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TECHNICAL INFORMATION - PRIVATE F76

PRIVATE 500MM - INSTALLATION DRAWING - FRONT AND SIDE VIEW 

PRIVATE 600-800-1000MM - INSTALLATION DRAWING - FRONT AND SIDE VIEW 

Zone provided for elec-
trical connections

Zone provided for electrical 
connections

This type of washbasin is not fitted with an overflow. 

Tap supplied WITHOUT drain plug. It is preferable to use 
a non-closable drain plug without overflow (available 
from sanitary ware shops) or a pop-up drain plug without 
overflow of the type XXAK184 (see p. 330).

This type of washbasin is not fitted with an overflow. 

Tap supplied WITHOUT drain plug. It is preferable to use 
a non-closable drain plug without overflow (available 
from sanitary ware shops) or a pop-up drain plug without 
overflow of the type XXAK184 (see p. 330).
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TECHNICAL INFORMATION - PRIVATE F76

PRIVATE - TOP VIEW WASHBASINS (IN SOLID SURFACE)

This type of washbasin is not fitted with an overflow. 

Tap supplied WITHOUT drain plug. It is preferable to use 
a non-closable drain plug without overflow (available 
from sanitary ware shops) or a pop-up drain plug without 
overflow of the type XXAK184 (see p. 330).




