
FINALITH® Two-component system

Applications
- Paint and varnish
- Thin-coated (0,5 to 2/3 mm)
- Protective courses (5 to 10 mm and more)

Characteristics
FINALITH® is the ideal product used for industrial flooring with very high demands 
and often of a specific nature. FINALITH® can further be used as mortar for the repair 
work of concrete floors and concrete constructions, as an impregnating product for 
the protection of concrete floors against dust and wear-and-tear, as paint that will 
meet the highest demands, and other applications.
FINALITH® can be delivered “made to measure”, meaning that in the event no solu-
tion is readily available for the problem at hand with our standard types, we will 
provide a composition especially adapted to the situation. With FINALITH®, our 
laboratory will guarantee you the best possible solution for processing the product 
and for what aggregates to be used.

In our formulations we, at all times, keep the following factors in mind:
1. Chemical resistance;
2. Mechanical resistances;
3. Desired finishing and execution;
4. Short installation time;
5. Favourable cost price.

1. High chemical resistance against chemical reagents, lubricants, fruit juices, alco-
holic beverages, preserves, vegetable and animal oils, soap, glycerin, seawater, dish 
water, corrosive vapours, …. FINALITH® coatings demonstrates very great resistance 
against bases, diluted acids, salts, oils, water, and a host of solvents.

2. Excellent mechanical resistances
- Compressive strength exceeding 80 N/mm2;
- Flexual resistance exceeding 25 N/mm2;
- Tensil resistance exceeding 20 N/mm2;
- Great shock resistance;
- Excellent adhesion and elasticity;
- Good resistance against cold and heat exchange between
- 20°C and + 100°C;
- FINALITH® (hardened) is non-flammable.

3. Desired finish and execution
- surface treatment: thin (to 400 / 500 μ) and non-porous;
- “self-levelling” : 2 - 3 mm, smooth finish and levelling.
- anti-skid: 2 - 3 mm to 5 - 6 mm, from roughened to anti-skid mortar and concrete; 

thickness as preferred, from roughened to anti-skid.

The above product comes in a natural neutral tone or coloured finish (different 
colours available).

+30°

+15°

[

CE 808/1 NFED 

 
 

 
 
 

 
          FINALITH® 

 
 

 
 

POLYTECHNISCH BEDRIJF BVBA/SPRL – P.T.B.-COMPAKTUNA® 

INDUSTRIEPARK ZWIJNAARDE 6 
9052 GENT – BELGIUM 

 

13 
085/CPR/130701 

 

EN 13813  
 

FINALITH® 
 

Tweecomponenten epoxysysteem-kunsthars gebonden 
dekvloer/ Système époxy à deux composants-chape à base de résine 
synthétique/ Two-component epoxy system-Resin-bounded screed/ 

Zweikomponenten-Epoxy-System-Harzgebundene Estrich 
 

Brandklasse/Réaction à la feu/ Reaction to fire/ Brandverhalten : Efl 
Vrijstelling van corrosieve stoffen/Emission de substances corrosives/ 

Release of corrosive substances/ Freisetzung korrosiver Substanzen: SR 
Hechtsterkte/Adhérence/Adhesion strength/Haftzugfestigkeit: B2 

 
 
POLYTECHNISCH BEDRIJF BVBA/SPRL – P.T.B.-COMPAKTUNA® 

is EN ISO 9001 gecertificeerd  
est certifiée EN ISO 9001 
is EN ISO 9001 certificated  
ist EN ISO 9001 zertifiziert 
 
Certificaat/Certificat/Certificate/Zertifikat : BE 04/01432  



FINALITH®

4. Short installation time at +20°C
- for pedestrian traffic: ready for access after a 12 - 24 hour interval;
- for intensive traffic: access after 3 days.
After 7 days, maximum chemical resistance.

5. Favourable cost price
Because of its durability and its exceptional properties, FINALITH® is often 
laid down in very thin layers.

Special applications
- Used in the repair, re-enforcement, covering, and painting of industrial 

floor surfaces, metal constructions, … , in plant workshops, storage spaces, 
garages, fridges, silos, etc …

- For protective coating and jointing work in textile plants, dairy farms, 
breweries, sugar mills, slaughter houses, chemical factories, laborato-
ries,…

- For removal of dust from and treatment of walls and floors in plastics pro-
duction halls, warehousing in the food industry, corridors and hallways, 
halls, etc …

General
- Preparing the substrate

The substrate must always be completely dry, free of dust and oil or grease, 
and neutral. It should further possess appropriate mechanical resistance. 
Metals must be scoured clean of rust or other oxidised coating. Sand blast-
ing or a thorough treatment with a steel brush is highly recommended in 
all instances. Paint and mortar remains should be removed from floors, 
walls, and ceiling surfaces.

- Execution
Directions are provided that are adapted to each separate circumstance 
and condition. The special packaging allows for a simple processing, elimi-
nating the need for extensive weighing and measuring.

- Temperature and curing time 
The processing time of the compositions is approximately 30 minutes at 
+20°C. The minimum processing temperature is +12°C. At room tempera-
ture (+20°C) higher resistances are obtained (special compositions for low 
temperatures).

Precautions
 Component A: Irritating to eyes and skin. May cause sensitization by skin 

contact. Toxic to aquatic organisms, may cause long-term adverse effects 
in the aquatic environment. Keep locket up. Keep out of the reach of chil-
dren. After contact with skin, wash immediately with plenty of water. Wear 
suitable gloves and eye/face protection. This material and its container 
must be disposed of as hazardous waste. Avoid release to the environ-
ment. Refer to special instructions/ Safety data sheets.

 Component B: Harmful in contact with skin and if swallowed. Causes 
burns. May cause sensitization by skin contact. Keep locket up. Keep out 
of the reach of children. In case of contact with eyes, rinse immediately 
with plenty of water and seek medical advice. Wear suitable protective 
clothing, gloves and eye/face protection. In case of accident or if you 
feel unwell, seek medical advice immediately (show the label where 
possible). This material and its container must be disposed of as hazard-
ous waste.- Il faut exécuter les travaux à une température minimale de 
+ 15°C et une température maximale de + 30°C.

- Veillez à assurer une ventilation adéquate.

P.T.B.-COMPAKTUNA®

Industriepark - Zwijnaarde 6
9052 Gent - België
Tel.: +32 9 221 11 16
Fax.: +32 9 221 85 01
RPR Gent RPM
E-mail: info@compaktuna.be
Website: www.compaktuna.be
Ons groen nummer: 0800/92279

As the applications of our products are diverse, no single application guideline can be laid down. All product data re� ect the state 
of knowledge of our products at the time of publication. Therefore all suggestions and recommendations concerning the use of our 
products are merely illustrative. Apply the product on a small and insigni� cant spot before starting to use our products to be sure 
the desired result is obtained. Always ask for the technical sheet of our products. Visit the website www.compaktuna.be. Consult our 
“technical department” which can be reached  for free on the green number 0800/92279. The Dutch text shall be exclusively binding.
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