
P.T.B.-JOINT-BREED [ Jointing mortar

Qualities
P.T.B.-JOINT-BREED is a dry composition that produces a ready-to-use jointing mor-
tar by the simple addition of water. The mortar is made specially suitable for the 
jointing of ceramic wall and floor tiles with a clearance of 3 to 15 mm, both indoors 
and outdoors. The achieved joint possesses high adhesion and great resistance to 
wear as well as high elasticity than can be achieved with regular jointing mortar.

P.T.B.-JOINT-BREED can be classified as CG 2 W A.

TECHNICAL CHARACTERISTICS Corresponds to the  
requirements accor-
ding NBN EN 13888

High abrasion resistance (CG2 A)
Flexural strenght after dry storage
Flexural strenght after freeze-thaw cycles
Compressive strenght after dry storage
Compressive strenght after freeze-thaw cycles
Shrinkage
Reduced water absorption after 30 min. (CG2 W)
Reduced water absorption after 240 min. (CG2 W)

 ≤ 1.000 mm³
 ≥ 2,5 
 ≥ 2,5
 ≥ 15
 ≥ 15
 ≤ 3 mm/m 
 ≤ 2 g 
 ≤ 5 g

CALCULATE YOUR QUANTITY ON COMPAKTUNA.be
Mixing ratio Consumption Packaging

± 4,5 to 6 l water per bag of 25 kg
(± 18 to 24 % water) or moist

Depending on the depth of the joint, width
of the joint and tile-size

25 kg (grey in PE, other colours paper)

Colours Processing time Application temperature

Grey, white, beige and black ± 45 min. + 5°C till + 30°C

+30°

+5°

CG 2 W A

CONFORM

N
B

N EN 13888



P.T.B.-JOINT-BREED

Directions for use
The joints must be deep enough, of uniform depth, and clean. Depending 
on the porosity of the substrate. P.T.B.-JOINT-BREED is made up with ± 18 
to 24 % of clean water, that is ± 4,5 to 6 l per 25 kg of product. After careful 
mixing, let the mortar produced settle for 5 to 15 minutes. Next, the mortar 
is stirred vigorously once more. The mixture is now ready for use. Apply the
mortar carefully and firmly into the joint using a rubber wiper or a plastic 
scoop. Excess mortar is scraped away with the rubber wiper. Next, spread 
dry P.T.B.-JOINT-BREED across the whole of the treated area and rub it 
clean by using the rubber wiper or the plastic scoop. Possibly repeat the 
process. Swab the floor with a damp mop and possibly once more with a 
dry mop or a rag.

NOTE
- Do not vary the volume of preparation water for your mixtures.
- It is recommended to moisten the joints in advance, especially if they hap-

pen to be porous.
- The excess mortar must be scraped away before the curing of the tile 

joints.
- In order to ensure colour uniformity, it is recommended to moisten the 

joints with a wet sponge during the curing time.
Remarks

- With porous non-glazed tiles, P.T.B.-JOINT-BREED is to be made up into a 
slightly damp mortar that can be applied with a jointer. In case of doubt, 
it is best to try out on a sample to determine if the tiles can be cleaned 
satisfactorily.

- Ready-made cement mortars may, beyond our control, manifest small 
differences in colouring that are inherent to the cement itself and to the 
aggregates used. We cannot assume responsibility for such non-conform-
ities. We recommend that you acquire the total quantity of product all at 
the same time for the same job.

- High humidity and a difference in the water absorbing properties of 
substrates and tiles can lead to colour differences in the joints. In case of 
doubt, carry out a test first. If necessary, adjust the working method.

- The joint construction is designed in such a way that the tensions that 
occur (e.g. due to dilatation) can be absorbed by the tile surface. Clamping 
against ceiling, floor, columns, etc. should be avoided. Expansion joints in 
the supporting surface must be resumed in the tile surface. All these joints 
are sealed with an elastic joint sealant (P.T.B.-SILICONE SN & NA).

- Protect drying joints against frost, precipitation, strong wind and direct 
sun.

Packaging
P.T.B.-JOINT-BREED is available in white, grey, beige and black colour in 
bags of 25 kg. Grey colour in polyethylene bags, other colours paper. 
The shelf life is 12 months in the original, closed packaging and kept dry.

Available colours
(the colours are reproduced approximately)

 
 grey white  black beige

P.T.B.-COMPAKTUNA®

Industriepark - Zwijnaarde 6
9052 Gent - België
Tel.: +32 9 221 11 16
Fax.: +32 9 221 85 01
RPR Gent RPM
E-mail: info@compaktuna.be
Website: www.compaktuna.be
Ons groen nummer: 0800/92279

As the applications of our products are diverse, no single application guideline can be laid down. All product data reflect the state 
of knowledge of our products at the time of publication. Therefore all suggestions and recommendations concerning the use of our 
products are merely illustrative. Apply the product on a small and insignificant spot before starting to use our products to be sure 
the desired result is obtained. Always ask for the technical sheet of our products. Visit the website www.compaktuna.be. Consult our 
“technical department” which can be reached  for free on the green number 0800/92279. The Dutch text shall be exclusively binding.
BV POLYTECHNISCH BEDRIJF is EN ISO 9001 certified.


