CERTIFICAAT

VAN PRESTATIEBESTENDIGHEID
1161-CPR-0778

In overeenstemming met de Verordening 305/2011/EU van het Europees Parlement en de Raad van 9 maart 2011 (de
Bouwproductenverordening of CPR), is dit certificaat van toepassing op het bouwproduct

Glulam : WPCA GL24h / GL28h / GL28c ; LADC GL24h / GL28h
Block glued glulam : WPCA (rechthoekig 600x600mm)

op de markt gebracht door

TERRYN TIMBER PRODUCTS, Breulstraat 111, 8890 Moorslede, Belgium

en vervaardigd te

BRIEKHOEKSTRAAT, Briekhoekstraat 6, 8890 Moorslede, Belgium

Dit certificaat bevestigt dat alle voorschriften betreffende de beoordeling en verificatie van de prestatiebestendigheid zoals
beschreven in bijlage ZA van de norm

EN 14080:2013

volgens het systeem 1 toegepast worden voor de prestaties beschreven in dit certificaat en dat de productiecontrole
uitgevoerd door de fabrikant werd beoordeeld om de bestendigheid van prestaties van het bouwproduct te garanderen.

Dit certificaat werd voor het eerst uitgereikt op 28/11/2011 en blijft geldig tot 27/11/2026 zolang de norm, het
bouwproduct, het AVCP systeem of de vervaardigingsvoorwaarden in de productie-installatie niet op significante
wijze veranderen, en het certificaat niet geschorst of ingetrokken wordt door WOOD.BE.

Brussel, 23/09/2022

C. De Roock
General Manager

Dit certificaat is verbonden aan de overéénkomst E11-002 en blijft eigendom van WOOD.BE.
Op verzoek van WOOD.BE dient men het certificaat en alle kopie&n onmiddellijk terug te sturen.
De geldigheid van het certificaat dient nagezien te worden op de website van WOOD.BE.

WOOD.BE is het Technisch en Wetenschappelijk Centrum der Hout- en Aanverwante
Stoffen Verwerkende Nijverheid (voorheen CTIB-TCHN), EU-notified Body No. 1161

Allée Hof ter Vleestdreef 3, 1070 Brussels
info@wood.be — www.wood.be tel: +32 (0)2.558.15.50
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CERTIFICATE

OF CONSTANCY OF PERFORMANCE
1161-CPR-0778

In compliance with Regulation (EU) No 305/2011 of the European Parliament and of the Council of 9 March 2011 (the
Construction products Regulation or CPR), this certificate applies to the construction product

Glulam : WPCA GL24h / GL28h / GL28c ; LADC GL24h / GL28h Block glued
glulam : WPCA (rectangular 600x600mm)

placed on the market by

TERRYN TIMBER PRODUCTS nv, Breulstraat 111,
8890 Moorslede, Belgium

and produced in the manufacturing plant(s)

BRIEKHOEKSTRAAT, Briekhoekstraat 6 ,
8890 Moorslede, Belgium

This certificate attests that all provisions concerning the assessment and verification of constancy of performance
described in Annex ZA of the standard

EN 14080 : Timber structures - Glued laminated timber and glued solid
timber : 2013

under system 1 for the performance set out in this certificate are applied and that the factory production control conducted
by the manufacturer is assessed to ensure the constancy of performance of the construction product.

This certificate was first issued on 28/11/2011 and will, unless suspended or withdrawn by WOOD.BE, remain valid
until 27/11/2026 as long as neither the harmonised standard, the construction product, the AVCP methods nor the
manufacturing conditions in the plant are modified significantly.

Brussels, 25/11/2021

C. De Roock
General Manager

This certificate is linked to the convention E11-002 and remains the property of WOOD.BE.
This certificate and all copies of it shall be returned immediately to WOOD.BE on request.
The validity of this certificate shall be verified on the website of WOOD.BE.

WOOD.BE is the ‘Centre technique et scientifique de I'lndustrie transformatrice

du Bois et des Matieres Connexes' (formerly known as CTIB-TCHN), EU-notified Body No. 1161.
Allée Hof ter Vleestdreef 3, 1070 Brussels
info@wood.be — www.wood.be tel: +32 (0)2.558.15.50
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