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NEW GIS HOIST

UP TO 60% MORE OF CAPACITY

GP 250/1 up to 400 kg
GP 250/2 up to 630 kg
GP 500/1 up to 800 kg
... GP 500/2 up to 1250 kg —
GP 1000/1 up to 1600 kg
GP 1000/2 up to 2500 kg

POLYGONAL CONNECTIONS

|IP65 PROTECTION

A 3 YEAR
: WARRANTY

—

—
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GSISS ELECTRIC CHAIN HOISTS - GP

ITEM: M0005
High performance electric chain hoist with an high quality chain Advantages:
thanks to the high FEM class. - Suitable for an high number of operations
- Indicated for external enviorments IP65 protection
Features: - Usuable between -15° and + 50°
- Electromechancal drive
- Chain with safety factor "8" Supplied with:
- Die cast aluminum structure and tempered steel wheel - Chain bucket
- Polygonal motor shaft coupling with Trefoil - Instruction manual of use and maintenance

- Low voltage commands (42V)
- The brake does not require adjustment, emergency overload device included
- Three-phase feed 380V 50Hz
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M0005801NF | (1807,00) 80 GPM250/1SF 16/4
M00051251NF | (1687,00) GPM250/1NF 3m (M) 82 0.37/0,1 20712 17
M00051251NF2 | (1807,00) 125 GP250/1NF 4dm (M7)
M00051251SF2 | (2065,00) GP250/15F 2m (M5) 16/4 1 24
M00052001NF2 | (1807,00) 200 GP250/1NF 3m (M6) 8/2
M00052001SF | (2406,00) GP500/1SF 16/4 26
M00052501NF2 | (1789,00) GP250/NF 2m (M5) 2
M00052501NF3 | (2762,00) 250 GP500/1NF 4m (W7) 812 0727018 28117 26
M00052502NF | (2199,00) GP250/2NF 411 2 25
M00052501SF | (2406,00) GP500/1SF 16/4 1 3 26
M00055002NF | (2231,00) GP250/2NF 2m (V) 41 2 25
M00055001NF | (2762,00) 500 GP500/1NF 8/2 1 26
M00055001SF | (3298,00) GP1000/1SF 16/4 2,310,68 57141 62
MO0055002NF2 | (2554,00) 4m (M7)
M000510002NF | (2554,00) 000 GP500/2NF o 15 41 2 0,72/0,18 281717 28
M000510001NF | (3174,00) GP1000/INE 8 1 5
M000516001NF | (3174,00) 1600 1Bm (M3)
M000516002NF | (3427,00) 3Im (M6) 2,310,68 57141
M000520002NF | (3427,00) 2000 GP1000/2NF 2m (M5) 41 2 66
M000525002NF | (3427,00) 2500 1Am (M4)

== Indivisible package = Suggested retail package - Unit price I_ 19 M.3



GSISS ELECTRIC CHAIN HOISTS - HANDY

ITEM: M0012
High performance electric chain hoist thanks to the high FEM class. Advantages:
Equipped with an ergonomic command on the loading hook. - Suitable for an high number of operations
- Indicated for external enviorments IP65 protection
Features: - Usable between 15° and + 50°
- Electromechanical drive
- Chain with safety factor "8" Supplied with:
- Die cast aluminum structure and tempered steel wheel - Chain bucket
- Polygonal motor shaft coupling with trefoil - Instruction manual of use and maintenance

- Low voltage commands (42V)
- The brake does not require adjustment, emergency overload included
- Three-phase feed 380V 50 Hz
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M00120801 (3641,00) 80 GPMH250/1SF 16/4
M00121251 (3458,00) 195 GPMH250/1NF 3m (M6) 8/2 3 0,37/010 20112 19
M00121252 (3863,00) GPH500/1SF 4m (M7) 16/4 4 0,72/0,18 28117 25
M00122001 (3559,00) 200 GPMH250/1NF 3m (M6) 8/2 1 3 0,37/0,10 2,0/1,.2 19
M00122002 (3863,00) GPH500/M1SF 16/4
M00122501 (3807,00) GPH500/1NF 4Am (M7) 8/2
M00122502 (3863,00) 250 GPH500/1SF 2m (M5) 16/4 4 0.72/0,18 28117 2
M00125001 (3863,00) 500 GPH500/1NF 8/2
GSISS SPECIAL ELECTRIC CHAIN HOISTS
‘e ATEX holst

for explosion proof enviroments

Stainless steel hoist GPK hoist for low headroom installations
for food markets

\J

)
M

w . GPS hoist for
s ? synchronous lift

GPHT hoist with telescopic stand
and control panel on the hook

|_19 M.4 == Indivisible package = Suggested retail package - Unit price



BHANDUINGS ELECTRIC CHAIN HOISTS - BMH

ITEM: M0015

High performance electric chain hoist thanks to the high FEM class. Advantages:

- Suitable for an high number of operations

- Indicated for external environments, IP65 protection

- Usable between -15° and + 50°

Features:

- Electromechanical chain drive

- Chain with safety factor "8"

- Die cast aluminum structured and tempered steel wheel

- Polygonal motor shaft coupling with trefoil

- Low voltage commands (42V)

- The brake does not require adjustment, emergency overload device included
- Three-phase feed 380V 50 Hz

Supplied with:
- Chain bucket
- Instruction manual of use and maintenance
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M001501251 | (1683,00) 125 BMH125/1NF 3m (M6)
M001502001 | (1683,00) 200 BMH200/1NF 812 1 0.3770.10 20/1.2 17
M001502501 | (1683,00) 250 BMH250/1NF 3
M001505001 | (2001,00) 500 BMH500/1NF 2m (M5) 26
M001505002 | (1852,00) BMH500/2NF m 9 0.7270.18 287117 25
M001510002 | (2203,00) 1000 BMH1000/2NF 28
(INEW Related products
. ]
WORKS SAFETY SHOES
Tech. Code EU size US size
K120042 42 9
K120043 43 10
K120044 44 10,5
K120045 45 1

The products are available in chapter K

L19 ws
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GSISS MANUAL TROLLEYS FOR BEAMS

ITEM: M1450
Manual trolleys for beams.

Features:

- For Gis ring hoist GP, GPM and BMH hoists with ring suspension
- Four steel wheels set mounted on ball bearings

- Cast iron casing

- Equipped with anti-impact and anti-derailment safety system

Advantages:

- Suitable for a high humber of operations thanks to the high FEM class
- Useable between - 15° and + 50°

Supplied with:
- Pin for Gis hoist pairing

- Instruction manual of use and mainteance

Motorized models available on request.

L19 wms

== Indivisible package

= Suggested retail package - Unit price

Tech. Code GR66 Load Capacity Model Width Z Weight
Euro Kg mm kg
M145050011 | (146,00) 50-99
M1450500/2 | (166,00) 100 - 149
0500 GHF500K 3
M14505003 | (173,00) upfo 150 - 199
M1450500/4 | (180,00) 200 - 240
M14501000/4 | (222,00) 50-99
M1450100011 | (320,00) 100 - 149
01 EHF
M14501000/2 | (329,00) upto 1000 %0 150 - 199 8 ==
M14501000/3 | (346,00) 200 - 240 MANUAL
M1450200011 | (351,00) 76- 139
M1450200012 | (491,00) 140 - 199
02 EHF1 14
M145020003 | (517,00) up 10 2000 5 200 - 259
M14502000/4 | (532,00) 260 - 320




HOIST PUSH-BUTTON SWITCHES

ITEM: M0910
Two speed push button for electric hoists

- Emergency stop button
- Protection IP85
- Cable anti-tearing protection

cus

g

Tech. Code | CROS Model humber Suitable for hoist
Euro of buttons
M09102/1 98,00 GHP03 2+1 GCH-GP
ITEM: M0920
Two speed push button for electric hoists.
peed P ¢(UL)us C €
- Emergency stop button
- Protection IP65
- Cable anti-tearing protection
Tech. Code | CRO Model Number Suitable for hoist
Euro of buttons
M09202/1 102,00 510/FE 2+1 BMH
ITEM: M0930
Two speed bush button for electric hoists.
P ¢(UL)us c E
- Emergency stop button
- Protection IP65
- Cable anti-tearing protection
Tech. Code GR66 Madel Number Suitable for hoist
Euro of buttons
M09302/1 115,00 BXP0O3 2+1 GCH - GP - BMH
ITEM: M0950
Two speed push button for electric hoists.
peed P ¢(UL)us c €
- Emergency stop button
- Protection IP65
- Cable anti-tearing protection
Tech. Code | CRE Model Number Suitable for hoist
Euro of buttons
M09504/1 361,00 515/FE 4+1 GCH - GP - EMFE
ITEM: M0960
Two speed radio push button for electric hoists. (@E c €
- Emergency stop button )
- Protection IP65
- Receiving device
Tech. Code | CRE Model Number Suitable for hoist
Euro of buttons
M0960RADIO | 1020,00 RADIO 6+1 GCH-GP
Related products
SAFETY HELMETS
Tech. Code Colour Weéght Spare part
K4205G Yellow
333 -
K4205B White
K4205A1 - - Chinstrap

The products are available in chapter K

<> |ndivisible package

= Suggested retail package - Unit price
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BHANDUINGS COLUMN-MOUNTED JIB CRANES

SC TER 200/4000 - Year 2013
G.B. RICAMBI - Nonantola (MO)

L19 wms



BHANBUINGS ROUND COLUMN MOUNTED JIB CRANES WITH GIS KB ARM

ITEM: M1250
Column mounted jib cranes, TER model, with GIS KB system profile arm. Advantages:
- Maximum smoothness guaranteed by the quality of the profile

Features: - Maximum rigidity garanteed by the geometry of the column
- Profile cold-rolled not bent without welds - Arm rotation up to 270°
- Brakes operated by cap springs, wear resistant
- Finishing coat with anti-rust, two coats of water-soluble paint, Supplied with:

not suitable for external or particular humid environments - Hoist trolley

- Power supply system with flat cable and cable trolleys
- Instruction manual for assembly, use and maintenance
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M125002003000 | (1521,00) SC200/3000 TER 3000 2855 3385 6 1440 310
M125002004000 | (1668,00) | 200 SC200/4000 TER 4000 3855 300 3382 7 1920 330
M125002005000 | (1697,00) SC200/5000 TER 5000 4855 3385 560 560 330 8 1A 2400 4 345
M125002503000 | (1521,00) SC200/3000 TER 3000 2855 7 1440 310
M125002504000 | (1668,00) 250 SC200/4000 TER 4000 3855 200 3382 4000 8 1920 330
M125002505000 | (1697,00) SC200/5000 TER 5000 4855 300 3385 2400 345
M125005004000 | (2220,00) 500 SC500/4000 TER 4000 3720 12 2130 465
M125005005000 | (2299,00) SC500/5000 TER 5000 4720 13 2660 490
M125010004000 | (2739,00) 1000 SC1000/4000 TER 4000 3720 350 3140 740 620 400 17 2 3960 8 580
M125010005000 | (2895,00) SC1000/5000 TER 5000 4720 18 4950 610

** For foundation and relative cages dimensions, look at page M.22

= |ndivisible package =% Suggested retail package - Unit price L19 M.9



BHANBUINGS| COLUMN-MOUNTED JIB CRANES WITH GIS SYSTEM KB PROFILE ARM

SC 500 Kg load capacity
BISI Maurizio - Cassina de Pecchi (MI) Different versions with load capacities from 250 to 500 Kg
DANA ltalia SpA - Montalto Lucino (CO)




BHANBLINGS| COLUMN-MOUNTED JIB CRANES WITH GIS SYSTEM KB PROFILE ARM

ITEM: M1010

Column mounted jib cranes SC model
with GIS KB system profile arm.

Advantages:
- Maximum smoothness guaranteed by the quality of the profile
- Maximum rigidity garanteed by the geometry of the column

Features: - Arm rotation up to 270°
- Profile cold-rolled not bent without welds

- Brakes operated by cap springs, wear resistant Supplied with:

- Tronco-pyramidal column, our patent - Hoist trolley

- Finishing coat with anti-rust, two coats of water-soluble paint,

not suitable for external or particular humid environments

- Power supply system with flat cable and cable trolleys
- Three pole circuit breaker switch

- Instruction manual for assembly, use and maintenance
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M1010802000 | (1006,00) SC 80/2000 2020 1855 405 1 3 530 180
M1010803000 | (1309,00) 80 SC 80/3000 3020 2855 2045 2 4 800 190
M1010804000 | (1636,00) SC 80/4000 4020 3855 200 2530 3020 415 400 3 1 5 1070 200
M1010805000 | (1433,00) SC 80/5000 5020 4855 425 4 6 1300 210
M10101252000 |(1210,00) SC 125/2000 2020 1855 405 1975 3 4 850 180
M10101253000 | (1299,00) SC 125/3000 A 3020 2855 4 6 1210 190
omsemlvsin] (005 | gy | g (B IEISE |y | [, | o | [
M10101255000 | (1910,00) 125 SC 125/5000 A 5030 4865 305 3430 4025 655 560 2875 6 1A 4 890 300
M10101256000 | (2094,00) SC 125/6000 6030 5850 3425 680 2865 7 5 1060 320
M10101257000 | (2830,00) SC 125/7000 7035 6855 765 4 700 330
M10101258000 | (2961,00) SC 125/8000 8035 7855 320 3495 4320 850 620 2938 10 2 5 800 340
M10102003000 | (1583,00) SC 200/3000 A 3030 2865 3430 485 2875 6 4 840 275
M10102004000 |(1883,00) SC 200/4000 A 4030 3865 305 4025 570 560 7 1A 5 1100 285
M10102005000 | (2061,00) 200 SC 200/5000 A 5030 4850 3495 670 2865 8 6 1360 320
M10102006000 | (2435,00) SC 200/6000 6030 5850 680 7 1620 330
M10102007000 | (3262,00) SC 200/7000 7035 6830 805 1120 415
M10102008000 | (3752,00) SC 200/8000 8035 7830 320 3460 4320 890 620 2880 1 2 8 1280 450
M10102503000B | (1583,00) SC 250/3000 Bis 3030 2865 485 7 1060 250
M10102504000B | (1883,00) SC 250/4000 Bis 4030 3865 305 3430 4025 570 560 2875 8 1A 3 1400 280
M10102505000 | (2568,00) SC 250/5000 5035 4855 10 6 1000 340
M10102506000 | (2700,00) 250 SC 250/6000 6035 5855 3495 685 2935 1 7 1200 370
M10102507000 | (3226,00) SC 250/7000 7035 6830 3460 805 2880 19 9 1400 415
M10102508000 | (3752,00) SC 250/8000 8035 7830 890 10 1570 450
M10105003000 | (2568,00) SC 500/3000 3035 2735 3495 670 2910 10 7 1170 330
M10105004000 | (2764,00) SC 500/4000 4035 3855 600 12 10 1550 380
M10105005000 | (2961,00) SC 500/5000 5045 4840 13 12 1910 530
M10105006000 | (3488,00) 500 SC 500/6000 6045 5840 320 4320 730 620 14 2 14 2290 550
M10105007000 | (3816,00) SC 500/7000 7045 6840 815 15 16 2660 585
M10105008000 | (4673,00) SC 500/8000 8045 7840 3445 880 2845 17 19 3050 640
M101010003000 | (3238,00) SC1000/3000 3045 2720 680 16 15 2360 460
M101010004000 | (3671,00) 1000 SC1000/4000 4045 3720 765 17 19 3100 500
M101010005000 | (3921,00) SC1000/5000 5045 4720 850 18 24 3850 630
M101010006000 |(4.522,00) SC1000/6000 6045 5720 950 19 28 4600 680

NOTE: Upon request versions featuring different load capacity may be supplied.
* Cranes may be supplied featuring lower height from the standard. From the model SC 125/4000 onwards the ceiling must be 150 mm taller than the G quote.

** For foundation and relative cages dimensions, look at page M.22

L19 m.11
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BHANBLINGS| MOVABLE SC JIB CRANES

 —
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Base fitted jib crane SCP 125/4000 - Year 2013
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BHANBUINGS MOVABLE SC JIB CRANES

ITEM: M1015
Movable jib cranes with palletized base, model SCP Advantages:
with GIS KB System profile arm. - Maximum smoothness guaranteed by the quality of the profile
- Maximum rigidity garanteed by the geometry of the column
Features: - Thanks to the palletized base the crane can be easily moved
- Profile cold-rolled not bent without welds - Rotation of the arm up to 270°
- Brakes operated by cap springs, wear resistant
- Finishing coat with anti-rust, two coats of water-soluble paint, Supplied with:
not suitable for external or particular humid environments - Hoist trolley
-The palletized base is an iron structure which has to be filled - Power supply system with flat cable and cable box trolley
with cement by the user - Three pole circuit breaker switch

- Instruction manual for assembly, use and maintenance
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M10151253000 |(2593,00) SCP125/3000 3000 200 2855 3820 700 3330 3020 1000 2555 9775 2000
M10151254000 | (2817,00) 125 SCP125/4000 4000 260 3865 3925 800 3620 2750
M10151255000 | (3368,00) SCP125/5000 5000 4865 4075 950 3480 100 100 4620 2925 3300
M10152003000 | (3013,00) SCP200/3000 3000 305 2865 3925 800 3330 3025 2620 2775 2750
M10152004000 | (3325,00) 200 SCP200/4000 4000 3865 4075 950 3480 3620 2925 3300
M10152005000 |(3514,00) SCP200/5000 5000 4850 4125 1000 3525 1200 4555 2965 4000
- Hoist excluded
Smart
Affordability

== |ndivisible package =& Suggested retail package - Unit price |_19 M.13



[BHANBUINGS COLUMN-MOUNTED JIB CRANES WITH BEAM ARM

Jib crane TC 1500/4500 - Year 2013
ZANETTI MAGNETI - Barbariga (BS)




BHANBUNGS COLUMN MOUNTED JIB CRANES WITH BEAM ARM

ITEM: M1020
Colum mounted jib cranes, TC model, with a beam arm. Advantages:
- Maximum rigidity guaranteed by the geometry of the column

Features: - Arm rotation up to 270°
- Tronco-pyramidal column, our patent
- Brakes operated by cap springs, wear resistant Supplied with:
- Finishing coat with anti-rust, two coats of water-soluble paint, - Power supply system with flat cable and cable trolleys

not suitable for external or particularly humid enviroments - Three pole circuit breaker switch

- Instruction manual for assembly, use and maintenance
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M10202503000 | (2066,00) TC 250/3000 | 3040 2800 9 4 610 360
M10202504000 |(2193,00) TC 250/4000 | 4040 3800 10 5 800 405
M10202505000 | (2706,00) 250 TC 250/5000 | 5040 4800 477 2885 6 1000 425
M10202506000 | (2796,00) TC 250/6000 | 6040 5800 3451 11 7 1200 445
M10202507000 | (3032,00) TC 250/7000 | 7040 6800 120 | 265 | 12 9 1400 465
M10202508000 | (3163,00) TC 250/8000 | 8040 7800 10 1570 485
M10205003000 | (2310,00) TC 500/3000 | 3040 2800 480 2860 10 7 1170 385
M10205004000 | (2460,00) TC 500/4000 | 4040 3800 12 10 1550 405
M10205005000 | (2700,00) TC 500/5000 | 5051 4810 13 12 1910 595
M10205006000 | (3113,00) 500 TC 500/6000 | 6051 5810 320 3491 | 4320 491 620 2900 14 2 14 2290 615
M10205007000 |(3214,00) TC 500/7000 | 7051 6810 3472 140 | 260 | 15 16 2660 670
M10205008000 | (3937,00) TC 500/8000 | 8051 7810 3453 2860 160 | 255 | 17 19 3050 740
M102010003000 | (2836,00) TC 1000/3000 | 3051 2810 16 15 2360 515
M102010004000 | (3147,00) 1000 TC 1000/4000 | 4051 3810 3491 2900 120 | 265 | 17 19 3100 680
M102010005000 | (3288,00) TC 1000/5000 | 5051 4310 558 18 24 3850 700
M102010006000 | (3805,00) TC 1000/6000 | 6051 5810 2880 28 4600 750
M102015004000 | (2966,00) 1500 TC 1500/4000 | 4051 3820 3472 2800 140 | 260 | 19 26 4250 700
M102015004500 | (3077,00) TC 1500/4500 | 4451 4210 33 5350 710

* Cranes may be supplied featuring lower height from the standard.
The ceiling must be 150 mm taller than the G quote.
On request we supply the cranes with the lower features.

** For foundation and relative cages dimensions, look at page M.22

== Indivisible package =& Suggested retail package - Unit price L19 m.15



[BHANBUINGS COLUMN-MOUNTED JIB CRANES WITH OVERHEAD BEAM ARM

Jib crane with raised boom RC 500/3000
partly separated from lab
CRM srl - Torre De' Roveri (BG)

Jib crane with pedestal

and raised boom RC 1500/4500

FHP Roncello (MB) n ! ™"
A -

v o ==
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[BHANBLINGS| COLUMN MOUNTED JIB CRANES WITH OVERHEAD BEAM ARM

ITEM: M1030
Column mounted jib cranes, RC model, with overhead beam. Advantages:
- The overhead beam are allows you to recover height space increasing

Features: the hook run
- Tronco-pyramidal column, our patent - Maximum rigidity guaranteed by the geometry of the column
- Brakes operated by cap springs, wear resistant - Arm rotation up to 270°
- Finishing coat with anti-rust, two coats of water-soluble paint,

not suitable for external or particularly humid enviroments humid Supplied with:

- Power supply system with flat cable and cable trolleys
- Three pole circuit breaker switch
- Instruction manual for assembly, use and maintenance

Lok

bt

Q

|
!

€ E ! ON.LIN E Accessories upon request: 500, 1000, 1500 mm extensions
C - MANUAL II

5
2 = | ¢
- o |8 E blw|8E | 2
2 o 5 | 22 2 cle 82, | 8 =
Tech.Cote | Sh | S| 8§ | ZE|22E|<E|wE|wE|cE|wE|LE| £E |~E|w|2|5|E85| fe |E=
uro a = = xa 5 | 2| kLs S 5 o
5 T |57 : S5 |E5 | 2
g =128 | 8
T x Lz)
3 = =
=
M10302503000 | (2175,00) RC 250/3000 | 3000 2840 4070 3510 90 9 4 610 350
M10302504000 | (2236,00) RC 250/4000 | 4000 3840 4050 3485 100 270 | 10 5 800 380
M10302505000 | (2440,00) 250 RC 250/5000 | 5000 4840 4030 587 3465 110 6 1000 420
M10302506000 | (2894,00) RC 250/6000 | 6000 5840 4098 3530 160 " 7 1200 480
M10302507000 | (2988,00) RC 250/7000 | 7000 6840 4079 3510 180 | 265 12 9 1400 540
M10302508000 | (3668,00) RC 250/8000 | 8000 7840 4060 3495 200 | 260 10 1570 640
M10305003000 | (2236,00) RC 500/3000 | 3000 2840 4050 3460 100 270 10 7 170 360
M10305004000 | (2526,00) RC 500/4000 | 4000 3840 4030 3440 110 12 10 1550 400
M10305005000 | (3148,00) RC 500/5000 | 5000 4840 13 12 1910 610
M10305006000 | (3411,00) 500 RC 500/6000 | 6000 5840 320 | 4079 | 4320 | 590 620 | 4280 3490 180 | 265 14 2 14 2290 645
M10305007000 | (3486,00) RC 500/7000 | 7000 6840 4060 3470 200 | 240 | 15 16 2660 730
M10305008000 | (4653,00) RC 500/8000 | 8000 7840 4040 3450 220 | 250 | 17 19 3050 840
M103010003000 | (2631,00) RC 1000/3000 | 3000 2830 4098 3505 160 | 270 | 16 15 2360 520
M103010004000 | (3298,00) 1000 RC 1000/4000 | 4000 3830 4079 3485 180 | 265 | 17 19 3100 680
M103010005000 | (3773,00) RC 1000/5000 | 5000 4830 4060 657 3465 200 | 260 | 18 24 3850 750
M103010006000 | (3921,00) RC 1000/6000 | 6000 5830 3445 220 | 250 | 19 28 4600 845
M103015004000 | (3341,00) 1500 RC 1500/4000 | 4000 3830 4040 3365 26 4250 740
M103015004500 | (3395,00) RC 1500/4500 | 4400 4230 240 | 245 | 20 33 5350 845

* Cranes may be supplied featuring lower height from the standard.The ceiling must be 150 mm taller than the G quote.
*** Measured with applied load.
On request we supply the cranes with the lower features.

** For foundation and relative cages dimensions, look at page M.22

= [ndivisible package =& Suggested retail package - Unit price L19 M.17



[BHANBLINGS| COLUMN-MOUNTED JIB CRANES WITH ARTICULATED ARM

Column-mounted jib cranes
with articulated arm ACP 125/4000
Year 2013 - BALTUR - Cento (FE)

L19 m.18



BHANBUNGS COLUMN MOUNTED JIB CRANES WITH ARTICULATED ARM

ITEM: M1040

Column mounted jib cranes ACP - ACH model with articulated arm Advantages:

Mod. ACP with eyebolt suspension, suitable for hoists with hook suspension - Maximum rigidity guaranteed by the geometry of the colum
Mod. ACH with rigid sleeve attachment, can be used with VACU-B system or GIS - Maximum coverage of the area ajacent to the columns
hoists teleskop models. - Ability to overcome obstacles thanks to the arm articulation
Features: Supplied with:

- Brake operated by cap springs, wear resistant - External power supply system with flat cable

- Arm joint rotating on high quality ball bearings - Three pole circuit breaker switch, only for ACP model

- Finishing coat with anti-rust, two coats of water-soluble paint, - Instruction manual for assembly, use and maintenance

not suitable for external or particularly humid environments
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M1040P802600 | (2451,00) 80 ACP 80/2600 2650 2600 230 9 370 205
M1040P804000 | (2630,00) ACP 80/4000 4050 4000 2630 3025 3180 350 3055 490 238
M1040P1252600 | (2499,00) 125 ACP 125/2600 | 2650 2600 230 3 560 205
M1040P1254000 | (2881,00) ACP 125/4000 | 4050 4000 350 720 297
M1040P2002600 | (2894,00) 200 ACP 200/2600 | 2650 2600 3735 4025 4230 230 4080 5 4 840 292
M1040P2004000 | (3530,00) ACP 200/4000 | 4050 4000 305 350 560 1A 3 1100 319
M1040H802600 | (2182,00) 80 ACH 80/2600 2650 2600 230 9 370 204
M1040H804000 | (2386,00) ACH 80/4000 4050 4000 2630 3025 3180 350 3050 490 239
M1040H1252600 | (2467,00) 125 ACH 125/2600 | 2650 2600 230 3 560 204
M1040H1254000 | (2881,00) ACH 125/4000 | 4050 4000 350 720 296
M1040H2002600 | (2894,00) 200 ACH 200/2600 | 2650 2600 3735 4025 4230 230 4075 6 4 840 291
M1040H2004000 | (3370,00) ACH 200/4000 | 4050 4000 350 3 1100 316

NOTE: Upon request different version sizes may also be supplied.
** For foundation and relative cages dimensions, look at page M.22

% Indivisible package =& Suggested retail package - Unit price L19 wm.19



BHANBLINGS| MOVABLE JIB CRANES WITH ARTICULATED ARM

LY

ACH movable crane 80/2600
CLARIANT Pogliano M.se (M) - Year 2012

L19 m.20



BHANBUINGS MOVABLE JIB CRANES WITH ARTICULATED ARM

ITEM: M1045

Column mounted jib cranes with palletized base, ACPP - ACHP model, with articulated Advantages:

arm. - Maximum rigidity guaranteed by the geometry of the colum
Mod. ACPP with eyebolt suspension, suitable for hoists with suspension. - Maximum coverage of the area ajacent to the column

Mod. ACHP with rigid sleeved attatchment, can be used with VACU - B system or Gis - Ability to overcome obstacles thanks to the arm articulation
hoists teleskop models. - Thanks to the palletized base, the crane can be easily moved
Features: Supplied with:

- Brake operated by cap springs, wear resistant - Internal power supply system, only for ACPP model

- Arm joint rotating on high quality ball bearings - Three pole circuit breaker switch, only for ACPP model

- Finishing coat with anti-rust, two coats of water-soluble paint, - Instruction manual for assembly, use and maintenance

not suitable for external or particularly humid environments
- The palletized base is an Iron structure which has to be filled with cement by the user
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M1045P1252600 | (3691,00) 125 ACPP125/2600 2650 2600 260 4080 3530 230 3955
M1045P1254000 | (4235,00) ACPP125/4000 4050 4000 4130 800 3635 350 3980 2750
M1045P2002600 | (4247,00) 200 ACPP200/2600 2650 2600 305 230
M1045P2004000 | (4707,00) ACPP200/4000 4050 4000 4280 950 3785 3025 100 100 350 4130 3300
M1045H1252600 | (3691,00) 125 ACHP125/2600 2650 2600 260 4080 3530 230 3950
M1045H1254000 | (4235,00) ACHP125/4000 4050 4000 4130 800 3635 350 3975 2750
M1045H2002600 | (4247,00) 200 ACHP200/2600 2650 2600 305 230
M1045H2004000 | (4707,00) ACHP200/4000 4050 4000 4280 950 3785 350 4125 3300

BHANBLINGS EXTENSIONS FOR COLUMN MOUNTED CRANES

ITEM: M1210

Extensions needed to increase the height of the crane column.

Features:

- Designed to match the crane column models SC, SC TER, TC, RC, ACP, e ACH
Advantages:

- Maximum rigidity guaranteed by the pressure of reinforcements on every corner
Suppled with : column coupling bolts

Tech. Code CERSG Model Height Weight
uro m kg
M121011 (359,00 0.5 52
M121012 (435,00) Type 1 1.0 88
M121013 (575,00) 15 147
M121021 (685,00) 0.5 72
M121022 (725,00) Type 1a 1.0 124
M121023 (756,00) 15 216 C €
M121031 (776,00) 0.5 90
M121032 | (1081,00) Type 2 1.0 161
M121033 | (1261,00) 15 285

== Indivisible package =& Suggested retail package - Unit price |_19 M.21




ITEM: M1220
Cages for column cranes anchorage.

Features:
- Supplied fully assembled and welded

Advantages:
- Ready to be sunk in the plinth

q

ON-LINE

[BHANBLINGS FOUNDATION PLINTHS AND CAGES FOR COLUMN CRANES

Supplied with:
- The necessary nuts and lock nuts matching the column

The foundation plinths are calculated for an average ground pressure of 1.1kg/cm?
In the presence of ground with an average allowable pressure below these values,
the dimension of the plinth will have to be recalculated properly.

Our technical department is available for this service.

welded net**

PLINTH IN FOUNDATION DRAFT Type A
a
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Expanding mortar
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**In foundation with H=1200 and in all cases where L/H = 1,5
reinforce the foundation plinth with an electric welde net

MANUAL 200 x 200 @ 5 mm.
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M1220A380 | (222,00) 1+4 A 380 400 330 240 500 700 + 1000 560 + 800 M24 25
M1220A580 | (244,00) 5+8 580 560 480 480 700 1000 + 1300 800 + 1040 M7 45
M1220B880 | (281,00) 9+20 B 880 620 540 540 1200 1200 + 2200 960 + 1760 75
* Cranes featuring 1-2-3-4 foundation type have a double-hole base plate, thus allowing to choose column positioning.
Foundation type:
1-Lmm 700 - L1 mm 560 8-Lmm 1300-L1 mm 1040 15-L mm 1800 - L1 mm 1440
2-L mm 800 - L1 mm 640 9-Lmm1200-L1mm960 16 -L mm 1600 - L1 mm 1280
3-Lmm900-L1mm720 10-L mm 1300 - L1 mm 1040 17 -L mm 1800 - L1 mm 1440
4-Lmm1000-L1mm800  11-Lmm1400-L1 mm 1120 18 -L mm 1900 - L1 mm 1520
5-Lmm1000-L1 mm800 12-Lmm 1500 -L1 mm 1200 19 -L mm 2000 - L1 mm 1600
6-Lmm1100-L1 mm880  13-Lmm 1600-L1 mm 1280 20-L mm 2200-L1 mm 1760
7-Lmm1200-L1 mm960  14-Lmm 1700 - L1 mm 1360
\ ND DEX o—\ Perfect
ergonomics
mro
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BHANDUNGS SCREWS AND CHEMICAL FIXING FOR COLUMN MOUNTED JIB CRANES
ITEM: M1230

Kit consisting of screws and chemical fixing for mounting C € @D
column cranes to the reinforced concrete industrial T
pavment

(minimum resistance 250 daN cm?).
The verfication of eligibiliy is on the user.

RE ON-LINE O v p
sand  MANUAL %

@P

Tech. Code (élz?: Column jib crane model D screw @

F drilling depth P hole @
mm mm

SC/80/2000
SC/80/3000
SC/80/4000
SC/80/5000
SC/125/2000
SC/125/3000
SC/125/4000
SC/125/4000/BIS
SC/125/5000
SC/125/6000
SC/125/7000
SC/125/8000
SC/200/3000
SC/200/3000 TER
SC/200/4000
SC/200/4000 TER
SC/200/5000
SC/200/5000 TER
M1230KIT3 (82,00) SC/200/6000
wzzs | (10100 SCTOL 2y " 2
M1230KIT2 | (135,00) SC/250/3000
WZOT1_| ot SO0 TER
M1230KIT2 | (135,00) SC/250/4000
M1230KIT1 (70,00) 88(322550%%%%0.%1
M1230KIT4 | (161,00) SC/250/5000
M1230KIT3 (82,00) SC/250/5000 TER
SC/250/6000
SC/250/7000
SC/250/8000
SC/500/3000
SC/500/4000
SC/500/4000 TER
SC/500/5000
M1230KIT5 | (275,00) SC/500/5000 TER M24 210 28
SC/500/6000
ACP/80/2600
ACP/80/4000
M1230KIT1 (70,00) ﬁggggﬁggg M16 130 18
ACP/200/2600
ACP/200/4000

M1230KIT1 (70,00)

M16 130 18

M1230KIT2 | (135,00)

M1230KIT1 | (70,00)

M16 130 18

M20 170 25

M1230KIT4 | (161,00)

== Indivisible package =& Suggested retail package - Unit price |_19 M.23



[BHANBUINGS PORTAL CRANES WITH GIS SYSTEM PROFILE

Portal crane 200 kg
LINK GRUPPO - Bentivoglio (BO) - Anno 2017

L19 m24



[BHANBUINGS PORTAL CRANES WITH GIS SYSTEM PROFILE

ITEM: M1610
Portal cranes, GP model, with GIS KB system profile. Advantages:
- Maximum smoothness guaranteed by the quality of the profile
Features: - Thanks to the 4 wide diameters wheels coated in neoprene,
- Profile cold rolled not bent without welds the crane can be easily moved
- Finishing a coat of anti-rust, two coats of water-soluble paint,
not suitable for external or particularly humid enviroments Supplied with:
- Hoist trolley

- Power supply system with flat cable and cable trolleys
- Three pole circuit breaker switch
- Instruction manual for assembly, use and maintenance
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M16101253000 | (2780,00) GP 125/3000 3780 4280 3200 2700 3090 81 3000 2534
M16101254000 | (3010,00)| 125 GP 125/4000 4780 5280 2300 3700 4000
M16101254500 | (3068,00) GP 125/4500 5280 5780 4200 2076 03 4500 2518
M16102503000 | (3114,00) GP 250/3000 3780 4280 2700 3000
M16102504000 | (3139,00)| 250 GP 250/4000 4780 5280 3700 4000
M16102504500 | (3198,00) GP 250/4500 5280 1560 5780 4200 4500 2459
M16105003000 | (3234,00) GP 500/3000 3780 4280 2700 3000
M16105004000 | (3259,00)| 500 GP 500/4000 4780 5280 3350 3700 4000
M16105004500 | (3419,00) GP 500/4500 5280 5780 4200 3036 102 4500 -
M16107503000 | (3782.00)| - GP 750/3000 3780 4280 2700 3000
M16107504000 | (3781,00) GP 750/4000 4780 5280 3700 4000
M161010003000 | (3146,00)| 1000 GP 1000/3000 3780 4280 2700 3000

NOTE: Upon request versions featuring different load capacity may be supplied.

== Indivisible package =& Suggested retail package - Unit price |_19 M.25



BHANBUNGS WALL MOUNTED JIB CRANES WITH GIS KB ARM

SM 500/6000
EMMEGI Cassano d'Adda (MI)
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A . V|

n

SM 200/7000 radio controlled crane
EMMEGI Cassano d'Adda (MI)




BHANDUNGS WALL MOUNTED JIB CRANES WITH GIS KB ARM

ITEM: M1310
Wall mounted jib crane, SM model Advantages:
with GIS KB system profile arm. - Maximum smoothness guaranteed by the quality of the profile
- Arm rotation up to 270°
Features:
- Profile cold-rolled not bent without welds Supplied with:
- Brakes operated by cap springs, wear resistant - Hoist trolley
- Finishing a coat of anti-rust, two coats of water-soluble paint, - Power supply system with flat cable and cable trolleys
not suitable for external or particular humid enviroments - Instruction manual for assembly, use and maintenance
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M13100802000 | (715,00) SM 80/2000 2020 1855 405 2 180 247 70
M13100803000 | (772,00) 80 SM 80/3000 3020 2855 3 270 370 80
M13100804000 | (884,00) SM 80/4000 4020 3855 135 415 180 77 80 620 750 1 360 494 90
M13100805000 | (1108,00) SM 80/5000 5020 4855 425 4 450 617 100
M13101252000 | (861,00) SM 125/2000 2020 1855 405 3 270 370 70
M13101253000 | (987,00) SM 125/3000 3020 2855 4 400 548 80
M13101254000 | (1119,00) SM 125/4000 4030 3865 570 93 3 450 738 85
M13101255000 | (1251,00)| 125 SM 125/5000 5030 4865 655 760 880 4 550 902 100
M13101256000 | (1384,00) SM 125/6000 6030 5850 680 86 5 660 1083 130
M13101257000 | (1623,00) SM 125/7000 7035 6855 805 124 1010 130 550 177 140
M13101258000 | (1968,00) SM 125/8000 8035 7855 890 6 620 1327 150
M13102003000 | (1041,00) SM 200/3000 3030 2865 485 93 4 510 837 80
M13102004000 | (1226,00) SM 200/4000 4030 3865 570 760 880 5 680 1115 90
M13102005000 | (1384,00) 200 SM 200/5000 5030 4850 670 6 840 1378 125
M13102006000 | (1646,00) SM 200/6000 6030 5850 680 86 7 1000 1640 130
M13102007000 | (2333,00) SM 200/7000 7035 6830 805 1010 | 1130 2 6 880 1883 200
M13102008000 | (2440,00) SM 200/8000 8035 7830 890 7 1000 2140 240
M13102503000B | (1041,00) SM 250/3000 Bis 3030 2865 485 93 760 880 4 610 1006 90
M13102504000B | (1226,00) SM 250/4000 Bis 4030 3865 570 5 820 1348 120
M13102505000 | (1554,00) 250 SM 250/5000 5035 4855 185 685 240 124 150 780 1670 130
M13102506000 | (1709,00) SM 250/6000 6035 5855 6 930 1990 160
M13102507000 | (2058,00) SM 250/7000 7035 6830 805 86 1010 | 1130 7 1100 2354 210
M13102508000 | (2314,00) SM 250/8000 8035 7830 890 8 1250 2675 250
M13105003000 | (1482,00) SM 500/3000 3035 2735 670 124 6 900 1926 130
M13105004000 | (1639,00) SM 500/4000 4035 3855 600 8 1200 2568 180
M13105005000 | (1841,00) 500 SM 500/5000 5045 4840 730 10 1500 3210 235
M13105006000 | (2099,00) SM 500/6000 6045 5840 12 1800 3852 255
M13105007000 | (2664,00) SM 500/7000 7045 6840 815 14 2100 4494 275
M13105008000 | (2975,00) SM 500/8000 8045 7840 880 88 1012 | 1132 3 16 2400 5136 330
M131010003000 | (1835,00) SM1000/3000 3045 2720 680 12 1810 3874 150
M131010004000 | (2046,00) 1000 SM1000/4000 4045 3720 765 16 2410 5158 190
M131010005000 | (2192,00) SM1000/5000 5045 4720 850 20 3000 6420 230
M131010006000 | (2631,00) SM1000/6000 6045 5720 23 3600 7704 280

NOTE: Upon request cranes with different load capacities may be supplied.

** For brackets and staybolts unit dimensions, look at page M.34

== |ndivisible package =& Suggested retail package - Unit price L19 M.27



BHANBUNGS WALL MOUNTED JIB CRANES WITH BEAM ARM
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BHANDUINGS  WALL MOUNTED JIB CRANES WITH BEAM ARM

ITEM: M1320
Wall mounted jib, TM model, with beam arm. Advantages:
- Arm rotation up to 270°
Features:
- Brakes operated by cap springs, wear resistant Supplied with:
- Finishing a coat of anti-rust, two coats of water-soluble paint, - Power supply system with flat cable and cable trolleys
not suitable for external or particular humid enviroments - Instruction manual for assembly, use and maintenance
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M13202503000 | (1301,00) TM 250/3000 3040 2800 3 470 1006 160
M13202504000 | (1428,00) TM 250/4000 4040 3800 4 630 1348 205
M13202505000 | (1546,00) 250 TM 250/5000 5040 4800 477 5 780 1670 225
M13202506000 | (1683,00) TM 250/6000 6040 5800 86 1010 | 1130 9 6 930 1990 245
M13202507000 | (1862,00) TM 250/7000 7040 6800 120 | 255 7 1100 2354 265
M13202508000 | (2137,00) TM 25078000 8040 7800 8 1250 2675 285
M13205003000 | (1301,00) TM 500/3000 3040 2800 480 6 900 1926 185
M13205004000 | (1447,00) TM 500/4000 4040 3800 8 1200 2568 205
M13205005000 | (1541,00) TM 500/5000 5051 4810 10 1500 3210 275
M13205006000 | (1868,00) 500 TM 500/6000 6051 5810 185 491 240 126 150 12 1800 3852 295
M13205007000 | (1997,00) TM 500/7000 7051 6810 107 140 | 250 14 2100 4494 350
M13205008000 | (2095,00) TM 500/8000 8051 7810 88 245 16 2400 5136 420
M132010003000 | (1319,00) TM 1000/3000 | 3051 2810 1012 | 132 | 160 3 12 1810 3874 195
M132010004000 | (1617,00) 1000 TM 1000/4000 | 4051 3810 558 126 255 16 2410 5158 255
M132010005000 | (1784,00) TM 1000/5000 5051 4810 20 3000 6420 275
M132010006000 | (1875,00) TM 1000/6000 6051 5810 23 3600 7704 325
M132015004000 | (1623,00) 1500 TM 1500/4000 | 4051 3810 568 107 140 | 250 21 3300 7062 275
M132015004500 | (1673,00) TM 1500/4500 4451 4210 27 4200 8988 285

NOTE: Upon request cranes with different load capacities may be supplied.

< Indivisible package <& Suggested retail package - Unit price L19 m.29



BHANDUNGS WALL MOUNTED OVERHEAD BEAM JIB CRANES

RM 500/6000 - Wall-mounted jib crane with raised boom
Year 2013 - CRM srl - Torre De' Roveri (BG)

L19 m.30



BHANBUINGS| \WALL MOUNTED OVERHEAD BEAM JIB CRANES

ITEM: M1330
Wall mounted jib, RC model, with overhead beam arm. Advantages:
- The raised beam allows you to save height, increasing the hook run
Features: - Arm rotation up to 270°
- Brakes operated by cap springs, wear resistant
- Finishing a coat of anti-rust, two coats of water-soluble paint, Supplied with:
not suitable for external or particular humid enviroments - External power supply system on a steel profile with cable trolleys

- Instruction manual of assembly, use and maintenance
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M13302503000 | (1110,00) RM 250/3000 3000 2840 705 90 | 265 3 470 1006 140
M13302504000 | (1398,00) RM 250/4000 4000 3840 685 100 260 4 630 1348 170
M13302505000 | (1411,00) 250 RM 250/5000 5000 4840 567 665 110 5 780 1670 210
M13302506000 | (1670,00) RM 250/6000 6000 5840 733 1010 | 130 160 | 245 9 6 930 1990 270
M13302507000 | (1961,00) RM 250/7000 7000 6840 714 180 | 240 7 1100 2354 335
M13302508000 | (2312,00) RM 250/8000 8000 7840 695 200 | 235 8 1250 2675 425
M13305003000 | (1175,00) RM 500/3000 3000 2840 685 100 260 6 900 1926 150
M13305004000 | (1457,00) RM 500/4000 4000 3840 665 110 8 1200 2568 185
M13305005000 | (1842,00) RM 500/5000 5000 4840 10 1500 3210 280
M13305006000 | (1880,00) 500 RM 500/6000 6000 5840 185 5% 240 4 150 180 | 240 12 1800 3852 315
M13305007000 |(2201,00) RM 500/7000 7000 6840 695 200 | 235 14 2100 4494 400
M13305008000 |(2661,00) RM 500/8000 8000 7840 675 220 | 225 16 2400 5136 510
M133010003000 | (1494,00) RM 1000/3000 | 3000 2830 733 1012 | 132 160 | 245 3 12 1810 3874 195
M133010004000 | (1798,00) 1000 RM 1000/4000 | 4000 3830 714 180 | 240 16 2410 5158 245
M133010005000 | (2410,00) RM 1000/5000 | 5000 4830 657 695 200 | 235 20 3000 6420 315
M133010006000 | (2190,00) RM 1000/6000 | 6000 5830 220 | 225 23 3600 7704 410
M133015004000 | (2093,00) 1500 RM 1500/4000 | 4000 3830 675 21 3300 7062 310
M133015005000 | (2121,00) RM 1500/5000 | 4800 4630 240 | 220 4200 8988 410

* The rotation radius can be limited by the pillar itself to which is anchored the bracket. Height assessed when loaded. Upon request cranes with different load capacities
may be supplied.

*** Height measured with applied load.

Different load capacities may be supplied upon request.

** For brackets and staybolts unit dimensions, look at page M.34

== |ndivisible package =% Suggested retail package - Unit price L19 M.31



BHANBUNGS WALL MOUNTED JIB CRANES WITH ARTICULATED ARM
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AMH 80/4000 Wall-mounted Jib Crane
Complete with Vacuhandling lifting system
CLARIANT Pogliano M.se (MI) - Year 2008




BHANBUINGS| WALL MOUNTED ARTICULATING JIB CRANES

ITEM: M1340
Wall mounted jib crane, AMP - AMH model, with articulated arm. Avantages:
Mod. AMP with eye bolt suspension, suitable for with suspension. - Maximum coverage of the area adjacent to the column

Mod. AMH with rigid sleeved attachment, can be used with VACU-B systems or GIS - Ability to overcome obstacles thanks to the arm articulation
hoists teleskop models.

Supplied with:
Features: - Internal power supply system, only for AMP model
- Brake operated by cap springs, wear resistant - Instruction manual for assembly, use and maintenance
- Arm joint rotating on high quality ball bearings
- Finishing coat with anti-rust, two coats of water-soluble
paint,not suitable for external or particularly humid environments
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M1340P802600 | (1753,00) 80 AMP 80/2600 | 2650 2600 230 2 210 336 118
M1340P804000 | (1938,00) AMP 80/4000 | 4050 4000 460 840 735 350 3 300 480 141
M1340P1252600 | (1882,00) 125 AMP 125/2600 | 2650 2600 230 4 340 540 118
M1340P1254000 | (2243,00) AMP 125/4000 | 4050 4000 350 3 450 738 142
M1340P2002600 | (2114,00) 200 AMP 200/2600 | 2650 2600 410 890 785 230 4 510 837 137
M1340P2004000 | (2793,00) AMP 200/4000 | 4050 4000 185 350 760 880 9 5 680 115 164
M1340H0802600 | (1745,00) 80 AMH 80/2600 | 2650 2600 230 2 210 336 17
M1340H0804000 | (1938,00) AMH 80/4000 | 4050 4000 460 840 685 350 3 300 480 142
M1340H1252600 | (1882,00) 125 AMH 125/2600 | 2650 2600 230 4 340 540 17
M1340H1254000 | (2243,00) AMH 125/4000 | 4050 4000 350 3 450 738 141
M1340H2002600 | (2114,00) 200 AMH 200/2600 | 2650 2600 410 890 735 230 4 510 837 136
M1340H2004000 | (2891,00) AMH 200/4000 | 4050 4000 350 5 680 115 161

** For brackets and staybolts unit dimensions, look at page M.34

== |ndivisible package =% Suggested retail package - Unit price L19 M.33



BHaNBUNGS ANCHORING BRACKET SYSTEM KIT FOR WALL-MOUNTED CRANES

ITEM: M1410
Anchoring brackets system kit, complete with bolts for wall mounting.

Features:
- Designed to anchor cranes models SM, TM, RM, AMP, AMH

Advantages:
- Ensures a stable secure fixing system over time

Supplied with:
- The necessary couplings and bolts for the crane mounting
Tech. Code %Ef: ANCHORING SYSTEM P"'ardrxvlffth () Wf('ggm

M1410250KIT1 | (463,00) 1 54
M1410250KIT2 | (507,00) 2 from 250 up to 450 mm 62
M1410250KIT3 | (610,00) 3 73
M1410450KIT1 | (492,00) 1 64
M1410450KIT2 | (518,00) 2 from 451 up to 650 mm 76
M1410450KIT3 | (691,00) 3 88
M1410650KIT1 | (421,00) 1 74
M1410650KIT2 | (561,00) 2 from 651 a 850 mm 87
M1410650KIT3 | (601,00) 3 105

e

BHaNDUNGS SPECIAL CRANES ANCHORINGS

- Special lateral chemical fastening-on R.C. - Crane anchoring system on round pillar in R.C.

|_19 M.34 == Indivisible package =% Suggested retail package - Unit price



SAraciel- SOLUTIONS FOR THE SAFETY OF WORK AT HEIGHT IN INDUSTRIES
FALLING RISK IN INTERNAL INDUSTRIAL ENVIRONMENTS

i Illlllll

i umm ] IR

PROTECTION AGAINST FALLS IN INTERNAL INDUSTRIAL ENVIORNMENTS
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Contact us for advice




GSISS MODULAR SYSTEM FOR KB PROFILE SYSTEM MONORAILS AND TRAVELLING CRANES

ITEM: M1600
Modular system fo KB profile system monorails and travelling cranes for the safe and Advantages:
reliable handling of suspended loads. - Maximum smoothness guaranteed by the quality of the profile
- The outstanding profile weight/capacity ratio light and rigid at the same time and
Features: very easy to handle
- Profile cold rolled not bent without welds - Easy to mount thanks to the modularity of the system
- Finishing coat with anti-rust, two coats of water soluble paint, - Minimum noise level guaranteed by a reflon coating on the trolleys wheels

not suitable for external or particular humid environments

Supplied with:
- Hoist trolley
- Power supply system with flat cable and cable trolleys
- Instruction manual for assembly, use and maintenance

KB I KB Il

Load capacity up to 500 kg Load capacity up to 1500 kg

* MAXIMUM SMOOTHNESS
* MAXIMUM SAFETY

* EASY TO ASSEMBLE

* MINIMUM NOISE

SINGLE BEAM SUSPENDED

HIGHER CAPACITIES PROFILE BRIDGE CRANE T

AVALAIBLE ON REQUEST

Perfect to move loads up to
1000 Kg quickly and safely
through the working area.

Suplied with rigid or
floating birdge.

Q.
P
/‘ ‘

~ RAIL WITH CURVES

The modularity of the structure is
particularly suitable whenever the load
must follow curves or cross-sections.

ALUMINUM PROFILE VERSIONS
ALSO AVAILABLE ON REQUEST

For more information please contact
our technical office lifting@linkspa.it

|_19 M.36 == |ndivisible package = Suggested retail package - Unit price



GSISS KB TRAVELLING CRANES
ITEM: M2000

Modular crane system with supporting structure, realized with modular elements and high quality steel profiles, cold rolled allowing an outstanding smooth running.
Rigid and stable construction to minimize the efforts related to both bridge and of hoist trolley movements. Available load capacities: 200 and 500 Kg.

Runways:

- 2 Bars length 6000 mm

- Gauge 4000 mm

- GIS system KB | profile

- Power supply cable ,profile built-in trolleys , front connection box units positioned
along the runways

- Finishing with 1 coat of anti-rust and 2 coats of water soluble paint which is not
suitable for external or particulary humid environments

Suspensions:
- 6 direct suspensions for beams with a flange from 65 mm up to 200 mm
- Maxximum interaxis 3000 mm

Bridge:

- Single beam

- Maximum width 4500 mm

- GIS system KB | profile

- Reinforcement IPE 120

- Height from ground 3300 mm

- Power supply cable and profile built-in trolleys positioned along the bridge

- Manual translation of the bridge along the runways

- Manual hoist movement along the bridge

- Finishing with 1 coat of anti-rust and 2 coats of water soluble paint which is not
suitable for external or particulary humid environments

Structure:

- Solid steel structure built with commercial profiles

- Perforated base plates for ground anchoring by chemical vials and tie rods

- Maximum height 4100 mm

- Maximum width 5900 mm

- Maximum length 6000 mm

- Finishing with 1 coat of anti-rust and 2 coats of water soluble paint which is not
suitable for external or particulary humid environments

Electric chain hoist GIS GP250:

- Sturdy construction with cast aluminium housing and covers

- New braking system for an immediate and precise stop of the load
- Adjustable up and down electric limit switch- Hook run 2700 mm

- Control panel low voltage 42 V

- Supply 380V, 3 Ph, 50 Hz

GR66 Load capacity Operation area . Speed Weight
Tech. Code Euro Kg nm Hoist ms kg
M20002006X4 | (12334,00) 200 GP250 812 1900
1INF
6000 x 4000 GP250
M20005006X4 (15094,00) 500 ONF 4. 1950

ON-LINE

MANUAL

== Indivisible package

= Suggested retail package - Unit price
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BHANBUNGS VACUUM LIFTERS VACU-B

ITEM: M3010
Vacuum lifters guided by an electric vacuum pump for lifting various types of material.

M301030PS -Model with single pad rectangular T . i !
M301030PD -Model with double rectangular pad on 500 mm bar V" | R | '
M301030PO -Model with oval pad [/ !B
M301035PTI -Model with round plate support in aluminum and gasket in silicone, 4 | 2 &
control handles in stainless steel AISI 304 " i
M301060PD -Model with double rectangular pad on 500 mm bar s i Bl B
M301060PO -Model with oval pad ' ;
M3010100PQ -Model with quadruple rectangular pad. The distance between the individual ]
suction cups are adjustable on 2 bars of 600 mm mounted on a bar of 1800 mm. 3
gl =
s L — b H 1Lt
Features: et
- 3 Phase pump 380V 50HZ Jib crane with articled arm model ACH (column mounted)
- Bellows air lift . )
- Filter protection for the pump -
- 13m vacuum tube - = =
- Lifting speed with continuous regulation from 0 to 30/min gle, T — ~ =3
- Usefull vertical run 1700mm = % r > | I0'F
- 360 ° Roating suspension head 360° incontinuous Sy D1 e i ‘ il
I
Advantages: ;
- Loads fast and accurate moving £
- Vacume level regulation through a comfortable handle positioned on the control group @
- The system holds the load even in case of a power cut, slowly taking it down to the ground in an easy =
controlled manner B
Supplied with: Jib crane with articled arm model AMH (wall mounted)
- Instruction manual of use and maintenance
C € ON-LINE
MANUAL
Tech. Code CRE6 Load capacity Weight Suitable for Pad Description Pad
Euro kg Kg mm
M301030PS (9239,00) 20 200 x 290 Single rectangular pad
Boxes
M301030PD (9682,00) 30 120 x 315 Double rectangular pad
25
Paper bags
M301030PO (9641,00) or PVC 210x 370 Oval pad
M301035PTI (10712,00) 35 20 Food product & 250 Round plate
M301060PD (10573,00) Boxes 120 x 315 Double rectangular pad
60 26
Paper bags
M301060PO (10542,00) or PVC 210x 370 Oval pad
M3010100PQ (14626,00) 100 30 Panels 120 x 315 Quadruple rectangular pad

L 19 M.38 == Indivisible package =& Suggested retail package - Unit price



BHANBUNGS VACUUM LIFTERS VACU-B

Testing rooms are made available at our premises, and branch offices, provided with an on-going exhibition for handling and load tests.

"h'*lrg I 'i
R T v
!'h_:r:ﬂbﬁ :
h.?_l']h’.ia §
}.':'_1_] o -
| T— -

ASPIRATOR DRUM FORM OF CHEESE WOOD PANELS
HEADS HANDLING HANDLING HANDLING HANDLING

SOLAR PANELS HANDLING BAGS HANDLING BOX HANDLING

== Indivisible package =& Suggested retail package - Unit price |_19 M.39




GSISS VACUJET VACUUM LIFTING SYSTEMS

A continuous vacuum generation system featuring a superior suction capacity GH model. MANUAL
Features:
- Suction plates suitable for constant loads, with a non traspiring surface in metal, glass, plexiglass C €

and marmo

- Electrically operated by three-phase pump 380V 50HZ
- Cross bars designed to allow variations of the suction points positioning

Advantages:
- Precise and safe handling of the loads
- Possibility of handling geometrically different details within wide dimensional margins -—"_& N\t
- Even in case of a power cut it holds the load being lifted thanks to the vacuum tank (
Supplied with:
- Acoustic and luminous lighting safety system, In case of a misplaced sucker positioning on the load
to be lifted

- Deactivation valve for single suction surface
- Instruction manual of use and maintenance

Tech. Code M3015GH125 M3015GH200 M3015GH320 M3015GH500 M3015GH1000
GR66 Euro (8165,00) (8359,00) (9982,00) (10781,00) (11458,00)
Max capacity kg 125 200 320 500 1.000
N° of vacuum pads 2 4 8
@ vacuum pats mm 180 270 180 270
Weight kg 65 67 70 90 130

NOTE: Electric tilting versions available on request

ITEM: VACUJET GN ON-LINE
A continuous vacuum generation system featuring a superior suction capacity GN model. MANUAL

Features:

- Suction plates suitable for constant loads, with traspiring surface in wood, MDF and chipboard c €

- Electrically operated by three-phase pump 380V 50HZ J
- Cross bars designed to allow variations in the suction points positioning 3 |

Advantages:

- Precise and safe handling of the loads

- Possibility of handling geometrically different details within wide dimensional margins
- Even in case of a power cut it holds the load being lifted thanks to the vacuum tank

Supplied with:

- Acoustic and luminous lighting safety system, In case of a misplaced sucker positioning on the load
to be lifted

- Deactivation valve for single suction surface

- Instruction manual of use and maintenance

Tech. Code M3025GN320 M3025GN400 M3025GN500
GR66 Euro (10044,00) (10183,00) (10645,00)
Max capacity kg 320 400 500
N° of vacuum pads 2 1 2
Vacuum pads mm 490 x 490 800 x 460 1020 x 300
Weight kg 15 90 120

NOTE: Electric tilting versions available on request.

L19 M.40 == |ndivisible package =& Suggested retail package - Unit price



GGISS VACUJET VACUUM LIFTING SYSTEMS

ITEM: VACUJET GHGE
A continuous vacuum generation system featuring a superior suction capacity GHGE madel.

Features:

- Suction plates suitable for constant loads,with non traspiring surface in metal, glass, plexiglass
and marble

- Compressed air system

- Cross bars designed to allow variations in the suction points positioning

Advantages:

- Precise and safe handling of the loads

- Possibility of handling geometrically different details within wide dimensional margins
- Even in case of a power cut it holds the load being lifted thanks to the vacuum tank

Supplied with:
- Acoustic and luminous lighting safety system, In case of a misplaced sucker positioning on the load
to be lifted

- Deactivation valve for single suction surface
- Instruction manual of use and maintenance

Tech. Code M3020GHGE80 M3020GHGE200 M3020GHGE320
GR66 Euro (3881,00) (4087,00) (4622,00)
Max capacity kg 80 200 320
N° of vacuum pads 2
@ vacuum pats mm 180 270 320
Weight kg 25 27 28

NOTE: Pneumatic tilting version available on request.

ON-LINE
MANUAL

BHanbuNGS VACUJET VACUUM LIFTING SYSTEMS WITHOUT POWER SUPPLY

ITEM: VACUJET SDSA

A continuous vacuum generation system featuring a superior suction capacity that does not require
any external power supply SDSA model.

Features:

- Suction plates suitable for constant loads,with non transpiring surface in metal, glass, plexiglass
and marble.

- Feed by a piston, there is no need of an external supply

- Cross bars designed to allow for variations in the suction points positioning

Advantages:

- Precise and safe handling of the loads

- Possibility of handling geometrically different details within wide dimensional margins

- Suitable for a wide range of applications, thanks to its capacity to work without power supply

Supplied with:

- Safety system, In case of a misplaced sucker positioning on the load to be lifted
- Deactivation valve for single suction surface

- Instruction manual of use and maintenance

ON-LINE

-

MANUAL

Tech. Code M3030SDSA0125 M3030SDSA0250 M3030SDSA0500 M3030SDSA1000
GR66 Euro (2925,00) (4840,00) (6600,00) (9750,00)
Max capacity kg 125 250 500 1000
N° of vacuum pads 1 2 4 8
Vacuum pads mm 300
Weight kg 50 80 10 150

== |ndivisible package

== Suggested retail package - Unit price

L19 m.41




AR y.r<015:.0 PNEUMATIC CHAIN HOISTS - ATEX

ITEM: M4070
High quality performance pneumatic chain hoist, certification class ATEX 3GD cll B
135° CX.

Features:

- 2 Push button (lift and descent) control levers
- Control hose 2m

- Die casting aluminum structure

- Overloading protection device

Advantages:

- Ideal for lifting operations within hazardous environments where sparkles, high
tempeatures, fumes and vapours may cause serious risks to the working environment
- Reduced air consumption

- Low noise level

Supplied with:

- Suspension hook

- Chain bucket

- Instruction manual of use and maintenance

ON-LINE
MANUAL

E
g s § < T g
GR66 g S g @ = 2= 5 £ £ £ £ £o
Tech. Code Euro g 8% ‘Z’)é Ex :C°;E 23 22 < § o £ o g o & g<
= £ 3 = s
5
M4070125 | (2266,00) CL125K 125 13.1 1 292 154
M4070250 | (2328,00) CL250K 250 9.8 3 75 15 160 325 20 '
M4070500 | (2869,00) CL500K 500 46 9 324 17.2
M40701000 | (5541,00) | ML1000K 1000 9 89 35 457 248 343 28 28
(IR 500700 HAND OPERATED TROLLEYS - ATEX
ITEM: M4080

Manual hoist trolley for beams, certification class ATEX 3GD cll B 135° CX.

Features:

- For CLK and MLK hoists with hook suspension
- 4 steel wheels mounted on ball bearings

- Cast Iron case

- Shockproof anti-derailment and anti-tilt device

Advantages:

- Ideal for lifting operations within hazardous enviroments where sparkes, high
temperatures, fumes and vapours may cause serious risk to the working environment

- Low noise level

Supplied with:
- Instruction manual of use and maintenance

GR66 g Es . 23 _ . 5
Tech. Code Euro §_z g SE 5 § < £ o £ g
= kS
M4080500M | (201,00) 500 67 - 203 092 254 53 8,9
M40801000M | (211,00) 1000 76- 203 ' 330 70 13,9
M40802000 | (283,00) 2000 90-203 1,22 380 108 27,4

L19 m.42 == Indivisible package = Suggested retail package - Unit price



AR ye015:.2 PNEUMATIC BALANCER

ITEM: M4510
Pneumatic balancer with weight voiding system.

Features:

- Integrated overload protection

- Wiring system suitable for a large number of operations
- Automatic brake for safe return of the cable

Advantages: ® ® o\
- Accurate and effortless positioning D)

- Simplicity of regulation
- Reduced air consumption @
- Clean, non-lubricated operation I I
Supplied with: II

- Hook suspension

- Load hook
- Use and maintenance manual

ON-LINE
MANUAL

z z c 5
GR66 3 g 3 5 2 & £o
Tech. Code Euro g gx gg 3 £ < E w E 3 g
S & ”J 3
M4510B020 | (1965,00) BW20 20 6 1,5 260 510 Manual 9
M4510B050 | (3472,00) BW50 50 ) 165 170 ”
M4510Z2050 | (4106,00) ZA50 7 Push-Button
M4510B080 | (5234,00) BW80 80 6 Manual
M4510Z080 | (4988,00) ZA80 7 Push-Button 2%
M4510B125 | (5422,00) BW125 125 6 3 254 530 Manual
M45102125 | (5176,00) ZA125 7 Push-Button
M4510B200 | (6558,00) BW200 200 6 Manual 50
M4510Z200 | (6310,00) ZA200 7 Push-Button
AR uer-cn 2.« BALANCERS WITH ZERO GRAVITY ELECTRICAL CONTROL SYSTEM
ITEM: M4520

Pneumatic balancer with Zero Gravity electrical control system.

Features:

- Integrated overload protection

- Wiring system suitable for a large number of operations
- Automatic brake for safe return of the cable

- Pneumatic and electric (230V - 50 Hz) power supply

Advantages:

- Accurate and effortless positioning

- Automatic variable load balancing

- Automatic control of the lifting speed
- Reduced air consumption

Supplied with:

- Hook suspension

- Load hook

- Use and maintenance manual

ON-LINE
MANUAL

GR66 3 g 5. S 5 z z
Tech. Code Euro S g 2 gg 2 S EE 5 g
© 3 i [=) =
S T 8
M45202050 | (8310,00) 2G50 50 3 165 26
M45202080 | (8518,00) ZG80 80 7 Manual 30
M45202125 | (8708,00) Z2G125 125 9 254
M4520Z200 | (8975,00) 2G200 200 55

== Indivisible package =& Suggested retail package - Unit price |_19 M.43



ITEM: M5005

Pneumatic rope balancer with load lifting speed control system, by analogue lever control.

Features:

- Handle equipped with levers for adjusting the lifting speed

- 7 bar power supply

Advantages:

- Pneumatic operation by means of levers
- Accurate and effortless positioning

- Possibility to lift loads of different weight up to the maximum of the indicated flow rate
- Clean, non-lubricated operation

Supplied with:

- Specific gripping tool for the job to be done
- Use and maintenance manual

[BHANDLINGS PNEUMATIC ROPE BALANCERS WITHOUT SUPPORTING STRUCTURE

c € ! ON-LINE
= MANUAL

Tech. Code CEIE:S: Load ﬁgpacity Wekght SUITABLE FOR EXC[:;Sion Positioning Description Tool
M500575GO (5348,00) Horizontal

75 Generic Hook
M500575GV (5348,00) Vertical
M500560FO (6041,00) Horizontal

55 Hook for drums

M500560FV (6041,00) Vertical

60 Drums
M500560FOA | (9427,00) Horizontal

Hook for drums-area atex

M500560FVA (9427,00) Vertical
M500550MO | (10949,00) Horizontal

50 67 Generic 2 Magnet
M500550MV | (10949,00) Vertical
M500560V0 (11253,00) Horizontal

60 65 Flat face Sucker 2
M500560VV | (11253,00) Vertical
M500550S0 (11710,00) Horizontal

Sucker for bags

M500550SV | (11710,00) Vertical

50 72 Bags
M500550SOA | (15096,00) Horizontal

Sucker for bags-area atex

M500550SVA | (15096,00) Vertical

L19 wm.44
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BHANDUINGS PNEUMATIC ROPE BALANCERS WITH LOADING STRUCTURE

ITEM: M5008
Pneumatic rope balancer with load lifting speed control system, by analogue lever control.

Features:

- Handle equipped with levers for adjusting the lifting speed
- Brakes on all rotation axes

- Continuous rotation on all rotation axes

- 7 bar power supply

- Advantages:

- Pneumatic operation by means of levers

- Accurate and efforless positioning

- Possibility to lift loads of different weight up to the maximum of the indicated flow rate
- Clean, non-lubricated operation

Supplied with:

- Column supporting structure

- Specific gripping tool for the job to be done
- Use and maintenance manual

c € ON-LINE
MANUAL

Tech.Code | o0 | % f(gpa""y W‘fjg“‘ SUITABLEFOR | EXeursion Feignt extér::?ion Description Tool
M5008075G (8155,00) 75 3
Generic Hook
M5008150G (10623,00) 150 4
180
M5008060F (8375,00) Hook for drums
60 Drums
M5008060FA (11519,00) 3 Hook for drums-area atex
M5008050M (13369,00) 50
192 Generic Magnet
M5008120M | (16247,00) 120 4
M5008060V (13380,00) 60 190 Flat face 2 2,5 Sucker
M5008050S (11710,00) Sucker for bags
50 197 Bags
M5008050SA | (15096,00) Sucker for bags-area atex
M5008040C (10441,00) 40 3
195 Crates handling
M5008110C (13041,00) 10
Crates
M5008040CS (10949,00) 40
198 Crates emptying
M5008110CS (13827,00) 10

% Indivisible package =& Suggested retail package - Unit price L19 w45



BHANBLINGS| PNEUMATIC MANIPULATORS WITH DOUBLE CABLE

ITEM: M5010
Pneumatic double-cable crane manipulators with weight voiding system.

Features:

- Sensitive grip

- Brakes on all rotation axes

- Continuous rotation on the column axes
- Applied load regulation system

Advantages:
- Automatic pneumatic operation with constant load < 5 S—
- Precise positioning without efforts T j’
- Safe use thanks to the double cable 28 !

- Clean, non-lubricated operation

_g ' § T
| : y BB | e

—
o0
&5
1

Composition: ﬁ A
- Column supporting structure " . o
- Load hook | N J L 1 L

- User and maintenance manual

ON-LINE
MANUAL

L:>>‘ 5 o = = % g
GRé66 3 g 5 2 g g s 3 £
Tech. Code Euro g gz = 2 E % E é E £ E g E ge
g : : : 3 -
M50100553000 | (7490,00) MP 55/3000 55 130
M50100803000 | (9165,00) MP 80/3000 80 3000 100 - 1700 2700 2400 600 x 600 200 x 200 145
M50101303000 | (10725,00) MP 130/3000 130 170

BHANBLINGS| PNEUMATIC MANIPULATORS WITH RIGID ARMS

ITEM: M5020
Pneumatic manipulators with rigid arms with weight voiding system.

Features:

- Ergonomic control panel

- Brakes on all rotation axis

- Continuous rotation of the column axes =
- Applied load regulation system

Advantages: i % ———

- Automatic pneumatic operation with constant load s == _*5
- Precise positioning without efforts a y i
- Articulated arms with pneumatic functioning to follow the operator's movements
- Clean, non-lubricated operation

i
A
H

Composition: L1 e Ts‘{ 2 als!
- Column supporting structure »
- Load hook R -
- Use and maintenance manual |
. ON-LINE
MANUAL
%‘ 5 o = = % E
GR66 2 2o Sc e e Te S e Se 5o
Tech. Code Euro § § = g £ § £ g £ = 1S g £ o £ g =
S = - = < 8 a
M50201003000 | (12480,00) MP 100/3000 100 3000 230
M50201004000 | (13260,00) MP 100/4000 4000 280
M50202003000 | (13650,00) MP 200/3000 3000 250
M50202004000 | (14625,00) MP 200/4000 200 4000 100- 1700 3700 2750 600x 600 200x 200 295
M50203003000 | (14625,00) MP 300/3000 300 3000 290
M50203004000 | (17650,00) MP 300/4000 4000 330

L 19 M.46 == Indivisible package =& Suggested retail package - Unit price



BHANBLINGS| ELECTRIC MANIPULATORS WITH CABLE

ITEM: M5510
Electric manipulators with cable with electronic weight voiding system.

Features:

- Sensitive grip

- Brakes on the two rotation axes
- 335 ° rotation on the column axis

Advantages:

- Automatic electronic balancing, no regulation required

- Accurate and effortless positioning

- Handle with different grip points for constant height movements
- Possibility to slow down the descent by inserting a slow gear

Composition:

- Column supporting structure

- Loading hook

- Use and maintenance manual

ON-LINE
MANUAL |

z S = — o £
GR66 3 %.:n ;%E '%E E’)E %E S e %E g & £
Tech. Code Euro g éx EE g E @E EE EE = 3% §> g
S 15 u 2 < 3 3
M55100603000 | (20425,00) ME 60/3000 60 3000 2960 0.75 370
M55100604000 | (22800,00) ME 60/4000 4000 600 x 600 245 420
M55101253000 | (22610,00) ME 125/3000 195 3000 2890 450
M55101254000 | (25175,00) ME 125/4000 4000 0-2000 3200 220 500
M55102503000 | (30210,00) ME 250/3000 250 3000 2820 1.5 550
M55102504000 | (33440,00) ME 250/4000 4000 800 x 800 300 600
M55103503000 | (34675,00) ME 350/3000 350 3000 9790 650
M55103504000 | (38380,00) ME 350/4000 4000 700
= |ndivisible package =& Suggested retail package - Unit price L19 M.47




MANUAL CHAIN HOISTS

ITEM: M6010
Manual chain hoists.

Features:

- Strong, sturdy device

- Swivel hook with safety block catch
- Automatic brake with double ratchet

Advantages: 1
- Extra light & ¥ %
Supplied with: :ﬁ p
- Instruction manual for use and maintenance \ o

Tech. Code M6010250 M6010500 M60101000 M60101500 M60102000 1! \ g
GR66 Euro 130,00 180,00 210,00 320,00 415,00 *
Load capacity kg 250 500 1.000 1.500 2.000 -':
Hook run m 3
Load chain falls 1 | 2
Control chain lenght m 3
H mm 230 340 390 470 530
A mm 100 132 156 196 156
B mm 100 12 134 150 134
C mm 18 23 27 31 35
Weight kg 35 9.0 12.0 19.0 18.0

ON-LINE
MANUAL c € (@E
BUCKETS FOR MANUAL CHAIN HOISTS

ITEM: M6015
Chain hoist boxes in cloth

Tech. Code M6015A1
GR66 Euro 67,00
Referred to hoist kg 500 - 1000
Chain capacity m from 3 up to 10

TROLLEYS FOR MANUAL CHAIN HOISTS

ITEM: M6020
Manual hoist trolleys for beams
Features:
- For manual hoists with hook suspension
- Steel ball bearing wheels
- Shock-proof anti- derailment and anti-tilt device
Advantages:
- Minimum height loss
- Easily adaptable to different beams
Supplied with:
- Instruction manual for use and maintenance

Tech. Code M6020250 M6020500 M60201000 M60202000 T . ‘ 1
GR66 Euro 107,00 158,00 190,00 330,00 o
Load capacity kg 250 500 1.000 1.500 - 2.000 ¢ —
F mm 45-145 50 - 220 58 - 220 66 - 220 . . .
Bending radius mm 700 900 1000 1200 " ” i
a mm 175 225 252 300 ‘ —
b mm 220 324 334 342 1 O oot r
e mm 22 25 30 40 |
F mm 78 88 103 127 .5 !
Weight kg 35 8.5 10.5 18 = |

(€@aS

L19 m.48
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ITEM: M7010

Lifting clamps for handling sheet metal.

Features:

- Body and components made of high quality steel

- The extent and thickness of the lifting capacity and jaw openings engraved on the body

- Minimum lifting weight > 10% of the maximum capacity
- Suitable for vertical lifting and transport of sheet metal and steel structures

Advantages:

- The security mechanism ensures that it never releases the load when lifting or during transportation

Supplied with:
- Instruction manual for use and maintenance

Tech. Code M7010750 M70101000 M70102000 M70103000 M70104500
GR65 Euro 250,00 307,00 345,00 396,00 474,00
Model 0.75TS 1TSE 2TSE 3TSE 45TSE
Load capacity kg 750 1,000 2,000 3.000 4,500
R opening mm 0-13 0-25 0-35 0-45
S mm 47 56 78 85
T mm 30 45 64 70
U mm 202 263
vV mm 100 141
W mm 37
X mm 37 47
Y mm 10 15
Weight k 1.5 3.6

Y
ON-LINE
MANUAL c €

ITEM: M7015

Lifting clamps for handling sheet metal.

Features:

- Body and components made of high quality steel

- The extent and thickness of the lifting capacity and jaw openings engraved on the body

- Minimum lifting weight > 10% of the maximum capacity
- Suitable for vertical lifting and transport of sheet metal and steel structures in three different ways of handling/lifting

Advantages:

- The security mechanism ensures that it never releases the load when lifting or during transportation

Supplied with:

- Instruction manual for use and maintenance

Tech. Code M7015750 M70151000 M70152000 M70153000 M70154500
GR65 Euro 319,00 390,00 439,00 497,00 652,00
Model 0.75 TSMP 1 TSEMP 2 TSEMP 3 TSEMP 4.5 TSEMP
Load capacity kg 750 1,000 2,000 3.000 4,500
R opening mm 0-13 0-25 0-35 0-45
S mm 47 56 78 85
T mm 30 45 64 70
U mm 307 403 516 650
v mm 100 141 183 228
W mm 37 56 60
X mm 37 47 56 78
Y mm 10 15 16 20
Weight kg 2 45 7.7 19
g ON-LINE
MANUAL
UAp

== |ndivisible package
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3 VERTICAL LIFTING CLAMPS

ITEM: M7020
Lifting clamps for handling sheet metal.

Features:

- Joint liting arm with articulation

- Body and components made of high quality steel

- The extent and thickness of the lifting capacity and jaw openings engraved on the body

- Minimum lifting weight > 10% of the maximum capacity

- Suitable for vertical ifting and transport of sheet metal and steel structures in all horizontal, vertical and lateral postitions

Advantages:
- The security mechanism ensures that it never releases the load when lifting or during transportation

Supplied with:
- Instruction manual for use and maintenance

Tech. Code M7020750 M70201000 M70202000 M70203000 M70204500
GR65 Euro 317,00 421,00 492,00 533,00 695,00
Model 0.75TSU 1TSU 2 TSEU 3 TSEU 4.5TSEU
Load capacity kg 750 1.000 2,000 3,000 4.500
Opening mm 0-13 0-25 0-35 0-45
S mm 47 56 78 85
T mm 30 50 70
U mm 203 292 372 431
\ mm 100 141 183 228
W mm 37 56 60
X mm 37 47 56 78
Y mm 10 15 16 20
Weight kg 1.7 38 7.3 16,5

0O = e @S

ITEM: M7022
Lifting clamps for handling stainless steel sheet metal

Features

- Joint lifting arm with articulation

- Components made of stainless steel

- The extent and thickness of the lifting capacity and jaw openings engraved on the body
- Minimum lifting weight > 10% of the maximum capacitiy

- Suitable for vertical lifting and transport of sheet metal and steel structures in corrosive environments

Advantages:
- The security mechanism ensures that it never releases the load when lifting or during transportation

Supplied with:
- Instruction manual for use and maintenance

Tech. Code M70220750 M70221000 M70222000 M70223000 M70224500
GR65 Euro 398,00 538,00 709,00 710,00 1084,00
Model 0.75 TSU-R 1TSEU-R 2 TSEU-R 3TSEU-R 45 TSEU-R
Load capacity kg 750 1.000 2.000 3.000 4.500
Opening mm 0-13 0-25 0-35 0-45
S mm 47 56 78 85
T mm 30 50 70
U mm 203 292 372 431
V mm 100 141 183 228
W mm 37 56 60
X mm 37 47 56 78
Y mm 10 15 16 20
Weight kg 18 38 8 16,5

ON-LINE
| MANUAL

el

fex=f
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ITEM: M7045

Lifting clamps in pairs for the handling of flat surfaces.

Features:

- Body and components made of high quality steel
- The extent and thickness of the lifting capacity and jaw openings engraved on the body
- Suitable for horizontal lifting and transport of sheet metal

Advantages:

- The clamp is blocked in close and open positions
- More pairs of clamps can be used

Supplied with:
- Instruction manual for use and maintenance

Tech. Code M7045100035 M7045200060 M70452000100 M70453000100 M70454000100
GR65 Euro 296,00 367,00 459,00 542,00 608,00
Model 1 FH-X 2 FH-X 2 FHS-X 3 FHS-X 4 FHS-X
Pair capacity kg 2 x 500 2 x1.000 2 x1.500 2 x 2.000
Opening mm 0-35 0-60 0-100
A mm 188 287 383 | 387 414
B mm 140 180 220
C mm 65 90 105
D mm 10 15 | 20 25
E 118 | 120 145
F 30,5
Weight

ON-LINE
| MANUAL

ITEM: M7047

Lifting clamps in pairs for the handling of steel pipes.

Features:

- Body and components made of high quality steel
- The extent and thickness of the lifting capacity and jaw openings engraved on the body
- Suitable for horizontal and transport of steel pipes

Advantages:

- The clamp is blocked in close and open positions
- More pairs of clamps can be used

Supplied with:
- Instruction manual for use and maintenance
Tech. Code M70471500 M70473000 M70474000
GR65 Euro 270,00 305,00 387,00
Model 1,5 TPH 3 TPH 4 TPH
Pair capacity kg 2x750 2x1.500 2x2.000
Opening R mm 40 50
A mm 120 140
B mm 70
C mm 50 58
D mm 185 204
E mm 16 26
F 41
G 25
Weight 2 3
g ON-LINE .
MANUAL e
8 L3
ke [
I 5
-
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3 LIFTING CLAMPS WITH ANTI-DAMAGING PADS

ITEM: M7025
Lifting clamps for vertical handling of sheet metal with damageable surfaces.

Features:

- Pads in plastic material to secure the integrity of the gripped surfaces

- Body and components made of high quality steel

- The extent and thickness of the lifting capacity and jaw openings engraved on the body

- Suitable for vertical lifting and transport of all those types of materials at risk of damage: steel, aluminium,
plastic, wood and marble

Advantages:
- The security mechanism ensures that it never releases the load when lifting or during transportation

Supplied with:
- Instruction manual for use and maintenance

Tech. Code M7025500 M70251000 M70252000 M70253000
GR65 Euro 629,00 784,00 1099,00 1488,00
Model 0.5 TNMK 1 TNMK 2 TNMK 3 TNMK
Load capacity kg 500 1,000 2.000 3.000
Opening mm 0-20 0-30 0-50 0-60
H mm 205 232 362
T mm 40 50
S mm 102 105 124
U mm 462 470 704
\% mm 224 282 408
W mm 48 46 63
X mm 80
Y mm 5.5
Weight kg 6 | 6,5

ON-LINE
MANUAL

1 HORIZONTAL (SETS OF PAIRS) LIFTING CLAMPS

ITEM: M7028
Lifting clamps for horizontal handling of sheet metal with damageable surfaces.

Features:

- Pads in plastic material to secure the integrity of the gripped surfaces

- Body and components made of high quality steel

- The extent and thickness of the lifting capacity and jaw openings engraved on the body

- Suitable for horizontal lifting and transport of all those types of materials at risk of damage: steel, aluminium,
plastic, wood and marble

Advantages:
- The security mechanism ensures that it never releases the load when lifting or during transportation

Supplied with:
- Instruction manual for use and maintenance

Tech. Code M70281000 M70282000 M70283000 M70284000
GR65 Euro 661,00 878,00 1050,00 1327,00
Model 1 TNMH 2 TNMH 3 TNMH 4 TNMH
Pair capacity kg 2x 500 2x1.000 2x1.500 2x2.000
Opening mm 0-25 0-45 0-50
H mm 10 15 17,5
T mm 20 30,5
S mm 94 151 161
U mm 155 267 | 271 300
\ mm 140 225 250
W 23 | 20
X 90 115
Y 15 30
Weight | 75 | 8,3 13

ON-LINE
MANUAL

L19 wms52
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ITEM: M7040

1 LIFTING CLAMPS FOR ROUND MATERIALS

Lifting clamps for handling of pipes, tubes and solid round materials.

Features:

- Body and components made of high quality steel

- Closing lever with an automatic opening when the load is deposited
- The extent and thickness of the lifting capacity and jaw openings engraved on the body

- Suitable for horizontal lifting and transport of individual pipes, in bundles and round structures

Advantages:

- The security mechanism ensures that it never releases the load when lifting or during transportation

Supplied with:

- Instruction manual for use and maintenance

Tech. Code M7040500 M70401000 M70402000 M70403000
GR65 Euro 351,00 484,00 956,00 1622,00
Model 0.5TTL 1TTL 27TL 3TTL
Load capacity kg 500 1,000 2,000 3.000
R opening mm 48.3-114.3 114.3-219.1 219.1 - 368 368 - 508
B max mm 207 345 610 710
U max mm 400 615 955 1165
Y mm 15 16
D mm 47 56
G mm 45 64
Weight kg 45 | 9 31 | 39

ON-LINE
MANUAL

ITEM: M7042

Lifting clamps for handling parts with parallel surfaces.

Features:

- Body and components made of high quality steel

- Closing lever with an automatic opening when the load is deposited
- The extent and thickness of the lifting capacity and jaw openings engraved on the body

- Suitable for horizontal lifting and transport of square tubes and structures with parallel surfaces

- Plastic grip pads to protect the integrity of the gripped surface

Advantages:

- The security mechanism ensures that it never releases the load when lifting or during transportation

Supplied with:

- Instruction manual for use and maintenance

Tech. Code M70420500 M70421000 M70422000 M70423000
GR65 Euro 951,00 1005,00 1234,00 1257,00
Model 0.5TLBC 1TLBC 2TLBC 3TLBC
Load capacity kg 500 1.000 2.000 3.000
R opening mm 30-110 100 - 230 220 - 360 350 - 500
B max mm 325 530 675 835
U max mm 460 655 735
Y mm 15
D mm 80
G mm 45
Weight k | 12,3 18

ON-LINE
MANUAL

CcOed
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ITEM: M7030

3 LIFTING SCREW CLAMPS

Lifting clamps for handling sheet metal profiles of various sizes.

Features:

- Body and components made of high quality steel

-Threaded pin with oscillating terminal

- The extent and thickness of the lifting capacity and jaw openings engraved on the body
- Minimum lifting weight > 10% of the maximum flow rate
- Suitable for vertical lifting and transport of sheet metal and steel structures

Supplied with:
- Instruction manual for use and maintenance

Tech. Code M7030500 M70301500 M70303000
GR65 Euro 297,00 483,00 699,00
Model 0.5TSCC 1.5 TSCC 3TSCC
Load capacity kg 500 1.500 3.000
Opening mm 0-35 0-40 0-60
A mm 158 220 280
B mm 211 232 278
W mm 26 40 46
v mm 108 150 190
D mm 275 42 50
E mm 82 140 184
F mm 0.8 46 60
G mm 25 46 50
Weight kg 1 35 7.8
g ON-LINE

MANUAL c €

ITEM: M7035

Lifting clamps for handling profiled bars.

Features:

- Body and components made of high quality steel

- Symmetrical jaws concentric closure

- The extent and thickness of the lifting capacity and jaw openings engraved on the body
- Minimum lifting weight > 10% of the maximum capacity

- Suitable for vertical lifting and transport of profiled bars, IPE, INP, HEA and metal structures

Supplied with:
- Instruction manual for use and maintenance

Tech. Code M70351000 M70353000
GR65 Euro 259,00 383,00
Model 1FSV 3FSV
Load capacity kg 1.000 3.000
Opening mm 75-190
B mm 30
C-max mm 357
D-max mm 345
E mm 73.5
F mm 120
Weight Kg 5

ON-LINE

g MANUAL C € (@1@
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3 DRUMS LIFTING CLAMPS

ITEM: M7050
Drum lifting clamps for transportation of the drums.

Features:

- Body and components made of high quality steel
- The extent, thickness of the lifting capacity and the jaw opening is engraved on the body
- Minimum lifting weight > 10% of the maximum capacity

- Suitable for vertical lifting and transport in complete safety of even full drums

Advantages:
- Automatic clamping mechanism

Supplied with:
- Instruction manual for use and maintenance

Tech. Code M7050500
GR65 Euro 175,00
Model TVK
Load capacity kg 500
Opening mm 0-17
U mm 1.6
V mm 96
X mm 28
T mm 12
Weight kg 13

ON-LINE
MANUAL

ITEM: M7055
Drum lifting clamps for transportation of the drums.

Features:

- Body and components made of high quality steel
- The extent, thickness of the lifting capacity and the jaw opening is engraved on the body
- Minimum lifting weight > 10% of the maximum capacity

- Suitable for vertical lifting and transport in complete safety of even full drums

Supplied with:
- Instruction manual for use and maintenance

Tech. Code M7055600
GR65 Euro 247,00
Model TVKH
Load capacity kg 600
Opening mm 0-25
A mm 305
B mm 434
C-max mm 331
D mm 100
E mm 50
F mm 10
Weight kg 7

ON-LINE
MANUAL

== |ndivisible package =% Suggested retail package - Unit price L19 M.55



ELECTRONIC DYNAMOMETERS
ITEM: M7210

Digital electronic dynamometers, designed for weighing overhead loads - light series.

Features:

- Stainless steel load cells with ABS electronic casing

- 5 number digital weight display

- Infrared on/reset remote control

- Maximum Safety load: 200% of its nominal capacity

- Safety braking: >5

- Protection: IP65

- Operating temperature: -5°C +55°C

- Measuring accuracy: + 0,1% referred to nominal capacity

Advantages:

- Tare reset and weight calibration from keyboard

- Selectable digital filters for weight stabilization

- Automatic shut-off from keyboard

- Peak storing and weight monitorization functions

- Measurement units selectable from keyboard (Kg - N - kN
- Power supply: three batteries 1,5 V

- Ib)

Supplied complete with: 158
- Instruction manual for use and maintenance -] |
- Uniball suspension
- Plastic casing
c € . ON-LINE
MANUAL W
Tech. Code GR66 Load capacity Resolution step A B C Weight
Euro kg kg mm mm mm kg
M72100050 | (650,00) 50 0,02
M72100100 | (650,00) 100 0,05 158 12 16 1,30
M72100300 | (650,00) 300 0,1
M72100600 | (750,00) 600 0,2
M72101000 | (800,00) 1000 0.50 170 16 21 2,30
ITEM: M7220
Digital electronic dynamometers designed for weighing overhead loads - heavy series
Features:
- Stainless steel load cells with ABS electronic casing
- 5 number digital weight display
- Infrared on/reset remote control
- Maximum Safety load: 200% of its nominal capacity
- Safety braking: >5
- Protection: IP65
- Operating temperature: -5°C +55°C
- Measuring accuracy: + 0,1% referred to nominal capacity
Advantages:
- Tare reset and weight calibration from keyboard
- Selectable digital filters for weight stabilization
- Automatic shut-off from key board
- Peak storing and weight monitorization functions
- Measurement units selectable from keyboard (Kg - N - kN - Ib)
- Power supply: three batteries 1,5V
Supplied complete with:
- Instruction manual for use and maintenance
- Shackles suspension
- Plastic casing
| ON-LINE | L
| MANUAL |
Tech. Code GR66 Load capacity Resolution step A B C D E F G H I Weight
’ Euro kg kg mm mm mm mm mm mm mm mm mm kg
M72203200 | (890,00) 3200 1 199 69 130 25 269 20 4.2
M72206300 | (950,00) 6300 2 213 144 39 348 26 188 182 86 6.5
M722010000 |(1390,00) 10000 5 265 100 181 50 455 36 9.6

* For 1000 Kg capacity suspension shackles (not included)

IMPORTANT NOTE
Dynamometers with lower capacity listed at page D.103

L19 wms6

== |ndivisible package

= Suggested retail package - Unit price




KERN DYNAMOMETERS FOR CRANES WITH REMOTE READING

ITEM: M7225 ON-LINE
-Steel dynamometer with integrated radio module g MANUAL

Features:

- With integrated radio module, so the weighing data can easily be read off the display
by the user, even if the user is away from the crane

- Separate device with large backlit LCD display, digit height 22mm

- Dimensions L 175 x p 135 x h 39 mm, with antenna L 240 x p 135 x h 55 mm

- Swivel hook with safety device

- Operating temperature 0 °C / 40 °C

- Precision 0,2% of [Max]

Advantages:

- Professional device for severe operating condictions in production, quality and
logistics

- Antonomy up to 100m

- It's integrated RS-232 data interface allows connection to a printer, PC or network

- Data hold function: when the weighing vaiue remains unchanged, the weight
indicated on the display is automatically "frozen" until HOLD key is pressed

Supplied with: . E
- Instruction manual for use and maintenance y s g

Tech. Code GR66 Load capacity Resolution step Weight
Euro kg g kg
M722510T | (2050,00) 10000 1000 53

KERN ELECTRONIC DYNAMOMETERS

ITEM: HFD 600K-1 ON-LINE
The scale complies with theTUV test certification to EN 13155 (Removable load-bearing g MANUAL
equipment) and EN 61010-1 (Electrical safety).Thanks to its solid structure and robust —_—
construction, it is ideal for continuous use in an industrial environment.

Maximum mobility thanks to the accumulator power supply, flat and compact structure,

suitable for use in different places. Hold function, with a stabilized weighing value, the

displayed weight is automatically " frozen " until the HOLD key is pressed.

Autonomy 20 m approximately. L x P x A 48x10x95 mm, Batteries type AAA (2x1.5 V)

included.
Tech. Code GR66 Load capacity Resolution step Weight
Euro kg g kg
M7223600 (428,00) 150/300/600 50/100/200 8,16

(€065
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ROUND LIFTING SLINGS
ITEM: M7310

Round lifting slings in polyester. c €

Features:

- Polyester coiled, high fibre density, sleeved in a polyester protective braiding, featuring outstanding elasticity
- Maximum stretching 7% fully resumed at rest

- Colouring as in the chart according to the standard regulations

Advantages:
- Excellent elastic properties
- Unalterable with heat and UVA rays

LOAD CAPACITY kg

Tech. Code %Efg’ COLOUR ; DIRECTPULL | LOOP TYPE PQESAPEEEL %ngéf %OSUE(]LQE ‘SE":%E %'!%;E
M73101000X1 | 8,70 10
M73101000X1,5 | 11,40 15
M73101000X2 | 1490 | 20
M73101000X2,5 | 1870 | & 25 1000 800 2000 1400 1000 700 500
M73101000X3 | 20,60 | = 30
M73101000X4 | 26,50 40
M73101000X5 | 32,40 50
M73102000X1 | 12,30 10
M73102000X1,5 | 21,00 15 -
W73102000%2 | 2040 | = 20
M73102000x2,5| 27,70 | il 25 2000 1600 4000 2800 2000 1400 1000
M73102000X3 | 2940 | © 30 il
M73102000X4 | 38,50 40
M73102000X5 | 50,10 50 (U
M73103000X1 | 16,50 10
M73103000X1,5 | 24,10 15 1l
M73103000X2 | 28,50 = 20 I
M73103000X2,5 | 3420 | o 25
MT31030006 | 45.30 é - 3000 2400 6000 4200 3000 2100 1500 (fITN
M73103000X4 | 56,90 40
M73103000X5 | 66,90 50
M73103000X6 | 77,50 6.0 i
M73104000X1 | 21,70 10
M73104000X1,5 | 30,50 15 Hin
M73104000X2 | 37,10 20

>
MJ:;?:Z:S:;: gglg 5 5(5) 4000 3200 8000 5600 4000 2800 2000 i
M73104000X4 | 69,00 40 I |
M73104000X5 | 86,00 50 &
M73104000X6 | 102,90 60

Single (direct) pull lifting power can be easily identified 1000 Kg per black longitudinal line.

|_19 M.58 == Indivisible package = Suggested retail package - Unit price



WEB LIFTING SLINGS WITH EYELETS

ITEM: M7320
Polyester lifting slings with eyelets C €

Features:

- Polyester coiled, high fibre density with eyelets with soft protection fabric
- Outstanding elasticity, maximum stretching 7% fully resumed at rest

- Colouring as in the chart according to the standard regulations

Advantages:
- Qutstanding elasticity
- With heat and UVA rays

LOAD CAPACITY kg
SAFETY FACTOR 7:1 .3. UI
Tech. Code %ﬁfj mSm ; DIRECT PULL LOOP TYPE PARALLEL BASKET %ASSEEJ B;\Ssgg]
M73201000X1 | 10,90 10
M73201000X1,5| 12,30 15
M73201000X2 | 15,50 20
M73201000X2,5 | 17,90 25
Wrs20t0006 | 155 | 50 1000 800 2000 1400 1000
M73201000X4 | 24,30 40
M73201000X5 | 28,70 5.0
M73201000X6 | 33,00 6.0
M73202000X1 | 17,50 10
M73202000X1,5 | 19,10 15
M73202000X2 | 20,80 20
M73202000%2,5| 25,00 25
W26 | 255 © a0 2000 1600 4000 2800 2000
M73202000X4 | 37,30 40
M73202000X5 | 43,90 5.0
M73202000X6 | 52,90 6.0
M73203000X1 | 27,50 10
M73203000X1,5 | 35,40 15
M73203000X2 | 36,80 20
M73203000X2,5 | 44,60 25
M73203000X3 | 4580 | 90 | 30 3000 2400 6000 4200 3000
M73203000X4 | 58,50 40
M73203000X5 | 71,40 5.0
M73203000X6 | 83,50 6.0
M73203000X8 | 120,80 8.0
M73204000X2 | 57,70 20
M73204000X3 | 75,80 30
M73204000X4 | 94,10 40
wrszoa00xs | 1210 | 12 |50 4000 3200 8000 5600 £000
M73204000X6 | 130,30 6.0
M73204000X8 | 166,60 8.0
M73205000X2 | 75,70 20
M73205000X3 | 98,40 30
M73205000X4 | 120,80 40
Wrs0so00s | iazss | 1 50 5000 £000 10000 7000 5000
M73205000X6 | 166,80 6.0
M73205000X8 | 211,40 8.0
M73206000X2 | 90,80 20
M73206000X3 | 120,80 30
M73206000X4 | 151,50 40
wrszoeo0ns | 5170 1 [0 6000 4800 12000 8400 6000
M73206000X6 | 211,90 6.0
M73206000X8 | 272,50 8.0
M73208000X4 | 235,00 40
M73208000X5 | 27970 | 240 | 5.0 8000 6400 16000 11200 8000
M73208000X6 | 350,30 6.0

Single (direct) pull lifting power can be easily identified 1000 Kg per 30 mm of sling/tape width and per black longitudinal line.
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PROTECTIVE SLEEVING FOR LIFTING SLINGS
ITEM: M7325

Protective sleeving in polyurethane for lifing slings. H1
Suitable to protect only one side of the strap from sharp edges, corners and several 1
types of roughness. L D D H
GR65 Tape capacity L H L1 H1 S L
e, el Euro kg mm mm mm mm mm
M73252000 53,70 2000 450 | 100 60 30 4 = D S

LADDER LOCK CLOSURE STRAPS

ITEM: M7330

Straps in polyester with locking buckle.

Suitable for holding tightly together in a practical and safe way various objects and
structures.

To be used only for anchoring needs.

GR65 Tape width Tape length Anchoring capacity
1fBELD, (T2 Euro mm m daN
M73303 10,90 25 25 250

Sales packaging minimum 2 pieces.

ITEM: M7335

Straps in polyester with locking buckle.

Suitable for holding tightly together in a practicl and safe way various objects and
structures.

To be used only for anchoring needs

GR65 Tape width Tape length Anchoring capacity
BB, (TR0 Euro mm m daN
M73354 20,20 35 4 250

Sales packaging minimum 2 pieces.

L19 ms0
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LADDER LOCK CLOSURE, HOOK-ENDED STRAPS

ITEM: M7340

Polyester straps ladder lock closure, hook ended.

Suitable for holding tightly together in a practical and safe way various objects and

structures.

To be used only for anchoring needs.

Tech. Code GR65 Tape width Tape length Anchoring capacity
Euro mm m daN
M73404 20,80 35 4 250
RATCHET TENSIONER STRAPS
ITEM: M7350

Polyester straps with ratchet tensioner.
Suitable for holding tightly together in a practical and safe way various objects and

structures.

To be used only for anchoring needs.

Tech.Code | CR65 | Tape width Tape length Anchoring capacity
Euro mm m daN
M73505 17,50 25 5 1000
ITEM: M7355

Polyester straps with ratchet tensioner.
Suitable for holding tightly together in a practical and safe way various objects and

structures.
To be used only for anchoring needs.
Tech. Code GR65 Tape width Tape length Anchoring capacity
Euro mm m daN
M73558,5 57,90 50 8.0 4000

== |ndivisible package =% Suggested retail package - Unit price
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RATCHET TENSIONER, HOOK-ENDED STRAPS

ITEM: M7360

Polyester straps with ratchet tensioner, hook ended.

Suitable for holding tightly together in a practical and safe way various objects and

structures.
To be used only for anchoring needs.
. Length before and after ) .
Tech. Code GR65 | Tape width ratchet Anchoring capacity
Euro mm m daN
M73604,5 22,40 25 45+05 1000
ITEM: M7365
Polyester straps with ratchet tensioner, hook ended.
Suitable for holding tightly together in a practical and safe way various objects and
structures.
To be used only for anchoring needs.
. Length before and after ) .
Tech. Code GR65 | Tape width ratchet Anchoring capacity
Euro mm m daN
M73658 41,30 50 85+05 4000

SELF-ROLLUP ANCHORING SYSTEMS

ITEM: M7370

SELF ROLLUP anchoring featuring a brake interlock system, allows for a constant
monitoring of both roliup and extension process.

Extremely easy to use.

When not in use, the tape is safely kept in its casing so to avoid any cluttered and
potentially dangerous dangling.

More to that, the tape/belt is kept clean, grease and dust free.

GUIDELINES

1. LOAD ANCHORING SYSTEM
Position lever in release position, simply use S-shaped hook to
pull the tape. Fix hood to the load anchoring point
2. TENSIONING PROCEDURE
Push red button and lever together, the latter to be positioned
Push the red button again, push lever downward
o manuaily activate it
Do not overload
3. LOCKING PROCEDURE FIXING
In order to safely anchor load, make sure the lever is in its lock position
4. WINDING AND RELEASE
Push red button and lever together, the latter to be positioned
from lock to release position
remove hook from anchoring point and proceed to gradual tape winding
by pushing the red button

RELEASE

LOCKING

PULLING

Tech. Code GR65 Dimensions Set content

Euro mm pes
M737025X3 46,70 25%x3m 5
M737050X3 73,10 50x3m

L19 wms2
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LIFTING FIBER SLINGS

ITEM: M7410
Single lifting sling

Features:

- Polyester coiled, high density fibre, sleeved in a polyester protective braiding
- Excellent elasticity-Maximum stretching 7% fully resumed at rest

- Rope safety factor 7:1

- Metal components safety factor 4:1

Advantages:
- Excellent elasticity
- Unaltered by heat and UVA rays

Supplied with:
Ring, Hook and eye
Tech. Code GR65 Colour L Load cagacity
Euro m kg R~
M74101000X0,5 | 42,20 0.5
M74101000X1 | 46,40 PURPLE 10 1000
M74102000X1 | 54,20 '
M74102000X1,5 | 60,30 GREEN 1.5 2.000
M74102000X2 | 65,60 2.0
M74103000X1 | 86,70 1.0
ELL .
M74103000X1,5 | 93,90 YELLOW 1.5 3.000

ITEM: M7415
Doubile lifting slings

Features:

- Polyester coiled, high density fibre, sleeved in a polyester protective braiding
- Excellent elasticity-Maximum stretching 7% fully resumed at rest

- Rope safety factor 7:1

- Metal components safety factor 4:1

Advantages:
- Excellent elasticity
- Unaltered by heat and UVA rays

Supplied with:
Ring, Hook and eye
GR65 L Load capacity
Tech. Cade Euro Colour m Kq A
M74151400X0,5 | 75,90 05
M74151400X1 | 84,30 PURPLE 1.0 1400
M74152800X0,5 | 90,90 0.5
M74152800X1 | 100,00 1.0
M74152800X1,5 | 112,00 GREEN 15 2.800
M74152800X2 | 123,50 2.0
M74153800X0,5 | 151,20 0.5
M74153800X1 | 163,20 1.0
M74153800X1,5 | 178,30 YELLOW 1.5 3.800
M74153800X2 | 194,50 20
ITEM: M7420

Quadruple lifting slings

Features:

- Polyester coiled, high density fibre, sleeved in a polyester protective braiding
- Excellent elasticity-Maximum stretching 7% fully resumed at rest

- Rope safety factor 7:1

- Metal components safety factor 4:1

Advantages:
- Excellent elasticity
- Unaitered by heat and UVA rays

Supplied with:
Ring, Hook and eye
GR65 L Load capacity
Tech. Code Euro Colour m Kg A
M74202100X1 | 187,90 1.0
M74202100X1,5 | 206,60 PURPLE 1.5 2100
M74204200X1 | 210,70 1.0
M74204200X1,5 | 234,90 GREEN 1.5 4.200
M74206300X1 | 331,80 1.0
M74206300X1,5 | 361,90 YELLOW 1.5 6.300
M74206300X2 | 394,40 2.0

<> Indivisible package = Suggested retail package - Unit price
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LIFTING CHAIN SLINGS
ITEM: M7440

Single lifting chain slings. c €
Features:
- Chain, cap, chain hammerlock, grade 80 alloy steel hook 9

- Safety factor 4: 1

Supplied with:
- Cap, eye and hook
Tech. Code GR65 Chain @ L Load cag[ﬂ):acity L
Euro mm m kg R”

M74401000X0,5 | 54,20 6 05 1.000

M74401000X1 | 61,50 1.0

M74402000X0,5 | 64,40 0.5 e

M74402000X1 | 74,70 8 ‘0 2000 ~-.90

M74403100X1 | 98,80 10 ’ 3100

M74403100X1,5 | 113,80 1.5 '

! L]

ITEM: M7445 -
Double lifting chain slings. c €
Features:

- Chain, cap, chain hammerlock, grade 80 alloy steel hook
- Safety factor 4: 1

Supplied with:
- Cap, eye and hook L
GR65 Chain g L Load capacity
Tech. Code Euro mm m Ka &
M74451400X0,5 | 92,10 0.5

M74451400X1 | 106,50 6 1.0 1.400
M74451400X1,5 | 120,40 1.5 e
M74452800X0,5 | 114,40 0.5
M74452800X1 | 134,90 8 1.0 2,800
M74452800X1,5 | 155,40 1.5 A" A 1
M74452800X2 | 175,90 2.0
M74454300X1 | 183,10 1.0
M74454300X1,5 | 212,50 10 1.5 4.300
M74454300X2 | 242,70 20
M74457000X1 | 286,10 1.0
M74457000X2 | 379,90 3 2.0 7.000
ITEM: M7450
Quadruple lifting chain slings quadruple. c €
Features:

- Chain, cap, chain hammerlock, grade 80 alloy steel hook
- Safety factor 4: 1

Supplied with:
- Cap, eye and hook
GR65 Chain g L Load capacity
Tech. Code Euro mm m Ka &

M74502100X1 | 222,20 6 1.0 2100
M74502100X1,5 | 251,10 1.5 '
M74504200X1 | 281,20 8 1.0 4900
M74504200X1,5 | 322,20 1.5
M74506500X1 | 375,80 10 10 6.500
M745011000X1 | 607,60 13 ’ 1,000
M745011000X2 | 797,30 2.0 '

CHAIN HAMMERLOCKS FOR LIFITING CHAIN SLINGS

ITEM: M7460
¥ Grade 80 alloy steel hammerlock for lifting chain slings. C E
) Safety factor 4:1.
M Tech. Code GR65 Load capacity A B [ D E
Euro kg mm mm mm mm mm
M74601000 12,60 1000 6.8 43 18 16 16
M74602000 15,10 2000 9 70 26 25 22.7
M74603000 18,00 3000 1 77 32 27 25
M74605000 26,50 5000 15.5 85 35 32 30

|_19 M.64 = Indivisible package =% Suggested retail package - Unit price



GRAP HOOKS FOR LIFTING CHAINS
ITEM: M7470

Grap hooks in alloy steel-grade 80 for lifting chains. c €
Suitable for an optimal chain length adjustment.
Safety factor 4:1.
Tech. Code GR65 Chain @
Euro mm

M74706 7,20 6

M74708 8,40 718

M747010 15,10 10

M747013 26,50 13

HOOKS WITH SAFETY LATCH (FOR LIFTING CHAINS)

ITEM: M7475 |
Hooks with safety tatch in alloy steel-grade 80. C € o
Safety factor 4:1.
e Bk (25:305 o EzpaCIty mAm mDm me mHm mom mRm o
M74751000 13,90 1000 25 8.5 14.5 20 20.5 80.5
M74752000 19,20 2000 25.5 11 19 27 25 95.5
M74753000 27,80 3000 30.5 14 235 33 34 120.5 -
M74755000 48,80 5.000 4 175 29 40 425 150
Suitable to be used for chain lifting slings G
ITEM: M7480

Hooks with safety latch in alloy steel-grade 80
Safety factor 4:1.

Tech. Code %5?: o ﬁzpamty mén mBm mCm me mHm um mRm
M74801000 17,80 1000 245 6.7 8.5 14.5 20 7 73
M74802000 21,10 2000 25.5 8.7 9.8 19 27 9 86.3
M74803000 30,20 3000 30.5 12.2 13.5 235 33 13 105
M74805000 49,50 5000 4 15.3 17 28.5 40 16 128.5

Suitable to be used for chain lifting slings

HOOKS WITH SAFETY LATCH (FOR LIFTING)

ITEM: M7485

Hooks with safety latch in carbon steel for lifting chains.
Safety factor 4: 1

g

Tech. Code GR65 Load capacity A B D E G H I L
Euro kg mm mm mm mm mm mm mm mm
M74851000 13,90 1000 23 12 32 82 23 93 17.5 125
M74852000 25,30 2000 30 16 38 105 24 117 22 165
M74853200 44,50 3200 38 19 46 125 26.5 145 28.5 204
SWIVEL HOOKS WITH SAFETY LATCH
ITEM: M7490

Swivel hooks with safety latch in carbon steel for lifting chains.
Safety factor 4:1

3

/o
Vsl Bid
t.,'l G,,rﬁ‘\ I 1
[\ \‘j. YO
s .__',/1
L—F— ¥
Tech. Code GR65 Load capacity d A B C D E F G H | L L1
Euro kg mm mm mm mm mm mm mm mm mm mm mm mm
M74901000 24,20 1000 M16 38 13 34 82 34 81 27 16 86 170 135.5
M74901600 36,10 1600 M18 46 16 42 99 38 92 29 19 94 197.5 156
M74902000 39,80 2000 M20 50 18 47 110 48 104 32 21.5 106 219.5 173
M74903000 69,90 3000 M16 48 19 43 117 39 123 34 33 141 222 185
M74905000 138,60 5000 M27 68 26 59 146 60 166 48 35 167 315 243

== |ndivisible package = Suggested retail package - Unit price |_19 M.65



BHANDUINGS LIFTING MAGNETS - NEO

ITEM: NEO-B
Permanent lifting magnets NEO series. Advantages:
- Very light, compact and easy to use
Features: - The magnetic power remains absolutely unchanged overtime
- They use neodymium a material - Elimination of the risk of damaging the load with other chains or slings
three times better than ferromagnet - Often a single operator is sufficient to lift and move heavy or bulky loads
- The V-Shaped plate make them fit to handle both flat (also narrow - Lower lifting and handling times thanks to the immediate seizure of the cargo by
profile plates and bars) and round shape items (tubes and rods) the magnet
- Stop block treated with manganese phosphate coating
- Tested capacity of lifting 3 times more than nominal Included:
- Actuation lever of the magnetic field with safety device to - Instruction manual
prevent improper or accidental disconnections - Test certificate

ON-LINE
MANUAL

2° SWITCH OFF

1%

E E
GR66 T g; % £ £ S = % £
Tech. Code Euro g §3’ §§” % E E g ggg %E g 2
M8020125 441,00 NEO-B 125 125 40 50 100 110 93x 60 3
M8020250 628,00 NEO-B 250 250 125 60 200 164 152 x 100 10
M8020500 935,00 NEO-B 500 500 250 65 270 246 x120 20
M80201000 1649,00 NEO-B 1000 1000 500 100 300 216 305 x 140 40
M80202000 | 2730,00 NEO-B 2000 2000 1000 150 350 251 480 x 165 90

Hot versions available on request, to handle very hot surfaces, up to 180° C.

|_19 M.66 == Indivisible package =% Suggested retail package - Unit price



BHanbuNeS MAX LOAD CAPACITY ACCORDING TO TYPE OF SURFACE AND SINGLE PIECE DIMENSIONS

A Plate A<0,1mm A=0,1+03mm A=03+0,5mm
. Thickness (S)

Nominal workload: (mm) L x W max Workload L x W max Workload L x W max Workload
- for plates (kg) 125 {mm) max (kg) {mm) max (kg) {mm) max (kg)
- for round (kg) 40

@ min/max (mm) 50/100 225 - 125 - 5 - 60
Test.load (kg)* 400 15 1900 x 500 115 1100 x 500 70 900 x 500 55
Weight (kg) 3 10 2300 x 500 110 1500 x 500 65 1200 x 500 50
Length (mm) 93

Width (mm) 60 4 2500 x 500 45 2300 x 500 40 1700 x 500 30
Crown height (mm) 110 2 1500 x 500 15 1300 x 500 13 1200 x 500 12
*Tested with a mild steel plate, rectified, 50mm Tubi @ (mm) 50-100 2500 40 1700 28 1500 24

Clean and Smooth plane surface

Rusty and hot rolled surface

Irregular and rough surface

NB: Plates L and W must be at least 200 x 200 mm
M8020250 Clean and Smooth plane surface Rusty and hot rolled surface Irregular and rough surface
Plate A< 0,1 mm A=10,1+0,3mm A=0,3+0,5mm
. Thickness (S)
Nominal workload: (mm) L x W max Workload L x W max Workload L x W max Workload
- for plates (kg) 250 {(mm) max (kg) (mm) max (kg) (mm) max (kg)
- for round (kg) 125
2 min/max (mm) 60/200 =30 - 250 - 170 - 105
Testload (kg)* 800 15 1750 x 1000 205 1250 x 1000 150 1000 x 800 90
Weight (kg) 10 10 2200%1000 | 170 1650 x1000 130 [ 1100x1000 | 8
Length (mm) 152
Width (mm) 100 6 2100 x 1000 100 1650 x 1000 80 1300 x 1000 60
Crown height (mm) 164 4 1600 x 1000 50 1400 x 1000 45 1150 x 1000 36
*Tested with a mild steel plate, rectified, 50mm Tubes @ (mm) 60-200 3500 125 3000 100 2500 70

NB: Plates L and W must be at least 300 x 300 mm
Clean and Smoath plane surface Rusty and hot rolled surface Irregular and rough surface
LY Plate A<0,1 mm A=0,1:03mm A=03+0,5mm
Thickness (S)
Nominal workload: (mm) L x W max Warkload L x Wmax Warkload LxWmax | Workload
- for plates (kg) 500 {mm) max (kg) (mm) max (kg) {mm) max (kg)
- for round (kg) 250 >40 - 500 - 380 - 225
@ min/max (mm) 65/270
2 1 42 2 2 14 1 22
Testioad (kg)* 1600 0 1800 x 1500 5 1650 x 1250 320 00 x 1000 0
Weight (kg) 20 15 2250 x 1500 400 2050 x 1250 300 1750 x 1000 205
Lehgth {mm) 246 10 2500 x 1500 270 2350x 1250 200 2150 x 1000 165
Width (mm) 120 8 2300 x 1500 195 2250 % 1250 160 | 2150x1000 | 125
Crown height (mm) 164
6 2000 x 1500 125 2000 x 1250 100 2000 x 1000 80
*Tested with a mild steel plate, rectified, 50mm Tubes @ (mm) 65-270 4000 250 3500 200 3000 150

NB: Plates L and W must be at least 400 x 400 mm
Clean and Smooth plane surface Rusty and hot rolled surface Irregular and rough surface
LAY Plate A<0,1 mm A=0,1:03mm A =03<0,5mm
Thickness (S)
Nominal workload: (mm) L x W max Workload L x W max Workload LxWmax | Waorkload
- for plates (kg) 1000 {mm) max (kg) (mm) max (kg) {mm) max (kg)
- for round (kg) 500 >60 1000 845 - 650
0 minimax (mm) 1001300 50 2450 x 1500 860 2000 x 1500 730 | 1900x1250 | 565
Testload (kg) 3200
Weight (kg) 0 30 2850 x 1500 830 2400 x 1500 705 | 2250x1250 | 550
Lehgth (mm) 305 20 3200 x 1500 745 2750 x 1500 640 2600 x 1250 510
Width (mm) 140 15 3300x 1500 | 500 2900 x 1500 445 | 2800x1250 | 380
Crown height (mm) 216
10 2750 x 1500 265 2550 x 1500 240 2650 x 1250 200
*Tested with a mild steel plate, rectified, 50mm Tubes @ (mm) 100-300 4500 500 4000 400 3500 300

NB: Plates L and W must be at least 500 x 500 mm
Clean and Smooth plane surface Rusty and hot rolled surface Irregular and rough surface
R Plate A<0,1 mm A=0,120,3 mm A =0,3:0,5 mm
. Thickness (S)
Nominal workload: 2000 (mm) L x W max Workload L x W max Workload L x W max Workload
- for plates (kg) 1000 (mm) max (kg) (mm) max (kg) {mm) max (kg)
- for round (kg) 150350
@ min/max (mm) 6000 >80 - 2000 - 1650 - 1300
Testload (kg)* 90 50 3250 x 1500 1950 2500 x 1500 1600 2000 x 1500 1250
r_’!ﬁlg?:’?n(wtng)) 480 NEO2000 g 30 3500 x 1500 1350 3000 x 1500 1150 2000 x 1500 1000
Width (mm) ;g? 20 3500 x 2000 1100 3000 x 2000 1000 | 2000%2000 | 900
Crown height (mm) 15 3000 x 1500 650 3000 x 1500 600 2000 x 1500 550
*Tested with a mild steel plate, rectified, 50mm Tubes @ (mm) 150-350 5000 1000 4500 900 4000 800

NB: Plates L and W must be at least 800 x 800 mm

L19 wms7




BHanbuNGS LIFTING MAGNETS FOR SHEET METAL

ITEM: M8030

Permanent lifting magnets model FLAT 250 for handling sheet metal and steel plates
in horizontal and vertical position.

Features:

- Lifting minimum thickness 3 mm

- High level safety factor 1: 4

- lifting eye hook lockable to allow turning from horizontal to vertical position
- Release lever for operator safety

Advantages:

- Very light, compact and easy to use

- From 4 mm thick, only 1 sheet is lifted from the stack

- The magnetic power remains absolutely unchanged overtime

- Elimination of the risk of damaging the load with other chains or slings

- Often a single operator is sufficient to lift and move heavy or bulky loads

-Lower lifting and handling times thanks to the immediate seizure of the cargo from
the magnet

Included:

- Instruction manual
- Test certificate

ON-LINE
MANUAL

Tech. Code %Ef: % £ % = % £ %’ 3 %3 %3 §”3
g . E z
M8030250 929,00 288 x 200 x 40 440 315 1100 250 80 9,75
*Tested on St37 steel, ground surface, 25 mm thick
WORK LOAD LIMIT FOR PLATES (for S 235 JR [ST 37])
Horizontal A=<0,1mm A=<0,1-0,3mm A=05mm
S L max. x W max. M max. L max. x W max. M max. L max. x W max. M max.

O (mm) (mm) (kg) (mm) (kg) (mm) (kg)

>20 1600 x 1000 250 1000 x 700 15 500 x 500 45

— 12 2000 x 1000 195 1500 x 800 10 1000 x 500 45

/@ 10 1700 x 1000 140 1200 x 800 75 1200 x 500 45

S — — w 8 1100 x 1000 95 1200 x 800 60 1200 x 500 38
<4 0 - 5 1500 x 1000 60 1000 x 800 33 1200 x 500 23

3 1700 x 1000 40 1300 x 800 25 1500 x 500 19

Vertical A=<0,1mm A=<0,1-0,3mm A=0,5mm
|'| s L max. x W max. M max. L max. x W max. M max. L max. x W max. M max.

(mm) (mm) (k) (mm) (ka) (mm) (ka)

T >20 1000 x 500 80 500 x 400 30 400 x 300 12

12 1200 x 500 60 600 x 500 28 400 x 300 "

L 10 1200 x 500 46 500 x 500 20 400 x 300 10

8 1000 x 500 30 500 x 500 15 400 x 300 8

5 1000 x 500 18 500 x 500 8 500 x 300 6

w 3 1000 x 500 13 500 x 500 6 500 x 300 5

L = Lenght (mm), W = Width (mm)

|_19 M.68 == |ndivisible package =& Suggested retail package - Unit price



BHANDUINGS LIFTING MAGNETS FOR SHEET METAL

ITEM: M8040

ON-LINE
NEQ HV device that allows 90° rotation of metal sheets.

MANUAL

Features:
- Tested lifting capacity which is three times higher than the noninal one
- Suitable for lifting magnets of NEO series

Advantages:

- Lightweight and compact design

- Possibility to take a load horizontally positioned and then release it in a vertical postion
and vice versa

- The magnetic power remains absolutely unchanged over time

- Elimination of the risk of damaging the load with chains or other slings

- One operator is often sufficient to lift and handle bulky and heavy loads

- Lower lifting and handling times, thanks to the immediate "grip" of the load by
the magnet

Composition:
- Use and maintenance manual
- Test certificate

‘s
- > 8
= £ E k= z 2o -
GR66 g e g e e 2o g, g8 £o
Tech. Code Euro g g 15 é 5 = 5 g = ‘g = é E £ g =2
= s s 8 = © =
S £
=
g
M80400250 | (1153,00) HV250 958 044 250 750 300 - 800 27
M80400500 | (1405,00) HV500 210 1158 500 1.500 300 - 1.000 38
M80401000 | (1592,00) HV1000 1211 257 1.000 3.000 ' 59
Clean and Smooth plane surface Rusty and hot rolled surface Irregular and rough surface
R Plate A <0,1 mm A=0,10,3 mm A =0,3:0,5mm
- ) Thickness (S
N;;n;lnalfworkl(cll(a()i. 250 (mm) ®) L x W max Waorkload L x W max Workload L x W max Workload
- Tlat surtaces (kg (mm) max (kg) (mm) max (kg) (mm) max (kg)
min/max dimension of component (mm) 300 - 800 i o ‘
Workload of the test (kg)* 750 & >30 - 250 - 170 - 105
Weight (kg) 2 ‘ 15 1750 x 800 205 1250 x 800 150 1000 x 800 90
Length (mm) 958
Width (mm) 210 10 2200 x 800 170 1650 x 800 130 1100 x 800 85
Height of eyelet (mm) 244 6 2100 x 800 100 1650 x 800 80 1300 x 800 60
*Tested with a plate of mild steel, rectified, thickness 50mm 4 1600 x 800 50 1400 x 800 45 1150 x 800 36

NOTE: L and W of the plate to be lifted have to be at least the same as the surface of the magnet

Clean and Smooth plane surface Rusty and hot rolled surface Irregular and rough surface

R Plate A< 0,1 mm A=0,10,3 mm A =0,3:0,5mm
Thickness (S)
Nominal workload: (mm) L x W max Workl(lzad L x W max Workl(;ad L x W max Workl(;ad
- flat surfaces (kg) 500 (mm) max (kg) {mm) max (kg) (mm) max (kq)
min/max dimension of companent (mm) 300 - 1000 540 - 500 B 380 - 225
Workload of the test (kg)* 1500
Weight (kg) 38 20 1800 x 1000 425 1650 x 1000 320 1400 x 1000 220
Length (mm) 1158 15 2250 x 1000 400 2050 x 1000 300 1750 x 1000 205
\AV'QTET(FT") et ) 32191 10 2500 x 1000 270 2350 x 1000 200 2150 x 1000 165
eight of eyelet (mm
gnorey 8 2300 x 1000 195 2250 x 1000 160 2150 x 1000 125
*Tested with a plate of mild steel, rectified, thickness 50mm 6 2000 x 1000 125 2000 x 1000 100 2000 x 1000 80

NOTE: L and W of the plate to be lifted have to be at least the same as the surface of the magnet

Clean and Smooth plane surface Rusty and hot rolled surface Irregular and rough surface

M80401000

Plate A< 0,1 mm A=10,1+0,3mm A=0,3-0,5mm
Thickness (S)

Nominal workload: (mm) L x W max Workioad L xW max Workioad L x W max Workioad

- flat surfaces (kg) 1000 (mm) max (kg) (mm) max (kg) (mm) max (kg)

min/max dimension of companent {mm) 300 - 1000 560 - 1000 - 845 - 650

Workload of the test (kg)* 3000 »

Weight (kg) 59 p 50 2450 x 1500 860 2000 x 1500 730 1900 x 1250 565

Length (mm) 1211 30 2850 x 1500 830 2400 x 1500 705 2250 x 1250 550

Width {mm) 210 20 3200 x 2000 745 2750 x 2000 640 2600 x 1250 510

Height of eyelet (mm) 297

15 3300 x 1500 500 2900 x 1500 445 2800 x 1250 380

*Tested with a plate of mild steel, rectified, thickness 50mm 10 2750 x 1500 265 2550 x 1500 240 2650 x 1250 200

NOTE: L and W of the plate to be lifted have to be at least the same as the surface of the magnet

== |ndivisible package = Suggested retail package - Unit price
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BHanounes ELECTRICALLY POWERED LIFTING MAGNETS

ITEM: M8050

Electrically operated lifting magnets, NEO EP series. Advantages:

- Very light, easy to use compact design

- The magnetic power remains absolutely unchanged over time

- Elimination of the risk of damaging the load with chains or other slings

- One operator is often sufficient to lift and handle bulky and heavy loads

- Lower lifting and handling times, thanks to the immediate "grip" of the load by
the magnet

- The electric activation allows taking the load without any effort from the operator

Features:

- They use neadymium, a material with a power of three times
superior to the ferromagnet

- Sturdy construction designed for continuous activations

- Push button activation system

- Lifting capacity three times higher than the nominal one

- The permanent magnetic field supports the piece even in case of interruption
of current

- 380V - 50 Hz three-phase power supply

Supplied with:
- Use and maintenance manual
- Test certificate

ON-LINE
MANUAL
z z o
GR66 z g £e = e 8¢ 5o
Tech. Code Euro g § = § £ £ 5 g £ gé £ é =
S =
M80500300 | (2958,00) NEQ EP 300 300 164 164 420 166 x 166 23
M80500600 | (3855,00) NEQ EP 600 600 420 95 450 372x52 44
M80501000 | (4305,00) NEQ EP 1000 1.000 228 228 295 172x 172 77
M80500300 M80500600 M80501000
d
‘ i
Plate L x W max Max workload Plate L x W max Max waorkload Plate L x W max Max workload
Thickness (S) mm) (ko) Thickness (S) mm) (ka) Thickness (S) (mm) (ka)
{mm) g (mm) g (mm) g
=15 2000 x 1500 300 =15 4000 x 1000 600 =725 2000 x 1500 1000
10 2000 x 1500 280 10 3000 x 1000 350 15 2000 x 1500 600
2000 x 1500 200 8 2500 x 1000 300 10 2000 x 1500 300
2000 x 1500 140 6 2500 x 1000 200 8 2000 x 1500 200
1800 x 1500 70 4 2000 x 1000 100
|_19 M.70 == Indivisible package =% Suggested retail package - Unit price




BHANDUNGS BATTERY LIFTING MAGNETS EM

ITEM: M8060 ON-LINE
BM series battery lifting magnets. ! MANUAL

Features:

- Sturdy construction for heavy and large loads

- Suitable for lifting pieces with flat surfaces

- Lifting capacity three times higher than the nominal cne

Advantages:

- Compact design and easy to use

- The magnetic power remains absolutely unchanged over time

- Elimination of the risk of damaging the load with chains or other slings

- One operator is often sufficient to lift and handle loads that are also very bulky and heavy
- Lower lifting and handling times, thanks to the immediate "grip" of the load by the magnet
Supplied with:

- Use and maintenance manual -Test certificate - Battery charger - Remote control

> > 3
Z o = 5 £ &0
GRe6 z 2E 5 Ee g 25 =
B S>2 S 2 == = o 2 2
Tech. Code Euro 3 é 2 3 e 3 g $8 £ g
% 3 2 ar 235
= = =
M80601350 | (4605,00) BM 1350 1.350 2.700 12/35 272 x 242 60
M80602500 | (5360,00) BM 2500 2.500 5.000 160 400 x 242 72
M80603600 | (6125,00) BM 3600 3.600 7.200 12/75 1050 x 240 180
M80605000 | (6980,00) BM 5000 5.000 10.000 1200 x 300 203
Clean and Smoath plane surface Rusty and hot rolled surface Irregular and rough surface
M80601350 Piate A< 0,1 mm A=0,1+0,3 mm A=10,3+0,5mm
Thickness (S)
(mm) L x W max Workload L x W max Workload L x W max Workload
(mm) max (kg) (mm) max (kg) {mm) max (kg)
>38 1350 1900 x 1900 1160 1700 x 1700 900
25 950 890 770
2130 % 2130 1830 x 1520
19 660 1830 x 1830 580 500
13 370 340 1520 % 1520 290
X
MAXIMUM CAPACITY OF THE SURFACE REGARDING 10 1830 x 1520 180 1520 x 1520 160 150
THE DIMENSION OF THE COMPONENT TO BE LIFTED 6 1220 % 1220 90 1220x 1220 26 1220 x 1220 20
Clean and Smooth plane surface Rusty and hot rolled surface Irregular and rough surface
HlEtee Plate A <0,1 mm A =0,1-0.3 mm A =0,3:0,5mm
Thickness (S)
(mm) L x W max Workload L x W max Workload L x W max Workload
(mm) max (kg) (mm) max (kg) {mm) max (kg)
>50 2500 2100 1750
38 2400 x 2400 1850 2400 x 2100 1620 2100 x 2100 1350
25 1200 1130 950
19 2400 x 2100 800 2100 x 2100 700 2100 x 1800 610
13 1800 x 1800 370 1800 x 1800 360 1800 x 1800 330
MAXIMUM CAPACITY OF THE SURFACE REGARDING 10 1800 x 1500 250 1800 x 1500 200 1800 x 1500 180
THE DIMENSION OF THE COMPONENT TO BE LIFTED 6 1500 x 1200 110 1500 x 1200 100 1500 x 1200 90
Clean and Smooth plane surface Rusty and hot rolled surface Irregular and rough surface
LD Plate A<0,1 mm A =0,1-0.3 mm A =0,3:05mm
Thickness (S)
(mm) L x W max Workload L x W max Workload L x W max Workload
(mm) max (kg) (mm) max (kg) {mm) max (kg)
>25 6000 x 3000 3600 6000 x 2700 3270 4500 x 3000 2730
19 6600 x 2400 2430 6000 x 2400 2230 1960
4500 x 2400
13 5100 x 2400 1250 4800 x 2400 1180 1090
10 3900 x 2400 720 3600 x 2400 660 3300 x 2400 610
MAXIMUM CAPACITY OF THE SURFACE REGARDING 6 3600 x 1800 340 1800 x 3300 300 3300 % 1500 270
THE DIMENSION OF THE COMPONENT TO BE LIFTED 3 2400 x 1800 110 1800 x 2100 100 1800 x 1800 90
Clean and Smoath plane surface Rusty and hot rolled surface Irregular and rough surface
M80605000 Piate A< 0,1 mm A=0,1+0,3 mm A=10,3+0,5mm
Thickness (S)
(mm) L x W max Workload L x W max Woarkload L x W max Workload
(mm) max (kg) (mm) max (kg) {mm) max (kg)
>50 3600 x 3300 5000 4200 3500
38 3700 3300 x 3000 3240 3000 x 2700 2700
3300 x 3300
25 2400 2260 1900
19 3000 x 2700 1600 3000 x 2700 1400 2700 x 2700 1200
13 2700 x 2400 740 2700 x 2400 720 2700 x 2400 660
MAXIMUM CAPACITY OF THE SURFACE REGARDING 10 2100 x 2100 500 2100 x 2100 400 2100 x 2100 360
THE DIMENSION OF THE COMPONENT TO BE LIFTED 6 1800 x 1800 220 1800 x 1800 200 1800 x 1800 280
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BHANDUINGS BATTERY LIFTING MAGNETS BMP

ITEM: NEO-B " ON-LINE |
Battery powered magnets BMP series. MANUAL
Features:
- Sturdy construction for heavy and bulky loads
- The V-shaped magnetic plate makes them suitable for handling both flat parts
(sheets and bars) and rounded shapes (tubes and round bars)
- Lifting capacity three times higher than the nominal
Advantages: C E
- Compact design and easy to use
- The magnetic power remains absolutely unchanged over time
- Elimination of the risk of damaging the load with chains or other slings
- One operator is often sufficient to lift and handie bulky and heavy loads
- Lower lifting and handling times, thanks to the immediate "grip" of the load by the
magnet
Supplied with:
- Use and maintenance manual - Test certificate - Battery charger
- Remote controller
. €
5 3 ©
ks § = = é 2} S
GR66 3 = < g 2 28 o - z
= = o L o S = o 2 == T 2
Tech. Code Euro § §_¥ %‘x = =2 = 15 E) g £ E S %_)
8 153 2 1= 5 g
B < = = =
(=] ©
- 3
M80651800 | (5640,00) BMP 1800 1.800 1.100 3.600 610 470 x 242 19175 167
M80653600 | (6800,00) BMP 3600 3.600 2.200 7.200 760 x 262 420
Clean and Smooth plane surface Rusty and hot rolled surface Irregular and rough surface
LAHISSIERY Plate A<0,1mm A=0,120,3mm A=03+05mm
Thickness {S)
(mm) L x W max Workload L x W max Workload L x W max Workload
{mm) max (kg) {mm) max (kq) {mm) max {kg)
50 2000 x 2000 1800 1700 x 1500 1030 1500 x 1500 930
38 1900 x 1900 1130 1800 x 1500 930 1800 x 1500 850
25 2100 x 2100 1020 840 760
2100 x 1800
19 800 660 2100 x 1800 590
2400 x 2100
13 570 2100 x 2100 470 420
10 2100 x 2100 390 2100 x 1800 310 2100 x 1500 270
6 2000 x 2000 250 2000 x 1500 200 1800 x 1500 150
Clean and Smoath plane surface Rusty and hot rolled surface Irregular and rough surface
ALY Plate A< 0,1 mm A=0,1+0,3mm A=0,3:0,5mm
Thickness (S)
(mm) L x W max Workload L x W max Workload L x W max Workload
{mm) max (kg) {mm) max (kg) (mm) max (kg)
70 - 3600 - 3400 - 3200
40 2700 x 2700 2270 2400 x 2400 2440 2400 x 2100 2320
30 1730 1570 1420
20 3000 x 3000 1250 2700 x 2700 1140 2700 x 2400 1050
15 920 840 780
10 2700 x 2700 610 2700 x 2400 580 2400 x 2400 520
6 3000 x 2700 370 2700 x 2400 350 2700 x 2400 320
M80651800 - M80653600
Load type Web thickness Workload max (kg) Max. leght
diameter (mm) M80651800 M80653600 (mm)
25 840 1500
. : 20 680 1250
| bbeamst:dt 6000
y we 10 310 600
6 200 370
solid bar g25-150 - - 6000
@150-300 1130 1800 -
tubes / pipes 925-300 1130 1800 6000
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BHANBUNGS FIXED LIFTING MONOBEAMS WITH HOOKS

ITEM: M8110

Lifting bars with fixed hooks without welds

Features:

Central ring suspension and load hooks fixed on the edges

Supplied with:

Instruction manual for use and maintenance

ON-LINE
MANUAL

q

e

_ g g g . I
Tech. Code ‘éﬁfg g te S¢e S¢ gt Bie
M81101000A | (535,00) PBFA1-A 1,000 1.000 468 26
M81101000D | (705,00) PBFA1-D 1000 2,000 2.000 197 43
M81101000G | (860,00) PBFA1-G ' 3.025 3.000 59
M81101000J | (1055,00) PBFA1-J 4.025 4.000 535 93
M81102000A | (702,00) PBFB2-A 1.025 1.000 518 26
M81102000D | (747,00) PBFB2-D 2000 2,000 2.000 556 53
M81102000G | (1080,00) PBFB2-G ' 3,000 3.000 106
M81102000J | (1375,00) PBFB2-J 4,025 4.000 589 137
M81103000A | (608,00) PBFC3-A 1.025 1.000 596 33
M81103000D | (859,00) PBFC3-D 3,000 2.025 2.000 83
M81103000G | (1400,00) PBFC3-G ' 3.025 3.000 629 113
M81103000J | (1443,00) PBFC3-J 4.025 4.000 661 162
M81104000A | (877,00) PBFD4-A 1.025 1.000 649 52
M81104000D | (1038,00) PBFD4-D 4,000 2025 2.000 83
M81104000G | (1443,00) PBFD4-G ' 3.025 3.000 682 140
M81104000J | (1763,00) PBFD4-J 4.025 4.000 738 197
M81105000A | (1012,00) PBFE5-A 1.025 1.000 71 68
M81105000D | (1130,00) PBFE5-D 5.000 2.025 2.000 104
M81105000G | (1552,00) PBFE5-G 3.025 3.000 768 165
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BHANDUNGS ADJUSTABLE LIFTING MONOBEAMS
ITEM: M8120

Adjustable lifting beam without welds

Features:

- Central ring suspension and load hooks adjustable every 100 mm along the beam.

Supplied with:

- Instruction manual for operating use and maintenance.

ON-LINE
MANUAL

GR66 3 E g é’ £ =2
Tech. Code Euro E: %5‘” éé é_’é gé g3
M81201000A | (1015,00) PBMA1-A 600 - 1,000 600 - 1.000 468 26
M81201000D | (1100,00) PBMA1-D 1 000 1,000 - 2,000 1.000 - 2.000 157 43
M81201000G | (1329,00) PBMA1-G ’ 2,000 - 3,000 2.000 - 3.000 59
M81201000J | (1695,00) PBMA1-J 4025 3.000 - 4.000 535 93
M81202000A | (1206,00) PBMB2-A 1.025 600 - 1.000 518 26
M81202000D | (1236,00) PBMB2-D 2,000 1,000 - 2,000 1.000 - 2.000 556 53
M81202000G | (1792,00) PBMB2-G : 2,000 - 3,000 2.000 - 3.000 106
M81202000J | (2227,00) PBMB3-J 4,025 3.000 - 4.000 598 137
M81203000A | (869,00) PBMC3-A 1.025 600 - 1.000 565 33
M81203000D | (1496,00) PBMC3-D 3,000 1,000 - 2,000 1.000 - 2.000 83
M81203000G | (1830,00) PBMC3-G ' 3.025 2.000 - 3.000 629 113
M81203000J | (2319,00) PBMC3-J 4,025 3.000 - 4.000 661 162
M81204000A | (1704,00) PBMD4-A 1.025 600 - 1.000 649 52
M81204000D | (1484,00) PBMD4-D 4000 2.025 1.000 - 2.000 83
M81204000G | (2244,00) PBMD4-G : 2,000 - 3,000 2.000 - 3.000 682 140
M81204000J | (2513,00) PBMD4-J 4.025 3.000 - 4.000 738 197
M81205000A | (1966,00) PBME5-A 1.025 600 - 1.000 » 68
M81205000D | (1704,00) PBME5-D 5.000 2.025 1.000 - 2.000 104
M81205000G | (2292,00) PBMES-G 2,000 - 3,000 2.000 - 3.000 768 165

Hooks can be positioned every 100 mm.
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BHANDUNGS LIFTING CROSS MONOBEAMS FOR BIG BAGS

ITEM: M8130

Cross type lifting monobeams

Features:

- Central ring sospension, load hooks welded on the edges

Supplied with:

- Instruction manual for use and maintenance

ON-LINE
MANUAL

GRE6 e -9 g, g Eg
Tech. Code Euro kS % g % £ % £ gL
S 3 8
u u

M81301000A | (762,00) BCAT-A 1,000 1.000 707 55
M81301000C | (927,00) BCA1-C ) 1.500 1.060 65
M81302000A | (850,00) BCA2-A 9000 1.000 707 70
M81302000C | (999,00) BCA2-C ) 1.500 1.060 90
M81303000A | (958,00) BCA3-A 3.000 1.000 707 95
M81303000C | (1085,00) BCA3-C ) 1.500 1.060 115
M81304000A | (1158,00) BCA4-A 24000 1.000 707 110
M81304000C | (1312,00) BCA4-C ) 1.500 1.060 140
BIG BAGS

ITEM: P7012

Standard and homologated Big Bag with four lifting straps.

Tech. Code P701201 P701202 P7012U2

GR80 Euro (29,00) (31,50) (36,00)

A mm 900

B mm 900

C mm 1200

Capacity L 1000

Load capacity kg 1250 1500 1200

Form Skirt and closed bottom Skirt and lower discarge spout Closed bottom

Type approvat - UN 13H3Y

0~
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BHANDUNGS| BATTERY-POWERED LIFTERS

ITEM: M9005 ON-LINE
Battery powered lifters CB 150 model MANUAL

Features:

- 4 Pivoting wheels, the front ones featuring @ 100 mm with breaks and rear ones @ 75 mm
- Control panel with UP/DOWN commands ON/OFF button and charger attachment

- Lifting speed: UP without loads 83mm/s with lifting speed at full load 70mm/s

- Lowering speed DOWN without load 83mm/s lowering speed at full load 101mm/s

- Battery 24V / 16Ah

Advantages:
- The small size allows it to be used in confined spaces which are diffilcult to reach
Very comfortable and light can be used easily anywhere on any type of Industrial flooring

Supplied with:
- Use and maintenance Instruction manual

Tech. Code M9005150
GR66 Euro (2084,00)
Model CB 150
Load capacity kg 150
min/max leverage mm 130 - 1550
Qverall dimension mm 815 %480 x 1910
Distance between forks mm 330/520
Platform mm 460 x 520
Weight kg 58
Battery powered lifters CB 400 model MANUAL

Features:

- The lifting and lowering of the forks is done by means of a handy-push button panel located near the transit handie
- The lifting speed with full load is 80 mm / sec

- 2 pivot wheels, parking brake and front rollers

- Comfortable side handles integrated in the reduced size of the structure and central handle

- Removable platform above the forks to ease picking up operations

Advantages:
- The reduced overall dimensions allow it to be used in tight spaces that are difficult to reach
- Lightweight yet sturdy lift, with exceptional maneuverability and flexibility of use

Supplied with:
- Use and maintenance manual
Tech. Code M9006400
GR66 Euro (2678,00)
Model CB 400
Load capacity kg 400
min/max leverage mm 85 -1200
Qverall dimension mm 1100 x 600 x 1425
Dimension single fork mm 650 x 110 x 50
Distance between forks mm 320
Platform mm 650 x 550
Weight kg 125
Related products

COWHIDE GRAIN LEATHER GLOVES

Tech. Code Size EU size

K21007 M 7

K21008 L 8

K21009 XL 9

K210010 XXL 10

Product available in index K
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aHanbunes MANUAL LIFTERS

ITEM: M9002
Manual lifters CM model.

Features:

ON-LINE
MANUAL

- The lifting of the forks is done by a manual foot pump and the descent is regulated by a special lever
- 2 pivoting wheels, parking brake and front rollers
- Comfortable side handles integrated in the reduced size of the structure and central handle
- Removable platform above the forks to ease picking operations

Advantages:

- The reduced overall dimensions allow it to be used in tight spaces that are difficult to reach
- Lightweight yet sturdy lift, with exceptional maneuverability and flexibility of use

Supplied with:
- Use and maintenance manual

Tech. Code M90021200 M90021500
GR66 Euro (1103,00) (1313,00)
Model CM 1200 CM 1500
Load capacity kg 400
min/max leverage mm 85-1200 85-1500
Overall dimension mm 1035 x 600 x 1425 1035 x 600 x 1625
Dimension single fork mm 650 x 110 x 50
Distance between forks mm 320
Platform mm 650 x 550
Weight kg 81 | 90

SHanBUNES MANUAL LIFTERS WITH FIXED FORKS

ITEM: M9007

Manual lifters with fixed forks EM model

Features:

ON-LINE
MANUAL

- The lifting of the forks is done by a manual pump, while the descent is regulated by the lever on the rudder
- Reinforced frame to ensure maximum safety even when used at full load
- 2 pivoting wheels, parking brake and polyurethane front rollers

Advantages:

- Great ease of maneuvering and positioning of the trolley thanks to the comfortable side handles
- Light yet sturdy, with exceptional maneuverability and flexibility of use

Supplied with:
- Use and maintenance manual

Tech. Code M900705001600 M900710001600 M900710003000
GR66 Euro (1208,00) (1460,00) (2342,00)
Model EM 500/1600 EM 1000/1600 EM 1000/3000
Load capacity kg 500 1000
min/max leverage mm 90 - 1600 85 - 3000
Overall dimension mm 1560 x 700 x 2000 1668 x 740 x 2060
Dimension single fork mm 1050 x 150 x 50 | 1140 x 160 x 55
Distance between forks mm 350
Weight kg 145 | 230 | 310

SHANBUINGS BATTERY-POWERED LIFTERS WITH FIXED FORKS

ITEM: M9009

Battery powered lifters EB model

Features:

- Reinforced frame to ensure maximum safety even when used at full load
- 2 pivoting wheels, parking brake and polyurethane front rollers

Advantages:

ON-LINE
MANUAL

- Lifting takes place via the up and down commands located on the dashboard, where there is also the emergency button

- Great ease of maneuvering and positioning of the trolley thanks to the ergonomic rudder and the comfortable side

handies

- Light and at the same time robust, with exceptional maneuverability and flexibility of use

Supplied with:
- Use and maintenance manual

Tech. Code M900910001600 M900910003000
GR66 Euro (4326,00) (4673,00)
Model EB 1000/1600 EB 1000/3000
Load capacity kg 1000
min/max leverage mm 85 - 1600 85 - 3000
Qverall dimension mm 1750 x 800 x 2020 1750 x 800 x 2080
Dimension single fork mm 1140 x 180 x 55
Distance between forks mm 350
Weight kg 300 | 466

<> |ndivisible package

= Suggested retail package - Unit price
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aHanbunes MANUAL PIVOTING CRANES 360° WITH BALLAST

Features: MANUAL
- Lifting with manual dual delivery pump that provides quick lifting —

- Pivoting wheels high flow control valves with high smoothness with bumper supports and parking brakes
- Revalving at 360°

- Revolving jib extendible in 4 positions

- Load down regulated by handwheel built into the pump

Advantages: Supplied with:
- Suitable for front loading and direct feed - Instruction manual
- It reduces operator labour thanks to the increased - Ballast in concrete
pump size - Additional arm extensions on request

- Extremely versatile thanks to its reduced size that
permits it to reach tight spaces

Tech. Code M9310200 M9310600 M9325PRL
GR66 Euro (3587,00) (3213,00) (294,00)
Capacity Kg 200-170-150-130 500 - 420 - 370 - 320 Optional extension
Cantilever mm 455 - 590 - 725 - 860 -
A max mm 2517 -
Capacity with extension Kg 92-85-78-71 | 220-200-180-160 -
Cantilever with extension mm 955 -1090 - 1225 - 1360 -
A max with extension mm 2804 -
Weight with ballast Kg 390 | 608 -
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EHanbuNGS ELECTRIC PIVOTING CRANES 360° WITH BALLAST WITH MANUAL JIB EXTENSION

Features: MANUAL
- Electrical lifting through a key pad maneuvering the ascent and descent of the arm —

- Pivoting wheels high flow control valves with high smoothness with bumper supports and parking brakes
- Revolving at 360°

- Revolving jib extendible in 4 positions

- Load down regulated by handwheel built into the pump

Supplied with:
Advantages: - Instruction manual of use and maintenance
- Suitable for front loading and direct feed - 12V battery and battery charger of high frequency
- Extremely versatile thanks to its reduced size that - Ballast in concrete
permits it to reach tight spaces - Additional arm extension on request
Tech. Code M9320200 M9320600 M9320DIS M9320BAT M9325PRL
GR66 Euro (5045,00) (5156,00) (945,00) (247,00) (294,00)
Load capacity Kg| 200 - 170 - 150 - 130 | 500 - 420 - 370 - 320 | Progressive descent Battery Optional extension
Cantilever mm 455 - 590 - 725 - 860 -
A max mm 2517 -
Capacity with extension Kg| 92-85-78-71 | 220-200 - 180 - 160 -
Cantilever with extension mm 955 - 1090 - 1225 - 1360 -
A max with extension mm 2804 -
Weight with ballast Kg 430 | 650 -
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BHanbunNes ELECTRIC PIVOTING CRANES 360° WITH ELECTRIC JIB EXTENSION
ITEM: M9321

! ON-LINE
Features: — MANUAL

- Lifting and electrical extension through convenient joystick maneuvering the ascent,
the descent and the extension of the arm
- High flow castor wheels with high smoothness with bumper supports and parking brakes
- Revolving at 360°
- Extendable lifting arm in a continous manner over the entire length
- Load down regulated by handwheel built into the pump

Advantages: Supplied with:

- Suitable for front loading and direct feed - Instruction manual of use and maintenance

- Extremely versatile thanks to its compact dimension - 12 V battery high frequency battery charger
that permits it to reach tight spaces - Ballast in concrete

- An additional extension jib is available on request

Tech. Code M9321200 M9321500 M9320BAT M9325PRL

GR66 Euro (7151,00) (7256,00) (247,00) (294,00)
Load capacity Kg 200-130 500 - 320 Battery Opticnal extension
Cantilever mm 485 - 885 -

Amax mm 2554 -

Capacity with extension Kg 92-71 | 220-160 -

Cantilever with extension mm 930 -1330 -

A max with extension mm 2800 -

Weight with ballast Kg 440 | 660 -

e

NEW Related products
WORKS SAFETY SHOES
Tech. Code EU size US size
K120042 42 9
K120043 43 10
K120044 44 10,5
K120045 45 1

The products are available in chapter K
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ITEM: M9312
Features:

BHanouNGS MANUAL CANTILEVER CRANES WITH BALLAST

- Double acting lifting pump which enables quick lifting

- The base crane is equipped with 2 fixed wheels and 2 steering wheels connected to the steering wheel position, to allow

extreme maneuerability
- 4 way extendable jib

- Load down regulator built into the pump

Advantages:

- Suitable for front loading and direct feed
- It reduces operator labour thanks to the increased

pump size

Supplied with:
- Instruction manual of use and maintenance
- Ballast in concrete

-

- Arm extension supplement on request

- Extremely versatile thanks to its reduced size that

permits it to reach tight spaces

ON-LINE

MANUAL

Tech. Code M93121000 M9312PRL
GR66 Euro (4883,00) (389,00)
Capacity Kg 1000 - 835 - 670 - 500 Extension
Cantilever mm 650 - 850 - 1050 - 1250 -
Amax mm 2681 -
Capacity with extension Kg 450 -390 - 325- 275 -
Cantilever with extension mm 1400 - 1600 - 1800 - 2000 -
A max with extension mm 3119 -
Weight with ballast Kg 1200 -
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BHAnBUNGS ELECTRIC CANTILEVER CRANES WITH BALLAST

ITEM: M9322
Features:

- Electrical lifting through push button maneuvering command for ascent and descent of the arm
- Equipped with 2 fixed wheels and 2 steering wheels which allow an extreme maneuvability even at full load

- 4 way extendable jib

Advantages:

- Suitable for front loading and direct feed

- Extremeley versatile thanks to its compact dimension that

permits it to reach tight spac

eS

Supplied with:
- Instruction manual of use and mainenance
- 12 V battery - high frequency battery charger

- Ballast in concrete
- Arm extension supplement on request

-

ON-LINE

]

* Installable only when ordering.

MANUAL

Tech. Code M93221000 M9320DIS M9320BAT M9312PRL
GR66 Euro (6353,00) (945,00) (247,00) (389,00)
Load capacity Kg| 1000 -835-670 - 500 Progressive descent Battery Extension
Cantilever mm| 650 -850 - 1050 - 1250 -
A max mm 2681 -
Capacity with extension Kg| 450-390-325-275 -
Cantilever with extension mm| 1400 - 1600 - 1800 - 2000 -
Amax with extension mm 3119 -
Weight with ballast Kg 1250 -
|3 i
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BHanbunNeS ELECTRIC CANTILEVER CRANES WITH BALLAST WITH ELECTRIC JIB EXTENSION

ITEM: M9323 | ON-LINE |
Features: | MANUAL pm——
- Electrical lifting through push button maneuvering command for ascent and descent of the arm -

- Equipped with 2 fixed wheels and 2 steering wheels which allow an extreme maneuvability even at full load 5
- Extendable lifting arm in a continous manner over the entire length

\
L
Advantages: Supplied with: E
- Suitable for front loading and direct feed - Instruction manual of use and mainenance
- Extremeley versatile thanks to its compact dimension that - 12 V battery - high frequency battery charger — oM
permits it to reach tight spaces - Ballast in concrete '

- Arm extension supplement on request

Tech. Code M93231000 M9320BAT M9312PRL
GR66 Euro (9293,00) (247,00) (389,00)
Load capacity Kg 1000 - 500 Battery Extension
Cantilever mm 650 - 1250 -
Amax mm 2681 -
Capacity with extension Kg 450 - 275 -
Cantilever with extension mm 1400 - 2000 -
A max with extension mm 3119 -
Weight with ballast Kg 1250 -

3 | |

il 805

Related products
GLOVES IN CONTINUOUS POLYESTER WIRE POLYURETHANE COATED

Tech. Code Size EU size
K23107 M 7
K23108 L 8
K23109 XL 9

The products are available in chapter K
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BHanbuNGS MOBILE ELEVATING PLATFORMS

ITEM: M9210 " ON-LINE |
Features: MANUAL
- Solid steel painted structure -
- Foat pump with pump cylinder and piston rod of hard chrome
- 2 fixed wheels - 2 swivel wheels with brake
- Manual lowering lever control
Supplied with:
- Instruction manual of use and maintenance
Tech. Code M9210500 M9210500L M92101000 M92101000L
GR66 Euro (630,00) (998,00) (1036,00) (1748,00)
Load capacity Kg 500 1000
Platform mm 815 x 500 1600 x 810 1.016 x 510 2035 x 750
Min- Max height mm 290 - 870 286 -915 380-990 350 - 1360
Weight Kg 84 154 122 198
BrHanounes MOBILE ELEVATING PLATFORMS
ITEM: M9220 " ON-LINE |
Features: MANUAL
- Solid steel painted structure —
- Foot pump with pump and cylinder and piston rod of hard chrome
- 2 fixed wheels - 2 swivel wheels with brake
- Manual lowering lever control
Supplied with:
- Instruction manual of use and maintenance
Tech. Code M9220350 M9225700
GR66 Euro (698,00) (1365,00)
Load capacity Kg 350 700
Platform mm 905 x 512 1220 x 610
Min- Max height mm 370-1300 445 - 1500
Weight Kg 13 195
BrAanounGs| MOBILE ELEVATING PLATFORMS WITH ROLLERS
Features: MANUAL
- Solid steel painted structure -
- Foot pump with pump cylinder and piston rod of hard chrome
- 2 fixed wheels - 2 swivel wheels with brake
- Manual lowering lever control
- Roller with mechanical stops on both ends to move loads easily along the table
Supplied with:
- Instruction manual of use and maintenance
Tech. Code M92500500 M92500750
GR66 Euro (1071,00) (1733,00)
Load capacity Kg 500 750
Platform mm 815 x 500 1100 x 510
Min- Max height mm 350 - 930 480 - 1050
Weight Kg 100 139
EranounGS| MOBILE ELEVATING PLATFORMS WITH ROLLERS
ITEM: M9255 " ON-LINE |
Features: MANUAL

- Solid steel painted structure

- Foot pump with pump cylinder and piston rod of hard chrome
- 2 fixed wheels - 2 swivel wheels with brake

- Manual lowering lever control

- Roller with mechanical stops on both ends to move loads easily along the table

Supplied with:
- Instruction manual of use and maintenance

Tech. Code M9255350 M9255700
GR66 Euro (1097,00) (1943,00)
Capacity Kg 350 700
Platform mm 905 x 512 1220 x 610
Min-max height mm 420 - 1350 495 - 1550
Weight Kg 127 205
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BHANDUNGS| ELECTRIC ELEVATING PLATFORMS

ITEM: M9230
Features:
- Solid steel painted structure

- Operations of up and down are activated through the relevant buttons

- An excess flow valve controls the speed of descent of different loads

Supplied with:

- Instruction manual of use and maintenance
- Perimeter protection placed under the lifting platform, if during descent there are impediments the table is stopped

ON-LINE
MANUAL

Tech. Code M92300500 M92301000 M92302000 M92303000
GR66 Euro (2226,00) (2520,00) (2861,00) (3329,00)
Load capacity Kg 500 1000 2000 3000
Lifting time Sec. 15 25 40 26
Load upward speed mm/s 55 40 22 30
Load downward speed mm/s 40 35 33 40
Electric motor kW 0,75 three - phase
Dimensions mm 800 x 1.300
Min- Max height mm 190 - 1010 220-1020
Weight Kg 160 220 | 280 320
ITEM: M9235

Features:
- Solid steel painted structure

- Operations of up and down are activated through the relevant buttons

- An excess flow valve controls the speed of descent of different loads

Supplied with:

- Instruction manual of use and maintenance
- Perimeter protection placed under the lifting platform, if during descent there are impediments the table is stopped

ON-LINE
MANUAL

Tech. Code M92351000
GR66 Euro (2783,00)
Load capacity kg 1000
Lifting time SEc. 18
Load upward speed mm/s 42
Load downward speed mm/s 48
Electric motor kW 0,75
Dimensions mm 1140 x 1450
Min- Max height mm 80 - 840
Weight Kg 250

BHANDUNGS MOBILE ELECTRIC ELEVATING PLATFORMS

ITEM: M9240
Features:
- Solid steel painted structure

- Operations of up and down are activated through the relevant buttons

- An excess flow valve controls the speed of descent of different loads

ON-LINE
MANUAL

Supplied with:
- Instruction manual of use and maintenance

Tech. Code M92400500
GR66 Euro (2709,00)
Load capacity kg 500
Lifting time mm 1010 x 520
Min - Max height mm 440-1025
Weight kg 157

Versions with roliers available on request.

@HANDUNGS| MOBILE ELECTRIC ELEVATING PLATFORMS

ITEM: M9245
Features:
- Solid steel painted structure

- Operations of up and down are activated through the relevant buttons

- An excess flow valve controls the speed of descent of different loads

ON-LINE
MANUAL

Supplied with:
- Instruction manual of use and maintenance

Tech. Code M92450350
GR66 Euro (2751,00)
Load capacity kg 350
Lifting time mm 910 x 500
Min - Max height mm 370-1300
Weight kg 142

Versions with rollers available on request.
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BHANDUNGS| HAND PALLET TRUCKS

ITEM: M9008

Features:
- Sturdy painted steel structure

o

- Switch lever featuring good ergonomic grip for easy operation. 3-position control: down - neutral - up.
- Cast iron wheels, thermoplastic polymer coating.

Supplied with:
- Instruction manual of use and maintenance
- Handlebar is delivered as not assembled.

ON-LINE

MANUAL

Tech. Code M9008250080 M90082000200
GR66 Euro (488,00) (751,00)
Load capacity Kg 2500 2000
Fork Dimension mm 800 x 520 2000 x 540
Total length mm 1200 2400
Lift H mm 85-200
Steering angle 220°
Total height mm 1230
Rolls dimensions mm 82 x 99 single
Weight Kg 62 | 120
ITEM: M9010 | ON-LINE |

Features:

- Sturdy painted steel structure
- Switch lever featuring good ergonomic grip for easy operation. 3-position control: down - neutral - up.
- Cast iron wheels, thermoplastic polymer coating.

-

Supplied with:
- Instruction manual of use and maintenance
-Handlebar is delivered as not assembled.

MANUAL

Tech. Code M90102500
GR66 Euro 395,00
Load capacity Kg 2500
Forks mm 1.150 x 520
Total length mm 1550
LiftH mm 85 -200
Steering angle 220°
Total height mm 1230
Rolls dimensions mm 82 x 70 double
Weight Kg 72

BHANDUNGS SCALE PALLET TRUCKS

ITEM: M9114 " ON-LINE |
Features: MANUAL

- Stainless steel, oven-fire painted structure
- Switch level featuring good ergnomic grip for easy operation, 3 position control: down - neutral - up

- steering wheels and double loading polyurethane rollers.

- 4 shear-beam aluminum-based load celis

- 25 mm, backiit LCD display, 6 high-contrast digits which are clearly visible even in poor lighting conditions

- Waterproof membrane keyboard with 5 functional, easy to use and intuitive keys

- Configuration, calibration and diagnostics from keyboard

- Power supply through 4 AA-type battery set, also rechargeable

- Operating time is of 40 hours of continuous use

- Programmable auto switch-off function, battery level indication

- High resolution weighing x 10

- Function of zeroing, tare, net/gross, Ib/kg conversion, accumulation, formulation +/- checkweighing, counting. High

g

|

Y-

resolution weighing. Net/gross or Ib/kg conversion. Multiple weights total function. Percentage weighing. Pieces counting.

Supplied with:

- Instruction manual of use and maintenance

Tech. Code M91142000
GR66 Euro (1512,00)
Capacity Kg 2000
Precision Kg +-4
Fork Dimension mm 1150 x 550
Lift H mm 83-200
Rolls dimensions mm 74 x 70 double
Weight Kg 127
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BHANDUINGS SCALE PALLET TRUCKS WITH PRINTER

ITEM: M9115 ON-LINE |
Features: | MANUAL

- Solid structure in steel and oven-fire painted mechanics

- Switch lever feauturing good ergnomic grip, for easy operation, 3 position contral down - neutral - up

- Steering wheels and double loading polyurethane rollers.

- 4 shear-beam, IP67-protection load cells

- Weight indicator in IP65 stainless steel water proof case, resistant to harsh and corrosive environments.

- 25 mm, backlit LCD display, clearly visible even in poor lighting conditions.

- Waterproof membrane keyboard with 17 functional, easy to use and intuitive keys

- Configuration, calibration and diagnostics from keyboard

- Power supply through extractable rechargeable battery

- Operating time is of about 80 hours of continuous use or one month with the typical non continuous use thanks
to its programmable auto switch-off function

- Function of zeroing, tare, net/gross, Ib/kg conversion, accumulation, percentage weighing, counting

- Max resolution of 1.500.000 divisions

Supplied with:

- Instruction manual of use and maintenance

- Equipped with 20V//50Hz battery charger (recharging time is about 8 hours).

- Configurable RS23332/C port for connection to a printer. PC, modem radio or portable terminal.
- Fitted with thermal printer with IR input for remote control management

- On request CE-M approval for weighing for leagal use

Tech. Code M91152000
GR66 Euro (2651,00)
Capacity Kg 2000
Precision Kg +-2
Fork Dimension mm 1150 x 550
Lift H mm 85-200
Roils dimensions mm 74 x 70 double
Weight Kg 127

BHanouNGS MANUAL LIFT PALLET TRUCKS

ITEM: M9125 | ON-LINE |
Features: ‘ MANUAL

- Solid steel painted structure
- Switch lever 3 position control up- neutral - down faor easy operations
- Equipped with a pump with 2 automatic speeds
- Fast mode: lifts up to 200 Kg loads 800 mm from ground level in 20 cycles.
Slow mode: lifts 800 mm from ground level in 55 cycles
- Designed to increase the productivity thanks to the possibility of moving the weight up to a height of 250 mm
- Suitable for upload presses, cutters, conveyor assembly lines etc.

Supplied with:
- Instruction manual of use and maintenance

Tech. Code M91251000
GR66 Euro (945,00)
Capacity Kg 1000
Fork Dimension mm 1140 x 520
Lift H mm 800
Min clearance fromground ~ mm 80 - 250
Total length mm 1540
Rolls dimensions mm 78 x 60
Weight Kg 127

BHanounes ELECTRIC LIFT PALLET TRUCKS

ITEM: M9135 ON-LINE |
Features: | MANUAL

- Solid steel painted structure

- Switch lever 3 position control up- neutral - down for easy operations

- Designed to increase the productivity thanks to the possibility of moving the weight up to a height of 250 mm
- Suitable for upload presses, cutters, conveyor assembly lines etc.

Supplied with:
- Instruction manual of use and maintenance
- 12 V battery and standard battery charger

Tech. Code M91351000
GR66 Euro (2730,00)
Capacity Kg 1000
Fork Dimension mm 1170 x 570
Lift H mm 800
Min clearance from ground ~ mm 85 - 250
Total length mm 1570
Motor 0,58KW - 12V
Battery 12V - 52Ah
Rolls dimensions mm 78 x 60
Weight Kg 127

== |ndivisible package =& Suggested retail package - Unit price
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BHANDUNGS HYDRAULIC CRANES-LIGHT SERIES

Features: MANUAL
- Two speed hydraulic pump —
- Lateral tie rods
- Overload valve
- Extentable arm in 4 working positions
- Fixed front wheels, pivoting rear wheels
Supplied with:
- Instruction manual for use and maintenance

Tech. Code M9352500 M93521000 M93521500 M93522000
GR66 Euro (814,00) (1124,00) (1901,00) (2111,00)
Max capacity Kg 500 1000 1500 2000
Variable capacity Kg| 500-400/350-250 1000 - 800 / 600 - 300 1500 -1200/800-500 | 2000 -1500/1200 - 700
A mm 1040 - 1350 1210 - 1510 1370 - 1820 1470 - 1920
B mm 2160 - 2360 2100 - 2250 2750 - 3100 2800 - 3145
C mm 885 1060 1050 1200
D mm 665 750 1000 1150
E mm 1260 1520 1800 2000
Weight Kg 77 95 171 211
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EHANBUNES FOLDABLE HYDRAULIC CRANES
Features: MANUAL

- Steel frame-Fold-away elements
- Two speed hydraulic pump

- Overload valve

- Extenable arm in 4 working positons
- four wheels-two fixed, two pivoting rear wheels

Supplied with:
- Instruction manual of use and maintenance

Tech. Code M9362500 M93621000
GR66 Euro (872,00) (1208,00)
Max capacity Kg 500 1000
Variable capacity Kg 500 - 400 - 300 -250 1000 - 800 - 600 - 300
A mm 1010 - 1320 1000 - 1300
B mm 2040 - 2190 2240 - 2420
C mm 860 1000
Weight Kg 83 99

]

1550

L19 m.s6

== Indivisible package

== Suggested retail package - Unit price




BHANDUNGS| FOLDABLE HYDRAULIC CRANES WITH LOW PROFILE LEGS

ITEM: M9363 ON-LINE
Features: MANUAL

- Steel frame-Fold-away elements

-Two speed hydraulic pump

- Lateral tie rods

- Overload valve

- Extenable are with 4 working positions

- four wheels-two fixed, two pivoting rear wheels

Supplied with:
- Instruction manual of use and maintenance

Tech. Code M9363500
GR66 Euro (1029,00)
Max capacity Kg 500
Variable capacity Kg 500 - 400 - 350 - 250
Lowered model mm 80
A mm 1010 - 1320
B mm 1990 - 2140
C mm 860
Weight Kg 87

g
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Related products
POWER JACKETS
Tech. Code Size Size EU
K0910M M 48/50
K0g10L L 52
K0910XL XL 54156

The products are available in chapter K
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BHANDUNGS APPROVED TRESTLES

ITEM: M8100

To further comply with the strict and specific workplace safety rules, we introduce our trestle
equipment range in steel designed for static suspended product handling.
A safe and highly reliable tool for the industry production sectors.

Supplied with:

- Related approval and loading capacity certification.

Tech. Code GR66 Load capacity Length A Width C Height B Weight
Euro kg mm mm mm kg
M8100200 (364,00) 200 1100 830 215
M8100500 (411,00) 500 1200 600 850 28
M81001000 | (536,00) 1000 1500 900 59
M81002000 | (676,00) 2000 65
aHANDUNGS| STOPBAR DEVICE FOR TRESTLES
ITEM: M8104
Stopbar device for round pieces, for trestles.
Tech. Code GR66 For trestles with load capacities of
Euro kg
M81041000 (65,00) 1000
M81042000 (65,00) 2000
Individually sold.
HYDRAULIC BOTTLE JACKS
ITEM: M9365
Features:
- Steel structure - strong resistance
- High stability support base
- Overload protection vatve
Supplied with:
Instruction manual for use and maintenance A
Tech. Code M93653 M93655 M936510 M936520 M936530
GR66 Euro 72,00 83,00 111,00 205,00 295,00
Load capacity kg 3000 5000 10000 20000 30000
A mm 325 485 515 575 585
B mm 200 220 240 285 295
C mm 125 140 150 165
D mm - 125
E mm 120 x 120 140 x 140 170 x 170 225x 183
F mm 40 50 60 65
|_19 M.88 == Indivisible package =& Suggested retail package - Unit price




MECHANICAL RACK AND PINION JACK FOR INDUSTRIAL HANDLING

ITEM: M9375

Mechanical rack and pinion jack

Features:

- Casing made of sheet steel, pinions and forged and molded gears
- The toothing of the rack is milled

Advantages:

- The crank, with friction locking device and double spring catcher, allows to hold the load at any distance from the ground

Supplied with:

- Use and maintenance manual

Tech. Code M93751 M93753 M93755 M937510 M937516 M937520
GR66 Euro (246,00) (345,00) (495,00) (720,00) (1370,00) (1840,00)
Head flow rate t 15 3 5 10 16 20
Foot flow rate t 15 3 5 10 11,2 14
Max.force daN 30 35 40 58 73 80
Min height mm 70 80 100 160 150
Raised positon mm 300 355 345 390 320 300
A mm 81 83 108 124 135
B mm 100 130 140 200 240
C min mm 600 735 800 900 960
D min mm 70 80 100 160 150
E mm 55 80 71 86 75 80
F mm 46 45 68 76 85
G mm 110 138 170 230 | 270
H mm 225 249 300 400
K mm 147 168 190 250 270 300
R mm 119 129 146 168 220 240
T mm 113 130 239 280
Weight Kg 18 20 | 28 46 65 90

HYDRAULIC JACK FOR INDUSTRIAL HANDLING

ITEM: M9376
Hydraulic Jack
Features:
- Sheet steel casing
- Extendable handle to facilitate transpart
Advantages:
- Load evenly distributed both on the head and on the foot
- Possibility to rotate 360° on the axis
Supplied with:
- Use and maintenance manual

Tech. Code M93765 M937610 M937625
GR66 Euro (900,00) (1125,00) (3570,00)
Load capacity t 5 10 25
Max.force daN 38
Min height mm 20 28 58
Raised positon mm 205 230 215
a mm 368 420 505
b mm 740 745 1305
cxd mm 140 x 213 170 x 205 210 x 420
e mm 93 x93 103 x 103 155 x 155
F mm 25 30 58
g mm 205 230 215
Weight Kg 20 28 109
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BRAKE PADS WITH POLYURETHANE WHEELS

ITEM: M9377

Brake pads with polyurethane wheels

Features:

- Designed to handle heavy and rigid loads manuall
- Steering guide with swivel plate on ball bearings

Advantages:

- Increased resistance to impact and micro-roughness of the ground

- Modular elements based on needs

Supplied with:

Use and maintenance manual

3

Tech. Code GR66 Model Load capacity Height External dimension Support dimension Weight
Euro t mm mm mm kg
M9377G4 (295,00) 4-wheel steering guide 4 230 x 297 145 x 180 14
M9377G8 (865,00) 8-wheel steering guide 8 530 x 640 400 x 220 50
M9377P2 (136,00) 2-wheel brake pad 2 10 106 x 308 270 x 106 5
M9377P4 (275,00) 4-wheel brake pad 4 232 x 308 270 x 232 i
M9377P6 (395,00) 6- wheel brake pad 6 348 x 308 270 x 348 25
BRAKE PADS WITH NYLON WHEELS
NEW
ITEM: M9378
Brake pads with nylon wheels
Features:
- Designed to handle heavy and rigid loads manually- Steering guide with swivel plate
on ball bearings
Advantages:
- Greater smoothness, suitable for smooth and clean floors
- Modular elements based on needs
Supplied with:
- Use and maintenance manual
’
[ ]
Tech. Code GR66 Model Load capacity Height External dimension Support dimension Weight
Euro t mm mm mm kg
M9378G4 (265,00) 4-wheel steering guide 4 230x 297 145x 180 14
M9378G8 (755,00) 8-wheel steering guide 6 530 x 640 400 x 220 50
M9378P2 (118,00) 2-wheel brake pad 2 10 106 x 308 270 x 106 5
M9378P4 (240,00) 4-wheel brake pad 4 232 x 308 270x 232 11
M9378P6 (320,00) 6- wheel brake pad 6 348 x 308 270x 348 25
COMBINATION EXAMPLES
Load capacity Steering guide Roller wheels
T T n°xT
8 2x2
12 2x4 P =™
14 2x4 i
~
18 2x6 = iy
20 2x6
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