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A

A.1

UTENSILI INTEGRALI DA TAGLIO A
2 - 22
A0

Foratura in MD

23 - 61
A1

Foratura in HSS

62 - 115
A2

Filettatura

116 - 117
A3

Filettatura
per interpolazione

118 - 191
A4

Fresatura in MD

192 - 205
A5

Fresatura in HSS

206 - 223
A6

Alesatura
Svasatura
Lamatura

224 - 245
A7

Lame a nastro
Lame circolari

A.1

SOLID CUTTING TOOLS

Solid carbide
drills

HSS drills

Threading taps

Threading mills

Solid carbide
end mills

HSS end mills

Boring
Countersinking

Facing

Band saw blades
Circular saw blades



A.2

A
Descrizione Contenuto

Resistenza
RM (MPa)

Durezza Codice materiale

P

Acciai a basso contenuto di carbonio, a truciolo lungo C<0,25% < 530 - -

Acciai a basso contenuto di carbonio, a truciolo corto,
ad alta lavorabilità

C<0,25% < 530 - C15, Ck22, ST37-2, S235JR, 9SMnPb28, GS38

Acciai a medio e alto contenuto di carbonio C<0,25% < 530 < 25 HRC ST52, S355JR, C35, GS60, Cf53

Acciai legati e acciai per utensili C<0,25% 600 - 850 < 35 HRC 16MnCr5, Ck45, 21CrMoV5-7, 38SMn28

Acciai legati e acciai per utensili C<0,25% 850 - 1400 35 - 48 HRC
100Cr6, 30CrNiMo8, 42CrMo4, C70W2, S6525,

X120Mn12

Acciai inossidabili ferritici, martensitici e ad
indurimento per precipitazione (PH)

- 600 - 900 < 35 HRC
100Cr6, 30CrNiMo8, 42CrMo4, C70W2, S6525,

X120Mn12

Acciai inossidabili ferritici, martensitici e ad
indurimento per precipitazione ad alta resistenza

- 900 - 1350 35 - 48 HRC X102CrMo17, G-X120Cr29

M

Acciaio inossidabile austenitico - < 600 -
X5CrNi 18 10, X2CrNiMb 17 13 2, G-X25CrNiSi 18 9,

X15CrNiSi 20 12

Acciai austenitici ad alta resistenza e acciai
inossidabili fusi

- 600 - 800 -
X2CrNiMo 13 4, X5NiCr 32 21, X5CrNiNb 18 10,

G-X15CrNi 25-20

Acciaio inossidabile duplex - < 800 -
X8CrNiMo 27 5, X2CrNiMoN22 5 3, X20CrNiSi25 4,

G-X40CrNiS27 4

K

Ghisa grigia - 125 - 500 125 - 500 HRB GG15, GG25, GG30, GG40, GTW40

Ghise duttili (modulari) a bassa-media resistenza e
ghise a grafite compatta (CGI)

- < 600 < 600 HRB GGG40, GTS35

Ghise duttili ad alta resistenza e ghisa duttile
austemperata (ADI)

- > 600 > 600 HRB GGG60, GTW55, GTS65

N

Alluminio lavorato - - -
AlMg1, Al99.5, AlCuMg1, AlCuBiPb, AlMgSi1,

AlMgSiPb

Leghe di alluminio a basso contenuto di silicio e
leghe di magnesio

Si < 12,2% - - GAlSCu4, GDAlSi10Mg

Leghe di alluminio a basso contenuto di silicio e
leghe di magnesio

Si > 12,2% - - G-ALSi12, G-AlSi17Cu4, G-AlSi21CuNiMg

A base di rame, ottone e zinco con indice di
lavorabilità di 70 - 100

- - - CuZn40, Ms60, G-CuSn5ZnPb, CuZn37, CuSi3Mn

Nylon, materie plastiche, gomme, fenoli, resine, fibra
di vetro

- - - Lexan®, Hostalen™, polistirene, Makralon®

Materiali compositi in carbonio e grafite, CFRP - - - CFK, GFK

Composti a matrice metallica - - - -

S

Leghe a base di ferro, resistenti al calore - 500 - 1200 -
X1NiCrMoCu32 28 7, X12NiCrSi36 16, X5NiCrAlTi31

20, X40CoCr

Leghe a base di cobalto, resistenti al calore - 1000 - 1450 - Haynes® 188, Stelite® 6, 21, 31

Leghe a base di nichel, resistenti al calore - 600 - 1700 -
INCONEL® 690, INCONEL® 625, Hastelloy®, Nimonic®

75

Titanio e leghe di titanio - 900 - 1600 - Ti1, TiAl5Sn2, TiAl6V4, TiAl4Mo4Sn2

H

Materiali temprati - - 44 - 48 HRC
GX260NiCr42, GX330NiCr42, GX300CrNiSi952,

GX300CrMo153, Hardox® 400

Materiali temprati - - 48 - 55 HRC -

Materiali temprati - - 56 - 60 HRC -

Materiali temprati - - > 60 HRC -

TABELLA MATERIALI

A.2

Description Content
Resistance
RM (MPa)

Hardness Material code

P

Steel with low carbon content, with long chips C<0,25% < 530 - -

Steel with low carbon content with short chips,
high workability

C<0,25% < 530 - C15, Ck22, ST37-2, S235JR, 9SMnPb28, GS38

Steel with medium and high carbon content C<0,25% < 530 < 25 HRC ST52, S355JR, C35, GS60, Cf53

Alloy steel and steel for tools C<0,25% 600 - 850 < 35 HRC 16MnCr5, Ck45, 21CrMoV5-7, 38SMn28

Alloy steel and steel for tools C<0,25% 850 - 1400 35 - 48 HRC
100Cr6, 30CrNiMo8, 42CrMo4, C70W2, S6525,

X120Mn12

Ferritic, martensitic and hardening stainless steel
by precipitation (PH)

- 600 - 900 < 35 HRC
100Cr6, 30CrNiMo8, 42CrMo4, C70W2, S6525,

X120Mn12

Ferritic, martensitic and hardening stainless steel
by high resistance precipitation

- 900 - 1350 35 - 48 HRC X102CrMo17, G-X120Cr29

M

Austenitic stainless steel - < 600 -
X5CrNi 18 10, X2CrNiMb 17 13 2, G-X25CrNiSi 18 9,

X15CrNiSi 20 12

High resistant austenitic steel and cast stainless steel - 600 - 800 -
X2CrNiMo 13 4, X5NiCr 32 21, X5CrNiNb 18 10,

G-X15CrNi 25-20

Duplex stainless steel - < 800 -
X8CrNiMo 27 5, X2CrNiMoN22 5 3, X20CrNiSi25 4,

G-X40CrNiS27 4

K

Gray cast Iron - 125 - 500 125 - 500 HRB GG15, GG25, GG30, GG40, GTW40

Ductile (modular) cast iron with low-medium
resistance and cast iron compact graphite (CGI)

- < 600 < 600 HRB GGG40, GTS35

High resistance ductile cast Iron and ductile cast iron
austempered (ADI)

- > 600 > 600 HRB GGG60, GTW55, GTS65

N

Milled aluminum - - -
AlMg1, Al99.5, AlCuMg1, AlCuBiPb, AlMgSi1,

AlMgSiPb

Aluminum alloys with low silicon content and alloys of
magnesium Si < 12,2% - - GAlSCu4, GDAlSi10Mg

Aluminum alloys with low silicon content and alloys of
magnesium Si < 12,2% - - G-ALSi12, G-AlSi17Cu4, G-AlSi21CuNiMg

Copper base, brass and zinc with workability index of
70 - 100

- - - CuZn40, Ms60, G-CuSn5ZnPb, CuZn37, CuSi3Mn

Nylon, plastic materials, rubbers, phenols, resins, fiber
glass

- - - Lexan®, Hostalen™, polistirene, Makralon®

Composite materials in carbon and graphite, CFRP - - - CFK, GFK

Metal matrix compounds - - - -

S

Iron-based alloys resistant to heat - 500 - 1200 -
X1NiCrMoCu32 28 7, X12NiCrSi36 16, X5NiCrAlTi31

20, X40CoCr

Cobalt based alloys, heat resistant - 1000 - 1450 - Haynes® 188, Stelite® 6, 21, 31

Nickel-based alloys, heat resistant - 600 - 1700 -
INCONEL® 690, INCONEL® 625, Hastelloy®, Nimonic®

75

Titanium and titanium alloys - 900 - 1600 - Ti1, TiAl5Sn2, TiAl6V4, TiAl4Mo4Sn2

H

Hardened materials - - 44 - 48 HRC
GX260NiCr42, GX330NiCr42, GX300CrNiSi952,

GX300CrMo153, Hardox® 400

Hardened materials - - 48 - 55 HRC -

Hardened materials - - 56 - 60 HRC -

Hardened materials - - > 60 HRC -

MATERIALS TABLE



A

A.3
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P

M

K
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H

CAP A - SEZIONE PUNTE - INDICE DELLE APPLICAZIONI
Materiale MD HSS

Dimensione 3xD 5xD 7xD 12xD 20xD EXTRA CORTA

Applicazione UNI CF INOX UNI INOX - UNI - UNI HD -

A0010 A0020 A0005 A0003 A0090 A0100 A0500 A0085 A0030 A0040 A0072 A0007 A0095 A0096 A0088 A1080 A0050 A0060 A1230 A0070 A1040 A1050 A1060 A1030

PAG. A 11 12 9 8 19 21 22 18 13 14 - 15 17 10 20 20 19 28 15 16 42 16 25 26 27 24

DIN

Codolo

Coating DLC

Coolant

< 500
N/mm²

75/95
6

80/100
6

90/100
7

60/90
1

80/100
6

70/80
4

95/115
6

75/95
6

80/100
6

110/130
7

90/100
7

80/100
6

70/90
6

95/115
6

70/80
5

80/100
6

80/100
6

100/120
8

30/45
6

35/45
6

25/35
5

20/35
5

< 850
N/mm²

55/80
5

60/85
5

40/60
1

60/80
5

60/75
4

60/85
5

55/80
5

60/85
5

85/110
6

60/80
5

60/80
5

60/85
5

50/65
4

60/80
5

60/85
5

90/110
7

22/40
5

30/40
5

12/20
4

8/20
4

< 1200
N/mm²

35/70
5

45/80
5

30/40
1

40/60
5

45/50
4

40/60
5

35/70
5

45/80
5

45/80
6

40/60
5

40/60
5

45/50
3

45/80
5

45/80
5

40/80
5

12/20
4

15/25
3

8/15
3

5/12
4

< 600
N/mm²

35/40
4

45/50
4

40/60
5

45/60
1

35/50
3

50/70
4

35/40
4

45/50
4

55/65
4

40/60
4

50/70
4

50/70
4

45/50
4

45/50
4

60/100
5

12/18
4

10/15
4

4/6
4

3/4
4

< 850
N/mm²

25/40
4

30/45
4

40/50
5

30/50
1

30/40
3

50/70
4

25/40
4

30/45
4

40/50
4

40/60
4

50/70
4

30/45
4

30/45
4

50/90
4

10/15
4

7/12
3

3/4
3

DUPLEX 20/25
4

25/30
4

25/30
4

25/35
3

50/70
4

20/25
4

25/30
4

25/30
3

25/35
4

50/70
4

25/35
4

25/35
4

10
3

< 240 HB 100/120
7

150/190
7

70/90
7

85/130
6

100/120
7

150/190
7

155/210
8

70/90
7

80/90
4

150/190
7

150/190
7

80/90
4

120/140
8

35/45
6

40/50
6

30/40
6

< 300 HB 60/85
7

80/110
7

55/70
7

60/80
6

60/85
7

80/110
7

125/155
8

55/70
7

70/80
4

80/110
7

80/110
7

70/80
4

80/110
8

28/40
6

35/45
6

25/35
6

< 10% Si 200/260
9

240/310
9

175/200
9

80/130
1

120/240
4

200/260
9

240/310
9

175/200
9

80/100
6

150/180
7

240/310
8

150/180
7

70/85
7

80/100
7

> 10% Si 150/180
9

180/220
9

70/110
1

95/145
4

150/180
9

180/220
9

90/120
6

100/120
6

180/220
8

100/120
6

60/75
6

50/80
6

Ottone
Rame

85/105
7

100/125
7

75/90
7

90/150
4

85/105
7

100/125
7

75/90
7

110/120
5

100/125
6

110/120
5

40/60
5

50/65
5

40/60
5

45/60
4

Bronzo
>700 N/mm²

85/105
6

105/125
5

80/100
1

140/160
4

85/105
6

105/125
5

120/130
5

105/125
5

100/120
6

120/130
5

100/120
6

35/50
4

45/50
5

40/45
4

30/40
4

Ti6Al4V 35/40
3

40/45
3

45/55
3

35/40
3

40/45
3

35/40
3

45/55
3

40/45
2

HTA 25
4

25/35
4

25
4

25/35
4

25
4

8/12
2

25/35
3

12/15
2

< 45 HRC 35/45
3

35/45
3

35/45
3

35/45
3

35/45
3

15/18
3

35/45
2

35/45
3

15/18
3

35/45
3

< 60 HRC 25/30
2

25/30
2

25/30
2

25/30
2

25/30
2

7/10
2

25/30
1

25/30
2

7/10
2

25/30
2

Carbon
Fiber *

Velocità di taglio consigliata (m/min)Esempio
3 n° colonna avanzamento - vedi pagina A.6

35/45

* Vedere parametri di taglio in pagina

A.3

C

P

M

K

N

S

H

CHAP A - DRILLS SECTION - APPLICATION INDEX
Material HM HSS

Dimension 3xD 5xD 7xD 12xD 20xD EXTRA SHORT

Application

Page. A 11 12 9 8 19 21 22 18 13 14 - 15 17 10 20 20 19 28 15 16 42 16 25 26 27 24

DIN

Shank

Coating

Coolant

< 500
N/mm²

75/95
6

80/100
6

90/100
7

60/90
1

80/100
6

70/80
4

95/115
6

75/95
6

80/100
6

110/130
7

90/100
7

80/100
6

70/90
6

95/115
6

70/80
5

80/100
6

80/100
6

100/120
8

30/45
6

35/45
6

25/35
5

20/35
5

< 850
N/mm²

55/80
5

60/85
5

40/60
1

60/80
5

60/75
4

60/85
5

55/80
5

60/85
5

85/110
6

60/80
5

60/80
5

60/85
5

50/65
4

60/80
5

60/85
5

90/110
7

22/40
5

30/40
5

12/20
4

8/20
4

< 1200
N/mm²

35/70
5

45/80
5

30/40
1

40/60
5

45/50
4

40/60
5

35/70
5

45/80
5

45/80
6

40/60
5

40/60
5

45/50
3

45/80
5

45/80
5

40/80
5

12/20
4

15/25
3

8/15
3

5/12
4

< 600
N/mm²

35/40
4

45/50
4

40/60
5

45/60
1

35/50
3

50/70
4

35/40
4

45/50
4

55/65
4

40/60
4

50/70
4

50/70
4

45/50
4

45/50
4

60/100
5

12/18
4

10/15
4

4/6
4

3/4
4

< 850
N/mm²

25/40
4

30/45
4

40/50
5

30/50
1

30/40
3

50/70
4

25/40
4

30/45
4

40/50
4

40/60
4

50/70
4

30/45
4

30/45
4

50/90
4

10/15
4

7/12
3

3/4
3

Duplex 20/25
4

25/30
4

25/30
4

25/35
3

50/70
4

20/25
4

25/30
4

25/30
3

25/35
4

50/70
4

25/35
4

25/35
4

10
3

< 240 HB 100/120
7

150/190
7

70/90
7

85/130
6

100/120
7

150/190
7

155/210
8

70/90
7

80/90
4

150/190
7

150/190
7

80/90
4

120/140
8

35/45
6

40/50
6

30/40
6

< 300 HB 60/85
7

80/110
7

55/70
7

60/80
6

60/85
7

80/110
7

125/155
8

55/70
7

70/80
4

80/110
7

80/110
7

70/80
4

80/110
8

28/40
6

35/45
6

25/35
6

< 10% Si 200/260
9

240/310
9

175/200
9

80/130
1

120/240
4

200/260
9

240/310
9

175/200
9

80/100
6

150/180
7

240/310
8

150/180
7

70/85
7

80/100
7

> 10% Si 150/180
9

180/220
9

70/110
1

95/145
4

150/180
9

180/220
9

90/120
6

100/120
6

180/220
8

100/120
6

60/75
6

50/80
6

Brass
Copper

85/105
7

100/125
7

75/90
7

90/150
4

85/105
7

100/125
7

75/90
7

110/120
5

100/125
6

110/120
5

40/60
5

50/65
5

40/60
5

45/60
4

Bronze >700
N/mm²

85/105
6

105/125
5

80/100
1

140/160
4

85/105
6

105/125
5

120/130
5

105/125
5

100/120
6

120/130
5

100/120
6

35/50
4

45/50
5

40/45
4

30/40
4

Ti6Al4V 35/40
3

40/45
3

45/55
3

35/40
3

40/45
3

35/40
3

45/55
3

40/45
2

HTA 25
4

25/35
4

25
4

25/35
4

25
4

8/12
2

25/35
3

12/15
2

< 45 HRC 35/45
3

35/45
3

35/45
3

35/45
3

35/45
3

15/18
3

35/45
2

35/45
3

15/18
3

35/45
3

< 60 HRC 25/30
2

25/30
2

25/30
2

25/30
2

25/30
2

7/10
2

25/30
1

25/30
2

7/10
2

25/30
2

Carbon
Fiber *

Suggested cutting speed (m/mm)Example
3 n° suggested feed column - look at page A.6

35/45

* See cutting parameters on page
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A

C

P

M

K

N

S

H

CAP A - SEZIONE PUNTE - INDICE DELLE APPLICAZIONI
Materiale HSS

Dimensione EXTRA CORTA CORTA LUNGA EXTRALUNGA CORTA LUNGA EXTRA
LUNGA

Applicazione - UNI INOX ALU - UNI -

A1010 A1090 A1200 A1135 A1130 A1140 A1125 A1190 A1220 A1180 A1145 A1120 A1110 A1240 A1330 A1320 A1310 A1340 A1350 A1360 A1512 A1510 A1518 A1520

PAG. A 23 29 40 35 34 36 33 39 41 38 37 32 - 33 30 - 31 43 46 45 44 46 47 47 49 48 - 49 49 50

DIN

Codolo

Coating

Coolant

< 500
N/mm²

20/30
5

40/60
3

30/45
6

30/45
6

25/32
6

20/28
4

33/40
4

25/35
5

25/35
5

25/40
6

20/35
5

25/32
6

20/30
5

40/60
3

25/35
6

25/28
6

20/30
6

18/22
5

15/18
4

15/18
4

30/40
6

20/30
5

20/30
5

20/30
5

< 850
N/mm²

10/15
5

25/40
3

22/40
5

25/40
6

8/12
5

20/30
4

12/20
4

12/20
4

16/22
5

8/20
4

10/18
5

10/15
5

25/40
3

12/20
5

18/23
5

10/15
5

10/12
4

8/10
4

8/10
4

25/35
5

10/15
4

10/15
4

< 1200
N/mm²

4/8
4

18/30
2

12/20
4

15/22
4

8/15
3

5/12
4

5/12
4

5/12
5

4/8
4

18/30
2

8/15
4

4/8
3

4/6
3

3/4
3

10/15
4

4/8
3

4/8
3

4/8
3

< 600
N/mm²

12/18
4

8/15
3

10/12
6

10/16
4

7/10
3

16/20
5

4/6
4

3/4
4

4/6
5

6/8
3

8/10
3

8/10
3

10/12
4

< 850
N/mm²

10/15
4

6/10
3

6/10
5

8/14
3

10/16
4

3/4
3

3/4
4

3/4
4

DUPLEX

< 240 HB 25/35
6

60/80
4

35/45
6

30/40
6

40/45
6

30/40
6

30/40
6

30/40
6

25/32
6

25/35
6

60/80
4

22/28
6

25/35
5

20/25
5

16/20
5

16/20
5

15/25
7

25/35
6

25/35
6

25/35
6

< 300 HB 20/30
6

45/60
4

28/40
6

25/35
6

33/40
5

25/35
6

25/35
6

20/28
6

20/30
6

45/60
4

16/20
6

20/30
5

16/20
5

12/16
5

12/16
5

12/20
7

20/30
6

20/30
6

20/30
6

< 10% Si 70/90
6

70/85
7

60/80
5

70/90
7

80/105
7

80/100
7

70/100
7

70/90
7

80/100
8

45/65
7

70/90
7

40/55
6

35/45
6

35/45
6

> 10% Si 60/75
6

40/50
5

55/70
6

60/95
7

50/80
6

65/80
6

55/70
6

50/80
7

35/45
6

55/70
6

Ottone
Rame

40/80
5

40/60
5

40/60
5

45/60
5

45/60
4

25/40
5

40/80
5

40/60
6

25/30
5

20/32
5

25/30
4

Bronzo
>700 N/mm²

35/50
4

40/45
4

45/50
4

30/40
4

30/35
4

36/38
5

20/28
4

25/30
4

20/22
3

Ti6Al4V 6/7
2

10/16
2

6
1

HTA 8/10
1

< 45 HRC 6/10
3

5/7
1

6/10
3

4/6
1

< 60 HRC 4/6
2

4/6
2

Carbon
Fiber

Velocità di taglio consigliata (m/min)Esempio
3 n° colonna avanzamento - vedi pagina A.6

35/45

* Vedere parametri di taglio in pagina

A.4

C

P

M

K

N

S

H

CHAP A - DRILLS SECTION - APPLICATION INDEX
Material HSS

Dimension EXTRA SHORT SHORT LONG EXTRA LONG SHORT LONG EXTRA
LONG

Application

Page. A 23 29 40 35 34 36 33 39 41 38 37 32 - 33 30 - 31 43 46 45 44 46 47 47 49 48 - 49 49 50

DIN

Shank

Coating

Coolant

< 500
N/mm²

20/30
5

40/60
3

30/45
6

30/45
6

25/32
6

20/28
4

33/40
4

25/35
5

25/35
5

25/40
6

20/35
5

25/32
6

20/30
5

40/60
3

25/35
6

25/28
6

20/30
6

18/22
5

15/18
4

15/18
4

30/40
6

20/30
5

20/30
5

20/30
5

< 850
N/mm²

10/15
5

25/40
3

22/40
5

25/40
6

8/12
5

20/30
4

12/20
4

12/20
4

16/22
5

8/20
4

10/18
5

10/15
5

25/40
3

12/20
5

18/23
5

10/15
5

10/12
4

8/10
4

8/10
4

25/35
5

10/15
4

10/15
4

< 1200
N/mm²

4/8
4

18/30
2

12/20
4

15/22
4

8/15
3

5/12
4

5/12
4

5/12
5

4/8
4

18/30
2

8/15
4

4/8
3

4/6
3

3/4
3

10/15
4

4/8
3

4/8
3

4/8
3

< 600
N/mm²

12/18
4

8/15
3

10/12
6

10/16
4

7/10
3

16/20
5

4/6
4

3/4
4

4/6
5

6/8
3

8/10
3

8/10
3

10/12
4

< 850
N/mm²

10/15
4

6/10
3

6/10
5

8/14
3

10/16
4

3/4
3

3/4
4

3/4
4

Duplex

< 240 HB 25/35
6

60/80
4

35/45
6

30/40
6

40/45
6

30/40
6

30/40
6

30/40
6

25/32
6

25/35
6

60/80
4

22/28
6

25/35
5

20/25
5

16/20
5

16/20
5

15/25
7

25/35
6

25/35
6

25/35
6

< 300 HB 20/30
6

45/60
4

28/40
6

25/35
6

33/40
5

25/35
6

25/35
6

20/28
6

20/30
6

45/60
4

16/20
6

20/30
5

16/20
5

12/16
5

12/16
5

12/20
7

20/30
6

20/30
6

20/30
6

< 10% Si 70/90
6

70/85
7

60/80
5

70/90
7

80/105
7

80/100
7

70/100
7

70/90
7

80/100
8

45/65
7

70/90
7

40/55
6

35/45
6

35/45
6

> 10% Si 60/75
6

40/50
5

55/70
6

60/95
7

50/80
6

65/80
6

55/70
6

50/80
7

35/45
6

55/70
6

Brass
Copper

40/80
5

40/60
5

40/60
5

45/60
5

45/60
4

25/40
5

40/80
5

40/60
6

25/30
5

20/32
5

25/30
4

Bronze >700
N/mm²

35/50
4

40/45
4

45/50
4

30/40
4

30/35
4

36/38
5

20/28
4

25/30
4

20/22
3

Ti6Al4V 6/7
2

10/16
2

6
1

HTA 8/10
1

< 45 HRC 6/10
3

5/7
1

6/10
3

4/6
1

< 60 HRC 4/6
2

4/6
2

Carbon
Fiber

Suggested cutting speed (m/mm)Example
3 n° suggested feed column - look at page A.6

35/45

* See cutting parameters on page



A

A.5

C

P

M

K

N

S

H

CAP A - SEZIONE PUNTE - INDICE DELLE APPLICAZIONI
Materiale HM HSS HM HSS HM HSS HM HSS

Dimensione TIPO A TIPO A
LUNGA TIPO R TIPO B 90° 90°

LUNGA 120° 142° 90° CORTA 90° 180° CORTA

Applicazione UNI - UNI -

A1640 A1611 A1612 A1610 A1615 A1620 A1630 A1670 A1675 A1655 A1650 A1656 A1680 A1685 A1665 A1660 A1690 A1695 A1780 A1760 A1740 A1720 A1710 A1750 A1730

PAG. A 52 51 51 51 52 52 53 55 55 53 53 54 55 56 54 54 56 56 59 58 58 57 57 58 57

DIN

Codolo

Coating

Coolant

< 500
N/mm²

40/60
3

25/35
3

30/40
3

20/30
3

20/30
3

20/30
3

20/30
3

70/80
3

70/80
3

25/40
3

20/30
3

25/40
3

70/80
3

70/80
3

25/40
3

20/30
3

70/80
3

70/80
3

85/115
3

20/30
5

20/30
5

20/30
5

20/30
5

20/30
5

20/30
5

< 850
N/mm²

25/40
3

15/20
3

20/30
3

10/15
3

10/15
3

10/15
3

10/15
3

50/65
3

50/65
3

16/22
3

10/15
3

16/22
3

50/65
3

50/65
3

16/22
3

10/15
3

50/65
3

50/65
3

70/100
3

10/15
5

10/15
5

10/15
5

10/15
5

10/15
5

10/15
5

< 1200
N/mm²

18/30
2

5/10
3

10/15
2

4/8
2

4/8
2

4/8
2

4/8
2

45/50
2

45/50
2

5/12
2

4/8
2

5/12
2

45/50
2

45/50
2

5/12
2

4/8
2

45/50
2

45/50
2

60/80
2

4/8
4

4/8
4

4/8
4

4/8
4

4/8
4

4/8
4

< 600
N/mm²

18/25
3

18/25
3

5/10
3

5/10
3

18/25
3

18/25
3

5/10
3

5/10
3

18/25
3

18/25
3

40/60
2

< 850
N/mm²

15/20
2

15/20
2

5/10
3

5/10
3

15/20
2

15/20
2

5/10
3

5/10
3

15/20
2

15/20
2

25/40
2

DUPLEX 25/35
1

< 240 HB 60/80
4

35/50
3

30/45
3

25/35
3

25/35
3

25/35
3

25/35
3

80/90
4

100/110
4

30/40
3

25/35
3

30/40
3

80/90
4

100/110
4

30/40
3

25/35
3

80/90
4

100/110
4

70/100
3

25/35
6

25/35
6

25/35
6

25/35
6

25/35
6

25/35
6

< 300 HB 45/60
4

25/40
3

30/35
3

20/30
3

20/30
3

20/30
3

20/30
3

70/80
4

80/90
4

25/35
3

20/30
3

25/35
3

70/80
4

80/90
4

25/35
3

20/30
3

70/80
4

80/90
4

60/80
3

20/30
6

20/30
6

20/30
6

20/30
6

20/30
6

20/30
6

< 10% Si 70/90
4

70/90
4

70/90
4

70/90
4

70/90
4

70/90
4

70/90
4

150/180
4

150/200
4

70/90
4

150/180
4

150/200
4

70/90
4

150/180
4

150/200
4

100/150
3

70/90
7

70/90
7

70/90
7

70/90
7

70/90
7

70/90
7

> 10% Si 55/70
4

55/70
4

55/70
4

55/70
4

55/70
4

55/70
4

55/70
4

100/120
4

100/140
4

55/70
4

100/120
4

100/140
4

55/70
4

100/120
4

100/140
4

50/80
3

55/70
6

55/70
6

55/70
6

55/70
6

55/70
6

55/70
6

Ottone
Rame

40/80
5

30/45
3

30/45
3

30/45
3

30/45
3

30/45
3

30/45
3

110/120
5

130/150
4

45/60
3

30/45
3

45/60
3

110/120
5

130/150
4

45/60
3

30/45
3

110/120
5

130/150
4

20/32
5

20/32
5

20/32
5

20/32
5

20/32
5

20/32
5

Bronzo
>700

N/mm²

35/40
4

28/35
3

28/35
3

28/35
3

28/35
3

28/35
3

28/35
3

25/30
4

25/30
4

25/30
4

25/30
4

25/30
4

25/30
4

Ti6Al4V 30/50
2

HTA

< 45 HRC 30/50
1

< 60 HRC

Carbon
Fiber

Velocità di taglio consigliata (m/min)Esempio
3 n° colonna avanzamento - vedi pagina A.6

35/45

* Vedere parametri di taglio in pagina

A.5

C

P

M

K

N

S

H

CHAP A - DRILLS SECTION - APPLICATION INDEX
Material HM HSS HM HSS HM HSS HM HSS

Dimension TYPE A LONG
TYPE A TYPE R TYPE B 90° 90°

LUNGA 120° 142° 90° SHORT 90° 180° SHORT

Application

Page. A 52 51 51 51 52 52 53 55 55 53 53 54 55 56 54 54 56 56 59 58 58 57 57 58 57

DIN

Shank

Coating

Coolant

< 500
N/mm²

40/60
3

25/35
3

30/40
3

20/30
3

20/30
3

20/30
3

20/30
3

70/80
3

70/80
3

25/40
3

20/30
3

25/40
3

70/80
3

70/80
3

25/40
3

20/30
3

70/80
3

70/80
3

85/115
3

20/30
5

20/30
5

20/30
5

20/30
5

20/30
5

20/30
5

< 850
N/mm²

25/40
3

15/20
3

20/30
3

10/15
3

10/15
3

10/15
3

10/15
3

50/65
3

50/65
3

16/22
3

10/15
3

16/22
3

50/65
3

50/65
3

16/22
3

10/15
3

50/65
3

50/65
3

70/100
3

10/15
5

10/15
5

10/15
5

10/15
5

10/15
5

10/15
5

< 1200
N/mm²

18/30
2

5/10
3

10/15
2

4/8
2

4/8
2

4/8
2

4/8
2

45/50
2

45/50
2

5/12
2

4/8
2

5/12
2

45/50
2

45/50
2

5/12
2

4/8
2

45/50
2

45/50
2

60/80
2

4/8
4

4/8
4

4/8
4

4/8
4

4/8
4

4/8
4

< 600
N/mm²

18/25
3

18/25
3

5/10
3

5/10
3

18/25
3

18/25
3

5/10
3

5/10
3

18/25
3

18/25
3

40/60
2

< 850
N/mm²

15/20
2

15/20
2

5/10
3

5/10
3

15/20
2

15/20
2

5/10
3

5/10
3

15/20
2

15/20
2

25/40
2

Duplex 25/35
1

< 240 HB 60/80
4

35/50
3

30/45
3

25/35
3

25/35
3

25/35
3

25/35
3

80/90
4

100/110
4

30/40
3

25/35
3

30/40
3

80/90
4

100/110
4

30/40
3

25/35
3

80/90
4

100/110
4

70/100
3

25/35
6

25/35
6

25/35
6

25/35
6

25/35
6

25/35
6

< 300 HB 45/60
4

25/40
3

30/35
3

20/30
3

20/30
3

20/30
3

20/30
3

70/80
4

80/90
4

25/35
3

20/30
3

25/35
3

70/80
4

80/90
4

25/35
3

20/30
3

70/80
4

80/90
4

60/80
3

20/30
6

20/30
6

20/30
6

20/30
6

20/30
6

20/30
6

< 10% Si 70/90
4

70/90
4

70/90
4

70/90
4

70/90
4

70/90
4

70/90
4

150/180
4

150/200
4

70/90
4

150/180
4

150/200
4

70/90
4

150/180
4

150/200
4

100/150
3

70/90
7

70/90
7

70/90
7

70/90
7

70/90
7

70/90
7

> 10% Si 55/70
4

55/70
4

55/70
4

55/70
4

55/70
4

55/70
4

55/70
4

100/120
4

100/140
4

55/70
4

100/120
4

100/140
4

55/70
4

100/120
4

100/140
4

50/80
3

55/70
6

55/70
6

55/70
6

55/70
6

55/70
6

55/70
6

Brass
Copper

40/80
5

30/45
3

30/45
3

30/45
3

30/45
3

30/45
3

30/45
3

110/120
5

130/150
4

45/60
3

30/45
3

45/60
3

110/120
5

130/150
4

45/60
3

30/45
3

110/120
5

130/150
4

20/32
5

20/32
5

20/32
5

20/32
5

20/32
5

20/32
5

Bronze
>700

N/mm²

35/40
4

28/35
3

28/35
3

28/35
3

28/35
3

28/35
3

28/35
3

25/30
4

25/30
4

25/30
4

25/30
4

25/30
4

25/30
4

Ti6Al4V 30/50
2

HTA

< 45 HRC 30/50
1

< 60 HRC

Carbon
Fiber

Suggested cutting speed (m/mm)Example
3 n° suggested feed column - look at page A.6

35/45

* See cutting parameters on page



A.6

A
Punta
Ø mm

Colonna
1

Colonna
2

Colonna
3

Colonna
4

Colonna
5

Colonna
6

Colonna
7

Colonna
8

Colonna
9

1 0.006 0.008 0.012 0.014 0.016 0.018 0.020 0.023 0.025

2 0.020 0.025 0.032 0.040 0.050 0.063 0.080 0.100 0.125

3 0.032 0.040 0.050 0.063 0.080 0.100 0.125 0.160 0.160

4 0.040 0.050 0.063 0.080 0.100 0.125 0.160 0.200 0.200

5 0.040 0.050 0.063 0.080 0.100 0.125 0.160 0.200 0.250

6 0.050 0.063 0.080 0.100 0.125 0.160 0.200 0.250 0.315

8 0.063 0.080 0.100 0.125 0.160 0.200 0.250 0.315 0.315

10 0.080 0.100 0.125 0.160 0.200 0.250 0.315 0.400 0.400

12 0.080 0.100 0.125 0.160 0.200 0.250 0.315 0.400 0.500

16 0.100 0.125 0.160 0.200 0.250 0.315 0.400 0.500 0.630

20 0.125 0.160 0.200 0.250 0.315 0.400 0.500 0.630 0.630

25 0.160 0.200 0.250 0.315 0.400 0.500 0.630 0.800 0.800

30 0.160 0.200 0.250 0.315 0.400 0.500 0.630 0.800 1.000

40 0.200 0.250 0.315 0.400 0.500 0.630 0.800 1.000 1.250

50 0.250 0.310 0.400 0.500 0.630 0.800 1.000 1.250 1.250

SEZ A PUNTE - COLONNE AVANZAMENTO - f (mm/giro)

ESEMPIO DI SELEZIONE PRODOTTO

A.6

Drill
Ø mm

Column
1

Column
2

Column
3

Column
4

Column
5

Column
6

Column
7

Column
8

Column
9

1 0,006 0,008 0,012 0,014 0,016 0,018 0,020 0,023 0,025

2 0,020 0,025 0,032 0,040 0,050 0,063 0,080 0,100 0,125

3 0,032 0,040 0,050 0,063 0,080 0,100 0,125 0,160 0,160

4 0,040 0,050 0,063 0,080 0,100 0,125 0,160 0,200 0,200

5 0,040 0,050 0,063 0,080 0,100 0,125 0,160 0,200 0,250

6 0,050 0,063 0,080 0,100 0,125 0,160 0,200 0,250 0,315

8 0,063 0,080 0,100 0,125 0,160 0,200 0,250 0,315 0,315

10 0,080 0,100 0,125 0,160 0,200 0,250 0,315 0,400 0,400

12 0,080 0,100 0,125 0,160 0,200 0,250 0,315 0,400 0,500

16 0,100 0,125 0,160 0,200 0,250 0,315 0,400 0,500 0,630

20 0,125 0,160 0,200 0,250 0,315 0,400 0,500 0,630 0,630

25 0,160 0,200 0,250 0,315 0,400 0,500 0,630 0,800 0,800

30 0,160 0,200 0,250 0,315 0,400 0,500 0,630 0,800 1,000

40 0,200 0,250 0,315 0,400 0,500 0,630 0,800 1,000 1,250

50 0,250 0,310 0,400 0,500 0,630 0,800 1,000 1,250 1,250

CHAP A DRILLS - FEED COLUMNS - f (mm/turn)

HOW TO SELECT A PRODUCT



A

A.7

LEGENDA ICONE UTENSILI DA TAGLIO

7

CM

STD
ALU

HSC
ALU

FLAT
CREST

FLAT
SHALLOW

XXX

TiNOX+

STD
INOX

STD-FINE

DLC

ANGOLO AL VERTICE 130°

ANGOLO AL VERTICE 90°

ANGOLO AL VERTICE 118° ANGOLO AL VERTICE 135°

ANGOLO AL VERTICE 140° ANGOLO AL VERTICE 142° ANGOLO AL VERTICE 180°

ANGOLO AL VERTICE 120°

ELICA EVOLUTA
SPECIALE DESTRA

LUNGHEZZA UTILE 5 VOLTE ØLUNGHEZZA UTILE 3 VOLTE Ø

LUNGHEZZA UTILE 20 VOLTE ØLUNGHEZZA UTILE 12 VOLTE ØLUNGHEZZA UTILE 8 VOLTE Ø

LUNGHEZZA UTILE 7 VOLTE Ø

NORMA DI FABBRICA

ACCIAIO SUPER RAPIDO Co 5%

ACCIAIO SUPER RAPIDO Co 5%
ACCIAIO DA POLVERI

ELICA NORMALE SINISTRA CODOLO CILINDRICO CODOLO WELDON

DISPONIBILE VERSIONE
CILINDRICA O WELDON

ELICA VELOCE DESTRA

ELICA A SCANALATURE
LARGHE DESTRA

ELICA LENTA DESTRA

ACCIAIO SUPER RAPIDO METALLO DURO

ELICA NORMALE DESTRA

ELICA PER INOX DESTRA
ELICA PER FORI
PROFONDI DESTRA

ACCIAIO DA POLVERI METALLO DURO SALDOBRASATOACCIAIO DA POLVERI Co 10,5%

ACCIAIO SUPER RAPIDO Co 8%

PROFILO 60° PROFILO 55° PROFILO 80°

PER FORI PASSANTI

PER FORI CIECHI

PER FORI CIECHI E PASSANTI

1 TAGLIENTE

5 TAGLIENTI

4 TAGLIENTI

2 TAGLIENTI

6 TAGLIENTI

3 TAGLIENTI

7 TAGLIENTI

MULTITAGLIO

CORTA

EXTRA CORTA

VARIE LUNGHEZZE

MEDIA

EXTRA LUNGA

LUNGA

CORTA E MEDIA

DI VARIE LUNGHEZZE

LEGHE DI ALLUMINIO

LEGHE DI TITANIO

APPLICAZIONE UNIVERSALE

GHISE

FIBRE DI CARBONIO

ACCIAIO AL CARBONIO
<1300N/mm²

ACCIAIO INOSSIDABILE

AMERICANA 60°

AMERICANA PASSO GROSSO 60°

AMERICANA PASSO FINE 60°

GAS CILINDRICA WHITWORTH 55°

ANELLO GIALLO
LEGHE DI ALLUMINIO

ANELLO BLU
ACCIAIO INOSSIDABILE

ANELLO ROSSO
ACCIAIO AL CARBONIO <1300N/mm²

FORI DI LUBRIFICAZIONE

CONO MORSE

ANELLO VERDE
APPLICAZIONE UNIVERSALE

CODOLO CONICO

WHITWORTH 55°

FILETTATURA PER FILETTI
RIPORTATI

PER TUBI CORAZZATI 80°

ANELLO ROSA
LEGHE DI TITANIO

ANELLO BIANCO
GHISE

BSPT WHITWORTH CONICA 55° AMERICANA CONICA 60°ISO PASSO GROSSO 60°

ISO PASSO FINE 60°

SEGUE NORMATIVE DIN

Monostrato Carbo Nitruro di Titanio
Durezza 3000 HV (0,05) - Max 400°C
Spessore 1,5 - 5 ȝ

Multistrato base TiAlN-TiN
Durezza 3300 HV (0,05) - Max 800°C
Spessore 1,5 - 5 ȝ

Multistrato base TiSi
Durezza 3600 HV (0,05) - Max 1200°C
Spessore 2,5 - 3,5 ȝ

Monostrato base ZrN
Durezza 1600 HV (0,05) - Max 500°C
Spessore 1 - 4 ȝ

Indurimento superficiale
Durezza 1300 HV (0,05) - Max 550°C
Vaporizzazione superficiale Autolubrificante

Multistrato Nitruro di Alluminio e Titanio
Durezza 3300 HV (0,05) - Max 800°C
Spessore 1,5 - 4 ȝ

Multistrato Diamante CVD
Durezza 10000 HV (0,05) - Max 650°C
Spessore 9 ȝ

Monostrato Nitruro di Titanio Allumina
Durezza 3300 HV (0,05) - Max 800°C
Spessore 1,5 - 4 ȝ

Multistrato base Nitruro di Titanio
Durezza 2800 HV (0,05) - Max 500°C
Spessore 2 - 4 ȝ

Vaporizzazione superficiale
Autolubrificante

Multistrato base Tinalox
Durezza 3500 HV (0,05) - Max 850°C
Spessore 1,5 - 4 ȝ

Monostrato Nitruro di Titanio
Durezza 2400 HV (0,05) - Max 500°C
Spessore 1,5 - 4 ȝ

Indurimento superficiale
Durezza 1300 HV (0,05) - Max 550°C

Monostrato AlCrN
Durezza 3200 HV (0,05) - Max 1100°C
Spessore 2 - 5 ȝ

Multistrato base TiAlN
Durezza 3000 HV (0,05) - Max 800°C
Spessore 2 - 6 ȝ

Multistrato base TiAlN-TiN
Durezza 3000 HV (0,05) - Max 700°C
Spessore 1,5 - 4 ȝ

Monostrato base Nitruro di Titanio
Durezza 2300 HV (0,05) - Max 600°C
Spessore 1 - 5 ȝ

Monostrato Nitruro Cromo Alluminio
Durezza 3200 HV (0,05) - Max 1100°C
Spessore 3 - 6 ȝ

Monostrato Nitruro di Titanio Allumina
Durezza 3500 HV (0,05) - Max 850°C
Spessore 2 - 4 ȝ

Multistrato base TiAlN
Durezza 3000 HV (0,05) - Max 500°C
Spessore 2 - 6 ȝ

Multistrato base TiAlN
Durezza 3200 HV (0,05) - Max 1100°C
Spessore 1 - 5 ȝ

Multistrato base TiAlN
Durezza 3000 HV (0,05) - Max 1000°C
Spessore 5 - 6 ȝ

A.7

TOOL ICONS LEGEND

IT FOLLOWS DIN REGULATION

Monolayer Carbo Nitride of Titanium
Hardness 3000 HV (0,05) - Max 400°C
Thickness 1,5 - 5 ȝ

Multilayer TiAlN-TiN base
Hardness 3300 HV (0,05) - Max 800°C
Thickness 1,5 - 5 ȝ

HIGH SPEED STEEL Co 5%
POWDER STEEL

Multilayer TiSi base
Hardness 3600 HV (0,05) - Max 1200°C
Thickness 2,5 - 3,5 ȝ

Monolayer ZrN base
Hardness 1600 HV (0,05) - Max 500°C
Thickness 1 - 4 ȝ

Superficial hardening
Hardness 1300 HV (0,05) - Max 550°C
Superficial vaporization Self-lubricating

Monolayer Titanium Allumina Nitride
Hardness 3300 HV (0,05)- Max 800°C
Thickness 1,5 - 4 ȝ

Multilayer Nitride of Titanium base
Hardness 2800 HV (0,05)- Max 500°C
Thickness 2 - 4 ȝ

Superficial vaporization
Self-lubricating

Multilayer Tinalox base
Hardness 3500 HV (0,05) - Max 850°C
Thickness 1,5 - 4 ȝ

DIFFERENT LENGTHSSHORT AND MEDIUM

Monolayer Titanium Nitride
Hardness 2400 HV ( 0,05) - Max 500°C
Thickness 1,5 - 4 ȝ

Superficial hardening
Hardness 1300 HV (0,05) - Max 550°C

Monolayer AlCrN
Hardness 3200 HV (0,05) - Max 1100°C
Thickness 2 - 5 ȝ

Multilayer TiAlN base
Hardness 3000 HV (0,05) - Max 800°C
Thickness 2 - 6 ȝ

Multilayer TiAlN-TiN base
Hardness 3000 HV (0,05) - Max 700°C
Thickness 1,5 - 4 ȝ

Monolayer Nitride of Titanium base
Hardness 2300 HV (0,05) - Max 600°C
Thickness 1 - 5 ȝ

Monolayer Aluminium Cromium Nitride
Hardness 3200 HV (0,05) - Max 1100°C
Thickness 3 - 6 ȝ

Monolayer Titanium Allumina Nitride
Hardness 3500 HV (0,05) - Max 850°C
Thickness 2 - 4 ȝ

Multilayer TiAlN base
Hardness 3000 HV (0,05) - Max 500°C
Thickness 2 - 6 ȝ

POINT ANGLE 130°

POINT ANGLE 90°

POINT ANGLE 118° POINT ANGLE 135°

POINT ANGLE 140° POINT ANGLE 142° POINT ANGLE 180°

POINT ANGLE 120°

SPECIAL DESIGNED HELIX
RIGHT HAND FLUTE

CUTTING LENGTH:
5 TIMES Ø

CUTTING LENGTH:
3 TIMES Ø

CUTTING LENGTH:
 20 TIMES Ø

CUTTING LENGTH:
12 TIMES Ø

CUTTING LENGTH:
7 TIMES Ø

CUTTING LENGTH:
7 TIMES Ø

MANUFACTURING
STANDARD

HIGH SPEED STEEL Co 5%

STANDARD LEFT
HAND FLUTE

CYLINDRICAL SHANK WELDON SHANK

CYLINDRICAL OR WELDON SHANK
VERSION AVAILABLE

HIGH SPEED
RIGHT FLUTE

LARGE FLUTE
RIGHT HAND

LOW RIGHT FLUTE

HIGH SPEED STEEL SOLIDE CARBIDE

STANDARD RIGHT
HAND FLUTE

RIGHT HAND
STAINLESS STEEL FLUTE

RIGHT HAND FLUTE
FOR DEEP HOLES

POWDER STEEL BRAZED CARBIDEPOWDER STEEL Co 10,5%

HIGH SPEED STEEL Co 8%

THREAD PROFILE 60° THREAD PROFILE 55° THREAD PROFILE 80°

FOR THROUGH HOLES

FOR BLIND HOLES

FOR BLIND AND THROUGH HOLES

1 CUTTING EDGE

5 CUTTING EDGES

4 CUTTING EDGES

2 CUTTING EDGES

6 CUTTING EDGES

3 CUTTING EDGES

7 CUTTING EDGES

MULTICUT

SHORT

EXTRA SHORT

MEDIUM

EXTRA LONG

LONG

DIFFERENT LENGTHS

ALUMINIUM ALLOYS

TITANIUM ALLOYS

UNIVERSAL APPLICATION

CAST IRON

UNIFIED 60°

UNIFIED COARSE THREAD 60°

UNIFIED FINE THREAD 60°

BSP THREAD 55°
BRITISH STANDARD
WHITWORTH

ARMORED PIPE

BSPT WITHWORTH 55° NATIONAL PIPE THREAD 60°ISOMETRIC M 60°

ISOMETRIC FINE PITCH M 60°

WIRE INSERT THREAD

YELLOW RING
ALUMINIUM ALLOYS

BLU RING
STAINLESS STEEL

RED RING
CARBON STEEL <1300N/mm2

WITH LUBRICATION HOLES

MORSE CONE

GREEN RING
UNIVERSAL APPLICATION

TAPER SHANK

WHITE RING
CAST IRON

PINK RING
TITANIUM ALLOYS

CARBON STEEL <1300N/mm2

STAINLESS STEEL

CARBON FIBRE

Multilayer TiAlN base
Hardness 3000 HV (0,05) - Max 1000°C
Thickness 5 - 6 ȝ

Multilayer TiAlN base
Hardness 3200 HV (0,05) - Max 1100°C
Thickness 1 - 5 ȝ

Monolayer Diamond based CVD
Hardness 10000 HV (0,05) - Max 650°C
Thickness 9 ȝ

Multilayer TIALN-Ti
Hardness 3300 HV (0,05 ) - Max 800°C
Thickness 1,5 - 4 ȝ



A

A.8 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

< 500 < 850 < 1200 < 600 < 850 DUPLEX < 240 < 300
< 10%

Si
> 10%

Si
Ottone
Rame

Bronzo
>700

Ti6Al4V HTA < 45 < 60

       

Geometria Geometria d'elica avanzata, progettata per un'ottimale
evacuazione truciolo su una vasta gamma di materiali

Angolo al vertice 118°
Tratt. superficiale Lucida
Applicazione Punta adatta alla lavorazione di molteplici materiali

ART. A0003

A0003 Cod. Tec. GR01
Euro

D
mm

d
mm

l
mm

L
mm



EL
IC

A 
F/

R

A00030,2 27,00 0,20

3

4

38 1

A00030,3 23,10 0,30
A00030,4 21,20 0,40
A00030,5 14,80 0,50
A00030,6 14,80 0,60

6A00030,7 14,80 0,70
A00030,8 14,80 0,80

8

A00030,85 14,80 0,85
A00030,9 14,80 0,90
A00031 13,70 1,00
A00031,05 13,70 1,05
A00031,1 13,70 1,10
A00031,15 13,70 1,15

A0003 Cod. Tec. GR01
Euro

D
mm

d
mm

l
mm

L
mm



EL
IC

A 
F/

R

A00031,2 13,70 1,20

3

8

38 1

A00031,25 13,70 1,25

10

A00031,3 13,70 1,30
A00031,4 13,70 1,40
A00031,45 13,70 1,45
A00031,5 13,70 1,50
A00031,6 13,70 1,60
A00031,7 13,70 1,70

12

A00031,8 13,70 1,80
A00031,9 13,70 1,90
A00032 13,70 2,00
A00032,1 13,70 2,10
A00032,2 13,70 2,20

PUNTA DIN 1899A

MICROPUNTE CODOLO RINFORZATO

Safety
High quality
Renewablelubricants

A.8 Indivisible package   Suggested retail package - Unit price

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300
< 10%

Si
> 10%

Si
Brass

Copper
Bronze
>700

Ti6Al4V HTA < 45 < 60

       

Geometry Advanced flute geometry, designed for optimal chip evacuation
on a broad range of materials

Point angle 118°
Surface treatment Bright
Application Drill suited for machining on a wide range of materials.

ITEM: A0003

A0003 Tech. Code D
mm

d
mm

l
mm

L
mm



H
EL

IX
F/

R

0.20

3

4

38

0.30
0.40
0.50
0.60

6
0.70
0.80

8

0.85
0.90
1.00
1.05
1.10
1.15

A0003 Tech. Code D
mm

d
mm

l
mm

L
mm



H
EL

IX
F/

R

1.20

3

8

38

1.25

10

1.30
1.40
1.45
1.50
1.60
1.70

12

1.80
1.90
2.00
2.10
2.20

DRILL DIN 1899A

MICRO DRILLS REINFORCED SHANK



A

A.9 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

< 500 < 850 < 1200 < 600 < 850 DUPLEX < 240 < 300
< 10%

Si
> 10%

Si
Ottone
Rame

Bronzo
>700

Ti6Al4V HTA < 45 < 60

      

Geometria Elica evoluta, che consente livelli di penetrazione
particolarmente elevati

Angolo al vertice 140°
Tratt. superficiale Devil
Applicazione Lavorazione di materiali a truciolo lungo e corto. Particolarmente

consigliate per lavorazioni di acciai al carbonio fino a 1100 N/
mm², ed acciai inossidabili austenitici

ART. A0005

A richiesta fornibili con codolo Weldon al costo di 2€.
Codolo cilindrico ( A0005.... ) Codolo Weldon ( A0005...W )

A0005 Cod. Tec. GR01
Euro

D
mm

d
mm

I
mm

L
mm



3 
x 

D

A00053 34,70 3,00

6

20 62

1

A00053,1 34,70 3,10
A00053,2 34,70 3,20
A00053,3 34,70 3,30
A00053,4 34,70 3,40
A00053,5 34,70 3,50
A00053,6 34,70 3,60
A00053,7 34,70 3,70
A00053,8 34,70 3,80

24

66

A00053,9 34,70 3,90
A00054 34,70 4,00
A00054,1 34,70 4,10
A00054,2 34,70 4,20
A00054,3 34,70 4,30
A00054,4 34,70 4,40
A00054,5 34,70 4,50
A00054,6 34,70 4,60
A00054,7 34,70 4,70
A00054,8 34,70 4,80

28

A00054,9 34,70 4,90
A00055 34,70 5,00
A00055,1 34,70 5,10
A00055,2 34,70 5,20
A00055,3 34,70 5,30
A00055,4 34,70 5,40
A00055,5 34,70 5,50
A00055,6 34,70 5,60
A00055,7 34,70 5,70

A0005 Cod. Tec. GR01
Euro

D
mm

d
mm

I
mm

L
mm



3 
x 

D

A00055,8 34,70 5,80
6 28 66

1

A00055,9 34,70 5,90
A00056 34,70 6,00
A00056,1 37,60 6,10

8

34

79

A00056,2 37,60 6,20
A00056,3 38,00 6,30
A00056,4 38,00 6,40
A00056,5 38,00 6,50
A00056,8 38,00 6,80
A00057 38,00 7,00
A00057,5 38,00 7,50

41A00057,8 38,00 7,80
A00058 38,00 8,00
A00058,2 43,80 8,20

10 47 89

A00058,5 43,80 8,50
A00058,7 43,80 8,70
A00058,9 43,80 8,90
A00059 43,80 9,00
A00059,5 43,80 9,50
A00059,8 43,80 9,80
A000510 43,80 10,00
A000510,2 64,90 10,20

12 55 102
A000510,5 64,90 10,50
A000511 64,90 11,00
A000511,5 64,90 11,50
A000512 64,90 12,00
A000512,5 86,50 12,50

14 60 107A000513 86,50 13,00

PUNTA DIN 6537

PUNTE CODOLO RINFORZATO 3XD SNAKE

A.9Indivisible package  Suggested retail package - Unit price

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300
< 10%

Si
> 10%

Si
Brass

Copper
Bronze
>700

Ti6Al4V HTA < 45 < 60

      

Geometry Advanced flute design for high performance

Point angle 140°
Surface treatment Devil
Application Machining of short or long chip materials. Recommended

for machining carbon steel up to 1100 N/mm² and austenitic
stainless steel.

ITEM: A0005

On request available with Weldon shank at a cost of € 2.
Cylindrical shank (A0005....) Weldon shank (A0005...W)

A0005 Tech. Code D
mm

d
mm

I
mm

L
mm



3 
x 

D

3.00

6

20 62

3.10
3.20
3.30
3.40
3.50
3.60
3.70
3.80

24

66

3.90
4.00
4.10
4.20
4.30
4.40
4.50
4.60
4.70
4.80

28

4.90
5.00
5.10
5.20
5.30
5.40
5.50
5.60
5.70

A0005 Tech. Code D
mm

d
mm

I
mm

L
mm



3 
x 

D

5.80
6 28 665.90

6.00
6.10

8

34

79

6.20
6.30
6.40
6.50
6.80
7.00
7.50

417.80
8.00
8.20

10 47 89

8.50
8.70
8.90
9.00
9.50
9.80

10.00
10.20

12 55 102
10.50
11.00
11.50
12.00
12.50

14 60 107
13.00

DRILL DIN 6537

DRILLS REINFORCED SHANK 3XD



A

A.10 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

< 500 < 850 < 1200 < 600 < 850 DUPLEX < 240 < 300
< 10%

Si
> 10%

Si
Ottone
Rame

Bronzo
>700

Ti6Al4V HTA < 45 < 60

      

Geometria Elica evoluta, che consente livelli di penetrazione
particolarmente elevati

Angolo al vertice 140°
Tratt. superficiale Devil
Applicazione Lavorazione di materiali a truciolo lungo e corto. Particolarmente

consigliate per lavorazioni di acciai al carbonio fino a 1100 N/
mm², ed acciai inossidabili austenitici

ART. A0007

A richiesta fornibili con codolo Weldon al costo di 2€.
Codolo cilindrico ( A0007.... ) Codolo Weldon ( A0007...W )

A0007 Cod. Tec. GR01
Euro

D
mm

d
mm

I
mm

L
mm



5 
x 

D

A00073 53,80 3,00

6

28 66

1

A00073,1 53,80 3,10
A00073,2 53,80 3,20
A00073,3 53,80 3,30
A00073,4 53,80 3,40
A00073,5 53,80 3,50
A00073,6 53,80 3,60
A00073,7 53,80 3,70
A00073,8 53,80 3,80

36 74

A00073,9 53,80 3,90
A00074 53,80 4,00
A00074,1 53,80 4,10
A00074,2 53,80 4,20
A00074,3 53,80 4,30
A00074,4 53,80 4,40
A00074,5 53,80 4,50
A00074,6 53,80 4,60
A00074,7 53,80 4,70
A00074,8 53,80 4,80

44 82

A00074,9 53,80 4,90
A00075 53,80 5,00
A00075,1 53,80 5,10
A00075,2 53,80 5,20
A00075,3 53,80 5,30
A00075,4 53,80 5,40
A00075,5 53,80 5,50
A00075,6 53,80 5,60
A00075,7 53,80 5,70
A00075,8 53,80 5,80
A00075,9 53,80 5,90
A00076 53,80 6,00
A00076,1 70,00 6,10

8 53 91
A00076,2 70,00 6,20
A00076,3 70,00 6,30
A00076,4 70,00 6,40
A00076,5 70,00 6,50

A0007 Cod. Tec. GR01
Euro

D
mm

d
mm

I
mm

L
mm



5 
x 

D

A00076,6 70,00 6,60

8 53 91

1

A00076,7 70,00 6,70
A00076,8 70,00 6,80
A00076,9 70,00 6,90
A00077 70,00 7,00
A00077,3 70,00 7,30
A00077,4 70,00 7,40
A00077,5 70,00 7,50
A00077,7 70,00 7,70
A00077,8 70,00 7,80
A00077,9 70,00 7,90
A00078 70,00 8,00
A00078,1 82,20 8,10

10 61 103

A00078,2 82,20 8,20
A00078,3 82,20 8,30
A00078,5 82,20 8,50
A00078,6 82,20 8,60
A00078,7 82,20 8,70
A00078,8 82,20 8,80
A00078,9 82,20 8,90
A00079 82,20 9,00
A00079,3 82,20 9,30
A00079,4 82,20 9,40
A00079,5 82,20 9,50
A00079,7 82,20 9,70
A00079,8 82,20 9,80
A00079,9 82,20 9,90
A000710 82,20 10,00
A000710,2 123,70 10,20

12 71 118
A000710,5 123,70 10,50
A000711 123,70 11,00
A000711,5 123,70 11,50
A000712 123,70 12,00
A000712,5 147,30 12,50

14 77 124A000713 147,30 13,00

PUNTA DIN 6537

PUNTE CODOLO RINFORZATO 5XD CON FORI SNAKE

A.10 Indivisible package   Suggested retail package - Unit price

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300
< 10%

Si
> 10%

Si
Brass

Copper
Bronze
>700

Ti6Al4V HTA < 45 < 60

      

Geometry Advanced flute design for high performance

Point angle 140°
Surface treatment Devil
Application Short or long chip materials machining. Recommended for

carbon steel up to 1100 N/mm² and austenitic stainless steel.

ITEM: A0007

On request available with Weldon shank at a cost of € 2.
Cylindrical shank (A0007....) Weldon shank (A0007....W)

A0007 Tech. Code D
mm

d
mm

I
mm

L
mm



5 
x 

D

3.00

6

28 66

3.10
3.20
3.30
3.40
3.50
3.60
3.70
3.80

36 74

3.90
4.00
4.10
4.20
4.30
4.40
4.50
4.60
4.70
4.80

44 82

4.90
5.00
5.10
5.20
5.30
5.40
5.50
5.60
5.70
5.80
5.90
6.00
6.10

8 53 91
6.20
6.30
6.40
6.50

A0007 Tech. Code D
mm

d
mm

I
mm

L
mm



5 
x 

D

6.60

8 53 91

6.70
6.80
6.90
7.00
7.30
7.40
7.50
7.70
7.80
7.90
8.00
8.10

10 61 103

8.20
8.30
8.50
8.60
8.70
8.80
8.90
9.00
9.30
9.40
9.50
9.70
9.80
9.90
10.00
10.20

12 71 118
10.50
11.00
11.50
12.00
12.50

14 77 124
13.00

DRILL DIN 6537

DRILLS REINFORCED SHANK 5XD - COOLANT HOLES



A

A.11 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

l1

< 500 < 850 < 1200 < 600 < 850 DUPLEX < 240 < 300
< 10%

Si
> 10%

Si
Ottone
Rame

Bronzo
>700

Ti6Al4V HTA < 45 < 60

               

Geometria Elica evoluta, assottigliamento del nucleo, affilatura speciale,
geometria concava dei taglienti, affilatura autocentrante

Angolo al vertice 140°
Tratt. superficiale Devil
Applicazione Lavorazione di materiali a truciolo lungo e corto, come: acciai

da costruzione e da cementazione, ghisa acciaiosa, acciai da
bonifica e acciai legati con R ≤ 1200 N/mm², nonchè per acciai
al carbonio, bronzi, ghise e leghe di AlSi con elevato contenuto
di silicio

ART. A0010

A richiesta fornibili con codolo Weldon al costo di 2€.
Codolo cilindrico ( A0010.... ) Codolo Weldon ( A0010...W )

A0010 Cod. Tec. GR02
Euro

D
mm

d
mm

l
mm

L
mm

l1
mm



3 
x 

D

A00101 34,00 1,00
4

4 45 4

1

A00101,5 34,00 1,50 5
50

5
A00102 37,80 2,00

6

7

9

A00102,1 37,80 2,10

55

A00102,2 37,80 2,20
8A00102,3 37,80 2,30

A00102,4 37,80 2,40
A00102,5 37,80 2,50

9A00102,6 37,80 2,60
A00102,7 37,80 2,70
A00102,8 37,80 2,80

10A00102,9 37,80 2,90
A00103 43,40 3,00

20
62

14

A00103,1 43,40 3,10
A00103,2 43,40 3,20
A00103,3 43,40 3,30
A00103,4 43,40 3,40
A00103,5 43,40 3,50
A00103,6 43,40 3,60
A00103,7 43,40 3,70

66

A00103,8 43,40 3,80

24
17

A00103,9 43,40 3,90
A00104 43,40 4,00
A00104,1 43,40 4,10
A00104,2 43,40 4,20
A00104,3 43,40 4,30
A00104,4 43,40 4,40
A00104,5 43,40 4,50
A00104,6 43,40 4,60
A00104,65 43,40 4,65
A00104,7 43,40 4,70

28

A00104,8 43,40 4,80

20

A00104,9 43,40 4,90
A00105 43,40 5,00
A00105,1 43,40 5,10
A00105,2 43,40 5,20
A00105,3 43,40 5,30
A00105,4 43,40 5,40
A00105,5 43,40 5,50
A00105,55 43,40 5,55
A00105,6 43,40 5,60
A00105,7 43,40 5,70
A00105,8 43,40 5,80
A00105,9 43,40 5,90
A00106 43,40 6,00
A00106,1 45,70 6,10

8 34 79 24
A00106,2 45,70 6,20
A00106,3 45,70 6,30
A00106,4 45,70 6,40
A00106,5 45,70 6,50

A0010 Cod. Tec. GR02
Euro

D
mm

d
mm

l
mm

L
mm

l1
mm



3 
x 

D

A00106,6 45,70 6,60

8

34

79

24

1

A00106,7 45,70 6,70
A00106,8 45,70 6,80
A00106,9 45,70 6,90
A00107 45,70 7,00
A00107,1 45,70 7,10

41 29

A00107,2 45,70 7,20
A00107,3 45,70 7,30
A00107,4 45,70 7,40
A00107,5 45,70 7,50
A00107,6 45,70 7,60
A00107,7 45,70 7,70
A00107,8 45,70 7,80
A00107,9 45,70 7,90
A00108 45,70 8,00
A00108,1 48,70 8,10

10 47 89 35

A00108,2 48,70 8,20
A00108,3 48,70 8,30
A00108,4 48,70 8,40
A00108,5 48,70 8,50
A00108,6 48,70 8,60
A00108,7 48,70 8,70
A00108,8 48,70 8,80
A00108,9 48,70 8,90
A00109 48,70 9,00
A00109,1 48,70 9,10
A00109,2 48,70 9,20
A00109,3 48,70 9,30
A00109,4 48,70 9,40
A00109,5 48,70 9,50
A00109,6 48,70 9,60
A00109,7 48,70 9,70
A00109,8 48,70 9,80
A00109,9 48,70 9,90
A001010 48,70 10,00
A001010,2 73,00 10,20

12 55 102 40

A001010,5 73,00 10,50
A001010,8 73,00 10,80
A001011 73,00 11,00
A001011,2 73,00 11,20
A001011,5 73,00 11,50
A001012 73,00 12,00
A001012,5 97,10 12,50

14 60 107 43
A001013 97,10 13,00
A001013,5 97,10 13,50
A001014 97,10 14,00
A001014,5 125,70 14,50

16 65 115 45
A001015 125,70 15,00
A001015,5 125,70 15,50
A001016 125,70 16,00

PUNTA DIN 6537

PUNTE CODOLO RINFORZATO 3XD HD

A.11Indivisible package  Suggested retail package - Unit price

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300
< 10%

Si
> 10%

Si
Brass

Copper
Bronze
>700

Ti6Al4V HTA < 45 < 60

               

Geometry Advanced flute design, web thinning, with special sharpening,
concave cutting-edge geometry, self-centering point geometry

Point angle 140°
Surface treatment Devil
Application Machining of long and short chip materials such as structural

and case hardening steel, ferritic cast iron, heat treated steel
and alloy steel with R ≤ 1,200 N/mm², as well as carbon steel,
bronze, cast iron and AISi alloys with high silicon content.

ITEM: A0010

On request available with Weldon shank at a cost of € 2.
Cylindrical shank (A0010....) Weldon shank (A0010....W)

A0010 Tech. Code D
mm

d
mm

l
mm

L
mm

l1
mm



3 
x 

D

1.00
4

4 45 4
1.50 5

50
5

2,00

6

7

9

2.10

55

2.20
82.30

2.40
2.50

92.60
2.70
2,80

10
2,90
3.00

20
62

14

3.10
3.20
3.30
3.40
3.50
3.60
3.70

66

3.80

24
17

3.90
4.00
4.10
4.20
4.30
4.40
4.50
4.60
4.65
4.70

28

4.80

20

4.90
5.00
5.10
5.20
5.30
5.40
5.50
5.55
5.60
5.70
5.80
5.90
6.00
6.10

8 34 79 24
6.20
6.30
6.40
6.50

A0010 Tech. Code D
mm

d
mm

l
mm

L
mm

l1
mm



3 
x 

D

6.60

8

34

79

24
6.70
6.80
6.90
7.00
7.10

41 29

7.20
7.30
7.40
7.50
7.60
7.70
7.80
7.90
8.00
8.10

10 47 89 35

8.20
8.30
8.40
8.50
8.60
8.70
8.80
8.90
9.00
9.10
9.20
9.30
9.40
9.50
9.60
9.70
9.80
9.90
10.00
10.20

12 55 102 40

10.50
10.80
11.00
11.20
11.50
12.00
12.50

14 60 107 43
13.00
13.50
14.00
14.50

16 65 115 45
15.00
15.50
16.00

DRILL DIN 6537

DRILLS REINFORCED SHANK 3XD



A

A.12 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

l1

< 500 < 850 < 1200 < 600 < 850 DUPLEX < 240 < 300
< 10%

Si
> 10%

Si
Ottone
Rame

Bronzo
>700

Ti6Al4V HTA < 45 < 60

               

Geometria Elica evoluta, assottigliamento del nucleo, affilatura speciale,
geometria concava dei taglienti, affilatura autocentrante

Angolo al vertice 140°
Tratt. superficiale Devil
Applicazione Lavorazione di materiali a truciolo lungo e corto, come: acciai

da costruzione e da cementazione, ghisa acciaiosa, acciai da
bonifica e acciai legati con R ≤ 1200 N/mm², nonchè per acciai
al carbonio, bronzi, ghise e leghe di AlSi con elevato contenuto
di silicio

ART. A0020

A richiesta fornibili con codolo Weldon al costo di 2€.
Codolo cilindrico ( A0020.... ) Codolo Weldon ( A0020...W )

A0020 Cod. Tec. GR02
Euro

D
mm

d
mm

l
mm

L
mm

l1
mm



3 
x 

D

A00203 47,60 3,00

6

20 62 14

1

A00203,1 50,60 3,10
A00203,2 50,60 3,20
A00203,3 47,60 3,30
A00203,4 53,90 3,40
A00203,5 47,60 3,50
A00203,7 50,70 3,70
A00203,8 50,60 3,80

24

66

17

A00203,9 53,90 3,90
A00204 47,60 4,00
A00204,1 50,60 4,10
A00204,2 47,60 4,20
A00204,3 50,60 4,30
A00204,4 50,60 4,40
A00204,5 47,60 4,50
A00204,6 50,60 4,60
A00204,7 50,60 4,70
A00204,8 47,60 4,80

20

A00204,9 43,50 4,90
A00205 47,60 5,00

28

A00205,1 48,30 5,10
A00205,2 43,80 5,20
A00205,3 47,60 5,30
A00205,5 47,60 5,50
A00205,6 50,60 5,60
A00205,7 50,60 5,70
A00205,8 50,60 5,80
A00205,9 50,60 5,90
A00206 47,60 6,00
A00206,1 57,70 6,10

8 34 79

24

A00206,2 57,70 6,20
A00206,3 57,70 6,30
A00206,4 58,60 6,40
A00206,5 57,70 6,50
A00206,8 57,70 6,80
A00206,9 63,40 6,90
A00207 57,70 7,00
A00207,1 57,70 7,10

29A00207,2 57,70 7,20
A00207,3 57,70 7,30

A0020 Cod. Tec. GR02
Euro

D
mm

d
mm

l
mm

L
mm

l1
mm



3 
x 

D

A00207,4 57,70 7,40

8 41 79 29

1

A00207,5 57,70 7,50
A00207,7 57,70 7,70
A00207,8 57,70 7,80
A00207,9 57,70 7,90
A00208 57,70 8,00
A00208,1 67,60 8,10

10 47 89 35

A00208,2 67,60 8,20
A00208,3 67,60 8,30
A00208,4 67,60 8,40
A00208,5 67,60 8,50
A00208,6 67,60 8,60
A00208,7 67,60 8,70
A00208,8 67,60 8,80
A00209 67,60 9,00
A00209,2 67,60 9,20
A00209,3 67,60 9,30
A00209,5 67,60 9,50
A00209,7 67,60 9,70
A00209,8 67,60 9,80
A002010 67,60 10,00
A002010,2 96,90 10,20

12 55 102 40

A002010,5 96,90 10,50
A002010,8 96,90 10,80
A002011 96,90 11,00
A002011,2 113,00 11,20
A002011,5 96,90 11,50
A002011,8 96,90 11,80
A002012 96,90 12,00
A002012,2 110,40 12,20

14 60 107 43

A002012,5 110,40 12,50
A002012,8 110,40 12,80
A002013 110,40 13,00
A002013,5 110,40 13,50
A002013,8 110,40 13,80
A002014 110,40 14,00
A002014,5 138,60 14,50
A002015 138,60 15,00

16 65 115 45A002015,5 162,00 15,50
A002016 138,60 16,00

PUNTA DIN 6537

PUNTE CODOLO RINFORZATO 3XD CON FORI HD

A.12 Indivisible package   Suggested retail package - Unit price

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300
< 10%

Si
> 10%

Si
Brass

Copper
Bronze
>700

Ti6Al4V HTA < 45 < 60

               

Geometry Advanced flute design, web thinning, with special sharpening,
concave cutting-edge geometry, self-centering point geometry

Point angle 140°
Surface treatment Devil
Application Machining of long and short chip materials such as structural

and case hardening steel, ferritic cast iron, heat treated steel
and alloy steel with R ≤ 1200N/mm², as well as carbon steel,
bronze, cast iron and AISi alloys with high silicon content.

ITEM: A0020

On request available with Weldon shank at a cost of € 2.
Cylindrical shank (A0020....) Weldon shank (A0020....W)

A0020 Tech. Code D
mm

d
mm

l
mm

L
mm

l1
mm



3 
x 

D

3.00

6

20 62 14

3,10
3,20
3.30
3,40
3.50
3,70
3,80

24

66

17

3,90
4.00
4,10
4.20
4,30
4,40
4.50
4,60
4,70
4.80

20

4,90
5.00

28

5,10
5,20
5.30
5.50
5,60
5,70
5,80
5,90
6.00
6.10

8 34 79

24

6.20
6.30
6,40
6.50
6.80
6,90
7.00
7,10

297,20
7,30

A0020 Tech. Code D
mm

d
mm

l
mm

L
mm

l1
mm



3 
x 

D

7,40

8 41 79 29

7.50
7.70
7.80
7,90
8.00
8,10

10 47 89 35

8,20
8,30
8,40
8.50
8.60
8,70
8.80
9.00
9,20
9,30
9.50
9,70
9.80
10.00
10.20

12 55 102 40

10.50
10,80
11.00
11,20
11.50
11,80
12.00
12,20

14 60 107 43

12.50
12,80
13.00
13.50
13,80
14.00
14,50
15,00

16 65 115 4515,50
16,00

DRILL DIN 6537

DRILLS REINFORCED SHANK 3XD - COOLANT HOLES



A

A.13 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

l1

< 500 < 850 < 1200 < 600 < 850 DUPLEX < 240 < 300
< 10%

Si
> 10%

Si
Ottone
Rame

Bronzo
>700

Ti6Al4V HTA < 45 < 60

               

Geometria Elica evoluta, assottigliamento del nucleo, geometria concava
dei taglienti, affilatura autocentrante

Angolo al vertice 140°
Tratt. superficiale Devil
Applicazione Lavorazione di materiali a truciolo lungo e corto, come: acciai

da costruzione e da cementazione, ghisa acciaiosa, acciai da
bonifica e acciai legati con R ≤ 1200N/mm², nonchè per acciai
al carbonio, bronzi, ghise e leghe di AlSi con elevato contenuto
di silicio

ART. A0030

A richiesta fornibili con codolo Weldon al costo di 2€.
Codolo cilindrico ( A0030.... ) Codolo Weldon ( A0030...W )

A0030 Cod. Tec. GR02
Euro

D
mm

d
mm

l
mm

L
mm

l1
mm



5 
x 

D

A00303 45,00 3,00

6

28 66 23

1

A00303,2 45,00 3,20
A00303,3 45,00 3,30
A00303,4 45,00 3,40
A00303,5 45,00 3,50
A00304 45,00 4,00

36 74 29

A00304,2 45,00 4,20
A00304,3 45,00 4,30
A00304,5 45,00 4,50
A00304,6 45,00 4,60
A00304,7 45,00 4,70
A00305 45,00 5,00

44 82 35

A00305,1 45,00 5,10
A00305,2 45,00 5,20
A00305,3 45,00 5,30
A00305,5 45,00 5,50
A00305,7 45,00 5,70
A00306 45,00 6,00
A00306,2 47,30 6,20

8 53 91 43

A00306,4 47,30 6,40
A00306,5 47,30 6,50
A00306,7 47,30 6,70
A00306,8 47,30 6,80
A00306,9 47,30 6,90
A00307 47,30 7,00
A00307,1 47,30 7,10
A00307,2 47,30 7,20
A00307,5 47,30 7,50
A00307,7 47,30 7,70
A00307,8 47,30 7,80
A00307,9 47,30 7,90

A0030 Cod. Tec. GR02
Euro

D
mm

d
mm

l
mm

L
mm

l1
mm



5 
x 

D

A00308 47,30 8,00 8 53 91 43

1

A00308,4 50,20 8,40

10 61 103 49

A00308,5 50,20 8,50
A00308,6 50,20 8,60
A00308,7 50,20 8,70
A00308,8 50,20 8,80
A00308,9 50,20 8,90
A00309 50,20 9,00
A00309,5 50,20 9,50
A00309,7 50,20 9,70
A00309,8 50,20 9,80
A003010 50,20 10,00
A003010,2 74,30 10,20

12 71 118 56
A003010,5 74,30 10,50
A003011 74,30 11,00
A003011,5 74,30 11,50
A003012 74,30 12,00
A003012,5 97,90 12,50

14 77 124 60
A003013 97,90 13,00
A003013,5 97,90 13,50
A003014 97,90 14,00
A003014,5 107,70 14,50

16 83 133 63
A003015 107,70 15,00
A003015,5 107,70 15,50
A003016 107,70 16,00
A003016,5 179,90 16,50

18 93 143 71
A003017 179,90 17,00
A003017,5 179,90 17,50
A003018 179,90 18,00
A003020 197,90 20,00 20 101 153 77

PUNTA DIN 6537

PUNTE CODOLO RINFORZATO 5XD HD

A.13Indivisible package  Suggested retail package - Unit price

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300
< 10%

Si
> 10%

Si
Brass

Copper
Bronze
>700

Ti6Al4V HTA < 45 < 60

               

Geometry Advanced flute design, web thinning, with concave cutting-
edge geometry, self-centering point geometry

Point angle 140°
Surface treatment Devil
Application Machining of long and short chip materials such as structural

and case hardening steel, ferritic cast iron, heat treated steel
and alloy steel with R ≤ 1200N/mm², as well as carbon steel,
bronze, cast iron and AISi alloys with high silicon content.

ITEM: A0030

On request available with Weldon shank at a cost of € 2.
Cylindrical shank (A0030....) Weldon shank (A0030....W)

A0030 Tech. Code D
mm

d
mm

l
mm

L
mm

l1
mm



5 
x 

D

3.00

6

28 66 23
3.20
3.30
3.40
3.50
4.00

36 74 29

4.20
4.30
4.50
4.60
4.70
5.00

44 82 35

5.10
5.20
5.30
5.50
5.70
6.00
6.20

8 53 91 43

6.30
6.50
6.70
6.80
6.90
7.00
7.10
7.20
7.50
7.70
7.80
7.90

A0030 Tech. Code D
mm

d
mm

l
mm

L
mm

l1
mm



5 
x 

D

8.00 8 53 91 43
8.40

10 61 103 49

8.50
8.60
8.70
8.80
8.90
9.00
9.50
9.70
9.80
10.00
10.20

12 71 118 56
10.50
11.00
11.50
12.00
12.50

14 77 124 60
13.00
13.50
14.00
14.50

16 83 133 63
15.00
15.50
16.00
16.50

18 93 143 71
17.00
17.50
18.00
20.00 20 101 153 77

DRILL DIN 6537

DRILLS REINFORCED SHANK 5XD



A

A.14 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

l1

< 500 < 850 < 1200 < 600 < 850 DUPLEX < 240 < 300
< 10%

Si
> 10%

Si
Ottone
Rame

Bronzo
>700

Ti6Al4V HTA < 45 < 60

               

Geometria Elica evoluta, assottigliamento del nucleo, geometria concava
dei taglienti, affilatura autocentrante

Angolo al vertice 140°
Tratt. superficiale Devil
Applicazione Lavorazione di materiali a truciolo lungo e corto, come: acciai

da costruzione e da cementazione, ghisa acciaiosa, acciai da
bonifica e acciai legati con R ≤ 1200 N/mm², nonchè per acciai
al carbonio, bronzi, ghise e leghe di AlSi con elevato contenuto
di silicio

ART. A0040

A richiesta fornibili con codolo Weldon al costo di 2€.
Codolo cilindrico ( A0040.... ) Codolo Weldon ( A0040...W )

A0040 Cod. Tec. GR02
Euro

D
mm

d
mm

l
mm

L
mm

l1
mm



5 
x 

D

A00401 53,50 1,00

4

6

45

6

1

A00401,1 65,90 1,10 7,5
A00401,2 65,90 1,20 8,5

7A00401,3 65,90 1,30 9
A00401,4 65,90 1,40 10

8A00401,5 53,50 1,50 8

50
A00401,6 65,90 1,60 11

9A00401,7 65,90 1,70 12
A00401,8 65,90 1,80 12,5

10A00401,9 65,90 1,90 13,5
A00402 53,50 2,00 11

55

11
A00402,1 53,50 2,10

12 12A00402,2 53,50 2,20
A00402,3 53,50 2,30

13 13A00402,4 53,50 2,40
A00402,5 53,50 2,50

14 14A00402,6 53,50 2,60
A00402,7 53,50 2,70

15 15A00402,8 53,50 2,80
A00402,9 53,50 2,90 16 16
A00403 68,30 3,00

6

28 66 23

A00403,1 68,30 3,10
A00403,2 68,30 3,20
A00403,3 68,30 3,30
A00403,4 68,30 3,40
A00403,5 68,30 3,50
A00403,6 68,30 3,60
A00403,7 68,30 3,70
A00403,8 68,30 3,80

36 74 29

A00403,9 68,30 3,90
A00404,0 68,30 4,00
A00404,1 68,30 4,10
A00404,2 68,30 4,20
A00404,3 68,30 4,30
A00404,4 68,30 4,40
A00404,5 68,30 4,50
A00404,6 68,30 4,60
A00404,7 68,30 4,70
A00404,8 68,30 4,80

44 82

35

A00404,9 68,30 4,90
A00405 68,30 5,00
A00405,1 68,30 5,10
A00405,2 68,30 5,20
A00405,3 68,30 5,30
A00405,4 68,30 5,40
A00405,5 68,30 5,50
A00405,6 68,30 5,60
A00405,7 68,30 5,70
A00405,8 68,30 5,80
A00405,9 68,30 5,90
A00406 68,30 6,00
A00406,1 76,50 6,10

8 43

A00406,2 76,50 6,20
A00406,3 76,50 6,30
A00406,4 76,50 6,40
A00406,5 76,50 6,50

53 91A00406,6 76,50 6,60

A0040 Cod. Tec. GR02
Euro

D
mm

d
mm

l
mm

L
mm

l1
mm



5 
x 

D

A00406,7 76,50 6,70

8

53 91

43

1

A00406,8 76,50 6,80
A00406,9 76,50 6,90
A00407 76,50 7,00
A00407,1 76,50 7,10
A00407,2 76,50 7,20
A00407,3 76,50 7,30
A00407,4 76,50 7,40
A00407,5 76,50 7,50
A00407,6 76,50 7,60
A00407,7 76,50 7,70
A00407,8 76,50 7,80
A00407,9 76,50 7,90
A00408 76,50 8,00
A00408,1 86,80 8,10

10 49

A00408,2 86,80 8,20
A00408,3 86,80 8,30
A00408,4 86,80 8,40
A00408,5 86,80 8,50

61 103

A00408,6 86,80 8,60
A00408,7 86,80 8,70
A00408,8 86,80 8,80
A00408,9 86,80 8,90
A00409 86,80 9,00
A00409,1 86,80 9,10
A00409,2 86,80 9,20
A00409,3 86,80 9,30
A00409,4 86,80 9,40
A00409,5 86,80 9,50
A00409,6 86,80 9,60
A00409,7 86,80 9,70
A00409,8 86,80 9,80
A00409,9 86,80 9,90
A004010 86,80 10,00
A004010,2 127,20 10,20

12 71 118 56

A004010,3 127,20 10,30
A004010,4 127,20 10,40
A004010,5 127,20 10,50
A004011 127,20 11,00
A004011,2 127,20 11,20
A004011,5 127,20 11,50
A004011,8 127,20 11,80
A004012 127,20 12,00
A004012,2 170,90 12,20

14 77 124 60

A004012,5 170,90 12,50
A004012,8 170,90 12,80
A004013 170,90 13,00
A004013,5 170,90 13,50
A004014 170,90 14,00
A004014,5 184,70 14,50

16 83 133 63
A004015 184,70 15,00
A004015,5 184,70 15,50
A004016 184,70 16,00
A004016,5 272,30 16,50

18 93 143 71
A004017 272,30 17,00
A004017,5 272,30 17,50
A004018 272,30 18,00

PUNTA DIN 6537

PUNTE CODOLO RINFORZATO 5XD CON FORI HD

A.14 Indivisible package   Suggested retail package - Unit price

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300
< 10%

Si
> 10%

Si
Brass

Copper
Bronze
>700

Ti6Al4V HTA < 45 < 60

               

Geometry Advanced flute design, web thinning, with concave cutting-
edge geometry, self-centering point geometry

Point angle 140°
Surface treatment Devil
Application Machining of long and short chip materials such as structural

and case hardening steel, ferritic cast iron, heat treated steel
and alloy steel with R ≤ 1,200 N/mm², as well as carbon steel,
bronze, cast iron and AISi alloys with high silicon content.

ITEM: A0040

On request available with Weldon shank at a cost of € 2.
Cylindrical shank (A0040....) Weldon shank (A0040....W)

A0040 Tech. Code D
mm

d
mm

l
mm

L
mm

l1
mm



5 
x 

D

1.00

4

6

45

6
1,10 7,5
1,20 8,5

7
1,30 9
1,40 10

8
1.50 8

50
1,60 11

9
1,70 12
1,80 12,5

10
1,90 13,5
2.00 11

55

11
2.10

12 12
2.20
2.30

13 13
2.40
2.50

14 14
2.60
2.70

15 15
2,80
2,90 16 16
3.00

6

28 66 23

3,10
3,20
3.30
3.40
3.50
3,60
3.70
3,80

36 74 29

3,90
4.00
4.10
4.20
4.30
4.40
4.50
4.60
4.70
4.80

44 82

35

4.90
5.00
5.10
5.20
5.30
5.40
5.50
5.60
5.70
5.80
5.90
6.00
6.10

8 43

6.20
6.30
6.40
6.50

53 91
6.60

A0040 Tech. Code D
mm

d
mm

l
mm

L
mm

l1
mm



5 
x 

D

6.70

8

53 91

43

6.80
6.90
7.00
7.10
7.20
7.30
7.40
7.50
7.60
7.70
7.80
7.90
8.00
8.10

10 49

8.20
8.30
8.40
8.50

61 103

8.60
8.70
8.80
8.90
9.00
9.10
9.20
9.30
9.40
9.50
9.60
9.70
9.80
9.90
10.00
10.20

12 71 118 56

10.30
10.40
10.50
11.00
11.20
11.50
11.80
12.00
12.20

14 77 124 60

12.50
12,80
13.00
13.50
14.00
14.50

16 83 133 63
15.00
15.50
16.00
16.50

18 93 143 71
17.00
17.50
18.00

DRILL DIN 6537

DRILLS REINFORCED SHANK 5XD - COOLANT HOLES



A

A.15 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

l1

< 500 < 850 < 1200 < 600 < 850 DUPLEX < 240 < 300
< 10%

Si
> 10%

Si
Ottone
Rame

Bronzo
>700

Ti6Al4V HTA < 45 < 60

               

Geometria Elica evoluta, assottigliamento del nucleo, geometria concava
dei taglienti, affilatura autocentrante

Angolo al vertice 135°
Tratt. superficiale Devil
Applicazione Lavorazione di materiali a truciolo lungo e corto, come: acciai

da costruzione e da cementazione, ghisa acciaiosa, acciai da
bonifica e acciai legati con R ≤ 1200 N/mm², nonchè per acciai
al carbonio, bronzi, ghise e leghe di AlSi con elevato contenuto
di silicio

ART. A0050

A richiesta fornibili con codolo Weldon al costo di 2€.
Codolo cilindrico ( A0050.... ) Codolo Weldon ( A0050...W )

A0050 Cod. Tec. GR02
Euro

D
mm

d
mm

l
mm

L
mm

l1
mm



7 
x 

D

A00504 128,50 4,00

6

43 81 36

1

A00504,1 128,50 4,10
A00504,2 128,50 4,20
A00504,3 128,50 4,30
A00504,4 128,50 4,40
A00504,5 128,50 4,50
A00504,6 128,50 4,60
A00504,7 128,50 4,70
A00504,8 128,50 4,80

57 95 48

A00504,9 128,50 4,90
A00505 128,50 5,00
A00505,1 128,50 5,10
A00505,2 128,50 5,20
A00505,3 128,50 5,30
A00505,4 128,50 5,40
A00505,5 128,50 5,50
A00505,7 128,50 5,70
A00505,8 128,50 5,80
A00505,9 128,50 5,90
A00506 128,50 6,00
A00506,1 148,30 6,10

8 76 114 64

A00506,2 148,30 6,20
A00506,3 148,30 6,30
A00506,5 148,30 6,50
A00506,6 148,30 6,60
A00506,7 148,30 6,70
A00506,8 148,30 6,80
A00506,9 148,30 6,90

A0050 Cod. Tec. GR02
Euro

D
mm

d
mm

l
mm

L
mm

l1
mm



7 
x 

D

A00507 148,30 7,00

8 76 114 64

1

A00507,1 148,30 7,10
A00507,2 148,30 7,20
A00507,3 148,30 7,30
A00507,4 148,30 7,40
A00507,5 148,30 7,50
A00507,6 148,30 7,60
A00507,7 148,30 7,70
A00507,8 148,30 7,80
A00508 148,30 8,00
A00508,5 180,50 8,50

10 95 142 80
A00509 180,50 9,00
A00509,1 180,50 9,10
A00509,5 180,50 9,50
A005010 180,50 10,00
A005010,5 238,10 10,50

12 114 162 96
A005011 238,10 11,00
A005011,5 238,10 11,50
A005012 238,10 12,00
A005012,5 335,40 12,50

14 133 178 112
A005013 335,40 13,00
A005013,5 335,40 13,50
A005014 335,40 14,00
A005014,5 419,50 14,50

16 152 203 128
A005015 419,50 15,00
A005015,5 419,50 15,50
A005016 419,50 16,00

PUNTA DIN 6537

PUNTE CODOLO RINFORZATO 7XD CON FORI HD

A0040 Cod. Tec. GR02
Euro

D
mm

d
mm

l
mm

L
mm

l1
mm



5 
x 

D A004018,5 302,10 18,50
20 101 153 77 1A004019 302,10 19,00

A0040 Cod. Tec. GR02
Euro

D
mm

d
mm

l
mm

L
mm

l1
mm



5 
x 

D A004019,5 302,10 19,50
20 101 153 77 1A004020 302,10 20,00

PUNTA DIN 6537

PUNTE CODOLO RINFORZATO 5XD CON FORI HD

A.15Indivisible package  Suggested retail package - Unit price

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300
< 10%

Si
> 10%

Si
Brass

Copper
Bronze
>700

Ti6Al4V HTA < 45 < 60

               

Geometry Advanced flute design, web thinning, with concave cutting-
edge geometry, self-centering point geometry

Point angle 135°
Surface treatment Devil
Application Machining of long and short chip materials such as structural

and case hardening steel, ferritic cast iron, heat treated steel
and alloy steel with R ≤ 1200 N/mm², as well as carbon steel,
bronze, cast iron and AISi alloys with high silicon content.

ITEM: A0050

On request available with Weldon shank at a cost of € 2.
Cylindrical shank (A0050....) Weldon shank (A0050....W)

A0050 Tech. Code D
mm

d
mm

l
mm

L
mm

l1
mm



7 
x 

D

4.00

6

43 81 36

4.10
4.20
4.30
4.40
4.50
4.60
4.70
4.80

57 95 48

4.90
5.00
5.10
5.20
5.30
5.40
5.50
5.70
5.80
5.90
6.00
6,10

8 76 114 64

6.20
6.30
6.50
6.60
6.70
6.80
6.90

A0050 Tech. Code D
mm

d
mm

l
mm

L
mm

l1
mm



7 
x 

D

7.00

8 76 114 64

7.10
7.20
7.30
7.40
7.50
7.60
7.70
7.80
8.00
8.50

10 95 142 80
9.00
9.10
9.50
10.00
10.50

12 114 162 96
11.00
11.50
12.00
12.50

14 133 178 112
13.00
13.50
14.00
14.50

16 152 203 128
15.00
15.50
16.00

DRILL DIN 6537

DRILLS REINFORCED SHANK 7XD - COOLANT HOLES

A0040 Tech. Code D
mm

d
mm

l
mm

L
mm

l1
mm



5 
x 

D 18.50
20 101 153 77

19.00

A0040 Tech. Code D
mm

d
mm

l
mm

L
mm

l1
mm



5 
x 

D 19.50
20 101 153 77

20.00

DRILL DIN 6537

DRILLS REINFORCED SHANK 5XD - COOLANT HOLES



A

A.16 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

< 500 < 850 < 1200 < 600 < 850 DUPLEX < 240 < 300
< 10%

Si
> 10%

Si
Ottone
Rame

Bronzo
>700

Ti6Al4V HTA < 45 < 60

         

Geometria Geometria d'elica avanzata, progettata per un'ottimale
evacuazione truciolo su una vasta gamma di materiali

Angolo al vertice 135°
Tratt. superficiale Devil
Applicazione Lavorazione di materiali a truciolo lungo e corto, come: acciai

da costruzione e da cementazione, acciai da bonifica e acciai
legati con R ≤ 1200 N/mm², nonchè per acciai al carbonio,
leghe di AISi con elevato contenuto di silicio

ART. A0070

A richiesta fornibili con codolo Weldon al costo di 2€.
Codolo cilindrico ( A0070.... ) Codolo Weldon ( A0070...W )

A0070 Cod. Tec. GR02
Euro

D
mm

d
mm

l
mm

L
mm

L1
mm



20
 x

 D

A00704 267,90 4,00
6

80 120 80

1
A00705 273,30 5,00 102 145 109
A00706 273,30 6,00 121 170 130
A00707 333,80 7,00 8 140 190 150

A0070 Cod. Tec. GR02
Euro

D
mm

d
mm

l
mm

L
mm

L1
mm



20
 x

 D

A00708 333,80 8,00 8 161 215 173
1A007010 500,80 10,00 10 183 240 218

A007012 617,90 12,00 12 240 305 258

PUNTA DIN 6537

PUNTE CODOLO RINFORZATO 20XD CON FORI HD

l1

< 500 < 850 < 1200 < 600 < 850 DUPLEX < 240 < 300
< 10%

Si
> 10%

Si
Ottone
Rame

Bronzo
>700

Ti6Al4V HTA < 45 < 60

          

Geometria Geometria d'elica avanzata, progettata per un'ottimale
evacuazione truciolo su una vasta gamma di materiali

Angolo di vertice 135°
Tratt. superficiale Devil
Applicazione Lavorazione di materiali a truciolo lungo e corto, come: acciai

da costruzione e da cementazione, acciai da bonifica e acciai
legati con R ≤ 1200 N/mm², nonchè per acciai al carbonio,
leghe di AISi con elevato contenuto di silicio

ART. A0060

A richiesta fornibili con codolo Weldon al costo di 2€.
Codolo cilindrico ( A0060.... ) Codolo Weldon ( A0060...W )

A0060 Cod. Tec. GR02
Euro

D
mm

d
mm

l
mm

L
mm

l1
mm



12
 x

 D

A00603 145,60 3,00

6

48 90 48

1

A00603,5 145,60 3,50
A00604 145,60 4,00

58 102 58A00604,5 145,60 4,50
A00605 145,60 5,00

70 116 70
A00605,2 145,60 5,20
A00605,5 145,60 5,50
A00606 145,60 6,00

A0060 Cod. Tec. GR02
Euro

D
mm

d
mm

l
mm

L
mm

l1
mm



12
 x

 D

A00606,8 161,60 6,80
8 94 146 94

1

A00607 161,60 7,00
A00608 161,60 8,00
A00608,5 226,40 8,50

10 110 162 110A00609 226,40 9,00
A006010 226,40 10,00
A006011 296,10 11,00

12 142 204 142A006012 296,10 12,00

PUNTA DIN 6537

PUNTE CODOLO RINFORZATO 12XD CON FORI HD

A.16 Indivisible package   Suggested retail package - Unit price

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300
< 10%

Si
> 10%

Si
Brass

Copper
Bronze
>700

Ti6Al4V HTA < 45 < 60

         

Geometry Advanced flute design, designed for optimal chip evacuation on
a broad range of materials

Point angle 135°
Surface treatment Devil
Application Machining of long and short chip materials such as structural

and case hardening steel, hardened steel and alloy steel with
R ≤ 1,200 N/mm², as well as carbon steel and AlSi alloys with
high silicon content.

ITEM: A0070

On request available with Weldon shank at a cost of € 2.
Cylindrical shank (A0070....) Weldon shank (A0070....W)

A0070 Tech. Code D
mm

d
mm

l
mm

L
mm

L1
mm



20
x

D

4,00
6

80 120 80
5,00 102 145 109
6,00 121 170 130
7,00 8 140 190 150

A0070 Tech. Code D
mm

d
mm

l
mm

L
mm

L1
mm



20
x

D 8,00 8 161 215 173
10,00 10 183 240 218
12,00 12 240 305 258

DRILL DIN 6537

DRILLS REINFORCED SHANK 20XD - COOLANT HOLES

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300
< 10%

Si
> 10%

Si
Brass

Copper
Bronze
>700

Ti6Al4V HTA < 45 < 60

          

Geometry Advanced flute design, designed for optimal chip evacuation on
a broad range of materials

Point angle 135°
Surface treatment Devil
Application Machining of long and short chip materials such as structural

and case hardening steel, hardener and tempered steel and
alloy steel with R ≤ 1,200 N/mm², as well as carbon steel and
AlSi alloys with high silicon content.

ITEM: A0060

On request available with Weldon shank at a cost of € 2.
Cylindrical shank (A0060....) Weldon shank (A0060....W)

A0060 Tech. Code D
mm

d
mm

l
mm

L
mm

l1
mm



12
x

D

3,00

6

48 90 48
3.5
4,00

58 102 58
4,50
5,00

70 116 70
5.2
5.5
6,00

A0060 Tech. Code D
mm

d
mm

l
mm

L
mm

l1
mm



12
x

D

6,80
8 94 146 947,00

8,00
8.5

10 110 162 1109,00
10,00
11,00

12 142 204 142
12,00

DRILL DIN 6537

DRILLS REINFORCED SHANK 12XD - COOLANT HOLES



A

A.17 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

l1

< 500 < 850 < 1200 < 600 < 850 DUPLEX < 240 < 300
< 10%

Si
> 10%

Si
Ottone
Rame

Bronzo
>700

Ti6Al4V HTA < 45 < 60

         

Geometria Elica evoluta con doppio pattino guida per forature con elevata
precisione assiale.

Angolo al vertice 140°
Tratt. superficiale Durable
Applicazione Lavorazione di materiali a truciolo lungo e corto. Particolarmente

indicate per lavorazioni di acciai al carbonio fino a 1200 N/mm²
e ghise

ART. A0072

A richiesta fornibili con codolo Weldon al costo di 2€.
Codolo cilindrico ( A0072.... ) Codolo Weldon ( A0072...W )

A0072 Cod. Tec. GR02
Euro

D
mm

d
mm

l1
mm

l
mm

L
mm



5 
x 

D

A00723 83,00 3,00

6

23 28 66

1

A00723,3 83,00 3,30
A00723,4 83,00 3,40
A00723,5 83,00 3,50
A00724 83,00 4,00

29 36 74A00724,2 83,00 4,20
A00724,5 83,00 4,50
A00724,8 83,00 4,80

35 44 82

A00725 83,00 5,00
A00725,1 83,00 5,10
A00725,2 83,00 5,20
A00725,5 83,00 5,50
A00725,8 83,00 5,80
A00726 83,00 6,00
A00726,5 98,00 6,50

8 43 53 91

A00726,8 98,00 6,80
A00727 98,00 7,00
A00727,5 98,00 7,50
A00727,8 98,00 7,80
A00728 98,00 8,00
A00728,5 115,00 8,50 10 49 61 103

A0072 Cod. Tec. GR02
Euro

D
mm

d
mm

l1
mm

l
mm

L
mm



5 
x 

D

A00729 115,00 9,00

10 49 61 103

1

A00729,5 115,00 9,50
A00729,8 115,00 9,80
A007210 115,00 10,00
A007210,2 163,00 10,20

12 56 71 118
A007210,5 163,00 10,50
A007211 163,00 11,00
A007211,5 163,00 11,50
A007212 163,00 12,00
A007212,5 221,00 12,50

14 60 77 124

A007212,8 221,00 12,80
A007213 221,00 13,00
A007213,5 221,00 13,50
A007213,8 221,00 13,80
A007214 221,00 14,00
A007214,5 236,00 14,50

16 63 83 133

A007214,8 236,00 14,80
A007215 236,00 15,00
A007215,5 236,00 15,50
A007215,8 236,00 15,80
A007216 236,00 16,00

PUNTA DIN 6537

PUNTE A DOPPIO PATTINO 5XD CON FORI DP-drill

I prodotti sono disponibili nel CAP C

MANDRINI IDRAULICI DIN 69871 SK FORMA AD+B

Cod. Tec. SK
D

mm
L

mm

C0031416080
40

16

80,5C0031420080
20

C0031520080
50

C0031532081* 32 81

Prodotti correlati

A.17Indivisible package  Suggested retail package - Unit price

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300
< 10%

Si
> 10%

Si
Brass

Copper
Bronze
>700

Ti6Al4V HTA < 45 < 60

         

Geometry Cone relief point, cross web thinning (Form C), parabolic flute,
straight cutting edge. Honed cutting edge 4 guide lands

Point angle 140°
Surface treatment Durable
Application Machining of long and short chip materials such as unalloy

steel, cast steel, alloy steel up to 1.200 N/mm² and cast iron.

ITEM: A0072

On request available with Weldon shank at a cost of € 2.
Cylindrical shank (A0072....) Weldon shank (A0072....W)

A0072 Tech. Code D
mm

d
mm

l
mm

L
mm

L
mm



5 
x 

D

3.00

6

23 28 66
3.30
3.40
3.50
4.00

29 36 744.20
4.50
4.80

35 44 82

5.00
5.10
5.20
5.50
5.80
6.00
6.50

8 43 53 91

6.80
7.00
7.50
7.80
8.00
8.50 10 49 61 103

A0072 Tech. Code D
mm

d
mm

l
mm

L
mm

L
mm



5 
x 

D

9.00

10 49 61 103
9.50
9.80

10.00
10.20

12 56 71 118
10.50
11.00
11.50
12.00
12.50

14 60 77 124

12.80
13.00
13.50
13.80
14.00
14.50

16 63 83 133

14.80
15.00
15.50
15.80
16.00

DRILL DIN 6537

DRILLS DOUBLE LAND 5XD - COOLANT HOLES

The products are available in chapter C

HYDRAULIC CHUCKS DIN 69871 SK AD+B

Tech. Code SK
D

mm
L

mm

40
16

80.5
20

50
32 81

Related products



A

A.18 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

< 500 < 850 < 1200 < 600 < 850 DUPLEX < 240 < 300
< 10%

Si
> 10%

Si
Ottone
Rame

Bronzo
>700

Ti6Al4V HTA < 45 < 60

     

Geometria Elica evoluta per elevate prestazioni negli acciai inossidabili

Angolo al vertice 140°
Tratt. Superficiale Durable
Applicazione Lavorazioni su materiali con trucioli sia lunghi che corti.

Consigliate per esecuzioni di fori su acciai inossidabili

ART. A0085

A richiesta fornibili con codolo Weldon al costo di 2€.
Codolo cilindrico ( A0085.... ) Codolo Weldon ( A0085...W )

A0085 Cod. Tec. GR02
Euro

D
mm

d
mm

l
mm

l1
mm

L
mm



3 
x 

D

A00853 61,00 3,00

6

22 14 62

1

A00853,3 61,00 3,30
A00853,4 61,00 3,40
A00853,5 61,00 3,50
A00853,8 61,00 3,80

26 17

66

A00854 61,00 4,00
A00854,2 61,00 4,20
A00854,3 61,00 4,30
A00854,5 61,00 4,50
A00854,8 61,00 4,80

30 20

A00855 61,00 5,00
A00855,2 (61,00) 5,20
A00855,5 61,00 5,50
A00855,8 61,00 5,80
A00856 61,00 6,00
A00856,5 75,00 6,50

8 42 29 79
A00856,8 75,00 6,80
A00857 75,00 7,00
A00857,8 75,00 7,80
A00858 75,00 8,00

A0085 Cod. Tec. GR02
Euro

D
mm

d
mm

l
mm

l1
mm

L
mm



3 
x 

D

A00858,5 102,00 8,50

10 49 35 89

1

A00858,7 102,00 8,70
A00858,8 102,00 8,80
A00859 102,00 9,00
A00859,8 102,00 9,80
A008510 102,00 10,00
A008510,2 131,00 10,20

12 56 40 102

A008510,3 131,00 10,30
A008510,5 131,00 10,50
A008510,8 131,00 10,80
A008511 131,00 11,00
A008511,8 131,00 11,80
A008512 131,00 12,00
A008512,5 202,00 12,50

14 61 43 107
A008513 202,00 13,00
A008513,5 202,00 13,50
A008514 202,00 14,00
A008514,5 236,00 14,50

16 65 45 115A008515 236,00 15,00
A008516 236,00 16,00

PUNTE DIN 6537

PUNTE GAMBO RINFORZATO 3XD CON FORI HS

A.18 Indivisible package   Suggested retail package - Unit price

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300
< 10%

Si
> 10%

Si
Brass

Copper
Bronze
>700

Ti6Al4V HTA < 45 < 60

     

Geometry Advanced flute design for high performances in stainless steel.

Point angle 140°
Surface treatment Durable
Application Machining of long and short chip materials. Recommended for

drilling on stainless steel

ITEM: A0085

On request available with Weldon shank at a cost of € 2.
Cylindrical shank (A0085....) Weldon shank (A0085....W)

A0085 Tech. Code D
mm

d
mm

l
mm

l1
mm

L
mm



3 
x 

D

3,00

6

22 14 62
3,30
3,40
3,50
3,80

26 17

66

4,00
4,20
4,30
4,50
4,80

30 20

5,00
5,20
5,50
5,80
6,00
6,50

8 42 29 79
6,80
7,00
7,80
8,00

A0085 Tech. Code D
mm

d
mm

l
mm

l1
mm

L
mm



3 
x 

D

8,50

10 49 35 89

8,70
8,80
9,00
9,80

10,00
10,20

12 56 40 102

10,30
10,50
10,80
11,00
11,80
12,00
12,50

14 61 43 107
13,00
13,50
14,00
14,50

16 65 45 11515,00
16,00

DRILLS DIN 6537

DRILLS REINFORCED SHANK 3XD - COOLANT HOLES



A

A.19 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

< 500 < 850 < 1200 < 600 < 850 DUPLEX < 240 < 300
< 10%

Si
> 10%

Si
Ottone
Rame

Bronzo
>700

Ti6Al4V HTA < 45 < 60

    

Geometria Elica evoluta
Angolo al vertice 140°
Tratt. Superficiale Durable
Applicazione Esecuzioni di forature alesate H7 con grado di rugosità

estremamente basso. Applicabili su materiali quali acciai legati,
ghise, leghe di titanio e leghe aeronautiche

ART. A0090

A0090 Cod. Tec. GR02
Euro

D
mm

d
mm

l
mm

l1
mm

L
mm



3 
x 

D

A009004 118,00 4
6 20 28 66

1

A009005 118,00 5
A009006 118,00 6
A009007 127,00 7

8 24 34 79A009008 127,00 8
A009009 137,00 9

10 35 47 89A009010 137,00 10

A0090 Cod. Tec. GR02
Euro

D
mm

d
mm

l
mm

l1
mm

L
mm



3 
x 

D

A009011 192,00 11
12 40 55 102

1

A009012 192,00 12
A009013 257,00 13

14 43 60 107A009014 257,00 14
A009015 355,00 15

16 45 65 115A009016 355,00 16

PUNTA ALESATRICE NDF

PUNTE ALESATRICI 3XD CON FORI D-ream

< 500 < 850 < 1200 < 600 < 850 DUPLEX < 240 < 300
< 10%

Si
> 10%

Si
Ottone
Rame

Bronzo
>700

Ti6Al4V HTA < 45 < 60

     

Geometria Elica evoluta per elevate prestazioni negli acciai inossidabili

Angolo al vertice 140°
Tratt. Superficiale Durable
Applicazione Lavorazioni su materiali con trucioli sia lunghi che corti.

Consigliate per esecuzioni di fori su acciai inossidabili

ART. A0088

A richiesta fornibili con codolo Weldon al costo di 2€.
Codolo cilindrico ( A0088.... ) Codolo Weldon ( A0088...W )

A0088 Cod. Tec. GR02
Euro

D
mm

d
mm

l
mm

l1
mm

L
mm



5 
x 

D

A00883 71,00 3,00

6

28 23 66

1

A00883,3 71,00 3,30
A00883,4 71,00 3,40
A00883,5 71,00 3,50
A00883,8 71,00 3,80

36 29 74
A00884 71,00 4,00
A00884,2 71,00 4,20
A00884,3 71,00 4,30
A00884,5 71,00 4,50
A00884,8 71,00 4,80

44 35 82

A00885 71,00 5,00
A00885,2 71,00 5,20
A00885,5 71,00 5,50
A00885,8 71,00 5,80
A00886 71,00 6,00
A00886,5 79,00 6,50

8 53 43 91
A00886,8 79,00 6,80
A00887 79,00 7,00
A00887,8 79,00 7,80
A00888 79,00 8,00

A0088 Cod. Tec. GR02
Euro

D
mm

d
mm

l
mm

l1
mm

L
mm



5 
x 

D

A00888,5 115,00 8,50

10 61 49 103

1

A00888,7 115,00 8,70
A00888,8 115,00 8,80
A00889 115,00 9,00
A00889,8 115,00 9,80
A008810 115,00 10,00
A008810,2 158,00 10,20

12 71 56 118

A008810,3 158,00 10,30
A008810,5 158,00 10,50
A008810,8 158,00 10,80
A008811 158,00 11,00
A008811,8 158,00 11,80
A008812 158,00 12,00
A008812,5 218,00 12,50

14 77 60 124
A008813 218,00 13,00
A008813,5 218,00 13,50
A008814 218,00 14,00
A008814,5 272,00 14,50

16 83 63 133A008815 272,00 15,00
A008816 272,00 16,00

PUNTE DIN 6537

PUNTE GAMBO RINFORZATO 5XD CON FORI HS

A.19Indivisible package  Suggested retail package - Unit price

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300
< 10%

Si
> 10%

Si
Brass

Copper
Bronze
>700

Ti6Al4V HTA < 45 < 60

    

Geometry Advanced flute geometry
Point angle 140°
Surface treatment Durable
Application Machining of drilling and reaming with H7 tolerance in one

pass. It can be used on carbon steel alloys, cast iron, titanium
alloys and aerospace alloys.

ITEM: A0090

A0090 Tech. Code D
mm

d
mm

l
mm

l1
mm

L
mm



3 
x 

D

4
6 20 28 665

6
7

8 24 34 79
8
9

10 35 47 89
10

A0090 Tech. Code D
mm

d
mm

l
mm

l1
mm

L
mm



3 
x 

D

11
12 40 55 102

12
13

14 43 60 107
14
15

16 45 65 115
16

NDF BORING DRILL

DRILLS REAMERS 3XD - COOLANT HOLES

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300
< 10%

Si
> 10%

Si
Brass

Copper
Bronze
>700

Ti6Al4V HTA < 45 < 60

     

Geometry Advanced flute design for high performance in stainless steel.

Point angle 140°
Surface treatment Durable
Application Machining of long and short chip materials. Recommended for

drilling holes on stainless steel

ITEM: A0088

On request available with Weldon shank at a cost of € 2.
Cylindrical shank (A0088....) Weldon shank (A0088...W)

A0088 Tech. Code D
mm

d
mm

l
mm

l1
mm

L
mm



5 
x 

D

3,00

6

28 23 66
3,30
3,40
3,50
3,80

36 29 74
4,00
4,20
4,30
4,50
4,80

44 35 82

5,00
5,20
5,50
5,80
6,00
6,50

8 53 43 91
6,80
7,00
7,80
8,00

A0088 Tech. Code D
mm

d
mm

l
mm

l1
mm

L
mm



5 
x 

D

8,50

10 61 49 103

8,70
8,80
9,00
9,80
10,00
10,20

12 71 56 118

10,30
10,50
10,80
11,00
11,80
12,00
12,50

14 77 60 124
13,00
13,50
14,00
14,50

16 83 63 13315,00
16,00

DRILLS DIN 6537

DRILLS REINFORCED SHANK 5XD - COOLANT HOLES



A

A.20 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

< 500 < 850 < 1200 < 600 < 850 DUPLEX < 240 < 300
< 10%

Si
> 10%

Si
Ottone
Rame

Bronzo
>700

Ti6Al4V HTA < 45 < 60

    

Geometria Elica evoluta
Angolo al vertice 140°
Tratt. Superficiale Durable
Applicazione Esecuzioni di forature alesate H7 con grado di rugosità

estremamente basso. Applicabili su materiali quali acciai legati,
ghise, leghe di titanio e leghe aeronautiche

ART. A0095

A0095 Cod. Tec. GR02
Euro

D
mm

d
mm

l
mm

l1
mm

L
mm



5 
x 

D

A009504 142,00 4
6 35 44 82

1

A009505 142,00 5
A009506 142,00 6
A009507 171,00 7

8 43 53 91A009508 171,00 8
A009509 202,00 9

10 49 61 103A009510 202,00 10

A0095 Cod. Tec. GR02
Euro

D
mm

d
mm

l
mm

l1
mm

L
mm



5 
x 

D

A009511 285,00 11
12 56 71 118

1

A009512 285,00 12
A009513 355,00 13

14 60 77 124A009514 355,00 14
A009515 483,00 15

16 63 83 133A009516 483,00 16

PUNTA ALESATRICE NDF

PUNTE ALESATRICI 5XD CON FORI D-ream

< 500 < 850 < 1200 < 600 < 850 DUPLEX < 240 < 300
< 10%

Si
> 10%

Si
Ottone
Rame

Bronzo
>700

Ti6Al4V HTA < 45 < 60

      

Geometria Elica evoluta
Angolo al vertice 140°
Tratt. Superficiale Durable
Applicazione Esecuzione di foratura ed alesatura con diverse tolleranze in

un'unica passata. Possono essere utilizzate su leghe di acciaio
al carbonio, acciai inossidabili e leghe di alluminio

ART. A0096

A0096 Cod. Tec. GR02
Euro

D
mm

d
mm

l1
mm

l
mm

L
mm



5 
x 

D

A00965,98 127,00 5,98

6

43 53 91 1

A00965,99 127,00 5,99
A00966,00 127,00 6,00
A00966,01 127,00 6,01
A00966,02 127,00 6,02
A00967,98 127,00 7,98

8
A00967,99 127,00 7,99
A00968,00 127,00 8,00
A00968,01 127,00 8,01
A00968,02 127,00 8,02

A0096 Cod. Tec. GR02
Euro

D
mm

d
mm

l1
mm

l
mm

L
mm



5 
x 

D

A00969,98 183,00 9,98

10 49 61 103

1

A00969,99 183,00 9,99
A009610,00 183,00 10,00
A009610,01 183,00 10,01
A009610,02 183,00 10,02
A009611,98 259,00 11,98

12 56 71 118
A009611,99 259,00 11,99
A009612,00 259,00 12,00
A009612,01 259,00 12,01
A009612,02 259,00 12,02

PUNTA ALESATRICE DIN 6535

PUNTE ALESATRICI 5XD CON FORI D-ream

A.20 Indivisible package   Suggested retail package - Unit price

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300
< 10%

Si
> 10%

Si
Brass

Copper
Bronze
>700

Ti6Al4V HTA < 45 < 60

    

Geometry Advanced flute geometry
Point angle 140°
Surface treatment Durable
Application Machining of drilling and reaming with H7 tolerance in one

pass. It can be used on carbon steel alloys, cast iron, titanium
alloys and aerospace alloys.

ITEM: A0095

A0095 Tech. Code D
mm

d
mm

l
mm

l1
mm

L
mm



5 
x 

D

4
6 35 44 825

6
7

8 43 53 91
8
9

10 49 61 103
10

A0095 Tech. Code D
mm

d
mm

l
mm

l1
mm

L
mm



5 
x 

D

11
12 56 71 118

12
13

14 60 77 124
14
15

16 63 83 133
16

NDF BORING DRILL

DRILLS REAMERS 5XD - COOLANT HOLES

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300
< 10%

Si
> 10%

Si
Brass

Copper
Bronze
>700

Ti6Al4V HTA < 45 < 60

      

Geometry Advanced flute geometry
Point angle 140°
Surface treatment Durable
Application Machining of drilling and reaming with different tolerances in

one pass only. Recommended on carbon steel alloys, stainless
steels and aluminum alloys.

ITEM: A0096

A0096 Tech. Code D
mm

d
mm

l1
mm

l
mm

L
mm



5 
x 

D

5,98

6

43 53 91

5,99
6,00
6,01
6,02
7,98

8
7,99
8,00
8,01
8,02

A0096 Tech. Code D
mm

d
mm

l1
mm

l
mm

L
mm



5 
x 

D

9,98

10 49 61 103
9,99
10,00
10,01
10,02
11,98

12 56 71 118
11,99
12,00
12,01
12,02

DRILLS REAMERS DIN 6535

DRILLS REAMERS 5XD - COOLANT HOLES



A

A.21 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Dm7

< 500 < 850 < 1200 < 600 < 850 DUPLEX < 240 < 300
< 10%

Si
> 10%

Si
Ottone
Rame

Bronzo
>700

Ti6Al4V HTA < 45 < 60

       

Geometria Elica evoluta, geometria smussata per una migliore cilindricità
del foro

Angolo al vertice 180°
Tratt. superficiale DURABLE
Applicazione Lavorazioni di materiali a truciolo lungo e corto come: acciai da

costruzione e cementazione, ghisa acciaiosa, acciai da bonifica
ed acciai legati con R ≤ 1200 N/mm² e acciai al carbonio.
Lavorazioni su superifici dritte od inclinate sia in ingresso che
in uscita, foratura attraverso fori esistenti passanti

A richiesta fornibili con codolo Weldon al costo di 2€.
Codolo cilindrico ( A0100.... ) Codolo Weldon ( A0100...W )

ART. A0100

PUNTE A CODOLO RINFORZATO A 180° 3XD CON FORI Flat

A0100 Cod. Tec. GR02
Euro

D
mm

d
mm

l
mm

L
mm

l1
mm



3 
x 

D

A010003 76,00 3,00

6

20 62 14

1

A010003,1 76,00 3,10
A010003,2 76,00 3,20
A010003,3 76,00 3,30
A010003,4 76,00 3,40
A010003,5 76,00 3,50
A010003,6 76,00 3,60
A010003,7 76,00 3,70
A010003,8 76,00 3,80

24

66

17

A010003,9 76,00 3,90
A010004 76,00 4,00
A010004,1 76,00 4,10
A010004,2 76,00 4,20
A010004,3 76,00 4,30
A010004,4 76,00 4,40
A010004,5 76,00 4,50
A010004,6 76,00 4,60
A010004,65 76,00 4,65
A010004,7 76,00 4,70
A010004,8 76,00 4,80

28 20

A010004,9 76,00 4,90
A010005 76,00 5,00
A010005,1 76,00 5,10
A010005,2 76,00 5,20
A010005,3 76,00 5,30
A010005,4 76,00 5,40
A010005,5 76,00 5,50
A010005,55 76,00 5,55
A010005,6 76,00 5,60
A010005,7 76,00 5,70
A010005,8 76,00 5,80
A010005,9 76,00 5,90
A010006 76,00 6,00
A010006,1 93,00 6,10

8
34

79
24

A010006,2 93,00 6,20
A010006,3 93,00 6,30
A010006,4 93,00 6,40
A010006,5 93,00 6,50
A010006,6 93,00 6,60
A010006,7 93,00 6,70
A010006,8 93,00 6,80
A010006,9 93,00 6,90
A010007 93,00 7,00
A010007,1 93,00 7,10 41 29

A0100 Cod. Tec. GR02
Euro

D
mm

d
mm

l
mm

L
mm

l1
mm



3 
x 

D

A010007,2 93,00 7,20

8 41 79 29

1

A010007,3 93,00 7,30
A010007,4 93,00 7,40
A010007,5 93,00 7,50
A010007,6 93,00 7,60
A010007,7 93,00 7,70
A010007,8 93,00 7,80
A010007,9 93,00 7,90
A010008 93,00 8,00
A010008,1 125,00 8,10

10 47 89 35

A010008,2 125,00 8,20
A010008,3 125,00 8,30
A010008,4 125,00 8,40
A010008,5 125,00 8,50
A010008,6 125,00 8,60
A010008,7 125,00 8,70
A010008,8 125,00 8,80
A010008,9 125,00 8,90
A010009 125,00 9,00
A010009,1 125,00 9,10
A010009,2 125,00 9,20
A010009,3 125,00 9,30
A010009,4 125,00 9,40
A010009,5 125,00 9,50
A010009,6 125,00 9,60
A010009,7 125,00 9,70
A010009,8 125,00 9,80
A010009,9 125,00 9,90
A010010 125,00 10,00
A010010,2 154,00 10,20

12 53 100 38

A010010,5 154,00 10,50
A010010,8 154,00 10,80
A010011 154,00 11,00
A010011,2 154,00 11,20
A010011,5 154,00 11,50
A010012 154,00 12,00
A010012,5 251,00 12,50

14 58 105 41
A010013 251,00 13,00
A010013,5 251,00 13,50
A010014 251,00 14,00
A010014,5 316,00 14,50

16 63 113 43
A010015 316,00 15,00
A010015,5 316,00 15,50
A010016 316,00 16,00

PUNTA NDF

A.21Indivisible package  Suggested retail package - Unit price

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300
< 10%

Si
> 10%

Si
Brass

Copper
Bronze
>700

Ti6Al4V HTA < 45 < 60

       

Geometry Advanced helix, bevelled geometry for better hole cylindricity

Point angle 180°
Surface treatment DURABLE
Application Processing of long and short chipping materials such as:

construction and carburizing steels, steel cast iron, hardened
and tempered steel and alloy steel with R ≤ 1200 N / mm² and
carbon steel. Machining on straight or inclined surfaces in both
entry and exit, drilling through existing through holes.

On request available with Weldon shank at a cost of € 2.
Cylindrical shank (A0100....) Weldon shank (A0100...W)

ITEM: A0100

DRILLS WITH REINFORCED SHANK 180° 3XD - COOLANT HOLES

A0100 Tech. Code D
mm

d
mm

l
mm

L
mm

l1
mm



3 
x 

D

3,00

6

20 62 14

3,10
3,20
3,30
3,40
3,50
3,60
3,70
3,80

24

66

17

3,90
4,00
4,10
4,20
4,30
4,40
4,50
4,60
4,65
4,70
4,80

28 20

4,90
5,00
5,10
5,20
5,30
5,40
5,50
5,55
5,60
5,70
5,80
5,90
6,00
6,10

8
34

79
24

6,20
6,30
6,40
6,50
6,60
6,70
6,80
6,90
7,00
7,10 41 29

A0100 Tech. Code D
mm

d
mm

l
mm

L
mm

l1
mm



3 
x 

D

7,20

8 41 79 29

7,30
7,40
7,50
7,60
7,70
7,80
7,90
8,00
8,10

10 47 89 35

8,20
8,30
8,40
8,50
8,60
8,70
8,80
8,90
9,00
9,10
9,20
9,30
9,40
9,50
9,60
9,70
9,80
9,90
10,00
10,20

12 53 100 38

10,50
10,80
11,00
11,20
11,50
12,00
12,50

14 58 105 41
13,00
13,50
14,00
14,50

16 63 113 43
15,00
15,50
16,00

NDF DRILL



A

A.22 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

D
h6

L

l

l1

d
h6

< 500 < 850 < 1200 < 600 < 850 < 240 < 300
< 10%

Si
> 10%

Si
Ti6Al4V HTA < 45 < 60 C C+Ti C+AL

  

DLC

Geometria Specifica anti delaminazione
Angolo al vertice 135°
Tratt. superficiale DLC
Applicazione Lavorazioni su pannelli sandwich in fibra di carbonio, fibra di

carbonio mista titanio, fibra di carbonio mista alluminio

ART. A0500

A0500 Cod. Tec. GR02
Euro

D
mm

l
mm

l1
mm

L
mm

d
mm



A050002,48 187,00 2,48
23 28 66

6 1

A050003 187,00 3
A050003,18 187,00 3,175
A050004 190,00 4 29 36 74
A050004,84 (190,00) 4,826 36

44 82A050006 177,00 6 35

A0500 Cod. Tec. GR02
Euro

D
mm

l
mm

l1
mm

L
mm

d
mm



A050006,33 (249,00) 6,35
43 53 91 8

1
A050007,93 255,00 7,93
A050008 260,00 8
A050009,52 325,00 9,52

49 61 103 10A0500010 329,00 10

PUNTA NDF

PUNTE CODOLO RINFORZATO CON FORI

Materiale
Vc

m/min
min

Vc
m/min
max

mm
D/mm
2,48

D/mm
3

D/mm
3,175

D/mm
4

D/mm
4,826

D/mm
6

D/mm
6,35

D/mm
7,93

D/mm
8

D/mm
9,52

D/mm
10

C 90 112 fz/mm 0,015 0,015 0,016 0,02 0,025 0,03 0,032 0,04 0,04 0,048 0,05

C + TI 12 20 fz/mm 0,015 0,015 0,016 0,02 0,025 0,03 0,032 0,04 0,04 0,048 0,05

C + AL 35 50 fz/mm 0,015 0,015 0,016 0,02 0,025 0,03 0,032 0,04 0,04 0,048 0,05

A.22 Indivisible package   Suggested retail package - Unit price

< 500 < 850 < 1200 < 600 < 850 < 240 < 300
< 10%

Si
> 10%

Si
Ti6Al4V HTA < 45 < 60 C C+Ti C+AL

  

Geometry Anti-delamination specification
Point angle 135°
Surface treatment DLC
Application Working on sandwich panels in carbon fiber, mixed titanium

carbon fiber, mixed aluminum carbon fiber.

ITEM: A0500

A0500 Tech. Code D
mm

l
mm

l1
mm

L
mm

d
mm



2,48
23 28 66

6

3
3,175

4 29 36 74
4,826 36

44 82
6 35

A0500 Tech. Code D
mm

l
mm

l1
mm

L
mm

d
mm



6,35
43 53 91 87,93

8
9,52

49 61 103 10
10

DRILL NDF

DRILLS WITH REINFORCED SHANK - COOLANT HOLES

Material
Vc

m/min.
min.

Vc
m/min.
max.

mm
D/mm
2,48

D/mm
3

D/mm
3,175

D/mm
4

D/mm
4,826

D/mm
6

D/mm
6,35

D/mm
7,93

D/mm
8

D/mm
9,52

D/mm
10

C 90 112 fz/mm 0,015 0,015 0,016 0,02 0,025 0,03 0,032 0,04 0,04 0,048 0,05

C + TI 12 20 fz/mm 0,015 0,015 0,016 0,02 0,025 0,03 0,032 0,04 0,04 0,048 0,05

C + AL 35 50 fz/mm 0,015 0,015 0,016 0,02 0,025 0,03 0,032 0,04 0,04 0,048 0,05



A

A.23 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

< 500 < 850 < 1200 < 600 < 850 DUPLEX < 240 < 300
< 10%

Si
> 10%

Si
Ottone
Rame

Bronzo
>700

Ti6Al4V HTA < 45 < 60

     

Geometria Elica normale, taglio destro
Angolo al vertice 135°
Tratt. superficiale Vaporizzata
Applicazione Impieghi generici

ART. A1010

PUNTE SERIE EXTRA CORTA

A1010 Cod. Tec. GR01
Euro

D
mm

l
mm

L
mm



EL
IC

A 
N

/R

A10101 2,00 1,00 6 26

10

A10101,2 2,10 1,20
8 30A10101,3 2,10 1,30

A10101,4 2,10 1,40
9 32A10101,5 1,80 1,50

A10101,6 1,80 1,60
10 34A10101,7 1,80 1,70

A10101,8 1,90 1,80 11 36
A10102 1,40 2,00

12 38A10102,1 1,70 2,10
A10102,2 1,70 2,20

13 40A10102,3 1,80 2,30
A10102,4 1,80 2,40

14 43A10102,5 1,70 2,50
A10102,6 1,90 2,60
A10102,7 1,90 2,70

16 46
A10102,8 1,90 2,80
A10102,9 2,00 2,90
A10103 1,80 3,00
A10103,1 2,00 3,10

18 49
A10103,2 1,80 3,20
A10103,25 2,20 3,25
A10103,3 1,90 3,30
A10103,4 2,20 3,40

20 52
A10103,5 1,90 3,50
A10103,6 2,10 3,60
A10103,7 2,10 3,70
A10103,8 2,30 3,80

22 55
A10103,9 2,30 3,90
A10104 2,20 4,00
A10104,1 2,30 4,10
A10104,2 2,20 4,20
A10104,3 3,50 4,30

24 58
A10104,4 3,80 4,40
A10104,5 2,50 4,50
A10104,6 3,80 4,60

A1010 Cod. Tec. GR01
Euro

D
mm

l
mm

L
mm



EL
IC

A 
N

/R

A10104,7 3,80 4,70 24 58

10

A10104,8 3,90 4,80

26 62

A10104,9 3,90 4,90
A10105 3,00 5,00
A10105,1 3,90 5,10
A10105,2 3,90 5,20
A10105,3 3,90 5,30
A10105,4 5,30 5,40

28 66

A10105,5 3,70 5,50
A10105,6 5,30 5,60
A10105,7 5,30 5,70
A10105,8 5,30 5,80
A10105,9 5,40 5,90
A10106 3,80 6,00
A10106,3 5,70 6,30

31 70
A10106,4 5,70 6,40
A10106,5 4,20 6,50
A10106,6 5,70 6,60
A10106,7 5,70 6,70
A10106,8 6,60 6,80

34 74
A10106,9 6,60 6,90
A10107 5,00 7,00
A10107,5 5,30 7,50
A10108 6,00 8,00

37 79A10108,2 8,20 8.20
A10108,5 8,20 8,50
A10109 8,20 9,00

40 84

5

A10109,5 9,00 9,50
A101010 9,00 10,00

43 89A101010,5 16,10 10,50
A101011 15,90 11,00

47 95A101011,5 16,80 11,50
A101012 19,60 12,00

51 102A101012,5 20,70 12,50
A101013 20,70 13,00

PUNTA DIN 1897

A.23Indivisible package  Suggested retail package - Unit price

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300
< 10%

Si
> 10%

Si
Brass

Copper
Bronze
>700

Ti6Al4V HTA < 45 < 60

     

Geometry Normal flute, right hand cut
Point angle 135°
Surface treatment Steam tempering
Application General application.

ITEM: A1010

STUB DRILLS

A1010 Tech. Code D
mm

l
mm

L
mm



H
EL

IX
N

/R

1.00 6 26
1.20

8 30
1.30
1.40

9 32
1.50
1.60

10 34
1.70
1.80 11 36
2.00

12 38
2.10
2.20

13 40
2.30
2.40

14 432.50
2.60
2.70

16 46
2.80
2.90
3.00
3.10

18 49
3.20
3.25
3.30
3.40

20 52
3.50
3.60
3.70
3.80

22 55
3.90
4.00
4.10
4.20
4.30

24 58
4.40
4.50
4.60

A1010 Tech. Code D
mm

l
mm

L
mm



H
EL

IX
N

/R

4.70 24 58
4.80

26 62

4.90
5.00
5.10
5.20
5.30
5.40

28 66

5.50
5.60
5.70
5.80
5.90
6.00
6.30

31 70
6.40
6.50
6.60
6.70
6.80

34 74
6.90
7.00
7.50
8.00

37 798.20
8.50
9.00

40 84
9.50
10.00

43 89
10.50
11.00

47 95
11.50
12.00

51 10212.50
13.00

DRILL DIN 1897



A

A.24 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

< 500 < 850 < 1200 < 600 < 850 DUPLEX < 240 < 300
< 10%

Si
> 10%

Si
Ottone
Rame

Bronzo
>700

Ti6Al4V HTA < 45 < 60

       

Geometria Elica normale, taglio destro
Angolo al vertice 130°
Tratt. superficiale Gold oxide
Applicazione Impieghi generici

ART. A1030

PUNTE SERIE EXTRA CORTA

A1030 Cod. Tec. GR03
Euro

D
mm

l
mm

L
mm



EL
IC

A 
N

/R

A10301,5 2,37 1.50 9 32

10

A10302 2,54 2,00 12 38
A10302,5 2,74 2.50 14 43
A10303 2,84 3,00 16 46
A10303,1 3,32 3.10

18 49A10303,2 3,08 3.20
A10303,3 3,14 3.30
A10303,5 3,32 3.50 20 52
A10303,8 3,87 3.80

22 55A10304 3,73 4,00
A10304,2 3,82 4.20
A10304,3 4,26 4.30

24 58A10304,5 4,08 4.50
A10304,8 4,56 4.80

26 62
A10305 4,47 5,00
A10305,1 5,16 5.10
A10305,2 5,00 5.20
A10305,3 5,35 5.30

A1030 Cod. Tec. GR03
Euro

D
mm

l
mm

L
mm



EL
IC

A 
N

/R

A10305,5 5,16 5.50
28 66

10

A10306 5,89 6,00
A10306,2 6,31 6.20

31 70A10306,5 6,07 6.50
A10306,7 6,51 6.70
A10306,8 6,81 6.80

34 74A10307 6,62 7,00
A10307,5 7,40 7.50
A10308 7,93 8,00

37 79A10308,5 9,36 8.50
A10309 10,18 9,00

40 84

5

A10309,5 11,97 9.50
A103010 12,76 10,00

43 89A103010,5 14,37 10.50
A103011 14,37 11,00

47 95A103011,5 15,55 11.50
A103012 16,86 12,00

51 102A103013 19,04 13,00

PUNTA DIN 1897

A.24 Indivisible package   Suggested retail package - Unit price

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300
< 10%

Si
> 10%

Si
Brass

Copper
Bronze
>700

Ti6Al4V HTA < 45 < 60

       

Geometry Normal flute, right hand cut
Point angle 130°
Surface treatment Gold oxide
Application General application.

ITEM: A1030

STUB DRILLS

A1030 Tech. Code D
mm

l
mm

L
mm



H
EL

IX
N

/R

1.50 9 32
2.00 12 38
2.50 14 43
3.00 16 46
3.10

18 493.20
3.30
3.50 20 52
3.80

22 554.00
4.20
4.30

24 58
4.50
4.80

26 62
5.00
5.10
5.20
5.30

A1030 Tech. Code D
mm

l
mm

L
mm



H
EL

IX
N

/R

5.50
28 66

6.00
6.20

31 706.50
6.70
6.80

34 747.00
7.50
8.00

37 79
8.50
9.00

40 84
9.50

10.00
43 89

10.50
11.00

47 95
11.50
12.00

51 102
13.00

DRILL DIN 1897



A

A.25 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

< 500 < 850 < 1200 < 600 < 850 DUPLEX < 240 < 300
< 10%

Si
> 10%

Si
Ottone
Rame

Bronzo
>700

Ti6Al4V HTA < 45 < 60

           

Geometria Affilatura a quattro piani modificata, speciale assottigliamento
del nucleo, profilo della scanalatura arrotondato, affilatura
autocentrante

Angolo al vertice 130°
Tratt. superficiale TiN
Applicazione Punta idonea a lavorare molteplici materiali quali: metalli non

ferrosi, acciai da costruzione e al carbonio, acciai legati in alte
percentuali, acciai per utensili,acciai inossidabili con R ≤ 1000
N/mm², leghe di magnesio, materie plastiche e alluminio

ART. A1040

PUNTE SERIE EXTRA CORTA

A1040 Cod. Tec. GR03
Euro

D
mm

l
mm

L
mm



EL
IC

A 
F/

R

A10401 7,43 1,00 6 26

1

A10401,2 7,53 1,20 8 30
A10401,4 7,00 1,40

9 32A10401,5 7,00 1,50
A10402 5,94 2,00 12 38
A10402,2 7,21 2,20 13 40
A10402,4 7,32 2,40

14 43A10402,5 6,47 2,50
A10402,6 7,53 2,60
A10402,8 7,43 2,80

16 46A10402,9 7,43 2,90
A10403 6,68 3,00
A10403,1 7,00 3,10

18 49A10403,2 7,00 3,20
A10403,3 7,00 3,30
A10403,4 7,00 3,40

20 52A10403,5 7,00 3,50
A10403,8 8,17 3,80

22 55
A10404 7,85 4,00
A10404,1 8,81 4,10
A10404,2 7,85 4,20
A10404,3 8,91 4,30

24 58
A10404,5 8,81 4,50
A10404,6 8,81 4,60
A10404,7 9,45 4,70
A10404,8 9,65 4,80

26 62
A10405 8,59 5,00
A10405,1 9,13 5,10
A10405,2 10,19 5,20
A10405,3 10,29 5,30
A10405,5 9,55 5,50

28 66A10405,6 11,25 5,60

A1040 Cod. Tec. GR03
Euro

D
mm

l
mm

L
mm



EL
IC

A 
F/

R

A10405,8 11,45 5,80
28 66

1

A10406 10,29 6,00
A10406,1 11,77 6,10

31 70
A10406,2 11,77 6,20
A10406,3 12,41 6,30
A10406,5 11,99 6,50
A10406,7 13,27 6,70
A10406,8 14,75 6,80

34 74A10407 13,05 7,00
A10407,5 13,69 7,50
A10407,7 17,61 7,70

37 79

A10407,8 17,61 7,80
A10408 16,13 8,00
A10408,1 21,64 8,10
A10408,2 21,64 8,20
A10408,5 18,99 8,50
A10408,8 23,76 8,80

40 84A10409 19,20 9,00
A10409,5 21,32 9,50
A10409,8 25,36 9,80

43 89
A104010 20,80 10,00
A104010,2 26,31 10,20
A104010,5 25,04 10,50
A104011 27,80 11,00

47 95A104011,5 32,04 11,50
A104012 31,09 12,00

51 102
A104012,3 34,37 12,30
A104012,5 34,37 12,50
A104013 34,37 13,00
A104013,5 36,49 13,50

54 107A104014 45,62 14,00

PUNTA DIN 1897

A.25Indivisible package  Suggested retail package - Unit price

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300
< 10%

Si
> 10%

Si
Brass

Copper
Bronze
>700

Ti6Al4V HTA < 45 < 60

           

Geometry Modified four-facet point sharpening, special web thinning,
rounded flute profile, self-centering point geometry

Point angle 130°
Surface treatment TiN
Application Machining a variety of materials such as nonferrous metals,

structural and carbon steel, high-percentage alloy steel, tool
steel, stainless steel with R ≤ 1000 N/mm², magnesium alloys,
plastic and aluminum.

ITEM: A1040

STUB DRILLS

A1040 Tech. Code D
mm

l
mm

L
mm



H
EL

IX
F/

R

1.00 6 26
1.20 8 30
1.40

9 32
1.50
2.00 12 38
2.20 13 40
2.40

14 432.50
2.60
2.80

16 462.90
3.00
3.10

18 493.20
3.30
3.40

20 52
3.50
3.80

22 55
4.00
4.10
4.20
4.30

24 58
4.50
4.60
4.70
4.80

26 62
5.00
5.10
5.20
5.30
5.50

28 66
5.60

A1040 Tech. Code D
mm

l
mm

L
mm



H
EL

IX
F/

R

5.80
28 66

6.00
6.10

31 70
6.20
6.30
6.50
6.70
6.80

34 747.00
7.50
7.70

37 79

7.80
8.00
8.10
8.20
8.50
8.80

40 849.00
9.50
9.80

43 89
10.00
10.20
10.50
11.00

47 95
11.50
12.00

51 102
12.30
12.50
13.00
13.50

54 107
14.00

DRILL DIN 1897



A

A.26 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

< 500 < 850 < 1200 < 600 < 850 DUPLEX < 240 < 300
< 10%

Si
> 10%

Si
Ottone
Rame

Bronzo
>700

Ti6Al4V HTA < 45 < 60

         

Geometria Affilatura a quattro piani modificata, speciale assottigliamento
del nucleo, profilo della scanalatura arrotondato, affilatura
autocentrante

Angolo al vertice 130°
Tratt. superficiale TiN
Applicazione Punta idonea a lavorare molteplici materiali quali: metalli non

ferrosi, acciai da costruzione e al carbonio, acciai legati in alte
percentuali, acciai per utensili,acciai inossidabili con R ≤ 1000
N/mm², leghe di magnesio, materie plastiche e alluminio

ART. A1050

PUNTE SERIE EXTRA CORTA

A1050 Cod. Tec. GR03
Euro

D
mm

l
mm

L
mm



EL
IC

A 
N

/R

A10501 12,73 1,00 6 26

1

A10501,5 11,99 1,50 9 32
A10502 10,29 2,00 12 38
A10502,5 11,25 2,50 14 43
A10503 11,45 3,00 16 46
A10503,5 12,51 3,50 20 52
A10504 11,67 4,00

22 55A10504,2 11,99 4,20
A10504,5 11,77 4,50 24 58
A10505 13,05 5,00 26 62
A10505,5 14,11 5,50

28 66A10506 14,75 6,00
A10506,5 15,27 6,50 31 70
A10506,8 17,82 6,80

34 74A10507 23,24 7,00
A10507,5 24,30 7,50
A10508 25,25 8,00 37 79

A1050 Cod. Tec. GR03
Euro

D
mm

l
mm

L
mm



EL
IC

A 
N

/R

A10508,2 32,25 8,20
37 79

1

A10508,5 28,43 8,50
A10508,8 39,57 8,80

40 84A10509 31,09 9,00
A10509,5 37,45 9,50
A10509,8 40,21 9,80

43 89
A105010 35,85 10,00
A105010,2 52,94 10,20
A105010,5 51,03 10,50
A105011 51,03 11,00

47 95A105011,5 53,79 11,50
A105012 62,07 12,00

51 102A105012,5 67,37 12,50
A105013 67,37 13,00
A105013,5 72,04 13,50

54 107A105014 89,33 14,00

PUNTA DIN 1897

A.26 Indivisible package   Suggested retail package - Unit price

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300
< 10%

Si
> 10%

Si
Brass

Copper
Bronze
>700

Ti6Al4V HTA < 45 < 60

         

Geometry Modified four-facet point sharpening, special web thinning,
rounded flute profile, self-centering point geometry

Point angle 130°
Surface treatment TiN
Application Machining a variety of materials such as nonferrous metals,

structural and carbon steel, high-percentage alloy steel, tool
steel, stainless steel with R ≤ 1000 N/mm², magnesium alloys,
plastic and aluminum.

ITEM: A1050

STUB DRILLS

A1050 Tech. Code D
mm

l
mm

L
mm



H
EL

IX
N

/R

1.00 6 26
1.50 9 32
2.00 12 38
2.50 14 43
3.00 16 46
3.50 20 52
4.00

22 55
4.20
4.50 24 58
5.00 26 62
5.50

28 66
6.00
6.50 31 70
6.80

34 747.00
7.50
8.00 37 79

A1050 Tech. Code D
mm

l
mm

L
mm



H
EL

IX
N

/R

8.20
37 79

8.50
8.80

40 849.00
9.50
9.80

43 89
10.00
10.20
10.50
11.00

47 95
11.50
12.00

51 10212.50
13.00
13.50

54 107
14.00

DRILL DIN 1897



A

A.27 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

< 500 < 850 < 1200 < 600 < 850 DUPLEX < 240 < 300
< 10%

Si
> 10%

Si
Ottone
Rame

Bronzo
>700

Ti6Al4V HTA < 45 < 60

        

Geometria Elica parabolica con ampie scanalature per agevolare lo
scarico truciolo, affilatura autocentrante

Angolo al vertice 130°
Tratt. superficiale TiAlN
Applicazione Particolarmente indicata per torni automatici e macchine

NC, materiali a truciolo lungo con R ≤ 1000 N/mm², leghe
di alluminio e rame, bronzi teneri, rame elettrolitico e ottone
tenace

ART. A1060

A1060 Cod. Tec. GR03
Euro

D
mm

l
mm

L
mm



EL
IC

A 
FS

/R

A10601 5,46 1,00 6 26

1

A10601,5 6,18 1,50 9 32
A10602 6,18 2,00 12 38
A10602,5 6,70 2,50 14 43
A10603 6,18 3,00 16 46
A10603,3 7,11 3,30 18 49
A10603,5 8,45 3,50 20 52
A10604 8,76 4,00

22 55A10604,2 8,86 4,20
A10604,5 9,06 4,50 24 58
A10605 9,48 5,00 26 62
A10605,5 10,92 5,50

28 66A10606 14,32 6,00
A10606,5 14,52 6,50 31 70
A10606,8 15,04 6,80

34 74A10607 15,76 7,00
A10607,5 17,41 7,50
A10608 17,51 8,00

37 79A10608,5 19,16 8,50
A10609 20,91 9,00

40 84A10609,5 22,25 9,50

A1060 Cod. Tec. GR03
Euro

D
mm

l
mm

L
mm



EL
IC

A 
FS

/R

A106010 22,76 10,00
43 89

1

A106010,5 27,09 10,50
A106011 29,56 11,00

47 95A106011,5 30,90 11,50
A106012 33,99 12,00

51 102A106012,5 39,14 12,50
A106013 40,89 13,00
A106013,5 40,89 13,50

54 107A106014 40,48 14,00
A106014,5 42,64 14,50

56 111A106015 54,69 15,00
A106015,5 56,03 15,50

58 115A106016 58,09 16,00
A106016,5 86,62 16,50

60 119A106017 91,16 17,00
A106017,5 95,79 17,50

62 123A106018 97,95 18,00
A106018,5 107,53 18,50

64 127A106019 108,36 19,00
A106019,5 118,97 19,50

66 131A106020 115,05 20,00

PUNTA DIN 1897

PUNTE SERIE EXTRA CORTA X-310

A.27Indivisible package  Suggested retail package - Unit price

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300
< 10%

Si
> 10%

Si
Brass

Copper
Bronze
>700

Ti6Al4V HTA < 45 < 60

        

Geometry Parabolic flute design with wide flutes to provide optimal chip
evacuation, self centering point geometry

Point angle 130°
Surface treatment TiAlN
Application Especially indicated for automatic lathes and NC machines,

long chip materials with R ≤ 1000 N/mm², aluminum and copper
alloys, soft bronze, electrolyte copper and hardened brass.

ITEM: A1060

A1060 Tech. Code D
mm

l
mm

L
mm



H
EL

IX
FS

/R

1.00 6 26
1.50 9 32
2.00 12 38
2.50 14 43
3.00 16 46
3.30 18 49
3.50 20 52
4.00

22 55
4.20
4.50 24 58
5.00 26 62
5.50

28 66
6.00
6.50 31 70
6.80

34 747.00
7.50
8.00

37 79
8.50
9.00

40 84
9.50

A1060 Tech. Code D
mm

l
mm

L
mm



H
EL

IX
FS

/R

10.00
43 89

10.50
11.00

47 95
11.50
12.00

51 10212.50
13.00
13.50

54 107
14.00
14.50

56 111
15.00
15.50

58 115
16.00
16.50

60 119
17.00
17.50

62 123
18.00
18.50

64 127
19.00
19.50

66 131
20.00

DRILL DIN 1897

STUB DRILLS



A

A.28 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

< 500 < 850 < 1200 < 600 < 850 DUPLEX < 240 < 300
< 10%

Si
> 10%

Si
Ottone
Rame

Bronzo
>700

Ti6Al4V HTA < 45 < 60

           

Geometria Speciale assottigliamento del nucleo, profilo della scanalatura
arrotondato

Angolo al vertice 118°
Tratt. superficiale Lucida
Applicazione Indicata per macchine CN, materiali con R ≤ 1000 N/mm²

ART. A1080

PUNTE SERIE EXTRA CORTA

A1080 Cod. Tec. GR01
Euro

D
mm

l
mm

L
mm



EL
IC

A 
N

/R

A10801 6,30 1,00 6 26

1

A10801,1 4,70 1,10 7 28
A10801,2 4,70 1,20

8 30A10801,3 4,70 1,30
A10801,4 4,70 1,40

9
32

A10801,5 4,70 1,50 30
A10801,6 5,10 1,60

10 34A10801,7 5,10 1,70
A10801,8 4,90 1,80

11 36A10801,9 5,10 1,90
A10802 5,60 2,00

12 38A10802,1 6,70 2,10
A10802,2 6,70 2,20

13 40A10802,3 6,70 2,30
A10802,4 6,70 2,40

14 43A10802,5 6,50 2,50
A10802,6 9,10 2,60
A10802,7 9,10 2,70

16 46
A10802,8 9,10 2,80
A10802,9 9,10 2,90
A10803 8,30 3,00
A10803,1 10,50 3,10

18 49A10803,2 10,50 3,20
A10803,3 10,50 3,30
A10803,4 10,50 3,40

20 52
A10803,5 10,10 3,50
A10803,6 12,90 3,60
A10803,7 12,90 3,70
A10803,8 12,90 3,80

22 55
A10804 11,80 4,00
A10804,1 13,30 4,10
A10804,2 13,30 4,20
A10804,3 14,40 4,30

24 58
A10804,4 14,40 4,40
A10804,5 14,00 4,50
A10804,6 17,00 4,60

A1080 Cod. Tec. GR01
Euro

D
mm

l
mm

L
mm



EL
IC

A 
N

/R

A10804,7 (17,00) 4,70 24 58

1

A10804,8 18,00 4,80

26 62
A10805 16,40 5,00
A10805,1 21,00 5,10
A10805,2 21,00 5,20
A10805,3 21,00 5,30
A10805,5 20,40 5,50

28 66A10805,7 22,80 5,70
A10806 22,30 6,00
A10806,2 27,80 6,20

31 70
A10806,5 26,00 6,50
A10806,6 31,40 6,60
A10806,7 31,40 6,70
A10806,8 31,40 6,80

34 74

A10806,9 31,40 6,90
A10807 29,80 7,00
A10807,1 37,70 7,10
A10807,3 (37,70) 7,30
A10807,5 35,40 7,50
A10807,7 42,10 7,70

37 79
A10808 36,80 8,00
A10808,2 48,10 8,20
A10808,4 (48,10) 8,40
A10808,5 46,30 8,50
A10809 46,30 9,00

40 84A10809,5 53,30 9,50
A10809,8 (59,60) 9,80

43 89
A108010 57,20 10,00
A108010,2 67,80 10,20
A108010,5 67,80 10,50
A108011 76,50 11,00

47 95A108011,5 87,00 11,50
A108012 90,30 12,00

51 102A108012,5 93,40 12,50
A108013 103,80 13,00
A108014 130,10 14,00 54 107

PUNTA DIN 1897

A.28 Indivisible package   Suggested retail package - Unit price

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300
< 10%

Si
> 10%

Si
Brass

Copper
Bronze
>700

Ti6Al4V HTA < 45 < 60

           

Geometry Special web thinning, rounded flute profile

Point angle 118°
Surface treatment Bright
Application Indicated for CN machines, materials with R ≤ 1000 N/mm².

ITEM: A1080

SOLID CARBIDE STUB DRILLS

A1080 Tech. Code D
mm

l
mm

L
mm



H
EL

IX
N

/R

1.00 6 26
1.10 7 28
1.20

8 30
1.30
1.40

9
32

1.50 30
1.60

10 34
1.70
1.80

11 36
1.90
2.00

12 38
2.10
2.20

13 40
2.30
2.40

14 432.50
2.60
2.70

16 46
2.80
2.90
3.00
3.10

18 493.20
3.30
3.40

20 52
3.50
3.60
3.70
3.80

22 55
4.00
4.10
4.20
4.30

24 58
4.40
4.50
4.60

A1080 Tech. Code D
mm

l
mm

L
mm



H
EL

IX
N

/R

4.70 24 58
4.80

26 62
5.00
5.10
5.20
5.30
5.50

28 665.70
6.00
6.20

31 70
6.50
6.60
6.70
6.80

34 74

6.90
7.00
7.10
7.30
7.50
7.70

37 79
8.00
8.20
8.40
8.50
9.00

40 84
9.50
9.80

43 89
10.00
10.20
10.50
11.00

47 95
11.50
12.00

51 10212.50
13.00
14.00 54 107

DRILL DIN 1897



A

A.29 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

< 500 < 850 < 1200 < 600 < 850 DUPLEX < 240 < 300
< 10%

Si
> 10%

Si
Ottone
Rame

Bronzo
>700

Ti6Al4V HTA < 45 < 60

       

Geometria Elica 17° tipo N/R
Angolo al vertice 118° con placchetta riportata
Tratt. superficiale Lucida
Applicazione Impieghi generici

ART. A1090

PUNTE SERIE EXTRA CORTA CON PLACCHETTA RIPORTATA

A1090 Cod. Tec. GR01
Euro

D
mm

l
mm

L
mm



EL
IC

A 
N

/R

A10902 18,40 2,00
18 45

1

A10902,5 18,40 2,50
A10903 18,40 3,00 20 50
A10903,2 21,00 3,20

25 56
A10903,3 21,00 3,30
A10903,5 18,40 3,50
A10904 18,40 4,00
A10904,2 21,60 4,20

28 63A10904,5 19,00 4,50
A10905 19,00 5,00
A10905,5 19,90 5,50

32 71A10906 20,80 6,00
A10906,5 24,80 6,50
A10906,8 27,40 6,80

40 80
A10907 24,80 7,00
A10907,5 27,10 7,50
A10908 27,10 8,00
A10908,5 28,60 8,50

50 90A10909 28,60 9,00
A10909,5 31,30 9,50
A109010 31,30 10,00 56 100

A1090 Cod. Tec. GR01
Euro

D
mm

l
mm

L
mm



EL
IC

A 
N

/R

A109010,5 40,30 10,50
56 100

1

A109011 40,30 11,00
A109011,5 46,40 11,50

63 112
A109012 46,40 12,00
A109012,5 55,30 12,50
A109013 55,30 13,00
A109013,5 64,50 13,50

71 125
A109014 64,50 14,00
A109014,5 73,40 14,50
A109015 73,40 15,00
A109015,5 84,60 15,50

80 140
A109016 84,60 16,00
A109016,5 92,50 16,50
A109017 92,50 17,00
A109017,5 99,50 17,50

90 160

A109018 99,50 18,00
A109018,5 123,60 18,50
A109019 123,60 19,00
A109019,5 140,70 19,50
A109020 140,70 20,00

PUNTA DIN 8037

A.29Indivisible package  Suggested retail package - Unit price

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300
< 10%

Si
> 10%

Si
Brass

Copper
Bronze
>700

Ti6Al4V HTA < 45 < 60

       

Geometry Flute 17° N/R
Point angle 118° with brazed carbide tip
Surface treatment Bright
Application General application.

ITEM: A1090

STUB DRILLS CARBIDE-TIPPED

A1090 Tech. Code D
mm

l
mm

L
mm



H
EL

IX
N

/R

2.00
18 45

2.50
3.00 20 50
3.20

25 56
3.30
3.50
4.00
4.20

28 634.50
5.00
5.50

32 716.00
6.50
6.80

40 80
7.00
7.50
8.00
8.50

50 909.00
9.50

10.00 56 100

A1090 Tech. Code D
mm

l
mm

L
mm



H
EL

IX
N

/R

10.50
56 100

11.00
11.50

63 112
12.00
12.50
13.00
13.50

71 125
14.00
14.50
15.00
15.50

80 140
16.00
16.50
17.00
17.50

90 160

18.00
18.50
19.00
19.50
20.00

DRILL DIN 8037



A

A.30 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

< 500 < 850 < 1200 < 600 < 850 DUPLEX < 240 < 300
< 10%

Si
> 10%

Si
Ottone
Rame

Bronzo
>700

Ti6Al4V HTA < 45 < 60

      

Geometria Elica normale tipo N/R, taglio destro
Angolo al vertice 118°
Tratt. superficiale Vaporizzata
Applicazione Per impieghi generici.

ART. A1110

A1110 Cod. Tec. GR01
Euro

D
mm

l
mm

L
mm



EL
IC

A 
N

/R

A11100,25 2,60 0,25
3

19

10

A11100,3 2,50 0,30
A11100,35 2,50 0,35 4
A11100,4 2,50 0,40

5 20A11100,45 2,50 0,45
A11100,5 2,40 0,50 6 22
A11100,55 2,70 0,55

7 24A11100,6 2,40 0,60
A11100,65 2,60 0,65 8 26
A11100,7 2,10 0,70

9 28A11100,75 2,10 0,75
A11100,8 2,00 0,80

10 30A11100,85 2,00 0,85
A11100,9 2,00 0,90

11 32A11100,95 2,00 0,95
A11101 1,00 1,00 12 34
A11101,1 1,00 1,10 14 36
A11101,2 1,00 1,20

16 38A11101,25 1,00 1,25
A11101,3 1,00 1,30
A11101,35 1,30 1,35

18 40A11101,4 1,00 1,40
A11101,5 1,00 1,50
A11101,55 1,10 1,55

20 43
A11101,6 1,00 1,60
A11101,65 1,10 1,65
A11101,7 1,00 1,70
A11101,75 1,00 1,75

22 46
A11101,8 1,00 1,80
A11101,85 1,10 1,85
A11101,9 1,00 1,90
A11102 1,00 2,00

24 49A11102,1 1,00 2,10
A11102,2 1,00 2,20

27 53A11102,25 1,00 2,25
A11102,3 1,00 2,30
A11102,4 1,00 2,40

30 57
A11102,45 2,60 2,45
A11102,5 1,10 2,50
A11102,6 1,10 2,60
A11102,65 2,60 2,65
A11102,7 1,10 2,70

33 61

A11102,75 1,10 2,75
A11102,8 1,10 2,80
A11102,85 2,60 2,85
A11102,9 1,10 2,90
A11103 1,20 3,00
A11103,1 1,20 3,10

36 65

A11103,15 2,10 3,15
A11103,17 1,80 3,17
A11103,2 1,20 3,20
A11103,25 1,20 3,25
A11103,3 1,20 3,30
A11103,4 1,20 3,40

39 70
A11103,5 1,50 3,50
A11103,6 1,60 3,60
A11103,7 1,60 3,70
A11103,75 1,60 3,75
A11103,8 1,60 3,80

43 75A11103,9 1,60 3,90
A11103,95 2,70 3,95

A1110 Cod. Tec. GR01
Euro

D
mm

l
mm

L
mm



EL
IC

A 
N

/R

A11104 1,60 4,00

43 75

10

A11104,1 1,60 4,10
A11104,15 2,80 4,15
A11104,2 1,60 4,20
A11104,25 1,60 4,25
A11104,3 1,60 4,30

47 80

A11104,4 1,60 4,40
A11104,45 3,80 4,45
A11104,5 1,90 4,50
A11104,6 1,90 4,60
A11104,65 3,80 4,65
A11104,7 1,90 4,70
A11104,75 1,90 4,75
A11104,8 1,90 4,80

52 86

A11104,85 3,50 4,85
A11104,9 1,90 4,90
A11105 1,90 5,00
A11105,1 1,90 5,10
A11105,2 1,90 5,20
A11105,25 1,90 5,25
A11105,3 1,90 5,30
A11105,4 1,90 5,40

57 93

A11105,45 5,50 5,45
A11105,5 2,70 5,50
A11105,6 2,70 5,60
A11105,7 2,70 5,70
A11105,75 2,70 5,75
A11105,8 2,70 5,80
A11105,9 2,70 5,90
A11105,95 3,50 5,95
A11106 2,70 6,00

63 101

A11106,1 2,70 6,10
A11106,2 2,70 6,20
A11106,25 2,70 6,25
A11106,3 2,70 6,30
A11106,35 4,00 6,35
A11106,4 2,70 6,40
A11106,5 3,30 6,50
A11106,6 3,30 6,60
A11106,7 3,30 6,70

69 109

A11106,75 3,30 6,75
A11106,8 3,30 6,80
A11106,9 3,30 6,90
A11107 4,20 7,00
A11107,1 4,20 7,10
A11107,2 4,20 7,20
A11107,25 4,20 7,25
A11107,3 4,20 7,30
A11107,4 4,20 7,40
A11107,5 4,80 7,50

75 117

A11107,6 4,80 7,60
A11107,7 4,80 7,70
A11107,75 4,80 7,75
A11107,8 4,80 7,80
A11107,9 4,80 7,90
A11108 4,80 8,00
A11108,1 4,80 8,10
A11108,2 4,80 8,20
A11108,25 4,80 8,25
A11108,3 4,80 8,30
A11108,4 4,80 8,40

PUNTA DIN 338

PUNTE SERIE CORTA

A.30 Indivisible package   Suggested retail package - Unit price

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300
< 10%

Si
> 10%

Si
Brass

Copper
Bronze
>700

Ti6Al4V HTA < 45 < 60

      

Geometry Normal flute, right hand cut
Point angle 118°
Surface treatment Steam tempering
Application General application.

ITEM: A1110

A1110 Tech. Code D
mm

l
mm

L
mm



H
EL

IX
N

/R

0.25
3

190.30
0.35 4
0.40

5 20
0.45
0.50 6 22
0.55

7 24
0.60
0.65 8 26
0.70

9 28
0.75
0.80

10 30
0.85
0.90

11 32
0.95
1.00 12 34
1.10 14 36
1.20

16 381.25
1.30
1.35

18 401.40
1.50
1.55

20 43
1.60
1.65
1.70
1.75

22 46
1.80
1.85
1.90
2.00

24 49
2.10
2.20

27 532.25
2.30
2.40

30 57
2.45
2.50
2.60
2.65
2.70

33 61

2.75
2.80
2.85
2.90
3.00
3.10

36 65

3.15
3.17
3.20
3.25
3.30
3.40

39 70
3.50
3.60
3.70
3.75
3.80

43 753.90
3.95

A1110 Tech. Code D
mm

l
mm

L
mm



H
EL

IX
N

/R

4.00

43 75
4.10
4.15
4.20
4.25
4.30

47 80

4.40
4.45
4.50
4.60
4.65
4.70
4.75
4.80

52 86

4.85
4.90
5.00
5.10
5.20
5.25
5.30
5.40

57 93

5.45
5.50
5.60
5.70
5.75
5.80
5.90
5.95
6.00

63 101

6.10
6.20
6.25
6.30
6.35
6.40
6.50
6.60
6.70

69 109

6.75
6.80
6.90
7.00
7.10
7.20
7.25
7.30
7.40
7.50

75 117

7.60
7.70
7.75
7.80
7.90
8.00
8.10
8.20
8.25
8.30
8.40

DRILL DIN 338

JOBBER DRILLS



A

A.31 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Technology
Efficiency

Enduranceprecision tooling

A1110 Cod. Tec. GR01
Euro

D
mm

l
mm

L
mm



EL
IC

A 
N

/R

A11108,5 5,40 8,50

81 125

10
A11108,6 5,40 8,60

5

A11108,7 5,40 8,70
A11108,75 5,40 8,75
A11108,8 5,40 8,80
A11108,9 5,40 8,90
A11109 6,30 9,00
A11109,1 6,30 9,10
A11109,2 6,30 9,20
A11109,25 6,30 9,25
A11109,3 6,30 9,30
A11109,4 6,30 9,40
A11109,5 7,00 9,50

87 133

A11109,6 7,00 9,60
A11109,7 7,00 9,70
A11109,75 7,00 9,75
A11109,8 7,00 9,80
A11109,9 7,00 9,90
A111010 8,10 10,00
A111010,1 8,10 10,10
A111010,2 8,10 10,20
A111010,25 8,10 10,25
A111010,5 9,10 10,50

94 142
A111010,75 9,10 10,75
A111011 10,90 11,00
A111011,25 11,00 11,25
A111011,5 10,90 11,50

A1110 Cod. Tec. GR01
Euro

D
mm

l
mm

L
mm



EL
IC

A 
N

/R

A111011,75 11,00 11,75

101 151
5

A111012 11,50 12,00
A111012,1 11,50 12,10
A111012,25 11,50 12,25
A111012,5 13,20 12,50
A111012,75 13,30 12,75
A111013 14,20 13,00

108 160
A111013,25 17,60 13,25

1

A111013,5 18,70 13,50
A111013,75 18,80 13,75
A111014 18,70 14,00

114 169
A111014,25 18,80 14,25
A111014,5 21,60 14,50
A111014,75 21,60 14,75
A111015 21,80 15,00

120 178
A111015,25 21,80 15,25
A111015,5 25,80 15,50
A111015,75 25,80 15,75
A111016 25,80 16,00

125 184A111016,5 30,40 16,50
A111017 30,40 17,00

130 191A111017,5 33,90 17,50
A111018 33,90 18,00

135 198A111018,5 38,70 18,50
A111019 38,70 19,00

140 205A111019,5 44,10 19,50
A111020 44,10 20,00

PUNTA DIN 338

PUNTE SERIE CORTA

A.31Indivisible package  Suggested retail package - Unit price

A1110 Tech. Code D
mm

l
mm

L
mm



H
EL

IX
N

/R

8.50

81 125

8.60
8.70
8.75
8.80
8.90
9.00
9.10
9.20
9.25
9.30
9.40
9.50

87 133

9.60
9.70
9.75
9.80
9.90

10.00
10.10
10.20
10.25
10.50

94 142
10.75
11.00
11.25
11.50

A1110 Tech. Code D
mm

l
mm

L
mm



H
EL

IX
N

/R

11.75

101 151

12.00
12.10
12.25
12.50
12.75
13.00

108 160
13.25
13.50
13.75
14.00

114 169
14.25
14.50
14.75
15.00

120 178
15.25
15.50
15.75
16.00

125 184
16.50
17.00

130 191
17.50
18.00

135 198
18.50
19.00

140 20519.50
20.00

DRILL DIN 338

JOBBER DRILLS



A

A.32 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

< 500 < 850 < 1200 < 600 < 850 DUPLEX < 240 < 300
< 10%

Si
> 10%

Si
Ottone
Rame

Bronzo
>700

Ti6Al4V HTA < 45 < 60

        

Geometria Elica normale tipo N/R, taglio destro
Angolo al vertice 118° con split point
Tratt. superficiale Lucida fino a ø 2,30 - Vaporizzata da ø 2,40
Applicazione Acciaio e ghisa acciaiosa (legate e non), ghisa grigia, ghisa

sferoidale e grafite

ART. A1120

PUNTE SERIE CORTA

A1120 Cod. Tec. GR03
Euro

D
mm

l
mm

L
mm



EL
IC

A 
N

/R

A11200,3 4,81 0,30 3 19

10

A11200,4 4,12 0,40 5 20
A11200,5 3,51 0,50 6 22
A11200,6 3,72 0,60 7 24
A11200,7 3,37 0,70

9 28A11200,75 4,34 0,75
A11200,8 3,16 0,80 10 30
A11200,9 3,03 0,90 11 32
A11201 2,89 1,00 12 34
A11201,1 2,89 1,10 14 36
A11201,2 3,03 1,20

16 38A11201,25 2,89 1,25
A11201,3 3,44 1,30
A11201,4 2,41 1,40

18 40A11201,5 2,20 1,50
A11201,6 2,34 1,60

20 43A11201,7 2,48 1,70
A11201,75 2,48 1,75

22 46A11201,8 2,00 1,80
A11201,9 2,06 1,90
A11202 1,72 2,00

24 49A11202,1 2,00 2,10
A11202,2 2,00 2,20

27 53A11202,25 2,20 2,25
A11202,3 2,00 2,30
A11202,4 2,20 2,40

30 57A11202,5 2,20 2,50
A11202,6 2,20 2,60
A11202,7 2,20 2,70

33 61
A11202,75 2,62 2,75
A11202,8 2,20 2,80
A11202,9 2,20 2,90
A11203 1,79 3,00
A11203,1 2,20 3,10

36 65
A11203,2 2,20 3,20
A11203,25 2,41 3,25
A11203,3 2,48 3,30
A11203,4 2,48 3,40

39 70
A11203,5 2,14 3,50
A11203,6 2,48 3,60
A11203,7 2,48 3,70
A11203,75 2,82 3,75
A11203,8 2,75 3,80

43 75

A11203,9 2,75 3,90
A11204 2,20 4,00
A11204,1 2,75 4,10
A11204,2 2,75 4,20
A11204,25 2,97 4,25
A11204,3 3,03 4,30

47 80

A11204,4 3,03 4,40
A11204,5 2,82 4,50
A11204,6 3,03 4,60
A11204,7 3,23 4,70
A11204,75 3,72 4,75
A11204,8 3,23 4,80

52 86

A11204,9 3,23 4,90
A11205 2,82 5,00
A11205,1 3,44 5,10
A11205,2 3,44 5,20
A11205,25 4,27 5,25
A11205,3 3,44 5,30

A1120 Cod. Tec. GR03
Euro

D
mm

l
mm

L
mm



EL
IC

A 
N

/R

A11205,4 3,99 5,40

57 93

10

A11205,5 3,85 5,50
A11205,6 4,06 5,60
A11205,7 4,20 5,70
A11205,75 5,78 5,75
A11205,8 4,27 5,80
A11205,9 4,34 5,90
A11206 3,85 6,00
A11206,1 4,75 6,10

63 101

A11206,2 4,75 6,20
A11206,25 6,19 6,25
A11206,3 4,89 6,30
A11206,4 5,03 6,40
A11206,5 4,81 6,50
A11206,6 5,16 6,60
A11206,7 5,23 6,70
A11206,75 6,47 6,75

69 109

A11206,8 6,40 6,80
A11206,9 6,60 6,90
A11207 5,78 7,00
A11207,1 6,60 7,10
A11207,2 6,74 7,20
A11207,25 8,39 7,25
A11207,3 6,74 7,30
A11207,4 6,87 7,40
A11207,5 6,12 7,50
A11207,6 7,50 7,60

75 117

A11207,7 7,50 7,70
A11207,75 9,22 7,75
A11207,8 7,50 7,80
A11207,9 7,70 7,90
A11208 6,95 8,00
A11208,1 7,84 8,10
A11208,2 8,12 8,20
A11208,25 8,94 8,25
A11208,3 8,04 8,30
A11208,4 8,39 8,40
A11208,5 7,50 8,50
A11208,6 9,77 8,60

81 125

5

A11208,7 9,77 8,70
A11208,75 12,01 8,75
A11208,8 9,77 8,80
A11208,9 9,97 8,90
A11209 9,08 9,00
A11209,1 9,97 9,10
A11209,2 9,97 9,20
A11209,25 12,10 9,25
A11209,3 10,56 9,30
A11209,4 10,56 9,40
A11209,5 9,97 9,50
A11209,6 10,94 9,60

87 133

A11209,7 10,94 9,70
A11209,75 13,75 9,75
A11209,8 11,53 9,80
A11209,9 11,53 9,90
A112010 10,74 10,00
A112010,1 14,04 10,10
A112010,2 13,84 10,20
A112010,25 16,85 10,25
A112010,3 16,26 10,30
A112010,4 16,26 10,40

PUNTA DIN 338

A.32 Indivisible package   Suggested retail package - Unit price

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300
< 10%

Si
> 10%

Si
Brass

Copper
Bronze
>700

Ti6Al4V HTA < 45 < 60

        

Geometry Normal flute, right hand cut
Point angle 118° with split point
Surface treatment Bright up to ø 2.30 - Steam tempering over ø 2.40
Application Steel and ferritic cast iron (alloy and non), grey cast iron,

nodular spheroidal cast iron and graphite.

ITEM: A1120

JOBBER DRILLS

A1120 Tech. Code D
mm

l
mm

L
mm



H
EL

IX
N

/R

0.30 3 19
0.40 5 20
0.50 6 22
0.60 7 24
0.70

9 28
0.75
0.80 10 30
0.90 11 32
1.00 12 34
1.10 14 36
1.20

16 381.25
1.30
1.40

18 40
1.50
1.60

20 43
1.70
1.75

22 461.80
1.90
2.00

24 49
2.10
2.20

27 532.25
2.30
2.40

30 572.50
2.60
2.70

33 61
2.75
2.80
2.90
3.00
3.10

36 65
3.20
3.25
3.30
3.40

39 70
3.50
3.60
3.70
3.75
3.80

43 75

3.90
4.00
4.10
4.20
4.25
4.30

47 80

4.40
4.50
4.60
4.70
4.75
4.80

52 86

4.90
5.00
5.10
5.20
5.25
5.30

A1120 Tech. Code D
mm

l
mm

L
mm



H
EL

IX
N

/R

5.40

57 93

5.50
5.60
5.70
5.75
5.80
5.90
6.00
6.10

63 101

6.20
6.25
6.30
6.40
6.50
6.60
6.70
6.75

69 109

6.80
6.90
7.00
7.10
7.20
7.25
7.30
7.40
7.50
7.60

75 117

7.70
7.75
7.80
7.90
8.00
8.10
8.20
8.25
8.30
8.40
8.50
8.60

81 125

8.70
8.75
8.80
8.90
9.00
9.10
9.20
9.25
9.30
9.40
9.50
9.60

87 133

9.70
9.75
9.80
9.90

10.00
10.10
10.20
10.25
10.30
10.40

DRILL DIN 338



A

A.33 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

< 500 < 850 < 1200 < 600 < 850 DUPLEX < 240 < 300
< 10%

Si
> 10%

Si
Ottone
Rame

Bronzo
>700

Ti6Al4V HTA < 45 < 60

      

Geometria Speciale geometria autocentrante, forze di taglio ridotte

Angolo al vertice 130°
Tratt. superficiale WIND Z
Applicazione Acciai al carbonio fino a 850 N/mm², ghise e leghe di alluminio.

Basso coefficiente di frizione e grande resistenza alla
corrosione.

ART. A1125

PUNTE SERIE CORTA

A1125 Cod. Tec. GR03
Euro

D
mm

l
mm

L
mm



EL
IC

A
VA

/R

A112503 1,25 3,00 33 61

10

A112503,3 2,72 3,30 36 65
A112503,5 2,80 3,50 39 70
A112504 2,88 4,00

43 75A112504,2 3,15 4,20
A112504,5 3,13 4,50 47 80
A112505 3,41 5,00 52 86
A112505,5 4,32 5,50

57 93A112506 4,59 6,00
A112506,5 5,52 6,50 63 101
A112506,8 6,18 6,80

69 109A112507 6,03 7,00
A112507,5 6,44 7,50

A1125 Cod. Tec. GR03
Euro

D
mm

l
mm

L
mm



EL
IC

A
VA

/R

A112508 7,53 8,00
75 117

10
A112508,5 7,84 8,50

5

A112509 10,01 9,00
81 125A112509,5 10,36 9,50

A112510 11,38 10,00
87 133A112510,2 16,13 10,20

A112510,5 16,13 10,50
A112511 17,84 11,00

94 142A112511,5 21,32 11,50
A112512 22,80 12,00

101 151A112512,5 27,77 12,50
A112513 28,44 13,00

PUNTA DIN 338

PUNTE SERIE CORTA

A1120 Cod. Tec. GR03
Euro

D
mm

l
mm

L
mm



EL
IC

A 
N

/R

A112010,5 13,84 10,50
87 133

5

A112010,6 16,66 10,60
A112010,7 20,62 10,70

94 142

A112010,75 20,62 10,75
A112010,8 20,62 10,80
A112010,9 20,62 10,90
A112011 16,26 11,00
A112011,1 21,39 11,10
A112011,2 20,62 11,20
A112011,25 20,62 11,25
A112011,3 20,62 11,30
A112011,4 20,62 11,40
A112011,5 17,33 11,50
A112011,6 20,62 11,60
A112011,7 20,62 11,70
A112011,75 21,10 11,75
A112011,8 21,10 11,80
A112011,9 24,49 11,90

101 151

A112012 19,27 12,00
A112012,1 26,14 12,10
A112012,2 26,53 12,20
A112012,25 26,82 12,25
A112012,3 22,56 12,30
A112012,4 26,82 12,40
A112012,5 21,39 12,50
A112012,6 26,82 12,60
A112012,7 24,49 12,70
A112012,75 27,11 12,75
A112012,8 27,31 12,80

A1120 Cod. Tec. GR03
Euro

D
mm

l
mm

L
mm



EL
IC

A 
N

/R

A112012,9 30,41 12,90
101 151 5A112013 22,07 13,00

A112013,25 35,63 13,25

108 160

1

A112013,5 28,27 13,50
A112013,75 36,99 13,75
A112014 30,89 14,00
A112014,25 41,54 14,25

114 169
A112014,5 33,21 14,50
A112014,75 41,73 14,75
A112015 33,60 15,00
A112015,25 55,58 15,25

120 178
A112015,5 39,41 15,50
A112015,75 58,29 15,75
A112016 40,95 16,00
A112016,25 (82,59) 16,25

125 184
A112016,5 46,28 16,50
A112016,75 (85,69) 16,75
A112017 46,96 17,00
A112017,25 (89,36) 17,25

130 191
A112017,5 53,64 17,50
A112017,75 (96,14) 17,75
A112018 56,73 18,00
A112018,25 (100,50) 18,25

135 198
A112018,5 62,84 18,50
A112018,75 (102,92) 18,75
A112019 64,78 19,00
A112019,25 (136,12) 19,25

140 205A112019,5 69,03 19,50
A112020 80,75 20,00

PUNTA DIN 338

A.33Indivisible package  Suggested retail package - Unit price

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300
< 10%

Si
> 10%

Si
Brass

Copper
Bronze
>700

Ti6Al4V HTA < 45 < 60

      

Geometry Special self-centering geometry, reduced cutting force

Point angle 130°
Surface treatment WIND Z
Application Carbon steel up to 850 N/mm², cast iron and aluminum alloys.

Low friction coefficient and great corrosion resistance.

ITEM: A1125

JOBBER DRILLS

A1125 Tech. Code D
mm

l
mm

L
mm



H
EL

IX
VA

/R

3,00 33 61
3,30 36 65
3,50 39 70
4,00

43 75
4,20
4,50 47 80
5,00 52 86
5,50

57 93
6,00
6,50 63 101
6,80

69 1097,00
7,50

A1125 Tech. Code D
mm

l
mm

L
mm



H
EL

IX
VA

/R

8,00
75 117

8,50
9,00

81 125
9,50
10,00

87 13310,20
10,50
11,00

94 142
11,50
12,00

101 15112,50
13,00

DRILL DIN 338

JOBBER DRILLS

A1120 Tech. Code D
mm

l
mm

L
mm



H
EL

IX
N

/R

10.50
87 133

10.60
10.70

94 142

10.75
10.80
10.90
11.00
11.10
11.20
11.25
11.30
11.40
11.50
11.60
11.70
11.75
11.80
11.90

101 151

12.00
12.10
12.20
12.25
12.30
12.40
12.50
12.60
12.70
12.75
12.80

A1120 Tech. Code D
mm

l
mm

L
mm



H
EL

IX
N

/R

12.90
101 151

13.00
13.25

108 160
13.50
13.75
14.00
14.25

114 169
14.50
14.75
15.00
15.25

120 178
15.50
15.75
16.00
16.25

125 184
16.50
16.75
17.00
17.25

130 191
17.50
17.75
18.00
18.25

135 198
18.50
18.75
19.00
19.25

140 20519.50
20.00

DRILL DIN 338



A

A.34 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

< 500 < 850 < 1200 < 600 < 850 DUPLEX < 240 < 300
< 10%

Si
> 10%

Si
Ottone
Rame

Bronzo
>700

Ti6Al4V HTA < 45 < 60

   

Geometria Elica taglio destro
Angolo al vertice 130°
Tratt. superficiale Lucida
Applicazione Punta studiata per forare acciai inossidabili austenitici

eliminando tutti i problemi di “autotempra” del materiale
mantenendo un perfetto controllo del truciolo

ART. A1130

A1130 Cod. Tec. GR01
Euro

D
mm

l
mm

L
mm



EL
IC

A
VA

/R

A11303 2,40 3,00 18 61

5

A11303,1 2,90 3,10
20 65A11303,2 2,90 3,20

A11303,3 2,70 3,30
A11303,4 2,90 3,40

22 70A11303,5 2,50 3,50
A11303,7 3,20 3,70
A11303,8 3,20 3,80

25 75
A11303,9 3,20 3,90
A11304 2,70 4,00
A11304,1 3,20 4,10
A11304,2 3,00 4,20
A11304,3 3,00 4,30

28 80
A11304,4 3,20 4,40
A11304,5 3,10 4,50
A11304,6 (4,10) 4,60
A11304,7 (4,10) 4,70
A11304,8 4,10 4,80

32 86

A11304,9 (4,10) 4,90
A11305 3,60 5,00
A11305,1 4,60 5,10
A11305,2 4,40 5,20
A11305,3 4,60 5,30
A11305,4 4,60 5,40

36 93

A11305,5 4,90 5,50
A11305,6 5,40 5,60
A11305,7 5,40 5,70
A11305,8 5,40 5,80
A11305,9 5,40 5,90
A11306 4,60 6,00
A11306,1 5,70 6,10

40 101

A11306,2 5,70 6,20
A11306,3 5,70 6,30
A11306,4 5,70 6,40
A11306,5 5,40 6,50
A11306,6 (6,90) 6,60
A11306,7 6,90 6,70

45 109
A11306,8 6,50 6,80
A11306,9 6,90 6,90
A11307 6,10 7,00
A11307,1 (7,20) 7,10

A1130 Cod. Tec. GR01
Euro

D
mm

l
mm

L
mm



EL
IC

A
VA

/R

A11307,2 7,20 7,20
45 109

5

A11307,3 (7,20) 7,30
A11307,4 7,20 7,40
A11307,5 8,00 7,50

51 117

A11307,6 (9,20) 7,60
A11307,7 (9,20) 7,70
A11307,8 9,20 7,80
A11307,9 (9,20) 7,90
A11308 7,90 8,00
A11308,1 10,10 8,10
A11308,2 10,10 8,20
A11308,3 10,10 8,30
A11308,4 10,10 8,40
A11308,5 8,90 8,50

57 125

A11308,6 11,50 8,60
A11308,7 11,50 8,70
A11308,8 11,50 8,80
A11308,9 11,50 8,90
A11309 9,90 9,00
A11309,1 (13,00) 9,10
A11309,2 13,00 9,20
A11309,3 (13,00) 9,30
A11309,4 (13,00) 9,40
A11309,5 11,90 9,50

63 133

A11309,6 14,70 9,60
A11309,7 14,70 9,70
A11309,8 14,70 9,80
A11309,9 14,70 9,90
A113010 12,70 10,00
A113010,2 19,80 10,20
A113010,5 15,30 10,50
A113010,8 22,50 10,80

71

142
A113011 17,10 11,00
A113011,2 (23,60) 11,20
A113011,5 18,20 11,50
A113011,8 26,90 11,80
A113012 20,20 12,00

151
A113012,2 36,90 12,20
A113012,5 23,40 12,50
A113012,8 (35,80) 12,80
A113013 25,20 13,00

PUNTA DIN 338

PUNTE SERIE CORTA HI-NOX

A.34 Indivisible package   Suggested retail package - Unit price

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300
< 10%

Si
> 10%

Si
Brass

Copper
Bronze
>700

Ti6Al4V HTA < 45 < 60

   

Geometry Right-hand cut
Point angle 130°
Surface treatment Bright
Application Designed to drill austenitic stainless steel eliminating all "auto-

quenching" material problems while keeping perfect chip
control.

ITEM: A1130

A1130 Tech. Code D
mm

l
mm

L
mm



H
EL

IX
VA

/R

3.00 18 61
3.10

20 653.20
3.30
3.40

22 703.50
3.70
3.80

25 75
3.90
4.00
4.10
4.20
4.30

28 80
4.40
4.50
4.60
4.70
4.80

32 86

4.90
5.00
5.10
5.20
5.30
5.40

36 93

5.50
5.60
5.70
5.80
5.90
6.00
6.10

40 101

6.20
6.30
6.40
6.50
6.60
6.70

45 109
6.80
6.90
7.00
7.10

A1130 Tech. Code D
mm

l
mm

L
mm



H
EL

IX
VA

/R

7.20
45 1097.30

7.40
7.50

51 117

7.60
7.70
7.80
7.90
8.00
8.10
8.20
8.30
8.40
8.50

57 125

8.60
8.70
8.80
8.90
9.00
9.10
9.20
9.30
9.40
9.50

63 133

9.60
9.70
9.80
9.90
10.00
10.20
10.50
10.80

71

142
11.00
11.20
11.50
11.80
12.00

151
12.20
12.50
12.80
13.00

DRILL DIN 338

JOBBER DRILLS



A

A.35 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

< 500 < 850 < 1200 < 600 < 850 DUPLEX < 240 < 300
< 10%

Si
> 10%

Si
Ottone
Rame

Bronzo
>700

Ti6Al4V HTA < 45 < 60

       

Geometria Elica taglio destro
Angolo al vertice 135° con Split Point
Tratt. superficiale Lucida
Applicazione Prestazioni elevate su acciaio inossidabile

ART. A1135

A1135 Cod. Tec. GR03
Euro

D
mm

l
mm

L
mm



EL
IC

A
VA

/R

A113501 2,67 1,00 12 34

10

A113501,25 3,15 1,25 16 38
A113501,5 2,53 1,50 18 40
A113502 2,53 2,00 24 49
A113502,25 3,09 2,25 27 53
A113502,5 2,53 2,50 30 57
A113502,75 3,09 2,75

33 61A113502,8 3,32 2,80
A113503 2,50 3,00
A113503,1 3,07 3,10

36 65
A113503,2 3,07 3,20
A113503,25 3,07 3,25
A113503,3 3,07 3,30
A113503,5 3,02 3,50

39 70A113503,7 3,99 3,70
A113503,75 3,62 3,75
A113503,8 3,99 3,80

43 75
A113504 3,25 4,00
A113504,1 3,62 4,10
A113504,2 3,62 4,20
A113504,25 3,62 4,25
A113504,3 3,99 4,30

47 80A113504,5 3,62 4,50
A113504,75 4,03 4,75
A113504,8 4,44 4,80

52 86
A113505 3,87 5,00
A113505,1 4,60 5,10
A113505,2 4,79 5,20

A1135 Cod. Tec. GR03
Euro

D
mm

l
mm

L
mm



EL
IC

A
VA

/R

A113505,25 4,52 5,25 52 86

10

A113505,5 4,91 5,50

57 93
A113505,7 6,05 5,70
A113505,75 5,47 5,75
A113506 5,22 6,00
A113506,25 5,97 6,25

63 101A113506,5 6,09 6,50
A113506,75 7,14 6,75

69 109
A113506,8 7,14 6,80
A113507 6,64 7,00
A113507,25 9,12 7,25
A113507,5 7,08 7,50
A113508 8,28 8,00

75 117A113508,25 10,56 8,25

5

A113508,5 8,63 8,50
A113509 11,04 9,00

81 125A113509,1 15,40 9,10
A113509,5 11,42 9,50
A113510 12,59 10,00

87 133
A113510,2 16,94 10,20
A113510,25 22,07 10,25
A113510,5 16,94 10,50
A113511 18,79 11,00

94 142A113511,5 21,59 11,50
A113512 23,14 12,00

101 151A113512,5 25,75 12,50
A113513 26,14 13,00

PUNTA DIN 338

PUNTE SERIE CORTA Top-Nox

A.35Indivisible package  Suggested retail package - Unit price

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300
< 10%

Si
> 10%

Si
Brass

Copper
Bronze
>700

Ti6Al4V HTA < 45 < 60

       

Geometry Right-hand cut
Point angle 135° with split point
Surface treatment Bright
Application High performances on stainless steel.

ITEM: A1135

A1135 Tech. Code D
mm

l
mm

L
mm



H
EL

IX
VA

/R

1.00 12 34
1.25 16 38
1.50 18 40
2.00 24 49
2.25 27 53
2.50 30 57
2.75

33 612.80
3.00
3.10

36 65
3.20
3.25
3.30
3.50

39 703.70
3.75
3.80

43 75
4.00
4.10
4.20
4.25
4.30

47 804.50
4.75
4.80

52 86
5.00
5.10
5.20

A1135 Tech. Code D
mm

l
mm

L
mm



H
EL

IX
VA

/R

5.25 52 86
5.50

57 93
5.70
5.75
6.00
6.25

63 101
6.50
6.75

69 109
6.80
7.00
7.25
7.50
8.00

75 1178.25
8.50
9.00

81 1259.10
9.50
10.00

87 133
10.20
10.25
10.50
11.00

94 142
11.50
12.00

101 15112.50
13.00

DRILL DIN 338

JOBBER DRILLS



A

A.36 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

< 500 < 850 < 1200 < 600 < 850 DUPLEX < 240 < 300
< 10%

Si
> 10%

Si
Ottone
Rame

Bronzo
>700

Ti6Al4V HTA < 45 < 60

     

Geometria Elica taglio destro
Angolo al vertice 130° con Split Point
Tratt. superficiale Lucida
Applicazione Acciaio inossidabile

ART. A1140

PUNTE SERIE CORTA

A1140 Cod. Tec. GR01
Euro

D
mm

l
mm

L
mm



EL
IC

A
VA

/R

A11401 3,50 1,00 12 34

10

A11401,1 3,40 1,10 14 36
A11401,2 3,30 1,20

16 38A11401,3 3,30 1,30
A11401,4 3,30 1,40

18 40A11401,5 3,10 1,50
A11401,6 3,40 1,60

20 43A11401,7 3,20 1,70
A11401,8 3,20 1,80

22 46A11401,9 3,20 1,90
A11402 3,00 2,00

24 49A11402,1 3,00 2,10
A11402,2 3,00 2,20

27 53A11402,3 3,00 2,30
A11402,4 3,20 2,40

30 57A11402,5 3,00 2,50
A11402,6 3,20 2,60
A11402,7 3,30 2,70

33 61
A11402,8 3,30 2,80
A11402,9 3,40 2,90
A11403 3,20 3,00
A11403,1 3,30 3,10

36 65
A11403,2 3,30 3,20
A11403,25 3,60 3,25
A11403,3 3,20 3,30
A11403,4 3,60 3,40

39 70
A11403,5 3,60 3,50
A11403,6 3,80 3,60
A11403,7 3,80 3,70
A11403,8 4,20 3,80

43 75
A11403,9 4,20 3,90
A11404 3,90 4,00
A11404,1 4,20 4,10
A11404,2 4,20 4,20

A1140 Cod. Tec. GR01
Euro

D
mm

l
mm

L
mm



EL
IC

A
VA

/R

A11404,3 4,20 4,30

47 80

10

A11404,4 4,50 4,40
A11404,5 4,30 4,50
A11404,6 4,50 4,60
A11404,7 4,50 4,70
A11404,8 4,90 4,80

52 86

A11404,9 4,90 4,90
A11405 4,60 5,00
A11405,1 4,90 5,10
A11405,2 4,90 5,20
A11405,3 4,90 5,30
A11405,4 6,50 5,40

57 93

A11405,5 6,20 5,50
A11405,6 7,00 5,60
A11405,7 7,00 5,70
A11405,8 7,00 5,80
A11405,9 7,00 5,90
A11406 6,60 6,00
A11406,5 7,50 6,50 63 101
A11406,8 8,40 6,80

69 109A11407 8,00 7,00
A11407,5 8,40 7,50
A11408 9,90 8,00

75 117A11408,5 10,10 8,50
A11409 12,70 9,00

81 125

5

A11409,5 13,10 9,50
A114010 14,60 10,00

87 133A114010,5 19,00 10,50
A114011 23,50 11,00

94 142A114011,5 27,60 11,50
A114012 28,00 12,00

101 151A114012,5 35,00 12,50
A114013 28,00 13,00

PUNTA DIN 338

A.36 Indivisible package   Suggested retail package - Unit price

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300
< 10%

Si
> 10%

Si
Brass

Copper
Bronze
>700

Ti6Al4V HTA < 45 < 60

     

Geometry Right-hand cut
Point angle 130° with split point
Surface treatment Bright
Application Stainless steel.

ITEM: A1140

JOBBER DRILLS

A1140 Tech. Code D
mm

l
mm

L
mm



H
EL

IX
VA

/R

1.00 12 34
1.10 14 36
1.20

16 38
1.30
1.40

18 40
1.50
1.60

20 43
1.70
1.80

22 46
1.90
2.00

24 49
2.10
2.20

27 53
2.30
2.40

30 572.50
2.60
2.70

33 61
2.80
2.90
3.00
3.10

65 36
3.20
3.25
3.30
3.40

39 70
3.50
3.60
3.70
3.80

43 75
3.90
4.00
4.10
4.20

A1140 Tech. Code D
mm

l
mm

L
mm



H
EL

IX
VA

/R

4.30

47 80
4.40
4.50
4.60
4.70
4.80

52 86

4.90
5.00
5.10
5.20
5.30
5.40

57 93

5.50
5.60
5.70
5.80
5.90
6.00
6.50 63 101
6.80

69 1097.00
7.50
8.00

75 117
8.50
9.00

81 125
9.50
10.00

87 133
10.50
11.00

94 142
11.50
12.00

101 15112.50
13.00

DRILL DIN 338



A

A.37 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

< 500 < 850 < 1200 < 600 < 850 DUPLEX < 240 < 300
< 10%

Si
> 10%

Si
Ottone
Rame

Bronzo
>700

Ti6Al4V HTA < 45 < 60

       

Geometria Elica normale, taglio destro
Angolo al vertice 130°
Trat. superficiale Gold oxide
Applicazione Punta con rilevante resistenza al calore, per forare acciai legati

e non legati, ghise con R > 800 N/mm², acciai per cuscinetti e
acciai da bonifica, indicata anche per acciai inossidabili

ART. A1145

PUNTE SERIE CORTA

A1145 Cod. Tec. GR03
Euro

D
mm

l
mm

L
mm



EL
IC

A 
N

/R

A11451 4,30 1,00 12 34

10

A11451,1 4,23 1,10 14 36
A11451,2 4,30 1,20

16 38A11451,3 4,19 1,30
A11451,4 4,01 1,40

18 40A11451,5 3,72 1,50
A11451,6 2,41 1,60

20 43A11451,7 2,35 1,70
A11451,8 2,31 1,80

22 46A11451,9 2,31 1,90
A11452 2,25 2,00

24 49A11452,1 2,35 2,10
A11452,2 2,41 2,20

27 53A11452,3 2,35 2,30
A11452,4 2,49 2,40

30 57A11452,5 2,41 2,50
A11452,6 2,58 2,60
A11452,7 2,64 2,70

33 61
A11452,8 2,58 2,80
A11452,9 2,70 2,90
A11453 2,61 3,00
A11453,2 2,88 3,20

36 65A11453,3 2,88 3,30
A11453,4 3,08 3,40

39 70
A11453,5 3,00 3,50
A11453,6 3,30 3,60
A11453,7 3,23 3,70
A11453,8 3,40 3,80

43 75
A11453,9 3,40 3,90
A11454 3,34 4,00
A11454,1 3,50 4,10
A11454,2 3,47 4,20
A11454,3 3,81 4,30

47 80
A11454,5 3,67 4,50
A11454,6 3,77 4,60
A11454,7 3,77 4,70
A11454,8 3,97 4,80

52 86

A11454,9 4,12 4,90
A11455 4,05 5,00
A11455,1 4,61 5,10
A11455,2 4,55 5,20
A11455,3 4,48 5,30
A11455,5 5,06 5,50 57 93

A1145 Cod. Tec. GR03
Euro

D
mm

l
mm

L
mm



EL
IC

A 
N

/R

A11455,6 4,99 5,60

57 93

10

A11455,7 5,49 5,70
A11455,8 5,29 5,80
A11456 5,38 6,00
A11456,1 5,79 6,10

63 101

A11456,2 5,72 6,20
A11456,3 5,49 6,30
A11456,4 (5,88) 6,40
A11456,5 5,79 6,50
A11456,6 6,30 6,60
A11456,7 6,18 6,70
A11456,8 6,77 6,80

69 109
A11457 6,53 7,00
A11457,1 7,00 7,10
A11457,3 7,50 7,30
A11457,5 7,35 7,50
A11457,7 (8,09) 7,70

75 117

A11457,8 (8,06) 7,80
A11458 7,78 8,00
A11458,2 8,48 8,20
A11458,3 8,33 8,30
A11458,4 (8,74) 8,40
A11458,5 8,59 8,50
A11458,6 9,73 8,60

81 125

A11458,7 9,56 8,70
A11458,9 (14,16) 8,90
A11459 12,76 9,00
A11459,1 14,16 9,10
A11459,2 14,16 9,20
A11459,3 (14,37) 9,30
A11459,4 (14,37) 9,40
A11459,5 14,37 9,50
A11459,7 (15,76) 9,70

87 133
A11459,8 16,95 9,80
A114510 15,16 10,00
A114510,2 19,24 10,20

5

A114510,5 19,85 10,50
A114511 22,54 11,00

94 142A114511,5 24,83 11,50
A114512 27,62 12,00

101 151A114512,5 21,85 12,50
A114513 22,24 13,00

PUNTA DIN 338

A.37Indivisible package  Suggested retail package - Unit price

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300
< 10%

Si
> 10%

Si
Brass

Copper
Bronze
>700

Ti6Al4V HTA < 45 < 60

       

Geometry Normale flute, right hand cut
Point angle 130°
Surface treatment Gold oxide
Application Highly heat-resistant drill bit for drilling alloy and non-alloy steel,

cast iron with R> 800 N/mm², steel for bearings and hardened
steel, also suitable for stainless steel.

ITEM: A1145

JOBBER DRILLS

A1145 Tech. Code D
mm

l
mm

L
mm



H
EL

IX
N

/R

1.00 12 34
1.10 14 36
1.20

16 38
1.30
1.40

18 40
1.50
1.60

20 43
1.70
1.80

22 46
1.90
2.00

24 49
2.10
2.20

27 53
2.30
2.40

30 572.50
2.60
2.70

33 61
2.80
2.90
3.00
3.20

36 65
3.30
3.40

39 70
3.50
3.60
3.70
3.80

43 75
3.90
4.00
4.10
4.20
4.30

47 80
4.50
4.60
4.70
4.80

52 86

4.90
5.00
5.10
5.20
5.30
5.50 57 93

A1145 Tech. Code D
mm

l
mm

L
mm



H
EL

IX
N

/R

5.60

57 93
5.70
5.80
6.00
6.10

63 101

6.20
6.30
6.40
6.50
6.60
6.70
6.80

69 109
7.00
7.10
7.30
7.50
7.70

75 117

7.80
8.00
8.20
8.30
8.40
8.50
8.60

81 125

8.70
8.90
9.00
9.10
9.20
9.30
9.40
9.50
9.70

87 133
9.80
10.00
10.20
10.50
11.00

94 142
11.50
12.00

101 15112.50
13.00

DRILL DIN 338



A

A.38 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

< 500 < 850 < 1200 < 600 < 850 DUPLEX < 240 < 300
< 10%

Si
> 10%

Si
Ottone
Rame

Bronzo
>700

Ti6Al4V HTA < 45 < 60

      

Geometria Elica normale, taglio destro
Angolo al vertice 118°
Tratt. superficiale TiN
Applicazione Acciaio, ghisa grigia, ghisa sferoidale e grafite

ART. A1180

PUNTE SERIE CORTA Ti-One

A1180 Cod. Tec. GR03
Euro

D
mm

l
mm

L
mm



EL
IC

A 
N

/R

A11801 3,96 1,00 12 34

1

A11801,1 4,06 1,10 14 36
A11801,2 3,96 1,20

16 38A11801,3 3,86 1,30
A11801,4 3,65 1,40

18 40A11801,5 3,40 1,50
A11801,6 3,45 1,60

20 43A11801,7 3,40 1,70
A11801,8 3,04 1,80

22 46A11801,9 3,04 1,90
A11802 2,28 2,00

24 49A11802,1 3,04 2,10
A11802,2 3,04 2,20

27 53A11802,3 3,04 2,30
A11802,4 3,04 2,40

30 57A11802,5 2,74 2,50
A11802,6 3,24 2,60
A11802,7 3,24 2,70

33 61
A11802,8 3,29 2,80
A11802,9 3,29 2,90
A11803 2,46 3,00
A11803,1 3,40 3,10

36 65A11803,2 3,07 3,20
A11803,3 3,07 3,30
A11803,4 3,29 3,40

39 70
A11803,5 2,74 3,50
A11803,6 4,11 3,60
A11803,7 3,90 3,70
A11803,8 4,22 3,80

43 75
A11803,9 4,11 3,90
A11804 2,98 4,00
A11804,1 4,41 4,10
A11804,2 3,53 4,20
A11804,3 4,41 4,30

47 80
A11804,4 4,41 4,40
A11804,5 3,57 4,50
A11804,6 4,53 4,60
A11804,7 4,57 4,70
A11804,8 4,57 4,80

52 86

A11804,9 4,84 4,90
A11805 3,57 5,00
A11805,1 4,84 5,10
A11805,2 4,93 5,20
A11805,3 5,04 5,30
A11805,4 5,80 5,40

57 93
A11805,5 4,88 5,50
A11805,6 5,80 5,60
A11805,7 5,96 5,70
A11805,8 5,96 5,80

A1180 Cod. Tec. GR03
Euro

D
mm

l
mm

L
mm



EL
IC

A 
N

/R

A11805,9 6,16 5,90
57 93

1

A11806 4,88 6,00
A11806,1 6,53 6,10

63 101

A11806,2 6,53 6,20
A11806,3 6,74 6,30
A11806,4 7,24 6,40
A11806,5 6,09 6,50
A11806,6 7,40 6,60
A11806,7 7,76 6,70
A11806,8 8,03 6,80

69 109

A11806,9 9,09 6,90
A11807 7,30 7,00
A11807,1 (9,20) 7,10
A11807,2 (9,46) 7,20
A11807,3 (9,46) 7,30
A11807,4 (9,91) 7,40
A11807,5 8,09 7,50
A11807,6 (14,86) 7,60

75 117

A11807,7 (14,86) 7,70
A11807,8 14,86 7,80
A11807,9 (15,06) 7,90
A11808 8,09 8,00
A11808,1 (15,76) 8,10
A11808,2 16,05 8,20
A11808,3 17,45 8,30
A11808,4 (17,45) 8,40
A11808,5 15,15 8,50
A11808,6 19,04 8,60

81 125

A11808,7 19,04 8,70
A11808,8 19,65 8,80
A11808,9 (20,45) 8,90
A11809 16,15 9,00
A11809,1 (20,45) 9,10
A11809,2 (20,45) 9,20
A11809,3 (20,85) 9,30
A11809,4 (20,85) 9,40
A11809,5 18,49 9,50
A11809,6 (22,64) 9,60

87 133

A11809,7 (22,64) 9,70
A11809,8 24,73 9,80
A11809,9 (24,73) 9,90
A118010 19,57 10,00
A118010,2 23,03 10,20
A118010,5 27,43 10,50
A118011 32,01 11,00

94 142A118011,5 35,61 11,50
A118012 38,59 12,00

101 151A118012,5 44,58 12,50
A118013 48,28 13,00

PUNTA DIN 338

A.38 Indivisible package   Suggested retail package - Unit price

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300
< 10%

Si
> 10%

Si
Brass

Copper
Bronze
>700

Ti6Al4V HTA < 45 < 60

      

Geometry Normale flute, right hand cut
Point angle 118°
Surface treatment TiN
Application Steel, grey and spheroidal cast iron and graphite.

ITEM: A1180

JOBBER DRILLS

A1180 Tech. Code D
mm

l
mm

L
mm



H
EL

IX
N

/R

1.00 12 34
1.10 14 36
1.20

16 38
1.30
1.40

18 40
1.50
1.60

20 43
1.70
1.80

22 46
1.90
2.00

24 49
2.10
2.20

27 53
2.30
2.40

30 572.50
2.60
2.70

33 61
2.80
2.90
3.00
3.10

36 653.20
3.30
3.40

39 70
3.50
3.60
3.70
3.80

43 75
3.90
4.00
4.10
4.20
4.30

47 80
4.40
4.50
4.60
4.70
4.80

52 86

4.90
5.00
5.10
5.20
5.30
5.40

57 93
5.50
5.60
5.70
5.80

A1180 Tech. Code D
mm

l
mm

L
mm



H
EL

IX
N

/R

5.90
57 93

6.00
6.10

63 101

6.20
6.30
6.40
6.50
6.60
6.70
6.80

69 109

6.90
7.00
7.10
7.20
7.30
7.40
7.50
7.60

75 117

7.70
7.80
7.90
8.00
8.10
8.20
8.30
8.40
8.50
8.60

81 125

8.70
8.80
8.90
9.00
9.10
9.20
9.30
9.40
9.50
9.60

87 133

9.70
9.80
9.90
10.00
10.20
10.50
11.00

94 142
11.50
12.00

101 15112.50
13.00

DRILL DIN 338



A

A.39 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

< 500 < 850 < 1200 < 600 < 850 DUPLEX < 240 < 300
< 10%

Si
> 10%

Si
Ottone
Rame

Bronzo
>700

Ti6Al4V HTA < 45 < 60

         

Geometria Elica evoluta, assottigliamento del nucleo, affilatura
autocentrante

Angolo al vertice 130°
Tratt. superficiale Devil
Applicazione Titanio e leghe di titanio, acciai inossidabili resistenti al calore

ed austenitici, superleghe

ART. A1190

PUNTE SERIE CORTA

A1190 Cod. Tec. GR03
Euro

D
mm

l
mm

L
mm



EL
IC

A
VA

/R

A11903 12,06 3,00 33 61

1

A11903,1 (13,46) 3,10
36 65A11903,2 (12,86) 3,20

A11903,3 12,86 3,30
A11903,4 (13,96) 3,40

39 70A11903,5 12,86 3,50
A11903,6 (13,96) 3,60
A11903,8 (14,16) 3,80

43 75
A11904 13,06 4,00
A11904,1 14,46 4,10
A11904,2 14,46 4,20
A11904,5 14,46 4,50

47 80A11904,7 15,16 4,70
A11904,8 15,16 4,80

52 86A11905 14,16 5,00
A11905,2 15,36 5,20
A11905,4 16,25 5,40

57 93
A11905,5 16,75 5,50
A11905,6 16,25 5,60
A11905,8 16,25 5,80
A11906 16,05 6,00
A11906,1 18,35 6,10

63 101A11906,3 21,34 6,30
A11906,5 25,52 6,50

A1190 Cod. Tec. GR03
Euro

D
mm

l
mm

L
mm



EL
IC

A
VA

/R

A11906,8 27,43 6,80

69 109

1

A11906,9 27,43 6,90
A11907 26,03 7,00
A11907,2 29,72 7,20
A11907,5 26,43 7,50
A11907,7 33,00 7,70

75 117

A11907,8 33,00 7,80
A11908 29,32 8,00
A11908,1 33,00 8,10
A11908,2 33,51 8,20
A11908,3 33,51 8,30
A11908,5 29,32 8,50
A11908,8 36,70 8,80

81 125
A11909 33,00 9,00
A11909,3 40,89 9,30
A11909,4 43,18 9,40
A11909,5 36,19 9,50
A119010 35,31 10,00

87 133A119010,5 43,68 10,50
A119011 46,46 11,00

94 142A119011,5 55,25 11,50
A119012 59,83 12,00

101 151A119012,5 68,22 12,50
A119013 71,89 13,00

PUNTA DIN 338

A.39Indivisible package  Suggested retail package - Unit price

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300
< 10%

Si
> 10%

Si
Brass

Copper
Bronze
>700

Ti6Al4V HTA < 45 < 60

         

Geometry Advanced flute design, web thinning and wide flutes to provide
optimal metal removal, self centering point geometry

Point angle 130°
Surface treatment Devil
Application Titanium and titanium alloys, heat-resistant alloys and

austenitic stainless steel, super alloys.

ITEM: A1190

JOBBER DRILLS

A1190 Tech. Code D
mm

l
mm

L
mm



H
EL

IX
VA

/R

3.00 33 61
3.10

36 653.20
3.30
3.40

39 703.50
3.60
3.80

43 75
4.00
4.10
4.20
4.50

47 80
4.70
4.80

52 865.00
5.20
5.40

57 93
5.50
5.60
5.80
6.00
6.10

63 1016.30
6.50

A1190 Tech. Code D
mm

l
mm

L
mm



H
EL

IX
VA

/R

6.80

69 109
6.90
7.00
7.20
7.50
7.70

75 117

7.80
8.00
8.10
8.20
8.30
8.50
8.80

81 125
9.00
9.30
9.40
9.50

10.00
87 133

10.50
11.00

94 142
11.50
12.00

101 15112.50
13.00

DRILL DIN 338



A

A.40 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

< 500 < 850 < 1200 < 600 < 850 DUPLEX < 240 < 300
< 10%

Si
> 10%

Si
Ottone
Rame

Bronzo
>700

Ti6Al4V HTA < 45 < 60

          

Geometria Affilatura a quattro piani modificata, speciale assottigliamento
del nucleo, profilo della scanalatura arrotondato, affilatura
autocentrante

Angolo al vertice 130°
Tratt. superficiale TiN
Applicazione Punta idonea a lavorare molteplici materiali quali: metalli non

ferrosi, acciai da costruzione e al carbonio, acciai legati in alte
percentuali con R ≤ 1000 N/mm², acciai per utensili, ghisa
e leghe di ghisa, leghe di magnesio, materiale plastiche e
alluminio

ART. A1200

PUNTE SERIE CORTA

A1200 Cod. Tec. GR03
Euro

D
mm

l
mm

L
mm



EL
IC

A 
F/

R

A12001 5,89 1,00 12 34

1

A12001,2 6,28 1,20 16 38
A12001,4 6,18 1,40

18 40A12001,5 5,89 1,50
A12002 5,98 2,00 24 49
A12002,2 6,58 2,20

27 53A12002,4 (6,08) 2,40
A12002,5 6,08 2,50

30 57A12002,6 6,39 2,60
A12002,8 6,68 2,80

33 61A12002,9 7,39 2,90
A12003 6,48 3,00
A12003,1 7,39 3,10

36 65A12003,2 7,18 3,20
A12003,3 7,28 3,30
A12003,4 7,88 3,40

39 70A12003,5 7,88 3,50
A12003,8 8,38 3,80

43 75
A12004 8,18 4,00
A12004,1 8,38 4,10
A12004,2 8,38 4,20
A12004,3 8,97 4,30

47 80A12004,5 8,68 4,50
A12004,6 9,27 4,60
A12004,8 9,38 4,80

52 86
A12005 9,27 5,00
A12005,1 9,48 5,10
A12005,2 9,48 5,20
A12005,3 10,48 5,30
A12005,5 11,06 5,50

57 93A12005,6 11,67 5,60

A1200 Cod. Tec. GR03
Euro

D
mm

l
mm

L
mm



EL
IC

A 
F/

R

A12005,8 11,67 5,80
57 93

1

A12006 11,27 6,00
A12006,2 12,46 6,20

63 101
A12006,3 12,27 6,30
A12006,5 13,27 6,50
A12006,7 14,16 6,70
A12006,8 15,16 6,80

69 109
A12006,9 15,66 6,90
A12007 15,16 7,00
A12007,5 15,95 7,50
A12007,7 18,95 7,70

75 117
A12007,8 18,95 7,80
A12008 18,05 8,00
A12008,2 19,54 8,20
A12008,5 18,45 8,50
A12008,8 21,64 8,80

81 125
A12009 20,45 9,00
A12009,3 21,44 9,30
A12009,5 21,44 9,50
A12009,8 24,94 9,80

87 133
A120010 24,03 10,00
A120010,2 27,83 10,20
A120010,5 28,13 10,50
A120011 29,02 11,00

94 142A120011,5 32,12 11,50
A120012 34,31 12,00

101 151A120012,5 35,70 12,50
A120013 37,89 13,00
A120013,5 43,97 13,50

108 160A120014 45,97 14,00

PUNTA DIN 338

A.40 Indivisible package   Suggested retail package - Unit price

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300
< 10%

Si
> 10%

Si
Brass

Copper
Bronze
>700

Ti6Al4V HTA < 45 < 60

          

Geometry Modified four-facet point sharpening, special web thinning,
rounded flute profile, self-centering point geometry

Point angle 130°
Surface treatment TiN
Application Ideal for a variety of materials such as nonferrous metals,

structural and carbon steel, high-percentage alloy steel with
R ≤ 1000 N/mm², tool steel, cast iron and cast iron alloys,
magnesium alloys, plastic and aluminum.

ITEM: A1200

JOBBER DRILLS

A1200 Tech. Code D
mm

l
mm

L
mm



H
EL

IX
F/

R

1.00 12 34
1.20 16 38
1.40

18 40
1.50
2.00 24 49
2.20

27 53
2.40
2.50

30 57
2.60
2.80

33 612.90
3.00
3.10

36 653.20
3.30
3.40

39 70
3.50
3.80

43 75
4.00
4.10
4.20
4.30

47 804.50
4.60
4.80

52 86
5.00
5.10
5.20
5.30
5.50

57 93
5.60

A1200 Tech. Code D
mm

l
mm

L
mm



H
EL

IX
F/

R

5.80
57 93

6.00
6.20

63 101
6.30
6.50
6.70
6.80

69 109
6.90
7.00
7.50
7.70

75 117
7.80
8.00
8.20
8.50
8.80

81 125
9.00
9.30
9.50
9.80

87 133
10.00
10.20
10.50
11.00

94 142
11.50
12.00

101 15112.50
13.00
13.50

108 160
14.00

DRILL DIN 338



A

A.41 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

< 500 < 850 < 1200 < 600 < 850 DUPLEX < 240 < 300
< 10%

Si
> 10%

Si
Ottone
Rame

Bronzo
>700

Ti6Al4V HTA < 45 < 60

        

Geometria Elica parabolica con ampie scanalature per agevolare lo
scarico truciolo, affilatura autocentrante

Angolo al vertice 130°
Tratt. superficiale TiAlN
Applicazione Particolarmente indicata per materiali a truciolo lungo con R

≤ 1000 N/mm², leghe di alluminio e rame, bronzi teneri, rame
elettrolitico e ottone tenace

ART. A1220

A1220 Cod. Tec. GR03
Euro

D
mm

l
mm

L
mm



EL
IC

A 
FS

/R

A12201 5,77 1,00 12 34

10

A12201,1 5,94 1,10 14 36
A12201,2 6,87 1,20

16 38A12201,3 6,87 1,30
A12201,4 (6,03) 1,40

18 40A12201,5 5,77 1,50
A12201,6 (6,03) 1,60

20 43A12201,7 5,77 1,70
A12201,8 (5,94) 1,80

22 46A12201,9 6,20 1,90
A12202 6,45 2,00

24 49A12202,1 6,45 2,10
A12202,2 (6,20) 2,20

27 53A12202,3 (6,20) 2,30
A12202,4 (7,55) 2,40

30 57A12202,5 7,55 2,50
A12202,6 7,55 2,60
A12202,7 (7,05) 2,70

33 61
A12202,8 7,05 2,80
A12202,9 7,05 2,90
A12203 6,20 3,00
A12203,1 7,30 3,10

36 65A12203,2 7,30 3,20
A12203,3 7,30 3,30
A12203,4 7,64 3,40

39 70A12203,5 7,81 3,50
A12203,6 (7,89) 3,60
A12203,8 (8,06) 3,80

43 75
A12203,9 (8,15) 3,90
A12204 8,23 4,00
A12204,1 8,23 4,10
A12204,2 8,23 4,20
A12204,3 8,57 4,30

47 80A12204,4 (8,57) 4,40
A12204,5 8,65 4,50

A1220 Cod. Tec. GR03
Euro

D
mm

l
mm

L
mm



EL
IC

A 
FS

/R

A12204,7 (9,51) 4,70 47 80

10

A12204,8 9,85 4,80

52 86

A12204,9 9,85 4,90
A12205 9,93 5,00
A12205,1 10,27 5,10
A12205,2 11,89 5,20
A12205,3 11,89 5,30
A12205,5 11,63 5,50

57 93
A12205,7 (13,15) 5,70
A12205,8 13,58 5,80
A12205,9 13,58 5,90
A12206 13,58 6,00
A12206,5 14,43 6,50 63 101
A12206,8 16,13 6,80

69 109A12207 18,93 7,00
A12207,5 18,93 7,50
A12208 20,88 8,00

75 117A12208,5 21,22 8,50
A12209 (21,42) 9,00

81 125

5

A12209,5 23,18 9,50
A122010 24,78 10,00

87 133A122010,2 27,84 10,20
A122010,5 28,09 10,50
A122010,8 29,20 10,80

94 142A122011 30,98 11,00
A122011,5 32,25 11,50
A122012 38,70 12,00

101 151A122012,5 43,46 12,50
A122013 45,50 13,00
A122013,5 45,74 13,50

108 160

1

A122014 48,04 14,00
A122014,5 69,34 14,50

114 169A122015 70,52 15,00
A122015,5 76,81 15,50

120 178A122016 77,32 16,00

PUNTA DIN 338

PUNTE SERIE CORTA X-310

A.41Indivisible package  Suggested retail package - Unit price

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300
< 10%

Si
> 10%

Si
Brass

Copper
Bronze
>700

Ti6Al4V HTA < 45 < 60

        

Geometry Parabolic flute design with wide grooves to provide optimal chip
removal, self centering point geometry

Point angle 130°
Surface treatment TiAlN
Application Especially indicated for long chip materials with R ≤ 1000 N/

mm², aluminum and copper alloys, soft bronze, electrolyte
copper and tough brass.

ITEM: A1220

A1220 Tech. Code D
mm

l
mm

L
mm



H
EL

IX
FS

/R

1.00 12 34
1.10 14 36
1.20

16 38
1.30
1.40

18 40
1.50
1.60

20 43
1.70
1.80

22 46
1.90
2.00

24 49
2.10
2.20

27 53
2.30
2.40

30 572.50
2.60
2.70

33 61
2.80
2.90
3.00
3.10

36 653.20
3.30
3.40

39 703.50
3.60
3.80

43 75
3.90
4.00
4.10
4.20
4.30

47 804.40
4.50

A1220 Tech. Code D
mm

l
mm

L
mm



H
EL

IX
FS

/R

4.70 47 80
4.80

52 86

4.90
5.00
5.10
5.20
5.30
5.50

57 93
5.70
5.80
5.90
6.00
6.50 63 101
6.80

69 1097.00
7.50
8.00

75 117
8.50
9.00

81 125
9.50

10.00
87 13310.20

10.50
10.80

94 14211.00
11.50
12.00

101 15112.50
13.00
13.50

108 160
14.00
14.50

114 169
15.00
15.50

120 178
16.00

DRILL DIN 338

JOBBER DRILLS



A

A.42 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

< 500 < 850 < 1200 < 600 < 850 DUPLEX < 240 < 300
< 10%

Si
> 10%

Si
Ottone
Rame

Bronzo
>700

Ti6Al4V HTA < 45 < 60

       

Geometria Speciale assottigliamento del nucleo, profilo della scanalatura
arrotondato, affilatura autocentrante

Angolo al vertice 118°
Tratt. superficiale Lucida
Applicazione Indicata per macchine CN, materiali con R ≤1000 N/mm²

ART. A1230

PUNTE SERIE CORTA

A1230 Cod. Tec. GR01
Euro

D
mm

l
mm

L
mm



EL
IC

A 
N

/R

A12301,1 6,30 1,10 14 36

1

A12301,2 6,30 1,20
16 38A12301,3 6,30 1,30

A12301,4 6,30 1,40
18 40A12301,5 6,30 1,50

A12301,6 6,70 1,60
20 43A12301,7 7,30 1,70

A12301,8 7,00 1,80
22 46A12301,9 7,00 1,90

A12302 7,50 2,00
24 49A12302,1 9,10 2,10

A12302,2 9,10 2,20
27 53A12302,3 9,10 2,30

A12302,4 9,10 2,40
30 57A12302,5 8,80 2,50

A12302,6 12,40 2,60
A12302,7 12,40 2,70

33 61
A12302,8 12,40 2,80
A12302,9 12,40 2,90
A12303 11,50 3,00
A12303,1 14,30 3,10

36 65A12303,2 14,30 3,20
A12303,3 14,30 3,30
A12303,4 14,30 3,40

39 70
A12303,5 14,00 3,50
A12303,6 17,10 3,60
A12303,7 17,10 3,70
A12303,8 17,10 3,80

43 75
A12303,9 17,10 3,90
A12304 15,60 4,00
A12304,1 18,20 4,10
A12304,2 18,20 4,20
A12304,3 19,90 4,30

47 80A12304,4 19,90 4,40

A1230 Cod. Tec. GR01
Euro

D
mm

l
mm

L
mm



EL
IC

A 
N

/R

A12304,5 19,30 4,50
47 80

1

A12304,6 23,40 4,60
A12304,7 23,40 4,70
A12304,8 24,40 4,80

52 86

A12304,9 24,40 4,90
A12305 22,50 5,00
A12305,1 28,00 5,10
A12305,2 28,00 5,20
A12305,3 28,00 5,30
A12305,4 28,80 5,40

57 93

A12305,5 27,80 5,50
A12305,6 (31,20) 5,60
A12305,7 31,20 5,70
A12305,8 31,20 5,80
A12305,9 (31,20) 5,90
A12306 30,50 6,00
A12306,5 35,60 6,50 63 101
A12306,8 43,00 6,80

69 109A12307 41,00 7,00
A12307,5 48,50 7,50
A12308 50,30 8,00

75 117A12308,5 61,70 8,50
A12309 63,40 9,00

81 125A12309,5 73,10 9,50
A123010 78,60 10,00

87 133A123010,2 93,20 10,20
A123010,5 95,80 10,50
A123011 105,20 11,00

94 142A123011,5 119,50 11,50
A123012 124,10 12,00

101 151A123012,5 134,30 12,50
A123013 145,20 13,00
A123013,5 182,20 13,50

108 160A123014 198,90 14,00

PUNTA DIN 338

A.42 Indivisible package   Suggested retail package - Unit price

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300
< 10%

Si
> 10%

Si
Brass

Copper
Bronze
>700

Ti6Al4V HTA < 45 < 60

       

Geometry Special web thinning, rounded flute profile, self-centering point
geometry

Point angle 118°
Surface treatment Bright
Application Indicated for CN machines, materials with R ≤ 1000 N/mm².

ITEM: A1230

SOLID CARBIDE DRILLS

A1230 Tech. Code D
mm

l
mm

L
mm



H
EL

IX
N

/R

1.10 14 36
1.20

16 38
1.30
1.40

18 40
1.50
1.60

20 43
1.70
1.80

22 46
1.90
2.00

24 49
2.10
2.20

27 53
2.30
2.40

30 572.50
2.60
2.70

33 61
2.80
2.90
3.00
3.10

36 653.20
3.30
3.40

36 65
3.50
3.60
3.70
3.80

43 75
3.90
4.00
4.10
4.20
4.30

47 80
4.40

A1230 Tech. Code D
mm

l
mm

L
mm



H
EL

IX
N

/R

4.50
47 804.60

4.70
4.80

52 86

4.90
5.00
5.10
5.20
5.30
5.40

57 93

5.50
5.60
5.70
5.80
5.90
6.00
6.50 63 101
6.80

69 1097.00
7.50
8.00

75 117
8.50
9.00

81 125
9.50

10.00
87 13310.20

10.50
11.00

94 142
11.50
12.00

101 15112.50
13.00
13.50

108 160
14.00

DRILL DIN 338



A

A.43 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

< 500 < 850 < 1200 < 600 < 850 DUPLEX < 240 < 300
< 10%

Si
> 10%

Si
Ottone
Rame

Bronzo
>700

Ti6Al4V HTA < 45 < 60

       

Geometria Elica 25° tipo N/R
Angolo al vertice 118° con placchetta riportata
Tratt. superficiale Lucida
Applicazione Impieghi generici

ART. A1240

PUNTE SERIE CORTA CON PLACCHETTA RIPORTATA

A1240 Cod. Tec. GR01
Euro

D
mm

l
mm

L
mm



EL
IC

A 
N

/R

A12402 20,60 2,00 24 49

1

A12402,5 20,60 2,50 30 57
A12403 20,60 3,00 33 61
A12403,3 23,40 3,30 36 65
A12403,5 20,60 3,50 39 70
A12404 20,60 4,00

43 75A12404,2 24,10 4,20
A12404,5 21,00 4,50 47 80
A12405 21,00 5,00 52 86
A12405,5 22,10 5,50

57 93A12406 23,30 6,00
A12406,5 27,60 6,50 63 101
A12406,8 30,80 6,80

69 109A12407 27,60 7,00
A12407,5 29,10 7,50
A12408 29,10 8,00

75 117A12408,5 31,90 8,50
A12409 32,40 9,00 81 125

A1240 Cod. Tec. GR01
Euro

D
mm

l
mm

L
mm



EL
IC

A 
N

/R

A12409,5 35,10 9,50 81 125

1

A124010 35,90 10,00
87 133A124010,5 44,90 10,50

A124011 45,40 11,00
94 142A124011,5 52,30 11,50

A124012 53,60 12,00
101 151A124012,5 60,80 12,50

A124013 61,60 13,00
A124014 71,70 14,00 108 160
A124014,5 81,70 14,50

114 169A124015 81,70 15,00
A124015,5 94,00 15,50

120 178A124016 94,00 16,00
A124017 102,90 17,00 125 184
A124018 110,80 18,00 130 191
A124019 137,50 19,00 135 198
A124020 156,50 20,00 140 205

PUNTA DIN 338

A.43Indivisible package  Suggested retail package - Unit price

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300
< 10%

Si
> 10%

Si
Brass

Copper
Bronze
>700

Ti6Al4V HTA < 45 < 60

       

Geometry Normal flute 25° N/R
Point angle 118° with brazed carbide tip
Surface treatment Bright
Application General application.

ITEM: A1240

JOBBER DRILLS CARBIDE-TIPPED

A1240 Tech. Code D
mm

l
mm

L
mm



H
EL

IX
N

/R

2.00 24 49
2.50 30 57
3.00 33 61
3.30 36 65
3.50 39 70
4.00

43 75
4.20
4.50 47 80
5.00 52 86
5.50

57 93
6.00
6.50 63 101
6.80

69 1097.00
7.50
8.00

75 117
8.50
9.00 81 125

A1240 Tech. Code D
mm

l
mm

L
mm



H
EL

IX
N

/R

9.50 81 125
10.00

87 133
10.50
11.00

94 142
11.50
12.00

101 15112.50
13.00
14.00 108 160
14.50

114 169
15.00
15.50

120 178
16.00
17.00 125 184
18.00 130 191
19.00 135 198
20.00 140 205

DRILL DIN 338



A

A.44 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

< 500 < 850 < 1200 < 600 < 850 DUPLEX < 240 < 300
< 10%

Si
> 10%

Si
Ottone
Rame

Bronzo
>700

Ti6Al4V HTA < 45 < 60

        

Geometria Elica normale, taglio destro
Angolo al vertice 118°
Tratt. superficiale Lucida fino a ø 2,30; vaporizzata da ø 2,40
Applicazione Acciaio e ghisa. Esecuzione di fori profondi e per foratura con

bussole di guida

ART. A1310

PUNTE SERIE LUNGA

A1310 Cod. Tec. GR01
Euro

D
mm

l
mm

L
mm



EL
IC

A 
N

/R

A13101 4,10 1,00 33 56

10

A13101,1 4,40 1,10 37 60
A13101,2 3,80 1,20

41 65A13101,25 (3,90) 1,25
A13101,3 3,90 1,30
A13101,4 3,90 1,40

45 70A13101,5 3,10 1,50
A13101,6 3,40 1,60

50 76A13101,7 3,30 1,70
A13101,75 (3,30) 1,75

53 80A13101,8 3,30 1,80
A13101,9 3,30 1,90
A13102 2,40 2,00

56 85A13102,1 2,60 2,10
A13102,2 2,60 2,20

59 90A13102,25 (2,60) 2,25
A13102,3 2,60 2,30
A13102,4 2,60 2,40

62 95A13102,5 2,60 2,50
A13102,6 2,70 2,60
A13102,7 2,70 2,70

66 100
A13102,75 (2,99) 2,75
A13102,8 2,90 2,80
A13102,9 3,20 2,90
A13103 2,60 3,00
A13103,1 2,90 3,10

69 106
A13103,2 2,90 3,20
A13103,25 3,00 3,25
A13103,3 3,00 3,30
A13103,4 (3,10) 3,40

73 112
A13103,5 3,10 3,50
A13103,6 3,30 3,60
A13103,7 3,30 3,70
A13103,75 (3,80) 3,75
A13103,8 (3,30) 3,80

78 119

A13103,9 (3,30) 3,90
A13104 3,30 4,00
A13104,1 3,50 4,10
A13104,2 3,50 4,20
A13104,25 3,80 4,25
A13104,3 4,00 4,30

82 126
A13104,4 4,00 4,40
A13104,5 4,00 4,50
A13104,6 (4,00) 4,60
A13104,7 (4,00) 4,70

A1310 Cod. Tec. GR01
Euro

D
mm

l
mm

L
mm



EL
IC

A 
N

/R

A13104,75 (4,10) 4,75 82 126

10

A13104,8 4,30 4,80

87 132

A13104,9 (4,30) 4,90
A13105 4,30 5,00
A13105,1 4,70 5,10
A13105,2 4,70 5,20
A13105,25 4,90 5,25
A13105,3 4,70 5,30
A13105,4 (5,40) 5,40

91 139

A13105,5 5,30 5,50
A13105,6 5,30 5,60
A13105,7 (5,70) 5,70
A13105,75 5,70 5,75
A13105,8 5,70 5,80
A13105,9 (5,70) 5,90
A13106 5,50 6,00
A13106,25 6,30 6,25

97 148A13106,5 6,70 6,50
A13106,75 7,20 6,75

102 156
A13107 7,80 7,00
A13107,25 8,70 7,25
A13107,5 8,30 7,50
A13107,75 8,90 7,75

109 165
A13108 9,50 8,00
A13108,25 10,50 8,25
A13108,5 10,50 8,50
A13108,75 11,20 8,75

115 175

5

A13109 11,20 9,00
A13109,25 12,30 9,25
A13109,5 11,50 9,50
A13109,75 12,80 9,75

121 184A131010 12,30 10,00
A131010,5 16,80 10,50
A131011 18,30 11,00

128 195A131011,5 18,80 11,50
A131012 20,70 12,00

134 205A131012,5 21,60 12,50
A131013 23,90 13,00
A131013,5 26,30 13,50

140 214

1

A131014 29,30 14,00
A131014,5 35,70 14,50

144 220A131015 37,50 15,00
A131015,5 50,00 15,50

149 227A131016 38,80 16,00

PUNTA DIN 340

A.44 Indivisible package   Suggested retail package - Unit price

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300
< 10%

Si
> 10%

Si
Brass

Copper
Bronze
>700

Ti6Al4V HTA < 45 < 60

        

Geometry Normal flute, right hand cut
Point angle 118°
Surface treatment Bright up to ø 2.30 - Steam tempering over ø 2.40
Application Steel and cast iron. Deep drilling and drilling with bit drive bush.

ITEM: A1310

DRILLS - LONG SERIES

A1310 Tech. Code D
mm

l
mm

L
mm



H
EL

IX
N

/R

1.00 33 56
1.10 37 60
1.20

41 651.25
1.30
1.40

45 70
1.50
1.60

50 76
1.70
1.75

53 801.80
1.90
2.00

56 85
2.10
2.20

59 902.25
2.30
2.40

62 952.50
2.60
2.70

66 100
2.75
2.80
2.90
3.00
3.10

69 106
3.20
3.25
3.30
3.40

73 112
3.50
3.60
3.70
3.75
3.80

78 119

3.90
4.00
4.10
4.20
4.25
4.30

82 126
4.40
4.50
4.60
4.70

A1310 Tech. Code D
mm

l
mm

L
mm



H
EL

IX
N

/R

4.75 82 126
4.80

87 132

4.90
5.00
5.10
5.20
5.25
5.30
5.40

91 139

5.50
5.60
5.70
5.75
5.80
5.90
6.00
6.25

97 148
6.50
6.75

102 156
7.00
7.25
7.50
7.75

109 165
8.00
8.25
8.50
8.75

115 175
9.00
9.25
9.50
9.75

121 18410.00
10.50
11.00

128 195
11.50
12.00

134 20512.50
13.00
13.50

140 214
14.00
14.50

144 220
15.00
15.50

149 227
16.00

DRILL DIN 340



A

A.45 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

< 500 < 850 < 1200 < 600 < 850 DUPLEX < 240 < 300
< 10%

Si
> 10%

Si
Ottone
Rame

Bronzo
>700

Ti6Al4V HTA < 45 < 60

       

Geometria Elica evoluta, assottigliamento del nucleo, scanalature larghe
con spigolo del dorso fortemente arrotondato

Angolo al vertice 130°
Tratt. superficiale Lucida con fasi nitrurate
Applicazione Punte speciali particolarmente adatte per fori profondi in

condizioni difficili con scarico truciolo insufficiente

ART. A1320

PUNTE SERIE LUNGA

A1320 Cod. Tec. GR03
Euro

D
mm

l
mm

L
mm



EL
IC

A 
S/

R

A13201 10,18 1,00 33 56

10

A13201,1 11,18 1,10 37 60
A13201,2 10,76 1,20

41 65A13201,3 10,67 1,30
A13201,4 10,06 1,40

45 70A13201,5 8,72 1,50
A13201,6 8,22 1,60

50 76A13201,7 8,08 1,70
A13201,8 8,01 1,80

53 80A13201,9 7,93 1,90
A13202 7,51 2,00

56 85A13202,1 8,57 2,10
A13202,2 8,72 2,20

59 90A13202,3 8,86 2,30
A13202,4 9,06 2,40

62 95A13202,5 7,87 2,50
A13202,6 9,06 2,60
A13202,7 9,14 2,70

66 100
A13202,8 9,14 2,80
A13202,9 9,35 2,90
A13203 7,93 3,00
A13203,1 10,67 3,10

69 106
A13203,2 8,99 3,20
A13203,25 16,36 3,25
A13203,3 10,18 3,30
A13203,4 10,67 3,40

73 112
A13203,5 9,14 3,50
A13203,6 11,88 3,60
A13203,7 10,88 3,70
A13203,8 11,18 3,80

78 119

A13203,9 11,67 3,90
A13204 9,91 4,00
A13204,1 11,88 4,10
A13204,2 11,18 4,20
A13204,25 19,04 4,25
A13204,3 12,67 4,30

82 126A13204,4 13,16 4,40
A13204,5 11,67 4,50

A1320 Cod. Tec. GR03
Euro

D
mm

l
mm

L
mm



EL
IC

A 
S/

R

A13204,6 13,16 4,60
82 126

10

A13204,7 13,16 4,70
A13204,75 17,05 4,75
A13204,8 13,16 4,80

87 132

A13204,9 13,55 4,90
A13205 12,16 5,00
A13205,1 14,16 5,10
A13205,2 14,86 5,20
A13205,25 17,85 5,25
A13205,3 15,06 5,30
A13205,4 15,36 5,40

91 139

A13205,5 14,37 5,50
A13205,6 17,36 5,60
A13205,7 17,85 5,70
A13205,75 22,73 5,75
A13205,8 18,25 5,80
A13206 14,86 6,00
A13206,25 25,22 6,25

97 148A13206,5 16,55 6,50
A13206,75 25,63 6,75

102 156A13207 19,24 7,00
A13207,5 23,43 7,50
A13207,75 38,89 7,75

109 165
A13208 22,24 8,00
A13208,25 46,17 8,25
A13208,5 29,12 8,50
A13209 26,63 9,00

115 175

5

A13209,25 52,15 9,25
A13209,5 40,89 9,50
A132010 33,00 10,00

121 184A132010,5 58,55 10,50
A132011 48,77 11,00

128 195A132011,5 68,11 11,50
A132012 59,53 12,00

134 205A132012,5 65,02 12,50
A132013 67,41 13,00
A132014 113,09 14,00 140 214 1

PUNTA DIN 340

A.45Indivisible package  Suggested retail package - Unit price

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300
< 10%

Si
> 10%

Si
Brass

Copper
Bronze
>700

Ti6Al4V HTA < 45 < 60

       

Geometry Advanced flute, web thinning, wide and parabolic flutes with
very rounded heel

Point angle 130°
Surface treatment Bright with superficial hardening
Application Especially suited for deep hole drilling in difficult conditions with

insufficient chip evacuation.

ITEM: A1320

DRILLS - LONG SERIES

A1320 Tech. Code D
mm

l
mm

L
mm



H
EL

IX
S/

R

1.00 33 56
1.10 37 60
1.20

41 65
1.30
1.40

45 70
1.50
1.60

50 76
1.70
1.80

53 80
1.90
2.00

56 85
2.10
2.20

59 90
2.30
2.40

62 952.50
2.60
2.70

66 100
2.80
2.90
3.00
3.10

69 106
3.20
3.25
3.30
3.40

73 112
3.50
3.60
3.70
3.80

78 119

3.90
4.00
4.10
4.20
4.25
4.30

82 1264.40
4.50

A1320 Tech. Code D
mm

l
mm

L
mm



H
EL

IX
S/

R

4.60
82 1264.70

4.75
4.80

87 132

4.90
5.00
5.10
5.20
5.25
5.30
5.40

91 139

5.50
5.60
5.70
5.75
5.80
6.00
6.25

97 148
6.50
6.75

102 1567.00
7.50
7.75

109 165
8.00
8.25
8.50
9.00

115 1759.25
9.50
10.00

121 184
10.50
11.00

128 195
11.50
12.00

134 20512.50
13.00
14.00 140 214

DRILL DIN 340



A

A.46 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

< 500 < 850 < 1200 < 600 < 850 DUPLEX < 240 < 300
< 10%

Si
> 10%

Si
Ottone
Rame

Bronzo
>700

Ti6Al4V HTA < 45 < 60

        

Geometria Elica parabolica con ampie scanalature per agevolare lo
scarico truciolo, affilatura autocentrante

Angolo al vertice 130°
Tratt. superficiale TiAlN
Applicazione Particolarmente indicata per materiali a truciolo lungo con R

≤ 1000 N/mm², leghe di alluminio e rame, bronzi teneri, rame
elettrolitico e ottone tenace

ART. A1330

PUNTE SERIE LUNGA X-310

A1330 Cod. Tec. GR03
Euro

D
mm

l
mm

L
mm



EL
IC

A 
FS

/R

A13303 14,75 3,00 66 100

1

A13303,3 18,46 3,30 69 106
A13303,5 15,59 3,50 73 112
A13304 16,34 4,00

78 119A13304,2 20,90 4,20
A13304,5 17,72 4,50 82 126
A13305 19,20 5,00 87 132
A13305,5 20,90 5,50

91 139A13306 22,92 6,00
A13306,5 29,39 6,50 97 148
A13306,8 29,39 6,80

102 156A13307 31,72 7,00
A13307,5 44,56 7,50
A13308 33,95 8,00 109 165

A1330 Cod. Tec. GR03
Euro

D
mm

l
mm

L
mm



EL
IC

A 
FS

/R

A13308,5 35,65 8,50 109 165

1

A13309 41,59 9,00
115 175A13309,5 58,35 9,50

A133010 52,62 10,00
121 184A133010,2 (83,39) 10,20

A133010,5 61,85 10,50
A133011 81,16 11,00

128 195A133011,5 87,42 11,50
A133012 95,06 12,00

134 205A133012,5 97,60 12,50
A133013 102,80 13,00
A133013,5 127,95 13,50

140 214A133014 135,80 14,00

PUNTA DIN 340

< 500 < 850 < 1200 < 600 < 850 DUPLEX < 240 < 300
< 10%

Si
> 10%

Si
Ottone
Rame

Bronzo
>700

Ti6Al4V HTA < 45 < 60

      

Geometria Elica parabolica, taglio destro
Angolo al vertice 130°
Tratt. superficiale Lucida
Applicazione Acciaio e ghisa. Esecuzione di fori profondi e per foratura con

bussole di guida

ART. A1340

PUNTE SERIE EXTRA LUNGA

A1340 Cod. Tec. GR03
Euro

D
mm

l
mm

L
mm



EL
IC

A 
S/

R

A13402 14,66 2,00 85 125

1

A13402,5 14,66 2,50 95 140
A13403 16,66 3,00 100 150
A13403,5 16,95 3,50 115 165
A13404 16,66 4,00 120 175
A13404,5 19,45 4,50 125 185
A13405 19,45 5,00 135 195
A13405,5 20,85 5,50

140 205A13406 19,65 6,00
A13406,5 26,13 6,50 150 215
A13407 28,13 7,00

155 225A13407,5 36,61 7,50

A1340 Cod. Tec. GR03
Euro

D
mm

l
mm

L
mm



EL
IC

A 
S/

R

A13408 36,40 8,00
165 240

1

A13408,5 43,48 8,50
A13409 60,23 9,00

175 250A13409,5 70,22 9,50
A134010 65,02 10,00

185 265A134010,5 67,61 10,50
A134011 74,20 11,00

195 280A134011,5 90,05 11,50
A134012 87,06 12,00

205 295A134012,5 93,95 12,50
A134013 102,01 13,00

PUNTA DIN 1869/1

A.46 Indivisible package   Suggested retail package - Unit price

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300
< 10%

Si
> 10%

Si
Brass

Copper
Bronze
>700

Ti6Al4V HTA < 45 < 60

        

Geometry Parabolic flute design with wide flutes to provide optimal chip
evacuation, self centering point geometry

Point angle 130°
Surface treatment TiAlN
Application Especially indicated for long chip materials with R ≤ 1000 N/

mm², aluminum and copper alloys, soft bronze, electrolyte
copper and tough brass.

ITEM: A1330

DRILLS - LONG SERIES

A1330 Tech. Code D
mm

l
mm

L
mm



H
EL

IX
FS

/R

3.00 66 100
3.30 69 106
3.50 73 112
4.00

78 119
4.20
4.50 82 126
5.00 87 132
5.50

91 139
6.00
6.50 97 148
6.80

102 1567.00
7.50
8.00 109 165

A1330 Tech. Code D
mm

l
mm

L
mm



H
EL

IX
FS

/R

8.50 109 165
9.00

115 175
9.50
10.00

121 18410.20
10.50
11.00

128 195
11.50
12.00

134 20512.50
13.00
13.50

140 214
14.00

DRILL DIN 340

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300
< 10%

Si
> 10%

Si
Brass

Copper
Bronze
>700

Ti6Al4V HTA < 45 < 60

      

Geometry Right-hand parabolic flute
Point angle 130°
Surface treatment Bright
Application Steel and cast iron. Deep hole drilling and drilling with bit drive

bush.

ITEM: A1340

DRILLS - EXTRA-LONG SERIES

A1340 Tech. Code D
mm

l
mm

L
mm



H
EL

IX
S/

R

2.00 85 125
2.50 95 140
3.00 100 150
3.50 115 165
4.00 120 175
4.50 125 185
5.00 135 195
5.50

140 205
6.00
6.50 150 215
7.00

155 225
7.50

A1340 Tech. Code D
mm

l
mm

L
mm



H
EL

IX
S/

R

8.00
165 240

8.50
9.00

175 250
9.50
10.00

185 265
10.50
11.00

195 280
11.50
12.00

205 29512.50
13.00

DRILL DIN 1869/1



A

A.47 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

< 500 < 850 < 1200 < 600 < 850 DUPLEX < 240 < 300
< 10%

Si
> 10%

Si
Ottone
Rame

Bronzo
>700

Ti6Al4V HTA < 45 < 60

     

Geometria Elica parabolica, taglio destro
Angolo al vertice 130°
Tratt. superficiale Lucida
Applicazione Acciaio e ghisa. Esecuzione di fori profondi e per foratura con

bussole di guida

ART. A1350

PUNTE SERIE EXTRA LUNGA

A1350 Cod. Tec. GR03
Euro

D
mm

l
mm

L
mm



EL
IC

A 
S/

R

A13503 19,24 3,00 130 190

1

A13503,5 19,65 3,50 145 210
A13504 20,74 4,00 150 220
A13504,5 21,94 4,50 160 233
A13505 22,24 5,00 170 245
A13505,5 26,92 5,50

180 260A13506 26,92 6,00
A13506,5 30,51 6,50 190 273
A13507 33,91 7,00

200 290A13507,5 39,59 7,50

A1350 Cod. Tec. GR03
Euro

D
mm

l
mm

L
mm



EL
IC

A 
S/

R

A13508 39,29 8,00
210 305

1

A13508,5 49,56 8,50
A13509 60,13 9,00

220 320A13509,5 70,22 9,50
A135010 67,61 10,00 233

340A135010,5 80,48 10,50 235
A135011 80,48 11,00 250 365
A135012 99,02 12,00

260 375A135012,5 112,39 12,50
A135013 112,39 13,00

PUNTA DIN 1869/2

< 500 < 850 < 1200 < 600 < 850 DUPLEX < 240 < 300
< 10%

Si
> 10%

Si
Ottone
Rame

Bronzo
>700

Ti6Al4V HTA < 45 < 60

          

Geometria Elica parabolica, taglio destro
Angolo al vertice 130°
Tratt. superficiale Lucida
Applicazione Acciaio e ghisa. Esecuzione di fori profondi e per foratura con

bussole di guida

ART. A1360

PUNTE SERIE EXTRA LUNGA

A1360 Cod. Tec. GR03
Euro

D
mm

l
mm

L
mm



EL
IC

A 
S/

R

A13603,5 23,43 3,50 180 265

1

A13604 23,43 4,00 190 280
A13604,5 28,13 4,50 200 295
A13605 28,13 5,00 210 315
A13605,5 30,21 5,50

225 330A13606 32,31 6,00
A13606,5 35,00 6,50 235 350
A13607 44,88 7,00

250 370A13607,5 51,06 7,50
A13608 51,95 8,00 265 390

A1360 Cod. Tec. GR03
Euro

D
mm

l
mm

L
mm



EL
IC

A 
S/

R

A13608,5 66,02 8,50 265 390

1

A13609 71,31 9,00
280 410A13609,5 83,68 9,50

A136010 83,17 10,00
295 430A136010,5 90,16 10,50

A136011 94,44 11,00

300

455A136011,5 104,41 11,50
A136012 111,49 12,00

480A136012,5 130,23 12,50
A136013 130,23 13,00

PUNTA DIN 1869/3

A.47Indivisible package  Suggested retail package - Unit price

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300
< 10%

Si
> 10%

Si
Brass

Copper
Bronze
>700

Ti6Al4V HTA < 45 < 60

     

Geometry Right-hand parabolic flute
Point angle 130°
Surface treatment Bright
Application Steel and cast iron. Deep hole drilling and drilling with bit drive

bush.

ITEM: A1350

DRILLS - EXTRA-LONG SERIES

A1350 Tech. Code D
mm

l
mm

L
mm



H
EL

IX
S/

R

3.00 130 190
3.50 145 210
4.00 150 220
4.50 160 233
5.00 170 245
5.50

180 260
6.00
6.50 190 273
7.00

200 290
7.50

A1350 Tech. Code D
mm

l
mm

L
mm



H
EL

IX
S/

R

8.00
210 305

8.50
9.00

220 320
9.50
10.00 233

340
10.50 235
11.00 250 365
12.00

260 37512.50
13.00

DRILL DIN 1869/2

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300
< 10%

Si
> 10%

Si
Brass

Copper
Bronze
>700

Ti6Al4V HTA < 45 < 60

          

Geometry Right-hand parabolic flute
Point angle 130°
Surface treatment Bright
Application Steel and cast iron. Deep hole drilling and drilling with bit drive

bush.

ITEM: A1360

DRILLS - EXTRA-LONG SERIES

A1360 Tech. Code D
mm

l
mm

L
mm



H
EL

IX
S/

R

3.50 180 265
4.00 190 280
4.50 200 295
5.00 210 315
5.50

225 330
6.00
6.50 235 350
7.00

250 370
7.50
8.00 265 390

A1360 Tech. Code D
mm

l
mm

L
mm



H
EL

IX
S/

R

8.50 265 390
9.00

280 410
9.50
10.00

295 430
10.50
11.00

300

455
11.50
12.00

48012.50
13.00

DRILL DIN 1869/3



A

A.48 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

< 500 < 850 < 1200 < 600 < 850 DUPLEX < 240 < 300
< 10%

Si
> 10%

Si
Ottone
Rame

Bronzo
>700

Ti6Al4V HTA < 45 < 60

   

Geometria Elica normale, taglio destro
Angolo al vertice 118°
Tratt. superficiale Vaporizzata
Applicazione Impieghi generici

ART. A1510

PUNTE CODOLO CONICO

A1510 Cod. Tec. GR01
Euro

D
mm

l
mm

L
mm

CM 

EL
IC

A 
N

/R

A15105 13,50 5,00
52 133

1

1

A15105,25 15,80 5,25
A15105,5 13,50 5,50

57 138A15105,75 15,80 5,75
A15106 13,10 6,00
A15106,25 15,20 6,25

63 144A15106,5 13,10 6,50
A15106,75 15,20 6,75

69 150
A15107 13,10 7,00
A15107,25 15,20 7,25
A15107,5 13,10 7,50
A15107,75 15,20 7,75

75 156
A15108 13,70 8,00
A15108,25 15,90 8,25
A15108,5 13,70 8,50
A15108,75 15,90 8,75

81 162
A15109 15,70 9,00
A15109,25 18,20 9,25
A15109,5 15,70 9,50
A15109,75 18,20 9,75

87 168
A151010 17,00 10,00
A151010,2 17,00 10,20
A151010,25 19,80 10,25
A151010,5 17,00 10,50
A151010,75 19,80 10,75

94 175
A151011 18,50 11,00
A151011,25 21,50 11,25
A151011,5 18,50 11,50
A151011,75 21,50 11,75
A151012 20,80 12,00

101 182
A151012,25 24,20 12,25
A151012,5 20,80 12,50
A151012,75 24,20 12,75
A151013 21,60 13,00
A151013,25 25,20 13,25

108 189
A151013,5 21,60 13,50
A151013,75 25,20 13,75
A151014 20,90 14,00
A151014,25 28,90 14,25

114 212

2

A151014,5 24,90 14,50
A151014,75 28,90 14,75
A151015 28,70 15,00
A151015,25 33,60 15,25

120 218
A151015,5 28,70 15,50
A151015,75 33,60 15,75
A151016 27,60 16,00
A151016,25 34,30 16,25

125 223
A151016,5 29,50 16,50
A151016,75 34,30 16,75
A151017 31,50 17,00
A151017,25 36,70 17,25

130 228
A151017,5 31,50 17,50
A151017,75 36,70 17,75
A151018 32,30 18,00
A151018,25 41,40 18,25

135 233
A151018,5 35,50 18,50
A151018,75 105,30 18,75
A151019 34,90 19,00
A151019,25 43,10 19,25

140 238A151019,5 36,90 19,50
A151019,75 43,10 19,75

A1510 Cod. Tec. GR01
Euro

D
mm

l
mm

L
mm

CM 

EL
IC

A 
N

/R

A151020 36,70 20,00 140 238

2

1

A151020,25 45,30 20,25

145 243
A151020,5 38,90 20,50
A151020,75 45,30 20,75
A151021 47,40 21,00
A151021,25 58,40 21,25

150 248
A151021,5 47,40 21,50
A151021,75 58,40 21,75
A151022 49,40 22,00
A151022,25 63,20 22,25
A151022,5 51,90 22,50

155 276
A151022,75 63,20 22,75
A151023 58,90 23,00
A151023,25 72,60 23,25

3

A151023,5 59,50 23,50
A151023,75 72,60 23,75

160 281

A151024 62,90 24,00
A151024,25 80,60 24,25
A151024,5 69,20 24,50
A151024,75 80,60 24,75
A151025 66,50 25,00
A151025,25 85,20 25,25

165 286

A151025,5 69,80 25,50
A151025,75 85,20 25,75
A151026 74,00 26,00
A151026,25 94,80 26,25
A151026,5 77,70 26,50
A151026,75 94,80 26,75

170 291

A151027 79,40 27,00
A151027,25 101,80 27,25
A151027,5 83,40 27,50
A151027,75 101,80 27,75
A151028 82,10 28,00
A151028,25 105,30 28,25

175 296

A151028,5 86,20 28,50
A151028,75* 102,20 28,75
A151029 88,90 29,00
A151029,25 113,90 29,25
A151029,5 93,30 29,50
A151029,75 113,90 29,75
A151030 98,80 30,00
A151030,5 (108,00) 30,50

180 301A151031 (110,90) 31,00
A151031,5 (118,60) 31,50
A151032 (119,60) 32,00

185 334

4

A151032,5 (131,50) 32,50
A151033 (132,50) 33,00
A151033,5 (133,80) 33,50
A151034 (140,40) 34,00

190 339
A151034,5 (154,40) 34,50
A151035 (147,40) 35,00
A151035,5 (157,50) 35,50
A151036 (164,50) 36,00

195 344
A151036,5 (175,60) 36,50
A151037 (170,20) 37,00
A151037,5 (181,60) 37,50
A151038 (188,10) 38,00

200 349
A151038,5 (201,00) 38,50
A151039 (190,90) 39,00
A151039,5 (205,90) 39,50
A151040 (204,20) 40,00

PUNTA DIN 345

A.48 Indivisible package   Suggested retail package - Unit price

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300
< 10%

Si
> 10%

Si
Brass

Copper
Bronze
>700

Ti6Al4V HTA < 45 < 60

   

Geometry Normal flute, right hand cut
Point angle 118°
Surface treatment Steam tempering
Application General application.

ITEM: A1510

DRILLS MORSE TAPER SHANK

A1510 Tech. Code D
mm

l
mm

L
mm

CM 

H
EL

IX
N

/R

5.00
52 133

1

5.25
5.50

57 1385.75
6.00
6.25

63 144
6.50
6.75

69 150
7.00
7.25
7.50
7.75

75 156
8.00
8.25
8.50
8.75

81 162
9.00
9.25
9.50
9.75

87 168
10.00
10.20
10.25
10.50
10.75

94 175
11.00
11.25
11.50
11.75
12.00

101 182
12.25
12.50
12.75
13.00
13.25

108 189
13.50
13.75
14.00
14.25

114 212

2

14.50
14.75
15.00
15.25

120 218
15.50
15.75
16.00
16.25

125 223
16.50
16.75
17.00
17.25

130 228
17.50
17.75
18.00
18.25

135 233
18.50
18.75
19.00
19.25

140 23819.50
19.75

A1510 Tech. Code D
mm

l
mm

L
mm

CM 

H
EL

IX
N

/R

20.00 140 238

2

20.25

145 243
20.50
20.75
21.00
21.25

150 248
21.50
21.75
22.00
22.25
22.50

155 276
22.75
23.00
23.25

2

23.50
23.75

160 281

24.00
24.25
24.50
24.75
25.00
25.25

165 286

25.50
25.75
26.00
26.25
26.50
26.75

170 291

27.00
27.25
27.50
27.75
28.00
28.25

175 296

28.50
28.75
29.00
29.25
29.50
29.75
30.00
30.50

180 30131.00
31.50
32.00

185 334

4

32.50
33.00
33.50
34.00

190 339
34.50
35.00
35.50
36.00

195 344
36.50
37.00
37.50
38.00

200 349
38.50
39.00
39.50
40.00

DRILL DIN 345



A

A.49 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

< 500 < 850 < 1200 < 600 < 850 DUPLEX < 240 < 300
< 10%

Si
> 10%

Si
Ottone
Rame

Bronzo
>700

Ti6Al4V HTA < 45 < 60

    

Geometria Elica normale, taglio destro
Angolo al vertice 118°
Tratt. superficiale Vaporizzata
Applicazione Impieghi generici

ART. A1518

PUNTE CODOLO CONICO SERIE LUNGA

A1518 Cod. Tec. GR01
Euro

D
mm

l
mm

L
mm

CM 

EL
IC

A 
N

/R

A151812 85,00 12
205 310

1
1

A151813 90,50 13
A151814 105,30 14

220
325

A151815 109,00 15 340
2A151816 116,40 16 230 355

A1518 Cod. Tec. GR01
Euro

D
mm

l
mm

L
mm

CM 

EL
IC

A 
N

/R

A151818 136,80 18 245 370
2

1
A151820 157,10 20 260 385
A151825 241,20 25 290 440

3A151830 305,80 30 305 460

PUNTA DIN 1870

< 500 < 850 < 1200 < 600 < 850 DUPLEX < 240 < 300
< 10%

Si
> 10%

Si
Ottone
Rame

Bronzo
>700

Ti6Al4V HTA < 45 < 60

     

Geometria Elica normale, taglio destro
Angolo al vertice 118°
Tratt. superficiale Lucida
Applicazione Impieghi generici

ART. A1512

PUNTE CODOLO CONICO

A1512 Cod. Tec. GR03
Euro

D
mm

l
mm

L
mm

CM 

EL
IC

A 
N

/R

A151214 55,15 14,0
114 212

1

1

A151214,5 59,93 14,5

2

A151215 59,93 15,0
A151215,5 62,83 15,5

120 218A151216 62,83 16,0
A151216,5 65,72 16,5

125 223A151217 65,72 17,0
A151217,5 74,20 17,5

130 228A151218 74,20 18,0
A151218,5 77,09 18,5

135 233A151219 77,09 19,0
A151219,5 85,67 19,5

140 238A151220 85,67 20,0
A151220,5 98,53 20,5

145 243A151221 89,95 21,0
A151221,5 98,53 21,5

150 248A151222 98,53 22,0

A1512 Cod. Tec. GR03
Euro

D
mm

l
mm

L
mm

CM 

EL
IC

A 
N

/R

A151222,5 117,08 22,5
155

253 2

1

A151223 117,08 23,0
A151223,5 128,44 23,5 276

3

A151224 128,44 24,0
160 281A151224,5 154,08 24,5

A151225 154,08 25,0
A151226 165,54 26,0 165 286
A151227 175,51 27,0

170 291A151228 192,67 28,0
A151229 201,24 29,0

175 296A151230 206,93 30,0
A151231 308,15 31,0 180 301
A151232 308,15 32,0

185 334
4

A151233 351,03 33,0
A151234 368,08 34,0

190 339A151235 368,08 35,0

PUNTA DIN 345

PUNTE CODOLO CONICO

A1510 Cod. Tec. GR01
Euro

D
mm

l
mm

L
mm

CM 

EL
IC

A 
N

/R

A151041 (236,10) 41,00
205 345

4 1
A151042 (246,40) 42,00
A151043 (258,20) 43,00

210 359A151044 (276,60) 44,00
A151045 (278,60) 45,00

A1510 Cod. Tec. GR01
Euro

D
mm

l
mm

L
mm

CM 

EL
IC

A 
N

/R

A151046 (282,60) 46,00
215 364

4 1
A151047 (300,50) 47,00
A151048 (327,50) 48,00

220 369A151049 (335,40) 49,00
A151050 (342,50) 50,00

PUNTA DIN 345

A.49Indivisible package  Suggested retail package - Unit price

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300
< 10%

Si
> 10%

Si
Brass

Copper
Bronze
>700

Ti6Al4V HTA < 45 < 60

    

Geometry Normal Àute, right-hand cut
Point angle 118°
Surface treatment Steam tempering
Application General application.

ITEM: A1518

DRILLS MORSE TAPER SHANK - LONG SERIES

A1518 Tech. Code D
mm

l
mm

L
mm

CM 

H
EL

IX
N

/R

12
205 310

113
14

220
325

15 340
2

16 230 355

A1518 Tech. Code D
mm

l
mm

L
mm

CM 

H
EL

IX
N

/R

18 245 370
2

20 260 385
25 290 440

3
30 305 460

DRILL BIT DIN 1870

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300
< 10%

Si
> 10%

Si
Brass

Copper
Bronze
>700

Ti6Al4V HTA < 45 < 60

     

Geometry Normal Àute, right-hand cut
Point angle 118°
Surface treatment Bright
Application General application.

ITEM: A1512

DRILLS MORSE TAPER SHANK

A1512 Tech. Code D
mm

l
mm

L
mm

CM 

H
EL

IX
N

/R

14.0
114 212

1
14.5

2

15.0
15.5

120 218
16.0
16.5

125 223
17.0
17.5

130 228
18.0
18.5

135 233
19.0
19.5

140 238
20.0
20.5

145 243
21.0
21.5

150 248
22.0

A1512 Tech. Code D
mm

l
mm

L
mm

CM 

H
EL

IX
N

/R

22.5
155

253 2
23.0
23.5 276

3

24.0
160 28124.5

25.0
26.0 165 286
27.0

170 291
28.0
29.0

175 296
30.0
31.0 180 301
32.0

185 334
4

33.0
34.0

190 339
35.0

DRILL DIN 345

DRILLS MORSE TAPER SHANK

A1510 Tech. Code D
mm

l
mm

L
mm

CM 

H
EL

IX
N

/R

41.00
205 345

4
42.00
43.00

210 35944.00
45.00

A1510 Tech. Code D
mm

l
mm

L
mm

CM 

H
EL

IX
N

/R

46.00
215 364

4
47.00
48.00

220 36949.00
50.00

DRILL DIN 345



A

A.50 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

< 500 < 850 < 1200 < 600 < 850 DUPLEX < 240 < 300
< 10%

Si
> 10%

Si
Ottone
Rame

Bronzo
>700

Ti6Al4V HTA < 45 < 60

    

Geometria Elica normale, taglio destro
Angolo al vertice 118°
Tratt. superficiale Vaporizzata
Applicazione Impieghi generici

ART. A1520

PUNTE CODOLO CONICO SERIE EXTRA LUNGA

A1520 Cod. Tec. GR01
Euro

D
mm

l
mm

L
mm

CM 

EL
IC

A 
N

/R

A15208300 (81,20) 8

300 400 1
1

A152010300 (101,40) 10
A152012300 124,40 12
A152013300 128,30 13
A152014300 140,00 14
A152015375 164,50 15

375 500 2A152016375 165,10 16

A1520 Cod. Tec. GR01
Euro

D
mm

l
mm

L
mm

CM 

EL
IC

A 
N

/R

A152018375 167,80 18

375 500

2

1

A152020375 176,60 20 3
A152022375 184,90 22 2
A152024375 259,70 24

3A152025375 285,70 25
A152030375 358,10 30

NORMA DI FABBRICA

Accuracy
Repeatability

Reliabilitymetrology

A.50 Indivisible package   Suggested retail package - Unit price

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300
< 10%

Si
> 10%

Si
Brass

Copper
Bronze
>700

Ti6Al4V HTA < 45 < 60

    

Geometry Normal Àute, right hand cut
Point angle 118°
Surface treatment Steam tempering
Application General application.

ITEM: A1520

DRILLS MORSE TAPER SHANK - EXTRA-LONG SERIES

A1520 Tech. Code D
mm

l
mm

L
mm

CM 

H
EL

IX
N

/R

8

300 400 1
10
12
13
14
15

375 500 2
16

A1520 Tech. Code D
mm

l
mm

L
mm

CM 

H
EL

IX
N

/R

18

375 500

2
20 3
22 2
24

325
30

MANUFACTURING STANDARD



A

A.51 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

< 500 < 850 < 1200 < 600 < 850 DUPLEX < 240 < 300
< 10%

Si
> 10%

Si
Ottone
Rame

Bronzo
>700

Ti6Al4V HTA < 45 < 60

        

Geometria Forma A 60°
Angolo al vertice 118°
Tratt. superficiale Lucida
Applicazione Impieghi generici per R ≤ 800 N/mm²

ART. A1610

PUNTE DA CENTRO TIPO A

A1610 Cod. Tec. GR01
Euro

D
mm

d
mm

L
mm



A16101 4,90 1,00
3,15 31,5

1
A16101,25 4,90 1,25
A16101,6 5,40 1,60 4,00 35,5
A16102 5,80 2,00 5,00 40,0
A16102,5 6,40 2,50 6,30 45,0

A1610 Cod. Tec. GR01
Euro

D
mm

d
mm

L
mm



A16103,15 8,00 3,15 8,00 50,0

1
A16104 12,60 4,00 10,00 56,0
A16105 16,80 5,00 12,50 63,0
A16106,3 25,00 6,30 16,00 71,0

PUNTA DIN 333 A

< 500 < 850 < 1200 < 600 < 850 DUPLEX < 240 < 300
< 10%

Si
> 10%

Si
Ottone
Rame

Bronzo
>700

Ti6Al4V HTA < 45 < 60

        

Geometria Forma A 60°
Angolo al vertice 118°
Tratt. superficiale TIN
Applicazione Impieghi generici per R ≤ 1000 N/mm²

ART. A1612

PUNTE DA CENTRO TIPO A

A1612 Cod. Tec. GR03
Euro

D
mm

d
mm

L
mm



A16121 9,69 1,00
3,15 31,5

1
A16121,25 9,69 1,25
A16121,6 10,06 1,60 4 35,5
A16122 10,37 2,00 5 40
A16122,5 10,76 2,50 6,30 45

A1612 Cod. Tec. GR03
Euro

D
mm

d
mm

L
mm



A16123,15 12,16 3,15 8 50

1
A16124 21,44 4,00 10 56
A16125 28,62 5,00 12,50 63
A16126,3 38,59 6,30 16 71

PUNTA DIN 333 A

< 500 < 850 < 1200 < 600 < 850 DUPLEX < 240 < 300
< 10%

Si
> 10%

Si
Ottone
Rame

Bronzo
>700

Ti6Al4V HTA < 45 < 60

        

Geometria Forma A 60°
Angolo al vertice 118°
Tratt. superficiale Lucida
Applicazione Impieghi generici per R ≤ 1000 N/mm²

ART. A1611

PUNTE DA CENTRO TIPO A

A1611 Cod. Tec. GR03
Euro

D
mm

d
mm

L
mm



A16111 7,32 1,00
3,15 31,5

1
A16111,25 7,32 1,25
A16111,6 7,90 1,60 4,00 35,5
A16112 8,50 2,00 5,00 40,0
A16112,5 9,73 2,50 6,30 45,0

A1611 Cod. Tec. GR03
Euro

D
mm

d
mm

L
mm



A16113,15 11,88 3,15 8,00 50,0

1
A16114 18,54 4,00 10,00 56,0
A16115 24,64 5,00 12,50 63,0
A16116,3 36,80 6,30 16,00 71,0

PUNTA DIN 333 A

A.51Indivisible package  Suggested retail package - Unit price

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300
< 10%

Si
> 10%

Si
Brass

Copper
Bronze
>700

Ti6Al4V HTA < 45 < 60

        

Geometry Type A 60°
Point angle 118°
Surface treatment Bright
Application General application up to R ≤ 800 N/mm²

ITEM: A1610

CENTRE DRILLS TYPE A

A1610 Tech. Code D
mm

d
mm

L
mm



1.00
3.15 31.5

1.25
1.60 4.00 35.5
2.00 5.00 40.0
2.50 6.30 45.0

A1610 Tech. Code D
mm

d
mm

L
mm



3.15 8.00 50.0
4.00 10.00 56.0
5.00 12.50 63.0
6.30 16.00 71.0

DRILL DIN 333 A

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300
< 10%

Si
> 10%

Si
Brass

Copper
Bronze
>700

Ti6Al4V HTA < 45 < 60

        

Geometry Type A 60°
Point angle 118°
Surface treatment TIN
Application General application up to R ≤ 1000 N/mm²

ITEM: A1612

CENTRE DRILLS TYPE A

A1612 Tech. Code D
mm

d
mm

L
mm



1.00
3.15 31.5

1.25
1.60 4 35.5
2.00 5 40
2.50 6.30 45

A1612 Tech. Code D
mm

d
mm

L
mm



3.15 8 50
4.00 10 56
5.00 12.50 63
6.30 16 71

DRILL DIN 333 A

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300
< 10%

Si
> 10%

Si
Brass

Copper
Bronze
>700

Ti6Al4V HTA < 45 < 60

        

Geometry Type A 60°
Point angle 118°
Surface treatment Bright
Application General application up to R ≤ 1000 N/mm²

ITEM: A1611

CENTRE DRILLS TYPE A

A1611 Tech. Code D
mm

d
mm

L
mm



1.00
3.15 31.5

1.25
1.60 4.00 35.5
2.00 5.00 40.0
2.50 6.30 45.0

A1611 Tech. Code D
mm

d
mm

L
mm



3.15 8.00 50.0
4.00 10.00 56.0
5.00 12.50 63.0
6.30 16.00 71.0

DRILL DIN 333 A



A

A.52 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

< 500 < 850 < 1200 < 600 < 850 DUPLEX < 240 < 300
< 10%

Si
> 10%

Si
Ottone
Rame

Bronzo
>700

Ti6Al4V HTA < 45 < 60

        

Geometria Forma R
Angolo al vertice 118°
Tratt. superficiale Lucida
Applicazione Impieghi generici per R ≤ 800 N/mm²

ART. A1620

PUNTE DA CENTRO TIPO R

A1620 Cod. Tec. GR01
Euro

D
mm

d
mm

L
mm



A16201,6 6,20 1,60 4,00 35,5
1A16202 6,90 2,00 5,00 40,0

A16202,5 7,60 2,50 6,30 45,0

A1620 Cod. Tec. GR01
Euro

D
mm

d
mm

L
mm



A16203,15 8,80 3,15 8,00 50,0
1A16204 15,50 4,00 10,00 56,0

A16205 21,20 5,00 12,50 63,0

PUNTA DIN 333 R

< 500 < 850 < 1200 < 600 < 850 DUPLEX < 240 < 300
< 10%

Si
> 10%

Si
Ottone
Rame

Bronzo
>700

Ti6Al4V HTA < 45 < 60

        

Geometria Forma A 60°
Angolo al vertice 118°
Tratt. superficiale Lucida
Applicazione Impieghi generici per R ≤ 1000 N/mm²

ART. A1640

PUNTE DA CENTRO TIPO A

A1640 Cod. Tec. GR02
Euro

D
mm

d
mm

L
mm



A16401 35,11 1,00
3,17 38

1
A16401,25 35,11 1,25
A16401,6 42,22 1,60 4,00 40
A16402 47,00 2,00 5,00 50

A1640 Cod. Tec. GR02
Euro

D
mm

d
mm

L
mm



A16402,5 58,99 2,50 6,3 50
1A16403,15 75,43 3,15 8,00 63

A16404 98,24 4,00 10,00 66

PUNTA DIN 333 A

< 500 < 850 < 1200 < 600 < 850 DUPLEX < 240 < 300
< 10%

Si
> 10%

Si
Ottone
Rame

Bronzo
>700

Ti6Al4V HTA < 45 < 60

        

Geometria Forma A 60°
Angolo di vertice 118°
Tratt. superficiale Lucida
Applicazione Impieghi generici per R ≤ 800 N/mm²

ART. A1615

PUNTE DA CENTRO TIPO A SERIE LUNGA

A1615 Cod. Tec. GR01
Euro

D
mm

d
mm

L
mm



A16151 9,70 1 3,15

120 1
A16151,6 10,20 1,6 4
A16152 10,70 2 5
A16152,5 11,60 2,5 6,3

A1615 Cod. Tec. GR01
Euro

D
mm

d
mm

L
mm



A16153,15 12,70 3,15 8
120 1A16154 19,90 4 10

A16155 30,10 5 12,5

PUNTA DIN 333 A

A.52 Indivisible package   Suggested retail package - Unit price

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300
< 10%

Si
> 10%

Si
Brass

Copper
Bronze
>700

Ti6Al4V HTA < 45 < 60

        

Geometry Type R
Point angle 118°
Surface treatment Bright
Application General application up to R ≤ 800 N/mm²

ITEM: A1620

CENTRE DRILLS TYPE R

A1620 Tech. Code D
mm

d
mm

L
mm



1.60 4.00 35.5
2.00 5.00 40.0
2.50 6.30 45.0

A1620 Tech. Code D
mm

d
mm

L
mm



3.15 8.00 50.0
4.00 10.00 56.0
5.00 12.50 63.0

DRILL DIN 333 R

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300
< 10%

Si
> 10%

Si
Brass

Copper
Bronze
>700

Ti6Al4V HTA < 45 < 60

        

Geometry Type A 60°
Point angle 118°
Surface treatment Bright
Application General application up to R ≤ 1000 N/mm²

ITEM: A1640

CENTRE DRILLS TYPE A

A1640 Tech. Code D
mm

d
mm

L
mm



1.00
3.17 38

1.25
1.60 4.00 40
2.00 5.00 50

A1640 Tech. Code D
mm

d
mm

L
mm



2.50 6.30 50
3.15 8.00 63
4.00 10.00 66

DRILL DIN 333 A

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300
< 10%

Si
> 10%

Si
Brass

Copper
Bronze
>700

Ti6Al4V HTA < 45 < 60

        

Geometry Type A 60°
Point angle 118°
Surface treatment Bright
Application General application up to R ≤ 800 N/mm²

ITEM: A1615

CENTRE DRILLS TYPE A - LONG SERIES

A1615 Tech. Code D
mm

d
mm

L
mm



1 3.15

120
1.6 4
2 5

2.5 6.3

A1615 Tech. Code D
mm

d
mm

L
mm



3.15 8
1204 10

5 12.5

DRILL DIN 333 A



A

A.53 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

< 500 < 850 < 1200 < 600 < 850 DUPLEX < 240 < 300
< 10%

Si
> 10%

Si
Ottone
Rame

Bronzo
>700

Ti6Al4V HTA < 45 < 60

        

Geometria Forma B °60° + 120°
Angolo al vertice 118°
Tratt. superficiale Lucida
Applicazione Impieghi generici

ART. A1630

PUNTE DA CENTRO TIPO B

A1630 Cod. Tec. GR01
Euro

D
mm

d
mm

L
mm



A16301 8,70 1,00 4,00 35,50

1
A16301,25 9,60 1,25 5,00 40,00
A16301,6 11,60 1,60 6,30 45,00
A16302 11,70 2,00 8,00 50,00
A16302,5 15,10 2,50 10,00 56,00

A1630 Cod. Tec. GR01
Euro

D
mm

d
mm

L
mm



A16303,15 19,40 3,15 11,20 60,00

1
A16304 29,00 4,00 14,00 67,00
A16305 38,90 5,00 18,00 75,00
A16306,3 50,90 6,30 20,00 80,00

PUNTA DIN 333 B

< 500 < 850 < 1200 < 600 < 850 DUPLEX < 240 < 300
< 10%

Si
> 10%

Si
Ottone
Rame

Bronzo
>700

Ti6Al4V HTA < 45 < 60

       

Geometria Elica tipo N/R
Angolo al vertice 90°
Tratt. superficiale Lucida
Applicazione Impieghi generici

ART. A1650

PUNTE DA CENTRO 90° PER NC

A1650 Cod. Tec. GR03
Euro

D
mm

l
mm

L
mm



A16503 8,45 3
12

46

1
A16504 9,43 4 55
A16505 10,18 5 14 62
A16506 10,67 6 19 66
A16508 15,16 8 23 79

A1650 Cod. Tec. GR03
Euro

D
mm

l
mm

L
mm



A165010 19,75 10 26 89

1
A165012 28,02 12 31 102
A165016 37,10 16 34 115
A165020 59,74 20 36 131

PUNTA DIN 1897

< 500 < 850 < 1200 < 600 < 850 DUPLEX < 240 < 300
< 10%

Si
> 10%

Si
Ottone
Rame

Bronzo
>700

Ti6Al4V HTA < 45 < 60

       

Geometria Elica tipo N/R
Angolo al vertice 90°
Tratt. superficiale TiAlN
Applicazione Impieghi generici

ART. A1655

PUNTE DA CENTRO 90° PER NC

A1655 Cod. Tec. GR03
Euro

D
mm

l
mm

L
mm



A16553 10,06 3
12

46

1
A16554 10,88 4 55
A16555 11,97 5 14 62
A16556 14,86 6 16 66
A16558 20,35 8 21 79

A1655 Cod. Tec. GR03
Euro

D
mm

l
mm

L
mm



A165510 26,13 10 25 89

1
A165512 32,51 12 30 102
A165516 42,58 16 38 115
A165520 65,52 20 45 131

PUNTA DIN 1897

A.53Indivisible package  Suggested retail package - Unit price

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300
< 10%

Si
> 10%

Si
Brass

Copper
Bronze
>700

Ti6Al4V HTA < 45 < 60

        

Geometry Type B 60° � 120°
Point angle 118°
Surface treatment Bright
Application General application.

ITEM: A1630

CENTRE DRILLS TYPE B

A1630 Tech. Code D
mm

d
mm

L
mm



1.00 4.00 35.50
1.25 5.00 40.00
1.60 6.30 45.00
2.00 8.00 50.00
2.50 10.00 56.00

A1630 Tech. Code D
mm

d
mm

L
mm



3.15 11.20 60.00
4.00 14.00 67.00
5.00 18.00 75.00
6.30 20.00 80.00

DRILL DIN 333 B

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300
< 10%

Si
> 10%

Si
Brass

Copper
Bronze
>700

Ti6Al4V HTA < 45 < 60

       

Geometry N/R-type Àute
Point angle 90°
Surface treatment Bright
Application General application.

ITEM: A1650

CENTRE SPOTTING DRILLS 90°

A1650 Tech. Code D
mm

l
mm

L
mm



3
12

46
4 55
5 14 62
6 19 66
8 23 79

A1650 Tech. Code D
mm

l
mm

L
mm



10 26 89
12 31 102
16 34 115
20 36 131

DRILL DIN 1897

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300
< 10%

Si
> 10%

Si
Brass

Copper
Bronze
>700

Ti6Al4V HTA < 45 < 60

       

Geometry N/R-type Àute
Point angle 90°
Surface treatment TiAlN
Application General application.

ITEM: A1655

CENTRE SPOTTING DRILLS 90°

A1655 Tech. Code D H8
mm

l
mm

L
mm



3
12

46
4 55
5 14 62
6 16 66
8 21 79

A1655 Tech. Code D H8
mm

l
mm

L
mm



10 25 89
12 30 102
16 38 115
20 45 131

DRILL DIN 1897



A

A.54 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

< 500 < 850 < 1200 < 600 < 850 DUPLEX < 240 < 300
< 10%

Si
> 10%

Si
Ottone
Rame

Bronzo
>700

Ti6Al4V HTA < 45 < 60

         

Geometria Elica tipo N/R
Angolo al vertice 120°
Tratt. superficiale Lucida
Applicazione Impieghi generici

ART. A1660

PUNTE DA CENTRO 120° PER NC

A1660 Cod. Tec. GR03
Euro

D
mm

l
mm

L
mm



A16606 10,67 6 19 66
1A16608 15,16 8 23 79

A166010 19,75 10 26 89

A1660 Cod. Tec. GR03
Euro

D
mm

l
mm

L
mm



A166012 28,02 12 31 102
1A166016 37,10 16 34 115

A166020 59,74 20 36 131

PUNTA DIN 1897

< 500 < 850 < 1200 < 600 < 850 DUPLEX < 240 < 300
< 10%

Si
> 10%

Si
Ottone
Rame

Bronzo
>700

Ti6Al4V HTA < 45 < 60

        

Geometria Elica tipo N/R
Angolo al vertice 120°
Tratt. superficiale TiAlN
Applicazione Impieghi generici

ART. A1665

PUNTE DA CENTRO 120° PER NC

A1665 Cod. Tec. GR03
Euro

D
mm

l
mm

L
mm



A16656 14,86 6 16 66
1A16658 20,35 8 21 79

A166510 26,13 10 25 89

A1665 Cod. Tec. GR03
Euro

D
mm

l
mm

L
mm



A166512 32,51 12 30 102
1A166516 42,58 16 38 115

A166520 65,52 20 45 131

PUNTA DIN 1897

< 500 < 850 < 1200 < 600 < 850 DUPLEX < 240 < 300
< 10%

Si
> 10%

Si
Ottone
Rame

Bronzo
>700

Ti6Al4V HTA < 45 < 60

       

Geometria Elica tipo N/R
Angolo al vertice 90°
Tratt. superficiale TiAlN
Applicazione Impieghi generici

ART. A1656

PUNTE DA CENTRO 90° PER NC SERIE LUNGA

A1656 Cod. Tec. GR03
Euro

D
mm

l
mm

L
mm



A16566 34,21 6 20
140 1A16568 39,80 8 25

A1656 Cod. Tec. GR03
Euro

D
mm

l
mm

L
mm



A165610 46,28 10 25
170 1A165612 55,64 12 30

NORMA DI FABBRICA

A.54 Indivisible package   Suggested retail package - Unit price

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300
< 10%

Si
> 10%

Si
Brass

Copper
Bronze
>700

Ti6Al4V HTA < 45 < 60

         

Geometry N/R-type Àute
Point angle 120°
Surface treatment Bright
Application General application.

ITEM: A1660

CENTRE SPOTTING DRILLS 120°

A1660 Tech. Code D
mm

l
mm

L
mm



6 19 66
8 23 79
10 26 89

A1660 Tech. Code D
mm

l
mm

L
mm



12 31 102
16 34 115
20 36 131

DRILL DIN 1897

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300
< 10%

Si
> 10%

Si
Brass

Copper
Bronze
>700

Ti6Al4V HTA < 45 < 60

        

Geometry N/R-type Àute
Point angle 120°
Surface treatment TiAlN
Application General application.

ITEM: A1665

CENTRE SPOTTING DRILLS 120°

A1665 Tech. Code D
mm

l
mm

L
mm



6 16 66
8 21 79
10 25 89

A1665 Tech. Code D
mm

l
mm

L
mm



12 30 102
16 38 115
20 45 131

DRILL DIN 1897

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300
< 10%

Si
> 10%

Si
Brass

Copper
Bronze
>700

Ti6Al4V HTA < 45 < 60

       

Geometry N/R-type Àute
Point angle 90°
Surface treatment TiAlN
Application General application.

ITEM: A1656

CENTRE SPOTTING DRILLS 90° - LONG SERIES

A1656 Tech. Code D
mm

l
mm

L
mm



6 20
140

8 25

A1656 Tech. Code D
mm

l
mm

L
mm



10 25
170

12 30

MANUFACTURING STANDARD



A

A.55 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

< 500 < 850 < 1200 < 600 < 850 DUPLEX < 240 < 300
< 10%

Si
> 10%

Si
Ottone
Rame

Bronzo
>700

Ti6Al4V HTA < 45 < 60

         

Geometria Elica tipo N/R
Angolo al vertice 90°
Tratt. superficiale Lucida
Applicazione Impieghi generici

ART. A1670

PUNTE DA CENTRO 90° PER NC

A1670 Cod. Tec. GR02
Euro

D
mm

d
mm

l
mm

L
mm



A16703 17,40 3 3
12 40

1
A16704 20,20 4 4
A16705 26,50 5 5 16

50A16706 30,20 6 6 21
A16708 41,10 8 8 25 60

A1670 Cod. Tec. GR02
Euro

D
mm

d
mm

l
mm

L
mm



A167010 53,00 10 10
27 70

1
A167012 65,70 12 12
A167016 124,20 16 16 30 75
A167020 262,90 20 20 33 100

PUNTA DIN 1897

< 500 < 850 < 1200 < 600 < 850 DUPLEX < 240 < 300
< 10%

Si
> 10%

Si
Ottone
Rame

Bronzo
>700

Ti6Al4V HTA < 45 < 60

         

Geometria Elica tipo N/R
Angolo al vertice 120°
Tratt. superficiale Lucida
Applicazione Impieghi generici

ART. A1680

PUNTE DA CENTRO 120° PER NC

A1680 Cod. Tec. GR02
Euro

D
mm

d
mm

l
mm

L
mm



A16806 30,20 6 6 21 50
1A16808 41,10 8 8 25 60

A1680 Cod. Tec. GR02
Euro

D
mm

d
mm

l
mm

L
mm



A168010 53,00 10 10
27 70 1A168012 65,70 12 12

PUNTA DIN 1897

< 500 < 850 < 1200 < 600 < 850 DUPLEX < 240 < 300
< 10%

Si
> 10%

Si
Ottone
Rame

Bronzo
>700

Ti6Al4V HTA < 45 < 60

         

Geometria Elica Tipo N/R
Angolo al vertice 90°
Tratt. superficiale TiAIN
Applicazione Impieghi generici

ART. A1675

PUNTE DA CENTRO 90° RIVESTITE PER NC

A1675 Cod. Tec. GR02
Euro

D
mm

d
mm

l
mm

L
mm



A167503 21,90 3 3
12 40

1
A167504 25,20 4 4
A167505 33,40 5 5 16

50A167506 36,70 6 6 21
A167508 49,70 8 8 25 60

A1675 Cod. Tec. GR02
Euro

D
mm

d
mm

l
mm

L
mm



A167510 63,40 10 10
27 70

1
A167512 81,80 12 12
A167516 139,20 16 16 30 75
A167520 248,00 20 20 33 100

PUNTA DIN 1897

A.55Indivisible package  Suggested retail package - Unit price

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300
< 10%

Si
> 10%

Si
Brass

Copper
Bronze
>700

Ti6Al4V HTA < 45 < 60

         

Geometry N/R-type Àute
Point angle 90°
Surface treatment Bright
Application General application.

ITEM: A1670

CENTRE SPOTTING DRILLS 90°

A1670 Tech. Code D
mm

d
mm

l
mm

L
mm



3 3
12 40

4 4
5 5 16

50
6 6 21
8 8 25 60

A1670 Tech. Code D
mm

d
mm

l
mm

L
mm



10 12
27 70

12 12
16 16 30 75
20 20 33 100

DRILL DIN 1897

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300
< 10%

Si
> 10%

Si
Brass

Copper
Bronze
>700

Ti6Al4V HTA < 45 < 60

         

Geometry N/R-type Àute
Point angle 120°
Surface treatment Bright
Application General application.

ITEM: A1680

CENTRE SPOTTING DRILLS 120°

A1680 Tech. Code D
mm

d
mm

l
mm

L
mm



6 6 21 50
8 8 25 60

A1680 Tech. Code D
mm

d
mm

l
mm

L
mm



10 10
27 70

12 12

DRILL DIN 1897

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300
< 10%

Si
> 10%

Si
Brass

Copper
Bronze
>700

Ti6Al4V HTA < 45 < 60

         

Geometry N/R-Type Àute
Point angle 90°
Surface treatment TiAIN
Application General application

ITEM: A1675

CENTRE SPOTTING DRILLS 90°

A1675 Tech. Code D
mm

d
mm

l
mm

L
mm



3 3
12 40

4 4
5 5 16

50
6 6 21
8 8 25 60

A1675 Tech. Code D
mm

d
mm

l
mm

L
mm



10 10
27 70

12 12
16 16 30 75
20 20 33 100

DRILL DIN 1897



A

A.56 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

< 500 < 850 < 1200 < 600 < 850 DUPLEX < 240 < 300
< 10%

Si
> 10%

Si
Ottone
Rame

Bronzo
>700

Ti6Al4V HTA < 45 < 60

         

Geometria Elica Tipo N/R
Angolo al vertice 120°
Tratt. superficiale TiAIN
Applicazione Impieghi generici

ART. A1685

PUNTE DA CENTRO A 120° RIVESTITE PER NC

A1685 Cod. Tec. GR02
Euro

D
mm

d
mm

l
mm

L
mm



A168506 36,70 6 6 21 50
1A168508 49,70 8 8 25 60

A1685 Cod. Tec. GR02
Euro

D
mm

d
mm

l
mm

L
mm



A168510 63,40 10 10
27 70 1A168512 81,80 12 12

PUNTA DIN 1897

< 500 < 850 < 1200 < 600 < 850 DUPLEX < 240 < 300
< 10%

Si
> 10%

Si
Ottone
Rame

Bronzo
>700

Ti6Al4V HTA < 45 < 60

         

Geometria Elica Tipo N/R
Angolo a Vertice 142°
Tratt. superficiale Lucida
Applicazione Impieghi generici

ART. A1690

PUNTE DA CENTRO A 142° PER NC

A1690 Cod. Tec. GR02
Euro

D
mm

d
mm

l
mm

L
mm



A169003 17,64 3 3
12 40

1
A169004 21,00 4 4
A169005 22,51 5 5 16

50A169006 25,54 6 6 21
A169008 35,43 8 8 25 60

A1690 Cod. Tec. GR02
Euro

D
mm

d
mm

l
mm

L
mm



A169010 49,18 10 10
27 70

1
A169012 66,91 12 12
A169016 120,79 16 16 30 75
A169020 211,16 20 20 33 100

PUNTA DIN 1897

< 500 < 850 < 1200 < 600 < 850 DUPLEX < 240 < 300
< 10%

Si
> 10%

Si
Ottone
Rame

Bronzo
>700

Ti6Al4V HTA < 45 < 60

         

Geometria Elica Tipo N/R
Angolo al vertice 142°
Tratt. superficiale TiAIN
Applicazione Impieghi generici

ART. A1695

PUNTE DA CENTRO 142° RIVESTITE PER NC

A1695 Cod. Tec. GR02
Euro

D
mm

d
mm

l
mm

L
mm



A169503 23,40 3 3
12 40

1
A169504 27,60 4 4
A169505 35,00 5 5 16

50A169506 38,10 6 6 21
A169508 51,00 8 8 25 60

A1695 Cod. Tec. GR02
Euro

D
mm

d
mm

l
mm

L
mm



A169510 66,00 10 10
27 70

1
A169512 83,70 12 12
A169516 144,00 16 16 30 75
A169520 252,00 20 20 33 100

PUNTA DIN 1897

A.56 Indivisible package   Suggested retail package - Unit price

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300
< 10%

Si
> 10%

Si
Brass

Copper
Bronze
>700

Ti6Al4V HTA < 45 < 60

         

Geometry N/R-Type Àute
Point angle 120°
Surface treatment Tiain
Application General application

ITEM: A1685

CENTRE SPOTTING DRILLS 120°

A1685 Tech. Code D
mm

d
mm

l
mm

L
mm



6 6 21 50
8 8 25 60

A1685 Tech. Code D
mm

d
mm

l
mm

L
mm



10 10
27 70

12 12

DRILL DIN 1897

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300
< 10%

Si
> 10%

Si
Brass

Copper
Bronze
>700

Ti6Al4V HTA < 45 < 60

         

Geometry N/R-Type Àute
Angolo a Vertice 142°
Surface treatment Bright
Application General application

ITEM: A1690

CENTRE SPOTTING DRILLS 142°

A1690 Tech. Code D
mm

d
mm

l
mm

L
mm



3 3
12 40

4 4
5 5 16

50
6 6 21
8 8 25 60

A1690 Tech. Code D
mm

d
mm

l
mm

L
mm



10 10
27 70

12 12
16 16 30 75
20 20 33 100

DRILL DIN 1897

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300
< 10%

Si
> 10%

Si
Brass

Copper
Bronze
>700

Ti6Al4V HTA < 45 < 60

         

Geometry N/R-Type Àute
Point angle 142°
Surface treatment TiAIN
Application General application

ITEM: A1695

CENTRE SPOTTING DRILLS 142°

A1695 Tech. Code D
mm

d
mm

l
mm

L
mm



3 3
12 40

4 4
5 5 16

50
6 6 21
8 8 25 60

A1695 Tech. Code D
mm

d
mm

l
mm

L
mm



10 10
27 70

12 12
16 16 30 75
20 20 33 100

DRILL DIN 1897



A

A.57 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

PUNTE A GRADINO 90°

< 500 < 850 < 1200 < 600 < 850 DUPLEX < 240 < 300
< 10%

Si
> 10%

Si
Ottone
Rame

Bronzo
>700

Ti6Al4V HTA < 45 < 60

        

Grado fine

Angolo al vertice 118°
Tratt. superficiale Lucida
Applicazione Per sedi viti a testa svasata

ART. A1710

A1710 Cod. Tec. GR01
Euro Filettatura

d1
mm

d
mm

l1
mm

l
mm

L
mm



EL
IC

A 
N

/R

A1710M3 41,70 M3 3,20 6 9 57 93

1

A1710M4 48,80 M4 4,30 8 11 75 117
A1710M5 60,20 M5 5,30 10 13 87 133
A1710M6 60,40 M6 6,40 11,5 15 94 142
A1710M8 87,30 M8 8,40 15 19 114 169
A1710M10 120,30 M10 10,50 19 23 135 198

PUNTA DIN 8374

PUNTE A GRADINO 90°

< 500 < 850 < 1200 < 600 < 850 DUPLEX < 240 < 300
< 10%

Si
> 10%

Si
Ottone
Rame

Bronzo
>700

Ti6Al4V HTA < 45 < 60

        

Angolo al vertice 118°
Tratt. superficiale Lucida
Applicazione Per prefori di maschiatura, svasature di fori passanti

ART. A1720

A1720 Cod. Tec. GR01
Euro Filettatura

d1
mm

d
mm

l1
mm

l
mm

L
mm



EL
IC

A 
N

/R

A1720M3 33,70 M3 2,50 3,4 8 39 70

1

A1720M4 34,90 M4 3,30 4,5 11 47 80
A1720M5 35,90 M5 4,20 5,5 13 57 93
A1720M6 42,80 M6 5,00 6,6 16 63 101
A1720M8 49,30 M8 6,80 9 21 81 125
A1720M10 57,30 M10 8,50 11 25 94 142
A1720M12 79,80 M12 10,20 13,5 30 108 160

PUNTA DIN 8378

PUNTE A GRADINO 180°

< 500 < 850 < 1200 < 600 < 850 DUPLEX < 240 < 300
< 10%

Si
> 10%

Si
Ottone
Rame

Bronzo
>700

Ti6Al4V HTA < 45 < 60

        

Angolo al vertice 118°
Tratt. Superficiale Lucida
Applicazione Per sedi viti a testa cilindrica

ART. A1730

A1730 Cod. Tec. GR01
Euro Filettatura

d1
mm

d
mm

l1
mm

l
mm

L
mm



EL
IC

A 
N

/R

A1730M3 28,80 M3 3,40 6 9 57 93

1

A1730M4 36,80 M4 4,50 8 11 75 117
A1730M5 43,20 M5 5,50 10 13 87 133
A1730M6 45,30 M6 6,60 11 15 94 142
A1730M8 70,80 M8 9,00 15 19 114 169
A1730M10 124,40 M10 11,00 18 23 130 191

PUNTA DIN 8376

A.57Indivisible package  Suggested retail package - Unit price

SUBLAND TWIST DRILLS 90°

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300
< 10%

Si
> 10%

Si
Brass

Copper
Bronze
>700

Ti6Al4V HTA < 45 < 60

        

Fine grade

Point angle 118°
Surface treatment Bright
Application For through holes with 90° screw head.

ITEM: A1710

A1710 Tech. Code Thread
d1
mm

dH8
mm

l1
mm

l
mm

L
mm



H
EL

IX
N

/R

M3 3.20 6 9 57 93
M4 4.30 8 11 75 117
M5 5.30 10 13 87 133
M6 6.40 11.5 15 94 142
M8 8.40 15 19 114 169

M10 10.50 19 23 135 198

DRILL DIN 8374

SUBLAND TWIST DRILLS 90°

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300
< 10%

Si
> 10%

Si
Brass

Copper
Bronze
>700

Ti6Al4V HTA < 45 < 60

        

Point angle 118°
Surface treatment Bright
Application For tapping pre-holes and 90° countersinks.

ITEM: A1720

A1720 Tech. Code Thread
d1
mm

dH8
mm

l1
mm

l
mm

L
mm



H
EL

IX
N

/R

M3 2.50 3.4 8 39 70
M4 3.30 4.5 11 47 80
M5 4.20 5.5 13 57 93
M6 5.00 6.6 16 63 101
M8 6.80 9 21 81 125

M10 8.50 11 25 94 142
M12 10.20 13.5 30 108 160

DRILL DIN 8378

SUBLAND TWIST DRILLS 180°

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300
< 10%

Si
> 10%

Si
Brass

Copper
Bronze
>700

Ti6Al4V HTA < 45 < 60

        

Point angle 118°
Surface treatment Bright
Application For through holes with 180° screw head.

ITEM: A1730

A1730 Tech. Code Thread
d1
mm

dH8
mm

l1
mm

l
mm

L
mm



H
EL

IX
N

/R

M3 3.40 6 9 57 93
M4 4.50 8 11 75 117
M5 5.50 10 13 87 133
M6 6.60 11 15 94 142
M8 9.00 15 19 114 169
M10 11.00 18 23 130 191

DRILL DIN 8376



A

A.58 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

PUNTE A GRADINO 180° CORTA

< 500 < 850 < 1200 < 600 < 850 DUPLEX < 240 < 300
< 10%

Si
> 10%

Si
Ottone
Rame

Bronzo
>700

Ti6Al4V HTA < 45 < 60

        

Angolo al vertice 118°
Tratt. superficiale Vaporizzato
Applicazione Per sedi viti testa cilindrica

ART. A1750

A1750 Cod. Tec. GR01
Euro Filettatura

d1
mm

d
mm

l
mm

l1
mm

L
mm



EL
IC

A 
N

/R

A1750M3 32,00 M3 3,40 6 28 9 66

1

A1750M4 38,80 M4 4,50 8 37 11 79
A1750M5 50,50 M5 5,50 10 43 13 89
A1750M6 54,40 M6 6,60 11 47 15 95
A1750M8 69,80 M8 9,00 15 56 19 111
A1750M10 74,30 M10 11,00 18 62 23 127

NORMA DI FABBRICA

PUNTE A GRADINO 90° CORTA

< 500 < 850 < 1200 < 600 < 850 DUPLEX < 240 < 300
< 10%

Si
> 10%

Si
Ottone
Rame

Bronzo
>700

Ti6Al4V HTA < 45 < 60

        

Angolo al vertice 118°
Tratt. supericiale Vaporizzato
Applicazione Per prefori di maschiatura, svasature di fori passanti

ART. A1760

A1760 Cod. Tec. GR01
Euro Filettatura

d1
mm

d
mm

l1
mm

l
mm

L
mm



EL
IC

A 
N

/R

A1760M3 15,60 M3 2,50 3,4 8,8 20 52

1

A1760M4 17,60 M4 3,30 4,5 11,4 24 58
A1760M5 19,40 M5 4,20 5,5 13,6 28 66
A1760M6 21,40 M6 5,00 6,6 16,5 31 70
A1760M8 31,10 M8 6,80 9 21 40 84
A1760M10 38,80 M10 8,50 11 25,5 47 95
A1760M12 52,60 M12 10,20 13,5 30 54 107

NORMA DI FABBRICA

PUNTE A GRADINO 90° CORTA

< 500 < 850 < 1200 < 600 < 850 DUPLEX < 240 < 300
< 10%

Si
> 10%

Si
Ottone
Rame

Bronzo
>700

Ti6Al4V HTA < 45 < 60

        

Grado Fine

Angolo al vertice 118°
Tratt. superficiale Vaporizzato
Applicazione Per sedi viti testa svasata

ART. A1740

A1740 Cod. Tec. GR01
Euro Filettatura

d1
mm

d
mm

l1
mm

l
mm

L
mm



EL
IC

A 
N

/R

A1740M3 17,60 M3 3,20 6 9 28 66

1

A1740M4 23,30 M4 4,30 8 11 37 79
A1740M5 31,10 M5 5,30 10 13 43 89
A1740M6 38,80 M6 6,40 11,5 15 47 95
A1740M8 55,30 M8 8,40 15 19 56 111
A1740M10 69,80 M10 10,50 19 23 64 127

NORMA DI FABBRICA

A.58 Indivisible package   Suggested retail package - Unit price

SUBLAND TWIST DRILLS 180° - SHORT SERIES

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300
< 10%

Si
> 10%

Si
Brass

Copper
Bronze
>700

Ti6Al4V HTA < 45 < 60

        

Point angle 118°
Surface treatment Steam tempering
Application For through holes with 180° screw head.

ITEM: A1750

A1750 Tech. Code Threading
d1
mm

d
mm

l
mm

l1
mm

L
mm



H
EL

IX
N

/R

M3 3.40 6 28 9 66
M4 4.50 8 37 11 79
M5 5.50 10 43 13 89
M6 6.60 11 47 15 95
M8 9.00 15 56 19 111
M10 11.00 18 62 23 127

MANUFACTURING STANDARD

SUBLAND TWIST DRILLS 90° - SHORT SERIES

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300
< 10%

Si
> 10%

Si
Brass

Copper
Bronze
>700

Ti6Al4V HTA < 45 < 60

        

Point angle 118°
Surface treatment Steam tempering
Application For tapping pre-holes and 90° countersinks.

ITEM: A1760

A1760 Tech. Code Threading
d1
mm

d
mm

l1
mm

l
mm

L
mm



H
EL

IX
N

/R

M3 2.50 3.4 8.8 20 52
M4 3.30 4.5 11.4 24 58
M5 4.20 5.5 13.6 28 66
M6 5.00 6.6 16.5 31 70
M8 6.80 9 21 40 84
M10 8.50 11 25.5 47 95
M12 10.20 13.5 30 54 107

MANUFACTURING STANDARD

SUBLAND TWIST DRILLS 90° - SHORT SERIES

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300
< 10%

Si
> 10%

Si
Brass

Copper
Bronze
>700

Ti6Al4V HTA < 45 < 60

        

Fine grade

Point angle 118°
Surface treatment Steam tempering
Application For through holes with 90° screw head.

ITEM: A1740

A1740 Tech. Code Threading
d1
mm

d
mm

l1
mm

l
mm

L
mm



H
EL

IX
N

/R

M3 3.20 6 9 28 66
M4 4.30 8 11 37 79
M5 5.30 10 13 43 89
M6 6.40 11.5 15 47 95
M8 8.40 15 19 56 111
M10 10.50 19 23 64 127

MANUFACTURING STANDARD



A

A.59 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ART. A1790

A1790 Cod. Tec. GR01
Euro Descrizione

A179019 7,90 Scatola vuota per assortimento 19 punte

A179025 13,50 Scatola vuota per assortimento 25 punte

A179041 17,00 Scatola vuota per assortimento 41 punte

A179050 10,30 Scatola vuota per assortimento 50 punte

SCATOLE VUOTE PER PUNTE IN SET

PUNTE A GRADINO 90° CORTA Step

< 500 < 850 < 1200 < 600 < 850 DUPLEX < 240 < 300
< 10%

Si
> 10%

Si
Ottone
Rame

Bronzo
>700

Ti6Al4V HTA < 45 < 60

           

Geometria Angoli di spoglia ed affilatura dedicate alla lavorazione di acciai
generici e ghise

Angolo al vertice 140°
Tratt. superficiale Durable
Applicazione Esecuzioni di prefori di maschiatura con svasatura su materiali

quali acciai al carbonio, ghisa e metalli non ferrosi

ART. A1780

A1780 Cod. Tec. GR02
Euro Filettatura

d1
mm

d
mm

l1
mm

l
mm

L
mm



EL
IC

A 
N

/R

A1780M3 59,70 M3 2,5
6

8,8 20
66

1

A1780M4 68,30 M4 3,3 11,4 24
A1780M5 76,90 M5 4,2 13,6 28
A1780M6 97,30 M6 5,0 8 16,5 34 79
A1780M8 126,40 M8 6,8 10 21,0 47 89
A1780M10 171,40 M10 8,5 12 25,5 55 102
A1780M12 227,70 M12 10,2 14 30,0 60 107
A1780M14 244,30 M14 12,0 16 34,5 65 115
A1780M16 271,30 M16 14,0 18 38,5 73 123

NORMA DI FABBRICA

A.59Indivisible package  Suggested retail package - Unit price

ITEM: A1790

A1790 Tech. Code Description

Empty box for 19 pcs set Mobber drills

Empty box for 25 pcs set Mobber drills

Empty box for 41 pcs set Mobber drills

Empty box for 50 pcs set Mobber drills

BOXES FOR JOBBER DRILLS SET - EMPTY

SUBLAND TWIST DRILLS 90° - SHORT SERIES

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300
< 10%

Si
> 10%

Si
Brass

Copper
Bronze
>700

Ti6Al4V HTA < 45 < 60

           

Geometry Rake angles and offset angles designed for steels and cast iron

Point angle 140°
Surface treatment Durable
Application For tapping pre-holes and countersinking on materials as

carbon steels, cast iron and non ferrous metals.

ITEM: A1780

A1780 Tech. Code Threading
d1
mm

d
mm

l1
mm

l
mm

L
mm



H
EL

IX
N

/R

M3 2.5
6

8.8 20
66M4 3.3 11.4 24

M5 4.2 13.6 28
M6 5.0 8 16.5 34 79
M8 6.8 10 21.0 47 89
M10 8.5 12 25.5 55 102
M12 10.2 14 30.0 60 107
M14 12.0 16 34.5 65 115
M16 14.0 18 38.5 73 123

MANUFACTURING STANDARD



A

A.60 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Geometria Elica normale tipo N/R, taglio destro
Angolo al vertice 118°
Tratt. superficiale Vaporizzata
Applicazione Per impieghi generici

ART. A1111

PUNTA DIN 338

A1111 Cod. Tec. GR01
Euro Descrizione Pezzi

EL
IC

A 
N

/R

A1111SET110 91,20 Assortimento punte art. A1110 da 1,00 a 10,00 x 0,5 19

A1111SET113 154,60 Assortimento  punte art. A1110 da 1,00 a 13,00 x 0,5 25

A1111SET15,9 128,50 Assortimento punte art. A1110 da 1,00 a 5,9 x 0,1 50

A1111SET610 283,90 Assortimento punte art. A1110 da 6,00 a 10,00 x 0,1 41

PUNTE SERIE CORTA IN SET

Geometria Elica taglio destro
Angolo al vertice 130° con Spilt Point
Tratt. superficiale Lucida
Applicazione Acciaio inossidabile

ART. A1141

PUNTA DIN 338

A1141 Cod. Tec. GR01
Euro Descrizione Pezzi

EL
IC

A
VA

/R

A1141SET110 125,60 Assortimento punte art. A1140 da 1,00 a 10,00 x 0,5 19

A1141SET113 280,90 Assortimento punte art. A1140 da 1,00 a 13,00 x 0,5 25

A1141SET15,9 199,30 Assortimento punte art. A1140 da 1,00 a 5,90 x 0,1 50

A1141SET610 465,60 Assortimento punte art. A1140 da 6,00 a 10,00 x 0,1 41

PUNTE SERIE CORTA IN SET

Geometria Elica normale, taglio destro
Angolo al vertice 118°
Tratt. superficiale TiN
Applicazione Acciaio, ghisa grigia, ghisa sferoidale e grafite

ART. A1181

PUNTA DIN 338

A1181 Cod. Tec. GR03
Euro Descrizione Pezzi

EL
IC

A
N

/R

A1181SET110 161,71 Assortimento di punte art. A1180 da 1,00 a 10,00 x 0,5 19

A1181SET113 344,02 Assortimento di punte art. A1180 da 1,00 a 13,00 x 0,5 25

PUNTE SERIE CORTA IN SET

A.60 Indivisible package   Suggested retail package - Unit price

Geometry Normal Àute, right hand cut
Point angle 118°
Surface treatment Steam tempering
Application General application.

ITEM: A1111

DRILL BIT DIN 338

A1111 Tech. Code Description Pieces

H
EL

IX
N

/R

Set of 19 drills Item A1110 from 1.00 to 10.00 x 0.5 19

Set of 25 drills Item A1110 from 1.00 to 13 x 0.5 25

Set of 50 drills Item A1110 from 1.00 to 5.9 x 0.1 50

Set of 41 drills Item A1110 from 6.00 to 10.00 x 0.1 41

JOBBER DRILLS KIT

Geometry Right-hand 9A/R-type Àute
Point angle 130° with split point
Surface treatment Bright
Application Stainless steel

ITEM: A1141

DRILL BIT DIN 338

A1141 Tech. Code Description Pieces

H
EL

IX
VA

/R

Drill set Item A1140 from 1.00 to 10.00 x 0.5 19

Drill set Item A1140 from 1.00 to 13.00 x 0.5 25

Drill set Item A1140 from 1.00 to 5.90 x 0.1 50

Drill set Item A1140 from 6.00 to 10.00 x 0.1 41

JOBBER DRILLS KIT

Geometry Normal Àute, right hand cut
Point angle 118°
Surface treatment TiN
Application Steel, grey and spheroidal cast iron and graphite.

ITEM: A1181

DRILL BIT DIN 338

A1181 Tech. Code Description Pieces

H
EL

IX
N

/R

Drill set Item A1180 from 1.00 to 10.00 x 0.5 19

Drill set Item A1180 from 1.00 to 13.00 x 0.5 25

JOBBER DRILLS KIT



A

A.61 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Questo utensile in metallo duro integrale è stato progettato per distruggere
maschi spezzati all'interno dei fori.
La lavorazione viene normalmente eseguita a secco.

Per un centraggio ottimale, è consigliabile seguire la seguente procedura:

- (1) Eseguire una spianatura del maschio rotto, utilizzando l’utensile
di dimensione più grande o una fresa di pari dimensione.

- (2) Scegliere l’utensile distruggi-maschi adeguato ed eseguire
l’operazione avendo cura che la rigidità in lavorazione sia massima.

  Consigliata una velocità di taglio che non superi i 45 m/min ed un
avanzamento giro da 0,03 a 0,05mm.

- (3) Rimuovere i pezzi del maschio rimasti lungo le pareti usando
  un utensile appuntito.
- (4) Ad operazione ultimata, si consiglia di ripassare il foro con una punta

di dimensione pari al preforo di maschiatura.

Cod. Tec. GR01
Euro

D
mm

Maschio
L1
mm

L
mm

d
mm

A18103 44,10 3 M4 - M5 15

50

3
A18104 44,10 4 M6

20
4

A18104,5 52,80 4.5 M8 4.5
A18105 52,80 5 M10 25 5
A18106 52,80 6 M12

30
60 6

A18108 61,80 8 M14 - M16 80 8
A181010 (84,30) 10 M18 - M20

35 100
10

A181012 (90,50) 12 M22 - M24 12

ART. A1810

PUNTE DISTRUGGI MASCHI

ART. A1811

A1811 Cod. Tec. GR01
Euro Composizione

A1811KIT 241,00 .it composto da 5pz da � 3 - 6 mm

PUNTE DISTRUGGI MASCHI IN KIT

A.61Indivisible package  Suggested retail package - Unit price

This solid carbide tool was designed to extract broken taps from holes.
Machining is normally run dry.

For best centring, follow the procedure below:

- (1) Flatten the broken tap, using a larger tool or
a same-sized hand mill.

- (2) Select a suitable tap destroying tool and execute the work
being careful that the processed rigidity is the maximum.
Recommended cutting speed not greater than 45 m/mm and
feed rate from 0.03 to 0.05 mm.

- (3) Remove the tap pieces left along the walls using
a sharp tool.

- (4) When finished, we recommend reprocessing the hole with a drill
of the same size as the pre-tapping hole.

Tech. Code D h10
mm

TAP
L1
mm

L
mm

d h6
mm

3 M4 - M5 15

50

3
4 M6

20
4

4.5 M8 4.5
5 M10 25 5
6 M12

30
60 6

8 M14 - M16 80 8
10 M18 - M20

35 100
10

12 M22 - M24 12

ITEM: A1810

TAPS DRILL-OUT TOOLS

ITEM: A1811

A1811 Tech. Code Composition

5-piece set � 3-6 mm

TAPS DRILL-OUT KIT



A

A.62 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

P

M

K

N

S

H

CAP A - SEZIONE MASCHI - CONDIZIONI DI TAGLIO CONSIGLIATE
Materiale HSS

Filettatura M

Applicazione UNI INOX ALU GG -

A2102 A2103 A2104 A2105 A2210 A2215 A2220 A2225 A2226 A2227 A2230 A2235 A2250 A2255 A2260 A2265 A2310 A2320 A2110 A2120

PAG. A 73 73 74 74 84 84 85 85 86 86 87 87 89 89 90 90 91 91 75 75

DIN

Foro

Coating TiNOX+ TiNOX+

Anello

Coolant

Imbocco B 4/5 C 2/3 B 4/5 C 2/3 B 4/5 C 2/3 B 4/5 C 2/3 B 4/5 C 2/3 B 4/5 C 2/3 B 4/5 C 2/3 B 4/5 C 2/3 B 4/5 C 2/3

< 500
N/mm²

20/25 20/30 20/25 20/30 10/30 10/30 20/25 20/25 18/20 15/18 30/35 25/30 20/25 20/25

< 850
N/mm²

10/20 10/20 10/20 10/20 10/12 8/10 20/25 15/20 10/15 10/15

< 1200
N/mm²

5/10 5/10 5/10 5/10 5/10 5/10 3/5 3/5

< 600
N/mm²

5/10 5/10 5/15 5/15 8/12 8/10 16/20 15/18 15/18 10/15 15/18 12/16

< 850
N/mm²

5/10 5/10 5/15 5/15 6/10 5/8 12/15 10/15 10/15 8/10 6/10 5/8

Duplex 2/5 2/5 2/5 2/5 2/3 2/3 6/8 5/8 5/8 6/8 6/8 5/8

< 240 HB 10/25 10/25 10/25 10/25 12/15 40/45 10/15 10/15

< 300 HB 10/20 10/20 10/20 10/25 25/30 20/25 8/10 8/10

< 10% Si 10/25 10/30 10/25 10/30 20/25 15/18 18/25 12/15 35/40 30/35 12/20 12/20

> 10% Si 10/25 10/30 10/25 10/25 15/28 15/18 15/20 10/15 30/40 25/30 12/15 30/40 10/15 10/15

Ottone
Rame

20/30 20/30 25/30 20/30 8/10 6/8 15/18 12/15 18/20 27/35

Bronzo 10/25 10/25 15/20 40/45

Ti6Al4V

HTA

< 45 HRC

< 60 HRC

● RACCOMANDATO PER... ○ ADATTO PER...

A.62 Indivisible package   Suggested retail package - Unit price

P

M

K

N

S

H

CHAP A - TAPS SECTION - RECOMMENDED CUTTING DATA
Material HSS

Threading M

Application

Page. A 73 73 74 74 84 84 85 85 86 86 87 87 89 89 90 90 91 91 75 75

DIN

Hole

Coating

Ring

Coolant

Chamfer
form

B 4/5 C 2/3 B 4/5 C 2/3 B 4/5 C 2/3 B 4/5 C 2/3 B 4/5 C 2/3 B 4/5 C 2/3 B 4/5 C 2/3 B 4/5 C 2/3 B 4/5 C 2/3

< 500
N/mm²

20/25 20/30 20/25 20/30 10/30 10/30 20/25 20/25 18/20 15/18 30/35 25/30 20/25 20/25

< 850
N/mm²

10/20 10/20 10/20 10/20 10/12 8/10 20/25 15/20 10/15 10/15

< 1200
N/mm²

5/10 5/10 5/10 5/10 5/10 5/10 3/5 3/5

< 600
N/mm²

5/10 5/10 5/15 5/15 8/12 8/10 16/20 15/18 15/18 10/15 15/18 12/16

< 850
N/mm²

5/10 5/10 5/15 5/15 6/10 5/8 12/15 10/15 10/15 8/10 6/10 5/8

Duplex 2/5 2/5 2/5 2/5 2/3 2/3 6/8 5/8 5/8 6/8 6/8 5/8

< 240 HB 10/25 10/25 10/25 10/25 12/15 40/45 10/15 10/15

< 300 HB 10/20 10/20 10/20 10/25 25/30 20/25 8/10 8/10

< 10% Si 10/25 10/30 10/25 10/30 20/25 15/18 18/25 12/15 35/40 30/35 12/20 12/20

> 10% Si 10/25 10/30 10/25 10/25 15/28 15/18 15/20 10/15 30/40 25/30 12/15 30/40 10/15 10/15

Brass
Copper

20/30 20/30 25/30 20/30 8/10 6/8 15/18 12/15 18/20 27/35

Bronze 10/25 10/25 15/20 40/45

Ti6Al4V

HTA

< 45 HRC

< 60 HRC

● RECOMMENDED FOR... ○ USABLE FOR…



A

A.63 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

P

M

K

N

S

H

CAP A - SEZIONE MASCHI - CONDIZIONI DI TAGLIO CONSIGLIATE
Materiale HSS

Filettatura M MF

Applicazione - UNI HARD UNI

A2130 A2135 A2010 A2020 A2030 A2040 A2125 A2128 A2080 A2085 A2070 A2022 A2042 A2060 A2840 A2351 A2358 A2814 A2818 A2450

PAG. A 76 76 67 67 68 68 69 69 72 72 71 70 70 71 109 93 93 107 108 98

DIN

Foro

Coating

Anello

Coolant

Imbocco B 4/5 C 2/3 B 4/5 C 2/3 B 4/5 C 2/3 B 4/5 C 2/3 B 18/20 B 4/5 C 2/3 - C 2/3 B 4/5

< 500
N/mm²

20/30 20/30 15/20 20/25 20/25 20/25 20/25 20/25 20/25 20/25 10/15 20/25 20/25 15/20 10/15 35/40 35/40   20/25

< 850
N/mm²

15/20 15/20 10/15 10/15 10/15 10/15 10/15 10/15 10/15 10/15 8/10 10/15 10/15 10/15 8/10 30/35 30/35   10/20

< 1200
N/mm²

8/15 8/15 5/8 5/8 5/8 5/10

< 600
N/mm²

8/12 5/8 5/8 5/8 5/8 10/15 10/15   5/10

< 850
N/mm²

8/12 8/12   5/10

Duplex

< 240 HB 15/25 15/25 10/15 10/15 10/15 10/15 10/15 10/15 10/15 10/15   10/25

< 300 HB 15/20 15/20 8/12 8/12 8/12 8/10 8/12 8/10 8/12 8/10 8/12   10/20

< 10% Si 20/40 20/40 20/30 20/30 15/30 20/30 20/30 20/30 15/30 20/30 15/30 15/20 40/45 40/45   10/25

> 10% Si 20/35 20/35 15/25 15/25 12/25 15/25 12/25 15/25 10/15 40/45 40/45  10/25

Ottone
Rame

10/20 10/20 6/15 20/35 20/35 6/15 5/12 6/15 5/12 5/12  

Bronzo 20/25 15/20 

Ti6Al4V

HTA

< 45 HRC 

< 60 HRC

● RACCOMANDATO PER... ○ ADATTO PER...

A.63Indivisible package  Suggested retail package - Unit price

P

M

K

N

S

H

CHAP A - TAPS SECTION - RECOMMENDED CUTTING DATA
Material HSS

Threading M MF

Application

Page. A 76 76 67 67 68 68 69 69 72 72 71 70 70 71 109 93 93 107 108 98

DIN

Hole

Coating

Ring

Coolant

Chamfer
form

B 4/5 C 2/3 B 4/5 C 2/3 B 4/5 C 2/3 B 4/5 C 2/3 B 18/20 B 4/5 C 2/3 - C 2/3 B 4/5

< 500
N/mm²

20/30 20/30 15/20 20/25 20/25 20/25 20/25 20/25 20/25 20/25 10/15 20/25 20/25 15/20 10/15 35/40 35/40   20/25

< 850
N/mm²

15/20 15/20 10/15 10/15 10/15 10/15 10/15 10/15 10/15 10/15 8/10 10/15 10/15 10/15 8/10 30/35 30/35   10/20

< 1200
N/mm²

8/15 8/15 5/8 5/8 5/8 5/10

< 600
N/mm²

8/12 5/8 5/8 5/8 5/8 10/15 10/15   5/10

< 850
N/mm²

8/12 8/12   5/10

Duplex

< 240 HB 15/25 15/25 10/15 10/15 10/15 10/15 10/15 10/15 10/15 10/15   10/25

< 300 HB 15/20 15/20 8/12 8/12 8/12 8/10 8/12 8/10 8/12 8/10 8/12   10/20

< 10% Si 20/40 20/40 20/30 20/30 15/30 20/30 20/30 20/30 15/30 20/30 15/30 15/20 40/45 40/45   10/25

> 10% Si 20/35 20/35 15/25 15/25 12/25 15/25 12/25 15/25 10/15 40/45 40/45  10/25

Brass
Copper

10/20 10/20 6/15 20/35 20/35 6/15 5/12 6/15 5/12 5/12  

Bronze 20/25 15/20 

Ti6Al4V

HTA

< 45 HRC 

< 60 HRC

● RECOMMENDED FOR... ○ USABLE FOR…



A

A.64 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

P

M

K

N

S

H

CAP A - SEZIONE MASCHI - CONDIZIONI DI TAGLIO CONSIGLIATE
Materiale HSS

Filettatura MF UNC UNF GAS

Applicazione UNI INOX - INOX - INOX - UNI INOX -

A2455 A2457 A2430 A2435 A2410 A2415 A2432 A2425 A2420 A2520 A2510 A2515 A2560 A2550 A2555 A2611 A2616 A2620 A2625 A2610

PAG. A 98 99 97 97 95 95 96 96 96 100 100 100 101 101 101 103 103 103 104 102

DIN
371/4

Foro

Coating

Anello

Coolant

Imbocco C 2/3 B 4/5 C 2/3 B 4/5 C 2/3 B 4/5 C 2/3 B 4/5 C 2/3 B 4/5 C 2/3 B 4/5 C 2/3 B 4/5 C 2/3 B 4/5

< 500
N/mm²

20/25 35/40 20/25 20/25 20/30 20/30 15/20 20/25 20/25 20/25 20/25 20/25 20/25 20/25

< 850
N/mm²

10/20 30/35 10/15 10/15 15/20 15/20 10/15 10/15 10/15 10/15 10/15 10/20 10/20 10/15

< 1200
N/mm²

5/10 5/10 5/10

< 600
N/mm²

5/10 10/15 10/12 8/12 8/12 5/10 5/10 8/12 5/10 5/10 5/10 5/10 10/12 8/12 5/10

< 850
N/mm²

5/10 10/15 10/12 8/12 8/12 5/10 5/10 8/12 5/10 5/10 5/10 5/10 10/12 8/12 5/10

Duplex 6/8 5/8 5/8 5/8 6/8 5/8

< 240 HB 10/25 10/15 10/15 10/15 10/15 10/15 10/25 10/25 10/15

< 300 HB 10/20 8/10 8/10 15/20 15/20 8/12 8/12 8/10 8/12 8/10 10/20 10/20 8/12

< 10% Si 10/30 40/45 12/20 12/20 20/40 20/40 20/30 20/30 15/30 20/30 15/30 10/25 10/30 20/30

> 10% Si 10/30 40/45 10/15 10/15 20/35 20/35 15/25 15/25 12/25 15/25 12/25 10/25 10/30 15/25

Ottone
Rame

10/20 10/20 6/15 5/12 6/15 5/12 6/15

Bronzo 20/25

Ti6Al4V

HTA

< 45 HRC

< 60 HRC

● RACCOMANDATO PER... ○ ADATTO PER...

A.64 Indivisible package   Suggested retail package - Unit price

P

M

K

N

S

H

CHAP A - TAPS SECTION - RECOMMENDED CUTTING DATA
Material HSS

Threading MF UNC UNF GAS

Application

Page. A 98 99 97 97 95 95 96 96 96 100 100 100 101 101 101 103 103 103 104 102

DIN

Hole

Coating

Ring

Coolant

Chamfer
form

C 2/3 B 4/5 C 2/3 B 4/5 C 2/3 B 4/5 C 2/3 B 4/5 C 2/3 B 4/5 C 2/3 B 4/5 C 2/3 B 4/5 C 2/3 B 4/5

< 500
N/mm²

20/25 35/40 20/25 20/25 20/30 20/30 15/20 20/25 20/25 20/25 20/25 20/25 20/25 20/25

< 850
N/mm²

10/20 30/35 10/15 10/15 15/20 15/20 10/15 10/15 10/15 10/15 10/15 10/20 10/20 10/15

< 1200
N/mm²

5/10 5/10 5/10

< 600
N/mm²

5/10 10/15 10/12 8/12 8/12 5/10 5/10 8/12 5/10 5/10 5/10 5/10 10/12 8/12 5/10

< 850
N/mm²

5/10 10/15 10/12 8/12 8/12 5/10 5/10 8/12 5/10 5/10 5/10 5/10 10/12 8/12 5/10

Duplex 6/8 5/8 5/8 5/8 6/8 5/8

< 240 HB 10/25 10/15 10/15 10/15 10/15 10/15 10/25 10/25 10/15

< 300 HB 10/20 8/10 8/10 15/20 15/20 8/12 8/12 8/10 8/12 8/10 10/20 10/20 8/12

< 10% Si 10/30 40/45 12/20 12/20 20/40 20/40 20/30 20/30 15/30 20/30 15/30 10/25 10/30 20/30

> 10% Si 10/30 40/45 10/15 10/15 20/35 20/35 15/25 15/25 12/25 15/25 12/25 10/25 10/30 15/25

Brass
Copper

10/20 10/20 6/15 5/12 6/15 5/12 6/15

Bronze 20/25

Ti6Al4V

HTA

< 45 HRC

< 60 HRC

● RECOMMENDED FOR... ○ USABLE FOR…



A

A.65 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

P

M

K

N

S

H

CAP A - SEZIONE MASCHI - CONDIZIONI DI TAGLIO CONSIGLIATE
Materiale HSS PM

Filettatura GAS NPT PG EG-M M

Applicazione - UNI HARD TI

A2615 A2640 A2825 A2650 A2660 A2671 A2152 A2157 A2175 A2180 A2182 A2160 A2165 A2161 A2166 A2170 A2190 A2195 A2245 A2246

PAG. A 102 104 108 105 105 106 77 77 81 81 82 78 78 79 79 80 83 83 88 88

DIN

Foro

Coating

Anello

Coolant

Imbocco C 2/3 B 4/5 C 2/3 B 4/5 C 2/3 E 1,5/2 B 4/5 C 2/3 B 4/5 C 2/3 C 2/3 B 4/5 C 2/3 B 4/5 C 2/3

< 500
N/mm²

20/25 35/40  10/15 15/20 15/20 40/45 40/45 30/35 25/30 25/30 20/30 20/30 25/30

< 850
N/mm²

10/15 30/35  10/12 12/15 35/40 35/40 25/30 20/25 20/25 15/20 15/20 15/20 15/20 10/18 20/25 20/25

< 1200
N/mm²

6/8 10/15 10/15 15/20 15/20 15/20 8/15 8/15 10/15 10/15 8/12 5/10 5/10

< 600
N/mm²

10/15  4/6 16/20 16/20 10/12 8/10 8/10 5/15 5/20

< 850
N/mm²

8/12 2/3 10/15 10/15 8/10 6/8 6/8 5/10 5/10

Duplex 10/15 10/12 6/8 5/7 5/7 3/5 3/4

< 240 HB 10/15  10/12 8/12 30/45 30/40 15/25 15/25 15/25 15/25 15/25 15/25

< 300 HB 8/10  8/10 3/5 25/30 20/25 20/25 15/20 15/20 15/20 15/20 15/20 15/20 25/30 15/20 15/20

< 10% Si 15/30 40/45  12/15 20/25 20/25 45/50 35/40 30/40 25/30 25/30 20/40

> 10% Si 12/25 40/45  10/12 45/50 35/40 25/35 20/25 20/25 20/35

Ottone
Rame

5/12  6/8 12/18 18/20 18/20 15/18 15/18 15/18 10/20 10/20

Bronzo 20/25  5/8 5/8 5/8

Ti6Al4V 2/4 4/8 4/8

HTA 6/8 4/6 4/6 2/4 6/8 6/8

< 45 HRC  5/8 5/8 5/8 2/4 2/4 5/8 5/8

< 60 HRC

● RACCOMANDATO PER... ○ ADATTO PER...

A.65Indivisible package  Suggested retail package - Unit price

P

M

K

N

S

H

CHAP A - TAPS SECTION - RECOMMENDED CUTTING DATA
Material HSS PM

Threading GAS NPT PG EG-M M

Application

Page. A 102 104 108 105 105 106 77 77 81 81 82 78 78 79 79 80 83 83 88 88

DIN

Hole

Coating

Ring

Coolant

Chamfer
form

C 2/3 B 4/5 C 2/3 B 4/5 C 2/3 E 1,5/2 B 4/5 C 2/3 B 4/5 C 2/3 C 2/3 B 4/5 C 2/3 B 4/5 C 2/3

< 500
N/mm²

20/25 35/40  10/15 15/20 15/20 40/45 40/45 30/35 25/30 25/30 20/30 20/30 25/30

< 850
N/mm²

10/15 30/35  10/12 12/15 35/40 35/40 25/30 20/25 20/25 15/20 15/20 15/20 15/20 10/18 20/25 20/25

< 1200
N/mm²

6/8 10/15 10/15 15/20 15/20 15/20 8/15 8/15 10/15 10/15 8/12 5/10 5/10

< 600
N/mm²

10/15  4/6 16/20 16/20 10/12 8/10 8/10 5/15 5/20

< 850
N/mm²

8/12 2/3 10/15 10/15 8/10 6/8 6/8 5/10 5/10

Duplex 10/15 10/12 6/8 5/7 5/7 3/5 3/4

< 240 HB 10/15  10/12 8/12 30/45 30/40 15/25 15/25 15/25 15/25 15/25 15/25

< 300 HB 8/10  8/10 3/5 25/30 20/25 20/25 15/20 15/20 15/20 15/20 15/20 15/20 25/30 15/20 15/20

< 10% Si 15/30 40/45  12/15 20/25 20/25 45/50 35/40 30/40 25/30 25/30 20/40

> 10% Si 12/25 40/45  10/12 45/50 35/40 25/35 20/25 20/25 20/35

Brass
Copper

5/12  6/8 12/18 18/20 18/20 15/18 15/18 15/18 10/20 10/20

Bronze 20/25  5/8 5/8 5/8

Ti6Al4V 2/4 4/8 4/8

HTA 6/8 4/6 4/6 2/4 6/8 6/8

< 45 HRC  5/8 5/8 5/8 2/4 2/4 5/8 5/8

< 60 HRC

● RECOMMENDED FOR... ○ USABLE FOR…



A

A.66 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

P

M

K

N

S

H

CAP A - SEZIONE MASCHI - CONDIZIONI DI TAGLIO CONSIGLIATE
Materiale PM HSS HM

Filettatura MF M MF GAS UNC UNF BSW PG BSPT NPT M/MF GAS NPT UN

Applicazione UNI INOX - UNI

A2445 A2350 A2360 A2912 A2910 A2914 A2915 A2911 A2913 A2916 A2920 A2925 A2927 A2930 A2935 A2940 A2945 A3013 A3016 A3021 A3024

PAG. A 65,97 65,92 65,94 111 109 112 110 110 112 111 113 113 113 114 114 114 115 116 116 117 117

DIN

Foro

Coating

Anello

Coolant

Imbocco C 2/3 CORRETTO -

< 500
N/mm²

25/30 35/40                  

< 850
N/mm²

20/25 30/35                 

< 1200
N/mm²

15/20    

< 600
N/mm²

8/10 10/15 15/20                  

< 850
N/mm²

6/8 8/12 10/15     

Duplex 5/7 8/10    

< 240 HB            

< 300 HB 15/20            

< 10% Si 25/30 40/45                  

> 10% Si 20/25 40/45            

Ottone
Rame

15/18             

Bronzo 20/25             

Ti6Al4V    

HTA 4/6    

< 45 HRC    

< 60 HRC

● RACCOMANDATO PER... ○ ADATTO PER...

A.66 Indivisible package   Suggested retail package - Unit price

P

M

K

N

S

H

CHAP A - TAPS SECTION - RECOMMENDED CUTTING DATA
Material PM HSS HM

Threading MF M MF GAS UNC UNF BSW PG BSPT NPT M/MF GAS NPT UN

Application

Page. A 65,97 65,92 65,94 111 109 112 110 110 112 111 113 113 113 114 114 114 115 116 116 117 117

DIN

Hole

Coating

Ring

Coolant

Chamfer
form

C 2/3 CORRECT -

< 500
N/mm²

25/30 35/40                  

< 850
N/mm²

20/25 30/35                 

< 1200
N/mm²

15/20    

< 600
N/mm²

8/10 10/15 15/20                  

< 850
N/mm²

6/8 8/12 10/15     

Duplex 5/7 8/10    

< 240 HB            

< 300 HB 15/20            

< 10% Si 25/30 40/45                  

> 10% Si 20/25 40/45            

Brass
Copper

15/18             

Bronze 20/25             

Ti6Al4V    

HTA 4/6    

< 45 HRC    

< 60 HRC

● RECOMMENDED FOR... ○ USABLE FOR…



A

A.67 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Filettatura ISO passo grosso DIN 13
Tolleranza 6H ISO 2
Finitura superficiale Lucido
Prof. Filetto < 2XD
Tipo foro Passante
Imbocco B 4/5
Applicazione Acciaio bassa e media resistenza ≤ 800 N/mm²

ART. A2020

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Bronzo Ti6Al4V HTA < 45 < 60

      

DIN 371 DIN 376

MASCHIO DIN 371

A2020 Cod. Tec. GR01
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FP

A2020M5 14,60 5 x 0,8 70 14
6 4,9

4,2
A2020M6 15,10 6 x 1 80 16 5
A2020M8 17,00 8 x 1,25 90 18 8 6,2 6,8
A2020M10 20,20 10 x 1,5 100 20 10 8 8,5

A2020 Cod. Tec. GR01
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FP

A2020M2 18,80 2 x 0,4 45 8
2,8 2,1

1,6
A2020M2,5 15,10 2,5 x 0,45 50 9 2,05
A2020M3 13,70 3 x 0,5 56 10 3,5 2,7 2,5
A2020M4 13,70 4 x 0,7 63 12 4,5 3,4 3,3

MASCHI IMBOCCO CORRETTO - M

Filettatura ISO passo grosso DIN 13
Tolleranza 6H ISO 2
Finitura superficiale Lucido
Prof. filetto ≤ 2XD
Tipo foro Cieco e passante
Imbocco C 2/3
Applicazione Acciaio da costruzione e cementazione R< 850 N/mm²

ART. A2010

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Bronzo Ti6Al4V HTA < 45 < 60

    

DIN 371 DIN 376

MASCHIO DIN 371

A2010 Cod. Tec. GR01
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FC
+

FP

A2010M6 11,70 6 x 1 80 16 6 4,9 5
A2010M8 13,20 8 x 1,25 90 18 8 6,2 6,8
A2010M10 15,50 10 x 1,5 100 20 10 8 8,5

A2010 Cod. Tec. GR01
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FC
+

FP

A2010M2 18,20 2 x 0,4 45 8 2,5 2,1 1,6
A2010M3 10,80 3 x 0,5 56 11 3,5 2,7 2,5
A2010M4 10,80 4 x 0,7 63 12 4,5 3,4 3,3
A2010M5 11,70 5 x 0,8 70 14 6 4,9 4,2

MASCHI TAGLIENTI DIRITTI - M

MASCHIO DIN 376

A2010 Cod. Tec. GR01
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FC
+

FP

A2010M20 44,10 20 x 2,5
140 32

16 12 17,5
A2010M22 46,50 22 x 2,5

18 14,5
19,5

A2010M24 48,30 24 x 3
160 36

21
A2010M27 63,30 27 x 3 20 16 24
A2010M30 80,20 30 x 3,5

180 40
22 18 26,5

A2010M33 100,40 33 x 3,5 25 20 29,5
A2010M36 165,90 36 x 4

200
55 28 22 32

A2010M39 207,80 39 x 4
60 32 24

35
A2010M42 247,20 42 x 4,5 37,5

A2010 Cod. Tec. GR01
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FC
+

FP

A2010M3GP 15,80 3 x 0,5 56 5 2,2 1,8 2,5
A2010M4GP 13,20 4 x 0,7 63 12 2,8 2,1 3,3
A2010M5GP 13,70 5 x 0,8 70 14 3,5 2,7 4,2
A2010M6GP 14,60 6 x 1 80 16 4,5 3,4 5
A2010M8GP 15,10 8 x 1,25 90 18 6 4,9 6,8
A2010M10GP 17,40 10 x 1,5 100 20 7 5,5 8,5
A2010M12 20,70 12 x 1,75

110
24 9 7 10,2

A2010M14 25,50 14 x 2 26 11
9

12
A2010M16 30,50 16 x 2 28 12 14
A2010M18 42,70 18 x 2,5 125 30 14 11 15,5

MASCHIO DIN 376

A2020 Cod. Tec. GR01
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FP

A2020M18 51,20 18 x 2,5 125
32

14 11 15,5
A2020M20 53,50 20 x 2,5 140 16 12 17,5

A2020 Cod. Tec. GR01
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FP

A2020M12 25,90 12 x 1,75
110

25
9 7 10,2

A2020M14 33,30 14 x 2 11
9

12
A2020M16 36,60 16 x 2 28 12 14

A.67Indivisible package  Suggested retail package - Unit price

ISO thread DIN 13 coarse pitch
Tolerance 6H ISO 2
Surface finish Bright
Thread depth < 2XD
Hole type Through
Chamfer form B 4/5
Application Low and medium resistance steel ≤ 800 N/mm²

ITEM: A2020

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Bronze Ti6Al4V HTA < 45 < 60

      

DIN 371 DIN 376

TAP DIN 371

A2020 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

TH

5 x 0.8 70 14
6 4.9

4.2
6 x 1 80 16 5

8 x 1.25 90 18 8 6.2 6.8
10 x 1.5 100 20 10 8 8.5

A2020 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

TH

2 x 0.4 45 8
2.8 2.1

1.6
2.5 x 0.45 50 9 2.05

3 x 0.5 56 10 3.5 2.7 2.5
4 x 0.7 63 12 4.5 3.4 3.3

SPIRAL POINT TAP FOR THROUGH-HOLES - M

ISO thread DIN 13 coarse pitch
Tolerance 6H ISO 2
Surface finish Bright
Thread depth ≤ 2XD
Hole type Blind and through
Chamfer form C 2/3
Application Structural and case hardened steel R < 850 N/mm²

ITEM: A2010

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Bronze Ti6Al4V HTA < 45 < 60

    

DIN 371 DIN 376

TAP DIN 371

A2010 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

BH
+

TH

6 x 1 80 16 6 4.9 5
8 x 1.25 90 18 8 6.2 6.8
10 x 1.5 100 20 10 8 8.5

A2010 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

BH
+

TH

2 x 0.4 45 8 2.5 2.1 1.25
3 x 0.5 56 11 3.5 2.7 2.5
4 x 0.7 63 12 4.5 3.4 3.3
5 x 0.8 70 14 6 4.9 4.2

STRAIGHT FLUTE TAP FOR BLIND AND THROUGH-HOLES - M

TAP DIN 376

A2010 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

BH
+

TH

20 x 2.5
140 32

16 12 17.5
22 x 2.5

18 14.5
19.5

24 x 3
160 36

21
27 x 3 20 16 24

30 x 3.5
180 40

22 18 26.5
33 x 3.5 25 20 29.5
36 x 4

200
55 28 22 32

39 x 4
60 32 24

35
42 x 4.5 37.5

A2010 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

BH
+

TH

3 x 0.5 56 5 3.5 2.7 2.5
4 x 0.7 63 12 2.8 2.1 3.3
5 x 0.8 70 14 3.5 2.7 4.2
6 x 1 80 16 4.5 3.4 5

8 x 1.25 90 18 6 4.9 6.8
10 x 1.5 100 20 10 8 8.5

12 x 1.75
110

24 9 7 10.2
14 x 2 26 11

9
12

16 x 2 28 12 14
18 x 2.5 125 30 14 11 15.5

TAP DIN 376

A2020 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

TH

18 x 2.5 125
32

14 11 15.5
20 x 2.5 140 16 12 17.5

A2020 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

TH

12 x 1.75
110

25
9 7 10.2

14 x 2 11
9

12
16 x 2 28 12 14



A

A.68 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Filettatura ISO passo grosso DIN 13
Tolleranza 6H ISO 2
Finitura superficiale Lucido
Prof. Filetto < 2XD
Tipo foro Cieco
Imbocco C 2/3
Applicazione Acciaio da costruzione e cementazione R< 850 N/mm²

ART. A2030

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Bronzo Ti6Al4V HTA < 45 < 60

    

DIN 371 DIN 376

MASCHIO DIN 371

A2030 Cod. Tec. GR01
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FC

A2030M5 14,20 5 x 0,8 70 14
6 4,9

4,2
A2030M6 14,20 6 x 1 80 16 5
A2030M8 16,50 8 x 1,25 90 18 8 6,2 6,8
A2030M10 19,80 10 x 1,5 100 20 10 8 8,5

A2030 Cod. Tec. GR01
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FC

A2030M2 25,80 2 x 0,4 45 8
2,8 2,1

1,6
A2030M2,5 30,50 2,5, x 0,45 50 9 2,05
A2030M3 13,20 3 x 0,5 56 10 3,5 2,7 2,5
A2030M4 13,70 4, x 0,7 63 12 4,5 3,4 3,3

MASCHI TAGLIENTI ELICOIDALI 15° - M

Filettatura ISO passo grosso DIN 13
Tolleranza 6H ISO 2
Finitura superficiale Lucido
Prof. filetto < 2,5XD
Tipo foro Cieco
Imbocco C 2/3
Applicazione Acciaio bassa e media resistenza ≤ 800 N/mm²

ART. A2040

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Bronzo Ti6Al4V HTA < 45 < 60

    

DIN 371 DIN 376

MASCHIO DIN 371

A2040 Cod. Tec. GR01
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FC

A2040M5 15,50 5 x 0,8 70 10
6 4,9

4,2
A2040M6 15,50 6 x 1 80 12 5
A2040M8 18,20 8 x 1,25 90 15 8 6,2 6,8
A2040M10 21,60 10 x 1,5 100 17,5 10 8 8,5

A2040 Cod. Tec. GR01
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FC

A2040M2 17,80 2 x 0,4 45 6
2,8 2,1

1,6
A2040M2,5 17,80 2,5 x 0,45 50 6,5 2,05
A2040M3 14,60 3 x 0,5 56 7 3,5 2,7 2,5
A2040M4 15,10 4 x 0,7 63 8,5 4,5 3,4 3,3

MASCHI TAGLIENTI ELICOIDALI 40° - M

MASCHIO DIN 376

A2030 Cod. Tec. GR01
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FC

A2030M18 48,70 18 x 2,5 125 30 14 11 15,5
A2030M20 50,70 20 x 2,5

140 32
16 12 17,5

A2030M22 52,60 22 x 2,5
18 14,5

19,5
A2030M24 53,50 24 x 3

160 36
21

A2030M27 80,60 27 x 3 20 16 24
A2030M30 88,30 30 x 3,5 180 40 22 18 26,5

A2030 Cod. Tec. GR01
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FC

A2030M5GP (18,10) 5 x 0,8 70 14 3,5 2,7 4,2
A2030M6GP (21,50) 6 x 1 80 16 4,5 3,4 5
A2030M8GP (23,40) 8 x 1,25 90 18 6 4,9 6,8
A2030M10GP (29,50) 10 x 1,5 100 20 7 5,5 8,5
A2030M12 24,80 12 x 1,75

110
25

9 7 10,2
A2030M14 32,00 14 x 2 11

9
12

A2030M16 35,60 16 x 2 28 12 14

MASCHIO DIN 376

A2040 Cod. Tec. GR01
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FC

A2040M18 54,40 18 x 2,5 125 25,5 14 11 15,5
A2040M20 59,50 20 x 2,5 140 25 16 12 17,5

A2040 Cod. Tec. GR01
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FC

A2040M12 27,30 12 x 1,75
110

18 9 7 10,2
A2040M14 34,80 14 x 2

20,5
11

9
12

A2040M16 39,00 16 x 2 12 14

A.68 Indivisible package   Suggested retail package - Unit price

ISO thread DIN 13 coarse pitch
Tolerance 6H ISO 2
Surface finish Bright
Thread depth < 2XD
Hole type Blind
Chamfer form C 2/3
Application Structural and case hardened steel R < 850 N/mm²

ITEM: A2030

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Bronze Ti6Al4V HTA < 45 < 60

    

DIN 371 DIN 376

TAP DIN 371

A2030 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

BH

5 x 0.8 70 14
6 4.9

4.2
6 x 1 80 16 5

8 x 1.25 90 18 8 6.2 6.8
10 x 1.5 100 20 10 8 8.5

A2030 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

BH

2 x 0.4 45 8
2.8 2.1

1.6
2.5. x 0.45 50 9 2.05

3 x 0.5 56 10 3.5 2.7 2.5
4. x 0.7 63 12 4.5 3.4 3.3

SPIRAL FLUTE 15° TAP FOR BLIND HOLES - M

ISO thread DIN 13 coarse pitch
Tolerance 6H ISO 2
Surface finish Bright
Thread depth < 2.5XD
Hole type Blind
Chamfer form C 2/3
Application Low and medium resistance steel ≤ 800 N/mm²

ITEM: A2040

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Bronze Ti6Al4V HTA < 45 < 60

    

DIN 371 DIN 376

TAP DIN 371

A2040 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

BH

5 x 0.8 70 10
6 4.9

4.2
6 x 1 80 12 5

8 x 1.25 90 15 8 6.2 6.8
10 x 1.5 100 17.5 10 8 8.5

A2040 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

BH

2 x 0.4 45 6
2.8 2.1

1.6
2.5 x 0.45 50 6.5 2.05

3 x 0.5 56 7 3.5 2.7 2.5
4 x 0.7 63 8.5 4.5 3.4 3.3

SPIRAL FLUTE 40° TAP FOR BLIND HOLES - M

TAP DIN 376

A2030 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

BH

18 x 2.5 125 30 14 11 15.5
20 x 2.5

140 32
16 12 17.5

22 x 2.5
18 14.5

19.5
24 x 3

160 36
21

27 x 3 20 16 24
30 x 3.5 180 40 22 18 26.5

A2030 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

BH

5 x 0.8 70 14 3.5 2.7 4.2
6 x 1 80 16 4.5 3.4 5

8 x 1.25 90 18 6 4.9 6.8
10 x 1.5 100 20 7 5.5 8.5

12 x 1.75
110

25
9 7 10.2

14 x 2 11
9

12
16 x 2 28 12 14

TAP DIN 376

A2040 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

BH

18 x 2.5 125 25.5 14 11 15.5
20 x 2.5 140 25 16 12 17.5

A2040 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

BH

12 x 1.75
110

18 9 7 10.2
14 x 2

20.5
11

9
12

16 x 2 12 14



A

A.69 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Filettatura ISO passo grosso DIN 13
Tolleranza 6H ISO 2
Finitura superficiale TiN
Prof. Filetto < 2XD
Tipo foro Passante
Imbocco B 4/5
Applicazione Acciaio bassa e media resistenza ≤ 750 N/mm²

ART. A2125

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Bronzo Ti6Al4V HTA < 45 < 60

     

DIN 371 DIN 376

MASCHIO DIN 371

A2125 Cod. Tec. GR01
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FP

A2125M6 17,60 6 x 1,0 80 16 6 4,9 5
A2125M8 24,80 8 x 1,25 90 18 8 6,2 6,8
A2125M10 29,20 10 x 1,5 100 20 10 8 8,5

A2125 Cod. Tec. GR01
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FP

A2125M3 17,50 3 x 0,5 56 10 3,5 2,7 2,5
A2125M4 17,50 4 x 0,7 63 12 4,5 3,4 3,3
A2125M5 17,60 5 x 0,8 70 14 6 4,9 4,2

MASCHI IMBOCCO CORRETTO - M

MASCHIO DIN 376

A2125 Cod. Tec. GR01
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FP

A2125M20 89,30 20 x 2,5
140 30

16 12 17,5
A2125M22 113,00 22 x 2,5

18 14,5
19,5

A2125M24 120,90 24 x 3 160 36 21

A2125 Cod. Tec. GR01
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FP

A2125M12 39,70 12 x 1,75
110

22 9 7 10,2
A2125M14 48,10 14 x 2,0 24 11

9
12

A2125M16 56,90 16 x 2,0 26 12 14
A2125M18 74,80 18 x 2,5 125 30 14 11 15,5

Filettatura ISO passo grosso DIN 13
Tolleranza 6H ISO 2
Finitura superficiale TiN
Prof. Filetto ≤ 2,5XD
Tipo foro Cieco
Imbocco C 2/3
Applicazione Acciaio bassa e media resistenza ≤ 750 N/mm²

ART. A2128

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Bronzo Ti6Al4V HTA < 45 < 60

     

DIN 371 DIN 376

MASCHIO DIN 371

A2128 Cod. Tec. GR01
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FC

A2128M6 17,60 6 x 1,0 80 12 6 4,9 5
A2128M8 24,80 8 x 1,25 90 15 8 6,2 6,8
A2128M10 29,20 10 x 1,5 100 18 10 8 8,5

A2128 Cod. Tec. GR01
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FC

A2128M3 17,50 3 x 0,5 56 7 3,5 2,7 2,5
A2128M4 17,50 4 x 0,7 63 8 4,5 3,4 3,3
A2128M5 17,60 5 x 0,8 70 10 6 4,9 4,2

MASCHI TAGLIENTI ELICOIDALI 40° - M

MASCHIO DIN 376

A2128 Cod. Tec. GR01
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FC

A2128M20 89,30 20 x 2,5
140 25

16 12 17,5
A2128M22 113,00 22 x 2,5

18 14,5
19,5

A2128M24 120,90 24 x 3,0 160 30 21

A2128 Cod. Tec. GR01
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FC

A2128M12 39,70 12 x 1,75
110

18 9 7 10,2
A2128M14 48,10 14 x 2,0

20
11

9
12

A2128M16 56,90 16 x 2,0 12 14
A2128M18 74,80 18 x 2,5 125 25 14 11 15,5

A.69Indivisible package  Suggested retail package - Unit price

ISO thread DIN 13 coarse pitch
Tolerance 6H ISO 2
Surface finish TIN
Thread depth < 2XD
Hole type Through
Chamfer form B 4/5
Application Low and medium resistance steel ≤ 750 N/mm²

ITEM: A2125

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Bronze Ti6Al4V HTA < 45 < 60

     

DIN 371 DIN 376

TAP DIN 371

A2125 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

TH

6 x 1,0 80 16 6 4,9 5
8 x 1,25 90 18 8 6,2 6,8
10 x 1,5 100 20 10 8 8,5

A2125 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

TH

3 x 0,5 56 10 3,5 2,7 2,5
4 x 0,7 63 12 4,5 3,4 3,3
5 x 0,8 70 14 6 4,9 4,2

SPIRAL POINT TAP FOR THROUGH-HOLES - M

TAP DIN 376

A2125 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

TH

20 x 2,5
140 30

16 12 17,5
22 x 2,5

18 14,5
19,5

24 x 3 160 36 21

A2125 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

TH

12 x 1,75
110

22 9 7 10,2
14 x 2,0 24 11

9
12

16 x 2,0 26 12 14
18 x 2,5 125 30 14 11 15,5

ISO thread DIN 13 coarse pitch
Tolerance 6H ISO 2
Surface finish TiN
Thread depth ≤ 2,5XD
Hole type Blind
Chamfer form C 2/3
Application Low and medium resistance steel ≤ 750 N/mm²

ITEM: A2128

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Bronze Ti6Al4V HTA < 45 < 60

     

DIN 371 DIN 376

TAP DIN 371

A2128 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

BH

6 x 1,0 80 12 6 4,9 5
8 x 1,25 90 15 8 6,2 6,8
10 x 1,5 100 18 10 8 8,5

A2128 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

BH

3 x 0,5 56 7 3,5 2,7 2,5
4 x 0,7 63 8 4,5 3,4 3,3
5 x 0,8 70 10 6 4,9 4,2

SPIRAL FLUTE 40° TAP FOR BLIND HOLES - M

TAP DIN 376

A2128 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

BH

20 x 2,5
140 25

16 12 17,5
22 x 2,5

18 14,5
19,5

24 x 3,0 160 30 21

A2128 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

BH

12 x 1,75
110

18 9 7 10,2
14 x 2,0

20
11

9
12

16 x 2,0 12 14
18 x 2,5 125 25 14 11 15,5



A

A.70 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

MASCHI IMBOCCO CORRETTO - M - MAGGIORATI

Filettatura ISO DIN 13 passo grosso maggiorata
Tolleranza 6H + 0,1mm
Finitura superficiale Lucido
Prof. Filetto < 3XD
Tipo foro Passante
Imbocco B 4/5
Applicazione Accaio bassa e media resistenza ≤ 800N /mm²

Leghe di Alluminio - Rame

ART. A2022

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Bronzo Ti6Al4V HTA < 45 < 60

       

DIN 371 DIN 376

MASCHIO DIN 371

A2022 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FP

A2022M6 25,60 6 x 1 80 16 6 4,9 5
A2022M8 30,20 8 x 1,25 90 18 8 6,2 6,8
A2022M10 36,40 10 x 1,5 100 20 10 8 8,5

A2022 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FP

A2022M3 25,60 3 x 0,5 56 10 3,5 2,7 2,5
A2022M4 25,60 4 x 0,7 63

13
4,5 3,4 3,3

A2022M5 25,60 5 x 0,8 70 6 4,9 4,2

MASCHIO DIN 376

A2022 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FP

A2022M16 70,10 16 x 2 110 28 12 9 14
-

A2022 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FP

A2022M12 44,60 12 x 1,75 110 25 9 7 10,3
-

MASCHI TAGLIENTI ELICOIDALI 40° - M - MAGGIORATI

Filettatura ISO passo grosso DIN 13 maggiorata
Tolleranza 6H +0,1mm
Finitura superficiale Lucido
Prof. Filetto < 2,5XD
Tipo di foro Cieco
Imbocco C 2/3
Applicazione Acciaio a bassa e media resistenza ≤ 800 N/mm²

ART. A2042

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Bronzo Ti6Al4V HTA < 45 < 60

       

DIN 371 DIN 376

MASCHIO DIN 371

A2042 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FC

A2042M8 30,20 8 x 1,25 90 13 8 6,2 6,8
A2042M10 36,40 10 x 1,5 100 15 10 8 8,5

A2042 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FC

A2042M4 25,60 4 x 0,7 63 7 4,5 3,4 3,3
A2042M5 25,60 5 x 0,8 70 8

6 4,9
4,2

A2042M6 25,60 6 x 1 80 10 5

MASCHIO DIN 376

A2042 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FC

A2042M16 70,10 16 x 2 110 28 12 9 14
-

A2042 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FC

A2042M12 44,60 12 x 1,75 110 25 9 7 10,3
-

A.70 Indivisible package   Suggested retail package - Unit price

SPIRAL POINT TAP FOR THROUGH HOLES - M - OVERSIZED

ISO DIN 13 thread oversized dimension
Tolerance 6H � 0.1mm
Surface finish Bright
Thread depth < 3XD
Hole type Through
Chamfer form B 4/5
Application Low and medium resistance steel ≤ 800 N/mm²

Aluminum alloys - Copper

ITEM: A2022

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Bronze Ti6Al4V HTA < 45 < 60

       

DIN 371 DIN 376

TAP DIN 371

A2022 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

TH

6 x 1 80 16 6 4.9 5
8 x 1.25 90 18 8 6.2 6.8
10 x 1.5 100 20 10 8 8.5

A2022 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

TH

3 x 0,5 56 10 3,5 2,7 2,5
4 x 0.7 63

13
4.5 3.4 3.3

5 x 0.8 70 6 4.9 4.2

TAP DIN 376

A2022 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

TH

16 x 2 110 28 12 9 14

A2022 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

TH

12 x 1.75 110 25 9 7 10.3

SPIRAL FLUTE 40° TAP FOR BLIND HOLES - M - OVERSIZED

ISO thread DIN 13 coarse pitch oversized
Tolerance 6H � 0.1mm
Surface finish Bright
Thread depth < 2.5XD
Type of hole Blind
Chamfer form C 2/3
Application Medium-resistance steel ≤ 800 N/mm²

ITEM: A2042

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Bronze Ti6Al4V HTA < 45 < 60

       

DIN 371 DIN 376

TAP DIN 371

A2042 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

BH

8 x 1.25 90 13 8 6.2 6.8
10 x 1.5 100 15 10 8 8.5

A2042 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

BH

4 x 0.7 63 7 4.5 3.4 3.3
5 x 0.8 70 8

6 4.9
4.2

6 x 1 80 10 5

TAP DIN 376

A2042 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

BH

16 x 2 110 28 12 9 14

A2042 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

BH

12 x 1.75 110 25 9 7 10.3



A

A.71 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

MASCHI TAGLIENTI DIRITTI FILETTATURA SINISTRA - M

Filettatura ISO passo grosso DIN 13
Tolleranza 6H LH ISO 2
Finitura superficiale Lucido
Prof. Filetto < 2XD
Tipo foro Cieco e passante
Imbocco C 2/3
Applicazione Lavorazione di acciai media e bassa resistenza ≤ 800 N/mm²

ART. A2060

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Bronzo Ti6Al4V HTA < 45 < 60

     

DIN 371 DIN 376

MASCHIO DIN 371

A2060 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FC
+

FP

A2060M6 20,80 6 x 1 80 16 6 4,9 5
A2060M8 23,50 8 x 1,25 90 18 8 6,2 6,8
A2060M10 27,30 10 x 1,5 100 20 10 8 8,5

A2060 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FC
+

FP

A2060M3 20,80 3 x 0,5 56 10 3,5 2,7 2,5
A2060M4 20,80 4 x 0,7 63 12 4,5 3,4 3,3
A2060M5 20,80 5 x 0,8 70 14 6 4,9 4,2

MASCHI PER DADI FORI PASSANTI - M

Filettatura ISO passo grosso DIN 13
Tolleranza 6H ISO 2
Finitura superficiale Lucido
Prof. Filetto ≤ 2XD
Tipo foro Passante
Imbocco B 18/20
Applicazione Maschiatura dadi

ART. A2070

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Bronzo Ti6Al4V HTA < 45 < 60

 

MASCHIO DIN 357

A2070 Cod. Tec. GR01
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FP

A2070M10 43,60 10 x 1,5 140 45 7 5,5 8,5
A2070M12 56,60 12 x 1,75 180 50 9 7 10,2
A2070M14 57,50 14 x 2 200 56 11

9
12

A2070M16 64,30 16 x 2 209 63 12 14

A2070 Cod. Tec. GR01
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FP

A2070M4 27,30 4 x 0,7 90 25 2,8 2,1 3,3
A2070M5 29,10 5 x 0,8 100 28 3,5 2,7 4,2
A2070M6 30,60 6 x 1 110 32 4,5 3,4 5
A2070M8 38,30 8 x 1,25 125 40 6 4,9 6,8

MASCHIO DIN 376

A2060 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FC
+

FP

A2060M18 74,40 18 x 2,5 125
32

14 11 15,5
A2060M20 81,00 20 x 2,5 140 16 12 17,5

-

A2060 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FC
+

FP

A2060M12 35,20 12 x 1,75
110

25
9 7 10,2

A2060M14 45,40 14 x 2 11
9

12
A2060M16 51,70 16 x 2 28 12 14

A.71Indivisible package  Suggested retail package - Unit price

STRAIGHT FLUTE TAP LEFT-HANDED THREAD - M

ISO thread DIN 13 coarse pitch
Tolerance 6H LH ISO 2
Surface finish Bright
Thread depth < 2XD
Hole type Through and Blind
Chamfer form C 2/3
Application Low and medium resistance steel ≤ 800 N/mm²

ITEM: A2060

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Bronze Ti6Al4V HTA < 45 < 60

     

DIN 371 DIN 376

TAP DIN 371

A2060 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

BH
+

TH

6 x 1 80 16 6 4.9 5
8 x 1.25 90 18 8 6.2 6.8
10 x 1.5 100 20 10 8 8.5

A2060 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

BH
+

TH

3 x 0.5 56 10 3.5 2.7 2.5
4 x 0.7 63 12 4.5 3.4 3.3
5 x 0.8 70 14 6 4.9 4.2

STRAIGHT FLUTE TAP FOR THROUGH-HOLES REDUCED SHANK - M

ISO thread DIN 13 coarse pitch
Tolerance 6H ISO 2
Surface finish Bright
Thread depth ≤ 2XD
Hole type Through
Chamfer form B 18/20
Application Nut tapping

ITEM: A2070

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Bronze Ti6Al4V HTA < 45 < 60

 

TAP DIN 357

A2070 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

TH

10 x 1.5 140 45 7 5.5 8.5
12 x 1.75 180 50 9 7 10.2

14 x 2 200 56 11
9

12
16 x 2 200 63 12 14

A2070 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

TH

4 x 0.7 90 25 2.8 2.1 3.3
5 x 0.8 100 28 3.5 2.7 4.2
6 x 1 110 32 4.5 3.4 5

8 x 1.25 125 40 6 4.9 6.8

TAP DIN 376

A2060 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

BH
+

TH

18 x 2.5 125
32

14 11 15.5
20 x 2.5 140 16 12 17.5

A2060 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

BH
+

TH

12 x 1.75
110

25
9 7 10.2

14 x 2 11
9

12
16 x 2 28 12 14



A

A.72 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

MASCHI IMBOCCO CORRETTO GAMBO EXTRALUNGO - M

Filettatura ISO passo grosso DIN 13
Tolleranza 6H ISO 2
Finitura superficiale Lucido
Prof. Filetto < 2XD
Tipo foro Passante
Imbocco B 4/5 gambo extralungo
Applicazione Acciaio da costruzione e cementazione R< 850 N/mm²

ART. A2080

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Bronzo Ti6Al4V HTA < 45 < 60

      

MASCHIO NDF

A2080 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FP

A2080M8 50,60 8 x 1,25 140 18 8 6,2 6,8
A2080M10 57,40 10 x 1,5 160 20 10 8 8,5
A2080M12 66,00 12 x 1,75 180 25 9 7 10,2

A2080 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FP

A2080M4 41,90 4 x 0,7 112 12 4,5 3,4 3,3
A2080M5 44,10 5 x 0,8

125
14

6 4,9
4,2

A2080M6 46,20 6 x 1 16 5

MASCHI TAGLIENTI ELICOIDALI 40° GAMBO EXTRALUNGO - M

Filettatura ISO passo grosso DIN 13
Tolleranza 6H ISO 2
Finitura superficiale Lucido
Prof. Filetto < 2,5XD
Tipo foro Cieco
Imbocco C 2/3 gambo extralungo
Applicazione Acciaio da costruzione e cementazione R< 850 N/mm²

ART. A2085

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Bronzo Ti6Al4V HTA < 45 < 60

      

MASCHIO NDF

A2085 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FC

A2085M8 52,80 8 x 1,25 140 9 8 6,2 6,8
A2085M10 58,50 10 x 1,5 160 11 10 8 8,5
A2085M12 67,20 12 x 1,75 180 13 9 7 10,2

A2085 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FC

A2085M4 43,20 4 x 0,7 112 5 4,5 3,4 3,3
A2085M5 45,30 5 x 0,8

125
6,5

6 4,9
4,2

A2085M6 47,60 6 x 1 7 5

A.72 Indivisible package   Suggested retail package - Unit price

SPIRAL POINT TAP FOR THROUGH-HOLES EXTRA-LONG SHANK - M

ISO thread DIN 13 coarse pitch
Tolerance 6H ISO 2
Surface finish Bright
Thread depth < 2XD
Hole type Through
Chamfer form B 4/5 extra-long shank
Application Structural and case hardened steel R < 850 N/mm²

ITEM: A2080

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Bronze Ti6Al4V HTA < 45 < 60

      

MANUFACTURING STANDARD

A2080 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

TH

8 x 1.25 140 18 8 6.2 6.8
10 x 1.5 160 20 10 8 8.5

12 x 1.75 180 25 9 7 10.2

A2080 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

TH

4 x 0.7 112 12 4.5 3.4 3.3
5 x 0.8

125
14

6 4.9
4.2

6 x 1 16 5

SPIRAL FLUTE 40° TAP FOR BLIND HOLES EXTRA-LONG SHANK - M

ISO thread DIN 13 coarse pitch
Tolerance 6H ISO 2
Surface finish Bright
Thread depth < 2.5XD
Hole type Blind
Chamfer form C 2/3 extra-long shank
Application Structural and case hardened steel R < 850 N/mm²

ITEM: A2085

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Bronze Ti6Al4V HTA < 45 < 60

      

MANUFACTURING STANDARD

A2085 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

BH

8 x 1.25 140 9 8 6.2 6.8
10 x 1.5 160 11 10 8 8.5

12 x 1.75 180 13 9 7 10.2

A2085 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

BH

4 x 0.7 112 5 4.5 3.4 3.3
5 x 0.8

125
6.5

6 4.9
4.2

6 x 1 7 5



A

A.73 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Filettatura ISO passo grosso DIN 13
Tolleranza 6H ISO 2
Finitura superficiale Nitrurato e vaporizzato
Prof. Filetto < 2XD
Tipo foro Passante
Imbocco B 4/5
Applicazione Maschi per applicazioni universali. Per quasi tutti i materiali.

ART. A2102

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Bronzo Ti6Al4V HTA < 45 < 60

          

DIN 371 DIN 376

MASCHIO DIN 371

A2102 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FP

A2102M05 19,80 5 x 0,8 70 14
6 4,9

4,2
A2102M06 19,80 6 x 1 80 17 5
A2102M08 22,30 8 x 1,25 90 20 8 6,2 6,8
A2102M10 27,20 10 x 1,5 100 22 10 8 8,5

A2102 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FP

A2102M02 25,90 2 x 0,4 45 7
2,8 2,1

1,6
A2102M02,5 25,10 2,5 x 0,45 50 9 2,05
A2102M03 19,10 3 x 0,5 56 11 3,5 2,7 2,5
A2102M04 19,40 4 x 0,7 63 13 4,5 3,4 3,3

MASCHI IMBOCCO CORRETTO - M

MASCHIO DIN 376

A2102 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FP

A2102M22 128,50 22 x 2,5 140 32
18 14,5

19,5
A2102M24 106,50 24 x 3

160
34 21

A2102M27 146,90 27 x 3 36 20 16 24
A2102M30 170,30 30 x 3,5 180 40 22 18 26,5

A2102 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FP

A2102M12 34,50 12 x 1,75
110

24 9 7 10,2
A2102M14 52,70 14 x 2 26 11

9
12

A2102M16 50,80 16 x 2 27 12 14
A2102M18 85,40 18 x 2,5 125 30 14 11 15,5
A2102M20 77,40 20 x 2,5 140 32 16 12 17,5

Filettatura ISO passo grosso DIN 13
Tolleranza 6H ISO 2
Finitura superficiale Nitrurato e vaporizzato
Prof. Filetto < 2,5XD
Tipo foro Cieco
Imbocco C 2/3 con rastremazione posteriore
Applicazione Maschi per applicazioni universali. Per quasi tutti i materiali.

ART. A2103

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Bronzo Ti6Al4V HTA < 45 < 60

          

DIN 371 DIN 376

MASCHIO DIN 371

A2103 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FC

A2103M05 21,00 5 x 0,8 70 8
6 4,9

4,2
A2103M06 21,60 6 x 1 80 10 5
A2103M08 25,40 8 x 1,25 90 14 8 6,2 6,8
A2103M10 30,70 10 x 1,5 100 16 10 8 8,5

A2103 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FC

A2103M02 25,90 2 x 0,4 45 4
2,8 2,1

1,6
A2103M02,5 26,40 2,5 x 0,45 50 5 2,05
A2103M03 19,80 3 x 0,5 56 6 3,5 2,7 2,5
A2103M04 20,60 4 x 0,7 63 7 4,5 3,4 3,3

MASCHI TAGLIENTI ELICOIDALI 40° - M

MASCHIO DIN 376

A2103 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FC

A2103M22 128,50 22 x 2,5 140 27
18 14,5

19,5
A2103M24 110,50 24 x 3

160 30
21

A2103M27 154,00 27 x 3 20 16 24
A2103M30 185,60 30 x 3,5 180 35 22 18 26,5

A2103 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FC

A2103M12 37,70 12 x 1,75
110

18 9 7 10,2
A2103M14 57,30 14 x 2 20 11

9
12

A2103M16 53,80 16 x 2 22 12 14
A2103M18 92,90 18 x 2,5 125

25
14 11 15,5

A2103M20 82,30 20 x 2,5 140 16 12 17,5

A.73Indivisible package  Suggested retail package - Unit price

ISO Thread DIN 13 coarse pitch
Tolerance 6H ISO 2
Surface finish Nitrided and steam tempering
Thread depth < 2XD
Hole type Through
Chamfer form B 4/5
Application Taps for universal applications. For almost all materials.

ITEM: A2102

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Bronze Ti6Al4V HTA < 45 < 60

          

DIN 371 DIN 376

TAP DIN 371

A2102 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

TH

5 x 0,8 70 14
6 4,9

4,2
6 x 1 80 17 5

8 x 1,25 90 20 8 6,2 6,8
10 x 1,5 100 22 10 8 8,5

A2102 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

TH

2 x 0,4 45 7
2,8 2,1

1,6
2,5 x 0,45 50 9 2,05

3 x 0,5 56 11 3,5 2,7 2,5
4 x 0,7 63 13 4,5 3,4 3,3

SPIRAL POINT TAP FOR THROUGH HOLES - M

TAP DIN 376

A2102 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

TH

22 x 2,5 140 32
18 14,5

19,5
24 x 3

160
34 21

27 x 3 36 20 16 24
30 x 3,5 180 40 22 18 26,5

A2102 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

TH

12 x 1,75
110

24 9 7 10,2
14 x 2 26 11

9
12

16 x 2 27 12 14
18 x 2,5 125 30 14 11 15,5
20 x 2,5 140 32 16 12 17,5

ISO Thread DIN 13 coarse pitch
Tolerance 6H ISO 2
Surface finish Nitrided and steam tempering
Thread depth < 2,5XD
Hole type Blind
Chamfer form C 2/3 with rear taper
Application Taps for universal applications. For almost all materials.

ITEM: A2103

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Bronze Ti6Al4V HTA < 45 < 60

          

DIN 371 DIN 376

TAP DIN 371

A2103 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

BH

5 x 0,8 70 8
6 4,9

4,2
6 x 1 80 10 5

8 x 1,25 90 14 8 6,2 6,8
10 x 1,5 100 16 10 8 8,5

A2103 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

BH

2 x 0,4 45 4
2,8 2,1

1,6
2,5 x 0,45 50 5 2,05

3 x 0,5 56 6 3,5 2,7 2,5
4 x 0,7 63 7 4,5 3,4 3,3

SPIRAL FLUTE 40° TAP FOR BLIND HOLES - M

TAP DIN 376

A2103 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

BH

22 x 2,5 140 27
18 14,5

19,5
24 x 3

160 30
21

27 x 3 20 16 24
30 x 3,5 180 35 22 18 26,5

A2103 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

BH

12 x 1,75
110

18 9 7 10,2
14 x 2 20 11

9
12

16 x 2 22 12 14
18 x 2,5 125

25
14 11 15,5

20 x 2,5 140 16 12 17,5



A

A.74 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Filettatura ISO passo grosso DIN 13
Tolleranza 6H ISO 2
Finitura superficiale TiN
Prof. Filetto < 2XD
Tipo foro Passante
Imbocco B 4/5
Applicazione Maschi per applicazioni universali. Per quasi tutti i materiali.

ART. A2104

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Bronzo Ti6Al4V HTA < 45 < 60

         

DIN 371 DIN 376

MASCHIO DIN 371

A2104 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FP

A2104M05 28,20 5 x 0,8 70 14
6 4,9

4,2
A2104M06 32,10 6 x 1 80 17 5
A2104M08 35,20 8 x 1,25 90 20 8 6,2 6,8
A2104M10 44,80 10 x 1,5 100 22 10 8 8,5

A2104 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FP

A2104M02 34,20 2 x 0,4 45 7
2,8 2,1

1,6
A2104M02,5 34,20 2,5 x 0,45 50 9 2,05
A2104M03 26,60 3 x 0,5 56 11 3,5 2,7 2,5
A2104M04 27,70 4 x 0,7 63 13 4,5 3,4 3,3

MASCHI IMBOCCO CORRETTO - M

MASCHIO DIN 376

A2104 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FP

A2104M22 156,60 22 x 2,5 140 32
18 14,5

19,5
A2104M24 133,60 24 x 3

160
34 21

A2104M27 172,40 27 x 3 36 20 16 24
A2104M30 195,80 30 x 3,5 180 40 22 18 26,5

A2104 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FP

A2104M12 52,00 12 x 1,75
110

24 9 7 10,2
A2104M14 71,00 14 x 2 26 11

9
12

A2104M16 66,60 16 x 2 27 12 14
A2104M18 102,80 18 x 2,5 125 30 14 11 15,5
A2104M20 93,60 20 x 2,5 140 32 16 12 17,5

Filettatura ISO passo grosso DIN 13
Tolleranza 6H ISO 2
Finitura superficiale TiN
Prof. Filetto < 2,5XD
Tipo foro Cieco
Imbocco C 2/3 con rastremazione posteriore
Applicazione Maschi per applicazioni universali. Per quasi tutti i materiali.

ART. A2105

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Bronzo Ti6Al4V HTA < 45 < 60

          

DIN 371 DIN 376

MASCHIO DIN 371

A2105 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FC

A2105M05 32,90 5 x 0,8 70 8
6 4,9

4,2
A2105M06 33,70 6 x 1 80 10 5
A2105M08 37,70 8 x 1,25 90 14 8 6,2 6,8
A2105M10 43,50 10 x 1,5 100 16 10 8 8,5

A2105 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FC

A2105M02 34,50 2 x 0,4 45 4
2,8 2,1

1,6
A2105M02,5 34,20 2,5 x 0,45 50 5 2,05
A2105M03 30,60 3 x 0,5 56 6 3,5 2,7 2,5
A2105M04 31,70 4 x 0,7 63 7 4,5 3,4 3,3

MASCHI TAGLIENTI ELICOIDALI 40° - M

MASCHIO DIN 376

A2105 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FC

A2105M22 170,40 22 x 2,5 140 27
18 14,5

19,5
A2105M24 148,10 24 x 3

160 30
21

A2105M27 182,60 27 x 3 20 16 24
A2105M30 212,20 30 x 3,5 180 35 22 18 26,5

A2105 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FC

A2105M12 55,00 12 x 1,75
110

18 9 7 10,2
A2105M14 74,70 14 x 2 20 11

9
12

A2105M16 75,80 16 x 2 22 12 14
A2105M18 109,90 18 x 2,5 125

25
14 11 15,5

A2105M20 127,90 20 x 2,5 140 16 12 17,5

A.74 Indivisible package   Suggested retail package - Unit price

ISO DIN 13 Coarse pitch
Tolerance 6H ISO 2
Surface finish TiN
Thread depth < 2XD
Hole type Through
Chamfer form B 4/5
Application Taps for universal applications. For almost all materials.

ITEM: A2104

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Bronze Ti6Al4V HTA < 45 < 60

         

DIN 371 DIN 376

TAP DIN 371

A2104 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

TH

5 x 0,8 70 14
6 4,9

4,2
6 x 1 80 17 5

8 x 1,25 90 20 8 6,2 6,8
10 x 1,5 100 22 10 8 8,5

A2104 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

TH

2 x 0,4 45 7
2,8 2,1

1,6
2,5 x 0,45 50 9 2,05

3 x 0,5 56 11 3,5 2,7 2,5
4 x 0,7 63 13 4,5 3,4 3,3

SPIRAL POINT TAP FOR THROUGH HOLES - M

TAP DIN 376

A2104 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

TH

22 x 2,5 140 32
18 14,5

19,5
24 x 3

160
34 21

27 x 3 36 20 16 24
30 x 3,5 180 40 22 18 26,5

A2104 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

TH

12 x 1,75
110

24 9 7 10,2
14 x 2 26 11

9
12

16 x 2 27 12 14
18 x 2,5 125 30 14 11 15,5
20 x 2,5 140 32 16 12 17,5

ISO Thread DIN 13 coarse pitch
Tolerance 6H ISO 2
Surface finish TiN
Thread depth < 2,5XD
Hole type Blind
Chamfer form C 2/3 with rear taper
Application Taps for universal applications. For almost all materials.

ITEM: A2105

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Bronze Ti6Al4V HTA < 45 < 60

          

DIN 371 DIN 376

TAP DIN 371

A2105 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

BH

5 x 0,8 70 8
6 4,9

4,2
6 x 1 80 10 5

8 x 1,25 90 14 8 6,2 6,8
10 x 1,5 100 16 10 8 8,5

A2105 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

BH

2 x 0,4 45 4
2,8 2,1

1,6
2,5 x 0,45 50 5 2,05

3 x 0,5 56 6 3,5 2,7 2,5
4 x 0,7 63 7 4,5 3,4 3,3

SPIRAL FLUTE 40° TAP FOR BLIND HOLES - M

TAP DIN 376

A2105 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

BH

22 x 2,5 140 27
18 14,5

19,5
24 x 3

160 30
21

27 x 3 20 16 24
30 x 3,5 180 35 22 18 26,5

A2105 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

BH

12 x 1,75
110

18 9 7 10,2
14 x 2 20 11

9
12

16 x 2 22 12 14
18 x 2,5 125

25
14 11 15,5

20 x 2,5 140 16 12 17,5



A

A.75 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Filettatura ISO passo grosso DIN 13
Tolleranza 6H ISO 2
Finitura superficiale Vaporizzato
Prof. Filetto < 2XD
Tipo foro Passante
Imbocco B 4/5
Applicazione Acciaio bassa e media resistenza ≤ 800 N/mm²

ART. A2110

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Bronzo Ti6Al4V HTA < 45 < 60

      

DIN 371 DIN 376

MASCHIO DIN 371

A2110 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FP

A2110M5 17,50 5 x 0,8 70 14
6 4,9

4,2
A2110M6 17,90 6 x 1 80 16 5
A2110M8 20,20 8 x 1,25 90 18 8 6,2 6,8
A2110M10 24,40 10 x 1,5 100 20 10 8 8,5

A2110 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FP

A2110M2 21,30 2 x 0,4 45 8
2,8 2,1

1,6
A2110M2,5 18,10 2,5 x 0,45 50 9 2,05
A2110M3 16,40 3 x 0,5 56 10 3,5 2,7 2,5
A2110M4 16,40 4 x 0,7 63 12 4,5 3,4 3,3

MASCHI IMBOCCO CORRETTO - M Black V

Filettatura ISO passo grosso DIN 13
Tolleranza 6H ISO 2
Finitura superficiale Vaporizzato
Prof. filetto < 2,5XD
Tipo foro Cieco
Imbocco C 2/3 con rastremazione posteriore
Applicazione Acciaio bassa e media resistenza ≤ 800 N/mm²

ART. A2120

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Bronzo Ti6Al4V HTA < 45 < 60

      

DIN 371 DIN 376

MASCHIO DIN 371

A2120 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FC

A2120M5 18,50 5 x 0,8 70 6,5
6 4,9

4,2
A2120M6 18,50 6 x 1 80

7
5

A2120M8 21,70 8 x 1,25 90 8 6,2 6,8
A2120M10 26,00 10 x 1,5 100 11 10 8 8,5

A2120 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FC

A2120M2 21,50 2 x 0,4 45

5
2,8 2,1

1,6
A2120M2,5 26,70 2,5 x 0,45 50 2,05
A2120M3 17,50 3 x 0,5 56 3,5 2,7 2,5
A2120M4 18,10 4 x 0,7 63 4,5 3,4 3,3

MASCHI TAGLIENTI ELICOIDALI 40° - M Black V

MASCHIO DIN 376

A2110 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FP

A2110M18 60,70 18 x 2,5 125
32

14 11 15,5
A2110M20 63,90 20 x 2,5

140
16 12 17,5

A2110M22 66,60 22 x 2,5
18 14

19,5
A2110M24 83,70 24 x 3

160 36
21

A2110M27 93,30 27 x 3 20 16 24
A2110M30 117,50 30 x 3,5

180 40
22 18 26,5

A2110M33 147,60 33 x 3,5 25 20 29,5
A2110M36 243,20 36 x 4 200 55 28 22 32

A2110 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FP

A2110M4GP 19,80 4 x 0,7 63 12 2,8 2,1 3,3
A2110M5GP 20,10 5 x 0,8 70 14 3,5 2,7 4,2
A2110M6GP 20,60 6 x 1 80 16 4,5 3,4 5
A2110M8GP 22,10 8 x 1,25 90 18 6 4,9 6,8
A2110M10GP 25,80 10 x 1,5 100 20 7 5,5 8,5
A2110M12 30,90 12 x 1,75

110
25

9 7 10,2
A2110M14 39,40 14 x 2 11

9
12

A2110M16 43,60 16 x 2 28 12 14

MASCHIO DIN 376

A2120 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FC

A2120M18 63,10 18 x 2,5 125 20 14 11 15,5
A2120M20 65,50 20 x 2,5

140
22 16 12 17,5

A2120M22 76,10 22 x 2,5 24
18 14,5

19,5
A2120M24 103,90 24 x 3

160
28 21

A2120M27 114,10 27 x 3 30 20 16 24
A2120M30 141,90 30 x 3,5

180
34 22 18 26,5

A2120M33 179,10 33 x 3,5 36 25 20 29,5
A2120M36 293,90 36 x 4 200 42 28 22 32

A2120 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FC

A2120M4GP 19,60 4 x 0,7 63 5 2,8 2,1 3,3
A2120M5GP 19,60 5 x 0,8 70 6,5 3,5 2,7 4,2
A2120M6GP 19,60 6 x 1 80 7 4,5 3,4 5
A2120M8GP 21,90 8 x 1,25 90 9 6 4,9 6,8
A2120M10GP 25,20 10 x 1,5 100 11 7 5,5 8,5
A2120M12 32,20 12 x 1,75

110
13 9 7 10,2

A2120M14 41,50 14 x 2
16,5

11
9

12
A2120M16 46,40 16 x 2 12 14

A.75Indivisible package  Suggested retail package - Unit price

ISO thread DIN 13 coarse pitch
Tolerance 6H ISO 2
Surface finish Steam tempering
Thread depth < 2XD
Hole type Through
Chamfer form B 4/5
Application Low and medium resistance steel ≤ 800 N/mm²

ITEM: A2110

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Bronze Ti6Al4V HTA < 45 < 60

      

DIN 371 DIN 376

TAP DIN 371

A2110 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

TH

5 x 0.8 70 14
6 4.9

4.2
6 x 1 80 16 5

8 x 1.25 90 18 8 6.2 6.8
10 x 1.5 100 20 10 8 8.5

A2110 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

TH

2 x 0.4 45 8
2.8 2.1

1.6
2.5 x 0.45 50 9 1.9

3 x 0.5 56 10 3.5 2.7 2.5
4 x 0.7 63 12 4.5 3.4 3.3

SPIRAL POINT TAP FOR THROUGH HOLES - M

ISO thread DIN 13 coarse pitch
Tolerance 6H ISO 2
Surface finish Steam tempering
Thread depth < 2.5XD
Hole type Blind
Chamfer form C 2/3 back-tapered
Application Low and medium resistance steel ≤ 800 N/mm²

ITEM: A2120

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Bronze Ti6Al4V HTA < 45 < 60

      

DIN 371 DIN 376

TAP DIN 371

A2120 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

BH

5 x 0.8 70 6.5
6 4.9

4.2
6 x 1 80

7
5

8 x 1.25 90 8 6.2 6.8
10 x 1.5 100 11 10 8 8.5

A2120 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

BH

2 x 0.4 45

5
2.8 2.1

1.6
2.5 x 0.45 50 2.05

3 x 0.5 56 3.5 2.7 2.5
4 x 0.7 63 4.5 3.4 3.3

SPIRAL FLUTE 40° TAP FOR BLIND HOLES - M

TAP DIN 376

A2110 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

TH

18 x 2.5 125
32

14 11 15.5
20 x 2.5

140
16 12 17.5

22 x 2.5
18 14

19.5
24 x 3

160 36
21

27 x 3 20 16 24
30 x 3.5

180 40
22 18 26.5

33 x 3.5 25 20 29.5
36 x 4 200 55 28 22 32

A2110 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

TH

4 x 0.7 63 12 2.8 2.1 3.3
5 x 0.8 70 14 3.5 2.7 4.2
6 x 1 80 16 4.5 3.4 5

8 x 1.25 90 18 6 4.9 6.8
10 x 1.5 100 20 7 5.5 8.5
12 x 1.75

110
25

9 7 10.2
14 x 2 11

9
12

16 x 2 28 12 14

TAP DIN 376

A2120 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

BH

18 x 2.5 125 20 14 11 15.5
20 x 2.5

140
22 16 12 17.5

22 x 2.5 24
18 14.5

19.5
24 x 3

160
28 21

27 x 3 30 20 16 24
30 x 3.5

180
34 22 18 26.5

33 x 3.5 36 25 20 29.5
36 x 4 200 42 28 22 32

A2120 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

BH

4 x 0.7 63 5 2.8 2.1 3.3
5 x 0.8 70 6.5 3.5 2.7 4.2
6 x 1 80 7 4.5 3.4 5

8 x 1.25 90 9 6 4.9 6.8
10 x 1.5 100 11 7 5.5 8.5

12 x 1.75
110

13 9 7 10.2
14 x 2

16.5
11

9
12

16 x 2 12 14



A

A.76 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

MASCHI IMBOCCO CORRETTO - M

Filettatura ISO passo grosso DIN 13
Tolleranza 6H ISO 2
Finitura superficiale TiN
Prof. Filetto < 2XD
Tipo foro Passante
Imbocco B 4/5
Applicazione Acciaio bassa e media resistenza ≤ 800 N/mm²

ART. A2130

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Bronzo Ti6Al4V HTA < 45 < 60

       

DIN 371 DIN 376

MASCHIO DIN 371

A2130 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FP

A2130M5 24,10 5 x 0,8 70 14
6 4,9

4,2
A2130M6 24,10 6 x 1 80 16 5
A2130M8 29,80 8 x 1,25 90 18 8 6,2 6,8
A2130M10 35,30 10 x 1,5 100 20 10 8 8,5

A2130 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FP

A2130M2 30,30 2 x 0,4 45 8
2,8 2,1

1,6
A2130M2,5 26,50 2,5 x 0,45 50 9 2,05
A2130M3 24,10 3 x 0,5 56 10 3,5 2,7 2,5
A2130M4 24,10 4 x 0,7 63 12 4,5 3,4 3,3

MASCHI TAGLIENTI ELICOIDALI 40° - M

Filettatura ISO passo grosso DIN 13
Tolleranza 6H ISO 2
Finitura superficiale TiN
Prof. Filetto ≤ 2,5XD
Tipo foro Cieco
Imbocco C 2/3 con rastremazione posteriore
Applicazione Acciaio bassa e media resistenza ≤ 800 N/mm²

ART. A2135

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Bronzo Ti6Al4V HTA < 45 < 60

       

DIN 371 DIN 376

MASCHIO DIN 371

A2135 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FC

A2135M5 25,90 5 x 0,8 70 10
6 4,9

4,2
A2135M6 25,90 6 x 1 80 12 5,0
A2135M8 31,70 8 x 1,25 90 15 8 6,2 6,8
A2135M10 37,70 10 x 1,5 100 17,5 10 8 8,5

A2135 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FC

A2135M2 28,00 2 x 0,4 45 6
2,8 2,1

1,6
A2135M2,5 28,00 2,5 x 0,45 50 6,5 1,9
A2135M3 25,90 3 x 0,5 56 7 3,5 2,7 2,7
A2135M4 25,90 4 x 0,7 63 8,5 4,5 3,4 3,4

MASCHIO DIN 376

A2130 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FP

A2130M22 (106,70) 22 x 2,5 140 32
18 14,5

19,5
A2130M24 (158,30) 24 x 3

160 36
21

A2130M27 (191,60) 27 x 3 20 16 24
A2130M30 (225,60) 30 x 3,5

180 40
22 18 26,5

A2130M33 (266,90) 33 x 3,5 25 20 29,5

A2130 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FP

A2130M12 43,40 12 x 1,75
110

25
9 7 10,2

A2130M14 56,70 14 x 2 11
9

12
A2130M16 63,80 16 x 2 28 12 14
A2130M18 78,60 18 x 2,5 125

32
14 11 15,5

A2130M20 106,70 20 x 2,5 140 16 12 17,5

MASCHIO DIN 376

A2135 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FC

A2135M22 127,30 22 x 2,5 140 29,5
18 14,5

19,5
A2135M24 165,70 24 x 3

160
35,5 21

A2135M27 202,50 27 x 3 37,5 20 16 24
A2135M30 239,70 30 x 3,5 180 42 22 18 26,5

A2135 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FC

A2135M12 46,90 12 x 1,75
110

18 9 7 10,2
A2135M14 60,90 14 x 2

20,5
11

9
12

A2135M16 68,50 16 x 2 12 14
A2135M18 85,70 18 x 2,5 125 25,5 14 11 15,5
A2135M20 113,30 20 x 2,5 140 29,5 16 12 17,5

A.76 Indivisible package   Suggested retail package - Unit price

SPIRAL POINT TAP FOR THROUGH HOLES - M

ISO thread DIN 13 coarse pitch
Tolerance 6H ISO 2
Surface finish TiN
Thread depth < 2XD
Hole type Through
Chamfer form B 4/5
Application Low and medium resistance steel ≤ 800 N/mm²

ITEM: A2130

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Bronze Ti6Al4V HTA < 45 < 60

       

DIN 371 DIN 376

TAP DIN 371

A2130 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

TH

5 x 0.8 70 14
6 4.9

4.2
6 x 1 80 16 5

8 x 1.25 90 18 8 6.2 6.8
10 x 1.5 100 20 10 8 8.5

A2130 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

TH

2 x 0.4 45 8
2.8 2.1

1.6
2.5 x 0.45 50 9 1.9

3 x 0.5 56 10 3.5 2.7 2.5
4 x 0.7 63 12 4.5 3.4 3.3

SPIRAL FLUTE 40° TAP FOR BLIND HOLES - M

ISO thread DIN 13 coarse pitch
Tolerance 6H ISO 2
Surface finish TiN
Thread depth ≤ 2XD
Hole type Blind
Chamfer form C 2/3 back-tapered
Application Low and medium resistance steel ≤ 800 N/mm²

ITEM: A2135

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Bronze Ti6Al4V HTA < 45 < 60

       

DIN 371 DIN 376

TAP DIN 371

A2135 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

BH

5 x 0.8 70 10
6 4.9

4.2
6 x 1 80 12 5.0

8 x 1.25 90 15 8 6.2 6.8
10 x 1.5 100 17.5 10 8 8.5

A2135 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

BH

2 x 0.4 45 6
2.8 2.1

1.6
2.5 x 0.45 50 6.5 1.9

3 x 0.5 56 7 3.5 2.7 2.7
4 x 0.7 63 8.5 4.5 3.4 3.4

TAP DIN 376

A2130 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

TH

22 x 2.5 140 32
18 14.5

19.5
24 x 3

160 36
21

27 x 3 20 16 24
30 x 3.5

180 40
22 18 26.5

33 x 3.5 25 20 29.5

A2130 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

TH

12 x 1.75
110

25
9 7 10.2

14 x 2 11
9

12
16 x 2 28 12 14

18 x 2.5 125
32

14 11 15.5
20 x 2.5 140 16 12 17.5

TAP DIN 376

A2135 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

BH

22 x 2.5 140 29.5
18 14.5

19.5
24 x 3

160
35.5 21

27 x 3 37.5 20 16 24
30 x 3.5 180 42 22 18 26.5

A2135 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

BH

12 x 1.75
110

18 9 7 10.2
14 x 2

20.5
11

9
12

16 x 2 12 14
18 x 2.5 125 25.5 14 11 15.5
20 x 2.5 140 29.5 16 12 17.5



A

A.77 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

MASCHI IMBOCCO CORRETTO - M Synchro

Filettatura ISO passo grosso DIN 13
Tolleranza 6H ISO 2
Finitura Superficiale PERFORM
Prof. Filetto ≤ 2XD
Tipo foro Passante
Imbocco B 4/5
Applicazione Per maschiatura sincronizzata.

Lavorazione di acciai da costruzione, cementazione
bonifica con Rm ≤1200 N/m²

ART. A2152

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Bronzo Ti6Al4V HTA < 45 < 60

            

DIN 371 DIN 376

MASCHIO DIN 371

A2152 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FP

A2152M8 46,40 8 x 1,25 90 12,5 8 6,2 6,8
A2152M10 57,70 10 x 1,5 100 15 10 8 8,5
A2152M12 74,00 12 x 1,75 110 17,5 12 9 10,2

A2152 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FP

A2152M3 37,10 3 x 0,5
70

5

6 4,9

2,5
A2152M4 37,10 4 x 0,7 7 3,3
A2152M5 37,10 5 x 0,8 8 4,2
A2152M6 37,10 6 x 1 80 10 5

MASCHIO DIN 376

A2152 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FP

A2152M16 109,70 16 x 2 110 20 12 9 14
-

A2152 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FP

A2152M14 97,20 14 x 2 110 20 12 9 12
-

MASCHI TAGLIENTI ELICOIDALI 40° - M Synchro

Filettatura ISO passo grosso DIN 13
Tolleranza 6H ISO 2
Finitura Superficiale PERFORM
Prof. Filetto ≤ 2,5XD
Tipo foro Cieco
Imbocco C 2/3
Applicazione Per maschiatura sincronizzata.

Lavorazione di acciai da costruzione, cementazione e
bonifica con Rm ≤1200 N/mm²

ART. A2157

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Bronzo Ti6Al4V HTA < 45 < 60

            

DIN 371 DIN 376

MASCHIO DIN 371

A2157 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FC

A2157M8 50,80 8 x 1,25 90 11,5 8 6,2 6,8
A2157M10 58,90 10 x 1,5 100 14 10 8 8,5
A2157M12 80,80 12 x 1,75 110 16,5 12 9 10,2

A2157 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FC

A2157M3 40,60 3 x 0,5
70

5,5

6 4,9

2,5
A2157M4 40,60 4 x 0,7 7,5 3,3
A2157M5 40,60 5 x 0,8 8,5 4,2
A2157M6 40,60 6 x 1 80 10,5 5

MASCHIO DIN 376

A2157 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FC

A2157M16 121,10 16 x 2 110 19 12 9 14
-

A2157 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FC

A2157M14 107,20 14 x 2 110 19 12 9 12
-

A.77Indivisible package  Suggested retail package - Unit price

SPIRAL POINT TAP FOR THROUGH HOLES - M

ISO thread DIN 13 coarse pitch
Tolerance 6H ISO 2
Surface finish PERFORM
Thread depth ≤ 2XD
Hole type Through
Chamfer form B 4/5
Application For synchronized tapping.

Processing of structural steels, reclamation cementation
with Rm ≤1200 N/m²

ITEM: A2152

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Bronze Ti6Al4V HTA < 45 < 60

            

DIN 371 DIN 376

TAP DIN 371

A2152 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

TH

8 x 1,25 90 12,5 8 6,2 6,8
10 x 1,5 100 15 10 8 8,5
12 x 1,75 110 17,5 12 9 10,2

A2152 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

TH

3 x 0,5
70

5

6 4,9

2,5
4 x 0,7 7 3,3
5 x 0,8 8 4,2
6 x 1 80 10 5

TAP DIN 376

A2152 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

TH

16 x 2 110 20 12 9 14

A2152 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

TH

14 x 2 110 20 12 9 12

SPIRAL FLUTE 40° TAP FOR BLIND HOLES - M

ISO thread DIN 13 coarse pitch
Tolerance 6H ISO 2
Surface finish PERFORM
Thread depth ≤ 2,5XD
Hole type Blind
Chamfer form C 2/3
Application For synchronized tapping. Processing of structural steel,

cementation and reclamation wtih Rm ≤1200 N/mm ²

ITEM: A2157

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Bronze Ti6Al4V HTA < 45 < 60

            

DIN 371 DIN 376

TAP DIN 371

A2157 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

BH

8 x 1,25 90 11,5 8 6,2 6,8
10 x 1,5 100 14 10 8 8,5
12 x 1,75 110 16,5 12 9 10,2

A2157 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

BH

3 x 0,5
70

5,5

6 4,9

2,5
4 x 0,7 7,5 3,3
5 x 0,8 8,5 4,2
6 x 1 80 10,5 5

TAP DIN 376

A2157 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

BH

16 x 2 110 19 12 9 14

A2157 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

BH

14 x 2 110 19 12 9 12



A

A.78 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

MASCHI IMBOCCO CORRETTO - M

Filettatura ISO passo grosso DIN 13
Tolleranza 6H ISO 2
Finitura superficiale Lucido
Prof. Filetto < 2XD
Tipo foro Passante
Imbocco B 4/5
Applicazione Acciaio legato con R ≤ 1100 N/mm²

ART. A2160

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Bronzo Ti6Al4V HTA < 45 < 60

     

DIN 371 DIN 376

MASCHIO DIN 371

A2160 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FP

A2160M6 20,10 6 x 1 80 16 6 4,9 5
A2160M8 22,80 8 x 1,25 90 18 8 6,2 6,8
A2160M10 27,40 10 x 1,5 100 20 10 8 8,5

A2160 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FP

A2160M3 19,00 3 x 0,5 56 10 3,5 2,7 2,5
A2160M4 19,20 4 x 0,7 63 12 4,5 3,4 3,3
A2160M5 20,20 5 x 0,8 70 14 6 4,9 4,2

MASCHI TAGLIENTI ELICOIDALI 40° - M

Filettatura ISO passo grosso DIN 13
Tolleranza 6H ISO 2
Finitura superficiale Lucido
Prof. filetto ≤ 2,5XD
Tipo foro Cieco
Imbocco C 2/3
Applicazione Acciaio legato con R ≤ 1100 N/mm²

ART. A2165

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Bronzo Ti6Al4V HTA < 45 < 60

     

DIN 371 DIN 376

MASCHIO DIN 371

A2165 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FC

A2165M6 22,00 6 x 1 80 7 6 4,9 5
A2165M8 25,40 8 x 1,25 90 9 8 6,2 6,8
A2165M10 31,00 10 x 1,5 100 11 10 8 8,5

A2165 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FC

A2165M3 20,60 3 x 0,5 56
5

3,5 2,7 2,5
A2165M4 21,10 4 x 0,7 63 4,5 3,4 3,3
A2165M5 21,70 5 x 0,8 70 6,5 6 4,9 4,2

MASCHIO DIN 376

A2160 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FP

A2160M18 76,10 18 x 2,5 125
32

14 11 15,5
A2160M20 79,10 20 x 2,5 140 16 12 17,5

A2160 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FP

A2160M12 35,80 12 x 1,75
110

25
9 7 10,2

A2160M14 45,60 14 x 2 11
9

12
A2160M16 50,60 16 x 2 28 12 14

MASCHIO DIN 376

A2165 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FC

A2165M18 80,90 18 x 2,5 125 20 14 11 15,5
A2165M20 83,20 20 x 2,5 140 22 16 12 17,5
A2165M24 93,60 24 x 3 160 35,5 18 14,5 21

A2165 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FC

A2165M12 38,90 12 x 1,75
110

13 9 7 10,2
A2165M14 58,40 14 x 2

16,5
11

9
12

A2165M16 57,10 16 x 2 12 14

A.78 Indivisible package   Suggested retail package - Unit price

SPIRAL POINT TAP FOR THROUGH HOLES - M

ISO thread DIN 13 coarse pitch
Tolerance 6H ISO 2
Surface finish Bright
Thread depth < 2XD
Hole type Through
Chamfer form B 4/5
Application Alloy steel with R ≤ 1100 N/mm²

ITEM: A2160

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Bronze Ti6Al4V HTA < 45 < 60

     

DIN 371 DIN 376

TAP DIN 371

A2160 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

TH

6 x 1 80 16 6 4.9 5
8 x 1.25 90 18 8 6.2 6.8
10 x 1.5 100 20 10 8 8.5

A2160 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

TH

3 x 0.5 56 10 3.5 2.7 2.5
4 x 0.7 63 12 4.5 3.4 3.3
5 x 0.8 70 14 6 4.9 4.2

SPIRAL FLUTE 40° TAP FOR BLIND HOLES - M

ISO thread DIN 13 coarse pitch
Tolerance 6H ISO 2
Surface finish Bright
Thread depth ≤ 2.5XD
Hole type Blind
Chamfer form C 2/3
Application Alloy steel with R ≤ 1100 N/mm²

ITEM: A2165

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Bronze Ti6Al4V HTA < 45 < 60

     

DIN 371 DIN 376

TAP DIN 371

A2165 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

BH

6 x 1 80 7 6 4.9 5
8 x 1.25 90 9 8 6.2 6.8
10 x 1.5 100 11 10 8 8.5

A2165 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

BH

3 x 0.5 56
5

3.5 2.7 2.5
4 x 0.7 63 4.5 3.4 3.3
5 x 0.8 70 6.5 6 4.9 4.2

TAP DIN 376

A2160 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

TH

18 x 2.5 125
32

14 11 15.5
20 x 2.5 140 16 12 17.5

A2160 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

TH

12 x 1.75
110

25
9 7 10.2

14 x 2 11
9

12
16 x 2 28 12 14

TAP DIN 376

A2165 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

BH

18 x 2.5 125 20 14 11 15.5
20 x 2.5 140 22 16 12 17.5
24 x 3 160 35,5 18 14,5 21

A2165 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

BH

12 x 1.75
110

13 9 7 10.2
14 x 2

16.5
11

9
12

16 x 2 12 14



A

A.79 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

MASCHI IMBOCCO CORRETTO - M

Filettatura ISO passo grosso DIN 13
Tolleranza 6H ISO 2
Finitura superficiale TiN
Prof. Filetto < 2XD
Tipo foro Passante
Imbocco B 4/5
Applicazione Acciai legati ≤ 45 HRC e acciai inossidabili.

ART. A2161

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Bronzo Ti6Al4V HTA < 45 < 60

    

DIN 371 DIN 376

MASCHIO DIN 371

A2161 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FP

A2161M06 54,50 6 x 1 80 17 6 4,9 5
A2161M08 62,10 8 x 1,25 90 20 8 6,2 6,8
A2161M10 80,20 10 x 1,5 100 22 10 8 8,5

A2161 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FP

A2161M03 40,50 3 x 0,5 56 11 3,5 2,7 2,5
A2161M04 43,70 4 x 0,7 63 13 4,5 3,4 3,3
A2161M05 43,70 5 x 0,8 70 15 6 4,9 4,2

MASCHIO DIN 376

A2161 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FP

A2161M20 171,90 20 x 2,5 140 32 16 12 17,5
A2161M24 224,00 24 x 3 160 34 18 14,5 21

A2161 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FP

A2161M12 91,80 12 x 1,75
110

24 9 7 10,2
A2161M16 131,50 16 x 2 27 12 9 14

MASCHI TAGLIENTI ELICOIDALI 40° - M

Filettatura ISO passo grosso DIN 13
Tolleranza 6H ISO 2
Finitura superficiale TiN
Prof. Filetto ≤ 2,5XD
Tipo foro Cieco
Imbocco C 2/3
Applicazione Acciai legati ≤ 45 HRC e acciai inossidabili.

ART. A2166

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Bronzo Ti6Al4V HTA < 45 < 60

     

DIN 371 DIN 376

MASCHIO DIN 371

A2166 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FC

A2166M06 62,10 6 x 1 80 10 6 4,9 5
A2166M08 73,30 8 x 1,25 90 14 8 6,2 6,8
A2166M10 94,00 10 x 1,5 100 16 10 8 8,5

A2166 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FC

A2166M03 53,60 3 x 0,5 56 6 3,5 2,7 2,5
A2166M04 53,60 4 x 0,7 63 7 4,5 3,4 3,3
A2166M05 55,60 5 x 0,8 70 8 6 4,9 4,2

MASCHIO DIN 376

A2166 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FC

A2166M20 188,80 20 x 2,5 140 25 16 12 17,5
A2166M24 242,90 24 x 3 160 30 18 14,5 21

A2166 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FC

A2166M12 102,60 12 x 1,75
110

18 9 7 10,2
A2166M16 138,60 16 x 2 22 12 9 14

A.79Indivisible package  Suggested retail package - Unit price

SPIRAL POINT TAP FOR THROUGH HOLES - M

ISO thread DIN 13 coarse pitch
Tolerance 6H ISO 2
Surface finish TiN
Thread depth < 2XD
Hole type Through
Chamfer form B 4/5
Application Alloy steel ≤ 45 HRC and stainless steel.

ITEM: A2161

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Bronze Ti6Al4V HTA < 45 < 60

    

DIN 371 DIN 376

TAP DIN 371

A2161 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

TH

6 x 1 80 17 6 4,9 5
8 x 1,25 90 20 8 6,2 6,8
10 x 1,5 100 22 10 8 8,5

A2161 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

TH

3 x 0,5 56 11 3,5 2,7 2,5
4 x 0,7 63 13 4,5 3,4 3,3
5 x 0,8 70 15 6 4,9 4,2

TAP DIN 376

A2161 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

TH

20 x 2,5 140 32 16 12 17,5
24 x 3 160 34 18 14,5 21

A2161 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

TH

12 x 1,75
110

24 9 7 10,2
16 x 2 27 12 9 14

SPIRAL FLUTE 40° TAP FOR BLIND HOLES - M

ISO thread DIN 13 coarse pitch
Tolerance 6H ISO 2
Surface finish TiN
Thread depth ≤ 2,5XD
Hole type Blind
Chamfer form C 2/3
Application Alloy steel ≤ 45 HRC and stainless steel.

ITEM: A2166

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Bronze Ti6Al4V HTA < 45 < 60

     

DIN 371 DIN 376

TAP DIN 371

A2166 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

BH

6 x 1 80 10 6 4,9 5
8 x 1,25 90 14 8 6,2 6,8
10 x 1,5 100 16 10 8 8,5

A2166 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

BH

3 x 0,5 56 6 3,5 2,7 2,5
4 x 0,7 63 7 4,5 3,4 3,3
5 x 0,8 70 8 6 4,9 4,2

TAP DIN 376

A2166 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

BH

20 x 2,5 140 25 16 12 17,5
24 x 3 160 30 18 14,5 21

A2166 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

BH

12 x 1,75
110

18 9 7 10,2
16 x 2 22 12 9 14



A

A.80 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

MASCHI FORATI TAGLIENTI ELICOIDALI 20° - M Hard F

Filettatura ISO passo grosso DIN 13
Tolleranza 6H
Finitura superficiale IPER
Prof. filetto ≤ 2XD
Tipo foro Cieco
Imbocco C 2/3 con foro di lubrificazione centrale

Applicazione Acciaio legato con R ≤ 1100 N/mm² e
Ghisa sferoidale, leghe di titanio e leghe di nichel

ART. A2170

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Bronzo Ti6Al4V HTA < 45 < 60

       

DIN 371 DIN 376

MASCHIO DIN 371

A2170 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FC

A2170M8 58,60 8 x 1,25 90 18 8 6,2 6,8
A2170M10 63,80 10 x 1,5 100 20 10 8 8,5

A2170 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FC

A2170M5 55,60 5 x 0,8 70 15
6 4,9

4,2
A2170M6 55,60 6 x 1 80 16 5

MASCHIO DIN 376

A2170 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FC

A2170M18 (159,30) 18 x 2,5 125 31 14 11 15,5
A2170M20 (161,50) 20 x 2,5 140 32 16 12 17,5

A2170 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FC

A2170M12 89,30 12 x 1,75
110

25
9 7 10,2

A2170M14 102,30 14 x 2 11
9

12
A2170M16 105,90 16 x 2 28 12 14

Safety
High quality
Renewablelubricants

A.80 Indivisible package   Suggested retail package - Unit price

SPIRAL FLUTE 20° TAP FOR BLIND HOLES - COOLANT HOLES - M

ISO thread DIN 13 coarse pitch
Tolerance 6H
Surface finish IPER
Thread depth ≤ 2XD
Hole type Blind
Chamfer form C 2/3 with axial internal coolant hole

Application Alloy steel with R ≤ 1100 N/mm² and nodular cast iron,
titanium and nickel alloys

ITEM: A2170

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Bronze Ti6Al4V HTA < 45 < 60

       

DIN 371 DIN 376

TAP DIN 371

A2170 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

BH

8 x 1.25 90 18 8 6.2 6.8
10 x 1.5 100 20 10 8 8.5

A2170 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

BH

5 x 0.8 70 15
6 4.9

4.2
6 x 1 80 16 5

TAP DIN 376

A2170 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

BH

18 x 2.5 125 31 14 11 15.5
20 x 2.5 140 32 16 12 17.5

A2170 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

BH

12 x 1.75
110

25
9 7 10.2

14 x 2 11
9

12
16 x 2 28 12 14



A

A.81 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Filettatura ISO passo grosso DIN 13
Tolleranza 6H ISO 2
Finitura superficiale IPER
Prof. Filetto ≤ 2xD
Tipo foro Passante
Imbocco B 4/5
Applicazione Lavorazione con elevate performances di acciai medioalto

legati con resistenza ≤ 1100 N/mm²

ART. A2175

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Bronzo Ti6Al4V HTA < 45 < 60

           

DIN 371 DIN 376

MASCHIO DIN 371

A2175 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FP

A2175M6 33,90 6 x 1 80 16 6 4,9 5
A2175M8 42,40 8 x 1,25 90 18 8 6,2 6,8
A2175M10 52,80 10 x 1,5 100 20 10 8 8,5

A2175 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FP

A2175M3 33,90 3 x 0,5 56 10 3,5 2,7 2,5
A2175M4 33,90 4 x 0,7 63 12 4,5 3,4 3,3
A2175M5 33,90 5 x 0,8 70 14 6 4,9 4,2

MASCHI IMBOCCO CORRETTO - M Iper 110

Filettatura ISO passo grosso DIN 13
Tolleranza 6H ISO 2
Finitura superficiale IPER
Prof. Filetto ≤ 2,5XD
Tipo foro Cieco
Imbocco C 2/3
Applicazione Lavorazione con elevate performances di acciai medioalto

legati con resistenza ≤ 1100 N/mm²

ART. A2180

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Bronzo Ti6Al4V HTA < 45 < 60

            

DIN 371 DIN 376

MASCHIO DIN 371

A2180 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FC

A2180M6 37,40 6 x 1 80 16 6 4,9 5
A2180M8 46,80 8 x 1,25 90 18 8 6,2 6,8
A2180M10 58,10 10 x 1,5 100 20 10 8 8,5

A2180 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FC

A2180M3 37,40 3 x 0,5 56 10 3,5 2,7 2,5
A2180M4 37,40 4 x 0,7 63 12 4,5 3,4 3,3
A2180M5 37,40 5 x 0,8 70 14 6 4,9 4,2

MASCHI TAGLIENTI ELICOIDALI 40° - M Iper 110

MASCHIO DIN 376

A2175 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FP

A2175M18 (134,90) 18 x 2,5 125
32

14 11 15,5
A2175M20 (174,20) 20 x 2,5 140 16 12 17,5

A2175 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FP

A2175M12 68,00 12 x 1,75
110

24 9 7 10,2
A2175M14 87,70 14 x 2 25 11

9
12

A2175M16 98,80 16 x 2 28 12 14

MASCHIO DIN 376

A2180 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FC

A2180M18 141,10 18 x 2,5 125
32

14 11 15,5
A2180M20 179,80 20 x 2,5 140 16 12 17,5

A2180 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FC

A2180M12 74,60 12 x 1,75
110

24 9 7 10,2
A2180M14 97,00 14 x 2 25 11

9
12

A2180M16 109,50 16 x 2 28 12 14

A.81Indivisible package  Suggested retail package - Unit price

ISO thread DIN 13 coarse pitch
Tolerance 6H ISO 2
Surface finish IPER
Thread depth ≤ 2xD
Hole type Through
Chamfer form B 4/5
Application Highperformanceonmedium/highalloysteelwith resistance

≤ 1100 N/mm²

ITEM: A2175

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Bronze Ti6Al4V HTA < 45 < 60

           

DIN 371 DIN 376

TAP DIN 371

A2175 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

TH

6 x 1 80 16 6 4.9 5
8 x 1.25 90 18 8 6.2 6.8
10 x 1.5 100 20 10 8 8.5

A2175 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

TH

3 x 0.5 56 10 3.5 2.7 2.5
4 x 0.7 63 12 4.5 3.4 3.3
5 x 0.8 70 14 6 4.9 4.2

SPIRAL POINT TAP FOR THROUGH HOLES - M

ISO thread DIN 13 coarse pitch
Tolerance 6H ISO 2
Surface finish IPER
Thread depth ≤ 2.5XD
Hole type Blind
Chamfer form C 2/3
Application Highperformanceonmedium/highalloysteelwith resistance

≤ 1100 N/mm²

ITEM: A2180

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Bronze Ti6Al4V HTA < 45 < 60

            

DIN 371 DIN 376

TAP DIN 371

A2180 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

BH

6 x 1 80 16 6 4.9 5
8 x 1.25 90 18 8 6.2 6.8
10 x 1.5 100 20 10 8 8.5

A2180 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

BH

3 x 0.5 56 10 3.5 2.7 2.5
4 x 0.7 63 12 4.5 3.4 3.3
5 x 0.8 70 14 6 4.9 4.2

SPIRAL FLUTE 40° TAP FOR BLIND HOLES - M

TAP DIN 376

A2175 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

TH

18 x 2.5 125
32

14 11 15.5
20 x 2.5 140 16 12 17.5

A2175 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

TH

12 x 1.75
110

24 9 7 10.2
14 x 2 25 11

9
12

16 x 2 28 12 14

TAP DIN 376

A2180 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

BH

18 x 2.5 125
32

14 11 15.5
20 x 2.5 140 16 12 17.5

A2180 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

BH

12 x 1.75
110

24 9 7 10.2
14 x 2 25 11

9
12

16 x 2 28 12 14



A

A.82 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Filettatura ISO passo grosso DIN 13
Tolleranza 6H ISO 2
Finitura superficiale IPER
Prof. Filetto ≤ 3XD
Tipo foro Cieco
Imbocco E 1,5/2
Applicazione Elevate prestazioni su acciai medio/alto legati e acciai

inossidabili.

ART. A2182

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Bronzo Ti6Al4V HTA < 45 < 60

            

DIN 371 DIN 376

MASCHIO DIN 371

A2182 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FC

A2182M6 37,90 6 x 1 80 16 6 4,9 5
A2182M8 47,70 8 x 1,25 90 18 8 6,2 6,8
A2182M10 59,30 10 x 1,5 100 20 10 8 8,5

A2182 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FC

A2182M3 37,90 3 x 0,5 56 7 3,5 2,7 2,5
A2182M4 37,90 4 x 0,7 63 12 4,5 3,4 3,3
A2182M5 37,90 5 x 0,8 70 14 6 4,9 4,2

MASCHI TAGLIENTE ELICOIDALE 40° FORMA E - M

MASCHIO DIN 376

A2182 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FC

A2182M16 115,30 16 x 2,5 125
32

14 11 15,5
A2182M20 191,40 20 x 2,5 140 16 12 17,5

A2182 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FC

A2182M12 75,90 12 x 1,75 100 24 9 7 10,2
A2182M14 102,20 14 x 2 110 25 11 9 12

A.82 Indivisible package   Suggested retail package - Unit price

ISO thread DIN 13 coarse pitch
Tolerance 6H ISO 2
Surface finish IPER
Thread depth ≤ 3XD
Hole type Blind
Chamfer form E 1,5/2
Application Highperformanceonmedium/highalloysteelsandstainless

steels.

ITEM: A2182

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Bronze Ti6Al4V HTA < 45 < 60

            

DIN 371 DIN 376

TAP DIN 371

A2182 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

BH

6 x 1 80 16 6 4,9 5
8 x 1,25 90 18 8 6,2 6,8
10 x 1,5 100 20 10 8 8,5

A2182 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

BH

3 x 0,5 56 7 3,5 2,7 2,5
4 x 0,7 63 12 4,5 3,4 3,3
5 x 0,8 70 14 6 4,9 4,2

SPIRAL FLUTE 40° TAP FOR BLIND HOLES E - M

TAP DIN 376

A2182 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

BH

16 x 2,5 125
32

14 11 15,5
20 x 2,5 140 16 12 17,5

A2182 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

BH

12 x 1,75 100 24 9 7 10,2
14 x 2 110 25 11 9 12



A

A.83 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

MASCHI IMBOCCO CORRETTO - M Hard T

Filettatura ISO passo grosso DIN 13
Tolleranza 6H ISO 2
Finitura superficiale TiCN
Prof. Filetto ≤ 2XD
Tipo foro Passante
Imbocco B 4/5
Applicazione Acciaio legato con R da 1100·1300 N/mm²

ART. A2190

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Bronzo Ti6Al4V HTA < 45 < 60

     

DIN 371 DIN 376

MASCHIO DIN 371

A2190 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FP

A2190M6 29,60 6 x 1 80 16 6 4,9 5
A2190M8 37,50 8 x 1,25 90 18 8 6,2 6,8
A2190M10 46,40 10 x 1,5 100 20 10 8 8,5

A2190 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FP

A2190M2 32,40 2 x 0,4 45 7 2,8 2,1 1,6
A2190M3 29,90 3 x 0,5 56 10 3,5 2,7 2,5
A2190M4 30,10 4 x 0,7 63 12 4,5 3,4 3,3
A2190M5 29,60 5 x 0,8 70 14 6 4,9 4,2

MASCHI TAGLIENTI ELICOIDALI 25° - M Hard T

Filettatura ISO passo grosso DIN 13
Tolleranza 6H ISO 2
Finitura superficiale TiCN
Prof. Filetto ≤ 2XD
Tipo foro Cieco
Imbocco C 2/3
Applicazione Acciaio legato con R da 1100·1300 N/mm²

ART. A2195

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Bronzo Ti6Al4V HTA < 45 < 60

    

DIN 371 DIN 376

MASCHIO DIN 371

A2195 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FC

A2195M6 32,30 6 x 1 80 10 6 4,9 5
A2195M8 40,80 8 x 1,25 90 13 8 6,2 6,8
A2195M10 50,80 10 x 1,5 100 15 10 8 8,5

A2195 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FC

A2195M3 32,30 3 x 0,5 56 6 3,5 2,7 2,5
A2195M4 32,30 4 x 0,7 63 7 4,5 3,4 3,3
A2195M5 32,30 5 x 0,8 70 8 6 4,9 4,2

MASCHIO DIN 376

A2190 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FP

A2190M18 114,30 18 x 2,5 125
32

14 11 15,5
A2190M20 149,80 20 x 2,5 140 16 12 17,5

A2190 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FP

A2190M12 59,40 12 x 1,75
110

25
9 7 10,2

A2190M14 76,70 14 x 2 11
9

12
A2190M16 86,00 16 x 2 28 12 14

MASCHIO DIN 376

A2195 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FC

A2195M18 119,40 18 x 2,5 125
25

14 11 15,5
A2195M20 158,20 20 x 2,5 140 16 12 17,5

A2195 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FC

A2195M12 64,70 12 x 1,75
110

18 9 7 10,2
A2195M14 84,40 14 x 2

20
11

9
12

A2195M16 95,00 16 x 2 12 14

A.83Indivisible package  Suggested retail package - Unit price

SPIRAL POINT TAP FOR THROUGH HOLES - M

ISO thread DIN 13 coarse pitch
Tolerance 6H ISO 2
Surface finish TiCN
Thread depth ≤ 2XD
Hole type Through
Chamfer form B 4/5
Application Alloy steel with 1100·1300 N/mm² R

ITEM: A2190

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Bronze Ti6Al4V HTA < 45 < 60

     

DIN 371 DIN 376

TAP DIN 371

A2190 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

TH

6 x 1 80 16 6 4.9 5
8 x 1.25 90 18 8 6.2 6.8
10 x 1.5 100 20 10 8 8.5

A2190 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

TH

2 x 0.4 45 7 2.8 2.1 1.6
3 x 0.5 56 10 3.5 2.7 2.5
4 x 0.7 63 12 4.5 3.4 3.3
5 x 0.8 70 14 6 4.9 4.2

SPIRAL FLUTE 25° TAP FOR BLIND HOLES - M

ISO thread DIN 13 coarse pitch
Tolerance 6H ISO 2
Surface finish TiCN
Thread depth ≤ 2XD
Hole type Blind
Chamfer form C 2/3
Application Alloy steel with 1100·1300 N/mm² R

ITEM: A2195

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Bronze Ti6Al4V HTA < 45 < 60

    

DIN 371 DIN 376

TAP DIN 371

A2195 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

BH

6 x 1 80 10 6 4.9 5
8 x 1.25 90 13 8 6.2 6.8
10 x 1.5 100 15 10 8 8.5

A2195 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

BH

3 x 0.5 56 6 3.5 2.7 2.5
4 x 0.7 63 7 4.5 3.4 3.3
5 x 0.8 70 8 6 4.9 4.2

TAP DIN 376

A2190 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

TH

18 x 2.5 125
32

14 11 15.5
20 x 2.5 140 16 12 17.5

A2190 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

TH

12 x 1.75
110

25
9 7 10.2

14 x 2 11
9

12
16 x 2 28 12 14

TAP DIN 376

A2195 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

BH

18 x 2.5 125
25

14 11 15.5
20 x 2.5 140 16 12 17.5

A2195 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

BH

12 x 1.75
110

18 9 7 10.2
14 x 2

20
11

9
12

16 x 2 12 14



A

A.84 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

MASCHI IMBOCCO CORRETTO - M

Filettatura ISO passo grosso DIN 13
Tolleranza 6H ISO 2
Finitura superficiale Vaporizzato
Prof. Filetto < 2XD
Tipo foro Passante
Imbocco B 4/5
Applicazione Acciaio inossidabile

ART. A2210

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Bronzo Ti6Al4V HTA < 45 < 60

      

DIN 371 DIN 376

MASCHIO DIN 371

A2210 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FP

A2210M5 19,60 5 x 0,8 70 14
6 4,9

4,2
A2210M6 19,90 6 x 1 80 16 5
A2210M8 22,60 8 x 1,25 90 18 8 6,2 6,8
A2210M10 26,70 10 x 1,5 100 20 10 8 8,5

A2210 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FP

A2210M2 21,30 2 x 0,4 45 8
2,8 2,1

1.6
A2210M2,5 18,20 2,5 x 0,45 50 9 1,9
A2210M3 18,20 3 x 0,5 56 10 3,5 2,7 2,5
A2210M4 18,40 4 x 0,7 63 12 4,5 3,4 3,3

MASCHI TAGLIENTI ELICOIDALI 40° - M

Filettatura ISO passo grosso DIN 13
Tolleranza 6H ISO 2
Finitura superficiale Vaporizzato
Prof. Filetto ≤ 2,5XD
Tipo foro Cieco
Imbocco C 2/3
Applicazione Acciaio inossidabile

ART. A2215

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Bronzo Ti6Al4V HTA < 45 < 60

      

DIN 371 DIN 376

MASCHIO DIN 371

A2215 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FC

A2215M5 20,70 5 x 0,8 70 14
6 4,9

4,2
A2215M6 21,10 6 x 1 80 16 5
A2215M8 24,30 8 x 1,25 90 18 8 6,2 6,8
A2215M10 29,60 10 x 1,5 100 20 10 8 8,5

A2215 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FC

A2215M2 21,50 2 x 0,4 45 8
2,8 2,1

1,6
A2215M2,5 26,00 2,5 x 0,45 50 9 1,9
A2215M3 19,90 3 x 0,5 56 10 3,5 2,7 2,5
A2215M4 19,90 4 x 0,7 63 12 4,5 3,4 3,3

MASCHIO DIN 376

A2210 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FP

A2210M22 87,70 22 x 2,5 140 32
18 14,5

19,5
A2210M24 108,60 24 x 3

160 36
21

A2210M27 111,30 27 x 3 20 16 24
A2210M30 123,90 30 x 3,5 180 40 22 18 26,5

A2210 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FP

A2210M12 36,70 12 x 1,75
110

25
9 7 10,2

A2210M14 43,60 14 x 2 11
9

12
A2210M16 48,00 16 x 2 28 12 14
A2210M18 53,30 18 x 2,5 125

32
14 11 15,5

A2210M20 75,10 20 x 2,5 140 16 12 17,5

MASCHIO DIN 376

A2215 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FC

A2215M22 94,20 22 x 2,5 140 24
18 14,5

19,5
A2215M24 103,90 24 x 3

160
28 21

A2215M27 114,10 27 x 3 30 20 16 24
A2215M30 141,90 30 x 3,5 180 34 22 18 26,5

A2215 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FC

A2215M12 36,60 12 x 1,75
110

13 9 7 10,2
A2215M14 46,70 14 x 2

16,5
11

9
12

A2215M16 52,00 16 x 2 12 14
A2215M18 78,80 18 x 2,5 125 20 14 11 15,5
A2215M20 88,10 20 x 2,5 140 22 16 12 17,5

A.84 Indivisible package   Suggested retail package - Unit price

SPIRAL POINT TAP FOR THROUGH HOLES - M

ISO thread DIN 13 coarse pitch
Tolerance 6H ISO 2
Surface finish Steam tempering
Thread depth < 2XD
Hole type Through
Chamfer form B 4/5
Application Stainless steel

ITEM: A2210

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Bronze Ti6Al4V HTA < 45 < 60

      

DIN 371 DIN 376

TAP DIN 371

A2210 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

TH

5 x 0.8 70 14
6 4.9

4.2
6 x 1 80 16 5

8 x 1.25 90 18 8 6.2 6.8
10 x 1.5 100 20 10 8 8.5

A2210 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

TH

2 x 0.4 45 8
2.8 2.1

1.6
2.5 x 0.45 50 9 1.9

3 x 0.5 56 10 3.5 2.7 2.5
4 x 0.7 63 12 4.5 3.4 3.3

SPIRAL FLUTE 40° TAP FOR BLIND HOLES - M

ISO thread DIN 13 coarse pitch
Tolerance 6H ISO 2
Surface finish Steam tempering
Thread depth ≤ 2.5XD
Hole type Blind
Chamfer form C 2/3
Application Stainless steel

ITEM: A2215

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Bronze Ti6Al4V HTA < 45 < 60

      

DIN 371 DIN 376

TAP DIN 371

A2215 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

BH

5 x 0.8 70 14
6 4.9

4.2
6 x 1 80 16 5

8 x 1.25 90 18 8 6.2 6.8
10 x 1.5 100 20 10 8 8.5

A2215 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

BH

2 x 0.4 45 8
2.8 2.1

1.6
2.5 x 0.45 50 9 1.9

3 x 0.5 56 10 3.5 2.7 2.5
4 x 0.7 63 12 4.5 3.4 3.3

TAP DIN 376

A2210 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

TH

22 x 2.5 140 32
18 14.5

19.5
24 x 3

160 36
21

27 x 3 20 16 24
30 x 3.5 180 40 22 18 26.5

A2210 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

TH

12 x 1.75
110

25
9 7 10.2

14 x 2 11
9

12
16 x 2 28 12 14

18 x 2.5 125
32

14 11 15.5
20 x 2.5 140 16 12 17.5

TAP DIN 376

A2215 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

BH

22 x 2.5 140 24
18 14.5

19.5
24 x 3

160
28 21

27 x 3 30 20 16 24
30 x 3.5 180 34 22 18 26.5

A2215 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

BH

12 x 1.75
110

13 9 7 10.2
14 x 2

16.5
11

9
12

16 x 2 12 14
18 x 2.5 125 20 14 11 15.5
20 x 2.5 140 22 16 12 17.5



A

A.85 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

MASCHI IMBOCCO CORRETTO - M

Filettatura ISO passo grosso DIN 13
Tolleranza 6H ISO 2
Finitura superficiale TiNOX
Prof. filetto ≤ 2XD
Tipo foro Passante
Imbocco B 4/5
Applicazione Acciaio inossidabile

ART. A2220

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Bronzo Ti6Al4V HTA < 45 < 60

  

DIN 371 DIN 376

MASCHIO DIN 371

A2220 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FP

A2220M6 26,70 6 x 1 80 16 6 4,9 5
A2220M8 33,20 8 x 1,25 90 18 8 6,2 6,8
A2220M10 39,20 10 x 1,5 100 20 10 8 8,5

A2220 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FP

A2220M3 26,70 3 x 0,5 56 10 3,5 2,7 2,5
A2220M4 26,70 4 x 0,7 63 12 4,5 3,4 3,3
A2220M5 26,70 5 x 0,8 70 14 6 4,9 4,2

MASCHI TAGLIENTI ELICOIDALI 40° - M

Filettatura ISO passo grosso DIN 13
Tolleranza 6H ISO 2
Finitura superficiale TiNOX
Prof. filetto ≤ 2,5XD
Tipo foro Cieco
Imbocco C 2/3 con rastremazione posteriore
Applicazione Acciaio inossidabile

ART. A2225

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Bronzo Ti6Al4V HTA < 45 < 60

  

DIN 371 DIN 376

MASCHIO DIN 371

A2225 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FC

A2225M6 28,50 6 x 1 80 7 6 4,9 5
A2225M8 35,10 8 x 1,25 90 9 8 6,2 6,8
A2225M10 41,90 10 x 1,5 100 11 10 8 8,5

A2225 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FC

A2225M3 28,50 3 x 0,5 56
5

3,5 2,7 2,5
A2225M4 28,50 4 x 0,7 63 4,5 3,4 3,3
A2225M5 28,50 5 x 0,8 70 6,5 6 4,9 4,2

MASCHIO DIN 376

A2220 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FP

A2220M18 87,40 18 x 2,5 125
32

14 11 15,5
A2220M20 118,60 20 x 2,5 140 16 12 17,5

A2220 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FP

A2220M12 48,30 12 x 1,75
110

25
9 7 10,2

A2220M14 62,70 14 x 2 11
9

12
A2220M16 70,60 16 x 2 28 12 14

MASCHIO DIN 376

A2225 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FC

A2225M18 95,00 18 x 2,5 125 20 14 11 15,5
A2225M20 125,40 20 x 2,5 140 22 16 12 17,5

A2225 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FC

A2225M12 51,70 12 x 1,75
110

13 9 7 10,2
A2225M14 67,60 14 x 2

16,5
11

9
12

A2225M16 76,00 16 x 2 12 14

A.85Indivisible package  Suggested retail package - Unit price

SPIRAL POINT TAP FOR THROUGH HOLES - M

ISO thread DIN 13 coarse pitch
Tolerance 6H ISO 2
Surface finish TiNOX
Thread depth ≤ 2XD
Hole type Through
Chamfer form B 4/5
Application Stainless steel

ITEM: A2220

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Bronze Ti6Al4V HTA < 45 < 60

  

DIN 371 DIN 376

TAP DIN 371

A2220 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

TH

6 x 1 80 16 6 4.9 5
8 x 1.25 90 18 8 6.2 6.8
10 x 1.5 100 20 10 8 8.5

A2220 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

TH

3 x 0.5 56 10 3.5 2.7 2.5
4 x 0.7 63 12 4.5 3.4 3.3
5 x 0.8 70 14 6 4.9 4.2

SPIRAL FLUTE 40° TAP FOR BLIND HOLES - M

ISO thread DIN 13 coarse pitch
Tolerance 6H ISO 2
Surface finish TiNOX
Thread depth ≤ 2.5XD
Hole type Blind
Chamfer form C 2/3 back-tapered
Application Stainless steel

ITEM: A2225

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Bronze Ti6Al4V HTA < 45 < 60

  

DIN 371 DIN 376

TAP DIN 371

A2225 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

BH

6 x 1 80 7 6 4.9 5
8 x 1.25 90 9 8 6.2 6.8
10 x 1.5 100 11 10 8 8.5

A2225 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

BH

3 x 0.5 56
5

3.5 2.7 2.5
4 x 0.7 63 4.5 3.4 3.3
5 x 0.8 70 6.5 6 4.9 4.2

TAP DIN 376

A2220 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

TH

18 x 2.5 125
32

14 11 15.5
20 x 2.5 140 16 12 17.5

A2220 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

TH

12 x 1.75
110

25
9 7 10.2

14 x 2 11
9

12
16 x 2 28 12 14

TAP DIN 376

A2225 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

BH

18 x 2.5 125 20 14 11 15.5
20 x 2.5 140 22 16 12 17.5

A2225 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

BH

12 x 1.75
110

13 9 7 10.2
14 x 2

16.5
11

9
12

16 x 2 12 14



A

A.86 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Filettatura ISO passo grosso DIN 13
Tolleranza 6H ISO 2
Finitura superficiale TiNOX +
Prof. filetto ≤ 2XD
Tipo foro Passante
Imbocco B 4/5
Applicazione Acciaio inossidabile con R < 1400 N/mm²

TiNOX+

ART. A2226

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Bronzo Ti6Al4V HTA < 45 < 60

   

DIN 371 DIN 376

MASCHIO DIN 371

A2226 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FP

A2226M6 30,90 6 x 1 80 16 6 4,9 5
A2226M8 33,50 8 x 1,25 90 18 8 6,2 6,8
A2226M10 42,00 10 x 1,5 100 20 10 8 8,5

A2226 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FP

A2226M3 28,40 3 x 0,5 56 10 3,5 2,7 2,5
A2226M4 30,60 4 x 0,7 63 12 4,5 3,4 3,3
A2226M5 30,60 5 x 0,8 70 14 6 4,9 4,2

MASCHI IMBOCCO CORRETTO - M Deep-nox

Filettatura ISO passo grosso DIN 13
Tolleranza 6H ISO 2
Finitura superficiale TiNOX +
Prof. filetto ≤ 2,5XD
Tipo foro Cieco
Imbocco C 2/3
Applicazione Acciaio inossidabile con R < 1400 N/mm²

TiNOX+

ART. A2227

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Bronzo Ti6Al4V HTA < 45 < 60

   

DIN 371 DIN 376

MASCHIO DIN 371

A2227 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FP

A2227M6 30,90 6 x 1 80 10 6 4,9 5
A2227M8 34,90 8 x 1,25 90 13 8 6 6,8
A2227M10 42,00 10 x 1,5 100 15 10 8 8,5

A2227 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FP

A2227M3 29,50 3 x 0,5 56 5 3,5 2,7 2,5
A2227M4 30,60 4 x 0,7 63 7 4,5 3,4 3,3
A2227M5 30,60 5 x 0,8 70 8 6 4,9 4,2

MASCHI TAGLIENTI ELICOIDALI 48° - M Deep-nox

MASCHIO DIN 376

A2226 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FP

A2226M16 83,20 16 x 2 110 28 12 9 14
-

A2226 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FP

A2226M12 52,10 12 x 1,75
110

25 9 7 10,3
A2226M14 71,30 14 x 2 28 11 9 12

MASCHIO DIN 376

A2227 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FP

A2227M16 83,20 16 x 2 110 20 12 9 14
-

A2227 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FP

A2227M12 52,10 12 x 1,75
110

18 9 7 10,3
A2227M14 71,30 14 x 2 20 11 9 12

A.86 Indivisible package   Suggested retail package - Unit price

ISO thread DIN 13 coarse pitch
Tolerance 6H ISO 2
Surface finish TiNOX �
Thread depth ≤ 2XD
Hole type Through
Chamfer form B 4/5
Application Stainless steel with R < 1400 N/mm²

ITEM: A2226

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Bronze Ti6Al4V HTA < 45 < 60

   

DIN 371 DIN 376

TAP DIN 371

A2226 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

TH

6 x 1 80 16 6 4.9 5
8 x 1.25 90 18 8 6.2 6.8
10 x 1.5 100 20 10 8 8.5

A2226 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

TH

3 x 0.5 56 10 3.5 2.7 2.5
4 x 0.7 63 12 4.5 3.4 3.3
5 x 0.8 70 14 6 4.9 4.2

SPIRAL POINT TAP FOR THROUGH HOLES - M

ISO thread DIN 13 coarse pitch
Tolerance 6H ISO 2
Surface finish TiNOX �
Thread depth ≤ 2,5XD
Hole type Blind
Chamfer form C 2/3
Application Stainless steel with R < 1400 N/mm²

ITEM: A2227

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Bronze Ti6Al4V HTA < 45 < 60

   

DIN 371 DIN 376

TAP DIN 371

A2227 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

BH

6 x 1 80 10 6 4.9 5
8 x 1.25 90 13 8 6 6.8
10 x 1.5 100 15 10 8 8.5

A2227 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

BH

3 x 0.5 56 5 3.5 2.7 2.5
4 x 0.7 63 7 4.5 3.4 3.3
5 x 0.8 70 8 6 4.9 4.2

SPIRAL FLUTE 48° TAP FOR BLIND HOLES - M

TAP DIN 376

A2226 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

TH

16 x 2 110 28 12 9 14

A2226 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

TH

12 x 1.75
110

25 9 7 10.3
14 x 2 28 11 9 12

TAP DIN 376

A2227 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

BH

16 x 2 110 20 12 9 14

A2227 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

BH

12 x 1.75
110

18 9 7 10.3
14 x 2 20 11 9 12



A

A.87 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Filettatura ISO passo grosso DIN 13
Tolleranza 6H ISO 2
Finitura superficiale TiN
Prof. filetto ≤ 2XD
Tipo foro Passante
Imbocco B 4/5
Applicazione Acciaio inossidabile

Particolarmente indicato per materialli come Duplex o
Superduplex

ART. A2230

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Bronzo Ti6Al4V HTA < 45 < 60

     

DIN 371 DIN 376

MASCHIO DIN 371

A2230 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FP

A2230M2 27,20 2 x 0,4 45 8 2,8 2,1 1,6
A2230M3 26,40 3 x 0,5 56 10 3,5 2,7 2,5
A2230M4 26,40 4 x 0,7 63 12 4,5 3,4 3,3
A2230M5 26,40 5 x 0,8 70 14 6 4,9 4,2

A2230 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FP

A2230M6 26,40 6 x 1 80 16 6 4,9 5
A2230M8 32,50 8 x 1,25 90 18 8 6,2 6,8
A2230M10 38,70 10 x 1,5 100 20 10 8 8,5

MASCHI IMBOCCO CORRETTO - M

Filettatura ISO passo grosso DIN 13
Tolleranza 6H ISO 2
Finitura superficiale TiN
Prof. filetto ≤ 2,5XD
Tipo foro Cieco
Imbocco C 2/3 con rastremazione posteriore
Applicazione Acciaio inossidabile

Particolarmente indicato per materialli come Duplex o
Superduplex

ART. A2235

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Bronzo Ti6Al4V HTA < 45 < 60

     

DIN 371 DIN 376

MASCHIO DIN 371

A2235 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FC

A2235M2 31,30 2 x 0,4 45 8
2,8 2,1

1,6
A2235M2,5 31,30 2,5 x 0,45 50 9 1,9
A2235M3 28,30 3 x 0,5 56 10 3,5 2,7 2,5
A2235M4 28,30 4 x 0,7 63 12 4,5 3,4 3,3

A2235 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FC

A2235M5 28,30 5 x 0,8 70 14
6 4,9

4,2
A2235M6 28,30 6 x 1 80 16 5
A2235M8 34,90 8 x 1,25 90 18 8 6,2 6,8
A2235M10 41,40 10 x 1,5 100 20 10 8 8,5

MASCHI TAGLIENTI ELICOIDALI 40° - M

MASCHIO DIN 376

A2230 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FP

A2230M12 49,00 12 x 1,75
110

25 9 7 10,2
A2230M16 72,00 16 x 2 28 12 9 14

A2230 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FP

A2230M20 120,70 20 x 2,5 140 32 16 12 17,5
-

MASCHIO DIN 376

A2235 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FC

A2235M12 52,90 12 x 1,75
110

13 9 7 10,2
A2235M16 77,40 16 x 2 28 12 9 14

A2235 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FC

A2235M20 127,90 20 x 2,5
140 32

16 12 17,5
A2235M22 141,20 22 x 2,5 18 14,5 19,5

A.87Indivisible package  Suggested retail package - Unit price

ISO thread DIN 13 coarse pitch
Tolerance 6H ISO 2
Surface finish TiN
Thread depth ≤ 2XD
Hole type Through
Chamfer form B 4/5
Application Stainless steel. Particularly suitable for materials such as

Duplex or Superduplex.

ITEM: A2230

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Bronze Ti6Al4V HTA < 45 < 60

     

DIN 371 DIN 376

TAP DIN 371

A2230 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

TH

2 x 0.4 45 8 2.8 2.1 1.6
3 x 0.5 56 10 3.5 2.7 2.5
4 x 0.7 63 12 4.5 3.4 3.3
5 x 0.8 70 14 6 4.9 4.2

A2230 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

TH

6 x 1 80 16 6 4.9 5
8 x 1.25 90 18 8 6.2 6.8
10 x 1.5 100 20 10 8 8.5

SPIRAL POINT TAP FOR THROUGH HOLES - M

ISO thread DIN 13 coarse pitch
Tolerance 6H ISO 2
Surface finish TiN
Thread depth ≤ 2.5XD
Hole type Blind
Chamfer form C 2/3 back-tapered
Application Stainless steel. Particularly suitable for materials such as

Duplex or Superduplex.

ITEM: A2235

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Bronze Ti6Al4V HTA < 45 < 60

     

DIN 371 DIN 376

TAP DIN 371

A2235 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

BH

2 x 0.4 45 8
2.8 2.1

1.6
2.5 x 0.45 50 9 1.9

3 x 0.5 56 10 3.5 2.7 2.5
4 x 0.7 63 12 4.5 3.4 3.3

A2235 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

BH

5 x 0.8 70 14
6 4.9

4.2
6 x 1 80 16 5

8 x 1.25 90 18 8 6.2 6.8
10 x 1.5 100 20 10 8 8.5

SPIRAL FLUTE 40° TAP FOR BLIND HOLES - M

TAP DIN 376

A2230 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

TH

12 x 1.75
110

25 9 7 10.2
16 x 2 28 12 9 14

A2230 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

TH

20 x 2.5 140 32 16 12 17.5

TAP DIN 376

A2235 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

BH

12 x 1.75
110

13 9 7 10.2
16 x 2 28 12 9 14

A2235 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

BH

20 x 2.5
140 32

16 12 17.5
22 x 2.5 18 14.5 19.5



A

A.88 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Filettatura ISO passo grosso DIN 13
Tolleranza 6HX
Finitura superficiale TiCN
Prof. Filetto ≤ 2XD
Tipo di foro Passante
Imbocco D 4/5
Applicazione Leghe di Titanio con R ≤ 1400 N/mm²

ART. A2245

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Bronzo Ti6Al4V HTA < 45 < 60

  

MASCHIO DIN 371

A2245 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FP

A2245M6 35,30 6 x 1 80 16 6 4,9 5
A2245M8 43,30 8 x 1,5 90 18 8 6,2 6,8
A2245M10 47,30 10 x 1,5 100 20 10 8 8,5

A2245 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FP

A2245M3 32,90 3 x 0,5 56 10 3,5 2,7 2,5
A2245M4 32,90 4 x 0,7 63

13
4,5 3,4 3,3

A2245M5 35,00 5 x 0,8 70 6 4,9 4,2

MASCHI TAGLIENTI ELICOIDALI ELICA SINISTRA 15° - M TI Tap

Filettatura ISO passo grosso DIN 13
Tolleranza 6HX
Finitura superficiale TiCN
Prof. Filetto ≤ 1,5XD
Tipo di foro Cieco
Imbocco C 2/3
Applicazione Leghe di Titanio con R ≤ 1400 N/mm²

ART. A2246

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Bronzo Ti6Al4V HTA < 45 < 60

  

MASCHIO DIN 371

A2246 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FC

A2246M6 36,00 6 x 1 80 10 6 4,9 5
A2246M8 44,20 8 x 1,25 90 13 8 6,2 6,8
A2246M10 48,30 10 x 1,5 100 15 10 8 8,5

A2246 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FC

A2246M3 33,50 3 x 0,5 56 5 3,5 2,7 2,5
A2246M4 33,50 4 x 0,7 63 7 4,5 3,4 3,3
A2246M5 35,70 5 x 0,8 70 8 6 4,9 4,2

MASCHI TAGLIENTI ELICOIDALI 25° - M TI Tap

A.88 Indivisible package   Suggested retail package - Unit price

ISO thread DIN 13 coarse pitch
Tolerance 6HX
Surface finish TiCN
Thread depth ≤ 2XD
Type of hole Through
Chamfer form D 4/5
Application Titanium-base alloys with R ≤ 1400 N/mm²

ITEM: A2245

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Bronze Ti6Al4V HTA < 45 < 60

  

TAP DIN 371

A2245 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

TH

6 x 1 80 16 6 4.9 5
8 x 1.5 90 18 8 6.2 6.8

10 x 1.5 100 20 10 8 8.5

A2245 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

TH

3 x 0.5 56 10 3.5 2.7 2.5
4 x 0.7 63

13
4.5 3.4 3.3

5 x 0.8 70 6 4.9 4.2

SPIRAL FLUTE 15° LEFT-HAND TAP FOR THROUGH HOLES - M

ISO thread DIN 13 coarse pitch
Tolerance 6HX
Surface finish TiCN
Thread depth ≤ 1.5XD
Type of hole Blind
Chamfer form C 2/3
Application Titanium-base alloys with R ≤ 1400 N/mm²

ITEM: A2246

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Bronze Ti6Al4V HTA < 45 < 60

  

TAP DIN 371

A2246 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

BH

6 x 1 80 10 6 4.9 5
8 x 1.25 90 13 8 6.2 6.8
10 x 1.5 100 15 10 8 8.5

A2246 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

BH

3 x 0.5 56 5 3.5 2.7 2.5
4 x 0.7 63 7 4.5 3.4 3.3
5 x 0.8 70 8 6 4.9 4.2

SPIRAL FLUTE 25° RIGHT-HAND TAP FOR BLIND HOLES - M



A

A.89 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

MASCHI TAGLIENTI DIRITTI - M

Filettatura ISO passo grosso DIN 13
Tolleranza 6H ISO 2
Finitura superficiale Lucido
Prof. filetto ≤ 2XD
Tipo foro Passante
Imbocco C 2/3 Denti alternati
Applicazione Alluminio e leghe leggere

ART. A2250

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Bronzo Ti6Al4V HTA < 45 < 60

   

DIN 371 DIN 376

MASCHIO DIN 371

A2250 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FP

A2250M6 23,40 6 x 1 80 16 6 4,9 5
A2250M8 25,30 8 x 1,25 90 18 8 6,2 6,8
A2250M10 30,10 10 x 1,5 100 20 10 8 8,5

A2250 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FP

A2250M3 23,40 3 x 0,5 56 11 3,5 2,7 2,5
A2250M4 23,30 4 x 0,7 63 13 4,5 3,4 3,3
A2250M5 23,30 5 x 0,8 70 15 6 4,9 4,2

MASCHI TAGLIENTI ELICOIDALI 40° - M

Filettatura ISO passo grosso DIN 13
Tolleranza 6H ISO 2
Finitura superficiale Lucido
Prof. filetto ≤ 2,5XD
Tipo foro Cieco
Imbocco C 2/3
Applicazione Alluminio e leghe leggere a truciolo lungo

ART. A2255

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Bronzo Ti6Al4V HTA < 45 < 60

   

DIN 371 DIN 376

MASCHIO DIN 371

A2255 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FC

A2255M5 20,30 5 x 0,8 70 14
6 4,9

4,2
A2255M6 20,50 6 x 1 80 16 5
A2255M8 23,70 8 x 1,25 90 18 8 6,2 6,8
A2255M10 28,50 10 x 1,5 100 20 10 8 8,5

A2255 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FC

A2255M2 19,90 2 x 0,4 45 8
2,8 2,1

1,6
A2255M2,5 18,40 2,5 x 0,45 50 9 2,05
A2255M3 19,20 3 x 0,5 56 10 3,5 2,7 2,5
A2255M4 19,50 4 x 0,7 63 12 4,5 3,4 3,3

MASCHIO DIN 376

A2250 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FP

A2250M16 46,40 16 x 2 110 28 12 9 14
-

A2250 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FP

A2250M12 32,20 12 x 1,75
110 25

9 7 10,2
A2250M14 41,80 14 x 2 11 9 12

MASCHIO DIN 376

A2255 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FC

A2255M14 (48,70) 14 x 2 110 16,5 11 9 12
-

A2255 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FC

A2255M12 38,90 12 x 1,75 110 13 9 7 10,2
-

A.89Indivisible package  Suggested retail package - Unit price

STRAIGHT FLUTE TAP FOR THROUGH HOLES - M

ISO thread DIN 13 coarse pitch
Tolerance 6H ISO 2
Surface finish Bright
Thread depth ≤ 2XD
Hole type Through
Chamfer form C 2/3 Alternate teeth
Application Aluminum and light alloys

ITEM: A2250

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Bronze Ti6Al4V HTA < 45 < 60

   

DIN 371 DIN 376

TAP DIN 371

A2250 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

TH

6 x 1 80 16 6 4.9 5
8 x 1.25 90 18 8 6.2 6.8
10 x 1.5 100 20 10 8 8.5

A2250 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

TH

3 x 0.5 56 11 3.5 2.7 2.5
4 x 0.7 63 13 4.5 3.4 3.3
5 x 0.8 70 15 6 4.9 4.2

SPIRAL FLUTE 40° TAP FOR BLIND HOLES - M

ISO thread DIN 13 coarse pitch
Tolerance 6H ISO 2
Surface finish Bright
Thread depth ≤ 2.5XD
Hole type Blind
Chamfer form C 2/3
Application Aluminum and light alloys with long chips

ITEM: A2255

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Bronze Ti6Al4V HTA < 45 < 60

   

DIN 371 DIN 376

TAP DIN 371

A2255 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

BH

5 x 0.8 70 14
6 4.9

4.2
6 x 1 80 16 5

8 x 1.25 90 18 8 6.2 6.8
10 x 1.5 100 20 10 8 8.5

A2255 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

BH

2 x 0.4 45 8
2.8 2.1

1.6
2.5 x 0.45 50 9 2.05

3 x 0.5 56 10 3.5 2.7 2.5
4 x 0.7 63 12 4.5 3.4 3.3

TAP DIN 376

A2250 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

TH

16 x 2 110 28 12 9 14

A2250 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

TH

12 x 1.75
110 25

9 7 10.2
14 x 2 11 9 12

TAP DIN 376

A2255 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

BH

14 x 2 110 16.5 11 9 12

A2255 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

BH

12 x 1.75 110 13 9 7 10.2



A

A.90 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Filettatura ISO passo grosso DIN 13
Tolleranza 6H ISO 2
Finitura superficiale IPER
Prof. filetto ≤ 2XD
Tipo foro Passante
Imbocco B 4/5 denti alternati
Applicazione Leghe di alluminio con Silicio ≤ 10%

ART. A2260

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Bronzo Ti6Al4V HTA < 45 < 60

    

DIN 371 DIN 376

MASCHIO DIN 371

A2260 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FP

A2260M6 28,00 6 x 1 80 16 6 4,9 5
A2260M8 34,20 8 x 1,25 90 18 8 6,2 6,8
A2260M10 39,80 10 x 1,5 100 20 10 8 8,5

A2260 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FP

A2260M3 27,20 3 x 0,5 56 10 3,5 2,7 2,5
A2260M4 28,00 4 x 0,7 63 13 4,5 3,4 3,3
A2260M5 28,00 5 x 0,8 70 15 6 4,9 4,2

MASCHI IMBOCCO CORRETTO - M Space

Filettatura ISO passo grosso DIN 13
Tolleranza 6H ISO 2
Finitura superficiale IPER
Prof. filetto < 2,5XD
Tipo foro Cieco
Imbocco C 2/3
Applicazione Leghe di alluminio con Silicio ≤ 10%

ART. A2265

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Bronzo Ti6Al4V HTA < 45 < 60

    

DIN 371 DIN 376

MASCHIO DIN 371

A2265 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FC

A2265M6 30,60 6 x 1 80 7 6 4,9 5
A2265M8 35,40 8 x 1,25 90 9 8 6,2 6,8
A2265M10 41,90 10 x 1,5 100 11 10 8 8,5

A2265 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FC

A2265M3 30,60 3 x 0,5 56
5

3,5 2,7 2,5
A2265M4 30,60 4 x 0,7 63 4,5 3,4 3,3
A2265M5 30,60 5 x 0,8 70 6,5 6 4,9 4,2

MASCHI TAGLIENTI ELICOIDALI 40° - M Space

MASCHIO DIN 376

A2260 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FP

A2260M16 72,40 16 x 2 110 28 12 9 14
-

A2260 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FP

A2260M12 50,30 12 x 1,75
110 25

9 7 10,2
A2260M14 64,00 14 x 2 11 9 12

MASCHIO DIN 376

A2265 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FC

A2265M18 94,70 18 x 2,5 125 20 14 11 15,5
A2265M20 125,90 20 x 2,5 140 32 16 12 17,5

A2265 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FC

A2265M12 51,80 12 x 1,75
110

13 9 7 10,2
A2265M14 67,70 14 x 2

16,5
11

9
12

A2265M16 75,70 16 x 2 12 14

A.90 Indivisible package   Suggested retail package - Unit price

ISO thread DIN 13 coarse pitch
Tolerance 6H ISO 2
Surface finish IPER
Thread depth ≤ 2XD
Hole type Through
Chamfer form B 4/5 Alternate teeth
Application Aluminum alloys with silicon ≤ 10%

ITEM: A2260

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Bronze Ti6Al4V HTA < 45 < 60

    

DIN 371 DIN 376

TAP DIN 371

A2260 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

TH

6 x 1 80 16 6 4.9 5
8 x 1.25 90 18 8 6.2 6.8
10 x 1.5 100 20 10 8 8.5

A2260 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

TH

3 x 0.5 56 10 3.5 2.7 2.5
4 x 0.7 63 13 4.5 3.4 3.3
5 x 0.8 70 15 6 4.9 4.2

SPIRAL POINT TAP FOR THROUGH HOLES - M

ISO thread DIN 13 coarse pitch
Tolerance 6H ISO 2
Surface finish IPER
Thread depth < 2.5XD
Hole type Blind
Chamfer form C 2/3
Application Aluminum alloys with silicon ≤ 10%

ITEM: A2265

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Bronze Ti6Al4V HTA < 45 < 60

    

DIN 371 DIN 376

TAP DIN 371

A2265 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

BH

6 x 1 80 7 6 4.9 5
8 x 1.25 90 9 8 6.2 6.8
10 x 1.5 100 11 10 8 8.5

A2265 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

BH

3 x 0.5 56
5

3.5 2.7 2.5
4 x 0.7 63 4.5 3.4 3.3
5 x 0.8 70 6.5 6 4.9 4.2

SPIRAL FLUTE 40° TAP FOR BLIND HOLES - M

TAP DIN 376

A2260 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

TH

16 x 2 110 28 12 9 14

A2260 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

TH

12 x 1.75
110 25

9 7 10.2
14 x 2 11 9 12

TAP DIN 376

A2265 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

BH

18 x 2.5 125 20 14 11 15.5
20 x 2.5 140 32 16 12 17.5

A2265 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

BH

12 x 1.75
110

13 9 7 10.2
14 x 2

16.5
11

9
12

16 x 2 12 14



A

A.91 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

MASCHI TAGLIENTI DIRITTI - M

Filettatura ISO passo grosso DIN 13
Tolleranza 6HX
Finitura superficiale Nitrurato
Prof. Filetto ≤ 2XD
Tipo foro Cieco e passante
Imbocco C 2/3
Applicazione Ghisa, bronzo e ottone

ART. A2310

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Bronzo Ti6Al4V HTA < 45 < 60

   

DIN 371 DIN 376

MASCHIO DIN 371

A2310 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FC
+

FP

A2310M6 17,10 6 x 1 80 16 6 4,9 5
A2310M8 19,10 8 x 1,25 90 18 8 6,2 6,8
A2310M10 23,00 10 x 1,5 100 20 10 8 8,5

A2310 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FC
+

FP

A2310M3 14,40 3 x 0,5 56 11 3,5 2,7 2,5
A2310M4 15,80 4 x 0,7 63 13 4,5 3,4 3,3
A2310M5 16,60 5 x 0,8 70 15 6 4,9 4,2

MASCHI TAGLIENTI DIRITTI - M

Filettatura ISO passo grosso DIN 13
Tolleranza 6HX
Finitura superficiale TiCN
Prof. filetto ≤ 2XD
Tipo foro Cieco e passante
Imbocco C 2/3
Applicazione Ghisa grigia e leghe di alluminio con Silicio � 10%

ART. A2320

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Bronzo Ti6Al4V HTA < 45 < 60

   

DIN 371 DIN 376

MASCHIO DIN 371

A2320 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FC
+

FP

A2320M6 30,60 6 x 1 80 16 6 4,9 5
A2320M8 38,30 8 x 1,25 90 18 8 6,2 6,8
A2320M10 47,90 10 x 1,5 100 20 10 8 8,5

A2320 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FC
+

FP

A2320M3 (30,60) 3 x 0,5 56 11 3,5 2,7 2,5
A2320M4 30,60 4 x 0,7 63 13 4,5 3,4 3,3
A2320M5 30,60 5 x 0,8 70 15 6 4,9 4,2

MASCHIO DIN 376

A2310 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FC
+

FP

A2310M22 (67,70) 22 x 2,5 140 32
18 14,5

19,5
A2310M24 68,90 24 x 3

160 36
21

A2310M27 (83,20) 27 x 3 20 16 24
A2310M30 104,60 30 x 3,5

180 40
22 18 26,5

A2310M33 (131,60) 33 x 3,5 25 20 29,5

A2310 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FC
+

FP

A2310M12 31,00 12 x 1,75
110

25
9 7 10,2

A2310M14 38,90 14 x 2 11
9

12
A2310M16 43,40 16 x 2 28 12 14
A2310M18 (50,20) 18 x 2,5 125

32
14 11 15,5

A2310M20 63,60 20 x 2,5 140 16 12 17,5

MASCHIO DIN 376

A2320 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FC
+

FP

A2320M16 89,30 16 x 2 110 28 12 9 14
-

A2320 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FC
+

FP

A2320M12 61,40 12 x 1,75 110 25 9 7 10,2
-

A.91Indivisible package  Suggested retail package - Unit price

STRAIGHT FLUTE TAP FOR BLIND HOLES - M

ISO thread DIN 13 coarse pitch
Tolerance 6HX
Surface finish Nitrided
Thread depth ≤ 2XD
Hole type Blind and through
Chamfer form C 2/3
Application Cast iron, bronze and brass

ITEM: A2310

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Bronze Ti6Al4V HTA < 45 < 60

   

DIN 371 DIN 376

TAP DIN 371

A2310 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

BH
+

TH

6 x 1 80 16 6 4.9 5
8 x 1.25 90 18 8 6.2 6.8
10 x 1.5 100 20 10 8 8.5

A2310 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

BH
+

TH

3 x 0.5 56 11 3.5 2.7 2.5
4 x 0.7 63 13 4.5 3.4 3.3
5 x 0.8 70 15 6 4.9 4.2

STRAIGHT FLUTE TAP FOR BLIND HOLES - M

ISO thread DIN 13 coarse pitch
Tolerance 6HX
Surface finish TiCN
Thread depth ≤ 2XD
Hole type Blind and through
Chamfer form C 2/3
Application Grey cast iron and aluminum alloys with silicon � 10%

ITEM: A2320

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Bronze Ti6Al4V HTA < 45 < 60

   

DIN 371 DIN 376

TAP DIN 371

A2320 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

BH
+

TH

6 x 1 80 16 6 4.9 5
8 x 1.25 90 18 8 6.2 6.8
10 x 1.5 100 20 10 8 8.5

A2320 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

BH
+

TH

3 x 0.5 56 11 3.5 2.7 2.5
4 x 0.7 63 13 4.5 3.4 3.3
5 x 0.8 70 15 6 4.9 4.2

TAP DIN 376

A2310 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

BH
+

TH

22 x 2.5 140 32
18 14.5

19.5
24 x 3

160 36
21

27 x 3 20 16 24
30 x 3.5

180 40
22 18 26.5

33 x 3.5 25 20 29.5

A2310 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

BH
+

TH

12 x 1.75
110

25
9 7 10.2

14 x 2 11
9

12
16 x 2 28 12 14

18 x 2.5 125
32

14 11 15.5
20 x 2.5 140 16 12 17.5

TAP DIN 376

A2320 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

BH
+

TH

16 x 2 110 28 12 9 14

A2320 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

BH
+

TH

12 x 1.75 110 25 9 7 10.2



A

A.92 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

MASCHI RULLATORI - M

Filettatura ISO passo grosso DIN 13
Tolleranza 6HX
Finitura superficiale TiN
Prof. filetto ≤ 2,5XD
Tipo foro Cieco e passante
Imbocco C 2/3 senza canalini di lubrificazione
Applicazione Acciai al carbonio ed inossidabili fino a R ≤ 800 N/mm², leghe

di alluminio con silicio ≤ 7%

ART. A2350

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Bronzo Ti6Al4V HTA < 45 < 60

      

DIN 371 DIN 376

MASCHIO DIN 371

A2350 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FC
+

FP

A2350M6 34,50 6 x 1 80 16 6 4,9 5,55
A2350M8 41,90 8 x 1,25 90 18 8 6,2 7,40
A2350M10 53,60 10 x 1,5 100 20 10 8 9,30

A2350 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FC
+

FP

A2350M3 33,20 3 x 0,5 56 10 3,5 2,7 2,8
A2350M4 33,20 4 x 0,7 63 12 4,5 3,4 3,7
A2350M5 34,50 5 x 0,8 70 14 6 4,9 4,65

MASCHIO DIN 376

A2350 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FC
+

FP

A2350M16 81,50 16 x 2 110 28 12 9 15,1
-

A2350 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FC
+

FP

A2350M12 61,70 12 x 1,75
110 25

9 7 11,2
A2350M14 68,00 14 x 2 11 9 13,1

mro

Perfect
ergonomics

A.92 Indivisible package   Suggested retail package - Unit price

FORMING TAP FOR BLIND AND THROUGH HOLES - M

ISO thread DIN 13 coarse pitch
Tolerance 6HX
Surface finish TiN
Thread depth ≤ 2.5XD
Hole type Blind and through
Chamfer form C 2/3 without coolant groove
Application Carbon and stainless steel up to R ≤ 800 N/mm², aluminum

alloys with silicon ≤ 7%

ITEM: A2350

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Bronze Ti6Al4V HTA < 45 < 60

      

DIN 371 DIN 376

TAP DIN 371

A2350 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

BH
+

TH

6 x 1 80 16 6 4.9 5.55
8 x 1.25 90 18 8 6.2 7.40
10 x 1.5 100 20 10 8 9.30

A2350 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

BH
+

TH

3 x 0.5 56 10 3.5 2.7 2.8
4 x 0.7 63 12 4.5 3.4 3.7
5 x 0.8 70 14 6 4.9 4.65

TAP DIN 376

A2350 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

BH
+

TH

16 x 2 110 28 12 9 15.1

A2350 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

BH
+

TH

12 x 1.75
110 25

9 7 11.2
14 x 2 11 9 13.1



A

A.93 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

MASCHI RULLATORI - M

Filettatura ISO passo grosso DIN 13
Tolleranza 6GX
Finitura superficiale TiN
Prof. filetto ≤ 2,5XD
Tipo foro Cieco e passante
Imbocco C 2/3 con canalini di lubrificazione
Applicazione Acciai al carbonio ed inossidabili fino a R ≤ 800 N/mm², leghe

di alluminio con silicio ≤ 7%

ART. A2351

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Bronzo Ti6Al4V HTA < 45 < 60

      

MASCHIO DIN 371

A2351 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FC
+

FP

A2351M6 38,60 6 x 1 80 16 6 4,9 5,55
A2351M8 48,20 8 x 1,25 90 18 8 6,2 7,40
A2351M10 61,00 10 x 1,5 100 20 10 8 9,30

A2351 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FC
+

FP

A2351M3 38,60 3 x 0,5 56 10 3,5 2,7 2,8
A2351M4 38,60 4 x 0,7 63 12 4,5 3,4 3,7
A2351M5 38,60 5 x 0,8 70 14 6 4,9 4,65

Filettatura ISO passo grosso DIN 13
Tolleranza 6HX
Finitura superficiale PREMIUM
Prof. filetto ≤ 3XD
Tipo foro Cieco e passante
Imbocco C 2/3 con canalini di lubrificazione
Applicazione Acciai al carbonio ed inossidabili fino a R ≤ 800 N/mm², leghe

di alluminio con silicio ≤ 7%

ART. A2358

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Bronzo Ti6Al4V HTA < 45 < 60

      

DIN 371 DIN 376

MASCHIO DIN 371

A2358 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FC
+

FP

A2358M5 39,10 5 x 0,8 70 14
6 4,9

4,65
A2358M6 39,10 6 x 1 80 16 5,55
A2358M8 48,50 8 x 1,25 90 18 8 6,2 7,40
A2358M10 60,40 10 x 1,5 100 20 10 8 9,30

A2358 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FC
+

FP

A2358M2 57,40 2 x 0,45 45 7
2,8 2,1

1,85
A2358M2,5 41,90 2,5 x 0,45 50 9 2,3
A2358M3 39,60 3 x 0,5 56 10 3,5 2,7 2,8
A2358M4 39,60 4 x 0,7 63 12 4,5 3,4 3,7

MASCHI RULLATORI - M Form

MASCHIO DIN 376

A2358 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FC
+

FP

A2358M16 112,70 16 x 2 110 28 12 9 15,1
-

A2358 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FC
+

FP

A2358M12 70,80 12 x 1,75
110 25

9 7 11,2
A2358M14 90,80 14 x 2 11 9 13,1

A.93Indivisible package  Suggested retail package - Unit price

FORMING TAP FOR BLIND AND THROUGH HOLES - M

ISO thread DIN 13 coarse pitch
Tolerance 6GX
Surface finish TiN
Thread depth ≤ 2.5XD
Hole type Blind and through
Chamfer form C 2/3 with coolant groove
Application Carbon and stainless steel up to R ≤ 800 N/mm², aluminum

alloys with silicon ≤ 7%

ITEM: A2351

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Bronze Ti6Al4V HTA < 45 < 60

      

TAP DIN 371

A2351 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

BH
+

TH

6 x 1 80 16 6 4.9 5.55
8 x 1.25 90 18 8 6.2 7.40
10 x 1.5 100 20 10 8 9.30

A2351 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

BH
+

TH

3 x 0.5 56 10 3.5 2.7 2.8
4 x 0.7 63 12 4.5 3.4 3.7
5 x 0.8 70 14 6 4.9 4.65

ISO thread DIN 13 coarse pitch
Tolerance 6HX
Surface finish PREMIUM
Thread depth ≤ 3XD
Hole type Blind and through
Chamfer form C 2/3 with coolant groove
Application Carbon and stainless steel up to R ≤ 800 N/mm², aluminum

alloys with silicon ≤ 7%

ITEM: A2358

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Bronze Ti6Al4V HTA < 45 < 60

      

DIN 371 DIN 376

TAP DIN 371

A2358 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

BH
+

TH

5 x 0.8 70 14
6 4.9

4.65
6 x 1 80 16 5.55

8 x 1.25 90 18 8 6.2 7.40
10 x 1.5 100 20 10 8 9.30

A2358 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

BH
+

TH

2 x 0,45 45 7
2,8 2,1

1,85
2 x 0.45 50 9 2.3
3 x 0.5 56 10 3.5 2.7 2.8
4 x 0.7 63 12 4.5 3.4 3.7

FORMING TAP FOR BLIND AND THROUGH HOLES - M

TAP DIN 376

A2358 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

BH
+

TH

16 x 2 110 28 12 9 15.1

A2358 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

BH
+

TH

12 x 1.75
110 25

9 7 11.2
14 x 2 11 9 13.1



A

A.94 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

MASCHI RULLATORI - M

Filettatura ISO passo grosso DIN13
Tolleranza 6HX
Finitura Superficiale PERFORM
Prof. Filetto ≤ 2,5XD
Tipo foro Cieco e passante
Imbocco C 2/3 con canalini di lubrificazione

Applicazione Specifico per la lavorazione di tutti i tipi di acciai inossidabili e
di Duplex

ART. A2360

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Bronzo Ti6Al4V HTA < 45 < 60

   

DIN 371 DIN 376

MASCHIO DIN 371

A2360 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FC
+

FP

A2360M8 65,20 8 x 1,25 90 14 8 6,2 7,40
A2360M10 81,50 10 x 1,5 100 16 10 8 9,30

A2360 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FC
+

FP

A2360M4 52,40 4 x 0,7
70

7 4,5 3,4 3,7
A2360M5 52,40 5 x 0,8 8

6 4,9
4,65

A2360M6 52,40 6 x 1 80 10 5,55

MASCHIO DIN 376

A2360 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FC
+

FP

A2360M16 156,40 16 x 2 110 20 12 9 15,1
-

A2360 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FC
+

FP

A2360M12 96,70 12 x 1,75
110

18 9 7 11,2
A2360M14 152,50 14 x 2 20 11 9 13,1

A.94 Indivisible package   Suggested retail package - Unit price

FORMING TAP FOR BLIND THROUGH HOLES - M

ISO thread coarse pitch DIN 13.
Tolerance 6HX
Surface finish PERFORM
Thread depth ≤ 2,5XD
Hole type Blind and through
Chamfer form C 2/3 with coolant groove

Application Specific for the processing of all types of steel stainless and
Duplex

ITEM: A2360

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Bronze Ti6Al4V HTA < 45 < 60

   

DIN 371 DIN 376

TAP DIN 371

A2360 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

BH
+

TH

8 x 1,25 90 14 8 6,2 7,40
10 x 1,5 100 16 10 8 9,30

A2360 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

BH
+

TH

4 x 0,7
70

7 4,5 3,4 3,7
5 x 0,8 8

6 4,9
4,65

6 x 1 80 10 5,55

TAP DIN 376

A2360 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

BH
+

TH

16 x 2 110 20 12 9 15,1

A2360 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

BH
+

TH

12 x 1,75
110

18 9 7 11,2
14 x 2 20 11 9 13,1



A

A.95 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

MASCHI IMBOCCO CORRETTO - MF

Filettatura ISO passo fine DIN 13
Tolleranza 6H ISO 2
Finitura superficiale Vaporizzato
Prof. filetto ≤ 2XD
Tipo foro Passante
Imbocco B 4/5
Applicazione Acciaio e materiali non ferrosi con R fino a 800 N/mm²

ART. A2410

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Bronzo Ti6Al4V HTA < 45 < 60

    

MASCHIO DIN 374

A2410 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FP

A2410MF161,5 46,20 16 x 1,5 100 22 12 9 14,5
A2410MF181 62,90 18 x 1

110

25

14 11
17

A2410MF181,5 58,60 18 x 1,5 16,5
A2410MF201 67,00 20 x 1

125
16 12

19
A2410MF201,5 62,70 20 x 1,5 18,5
A2410MF221 69,50 22 x 1

18 14,5

21
A2410MF221,5 59,70 22 x 1,5 20,5
A2410MF241 78,50 24 x 1

140

23
A2410MF241,5 68,60 24 x 1,5 22,5
A2410MF242 95,50 24 x 2 22
A2410MF271,5 99,80 27 x 1,5

28
20 16

25,5
A2410MF272 113,40 27 x 2 25
A2410MF301,5 114,90 30 x 1,5

150 22 18
28,5

A2410MF302 119,90 30 x 2 28

A2410 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FP

A2410MF40,5 21,50 4 x 0,5 63 10 2,8 2,1 3,5
A2410MF50,5 21,50 5 x 0,5 70 12 3,5 2,7 4,5
A2410MF60,75 26,90 6 x 0,75

80
14 4,5 3,4 5,2

A2410MF80,75 29,90 8 x 0,75
16 6 4,9

7,2
A2410MF81 25,90 8 x 1 90 7
A2410MF100,75 35,80 10 x 0,75

100
18 7 5,5

9,2
A2410MF101 28,40 10 x 1 9
A2410MF101,25 32,50 10 x 1,25 8,8
A2410MF121 32,90 12 x 1

22

9 7
11

A2410MF121,25 37,00 12 x 1,25 10,8
A2410MF121,5 31,10 12 x 1,5 110 10,5
A2410MF141 44,60 14 x 1

100
11

9

13
A2410MF141,25 34,30 14 x 1,25 12,8
A2410MF141,5 41,90 14 x 1,5 12,5
A2410MF161 47,90 16 x 1 12 15

MASCHI TAGLIENTI ELICOIDALI 40° - MF

Filettatura ISO passo fine DIN 13
Tolleranza 6H ISO 2
Finitura superficiale Vaporizzato
Prof. filetto ≤ 2,5XD
Tipo foro Cieco
Imbocco C 2/3
Applicazione Acciaio bassa e media resistenza con R fino a 800 N/mm²

ART. A2415

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Bronzo Ti6Al4V HTA < 45 < 60

    

MASCHIO DIN 374

A2415 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FC

A2415MF181,5 64,90 18 x 1,5 110 13 14 11 16,5
A2415MF201,5 70,60 20 x 1,5

125
14 16 12 18,5

A2415MF221,5 77,10 22 x 1,5 16
18 14,5

20,5
A2415MF241,5 91,10 24 x 1,5

140

18 22,5
A2415MF261,5 119,70 26 x 1,5

20 20
16

24,5
A2415MF271,5 129,60 27 x 1,5 25,5
A2415MF281,5 150,40 28 x 1,5 26 26,5
A2415MF301,5 171,60 30 x 1,5 150 22 22 18 28,5

A2415 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FC

A2415MF60,75 29,50 6 x 0,75 80 6 4,5 3,4 5,2
A2415MF81 28,20 8 x 1

90 8
6 4,9 7

A2415MF101 31,20 10 x 1
7 5,5

9
A2415MF101,25 32,50 10 x 1,25

100

9 8,8
A2415MF121 41,00 12 x 1

11 9 7
11A2415MF121,25 37,70 12 x 1,25

A2415MF121,5 35,20 12 x 1,5 10,5
A2415MF141,5 46,60 14 x 1,5

12,5
11

9
12,5

A2415MF161,5 52,90 16 x 1,5 12 14,5

A.95Indivisible package  Suggested retail package - Unit price

SPIRAL POINT TAP FOR THROUGH HOLES - MF

ISO thread DIN 13 fine pitch
Tolerance 6H ISO 2
Surface finish Steam tempering
Thread depth ≤ 2XD
Hole type Through
Chamfer form B 4/5
Application Steel and non ferrous materials with R up to 800 N/mm²

ITEM: A2410

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Bronze Ti6Al4V HTA < 45 < 60

    

TAP DIN 374

A2410 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

TH

16 x 1.5 100 22 12 9 14.5
18 x 1

110

25

14 11
17

18 x 1.5 16.5
20 x 1

125
16 12

19
20 x 1.5 18.5
22 x 1

18 14.5

21
22 x 1.5 20.5
24 x 1

140

23
24 x 1.5 22.5
24 x 2 22

27 x 1.5

28
20 16

25.5
27 x 2 25

30 x 1.5
150 22 18

28.5
30 x 2 28

A2410 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

TH

4 x 0.5 63 10 2.8 2.1 3.5
5 x 0.5 70 12 3.5 2.7 4.5

6 x 0.75
80

14 4.5 3.4 5.2
8 x 0.75

16 6 4.9
7.2

8 x 1 90 7
10 x 0.75

100
18 7 5.5

9.2
10 x 1 9

10 x 1.25 8.8
12 x 1

22

9 7
11

12 x 1.25 10.8
12 x 1.5 110 10.5
14 x 1

100
11

9

13
14 x 1.25 12.8
14 x 1.5 12.5
16 x 1 12 15

SPIRAL FLUTE 40° TAP FOR BLIND HOLES - MF

ISO thread DIN 13 fine pitch
Tolerance 6H ISO 2
Surface finish Steam tempering
Thread depth ≤ 2.5XD
Hole type Blind
Chamfer form C 2/3
Application Low and medium resistance steel with R up to 800 N/mm²

ITEM: A2415

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Bronze Ti6Al4V HTA < 45 < 60

    

TAP DIN 374

A2415 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

BH

18 x 1.5 110 13 14 11 16.5
20 x 1.5

125
14 16 12 18.5

22 x 1.5 16
18 14.5

20.5
24 x 1.5

140

18 22.5
26 x 1.5

20 20
16

24.5
27 x 1.5 25.5
28 x 1.5 26 26.5
30 x 1.5 150 22 22 18 28.5

A2415 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

BH

6 x 0.75 80 6 4.5 3.4 5.2
8 x 1

90 8
6 4.9 7

10 x 1
7 5.5

9
10 x 1.25

100

9 8.8
12 x 1

11 9 7
11

12 x 1.25
12 x 1.5 10.5
14 x 1.5

12.5
11

9
12.5

16 x 1.5 12 14.5



A

A.96 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

MASCHI IMBOCCO CORRETTO - MF

Filettatura ISO passo fine DIN 13
Tolleranza 6H ISO 2
Finitura superficiale TiN
Prof. filetto ≤ 2XD
Tipo foro Passante
Imbocco B 4/5
Applicazione Acciaiodacostruzioneerame,ottoneconRfinoa800N/mm²

ART. A2432

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Bronzo Ti6Al4V HTA < 45 < 60

     

MASCHIO DIN 374

A2432 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FP

A2432MF141,25 56,30 14 x 1,25
100 22

11
9

12,8
A2432MF141,5 54,90 14 x 1,5 12,5
A2432MF161,5 60,60 16 x 1,5 12 14,5
A2432MF181,5 76,00 18 x 1,5 110

25
14 11 16,5

A2432MF201,5 102,70 20 x 1,5 125 16 12 18,5

A2432 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FP

A2432MF60,75 30,50 6 x 0,75 80 14 4,5 3,4 5,2
A2432MF81 32,70 8 x 1 90 16 6 4,9 7
A2432MF101 36,10 10 x 1

100
18 7 5,5

9
A2432MF101,25 35,30 10 x 1,25 8,8
A2432MF121 42,70 12 x 1

22 9 7
11

A2432MF121,5 41,70 12 x 1,5 110 10,5

MASCHI TAGLIENTI ELICOIDALI 40° - MF

Filettatura ISO passo fine DIN 13
Tolleranza 6H ISO 2
Finitura superficiale TiN
Prof. filetto ≤ 2,5XD
Tipo foro Cieco
Imbocco C 2/3
Applicazione Acciaio bassa e media resistenza con R fino a 800 N/mm²

ART. A2425

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Bronzo Ti6Al4V HTA < 45 < 60

     

MASCHIO DIN 374

A2425 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FC

A2425MF121,5 47,60 12 x 1,5
100

11 9 7 10,5
A2425MF141,5 62,00 14 x 1,5

12,5
11

9
12,5

A2425MF161,5 68,70 16 x 1,5 12 14,5
A2425MF181,5 84,80 18 x 1,5 110 13 14 11 16,5
A2425MF201,5 114,80 20 x 1,5 125 14 16 12 18,5

A2425 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FC

A2425MF60,75 35,50 6 x 0,75 80 6 4,5 3,4 5,2
A2425MF81 37,30 8 x 1

90 8
6 4,9 7

A2425MF101 41,00 10 x 1
7 5,5

9
A2425MF101,25 40,00 10 x 1,25

100
9 8,8

A2425MF121 57,00 12 x 1
11 9 7

11
A2425MF121,25 47,60 12 x 1,25 10,8

MASCHI TAGLIENTI DIRITTI FILETTATURA SINISTRA - MF

Filettatura ISO passo fine DIN 13
Tolleranza 6H LH ISO 2
Finitura superficiale Lucido
Prof. Filetto ≤ 2XD
Tipo foro Cieco
Imbocco C 2/3
Applicazione Lavorazione di acciai media e bassa resistenza con R fino

a 800 N/mm²

ART. A2420

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Bronzo Ti6Al4V HTA < 45 < 60

     

MASCHIO DIN 374

A2420 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FC

A2420MF121,5 35,30 12 x 1,5
100 22

9 7 10,5
A2420MF141,5 46,10 14 x 1,5 11

9
12,5

A2420MF161,5 51,40 16 x 1,5 12 14,5
A2420MF181,5 68,60 18 x 1,5 110

25
14 11 16,5

A2420MF201,5 78,50 20 x 1,5 125 16 12 18,5

A2420 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FC

A2420MF60,75 31,40 6 x 0,75 80 14 4,5 3,4 5,2
A2420MF81 29,30 8 x 1

90
16 6 4,9 7

A2420MF101 30,20 10 x 1
18 7 5,5

9
A2420MF101,25 29,30 10 x 1,25

100
8,8

A2420MF121,25 35,30 12 x 1,25 22 9 7 10,8

A.96 Indivisible package   Suggested retail package - Unit price

SPIRAL POINT TAP FOR THROUGH HOLES - MF

ISO thread DIN 13 fine pitch
Tolerance 6H ISO 2
Surface finish TiN
Thread depth ≤ 2XD
Hole type Through
Chamfer form B 4/5
Application Structural steel and copper, brass with R up to 800 N/mm²

ITEM: A2432

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Bronze Ti6Al4V HTA < 45 < 60

     

TAP DIN 374

A2432 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

TH

14 x 1.25
100 22

11
9

12.8
14 x 1.5 12.5
16 x 1.5 12 14.5
18 x 1.5 110

25
14 11 16.5

20 x 1.5 125 16 12 18.5

A2432 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

TH

6 x 0.75 80 14 4.5 3.4 5.2
8 x 1 90 16 6 4.9 7
10 x 1

100
18 7 5.5

9
10 x 1.25 8.8

12 x 1
22 9 7

11
12 x 1.5 110 10.5

SPIRAL FLUTE 40° TAP FOR BLIND HOLES - MF

ISO thread DIN 13 fine pitch
Tolerance 6H ISO 2
Surface finish TiN
Thread depth ≤ 2.5XD
Hole type Blind
Chamfer form C 2/3
Application Low and medium resistance steel with R up to 800 N/mm²

ITEM: A2425

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Bronze Ti6Al4V HTA < 45 < 60

     

TAP DIN 374

A2425 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

BH

12 x 1.5
100

11 9 7 10.5
14 x 1.5

12.5
11

9
12.5

16 x 1.5 12 14.5
18 x 1.5 110 13 14 11 16.5
20 x 1.5 125 14 16 12 18.5

A2425 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

BH

6 x 0.75 80 6 4.5 3.4 5.2
8 x 1

90 8
6 4.9 7

10 x 1
7 5.5

9
10 x 1.25

100
9 8.8

12 x 1
11 9 7

11
12 x 1.25 10.8

STRAIGHT FLUTE TAP FOR BLIND HOLES LEFT-HAND THREAD - MF

ISO thread DIN 13 fine pitch
Tolerance 6H LH ISO 2
Surface finish Bright
Thread depth ≤ 2XD
Hole type Blind
Chamfer form C 2/3
Application Low and medium resistance steel with R up to 800 N/mm²

ITEM: A2420

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Bronze Ti6Al4V HTA < 45 < 60

     

TAP DIN 374

A2420 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

BH

12 x 1.5
100 22

9 7 10.5
14 x 1.5 11

9
12.5

16 x 1.5 12 14.5
18 x 1.5 110

25
14 11 16.5

20 x 1.5 125 16 12 18.5

A2420 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

BH

6 x 0.75 80 14 4.5 3.4 5.2
8 x 1

90
16 6 4.9 7

10 x 1
18 7 5.5

9
10 x 1.25

100
8.8

12 x 1.25 22 9 7 10.8



A

A.97 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

MASCHI IMBOCCO CORRETTO - MF

Filettatura ISO passo fine DIN 13
Tolleranza 6H ISO 2
Finitura superficiale TiNOX
Prof. filetto ≤ 2XD
Tipo foro Passante
Imbocco B 4/5
Applicazione Acciai con medio-alta resistenza e Duplex

ART. A2430

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Bronzo Ti6Al4V HTA < 45 < 60

  

MASCHIO DIN 374

A2430 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FP

A2430MF121,5 50,50 12 x 1,5
100 22

9 7 10,5
A2430MF141,5 66,70 14 x 1,5 11

9
12,5

A2430MF161,5 73,30 16 x 1,5 12 14,5
A2430MF181,5 91,60 18 x 1,5 110

25
14 11 16,5

A2430MF201,5 126,90 20 x 1,5 125 16 12 18,5

A2430 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FP

A2430MF81 39,80 8 x 1
90

16 6 4,9 7
A2430MF101 43,90 10 x 1

18 7 5,5
9

A2430MF101,25 42,70 10 x 1,25
100

8,8
A2430MF121 52,40 12 x 1

22 9 7
11

A2430MF121,25 50,50 12 x 1,25 10,8

MASCHI TAGLIENTI ELICOIDALI 40° - MF

Filettatura ISO passo fine DIN 13
Tolleranza 6H ISO 2
Finitura superficiale TiNOX
Prof. filetto ≤ 2,5XD
Tipo foro Cieco
Imbocco C 2/3
Applicazione Acciai con medio-alta resistenza e Duplex

ART. A2435

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Bronzo Ti6Al4V HTA < 45 < 60

  

MASCHIO DIN 374

A2435 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FC

A2435MF141,5 73,20 14 x 1,5
100 12,5

11
9

12,5
A2435MF161,5 80,80 16 x 1,5 12 14,5
A2435MF181,5 101,90 18 x 1,5 110 13 14 11 16,5
A2435MF201,5 137,90 20 x 1,5 125 14 16 12 18,5

A2435 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FC

A2435MF81 44,00 8 x 1
90 8

6 4,9 7
A2435MF101 48,40 10 x 1

7 5,5
9

A2435MF101,25 47,10 10 x 1,25
100

9 8,8
A2435MF121,25 55,80 12 x 1,25

11 9 7
10,8

A2435MF121,5 55,80 12 x 1,5 10,5

MASCHI TAGLIENTI ELICOIDALI 40° - MF

Filettatura ISO passo fine DIN 13
Tolleranza 6HX
Finitura superficiale IPER
Prof. Filetto ≤ 2,5XD
Tipo foro Cieco
Imbocco C 2/3
Applicazione Lavorazione con elevate performances di acciai medio-alto

legati con resistenza ≤ 1100 N/mm²

ART. A2445

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Bronzo Ti6Al4V HTA < 45 < 60

          

MASCHIO DIN 374

A2445 Cod. Tec. GR04
Euro

d x p
mm

L
mm

I
mm

d3
mm

s
mm

Preforo
mm

FC

A2445121,25 78,90 12 x 1,25

100

14
9 7,0

10,8
A2445121,5 76,20 12 x 1,5 15 10,5
A2445141,5 103,30 14 x 1,5

16
11

9,0
12,5

A2445161,5 114,10 16 x 1,5 12 14,5

A2445 Cod. Tec. GR04
Euro

d x p
mm

L
mm

I
mm

d3
mm

s
mm

Preforo
mm

FC

A2445MF81 55,50 8 x 1
90 12

6 4,9 7,0
A2445MF101 64,10 10 x 1

7 5,5
9,0

A2445101,25 62,40 10 x 1,25
100 14

8,8
A2445121 82,40 12 x 1 9 7,0 11

A.97Indivisible package  Suggested retail package - Unit price

SPIRAL POINT TAP FOR THROUGH HOLES - MF

ISO thread DIN 13 fine pitch
Tolerance 6H ISO 2
Surface finish TiNOX
Thread depth ≤ 2XD
Hole type Through
Chamfer form B 4/5
Application Medium-high resistance steel and Duplex

ITEM: A2430

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Bronze Ti6Al4V HTA < 45 < 60

  

TAP DIN 374

A2430 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

TH

12 x 1.5
100 22

9 7 10.5
14 x 1.5 11

9
12.5

16 x 1.5 12 14.5
18 x 1.5 110

25
14 11 16.5

20 x 1.5 125 16 12 18.5

A2430 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

TH

8 x 1
90

16 6 4.9 7
10 x 1

18 7 5.5
9

10 x 1.25
100

8.8
12 x 1

22 9 7
11

12 x 1.25 10.8

SPIRAL FLUTE 40° TAP FOR BLIND HOLES - MF

ISO thread DIN 13 fine pitch
Tolerance 6H ISO 2
Surface finish TiNOX
Thread depth ≤ 2.5XD
Hole type Blind
Chamfer form C 2/3
Application Medium-high resistance steel and Duplex

ITEM: A2435

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Bronze Ti6Al4V HTA < 45 < 60

  

TAP DIN 374

A2435 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

BH

14 x 1.5
100 12.5

11
9

12.5
16 x 1.5 12 14.5
18 x 1.5 110 13 14 11 16.5
20 x 1.5 125 14 16 12 18.5

A2435 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

BH

8 x 1
90 8

6 4.9 7
10 x 1

7 5.5
9

10 x 1.25
100

9 8.8
12 x 1.25

11 9 7
10.8

12 x 1.5 10.5

SPIRAL FLUTE 40° TAP FOR BLIND HOLES - MF

ISO thread DIN 13 fine pitch
Tolerance 6HX
Surface finish IPER
Thread depth ≤ 2,5XD
Hole type Blind
Chamfer form C 2/3
Application High performance on medium/high alloy steels with

resistance ≤ 1100 N/mm²

ITEM: A2445

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Bronze Ti6Al4V HTA < 45 < 60

          

TAP DIN 374

A2445 Tech. Code d x p
mm

L
mm

I
mm

d3
mm

s
mm

Tapping Hole
mm

BH

12 x 1.25

100

14
9 7.0

10.8
12 x 1.5 15 10.5
14 x 1.5

16
11

9.0
12.5

16 x 1.5 12 14.5

A2445 Tech. Code d x p
mm

L
mm

I
mm

d3
mm

s
mm

Tapping Hole
mm

BH

8 x 1
90 12

6 4.9 7.0
10 x 1

7 5.5
9.0

10 x 1.25
100 14

8.8
12 x 1 9 7.0 11



A

A.98 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

MASCHI IMBOCCO CORRETTO - MF

Filettatura ISO passo fine DIN 13
Tolleranza 6H ISO 2
Finitura superficiale Nitrurato e vaporizzato
Prof. Filetto ≤ 2XD
Tipo foro Passante
Imbocco B 4/5
Applicazione Maschi per applicazioni universali.

ART. A2450

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Bronzo Ti6Al4V HTA < 45 < 60

        

MASCHIO DIN 374

A2450 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FP

A2450MF161,5 79,30 16 x 1,5 100 22 12 9 14,5
A2450MF181,5 89,70 18 x 1,5 110

25
14 11 16,5

A2450MF201,5 105,10 20 x 1,5
125

16 12 18,5
A2450MF221,5 113,40 22 x 1,5

18 14,5
20,5

A2450MF241,5 130,20 24 x 1,5 140 27 22,5

A2450 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FP

A2450MF060,75 44,20 6 x 0,75 80 13 4,5 3,4 5,2
A2450MF081 44,20 8 x 1

90
17 6 4,9 7

A2450MF101 44,80 10 x 1
18

7 5,5 9
A2450MF121 58,70 12 x 1

100
9 7

11
A2450MF121,5 50,30 12 x 1,5

22
10,5

A2450MF141,5 65,10 14 x 1,5 11 9 12,5

MASCHI TAGLIENTI ELICOIDALI 40° - MF

Filettatura ISO passo fine DIN 13
Tolleranza 6H ISO 2
Finitura superficiale Nitrurato e vaporizzato
Prof. Filetto < 2,5XD
Tipo foro Cieco
Imbocco C 2/3 con rastremazione posteriore
Applicazione Maschi per applicazioni universali.

ART. A2455

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Bronzo Ti6Al4V HTA < 45 < 60

        

MASCHIO DIN 374

A2455 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FC

A2455MF161,5 90,80 16 x 1,5 100 15 12 9 14,5
A2455MF181,5 99,50 18 x 1,5 110

17
14 11 16,5

A2455MF201,5 115,80 20 x 1,5
125

16 12 18,5
A2455MF221,5 136,90 22 x 1,5

18 14,5
20,5

A2455MF241,5 148,70 24 x 1,5 140 20 22,5

A2455 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FC

A2455MF060,75 47,40 6 x 0,75 80 8 4,5 3,4 5,2
A2455MF081 47,40 8 x 1

90 10
6 4,9 7

A2455MF101 50,00 10 x 1 7 5,5 9
A2455MF121 61,20 12 x 1

100
11

9 7
11

A2455MF121,5 56,60 12 x 1,5
15

10,5
A2455MF141,5 74,40 14 x 1,5 11 9 12,5

A.98 Indivisible package   Suggested retail package - Unit price

SPIRAL POINT TAP FOR THROUGH HOLES- MF

ISO thread DIN 13 coarse pitch
Tolerance 6H ISO 2
Surface finish Nitrided and steam tempering
Thread depth ≤ 2XD
Hole type Through
Chamfer form B 4/5
Application Taps for universal application.

ITEM: A2450

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Bronze Ti6Al4V HTA < 45 < 60

        

TAP DIN 374

A2450 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

TH

16 x 1,5 100 22 12 9 14,5
18 x 1,5 110

25
14 11 16,5

20 x 1,5
125

16 12 18,5
22 x 1,5

18 14,5
20,5

24 x 1,5 140 27 22,5

A2450 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

TH

6 x 0,75 80 13 4,5 3,4 5,2
8 x 1

90
17 6 4,9 7

10 x 1
18

7 5,5 9
12 x 1

100
9 7

11
12 x 1,5

22
10,5

14 x 1,5 11 9 12,5

SPIRAL FLUTE 40° TAP FOR BLIND HOLES - MF

ISO thread DIN 13 coarse pitch
Tolerance 6H ISO 2
Surface finish Nitrided and steam tempering
Thread depth < 2,5XD
Hole type Blind
Chamfer form C 2/3 with rear taper
Application Taps for universal application.

ITEM: A2455

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Bronze Ti6Al4V HTA < 45 < 60

        

TAP DIN 374

A2455 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

BH

16 x 1,5 100 15 12 9 14,5
18 x 1,5 110

17
14 11 16,5

20 x 1,5
125

16 12 18,5
22 x 1,5

18 14,5
20,5

24 x 1,5 140 20 22,5

A2455 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

BH

6 x 0,75 80 8 4,5 3,4 5,2
8 x 1

90 10
6 4,9 7

10 x 1 7 5,5 9
12 x 1

100
11

9 7
11

12 x 1,5
15

10,5
14 x 1,5 11 9 12,5



A

A.99 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

MASCHI RULLATORI - MF

Filettatura ISO passo fine DIN13
Tolleranza 6HX
Finitura Superficiale TiN
Prof. Filetto ≤ 2,5XD
Tipo foro Cieco e passante
Imbocco C 2/3 con canalini di lubrificazione

Applicazione Acciai al carbonio ed inossidabili fino a R ≤ 800 N/mm², leghe
di alluminio con Si ≤ 7%

ART. A2457
371/4

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Bronzo Ti6Al4V HTA < 45 < 60

      

DIN 371 DIN 374

MASCHIO DIN 371

A2457 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FC
+

FP

A2457MF101,25 74,30 10 x 1,25 100 20 10 8 9,4
-

A2457 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FC
+

FP

A2457MF081 69,40 8 x 1
90 18

8 6,2 7,5
A2457MF101 79,90 10 x 1 10 8 9,5

MASCHIO DIN 374

A2457 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FC
+

FP

A2457M141,5 125,80 14 x 1,5
100 22

11
9

13,3
A2457M161 172,50 16 x 1

12
15

A2457M161,5 158,00 16 x 1,5 15,3

A2457 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FC
+

FP

A2457MF121 101,40 12 x 1

100 22
9 7

11,5
A2457MF121,25 95,30 12 x 1,25 11,4
A2457MF121,5 95,30 12 x 1,5 11,3
A2457M141 132,50 14 x 1 11 9 13

Il prodotto è disponibile nel CAP K

GUANTI IN POLIESTERE SPALMATI IN POLIURETANO

Cod. Tec. Taglia Taglia EU

K23106 S 6

K23107 M 7

K23108 L 8

K23109 XL 9

Prodotti correlati

A.99Indivisible package  Suggested retail package - Unit price

FORMING TAP FOR BLIND THROUGH HOLES - MF

ISO thread fine pitch DIN13
Tolerance 6HX
Surface finish TiN
Thread depth ≤ 2,5XD
Hole type Blind and through
Chamfer form C 2/3 with coolant grooves

Application Carbon and stainless steel up to R ≤ 800 N/mm², aluminum
alloys with silicon ≤ 7%

ITEM: A2457

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Bronze Ti6Al4V HTA < 45 < 60

      

DIN 371 DIN 374

TAP DIN 371

A2457 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

BH
+

TH

10 x 1,25 100 20 10 8 9,4

A2457 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

BH
+

TH

8 x 1
90 18

8 6,2 7,5
10 x 1 10 8 9,5

TAP DIN 374

A2457 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

BH
+

TH

14 x 1,5
100 22

11
9

13,3
16 x 1

12
15

16 x 1,5 15,3

A2457 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

BH
+

TH

12 x 1

100 22
9 7

11,5
12 x 1,25 11,4
12 x 1,5 11,3
14 x 1 11 9 13

The products are available in chapter K

GLOVES IN CONTINUOUS POLYESTER WIRE POLYURETHANE COATED

Tech. Code Size EU size

S 6

M 7

L 8

XL 9

Related products



A

A.100 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

MASCHI TAGLIENTI ELICOIDALI 40° - UNC

Filettatura Americana passo grosso UNC
Tolleranza 2 B
Finitura superficiale Lucido
Prof. filetto ≤ 2,5XD
Tipo foro Cieco
Imbocco C 2/3
Applicazione Uso generico

ART. A2515

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Bronzo Ti6Al4V HTA < 45 < 60

        

MASCHIO DIN 2184

A2515 Cod. Tec. GR04
Euro UNC Passo TPI

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FC

A2515UNC9/16 59,70 9/16” 12
110

28 11
9

12,25
A2515UNC5/8 57,30 5/8” 11 30 12 13,5
A2515UNC3/4 72,70 3/4” 10 125 32 14 11 16,5
A2515UNC7/8 90,70 7/8” 9 140 34

18
14,5 19,5

A2515UNC1 128,20 1” 8 160 38 16 22,25

A2515 Cod. Tec. GR04
Euro UNC Passo TPI

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FC

A2515UNC1/4 27,60 1/4” 20 80 18 7 5,5 5,2
A2515UNC5/16 28,80 5/16” 18 90 20 6 4,9 6,6
A2515UNC3/8 29,70 3/8” 16

100
22 7 5,5 8

A2515UNC7/16 38,40 7/16” 14 24 8 6,2 9,4
A2515UNC1/2 38,40 1/2” 13 110 26 9 7 10,75

MASCHI TAGLIENTI ELICOIDALI 40° - UNC

Filettatura Americana passo grosso UNC
Tolleranza 2 B
Finitura superficiale TiNOX
Prof. filetto ≤ 2,5XD
Tipo foro Cieco
Imbocco C 2/3
Applicazione Acciaio inossidabile

ART. A2520

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Bronzo Ti6Al4V HTA < 45 < 60

  

MASCHIO DIN 2184

A2520 Cod. Tec. GR04
Euro UNC Passo TPI

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FC

A2520UNC1/2 59,70 1/2” 13
110

15 9 7 10,75
A2520UNC5/8 86,20 5/8” 11 18 12 9 13,5
A2520UNC3/4 130,00 3/4” 10 125 21 14 11 16,5

A2520 Cod. Tec. GR04
Euro UNC Passo TPI

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FC

A2520UNC1/4 40,60 1/4” 20 80 8 7 5,5 5,2
A2520UNC5/16 (42,50) 5/16" 18 90 13 6 4,9 6,6
A2520UNC3/8 48,00 3/8” 16

100
11 7 5,5 8

A2520UNC7/16 (52,10) 7/16" 14 17 8 6,2 9,4

MASCHI IMBOCCO CORRETTO - UNC

Filettatura Americana passo grosso UNC
Tolleranza 2 B
Finitura superficiale Lucido
Prof. filetto ≤ 2XD
Tipo foro Passante
Imbocco B 4/5
Applicazione Uso generico

ART. A2510

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Bronzo Ti6Al4V HTA < 45 < 60

        

MASCHIO DIN 2184

A2510 Cod. Tec. GR04
Euro UNC Passo TPI

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FP

A2510UNC9/16 59,00 9/16” 12
110

28 11
9

12,25
A2510UNC5/8 56,20 5/8” 11 30 12 13,5
A2510UNC3/4 71,80 3/4” 10 125 32 14 11 16,5
A2510UNC7/8 89,40 7/8” 9 140 34

18
14,5 19,5

A2510UNC1 128,20 1” 8 160 38 16 22,25

A2510 Cod. Tec. GR04
Euro UNC Passo TPI

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FP

A2510UNC1/4 27,50 1/4” 20 80 18 7 5,5 5,2
A2510UNC5/16 28,30 5/16” 18 90 20 6 4,9 6,6
A2510UNC3/8 29,10 3/8” 16

100
22 7 5,5 8

A2510UNC7/16 38,10 7/16” 14 24 8 6,2 9,4
A2510UNC1/2 38,10 1/2” 13 110 26 9 7 10,75

A.100 Indivisible package   Suggested retail package - Unit price

SPIRAL FLUTE 40° TAP FOR BLIND HOLES - UNC

UNC American thread
Tolerance 2 B
Surface finish Bright
Thread depth ≤ 2.5XD
Hole type Blind
Chamfer form C 2/3
Application General application

ITEM: A2515

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Bronze Ti6Al4V HTA < 45 < 60

        

TAP DIN 2184

A2515 Tech. Code UNC
N° threads

per inch
L

mm
l

mm
d3
mm

s
mm

Tapping hole
mm

BH

9/16” 12
110

28 11
9

12.25
5/8” 11 30 12 13.5
3/4” 10 125 32 14 11 16.5
7/8” 9 140 34

18
14.5 19.5

1” 8 160 38 16 22.25

A2515 Tech. Code UNC
N° threads

per inch
L

mm
l

mm
d3
mm

s
mm

Tapping hole
mm

BH

1/4” 20 80 18 7 3.4 5.2
5/16” 18 90 20 6 4.9 6.6
3/8” 16

100
22 7 5.5 8

7/16” 14 24 8 6.2 9.4
1/2” 13 110 26 9 7 10.75

SPIRAL FLUTE 40° TAP FOR BLIND HOLES - UNC

UNC American thread
Tolerance 2 B
Surface finish TiNOX
Thread depth ≤ 2.5XD
Hole type Blind
Chamfer form C 2/3
Application Stainless steel

ITEM: A2520

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Bronze Ti6Al4V HTA < 45 < 60

  

TAP DIN 2184

A2520 Tech. Code UNC
N° threads

per inch
L

mm
l

mm
d3
mm

s
mm

Tapping hole
mm

BH

1/2” 13
110

15 9 7 10.75
5/8” 11 18 12 9 13.5
3/4” 10 125 21 14 11 16.5

A2520 Tech. Code UNC
N° threads

per inch
L

mm
l

mm
d3
mm

s
mm

Tapping hole
mm

BH

1/4” 20 80 8 7 5.5 5.2
5/16" 18 90 13 6 4,9 6,6
3/8” 16

100
11 7 5.5 8

7/16" 14 17 8 6,2 9,4

SPIRAL POINT TAP FOR THROUGH HOLES - UNC

UNC American thread
Tolerance 2 B
Surface finish Bright
Thread depth ≤ 2XD
Hole type Through
Chamfer form B 4/5
Application General application

ITEM: A2510

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Bronze Ti6Al4V HTA < 45 < 60

        

TAP DIN 2184

A2510 Tech. Code UNC
N° threads

per inch
L

mm
l

mm
d3
mm

s
mm

Tapping hole
mm

TH

9/16” 12
110

28 11
9

12.25
5/8” 11 30 12 13.5
3/4” 10 125 32 10 11 16.5
7/8” 9 140 34

18
14.5 19.5

1” 8 160 38 16 22.25

A2510 Tech. Code UNC
N° threads

per inch
L

mm
l

mm
d3
mm

s
mm

Tapping hole
mm

TH

1/4” 20 80 18 7 5.5 5.2
5/16” 18 90 20 6 4.9 6.6
3/8” 16

100
22 7 5.5 8

7/16” 14 24 8 6.2 9.4
1/2” 13 110 26 9 7 10.75



A

A.101 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

MASCHI IMBOCCO CORRETTO - UNF

Filettatura americana passo fine UNF
Tolleranza 2 B
Finitura superficiale Lucido
Prof. filetto ≤ 2XD
Tipo foro Passante
Imbocco B 4/5
Applicazione Uso generico

ART. A2550

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Bronzo Ti6Al4V HTA < 45 < 60

        

MASCHIO DIN 2184

A2550 Cod. Tec. GR04
Euro UNF Passo TPI

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FP

A2550UNF9/16 64,40 9/16”
18 100 21

11
9

12,9
A2550UNF5/8 61,00 5/8” 12 14,5
A2550UNF3/4 79,30 3/4” 16 125 25 14 11 17,5
A2550UNF7/8 96,50 7/8” 14

140 28 18 14,5
20,4

A2550UNF1 142,80 1” 12 23,3

A2550 Cod. Tec. GR04
Euro UNF Passo TPI

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FP

A2550UNF1/4 29,70 1/4” 28 80 16 7 5,5 5,5
A2550UNF5/16 30,90 5/16”

24
90 18 6 4,9 6,9

A2550UNF3/8 31,50 3/8”
100

24 7 5,5 8,5
A2550UNF7/16 41,80 7/16”

20
22 8 6,2 9,9

A2550UNF1/2 41,80 1/2” 21 9 7 11,5

MASCHI TAGLIENTI ELICOIDALI 40° - UNF

Filettatura ISO passo fine UNF
Tolleranza 2 B
Finitura superficiale Lucido
Prof. filetto ≤ 2,5XD
Tipo foro Cieco
Imbocco C 2/3
Applicazione Uso generico

ART. A2555

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Bronzo Ti6Al4V HTA < 45 < 60

        

MASCHIO DIN 2184

A2555 Cod. Tec. GR04
Euro UNF Passo TPI

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FC

A2555UNF9/16 65,40 9/16”
18 100 21

11
9

12,9
A2555UNF5/8 61,90 5/8” 12 14,5
A2555UNF3/4 80,90 3/4” 16 125 25 14 11 17,5
A2555UNF7/8 98,30 7/8” 14

140 28 18 14,5
20,4

A2555UNF1 144,90 1” 12 23,3

A2555 Cod. Tec. GR04
Euro UNF Passo TPI

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FC

A2555UNF1/4 30,20 1/4” 28 80
18

7 5,5 5,5
A2555UNF5/16 31,50 5/16”

24
90 6 4,9 6,9

A2555UNF3/8 31,90 3/8”
100

24 7 5,5 8,5
A2555UNF7/16 42,50 7/16”

20
22 8 6,2 9,9

A2555UNF1/2 42,50 1/2” 21 9 7 11,5

MASCHI TAGLIENTI ELICOIDALI 40° - UNF

Filettatura ISO passo fine UNF
Tolleranza 2 B
Finitura superficiale TiNOX
Prof. filetto ≤ 2,5XD
Tipo foro Cieco
Imbocco C 2/3
Applicazione Acciaio inossidablie

ART. A2560

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Bronzo Ti6Al4V HTA < 45 < 60

  

MASCHIO DIN 2184

A2560 Cod. Tec. GR04
Euro UNF Passo TPI

L
mm

I
mm

d3
mm

s
mm

Preforo
mm

FC

A2560UNF5/8 100,60 5/8" 18 100 16,0 12 9,0 14,5
A2560UNF3/4 155,60 3/4" 16 110 18,0 14 11,0 17,5

A2560 Cod. Tec. GR04
Euro UNF Passo TPI

L
mm

I
mm

d3
mm

s
mm

Preforo
mm

FC

A2560UNF1/4 43,80 1/4" 28 80 10,0
7 5,5

5,5
A2560UNF3/8 53,70 3/8" 24 90 12,0 8,5
A2560UNF1/2 70,60 1/2" 20 100 14,5 9 7,0 11,5

A.101Indivisible package  Suggested retail package - Unit price

SPIRAL POINT TAP FOR THROUGH HOLES - UNF

UNF American thread
Tolerance 2 B
Surface finish Bright
Thread depth ≤ 2XD
Hole type Through
Chamfer form B 4/5
Application General application

ITEM: A2550

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Bronze Ti6Al4V HTA < 45 < 60

        

TAP DIN 2184

A2550 Tech. Code UNF
N° threads

per inch
L

mm
l

mm
d3
mm

s
mm

Tapping hole
mm

TH

9/16”
18 100 21

11
9

12.9
5/8” 12 14.5
3/4” 16 125 25 14 11 17.5
7/8” 14

140 28 18 14.5
20.4

1” 12 23.3

A2550 Tech. Code UNF
N° threads

per inch
L

mm
l

mm
d3
mm

s
mm

Tapping hole
mm

TH

1/4” 28 80 16 7 5.5 5.5
5/16”

24
90 18 6 4.9 6.9

3/8”
100

24 7 5.5 8.5
7/16”

20
22 8 6.2 9.9

1/2” 21 9 7 11.5

SPIRAL FLUTE 40° TAP FOR BLIND HOLES - UNF

UNF ISO thread
Tolerance 2 B
Surface finish Bright
Thread depth ≤ 2.5XD
Hole type Blind
Chamfer form C 2/3
Application General application

ITEM: A2555

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Bronze Ti6Al4V HTA < 45 < 60

        

TAP DIN 2184

A2555 Tech. Code UNF
N° threads

per inch
L

mm
l

mm
d3
mm

s
mm

Tapping hole
mm

BH

9/16”
18 100 21

11
9

12.9
5/8” 12 14.5
3/4” 16 125 25 14 11 17.5
7/8” 14

140 28 18 14.5
20.4

1” 12 23.3

A2555 Tech. Code UNF
N° threads

per inch
L

mm
l

mm
d3
mm

s
mm

Tapping hole
mm

BH

1/4” 28 80
18

7 5.5 5.5
5/16”

24
90 6 4.9 6.9

3/8”
100

24 7 5.5 8.5
7/16”

20
22 8 6.2 9.9

1/2” 21 9 7 11.5

SPIRAL FLUTE 40° TAP FOR BLIND HOLES - UNF

UNF ISO thread-fine pitch
Tolerance 2 B
Surface finish TiNOX
Thread depth ≤ 2,5XD
Hole type Blind
Chamfer form C 2/3
Application Stainless steel

ITEM: A2560

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Bronze Ti6Al4V HTA < 45 < 60

  

TAP DIN 2184

A2560 Tech. Code UNF
N° threads

per inch
L

mm
I

mm
d3
mm

s
mm

Tapping Hole
mm

BH

5/8" 18 100 16.0 12 9.0 14.5
3/4" 16 110 18.0 14 11.0 17.5

A2560 Tech. Code UNF
N° threads

per inch
L

mm
I

mm
d3
mm

s
mm

Tapping Hole
mm

BH

1/4" 28 80 10.0
7 5.5

5.5
3/8" 24 90 12.0 8.5
1/2" 20 100 14.5 9 7.0 11.5



A

A.102 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

MASCHI IMBOCCO CORRETTO - GAS

Filettatura GAS cilindrica
Tolleranza ISO 5969
Finitura superficiale Lucido
Prof. filetto ≤ 2XD
Tipo foro Passante
Imbocco B 4/5
Applicazione Acciai medio legati e inossidabili

ART. A2610

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Bronzo Ti6Al4V HTA < 45 < 60

        

MASCHIO DIN 5156

A2610 Cod. Tec. GR04
Euro G Passo TPI L

mm
l

mm
d3
mm

s
mm

Preforo
mm

FP

A2610GAS7/8 (130,60) 7/8” 14 150 28 22 18 28,25
A2610GAS1 163,40 1”

11

160
30

25 20 30,75
A2610GAS11/8 241,40 1-1/8”

170
28 22 35,5

A2610GAS11/4 304,20 1-1/4” 32 24 39,5
A2610GAS11/2 398,70 1-1/2” 190 32 36 29 45,2

A2610 Cod. Tec. GR04
Euro G Passo TPI

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FP

A2610GAS1/8 26,90 1/8” 28 90 20 7 5,5 8,8
A2610GAS1/4 35,90 1/4”

19 100 21
11

9
11,8

A2610GAS3/8 45,80 3/8” 12 15,3
A2610GAS1/2 61,30 1/2”

14
125

24 16 12 19
A2610GAS5/8 77,30 5/8” 25 18 14,5 21
A2610GAS3/4 104,40 3/4” 140 28 20 16 24,5

MASCHI TAGLIENTI ELICOIDALI 15° - GAS

Filettatura GAS cilindrica
Tolleranza ISO 5969
Finitura superficiale Lucido
Prof. filetto ≤ 2,5XD
Tipo foro Cieco
Imbocco C 2/3
Applicazione Uso generico

ART. A2615

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Bronzo Ti6Al4V HTA < 45 < 60

      

MASCHIO DIN 5156

A2615 Cod. Tec. GR04
Euro G Passo TPI L

mm
l

mm
d3
mm

s
mm

Preforo
mm

FC

A2615GAS1 158,20 1”

11

160
30

25 20 30,75
A2615GAS11/8 (179,20) 1-1/8”

170
28 22 35,5

A2615GAS11/4 217,70 1-1/4” 32 24 39,5
A2615GAS11/2 298,30 1-1/2”

190 32
36 29 45,2

A2615GAS13/4 (485,50) 1-3/4” 40 32 51,4
A2615GAS2 568,80 2” 220 40

45 35
57,2

A2615GAS21/2 (886,60) 2-1/2” 250 50 72,8

A2615 Cod. Tec. GR04
Euro G Passo TPI L

mm
l

mm
d3
mm

s
mm

Preforo
mm

FC

A2615GAS1/8 31,50 1/8” 28 90 20 7 5,5 8,8
A2615GAS1/4 43,50 1/4”

19 100 21
11

9
11,8

A2615GAS3/8 51,50 3/8” 12 15,3
A2615GAS1/2 68,80 1/2”

14
125

24 16 12 19
A2615GAS5/8 88,20 5/8” 25 18 14,5 21
A2615GAS3/4 113,30 3/4” 140

28
20

16
24,5

A2615GAS7/8 131,60 7/8” 150 22 28,25

A.102 Indivisible package   Suggested retail package - Unit price

SPIRAL POINT TAP FOR THROUGH HOLES - BSP

Cylindrical BSP thread
Tolerance ISO 5969
Surface finish Bright
Thread depth ≤ 2XD
Hole type Through
Chamfer form B 4/5
Application Medium alloy and stainless steels

ITEM: A2610

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Bronze Ti6Al4V HTA < 45 < 60

        

TAP DIN 5156

A2610 Tech. Code G
N° threads

per inch
L

mm
l

mm
d3
mm

s
mm

Tapping hole
mm

TH

7/8” 14 150 28 22 18 28.25
1”

11

160
30

25 20 30.75
1-1/8”

170
28 22 35.5

1-1/4” 32 24 39.5
1-1/2” 190 32 36 29 45.2

A2610 Tech. Code G
N° threads

per inch
L

mm
l

mm
d3
mm

s
mm

Tapping hole
mm

TH

1/8” 28 90 20 7 5.5 8.8
1/4”

19 100 21
11

9
11.8

3/8” 12 15.3
1/2”

14
125

24 16 12 19
5/8” 25 18 14.5 21
3/4” 140 28 20 16 24.5

SPIRAL FLUTE 15° TAP FOR BLIND HOLES - BSP

Cylindrical BSP thread
Tolerance ISO 5969
Surface finish Bright
Thread depth ≤ 2.5XD
Hole type Blind
Chamfer form C 2/3
Application General application

ITEM: A2615

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Bronze Ti6Al4V HTA < 45 < 60

      

TAP DIN 5156

A2615 Tech. Code G
N° threads

per inch
L

mm
l

mm
d3
mm

s
mm

Tapping hole
mm

BH

1”

11

160
30

25 20 30.75
1-1/8”

170
28 22 35.5

1-1/4” 32 24 39.5
1-1/2”

190 32
36 29 45.2

1-3/4” 40 32 51.4
2” 220 40

45 35
57.2

2-1/2” 250 50 72.8

A2615 Tech. Code G
N° threads

per inch
L

mm
l

mm
d3
mm

s
mm

Tapping hole
mm

BH

1/8” 28 90 20 7 5.5 8.8
1/4”

19 100 21
11

9
11.8

3/8” 12 15.3
1/2”

14
125

24 16 12 19
5/8” 25 18 14.5 21
3/4” 140

28
20

16
24.5

7/8” 150 22 28.25



A

A.103 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

MASCHI IMBOCCO CORRETTO - GAS

Filettatura GAS cilindrica
Tolleranza ISO 5969
Finitura superficiale TiNOX
Prof. filetto ≤ 2XD
Tipo foro Passante
Imbocco B 4/5
Applicazione Acciaio inossidabile

ART. A2620

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Bronzo Ti6Al4V HTA < 45 < 60

  

MASCHIO DIN 5156

A2620 Cod. Tec. GR04
Euro G Passo TPI L

mm
l

mm
d3
mm

s
mm

Preforo
mm

FP

A2620GAS5/8 (122,40) 5/8”
14

125 25 18 14,5 21
A2620GAS3/4 181,00 3/4” 140 28 20 16 24,5
A2620GAS1 253,00 1” 11 160 30 25 20 30,75

A2620 Cod. Tec. GR04
Euro G Passo TPI L

mm
l

mm
d3
mm

s
mm

Preforo
mm

FP

A2620GAS1/8 38,70 1/8” 28 90 20 7 5,5 8,8
A2620GAS1/4 54,40 1/4”

19 100 21
11

9
11,8

A2620GAS3/8 65,30 3/8” 12 15,3
A2620GAS1/2 103,00 1/2” 14 125 24 16 12 19

MASCHI IMBOCCO CORRETTO - GAS

Filettatura GAS cilindrica
Tolleranza ISO 228
Finitura superficiale Nitrurato e vaporizzato
Prof. filetto < 2XD
Tipo foro Passante
Imbocco B 4/5
Applicazione Maschi per applicazioni universali.

ART. A2611

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Bronzo Ti6Al4V HTA < 45 < 60

        

MASCHIO DIN 5156

A2611 Cod. Tec. GR04
Euro G Passo TPI L

mm
l

mm
d3
mm

s
mm

Preforo
mm

FP

A2611GAS1/2 81,40 1/2"
14

125 25 16 12 19
A2611GAS3/4 128,30 3/4" 140 28 20 16 24,5

A2611 Cod. Tec. GR04
Euro G Passo TPI L

mm
l

mm
d3
mm

s
mm

Preforo
mm

FP

A2611GAS1/8 37,00 1/8" 28 90 18 7 5,5 8,8
A2611GAS1/4 50,20 1/4"

19 100 22
11

9
11,8

A2611GAS3/8 62,40 3/8" 12 15,25

MASCHI TAGLIENTI ELICOIDALI 40° - GAS

Filettatura GAS cilindrica
Tolleranza ISO 228
Finitura superficiale Nitrurato e vaporizzato
Prof. filetto < 2,5XD
Tipo foro Cieco
Imbocco C 2/3 con rastremazione posteriore
Applicazione Maschi per applicazioni universali.

ART. A2616

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Bronzo Ti6Al4V HTA < 45 < 60

        

MASCHIO DIN 5156

A2616 Cod. Tec. GR04
Euro G Passo TPI L

mm
l

mm
d3
mm

s
mm

Preforo
mm

FC

A2616GAS1/2 95,90 1/2"
14

125 17 16 12 19
A2616GAS3/4 155,70 3/4" 140 20 20 16 24,5

A2616 Cod. Tec. GR04
Euro G Passo TPI L

mm
l

mm
d3
mm

s
mm

Preforo
mm

FC

A2616GAS1/8 40,50 1/8" 28 90 10 7 5,5 8,8
A2616GAS1/4 53,80 1/4"

19 100 15
11

9
11,8

A2616GAS3/8 67,80 3/8" 12 15,25

A.103Indivisible package  Suggested retail package - Unit price

SPIRAL POINT TAP FOR THROUGH HOLES - BSP

Cylindrical BSP thread
Tolerance ISO 5969
Surface finish TiNOX
Thread depth ≤ 2XD
Hole type Through
Chamfer form B 4/5
Application Stainless steel

ITEM: A2620

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Bronze Ti6Al4V HTA < 45 < 60

  

TAP DIN 5156

A2620 Tech. Code G
N° threads

per inch
L

mm
l

mm
d3
mm

s
mm

Tapping hole
mm

TH

5/8”
14

125 25 18 14.5 21
3/4” 140 28 20 16 24.5
1” 11 160 30 25 20 30.75

A2620 Tech. Code G
N° threads

per inch
L

mm
l

mm
d3
mm

s
mm

Tapping hole
mm

TH

1/8” 28 90 20 7 5.5 8.8
1/4”

19 100 21
11

9
11.8

3/8” 12 15.3
1/2” 14 125 24 16 12 19

SPIRAL POINT TAP FOR THROUGH HOLES - BSP

Cylindrical GAS thread
Tolerance ISO 228
Surface finish Nitrided and steam tempering
Thread depth < 2XD
Hole type Through
Chamfer form B 4/5
Application Taps for universal application.

ITEM: A2611

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Bronze Ti6Al4V HTA < 45 < 60

        

TAP DIN 5156

A2611 Tech. Code G
N° threads

per inch
L

mm
l

mm
d3
mm

s
mm

Tapping hole
mm

TH

1/2"
14

125 25 16 12 19
3/4" 140 28 20 16 24,5

A2611 Tech. Code G
N° threads

per inch
L

mm
l

mm
d3
mm

s
mm

Tapping hole
mm

TH

1/8" 28 90 18 7 5,5 8,8
1/4"

19 100 22
11

9
11,8

3/8" 12 15,25

SPIRAL FLUTE 40° TAP FOR BLIND HOLES - BSP

Cylindrical GAS thread
Tolerance ISO 228
Surface finish Nitrided and steam tempering
Thread depth < 2,5XD
Hole type Blind
Chamfer form C 2/3 with rear taper
Application Taps for universal application.

ITEM: A2616

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Bronze Ti6Al4V HTA < 45 < 60

        

TAP DIN 5156

A2616 Tech. Code G
N° threads

per inch
L

mm
l

mm
d3
mm

s
mm

Tapping hole
mm

BH

1/2"
14

125 17 16 12 19
3/4" 140 20 20 16 24,5

A2616 Tech. Code G
N° threads

per inch
L

mm
l

mm
d3
mm

s
mm

Tapping hole
mm

BH

1/8" 28 90 10 7 5,5 8,8
1/4"

19 100 15
11

9
11,8

3/8" 12 15,25



A

A.104 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

MASCHI TAGLIENTI ELICOIDALI 40° - GAS

Filettatura GAS cilindrica
Tolleranza ISO 5969
Finitura superficiale TiNOX
Prof. filetto ≤ 2,5XD
Tipo foro Cieco
Imbocco C 2/3
Applicazione Acciaio inossidabile

ART. A2625

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Bronzo Ti6Al4V HTA < 45 < 60

  

MASCHIO DIN 5156

A2625 Cod. Tec. GR04
Euro G Passo TPI L

mm
l

mm
d3
mm

s
mm

Preforo
mm

FC

A2625GAS5/8 138,90 5/8”
14

125 25 18 14,5 21
A2625GAS3/4 204,00 3/4” 140 28 20 16 24,5
A2625GAS1 287,00 1” 11 160 30 25 20 30,75

A2625 Cod. Tec. GR04
Euro G Passo TPI L

mm
l

mm
d3
mm

s
mm

Preforo
mm

FC

A2625GAS1/8 43,70 1/8” 28 90 20 7 5,5 8,8
A2625GAS1/4 61,50 1/4”

19 100 21
11

9
11,8

A2625GAS3/8 74,20 3/8” 12 15,3
A2625GAS1/2 116,90 1/2” 14 125 24 16 12 19

MASCHI RULLATORI - GAS

Filettatura GAS cilindrica
Tolleranza ISO 5969
Finitura superficiale TiN
Prof. filetto ≤ 2,5XD
Tipo foro Cieco e passante
Imbocco C 2/3 con canalini di lubrificazione
Applicazione Acciai al carbonio ed inossidabili fino a R ≤ 800 N/mm², leghe

di alluminio con Silicio ≤ 7%

ART. A2640

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Bronzo Ti6Al4V HTA < 45 < 60

      

MASCHIO DIN 2189

A2640 Cod. Tec. GR04
Euro G Passo TPI L

mm
l

mm
d3
mm

s
mm

Preforo
mm

FC
+

FP

A2640GAS3/8 91,70 3/8” 19 100 22 12 9 16
A2640GAS1/2 120,50 1/2” 14 125 25 16 12 20

A2640 Cod. Tec. GR04
Euro G Passo TPI L

mm
l

mm
d3
mm

s
mm

Preforo
mm

FC
+

FP

A2640GAS1/8 62,80 1/8” 28 90 18 7 5,5 9,25
A2640GAS1/4 73,10 1/4” 19 100 22 11 9 12,5

A.104 Indivisible package   Suggested retail package - Unit price

SPIRAL FLUTE 40° TAP FOR BLIND HOLES - BSP

Cylindrical BSP thread
Tolerance ISO 5969
Surface finish TiNOX
Thread depth ≤ 2.5XD
Hole type Blind
Chamfer form C 2/3
Application Stainless steel

ITEM: A2625

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Bronze Ti6Al4V HTA < 45 < 60

  

TAP DIN 5156

A2625 Tech. Code G
N° threads per

inch
L

mm
l

mm
d3
mm

s
mm

Tapping hole
mm

BH

5/8”
14

125 25 18 14.5 21
3/4” 140 28 20 16 24.5
1” 11 160 30 25 20 30.75

A2625 Tech. Code G
N° threads per

inch
L

mm
l

mm
d3
mm

s
mm

Tapping hole
mm

BH

1/8” 28 90 20 7 5.5 8.8
1/4”

19 100 21
11

9
11.8

3/8” 12 15.3
1/2” 14 125 24 16 12 19

FORMING TAP FOR BLIND AND THROUGH HOLES - BSP

Cylindrical BSP thread
Tolerance ISO 5969
Surface finish TiN
Thread depth ≤ 2.5XD
Hole type Blind and through
Chamfer form C 2/3 with coolant grooves
Application Carbon and stainless steel up to R ≤ 800 N/mm², aluminum

alloys with silicon ≤ 7%

ITEM: A2640

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Bronze Ti6Al4V HTA < 45 < 60

      

TAP DIN 2189

A2640 Tech. Code G
N° threads

per inch
L

mm
l

mm
d3
mm

s
mm

Tapping hole
mm

BH
+

TH

3/8” 19 100 22 12 9 16
1/2” 14 125 25 16 12 20

A2640 Tech. Code G
N° threads

per inch
L

mm
l

mm
d3
mm

s
mm

Tapping hole
mm

BH
+

TH

1/8” 28 90 18 7 5.5 9.25
1/4” 19 100 22 11 9 12.5



A

A.105 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

MASCHI TAGLIENTI DIRITTI - NPT

Filettatura conica NPT conicità 1:16
Finitura superficiale Lucido
Prof. filetto ≤ 1,5XD
Tipo foro Cieco e passante
Imbocco C 2/3
Applicazione Uso generico

ART. A2650

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Bronzo Ti6Al4V HTA < 45 < 60

         

MASCHIO NDF

A2650 Cod. Tec. GR04
Euro NPT Passo TPI

L
mm

l
mm

d3
mm

s
mm

FC
+

FP

A2650NPT3/4 96,20 3/4” 14 100 24 20 16
A2650NPT1 135,90 1”

11,1/2

110 30 25 20
A2650NPT11/4 (215,40) 1-1/4” 125

32
32 24

A2650NPT11/2 (281,50) 1-1/2” 140 36 29
A2650NPT2 (390,50) 2” 160 34 45 35

A2650 Cod. Tec. GR04
Euro NPT Passo TPI

L
mm

l
mm

d3
mm

s
mm

FC
+

FP

A2650NPT1/16 38,80 1/16”
27

63
12

6 4,9
A2650NPT1/8 33,00 1/8” 7 5,5
A2650NPT1/4 48,10 1/4”

18 18
11

9A2650NPT3/8 50,60 3/8” 70 12
A2650NPT1/2 63,90 1/2” 14 80 23 16 12

MASCHI TAGLIENTI DIRITTI - PG

Finitura superficiale Lucido
Tipo foro Cieco e passante
Prof. filetto ≤ 1,5XD
Imbocco C 2/3
Applicazione Acciaio bassa e media resistenza ≤ 800 N/mm²

ART. A2660

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Bronzo Ti6Al4V HTA < 45 < 60

 

MASCHIO DIN 40432

A2660 Cod. Tec. GR01
Euro PG

d x p
mm

L
mm

l
mm

d3
mm

s
mm

FC
+

FP

A2660PG13,5 99,40 13,5 20,4 x 18
80

22
16 19

A2660PG16 113,90 16 22,5 x 18 18 21,25
A2660PG21 123,30 21 28,3 x 16 90 22 27

A2660 Cod. Tec. GR01
Euro PG

d x p
mm

L
mm

l
mm

d3
mm

s
mm

FC
+

FP

A2660PG7 52,20 7 12,5 x 20
70 20

9 11,4
A2660PG9 67,70 9 15,2 x 18 12 14
A2660PG11 78,90 11 18,6 x 18 80 22 14 17,25

A.105Indivisible package  Suggested retail package - Unit price

STRAIGHT FLUTE TAP FOR BLIND AND THROUGH HOLES - NPT

NPT tapered thread taper ratio 1:16
Surface finish Bright
Hole type Blind and through
Thread depth ≤ 1.5XD
Chamfer form C 2/3
Application General application

ITEM: A2650

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Bronze Ti6Al4V HTA < 45 < 60

         

TAP NDF

A2650 Tech. Code NPT
N° threads

per inch
L

mm
l

mm
d3
mm

s
mm

BH
+

TH

3/4” 14 100 24 20 16
1”

11.1/2

110 30 25 20
1-1/4” 125

32
32 24

1-1/2” 140 36 29
2” 160 34 45 35

A2650 Tech. Code NPT
N° threads

per inch
L

mm
l

mm
d3
mm

s
mm

BH
+

TH

1/16”
27

63
12

6 4.9
1/8” 7 5.5
1/4”

18 18
11

9
3/8” 70 12
1/2” 14 80 23 16 12

STRAIGHT FLUTE TAP FOR BLIND AND THROUGH HOLES - PG

Surface finish Bright
Hole type Blind and through
Thread depth ≤ 1.5XD
Chamfer form C 2/3
Application Low to medium resistance steel ≤ 800 N/mm²

ITEM: A2660

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Bronze Ti6Al4V HTA < 45 < 60

 

TAP DIN 40432

A2660 Tech. Code PG
d x p
mm

L
mm

l
mm

d3
mm

s
mm

BH
+

TH

13.5 20.4 x 18
80

22
16 19

16 22.5 x 18 18 21.25
21 28.3 x 16 90 22 27

A2660 Tech. Code PG
d x p
mm

L
mm

l
mm

d3
mm

s
mm

BH
+

TH

7 12.5 x 20
70 20

9 11.4
9 15.2 x 18 12 14
11 18.6 x 18 80 22 14 17.25



A

A.106 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

NOTE TECNICHE PER FILETTI RIPORTATI

Per filetti riportati Foratura
D mm

 esterno reale
D1 mm

M3 x 0.50 3.20 3.65

M4 x 0.70 4.20 4.91

M5 x 0.80 5.20 60.4

M6 x 1.00 6.30 7.30

M8 x 1.25 8.40 9.62

M10 x 1.50 10.50 11.95

M12 x 1.75 12.50 14.27

M16 x 2.00 16.50 18.60

MASCHI TAGLIENTI ELICOIDALI 40° PER FILETTI RIPORTATI - EG - M

Filettatura ISO passo grosso - DIN 13
Tolleranza FR 6H
Finitura superficiale Lucido
Prof. filetto ≤ 2,5XD
Tipo foro Cieco
Imbocco C 2/3
Applicazione Acciai da costruzione, ghise malleabili, leghe leggere,

cupralluminio (bronzo d’alluminio)

ART. A2671

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Bronzo Ti6Al4V HTA < 45 < 60

      

DIN 371 DIN 376

MASCHIO DIN 40435

A2671 Cod. Tec. GR01
Euro M

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

H
EL

IC
O

IL A2671M6 43,10 6 x 1 90 13 8 6,2 6,3
A2671M8 46,00 8 x 1,25 100 15 10 8 8,4

-

A2671 Cod. Tec. GR01
Euro M

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

H
EL

IC
O

IL A2671M3 34,90 3 x 0,5 63 7 4,5 3,4 3,2
A2671M4 34,90 4 x 0,7 70 8 6 4,9 4,2
A2671M5 34,90 5 x 0,8 80 10 7 5,5 5,2

MASCHIO DIN 40435

A2671 Cod. Tec. GR01
Euro M

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

H
EL

IC
O

IL A2671M14 107,80 14 x 2 110 20 12 9 14,50
A2671M16 123,40 16 x 2 125 25 14 11 16,50

-

A2671 Cod. Tec. GR01
Euro M

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

H
EL

IC
O

IL A2671M10 62,00 10 x 1,5
110

18 9 7 10,50
A2671M12 79,50 12 x 1,75 20 11 9 12,50

-

A.106 Indivisible package   Suggested retail package - Unit price

TECHNICAL NOTES FOR THREAD INSERTS

Thread inserts Drilling D mm  external D1 mm

M3 x 0.50 3.20 3.65

M4 x 0.70 4.20 4.91

M5 x 0.80 5.20 60.4

M6 x 1.00 6.30 7.30

M8 x 1.25 8.40 9.62

M10 x 1.50 10.50 11.95

M12 x 1.75 12.50 14.27

M16 x 2.00 16.50 18.60

SPIRAL FLUTE 40° TAP FOR THREAD INSERTS - EG - M

ISO thread DIN 13 coarse pitch
Tolerance FR 6H
Surface finish Bright
Thread depth ≤ 2,5XD
Hole type Blind
Chamfer form C 2/3
Application Structural steel, malleable cast iron, light alloys, cupric

aluminum (aluminum bronze)

ITEM: A2671

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Bronze Ti6Al4V HTA < 45 < 60

      

DIN 371 DIN 376

TAP DIN 40435

A2671 Tech. Code M
L

mm
l

mm
d3
mm

s
mm

Tapping hole
mm

H
EL

IC
O

IL 6 x 1 90 13 8 6.2 6.3
8 x 1.25 100 15 10 8 8.4

A2671 Tech. Code M
L

mm
l

mm
d3
mm

s
mm

Tapping hole
mm

H
EL

IC
O

IL 3 x 0.5 63 7 4,5 3.4 3.2
4 x 0.7 70 8 6 4.9 4.2
5 x 0.8 80 10 7 5.5 5.2

TAP DIN 40435

A2671 Tech. Code M
L

mm
l

mm
d3
mm

s
mm

Tapping hole
mm

H
EL

IC
O

IL 14 x 2 110 20 12 9 14.50
16 x 2 125 25 14 11 16.50

A2671 Tech. Code M
L

mm
l

mm
d3
mm

s
mm

Tapping hole
mm

H
EL

IC
O

IL 10 x 1.5
110

18 9 7 10.50
12 x 1.75 20 11 9 12.50



A

A.107 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

MASCHI A MANO IN SERIE DI 3 PEZZI - M

Filettatura ISO passo grosso - DIN 13
Tolleranza ISO 6H
Finitura superficiale Lucido
Tipo foro Cieco e passante
Imbocco C 2/3
Applicazione Acciai e materiali non ferrosi con R ≤ 850/mm²

ART. A2814

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Bronzo Ti6Al4V HTA < 45 < 60

        

MASCHIO DIN 352

A2814 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

M
AN

O

A2814M2 35,60 2 x 0,4 36 7,5 2,8
2,1

1,6
A2814M2,5 30,20 2,5 x 0,45

40
14,5 2,9 2,05

A2814M3 31,80 3 x 0,5 10 3,5 2,7 2,5
A2814M3,5 27,70 3,5 x 0,6 45 11 4 3 2,9

A2814 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

M
AN

O

A2814M4 31,80 4 x 0,7 45 12 4,5 3,4 3,3
A2814M4,5 55,80 4,5 x 0,75

50
13

6 4,9
3,7

A2814M5 34,30 5 x 0,8 14 4,2
A2814M6 34,30 6 x 1 56 16 5

MASCHIO DIN 352

A2814 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

M
AN

O

A2814M7 53,80 7 x 1 56 19
6 4,9

6
A2814M8 39,00 8 x 1,25

63 22
6,8

A2814M9 72,70 9 x 1,25
7 5,5

7,8
A2814M10 48,80 10 x 1,5 70 24 8,5
A2814M12 63,40 12 x 1,75 75 29 9 7 10,2
A2814M14 74,90 14 x 2

80
30 11

9
12

A2814M16 92,10 16 x 2 32 12 14

A2814 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

M
AN

O

A2814M18 133,50 18 x 2,5
95

34
14 11 15,5

A2814M20 151,50 20 x 2,5 16 12 17,5
A2814M22 155,00 22 x 2,5 100

18 14,5
19,5

A2814M24 175,60 24 x 3 110
38

21
A2814M27 236,20 27 x 3 100 20 16 24
A2814M30 296,40 30 x 3,5 125 45 22 18 26,5

Prodotto disponibile nel CAP F

GIRAMASCHI REGOLABILI IN ACCIAIO STAMPATO

Cod. Tec. Grandezza
Per quadri

mm
Per maschi

M

F82121 1 2,1-5,5 2-10

F82122 2 3,4-9 4-14

F82123 3 4,9-12 5-20

F82124 4 5,5-16 10-27

Prodotti correlati

A.107Indivisible package  Suggested retail package - Unit price

HAND TAP 3-PIECE SET - M

ISO thread DIN 13 coarse pitch
Tolerance ISO 6H
Surface finish Bright
Hole type Blind and through
Chamfer form C 2/3
Application Steel and non ferrous materials with R ≤ 850/mm²

ITEM: A2814

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Bronze Ti6Al4V HTA < 45 < 60

        

TAP DIN 352

A2814 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

H
AN

D
U

SE

2 x 0,4 36 7,5 2,8
2,1

1,6
2,5 x 0,45

40
14,5 2,9 2,05

3 x 0.5 10 3.5 2.7 2.5
3,5 x 0,6 45 11 4 3 2,9

A2814 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

H
AN

D
U

SE

4 x 0.7 45 12 4.5 3.4 3.3
4,5 x 0,75

50
13

6 4,9
3,7

5 x 0.8 14 4.2
6 x 1 50 16 5

TAP DIN 352

A2814 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

H
AN

D
U

SE

7 x 1 56 19
6 4,9

6
8 x 1.25

63 22
6.8

9 x 1,25
7 5,5

7,8
10 x 1.5 70 24 8.5

12 x 1.75 75 29 9 7 10.2
14 x 2

80
30 11

9
12

16 x 2 32 12 14

A2814 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

H
AN

D
U

SE

18 x 2.5
95

40
14 11 15.5

20 x 2.5 16 12 17.5
22 x 2,5 100

18 14,5
19,5

24 x 3 110
38

21
27 x 3 100 20 16 24

30 x 3,5 125 45 22 18 26,5

Product available in index F

ADJUSTABLE TAP WRENCHES STEEL BODY

Tech. Code Width
Square

mm
For tap M

1 2.1-5.5 2-10

2 3.4-9 4-14

3 4.9-12 5-20

4 5.5-16 10-27

Related products



A

A.108 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

MASCHI A MANO IN SERIE DI 2 PEZZI - GAS

Filettatura ISO GAS
Tolleranza ISO 5969
Finitura superficiale Lucido
Tipo foro Cieco e passante
Imbocco C 2/3
Applicazione Acciai e materiali non ferrosi con R ≤ 850/mm²

ART. A2825

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Bronzo Ti6Al4V HTA < 45 < 60

         

MASCHIO DIN 5157

A2825 Cod. Tec. GR04
Euro G Passo TPI L

mm
l

mm
d3
mm

S
mm

Preforo
mm

M
AN

O

A2825GAS5/8 106,20 5/8"
14

80
22

18 14,5 21
A2825GAS3/4 144,70 3/4"

90
20 16 24,5

A2825GAS7/8 183,30 7/8" 22 18 28,25
A2825GAS1 245,40 1" 11 100 25 25 20 30,75

A2825 Cod. Tec. GR04
Euro G Passo TPI L

mm
l

mm
d3
mm

S
mm

Preforo
mm

M
AN

O

A2825GAS1/8 35,80 1/8" 28 63 18 7 5,5 8,8
A2825GAS1/4 48,30 1/4"

19 70 20
11

9
11,8

A2825GAS3/8 63,40 3/8" 12 15,25
A2825GAS1/2 90,30 1/2" 14 80 22 16 12 19

MASCHI A MANO IN SERIE DI 3 PEZZI PER TEMPRATI - M

Filettatura ISO passo grosso - DIN 13
Tolleranza ISO 2 6H
Finitura superficiale Lucido
Tipo foro Cieco e passante
Imbocco C 2/3
Applicazione Tutti i materiali

ART. A2818

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Bronzo Ti6Al4V HTA < 45 < 60

         

MASCHIO DIN 352

A2818 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

S
mm

Preforo
mm

M
AN

O

A2818M2 70,30 2 x 0,4 36 7,5
2,8 2,1

1,6
A2818M2,5 68,00 2,5 x 0,45

40
9 2,05

A2818M3 56,50 3 x 0,5 10 3,5 2,7 2,5
A2818M3,5 57,60 3,5 x 0,6 45 11 4 3 2,9

A2818 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

S
mm

Preforo
mm

M
AN

O

A2818M4 56,50 4 x 0,7 45 12 4,5 3,4 3,3
A2818M5 58,30 5 x 0,8 50 14

6 4,9
4,2

A2818M6 58,30 6 x 1 56 16 5

MASCHIO DIN 352

A2818 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

S
mm

Preforo
mm

M
AN

O

A2818M8 68,00 8 x 1,25 63 22 6 4,9 6,8
A2818M10 79,00 10 x 1,5 70 24 7 5,5 8,5
A2818M12 107,80 12 x 1,75 75 28 9 7 10,2

A2818 Cod. Tec. GR04
Euro

d x p
mm

L
mm

l
mm

d3
mm

S
mm

Preforo
mm

M
AN

O A2818M16 174,30 16 x 2 80 32 12 9 14
A2818M20 279,40 20 x 2,5 95 34 16 12 17,5

A.108 Indivisible package   Suggested retail package - Unit price

HAND TAP 2-PIECE SET - GAS

Cylindrical GAS thread
Tolerance ISO 5969
Surface finish Bright
Hole type Blind and through
Chamfer form C 2/3
Application Steel and non ferrous materials with R ≤ 850/mm²

ITEM: A2825

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Bronze Ti6Al4V HTA < 45 < 60

         

TAP DIN 5157

A2825 Tech. Code G TPI pitch L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

H
AN

D
U

SE

5/8"
14

80
22

18 14,5 21
3/4"

90
20 16 24,5

7/8" 22 18 28,25
1" 11 100 25 25 20 30,75

A2825 Tech. Code G TPI pitch L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

H
AN

D
U

SE

1/8" 28 63 18 7 5,5 8,8
1/4"

19 70 20
11

9
11,8

3/8" 12 15,25
1/2" 14 80 22 16 12 19

HAND TAP 3-PIECE SET FOR HARDENED - M

ISO thread DIN 13 coarse pitch
Tolerance ISO 2 6H
Surface finish Bright
Hole type Blind and through
Chamfer form C 2/3
Application All materials

ITEM: A2818

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Bronze Ti6Al4V HTA < 45 < 60

         

TAP DIN 352

A2818 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

S
mm

Tapping hole
mm

H
AN

D
U

SE

2 x 0,4 36 7,5
2,8 2,1

1,6
2,5 x 0,45

40
9 2,05

3 x 0,5 10 3,5 2,7 2,5
3,5 x 0,6 45 11 4 3 2,9

A2818 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

S
mm

Tapping hole
mm

H
AN

D
U

SE 4 x 0,7 45 12 4,5 3,4 3,3
5 x 0,8 50 14

6 4,9
4,2

6 x 1 56 16 5

TAP DIN 352

A2818 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

S
mm

Tapping hole
mm

H
AN

D
U

SE 8 x 1,25 63 22 6 4,9 6,8
10 x 1,5 70 24 7 5,5 8,5
12 x 1,75 75 28 9 7 10,2

A2818 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

S
mm

Tapping hole
mm

H
AN

D
U

SE
16 x 2 80 32 12 9 14

20 x 2,5 95 34 16 12 17,5



A

A.109 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

PUNTE A MASCHIARE - M

Filettatura ISO passo grosso DIN 13
Tolleranza 6H ISO 2
Finitura superficiale Lucida
Tipo foro Passante
Applicazione Uso generico

ART. A2840

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Bronzo Ti6Al4V HTA < 45 < 60

   

PUNTA MASCHIO

A2840 Cod. Tec. GR01
Euro

d x p
mm

L
mm

l
mm

l2
mm

d3
mm

S
mm

Punta
mm

FP

A2840M8 63,60 8 x 1,25 101 18 14 6 4,9 6,8
A2840M10 81,20 10 x 1,5 107 24 15 7 5,6 8,5
A2840M12 97,20 12 x 1,75 120 25 17 9 7 10,2

A2840 Cod. Tec. GR01
Euro

d x p
mm

L
mm

l
mm

l2
mm

d3
mm

S
mm

Punta
mm

FP

A2840M3 45,00 3 x 0,5 66 10 10 3,5 2,7 2,5
A2840M4 52,80 4 x 0,7 69 11

11
4,5 3,4 3,3

A2840M5 57,00 5 x 0,8 81 12
6 4,9

4,2
A2840M6 56,70 6 x 1 82 13 13 5

FILIERE FISSE TAGLIO DESTRO - M

Filettatura metrica passo grosso e fine ISO - DIN 13

Tolleranza 6g
Esecuzione Imbocco corretto e lappato.

Filetti spogliati e lappati.
Finitura superficiale Lucida
Applicazione Uso generico

ART. A2910

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Bronzo Ti6Al4V HTA < 45 < 60

    

FILIERA DIN 22568

A2910 Cod. Tec. GR04
Euro

d x p
mm

D
mm

H
mm

M
AN

O

A2910M12 36,30 M 12 x 1,75
38

14A2910M14 36,30 M 14 x 2
A2910M16 51,80 M 16 x 2

45A2910M18 54,30 M 18 x 2,5
18A2910M20 54,30 M 20 x 2,5

A2910M22 77,90 M 22 x 2,5
55 22A2910M24 78,70 M 24 x 3

A2910M27 107,10 M 27 x 3

65 25
A2910M30 107,10 M 30 x 3,5
A2910M33 122,40 M 33 x 3,5
A2910M36 123,40 M 36 x 4
A2910M39 160,10 M 39 x 4 75 30

A2910 Cod. Tec. GR04
Euro

d x p
mm

D
mm

H
mm

M
AN

O

A2910M2 25,00 M 2 x 0,4
16

5
A2910M2,5 25,00 M 2,5 x 0,45
A2910M3 18,90 M 3 x 0,5

20
A2910M3,5 23,60 M 3,5 x 0,6
A2910M4 18,90 M 4  x 0,7
A2910M5 19,70 M 5 x 0,8

7A2910M6 19,70 M 6 x 1
A2910M7 23,60 M 7 x 1

25 9A2910M8 23,60 M 8 x 1,25
A2910M9 27,30 M 9 x 1,25
A2910M10 29,20 M 10 x 1,5

30 11A2910M11 31,20 M 11 x 1,5

A.109Indivisible package  Suggested retail package - Unit price

COMBINATION DRILL TAP - M

ISO thread DIN 13 coarse pitch
Tolerance 6H ISO 2
Surface finish Bright
Hole type Through
Application General application

ITEM: A2840

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Bronze Ti6Al4V HTA < 45 < 60

   

MANUFACTURING STANDARD

A2840 Tech. Code d x p
mm

L
mm

l
mm

l2
mm

d3
mm

s
mm

Drill bit
mm

TH

8 x 1.25 100 32 14 6 4.9 6.8
10 x 1.5 108 39 15 7 5.6 8.5
12 x 1.75 120 25 17 9 7 10.2

A2840 Tech. Code d x p
mm

L
mm

l
mm

l2
mm

d3
mm

s
mm

Drill bit
mm

TH

3 x 0.5 65 17 10 3.5 2.7 2.5
4 x 0.7 68 20

11
4.5 3.4 3.3

5 x 0.8 78 25
6 4.9

4.2
6 x 1 84 25 13 5

RIGHT-HAND FIXED DIE - M

ISO - DIN 13 coarse and fine pitch metric thread

Tolerance 6g
Execution Spiral lapped point .

Backed-off lapped threads
Surface finish Bright
Application General application

ITEM: A2910

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Bronze Ti6Al4V HTA < 45 < 60

    

DIE DIN 22568

A2910 Tech. Code d x p
mm

D
mm

H
mm

H
AN

D
U

SE

M 12 x 1.75
38

14M 14 x 2
M 16 x 2

45M 18 x 2.5
18

M 20 x 2.5
M 22 x 2.5

55 22
M 24 x 3
M 27 x 3

65 25
M 30 x 3.5
M 33 x 3.5
M 36 x 4
M 39 x 4 75 30

A2910 Tech. Code d x p
mm

D
mm

H
mm

H
AN

D
U

SE

M 2 x 0.4
16

5
M 2.5 x 0.45

M 3 x 0.5

20
M 3.5 x 0.6
M 4 x 0.7
M 5 x 0.8

7
M 6 x 1
M 7 x 1

25 9M 8 x 1.25
M 9 x 1.25
M 10 x 1.5

30 11
M 11 x 1.5



A

A.110 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

FILIERE FISSE TAGLIO SINISTRO - M

Filettatura metrica passo grosso e fine ISO - DIN 13

Tolleranza 6g
Esecuzione Imbocco corretto e lappato.

Filetti spogliati e lappati.
Finitura superficiale Lucida
Applicazione Uso generico

ART. A2915

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Bronzo Ti6Al4V HTA < 45 < 60

   

FILIERA DIN 22568

A2915 Cod. Tec. GR04
Euro

d x p
mm

D
mm

H
mm

M
AN

O

A2915M14 58,80 MF14 X 2 38
14A2915M16 84,00 M16 X 2

45A2915M18 87,70 M18 X 2.5
18A2915M20 87,70 M20 X 2.5

A2915M22 126,60 M22 X 2.5
55

22A2915M24 128,00 M24 X 3
A2915M27 173,50 M27 X 3

25A2915M30 173,50 M30 X 3.5 65

A2915 Cod. Tec. GR04
Euro

d x p
mm

D
mm

H
mm

M
AN

O

A2915M2 40,60 M2 X 0.4 16
5A2915M3 30,40 M03 X 0.5

20
A2915M4 30,40 M4 X 0.7
A2915M5 31,80 M5 X 0.8

7A2915M6 31,80 M6 X 1
A2915M8 35,50 M8 X 1.25 25 9
A2915M10 47,30 M10 1.5 30 11
A2915M12 58,80 M12 X 1.75 38 14

FILIERE FISSE TAGLIO DESTRO - MF

Filettatura metrica passo grosso e fine ISO - DIN 13

Tolleranza 6g
Esecuzione Imbocco corretto e lappato.

Filetti spogliati e lappati.
Finitura superficiale Lucida
Applicazione Uso generico

ART. A2911

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Bronzo Ti6Al4V HTA < 45 < 60

   

FILIERA DIN 22568

A2911 Cod. Tec. GR04
Euro

d x p
mm

D
mm

H
mm

M
AN

O

A2911MF181 64,20 MF 18 x 1

45 14

A2911MF181,5 63,60 MF 18 x 1,5
A2911MF182 (63,60) MF 18 x 2
A2911MF201 64,20 MF 20 x 1
A2911MF201,5 63,60 MF 20 x 1,5
A2911MF202 63,60 MF 20 x 2
A2911MF221 (97,30) MF 22 x 1

55 16

A2911MF221,5 91,70 MF 22 x 1,5
A2911MF222 91,70 MF 22 x 2
A2911MF241 114,60 MF 24 x 1
A2911MF241,5 114,60 MF 24 x 1,5
A2911MF242 97,30 MF 24 x 2
A2911MF251,5 132,60 MF 25 x 1,5
A2911MF261 126,70 MF 26 x 1

65 18

A2911MF261,5 (140,90) MF 26 x 1,5
A2911MF271 126,70 MF 27 x 1
A2911MF271,5 126,70 MF 27 x 1,5
A2911MF272 125,90 MF 27 x 2
A2911MF281,5 146,20 MF 28 x 1,5
A2911MF301 133,60 MF 30 x 1
A2911MF301,5 133,60 MF 30 x 1,5
A2911MF302 125,90 MF 30 x 2
A2911MF331,5 145,60 MF 33 x 1,5
A2911MF332 (143,80) MF 33 x 2
A2911MF351,5 169,10 MF 35 x 1,5
A2911MF361,5 145,90 MF 36 x 1,5
A2911MF362 145,90 MF 36 x 2
A2911MF381,5 295,70 MF 38 x 1,5

75 20A2911MF401,5 271,70 MF 40 x 1,5

A2911 Cod. Tec. GR04
Euro

d x p
mm

D
mm

H
mm

M
AN

O

A2911MF30,35 22,10 MF 3 x 0,35

20
5

A2911MF40,35 25,50 MF 4 x 0,35
A2911MF40,5 22,10 MF 4 x 0,5
A2911MF50,5 24,40 MF 5 x 0,5
A2911MF60,5 24,40 MF 6 x 0,5
A2911MF60,75 23,20 MF 6 x 0,75 7
A2911MF70,75 29,00 MF 7 x 0,75

25 9

A2911MF80,5 27,40 MF 8 x 0,5
A2911MF80,75 27,40 MF 8 x 0,75
A2911MF81 25,70 MF 8 x 1
A2911MF90,75 34,00 MF 9 x 0,75
A2911MF91 33,70 MF 9 x 1
A2911MF100,5 (39,00) MF 10 x 0,5

30 11
A2911MF100,75 39,00 MF 10 x 0,75
A2911MF101 34,40 MF 10 x 1
A2911MF101,25 34,40 MF 10 x 1,25
A2911MF111 (38,50) MF 11 x 1
A2911MF120,75 50,50 MF 12 x 0,75

38 10

A2911MF121 47,90 MF 12 x 1
A2911MF121,25 42,70 MF 12 x 1,25
A2911MF121,5 42,70 MF 12 x 1,5
A2911MF131 (66,10) MF 13 x 1
A2911MF141 48,50 MF 14 x 1
A2911MF141,25 42,70 MF 14 x 1,25
A2911MF141,5 42,70 MF 14 x 1,5
A2911MF151 65,90 MF 15 x 1
A2911MF161 61,50 MF 16 x 1

45 14
A2911MF161,25 (64,60) MF 16 x 1,25
A2911MF161,5 60,90 MF 16 x 1,5
A2911MF171 67,30 MF 17 x 1

A.110 Indivisible package   Suggested retail package - Unit price

LEFT-HAND FIXED DIE - M

ISO - DIN 13 coarse and fine pitch thread

Tolerance 6g
Execution Spiral lapped point.

Backed-off lapped threads
Surface finish Bright
Application General application

ITEM: A2915

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Bronze Ti6Al4V HTA < 45 < 60

   

DIE DIN 22568

A2915 Tech. Code d x p
mm

D
mm

H
mm

H
AN

D
U

SE

MF14 X 2 38
14

M16 X 2
45M18 X 2.5

18
M20 X 2.5
M22 X 2.5

55
22

M24 X 3
M27 X 3

25
M30 X 3.5 65

A2915 Tech. Code d x p
mm

D
mm

H
mm

H
AN

D
U

SE

M2 X 0.4 16
5M03 X 0.5

20
M4 X 0.7
M5 X 0.8

7
M6 X 1

M8 X 1.25 25 9
M10 1.5 30 11

M12 X 1.75 38 14

RIGHT-HAND FIXED DIE - MF

ISO - DIN 13 coarse and fine pitch metric thread

Tolerance 6g
Execution Spiral lapped point .

Backed-off lapped threads
Surface finish Bright
Application General application

ITEM: A2911

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Bronze Ti6Al4V HTA < 45 < 60

   

DIE DIN 22568

A2911 Tech. Code d x p
mm

D
mm

H
mm

H
AN

D
U

SE

MF 18 x 1

45 14

MF 18 x 1.5
MF 18 x 2
MF 20 x 1

MF 20 x 1.5
MF 20 x 2
MF 22 x 1

55 16

MF 22 x 1.5
MF 22 x 2
MF 24 x 1

MF 24 x 1.5
MF 24 x 2

MF 25 x 1.5
MF 26 x 1

65 18

MF 26 x 1.5
MF 27 x 1

MF 27 x 1.5
MF 27 x 2

MF 28 x 1.5
MF 30 x 1

MF 30 x 1.5
MF 30 x 2

MF 33 x 1.5
MF 33 x 2

MF 35 x 1.5
MF 36 x 1.5
MF 36 x 2

MF 38 x 1.5
75 20

MF 40 x 1.5

A2911 Tech. Code d x p
mm

D
mm

H
mm

H
AN

D
U

SE

MF 3 x 0.35

20
5

MF 4 x 0.35
MF 4 x 0.5
MF 5 x 0.5
MF 6 x 0.5

MF 6 x 0.75 7
MF 7 x 0.75

25 9

MF 8 x 0.5
MF 8 x 0.75

MF 8 x 1
MF 9 x 0.75

MF 9 x 1
MF 10 x 0.5

30 11
MF 10 x 0.75

MF 10 x 1
MF 10 x 1.25

MF 11 x 1
MF 12 x 0.75

38 10

MF 12 x 1
MF 12 x 1.25
MF 12 x 1.5
MF 13 x 1
MF 14 x 1

MF 14 x 1.25
MF 14 x 1.5
MF 15 x 1
MF 16 x 1

45 14
MF 16 x 1.25
MF 16 x 1.5
MF 17 x 1



A

A.111 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

FILIERE FISSE TAGLIO DESTRO - M

Filettatura metrica passo grosso e fine ISO - DIN 13

Tolleranza 6g
Esecuzione Imbocco corretto e lappato.

Filetti spogliati e lappati.
Finitura superficiale Lucida
Applicazione Per inox

ART. A2912

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Bronzo Ti6Al4V HTA < 45 < 60

    

FILIERA DIN 22568

A2912 Cod. Tec. GR04
Euro

d x p
mm

D
mm

H
mm

M
AN

O

A2912M12 45,30 M 12 x 1,75
38

14A2912M14 45,30 M 14 x 2
A2912M16 64,90 M 16 x 2

45A2912M18 67,60 M 18 x 2,5
18A2912M20 67,60 M 20 x 2,5

A2912 Cod. Tec. GR04
Euro

d x p
mm

D
mm

H
mm

M
AN

O

A2912M3 23,70 M 3 x 0,5

20
5A2912M4 23,70 M 4 x 0,7

A2912M5 24,60 M 5 x 0,8
7A2912M6 24,60 M 6 x 1

A2912M8 27,40 M 8 x 1,25 25 9
A2912M10 36,40 M 10 x 1,5 30 11

FILIERE FISSE TAGLIO SINISTRO - MF

Filettatura metrica passo grosso e fine ISO - DIN 13

Tolleranza 6g
Esecuzione Imbocco corretto e lappato.

Filetti spogliati e lappati.
Finitura superficiale Lucida
Applicazione Uso generico

ART. A2916

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Bronzo Ti6Al4V HTA < 45 < 60

   

FILIERA DIN 22568

A2916 Cod. Tec. GR04
Euro

d x p
mm

D
mm

H
mm

M
AN

O

A2916MF141,5 58,80 MF 14 X 1.5 38 10
A2916MF161 85,10 MF 16 X 1

45 14
A2916MF161,5 63,40 MF 16 X 1.5
A2916MF181,5 87,70 MF 18 X 1.5
A2916MF201,5 87,70 MF 20 X 1.5
A2916MF221,5 126,60 MF 22 X 1.5

55
16

A2916MF241,5 (158,20) MF 24 X 1.5 15

A2916 Cod. Tec. GR04
Euro

d x p
mm

D
mm

H
mm

M
AN

O

A2916MF81 35,50 MF 8 X 1 25 9
A2916MF101 47,30 MF 10 X 1

30 11A2916MF101,25 47,30 MF 10 X 1.25
A2916MF121 58,80 MF 12 X 1

38 10
A2916MF121,25 58,80 MF 12 X 1.25
A2916MF121,5 58,80 MF 12 X 1.5
A2916MF141 73,70 MF 14 X 1

A.111Indivisible package  Suggested retail package - Unit price

RIGHT-HAND FIXED DIE - M

ISO - DIN 13 coarse and fine pitch thread

Tolerance 6g
Execution Spiral lapped point.

Backed-off lapped threads
Surface finish Bright
Application For stainless steel

ITEM: A2912

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Bronze Ti6Al4V HTA < 45 < 60

    

DIE DIN 22568

A2912 Tech. Code d x p
mm

D
mm

H
mm

H
AN

D
U

SE

M 12 x 1.75
38

14M 14 x 2
M 16 x 2

45M 18 x 2.5
18

M 20 x 2.5

A2912 Tech. Code d x p
mm

D
mm

H
mm

H
AN

D
U

SE

M 3 x 0.5

20
5

M 4 x 0.7
M 5 x 0.8

7
M 6 x 1

M 8 x 1.25 25 9
M 10 x 1.5 30 11

LEFT-HAND FIXED DIE - MF

ISO - DIN 13 coarse and fine pitch thread

Tolerance 6g
Execution Spiral lapped point.

Backed-off lapped threads
Surface finish Bright
Application General application

ITEM: A2916

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Bronze Ti6Al4V HTA < 45 < 60

   

DIE DIN 22568

A2916 Tech. Code d x p
mm

D
mm

H
mm

H
AN

D
U

SE

MF 14 X 1.5 38 10
MF 16 X 1

45 14
MF 16 X 1.5
MF 18 X 1.5
MF 20 X 1.5
MF 22 X 1.5

55
16

MF 24 X 1.5 15

A2916 Tech. Code d x p
mm

D
mm

H
mm

H
AN

D
U

SE

MF 8 X 1 25 9
MF 10 X 1

30 11
MF 10 X 1.25

MF 12 X 1

38 10
MF 12 X 1.25
MF 12 X 1.5
MF 14 X 1



A

A.112 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

FILIERE FISSE TAGLIO DESTRO - TIN - M

Filettatura metrica passo grosso e fine ISO - DIN 13

Tolleranza 6g
Esecuzione Imbocco corretto e lappato.

Filetti spogliati e lappati.
Finitura superficiale TiN
Applicazione Uso generico

ART. A2914

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Bronzo Ti6Al4V HTA < 45 < 60

        

FILIERA DIN 22568

A2914 Cod. Tec. GR04
Euro

d x p
mm

D
mm

H
mm

M
AN

O

A2914M12 49,00 M 12 x 1,75
38

14A2914M14 49,00 M 14 x 2,0
A2914M16 69,90 M 16 x 2,0

45A2914M18 73,20 M 18 x 2,5
18A2914M20 73,20 M 20 x 2,5

A2914 Cod. Tec. GR04
Euro

d x p
mm

D
mm

H
mm

M
AN

O

A2914M3 25,50 M 3 x 0,5

20
5A2914M4 25,50 M 4 x 0,7

A2914M5 26,60 M 5 x 0,8
7A2914M6 26,60 M 6 x 1,0

A2914M8 31,60 M 8 x 1,25 25 9
A2914M10 42,90 M 10 x 1,5 30 11

FILIERE FISSE TAGLIO DESTRO - TIN - MF

Filettatura metrica passo grosso e fine ISO - DIN 13

Tolleranza 6g
Esecuzione Imbocco corretto e lappato.

Filetti spogliati e lappati.
Finitura superficiale TiN
Applicazione Uso generico

ART. A2913

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Bronzo Ti6Al4V HTA < 45 < 60

   

FILIERA DIN 22568

A2913 Cod. Tec. GR04
Euro

d x p
mm

D
mm

H
mm

M
AN

O

A2913MF1415 57,70 MF 14 x 1,5 38
14A2913MF1615 82,10 MF 16 x 1,5

45A2913MF1815 86,00 MF 18 x 1,5
18A2913MF2015 86,00 MF 20 x 1,5

A2913 Cod. Tec. GR04
Euro

d x p
mm

D
mm

H
mm

M
AN

O

A2913MF81 34,70 MF 8 x 1,0 25 9
A2913MF101 46,30 MF 10 x 1,0

30 11A2913MF10125 46,30 MF 10 x 1,25
A2913MF12125 57,70 MF 12 x 1,25

38 14A2913MF1215 57,70 MF 12 x 1,5

A.112 Indivisible package   Suggested retail package - Unit price

RIGHT-HAND FIXED DIE - TIN - M

ISO - DIN 13 coarse and fine pitch metric thread

Tolerance 6g
Execution Spiral lapped point.

Backed-off lapped threads.
Surface finish TiN
Application General application

ITEM: A2914

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Bronze Ti6Al4V HTA < 45 < 60

        

DIE DIN 22568

A2914 Tech. Code d x p
mm

D
mm

H
mm

H
AN

D
U

SE

M 12 x 1,75
38

14M 14 x 2,0
M 16 x 2,0

45M 18 x 2,5
18

M 20 x 2,5

A2914 Tech. Code d x p
mm

D
mm

H
mm

H
AN

D
U

SE

M 3 x 0,5

20
5

M 4 x 0,7
M 5 x 0,8

7
M 6 x 1,0

M 8 x 1,25 25 9
M 10 x 1,5 30 11

RIGHT-HAND FIXED DIE - TIN - MF

ISO - DIN 13 coarse and fine pitch metric thread

Tolerance 6g
Execution Spiral lapped point.

Backed-off lapped threads.
Surface finish TiN
Application General application

ITEM: A2913

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Bronze Ti6Al4V HTA < 45 < 60

   

DIE DIN 22568

A2913 Tech. Code d x p
mm

D
mm

H
mm

H
AN

D
U

SE

MF 14 x 1,5 38
14

MF 16 x 1,5
45MF 18 x 1,5

18
MF 20 x 1,5

A2913 Tech. Code d x p
mm

D
mm

H
mm

H
AN

D
U

SE

MF 8 x 1,0 25 9
MF 10 x 1,0

30 11
MF 10 x 1,25
MF 12 x 1,25

38 14
MF 12 x 1,5



A

A.113 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

FILIERE FISSE TAGLIO DESTRO - GAS

Filettatura GAS cilindrica

Tolleranza A
Esecuzione Imbocco corretto e lappato.

Filetti spogliati e lappati.
Finitura superficiale Lucida
Applicazione Uso generico

ART. A2920

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Bronzo Ti6Al4V HTA < 45 < 60

        

FILIERA DIN 24231

A2920 Cod. Tec. GR04
Euro d x TPI

D
mm

H
mm

M
AN

O

A2920GAS7/8 (113,70) 7/8" x 14
65 18A2920GAS1 113,70 1” x 11

A2920GAS11/8 (147,70) 1 1/8" x 11
75 20A2920GAS11/4 159,60 1 1/4" x 11

A2920GAS11/2 258,10 1 1/2" x 11 90
22A2920GAS2 (462,30) 2” x 11 105

A2920 Cod. Tec. GR04
Euro d x TPI

D
mm

H
mm

M
AN

O

A2920GAS1/8 36,10 1/8" x 28
38 10A2920GAS1/4 36,10 1/4" x 19

A2920GAS3/8 51,20 3/8" x 19
45 14A2920GAS1/2 51,20 1/2" x 14

A2920GAS5/8 (78,80) 5/8" x 14 55 16
A2920GAS3/4 108,40 3/4" x 14 65 18

FILIERE FISSE TAGLIO DESTRO - UNC

Filettatura americana UNC

Tolleranza 2A
Esecuzione Imbocco corretto e lappato.

Filetti spogliati e lappati.
Finitura superficiale Lucida
Applicazione Uso generico

ART. A2925

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Bronzo Ti6Al4V HTA < 45 < 60

        

FILIERA DIN 22568

A2925 Cod. Tec. GR04
Euro d x TPI

D
mm

H
mm

M
AN

O

A2925UNC3/8 33,40 3/8" x 16
30 11A2925UNC7/16 33,40 7/16" x 14

A2925UNC1/2 44,80 1/2" x 13
38 14A2925UNC9/16 48,80 9/16" x 12

A2925UNC5/8 62,50 5/8" x 11
45 18A2925UNC3/4 66,50 3/4" x 10

A2925UNC7/8 97,30 7/8" x 9
55 22A2925UNC1 102,70 1” x 8

A2925 Cod. Tec. GR04
Euro d x TPI

D
mm

H
mm

M
AN

O

A2925UNC440 24,30 N°4 x 40

20

5
A2925UNC540 24,30 N°5 x 40
A2925UNC632 24,30 N°6 x 32
A2925UNC832 24,30 N°8 x 32
A2925UNC1024 24,30 N°10 x 24

7A2925UNC1224 24,30 N°12 x 24
A2925UNC1/4 24,30 1/4" x 20
A2925UNC5/16 28,20 5/16" x 18 25 9

FILIERE FISSE TAGLIO DESTRO - UNF

Filettatura americana UNF

Tolleranza 2A
Esecuzione Imbocco corretto e lappato.

Filetti spogliati e lappati.
Finitura superficiale Lucida
Applicazione Uso generico

ART. A2927

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Bronzo Ti6Al4V HTA < 45 < 60

        

FILIERA DIN 22568

A2927 Cod. Tec. GR04
Euro d x TPI

D
mm

H
mm

M
AN

O

A2927UNF1/2 44,80 1/2" x 20
38 10A2927UNF9/16 48,80 9/16" x 18

A2927UNF5/8 62,50 5/8" x 18
45 14A2927UNF3/4 66,50 3/4" x 16

A2927UNF7/8 97,30 7/8" x 14
55 16A2927UNF1 102,70 1” x 12

A2927 Cod. Tec. GR04
Euro d x TPI

D
mm

H
mm

M
AN

O

A2927UNF836 24,30 N°8 x 36

20

5
A2927UNF1032 24,30 N°10 x 32

7A2927UNF1228 24,30 N°12 x 28
A2927UNF1/4 24,30 1/4" x 28
A2927UNF5/16 28,20 5/16" x 24 25 9
A2927UNF3/8 33,40 3/8" x 24

30 11A2927UNF7/16 33,40 7/16" x 20

A.113Indivisible package  Suggested retail package - Unit price

RIGHT-HAND FIXED DIE - BSP

Cylindrical BSP thread

Tolerance A
Execution Spiral lapped point.

Backed-off lapped threads.
Surface finish Bright
Application General application

ITEM: A2920

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Bronze Ti6Al4V HTA < 45 < 60

        

DIE DIN 24231

A2920 Tech. Code d x TPI
D

mm
H

mm

H
AN

D
U

SE

7/8" x 14
65 18

1” x 11
1 1/8" x 11

75 20
1 1/4" x 11
1 1/2" x 11 90

22
2” x 11 105

A2920 Tech. Code d x TPI
D

mm
H

mm

H
AN

D
U

SE

1/8" x 28
38 10

1/4" x 19
3/8" x 19

45 14
1/2" x 14
5/8" x 14 55 16
3/4" x 14 65 18

RIGHT-HAND FIXED DIE - UNC

UNC American thread

Tolerance 2A
Execution Spiral lapped point.

Backed-off lapped threads
Surface finish Bright
Application General application

ITEM: A2925

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Bronze Ti6Al4V HTA < 45 < 60

        

DIE DIN 22568

A2925 Tech. Code d x TPI
D

mm
H

mm

H
AN

D
U

SE

3/8" x 16
30 11

7/16" x 14
1/2" x 13

38 14
9/16" x 12
5/8" x 11

45 18
3/4" x 10
7/8" x 9

55 22
1” x 8

A2925 Tech. Code d x TPI
D

mm
H

mm

H
AN

D
U

SE

N° 4 x 40

20

5
N° 5 x 40
N° 6 x 32
N° 8 x 32

N° 10 x 24
7N° 12 x 24

1/4" x 20
5/16" x 18 25 9

RIGHT-HAND FIXED DIE - UNF

UNF American thread

Tolerance 2A
Execution Spiral lapped point.

Backed-off lapped threads
Surface finish Bright
Application General application

ITEM: A2927

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Bronze Ti6Al4V HTA < 45 < 60

        

DIE DIN 22568

A2927 Tech. Code d x TPI
D

mm
H

mm

H
AN

D
U

SE

1/2" x 20
38 10

9/16" x 18
5/8" x 18

45 14
3/4" x 16
7/8" x 14

55 16
1” x 10

A2927 Tech. Code d x TPI
D

mm
H

mm

H
AN

D
U

SE

N°8 x 36

20

5
N°10 x 32

7N°12 x 28
1/4" x 28

5/16" x 24 25 9
3/8" x 24

30 11
7/16" x 20



A

A.114 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

FILIERE FISSE TAGLIO DESTRO - BSW

Filettatura BSW

Tolleranza MC
Esecuzione Imbocco corretto e lappato.

Filetti spogliati e lappati.
Finitura superficiale Lucida
Applicazione Uso generico

ART. A2930

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Bronzo Ti6Al4V HTA < 45 < 60

        

FILIERA DIN 22568

A2930 Cod. Tec. GR04
Euro d x TPI

D
mm

H
mm

M
AN

O

A2930BSW7/16 (34,80) 7/16 x 14 30 11
A2930BSW1/2 44,60 1/2 x 12

38 14A2930BSW9/16 49,10 9/16 x 12
A2930BSW5/8 63,30 5/8 x 11

45 18A2930BSW3/4 68,20 3/4 x 10
A2930BSW7/8 96,80 7/8 x 9 55 22

A2930 Cod. Tec. GR04
Euro d x TPI

D
mm

H
mm

M
AN

O

A2930BSW3/32 (29,20) 3/32 x 48

20

5A2930BSW1/8 24,40 1/8 x 48
A2930BSW3/16 24,90 3/16 x 24

7A2930BSW7/32 (30,70) 7/32 x 24
A2930BSW1/4 26,30 1/4 x 20
A2930BSW5/16 28,40 5/16 x 18 25 9
A2930BSW3/8 33,40 3/8 x 16 30 11

FILIERE FISSE TAGLIO DESTRO - PG

Filettatura PG

Esecuzione Imbocco corretto e lappato.
Filetti spogliati e lappati.

Finitura superficiale Lucida
Applicazione Uso generico

ART. A2935

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Bronzo Ti6Al4V HTA < 45 < 60

        

FILIERA DIN 40434 B

A2935 Cod. Tec. GR04
Euro N° x TPI

D
mm

H
mm

M
AN

O

A2935PG13,5 97,40 PG 13,5 x 18 45 14
A2935PG16 202,40 PG 16 x 18 55 16
A2935PG21 232,60 PG 21 x 16 65 18

A2935 Cod. Tec. GR04
Euro N° x TPI

D
mm

H
mm

M
AN

O

A2935PG7 92,50 PG 7 x 20
38

14A2935PG9 92,50 PG 9 x 18
A2935PG11 97,40 PG 11 x 18 45

FILIERE FISSE TAGLIO DESTRO - BSPT

Filettatura GAS conica

Esecuzione Imbocco corretto e lappato.
Filetti spogliati e lappati.

Finitura superficiale Lucida
Applicazione Uso generico

ART. A2940

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Bronzo Ti6Al4V HTA < 45 < 60

        

FILIERA DIN 24230

A2940 Cod. Tec. GR04
Euro d x TPI

D
mm

H
mm

M
AN

O

A2940BSPT1/2 95,20 1/2" x 14 45 19
A2940BSPT3/4 (187,50) 3/4" x 14

65
22

A2940BSPT1 (206,10) 1” x 1 20,5

A2940 Cod. Tec. GR04
Euro d x TPI

D
mm

H
mm

M
AN

O

A2940BSPT1/8 63,30 1/8" x 28
38

11,5
A2940BSPT1/4 63,30 1/4" x 19 13
A2940BSPT3/8 95,20 3/8" x 19 45 15

A.114 Indivisible package   Suggested retail package - Unit price

RIGHT-HAND FIXED DIE - BSW

BSW thread

Tolerance MC
Execution Spiral lapped point.

Backed-off lapped threads
Surface finish Bright
Application General application

ITEM: A2930

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Bronze Ti6Al4V HTA < 45 < 60

        

DIE DIN 22568

A2930 Tech. Code d x TPI
D

mm
H

mm

H
AN

D
U

SE

7/16 x 14 30 11
1/2 x 12

38 14
9/16 x 12
5/8 x 11

45 18
3/4 x 10
7/8 x 9 55 22

A2930 Tech. Code d x TPI
D

mm
H

mm

H
AN

D
U

SE

3/32 x 48

20

5
1/8 x 40

3/16 x 24
77/32 x 24

1/4 x 20
5/16 x 18 25 9
3/8 x 16 30 11

RIGHT-HAND FIXED DIE - PG

PG thread DIN 40430

Execution Spiral lapped point.
Backed-off lapped threads

Surface finish Bright
Application General application

ITEM: A2935

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Bronze Ti6Al4V HTA < 45 < 60

        

DIE DIN 40434 B

A2935 Tech. Code N° x TPI
D

mm
H

mm

H
AN

D
U

SE PG 13.5 x 18 45 14
PG 16 x 18 55 16
PG 21 x 16 65 18

A2935 Tech. Code N° x TPI
D

mm
H

mm

H
AN

D
U

SE PG 7 x 20
38

14PG 9 x 18
PG 11 x 18 45

RIGHT-HAND FIXED DIE - BSPT

BSPT thread

Execution Spiral lapped point.
Backed-off lapped threads

Surface finish Bright
Application General application

ITEM: A2940

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Bronze Ti6Al4V HTA < 45 < 60

        

DIE DIN 24230

A2940 Tech. Code d x TPI
D

mm
H

mm

H
AN

D
U

SE 1/2" x 14 45 19
3/4" x 14

65
22

1” x 1 20.5

A2940 Tech. Code d x TPI
D

mm
H

mm

H
AN

D
U

SE 1/8" x 28
38

11.5
1/4" x 19 13
3/8" x 19 45 15



A

A.115 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

FILIERE FISSE TAGLIO DESTRO - NPT

Filettatura conica NPT conicità 1:16

Esecuzione Imbocco corretto e lappato.
Filetti spogliati e lappati.

Finitura superficiale Lucida
Applicazione Uso generico

ART. A2945

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Bronzo Ti6Al4V HTA < 45 < 60

        

FILIERA NDF

A2945 Cod. Tec. GR04
Euro d x TPI

D
mm

H
mm

M
AN

O

A2945NPT3/4 152,00 3/4" x 14 55 20,2
A2945NPT1 167,20 1” x 11,5 65 25
A2945NPT11/4 (217,00) 1 1/4" x 11,5 75 25,6
A2945NPT11/2 349,50 1 1/2" x 11,5 90 26

A2945 Cod. Tec. GR04
Euro d x TPI

D
mm

H
mm

M
AN

O

A2945NPT1/8 51,20 1/8" x 27 30 10
A2945NPT1/4 51,20 1/4" x 18 38 15
A2945NPT3/8 77,30 3/8" x 18

45
15,3

A2945NPT1/2 75,00 1/2" x 14 20

Prodotto disponibile nel CAP F

GIRAFILIERE IN ACCIAIO

Cod. Tec. Per filiere ø
mm

Lunghezza
mm

F827020 20 210

F827025 25 275

F827030 30 330

F827038,1 38,1 385

Prodotti correlati

A.115Indivisible package  Suggested retail package - Unit price

RIGHT-HAND FIXED DIE - NPT

Tapered thread NPT 1:16

Execution Spiral lapped point.
Backed-off lapped threads

Surface finish Bright
Application General application

ITEM: A2945

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Bronze Ti6Al4V HTA < 45 < 60

        

DIE NDF

A2945 Tech. Code d x TPI
D

mm
H

mm

H
AN

D
U

SE

3/4" x 14 55 20.2
1” x 11.5 65 25

1 1/4" x 11.5 75 25.6
1 1/2" x 11.5 90 26

A2945 Tech. Code d x TPI
D

mm
H

mm

H
AN

D
U

SE

1/8" x 27 30 10
1/4" x 18 38 15
3/8" x 18

45
15.3

1/2" x 14 20

Product available in index F

STEEL DIES STOCKS

Tech. Code Dies ø
mm

Length
mm

20 210

25 275

30 330

38.1 385

Related products



A

A.116 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

G (BSPP) - Per filettatura gas cilindrica
Materiale Metallo duro integrale micrograna
Elica Destra 10°
Toll. sul diametro D e8
Tratt. Superficiale WIND +
Filettatura Interna ed esterna
Applicazione Esecuzione di filettature su materiali con durezza fino a

45HRC

ART. A3016

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Bronzo Ti6Al4V HTA < 45 < 60

              

FRESE A FILETTARE NDF

A3016 Cod. Tec. GR04
Euro

Passo
TPI

Diametro G
BSPP

D
mm

d
mm

l
mm

L
mm

Z

EL
IC

A 
10

° A3016G14D16 346,00
14

1/2 16 16
40

100
5A3016G14D20 447,00 5/8 - 3/4 - 7/8

20 20 110A3016G11D20 447,00 11 >1

A3016 Cod. Tec. GR04
Euro

Passo
TPI

Diametro G
BSPP

D
mm

d
mm

l
mm

L
mm

Z

EL
IC

A 
10

° A3016G28D08 162,00 28 1/8 8 8 20 66 3
A3016G19D10 203,00

19
1/4 10 10 25 80

4A3016G19D14 300,00 3/8 14 14 35 100

FRESE A FILETTARE PER INTERPOLAZIONE 2XD - GAS ALL T

Filettatura ISO passo grosso e fine DIN 13
Materiale Metallo duro integrale micrograna
Elica Destra 10°
Toll. sul diametro D e8
Tratt. Superficiale WIND +
Filettatura Interna. Possibili filettature esterne non precise

Applicazione Esecuzione di filettature su materiali con durezza fino a
45HRC

ART. A3013

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Bronzo Ti6Al4V HTA < 45 < 60

              

FRESE A FILETTARE NDF

A3013 Cod. Tec. GR04
Euro

Passo
mm

M MF
D

mm
d

mm
l

mm
L

mm
Z

EL
IC

A 
10

°

A3013M150D10 203,00
1,50 -

MF14 10 10 25 80
4A3013M150D12 254,00 MF16 12 12 30 82

A3013M175D08 254,00 1,75 M12
-

8 8 20 66 3
A3013M200D10 203,00

2,00

M14 10 10 25 80
4A3013M200D12 254,00 M16 12 12 30 82

A3013M200D14 300,00
-

MF18 14 14 35

100
A3013M200D16 346,00 MF20 16 16 40 5
A3013M250D14 300,00

2,50
M18

-
14 14 35 4

A3013M250D16 346,00 M20 16 16 40 5

A3013 Cod. Tec. GR04
Euro

Passo
mm

M MF
D

mm
d

mm
l

mm
L

mm
Z

EL
IC

A 
10

°

A3013M050D04,5 187,00 0,50 - MF6 4,50

6

12

55

3

A3013M070D03,1 115,00 0,70 M4 - 3,10 8
A3013M075D04,5 115,00 0,75 - MF6 4,50

12A3013M080D04 115,00 0,80 M5
-

4,00
A3013M100D04,5 115,00

1,00
M6-M7 4,50

A3013M100D06 138,00
-

MF8 6,00 15
A3013M100D08 162,00

MF10
8,00 8 20

66
A3013M125D06 138,00

1,25
M8-M9 6,00 6 15

A3013M125D08 162,00 -
MF12 8,00 8 20A3013M150D08 162,00 1,50 M10-M11

FRESE A FILETTARE PER INTERPOLAZIONE 2XD - M-MF ALL T

A.116 Indivisible package   Suggested retail package - Unit price

For cylindrical BSP threads
Material Carbide micro-gain
Helix 10° right
Tolerance on diam. D e8
Surface treatment WIND +
Threading Internal – External
Application Threading on materials up to 45HRC

ITEM: A3016

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Bronze Ti6Al4V HTA < 45 < 60

              

THREAD MILLING CUTTER 2XD BSP

A3016 Tech. Code Pitch
TPI

Diameter G
BSPP

D
mm

d
mm

l
mm

L
mm

Z

H
EL

IX
10

°

14
1/2 16 16

40
100

55/8 - 3/4 - 7/8
20 20 110

11 >1

A3016 Tech. Code Pitch
TPI

Diameter G
BSPP

D
mm

d
mm

l
mm

L
mm

Z

H
EL

IX
10

° 28 1/8 8 8 20 66 3

19
1/4 10 10 25 80

4
3/8 14 14 35 100

THREAD MILLING CUTTER 2XD - BSP

ISO thread DIN13 coarse and fine pitch
Material Carbide micro-grain
Helix 10° right
Tolerance on diam. D e8
Surface treatment WIND +
Threading Internal. Possible to produce non precise external thread

Application Threading on materials up to 45HRC

ITEM: A3013

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Bronze Ti6Al4V HTA < 45 < 60

              

THREAD MILLING CUTTER NDF

A3013 Tech. Code Pitch
mm

M MF
D

mm
d

mm
l

mm
L

mm
Z

H
EL

IX
10

°

1.50 -
MF14 10 10 25 80

4
MF16 12 12 30 82

1.75 M12
-

8 8 20 66 3

2.00

M14 10 10 25 80
4M16 12 12 30 82

-
MF18 14 14 35

100
MF20 16 16 40 5

2.50
M18

-
14 14 35 4

M20 16 16 40 5

A3013 Tech. Code Pitch
mm

M MF
D

mm
d

mm
l

mm
L

mm
Z

H
EL

IX
10

°

0.50 - MF6 4.50

6

12

55

3

0.70 M4 - 3.10 8
0.75 - MF6 4.50

120.80 M5
-

4.00

1.00
M6-M7 4.50

-
MF8 6.00 15

MF10
8.00 8 20

661.25
M8-M9 6.00 6 15

-
MF12 8.00 8 20

1.50 M10-M11

THREAD MILLING CUTTER 2XD - M-MF



A

A.117 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Filettatura ANSI B1.1 UN
Materiale Metallo duro integrale micrograna
Elica Destra 10°
Toll. sul diametro D e8
Tratt. Superficiale WIND +
Filettatura Interna. Possibili filettature esterne non precise

Applicazione Esecuzione di filettature su materiali con durezza fino a
45HRC

ART. A3024

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Bronzo Ti6Al4V HTA < 45 < 60

              

FRESE A FILETTARE NDF

A3024 Cod. Tec. GR04
Euro

Passo
TPI

UNC” UNF”
D

mm
d

mm
I

mm
L

mm
Z

EL
IC

A 
10

°

A3024UN16D15,5 346,00 16 - 3/4 15,50 16 40 100 5
A3024UN14D08 162,00

14
7/16 - 8,00 8 20 66 3

A3024UN14D15,5 346,00 - 7/8 15,50 16 40 100 5
A3024UN13D10 203,00 13 1/2

-

10,00 10 25
80 4A3024UN12D10 203,00 12 9/16

A3024UN11D12 254,00 11 5/8 12,00 12 30
A3024UN10D15,5 346,00 10 3/4 15,50 16

40
100

5A3024UN09D18 397,00 9 7/8 18,00 18
110A3024UN08D20 447,00 8 1 20,00 20

A3024 Cod. Tec. GR04
Euro

Passo
TPI

UNC” UNF”
D

mm
d

mm
I

mm
L

mm
Z

EL
IC

A 
10

°

A3024UN28D04,5 115,00 28
-

1/4 4,50
6

12
55

3
A3024UN24D05,5 138,00

24
5/16 5,50 15

A3024UN24D08 162,00 3/8 8,00 8 20 66
A3024UN20D04,5 115,00

20
1/4 - 4,50 6 12 55

A3024UN20D08 162,00
-

7/16 8,00 8 20 66
A3024UN20D10 203,00 1/2 10,00 10 25 80 4
A3024UN18D05,5 138,00

18
5/6 - 5,50 6 15 55 3

A3024UN18D10 203,00
-

5/8 10,00 10 25 80
4A3024UN18D12 254,00 9/16 12,00 12 30 83

A3024UN16D07,5 162,00 16 3/8 - 7,50 8 20 66 3

FRESE A FILETTARE PER INTERPOLAZIONE 2XD - UN ALL T

NPT - Per filettatura conica americana conicità 1:16
Materiale Metallo duro integrale micrograna
Elica Destra 10°
Toll. sul diametro D e8
Tratt. Superficiale WIND +
Filettatura Interna
Applicazione Esecuzione di filettature su materiali con durezza fino a

45HRC

ART. A3021

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Bronzo Ti6Al4V HTA < 45 < 60

              

FRESE A FILETTARE NDF

A3021 Cod. Tec. GR04
Euro

Passo
TPI

Diametro
NPT

D
mm

d
mm

l
mm

L
mm

Z

EL
IC

A 
10

° A3021NP18D11,2 330,00 18 3/8 11,15 12 14,82 75
4A3021NP14D14,3 450,00 14 1/2 - 3/4 14,25 16 19,05 80

A3021NP11D19,6 (582,00) 11 - 1/2 1 - 2 19,60 20 23,19 90 5

A3021 Cod. Tec. GR04
Euro

Passo
TPI

Diametro
NPT

D
mm

d
mm

l
mm

L
mm

Z

EL
IC

A 
10

° A3021NP27D05,9 210,00
27

1/16 5,90
8 9,88 55 3A3021NP27D07,6 210,00 1/8 7,65

A3021NP18D10,2 330,00 18 1/4 10,15 12 14,82 75 4

FRESE A FILETTARE PER INTERPOLAZIONE - NPT ALL T

A.117Indivisible package  Suggested retail package - Unit price

UN - for ANSI B1.1 UN threads
Material Carbide micro-gran
Helix 10° right
Tolerance on diam. D e8
Surface Treatment WIND +
Threading Internal. Possible to produce non precise external thread

Application Threading on materials up to 45HRC

ITEM: A3024

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Bronze Ti6Al4V HTA < 45 < 60

              

THREAD MILLING CUTTER NDF

A3024 Tech. Code Pitch
TPI

UNC” UNF”
D

mm
d

mm
I

mm
L

mm
Z

H
EL

IX
10

°

16 - 3/4 15.50 16 40 100 5

14
7/16 - 8.00 8 20 66 3

- 7/8 15.50 16 40 100 5
13 1/2

-

10.00 10 25
80 412 9/16

11 5/8 12.00 12 30
10 3/4 15.50 16

40
100

59 7/8 18.00 18
110

8 1 20.00 20

A3024 Tech. Code Pitch
TPI

UNC” UNF”
D

mm
d

mm
I

mm
L

mm
Z

H
EL

IX
10

°

28
-

1/4 4.50
6

12
55

3
24

5/16 5.50 15
3/8 8.00 8 20 66

20
1/4 - 4.50 6 12 55

-
7/16 8.00 8 20 66
1/2 10.00 10 25 80 4

18
5/6 - 5.50 6 15 55 3

-
5/8 10.00 10 25 80

4
9/16 12.00 12 30 83

16 3/8 - 7.50 8 20 66 3

THREAD MILLING CUTTER 2XD - UN

NPT - For American tapered thread. Taper ratio 1:16
Material Carbide micro-grain
Helix 10° right
Tolerance on diam. D e8
Surface Treatment WIND +
Threading Internal
Application Threading on materials up to 45HRC

ITEM: A3021

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Bronze Ti6Al4V HTA < 45 < 60

              

THREAD MILLING CUTTER NDF

A3021 Tech. Code Pitch
TPI

Diameter
NPT

D
mm

d
mm

l
mm

L
mm

Z

H
EL

IX
10

° 18 3/8 11.15 12 14.82 75
4

14 1/2 - 3/4 14.25 16 19.05 80
11 - 1/2 1 - 2 19.60 20 23.19 90 5

A3021 Tech. Code Pitch
TPI

Diameter
NPT

D
mm

d
mm

l
mm

L
mm

Z

H
EL

IX
10

°

27
1/16 5.90

8 9.88 55 3
1/8 7.65

18 1/4 10.15 12 14.82 75 4

THREAD MILLING CUTTER - NPT



A

A.118 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

C

P

M

K

N

S

H

CAP A - SEZIONE FRESE - INDICE DELLE APPLICAZIONI
Materiale MD

Profilo FINITORE

Applicazione UNI HARD INOX ALU

A4039 A4046 A4047 A4049 A4051 A4052 A4057 A4060 A4012 A4005 A4006 A4034 A4042 A4230 A4232 A4420 A4215 A4220 A4415 A4036 A4240 A4612 A4625 A4710

PAG. A 132 137 138 142 143 143 144 146 123 124 125 128 136 158 158 161 154 155 160 131 157 152 153 148

DIN
6527L 6527L 6527L 6527L 6527

Codolo

Coating

Lunghezza

Tipo VARI STD SF MINI SF MINI STD SF VARI STD

< 500
N/mm²

                 

< 800
N/mm²

                    

< 1200
N/mm²

                    

< 600
N/mm²

                 

< 850
N/mm²

                 

DUPLEX                  

< 240 HB                   

< 300 HB                   

< 10% Si   

> 10% Si   

Ottone
Rame

Ti6Al4V                   

HTA   

< 45 HRC                   

< 60 HRC                   

< 65 HRC   

Carbon
Fiber

● RACCOMANDATO PER... ○ ADATTO PER...

A.118 Indivisible package   Suggested retail package - Unit price

C

P

M

K

N

S

H

CHAP A - END MILLS SECTION - APPLICATION INDEX
Material HM

Profile Finishing

Application

Page. A 132 137 138 142 143 143 144 146 123 124 125 128 136 158 158 161 154 155 160 131 157 152 153 148

DIN

Shank

Coating

Length

Type VARI STD SF MINI SF MINI STD SF VARI STD

< 500
N/mm²

                 

< 850
N/mm²

                    

< 1200
N/mm²

                    

< 600
N/mm²

                 

< 850
N/mm²

                 

DUPLEX                  

< 240 HB                   

< 300 HB                   

< 10% Si   

> 10% Si   

Ottone
Rame

Ti6Al4V                   

HTA   

< 45 HRC                   

< 60 HRC                   

< 65 HRC   

Carbon
Fiber

● RECOMMENDED FOR... ○ USABLE FOR…



A

A.119 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

C

P

M

K

N

S

H

CAP A - SEZIONE FRESE - INDICE DELLE APPLICAZIONI
Materiale MD

Profilo FINITORE SGROSSATORE

Applicazione ALU TI - CF UNI INOX ALU -

A4711 A4610 A4615 A4058 A4062 A4015 A4032 A4033 A4035 A4038 A4045 A4055 A4048 A4050 A4225 A4910 A4507 A4516 A4508 A4525 A4520 A4512

PAG. A 149 150 151 145 147 122 126 127 129- 130 133 134- 135 139 140 141 156 159 163 164 165 166 167 162

DIN
6527L 6527L

Codolo

Coating DLC

Lunghezza

Tipo STD VARI STD VARI STD

< 500
N/mm²

               

< 800
N/mm²

             

< 1200
N/mm²

             

< 600
N/mm²

    

< 850
N/mm²

    

DUPLEX     

< 240 HB            

< 300 HB            

< 10% Si     

> 10% Si     

Ottone
Rame

Ti6Al4V          

HTA    

< 45 HRC              

< 60 HRC              

< 65 HRC

Carbon
Fiber



● RACCOMANDATO PER... ○ ADATTO PER...

A.119Indivisible package  Suggested retail package - Unit price

C

P

M

K

N

S

H

CHAP A - END MILLS SECTION - APPLICATION INDEX
Material HM

Profile Finishing ROUGHING

Application

Page. A 149 150 151 145 147 122 126 127 129-130 133 134-135 139 140 141 156 159 163 164 165 166 167 162

DIN

Shank

Coating

Length

Type STD VARI STD VARI STD

< 500
N/mm²

               

< 850
N/mm²

             

< 1200
N/mm²

             

< 600
N/mm²

    

< 850
N/mm²

    

DUPLEX     

< 240 HB            

< 300 HB            

< 10% Si     

> 10% Si     

Ottone
Rame

Ti6Al4V          

HTA    

< 45 HRC              

< 60 HRC              

< 65 HRC

Carbon
Fiber



● RECOMMENDED FOR... ○ USABLE FOR…



A

A.120 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

C

P

M

K

N

S

H

CAP A - SEZIONE FRESE - INDICE DELLE APPLICAZIONI
Materiale MD

Profilo TOROIDALE HI-FEED BALL-NOSE SERVICE

Applicazione UNI HARD INOX ALU UNI HARD UNI HARD ALU -

A4126 A4131 A4435 A4113 A4111 A4616 A4140 A4138 A4340 A4318 A4350 A4351 A4352 A4430 A4360 A4330 A4427 A4620 A4622 A4315 A4715 A4720 A4723

PAG. A 169 170 173 172 168 171 174 175 179 177 178 178 178 184 189 182 183 180 181 176 185 186 187

DIN

Codolo

Coating

Lunghezza

Tipo STD MINI STD VARI STD VARI STD MINI STD MINI VARI STD -

< 500
N/mm²

              

< 800
N/mm²

                   

< 1200
N/mm²

                   

< 600
N/mm²

          

< 850
N/mm²

           

DUPLEX            

< 240 HB                  

< 300 HB                  

< 10% Si   

> 10% Si   

Ottone
Rame

Ti6Al4V               

HTA   

< 45 HRC                    

< 60 HRC                    

< 65 HRC      

Carbon
Fiber

● RACCOMANDATO PER... ○ ADATTO PER...

A.120 Indivisible package   Suggested retail package - Unit price

C

P

M

K

N

S

H

CHAP A - END MILLS SECTION - APPLICATION INDEX
Material HM

Profile TOROIDAL HI-FEED BALL-NOSE SERVICE

Application

Page. A 169 170 173 172 168 171 174 175 179 177 178 178 178 184 189 182 183 180 181 176 185 186 187

DIN

Shank

Coating

Length

Type STD MINI STD VARI STD VARI STD MINI STD MINI VARI STD -

< 500
N/mm²

              

< 850
N/mm²

                   

< 1200
N/mm²

                   

< 600
N/mm²

          

< 850
N/mm²

           

DUPLEX            

< 240 HB                  

< 300 HB                  

< 10% Si   

> 10% Si   

Ottone
Rame

Ti6Al4V               

HTA   

< 45 HRC                    

< 60 HRC                    

< 65 HRC      

Carbon
Fiber

● RECOMMENDED FOR... ○ USABLE FOR…



A

A.121 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

C

P

M

K

N

S

H

CAP A - SEZIONE FRESE - INDICE DELLE APPLICAZIONI
Materiale MD HSS

Profilo SERVICE FINITORE SGROSSATORE BALL-NOSE SERVICE

Applicazione -

A4725 A4810 A4815 A5010 A5015 A5020 A5025 A5110 A5115 A5210 A5215 A5120 A5310 A5315 A5040 A5045 A5410 A5415 A5420 A5425 A5450 A5455 A5460 A5465

PAG. A 188 190 190 192 192 193 194 193 194 193 194 196 197 197 195 195 198 199 200 201 202 203 204 205

DIN

Codolo

Coating

Lunghezza

Tipo - STD -

< 500
N/mm²

                       

< 800
N/mm²

                       

< 1200
N/mm²

                       

< 600
N/mm²

                     

< 850
N/mm²

           

DUPLEX    

< 240 HB                      

< 300 HB                      

< 10% Si      

> 10% Si      

Ottone
Rame

   

Ti6Al4V  

HTA

< 45 HRC         

< 60 HRC 

< 65 HRC

Carbon
Fiber

● RACCOMANDATO PER... ○ ADATTO PER...

A.121Indivisible package  Suggested retail package - Unit price

C

P

M

K

N

S

H

CHAP A - END MILLS SECTION - APPLICATION INDEX
Material HM HSS

Profile SERVICE Finishing ROUGHING BALL-NOSE SERVICE

Application

Page. A 188 190 190 192 192 193 194 193 194 193 194 196 197 197 195 195 198 199 200 201 202 203 204 205

DIN

Shank

Coating

Length

Type - STD -

< 500
N/mm²

                       

< 850
N/mm²

                       

< 1200
N/mm²

                       

< 600
N/mm²

                     

< 850
N/mm²

           

DUPLEX    

< 240 HB                      

< 300 HB                      

< 10% Si      

> 10% Si      

Ottone
Rame

   

Ti6Al4V  

HTA

< 45 HRC         

< 60 HRC 

< 65 HRC

Carbon
Fiber

● RECOMMENDED FOR... ○ USABLE FOR…



A

A.122 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

FRESE Z2

< 500 < 850 < 1200 < 600 < 850 DUPLEX < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Ti6Al4V HTA < 45 < 60 < 65

      

Materiale Metallo duro integrale Micrograna
Norma NDF
Tolleranza D ≤ 1mm - ~0.019mm

D 1~ 6mm - ~ 0.02mm
D > 6 ~20mm - ~ 0.025mm

Codolo Cilindrico / Weldon
Elica Destra 35°
Tratt. Superficiale WIND
Applicazione Esecuzione di cave su materiali con durezza

fino a 55 HRC

ART. A4015

A richiesta fornibili con codolo Weldon al costo di 2€.
Codolo cilindrico ( A4015.... ) Codolo Weldon ( A4015...W )

FRESA NDF

A4015 Cod. Tec. GR01
Euro

D
mm

L
mm

l
mm

d
mm

Z 

2T
 - 

35
°

A40151 16,70 1,00

50

3

4

2 1

A40151,5 16,70 1,50 4
A40152 16,70 2,00 6
A40152,5 16,70 2,50

8A40153 16,70 3,00
A40153,5 16,70 3,50 10
A40154 16,70 4,00 11
A40154,5 23,10 4,50

13
6

A40155 23,10 5,00
A40155,5 23,10 5,50
A40156 19,00 6,00

16A40156,5 36,60 6,50
60 8A40157 36,60 7,00

A40158 29,00 8,00
20A40158,5 41,20 8,50

75

10
A40159 41,20 9,00
A40159,5 41,20 9,50

25A401510 41,20 10,00
A401510,5 68,50 10,50

30 12A401511 68,50 11,00
A401512 68,50 12,00
A401516 163,80 16,00

100
40 16

A401518 163,80 18,00
45 20A401520 204,60 20,00

Contornatura Cava GAMMA

A4015

Materiale Caratteristica Ap Ae Ap
Vc

m/min
min

Vc
m/min
max

mm
D/mm

2
D/mm

3
D/mm

4
D/mm

5
D/mm

6
D/mm

8
D/mm

10
D/mm

12
D/mm

16
D/mm

20

ACCIAI AL
CARBONIO

<500 N/mm² 1,25 x D 0,1 x D 0,5 x D 110 130 fz/mm 0,006 0,009 0,012 0,015 0,020 0,025 0,032 0,040 0,052 0,080

<850 N/mm² 1,25 x D 0,1 x D 0,5 x D 90 120 fz/mm 0,006 0,009 0,011 0,016 0,018 0,023 0,028 0,035 0,048 0,070

<1200 N/mm² 1,25 x D 0,1 x D 0,3 x D 70 100 fz/mm 0,006 0,008 0,010 0,014 0,016 0,020 0,026 0,032 0,043 0,065

ACCIAI INOX
<600 N/mm² 1,25 x D 0,1 x D 0,5 x D 70 95 fz/mm 0,006 0,009 0,011 0,015 0,018 0,023 0,028 0,035 0,045 0,070

<800 N/mm² 1,25 x D 0,1 x D 0,3 x D 50 80 fz/mm 0,006 0,008 0,010 0,013 0,016 0,019 0,025 0,030 0,040 0,065

GHISE
<240 HB 1,25 x D 0,1 x D 0,5 x D 80 120 fz/mm 0,007 0,011 0,013 0,016 0,020 0,028 0,035 0,045 0,055 0,075

<300 HB 1,25 x D 0,1 x D 0,5 x D 70 100 fz/mm 0,006 0,010 0,012 0,015 0,018 0,025 0,030 0,040 0,050 0,065

Valori “fz” consigliati per esecuzioni di cave.
Per contornature, adeguare i parametri di taglio. (es: fz x 1,25)

A.122 Indivisible package   Suggested retail package - Unit price

END MILLS Z2

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Ti6Al4V HTA < 45 < 60 < 65

      

Material Micro-grain carbide
Standard Factory standard
Tolerance D ≤ 1mm - ~0.019mm

D 1~ 6mm - ~ 0.02mm
D > 6 ~20mm - ~ 0.025mm

Shank Cylindrical / Weldon
Helix 35° right-hand
Surface treatment WIND
Application Slotting on materials up to 55 HRC

ITEM: A4015

On request available with Weldon shank at a cost of € 2.
Cylindrical shank (A4015....) Weldon shank (A4015...W)

FACTORY STANDARD

A4015 Tech. Code D
mm

L
mm

l
mm

d
mm

Z 

2T
-3

5°

1

50

3

4

2 1

1.5 4
2 6

2.5
8

3
3.5 10
4 11

4.5
13

6
5

5.5
6

166.5
60 87

8
208.5

75

10
9

9.5
25

10
10.5

30 1211
12
16

100
40 16

18
45 20

20

Side Milling Slotting RANGE

Material Feature Ap Ae Ap
Vc

m/min.
min.

Vc
m/min.
max.

mm
D/mm

2
D/mm

3
D/mm

4
D/mm

5
D/mm

6
D/mm

8
D/mm

10
D/mm

12
D/mm

16
D/mm

20

CARBON STEEL

< 500 N/mm² 1.25 x D 0.1 x D 0.5 x D 110 130 fz/mm 0.006 0.009 0.012 0.015 0.020 0.025 0.032 0.040 0.052 0.080

< 850 N/mm² 1.25 x D 0.1 x D 0.5 x D 90 120 fz/mm 0.006 0.009 0.011 0.016 0.018 0.023 0.028 0.035 0.048 0.070

< 1200 N/mm² 1.25 x D 0.1 x D 0.3 x D 70 100 fz/mm 0.006 0.008 0.010 0.014 0.016 0.020 0.026 0.032 0.043 0.065

STAINLESS
STEEL

< 600 N/mm² 1.25 x D 0.1 x D 0.5 x D 70 95 fz/mm 0.006 0.009 0.011 0.015 0.018 0.023 0.028 0.035 0.045 0.070

< 800 N/mm² 1.25 x D 0.1 x D 0.3 x D 50 80 fz/mm 0.006 0.008 0.010 0.013 0.016 0.019 0.025 0.030 0.040 0.065

CAST IRON
< 240 HB 1.25 x D 0.1 x D 0.5 x D 80 120 fz/mm 0.007 0.011 0.013 0.016 0.020 0.028 0.035 0.045 0.055 0.075

< 300 HB 1.25 x D 0.1 x D 0.5 x D 70 100 fz/mm 0.006 0.010 0.012 0.015 0.018 0.025 0.030 0.040 0.050 0.065

Recommended "fz" values for slotting.
For side milling, adjust the cutting parameters. (ex: fz x 1.25)



A

A.123 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

< 500 < 850 < 1200 < 600 < 850 DUPLEX < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Ti6Al4V HTA < 45 < 60 < 65

          

Materiale Metallo duro integrale Micrograna
Norma DIN 6528
Tolleranza h10
Codolo Cilindrico / Weldon
Elica Destra 30°
Tratt. Superficiale TiAlN
Applicazione Esecuzione di cave su materiali con durezza

fino a 50 HRC

ART. A4012

A richiesta fornibili con codolo Weldon al costo di 2€.
Codolo cilindrico ( A4012.... ) Codolo Weldon ( A4012...W )

DIN 6528

A4012 Cod. Tec. GR05
Euro

D
mm

L
mm

l
mm

d
mm

Z 

2T
 - 

30
°

A401202 18,60 2
38

6
3

2 1

A401203 18,60 3 7

A401204 21,70 4

50

8 4

A401205 24,80 5
10

5

A401206 25,70 6 6

A401208 35,20 8 63 16 8

A401210 49,20 10 72 19 10

A401212 68,70 12
83 22

12

A401214 94,60 14
16

A401216 98,10 16
92 26

A401218 106,80 18 18

A401220 164,60 20 104 32 20

FRESE PER CAVE Z2

Contornatura Cava GAMMA

A4012

Materiale Caratteristica Ap Ae Ap
Vc

m/min
min

Vc
m/min
max

mm
D/mm

2
D/mm

3
D/mm

4
D/mm

5
D/mm

6
D/mm

8
D/mm

10
D/mm

12
D/mm

16
D/mm

20

ACCIAI AL
CARBONIO

<500 N/mm² 1 x D 0,25 x D 0,5 x D 100 140 fz/mm 0,015 0,023 0,032 0,041 0,050 0,070 0,086 0,099 0,123 0,149

<850 N/mm² 1 x D 0,25 x D 0,5 x D 90 125 fz/mm 0,015 0,023 0,032 0,041 0,050 0,070 0,086 0,099 0,123 0,149

<1200 N/mm² 1 x D 0,25 x D 0,5 x D 80 115 fz/mm 0,012 0,019 0,025 0,032 0,040 0,056 0,068 0,079 0,099 0,120

ACCIAI INOX
<600 N/mm² 1 x D 0,25 x D 0,5 x D 65 90 fz/mm 0,010 0,015 0,021 0,026 0,032 0,046 0,056 0,064 0,080 0,097

<800 N/mm² 1 x D 0,25 x D 0,5 x D 60 80 fz/mm 0,009 0,014 0,020 0,025 0,031 0,043 0,053 0,060 0,077 0,093

GHISE
<240 HB 1 x D 0,25 x D 0,5 x D 80 115 fz/mm 0,013 0,021 0,029 0,037 0,045 0,063 0,077 0,089 0,110 0,134

<300 HB 1 x D 0,25 x D 0,5 x D 70 100 fz/mm 0,013 0,020 0,027 0,034 0,042 0,059 0,073 0,085 0,105 0,127

SUPER LEGHE
TI6AI4V 1 x D 0,25 x D 0,5 x D 60 85 fz/mm 0,011 0,017 0,023 0,030 0,036 0,052 0,063 0,073 0,091 0,110

HTA 1 x D 0,25 x D 0,5 x D 25 35 fz/mm 0,008 0,014 0,018 0,023 0,029 0,041 0,050 0,057 0,071 0,086

Valori “fz” consigliati per esecuzioni di contornature.
Per cave, adeguare i parametri di taglio. (es: fz x 0,8)

A.123Indivisible package  Suggested retail package - Unit price

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Ti6Al4V HTA < 45 < 60 < 65

          

Material Micro-grain carbide
Standard DIN 6528
Tolerance h10
Shank Cylindrical / Weldon
Helix Right-hand 30°
Surface treatment TiAlN
Application Slotting on materials up to 50 HRC

ITEM: A4012

On request available with Weldon shank at a cost of € 2.
Cylindrical shank (A4012....) Weldon shank (A4012...W)

DIN 6528

A4012 Tech. Code D
mm

L
mm

l
mm

d
mm

Z 

2T
-3

0°

2
38

6
3

2 1

3 7

4

50

8 4

5
10

5

6 6

8 63 16 8

10 72 19 10

12
83 22

12

14
16

16
92 26

18 18

20 104 32 20

END MILLS FOR SLOTTING Z2

Side Milling Slotting RANGE

Material Feature Ap Ae Ap
Vc

m/min.
min.

Vc
m/min.
max.

mm
D/mm

2
D/mm

3
D/mm

4
D/mm

5
D/mm

6
D/mm

8
D/mm

10
D/mm

12
D/mm

16
D/mm

20

CARBON STEEL

< 500 N/mm² 1 x D 0.25 x D 0.5 x D 100 140 fz/mm 0.015 0.023 0.032 0.041 0.050 0.070 0.086 0.099 0.123 0.149

< 850 N/mm² 1 x D 0.25 x D 0.5 x D 90 125 fz/mm 0.015 0.023 0.032 0.041 0.050 0.070 0.086 0.099 0.123 0.149

< 1200 N/mm² 1 x D 0.25 x D 0.5 x D 80 115 fz/mm 0.012 0.019 0.025 0.032 0.040 0.056 0.068 0.079 0.099 0.120

STAINLESS
STEEL

< 600 N/mm² 1 x D 0.25 x D 0.5 x D 65 90 fz/mm 0.010 0.015 0.021 0.026 0.032 0.046 0.056 0.064 0.080 0.097

< 800 N/mm² 1 x D 0.25 x D 0.5 x D 60 80 fz/mm 0.009 0.014 0.020 0.025 0.031 0.043 0.053 0.060 0.077 0.093

CAST IRON
< 240 HB 1 x D 0.25 x D 0.5 x D 80 115 fz/mm 0.013 0.021 0.029 0.037 0.045 0.063 0.077 0.089 0.110 0.134

< 300 HB 1 x D 0.25 x D 0.5 x D 70 100 fz/mm 0.013 0.020 0.027 0.034 0.042 0.059 0.073 0.085 0.105 0.127

SUPER ALLOY
Tl6Al4V 1 x D 0.25 x D 0.5 x D 60 85 fz/mm 0.011 0.017 0.023 0.030 0.036 0.052 0.063 0.073 0.091 0.110

< 45 HRC 1 x D 0.25 x D 0.5 x D 25 35 fz/mm 0.008 0.014 0.018 0.023 0.029 0.041 0.050 0.057 0.071 0.086

Recommended "fz" values for side milling.
For slotting, adjust the cutting parameters. (ex: fz x 0.8)



A

A.124 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

FRESE PER CAVE Z2 TAGLIENTE AL CENTRO

< 500 < 850 < 1200 < 600 < 850 DUPLEX < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Ti6Al4V HTA < 45 < 60 < 65

       

Materiale Metallo duro integrale Micrograna
Norma NDF
Tolleranza e8
Codolo Cilindrico
Elica Destra 30°
Tratt. Superficiale TiAIN
Applicazione Esecuzione di cave su materiali con durezza fino 50 HRC

ART. A4005

FRESA NDF

A4005 Cod. Tec. GR11
Euro

D
mm

L
mm

l
mm

d
mm

ch 45°
mm



2T
 - 

30
°

A400501 15,80 1

38

4

3 -

1

A400501,5 15,80 1,5
A400502 15,80 2

6,3A400502,5 15,80 2,5
A400503 15,80 3 9,5
A400504 20,95 4

50
12 4

0,10
A400505 22,55 5 14 5
A400506 23,95 6 16 6
A400507 36,45 7

63 20
7

A400508 29,20 8 8
0,20A400509 47,90 9 9

A400510 42,65 10 72 22 10
A400511 50,80 11

76 25
11

0,30

A400512 56,10 12 12
A400514 79,60 14 83

32
14

A400516 100,00 16 89 16
A400518 136,00 18 100

38
18

A400520 148,00 20 104 20

Contornatura Cava GAMMA

A4005

Materiale Caratteristica Ap Ae Ap
Vc

m/min
min

Vc
m/min
max

mm
D/mm

2
D/mm

3
D/mm

4
D/mm

6
D/mm

8
D/mm

10
D/mm

12
D/mm

14
D/mm

16
D/mm

20

ACCIAI AL
CARBONIO

<500 N/mm² 1 x D 0,1 x D 0,5 x D 150 200 fz/mm 0,014 0,021 0,028 0,044 0,060 0,072 0,083 0,092 0,101 0,114

<850 N/mm² 1 x D 0,1 x D 0,5 x D 120 160 fz/mm 0,014 0,021 0,028 0,044 0,060 0,072 0,083 0,092 0,101 0,114

<1200 N/mm² 1 x D 0,1 x D 0,5 x D 90 150 fz/mm 0,014 0,021 0,028 0,044 0,060 0,072 0,083 0,092 0,101 0,114

ACCIAI INOX
<600 N/mm² 1 x D 0,1 x D 0,5 x D 90 115 fz/mm 0,011 0,017 0,023 0,036 0,050 0,061 0,070 0,079 0,098 0,101

<800 N/mm² 1 x D 0,1 x D 0,5 x D 60 80 fz/mm 0,010 0,016 0,021 0,033 0,045 0,054 0,062 0,070 0,077 0,088

GHISE
<240 HB 1 x D 0,1 x D 0,5 x D 120 150 fz/mm 0,011 0,017 0,023 0,036 0,050 0,061 0,070 0,079 0,087 0,101

<300 HB 1 x D 0,1 x D 0,5 x D 110 140 fz/mm 0,009 0,014 0,019 0,029 0,040 0,048 0,056 0,063 0,070 0,081

Valori “fz” consigliati per esecuzioni di contornature.
Per cave, adeguare i parametri di taglio. (es: fz x 0,8)

A.124 Indivisible package   Suggested retail package - Unit price

END MILLS FOR SLOTTING Z2 CENTER CUTTING

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Ti6Al4V HTA < 45 < 60 < 65

       

Material MIcro-grain Integral hard metal
Standard Factory standard
Tolerance e8
Shank Cylindrical
Helix Right-hand 30°
Surface treatment TiAIN
Application Slotting on materials up to 50 HRC

ITEM: A4005

FACTORY STANDARD

A4005 Tech. Code D
mm

L
mm

l
mm

d
mm

ch 45°
mm



2T
-3

0°

1

38

4

3 -

1

1,5
2

6,3
2,5
3 9,5
4

50
12 4

0,10
5 14 5
6 16 6
7

63 20
7

8 8
0,209 9

10 72 22 10
11

76 25
11

0,30

12 12
14 83

32
14

16 89 16
18 100

38
18

20 104 20

Side Milling Slotting RANGE

Material Feature Ap Ae Ap
Vc

m/min.
min.

Vc
m/min.
max.

mm
D/mm

2
D/mm

3
D/mm

4
D/mm

6
D/mm

8
D/mm

10
D/mm

12
D/mm

14
D/mm

16
D/mm

20

CARBON STEEL

< 500 N/mm² 1 x D 0.25 x D 0.5 x D 150 200 fz/mm 0.015 0.023 0.032 0.041 0.050 0.070 0.086 0.099 0.123 0.149

< 850 N/mm² 1 x D 0.25 x D 0.5 x D 120 160 fz/mm 0.015 0.023 0.032 0.041 0.050 0.070 0.086 0.099 0.123 0.149

< 1200 N/mm² 1 x D 0.25 x D 0.5 x D 90 150 fz/mm 0.012 0.019 0.025 0.032 0.040 0.056 0.068 0.079 0.099 0.120

STAINLESS
STEEL

< 600 N/mm² 1 x D 0.25 x D 0.5 x D 90 115 fz/mm 0.010 0.015 0.021 0.026 0.032 0.046 0.056 0.064 0.080 0.097

< 800 N/mm² 1 x D 0.25 x D 0.5 x D 60 80 fz/mm 0.009 0.014 0.020 0.025 0.031 0.043 0.053 0.060 0.077 0.093

CAST IRON
< 240 HB 1 x D 0.25 x D 0.5 x D 120 150 fz/mm 0.013 0.021 0.029 0.037 0.045 0.063 0.077 0.089 0.110 0.134

< 300 HB 1 x D 0.25 x D 0.5 x D 110 140 fz/mm 0.013 0.020 0.027 0.034 0.042 0.059 0.073 0.085 0.105 0.127

Recommended "fz" values for side milling.
For slotting, adjust the cutting parameters. (ex: fz x 0.8)



A

A.125 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

FRESE PER CAVE Z2 TAGLIENTE AL CENTRO

< 500 < 850 < 1200 < 600 < 850 DUPLEX < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Ti6Al4V HTA < 45 < 60 < 65

       

Materiale Metallo duro integrale Micrograna
Norma NDF
Tolleranza e8
Codolo Cilindrico
Elica Destra 30°
Tratt. Superficiale TiAIN
Applicazione Esecuzione di cave su materiali con durezza fino a 50 HRC

ART. A4006

FRESA NDF

A4006 Cod. Tec. GR11
Euro

D
mm

L
mm

l
mm

d
mm

ch 45° 

A400603 23,40 3
75

25 3 -

1

A400604 26,25 4
31

4
0,10A400605 35,25 5 5

A400606 34,60 6
100

38 6
A400608 46,10 8 41 8

0,20A400610 63,60 10 45 10
A400612 86,60 12

150 75
12

0,30A400614 100,00 14 14
A400616 123,50 16 16

Contornatura Cava GAMMA

A4006

Materiale Caratteristica Ap Ae Ap
Vc

m/min
min

Vc
m/min
max

mm
D/mm

2
D/mm

3
D/mm

4
D/mm

6
D/mm

8
D/mm

10
D/mm

12
D/mm

14
D/mm

16
D/mm

20

ACCIAI AL
CARBONIO

<500 N/mm² 1 x D 0,1 x D 0,5 x D 150 200 fz/mm 0,014 0,021 0,028 0,044 0,060 0,072 0,083 0,092 0,101 0,114

<850 N/mm² 1 x D 0,1 x D 0,5 x D 120 160 fz/mm 0,014 0,021 0,028 0,044 0,060 0,072 0,083 0,092 0,101 0,114

<1200 N/mm² 1 x D 0,1 x D 0,5 x D 90 150 fz/mm 0,014 0,021 0,028 0,044 0,060 0,072 0,083 0,092 0,101 0,114

ACCIAI INOX
<600 N/mm² 1 x D 0,1 x D 0,5 x D 90 115 fz/mm 0,011 0,017 0,023 0,036 0,050 0,061 0,070 0,079 0,098 0,101

<800 N/mm² 1 x D 0,1 x D 0,5 x D 60 80 fz/mm 0,010 0,016 0,021 0,033 0,045 0,054 0,062 0,070 0,077 0,088

GHISE
<240 HB 1 x D 0,1 x D 0,5 x D 120 150 fz/mm 0,011 0,017 0,023 0,036 0,050 0,061 0,070 0,079 0,087 0,101

<300 HB 1 x D 0,1 x D 0,5 x D 110 140 fz/mm 0,009 0,014 0,019 0,029 0,040 0,048 0,056 0,063 0,070 0,081

Valori “fz” consigliati per esecuzioni di contornature.
Per cave, adeguare i parametri di taglio. (es: fz x 0,8)

A.125Indivisible package  Suggested retail package - Unit price

END MILLS FOR SLOTTING Z2 CENTRAL CUTTING

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Ti6Al4V HTA < 45 < 60 < 65

       

Material MIcro-grain Integral hard metal
Standard Factory standard
Tolerance e8
Shank Cylindrical
Helix Right-hand 30°
Surface treatment TiAIN
Application Slotting on materials up to 50 HRC

ITEM: A4006

FACTORY STANDARD

A4006 Tech. Code D
mm

L
mm

l
mm

d
mm

ch 45° 

3
75

25 3 -

1

4
31

4
0,105 5

6
100

38 6
8 41 8

0,20
10 45 10
12

150 75
12

0,3014 14
16 16

Side Milling Slotting RANGE

Material Feature Ap Ae Ap
Vc

m/min.
min.

Vc
m/min.
max.

mm
D/mm

2
D/mm

3
D/mm

4
D/mm

6
D/mm

8
D/mm

10
D/mm

12
D/mm

14
D/mm

16
D/mm

20

CARBON STEEL

< 500 N/mm² 1 x D 0.25 x D 0.5 x D 150 200 fz/mm 0.015 0.023 0.032 0.041 0.050 0.070 0.086 0.099 0.123 0.149

< 850 N/mm² 1 x D 0.25 x D 0.5 x D 120 160 fz/mm 0.015 0.023 0.032 0.041 0.050 0.070 0.086 0.099 0.123 0.149

< 1200 N/mm² 1 x D 0.25 x D 0.5 x D 90 150 fz/mm 0.012 0.019 0.025 0.032 0.040 0.056 0.068 0.079 0.099 0.120

STAINLESS
STEEL

< 600 N/mm² 1 x D 0.25 x D 0.5 x D 90 115 fz/mm 0.010 0.015 0.021 0.026 0.032 0.046 0.056 0.064 0.080 0.097

< 800 N/mm² 1 x D 0.25 x D 0.5 x D 60 80 fz/mm 0.009 0.014 0.020 0.025 0.031 0.043 0.053 0.060 0.077 0.093

CAST IRON
< 240 HB 1 x D 0.25 x D 0.5 x D 120 150 fz/mm 0.013 0.021 0.029 0.037 0.045 0.063 0.077 0.089 0.110 0.134

< 300 HB 1 x D 0.25 x D 0.5 x D 110 140 fz/mm 0.013 0.020 0.027 0.034 0.042 0.059 0.073 0.085 0.105 0.127

Recommended "fz" values for side milling.
For slotting, adjust the cutting parameters. (ex: fz x 0.8)



A

A.126 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Contornatura Cava GAMMA

A4032

Materiale Caratteristica Ap Ae Ap
Vc

m/min
min

Vc
m/min
max

mm
D/mm

2
D/mm

3
D/mm

4
D/mm

5
D/mm

6
D/mm

8
D/mm

10
D/mm

12
D/mm

16
D/mm

20

ACCIAI AL
CARBONIO

<500 N/mm² 0,1 x D 0,5 x D 0,5 x D 90 120 fz/mm 0,006 0,009 0,012 0,015 0,020 0,025 0,032 0,040 0,054 0,066

<850 N/mm² 0,1 x D 0,5 x D 0,5 x D 80 105 fz/mm 0,006 0,009 0,011 0,016 0,018 0,023 0,028 0,035 0,045 0,057

<1200 N/mm² 0,1 x D 0,5 x D 0,3 x D 65 90 fz/mm 0,006 0,008 0,010 0,014 0,016 0,020 0,026 0,032 0,040 0,050

ACCIAI INOX
<600 N/mm² 0,1 x D 0,5 x D 0,5 x D 45 60 fz/mm 0,006 0,009 0,011 0,015 0,018 0,023 0,028 0,035 0,045 0,057

<800 N/mm² 0,1 x D 0,5 x D 0,3 x D 40 50 fz/mm 0,006 0,008 0,010 0,013 0,016 0,019 0,025 0,030 0,038 0,045

GHISE
<240 HB 0,1 x D 0,5 x D 0,5 x D 110 130 fz/mm 0,007 0,011 0,013 0,016 0,020 0,028 0,035 0,045 0,050 0,057

<300 HB 0,1 x D 0,5 x D 0,5 x D 90 110 fz/mm 0,006 0,010 0,012 0,015 0,018 0,025 0,030 0,040 0,045 0,050

Valori “fz” consigliati per esecuzioni di cave.
Per contornature, adeguare i parametri di taglio. (es: fz x 1,25)

FRESE Z3

< 500 < 850 < 1200 < 600 < 850 DUPLEX < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Ti6Al4V HTA < 45 < 60 < 65

      

Materiale Metallo duro integrale
Norma NDF
Tolleranza e8
Codolo Weldon
Elica Destra 30°
Tratt. Superficiale WIND
Applicazione Esecuzione di cave e contornature su materiali con durezza

fino a 50 HRC

ART. A4032

FRESA NDF

A4032 Cod. Tec. GR05
Euro

D
mm

L
mm

l
mm

d
mm

Z 

3T
 - 

30
°

A40321 20,00 1,00

38

2 3

3 1

A40321,5 20,00 1,50
A40322 20,00 2,00 4

6

A40322,5 22,10 2,50
5A40323 20,00 3,00

A40323,5 22,10 3,50 6
A40324 20,00 4,00 7
A40324,5 22,10 4,50

8
A40325 20,00 5,00
A40325,5 22,10 5,50
A40325,75 24,70 5,75
A40326 20,00 6,00
A40327 25,10 7,00

42 10
8A40327,75 30,00 7,75

A40328 26,10 8,00 43

11
A40328,7 (41,70) 8,70

48
10

A40329 35,20 9,00
A40329,7 (41,70) 9,70
A403210 35,20 10,00 50 13
A403212 50,60 12,00 55

15
12

A403214 67,20 14,00 58 14
A403216 86,60 16,00 62 18 16
A403220 140,20 20,00 75 22 20

A.126 Indivisible package   Suggested retail package - Unit price

Side Milling Slotting RANGE

Material Feature Ap Ae Ap
Vc

m/min.
min.

Vc
m/min.
max.

mm
D/mm

2
D/mm

3
D/mm

4
D/mm

5
D/mm

6
D/mm

8
D/mm

10
D/mm

12
D/mm

16
D/mm

20

CARBON STEEL

< 500 N/mm² 0.1 x D 0.5 x D 0.5 x D 90 120 fz/mm 0.006 0.009 0.012 0.015 0.020 0.025 0.032 0.040 0,054 0,066

< 850 N/mm² 0.1 x D 0.5 x D 0.5 x D 80 105 fz/mm 0.006 0.009 0.011 0.016 0.018 0.023 0.028 0.035 0,045 0,057

< 1200 N/mm² 0.1 x D 0.5 x D 0.3 x D 65 90 fz/mm 0.006 0.008 0.010 0.014 0.016 0.020 0.026 0.032 0,040 0,050

STAINLESS
STEEL

< 600 N/mm² 0.1 x D 0.5 x D 0.5 x D 45 60 fz/mm 0.006 0.009 0.011 0.015 0.018 0.023 0.028 0.035 0,045 0,057

< 800 N/mm² 0.1 x D 0.5 x D 0.3 x D 40 50 fz/mm 0.006 0.008 0.010 0.013 0.016 0.019 0.025 0.030 0,038 0,045

CAST IRON
< 240 HB 0.1 x D 0.5 x D 0.5 x D 110 130 fz/mm 0.007 0.011 0.013 0.016 0.020 0.028 0.035 0.045 0,050 0,057

< 300 HB 0.1 x D 0.5 x D 0.5 x D 90 110 fz/mm 0.006 0.010 0.012 0.015 0.018 0.025 0.030 0.040 0,045 0,050

Recommended "fz" values for slotting.
For side milling, adjust the cutting parameters. (ex: fz x 1.25)

END MILLS Z3

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Ti6Al4V HTA < 45 < 60 < 65

      

Material Micro-grain carbide
Standard Factory standard
Tolerance e8
Shank Weldon
Helix 30° right-hand
Surface treatment WIND
Application Slotting and side milling on materials up to 50 HRC

ITEM: A4032

FACTORY STANDARD

A4032 Tech. Code D
mm

L
mm

l
mm

d
mm

Z 

3T
-3

0°

1.00

38

2 3

3 1

1.50
2.00 4

6

2.50
5

3.00
3.50 6
4.00 7
4.50

8
5.00
5.50
5.75
6.00
7.00

42 10
87.75

8.00 38

11
8.70

48
10

9.00
9.70

10.00 38 13
12.00 38

15
12

14.00 58 14
16.00 62 18 16
20.00 75 22 20



A

A.127 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

< 500 < 850 < 1200 < 600 < 850 DUPLEX < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Ti6Al4V HTA < 45 < 60 < 65

      

Materiale Metallo duro integrale Micrograna
Norma NDF
Tolleranza e8
Codolo Cilindrico / Weldon
Elica Destra 30°
Tratt. Superficiale TiAIN
Applicazione Esecuzione di cave e contornature su materiali con durezza

fino a 50 HRC

ART. A4033

A richiesta fornibili con codolo Weldon al costo di 2€.
Codolo cilindrico ( A4033.... ) Codolo Weldon ( A4033...W )

FRESA NDF

A4033 Cod. Tec. GR01
Euro

D
mm

L
mm

l
mm

d
mm

Gambo Z 

3T
 - 

30
°

A403302 20,10 2 35 4

6 Cilindrico

3 1

A403303 20,10 3 36 5

A403304 20,10 4 38 7

A403305 20,10 5
39 8

A403306 20,10 6

A403308 26,10 8 43 11 8

WeldonA403310 35,90 10 50 12 10

A403312 50,20 12 55 15 12

FRESE Z3

Contornatura Cava GAMMA

A4033

Materiale Caratteristica Ap Ae Ap
Vc

m/min
min

Vc
m/min
max

mm
D/mm

2
D/mm

3
D/mm

4
D/mm

5
D/mm

6
D/mm

8
D/mm

10
D/mm

12

ACCIAI AL
CARBONIO

<500 N/mm² 1 x D 0,25 x D 0,5 x D 120 140 fz/mm 0,012 0,019 0,026 0,032 0,041 0,057 0,069 0,080

<850 N/mm² 1 x D 0,25 x D 0,5 x D 100 125 fz/mm 0,011 0,017 0,023 0,029 0,037 0,051 0,062 0,072

<1200 N/mm² 1 x D 0,25 x D 0,5 x D 80 110 fz/mm 0,009 0,015 0,021 0,026 0,032 0,045 0,056 0,064

ACCIAI INOX

<600 N/mm² 1 x D 0,25 x D 0,5 x D 75 90 fz/mm 0,008 0,013 0,016 0,022 0,026 0,037 0,045 0,052

<800 N/mm² 1 x D 0,25 x D 0,5 x D 60 80 fz/mm 0,008 0,012 0,015 0,021 0,025 0,035 0,043 0,050

GHISE

<240 HB 1 x D 0,25 x D 0,5 x D 90 130 fz/mm 0,012 0,019 0,026 0,032 0,041 0,057 0,095 0,080

<300 HB 1 x D 0,25 x D 0,5 x D 75 100 fz/mm 0,011 0,017 0,023 0,029 0,037 0,051 0,062 0,072

Valori “fz” consigliati per esecuzioni di contornature.
Per cave, adeguare i parametri di taglio. (es: fz x 0,8)

A.127Indivisible package  Suggested retail package - Unit price

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Ti6Al4V HTA < 45 < 60 < 65

      

Material Micro-grain carbide
Standard Factory standard
Tolerance e8
Shank Cylindrical / Weldon
Helix Right-hand 30°
Surface treatment TiAIN
Application Slotting and side milling on materials up to 50 HRC

ITEM: A4033

On request available with Weldon shank at a cost of € 2.
Cylindrical shank (A4033....) Weldon shank (A4033...W)

FACTORY STANDARD

A4033 Tech. Code D
mm

L
mm

l
mm

d
mm

Shank Z 

2 35 4

6 Cylindrical

3 1

3 36 5

4 38 7

5
39 8

6

8 43 11 8

Weldon10 50 12 10

12 55 15 12

END MILLS Z3

Side Milling Slotting RANGE

Material Feature Ap Ae Ap
Vc

m/min.
min.

Vc
m/min.
max.

mm
D/mm

2
D/mm

3
D/mm

4
D/mm

5
D/mm

6
D/mm

8
D/mm

10
D/mm

12

CARBON STEEL

ALU <10%Si 0.2 x D 0.2 x D 0.5 x D 150 140 fz/mm 0.035 0.050 0.026 0.065 0.100 0.135 0.175 0.200

ALU >10%Si 0.2 x D 0.2 x D 0.5 x D 110 125 fz/mm 0.032 0.045 0.023 0.053 0.090 0.110 0.150 0.185

<1200 N/mm² 0.2 x D 0.2 x D 0.5 x D 70 110 fz/mm 0.030 0.042 0.021 0.050 0.085 0.100 0.140 0.175

STAINLESS
STEEL

<600 N/mm² 0.2 x D 0.2 x D 0.5 x D 65 90 fz/mm 0.025 0.038 0.016 0.046 0.070 0.085 0.120 0.155

<800 N/mm² 0.2 x D 0.2 x D 0.5 x D 65 80 fz/mm 0.025 0.038 0.016 0.046 0.070 0.085 0.120 0.155

CAST IRON

<240 HB 0.2 x D 0.2 x D 0.5 x D 65 130 fz/mm 0.025 0.038 0.016 0.046 0.070 0.085 0.120 0.155

<300 HB 0.2 x D 0.2 x D 0.5 x D 65 100 fz/mm 0.025 0.038 0.016 0.046 0.070 0.085 0.120 0.155

Recommended "fz" values for side milling.
For slotting, adjust the cutting parameters. (ex: fz x 0.8)



A

A.128 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

< 500 < 850 < 1200 < 600 < 850 DUPLEX < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Ti6Al4V HTA < 45 < 60 < 65

          

Materiale Matello duro integrale Micrograna
Norma NDF
Tolleranza h10
Codolo Cilindrico / Weldon
Elica Destra 30°
Tratt. Superficiale TiAIN
Applicazione Esecuzione di cave e contornature su materiali con durezza

fino a 50 HRC

ART. A4034

A richiesta fornibili con codolo Weldon al costo di 2€.
Codolo cilindrico ( A4034.... ) Codolo Weldon ( A4034...W )

FRESA NDF

A4034 Cod. Tec. GR05
Euro

D
mm

L
mm

l
mm

d
mm

Z 

3T
 - 

30
°

A403402 19,90 2
38

6
3

3 1

A403403 19,90 3 7

A403404 22,70 4
50

8 4

A403405 25,20 5
10

5

A403406 26,00 6 57 6

A403408 35,50 8 63 16 8

A403410 51,10 10 72 19 10

A403412 70,30 12
83 22

12

A403414 96,00 14 14

A403416 103,10 16
92 26

16

A403418 113,60 18 18

A403420 167,40 20 104 32 20

FRESE PER CAVE Z3

Contornatura Cava GAMMA

A4034

Materiale Caratteristica Ap Ae Ap
Vc

m/min
min

Vc
m/min
max

mm
D/mm

2
D/mm

3
D/mm

4
D/mm

5
D/mm

6
D/mm

8
D/mm

10
D/mm

12
D/mm

16
D/mm

20

ACCIAI AL
CARBONIO

<500 N/mm² 1 x D 0,25 x D 0,5 x D 100 140 fz/mm 0,015 0,023 0,032 0,041 0,050 0,070 0,086 0,099 0,123 0,149

<850 N/mm² 1 x D 0,25 x D 0,5 x D 90 125 fz/mm 0,015 0,023 0,032 0,041 0,050 0,070 0,086 0,099 0,123 0,149

<1200 N/mm² 1 x D 0,25 x D 0,5 x D 80 115 fz/mm 0,012 0,019 0,025 0,032 0,040 0,056 0,068 0,079 0,099 0,120

ACCIAI INOX
<600 N/mm² 1 x D 0,25 x D 0,5 x D 65 90 fz/mm 0,010 0,015 0,021 0,026 0,032 0,046 0,056 0,064 0,080 0,097

<800 N/mm² 1 x D 0,25 x D 0,5 x D 60 80 fz/mm 0,009 0,014 0,020 0,025 0,031 0,043 0,053 0,060 0,077 0,093

GHISE
<240 HB 1 x D 0,25 x D 0,5 x D 80 115 fz/mm 0,013 0,021 0,029 0,037 0,045 0,063 0,077 0,089 0,110 0,134

<300 HB 1 x D 0,25 x D 0,5 x D 70 100 fz/mm 0,013 0,020 0,027 0,034 0,042 0,059 0,073 0,085 0,105 0,127

SUPER LEGHE
TI6AI4V 1 x D 0,25 x D 0,5 x D 60 85 fz/mm 0,011 0,017 0,023 0,030 0,036 0,052 0,063 0,073 0,091 0,110

HTA 1 x D 0,25 x D 0,5 x D 25 35 fz/mm 0,008 0,014 0,018 0,023 0,029 0,041 0,050 0,057 0,071 0,086

Valori “fz” consigliati per esecuzioni di contornature.
Per cave, adeguare i parametri di taglio. (es: fz x 0,8)

A.128 Indivisible package   Suggested retail package - Unit price

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Ti6Al4V HTA < 45 < 60 < 65

          

Material Micro-grain carbide
Standard factory standard
Tolerance h10
Shank Cylindrical / Weldon
Helix Right-hand 30°
Surface treatment TiAIN (coated)
Application Slots and side milling on materials up to 50 HRC

ITEM: A4034

On request available with Weldon shank at a cost of € 2.
Cylindrical shank (A4034....) Weldon shank (A4034...W)

FACTORY STANDARD

A4034 Tech. Code D
mm

L
mm

l
mm

d
mm

Z 

3T
-3

0°

2
38

6
3

3 1

3 7

4
50

8 4

5
10

5

6 57 6

8 63 16 8

10 72 19 10

12
83 22

12

14 14

16
92 26

16

18 18

20 104 32 20

END MILLS FOR SLOTTING Z3

Side Milling Slotting RANGE

Material Feature Ap Ae Ap
Vc

m/min.
min.

Vc
m/min.
max.

mm
D/mm

2
D/mm

3
D/mm

4
D/mm

5
D/mm

6
D/mm

8
D/mm

10
D/mm

12
D/mm

16
D/mm

20

CARBON STEEL

< 500 N/mm² 1 x D 0.25 x D 0.5 x D 100 140 fz/mm 0.015 0.023 0.032 0.041 0.050 0.070 0.086 0.099 0.123 0.149

< 850 N/mm² 1 x D 0.25 x D 0.5 x D 90 125 fz/mm 0.015 0.023 0.032 0.041 0.050 0.070 0.086 0.099 0.123 0.149

< 1200 N/mm² 1 x D 0.25 x D 0.5 x D 80 115 fz/mm 0.012 0.019 0.025 0.032 0.040 0.056 0.068 0.079 0.099 0.120

STAINLESS
STEEL

< 600 N/mm² 1 x D 0.25 x D 0.5 x D 65 90 fz/mm 0.010 0.015 0.021 0.026 0.032 0.046 0.056 0.064 0.080 0.097

< 800 N/mm² 1 x D 0.25 x D 0.5 x D 60 80 fz/mm 0.009 0.014 0.020 0.025 0.031 0.043 0.053 0.060 0.077 0.093

CAST IRON
< 240 HB 1 x D 0.25 x D 0.5 x D 80 115 fz/mm 0.013 0.021 0.029 0.037 0.045 0.063 0.077 0.089 0.110 0.134

< 300 HB 1 x D 0.25 x D 0.5 x D 70 100 fz/mm 0.013 0.020 0.027 0.034 0.042 0.059 0.073 0.085 0.105 0.127

SUPER ALLOY
Tl6Al4V 1 x D 0.25 x D 0.5 x D 60 85 fz/mm 0.011 0.017 0.023 0.030 0.036 0.052 0.063 0.073 0.091 0.110

< 45 HRC 1 x D 0.25 x D 0.5 x D 25 35 fz/mm 0.008 0.014 0.018 0.023 0.029 0.041 0.050 0.057 0.071 0.086

Recommended "fz" values for side milling.
For slotting, adjust the cutting parameters. (ex: fz x 0.8)



A

A.129 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

< 500 < 850 < 1200 < 600 < 850 DUPLEX < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Ti6Al4V HTA < 45 < 60 < 65

      

Materiale Metallo duro integrale Micrograna
Norma NDF
Tolleranza D < = 1mm  - ~ 0.019mm

D  1~ 6mm - ~ 0.02mm
D > 6 ~20mm  - ~ 0.025mm

Codolo Cilindrico / Weldon
Elica Destra 45°
Tratt. Superficiale WIND
Applicazione Esecuzione di cave e contornature su materiali con durezza

fino a 55 HRC

ART. A4035

A richiesta fornibili con codolo Weldon al costo di 2€.
Codolo cilindrico ( A4035.... ) Codolo Weldon ( A4035...W )

FRESA NDF

A4035 Cod. Tec. GR01
Euro

D
mm

L
mm

l
mm

d
mm

Z 

3T
 - 

45
°

A40352 15,00 2

50

6

4

3 1

A40353 14,60 3 8

A40354 14,70 4 11

A40355 18,80 5 13
6

A40356 19,80 6 16

A40358 34,40 8 60 20 8

A403510 53,40 10
75

25 10

A403512 57,90 12 30 12

A403516 135,90 16
100

40 16

A403520 184,00 20 45 20

FRESE Z3

Contornatura Cava GAMMA

A4035

Materiale Caratteristica Ap Ae Ap
Vc

m/min
min

Vc
m/min
max

mm
D/mm

2
D/mm

3
D/mm

4
D/mm

5
D/mm

6
D/mm

8
D/mm

10
D/mm

12
D/mm

16
D/mm

20

ACCIAI AL
CARBONIO

<500 N/mm² 1,5 x D 0,15 x D 0,25 x D 90 115 fz/mm 0,012 0,015 0,025 0,032 0,040 0,050 0,065 0,075 0,095 0,110

<850 N/mm² 1,5 x D 0,15 x D 0,25 x D 80 110 fz/mm 0,012 0,015 0,025 0,032 0,040 0,048 0,058 0,065 0,080 0,095

<1200 N/mm² 1,5 x D 0,15 x D - 70 95 fz/mm 0,010 0,012 0,022 0,025 0,036 0,042 0,052 0,058 0,075 0,085

ACCIAI INOX
<600 N/mm² 1,5 x D 0,15 x D 0,25 x D 70 85 fz/mm 0,009 0,009 0,022 0,025 0,032 0,040 0,046 0,050 0,075 0,080

<800 N/mm² 1,5 x D 0,15 x D - 55 70 fz/mm 0,008 0,008 0,020 0,022 0,028 0,035 0,042 0,045 0,055 0,065

GHISE
<240 HB 1,5 x D 0,15 x D 0,25 x D 80 105 fz/mm 0,012 0,015 0,025 0,032 0,040 0,050 0,065 0,075 0,110 0,130

<300 HB 1,5 x D 0,15 x D 0,25 x D 70 90 fz/mm 0,012 0,015 0,025 0,032 0,040 0,050 0,065 0,075 0,100 0,115

TEMPRATI <45 HRC 0,5 x D 0,05 x D - 35 45 fz/mm 0,008 0,008 0,020 0,022 0,028 0,035 0,042 0,045 0,055 0,065

Valori “fz” consigliati per esecuzioni di contornature.
Per cave, adeguare i parametri di taglio. (es: fz x 0,8)

A.129Indivisible package  Suggested retail package - Unit price

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Ti6Al4V HTA < 45 < 60 < 65

      

Material Micro-grain carbide
Standard Factory standard
Tolerance D < = 1mm - ~ 0.019mm

D 1~ 6mm - ~ 0.02mm
D > 6 ~20mm - ~ 0.025mm

Shank Cylindrical / Weldon
Helix 45° right-hand
Surface treatment WIND
Application Slotting and side milling on materials up to 55 HRC

ITEM: A4035

On request available with Weldon shank at a cost of € 2.
Cylindrical shank (A4035....) Weldon shank (A4035...W)

FACTORY STANDARD

A4035 Tech. Code D
mm

L
mm

l
mm

d
mm

Z 

3T
-4

5°

2

50

6

4

3 1

3 8

4 11

5 13
6

6 16

8 60 20 8

10
75

25 10

12 30 12

16
100

40 16

20 45 20

END MILLS Z3

Side Milling Slotting RANGE

Material Feature Ap Ae Ap
Vc

m/min.
min.

Vc
m/min.
max.

mm
D/mm

2
D/mm

3
D/mm

4
D/mm

5
D/mm

6
D/mm

8
D/mm

10
D/mm

12
D/mm

16
D/mm

20

CARBON STEEL

< 500 N/mm² 1.5 x D 0.15 x D 0.25 x D 90 115 fz/mm 0.012 0.015 0.025 0.032 0.040 0.050 0.065 0.075 0.095 0.110

< 850 N/mm² 1.5 x D 0.15 x D 0.25 x D 80 110 fz/mm 0.012 0.015 0.025 0.032 0.040 0.048 0.058 0.065 0.080 0.095

< 1200 N/mm² 1.5 x D 0.15 x D - 70 95 fz/mm 0.010 0.012 0.022 0.025 0.036 0.042 0.052 0.058 0.075 0.085

STAINLESS
STEEL

< 600 N/mm² 1.5 x D 0.15 x D 0.25 x D 70 85 fz/mm 0.009 0.009 0.022 0.025 0.032 0.040 0.046 0.050 0.075 0.080

< 800 N/mm² 1.5 x D 0.15 x D - 55 70 fz/mm 0.008 0.008 0.020 0.022 0.028 0.035 0.042 0.045 0.055 0.065

CAST IRON
< 240 HB 1.5 x D 0.15 x D 0.25 x D 80 105 fz/mm 0.012 0.015 0.025 0.032 0.040 0.050 0.065 0.075 0.110 0.130

< 300 HB 1.5 x D 0.15 x D 0.25 x D 70 90 fz/mm 0.012 0.015 0.025 0.032 0.040 0.050 0.065 0.075 0.100 0.115

HARDENED < 45 HRC 0.5 x D 0.05 x D - 35 45 fz/mm 0.008 0.008 0.020 0.022 0.028 0.035 0.042 0.045 0.055 0.065

Recommended "fz" values for side milling.
For slotting, adjust the cutting parameters. (ex: fz x 0.8)



A

A.130 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Contornatura Cava GAMMA

A4035

Materiale Caratteristica Ap Ae Ap
Vc

m/min
min

Vc
m/min
max

mm
D/mm

2
D/mm

3
D/mm

4
D/mm

5
D/mm

6
D/mm

8
D/mm

10
D/mm

12
D/mm

16
D/mm

20

ACCIAI AL
CARBONIO

<500 N/mm² 1,5 x D 0,15 x D 0,25 x D 90 115 fz/mm 0,012 0,015 0,025 0,032 0,040 0,050 0,065 0,075 0,095 0,110

<850 N/mm² 1,5 x D 0,15 x D 0,25 x D 80 110 fz/mm 0,012 0,015 0,025 0,032 0,040 0,048 0,058 0,065 0,080 0,095

<1200 N/mm² 1,5 x D 0,15 x D - 70 95 fz/mm 0,010 0,012 0,022 0,025 0,036 0,042 0,052 0,058 0,075 0,085

ACCIAI INOX
<600 N/mm² 1,5 x D 0,15 x D 0,25 x D 70 85 fz/mm 0,009 0,009 0,022 0,025 0,032 0,040 0,046 0,050 0,075 0,080

<800 N/mm² 1,5 x D 0,15 x D - 55 70 fz/mm 0,008 0,008 0,020 0,022 0,028 0,035 0,042 0,045 0,055 0,065

GHISE
<240 HB 1,5 x D 0,15 x D 0,25 x D 80 105 fz/mm 0,012 0,015 0,025 0,032 0,040 0,050 0,065 0,075 0,110 0,130

<300 HB 1,5 x D 0,15 x D 0,25 x D 70 90 fz/mm 0,012 0,015 0,025 0,032 0,040 0,050 0,065 0,075 0,100 0,115

TEMPRATI <45 HRC 0,5 x D 0,05 x D - 35 45 fz/mm 0,008 0,008 0,020 0,022 0,028 0,035 0,042 0,045 0,055 0,065

Valori “fz” consigliati per esecuzioni di contornature.
Per cave, adeguare i parametri di taglio. (es: fz x 0,8)

< 500 < 850 < 1200 < 600 < 850 DUPLEX < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Ti6Al4V HTA < 45 < 60 < 65

      

Materiale Metallo duro integrale Micrograna
Norma NDF
Tolleranza D < = 1mm  - ~ 0.019mm

D  1~ 6mm - ~ 0.02mm
D > 6 ~20mm  - ~ 0.025mm

Codolo Cilindrico / Weldon
Elica Destra 45°
Tratt. Superficiale WIND
Applicazione Esecuzione di cave e contornature su materiali con durezza

fino a 55 HRC

ART. A4035

FRESA NDF

A4035 Cod. Tec. GR01
Euro

D
mm

L
mm

l
mm

d
mm

Pezzi Z

3T
 - 

45
°

A4035SET5 188,00 5
50

13
6 10

3

A4035SET6 197,40 6 16

A4035SET8 175,40 8 60 20 8

5A4035SET10 273,00 10
75

25 10

A4035SET12 294,00 12 30 12

FRESE Z3

A.130 Indivisible package   Suggested retail package - Unit price

Side Milling Slotting RANGE

Material Feature Ap Ae Ap
Vc

m/min.
min.

Vc
m/min.
max.

mm
D/mm

2
D/mm

3
D/mm

4
D/mm

5
D/mm

6
D/mm

8
D/mm

10
D/mm

12
D/mm

16
D/mm

20

CARBON STEEL

< 500 N/mm² 1.5 x D 0.15 x D 0.25 x D 90 115 fz/mm 0.012 0.015 0.025 0.032 0.040 0.050 0.065 0.075 0.095 0.110

< 850 N/mm² 1.5 x D 0.15 x D 0.25 x D 80 110 fz/mm 0.012 0.015 0.025 0.032 0.040 0.048 0.058 0.065 0.080 0.095

< 1200 N/mm² 1.5 x D 0.15 x D - 70 95 fz/mm 0.010 0.012 0.022 0.025 0.036 0.042 0.052 0.058 0.075 0.085

STAINLESS
STEEL

< 600 N/mm² 1.5 x D 0.15 x D 0.25 x D 70 85 fz/mm 0.009 0.009 0.022 0.025 0.032 0.040 0.046 0.050 0.075 0.080

< 800 N/mm² 1.5 x D 0.15 x D - 55 70 fz/mm 0.008 0.008 0.020 0.022 0.028 0.035 0.042 0.045 0.055 0.065

CAST IRON
< 240 HB 1.5 x D 0.15 x D 0.25 x D 80 105 fz/mm 0.012 0.015 0.025 0.032 0.040 0.050 0.065 0.075 0.110 0.130

< 300 HB 1.5 x D 0.15 x D 0.25 x D 70 90 fz/mm 0.012 0.015 0.025 0.032 0.040 0.050 0.065 0.075 0.100 0.115

HARDENED < 45 HRC 0.5 x D 0.05 x D - 35 45 fz/mm 0.008 0.008 0.020 0.022 0.028 0.035 0.042 0.045 0.055 0.065

Recommended "fz" values for side milling.
For slotting, adjust the cutting parameters. (ex: fz x 0.8)

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Ti6Al4V HTA < 45 < 60 < 65

      

Material Micro-grain carbide
Standard Factory standard
Tolerance D < = 1mm - ~ 0.019mm

D 1~ 6mm - ~ 0.02mm
D > 6 ~20mm - ~ 0.025mm

Shank Cylindrical / Weldon
Helix 45° right-hand
Surface treatment WIND
Application Slotting and side milling on materials up to 55 HRC

ITEM: A4035

FACTORY STANDARD

A4035 Tech. Code D
mm

L
mm

l
mm

d
mm

Pieces Z

3T
-4

5°

5
50

13
6 10

3

6 16

8 60 20 8

510
75

25 10

12 30 12

END MILLS Z3



A

A.131 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

< 500 < 850 < 1200 < 600 < 850 DUPLEX < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Ti6Al4V HTA < 45 < 60 < 65

         

Materiale Metallo duro integrale Micrograna
Norma NDF
Tolleranza h10
Codolo Cilindrico / Weldon
Elica Destra 45°
Tratt. Superficiale TiAIN
Applicazione Esecuzione di cave e contornature estremamente finite su

materiali come acciai inox e leghe di Titanio

ART. A4036

A richiesta fornibili con codolo Weldon al costo di 2€.
Codolo cilindrico ( A4036.... ) Codolo Weldon ( A4036...W )

FRESA NDF

A4036 Cod. Tec. GR05
Euro

D
mm

L
mm

l
mm

d
mm

Z 

3T
 - 

45
°

A40363 22,60 3 38 8 3

3 1

A40364 24,90 4
50

11 4

A40365 28,50 5
13

5

A40366 33,20 6 57 6

A40368 45,50 8 63 19 8

A403610 65,60 10 72 22 10

A403612 76,50 12 83 26 12

A403616 140,90 16 92 32 16

A403620 227,40 20 104 38 20

FRESE Z3

Contornatura Cava GAMMA

A4036

Materiale Caratteristica Ap Ae Ap
Vc

m/min
min

Vc
m/min
max

mm
D/mm

3
D/mm

4
D/mm

5
D/mm

6
D/mm

8
D/mm

10
D/mm

12
D/mm

16
D/mm

20

ACCIAI INOX

<600 N/mm² 1 x D 0,25 x D 0,5 x D 75 90 fz/mm 0,013 0,016 0,022 0,026 0,031 0,037 0,045 0,065 0,078

<800 N/mm² 1 x D 0,25 x D 0,5 x D 60 80 fz/mm 0,012 0,015 0,021 0,025 0,035 0,043 0,050 0,061 0,075

NON FERROSI

ALU <10% Si 1 x D 0,25 x D 0,5 x D 400 650 fz/mm 0,024 0,032 0,041 0,050 0,071 0,087 0,100 0,125 0,150

ALU >10% Si 1 x D 0,25 x D 0,5 x D 320 450 fz/mm 0,024 0,032 0,041 0,050 0,071 0,087 0,100 0,125 0,150

SUPER LEGHE TI6AI4V 1 x D 0,25 x D 0,5 x D 45 65 fz/mm 0,012 0,014 0,020 0,023 0,033 0,041 0,047 0,059 0,070

Valori “fz” consigliati per esecuzioni di contornature.
Per cave, adeguare i parametri di taglio. (es: fz x 0,8)

A.131Indivisible package  Suggested retail package - Unit price

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Ti6Al4V HTA < 45 < 60 < 65

         

Material Micro-grain carbide
Standard Factory standard
Tolerance h10
Shank Cylindrical / Weldon
Helix 45° right-hand
Surface treatment TiAIN
Application Slotting and side milling extremely finished on materials such

as stainless steel and titanium alloys.

ITEM: A4036

On request available with Weldon shank at a cost of € 2.
Cylindrical shank (A4036....) Weldon shank (A4036...W)

FACTORY STANDARD

A4036 Tech. Code D
mm

L
mm

l
mm

d
mm

Z 

3 38 8 3

3 1

4
50

11 4

5
13

5

6 57 6

8 63 19 8

10 72 22 10

12 83 26 12

16 92 32 16

20 104 38 20

END MILLS Z3

Side Milling Slotting RANGE

Material Feature Ap Ae Ap
Vc

m/min.
min.

Vc
m/min.
max.

mm
D/mm

3
D/mm

4
D/mm

5
D/mm

6
D/mm

8
D/mm

10
D/mm

12
D/mm

16
D/mm

20

STAINLESS
STEEL

< 600 N/mm² 1 x D 0.25 x D 0.5 x D 75 90 fz/mm 0.013 0.016 0.022 0.026 0.031 0.037 0.045 0.065 0.078

< 800 N/mm² 1 x D 0.25 x D 0.5 x D 60 80 fz/mm 0.012 0.015 0.021 0.025 0.035 0.043 0.050 0.061 0.075

NON FERROUS

ALU <10% Si 1 x D 0.25 x D 0.5 x D 400 650 fz/mm 0.024 0.032 0.041 0.050 0.071 0.087 0.100 0.125 0.150

ALU <10% Si 1 x D 0.25 x D 0.5 x D 320 450 fz/mm 0.024 0.032 0.041 0.050 0.071 0.087 0.100 0.125 0.150

SUPER ALLOY TI6AI4V 1 x D 0.25 x D 0.5 x D 45 65 fz/mm 0.012 0.014 0.020 0.023 0.033 0.041 0.047 0.059 0.070

Recommended "fz" values for side milling.
For slotting, adjust the cutting parameters. (ex: fz x 0.8)



A

A.132 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

FRESE CON PASSO ED ELICA VARIABILE Z3 Vari

< 500 < 850 < 1200 < 600 < 850 DUPLEX < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Ti6Al4V HTA < 45 < 60 < 65

          

α1 α2

α3

Materiale Metallo duro integrale Micrograna
Norma DIN 6527L
Tolleranza h10
Codolo Cilindrico / Weldon
Elica Destra ad angolo variabile

Passo non equidistante
Tratt. Superficiale WIND +
Applicazione Esecuzione di cave e contornature su materiali con durezza

fino a 55 HRC.
Tagliente con smusso di rinforzo, particolarmente indicata
per acciai inossidabili.

ART. A4039

A richiesta fornibili con codolo Weldon al costo di 2€.
Codolo cilindrico ( A4039.... ) Codolo Weldon ( A4039...W )

6527L

FRESA DIN 6527L

A4039 Cod. Tec. GR05
Euro

D
mm

L
mm

l
mm

H
mm

ch 45°
mm

d1
mm

d
mm

Z 

3T
 - 

VA
R

IA
BI

LE

A40392 27,00
2

32
5 7,5

0,05
1,8

2

3 1

A40392G6 38,90 51 6
A40393 27,00

3
38

7 13 2,8
3

A40393G6 38,90

51

6
A40394 33,70

4
5

16
0,10

3,8
4

A40394G6 38,90 11 6
A40395 37,10

5
13 18

4,8
5

A40395G6 38,90
6A40396 38,90 6

0,15
5,8

A40397 53,20 7
63 19

24 6,8 7
A40398 54,60 8 25

0,20
7,6 8

A403910 76,10 10
72 22 30

9,6 10
A403912 104,40 12 11,6 12
A403914 134,60 14 75

25 36 0,25
13,6 14

A403916 185,20 16 83 15,6 16
A403920 269,30 20 105 32 45 0,30 19,6 20

Contornatura Cava GAMMA

A4039

Materiale Caratteristica Ap Ae Ap
Vc

m/min
min

Vc
m/min
max

mm
D/mm

3
D/mm

4
D/mm

5
D/mm

6
D/mm

8
D/mm

10
D/mm

12
D/mm

16
D/mm

20

ACCIAI AL
CARBONIO

<500 N/mm² 1,5 x D 0,5 x D 1 x D 180 200 fz/mm 0,010 0,015 0,020 0,020 0,033 0,041 0,047 0,059 0,071

<850 N/mm² 1,5 x D 0,5 x D 1 x D 150 170 fz/mm 0,010 0,015 0,020 0,020 0,033 0,041 0,047 0,059 0,071

<1200 N/mm² 1,5 x D 0,5 x D 1 x D 110 150 fz/mm 0,010 0,015 0,018 0,018 0,030 0,037 0,042 0,054 0,064

ACCIAI INOX

<600 N/mm² 1,5 x D 0,5 x D 1 x D 85 140 fz/mm 0,010 0,015 0,014 0,014 0,022 0,027 0,032 0,040 0,058

<800 N/mm² 1,5 x D 0,5 x D 1 x D 65 105 fz/mm 0,010 0,015 0,014 0,014 0,021 0,026 0,030 0,038 0,045

DUPLEX 1,5 x D 0,25 x D 1 x D 55 90 fz/mm 0,008 0,012 0,014 0,014 0,021 0,026 0,030 0,038 0,045

GHISE
<240 HB 1,5 x D 0,5 x D 1 x D 160 200 fz/mm 0,010 0,015 0,025 0,025 0,038 0,047 0,054 0,068 0,082

<300 HB 1,5 x D 0,5 x D 1 x D 125 160 fz/mm 0,010 0,015 0,022 0,022 0,033 0,041 0,047 0,059 0,071

SUPER LEGHE TI6AI4V 1 x D 0,25 x D 0,5 x D 35 60 fz/mm 0,008 0,012 0,014 0,014 0,021 0,026 0,030 0,038 0,045

TEMPRATI <50 HRC 1 x D 0,25 x D 0,5 x D 60 85 fz/mm 0,008 0,012 0,016 0,016 0,025 0,030 0,037 0,045 0,054

Valori “fz” consigliati per esecuzioni di cave.
Per contornature, adeguare i parametri di taglio. (es: fz x 1,25)

A.132 Indivisible package   Suggested retail package - Unit price

END MILLS WITH VARIABLE PITCH Z3

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Ti6Al4V HTA < 45 < 60 < 65

          

Material Micro-grain carbide
Standard DIN 6527L
Tolerance h10
Shank Cylindrical / Weldon
Helix Right hand variable angle and variable pitch

Surface treatment WIND +
Application Slotting and side milling on materials up to 55 HRC.

Sharp with reinforcing chamfer
particularly suitable for stainless steel.

ITEM: A4039

On request available with Weldon shank at a cost of € 2.
Cylindrical shank (A4039....) Weldon shank (A4039...W)

DIN 6527L

A4039 Tech. Code D
mm

L
mm

l
mm

H
mm

ch 45°
mm

d1
mm

d
mm

Z 

2
32

5 7.5
0.05

1.8
2

3 1

51 6

3
38

7 13 2.8
3

51

6

4
5

16
0.10

3.8
4

11 6

5
13 18

4.8
5

6
6

0.15
5.8

7
63 19

24 6.8 7
8 25

0.20
7.6 8

10
72 22 30

9.6 10
12 11.6 12
14 75

25 36 0.25
13.6 14

16 83 15.6 16
20 105 32 45 0.30 19.6 20

Side Milling Slotting RANGE

Material Feature Ap Ae Ap
Vc

m/min.
min.

Vc
m/min.
max.

mm
D/mm

3
D/mm

4
D/mm

5
D/mm

6
D/mm

8
D/mm

10
D/mm

12
D/mm

16
D/mm

20

CARBON STEEL

< 500 N/mm² 1.5 x D 0.50 x D 1.0 x D 180 200 fz/mm 0.010 0.015 0.020 0.020 0.033 0.041 0.047 0.059 0.071

< 850 N/mm² 1.5 x D 0.50 x D 1.0 x D 150 170 fz/mm 0.010 0.015 0.020 0.020 0.033 0.041 0.047 0.059 0.071

< 1200 N/mm² 1.5 x D 0.50 x D 1.0 x D 110 150 fz/mm 0.010 0.015 0.018 0.018 0.030 0.037 0.042 0.054 0.064

STAINLESS
STEEL

< 600 N/mm² 1.5 x D 0.50 x D 1.0 x D 85 140 fz/mm 0.010 0.015 0.014 0.014 0.022 0.027 0.032 0.040 0.058

< 800 N/mm² 1.5 x D 0.50 x D 1.0 x D 65 105 fz/mm 0.010 0.015 0.014 0.014 0.021 0.026 0.030 0.038 0.045

DUPLEX 1.5 x D 0.25 x D 1.0 x D 55 90 fz/mm 0.008 0.012 0.014 0.014 0.021 0.026 0.030 0.038 0.045

CAST IRON
< 240 HB 1.5 x D 0.50 x D 1.0 x D 160 200 fz/mm 0.010 0.015 0.025 0.025 0.038 0.047 0.054 0.068 0.082

< 300 HB 1.5 x D 0.50 x D 1.0 x D 125 160 fz/mm 0.010 0.015 0.022 0.022 0.033 0.041 0.047 0.059 0.071

SUPER ALLOY TI6AI4V 1.0 x D 0.25 x D 0.5 x D 35 60 fz/mm 0.008 0.012 0.014 0.014 0.021 0.026 0.030 0.038 0.045

HARDENED < 50 HRC 1.0 x D 0.25 x D 0.5 x D 60 85 fz/mm 0.008 0.012 0.016 0.016 0.025 0.030 0.037 0.045 0.054

Recommended "fz" values for side milling.
For slotting, adjust the cutting parameters. (ex: fz x 0.8)



A

A.133 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Contornatura Cava GAMMA

A4038

Materiale Caratteristica Ap Ae Ap
Vc

m/min
min

Vc
m/min
max

mm
D/mm

4
D/mm

5
D/mm

6
D/mm

8
D/mm

10
D/mm

12
D/mm

16
D/mm

20

ACCIAI AL
CARBONIO

<500 N/mm² 2,5 x D 0,15 x D - 90 130 fz/mm 0,015 0,020 0,025 0,035 0,045 0,056 0,080 0,100

<850 N/mm² 2,5 x D 0,15 x D - 80 120 fz/mm 0,015 0,020 0,025 0,035 0,045 0,056 0,080 0,100

<1200 N/mm² 2,5 x D 0,15 x D - 80 110 fz/mm 0,010 0,012 0,015 0,021 0,027 0,033 0,045 0,060

ACCIAI INOX <600 N/mm² 2,5 x D 0,15 x D - 70 90 fz/mm 0,010 0,012 0,015 0,021 0,027 0,033 0,045 0,060

GHISE <240 HB 2,5 x D 0,15 x D - 70 110 fz/mm 0,015 0,020 0,025 0,035 0,045 0,056 0,080 0,100

TEMPRATI <45 HRC 2,5 x D 0,10 x D - 70 100 fz/mm 0,010 0,012 0,015 0,021 0,027 0,033 0,045 0,060

Valori “fz” consigliati per esecuzioni di contornature.

< 500 < 850 < 1200 < 600 < 850 DUPLEX < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Ti6Al4V HTA < 45 < 60 < 65

      

Materiale Matello duro integrale Micrograna
Norma NDF
Tolleranza h10
Codolo Cilindrico / Weldon
Elica Destra 35°
Tratt. Superficiale TiAIN
Applicazione Esecuzione di contornature su materiali con durezza fino

a 50 HRC

ART. A4038

A richiesta fornibili con codolo Weldon al costo di 2€.
Codolo cilindrico ( A4038.... ) Codolo Weldon ( A4038...W )

FRESA NDF

A4038 Cod. Tec. GR05
Euro

D
mm

L
mm

l
mm

d
mm

Z 

3T
 - 

35
°

A403804060 27,90 4
60 20

4

3 1

A403805060 31,80 5 5

A403806065 34,10
6

65 24
6

A403806080 43,80
80

40

A403808080 50,20
8

32
8

A403808100 64,00 100 42

A403810080 64,00
10

80 32
10

A403810100 77,00
100

45

A403812100 95,70
12

50
12

A403812150 133,50 150 75

A403816120 166,00
16

120 60
16

A403816150 210,90 150 75

A403820130 263,90
20

130 60
20

A403820150 326,00 150 75

FRESE CON TAGLIENTE LUNGO Z3

A.133Indivisible package  Suggested retail package - Unit price

Side Milling Slotting RANGE

Material Feature Ap Ae Ap
Vc

m/min.
min.

Vc
m/min.
max.

mm
D/mm

4
D/mm

5
D/mm

6
D/mm

8
D/mm

10
D/mm

12
D/mm

16
D/mm

20

CARBON STEEL

< 500 N/mm² 2.5 x D 0.15 x D - 90 130 fz/mm 0.015 0.020 0.025 0.035 0.045 0.056 0.080 0.100

< 850 N/mm² 2.5 x D 0.15 x D - 80 120 fz/mm 0.015 0.020 0.025 0.035 0.045 0.056 0.080 0.100

< 1200 N/mm² 2.5 x D 0.15 x D - 80 110 fz/mm 0.010 0.012 0.015 0.021 0.027 0.033 0.045 0.060

STAINLESS
STEEL

< 600 N/mm² 2.5 x D 0.15 x D - 70 90 fz/mm 0.010 0.012 0.015 0.021 0.027 0.033 0.045 0.060

CAST IRON < 240 HB 2.5 x D 0.15 x D - 70 110 fz/mm 0.015 0.020 0.025 0.035 0.045 0.056 0.080 0.100

HARDENED < 45 HRC 2.5 x D 0.10 x D - 70 100 fz/mm 0.010 0.012 0.015 0.021 0.027 0.033 0.045 0.060

Recommended "fz" values for side milling.

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Ti6Al4V HTA < 45 < 60 < 65

      

Material Micro-grain carbide
Standard Factory standard
Tolerance h10
Shank Cylindrical / Weldon
Helix 35° right
Surface treatment TiAIN
Application Side milling on materials up to 50 HRC

ITEM: A4038

On request available with Weldon shank at a cost of € 2.
Cylindrical shank (A4038....) Weldon shank (A4038...W)

FACTORY STANDARD

A4038 Tech. Code D
mm

L
mm

l
mm

d
mm

Z 

3T
-3

5°

4
60 20

4

3 1

5 5

6
65 24

6

80
40

8
32

8
100 42

10
80 32

10

100
45

12
50

12
150 75

16
120 60

16
150 75

20
130 60

20
150 75

END MILLS LONG SERIES Z3



A

A.134 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

< 500 < 850 < 1200 < 600 < 850 DUPLEX < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Ti6Al4V HTA < 45 < 60 < 65

      

Materiale Metallo duro integrale Micrograna
Norma NDF
Tolleranza D ≤ 1mm - ~ 0.019mm

D 1~ 6mm - ~ 0.02mm
D > 6 ~20mm - ~ 0.025mm

Codolo Cilindrico / Weldon
Elica Destra 35°
Tratt. Superficiale WIND
Applicazione Esecuzione di contornature su materiali con durezza fino

a 55 HRC

ART. A4045

A richiesta fornibili con codolo Weldon al costo di 2€.
Codolo cilindrico ( A4045.... ) Codolo Weldon ( A4045...W )

FRESA NDF

A4045 Cod. Tec. GR01
Euro

D
mm

L
mm

l
mm

d
mm

Z 

4T
 - 

35
°

A40451 16,70 1,00

50

3

4

4 1

A40451,5 16,70 1,50 4

A40452 16,70 2,00 6

A40452,5 16,70 2,50
8

A40453 16,70 3,00

A40453,5 16,70 3,50 10

A40454 16,70 4,00 11

A40454,5 23,10 4,50

13
6

A40455 23,10 5,00

A40455,5 23,10 5,50

A40456 23,10 6,00

16A40456,5 36,60 6,50

60 8A40457 36,60 7,00

A40458 36,60 8,00

20A40458,5 36,60 8,50

75

10
A40459 41,20 9,00

A40459,5 36,60 9,50
25

A404510 41,20 10,00

A404510,5 68,50 10,50

30 12A404511 68,50 11,00

A404512 68,50 12,00

A404516 163,80 16,00

100

40 16

A404518 163,80 18,00
45 20

A404520 204,60 20,00

FRESE Z4

Contornatura Cava GAMMA

A4045

Materiale Caratteristica Ap Ae Ap
Vc

m/min
min

Vc
m/min
max

mm
D/mm

2
D/mm

3
D/mm

4
D/mm

5
D/mm

6
D/mm

8
D/mm

10
D/mm

12
D/mm

16
D/mm

20

ACCIAI AL
CARBONIO

<500 N/mm² 1,25 x D 0,1 x D 0,5 x D 110 130 fz/mm 0,006 0,009 0,012 0,015 0,020 0,025 0,032 0,040 0,052 0,080

<850 N/mm² 1,25 x D 0,1 x D 0,5 x D 90 120 fz/mm 0,006 0,009 0,011 0,016 0,018 0,023 0,028 0,035 0,048 0,070

<1200 N/mm² 1,25 x D 0,1 x D 0,3 x D 70 100 fz/mm 0,006 0,008 0,010 0,014 0,016 0,020 0,026 0,032 0,043 0,065

ACCIAI INOX
<600 N/mm² 1,25 x D 0,1 x D 0,5 x D 70 95 fz/mm 0,006 0,009 0,011 0,015 0,018 0,023 0,028 0,035 0,045 0,070

<800 N/mm² 1,25 x D 0,1 x D 0,3 x D 50 80 fz/mm 0,006 0,008 0,010 0,013 0,016 0,019 0,025 0,030 0,040 0,065

GHISE
<240 HB 1,25 x D 0,1 x D 0,5 x D 80 120 fz/mm 0,007 0,011 0,013 0,016 0,020 0,028 0,035 0,045 0,055 0,075

<300 HB 1,25 x D 0,1 x D 0,5 x D 70 100 fz/mm 0,006 0,010 0,012 0,015 0,018 0,025 0,030 0,040 0,050 0,065

Valori “fz” consigliati per esecuzioni di cave.
Per contornature, adeguare i parametri di taglio. (es: fz x 1,25)

A.134 Indivisible package   Suggested retail package - Unit price

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Ti6Al4V HTA < 45 < 60 < 65

      

Material Micro-grain carbide
Standard Factory standard
Tolerance D ≤ 1mm - ~ 0.019mm

D 1~ 6mm - ~ 0.02mm
D > 6 ~20mm - ~ 0.025mm

Shank Cylindrical / Weldon
Helix 35° right-hand
Surface treatment WIND
Application Side milling on materials up to 55 HRC

ITEM: A4045

On request available with Weldon shank at a cost of € 2.
Cylindrical shank (A4045....) Weldon shank (A4045...W)

FACTORY STANDARD

A4045 Tech. Code D
mm

L
mm

l
mm

d
mm

Z 

4T
-3

5°

1

50

3

4

4 1

1.5 4

2 6

2.5
8

3

3.5 10

4 11

4.5

13
6

5

5.5

6

166.5

60 87

8

208.5

75

10
9

9.5
25

10

10.5

30 1211

12

16

100

40 16

18
45 20

20

END MILLS Z4

Side Milling Slotting RANGE

Material Feature Ap Ae Ap
Vc

m/min.
min.

Vc
m/min.
max.

mm
D/mm

2
D/mm

3
D/mm

4
D/mm

5
D/mm

6
D/mm

8
D/mm

10
D/mm

12
D/mm

16
D/mm

20

CARBON STEEL

< 500 N/mm² 1.25 x D 0.1 x D 0.5 x D 110 130 fz/mm 0.006 0.009 0.012 0.015 0.020 0.025 0.032 0.040 0.052 0.080

< 850 N/mm² 1.25 x D 0.1 x D 0.5 x D 90 120 fz/mm 0.006 0.009 0.011 0.016 0.018 0.023 0.028 0.035 0.048 0.070

< 1200 N/mm² 1.25 x D 0.1 x D 0.3 x D 70 100 fz/mm 0.006 0.008 0.010 0.014 0.016 0.020 0.026 0.032 0.043 0.065

STAINLESS
STEEL

< 600 N/mm² 1.25 x D 0.1 x D 0.5 x D 70 95 fz/mm 0.006 0.009 0.011 0.015 0.018 0.023 0.028 0.035 0.045 0.070

< 800 N/mm² 1.25 x D 0.1 x D 0.3 x D 50 80 fz/mm 0.006 0.008 0.010 0.013 0.016 0.019 0.025 0.030 0.040 0.065

CAST IRON
< 240 HB 1.25 x D 0.1 x D 0.5 x D 80 120 fz/mm 0.007 0.011 0.013 0.016 0.020 0.028 0.035 0.045 0.055 0.075

< 300 HB 1.25 x D 0.1 x D 0.5 x D 70 100 fz/mm 0.006 0.010 0.012 0.015 0.018 0.025 0.030 0.040 0.050 0.065

Recommended "fz" values for slotting.
For side milling, adjust the cutting parameters. (ex: fz x 1.25)



A

A.135 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Contornatura Cava GAMMA

A4045

Materiale Caratteristica Ap Ae Ap
Vc

m/min
min

Vc
m/min
max

mm
D/mm

2
D/mm

3
D/mm

4
D/mm

5
D/mm

6
D/mm

8
D/mm

10
D/mm

12
D/mm

16
D/mm

20

ACCIAI AL
CARBONIO

<500 N/mm² 1,25 x D 0,1 x D 0,5 x D 110 130 fz/mm 0,006 0,009 0,012 0,015 0,020 0,025 0,032 0,040 0,052 0,080

<850 N/mm² 1,25 x D 0,1 x D 0,5 x D 90 120 fz/mm 0,006 0,009 0,011 0,016 0,018 0,023 0,028 0,035 0,048 0,070

<1200 N/mm² 1,25 x D 0,1 x D 0,3 x D 70 100 fz/mm 0,006 0,008 0,010 0,014 0,016 0,020 0,026 0,032 0,043 0,065

ACCIAI INOX
<600 N/mm² 1,25 x D 0,1 x D 0,5 x D 70 95 fz/mm 0,006 0,009 0,011 0,015 0,018 0,023 0,028 0,035 0,045 0,070

<800 N/mm² 1,25 x D 0,1 x D 0,3 x D 50 80 fz/mm 0,006 0,008 0,010 0,013 0,016 0,019 0,025 0,030 0,040 0,065

GHISE
<240 HB 1,25 x D 0,1 x D 0,5 x D 80 120 fz/mm 0,007 0,011 0,013 0,016 0,020 0,028 0,035 0,045 0,055 0,075

<300 HB 1,25 x D 0,1 x D 0,5 x D 70 100 fz/mm 0,006 0,010 0,012 0,015 0,018 0,025 0,030 0,040 0,050 0,065

Valori “fz” consigliati per esecuzioni di cave.
Per contornature, adeguare i parametri di taglio. (es: fz x 1,25)

< 500 < 850 < 1200 < 600 < 850 DUPLEX < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Ti6Al4V HTA < 45 < 60 < 65

      

Materiale Metallo duro integrale Micrograna
Norma NDF
Tolleranza D ≤ 1mm - ~ 0.019mm

D 1~ 6mm - ~ 0.02mm
D > 6 ~20mm - ~ 0.025mm

Codolo Cilindrico / Weldon
Elica Destra 35°
Tratt. Superficiale WIND
Applicazione Esecuzione di contornature su materiali con durezza fino

a 55 HRC

ART. A4045

FRESA NDF

A4045 Cod. Tec. GR01
Euro

D
mm

L
mm

l
mm

d
mm

Pezzi Z

4T
 - 

35
°

A4045SET6 209,00 6
60

16 6 10

4
A4045SET8 172,20 8 20

8
5A4045SET10 194,30 10

75
25

A4045SET12 325,50 12 30 12

FRESE Z4

A.135Indivisible package  Suggested retail package - Unit price

Side Milling Slotting RANGE

Material Feature Ap Ae Ap
Vc

m/min.
min.

Vc
m/min.
max.

mm
D/mm

2
D/mm

3
D/mm

4
D/mm

5
D/mm

6
D/mm

8
D/mm

10
D/mm

12
D/mm

16
D/mm

20

CARBON STEEL

< 500 N/mm² 1.25 x D 0.1 x D 0.5 x D 110 130 fz/mm 0.006 0.009 0.012 0.015 0.020 0.025 0.032 0.040 0.052 0.080

< 850 N/mm² 1.25 x D 0.1 x D 0.5 x D 90 120 fz/mm 0.006 0.009 0.011 0.016 0.018 0.023 0.028 0.035 0.048 0.070

< 1200 N/mm² 1.25 x D 0.1 x D 0.3 x D 70 100 fz/mm 0.006 0.008 0.010 0.014 0.016 0.020 0.026 0.032 0.043 0.065

STAINLESS
STEEL

< 600 N/mm² 1.25 x D 0.1 x D 0.5 x D 70 95 fz/mm 0.006 0.009 0.011 0.015 0.018 0.023 0.028 0.035 0.045 0.070

< 800 N/mm² 1.25 x D 0.1 x D 0.3 x D 50 80 fz/mm 0.006 0.008 0.010 0.013 0.016 0.019 0.025 0.030 0.040 0.065

CAST IRON
< 240 HB 1.25 x D 0.1 x D 0.5 x D 80 120 fz/mm 0.007 0.011 0.013 0.016 0.020 0.028 0.035 0.045 0.055 0.075

< 300 HB 1.25 x D 0.1 x D 0.5 x D 70 100 fz/mm 0.006 0.010 0.012 0.015 0.018 0.025 0.030 0.040 0.050 0.065

Recommended "fz" values for slotting.
For side milling, adjust the cutting parameters. (ex: fz x 1.25)

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Ti6Al4V HTA < 45 < 60 < 65

      

Material Micro-grain carbide
Standard Factory standard
Tolerance D ≤ 1mm - ~ 0.019mm

D 1~ 6mm - ~ 0.02mm
D > 6 ~20mm - ~ 0.025mm

Shank Cylindrical / Weldon
Helix 35° right-hand
Surface treatment WIND
Application Side milling on materials up to 55 HRC

ITEM: A4045

FACTORY STANDARD

A4045 Tech. Code D
mm

L
mm

l
mm

d
mm

Pieces Z

4T
-3

5°

6
60

16 6 10

4
8 20

8
510

75
25

12 30 12

END MILLS Z4



A

A.136 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Contornatura Cava GAMMA

A4042

Materiale Caratteristica Ap Ae Ap
Vc

m/min
min

Vc
m/min
max

mm
D/mm

2
D/mm

3
D/mm

4
D/mm

5
D/mm

6
D/mm

8
D/mm

10
D/mm

12
D/mm

16
D/mm

20

ACCIAI AL
CARBONIO

<500 N/mm² 1 x D 0,25 x D 0,5 x D 100 140 fz/mm 0,015 0,023 0,032 0,041 0,050 0,070 0,086 0,099 0,123 0,149

<850 N/mm² 1 x D 0,25 x D 0,5 x D 90 125 fz/mm 0,015 0,023 0,032 0,041 0,050 0,070 0,086 0,099 0,123 0,149

<1200 N/mm² 1 x D 0,25 x D 0,5 x D 80 115 fz/mm 0,012 0,019 0,025 0,032 0,040 0,056 0,068 0,079 0,099 0,120

ACCIAI INOX
<600 N/mm² 1 x D 0,25 x D 0,5 x D 65 90 fz/mm 0,010 0,015 0,021 0,026 0,032 0,046 0,056 0,064 0,080 0,097

<800 N/mm² 1 x D 0,25 x D 0,5 x D 60 80 fz/mm 0,009 0,014 0,020 0,025 0,031 0,043 0,053 0,060 0,077 0,093

GHISE
<240 HB 1 x D 0,25 x D 0,5 x D 80 115 fz/mm 0,013 0,021 0,029 0,037 0,045 0,063 0,077 0,089 0,110 0,134

<300 HB 1 x D 0,25 x D 0,5 x D 70 100 fz/mm 0,013 0,020 0,027 0,034 0,042 0,059 0,073 0,085 0,105 0,127

SUPER LEGHE
TI6AI4V 1 x D 0,25 x D 0,5 x D 60 85 fz/mm 0,011 0,017 0,023 0,030 0,036 0,052 0,063 0,073 0,091 0,110

HTA 1 x D 0,25 x D 0,5 x D 25 35 fz/mm 0,008 0,014 0,018 0,023 0,029 0,041 0,050 0,057 0,071 0,086

Valori “fz” consigliati per esecuzioni di contornature.
Per cave, adeguare i parametri di taglio. (es: fz x 0,8)

< 500 < 850 < 1200 < 600 < 850 DUPLEX < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Ti6Al4V HTA < 45 < 60 < 65

          

Materiale Metallo duro integrale Micrograna
Norma NDF
Tolleranza h10
Codolo Cilindrico / Weldon
Elica Destra 30°
Tratt. Superficiale TiAIN
Applicazione Esecuzione di cave e contornature su materiali con

durezza fino a 50 HRC

ART. A4042

A richiesta fornibili con codolo Weldon al costo di 2€.
Codolo cilindrico ( A4042.... ) Codolo Weldon ( A4042...W )

FRESA NDF

A4042 Cod. Tec. GR05
Euro

D
mm

L
mm

l
mm

d
mm

Z 

4T
 - 

30
°

A404202 20,60 2
38

7
3

4 1

A404203 20,60 3 8

A404204 22,90 4
50

11 4

A404205 25,80 5
13

5

A404206 26,80 6 57 6

A404208 35,30 8 63 19 8

A404210 51,50 10 72 22 10

A404212 70,60 12
83 26

12

A404214 97,30 14 14

A404216 103,00 16
92 32

16

A404218 121,90 18 18

A404220 166,60 20 104 38 20

FRESE PER CAVE Z4

A.136 Indivisible package   Suggested retail package - Unit price

Side Milling Slotting RANGE

Material Feature Ap Ae Ap
Vc

m/min.
min.

Vc
m/min.
max.

mm
D/mm

2
D/mm

3
D/mm

4
D/mm

5
D/mm

6
D/mm

8
D/mm

10
D/mm

12
D/mm

16
D/mm

20

CARBON STEEL

< 500 N/mm² 1 x D 0.25 x D 0.5 x D 100 140 fz/mm 0.015 0.023 0.032 0.041 0.050 0.070 0.086 0.099 0.123 0.149

< 850 N/mm² 1 x D 0.25 x D 0.5 x D 90 125 fz/mm 0.015 0.023 0.032 0.041 0.050 0.070 0.086 0.099 0.123 0.149

< 1200 N/mm² 1 x D 0.25 x D 0.5 x D 80 115 fz/mm 0.012 0.019 0.025 0.032 0.040 0.056 0.068 0.079 0.099 0.120

STAINLESS
STEEL

< 600 N/mm² 1 x D 0.25 x D 0.5 x D 65 90 fz/mm 0.010 0.015 0.021 0.026 0.032 0.046 0.056 0.064 0.080 0.097

< 800 N/mm² 1 x D 0.25 x D 0.5 x D 60 80 fz/mm 0.009 0.014 0.020 0.025 0.031 0.043 0.053 0.060 0.077 0.093

CAST IRON
< 240 HB 1 x D 0.25 x D 0.5 x D 80 115 fz/mm 0.013 0.021 0.029 0.037 0.045 0.063 0.077 0.089 0.110 0.134

< 300 HB 1 x D 0.25 x D 0.5 x D 70 100 fz/mm 0.013 0.020 0.027 0.034 0.042 0.059 0.073 0.085 0.105 0.127

SUPER ALLOY
Tl6Al4V 1 x D 0.25 x D 0.5 x D 60 85 fz/mm 0.011 0.017 0.023 0.030 0.036 0.052 0.063 0.073 0.091 0.110

< 45 HRC 1 x D 0.25 x D 0.5 x D 25 35 fz/mm 0.008 0.014 0.018 0.023 0.029 0.041 0.050 0.057 0.071 0.086

Recommended "fz" values for side milling.
For slotting, adjust the cutting parameters. (ex: fz x 0.8)

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Ti6Al4V HTA < 45 < 60 < 65

          

Material Micro-grain carbide
Standard Factory standard
Tolerance h10
Shank Cylindrical / Weldon
Helix 30° right-hand
Surface treatment TiAIN
Application Side milling on materials up to 50 HRC

ITEM: A4042

On request available with Weldon shank at a cost of € 2.
Cylindrical shank (A4042....) Weldon shank (A4042...W)

FACTORY STANDARD

A4042 Tech. Code D
mm

L
mm

l
mm

d
mm

Z 

4T
-3

0°

2
38

7
3

4 1

3 8

4
50

11 4

5
13

5

6 57 6

8 63 19 8

10 72 22 10

12
83 26

12

14 14

16
92 32

16

18 18

20 104 38 20

END MILLS FOR SLOTTING Z4



A

A.137 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

FRESA CON PASSO VARIABILE Z4 Vari

< 500 < 850 < 1200 < 600 < 850 DUPLEX < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Ti6Al4V HTA < 45 < 60 < 65

          

Materiale Metallo duro integrale Micrograna
Norma NdF
Tolleranza h10
Codolo Cilindrico / Weldon
Elica Destra 40°

Passo non equidistante
Tratt. Superficiale WIND +
Applicazione Esecuzione di cave e contornature su materiali

con durezza fino a 55 HRC. Grande resistenza alla
flessione e rettilineità con avanzamenti maggiori.

ART. A4046

A richiesta fornibili con codolo Weldon al costo di 2€.
Codolo cilindrico ( A4046.... ) Codolo Weldon ( A4046...W )

FRESA NDF

A4046 Cod. Tec. GR05
Euro

D
mm

L
mm

l
mm

d
mm

ch 45°
mm

Z 

4T
 - 

VA
R

IA
BI

LE

A404606 36,00 6 54 10 6 0,40

4 1
A404608 52,30 8 58 12 8

0,50A404610 71,80 10 66 14 10
A404612 95,20 12 73 16 12

0,75A404616 147,30 16 82 22 16

Contornatura Cava GAMMA

A4046

Materiale Caratteristica Ap Ae Ap
Vc

m/min
min

Vc
m/min
max

mm
D/mm

4
D/mm

6
D/mm

8
D/mm

10
D/mm

12
D/mm

16
D/mm

20

ACCIAI AL
CARBONIO

<500 N/mm² 1 x D 0,5 x D 1 x D 120 150 fz/mm 0,025 0,040 0,050 0,060 0,070 0,075 0,080

<850 N/mm² 1 x D 0,5 x D 1 x D 85 130 fz/mm 0,020 0,035 0,045 0,053 0,060 0,067 0,073

<1200 N/mm² 1 x D 0,4 x D 1 x D 75 115 fz/mm 0,017 0,032 0,038 0,045 0,053 0,060 0,065

ACCIAI INOX
<600 N/mm² 1 x D 0,5 x D 1 x D 70 100 fz/mm 0,025 0,037 0,045 0,050 0,060 0,065 0,070

<800 N/mm² 1 x D 0,4 x D 1 x D 60 100 fz/mm 0,015 0,030 0,040 0,045 0,050 0,055 0,060

GHISE
<240 HB 1 x D 0,5 x D 1 x D 130 175 fz/mm 0,025 0,040 0,060 0,065 0,070 0,075 0,080

<300 HB 1 x D 0,5 x D 1 x D 100 150 fz/mm 0,020 0,035 0,050 0,055 0,065 0,070 0,075

SUPER LEGHE
TI64IAV 1 x D 0,25 x D 0,5 x D 50 75 fz/mm 0,012 0,023 0,030 0,033 0,040 0,045 0,055

HTA 1 x D 0,25 x D 0,5 x D 30 55 fz/mm 0,009 0,018 0,023 0,027 0,035 0,040 0,045

Valori “fz” consigliati per esecuzioni di contornature.
Per cave, adeguare i parametri di taglio. (es: fz x 0,8)

A.137Indivisible package  Suggested retail package - Unit price

END MILLS WITH VARIABLE PITCH Z4

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Ti6Al4V HTA < 45 < 60 < 65

          

Material Sub micro-grain carbide
Standard NdF
Tolerance h10
Shank Cylindrical / Weldon
Helix 40° right hand variable pitch

Surface treatment WIND +
Application Slotting and side milling on material up to 55 HRC.

Sharp reinforcing chamfer,
particularly suitable for stainless steel

ITEM: A4046

On request available with Weldon shank at a cost of € 2.
Cylindrical shank (A4046....) Weldon shank (A4046...W)

FACTORY STANDARD

A4046 Tech. Code D
mm

L
mm

l
mm

d
mm

ch 45°
mm

Z 

4F
 -

VA
R

IA
B.

6 54 10 6 0.40

4 1
8 58 12 8

0.50
10 66 14 10
12 73 16 12

0.75
16 82 22 16

Side Milling Slotting RANGE

Material Feature Ap Ae Ap
Vc

m/min.
min.

Vc
m/min.
max.

mm
D/mm

4
D/mm

6
D/mm

8
D/mm

10
D/mm

12
D/mm

16
D/mm

20

CARBON STEEL

< 500 N/mm² 1 x D 0.50 x D 1.0 x D 120 150 fz/mm 0.025 0.040 0.050 0.060 0.070 0.075 0.080

< 850 N/mm² 1 x D 0.50 x D 1.0 x D 85 130 fz/mm 0.020 0.035 0.045 0.053 0.060 0.067 0.073

< 1200 N/mm² 1 x D 0.40 x D 1.0 x D 75 115 fz/mm 0.017 0.032 0.038 0.045 0.053 0.060 0.065

STAINLESS
STEEL

< 600 N/mm² 1 x D 0.50 x D 1.0 x D 70 100 fz/mm 0.025 0.037 0.045 0.050 0.060 0.065 0.070

< 800 N/mm² 1 x D 0.40 x D 1.0 x D 60 100 fz/mm 0.015 0.030 0.040 0.045 0.050 0.055 0.060

CAST IRON
< 240 HB 1 x D 0.50 x D 1.0 x D 130 175 fz/mm 0.025 0.040 0.060 0.065 0.070 0.075 0.080

< 300 HB 1 x D 0.50 x D 1.0 x D 100 150 fz/mm 0.020 0.035 0.050 0.055 0.065 0.070 0.075

SUPER ALLOY
TI64IAV 1 x D 0.25 x D 0.5 x D 50 75 fz/mm 0.012 0.023 0.030 0.033 0.040 0.045 0.055

HTA 1 x D 0.25 x D 0.5 x D 30 55 fz/mm 0.009 0.018 0.023 0.027 0.035 0.040 0.045

Recommended "fz" values for side milling.
For slotting, adjust the cutting parameters. (ex: fz x 0.8)



A

A.138 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Contornatura Cava GAMMA

A4047

Materiale Caratteristica Ap Ae Ap
Vc

m/min
min

Vc
m/min
max

mm
D/mm

4
D/mm

6
D/mm

8
D/mm

10
D/mm

12
D/mm

16
D/mm

20

ACCIAI AL
CARBONIO

<500 N/mm² 1 x D 0,5 x D 1 x D 120 150 fz/mm 0,025 0,040 0,050 0,060 0,070 0,075 0,080

<850 N/mm² 1 x D 0,5 x D 1 x D 85 130 fz/mm 0,020 0,035 0,045 0,053 0,060 0,067 0,073

<1200 N/mm² 1 x D 0,4 x D 1 x D 75 115 fz/mm 0,017 0,032 0,038 0,045 0,053 0,060 0,065

ACCIAI INOX
<600 N/mm² 1 x D 0,5 x D 1 x D 70 100 fz/mm 0,025 0,037 0,045 0,050 0,060 0,065 0,070

<800 N/mm² 1 x D 0,4 x D 1 x D 60 100 fz/mm 0,015 0,030 0,040 0,045 0,050 0,055 0,060

GHISE
<240 HB 1 x D 0,5 x D 1 x D 130 175 fz/mm 0,025 0,040 0,060 0,065 0,070 0,075 0,080

<300 HB 1 x D 0,5 x D 1 x D 100 150 fz/mm 0,020 0,035 0,050 0,055 0,065 0,070 0,075

SUPER LEGHE
TI64IAV 1 x D 0,25 x D 0,5 x D 50 75 fz/mm 0,012 0,023 0,030 0,033 0,040 0,045 0,055

HTA 1 x D 0,25 x D 0,5 x D 30 55 fz/mm 0,009 0,018 0,023 0,027 0,035 0,040 0,045

Valori “fz” consigliati per esecuzioni di contornature.
Per cave, adeguare i parametri di taglio. (es: fz x 0,8)

FRESE CON PASSO VARIABILE Z4 Vari

< 500 < 850 < 1200 < 600 < 850 DUPLEX < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Ti6Al4V HTA < 45 < 60 < 65

          

Materiale Metallo duro integrale Micrograna
Norma DIN 6527L
Tolleranza h10
Codolo Cilindrico / Weldon
Elica Destra 40° passo non equidistante
Tratt. Superficiale WIND +
Applicazione Esecuzione di cave e contornature su materiali

con durezza fino a 55 HRC.
Tagliente con smusso di rinforzo,
particolarmente indicata per acciai inossidabili.

ART. A4047

A richiesta fornibili con codolo Weldon al costo di 2€.
Codolo cilindrico ( A4047.... ) Codolo Weldon ( A4047...W )

6527L

FRESA DIN 6527L

A4047 Cod. Tec. GR05
Euro

D
mm

L
mm

l
mm

d
mm

ch 45°
mm

Z 

4T
 - 

VA
R

IA
BI

LE

A40474 47,10 4
57

9
6

0,20

4 1

A40475 37,20 5
13

0,40A40476 36,00 6
A40477 50,20 7

63
16

8A40478 52,30 8
19

0,50A40479 68,10 9
72 10A404710 71,80 10 22

A404712 95,20 12
83 26

12

0,75
A404714 110,20 14 14
A404716 147,30 16 92 32 16
A404720 243,60 20 104 38 20
A404725 389,30 25 121 45 25

A.138 Indivisible package   Suggested retail package - Unit price

Side Milling Slotting RANGE

Material Feature Ap Ae Ap
Vc

m/min.
min.

Vc
m/min.
max.

mm
D/mm

4
D/mm

6
D/mm

8
D/mm

10
D/mm

12
D/mm

16
D/mm

20

CARBON STEEL

< 500 N/mm² 1 x D 0.50 x D 1.0 x D 120 150 fz/mm 0.025 0.040 0.050 0.060 0.070 0.075 0.080

< 850 N/mm² 1 x D 0.50 x D 1.0 x D 85 130 fz/mm 0.020 0.035 0.045 0.053 0.060 0.067 0.073

< 1200 N/mm² 1 x D 0.40 x D 1.0 x D 75 115 fz/mm 0.017 0.032 0.038 0.045 0.053 0.060 0.065

STAINLESS
STEEL

< 600 N/mm² 1 x D 0.50 x D 1.0 x D 70 100 fz/mm 0.025 0.037 0.045 0.050 0.060 0.065 0.070

< 800 N/mm² 1 x D 0.40 x D 1.0 x D 60 100 fz/mm 0.015 0.030 0.040 0.045 0.050 0.055 0.060

CAST IRON
< 240 HB 1 x D 0.50 x D 1.0 x D 130 175 fz/mm 0.025 0.040 0.060 0.065 0.070 0.075 0.080

< 300 HB 1 x D 0.50 x D 1.0 x D 100 150 fz/mm 0.020 0.035 0.050 0.055 0.065 0.070 0.075

SUPER ALLOY
TI64IAV 1 x D 0.25 x D 0.5 x D 50 75 fz/mm 0.012 0.023 0.030 0.033 0.040 0.045 0.055

HTA 1 x D 0.25 x D 0.5 x D 30 55 fz/mm 0.009 0.018 0.023 0.027 0.035 0.040 0.045

Recommended "fz" values for side milling.
For slotting, adjust the cutting parameters. (ex: fz x 0.8)

END MILLS WITH VARIABLE PITCH Z4 - CENTRE CUTTING

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Ti6Al4V HTA < 45 < 60 < 65

          

Material Micro-grain carbide
Standard DIN 6527L
Tolerance h10
Shank Cylindrical / Weldon
Helix 40° Right-hand variable pitch
Surface treatment WIND +
Application Slot up to 1,25XD and side milling on carbon steels up to 55

HRC, stainless steel and titanium alloy.

ITEM: A4047

On request available with Weldon shank at a cost of € 2.
Cylindrical shank (A4047....) Weldon shank (A4047...W)

DIN 6527L

A4047 Tech. Code D
mm

L
mm

l
mm

d
mm

ch 45°
mm

Z 

4T
-V

AR
IA

BI
LE

4
57

9
6

0.20

4 1

5
13

0.406
7

63
16

8
8

19
0.509

72 10
10 22
12

83 26
12

0.75
14 14
16 92 32 16
20 104 38 20
25 121 45 25



A

A.139 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Contornatura Cava GAMMA

A4055

Materiale Caratteristica Ap Ae Ap
Vc

m/min
min

Vc
m/min
max

mm
D/mm

2
D/mm

3
D/mm

4
D/mm

5
D/mm

6
D/mm

8
D/mm

10
D/mm

12
D/mm

16
D/mm

20

ACCIAI AL
CARBONIO

<500 N/mm² 1,5 x D 0,15 x D 0,25 x D 90 115 fz/mm 0,012 0,015 0,025 0,032 0,040 0,050 0,065 0,075 0,095 0,110

<850 N/mm² 1,5 x D 0,15 x D 0,25 x D 80 110 fz/mm 0,012 0,015 0,025 0,032 0,040 0,048 0,058 0,065 0,080 0,095

<1200 N/mm² 1,5 x D 0,15 x D - 70 95 fz/mm 0,010 0,012 0,022 0,025 0,036 0,042 0,052 0,058 0,075 0,085

ACCIAI INOX
<600 N/mm² 1,5 x D 0,15 x D 0,25 x D 70 85 fz/mm 0,009 0,009 0,022 0,025 0,032 0,040 0,046 0,050 0,075 0,080

<800 N/mm² 1,5 x D 0,15 x D - 55 70 fz/mm 0,008 0,008 0,020 0,022 0,028 0,035 0,042 0,045 0,055 0,065

GHISE
<240 HB 1,5 x D 0,15 x D 0,25 x D 80 105 fz/mm 0,012 0,015 0,025 0,032 0,040 0,050 0,065 0,075 0,110 0,130

<300 HB 1,5 x D 0,15 x D 0,25 x D 70 90 fz/mm 0,012 0,015 0,025 0,032 0,040 0,050 0,065 0,075 0,100 0,115

TEMPRATI <45 HRC 0,5 x D 0,05 x D - 35 45 fz/mm 0,008 0,008 0,020 0,022 0,028 0,035 0,042 0,045 0,055 0,065

Valori “fz” consigliati per esecuzioni di contornature.
Per cave, adeguare i parametri di taglio. (es: fz x 0,8)

FRESE Z4

< 500 < 850 < 1200 < 600 < 850 DUPLEX < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Ti6Al4V HTA < 45 < 60 < 65

      

Materiale Metallo duro integrale Micrograna
Norma NDF
Tolleranza D ≤ 1mm - ~ 0.019mm

D  1~ 6mm - ~ 0.02mm
D > 6 ~20mm - ~ 0.025mm

Codolo Cilindrico / Weldon
Elica Destra 45°
Tratt. Superficiale WIND
Applicazione Contornature su materiali con durezza fino a 55 HRC.

ART. A4055

A richiesta fornibili con codolo Weldon al costo di 2€.
Codolo cilindrico ( A4055.... ) Codolo Weldon ( A4055...W )

FRESA NDF

A4055 Cod. Tec. GR01
Euro

D
mm

L
mm

l
mm

d
mm

Z 

4T
 - 

45
°

A40551 16,70 1

50

3 4

4 1

A40552 16,70 2 6

6
A40553 16,70 3 8
A40554 16,70 4 11
A40555 20,90 5 13
A40556 20,90 6 16
A40558 39,70 8 60 20 8
A405510 58,40 10

75
25 10

A405512 64,00 12 30 12
A405516 159,90 16

100
40 16

A405520 203,90 20 45 20

A.139Indivisible package  Suggested retail package - Unit price

Side Milling Slotting RANGE

Material Feature Ap Ae Ap
Vc

m/min.
min.

Vc
m/min.
max.

mm
D/mm

2
D/mm

3
D/mm

4
D/mm

5
D/mm

6
D/mm

8
D/mm

10
D/mm

12
D/mm

16
D/mm

20

CARBON STEEL

< 500 N/mm² 1.5 x D 0.15 x D 0.25 x D 90 115 fz/mm 0.012 0.015 0.025 0.032 0.040 0.050 0.065 0.075 0.095 0.110

< 850 N/mm² 1.5 x D 0.15 x D 0.25 x D 80 110 fz/mm 0.012 0.015 0.025 0.032 0.040 0.048 0.058 0.065 0.080 0.095

< 1200 N/mm² 1.5 x D 0.15 x D - 70 95 fz/mm 0.010 0.012 0.022 0.025 0.036 0.042 0.052 0.058 0.075 0.085

STAINLESS
STEEL

< 600 N/mm² 1.5 x D 0.15 x D 0.25 x D 70 85 fz/mm 0.009 0.009 0.022 0.025 0.032 0.040 0.046 0.050 0.075 0.080

< 800 N/mm² 1.5 x D 0.15 x D - 55 70 fz/mm 0.008 0.008 0.020 0.022 0.028 0.035 0.042 0.045 0.055 0.065

CAST IRON
< 240 HB 1.5 x D 0.15 x D 0.25 x D 80 105 fz/mm 0.012 0.015 0.025 0.032 0.040 0.050 0.065 0.075 0.110 0.130

< 300 HB 1.5 x D 0.15 x D 0.25 x D 70 90 fz/mm 0.012 0.015 0.025 0.032 0.040 0.050 0.065 0.075 0.100 0.115

HARDENED < 45 HRC 0.5 x D 0.05 x D - 35 45 fz/mm 0.008 0.008 0.020 0.022 0.028 0.035 0.042 0.045 0.055 0.065

Recommended "fz" values for side milling.
For slotting, adjust the cutting parameters. (ex: fz x 0.8)

END MILLS Z4

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Ti6Al4V HTA < 45 < 60 < 65

      

Material Micro-grain carbide
Standard Factory standard
Tolerance D ≤ 1mm - ~ 0.019mm

D 1~ 6mm - ~ 0.02mm
D > 6 ~20mm - ~ 0.025mm

Shank Cylindrical / Weldon
Helix 45° right-hand
Surface treatment WIND
Application Side milling on materials up to 55 HRC

ITEM: A4055

On request available with Weldon shank at a cost of € 2.
Cylindrical shank (A4055....) Weldon shank (A4055...W)

FACTORY STANDARD

A4055 Tech. Code D
mm

L
mm

l
mm

d
mm

Z 

4T
-4

5°

1

50

3 4

4 1

2 6

6
3 8
4 11
5 13
6 16
8 60 20 8

10
75

25 10
12 30 12
16

100
40 16

20 45 20



A

A.140 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

< 500 < 850 < 1200 < 600 < 850 DUPLEX < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Ti6Al4V HTA < 45 < 60 < 65

      

Materiale Metallo duro integrale Micrograna
Norma NDF
Tolleranza h10
Codolo Cilindrico / Weldon
Elica Destra 30°
Tratt. Superficiale TiAIN
Applicazione Esecuzione di contornature su materiali con durezza fino

a 50 HRC

ART. A4048

A richiesta fornibili con codolo Weldon al costo di 2€.
Codolo cilindrico ( A4048.... ) Codolo Weldon ( A4048...W )

FRESA NDF

A4048 Cod. Tec. GR05
Euro

D
mm

L
mm

l
mm

d
mm

Z 

4T
 - 

30
°

A404804060 27,90 4
60 20

4

4 1

A404805060 31,80 5 5

A404806065 34,10
6

65 24
6

A404806080 43,80
80

40

A404808080 50,20
8

32
8

A404808100 64,00 100 42

A404810080 64,00
10

80 32
10

A404810100 77,00
100

45

A404812100 95,70
12

50
12

A404812150 133,50 150 75

A404816120 166,00
16

120 60
16

A404816150 210,90 150 75

A404820130 264,30
20

130 60
20

A404820150 326,00 150 75

FRESE CON TAGLIENTE LUNGO Z4

Contornatura Cava GAMMA

A4048

Materiale Caratteristica Ap Ae Ap
Vc

m/min
min

Vc
m/min
max

mm
D/mm

4
D/mm

5
D/mm

6
D/mm

8
D/mm

10
D/mm

12
D/mm

16
D/mm

20

ACCIAI AL
CARBONIO

<500 N/mm² 2,5 x D 0,15 x D - 90 130 fz/mm 0,015 0,020 0,025 0,035 0,045 0,056 0,080 0,100

<850 N/mm² 2,5 x D 0,15 x D - 80 120 fz/mm 0,015 0,020 0,025 0,035 0,045 0,056 0,080 0,100

<1200 N/mm² 2,5 x D 0,15 x D - 80 110 fz/mm 0,010 0,012 0,015 0,021 0,027 0,033 0,045 0,060

ACCIAI INOX <600 N/mm² 2,5 x D 0,15 x D - 70 90 fz/mm 0,010 0,012 0,015 0,021 0,027 0,033 0,045 0,060

GHISE <240 HB 2,5 x D 0,15 x D - 70 110 fz/mm 0,015 0,020 0,025 0,035 0,045 0,056 0,080 0,100

TEMPRATI <45 HRC 2,5 x D 0,10 x D - 70 100 fz/mm 0,010 0,012 0,015 0,021 0,027 0,033 0,045 0,060

Valori “fz” consigliati per esecuzioni di contornature.

A.140 Indivisible package   Suggested retail package - Unit price

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Ti6Al4V HTA < 45 < 60 < 65

      

Material Micro-grain carbide
Standard Factory standard
Tolerance h10
Shank Cylindrical / Weldon
Helix 30° right
Surface treatment TiAIN
Application Side milling on materials up to 50 HRC

ITEM: A4048

On request available with Weldon shank at a cost of € 2.
Cylindrical shank (A4048....) Weldon shank (A4048...W)

FACTORY STANDARD

A4048 Tech. Code D
mm

L
mm

l
mm

d
mm

Z 

4T
-3

0°

4
60 20

4

4 1

5 5

6
65 24

6

80
40

8
32

8
100 42

10
80 32

10

100
45

12
50

12
150 75

16
120 60

16
150 75

20
130 60

20
150 75

END MILLS LONG SERIES Z4

Side Milling Slotting RANGE

Material Feature Ap Ae Ap
Vc

m/min.
min.

Vc
m/min.
max.

mm
D/mm

4
D/mm

5
D/mm

6
D/mm

8
D/mm

10
D/mm

12
D/mm

16
D/mm

20

CARBON STEEL

< 500 N/mm² 2.5 x D 0.15 x D - 90 130 fz/mm 0.015 0.020 0.025 0.035 0.045 0.056 0.080 0.100

< 850 N/mm² 2.5 x D 0.15 x D - 80 120 fz/mm 0.015 0.020 0.025 0.035 0.045 0.056 0.080 0.100

< 1200 N/mm² 2.5 x D 0.15 x D - 80 110 fz/mm 0.010 0.012 0.015 0.021 0.027 0.033 0.045 0.060

STAINLESS
STEEL

< 600 N/mm² 2.5 x D 0.15 x D - 70 90 fz/mm 0.010 0.012 0.015 0.021 0.027 0.033 0.045 0.060

CAST IRON < 240 HB 2.5 x D 0.15 x D - 70 110 fz/mm 0.015 0.020 0.025 0.035 0.045 0.056 0.080 0.100

HARDENED < 45 HRC 2.5 x D 0.10 x D - 70 100 fz/mm 0.010 0.012 0.015 0.021 0.027 0.033 0.045 0.060

Recommended "fz" values for side milling.



A

A.141 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Contornatura Cava GAMMA

A4050

Materiale Caratteristica Ap Ae Ap
Vc

m/min
min

Vc
m/min
max

mm
D/mm

2
D/mm

3
D/mm

4
D/mm

5
D/mm

6
D/mm

8
D/mm

10
D/mm

12
D/mm

16
D/mm

20

ACCIAI AL
CARBONIO

<500 N/mm² 1,25 x D 0,1 x D 0,5 x D 110 130 fz/mm 0,006 0,009 0,012 0,015 0,020 0,025 0,032 0,040 0,052 0,080

<850 N/mm² 1,25 x D 0,1 x D 0,5 x D 90 120 fz/mm 0,006 0,009 0,011 0,016 0,018 0,023 0,028 0,035 0,048 0,070

<1200 N/mm² 1,25 x D 0,1 x D 0,3 x D 70 100 fz/mm 0,006 0,008 0,010 0,014 0,016 0,020 0,026 0,032 0,043 0,065

ACCIAI INOX
<600 N/mm² 1,25 x D 0,1 x D 0,5 x D 70 95 fz/mm 0,006 0,009 0,011 0,015 0,018 0,023 0,028 0,035 0,045 0,070

<800 N/mm² 1,25 x D 0,1 x D 0,3 x D 50 80 fz/mm 0,006 0,008 0,010 0,013 0,016 0,019 0,025 0,030 0,040 0,065

GHISE
<240 HB 1,25 x D 0,1 x D 0,5 x D 80 120 fz/mm 0,007 0,011 0,013 0,016 0,020 0,028 0,035 0,045 0,055 0,075

<300 HB 1,25 x D 0,1 x D 0,5 x D 70 100 fz/mm 0,006 0,010 0,012 0,015 0,018 0,025 0,030 0,040 0,050 0,065

Valori “fz” consigliati per esecuzioni di cave.
Per contornature, adeguare i parametri di taglio. (es: fz x 1,25)

FRESE Z4

< 500 < 850 < 1200 < 600 < 850 DUPLEX < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Ti6Al4V HTA < 45 < 60 < 65

      

Materiale Metallo duro integrale Micrograna
Norma NDF
Tolleranza D ≤ 1mm  - ~0.019mm

D 1~ 6mm - ~ 0.02mm
D > 6 ~20mm  - ~ 0.025mm

Codolo Cilindrico / Weldon
Elica Destra 35°
Tratt. Superficiale WIND
Applicazione Esecuzione di cave e contornature su materiali con durezza

fino a 50 HRC.

ART. A4050

A richiesta fornibili con codolo Weldon al costo di 2€.
Codolo cilindrico ( A4050.... ) Codolo Weldon ( A4050...W )

FRESA NDF

A4050 Cod. Tec. GR05
Euro

D
mm

L
mm

l
mm

d
mm

Z 

4T
 - 

35
°

A4050375 28,50 3

75

8
4

4 1

A4050475 28,50 4 11
A4050575 29,60 5 13

6A4050675 29,60 6 16
A4050875 48,70 8 20 8
A40504100 34,30 4

100

11 4
A40506100 34,30 6 16 6
A40508100 55,10 8 20 8
A405010100 74,00 10 25 10
A405012100 96,60

12
30

12A40501210050 96,60 50
A40506150 77,00 6

150

16 6
A40508150 115,30 8 20 8
A405010150 153,30 10 25 10
A405012150 196,70 12 30 12
A405014150 264,80 14 50

16A405016150 264,80 16 60
A405020200 596,50 20 200 90 20

A.141Indivisible package  Suggested retail package - Unit price

Side Milling Slotting RANGE

Material Feature Ap Ae Ap
Vc

m/min.
min.

Vc
m/min.
max.

mm
D/mm

2
D/mm

3
D/mm

4
D/mm

5
D/mm

6
D/mm

8
D/mm

10
D/mm

12
D/mm

16
D/mm

20

CARBON STEEL

< 500 N/mm² 1.25 x D 0.1 x D 0.5 x D 110 130 fz/mm 0.006 0.009 0.012 0.015 0.020 0.025 0.032 0.040 0.052 0.080

< 850 N/mm² 1.25 x D 0.1 x D 0.5 x D 90 120 fz/mm 0.006 0.009 0.011 0.016 0.018 0.023 0.028 0.035 0.048 0.070

< 1200 N/mm² 1.25 x D 0.1 x D 0.3 x D 70 100 fz/mm 0.006 0.008 0.010 0.014 0.016 0.020 0.026 0.032 0.043 0.065

STAINLESS
STEEL

< 600 N/mm² 1.25 x D 0.1 x D 0.5 x D 70 95 fz/mm 0.006 0.009 0.011 0.015 0.018 0.023 0.028 0.035 0.045 0.070

< 800 N/mm² 1.25 x D 0.1 x D 0.3 x D 50 80 fz/mm 0.006 0.008 0.010 0.013 0.016 0.019 0.025 0.030 0.040 0.065

CAST IRON
< 240 HB 1.25 x D 0.1 x D 0.5 x D 80 120 fz/mm 0.007 0.011 0.013 0.016 0.020 0.028 0.035 0.045 0.055 0.075

< 300 HB 1.25 x D 0.1 x D 0.5 x D 70 100 fz/mm 0.006 0.010 0.012 0.015 0.018 0.025 0.030 0.040 0.050 0.065

Recommended "fz" values for slotting.
For side milling, adjust the cutting parameters. (ex: fz x 1.25)

END MILLS Z4

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Ti6Al4V HTA < 45 < 60 < 65

      

Material Micro-grain carbide
Standard Factory standard
Tolerance D ≤ 1mm - ~ 0.019mm

D 1~ 6mm - ~ 0.02mm
D > 6 ~20mm - ~ 0.025mm

Shank Cylindrical / Weldon
Helix 35° right-hand
Surface treatment WIND
Application Side milling on materials up to 55 HRC

ITEM: A4050

On request available with Weldon shank at a cost of € 2.
Cylindrical shank (A4050....) Weldon shank (A4050...W)

FACTORY STANDARD

A4050 Tech. Code D
mm

L
mm

l
mm

d
mm

Z 

4T
-3

5°

3

75

8
4

4 1

4 11
5 13

6
6 16
8 20 8
4

100

11 4
6 16 6
8 20 8

10 25 10

12
30

12
50

6

150

16 6
8 20 8

10 25 10
12 30 12
14 50

16
16 60
20 200 90 20



A

A.142 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

< 500 < 850 < 1200 < 600 < 850 DUPLEX < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Ti6Al4V HTA < 45 < 60 < 65

          

Materiale Metallo duro integrale Micrograna
Norma DIN 6527L
Tolleranza e8
Codolo Weldon
Elica Destra 38° passo variabile
Tratt. superficiale AITiN
Applicazione Sgrossatura e finitura su tutti i materiali

ART. A4049
6527L

DIN 6527L

A4049 Cod. Tec. GR10
Euro

D
mm

L
mm

l
mm

ch 45°
mm

d
mm

Z 

4T
 - 

38
°

A404904 41,30 4 55 12

0,40

6

4 1

A404905 41,30 5
57 13

A404906 41,30 6

A404907 52,10 7
63 16 8

A404908 52,10 8

A404909 75,80 9
72

19

0,50

10
A404910 75,80 10 22

A404912 105,50 12
83 26

12

A404914 149,50 14 14

A404916 167,50 16
92 32

16

A404918 225,50 18 18

A404920 252,00 20 104 38 20

A404925 374,00 25 121 45 25

FRESE PASSO VARIABILE Z4

Contornatura Cava GAMMA

A4049

Materiale Caratteristica Ap Ae Ap
Vc

m/min
min

Vc
m/min
max

mm
D/mm

4
D/mm

6
D/mm

8
D/mm

10
D/mm

12
D/mm

16
D/mm

20

ACCIAI AL
CARBONIO

<500 N/mm² 1,5 x D 0,50 x D 1,0 x D 150 200 fz/mm 0,028 0,044 0,060 0,072 0,083 0,101 0,114

<850 N/mm² 1,5 x D 0,50 x D 1,0 x D 120 160 fz/mm 0,023 0,036 0,050 0,061 0,070 0,087 0,101

<1200 N/mm² 1,5 x D 0,50 x D 0,75 x D 60 100 fz/mm 0,019 0,029 0,040 0,048 0,056 0,070 0,081

ACCIAI INOX
<600 N/mm² 1,5 x D 0,50 x D 1,0 x D 90 115 fz/mm 0,023 0,036 0,050 0,061 0,070 0,087 0,101

<800 N/mm² 1,5 x D 0,50 x D 1,0 x D 60 80 fz/mm 0,019 0,029 0,040 0,048 0,056 0,070 0,081

GHISE
<240 HB 1,5 x D 0,50 x D 1,0 x D 120 150 fz/mm 0,023 0,044 0,060 0,072 0,083 0,101 0,114

<300 HB 1,5 x D 0,50 x D 1,0 x D 110 140 fz/mm 0,023 0,036 0,050 0,061 0,070 0,087 0,101

SUPER LEGHE
TI64IAV 1,5 x D 0,50 x D 1,0 x D 50 90 fz/mm 0,023 0,036 0,050 0,061 0,070 0,087 0,101

HTA 1,5 x D 0,50 x D 0,3 x D 25 40 fz/mm 0,013 0,019 0,026 0,032 0,037 0,046 0,054

TEMPRATI < 45 HRC 1,5 x D 0,50 x D 0,75 x D 80 140 fz/mm 0,021 0,033 0,045 0,054 0,062 0,077 0,088

Valori “fz” consigliati per esecuzioni di contornature.
Per cave, adeguare i parametri di taglio. (es: fz x 0,8)

A.142 Indivisible package   Suggested retail package - Unit price

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Ti6Al4V HTA < 45 < 60 < 65

          

Material MIcro-grain Integral hard metal
Standard DIN 6527L
Tolerance e8
Shank Weldon
Helix Right-hand 38° variable pitch
Surface treatment AITiN
Application Roughing and finishing on all materials

ITEM: A4049

DIN 6527L

A4049 Tech. Code D
mm

L
mm

l
mm

ch 45°
mm

d
mm

Z 

4T
-3

8°

4 55 12

0,40

6

4 1

5
57 13

6

7
63 16 8

8

9
72

19

0,50

10
10 22

12
83 26

12

14 14

16
92 32

16

18 18

20 104 38 20

25 121 45 25

END MILLS VARIABLE PITCH Z4

Side Milling Slotting RANGE

Material Feature Ap Ae Ap
Vc

m/min.
min.

Vc
m/min.
max.

mm
D/mm

4
D/mm

6
D/mm

8
D/mm

10
D/mm

12
D/mm

16
D/mm

20

CARBON STEEL

< 500 N/mm² 1.5 x D 0.50 x D 1.0 x D 150 200 fz/mm 0.028 0.044 0.060 0.072 0.083 0.101 0.114

< 850 N/mm² 1.5 x D 0.50 x D 1.0 x D 120 160 fz/mm 0.023 0.036 0.050 0.061 0.070 0.087 0.101

< 1200 N/mm² 1.5 x D 0.50 x D 0.75 x D 60 100 fz/mm 0.019 0.023 0.040 0.048 0.056 0.070 0.081

STAINLESS
STEEL

< 600 N/mm² 1.5 x D 0.50 x D 1.0 x D 90 115 fz/mm 0.023 0.036 0.050 0.061 0.070 0.087 0.101

< 800 N/mm² 1.5 x D 0.50 x D 1.0 x D 60 80 fz/mm 0.019 0.029 0.040 0.048 0.056 0.070 0.081

CAST IRON
< 240 HB 1.5 x D 0.50 x D 1.0 x D 120 150 fz/mm 0.023 0.044 0.060 0.072 0.083 0.101 0.114

< 300 HB 1.5 x D 0.50 x D 1.0 x D 110 140 fz/mm 0.023 0.036 0.050 0.061 0.070 0.087 0.101

SUPER ALLOY
TI64IAV 1.5 x D 0.50 x D 1.0 x D 50 90 fz/mm 0.023 0.036 0.050 0.061 0.070 0.087 0.101

HTA 1.5 x D 0.50 x D 0.3 x D 25 40 fz/mm 0.013 0.019 0.026 0.032 0.037 0.046 0.054

HARDENED < 45 HRC 1.5 x D 0.50 x D 0.75 x D 80 140 fz/mm 0.021 0.033 0.045 0.054 0.062 0.077 0.088

Recommended "fz" values for side milling.
For slotting, adjust the cutting parameters. (ex: fz x 0.8)



A

A.143 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

FRESE PASSO VARIABILE SERIE LUNGA Z4

< 500 < 850 < 1200 < 600 < 850 DUPLEX < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Ti6Al4V HTA < 45 < 60 < 65

          

Materiale Metallo duro integrale Micrograna
Norma NDF
Tolleranza e8
Codolo Weldon
Elica Destra 38° passo variabile
Tratt. superficiale TiAIN
Applicazione Sgrossatura e finitura su tutti i materiali

ART. A4051

NDF

A4051 Cod. Tec. GR10
Euro

D
mm

L
mm

l
mm

ch 45°
mm

d
mm

Z 

4T
 - 

38
°

A405106 45,10 6 76
32 0,40

6

4 1

A405108 58,60 8 87 8
A405110 82,50 10 89 38

0,50

10
A405112 118,00 12 100 51 12
A405116 190,50 16

125 57
16

A405120 319,00 20 20

FRESE PASSO VARIABILE SERIE EXTRA LUNGA Z4

< 500 < 850 < 1200 < 600 < 850 DUPLEX < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Ti6Al4V HTA < 45 < 60 < 65

          

Materiale Metallo duro integrale Micrograna
Norma NDF
Tolleranza e8
Codolo Weldon
Elica Destra 38° passo variabile
Tratt. Superficiale TiAIN
Applicazione Sgrossatura e finitura su tutti i materiali

ART. A4052

NDF

A4052 Cod. Tec. GR10
Euro

D
mm

L
mm

l
mm

ch 45°
mm

d
mm

Z 

4T
 - 

38
° A405212 286,50 12 125

76
0,50

12
4 1A405216 422,50 16 150 16

A405220 398,50 20 175 102 20

Contornatura Cava GAMMA

A4051 A4052

Materiale Caratteristica Ap Ae Ap
Vc

m/min
min

Vc
m/min
max

mm
D/mm

6
D/mm

8
D/mm

10
D/mm

12
D/mm

16
D/mm

20

ACCIAI AL
CARBONIO

<500 N/mm² 4 x D 0,05 x D - 300 400 fz/mm 0,044 0,060 0,072 0,083 0,092 0,114

<850 N/mm² 4 x D 0,05 x D - 240 320 fz/mm 0,036 0,050 0,061 0,070 0,079 0,101

<1200 N/mm² 4 x D 0,05 x D - 120 200 fz/mm 0,029 0,040 0,048 0,056 0,063 0,081

ACCIAI INOX
<600 N/mm² 4 x D 0,05 x D - 180 230 fz/mm 0,036 0,050 0,061 0,070 0,079 0,101

<800 N/mm² 4 x D 0,05 x D - 120 160 fz/mm 0,029 0,040 0,048 0,056 0,063 0,081

GHISE
<240 HB 4 x D 0,05 x D - 240 300 fz/mm 0,044 0,060 0,072 0,083 0,092 0,114

<300 HB 4 x D 0,05 x D - 200 260 fz/mm 0,029 0,040 0,048 0,056 0,063 0,081

SUPER LEGHE
TI64IAV 4 x D 0,05 x D - 100 180 fz/mm 0,036 0,050 0,061 0,070 0,079 0,101

HTA 4 x D 0,05 x D - 50 80 fz/mm 0,019 0,026 0,032 0,037 0,042 0,054

TEMPRATI < 45 HRC 4 x D 0,05 x D - 160 280 fz/mm 0,033 0,045 0,054 0,062 0,070 0,088

Valori “fz” consigliati per esecuzioni di contornature.
Per cave, adeguare i parametri di taglio. (es: fz x 0,8)

A.143Indivisible package  Suggested retail package - Unit price

END MILLS VARIABLE PITCH LONG SERIES Z4

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Ti6Al4V HTA < 45 < 60 < 65

          

Material MIcro-grain Integral hard metal
Standard Factory standard
Tolerance e8
Shank Weldon
Helix Right-hand 38° variable pitch
Surface treatment TiAIN
Application Roughing and finishing on all materials

ITEM: A4051

FACTORY STANDARD

A4051 Tech. Code D
mm

L
mm

l
mm

ch 45°
mm

d
mm

Z 

4T
-3

8°

6 76
32 0,40

6

4 1

8 87 8
10 89 38

0,50

10
12 100 51 12
16

125 57
16

20 20

END MILLS VARIABLE PITCH SERIES EXTRA LONG Z4

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Ti6Al4V HTA < 45 < 60 < 65

          

Material MIcro-grain Integral hard metal
Standard Factory standard
Tolerance e8
Shank Weldon
Helix Right-hand 38° variable pitch
Surface treatment TiAIN
Application Roughing and finishing on all materials

ITEM: A4052

FACTORY STANDARD

A4052 Tech. Code D
mm

L
mm

l
mm

ch 45°
mm

d
mm

Z 

4T
-3

8° 12 125
76

0,50
12

4 116 150 16
20 175 102 20

Side Milling Slotting RANGE

Material Feature Ap Ae Ap
Vc

m/min.
min.

Vc
m/min.
max.

mm
D/mm

6
D/mm

8
D/mm

10
D/mm

12
D/mm

16
D/mm

20

CARBON STEEL

< 500 N/mm² 4 x D 0.05 x D - 300 400 fz/mm 0.044 0.060 0.072 0.083 0.092 0.114

< 850 N/mm² 4 x D 0.05 x D - 240 320 fz/mm 0.036 0.050 0.061 0.070 0.079 0.101

< 1200 N/mm² 4 x D 0.05 x D - 120 200 fz/mm 0.029 0.040 0.048 0.056 0.063 0.081

STAINLESS
STEEL

< 600 N/mm² 4 x D 0.05 x D - 180 230 fz/mm 0.036 0.050 0.061 0.070 0.079 0.101

< 800 N/mm² 4 x D 0.05 x D - 120 160 fz/mm 0.029 0.040 0.048 0.056 0.063 0.081

CAST IRON
< 240 HB 4 x D 0.05 x D - 240 300 fz/mm 0.044 0.060 0.072 0.083 0.092 0.114

< 300 HB 4 x D 0.05 x D - 200 260 fz/mm 0.029 0.040 0.048 0.056 0.063 0.081

SUPER ALLOY
TI64IAV 4 x D 0.05 x D - 100 180 fz/mm 0.036 0.050 0.061 0.070 0.079 0.101

HTA 4 x D 0.05 x D - 50 80 fz/mm 0.019 0.026 0.032 0.037 0.042 0.054

HARDENED < 45 HRC 4 x D 0.05 x D - 160 280 fz/mm 0.033 0.045 0.054 0.062 0.070 0.088

Recommended "fz" values for side milling.
For slotting, adjust the cutting parameters. (ex: fz x 0.8)



A

A.144 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

FRESE CON PASSO VARIABILE Z5 Vari

< 500 < 850 < 1200 < 600 < 850 DUPLEX < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Ti6Al4V HTA < 45 < 60 < 65

          

α1

α2

α3

α4

α5
Materiale Metallo duro integrale Micrograna
Norma DIN 6528
Tolleranza e8
Codolo Weldon
Elica Destra 38° a passo variabile
Tratt. Superficiale PRO-100
Applicazione Esecuzione di cave e contornature su materiali

con durezza fino a 55 HRC. Spigolo con raggio di rinforzo.
Particolarmente indicata per acciai inossidabili e
superleghe. Tagliente centrale.

ART. A4057

FRESA DIN 6528

A4057 Cod. Tec. GR05
Euro

D
mm

L
mm

I
mm

d
mm

r
mm

Z 

5T
 - 

38
°

A405704 48,40 4 55 11
6

0,25

5 1

A405705 48,40 5
57 13A405706 48,40 6

0,40A405707 58,10 7
63

16
8A405708 58,10 8

19
0,50A405709 79,40 9

72 10A405710 79,40 10 22
A405712 101,70 12

83 26
12

0,75

A405714 143,30 14 14
A405716 159,80 16

92 32
16

A405718 215,00 18 18
A405720 240,10 20 104 38 20
A405725 359,20 25 121 44 25

Contornatura Cava GAMMA

A4057

Materiale Caratteristica Ap Ae Ap
Vc

m/min
min

Vc
m/min
max

mm
D/mm

4
D/mm

5
D/mm

6
D/mm

8
D/mm

10
D/mm

12
D/mm

14
D/mm

16
D/mm

20
D/mm

25

ACCIAI AL
CARBONIO

<500 N/mm² 1,5 x D 0,5 x D 1 x D 130 190 fz/mm 0,030 0,038 0,045 0,060 0,075 0,085 0,090 0,100 0,115 0,125

<850 N/mm² 1,5 x D 0,5 x D 1 x D 110 150 fz/mm 0,025 0,032 0,035 0,050 0,060 0,070 0,080 0,090 0,100 0,110

<1200 N/mm² 1,5 x D 0,5 x D 1 x D 80 100 fz/mm 0,022 0,028 0,030 0,040 0,050 0,060 0,070 0,080 0,090 0,100

ACCIAI INOX

<600 N/mm² 1,5 x D 0,5 x D 1 x D 90 120 fz/mm 0,025 0,032 0,035 0,050 0,060 0,070 0,080 0,090 0,100 0,110

<800 N/mm² 1,5 x D 0,5 x D 1 x D 60 80 fz/mm 0,022 0,028 0,030 0,040 0,050 0,055 0,065 0,075 0,085 0,095

DUPLEX 1,5 x D 0,5 x D 1 x D 50 80 fz/mm 0,018 0,022 0,025 0,035 0,045 0,050 0,060 0,065 0,075 0,085

GHISE
<240 HB 1,5 x D 0,5 x D 1 x D 120 150 fz/mm 0,030 0,038 0,045 0,060 0,075 0,085 0,090 0,100 0,115 0,125

<300 HB 1,5 x D 0,5 x D 1 x D 110 130 fz/mm 0,025 0,032 0,035 0,050 0,060 0,070 0,080 0,090 0,100 0,110

SUPER LEGHE
TI6AI4V 1,5 x D 0,5 x D 1 x D 50 65 fz/mm 0,018 0,022 0,025 0,035 0,045 0,050 0,060 0,070 0,075 0,080

HTA 1,5 x D 0,3 x D 0,3 x D 25 40 fz/mm 0,012 0,015 0,020 0,030 0,040 0,045 0,050 0,060 0,065 0,070

Valori “fz” consigliati per esecuzioni di contornature.
Per cave, adeguare i parametri di taglio. (es: fz x 0,75)

A.144 Indivisible package   Suggested retail package - Unit price

END MILLS WITH VARIABLE PITCH Z5

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Ti6Al4V HTA < 45 < 60 < 65

          

Material Micro-grain carbide
Standard DIN 6528
Tolerance e8
Shank Weldon
Helix 38° Right-hand variable pitch
Surface treatment PRO-100
Application Slotting and side milling on materials up to 55 HRC. Edge

with reinforcement radius.
Particularly suitable for stainless steel and super alloys.
Center cutting.

ITEM: A4057

DIN 6528

A4057 Tech. Code D
mm

L
mm

I
mm

d
mm

r
mm

Z 

5T
-3

8°

4 55 11
6

0.25

5 1

5
57 13

6
0.40

7
63

16
8

8
19

0.509
72 10

10 22
12

83 26
12

0.75

14 14
16

92 32
16

18 18
20 104 38 20
25 121 44 25

Side Milling Slotting RANGE

Material Feature Ap Ae Ap
Vc

m/min.
min.

Vc
m/min.
max.

mm
D/mm

4
D/mm

5
D/mm

6
D/mm

8
D/mm

10
D/mm

12
D/mm

14
D/mm

16
D/mm

20
D/mm

25

CARBON STEEL

<500 N/mm² 1.5 x D 0.5 x D 1 x D 85 180 fz/mm 0.025 0.040 0.050 0.060 0.070 0.080 0.090 0.100 0.115 0.125

<850 N/mm² 1.5 x D 0.5 x D 1 x D 85 180 fz/mm 0.025 0.040 0.050 0.060 0.070 0.080 0.090 0.090 0.100 0.110

<1200 N/mm² 1.5 x D 0.5 x D 1 x D 85 180 fz/mm 0.025 0.040 0.050 0.060 0.070 0.080 0.090 0.080 0.090 0.100

STAINLESS
STEEL

<600 N/mm² 1.5 x D 0.5 x D 1 x D 70 130 fz/mm 0.025 0.040 0.048 0.056 0.065 0.075 0.080 0.090 0.100 0.110

<800 N/mm² 1.5 x D 0.5 x D 1 x D 70 130 fz/mm 0.025 0.040 0.048 0.056 0.065 0.075 0.080 0.075 0.085 0.095

Duplex 1.5 x D 0.5 x D 1 x D 70 130 fz/mm 0.025 0.040 0.048 0.056 0.065 0.075 0.080 0.065 0.075 0.085

CAST IRON
<240 HB 1.5 x D 0.5 x D 1 x D 120 200 fz/mm 0.025 0.040 0.050 0.060 0.070 0.080 0.090 0.100 0.115 0.125

<300 HB 1.5 x D 0.5 x D 1 x D 120 200 fz/mm 0.025 0.040 0.050 0.060 0.070 0.080 0.090 0.090 0.100 0.110

SUPER ALLOY
TI6AI4V 1.5 x D 0.25 x D 0.5 x D 30 85 fz/mm 0.015 0.028 0.035 0.040 0.045 0.055 0.065 0.070 0.075 0.080

HTA 1.5 x D 0.25 x D 0.5 x D 30 85 fz/mm 0.015 0.028 0.035 0.040 0.045 0.055 0.065 0.060 0.065 0.070

Recommended "fz" values for side milling.
For slotting, adjust the cutting parameters. (ex: fz x 0.75)



A

A.145 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

FRESE PASSO VARIABILE Z5

< 500 < 850 < 1200 < 600 < 850 DUPLEX < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Ti6Al4V HTA < 45 < 60 < 65

     

α1

α2

α3

α4

α5

Materiale Metallo duro integrale Micrograna
Norma DIN 6527L
Tolleranza e8
Codolo Weldon
Elica Destra 38° passo variabile
Tratt. Superficiale AITiN
Applicazione Sgrossatura e finitura su super leghe e materiali resistenti

al calore. Eccellente in fresatura dinamica.

ART. A4058
6527L

DIN 6527L

A4058 Cod. Tec. GR10
Euro

D
mm

L
mm

l
mm

H
mm

d1
mm

r
mm

d
mm

Z 

5T
 - 

38
° 

VA
R

IA
BI

LE

A40581005 105,50
10 76 22 30 9,4

0,50
10

5 1

A40581010 105,50 1,00
A40581020 105,50 2,00
A40581205 135,50

12 83 26 36 11,28
0,50

12A40581210 135,50 1,00
A40581220 135,50 2,00
A40581605 222,00

16 100 32 48 15,04
0,50

16A40581610 222,00 1,00
A40581620 222,00 2,00
A40582005 320,00

20 115 38 60 18,80

0,50

20
A40582010 320,00 1,00
A40582020 320,00 2,00
A40582040 320,00 4,00
A40582505 505,00

25 135 45 75 23,50

0,50

25
A40582510 505,00 1,00
A40582520 505,00 2,00
A40582540 505,00 4,00

Contornatura Cava GAMMA

A4058

Materiale Caratteristica Ap Ae Ap
Vc

m/min
min

Vc
m/min
max

mm
D/mm

10
D/mm

12
D/mm

16
D/mm

20
D/mm

25

ACCIAI AL
CARBONIO

� 850 N/mmð 1,5 x D 0,5 x D 1 x D 120 160 fz/mm 0,048 0,056 0,070 0,081 0,091

� 1200 N/mmð 1,5 x D 0,5 x D 0,75 x D 90 115 fz/mm 0,040 0,047 0,057 0,064 0,071

ACCIAI INOX
� 600 N/mmð 1,5 x D 0,5 x D 1 x D 90 115 fz/mm 0,061 0,070 0,087 0,101 0,114

� 800 N/mmð 1,5 x D 0,5 x D 1 x D 60 80 fz/mm 0,048 0,056 0,070 0,081 0,091

SUPER LEGHE
TI64IAV 1,5 x D 0,5 x D 0,3 x D 50 60 fz/mm 0,045 0,052 0,064 0,074 0,084

HTA 1,5 x D 0,5 x D 0,3 x D 25 50 fz/mm 0,032 0,037 0,046 0,054 0,061

TEMPRATI
< 45 HRC 1,5 x D 0,5 x D 0,75 x D 80 140 fz/mm 0,054 0,062 0,077 0,088 0,098

< 55 HRC 1,5 x D 0,5 x D 0,5 x D 70 120 fz/mm 0,040 0,047 0,057 0,065 0,071

Valori “fz” consigliati per esecuzioni di contornature.
Per cave, adeguare i parametri di taglio. (es: fz x 0,8)

A.145Indivisible package  Suggested retail package - Unit price

END MILLS VARIABLE PITCH Z5

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Ti6Al4V HTA < 45 < 60 < 65

     

Material MIcro-grain Integral hard metal
Standard DIN 6527L
Tolerance e8
Shank Weldon
Helix Right-hand 38° variable pitch
Surface treatment AITiN
Application Roughing and finishing on super alloys and heat resistant

materials. Excellent in dynamic milling

ITEM: A4058

DIN 6527L

A4058 Tech. Code D
mm

L
mm

l
mm

H
mm

d1
mm

r
mm

d
mm

Z 

5T
-3

8°

10 76 22 30 9,4
0,50

10

5 1

1,00
2,00

12 83 26 36 11,28
0,50

121,00
2,00

16 100 32 48 15,04
0,50

161,00
2,00

20 115 38 60 18,80

0,50

20
1,00
2,00
4,00

25 135 45 75 23,50

0,50

25
1,00
2,00
4,00

Side Milling Slotting RANGE

Material Feature Ap Ae Ap
Vc

m/min.
min.

Vc
m/min.
max.

mm
D/mm

10
D/mm

12
D/mm

16
D/mm

20
D/mm

25

CARBON STEEL
< 850 N/mm² 1.5 x D 0.5 x D 1 x D 120 160 fz/mm 0.048 0.056 0.070 0.081 0.091

< 1200 N/mm² 1.5 x D 0.5 x D 0.75 x D 90 115 fz/mm 0.040 0.047 0.057 0.064 0.071

STAINLESS
STEEL

< 600 N/mm² 1.5 x D 0.5 x D 1 x D 90 115 fz/mm 0.061 0.070 0.087 0.101 0.114

< 800 N/mm² 1.5 x D 0.5 x D 1 x D 60 80 fz/mm 0.048 0.056 0.070 0.081 0.091

SUPER ALLOY
TI64IAV 1.5 x D 0.5 x D 0.3 x D 50 60 fz/mm 0.045 0.052 0.064 0.074 0.084

HTA 1.5 x D 0.5 x D 0.3 x D 25 50 fz/mm 0.032 0.037 0.046 0.054 0.061

HARDENED
< 45 HRC 1.5 x D 0.5 x D 0.75 x D 80 140 fz/mm 0.054 0.062 0.077 0.088 0.098

< 55 HRC 1.5 x D 0.5 x D 0.5 x D 70 120 fz/mm 0.040 0.047 0.057 0.064 0.071

Recommended "fz" values for side milling.
For slotting, adjust the cutting parameters. (ex: fz x 0.8)



A

A.146 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

< 500 < 850 < 1200 < 600 < 850 DUPLEX < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Ti6Al4V HTA < 45 < 60 < 65

          

α1

α2

α3

α4

α5

Materiale Metallo duro integrale Micrograna
Norma NDF
Tolleranza e8
Codolo Cilindrico
Elica Destra 43° passo variabile
Tratt. Superficiale AITiN
Applicazione Sgrossatura e finitura su tutti i materiali. Eccellente in

fresatura dinamica. Senza tagliente al centro.

ART. A4060

 FRESA NDF

A4060 Cod. Tec. GR10
Euro

D
mm

L
mm

l
mm

r
mm

d
mm

Z 

5T
 - 

43
° 

VA
R

IA
BI

LE

A40600605 56,30 6
76

24
0,50

6

5 1

A40600805 57,50 8 32 8

A40601000 85,60
10 100 40

-
10

A40601005 91,60 0,50

A40601200 124,00

12 125 48

-

12A40601205 130,50 0,50

A40601210 130,50 1,00

A40601605 190,00
16 141 64

0,50
16

A40601610 190,00 1,00

A40602005 282,00
20 150 80

0,50
20

A40602010 282,00 1,00

FRESE PASSO VARIABILE SERIE LUNGA Z5

Contornatura Cava GAMMA

A4060

Materiale Caratteristica Ap Ae Ap
Vc

m/min
min

Vc
m/min
max

mm
D/mm

6
D/mm

8
D/mm

10
D/mm

12
D/mm

16
D/mm

20

ACCIAI AL
CARBONIO

�500 N/mmð 4 x D 0,05 x D - 300 400 fz/mm 0,053 0,072 0,086 0,099 0,121 0,137

�850 N/mmð 4 x D 0,05 x D - 240 320 fz/mm 0,044 0,060 0,073 0,084 0,105 0,121

�1200 N/mmð 4 x D 0,05 x D - 120 200 fz/mm 0,030 0,040 0,048 0,056 0,068 0,078

ACCIAI INOX
�600 N/mmð 4 x D 0,05 x D - 180 230 fz/mm 0,044 0,060 0,073 0,084 0,105 0,121

�800 N/mmð 4 x D 0,05 x D - 120 160 fz/mm 0,030 0,040 0,048 0,056 0,068 0,078

GHISE
<240 HB 4 x D 0,05 x D - 240 300 fz/mm 0,053 0,072 0,086 0,099 0,121 0,137

<300 HB 4 x D 0,05 x D - 200 260 fz/mm 0,044 0,060 0,073 0,084 0,105 0,121

SUPER LEGHE
TI64IAV 4 x D 0,05 x D - 100 180 fz/mm 0,044 0,060 0,073 0,084 0,105 0,121

HTA 4 x D 0,05 x D - 50 80 fz/mm 0,023 0,032 0,038 0,045 0,056 0,065

TEMPRATI < 45 HRC 4 x D 0,05 x D - 160 280 fz/mm 0,039 0,054 0,065 0,075 0,092 0,106

Valori “fz” consigliati per esecuzioni di contornature.
Per cave, adeguare i parametri di taglio. (es: fz x 0,8)

A.146 Indivisible package   Suggested retail package - Unit price

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Ti6Al4V HTA < 45 < 60 < 65

          

Material MIcro-grain Integral hard metal
Standard Factory standard
Tolerance e8
Shank Cylindrical
Helix Right-hand 43° variable pitch
Surface treatment AITiN
Application Roughing and finishing on all materials. Excellent in

dynamic milling. Without central cutting.

ITEM: A4060

FACTORY STANDARD

A4060 Tech. Code D
mm

L
mm

l
mm

r
mm

d
mm

Z 

5T
 - 

43
°

VA
R

IA
BL

E

6
76

24
0,50

6

5 1

8 32 8

10 100 40
-

10
0,50

12 125 48

-

120,50

1,00

16 141 64
0,50

16
1,00

20 150 80
0,50

20
1,00

END MILLS VARIABLE PITCH LONG SERIES Z5

Side Milling Slotting RANGE

Material Feature Ap Ae Ap
Vc

m/min.
min.

Vc
m/min.
max.

mm
D/mm

6
D/mm

8
D/mm

10
D/mm

12
D/mm

16
D/mm

20

CARBON STEEL

< 500 N/mm² 4 x D 0.05 x D - 300 400 fz/mm 0.053 0.072 0.086 0.099 0.121 0.137

< 850 N/mm² 4 x D 0.05 x D - 240 320 fz/mm 0.044 0.060 0.073 0.084 0.105 0.121

< 1200 N/mm² 4 x D 0.05 x D - 120 200 fz/mm 0.030 0.040 0.048 0.056 0.068 0.078

STAINLESS
STEEL

< 600 N/mm² 4 x D 0.05 x D - 180 230 fz/mm 0.044 0.060 0.073 0.084 0.105 0.121

< 800 N/mm² 4 x D 0.05 x D - 120 160 fz/mm 0.030 0.040 0.048 0.056 0.068 0.078

CAST IRON
< 240 HB 4 x D 0.05 x D - 240 300 fz/mm 0.053 0.072 0.086 0.099 0.121 0.137

< 300 HB 4 x D 0.05 x D - 200 260 fz/mm 0.044 0.060 0.073 0.084 0.105 0.121

SUPER ALLOY
TI64IAV 4 x D 0.05 x D - 100 180 fz/mm 0.044 0.060 0.073 0.084 0.105 0.121

HTA 4 x D 0.05 x D - 50 80 fz/mm 0.023 0.032 0.038 0.045 0.056 0.065

HARDENED < 45 HRC 4 x D 0.05 x D - 160 280 fz/mm 0.039 0.054 0.065 0.075 0.092 0.106

Recommended "fz" values for side milling.
For slotting, adjust the cutting parameters. (ex: fz x 0.8)



A

A.147 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

< 500 < 850 < 1200 < 600 < 850 DUPLEX < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Ti6Al4V HTA < 45 < 60 < 65

     

α1

α2

α3

α4

α5

Materiale Metallo duro integrale Micrograna
Norma NDF
Tolleranza e8
Codolo Cilindrico
Elica Destra 38°
Tratt. Superficiale AITiN
Applicazione Sgrossatura e finitura su super leghe e materiali resistenti

al calore. Eccellente in fresatura dinamica.

ART. A4062
7

 FRESA NDF

A4062 Cod. Tec. GR10
Euro

D
mm

L
mm

l
mm

r
mm

d
mm

Z 

7T
 - 

38
° 

VA
R

IA
BI

LE

A40621030 91,90
10

76 30

0,50

10

7 1

A40621050 105,50
100

50

A40621236 127,50
12

36
12

A40621260 153,50 125 60

A40621648 203,00
16

110 48
16

A40621680 223,50 141 80

A406220100 331,50
20

166 100
20

A40622060 296,00 125 60

FRESE PASSO VARIABILE SERIE LUNGA Z7

Contornatura Cava GAMMA

A4062

Materiale Caratteristica Ap Ae Ap
Vc

m/min
min

Vc
m/min
max

mm
D/mm

10
D/mm

12
D/mm

16
D/mm

20

ACCIAI AL
CARBONIO

� 850 N/mmð 3 x D 0,06 x D - 180 300 fz/mm 0,065 0,075 0,092 0,106

� 1200 N/mmð 3 x D 0,06 x D - 120 200 fz/mm 0,058 0,067 0,084 0,097

ACCIAI INOX
� 600 N/mmð 3 x D 0,06 x D - 180 230 fz/mm 0,073 0,084 0,105 0,121

� 800 N/mmð 3 x D 0,06 x D - 120 160 fz/mm 0,058 0,067 0,084 0,097

SUPER LEGHE
TI64IAV 3 x D 0,06 x D - 100 120 fz/mm 0,053 0,062 0,077 0,089

HTA 3 x D 0,06 x D - 50 80 fz/mm 0,038 0,045 0,056 0,065

TEMPRATI
< 45 HRC 3 x D 0,06 x D - 160 280 fz/mm 0,065 0,075 0,092 0,106

< 55 HRC 3 x D 0,06 x D - 140 240 fz/mm 0,048 0,056 0,068 0,078

Valori “fz” consigliati per esecuzioni di contornature.
Per cave, adeguare i parametri di taglio. (es: fz x 0,8)

A.147Indivisible package  Suggested retail package - Unit price

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Ti6Al4V HTA < 45 < 60 < 65

     

Material MIcro-grain Integral hard metal
Standard Factory standard
Tolerance e8
Shank Cylindrical
Helix Right-hand 38°
Surface treatment AITiN
Application Roughing and finishing on super alloys and heat resistant

materials. Excellent in dynamic milling

ITEM: A4062

FACTORY STANDARD

A4062 Tech. Code D
mm

L
mm

l
mm

r
mm

d
mm

Z 

7T
 - 

38
°

VA
R

IA
BL

E

10
76 30

0,50

10

7 1

100
50

12
36

12
125 60

16
110 48

16
141 80

20
166 100

20
125 60

END MILLS VARIABLE PITCH LONG SERIES Z7

Side Milling Slotting RANGE

Material Feature Ap Ae Ap
Vc

m/min.
min.

Vc
m/min.
max.

mm
D/mm

10
D/mm

12
D/mm

16
D/mm

20

CARBON STEEL
< 850 N/mm² 3 x D 0.06 x D - 180 300 fz/mm 0.065 0.075 0.092 0.106

< 1200 N/mm² 3 x D 0.06 x D - 120 200 fz/mm 0.058 0.067 0.084 0.097

STAINLESS
STEEL

< 600 N/mm² 3 x D 0.06 x D - 180 230 fz/mm 0.073 0.084 0.105 0.121

< 800 N/mm² 3 x D 0.06 x D - 120 160 fz/mm 0.058 0.067 0.084 0.097

SUPER ALLOY
TI64IAV 3 x D 0.06 x D - 100 120 fz/mm 0.053 0.062 0.077 0.089

HTA 3 x D 0.06 x D - 50 80 fz/mm 0.038 0.045 0.056 0.065

HARDENED
< 45 HRC 3 x D 0.06 x D - 160 280 fz/mm 0.065 0.075 0.092 0.106

< 55 HRC 3 x D 0.06 x D - 140 240 fz/mm 0.048 0.056 0.068 0.078

Recommended "fz" values for side milling.
For slotting, adjust the cutting parameters. (ex: fz x 0.8)



A

A.148 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

FRESE PER LEGHE LEGGERE Z1

< 500 < 850 < 1200 < 600 < 850 DUPLEX < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Ti6Al4V HTA < 45 < 60 < 65

  

Materiale Metallo duro integrale Micrograna
Norma NDF
Codolo Cilindrico
Elica Destra 25° Taglio destro
Tratt. Superficiale Lucida
Applicazione Lavorazione di leghe di alluminio e materiali plastici

ART. A4710

FRESA NDF

A4710 Cod. Tec. GR05
Euro

D
mm

L
mm

l
mm

d
mm

Z 

1T
 - 

25
°

A47101,5 20,80 1,50
40

6 3

1 1

A4710210 14,30
2,00

10
2

A47102 29,80 60 6
A471026 18,00

40
6

3
A47102,5 16,50 2,50 2,5
A47103 14,90

3,00

12 3
A4710310 27,20

60
10

6A4710312 28,20 12
A4710315 29,80

15A47104 17,10

4,00

40 4
A4710412 28,20

60
12

6A4710415 29,80 15
A4710420 37,70 75 20
A47105 21,80

5,00
50

16
5

A4710516 29,80 60

6
A4710528 40,40 75 28
A47106 24,90

6,00
60

20
A4710630 29,10 30
A4710635 40,40 75 35
A47108 40,40

8,00
63 22

8A4710830 56,30 75 30
A4710840 65,30 100 45
A471010 60,60

10,00
72 25

10A47101055 112,20 100 55
A471012 111,70 12,00 83 30 12

Contornatura Cava GAMMA

A4710

Materiale Caratteristica Ap Ae Ap
Vc

m/min
min

Vc
m/min
max

mm
D/mm

3
D/mm

4
D/mm

5
D/mm

6
D/mm

8
D/mm

10
D/mm

12

NON FERROSI ALU <10% Si 0,5 x D 0,5 x D 0,5 x D 300 500 fz/mm 0,040 0,050 0,060 0,070 0,080 0,085 0,090

Valori “fz” consigliati per esecuzioni di cave.

A.148 Indivisible package   Suggested retail package - Unit price

END MILLS FOR ALUMINUM ALLOYS Z1

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Ti6Al4V HTA < 45 < 60 < 65

  

Material Micro-grain carbide
Standard Factory standard
Shank Cylindrical
Helix 25° right-hand - right-cut
Surface treatment Bright
Application Machining aluminum alloys and plastic material applications

ITEM: A4710

FACTORY STANDARD

A4710 Tech. Code D
mm

L
mm

l
mm

d
mm

Z 

1T
-2

5°

1.50
40

6 3

1 1

2.00
10

2
60 6

40
6

3
2.50 2,5

3.00

14 3

60
10

612

15

4.00

50 4

60
12

615
75 20

5.00
60

18
5

60

6
75 28

6.00
60

20
30

75 35

8.00
63 22

875 30
100 45

10.00
72 25

10
100 55

12.00 83 30 12

Side Milling Slotting RANGE

Material Feature Ap Ae Ap
Vc

m/min.
min.

Vc
m/min.
max.

mm
D/mm

3
D/mm

4
D/mm

5
D/mm

6
D/mm

8
D/mm

10
D/mm

12

NON FERROUS ALU < 10% Si 0.5 x D 0.5 x D 0.5 x D 300 500 fz/mm 0.040 0.050 0.060 0.070 0.080 0.085 0.090

Recommended "fz" values for slotting.



A

A.149 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

FRESE PER LEGHE LEGGERE ELICA SINISTRA Z1

< 500 < 850 < 1200 < 600 < 850 DUPLEX < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Ti6Al4V HTA < 45 < 60 < 65

  

Materiale Metallo duro integrale Micrograna
Norma NDF
Codolo Cilindrico
Elica Sinistra 25° Taglio destro
Tratt. Superficiale Lucida
Applicazione Lavorazione di leghe di alluminio e materiali plastici.

ART. A4711

FRESA NDF

A4711 Cod. Tec. GR05
Euro

D
mm

L
mm

l
mm

d
mm

Z 

1T
 - 

25
°

A471101,5640 20,80 1,50
40

6 3

1 1

A471102640 19,70
2,00A4711021040 13,90

10
2

A4711021060 28,20 60 6
A471102,5640 16,50 2,50 40 6 2,5
A4711031060 27,20

3,00

60 10 6
A4711031240 14,90 40

12
3

A4711031260 28,20
60 6A4711031560 29,80 15

A4711041260 28,20

4,00

12
A4711041540 18,00 40

15
4

A4711041560 29,80 60
6A4711042075 37,70 75 20

A4711051650 23,50
5,00

50
16

5
A4711051660 29,80 60

6
A4711052875 40,40 75 28
A4711062060 26,60

6,00
60

20
A4711063060 31,30 30
A4711063575 40,40 75 35
A4711082263 43,10

8,00
63 22

8A4711083075 56,30 75 30
A47110840100 70,20 100 45
A4711102572 64,80

10,00
72 25

10A47111055100 112,20 100 55
A4711123083 85,60 12,00 83 30 12

Contornatura Cava GAMMA

A4711

Materiale Caratteristica Ap Ae Ap
Vc

m/min
min

Vc
m/min
max

mm
D/mm

3
D/mm

4
D/mm

5
D/mm

6
D/mm

8
D/mm

10
D/mm

12

NON FERROSI ALU <10% Si 0,5 x D 0,5 x D 0,5 x D 300 500 fz/mm 0,040 0,050 0,060 0,070 0,080 0,085 0,090

Valori “fz” consigliati per esecuzioni di cave.

A.149Indivisible package  Suggested retail package - Unit price

END MILLS FOR ALUMINUM ALLOYS LEFT HELIX Z1

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Ti6Al4V HTA < 45 < 60 < 65

  

Material Micro-grain carbide
Standard Factory standard
Shank Cylindrical
Helix 25° left-hand - right cut
Surface treatment Bright
Application Machining aluminum alloys and plastic material.

ITEM: A4711

FACTORY STANDARD

A4711 Tech. Code D
mm

L
mm

l
mm

d
mm

Z 

1T
-2

5°

1.50
40

6 3

1 1

2.00
10

2
60 6

2.50 40 6 2.5

3.00

60 10 6
40

12
3

60 615

4.00

12
40

15
4

60
6

75 20

5.00
50

16
5

60

6
75 28

5.00
60

20
30

75 35

8.00
63 22

875 30
100 45

10.00
72 25

10
100 55

12.00 83 30 12

Side Milling Slotting RANGE

Material Feature Ap Ae Ap
Vc

m/min.
min.

Vc
m/min.
max.

mm
D/mm

3
D/mm

4
D/mm

5
D/mm

6
D/mm

8
D/mm

10
D/mm

12

NON FERROUS ALU < 10% Si 0.5 x D 0.5 x D 0.5 x D 300 500 fz/mm 0.040 0.050 0.060 0.070 0.080 0.085 0.090

Recommended "fz" values for slotting.



A

A.150 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

FRESE PER LEGHE LEGGERE Z2 Alufly

< 500 < 850 < 1200 < 600 < 850 DUPLEX < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Ti6Al4V HTA < 45 < 60 < 65

  

Materiale Metallo duro integrale Micrograna
Norma NDF
Tolleranza e8
Codolo Cilindrico / Weldon
Elica Destra 45°
Tratt. Superficiale Lucida
Applicazione Esecuzione di cave e contornature su leghe d’alluminio e

materiali plastici.

ART. A4610

A richiesta fornibili con codolo Weldon al costo di 2€.
Codolo cilindrico ( A4610.... ) Codolo Weldon ( A4610...W )

FRESA NDF

A4610 Cod. Tec. GR05
Euro

D
mm

L
mm

l
mm

d
mm

Z 

2T
 - 

45
°

A46101 31,40 1
50

3

6

2 1

A46102 31,40 2 6
A46103 31,40 3

57

8
A46104 31,40 4 11
A46105 31,40 5

13A46106 31,40 6
A46108 39,60 8 63 19 8
A461010 57,70 10 75 22 10
A461012 75,90 12 83 26 12
A461016 156,90 16 92 32 16

Contornatura Cava GAMMA

A4610

Materiale Caratteristica Ap Ae Ap
Vc

m/min
min

Vc
m/min
max

mm
D/mm

3
D/mm

6
D/mm

8
D/mm

10
D/mm

12
D/mm

16

NON FERROSI

ALU <10% Si 1,5 x D 0,5 x D 1 x D 250 1000 fz/mm 0,027 0,054 0,072 0,090 0,110 0,145

ALU >10% Si 1,5 x D 0,5 x D 1 x D 150 350 fz/mm 0,022 0,043 0,058 0,072 0,086 0,115

Valori “fz” consigliati per esecuzioni di contornature.
Per cave, adeguare i parametri di taglio. (es: fz x 0,8)

A.150 Indivisible package   Suggested retail package - Unit price

END MILLS FOR ALUMINUM ALLOYS Z2

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Ti6Al4V HTA < 45 < 60 < 65

  

Material Micro-grain carbide
Standard Factory standard
Tolerance e8
Shank Cylindrical / Weldon
Helix 45° right-hand
Surface treatment Bright
Application Slotting and side milling on aluminum alloys and plastic

materials.

ITEM: A4610

On request available with Weldon shank at a cost of € 2.
Cylindrical shank (A4610....) Weldon shank (A4610...W)

FACTORY STANDARD

A4610 Tech. Code D
mm

L
mm

l
mm

d
mm

Z 

2T
-4

5°

1
50

3

6

2 1

2 6
3

57

8
4 11
5

13
6
8 63 19 8

10 75 22 10
12 83 26 12
16 92 32 16

Side Milling Slotting RANGE

Material Feature Ap Ae Ap
Vc

m/min.
min.

Vc
m/min.
max.

mm
D/mm

3
D/mm

6
D/mm

8
D/mm

10
D/mm

12
D/mm

16

NON FERROUS

ALU < 10% Si 1.5 x D 0.5 x D 1 x D 250 1000 fz/mm 0.027 0.054 0.072 0.090 0,110 0,145

ALU > 10% Si 1.5 x D 0.5 x D 1 x D 150 350 fz/mm 0.022 0.043 0.058 0.072 0,086 0,115

Recommended "fz" values for slotting.
For side milling, adjust the cutting parameters. (ex: fz x 0.8)



A

A.151 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

FRESE PER LEGHE LEGGERE Z3 Alufly

< 500 < 850 < 1200 < 600 < 850 DUPLEX < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Ti6Al4V HTA < 45 < 60 < 65

  

Materiale Metallo duro integrale Micrograna
Norma NDF
Tolleranza D < = 1mm - ~ 0.019mm

D 1~ 6mm - ~ 0.02mm
D >6 ~20mm - ~ 0.025mm

Codolo Cilindrico / Weldon
Elica Destra 45°
Tratt. Superficiale Lucida
Applicazione Esecuzione di cave e contornature su leghe d’alluminio e

materiali plastici.

ART. A4615

A richiesta fornibili con codolo Weldon al costo di 2€.
Codolo cilindrico ( A4615.... ) Codolo Weldon ( A4615...W )

FRESA NDF

A4615 Cod. Tec. GR05
Euro

D
mm

L
mm

l
mm

d
mm

Z 

3T
 - 

45
°

A46152 33,40 2
50

3

6

3 1

A46153 33,40 3 6
A46154 33,40 4

57

8
A46155 33,40 5 11
A46156 33,40 6

13A46158 49,50 8 8
A461510 66,80 10 63 19 10
A461512 87,00 12 75 22 12
A461516 167,10 16 83 26 16

Contornatura Cava GAMMA

A4615

Materiale Caratteristica Ap Ae Ap
Vc

m/min
min

Vc
m/min
max

mm
D/mm

3
D/mm

6
D/mm

8
D/mm

10
D/mm

12
D/mm

16

NON FERROSI

ALU <10% Si 1,5 x D 0,5 x D 1 x D 250 1000 fz/mm 0,027 0,054 0,072 0,090 0,110 0,145

ALU >10% Si 1,5 x D 0,5 x D 1 x D 150 350 fz/mm 0,022 0,043 0,058 0,072 0,086 0,115

Valori “fz” consigliati per esecuzioni di contornature.
Per cave, adeguare i parametri di taglio. (es: fz x 0,8)

A.151Indivisible package  Suggested retail package - Unit price

END MILLS FOR ALUMINUM ALLOYS Z3

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Ti6Al4V HTA < 45 < 60 < 65

  

Material Micro-grain carbide
Standard Factory standard
Tolerance D < = 1mm - ~0.019mm

D 1~ 6mm - ~ 0.02mm
D > 6 ~20mm - ~ 0.025mm

Shank Cylindrical / Weldon
Helix 45° right-hand
Surface treatment Bright
Application Slotting and side milling on aluminum alloys and plastic

materials.

ITEM: A4615

On request available with Weldon shank at a cost of € 2.
Cylindrical shank (A4615....) Weldon shank (A4615...W)

FACTORY STANDARD

A4615 Tech. Code D
mm

L
mm

l
mm

d
mm

Z 

3T
-4

5°

2
50

3

6

3 1

3 6
4

57

8
5 11
6

13
8 8

10 63 19 10
12 75 22 12
16 83 26 16

Side Milling Slotting RANGE

Material Feature Ap Ae Ap
Vc

m/min.
min.

Vc
m/min.
max.

mm
D/mm

3
D/mm

6
D/mm

8
D/mm

10
D/mm

12
D/mm

16

NON FERROUS

ALU < 10% Si 1.5 x D 0.5 x D 1 x D 250 1000 fz/mm 0.027 0.054 0.072 0.090 0,110 0,145

ALU > 10% Si 1.5 x D 0.5 x D 1 x D 150 350 fz/mm 0.022 0.043 0.058 0.072 0,086 0,115

Recommended "fz" values for slotting.
For side milling, adjust the cutting parameters. (ex: fz x 0.8)



A

A.152 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

< 500 < 850 < 1200 < 600 < 850 DUPLEX < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Ti6Al4V HTA < 45 < 60 < 65

  

α1 α2

α3

Materiale Metallo duro integrale Micrograna
Norma NDF
Tolleranza h10
Codolo Cilindrico / Weldon
Elica Destra 45°

Passo non equidistante
Tratt. Superficiale Petto lappato
Applicazione Esecuzione di cave e contornature su leghe d’alluminio e

materiali plastici.

ART. A4612

A richiesta fornibili con codolo Weldon al costo di 2€.
Codolo cilindrico ( A4612.... ) Codolo Weldon ( A4612...W )

FRESA NDF

A4612 Cod. Tec. GR05
Euro

D
mm

L
mm

l
mm

d
mm

Z 

3T
 - 

45
°

A461203 34,90 3

57

10

6

3 1

A461204 34,90 4 13

A461205 34,90 5 15

A461206 34,90 6 18

A461208 48,60 8 63 20 8

A461210 65,70 10 72 25 10

A461212 82,90 12 83 30 12

A461216 174,40 16 92 35 16

A461220 246,40 20 104 45 20

FRESE PER LEGHE LEGGERE Z3 Alufly

Contornatura Cava GAMMA

A4612

Materiale Caratteristica Ap Ae Ap
Vc

m/min
min

Vc
m/min
max

mm
D/mm

3
D/mm

6
D/mm

8
D/mm

10
D/mm

12
D/mm

16

NON FERROSI

ALU <10% Si 1,5 x D 0,25 x D 0,5 x D 250 800 fz/mm 0,016 0,027 0,040 0,048 0,080 0,095

ALU >10% Si 1,5 x D 0,25 x D 0,5 x D 150 300 fz/mm 0,016 0,027 0,040 0,048 0,080 0,095

Valori “fz” consigliati per esecuzioni di contornature.
Per cave, adeguare i parametri di taglio. (es: fz x 0,75)

A.152 Indivisible package   Suggested retail package - Unit price

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Ti6Al4V HTA < 45 < 60 < 65

  

Material Micro-grain carbide
Standard Factory standard
Tolerance h10
Shank Cylindrical / Weldon
Helix 45° right-hand

Variable pitch
Surface treatment Lapped face
Application Slotting and side milling on aluminum alloys and plastic

materials.

ITEM: A4612

On request available with Weldon shank at a cost of € 2.
Cylindrical shank (A4612....) Weldon shank (A4612...W)

FACTORY STANDARD

A4612 Tech. Code D
mm

L
mm

l
mm

d
mm

Z 

3T
-4

5°

3

57

10

6

3 1

4 13

5 15

6 18

8 63 20 8

10 72 25 10

12 83 30 12

16 92 35 16

20 104 45 20

END MILLS FOR ALUMINUM ALLOYS Z3

Side Milling Slotting RANGE

Material Feature Ap Ae Ap
Vc

m/min.
min.

Vc
m/min.
max.

mm
D/mm

3
D/mm

6
D/mm

8
D/mm

10
D/mm

12
D/mm

16

NON FERROUS

ALU <10% Si 1.25 x D 0.1 x D 0.5 x D 250 800 fz/mm 0.016 0.027 0.040 0.048 0.080 0.095

ALU >10% Si 1.25 x D 0.1 x D 0.5 x D 150 300 fz/mm 0.016 0.027 0.040 0.048 0.080 0.095

Recommended "fz" values for side milling.
For slotting, adjust the cutting parameters. (ex: fz x 0.75)



A

A.153 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

FRESE PER LEGHE DI ALLUMINIO Z3 Alufly

< 500 < 850 < 1200 < 600 < 850 DUPLEX < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Ti6Al4V HTA < 45 < 60 < 65

  

H

α1 α2

α3

Materiale Metallo duro integrale Micrograna
Norma NDF
Tolleranza f8
Codolo Cilindrico / Weldon
Elica Destra ad angolo variabile

Passo non equidistante
Tratt. Superficiale WIND Z
Applicazione Realizzazione di cave e fresature laterali su leghe di

alluminio.
Alto grado di finitura e durata utensile.

ART. A4625

A richiesta fornibili con codolo Weldon al costo di 2€.
Codolo cilindrico ( A4625.... ) Codolo Weldon ( A4625...W )

FRESA NDF

A4625 Cod. Tec. GR05
Euro

D
mm

L
mm

H
mm

d1
mm

l
mm

ch 45°
mm

d
mm

Gambo Z 

3T
 - 

VA
R

IA
BI

LE

A462503 46,50 3

57

12 2,70 8
0,10

6

Cilindrico
3 1

A462504 46,50 4
18

3,70 11
A462505 46,50 5 4,70

13A462506 48,90 6 5,70

0,20

A462508 56,20 8 63 25 7,40 21 8
A462510 95,50 10 72 30 9,20 22 10
A462512 127,00 12 83 36 11 26 12
A462516 231,60 16 92 42 15 36 16

WeldonA462520 339,40 20 104 52 19 41 20

Contornatura Cava GAMMA

A4625

Materiale Caratteristica Ap Ae Ap
Vc

m/min
min

Vc
m/min
max

mm
D/mm

3
D/mm

6
D/mm

8
D/mm

10
D/mm

12
D/mm

16
D/mm

20

NON FERROSI

ALU <10% Si 1 x D 0,5 x D 1 x D 250 800 fz/mm 0,025 0,06 0,07 0,08 0,09 0,12 0,052

ALU >10% Si 1 x D 0,5 x D 1 x D 150 300 fz/mm 0,025 0,06 0,07 0,08 0,09 0,12 0,048

Valori “fz” consigliati per esecuzioni di contornature.
Per cave, adeguare i parametri di taglio. (es: fz x 0,8)

A.153Indivisible package  Suggested retail package - Unit price

END MILLS FOR ALUMINUM ALLOYS Z3

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Ti6Al4V HTA < 45 < 60 < 65

  

Material Micro-grain carbide
Standard Factory standard
Tolerance f8
Shank Cylindrical / Weldon
Helix Right hand variable angle and variable pitch

Surface treatment WIND Z
Application Slotting and side milling on aluminum alloys.

Superior performances in finishing and tool life.

ITEM: A4625

On request available with Weldon shank at a cost of € 2.
Cylindrical shank (A4625....) Weldon shank (A4625...W)

FACTORY STANDARD

A4625 Tech. Code D
mm

L
mm

H
mm

d1
mm

l
mm

ch 45°
mm

d
mm

Shank Z 

3T
-V

AR
IA

BL
E

3

57

12 2,70 8
0,10

6

Cylindrical
3 1

4
18

3,70 11
5 4,70

13
6 5,70

0,20

8 63 25 7,40 21 8
10 72 30 9,20 22 10
12 83 36 11 26 12
16 92 42 15 36 16

Weldon
20 104 52 19 41 20

Side Milling Slotting RANGE

Material Feature Ap Ae Ap
Vc

m/min.
min.

Vc
m/min.
max.

mm
D/mm

3
D/mm

6
D/mm

8
D/mm

10
D/mm

12
D/mm

16
D/mm

20

NON FERROUS

ALU <10% Si 1 x D 0.5 x D 1 x D 250 800 fz/mm 0.025 0.06 0.07 0.08 0.09 0.12 0,052

ALU > 10% Si 1 x D 0.5 x D 1 x D 150 300 fz/mm 0.025 0.06 0.07 0.08 0.09 0.12 0,048

Recommended "fz" values for slotting.
For side milling, adjust the cutting parameters. (ex: fz x 0.8)



A

A.154 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

FRESE PER SUPERFINITURE MULTITAGLIO CON TAGLIENTE AL CENTRO

< 500 < 850 < 1200 < 600 < 850 DUPLEX < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Ti6Al4V HTA < 45 < 60 < 65

      

Materiale Metallo duro integrale Micrograna
Norma DIN 6527
Tolleranza h10
Codolo Cilindrico
Elica Destra 45°
Tratt. Superficiale WIND
Applicazione Esecuzione di superfiniture laterali su materiali con durezza

fino a 64 HRC

ART. A4215
6527

DIN 6527

A4215 Cod. Tec. GR05
Euro

D
mm

L
mm

l
mm

d
mm

Z 

M
U

LT
I -

 4
5°

A42156 46,70 6 57 13 6
6

1
A42158 71,50 8 63 19 8
A421510 105,90 10 72 22 10

8A421512 140,60 12 83 26 12
A421516 253,70 16 92 32 16 10

Contornatura Cava GAMMA

A4215

Materiale Caratteristica Ap Ae Ap
Vc

m/min
min

Vc
m/min
max

mm
D/mm

4
D/mm

5
D/mm

6
D/mm

8
D/mm

10
D/mm

12
D/mm

16
D/mm

20

ACCIAI AL
CARBONIO

�500 N/mmð 2 x D 0,05 x D - 170 210 fz/mm 0,010 0,020 0,025 0,035 0,044 0,052 0,063 0,080

�850 N/mmð 2 x D 0,05 x D - 155 190 fz/mm 0,010 0,020 0,022 0,032 0,038 0,046 0,054 0,066

�1200 N/mmð 2 x D 0,05 x D - 95 135 fz/mm 0,007 0,014 0,017 0,024 0,030 0,036 0,045 0,057

ACCIAI INOX
�600 N/mmð 2 x D 0,05 x D - 90 115 fz/mm 0,010 0,020 0,024 0,032 0,038 0,046 0,054 0,066

�800 N/mmð 2 x D 0,05 x D - 75 95 fz/mm 0,007 0,014 0,017 0,024 0,030 0,036 0,045 0,057

GHISE
<240 HB 2 x D 0,05 x D - 220 270 fz/mm 0,010 0,020 0,025 0,032 0,039 0,048 0,058 0,073

<300 HB 2 x D 0,05 x D - 200 250 fz/mm 0,010 0,020 0,024 0,030 0,038 0,046 0,054 0,066

SUPER LEGHE
Tl6AI4V 2 x D 0,05 x D - 65 90 fz/mm 0,006 0,014 0,017 0,024 0,030 0,036 0,045 0,057

HTA 2 x D 0,05 x D - 45 65 fz/mm 0,004 0,010 0,013 0,019 0,025 0,030 0,038 0,045

TEMPRATI
<45 HRC 2 x D 0,05 x D - 55 90 fz/mm 0,003 0,009 0,011 0,016 0,021 0,026 0,032 0,038

<64 HRC 1,5 x D 0,03 x D - 45 65 fz/mm 0,003 0,007 0,009 0,014 0,018 0,022 0,027 0,033

Valori “fz” consigliati per esecuzioni di contornature.

A.154 Indivisible package   Suggested retail package - Unit price

MULTI FLUTE SUPER FINISHING END MILLS - CENTRE CUTTING

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Ti6Al4V HTA < 45 < 60 < 65

      

Material Micro-grain carbide
Standard DIN 6527
Tolerance H10
Shank Cylindrical
Helix 45° right-hand
Surface treatment WIND
Application Super-finishing, side milling on materials up to 64 HRC

ITEM: A4215

DIN 6527

A4215 Tech. Code D
mm

L
mm

l
mm

d
mm

Z 

M
U

LT
I -

 4
5°

6 57 13 6
6

1
8 63 19 8
10 72 22 10

8
12 83 26 12
16 92 32 16 10

Side Milling Slotting RANGE

Material Feature Ap Ae Ap
Vc

m/min.
min.

Vc
m/min.
max.

mm
D/mm

4
D/mm

5
D/mm

6
D/mm

8
D/mm

10
D/mm

12
D/mm

16
D/mm

20

CARBON STEEL

< 500 N/mm² 2.0 x D 0.05 x D - 170 210 fz/mm 0.010 0.020 0.025 0.035 0.044 0.052 0.063 0.080

< 850 N/mm² 2.0 x D 0.05 x D - 155 190 fz/mm 0.010 0.020 0.022 0.032 0.038 0.046 0.054 0.066

< 1200 N/mm² 2.0 x D 0.05 x D - 95 135 fz/mm 0.007 0.014 0.017 0.024 0.030 0.036 0.045 0.057

STAINLESS
STEEL

< 600 N/mm² 2.0 x D 0.05 x D - 90 115 fz/mm 0.010 0.020 0.024 0.032 0.038 0.046 0.054 0.066

< 800 N/mm² 2.0 x D 0.05 x D - 75 95 fz/mm 0.007 0.014 0.017 0.024 0.030 0.036 0.045 0.057

CAST IRON
< 240 HB 2.0 x D 0.05 x D - 220 270 fz/mm 0.010 0.020 0.025 0.032 0.039 0.048 0.058 0.073

< 300 HB 2.0 x D 0.05 x D - 200 250 fz/mm 0.010 0.020 0.024 0.030 0.038 0.046 0.054 0.066

SUPER ALLOY
Tl6AI4V 2.0 x D 0.05 x D - 65 90 fz/mm 0.006 0.014 0.017 0.024 0.030 0.036 0.045 0.057

HTA 2.0 x D 0.05 x D - 45 65 fz/mm 0.004 0.010 0.013 0.019 0.025 0.030 0.038 0.045

HARDENED
< 45 HRC 2.0 x D 0.05 x D - 55 90 fz/mm 0.003 0.009 0.011 0.016 0.021 0.026 0.032 0.038

< 64 HRC 1.5 x D 0.03 x D - 45 65 fz/mm 0.003 0.007 0.009 0.014 0.018 0.022 0.027 0.033

Recommended "fz" values for side milling.



A

A.155 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Contornatura Cava GAMMA

A4220

Materiale Caratteristica Ap Ae Ap
Vc

m/min
min

Vc
m/min
max

mm
D/mm

4
D/mm

5
D/mm

6
D/mm

8
D/mm

10
D/mm

12
D/mm

16
D/mm

20

ACCIAI AL
CARBONIO

�500 N/mmð 2 x D 0,05 x D - 170 210 fz/mm 0,010 0,020 0,025 0,035 0,044 0,052 0,063 0,080

�850 N/mmð 2 x D 0,05 x D - 155 190 fz/mm 0,010 0,020 0,022 0,032 0,038 0,046 0,054 0,066

�1200 N/mmð 2 x D 0,05 x D - 95 135 fz/mm 0,007 0,014 0,017 0,024 0,030 0,036 0,045 0,057

ACCIAI INOX
�600 N/mmð 2 x D 0,05 x D - 90 115 fz/mm 0,010 0,020 0,024 0,032 0,038 0,046 0,054 0,066

�800 N/mmð 2 x D 0,05 x D - 75 95 fz/mm 0,007 0,014 0,017 0,024 0,030 0,036 0,045 0,057

GHISE
<240 HB 2 x D 0,05 x D - 220 270 fz/mm 0,010 0,020 0,025 0,032 0,039 0,048 0,058 0,073

<300 HB 2 x D 0,05 x D - 200 250 fz/mm 0,010 0,020 0,024 0,030 0,038 0,046 0,054 0,066

SUPER LEGHE
Tl6AI4V 2 x D 0,05 x D - 65 90 fz/mm 0,006 0,014 0,017 0,024 0,030 0,036 0,045 0,057

HTA 2 x D 0,05 x D - 45 65 fz/mm 0,004 0,010 0,013 0,019 0,025 0,030 0,038 0,045

TEMPRATI
<45 HRC 2 x D 0,05 x D - 55 90 fz/mm 0,003 0,009 0,011 0,016 0,021 0,026 0,032 0,038

<64 HRC 1,5 x D 0,03 x D - 45 65 fz/mm 0,003 0,007 0,009 0,014 0,018 0,022 0,027 0,033

Valori “fz” consigliati per esecuzioni di contornature.

FRESE PER SUPERFINITURE MULTITAGLIO CON TAGLIENTE AL CENTRO

< 500 < 850 < 1200 < 600 < 850 DUPLEX < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Ti6Al4V HTA < 45 < 60 < 65

      

Materiale Metallo duro integrale Micrograna
Norma NDF
Tolleranza h10
Codolo Cilindrico
Elica Destra 45°
Tratt. Superficiale WIND
Applicazione Esecuzione di superfiniture laterali su materiali

con durezza fino a 64 HRC.

ART. A4220

FRESA NDF

A4220 Cod. Tec. GR05
Euro

D
mm

L
mm

l
mm

d
mm

Z 

M
U

LT
I -

 4
5°

A42204 53,50 4 63 19
6

6

1

A42205 53,50 5
68 24A42206 51,30 6

A42208 75,30 8 88 38 8
A422010 112,00 10 95 45 10

8A422012 149,20 12
110 53

12
A422014 196,00 14 14

10A422016 270,20 16 123 63 16
A422020 444,20 20 141 75 20 12

A.155Indivisible package  Suggested retail package - Unit price

Side Milling Slotting RANGE

Material Feature Ap Ae Ap
Vc

m/min.
min.

Vc
m/min.
max.

mm
D/mm

4
D/mm

5
D/mm

6
D/mm

8
D/mm

10
D/mm

12
D/mm

16
D/mm

20

CARBON STEEL

< 500 N/mm² 2.0 x D 0.05 x D - 170 210 fz/mm 0.010 0.020 0.025 0.035 0.044 0.052 0.063 0.080

< 850 N/mm² 2.0 x D 0.05 x D - 155 190 fz/mm 0.010 0.020 0.022 0.032 0.038 0.046 0.054 0.066

< 1200 N/mm² 2.0 x D 0.05 x D - 95 135 fz/mm 0.007 0.014 0.017 0.024 0.030 0.036 0.045 0.057

STAINLESS
STEEL

< 600 N/mm² 2.0 x D 0.05 x D - 90 115 fz/mm 0.010 0.020 0.024 0.032 0.038 0.046 0.054 0.066

< 800 N/mm² 2.0 x D 0.05 x D - 75 95 fz/mm 0.007 0.014 0.017 0.024 0.030 0.036 0.045 0.057

CAST IRON
< 240 HB 2.0 x D 0.05 x D - 220 270 fz/mm 0.010 0.020 0.025 0.032 0.039 0.048 0.058 0.073

< 300 HB 2.0 x D 0.05 x D - 200 250 fz/mm 0.010 0.020 0.024 0.030 0.038 0.046 0.054 0.066

SUPER ALLOY
Tl6AI4V 2.0 x D 0.05 x D - 65 90 fz/mm 0.006 0.014 0.017 0.024 0.030 0.036 0.045 0.057

HTA 2.0 x D 0.05 x D - 45 65 fz/mm 0.004 0.010 0.013 0.019 0.025 0.030 0.038 0.045

HARDENED
< 45 HRC 2.0 x D 0.05 x D - 55 90 fz/mm 0.003 0.009 0.011 0.016 0.021 0.026 0.032 0.038

< 64 HRC 1.5 x D 0.03 x D - 45 65 fz/mm 0.003 0.007 0.009 0.014 0.018 0.022 0.027 0.033

Recommended "fz" values for side milling.

MULTI FLUTE SUPER FINISHING END MILLS - CENTRE CUTTING

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Ti6Al4V HTA < 45 < 60 < 65

      

Material Micro-grain carbide
Standard Factory standard
Tolerance H10
Shank Cylindrical
Helix 45° right-hand
Surface treatment WIND
Application Super-finishing side milling on materials up to 64 HRC.

ITEM: A4220

FACTORY STANDARD

A4220 Tech. Code D
mm

L
mm

l
mm

d
mm

Z 

M
U

LT
I -

 4
5°

4 63 19
6

6

1

5
68 24

6
8 88 38 8

10 95 45 10
8

12
110 53

12
14 14

10
16 123 63 16
20 141 75 20 12



A

A.156 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

< 500 < 850 < 1200 < 600 < 850 DUPLEX < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Ti6Al4V HTA < 45 < 60 < 65

      

Materiale Metallo duro integrale Micrograna
Norma NDF
Tolleranza e8
Codolo Cilindrico
Elica Destra 47,5°
Tratt. Superficiale WIND +
Applicazione Esecuzione di finiture e superfiniture su acciai da stampi

con durezza ≤ 52 HRC

ART. A4225

FRESA NDF

A4225 Cod. Tec. GR05
Euro

D
mm

L
mm

l
mm

d
mm

Z 

6T
 - 

47
,5

°

A42256 42,10 6 60 15 6

6 1

A42258 62,40 8 75 20 8

A422510 94,50 10 80 25 10

A422512 126,30 12 100 30 12

A422516 208,50 16 110 40 16

A422520 339,00 20 120 45 20

FRESE PASSO VARIABILE SUPERFINITRICI SENZA TAGLIENTE AL CENTRO Z6

Contornatura Cava GAMMA

A4225

Materiale Caratteristica Ap Ae Ap
Vc

m/min
min

Vc
m/min
max

mm
D/mm

6
D/mm

8
D/mm

10
D/mm

12
D/mm

16
D/mm

20

ACCIAI AL
CARBONIO

�850 N/mmð 2 x D 0,1 x D - 120 140 fz/mm 0,036 0,049 0,059 0,069 0,084 0,107

�1200 N/mmð 2 x D 0,1 x D - 100 120 fz/mm 0,032 0,045 0,055 0,065 0,080 0,095

TEMPRATI

<45 HRC 2 x D 0,1 x D - 90 120 fz/mm 0,030 0,040 0,050 0,060 0,070 0,085

<52 HRC 2 x D 0,1 x D - 80 130 fz/mm 0,027 0,037 0,044 0,051 0,063 0,078

Valori “fz” consigliati per esecuzioni di finitura in contornatura.

A.156 Indivisible package   Suggested retail package - Unit price

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Ti6Al4V HTA < 45 < 60 < 65

      

Material Micro-grain carbide
Standard Factory standard
Tolerance e8
Shank Cylindrical
Helix 47.5° right-hand
Surface treatment WIND +
Application Finishing and super-finishing on steel molds

up to 52 HRC

ITEM: A4225

FACTORY STANDARD

A4225 Tech. Code D
mm

L
mm

l
mm

d
mm

Z 

6T
 - 

47
,5

°

6 60 15 6

6 1

8 75 20 8

10 80 25 10

12 100 30 12

16 110 40 16

20 120 45 20

SUPER FINISHING END MILL WITHOUT CENTRE CUTTING Z6

Side Milling Slotting RANGE

Material Feature Ap Ae Ap
Vc

m/min.
min.

Vc
m/min.
max.

mm
D/mm

6
D/mm

8
D/mm

10
D/mm

12
D/mm

16
D/mm

20

CARBON STEEL

< 850 N/mm² 2 x D 0.1 x D - 120 140 fz/mm 0.036 0.049 0.059 0.069 0.084 0.107

< 1200 N/mm² 2 x D 0.1 x D - 100 120 fz/mm 0.032 0.045 0.055 0.065 0.080 0.095

HARDENED

< 45 HRC 2 x D 0.1 x D - 90 120 fz/mm 0.030 0.040 0.050 0.060 0.070 0.085

< 52 HRC 2 x D 0.1 x D - 80 130 fz/mm 0.027 0.037 0.044 0.051 0.063 0.078

Recommended "fz" values for side milling finishing.



A

A.157 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

< 500 < 850 < 1200 < 600 < 850 DUPLEX < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Ti6Al4V HTA < 45 < 60 < 65

         

α1

α2

α3 α4

α5

α6
Materiale Metallo duro integrale Micrograna
Norma NDF
Tolleranza f8
Codolo Cilindrico
Elica Destra ad angolo variabile
Tratt. Superficiale TiAICN
Applicazione Finiture e superfiniture su acciai al carbonio, inossidabili,

ghise e superleghe

ART. A4240

FRESA NDF

A4240 Cod. Tec. GR05
Euro

D
mm

L
mm

l
mm

d
mm

Z 

M
U

LT
I -

 V
AR

IA
BI

LE

A424006 69,30 6 80 33 6

6

1

A424008 86,00 8
100

40 8

A424010 130,20 10 55 10

A424012 197,60 12 120 65 12

A424016 368,50 16 150 85 16
8

A424020 506,80 20 160 100 20

FRESE PASSO VARIABILE SUPERFINITRICI MULTITAGLIENTI

Contornatura Cava GAMMA

A4240

Materiale Caratteristica Ap Ae Ap
Vc

m/min
min

Vc
m/min
max

mm
D/mm

6
D/mm

8
D/mm

10
D/mm

12
D/mm

16
D/mm

20

ACCIAI AL
CARBONIO

<500 N/mm² 2 x D 0,05 x D - 180 220 fz/mm 0,035 0,045 0,060 0,070 0,095 0,110

<850 N/mm² 2 x D 0,05 x D - 155 190 fz/mm 0,030 0,040 0,050 0,060 0,076 0,085

<1200 N/mm² 2 x D 0,05 x D - 120 160 fz/mm 0,025 0,035 0,045 0,050 0,065 0,075

ACCIAI INOX

<600 N/mm² 2 x D 0,05 x D - 90 130 fz/mm 0,025 0,035 0,045 0,050 0,065 0,075

<800 N/mm² 2 x D 0,05 x D - 70 90 fz/mm 0,025 0,035 0,045 0,050 0,065 0,075

DUPLEX 2 x D 0,05 x D - 85 100 fz/mm 0,025 0,035 0,045 0,050 0,065 0,075

SUPER LEGHE

Tl6AI4V 2 x D 0,05 x D - 85 100 fz/mm 0,025 0,035 0,045 0,050 0,065 0,075

HTA 2 x D 0,05 x D - 30 55 fz/mm 0,020 0,025 0,030 0,035 0,045 0,055

TEMPRATI <45 HRC 2 x D 0,05 x D - 80 105 fz/mm 0,025 0,035 0,045 0,050 0,065 0,075

Valori “fz” consigliati per esecuzioni di contornature.

A.157Indivisible package  Suggested retail package - Unit price

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Ti6Al4V HTA < 45 < 60 < 65

         

Material MIcro-grain Integral hard metal
Standard Factory standard
Tolerance f8
Shank Cylindrical
Helix Right-hand variable angle
Surface treatment TiAICN
Application Finishing and superfinishing on carbon steel, stainless

steel, cast iron and super alloys

ITEM: A4240

FACTORY STANDARD

A4240 Tech. Code D
mm

L
mm

l
mm

d
mm

Z 

M
U

LT
I-

 V
AR

IA
BL

E

6 80 33 6

6

1

8
100

40 8

10 55 10

12 120 65 12

16 150 85 16
8

20 160 100 20

SUPER FINISHING END MILLS

Side Milling Slotting RANGE

Material Feature Ap Ae Ap
Vc

m/min.
min.

Vc
m/min.
max.

mm
D/mm

6
D/mm

8
D/mm

10
D/mm

12
D/mm

16
D/mm

20

CARBON STEEL

< 500 N/mm² 2 x D 0.05 x D - 180 220 fz/mm 0.035 0.045 0.060 0.070 0.095 0.110

< 850 N/mm² 2 x D 0.05 x D - 155 190 fz/mm 0.030 0.040 0.050 0.060 0.076 0.085

< 1200 N/mm² 2 x D 0.05 x D - 120 160 fz/mm 0.025 0.035 0.045 0.050 0.065 0.075

STAINLESS
STEEL

< 600 N/mm² 2 x D 0.05 x D - 90 130 fz/mm 0.025 0.035 0.045 0.050 0.065 0.075

< 800 N/mm² 2 x D 0.05 x D - 70 90 fz/mm 0.025 0.035 0.045 0.050 0.065 0.075

DUPLEX 2 x D 0.05 x D - 85 100 fz/mm 0.025 0.035 0.045 0.050 0.065 0.075

SUPER ALLOY

TI6AI4V 2 x D 0.05 x D - 85 100 fz/mm 0.025 0.035 0.045 0.050 0.065 0.075

HTA 2 x D 0.05 x D - 30 55 fz/mm 0.020 0.025 0.030 0.035 0.045 0.055

HARDENED < 45 HRC 2 x D 0.05 x D - 80 105 fz/mm 0.025 0.035 0.045 0.050 0.065 0.075

Recommended "fz" values for side milling.



A

A.158 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

FRESE FINITRICI Z6

< 500 < 850 < 1200 < 600 < 850 DUPLEX < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Ti6Al4V HTA < 45 < 60 < 65

          

Materiale Metallo duro integrale Micrograna
Norma NDF
Tolleranza e8
Codolo Weldon
Elica Destra 45°
Tratt. Superficiale AITiN
Applicazione Finitura e superfinitura in acciaio da stampi fino a 52 HRC.

Tagliente al centro

ART. A4230

FRESA NDF

A4230 Cod. Tec. GR09
Euro

D
mm

L
mm

l
mm

d
mm

Z 

6T
 - 

45
°

A423006 44,15 6 54 10 6

6 1
A423008 49,80 8 58 12 8
A423010 69,20 10 66 14 10
A423012 82,00 12 73 16 12
A423016 110,00 16 82 22 16

FRESE FINITRICI Z6

< 500 < 850 < 1200 < 600 < 850 DUPLEX < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Ti6Al4V HTA < 45 < 60 < 65

          

Materiale Metallo duro integrale Micrograna
Norma DIN 6527L
Tolleranza e8
Codolo Weldon
Elica Destra 45°
Tratt. Superficiale AITiN
Applicazione Finitura e superfinitura in acciai da stampi fino a 52 HRC.

Tagliente al centro

ART. A4232
6527L

DIN 6527L

A4232 Cod. Tec. GR09
Euro

D
mm

L
mm

l
mm

d
mm

Z 

6T
 - 

45
°

A423206 44,15 6 57 13 6

6 1
A423208 54,00 8 63 19 8
A423210 72,10 10 72 22 10
A423212 85,60 12 83 26 12
A423216 126,50 16 92 32 16

Contornatura Cava GAMMA

A4230 A4232

Materiale Caratteristica Ap Ae Ap
Vc

m/min
min

Vc
m/min
max

mm
D/mm

6
D/mm

8
D/mm

10
D/mm

12
D/mm

16

ACCIAI AL
CARBONIO

�500 N/mmð 1 x D 0,2 x D - 150 200 fz/mm 0,044 0,060 0,072 0,083 0,101

�850 N/mmð 1 x D 0,2 x D - 140 190 fz/mm 0,036 0,050 0,061 0,070 0,087

�1200 N/mmð 1 x D 0,2 x D - 120 160 fz/mm 0,029 0,040 0,048 0,056 0,070

ACCIAI INOX
�600 N/mmð 1 x D 0,2 x D - 90 115 fz/mm 0,036 0,050 0,061 0,070 0,087

�800 N/mmð 1 x D 0,2 x D - 60 80 fz/mm 0,029 0,040 0,048 0,056 0,070

GHISE
<240 HB 1 x D 0,2 x D - 120 150 fz/mm 0,044 0,060 0,072 0,086 0,101

<300 HB 1 x D 0,2 x D - 110 130 fz/mm 0,036 0,050 0,061 0,070 0,087

SUPER LEGHE TI64IAV 1 x D 0,2 x D - 50 60 fz/mm 0,026 0,037 0,045 0,052 0,064

TEMPRATI < 45 HRC 1 x D 0,2 x D - 80 140 fz/mm 0,033 0,045 0,054 0,062 0,077

Valori “fz” consigliati per esecuzioni di contornature.
Per cave, adeguare i parametri di taglio. (es: fz x 0,8)

A.158 Indivisible package   Suggested retail package - Unit price

FINISHING END MILLS Z6

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Ti6Al4V HTA < 45 < 60 < 65

          

Material MIcro-grain Integral hard metal
Standard Factory standard
Tolerance e8
Shank Weldon
Helix Right-hand 45°
Surface treatment AITiN
Application Finitura e superfinitura in acciaio da stampi fino a 52 HRC.

Tagliente al centro

ITEM: A4230

FACTORY STANDARD

A4230 Tech. Code D
mm

L
mm

l
mm

d
mm

Z 

6T
-4

5°

6 54 10 6

6 1
8 58 12 8

10 66 14 10
12 73 16 12
16 82 22 16

FINISHING END MILLS Z6

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Ti6Al4V HTA < 45 < 60 < 65

          

Material MIcro-grain Integral hard metal
Standard DIN 6527L
Tolerance e8
Shank Weldon
Helix Right-hand 45°
Surface treatment AITiN
Application Finishing and superfinishing in steel from molds up to 52

HRC. Central cutting.

ITEM: A4232

DIN 6527L

A4232 Tech. Code D
mm

L
mm

l
mm

d
mm

Z 

6T
-4

5°

6 57 13 6

6 1
8 63 19 8

10 72 22 10
12 83 26 12
16 92 32 16

Side Milling Slotting RANGE

Material Feature Ap Ae Ap
Vc

m/min.
min.

Vc
m/min.
max.

mm
D/mm

6
D/mm

8
D/mm

10
D/mm

12
D/mm

16

CARBON STEEL

< 500 N/mm² 1 x l 0.2 x D - 150 200 fz/mm 0.044 0.060 0.072 0.083 0.101

< 850 N/mm² 1 x l 0.2 x D - 140 190 fz/mm 0.036 0.050 0.061 0.070 0.087

< 1200 N/mm² 1 x l 0.2 x D - 120 160 fz/mm 0.029 0.040 0.048 0.056 0.070

STAINLESS
STEEL

< 600 N/mm² 1 x l 0.2 x D - 90 115 fz/mm 0.036 0.050 0.061 0.070 0.087

< 800 N/mm² 1 x l 0.2 x D - 60 80 fz/mm 0.029 0.040 0.048 0.056 0.070

CAST IRON
< 240 HB 1 x l 0.2 x D - 120 150 fz/mm 0.044 0.060 0.072 0.086 0.101

< 300 HB 1 x l 0.2 x D - 110 130 fz/mm 0.036 0.050 0.061 0.070 0.087

SUPER ALLOY TI64IAV 1 x l 0.2 x D - 50 60 fz/mm 0.026 0.037 0.045 0.052 0.064

HARDENED < 45 HRC 1 x l 0.2 x D - 80 140 fz/mm 0.033 0.045 0.054 0.062 0.077

Recommended "fz" values for side milling.
For slotting, adjust the cutting parameters. (ex: fz x 0.8)



A

A.159 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Materiale Metallo duro micrograna
Norma NDF
Tolleranza E9
Codolo Cilindrico
Elica Incrociata
Tratt. Superficale DLC
Applicazione Lavorazione specifica su fibra di carbonio, sia in cava dal

pieno che in contornatura

DLC

ART. A4910

d
h

6

D
h

6

l

L

< 500 < 850 < 1200 < 600 < 850 < 240 < 300
< 10%

Si
> 10%

Si
HTA < 45 < 60 < 65 C C+Ti C+AL



FRESE A TAGLIENTI INCROCIATI Z2

FRESA NDF

A4910 Cod. Tec. GR02
Euro

D
mm

L
mm

l
mm

d
mm

Z 

2T

A491005060 86,00
5

60 16

6

2 1

A491005075 99,00 75 28
A491006060 94,00

6
60 20

A491006075 109,00 75 35
A491008063 117,00

8
63 22

8A491008100 138,00 100 40
A491010072 168,00

10
72 25

10A491010100 197,00 100 50
A491012083 214,00

12
83 30

12A491012100 252,00 100 50
A491016092 375,00

16
92 35

16A491016125 469,00 125 60

Contornatura Cava GAMMA

A4910

Materiale Caratteristica Ap Ae Ap
Vc

m/min
min

Vc
m/min
max

mm
D/mm

5
D/mm

6
D/mm

8
D/mm

10
D/mm

12
D/mm

16

C - 2 x D 0,5 x D 1 x D 80 150 fz/mm 0,125 0,15 0,2 0,25 0,3 0,4

A.159Indivisible package  Suggested retail package - Unit price

Material Micro-grain hard metal
Standard NDF
Tolleranza E9
Shank Cylindrical
Helix Cross
Tratt. Superficale DLC
Application Specific processing on carbon fiber, both in quarry from

full and in contouring.

ITEM: A4910

< 500 < 850 < 1200 < 600 < 850 < 240 < 300
< 10%

Si
> 10%

Si
HTA < 45 < 60 < 65 C C+Ti C+AL



CROSS CUTTING END MILLS Z2

FACTORY STANDARD

A4910 Tech. Code D
mm

L
mm

l
mm

d
mm

Z 

2T

5
60 16

6

2 1

75 28

6
60 20
75 35

8
63 22

8
100 40

10
72 25

10
100 50

12
83 30

12
100 50

16
92 35

16
125 60

Side Milling Slotting RANGE

Material Feature Ap Ae Ap
Vc

m/min.
min.

Vc
m/min.
max.

mm
D/mm

5
D/mm

6
D/mm

8
D/mm

10
D/mm

12
D/mm

16

C - 2 x D 0.5 x D 1 x D 80 150 fz/mm 0.025 0.06 0.07 0.08 0.09 0.12

Recommended "fz" values for slotting.
For side milling, adjust the cutting parameters. (ex: fz x 0.8)



A

A.160 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

MICROFRESE PIANE Z2

< 500 < 850 < 1200 < 600 < 850 DUPLEX < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Ti6Al4V HTA < 45 < 60 < 65

       

Materiale Metallo duro integrale Micrograna
Norma NDF
Tolleranza D < = 1mm - ~ 0.005/0.025mm

D > 1mm - ~ 0.001/0.025mm
Codolo Cilindrico
Elica Destra 35°
Tratt. Superficiale WIND X
Applicazione Lavorazioni di finitura e semifinitura su materiali con

durezza fino a 65 HRC

ART. A4415

FRESA NDF

A4415 Cod. Tec. GR05
Euro

D
mm

L
mm

l
mm

d
mm

Z 

2T
 - 

35
°

A44150,2 55,20 0,20

50

0,4

4 2 1

A44150,3 44,50 0,30 0,6
A44150,4 44,50 0,40 0,8
A44150,5 44,50 0,50 1,0
A44150,6 36,40 0,60 1,2
A44150,7 36,40 0,70 1,4
A44150,8 36,40 0,80 1,6
A44150,9 36,40 0,90 1,8
A44151 36,40 1,00

2A44151,1 36,40 1,10
A44151,2 36,40 1,20

2.5A44151,3 36,40 1,30
A44151,4 36,40 1,40

3A44151,5 36,40 1,50
A44151,6 36,40 1,60

3.5A44151,7 36,40 1,70
A44151,8 36,40 1,80

4A44151,9 36,40 1,90
A44152 36,40 2,00
A44152,5 36,40 2,50 5
A44153 36,40 3,00 6

Contornatura Cava GAMMA

A4415

Materiale Caratteristica Ap Ae Ap
Vc

m/min
min

Vc
m/min
max

mm
D/mm

0,2
D/mm

0,4
D/mm

0,6
D/mm

0,8
D/mm

1,0
D/mm

1,2
D/mm

1,5
D/mm

2,0
D/mm

2,5
D/mm

3,0

ACC.
CARBONIO

�1200 N/mmð 1 x D 0,05 x D 0,025 x D 250 375 fz/mm 0,002 0,006 0,011 0,015 0,018 0,019 0,023 0,030 0,038 0,046

TEMPRATI

<45 HRC 1 x D 0,05 x D 0,025 x D 140 230 fz/mm 0,002 0,005 0,010 0,013 0,016 0,017 0,021 0,027 0,034 0,041

<65 HRC 1 x D 0,05 x D 0,025 x D 100 155 fz/mm 0,002 0,004 0,009 0,011 0,014 0,015 0,018 0,024 0,030 0,036

Valori “fz” consigliati per esecuzioni di contornature.
Per cave, adeguare i parametri di taglio. (es: fz x 0,8)

A.160 Indivisible package   Suggested retail package - Unit price

FLAT MICRO END MILLS Z2

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Ti6Al4V HTA < 45 < 60 < 65

       

Material Micro-grain carbide
Standard Factory standard
Tolerance D < = 1mm - ~ 0.005/0.025mm

D > 1mm - ~ 0.001/0.025mm
Shank Cylindrical
Helix 35° right-hand
Surface treatment WIND X
Application Finishing and semi-finishing on materials up to 65 HRC.

ITEM: A4415

FACTORY STANDARD

A4415 Tech. Code D
mm

L
mm

l
mm

d
mm

Z 

2T
-3

5°

0.2

50

0.4

4 2 1

0.3 0.6
0.4 0.8
0.5 1.0
0.6 1.2
0.7 1.4
0.8 1.6
0.9 1.8
1

2.0
1.1
1.2

2.5
1.3
1.4

3.0
1.5
1.6

3.5
1.7
1.8

4.01.9
2

2.5 5.0
3 6.0

Side Milling Slotting RANGE

Material Feature Ap Ae Ap
Vc

m/min.
min.

Vc
m/min.
max.

mm
D/mm

0.2
D/mm

0.4
D/mm

0.6
D/mm

0.8
D/mm

1.0
D/mm

1.2
D/mm

1.5
D/mm

2.0
D/mm

2.5
D/mm

3.0

CARBON STEEL < 1200 N/mm² 1 x D 0.05 x D 0.025 x D 250 375 fz/mm 0.002 0.006 0.011 0.015 0.018 0.019 0.023 0.030 0.038 0.046

HARDENED

< 45 HRC 1 x D 0.05 x D 0.025 x D 140 230 fz/mm 0.002 0.005 0.010 0.013 0.016 0.017 0.021 0.027 0.034 0.041

< 65 HRC 1 x D 0.05 x D 0.025 x D 100 155 fz/mm 0.002 0.004 0.009 0.011 0.014 0.015 0.018 0.024 0.030 0.036

Recommended "fz" values for side milling.
For slotting, adjust the cutting parameters. (ex: fz x 0.8)



A

A.161 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

MICROFRESE PIANE Z2

< 500 < 850 < 1200 < 600 < 850 DUPLEX < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Ti6Al4V HTA < 45 < 60 < 65

          

Materiale Metallo duro integrale Micrograna
Norma NDF
Tolleranza D < = 1mm - ~ 0.005/0.025mm

D 1~ 4mm - ~ 0.001/0.025mm
Codolo Cilindrico con sottocodolo minorato
Elica Destra 35°
Tratt. Superficiale WIND +
Applicazione Lavorazioni di finitura e semifinitura su materiali con

durezza fino a 60 HRC

ART. A4420

FRESA NDF

A4420 Cod. Tec. GR05
Euro

D
mm

d1
mm

L
mm

l
mm

H
mm

d
mm

Z 

2T
 - 

35
°

A44200,52 54,70
0,50 0,46

50

1
2

4

2 1

A44200,54 54,70 4
A44200,56 54,70

6A442016 43,50

1,00 0,95 1,5
A442018 43,50 8
A4420110 43,50 10
A4420112 43,50 12
A44201,58 43,50

1,50 1,44 2

8
A44201,510 43,50 10
A44201,512 43,50 12
A44201,516 43,50 16
A442028 43,50

2,00 1,92

3

8
A4420210 43,50 10
A4420212 43,50 12
A4420216 43,50 16
A4420220 43,50 20
A44202,510 43,50

2,50 2,4

10
A44202,512 43,50 12
A44202,516 43,50 16
A44202,520 43,50 20
A4420310 51,60

3,00 2,9 4

10

6
A4420312 51,60 12
A4420316 51,60 16
A4420320 58,20

60
20

A4420325 58,20 25

Contornatura Cava GAMMA

A4420

Materiale Caratteristica Ap Ae Ap
Vc

m/min
min

Vc
m/min
max

mm
D/mm

0,2
D/mm

0,4
D/mm

0,6
D/mm

0,8
D/mm

1,0
D/mm

1,2
D/mm

1,5
D/mm

2,0
D/mm

2,5
D/mm

3,0
D/mm

4,0

ACCIAI AL
CARBONIO

�850 N/mmð 1 x D 0,5 x D 0,025 x D 200 320 fz/mm 0,002 0,006 0,011 0,015 0,018 0,019 0,023 0,030 0,038 0,046 0,055

�1200 N/mmð 1 x D 0,5 x D 0,025 x D 180 260 fz/mm 0,002 0,005 0,010 0,013 0,016 0,017 0,021 0,027 0,034 0,041 0,052

TEMPRATI

<45 HRC 1 x D 0,5 x D 0,025 x D 75 140 fz/mm 0,002 0,004 0,009 0,011 0,014 0,015 0,018 0,024 0,030 0,036 0,043

<60 HRC 1 x D 0,5 x D 0,025 x D 50 115 fz/mm 0,002 0,004 0,008 0,010 0,013 0,014 0,017 0,022 0,028 0,033 0,040

Valori “fz” consigliati per esecuzioni di profilature con utensili aventi dimensione H < 3 x D.
Per H > 3 x D adeguare i parametri di taglio. (es: fz x 0,7)
Per cave, adeguare i parametri di taglio. (es: fz x 0,8)

A.161Indivisible package  Suggested retail package - Unit price

FLAT MICRO END MILLS Z2

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Ti6Al4V HTA < 45 < 60 < 65

          

Material Micro-grain carbide
Standard Factory standard
Tolerance D < = 1mm - ~ 0.005/0.025mm

D > 1 ~ 4mm - ~ 0.001/0.025mm
Shank Cylindrical with neck
Helix 35° right-hand
Surface treatment WIND +
Application Finishing and semifinishing on materials up to 60 HRC.

ITEM: A4420

FACTORY STANDARD

A4420 Tech. Code D
mm

d1
mm

L
mm

l
mm

H
mm

d
mm

Z 

2T
-3

5°

0.5 0.46

50

1
2

4

2 1

4

6

1 0.95 1.5
8

10
12

1.5 1.44 2

8
10
12
16

2 1.92

3

8
10
12
16
20

2.5 2.4

10
12
16
20

3 2.9 4

10

6
12
16

60
20
25

Side Milling Slotting RANGE

Material Feature Ap Ae Ap
Vc

m/min.
min.

Vc
m/min.
max.

mm
D/mm

0.2
D/mm

0.4
D/mm

0.6
D/mm

0.8
D/mm

1.0
D/mm

1.2
D/mm

1.5
D/mm

2.0
D/mm

2.5
D/mm

3.0
D/mm

4.0

CARBON STEEL

< 850 N/mm² 1 x D 0.5 x D 0.025 x D 200 320 fz/mm 0.002 0.006 0.011 0.015 0.018 0.019 0.023 0.030 0.038 0.046 0.055

< 1200 N/mm² 1 x D 0.5 x D 0.025 x D 180 260 fz/mm 0.002 0.005 0.010 0.013 0.016 0.017 0.021 0.027 0.034 0.041 0.052

HARDENED

< 45 HRC 1 x D 0.5 x D 0.025 x D 75 140 fz/mm 0.002 0.004 0.009 0.011 0.014 0.015 0.018 0.024 0.030 0.036 0.043

< 60 HRC 1 x D 0.5 x D 0.025 x D 50 115 fz/mm 0.002 0.004 0.008 0.010 0.013 0.014 0.017 0.022 0.028 0.033 0.040

Recommended "fz" values for side milling with H < 3 x D sized tools.
As for H > 3 x D, adjust cutting parameters (ex. fz x 0.7)
For slotting, adjust the cutting parameters. (ex: fz x 0.8)



A

A.162 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

< 500 < 850 < 1200 < 600 < 850 DUPLEX < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Ti6Al4V HTA < 45 < 60 < 65

      

Materiale Metallo duro integrale Micrograna
Norma DIN 844A
Tolleranza -0.020 / -0.070 mm
Codolo Weldon
Elica Destra 30°
Tratt. Superficiale WIND
Applicazione Sgrossature di cave e contornature su materiali come

acciai al carbonio fino a 50HRC, ghise grigie e malleabili.

ART. A4512

FRESA DIN 844A

A4512 Cod. Tec. GR05
Euro

D
mm

L
mm

l
mm

d
mm

Z 

4T
 - 

30
°

A45126 75,40 6 57 13 6

4 1

A45128 87,30 8 63 16 8

A451210 98,90 10 72 22 10

A451212 116,90 12 83 26 12

A451216 194,90 16 92 32 16

A451220 291,50 20 104 38 20

FRESE SGROSSATRICI Z4 Rav

Contornatura Cava GAMMA

A4512

Materiale Caratteristica Ap Ae Ap
Vc

m/min
min

Vc
m/min
max

mm
D/mm

6
D/mm

8
D/mm

10
D/mm

12
D/mm

16
D/mm

20

ACCIAI AL
CARBONIO

�500 N/mmð 1,5 x D 0,5 x D 1 x D 140 200 fz/mm 0,038 0,050 0,060 0,072 0,085 0,100

�850 N/mmð 1,5 x D 0,5 x D 1 x D 120 165 fz/mm 0,026 0,038 0,050 0,060 0,075 0,090

�1200 N/mmð 1 x D 0,3 x D 0,75 x D 65 110 fz/mm 0,020 0,032 0,040 0,050 0,060 0,070

ACCIAI INOX
�600 N/mmð 1,5 x D 0,3 x D 0,75 x D 80 100 fz/mm 0,020 0,032 0,038 0,048 0,060 0,070

�800 N/mmð 1 x D 0,3 x D 0,75 x D 60 85 fz/mm 0,016 0,025 0,032 0,038 0,048 0,056

GHISE
<240 HB 1,5 x D 0,5 x D 1 x D 120 160 fz/mm 0,028 0,041 0,049 0,060 0,075 0,090

<300 HB 1,5 x D 0,3 x D 1 x D 100 130 fz/mm 0,020 0,033 0,039 0,050 0,060 0,073

SUPER LEGHE
TI6Al4V 1 x D 0,3 x D 0,75 x D 50 90 fz/mm 0,022 0,040 0,048 0,060 0,072 0,086

HTA 1 x D 0,3 x D 0,5 x D 45 80 fz/mm 0,015 0,030 0,038 0,048 0,058 0,070

TEMPRATI <45 HRC 1 x D 0,2 x D 0,5 x D 70 130 fz/mm 0,018 0,035 0,043 0,052 0,064 0,073

Valori “fz” consigliati per esecuzioni di contornature.
Per cave, adeguare i parametri di taglio. (es: fz x 0,8)

A.162 Indivisible package   Suggested retail package - Unit price

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Ti6Al4V HTA < 45 < 60 < 65

      

Material Micro-grain carbide
Standard DIN 844A
Tolerance -0.020 / -0.070 mm
Shank Weldon
Helix 30° right-hand
Surface treatment WIND
Application Roughing and side milling on carbon steels

up to 50 HRC, grey and malleable cast iron.

ITEM: A4512

DIN 844A

A4512 Tech. Code D
mm

L
mm

l
mm

d
mm

Z 

4T
-3

0°

6 57 13 6

4 1

8 63 16 8

10 72 22 10

12 83 26 12

16 92 32 16

20 104 38 20

ROUGHING END MILLS Z4

Side Milling Slotting RANGE

Material Feature Ap Ae Ap
Vc

m/min.
min.

Vc
m/min.
max.

mm
D/mm

6
D/mm

8
D/mm

10
D/mm

12
D/mm

16
D/mm

20

CARBON STEEL

< 500 N/mm² 1.5 x D 0.5 x D 1.0 x D 140 200 fz/mm 0.038 0.050 0.060 0.072 0.085 0.100

< 850 N/mm² 1.5 x D 0.5 x D 1.0 x D 120 165 fz/mm 0.026 0.038 0.050 0.060 0.075 0.090

< 1200 N/mm² 1.0 x D 0.3 x D 0.75 x D 65 110 fz/mm 0.020 0.032 0.040 0.050 0.060 0.070

STAINLESS
STEEL

< 600 N/mm² 1.5 x D 0.3 x D 0.75 x D 80 100 fz/mm 0.020 0.032 0.038 0.048 0.060 0.070

< 800 N/mm² 1.0 x D 0.3 x D 0.75 x D 60 85 fz/mm 0.016 0.025 0.032 0.038 0.048 0.056

CAST IRON
< 240 HB 1.5 x D 0.5 x D 1.0 x D 120 160 fz/mm 0.028 0.041 0.049 0.060 0.075 0.090

< 300 HB 1.5 x D 0.3 x D 1.0 x D 100 130 fz/mm 0.020 0.033 0.039 0.050 0.060 0.073

SUPER ALLOY
TI6Al4V 1.0 x D 0.3 x D 0.75 x D 50 90 fz/mm 0.022 0.040 0.048 0.060 0.072 0.086

HTA 1.0 x D 0.3 x D 0.50 x D 45 80 fz/mm 0.015 0.030 0.038 0.048 0.058 0.070

HARDENED < 45 HRC 1.0 x D 0.2 x D 0.50 x D 70 130 fz/mm 0.018 0.035 0.043 0.052 0.064 0.073

Recommended "fz" values for side milling.
For slotting, adjust the cutting parameters. (ex: fz x 0.8)



A

A.163 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Contornatura Cava GAMMA

A4507

Materiale Caratteristica Ap Ae Ap
Vc

m/min
min

Vc
m/min
max

mm
D/mm

3
D/mm

4
D/mm

5
D/mm

6
D/mm

8
D/mm

10
D/mm

12
D/mm

16
D/mm

20

ACCIAI AL
CARBONIO

�500 N/mmð 1,5 x D 0,3 x D 1 x D 115 160 fz/mm 0,016 0,020 0,026 0,031 0,042 0,059 0,072 0,088 0,100

�850 N/mmð 1,5 x D 0,3 x D 1 x D 80 125 fz/mm 0,015 0,018 0,025 0,029 0,035 0,053 0,063 0,079 0,090

�1200 N/mmð 1,5 x D 0,3 x D 0,5 x D 70 105 fz/mm 0,012 0,016 0,022 0,027 0,032 0,050 0,059 0,072 0,080

ACCIAI INOX
�600 N/mmð 1 x D 0,3 x D 0,5 x D 45 75 fz/mm 0,016 0,018 0,025 0,031 0,035 0,054 0,063 0,080 0,090

�800 N/mmð 1 x D 0,3 x D 0,5 x D 35 70 fz/mm 0,012 0,014 0,022 0,027 0,032 0,050 0,052 0,072 0,082

GHISE
<240 HB 1,5 x D 0,3 x D 1 x D 80 120 fz/mm 0,016 0,019 0,026 0,033 0,047 0,060 0,074 0,090 0,110

<300 HB 1,5 x D 0,3 x D 1 x D 70 100 fz/mm 0,015 0,018 0,024 0,029 0,045 0,054 0,065 0,082 0,100

SUPER LEGHE
TI6Al4V 0,5 x D 0,3 x D 0,3 x D 35 50 fz/mm 0,010 0,015 0,022 0,027 0,035 0,044 0,052 0,063 0,080

HTA 0,5 x D 0,3 x D 0,3 x D 15 30 fz/mm 0,009 0,013 0,020 0,025 0,032 0,039 0,046 0,058 0,072

Valori “fz” consigliati per esecuzioni di contornature.
Per cave, adeguare i parametri di taglio. (es: fz x 0,8)

FRESE SGROSSATRICI MULTITAGLIENTE Rav

< 500 < 850 < 1200 < 600 < 850 DUPLEX < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Ti6Al4V HTA < 45 < 60 < 65

          

Materiale Metallo duro integrale Micrograna
Norma NDF
Tolleranza h11
Codolo Cilindrico / Weldon
Elica Destra 45°
Tratt. Superficiale WIND
Applicazione Sgrossature di cave e contornature su materiali come

acciai al carbonio fino a 55HRC, acciai inox, leghe di titanio
e leghe resistenti al calore.

ART. A4507

A richiesta fornibili con codolo Weldon al costo di 2€.
Codolo cilindrico ( A4507.... ) Codolo Weldon ( A4507...W )

FRESA NDF

A4507 Cod. Tec. GR05
Euro

D
mm

L
mm

l
mm

d
mm

Z 

M
U

LT
I -

 4
5°

A450703 73,60 3

57

8

6
3

1

A450704 73,60 4
12A450705 73,60 5

4

A450706 73,60 6
13A450707 94,80 7

63 8A450708 85,30 8
16A450709 112,90 9

70 10A450710 101,60 10 22
A450711 133,60 11

75 26
12A450712 120,30 12

A450714 242,30 14
16A450715 269,20 15

92 32A450716 242,30 16
6A450720 324,00 20 104 38 20

A.163Indivisible package  Suggested retail package - Unit price

Side Milling Slotting RANGE

Material Feature Ap Ae Ap
Vc

m/min.
min.

Vc
m/min.
max.

mm
D/mm

3
D/mm

4
D/mm

5
D/mm

6
D/mm

8
D/mm

10
D/mm

12
D/mm

16
D/mm

20

CARBON STEEL

< 500 N/mm² 1.5 x D 0.3 x D 1.0 x D 115 160 fz/mm 0.016 0.020 0.026 0.031 0.042 0.059 0.072 0.088 0.100

< 850 N/mm² 1.5 x D 0.3 x D 1.0 x D 80 125 fz/mm 0.015 0.018 0.025 0.029 0.035 0.053 0.063 0.079 0.090

< 1200 N/mm² 1.5 x D 0.3 x D 0.5 x D 70 105 fz/mm 0.012 0.016 0.022 0.027 0.032 0.050 0.059 0.072 0.080

STAINLESS
STEEL

< 600 N/mm² 1.0 x D 0.3 x D 0.5 x D 45 75 fz/mm 0.016 0.018 0.025 0.031 0.035 0.054 0.063 0.080 0.090

< 800 N/mm² 1.0 x D 0.3 x D 0.5 x D 35 70 fz/mm 0.012 0.014 0.022 0.027 0.032 0.050 0.052 0.072 0.082

CAST IRON
< 240 HB 1.5 x D 0.3 x D 1.0 x D 80 120 fz/mm 0.016 0.019 0.026 0.033 0.047 0.060 0.074 0.090 0.110

< 300 HB 1.5 x D 0.3 x D 1.0 x D 70 100 fz/mm 0.015 0.018 0.024 0.029 0.045 0.054 0.065 0.082 0.100

SUPER ALLOY
TI6Al4V 0.5 x D 0.3 x D 0.3 x D 35 50 fz/mm 0.010 0.015 0.022 0.027 0.035 0.044 0.052 0.063 0.080

HTA 0.5 x D 0.3 x D 0.3 x D 15 30 fz/mm 0.009 0.013 0.020 0.025 0.032 0.039 0.046 0.058 0.072

Recommended "fz" values for side milling.
For slotting, adjust the cutting parameters. (ex: fz x 0.8)

ROUGHING END MILLS MULTI-CUTTING

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Ti6Al4V HTA < 45 < 60 < 65

          

Material Micro-grain carbide
Standard Factory standard
Tolerance h11
Shank Cylindrical / Weldon
Helix 45° right-hand
Surface treatment WIND
Application Roughing and side milling on carbon steels up to 55 HRC,

stainless steel, titanium alloy and HTA.

ITEM: A4507

On request available with Weldon shank at a cost of € 2.
Cylindrical shank (A4507....) Weldon shank (A4507...W)

FACTORY STANDARD

A4507 Tech. Code D
mm

L
mm

l
mm

d
mm

Z 

M
U

LT
I -

 4
5°

3

57

8

6
3

1

4
12

5

4

6
13

7
63 8

8
16

9
70 10

10 22
11

75 26
12

12
14

1615
92 32

16
6

20 104 38 20



A

A.164 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Contornatura Cava GAMMA

A4516

Materiale Caratteristica Ap Ae Ap
Vc

m/min
min

Vc
m/min
max

mm
D/mm

6
D/mm

8
D/mm

10
D/mm

12
D/mm

16
D/mm

20

ACCIAI AL
CARBONIO

�500 N/mmð 1,5 x D 0,3 x D 1 x D 140 175 fz/mm 0,020 0,025 0,030 0,040 0,050 0,065

�850 N/mmð 1,5 x D 0,3 x D 1 x D 120 145 fz/mm 0,015 0,020 0,025 0,030 0,040 0,050

ACCIAI INOX

�600 N/mmð 1,5 x D 0,3 x D 1 x D 75 100 fz/mm 0,031 0,034 0,045 0,050 0,052 0,055

�800 N/mmð 1,5 x D 0,3 x D 1 x D 60 75 fz/mm 0,020 0,030 0,040 0,045 0,050 0,052

DUPLEX 1,5 x D 0,3 x D 0,5 x D 40 70 fz/mm 0,030 0,035 0,040 0,050 0,070 0,080

SUPER LEGHE

Ti6Al4V 1,5 x D 0,3 x D 0,3 x D 30 55 fz/mm 0,030 0,035 0,040 0,050 0,070 0,080

HTA 1,5 x D 0,3 x D 0,3 x D 25 35 fz/mm 0,015 0,020 0,025 0,030 0,040 0,050

Valori “fz” consigliati per esecuzioni di contornature.
Per cave, adeguare i parametri di taglio. (es: fz x 0,8)

< 500 < 850 < 1200 < 600 < 850 DUPLEX < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Ti6Al4V HTA < 45 < 60 < 65

         

Materiale Metallo duro integrale Micrograna
Norma NDF
Tolleranza h10
Codolo Cilindrico / Weldon
Elica Destra variabile 28° - 31°
Tratt. Superficiale Wind+
Applicazione Sgrossatura o semifinitura con elevate performances di

acciai, acciai inossidabili e leghe di nickel.

ART. A4516

A richiesta fornibili con codolo Weldon al costo di 2€.
Codolo cilindrico ( A4516.... ) Codolo Weldon ( A4516...W )

FRESA NDF

A4516 Cod. Tec. GR05
Euro

D
mm

L
mm

l
mm

d
mm

Z 

M
U

LT
I -

 V
AR

IA
BI

LE

A451606 75,70 6 57 13 6

4

1

A451608 87,90 8 63 19 8

A451610 105,50 10 72 22 10

A451612 127,00 12 83 26 12

A451616 204,50 16 92 32 16
6

A451620 308,10 20 104 38 20

FRESE SGROSSATRICI MULTITAGLIENTE - ELICA VARIABILE Vari RAV

A.164 Indivisible package   Suggested retail package - Unit price

Side Milling Slotting RANGE

Material Feature Ap Ae Ap
Vc

m/min.
min.

Vc
m/min.
max.

mm
D/mm

6
D/mm

8
D/mm

10
D/mm

12
D/mm

16
D/mm

20

CARBON STEEL

< 500 N/mm² 1.5 x D 0.3 x D 1 x D 140 175 fz/mm 0.020 0.025 0.030 0.040 0.050 0.065

< 850 N/mm² 1.5 x D 0.3 x D 1 x D 120 145 fz/mm 0.015 0.020 0.025 0.030 0.040 0.050

STAINLESS
STEEL

< 600 N/mm² 1.5 x D 0.3 x D 1 x D 75 100 fz/mm 0.031 0.034 0.045 0.050 0.052 0.055

< 800 N/mm² 1.5 x D 0.3 x D 1 x D 60 75 fz/mm 0.020 0.030 0.040 0.045 0.050 0.052

DUPLEX 1.5 x D 0.3 x D 0.5 x D 40 70 fz/mm 0.030 0.035 0.040 0.050 0.070 0.080

SUPER ALLOY

Ti6AI4V 1.5 x D 0.3 x D 0.3 x D 30 55 fz/mm 0.030 0.035 0.040 0.050 0.070 0.080

HTA 1.5 x D 0.3 x D 0.3 x D 25 35 fz/mm 0.015 0.020 0.025 0.030 0.040 0.050

Recommended "fz" values for side milling.
For slotting, adjust the cutting parameters. (ex: fz x 0.8)

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Ti6Al4V HTA < 45 < 60 < 65

         

Material Micro-grain carbide
Standard Factory standard
Tolerance h10
Shank Cylindrical / Weldon
Helix Variable 28° - 31° right-hand
Surface treatment WIND +
Application High performance roughing and semi finishing on carbon

steels, stainless steels and nickel alloys

ITEM: A4516

On request available with Weldon shank at a cost of € 2.
Cylindrical shank (A4516....) Weldon shank (A4516...W)

FACTORY STANDARD

A4516 Tech. Code D
mm

L
mm

l
mm

d
mm

Z 

M
U

LT
I-

 V
AR

IA
BL

E

6 57 13 6

4

1

8 63 19 8

10 72 22 10

12 83 26 12

16 92 32 16
6

20 104 38 20

ROUGHING END MILLS MULTI-CUTTING-VARIABLE HELIX



A

A.165 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

< 500 < 850 < 1200 < 600 < 850 DUPLEX < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Ti6Al4V HTA < 45 < 60 < 65

         

Materiale Metallo duro integrale Micrograna
Norma DIN 6527L
Tolleranza d11
Codolo Weldon
Elica Destra 45° passo variabile
Tratt. Superficiale AITiN
Applicazione Sgrossatura di cave e contornature su acciai Inox, leghe di

titanio e di leghe resistenti al calore

ART. A4508
6527L

DIN 6527L

A4508 Cod. Tec. GR09
Euro

D
mm

L
mm

l
mm

ch 45°
mm

d
mm

Z 

M
U

LT
I -

45
° 

VA
R

IA
BI

LE

A4508064 74,30 6 57 13 0,30 6

4

1

A4508084 87,00 8 63 16 0,40 8

A4508104 110,00 10 72 22 0,50 10

A4508124 127,50 12 83 26

0,60

12

A4508164 186,60
16 92 32 16

A4508166 186,50 6

A4508204 259,50
20 104 38 1,00 20

4

A4508206 259,50 6

A4508254 349,50
25 121 45 1,12 25

4

A4508256 349,50 6

FRESE PASSO VARIABILE SGROSSATRICI MULTITAGLIENTI

Contornatura Cava GAMMA

A4508

Materiale Caratteristica Ap Ae Ap
Vc

m/min
min

Vc
m/min
max

mm
D/mm

6
D/mm

8
D/mm

10
D/mm

12
D/mm

16
D/mm

20
D/mm

25

ACCIAI AL
CARBONIO

�500 N/mmð 1 x D 0,5 x D 0,75 x D 120 160 fz/mm 0,036 0,050 0,061 0,070 0,087 0,101 0,114

�850 N/mmð 1 x D 0,5 x D 0,75 x D 90 150 fz/mm 0,033 0,045 0,054 0,062 0,077 0,088 0,098

�1200 N/mmð 1 x D 0,5 x D 0,75 x D 60 100 fz/mm 0,029 0,040 0,048 0,056 0,070 0,081 0,091

ACCIAI INOX

�600 N/mmð 1 x D 0,5 x D 0,75 x D 90 115 fz/mm 0,036 0,050 0,061 0,070 0,087 0,101 0,114

�800 N/mmð 1 x D 0,5 x D 0,75 x D 60 80 fz/mm 0,029 0,040 0,048 0,056 0,070 0,081 0,091

DUPLEX 1 x D 0,5 x D 0,5 x D 60 70 fz/mm 0,025 0,034 0,040 0,047 0,057 0,065 0,071

SUPER LEGHE

TI6AI4V 1 x D 0,4 x D 0,75 x D 50 60 fz/mm 0,019 0,026 0,032 0,037 0,046 0,054 0,061

HTA 1 x D 0,3 x D 0,3 x D 25 40 fz/mm 0,026 0,037 0,045 0,052 0,064 0,074 0,084

TEMPRATI <45 HRC 1 x D 0,2 x D 0,2 x D 80 120 fz/mm 0,033 0,045 0,054 0,062 0,077 0,088 0,098

Valori “fz” consigliati per esecuzioni di contornature.
Per cave, adeguare i parametri di taglio. (es: fz x 0,8)

A.165Indivisible package  Suggested retail package - Unit price

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Ti6Al4V HTA < 45 < 60 < 65

         

Material MIcro-grain Integral hard metal
Standard DIN 6527L
Tolerance d11
Shank Weldon
Helix Right-hand 45° variabe pitch
Surface treatment AITiN
Application Roughing and side milling on stainless steels, titanium

alloys and heat resistant alloys

ITEM: A4508

DIN 6527L

A4508 Tech. Code D
mm

L
mm

l
mm

ch 45°
mm

d
mm

Z 

M
U

LT
I-

45
° 

VA
R

IA
BL

E

6 57 13 0,30 6

4

1

8 63 16 0,40 8

10 72 22 0,50 10

12 83 26

0,60

12

16 92 32 16
6

20 104 38 1,00 20
4

6

25 121 45 1,12 25
4

6

ROUGHING END MILLS MULTI-CUTTING

Side Milling Slotting RANGE

Material Feature Ap Ae Ap
Vc

m/min.
min.

Vc
m/min.
max.

mm
D/mm

6
D/mm

8
D/mm

10
D/mm

12
D/mm

16
D/mm

20
D/mm

25

CARBON STEEL

< 500 N/mm² 1 x D 0.5 x D 0.75 x D 120 160 fz/mm 0.036 0.050 0.061 0.070 0.087 0.101 0.114

< 850 N/mm² 1 x D 0.5 x D 0.75 x D 90 150 fz/mm 0.033 0.045 0.054 0.062 0.077 0.088 0.098

< 1200 N/mm² 1 x D 0.5 x D 0.75 x D 60 100 fz/mm 0.029 0.040 0.048 0.056 0.070 0.081 0.091

STAINLESS
STEEL

< 600 N/mm² 1 x D 0.5 x D 0.75 x D 90 115 fz/mm 0.036 0.050 0.061 0.070 0.087 0.101 0.114

< 800 N/mm² 1 x D 0.5 x D 0.75 x D 60 80 fz/mm 0.029 0.040 0.048 0.056 0.070 0.081 0.091

DUPLEX 1 x D 0.5 x D 0.5 x D 60 70 fz/mm 0.025 0.034 0.040 0.047 0.057 0.065 0.071

SUPER ALLOY

TI6AI4V 1 x D 0.4 x D 0.75 x D 50 60 fz/mm 0.019 0.026 0.032 0.037 0.046 0.054 0.061

HTA 1 x D 0.3 x D 0.3 x D 25 40 fz/mm 0.026 0.037 0.045 0.052 0.064 0.074 0.084

HARDENED < 45 HRC 1 x D 0.2 x D 0.2 x D 80 120 fz/mm 0.033 0.045 0.054 0.062 0.077 0.088 0.098

Recommended "fz" values for side milling.
For slotting, adjust the cutting parameters. (ex: fz x 0.8)



A

A.166 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

< 500 < 850 < 1200 < 600 < 850 DUPLEX < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Ti6Al4V HTA < 45 < 60 < 65

  

r

Materiale Metallo duro integrale Micrograna
Norma NDF
Tolleranza h6
Codolo Cilindrico / Weldon
Elica Destra 40°
Tratt. Superficiale Lucida
Applicazione Sgrossature di cave e contornature su materiali leghe di

alluminio con presenza di Silicio fino al 7%.

ART. A4525

A richiesta fornibili con codolo Weldon al costo di 2€.
Codolo cilindrico ( A4525.... ) Codolo Weldon ( A4525...W )

FRESA NDF

A4525 Cod. Tec. GR05
Euro

D
mm

L
mm

l
mm

d
mm

H
mm

r
mm

Z 

3T
 - 

40
°

A452506 55,20 6 57 9 6 21
0,25

3 1

A452508 76,80 8 63

12

8 27

A452510 99,90 10 72 10 31
0,50

A452512 137,10 12 83 12 37

A452516 213,60 16 92 14 16 43
1,0

A452520 322,00 20 104 17 20 53

FRESE SGROSSATRICI PER LEGHE LEGGERE Z3 Alufly

Contornatura Cava GAMMA

A4525

Materiale Caratteristica Ap Ae Ap
Vc

m/min
min

Vc
m/min
max

mm
D/mm

6
D/mm

8
D/mm

10
D/mm

12
D/mm

16
D/mm

20

NON FERROSI

ALU<10%Si 1 x D 0,5 x D 1 x D 250 1000 fz/mm 0,070 0,120 0,150 0,170 0,200 0,220

ALU<10%Si 1 x D 0,5 x D 1 x D 200 350 fz/mm 0,060 0,100 0,130 0,150 0,180 0,200

Valori “fz” consigliati per esecuzioni di cave.
Per contornature, adeguare i parametri di taglio. (es: fz x 1,5)

A.166 Indivisible package   Suggested retail package - Unit price

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Ti6Al4V HTA < 45 < 60 < 65

  

Material Micro-grain carbide
Standard Factory standard
Tolerance h6
Shank Cylindrical / Weldon
Helix 40° right-hand
Surface treatment Bright
Application Very high performing rougher for slot and side milling on

aluminum alloy up to 7% silicon content.

ITEM: A4525

On request available with Weldon shank at a cost of € 2.
Cylindrical shank (A4525....) Weldon shank (A4525...W)

FACTORY STANDARD

A4525 Tech. Code D
mm

L
mm

l
mm

d
mm

H
mm

r
mm

Z 

3T
-4

0°

6 57 9 6 21
0.25

3 1

8 63

12

8 27

10 72 10 31
0.50

12 83 12 37

16 92 14 16 43
1.0

20 104 17 20 53

ROUGHING END MILLS FOR ALUMINUM ALLOYS Z3

Side Milling Slotting RANGE

Material Feature Ap Ae Ap
Vc

m/min.
min.

Vc
m/min.
max.

mm
D/mm

6
D/mm

8
D/mm

10
D/mm

12
D/mm

16
D/mm

20

NON FERROUS

ALU < 10% Si 1 x D 0.5 x D 1 x D 250 1000 fz/mm 0.070 0.120 0.150 0.170 0.200 0.220

ALU < 10% Si 1 x D 0.5 x D 1 x D 200 350 fz/mm 0.060 0.100 0.130 0.150 0.180 0.200

Recommended "fz" values for slotting.
For side milling, adjust the cutting parameters. (ex: fz x 1.5)



A

A.167 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

< 500 < 850 < 1200 < 600 < 850 DUPLEX < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Ti6Al4V HTA < 45 < 60 < 65

  

Materiale Metallo duro integrale Micrograna
Norma NDF
Tolleranza -0.020 / -0.070 mm
Codolo Weldon
Elica Destra 30°
Tratt. Superficiale Lucida
Applicazione Sgrossature di cave e contornature su materiali come

leghe di alluminio con presenza di Silicio fino al 7%.

ART. A4520

FRESA NDF

A4520 Cod. Tec. GR05
Euro

D
mm

L
mm

l
mm

d
mm

Z 

3T
 - 

30
°

A45206 49,10 6 57 13 6

3 1

A45208 69,30 8 63 16 8

A452010 92,80 10 72 22 10

A452012 110,90 12 83 26 12

A452016 199,30 16 92 32 16

A452020 301,00 20 104 38 20

FRESE SGROSSATRICI PER LEGHE LEGGERE Z3 Alufly

Contornatura Cava GAMMA

A4520

Materiale Caratteristica Ap Ae Ap
Vc

m/min
min

Vc
m/min
max

mm
D/mm

6
D/mm

8
D/mm

10
D/mm

12
D/mm

16
D/mm

20

NON FERROSI

ALU <10% Si 1,5 x D 0,5 x D 1 x D 250 1000 fz/mm 0,054 0,069 0,085 0,100 0,130 0,160

ALU >10% Si 1,5 x D 0,5 x D 1 x D 150 350 fz/mm 0,045 0,058 0,071 0,083 0,096 0,135

Valori “fz” consigliati per esecuzioni di contornature.
Per cave, adeguare i parametri di taglio. (es: fz x 0,8)

A.167Indivisible package  Suggested retail package - Unit price

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Ti6Al4V HTA < 45 < 60 < 65

  

Material Micro-grain carbide
Standard Factory standard
Tolerance -0.020 / -0.070 mm
Shank Weldon
Helix 30° right-hand
Surface treatment Bright
Application Roughing and side milling on aluminum alloy up to 7%

silicon content.

ITEM: A4520

FACTORY STANDARD

A4520 Tech. Code D
mm

L
mm

l
mm

d
mm

Z 

3T
-3

0°

6 57 13 6

3 1

8 63 16 8

10 72 22 10

12 83 26 12

16 92 32 16

20 104 38 20

ROUGHING END MILLS FOR ALUMINUM ALLOYS Z3

Side Milling Slotting RANGE

Material Feature Ap Ae Ap
Vc

m/min.
min.

Vc
m/min.
max.

mm
D/mm

6
D/mm

8
D/mm

10
D/mm

12
D/mm

16
D/mm

20

NON FERROUS

ALU < 10% Si 1.5 x D 0.5 x D 1 x D 250 1000 fz/mm 0.054 0.069 0.085 0.100 0.130 0.160

ALU > 10% Si 1.5 x D 0.5 x D 1 x D 150 350 fz/mm 0.045 0.058 0.071 0.083 0.096 0.135

Recommended "fz" values for side milling.
For slotting, adjust the cutting parameters. (ex: fz x 0.8)



A

A.168 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

FRESE TOROIDALI CON PASSO VARIABILE Z4 Vari

< 500 < 850 < 1200 < 600 < 850 DUPLEX < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Ti6Al4V HTA < 45 < 60 < 65

         

Materiale Metallo duro integrale Micrograna
Norma NDF
Tolleranza h10
Codolo Cilindrico / Weldon con sottocodolo minorato

Elica Destra 40° passo non equidistante
Tratt. Superficiale WIND +
Applicazione Esecuzione di cave e contornature su materiali con

durezza fino a 55 HRC. Particolarmente indicata per acciai
inossidabili.

ART. A4111

A richiesta fornibili con codolo Weldon al costo di 2€.
Codolo cilindrico ( A4111.... ) Codolo Weldon ( A4111...W )

FRESA NDF

A4111 Cod. Tec. GR05
Euro

D
mm

R
mm

l
mm

d1
mm

H
mm

L
mm

d
mm

Z 

4T
 - 

VA
R

IA
BI

LE

A4111600 50,70

6

0

13 5,8 25 57 6

4 1

A4111605 50,70 0,5
A4111610 50,70 1
A4111615 50,70 1,5
A4111620 50,70 2
A4111800 82,60

8

0

19 7,8 31 63 8
A4111805 82,60 0,5
A4111810 82,60 1
A4111815 82,60 1,5
A4111820 82,60 2
A41111000 102,80

10

0

22 9,8 34 72 10
A41111005 102,80 0,5
A41111010 102,80 1
A41111015 102,80 1,5
A41111020 102,80 2
A41111200 132,30

12

0

26

11,8

38

83 12
A41111205 132,30 0,5
A41111210 132,30 1
A41111215 132,30 1,5
A41111220 132,30 2
A41111605 206,60

16
0,5

15,8 92 16A41111610 206,60 1
A41111620 206,60 2

Profilatura Contornatura GAMMA

A4111

Materiale Caratteristica Ap Ae Ap
Vc

m/min
min

Vc
m/min
max

mm
D/mm

6
D/mm

8
D/mm

10
D/mm

12
D/mm

16

ACCIAI AL
CARBONIO

�500 N/mmð 1 x D 0,5 x D 1 x D 120 150 fz/mm 0,040 0,050 0,060 0,070 0,075

�850 N/mmð 1 x D 0,5 x D 1 x D 85 130 fz/mm 0,035 0,045 0,053 0,060 0,067

�1200 N/mmð 1 x D 0,4 x D 1 x D 75 115 fz/mm 0,032 0,038 0,045 0,053 0,060

ACCIAI INOX
�600 N/mmð 1 x D 0,5 x D 1 x D 70 100 fz/mm 0,037 0,045 0,050 0,060 0,065

�800 N/mmð 1 x D 0,4 x D 1 x D 60 100 fz/mm 0,030 0,040 0,045 0,050 0,055

GHISE
<240 HB 1 x D 0,5 x D 1 x D 130 175 fz/mm 0,040 0,060 0,065 0,070 0,075

<300 HB 1 x D 0,5 x D 1 x D 100 150 fz/mm 0,035 0,050 0,055 0,065 0,070

SUPER LEGHE
TI6AI4V 1 x D 0,25 x D 0,5 x D 50 75 fz/mm 0,023 0,030 0,033 0,040 0,045

HTA 1 x D 0,25 x D 0,5 x D 30 55 fz/mm 0,018 0,023 0,027 0,035 0,040

Valori “fz” consigliati per esecuzioni di contornature.
Per cave, adeguare i parametri di taglio. (es: fz x 0,8)
Attenzione: per A4111 con raggio 0,0mm, ridurre l'avanzamento. (es: fz x 0,8)

A.168 Indivisible package   Suggested retail package - Unit price

CORNER RADIUS END MILLS WITH VARIABLE PITCH Z4

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Ti6Al4V HTA < 45 < 60 < 65

         

Material Micro-grain carbide
Standard Factory standard
Tolerance h10
Shank Cylindrical / Weldon with neck reduction

Helix 40° Right-hand variable pitch
Surface treatment WIND +
Application Slotting and profiling on materials up to 55 HRC.

Particularly suitable for stainless steel.

ITEM: A4111

On request available with Weldon shank at a cost of € 2.
Cylindrical shank (A4111....) Weldon shank (A4111...W)

FACTORY STANDARD

A4111 Tech. Code D
mm

R
mm

l
mm

d1
mm

H
mm

L
mm

d
mm

Z 

4T
-V

AR
IA

BL
E

6

0

13 5.8 25 57 6

4 1

0.5
1

1.5
2

8

0

19 7.8 31 63 8
0.5
1

1.5
2

10

0

22 9.8 34 72 10
0.5
1

1.5
2

12

0

26

11.8

38

83 12
0.5
1

1.5
2

16
0.5

15.8 92 161
2

Profiling Side Milling RANGE

Material Feature Ap Ae Ap
Vc

m/min.
min.

Vc
m/min.
max.

mm
D/mm

6
D/mm

8
D/mm

10
D/mm

12
D/mm

16

CARBON
STEELS

<500 N/mm² 1 x D 0.5 x D 1 x D 120 150 fz/mm 0.040 0.050 0.060 0.070 0.075

<850 N/mm² 1 x D 0.5 x D 1 x D 85 130 fz/mm 0.035 0.045 0.053 0.060 0.067

<1200 N/mm² 1 x D 0.4 x D 1 x D 75 115 fz/mm 0.032 0.038 0.045 0.053 0.060

STAINLESS
STEELS

<600 N/mm² 1 x D 0.5 x D 1 x D 70 100 fz/mm 0.037 0.045 0.050 0.060 0.065

<800 N/mm² 1 x D 0.4 x D 1 x D 60 100 fz/mm 0.030 0.040 0.045 0.050 0.055

CAST IRONS
<240 HB 1 x D 0.5 x D 1 x D 130 175 fz/mm 0.040 0.060 0.065 0.070 0.075

<300 HB 1 x D 0.5 x D 1 x D 100 150 fz/mm 0.035 0.050 0.055 0.065 0.070

SUPER ALLOY
TI6AI4V 1 x D 0.25 x D 0.5 x D 50 75 fz/mm 0.023 0.030 0.033 0.040 0.045

HTA 1 x D 0.25 x D 0.5 x D 30 55 fz/mm 0.018 0.023 0.027 0.035 0.040

Recommended "fz" values for side milling.
For slotting, adjust the cutting parameters. (ex: fz x 0.8)
Warning: With reference to item A4111 featuring a 0,0mm radius, reduced feeding recommended. (ie. fz x 0.8)



A

A.169 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

FRESE TOROIDALI Z4

< 500 < 850 < 1200 < 600 < 850 DUPLEX < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Ti6Al4V HTA < 45 < 60 < 65

          

Materiale Metallo duro integrale Micrograna 0,4
Norma NDF
Tolleranza h10
Codolo Cilindrico / Weldon con sottocodolo minorato

Elica Destra 30°
Tratt. Superficiale WIND
Applicazione Esecuzione di tasche, terrazzamenti e contornature su

materiali con durezza fino a 62 HRC.

ART. A4126

A richiesta fornibili con codolo Weldon al costo di 2€.
Codolo cilindrico ( A4126.... ) Codolo Weldon ( A4126...W )

FRESA NDF

A4126 Cod. Tec. GR05
Euro

D
mm

R
mm

l
mm

d1
mm

H
mm

L
mm

d
mm

Z 

4T
 - 

30
°

A412660,3 48,60
6

0,3
6 5,8 24 60 6

4 1

A412660,5 48,60 0,5
A412661 48,60 1
A412680,3 58,80

8

0,3

8 7,8 29 75 8
A412680,5 58,80 0,5
A412681 58,80 1
A412681,5 58,80 1,5
A412682 58,80 2
A4126100,3 83,60

10

0,3

10 9,7 35 80 10
A4126100,5 83,60 0,5
A4126101 83,60 1
A4126101,5 83,60 1,5
A4126102 83,60 2
A4126120,5 105,50

12

0,5

12 11,7 37 100 12
A4126121 105,50 1
A4126121,5 105,50 1,5
A4126122 105,50 2
A4126160,5 197,50

16

0,5

16 15,5 42 105 16
A4126161 197,50 1
A4126161,5 (197,50) 1,5
A4126162 (197,50) 2

Profilatura Contornatura GAMMA

A4126

Materiale Caratteristica Ap Ae Ap Ae
Vc

m/min
min

Vc
m/min
max

mm
D/mm

6
D/mm

8
D/mm

10
D/mm

12
D/mm

16

ACCIAI AL
CARBONIO

�850 N/mmð 0,1 x D 0,1 x D 1 x D 0,1 x D 200 240 fz/mm 0,053 0,071 0,084 0,095 0,135

�1200 N/mmð 0,1 x D 0,1 x D 1 x D 0,1 x D 180 215 fz/mm 0,048 0,064 0,076 0,086 0,125

GHISE
<240 HB 0,1 x D 0,1 x D 1 x D 0,1 x D 200 240 fz/mm 0,061 0,082 0,097 0,110 0,145

<300 HB 0,1 x D 0,1 x D 1 x D 0,1 x D 180 215 fz/mm 0,053 0,071 0,084 0,095 0,132

TEMPRATI
<45 HRC 0,1 x D 0,1 x D 1 x D 0,1 x D 95 120 fz/mm 0,043 0,057 0,067 0,076 0,105

<62 HRC 0,1 x D 0,1 x D 1 x D 0,1 x D 65 90 fz/mm 0,043 0,057 0,067 0,076 0,095

Valori “fz” consigliati per esecuzioni di profilature.
Per contornature Ap = 1 x D Ae = 0,1 x D, adeguare i parametri di taglio. (es: Vc x 0,6 fz x 0,75)

A.169Indivisible package  Suggested retail package - Unit price

CORNER RADIUS END MILLS Z4

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Ti6Al4V HTA < 45 < 60 < 65

          

Material Sub micro-grain carbide 0,4
Standard Factory standard
Tolerance h10
Shank Cylindrical / Weldon with neck reduction

Helix 30° right-hand
Surface treatment WIND
Application Slotting, pocketing and profiling on materials up to 62 HRC.

ITEM: A4126

On request available with Weldon shank at a cost of € 2.
Cylindrical shank (A4126....) Weldon shank (A4126...W)

FACTORY STANDARD

A4126 Tech. Code D
mm

R
mm

l
mm

d1
mm

H
mm

L
mm

d
mm

Z 

4T
-3

0°

6
0.3

6 5.8 24 60 6

4 1

0.5
1

8

0.3

8 7.8 29 75 8
0.5
1

1.5
2

10

0.3

10 9.7 35 80 10
0.5
1

1.5
2

12

0.5

12 11.7 37 100 12
1

1.5
2

16

0.5

16 15.5 42 105 16
1

1.5
2

Profiling Side milling RANGE

Material Feature Ap Ae Ap Ae
Vc

m/min.
min.

Vc m/
min.
max

mm
D/mm

6
D/mm

8
D/mm

10
D/mm

12
D/mm

16

CARBON STEEL
< 850 N/mm² 0.1 x D 0.1 x D 1 x D 0.1 x D 200 240 fz/mm 0.053 0.071 0.084 0.095 0.135

< 1200 N/mm² 0.1 x D 0.1 x D 1 x D 0.1 x D 180 215 fz/mm 0.048 0.064 0.076 0.086 0.125

CAST IRON
< 240 HB 0.1 x D 0.1 x D 1 x D 0.1 x D 200 240 fz/mm 0.061 0.082 0.097 0.110 0.145

< 300 HB 0.1 x D 0.1 x D 1 x D 0.1 x D 180 215 fz/mm 0.053 0.071 0.084 0.095 0.132

HARDENED
< 45 HRC 0.1 x D 0.1 x D 1 x D 0.1 x D 95 120 fz/mm 0.043 0.057 0.067 0.076 0.105

< 62 HRC 0.1 x D 0.1 x D 1 x D 0.1 x D 65 90 fz/mm 0.043 0.057 0.067 0.076 0.095

Recommended "fz" values for profiling. For side milling Ap = 1 x D Ae = 0,1 x D. Adjust cutting parameters (ex. Vc x 0.6 fz x 0.75)



A

A.170 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Profilatura Contornatura GAMMA

A4131

Materiale Caratteristica Ap Ae Ap Ae
Vc

m/min
min

Vc
m/min
max

mm
D/mm

6
D/mm

8
D/mm

10
D/mm

12
D/mm

16

ACCIAI AL
CARBONIO

�850 N/mmð 0,1 x D 0,1 x D 1 x D 0,1 x D 200 240 fz/mm 0,053 0,071 0,084 0,095 0,135

�1200 N/mmð 0,1 x D 0,1 x D 1 x D 0,1 x D 180 215 fz/mm 0,048 0,064 0,076 0,086 0,125

GHISE
<240 HB 0,1 x D 0,1 x D 1 x D 0,1 x D 200 240 fz/mm 0,061 0,082 0,097 0,110 0,145

<300 HB 0,1 x D 0,1 x D 1 x D 0,1 x D 180 215 fz/mm 0,053 0,071 0,084 0,095 0,132

TEMPRATI
<45 HRC 0,1 x D 0,1 x D 1 x D 0,1 x D 95 120 fz/mm 0,043 0,057 0,067 0,076 0,105

<62 HRC 0,1 x D 0,1 x D 1 x D 0,1 x D 65 90 fz/mm 0,043 0,057 0,067 0,076 0,095

Valori “fz” consigliati per esecuzioni di profilature.
Per contornature Ap = 1 x D Ae = 0,1 x D, adeguare i parametri di taglio. (es: Vc x 0,6 fz x 0,75)

< 500 < 850 < 1200 < 600 < 850 DUPLEX < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Ti6Al4V HTA < 45 < 60 < 65

          

Materiale Metallo duro integrale Micrograna 0,4
Norma NDF
Tolleranza h10
Codolo Cilindrico / Weldon con sottocodolo minorato

Elica Destra 30°
Tratt. Superficiale WIND
Applicazione Esecuzione di tasche, terrazzamenti e contornature su

materiali con durezza fino a 62 HRC.

ART. A4131

A richiesta fornibili con codolo Weldon al costo di 2€.
Codolo cilindrico ( A4131.... ) Codolo Weldon ( A4131...W )

FRESA NDF

A4131 Cod. Tec. GR05
Euro

D
mm

R
mm

l
mm

d1
mm

H
mm

L
mm

d
mm

Z 

4T
 - 

30
°

A413160,5 63,00
6

0,5
6 5,8 45 90 6

4 1

A413161 63,00 1

A413180,5 88,40
8

0,5
8 7,8

55 100

8
A413181 88,40 1

A4131100,5 111,00
10

0,5
10 9,7 10

A4131101,5 111,00 1,5

A4131120,5 148,20

12

0,5

12 11,7 75 120 12A4131121 148,20 1

A4131121,5 148,20 1,5

FRESE TOROIDALI Z4

A.170 Indivisible package   Suggested retail package - Unit price

Profiling Side Milling RANGE

Material Feature Ap Ae Ap Ae
Vc

m/min.
min.

Vc m/
min.
max

mm
D/mm

6
D/mm

8
D/mm

10
D/mm

12
D/mm

16

CARBON STEEL
< 850 N/mm² 0.1 x D 0.1 x D 1 x D 0.1 x D 200 240 fz/mm 0.053 0.071 0.084 0.095 0.135

< 1200 N/mm² 0.1 x D 0.1 x D 1 x D 0.1 x D 180 215 fz/mm 0.048 0.064 0.076 0.086 0.125

CAST IRON
< 240 HB 0.1 x D 0.1 x D 1 x D 0.1 x D 200 240 fz/mm 0.061 0.082 0.097 0.110 0.145

< 300 HB 0.1 x D 0.1 x D 1 x D 0.1 x D 180 215 fz/mm 0.053 0.071 0.084 0.095 0.132

HARDENED
< 45 HRC 0.1 x D 0.1 x D 1 x D 0.1 x D 95 120 fz/mm 0.043 0.057 0.067 0.076 0.105

< 62 HRC 0.1 x D 0.1 x D 1 x D 0.1 x D 65 90 fz/mm 0.043 0.057 0.067 0.076 0.095

Recommended "fz" values for profiling. For side milling Ap = 1 x D Ae = 0,1 x D. Adjust cutting parameters (ex. Vc x 0.6 fz x 0.75)

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Ti6Al4V HTA < 45 < 60 < 65

          

Material Sub micro-grain carbide 0,4
Standard Factory standard
Tolerance h10
Shank Cylindrical / Weldon with neck reduction

Helix 30° right-hand
Surface treatment WIND
Application Slot and profiling on materials up to 62 HRC.

ITEM: A4131

On request available with Weldon shank at a cost of € 2.
Cylindrical shank (A4131....) Weldon shank (A4131...W)

FACTORY STANDARD

A4131 Tech. Code D
mm

R
mm

l
mm

d1
mm

H
mm

L
mm

d
mm

Z 

4T
-3

0°

6
0.5

6 5.8 45 90 6

4 1

1

8
0.5

8 7.8

55 100

8
1

10
0.5

10 9.7 10
1.5

12

0.5

12 11.7 75 120 121

1.5

FOUR FLUTE CORNER RADIUS END MILLS - CENTRE CUTTING



A

A.171 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

FRESE PASSO VARIABILE TOROIDALI PER LEGHE LEGGERE Z3 Alufly

< 500 < 850 < 1200 < 600 < 850 DUPLEX < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Ti6Al4V HTA < 45 < 60 < 65

  

α1 α2

α3

Materiale Metallo duro integrale Micrograna
Norma NDF
Tolleranza e8
Codolo Cilindrico / Weldon
Elica Destra 45° passo variabile
Tratt. Superficiale Lucida
Applicazione Esecuzione di cave e terrazzamenti su leghe d'alluminio.

Eccellenti finiture di parete.

ART. A4616

A richiesta fornibili con codolo Weldon al costo di 2€.
Codolo cilindrico ( A4616.... ) Codolo Weldon ( A4616...W )

FRESA NDF

A4616 Cod. Tec. GR05
Euro

D
mm

r
mm

L
mm

d3
mm

I
mm

H
mm

d
mm

Z 

3T
 - 

45
° 

VA
R

IA
BI

LE

A4616302 36,40
3

0,2

55
2,8 4,5

12
3

3 1

A4616305 36,40 0,5
A4616402 38,40

4
0,2

3,8 6 4A4616405 38,40 0,5
A4616502 39,60

5
0,2

58 4,8 7,5 15 5A4616505 39,60 0,5
A4616602 43,80

6

0,2

63 5,8 9 18 6
A4616605 43,80 0,5
A4616610 43,80 1,0
A4616615 43,80 1,5
A4616802 60,30

8

0,2

76 7,7 12 24 8
A4616805 60,30 0,5
A4616810 60,30 1,0
A4616815 60,30 1,5
A4616820 60,30 2,0
A46161002 90,00

10

0,2

89 9,7 15 30 10
A46161005 90,00 0,5
A46161010 90,00 1,0
A46161015 90,00 1,5
A46161020 90,00 2,0
A46161202 131,00

12

0,2

100 11,6 18 36 12
A46161205 131,00 0,5
A46161210 131,00 1,0
A46161215 131,00 1,5
A46161220 131,00 2,0
A46161602 216,70

16
0,2

110 15,5 24 48 16A46161610 216,70 1,0
A46161620 216,70 2,0

Contornatura Cava GAMMA

A4616

Materiale Caratteristica Ap Ae Ap
Vc

m/min
min

Vc
m/min
max

mm
D/mm

3
D/mm

6
D/mm

8
D/mm

10
D/mm

12
D/mm

16

NON FERROSI

ALU <10% Si 1,5 x D 0,5 x D 1 x D 250 1000 fz/mm 0,027 0,054 0,072 0,090 0,110 0,145

ALU >10% Si 1,5 x D 0,5 x D 1 x D 150 350 fz/mm 0,022 0,043 0,058 0,072 0,086 0,115

Valori “fz” consigliati per esecuzioni di contornature.
Per cave, adeguare i parametri di taglio. (es: fz x 0,8)

A.171Indivisible package  Suggested retail package - Unit price

CORNER RADIUS END MILLS FOR ALUMINUM ALLOYS Z3

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Ti6Al4V HTA < 45 < 60 < 65

  

Material Micro-grain carbide
Standard Factory standard
Tolerance e8
Shank Cylindrical / Weldon
Helix 45° right-hand variable pitch
Surface treatment Bright
Application Slotting, pocketing on aluminum alloys, superior

performances for steep wall finishing.

ITEM: A4616

On request available with Weldon shank at a cost of € 2.
Cylindrical shank (A4616....) Weldon shank (A4616...W)

FACTORY STANDARD

A4616 Tech. Code D
mm

r
mm

L
mm

d3
mm

I
mm

H
mm

d
mm

Z 

3T
 - 

45
°

VA
R

IA
BL

E

3
0.2

55
2.8 4.5

12
3

3 1

0.5

4
0.2

3.8 6 4
0.5

5
0.2

58 4.8 7.5 15 5
0.5

6

0.2

63 5.8 9 18 6
0.5
1.0
1.5

8

0.2

76 7.7 12 24 8
0.5
1.0
1.5
2.0

10

0.2

89 9.7 15 30 10
0.5
1.0
1.5
2.0

12

0.2

100 11.6 18 36 12
0.5
1.0
1.5
2.0

16
0.2

110 15.5 24 48 161.0
2.0

Side Milling Slotting RANGE

Material Feature Ap Ae Ap
Vc

m/min.
min.

Vc
m/min.
max.

mm
D/mm

3
D/mm

6
D/mm

8
D/mm

10
D/mm

12
D/mm

16

NON FERROUS

ALU < 10% Si 1.5 x D 0.5 x D 1 x D 250 1000 fz/mm 0.027 0.054 0.072 0.090 0,110 0,145

ALU > 10% Si 1.5 x D 0.5 x D 1 x D 150 350 fz/mm 0.022 0.043 0.058 0.072 0,086 0,115

Recommended "fz" values for slotting.
For side milling, adjust the cutting parameters. (ex: fz x 0.8)



A

A.172 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Profilatura Contornatura GAMMA

A4113

Materiale Caratteristica Ap Ae Ap Ae
Vc

m/min
min

Vc m/
min
max

mm
D/mm

6
D/mm

8
D/mm

10
D/mm

12
D/mm

16

TEMPRATI

<60 HRC 0,01 x D 0,01 x D 1 x D 0,1 x D 300 360 fz/mm 0,056 0,094 0,110 0,134 0,173

<65 HRC 0,01 x D 0,01 x D 1 x D 0,1 x D 190 235 fz/mm 0,056 0,094 0,110 0,134 0,173

<70 HRC 0,01 x D 0,01 x D 1 x D 0,1 x D 125 150 fz/mm 0,056 0,094 0,110 0,134 0,173

Valori “fz” consigliati per esecuzioni di profilature.
Per contornature Ap = 1 x D Ae = 0,1 x D, adeguare i parametri di taglio. (es: Vc x 0,2 fz x 0,4)

FRESE TOROIDALI Z4

< 500 < 850 < 1200 < 600 < 850 DUPLEX < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Ti6Al4V HTA < 45 < 60 < 65

      

Materiale Metallo duro integrale Micrograna 0,2
Norma NDF
Tolleranza D  4~ 6mm - ~ 0.02mm

D > 6 ~20mm - ~ 0.025mm
Codolo Cilindrico con sottocodolo minorato
Elica Destra 30°
Tratt. Superficiale WINDX
Applicazione Esecuzione di tasche e contornature su materiali

con durezza fino a 70 HRC.

ART. A4113

FRESA NDF

A4113 Cod. Tec. GR05
Euro

D
mm

R
mm

L
mm

l
mm

d1
mm

H
mm

d
mm

Z 

4T
 - 

30
°

A411340,3 52,90
4

0,3

60

4 3,9 20

6

4 1

A411340,5 52,90 0,5
A411341 52,90 1
A411360,3 54,90

6
0,3

6 5,8 24A411360,5 54,90 0,5
A411361 54,90 1
A411380,3 70,90

8

0,3

75 8 7,8 29 8
A411380,5 70,90 0,5
A411381 70,90 1
A411381,5 70,90 1,5
A4113100,3 95,80

10

0,3

80 10 9,7 35 10
A4113100,5 95,80 0,5
A4113101 95,80 1
A4113101,5 95,80 1,5
A4113102 95,80 2
A4113120,5 124,60

12

0,5

100 12 11,7 37 12
A4113121 124,60 1
A4113121,5 124,60 1,5
A4113122 124,60 2
A4113160,5 218,50

16

0,5

105 16 15,5 42 16
A4113161 218,50 1
A4113161,5 218,50 1,5
A4113162 218,50 2

A.172 Indivisible package   Suggested retail package - Unit price

Profiling Side Milling RANGE

Material Feature Ap Ae Ap Ae
Vc

m/min.
min.

Vc m/
min.
max

mm
D/mm

6
D/mm

8
D/mm

10
D/mm

12
D/mm

16

HARDENED

< 60 HRC 0.01 x D 0.01 x D 1 x D 0.1 x D 300 360 fz/mm 0.056 0.094 0.110 0.134 0.173

< 65 HRC 0.01 x D 0.01 x D 1 x D 0.1 x D 190 235 fz/mm 0.056 0.094 0.110 0.134 0.173

< 70 HRC 0.01 x D 0.01 x D 1 x D 0.1 x D 125 150 fz/mm 0.056 0.094 0.110 0.134 0.173

Recommended "fz" values for profiling. For side milling Ap = 1 x D Ae = 0,1 x D.
For slotting, adjust the cutting parameters. (ex: Vc x 0,2 fz x 0,4)

CORNER RADIUS END MILLS Z4

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Ti6Al4V HTA < 45 < 60 < 65

      

Material Micro-grain carbide
Standard Factory standard
Tolerance D  4~ 6mm - ~ 0.02mm

D > 6 ~20mm - ~ 0.025mm
Shank Cylindrical with neck reduction
Helix 30° right-hand
Surface treatment WIND X
Application Slot and profiling on materials up to 70 HRC.

ITEM: A4113

FACTORY STANDARD

A4113 Tech. Code D
mm

R
mm

L
mm

l
mm

d1
mm

H
mm

d
mm

Z 

4T
-3

0°

4
0,3

60

4 3,9 20

6

4 1

0,5
1

6
0,3

6 5,8 240,5
1

8

0,3

75 8 7,8 29 8
0,5
1

1,5

10

0,3

80 10 9,7 35 10
0,5
1

1,5
2

12

0,5

100 12 11,7 37 12
1

1,5
2

16

0,5

105 16 15,5 42 16
1

1,5
2



A

A.173 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

MICROFRESE TOROIDALI Z2

< 500 < 850 < 1200 < 600 < 850 DUPLEX < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Ti6Al4V HTA < 45 < 60 < 65

          

Materiale Metallo duro integrale Micrograna
Norma NDF
Tolleranza h8
Codolo Cilindrico con sottocodolo minorato
Elica Destra 30°
Tratt. Superficiale WIND
Applicazione Lavorazioni di finitura e semifinitura su materiali con durezza

fino a 60 HRC

ART. A4435

FRESA NDF

A4435 Cod. Tec. GR05
Euro

D
mm

R
mm

L
mm

l
mm

H
mm

d1
mm

d
mm

Z 

2T
 - 

30
°

A44350,54 51,40
0,50

0,10

50
1

4
0,48

4

2 1

A44350,56 51,40 6
A44350,64 (51,40)

0,60
4

0,58A44350,66 51,40 6
A44350,84 51,40

0,80
4

0,77A44350,86 51,40
6A443516 51,40

1,00 0,8 0,95
A4435110 51,40 10
A4435112 (51,40)

55
12

A4435116 51,40 16
A4435120 (51,40) 60 20
A44351,212 (51,40) 1,20

55
1,1 12 1,15

A44351,416 51,40 1,40 1,3 16 1,34
A44351,58 51,40

1,50
0,15

50
1,35

8
1,44A44351,512 51,40 55 12

A44351,520 51,40
60 20A44351,620 51,40 1,60 1,4 1,54

A44351,820 51,40 1,80 1,6 1,73
A443526 51,40

2,00 0,20

50

1,7

6

1,92

A443528 51,40 8
A4435210 51,40 10
A4435212 51,40

55
12

A4435216 51,40 16
A4435220 51,40 60 20
A4435225 51,40 65 25
A4435230 51,40 70 30
A44352,513 51,40 2,50 0,25

58
2 13 2,4

6

A4435310 54,40

3,00 0,30

2,5 10

2,85

A4435312 54,40
3

12
A4435316 (54,40)

65
16

A4435320 54,40 4 20
A4435325 54,40 70

2,5
25

A4435335 54,40 80 35
A4435412 60,40

4,00 0,40
58 4,5

12

3,9
A4435416 (60,40) 16
A4435420 60,40 65 5 20
A4435435 60,40

80
3 35

A4435540 63,50 5,00
0,50

3,5 40 4,9
A4435650 63,50 6,00 100 6 50 5,9

Profilatura Cava GAMMA

A4435

Materiale Caratteristica Ap Ae Ap
Vc

m/min
min

Vc
m/min
max

mm
D/mm

0,5
D/mm

0,5
D/mm

1,0
D/mm

1,0
D/mm

1,5
D/mm

1,5
D/mm

2,0
D/mm

2,0
D/mm

2,5
D/mm

2,5
D/mm

3,0

ACCIAI AL
CARBONIO

�850 N/mmð 1 x D 0,2 x D 0,2 x D 200 320 fz/mm 0,003 0,004 0,005 0,007 0,008 0,010 0,016 0,022 0,048 0,038 0,048

�1200 N/mmð 1 x D 0,2 x D 0,15 x D 180 260 fz/mm 0,003 0,003 0,004 0,006 0,007 0,009 0,014 0,020 0,045 0,036 0,045

TEMPRATI
<45 HRC 0,5 x D 0,2 x D 0,1 x D 75 140 fz/mm 0,002 0,003 0,004 0,006 0,007 0,009 0,011 0,016 0,040 0,030 0,040

<60 HRC 0,5 x D 0,2 x d 0,1 x D 50 115 fz/mm 0,002 0,003 0,003 0,005 0,006 0,008 0,010 0,013 0,035 0,026 0,035

Valori “fz” consigliati per esecuzioni di profilature.
Per cave, adeguare i parametri di taglio. (es: fz x 0,8)

A.173Indivisible package  Suggested retail package - Unit price

CORNER RADIUS MICRO END MILLS Z2

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Ti6Al4V HTA < 45 < 60 < 65

          

Material Micro-grain carbide
Standard Factory standard
Tolerance h8
End Cylindrical with reduced neck
Helix 30° right-hand
Surface treatment WIND
Application Finishing and semi-finishing on materials up to 60 HRC.

ITEM: A4435

FACTORY STANDARD

A4435 Tech. Code D
mm

R
mm

L
mm

l
mm

H
mm

Neck d.
mm

d
mm

Z 

2T
-3

0°

0.5

0.1

50
1

4
0.48

4

2 1

6

0.6
4

0.58
6

0.8
4

0.77
6

1 0.8 0.95
10

55
12
16

60 20
1.2

55
1.1 12 1.15

1.4 1.3 16 1.34

1.5
0.15

50
1.35

8
1.4455 12

60 201.6 1.4 1.54
1.8 1.6 1.73

2 0.2

50

1.7

6

1.92

8
10

55
12
16

60 20
65 25
70 30

2.5 0.25
58

2 13 2.4

6

3 0.3

2.5 10

2.85
3

12

65
16

4 20
70

2.5
25

80 35

4 0.4
58 4.5

12

3.9
16

65 5 20

80
3 35

5
0.5

3.5 40 4.9
6 100 6 50 5.9

Profiling Slotting RANGE

Material Feature Ap Ae Ap
Vc

m/min.
min.

Vc
m/min.
max.

mm
D/mm

0.5
D/mm

0.5
D/mm

1.0
D/mm

1.0
D/mm

1.5
D/mm

1.5
D/mm

2.0
D/mm

2.0
D/mm

2.5
D/mm

2.5
D/mm

3.0

CARBON STEEL
< 850 N/mm² 1.0 x D 0.2 x D 0.20 x D 200 320 fz/mm 0.003 0.004 0.005 0.007 0.008 0.010 0.016 0.022 0.048 0.038 0.048

< 1200 N/mm² 1.0 x D 0.2 x D 0.15 x D 180 260 fz/mm 0.003 0.003 0.004 0.006 0.007 0.009 0.014 0.020 0.045 0.036 0.045

HARDENED
< 45 HRC 0.5 x D 0.2 x D 0.10 x D 75 140 fz/mm 0.002 0.003 0.004 0.006 0.007 0.009 0.011 0.016 0.040 0.030 0.040

< 60 HRC 0.5 x D 0.2 x d 0.10 x D 50 115 fz/mm 0.002 0.003 0.003 0.005 0.006 0.008 0.010 0.013 0.035 0.026 0.035

Recommended "fz" values for profiling.
For slotting, adjust the cutting parameters. (ex: fz x 0.8)



A

A.174 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

FRESE HIGH FEED Z2 - Z3 Plana

< 500 < 850 < 1200 < 600 < 850 DUPLEX < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Ti6Al4V HTA < 45 < 60 < 65

           

Ae max Ap max

l1r

Materiale Metallo duro integrale Micrograna
Norma NDF
Tolleranza e8
Codolo Cilindrico con codolo ridotto
Elica Destra 0°
Tratt. Superficiale PRO 100
Applicazione Sgrossature di superfici 3D su materiali temprati

fino a 52 HRC.

ART. A4140

FRESA NDF

A4140 Cod. Tec. GR05
Euro

D
mm

L
mm

l1
mm

r
mm

Rp
mm

Ae max
mm

Ap max
mm

d
mm

Z 

M
U

LT
I -

 0
°

A41400314 57,90
3

53
14

0,75 0,70 1,5 0,20

6

2

1

A41400326 61,20 26
A41400419 57,90

4
19

1,0 0,85 2 0,27

3

A41400435 62,20 64 35
A41400524 60,80

5
53 24

1,25 1,20 2,5 0,34A41400544 66,30 80 44
A41400629 65,10

6
53 29

1,50 1,40 3 0,40A41400653 77,70 80 53
A41400838 85,20

8
64 38

2,0 1,95 4 0,54 8A41400858 107,30 106 58
A41401048 113,70

10
80 48

2,5 2,30 5 0,68 10A41401060 128,90 106 60
A41401252 141,00 12 80 52 3,0 2,85 6 0,81 12

D
mm

Rp
mm

Ap max
mm

3 0,70 0,20

Rp

Ap max

4 0,85 0,27

5 1,20 0,34

6 1,40 0,40

8 1,95 0,54

10 2,30 0,68

12 2,85 0,81

Profilatura Cava GAMMA

A4140

Materiale Caratteristica Ap Ae Ap
Vc

m/min
min

Vc
m/min
max

mm
D/mm

3
D/mm

4
D/mm

5
D/mm

6
D/mm

8
D/mm

10
D/mm

12

ACCIAI AL
CARBONIO

�850 N/mmð 0,025 x D 0,55 x D 0,025 x D 260 300 fz/mm 0,15 0,15 0,16 0,20 0,28 0,33 0,38

�1200 N/mmð 0,025 x D 0,55 x D 0,025 x D 190 265 fz/mm 0,14 0,14 0,15 0,18 0,25 0,30 0,35

ACCIAI INOX
�800 N/mmð 0,025 x D 0,55 x D 0,025 x D 125 150 fz/mm 0,15 0,15 0,16 0,20 0,26 0,30 0,35

DUPLEX 0,025 x D 0,55 x D 0,025 x D 110 135 fz/mm 0,14 0,14 0,15 0,18 0,24 0,28 0,32

SUPER LEGHE TI6AI4V 0,025 x D 0,55 x D 0,025 x D 75 125 fz/mm 0,12 0,12 0,13 0,16 0,20 0,26 0,30

TEMPRATI <52 HRC 0,025 x D 0,55 x D 0,025 x D 60 70 fz/mm 0,14 0,14 0,15 0,18 0,22 0,28 0,32

Valori “fz” consigliati per esecuzioni di contornature.
Per cave, adeguare i parametri di taglio. (es: fz x 0,8)

A.174 Indivisible package   Suggested retail package - Unit price

HIGH FEED END MILLS - Z2 - Z3

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Ti6Al4V HTA < 45 < 60 < 65

           

Material Micro-grain carbide
Standard Factory standard
Tolerance e8
Shank Cylindrical with nacked shank
Helix 0° right-hand
Surface treatment PRO 100
Application Roughing of 3D surfaces on hardened materials

up to 52 HRC.

ITEM: A4140

FACTORY STANDARD

A4140 Tech. Code D
mm

L
mm

l1
mm

r
mm

Rp
mm

Ae max
mm

Ap max
mm

d
mm

Z 

M
U

LT
I -

 0
°

3
53

14
0,75 0,70 1,5 0,20

6

2

1

26

4
19

1,0 0,85 2 0,27

3

64 35

5
53 24

1,25 1,20 2,5 0,34
80 44

6
53 29

1,50 1,40 3 0,40
80 53

8
64 38

2,0 1,95 4 0,54 8
106 58

10
80 48

2,5 2,30 5 0,68 10
106 60

12 80 52 3,0 2,85 6 0,81 12

D
mm

Rp
mm

Ap max
mm

3 0.70 0.20

4 0.85 0.27

5 1.20 0.34

6 1.40 0.40

8 1.95 0.54

10 2.30 0.68

12 2.85 0.81

Profiling Slotting RANGE

Material Feature Ap Ae Ap
Vc

m/min.
min.

Vc
m/min.
max.

mm
D/mm

3
D/mm

4
D/mm

5
D/mm

6
D/mm

8
D/mm

10
D/mm

12

CARBON STEEL
<850 N/mm² 0,025 x D 0,55 x D 0,025 x D 260 300 fz/mm 0.15 0.15 0.16 0.20 0.28 0.33 0.38

<1200 N/mm² 0,025 x D 0,55 x D 0,025 x D 190 265 fz/mm 0.14 0.14 0.15 0.18 0.25 0.30 0.35

STAINLESS
STEEL

<800 N/mm² 0,025 x D 0,55 x D 0,025 x D 125 150 fz/mm 0.15 0.15 0.16 0.20 0.26 0.30 0.35

DUPLEX 0,025 x D 0,55 x D 0,025 x D 110 135 fz/mm 0.14 0.14 0.15 0.18 0.24 0.28 0.32

SUPER ALLOY TI6AI4V 0,025 x D 0,55 x D 0,025 x D 75 125 fz/mm 0.12 0.12 0.13 0.16 0.20 0.26 0.30

HARDENED <52 HRC 0,025 x D 0,55 x D 0,025 x D 60 70 fz/mm 0.14 0.14 0.15 0.18 0.22 0.28 0.32

Recommended "fz" values for side milling.
For slotting, adjust the cutting parameters. (ex: fz x 0.8)



A

A.175 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

< 500 < 850 < 1200 < 600 < 850 DUPLEX < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Ti6Al4V HTA < 45 < 60 < 65

      

rAeMateriale Metallo duro integrale Micrograna
Norma NDF
Tolleranza e8
Codolo Cilindrico con sottocodolo minorato
Elica Destra 15°
Tratt. Superficiale WIND X
Applicazione Esecuzione di tasche e contornature su materiali con

durezza fino a 65 HRC

ART. A4138

FRESA NDF

A4138 Cod. Tec. GR05
Euro

D
mm

L
mm

r
mm

l max
mm

Ae max
mm

H
mm

d
mm

Z 

6T
 - 

15
°

A41386 66,30 6 63 0,63 0,32 1,32 18 6

6 1

A41388 89,20 8 76 0,83 0,42 1,76 24 8

A413810 136,90 10 89 1,04 0,53 2,20 30 10

A413812 178,20 12 100 0,75 0,63 2,64 36 12

A413816 272,00 16 110 1,00 0,84 3,52 48 16

FRESE PER ELEVATI AVANZAMENTI Z6 Ultracut

Profilatura Cava GAMMA

A4138

Materiale Caratteristica Ap Ae Ap
Vc

m/min
min

Vc
m/min
max

mm
D/mm

6
D/mm

8
D/mm

10
D/mm

12
D/mm

16

ACCIAI AL
CARBONIO

�850 N/mmð 0,025 x D 0,5 x D 0,025 x D 120 145 fz/mm 0,136 0,210 0,290 0,360 0,450

�1200 N/mmð 0,025 x D 0,5 x D 0,025 x D 95 125 fz/mm 0,136 0,210 0,290 0,360 0,450

TEMPRATI
<56 HRC 0,025 x D 0,5 x D 0,025 x D 60 70 fz/mm 0,105 0,165 0,215 0,265 0,340

<62 HRC 0,025 x D 0,5 x D 0,025 x D 35 55 fz/mm 0,105 0,165 0,215 0,265 0,340

Valori “fz” consigliati per esecuzioni di profilature.
Per cave Ap = 0,025 x D Ae = 1 x D, adeguare i parametri di taglio. (es: Vc x 0,8 fz x 0,75)

D
mm

Rp
mm

Ap max
mm

6 0,63 0,32

Rp

Ap max

8 0,83 0,42

10 1,04 0,53

12 1,24 0,63

16 1,66 0,84

A.175Indivisible package  Suggested retail package - Unit price

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Ti6Al4V HTA < 45 < 60 < 65

      

Material Micro-grain carbide
Standard Factory standard
Tolerance e8
Shank Cylindrical with neck reduction
Helix 15° right-hand
Surface treatment WIND X
Application Pocketing and side milling on hardned materials

up to 65 HRC.

ITEM: A4138

FACTORY STANDARD

A4138 Tech. Code D
mm

L
mm

r
mm

l max
mm

Ae max
mm

H
mm

d
mm

Z 

6T
-1

5°

6 63 0.63 0.32 1.32 18 6

6 1

8 76 0.83 0.42 1.76 24 8

10 89 1.04 0.53 2.20 30 10

12 100 0.75 0.63 2.64 36 12

16 110 1.00 0.84 3.52 48 16

HIGH FEED END MILLS - COOLANT HOLE Z6

Profiling Slotting RANGE

Material Feature Ap Ae Ap
Vc

m/min.
min.

Vc
m/min.
max.

mm
D/mm

6
D/mm

8
D/mm

10
D/mm

12
D/mm

16

CARBON STEEL
< 850 N/mm² 0.025 x D 0.5 x D 0.025 x D 120 145 fz/mm 0.136 0.210 0.290 0.360 0.450

< 1200 N/mm² 0.025 x D 0.5 x D 0.025 x D 95 125 fz/mm 0.136 0.210 0.290 0.360 0.450

HARDENED
< 56 HRC 0.025 x D 0.5 x D 0.025 x D 60 70 fz/mm 0.105 0.165 0.215 0.265 0.340

< 62 HRC 0.025 x D 0.5 x D 0.025 x D 35 55 fz/mm 0.105 0.165 0.215 0.265 0.340

Recommended "fz" values for profiling. For slotting Ap < 0,025 x D Ae = 1 x D. Adjust cutting parameters. (ex: Vc X 0,8 fz X 0,75)

D
mm

Rp
mm

Ap max
mm

6 0.63 0.32

8 0.83 0.42

10 1.04 0.53

12 1.24 0.63

16 1.66 0.84



A

A.176 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

FRESE SEMISFERICHE Z2

< 500 < 850 < 1200 < 600 < 850 DUPLEX < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Ti6Al4V HTA < 45 < 60 < 65

      

Materiale Metallo duro integrale Micrograna
Norma NDF
Tolleranza D < = 1mm - ~ 0.019mm

D 1~ 6mm - ~ 0.02mm
D > 6 ~20mm - ~ 0.025mm

Codolo Cilindrico / Weldon
Elica Destra 30°
Tratt. Superficiale WIND
Applicazione Esecuzione di copiature in semifinitura e finitura.

ART. A4315

A richiesta fornibili con codolo Weldon al costo di 2€.
Codolo cilindrico ( A4315.... ) Codolo Weldon ( A4315...W )

FRESA NDF

A4315 Cod. Tec. GR01
Euro

D
mm

L
mm

l
mm

d
mm

Z 

2T
 - 

30
°

A43151 25,10 1,00

50

2

6 2 1

A43151,5 25,10 1,50 3
A43152 25,10 2,00 4
A43152,5 25,10 2,50 5
A43153 25,10 3,00 6
A43154 25,10 4,00 8
A43155 25,10 5,00 10
A43156 25,10 6,00 12

Profilatura Cava GAMMA

A4315

Materiale Caratteristica Ap Ae Ap
Vc

m/min
min

Vc
m/min
max

mm
D/mm

2
D/mm

3
D/mm

4
D/mm

6
D/mm

8
D/mm

10
D/mm

12

ACCIAI AL
CARBONIO

�500 N/mmð 0,05 x D 0,05 x D 0,4 x D 90 115 fz/mm 0,012 0,016 0,025 0,031 0,042 0,053 0,063

�850 N/mmð 0,05 x D 0,05 x D 0,4 x D 80 110 fz/mm 0,010 0,015 0,023 0,027 0,035 0,050 0,059

�1200 N/mmð 0,05 x D 0,05 x D - 70 95 fz/mm 0,008 0,010 0,018 0,025 0,032 0,044 0,052

ACCIAI INOX
�600 N/mmð 0,05 x D 0,05 x D 0,3 x D 70 85 fz/mm 0,008 0,015 0,023 0,027 0,035 0,050 0,059

�800 N/mmð 0,05 x D 0,05 x D - 55 70 fz/mm 0,007 0,010 0,018 0,025 0,032 0,044 0,052

GHISE
<240 HB 0,05 x D 0,05 x D 0,4 x D 80 105 fz/mm 0,010 0,016 0,022 0,030 0,042 0,053 0,063

<300 HB 0,05 x D 0,05 x D 0,3 x D 70 90 fz/mm 0,008 0,015 0,020 0,029 0,040 0,050 0,059

TEMPRATI <45 HRC 0,03 x D 0,03 x D - 35 45 fz/mm 0,006 0,010 0,016 0,025 0,032 0,039 0,048

Valori “fz” consigliati per esecuzioni di finiture.
Per semifiniture, adeguare i parametri di taglio. (es: Ap = 0,2 x D Ae = 0,1 x D fz x 1,8)

A.176 Indivisible package   Suggested retail package - Unit price

BALL NOSE END MILLS Z2

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Ti6Al4V HTA < 45 < 60 < 65

      

Material Micro-grain carbide
Standard Factory standard
Tolerance D < = 1mm - ~0.019mm

D 1~ 6mm - ~ 0.02mm
D > 6 ~20mm - ~ 0.025mm

Shank Cylindrical / Weldon
Helix 30° right-hand
Surface treatment WIND
Application Copying, semi-finishing and finishing.

ITEM: A4315

On request available with Weldon shank at a cost of € 2.
Cylindrical shank (A4315....) Weldon shank (A4315...W)

FACTORY STANDARD

A4315 Tech. Code D
mm

L
mm

l
mm

d
mm

Z 

2T
-3

0°

1

50

2

6 2 1

1.5 3
2 4

2.5 5
3 6
4 8
5 10
6 12

Profiling Slotting RANGE

Material Feature Ap Ae Ap
Vc

m/min.
min.

Vc
m/min.
max.

mm
D/mm

2
D/mm

3
D/mm

4
D/mm

6
D/mm

8
D/mm

10
D/mm

12

CARBON STEEL

< 500 N/mm² 0.05 x D 0.05 x D 0.4 x D 90 115 fz/mm 0.012 0.016 0.025 0.031 0.042 0.053 0.063

< 850 N/mm² 0.05 x D 0.05 x D 0.4 x D 80 110 fz/mm 0.010 0.015 0.023 0.027 0.035 0.050 0.059

< 1200 N/mm² 0.05 x D 0.05 x D - 70 95 fz/mm 0.008 0.010 0.018 0.025 0.032 0.044 0.052

STAINLESS
STEEL

< 600 N/mm² 0.05 x D 0.05 x D 0.3 x D 70 85 fz/mm 0.008 0.015 0.023 0.027 0.035 0.050 0.059

< 800 N/mm² 0.05 x D 0.05 x D - 55 70 fz/mm 0.007 0.010 0.018 0.025 0.032 0.044 0.052

CAST IRON
< 240 HB 0.05 x D 0.05 x D 0.4 x D 80 105 fz/mm 0.010 0.016 0.022 0.030 0.042 0.053 0.063

< 300 HB 0.05 x D 0.05 x D 0.3 x D 70 90 fz/mm 0.008 0.015 0.020 0.029 0.040 0.050 0.059

HARDENED < 45 HRC 0.03 x D 0.03 x D - 35 45 fz/mm 0.006 0.010 0.016 0.025 0.032 0.039 0.048

Recommended "fz" values for finishing.
For semi-finishing, adjust the cutting parameters. (ex: Ap = 0.2 x D Ae = 0.1 x D fz x 1.8)



A

A.177 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

FRESE SEMISFERICHE Z2

< 500 < 850 < 1200 < 600 < 850 DUPLEX < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Ti6Al4V HTA < 45 < 60 < 65

          

Materiale Metallo duro integrale Micrograna
Norma NDF
Tolleranza h10
Codolo Cilindrico / Weldon
Elica Destra 30°
Tratt. Superficiale TiAlN
Applicazione Esecuzione di copiatura in semifinitura e finitura su

materiali con durezza fino a 55 HRC.

ART. A4318

A richiesta fornibili con codolo Weldon al costo di 2€.
Codolo cilindrico ( A4318.... ) Codolo Weldon ( A4318...W )

FRESA NDF

A4318 Cod. Tec. GR05
Euro

D
mm

L
mm

l
mm

d
mm

Z 

2T
 - 

30
°

A431802 16,10 2 38 7 3

2 1

A431803 23,90 3

57

8

6
A431804 23,90 4 11
A431805 23,90 5

13A431806 23,90 6
A431808 30,70 8 63 19 8
A431810 44,40 10 72 22 10
A431812 64,60 12 83 26 12
A431816 153,10 16 92 32 16
A431820 185,60 20 104 38 20

Profilatura Cava GAMMA

A4318

Materiale Caratteristica Ap Ae Ap
Vc

m/min
min

Vc
m/min
max

mm
D/mm

3
D/mm

4
D/mm

6
D/mm

8
D/mm

10
D/mm

12
D/mm

16

ACCIAI AL
CARBONIO

�850 N/mmð 0,3 x D 0,7 x D 0,2 x D 100 120 fz/mm 0,010 0,019 0,031 0,037 0,046 0,050 0,059

�1200 N/mmð 0,3 x D 0,7 x D 0,2 x D 80 100 fz/mm 0,008 0,015 0,025 0,030 0,037 0,041 0,047

GHISE

<240 HB 0,3 x D 0,7 x D - 140 160 fz/mm 0,020 0,030 0,050 0,060 0,074 0,084 0,120

<300 HB 0,3 x D 0,7 x D - 100 140 fz/mm 0,016 0,024 0,040 0,048 0,059 0,064 0,095

TEMPRATI <55 HRC 0,3 x D 0,7 x D - 30 60 fz/mm 0,008 0,012 0,020 0,025 0,030 0,035 0,040

Valori “fz” consigliati per esecuzioni di finiture.
Per semifiniture, adeguare i parametri di taglio. (es: Ap = 0,2 x D Ae = 0,1 x D fz x 1,8)

A.177Indivisible package  Suggested retail package - Unit price

BALL NOSE END MILLS Z2

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Ti6Al4V HTA < 45 < 60 < 65

          

Material Micro-grain carbide
Standard Factory standard
Tolerance h10
Shank Cylindrical
Helix Right-hand 30°
Surface treatment TiAlN
Application Copying, semi-finishing and finishing on materials

up to 55 HRC.

ITEM: A4318

On request available with Weldon shank at a cost of € 2.
Cylindrical shank (A4318....) Weldon shank (A4318...W)

FACTORY STANDARD

A4318 Tech. Code D
mm

L
mm

l
mm

d
mm

Z 

2T
-3

0°

2 38 7 3

2 1

3

57

8

6
4 11
5

13
6
8 63 19 8
10 72 22 10
12 83 26 12
16 92 32 16
20 104 38 20

Profiling Slotting RANGE

Material Feature Ap Ae Ap
Vc

m/min.
min.

Vc
m/min.
max.

mm
D/mm

3
D/mm

4
D/mm

6
D/mm

8
D/mm

10
D/mm

12
D/mm

16

CARBON STEEL

< 850 N/mm² 0.3 x D 0.7 x D 0.2 x D 100 120 fz/mm 0.010 0.019 0.031 0.037 0.046 0.050 0.059

< 1200 N/mm² 0.3 x D 0.7 x D 0.2 x D 80 100 fz/mm 0.008 0.015 0.025 0.030 0.037 0.041 0.047

CAST IRON

< 240 HB 0.3 x D 0.7 x D - 140 160 fz/mm 0.020 0.030 0.050 0.060 0.074 0.084 0.120

< 300 HB 0.3 x D 0.7 x D - 100 140 fz/mm 0.016 0.024 0.040 0.048 0.059 0.064 0.095

HARDENED < 55 HRC 0.3 x D 0.7 x D - 30 60 fz/mm 0.008 0.012 0.020 0.025 0.030 0.035 0.040

Recommended "fz" values for finishing.
For semi-finishing, adjust the cutting parameters. (ex: Ap = 0.2 x D Ae = 0.1 x D fz x 1.8)



A

A.178 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

FRESE SEMISFERICHE Z2 Sphere

Cod. Tec.
A4350

GR05
Euro

Cod. Tec.
A4351

GR05
Euro

Cod. Tec.
A4352

GR05
Euro

D
mm

R
mm

L
mm

l
mm

d
mm

Z 

2T
 - 

30
°

...03 34,70 - -
3 1,5

50
5

6

2 1

- ...03 45,00 - 75
- - ...03 56,50 100

...04 34,70 - -
4 2

50
8- ...04 45,00 - 75

- - ...04 56,50 100
...05 34,70 - -

5 2,5
50

9- ...05 45,00 - 75
- - ...05 56,50 100

...06 36,90 - -
6 3

60
10- ...06 45,00 - 75

- - ...06 56,50 100
...08 53,00 - -

8 4
64

12 8- ...08 64,20 - 75
- - ...08 79,70 100

...10 77,40 - -
10 5

70
14 10- ...10 95,10 - 100

- - ...10 108,50 125
...12 104,00 - -

12 6
75

16 12- ...12 123,80 - 100
- - ...12 157,80 125

...16 177,20 - - 16 8 90 32 16

FRESA NDF

Materiale Metallo duro integrale Micrograna
Norma NDF
Tolleranza +0 / -0,02 mm
Codolo Cilindrico
Elica Destra 30°
Tratt. Superficiale HT-300
Applicazione Esecuzione di semifiniture e finiture 3D su materiali molto

difficili da lavorare fino a 52 HRC

ART. A4350 - A4351 - A4352

< 500 < 850 < 1200 < 600 < 850 DUPLEX < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Ti6Al4V HTA < 45 < 60 < 65

          

R

Profilatura Cava GAMMA

A4350 A4351 A4352

Materiale Caratteristica Ap Ae Ap
Vc

m/min
min

Vc
m/min
max

mm
D/mm

3
D/mm

4
D/mm

5
D/mm

6
D/mm

8
D/mm

10
D/mm

12
D/mm

16

ACCIAI AL
CARBONIO

�1200 N/mmð 0,05 x D 0,2 x D - 230 370 fz/mm 0,018 0,025 0,030 0,037 0,045 0,056 0,065 0,083

ACCIAI INOX �800 N/mmð 0,05 x D 0,2 x D - 200 310 fz/mm 0,016 0,021 0,027 0,033 0,040 0,050 0,058 0,075

SUPER LEGHE HTA 0,05 x D 0,2 x D - 170 280 fz/mm 0,016 0,021 0,027 0,033 0,040 0,050 0,058 0,075

TEMPRATI � 50 HRC 0,05 x D 0,2 x D - 200 310 fz/mm 0,016 0,021 0,027 0,033 0,040 0,050 0,058 0,075

Valori “fz” consigliati per esecuzioni di finiture.
Per semifiniture, adeguare i parametri di taglio. (es: Ap = 0,1 x D Ae = 0,1 x D fz x 1,5)

A.178 Indivisible package   Suggested retail package - Unit price

BALL NOSE END MILLS Z2

D
mm

R
mm

L
mm

l
mm

d
mm

Z 

2T
-3

0°

3 1,5
50

5

6

2 1

75
100

4 2
50

875
100

5 2,5
50

975
100

6 3
60

1075
100

8 4
64

12 875
100

10 5
70

14 10100
125

12 6
75

16 12100
125

16 8 90 32 16

FACTORY STANDARD

Material Micro-grain carbide
Standard Factory standard
Tolerance +0 / -0,02 mm
Shank Cylindrical
Helix 30° right-hand
Surface treatment HT-300
Application Semifinishing and 3D finishing on very difficult to cut

materials, up to 52 HRC

ITEM: A4350 - A4351 - A4352

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Ti6Al4V HTA < 45 < 60 < 65

          

Profiling Slotting RANGE

Material Feature Ap Ae Ap
Vc

m/min.
min.

Vc
m/min.
max.

mm
D/mm

3
D/mm

4
D/mm

5
D/mm

6
D/mm

8
D/mm

10
D/mm

12
D/mm

16

CARBON STEEL < 1200 N/mm² 0.05 x D 0.2 x D - 230 370 fz/mm 0.018 0.025 0.030 0.037 0.045 0.056 0.065 0.083

STAINLESS
STEEL

< 800 N/mm² 0.05 x D 0.2 x D - 200 310 fz/mm 0.016 0.021 0.027 0.033 0.040 0.050 0,058 0.075

SUPER ALLOY HTA 0.05 x D 0.2 x D - 170 280 fz/mm 0.016 0.021 0.027 0.033 0.040 0.050 0,058 0.075

HARDENED � 50 HRC 0.05 x D 0.2 x D - 200 310 fz/mm 0.016 0.021 0.027 0.033 0.040 0.050 0,058 0.075

Recommended "fz" values for finishing applications.
For semi-finishing, adjust cutting parameters (ex: Ap= 0.1 x D Ae = 0.1 x D fz x 1.5)



A

A.179 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

< 500 < 850 < 1200 < 600 < 850 DUPLEX < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Ti6Al4V HTA < 45 < 60 < 65

          

l

Materiale Metallo duro integrale Micrograna
Norma NDF
Tolleranza e8
Codolo Cilindrico
Elica Destra 38° passo variabile
Tratt. Superficiale AITiN
Applicazione Sgrossatura e finitura su tutti i materiali

ART. A4340

FRESA NDF

A4340 Cod. Tec. GR10
Euro

D
mm

L
mm

l
mm

H
mm

d1
mm

d
mm

Z 

4T
 - 

38
° 

VA
R

IA
BI

LE

A434005 54,60 5
57

9
15

4,70
6

4 1

A434006 54,60 6 10 5,64

A434008 68,80 8 63 12 20 7,52 8

A434010 100,00 10 72 14 25 9,40 10

A434012 139,50 12 83 16 30 11,28 12

A434016 221,50 16 92 22 38 15,04 16

A434020 323,50 20 104 26 50 18,80 20

FRESE SEMISFERICHE PASSO VARIABILE Z4

Profilatura Cava GAMMA

A4340

Materiale Caratteristica Ap Ae Ap
Vc

m/min
min

Vc
m/min
max

mm
D/mm

5
D/mm

6
D/mm

8
D/mm

10
D/mm

12
D/mm

16
D/mm

20

ACCIAI AL
CARBONIO

�500 N/mmð 1,25 x D 0,50 x D 1,0 x D 150 200 fz/mm 0,036 0,044 0,060 0,072 0,083 0,101 0,114

�850 N/mmð 1,25 x D 0,50 x D 1,0 x D 120 160 fz/mm 0,030 0,036 0,050 0,061 0,070 0,087 0,101

�1200 N/mmð 1,25 x D 0,50 x D 0,75 x D 60 100 fz/mm 0,024 0,029 0,040 0,048 0,056 0,070 0,081

ACCIAI INOX

�600 N/mmð 1,25 x D 0,50 x D 1,0 x D 90 115 fz/mm 0,030 0,036 0,050 0,061 0,070 0,087 0,101

�800 N/mmð 1,25 x D 0,50 x D 1,0 x D 60 80 fz/mm 0,024 0,029 0,040 0,048 0,056 0,070 0,081

DUPLEX 1,25 x D 0,50 x D 1,0 x D 60 70 fz/mm 0,020 0,025 0,034 0,040 0,047 0,057 0,065

GHISE
<240 HB 1,25 x D 0,50 x D 1,0 x D 120 150 fz/mm 0,036 0,044 0,060 0,072 0,083 0,101 0,114

<300 HB 1,25 x D 0,50 x D 1,0 x D 110 140 fz/mm 0,030 0,036 0,050 0,061 0,070 0,087 0,101

SUPER LEGHE
TI6Al4V 1,25 x D 0,50 x D 1,0 x D 50 90 fz/mm 0,030 0,036 0,050 0,061 0,070 0,087 0,101

HTA 1,25 x D 0,30 x D 0,3 x D 25 40 fz/mm 0,016 0,019 0,026 0,032 0,037 0,046 0,054

TEMPRATI <45 HRC 1,25 x D 0,50 x D 0,75 x D 80 140 fz/mm 0,027 0,033 0,045 0,054 0,062 0,077 0,088

Valori “fz” consigliati per esecuzioni di profilature.
Per cave, adeguare i parametri di taglio. (es: fz x 0,8)

A.179Indivisible package  Suggested retail package - Unit price

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Ti6Al4V HTA < 45 < 60 < 65

          

Material MIcro-grain Integral hard metal
Standard Factory standard
Tolerance e8
Shank Cylindrical
Helix Right-hand 38° variable pitch
Surface treatment AITiN
Application Roughing and finishing on all materials

ITEM: A4340

FACTORY STANDARD

A4340 Tech. Code D
mm

L
mm

l
mm

H
mm

d1
mm

d
mm

Z 

4T
 - 

38
°

VA
R

IA
BL

E

5
57

9
15

4,70
6

4 1

6 10 5,64

8 63 12 20 7,52 8

10 72 14 25 9,40 10

12 83 16 30 11,28 12

16 92 22 38 15,04 16

20 104 26 50 18,80 20

BALL NOSE END MILLS VARIABLE PITCH Z4

Profiling Slotting RANGE

Material Feature Ap Ae Ap
Vc

m/min.
min.

Vc
m/min.
max.

mm
D/mm

5
D/mm

6
D/mm

8
D/mm

10
D/mm

12
D/mm

16
D/mm

20

CARBON STEEL

< 500 N/mm² 1.25 x D 0.50 x D 1.0 x D 150 200 fz/mm 0.036 0.044 0.060 0.072 0.083 0.101 0.114

< 850 N/mm² 1.25 x D 0.50 x D 1.0 x D 120 160 fz/mm 0.030 0.036 0.050 0.061 0.070 0.087 0.101

< 1200 N/mm² 1.25 x D 0.50 x D 0.75 x D 60 100 fz/mm 0.024 0.029 0.040 0.048 0.056 0.070 0.081

STAINLESS
STEEL

< 600 N/mm² 1.25 x D 0.50 x D 1.0 x D 90 115 fz/mm 0.030 0.036 0.050 0.061 0.070 0.087 0.101

< 800 N/mm² 1.25 x D 0.50 x D 1.0 x D 60 80 fz/mm 0.024 0.029 0.040 0.048 0.056 0.070 0.081

< 800 N/mm² 1.25 x D 0.50 x D 1.0 x D 60 70 fz/mm 0.020 0.025 0.034 0.040 0.047 0.057 0.065

CAST IRON
< 240 HB 1.25 x D 0.50 x D 1.0 x D 120 150 fz/mm 0.036 0.044 0.060 0.072 0.083 0.101 0.114

< 300 HB 1.25 x D 0.50 x D 1.0 x D 110 140 fz/mm 0.030 0.036 0.050 0.061 0.070 0.087 0.101

SUPER ALLOY
TI6Al4V 1.25 x D 0.50 x D 1.0 x D 50 90 fz/mm 0.030 0.036 0.050 0.061 0.070 0.087 0.101

HTA 1.25 x D 0.50 x D 0.3 x D 25 40 fz/mm 0.016 0.019 0.026 0.032 0.037 0.046 0.054

HARDENED < 45 HRC 1.25 x D 0.50 x D 0.75 x D 80 140 fz/mm 0.027 0.033 0.045 0.054 0.062 0.077 0.088

Recommended "fz" values for side milling.
For slotting, adjust the cutting parameters. (ex: fz x 0.8)



A

A.180 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

< 500 < 850 < 1200 < 600 < 850 DUPLEX < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Ti6Al4V HTA < 45 < 60 < 65

  

α1 α2

α3

Materiale Metallo duro integrale Micrograna
Norma NDF
Tolleranza e8
Codolo Cilindrico / Weldon
Elica Destra 40° passo variabile
Tratt. Superficiale Lucida
Applicazione Lavorazioni di finitura e semifinitura su leghe di alluminio

con presenza di Silicio fino al 12%.

ART. A4620

A richiesta fornibili con codolo Weldon al costo di 2€.
Codolo cilindrico ( A4620.... ) Codolo Weldon ( A4620...W )

FRESA NDF

A4620 Cod. Tec. GR05
Euro

D
mm

L
mm

l
mm

d
mm

Z 

3T
 - 

40
° 

VA
R

IA
BI

LE

A46203 29,90 3 38 12 3

3 1

A46204 34,50 4 51 15 4

A46205 39,60 5

64 20

5

A46206 50,10 6 6

A46208 64,30 8 8

A462010 82,50 10 70
25

10

A462012 100,70 12 76 12

A462016 167,10 16 89 35 16

FRESE PASSO VARIABILE SEMISFERICHE PER LEGHE LEGGERE Z3 Alufly

Profilatura Cava GAMMA

A4620

Materiale Caratteristica Ap Ae Ap
Vc

m/min
min

Vc
m/min
max

mm
D/mm

3
D/mm

6
D/mm

8
D/mm

10
D/mm

12
D/mm

16

NON FERROSI

ALU <10% Si 0,1 x D 0,1 x D 0,25 x D 250 1000 fz/mm 0,030 0,060 0,080 0,095 0,110 0,165

ALU >10% Si 0,1 x D 0,1 x D 0,25 x D 150 350 fz/mm 0,030 0,060 0,080 0,095 0,110 0,165

Valori “fz” consigliati per esecuzioni di profilature.
Per cave, adeguare i parametri di taglio. (es: fz x 0,6)

A.180 Indivisible package   Suggested retail package - Unit price

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Ti6Al4V HTA < 45 < 60 < 65

  

Material Micro-grain carbide
Standard Factory standard
Tolerance e8
Shank Cylindrical / Weldon
Helix 40° right-hand variable pitch
Surface treatment Bright
Application Finishing and semi-finishing on aluminum alloys up to 12%

silicon content.

ITEM: A4620

On request available with Weldon shank at a cost of € 2.
Cylindrical shank (A4620....) Weldon shank (A4620...W)

FACTORY STANDARD

A4620 Tech. Code D
mm

L
mm

l
mm

d
mm

Z 

3T
 - 

40
°

VA
R

IA
BL

E

3 38 12 3

3 1

4 51 15 4

5

64 20

5

6 6

8 8

10 70
25

10

12 76 12

16 89 35 16

BALL NOSE END MILLS FOR ALUMINUM ALLOYS Z3

Profiling Slotting RANGE

Material Feature Ap Ae Ap
Vc

m/min.
min.

Vc
m/min.
max.

mm
D/mm

3
D/mm

6
D/mm

8
D/mm

10
D/mm

12
D/mm

16

NON FERROUS

ALU < 10% Si 0.1 x D 0.1 x D 0.25 x D 250 1000 fz/mm 0.030 0.060 0.080 0.095 0.110 0,165

ALU > 10% Si 0.1 x D 0.1 x D 0.25 x D 150 350 fz/mm 0.030 0.060 0.080 0.095 0.110 0,165

Recommended "fz" values for profiling.
For slotting, adjust the cutting parameters. (ex: fz x 0.6)



A

A.181 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

< 500 < 850 < 1200 < 600 < 850 DUPLEX < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Ti6Al4V HTA < 45 < 60 < 65

  

l

Materiale Metallo duro micrograna
Norma NDF
Tolleranza f8
Codolo Cilindrico
Elica Destra 45°
Tratt. Superficiale WIND Z
Applicazione Finitura e semifinitura di leghe di Alluminio fino a 12% di

Silicio

ART. A4622

FRESA NDF

A4622 Cod. Tec. GR05
Euro

D
mm

L
mm

H
mm

d1
mm

l
mm

d
mm

Z 

2T
 - 

45
°

A462203 42,30 3 50 16 2,7 6 3

2 1

A462204 50,30 4

54

17 3,7 7 4

A462205 56,00 5 18 4,6 8 5

A462206 54,60 6 21 5,5 10 6

A462208 69,70 8 59 27 7,5 12 8

A462210 91,40 10 67 32 9,4 13 10

A462212 123,60 12 73 38 11,4 16 12

A462216 197,50 16
83

44 15 20 16

A462220 275,60 20 50 19 25 20

FRESE SEMISFERICHE PER ALLUMINIO Z2 Alufly

Profilatura Cava GAMMA

A4622

Materiale Caratteristica Ap Ae Ap
Vc

m/min
min

Vc
m/min
max

mm
D/mm

3
D/mm

4
D/mm

5
D/mm

6
D/mm

8
D/mm

10
D/mm

12
D/mm

16
D/mm

20

NON FERROSI

ALU <10% Si 0,1 x D 0,1 x D 0,25 x D 350 1000 fz/mm 0,030 0,040 0,045 0,050 0,060 0,070 0,080 0,120 0,170

ALU >10% Si 0,1 x D 0,1 x D 0,25 x D 350 750 fz/mm 0,030 0,040 0,045 0,050 0,060 0,070 0,080 0,120 0,170

Valori “fz” consigliati per esecuzioni di profilature.
Per cave, adeguare i parametri di taglio. (es: fz x 0,6)

A.181Indivisible package  Suggested retail package - Unit price

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Ti6Al4V HTA < 45 < 60 < 65

  

Material Micro-grain carbide
Standard Factory standard
Tollerance f8
Shank Cylindrical
Helix 45° right-hand variable pitch
Surface treatment WIND Z
Application Finishing and semi-finishing on aluminum alloys up to12%

Silicon content.

ITEM: A4622

FACTORY STANDARD

A4622 Tech. Code D
mm

L
mm

H
mm

d1
mm

l
mm

d
mm

Z 

2T
-4

5°

3 50 16 2,7 6 3

2 1

4

54

17 3,7 7 4

5 18 4,6 8 5

6 21 5,5 10 6

8 59 27 7,5 12 8

10 67 32 9,4 13 10

12 73 38 11,4 16 12

16
83

44 15 20 16

20 50 19 25 20

BALL NOSE END MILLS FOR ALUMINUM Z2

Profiling Slotting RANGE

Material Feature Ap Ae Ap
Vc

m/min.
min.

Vc
m/min.
max.

mm
D/mm

3
D/mm

4
D/mm

5
D/mm

6
D/mm

8
D/mm

10
D/mm

12
D/mm

16
D/mm

20

NON FERROUS

ALU < 10% Si 0.1 x D 0.1 x D 0.25 x D 350 1000 fz/mm 0.030 0.040 0.045 0.050 0.060 0.070 0.080 0.120 0.170

ALU > 10% Si 0.1 x D 0.1 x D 0.25 x D 350 750 fz/mm 0.030 0.040 0.045 0.050 0.060 0.070 0.080 0.120 0.170

Recommended "fz" values for profiling.
For slotting, adjust the cutting parameters. (ex: fz x 0.6)



A

A.182 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

FRESE SEMISFERICHE Z2

< 500 < 850 < 1200 < 600 < 850 DUPLEX < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Ti6Al4V HTA < 45 < 60 < 65

      

Materiale Metallo duro integrale Micrograna
Norma NDF
Tolleranza D < = 1mm - ~ 0.019mm

D 1~ 6mm - ~ 0.02mm
D > 6 ~20mm - ~ 0.025mm

Codolo Cilindrico
Elica Destra 30°
Tratt. Superficiale WIND X
Applicazione Esecuzione di copiature in semifinitura e finitura di materiali

con durezza fino a 65 HRC

ART. A4330

FRESA NDF

A4330 Cod. Tec. GR05
Euro

D
mm

L
mm

l
mm

d
mm

Z 

2T
 - 

30
°

A43301 35,10 1,00

50

1,5

4

2 1

A43301,5 35,10 1,50 2,5
A43302 35,10 2,00 3
A43302,5 35,10 2,50 4
A43303 35,10 3,00 5
A43304 35,10 4,00 6
A43305 48,60 5,00 8

6A43306 48,60 6,00 9
A43307 68,40 7,00

60
14

8A43308 68,40 8,00 16
A43309 101,80 9,00

75
18

10A433010 101,80 10,00 20
A433012 138,70 12,00

24
12

A433014 249,30 14,00 80
16A433016 294,90 16,00 100

Profilatura Cava GAMMA

A4330

Materiale Caratteristica Ap Ae Ap
Vc

m/min
min

Vc
m/min
max

mm
D/mm

2
D/mm

3
D/mm

4
D/mm

6
D/mm

8
D/mm

10
D/mm

12
D/mm

16

ACC.
CARBONIO

�1200 N/mmð 0,03 x D 0,02 x D - 280 380 fz/mm 0,022 0,030 0,040 0,060 0,080 0,100 0,150 0,200

TEMPRATI

<45 HRC 0,03 x D 0,02 x D - 210 250 fz/mm 0,020 0,028 0,037 0,056 0,075 0,090 0,135 0,175

<65 HRC 0,02 x D 0,02 x D - 130 165 fz/mm 0,016 0,022 0,030 0,050 0,062 0,080 0,100 0,150

Valori “fz” consigliati per esecuzioni di finiture.
Per semifiniture, adeguare i parametri di taglio. (es: Ap = 0,1 x D Ae = 0,1 x D fz x 1,5)

A.182 Indivisible package   Suggested retail package - Unit price

BALL NOSE END MILLS Z2

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Ti6Al4V HTA < 45 < 60 < 65

      

Material Micro-grain carbide
Standard Factory standard
Tolerance D < = 1mm - ~ 0.019mm

D 1~ 6mm - ~ 0.02mm
D > 6 ~20mm - ~ 0.025mm

Shank Cylindrical
Helix 30° right-hand
Surface treatment WIND X
Application Copying, semi-finishing and finishing on materials

up to 65 HRC.

ITEM: A4330

FACTORY STANDARD

A4330 Tech. Code D
mm

L
mm

l
mm

d
mm

Z 

2T
-3

0°

1

50

1.5

4

2 1

1.5 2.5
2 3

2.5 4
3 5
4 6
5 8

6
6 9
7

60
14

8
8 16
9

75
18

10
10 20
12

24
12

14 80
16

16 100

Profiling Slotting RANGE

Material Feature Ap Ae Ap
Vc

m/min.
min.

Vc
m/min.
max.

mm
D/mm

2
D/mm

3
D/mm

4
D/mm

6
D/mm

8
D/mm

10
D/mm

12
D/mm

16

CARBON STEEL < 1200 N/mm² 0.03 x D 0.02 x D - 280 380 fz/mm 0.022 0.030 0.040 0.060 0.080 0.100 0.150 0.200

HARDENED

< 45 HRC 0.03 x D 0.02 x D - 210 250 fz/mm 0.020 0.028 0.037 0.056 0.075 0.090 0.135 0.175

< 65 HRC 0.02 x D 0.02 x D - 130 165 fz/mm 0.016 0.022 0.030 0.050 0.062 0.080 0.100 0.150

Recommended "fz" values for finishing.
For semi-finishing, adjust the cutting parameters. (ex: Ap = 0.1 x D Ae = 0.1 x D fz x 1.5)



A

A.183 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

MICROFRESE SEMISFERICHE Z2

< 500 < 850 < 1200 < 600 < 850 DUPLEX < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Ti6Al4V HTA < 45 < 60 < 65

      

Materiale Metallo duro integrale Micrograna
Norma NDF
Tolleranza D < = 1mm - ~ 0.005/0.025mm

D 1~ 4mm - ~ 0.001/0.025mm
Codolo Cilindrico
Elica Destra 30°
Tratt. Superficiale WIND X
Applicazione Lavorazioni di finitura e semifinitura su materiali

con durezza fino a 65 HRC.

ART. A4427

FRESA NDF

A4427 Cod. Tec. GR05
Euro

D
mm

L
mm

l
mm

d
mm

Z 

2T
 - 

30
°

A44270,3 63,20 0,3

50

0,6

4 2 1

A44270,4 57,70 0,4 0,8
A44270,5 42,00 0,5 1
A44270,6 42,00 0,6 1,2
A44270,7 42,00 0,7 1,4
A44270,8 38,00 0,8 1,6
A44270,9 38,00 0,9 1,8
A44271 31,90 1 2
A44271,2 38,00 1,2 2,4
A44271,5 31,90 1,5 3
A44272 31,90 2 4
A44273 31,90 3 6
A44274 31,90 4 8

Profilatura Cava GAMMA

A4427

Materiale Caratteristica Ap Ae Ap
Vc

m/min
min

Vc
m/min
max

mm
D/mm

0,2
D/mm

0,4
D/mm

0,6
D/mm

0,8
D/mm

1,0
D/mm

1,2
D/mm

1,5
D/mm

2,0
D/mm

2,5
D/mm

3,0
D/mm

4,0

ACC.
CARBONIO

�1200 N/mmð 0,05 x D 0,05 x D 0,25 x D 250 375 fz/mm 0,008 0,009 0,012 0,015 0,023 0,030 0,036 0,048 0,060 0,072 0,100

TEMPRATI

<45 HRC 0,05 x D 0,05 x D 0,25 x D 140 230 fz/mm 0,006 0,006 0,008 0,010 0,015 0,023 0,028 0,036 0,050 0,062 0,085

<60 HRC 0,05 x D 0,05 x D 0,25 x D 100 155 fz/mm 0,005 0,005 0,006 0,008 0,012 0,018 0,024 0,032 0,041 0,050 0,075

Valori “fz” consigliati per esecuzioni di profilature con utensili aventi dimensione H < 3 x D.
Per H > 3 x D adeguare i parametri di taglio. (es: fz x 0,7)
Per cave, adeguare i parametri di taglio. (es: fz x 0,8)

A.183Indivisible package  Suggested retail package - Unit price

BALL NOSE MICRO END MILLS Z2

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Ti6Al4V HTA < 45 < 60 < 65

      

Material Micro-grain carbide
Standard Factory standard
Tolleranza D < = 1mm - ~ 0.005/0.025mm

D 1~ 4mm - ~ 0.001/0.025mm
Shank Cylindrical
Helix 30° right-hand
Surface treatment WIND X
Application Finishing and semi-finishing on materials up to 65 HRC.

ITEM: A4427

FACTORY STANDARD

A4427 Tech. Code D
mm

L
mm

l
mm

d
mm

Z 

2T
-3

0°

0.3

50

0.6

4 2 1

0.4 0.8
0.5 1
0.6 1.2
0.7 1.4
0.8 1.6
0.9 1.8
1 2

1.2 2.4
1.5 3
2 4
3 6
4 8

Profiling Slotting RANGE

Material Feature Ap Ae Ap
Vc

m/min.
min.

Vc
m/min.
max.

mm
D/mm

0.2
D/mm

0.4
D/mm

0.6
D/mm

0.8
D/mm

1.0
D/mm

1.2
D/mm

1.5
D/mm

2.0
D/mm

2.5
D/mm

3.0
D/mm

4.0

CARBON STEEL < 1200 N/mm² 0.05 x D 0.05 x D 0.25 x D 250 375 fz/mm 0.008 0.009 0.012 0.015 0.023 0.030 0.036 0.048 0.060 0.072 0.100

HARDENED

< 45 HRC 0.05 x D 0.05 x D 0.25 x D 140 230 fz/mm 0.006 0.006 0.008 0.010 0.015 0.023 0.028 0.036 0.050 0.062 0.085

< 60 HRC 0.05 x D 0.05 x D 0.25 x D 100 155 fz/mm 0.005 0.005 0.006 0.008 0.012 0.018 0.024 0.032 0.041 0.050 0.075

Recommended "fz" values for side milling with H < 3 x D sized tools.
As for H > 3 x D, adjust cutting parameters (ex. fz x 0.7)
For slotting, adjust the cutting parameters. (ex: fz x 0.8)



A

A.184 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

MICROFRESE SEMISFERICHE Z2

< 500 < 850 < 1200 < 600 < 850 DUPLEX < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Ti6Al4V HTA < 45 < 60 < 65

          

Materiale Metallo duro integrale Micrograna
Norma NDF
Tolleranza D < = 1mm - ~ 0.005/0.025mm

D 1~ 4mm - ~ 0.001/0.025mm
Codolo Cilindrico con sottocodolo minorato
Elica Destra 30°
Tratt. Superficiale WIND +
Applicazione Lavorazioni di finitura e semifinitura su materiali con

durezza fino a 60 HRC

ART. A4430

FRESA NDF

A4430 Cod. Tec. GR05
Euro

D
mm

L
mm

l
mm

H
mm

d
mm

d1
mm

Z 

2T
 - 

30
°

A44300,52 51,60
0,50

50

1
2

4

0,45

2 1

A44300,54 51,60 4
A44300,56 49,00 6
A44300,64 49,00

0,60
1,2

4
0,55A44300,66 49,00

6A44300,86 51,60
0,80 0,75A44300,88 51,60 8

A443016 43,00

1,00 1,5

6

0,95
A443018 43,00 8
A4430110 43,00 10
A4430112 43,00 12
A44301,28 57,90

1,20

2

8
1,15A44301,212 57,90 12

A44301,58 43,00

1,50

8

1,44
A44301,512 43,00 12
A44301,516 43,00 16
A44301,520 43,00 20
A44301,68 57,90

1,60 2,5
8

1,55A44301,612 57,90 12
A44301,616 57,90 16
A443028 43,00

2,00 3

8

1,95
A4430212 43,00 12
A4430216 43,00 16
A4430220 43,00 20
A443038 48,10

3,00 4

8

6

2,9
A4430310 48,10 10
A4430316 57,00 16
A4430320 57,00

60
20

A4430325 60,20 25
A4430410 48,10

4,00 75 5

10

3,9
A4430415 61,80 15
A4430420 65,30 20
A4430425 65,30 25
A4430430 65,30 30

Profilatura Cava GAMMA

A4430

Materiale Caratteristica Ap Ae Ap
Vc

m/min
min

Vc
m/min
max

mm
D/mm

0,2
D/mm

0,4
D/mm

0,6
D/mm

0,8
D/mm

1,0
D/mm

1,2
D/mm

1,5
D/mm

2,0
D/mm

2,5
D/mm

3,0
D/mm

4,0

ACCIAI AL
CARBONIO

�850 N/mmð 0,05 x D 0,05 x D 0,25 x D 200 320 fz/mm 0,009 0,010 0,016 0,020 0,025 0,032 0,038 0,052 0,065 0,080 0,110

�1200 N/mmð 0,05 x D 0,05 x D 0,25 x D 180 260 fz/mm 0,008 0,009 0,012 0,015 0,023 0,030 0,036 0,048 0,060 0,072 0,100

TEMPRATI

<45 HRC 0,05 x D 0,05 x D 0,25 x D 75 140 fz/mm 0,006 0,006 0,008 0,010 0,015 0,023 0,028 0,036 0,050 0,062 0,085

<60 HRC 0,05 x D 0,05 x D 0,25 x D 50 115 fz/mm 0,005 0,005 0,006 0,008 0,012 0,018 0,024 0,032 0,041 0,050 0,075

Valori “fz” consigliati per esecuzioni di profilature con utensili aventi dimensione H < 3 x D.
Per H > 3 x D adeguare i parametri di taglio. (es: fz x 0,7)
Per cave, adeguare i parametri di taglio. (es: fz x 0,8)

A.184 Indivisible package   Suggested retail package - Unit price

BALL NOSE MICRO END MILLS Z2

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Ti6Al4V HTA < 45 < 60 < 65

          

Material Micro-grain carbide
Standard Factory standard
Tolerance D < = 1mm - ~ 0.005/0.025mm

D > 1 ~ 4mm - ~ 0.001/0.025mm
Shank Cylindrical with neck
Helix 30° right-hand
Surface treatment WIND +
Application Finishing and semi-finishing on materials up to 60 HRC.

ITEM: A4430

FACTORY STANDARD

A4430 Tech. Code D
mm

L
mm

l
mm

H
mm

d
mm

d1
mm

Z 

2T
-3

0°

0.5

50

1
2

4

0.45

2 1

4
6

0.6
1.2

4
0.55

6
0.8 0.75

8

1 1.5

6

0.95
8

10
12

1.2

2

8
1.15

12

1.5

8

1.44
12
16
20

1.6 2.5
8

1.5512
16

2 3

8

1.95
12
16
20

3 4

8

6

2.9
10
16

60
20
25

4 75 5

10

3.9
15
20
25
30

Profiling Slotting RANGE

Material Feature Ap Ae Ap
Vc

m/min.
min.

Vc
m/min.
max.

mm
D/mm

0.2
D/mm

0.4
D/mm

0.6
D/mm

0.8
D/mm

1.0
D/mm

1.2
D/mm

1.5
D/mm

2.0
D/mm

2.5
D/mm

3.0
D/mm

4.0

CARBON STEEL

< 850 N/mm² 0.05 x D 0.05 x D 0.25 x D 200 320 fz/mm 0.009 0.010 0.016 0.020 0.025 0.032 0.038 0.052 0.065 0.080 0.110

< 1200 N/mm² 0.05 x D 0.05 x D 0.25 x D 180 260 fz/mm 0.008 0.009 0.012 0.015 0.023 0.030 0.036 0.048 0.060 0.072 0.100

HARDENED

< 45 HRC 0.05 x D 0.05 x D 0.25 x D 75 140 fz/mm 0.006 0.006 0.008 0.010 0.015 0.023 0.028 0.036 0.050 0.062 0.085

< 60 HRC 0.05 x D 0.05 x D 0.25 x D 50 115 fz/mm 0.005 0.005 0.006 0.008 0.012 0.018 0.024 0.032 0.041 0.050 0.075

Recommended "fz" values for side milling with H < 3 x D sized tools.
As for H > 3 x D, adjust cutting parameters (ex. fz x 0.7)
For slotting, adjust the cutting parameters. (ex: fz x 0.8)



A

A.185 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

< 500 < 850 < 1200 < 600 < 850 DUPLEX < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Ti6Al4V HTA < 45 < 60 < 65

       

R

l1

d1
Materiale Metallo duro integrale Micrograna
Norma NDF
Tolleranza +0 / -0,02 mm
Codolo Cilindrico
Elica Destra 30°
Tratt. Superficiale HT-300
Applicazione Esecuzione di semifiniture e finiture 3D su materiali molto

difficili da lavorare fino a 52 HRC

ART. A4360

FRESA NDF

A4360 Cod. Tec. GR05
Euro

D
mm

R
mm

d1
mm

L
mm

l
mm

l1
mm

d
mm

Z

2T
 - 

30
°

A4360021 74,80 0,2 0,1 0,15

50

0,2
1,0

4 2

A4360031 69,80 0,3 0,15 0,25 0,3
A4360041 64,80

0,4 0,2 0,35

0,4

A4360042 (64,80) 2,0
A4360043 64,80 3,0
A4360052 61,20

0,5 0,25 0,45

2,0
A4360053 61,20 3,0
A4360054 61,20 4,0
A4360055 61,20 5,0
A4360062 58,20

0,6 0,3 0,55 0,5
2,0

A4360064 (58,20) 4,0
A4360068 58,50 8,0
A4360082 58,20

0,8 0,4 0,75 0,6
2,0

A4360084 58,20 4,0
A4360086 58,20 6,0
A436013 43,10

1,0 0,5 0,95 0,8

3,0
A436014 43,10 4,0
A436016 43,10 6,0
A436018 43,10 8,0
A4360110 44,20 10,0
A4360116 45,90 16,0
A4360158 42,50 1,5 0,75 1,45 1,2 8,0

A4360 Cod. Tec. GR05
Euro

D
mm

R
mm

d1
mm

L
mm

l
mm

l1
mm

d
mm

Z

2T
 - 

30
°

A43601512 42,90 1,5 0,75 1,45

50

1,2 12,0

4

2

A436024 42,00

2,0 1,0 1,95 1,6

4,0
A436028 42,20 8,0
A4360210 42,40 10,0
A4360212 42,60 12,0
A4360216 43,70 16,0
A4360220 49,00 60 20,0
A4360225 (53,60)

75
25,0

A4360230 54,80 30,0
A436038 62,90

3,0 1,5 2,85

50

2,4

8,0

6

A4360310 62,90 10,0
A4360316 62,90

60
16,0

A4360320 62,90 20,0
A4360330 69,10

75
30,0

A4360335 69,10 35,0
A4360410 (60,00)

4,0 2,0 3,85

50

3,2

10,0
A4360416 62,90

60
16,0

A4360420 62,90 20,0
A4360425 69,10

75
25,0

A4360430 69,80 30,0
A4360435 69,80 35,0
A4360440 73,00 100 40,0

MICROFRESE SEMISFERICHE Z2 Sphere

Profilatura Cava GAMMA

A4360

Materiale Caratteristica Ap Ae Ap
Vc

m/min
min

Vc
m/min
max

mm
D/mm

0,2
D/mm

0,3
D/mm

0,4
D/mm

0,5
D/mm

0,6
D/mm

0,8
D/mm

1,0
D/mm

1,5
D/mm

2,0
D/mm

3,0
D/mm

4,0

ACC.CARBONIO �1200 N/mmð 0,1 x D 0,02 x D - 60 80 fz/mm 0,002 0,002 0,002 0,003 0,004 0,004 0,005 0,005 0,006 0,009 0,011

ACCIAI INOX �800 N/mmð 0,1 x D 0,02 x D - 50 70 fz/mm 0,002 0,002 0,002 0,003 0,004 0,004 0,005 0,005 0,006 0,009 0,011

SUPER LEGHE HTA 0,1 x D 0,02 x D - 40 65 fz/mm 0,002 0,002 0,002 0,003 0,004 0,004 0,005 0,005 0,006 0,009 0,011

TEMPRATI � 50 HRC 0,1 x D 0,02 x D - 50 70 fz/mm 0,002 0,002 0,002 0,003 0,004 0,004 0,005 0,005 0,006 0,009 0,011

Valori “fz” consigliati per esecuzioni di finiture.
Per semifiniture, adeguare i parametri di taglio. (es: Ap = 0,1 x D Ae = 0,1 x D fz x 1,5)

A.185Indivisible package  Suggested retail package - Unit price

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Ti6Al4V HTA < 45 < 60 < 65

       

Material Micro-grain carbide
Standard Factory standard
Tolerance +0 / -0,02 mm
Shank Cylindrical
Helix 30° right-hand
Surface treatment HT-300
Application Semifinishing and 3D finishing on very difficult to cut

materials, up to 52 HRC.

ITEM: A4360

FACTORY STANDARD

A4360 Tech. Code D
mm

R
mm

d1
mm

L
mm

l
mm

l1
mm

d
mm

Z

2T
-3

0°

0.2 0.1 0.15

50

0.2
1.0

4 2

0.3 0.15 0.25 0.3

0.4 0.2 0.35

0.4

2.0
3.0

0.5 0.25 0.45

2.0
3.0
4.0
5.0

0.6 0.3 0.55 0.5
2.0
4.0
8.0

0.8 0.4 0.75 0.6
2.0
4.0
6.0

1.0 0.5 0.95 0.8

3.0
4.0
6.0
8.0

10.0
16.0

1.5 0.75 1.45 1.2 8.0

A4360 Tech. Code D
mm

R
mm

d1
mm

L
mm

l
mm

l1
mm

d
mm

Z

2T
-3

0°

1.5 0.75 1.45

50

1.2 12.0

4

2

2.0 1.0 1.95 1.6

4.0
8.0

10.0
12.0
16.0

60 20.0

75
25.0
30.0

3.0 1.5 2.85

50

2.4

8.0

6

10.0

60
16.0
20.0

75
30.0
35.0

4.0 2.0 3.85

50

3.2

10.0

60
16.0
20.0

75
25.0
30.0
35.0

100 40.0

BALL NOSE MICRO END MILLS Z2

Profiling Slotting RANGE

Material Feature Ap Ae Ap
Vc

m/min.
min.

Vc
m/min.
max.

mm
D/mm

0.2
D/mm

0.3
D/mm

0.4
D/mm

0.5
D/mm

0.6
D/mm

0.8
D/mm

1.0
D/mm

1.5
D/mm

2.0
D/mm

3.0
D/mm

4.0

CARBON STEEL < 1200 N/mm² 0.1 x D 0.2 x D - 60 80 fz/mm 0.002 0.002 0.002 0.003 0.004 0.004 0.005 0.005 0.006 0.009 0.011

STAINLESS
STEEL

< 800 N/mm² 0.1 x D 0.2 x D - 50 70 fz/mm 0.002 0.002 0.002 0.003 0.004 0.004 0.005 0.005 0.006 0.009 0.011

SUPER ALLOY HTA 0.1 x D 0.2 x D - 40 65 fz/mm 0.002 0.002 0.002 0.003 0.004 0.004 0.005 0.005 0.006 0.009 0.011

HARDENED � 50 HRC 0.1 x D 0.2 x D - 50 70 fz/mm 0.002 0.002 0.002 0.003 0.004 0.004 0.005 0.005 0.006 0.009 0.011

Recommended "fz" values for finishing applications.
For semi-finishing, adjust cutting parameters (ex: Ap= 0.1 x D Ae = 0.1 x D fz x 1.5)



A

A.186 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

< 500 < 850 < 1200 < 600 < 850 DUPLEX < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Ti6Al4V HTA < 45 < 60 < 65

      

Materiale Metallo duro integrale Micrograna
Norma NDF
Codolo Cilindrico / Weldon
Tratt. Superficiale WIND
Applicazione Esecuzione di raggi concavi su tutti i materiali.

ART. A4720

A richiesta fornibili con codolo Weldon al costo di 2€.
Codolo cilindrico ( A4720.... ) Codolo Weldon ( A4720...W )

FRESA NDF

A4720 Cod. Tec. GR05
Euro

D
mm

R
mm

L
mm

d
mm

Z 

4T

A4720101 72,70

10

1,0

50

10 4 1

A4720101,5 72,70 1,5

A4720102 72,70 2,0

A4720102,5 72,70 2,5

A4720123 83,70
12

3,0
60

A4720124 83,70 4,0

A4720165 172,40
16

5,0
75

A4720166 172,40 6,0

FRESE PER RAGGI CONCAVI

Contornatura Cava GAMMA

A4720

Materiale Caratteristica Ap Ae Ap
Vc

m/min
min

Vc
m/min
max

mm
D/mm

6
D/mm

8
D/mm

10
D/mm

12

ACCIAI AL
CARBONIO

�500 N/mmð 1 x r 1 x r - 70 80 fz/mm 0,015 0,020 0,025 0,030

�850 N/mmð 1 x r 1 x r - 55 65 fz/mm 0,015 0,020 0,025 0,030

�1200 N/mmð 1 x r 1 x r - 45 55 fz/mm 0,012 0,017 0,020 0,026

GHISE
<240 HB 1 x r 1 x r - 65 75 fz/mm 0,015 0,020 0,025 0,032

<300 HB 1 x r 1 x r - 45 60 fz/mm 0,012 0,017 0,020 0,024

Valori “fz” consigliati per esecuzioni di contornature.

A.186 Indivisible package   Suggested retail package - Unit price

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Ti6Al4V HTA < 45 < 60 < 65

      

Material Micro-grain carbide
Standard Factory standard
Shank Cylindrical / Weldon
Surface treatment WIND
Application Corner rounding operations on all materials.

ITEM: A4720

On request available with Weldon shank at a cost of € 2.
Cylindrical shank (A4720....) Weldon shank (A4720...W)

FACTORY STANDARD

A4720 Tech. Code D
mm

R
mm

L
mm

d
mm

Z 

4T

10

1.0

50

10 4 1

1.5

2.0

2.5

12
3.0

60
4.0

16
5.0

75
6.0

CORNER - ROUNDING END MILLS

Side Milling Slotting RANGE

Material Feature Ap Ae Ap
Vc

m/min.
min.

Vc
m/min.
max.

mm
D/mm

6
D/mm

8
D/mm

10
D/mm

12

CARBON STEEL

< 500 N/mm² 1 x r 1 x r - 70 80 fz/mm 0.015 0.020 0.025 0.030

< 850 N/mm² 1 x r 1 x r - 55 65 fz/mm 0.015 0.020 0.025 0.030

< 1200 N/mm² 1 x r 1 x r - 45 55 fz/mm 0.012 0.017 0.020 0.026

CAST IRON
< 240 HB 1 x r 1 x r - 65 75 fz/mm 0.015 0.020 0.025 0.032

< 300 HB 1 x r 1 x r - 45 60 fz/mm 0.012 0.017 0.020 0.024

Recommended "fz" values for side milling.



A

A.187 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

< 500 < 850 < 1200 < 600 < 850 DUPLEX < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Ti6Al4V HTA < 45 < 60 < 65

      

Materiale Metallo duro integrale Micrograna
Norma NDF
Codolo Cilindrico / Weldon
Elica Destra 0°
Tratt. Superficiale WIND
Applicazione Esecuzioni di smussi e svasature su fori, alberi e pareti

rettilinee. Adatta ad ogni tipo di materiale.

ART. A4723

A richiesta fornibili con codolo Weldon al costo di 2€.
Codolo cilindrico ( A4723.... ) Codolo Weldon ( A4723...W )

FRESA NDF

A4723 Cod. Tec. GR05
Euro

D
mm

L
mm

d
mm

Z 

4T
 - 

0°

A47236 28,50 6 60 6

4 1

A47238 43,80 8 70 8

A472310 58,90 10
75

10

A472312 74,80 12 12

A472316 130,80 16 80 16

FRESE PER SMUSSATURA 90° Z4 Speedy

Contornatura Cava GAMMA

A4723

Materiale Caratteristica Ap Ae Ap
Vc

m/min
min

Vc
m/min
max

mm
D/mm

6
D/mm

8
D/mm

10
D/mm

12

ACCIAI AL
CARBONIO

�500 N/mmð 0,1 x D 0,1 x D - 70 80 fz/mm 0,015 0,020 0,025 0,030

�850 N/mmð 0,1 x D 0,1 x D - 55 65 fz/mm 0,015 0,020 0,025 0,030

�1200 N/mmð 0,1 x D 0,1 x D - 45 55 fz/mm 0,012 0,017 0,020 0,026

GHISE
<240 HB 0,1 x D 0,1 x D - 65 75 fz/mm 0,015 0,020 0,025 0,032

<300 HB 0,1 x D 0,1 x D - 45 60 fz/mm 0,012 0,017 0,020 0,024

Valori “fz” consigliati per esecuzioni di contornature.
Valori diametrali da considerarsi come diametri effettivi di lavoro.

A.187Indivisible package  Suggested retail package - Unit price

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Ti6Al4V HTA < 45 < 60 < 65

      

Material Micro-grain carbide
Standard Factory standard
Shank Cylindrical / Weldon
Helix 0° right-hand
Surface treatment TiAIN
Application Holes, shafts, and straight walls chamfering and

deburring. For all materials.

ITEM: A4723

On request available with Weldon shank at a cost of € 2.
Cylindrical shank (A4723....) Weldon shank (A4723...W)

FACTORY STANDARD

A4723 Tech. Code D
mm

L
mm

d
mm

Z 

4T
 - 

0°

6 60 6

4 1

8 70 8

10
75

10

12 12

16 80 16

CHAMFER END MILLS Z4 - 90°

Side Milling Slotting RANGE

Material Feature Ap Ae Ap
Vc

m/min.
min.

Vc
m/min.
max.

mm
D/mm

6
D/mm

8
D/mm

10
D/mm

12

CARBON STEEL

< 500 N/mm² 0.1 x D 0.1 x D - 70 80 fz/mm 0.015 0.020 0.025 0.030

< 850 N/mm² 0.1 x D 0.1 x D - 55 65 fz/mm 0.015 0.020 0.025 0.030

< 1200 N/mm² 0.1 x D 0.1 x D - 45 55 fz/mm 0.012 0.017 0.020 0.026

CAST IRON
< 240 HB 0.1 x D 0.1 x D - 65 75 fz/mm 0.015 0.020 0.025 0.032

< 300 HB 0.1 x D 0.1 x D - 45 60 fz/mm 0.012 0.017 0.020 0.024

Recommended "fz" values for side milling.
Diameter values to be considered as effective work diameters.



A

A.188 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Contornatura Cava GAMMA

A4725

Materiale Caratteristica Ap Ae Ap
Vc

m/min
min

Vc
m/min
max

mm
D/mm

2
D/mm

3
D/mm

4
D/mm

5
D/mm

6
D/mm

8
D/mm

10
D/mm

12

ACCIAI AL
CARBONIO

�500 N/mmð 0,3 x D 0,3 x D 0,5 x D 70 75 fz/mm 0,008 0,010 0,012 0,015 0,018 0,023 0,030 0,040

�850 N/mmð 0,3 x D 0,3 x D 0,5 x D 40 60 fz/mm 0,008 0,010 0,012 0,015 0,018 0,023 0,030 0,040

�1200 N/mmð 0,3 x D 0,3 x D 0,5 x D 35 45 fz/mm 0,006 0,008 0,010 0,012 0,015 0,018 0,025 0,035

ACCIAI INOX
�600 N/mmð 0,3 x D 0,3 x D 0,5 x D 35 45 fz/mm 0,006 0,008 0,010 0,012 0,015 0,018 0,023 0,030

�800 N/mmð 0,3 x D 0,3 x D 0,5 x D 30 40 fz/mm 0,006 0,008 0,010 0,012 0,015 0,018 0,023 0,030

GHISE
<240 HB 0,3 x D 0,3 x D 0,5 x D 40 60 fz/mm 0,008 0,010 0,012 0,015 0,018 0,023 0,030 0,040

<300 HB 0,3 x D 0,3 x D 0,5 x D 30 35 fz/mm 0,006 0,008 0,010 0,012 0,015 0,018 0,025 0,035

NON FERROSI
ALU <10% Si 0,3 x D 0,3 x D 0,5 x D 130 150 fz/mm 0,008 0,010 0,012 0,015 0,018 0,023 0,030 0,040

ALU >10% Si 0,3 x D 0,3 x D 0,5 x D 90 120 fz/mm 0,008 0,010 0,012 0,015 0,018 0,023 0,030 0,040

TEMPRATI <45 HRC 0,3 x D 0,3 x D 0,5 x D 25 35 fz/mm 0,006 0,008 0,010 0,012 0,015 0,018 0,023 0,030

Valori “fz” consigliati per esecuzioni di contornature.

< 500 < 850 < 1200 < 600 < 850 DUPLEX < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Ti6Al4V HTA < 45 < 60 < 65

      

Materiale Metallo duro integrale Micrograna
Norma NDF
Tolleranza h7
Codolo Cilindrico
Elica Destra 30° - Vertice 90°
Tratt. Superficiale WIND+
Applicazione Multifunzione

ART. A4725

FRESA NDF

A4725 Cod. Tec. GR05
Euro

D
mm

t
mm

L
mm

l
mm

d
mm

Z 

2T
 - 

30
°

A472501 (54,20) 1,0 0,10
40

2
3

2 1
A472501,5 54,20 1,5 0,15 3
A472502 54,20 2,0 0,20 4
A472503 55,70 3,0 0,30

50
6 4

A472504 57,10 4,0 0,40 8 5

A4725 Cod. Tec. GR05
Euro

D
mm

t
mm

L
mm

l
mm

d
mm

Z 

2T
 - 

30
°

A472505 66,70 5,0 0,50 50 10 6

2 1
A472506 75,60 6,0 0,60 60 12 8
A472508 110,10 8,0 0,80 70 16 10
A472510 137,20 10,0 1,00

75
18

12A472512 137,20 12,0 1,20 20

FRESE MULTIFUNZIONALI 90° Z2 V Slot

Allargatura per
interpolazione Incisione Fresatura e smusso

laterale Smussatura Gole a V Centratura Foratura

A.188 Indivisible package   Suggested retail package - Unit price

Side Milling Slotting RANGE

Material Feature Ap Ae Ap
Vc

m/min.
min.

Vc
m/min.
max.

mm
D/mm

2
D/mm

3
D/mm

4
D/mm

5
D/mm

6
D/mm

8
D/mm

10
D/mm

12

CARBON STEEL

< 500 N/mm² 0.3 x D 0.3 x D 0.5 x D 70 75 fz/mm 0.008 0.010 0.012 0.015 0.018 0.023 0.030 0.040

< 850 N/mm² 0.3 x D 0.3 x D 0.5 x D 40 60 fz/mm 0.008 0.010 0.012 0.015 0.018 0.023 0.030 0.040

< 1200 N/mm² 0.3 x D 0.3 x D 0.5 x D 35 45 fz/mm 0.006 0.008 0.010 0.012 0.015 0.018 0.025 0.035

STAINLESS
STEEL

< 600 N/mm² 0.3 x D 0.3 x D 0.5 x D 35 45 fz/mm 0.006 0.008 0.010 0.012 0.015 0.018 0.023 0.030

< 800 N/mm² 0.3 x D 0.3 x D 0.5 x D 30 40 fz/mm 0.006 0.008 0.010 0.012 0.015 0.018 0.023 0.030

CAST IRON
< 240 HB 0.3 x D 0.3 x D 0.5 x D 40 60 fz/mm 0.008 0.010 0.012 0.015 0.018 0.023 0.030 0.040

< 300 HB 0.3 x D 0.3 x D 0.5 x D 30 35 fz/mm 0.006 0.008 0.010 0.012 0.015 0.018 0.025 0.035

NON FERROUS
ALU <10% Si 0.3 x D 0.3 x D 0.5 x D 130 150 fz/mm 0.008 0.010 0.012 0.015 0.018 0.023 0.030 0.040

ALU >10% Si 0.3 x D 0.3 x D 0.5 x D 90 120 fz/mm 0.008 0.010 0.012 0.015 0.018 0.023 0.030 0.040

HARDENED < 45 HRC 0.3 x D 0.3 x D 0.5 x D 25 35 fz/mm 0.006 0.008 0.010 0.012 0.015 0.018 0.023 0.030

Recommended "fz" values for side milling.

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Ti6Al4V HTA < 45 < 60 < 65

      

Material Micro-grain carbide
Standard Factory standard
Tolerance h7
Shank Cylindrical
Helix 30° right-hand - 90° peak
Surface treatment WIND +
Application Multi-function

ITEM: A4725

FACTORY STANDARD

A4725 Tech. Code D
mm

t
mm

L
mm

l
mm

d
mm

Z 

2T
-3

0°

1,0 0,10
40

2
3

2 1
1,5 0,15 3
2,0 0,20 4
3,0 0,30

50
6 4

4,0 0,40 8 5

A4725 Tech. Code D
mm

t
mm

L
mm

l
mm

d
mm

Z 

2T
-3

0°

5,0 0,50 50 10 6

2 1
6,0 0,60 60 12 8
8,0 0,80 70 16 10

10,0 1,00
75

18
12

12,0 1,20 20

MULTI-FUNCTION 90° END MILLS Z2

Interpolation
counterboring Engraving Side milling Longitudinal

chamfer V grooving Spotting Drilling



A

A.189 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

< 500 < 850 < 1200 < 600 < 850 DUPLEX < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Ti6Al4V HTA < 45 < 60 < 65

        

d1
Fig.1 Fig.2Materiale Metallo duro integrale Micrograna

Norma NDF
Codolo Cilindrico / Weldon
Tratt. Superficiale WIND
Applicazione Esecuzione di smussi a 45° in spinta e trazione.

Lavorazioni in interpolazione circolare.
Adatta a tutti i materiali.

ART. A4715

A richiesta fornibili con codolo Weldon al costo di 2€.
Codolo cilindrico ( A4715.... ) Codolo Weldon ( A4715...W )

FRESA NDF

A4715 Cod. Tec. GR05
Euro

D
mm

L
mm

d1
mm

l2
mm

s
mm

d
mm

Fig. Z 

4T

A47153 66,30 3

75

2,2 12 2
4

1

4 1

A47154 66,30 4 2,9 15,7 2,7

A47155 66,30 5
3,9

18 3 5

A47156 67,30 6

100

19 4

6
A47158 94,00 8

- -

2

2A471510 118,10 10 4

A471512 141,50 12 6

FRESE A SMUSSARE IN SPINTA E TRAZIONE A 45°

Contornatura Cava GAMMA

A4715

Materiale Caratteristica Ap Ae Ap
Vc

m/min
min

Vc
m/min
max

mm
D/mm

6
D/mm

8
D/mm

10
D/mm

12

ACCIAI AL
CARBONIO

�500 N/mmð 0,1 x D 0,1 x D - 70 80 fz/mm 0,015 0,020 0,025 0,030

�850 N/mmð 0,1 x D 0,1 x D - 55 65 fz/mm 0,015 0,020 0,025 0,030

�1200 N/mmð 0,1 x D 0,1 x D - 45 55 fz/mm 0,012 0,017 0,020 0,026

GHISE
<240 HB 0,1 x D 0,1 x D - 65 75 fz/mm 0,015 0,020 0,025 0,032

<300 HB 0,1 x D 0,1 x D - 45 60 fz/mm 0,012 0,017 0,020 0,024

Valori “fz” consigliati per esecuzioni di contornature.
Valori diametrali da considerarsi come diametri effettivi di lavoro.

A.189Indivisible package  Suggested retail package - Unit price

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Ti6Al4V HTA < 45 < 60 < 65

        

Material Micro-grain carbide
Standard Factory standard
Shank Cylindrical / Weldon
Surface treatment WIND
Application 45° forward and backward chamfering. Circular

interpolation applications. For all materials.

ITEM: A4715

On request available with Weldon shank at a cost of € 2.
Cylindrical shank (A4715....) Weldon shank (A4715...W)

FACTORY STANDARD

A4715 Tech. Code D
mm

L
mm

d1
mm

l2
mm

s
mm

d
mm

Fig. Z 

4T

3

75

2.2 12 2
4

1

4 1

4 2.9 15.7 2.7

5
3.9

18 3 5

6

100

19 4

6
8

- -

2

210 4

12 6

FORWARD AND BACKWARD CHAMFER END MILLS - 45°

Side Milling Slotting RANGE

Material Feature Ap Ae Ap
Vc

m/min.
min.

Vc
m/min.
max.

mm
D/mm

6
D/mm

8
D/mm

10
D/mm

12

CARBON STEEL

< 500 N/mm² 0.1 x D 0.1 x D - 70 80 fz/mm 0.015 0.020 0.025 0.030

< 850 N/mm² 0.1 x D 0.1 x D - 55 65 fz/mm 0.015 0.020 0.025 0.030

< 1200 N/mm² 0.1 x D 0.1 x D - 45 55 fz/mm 0.012 0.017 0.020 0.026

CAST IRON
< 240 HB 0.1 x D 0.1 x D - 65 75 fz/mm 0.015 0.020 0.025 0.032

< 300 HB 0.1 x D 0.1 x D - 45 60 fz/mm 0.012 0.017 0.020 0.024

Recommended "fz" values for side milling.
Diameter values to be considered as effective work diameters.
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A.190 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Seghe circolari unificate in metallo duro prodotte secondo lo standard DIN1837-A
con dentatura fine.
Le dimensioni sono comprese tra il diametro 15 mm e il diametro 200 mm, con
spessori da 0,1 mm a 6 mm.

ART. A4810

SEGHE CIRCOLARI HM DIN 1837-A DENTATURA FINE

A4810 Cod. Tec. GR01
Euro

D
mm

S
mm

d2
mm

Z

A48100200,2 22,10

20

0,20

5

80
A48100200,5 22,10 0,50 48
A48100201 29,40 1,00

40A48100201,2 31,40 1,20
A48100201,5 35,90 1,50
A48100250,5 25,40

25

0,50

8

64
A48100251 34,10 1,00 48
A48100251,5 42,50 1,50

40A48100252 53,70 2,00
A48100252,5 65,10 2,50
A48100300,3 28,00

30

0,30
80A48100300,4 28,00 0,40

A48100300,5 29,70 0,50
A48100300,7 35,70 0,70

64A48100301 42,50 1,00
A48100301,2 48,70 1,20

48A48100301,5 54,80 1,50
A48100302 63,30 2,00
A48100303 88,60 3,00 40
A48100400,3 34,60

40

0,30

10

100A48100400,4 36,50 0,40
A48100400,5 39,70 0,50

80A48100400,6 39,70 0,60
A48100400,7 45,50 0,70
A48100401 48,90 1,00

64A48100401,2 52,30 1,20

A4810 Cod. Tec. GR01
Euro

D
mm

S
mm

d2
mm

Z

A48100401,5 58,30
40

1,50
10

64
A48100401,9 66,80 1,90

48A48100402 66,80 2,00
A48100500,5 48,20

50

0,50

13

100
A48100501 58,30 1,00 80
A48100501,4 70,70 1,40

64
A48100501,5 74,20 1,50
A48100501,9 81,90 1,90
A48100502 84,30 2,00
A48100502,5 102,90 2,50
A48100504 142,70 4,00 48
A48100630,5 64,50

63

0,50

16

128
A48100630,8 81,90 0,80

100A48100631 84,60 1,00
A48100631,1 87,90 1,10

80
A48100631,4 94,60 1,40
A48100631,5 96,30 1,50
A48100632 116,40 2,00
A48100800,6 100,60

80

0,60

22

128A48100800,7 108,70 0,70
A48100800,8 108,70 0,80
A48100800,9 113,20 0,90

100A48100801 113,20 1,00
A48100801,2 121,30 1,20
A48100802 158,50 2,00

80A48100803 224,80 3,00

Seghe circolari unificate in metallo duro prodotte secondo lo standard DIN1838-B con
dentatura grossa. Le dimensioni sono comprese tra il diametro 15 mm e il diametro 200
mm, con spessori da 0,1 mm a 6 mm.

ART. A4815

SEGHE CIRCOLARI HM DIN 1838-B DENTATURA GROSSA

A4815 Cod. Tec. GR01
Euro

D
mm

S
mm

d2
mm

Z

A48150150,3 20,30

15

0,30

5 20

A48150150,4 20,30 0,40
A48150150,5 19,90 0,50
A48150151 25,90 1,00
A48150200,2 22,10

20
0,20

A48150200,5 22,10 0,50
A48150201 29,40 1,00
A48150300,2 28,00

30
0,20

8
24

A48150300,7 35,70 0,70 30
A48150301,7 57,50 1,70 24
A48150400,9 47,40

40

0,90

10 32
A48150401 48,90 1,00
A48150401,3 53,30 1,30
A48150401,5 58,30 1,50
A48150403 99,30 3,00
A48150500,5 48,20

50
0,50

13
48

A48150501 58,30 1,00 40
A48150501,5 74,20 1,50 32

A4815 Cod. Tec. GR01
Euro

D
mm

S
mm

d2
mm

Z

A48150502 84,30
50

2,00
13

32
A48150503 119,50 3,00 24
A48150630,5 64,50

63

0,50

16

64
A48150630,8 81,90 0,80

48A48150631 84,60 1,00
A48150631,2 90,90 1,20

40

A48150631,4 94,60 1,40
A48150631,5 96,30 1,50
A48150631,6 100,90 1,60
A48150631,7 106,20 1,70
A48150632 116,40 2,00
A48150633 158,30 3,00

32A48150634 198,60 4,00
A48150800,6 100,60

80
0,60

22

64
A48150801 113,10

1,00
48

A48151001 154,80
100

64
A48151001,5 154,80 1,50 48

A.190 Indivisible package   Suggested retail package - Unit price

Solid carbide slitting saws to DIN 1837-A standard with type A fine toothing.
Diameters run from 15 mm to 200 mm; thickness from 0.1 mm to 6 mm.

ITEM: A4810

SLITTING SAWS FINE TOOTHING

A4810 Tech. Code D
mm

S
mm

d2
mm

Z

20

0.20

5

80
0.50 48
1.00

401.20
1.50

25

0.50

8

64
1.00 48
1.50

402.00
2,.50

30

0.30
800.40

0.50
0.70

64
1.00
1,20

481,50
2,00
3,00 40

40

0,30

10

100
0,40
0,50

800,60
0,70
1,00

64
1,20

A4810 Tech. Code D
mm

S
mm

d2
mm

Z

40
1,50

10
64

1,90
48

2,00

50

0,50

13

100
1,00 80
1,40

64
1,50
1,90
2,00
2,50
4,00 48

63

0,50

16

128
0,80

100
1,00
1,10

80
1,40
1,50
2,00

80

0,60

22

1280,70
0,80
0,90

1001,00
1,20
2,00

80
3,00

Solid carbide slitting saws to DIN 1838 standard with type B large toothing.
Diameters run from 15 mm to 200 mm; thickness from 0.1 mm to 6 mm.

ITEM: A4815

SLITTING SAWS COARSE TOOTHING

A4815 Tech. Code D
mm

S
mm

d2
mm

Z

15

0,30

5 20

0,40
0,50
1,00

20
0,20
0,50
1,00

30
0,20

8
24

0,70 30
1,70 24

40

0,90

10 32
1,00
1,30
1,50
3,00

50
0,50

13
48

1,00 40
1,50 32

A4815 Tech. Code D
mm

S
mm

d2
mm

Z

50
2,00

13
32

3,00 24

63

0,50

16

64
0,80

48
1,00
1,20

40

1,40
1,50
1,60
1,70
2,00
3,00

32
4,00

80
0,60

22

64

1,00
48

100
64

1,50 48
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A.192 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Contornatura Cava GAMMA

A5010 A5015

Materiale Caratteristica Ap Ae Ap
Vc

m/min
min

Vc
m/min
max

mm
D/mm

6
D/mm

8
D/mm

10
D/mm

12
D/mm

16
D/mm

20
D/mm

25

ACCIAI AL
CARBONIO

<500 N/mm² 1,5 x D 0,2 x D 0,5 x D 25 32 fz/mm 0,018 0,028 0,034 0,041 0,055 0,059 0,067

<850 N/mm² 1,5 x D 0,2 x D 0,5 x D 20 29 fz/mm 0,019 0,030 0,038 0,045 0,060 0,065 0,068

<1200 N/mm² 1,5 x D 0,2 x D 0,5 x D 17 22 fz/mm 0,017 0,023 0,036 0,043 0,057 0,057 0,063

ACCIAI INOX
<600 N/mm² 1,5 x D 0,2 x D 0,5 x D 10 14 fz/mm 0,020 0,027 0,033 0,041 0,054 0,056 0,061

<800 N/mm² 1,5 x D 0,2 x D 0,5 x D 8 12 fz/mm 0,017 0,023 0,036 0,043 0,057 0,057 0,063

Valori “fz” consigliati per esecuzioni di contornature.
Per cave, adeguare i parametri di taglio. (es: fz x 0,75)

Cod. Tec.
A5010

GR01
Euro

Cod. Tec.
A5015

GR01
Euro

D
mm

L
mm

l
mm

d
mm

Z 

2T
 - 

30
°

...1,5

LU
C

ID
A

22,60 -

W
IN

D

- 1,50

49
4

6

2 1

...2 17,70 ...2 26,60 2,00
...2,5 20,50 ...2,5 26,60 2,50

5...3 17,40 ...3 22,80 3,00
...3,5 23,10 - - 3,50

51 7...4 16,60 ...4 23,30 4,00
- - ...4,5 28,70 4,50

...5 15,60 ...5 19,40 5,00
52 8...5,5 22,40 ...5,5 28,00 5,50

...6 15,20 ...6 19,90 6,00
- - ...6,5 39,70 6,50

60 10

10

...7 24,40 ...7 34,00 7,00
...7,5 28,10 ...7,5 39,20 7,50

61 11
...8 19,10 ...8 27,80 8,00

...8,5 28,10 ...8,5 39,70 8,50
...9 24,40 ...9 34,00 9,00

...9,5 28,10 ...9,5 39,70 9,50
...10 20,60 ...10 28,80 10,00 63

13...10,5 35,80 ...10,5 47,30 10,50
70

12

...11 34,60 ...11 42,00 11,00
...11,5 35,60 ...11,5 47,30 11,50

73 16

...12 25,20 ...12 34,00 12,00
...12,5 37,20 ...12,5 49,00 12,50
...13 37,20 ...13 44,40 13,00

- - ...13,5 51,10 13,50
...14 33,70 ...14 43,20 14,00
...15 46,30 ...15 52,80 15,00
...16 34,00 ...16 45,80 16,00

79 19 16
...17 54,80 ...17 74,30 17,00
...18 48,80 ...18 61,90 18,00
...19 64,50 - - 19,00
...20 47,80 ...20 66,30 20,00

88 22 20...22 75,50 ...22 93,40 22,00
- - ...25 121,40 25,00

102 26 25- - ...28 (159,00) 28,00
- - ...30 (163,00) 30,00

DIN 327 B

Materiale Acciaio Super rapido Co8
Norma DIN 327B
Tolleranza e8
Codolo Weldon
Elica Destra 30°
Tratt. Superficiale LUCIDA / WIND
Applicazione Esecuzione di cave.

ART. A5010 - A5015

< 500 < 850 < 1200 < 600 < 850 DUPLEX < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Ti6Al4V HTA < 45 < 60 < 65

      

FRESE PER CAVE Z2

A.192 Indivisible package   Suggested retail package - Unit price

Side Milling Slotting RANGE

Material Feature Ap Ae Ap
Vc

m/min.
min.

Vc
m/min.
max.

mm
D/mm

6
D/mm

8
D/mm

10
D/mm

12
D/mm

16
D/mm

20
D/mm

25

CARBON STEEL

< 500 N/mm² 1.5 x D 0.2 x D 0.5 x D 25 32 fz/mm 0.018 0.028 0.034 0.041 0.055 0.059 0.067

< 850 N/mm² 1.5 x D 0.2 x D 0.5 x D 20 29 fz/mm 0.019 0.030 0.038 0.045 0.060 0.065 0.068

< 1200 N/mm² 1.5 x D 0.2 x D 0.5 x D 17 22 fz/mm 0.017 0.023 0.036 0.043 0.057 0.057 0.063

STAINLESS
STEEL

< 600 N/mm² 1.5 x D 0.2 x D 0.5 x D 10 14 fz/mm 0.020 0.027 0.033 0.041 0.056 0.056 0.061

< 800 N/mm² 1.5 x D 0.2 x D 0.5 x D 8 12 fz/mm 0.017 0.023 0.036 0.043 0.057 0.057 0.063

Recommended "fz" values for side milling.
For slotting, adjust the cutting parameters. (ex: fz x 0.75)

D
mm

L
mm

l
mm

d
mm

Z 

2T
-3

0°

Br
ig

ht

W
IN

D

1,50

49
4

6

2 1

2
2,50

5
3

3,50
51 74

4,50
5

52 85,50
6

6,50
60 10

10

7
7,50

61 11
8

8,50
9

9,50
10 63

1310,50
70

12

11
11,50

73 16

12
12,50

13
13,50

14
15
16

79 19 16
17,00

18
19,00

20
88 22 20

22
25

102 26 2528,00
30,00

DIN 327 B

Material High speed steel Co8
Standard DIN 327B
Tolerance e8
Shank Weldon
Helix 30° right-hand
Surface treatment BRIGHT / WIND
Application Slotting

ITEM: A5010 - A5015

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Ti6Al4V HTA < 45 < 60 < 65

      

END MILLS Z2
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A.193 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

FRESE PER CAVE Z2 - Z3 - Z4

Cod. Tec.
A5020 Z

GR01
Euro

Cod. Tec.
A5110 Z

GR01
Euro

Cod. Tec.
A5210 Z

GR01
Euro

D
mm

L
mm

l
mm

d
mm



...1,5

2

23,20 ...1,5

3

20,90 -

4

- 1,50

52
7

6

1

...2 20,40 ...2 18,70 ...2 (25,90) 2,00
- - - - ...2,5 (24,30) 2,50

8...3 20,40 ...3 18,70 ...3 22,30 3,00
...3,5 22,70 - - - - 3,50 54 10
...4 21,30 ...4 19,30 ...4 22,30 4,00

55 11...4,5 25,50 - - - - 4,50
...5 16,00 ...5 16,00 ...5 17,40 5,00

57 13- - ...5,5 25,80 - - 5,50
...6 16,00 ...6 16,00 ...6 17,40 6,00
- - ...6,5 (32,90) - - 6,50

66 16

10
...7 28,70 ...7 (28,70) ...7 29,80 7,00
...8 21,30 ...8 21,30 ...8 25,20 8,00

69 19...9 28,70 ...9 28,70 ...9 30,50 9,00
...10 21,30 ...10 21,30 ...10 25,20 10,00 72

22...11 37,20 ...11 37,20 ...11 (41,70) 11,00 79

12
...12 26,20 ...12 26,20 ...12 29,50 12,00

83 26
...13 45,00 ...13 (47,10) ...13 47,80 13,00
...14 41,10 ...14 41,10 ...14 40,90 14,00
...15 51,80 ...15 51,80 ...15 (55,20) 15,00
...16 37,50 ...16 37,50 ...16 39,20 16,00

92 32 16
- - ...17 (63,60) - - 17,00

...18 (57,40) ...18 59,10 ...18 62,00 18,00

...19 (72,80) - - - - 19,00

...20 54,00 ...20 55,20 ...20 56,40 20,00
104 38 20...22 85,70 ...22 89,60 ...22 (91,50) 22,00

DIN 844A

Materiale Acciaio Super rapido Co8
Norma DIN 844A
Tolleranza k10
Codolo Weldon
Elica Destra 30°
Tratt. Superficiale Lucida
Applicazione Esecuzione di cave

ART. A5020 - A5110 - A5210

< 500 < 850 < 1200 < 600 < 850 DUPLE; < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Ti6Al4V HTA < 45 < 60 < 65

ʼ ʼ ʥ ʥ ʼ ʼ

Contornatura Cava GAMMA

A5020 A5110 A5210

Materiale Caratteristica Ap Ae Ap
Vc

m/min
min

Vc
m/min
max

mm
D/mm

6
D/mm

8
D/mm

10
D/mm

12
D/mm

16
D/mm

20
D/mm

25

ACCIAI AL
CARBONIO

<500 N/mm² 1,5 x D 0,2 x D 0,5 x D 25 32 fz/mm 0,018 0,028 0,034 0,041 0,055 0,059 0,067

<850 N/mm² 1,5 x D 0,2 x D 0,5 x D 20 29 fz/mm 0,019 0,030 0,038 0,045 0,060 0,065 0,068

<1200 N/mm² 1,5 x D 0,2 x D 0,5 x D 17 22 fz/mm 0,017 0,023 0,036 0,043 0,057 0,057 0,063

ACCIAI INO;
<600 N/mm² 1,5 x D 0,2 x D 0,5 x D 10 14 fz/mm 0,020 0,027 0,033 0,041 0,054 0,056 0,061

<800 N/mm² 1,5 x D 0,2 x D 0,5 x D 8 12 fz/mm 0,017 0,023 0,036 0,043 0,057 0,057 0,063

Valori “fz” consigliati per esecuzioni di contornature.
Per cave, adeguare i parametri di taglio. (es: fz x 0,75)

A.193Indivisible package  Suggested retail package - Unit price

END MILLS Z2 - Z3 - Z4

Z Z Z
D

mm
L

mm
l

mm
d

mm


2 3 4

1.5

52
7

6

1

2
2,50

8
3

3.50 54 10
4

55 11
4.50

5
57 135.50

6
6.50

66 16

10
7
8

69 19
9
10 72

22
11 79

12
12

83 26
13
14
15
16

92 32 16
17.00

18
19.00

20
104 38 20

22

DIN 844 A

Material High speed steel Co8
Standard DIN 844 A
Tolerance k10
Shank Weldon
Helix 30° right-hand
Surface treatment Bright
Application Slotting

ITEM: A5020 - A5110 - A5210

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 � 1�� Si ! 1�� Si
Brass

Copper
Ti�Al4V HTA < 45 < 60 < 65

ʼ ʼ ʥ ʥ ʼ ʼ

Side Milling Slotting RANGE

Material )eature Ap Ae Ap
Vc

m/min.
min.

Vc
m/min.
max.

mm
D/mm

6
D/mm

8
D/mm

10
D/mm

12
D/mm

16
D/mm

20
D/mm

25

CARBON STEEL

< 500 N/mm² 1.5 x D 0.2 x D 0.5 x D 25 32 fz/mm 0.018 0.028 0.034 0.041 0.055 0.059 0.067

< 850 N/mm² 1.5 x D 0.2 x D 0.5 x D 20 29 fz/mm 0.019 0.030 0.038 0.045 0.060 0.065 0.068

< 1200 N/mm² 1.5 x D 0.2 x D 0.5 x D 17 22 fz/mm 0.017 0.023 0.036 0.043 0.057 0.057 0.063

STAINLESS
STEEL

< 600 N/mm² 1.5 x D 0.2 x D 0.5 x D 10 14 fz/mm 0.020 0.027 0.033 0.041 0.056 0.056 0.061

< 800 N/mm² 1.5 x D 0.2 x D 0.5 x D 8 12 fz/mm 0.017 0.023 0.036 0.043 0.057 0.057 0.063

Recommended "fz" values for side milling.
For slotting, adjust the cutting parameters. (ex: fz x 0.75)



A

A.194 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Contornatura Cava GAMMA

A5025 A5115 A5215

Materiale Caratteristica Ap Ae Ap
Vc

m/min
min

Vc
m/min
max

mm
D/mm

6
D/mm

8
D/mm

10
D/mm

12
D/mm

16
D/mm

20
D/mm

25

ACCIAI AL
CARBONIO

<500 N/mm² 1,5 x D 0,2 x D 0,5 x D 25 32 fz/mm 0,023 0,045 0,061 0,073 0,098 0,124 0,153

<850 N/mm² 1,5 x D 0,2 x D 0,5 x D 20 23 fz/mm 0,022 0,043 0,058 0,069 0,093 0,119 0,144

<1200 N/mm² 1,5 x D 0,2 x D 0,5 x D 17 22 fz/mm 0,020 0,038 0,051 0,061 0,082 0,103 0,127

ACCIAI INO;
<600 N/mm² 1,5 x D 0,2 x D 0,5 x D 10 14 fz/mm 0,018 0,035 0,046 0,055 0,073 0,092 0,115

<800 N/mm² 1,5 x D 0,2 x D 0,5 x D 8 12 fz/mm 0,014 0,027 0,033 0,041 0,054 0,068 0,083

Valori “fz” consigliati per esecuzioni di contornature.
Per cave, adeguare i parametri di taglio. (es: fz x 0,75)

FRESE PER CAVE Z2 - Z3 - Z4

Cod. Tec.
A5025 Z

GR01
Euro

Cod. Tec.
A5115 Z

GR01
Euro

Cod. Tec.
A5215 Z

GR01
Euro

D
mm

L
mm

l
mm

d
mm



-

2

- ...1,5

3

26,20 -

4

- 1,5

52
7

6

1

- - ...2 24,20 ...2 27,70 2
- - ...2,5 27,80 ...2,5 30,80 2,5

8...3 26,80 ...3 24,20 ...3 26,40 3
- - ...3,5 28,50 ...3,5 32,20 3,5 54 10

...4 27,10 ...4 26,90 ...4 26,40 4
55 11- - ...4,5 30,80 ...4,5 32,20 4,5

...5 20,90 ...5 20,70 ...5 20,40 5
57 13- - - - ...5,5 32,20 5,5

...6 20,90 ...6 20,70 ...6 20,40 6
- - ...6,5 43,60 - - 6,5

66 16

10

...7 38,30 ...7 37,90 ...7 39,30 7
- - ...7,5 43,60 - - 7,5

69 19
...8 30,20 ...8 33,40 ...8 33,70 8
- - ...8,5 43,60 - - 8,5

...9 38,30 ...9 37,90 ...9 39,90 9
- - ...9,5 43,60 - - 9,5

72
22...10 30,20 ...10 33,40 ...10 33,70 10

...11 49,30 ...11 47,30 ...11 54,00 11 79 12

...12 35,70 ...12 39,80 ...12 46,40 12

83 26 15
...13 58,90 ...13 60,40 ...13 61,00 13
...14 55,50 ...14 55,00 ...14 58,30 14
...15 66,50 ...15 65,80 ...15 68,00 15
...16 52,30 ...16 58,30 ...16 60,20 16

92 32 16...17 86,40 - - ...17 91,30 17
...18 81,60 ...18 82,80 ...18 78,70 18
...20 72,90 ...20 84,40 ...20 78,70 20

104 38 20...22 115,80 ...22 (109,60) ...22 118,50 22
- - - - ...24 (159,00) 24

121 45 25...25 148,00 ...25 (153,40) ...25 (157,50) 25

DIN 844A

Materiale Acciaio Super rapido Co8
Norma DIN 844A
Tolleranza k10
Codolo Weldon
Elica Destra 30°
Tratt. Superficiale WIND
Applicazione Esecuzione di cave

ART. A5025 - A5115 - A5215

< 500 < 850 < 1200 < 600 < 850 DUPLE; < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Ti6Al4V HTA < 45 < 60 < 65

ʼ ʼ ʥ ʥ ʼ ʼ

A.194 Indivisible package   Suggested retail package - Unit price

Side Milling Slotting RANGE

Material )eature Ap Ae Ap
Vc

m/min.
min.

Vc
m/min.
max.

mm
D/mm

6
D/mm

8
D/mm

10
D/mm

12
D/mm

16
D/mm

20
D/mm

25

CARBON STEEL

< 500 N/mm² 1.5 x D 0.2 x D 0.5 x D 25 32 fz/mm 0.023 0.045 0.061 0.073 0.098 0.124 0.153

< 850 N/mm² 1.5 x D 0.2 x D 0.5 x D 20 23 fz/mm 0.022 0.043 0.058 0.069 0.093 0.119 0.144

< 1200 N/mm² 1.5 x D 0.2 x D 0.5 x D 17 22 fz/mm 0.020 0.038 0.051 0.061 0.082 0.103 0.127

STAINLESS
STEEL

< 600 N/mm² 1.5 x D 0.2 x D 0.5 x D 10 14 fz/mm 0.018 0.035 0.046 0.055 0.073 0.092 0.115

< 800 N/mm² 1.5 x D 0.2 x D 0.5 x D 8 12 fz/mm 0.014 0.027 0.033 0.041 0.054 0.068 0.083

Recommended "fz" values for side milling.
For slotting, adjust the cutting parameters. (ex: fz x 0.75)

END MILLS Z2 - Z3 - Z4

Z Z Z
D

mm
L

mm
l

mm
d

mm


2 3 4

1,5

52
7

6

1

2
2,5

8
3

3,5 54 10
4

55 11
4,5
5

57 135,5
6

6,5
66 16

10

7
7,5

69 19
8

8,5
9

9,5
72

2210
11 79 12
12

83 26 15
13
14
15
16

92 32 1617
18
20

104 38 20
22
24

121 45 25
25

DIN 844 A

Material High speed steel Co8
Standard DIN 844 A
Tolerance k10
Shank Weldon
Helix 30° right-hand
Surface treatment WIND
Application Slotting

ITEM: A5025 - A5115 - A5215

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 � 1�� Si ! 1�� Si
Brass

Copper
Ti�Al4V HTA < 45 < 60 < 65

ʼ ʼ ʥ ʥ ʼ ʼ



A

A.195 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Profilatura Cava GAMMA

A5040 A5045

Materiale Caratteristica Ap Ae Ap
Vc

m/min
min

Vc
m/min
max

mm
D/mm

2
D/mm

3
D/mm

4
D/mm

6
D/mm

8
D/mm

10
D/mm

12
D/mm

16

ACCIAI AL
CARBONIO

<500 N/mm² 0,3 x D 0,7 x D - 20 35 fz/mm 0,020 0,024 0,031 0,046 0,062 0,072 0,079 0,097

<850 N/mm² 0,3 x D 0,7 x D - 20 28 fz/mm 0,015 0,019 0,026 0,038 0,052 0,061 0,067 0,084

<1200 N/mm² 0,3 x D 0,7 x D - 15 22 fz/mm 0,012 0,016 0,021 0,031 0,042 0,048 0,054 0,067

ACCIAI INO;

<600 N/mm² 0,3 x D 0,7 x D - 10 14 fz/mm 0,012 0,016 0,021 0,031 0,042 0,048 0,054 0,067

<800 N/mm² 0,3 x D 0,7 x D - 8 10 fz/mm 0,010 0,013 0,018 0,026 0,035 0,040 0,045 0,055

Valori ³fz´ consigliati per esecuzioni di profilature.

Cod. Tec.
A5040

GR01
Euro

Cod. Tec.
A5045

GR01
Euro

D
mm

L
mm

l
mm

d
mm

Z 

2T
 - 

30
�

...2

LU
C

ID
A

(28,30) ...2

:
IN

D

35,00 2
49

4

6

2 1

...3 34,40 ...3 44,60 3 5

...4 31,50 ...4 43,50 4 51 7

...5 26,20 ...5 30,80 5
52 8...6 26,20 ...6 30,80 6

...8 30,50 ...8 39,20 8 61 11
10...10 33,30 ...10 42,10 10 63 13

...12 38,30 ...12 47,80 12
73 16 12...14 59,20 ...14 68,00 14

...16 54,00 ...16 68,00 16 79 19 16

...20 (91,10) ...20 84,30 20 88 22 20

DIN 327B

Materiale Acciaio Super rapido Co8
Norma DIN 327B
Tolleranza h7
Codolo Weldon
Elica Destra 30°
Tratt.  Superficiale Lucida / Wind
Applicazione Esecuzione di copiature

ART. A5040 - A5045

< 500 < 850 < 1200 < 600 < 850 DUPLE; < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Ti6Al4V HTA < 45 < 60 < 65

ʼ ʼ ʥ ʥ ʼ ʼ

FRESE SEMISFERICHE Z2

A.195Indivisible package  Suggested retail package - Unit price

Profiling Slotting RANGE

Material )eature Ap Ae Ap
Vc

m/min.
min.

Vc
m/min.
max.

mm
D/mm

2
D/mm

3
D/mm

4
D/mm

6
D/mm

8
D/mm

10
D/mm

12
D/mm

16

CARBON STEEL

< 500 N/mm² 0.3 x D 0.7 x D - 20 35 fz/mm 0.020 0.024 0.031 0.046 0.062 0.072 0.079 0.097

< 850 N/mm² 0.3 x D 0.7 x D - 20 28 fz/mm 0.015 0.019 0.026 0.038 0.052 0.061 0.067 0.084

< 1200 N/mm² 0.3 x D 0.7 x D - 15 22 fz/mm 0.012 0.016 0.021 0.031 0.042 0.048 0.054 0.067

STAINLESS
STEEL

< 600 N/mm² 0.3 x D 0.7 x D - 10 14 fz/mm 0.012 0.016 0.021 0.031 0.042 0.048 0.054 0.067

< 800 N/mm² 0.3 x D 0.7 x D - 8 10 fz/mm 0.010 0.013 0.018 0.026 0.035 0.040 0.045 0.055

5ecommended �fz� values for profiling.

D
mm

L
mm

l
mm

d
mm

Z 

2T
-3

��

BR
IG

H
T

W
IN

D

2
49

4

6

2 1

3 5
4 51 7
5

52 8
6
8 61 11

10
10 63 13
12

73 16 12
14
16 79 19 16
20 88 22 20

DIN 327 B

Material High speed steel Co8
Standard DIN 327 B
Tolerance h7
Shank Weldon
Helix 30° right-hand
Surface finish Bright / Wind
Application Copying

ITEM: A5040 - A5045

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 � 1�� Si ! 1�� Si
Brass

Copper
Ti�Al4V HTA < 45 < 60 < 65

ʼ ʼ ʥ ʥ ʼ ʼ

BALL NOSE END MILLS Z2



A

A.196 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

FRESE SERIE LUNGA Z3

< 500 < 850 < 1200 < 600 < 850 DUPLE; < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Ti6Al4V HTA < 45 < 60 < 65

ʼ ʼ ʥ ʼ ʥ

Materiale Acciaio Super rapido Co8
Norma DIN 844
Tolleranza h7
Codolo Cilindrico / Weldon
Elica Destra 30°
Tratt. Superficiale Lucida
Applicazione Esecuzione di contornature

ART. A5120

A richiesta fornibili con codolo Weldon al costo di 2€.
Codolo cilindrico ( A5120.... ) Codolo Weldon ( A5120...W )

DIN 844

A5120 Cod. Tec. GR01
Euro

D
mm

L
mm

l
mm

d
mm

Z 

3T
 - 

30
�

A51203 25,50 3 56 12

6

3 1

A51204 25,50 4 63 19
A51205 25,50 5

68 24A51206 23,80 6
A51208 32,70 8 88 38

10A512010 36,10 10 95 45
A512012 44,40 12

110 53 12A512014 53,80 14
A512016 61,60 16

123 63 16A512018 90,80 18
A512020 89,00 20 141 75 20

Contornatura Cava GAMMA

A5120

Materiale Caratteristica Ap Ae Ap
Vc

m/min
min

Vc
m/min
max

mm
D/mm

6
D/mm

8
D/mm

10
D/mm

12
D/mm

16
D/mm

20

ACCIAI AL
CARBONIO

<500 N/mm² 1,5 x D 0,15 x D - 20 35 fz/mm 0,025 0,035 0,045 0,060 0,090 0,120

<850 N/mm² 1,5 x D 0,15 x D - 20 28 fz/mm 0,022 0,030 0,040 0,056 0,078 0,100

ACCIAI INO; <600 N/mm² 1,5 x D 0,15 x D - 10 14 fz/mm 0,022 0,030 0,040 0,056 0,078 0,100

GHISE <240 HB 1,5 x D 0,15 x D - 16 22 fz/mm 0,025 0,035 0,045 0,060 0,090 0,120

Valori “fz” consigliati per esecuzioni di contornatura.

A.196 Indivisible package   Suggested retail package - Unit price

LONG SERIES END MILLS CENTER CUTTING Z3

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 � 1�� Si ! 1�� Si
Brass

Copper
Ti�Al4V HTA < 45 < 60 < 65

ʼ ʼ ʥ ʼ ʥ

Material High speed steel Co8
Standard DIN 844
Tolerance h7
Shank Cylindrical / Weldon
Helix 30° right-hand
Surface treatment Bright
Application Side milling

ITEM: A5120

On request available with Weldon shank at a cost of € 2.
Cylindrical shank (A5120....) Weldon shank (A5120...W)

DIN 844

A5120 Tech. Code D
mm

L
mm

l
mm

d
mm

Z 

3T
-3

��

3 56 12

6

3 1

4 63 19
5

68 24
6
8 88 38

10
10 95 45
12

110 53 12
14
16

123 63 16
18
20 141 75 20

Side Milling Slotting RANGE

Material )eature Ap Ae Ap
Vc

m/min.
min.

Vc
m/min.
max.

mm
D/mm

6
D/mm

8
D/mm

10
D/mm

12
D/mm

16
D/mm

20

CARBON STEEL
< 500 N/mm² 1.5 x D 0.15 x D - 20 35 fz/mm 0.025 0.035 0.045 0.060 0.090 0.120

< 850 N/mm² 1.5 x D 0.15 x D - 20 28 fz/mm 0.022 0.030 0.040 0.056 0.078 0.100

STAINLESS
STEEL

< 600 N/mm² 1.5 x D 0.15 x D - 10 14 fz/mm 0.022 0.030 0.040 0.056 0.078 0.100

CAST IRON < 240 HB 1.5 x D 0.15 x D - 16 22 fz/mm 0.025 0.035 0.045 0.060 0.090 0.120

Recommended "fz" values for side milling.



A

A.197 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Contornatura Cava GAMMA

A5310 A5315

Materiale Caratteristica Ap Ae Ap
Vc

m/min
min

Vc
m/min
max

mm
D/mm

6
D/mm

8
D/mm

10
D/mm

12
D/mm

16
D/mm

20
D/mm

25

ACCIAI AL
CARBONIO

<500 N/mm² 1 x D 0,5 x D 1 x D 25 32 fz/mm 0,010 0,020 0,030 0,040 0,050 0,060 0,080

<850 N/mm² 1 x D 0,5 x D 1 x D 20 29 fz/mm 0,010 0,020 0,030 0,040 0,050 0,070 0,070

<1200 N/mm² 1 x D 0,5 x D 1 x D 17 22 fz/mm 0,010 0,020 0,020 0,030 0,040 0,050 0,070

ACCIAI INO;
<600 N/mm² 1 x D 0,5 x D 1 x D 10 14 fz/mm 0,010 0,010 0,020 0,030 0,040 0,050 0,060

<800 N/mm² 1 x D 0,5 x D 1 x D 8 12 fz/mm 0,010 0,010 0,020 0,030 0,040 0,050 0,060

Valori “fz” consigliati per esecuzioni di cave.
Per contornature, adeguare i parametri di taglio. (es: fz x 1,25)

Cod. Tec.
A5310

GR01
Euro

Cod. Tec.
A5315

GR01
Euro

D
mm

L
mm

l
mm

d
mm

Z 

...5

LU
C

ID
A

30,50 ...5

:
IN

D

35,70 5
57 13 6

4
1

...6 27,50 ...6 32,30 6
- - ...6,5 60,00 6,5

66 16

10

...7 46,10 ...7 56,00 7

...8 45,10 ...8 53,00 8
69 19- - ...8,5 60,00 8,5

...9 (47,10) ...9 56,50 9
...10 43,70 ...10 52,60 10 72

22- - ...10,5 66,40 10,5
79

12

...11 52,20 ...11 63,00 11

...12 48,30 ...12 63,00 12

83 26
...13 56,80 ...13 69,20 13
...14 52,00 ...14 67,70 14
...15 (64,00) ...15 92,10 15
...16 62,00 ...16 79,00 16 92

32
16

- - ...17 94,60 17 98 20
...18 80,20 ...18 98,90 18 92 16
...20 89,50 ...20 108,60 20

104 38 20...22 106,60 ...22 185,00 22
...24 (165,20) - - 24

121 45 25...25 159,70 ...25 200,30 25
- - ...28 210,10 28

6- - ...32 253,30 32 133 53 32

DIN 844 A

Materiale Acciaio Superrapido Co8
Norma DIN 844A
Tolleranza k12
Codolo Weldon
Elica Destra 30°
Tratt. Superficiale Lucida / Wind
Applicazione Sgrossature di cave e contornature

ART. A5310 - A5315

< 500 < 850 < 1200 < 600 < 850 DUPLE; < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Ti6Al4V HTA < 45 < 60 < 65

ʼ ʼ ʥ ʼ ʥ ʥ ʼ ʥ

FRESE SGROSSATRICI MULTITAGLIENTE

A.197Indivisible package  Suggested retail package - Unit price

Side Milling Slotting RANGE

Material )eature Ap Ae Ap
Vc

m/min.
min.

Vc
m/min.
max.

mm
D/mm

6
D/mm

8
D/mm

10
D/mm

12
D/mm

16
D/mm

20
D/mm

25

CARBON STEEL

< 500 N/mm² 1 x D 0.5 x D 1 x D 25 32 fz/mm 0.010 0.020 0.030 0.040 0.050 0.060 0.080

< 850 N/mm² 1 x D 0.5 x D 1 x D 20 29 fz/mm 0.010 0.020 0.030 0.040 0.050 0.070 0.070

< 1200 N/mm² 1 x D 0.5 x D 1 x D 17 22 fz/mm 0.010 0.020 0.020 0.030 0.040 0.050 0.070

STAINLESS
STEEL

< 600 N/mm² 1 x D 0.5 x D 1 x D 10 14 fz/mm 0.010 0.010 0.020 0.030 0.040 0.050 0.060

< 800 N/mm² 1 x D 0.5 x D 1 x D 8 12 fz/mm 0.010 0.010 0.020 0.030 0.040 0.050 0.060

Recommended "fz" values for slotting.
For side milling, adjust the cutting parameters. (ex: fz x 1.25)

D
mm

L
mm

l
mm

d
mm

Z 

BR
IG

H
T

W
IN

D

5
57 13 6

4
1

6
6,5

66 16

10

7
8

69 198,5
9

10 72
2210,5

79

12

11
12

83 26
13
14
15
16 92

32
16

17 98 20
18 92 16
20

104 38 20
22
24

121 45 2525
28

6
32 133 53 32

DIN 844A

Material High speed steel Co8
Standard DIN 844 A
Tolerance k12
Shank Weldon
Helix 30° right-hand
Surface treatment Bright / Wind
Application Roughing

ITEM: A5310 - A5315

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 � 1�� Si ! 1�� Si
Brass

Copper
Ti�Al4V HTA < 45 < 60 < 65

ʼ ʼ ʥ ʼ ʥ ʥ ʼ ʥ

ROUGHING END MILLS MULTI-CUTTING



A

A.198 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

FRESE PER SEDI DI CHIAVETTA WOODRUFF

< 500 < 850 < 1200 < 600 < 850 DUPLE; < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Ti6Al4V HTA < 45 < 60 < 65

ʼ ʼ ʥ ʥ ʼ ʥ ʥ

Materiale Acciaio Super rapido al Cobalto
Norma DIN 850B
Codolo Cilindrico / Weldon
Taglienti Alternati
Tratt. Superficiale Lucida
Applicazione Esecuzione di sedi chiavette Woodruff

ART. A5410

A richiesta fornibili con codolo Weldon al costo di 2€.
Codolo cilindrico ( A5410.... ) Codolo Weldon ( A5410...W )

DIN 850 B

A5410 Cod. Tec. GR01
Euro

D
mm

S
mm

L
mm

d
mm

Z 

A541010,52 54,30
10,50

2
50 6

8

1

A541010,52,5 50,90 2,5
A541010,53 50,90 3
A541013,52 67,90

13,50
2

56

10

A541013,53 63,60 3
A541013,54 63,60 4
A541016,53 63,60

16,50
3

A541016,54 63,60 4
A541016,55 63,60 5
A541019,53 87,70

19,50

3

63
10

A541019,54 73,50 4
A541019,55 73,50 5
A541019,56 73,50 6
A541022,54 105,80

22,50

4
A541022,55 88,70 5
A541022,56 88,70 6
A541022,58 88,70 8
A541025,56 99,70 25,50

6

12

A541028,56 118,50
28,50A541028,58 122,00 8

71

A541028,510 118,50 10

12
A541032,56 171,40

32,50
6

A541032,58 143,70 8
A541032,510 143,70

10A541045,510 205,70 45,50

Contornatura Cava GAMMA

A5410

Materiale Caratteristica Ap Ae Ap
Vc

m/min
min

Vc
m/min
max

mm
D/mm

10
D/mm

16
D/mm

20
D/mm

25
D/mm

32
D/mm

40

ACCIAI AL
CARBONIO

<500 N/mm² - - 0,10 x D 20 35 fz/mm 0,035 0,040 0,055 0,064 0,072 0,080

<850 N/mm² - - 0,10 x D 20 28 fz/mm 0,032 0,036 0,050 0,058 0,066 0,072

ACCIAI INO; <600 N/mm² - - 0,10 x D 10 14 fz/mm 0,028 0,032 0,044 0,052 0,058 0,064

GHISE
<240 HB - - 0,10 x D 16 22 fz/mm 0,032 0,036 0,050 0,058 0,066 0,072

<300 HB - - 0,10 x D 10 15 fz/mm 0,028 0,032 0,044 0,052 0,058 0,064

SUPER LEGHE TI6AI4V - - 0,10 x D 7 10 fz/mm 0,022 0,036 0,036 0,042 0,046 0,056

Valori “fz” consigliati per esecuzioni di cave.

A.198 Indivisible package   Suggested retail package - Unit price

WOODRUFF KEYSEATS CUTTERS

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 � 1�� Si ! 1�� Si
Brass

Copper
Ti�Al4V HTA < 45 < 60 < 65

ʼ ʼ ʥ ʥ ʼ ʥ ʥ

Material High speed steel Co
Standard DIN 850B
Shank Cylindrical / Weldon
Teeth Alternate
Surface treatment Bright
Application Woodruff keyseats

ITEM: A5410

On request available with Weldon shank at a cost of € 2.
Cylindrical shank (A5410....) Weldon shank (A5410...W)

DIN 850 B

A5410 Tech. Code D
mm

S
mm

L
mm

d
mm

Z 

10.5
2

50 6

8

1

2.5
3

13.5
2

56

10

3
4

16.5
3
4
5

19.5

3

63
10

4
5
6

22.5

4
5
6
8

25.5
6

12

28.5 8

71

10

1232.5
6
8

10
45.5

Side Milling Slotting RANGE

Material )eature Ap Ae Ap
Vc

m/min.
min.

Vc
m/min.
max.

mm
D/mm

10
D/mm

16
D/mm

20
D/mm

25
D/mm

32
D/mm

40

CARBON STEEL
< 500 N/mm² - - 0.10 x D 20 35 fz/mm 0.035 0.040 0.055 0.064 0.072 0.080

< 850 N/mm² - - 0.10 x D 20 28 fz/mm 0.032 0.036 0.050 0.058 0.066 0.072

STAINLESS
STEEL

< 600 N/mm² - - 0.10 x D 10 14 fz/mm 0.028 0.032 0.044 0.052 0.058 0.064

CAST IRON
< 240 HB - - 0.10 x D 16 22 fz/mm 0.032 0.036 0.050 0.058 0.066 0.072

< 300 HB - - 0.10 x D 10 15 fz/mm 0.028 0.032 0.044 0.052 0.058 0.064

SUPER ALLO< TI�AI4V - - 0.10 x D 7 10 fz/mm 0.022 0.036 0.036 0.042 0.046 0.056

Recommended "fz" values for slotting.



A

A.199 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

< 500 < 850 < 1200 < 600 < 850 DUPLE; < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Ti6Al4V HTA < 45 < 60 < 65

ʼ ʼ ʥ ʥ ʼ ʥ ʥ

Materiale Acciaio Super rapido al Cobalto
Norma DIN 850AB
Codolo Weldon
Taglienti Alternati
Tratt. Superficiale Lucida
Applicazione Esecuzione di cave a “ T “

ART. A5415

DIN 850 AB

A5415 Cod. Tec. GR01
Euro

D
mm

S
mm

d1
mm

L
mm

d
mm

Z 

A541512,5 69,30 12,50 6 5 57
10

6

1

A541516 81,40 16,00
8

7 62

A541518 86,30 18,00 8 70
12

A541521 100,90 21,00 9 10 74

A541525 120,70 25,00 11 12 82

16 8A541528 131,50 28,00 12 13 75

A541532 161,00 32,00 14 15 90

A541536 196,10 36,00 16 17 95
25 10

A541540 247,10 40,00 18 19 108

FRESE PER CAVE A “ T “

Contornatura Cava GAMMA

A5415

Materiale Caratteristica Ap Ae Ap
Vc

m/min
min

Vc
m/min
max

mm
D/mm

10
D/mm

16
D/mm

20
D/mm

25
D/mm

32
D/mm

40

ACCIAI AL
CARBONIO

<500 N/mm² = S 1 x D - 20 35 fz/mm 0,035 0,040 0,055 0,064 0,072 0,080

<850 N/mm² = S 1 x D - 20 28 fz/mm 0,032 0,036 0,050 0,058 0,066 0,072

ACCIAI INO; <600 N/mm² = S 1 x D - 10 14 fz/mm 0,028 0,032 0,044 0,052 0,058 0,064

GHISE
< 240 HB = S 1 x D - 16 22 fz/mm 0,032 0,036 0,050 0,058 0,066 0,072

<300 HB = S 1 x D - 10 15 fz/mm 0,028 0,032 0,044 0,052 0,058 0,064

SUPER LEGHE Ti6Al4V = S 1 x D - 7 10 fz/mm 0,022 0,036 0,036 0,042 0,046 0,056

Valori “fz” consigliati per esecuzioni di cave.

A.199Indivisible package  Suggested retail package - Unit price

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 � 1�� Si ! 1�� Si
Brass

Copper
Ti�Al4V HTA < 45 < 60 < 65

ʼ ʼ ʥ ʥ ʼ ʥ ʥ

Material High speed steel Co
Standard DIN 850AB
Shank Weldon
Teeth Alternate
Surface treatment Bright
Application T-slots

ITEM: A5415

DIN 850 AB

A5415 Tech. Code D
mm

S
mm

d1
mm

L
mm

d
mm

Z 

12.5 6 5 57
10

6

1

16
8

7 62

18 8 70
12

21 9 10 74

25 11 12 82

16 828 12 13 75

32 14 15 90

36 16 17 95
25 10

40 18 19 108

T-SLOT CUTTERS

Side Milling Slotting RANGE

Material )eature Ap Ae Ap
Vc

m/min.
min.

Vc
m/min.
max.

mm
D/mm

10
D/mm

16
D/mm

20
D/mm

25
D/mm

32
D/mm

40

CARBON STEEL
< 500 N/mm²  S 1 x D - 20 35 fz/mm 0,035 0.040 0.055 0.064 0.072 0.080

< 850 N/mm²  S 1 x D - 20 28 fz/mm 0,032 0.036 0.050 0.058 0.066 0.072

STAINLESS
STEEL

< 600 N/mm²  S 1 x D - 10 14 fz/mm 0,028 0.032 0.044 0.052 0.058 0.064

CAST IRON
< 240 HB  S 1 x D - 16 22 fz/mm 0,032 0.036 0.050 0.058 0.066 0.072

<300 HB  S 1 x D - 10 15 fz/mm 0.028 0.032 0.044 0.052 0.058 0.064

SUPER ALLO< Ti�Al4V  S 1 x D - 7 10 fz/mm 0.022 0.036 0.036 0.042 0.046 0.056

Recommended "fz" values for slotting.



A

A.200 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

< 500 < 850 < 1200 < 600 < 850 DUPLE; < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Ti6Al4V HTA < 45 < 60 < 65

ʼ ʼ ʥ ʥ ʼ ʥ ʥ

Materiale Acciaio Super rapido al Cobalto
Norma DIN 1833A
Codolo Cilindrico
Taglienti Laterali e frontali
Finitura sup. Lucida
Applicazione Esecuzione di cave con angolo divergente.

Adatta a tutti i materiali.

ART. A5420

DIN 1833 A

A5420 Cod. Tec. GR01
Euro

D
mm

a �
L

mm
d

mm
Z 

A54201645 57,40 16

45

60

12 10 1

A54202045 82,20 20 63

A54202545 101,00 25 67

A54201660 57,40 16

60

60

A54202060 82,20 20 63

A54202560 101,00 25 67

FRESE AD ANGOLO DIVERGENTE

Contornatura Cava GAMMA

A5420

Materiale Caratteristica Ap Ae Ap
Vc

m/min
min

Vc
m/min
max

mm
D/mm

10
D/mm

16
D/mm

20
D/mm

25
D/mm

32
D/mm

40

ACCIAI AL
CARBONIO

<500 N/mm² = S 1 x D - 20 35 fz/mm 0,035 0,040 0,055 0,064 0,072 0,080

<850 N/mm² = S 1 x D - 20 28 fz/mm 0,032 0,036 0,050 0,058 0,066 0,072

ACCIAI INO; <600 N/mm² = S 1 x D - 10 14 fz/mm 0,028 0,032 0,044 0,052 0,058 0,064

GHISE
< 240 HB = S 1 x D - 16 22 fz/mm 0,032 0,036 0,050 0,058 0,066 0,072

<300 HB = S 1 x D - 10 15 fz/mm 0,028 0,032 0,044 0,052 0,058 0,064

SUPER LEGHE Ti6Al4V = S 1 x D - 7 10 fz/mm 0,022 0,036 0,036 0,042 0,046 0,056

Valori “fz” consigliati per esecuzioni di cave.

A.200 Indivisible package   Suggested retail package - Unit price

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 � 1�� Si ! 1�� Si
Brass

Copper
Ti�Al4V HTA < 45 < 60 < 65

ʼ ʼ ʥ ʥ ʼ ʥ ʥ

Material High speed steel Co
Standard DIN 1833A
Shank Cylindrical
Teeth Front and side edges
Surface finish Bright
Application Side milling, chamfer and angular recesses on all materials.

ITEM: A5420

DIN 1833 A

A5420 Tech. Code D
mm

a �
L

mm
d

mm
Z 

16

45

60

12 10 1

20 63

25 67

16

60

60

20 63

25 67

DOVETAIL CUTTERS

Side Milling Slotting RANGE

Material )eature Ap Ae Ap
Vc

m/min.
min.

Vc
m/min.
max.

mm
D/mm

10
D/mm

16
D/mm

20
D/mm

25
D/mm

32
D/mm

40

CARBON STEEL
< 500 N/mm²  S 1 x D - 20 35 fz/mm 0,035 0.040 0.055 0.064 0.072 0.080

< 850 N/mm²  S 1 x D - 20 28 fz/mm 0,032 0.036 0.050 0.058 0.066 0.072

STAINLESS
STEEL

< 600 N/mm²  S 1 x D - 10 14 fz/mm 0,028 0.032 0.044 0.052 0.058 0.064

CAST IRON
< 240 HB  S 1 x D - 16 22 fz/mm 0,032 0.036 0.050 0.058 0.066 0.072

<300 HB  S 1 x D - 10 15 fz/mm 0.028 0.032 0.044 0.052 0.058 0.064

SUPER ALLO< Ti�Al4V  S 1 x D - 7 10 fz/mm 0.022 0.036 0.036 0.042 0.046 0.056

Recommended "fz" values for slotting.



A

A.201 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

FRESE AD ANGOLO CONVERGENTE

< 500 < 850 < 1200 < 600 < 850 DUPLE; < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Ti6Al4V HTA < 45 < 60 < 65

ʼ ʼ ʥ ʥ ʼ ʥ ʥ

Materiale Acciaio Super rapido al Cobalto
Norma DIN 1833A
Codolo Cilindrico
Taglienti Laterali e frontali
Finitura sup. Lucida
Applicazione Esecuzione di cave con angolo convergente.

Adatta a tutti i materiali.

ART. A5425

DIN 1833 A

A5425 Cod. Tec. GR01
Euro

D
mm

a�
L

mm
d

mm
Z 

A54251645 57,40 16
45

60

12 10 1

A54252045 82,20 20 63
A54252545 101,00 25 67
A54251660 57,40 16

60
60

A54252060 82,20 20 63
A54252560 101,00 25 67

Contornatura Cava GAMMA

A5425

Materiale Caratteristica Ap Ae Ap
Vc

m/min
min

Vc
m/min
max

mm
D/mm

10
D/mm

16
D/mm

20
D/mm

25
D/mm

32
D/mm

40

ACCIAI AL
CARBONIO

<500 N/mm² = S 1 x D - 20 35 fz/mm 0,035 0,040 0,055 0,064 0,072 0,080

<850 N/mm² = S 1 x D - 20 28 fz/mm 0,032 0,036 0,050 0,058 0,066 0,072

ACCIAI INO; <600 N/mm² = S 1 x D - 10 14 fz/mm 0,028 0,032 0,044 0,052 0,058 0,064

GHISE
< 240 HB = S 1 x D - 16 22 fz/mm 0,032 0,036 0,050 0,058 0,066 0,072

<300 HB = S 1 x D - 10 15 fz/mm 0,028 0,032 0,044 0,052 0,058 0,064

SUPER LEGHE Ti6Al4V = S 1 x D - 7 10 fz/mm 0,022 0,036 0,036 0,042 0,046 0,056

Valori “fz” consigliati per esecuzioni di cave.

A.201Indivisible package  Suggested retail package - Unit price

INVERTED DOVETAIL CUTTERS

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 � 1�� Si ! 1�� Si
Brass

Copper
Ti�Al4V HTA < 45 < 60 < 65

ʼ ʼ ʥ ʥ ʼ ʥ ʥ

Material High speed steel Co
Standard DIN 1833A
Shank Cylindrical
Teeth Front and side edges
Surface finish Bright
Application Side milling, chamfer and angular recesses on all materials.

ITEM: A5425

DIN 1833 A

A5425 Tech. Code D
mm

a �
L

mm
d

mm
Z 

16
45

60

12 10 1

20 63
25 67
16

60
60

20 63
25 67

Side Milling Slotting RANGE

Material )eature Ap Ae Ap
Vc

m/min.
min.

Vc
m/min.
max.

mm
D/mm

10
D/mm

16
D/mm

20
D/mm

25
D/mm

32
D/mm

40

CARBON STEEL
< 500 N/mm²  S 1 x D - 20 35 fz/mm 0,035 0.040 0.055 0.064 0.072 0.080

< 850 N/mm²  S 1 x D - 20 28 fz/mm 0,032 0.036 0.050 0.058 0.066 0.072

STAINLESS
STEEL

< 600 N/mm²  S 1 x D - 10 14 fz/mm 0,028 0.032 0.044 0.052 0.058 0.064

CAST IRON
< 240 HB  S 1 x D - 16 22 fz/mm 0,032 0.036 0.050 0.058 0.066 0.072

<300 HB  S 1 x D - 10 15 fz/mm 0.028 0.032 0.044 0.052 0.058 0.064

SUPER ALLO< Ti�Al4V  S 1 x D - 7 10 fz/mm 0.022 0.036 0.036 0.042 0.046 0.056

Recommended "fz" values for slotting.



A

A.202 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Materiale Acciaio Super rapido al Cobalto
Norma DIN 885 A
Taglienti Alternati
Profilo Tipo N
Tratt. Superficiale Lucida
Applicazione Esecuzione di cave su materiali come acciai e ghise

ART. A5450

< 500 < 850 < 1200 < 600 < 850 DUPLE; < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Ti6Al4V HTA < 45 < 60 < 65

ʼ ʼ ʥ ʥ ʼ ʥ ʥ

DIN 885 B

A5450 Cod. Tec. GR01
Euro

D
mm

S
mm

d2
mm

Z

A5450504 99,30
50

4
16 16A5450505 99,30 5

A5450506 105,90 6
A5450634 101,10

63
4

22 18A5450635 106,00 5
A5450636 106,00 6
A5450804 130,80

80
4

27 20A5450805 129,80 5
A5450806 133,90 6
A54501004 171,60 100 4 32 24

A5450 Cod. Tec. GR01
Euro

D
mm

S
mm

d2
mm

Z

A54501005 167,50

100

5

32

24A54501006 164,00 6
A54501008 184,40 8

22A545010010 200,10 10
A54501255 (232,90)

125

5
26A54501256 239,80 6

A54501258 (244,90) 8
A545012510 (260,70) 10 24
A545012512 (281,80) 12 22

FRESE A DISCO A TRE TAGLIENTI

Contornatura Cava GAMMA

A5450

Materiale Caratteristica Ap Ae Ap
Vc

m/min
min

Vc
m/min
max

mm
D/mm

50
S 4-6

D/mm
50

S 8-10

D/mm
63

S 4-8

D/mm
63

S 10-14

D/mm
80

S 4-10

D/mm
80

S 12-18

D/mm
100

S 4-10

D/mm
100

S 14-16

D/mm
125

S 5-12

D/mm
125

S 14-20

D/mm
160

S 6-12

ACCIAI AL
CARBONIO

<500 N/mm² - - 0,1 x D 20 35 fz/mm 0,025 0,030 0,035 0,040 0,042 0,046 0,048 0,054 0,056 0,060 0,066

<850 N/mm² - - 0,1 x D 20 28 fz/mm 0,020 0,026 0,030 0,035 0,038 0,042 0,044 0,050 0,052 0,055 0,060

ACCIAI INO; <600 N/mm² - - 0,1 x D 10 14 fz/mm 0,020 0,026 0,030 0,035 0,038 0,042 0,044 0,050 0,052 0,055 0,060

GHISE
<240 HB - - 0,1 x D 16 22 fz/mm 0,025 0,030 0,035 0,040 0,042 0,046 0,048 0,054 0,056 0,060 0,066

<300 HB - - 0,1 x D 10 15 fz/mm 0,020 0,026 0,030 0,035 0,038 0,042 0,044 0,050 0,052 0,055 0,060

Valori “fz” consigliati per esecuzioni di cave.

A.202 Indivisible package   Suggested retail package - Unit price

Material High speed steel Co
Standard DIN 885 A
Teeth Alternate
Profile Type N
Surface treatment Bright
Application For steel and cast iron slotting

ITEM: A5450

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 � 1�� Si ! 1�� Si
Brass

Copper
Ti�Al4V HTA < 45 < 60 < 65

ʼ ʼ ʥ ʥ ʼ ʥ ʥ

DIN 885 B

A5450 Tech. Code D
mm

S
mm

d2
mm

Z

50
4

16 165
6

63
4

22 185
6

80
4

27 205
6

100 4 32 24

A5450 Tech. Code D
mm

S
mm

d2
mm

Z

100

5

32

24
6
8

22
10

125

5
266

8
10 24
12 22

SIDE AND FACE CUTTERS

Side Milling Slotting RANGE

Material )eature Ap Ae Ap
Vc

m/min.
min.

Vc
m/min.
max.

mm
D/mm

50
S 4-�

D/mm
50

S �-1�

D/mm
63

S 4-�

D/mm
63

S 1�-14

D/mm
80

S 4-1�

D/mm
80

S 12-1�

D/mm
100

S 4-1�

D/mm
100

S 14-1�

D/mm
125

S �-12

D/mm
125

S 14-2�

D/mm
160

S �-12

CARBON STEEL
< 500 N/mm² - - 0.1 x D 20 35 fz/mm 0.025 0.030 0.035 0.040 0.042 0.046 0.048 0.054 0.056 0.060 0.066

< 850 N/mm² - - 0.1 x D 20 28 fz/mm 0.020 0.026 0.030 0.035 0.038 0.042 0.044 0.050 0.052 0.055 0.060

STAINLESS
STEEL

< 600 N/mm² - - 0.1 x D 10 14 fz/mm 0.020 0.026 0.030 0.035 0.038 0.042 0.044 0.050 0.052 0.055 0.060

CAST IRON
< 240 HB - - 0.1 x D 16 22 fz/mm 0.025 0.030 0.035 0.040 0.042 0.046 0.048 0.054 0.056 0.060 0.066

< 300 HB - - 0.1 x D 10 15 fz/mm 0.020 0.026 0.030 0.035 0.038 0.042 0.044 0.050 0.052 0.055 0.060

Recommended "fz" values for slotting.



A

A.203 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Materiale Acciaio Super rapido Cobalto
Norma NDF
Taglienti Alternati
Profilo Tipo N
Tratt. Superficiale Lucida
Applicazione Esecuzione di cave su materiali come acciai e ghise

ART. A5455

< 500 < 850 < 1200 < 600 < 850 DUPLE; < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Ti6Al4V HTA < 45 < 60 < 65

ʼ ʼ ʥ ʥ ʼ ʥ ʥ

FRESA NDF

A5455 Cod. Tec. GR01
Euro

D
mm

S
mm

d2
mm

Z

A5455631,6 180,20

63

1,6

22

32A5455632 180,20 2
A5455632,5 180,20 2,5
A5455633 180,20 3

28A5455633,5 180,20 3,5
A5455802 237,90

80

2
36A5455802,5 237,90 2,5

A5455803 237,90 3
32A5455803,5 237,90 3,5

A5455 Cod. Tec. GR01
Euro

D
mm

S
mm

d2
mm

Z

A54551002 286,80

100

2

27
44A54551002,5 286,80 2,5

A54551003 286,80 3
40A54551003,5 286,80 3,5

A54551252 420,20

125

2

32
44A54551252,5 420,20 2,5

A54551253 420,20 3
A54551253,5 420,20 3,5

40A54551254 420,20 4

FRESE A DISCO A TRE TAGLIENTI PER SPESSORI SOTTILI

Contornatura Cava GAMMA

A5455

Materiale Caratteristica Ap Ae Ap
Vc

m/min
min

Vc
m/min
max

mm
D/mm

50
S 4-6

D/mm
50

S 8-10

D/mm
63

S 4-8

D/mm
63

S 10-14

D/mm
80

S 4-10

D/mm
80

S 12-18

D/mm
100

S 4-10

D/mm
100

S 14-16

D/mm
125

S 5-12

D/mm
125

S 14-20

D/mm
160

S 6-12

ACCIAI AL
CARBONIO

<500 N/mm² - - 0,1 x D 20 35 fz/mm 0,025 0,030 0,035 0,040 0,042 0,046 0,048 0,054 0,056 0,060 0,066

<850 N/mm² - - 0,1 x D 20 28 fz/mm 0,020 0,026 0,030 0,035 0,038 0,042 0,044 0,050 0,052 0,055 0,060

ACCIAI INO; <600 N/mm² - - 0,1 x D 10 14 fz/mm 0,020 0,026 0,030 0,035 0,038 0,042 0,044 0,050 0,052 0,055 0,060

GHISE

<240 HB - - 0,1 x D 16 22 fz/mm 0,025 0,030 0,035 0,040 0,042 0,046 0,048 0,054 0,056 0,060 0,066

<300 HB - - 0,1 x D 10 15 fz/mm 0,020 0,026 0,030 0,035 0,038 0,042 0,044 0,050 0,052 0,055 0,060

Valori “fz” consigliati per esecuzioni di cave.

A.203Indivisible package  Suggested retail package - Unit price

Material High speed steel Co
Standard Factory standard
Teeth Alternate
Profile Type N
Surface treatment Bright
Application For steel and cast iron slotting

ITEM: A5455

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 � 1�� Si ! 1�� Si
Brass

Copper
Ti�Al4V HTA < 45 < 60 < 65

ʼ ʼ ʥ ʥ ʼ ʥ ʥ

FACTORY STANDARD

A5455 Tech. Code D
mm

S
mm

d2
mm

Z

63

1.6

22

322
2.5
3

28
3.5

80

2
36

2.5
3

32
3.5

A5455 Tech. Code D
mm

S
mm

d2
mm

Z

100

2

27
44

2.5
3

40
3.5

125

2

32
442.5

3
3.5

40
4

SLITTING CUTTERS

Side Milling Slotting RANGE

Material )eature Ap Ae Ap
Vc

m/min.
min.

Vc
m/min.
max.

mm
D/mm

50
S 4-�

D/mm
50

S �-1�

D/mm
63

S 4-�

D/mm
63

S 1�-14

D/mm
80

S 4-1�

D/mm
80

S 12-1�

D/mm
100

S 4-1�

D/mm
100

S 14-1�

D/mm
125

S �-12

D/mm
125

S 14-2�

D/mm
160

S �-12

CARBON STEEL

< 500 N/mm² - - 0.1 x D 20 35 fz/mm 0.025 0.030 0.035 0.040 0.042 0.046 0.048 0.054 0.056 0.060 0.066

< 850 N/mm² - - 0.1 x D 20 28 fz/mm 0.020 0.026 0.030 0.035 0.038 0.042 0.044 0.050 0.052 0.055 0.060

STAINLESS
STEEL

< 600 N/mm² - - 0.1 x D 10 14 fz/mm 0.020 0.026 0.030 0.035 0.038 0.042 0.044 0.050 0.052 0.055 0.060

CAST IRON

< 240 HB - - 0.1 x D 16 22 fz/mm 0.025 0.030 0.035 0.040 0.042 0.046 0.048 0.054 0.056 0.060 0.066

< 300 HB - - 0.1 x D 10 15 fz/mm 0.020 0.026 0.030 0.035 0.038 0.042 0.044 0.050 0.052 0.055 0.060

Recommended "fz" values for slotting.



A

A.204 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Seghe circolari in acciaio super rapido adatte alla troncatura di metalli e leghe su
macchine manuali, semi-automatiche ed automatiche.
La gamma q compresa tra il � 20 mm ed il � 250 mm (a richiesta fino al � 315
mm), gli spessori da 0,3 mm a 6 mm ad incrementi variabili.
L'esecuzione standard di tutta la gamma è in acciaio HSS-DMo5 NEUTRO.
A richiesta sono fornibili seghe circolari in HSS-Co5% con rivestimento vaporizzato
oppure PVD.

ART. A5460

SEGHE CIRCOLARI HSS DIN 1837-A DENTATURA FINE

A5460 Cod. Tec. GR01
Euro

D
mm

S
mm

d2
mm

Z

A54600200,8 14,60

20

0,8

5

48
A54600201 14,60 1 40
A54600202 18,60 2

32A54600202,5 19,80 2,5
A54600250,5 15,00

25

0,5

8

64
A54600251 15,00 1 48
A54600251,6 18,20 1,6

40A54600252 19,60 2
A54600253 24,40 3

32A54600255 33,80 5
A54600320,6 15,80

32

0,6
64A54600320,8 15,80 0,8

A54600321 15,80 1
A54600321,2 18,10 1,2

48A54600322 20,80 2
A54600400,3 (19,60)

40

0,3

10

10A54600400,4 19,60 0,4
A54600400,5 17,70 0,5

80A54600400,7 (17,70) 0,7
A54600400,8 17,70 0,8
A54600401 17,70 1

64A54600401,2 19,90 1,2
A54600401,5 19,90 1,5
A54600402 21,40 2

48A54600402,5 24,10 2,5
A54600500,3 21,40

50

0,3

13

128
A54600500,4 21,40 0,4

100
A54600500,5 19,50 0,5
A54600500,6 19,50 0,6
A54600500,7 21,20 0,7
A54600500,8 19,50 0,8

80A54600501 19,50 1
A54600501,6 25,50 1,6

64A54600502 25,50 2
A54600502,5 26,10 2,5
A54600503 30,40 3 48
A54600630,3 24,30

63

0,3

16

128A54600630,4 24,30 0,4
A54600630,5 24,30 0,5
A54600630,6 22,10 0,6

100A54600630,8 (22,10) 0,8
A54600631 22,10 1
A54600631,2 25,60 1,2

80
A54600631,5 25,60 1,5
A54600631,6 25,60 1,6
A54600632 27,70 2
A54600632,5 28,50 2,5

64A54600633 32,10 3

A5460 Cod. Tec. GR01
Euro

D
mm

S
mm

d2
mm

Z

A54600800,3 28,00

80

0,3

22

160A54600800,4 (36,40) 0,4
A54600800,5 (26,00) 0,5

128A54600800,6 (26,00) 0,6
A54600800,8 26,00 0,8
A54600801 26,10 1

100
A54600801,2 26,00 1,2
A54600801,5 28,70 1,5
A54600801,6 28,70 1,6
A54600802 31,20 2

80A54600802,5 37,60 2,5
A54600803 40,60 3
A54600804 49,90 4

64A54600805 61,80 5
A54600806 67,80 6 60
A54601000,5 30,90

100

0,5 160
A54601000,8 30,90 0,8

128A54601001 30,90 1
A54601001,2 30,90 1,2
A54601001,5 37,30 1,5

100
A54601001,6 37,30 1,6
A54601002 41,60 2
A54601002,5 47,00 2,5
A54601003 50,30 3

80A54601004 67,70 4
A54601005 76,10 5
A54601250,8 44,90

125

0,8
160A54601251 45,00 1

A54601251,2 45,30 1,2

128
A54601251,5 47,60 1,5
A54601251,6 47,60 1,6
A54601252 50,30 2
A54601252,5 53,40 2,5

100A54601253 59,10 3
A54601254 (88,20) 4

32

A54601601,2 68,30

160

1,2
160A54601601,6 69,30 1,6

A54601602 71,10 2
128A54601602,5 (76,40) 2,5

A54601603 87,10 3
A54601604 121,10 4

100A54601605 142,90 5
A54602001 (92,90)

200

1
200A54602001,2 93,30 1,2

A54602002 103,60 2
160A54602002,5 112,80 2,5

A54602504 248,20 250 4

A.204 Indivisible package   Suggested retail package - Unit price

HSS slitting saws in both high speed and super high speed steels suitable for
cutting-off, milling, and grooving steels and alloys on manual, semi-automatic and
fully automatic machines.
The saw blade range is Ø 20 mm - Ø 250 mm with thicknesses ranging 0,3 mm - 6
mm in variable increments. On request up to Ø 315.
All standard saws are available in HP-GRIND execution but are readily available in
VAPO or P.V.D. (Physical Vapour Deposition) coated execution.

ITEM: A5460

SLITTING SAW BLADES HSS DIN 1837-A FINE TOOTHING

A5460 Tech. Code D
mm

S
mm

d2
mm

Z

20

0.8

5

48
1 40
2

32
2.5

25

0.5

8

64
1 48

1.6
40

2
3

32
5

32

0.6
640.8

1
1.2

48
2

40

0.3

10

10
0.4
0.5

800.7
0.8
1

641.2
1.5
2

48
2.5

50

0.3

13

128
0.4

100
0.5
0.6
0.7
0.8

80
1

1.6
642

2.5
3 48

63

0.3

16

1280.4
0.5
0.6

1000.8
1

1.2

80
1.5
1.6
2

2.5
64

3

A5460 Tech. Code D
mm

S
mm

d2
mm

Z

80

0.3

22

160
0.4
0.5

1280.6
0.8
1

100
1.2
1.5
1.6
2

802.5
3
4

64
5
6 60

100

0.5 160
0.8

1281
1.2
1.5

100
1.6
2

2.5
3

804
5

125

0.8
160

1
1.2

128
1.5
1.6
2

2.5
1003

4

32

160

1.2
160

1.6
2

1282.5
3
4

100
5

200

1
200

1.2
2

1602.5
250 4



A

A.205 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Seghe circolari in acciaio super rapido adatte alla troncatura di metalli e leghe su
macchine manuali, semi-automatiche ed automatiche.
La gamma q compresa tra il � 50 mm ed il � 250 mm (a richiesta fino al � 315
mm), gli spessori da 0,5 mm a 6 mm ad incrementi variabili.
L'esecuzione standard di tutta la gamma è in acciaio HSS-DMo5 NEUTRO.
A richiesta sono fornibili seghe circolari in HSS-Co5% con rivestimento vaporizzato
oppure PVD.

ART. A5465

SEGHE CIRCOLARI HSS DIN 1838-B DENTATURA GROSSA

A5465 Cod. Tec. GR01
Euro

D
mm

S
mm

d2
mm

Z

A54650500,6 19,50

50

0,6

13

48
A54650500,8 19,50 0,8

40A54650501 19,50 1
A54650501,2 (22,50) 1,2
A54650501,6 (22,50) 1,6

32A54650502 24,30 2
A54650502,5 26,10 2,5
A54650630,5 22,10

63

0,5

16

64
A54650630,8 (22,10) 0,8

48A54650631 22,10 1
A54650631,2 25,60 1,2

40
A54650631,5 25,60 1,5
A54650631,6 25,60 1,6
A54650632 27,70 2
A54650633 32,10 3

32A54650634 40,60 4
A54650635 50,70 5 24
A54650800,5 25,50

80
0,5

22
64A54650800,8 (27,20) 0,8

A54650801 27,20 1 48

A5465 Cod. Tec. GR01
Euro

D
mm

S
mm

d2
mm

Z

A54650801,2 27,20

80

1,2

22

48A54650801,6 (28,70) 1,6
A54650802 31,20 2

40A54650803 31,20 3
A54650804 49,90 4

32A54650805 61,80 5
A54651000,8 (30,10)

100

0,8
64A54651001 30,10 1

A54651001,5 37,30 1,5
A54651001,6 (37,30) 1,6

48A54651002 41,60 2
A54651003 50,30 3

40A54651004 67,70 4
A54651250,8 (44,90)

125

0,8
80A54651251 45,00 1

A54651252 50,30 2 64
A54651252,5 53,40 2,5

48A54651253 59,10 3
A54651254 (88,20) 4
A54651255 103,50 5 40

ART. C3230

MANDRINI PER SEGHE CIRCOLARI DIN 1837-A E DIN 1838-B

Cod. Tec. GR33
Euro

D1
mm

D2
mm

D3
mm

L
mm

C323005 122,60 5
6

16
60C323008 118,50 8 15

C323010 118,50 10 8 19 62
C323013 118,50 13 10 24 69
C323016 115,40 16 12 31 78
C323022 122,60 22 16 40 86
C323032 402,70 32 25 88 124

A.205Indivisible package  Suggested retail package - Unit price

HSS slitting saws in both high speed and super high speed steels suitable for
cutting-off, milling, and grooving steels and alloys on manual, semi-automatic and
fully automatic machines.
The saw blade range is Ø 50 mm - Ø 250 mm with thicknesses ranging 0,5 mm - 6
mm in variable increments.
On request up to Ø 315.
All standard saws are available in HP-GRIND execution but are readily available in
VAPO or P.V.D. (Physical Vapour Deposition) coated execution.

ITEM: A5465

SLITTING SAW BLADES HSS DIN 1838-B COARSE TOOTHING

A5465 Tech. Code D
mm

S
mm

d2
mm

Z

50

0.6

13

48
0.8

401
1.2
1.6

322
2.5

63

0.5

16

64
0.8

48
1

1.2

40
1.5
1.6
2
3

32
4
5 24

80
0.5

22
64

0.8
1 48

A5465 Tech. Code D
mm

S
mm

d2
mm

Z

80

1.2

22

48
1.6
2

40
3
4

32
5

100

0.8
641

1.5
1.6

48
2
3

40
4

125

0.8
80

1
2 64

2.5
483

4
5 40

ITEM: C3230

SLITTING SAW HOLDERS DIN 1837-A AND DIN 1838-B

Tech. Code D1
mm

D2
mm

D3
mm

L
mm

5
6

16
60

8 15
10 8 19 62
13 10 24 69
16 12 31 78
22 16 40 86
32 25 88 124



A

A.206 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

P

M

K

N

S

CAP A - SEZIONE ALESATORI - CONDIZIONI DI TAGLIO CONSIGLIATE
Materiale HM HSS HSSE

Tolleranza 0/+0,004 mm 0/+0,003 mm H7 - 0/+0,004 mm H7

Applicazione UNI -

A6045 A6037 A6035 A6036 A6040 A6042 A6010 A6015 A6050 A6070 A6075 A6027 A6032

PAG. A 214 212 211 212 213 213 209 209 215 215 215 210 211

DIN

Gambo

Coating

Foro

- PASSANTE CIECO -

< 500 N/mm² 130/185
4

25/35
3

25/35
3

20/30
4

35/45
2

35/45
2

12/15
3

12/15
3

12/15
3

12/15
3

12/15
3

12/15
3

12/15
3

< 850 N/mm² 120/160
4

25/30
3

25/30
3

15/20
4

25/30
2

25/30
2

10/12
3

10/12
3

10/12
3

12/15
3

10/12
3

10/12
3

10/12
3

< 1200 N/mm² 100/120
3

20/25
2

20/25
2

10/20
3

15/20
2

15/20
2

8/10
2

8/10
2

8/10
2

8/10
2

8/10
2

8/10
2

8/10
2

< 600 N/mm² 30/40
3

20/25
3

20/25
3

15/20
2

6/8
3

6/8
3

6/8
3

6/8
3

6/8
3

6/8
3

6/8
3

< 850 N/mm² 30/35
2

18/22
2

18/22
2

12/15
2

5/6
3

5/6
3

5/6
3

5/6
3

5/6
3

6/8
3

6/8
3

DUPLE; 25/30
2

15/18
2

15/18
2

10/15
2

3/4
1

3/4
1

3/4
1

3/4
1

3/4
1

3/4
1

< 240 HB 150/180
4

25/35
2

25/35
2

15/20
4

30/40
2

30/40
2

12/15
2

12/15
2

12/15
2

12/15
2

12/15
2

12/15
2

12/15
2

< 300 HB 130/160
4

25/32
2

25/32
2

10/15
2

20/25
2

20/25
2

10/12
2

10/12
2

10/12
2

10/12
2

10/12
2

10/12
2

10/12
2

< 10% Si 35/50
4

35/50
4

25/35
4

18/20
4

18/20
4

18/20
4

18/20
4

18/20
4

18/20
4

18/20
4

> 10% Si 35/45
4

35/45
4

20/30
2

15/18
4

15/18
4

15/18
4

15/18
4

15/18
4

15/18
4

Ottone
Rame

30/38
2

30/35
4

15/18
3

15/18
3

15/18
3

15/18
3

15/18
3

15/18
4

Ti6Al4V 25/30
2

25/30
2

25/30
4

14/16
3

14/16
3

14/16
3

14/16
3

14/16
3

14/16
3

HTA 16/18
1

16/18
1

4/6
2

4/6
2

4/6
2

4/6
2

4/6
2

< 45 HRC 12/16
1

12/16
1

3/4
1

3/4
1

3/4
1

3/4
1

3/4
1

Esempio Velocità di taglio consigliata (m/min)

n� colonna avanzamento - vedi pagina A.208

35/45

3

Ɣ RACCO0AN'A7O P(R... ż A'A77O P(R...

A.206 Indivisible package   Suggested retail package - Unit price

P

M

K

N

S

CHAP A - REAMERS SECTION - RECOMMENDED CUTTING DATA
Material HM HSS HSSE

Tolerance 0/+0,004 mm 0/+0,003 mm H7 - 0/+0,004 mm H7

Application

Page� A 214 212 211 212 213 213 209 209 215 215 215 210 211

DIN

Shank

Coating

Hole

- Through Blind -

< 500 N/mm² 130/185
4

25/35
3

25/35
3

20/30
4

35/45
2

35/45
2

12/15
3

12/15
3

12/15
3

12/15
3

12/15
3

12/15
3

12/15
3

< 850 N/mm² 120/160
4

25/30
3

25/30
3

15/20
4

25/30
2

25/30
2

10/12
3

10/12
3

10/12
3

12/15
3

10/12
3

10/12
3

10/12
3

< 1200 N/mm² 100/120
3

20/25
2

20/25
2

10/20
3

15/20
2

15/20
2

8/10
2

8/10
2

8/10
2

8/10
2

8/10
2

8/10
2

8/10
2

< 600 N/mm² 30/40
3

20/25
3

20/25
3

15/20
2

6/8
3

6/8
3

6/8
3

6/8
3

6/8
3

6/8
3

6/8
3

< 850 N/mm² 30/35
2

18/22
2

18/22
2

12/15
2

5/6
3

5/6
3

5/6
3

5/6
3

5/6
3

6/8
3

6/8
3

Duplex 25/30
2

15/18
2

15/18
2

10/15
2

3/4
1

3/4
1

3/4
1

3/4
1

3/4
1

3/4
1

< 240 HB 150/180
4

25/35
2

25/35
2

15/20
4

30/40
2

30/40
2

12/15
2

12/15
2

12/15
2

12/15
2

12/15
2

12/15
2

12/15
2

< 300 HB 130/160
4

25/32
2

25/32
2

10/15
2

20/25
2

20/25
2

10/12
2

10/12
2

10/12
2

10/12
2

10/12
2

10/12
2

10/12
2

� 1�� Si 35/50
4

35/50
4

25/35
4

18/20
4

18/20
4

18/20
4

18/20
4

18/20
4

18/20
4

18/20
4

! 1�� Si 35/45
4

35/45
4

20/30
2

15/18
4

15/18
4

15/18
4

15/18
4

15/18
4

15/18
4

Brass
Copper

30/38
2

30/35
4

15/18
3

15/18
3

15/18
3

15/18
3

15/18
3

15/18
4

Ti�Al4V 25/30
2

25/30
2

25/30
4

14/16
3

14/16
3

14/16
3

14/16
3

14/16
3

14/16
3

HTA 16/18
1

16/18
1

4/6
2

4/6
2

4/6
2

4/6
2

4/6
2

< 45 HRC 12/16
1

12/16
1

3/4
1

3/4
1

3/4
1

3/4
1

3/4
1

Example Suggested cutting speed (m�mm)

n� suggested Ieed column - see page A�2��

35/45

3

Ɣ 5(CO00(1'(' FO5... ż U6AB/( FO5«



A

A.207 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

P

M

K

N

S

CAP A - SEZIONE SVASATORI - INDICE DELLE APPLICAZIONI
Materiale HM HSS

Tolleranza -

Applicazione UNI -

A6112 A6110 A6108 A6111 A6153 A6115 A6140 A6155 A6145 A6150 A6157 A6120 A6160 A6230 A6210 A6216

PAG. A 217 216 216 217 219 218 218 220 219 219 220 218 221 221 221 222

DIN

Gambo

Coating

Foro

90� 60� 90� 180�

< 500 N/
mm²

35/45
3

35/45
3

15/30
2

15/30
2

15/30
2

35/45
3

15/30
2

20/50
2

15/30
2

15/30
2

30/40
1

35/45
3

ʼ ʼ ʼ ʼ

< 850 N/
mm²

20/30
2

20/30
1

10/25
2

10/25
2

10/25
2

20/30
2

10/25
2

15/45
2

10/25
2

10/25
2

10/30
1

20/30
2

ʼ ʼ ʼ ʼ

< 1200 N/
mm²

15/20
1

15/20
1

5/15
2

5/15
2

5/15
2

15/20
1

5/15
2

10/35
2

5/15
2

5/15
2

15/25
1

15/20
1

ʥ ʥ ʥ ʥ

< 600 N/
mm²

12/15
1

12/15
1

5/15
2

5/15
2

5/15
2

12/15
1

5/15
2

10/35
2

5/15
2

5/15
2

10/15
1

12/15
1

ʼ ʼ ʼ

< 850 N/
mm²

6/10
1

6/10
1

5/15
2

5/15
2

5/15
2

6/10
1

5/15
2

10/25
2

5/15
2

5/15
2

10/15
1

6/10
1

ʥ ʥ ʥ

DUPLE; 6/10
1

5/15
1

5/15
1

5/15
1

6/10
1

5/15
1

5/15
1

5/15
1

5/15
1

8/10
1

< 240 HB 20/30
2

25/40
3

10/25
2

10/25
2

10/25
2

20/30
2

10/25
2

20/50
2

10/25
2

10/25
2

15/20
2

25/40
3

ʼ ʼ ʼ ʼ

< 300 HB 50/60
3

20/30
2

10/20
2

10/20
2

10/20
2

50/60
3

10/20
2

10/40
2

10/20
2

10/20
2

15/20
2

20/30
2

ʼ ʼ ʼ ʼ

< 10% Si 35/45
3

50/60
3

40/80
2

40/80
2

40/80
2

35/45
3

40/80
2

40/80
2

40/80
2

40/80
2

40/50
2

50/60
3

ʼ ʼ ʼ ʼ

> 10% Si 30/40
3

35/45
3

30/70
2

30/70
2

30/70
2

30/40
3

30/70
2

30/70
2

30/70
2

30/70
2

40/50
2

35/45
3

ʼ ʥ

Ottone
Rame

30/40
3

30/40
3

20/50
2

20/50
2

20/50
2

30/40
3

20/50
2

40/100
2

20/50
2

20/50
2

30/40
2

30/40
3

ʼ ʥ

Ti6Al4V 30/40
3

30/40
3

20/50
2

20/50
2

20/50
2

30/40
3

20/50
2

25/80
2

20/50
2

20/50
2

30/40
2

30/40
3

ʥ

HTA 6/10
1

6/10
1

5/10
1

5/10
1

5/10
1

6/10
1

5/10
1

5/10
1

5/10
1

8/10
1

6/10
1

< 45 HRC 5/10
1

5/10
1

5/10
1

5/10
1

5/10
1

5/10
1

8/10
1

Esempio Velocità di taglio consigliata (m/min)

n� colonna avanzamento - vedi pagina A.208

35/45

3

Ɣ RACCO0AN'A7O P(R... ż A'A77O P(R...

A.207Indivisible package  Suggested retail package - Unit price

P

M

K

N

S

CHAP A - COUNTERSINK SECTION - APPLICATION INDEX
Material HM HSS

Tolerance -

Application

Page� A 217 216 216 217 219 218 218 220 219 219 220 218 221 221 221 222

DIN

Shank

Coating

Hole

��� ��� ��� 1���

< 500 N/
mm²

35/45
3

35/45
3

15/30
2

15/30
2

15/30
2

35/45
3

15/30
2

20/50
2

15/30
2

15/30
2

30/40
1

35/45
3

ʼ ʼ ʼ ʼ

< 850 N/
mm²

20/30
2

20/30
1

10/25
2

10/25
2

10/25
2

20/30
2

10/25
2

15/45
2

10/25
2

10/25
2

10/30
1

20/30
2

ʼ ʼ ʼ ʼ

< 1200 N/
mm²

15/20
1

15/20
1

5/15
2

5/15
2

5/15
2

15/20
1

5/15
2

10/35
2

5/15
2

5/15
2

15/25
1

15/20
1

ʥ ʥ ʥ ʥ

< 600 N/
mm²

12/15
1

12/15
1

5/15
2

5/15
2

5/15
2

12/15
1

5/15
2

10/35
2

5/15
2

5/15
2

10/15
1

12/15
1

ʼ ʼ ʼ

< 850 N/
mm²

6/10
1

6/10
1

5/15
2

5/15
2

5/15
2

6/10
1

5/15
2

10/25
2

5/15
2

5/15
2

10/15
1

6/10
1

ʥ ʥ ʥ

Duplex 6/10
1

5/15
1

5/15
1

5/15
1

25/40
3

5/15
1

5/15
1

5/15
1

5/15
1

8/10
1

< 240 HB 20/30
2

25/40
3

10/25
2

10/25
2

10/25
2

20/302
10/25

2
20/50

2
10/25

2
10/25

2
15/20

2
25/40

3
ʼ ʼ ʼ ʼ

< 300 HB 50/60
3

20/30
2

10/20
2

10/20
2

10/20
2

50/60
3

10/20
2

10/40
2

10/20
2

10/20
2

15/20
2

20/30
2

ʼ ʼ ʼ ʼ

� 1�� Si 35/45
3

50/60
3

40/80
2

40/80
2

40/80
2

35/45
3

40/80
2

40/80
2

40/80
2

40/80
2

40/50
2

50/60
3

ʼ ʼ ʼ ʼ

! 1�� Si 30/40
3

35/45
3

30/70
2

30/70
2

30/70
2

30/40
3

30/70
2

30/70
2

30/70
2

30/70
2

40/50
2

35/45
3

ʼ ʥ ʥ

Brass
Copper

30/40
3

30/40
3

20/50
2

20/50
2

20/50
2

30/40
3

20/50
2

40/100
2

20/50
2

20/50
2

30/40
2

30/40
3

ʼ ʥ ʥ

Ti�Al4V 30/40
3

30/40
3

20/50
2

20/50
2

20/50
2

30/40
3

20/50
2

25/80
2

20/50
2

20/50
2

30/40
2

30/40
3

ʥ ʥ

HTA 6/10
1

6/10
1

5/10
1

5/10
1

5/10
1

6/10
1

5/10
1

5/10
1

5/10
1

8/10
1

6/10
1

< 45 HRC 5/10
1

5/10
1

5/10
1

5/10
1

5/10
1

5/10
1

8/10
1

Example Suggested cutting speed (m�mm)

n� suggested Ieed column - see page A�2��

35/45

3

Ɣ 5(CO00(1'(' FO5... ż U6AB/( FO5«



A

A.208 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Alesatore
Ø mm

Colonna
1

f ( mm/giro )

Colonna
2

f ( mm/giro )

Colonna
3

f ( mm/giro )

Colonna
4

f ( mm/giro )

2 0.040 0.060 0.080 0.100

3 0.050 0.080 0.100 0.125

4 0.060 0.080 0.125 0.150

5 0.080 0.100 0.125 0.160

6 0.100 0.125 0.160 0.200

8 0.125 0.160 0.200 0.250

10 0.160 0.200 0.250 0.300

12 0.200 0.220 0.270 0.320

16 0.220 0.250 0.320 0.400

20 0.250 0.320 0.400 0.500

25 0.320 0.400 0.480 0.580

30 0.400 0.420 0.520 0.620

40 0.420 0.500 0.620 0.800

50 0.500 0.620 0.800 1.000

SEZ A ALESATORI - COLONNE AVANZAMENTO - f (mm/giro)

P

D/mm
2 - 5

D/mm
5 - 10

D/mm
10 - 20

D/mm
20 - 30

D/mm
30 - 40

D/mm
> 40

Sovrametallo mm mm mm mm mm mm

< 500 N/mm² 0,10 - 0,20 0,20 - 0,25 0,20 - 0,30 0,30 - 0,40 0,40 - 0,50 0,60

< 850 N/mm² 0,10 - 0,20 0,20 - 0,25 0,20 - 0,25 0,30 - 0,40 0,40 - 0,50 0,55

< 1200 N/mm² 0,10 - 0,20 0,20 0,20 - 0,25 0,25 - 0,35 0,35 - 0,45 0,50

< 600 N/mm² 0,10 - 0,20 0,20 0,20 - 0,30 0,25 - 0,30 0,35 - 0,45 0,50 - 0,55

< 800 N/mm² 0,10 - 0,20 0,20 0,20 - 0,25 0,25 - 0,30 0,35 - 0,40 0,50 - 0,55

DUPLE; 0,10 - 0,20 0,20 0,20 - 0,25 0,25 0,30 0,40

< 240 HB 0,10 - 0,20 0,20 - 0,25 0,30 0,30 0,30 - 0,40 0,45 - 0,50

< 300 HB 0,10 - 0,20 0,20 0,25 - 0,30 0,30 0,30 - 0,40 0,45 - 0,55

< 10% Si 0,10 - 0,20 0,20 - 0,30 0,30 - 0,40 0,40 - 0,50 0,50 - 0,60 0,60 - 0,70

> 10% Si 0,10 - 0,20 0,20 - 0,25 0,30 - 0,35 0,40 - 0,45 0,50 - 0,55 0,60 - 0,65

Ottone - Rame 0,10 - 0,20 0,20 0,25 - 0,30 0,30 - 0,35 0,35 - 0,40 0,45 - 0,50

Bronzo !700
< 1500 N/mm²

0,10 - 0,20 0,20 0,25 - 0,30 0,30 - 0,35 0,35 - 0,40 0,45 - 0,50

M

K

N

TABELLA SOVRAMETALLI CONSIGLIATI - DIAMETRO D/mm

A.208 Indivisible package   Suggested retail package - Unit price

Reamer
Ø mm

Column
1

f (mm/turn)

Column
2

f (mm/turn)

Column
3

f (mm/turn)

Column
4

f (mm/turn)

2 0,040 0,060 0,080 0,100

3 0,050 0,080 0,100 0,125

4 0,060 0,080 0,125 0,150

5 0,080 0,100 0,125 0,160

6 0,100 0,125 0,160 0,200

8 0,125 0,160 0,200 0,250

10 0,160 0,200 0,250 0,300

12 0,200 0,220 0,270 0,320

16 0,220 0,250 0,320 0,400

20 0,250 0,320 0,400 0,500

25 0,320 0,400 0,480 0,580

30 0,400 0,420 0,520 0,620

40 0,420 0,500 0,620 0,800

50 0,500 0,620 0,800 1,000

CHAP A REAMERS - RECOMMENDED FEED RATE - f (mm/turn)

P

D/mm
2 - 5

D/mm
5 - 10

D/mm
10 - 20

D/mm
20 - 30

D/mm
30 - 40

D/mm
> 40

Stock mm mm mm mm mm mm

< 500 N/mm² ��1� - ��2� ��2� - ��2� ��2� - ��3� ��3� - ��4� ��4� - ���� 0.60

< 850 N/mm² ��1� - ��2� ��2� - ��2� ��2� - ��2� ��3� - ��4� ��4� - ���� 0.55

< 1200 N/mm² ��1� - ��2� 0.20 ��2� - ��2� ��2� - ��3� ��3� - ��4� 0.50

< 600 N/mm² ��1� - ��2� 0.20 ��2� - ��3� ��2� - ��3� ��3� - ��4� ���� - ����

< 800 N/mm² ��1� - ��2� 0.20 ��2� - ��2� ��2� - ��3� ��3� - ��4� ���� - ����

DUPLE; ��1� - ��2� 0.20 ��2� - ��2� 0.25 0.30 0.40

< 240 HB ��1� - ��2� ��2� - ��2� 0.30 0.30 ��3� - ��4� ��4� - ����

< 300 HB ��1� - ��2� 0.20 ��2� - ��3� 0.30 ��3� - ��4� ��4� - ����

� 1�� Si ��1� - ��2� ��2� - ��3� ��3� - ��4� ��4� - ���� ���� - ���� ���� - ����

! 1�� Si ��1� - ��2� ��2� - ��2� ��3� - ��3� ��4� - ��4� ���� - ���� ���� - ����

Brass - Copper ��1� - ��2� 0.20 ��2� - ��3� ��3� - ��3� ��3� - ��4� ��4� - ����

Bron]e ! ���
< 1500 N/mm²

��1� - ��2� 0.20 ��2� - ��3� ��3� - ��3� ��3� - ��4� ��4� - ����

M

K

N

RECOMMENDED STOCK MATERIAL - DIAMETER D/mm



A

A.209 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ALESATORI A MANO

Cod. Tec. GR01
Euro

D
mm

L
mm

l
mm

d
mm

A601010 25,80 10,00 133 66 10
A601011 26,90 11,00 142 71 11
A601012 29,00 12,00

152 76
12

A601013 30,90 13,00 13
A601014 34,40 14,00

163 81
14

A601015 36,80 15,00 15
A601016 41,30 16,00

175 87
16

A601017 43,40 17,00 17
A601018 47,20 18,00 188 93 18
A601020 55,40 20,00 201 100 20

Cod. Tec. GR01
Euro

D
mm

L
mm

l
mm

d
mm

A60102 16,50 2,00 50 25 2
A60102,5 18,00 2,50 58 29 2,5
A60103 16,50 3,00 62 31 3
A60103,5 18,00 3,50 71 35 3,5
A60104 13,50 4,00 76 38 4
A60104,5 18,00 4,50 81 41 4,5
A60105 16,50 5,00 87 44 5
A60106 16,90 6,00 93 47 6
A60107 17,80 7,00 107 54 7
A60108 19,70 8,00 115 58 8
A60109 24,30 9,00 124 62 9

ALESATORE DIN 206 B

Materiale HSS
Norma DIN 206B
Tolleranza H7
Taglienti Elicoidali 7°-8° Taglio destro
Finitura superficiale Lucido
Applicazione Alesature H7 su tutti i materialI

ART. A6010

< 500 < 850 < 1200 < 600 < 850 DUPLE; < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Ti6Al4V HTA < 45 < 60 < 65

ʼ ʼ ʥ ʼ ʥ ʼ ʼ ʼ

ALESATORI A MACCHINA

Cod. Tec. GR01
Euro

D
mm

L
mm

l
mm

d
mm

A60156,2 19,90 6,20
101 28 6,3A60156,5 17,40 6,50

A60156,6 20,80 6,60
A60157 20,00 7,00

109 31 7,1A60157,5 20,80 7,50
A60157,8 21,60 7,80

117 33 8A60158 20,40 8,00
A60158,5 24,50 8,50
A60158,8 (24,50) 8,80

125 36 9A60159 25,20 9,00
A60159,5 25,60 9,50
A60159,8 27,40 9,80

133 38

10

A601510 26,10 10,00
A601510,5 31,70 10,50
A601511 31,80 11,00 142 41
A601512 33,00 12,00

151 44A601512,5 35,40 12,50
A601513 35,80 13,00
A601514 38,50 14,00 160 47

12,5
A601514,5 (43,60) 14,50

162 50A601515 39,70 15,00
A601516 42,30 16,00 170 52

Cod. Tec. GR01
Euro

D
mm

L
mm

l
mm

d
mm

A60151,5 18,20 1,50 40 8 1,5
A60152 11,90 2,00 49 11 2
A60152,5 14,30 2,50

57
14 2,5

A60152,6 (14,20) 2,60
15

2,6
A60152,7 14,20 2,70

61
2,7

A60153 13,30 3,00 3
A60153,1 (15,90) 3,10

65 16
3,1

A60153,2 16,00 3,20 3,2
A60153,4 15,90 3,40

70 18
3,4

A60153,5 16,40 3,50 3,5
A60154 14,60 4,00

75 19 4A60154,2 17,00 4,20
A60154,3 17,70 4,30

80
21 4,5A60154,5 17,20 4,50

A60154,8 (18,10) 4,80

23 5
A60154,9 18,10 4,90
A60155 16,50 5,00

86A60155,1 18,60 5,10
A60155,2 18,60 5,20
A60155,4 18,60 5,40

93 26 5,6A60155,5 17,70 5,50
A60156 16,60 6,00
A60156,1 19,90 6,10 101 28 6,3

ALESATORE DIN 212 D

Materiale HSSE
Norma DIN 212D
Tolleranza H7
Taglienti Elicoidali 7°-8° Taglio destro
Finitura superficiale Lucido
Applicazione Alesature H7 su tutti i materiali

ART. A6015

< 500 < 850 < 1200 < 600 < 850 DUPLE; < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Ti6Al4V HTA < 45 < 60 < 65

ʼ ʼ ʥ ʼ ʼ ʥ ʼ ʼ ʼ ʥ ʥ ʥ ʥ ʥ

A.209Indivisible package  Suggested retail package - Unit price

HAND REAMERS

Tech. Code D
mm

L
mm

l
mm

d
mm

10.00 133 66 10
11.00 142 71 11
12.00

152 76
12

13.00 13
14.00

163 81
14

15.00 15
16.00

175 87
16

17.00 17
18.00 188 93 18
20.00 201 100 20

Tech. Code D
mm

L
mm

l
mm

d
mm

2.00 50 25 2
2.50 58 29 2.5
3.00 62 31 3
3.50 71 35 3.5
4.00 76 38 4
4.50 81 41 4.5
5.00 87 44 5
6.00 93 47 6
7.00 107 54 7
8.00 115 58 8
9.00 124 62 9

5(A0(5 ',1 �0� B

Material HSS
Standard DIN 206B
Tolerance H7
Flutes /eft-hand �� - 8� - cutting right-hand
Surface finish Bright
Application H7-reaming on all materials

ITEM: A6010

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 � 1�� Si ! 1�� Si
Brass

Copper
Ti�Al4V HTA < 45 < 60 < 65

ʼ ʼ ʥ ʼ ʥ ʼ ʼ ʼ

MACHINE REAMERS

Tech. Code D
mm

L
mm

l
mm

d
mm

6.20
101 28 6.36.50

6.60
7.00

109 31 7.1
7.50
7.80

117 33 88.00
8.50
8.80

125 36 99.00
9.50
9.80

133 38

10

10.00
10.50
11.00 142 41
12.00

151 4412.50
13.00
14.00 160 47

12.5
14.50

162 50
15.00
16.00 170 52

Tech. Code D
mm

L
mm

l
mm

d
mm

1.50 40 8 1.5
2.00 49 11 2
2.50

57
14 2.5

2.60
15

2.6
2.70

61
2.7

3.00 3
3.10

65 16
3.1

3.20 3.2
3.40

70 18
3.4

3.50 3.5
4.00

75 19 4
4.20
4.30

80
21 4.5

4.50
4.80

23 5
4.90
5.00

865.10
5.20
5.40

93 26 5.65.50
6.00
6.10 101 28 6.3

5(A0(5 ',1 �1� '

Material H66(
Standard DIN 212D
Tolerance H7
Flutes /eft-hand �� - 8� - cutting right-hand
Surface finish Bright
Application H7-reaming on all materials

ITEM: A6015

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 � 1�� Si ! 1�� Si
Brass

Copper
Ti�Al4V HTA < 45 < 60 < 65

ʼ ʼ ʥ ʼ ʼ ʥ ʼ ʼ ʼ ʥ ʥ ʥ ʥ ʥ



A

A.210 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ALESATORI CENTESIMALI A MACCHINA

< 500 < 850 < 1200 < 600 < 850 DUPLE; < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Ti6Al4V HTA < 45 < 60 < 65

ʼ ʼ ʥ ʼ ʼ ʥ ʼ ʼ ʼ ʥ ʥ

l

L1

D d

L

Materiale HSSE
Norma DIN 212 D
Tolleranza costruttiva 0/+0,004 mm
Taglienti Elicoidali 6° taglio destro
Finitura superficiale TiAIN
Applicazione Alesature su materiali con R < 1100 N/mm²

ART. A6027

NOTA - Per ordinare un alesatore, il codice tecnico da richiedere:
     esempio Ø 1,32 = A602701,32

Cod. Tec. GR06
Euro

D
mm

Gamma disponibile D da mm a mm
mm

L
mm

l
mm

L1
mm

d
mm

A602701,00 25,32 1,00 1,00 - 1,50 40 8
- -A602701,51 24,88 1,51 1,51 - 1,93 43 9

A602701,94 23,62 1,94 1,94 - 2,12 49 11 26
2A602702,13 24,50 2,13 2,13 - 2,36 53 12

-
A602702,37 23,85 2,37 2,37 - 2,48

57 14
2,3

A602702,49 23,85 2,49 2,49 - 2,65
2,5A602702,66 23,99 2,66 2,66 - 2,96 61 15

A602702,97 24,00 2,97 2,97 - 3,35 65 16 40 3
A602703,36 23,76 3,36 3,36 - 3,75 70 18 45 3,5
A602703,76 23,76 3,76 3,76 - 4,25 75 19 47 4
A602704,26 24,68 4,26 4,26 - 4,75 80 21 51 4,5
A602704,76 24,81 4,76 4,76 - 5,15 86 23 56

5A602705,16 25,63 5,16 5,16 - 5,65
93 26 58A602705,65 25,63 5,65 5,66 - 6,15

6A602706,16 29,72 6,16 6,16 - 6,71 101 28 63
A602706,72 30,17 6,72 6,72 - 7,65 109 31 71 7
A602707,66 32,91 7,66 7,66 - 8,65 117 33 77 8
A602708,66 37,09 8,66 8,66 - 9,65 125 36 80 9
A602709,66 38,72 9,66 9,66 - 10,60 133 38 85

10
A602710,61 52,11 10,61 10,61 - 11,80 142 41 92
A602711,81 53,74 11,81 11,81 - 12,20

151 44 99A602712,21 66,26 12,21 12,21 - 13,20

ALESATORE DIN 212 D

A.210 Indivisible package   Suggested retail package - Unit price

CENTESIMAL MACHINE REAMERS

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 � 1�� Si ! 1�� Si
Brass

Copper
Ti�Al4V HTA < 45 < 60 < 65

ʼ ʼ ʥ ʼ ʼ ʥ ʼ ʼ ʼ ʥ ʥ

Material H66(
Standard DIN 212 D
Constructive tolerance 0/+0,004 mm
Flutes Helix 6° right cut
Surface finish TiAIN
Application Boring on materials with R < 1100 N/mm²

ITEM: A6027

1OT( - To order a reamer, the technical code to be reTuested�
example Ø 1,32 = A602701,32

Tech. Code D
mm

Available range D Irom mm to mm
mm

L
mm

l
mm

L1
mm

d
mm

1,00 1��� - 1��� 40 8
- -

1,51 1��1 - 1��3 43 9
1,94 1��4 - 2�12 49 11 26

2
2,13 2�13 - 2�3� 53 12

-
2,37 2�3� - 2�4�

57 14
2,3

2,49 2�4� - 2���
2,5

2,66 2��� - 2��� 61 15
2,97 2��� - 3�3� 65 16 40 3
3,36 3�3� - 3��� 70 18 45 3,5
3,76 3��� - 4�2� 75 19 47 4
4,26 4�2� - 4��� 80 21 51 4,5
4,76 4��� - ��1� 86 23 56

5
5,16 ��1� - ����

93 26 58
5,65 ���� - ��1�

6
6,16 ��1� - ���1 101 28 63
6,72 ���2 - ���� 109 31 71 7
7,66 ���� - ���� 117 33 77 8
8,66 ���� - ���� 125 36 80 9
9,66 ���� - 1���� 133 38 85

10
10,61 1���1 - 11��� 142 41 92
11,81 11��1 - 12�2�

151 44 99
12,21 12�21 - 13�2�

5(A0(5 ',1 �1� '



A

A.211 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ALESATORI A MACCHINA

Cod. Tec. GR06
Euro

D
mm

L
mm

l
mm

d
mm

A60352,9 40,00 2,90
61 15

2,5
A60353 40,00 3,00

3,0A60353,3 43,50 3,30 65 16
A60353,5 43,50 3,50 70 18 3,5
A60354 46,60 4,00 75 19

4,0A60354,3 53,30 4,30 80 21
A60354,9 56,20 4,90

86 23
5,0

A60355 56,20 5,00
A60355,1 56,20 5,10
A60355,5 64,10 5,50

93 26A60356 64,10 6,00 6,0
A60357 76,10 7,00 109 31 7,0
A60358 84,70 8,00

117 33 8,0A60358,5 91,30 8,50
A60359 92,50 9,00 125 36 9,0
A603510 106,50 10,00 133 38 10,0
A603511 117,30 11,00 142 41 11,0
A603512 134,90 12,00 151 44 12,0

Cod. Tec. GR06
Euro

D
mm

L
mm

l
mm

d
mm

A60351 35,00 1,00

40

5 1,0
A60351,1 35,00 1,10

7
1,1

A60351,2 35,00 1,20
1,2A60351,3 35,00 1,30

A60351,4 35,00 1,40
8

1,3
A60351,5 35,60 1,50

1,5A60351,6 35,60 1,60 43 9
A60351,7 35,60 1,70

46 10
1,6

A60351,8 35,60 1,80 1,7
A60351,9 35,60 1,90 1,8
A60352 33,90 2,00

49 11
2,0

A60352,1 33,90 2,10
A60352,2 36,90 2,20

53 12A60352,3 36,90 2,30
A60352,4 40,00 2,40 54

14
2,3

A60352,5 40,00 2,50
57

2,5
A60352,6 40,00 2,60
A60352,7 40,00 2,70

61 15A60352,8 40,00 2,80

ALESATORE DIN 212 D

Materiale Metallo duro integrale
Norma DIN 212D
Tolleranza H7
Taglienti Elicoidali 7°-8° Taglio destro
Tratt. superficiale Lucido
Applicazione Alesature H7 su materiali come acciai, ghise e leghe leggere

con R � 1400 N/mm²

ART. A6035

< 500 < 850 < 1200 < 600 < 850 DUPLE; < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Ti6Al4V HTA < 45 < 60 < 65

ʼ ʼ ʥ ʼ ʼ ʥ ʼ ʼ ʼ ʥ ʥ ʥ ʥ ʼ

ALESATORI A MACCHINA

Cod. Tec. GR06
Euro

D
mm

L
mm

l
mm

L1
mm

d
mm

A603211,00 41,18 11,00
142 41 92

10
A603211,50 46,50 11,50
A603212,00 46,50 12,00

151 44 99A603212,50 50,24 12,50
A603213,00 50,24 13,00
A603213,50 53,30 13,50

160 47 105

12,5

A603214,00 53,30 14,00
A603214,50 66,00 14,50

162 50 107A603215,00 66,00 15,00
A603215,50 66,81 15,50

170 52 115A603216,00 66,81 16,00
A603216,50 76,25 16,50

175 54 119
14

A603217,00 76,25 17,00
A603217,50 83,76 17,50

182 56 122A603218,00 83,76 18,00
A603218,50 90,39 18,50

189 58 127
16

A603219,00 90,39 19,00
A603219,50 101,00 19,50

195 60 130A603220,00 101,00 20,00

Cod. Tec. GR06
Euro

D
mm

L
mm

l
mm

L1
mm

d
mm

A603201,00 24,88 1,00
40 8

-

1
A603201,50 20,75 1,50 1,5
A603202,00 18,69 2,00 49 11 2
A603202,50 18,69 2,50 57 14 2,5
A603203,00 17,59 3,00 65 16 3
A603203,50 19,62 3,50 70 18 45 3,5
A603204,00 19,62 4,00 75 19 47 4
A603204,50 21,35 4,50 80 21 51 4,5
A603205,00 21,35 5,00 86 23 56

5A603205,50 22,39 5,50
93 26 58A603206,00 22,39 6,00

6A603206,50 26,11 6,50 101 28 63
A603207,00 27,79 7,00

109 31 71 7A603207,50 28,67 7,50
A603208,00 28,67 8,00

117 33 77 8A603208,50 32,95 8,50
A603209,00 32,95 9,00

125 36 80 9A603209,50 34,14 9,50
A603210,00 34,14 10,00

133 38 85 10A603210,50 39,01 10,50

ALESATORE DIN 212 D

Materiale HSSE
Norma DIN 212 D
Tolleranza H7
Taglienti Elicoidali 6° taglio destro
Finitura superficiale TiAIN
Applicazione Alesature su materiali con R <1100 N/mm²

ART. A6032

< 500 < 850 < 1200 < 600 < 850 DUPLE; < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Ti6Al4V HTA < 45 < 60 < 65

ʼ ʼ ʥ ʼ ʼ ʥ ʼ ʼ ʼ ʥ ʥ

l

L1

D d

L

A.211Indivisible package  Suggested retail package - Unit price

MACHINE REAMERS

Tech. Code D
mm

L
mm

l
mm

d
mm

2.90
61 15

2.5
3.00

3.0
3.30 65 16
3.50 70 18 3.5
4.00 75 19

4.0
4.30 80 21
4.90

86 23
5.0

5.00
5.10
5.50

93 26
6.00 6.0
7.00 109 31 7.0
8.00

117 33 8.0
8.50
9.00 125 36 9.0
10.00 133 38 10.0
11.00 142 41 11.0
12.00 151 44 12.0

Tech. Code D
mm

L
mm

l
mm

d
mm

1.00

40

5 1.0
1.10

7
1.1

1.20
1.2

1.30
1.40

8
1.3

1.50
1.5

1.60 43 9
1.70

46 10
1.6

1.80 1.7
1.90 1.8
2.00

49 11
2.0

2.10
2.20

53 12
2.30
2.40 54

14
2.3

2.50
57

2.5
2.60
2.70

61 15
2.80

5(A0(5 ',1 �1� '

Material Solid carbide
Standard DIN 212D
Tolerance H7
Flutes /eft-hand �� - 8� - cutting right-hand
Surface treatment Bright
Application H7-reaming on materials such as steel, cast iron and light

alloys with 5 � 1�00 1�mmð

ITEM: A6035

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 � 1�� Si ! 1�� Si
Brass

Copper
Ti�Al4V HTA < 45 < 60 < 65

ʼ ʼ ʥ ʼ ʼ ʥ ʼ ʼ ʼ ʥ ʥ ʥ ʥ ʼ

MACHINE REAMERS

Tech. Code D
mm

L
mm

l
mm

L1
mm

d
mm

11,00
142 41 92

10
11,50
12,00

151 44 9912,50
13,00
13,50

160 47 105

12,5

14,00
14,50

162 50 107
15,00
15,50

170 52 115
16,00
16,50

175 54 119
14

17,00
17,50

182 56 122
18,00
18,50

189 58 127
16

19,00
19,50

195 60 130
20,00

Tech. Code D
mm

L
mm

l
mm

L1
mm

d
mm

1,00
40 8

-

1
1,50 1,5
2,00 49 11 2
2,50 57 14 2,5
3,00 65 16 3
3,50 70 18 45 3,5
4,00 75 19 47 4
4,50 80 21 51 4,5
5,00 86 23 56

5
5,50

93 26 58
6,00

6
6,50 101 28 63
7,00

109 31 71 7
7,50
8,00

117 33 77 8
8,50
9,00

125 36 80 9
9,50

10,00
133 38 85 10

10,50

5(A0(5 ',1 �1� '

Material H66(
Standard DIN 212 D
Tolerance H7
Flutes Helix 6° cutting right hand
Surface finish TiAIN
Application Boring on materials with R <1100 N/mm²

ITEM: A6032

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 � 1�� Si ! 1�� Si
Brass

Copper
Ti�Al4V HTA < 45 < 60 < 65

ʼ ʼ ʥ ʼ ʼ ʥ ʼ ʼ ʼ ʥ ʥ



A

A.212 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ALESATORI A MACCHINA CENTESIMALI

< 500 < 850 < 1200 < 600 < 850 DUPLE; < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Ti6Al4V HTA < 45 < 60 < 65

ʼ ʼ ʥ ʼ ʼ ʥ ʼ ʼ ʼ ʥ ʥ ʥ ʼ ʥ

Materiale Metallo duro integrale
Norma DIN 212D
Tolleranza costruttiva 0/+0,003 mm
Taglienti Elicoidali 6° Taglio destro
Tratt. superficiale Lucido
Applicazione Alesature H7 su materiali come acciai, ghise e leghe

leggere con R � 1400 N/mm²

ART. A6037

NOTA - Per ordinare un alesatore, il codice tecnico da richiedere:
     esempio Ø 2,37 = A603702,37

Cod. Tec. GR06
Euro

D
mm

Gamma disponibile D da mm a mm
mm

L
mm

l
mm

L1
mm

d
mm

A603701,00 (41,50) 1,00 1,00 - 2,36 40 - 53 8 - 12 26 -
A603702,37 (48,40) 2,37 2,37 - 3,75 57 - 70 14 - 18 40 - 45 2,3 - 2,5 - 3 - 3,5
A603703,76 (55,30) 3,76 3,76 - 4,75 75 - 80 19 - 21 47 - 51 4 - 4,5
A603704,76 (65,70) 4,76 4,76 - 5,65 86 - 93 23 - 26 56 - 58 5
A603705,66 (83,00) 5,66 5,66 - 6,15 93 26 58

6A603706,16 (86,50) 6,16 6,16 - 6,70 101 28 63
A603706,71 (93,40) 6,71 6,71 - 7,65 109 31 71 7
A603707,66 (97,50) 7,66 7,66 - 8,65 117 33 77 8
A603708,66 (131,80) 8,66 8,66 - 9,65 125 36 80 9
A603709,66 (158,10) 9,66 9,66 - 10,65 133 38 85 10
A603710,66 (181,20) 10,66 10,66 - 12,20 142 41 92 - 99 10 - 12
A603712,21 (204,30) 12,21 12,21 - 13,00 151 44 99 12

ALESATORE DIN 212 D

ALESATORI A MACCHINA

Cod. Tec. GR06
Euro

D
mm

L
mm

I
mm

L1
mm

d
mm

A603607,50 84,20 7,50 109 31 71 7,00
A603608,00 90,70 8,00

117 33 77 8,00A603608,50 100,92 8,50
A603609,00 108,11 9,00

125 36 80 9,00A603609,50 130,99 9,50
A603610,00 130,99 10,00

133 38 85
10,00

A603610,50 143,37 10,50
A603611,00 145,63 11,00

142 41 92A603611,50 164,64 11,50
A603612,00 228,37 12,00

151 44 99 12,00A603612,50 171,93 12,50
A603613,00 182,25 13,00

Cod. Tec. GR06
Euro

D
mm

L
mm

I
mm

L1
mm

d
mm

A603601,00 38,97 1,00
40 8

-

1,00
A603601,50 38,97 1,50 1,50
A603602,00 32,45 2,00 49 11 2,00
A603602,50 32,52 2,50 57 14 2,50
A603603,00 33,81 3,00 65 16 3,00
A603603,50 36,44 3,50 70 18 45 3,50
A603604,00 40,35 4,00 75 19 47 4,00
A603604,50 44,67 4,50 80 21 51 4,50
A603605,00 49,89 5,00 86 23 56

5,00A603605,50 52,49 5,50
93 26 58A603606,00 60,33 6,00

6,00A603606,50 71,15 6,50 101 28 63
A603607,00 80,93 7,00 109 31 71 7,00

ALESATORE DIN 212 D

Materiale Metallo duro integrale
Norma DIN 212 D
Tolleranza H7
Taglienti Elicoidali 6° taglio destro
Finitura superficiale WIND X
Applicazione Alesature su materiali con R � 1100 N/mm²

ART. A6036

< 500 < 850 < 1200 < 600 < 850 DUPLE; < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Ti6Al4V HTA < 45 < 60 < 65

ʼ ʼ ʥ ʼ ʼ ʥ ʼ ʼ ʼ ʥ ʥ ʥ ʼ ʥ

A.212 Indivisible package   Suggested retail package - Unit price

CENTESIMAL MACHINE REAMERS

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 � 1�� Si ! 1�� Si
Brass

Copper
Ti�Al4V HTA < 45 < 60 < 65

ʼ ʼ ʥ ʼ ʼ ʥ ʼ ʼ ʼ ʥ ʥ ʥ ʼ ʥ

Material Solid carbide
Standard DIN 212D
Tolerance 0/+0,003 mm
Flutes /eft hand �� 5ight hand cutting
Surface treatment Bright
Application H7-reaming on materials such as steel, cast iron and light

alloys with 5 � 1�00 1�mmð

ITEM: A6037

1OT( - To order a reamer, the reTuired technical code is�
e.g. Ø 2.37 = A603702.37

Tech. Code D
mm

Available range D Irom mm to mm
mm

L
mm

l
mm

L1
mm

d
mm

1.00 1��� - 2�3� 4� - �3 � - 12 26 -
2.37 2�3� - 3��� �� - �� 14 - 1� 2�3 - 3�� 2�3 - 2�� - 3 - 3��
3.76 3��� - 4��� �� - �� 1� - 21 4 - 4�� 4 - 4��
4.76 4��� - ���� �� - �3 23 - 2� � - ��� 5
5.66 ���� - ��1� 93 26 ��� - �

6
6.16 ��1� - ���� 101 28 � - ���
6.71 ���1 - ���� 109 31 ��� - ��� 7
7.66 ���� - ���� 117 33 ��� - ��� 8
8.66 ���� - ���� 125 36 ��� - ��� 9
9.66 ���� - 1���� 133 38 ��� - 1��� 10
10.66 1���� - 12�2� 142 41 1��� - 12 1� - 12
12.21 12�21 - 13��� 151 44 99 12

5(A0(5 ',1 �1� '

MACHINE REAMERS

Tech. Code D
mm

L
mm

I
mm

L1
mm

d
mm

7,50 109 31 71 7,00
8,00

117 33 77 8,00
8,50
9,00

125 36 80 9,00
9,50
10,00

133 38 85
10,00

10,50
11,00

142 41 92
11,50
12,00

151 44 99 12,0012,50
13,00

Tech. Code D
mm

L
mm

I
mm

L1
mm

d
mm

1,00
40 8

-

1,00
1,50 1,50
2,00 49 11 2,00
2,50 57 14 2,50
3,00 65 16 3,00
3,50 70 18 45 3,50
4,00 75 19 47 4,00
4,50 80 21 51 4,50
5,00 86 23 56

5,00
5,50

93 26 58
6,00

6,00
6,50 101 28 63
7,00 109 31 71 7,00

5(A0(5 ',1 �1� '

Material Intergral hard metal
Standard DIN 212 D
Tolerance H7
Flutes Helix 6° cutting right hand
Surface finish WIND X
Application Boring on material 5 � 1100 1�mmð

ITEM: A6036

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 � 1�� Si ! 1�� Si
Brass

Copper
Ti�Al4V HTA < 45 < 60 < 65

ʼ ʼ ʥ ʼ ʼ ʥ ʼ ʼ ʼ ʥ ʥ ʥ ʼ ʥ



A

A.213 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ALESATORI A MACCHINA ECOSPEED

< 500 < 850 < 1200 < 600 < 850 DUPLE; < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Ti6Al4V HTA < 45 < 60 < 65

ʼ ʼ ʥ ʼ ʼ

Materiale HSS
Norma NDF
Tolleranza H7
Taglienti 'iritti passo variabile con fori di lubrificazione, spaziatura

variabile fra i vani

Applicazione Alesature in fori passanti su acciaio e ghise

Range Ø 6 - 40 - diametri millesimali ordinabili

ART. 033260

ALESATORE NDF

A6040 Cod. Tec. GR08
Euro

d1
mm

d2
mm

l1
mm

l2
mm

l3
mm

l4
mm

l5
mm

Z

A604006 83,80 6
8

100
16 36 64

58

6

A604007 86,70 7
A604008 87,70 8 59
A604009 90,60 9

10
20

40
60 54

A604010 91,50 10
120

80 75
A604011 95,90 11

12
45

75
69

A604012 97,10 12 70
A604013 102,10 13

14
130 22

85
79

A604014 109,40 14 80
A604015 118,40 15

16
48

82 76
A604016 121,30 16

150 25
102

97
A604017 145,80 17

18
96

8
A604018 146,60 18 97
A604019 151,10 19

20 50 100
94

A604020 153,20 20 95

ALESATORI A MACCHINA ECOSPEED

< 500 < 850 < 1200 < 600 < 850 DUPLE; < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Ti6Al4V HTA < 45 < 60 < 65

ʼ ʼ ʥ ʼ ʼ

l1

l4 l3

l5

l2

 d
2

h6

d
1Materiale HSS

Norma NDF
Tolleranza H7
Taglienti 'iritti passo variabile con fori di lubrificazione

Applicazione Alesature in fori ciechi su acciaio e ghise, spaziatura variabile
fra i vani

Range Ø 6 - 40 - diametri millesimali ordinabili

ART. 033261

ALESATORE NDF

A6042 Cod. Tec. GR08
Euro

d1
mm

d2
mm

l1
mm

l2
mm

l3
mm

l4
mm

l5
mm

Z

AL
ES

AT
O

R
E

N
D

F

A604206 75,30 6
8

100
16 36 64

39

6

A604207 78,00 7 42
A604208 79,10 8 46
A604209 83,00 9

10
20

40
60 40

A604210 85,50 10
120

80 60
A604211 90,90 11

12
45

75
52

A604212 92,10 12 54
A604213 97,10 13

14
130 22

85
59

A604214 102,90 14 63
A604215 111,90 15

16
48

82 58
A604216 114,90 16

150 25

02
79A604217 136,20 17

18 102A604218 137,10 18
80A604219 141,30 19

20 50 100A604220 143,70 20 82

A.213Indivisible package  Suggested retail package - Unit price

MACHINE REAMERS ECOSPEED

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 � 1�� Si ! 1�� Si
Brass

Copper
Ti�Al4V HTA < 45 < 60 < 65

ʼ ʼ ʥ ʼ ʼ

Material HSS
Standard NDF
Tolerance H7
Flutes Straight variable pitch with lubrication holes, variable spacing

between the compartments

Application Bores in through holes on steel and cast iron

Range Ø 6 - 40 - orderable millesimal diameters

ITEM: 033260

5(A0(5 1'F

A6040 Tech. Code d1
mm

d2
mm

l1
mm

l2
mm

l3
mm

l4
mm

l5
mm

Z

6
8

100
16 36 64

58

6

7
8 59
9

10
20

40
60 54

10
120

80 75
11

12
45

75
69

12 70
13

14
130 22

85
79

14 80
15

16
48

82 76
16

150 25
102

97
17

18
96

8
18 97
19

20 50 100
94

20 95

MACHINE REAMERS ECOSPEED

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 � 1�� Si ! 1�� Si
Brass

Copper
Ti�Al4V HTA < 45 < 60 < 65

ʼ ʼ ʥ ʼ ʼ

Material HSS
Standard NDF
Tolerance H7
Flutes Straight variable pitch with lubrication holes

Application Bores in blind holes on steel and cast iron, variable spacing
between the compartments

Range Ø 6 - 40 - orderable millesimal dimensions

ITEM: 033261

5(A0(5 1'F

A6042 Tech. Code d1
mm

d2
mm

l1
mm

l2
mm

l3
mm

l4
mm

l5
mm

Z

R
EA

M
ER

N
D

)

6
8

100
16 36 64

39

6

7 42
8 46
9

10
20

40
60 40

10
120

80 60
11

12
45

75
52

12 54
13

14
130 22

85
59

14 63
15

16
48

82 58
16

150 25

02
79

17
18 102

18
80

19
20 50 100

20 82



A

A.214 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ALESATORI CENTESIMALI A MACCHINA HP - VARIABILE Vari AL

Cod. Tec. GR06
Euro

D
mm

L
mm

l1
mm

l
mm

d
mm

Z

A604507,99 192,40 7,99

100
64 16 8

6

A604508 178,80 8,00
A604508,01 192,40 8,01
A604508,02 192,40 8,02
A604508,5 218,60 8,50

60

20

10

A604509 218,60 9,00
A604509,5 (218,60) 9,50

120

80

A604509,98 (218,60) 9,98
A604509,99 (218,60) 9,99
A604510 255,10 10,00
A604510,01 (268,70) 10,01
A604510,02 (268,70) 10,02
A604510,5 (331,50) 10,50

75 12

A604511 (331,50) 11,00
A604511,5 (331,50) 11,50
A604511,98 (357,60) 11,98
A604511,99 (357,60) 11,99
A604512 339,80 12,00
A604512,01 (357,60) 12,01
A604512,02 (357,60) 12,02

Cod. Tec. GR06
Euro

D
mm

L
mm

l1
mm

l
mm

d
mm

Z

A604503,98 171,50 3,98

75 39 12 6 4

A604503,99 171,50 3,99
A604504 156,90 4,00
A604504,01 171,50 4,01
A604504,02 171,50 4,02
A604504,5 178,80 4,50
A604504,98 178,80 4,98
A604504,99 178,80 4,99
A604505 163,20 5,00
A604505,01 178,80 5,01
A604505,02 178,80 5,02
A604505,5 182,00 5,50
A604505,98 182,00 5,98
A604505,99 182,00 5,99
A604506 167,30 6,00
A604506,01 182,00 6,01
A604506,02 182,00 6,02
A604506,5 175,70 6,50

100 64 16 8 6
A604507 182,00 7,00
A604507,5 192,40 7,50
A604507,98 192,40 7,98

ALESATORE NDF

Materiale Metallo duro integrale
Norma NDF
Tolleranza costruttiva 0/+0,004 mm
Taglienti Elicoidali 7°-8° sinistri, passo variabile, taglio destro.

Finitura superficiale Durable
Applicazione Alesature con elevate performances su materiali come

acciai al carbonio, ghise e acciai inossidabili con
resistenza meccanica fino a 1400 N/mm².

ART. A6045

< 500 < 850 < 1200 < 600 < 850 DUPLE; < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Ti6Al4V HTA < 45 < 60 < 65

ʼ ʼ ʼ ʼ ʼ ʼ ʥ ʥ ʼ

l1

α1 α2

α3

α4α5

α6

A.214 Indivisible package   Suggested retail package - Unit price

HP MACHINE REAMERS - VARIABLE FLUTES

Tech. Code D
mm

L
mm

l1
mm

l
mm

d
mm

Z

7.99

100
64 16 8

6

8.00
8.01
8.02
8.50

60

20

10

9.00
9.50

120

80

9.98
9.99
10.00
10.01
10.02
10.50

75 12

11.00
11.50
11.98
11.99
12.00
12.01
12.02

Tech. Code D
mm

L
mm

l1
mm

l
mm

d
mm

Z

3.98

75 39 12 6 4

3.99
4.00
4.01
4.02
4.50
4.98
4.99
5.00
5.01
5.02
5.50
5.98
5.99
6.00
6.01
6.02
6.50

100 64 16 8 6
7.00
7.50
7.98

5(A0(5 FACTO5< 6TA1'A5'

Material Solid carbide
Standard Factory standard
Tolerance 0/+0.004
Flutes /eft hand ��-8� variable pitch. 5ight-hand cut

Surface finish Durable
Application High performance reaming on materials such as carbon

steels, cast irons and stainless steels with
5 � 1�00 1�mmð

ITEM: A6045

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 � 1�� Si ! 1�� Si
Brass

Copper
Ti�Al4V HTA < 45 < 60 < 65

ʼ ʼ ʼ ʼ ʼ ʼ ʥ ʥ ʼ



A

A.215 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ALESATORI A MACCHINA CONO MORSE

Cod. Tec. GR01
Euro

D
mm

L
mm

l
mm

CM
mm

A605020 62,90 20 228
60

2
A605021 68,00 21 232
A605022 75,50 22 237 64
A605023 75,50 23 241 66
A605024 78,20 24

268 68

3
A605025 78,20 25
A605026 81,30 26 273 70
A605028 85,10 28 277 71
A605030 100,20 30 281 73
A605032 121,10 32 317 77

4A605035 145,50 35 321 78
A605040 192,10 40 329 81

Cod. Tec. GR01
Euro

D
mm

L
mm

l
mm

CM
mm

A60506 33,40 6 138 26

1

A60508 35,10 8 156 33
A605010 38,00 10 168 38
A605011 38,30 11 175 41
A605012 39,60 12

182 44A605013 41,20 13
A605014 42,20 14 189 47
A605015 46,60 15 204 50

2
A605016 50,60 16 210 52
A605017 52,20 17 214 54
A605018 54,80 18 219 56
A605019 59,70 19 223 58

ALESATORE DIN 208 B

Materiale HSSE
Norma DIN 208B
Tolleranza H7
Taglienti Elicoidali 7°-8° Taglio destro
Finitura superficiale Lucido
Applicazione Alesature H7 su materiali con R < 750 N/mm²

ART. A6050

< 500 < 850 < 1200 < 600 < 850 DUPLE; < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Ti6Al4V HTA < 45 < 60 < 65

ʼ ʼ ʥ ʼ ʼ ʥ ʼ ʼ ʼ ʥ ʥ ʥ ʥ ʥ

ALESATORI A MANO PER FORI DI SPINE CONICHE

Cod. Tec. GR06
Euro

Ø nominale
mm

D min
mm

D max
mm

l
mm

L
mm

d
mm

A607006 42,60 6 5,90 8,00 105 135 8,00
A607008 59,30 8 7,90 10,80 145 180 10,00
A607010 84,20 10 9,90 13,40 175 215 12,50
A607012 111,90 12 11,80 16,00 210 255 14,00

Cod. Tec. GR06
Euro

Ø nominale
mm

D min
mm

D max
mm

l
mm

L
mm

d
mm

A607002 28,70 2 1,90 2,86 48 68 3,15
A607003 32,90 3 2,90 4,06 58 80 4,00
A607004 35,70 4 3,90 5,26 68 93 5,00
A607005 37,10 5 4,90 6,36 73 100 6,30

ALESATORI A MANO DIN 9

Materiale HSSE
Standard DIN 9
Conicità 1 : 50
Taglienti Elica sx 6°
Finitura superficiale Lucido
Applicazione Alesature per fori di spine coniche

ART. A6070

< 500 < 850 < 1200 < 600 < 850 DUPLE; < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Ti6Al4V HTA < 45 < 60 < 65

ʼ ʼ ʥ ʼ ʼ ʥ ʼ ʼ ʼ ʥ ʥ ʥ

ALESATORI A MACCHINA PER FORI DI SPINE CONICHE

Cod. Tec. GR06
Euro

Ø nominale
mm

D min
mm

D max
mm

l
mm

L
mm

d
mm

A607506 53,10 6 5,90 8,00 105 160 8,00
A607508 75,60 8 7,90 10,80 145 207 10,00
A607510 111,00 10 9,90 13,40 175 245 12,50
A607512 156,10 12 11,80 16,00 210 290 16,00

Cod. Tec. GR06
Euro

Ø nominale
mm

D min
mm

D max
mm

l
mm

L
mm

d
mm

A607502 35,20 2 1,90 2,86
48 86 3,15A607502,5 38,30 2,5 2,40 3,36

A607503 41,40 3 2,90 4,06 58 100 4,00
A607504 43,80 4 3,90 5,26 68 112 5,00
A607505 44,70 5 4,90 3,36 73 122 6,30

ALESATORE DIN 2179

Materiale HSSE
Norma DIN 2179
Conicità 1 : 50
Taglienti Elica sx 42°
Finitura superficiale Lucido
Applicazione Alesature per fori di spine coniche

ART. A6075

< 500 < 850 < 1200 < 600 < 850 DUPLE; < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Ti6Al4V HTA < 45 < 60 < 65

ʼ ʼ ʥ ʼ ʼ ʥ ʼ ʼ ʼ ʥ ʥ ʥ ʥ ʥ

A.215Indivisible package  Suggested retail package - Unit price

MACHINE REAMERS WITH MORSE TAPER SHANK

Tech. Code D
mm

L
mm

l
mm

CM
mm

20 228
60

2
21 232
22 237 64
23 241 66
24

268 68

3
25
26 273 70
28 277 71
30 281 73
32 317 77

435 321 78
40 329 81

Tech. Code D
mm

L
mm

l
mm

CM
mm

6 138 26

1

8 156 33
10 168 38
11 175 41
12

182 44
13
14 189 47
15 204 50

2
16 210 52
17 214 54
18 219 56
19 223 58

5(A0(5 ',1 �08 B

Material H66(
Standard DIN 208B
Tolerance H7
Flutes /eft-hand �� - 8� - cutting right-hand
Surface finish Bright
Application H7-reaming on materials with R < 750 N/mm²

ITEM: A6050

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 � 1�� Si ! 1�� Si
Brass

Copper
Ti�Al4V HTA < 45 < 60 < 65

ʼ ʼ ʥ ʼ ʼ ʥ ʼ ʼ ʼ ʥ ʥ ʥ ʥ ʥ

TAPER PIN HAND REAMERS

Tech. Code Nominal ø
mm

D min
mm

D max
mm

l
mm

L
mm

d
mm

6 5.90 8.00 105 135 8.00
8 7.90 10.80 145 180 10.00
10 9.90 13.40 175 215 12.50
12 11.80 16.00 210 255 14.00

Tech. Code Nominal ø
mm

D min
mm

D max
mm

l
mm

L
mm

d
mm

2 1.90 2.86 48 68 3.15
3 2.90 4.06 58 80 4.00
4 3.90 5.26 68 93 5.00
5 4.90 6.36 73 100 6.30

HA1' 5(A0(5 ',1 �

Material H66(
Standard DIN 9
Conicity 1 : 50
Flutes /eft heli[ ��
Surface finish Bright
Application Taper pin hand reamers

ITEM: A6070

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 � 1�� Si ! 1�� Si
Brass

Copper
Ti�Al4V HTA < 45 < 60 < 65

ʼ ʼ ʥ ʼ ʼ ʥ ʼ ʼ ʼ ʥ ʥ ʥ

TAPER PIN MACHINE REAMERS

Tech. Code Nominal ø
mm

D min
mm

D max
mm

l
mm

L
mm

d
mm

6 5.90 8.00 105 160 8.00
8 7.90 10.80 145 207 10.00
10 9.90 13.40 175 245 12.50
12 11.80 16.00 210 290 16.00

Tech. Code Nominal ø
mm

D min
mm

D max
mm

l
mm

L
mm

d
mm

2 1.90 2.86
48 86 3.15

2.5 2.40 3.36
3 2.90 4.06 58 100 4.00
4 3.90 5.26 68 112 5.00
5 4.90 3.36 73 122 6.30

5(A0(5 ',1 �1��

Material H66(
Standard DIN 2179
Conicity 1 : 50
Cut /eft heli[ ���
Surface finish Bright
Application Taper pin reamers

ITEM: A6075

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 � 1�� Si ! 1�� Si
Brass

Copper
Ti�Al4V HTA < 45 < 60 < 65

ʼ ʼ ʥ ʼ ʼ ʥ ʼ ʼ ʼ ʥ ʥ ʥ ʥ ʥ



A

A.216 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

SVASATORI A 90° Z3

Cod. Tec. GR06
Euro

D
mm

L
mm

d1
mm

d2
mm

A611015 14,30 15,00
60 3,2

10
A611016,5 15,50 16,50
A611020,5 22,10 20,50 63 3,5
A611025 28,80 25,00 67 3,8
A611028 40,40 28,00

71 4,2 12A611030 43,00 30,00
A611031 48,40 31,00

Cod. Tec. GR06
Euro

D
mm

L
mm

d1
mm

d2
mm

A61105 9,80 5,00 40
1,5

4
A61106 9,80 6,00

45 5A61106,3 9,80 6,30
A61108 10,70 8,00

50
2

6
A61108,3 11,40 8,30
A611010 12,80 10,00

2,5A611010,4 9,50 10,40
A611012,4 13,20 12,40 56 2,9 8

ALESATORE DIN 335 C

Materiale HSS
Norma DIN 335C
Angolo di svasatura 90°
Tratt. superficiale Lucido
Taglio Destro
Applicazione Svasature a 90° su tutti i materiali

ART. A6110

< 500 < 850 < 1200 < 600 < 850 DUPLE; < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Ti6Al4V HTA < 45 < 60 < 65

ʼ ʼ ʥ ʼ ʥ ʼ ʼ ʼ ʥ ʥ ʥ ʥ

SVASATORI A 90° Z3 IN KIT

Materiale HSS
Norma DIN 335C
Angolo di svasatura 90°
Tratt. superficiale Lucido - TIN
Taglio Destro
Applicazione Svasature a 90° su tutti i materiali

Cod. Tec. GR06
Euro Descrizione

A6125SETA6110 100,70 Assortimento 5 svasatori 90� Ø 8 - 12,4 - 16,5 - 20,5 - 25
A6125SETA6115 136,60 Assortimento 5 svasatori 90� TiN Ø 8 - 12,4 - 16,5 - 20,5 - 25

ART. A6125

SVASATORI A 90° Z3

Cod. Tec. GR07
Euro

D
mm

L
mm

d1
mm

d2
mm

A610820,5 40,00 20,5 58
4 10A610825 54,60 25 61

A610830 86,40 30 65

Cod. Tec. GR07
Euro

D
mm

L
mm

d1
mm

d2
mm

A610810,4 24,50 10,4 47
2 6A610812,4 25,50 12,4 48

A610816,5 31,50 16,5 55 3 10

ALESATORE DIN 335 C

Modello 200T
Materiale HSS
Norma DIN 335C
Angolo di svasatura 90°
Tratt. superficiale Lucido
Taglio Destro
Applicazione Svasature a 90° su tutti i materiali

ART. A6108

< 500 < 850 < 1200 < 600 < 850 DUPLE; < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Ti6Al4V HTA < 45 < 60 < 65

ʼ ʼ ʥ ʼ ʥ ʥ ʼ ʼ ʼ ʥ ʥ ʥ ʥ ʥ

SVASATORI A 90° Z3 IN KIT

Modello 200T
Materiale HSS
Norma DIN 335C
Angolo di svasatura 90°
Tratt. superficiale Lucido
Taglio Destro

Cod. Tec. GR07
Euro Descrizione

A6109SET 244,30 Assortimento 5 svasatori 200T Granlund Ø 10,4 - 16,5 - 20,5 - 25 - 30

ART. A6109

A.216 Indivisible package   Suggested retail package - Unit price

COUNTERSINKS 90° Z3

Tech. Code D
mm

L
mm

d1
mm

d2
mm

15.00
60 3.2

10
16.50
20.50 63 3.5
25.00 67 3.8
28.00

71 4.2 1230.00
31.00

Tech. Code D
mm

L
mm

d1
mm

d2
mm

5.00 40
1.5

4
6.00

45 5
6.30
8.00

50
2

6
8.30

10.00
2.5

10.40
12.40 56 2.9 8

COU1T(56,1. ',1 ��� C

Material HSS
Standard DIN 335C
Countersinking angle 90°
Surface treatment Bright
CUT Right-hand
Application 90° countersinking on all materials

ITEM: A6110

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 � 1�� Si ! 1�� Si
Brass

Copper
Ti�Al4V HTA < 45 < 60 < 65

ʼ ʼ ʥ ʼ ʥ ʼ ʼ ʼ ʥ ʥ ʥ ʥ

COUNTERSINKS 90° Z3 KIT

Material HSS
Standard DIN 335C
Countersinking angle 90°
Surface treatment Bright - TIN
CUT Right-hand
Application 90° countersinking on all materials

Tech. Code Description

Set oI � countersink ��� Ø � - 12�4 - 1��� - 2��� - 2�
Set oI � countersink ��� TiN Ø � - 12�4 - 1��� - 2��� - 2�

ITEM: A6125

COUNTERSINKS 90° Z3

Tech. Code D
mm

L
mm

d1
mm

d2
mm

20.5 58
4 1025 61

30 65

Tech. Code D
mm

L
mm

d1
mm

d2
mm

10.4 47
2 6

12.4 48
16.5 55 3 10

COU1T(56,1. ',1 ��� C

Model 200T
Material HSS
Standard DIN 335C
Countersinking angle 90°
Surface treatment Bright
CUT Right-hand
Application 90° countersinking on all materials

ITEM: A6108

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 � 1�� Si ! 1�� Si
Brass

Copper
Ti�Al4V HTA < 45 < 60 < 65

ʼ ʼ ʥ ʼ ʥ ʥ ʼ ʼ ʼ ʥ ʥ ʥ ʥ ʥ

COUNTERSINKS 90° Z3 KIT

Model 200T
Material HSS
Standard DIN 335C
Countersinking angle 90°
Surface treatment Bright
CUT Right

Tech. Code Description

� countersinks kit 2��T Granlund Ø 1��4 - 1��� - 2��� - 2� - 3�

ITEM: A6109



A

A.217 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

SVASATORI A 90° Z3 Spot

Cod. Tec. GR06
Euro

D
mm

L
mm

d1
mm

d2
mm

A611216,59010 55,40 16,5 58 3,2 10
A611220,5906 77,40

20,5 61 3,5
6

A611220,5908 77,40 8
A611220,59010 77,40

10A611225,59010 121,70 25,5 64 3,8
A611231,59010 166,50 31,5 68 4,2

Cod. Tec. GR06
Euro

D
mm

L
mm

d1
mm

d2
mm

A61126,3906 39,00 6,3 51 1,5

6
A61128,3906 35,20 8,3 52 2
A611210,4906 39,60 10,4 53 2,5
A611212,4906 42,90

12,4 55 2,9A611212,4908 42,90 8
A611216,5906 55,40

16,5 58 3,2
6

A611216,5908 55,40 8

ALESATORE NDF

Materiale Metallo duro integrale Micrograna
Norma NDF
Angolo di svasatura 90°
Taglio Destro
Tratt. Superficiale Lucido
Applicazione Svasature a 90° su tutti i materiali

ART. A6112

< 500 < 850 < 1200 < 600 < 850 DUPLE; < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Ti6Al4V HTA < 45 < 60 < 65

ʼ ʼ ʥ ʼ ʼ ʥ ʼ ʼ ʼ ʥ ʥ ʥ ʼ ʥ

SVASATORI A 90° Z3

Cod. Tec. GR07
Euro

D
mm

L
mm

d1
mm

d2
mm

A611116 44,80 16,0
55,0

3,0

10 (
)

A611116,4 (44,80) 16,4
A611116,5 44,80 16,5
A611118 57,40 18,0 56,5
A611119 60,50 19,0

57,0A611120 60,90 20,0

4,0

A611120,5 60,90 20,5 57,5
A611122 (79,40) 22,0 58,5
A611123 79,40 23,0 59,0
A611125 81,80 25,0 60,5
A611126 (110,80) 26,0 61,0
A611128 113,70 28,0 62,5
A611130 124,40 30,0 64,0
A611131 125,90 31,0 64,5
A611134 (156,30) 34,0 74,0

8,0 16
A611135 162,10 35,0 75,0
A611137 175,40 37,0 76,0
A611140 193,60 40,0 77,0

Cod. Tec. GR07
Euro

D
mm

L
mm

d1
mm

d2
mm

A611104,3 25,10 4,3

44,0

1,5

6

A611105 24,80 5,0
A611106 25,20 6,0
A611106,3 25,20 6,3
A611106,5 26,60 6,5 44,5
A611107 26,60 7,0

45,0A611107,3 (27,60) 7,3
A611108,0 27,60 8,0

45,5A611108,3 28,40 8,3
A611108,6 30,00 8,6

2,0

A611109,4 31,00 9,4
46,0A611110 32,90 10,0

A611110,4 34,00 10,4 46,5
A611111,5 36,20 11,5

47,5A611112 36,60 12,0
A611112,4 36,60 12,4 48,0
A611113,4 38,60 13,4 48,5
A611115 41,50 15,0 54,0 3,0 10 (
)

ALESATORE DIN 335 C

Modello 100T
Materiale HSS
Norma DIN 335C
Angolo di svasatura 90°
Tratt. superficiale Lucido
Taglio Destro
Applicazione Svasature a 90° su tutti i materiali
(*) Gambo cilindrico con 3 piani

ART. A6111

< 500 < 850 < 1200 < 600 < 850 DUPLE; < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Ti6Al4V HTA < 45 < 60 < 65

ʼ ʼ ʥ ʼ ʥ ʥ ʼ ʼ ʼ ʥ ʥ ʥ ʥ ʥ

A.217Indivisible package  Suggested retail package - Unit price

COUNTERSINKS 90° Z3

Tech. Code D
mm

L
mm

d1
mm

d2
mm

16.5 58 3.2 10

20.5 61 3.5
6
8

1025.5 64 3.8
31.5 68 4.2

Tech. Code D
mm

L
mm

d1
mm

d2
mm

6.3 51 1.5

6
8.3 52 2
10.4 53 2.5

12.4 55 2.9
8

16.5 58 3.2
6
8

COU1T(56,1. FACTO5< 6TA1'A5'

Material 0icro-grain carbide
Standard Factory Standard
Countersinking angle 90°
CUT Right-hand
Surface treatment Bright
Application 90° countersinking on all materials

ITEM: A6112

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 � 1�� Si ! 1�� Si
Brass

Copper
Ti�Al4V HTA < 45 < 60 < 65

ʼ ʼ ʥ ʼ ʼ ʥ ʼ ʼ ʼ ʥ ʥ ʥ ʼ ʥ

COUNTERSINKS 90° Z3

Tech. Code D
mm

L
mm

d1
mm

d2
mm

16.0
55.0

3.0

1� (
)

16.4
16.5
18.0 56.5
19.0

57.0
20.0

4.0

20.5 57.5
22.0 58.5
23.0 59.0
25.0 60.5
26.0 61.0
28.0 62.5
30.0 64.0
31.0 64.5
34.0 74.0

8.0 16
35.0 75.0
37.0 76.0
40.0 77.0

Tech. Code D
mm

L
mm

d1
mm

d2
mm

4.3

44.0

1.5

6

5.0
6.0
6.3
6.5 44.5
7.0

45.0
7.3
8.0

45.58.3
8.6

2.0

9.4
46.0

10.0
10.4 46.5
11.5

47.5
12.0
12.4 48.0
13.4 48.5
15.0 54.0 3.0 1� (
)

COU1T(56,1. ',1 ��� C

Model 100T
Material HSS
Standard DIN 335C
Countersinking angle 90°
Surface treatment Bright
CUT Right-hand
Application 90° countersinking on all materials
(*) Cylindrical shank with 3 facets

ITEM: A6111

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 � 1�� Si ! 1�� Si
Brass

Copper
Ti�Al4V HTA < 45 < 60 < 65

ʼ ʼ ʥ ʼ ʥ ʥ ʼ ʼ ʼ ʥ ʥ ʥ ʥ ʥ



A

A.218 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

SVASATORI A 90° Z3

Cod. Tec. GR06
Euro

D
mm

L
mm

d1
mm

d2
mm

A611515 29,30 15,00
60 3,2

10
A611516,5 30,30 16,50
A611520,5 44,70 20,50 63 3,5
A611525 56,80 25,00 67 3,8
A611530 77,30 30,00 71 4,2 12

Cod. Tec. GR06
Euro

D
mm

L
mm

d1
mm

d2
mm

A61155 16,00 5,00 40
1,5

4
A61156 16,60 6,00

45 5A61156,3 16,60 6,30
A61158 18,10 8,00

50
2

6A611510 22,70 10,00 2,5
A611512,4 24,50 12,40 56 2,9 8

SVASATORE DIN 335 C

Materiale HSS
Norma DIN 335C
Angolo di svasatura 90°
Tratt. superficiale TIN
Taglio Destro
Applicazione Svasature a 90° su materiali tenaci e leghe speciali

ART. A6115

< 500 < 850 < 1200 < 600 < 850 DUPLE; < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Ti6Al4V HTA < 45 < 60 < 65

ʼ ʼ ʥ ʼ ʥ ʥ ʼ ʼ ʼ ʥ ʥ ʥ ʥ

SVASATORI CONO MORSE A 90° Z3

Cod. Tec. GR01
Euro

D
mm

L
mm

d1
mm

CM

A612040 94,90 40 140 10
3A612050 118,60 50 150 14

Cod. Tec. GR01
Euro

D
mm

L
mm

d1
mm

CM

A612025 76,20 25 106 3,8
2A612031 88,70 31 112 4,2

SVASATORE DIN 335 D

Materiale HSS
Norma DIN 335D
Angolo di svasatura 90°
Tratt. superficiale Lucido
Taglio Destro
Applicazione Svasature a 90° su tutti i materiali

ART. A6120

< 500 < 850 < 1200 < 600 < 850 DUPLE; < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Ti6Al4V HTA < 45 < 60 < 65

ʼ ʼ ʥ ʼ ʥ ʼ ʼ ʼ ʥ ʥ ʥ ʥ

SVASATORI A 90° Z3

Cod. Tec. GR07
Euro

D
mm

L
mm

d1
mm

d2
mm

A614016 54,00 16,0
55,0 3,0

10 (
)

A614016,5 54,00 16,5
A614020 73,40 20,0 57,0

4,0
A614020,5 73,40 20,5 57,5
A614025 98,10 25,0 60,5
A614030 149,60 30,0 64,0
A614035 195,20 35,0 75,0

8,0 16A614040 232,20 40,0 77,0

Cod. Tec. GR07
Euro

D
mm

L
mm

d1
mm

d2
mm

A614006 (30,60) 6,0
44,0

1,5

6

A614006,3 30,60 6,3
A614008 (33,20) 8,0

45,5A614008,3 34,20 8,3
A614010 40,00 10,0 46,0

2,0
A614010,4 41,00 10,4 46,5
A614012 43,60 12,0 47,5
A614012,4 43,60 12,4 48,0
A614015 50,10 15,0 54,0 3,0 10 (
)

SVASATORE DIN 335 C

Modello 100TT
Materiale HSS
Norma DIN 335C
Angolo di svasatura 90°
Tratt. superficiale Tin
Taglio Destro
Applicazione Svasatura a 90° su tutti materiali tenaci e leghe speciali

(*) Gambo cilindrico con 3 piani

ART. A6140

< 500 < 850 < 1200 < 600 < 850 DUPLE; < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Ti6Al4V HTA < 45 < 60 < 65

ʼ ʼ ʥ ʼ ʥ ʥ ʼ ʼ ʼ ʥ ʥ ʥ ʥ ʥ

A.218 Indivisible package   Suggested retail package - Unit price

COUNTERSINKS 90° Z3

Tech. Code D
mm

L
mm

d1
mm

d2
mm

15.00
60 3.2

10
16.50
20.50 63 3.5
25.00 67 3.8
30.00 71 4.2 12

Tech. Code D
mm

L
mm

d1
mm

d2
mm

5.00 40
1.5

4
6.00

45 5
6.30
8.00

50
2

6
10.00 2.5
12.40 56 2.9 8

COU1T(56,1. ',1 ��� C

Material HSS
Standard DIN 335C
Countersinking angle 90°
Surface treatment TiN
CUT Right-hand
Application 90° countersinking on hard materials and special alloys

ITEM: A6115

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 � 1�� Si ! 1�� Si
Brass

Copper
Ti�Al4V HTA < 45 < 60 < 65

ʼ ʼ ʥ ʼ ʥ ʥ ʼ ʼ ʼ ʥ ʥ ʥ ʥ

COUNTERSINKS 90° Z3 WITH MORSE TAPER SHANK

Tech. Code D
mm

L
mm

d1
mm

CM

40 140 10
3

50 150 14

Tech. Code D
mm

L
mm

d1
mm

CM

25 106 3.8
2

31 112 4.2

COU1T(56,1. ',1 ��� '

Material HSS
Standard DIN 335D
Countersinking angle 90°
Surface treatment Bright
CUT Right-hand
Application 90° countersinking on all materials

ITEM: A6120

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 � 1�� Si ! 1�� Si
Brass

Copper
Ti�Al4V HTA < 45 < 60 < 65

ʼ ʼ ʥ ʼ ʥ ʼ ʼ ʼ ʥ ʥ ʥ ʥ

COUNTERSINKS 90° Z3

Tech. Code D
mm

L
mm

d1
mm

d2
mm

16.0
55.0 3.0

1� (
)

16.5
20.0 57.0

4.0
20.5 57.5
25.0 60.5
30.0 64.0
35.0 75.0

8.0 16
40.0 77.0

Tech. Code D
mm

L
mm

d1
mm

d2
mm

6.0
44.0

1.5

6

6.3
8.0

45.5
8.3
10.0 46.0

2.0
10.4 46.5
12.0 47.5
12.4 48.0
15.0 54.0 3.0 1� (
)

COU1T(56,1. ',1 ���C

Model 100TT
Material HSS
Standard DIN 335C
Countersinking angle 90°
Surface treatment TiN
CUT Right-hand
Application 90° countersinking on hard materials and special alloys

(*) Cylindrical shank with 3 facets

ITEM: A6140

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 � 1�� Si ! 1�� Si
Brass

Copper
Ti�Al4V HTA < 45 < 60 < 65

ʼ ʼ ʥ ʼ ʥ ʥ ʼ ʼ ʼ ʥ ʥ ʥ ʥ ʥ



A

A.219 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

SVASATORI A 60° Z3

Cod. Tec. GR07
Euro

D
mm

L
mm

d1
mm

d2
mm

A615020 67,80 20 63,0
4,0 10 (
)A615025 88,60 25 68,0

A615030 146,80 30 73,5
A615040 208,20 40 88,0 8,0 16

Cod. Tec. GR07
Euro

D
mm

L
mm

d1
mm

d2
mm

A615008 27,90 8 47,5 1,5
6A615010 36,60 10 49,0

2,0A615012 36,60 12 51,5
A615016 46,40 16 59,5 3,0 10 (
)

SVASATORE DIN 334 C

Modello 100T
Materiale HSS
Norma DIN 334C
Angolo di svasatura 60°
Tratt. superficiale Lucido
Taglio Destro
Applicazione Svasature a 60° su tutti i materiali
(*) Gambo cilindrico con 3 piani

ART. A6150

< 500 < 850 < 1200 < 600 < 850 DUPLE; < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Ti6Al4V HTA < 45 < 60 < 65

ʼ ʼ ʥ ʼ ʥ ʥ ʼ ʼ ʼ ʥ ʥ ʥ ʥ ʥ

SVASATORI A 60° Z3

Cod. Tec. GR07
Euro

D
mm

L
mm

d1
mm

d2
mm

A614520 77,80 20 63
4 10 (
)A614525 106,30 25 68

A614530 167,70 30 73,5

Cod. Tec. GR07
Euro

D
mm

L
mm

d1
mm

d2
mm

A614510 43,60 10 49
2 6A614512 43,60 12 51,5

A614516 55,80 16 59,5 3 10 (
)

SVASATORE DIN 334 C

Modello 100TT
Materiale HSS
Norma DIN 334C
Angolo di svasatura 60°
Tratt. superficiale Tin
Taglio Destro
Applicazione Svasatura a 60° su materiali tenaci e leghe speciali

(*) Gambo cilindrico con 3 piani

ART. A6145

< 500 < 850 < 1200 < 600 < 850 DUPLE; < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Ti6Al4V HTA < 45 < 60 < 65

ʼ ʼ ʥ ʼ ʥ ʥ ʼ ʼ ʼ ʥ ʥ ʥ ʥ ʥ

SVASATORI CODOLO LUNGO A 90° Z3

Cod. Tec. GR07
Euro

D
mm

L
mm

d1
mm

d2
mm

A615325 122,50 25 121,5
4 10 (
)A615330 187,00 30 125,0

Cod. Tec. GR07
Euro

D
mm

L
mm

d1
mm

d2
mm

A615312 54,40 12 112,0
4 10 (
)A615316 77,80 16 116,0

A615320 91,90 20 118,0

SVASATORE NDF

Modello 100TL
Materiale HSS
Norma NDF
Angolo di svasatura 90°
Tratt. superficiale Lucido
Taglio Destro
Applicazione Svasature a 90°
(*) Gambo cilindrico con 3 piani

ART. A6153

< 500 < 850 < 1200 < 600 < 850 DUPLE; < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Ti6Al4V HTA < 45 < 60 < 65

ʼ ʼ ʥ ʼ ʥ ʥ ʼ ʼ ʼ ʥ ʥ ʥ ʥ ʥ

A.219Indivisible package  Suggested retail package - Unit price

COUNTERSINKS 60° Z3

Tech. Code D
mm

L
mm

d1
mm

d2
mm

20 63.0
4.0 1� (
)25 68.0

30 73.5
40 88.0 8.0 16

Tech. Code D
mm

L
mm

d1
mm

d2
mm

8 47.5 1.5
610 49.0

2.0
12 51.5
16 59.5 3.0 1� (
)

COU1T(56,1. ',1 ��� C

Model 100T
Material HSS
Standard DIN 334C
Countersinking angle 60°
Surface treatment Bright
CUT Right-hand
Application 60° countersinking on all materials
(*) Cylindrical shank with 3 facets

ITEM: A6150

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 � 1�� Si ! 1�� Si
Brass

Copper
Ti�Al4V HTA < 45 < 60 < 65

ʼ ʼ ʥ ʼ ʥ ʥ ʼ ʼ ʼ ʥ ʥ ʥ ʥ ʥ

COUNTERSINKS 60° Z3

Tech. Code D
mm

L
mm

d1
mm

d2
mm

20 63
4 1� (
)25 68

30 73.5

Tech. Code D
mm

L
mm

d1
mm

d2
mm

10 49
2 6

12 51.5
16 59.5 3 1� (
)

COU1T(56,1. ',1 ���C

Model 100TT
Material HSS
Standard DIN 334C
Countersinking angle 60°
Surface treatment TiN
CUT Right-hand
Application 60° countersinking on hard materials and special alloys

(*) Cylindrical shank with 3 facets

ITEM: A6145

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 � 1�� Si ! 1�� Si
Brass

Copper
Ti�Al4V HTA < 45 < 60 < 65

ʼ ʼ ʥ ʼ ʥ ʥ ʼ ʼ ʼ ʥ ʥ ʥ ʥ ʥ

COUNTERSINKS 90° Z3 WITH LONG CYLINDRICAL SHANK

Tech. Code D
mm

L
mm

d1
mm

d2
mm

25 121.5
4 1� (
)

30 125.0

Tech. Code D
mm

L
mm

d1
mm

d2
mm

12 112.0
4 1� (
)16 116.0

20 118.0

COU1T(56,1. FACTO5< 6TA1'A5'

Model 100T/
Material HSS
Standard Factory standard
Countersinking angle 90°
Surface treatment Bright
CUT Right-hand
Application 90° countersinking
(*) Cylindrical shank with 3 facets

ITEM: A6153

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 � 1�� Si ! 1�� Si
Brass

Copper
Ti�Al4V HTA < 45 < 60 < 65

ʼ ʼ ʥ ʼ ʥ ʥ ʼ ʼ ʼ ʥ ʥ ʥ ʥ ʥ



A

A.220 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

SVASATORI A 90° Z3

Cod. Tec. GR07
Euro

D
mm

L
mm

d1
mm

d2
mm

A615525 244,70 25 36,0
4 10 (
)A615530 274,80 30 67,0

A615540 333,00 40 79,0 8 16

Cod. Tec. GR07
Euro

D
mm

L
mm

d1
mm

d2
mm

A615512 221,00 12 49,0
4

6
A615516 226,10 16 57,2

10 (
)A615520 235,30 20 60,0

SVASATORE DIN 335 C

Modello 100TH
Materiale HSS + HM K10
Norma DIN 335 C
Angolo di svasatura 90°
Taglio Destro
Applicazione Svasature a 90°
(*) Gambo cilindrico con 3 piani

ART. A6155

< 500 < 850 < 1200 < 600 < 850 DUPLE; < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Ti6Al4V HTA < 45 < 60 < 65

ʼ ʼ ʥ ʼ ʼ ʥ ʼ ʼ ʼ ʥ ʥ ʥ

SVASATORI A PASSO VARIABILE A 90° Z3

Cod. Tec. GR06
Euro

D
mm

L
mm

d1
mm

d2
mm

A615712,40 40,30 12,40 56 2,8 8
A615715,00 45,30 15,00

60 3,2

10

A615716,50 46,40 16,50
A615719,00 51,30 19,00

63 3,5A615720,50 57,80 20,50
A615723,00 63,20 23,00

67 3,8A615725,00 69,70 25,00
A615731,00 85,40 31,00 71 4,2 12

Cod. Tec. GR06
Euro

D
mm

L
mm

d1
mm

d2
mm

A615704,30 27,50 4,30 40 1,3 4
A615706,00 29,40 6,00

45 1,5 5A615706,30 29,70 6,30
A615708,00 32,30 8,00

50
2

6
A615708,30 33,00 8,30
A615710,00 33,50 10,00

2,5A615710,40 33,60 10,40
A615711,50 38,40 11,50 56 2,8 8

SVASATORE DIN 335 C

Materiale HSS
Norma DIN 335C
Angolo di svasatura 90°
Tratt. superficiale TiN
Taglio Destro a passo variabile
Applicazione Svasature a 90° su tutti i materiali

ART. A6157

< 500 < 850 < 1200 < 600 < 850 DUPLE; < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Ti6Al4V HTA < 45 < 60 < 65

ʼ ʼ ʼ ʥ ʥ ʥ ʼ ʼ ʥ ʼ ʥ ʥ ʥ ʥ

SVASATORI A PASSO VARIABILE A 90° Z3 IN KIT

Materiale HSS
Norma DIN 335C
Angolo di svasatura 90°
Tratt. superficiale TiN
Taglio Destro a passo variabile
Applicazione Svasature a 90° su tutti i materiali

Cod. Tec. GR06
Euro Descrizione

A6158SET 220,00 Assortimento 5 svasatori a passo variabile Ø 6,3 - 10,4 - 16,5 - 20,5 - 25

ART. A6158

A.220 Indivisible package   Suggested retail package - Unit price

COUNTERSINKS 90° Z3

Tech. Code D
mm

L
mm

d1
mm

d2
mm

25 36.0
4 1� (
)

30 67.0
40 79.0 8 16

Tech. Code D
mm

L
mm

d1
mm

d2
mm

12 49.0
4

6
16 57.2

1� (
)
20 60.0

COU1T(56,1. ',1 ��� C

Model 100TH
Material H66 � H0 .10
Standard DIN 335 C
Countersinking angle 90°
CUT Right-hand
Application 90° countersinking
(*) Cylindrical shank with 3 facets

ITEM: A6155

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 � 1�� Si ! 1�� Si
Brass

Copper
Ti�Al4V HTA < 45 < 60 < 65

ʼ ʼ ʥ ʼ ʼ ʥ ʼ ʼ ʼ ʥ ʥ ʥ

COUNTERSINKS VARIALBE PITCH A 90° Z3

Tech. Code D
mm

L
mm

d1
mm

d2
mm

12,40 56 2,8 8
15,00

60 3,2

10

16,50
19,00

63 3,5
20,50
23,00

67 3,8
25,00
31,00 71 4,2 12

Tech. Code D
mm

L
mm

d1
mm

d2
mm

4,30 40 1,3 4
6,00

45 1,5 5
6,30
8,00

50
2

6
8,30
10,00

2,5
10,40
11,50 56 2,8 8

COU1T(56,1. ',1 ��� C

Material HSS
Standard DIN 335C
Countersinking angle 90°
Surface treatment TiN
CUT Right to variable pitch
Application 90° Countersinking on all materials

ITEM: A6157

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 � 1�� Si ! 1�� Si
Brass

Copper
Ti�Al4V HTA < 45 < 60 < 65

ʼ ʼ ʼ ʥ ʥ ʥ ʼ ʼ ʥ ʼ ʥ ʥ ʥ ʥ

COUNTERSINKS 90° Z3 IN SET

Material HSS
Standard DIN 335C
Countersinking angle 90°
Surface treatment TiN
CUT Right-hand variable pitch
Application Countersink 90° on all materials

Tech. Code Description

Assortment � countersinks variable pitch Ø ��3 - 1��4 - 1��� - 2��� - 2�

ITEM: A6158



A

A.221 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

LAMATORI A 180° Z3 PER SEDI VITI TESTA CILINDRICA

< 500 < 850 < 1200 < 600 < 850 DUPLE; < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Ti6Al4V HTA < 45 < 60 < 65

ʼ ʼ ʥ ʼ ʥ ʼ ʼ ʼ

Materiale HSSE
Norma DIN 373
Tratt. superficiale Lucido
Taglio Destro 3 eliche
Applicazione Lamature per sedi di viti a testa cilindrica

ART. A6210

Cod. Tec. GR01
Euro

Vite
mm

L
totale

l
mm

D
mm

d
mm

d2
mm

Z

A6210M3 22,80 M3
71 14

6 3,2
5

3

A6210M4 22,80 M4 8 4,3
A6210M5 22,80 M5

80 18
10 5,3

8A6210M6 23,60 M6 11 6,4
A6210M8 33,50 M8

100 22
15 8,4

12,5A6210M10 41,90 M10 18 10,5
A6210M12 54,30 M12 20 13
A6210M14 75,90 M14 130

30
24 15 16

A6210M16 95,90 M16 150 26 17 20

LAMATORE DIN 373

LAMATORI A 90° PER SEDI VITI TESTA SVASATA

Cod. Tec. GR01
Euro

Vite
mm

L
mm

l
mm

D
mm

d1
mm

d2
mm

A6230M6 43,60 M6 80 18 12,6 6,4 10
A6230M8 63,00 M8

100 22
16,7 8,4

12A6230M10 67,40 M10 20,7 10,5

Cod. Tec. GR01
Euro

Vite
mm

L
mm

l
mm

D
mm

d1
mm

d2
mm

A6230M3 29,20 M3
71 14

6,5 3,2 6
A6230M4 29,20 M4 8,6 4,3 8
A6230M5 41,10 M5 80 18 10,6 5,3 10

LAMATORE DIN 1866

Materiale HSSE
Norma DIN 1866
Tratt. superficiale Lucido
Taglio Destro 4 eliche
Applicazione Lamature per sedi di viti a testa svasata

ART. A6230

< 500 < 850 < 1200 < 600 < 850 DUPLE; < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Ti6Al4V HTA < 45 < 60 < 65

ʼ ʼ ʥ ʼ ʼ ʼ ʥ ʥ ʥ

SVASATORI PER ESTERNI A 90° Z3

Cod. Tec. GR01
Euro

D
mm

L
mm

d1
mm

d2
mm

A61601028 76,80 28 65 10 14

Cod. Tec. GR01
Euro

D
mm

L
mm

d1
mm

d2
mm

A61600412 29,50 12 55 4 8
A61600820 51,10 20 60 8 10

SVASATORE NDF

Materiale HSS
Norma NDF
Angolo di svasatura 90°
Taglio Destro
Applicazione Svasature esterne a 90° su materiali ferrosi e non ferrosi

ART. A6160

< 500 < 850 < 1200 < 600 < 850 DUPLE; < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Ti6Al4V HTA < 45 < 60 < 65

ʼ ʼ ʥ ʼ ʥ ʼ ʼ ʼ ʼ ʼ

A.221Indivisible package  Suggested retail package - Unit price

180° COUNTERBORES Z3 FOR CYLINDRICAL HEAD SCREWS

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 � 1�� Si ! 1�� Si
Brass

Copper
Ti�Al4V HTA < 45 < 60 < 65

ʼ ʼ ʥ ʼ ʥ ʼ ʼ ʼ

Material H66(
Standard DIN 373
Surface treatment Bright
Cut 5ight-hand � flutes
Application Counterboring for cylindrical head screws

ITEM: A6210

Tech. Code ScreZ
mm

L
mm

l
mm

D
mm

d
mm

d2
mm

Z

M3
71 14

6 3.2
5

3

M4 8 4.3
M5

80 18
10 5.3

8
M6 11 6.4
M8

100 22
15 8.4

12M10 18 10.5
M12 20 13
M14 130

30
24 15 16

M16 150 26 17 20

COU1T(5BO5( ',1 ���

90° COUNTERBORES FOR HEAD SCREWS

Tech. Code ScreZ
mm

L
mm

l
mm

D
mm

d1
mm

d2
mm

M6 80 18 12.6 6.4 10
M8

100 22
16.7 8.4

12
M10 20.7 10.5

Tech. Code ScreZ
mm

L
mm

l
mm

D
mm

d1
mm

d2
mm

M3
71 14

6.5 3.2 6
M4 8.6 4.3 8
M5 80 18 10.6 5.3 10

COU1T(5BO5( ',1 18��

Material H66(
Standard DIN 1866
Surface treatment Bright
Cut 5ight-hand � flutes
Application Counterboring for head screws

ITEM: A6230

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 � 1�� Si ! 1�� Si
Brass

Copper
Ti�Al4V HTA < 45 < 60 < 65

ʼ ʼ ʥ ʼ ʼ ʼ ʥ ʥ ʥ

EXTERNAL COUNTERSINKS 90° Z3

Tech. Code D
mm

L
mm

d1
mm

d2
mm

28 65 10 14

Tech. Code D
mm

L
mm

d1
mm

d2
mm

12 55 4 8
20 60 8 10

COU1T(56,1. FACTO5< 6TA1'A5'

Material HSS
Standard Factory standard
Countersinking angle 90°
CUT Right
Application 90° external countersinking on all materials

ITEM: A6160

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 � 1�� Si ! 1�� Si
Brass

Copper
Ti�Al4V HTA < 45 < 60 < 65

ʼ ʼ ʥ ʼ ʥ ʼ ʼ ʼ ʼ ʼ
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A.222 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

LAMATORI A 180° Z4 PER SEDI VITI TESTA CILINDRICA

< 500 < 850 < 1200 < 600 < 850 DUPLE; < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Ti6Al4V HTA < 45 < 60 < 65

ʼ ʼ ʥ ʼ ʥ ʼ ʼ ʼ

Materiale HSSE
Norma DIN 373
Tratt. superficiale Lucido
Taglio Destro 4 eliche
Applicazione Lamature per sedi di viti a testa cilindrica

ART. A6216

Cod. Tec. GR01
Euro

Vite
mm

L
mm

l
mm

D
mm

d1
mm

d2
mm

Z

A6216M3 24,00 M3
71 14

6,0 3,2
5

4

A6216M4 28,00 M4 7,4 4,3
A6216M5 32,90 M5

80 18
9,4 5,3

8A6216M6 32,90 M6 10,4 6,4
A6216M8 39,50 M8

100 22
13,5 8,4

12A6216M10 49,50 M10 16,5 10,5
A6216M12 59,00 M12 20,0 13,0
A6216M14 82,40 M14 130

30
24,0 15,0 16

A6216M16 95,00 M16 150 26,0 17,0 20

LAMATORE DIN 373

ASSORTIMENTI DI LAMATORI A 180°

Materiale HSS
Norma DIN 373
Angolo di svasatura 180°
Tratt. superficiale Lucido
Taglio Destro
Applicazione Svasature a 180° su tutti i materiali

Cod. Tec. GR01
Euro Descrizione

A6218Z3 159,00 Assortimento 6 lamatori per viti testa cilindrica Z3 Cod. Tec A6210 da M3 a M10
A6218Z4 205,00 Assortimento 6 lamatori per viti testa cilindrica Z4 Cod. Tec A6216 da M3 a M10

ART. A6218

Smart
Simplicity

Affordability

A.222 Indivisible package   Suggested retail package - Unit price

180° COUNTERBORES Z4 FOR CYLINDRICAL HEAD SCREWS

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 � 1�� Si ! 1�� Si
Brass

Copper
Ti�Al4V HTA < 45 < 60 < 65

ʼ ʼ ʥ ʼ ʥ ʼ ʼ ʼ

Material H66(
Standard DIN 373
Surface treatment Bright
Cut 5ight-hand � flutes
Application Counterboring for cylindrical head screws

ITEM: A6216

Tech. Code ScreZ
mm

L
mm

l
mm

D
mm

d1
mm

d2
mm

Z

M3
71 14

6.0 3.2
5

4

M4 7.4 4.3
M5

80 18
9.4 5.3

8
M6 10.4 6.4
M8

100 22
13.5 8.4

12M10 16.5 10.5
M12 20.0 13.0
M14 130

30
24.0 15.0 16

M16 150 26.0 17.0 20

COU1T(5BO5( ',1 ���

COUNTERBORES 180° KIT

Material HSS
Standard DIN 373
Counterbore angle 180°
Surface treatment Bright - TiN
Cut Right-hand
Application 180° counterboring on all materials

Tech. Code Description

Set oI � counterborers Ior Z3 cylindrical head screZs Tech� Code A�21� Irom M3 to M1�
Set oI � counterborers Ior Z4 cylindrical head screZs Tech� Code A�21� Irom M3 to M1�

ITEM: A6218
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A.223 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR06
Euro

d1
mm

Scostamento d1
mm

L1
mm

L2
mm

L3
mm

L
mm

D
mm

Campo di lavoro
mm

Lama
Cod.



A6310L1A2,5 257,00 2,5
- 0,10 · - 0,12 11 31,7 25

85,6

6

2,47 · 2,65
L1A

1

A6310L1A3 257,00 3,0 2,97 · 3,15
A6310L1B3,3 257,00 3,3

114
3,27 · 3,45 L1B

A6310L2A4 230,60 4,0

- 0,15 · - 0,20

13 44 33
3,90 · 4,40 L2A

A6310L2B5 230,60 5,0

127

4,90 · 5,40
L2BA6310L2B6 230,60 6,0 5,90 · 6,40

A6310L3A8 235,00 8,0

17

51

-

9
7,90 · 8,40

L3AA6310L3A8,5 235,00 8,5 8,40 · 8,90
A6310L3B10 250,40 10,0

-
10 9,90 · 11,0

L3B
A6310L3B12 264,60 12,0

12
11,90 · 13,00

A6310L3B14 309,60 14,0
- 0,17 · - 0,25 114 165

13,90 · 15,00
A6310L3B16 349,10 16,0 15,90 · 17,00

L'utensile EZ BURR consente di sbavare un foro in spinta ed in trazione in un'unica operazione.
ART. A6310

SBAVATORI IN SPINTA E IN TRAZIONE

Standard

ANGOLO
DI SBAVATURA IN
SPINTA 45°

ANGOLO
DI SBAVATURA

IN TRAZIONE 60°

Cod. Tec. GR06
Euro Grandezza utensile Angolo sbavatura in spinta Angolo sbavatura in trazione 

A6320L1A 50,40 L1A

45� 60� 1

A6320L1B 50,40 L1B
A6320L2A 50,40 L2A
A6320L2B 50,40 L2B
A6320L3A 50,40 L3A
A6320L3B 50,40 L3B

ART. A6320

LAME PER SBAVATORI TIPO B STANDARD

Positiva

ANGOLO
DI SBAVATURA IN
SPINTA 45°

ANGOLO
DI SBAVATURA

IN TRAZIONE 60°

Cod. Tec. GR06
Euro Grandezza utensile Angolo sbavatura in spinta Angolo sbavatura in trazione 

A6321L1A 50,40 L1A

45� 60� 1

A6321L1B 50,40 L1B
A6321L2A 50,40 L2A
A6321L2B 50,40 L2B
A6321L3A 50,40 L3A
A6321L3B 50,40 L3B

ART. A6321

LAME PER SBAVATORI TIPO B POSITIVE

Utensili per sbavare fori in spinta e in trazione con lama in HSS
Gli utensili (-= Burr sono realizzati per la sbavatura in spinta e in trazione e sono gli unici utensili di questo tipo dotati di una lama Àessibile che lavora indipendentemente
da molle e pistoni.
Sono costruiti con uno stelo pieno particolarmente robusto e quindi di grande durata. Il meccanismo brevettato da E-Z Burr consente di cambiare le condizioni di sbavatura
e le lame senza togliere il codolo dal mandrino.
Una volta registrata la sbavatura desiderata, questa non cambia anche cambiando la lama.
Tutte queste caratteristiche permettono di risparmiare tempo, aumentando di conseguenza la produzione.

A.223Indivisible package  Suggested retail package - Unit price

Tech. Code D
mm

d1 OIIset
mm

L1
mm

L2
mm

L3
mm

L
mm

D
mm

Application
mm

Blade
Cod.



2.5
- ��1� · - ��12 11 31.7 25

85.6

6

2�4� · 2���
L1A

3.0 2��� · 3�1�
3.3

114
3�2� · 3�4� L1B

4.0

- ��1� · - ��2�

13 44 33
3��� · 4�4� L2A

5.0

127

4��� · ��4�
L2B

6.0 ���� · ��4�
8.0

17

51

-

9
���� · ��4�

L3A
8.5 ��4� · ����
10.0

-
10 ���� · 11��

L3B
12.0

12
11��� · 13���

14.0
- ��1� · - ��2� 114 165

13��� · 1����
16.0 1���� · 1����

(= BU55 tool allows for front and bacN deburring in a single pass.
ITEM: A6310

FRONT AND BACK DEBURRING TOOLS

Standard

PUSH ANGLE 45° PULL ANGLE 60°

Tech. Code Tool
Dimension

)ront cutting angle Back cutting angle 

L1A

4�� ���

L1B
L2A
L2B
L3A
L3B

ITEM: A6320

STANDARD BLADES FOR DEBURRING TOOLS TYPE B

Positive

PUSH ANGLE 45° PULL ANGLE 60°

Tech. Code Tool
Dimension

)ront cutting angle Back cutting angle 

L1A

4�� ���

L1B
L2A
L2B
L3A
L3B

ITEM: A6321

POSITIVE BLADES FOR DEBURRING TOOLS TYPE B

Tools for front and rear burr removal.
(-= Burr tools are manufactured for front and rear burr removal.
1o other H66 deburring tool are designed with the fle[ible blade to operate independent from springs and plungers,a a solid shanN particulary strong assure a great durability.
The patented (-= Burr H66 deburring tool allows you to change chamfer settings, and cutting blades without removing it from the holder.Once the desired chamfer is set, it
won't change, even from blade to blade. The result is less downtime, more production.
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Puoi acquistare qualsiasi prodotto del catalogo GUABO contattando il nostro
ufficio commerciale. I tempi di consegna dipendono dalla disponibilità del
fornitore, riceverai una conferma d'ordine con le date dettagliate di consegna.
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SELEZIONE DELLA LAMA

intervallo della dentatura

Le dimensioni delle lame dipendono dalla segatrice che si utilizza.
Queste informazioni sono normalmente contenute nel manuale di uso e
manutenzione fornito a corredo dalla macchina, nonchè sulla targhetta
di identificazione applicata alla stessa.

1. LUNGHEZZA ED ALTEZZA DELLA LAMA 2. MATERIALE DEL TAGLIENTE
LINK vi propone tre principali tipi di materiali del tagliente:
- Bimetallico
- Metallo duro
- Acciaio al carbonio

Le caratteristiche del materiale da tagliare determinano il tipo di tagliente
da impiegare.

Geometria del tagliente
trapezoidale

3. FORMA DEL DENTE
Le nostre differenti forme del dente sono state combinate ottimizzandole con i materiali dei nostri taglienti e le dimensioni della lama.

Dente trapezioidale (T)

Angolo di spoglia: positivo, per:
- Alto rendimento e migliore finitura
- Dente con geometria multipla
- 'ente finitore e dente sgrossatore

positivo

Dente Raker (S) Dente Hook (K) Dente PROFILE (P)

Angolo di spoglia 0°, per:
- Materiali con truciolo corto
- Pezzi con piccole sezioni
- Profilati con pareti sottili
- Uso universale
- Acciai basso legati

Angolo di spoglia: positivo, per:
- Metalli ferrosi e acciai alto legati
- Sezioni piene
- Materiali a truciolo lungo

Angolo di spoglia: 0° per:
- Metalli ferrosi e acciai basso legati
- Acciai da costruzione
- Tubolari - Scatolati
- Profilati - 7ravi

4. TIPI DI STRADATURA
Le nostre lame sono realizzate con i seguenti tipi di
stradatura adatti ad ogni esigenza di taglio.

Il canale di taglio è realizzato
mediante la stradatura dei denti, che consiste nel far
si che i denti sporgano alternativamente a sinistra e a
destra oltre lo spessore del corpo della lama.

Stradatura standard (SD)

La Stradatura standard (SD) può essere usata
universalmente, la sequenza della stradatura è:
sinistra/destra/diritto.

Stradatura a gruppi (GS)

Indicata per dentature piccole, il vantaggio è dato dal
frazionamento dello sforzo per il numero dei denti
sulla stessa posizione.

Stradatura ondulata (WS)

Indicata su sezioni di taglio importanti, l'angolo di
taglio variabile permette una minore resistenza alla
penetrazione.

5. PASSO DEL DENTE (TZ)
Si definisce passo del dente il numero di denti
per pollice (tpi). 1 pollice corrisponde a 25,4 mm.

Potete scegliere tra il passo del dente costante
e il passo del dente variabile con una distanza
differenziata tra i denti entro un intervallo
di dentatura.

Il passo del dente variabile è caratterizzato da 2
misurazioni Esempio 2/3 (tpi).

In questo caso 2 è la distanza massima del dente e 3
è la distanza minima nell’intervallo di dentatura.

Costante

Intervallo della dentatura

Variabile Min. Max.

La dimensione del dente è funzione proporzionale
diretta della dimensione del materiale da tagliare.

Le tabelle di seguito riportate suggeriscono la
dimensione del dente più opportuna.

Macchine segatrici manuali o
semiautomatiche.

Officine mecchaniche generiche/
carpenterie.

Taglio ferro acciai medio legati.

Officine meccaniche su precisione.
Taglio ad elevate prestazioni per acciai

medio-alto legati.
0acchine segatrici semiautomatiche/

automatiche.

Lame ad elevatissimo contenuto
tecnologico.

Per performance produttive spinte da
esigenze superiori.

Massima resa, top prestazioni.

A.225

HOW TO SELECT A BAND SAW BLADE

toothing interval

Blades dimensions are selected according to the sawing machine to be used. This
info are usually to be found in the user/maintenance manual provided along with
the machine as well as on the ID plate applied on it.

1. LENGHT AND HEIGHT OF THE BLADE 2. CUTTING EDGE MATERIAL
/,1. with GUABO band saw blades offer three main types of cutting edges�
- Bimetallic
- Carbide
- Carbon steel

Always choose the cutting edge type according to the materials being cut.

Trapezoidal cutting edge
geometry

3. TOOTH SHAPE
Our different tooth shapes have been combined optimizing the cutting edge's materials and the dimensions of the saw blade.

Trapezoidal cutting edge geometry (T)

Rake angle: positive for:
- High performance and better finish
- Tooth with multiple geometry
- Finishing tooth and roughing tooth

Raker tooth (S) Hook Tooth (K) Tooth profile (P)

Rake angle 0°, for:
- Short chip materials
- Pieces with small cross sections
- Structural section with thin walls
- Universal use
- /ow alloy steels

Rake angle positive, for:
- Ferrous metals and high alloy
steels
- Full section
- /ong chip materials

Rake angle: positive, for:
- Ferrous metals and high alloy steels
- Construction steels
- Tubular - Boxed
- 3rofiles - Beams

4. TYPES OF TOOTH SET
Our blades are made with the following types of tooth
settings to meet all cutting needs.

The cutting channel is made by means of the tooth
setting where the teeth protrude alternately left
and right beyond the thickness of the blades body
structure.

Standard Set (SD)

Standard tooth pitch (SD) can be used universally,
the sequence of the tooth pitch is: left / right /
straight.

Group set (GS)

Indicated for small teeth, the advantage is given by the
fractioning of the force by the number of the teeth in
the same position.

Wavy set (WS)

Indicated for Important cutting sections, variable
cutting angles permit less resistance to penetration.

5. PITCH  (TZ)
Tooth pitch refers to the number of teeth per inch
(tpi).
1 inch equates to 25.4 mm.

A distinction is made between constant tooth pitches
with a uniform tooth distance and variable tooth
pitches with different tooth distances within one
toothing interval.

Variable tooth pithces, for instance 2-3 tpi can be
characterized by two measures:

2 tpi stands for the maximum tooth distance and 3 tpi
stands for the minimum tooth distance in the toothing
interval.

Constant

Toothing interval

Variable Min. Max.

The size of the tooth and direct proportional function
of the material to be cut.

The following charts suggest the appropriate tooth
size.

Manual or semi-automated band saw
machines.

Machine shops/carpentry shops.
Medium-alloyed steel, stainless steel

cutting.

Machine shop precision cutting.
Medium to high alloyed steels’ high-

performance cutting.
Semi-automated/automated band saw

machines.

State-of-the-art technology bandsaw
blades.

higher performance production
requirements.

Max output, top performances.
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SELEZIONE DELLA LAMA

mm

≥ 750 0,75/1,25 PD

380 - 750 1/1,5 PD

250 - 550 1,4/2 PD

120 - 350 2/3 HK

80 - 140 3/4 HK

60 - 110 4/6 HK

40 - 70 5/8 (5/7) S

30 - 60 6/10 S

20 - 40 8/12 (8/11) S

≤ 25 10/14 S

(S) mm 80 100 120 150 200 300 500 750

10 - - - 4/6 4/6 4/6 3/4 2/3

15 4/6 4/6 4/6 4/6 4/6 3/4 2/3 2/3

20 4/6 4/6 4/6 4/6 3/4 3/4 2/3 2/3

30 4/6 4/6 4/6 3/4 3/4 2/3 2/3 2/3

50 - - 3/4 3/4 2/3 2/3 2/3 1,4/2

80 - - - - 2/3 2/3 1,4/2 1,4/2

100 - - - - - 2/3 1,4/2 1,4/2

(S) mm 20 40 60 80 100 120 150

2 14 14 14 14 14 14 10/14

3 14 14 14 14 10/14 10/14 8/12

4 14 14 10/14 10/14 8/12 8/12 6/10

5 14 10/14 10/14 8/12 8/12 6/10 6/10

6 14 10/14 8/12 8/12 6/10 6/10 5/8

8 14 8/12 6/10 6/10 5/8 5/8 5/8

10 - 6/10 6/10 5/8 5/8 5/8 -

MATERIALI PIENIMATERIALI PIENI PROFILATIPROFILATI

HK = Dente combinato

Dentatura a passo variabileDentatura a passo variabile Profili pesanti (angolo di taglio positivo)Profili pesanti (angolo di taglio positivo) Profili leggeri (angolo di taglio 0°)Profili leggeri (angolo di taglio 0°)

SpessoreSpessore SpessoreSpessoreDiametro esterno (D in mm)Diametro esterno (D in mm) Diametro esterno (D in mm)Diametro esterno (D in mm)Sezione materialeSezione materiale

inchinch Forma denteForma dente

Denti per polliceDenti per pollice

6. DIMENSIONE DEL DENTE

    -

   - - - -





-

CONSIGLIATA

ADATTA

NON ADATTA

AD ARCOAD ARCO

ACCIAIACCIAI
AL CARBONIOAL CARBONIO

MATERIALI DA TAGLIAREMATERIALI DA TAGLIARE

ACCIAIACCIAI
INOXINOX GHISEGHISE RAME - BRONZORAME - BRONZO

ALLUMINIOALLUMINIO DUPLEXDUPLEX LEGHELEGHE
A BASE NICHELA BASE NICHEL COMPOSITICOMPOSITI

SEMI AUTOMATICHESEMI AUTOMATICHE
AD ARCOAD ARCO

AUTOMATICHEAUTOMATICHE
AD ARCOAD ARCO

AUTOMATICHEAUTOMATICHE
A DOPPIA COLONNAA DOPPIA COLONNA

AUTOMATICHE HMAUTOMATICHE HM
AD ALTA VELOCITÀAD ALTA VELOCITÀ

ICONE MATERIALI

Profilati quadri

Tondo pieno piccolo

“Fascio” di tubiTubo piccolo Tubo grande

Tubo quadrato piccolo Quadro pieno piccoloTondo pieno grande

Scatolati

Tondo pieno medio

Travi H-IPE

A.226

HOW TO SELECT A BAND SAW BLADE

SOLID MATERIAL PROFILES

HK = Variable tooth

Variable tooth pitch Heavy wall structurals (positive rake angle) Thin structurals (0° rake angle)

Wall thickness Wall thicknessDiam. of structural (D in mm) Diam. of structural (D in mm)Cross section

inch Tooth shape

Teeth per inch

6. TUBES AND PROFILES CUTTING





-

RECOMMENDED

SUITABLE

NOT SUITABLE

ARCH

CARBON
STEELS

MATERIALS TO MACHINING

STAINLESS
STEELS

CAST
IRON

COPPER - ALUMINUM
BRONZE DUPLEX NICKEL BASED ALLOYS COMPOSITE

SEMI AUTOMATIC
ARCH

AUTOMATIC
ARCH

AUTOMATIC
DOUBLE COLUMN

AUTOMATIC HM
HIGH SPEED

ICONS MATERIALS

Square profiles

Small round solid

Beam of pipesSmall pipe Big pipe

Small square pipe Small full squareBig round solid

Boxed

Medium round solid

Beams H - IPE
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SELEZIONE MATERIALI DA TAGLIARE

LAMA
PAG
A.

LION M42
228,230 -   -    - - - -

POWERFLEX M42 - BASIC PLUS UNIFLEX
228,231 -  -  - - - - -  

POWERFLEX M42 - BASIC UNIFLEX
228,232 -       -  - -

BULLDOG
228,234 -   -     - - -

PROFILE M42
228,235 - - -   -   -  

PROFILE SUPERIOR
228,236 -        -  

KING M42 SUPERIOR - BASIC PLUS
PERFORMANCE 228,237   -  - - - - -  

KING M42 SUPERIOR - BASIC PERFORMANCE
228,239 -       - - - -

PREDATOR TIN
228,240     -  - - - - -

BASIC PLUS M51 UNIFLEX
228,242    - -  -

T-REX M81
228,241    - -  - - - - -

 RACCO0AN'A7O P(R...  A'A77O P(R... - NON A'A77O P(R ...

SELEZIONE LAME PER FORMA DEL MATERIALE

MANUALE
AD ARCO

SEMI AUTOMATICHE
AD ARCO

AUTOMATICHE
AD ARCO

AUTOMATICHE
A DOPPIA COLONNA

AUTOMATICHE
AD ALTA VELOCITA'

LAMA PAG
A. P M K N S H C P M

K N S H C P
M K N S H C P M

K N
S H

C
P M K N S

H C

LION M42 228,230  - - - - - -  - - - - - -  - - - - - - - - - - - - - - - - - - - -

POWERFLEX M42 - BASIC PLUS UNIFLEX 228,231     - - -     - - -     - - -     - - - - - - - - - -

POWERFLEX M42 - BASIC UNIFLEX 228,232  - -  - - -  - -  - - -  - -  - - -  - -  - - - - - - - - - -

BULLDOG 228,234   - - - - -   - - - - -   - - - - - - - - - - - - - - - - - - -

PROFILE M42 228,235  - - - - - -  - - - - - -  - - - - - - - - - - - - - - - - - - - -

PROFILE SUPERIOR 228,236   - - - - -   - - - - -   - - - - -   - - - - - - - - - - - -

 KING M42 SUPERIOR - BASIC PLUS
PERFORMANCE 228,237     - - -     - - -     - - -      - - - - - - - - -

KING M42 SUPERIOR - BASIC PERFORMANCE 228,239  - -  - - -  - -  - - -  - -  - - -  - -  - - - - - - - - - -

PREDATOR TIN 228,240 - - - - - - -     - - -     -  -     -  - - - - - - - -

 BASIC PLUS M51 UNIFLEX 228,242   - -   - -  - -   - -  - - -  - -  - - -  - - - - - - - -

 T-REX M81 228,241 - - - - - - - - - - - - - - -    -  - -    -  - - - - - - - -

 RACCO0AN'A7O P(R...  A'A77O P(R... - NON A'A77O P(R ...

SELEZIONE LAME PER TIPO DI MATERIALE E MACCHINA

A.227

SELECTION OF MATERIALS TO BE CUT

Blade Page
A.

228,230 -   -    - - - -

228,231 -  -  - - - - -  

228,232 -       -  - -

228,234 -   -     - - -

228,235 - - -   -   -  

228,236 -        -  

228,237   -  - - - - -  

228,239 -       - - - -

228,240     -  - - - - -

228,242    - -  -

228,241    - -  - - - - -

 5(CO00(1'(' FO5...  U6AB/( FO5« - 1OT U6AB/( FO5 ...

BLADES SELECTION FOR MATERIAL SHAPE

MANUAL
ARCH SHAPE

SEMI AUTOMATIC
ARCH SHAPE

AUTOMATIC
ARCH SHAPE

AUTOMATIC
DOUBLE COLUMN

AUTOMATIC HM
HIGH SPEED

Blade Page
A. P M K N S H C P M

K N S H C P
M K N S H C P M

K N
S H

C
P M K N S

H C

228,230  - - - - - -  - - - - - -  - - - - - - - - - - - - - - - - - - - -

228,231     - - -     - - -     - - -     - - - - - - - - - -

228,232  - -  - - -  - -  - - -  - -  - - -  - -  - - - - - - - - - -

228,234   - - - - -   - - - - -   - - - - - - - - - - - - - - - - - - -

228,235  - - - - - -  - - - - - -  - - - - - - - - - - - - - - - - - - - -

228,236   - - - - -   - - - - -   - - - - -   - - - - - - - - - - - -

228,237     - - -     - - -     - - -      - - - - - - - - -

228,239  - -  - - -  - -  - - -  - -  - - -  - -  - - - - - - - - - -

228,240 - - - - - - -     - - -     -  -     -  - - - - - - - -

228,242   - -   - -  - -   - -  - - -  - -  - - -  - - - - - - - -

228,241 - - - - - - - - - - - - - - -    -  - -    -  - - - - - - - -

 5(CO00(1'(' FO5...  U6AB/( FO5« - 1OT U6AB/( FO5 ...

BLADES SELECTION BY TYPE OF MATERIAL AND MACHINE



A.228

A

DIN

1 St37, St42, C10, C15

2 St50, St60, C35, C45

3 16 MnCr5, 42 CrMo4,50CrV4

4 40 CrMnMo7, 55 NiCrMoV6

5 ;40CrMoV51, 40CrMnNiMo864

6 100Cr6, C125:

7 ;210Cr12, ;155CrVMo121

8
S 6-5-2, S2-10-1-8

9 GG15, GG30, GGG5O

10 ;17CrNi16-2, ;30Cr13, ;42Cr13

11 ;5CrNi18-10, ;2CrNiMo17-12-2,
;6CrNiM017-12-2

12 ;2Cr19NbMo, NiMo16Cr16Ti

13 NiCr19NbMo, NiMo16Cr16Ti

14 AlMg3, AlSi12, AlMg4, 5Mn

15 -

16 Cu 99.9

17 CuZn34, CuZn40Pb2

18
CuA10Ni, CUAI10Fe

19
Ti1, Ti-6Al-4V
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Materiale BIMETAL STD

Acciai dolci, basso legati         - - -

Acciai legati e boni¿cati     -     - 

Acciai per molle e da cementazione -  - - - -  -  - 

Acciai per lavorazioni a freddo -  - - - -  -   

Acciai per lavorazioni a caldo -  - - - -  - - - 

Acciai alto legati - - - - - - - -   

Acciai temprati ¿no a 50 HRC - - - - - - - -   

Acciai rapidi e non legati -    -    - - 

GKisa -  - - - -  - -  

Acciai Inox
Aisi 303, 304, ;20 -  -  -   -   

Acciai Inox
Aisi 316, 316L, ;5, ;6 - - - - - - - -   

Duplex, Acciai resistenti al calore - - - - - - - - -  

LegKe al NicKel - - - - - - - - -  

Alluminio su segatrice orizzontale -   - - -   - - -

Rame -   - - -    - -

Ottone -   - - -    - -

Alluminio / Bronzo -    - -     -

LegKe di Titanio - - - - - - - -   

Materiali compositi - - - - - - - - - - -

 RACCO0AN'A7O P(R...  A'A77O P(R... - NON A'A77O P(R ...

SELEZIONE LAME PER TIPO GRUPPO DI MATERIALE

A.228

1 St3�� St42� C1�� C1�

2 St��� St��� C3�� C4�

3 1� MnCr�� 42 CrMo4���CrV4

4 4� CrMnMo�� �� NiCrMoV�

5 ;4�CrMoV�1� 4�CrMnNiMo��4

6 1��Cr�� C12�:

7 ;21�Cr12� ;1��CrVMo121

8
S �-�-2� S2-1�-1-�

9 GG15, GG30, GGG5O

10 ;1�CrNi1�-2� ;3�Cr13� ;42Cr13

11 ;�CrNi1�-1�� ;2CrNiMo1�-12-2�
;�CrNiM�1�-12-2

12 ;2Cr1�NbMo� NiMo1�Cr1�Ti

13 NiCr1�NbMo� NiMo1�Cr1�Ti

14 AlMg3� AlSi12� AlMg4� �Mn

15

16 Cu ����

17 CuZn34� CuZn4�Pb2

18
CuA1�Ni� CUAI1�)e

19
Ti1� Ti-�Al-4V

0aterial BIMETAL STD

LoZ alloy steel         - - -

Alloyed steel and hardened steel     -     - 

Spring steel and case hardened steel -  - - - -  -  - 

Cold rolled steel -  - - - -  -   

Hot rolled steel -  - - - -  - - - 

High alloyed steel - - - - - - - -   

Hardened steel up to �� HRC - - - - - - - -   

High speed steel and non alloyed -    -    - - 

Cast iron -  - - - -  - -  

Stainless steel Aisi 3�3� 3�4� ;2� -  -  -   -   

Stainless steel Aisi 31�� 31�L� ;�� ;� - - - - - - - -   

Duplex� Heat resistant steel - - - - - - - - -  

Nickel alloys - - - - - - - - -  

Aluminium Ior hori]ontal saZ machines -   - - -   - - -

Copper -   - - -    - -

Brass -   - - -    - -

Aluminum � Bron]e -    - -     -

Titanium alloys - - - - - - - -   

Composite materials - - - - - - - - - - -

 5(CO00(1'(' FO5...  U6AB/( FO5« - 1OT U6AB/( FO5 ...

BLADES SELECTION BY TYPE OF MATERIAL GROUP



A

A.229

10-99 mm 100-200 mm 201-300 mm 301-400 mm 401-500 mm

N� Gruppo materiali DIN V m/min AV mm/min V m/min AV mm/min V m/min AV mm/min V m/min AV mm/min V m/min AV mm/min

1
Acciai dolci,
basso legati

S235JR
FE

C40
C45

100 120 85 100 - 60 75 60 - 45 65 45 - 30 50 0 - 20

2
Acciai legati
e boni¿cati

39NiCrMo3
42NiCrMo4

70 120 - 80 65 80 - 50 60 50 - 30 55 30 - 20 45 20 - 10

3
Acciai per molle

e da cementazione

55Si7
50CrV4

52SiCrNi5
60 110 - 70 55 70 - 40 50 40 - 20 45 20 - 12 35 12 - 8

4
Acciai per
lavorazioni
a freddo

K100
K110
K720

35 50 - 25 30 25 - 18 25 18 - 10 25 10 - 8 22 8 - 5

5
Acciai per
lavorazioni

a caldo

1.2343
1.2344
1.2714

42 70 - 40 38 40 - 25 35 25 - 15 32 15 - 10 30 10 - 5

6 Acciai alto legati
Almeno un

elemento ! 5�
40 70 - 35 36 35 - 20 32 20 - 12 30 12 - 8 28 8 - 5

7
Acciai temperati
¿no a 50 HRC

- 20 25 - 8 15 8 - 5 12 5 - 2 10 2 - 1,5 10 1,5 - 1

8
Acciai rapidi
e non legati

11SMnPb37 45 100 - 40 40 40 - 25 38 35 - 15 35 15 - 10 32 10 - 7

9 GKisa
G10
G15
G20

55 120 - 75 50 75 - 45 45 45 - 30 40 30 - 18 35 18 - 10

10 Acciai INO;
Aisi 303
Aisi 304

;20
45 70 - 30 40 30 - 15 38 15 - 10 35 10 - 7 32 7 - 5

11 Acciai INO;

Aisi 316
Aisi 316L

;5
;6

40 60 - 25 35 25 - 12 32 12 - 8 30 8 - 6 25 6 - 4

12
Duplex

Acciai resistenti
al calore

- 25 40 - 15 20 15 - 8 15 8 - 5 15 5 - 2 15 2

13 LegKe al NicKel
Monel

Inconel / Hastello\
:aspallo\

20 25 - 8 15 8 - 5 12 5 - 2 12 2 - 1,5 12 1,5 - 1

14
Alluminio su

segatrice orizzontale
- 140 200 140 200 - 120 120 120 - 100 120 100 - 60 120 60 - 50

15 Rame - 120 200 - 100 110 100 - 70 100 70 - 50 80 50 - 30 60 30 - 20

16 Ottone - 120 200 120 200 - 100 100 100 - 80 90 80 - 50 90 50 - 30

17 Alluminio / Bronzo
Ampco

Bral
35 60 - 15 30 15 - 10 27 10 - 5 25 5 - 3 20 3 - 2

18 LegKe di Titanio - 40 60 - 25 35 25 - 12 32 12 - 8 30 8 - 6 25 6 - 4

V   Velocità di rotazione lama (metri / minuto) - AV  Avanzamento / discesa lama (millimetri / minuto)

E' suggerito l'utilizzo di prodotti a tecnologia superior.

LAME A NASTRO - PARAMETRI DI TAGLIO PER TONDI PIENI

5 - 10% 10 - 15% 15% 15% 20%

UNITEC 520 UNITEC GREEN
COOLANT DELTA SAW UNITEC 2K MD UNITEC GREEN

COOLANT UNITEC 2K CF STEEL 46

PERCENTUALE DI EMULSIONE

TIPOLOGIE DI LUBRIFICANTI

ACCIAI ALACCIAI AL
CARBONIOCARBONIO

ACCIAI ALACCIAI AL
CARBONIOCARBONIO

ACCIAI INOXACCIAI INOX

ACCIAI INOXACCIAI INOX

GHISAGHISA

GHISAGHISA

SECCO MICRO
LUBRIFICAZIONE

RAME - ALLUMINIO - BRONZORAME - ALLUMINIO - BRONZO

RAME - ALLUMINIO - BRONZORAME - ALLUMINIO - BRONZO

DUPLEXDUPLEX

DUPLEXDUPLEX

LEGHE SPECIALI A BASELEGHE SPECIALI A BASE
DI NICHELDI NICHEL

LEGHE SPECIALI A BASELEGHE SPECIALI A BASE
DI NICHELDI NICHEL

COMPOSITICOMPOSITI

COMPOSITICOMPOSITI

Nelle lavorazioni di taglio si generano attriti che determinano elevate temperature, con conseguente riscaldamento del materiale e usura delle superfici interessate. L'usura
della lama, infatti, q inÀuenzata dalla temperatura� al fine di prolungare la durata del tagliente q necessario, quindi, avere a disposizione, durante la lavorazione, un efficiente
raffreddamento, (per abbassare la temperatura) e una buona lubrificazione nella zona di contatto (per diminuire l'attrito).

A questo scopo consigliamo l'utilizzo dei nostri liquidi emulsionabili, le cui caratteristiche chimiche esaltano le seguenti azioni:
1. raffreddare e mantenere costante la temperatura nella zona di taglio, asportando il calore provocato dallo strisciamento dell'utensile, per evitare deformazioni sia del pezzo
sia della lama�
2. lubrificare la zona di contatto tra il truciolo e la lama, riducendo cosu le forze di taglio provocate dall'attrito tra pezzo, truciolo e lama�
3. trasportare i trucioli lontano dalla zona di taglio, per evitare scheggiature e rotture delle lame�

Qui sopra sono riportate le percentuali e le tipologie di emulsionabili da noi suggerite in funzione dei materiali da lavorare.

A.229

1�-�� mm 1��-2�� mm 2�1-3�� mm 3�1-4�� mm 4�1-��� mm

N� Materials group DIN V m/min AV mm/min V m/min AV mm/min V m/min AV mm/min V m/min AV mm/min V m/min AV mm/min

1
LoZ

alloy steel

S23�-R
)E

C40
C45

100 120 85 1�� - �� 75 �� - 4� 65 4� - 3� 50 � - 2�

2
Alloyed steel
and tempered

3�NiCrMo3
42NiCrMo4

70 12� - �� 65 �� - �� 60 �� - 3� 55 3� - 2� 45 2� - 1�

3
Steel Ior springs

and case hardening

��Si�
��CrV4

�2SiCrNi�
60 11� - �� 55 �� - 4� 50 4� - 2� 45 2� - 12 35 12 - �

17
Steel Ior cold

Zorking
- 40 �� - 2� 35 2� - 12 32 1� - 1� 25 1� - � 22 � - �

4
Steel Ior Zorking

high temperatures

1.2343
1.2344
1.2714

42 �� - 4� 38 4� - 2� 35 2� - 1� 32 1� - 1� 30 1� - �

5
Highly

alloyed steel
At least one

element !��
40 �� - 3� 36 3� - 2� 32 2� - 12 30 12 - � 28 � - �

6
Temperd steel
up to �� HRC

- 20 2� - � 15 � - � 12 � - 2 10 2 - 1�� 10 1�� - 1

7
Unalloyed

speed steels
11SMnPb3� 45 1�� - 4� 40 4� - 2� 38 3� - 1� 35 1� - 1� 32 1� - �

8 Cast iron
G10
G15
G20

55 12� - �� 50 �� - 4� 45 4� - 3� 40 3� - 1� 35 1� - 1�

9
Stainless

steel

Aisi 303
Aisi 304

;2�
45 �� - 3� 40 3� - 1� 38 1� - 1� 35 1� - � 32 � - �

10
Stainless

steel

Aisi 316
Aisi 31�L

;�
;�

40 �� - 2� 35 2� - 12 32 12 - � 30 � - � 25 � - 4

11
Duplex� steel
resistant to
temperature

- 25 4� - 1� 20 1� - � 15 � - � 15 � - 2 15 2

12 Nickel alloys
Monel

Inconel � Hastelloy
:aspalloy

20 2� - � 15 � - � 12 � - 2 12 2 - 1�� 12 1�� - 1

13
Alluminium oI

hori]ontal
saZing machine

- 140 200 140 2�� - 12� 120 12� - 1�� 120 1�� - �� 120 �� - ��

14 Copper - 120 2�� - 1�� 110 1�� - �� 100 �� - �� 80 �� - 3� 60 3� - 2�

15 Brass - 120 200 120 2�� - 1�� 100 1�� - �� 90 �� - �� 90 �� - 3�

16 Alluminium � bron]e
Ampco

Bral
35 �� - 1� 30 1� - 1� 27 1� - � 25 � - 3 20 3 - 2

17 Titanium alloys - 40 �� - 2� 35 2� - 12 32 12 - � 30 � - � 25 � - 4

V  Blade rotation speed (meters � minute) AV  Advancement � descent blade (millimeters � minute)

It is recommended to use top Tuality products�

SAW BLADES - PARAMETERS FOR CUTTING FOR ROUND FULL

PERCENTAGE OF EMULSION

TYPES OF LUBRIFICANTS

CARBON STEEL

CARBON STEEL

STAINLESS
STEEL

STAINLESS
STEEL

CAST IRON

CAST IRON

DRY MINIMAL
LUBRICATION

COPPER-ALUMINUM-BRONZE

COPPER-ALUMINUM-BRONZE

DUPLEX

DUPLEX

SPECIAL ALLOYS A NICKEL
BASE

SPECIAL ALLOYS A NICKEL
BASE

COMPOSITE

COMPOSITE

During cutting operations, frictions are generated which determine high temperatures, with consequent heating of the material and wear of the surfaces concerned. In
fact blade wear is influenced by temperature; in order to e[tend the life of the cutting edge, therefore it is necessary to have during processing, an efficient cooling (to
lower the temperature) and a good lubrication in the contact area (to reduce friction). For this purpose we recommend the use of our emulsifiable liTuids, whose chemical
characteristics enhance the following actions:
1. cool and Neep the temperature constant in the cutting area, removing the heat caused by the sliding of the tool, to avoid deformation of both the piece and the blade;
�. lubricate the contact area between the chip and the blade, thus reducing the cutting forces caused by friction between piece, chip and blade;
�. transport the chips away from the cutting area, to avoid chipping and breaNing of the blades;

Above are the percentages and types of emulsifiable that we suggest according to the materials to be processed.



A

A.230 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

0°

Altezza del nastro da 13 a 27 mm
Denti per pollice da 4/6 a 6/10
Forma del dente S
Durezza del dente 67 HRC
Caratteristiche Lama bimetallica con corpo in acciaio al carbonio e denti in HSS M42
Tipo di stradatura Standard
Gruppo materiale 1 - 2 (Page A.227 - 228)
Applicazione Adatta per acciai medio legati per piccole e medie sezioni. Adatta a tutti i materiali con

resistenza massima fino a 40 HRC.

MANUALE
AD ARCO

SEMI AUTOMATICHE
AD ARCO

AUTOMATICHE
AD ARCO

AUTOMATICHE
A DOPPIA COLONNA

AUTOMATICHE HM
AD ALTA VELOCITÀ

   - -

LAME PER IMPIEGHI NON GRAVOSI

LAME LION M42

SELEZIONE MATERIALI DA TAGLIARE

P M K N S H C

 - - - - - -

Lama altezza mm 27 x 0,9

Sviluppi
mm

GR12
Euro

Dentature
4/6

GR12
Euro

Dentature
5/8

GR12
Euro

Dentature
6/10



2450 23,92 A7005245046 23,92 A7005245058 23,92 A70052450610

10

2750 26,17 A7005275046 26,17 A7005275058 26,17 A70052750610
2825 26,73 A7005282546 26,73 A7005282558 26,73 A70052825610
2950 27,67 A7005295046 27,67 A7005295058 27,67 A70052950610
3010 28,12 A7005301046 28,12 A7005301058 28,12 A70053010610
3150 29,17 A7005315046 29,17 A7005315058 29,17 A70053150610
3180 29,39 A7005318046 29,39 A7005318058 29,39 A70053180610
3320 30,44 A7005332046 30,44 A7005332058 30,44 A70053320610
3660 32,99 A7005366046 32,99 A7005366058 32,99 A70053660610

ART. A7005

SaldaturaGR12 - Euro


Dimensioni

(alt. x spess.)
mm

Dentature
4/6

Dentature
5/8

Dentature
6/10

Euro

10

13 x 0,6 (6,80) (6,80) (6,80) 4,85
13 x 0,9 (6,80) (6,80) (6,80)
20 x 0,9 (6,80) (6,80) (6,80) 5,73
27 x 0,9 (7,50) (7,50) (7,50)

Prezzo al metro - Dentature standard (denti x pollice)

A.230 Indivisible package   Suggested retail package - Unit price

Band height from 13 to 27 mm
Tooth per inch from 4/6 to 6/10
Tooth shape S
Hardness of the tooth 67 HRC
Features Bi-metal blade with carbon steel body in H66 0��
Tooth set Standard
Material group 1 - 2 (Page A.227 - 228)
Application Suitable for medium-alloy steels for small and medium sections. Suitable for all

materials with maximum resistance up to 40 HRC.

MANUAL
ARCH SHAPE

SEMI AUTOMATIC
ARCH SHAPE

AUTOMATIC
ARCH SHAPE

AUTOMATIC
DOUBLE COLUMN

AUTOMATIC HM
HIGH SPEED

   - -

BLADES FOR NON-HEAVY METAL

LION M42 BAND SAW BLADES

SELECTION OF MATERIALS TO BE CUT

P 0 . N S H C

 - - - - - -

Blade width 27 x 0.9 mm

Length
mm

Tooth pitch
4/6

Tooth pitch
5/8

Tooth pitch
6/10



2450
2750
2825
2950
3010
3150
3180
3320
3660

ITEM: A7005

Welding

 Dimensions
mm

Tooth pitch
4/6

Tooth pitch
5/8

Tooth pitch
6/10

13 x 0,6
13 x 0,9
20 x 0,9
27 x 0,9

Price per meter - Standard tooth pitch (teeth per inch)



A

A.231 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

SaldaturaGR12 - Euro


Dimensioni

(alt. x spess.)
mm

Dentature
2/3

Dentature
3/4

Dentature
4/6

Euro

5
20 x 0,9 - - (10,02) 5,54
27 x 0,9 (10,29) (10,29) (10,29)

5
34 x 1,1 (13,66) (13,66) (13,66) 6,93
41 x 1,3 (17,29) (17,29) (17,29) 8,78

Prezzo al metro - Dentature standard (denti x pollice)

6°

Altezza del nastro da 13 a 41 mm
Denti per pollice da 2/3 a 4/6 passo variabile
Forma del dente K ( per dentature 2/3 - 3/4 - 4/6)
Durezza del dente 68 HRC
Caratteristiche Lama bimetallica con corpo in acciaio al carbonio e denti in HSS M42

Tipo di stradatura SD
Gruppo materiale 1 - 2 - 3 - 4 - 5 - 6 - 15 - 16 - 17 (Page A.227 - 228)
Applicazione Adatta per acciai medio legati per piccole e medie sezioni.

Adatta a tutti i materiali con resistenza massima fino a 40 HRC.

MANUALE
AD ARCO

SEMI AUTOMATICHE
AD ARCO

AUTOMATICHE
AD ARCO

AUTOMATICHE
A DOPPIA COLONNA

AUTOMATICHE HM
AD ALTA VELOCITÀ

    -

LAME PER IMPIEGHI GENERICI

LAME POWERFLEX M42 - BASIC PLUS UNIFLEX

SELEZIONE MATERIALI DA TAGLIARE

P M K N S H C

   - - - -

Lama altezza mm 27 x 0,9

Sviluppi
mm

GR12
Euro

Dentature
3/4

GR12
Euro

Dentature
4/6



2450 30,75 A7015245034 30,75 A7015245046

5

2480 31,06 A7015248046
2590 32,10 A7015259046
2700 33,32 A7015270046
2750 33,84 A7015275046
2825 34,61 A7015282546
2845 34,82 A7015284534 34,82 A7015284546
2925 35,64 A7015292534 35,64 A7015292546
2945 35,84 A7015294534
2950 35,90 A7015295046
3010 36,51 A7015301034 36,51 A7015301046
3100 37,44 A7015310034 37,44 A7015310046
3120 37,64 A7015312034 37,64 A7015312046
3150 37,95 A7015315034 37,95 A7015315046
3180 38,26 A7015318034 38,26 A7015318046
3225 38,73 A7015322546
3270 39,18 A7015327034 39,18 A7015327046
3320 39,70 A7015332034 39,70 A7015332046
3370 40,22 A7015337046
3660 43,20 A7015366034 43,20 A7015366046

ART. A7015

A.231Indivisible package  Suggested retail package - Unit price

Welding

 Dimension
mm

Tooth pitch
2/3

Tooth pitch
3/4

Tooth pitch
4/6

20 x 0.9
27 x 0.9
34 x 1.1
41 x 1.3

Price per meter - Standard tooth pitch (teeth per inch)

Band width from 13 to 41 mm
Teeth per inch from 2/3 to 4/6 variable pitch
Tooth shape . (for ��� - ��� - ��� tooth pitch)
Tooth hardness 68 HRC
Features Bimetal blade with carbon steel body and H66 0�� teeth

Tooth set SD
Material group 1 - 2 - 3 - 4 - 5 - 6 - 15 - 16 - 17 (Page A.227 - 228)
Application Suitable for medium alloy steels on small and medium sections.

Suitable for all materials with maximum resistance up to 40 HRC.

MANUAL
ARCH SHAPE

SEMI AUTOMATIC
ARCH SHAPE

AUTOMATIC
ARCH SHAPE

AUTOMATIC
DOUBLE COLUMN

AUTOMATIC HM
HIGH SPEED

    -

GENERIC-PURPOSE BANDSAW BLADES

POWERFLEX M42 BAND SAW BLADES

SELECTION OF MATERIALS TO BE CUT

P 0 . N S H C

   - - - -

Blade width 27 x 0.9 mm

Length
mm

Tooth pitch
3/4

Tooth pitch
4/6



2450
2480
2590
2700
2750
2825
2845
2925
2945
2950
3010
3100
3120
3150
3180
3225
3270
3320
3370
3660

ITEM: A7015



A

A.232 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Lama altezza mm 13 x 0,65

Sviluppi
mm

GR12
Euro

Dentature
6/10

GR12
Euro

Dentature
8/12

GR12
Euro

Dentature
10/14



1140 16,04 A70121140610 16,04 A70121140812

10
1330 17,95 A70121330812
1335 18,00 A70121335610 18,00 A70121335812 18,00 A701213351014
1440 19,05 A70121440610 19,05 A70121440812
1470 19,35 A70121470610 19,35 A70121470812

ART. A7012

Lama altezza mm 13 x 0,9

Sviluppi
mm

GR12
Euro

Dentature
6/10

GR12
Euro

Dentature
8/12



1735 22,00 A70131735610 22,00 A70131735812 10

ART. A7013

Lama altezza mm 20 x 0,9

Sviluppi
mm

GR12
Euro

Dentature
5/8

GR12
Euro

Dentature
6/10

GR12
Euro

Dentature
8/12



2000 25,58 A70142000610

5
2060 26,18 A7014206058 26,18 A70142060610
2080 26,38 A7014208058
2085 26,46 A70142085610 26,42 A70142085812

ART. A7014

0°

Altezza del nastro da 13 a 41 mm
Denti per pollice da 5/8 a 14/18
Forma del dente Standard
Durezza del dente 68 HRC
Caratteristiche Lama bimetallica con corpo in acciaio al carbonio e denti in HSS M42

Tipo di stradatura SD
Gruppo materiale 1 - 2 - 8 - 14 - 15 - 16 - 17 (Page A.227 - 228)
Applicazione Adatta per acciai medio legati per piccole e medie sezioni.

Adatta a tutti i materiali con resistenza massima fino a 40 HRC.

MANUALE
AD ARCO

SEMI AUTOMATICHE
AD ARCO

AUTOMATICHE
AD ARCO

AUTOMATICHE
A DOPPIA COLONNA

AUTOMATICHE HM
AD ALTA VELOCITÀ

    -

LAME PER IMPIEGHI GENERICI

LAME POWERFLEX M42 - BASIC UNIFLEX

SELEZIONE MATERIALI DA TAGLIARE

P M K N S H C

   - - - -

SaldaturaGR12 - Euro


Dimensioni

(alt. x spess.)
mm

Dentature
5/8

Dentature
6/10

Dentature
8/12

Dentature
10/14

Dentature
14/18

Euro

10
13 x 0,65 - (10,02) (10,02) (10,02) (10,02) 4,62
13 x 0,90 - (10,02) (10,02) (10,02) -
20 x 0,90 (10,02) (10,02) (10,02) (10,02) - 5,46

5 27 x 0,90 (10,29) (10,29) (10,29) (10,29) -

1
34 x 1,10 (13,00) (13,00) (13,00) - - 6,93
41 x 1,30 (17,29) - - - - 8,78

Prezzo al metro - Dentature standard (denti x pollice)

A.232 Indivisible package   Suggested retail package - Unit price

Blade width 13 x 0.65 mm

Length
mm

Tooth pitch
6/10

Tooth pitch
8/12

Tooth pitch
10/14



1140
1330
1335
1440
1470

ITEM: A7012

Blade width 13 x 0.9 mm

Length
mm

Tooth pitch
6/10

Tooth pitch
8/12



1735

ITEM: A7013

Blade width 20 x 0.9 mm

Length
mm

Tooth pitch
5/8

Tooth pitch
6/10

Tooth pitch
8/12



2000
2060
2080
2085

ITEM: A7014

Band width from 13 to 41 mm
Teeth per inch from 5/8 to 14/18
Tooth shape Standard
Tooth hardness 68 HRC
Features Bimetal blade with carbon steel body and H66 0�� teeth

Tooth set SD
Material group 1 - 2 - 8 - 14 - 15 - 16 - 17 (Page A.227 - 228)
Application Suitable for medium alloy steels on small and medium sections.

Suitable for all materials with maximum resistance up to 40 HRC.

MANUAL
ARCH SHAPE

SEMI AUTOMATIC
ARCH SHAPE

AUTOMATIC
ARCH SHAPE

AUTOMATIC
DOUBLE COLUMN

AUTOMATIC HM
HIGH SPEED

    -

GENERIC-PURPOSE BANDSAW BLADES

POWERFLEX M42 BAND SAW BLADES

SELECTION OF MATERIALS TO BE CUT

P 0 . N S H C

   - - - -

Welding

 Dimensions
mm

Tooth pitch
5/8

Tooth pitch
6/10

Tooth pitch
8/12

Tooth pitch
10/14

Tooth pitch
14/18

13 x 0,65
13 x 0,90
20 x 0,90
27 x 0,90
34 x 1,10
41 x 1,30

Price per meter - Standard tooth pitch (teeth per inch)



A

A.233 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Lama altezza mm 27 x 0,9

LAME POWERFLEX M42 - BASIC UNIFLEX

Sviluppi
mm

GR12
Euro

Dentature
5/8

GR12
Euro

Dentature
6/10

GR12
Euro

Dentature
8/12



2450 30,75 A7007245058 30,75 A70072450610 30,75 A70072450812

5

2480 31,06 A7007248058 31,06 A70072480610
2500 31,27 A7007250058 31,27 A70072500610
2590 32,10 A7007259058
2600 32,29 A70072600610
2700 33,32 A7007270058 33,32 A70072700610
2750 33,84 A7007275058 33,84 A70072750610
2760 33,94 A7007276058
2765 33,99 A7007276558
2825 34,61 A7007282558 34,61 A70072825610 34,61 A70072825812
2845 34,82 A7007284558
2880 35,18 A7007288058
2925 35,64 A7007292558
2945 35,84 A7007294558 35,84 A70072945610
2950 35,90 A7007295058 35,90 A70072950610 35,90 A70072950812
3010 36,51 A7007301058 36,51 A70073010610
3120 37,64 A7007312058 37,64 A70073120610
3150 37,95 A7007315058 37,95 A70073150610
3320 39,70 A7007332058
3660 43,20 A7007366058

ART. A7007

A.233Indivisible package  Suggested retail package - Unit price

Blade width 27 x 0.9 mm

POWERFLEX M42 BAND SAW BLADES

Length
mm

Tooth pitch
5/8

Tooth pitch
6/10

Tooth pitch
8/12



2450
2480
2500
2590
2600
2700
2750
2760
2765
2825
2845
2880
2925
2945
2950
3010
3120
3150
3320
3660

ITEM: A7007



A

A.234 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

0° 10°

Altezza del nastro 27 mm
Denti per pollice 4/6
Forma del dente Combinata P + K + S
Durezza del dente 67/68 HRC
Caratteristiche Lama bimetallica M42
Tipo di stradatura Standard (SD)
Gruppo materiale 1 - 2 - 10 (Page A.227 - 228)
Applicazione La lama BULLDOG dimostra performance di taglio soddisfacenti su materiali con

sezioni miste: tubolari, travi, scatolato, pieno, tondo, quadro, scatolato e su materiali
differenti quali: ferro, C40, acciai inox, alluminio.
La lama BULLDOG a tripla geometria, a dente combinato con passo variabile,
ha i denti� dente standard, dente unico (positivo) e dente profile (rompi truciolo).

MANUALE
AD ARCO

SEMI AUTOMATICHE
AD ARCO

AUTOMATICHE
AD ARCO

AUTOMATICHE
A DOPPIA COLONNA

AUTOMATICHE HM
AD ALTA VELOCITÀ

  - - -

LAME PER IMPIEGHI UNIVERSALI

LAME BULLDOG

SELEZIONE MATERIALI DA TAGLIARE

P M K N S H C

    - - -

SaldaturaGR12 - Euro


Dimensioni

(alt. x spess.)
mm

Dentature
4/6

Euro

5 27 x 0,9 (11,29) 5,54

Prezzo al metro - Dentature standard (denti x pollice)

Lama altezza mm 27 x 0,90

Sviluppi
mm

GR12
Euro

Dentature
4/6



2450 33,20 A7019245046

5

2500 33,81 A7019250046
2590 34,79 A7019259046
2600 34,89 A7019260046
2700 36,02 A7019270046
2750 36,59 A7019275046
2825 37,43 A7019282546
2925 35,64 A7019292546
2950 35,91 A7019295046
3010 39,53 A7019301046
3120 40,77 A7019312046
3150 41,10 A7019315046
3180 41,43 A7019318046
3270 42,45 A7019327046
3320 43,05 A7019332046
3370 43,58 A7019337046
3660 46,86 A7019366046

ART. A7019

A.234 Indivisible package   Suggested retail package - Unit price

Band width 27 mm
Teeth per inch 4/6
Tooth shape Combined 3 � . � 6
Tooth hardness 67/68 HRC
Features Bimetal blade 0��
Tooth set Standard (SD)
Material group 1 - 2 - 10 (Page A.227 - 228)
Application The BU//'OG cutting blades demonstrate satisfactory performances of material with

mixed sections: tubular, beamed, boxed, full, round, square, boxed and on different
materials such as ,ron, C�0 stainless steel, aluminum. The BU//'OG blade of triple
combined tooth geometry with variable pitch: are standard toothed single toothed
(positive) to profiled toothed (chip breaN).

MANUAL
ARCH SHAPE

SEMI AUTOMATIC
ARCH SHAPE

AUTOMATIC
ARCH SHAPE

AUTOMATIC
DOUBLE COLUMN

AUTOMATIC HM
HIGH SPEED

  - - -

BLADES FOR GENERIC APPLICATION

BULLDOG BAND SAW BLADES

SELECTION OF MATERIALS TO BE CUT

P 0 . N S H C

    - - -

Welding

 Dimensions
mm

Tooth pitch
4/6

27 x 0.9

Price per meter - Standard tooth pitch (teeth per inch)

Blade width 27 x 0.9 mm

Length
mm

Tooth pitch
4/6



2450
2500
2590
2600
2700
2750
2825
2925
2950
3010
3120
3150
3180
3270
3320
3370
3660

ITEM: A7019



A

A.235 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

SaldaturaGR12 - Euro


Dimensioni

(alt. x spess.)
mm

Dentature
2/3

Dentature
3/4

Dentature
4/6

Dentature
5/7

Dentature
8/11

Euro

10
13 x 0,6 - - - - (10,32) 4,62
13 x 0,9 - - - - (10,32)

5
20 x 0,9 - - - (10,74) (10,74) 5,54
27 x 0,9 - (11,60) (11,60) (11,60) (11,60)

1
34 x 1,1 (13,82) (13,82) (13,82) (13,82) - 6,93
41 x 1,3 (18,01) (18,01) (18,01) - - 8,78

Prezzo al metro - Dentature standard (denti x pollice)

0°

Altezza del nastro da 13 a 41 mm
Denti per pollice da 2/3 a 8/11
Forma del dente P dente rinforzato
Durezza del dente 68 HRC
Caratteristiche Lama bimetallica M42 con geometria rinforzata del dente

Tipo di stradatura SD
Gruppo materiale 1 - 2 - 3 - 4 - 5 - 6 (Page A.227 - 228)
Applicazione Adatta per il taglio di tubi, profilati, singoli o a pacco.

Non adatta al taglio di materiale pieno.

MANUALE
AD ARCO

SEMI AUTOMATICHE
AD ARCO

AUTOMATICHE
AD ARCO

AUTOMATICHE
A DOPPIA COLONNA

AUTOMATICHE HM
AD ALTA VELOCITÀ

    -

LAME PER CARPENTERIE METALLICHE

LAME PROFILE M42

SELEZIONE MATERIALI DA TAGLIARE

P M K N S H C

 - - - - - -

Lama altezza mm 27 x 0,9

Sviluppi
mm

GR12
Euro

Dentature
4/6

GR12
Euro

Dentature
5/7

GR12
Euro

Dentature
8/11



2450 34,47 A7032245046 33,96 A7032245057 33,96 A7032245081

5

2500 35,07 A70322500811
2700 36,86 A7032270057 36,86 A7032270081
2750 37,44 A7032275057 37,44 A7032275081
2765 37,54 A7032276557
2825 38,91 A7032282546 38,31 A7032282557 38,31 A7032282581
2835 38,43 A7032283557
2845 38,54 A7032284557
2950 40,38 A7032295046 39,76 A7032295057 39,76 A7032295081
3010 41,10 A7032301046 41,10 A7032301057
3100 41,50 A7032310046 41,50 A7032310057
3120 42,39 A7032312046 42,39 A7032312057
3150 42,08 A7032315057 42,08 A7032315081
3180 42,43 A7032318057
3270 43,47 A7032327057
3320 44,75 A7032332046 44,05 A7032332057
3660 48,00 A7032366057

ART. A7032

A.235Indivisible package  Suggested retail package - Unit price

Welding

 Dimensions
mm

Tooth pitch
2/3

Tooth pitch
3/4

Tooth pitch
4/6

Tooth pitch
5/7

Tooth pitch
8/11

13 x 0.6
13 x 0.9
20 x 0.9
27 x 0.9
34 x 1.1
41 x 1.3

Price per meter - Standard tooth pitch (teeth per inch)

Band width from 13 to 41 mm
Teeth per inch from 2/3 to 8/11
Tooth shape P-Shaped Reinforced tooth
Tooth hardness 68 HRC
Features 0�� bimetal blade with special tooth geometry and toothing

Tooth set SD
Material group 1 - 2 - 3 - 4 - 5 - 6 (Page A.227 - 228)
Application 6uitable for pipes and profile sections cutting, singly or in bundles.

Not suitable for solid material cutting operations.

MANUAL
ARCH SHAPE

SEMI AUTOMATIC
ARCH SHAPE

AUTOMATIC
ARCH SHAPE

AUTOMATIC
DOUBLE COLUMN

AUTOMATIC HM
HIGH SPEED

    -

BLADES FOR METAL CARPENTRIES

PROFILE M42 BAND SAW BLADES

SELECTION OF MATERIALS TO BE CUT

P 0 . N S H C

 - - - - - -

Blade width 27 x 0.9 mm

Length
mm

Thooth pitch
4/6

Thooth pitch
5/7

Thooth pitch
8/11



2450
2500
2700
2750
2765
2825
2835
2845
2950
3010
3100
3120
3150
3180
3270
3320
3660

ITEM: A7032



A

A.236 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

6°

Altezza del nastro da 20 a 54 mm
Denti per pollice da 2/3 a 12/16
Forma del dente Dente rinforzato
Durezza del dente 68 HRC
Caratteristiche Lama bimetallica 042 con geometria speciale del dente a profilo rinforzato e angolo

leggermente positivo.
Tipo di stradatura A GRUPPI
Gruppo materiale 1 - 2 - 4 (Page A.227 - 228)
Applicazione 7ravi di medie/grosse dimensioni, profilati, tubolari, tagli singoli o a pacco, piatti,

scatolati in genere, ferro, acciaio medio legato, inox e taglio di materiali pieni di medie
dimensioni.

MANUALE
AD ARCO

SEMI AUTOMATICHE
AD ARCO

AUTOMATICHE
AD ARCO

AUTOMATICHE
A DOPPIA COLONNA

AUTOMATICHE HM
AD ALTA VELOCITÀ

-    -

LAME PER PROFILATI E PIENI

LAME PROFILE SUPERIOR

SELEZIONE MATERIALI DA TAGLIARE

P M K N S H C

  - - - - -

SaldaturaGR12 - Euro


Dimensioni

(alt. x spess.)
mm

Dentature
2/3

Dentature
3/4

Dentature
4/6

Dentature
5/7

Dentature
6/10

Dentature
8/11

Dentature
12/16

Euro

5
20 x 0,9 - - - - - - (11,64) 5,54
27 x 0,9 - (12,65) (12,65) (12,65) (12,65) (12,65) (12,65)

1
34 x 1,10 (15,49) (15,49) (15,49) (15,49) - - - 6,93
41 x 1,30 (20,17) (20,17) (20,17) - - - - 8,78
54 x 1,60 (26,65) (26,65) (26,65) - - - - 11,74

Prezzo al metro - Dentature standard (denti x pollice)

Lama altezza mm 27 x 0,9

Sviluppi
mm

GR12
Euro

Dantature
4/6

GR12
Euro

Dantature
5/7

GR12
Euro

Dantature
6/10

GR12
Euro

Dantature
8/11



2450 36,54 A7030245046 36,54 A7030245057 36,54 A70302450610

5

2500 37,08 A7030250057
2590 38,30 A7030259057
2750 40,25 A7030275057 40,25 A70302750610 40,25 A70302750811
2845 41,44 A70302845610
2950 43,88 A7030295057 42,78 A70302950610 43,88 A70302950811
3010 43,53 A7030301057
3120 45,01 A7030312057
3150 46,48 A7030315046 46,48 A7030315057 46,48 A70303150610
3270 46,90 A7030327057 46,90 A70303270610
3320 48,69 A7030332046

ART. A7030

A.236 Indivisible package   Suggested retail package - Unit price

Band width from 20 to 54 mm
Teeth per inch from 2/3 to 12/16
Tooth shape Reinforced tooth
Tooth hardness 68 HRC
Features 0�� bimetal blade with special tooth geometry, reinforced profile, slightly positive

angle
Tooth set A G5OU36
Material group 1 - 2 - 4 (Page A.227 - 228)
Application 6uitable for medium to large sized beams, cutting profile and pipes sections, singly or

in bundles, flat or channels, iron, low to medium-alloy steel as well as solid material
cutting operations.

MANUAL
ARCH SHAPE

SEMI AUTOMATIC
ARCH SHAPE

AUTOMATIC
ARCH SHAPE

AUTOMATIC
DOUBLE COLUMN

AUTOMATIC HM
HIGH SPEED

-    -

BLADES FOR PROFILE AND SOLID CUTTING

PROFILE SUPERIOR BAND SAW BLADES

SELECTION OF MATERIALS TO BE CUT

P 0 . N S H C

  - - - - -

Welding

 Dimensions
mm

Tooth pitch
2/3

Tooth pitch
3/4

Tooth pitch
4/6

Tooth pitch
5/7

Tooth pitch
12/16

Tooth pitch
8/11

Tooth pitch
12/16

20 x 0.9
27 x 0.9

34 x 1.10
41 x 1.30
54 x 1.60

Price per meter - Standard tooth pitch (teeth per inch)

Blade width 27 x 0,9 mm

Length
mm

Tooth pitch
4/6

Tooth pitch
5/7

Tooth pitch
6/10

Tooth pitch
8/11



2450
2500
2590
2750
2845
2950
3010
3120
3150
3270
3320

ITEM: A7030



A

A.237 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

10°

Altezza del nastro da 20 a 67 mm
Denti per pollice da 0,75 / 1,25 a 4/6
Forma del dente K
Durezza del dente 68-69 HRC
Caratteristiche Lama bimetallica con corpo in acciaio al carbonio e denti in HSS M42 arricchiti al cobalto

Tipo di stradatura SD
Gruppo materiale 1 - 2 - 3 - 4 - 5 - 6 - 7 - 8 - 9 - 10 (Page A.227 - 228)
Applicazione Grazie ad una elevata resistenza alle alte temperature questa lama può essere

impiegata nel taglio di larghe sezioni o di materiali difficili quali acciai alto legati, inox,
bronzo e metalli fino a 44 HRC.

MANUALE
AD ARCO

SEMI AUTOMATICHE
AD ARCO

AUTOMATICHE
AD ARCO

AUTOMATICHE
A DOPPIA COLONNA

AUTOMATICHE HM
AD ALTA VELOCITÀ

    -

LAME PER PRODUZIONI DI SERIE

LAME KING M42 SUPERIOR - BASIC PLUS PERFORMANCE

SELEZIONE MATERIALI DA TAGLIARE

P M K N S H C

    -  -

SaldaturaPrezzo al metro - Dentature standard (denti x pollice)
GR12 - Euro


Dimensioni

(alt. x spess.)
mm

Dentature
0,75/1,25

Dentature
1,4/2

Dentature
2/3

Dentature
3/4

Dentature
4/6

Euro

5
20 x 0,9 - - - - (11,70) 5,71
27 x 0,9 - - (12,72) (12,72) (12,72)

1

34 x 1,1 - (15,09) (15,09) (15,09) (15,09) 7,14
41 x 1,3 - (20,10) (20,10) (20,10) (20,10) 9,04
54 x 1,3 (25,14) (25,14) (25,14) (25,14) - 12,09
54 x 1,6 (25,14) (25,14) (25,14) (25,14) (25,14)
67 x 1,6 (39,32) (39,32) (39,32) (39,32) - 20,92

Lama altezza mm 27 x 0,9

Sviluppi
mm

GR12
Euro

Dentature
2/3

GR12
Euro

Dentature
3/4

GR12
Euro

Dentature
4/6



2450 36,87 A7021245034 36,87 A7021245046

5

2500 37,51 A7021250046
2590 38,66 A7021259046
2600 38,78 A7021260046
2650 39,42 A7021265046
2700 39,54 A7021270046
2750 40,69 A7021275034 40,69 A7021275046
2765 40,88 A7021276546
2825 41,64 A7021282546
2845 41,90 A7021284534 41,90 A7021284546
2950 43,23 A7021295034 43,23 A7021295046
3010 43,99 A7021301023 43,99 A7021301034 43,99 A7021301046
3100 45,14 A7021310034
3120 45,39 A7021312034 45,39 A7021312046
3150 45,77 A7021315034 45,77 A7021315046
3180 46,15 A7021318034 46,15 A7021318046
3200 46,40 A7021320034
3225 46,73 A7021322546
3320 47,94 A7021332034 47,94 A7021332046
3370 48,57 A7021337046
3505 50,29 A7021350546
3660 52,26 A7021366023 A7021366034 52,26 A7021366046
3900 55,32 A7021390046
4600 64,22 A7021460034

ART. A7021

A.237Indivisible package  Suggested retail package - Unit price

Band width from 20 to 67 mm
Teeth per inch from 0.75 / 1.25 to 4/6
Tooth shape .
Tooth hardness 68-69 HRC
Features Bimetal blade with carbon steel body and H66 0�� cobalt-enhanced teeth

Tooth set SD
Material group 1 - 2 - 3 - 4 - 5 - 6 - 7 - 8 - 9 - 10 (Page A.227 - 228)
Application Thanks to a good resistance to high temperatures, this band saw blade can be used

for wide section cuts or to cut materials such as high-alloy steel, stainless steel,
titanium, bronze and metals up to 44 HRC.

MANUAL
ARCH SHAPE

SEMI AUTOMATIC
ARCH SHAPE

AUTOMATIC
ARCH SHAPE

AUTOMATIC
DOUBLE COLUMN

AUTOMATIC HM
HIGH SPEED

    -

STANDARD-PRODUCTION BLADES

KING M42 SUPERIOR BAND SAW BLADES - BASIC PLUS PERFORMANCE

SELECTION OF MATERIALS TO BE CUT

P 0 . N S H C

    -  -

WeldingPrice per meter - Standard tooth pitch (teeth per inch)

 Dimension
mm

Tooth pitch
0.75/1.25

Tooth pitch
1.4/2

Tooth pitch
2/3

Tooth pitch
3/4

Tooth pitch
4/6

5
20 x 0.9
27 x 0.9

1

34 x 1.1
41 x 1.3
54 x 1.3
54 x 1.6
67 x 1.6

Blade width 27 x 0,9 mm

Length
mm

Tooth pitch
2/3

Tooth pitch
3/4

Tooth pitch
4/6



2450
2500
2590
2600
2650
2700
2750
2765
2825
2845
2950
3010
3100
3120
3150
3180
3200
3225
3320
3370
3505
3660
3900
4600

ITEM: A7021



A

A.238 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Lama altezza mm 34 x 1,1

LAME KING M42 SUPERIOR - BASIC PLUS PERFORMANCE

Sviluppi
mm

GR12
Euro

Dentature
3/4

GR12
Euro

Dentature
4/6



4100 69,01 A7022410034

1

4115 69,23 A7022411534
4120 69,31 A7022412034 69,31 A7022412046
4500 75,05 A7022450034 75,05 A7022450046
4640 77,16 A7022464034
5095 90,06 A7022509534
5400 88,60 A7022540034

ART. A7022

A.238 Indivisible package   Suggested retail package - Unit price

Blade width 34 x 1.1 mm

KING M42 SUPERIOR BAND SAW BLADES - BASIC PLUS PERFORMANCE

Length
mm

Tooth pitch
3/4

Tooth pitch
4/6



4100
4115
4120
4500
4640
5095
5400

ITEM: A7022



A

A.239 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

0°

Altezza del nastro da 13 a 54 mm
Denti per pollice da 5/8 a 10/14 passo variabile
Forma del dente Standard
Durezza del dente 68-69 HRC
Caratteristiche Lama bimetallica con corpo in acciaio al carbonio e denti in HSS M42 arricchiti al

cobalto
Tipo di stradatura SD
Gruppo materiale 1 - 2 - 8 - 14 - 15 - 16 - 17 (Page A.227 - 228)
Applicazione Grazie ad una elevata resistenza alle alte temperature questa lama può essere

impiegata nel taglio di larghe sezioni o di materiali difficili quali acciai alto legati, inox,
titanio, bronzo e metalli fino a 44 HRC.

MANUALE
AD ARCO

SEMI AUTOMATICHE
AD ARCO

AUTOMATICHE
AD ARCO

AUTOMATICHE
A DOPPIA COLONNA

AUTOMATICHE HM
AD ALTA VELOCITÀ

    -

LAME PER PRODUZIONI DI SERIE

LAME KING M42 SUPERIOR - BASIC PERFORMANCE

SELEZIONE MATERIALI DA TAGLIARE

P M K N S H C

    -  -

Lama altezza mm 27 x 0,9

Sviluppi
mm

GR12
Euro

Dentature
5/8

GR12
Euro

Dentature
6/10

GR12
Euro

Dentature
8/12



2450 36,87 A7024245058 36,87 A70242450610

5

2500 37,51 A7024250058 37,51 A70242500610
2590 38,66 A7024259058
2600 38,78 A7024260058
2700 39,54 A7024270058
2750 40,69 A7024275058 40,69 A70242750610 40,69 A70242750812
2765 40,88 A7024276558
2825 41,64 A7024282558 41,64 A70242825610
2845 41,90 A7024284558 41,90 A70242845610
2925 42,91 A7024292558
2945 43,17 A7024294558 43,17 A70242945610
2950 43,23 A7024295058 43,23 A70242950610 43,23 A70242950812
3010 43,99 A7024301058 43,99 A70243010610 43,99 A70243010812
3120 45,39 A7024312058 45,39 A70243120610
3150 45,77 A7024315058 45,77 A70243150610 45,77 A70243150812
3180 46,15 A7024318058
3200 46,40 A7024320058
3320 47,94 A7024332058 47,94 A70243320610
3660 52,26 A7024366058

ART. A7024

SaldaturaGR12 - Euro


Dimensioni

(alt. x spess.)
mm

Dentature
5/8

Dentature
6/10

Dentature
8/12

Dentature
10/14

Euro

10
13 x 0,65 - (11,70) (11,70) (11,70) 4,76
13 x 0,90 - (11,70) (11,70) (11,70)
20 x 0,90 (11,70) (11,70) (11,70) (11,70) 5,71

5
27 x 0,90 (12,72) (12,72) (12,72) (12,72)
34 x 1,10 (15,09) (15,09) (15,09) (15,09) 7,14

1
41 x 1,30 (20,10) (20,10) - - 9,04
54 x 1,60 (25,14) - - - 12,09

Prezzo al metro - Dentature standard (denti x pollice)

A.239Indivisible package  Suggested retail package - Unit price

Band width from 13 to 54 mm
Teeth per inch from 5.8 to 10/14 variable pitch
Tooth shape K
Tooth hardness 68-69 HRC
Features Bimetal blade with carbon steel body and HSS M42 cobalt-enhanced teeth

Tooth set SD
Material group 1 - 2 - 3 - 4 - 5 - 6 - 7 - 8 - 9 - 10 (Page A.227 - 228)
Application Thanks to a good resistance to high temperatures, this band saw blade can be used

for wide section cuts or to cut materials such as high-alloy steel, stainless steel,
titanium, bronze and metals up to 44 HRC.

MANUAL
ARCH SHAPE

SEMI AUTOMATIC
ARCH SHAPE

AUTOMATIC
ARCH SHAPE

AUTOMATIC
DOUBLE COLUMN

AUTOMATIC HM
HIGH SPEED

    -

STANDARD-PRODUCTION BLADES

KING M42 SUPERIOR BAND SAW BLADES - BASIC PLUS PERFORMANCE

SELECTION OF MATERIALS TO BE CUT

P M K N S H C

    -  -

Blade width 27 x 0,9 mm

Length
mm

Tooth pitch
5/8

Tooth pitch
6/10

Tooth pitch
8/12



2450
2500
2590
2600
2700
2750
2765
2825
2845
2925
2945
2950
3010
3120
3150
3180
3200
3320
3660

ITEM: A7024

Welding

 Dimensions
mm

Tooth pitch
5/8

Tooth pitch
6/10

Tooth pitch
8/12

Tooth pitch
10/14

13 x 0,65
13 x 0,90
20 x 0,90
27 x 0,90
34 x 1,10
41 x 1,30
54 x 1,60

Price per meter - Standard tooth pitch (teeth per inch)



A

A.240 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

10°

Altezza del nastro da 27 a 54 mm
Denti per pollice da 1,0/1,5 a 5/8
Forma del dente K
Durezza del dente 1800 HV (durezza superficiale)
Caratteristiche Lama bimetallica M42 con dente positivo e rivestimento al titanio.

Il rivestimento al titanio allunga la vita della lama grazie ad un aumento della
resistenza all'usura, ad un aumento del grado di durezza superficiale e ad una
riduzione dell'attrito facilitando la lavorabilità dei materiali.

Tipo di stradatura SD
Gruppo materiale 3 - 10 - 11 - 16 - 17 - 18 - 19 (Page A.227 - 228)
Applicazione Acciai per cuscinetti, acciai per molle, acciai inossidabili, rame, ottone, leghe, bronzo

e leghe al titanio per leghe su segatrici da alte produzioni.

MANUALE
AD ARCO

SEMI AUTOMATICHE
AD ARCO

AUTOMATICHE
AD ARCO

AUTOMATICHE
A DOPPIA COLONNA

AUTOMATICHE HM
AD ALTA VELOCITÀ

- -   -

LAME AD ELEVATA RESISTENZA ALL'USURA

LAME PREDATOR TIN

SELEZIONE MATERIALI DA TAGLIARE

P M K N S H C

-      -

SaldaturaGR12 - Euro

 Dimensioni
(alt. x spess.)

Dentature
1,0/1,5

Dentature
1,5/2

Dentature
2/3

Dentature
3/4

Dentature
4/6

Dentature
5/8

Euro

5 27 x 0,9 - - (16,05) (16,05) (16,05) (16,05) 5,71

1
34 x 1,1 - - (18,66) (18,66) (18,66) (18,66) 7,14
41 x 1,3 - (26,75) (26,75) (26,75) (26,75) - 9,04
54 x 1,6 (33,02) (33,02) (33,02) (33,02) - - 12,09

Prezzo al metro - Dentature standard (denti x pollice)

Lama altezza mm 27 x 0,9

Sviluppi
mm

GR12
Euro

Dentature
3/4

GR12
Euro

Dentature
4/6

GR12
Euro

Dentature
5/8



2450 45,03 A7040245058

5

2950 53,05 A7040295046
3010 54,02 A7040301034
3120 55,79 A7040312034
3150 56,27 A7040315034
3320 59,00 A7040332034
3320 59,00 A7040332046
3660 64,45 A7040366034

ART. A7040

A.240 Indivisible package   Suggested retail package - Unit price

Band width from 27 to 54 mm
Teeth per inch from 1.0/1.5 to 5/8
Tooth shape K
Tooth hardness 1800 HV (superficial hardness)
Features M42 bimetal blade with positive teeth and titanium coating.

The titanium coating extends the life of the blades thanks to an Increase in resistance
to wear, an Increase in the degree of surface hardness and a reduction in friction
easing the workability of the materials.

Tooth set SD
Material group 3 - 10 - 11 - 16 - 17 - 18 - 19 (Page A.227 - 228)
Application Suitable for bearings and spring steels, copper, brass, alloys, bronze, titanium alloys

on high-performance band saw machines.

MANUAL
ARCH SHAPE

SEMI AUTOMATIC
ARCH SHAPE

AUTOMATIC
ARCH SHAPE

AUTOMATIC
DOUBLE COLUMN

AUTOMATIC HM
HIGH SPEED

- -   -

HIGH WEAR-RESISTANT BLADES

PREDATOR TIN BAND SAW BLADES

SELECTION OF MATERIALS TO BE CUT

P M K N S H C

-      -

Welding

 Dimension
mm

Tooth pitch
1.0/1.5

Tooth pitch
1,5/2

Tooth pitch
2/3

Tooth pitch
3/4

Tooth pitch
4/6

Tooth pitch
5/8

27 x 0.9
34 x 1.1
41 x 1.3
54 x 1.6

Price per meter - Standard tooth pitch (teeth per inch)

Blade width 27 x 0.9 mm

Length
mm

Tooth pitch
3/4

Tooth pitch
4/6

Tooth pitch
5/8



2450
2950
3010
3120
3150
3320
3320
3660

ITEM: A7040



A

A.241 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

16°

Altezza del nastro da 27 a 67 mm
Denti per pollice da �,���,2 a 5��
Forma del dente K
Durezza del dente + 70 HRC
Caratteristiche Lama bimetallica con corpo in acciaio al carbonio e denti in HSS ed elevatissimo

contenuto di cobalto, geoPetria dente a profilo estrePaPente positivo e alta]]e
variabili delle cuspido; dorso leggermente ondulato per faciltare la pentrazione.

Tipo di stradatura SD
Gruppo materiale 6-10-11-12-13-18-19 (Page A.227 - 228)
Applicazione /aPa iPpiegata nel taglio di largKe se]ioni o di Pateriali diIficili Tuali acciai alto legati,

ino[, duple[ e acciai con dure]]a fino a 5� +RC. ,ndicata per a]iende produttrici di
acciai, lavora]ioni PeccanicKe diIficili e Iorge.

MANUALE
AD ARCO

SEMI AUTOMATICHE
AD ARCO

AUTOMATICHE
AD ARCO

AUTOMATICHE
A DOPPIA COLONNA

AUTOMATICHE HM
AD ALTA VELOCIT¬

- ژ ژ گ -

LAME PER ACCIAI ALTAMENTE LEGATI

LAME T-REX M81

SELEZIONE MATERIALI DA TAGLIARE

P M K N S H C

- گ ژ ژ گ گ -

SaldaturaGR12 - Euro

 Dimensioni
(alt. x spess.)

Dentature
0,8/1,2

Dentature
1,0/1,3

Dentature
1,5/2

Dentature
2/3

Dentature
3/4

Dentature
4/6

Dentature
5/8

Euro

5 27 x 0,9 - - - - (14,93) (14,93) (14,93) 5,71

1

34 x 1,1 - - - (17,75) (17,75) (17,75) - 7,14
41 x 1,3 - - (23,63) (23,63) (23,63) (23,63) - 9,04
54 x 1,6 (29,53) (29,53) (29,53) (29,53) - - - 12,09
67 x 1,6 (45,70) (45,70) (45,70) - - - - 20,92

Prezzo al metro - Dentature standard (denti x pollice)

/aPa alte]]a PP 2� [ �,�

Sviluppi
mm

GR12
Euro

Dentature
3/4

GR12
Euro

Dentature
4/6

GR12
Euro

Dentature
5/8



2450 42,29 A7045245034 42,29 A7045245046 42,29 A7045245058

5

2590 44,38 A7045259046
2750 46,77 A7045275058
3010 50,65 A7045301046
3180 53,19 A7045318046
3320 55,28 A7045332034

ART. A7045

/aPa alte]]a PP �� [ �,�

Sviluppi
mm

GR12
Euro

Dentature
3/4

GR12
Euro

Dentature
4/6



4100 79,66 A7046410034

1

4115 80,18 A7046411534
4120 80,27 A7046412034 80,27 A7046412046
4500 87,01 A7046450034 87,01 A7046450046
4640 89,50 A7046464034
5095 97,58 A7046509534
5400 102,99 A7046540034

ART. A7046

A.241Indivisible package  Suggested retail package - Unit price

Band width from 27 to 67 mm
Teeth per inch from 0.8/1.2 to 5/8
Tooth shape PD
Tooth hardness + 70 HRC
Features Bimetal blade with carbon steel body and HSS of a very high content of cobalt-

HnKanFHd WHHWK� a YHr\ poViWiYH profilH gHoPHWr\ aW YariaElH KHigKWV oI WKH FuVpV.�
slightly wavy back to ease penetration.

Tooth set SD
Material group 6 - 10 - 11 - 12 - 13 - 18 - 19 (Page A.227 - 228)
Application Thanks to its outstanding resistance to high temperatures, this blade can be used for

wide section cuts or to cut materials such as high-alloy steel, stainless steel, duplex
and steels up to 50 HRC. Recommended for steel producing companies, demanding
mechanical machining and forging.

MANUAL
ARCH SHAPE

SEMI AUTOMATIC
ARCH SHAPE

AUTOMATIC
ARCH SHAPE

AUTOMATIC
DOUBLE COLUMN

AUTOMATIC HM
HIGH SPEED

- ژ ژ گ -

HIGH-ALLOY STEEL BLADES

T-REX M81 BAND SAW BLADES

SELECTION OF MATERIALS TO BE CUT

P M K N S H C

- گ ژ ژ گ گ -

Welding

 Dimension
mm

Tooth pitch
0.8/1.2

Tooth pitch
1.0/1.3

Tooth pitch
1.5/2

Tooth pitch
2/3

Tooth pitch
3/4

Tooth pitch
4/6

Tooth pitch
5/8

27 x 0.9
34 x 1.1
41 x 1.3
54 x 1.6
67 x 1.6

Price per meter - Standard tooth pitch (teeth per inch)

Blade width 27 x 0.9 mm

Length
mm

Tooth pitch
3/4

Tooth pitch
4/6

Tooth pitch
5/8



2450
2590
2750
3010
3180
3320

ITEM: A7045

Blade width 34 x 1.1 mm

Length
mm

Tooth pitch
3/4

Tooth pitch
4/6



4100
4115
4120
4500
4640
5095
5400

ITEM: A7046



A

A.242 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

10°

Altezza del nastro da 27 a 34 mm
Denti per pollice da 2/3 a 4/6
Forma del dente K
Durezza del dente 70 HRC
Caratteristiche Lama con elevato contenuto di cobalto (~10%)
Tipo di stradatura Standard
Gruppo materiale 4 - 10 - 11 (Page A.227 - 228)
Applicazione Acciai con resisten]a sino a circa ���� N�PPð, acciai inossidabili e resistenti agli

acidi, legKe base al nicKel, titanio, Pateriali pieni.

MANUALE
AD ARCO

SEMI AUTOMATICHE
AD ARCO

AUTOMATICHE
AD ARCO

AUTOMATICHE
A DOPPIA COLONNA

AUTOMATICHE HM
AD ALTA VELOCIT¬

ژ گ گ ژ -

LAME PER MATERIALI ALTAMENTE LEGATI

LAME BASIC PLUS M51 UNIFLEX

SELEZIONE MATERIALI DA TAGLIARE

P M K N S H C

ژ گ ژ - ژ ژ -

SaldaturaGR12 - Euro


Dimensioni

(alt. x spess.)
mm

Dentature
2/3

Dentature
3/4

Dentature
4/6

Euro

5 27 x 0,9 (13,80) (13,80) (13,80) 5,71
1 34 x 1,10 (16,50) - - 7,74

Prezzo al metro - Dentature standard (denti x pollice)

/aPa alte]]a PP 2� [ �,�

Sviluppi
mm

GR12
Euro

Dentature
2/3

GR12
Euro

Dentature
3/4

GR12
Euro

Dentature
4/6



2450 39,52 A7050245034 39,52 A7050245046

5

2750 43,66 A7050275034 43,66 A7050275046
2765 43,87 A7050276546
2825 44,70 A7050282546
2845 44,97 A7050284534 44,97 A7050284546
2950 46,42 A7050295034 46,42 A7050295046
3010 47,25 A7050301023 47,25 A7050301034 47,25 A7050301046
3120 48,77 A7050312034 48,77 A7050312046
3150 49,18 A7050315034 49,18 A7050315046
3180 49,59 A7050318034 49,59 A7050318046
3200 49,87 A7050320034
3320 51,53 A7050332034 51,53 A7050332046
3370 52,22 A7050337046
3505 54,08 A7050350546
3660 56,22 A7050366023 56,22 A7050366034 56,22 A7050366046

ART. A7050

/aPa alte]]a PP �� [ �,�

Sviluppi
mm

GR12
Euro

Dentature
3/4

GR12
Euro

Dentature
4/6



4100 74,79 A7051410034

1

4115 75,04 A7051411534
4120 75,12 A7051412034 75,12 A7051412046
4500 81,39 A7051450034 81,39 A7051450046
4640 83,70 A7051464034
5095 91,21 A7051509534
5400 96,24 A7051540034

ART. A7051

A.242 Indivisible package   Suggested retail package - Unit price

Band height from 27 to 34 mm
Teeth per inche from 2/3 to 4/6
Tooth shape K
Hardness of the tooth 70 HRC
Features Blade with high colbolt content (~10%)
Tooth set Standard
Material group 4 - 10 - 11 (Page A.227 - 228)
Application Steel resistant up to about 1700 N/mm², stainless and acid resistant, nickel-based

alloys titanium, solid materials.

MANUAL
ARCH SHAPE

SEMI AUTOMATIC
ARCH SHAPE

AUTOMATIC
ARCH SHAPE

AUTOMATIC
DOUBLE COLUMN

AUTOMATIC HM
HIGH SPEED

ژ گ گ ژ -

BLADES FOR HIGHLY LINED MATERIALS

BASIC PLUS M51 UNIFLEX BAND SAW BLADES

SELECTION OF MATERIALS TO BE CUT

P M K N S H C

ژ گ ژ - ژ ژ -

Welding

 Dimensions
mm

Tooth pitch
2/3

Tooth pitch
3/4

Tooth pitch
4/6

27 x 0,9
34 x 1,10

Price per meter - Standard tooth pitch (teeth per inch)

Blade width 27 x 0,9 mm

Length
mm

Tooth pitch
2/3

Tooth pitch
3/4

Tooth pitch
4/6



2450
2750
2765
2825
2845
2950
3010
3120
3150
3180
3200
3320
3370
3505
3660

ITEM: A7050

Blade width 27 x 0,9 mm

Length
mm

Tooth pitch
3/4

Tooth pitch
4/6



4100
4115
4120
4500
4640
5095
5400

ITEM: A7051



A

A.243 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

VAPORIZZATE

I dischi circolari GUABO sono realizzati con severi criteri di produzione e coprono un'ampia gamma di applicazioni.

Dischi circolari composti da acciaio super rapido al wolfranio e molibdeno.

Il rivestimento protettivo fornisce ai dischi GUABO un maggiore grado di durezza superficiale delle cuspidi, una riduzione del
coefficente di attrito con conseguente aumento delle prestazioni di taglio su macchine segatrici automatiche e applicazioni di
taglio su materiali duri.

ART. A7210

DISCHI CIRCOLARI HSS DMO5 (M2)

Cod. Tec. GR12
Euro

Ø
mm

Spessore lama
mm

Ø foro
mm

Z

A721020018130V (67,90)
200 1,8

32

130
A721020018160V 67,90 160
A721020018200V 67,90 200
A72102252140V 74,00

225

2,0

140
A72102252180V 74,00 180
A72102252220V (74,00) 220
A72102502100V 82,40

250
100

A72102502128V 82,40 128
A72102502160V 82,40 160

Cod. Tec. GR12
Euro

Ø
mm

Spessore lama
mm

Ø foro
mm

Z

A72102502200V 82,40 250 2,0

32

200
A721027525140V 108,40

275

2,5

140
A721027525220V 115,70 220
A721030025120V 131,80

300
120

A721030025160V (131,80) 160
A721030025220V 131,80 220
A721031525160V 146,50

315
160

A721031525220V 146,50 220

Lame circolari con denti riportati in metallo duro per il taglio di leghe leggere e profilati in alluminio.
Utilizzabili su troncatrici singole o doppie con bloccaggio meccanico del pezzo. La particolare geometria multipla del dente, alternato
(piano - trapezoidale) ad angolo di taglio positivo - negativo.
Corpo silezioso.

ART. A7500

Cod. Tec. GR12
Euro

Ø
mm

Spessore dente
mm

Spessore lama
mm

Ø foro
mm

Z Rpm max

A7500250060 107,61
250 3,2

2,6

32

60
6500

A7500250080 117,46 80

A7500300072 121,21
300

3,4

72
5400

A7500300096 140,38 96

A7500350084 148,50
350

84
4600

A7500350108 167,82 108

A7500400096 184,03
400

4,0
4,0

96
4000

A7500400120 205,58 120

A7500450108 244,56 450 3,2 108 3600

LAME CIRCOLARI TCT SILENZIATE PER IL TAGLIO DI LEGHE LEGGERE

Riduzioni per lame circolari
ART. A7550

Cod. Tec. GR12
Euro

Diametro esterno
mm

Diametro interno
mm

A75503230 6,09 32 30

RIDUZIONI PER LAME CIRCOLARI

Lame circolari con denti riportati in metallo duro per il taglio di pannelli coibentati rivestiti in ferro o acciaio, inoltre si possono tagliare
piccoli profili e tubi in ferro. Lama con dente alternato (piano - trapezoidale) ad angolo di taglio positivo, corpo silenziato. Utilizzabili su
macchine professionali portatili e stazionarie.

ART. A7450

Cod. Tec. GR12
Euro

Ø
mm

Spessore dente
mm

Spessore lama
mm

Ø foro
mm

Z Rpm max

A745016030 (42,59) 160

2,2

1,6
20 28 3100

A745018034 (46,54) 180

30

34 2700

A745019048 (70,08) 190

1,8

48 2500

A745023044 (62,74) 230 44 2100

A745025054 (98,58) 250 54 1800

A745027060 (121,52) 270 60 1700

A745030080 (137,78) 300
80

1600

A745035080 (149,59) 350 2,4 2 850

LAME CIRCOLARI TCT PER METALLI FERROSI DRY-CUT

A.243Indivisible package  Suggested retail package - Unit price

VAPORIZED

Constructed according to strict production criteria and cover a wide range of applications.

The circular discs are of compounds of HSS wolfram-molybdenum.

The protective coating gives GUABO discs a greater degree of hardness of the cusps, a reduction of coefficient friction with a
consequent increase of the cutting performance of automatic machines and cutting applications of hard metal.

ITEM: A7210

HSS DMO5 (M2) CIRCULAR SAW BLADES

Tech. Code Ø
mm

Blade thickness
mm

ø hole
mm

Z

200 1.8

32

130
160
200

225

2.0

140
180
220

250
100
128
160

Tech. Code Ø
mm

Blade thickness
mm

ø hole
mm

Z

250 2.0

32

200

275

2.5

140
220

300
120
160
220

315
160
220

Circular blades with hard metal coated teeth for cutting light alloys and aluminum profiles. Used for single or double mechanical cutting
with mechanical clamping of the piece, with also particular multiple geometry of the teeth, alternated tooth (flat - trapezoidal cutting
edge) negative - positive cutting angle, low noise level.

ITEM: A7500

Tech. Code Ø
mm

Tooth thickness
mm

Blade thickness
mm

Hole Ø
mm

Z Rpm max

250 3.2

2.6

32

60
6500

80

300

3.4

72
5400

96

350
84

4600
108

400
4.0

4.0
96

4000
120

450 3.2 108 3600

SILENT-TYPE CIRCULAR BLADES WITH HARD METAL TEETH FOR CUTTING ALLUMINIUM

Reductions for circular blade
ITEM: A7550

Tech. Code External diameter
mm

Internal diameter
mm

32 30

REDUCTIONS FOR CIRCULAR BLADES

Circular blades with hard metal coated teeth for cutting insulated panels coated in iron or steel. They can also cut small profiles and
iron pipes. Blades with alternate tooth (flat - triple) positive cutting angle, low noise level. For use on professional machines, portable
and stationary.

ITEM: A7450

Tech. Code Ø
mm

Tooth thickness
mm

Blade thickness
mm

ø hole
mm

Z Rpm max

160

2.2

1.6
20 28 3100

180

30

34 2700

190

1.8

48 2500

230 44 2100

250 54 1800

270 60 1700

300
80

1600

350 2.4 2 850

TCT CIRCULAR SAW BLADES FOR FERROUS DRY-CUT METALS



A

A.244 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Lame per acciai con R < 1200 N/mm².
ParticolarPente indicate per Pateriali resistenti e tenaci, con angolo di spoglia
standard.

ART. A7110

LAME ALTERNATIVE KING - HSS

Cod. Tec. GR12
Euro

Dimensioni
mm

Materiale Denti 

A7110400384 21,88
400 x 38 x 2,00 HSS

4

10

A7110400386 20,90 6
A7110450402 31,31

450 x 40 x 2,00
P13 2

A7110450404 26,33

HSS

4
A7110450406 26,33

6A7110500406 30,20 500 x 40 x 2,00
A7110550504 46,73

550 x 50 x 2,50
4

A7110550506 46,53 6
A7110575504 48,37 575 x 50 x 2,50 4

Cod. Tec. GR12
Euro

Dimensioni
mm

Materiale Denti 

A7110575506 48,37 575 x 50 x 2,50

HSS

6 10
A7110600504 51,30

600 x 50 x 2,50
4

5

A71106005060 (51,30) 6
A7110650504 55,80

650 x 50 x 2,50
4

A7110650506 55,71 6
A7110700504 61,76

700 x 50 x 2,50
4

A7110700506 61,64 6
A7110800704 107,66 800 x 70 x 3,00

4A7110950704 156,11 950 x 70 x 3,00

Altezza lama 13 mm
Lunghezza lama 300 mm (12”)
Denti per pollice 24

Lame per uso a mano in acciaio superrapido HSS.

Cod. Tec. GR12
Euro Tipo 

A711513300HSS 1,70 Lame a mano 12´ Z24 HSS 10

ART. A7115

LAME PER SEGHETTO HSS

Altezza lama 13 mm
Lunghezza lama 300 mm (12”)
Denti per pollice 24

Lame per uso a mano in acciaio superrapido HSS bimetalliche.

Cod. Tec. GR12
Euro Tipo 

A711713300BIM 1,96 Lame a mano 12´ Z24 HSS Bim. 10

ART. A7117

LAME PER SEGHETTO HSS BIMETALLICA

Spa]]ole puliscilaPa per segatrici a nastro,
da utilizzare sui modelli:

MEP 260 - MEP 281 - MEP 282 - MEP 332

Cod. Tec. GR12
Euro

Ø
mm

Spessore
mm

Gambo
mm

A730050 14,90 50 12 M6 x 25

ART. A7300

SPAZZOLE PULISCILAMA PER SEGATRICI A NASTRO

Spa]]ole puliscilaPa per segatrici a nastro,
da utilizzare sui modelli:

BIANCO 280M 60° - BIANCO 330M 60° - BIANCO 370M 60°

Cod. Tec. GR12
Euro

Ø
mm

Spessore
mm

Foro
mm

A731080 17,74 80 12 8

ART. A7310

A.244 Indivisible package   Suggested retail package - Unit price

Blades for cutting steel with R < 1200 N/mm².
Especially indicated for highly resistant and hard materials, with standard rake angle.

ITEM: A7110

KING HSS POWER JIGSAW BLADES

Tech. Code Dimensions
mm

Material Teeth 

400 x 38 x 2.00 HSS
4
6

450 x 40 x 2.00
P13 2

HSS

4

6
500 x 40 x 2.00

550 x 50 x 2.50
4
6

575 x 50 x 2.50 4

Tech. Code Dimensions
mm

Material Teeth 

575 x 50 x 2.50

HSS

6

600 x 50 x 2.50
4
6

650 x 50 x 2.50
4
6

700 x 50 x 2.50
4
6

800 x 70 x 3.00
4

950 x 70 x 3.00

Blade height 13 mm
Blade length 300 mm (12”)
Teeth per inch 24

HSS super-fast steel blade for hacksaws.

Tech. Code Type 

12´ hand blades =24 HSS

ITEM: A7115

HSS HACK SAW BLADES

Blade height 13 mm
Blade length 300 mm (12”)
Teeth per inch 24

HSS bi-metal super-fast steel blade for hacksaws.

Tech. Code Type 

12´ hand blades =24 HSS bi-metal

ITEM: A7117

HSS BI-METAL HACK SAW BLADES

Polishing brushes for band saw machines,
suitable for the following models:

MEP 260 - MEP 281 - MEP 282 - MEP 332

Tech. Code Ø
mm

Thickness
mm

Shank
mm

50 12 M6 x 25

ITEM: A7300

POLISHING BRUSHES FOR BAND SAW MACHINES

Polishing brushes for band saw machines,
suitable for the following models:

WHITE 280M 60° - WHITE 330M 60° - WHITE 370M 60°

Tech. Code Ø
mm

Thickness
mm

Hole
mm

80 12 8

ITEM: A7310



A

A.245

Puoi acquistare qualsiasi prodotto del catalogo LISTA contattando il nostro
ufficio commerciale. I tempi di consegna dipendono dalla disponibilità
del fornitore, riceverai una conferma d'ordine con le date dettagliate di
consegna.

I prodotti LISTA inseriti nel catalogo LINK19
sono disponibili a magazzino e spediti in 24 ore.

CATALOGO GENERALE

info@linkspa.it - www.linkspa.it

A.245

To buy any products of this LI³TA catalogue contact our commercial office.
Delivery time depends on the availability of our supplier, you will receive a
confirmation of your order with the details of the delivery date.

The LISTA items included in our LINK19 catalogue,
are ready to be delivered in 24 h.

GENERAL CATALOGUE

info@linkspa.it - www.linkspa.it/en





B

B.1

UTENSILI A FISSAGGIO MECCANICO B
2 - 17
B0

Portainserti di
tornitura

18 - 41
B1

Inserti positivi
e negativi

42 - 56
B2

Filettatura
Troncatura

Godronatura

57 - 61
B3

Fresatura a spianare

62 - 75
B4
Fresatura a

spallamento retto

76 - 81
B5

Fresatura High feed

82 - 89
B6

Fresatura a copiare
multifunzionale

90 - 97
B7

Taglio, scanalatura
e smussatura

98 - 117
B8

Foratura e lamatura

118 - 125
B9
Barenatura
Brocciatura

B.1

INDEXABLE TOOLS

Turning toolholders

Turning positive
and negative inserts

Threading,
parting

and knurling

Face milling

Square shoulder milling

High feed
milling

Multifuntional
copying milling

Slitting, slotting,
chamfering mills

Drilling, spotfacing
and countebores

Boring, broaching
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B.2 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

INDICE DELLE APPLICAZIONI - TORNITURA

INSERTI TORNITURA ESTERNA
FORMA

C
DCLNR/L

Tornitura e Sfacciatura

Pagina
95°

4

PCLNR/L
Tornitura e Sfacciatura

Pagina
95°

4

SCLCR/L
Tornitura e Sfacciatura

Pagina
95°

10

FORMA
D

DDJNR/L
Tornitura e Sfacciatura

Pagina
93°

5

PDJNR/L
Tornitura e Sfacciatura

Pagina
93°

5

SDJCR/L
Tornitura e Copiatura

Pagina
93°

12

FORMA
W

DWLNR/L
Tornitura e Sfacciatura

Pagina
95°

9

MWLNR/L
Tornitura e Sfacciatura

Pagina
95°

9

FORMA
T

PTFNR/L
Sfacciatura

Pagina
91°

7

PTGNR/L
Tornitura

Pagina
91°

7

STGCR/L
Tornitura

Pagina
91°

15

FORMA
S

PSDNN
Tornitura

Pagina
45°

6

PSSNR/L
Tornitura e Sfacciatura

Pagina
45°

6

SSSCR/L
Tornitura e Sfacciatura

Pagina
45°

14

FORMA
K

CKJNR/L
Tornitura e Copiatura

Pagina
93°

13

FORMA
V

SVJBR/L
Tornitura e Copiatura

Pagina
93°

16

MVJNR/L
Tornitura e Copiatura

Pagina
93°

8

MVVNN
Tornitura e Copiatura

Pagina
72,5°

8

SVJCR/L
Tornitura e Copiatura

Pagina
93°

16

FORMA
R

SRDCN
Tornitura e Copiatura

Pagina 14

PRGCR/L
Tornitura

Pagina 14

PRDCN
Tornitura

Pagina 14

B.2 Indivisible package   Suggested retail package - Unit price

APPLICATION INDEX - TURNING

INSERTS EXTERNAL TURNING

C SHAPE Turning and facing

Page
95°

4

Turning and facing

Page
95°

4

Turning and facing

Page
95°

10

D SHAPE Turning and facing

Page
93°

5

Turning and facing

Page
93°

5

Turning and copying

Page
93°

12

W SHAPE Turning and facing

Page
95°

9

Turning and facing

Page
95°

9

T SHAPE Facing

Page
91°

7

Turning

Page
91°

7

Turning

Page
91°

15

S SHAPE Turning

Page
45°

6

Turning and facing

Page
45°

6

Turning and facing

Page
45°

14

K SHAPE Turning and copying

Page
93°

13

V SHAPE Turning and copying

Page
93°

16

Turning and copying

Page
93°

8

Turning and copying

Page
72,5°

8

Turning and copying

Page
93°

16

R SHAPE Turning and copying

Page 14

Turning

Page 14

Turning

Page 14



B

B.3 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

INDICE DELLE APPLICAZIONI - TORNITURA

INSERTI TORNITURA INTERNA
FORMA

C
A....PCLNR/L

Tornitura e Sfacciatura

Pagina
95°

4

A....SCLCR/L
Tornitura e Sfacciatura

Pagina
95°

10

AH...SCLCR/L
Tornitura e Sfacciatura

Pagina
95°

11

E...SCLCR/L

Pagina
95°

11

Tornitura e Sfacciatura

FORMA
D

A....PDUNR/L
Tornitura e Copiatura

Pagina
93°

5

A....SDUCR/L
Tornitura

Pagina
93°

12

E...SDUCR/L
Tornitura e Sfacciatura

Pagina
93°

13

FORMA
W

A....MWLNR/L
Tornitura e Sfacciatura

Pagina
95°

9

FORMA
T

A....PTFNR/L
Tornitura

Pagina
91°

7

A...STFCR/L
Tornitura

Pagina
90°

15

E...STFCR/L
Tornitura

Pagina
90°

15

FORMA
S

FORMA
K

FORMA
V

A...SVQBR/L
Tornitura e Copiatura

Pagina
107,30°

16

A...SVJCR/L
Tornitura e Copiatura

Pagina
52°

17

E...SVUCR/L
Tornitura e Sfacciatura

Pagina
93°

17

TAGLIO
BL/R/N... SGN

Scanalatura e Taglio

Pagina 44

BN... SCN
Scanalatura e Taglio

Pagina 42

BN...SGN
Scanalatura e Taglio

Pagina 45

TGE...-DGN
Scanalatura, Taglio e

Tornitura

Pagina 43

TGE..DGN25...
Scanalatura, Taglio e

Tornitura

Pagina 45

B.3Indivisible package  Suggested retail package - Unit price

APPLICATION INDEX - TURNING

INSERTS INTERNAL TURNING

C SHAPE Turning and facing

Page
95°

4

Turning and facing

Page
95°

10

Turning and facing

Page
95°

11 Page
95°

11

Turning and facing

D SHAPE Turning and copying

Page
93°

5

Turning

Page
93°

12

Turning and facing

Page
93°

13

W SHAPE Turning and facing

Page
95°

9

T SHAPE Turning

Page
91°

7

Turning

Page
90°

15

Turning

Page
90°

15

S SHAPE

K SHAPE

V SHAPE Turning and copying

Page
107,30°

16

Turning and copying

Page
52°

17

Turning and facing

Page
93°

17

CUT OFF Parting and grooving

Page 44

Parting and grooving

Page 42

Parting and grooving

Page 45

Parting, grooving and
turning

Page 43

Parting, grooving and
turning

Page 45



B

B.4 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

PORTAINSERTI DI TORNITURA ESTERNA PER INSERTI NEGATIVI - FORMA C Turn

DCLNR/L PCLNR/L

95
°f b

h

95°

L1
L2

L1
L2

h
b

95°

95°

f

Materiale Acciaio
Tipo di bloccaggio D - P (Staffa - Leva)
Applicazione Esecuzione di Tornitura e

Sfacciatura

ART. B0U10

RICAMBI COMPRESI

Cod. Tec. GR18
Euro Descrizione

b
mm

h
mm

f
mm

L2
mm

L1
mm

Inserti Staffa Chiave Supporto Vite supporto Spina elastica

D
C

LN
R

/L

B0U10R2020K12 72,00 DCLNR 2020 K12 20 20 25 30 125

CN..1204.. BRICA005 BRICA006 BRICA007 BRICA008 /
B0U10R2525M12 75,50 DCLNR 2525 M12 25 25 32 33 150

B0U10L2020K12 72,00 DCLNL 2020 K12 20 20 25 30 125

B0U10L2525M12 75,50 DCLNL 2525 M12 25 25 32 33 150

RICAMBI COMPRESI

Cod. Tec. GR18
Euro Descrizione

b
mm

h
mm

f
mm

L2
mm

L1
mm

Inserti Leva Vite Chiave Supporto Spina elastica

PC
LN

R
/L

B0U11R2020K12 67,40 PCLNR 2020 K12 20 20 25 27 125

CN..1204.. BRICA013 BRICA027 BRICA015 BRICA007 BRICA017
B0U11R2525M12 74,80 PCLNR 2525 M12 25 25 32 28 150

B0U11L2020K12 67,40 PCLNL 2020 K12 20 20 25 27 125

B0U11L2525M12 74,80 PCLNL 2525 M12

25 25 32

28

150B0U11R2525M16 74,80 PCLNR 2525 M16
33 CN..1606.. BRICA018 BRICA019 BRICA014 BRICA020 BRICA021

B0U11L2525M16 74,80 PCLNL 2525 M16

B0U11R3232P19 82,50 PCLNR 3232 P19 32 32 40

38

170

CN..1906.. BRICA022 BRICA023 BRICA024 BRICA025 BRICA026
B0U11R4040S19 (140,30) PCLNR 4040 S19 40 40 50 250

B0U11L3232P19 82,50 PCLNL 3232 P19 32 32 40 170

B0U11L4040S19 (140,30) PCLNL 4040 S19 40 40 50 250

PORTAINSERTI DI TORNITURA INTERNA PER INSERTI NEGATIVI - FORMA C Turn

A....PCLNR/L

6°

d

95°

D.min

f

L1

Materiale Acciaio
Tipo di bloccaggio P (Leva)
Applicazione Esecuzione di Tornitura interna

ART. B0U15

RICAMBI COMPRESI

Cod. Tec. GR18
Euro Descrizione

D min
mm

d
mm

f
mm

L1
mm

Inserti Leva Vite Chiave Supporto Spina elastica

A.
...

PC
LN

R
/L

B0U15R2512 170,20 A25R PCLNR 12 32 25 17 200

CN..1204.. BRICA013

BRICA053

BRICA015 BRICA007 BRICA017

B0U15R3212 190,60 A32S PCLNR 12 40 32 22 250
BRICA027

B0U15R4012 226,40 A40V PCLNR 12 50 40 27 300

B0U15L2512 170,20 A25R PCLNL 12 32 25 17 200 BRICA053

B0U15L3212 190,60 A32S PCLNL 12 40 32 22 250
BRICA027

B0U15L4012 226,40 A40V PCLNL 12 50 40 27 300

B.4 Indivisible package   Suggested retail package - Unit price

EXTERNAL TURNING TOOLHOLDERS - NEGATIVE INSERTS - C SHAPE
DCLNR/L PCLNR/L

Material Steel
Clamping system D clamp
Application Turning and facing works

ITEM: B0U10

SPARE PARTS INCLUDED

Tech. Code Description
b

mm
h

mm
F

mm
L2
mm

L1
mm

INSERTS Clamp Wrench Shim Shim screw Spring pin

D
C

LN
R

/L

DCLNR 2020 K12 20 20 25 30 125

CN..1204.. BRICA005 BRICA006 BRICA007 BRICA008 /
DCLNR 2525 M12 25 25 32 33 150

DCLNL 2020 K12 20 20 25 30 125

DCLNL 2525 M12 25 25 32 33 150

SPARE PARTS INCLUDED

Tech. Code Description
b

mm
h

mm
F

mm
L2
mm

L1
mm

INSERTS Lever Screw Wrench Shim Spring pin

PC
LN

R
/L

PCLNR 2020 K12 20 20 25 27 125

CN..1204.. BRICA013 BRICA027 BRICA015 BRICA007 BRICA017
PCLNR 2525 M12 25 25 32 28 150

PCLNL 2020 K12 20 20 25 27 125

PCLNL 2525 M12

25 25 32

28

150PCLNR 2525 M16
33 CN..1606.. BRICA018 BRICA019 BRICA014 BRICA020 BRICA021

PCLNL 2525 M16

PCLNR 3232 P19 32 32 40

38

170

CN..1906.. BRICA022 BRICA023 BRICA024 BRICA025 BRICA026
PCLNR 4040 S19 40 40 50 250

PCLNL 3232 P19 32 32 40 170

PCLNL 4040 S19 40 40 50 250

INTERNAL TURNING TOOLHOLDERS - NEGATIVE INSERTS - C SHAPE
A....PCLNR/L

Material Steel
Clamping system P (lever)
Application Internal turning

ITEM: B0U15

SPARE PARTS INCLUDED

Tech. Code Description
Min. D

mm
d

mm
F

mm
L1
mm

INSERTS Lever Screw Wrench Shim Spring pin

A.
...

PC
LN

R
/L

A25R PCLNR 12 32 25 17 200

CN..1204.. BRICA013

BRICA053

BRICA015 BRICA007 BRICA017

A32S PCLNR 12 40 32 22 250
BRICA027

A40V PCLNR 12 50 40 27 300

A25R PCLNL 12 32 25 17 200 BRICA053

A32S PCLNL 12 40 32 22 250
BRICA027

A40V PCLNL 12 50 40 27 300



B

B.5 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

PORTAINSERTI DI TORNITURA ESTERNA PER INSERTI NEGATIVI - FORMA D Turn

DDJNR/L PDJNR/L

b
h

93°

f

L2 L1

Materiale Acciaio
Tipo di bloccaggio D - P (Staffa - Leva)
Applicazione Esecuzione di Torniture e

Copiature

ART. B0U20

RICAMBI COMPRESI

Cod. Tec. GR18
Euro Denominazione

b
mm

h
mm

f
mm

L2
mm

L1
mm

Inserti Staffa Chiave Supporto Vite Supporto Spina elastica

D
D

JN
R

/L

B0U20R2020K15 80,50 DDJNR2020K15 20 20 25 35 125

DN..1506.. BRICA005 BRICA006 BRICA028 BRICA008 /
B0U20R2525M15 81,60 DDJNR2525M15 25 25 32 36 150

B0U20L2020K15 80,50 DDJNL2020K15 20 20 25 35 125

B0U20L2525M15 81,60 DDJNL2525M15 25 25 32 36 150

RICAMBI COMPRESI

Cod. Tec. GR18
Euro Denominazione

b
mm

h
mm

f
mm

L2
mm

L1
mm

Inserti Leva Vite Chiave Supporto Spina elastica

PD
JN

R
/L

B0U21R2020K15 78,20 PDJNR2020K15 20 20 25 35 125

DN..1506.. BRICA059 BRICA030 BRICA015 BRICA031 BRICA017
B0U21R2525M15 81,00 PDJNR2525M15 25 25 32 36 150

B0U21L2020K15 78,20 PDJNL 2020 K15 20 20 25
35

125

B0U21L2525M15 81,00 PDJNL 2525 M15 25 25 32 150

PORTAINSERTI DI TORNITURA INTERNA PER INSERTI NEGATIVI - FORMA D Turn

A....PDUNR/L

Materiale Acciaio
Tipo di bloccaggio P (Leva)
Applicazione Esecuzione di Torniture e

Copiature

ART. B0U25

RICAMBI COMPRESI

Cod. Tec. GR18
Euro Descrizione

D min
mm

d
mm

f
mm

L1
mm

Inserti Leva Vite Chiave Supporto Spina elastica

A.
...

PD
U

N
R

/L

B0U25R2511 223,20 A25R PDUNR 11 32 25 17 200 DN..1104.. BRICA054 BRICA035 BRICA056 BRICA057 BRICA058

B0U25R3215 190,60 A32S PDUNR 15 40 32 22 250
DN..1506.. BRICA059 BRICA030 BRICA015 BRICA031 BRICA017

B0U25R4015 226,40 A40T PDUNR 15 50 40 27 300

B0U25L2511 223,20 A25R PDUNL 11 32 25 17 200 DN..1104.. BRICA054 BRICA035 BRICA056 BRICA057 BRICA058

B0U25L3215 190,60 A32S PDUNL 15 40 32 22 250
DN..1506.. BRICA059 BRICA030 BRICA015 BRICA031 BRICA017

B0U25L4015 226,40 A40T PDUNL 15 50 40 27 300

B.5Indivisible package  Suggested retail package - Unit price

EXTERNAL TURNING TOOLHOLDERS - NEGATIVE INSERTS - D SHAPE
DDJNR/L PDJNR/L

Material Steel
Clamping system D - P (clamp - lever)
Application Turning and copying

ITEM: B0U20

SPARE PARTS INCLUDED

Tech. Code Description
b

mm
h

mm
F

mm
L2
mm

L1
mm

INSERTS Clamp Wrench Shim Shim screw Spring pin

D
D

JN
R

/L

DDJNR2020K15 20 20 25 35 125

DN..1506.. BRICA005 BRICA006 BRICA028 BRICA008 /
DDJNR2525M15 25 25 32 36 150

DDJNL2020K15 20 20 25 35 125

DDJNL2525M15 25 25 32 36 150

SPARE PARTS INCLUDED

Tech. Code Description
b

mm
h

mm
F

mm
L2
mm

L1
mm

INSERTS Lever Screw Wrench Shim Spring pin

PD
JN

R
/L

PDJNR2020K15 20 20 25 35 125

DN..1506.. BRICA059 BRICA030 BRICA015 BRICA031 BRICA017
PDJNR2525M15 25 25 32 36 150

PDJNL 2020 K15 20 20 25
35

125

PDJNL 2525 M15 25 25 32 150

INTERNAL TURNING TOOLHOLDERS - NEGATIVE INSERTS - D SHAPE
A....PDUNR/L

Material Steel
Clamping system P (lever)
Application Turning and copying

ITEM: B0U25

SPARE PARTS INCLUDED

Tech. Code Description
Min. D

mm
d

mm
F

mm
L1
mm

INSERTS Lever Screw Wrench Shim Spring pin

A.
...

PD
U

N
R

/L

A25R PDUNR 11 32 25 17 200 DN..1104.. BRICA054 BRICA035 BRICA056 BRICA057 BRICA058

A32S PDUNR 15 40 32 22 250
DN..1506.. BRICA059 BRICA030 BRICA015 BRICA031 BRICA017

A40T PDUNR 15 50 40 27 300

A25R PDUNL 11 32 25 17 200 DN..1104.. BRICA054 BRICA035 BRICA056 BRICA057 BRICA058

A32S PDUNL 15 40 32 22 250
DN..1506.. BRICA059 BRICA030 BRICA015 BRICA031 BRICA017

A40T PDUNL 15 50 40 27 300



B

B.6 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

PORTAINSERTI DI TORNITURA ESTERNA PER INSERTI NEGATIVI - FORMA S Turn

PSDNN PSSNR/L

Materiale Acciaio
Tipo di bloccaggio P (Leva)
Applicazione Esecuzione di Torniture,

Sfacciature e Smussi.

ART. B0U33

RICAMBI COMPRESI

Cod. Tec. GR18
Euro Descrizione

b
mm

h
mm

f
mm

L2
mm

L1
mm

Inserti Leva Vite Chiave Supporto Spina elastica

PS
D

N
N B0U33N2020K12 67,40 PSDNN 2020 K12 20 20 10,3 28 125 SN..1204..

BRICA013 BRICA027 BRICA015 BRICA038 BRICA017
B0U33N2525M12 74,80 PSDNN 2525 M12 25 25 12,8 29 150

SN..1906..
B0U33N3232P19 82,50 PSDNN 3232 P19 32 32 16,5 40 170 BRICA022 BRICA023 BRICA024 BRICA039 BRICA026

RICAMBI COMPRESI

Cod. Tec. GR18
Euro Descrizione

b
mm

h
mm

f
mm

L2
mm

L1
mm

Inserti Leva Vite Chiave Supporto Spina elastica

PS
SN

R
/L

B0U34R2020K12 65,40 PSSNR 2020 K12 20 20 25

29

125

SN..1204.. BRICA013 BRICA027 BRICA015 BRICA038 BRICA017
B0U34R2525M12 72,60 PSSNR 2525 M12 25 25 32 150

B0U34L2020K12 65,40 PSSNL 2020 K12 20 20 25 125

B0U34L2525M12 72,60 PSSNL 2525 M12 25 25 32 150

B0U34R3232P19 80,10 PSSNR 3232 P19 32 32 40

41

170

SN..1906.. BRICA022 BRICA023 BRICA024 BRICA039 BRICA026
B0U34R4040S19 (136,20) PSSNR 4040 S19 40 40 50 250

B0U34L3232P19 80,10 PSSNL 3232 P19 32 32 40 170

B0U34L4040S19 (136,20) PSSNL 4040 S19 40 40 50 250

Smart
Simplicity

Affordability

B.6 Indivisible package   Suggested retail package - Unit price

EXTERNAL TURNING TOOLHOLDERS - NEGATIVE INSERTS - S SHAPE
PSDNN PSSNR/L

Material Steel
Clamping system P (lever)
Application Turnings, Facing and Chamfers

ITEM: B0U33

SPARE PARTS INCLUDED

Tech. Code Description
b

mm
h

mm
F

mm
L2
mm

L1
mm

INSERTS Lever Screw Wrench Shim Spring pin

PS
D

N
N PSDNN 2020 K12 20 20 10.3 28 125 SN..1204..

BRICA013 BRICA027 BRICA015 BRICA038 BRICA017
PSDNN 2525 M12 25 25 12.8 29 150

SN..1906..
PSDNN 3232 P19 32 32 16.5 40 170 BRICA022 BRICA023 BRICA024 BRICA039 BRICA026

SPARE PARTS INCLUDED

Tech. Code Description
b

mm
h

mm
F

mm
L2
mm

L1
mm

INSERTS Lever Screw Wrench Shim Spring pin

PS
SN

R
/L

PSSNR 2020 K12 20 20 25

29

125

SN..1204.. BRICA013 BRICA027 BRICA015 BRICA038 BRICA017
PSSNR 2525 M12 25 25 32 150

PSSNL 2020 K12 20 20 25 125

PSSNL 2525 M12 25 25 32 150

PSSNR 3232 P19 32 32 40

41

170

SN..1906.. BRICA022 BRICA023 BRICA024 BRICA039 BRICA026
PSSNR 4040 S19 40 40 50 250

PSSNL 3232 P19 32 32 40 170

PSSNL 4040 S19 40 40 50 250



B

B.7 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

PORTAINSERTI DI TORNITURA ESTERNA PER INSERTI NEGATIVI - FORMA T Turn

PTFNR/L PTGNR/L

Materiale Acciaio
Tipo di bloccaggio P (Leva)
Applicazione Esecuzione di Torniture e

Sfacciature

ART. B0U40

PORTAINSERTI DI TORNITURA INTERNA PER INSERTI NEGATIVI - FORMA T Turn

A....PTFNR/L

Materiale Acciaio
Tipo di bloccaggio P (Leva)
Applicazione Esecuzione di Torniture Interne

ART. B0U45

RICAMBI COMPRESI

Cod. Tec. GR18
Euro Descrizione

b
mm

h
mm

f
mm

L2
mm

L1
mm

Inserti Leva Vite Chiave Supporto Spina elastica

PT
FN

R
/L

B0U40R2020K16 67,40 PTFNR 2020 K16 20 20 25 20 125

TN..1604.. BRICA034 BRICA035 BRICA056 BRICA036 BRICA037
B0U40R2525M16 74,80 PTFNR 2525 M16 25 25 32 22 150

B0U40L2020K16 67,40 PTFNL 2020 K16 20 20 25 20 125

B0U40L2525M16 74,80 PTFNL 2525 M16 25 25 32 22 150

RICAMBI COMPRESI

Cod. Tec. GR18
Euro Descrizione

b
mm

h
mm

f
mm

L2
mm

L1
mm

Inserti Leva Vite Chiave Supporto Spina elastica

PT
G

N
R

/L

B0U41R2020K16 67,40 PTGNR 2020 K16 20 20 25

20

125

TN..1604.. BRICA034 BRICA035 BRICA056 BRICA036 BRICA037
B0U41R2525M16 74,80 PTGNR 2525 M16 25 25 32 150

B0U41L2020K16 67,40 PTGNL 2020 K16 20 20 25 125

B0U41L2525M16 74,80 PTGNL 2525 M16

25

25 32 150
B0U41R2525M22 74,80 PTGNR 2525 M22

29 TN..2204.. BRICA013 BRICA027 BRICA015 BRICA033 BRICA017
B0U41R3225P22 77,40 PTGNR 3225 P22 32 40 170

B0U41L2525M22 74,80 PTGNL 2525 M22 25 32 150

B0U41L3225P22 77,40 PTGNL 3225 P22 32 40 170

RICAMBI COMPRESI

Cod. Tec. GR18
Euro Descrizione

D min
mm

d
mm

f
mm

L1
mm

Inserti Leva Vite Chiave Supporto Spina elastica

A.
...

PT
FN

R
/L B0U45R2516 170,20 A25R PTFNR 16 32 25 17 200

TN..1604.. BRICA034 BRICA035 BRICA056 BRICA036 BRICA037
B0U45R3216 190,60 A32S PTFNR 16 40 32 22 250

B0U45L2516 170,20 A25R PTFNL 16 32 25 17 200

B0U45L3216 190,60 A32S PTFNL 16 40 32 22 250

B.7Indivisible package  Suggested retail package - Unit price

EXTERNAL TURNING TOOLHOLDERS - NEGATIVE INSERTS - T SHAPE
PTFNR/L PTGNR/L

Material Steel
Clamping system P (lever)
Application Turning and facing

ITEM: B0U40

INTERNAL TURNING TOOLHOLDERS - NEGATIVE INSERTS - T SHAPE
A....PTFNR/L

Material Steel
Clamping system P (lever)
Application Internal turning

ITEM: B0U45

SPARE PARTS INCLUDED

Tech. Code Description
b

mm
h

mm
F

mm
L2
mm

L1
mm

INSERTS Lever Screw Wrench Shim Spring pin

PT
FN

R
/L

PTFNR 2020 K16 20 20 25 20 125

TN..1604.. BRICA034 BRICA035 BRICA056 BRICA036 BRICA037
PTFNR 2525 M16 25 25 32 22 150

PTFNL 2020 K16 20 20 25 20 125

PTFNL 2525 M16 25 25 32 22 150

SPARE PARTS INCLUDED

Tech. Code Description
b

mm
h

mm
F

mm
L2
mm

L1
mm

INSERTS Lever Screw Wrench Shim Spring pin

PT
G

N
R

/L

PTGNR 2020 K16 20 20 25

20

125

TN..1604.. BRICA034 BRICA035 BRICA056 BRICA036 BRICA037
PTGNR 2525 M16 25 25 32 150

PTGNL 2020 K16 20 20 25 125

PTGNL 2525 M16

25

25 32 150
PTGNR 2525 M22

29 TN..2204.. BRICA013 BRICA027 BRICA015 BRICA033 BRICA017
PTGNR 3225 P22 32 40 170

PTGNL 2525 M22 25 32 150

PTGNL 3225 P22 32 40 170

SPARE PARTS INCLUDED

Tech. Code Description
Min. D

mm
d

mm
F

mm
L1
mm

INSERTS Lever Screw Wrench Shim Spring pin

A.
...

PT
FN

R
/L A25R PTFNR 16 32 25 17 200

TN..1604.. BRICA034 BRICA035 BRICA056 BRICA036 BRICA037
A32S PTFNR 16 40 32 22 250

A25R PTFNL 16 32 25 17 200

A32S PTFNL 16 40 32 22 250



B

B.8 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

PORTAINSERTI DI TORNITURA ESTERNA PER INSERTI NEGATIVI - FORMA V Turn

MVJNR/L MVVNN

L1
L2

h
bf

93° L1

h
bf

72,5°
L2Materiale Acciaio

Tipo di bloccaggio M (Staffa Leva)
Applicazione Esecuzione di torniture e

profilature

VN

ART. B0U47

Cod. Tec. GR18
Euro Descrizione

b
mm

h
mm

f
mm

L2
mm

L1
mm

Inserti Leva Vite leva Chiave Supporto Vite supporto

M
VJ

N
R

/L

B0U47R2016 109,70 MVJNR 2020 K16
20 20 25

32

125

VN...1604 BRICA085 BRICA086 BRICA093 BRICA095 BRICA096
B0U47L2016 109,70 MVJNL 2020 K16

B0U47R2516 119,20 MVJNR 2525 K16
25 25 32 150

B0U47L2516 119,20 MVJNL 2525 K16

RICAMBI COMPRESI

Cod. Tec. GR18
Euro Descrizione

b
mm

h
mm

f
mm

L2
mm

L1
mm

Inserti Leva Vite leva Chiave Supporto Vite supporto

M
VV

N
N B0U48N2016 109,70 MVVNN2020K16 20 20 10

45
125

VN..1604.. BRICA085 BRICA086 BRICA093 BRICA095 BRICA096
B0U48N2516 119,20 MVVNN2525M16 25 25 12,5 150

RICAMBI COMPRESI

B.8 Indivisible package   Suggested retail package - Unit price

EXTERNAL TURNING TOOLHOLDERS FOR NEGATIVE INSERTS - V SHAPE
MVJNR/L MVVNN

Material Steel
Clamping system M (Lever)
Application Turning and profiling

ITEM: B0U47

Tech. Code Description
b

mm
h

mm
F

mm
L2
mm

L1
mm

INSERTS Lever Lever screw Wrench Shim Shim screw

M
VJ

N
R

/L

MVJNR 2020 K16
20 20 25

32

125

VN...1604 BRICA085 BRICA086 BRICA093 BRICA095 BRICA096
MVJNL 2020 K16

MVJNR 2525 K16
25 25 32 150

MVJNL 2525 K16

SPARE PARTS INCLUDED

Tech. Code Description
b

mm
h

mm
F

mm
L2
mm

L1
mm

INSERTS Lever Lever screw Wrench Shim Shim screw

M
VV

N
N MVVNN2020K16 20 20 10

45
125

VN..1604.. BRICA085 BRICA086 BRICA093 BRICA095 BRICA096
MVVNN2525M16 25 25 12,5 150

SPARE PARTS INCLUDED



B

B.9 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

PORTAINSERTI DI TORNITURA ESTERNA PER INSERTI NEGATIVI - FORMA W Turn

DWLNR/L MWLNR/L

Materiale Acciaio
Tipo di bloccaggio D - M (Staffa - Staffa Perno)

Applicazione Esecuzione di Torniture e
Sfacciature

ART. B0U50

PORTAINSERTI DI TORNITURA INTERNA PER INSERTI NEGATIVI - FORMA W Turn

A....MWLNR/L

Materiale Acciaio
Tipo di bloccaggio M (Staffa Perno)
Applicazione Esecuzione di Torniture Interne

ART. B0U55

RICAMBI COMPRESI

Cod. Tec. GR18
Euro Descrizione

b
mm

h
mm

f
mm

L2
mm

L1
mm

Inserti Staffa Chiave Supporto Vite supporto Grano

D
W

LN
R

/L

B0U50R2020K08 80,50 DWLNR2020K08 20 20 25 125 30

WN..0804.. BRICA005 BRICA006 BRICA062 BRICA008 /
B0U50R2525M08 81,60 DWLNR2525M08 25 25 32 150 33

B0U50L2020K08 80,50 DWLNL2020K08 20 20 25 125 30

B0U50L2525M08 81,60 DWLNL2525M08 25 25 32 150 33

RICAMBI COMPRESI

Cod. Tec. GR18
Euro Descrizione

b
mm

h
mm

f
mm

L2
mm

L1
mm

Inserti Staffa Chiave Supporto Perno Grano

M
W

LN
R

/L

B0U51R2020K08 67,40 MWLNR 2020 K08 20 20 25 28 125

WN..0804.. BRICA060 BRICA056 BRICA062 BRICA081 BRICA091
B0U51R2525M08 74,80 MWLNR 2525 M08 25 25 32 31 150

B0U51L2020K08 67,40 MWLNL 2020 K08 20 20 25 28 125

B0U51L2525M08 74,80 MWLNL 2525 M08 25 25 32 31 150

RICAMBI COMPRESI

Cod. Tec. GR18
Euro Descrizione

D min
mm

d
mm

f
mm

L1
mm

Inserti Staffa Chiave Supporto Perno Vite perno

A.
...

M
W

LN
R

/L

B0U55R2508 163,80 A25R MWLNR 08 32 25 17 200

WN..0804.. BRICA060 BRICA056 BRICA062 BRICA061 BRICA092

B0U55R3208 190,60 A32S MWLNR 08 40 32 22 250

B0U55R4008 226,40 A40T MWLNR 08 50 40 27 300

B0U55L2508 163,80 A25R MWLNL 08 32 25 17 200

B0U55L3208 190,60 A32S MWLNL 08 40 32 22 250

B0U55L4008 226,40 A40T MWLNL 08 50 40 27 300

B.9Indivisible package  Suggested retail package - Unit price

EXTERNAL TURNING TOOLHOLDERS - NEGATIVE INSERTS - W SHAPE
DWLNR/L MWLNR/L

Material Steel
Clamping system D - M (Clamp - Clamp and Pin)

Application Turning and facing

ITEM: B0U50

INTERNAL TURNING TOOLHOLDERS - NEGATIVE INSERTS - W SHAPE
A....MWLNR/L

Material Steel
Clamping system M (Clamp and Pin)
Application Internal turning

ITEM: B0U55

SPARE PARTS INCLUDED

Tech. Code Description
b

mm
h

mm
F

mm
L2
mm

L1
mm

INSERTS Clamp Wrench Shim Shim screw Dowel

D
W

LN
R

/L

DWLNR2020K08 20 20 25 125 30

WN..0804.. BRICA005 BRICA006 BRICA062 BRICA008 /
DWLNR2525M08 25 25 32 150 33

DWLNL2020K08 20 20 25 125 30

DWLNL2525M08 25 25 32 150 33

SPARE PARTS INCLUDED

Tech. Code Description
b

mm
h

mm
F

mm
L2
mm

L1
mm

INSERTS Clamp Wrench Shim Pin Dowel

M
W

LN
R

/L

MWLNR 2020 K08 20 20 25 28 125

WN..0804.. BRICA060 BRICA056 BRICA062 BRICA081 BRICA091
MWLNR 2525 M08 25 25 32 31 150

MWLNL 2020 K08 20 20 25 28 125

MWLNL 2525 M08 25 25 32 31 150

SPARE PARTS INCLUDED

Tech. Code Description
Min. D

mm
d

mm
F

mm
L1
mm

INSERTS Clamp Wrench Shim Pin Pin screw

A.
...

M
W

LN
R

/L

A25R MWLNR 08 32 25 17 200

WN..0804.. BRICA060 BRICA056 BRICA062 BRICA061 BRICA092

A32S MWLNR 08 40 32 22 250

A40T MWLNR 08 50 40 27 300

A25R MWLNL 08 32 25 17 200

A32S MWLNL 08 40 32 22 250

A40T MWLNL 08 50 40 27 300



B

B.10 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

PORTAINSERTI DI TORNITURA ESTERNA PER INSERTI POSITIVI - FORMA C Turn

SCLCR/L

95°Materiale Acciaio
Tipo di bloccaggio S (Vite)
Applicazione Esecuzione di Torniture e

Sfacciature

ART. B1U10

PORTAINSERTI DI TORNITURA INTERNA PER INSERTI POSITIVI - FORMA C Turn

A....SCLCR/L

Materiale Acciaio
Tipo di bloccaggio S (Vite)
Applicazione Esecuzione di Torniture Interne

ART. B1U15

RICAMBI COMPRESI

Cod. Tec. GR18
Euro Descrizione

b
mm

h
mm

f
mm

L2
mm

L1
mm

Inserti Vite inserto Cacciavite Supporto Vite Supporto

AC
C

IA
IO

B1U10R0808D06 (57,90) SCLCR 0808 D06
8 8 10 9 60

CC...0602 BRICA136 BRICA002
/ /

B1U10L0808D06 (57,90) SCLCL 0808 D06
B1U10R1010E06 (57,90) SCLCR 1010 E06

10 10 12 10 70B1U10L1010E06 (57,90) SCLCL 1010 E06
B1U10R1212F09 61,70 SCLCR 1212 F09 12 12 16

17
80

CC..09T3.. BRICA137

BRICA141

B1U10R1616H09 64,30 SCLCR 1616 H09 16 16 20 100
BRICA143 BRICA145B1U10R2020K09 75,80 SCLCR 2020 K09 20 20 25 18 125

B1U10L1212F09 61,70 SCLCL 1212 F09 12 12 16
17

80 / /
B1U10L1616H09 64,30 SCLCL 1616 H09 16 16 20 100

BRICA143 BRICA145B1U10L2020K09 75,80 SCLCL 2020 K09
20 20 25

18
125B1U10L2020K12 75,80 SCLCL 2020 K12

20 CC..1204.. BRICA138 BRICA144 BRICA146
B1U10R2525M12 75,80 SCLCR 2525 M12 25 25 32 150
B1U10R2020K12 75,80 SCLCR 2020 K12 20 20 25 125
B1U10L2525M12 75,80 SCLCL 2525 M12 25 25 32 150

RICAMBI COMPRESI

Cod. Tec. GR18
Euro Descrizione

D min
mm

d
mm

f
mm

L1
mm

I
mm

Inserti Vite inserto Cacciavite Supporto Vite Supporto

AC
C

IA
IO

B1U15R0806 85,70 A08H SCLCR 06 10 8 6 100 17,8
CC..0602.. BRICA147 BRICA002

/ /

B1U15R1006 87,90 A10K SCLCR 06 12 10 7 125 17,7
B1U15R1206 90,00 A12L SCLCR 06 16 12 9 140 24,2
B1U15R1609 97,60 A16Q SCLCR 09 20 16 11 180 26,7

CC..09T3.. BRICA148 BRICA004B1U15R2009 103,20 A20R SCLCR 09 25 20 13
200

36,7
B1U15R2512 143,90 A25R SCLCR 12 32 25 17 40

CC..1204..
BRICA032 BRICA135

B1U15R3212 203,60 A32S SCLCR 12 40 32 22 250 30
BRICA149 BRICA004 BRICA144 BRICA146B1U15R4012 (265,80) A40T SCLCR 12 49 40 27 300 31

B1U15L0806 85,70 A08H SCLCL 06 10 8 6 100 17,8
CC..0602.. BRICA147 BRICA002

/ /

B1U15L1006 87,90 A10K SCLCL 06 12 10 7 125 17,7
B1U15L1206 90,00 A12L SCLCL 06 16 12 9 140 24,2
B1U15L1609 97,60 A16Q SCLCL 09 20 16 11 180 26,7

CC..09T3.. BRICA148 BRICA004B1U15L2009 103,20 A20R SCLCL 09 25 20 13
200

36,7
B1U15L2512 143,90 A25R SCLCL 12 32 25 17 40

CC..1204..
BRICA032 BRICA135

B1U15L3212 203,60 A32S SCLCL 12 40 32 22 250 30
BRICA149 BRICA004 BRICA144 BRICA146B1U15L4012 (265,80) A40T SCLCL 12 49 40 27 300 31

B.10 Indivisible package   Suggested retail package - Unit price

EXTERNAL TURNING TOOLHOLDERS - POSITIVE INSERTS - C SHAPE
SCLCR/L

Material Steel
Clamping system S (Screw)
Application Turning and facing

ITEM: B1U10

INTERNAL TURNING TOOLHOLDERS - POSITIVE INSERTS - C SHAPE
A...SCLCR/L

Material Steel
Clamping system S (Screw)
Application Internal turning

ITEM: B1U15

SPARE PARTS INCLUDED

Tech. Code Description
b

mm
h

mm
F

mm
L2
mm

L1
mm

INSERTS Insert screw Screwdriver Shim Shim screw

ST
EE

L

SCLCR 0808 D06
8 8 10 9 60

CC...0602 BRICA136 BRICA002
/ /

SCLCL 0808 D06
SCLCR 1010 E06

10 10 12 10 70
SCLCL 1010 E06
SCLCR 1212 F09 12 12 16

17
80

CC..09T3.. BRICA137

BRICA141

SCLCR 1616 H09 16 16 20 100
BRICA143 BRICA145

SCLCR 2020 K09 20 20 25 18 125
SCLCL 1212 F09 12 12 16

17
80 / /

SCLCL 1616 H09 16 16 20 100
BRICA143 BRICA145

SCLCL 2020 K09
20 20 25

18
125

SCLCL 2020 K12

20 CC..1204.. BRICA138 BRICA144 BRICA146
SCLCR 2525 M12 25 25 32 150
SCLCR 2020 K12 20 20 25 125
SCLCL 2525 M12 25 25 32 150

SPARE PARTS INCLUDED

Tech. Code Description
Min. D

mm
d

mm
F

mm
L1
mm

I
mm

INSERTS Insert screw Screwdriver Shim Shim screw

ST
EE

L

A08H SCLCR 06 10 8 6 100 17,8
CC..0602.. BRICA147 BRICA002

/ /

A10K SCLCR 06 12 10 7 125 17,7
A12L SCLCR 06 16 12 9 140 24,2
A16Q SCLCR 09 20 16 11 180 26,7

CC..09T3.. BRICA148 BRICA004
A20R SCLCR 09 25 20 13

200
36,7

A25R SCLCR 12 32 25 17 40
CC..1204..

BRICA032 BRICA135
A32S SCLCR 12 40 32 22 250 30

BRICA149 BRICA004 BRICA144 BRICA146
A40T SCLCR 12 49 40 27 300 31
A08H SCLCL 06 10 8 6 100 17,8

CC..0602.. BRICA147 BRICA002

/ /

A10K SCLCL 06 12 10 7 125 17,7
A12L SCLCL 06 16 12 9 140 24,2
A16Q SCLCL 09 20 16 11 180 26,7

CC..09T3.. BRICA148 BRICA004
A20R SCLCL 09 25 20 13

200
36,7

A25R SCLCL 12 32 25 17 40
CC..1204..

BRICA032 BRICA135
A32S SCLCL 12 40 32 22 250 30

BRICA149 BRICA004 BRICA144 BRICA146
A40T SCLCL 12 49 40 27 300 31



B

B.11 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

PORTAINSERTI DI TORNITURA INTERNA PER INSERTI POSITIVI - FORMA C Turn

A...SCLCR/L

L1
l

f

d1ART. B1U11
Materiale Acciaio
Tipo di bloccaggio S (Vite)
Applicazione Esecuzione di Torniture interne

RICAMBI COMPRESI

Cod. Tec. GR18
Euro Descrizione

D min.
mm

d
mm

d1
mm

f
mm

L1
mm

I
mm

Inserti Vite inserto Cacciavite

AC
C

IA
IO

B1U11L060806 66,80 A 0608H SCLCL 06 8 8 6 4 100 21,5

CC..0602.. BRICA147 BRICA002

B1U11L081006 69,60 A 0810J SCLCL 06 11 10 8 6 110 27
B1U11L101206 73,90 A 1012K SCLCL 06 13 12 10 7 125 32,5
B1U11L121606 76,60 A 1216M SCLCL 06 16 16 12 9 150 42
B1U11R060806 66,80 A 0608H SCLCR 06 8 8 6 4 100 21,5
B1U11R081006 69,60 A 0810J SCLCR 06 11 10 8 6 110 27
B1U11R101206 73,90 A 1012K SCLCR 06 13 12 10 7 125 32,5
B1U11R121606 76,60 A 1216M SCLCR 06 16 16 12 9 150 42

PORTAINSERTI DI TORNITURA INTERNA PER INSERTI POSITIVI - FORMA C Turn

AH...SCLCR/L

L1
l

f

d1ART. B1U14
Materiale Acciaio Superrapido
Tipo di bloccaggio S (Vite)
Applicazione Esecuzione di Torniture interne

RICAMBI COMPRESI

Cod. Tec. GR18
Euro Descrizione

Dmin.
mm

d
mm

d1
mm

f
mm

L1
mm

I
mm

Inserti Vite inserto Cacciavite

H
SS

B1U14R060806 105,70 AH 0608H SCLCR 06 8 8 6 4 100 25

CC..0602.. BRICA147 BRICA002

B1U14R081006 111,10 AH 0810J SCLCR 06 12 10 8 6 110 32
B1U14R101206 116,70 AH 1012K SCLCR 06 14 12 10 7 125 38
B1U14R121606 149,60 AH 1216M SCLCR 06 18 16 12 9 150 50
B1U14L060806 105,70 AH 0608H SCLCL 06 8 8 6 4 100 25
B1U14L081006 111,10 AH 0810J SCLCL 06 12 10 8 6 110 32
B1U14L101206 116,70 AH 1012K SCLCL 06 14 12 10 7 125 38
B1U14L121606 149,60 AH 1216M SCLCL 06 18 16 12 9 150 50

PORTAINSERTI DI TORNITURA INTERNA PER INSERTI POSITIVI - FORMA C Turn

E...SCLCR/L

ART. B1U13
Materiale Metallo duro
Tipo di blocccaggioS (Vite)
Applicazione Esecuzione di torniture interne

RICAMBI COMPRESI

Cod. Tec. GR18
Euro Descrizione

D min
mm

d
mm

f
mm

L1
mm

l
mm

Inserti Vite inserto Cacciavite

M
D

B1U13R0603 (219,20) E06J SCLCR 03
7 6 3,5 110

10

CC...0301... BRICA236 BRICA151B1U13L0603 (219,20) E06J SCLCL 03
B1U13R0806 185,00 E08K SCLCR 06

10 8 5
125

CC...0602... BRICA147

BRICA002

B1U13L0806 185,00 E08K SCLCL 06
B1U13R1006 185,00 E10K SCLCR 06

12 10 6B1U13L1006 185,00 E10K SCLCL 06
B1U13R1206 205,50 E12M SCLCR 06

14 12 8 150B1U13L1206 205,50 E12M SCLCL 06
B1U13R1609 (361,70) E16R SCLCR 09

18 16 10 200

16
CC...09T3... BRICA148

B1U13L1609 (361,70) E16R SCLCL 09
B1U13R2009 (782,80) E20S SCLCR 09

23 20 12
250

B1U13L2009 (782,80) E20S SCLCL 09
B1U13R2512 (1097,00) E25S SCLCR 12

30 25 15 CC...1204... BRICA032 BRICA135B1U13L2512 (1255,60) E25S SCLCL 12

B.11Indivisible package  Suggested retail package - Unit price

INTERNAL TURNING TOOLHOLDERS - POSITIVE INSERTS - C SHAPE
A...SCLCR/L

ITEM: B1U11
Material Steel
Clamping system S (Screw)
Application Internal turning

SPARE PARTS INCLUDED

Tech. Code Description
Min. D

mm
d

mm
d1
mm

F
mm

L1
mm

I
mm

INSERTS Insert screw Screwdriver

ST
EE

L

A 0608H SCLCL 06 8 8 6 4 100 21,5

CC..0602.. BRICA147 BRICA002

A 0810J SCLCL 06 11 10 8 6 110 27
A 1012K SCLCL 06 13 12 10 7 125 32,5
A 1216M SCLCL 06 16 16 12 9 150 42
A 0608H SCLCR 06 8 8 6 4 100 21,5
A 0810J SCLCR 06 11 10 8 6 110 27
A 1012K SCLCR 06 13 12 10 7 125 32,5
A 1216M SCLCR 06 16 16 12 9 150 42

INTERNAL TURNING TOOLHOLDERS - POSITIVE INSERTS - C SHAPE
AH...SCLCR/L

ITEM: B1U14
Material High speed steel
Clamping system S (Screw)
Application Internal turning

SPARE PARTS INCLUDED

Tech. Code Description
Min. D

mm
d

mm
d1
mm

F
mm

L1
mm

I
mm

INSERTS Insert screw Screwdriver

H
SS

AH 0608H SCLCR 06 8 8 6 4 100 25

CC..0602.. BRICA147 BRICA002

AH 0810J SCLCR 06 12 10 8 6 110 32
AH 1012K SCLCR 06 14 12 10 7 125 38
AH 1216M SCLCR 06 18 16 12 9 150 50
AH 0608H SCLCL 06 8 8 6 4 100 25
AH 0810J SCLCL 06 12 10 8 6 110 32
AH 1012K SCLCL 06 14 12 10 7 125 38
AH 1216M SCLCL 06 18 16 12 9 150 50

INTERNAL TURNING TOOLHOLDERS FOR POSITIVE INSERTS - C SHAPE
E...SCLCR/L

ITEM: B1U13
Materiale Carbide
Clamping system S (Screw)
Application Internal turning

SPARE PARTS INCLUDED

Tech. Code Description
D min
mm

d
mm

F
mm

L1
mm

l
mm

INSERTS Insert screw Screwdriver

H
M

E06J SCLCR 03
7 6 3,5 110

10

CC...0301... BRICA236 BRICA151
E06J SCLCL 03
E08K SCLCR 06

10 8 5
125

CC...0602... BRICA147

BRICA002

E08K SCLCL 06
E10K SCLCR 06

12 10 6
E10K SCLCL 06
E12M SCLCR 06

14 12 8 150
E12M SCLCL 06
E16R SCLCR 09

18 16 10 200

16
CC...09T3... BRICA148

E16R SCLCL 09
E20S SCLCR 09

23 20 12
250

E20S SCLCL 09
E25S SCLCR 12

30 25 15 CC...1204... BRICA032 BRICA135
E25S SCLCL 12



B

B.12 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

PORTAINSERTI DI TORNITURA ESTERNA PER INSERTI POSITIVI - FORMA D Turn

SDJCR/L

93°Materiale Acciaio
Tipo di bloccaggio S (Vite)
Applicazione Esecuzione di Tornitura e

Copiatura

ART. B1U20

PORTAINSERTI DI TORNITURA INTERNA PER INSERTI POSITIVI - FORMA D Turn

A....SDUCR/L
l

Materiale Acciaio
Tipo di bloccaggio S (Vite)
Applicazione Esecuzione di Tornitura interna

ART. B1U25

RICAMBI COMPRESI

Cod. Tec. GR18
Euro Descrizione

b
mm

h
mm

f
mm

L2
mm

L1
mm

Inserti Vite Inserto Cacciavite Supporto Vite Supporto

AC
C

IA
IO

B1U20R0808D07 63,00 SDJCR 0808 D07
8 8 10

12,8
60

DC..0702.. BRICA136

BRICA004

/ /

B1U20L0808D07 63,00 SDJCL 0808 D07
B1U20R1010E07 62,40 SDJCR 1010 E07 10 10 12 70
B1U20R1212F07 66,50 SDJCR 1212 F07 12 12 16 17 80
B1U20L1010E07 62,40 SDJCL 1010 E07 10 10 12 12,8 70
B1U20L1212F07 66,50 SDJCL 1212 F07 12 12 16 17 80
B1U20R1616H11 97,60 SDJCR 1616 H11 16 16 20 20 100

DC..11T3.. BRICA137 BRICA152 BRICA145

B1U20R2020K11 101,80 SDJCR 2020 K11 20 20 25 20,5 125
B1U20R2525M11 108,30 SDJCR 2525 M11 25 25 32 21,5 150
B1U20L1616H11 97,60 SDJCL 1616 H11 16 16 20 20 100
B1U20L2020K11 101,80 SDJCL 2020 K11 20 20 25 20,5 125
B1U20L2525M11 108,30 SDJCL 2525 M11 25 25 32 21,5 150

RICAMBI COMPRESI

Cod. Tec. GR18
Euro Descrizione

D min
mm

d
mm

f
mm

L1
mm

l
mm

Inserti Vite Inserto Cacciavite Supporto Vite Supporto

AC
C

IA
IO

B1U25R1007 85,70 A10K SDUCR 07 13,5 10 7 125 15
DC..0702.. BRICA147 BRICA002

/ /
B1U25R1207 90,00 A12L SDUCR 07 16 12 9 140 20
B1U25R1607 97,60 A16Q SDUCR 07 20 16 11 180 27
B1U25R2011 107,60 A20R SDUCR 11 25 20 13

200
33,8

DC..11T3..
BRICA148

BRICA004
B1U25R2511 133,90 A25R SDUCR 11 32 25 17 35,8
B1U25R3211 195,40 A32S SDUCR11 40 32 22 250

18,5 BRICA137 BRICA152 BRICA145B1U25R4011 (265,80) A40T SDUCR 11 49 40 27 300
B1U25L1007 85,70 A10K SDUCL 07 13,5 10 7 125 15

DC..0702.. BRICA147 BRICA002
/ /

B1U25L1207 90,00 A12L SDUCL 07 16 12 9 140 20
B1U25L1607 97,60 A16Q SDUCL 07 20 16 11 180 27
B1U25L2011 107,60 A20R SDUCL 11 25 20 13

200
33,8

DC..11T3..
BRICA148

BRICA004
B1U25L2511 133,90 A25R SDUCL 11 32 25 17 35,8
B1U25L3211 195,40 A32S SDUCL 11 40 32 22 250

18,5 BRICA137 BRICA152 BRICA145B1U25L4011 (265,80) A40T SDUCL 11 49 40 27 300

B.12 Indivisible package   Suggested retail package - Unit price

EXTERNAL TURNING TOOLHOLDERS - POSITIVE INSERTS - D SHAPE
SDJCR/L

Material Steel
Clamping system S (Screw)
Application Turning and copying

ITEM: B1U20

INTERNAL TURNING TOOLHOLDERS - POSITIVE INSERTS - D SHAPE
A...SDUCR/L

Material Steel
Clamping system S (Screw)
Application Internal turning

ITEM: B1U25

SPARE PARTS INCLUDED

Tech. Code Description
b

mm
h

mm
F

mm
L2
mm

L1
mm

INSERTS Insert screw Screwdriver Shim Shim screw

ST
EE

L

SDJCR 0808 D07
8 8 10

12,8
60

DC..0702.. BRICA136

BRICA004

/ /

SDJCL 0808 D07
SDJCR 1010 E07 10 10 12 70
SDJCR 1212 F07 12 12 16 17 80
SDJCL 1010 E07 10 10 12 12,8 70
SDJCL 1212 F07 12 12 16 17 80
SDJCR 1616 H11 16 16 20 20 100

DC..11T3.. BRICA137 BRICA152 BRICA145

SDJCR 2020 K11 20 20 25 20,5 125
SDJCR 2525 M11 25 25 32 21,5 150
SDJCL 1616 H11 16 16 20 20 100
SDJCL 2020 K11 20 20 25 20,5 125
SDJCL 2525 M11 25 25 32 21,5 150

SPARE PARTS INCLUDED

Tech. Code Description
Min. D

mm
d

mm
F

mm
L1
mm

l
mm

INSERTS Insert screw Screwdriver Shim Shim screw

ST
EE

L

A10K SDUCR 07 13,5 10 7 125 15
DC..0702.. BRICA147 BRICA002

/ /
A12L SDUCR 07 16 12 9 140 20
A16Q SDUCR 07 20 16 11 180 27
A20R SDUCR 11 25 20 13

200
33,8

DC..11T3..
BRICA148

BRICA004
A25R SDUCR 11 32 25 17 35,8
A32S SDUCR11 40 32 22 250

18,5 BRICA137 BRICA152 BRICA145
A40T SDUCR 11 49 40 27 300
A10K SDUCL 07 13,5 10 7 125 15

DC..0702.. BRICA147 BRICA002
/ /

A12L SDUCL 07 16 12 9 140 20
A16Q SDUCL 07 20 16 11 180 27
A20R SDUCL 11 25 20 13

200
33,8

DC..11T3..
BRICA148

BRICA004
A25R SDUCL 11 32 25 17 35,8
A32S SDUCL 11 40 32 22 250

18,5 BRICA137 BRICA152 BRICA145
A40T SDUCL 11 49 40 27 300



B

B.13 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

PORTAINSERTI DI TORNITURA INTERNA PER INSERTI POSITIVI - FORMA D Turn

E...SDUCR/L

L1

93°

f   d

l

ART. B1U23
Materiale Metallo duro
Tipo di bloccaggio S (Vite)
Applicazione Esecuzione di Torniture interne

RICAMBI COMPRESI

Cod. Tec. GR18
Euro Descrizione

D min
mm

d
mm

f
mm

L1
mm

l
mm

Inserti Vite inserto Cacciavite

M
D

B1U23R0807 154,40 E08K SDUCR 07 12,5 8
7,5 125 10

DC..0702.. BRICA147 BRICA002
B1U23R1007 162,40 E10K SDUCR 07 13,5 10
B1U23R1207 187,80 E12M SDUCR 07 15 12 9 150 12,5
B1U23R1607 323,80 E16R SDUCR 07 19 16 11 200 16,5
B1U23R2011 (782,80) E20S SDUCR 11 23,5 20 14

250
20,5

DC...11T3.. BRICA148 BRICA004B1U23R2511 (1097,00) E25S SDUCR 11 32 25 16 26
B1U23L0807 154,40 E08K SDUCL 07 12,5 8

7,5 125 10
DC..0702.. BRICA147 BRICA002

B1U23L1007 163,40 E10K SDUCL 07 13,5 10
B1U23L1207 187,80 E12M SDUCL 07 15 12 9 150 12,5
B1U23L1607 323,80 E16R SDUCL 07 19 16 11 200 16,5
B1U23L2011 (782,80) E20S SDUCL 11 23,5 20 14

250
20,5

DC...11T3.. BRICA148 BRICA004B1U23L2511 (1097,00) E25S SDUCL 11 32 25 16 26

PORTAINSERTI DI TORNITURA ESTERNA PER INSERTI POSITIVI - FORMA K Turn

CKJNR/L

b
h

93°

f

L2 L1

Materiale Acciaio
Tipo di bloccaggio C (Staffa)
Applicazione Esecuzione di tornitura esterna

ART. B1U55

RICAMBI COMPRESI

Cod. Tec. GR18
Euro Descrizione

b
mm

h
mm

f
mm

L2
mm

L1
mm

Inserti Staffa Supporto Spina elastica Vite staffa

AC
C

IA
IO

B1U55L2020K16 83,60 CKJNL 2020 K16 20 20 30

34

125

KN..X1604..

BRICA177 BRICA178

BRICA180 BRICA181

B1U55L2525M16 93,20 CKJNL 2525 M16 25 25 32 150
B1U55L3232P16 122,20 CKJNL 3232 P16 32 32 40 170
B1U55R2020K16 83,60 CKJNR 2020 M16 20 20 30 125

BRICA176 BRICA179B1U55R2525M16 93,20 CKJNR 2525 M16 25 25 32 150
B1U55R3232P16 122,20 CKJNR 3232 P16 32 32 40 170

PORTAINSERTI DI TORNITURA INTERNA PER INSERTI POSITIVI - FORMA D Turn

A...SDUCR/L

L1
l

f f1

93,5°
ART. B1U21
Materiale Acciaio
Tipo di bloccaggio S (Vite)
Applicazione Esecuzione di torniture interne

RICAMBI COMPRESI

Cod. Tec. GR18
Euro Descrizione

D min.
mm

d
mm

f1
mm

f
mm

L1
mm

l
mm

Inserti Vite inserto Cacciavite

AC
C

IA
IO

B1U21R081007 (110,30) A0810H SDUCR 07
12,5 10 4,4 6,5 100 22,5

DC...0702... BRICA147 BRICA002

B1U21L081007 (110,30) A0810H SDUCL 07
B1U21R101207 110,30 A1012K SDUCR 07

15,5 12 5,9 9 125 27,5B1U21L101207 132,90 A1012K SDUCL 07
B1U21L121607 123,60 A1216M SDUCL 07

18 16 4,9 11 150 40,5B1U21R121607 132,60 A1216M SDUCR 07

B.13Indivisible package  Suggested retail package - Unit price

INTERNAL TURNING TOOLHOLDERS - POSITIVE INSERTS - D SHAPE
E...SDUCR/L

ITEM: B1U23
Material Carbide
Clamping system S (Screw)
Application Internal turning

SPARE PARTS INCLUDED

Tech. Code Description
Min. D

mm
d

mm
F

mm
L1
mm

l
mm

INSERTS Insert screw Screwdriver

H
M

E08K SDUCR 07 12.5 8
7.5 125 10

DC..0702.. BRICA147 BRICA002
E10K SDUCR 07 13.5 10
E12M SDUCR 07 15 12 9 150 12.5
E16R SDUCR 07 19 16 11 200 16.5
E20S SDUCR 11 23.5 20 14

250
20.5

DC...11T3.. BRICA148 BRICA004
E25S SDUCR 11 32 25 16 26
E08K SDUCL 07 12.5 8

7.5 125 10
DC..0702.. BRICA147 BRICA002

E10K SDUCL 07 13.5 10
E12M SDUCL 07 15 12 9 150 12.5
E16R SDUCL 07 19 16 11 200 16.5
E20S SDUCL 11 23.5 20 14

250
20.5

DC...11T3.. BRICA148 BRICA004
E25S SDUCL 11 32 25 16 26

EXTERNAL TURNING TOOLHOLDERS - POSITIVE INSERTS - K SHAPE
CKJNR/L

Material Steel
Clamping system C (Clamp)
Application External Turning

ITEM: B1U55

SPARE PARTS INCLUDED

Tech. Code Description
b

mm
h

mm
F

mm
L2
mm

L1
mm

INSERTS Clamp Shim Spring pin Shim/clamp screw

ST
EE

L

CKJNL 2020 K16 20 20 30

34

125

KN..X1604..

BRICA177 BRICA178

BRICA180 BRICA181

CKJNL 2525 M16 25 25 32 150
CKJNL 3232 P16 32 32 40 170
CKJNR 2020 M16 20 20 30 125

BRICA176 BRICA179CKJNR 2525 M16 25 25 32 150
CKJNR 3232 P16 32 32 40 170

INTERNAL TURNING TOOLHOLDERS FOR POSITIVE INSERTS - D SHAPE
A...SDUCR/L

ITEM: B1U21
Material Steel
Clamping system S (Screw)
Application Internal turning

SPARE PARTS INCLUDED

Tech. Code Description
D min.

mm
d

mm
f1

mm
F

mm
L1
mm

l
mm

INSERTS Insert screw Screwdriver

ST
EE

L

A0810H SDUCR 07
12,5 10 4,4 6,5 100 22,5

DC...0702... BRICA147 BRICA002

A0810H SDUCL 07
A1012K SDUCR 07

15,5 12 5,9 9 125 27,5
A1012K SDUCL 07
A1216M SDUCL 07

18 16 4,9 11 150 40,5
A1216M SDUCR 07



B

B.14 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

PORTAINSERTI DI TORNITURA ESTERNA PER INSERTI POSITIVI - FORMA S Turn

SSSCR/L

Materiale Acciaio
Tipo di bloccaggio S (Vite)
Applicazione Esecuzione di Tornitura,

Sfacciature e Smussi

ART. B1U38

RICAMBI COMPRESI

Cod. Tec. GR18
Euro Descrizione

b
mm

h
mm

f
mm

L2
mm

L1
mm

Inserti Vite inserto Cacciavite Supporto Vite Supporto

AC
C

IA
IO

B1U38L1616H12 86,40 SSSCL 1616 H12 16 16 20 26 100

SC..1204.. BRICA149 BRICA004 BRICA175 BRICA146

B1U38L2020K12 89,90 SSSCL 2020 K12 20 20 25 26,7 125
B1U38L2525M12 89,90 SSSCL 2525 M12 25 25 32 25 150
B1U38R1616H12 86,40 SSSCR 1616 H12 16 16 20 26 100
B1U38R2020K12 89,90 SSSCR 2020 K12 20 20 25 26,7 125
B1U38R2525M12 89,90 SSSCR 2525 M12 25 25 32 25 150

PORTAINSERTI DI TORNITURA ESTERNA PER INSERTI POSITIVI - FORMA R Turn

SRDCN

h1

L2

f

L1

b

Materiale Acciaio
Tipo di bloccaggio S (Vite)
Applicazione Esecuzione di tornitura e

copiatura

RC

ART. B1U58

RICAMBI COMPRESI

Cod. Tec. GR18
Euro Descrizione

b
mm

h
mm

f
mm

L2
mm

L1
mm

Inserti Vite inserto Cacciavite Staffa

AC
C

IA
IO

B1U58N2020K08 75,90 SRDCN 2020 K08 20 20 14,0
16,4

125
RC..0803MO BRICA237 BRICA002 /B1U58N2525M08 82,10 SRDCN 2525 M08 25 25 16,5 150

B1U58N2020K10 75,90 SRDCN 2020 K10 20 20 15,0

20,3

125
RC..1003MO

BRICA137 BRICA004 BRICA145
B1U58N2525M10 82,10 SRDCN 2525 M10 25 25 17,5 150
B1U58N2020K12 75,90 SRDCN 2020 K12 20 20 16,0 125

RC..1204MOB1U58N2525M12 82,10 SRDCN 2525 M12 25 25 18,5 150

PORTAINSERTI DI TORNITURA ESTERNA PER INSERTI POSITIVI - FORMA R Turn

PRGCR/L PRDCN

h1

L2

f

L1

b

Materiale Acciaio
Tipo di bloccaggio P (leva)
Applicazione Esecuzione di tornitura esterna

RC

ART. B1U60 - B1U62

RICAMBI COMPRESI

Cod. Tec. GR18
Euro Descrizione

b
mm

h
mm

f
mm

L1
mm

Inserti Staffa Supporto Spina elastica Vite staffa

AC
C

IA
IO

B1U60R3225P16 85,80 PRGCR 3225 P16
25

32
32

170
RC...1606MO BRICA040 BRICA044 BRICA046 BRICA048B1U60L3225P16 85,80 PRGCL 3225 P16

B1U60R3232P20 89,50 PRGCR 3232 P20
32 40 RC...2006MO BRICA042 BRICA045 BRICA021 BRICA050B1U60L3232P20 89,50 PRGCL 3232 P20

RICAMBI COMPRESI

Cod. Tec. GR18
Euro Descrizione

b
mm

h
mm

f
mm

L1
mm

L2
mm

Inserti Staffa Supporto Spina elastica Vite staffa

AC
. B1U62N3225P16 (85,80) PRDCN 3225 P16

32
25 20,4

170
34 RC...1606MO... BRICA040 BRICA044 BRICA046 BRICA049

B1U62N3232P20 (89,50) PRDCN 3232 P20 32 25,9 40 RC...2006MO... BRICA042 BRICA045 BRICA021 BRICA050

B.14 Indivisible package   Suggested retail package - Unit price

EXTERNAL TURNING TOOLHOLDERS - POSITIVE INSERTS - S SHAPE
SSSCR/L

Material Steel
Clamping system S (Screw)
Application Turning and chamfering

ITEM: B1U38

SPARE PARTS INCLUDED

Tech. Code Description
b

mm
h

mm
F

mm
L2
mm

L1
mm

INSERTS Insert screw Screwdriver Shim Shim screw

ST
EE

L

SSSCL 1616 H12 16 16 20 26 100

SC..1204.. BRICA149 BRICA004 BRICA175 BRICA146

SSSCL 2020 K12 20 20 25 26,7 125
SSSCL 2525 M12 25 25 32 25 150
SSSCR 1616 H12 16 16 20 26 100
SSSCR 2020 K12 20 20 25 26,7 125
SSSCR 2525 M12 25 25 32 25 150

EXTERNAL TURNING TOOL HOLDERS FOR POSITIVE INSERTS - R SHAPE
SRDCN

Material Steel
Clamping system S (Screw)
Application Turning and facing

ITEM: B1U58

SPARE PARTS INCLUDED

Tech. Code Description
b

mm
h

mm
F

mm
L2
mm

L1
mm

INSERTS Insert screw Screwdriver Clamp

ST
EE

L

SRDCN 2020 K08 20 20 14,0
16,4

125
RC..0803MO BRICA237 BRICA002 /

SRDCN 2525 M08 25 25 16,5 150
SRDCN 2020 K10 20 20 15,0

20,3

125
RC..1003MO

BRICA137 BRICA004 BRICA145
SRDCN 2525 M10 25 25 17,5 150
SRDCN 2020 K12 20 20 16,0 125

RC..1204MO
SRDCN 2525 M12 25 25 18,5 150

EXTERNAL TURNING TOOLHOLDERS FOR POSITIVE INSERTS - R SHAPE
PRGCR/L PRDCN

Material Steel
Clamping system P (lever)
Application External turning

ITEM: B1U60 - B1U62

SPARE PARTS INCLUDED

Tech. Code Description
b

mm
h

mm
F

mm
L1
mm

INSERTS Clamp Shim Spring pin Clamp screw

ST
EE

L

PRGCR 3225 P16
25

32
32

170
RC...1606MO BRICA040 BRICA044 BRICA046 BRICA048

PRGCL 3225 P16
PRGCR 3232 P20

32 40 RC...2006MO BRICA042 BRICA045 BRICA021 BRICA050
PRGCL 3232 P20

SPARE PARTS INCLUDED

Tech. Code Description
b

mm
h

mm
F

mm
L1
mm

L2
mm

INSERTS Clamp Shim Spring pin Clamp screw

ST
. PRDCN 3225 P16

32
25 20,4

170
34 RC...1606MO... BRICA040 BRICA044 BRICA046 BRICA049

PRDCN 3232 P20 32 25,9 40 RC...2006MO... BRICA042 BRICA045 BRICA021 BRICA050



B

B.15 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

PORTAINSERTI DI TORNITURA ESTERNA PER INSERTI POSITIVI - FORMA T Turn

STGCR/L
l

Materiale Acciaio
Tipo di bloccaggio S (Vite)
Applicazione Esecuzione di Torniture e

Sfacciature

ART. B1U31

RICAMBI COMPRESI

Cod. Tec. GR18
Euro Descrizione

b
mm

h
mm

f
mm

L2
mm

L1
mm

Inserti Vite Inserto Cacciavite Supporto Vite Supporto

AC
C

IA
IO

B1U31R1616H16 64,80 STGCR 1616 H16 16 16 20
22

100

TC..16T3.. BRICA137 BRICA004 BRICA153 BRICA145

B1U31R2020K16 64,80 STGCR 2020 K16 20 20 25 125
B1U31R2525M16 74,80 STGCR 2525 M16 25 25 32 23 150
B1U31L1616H16 64,80 STGCL 1616 H16 16 16 20

22
100

B1U31L2020K16 64,80 STGCL 2020 K16 20 20 25 125
B1U31L2525M16 74,80 STGCL 2525 M16 25 25 32 23 150

PORTAINSERTI DI TORNITURA INTERNA PER INSERTI POSITIVI - FORMA T Turn

A...STFCR/L

Materiale Acciaio
Tipo di bloccaggio S (Vite)
Applicazione Esecuzione di Torniture Interne

ART. B1U35

RICAMBI COMPRESI

Cod. Tec. GR18
Euro Descrizione

D min
mm

d
mm

f
mm

L1
mm

l
mm

Inserti Vite Inserto Cacciavite Supporto Vite Supporto

AC
C

IA
IO

B1U35R1011 85,70 A10K STFCR 11 13 10 7 125 22,8
TC..1102.. BRICA147 BRICA002

/ /
B1U35R1211 90,00 A12L STFCR 11 16 12 9 140 26,5
B1U35R1611 97,60 A16Q STFCR 11 20 16 11 180 26,7
B1U35R2016 102,10 A20R STFCR 16 25 20 13

200
36,6

TC..16T3..
BRICA148

BRICA004
B1U35R2516 136,20 A25R STFCR 16 32 25 17 41
B1U35R3216 197,60 A32S STFCR 16 40 32 22 250 34,6

BRICA137 BRICA153 BRICA145B1U35R4016 241,50 A40T STFCR 16 49 40 27 300 37,5
B1U35L1011 85,70 A10K STFCL 11 13 10 7 125 22,8

TC..1102.. BRICA147 BRICA002
/ /

B1U35L1211 90,00 A12L STFCL 11 16 12 9 140 26,5
B1U35L1611 97,60 A16Q STFCL 11 20 16 11 180 26,7
B1U35L2016 102,10 A20R STFCL 16 25 20 13

200
36,6

TC..16T3..
BRICA148

BRICA004
B1U35L2516 136,20 A25R STFCL 16 32 25 17 41
B1U35L3216 197,60 A32S STFCL 16 40 32 22 250 34,6

BRICA137 BRICA153 BRICA145B1U35L4016 241,50 A40T STFCL 16 49 40 27 300 37,5

PORTAINSERTI DI TORNITURA INTERNA PER INSERTI POSITIVI - FORMA T Turn

E...STFCR/L

f

l

Materiale Metallo duro
Tipo di bloccaggio S (Vite)
Applicazione Esecuzione di torniture interne

ART. B1U33

RICAMBI COMPRESI

Cod. Tec. GR18
Euro Descrizione

D min.
mm

d
mm

f
mm

L1
mm

l
mm

Inserti Vite inserto Cacciavite Supporto Vite supporto

M
D

B1U33R1011 (208,30) E10K STFCR 11
12 10 6 125 16

TC..1102.. BRICA147 BRICA002

/ /

B1U33L1011 (208,30) E10K STFCL 11
B1U33R1211 (220,60) E12M STFCR 11

15 12 8 150 20B1U33L1211 (220,60) E12M STFCL 11
B1U33R1611 (384,00) E16R STFCR 11

19 16 9,5 200 25B1U33L1611 (384,00) E16R STFCL 11
B1U33R2016 (782,80) E20S STFCR 16

24 20 12
250

32
TC..16T3.. BRICA148 BRICA004

B1U33L2016 (782,80) E20S STFCL 16
B1U33R2516 (1020,70) E25S STFCR 16

27 25 13,5 40B1U33L2516 (1020,70) E25S STFCL 16

B.15Indivisible package  Suggested retail package - Unit price

EXTERNAL TURNING TOOLHOLDERS - POSITIVE INSERTS - T SHAPE
STGCR/L

Material Steel
Clamping system S (Screw)
Application Turning and facing

ITEM: B1U31

SPARE PARTS INCLUDED

Tech. Code Description
b

mm
h

mm
F

mm
L2
mm

L1
mm

INSERTS Insert screw Screwdriver Shim Shim screw

ST
EE

L

STGCR 1616 H16 16 16 20
22

100

TC..16T3.. BRICA137 BRICA004 BRICA153 BRICA145

STGCR 2020 K16 20 20 25 125
STGCR 2525 M16 25 25 32 23 150
STGCL 1616 H16 16 16 20

22
100

STGCL 2020 K16 20 20 25 125
STGCL 2525 M16 25 25 32 23 150

INTERNAL TURNING TOOLHOLDERS - POSITIVE INSERTS - T SHAPE
A...STFCR/L

Material Steel
Clamping system S (Screw)
Application Internal turning

ITEM: B1U35

SPARE PARTS INCLUDED

Tech. Code Description
Min. D

mm
d

mm
F

mm
L1
mm

l
mm

INSERTS Insert screw Screwdriver Shim Shim screw

ST
EE

L

A10K STFCR 11 13 10 7 125 22,8
TC..1102.. BRICA147 BRICA002

/ /
A12L STFCR 11 16 12 9 140 26,5
A16Q STFCR 11 20 16 11 180 26,7
A20R STFCR 16 25 20 13

200
36,6

TC..16T3..
BRICA148

BRICA004
A25R STFCR 16 32 25 17 41
A32S STFCR 16 40 32 22 250 34,6

BRICA137 BRICA153 BRICA145
A40T STFCR 16 49 40 27 300 37,5
A10K STFCL 11 13 10 7 125 22,8

TC..1102.. BRICA147 BRICA002
/ /

A12L STFCL 11 16 12 9 140 26,5
A16Q STFCL 11 20 16 11 180 26,7
A20R STFCL 16 25 20 13

200
36,6

TC..16T3..
BRICA148

BRICA004
A25R STFCL 16 32 25 17 41
A32S STFCL 16 40 32 22 250 34,6

BRICA137 BRICA153 BRICA145
A40T STFCL 16 49 40 27 300 37,5

INTERNAL TURNING TOOLHOLDERS FOR POSITIVE INSERTS - T SHAPE
E...STFCR/L

Materiale Carbide
Clamping system S (Screw)
Application Internal turning

ITEM: B1U33

SPARE PARTS INCLUDED

Tech. Code Description
D min.

mm
d

mm
F

mm
L1
mm

l
mm

INSERTS Insert screw Screwdriver Shim Shim screw

H
M

E10K STFCR 11
12 10 6 125 16

TC..1102.. BRICA147 BRICA002

/ /

E10K STFCL 11
E12M STFCR 11

15 12 8 150 20
E12M STFCL 11
E16R STFCR 11

19 16 9,5 200 25
E16R STFCL 11
E20S STFCR 16

24 20 12
250

32
TC..16T3.. BRICA148 BRICA004

E20S STFCL 16
E25S STFCR 16

27 25 13,5 40
E25S STFCL 16



B

B.16 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

PORTAINSERTI DI TORNITURA ESTERNA PER INSERTI POSITIVI - FORMA V Turn

SVJBR/L

93°Materiale Acciaio
Tipo di bloccaggio S (Vite)
Applicazione Esecuzione di torniture e

copiature

ART. B1U50

RICAMBI COMPRESI

Cod. Tec. GR18
Euro Descrizione

b
mm

h
mm

f
mm

L2
mm

L1
mm

Inserti Vite inserto Cacciavite Supporto Vite Supporto

AC
C

IA
IO

B1U50L2020K16 95,10 SVJBL 2020 K16 20 20 25 29,5 125

VB..1604.. BRICA137 BRICA004 BRICA154 BRICA145
B1U50L2525M16 105,40 SVJBL 2525 K16 25 25 32 33 150
B1U50R2020K16 95,10 SVJBR 2020 K16 20 20 25 29,5 125
B1U50R2525M16 105,40 SVJBR 2525 M16 25 25 32 33 150

PORTAINSERTI DI TORNITURA INTERNA PER INSERTI POSITIVI - FORMA V Turn

A...SVQBR/L

D.min

107,30°

f

L1

   
d

l

Materiale Acciaio
Tipo di bloccaggio S (Vite)
Applicazione Esecuzione di Torniture e

Copiature interne

ART. B1U53

RICAMBI COMPRESI

Cod. Tec. GR18
Euro Descrizione

D min
mm

d
mm

f
mm

L1
mm

l
mm

Inserti Vite inserto Cacciavite Supporto Vite Supporto

AC
. B1U53R2516 162,40 A25R SVQBR 16

32 25 17 200 40 VB..1604.. BRICA148 BRICA004 / /B1U53L2516 162,40 A25R SVQBL 16

PORTAINSERTI DI TORNITURA ESTERNA PER INSERTI POSITIVI - FORMA V Turn

SVJCR/L

Materiale Acciaio
Tipo di bloccaggio S (Vite)
Applicazione Esecuzione di Tornitura esterna

ART. B1U41

RICAMBI COMPRESI

Cod. Tec. GR18
Euro Descrizione

b
mm

h
mm

f
mm

L2
mm

L1
mm

Inserti Vite inserto Cacciavite Supporto Vite Supporto

AC
C

IA
IO

B1U41R1212F11 72,60 SVJCR 1212 F11
12 12 16

21,5
80

VC..1103.. BRICA136 BRICA002 / /

B1U41L1212F11 72,60 SVJCL 1212 F11
B1U41R1616H11 105,50 SVJCR 1616 H11

16 16 20 100B1U41L1616H11 105,50 SVJCL 1616 H11
B1U41R2020K11 109,60 SVJCR 2020 K11

20 20 25 24 125B1U41L2020K11 109,60 SVJCL 2020 K11
B1U41R2525M11 109,60 SVJCR 2525 M11

25 25 32 26 150B1U41L2525M11 109,60 SVJCL 2525 M11
B1U41R2020K16 106,50 SVJCR 2020 K16

20 20 25 29,5 125
VC..1604.. BRICA137 BRICA004 BRICA154 BRICA145

B1U41L2020K16 106,50 SVJCL 2020 K16
B1U41R2525M16 108,70 SVJCR 2525 M16

25 25 32 32,5 150B1U41L2525M16 108,70 SVJCL 2525 M16

B.16 Indivisible package   Suggested retail package - Unit price

EXTERNAL TURNING TOOLHOLDERS - POSITIVE INSERTS - V SHAPE
SVJBR/L

Material Steel
Clamping system S (Screw)
Application Turning and copying

ITEM: B1U50

SPARE PARTS INCLUDED

Tech. Code Description
b

mm
h

mm
F

mm
L2
mm

L1
mm

INSERTS Insert screw Screwdriver Shim Shim screw

ST
EE

L

SVJBL 2020 K16 20 20 25 29,5 125

VB..1604.. BRICA137 BRICA004 BRICA154 BRICA145
SVJBL 2525 K16 25 25 32 33 150
SVJBR 2020 K16 20 20 25 29,5 125
SVJBR 2525 M16 25 25 32 33 150

INTERNAL TURNING TOOLHOLDERS - POSITIVE INSERTS - V SHAPE
A...SVQBR/L

Material Steel
Clamping system S (Screw)
Application Internal Turning and facing

ITEM: B1U53

SPARE PARTS INCLUDED

Tech. Code Description
D min
mm

d
mm

F
mm

L1
mm

l
mm

INSERTS Insert screw Screwdriver Shim Shim screw

ST
. A25R SVQBR 16

32 25 17 200 40 VB..1604.. BRICA148 BRICA004 / /
A25R SVQBL 16

EXTERNAL TURNING TOOLHOLDERS - POSITIVE INSERTS - V SHAPE
SVJCR/L

Material Steel
Clamping system S (Screw)
Application External turning

ITEM: B1U41

SPARE PARTS INCLUDED

Tech. Code Description
b

mm
h

mm
F

mm
L2
mm

L1
mm

INSERTS Insert screw Screwdriver Shim Shim screw

ST
EE

L

SVJCR 1212 F11
12 12 16

21,5
80

VC..1103.. BRICA136 BRICA002 / /

SVJCL 1212 F11
SVJCR 1616 H11

16 16 20 100
SVJCL 1616 H11
SVJCR 2020 K11

20 20 25 24 125
SVJCL 2020 K11
SVJCR 2525 M11

25 25 32 26 150
SVJCL 2525 M11
SVJCR 2020 K16

20 20 25 29.5 125
VC..1604.. BRICA137 BRICA004 BRICA154 BRICA145

SVJCL 2020 K16
SVJCR 2525 M16

25 25 32 32.5 150
SVJCL 2525 M16



B

B.17 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

PORTAINSERTI DI TORNITURA INTERNA PER INSERTI POSITIVI - FORMA V Turn

A...SVJCR/L

D.min 52°

f
L1

l

  d

ART. B1U46
Materiale Acciaio
Tipo di bloccaggio S (Vite)
Applicazione Esecuzione di Tornitura e

Copiatura interna

RICAMBI COMPRESI

Cod. Tec. GR18
Euro Descrizione

D min.
mm

d
mm

f
mm

L1
mm

I
mm

Inserti Vite inserto Cacciavite

AC
C

IA
IO

B1U46L1611 (115,10) A16M SVJCL 11
22 16

2
150 31,4

VC..1103.. BRICA147 BRICA002
B1U46R1611 (115,10) A16M SVJCR 11
B1U46L2011 (120,60) A20Q SVJCL 11

24 20 180 38B1U46R2011 (120,60) A20Q SVJCR 11
B1U46L2516 142,80 A25R SVJCL 16

28 25 4,6 200 44 VC..1604.. BRICA148 BRICA004B1U46R2516 142,80 A25R SVJCR 16

PORTAINSERTI DI TORNITURA INTERNA PER INSERTI POSITIVI - FORMA V Turn

E...SVUCR/L

D.min

93°

f

L1

   
d

l

ART. B1U44
Materiale Metallo duro
Tipo di bloccaggio S (Vite)
Applicazione Esecuzione di tornitura e

copiatura interna

RICAMBI COMPRESI

Cod. Tec. GR18
Euro Descrizione

D min.
mm

d
mm

f
mm

L1
mm

l
mm

Inserti Vite inserto Cacciavite

M
D

B1U44R1611 (361,70) E16R SVUCR 11
21 16 11 200 16,5

VC..1103.. BRICA147 BRICA002

B1U44L1611 (361,70) E16R SVUCL 11
B1U44R2011 (1020,70) E20S SVUCR 11

25 20 13
250

20,5B1U44L2011 (782,80) E20S SVUCL 11
B1U44R2511 (1086,70) E25S SVUCR 11

31,5 25 17 25,5B1U44L2511 (1255,60) E25S SVUCL 11

B.17Indivisible package  Suggested retail package - Unit price

INTERNAL TURNING TOOLHOLDERS - POSITIVE INSERTS - V SHAPE
A...SVJCR/L

ITEM: B1U46
Material Steel
Clamping system S (Screw)
Application Internal Turning and facing

SPARE PARTS INCLUDED

Tech. Code Description
Min. D

mm
d

mm
F

mm
L1
mm

I
mm

INSERTS Insert screw Screwdriver

ST
EE

L

A16M SVJCL 11
22 16

2
150 31,4

VC..1103.. BRICA147 BRICA002
A16M SVJCR 11
A20Q SVJCL 11

24 20 180 38
A20Q SVJCR 11
A25R SVJCL 16

28 25 4,6 200 44 VC..1604.. BRICA148 BRICA004
A25R SVJCR 16

INTERNAL TURNING TOOLHOLDERS FOR POSITIVE INSERTS - V SHAPE
E...SVUCR/L

ITEM: B1U44
Materiale Carbide
Clamping system S (Screw)
Application Internal turning and facing

SPARE PARTS INCLUDED

Tech. Code Description
D min.

mm
d

mm
F

mm
L1
mm

l
mm

INSERTS Insert screw Screwdriver

H
M

E16R SVUCR 11
21 16 11 200 16,5

VC..1103.. BRICA147 BRICA002

E16R SVUCL 11
E20S SVUCR 11

25 20 13
250

20,5
E20S SVUCL 11
E25S SVUCR 11

31,5 25 17 25,5
E25S SVUCL 11



B

B.18 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

FI
N

I.
TA

G
LI

O
M

ED
IO

SG
R

O
SS

AT
U

R
A

FORMA C FORMA D FORMA S FORMA T FORMA V FORMA W

Dimensione
lato

12 - 16 - 19 - 25 11 - 15 12 - 16 - 19 - 25 16 - 22 16 06 - 08

PAG. B.20,24 B.26 B.28 B.29 B.30 B.31

FF ● ●

SF ● ● ● ●

CSF ● ● ● ●

CM ● ● ● ● ● ●

SA ● ● ● ● ● ●

SM ● ● ● ● ● ●

CR ● ● ● ● ●

CMR ● ● ● ●

CM2 ● ●

CCM ● ●

CCR ● ●

● RACCOMANDATO PER... ○ ADATTO PER...

INDICE INSERTI DI TORNITURA NEGATIVI Turn

AC
C

IA
IA

L
C

AR
BO

N
IO

AC
C

IA
II

N
O

X

G
H

IS
E

N
O

N
FE

R
R

O
SI

SU
PE

R
LE

G
H

E

TE
M

PR
AT

I

● ● ●

● ● ● ●

● ● ●

● ● ●

● ●

● ●

● ● ●

● ●

● ● ●

● ● ●

● ● ●

FI
N

I.
TA

G
LI

O
M

ED
IO

SG
R

.

FORMA C FORMA D FORMA S FORMA T FORMA V FORMA W

Dimensione
lato

12 - 16 11 - 15 12 16 06 - 08

PAG. B.21,25 B.27 B.28 B.29 B.30 B.32

TSF ● ● ● ● ● ●

SF ● ● ● ● ● ●

HRF ● ● ● ● ●

37 ● ●

TM ● ● ● ● ● ●

SM ● ● ● ● ● ●

HRM ● ● ● ● ● ●

TH ● ● ●

SH ● ● ●

● RACCOMANDATO PER... ○ ADATTO PER...

INDICE INSERTI DI TORNITURA NEGATIVI

AC
C

IA
IA

L
C

AR
BO

N
IO

AC
C

IA
II

N
O

X

G
H

IS
E

N
O

N
FE

R
R

O
SI

SU
PE

R
LE

G
H

E

TE
M

PR
AT

I

● ● ●

● ●

● ●

● ●

● ● ● ●

●

● ●

● ● ● ●

● ●

B.18 Indivisible package   Suggested retail package - Unit price

FI
N

.
M

ED
IU

M
C

U
TT

IN
G

R
O

U
G

H
IN

G
C SHAPE D SHAPE S SHAPE T SHAPE V SHAPE W SHAPE

Side
dimension

12 - 16 - 19 - 25 11 - 15 12 - 16 - 19 - 25 16 - 22 16 06 - 08

Page B.20,24 B.26 B.28 B.29 B.30 B.31

FF ● ●

SF ● ● ● ●

CSF ● ● ● ●

CM ● ● ● ● ● ●

SA ● ● ● ● ● ●

SM ● ● ● ● ● ●

CR ● ● ● ● ●

CMR ● ● ● ●

CM2 ● ●

CCM ● ●

CCR ● ●

● RECOMMENDED FOR... ○ USABLE FOR…

TURNING NEGATIVE INSERTS INDEX

C
AR

BO
N

ST
EE

L

ST
AI

N
LE

SS
ST

EE
L

C
AS

T
IR

O
N

N
O

N
FE

R
R

O
U

S

SU
PE

R
AL

LO
Y

H
AR

D
EN

ED

● ● ●

● ● ● ●

● ● ●

● ● ●

● ●

● ●

● ● ●

● ●

● ● ●

● ● ●

● ● ●

FI
N

.
M

ED
IU

M
C

U
TT

IN
G

R
O

U
G

H
.

C SHAPE D SHAPE S SHAPE T SHAPE V SHAPE W SHAPE

Side
dimension

12 - 16 11 - 15 12 16 06 - 08

Page B.21,25 B.27 B.28 B.29 B.30 B.32

TSF ● ● ● ● ● ●

SF ● ● ● ● ● ●

HRF ● ● ● ● ●

37 ● ●

TM ● ● ● ● ● ●

SM ● ● ● ● ● ●

HRM ● ● ● ● ● ●

TH ● ● ●

SH ● ● ●

● RECOMMENDED FOR... ○ USABLE FOR…

TURNING NEGATIVE INSERTS INDEX

C
AR

BO
N

ST
EE

L

ST
AI

N
LE

SS
ST

EE
L

C
AS

T
IR

O
N

N
O

N
FE

R
R

O
U

S

SU
PE

R
AL

LO
Y

H
AR

D
EN

ED

● ● ●

● ●

● ●

● ●

● ● ● ●

●

● ●

● ● ● ●

● ●



B

B.19 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

FI
N

I.
TA

G
LI

O
M

ED
IO

FORMA C FORMA D FORMA K FORMA R FORMA S FORMA T FORMA V

Dimensione
lato

6 - 9 - 12 7 - 11 16 8 - 10 - 12 - 16 - 20 9 - 12 11 - 16

PAG. B.22,33 B.35 B.36 B.37 B.37 B.38 B.39

FFP ● ● ●

CFP ● ● ●

CMP ● ● ● ● ● ● ●

SMP ● ● ● ● ●

CLP ●

AFP ● ● ● ● ●

● RACCOMANDATO PER... ○ ADATTO PER...

INDICE INSERTI DI TORNITURA POSITIVI Turn
FI

N
I.

TA
G

LI
O

M
ED

IO

FORMA C FORMA D FORMA S FORMA T FORMA V

Dimensione
lato

3 - 6 - 9 - 12 7 - 11 12 11 - 16 16

PAG. B.23,34 B.36 B.23,37 B.38 B.39

W... ● ●

PSF ● ● ● ●

PSS ● ● ● ●

PS ●

JS ● ●

PM ● ● ● ●

● RACCOMANDATO PER... ○ ADATTO PER...

INDICE INSERTI DI TORNITURA POSITIVI

AC
C

IA
IA

L
C

AR
BO

N
IO

AC
C

IA
II

N
O

X

G
H

IS
E

N
O

N
FE

R
R

O
SI

SU
PE

R
LE

G
H

E

TE
M

PR
AT

I

● ● ●

● ● ●

● ● ●

● ●

● ● ● ●

● ● ●

AC
C

IA
IA

L
C

AR
BO

N
IO

AC
C

IA
II

N
O

X

G
H

IS
E

N
O

N
FE

R
R

O
SI

SU
PE

R
LE

G
H

E

TE
M

PR
AT

I

● ● ●

● ● ●

● ● ●

● ●

● ●

●

B.19Indivisible package  Suggested retail package - Unit price

FI
N

.
M

ED
IU

M
C

U
TT

IN
G

C SHAPE D SHAPE K SHAPE R SHAPE S SHAPE T SHAPE V SHAPE

Side
dimension

6 - 9 - 12 7 - 11 16 8 - 10 - 12 - 16 - 20 9 - 12 11 - 16

Page B.22,33 B.35 B.36 B.37 B.37 B.38 B.39

FFP ● ● ●

CFP ● ● ●

CMP ● ● ● ● ● ● ●

SMP ● ● ● ● ●

CLP ●

AFP ● ● ● ● ●

● RECOMMENDED FOR... ○ USABLE FOR…

TURNING POSITIVE INSERTS INDEX
FI

N
.

M
ED

IU
M

C
U

TT
IN

G

C SHAPE D SHAPE S SHAPE T SHAPE V SHAPE

Side
dimension

3 - 6 - 9 - 12 7 - 11 12 11 - 16 16

Page B.23,34 B.36 B.23,37 B.38 B.39

W... ● ●

PSF ● ● ● ●

PSS ● ● ● ●

PS ●

JS ● ●

PM ● ● ● ●

● RECOMMENDED FOR... ○ USABLE FOR…

TURNING POSITIVE INSERTS INDEX

C
AR

BO
N

ST
EE

L

ST
AI

N
LE

SS
ST

EE
L

C
AS

T
IR

O
N

N
O

N
FE

R
R

O
U

S

SU
PE

R
LE

G
H

E

H
AR

D
EN

ED

● ● ●

● ● ●

● ● ●

● ●

● ● ● ●

● ● ●

C
AR

BO
N

ST
EE

L

ST
AI

N
LE

SS
ST

EE
L

C
AS

T
IR

O
N

N
O

N
FE

R
R

O
U

S

SU
PE

R
LE

G
H

E

H
AR

D
EN

ED

● ● ●

● ● ●

● ● ●

● ●

● ●

●



B

B.20 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

GRADI E CONDIZIONI DI TAGLIO CONSIGLIATE - INSERTI NEGATIVI Turn

P M K N S H

Qualità Rivestimento
<500

N/mm²
<850

N/mm²
<1200
N/mm²

<600
N/mm²

<850
N/mm²

DUPLEX
<240
HB

<300
HB

Alu HTA
<60
HRC

1010 P15-M10-K10 - 230-270 180-230 160-200 200-240 170-210 220-300

4115 P15-K25-M10

CVD TiCN-Al203

220-400 200-320 180-320 220-320

4125 P25-K30-M20 170-240 130-210 100-190 140-210 100-210

4135 P35-M25-S25 170-190 120-200 90-150 140-200 110-190 80-150

3120 K20-P10 CVD TiCN-Al203 ML 200-340 150-290 150-290 150-400 120-300

2120 M20-K20
PVD TiAlTaN

150-250 120-200 90-160 120-160 120-160 100-400 20-50

2125 M25-P35-S25 130-250 80-200 60-180 120-230 100-200 60-160

NL10 N15-K15 - 120-160 130-170 100-200 20-45

5110
S15-M15

PVD TiAlN 150-230 140-190 60-100 60-120

5115 PVD TiAlN-TiN 130-220 120-180 50-90 60-120

GEOMETRIE E CONDIZIONI DI TAGLIO CONSIGLIATE - INSERTI NEGATIVI Turn

GEOMETRIA FF

FI
N

IT
U

R
A

0 0,10    0,20   0,30  0,40 0,50

0

0,5

1,0

1,5

2,0

3,0

4,0

5,0

6,0

8,0

ap

f/rev

GEOMETRIA SF

FI
N

IT
U

R
A

0 0,10    0,20   0,30  0,40 0,50

0

0,5

1,0

1,5

2,0

3,0

4,0

5,0

6,0

8,0

ap

f/rev

GEOMETRIA CSF

FI
N

IT
U

R
A

0 0,10    0,20   0,30  0,40 0,50

0

0,5

1,0

1,5

2,0

3,0

4,0

5,0

6,0

8,0

ap

f/rev

GEOMETRIA CM

TA
G

LI
O

M
ED

IO

0 0,10    0,20   0,30  0,40 0,50

0

0,5

1,0

1,5

2,0

3,0

4,0

5,0

6,0

8,0

ap

f/rev

GEOMETRIA SA

TA
G

LI
O

M
ED

IO

0 0,10    0,20   0,30  0,40 0,50

0

0,5

1,0

1,5

2,0

3,0

4,0

5,0

6,0

8,0

ap

f/rev

GEOMETRIA SM

TA
G

LI
O

M
ED

IO

0 0,10    0,20   0,30  0,40 0,50

0

0,5

1,0

1,5

2,0

3,0

4,0

5,0

6,0

8,0

ap

f/rev

GEOMETRIA CR

SG
R

O
SS

AT
U

R
A

0 0,10    0,20   0,30  0,40 0,50

0

0,5

1,0

1,5

2,0

3,0

4,0

5,0

6,0

8,0

ap

f/rev

GEOMETRIA CMR

SG
R

O
SS

AT
U

R
A

0 0,20 0,40 0,60 0,80 1,00 1,20 1,40

0

1,0

2,0

3,0

4,0

5,0

6,0

8,0

10,0

12,0

ap

f/rev

GEOMETRIA CM2

SG
R

O
SS

AT
U

R
A

0 0,20 0,40 0,60 0,80 1,00 1,20 1,40

0

1,0

2,0

3,0

4,0

5,0

6,0

8,0

10,0

12,0

ap

f/rev

GEOMETRIA CCM

SG
R

O
SS

AT
U

R
A

0 0,20 0,40 0,60 0,80 1,00 1,20 1,40

0

1,0

2,0

3,0

4,0

5,0

6,0

8,0

10,0

12,0

ap

f/rev

GEOMETRIA CCR

SG
R

O
SS

AT
U

R
A

0 0,20 0,40 0,60 0,80 1,00 1,20 1,40

0

1,0

2,0

3,0

4,0

5,0

6,0

8,0

10,0

12,0

ap

f/rev

B.20 Indivisible package   Suggested retail package - Unit price

DEGREE AND RECOMMENDED CUTTING CONDITIONS - NEGATIVE INSERTS
P M K N S H

Grade Coating
<500

N/mm²
<850

N/mm²
<1200
N/mm²

<600
N/mm²

<850
N/mm²

Duplex
<240
HB

<300
HB

Alu HTA
<60
HRC

1010 P15-M10-K10 - 230-270 180-230 160-200 200-240 170-210 220-300

4115 P15-K25-M10

CVD TiCN-Al203

220-400 200-320 180-320 220-320

4125 P25-K30-M20 170-240 130-210 100-190 140-210 100-210

4135 P35-M25-S25 170-190 120-200 90-150 140-200 110-190 80-150

3120 K20-P10 CVD TiCN-Al203 ML 200-340 150-290 150-290 150-400 120-300

2120 M20-K20
PVD TiAlTaN

150-250 120-200 90-160 120-160 120-160 100-400 20-50

2125 M25-P35-S25 130-250 80-200 60-180 120-230 100-200 60-160

NL10 N15-K15 - 120-160 130-170 100-200 20-45

5110
S15-M15

PVD TiAlN 150-230 140-190 60-100 60-120

5115 PVD TiAlN-TiN 130-220 120-180 50-90 60-120

GEOMETRY AND RECOMMENDED CUTTING CONDITIONS - NEGATIVE INSERTS

Geometry FF

FI
N

IS
H

IN
G

Geometry SF

FI
N

IS
H

IN
G

Geometry CSF

FI
N

IS
H

IN
G

Geometry CM

M
ED

IU
M

C
U

TT
IN

G

Geometry SA

M
ED

IU
M

C
U

TT
IN

G

Geometry SM

M
ED

IU
M

C
U

TT
IN

G

Geometry CR

R
O

U
G

H
IN

G

Geometry CMR

R
O

U
G

H
IN

G

Geometry CM2

R
O

U
G

H
IN

G

Geometry CCM

R
O

U
G

H
IN

G

Geometry CCR

R
O

U
G

H
IN

G



B

B.21 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

GRADI E CONDIZIONI DI TAGLIO CONSIGLIATE - INSERTI NEGATIVI
P M K N S H

Qualità Rivestimento
<500

N/mm²
<850

N/mm²
<1200
N/mm²

<600
N/mm²

<850
N/mm²

DUPLEX
<240
HB

<300
HB

Alu HTA
<60
HRC

T9215 P20-K30

CVD TiCN-Al2O3

150-400 150-400 120-300 120-200 140-400 140-370

T9125 P20-P30 120-250 80-200 80-160 90-130 60-100 120-300 120-250

T9135 P30-P40 50-180 50-150 50-120

T6120 P20-M20
CVD TiCN based

140-200 100-200 70-160

T6130
P30-M30

100-200 90-160 60-120

AH630
(Ti,Al)N

130-220 100-180 90-170 90-190 70-160 60-110 30-70

AH645 P40-M40 120-200 90-160 80-150 90-150 70-140 50-10 30-80

AH8005 M10-S10
(Al,Ti)N

30-100

AH8015 M20-S20 20-80

GEOMETRIE E CONDIZIONI DI TAGLIO CONSIGLIATE - INSERTI NEGATIVI

GEOMETRIA TSF

FI
N

IT
U

R
A

0 0,10 0,20 0,30 0,40 0,50

0

0,5

1,0

1,5

2,0

3,0

4,0

5,0

6,0

8,0

ap

f/rev

GEOMETRIA SF

FI
N

IT
U

R
A

0 0,10 0,20 0,30 0,40 0,50

0

0,5

1,0

1,5

2,0

3,0

4,0

5,0

6,0

8,0

ap

f/rev

GEOMETRIA HRF

FI
N

IT
U

R
A

0 0,10 0,20 0,30 0,40 0,50

0

0,5

1,0

1,5

2,0

3,0

4,0

5,0

6,0

8,0

ap

f/rev

GEOMETRIA TM

TA
G

LI
O

M
ED

IO

0 0,10 0,20 0,30 0,40 0,50

0

0,5

1,0

1,5

2,0

3,0

4,0

5,0

6,0

8,0

ap

f/rev

GEOMETRIA 37

TA
G

LI
O

M
ED

IO

0 0,10 0,20 0,30 0,40 0,50

0

0,5

1,0

1,5

2,0

3,0

4,0

5,0

6,0

8,0

ap

f/rev

GEOMETRIA SM

TA
G

LI
O

M
ED

IO

0 0,10 0,20 0,30 0,40 0,50

0

0,5

1,0

1,5

2,0

3,0

4,0

5,0

6,0

8,0

ap

f/rev

GEOMETRIA HRM

SG
R

O
SS

AT
U

R
A

0 0,10 0,20 0,30 0,40 0,50

0

0,5

1,0

1,5

2,0

3,0

4,0

5,0

6,0

8,0

ap

f/rev

GEOMETRIA TH

SG
R

O
SS

AT
U

R
A

0 0,20 0,40 0,60 0,80 1,00 1,20 1,40

0

1,0

2,0

3,0

4,0

5,0

6,0

8,0

10,0

12,0

ap

f/rev

GEOMETRIA SH

SG
R

O
SS

AT
U

R
A

0 0,20 0,40 0,60 0,80 1,00 1,20 1,40

0

1,0

2,0

3,0

4,0

5,0

6,0

8,0

10,0

12,0

ap

f/rev

B.21Indivisible package  Suggested retail package - Unit price

DEGREE AND RECOMMENDED CUTTING CONDITIONS - POSITIVE INSERTS
P M K N S H

Grade Coating
<500

N/mm²
<850

N/mm²
<1200
N/mm²

<600
N/mm²

<850
N/mm²

Duplex
<240
HB

<300
HB

Alu HTA
<60
HRC

T9215 P20-K30

CVD TiCN-Al2O3

150-400 150-400 120-300 120-200 140-400 140-370

T9125 P20-P30 120-250 80-200 80-160 90-130 60-100 120-300 120-250

T9135 P30-P40 50-180 50-150 50-120

T6120 P20-M20
CVD TiCN based

140-200 100-200 70-160

T6130
P30-M30

100-200 90-160 60-120

AH630
(Ti,Al)N

130-220 100-180 90-170 90-190 70-160 60-110 30-70

AH645 P40-M40 120-200 90-160 80-150 90-150 70-140 50-10 30-80

AH8005 M10-S10
(Al,Ti)N

30-100

AH8015 M20-S20 20-80

GEOMETRY AND RECOMMENDED CUTTING CONDITIONS - NEGATIVE INSERTS

Geometry TSF

FI
N

IS
H

IN
G

Geometry SF

FI
N

IS
H

IN
G

Geometry HRF

FI
N

IS
H

IN
G

Geometry TM

M
ED

IU
M

C
U

TT
IN

G

Geometry 37

M
ED

IU
M

C
U

TT
IN

G

Geometry SM

M
ED

IU
M

C
U

TT
IN

G

Geometry HRM

R
O

U
G

H
IN

G

Geometry TH

R
O

U
G

H
IN

G

Geometry SH

R
O

U
G

H
IN

G



B

B.22 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

GRADI E CONDIZIONI DI TAGLIO CONSIGLIATE - INSERTI POSITIVI Turn

P M K N S H

Qualità Rivestimento
<500

N/mm²
<850

N/mm²
<1200
N/mm²

<600
N/mm²

<850
N/mm²

DUPLEX
<240
HB

<300
HB

Alu HTA
<60
HRC

1010 P 15 Cermet / 230-270 180-230 160-200 200-240 170-210 220-300

4115 P15-K25-M10

CVD TiCN-AI203

220-400 200-320 180-320 220-320

4125 P25-K30-M20 170-240 130-210 100-190 140-210 100-210

4135 P35-M25S25 170-190 120-200 90-150 140-200 110-190 80-150

3120 K20-P10 CVD TiCN-AI203 ML 200-340 150-290 150-290 150-400 120-300

2120 M20-K20
PVD TiAITaN

150-250 120-200 90-160 120-160 120-160 100-400 20-50

2125 M25-P35-S25 130-250 80-200 60-180 120-230 100-200 60-160

2135 M35-P35 PVD TiAIN-TiN 130-220 120-180 50-90 60-120

NL10 N24-K15 / 120-160 130-170 100-200 20-45

5110
S15-M15

PVD TiAIN 150-230 140-190 60-100 60-120

5115 PVD TiAIN-TiN 130-220 120-180 50-90 60-120

GEOMETRIE E CONDIZIONI DI TAGLIO CONSIGLIATE - INSERTI POSITIVI Turn

GEOMETRIA FFP

FI
N

IT
U

R
A

ap

f/rev

0

0,5

1,0

1,5

2,0

2,5

3,0

3,5

4,0

4,5

0 0,05 0,10 0,15 0,20 0,25

GEOMETRIA CFP

FI
N

IT
U

R
A

ap

f/rev

0

0,5

1,0

1,5

2,0

2,5

3,0

3,5

4,0

4,5

0 0,05 0,10 0,15 0,20 0,25

GEOMETRIA CMP

TA
G

LI
O

M
ED

IO

0 0,20 0,40 0,60 0,80 1,00 1,20 1,40

0

1,0

2,0

3,0

4,0

5,0

6,0

8,0

10,0

12,0

ap

f/rev

GEOMETRIA SMP

TA
G

LI
O

M
ED

IO

0 0,20 0,40 0,60 0,80 1,00 1,20 1,40

0

1,0

2,0

3,0

4,0

5,0

6,0

8,0

10,0

12,0

ap

f/rev

GEOMETRIA CLP

TA
G

LI
O

M
ED

IO

ap

f/rev

0

1,0

2,0

3,0

4,0

5,0

6,0

7,0

8,0

9,0

0 0,25    0,50   0,75  1,00 1,25

GEOMETRIA AFP

TA
G

LI
O

M
ED

IO

0 0,20 0,40 0,60 0,80 1,00 1,20 1,40

0

1,0

2,0

3,0

4,0

5,0

6,0

8,0

10,0

12,0

ap

f/rev

B.22 Indivisible package   Suggested retail package - Unit price

DEGREE AND CUTTING CONDITIONS - POSITIVE INSERTS
P M K N S H

Grade Coating
<500

N/mm²
<850

N/mm²
<1200
N/mm²

<600
N/mm²

<850
N/mm²

Duplex
<240
HB

<300
HB

Alu HTA
<60
HRC

1010 P 15 Cermet / 230-270 180-230 160-200 200-240 170-210 220-300

4115 P15-K25-M10

CVD TiCN-AI203

220-400 200-320 180-320 220-320

4125 P25-K30-M20 170-240 130-210 100-190 140-210 100-210

4135 P35-M25S25 170-190 120-200 90-150 140-200 110-190 80-150

3120 K20-P10 CVD TiCN-AI203 ML 200-340 150-290 150-290 150-400 120-300

2120 M20-K20
PVD TiAITaN

150-250 120-200 90-160 120-160 120-160 100-400 20-50

2125 M25-P35-S25 130-250 80-200 60-180 120-230 100-200 60-160

2135 M35-P35 PVD TiAIN-TiN 130-220 120-180 50-90 60-120

NL10 N24-K15 / 120-160 130-170 100-200 20-45

5110
S15-M15

PVD TiAIN 150-230 140-190 60-100 60-120

5115 PVD TiAIN-TiN 130-220 120-180 50-90 60-120

GEOMETRY AND RECOMMENDED CUTTING CONDITIONS - POSITIVE INSERTS

Geometry FFP

FI
N

IS
H

IN
G

Geometry CFP

FI
N

IS
H

IN
G

Geometry CMP

M
ED

.C
U

T.

Geometry SMP

M
ED

IU
M

C
U

TT
IN

G

Geometry CLP

M
ED

IU
M

C
U

TT
IN

G

Geometry AFP

M
ED

IU
M

C
U

TT
IN

G



B

B.23 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

GRADI E CONDIZIONI DI TAGLIO CONSIGLIATE - INSERTI POSITIVI
P M K N S H

Qualità Rivestimento
<500

N/mm²
<850

N/mm²
<1200
N/mm²

<600
N/mm²

<850
N/mm²

DUPLEX
<240
HB

<300
HB

Alu HTA
<60
HRC

NS9530
Cermet

Uncoated 150-250 80-180 150-300

GT9530 Ti(C,N,O) 150-300 140-250 80-200

T9215 P20-K30

CVD TiCN-Al2O3

120-300 100-350 80-250 50-200 140-350 140-350

T9125 P20-P30 120-250 80-200 80-160 90-130 60-100 120-300 120-250

T9135 P30-P40 50-180 50-150 50-120

T6120 P20-M20
CVD TiCN based

140-240 100-200 70-160

T6130
P30-M30

100-200 90-160 60-120

AH630

PVD (Ti,Al)N

130-220 100-180 90-170 90-190 70-160 60-110 30-70

AH645 P40-M40 120-200 90-160 80-150 90-150 70-140 50-100 30-80

AH725 P30-M30-S25 120-240 70-200 70-170 50-150 30-140 30-120 20-80 20-50

SH730 P15-P30 100-150 80-150 40-125 60-160 60-140 50-90 30-120 30-100 90-200 25-70 20-50

AH8005 M10-S10 30-100

AH8015 M20-S20 20-80

GEOMETRIE E CONDIZIONI DI TAGLIO CONSIGLIATE - INSERTI POSITIVI

GEOMETRIA W08

FI
N

IT
U

R
A

ap

f/rev

0

0,5

1,0

1,5

2,0

2,5

3,0

3,5

4,0

4,5

0 0,05 0,10 0,15 0,20 0,25

GEOMETRIA W15

FI
N

IT
U

R
A

ap

f/rev

0

0,5

1,0

1,5

2,0

2,5

3,0

3,5

4,0

4,5

0 0,05    0,10   0,15  0,20 0,25

GEOMETRIA W20

FI
N

IT
U

R
A

ap

f/rev

0

0,5

1,0

1,5

2,0

2,5

3,0

3,5

4,0

4,5

0 0,05 0,10 0,15 0,20 0,25

GEOMETRIA PSF

FI
N

IT
U

R
A

ap

f/rev

0

0,5

1,0

1,5

2,0

2,5

3,0

3,5

4,0

4,5

0 0,10 0,20 0,30 0,40 0,50

GEOMETRIA PSS

TA
G

LI
O

M
ED

IO

ap

f/rev

0

0,5

1,0

1,5

2,0

2,5

3,0

3,5

4,0

4,5

0 0,10 0,20 0,30 0,40 0,50

GEOMETRIA PS

TA
G

LI
O

M
ED

IO

ap

f/rev

0

0,5

1,0

1,5

2,0

2,5

3,0

3,5

4,0

4,5

0 0,10 0,20 0,30 0,40 0,50

GEOMETRIA JS

TA
G

LI
O

M
ED

IO

ap

f/rev

0

0,5

1,0

1,5

2,0

2,5

3,0

3,5

4,0

4,5

0 0,05 0,10 0,15 0,20 0,25

r0,1

r0,2
r0,4

GEOMETRIA PM

TA
G

LI
O

M
ED

IO

ap

f/rev

0

0,5

1,0

1,5

2,0

2,5

3,0

3,5

4,0

4,5

0 0,10    0,20   0,30  0,40 0,50

B.23Indivisible package  Suggested retail package - Unit price

DEGREE AND CUTTING CONDITIONS - POSITIVE INSERTS
P M K N S H

Grade Coating
<500

N/mm²
<850

N/mm²
<1200
N/mm²

<600
N/mm²

<850
N/mm²

Duplex
<240
HB

<300
HB

Alu HTA
<60
HRC

NS9530
Cermet

Uncoated 150-250 80-180 150-300

GT9530 Ti(C,N,O) 150-300 140-250 80-200

T9215 P20-K30

CVD TiCN-Al2O3

120-300 100-350 80-250 50-200 140-350 140-350

T9125 P20-P30 120-250 80-200 80-160 90-130 60-100 120-300 120-250

T9135 P30-P40 50-180 50-150 50-120

T6120 P20-M20
CVD TiCN based

140-240 100-200 70-160

T6130
P30-M30

100-200 90-160 60-120

AH630

PVD (Ti,Al)N

130-220 100-180 90-170 90-190 70-160 60-110 30-70

AH645 P40-M40 120-200 90-160 80-150 90-150 70-140 50-100 30-80

AH725 P30-M30-S25 120-240 70-200 70-170 50-150 30-140 30-120 20-80 20-50

SH730 P15-P30 100-150 80-150 40-125 60-160 60-140 50-90 30-120 30-100 90-200 25-70 20-50

AH8005 M10-S10 30-100

AH8015 M20-S20 20-80

GEOMETRY AND RECOMMENDED CUTTING CONDITIONS - POSITIVE INSERTS

Geometry W08

FI
N

IS
H

IN
G

Geometry W15

FI
N

IS
H

IN
G

Geometry W20

FI
N

IS
H

IN
G

Geometry PSF

FI
N

IS
H

IN
G

Geometry PSS

M
ED

IU
M

C
U

TT
IN

G

Geometry PS

M
ED

IU
M

C
U

TT
IN

G

Geometry JS

M
ED

IU
M

C
U

TT
IN

G

Geometry PM

M
ED

IU
M

C
U

TT
IN

G



B

B.24 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

INSERTI DI TORNITURA NEGATIVI - FORMA C Turn

CONDIZIONI DI TAGLIO

Descrizione Qualità Cod. Tec. GR19
Euro

Profondità
mm

Avanzamento
mm/giro

P M K N S H

FI
N

IT
U

R
A

FF

CNMG 120404EN-FF
1010

B0C57CNFF10 8,48 0,20
1,00
2,00

0,05
0,10
0,20

  

CNMG 120408EN-FF B0C57CNFF11   

SF

CNGP 120404-SF

2120

B0C50CNSF10 15,26 0,50
1,00
2,50

0,10
0,15
0,25

   

CNGP 120408-SF B0C50CNSF11    

CNGP 120412-SF B0C50CNSF12 15,33    

C
SF

CNMG 120404-CSF
4115 B0C58CNCSF11

8,48
0,50
1,00
2,00

0,10
0,15
0,20

 

4125 B0C58CNCSF12  

CNMG 120408-CSF
4115 B0C58CNCSF13  

4125 B0C58CNCSF14  

TA
G

LI
O

M
ED

IO

C
M

CNMG 120404-CM
4115 B0C51CNCM10

8,34

1,00
2,50
4,00

0,22
0,35
0,44

 

4125 B0C51CNCM11  

CNMG 120408-CM

4115 B0C51CNCM12  

4125 B0C51CNCM13  

4135 B0C51CNCM14  

3120 B0C51CNCM20 8,48 

CNMG 120412-CM

4115 B0C51CNCM15
8,34

 

4125 B0C51CNCM16  

4135 B0C51CNCM17  

3120 B0C51CNCM21 8,48  

SA

CNMG 120404-SA
5110

B0C59CNSA05

10,99
0,80
2,00
3,00

0,10
0,20
0,30

 

CNMG 120408-SA B0C59CNSA06  

CNMG 120404-SA
5115

B0C59CNSA07  

CNMG 120408-SA B0C59CNSA08  

SM

CNMG 120404-SM
2125

B0C52CNSM10 8,34 1,00
2,50
4,20

0,22
0,30
0,40

 

CNMG 120408-SM B0C52CNSM11  

SG
R

O
SS

AT
U

R
A

C
R

CNMG 120408-CR 4115 B0C53CNCR08 8,48 1,50
3,50
5,00

0,30
0,40
0,50

 

CNMG 120412-CR 4125 B0C53CNCR09  

C
M

R

CNMG 120408-CMR
3120

B0C54CNCMR20 8,48

2,00
3,50
5,00

 

CNMG 120412-CMR B0C54CNCMR21  

CNMG 160612-CMR
4125 B0C54CNCMR10 15,22

 

4135 B0C54CNCMR11  

CNMG 190616-CMR
4125 B0C54CNCMR12 20,05

 

4135 B0C54CNCMR13  

C
M

2 CNMM 120408-CM2
4125 B0C40CNCM206

8,48
1,70
3,50
6,50

0,45
0,70
0,95

 

4135 B0C40CNCM207  

CNMM120412-CM2

4125

B0C40CNCM208  

C
C

M

CNMM 190612-CCM B0C55CNCCM10 20,05 2,00
6,00
12,00

0,30
0,50
0,80

 

CNMM 190616-CCM B0C55CNCCM11  

CNMM 250924-CCM B0C55CNCCM12 36,93
 

C
C

R

CNMM 250924-CCR 4125 B0C56CNCCR10 2,50
6,00

12,00

0,35
0,75
1,20

 

B.24 Indivisible package   Suggested retail package - Unit price

TURNING NEGATIVE INSERTS - C SHAPE

CUTTING DATA

Description Grade Tech. Code Depth
mm

Feed
mm/rev

P M K N S H

FI
N

IS
H

IN
G

FF

CNMG 120404EN-FF
1010 0,20

1,00
2,00

0,05
0,10
0,20

  

CNMG 120408EN-FF   

SF

CNGP 120404-SF

2120
0.50
1.00
2.50

0.10
0.15
0.25

   

CNGP 120408-SF    

CNGP 120412-SF    

C
SF

CNMG 120404-CSF
4115

0,50
1,00
2,00

0,10
0,15
0,20

 

4125  

CNMG 120408-CSF
4115  

4125  

M
ED

IU
M

C
U

TT
IN

G

C
M

CNMG 120404-CM
4115

1.00
2.50
4.00

0.22
0.35
0.44

 

4125  

CNMG 120408-CM

4115  

4125  

4135  

3120 

CNMG 120412-CM

4115  

4125  

4135  

3120  

SA

CNMG 120404-SA
5110 0.80

2.00
3.00

0.10
0.20
0.30

 

CNMG 120408-SA  

CNMG 120404-SA
5115

 

CNMG 120408-SA  

SM

CNMG 120404-SM
2125 1.00

2.50
4.20

0.22
0.30
0.40

 

CNMG 120408-SM  

R
O

U
G

H
IN

G

C
R

CNMG 120408-CR 4115 1.50
3.50
5.00

0.30
0.40
0.50

 

CNMG 120412-CR 4125  

C
M

R

CNMG 120408-CMR
3120

2.00
3.50
5.00

 

CNMG 120412-CMR  

CNMG 160612-CMR
4125  

4135  

CNMG 190616-CMR
4125  

4135  

C
M

2 CNMM 120408-CM2
4125 1.70

3.50
6.50

0.45
0.70
0.95

 

4135  

CNMM120412-CM2

4125

 

C
C

M

CNMM 190612-CCM 2.00
6.00

12.00

0.30
0.50
0.80

 

CNMM 190616-CCM  

CNMM 250924-CCM  

C
C

R

CNMM 250924-CCR 4125 2.50
6.00
12.00

0.35
0.75
1.20

 



B

B.25 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

INSERTI DI TORNITURA NEGATIVI - FORMA C

CONDIZIONI DI TAGLIO

Descrizione Qualità Cod. Tec. GR17
Euro

Profondità
mm

Avanzamento
mm/giro

P M K N S H

FI
N

IT
U

R
A

TS
F

CNMG 120404 TSF
T9215 B0C11CNTSF016 11,28

0,20
1,00
1,50

0,08
0,15
0,40

  

T9125 B0C11CNTSF011 10,51   

CNMG 120408 TSF
T9215 B0C11CNTSF015 (11,28)   

T9125 B0C11CNTSF014

10,51

  

SF

CNMG 120404 SF

T6120 B0C12CNSF005

0,80
1,50
2,80

0,09
0,25
0,45



T6130 B0C12CNSF006 

AH630 B0C12CNSF007   

CNMG 120408 SF

T6120 B0C12CNSF008 

T6130 B0C12CNSF009 

AH630 B0C12CNSF010 

H
R

F

CNMG 120404 HRF
AH8005 B0C13CNHRF005

0,40
1,00
1,50

0,05
0,15
0,25



AH8015 B0C13CNHRF006 

CNMG 120408 HRF
AH8005 B0C13CNHRF007 

AH8015 B0C13CNHRF008 

CNMG 120412 HRF
AH8005 B0C13CNHRF009 

AH8015 B0C13CNHRF010 

TA
G

LI
O

M
ED

IO

37

CNMG 120404 37
T9215

B0C14CN37007 11,28 1,00
2,50
4,00

0,20
0,30
0,40

  

CNMG 120408 37 B0C14CN37008   

TM

CNMG 120408-TM

T9215 B0C21CNTM01420 11,28

1,00
3,00
5,00

0,20
0,30
0,50

  

T9125 B0C21CNTM015 10,51
  

T9135 B0C21CNTM016 

CNMG 120412-TM

T9215 B0C21CNTM020 11,28   

T9125 B0C21CNTM018

10,51

  

T9135 B0C21CNTM019 

SM

CNMG 120408-SM

T6120 B0C23CNSM010

0,50
2,00
4,00



T6130 B0C23CNSM011 

AH630 B0C23CNSM012   

AH645 B0C23CNSM013  

CNMG 120412-SM

T6120 B0C23CNSM014 

T6130 B0C23CNSM015 

AH630 B0C23CNSM016  

AH645 B0C23CNSM017  

SG
R

O
SS

AT
U

R
A

H
R

M

CNMG 120408-HRM
AH8005 B0C24CNHRM005

0,10
0,20
0,30



AH8015 B0C24CNHRM006 

CNMG 120412-HRM
AH8005 B0C24CNHRM007 

AH8015 B0C24CNHRM008 

TH

CNMG 120408-TH
T9125 B0C31CNTH011

3,00
4,00
6,00

0,30
0,40
0,60

  

T9135 B0C31CNTH012 

CNMG 120412-TH
T9125 B0C31CNTH014   

T9135 B0C31CNTH015 

CNMG 120416-TH
T9125 B0C31CNTH016   

T9135 B0C31CNTH017 

CNMG 160612-TH
T9125 B0C31CNTH030

16,53

  

T9135 B0C31CNTH031 

CNMG 160616-TH
T9125 B0C31CNTH032   

T9135 B0C31CNTH033 

SH

CNMG 120408-SH

T6130 B0C32CNSH005

10,51
2,00
4,00
6,00

0,30
0,45
0,60



AH630 B0C32CNSH006   

AH645 B0C32CNSH007   

CNMG 120412-SH

T6130 B0C32CNSH008 

AH630 B0C32CNSH009 

AH645 B0C32CNSH010   

B.25Indivisible package  Suggested retail package - Unit price

TURNING NEGATIVE INSERTS - C SHAPE

CUTTING DATA

Description Grade Tech. Code Depth
mm

Feed
mm/rev

P M K N S H

FI
N

IS
H

IN
G

TS
F

CNMG 120404 TSF
T9215

0,20
1,00
1,50

0,08
0,15
0,40

  

T9125   

CNMG 120408 TSF
T9215   

T9125   

SF

CNMG 120404 SF

T6120

0.80
1.50
2.80

0.09
0.25
0.45



T6130 

AH630   

CNMG 120408 SF

T6120 

T6130 

AH630 

H
R

F

CNMG 120404 HRF
AH8005

0.40
1.00
1.50

0.05
0.15
0.25



AH8015 

CNMG 120408 HRF
AH8005 

AH8015 

CNMG 120412 HRF
AH8005 

AH8015 

M
ED

IU
M

C
U

TT
IN

G

37

CNMG 120404 37
T9215 1,00

2,50
4,00

0,20
0,30
0,40

  

CNMG 120408 37   

TM

CNMG 120408-TM

T9215

1,00
3,00
5,00

0,20
0,30
0,50

  

T9125   

T9135 

CNMG 120412-TM

T9215   

T9125   

T9135 

SM

CNMG 120408-SM

T6120

0.50
2.00
4.00



T6130 

AH630   

AH645  

CNMG 120412-SM

T6120 

T6130 

AH630  

AH645  

R
O

U
G

H
IN

G

H
R

M

CNMG 120408-HRM
AH8005

0.10
0.20
0.30



AH8015 

CNMG 120412-HRM
AH8005 

AH8015 

TH

CNMG 120408-TH
T9125

3.00
4.00
6.00

0.30
0.40
0.60

  

T9135 

CNMG 120412-TH
T9125   

T9135 

CNMG 120416-TH
T9125   

T9135 

CNMG 160612-TH
T9125   

T9135 

CNMG 160616-TH
T9125   

T9135 

SH

CNMG 120408-SH

T6130

2.00
4.00
6.00

0.30
0.45
0.60



AH630   

AH645   

CNMG 120412-SH

T6130 

AH630 

AH645   



B

B.26 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

INSERTI DI TORNITURA NEGATIVI - FORMA D Turn

CONDIZIONI DI TAGLIO

Descrizione Qualità Cod. Tec. GR19
Euro

Profondità
mm

Avanzamento
mm/giro

P M K N S H

FI
N

IT
U

R
A

FF

DNMG 110404-FF
1010

B0D50DNFF10 9,18 0,20
1,00
2,00

0,05
0,10
0,20

  

DNMG 150404-FF B0D50DNFF11 12,14   

SF

DNGP 150602-SF

2120

B0D51DNSF09 17,82 0,50
1,00
2,50

0,10
0,15
0,25

   

DNGP 150604-SF B0D51DNSF10 18,24
   

DNGP 150608-SF B0D51DNSF11    

C
SF

DNMG 110404-CSF
4115 B0D54DNCSF10 9,18 0,50

1,00
2,00

0,10
0,15
0,20

 

4125 B0D54DNCSF11  

DNMG 150604-CSF

4115

B0D54DNCSF12 11,52
 

DNMG 150608-CSF B0D54DNSCF13  

TA
G

LI
O

M
ED

IO

C
M

DNMG 110404-CM
B0D52DNCM05 9,28

1,00
2,50
4,00

0,22
0,35
0,44

 

4125 B0D52DNCM06

9,18

 

DNMG 110408-CM

4115 B0D52DNCM07  

4125 B0D52DNCM08  

4135 B0D52DNCM09  

DNMG 150604-CM
4115 B0D52DNCM10

9,99

 

4125 B0D52DNCM11  

DNMG 150608-CM

4115 B0D52DNCM12  

4125 B0D52DNCM13  

4135 B0D52DNCM14  

3120 B0D52DNCM20

12,14

 

DNMG 150612-CM

4115 B0D52DNCM15  

4125 B0D52DNCM16  

4135 B0D52DNCM17  

3120 B0D52DNCM21  

SA

DNMG 150608-SA
5110 B0D56DNSA05 10,02 0,80

2,00
3,00

0,10
0,20
0,30

 

5115 B0D56DNSA06  

SM

DNMG 110404-SM
5110 B0D53DNSM05 9,18 1,00

2,50
4,20

0,22
0,30
0,40

 

5115 B0D53DNSM06  

DNMG 150604-SM
2125

B0D53DNSM10 9,99
 

DNMG 150608-SM B0D53DNSM11  

SG
R

O
SS

AT
U

R
A

C
R

DNMG 150608-CR

4115 B0D57DNCR05

10,02

1,50
3,50
5,00

0,30
0,40
0,50

 

4125 B0D57DNCR06  

4135 B0D57DNCR07  

DNMG 150612-CR

4115 B0D57DNCR08  

4125 B0D57DNCR09  

4135 B0D57DNCR10  

C
M

2

DNMM 150608-CM2

4115 B0D58DNCM205 1,70
3,50
6,50

0,45
0,70
0,95

 

4125 B0D58DNCM206  

4135 B0D58DNCM207  

B.26 Indivisible package   Suggested retail package - Unit price

TURNING NEGATIVE INSERTS - D SHAPE

CUTTING DATA

Description Grade Tech. Code Depth
mm

Feed
mm/rev

P M K N S H

FI
N

IS
H

IN
G

FF

DNMG 110404-FF
1010 0.20

1.00
2.00

0.05
0.10
0.20

  

DNMG 150404-FF   

SF

DNGP 150602-SF

2120
0.50
1.00
2.50

0.10
0.15
0.25

   

DNGP 150604-SF    

DNGP 150608-SF    

C
SF

DNMG 110404-CSF
4115

0,50
1,00
2,00

0,10
0,15
0,20

 

4125  

DNMG 150604-CSF

4115

 

DNMG 150608-CSF  

M
ED

IU
M

C
U

TT
IN

G

C
M

DNMG 110404-CM

1.00
2.50
4.00

0.22
0.35
0.44

 

4125  

DNMG 110408-CM

4115  

4125  

4135  

DNMG 150604-CM
4115  

4125  

DNMG 150608-CM

4115  

4125  

4135  

3120  

DNMG 150612-CM

4115  

4125  

4135  

3120  

SA

DNMG 150608-SA
5110 0.80

2.00
3.00

0.10
0.20
0.30

 

5115  

SM

DNMG 110404-SM
5110

1.00
2.50
4.20

0.22
0.30
0.40

 

5115  

DNMG 150604-SM
2125

 

DNMG 150608-SM  

R
O

U
G

H
IN

G C
R

DNMG 150608-CR

4115

1.50
3.50
5.00

0.30
0.40
0.50

 

4125  

4135  

DNMG 150612-CR

4115  

4125  

4135  

C
M

2

DNMM 150608-CM2

4115 1.70
3.50
6.50

0.45
0.70
0.95

 

4125  

4135  



B

B.27 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

INSERTI DI TORNITURA NEGATIVI - FORMA D

CONDIZIONI DI TAGLIO

Descrizione Qualità Cod. Tec. GR17
Euro

Profondità
mm

Avanzamento
mm/giro

P M K N S H

FI
N

IT
U

R
A

TS
F

DNMG 150604-TSF
T9215 B0D11DNTSF015 15,45

0,20
1,00
1,50

0,08
0,15
0,40

  

T9125 B0D11DNTSF011 14,37   

DNMG 150608-TSF
T9215 B0D11DNTSF014 15,45   

T9125 B0D11DNTSF013

14,37

  

SF

DNMG 150604-SF

T6120 B0D12DNFS005

0,80
1,50
2,80

0,09
0,25
0,45



T6130 B0D12DNSF006 

AH630 B0D12DNSF007  

DNMG 150608-SF

T6120 B0D12DNSF008 

T6130 B0D12DNSF009 

AH630 B0D12DNSF010   

H
R

F

DNMG 150604-HRF
AH8005 B0D13DNHRF005

0,40
1,00
1,50

0,05
0,15
0,25



AH8015 B0D13DNHRF006 

DNMG 150608-HRF
AH8005 B0D13DNHRF007 

AH8015 B0D13DNHRF008 

TA
G

LI
O

M
ED

IO

TM

DNMG 110404-TM
T9215 B0D22DNTM017 11,90

1,00
3,00
5,00

0,20
0,30
0,50

  

T9125 B0D22DNTM011 11,12   

DNMG 110408-TM
T9215 B0D22DNTM018 11,90   

T9125 B0D22DNTM013 11,12   

DNMG 150604-TM
T9215 B0D22DNTM016 15,45   

T9125 B0D22DNTM015 14,37   

DNMG 150608-TM
T9215 B0D22DNTM023 15,45   

T9125 B0D22DNTM022

14,37

  

SM

DNMG 150604-SM

T6120 B0D23DNSM020

0,50
2,00
4,00



T6130 B0D23DNSM023 

AH630 B0D23DNSM022   

DNMG 150608-SM

T6120 B0D23DNSM024 

T6130 B0D23DNSM025 

AH630 B0D23DNSM026   

SG
R

O
SS

AT
U

R
A

H
R

M

DNMG 150604-HRM
AH8005 B0D24DNHRM006

0,40
2,00
4,00

0,10
0,20
0,30



AH8015 B0D24DNHRM005 

DNMG 150608-HRM
AH8005 B0D24DNHRM007 

AH8015 B0D24DNHRM008 

TH

DNMG 150608-TH

T9215 B0D25DNTH011 15,45

3,00
4,00
6,00

0,30
0,40
0,60

  

T9125 B0D25DNTH006 14,37
  

T9135 B0D25DNTH007 

DNMG 150612-TH

T9215 B0D25DNTH012 15,45   

T9125 B0D25DNTH009 14,37
  

T9135 B0D25DNTH010 

B.27Indivisible package  Suggested retail package - Unit price

TURNING NEGATIVE INSERTS - D SHAPE

CUTTING DATA

Description Grade Tech. Code Depth
mm

Feed
mm/rev

P M K N S H

FI
N

IS
H

IN
G

TS
F

DNMG 150604-TSF
T9215

0,20
1,00
1,50

0,08
0,15
0,40

  

T9125   

DNMG 150608-TSF
T9215   

T9125   

SF

DNMG 150604-SF

T6120

0.80
1.50
2.80

0.09
0.25
0.45



T6130 

AH630  

DNMG 150608-SF

T6120 

T6130 

AH630   

H
R

F

DNMG 150604-HRF
AH8005

0.40
1.00
1.50

0.05
0.15
0.25



AH8015 

DNMG 150608-HRF
AH8005 

AH8015 

M
ED

IU
M

C
U

TT
IN

G

TM

DNMG 110404-TM
T9215

1,00
3,00
5,00

0,20
0,30
0,50

  

T9125   

DNMG 110408-TM
T9215   

T9125   

DNMG 150604-TM
T9215   

T9125   

DNMG 150608-TM
T9215   

T9125   

SM

DNMG 150604-SM

T6120

0.50
2.00
4.00



T6130 

AH630   

DNMG 150608-SM

T6120 

T6130 

AH630   

R
O

U
G

H
IN

G

H
R

M

DNMG 150604-HRM
AH8005

0.40
2.00
4.00

0.10
0.20
0.30



AH8015 

DNMG 150608-HRM
AH8005 

AH8015 

TH

DNMG 150608-TH

T9215

3,00
4,00
6,00

0,30
0,40
0,60

  

T9125   

T9135 

DNMG 150612-TH

T9215   

T9125   

T9135 



B

B.28 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

INSERTI DI TORNITURA NEGATIVI - FORMA S

CONDIZIONI DI TAGLIO

Descrizione Qualità Cod. Tec. GR17
Euro

Profondità
mm

Avanzamento
mm/rev

P M K N S H

FI
N

IT
U

R
A

TS
F

SNMG 120404-TSF
T9215 B0S20SNTSF010 11,28

0,20
1,00
1,50

0,08
0,15
0,40

  

T9125 B0S20SNTSF006 10,51   

SNMG 120408-TSF
T9215 B0S20SNTSF009 11,28   

T9125 B0S20SNTSF008

10,51

  

SF

SNMG 120404-SF

T6120 B0S23SNSF005

0,80
1,50
2,80

0,09
0,25
0,45



T6130 B0S23SNSF006 

AH630 B0S23SNSF007   

SNMG 120408-SF

T6120 B0S23SNSF008 

T6130 B0S23SNSF009 

AH630 B0S23SNSF010  

TA
G

LI
O

M
ED

IO

TM

SNMG 120404-TM
T9215 B0S21SNTM023 11,28

1,00
3,00
5,00

0,20
0,30
0,50

  

T9125 B0S21SNTM012 10,51   

SNMG 120408-TM

T9215 B0S21SNTM021 11,28   

T9125 B0S21SNTM014 10,51
  

T9135 B0S21SNTM015 

SNMG 120412-TM

T9215 B0S21SNTM022 11,28   

T9125 B0S21SNTM019

10,51

  

T9135 B0S21SNTM020 

SM

SNMG 120408-SM

T6120 B0S22SNSM010

1,00
3,00
4,00



T6130 B0S22SNSM011 

AH630 B0S22SNSM012   

SNMG 120412-SM

T6120 B0S22SNSM014 

T6130 B0S22SNSM015 

AH630 B0S22SNSM016   

SG
R

O
SS

AT
U

R
A

H
R

M

SNMG 120408-HRM
AH8005 B0S30SNHRM005

0,50
2,00
4,00

0,10
0,20
0,30



AH8015 B0S30SNHRM006 

SNMG 120412-HRM
AH8005 B0S30SNHRM007 

AH8015 B0S30SNHRM008 

TH

SNMG 120408-TH
T9215 B0S31SNTH016 11,28

3,00
4,00
6,00

0,30
0,40
0,60

  

T9125
B0S31SNTH011 10,51

  

SNMG 120412-TH
B0S31SNTH013   

T9215 B0S31SNTH017 11,28   

SNMG 120408-TH
T9135

B0S31SNTH014 10,51


SNMG 120412-TH B0S31SNTH015 

INSERTI DI TORNITURA NEGATIVI - FORMA S Turn

CONDIZIONI DI TAGLIO

Descrizione Qualità Cod. Tec. GR19
Euro

Profondità
mm

Avanzamento
mm/giro

P M K N S H

TA
G

LI
O

M
ED

IO

C
M

SNMG 120408-CM

4115 B0S52SNCM10
8,71

1,00
2,50
4,00

0,22
0,35
0,44

 

4125 B0S52SNCM11  

4135 B0S52SNCM12  

3120 B0S52SNCM20 8,98  

SNMG 120412-CM
4125 B0S52SNCM13 8,71

 

4135 B0S52SNCM14  

SA

SNMG 120408-SA
5110 B0S51SNSA05 11,66 0,80

2,00
3,00

0,10
0,20
0,30

 

5115 B0S51SNSA06  

SM

SNMG 120408-SM 2125 B0S53SNSM10 8,71 1,00
2,50
4,20

0,22
0,30
0,40

 

SG
R

O
SS

AT
U

R
A

C
R

SNMG 120408-CR
4125

B0S54SNCR10 8,71 1,50
3,50
5,00

0,30
0,40
0,50

 

SNMG 120412-CR B0S54SNCR11  

C
M

R

SNMG 120408-CMR 3120 B0S55SNCMR21 8,98

2,00
3,50
5,00

 

SNMG 150612-CMR
4125 B0S55SNCMR12 16,71

 

4135 B0S55SNCMR13  

SNMG 190612-CMR
4125 B0S55SNCMR10 18,09

 

4135 B0S55SNCMR11  

C
M

M

SNMM 190612-CMM

4125

B0S56SNCCM10 20,05 2,00
6,00
12,00

0,30
0,50
0,80

 

SNMM 190616-CMM B0S56SNCCM11  

SNMM 250924-CMM B0S56SNCCM12 36,93  

C
C

R

SNMM 250932-CCR B0S57SNCCR11 39,42 2,50
6,00
12,00

0,35
0,75
1,20

 

SNMM 250924-CCR B0S57SNCCR10 36,93  

B.28 Indivisible package   Suggested retail package - Unit price

TURNING NEGATIVE INSERTS - S SHAPE

CUTTING DATA

Description Grade Tech. Code Depth
mm

Feed
mm/rev

P M K N S H

FI
N

IS
H

IN
G

TS
F

SNMG 120404-TSF
T9215

0,20
1,00
1,50

0,08
0,15
0,40

  

T9125   

SNMG 120408-TSF
T9215   

T9125   

SF

SNMG 120404-SF

T6120

0,80
1,50
2,80

0,09
0,25
0,45



T6130 

AH630   

SNMG 120408-SF

T6120 

T6130 

AH630  

M
ED

IU
M

C
U

TT
IN

G

TM

SNMG 120404-TM
T9215

1,00
3,00
5,00

0,20
0,30
0,50

  

T9125   

SNMG 120408-TM

T9215   

T9125   

T9135 

SNMG 120412-TM

T9215   

T9125   

T9135 

SM

SNMG 120408-SM

T6120

1.00
3.00
4.00



T6130 

AH630   

SNMG 120412-SM

T6120 

T6130 

AH630   

R
O

U
G

H
IN

G

H
R

M

SNMG 120408-HRM
AH8005

0.50
2.00
4.00

0.10
0.20
0.30



AH8015 

SNMG 120412-HRM
AH8005 

AH8015 

TH

SNMG 120408-TH
T9215

3,00
4,00
6,00

0,30
0,40
0,60

  

T9125
  

SNMG 120412-TH
  

T9215   

SNMG 120408-TH
T9135



SNMG 120412-TH 

TURNING NEGATIVE INSERTS - S SHAPE

CUTTING DATA

Description Grade Tech. Code Depth
mm

Feed
mm/rev

P M K N S H

M
ED

IU
M

C
U

TT
IN

G

C
M

SNMG 120408-CM

4115

1.00
2.50
4.00

0.22
0.35
0.44

 

4125  

4135  

3120  

SNMG 120412-CM
4125  

4135  

SA

SNMG 120408-SA
5110 0.80

2.00
3.00

0.10
0.20
0.30

 

5115  

SM

SNMG 120408-SM 2125 1.00
2.50
4.20

0.22
0.30
0.40

 

R
O

U
G

H
IN

G

C
R

SNMG 120408-CR
4125 1.50

3.50
5.00

0.30
0.40
0.50

 

SNMG 120412-CR  

C
M

R

SNMG 120408-CMR 3120

2.00
3.50
5.00

 

SNMG 150612-CMR
4125  

4135  

SNMG 190612-CMR
4125  

4135  

C
M

M

SNMM 190612-CMM

4125

2.00
6.00

12.00

0.30
0.50
0.80

 

SNMM 190616-CMM  

SNMM 250924-CMM  

C
C

R

SNMM 250932-CCR 2.50
6.00
12.00

0.35
0.75
1.20

 

SNMM 250924-CCR  



B

B.29 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

INSERTI DI TORNITURA NEGATIVI - FORMA T

CONDIZIONI DI TAGLIO

Descrizione Qualità Cod. Tec. GR17
Euro

Profondità
mm

Avanzamento
mm/giro

P M K N S H

FI
N

IT
U

R
A

TS
F

TNMG 160404-TSF
T9215 B0T11TNTSF015 9,99

0,20
1,00
1,50

0,08
0,15
0,40

  

T9125 B0T11TNTSF011 9,32   

TNMG 160408-TSF
T9215 B0T11TNTSF016 9,99   

T9125 B0T11TNTSF014

9,32

  

SF

TNMG 160404-SF

T6120 B0T12TNSF05

0,80
1,50
2,80

0,09
0,25
0,45



T6130 B0T12TNSF06 

AH630 B0T12TNSF07   

TNMG 160408-SF

T6120 B0T12TNSF08 

AH630 B0T12TNSF09 

T6130 B0T12TNSF10   

H
R

F

TNMG 160404-HRF
AH8005 B0T13TNHRF05

0,40
1,00
1,50

0,05
0,15
0,25



AH8015 B0T13TNHRF06 

TNMG 160408-HRF
AH8005 B0T13TNHRF07 

AH8015 B0T13TNHRF08 

TA
G

LI
O

M
ED

IO

TM

TNMG 160404-TM

T9215 B0T21TNTM019 9,99

1,00
3,00
4,00

0,20
0,30
0,50

  

T9125 B0T21TNTM011 9,32
  

T9135 B0T21TNTM012 

TNMG 160408-TM

T9215 B0T21TNTM017 9,99   

T9125 B0T21TNTM015 9,32
  

T9135 B0T21TNTM016 

37

TNMG 160404-37
T9215

B0T22TN3708 9,99 1,00
2,50
4,00

0,20
0,30
0,40

  

TNMG 160408-37 B0T22TN3707   

SM

TNMG 160404-SM

T6120 B0T23TNSM05

9,32
0,50
2,00
4,00

0,20
0,30
0,50



T6130 B0T23TNSM06 

AH630 B0T23TNSM07   

AH645 B0T23TNSM08   

TNMG 160408-SM

T6120 B0T23TNSM010 

T6130 B0T23TNSM011 

AH630 B0T23TNSM012   

AH645 B0T23TNSM013   

TNMG 160412-SM

T6120 B0T23TNSM014 

T6130 B0T23TNSM015 

AH630 B0T23TNSM016   

AH645 B0T23TNSM017   

H
R

M

TNMG 160408-HRM
AH8005 B0T24TNHRM05

0,10
0,20
0,30



AH8015 B0T24TNHRM06 

TNMG 160412-HRM
AH8005 B0T24TNHRM07 

AH8015 B0T24TNHRM08 

INSERTI DI TORNITURA NEGATIVI - FORMA T Turn

CONDIZIONI DI TAGLIO

Descrizione Qualità Cod. Tec. GR19
Euro

Profondità
mm

Avanzamento
mm/giro

P M K N S H

TA
G

LI
O

M
ED

IO

C
M

TNMG 160404-CM
4115 B0T53TNCM10

7,68

1,00
2,50
4,00

0,22
0,35
0,44

 

4125 B0T53TNCM11  

TNMG 160408-CM

4115 B0T53TNCM12  

4125 B0T53TNCM13  

4135 B0T53TNCM14  

3120 B0T53TNCM20 7,71
 

TNMG 160412-CM

4115 B0T53TNCM17  

4125 B0T53TNCM15 7,68  

3120 B0T53TNCM21 7,71  

TNMG 220404-CM
4125

B0T53TNCM18 10,73  

TNMG 220408-CM
B0T53TNCM16 10,66  

3120 B0T53TNCM22 10,73  

SA

TNMG 160408-SA
5110 B0T54TNSA05 10,51 0,80

2,00
3,00

0,10
0,20
0,30

 

5115 B0T54TNSA06  

SM

TNMG 160404-SM
2125

B0T55TNSM10 7,68 1,00
2,50
4,20

0,22
0,30
0,40

 

TNMG 160408-SM B0T55TNSM11  

SG
R

O
SS

AT
U

R
A

C
R

TNMG 160408-CR
4125

B0T56TNCR10 7,68 1,50
3,50
5,00 0,30

0,40
0,50



TNMG 160412-CR B0T56TNCR11 

C
M

R

TNMG 160408-CMR 3120 B0T57TNCMR20 7,71 2,00
3,50
5,00

 

TNMG 160412-CMR 4125 B0T57TNCMR05 10,73  

B.29Indivisible package  Suggested retail package - Unit price

TURNING NEGATIVE INSERTS -T SHAPE

CUTTING DATA

Description Grade Tech. Code Depth
mm

Feed
mm/rev

P M K N S H

FI
N

IS
H

IN
G

TS
F

TNMG 160404-TSF
T9215

0,20
1,00
1,50

0,08
0,15
0,40

  

T9125   

TNMG 160408-TSF
T9215   

T9125   

SF

TNMG 160404-SF

T6120

0.80
1.50
2.80

0.09
0.25
0.45



T6130 

AH630   

TNMG 160408-SF

T6120 

AH630 

T6130   

H
R

F

TNMG 160404-HRF
AH8005

0.40
1.00
1.50

0.05
0.15
0.25



AH8015 

TNMG 160408-HRF
AH8005 

AH8015 

M
ED

IU
M

C
U

TT
IN

G

TM

TNMG 160404-TM

T9215

1,00
3,00
4,00

0,20
0,30
0,50

  

T9125   

T9135 

TNMG 160408-TM

T9215   

T9125   

T9135 

37

TNMG 160404-37
T9215 1,00

2,50
4,00

0,20
0,30
0,40

  

TNMG 160408-37   

SM

TNMG 160404-SM

T6120

0.50
2.00
4.00

0.20
0.30
0.50



T6130 

AH630   

AH645   

TNMG 160408-SM

T6120 

T6130 

AH630   

AH645   

TNMG 160412-SM

T6120 

T6130 

AH630   

AH645   

H
R

M

TNMG 160408-HRM
AH8005

0.10
0.20
0.30



AH8015 

TNMG 160412-HRM
AH8005 

AH8015 

TURNING NEGATIVE INSERTS - T SHAPE

CUTTING DATA

Description Grade Tech. Code Depth
mm

Feed
mm/rev

P M K N S H

M
ED

IU
M

C
U

TT
IN

G

C
M

TNMG 160404-CM
4115

1.00
2.50
4.00

0.22
0.35
0.44

 

4125  

TNMG 160408-CM

4115  

4125  

4135  

3120  

TNMG 160412-CM

4115  

4125  

3120  

TNMG 220404-CM
4125

 

TNMG 220408-CM
 

3120  

SA

TNMG 160408-SA
5110 0.80

2.00
3.00

0.10
0.20
0.30

 

5115  

SM

TNMG 160404-SM
2125 1.00

2.50
4.20

0.22
0.30
0.40

 

TNMG 160408-SM  

R
O

U
G

H
IN

G C
R

TNMG 160408-CR
4125 1.50

3.50
5.00 0.30

0.40
0.50



TNMG 160412-CR 

C
M

R

TNMG 160408-CMR 3120 2.00
3.50
5.00

 

TNMG 160412-CMR 4125  



B

B.30 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

INSERTI DI TORNITURA NEGATIVI - FORMA V

CONDIZIONI DI TAGLIO

Descrizione Qualità Cod. Tec. GR17
Euro

Profondità
mm

Avanzamento
mm/giro

P M K N S H

FI
N

IT
U

R
A

TS
F

VNMG 160404-TSF
T9215 B0V10VNTSF09 20,29

0,20
1,00
1,50

0,08
0,15
0,40

  

T9125 B0V10VNTSF06 18,90   

VNMG 160408-TSF
T9215 B0V10VNTSF10 20,29   

T9125 B0V10VNTSF08

18,90

  

SF

VNMG 160404-SF

T6120 B0V11VNSF05

0,80
1,50
2,80

0,09
0,25
0,45



T6130 B0V11VNSF06 

AH630 B0V11VNSF07   

VNMG 160408-SF

T6120 B0V11VNSF08 

T6130 B0V11VNSF09 

AH630 B0V11VNSF10   

H
R

F

VNMG 160404-HRF
AH8005 B0V12VNHRF05

0,40
1,00
1,50

0,05
0,15
0,25



AH8015 B0V12VNHRF06 

VNMG 160408-HRF
AH8005 B0V12VNHRF07 

AH8015 B0V12VNHRF08 

TA
G

LI
O

M
ED

IO

TM

VNMG 160404-TM
T9215 B0V13VNTM09 20,29

1,00
3,00
5,00

0,20
0,30
0,50

  

T9125 B0V13VNTM06 18,90   

VNMG 160408-TM
T9215 B0V13VNTM10 20,29   

T9125 B0V13VNTM08

18,90

  

SM

VNMG 160404-SM

T6120 B0V14VNSM05

0,50
2,00
4,00



T6130 B0V14VNSM06 

AH630 B0V14VNSM07   

VNMG 160408-SM

T6120 B0V14VNSM08 

T6130 B0V14VNSM09 

AH630 B0V14VNSM10   

H
R

M

VNMG 160404-HRM
AH8005 B0V15VNHRM05

0,10
0,20
0,30



AH8015 B0V15VNHRM06 

VNMG 160408-HRM
AH8005 B0V15VNHRM07 

AH8015 B0V15VNHRM08 

INSERTI DI TORNITURA NEGATIVI - FORMA V Turn

CONDIZIONI DI TAGLIO

Descrizione Qualità Cod. Tec. GR19
Euro

Profondità
mm

Avanzamento
mm/giro

P M K N S H

FI
N

IT
U

R
A SF

VNGP 160402-SF
2120

B0V55VNSF05 21,92 0,50
1,00
2,50

0,10
0,15
0,25

   

VNGP 160404-SF B0V55VNSF06    

C
SF

VNMG 160404-CSF 4115 B0V56VNCSF05 13,52 0,50
1,00
2,00

0,10
0,15
0,20

 

TA
G

LI
O

M
ED

IO

C
M

VNMG 160404-CM
4115 B0V57VNCM10

13,52
1,00
2,50
4,00

0,22
0,35
0,44

 

4125 B0V57VNCM11  

VNMG 160408-CM
4115 B0V57VNCM12  

4125 B0V57VNCM13  

SA

VNMG 160408-SA
5110 B0V58VNSA05 15,52 0,80

2,00
3,00

0,10
0,20
0,30

 

5115 B0V58VNSA06  

SM

VNMG 160408-SM 2125 B0V59VNSM05 13,52 1,00
2,50
4,20

0,22
0,30
0,40

 

B.30 Indivisible package   Suggested retail package - Unit price

TURNING NEGATIVE INSERTS - V SHAPE

CUTTING DATA

Description Grade Tech. Code Depth
mm

Feed
mm/rev

P M K N S H

FI
N

IS
H

IN
G

TS
F

VNMG 160404-TSF
T9215

0,20
1,00
1,50

0,08
0,15
0,40

  

T9125   

VNMG 160408-TSF
T9215   

T9125   

SF

VNMG 160404-SF

T6120

0.80
1.50
2.80

0.09
0.25
0.45



T6130 

AH630   

VNMG 160408-SF

T6120 

T6130 

AH630   

H
R

F

VNMG 160404-HRF
AH8005

0.40
1.00
1.50

0.05
0.15
0.25



AH8015 

VNMG 160408-HRF
AH8005 

AH8015 

M
ED

IU
M

C
U

TT
IN

G

TM

VNMG 160404-TM
T9215

1,00
3,00
5,00

0,20
0,30
0,50

  

T9125   

VNMG 160408-TM
T9215   

T9125   

SM

VNMG 160404-SM

T6120

0.50
2.00
4.00



T6130 

AH630   

VNMG 160408-SM

T6120 

T6130 

AH630   

H
R

M

VNMG 160404-HRM
AH8005

0.10
0.20
0.30



AH8015 

VNMG 160408-HRM
AH8005 

AH8015 

TURNING NEGATIVE INSERTS - V SHAPE

CUTTING DATA

Description Grade Tech. Code Depth
mm

Feed
mm/rev

P M K N S H

FI
N

IS
H

IN
G SF

VNGP 160402-SF
2120 0.50

1.00
2.50

0.10
0.15
0.25

   

VNGP 160404-SF    

C
SF

VNMG 160404-CSF 4115 0.50
1.00
2.00

0.10
0.15
0.20

 

M
ED

IU
M

C
U

TT
IN

G

C
M

VNMG 160404-CM
4115

1.00
2.50
4.00

0.22
0.35
0.44

 

4125  

VNMG 160408-CM
4115  

4125  

SA

VNMG 160408-SA
5110 0.80

2.00
3.00

0.10
0.20
0.30

 

5115  

SM

VNMG 160408-SM 2125 1.00
2.50
4.20

0.22
0.30
0.40

 



B

B.31 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

INSERTI DI TORNITURA NEGATIVI - FORMA W Turn

CONDIZIONI DI TAGLIO

Descrizione Qualità Cod. Tec. GR19
Euro

Profondità
mm

Avanzamento
mm/giro

P M K N S H

FI
N

IT
U

R
A SF

WNGP 080404-SF
2120

B0W54WNSF10 16,66 0,50
1,00
2,50

0,10
0,15
0,25

   

WNGP 080408-SF B0W54WNSF11    

C
SF

WNMG 060604-CSF
4115

B0W55WNCSF10 8,84 0,50
1,00
2,00

0,10
0,15
0,20

 

WNMG 080404-CSF B0W55WNCSF11 10,36  

TA
G

LI
O

M
ED

IO

C
M

WNMG 060404-CM
4115 B0W56WNCM05

8,84

1,00
2,50
4,00

0,22
0,35
0,44

 

4125 B0W56WNCM06  

WNMG 060408-CM
4115 B0W56WNCM07  

4125 B0W56WNCM08  

WNMG 080404-CM
4115 B0W56WNCM10

8,71

 

4125 B0W56WNCM11  

WNMG 080408-CM

4115 B0W56WNCM12  

4125 B0W56WNCM13  

4135 B0W56WNCM14  

3120 B0W56WNCM20 10,08  

WNMG 080412-CM

4115 B0W56WNCM15
8,71

 

4125 B0W56WNCM16  

4135 B0W56WNCM17  

3120 B0W56WNCM21 10,08  

SA

WNMG 080408-SA
5110 B0W57WNSA05 11,77 0,80

2,00
3,00

0,10
0,20
0,30

 

5115 B0W57WNSA06  

SM

WNMG 060404-SM

2125

B0W58WNSM05 8,84
1,00
2,50
4,20

0,22
0,30
0,40

 

WNMG 060408-SM B0W58WNSM06  

WNMG 080404-SM B0W58WNSM10 8,71
 

WNMG 080408-SM B0W58WNSM11  

WNMG 080412-SM B0W58WNSM12 10,08  

SG
R

O
SS

AT
U

R
A

C
R

WNMG 080408-CR
4125

B0W59WNCR10 8,71 1,50
3,50
5,00 0,30

0,40
0,50

 

WNMG 080412-CR B0W59WNCR11  

C
M

R

WNMG 080408-CMR
3120

B0W60WNCMR20 10,08 2,00
3,50
5,00

 

WNMG 080412-CMR B0W60WNCMR21 10,36  

Prodotto disponibile nel CAP E

CHIAVI A BANDIERA PER VITI CON IMPRONTA TORX®

Cod. Tec. 
L

mm

E355006 TX6

50
E355007 TX7

E355008 TX8

E355009 TX9

Prodotti correlati

B.31Indivisible package  Suggested retail package - Unit price

TURNING NEGATIVE INSERTS - W SHAPE

CUTTING DATA

Description Grade Tech. Code Depth
mm

Feed
mm/rev

P M K N S H

FI
N

IS
H

IN
G SF

WNGP 080404-SF
2120 0.50

1.00
2.50

0.10
0.15
0.25

   

WNGP 080408-SF    

C
SF

WNMG 060604-CSF
4115 0.50

1.00
2.00

0.10
0.15
0.20

 

WNMG 080404-CSF  

M
ED

IU
M

C
U

TT
IN

G

C
M

WNMG 060404-CM
4115

1.00
2.50
4.00

0.22
0.35
0.44

 

4125  

WNMG 060408-CM
4115  

4125  

WNMG 080404-CM
4115  

4125  

WNMG 080408-CM

4115  

4125  

4135  

3120  

WNMG 080412-CM

4115  

4125  

4135  

3120  

SA

WNMG 080408-SA
5110 0.80

2.00
3.00

0.10
0.20
0.30

 

5115  

SM

WNMG 060404-SM

2125
1.00
2.50
4.20

0.22
0.30
0.40

 

WNMG 060408-SM  

WNMG 080404-SM  

WNMG 080408-SM  

WNMG 080412-SM  

R
O

U
G

H
IN

G C
R

WNMG 080408-CR
4125 1.50

3.50
5.00 0.30

0.40
0.50

 

WNMG 080412-CR  

C
M

R

WNMG 080408-CMR
3120 2.00

3.50
5.00

 

WNMG 080412-CMR  

Product available in index E

FLAG WRENCHES FOR TORX® SCREWS

Tech. Code 
L

mm

TX6

50
TX7

TX8

TX9

Related products



B

B.32 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

INSERTI DI TORNITURA NEGATIVI - FORMA W

CONDIZIONI DI TAGLIO

Descrizione Qualità Cod. Tec. GR17
Euro

Profondità
mm

Avanzamento
mm/giro

P M K N S H

FI
N

IT
U

R
A

TS
F

WNMG 060404-TSF
T9215 B0W11WNTSF016 9,99

0,20
1,00
1,50

0,08
0,15
0,40

  

T9125 B0W11WNTSF06 9,32   

WNMG 060408-TSF
T9215 B0W11WNTSF015 9,99   

T9125 B0W11WNTSF08 9,32   

WNMG 080404-TSF
T9215 B0W11WNTSF014 12,41   

T9125 B0W11WNTSF011 11,59   

WNMG 080408-TSF
T9215 B0W11WNTSF017 12,41   

T9125 B0W11WNTSF013

11,59

  

SF

WNMG 080404-SF

T6120 B0W12WNSF05

0,80
1,50
2,80

0,09
0,25
0,45



T6130 B0W12WNSF06 

AH630 B0W12WNSF07   

WNMG 080408-SF

T6120 B0W12WNSF08 

T6130 B0W12WNSF09 

AH630 B0W12WNSF10   

H
R

F

WNMG 080404-HRF
AH8005 B0W13WNHRF05

0,40
1,00
1,50

0,05
0,15
0,25



AH8015 B0W13WNHRF06 

WNMG 080408-HRF
AH8005 B0W13WNHRF07 

AH8015 B0W13WNHRF08 

TA
G

LI
O

M
ED

IO

TM

WNMG 060404-TM
T9215 B0W21WNTM018 9,99

1,00
3,00
5,00

0,20
0,30
0,50

  

T9125 B0W21WNTM06 9,32   

WNMG 060408-TM
T9215 B0W21WNTM017 9,99   

T9125 B0W21WNTM08 9,32   

WNMG 080404-TM

T9215 B0W21WNTM19 12,41   

T9125 B0W21WNTM10 11,59
  

T9135 B0W21WNTM14 

WNMG 080408-TM

T9215 B0W21WNTM18 12,41   

T9125 B0W21WNTM012 11,59
  

T9135 B0W21WNTM013 

WNMG 080412-TM

T9215 B0W21WNTM20 12,41   

T9125 B0W21WNTM16

11,59

  

T9135 B0W21WNTM17 

SM

WNMG 080404-SM

T6120 B0W22WNSM010

0,50
2,00
4,00



T6130 B0W22WNSM011 

AH630 B0W22WNSM012   

WNMG 080408-SM

T6120 B0W22WNSM014 

T6130 B0W22WNSM015 

AH630 B0W22WNSM016   

WNMG 080412-SM

T6120 B0W22WNSM17 

T6130 B0W22WNSM18 

AH630 B0W22WNSM19   

H
R

M

WNMG 080404-HRM
AH8005 B0W24WNHRM05

0,10
0,20
0,30



AH8015 B0W24WNHRM06 

WNMG 080408-HRM
AH8005 B0W24WNHRM07 

AH8015 B0W24WNHRM08 

SG
R

O
SS

AT
U

R
A

TH

WNMG 080408-TH

T9215 B0W31WNTH018 12,41

3,00
4,00
6,00

0,30
0,40
0,60

  

T9125 B0W31WNTH011 11,59
  

T9135 B0W31WNTH012 

WNMG 080412-TH

T9215 B0W31WNTH017 12,41   

T9125 B0W31WNTH015

11,59

  

T9135 B0W31WNTH016 

SH

WNMG 080408-SH

T6130 B0W32WNSH05

2,00
4,00
6,00

0,30
0,45
0,60



AH630 B0W32WNSH06   

AH645 B0W32WNSH07   

WNMG 080412-SH

T6130 B0W32WNSH08 

AH630 B0W32WNSH09   

AH645 B0W32WNSH10   

B.32 Indivisible package   Suggested retail package - Unit price

TURNING NEGATIVE INSERTS - W SHAPE

CUTTING DATA

Description Grade Tech. Code Depth
mm

Feed
mm/rev

P M K N S H

FI
N

IS
H

IN
G

TS
F

WNMG 060404-TSF
T9215

0,20
1,00
1,50

0,08
0,15
0,40

  

T9125   

WNMG 060408-TSF
T9215   

T9125   

WNMG 080404-TSF
T9215   

T9125   

WNMG 080408-TSF
T9215   

T9125   

SF

WNMG 080404-SF

T6120

0.80
1.50
2.80

0.09
0.25
0.45



T6130 

AH630   

WNMG 080408-SF

T6120 

T6130 

AH630   

H
R

F

WNMG 080404-HRF
AH8005

0.40
1.00
1.50

0.05
0.15
0.25



AH8015 

WNMG 080408-HRF
AH8005 

AH8015 

M
ED

IU
M

C
U

TT
IN

G

TM

WNMG 060404-TM
T9215

1,00
3,00
5,00

0,20
0,30
0,50

  

T9125   

WNMG 060408-TM
T9215   

T9125   

WNMG 080404-TM

T9215   

T9125   

T9135 

WNMG 080408-TM

T9215   

T9125   

T9135 

WNMG 080412-TM

T9215   

T9125   

T9135 

SM

WNMG 080404-SM

T6120

0.50
2.00
4.00



T6130 

AH630   

WNMG 080408-SM

T6120 

T6130 

AH630   

WNMG 080412-SM

T6120 

T6130 

AH630   

H
R

M

WNMG 080404-HRM
AH8005

0.10
0.20
0.30



AH8015 

WNMG 080408-HRM
AH8005 

AH8015 

R
O

U
G

H
IN

G

TH

WNMG 080408-TH

T9215

3,00
4,00
6,00

0,30
0,40
0,60

  

T9125   

T9135 

WNMG 080412-TH

T9215   

T9125   

T9135 

SH

WNMG 080408-SH

T6130

2.00
4.00
6.00

0.30
0.45
0.60



AH630   

AH645   

WNMG 080412-SH

T6130 

AH630   

AH645   



B

B.33 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

INSERTI DI TORNITURA POSITIVI - FORMA C Turn

CONDIZIONI DI TAGLIO

Descrizione Qualità Cod. Tec. GR19
Euro

Profondità
mm

Avanzamento
mm/giro

P M K N S H

FI
N

IT
U

R
A

FF
P

CCMT 060402-FFP
1010

B1C54CCFFP05 6,51 0,20
0,50
1,80

0,05
0,12
0,20

  

CCMT 09T308-FFP B1C54CCFFP06 7,85   

C
FP

CCMT 060202-CFP 4125 B1C55CCCFP10 5,95

0,50
1,50
2,20

0,07
0,10
0,14

 

CCMT 060204-CFP
4115 B1C55CCCFP14 6,32  

4125
B1C55CCCFP11 5,95  

CCMT 09T302-CFP B1C55CCCFP15 7,22
 

CCMT 09T304-CFP
4115 B1C55CCCFP16  

4125 B1C55CCCFP12 6,78  

CCMT 09T308-CFP

4115 B1C55CCCFP17 7,22  

4125 B1C55CCCFP13 6,78  

4135 B1C55CCCFP18 7,22  

TA
G

LI
O

M
ED

IO

C
M

P

CCMT 060204-CMP

4115 B1C56CCCMP10 5,95

2,00
3,00
5,00

0,12
0,16
0,21

 

4125 B1C56CCCMP11  

4135 B1C56CCCMP23

6,32

 

CCMT 060208-CMP
4115 B1C56CCCMP18  

4125 B1C56CCCMP20  

CCMT 060207-CMP 4135 B1C56CCCMP24  

CCMT 09T304-CMP

4115 B1C56CCCMP12
6,78

 

4125 B1C56CCCMP13  

4135 B1C56CCCMP14  

CCMT 09T308-CMP

4115 B1C56CCCMP19 7,22
 

4125 B1C56CCCMP21  

4135 B1C56CCCMP15 6,78  

CCMT 120404-CMP

4125

B1C56CCCMP16 8,67
 

CCMT 120408-CMP B1C56CCCMP17  

CCMT 120412-CMP B1C56CCCMP22 9,23  

SM
P

CCMT 060204-SMP

2125

B1C57CCSMP10 5,95  

CCMT 060208-SMP B1C57CCSMP12 6,32  

CCMT 09T304-SMP
B1C57CCSMP11 6,78  

2135 B1C57CCSMP13
7,22

 

CCMT 09T308-SMP
2125 B1C57CCSMP14  

2135 B1C57CCSMP15  

CCMT 120404-SMP

2125

B1C57CCSMP16
9,23

 

CCMT 120408-SMP B1C57CCSMP17  

CCMT 120412-SMP B1C57CCSMP18  

AF
P

CCGT 06021FN-AFP

NL10

B1C58CCAFP15 13,60

1,50
3,00
6,50

0,20
0,30
0,50

  

CCGT 060202FN-AFP B1C58CCAFP10 13,42
  

CCGT 060204FN-AFP B1C58CCAFP11   

CCGT 09T302FN-AFP B1C58CCAFP12
13,83

  

CCGT 09T304FN-AFP B1C58CCAFP13   

CCGT 09T308FN-AFP B1C58CCAFP14   

CCGT 120404FN-AFP B1C58CCAFP16 13,87
  

CCGT 120408FN-AFP B1C58CCAFP17   

B.33Indivisible package  Suggested retail package - Unit price

TURNING POSITIVE INSERTS - C SHAPE

CUTTING DATA

Description Grade Tech. Code Depth
mm

Feed
mm/rev

P M K N S H

FI
N

IS
H

IN
G

FF
P

CCMT 060402-FFP
1010 0.20

0.50
1.80

0.05
0.12
0.20

  

CCMT 09T308-FFP   

C
FP

CCMT 060202-CFP 4125

0.50
1.50
2.20

0.07
0.10
0.14

 

CCMT 060204-CFP
4115  

4125
 

CCMT 09T302-CFP  

CCMT 09T304-CFP
4115  

4125  

CCMT 09T308-CFP

4115  

4125  

4135  

M
ED

.C
U

T.

C
M

P

CCMT 060204-CMP

4115

2,00
3,00
5,00

0.12
0.16
0.21

 

4125  

4135  

CCMT 060208-CMP
4115  

4125  

CCMT 060207-CMP 4135  

CCMT 09T304-CMP

4115  

4125  

4135  

CCMT 09T308-CMP

4115  

4125  

4135  

CCMT 120404-CMP

4125

 

CCMT 120408-CMP  

CCMT 120412-CMP  

SM
P

CCMT 060204-SMP

2125

 

CCMT 060208-SMP  

CCMT 09T304-SMP
 

2135  

CCMT 09T308-SMP
2125  

2135  

CCMT 120404-SMP

2125

 

CCMT 120408-SMP  

CCMT 120412-SMP  

AF
P

CCGT 06021FN-AFP

NL10
1.50
3.00
6.50

0.20
0.35
0.50

  

CCGT 060202FN-AFP   

CCGT 060204FN-AFP   

CCGT 09T302FN-AFP   

CCGT 09T304FN-AFP   

CCGT 09T308FN-AFP   

CCGT 120404FN-AFP   

CCGT 120408FN-AFP   



B

B.34 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

INSERTI DI TORNITURA POSITIVI - FORMA C

CONDIZIONI DI TAGLIO

Descrizione Qualità Cod. Tec. GR17
Euro

Profondità
mm

Avanzamento
mm/giro

P M K N S H

FI
N

IT
U

R
A

W
08 CCGT 03X102L-W08

SH730
B1C11CCW010 15,09

0,10
0,30
0,50

0,05
0,15
0,30

     

CCGT 03X102R-W08 B1C11CCW011      

W
15 CCGT 060204L-W15 GT9530 B1C11CCW1505 13,18 

W
20 CCGT 09T304L-W20 GT9530 B1C11CCW2005 14,11 

PS
F

CCMT 060202-PSF
AH725

B1C12CCPSF010 7,26
    

CCMT 060204-PSF

B1C12CCPSF011     

T9215 B1C12CCPSF025 7,78   

T9125 B1C12CCPSF013 7,26   

CCMT 09T302-PSF
AH725

B1C12CCPSF020 8,19
    

CCMT 09T304-PSF

B1C12CCPSF021     

T9215 B1C12CCPSF024 8,76   

T9125 B1C12CCPSF023 8,19   

TA
G

LI
O

M
ED

IO

PS
S

CCMT 060204-PSS

T9215 B1C14CCPSS035 7,78

0,50
1,50
2,50

0,08
0,15
0,30

  

T9125 B1C14CCPSS018

7,26

  

T6120 B1C14CCPSS005 

T6130 B1C14CCPSS006 

AH725 B1C14CCPSS007     

CCMT 060208-PSS

T9215 B1C14CCPSS036 7,78   

T9125 B1C14CCPSS009
7,26

  

T6130 B1C14CCPSS011 

AH725 B1C14CCPSS012     

CCMT 09T304-PSS

T9215 B1C14CCPSS033 8,76   

T9125 B1C14CCPSS024

8,19

  

T6120 B1C14CCPSS025 

T6130 B1C14CCPSS026 

AH725 B1C14CCPSS027     

CCMT 09T308-PSS

T9215 B1C14CCPSS034 8,76   

T9125 B1C14CCPSS029

8,19

  

T6120 B1C14CCPSS030 

T6130 B1C14CCPSS031 

AH725

B1C14CCPSS032     

JS

CCGT 060201N-JS B1C15CCJS005
11,95 1,00

1,50
3,00

0,02
0,08
0,20

    

CCGT 060202N-JS B1C15CCJS006     

CCGT 060204N-JS B1C15CCJS007     

CCGT 09T302N-JS B1C15CCJS008 12,88
    

CCGT 09T304-JS B1C15CCJS009     

PM

CCMT 060204-PM

T9215 B1C21CCPM019 7,78

1,00
2,00
3,00

0,15
0,20
0,30

  

AH725 B1C21CCPM002
7,26

    

T6120 B1C21CCPM003 

T6130 B1C21CCPM004 

CCMT 060208-PM

T9215 B1C21CCPM020 7,78   

AH725 B1C21CCPM006
7,26

    

T6120 B1C21CCPM021 

T6130 B1C21CCPM008 

CCMT 09T304-PM

AH725 B1C21CCPM010

8,19

    

T6120 B1C21CCPM011 

T6130 B1C21CCPM012 

CCMT 09T308-PM

AH725 B1C21CCPM013     

T6120 B1C21CCPM014 

T6130 B1C21CCPM015 

CCMT 120408-PM

AH725 B1C21CCPM016
11,38

    

T6120 B1C21CCPM017 

T6130 B1C21CCPM018 

B.34 Indivisible package   Suggested retail package - Unit price

TURNING POSITIVE INSERTS - C SHAPE

CUTTING DATA

Description Grade Tech. Code Depth
mm

Feed
mm/rev

P M K N S H

FI
N

IS
H

IN
G

W
08 CCGT 03X102L-W08

SH730

0.10
0.30
0.50

0.05
0.15
0.30

     

CCGT 03X102R-W08      

W
15 CCGT 060204L-W15 GT9530 

W
20 CCGT 09T304L-W20 GT9530 

PS
F

CCMT 060202-PSF
AH725

    

CCMT 060204-PSF

    

T9215   

T9125   

CCMT 09T302-PSF
AH725

    

CCMT 09T304-PSF

    

T9215   

T9125   

M
ED

IU
M

C
U

TT
IN

G

PS
S

CCMT 060204-PSS

T9215

0,50
1,50
2,50

0,08
0,15
0,30

  

T9125   

T6120 

T6130 

AH725     

CCMT 060208-PSS

T9215   

T9125   

T6130 

AH725     

CCMT 09T304-PSS

T9215   

T9125   

T6120 

T6130 

AH725     

CCMT 09T308-PSS

T9215   

T9125   

T6120 

T6130 

AH725

    

JS

CCGT 060201N-JS

1,00
1,50
3,00

0.02
0.08
0.20

    

CCGT 060202N-JS     

CCGT 060204N-JS     

CCGT 09T302N-JS     

CCGT 09T304-JS     

PM

CCMT 060204-PM

T9215

1,00
2,00
3,00

0,15
0,20
0,30

  

AH725     

T6120 

T6130 

CCMT 060208-PM

T9215   

AH725     

T6120 

T6130 

CCMT 09T304-PM

AH725     

T6120 

T6130 

CCMT 09T308-PM

AH725     

T6120 

T6130 

CCMT 120408-PM

AH725     

T6120 

T6130 



B

B.35 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

INSERTI DI TORNITURA POSITIVI - FORMA D Turn

CONDIZIONI DI TAGLIO

Descrizione Qualità Cod. Tec. GR19
Euro

Profondità
mm

Avanzamento
mm/giro

P M K N S H

FI
N

IT
U

R
A

FF
P

DCMT 070204-FFP
1010

B1D55DCFFP05 6,51 0,20
0,50
1,80

0,05
0,12
0,20

  

DCMT 11T304-FFP B1D55DCFFP06   

  

C
FP

DCMT 070202-CFP 4125 B1D56DCCFP10 5,85

0,50
1,50
2,20

0,07
0,10
0,14

 

DCMT 070204-CFP
4115 B1D56DCCFP14 6,21  

4125

B1D56DCCFP11 5,85  

DCMT 11T302-CFP B1D56DCCFP15 7,92  

DCMT 11T304-CFP B1D56DCCFP12 7,46
 

DCMT 11T308-CFP B1D56DCCFP13  

TA
G

LI
O

M
ED

IO

C
M

P

DCMT 070204-CMP
B1D57DCCMP10 5,85

2,00
3,00
5,00

0,12
0,16
0,21

 

4135 B1D57DCCMP11  

DCMT 070208-CMP
4125 B1D57DCCMP18 6,21

 

4135 B1D57DCCMP19  

DCMT 11T304-CMP

4115 B1D57DCCMP12

7,46

 

4125 B1D57DCCMP13  

4135 B1D57DCCMP14  

DCMT 11T308-CMP

4115 B1D57DCCMP15  

4125 B1D57DCCMP16  

4135 B1D57DCCMP17  

SM
P

DCMT 070204-SMP

2125

B1D58DCSMP10 5,85  

DCMT 070208-SMP B1D58DCSMP13 6,21  

DCMT 11T304-SMP
B1D58DCSMP11 7,46  

2135 B1D58DCSMP14 7,92  

DCMT 11T308-SMP
2125 B1D58DCSMP12 7,46  

2135 B1D58DCSMP15 7,92  

AF
P

DCGT 070201FN-AFP

NL10

B1D59DCAFP15 10,36

1,50
3,00
6,50

0,20
0,35
0,50

  

DCGT 070202FN-AFP B1D59DCAFP10 9,84
  

DCGT 070204FN-AFP B1D59DCAFP11   

DCGT 070208FN-AFP B1D59DCAFP16 10,36   

DCGT 11T302FN-AFP B1D59DCAFP12
11,52

  

DCGT 11T304FN-AFP B1D59DCAFP13   

DCGT 11T308FN-AFP B1D59DCAFP14   

Technology
Efficiency

Enduranceprecision tooling

B.35Indivisible package  Suggested retail package - Unit price

TURNING POSITIVE INSERTS - D SHAPE

CUTTING DATA

Description Grade Tech. Code Depth
mm

Feed
mm/rev

P M K N S H

FI
N

IS
H

IN
G

FF
P

DCMT 070204-FFP
1010 0.20

0.50
1.80

0.05
0.12
0.20

  

DCMT 11T304-FFP   

  

C
FP

DCMT 070202-CFP 4125

0.50
1.50
2.20

0.07
0.10
0.14

 

DCMT 070204-CFP
4115  

4125

 

DCMT 11T302-CFP  

DCMT 11T304-CFP  

DCMT 11T308-CFP  

M
ED

IU
M

C
U

TT
IN

G

C
M

P

DCMT 070204-CMP

2.00
3.00
5.00

0.12
0.16
0.21

 

4135  

DCMT 070208-CMP
4125  

4135  

DCMT 11T304-CMP

4115  

4125  

4135  

DCMT 11T308-CMP

4115  

4125  

4135  

SM
P

DCMT 070204-SMP

2125

 

DCMT 070208-SMP  

DCMT 11T304-SMP
 

2135  

DCMT 11T308-SMP
2125  

2135  

AF
P

DCGT 070201FN-AFP

NL10
1.50
3.00
6.50

0.20
0.35
0.50

  

DCGT 070202FN-AFP   

DCGT 070204FN-AFP   

DCGT 070208FN-AFP   

DCGT 11T302FN-AFP   

DCGT 11T304FN-AFP   

DCGT 11T308FN-AFP   



B

B.36 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

INSERTI DI TORNITURA POSITIVI - FORMA D

CONDIZIONI DI TAGLIO

Descrizione Qualità Cod. Tec. GR17
Euro

Profondità
mm

Avanzamento
mm/giro

P M K N S H

FI
N

IT
U

R
A

W
15

DCGT 11T302L-W15

NS9530

B1D10DCW1505

13,08

0,10
0,30
0,50

0,05
0,15
0,30



DCGT 11T302R-W15 B1D10DCW1506 

DCGT 11T304L-W15 B1D10DCW1507 

DCGR 11T304R-W15 B1D10DCW1508 

PS
F

DCMT 070202-PSF
AH725

B1D11DCPSF010 7,06
    

DCMT 070204-PSF

B1D11DCPSF005     

T9215 B1D11DCPSF015 7,57   

T9125 B1D11DCPSF007 7,06   

DCMT 11T302-PSF
AH725

B1D11DCPSF020 9,32
    

DCMT 11T304-PSF

B1D11DCPSF021     

T9215 B1D11DCPSF014 10,04   

T9125 B1D11DCPSF009 9,32
  

DCMT 11T308-PSF

AH725 B1D11DCPSF022     

T9215 B1D11DCPSF013 10,04   

T9125 B1D11DCPSF012 9,32   

TA
G

LI
O

M
ED

IO

PS
S

DCMT 070204-PSS

T9215 B1D12DCPSS032 7,57

0,50
1,50
2,50

0,08
0,15
0,30

  

T9125 B1D12DCPSS013

7,06

  

T6120 B1D12DCPSS005 

T6130 B1D12DCPSS006 

AH725 B1D12DCPSS007     

DCMT 070208-PSS

T9215 B1D12DCPSS034 7,57   

T9125 B1D12DCPSS015
7,06

  

T6120 B1D12DCPSS016 

T6130 B1D12DCPSS017 

DCMT 11T304-PSS

T9215 B1D12DCPSS031 10,04   

T6120 B1D12DCPSS009

9,32



T6130 B1D12DCPSS010 

AH725
B1D12DCPSS020     

DCMT 11T308-PSS

B1D12DCPSS026     

T9215 B1D12DCPSS033 10,04   

T9125 B1D12DCPSS030
9,32

  

T6120 B1D12DCPSS018 

T6130 B1D12DCPSS011 

JS

DCGT 070201N-JS

AH725

B1D13DCJS005 11,64
1,00
1,50
3,00

0,02
0,08
0,20

    

DCGT 070202N-JS B1D13DCJS006     

DCGT 11T301N-JS B1D13DCJS007
13,54

    

DCGT 11T302N-JS B1D13DCJS008     

DCGT 11T304N-JS B1D13DCJS009     

PM

DCMT 070204-PM

T9215 B1D21DCPM021 7,57

1,00
2,00
3,00

0,15
0,20
0,30

  

AH725 B1D21DCPM006
7,06

    

T6120 B1D21DCPM007 

T6130 B1D21DCPM008 

DCMT 070208-PM

T9215 B1D21DCPM022 7,57   

AH725 B1D21DCPM016
7,06

    

T6120 B1D21DCPM023 

T6130 B1D21DCPM024 

DCMT 11T304-PM

T9215 B1D21DCPM020 10,04   

AH725 B1D21DCPM010
9,32

    

T6120 B1D21DCPM011 

T6130 B1D21DCPM012 

DCMT 11T308-PM

T9215 B1D21DCPM019 10,04   

AH725 B1D21DCPM013
9,32

    

T6120 B1D21DCPM014 

T6130 B1D21DCPM015 

INSERTI DI TORNITURA POSITIVI - FORMA K Turn

CONDIZIONI DI TAGLIO

Descrizione Qualità Cod. Tec. GR19
Euro

Profondità
mm

Avanzamento
mm/giro

P M K N S H

T.
M

ED
IO

C
M

P

KNUX 160405L-CMP
4125

B1K61KNCMP10 10,33

2,00
3,00
5,00

0,12
0,16
0,21

 

KNUX 160405R-CMP B1K61KNCMP11  

 

KNUX 160410R-CMP
4125

B1K61KNCMP12 10,39
 

KNUX 160410L-CMP B1K61KNCMP13  

 

B.36 Indivisible package   Suggested retail package - Unit price

TURNING POSITIVE INSERTS - D SHAPE

CUTTING DATA

Description Grade Tech. Code Depth
mm

Feed
mm/rev

P M K N S H

FI
N

IS
H

IN
G

W
15

DCGT 11T302L-W15

NS9530

0.10
0.30
0.50

0.05
0.15
0.30



DCGT 11T302R-W15 

DCGT 11T304L-W15 

DCGR 11T304R-W15 

PS
F

DCMT 070202-PSF
AH725

    

DCMT 070204-PSF

    

T9215   

T9125   

DCMT 11T302-PSF
AH725

    

DCMT 11T304-PSF

    

T9215   

T9125   

DCMT 11T308-PSF

AH725     

T9215   

T9125   

M
ED

IU
M

C
U

TT
IN

G

PS
S

DCMT 070204-PSS

T9215

0,50
1,50
2,50

0,08
0,15
0,30

  

T9125   

T6120 

T6130 

AH725     

DCMT 070208-PSS

T9215   

T9125   

T6120 

T6130 

DCMT 11T304-PSS

T9215   

T6120 

T6130 

AH725
    

DCMT 11T308-PSS

    

T9215   

T9125   

T6120 

T6130 

JS

DCGT 070201N-JS

AH725
1,00
1,50
3,00

0,02
0,08
0,20

    

DCGT 070202N-JS     

DCGT 11T301N-JS     

DCGT 11T302N-JS     

DCGT 11T304N-JS     

PM

DCMT 070204-PM

T9215

1,00
2,00
3,00

0,15
0,20
0,30

  

AH725     

T6120 

T6130 

DCMT 070208-PM

T9215   

AH725     

T6120 

T6130 

DCMT 11T304-PM

T9215   

AH725     

T6120 

T6130 

DCMT 11T308-PM

T9215   

AH725     

T6120 

T6130 

TURNING POSITIVE INSERTS - K SHAPE

CUTTING DATA

Description Grade Tech. Code Depth
mm

Feed
mm/rev

P M K N S H

M
ED

.C
U

T.

C
M

P

KNUX 160405L-CMP
4125

2.00
3.00
5.00

0.12
0.16
0.21

 

KNUX 160405R-CMP  

 

KNUX 160410R-CMP
4125

 

KNUX 160410L-CMP  

 



B

B.37 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

INSERTI DI TORNITURA POSITIVI - FORMA S

CONDIZIONI DI TAGLIO

Descrizione Qualità Cod. Tec. GR17
Euro

Profondità
mm

Avanzamento
mm/giro

P M K N S H

TA
G

LI
O

M
ED

IO

PS

SCMT 120404-PS

T9215 B1S11SCPS016 12,21

0,50
1,50
2,50

0,08
0,18
0,30

  

T9125 B1S11SCPS006

11,38

  

T6120 B1S11SCPS007 

T6130 B1S11SCPS008 

AH725 B1S11SCPS009     

SCMT 120408-PS

T9215 B1S11SCPS015 12,21   

T9125 B1S11SCPS011

11,38

  

T6120 B1S11SCPS012 

T6130 B1S11SCPS013 

AH725 B1S11SCPS014     

PM

SCMT 120408-PM

T9215 B1S12SCPM010 12,21

1,00
2,00
3,00

0,15
0,20
0,30

  

T9125 B1S12SCPM006

11,38

  

T6120 B1S12SCPM011 

T6130 B1S12SCPM012 

AH725 B1S12SCPM007     

SCMT 120412-PM

T9125 B1S12SCPM008   

T6120 B1S12SCPM013 

T6130 B1S12SCPM014 

AH725 B1S12SCPM009     

INSERTI DI TORNITURA POSITIVI - FORMA S Turn

CONDIZIONI DI TAGLIO

Descrizione Qualità Cod. Tec. GR19
Euro

Profondità
mm

Avanzamento
mm/giro

P M K N S H

TA
G

LI
O

M
ED

IO

C
M

P

SCMT 09T304-CMP
4125

B1S55SCCMP10 7,16

2,00
3,00
5,00

0,12
0,16
0,21

 

SCMT 09T308-CMP
B1S55SCCMP18 7,62  

4135 B1S55SCCMP11 7,16  

SCMT 120404-CMP
4115 B1S55SCCMP15 10,21  

4125
B1S55SCCMP12

9,57
 

SCMT 120408-CMP
B1S55SCCMP13  

4135 B1S55SCCMP14  

SCMT 120412-CMP
4125 B1S55SCCMP16 10,21

 

4135 B1S55SCCMP17  

SM
P

SCMT 09T304-SMP

2125

B1S56SCSMP05 7,62
 

SCMT 09T308-SMP B1S56SCSMP06  

SCMT 120404-SMP B1S56SCSMP07
10,21

 

SCMT 120408-SMP B1S56SCSMP08  

SCMT 120412-SMP B1S56SCSMP09  

AF
P

SCGT 09T304FN-AFP
NL10

B1S57SCAFP05 11,03 1,50
3,00
6,50

0,20
0,35
0,50

  

SCGT 09T308FN-AFP B1S57SCAFP06   

INSERTI DI TORNITURA POSITIVI - FORMA R Turn

CONDIZIONI DI TAGLIO

Descrizione Qualità Cod. Tec. GR19
Euro

Profondità
mm

Avanzamento
mm/giro

P M K N S H

TA
G

LI
O

M
ED

IO C
M

P

RCMT 0803MO-CMP

4135

B1R62RCCMP05 6,91 2,00
3,00
5,00

0,12
0,16
0,21

 

RCMT 1003MO-CMP B1R62RCCMP06 7,50  

RCMT 1204MO-CMP B1R62RCCMP07 8,59  

C
LP

RCMT 1606MOSN-CLP
4125 B1R65RCCLP05 14,52 3,20

5,50
7,20

0,55
0,75
1,00

 

4135 B1R65RCCLP06  

RCMT 2006MOSN-CLP
4125 B1R65RCCLP07 19,51

 

4135 B1R65RCCLP08  

B.37Indivisible package  Suggested retail package - Unit price

TURNING POSITIVE INSERTS - S SHAPE

CUTTING DATA

Description Grade Tech. Code Depth
mm

Feed
mm/rev

P M K N S H

M
ED

IU
M

C
U

TT
IN

G

PS

SCMT 120404-PS

T9215

0,50
1,50
2,50

0,08
0,18
0,30

  

T9125   

T6120 

T6130 

AH725     

SCMT 120408-PS

T9215   

T9125   

T6120 

T6130 

AH725     

PM

SCMT 120408-PM

T9215

1,00
2,00
3,00

0,15
0,20
0,30

  

T9125   

T6120 

T6130 

AH725     

SCMT 120412-PM

T9125   

T6120 

T6130 

AH725     

TURNING POSITIVE INSERTS - S SHAPE

CUTTING DATA

Description Grade Tech. Code Depth
mm

Feed
mm/rev

P M K N S H

M
ED

IU
M

C
U

TT
IN

G

C
M

P

SCMT 09T304-CMP
4125

2,00
3,00
5,00

0,12
0,16
0,21

 

SCMT 09T308-CMP
 

4135  

SCMT 120404-CMP
4115  

4125
 

SCMT 120408-CMP
 

4135  

SCMT 120412-CMP
4125  

4135  

SM
P

SCMT 09T304-SMP

2125

 

SCMT 09T308-SMP  

SCMT 120404-SMP  

SCMT 120408-SMP  

SCMT 120412-SMP  

AF
P

SCGT 09T304FN-AFP
NL10 1,50

3,00
6,50

0,20
0,35
0,50

  

SCGT 09T308FN-AFP   

TURNING POSITIVE INSERTS - R SHAPE

CUTTING DATA

Description Grade Tech. Code Depth
mm

Feed
mm/rev

P M K N S H

M
ED

IU
M

C
U

TT
IN

G

C
M

P

RCMT 0803MO-CMP

4135
2,00
3,00
5,00

0,12
0,16
0,21

 

RCMT 1003MO-CMP  

RCMT 1204MO-CMP  

C
LP

RCMT 1606MOSN-CLP
4125

3,20
5,50
7,20

0,55
0,75
1,00

 

4135  

RCMT 2006MOSN-CLP
4125  

4135  



B

B.38 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

INSERTI DI TORNITURA POSITIVI - FORMA T

CONDIZIONI DI TAGLIO

Descrizione Qualità Cod. Tec. GR17
Euro

Profondità
mm

Avanzamento
mm/giro

P M K N S H

FI
N

IT
U

R
A

PS
F

TCMT 110202-PSF
AH725

B1T11TCPSF010 7,62

0,10
0,30
0,50

0,05
0,15
0,30

    

TCMT 110204-PSF

B1T11TCPSF011     

T9215 B1T11TCPSF016 8,19   

T9125 B1T11TCPSF013 7,62   

TCMT 16T304-PSF

AH725 B1T11TCPSF020 9,99     

T9215 B1T11TCPSF017 10,71   

T9125 B1T11TCPSF015 9,99   

TA
G

LI
O

M
ED

IO

PS
S

TCMT 110204-PSS

AH725 B1T12TCPSS010 7,62

0,50
1,50
2,50

0,08
0,15
0,30

    

T9215 B1T12TCPSS029 8,19   

T9125 B1T12TCPSS014 7,62   

TCMT 16T304-PSS

AH725 B1T12TCPSS020 9,99     

T9215 B1T12TCPSS028 10,71   

T9125 B1T12TCPSS024 9,99
  

TCMT 16T308-PSS

AH725 B1T12TCPSS027     

T9215 B1T12TCPSS030 10,71   

T9125 B1T12TCPSS026 9,99   

PM

TCMT 110202-PM
AH725

B1T21TCPM005 7,62

1,00
2,00
3,00

0,15
0,20
0,30

    

TCMT 110204-PM

B1T21TCPM010     

T9215 B1T21TCPM024 8,19   

T9125 B1T21TCPM007
7,62

  

T6120 B1T21TCPM008 

T6130 B1T21TCPM009 

TCMT 16T304-PM

AH725 B1T21TCPM020 9,99     

T9215 B1T21TCPM025 10,71   

T9125 B1T21TCPM012

9,99

  

T6120 B1T21TCPM013 

T6130 B1T21TCPM014 

TCMT 16T308-PM

AH725 B1T21TCPM023     

T9215 B1T21TCPM022 10,71   

T9125 B1T21TCPM016

9,99

  

T6120 B1T21TCPM017 

T6130 B1T21TCPM018 

TCMT 16T312-PM

AH725 B1T21TCPM019     

T9125 B1T21TCPM021   

T6130 B1T21TCPM027 

INSERTI DI TORNITURA POSITIVI - FORMA T Cross

CONDIZIONI DI TAGLIO

Descrizione Qualità Cod. Tec. GR19
Euro

Profondità
mm

Avanzamento
mm/giro

P M K N S H

FI
N

.

FF
P

TCGT 110202-FFP
1010

B1T55TCFFP05 8,17 0,20
0,50
1,80

0,05
0,12
0,20

  

TCGT 110204-FFP B1T55TCFFP06 7,46   

TA
G

LI
O

M
ED

IO

C
M

P

TCMT 110204-CMP

4115 B1T56TCCMP16 6,40

2,00
3,00
5,00

0,12
0,16
0,21

 

4125 B1T56TCCMP10 6,03
 

4135 B1T56TCCMP11  

TCMT 110208-CMP
4125 B1T56TCCMP17 6,40

 

4135 B1T56TCCMP18  

TCMT 16T304-CMP
4125 B1T56TCCMP12

7,91

 

4135 B1T56TCCMP13  

TCMT 16T308-CMP
4125 B1T56TCCMP14  

4135 B1T56TCCMP15  

TCMT 16T312-CMP 4125 B1T56TCCMP19 8,40  

SM
P

TCMT 110204-SMP
2125 B1T57TCSMP10 6,03  

2135 B1T57TCSMP13
6,40

 

TCMT 1102008-SMP
2125 B1T57TCSMP14  

2135 B1T57TCSMP15  

TCMT 16T304-SMP

2125

B1T57TCSMP11 7,91
 

TCMT 16T308-SMP B1T57TCSMP12  

TCMT 16T312-SMP B1T57TCSMP16 8,40  

AF
P

TCGT 110204FN-AFP

NL10

B1T58TCAFP05 11,51 1,50
3,00
6,50

0,20
0,35
0,50

  

TCGT 16T304FN-AFP B1T58TCAFP06 12,83
  

TCGT 16T308FN-AFP B1T58TCAFP07   

B.38 Indivisible package   Suggested retail package - Unit price

TURNING POSITIVE INSERTS - T SHAPE

CUTTING DATA

Description Grade Tech. Code Depth
mm

Feed
mm/rev

P M K N S H

FI
N

IS
H

IN
G

PS
F

TCMT 110202-PSF
AH725

0.10
0.30
0.50

0.05
0.15
0.30

    

TCMT 110204-PSF

    

T9215   

T9125   

TCMT 16T304-PSF

AH725     

T9215   

T9125   

M
ED

IU
M

C
U

TT
IN

G

PS
S

TCMT 110204-PSS

AH725

0.50
1.50
2.50

0.08
0.15
0.30

    

T9215   

T9125   

TCMT 16T304-PSS

AH725     

T9215   

T9125   

TCMT 16T308-PSS

AH725     

T9215   

T9125   

PM

TCMT 110202-PM
AH725

1.00
2.00
3.00

0.15
0.20
0.30

    

TCMT 110204-PM

    

T9215   

T9125   

T6120 

T6130 

TCMT 16T304-PM

AH725     

T9215   

T9125   

T6120 

T6130 

TCMT 16T308-PM

AH725     

T9215   

T9125   

T6120 

T6130 

TCMT 16T312-PM

AH725     

T9125   

T6130 

TURNING POSITIVE INSERTS - T SHAPE

CUTTING DATA

Description Grade Tech. Code Depth
mm

Feed
mm/rev

P M K N S H

FI
N

.

FF
P

TCGT 110202-FFP
1010 0.20

0.50
1.80

0.05
0.12
0.20

  

TCGT 110204-FFP   

M
ED

IU
M

C
U

TT
IN

G

C
M

P

TCMT 110204-CMP

4115

2.00
3.00
5.00

0.12
0.16
0.21

 

4125  

4135  

TCMT 110208-CMP
4125  

4135  

TCMT 16T304-CMP
4125  

4135  

TCMT 16T308-CMP
4125  

4135  

TCMT 16T312-CMP 4125  

SM
P

TCMT 110204-SMP
2125  

2135  

TCMT 1102008-SMP
2125  

2135  

TCMT 16T304-SMP

2125

 

TCMT 16T308-SMP  

TCMT 16T312-SMP  

AF
P

TCGT 110204FN-AFP

NL10
1.50
3.00
6.50

0.20
0.35
0.50

  

TCGT 16T304FN-AFP   

TCGT 16T308FN-AFP   



B

B.39 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

INSERTI DI TORNITURA POSITIVI - FORMA V

CONDIZIONI DI TAGLIO

Descrizione Qualità Cod. Tec. GR17
Euro

Profondità
mm

Avanzamento
mm/giro

P M K N S H

FI
N

IT
U

R
A

PS
F

VBMT 160402-PSF
AH725

B1V11VBPSF005 12,75
0,10
0,30
0,50

0,05
0,15
0,30

    

VBMT 160404-PSF

B1V11VBPSF006 13,18     

T9215 B1V11VBPSF009 14,16   

T9125 B1V11VBPSF008 13,18
  

TA
G

LI
O

M
ED

IO

PS
S

VBMT 160404-PSS

AH725 B1V12VBPSS005

0,50
1,50
2,50

0,08
0,15
0,30

    

T9215 B1V12VBPSS016 14,16   

T9125 B1V12VBPSS007

13,18

  

T6120 B1V12VBPSS008 

T6130 B1V12VBPSS009 

VBMT 160408-PSS

AH725 B1V12VBPSS010     

T9215 B1V12VBPSS015 14,16   

T9125 B1V12VBPSS012
13,18

  

T6120 B1V12VBPSS013 

T6130 B1V12VBPSS014 

INSERTI DI TORNITURA POSITIVI - FORMA V Turn

CONDIZIONI DI TAGLIO

Descrizione Qualità Cod. Tec. GR19
Euro

Profondità
mm

Avanzamento
mm/giro

P M K N S H

T.
M

ED
.

C
M

P 2,00
3,00
5,00

0,12
0,16
0,21

VBMT 160404-CMP
4115 B1V59VBCMP12 11,62  

4125
B1V59VBCMP10 10,93

 

VBMT 160408-CMP B1V59VBCMP11  

mro

Perfect
ergonomics

B.39Indivisible package  Suggested retail package - Unit price

TURNING POSITIVE INSERTS - V SHAPE

CUTTING DATA

Description Grade Tech. Code Depth
mm

Feed
mm/rev

P M K N S H

FI
N

IS
H

IN
G

PS
F

VBMT 160402-PSF
AH725 0,10

0,30
0,50

0,05
0,15
0,30

    

VBMT 160404-PSF

    

T9215   

T9125   

M
ED

IU
M

C
U

TT
IN

G

PS
S

VBMT 160404-PSS

AH725

0,50
1,50
2,50

0,08
0,15
0,30

    

T9215   

T9125   

T6120 

T6130 

VBMT 160408-PSS

AH725     

T9215   

T9125   

T6120 

T6130 

TURNING POSITIVE INSERTS - V SHAPE

CUTTING DATA

Description Grade Tech. Code Depth
mm

Feed
mm/rev

P M K N S H

M
.C

U
T.

C
M

P 2,00
3,00
5,00

0,12
0,16
0,21

VBMT 160404-CMP
4115  

4125
 

VBMT 160408-CMP  



B

B.40 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

INSERTI DI TORNITURA POSITIVI - FORMA V Turn

CONDIZIONI DI TAGLIO

Descrizione Qualità Cod. Tec. GR19
Euro

Profondità
mm

Avanzamento
mm/giro

P M K N S H

FI
N

.

C
FP

VCMT 160404-CFP
4125

B1V55VCCFP10 10,93 0,50
1,50
2,20

0,07
0,10
0,14

 

VCMT 160408-CFP B1V55VCCFP11 11,62  

TA
G

LI
O

M
ED

IO

C
M

P

VCMT 110304-CMP
4125 B1V60VCCMP17

8,68

2,00
3,00
5,00

0,12
0,16
0,21

 

4135 B1V60VCCMP14  

VCMT 110308-CMP
4125 B1V60VCCMP15  

4135 B1V60VCCMP16  

VCMT 160404-CMP
4125 B1V60VCCMP10

10,93

 

4135 B1V60VCCMP11  

VCMT 160408-CMP
4125 B1V60VCCMP12  

4135 B1V60VCCMP13  

SM
P

VCMT 110204-SMP
2125 B1V61VCSMP12

8,68

 

2135 B1V61VCSMP13  

VCMT 110208-SMP
2125 B1V61VCSMP14  

2135 B1V61VCSMP15  

VCMT 160404-SMP
2125

B1V61VCSMP10 10,93
 

VCMT 160408-SMP B1V61VCSMP11  

AF
P

VCGT 110302FN-AFP

NL10

B1V62VCAFP12 12,51
1,50
3,00
6,50

0,20
0,35
0,50

  

VCGT 110304FN-AFP B1V62VCAFP13   

VCGT 160404FN-AFP B1V62VCAFP10 18,19
  

VCGT 160408FN-AFP B1V62VCAFP11   

VCGT 110312FN-AFP B1V62VCAFP14 11,77   

INSERTI DI TORNITURA POSITIVI - FORMA V

CONDIZIONI DI TAGLIO

Descrizione Qualità Cod. Tec. GR17
Euro

Profondità
mm

Avanzamento
mm/giro

P M K N S H

FI
N

IT
U

R
A

PS
F

VCMT 160404-PSF

AH725 B1V20VCPSF005 13,18

0,10
0,30
0,50

0,12
0,16
0,21

    

T9215 B1V20VCPSF012 14,16   

T9125 B1V20VCPSF007 13,18
  

VCMT 160408-PSF

AH725 B1V20VCPSF008     

T9215 B1V20VCPSF011 14,16   

T9125 B1V20VCPSF010 13,18
  

TA
G

LI
O

M
ED

IO

PS
S

VCMT 160404-PSS

AH725 B1V21VCPSS005

0,50
1,50
2,50

0,08
0,15
0,30

    

T9215 B1V21VCPSS013 14,16   

T9125 B1V21VCPSS007

13,18

  

T6120 B1V21VCPSS008 

T6130 B1V21VCPSS015 

VCMT 160408-PSS

AH725 B1V21VCPSS009     

T9215 B1V21VCPSS014 14,16   

T9125 B1V21VCPSS011
13,18

  

T6120 B1V21VCPSS012 

T6130 B1V21VCPSS016 

B.40 Indivisible package   Suggested retail package - Unit price

TURNING POSITIVE INSERTS - V SHAPE

CUTTING DATA

Description Grade Tech. Code Depth
mm

Feed
mm/rev

P M K N S H

FI
N

.

C
FP

VCMT 160404-CFP
4125 0,50

1,50
2,20

0,07
0,10
0,14

 

VCMT 160408-CFP  

M
ED

IU
M

C
U

TT
IN

G

C
M

P

VCMT 110304-CMP
4125

2,00
3,00
5,00

0,12
0,16
0,21

 

4135  

VCMT 110308-CMP
4125  

4135  

VCMT 160404-CMP
4125  

4135  

VCMT 160408-CMP
4125  

4135  

SM
P

VCMT 110204-SMP
2125  

2135  

VCMT 110208-SMP
2125  

2135  

VCMT 160404-SMP
2125

 

VCMT 160408-SMP  

AF
P

VCGT 110302FN-AFP

NL10
1,50
3,00
6,50

0,20
0,35
0,50

  

VCGT 110304FN-AFP   

VCGT 160404FN-AFP   

VCGT 160408FN-AFP   

VCGT 110312FN-AFP   

TURNING POSITIVE INSERTS - V SHAPE

CUTTING DATA

Description Grade Tech. Code Depth
mm

Feed
mm/rev

P M K N S H

FI
N

IS
H

IN
G

PS
F

VCMT 160404-PSF

AH725

0,10
0,30
0,50

0,12
0,16
0,21

    

T9215   

T9125   

VCMT 160408-PSF

AH725     

T9215   

T9125   

M
ED

IU
M

C
U

TT
IN

G

PS
S

VCMT 160404-PSS

AH725

0,50
1,50
2,50

0,08
0,15
0,30

    

T9215   

T9125   

T6120 

T6130 

VCMT 160408-PSS

AH725     

T9215   

T9125   

T6120 

T6130 
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B.42 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

PORTAINSERTI PER SCANALATURE E TAGLIO
BN... SCN

l
1

150°

h
2

T
max

b

S

Tipo SCN...
Dimensioni 3 - 4 mm
Tipo di bloccaggio Elastico
Applicazione Scanalatura e taglio

ART. B2U25

RICAMBI

Cod. Tec. GR18
Euro Descrizione

h2
mm

b
mm

s
mm

l1
mm

Tmax
mm

Inserti Chiave

BN
...

SC
N B2U2526N03 89,92 BN3-26 SCN

26
2,4 3

110
35 SCN 3...

BRICA215
B2U2526N04 89,92 BN4-26 SCN 3,2 4 40 SCN 4...
B2U2532N03 89,92 BN3-32 SCN

32
2,4 3

150 50
SCN 3...

B2U2532N04 89,92 BN4-32 SCN 3,2 4 SCN 4...

a

max

r

S

6°

l

Descrizione Grado Cod. Tec. GR19
Euro

s
mm

a max
mm

l
mm

r
mm

Portainserti

TR
O

N
C

AT
U

R
A

G
1

SCN 3.00-0.20-G1
G135 B2T2503G101 10,51 3

-

11,3 0,2 BN3...SCN
G145 B2T2503G102

SCN 4.00-0.30-G1
G135 B2T2504G101 12,05 4 13,3

0,3

BN4...SCN
G145 B2T2504G102

G
2

SCN 3.00-0.30-G2
G135 B2T2603G201 10,83 3 2,0 11,3 BN3...SCN
G145 B2T2603G202

SCN 4.00-0.40-G2
G135 B2T2604G201 12,41 4

2,5
13,3 0,4 BN4...SCN

G145 B2T2604G202

S1

SCN 3.00-0.30-S1
G010

B2T2703S101 12,98
3 11,3 0,3 BN3...SCN

SCN 4.00-0.40-S1 B2T2704S101 4 3,0 13,3 0,4 BN4...SCN

INSERTI PER SCANALATURA E TAGLIO - MONOLATERALI

P M K
HSN

Grado
<500

N/mm²
<850

N/mm²
<1200
N/mm²

<600
N/mm²

<850
N/mm²

<240
HB

<300
HB

Alu HTA
<60
HRC

G135 110 - 190 110 - 180 70 - 160 90 - 180 80 - 150

G145 80 - 150 70 - 120 60 - 110 70 - 120 50 - 100 25 - 50

G010 200 - 2000

CONDIZIONI DI TAGLIO CONSIGLIATE

Geometria per scanalatura e taglio
<500

N/mm²
<850

N/mm²
<1200
N/mm²

<600
N/mm²

<850
N/mm²

<240
HB

<300
HB

Alu HTA
<60
HRC

G1 - Prima scelta nel taglio di acciai e ghise.      

G2 - Taglio affilato. Prima scelta su materiali vari.        

S1 - Geometria molto affilata. Taglio di leghe di Alu. 

● RACCOMANDATO PER... ○ ADATTO PER...

G2
3 2,0
4 2,5

0 0,05 0,10 0,15 0,20 0,25 0,30

G1
3
4

G2
3
4

S1
3
4

0 0,05 0,10 0,15 0,20 0,25 0,30

Geometria

Geometria

Larghezza di taglio
mm

Larghezza di
taglio mm

Max profondità
taglio mm

Avanzamento radiale
mm/rev

Avanzamento assiale
mm/rev

S
C

A
N

A
LA

TU
R

A

B.42 Indivisible package   Suggested retail package - Unit price

TOOLHOLDERS FOR GROOVING AND CUTTING
BN... SCN

Type SCN...
Dimensions 3 - 4 mm
Clamping system Flexible
Application Grooving and parting

ITEM: B2U25

SPARE PARTS

Tech. Code Description
h2
mm

b
mm

s
mm

l1
mm

Tmax
mm

Inserts Wrench

BN
...

SC
N BN3-26 SCN

26
2,4 3

110
35 SCN 3...

BRICA215
BN4-26 SCN 3,2 4 40 SCN 4...
BN3-32 SCN

32
2,4 3

150 50
SCN 3...

BN4-32 SCN 3,2 4 SCN 4...

Description Degree Tech. Code s
mm

a max
mm

l
mm

r
mm

Tool Holders

PA
R

TI
N

G

G
1

SCN 3.00-0.20-G1
G135

3

-

11,3 0,2 BN3...SCN
G145

SCN 4.00-0.30-G1
G135

4 13,3

0,3

BN4...SCN
G145

G
2

SCN 3.00-0.30-G2
G135

3 2,0 11,3 BN3...SCN
G145

SCN 4.00-0.40-G2
G135

4
2,5

13,3 0,4 BN4...SCN
G145

S1

SCN 3.00-0.30-S1
G010

3 11,3 0,3 BN3...SCN

SCN 4.00-0.40-S1 4 3,0 13,3 0,4 BN4...SCN

INSERTS FOR GROOVING AND PARTING - SINGLE SIDE

P M K HSN

Degree
<500

N/mm²
<850

N/mm²
<1200
N/mm²

<600
N/mm²

<850
N/mm²

<240
HB

<300
HB

Alu HTA
<60
HRC

G135 110 - 190 110 - 180 70 - 160 90 - 180 80 - 150

G145 80 - 150 70 - 120 60 - 110 70 - 120 50 - 100 25 - 50

G010 200 - 2000

RECOMMENDED CUTTING CONDITIONS

Geometry for grooving and parting.
<500

N/mm²
<850

N/mm²
<1200
N/mm²

<600
N/mm²

<850
N/mm²

<240
HB

<300
HB

Alu HTA
<60
HRC

G1 - First choise in parting steels and cast irons.      

G2 - Soft cut. First choice in case of varying materials.        

S1 - Very sharp geometry. For aluminum alloys. 

● RECOMMENDED FOR... ○ USABLE FOR…

Geometry

Geometry

Width of cut
mm

Width of cut
mm

Max depth of cut
mm

Grooving infeed
mm/rev

Turning infeed
mm/rev

G
R

O
O

V
IN

G



B

B.43 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

TGE...-DGN

f

l
2

b

s

h
2

h
1

T
max

l
3

l
1

h

a
Tipo DGN22..
Dimensioni 2 - 3 mm
Tipo di bloccaggio A vite
Applicazione Scanalatura, taglio e tornitura

ART. B2U30

PORTAINSERTI PER SCANALATURA TAGLIO E TORNITURA

7°

l
a

max
r

S

Descrizione Grado Cod. Tec. GR19
Euro

s
mm

a max
mm

l
mm

r
mm

T max
mm

Portainserti

SC
AN

AL
AT

U
R

A

G
1

DGN22 2.00-0.20-G1

G135 B2T3002G101
13,05 2

2,5

22

0,2

20 TGE...22

G240 B2T3002G102
G145 B2T3002G103

DGN22 3.00-0.20-G1

G135 B2T3003G101
14,33 3G240 B2T3003G102

G145 B2T3003G103

G
01

DGN22 2.00-0.20-G01

G135 B2T3102G0101
13,05 2

-

G240 B2T3102G0102
G145 B2T3102G0103

DGN22 3.00-0.20-G01

G135 B2T3103G0101
14,33 3G240 B2T3103G0102

G145
B2T3103G0103

S0
1

DGN22 2.00-0.20-S01
B2T3202S0101 13,05 2

G245 B2T3202S0102
0,3

DGN22 3.00-0.20-S01
G145 B2T3203S0101 14,33 3

G240

B2T3203S0102

TO
R

N
IT

U
R

A M
D

1

DGN22 2.00-0.20-MD1 B2T3302MD101 13,05 2 0,2

DGN22 3.00-0.30-MD1
B2T3303MD102 14,33

3 0,3

M
P1

DGN22 2.00-1.00-MP1 B2T3402MP101 13,05 2 1,0

DGN22 3.00-1.50-MP1
B2T3403MP102 17,82

3 1,5

INSERTI PER SCANALATURA TAGLIO E TORNITURA - BILATERALI

RICAMBI

Cod. Tec. GR18
Euro Descrizione

h
mm

b
mm

s
mm

Tmax
mm

h2
mm

l1
mm

l2
mm

l3
mm

f
mm

a
mm

Inserti Vite inserto Chiave

TG
E.

..-
D

G
N

B2U3016L1202 88,89 TGE16L-DGN2202-12
16 16

2 12

25

125 35

24 15,3 4

DGN22...2

BRICA 217 BRICA 219

B2U3016R1202 88,89 TGE16R-DGN2202-12

B2U3020L1202 108,77 TGE20L-DGN2202-12

20 20

-

19,3

-

B2U3020R1202 108,77 TGE20R-DGN2202-12

B2U3020L2103 111,03 TGE20L-DGN2203-21

3

21

18,8

DGN22...3

B2U3020R2103 111,03 TGE20R-DGN2203-21

B2U3020L1203 103,31 TGE20L-DGN2203-12

12
B2U3020R1203 103,31 TGE20R-DGN2203-12

B2U3025L1203 109,80 TGE25L-DGN2203-12

25 25 30 23,8
B2U3025R1203 109,80 TGE25R-DGN2203-12

B2U3025L2103 118,76 TGE25L-DGN2203-21
21

B2U3025R2103 118,76 TGE25R-DGN2203-21

B.43Indivisible package  Suggested retail package - Unit price

TGE...-DGN

Type D*N22..
Dimensions 2 - 3 mm
Clamping system Screw
Application Grooving, parting and turning

ITEM: B2U30

TOOLHOLDERS FOR PARTING, GROOVING AND TURNING

Description Degree Tech. Code s
mm

a max
mm

l
mm

r
mm

T max
mm

Tool Holders

G
R

O
O

VI
N

G

G
1

DGN22 2.00-0.20-G1

G135

2

2,5

22

0,2

20 TGE...22

G240

G145

DGN22 3.00-0.20-G1

G135

3G240

G145

G
01

DGN22 2.00-0.20-G01

G135

2

-

G240

G145

DGN22 3.00-0.20-G01

G135

3G240

G145

S0
1

DGN22 2.00-0.20-S01 2
G245

0,3
DGN22 3.00-0.20-S01

G145
3

G240

TU
R

N
IN

G M
D

1

DGN22 2.00-0.20-MD1 2 0,2

DGN22 3.00-0.30-MD1 3 0,3

M
P1

DGN22 2.00-1.00-MP1 2 1,0

DGN22 3.00-1.50-MP1 3 1,5

INSERTS FOR PARTING, GROOVING AND TURNING - DOUBLE SIDE

SPARE PARTS

Tech. Code Description
h

mm
b

mm
s

mm
Tmax
mm

h2
mm

l1
mm

l2
mm

l3
mm

F
mm

a
mm

Inserts Insert screw Wrench

TG
E.

..-
D

G
N

TGE16L-DGN2202-12
16 16

2 12

25

125 35

24 15,3 4

DGN22...2

BRICA 217 BRICA 219

TGE16R-DGN2202-12

TGE20L-DGN2202-12

20 20

-

19,3

-

TGE20R-DGN2202-12

TGE20L-DGN2203-21

3

21

18,8

DGN22...3

TGE20R-DGN2203-21

TGE20L-DGN2203-12

12
TGE20R-DGN2203-12

TGE25L-DGN2203-12

25 25 30 23,8
TGE25R-DGN2203-12

TGE25L-DGN2203-21
21

TGE25R-DGN2203-21
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B.44 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

P M K HSN

Grado
<500

N/mm²
<850

N/mm²
<1200
N/mm²

<600
N/mm²

<850
N/mm²

<240
HB

<300
HB

Alu HTA
<60
HRC

G135 110 - 190 110 - 180 70 - 160 90 - 180 80 - 150

G145 80 - 150 70 - 120 60 - 110 70 - 120 50 - 100 25 - 50

G240 80 - 180 60 - 150 50 - 120 50 - 160 50 - 100 100 - 200 100 - 180

CONDIZIONI DI TAGLIO CONSIGLIATE

Geometria per scanalatura, taglio e tornitura
<500

N/mm²
<850

N/mm²
<1200
N/mm²

<600
N/mm²

<850
N/mm²

<240
HB

<300
HB

Alu HTA
<60
HRC

G1 - Taglio tenace. Prima scelta nel taglio di acciai e ghise.      

G01 - Geometria affilata. Prima scelta su materiali vari.        

S01 - Geometria specifica per Inox e leghe di Titanio.      

MD1 - Scanalatura e tornitura su acciai e Inox.        

MP1 - Gole raggiate e profilature.       

● RACCOMANDATO PER... ○ ADATTO PER...

MD1
2 0,8
3 1,6

MP1
2 0,8
3 1,6

0 0,05 0,10 0,15 0,20 0,25 0,30

G1
2
3

G01
2
3

S01
2
3

0 0,05 0,10 0,15 0,20 0,25 0,30

TO
R

N
IT

U
R

A
S

C
A

N
A

LA
TU

R
A

Geometria

Geometria

Larghezza di taglio
mm

Larghezza di
taglio mm

Max profondità
taglio mm

Avanzamento radiale
mm/rev

Avanzamento assiale
mm/rev

PORTAINSERTI PER TAGLIO E SCANALATURA
BL/R/N... SGN

l
1

S

b b
1 150°

T
max

h
2Tipo SGN 22..

Dimensioni 2 mm
Tipo di bloccaggio Elastico
Applicazione Scanalatura e taglio

ART. B2U35

l
a

max
r

S

7°

Descrizione Grado Cod. Tec. GR19
Euro

s
mm

a max
mm

l
mm

r
mm

Portainserti

SC
AN

AL
AT

U
R

A

G
1

SGN22 2.00-0.20-G1

G135 B2T3502G101

10,71 2

2,5 21,35 0,2

BL2...
BR2...

G240 B2T3502G102

G145 B2T3502G103

SGN22 3.00-0.30-G1

G135 B2T3503G101
13,05 3 BN3...G240 B2T3503G102

G145 B2T3503G103

INSERTI PER TAGLIO E SCANALATURA - MONOLATERALE

RICAMBI

Cod. Tec. GR18
Euro Descrizione

h2
mm

b
mm

b1
mm

s
mm

l1
mm

Tmax
mm

Inserti Chiave

BL
/R

/N
...

 S
G

N

B2U3526L02 128,44 BL2-26 SGN
26

1,4 2,4 2
110 50

SGN22...2
BRICA 215

B2U3526R02 128,44 BR2-26 SGN
B2U3532L02 128,44 BL2-23 SGN

32 150 60B2U3532R02 128,44 BR2-32 SGN
B2U3526N03 105,27 BN3-26 SGN 26

2,4 - 3
110 70

SGN22...3B2U3532N03 105,27 BN3-32 SGN 32 150 100

B.44 Indivisible package   Suggested retail package - Unit price

P M K HSN

Degree
<500

N/mm²
<850

N/mm²
<1200
N/mm²

<600
N/mm²

<850
N/mm²

<240
HB

<300
HB

Alu HTA
<60
HRC

G135 110 - 190 110 - 180 70 - 160 90 - 180 80 - 150

G145 80 - 150 70 - 120 60 - 100 70 - 120 50 - 100 25 - 50

G240 80 - 180 60 - 150 50 - 120 50 - 160 50 - 100 100 - 200 100 - 180

RECOMMENDED CUTTING CONDITIONS

Geometry for grooving, parting and turning
<500

N/mm²
<850

N/mm²
<1200
N/mm²

<600
N/mm²

<850
N/mm²

<240
HB

<300
HB

Alu HTA
<60
HRC

G1 - Tough cut. First choice on steels and cast irons.      

G01 - Soft cut. First choice in case of varying materials.        

S01 - Soft cut expecially for stainless and Titanium alloy.      

MD1 - Grooving and turning on steels and stailness.        

MP1 - Radius grooves and copy turning.        

● RECOMMENDED FOR... ○ USABLE FOR…

MD1
2 0,8
3 1,6

MP1
2 0,8
3 1,6

0 0,05 0,10 0,15 0,20 0,25 0,30

TU
R

N
IN

G
G

R
O

O
V

IN
G

Geometry

Geometry

Width of cut
mm

Width of cut
mm

Max depth of cut
mm

Grooving infeed
mm/rev

Turning infeed
mm/rev

TOOLHOLDERS FOR PARTING, GROOVING AND CUTTING SINGLE SIDE
BL/R/N... SGN

Type S*N
Dimensions 2 mm
Clamping system Flexible
Application Grooving and parting

ITEM: B2U35

Description Degree Tech. Code s
mm

a max
mm

l
mm

r
mm

Tool Holders

G
R

O
O

VI
N

G

G
1

SGN22 2.00-0.20-G1

G135

2

2,5 21,35 0,2

BL2...
BR2...

G240

G145

SGN22 3.00-0.30-G1

G135

3 BN3...G240

G145

INSERTS FOR GROOVING AND PARTING - SINGLE SIDE

SPARE PARTS

Tech. Code Description
h2
mm

b
mm

b1
mm

s
mm

l1
mm

Tmax
mm

Inserts Wrench

BL
/R

/N
...

SG
N

BL2-26 SGN
26

1,4 2,4 2
110 50

SGN22...2
BRICA 215

BR2-26 SGN
BL2-23 SGN

32 150 60
BR2-32 SGN
BN3-26 SGN 26

2,4 - 3
110 70

SGN22...3
BN3-32 SGN 32 150 100



B

B.45 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

7°

l
a

max
r

S

Descrizione Grado Cod. Tec. GR19
Euro

s
mm

a max
mm

l
mm

r
mm

T max
mm

Portainserti

SC
AN

AL
AT

U
R

A

G
1 DGN25 4.00-0.30-G1

G135 B2T4004G101

17,82

4

3

25

0,3

23 TGE...

G240 B2T4004G102
G145 B2T4004G103

G
01 DGN25 4.00-0.30-G01

G135 B2T4104G0101

-

G240 B2T4104G0102

G145
B2T4104G0103

S0
1

DGN25 4.00-0.40-S01

B2T4204S0101

0,4

G240

B2T4204S0102

TO
R

N
IT

U
R

A M
D

1

DGN25 4.00-0.40-MD1
B2T4304MD101 17,82

3

M
P1 DGN25 4.00-2.00-MP1

B2T4404MP101 17,82
2,5 25 2,0

INSERTI PER SCANALATURA PROFONDA TAGLIO E TORNITURA - BILATERALI

LAME PORTAINSERTI PER SCANALATURA PROFONDA E TAGLIO - MONOLATERALE
BN...SGN

l
1

b

S

h
2

150°

T
max

Tipo SGN 25...
Dimensioni 4 mm
Tipo di bloccaggio Elastico
Applicazione Scanalatura e taglio

ART. B2U45

RICAMBI

Cod. Tec. GR18
Euro Descrizione

h2
mm

b
mm

s
mm

l1
mm

T max
mm

Inserti Chiave

BN
...

SG
N B2U4526N04 105,27 BN4-26-SGN 26 2,4

4
110 40

SGN25...4 BRICA215
B2U4532N04 105,27 BN4-32-SGN 32 2.4 150 50

TGE..DGN25..

f

l
2

b

s

h
2

h
1

T
max

l
3

l
1

h

a
Tipo DGN25...
Dimensioni 4 - 5 - 6 mm
Tipo di bloccaggio A vite
Applicazione Scanalatura, taglio e tornitura

ART. B2U32

PORTAINSERTI PER SCANALATURA TAGLIO E TORNITURA

RICAMBI

Cod. Tec. GR18
Euro Descrizione

h
mm

b
mm

s
mm

Tmax
mm

h2
mm

l1
mm

l2
mm

f
mm

Inserti Vite inserto Chiave

TG
E.

.D
G

N
25

... B2U3220L2104 111,03 TGE20L-DGN2504-21
20 20

4 21 30 125 35

18,5

DGN25...4 BRICA 217 BRICA 219
B2U3220R2104 111,03 TGE20R-DGN2504-21

B2U3225L2104 118,76 TGE25L-DGN2504-21
25 25 23,5

B2U3225R2104 118,76 TGE25R-DGN2504-21

B.45Indivisible package  Suggested retail package - Unit price

Description Degree Tech. Code s
mm

a max
mm

l
mm

r
mm

T max
mm

Tool Holders

G
R

O
O

VI
N

G

G
1 DGN25 4.00-0.30-G1

G135

4

3

25

0,3

23 TGE...

G240

G145

G
01 DGN25 4.00-0.30-G01

G135

-

G240

G145

S0
1

DGN25 4.00-0.40-S01

0,4

G240

TU
R

N
IN

G M
D

1

DGN25 4.00-0.40-MD1 3

M
P1 DGN25 4.00-2.00-MP1 2,5 25 2,0

INSERTS FOR DEEP GROOVING AND PARTING - DOUBLE SIDE

DEEP GROOVING AND PARTING BLADES - SINGLE SIDE
BN...SGN

Type S*N 25...
Dimensions 4 mm
Clamping system Flexible
Application Grooving and parting off

ITEM: B2U45

SPARE PARTS

Tech. Code Description
h2
mm

b
mm

s
mm

l1
mm

T max
mm

Inserts Wrench

BN
...

SG
N BN4-26-SGN 26 2,4

4
110 40

SGN25...4 BRICA215
BN4-32-SGN 32 2.4 150 50

TGE..DGN25..

Type D*N25...
Dimensions 4 - 5 - 6 mm
Clamping system Screw
Application Grooving, cut off and turning

ITEM: B2U32

TOOLHOLDERS FOR PARTING,GROOVING AND TURNING

SPARE PARTS

Tech. Code Description
h

mm
b

mm
s

mm
Tmax
mm

h2
mm

l1
mm

l2
mm

F
mm

Inserts Insert screw Wrench

TG
E.

.D
G

N
25

... TGE20L-DGN2504-21
20 20

4 21 30 125 35

18,5

DGN25...4 BRICA 217 BRICA 219
TGE20R-DGN2504-21

TGE25L-DGN2504-21
25 25 23,5

TGE25R-DGN2504-21



B

B.46 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

SUPPORTI PER LAME PORTAINSERTI DI TRONCATURA Tronca

B2U07

Ll2

l3 bl4

h2h3

h4

h1

Tipo lama B2U25 - B2U35 - B2U45
Dim. lama 26 - 32
Applicazione Esecuzione di troncature

ART. B2U07

Cod. Tec. GR18
Euro

L
mm

l2 max
mm

l3
mm

l4
mm

h1
mm

h2
mm

h3
mm

h4
mm

b
mm

Lame h
mm

B2
U

07 B2U07262020 159,86 80 45 70
5

20 45.5 20 10 38 26

B2U07323232 177,06 120 80 110 32 54.5 32 5 50 32

P M K HSN

Grado
<500

N/mm²
<850

N/mm²
<1200
N/mm²

<600
N/mm²

<850
N/mm²

<240
HB

<300
HB

Alu HTA
<60
HRC

G135 110 - 190 110 - 180 70 - 160 90 - 180 80 - 150

G145 80 - 150 70 - 120 60 - 110 70 - 120 50 - 100 25 - 50

G240 80 - 180 60 - 150 50 - 120 50 - 160 50 - 100 100 - 200 100 - 180

CONDIZIONI DI TAGLIO CONSIGLIATE

Geometria per scanalatura, taglio e tornitura
<500

N/mm²
<850

N/mm²
<1200
N/mm²

<600
N/mm²

<850
N/mm²

<240
HB

<300
HB

Alu HTA
<60
HRC

G1 - Taglio tenace. Prima scelta nel taglio di acciai e ghise.      

G01 - Geometria affilata. Prima scelta su materiali vari.        

S01 - Geometria specifica per Inox e leghe di Titanio.     

MD1 - Scanalatura e tornitura su acciai e Inox.        

MP1 - Gole raggiate e profilature.        

● RACCOMANDATO PER... ○ ADATTO PER...

MD1

4

2,5

MP1 2,0

0 0,05 0,10 0,15 0,20 0,25 0,30 0,35 0,40 0,45 0,50 0,55 0,60

G1

4G01

S01

0 0,05 0,10 0,15 0,20 0,25 0,30

S
C

A
N

A
LA

TU
R

A
TO

R
N

IT
U

R
A

Geometria

Geometria

Larghezza di taglio
mm

Larghezza di
taglio mm

Max profondità
taglio mm

Avanzamento radiale
mm/rev

Avanzamento assiale
mm/rev

l
a

max
r

S

7°

Descrizione Grado Cod. Tec. GR19
Euro

s
mm

a max
mm

l
mm

r
mm

Portainserti

G
1 SGN25 4.00-0.30-G1

G135 B2T4504G101
16,13 4 3 24,3 0,3 BN4...G240 B2T4504G102

G145 B2T4504G103

INSERTI PER TAGLIO E SCANALATURA - MONOLATERALE

B.46 Indivisible package   Suggested retail package - Unit price

TOOL BLOCK FOR PARTING BLADES
B2U07

Blade type B2U25 - B2U35 - B2U45
Blade dim. 26 - 32
Application Parting off

ITEM: B2U07

Tech. Code L
mm

l2 max
mm

l3
mm

l4
mm

h1
mm

h2
mm

h3
mm

h4
mm

b
mm

Blades h
mm

B2
U

07 80 45 70
5

20 45.5 20 10 38 26

120 80 110 32 54.5 32 5 50 32

P M K HSN

Degree
<500

N/mm²
<850

N/mm²
<1200
N/mm²

<600
N/mm²

<850
N/mm²

<240
HB

<300
HB

Alu HTA
<60
HRC

G135 110 - 190 110 - 180 70 - 160 90 - 180 80 - 150

G145 80 - 150 70 - 120 60 - 100 70 - 120 50 - 100 25 - 50

G240 80 - 180 60 - 150 50 - 120 50 - 160 50 - 100 100 - 200 100 - 180

RECOMMENDED CUTTING CONDITIONS

Geometry for grooving, parting off and turning
<500

N/mm²
<850

N/mm²
<1200
N/mm²

<600
N/mm²

<850
N/mm²

<240
HB

<300
HB

Alu HTA
<60
HRC

G1 - Tough cut. First choise on steels and cast irons.      

G01 - Soft cut. First choice in case of varying materials.        

S01 - Soft cut expecially for stainless and Titanium alloy.     

MD1 - Grooving and turning on steels and stailness.        

MP1 - Radius grooves and copy turning.        

● RECOMMENDED FOR... ○ USABLE FOR…

G
R

O
O

V
IN

G
TU

R
N

IN
G

Geometry

Geometry

Width of cut
mm

Width of cut
mm

Max depth of cut
mm

Grooving infeed
mm/rev

Turning infeed
mm/rev

Description Degree Tech. Code s
mm

a max
mm

l
mm

r
mm

Tool Holders

G
1 SGN25 4.00-0.30-G1

G135

4 3 24,3 0,3 BN4...G240

G145

INSERTS FOR GROOVING AND PARTING - SINGLE SIDE



B

B.47 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

PORTAINSERTI PER FILETTATURA ESTERNA
SER

Materiale Acciaio
Tipo di bloccaggio S (Vite)
Applicazione Esecuzione di filettature esterne

ART. B2U10

RICAMBI COMPRESI

Cod. Tec. GR18
Euro Descrizione

b
mm

h
mm

f
mm

L1
mm

Inserti Vite Inserto Supporto AE Supporto AI Vite Supporto

SE
R

B2U101616H16 131,64 SER 1616 H16 16 16 20 100

16ER/L... BRICA067 BRICA069 - BRICA068
B2U102020K16 131,64 SER 2020 K16 20 20 25 125
B2U102525M16 139,85 SER 2525 M16 25 25 32 150
B2U103232P16 196,98 SER 3232 P16 32 32 40 170

- Sottoplacchetta standard da 1.5°

PORTAINSERTI PER FILETTURA INTERNA
SIR

f

Materiale Acciaio
Tipo di bloccaggio S (Vite)
Applicazione Esecuzione di filettature interne

ART. B2U20

RICAMBI COMPRESI

Cod. Tec. GR26
Euro Descrizione

D
mm

f
mm

d
mm

l
mm

L
mm

Inserti Vite Inserto Supporto AE Supporto AI Vite Supporto

SI
R

B2U2013M16 102,18 SIR 0013 M16 16 10,2 16 32 150

16ER/L...
BRICA067

-
BRICA070 BRICA068

B2U2016P16 102,18 SIR 0016 P16 19 11,7
20

40
170B2U2020P16 113,61 SIR 0020 P16 24 13,7

__B2U2025R16 126,07 SIR 0025 R16
29

16,2
25 200B2U2025R22 133,80 SIR 0025 R22 18,1 BRICA071 BRICA074 BRICA072

PORTAINSERTI E INSERTI PER FILETTATURA ESTERNA IN KIT
Kit per filettatura esterna ad inserti, composto da 10 inserti e un portainserti.

Cod. Tec. GR27
Euro Descrizione Pezzi

B2U10SET 406,85 1pz SER2525M16
1pz 16ER 0,75 - 1 - 1,25 - 1,50 - 1,75 - 2 - 2,50 - 3 - AG55 - AG60

11

- Sottoplacchetta standard da 1.5°

PORTAINSERTI E INSERTI PER FILETTATURA INTERNA IN KIT
Kit per filettatura interna ad inserti, composto da 10 inserti e un portainserti.

Cod. Tec. GR27
Euro Descrizione Pezzi

B2U20SET 424,36 1pz SIR0020P16
2pz 16IR 1,5 - 2 - 3 - 11W - AG60

11

- Sottoplacchetta standard da 1.5°

B.47Indivisible package  Suggested retail package - Unit price

TOOLHOLDERS FOR EXTERNAL THREADING
SER

Material Steel
Clamping system S (Screw)
Application External threading

ITEM: B2U10

SPARE PARTS INCLUDED

Tech. Code Description
b

mm
h

mm
F

mm
L1
mm

Inserts Insert screw AE Shim AI Shim Shim screw

SE
R

SER 1616 H16 16 16 20 100

16ER/L... BRICA067 BRICA069 - BRICA068
SER 2020 K16 20 20 25 125
SER 2525 M16 25 25 32 150
SER 3232 P16 32 32 40 170

- Standard shim for lead angle 1.5°

TOOLHOLDERS FOR INTERNAL THREADING
SIR

Material STEEL
Clamping system S (Screw)
Application Internal threading

ITEM: B2U20

SPARE PARTS INCLUDED

Tech. Code Description
D

mm
F

mm
d

mm
l

mm
L

mm
Inserts Insert screw AE Shim AI Shim Shim screw

SI
R

SIR 0013 M16 16 10.2 16 32 150

16ER/L...
BRICA067

-
BRICA070 BRICA068

SIR 0016 P16 19 11.7
20

40
170

SIR 0020 P16 24 13.7
__SIR 0025 R16

29
16.2

25 200
SIR 0025 R22 18.1 BRICA071 BRICA074 BRICA072

EXTERNAL THREADING INSERTS KITS
Kit for external threading composed of 10 inserts and a tool holder.

Tech. Code Description Pieces

1 pce SER2525M16
1pce 16ER 0.75 - 1 - 1.25 - 1.50 - 1.75 - 2 - 2.50 - 3 - AG55 - AG60

11

- Standard shim for lead angle 1.5°

INTERNAL THREADING INSERTS KITS
Kit for internal threading composed of 10 inserts and a tool holder.

Tech. Code Description Pieces

1 pce SIR0020P16
2 pcs 16IR 1.5 - 2 - 3 - 11W - AG60

11

- Standard shim for lead angle 1.5°



B

B.48 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

HSNKMP

Descrizione Qualità Cod. Tec. GR27
Euro

<500
N/mm²

<850
N/mm²

<1200
N/mm²

<600
N/mm²

<850
N/mm²

<240
HB

<300
HB

Alu HTA
<60
HRC

IS
O

 6
0°

16IR 1,0 ISO

FC

B2II1ISO161
16,69

180 130 80 130 80 200 110 250 40 30

16IR 1,5 ISO B2II1ISO161,5 180 130 80 130 80 200 110 250 40 30

16IR 2,0 ISO B2II1ISO162 180 130 80 130 80 200 110 250 40 30

16IR 2,5 ISO B2II1ISO162,5
18,23

180 130 80 130 80 200 110 250 40 30

16IR 3,0 ISO B2II1ISO163 180 130 80 130 80 200 110 250 40 30

16IR AG60 B2II216AG60 180 130 80 130 80 200 110 250 40 30

W
 5

5°

16IR 14W B2II216W14 16,69 180 130 80 130 80 200 110 250 40 30

16IR 11W B2II216W11 18,23
180 130 80 130 80 200 110 250 40 30

16IR AG55 B2II116AG55 180 130 80 130 80 200 110 250 40 30

INSERTI PER FILETTATURA INTERNA

Cod. Tec. GR27
Euro Descrizione Qualità Pezzi

B2IES16ES 173,45 Set 10 inserti 16ER P 1-3
FC 10B2IES16IN 173,45 Set 10 inserti 16IR P 1-3

INSERTI PER FILETTATURA IN KIT

Cod. Tec. GR30
Euro Descrizione

B2SETKAES16 33,38 Kaes 16N
B2SETKAIS16 33,38 Kais 16N

ART. B2SET
SUPPORTI ANVIL PER INSERTI FILETTATURA

HSNKMP

Descrizione Qualità Cod. Tec. GR27
Euro

<500
N/mm²

<850
N/mm²

<1200
N/mm²

<600
N/mm²

<850
N/mm²

<240
HB

<300
HB

Alu HTA
<60
HRC

IS
O

 6
0°

16ER 0,5 ISO

FC

B2IE1ISO160,5 19,78
180 130 80 130 80 200 110 250 40 30

16ER 0,75 ISO B2IE1ISO160,7 180 130 80 130 80 200 110 250 40 30

16ER 1,0 ISO B2IE1ISO161

16,69

180 130 80 130 80 200 110 250 40 30

16ER 1,25 ISO B2IE1ISO161,2 180 130 80 130 80 200 110 250 40 30

16ER 1,5 ISO B2IE1ISO161,5 180 130 80 130 80 200 110 250 40 30

16ER 1,75 ISO B2IE1ISO161,7 180 130 80 130 80 200 110 250 40 30

16ER 2,0 ISO B2IE1ISO162 180 130 80 130 80 200 110 250 40 30

16ER 2,5 ISO B2IE1ISO162,5
18,23

180 130 80 130 80 200 110 250 40 30

16ER 3,0 ISO B2IE1ISO163 180 130 80 130 80 200 110 250 40 30

16ER AG60 B2IE116AG60 180 130 80 130 80 200 110 250 40 30

W
 5

5°

16ER 14W B2IE216W14 16,69 180 130 80 130 80 200 110 250 40 30

16ER 11W B2IE216W11 18,23
180 130 80 130 80 200 110 250 40 30

16ER AG55 B2IE216AG55 180 130 80 130 80 200 110 250 40 30

INSERTI PER FILETTATURA ESTERNA

B.48 Indivisible package   Suggested retail package - Unit price

HSNKMP

Description Grade Tech. Code <500
N/mm²

<850
N/mm²

<1200
N/mm²

<600
N/mm²

<850
N/mm²

<240
HB

<300
HB

Alu HTA
<60
HRC

IS
O

60
°

16IR 1.0 ISO

BH

180 130 80 130 80 200 110 250 40 30

16IR 1,5 ISO 180 130 80 130 80 200 110 250 40 30

16IR 2.0 ISO 180 130 80 130 80 200 110 250 40 30

16IR 2,5 ISO 180 130 80 130 80 200 110 250 40 30

16IR 3.0 ISO 180 130 80 130 80 200 110 250 40 30

16IR AG60 180 130 80 130 80 200 110 250 40 30

W
55

° 16IR 14W 180 130 80 130 80 200 110 250 40 30

16IR 11W 180 130 80 130 80 200 110 250 40 30

16IR AG55 180 130 80 130 80 200 110 250 40 30

INSERTS FOR INTERNAL THREADING

Tech. Code Description Grade Pieces

10 inserts 16ER P 1-3 kit
BH 10

10 inserts 16IR P 1-3 kit

THREADING INSERTS KIT

Tech. Code Description

Kaes 16N
Kais 16N

ITEM: B2SET
ANVIL SHIM FOR THREADING INSERTS

HSNKMP

Description Grade Tech. Code <500
N/mm²

<850
N/mm²

<1200
N/mm²

<600
N/mm²

<850
N/mm²

<240
HB

<300
HB

Alu HTA
<60
HRC

IS
O

60
°

16ER 0,5 ISO

BH

180 130 80 130 80 200 110 250 40 30

16ER 0,75 ISO 180 130 80 130 80 200 110 250 40 30

16ER 1.0 ISO 180 130 80 130 80 200 110 250 40 30

16ER 1,25 ISO 180 130 80 130 80 200 110 250 40 30

16ER 1,5 ISO 180 130 80 130 80 200 110 250 40 30

16ER 1,75 ISO 180 130 80 130 80 200 110 250 40 30

16ER 2.0 ISO 180 130 80 130 80 200 110 250 40 30

16ER 2,5 ISO 180 130 80 130 80 200 110 250 40 30

16ER 3.0 ISO 180 130 80 130 80 200 110 250 40 30

16ER AG60 180 130 80 130 80 200 110 250 40 30

W
55

° 16ER 14W 180 130 80 130 80 200 110 250 40 30

16ER 11W 180 130 80 130 80 200 110 250 40 30

16ER AG55 180 130 80 130 80 200 110 250 40 30

INSERTS FOR EXTERNAL THREADING



B

B.49 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

INSERTI DI SCANALATURA SG16 Turn

HSNKMP

Qualità
4L35

Descrizione
W

mm
Cod. Tec. GR19

Euro
Spessore

seeger
mm

Prof.
max
mm

Avanz.
mm/giro

<500
N/mm²

<850
N/mm²

<1200
N/mm²

<600
N/mm²

<850
N/mm²

<240
HB

<300
HB

Alu HTA
<60
HRC

TA
G

LI
O

M
ED

IO

M
M

SG16 110 - MM 1,25 B2S16110

19,60

1,00 1,2
1,5
1,8

0,05
0,08
0,16

140 110 90 90 70 150 120 50

SG16 130 - MM 1,45 B2S16130 1,20 140 110 90 90 70 150 120 50

SG16 160 - MM 1,80 B2S16160 1,50 140 110 90 90 70 150 120 50

SG16 185 - MM 2,00 B2S16185 1,75

3

140 110 90 90 70 150 120 50

SG16 215 - MM 2,30 B2S16215 22,00 2,00 140 110 90 90 70 150 120 50

SG16 265 - MM 2,80 B2S16265 23,80 2,50 140 110 90 90 70 150 120 50

SG16 315 - MM 3,35 B2S16315 27,80 3,00 140 110 90 90 70 150 120 50

PORTAINSERTI DI SCANALATURA ESTERNA PER INSERTI TRIANGOLARI Turn

CGER/L

Versione destra

ART. B2U50
Materiale Acciaio
Tipo di bloccaggio S (Vite)
Applicazione Esecuzione di scanalature

esterne per Seeger

PORTAINSERTI DI SCANALATURA INTERNA PER INSERTI TRIANGOLARI Turn

R/L

Versione destra Con foro di lubrificazione

ART. B2U51
Materiale Acciaio
Tipo di bloccaggio S (Vite)
Applicazione Esecuzione di scanalature

interne per sedi Seeger

RICAMBI COMPRESI

Cod. Tec. GR18
Euro Descrizione

b
mm

h
mm

H
mm

L1
mm

W
mm

t-max
mm

Inserti Vite Chiave

C
G

ER
/L

B2U50L2020 102,30 CESL 2020K 16 20 20 20 125

1,25 - 3,35 3 SG16... BRICA199 BRICA186
B2U50L2525 102,30 CESL 2525M 16 25 25 25 150
B2U50R2020 102,30 CESR 2020K 16 20 20 20 125
B2U50R2525 102,30 CESR 2525M 16 25 25 25 150

RICAMBI COMPRESI

Cod. Tec. GR18
Euro Descrizione

D min
mm

d
mm

f
mm

L1
mm

W
mm

t-max
mm

Inserti Vite Chiave

R
/L

B2U51L16M16 180,90 CISL 0016M 16 20 16 10,8 150

1,25 - 3,35 3 SG16... BRICA199 BRICA186
B2U51L20Q16 180,90 CISL 0020Q 16 25 20 13,0 180
B2U51R16M16 180,90 CISR 0016M 16 23 16 10,8 150
B2U51R20Q16 180,90 CISR 0020Q 16 25 20 11,0 180

INSERTI DI SCANALATURA SG16 IN KIT Turn

ART. B2S16K

Cod. Tec. GR19
Euro Descrizione Qualità Pezzi

B2S16KIT 191,00 Set 10 inserti SG16
2pz 1,25 - 1,45 - 1,80 1pz 1,85 - 2,15 - 2,65 - 3,15

4L35 10

B.49Indivisible package  Suggested retail package - Unit price

GROOVING INSERTS - SG16

HSNKMP

Grade
4L35

Description
W

mm
Tech. Code

Seeger
thickness

mm

Dep.
max
mm

Feed
mm/rev

<500
N/mm²

<850
N/mm²

<1200
N/mm²

<600
N/mm²

<850
N/mm²

<240
HB

<300
HB

Alu HTA
<60
HRC

M
ED

IU
M

C
U

TT
IN

G

M
M

SG16 110 - MM 1,25 1,00 1,2
1,5
1,8

0,05
0,08
0,16

140 110 90 90 70 150 120 50

SG16 130 - MM 1,45 1,20 140 110 90 90 70 150 120 50

SG16 160 - MM 1,80 1,50 140 110 90 90 70 150 120 50

SG16 185 - MM 2,00 1,75

3

140 110 90 90 70 150 120 50

SG16 215 - MM 2,30 2,00 140 110 90 90 70 150 120 50

SG16 265 - MM 2,80 2,50 140 110 90 90 70 150 120 50

SG16 315 - MM 3,35 3,00 140 110 90 90 70 150 120 50

EXTERNAL GROOVING TOOLHOLDERS TRIANGOLAR INSERTS
CGER/L

Right hand

ITEM: B2U50
Material Steel
Clamping system S (Screw)
Application External Cir-clip grooves

External slots

INTERNAL GROOVING TOOLHOLDERS TRIANGOLAR INSERTS
R/L

Right hand Coolant hole

ITEM: B2U51
Material Steel
Clamping system S (Screw)
Application Internal Cir-clip grooves

Internal slots

SPARE PARTS INCLUDED

Tech. Code Description
b

mm
h

mm
H

mm
L1
mm

W
mm

t-max
mm

Inserts Screw Wrench

C
G

ER
/L

CESL 2020K 16 20 20 20 125

1,25 - 3,35 3 SG16... BRICA199 BRICA186
CESL 2525M 16 25 25 25 150
CESR 2020K 16 20 20 20 125
CESR 2525M 16 25 25 25 150

SPARE PARTS INCLUDED

Tech. Code Description
D min
mm

d
mm

F
mm

L1
mm

W
mm

t-max
mm

Inserts Screw Wrench

R
/L

CISL 0016M 16 20 16 10,8 150

1,25 - 3,35 3 SG16... BRICA199 BRICA186
CISL 0020Q 16 25 20 13,0 180
CISR 0016M 16 23 16 10,8 150
CISR 0020Q 16 25 20 11,0 180

GROOVING INSERTS SG16 SET
ITEM: B2S16K

Tech. Code Description Grade Pieces

Set of 10 inserts SG16
2pz 1,25 - 1,45 - 1,80 1pz 1,85 - 2,15 - 2,65 - 3,15

4L35 10



B

B.50 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

PORTAGODRONE SINGOLO

Cod. Tec. GR18
Euro

L
mm

b
mm

h
mm

h1
mm

t
mm

t1
mm

Godroni mm

B2G01R01 42,00 113 14 14 19 3 3 AA - BL - BR - GV - GE 20 x 8 x 6

t

t1

L

bh1

h

Materiale Acciaio
Impronte eseguibili RAA - RBL - RBR - RGE - RGV
Rotazione DX + SX
Campo diametrale 8 - 200 mm
Applicazione Esecuzione di zigrinature per ricalco

ART. B2G01

PORTAGODRONI SINGOLI A RICALCO PER TORNI CONVENZIONALI Rough

PORTAGODRONE DOPPIO

Cod. Tec. GR18
Euro

L
mm

b
mm

h
mm

h1
mm

h2
mm

l1
mm

l2
mm

t
mm

t1
mm

Godroni mm

B2G02R02 174,30 150 18 25 24 46 102 46 2 5 AA - BL - BR 20 x 8 x 6

L

b

h

h1

h2

t1

t

l1l2

Materiale Acciaio
Impronte eseguibili RAA - RGE30° - RGE45°
Rotazione DX + SX
Campo diametrale 8 - 200 mm
Applicazione Esecuzione di zigrinature per ricalco

ART. B2G02

PORTAGODRONI DOPPI A RICALCO PER TORNI CONVENZIONALI Rough

PORTAGODRONE MULTIPLO

Cod. Tec. GR18
Euro

L
mm

b
mm

h
mm

h1
mm

h2
mm

l1
mm

Godroni mm

B2G03R06 294,00 181 25 25 30 62 103 AA - BL - BR 20 x 8 x 6

L

l1

b

h

h1

h2

Materiale Acciaio
Impronte eseguibili RAA - RGE30° - RGE45°
Rotazione DX + SX
Campo diametrale 8 - 200 mm
Applicazione Esecuzione di zigrinature per ricalco

ART. B2G03

PORTAGODRONI MULTIPLI A RICALCO PER TORNI CONVENZIONALI Rough

PORTAGODRONE REGOLABILE

Cod. Tec. GR18
Euro

L
mm

b
mm

h
mm

h1
mm

h2
mm

l1
mm

t
mm

t1
mm

Godroni mm

B2G04R02 (420,00) 221 20 25 26,5 107 134 3 5 AA - BL - BR 20 x 8 x 6

t l1

L
bh1

t1

h
h2

Materiale Acciaio
Impronte eseguibili RAA - RGE30° - RGE45°
Rotazione DX + SX
Campo diametrale 4 - 50 mm
Applicazione Esecuzione di zigrinature per ricalco

ART. B2G04

PORTAGODRONI REGOLABILI A RICALCO PER TORNI CONVENZIONALI Rough

B.50 Indivisible package   Suggested retail package - Unit price

FORM KNURLING HOLDER

Tech. Code L
mm

b
mm

h
mm

h1
mm

T
mm

t1
mm

Knurling wheels mm

113 14 14 19 3 3 AA - BL - BR - GV - GE 20 x 8 x 6

Material Steel
Knurling profile RAA - RBL - RBR - RGE - RGV
Rotation DX + SX
Coupling 8 - 200 mm
Application Execution of form knurl

ITEM: B2G01

SINGLE FORM KNURLING HOLDERS FOR CONVENTIONAL LATHES

DOUBLE FORM KNURLING HOLDER

Tech. Code L
mm

b
mm

h
mm

h1
mm

h2
mm

l1
mm

l2
mm

T
mm

t1
mm

Knurling wheels mm

150 18 25 24 46 102 46 2 5 AA - BL - BR 20 x 8 x 6

Material Steel
Knurling profile RAA - RGE30° - RGE45°
Rotation DX + SX
Coupling 8 - 200 mm
Application Execution of form knurl

ITEM: B2G02

DOUBLE FORM KNURLING HOLDERS FOR CONVENTIONAL LATHES

MULTIPLE FORM KNURLING HOLDER

Tech. Code L
mm

b
mm

h
mm

h1
mm

h2
mm

l1
mm

Knurling wheels mm

181 25 25 30 62 103 AA - BL - BR 20 x 8 x 6

Material Steel
Knurling profile RAA - RGE30° - RGE45°
Rotation DX + SX
Coupling 8 - 200 mm
Application Execution of form knurl

ITEM: B2G03

MULTIPLE FORM KNURLING HOLDERS FOR CONVENTIONAL LATHES

ADJUSTABLE FORM KNURLING HOLDER

Tech. Code L
mm

b
mm

h
mm

h1
mm

h2
mm

l1
mm

T
mm

t1
mm

Knurling wheels mm

221 20 25 26,5 107 134 3 5 AA - BL - BR 20 x 8 x 6

Material Steel
Knurling profile RAA - RGE30° - RGE45°
Rotation DX + SX
Coupling 4 - 50 mm
Application Execution of form knurl

ITEM: B2G04

ADJUSTABLE FORM KNURLING HOLDERS FOR CONVENTIONAL LATHES



B

B.51 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

B2G10 Cod. Tec. GR19
Euro

D
mm

s
mm

d1
mm

Inclinazione
Passo

mm
B2G10AA05 36,00

20 8 6 0°

0,5
B2G10AA06 36,00 0,6
B2G10AA08 36,00 0,8
B2G10AA10 36,00 1,0

B2G10 Cod. Tec. GR19
Euro

D
mm

s
mm

d1
mm

Inclinazione
Passo

mm
B2G10AA12 36,00

20 8 6 0°

1,2
B2G10AA15 36,00 1,5
B2G10AA18 36,00 1,8
B2G10AA20 36,00 2,0

S D

d1

Materiale Acciaio Super rapido + Co
Impronta prodotta RAA

ART. B2G10

GODRONI PER DEFORMAZIONE - TIPO AA Rough

B2G15 Cod. Tec. GR19
Euro

D
mm

s
mm

d1
mm

Inclinazione
Passo

mm
B2G15BR05 (36,00)

20 8 6 DX 30°

0,5
B2G15BR06 36,00 0,6
B2G15BR08 36,00 0,8
B2G15BR10 36,00 1,0
B2G15BR12 36,00 1,2
B2G15BR15 36,00 1,5
B2G15BR18 (36,00) 1,8
B2G15BR20 36,00 2,0

B2G20 Cod. Tec. GR19
Euro

D
mm

s
mm

d1
mm

Inclinazione
Passo

mm
B2G20BR05 (36,00)

20 8 6 DX 45°

0,5
B2G20BR06 36,00 0,6
B2G20BR08 36,00 0,8
B2G20BR10 36,00 1,0
B2G20BR12 36,00 1,2
B2G20BR15 36,00 1,5
B2G20BR18 36,00 1,8
B2G20BR20 36,00 2,0

S D

d1

Materiale Acciaio Super rapido + Co
Impronta prodotta RBL

ART. B2G15 - B2G20

GODRONI PER DEFORMAZIONE - TIPO BR Rough

B2G25 Cod. Tec. GR19
Euro

D
mm

s
mm

d1
mm

Inclinazione
Passo

mm
B2G25BL05 (35,00)

20 8 6 SX 30°

0,5
B2G25BL06 (36,00) 0,6
B2G25BL08 36,00 0,8
B2G25BL10 36,00 1,0
B2G25BL12 36,00 1,2
B2G25BL15 36,00 1,5
B2G25BL18 (36,00) 1,8
B2G25BL20 36,00 2,0

B2G30 Cod. Tec. GR19
Euro

D
mm

s
mm

d1
mm

Inclinazione
Passo

mm
B2G30BL05 (36,00)

20 8 6 SX 45°

0,5
B2G30BL06 (36,00) 0,6
B2G30BL08 36,00 0,8
B2G30BL10 36,00 1,0
B2G30BL12 36,00 1,2
B2G30BL15 36,00 1,5
B2G30BL18 36,00 1,8
B2G30BL20 36,00 2,0

Materiale Acciaio Super rapido + Co
Impronta prodotta RBR

ART. B2G25 - B2G30

GODRONI PER DEFORMAZIONE - TIPO BL Rough

B.51Indivisible package  Suggested retail package - Unit price

B2G10 Tech. Code D
mm

s
mm

d1
mm

Inclination
Pitch
mm

20 8 6 0°

0,5
0,6
0,8
1,0

B2G10 Tech. Code D
mm

s
mm

d1
mm

Inclination
Pitch
mm

20 8 6 0°

1,2
1,5
1,8
2,0

Material High speed steel + co
Knurling profile RAA

ITEM: B2G10

FORM KNURLING WHEELS - AA TYPE

B2G15 Tech. Code D
mm

s
mm

d1
mm

Inclination
Pitch
mm

20 8 6 DX 30°

0,5
0,6
0,8
1,0
1,2
1,5
1,8
2,0

B2G20 Tech. Code D
mm

s
mm

d1
mm

Inclination
Pitch
mm

20 8 6 DX 45°

0,5
0,6
0,8
1,0
1,2
1,5
1,8
2,0

Material High speed steel + co
Knurling profile RBL

ITEM: B2G15 - B2G20

FORM KNURLING WHEELS - BR TYPE

B2G25 Tech. Code D
mm

s
mm

d1
mm

Inclination
Pitch
mm

20 8 6 SX 30°

0,5
0,6
0,8
1,0
1,2
1,5
1,8
2,0

B2G30 Tech. Code D
mm

s
mm

d1
mm

Inclination
Pitch
mm

20 8 6 SX 45°

0,5
0,6
0,8
1,0
1,2
1,5
1,8
2,0

Material High speed steel + co
Knurling profile RBR

ITEM: B2G25 - B2G30

FORM KNURLING WHEELS - BL TYPE



B

B.52 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

B2G35 Cod. Tec. GR19
Euro

D
mm

s
mm

d1
mm

Inclinazione
Passo

mm
B2G35GV05 (67,00)

20 8 6 SX 30°

0,5
B2G35GV06 (67,00) 0,6
B2G35GV08 (67,00) 0,8
B2G35GV10 (67,00) 1,0
B2G35GV12 (67,00) 1,2
B2G35GV15 (67,00) 1,5
B2G35GV18 (67,00) 1,8
B2G35GV20 (67,00) 2,0

B2G40 Cod. Tec. GR19
Euro

D
mm

s
mm

d1
mm

Inclinazione
Passo

mm
B2G40GV05 (67,00)

20 8 6 SX 45°

0,5
B2G40GV06 (67,00) 0,6
B2G40GV08 67,00 0,8
B2G40GV10 67,00 1,0
B2G40GV12 67,00 1,2
B2G40GV15 67,00 1,5
B2G40GV18 (67,00) 1,8
B2G40GV20 67,00 2,0

S D

d1

Materiale Acciaio Super rapido + Co
Impronta prodotta RGE

ART. B2G35 - B2G40

GODRONI PER DEFORMAZIONE - TIPO GV Rough

B2G45 Cod. Tec. GR19
Euro

D
mm

s
mm

d1
mm

Inclinazione
Passo

mm
B2G45GE05 (61,00)

20 8 6 DX 30°

0,5
B2G45GE06 (61,00) 0,6
B2G45GE08 (61,00) 0,8
B2G45GE10 (61,00) 1,0
B2G45GE12 (61,00) 1,2
B2G45GE15 (61,00) 1,5
B2G45GE18 (61,00) 1,8
B2G45GE20 (61,00) 2,0

B2G50 Cod. Tec. GR19
Euro

D
mm

s
mm

d1
mm

Inclinazione
Passo

mm
B2G50GE05 (61,00)

20 8 6 DX 45°

0,5
B2G50GE06 (60,00) 0,6
B2G50GE08 61,00 0,8
B2G50GE10 61,00 1,0
B2G50GE12 61,00 1,2
B2G50GE15 61,00 1,5
B2G50GE18 (61,00) 1,8
B2G50GE20 61,00 2,0

S D

d1

Materiale Acciaio Super rapido + Co
Impronta prodotta RGV

ART. B2G45 - B2G50

GODRONI PER DEFORMAZIONE - TIPO GE Rough

B.52 Indivisible package   Suggested retail package - Unit price

B2G35 Tech. Code D
mm

s
mm

d1
mm

Inclination
Pitch
mm

20 8 6 SX 30°

0,5
0,6
0,8
1,0
1,2
1,5
1,8
2,0

B2G40 Tech. Code D
mm

s
mm

d1
mm

Inclination
Pitch
mm

20 8 6 SX 45°

0,5
0,6
0,8
1,0
1,2
1,5
1,8
2,0

Material High speed steel + co
Knurling profile RGE

ITEM: B2G35 - B2G40

FORM KNURLING WHEELS - GV TYPE

B2G45 Tech. Code D
mm

s
mm

d1
mm

Inclination
Pitch
mm

20 8 6 DX 30°

0,5
0,6
0,8
1,0
1,2
1,5
1,8
2,0

B2G50 Tech. Code D
mm

s
mm

d1
mm

Inclination
Pitch
mm

20 8 6 DX 45°

0,5
0,6
0,8
1,0
1,2
1,5
1,8
2,0

Material High speed steel + co
Knurling profile RGV

ITEM: B2G45 - B2G50

FORM KNURLING WHEELS - GE TYPE



B

B.53 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

B

A

L

P

Angolo 45°

A richiesta anche in esecuzione sinistra

DIN 4972
UNI 4103

ART. B2U90

Cod. Tec. GR22
Euro

A
mm

B
mm

L
mm

P
Placchetta

Grado

B2U900808P 9,70 8 8 80 C6

P

B2U901010P 9,82 10 10 90 C8
B2U901212P 11,25 12 12 100 C10
B2U901616P 12,68 16 16 110 C12
B2U902020P 17,20 20 20 125 C16
B2U902525P 26,46 25 25 140 C20
B2U903232P (44,76) 32 32 170 C25
B2U900808K 9,70 8 8 80 C6

K
B2U901616K 12,68 16 16 110 C12
B2U902020K 17,20 20 20 125 C16
B2U902525K 26,46 25 25 140 C20

UTENSILI BRASATI PER TORNITURA ESTERNA ISO 2 Brazer

B

A

L

P

Angolo 90°

A richiesta anche in esecuzione sinistra

DIN 4980
UNI 4104

ART. B2U91

Cod. Tec. GR22
Euro

A
mm

B
mm

L
mm

P
Placchetta

Grado

B2U910808P (9,70) 8 8 80 C6

P

B2U911010P 9,82 10 10 90 C8
B2U911212P 11,25 12 12 100 C10
B2U911616P 12,68 16 16 110 C12
B2U912020P 17,20 20 20 125 C16
B2U912525P 26,46 25 25 140 C20
B2U913232P (44,76) 32 32 170 C25
B2U910808K (9,70) 8 8 80 C6

K

B2U911010K 9,82 10 10 90 C8
B2U911212K 11,25 12 12 100 C10
B2U911616K 12,68 16 16 110 C12
B2U912020K 17,20 20 20 125 C16
B2U912525K 26,46 25 25 140 C20

UTENSILI BRASATI PER TORNITURA ESTERNA ISO 6 Brazer

B.53Indivisible package  Suggested retail package - Unit price

45° Approach angle

Upon request, also available for left running

DIN 4972
UNI 4103

ITEM: B2U90

Tech. Code A
mm

B
mm

L
mm

P
Carbide Tip

Degree

8 8 80 C6

P

10 10 90 C8
12 12 100 C10
16 16 110 C12
20 20 125 C16
25 25 140 C20
32 32 170 C25
8 8 80 C6

K
16 16 110 C12
20 20 125 C16
25 25 140 C20

EXTERNAL TURNING ISO 2 BRAZED TOOLS

90° Approach angle

Upon request, also available for left running

DIN 4980
UNI 4104

ITEM: B2U91

Tech. Code A
mm

B
mm

L
mm

P
Carbide Tip

Degree

8 8 80 C6

P

10 10 90 C8
12 12 100 C10
16 16 110 C12
20 20 125 C16
25 25 140 C20
32 32 170 C25
8 8 80 C6

K

10 10 90 C8
12 12 100 C10
16 16 110 C12
20 20 125 C16
25 25 140 C20

EXTERNAL TURNING ISO 6 BRAZED TOOLS



B

B.54 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

B

A

L

P

E

Angolo 0°

A richiesta anche in esecuzione sinistra

DIN 4981
UNI 4100

ART. B2U92

Cod. Tec. GR22
Euro

B
mm

A
mm

L
mm

E
mm

P
Placchetta

Grado

B2U921006P 10,70 10 6 90
3 D3

P

B2U921208P 10,14 12 8 100
B2U921610P 12,79 16 10 110 4 D4
B2U922012P 15,44 20 12 125 5 D5
B2U922516P 19,74 25 16 140 6 D6
B2U923220P 30,77 32 20 170 8 D8
B2U921006K 9,82 10 6 90

3 D3
K

B2U921208K 10,14 12 8 100
B2U921610K 12,79 16 10 110 4 D4
B2U922012K 15,44 20 12 125 5 D5

UTENSILI BRASATI PER SCANALATURA ESTERNA ISO 7 Brazer

B

P

d

L

L1

E

A

Angolo 0°

A richiesta anche in esecuzione sinistra

DIN 4971
UNI 4102R

ART. B2U95

Cod. Tec. GR22
Euro

A
mm

B
mm

D
mm

L
mm

L1
mm

E
mm

P
Placchetta

Grado

B2U951010P 15,44 10 10 10 140 52 3 D3

P
B2U951212P 16,87 12 12 12 160 56 4 D4
B2U951616P 20,18 16 16 16 180 63 5 D5
B2U952020P 26,02 20 20 20 210 80 6 D6
B2U952525P 36,38 25 25 25 250 100 8 D8

UTENSILI BRASATI PER SCANALATURA INTERNA ISO 354R Brazer

B

A

P

d

L

L1

Angolo 75°

A richiesta anche in esecuzione sinistra

DIN 4974
UNI 4111

ART. B2U96

Cod. Tec. GR22
Euro

A
mm

B
mm

D
mm

L
mm

L1
mm

P
Placchetta

Grado

B2U960808P 9,26 8 8 8 125 40 A5

P

B2U961010P 13,67 10 10 10 150 50 A6
B2U961212P 13,67 12 12 12 180 63 A8
B2U961616P 15,44 16 16 16 210 80 A10
B2U962020P 20,62 20 20 20 250 100 A12
B2U962525P 28,12 25 25 25 300 125 A16
B2U963232P 46,42 32 32 32 355 160 A20
B2U960808K 13,35 8 8 8 125 40 A5

K

B2U961010K 13,67 10 10 10 150 50 A6
B2U961212K 13,67 12 12 12 180 63 A8
B2U961616K 15,44 16 16 16 210 80 A10
B2U962020K 20,62 20 20 20 250 100 A12
B2U962525K 28,12 25 25 25 300 125 A16
B2U963232K 46,42 32 32 32 355 160 A20

UTENSILI BRASATI PER TORNITURA INTERNA ISO 9 Brazer

B.54 Indivisible package   Suggested retail package - Unit price

0° Approach angle

Upon request, also available for left running

DIN 4981
UNI 4100

ITEM: B2U92

Tech. Code B
mm

A
mm

L
mm

E
mm

P
Carbide Tip

Degree

10 6 90
3 D3

P

12 8 100
16 10 110 4 D4
20 12 125 5 D5
25 16 140 6 D6
32 20 170 8 D8
10 6 90

3 D3
K

12 8 100
16 10 110 4 D4
20 12 125 5 D5

EXTERNAL GROOVING ISO 7 BRAZED TOOLS

0° Approach angle

Upon request, also available for left running

DIN 4971
UNI 4102R

ITEM: B2U95

Tech. Code A
mm

B
mm

D
mm

L
mm

L1
mm

E
mm

P
Carbide Tip

Degree

10 10 10 140 52 3 D3

P
12 12 12 160 56 4 D4
16 16 16 180 63 5 D5
20 20 20 210 80 6 D6
25 25 25 250 100 8 D8

INTERNAL GROOVING ISO 354R BRAZED TOOLS

75° Approach angle

Upon request, also available for left running

DIN 4974
UNI 4111

ITEM: B2U96

Tech. Code A
mm

B
mm

D
mm

L
mm

L1
mm

P
Carbide Tip

Degree

8 8 8 125 40 A5

P

10 10 10 150 50 A6
12 12 12 180 63 A8
16 16 16 210 80 A10
20 20 20 250 100 A12
25 25 25 300 125 A16
32 32 32 355 160 A20
8 8 8 125 40 A5

K

10 10 10 150 50 A6
12 12 12 180 63 A8
16 16 16 210 80 A10
20 20 20 250 100 A12
25 25 25 300 125 A16
32 32 32 355 160 A20

INTERNAL TURNING ISO 9 BRAZED TOOLS
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B.55 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Barrette rettificate DIN 4964 in HSS-Co 12% a sezione tonda.
Tolleranza h8.

ART. B2U70

Cod. Tec. GR22
Euro

Dimensioni
mm

B2U7008200 23,86 8 x 200
B2U7010200 27,17 10 x 200
B2U7012200 34,86 12 x 200

Cod. Tec. GR22
Euro

Dimensioni
mm

B2U7003100 11,41 3 x 100
B2U7004200 17,01 4 x 200
B2U7005200 17,64 5 x 200
B2U7006200 19,19 6 x 200

BARRETTE TONDE RETTIFICATE IN HSS-CO 12%

Barrette rettificate DIN 4964 in HSS-Co 12% a sezione quadra.
Tolleranza h14.

ART. B2U75

Cod. Tec. GR22
Euro

Dimensioni
mm

B2U7512200 44,05 12 x 12 x 200
B2U7514200 58,50 14 x 14 x 200
B2U7516200 72,93 16 x 16 x 200
B2U7520200 101,36 20 x 20 x 200

Cod. Tec. GR22
Euro

Dimensioni
mm

B2U7504200 20,71 4 x 4 x 200
B2U7505200 19,76 5 x 5 x 200
B2U7506200 20,75 6 x 6 x 200
B2U7508200 26,92 8 x 8 x 200
B2U7510200 32,16 10 x 10 x 200

BARRETTE QUADRE RETTIFICATE IN HSS-CO 12%

Barrette rettificate DIN 4964 in HSS-Co 12% a sezione rettangolare.
Tolleranza h14.

ART. B2U80

Cod. Tec. GR22
Euro

Dimensioni
mm

B2U801508200 43,97 15 x 8 x 200
B2U801510200 48,60 15 x 10 x 200
B2U802003200 29,83 20 x 3 x 200
B2U802004200 34,86 20 x 4 x 200
B2U802005200 41,71 20 x 5 x 200
B2U802006200 44,60 20 x 6 x 200
B2U802008200 52,79 20 x 8 x 200
B2U802010200 60,06 20 x 10 x 200

Cod. Tec. GR22
Euro

Dimensioni
mm

B2U801003200 18,68 10 x 3 x 200
B2U801004200 21,79 10 x 4 x 200
B2U801005200 22,51 10 x 5 x 200
B2U801006200 26,96 10 x 6 x 200
B2U801008200 30,07 10 x 8 x 200
B2U801503200 25,21 15 x 3 x 200
B2U801504200 27,55 15 x 4 x 200
B2U801505200 32,16 15 x 5 x 200
B2U801506200 37,14 15 x 6 x 200

BARRETTE RETTANGOLARI RETTIFICATE IN HSS-CO 12%

Barrette HM rettificate a sezione tonda.
Tolleranza h6.

ART. B2U40

Cod. Tec. GR22
Euro

Dimensioni
mm

B2U4006100 19,03 6 x 100
B2U4008100 29,85 8 x 100
B2U4010100 41,50 10 x 100
B2U4012100 58,79 12 x 100

Cod. Tec. GR22
Euro

Dimensioni
mm

B2U4002100 7,84 2 x 100
B2U4003100 8,65 3 x 100
B2U4004100 10,37 4 x 100
B2U4005100 15,57 5 x 100

BARRETTE TONDE RETTIFICATE IN HM

B.55Indivisible package  Suggested retail package - Unit price

DIN 4964 12% HSS-Co round-shaped ground drill bits.
Tolerance h8.

ITEM: B2U70

Tech. Code Dimensions
mm

8 x 200
10 x 200
12 x 200

Tech. Code Dimensions
mm

3 x 100
4 x 200
5 x 200
6 x 200

HSS-CO 12% ROUND GROUND TOOL BITS

DIN 4964 12% HSS-Co square ground drill bits.
Tolerance h14.

ITEM: B2U75

Tech. Code Dimensions
mm

12 x 12 x 200
14 x 14 x 200
16 x 16 x 200
20 x 20 x 200

Tech. Code Dimensions
mm

4 x 4 x 200
5 x 5 x 200
6 x 6 x 200
8 x 8 x 200

10 x 10 x 200

HSS-CO 12% SQUARE GROUND TOOL BITS

DIN 4964 12% HSS-Co rectangular ground drill bits.
Tolerance h14.

ITEM: B2U80

Tech. Code Dimensions
mm

15 x 8 x 200
15 x 10 x 200
20 x 3 x 200
20 x 4 x 200
20 x 5 x 200
20 x 6 x 200
20 x 8 x 200
20 x 10 x 200

Tech. Code Dimensions
mm

10 x 3 x 200
10 x 4 x 200
10 x 5 x 200
10 x 6 x 200
10 x 8 x 200
15 x 3 x 200
15 x 4 x 200
15 x 5 x 200
15 x 6 x 200

HSS-CO 12% RECTANGULAR GROUND TOOL BITS

Ground round tool bits HM.
Tolerance h6.

ITEM: B2U40

Tech. Code Dimensions
mm

6 x 100
8 x 100
10 x 100
12 x 100

Tech. Code Dimensions
mm

2 x 100
3 x 100
4 x 100
5 x 100

HM ROUND GROUND TOOL BITS
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B.57

INDICE DELLE APPLICAZIONI - FRESATURA

SPIANATURA

SEHX1204...

HNKU0806...

KERFOLG
FACE

Frese ad inserti
esagonali bilaterali.

Pag. 61

KERFOLG
FACE

Frese generiche
per tutti i materiali.

Pag. 60

SPALLAMENTO
RETTO

APKT06 ... MR

TOKX07... ML
TOKX07... MM

AVGT06...M5

XVCT16...A5

KERFOLG
WALL

Frese ad inserti
monolaterali.

Pag. 68

KERFOLG
WALL

Frese ad inserti
monolaterali.

Pag. 69

KERFOLG
TRIPLE

Frese ad inserti
monolaterali.

Pag. 70

TUNGALOY
TUNGFORCEREC

Frese ad inserti
monolaterali.

Pag. 72

TUNGALOY
TUNGALUMILL

Frese ad inserti
monolaterali.

Pag. 74

SPALLAMENTO
RETTO E FRESE

AD ELICA

APKT1003...

APKT1604...

KERFOLG
WALL

Frese per
piccole profondità.

Pag. 62

KERFOLG
WALL

Frese per
grandi profondità.

Pag. 65

KERFOLG
HELIX

Frese
per contornature

con inserto 16mm.

Pag. 66

B.57

APPLICATION INDEX - MILLING

FACE MILLING

SEHX1204...

HNKU0806...

Two-side hexagonal
inserts end mills

Page 61

General surfacing of any
material

Page 60

SHOULDER
MILLING

APKT06 ... MR

TOKX07... ML
TOKX07... MM

AVGT06...M5

XVCT16...A5

Single-side square
shouldering end mills

Page 68

Single-side square
shouldering end mills

Page 69

Single-side square
shouldering end mills

Page 70

Single-side square
shouldering end mills

Page 72

Single-side square
shouldering end mills

Page 74

SHOULDER AND
HELICAL MILLING

CUTTERS

APKT1003...

APKT1604...

General, small-depth
square shouldering

Page 62

General, greater-depth
square shouldering

Page 65

16 mm insert greater-depth
contouring

Page 66



B.58

B

INDICE DELLE APPLICAZIONI - FRESATURA

FRESATURA
HIGH FEED

XPLT07

LNMU0303...

LNMX04 ...

RDPX
0702 - 1003

12T3

SWMT15 ...

KERFOLG
COPY

Frese
ad inserto tondo.

Pag. 82

KERFOLG
MINIFEED

Frese per elevato
avanzamento

ad inserti monolaterali.

Pag. 81

TUNGALOY
DOFEED MINI

Frese
per alti avanzamenti.

Pag. 76

TUNGALOY
DOTWISTBALL

Frese toroidali per
elevato avanzamento.

Pag. 78

TUNGALOY
MILLQUADFEED

Frese per
elevatissimo avanzamento.

Pag. 80

FINITURA

ZFBM...M5

ZFRM...M5

TUNGALOY
BALL FINISH NOSE

Fresa per finitura
ad inserti.

Pag. 84

FRESE PER
SMUSSI

TCMT1102...
TCMT16T3...
TCMX16T3...

SCMT1204...

APKT1003...
APKT1604...

KERFOLG
CROSS

Frese per smussi
ad inserti triangolari.

Pag. 96

KERFOLG
CROSS

Frese per smussi
ad inserti quadri.

Pag. 97

KERFOLG
CROSS

Frese per smussi
regolabili.

Pag. 97

KERFOLG
CROSS

Fresa per smussi
monoinserto triangolare.

Pag. 95

KERFOLG
HELIX

Frese per smussi
di grandi dimensioni.

Pag. 64

FRESATURA
MULTIFUNCTION

VCP...

VDE...

VST...

VTB...

TUNGALOY
TUNGMEISTER

Frese multifunzionali.

Pag. 88

B.58

APPLICATION INDEX - MILLING

HIGH FEED
MILLING

XPLTO7

LNMU0303...

LNMX04 ...

RDPX
0702 - 1003

12T3

SWMT15 ...

Multifunctional end mills
round inserts

Page 82

Single-side inserts
multifunctional

high feed end mills

Page 81

Multi-task type for ultra
high-feed milling

Page 76

Multifunctional
high feed

toroidal end mills

Page 78

Multifunctional
high feed end mills

Page 80

FINISHING

ZFBM...M5

ZFRM...M5

Finishing end mills

Page 84

CHAMFER
MILLING

TCMT1102...
TCMT16T3...
TCMX16T3...

SCMT1204...

APKT1003...
APKT1604... Chamfer end mills triangular

inserts

Page 96

Chamfer end mills
square inserts

Page 97

Adjustable chamfer end
mills

Page 97

Chamfer end mill triangular
inserts

Page 95

Large-size chamfering
end mills

Page 64

MULTIFUNCTION

VCP...

VDE...

VST...

VTB...

Multifunctional
milling tool

Page 88
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B.59

PUNTE AD
INSERTI

WCMT...MF

WCMT...MF

DPM ...

XPMT...

TUNGALOY
DRILL MEISTER

Punte con cuspidi
intercambiabili

Pag. 98

TUNGALOY
TUNGDRILL TWISTED

Punte ad inserti
per elevate performance

Pag. 104

KERFOLG
HOLE

Punte ad inserti
multifunzionali.

Pag. 106

LAMATORI
AD INSERTI

CCMT0602...
CCMT09T3...

KERFOLG
SPLAY

Lamatori ad inserti
monotagliente

Pag. 108

KERFOLG
SPLAY

Lamatori ad inserti
bitagliente

Pag. 110

KERFOLG
SPLAY

Retrolamatore ad inserti

Pag. 112

INDICE DELLE APPLICAZIONI - FRESATURA

FRESE A DISCO

GCOM0...

SNHX11...
SNHX12...

B7B10...
B7B12...
B7B14...

KERFOLG
GROOVE

Frese a disco per scanalature e tagli
con attacco per alberi.

Pag. 90

KERFOLG
GROOVE

Frese a disco per scanalature e tagli
con attacco a manicotto.

Pag. 91

KERFOLG
SLOT

Frese a disco per scanalature
e tagli di piccoli spessori.

Pag. 92

KERFOLG
DELTA

Frese a gambo per scanalature
di piccoli spessori.

Pag. 93

B.59

DRILLING

WCMT...MF

WCMT...MF

DPM ...

XPMT...

Indexable head
drills

Page 98

Indexable drills

Page 104

Multi-purpose insert drills

Page 106

SPOT FACING
MILLING

CCMT0602...
CCMT09T3...

Single or dual cutting-edge insert
counter borers

Page 108

Dual cutting-edge insert counter borers

Page 110

Insert back facing tools

Page 112

APPLICATION INDEX - MILLING

SLOTTING TOOLS

GCOM0

SNHX11...
SNHX12...

B7B10...
B7B12...
B7B14...

Shaft-coupled disk end mills for
grooving and cutting

Page 90

Shell-coupled side cutter mill for
cutting and grooving works

Page 91

Disk end mills for grooving and
single-thickness cutting

Page 92

Shank type milling cutters for low-
thickness grooving

Page 93
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B.60 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

CONDIZIONI DI TAGLIO CONSIGLIATE

Materiale Durezza
Brinnell HB

Gradi
Consigliati

Geometria
Velocità di taglio

Vc (mt/min)
Avanzamento tagliente

tz/mm

Acciai a basso tenore di carbonio (C15E, ecc.) ~ 200 PT30 MM 180 - 250 0.08 - 0.25

Acciai ad alto tenore di carbonio  (C45, C55, ecc.) 200 ~ 300 PT30 MM 150 - 200 0.08 - 0.25

Acciai legati (42CrMo4, 17 Cr3, ecc.) 200 ~ 300 PT30 MM 150 - 230 0.08 - 0.25

Acciai da utensili (X155CrVMo 12 1, ecc.) ~ 300 PT30 MM 130 - 180 0.06 - 0.20

ACCiai inox (X5CrNi 18-9, ecc.) - MT30 ML 100 - 150 0.06 - 0.20

Ghise grigie (GG25, GG30 ecc.) 150 ~ 250 PT30 MM 120 - 180 0.08 - 0.25

Ghise sferoidali (GGG40, ecc.) 150 ~ 250 PT30 MM 100 - 150 0.06 - 0.20

Leghe non ferrose (Si < 13%) - K10 AL 200 - 500 0.04 - 0.35

Leghe non ferrose (Si > 13%) - K10 AL 200 - 350 0.04 - 0.28

Cod. Tec. GR30
Euro Versione Descrizione Denominazione

BRICA130 4,78
Tutti i diametri

Vite inserto BRICA130

BRICA004 9,33 Chiave BRICA004

PARTI DI RICAMBIO

B3F06 Cod. Tec. GR18
Euro Z

D
mm

d
mm

A
mm

H
mm

Ap max
mm

Foro ref. Inserto

M
an

ic
ot

to

B3F0640Z3 192,10 3 40 16 53 40

6 Con SEHX 1204

B3F0650Z4 241,50 4 50
22

63
48B3F0663Z5 285,40 5 63 76

B3F0680Z6 340,30 6 80 27 93
50B3F06100Z8 382,00 8 100 32 113

B3F06125Z9 513,80 9 125 40 138 63

FRESE A MANICOTTO CON FISSAGGIO INSERTO A VITE

Tipo di attacco Manicotto
Tipo inserto SEHX 1204
Applicazione Spianatura

Frese generiche multifunzionali per la spianatura.
ART. B3F06

Ø40 ~ 125 mm

d

A

D

H

45°

Ap max

FRESE PER SPIANATURA AD INSERTI QUADRI MONOLATERALI Face

12,7mm

4,5mm
45°

SEHX 1204...MM

12,7mm

4,5mm
45°

SEHX 1204...ML

12,7mm

4,5mm
45°

SEHX 1204...AL

HSNKMP

Descrizione Qualità Cod. Tec. GR20
Euro

<500
N/mm²

<850
N/mm²

<1200
N/mm²

<600
N/mm²

<850
N/mm²

<240
HB

<300
HB

Alu HTA
<60
HRC

TA
G

LI
O

M
ED

IO

M
M SEHX 1204 AFSN MM PT30

B3B2112SNMM01 13,68     

M
L SEHX 1204 AFSN ML MT30

B3B2212SNML05 13,68      

AL SEHX 1204 AFFN AL K10

B3B2312SNAL10 14,76 

● RACCOMANDATO PER... ○ ADATTO PER...

GEOMETRIE E CONDIZIONI DI TAGLIO Face

B.60 Indivisible package   Suggested retail package - Unit price

RECOMMENDED CUTTING DATA

Material Hardness
Brinnell HB

Recommended
Grades

Geometry
Cutting speed
Vc (m/min.)

Feed
tz/mm

Low carbon content steel (C15, etc.) ~ 200 PT30 MM 180 - 250 0.08 - 0.25

High carbon content steel (C45, C55, etc.) 200 ~ 300 PT30 MM 150 - 200 0.08 - 0.25

Alloy steel 42CRMo4, 17Cr3, etc. 200 ~ 300 PT30 MM 150 - 230 0.08 - 0.25

Tool steel (X155CrVMo 12 1, etc.) ~ 300 PT30 MM 130 - 180 0.06 - 0.20

Stainless steel (X5CrNi 18-9, etc.) - MT30 ML 100 - 150 0.06 - 0.20

Grey cast iron (GG25, GG30, etc.) 150 ~ 250 PT30 MM 120 - 180 0.08 - 0.25

Spheroidal cast iron (GGG40, etc.) 150 ~ 250 PT30 MM 100 - 150 0.06 - 0.20

Non ferrous alloys (SI < 13%) - K10 AL 200 - 500 0.04 - 0.35

Non ferrous alloys (SI > 13%) - K10 AL 200 - 350 0.04 - 0.28

Tech. Code Version Description Denomination

All diameters
Insert screw BRICA130

Wrench BRICA004

SPARE PARTS

B3F06 Tech. Code Z
D

mm
d

mm
A

mm
H

mm
Max Op.

mm
Air hole Insert

Bo
re

3 40 16 53 40

6 With SEHX 1204

4 50
22

63
48

5 63 76
6 80 27 93

50
8 100 32 113
9 125 40 138 63

SCREW INSERT CLAMPING SHELL END MILL

Coupling type Bore
Applicable inserts SEHX 1204
Application Face milling

General, multifunctional face mills
ITEM: B3F06

FACE MILLS FOR SINGLE-SIDE SQUARE INSERTS

HSNKMP

Description Grade Tech. Code <500
N/mm²

<850
N/mm²

<1200
N/mm²

<600
N/mm²

<850
N/mm²

<240
HB

<300
HB

Alu HTA
<60
HRC

M
ED

.C
U

T

M
M SEHX 1204 AFSN MM PT30

    

M
L SEHX 1204 AFSN ML MT30

     

AL SEHX 1204 AFFN AL K10



● RECOMMENDED FOR... ○ USABLE FOR…

GEOMETRY AND CUTTING CONDITIONS
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B.61 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

B3F08 Cod. Tec. GR18
Euro Z

D
mm

D2
mm

d
mm

L
mm

D1
mm

ap max
mm

Foro ref. Inserto

M
an

ic
ot

to

B3F084008Z4 328,78
4

40 52 16
40

38

4,0 Con HNKU0806AZER...

B3F085008Z4 334,24 50 62
22

43
B3F086308Z5 469,37 5 63 75 48
B3F088008Z6 537,66 6 80 92 27

50
58

B3F0810008Z7 618,00 7
100 112 32 78B3F0810008Z8 645,81

8B3F0812508Z8 741,60
125 137 40 63 88B3F0812508Z9 852,84 9

FRESA CON ATTACCO A MANICOTTO

Tipo di attacco Manicotto
Tipo inserto HNKU 08…
Applicazione Esecuzione di spianature su acciai, acciai inox e superleghe.
Angolo di taglio 45°

Elevata produttività nella spianatura di Acciai e acciai inossidabili.
ART. B3F08

Ø40 ~ 125 mm

45°

4,0 mm

L

ap max

D
D2

D1

FRESE PER SPIANATURA AD INSERTI ESAGONALI BILATERALI Face

HSNKMP

Descrizione Qualità Cod. Tec. GR21
Euro

<500
N/mm²

<850
N/mm²

<1200
N/mm²

<600
N/mm²

<850
N/mm²

<240
HB

<300
HB

Alu HTA
<60
HRC

TA
G

LI
O

M
ED

IO

M
M HNKU0806AZER-MM

PH35 B3P1008HNMM10 13,58
    

MT35 B3P1008HNMM15     

ST35 B3P1008HNMM20 16,96    

● RACCOMANDATO PER... ○ ADATTO PER...

GEOMETRIE E CONDIZIONI DI TAGLIO Face

Cod. Tec. GR30
Euro Versione Descrizione Denominazione

BRICA196 5,57 HNKU0806AZER... Vite fissaggio inserto BRICA196

PARTI DI RICAMBIO

CONDIZIONI DI TAGLIO CONSIGLIATE

Materiale Durezza
Brinnell HB

Gradi
Consigliati

Velocità di taglio
Vc (mt/min)

Geometria
MM

Acciai a basso tenore di carbonio (C15E, ecc.) ~ 200 PH35 180 - 260 0.08 - 0,50

Acciai ad alto tenore di carbonio (C45, C55, ecc.) 200 ~ 300 PH35 120 - 200 0.08 - 0,45

Acciai legati (42CrMo4, 17Cr3, ecc.) 200 ~ 300 PH35 60 - 160 0.08 - 0,40

Acciai Inox (X5CrNi 18-9, ecc.) - MT35 75 - 180 0.08 - 0,40

Leghe resistenti al calore (Inconel 718, Ti-6Al-4V, ecc.) - ST35 25 - 75 0,08 - 0,25

B.61Indivisible package  Suggested retail package - Unit price

B3F08 Tech. Code Z
D

mm
D2
mm

d
mm

L
mm

D1
mm

Ap max
mm

Air hole Insert

Bo
re

4
40 52 16

40
38

4,0 With HNKU0806AZER...

50 62
22

43
5 63 75 48
6 80 92 27

50
58

7
100 112 32 78

8
125 137 40 63 88

9

SHELL MILL

Coupling type Bore
Insert type HNKU 08…
Application Profiling on steel and stainless steel
Cutting angle 45°

High productivity profiling of steel and stainless steel.
ITEM: B3F08

DOUBLE SIDE HEXAGONAL INSERTS SHELL MILLS

HSNKMP

Description Grade Tech. Code <500
N/mm²

<850
N/mm²

<1200
N/mm²

<600
N/mm²

<850
N/mm²

<240
HB

<300
HB

Alu HTA
<60
HRC

M
ED

IU
M

C
U

TT
IN

G

M
M HNKU0806AZER-MM

PH35     

MT35     

ST35    

● RECOMMENDED FOR... ○ USABLE FOR…

GEOMETRY AND CUTTING CONDITIONS

Tech. Code Version Description Denomination

HNKU0806AZER... Clamping insert screw BRICA196

SPARE PARTS

RECOMMENDED CUTTING DATA

Material Hardness
Brinnel HB

Degrees
Recommended

Cutting speed
Speed (m/min.)

Geometry
MM

Low carbon content steel (C15E, etc.) ~ 200 PH35 180 - 260 0.08 - 0.50

High carbon content steels (C45E, C55E etc.) 200 ~ 300 PH35 120 - 200 0.08 - 0.45

Alloyed steel (42CRMo4, 17Cr3 etc.) 200 ~ 300 PH35 60 - 160 0.08 - 0.40

Stainless steels (X5CrNi 18-9, etc.) - MT35 75 - 180 0.08 - 0.40

Heat resistant alloys (Inconel 718, Ti-6Al-4V etc.) - ST35 25 - 75 0.08 - 0.25



B

B.62 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

B4F34 Cod. Tec. GR18
Euro Z

D
mm

d
mm

H
nn

h
mm

Foro ref. Inserto Vite di Fiss.

M
an

ic
ot

to

B4F3440Z6 214,00 6 40 16
40

10 Con APKT 1003 BRICA001
B4F3450Z7 257,90 7 50

22B4F3463Z8 356,80 8 63
B4F3480Z11 (502,40) 11 80 27

50B4F34100Z12 (609,80) 12 100 32

FRESE CON ATTACCO A MANICOTTO

Tipo di attacco Manicotto
Tipo inserto APKT 1003
Applicazione Spallamento retto

Frese generiche multifunzionali per lo spallamento retto
ART. B4F34

Ø40 ~ 100 mm

FRESE PER SPALLAMENTO RETTO 90° ATTACCO A MANICOTTO Wall

B4F30 Cod. Tec. GR18
Euro Z

D
mm

d
mm

L
mm

h
mm

h1
mm

Foro ref. Inserto Vite Fiss.

W
el

do
n

co
rto

B4F3010Z1 107,60

1

10

16

80 24

10 Con APKT 1003 BRICA001

B4F3011Z1 (129,30) 11
B4F3012Z1 107,60 12
B4F3013Z1 (129,30) 13
B4F3014Z1 137,20 14
B4F3015Z2 (110,00)

2

15

85

25

B4F3016Z2 137,20 16
B4F3017Z2 (159,20) 17
B4F3018Z2 159,20 18

20B4F3020Z3 173,50 3 20 90
B4F3025Z4 214,00

4
25

25 95B4F3028Z4 (228,40) 28
B4F3032Z5 259,00 5 32 26

FRESA CON GAMBO WELDON

Tipo di attacco Codolo Weldon
Tipo inserto APKT 1003
Applicazione Spallamento retto

Frese generiche multifunzionali per lo spallamento retto
ART. B4F30

Ø10 ~ 32 mm

FRESE PER SPALLAMENTO RETTO 90° ATTACCO WELDON Wall

B4F31 Cod. Tec. GR18
Euro Z

D
mm

d
mm

L
mm

h
mm

h1
mm

Foro ref. Inserto Vite fiss.

W
el

do
n 

lu
ng

o B4F3116Z2 182,20 2 16 16

150
100

10 Con APKT1003 BRICA001
B4F3120Z3 230,60 3 20

20
B4F3125Z4 261,30 4 25

B4F3132Z5 301,90 5 32 25 95

FRESE CON GAMBO WELDON LUNGO

B.62 Indivisible package   Suggested retail package - Unit price

B4F34 Tech. Code Z
D

mm
d

mm
H
nn

h
mm

Air hole Insert Insert screw

Bo
re

6 40 22
40

10 With APKT 1003 BRICA001
7 50

22
8 63
11 80 27

50
12 100 32

SHELL MILL

Coupling type Bore
Applicable inserts APKT 1003
Application Square shoulder milling

Multifunctional end mills for square shouldering
ITEM: B4F34

90° SHOULDERING SHELL MILLS - ABORE COUPLING

B4F30 Tech. Code Z
D

mm
d

mm
L

mm
h

mm
h1
mm

Air hole Insert Insert screw

Sh
or

tw
el

do
n

1

10

16

80 24

10 With APKT 1003 BRICA001

11
12
13
14

2

15

85

25

16
17
18

20
3 20 90

4
25

25 9528
5 32 26

WELDON SHANK

Coupling type Weldon
Applicable inserts APKT 1003
Application Square shoulder milling

Multifunctional end mills for square shouldering
ITEM: B4F30

90° SHOULDERING MILLS SHANK WELDON

B4F31 Tech. Code Z
D

mm
d

mm
L

mm
h

mm
h1
mm

Air hole Insert Insert screw

Lo
ng

 w
el

do
n 2 16 16

150
100

10 With APKT1003 BRICA001
3 20

20
4 25

5 32 25 95

LONG WELDON SHANK



B

B.63 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

B4F33 Cod. Tec. GR18
Euro Z

D
mm

d1
mm

d
mm

M
L

mm
h

mm
Foro ref. Inserto Vite Fiss.

Sc
re

w
-O

n B4F3316Z2 172,40 2 16 8,5 13 M8 25

10 Con APKT 1003 BRICA001
B4F3320Z3 195,40 3 20 10,5 18 M10 30
B4F3325Z4 233,80 4 25 12,5 21 M12 35
B4F3332Z5 334,90 5 32 17 29 M16 43

FRESE CON ATTACCO FILETTATO

Tipo di attacco Codolo Filettato
Tipo inserto APKT 1003
Applicazione Spallamento retto

Frese generiche multifunzionali per lo spallamento retto
ART. B4F33

Ø16 ~ 32 mm

FRESE PER SPALLAMENTO RETTO 90° ATTACCO A VITE Wall

Cod. Tec. GR30
Euro Versione Descrizione Denominazione

BRICA001 5,52
Tutti i diametri

Vite fissaggio inserto BRICA001

BRICA002 9,23 Chiave BRICA002

PARTI DI RICAMBIO

B4F35 Cod. Tec. GR18
Euro Z

D
mm

d
mm

L
mm

h1
mm

h2
mm

K Foro ref. Inserto Vite Fiss.

W
el

do
n

B4F3525K2Z8 (435,90) 8 25 25 105 37 49
2

Con APKT1003 BRICA001
B4F3532K2Z12 (540,80) 10

32
32

115 46 55B4F3532K3Z15 (641,70) 15
3B4F3540K2Z14 (735,40) 18 40 130 55 70

FRESE CON GAMBO WELDON

Tipo di attacco Codolo Weldon - Manicotto
Tipo inserto APKT 1003...
Applicazione Spallamento retto

Frese generiche multifunzionali per lo spallamento retto
ART. B4F35

Ø20 ~ 63 mm

FRESE AD ELICA PER SPALLAMENTO RETTO 90° Helix

B4F36 Cod. Tec. GR18
Euro Z

D
mm

d
mm

L
mm

h1
mm

h2
mm

K Foro ref. Inserto Vite Fiss.

M
an

ic
ot

to B4F3640K3Z12 (750,90) 12 40 16 50 37

-
3

Con APKT1003 BRICA001B4F3650K3Z15 (668,50) 15 50 22
60 46

B4F3663K4Z20 (1088,70) 20 63 27 4

FRESE CON ATTACCO A MANICOTTO

B.63Indivisible package  Suggested retail package - Unit price

B4F33 Tech. Code Z
D

mm
d1
mm

d
mm

M
L

mm
h

mm
Air hole Insert Insert screw

Sc
re

w
-O

n 2 16 8.5 13 M8 25

10 With APKT 1003 BRICA001
3 20 10.5 18 M10 30
4 25 12.5 21 M12 35
5 32 17 29 M16 43

SCREW-ON SHANK

Coupling type Metric thread
Applicable inserts APKT 1003
Application Square shoulder milling

Multifunctional end mills for square shouldering
ITEM: B4F33

90° SHOULDERING MILLS - SCREW-ON SHANK

Tech. Code Version Description Denomination

All diameters
Clamping insert screw BRICA001

Wrench BRICA002

SPARE PARTS

B4F35 Tech. Code Z
D

mm
d

mm
L

mm
h1
mm

h2
mm

K Air hole Insert Insert screw

W
el

do
n

8 25 25 105 37 49
2

With APKT1003 BRICA001
10

32
32

115 46 55
15

3
18 40 130 55 70

WELDON SHANKS

Coupling type Weldon Shank - Bore
Insert type APKT 1003...
Application Square shoulder milling

General multifunctional shouldering mills
ITEM: B4F35

90° HELIX SHOULDERING END MILLS

B4F36 Tech. Code Z
D

mm
d

mm
L

mm
h1
mm

h2
mm

K Air hole Insert Insert screw

Bo
re

12 40 16 50 37

-
3

With APKT1003 BRICA00115 50 22
60 46

20 63 27 4

SHELL MILLS



B

B.64 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR18
Euro Z

D
mm

D1
mm

d
mm

Y°
H

mm
L

mm
K Foro ref. Inserto

M
an

ic
ot

to

B4F2015 618,00

9
17

70
22

15 7

50
3 Con APKT1003

B4F2030 608,70 65 30 13
B4F2045 608,70 56 45 19
B4F2060 608,70 45

16
60 24

B4F2075 606,70 19 33 75 27 60

Tipo di attacco Manicotto
Tipo di inserto APKT 1003
Applicazione Esecuzione di smussi

Frese generiche multifunzionali per l'esecuzione di smussature pesanti.
ART. B4F20

Ø17 ~ 65 mm

D

D1

d

L

H

Y°

FRESA AD ELICA PER SMUSSATURE PESANTI Helix

3,76mm

6,70mm

11,20mm 3,76mm

6,70mm

11,20mm 3,76mm

6,70mm

11,20mmMF MR ALP

HSNKMP

Descrizione Qualità Cod. Tec. GR20
Euro

<500
N/mm²

<850
N/mm²

<1200
N/mm²

<600
N/mm²

<850
N/mm²

<240
HB

<300
HB

Alu HTA
<60
HRC

FI
N

.

M
F APKT 1003PDER - MF MT35

B4E1110MFMT35 13,88     

TA
G

LI
O

M
ED

IO M
R

APKT 1003PDR - MR PT25 B4E2110MRPT25 13,50      

APKT 1003PDTR - MR PT30 B4E2110MRPT30 11,90
     

APKT 1003PDR - MR PT35 B4E2110MRPT35        

AL
P

APKT 1003PDFR - ALP K10 K10

B4E2210ALPK10 16,89 

● RACCOMANDATO PER... ○ ADATTO PER...

GEOMETRIE E CONDIZIONI DI TAGLIO Wall

CONDIZIONI DI TAGLIO CONSIGLIATE

Materiale Durezza
Brinnell HB

Gradi
Consigliati

Velocità di taglio
Vc (mt/min)

Avanzamento tagliente
fz/mm

Acciai a basso tenore di carbonio (C15E, ecc.)
~ 180 P30 150 - 200 0.08 - 0.20

~ 180 P35 90 - 150 0.08 - 0.25

Acciai ad alto tenore di carbonio (C45, C55, ecc.)
~ 300 P30 150 - 200 0.08 - 0.20

~ 300 P35 90-150 0.08 - 0.25

Acciai da utensili (X155CrVMo 12 1, ecc.)
~ 300 P30 150 - 200 0.08 - 0.20

~ 300 P35 90-150 0.08 - 0.25

Acciai Inox (X5CrNi 18-9, ecc.) - M35 80-180 0.06 - 0.10

Ghise grigie (GG25, GG30, ecc.) Ghise sferoidali (GGG40, ecc.) 150 ~ 250 P25 130 - 230 0.08 - 0.15

Leghe non ferrose (Si < 13%) - K10 200-1000 0,06 - 0,18

Acciai temprati <55HRC - P25 30 - 50 0,05 - 0,08

Cod. Tec. GR30
Euro Versione Descrizione Denominazione

BRICA001 5,52

Tutti i diametri

Vite fissaggio inserto BRICA001

BRICA002 9,23 Chiave BRICA002

BRICA084 37,87 Vite staffaggio fresa B4F20 Ø d16 BRICA084

BRICA116 37,87 Vite staffaggio fresa B4F20 Ø d22 BRICA116

B.64 Indivisible package   Suggested retail package - Unit price

Tech. Code Z
D

mm
D1
mm

d
mm

Y°
H

mm
L

mm
K Air hole Insert

Bo
re 9

17

70
22

15 7

50
3 With APKT1003

65 30 13
56 45 19
45

16
60 24

19 33 75 27 60

Coupling type Bore
Applicable inserts APKT 1003
Application Chamfering

Heavy-duty chamfering end mills
ITEM: B4F20

HELICAL MILLS FOR HEAVY-DUTY CHAMFERING

MF MR ALP

HSNKMP

Description Grade Tech. Code <500
N/mm²

<850
N/mm²

<1200
N/mm²

<600
N/mm²

<850
N/mm²

<240
HB

<300
HB

Alu HTA
<60
HRC

FI
N

IS
H

M
F APKT 1003PDER - MF MT35

    

M
ED

IU
M

C
U

T M
R

APKT 1003PDR - MR PT25      

APKT 1003PDTR - MR PT30      

APKT 1003PDR - MR PT35        

AL
P

APKT 1003PDFR - ALP K10



● RECOMMENDED FOR... ○ USABLE FOR…

GEOMETRY AND CUTTING CONDITIONS

RECOMMENDED CUTTING DATA

Material Hardness
Brinnel HB

Degrees
Recommended

Cutting speed
Speed (m/min.)

Feed
fz/mm

Low carbon content steel (C15, etc.)
~ 180 P30 150 - 200 0.08 - 0.20

~ 180 P35 90 - 150 0.08 - 0.25

High carbon content steel (C45E, C55E, etc.)
~ 300 P30 150 - 200 0.08 - 0.20

~ 300 P35 90-150 0.08 - 0.25

Tool steel (X155CrVMo 12 1, etc.)
~ 300 P30 150 - 200 0.08 - 0.20

~ 300 P35 90-150 0.08 - 0.25

Stainless steel (X5CrNi 18-9, etc.) - M35 80-180 0.06 - 0.10

Cast iron (GG25, GG30, etc.) Spheroidal cast iron (GGG40, etc.) 150 ~ 250 P25 130 - 230 0.08 - 0.15

Non ferrous alloys (SI < 13%) - K10 200-1000 0.06 - 0.18

Hardened steel < 55 HRC - P25 30 - 50 0.05 - 0.08

Tech. Code Version Description Denomination

All diameters

Clamping insert screw BRICA001

Wrench BRICA002

B4F20 bur's fastening screw Ø d16 BRICA084

B4F20 bur's fastening screw Ø d22 BRICA116



B

B.65 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

B4F37 Cod. Tec. GR18
Euro Z

D
mm

d
mm

L
mm

h
mm

h1
mm

Foro ref. Inserto Vite fiss.

W
el

do
n B4F3725Z2 144,90 2 25 25 100 44

17 Con APKT 1604 BRICA003B4F3732Z3 173,50 3 32
32

110 50
B4F3740Z4 215,80 4 40 115 45

FRESA CON GAMBO WELDON

Tipo di attacco Codolo Weldon
Tipo inserto APKT 1604
Applicazione Spallamento retto

Frese generiche multifunzionali per lo spallamemento retto
ART. B4F37

Ø22 ~ 40 mm

FRESE PER SPALLAMENTO RETTO 90° ATTACCO WELDON Wall

B4F40 Cod. Tec. GR18
Euro Z

D
mm

d
mm

H
mm

h
mm

Foro ref. Inserto Vite fiss.

M
an

ic
ot

to

B4F4040Z4 226,20 4 40 16
40

17 Con APKT 1604 BRICA003

B4F4050Z5 241,50 5 50
22B4F4063Z6 301,90 6 63

B4F4080Z7 378,70 7 80 27
50B4F40100Z8 428,20 8 100 32

B4F40125Z9 504,90 9 125
40

63
B4F40160Z10 564,40 10 160
B4F40200Z13 818,90 13 200

60B4F40250Z16 1281,30 16 250

FRESA CON ATTACCO A MANICOTTO

Tipo di attacco Manicotto
Tipo inserto APKT 1604
Applicazione Spallamento retto

Frese generiche multifunzionali per lo spallamento retto
ART. B4F40

Ø40 ~ 125 mm

FRESE PER SPALLAMENTO RETTO 90° ATTACCO A MANICOTTO Wall

B4F38 Cod. Tec. GR18
Euro Z

D
mm

d
mm

L
mm

h
mm

h1
mm

Foro ref. Inserto Vite fiss.

W
el

do
n 

lu
ng

o B4F3822Z2 208,60
2

22 20

200

145

17 Con APKT 1604 BRICA003
B4F3825Z2 239,40 25 25

140
B4F3832Z3 285,40 3 32

32
B4F3840Z4 296,60 4 40 60

FRESE CON GAMBO WELDON LUNGO

B.65Indivisible package  Suggested retail package - Unit price

B4F37 Tech. Code Z
D

mm
d

mm
L

mm
h

mm
h1
mm

Air hole Insert Insert screw

W
el

do
n 2 25 25 100 44

17 With APKT 1604 BRICA0033 32
32

110 50
4 40 115 45

WELDON SHANK

Coupling type Weldon shank
Applicable inserts APKT 1604
Application Square shoulder milling

Multifunction end mills for square shouldering
ITEM: B4F37

90° SHOULDERING MILLS WELDON SHANK

B4F40 Tech. Code Z
D

mm
d

mm
H

mm
h

mm
Air hole Insert Insert screw

Bo
re

4 40 16
40

17 With APKT 1604 BRICA003

5 50
22

6 63
7 80 27

50
8 100 32
9 125

40
63

10 160
13 200

60
16 250

SHELL MILL

Coupling type Bore
Applicable inserts APKT 1604
Application Square shoulder milling

Multifunctional end mills for square shouldering
ITEM: B4F40

90° SHOULDERING SHELL MILLS - ARBOR COUPLING

B4F38 Tech. Code Z
D

mm
d

mm
L

mm
h

mm
h1
mm

Air hole Insert Insert screw

Lo
ng

W
el

do
n 2

22 20

200

145

17 With APKT 1604 BRICA003
25 25

140
3 32

32
4 40 60

LONG WELDON SHANK MILL



B

B.66 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

B4F41 Cod. Tec. GR18
Euro Z

D
mm

d
mm

H
mm

K
h1
mm

h2 Foro ref. Inserto Vite fiss.

M
an

ic
ot

to B4F4150Z3 (349,60) 6 50
27

50 3 30
- Con APKT 1604 BRICA003B4F4163Z4 (614,90) 12 63

60
4

44B4F4180Z5 (823,00) 15 80 32 5

FRESE AD ELICA CON ATTACCO A MANICOTTO

Tipo di attacco Manicotto
Tipo inserto APKT 1604
Applicazione Spallamento retto

Frese generiche multifunzionali per lo spallamento retto
ART. B4F41

Ø50 ~ 80 mm

FRESE AD ELICA PER SPALLAMENTO RETTO 90° Helix

MF MR ALP

P M K HSN

Descrizione Qualità Cod. Tec. GR20
Euro

<500
N/mm²

<850
N/mm²

<1200
N/mm²

<600
N/mm²

<850
N/mm²

<240
HB

<300
HB

Alu HTA
<60
HRC

FI
N

.

M
F APKT 1604PDR - MF

MT35 B4F1116MFMT35 17,19
   

PT35
B4F1116MFPT35       

TA
G

LI
O

M
ED

IO M
R APKT 1604PDR - MR

PT25 B4F2116MRPT25 16,70      

PT30 B4F2116MRPT30 14,10
     

PT35 B4F2116MRPT35        

AL
P

APKT 1604PDFR - ALP K10

B4F2216ALPK10 19,00 

● RACCOMANDATO PER... ○ ADATTO PER...

GEOMETRIE E CONDIZIONI DI TAGLIO Wall

Materiale
Durezza

Brinnell HB
Gradi

Consigliati
Velocità di taglio

Vc (mt/min)
Avanzamento tagliente

fz/mm

Acciai a basso tenore di carbonio (C15E, ecc.)
~ 180 P30 150 - 200 0.10 - 0.25

~ 180 P35 90 - 150 0.12 - 0.30

Acciai ad alto tenore di carbonio (C45, C55, ecc.)
~ 300 P30 150 - 200 0.10 - 0.25

~ 300 P35 90-150 0.12 - 0.30

Acciai da utensili (X155CrVMo 12 1, ecc.)
~ 300 P30 150 - 200 0.10 - 0.25

~ 300 P35 90-150 0.12 - 0.30

Acciai Inox (X5CrNi 18-9, ecc.) - M35 80-180 0.08 - 0.15

Ghise grigie (GG25, GG30, ecc.) Ghise sferoidali (GGG40, ecc.) 150 ~ 250 P25 130 - 230 0.10 - 0.20

Leghe non ferrose (Si < 13%) - K10 200-1000 0,10 - 0,25

Acciai temprati <55HRC - P25 30 - 50 0,06 - 0,10

Cod. Tec. GR30
Euro Versione Descrizione Denominazione

BRICA003 6,77
Tutti i diametri

Vite fissaggio inserto BRICA003

BRICA004 9,33 Chiave BRICA004

PARTI DI RICAMBIO

B.66 Indivisible package   Suggested retail package - Unit price

B4F41 Tech. Code Z
D

mm
d

mm
H

mm
K

h1
mm

h2 Air hole Insert Insert screw

Bo
re

6 50
27

50 3 30
- With APKT 1604 BRICA00312 63

60
4

44
15 80 32 5

SHELL MILL

Coupling type Bore type
Applicable inserts APKT 1604
Application Square shoulder milling

General, multi-task end mills for square shouldering
ITEM: B4F41

90° SHOULDERING FLUTED MILLS

P M K HSN

Description Grade Tech. Code <500
N/mm²

<850
N/mm²

<1200
N/mm²

<600
N/mm²

<850
N/mm²

<240
HB

<300
HB

Alu HTA
<60
HRC

FI
N

IS
H

M
F APKT 1604PDR - MF

MT35    

PT35
      

M
ED

IU
M

C
U

T M
R APKT 1604PDR - MR

PT25      

PT30      

PT35        

AL
P

APKT 1604PDFR - ALP K10



● RECOMMENDED FOR... ○ USABLE FOR…

GEOMETRY AND CUTTING CONDITIONS

Material
Hardness
Brinnel HB

Degrees
Recommended

Cutting speed
Speed(m/min.)

Feed
fz/mm

Low carbon content steel (C15, etc.)
~ 180 P30 150 - 200 0.10 - 0.25

~ 180 P35 90 - 150 0.12 - 0.30

High carbon content steel (C45E, C55E, etc.)
~ 300 P30 150 - 200 0.10 - 0.25

~ 300 P35 90-150 0.12 - 0.30

Tool steel (X155CrVMo 12 1, etc.)
~ 300 P30 150 - 200 0.10 - 0.25

~ 300 P35 90-150 0.12 - 0.30

Stainless steel (X5CrNi 18-9, etc.) - M35 80-180 0.08 - 0.15

Cast iron (GG25, GG30, etc.) Spheroidal cast iron (GGG40, etc.) 150 ~ 250 P25 130 - 230 0.10 - 0.20

Non ferrous alloys (SI < 13%) - K10 200-1000 0.10 - 0.25

Hardened steel < 55 HRC - P25 30 - 50 0.06 - 0.10

Tech. Code Version Description Denomination

All diameters
Clamping insert screw BRICA003

Wrench BRICA004

SPARE PARTS



B

B.67 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

MF MR ALP

P M K HSN

Descrizione Qualità Cod. Tec. GR20
Euro

<500
N/mm²

<850
N/mm²

<1200
N/mm²

<600
N/mm²

<850
N/mm²

<240
HB

<300
HB

Alu HTA
<60
HRC

FI
N

.

M
F APKT 1604PDR - MF

MT35 B4F1116MFMT35 17,19
   

PT35
B4F1116MFPT35       

TA
G

LI
O

M
ED

IO M
R APKT 1604PDR - MR

PT25 B4F2116MRPT25 16,70      

PT30 B4F2116MRPT30 14,10
     

PT35 B4F2116MRPT35        

AL
P

APKT 1604PDFR - ALP K10

B4F2216ALPK10 19,00 

● RACCOMANDATO PER... ○ ADATTO PER...

GEOMETRIE E CONDIZIONI DI TAGLIO Wall

Materiale
Durezza

Brinnell HB
Gradi

Consigliati
Velocità di taglio

Vc (mt/min)
Avanzamento tagliente

fz/mm

Acciai a basso tenore di carbonio (C15E, ecc.)
~ 180 P30 150 - 200 0.10 - 0.25

~ 180 P35 90 - 150 0.12 - 0.30

Acciai ad alto tenore di carbonio (C45, C55, ecc.)
~ 300 P30 150 - 200 0.10 - 0.25

~ 300 P35 90-150 0.12 - 0.30

Acciai da utensili (X155CrVMo 12 1, ecc.)
~ 300 P30 150 - 200 0.10 - 0.25

~ 300 P35 90-150 0.12 - 0.30

Acciai Inox (X5CrNi 18-9, ecc.) - M35 80-180 0.08 - 0.15

Ghise grigie (GG25, GG30, ecc.) Ghise sferoidali (GGG40, ecc.) 150 ~ 250 P25 130 - 230 0.10 - 0.20

Leghe non ferrose (Si < 13%) - K10 200-1000 0,10 - 0,25

Acciai temprati <55HRC - P25 30 - 50 0,06 - 0,10

Cod. Tec. GR18
Euro Z

D
mm

D1
mm

d
mm

Y°
H

mm
L

mm
K Foro ref. Inserto

M
an

ic
ot

to

B4F4315 (594,30)

6 35

94

27

15 8

50
3 Con APKT 1604...

B4F4330 570,60 88 30 15
B4F4345 570,60 77,8 45 21,5
B4F4360 570,60 65 60 26,5
B4F4375 (594,30) 50,7 22 75 29,5 60

Tipo di attacco Manicotto
Tipo inserto APKT1604...
Applicazione Esecuzione di smussi

Frese generiche multifunzionali per lo spallamento retto
ART. B4F43

Ø35 ~ 94 mm

D

D1

L

d

H

Y°

FRESE AD ELICA PER SMUSSATURE PESANTI Helix

Cod. Tec. GR30
Euro Versione Descrizione Denominazione

BRICA003 6,77

Tutti i diametri

Vite fissaggio inserto BRICA003

BRICA004 9,33 Chiave BRICA004

BRICA116 37,87 Vite staffaggio fresa B4F20 Ø d22 BRICA116

BRICA238 4,84 Vite staffaggio fresa B4F43 Ø d27 BRICA238

B.67Indivisible package  Suggested retail package - Unit price

P M K HSN

Description Grade Tech. Code <500
N/mm²

<850
N/mm²

<1200
N/mm²

<600
N/mm²

<850
N/mm²

<240
HB

<300
HB

Alu HTA
<60
HRC

FI
N

IS
H

M
F APKT 1604PDR - MF

MT35    

PT35
      

M
ED

IU
M

C
U

T M
R APKT 1604PDR - MR

PT25      

PT30      

PT35        

AL
P

APKT 1604PDFR - ALP K10



● RECOMMENDED FOR... ○ USABLE FOR…

GEOMETRY AND CUTTING CONDITIONS

Material
Hardness
Brinnel HB

Degrees
Recommended

Cutting speed
Speed(m/min.)

Feed
fz/mm

Low carbon content steel (C15, etc.)
~ 180 P30 150 - 200 0.10 - 0.25

~ 180 P35 90 - 150 0.12 - 0.30

High carbon content steel (C45E, C55E, etc.)
~ 300 P30 150 - 200 0.10 - 0.25

~ 300 P35 90-150 0.12 - 0.30

Tool steel (X155CrVMo 12 1, etc.)
~ 300 P30 150 - 200 0.10 - 0.25

~ 300 P35 90-150 0.12 - 0.30

Stainless steel (X5CrNi 18-9, etc.) - M35 80-180 0.08 - 0.15

Cast iron (GG25, GG30, etc.) Spheroidal cast iron (GGG40, etc.) 150 ~ 250 P25 130 - 230 0.10 - 0.20

Non ferrous alloys (SI < 13%) - K10 200-1000 0.10 - 0.25

Hardened steel < 55 HRC - P25 30 - 50 0.06 - 0.10

Tech. Code Z
D

mm
D1
mm

d
mm

Y°
H

mm
L

mm
K Air hole Insert

Bo
re 6 35

94

27

15 8

50
3 With APKT 1604...

88 30 15
77,8 45 21,5
65 60 26,5

50,7 22 75 29,5 60

Coupling type Bore
Applicable inserts APKT1604...
Application Chamfering

Heavy-duty chamfering
ITEM: B4F43

HELICAL MILLS FOR HEAVY-DUTY CHAMFERING

Tech. Code Version Description Denomination

All diameters

Clamping insert screw BRICA003

Wrench BRICA004

B4F20 bur's fastening screw Ø d22 BRICA116

B4F43 bur's fastening screw Ø d27 BRICA238



B

B.68 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

B4F25 Cod. Tec. GR18
Euro Z

D
mm

L
mm

d
mm

h
mm

ap max
mm

Foro ref. Inserto

W
el

do
n

B4F251006Z2 92,30 2 10
100

10 28

5,2 con APKT060204PDTR...

B4F251206Z3 115,30
3

12
12

30
B4F251406Z3 115,30 14

120 32B4F251606Z4 149,20
4

16
16B4F251806Z4 149,20 18

B4F252006Z5 172,40 5 20
150

20
35B4F252506Z7 191,00 7 25

B4F253206Z8 207,40 8 32 25

FRESE A CODOLO CILINDRICO

Tipo di attacco Codolo cilindrico e filettato
Tipo inserto APKT060204...
Applicazione Spallamento retto

Frese generiche multifunzionali per lo spallamento retto.
ART. B4F25

Ø10 ~ 32 mm

90°

5,2 mm

ap max

M

D1

ap max

L

D

FRESE PER SPALLAMENTO RETTO AD INSERTI MONOLATERALI Wall

B4F27 Cod. Tec. GR18
Euro Z

D
mm

L
mm

D1
mm

ap max
mm

M
mm

Foro ref. Inserto

Sc
re

w
-o

n

B4F271006Z2 (119,60) 2 10
16 6,5

5,2

6

con APKT060204PDTR...

B4F271206Z3 (153,70) 3 12

B4F271606Z4 (184,40) 4 16 21 8,5 8

B4F272006Z5 (198,70) 5 20 26 10,5 10

B4F272506Z7 (215,10) 7 25 30 12,5 12

FRESE A CODOLO FILETTATO

Cod. Tec. GR30
Euro Versione Descrizione Denominazione

BRICA200 6,37 APKT060204PDTR... Vite fissaggio inserto BRICA200

BRICA151 8,38 Per inserto Ø 7,9mm e 10,6mm Cacciavite torx BRICA151

PARTI DI RICAMBIO

APKT 060204... I=6,0mm s=2,16mm
d1=2,06mm r=0,4mm

r

d1

HSNKMP

Descrizione Qualità Cod. Tec. GR20
Euro

<500
N/mm²

<850
N/mm²

<1200
N/mm²

<600
N/mm²

<850
N/mm²

<240
HB

<300
HB

Alu HTA
<60
HRC

TA
G

LI
O

M
ED

IO

M
R

APKT 060204PDR MR PT35 B4E1206APMR10 8,30        

-

● RACCOMANDATO PER... ○ ADATTO PER...

GEOMETRIE E CONDIZIONI DI TAGLIO Wall

B.68 Indivisible package   Suggested retail package - Unit price

B4F25 Tech. Code Z
D

mm
L

mm
d

mm
h

mm
Ap max

mm
Air hole Insert

W
el

do
n

2 10
100

10 28

5,2 With APKT060204PDTR...

3
12

12
30

14
120 32

4
16

16
18

5 20
150

20
357 25

8 32 25

CYLINDRICAL SHANK CUTTER

Coupling type Cylindrical shank - Screw-On
Insert type APKT060204...
Application Square shouldering

General, multifunctional shouldering mills.
ITEM: B4F25

SINGLE-SIDE SQUARE SHOULDERING END MILLS

B4F27 Tech. Code Z
D

mm
L

mm
D1
mm

Ap max
mm

M
mm

Air hole Insert

Sc
re

w
-o

n

2 10
16 6,5

5,2

6

With APKT060204PDTR...

3 12

4 16 21 8,5 8

5 20 26 10,5 10

7 25 30 12,5 12

THREADED SHANK CUTTER

Tech. Code Version Description Denomination

APKT060204PDTR... Clamping insert screw BRICA200

For insert Ø 7.9mm and Ø 10.6mm Torx screwdriver BRICA151

SPARE PARTS

HSNKMP

Description Grade Tech. Code <500
N/mm²

<850
N/mm²

<1200
N/mm²

<600
N/mm²

<850
N/mm²

<240
HB

<300
HB

Alu HTA
<60
HRC

M
ED

IU
M

C
U

TT
IN

G

M
R

APKT 060204PDR MR PT35        

● RECOMMENDED FOR... ○ USABLE FOR…

GEOMETRY AND CUTTING CONDITIONS



B

B.69 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

B4F29 Cod. Tec. GR18
Euro Z

D
mm

d
mm

L
mm

D1
mm

ap max
mm

Foro ref. Inserto

B4F293206Z8 215,10 8 32
16

40
31,5

5,2 con APKT060204PDTR...B4F294006Z10 241,50 10 40 38,0
B4F295006Z11 261,30 11 50 22 48,0

FRESA CON ATTACCO A MANICOTTO

Tipo di attacco Manicotto
Tipo inserto APKT060204
Applicazione Spallamento retto su acciai al carbonio ed inox

Frese generiche multifunzionali per lo spallamento retto
ART. B4F29

Ø32 ~ 50 mm

90°

5,2 mm

FRESE PER SPALLAMENTO RETTO AD INSERTI MONOLATERALI Wall

CONDIZIONI DI TAGLIO CONSIGLIATE

Materiale Durezza
Brinnell HB

Gradi
Consigliati

Geometria
Velocità di taglio

Vc (mt/min)
Avanzamento

f/z mm

Acciai al carbonio (C45, C55 ecc.) ~ 300HB PT35 MR 160 - 230 0,05 - 0,12

Acciai legati (42CrMo4, 17Cr3 ecc.) ~ 300HB PT35 MR 90 - 180 0,05 - 0,12

Acciai bonificati (NAK80, PX5 ecc.) 30 ~ 40HRC PT35 MR 80 - 160 0,05 - 0,12

Acciai Inox (X5CrNi 18-9 ecc.) ~ 200HB PT35 MR 75 - 130 0,05 - 0,09

APKT 060204... I=6,0mm s=2,16mm
d1=2,06mm r=0,4mm

r

d1

HSNKMP

Descrizione Qualità Cod. Tec. GR20
Euro

<500
N/mm²

<850
N/mm²

<1200
N/mm²

<600
N/mm²

<850
N/mm²

<240
HB

<300
HB

Alu HTA
<60
HRC

TA
G

LI
O

M
ED

IO

M
R

APKT 060204PDR MR PT35 B4E1206APMR10 8,30        

-

● RACCOMANDATO PER... ○ ADATTO PER...

GEOMETRIE E CONDIZIONI DI TAGLIO Wall

B.69Indivisible package  Suggested retail package - Unit price

B4F29 Tech. Code Z
D

mm
d

mm
L

mm
D1
mm

Ap max
mm

Air hole Insert

8 32
16

40
31,5

5,2 With APKT060204PDTR...10 40 38,0
11 50 22 48,0

CYLINDRICAL SHANK CUTTERS

Coupling type Bore
Insert type APKT060204
Application Square shouldering on carbon steel and stainless steel

General multifunctional shouldering mills
ITEM: B4F29

SINGLE-SIDE SQUARE SHOULDERING SHELL MILLS

RECOMMENDED CUTTING DATA

Material Hardness
Brinnel HB

Degrees
Recommended

Geometry
Cutting speed
Vc (mt/min)

Feed
f/z mm

Carbon steels (C45-C55 etc.) ~ 300HB PT35 MR 160 - 230 0.05 - 0.12

Alloyed steel (42CRMo4, 17Cr3 etc.) ~ 300HB PT35 MR 90 - 180 0.05 - 0.12

Hardened and tempered steels (NAK80, PX5 etc.) 30 ~ 40HRC PT35 MR 80 - 160 0.05 - 0.12

Stainless steels (X5CrNi 18-9, etc.) ~ 200HB PT35 MR 75 - 130 0.05 - 0.09

HSNKMP

Description Grade Tech. Code <500
N/mm²

<850
N/mm²

<1200
N/mm²

<600
N/mm²

<850
N/mm²

<240
HB

<300
HB

Alu HTA
<60
HRC

M
ED

IU
M

C
U

TT
IN

G

M
R

APKT 060204PDR MR PT35        

● RECOMMENDED FOR... ○ USABLE FOR…

GEOMETRY AND CUTTING CONDITIONS



B

B.70 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

B4F50 Cod. Tec. GR18
Euro Z

D
mm

L
mm

d
mm

h
mm

ap max
mm

Foro ref. Inserto

W
el

do
n B4F502007Z3 233,60 3 20 77 20 25

5 con TOKX070305PDERB4F502507Z4 258,53 4 25 90 25 35
B4F503207Z5 283,35 5 32 102 32 40

FRESA A CODOLO WELDON

Tipo di attacco Codolo weldon e filettato
Tipo inserto TOKX0703...
Applicazione Spallamento retto su acciai, inox, ghise, e superleghe

Angolo di taglio 90°

Frese generiche multifunzionali per lo spallamento retto.
ART. B4F50

Ø20 ~ 32 mm

90°

5 mm

ap max

L

ap max

D M

D1

FRESE PER SPALLAMENTO RETTO AD INSERTI MONOLATERALI Triple

B4F51 Cod. Tec. GR18
Euro Z

D
mm

L
mm

D1
mm

ap max
mm

M Foro ref. Inserto

Sc
re

w
-

on

B4F512007Z3 233,60 3 20 30 10,5

5

10

con TOKX070305PDERB4F512507Z4 258,53 4 25 35 12,5 12

B4F513207Z5 (283,35) 5 32 40 17,0 16

FRESA A CODOLO FILETTATO

Cod. Tec. GR30
Euro Versione Descrizione Denominazione

BRICA198 5,41 TOKX070305PDER Vite fissaggio inserto 24645

PARTI DI RICAMBIO

TOKX 070305... I=14,7mm s=5,3mm
d1=5,24mm d1

r

HSNKMP

Descrizione Qualità Cod. Tec. GR21
Euro

<500
N/mm²

<850
N/mm²

<1200
N/mm²

<600
N/mm²

<850
N/mm²

<240
HB

<300
HB

Alu HTA
<60
HRC

TA
G

LI
O

 M
ED

IO M
L

TOKX070305PDER-ML MT35 B4T0707TOML10 6,53      

M
M

TOKX070305PDER-MM PH35 B4T0807TOMM10 6,53        

● RACCOMANDATO PER... ○ ADATTO PER...

GEOMETRIE E CONDIZIONI DI TAGLIO Triple

B.70 Indivisible package   Suggested retail package - Unit price

B4F50 Tech. Code Z
D

mm
L

mm
d

mm
h

mm
Ap max

mm
Air hole Insert

W
el

do
n 3 20 77 20 25

5 With TOKX070305PDER4 25 90 25 35
5 32 102 32 40

CUTTERS WELDON SHANK

Coupling type Weldon shank and screw-on
Insert type TOKX0703...
Application Square shouldering on steel, stainless steel, cast Iron and super alloys

Cutting Angle 90°

General multifunctional shouldering mills
ITEM: B4F50

SINGLE SIDE SQUARE SHOULDERING END MILLS

B4F51 Tech. Code Z
D

mm
L

mm
D1
mm

Ap max
mm

M Air hole Insert

Sc
re

w
-

on

3 20 30 10.5

5

10

With TOKX070305PDER4 25 35 12.5 12

5 32 40 17.0 16

SCREW ON CUTTERS

Tech. Code Version Description Denomination

TOKX070305PDER Clamping insert screw 24645

SPARE PARTS

HSNKMP

Description Grade Tech. Code <500
N/mm²

<850
N/mm²

<1200
N/mm²

<600
N/mm²

<850
N/mm²

<240
HB

<300
HB

Alu HTA
<60
HRC

M
ED

IU
M

C
U

TT
IN

G

M
L

TOKX070305PDER-ML MT35      

M
M

TOKX070305PDER-MM PH35        

● RECOMMENDED FOR... ○ USABLE FOR…

GEOMETRY AND CUTTING CONDITIONS



B

B.71 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

B4F52 Cod. Tec. GR18
Euro Z

D
mm

D1
mm

d
mm

L
mm

ap max
mm

Foro ref. Inserto

M
an

ic
ot

to B4F524007Z5 310,44 5 40 38 16
40 5 Con TOKX070305PDER

B4F525007Z6 342,89 6 50 43 22

FRESA A MANICOTTO

Tipo di attacco Manicotto
Tipo inserto TOKX0703...
Applicazione Spallamento retto su acciai, inox, ghise e superleghe

Angolo di taglio 90°

Frese generiche multifunzionali per lo spallamento retto.
ART. B4F52

Ø40 ~ 50 mm

90°

5 mm

ap max

D

L

D1

FRESE PER SPALLAMENTO RETTO AD INSERTI MONOLATERALI Triple

CONDIZIONI DI TAGLIO CONSIGLIATE

Materiale Durezza
Brinnell HB

Gradi
Consigliati

Velocità di taglio
Vc (mt/min)

Avanzamento tagliente
fz/mm

Acciai a basso tenore di carbonio (C15E, ecc.) ~ 200 PH35 180 - 260 0,08 - 0,15

Acciai ad alto tenore di carbonio (C45, C55, ecc.) 200 ~ 300 PH35 120 - 200 0,08 - 0,13

Acciai legati (42CrMo4, 17Cr3 ecc.) 200 ~ 300 PH35 60 - 160 0,08 - 0,12

Acciai Inox (X5CrNi 18-9, ecc.) - MT35 75 - 180 0,08 - 0,12

Ghise grigie (GG25, GG30, ecc.) 150 ~ 250 PH35 180 - 260 0,08 - 0,15

Ghise sferoidali (GGG40, ecc.) 150 ~ 250 PH35 120 - 200 0,08 - 0,13

Leghe resistenti al calore (Inconel 718, Ti-6Al-4V, ecc.) - MT35 25 - 75 0,08 - 0,10

TOKX 070305... I=14,7mm s=5,3mm
d1=5,24mm d1

r

HSNKMP

Descrizione Qualità Cod. Tec. GR21
Euro

<500
N/mm²

<850
N/mm²

<1200
N/mm²

<600
N/mm²

<850
N/mm²

<240
HB

<300
HB

Alu HTA
<60
HRC

TA
G

LI
O

M
ED

IO M
L

TOKX070305PDER-ML MT35 B4T0707TOML10 6,53      

M
M

TOKX070305PDER-MM PH35 B4T0807TOMM10 6,53        

● RACCOMANDATO PER... ○ ADATTO PER...

GEOMETRIE E CONDIZIONI DI TAGLIO Triple

B.71Indivisible package  Suggested retail package - Unit price

B4F52 Tech. Code Z
D

mm
D1
mm

d
mm

L
mm

Ap max
mm

Air hole Insert

Bo
re

5 40 38 16
40 5 With TOKX070305PDER

6 50 43 22

SHELL CUTTER

Coupling type Bore
Insert type TOKX0703...
Application Square shouldering on steel, stainless steel and super alloys.

Cutting angle 90°

General multifunctional shouldering mills
ITEM: B4F52

SINGLE SIDE SQUARE SHOULDERING SHELL MILLS

RECOMMENDED CUTTING DATA

Material Hardness
Brinnel HB

Degrees
Recommended

Cutting speed
Speed (m/min.)

Feed
fz/mm

Low carbon content steel (C15E, etc.) ~ 200 PH35 180 - 260 0.08 - 0.15

High carbon content steels (C45E, C55E etc.) 200 ~ 300 PH35 120 - 200 0.08 - 0.13

Alloyed steel (42CRMo4, 17Cr3 etc.) 200 ~ 300 PH35 60 - 160 0.08 - 0.12

Stainless steels (X5CrNi 18-9, etc.) - MT35 75 - 180 0.08 - 0.12

Cast irons (GG25, GG30 etc.) 150 ~ 250 PH35 180 - 260 0.08 - 0.15

Spheroidal cast irons (GGG40 etc) 150 ~ 250 PH35 120 - 200 0.08 - 0.13

Heat resistant alloys (Inconel 718, Ti-6Al-4V etc.) - MT35 25 - 75 0.08 - 0.10

HSNKMP

Description Grade Tech. Code <500
N/mm²

<850
N/mm²

<1200
N/mm²

<600
N/mm²

<850
N/mm²

<240
HB

<300
HB

Alu HTA
<60
HRC

M
ED

IU
M

C
U

TT
IN

G

M
L

TOKX070305PDER-ML MT35      

M
M

TOKX070305PDER-MM PH35        

● RECOMMENDED FOR... ○ USABLE FOR…

GEOMETRY AND CUTTING CONDITIONS



B

B.72 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ART. B4F55

Cod. Tec. GR14
Euro Denominazione Z

Dc
mm

Ds
mm

L
mm

Lf
mm

Max a.p.
mm

Peso
Kg

Foro ref.

C
ilin

dr
ic

o

B4F5508Z1 (211,10) EPAV06M008C10.R01 1 8

10
80 20

6

0,04

Con

B4F5510Z2 211,10 EPAV06M010C10.0R02

2

10
B4F5510Z2L 225,67 EPAV06M010C10.0R02L 100 35

0,06
B4F5512Z2 (216,30) EPAV06M012C12.0R02

12 12

80 20

B4F5512Z2L (231,39) EPAV06M012C12.0R02L 120 35 0,09

B4F5512Z3 231,39 EPAV06M012C12.0R03

3

80
20

0,06

B4F5516Z3 241,90 EPAV06M016C16.0R03

16 16

90 0,12

B4F5516Z3L 258,79 EPAV06M016C16.0R03L 140 35 0,20

B4F5516Z4 257,04 EPAV06M046C46.0R04 4 90 20 0,12

Ø8 ~ 16 mm

90°

6 mmTipo di attacco Codolo cilindrico
Tipo inserto AVGT06...
Applicazione Spallamento retto in piccoli diametri
Angolo di spoglia A.R. +6° ~ +7,6°, R.R. = -37,1° ~ -32,4°

Frese per spallamento retto in piccoli diametri.

Lf
L

ℓs

øD
s

øD
c

90°
ap

FRESE AD INSERTI MONOLATERALI

MJ type

A   = 8mm

B = 5mm

T = 2,7mm

rε B

A

T

bs

ap

rε = 0,2mm   bs = 1,5mm

rε = 0,4mm    bs = 1,3mm

rε = 0,8mm bs = 0,9mm

HSNKMP

Descrizione Qualità Cod. Tec. GR16
Euro

<500
N/mm²

<850
N/mm²

<1200
N/mm²

<600
N/mm²

<850
N/mm²

<240
HB

<300
HB

Alu HTA
<60
HRC

TA
G

LI
O

M
ED

IO

M
J

AVGT 060302PBER-MJ
AH120 B4T12AVMJ01

16,69

    

AH3135 B4T12AVMJ02     

AVGT 060304PBER-MJ
AH120 B4T12AVMJ03     

AH3135 B4T12AVMJ04     

AVGT 060308PBER-MJ
AH120 B4T12AVMJ05     

AH3135 B4T12AVMJ06     

● RACCOMANDATO PER... ○ ADATTO PER...

GEOMETRIE E CONDIZIONI DI TAGLIO - TUNGFORCEREC

Cod. Tec. GR30
Euro Versione Descrizione Denominazione

BRICA188 3,40 HPAV06M Vite fissaggio inserto CSPB-2H

PARTI DI RICAMBIO

B.72 Indivisible package   Suggested retail package - Unit price

ITEM: B4F55

Tech. Code Denomination Z
Dc
mm

Ds
mm

L
mm

Lf
mm

Max a.p.
mm

Weight
Kg

Air hole

C
yl

in
dr

ic
al

EPAV06M008C10.R01 1 8

10
80 20

6

0,04

With

EPAV06M010C10.0R02

2

10
EPAV06M010C10.0R02L 100 35

0,06
EPAV06M012C12.0R02

12 12

80 20

EPAV06M012C12.0R02L 120 35 0,09

EPAV06M012C12.0R03

3

80
20

0,06

EPAV06M016C16.0R03

16 16

90 0,12

EPAV06M016C16.0R03L 140 35 0,20

EPAV06M046C46.0R04 4 90 20 0,12

Coupling type Cylindrical shank
Insert type AVGT06...
Application Square shouldering for small diameters
Rake angle A.R. +6° ~ +7,6°, R.R. = -37,1° ~ -32,4°

Square shouldering mills for small diameters

SINGLE SIDE SQUARE SHOULDERING END MILLS

HSNKMP

Description Grade Tech. Code <500
N/mm²

<850
N/mm²

<1200
N/mm²

<600
N/mm²

<850
N/mm²

<240
HB

<300
HB

Alu HTA
<60
HRC

M
ED

IU
M

C
U

TT
IN

G

M
J

AVGT 060302PBER-MJ
AH120     

AH3135     

AVGT 060304PBER-MJ
AH120     

AH3135     

AVGT 060308PBER-MJ
AH120     

AH3135     

● RECOMMENDED FOR... ○ USABLE FOR…

GEOMETRY AND CUTTING CONDITIONS - TUNGFORCEREC

Tech. Code Version Description Denomination

HPAV06M Clamping insert screw CSPB-2H

SPARE PARTS



B

B.73 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ART. B4F56

Cod. Tec. GR14
Euro Denominazione Z

Dc
mm

D3
mm

Lf
mm

Ts
mm

L6
mm

Max a.p.
mm

Peso
Kg

Foro ref.

Sc
re

w
-O

n B4F5610Z2 (199,92) HPAV06M010M06R02 2 10 9,5
20 M6 34,5

6
0,01

ConB4F5612Z3 (225,16) HPAV06M012M06R03 3 12 10

B4F5616Z4 (250,03) HPAV06M016M08R04 4 16 13 25 M8 42 0,03

Ø8 ~ 16 mm

90°

6 mmTipo di attacco Codolo filettato
Tipo di inserto AVGT06...
Applicazione Spallamento retto in piccoli diametri
Angolo di spoglia A.R. = +6° ~ +7,6°, R.R = -37,1 ~ -32,4°

Frese per spallamento retto in piccoli diametri.

Lf
L6

A

A

T
C

øD
c

90° ap

øD
3

Ts

A-A cross section

FRESE AD INSERTI MONOLATERALI

MJ type

A = 8mm

B = 5mm

T = 2,7mm

rε B

A

T

bs

ap

rε = 0,2mm   bs = 1,5mm

rε = 0,4mm    bs = 1,3mm

rε = 0,8mm bs = 0,9mm

HSNKMP

Descrizione Qualità Cod. Tec. GR16
Euro

<500
N/mm²

<850
N/mm²

<1200
N/mm²

<600
N/mm²

<850
N/mm²

<240
HB

<300
HB

Alu HTA
<60
HRC

TA
G

LI
O

M
ED

IO

M
J

AVGT 060302PBER-MJ
AH120 B4T12AVMJ01

16,69

    

AH3135 B4T12AVMJ02     

AVGT 060304PBER-MJ
AH120 B4T12AVMJ03     

AH3135 B4T12AVMJ04     

AVGT 060308PBER-MJ
AH120 B4T12AVMJ05     

AH3135 B4T12AVMJ06     

● RACCOMANDATO PER... ○ ADATTO PER...

GEOMETRIE E CONDIZIONI DI TAGLIO - TUNGFORCEREC

CONDIZIONI DI TAGLIO CONSIGLIATE

Materiale Durezza Brinnell
HB

Priorità Gradi consigliati Geometria
Velocità di taglio

Vc (mt/min)
Avanzamento

f/z mm

Acciai al carbonio (C45, C55 ecc.) ~ 300HB Prima scelta AH3135 MJ 230 - 430 0,07 - 0,12

Acciai legati (42CrMo4,17Cr3 ecc.) ~ 300HB Prima scelta AH3135 MJ 150 - 350 0,07 - 0,12

Acciai bonificati (NAK80, PX5 ecc.) 30 - 40HRC Prima scelta AH120 MJ 100 - 230 0,07 - 0,12

Acciai Inox (X5CrNi 18-9 ecc.) - Prima scelta AH3135 MJ 150 - 220 0,06 - 0,1

Ghise grigie (GG25, GG30 ecc.) 150 - 250HB Prima scelta AH120 MJ 200 - 330 0,07 - 0,12

Ghise sferoidali (GGG40, ecc.) 150 - 250HB Prima scelta AH120 MJ 150 - 240 0,07 - 0,12

Leghe di titanio (Ti-6AL-4V ecc.) - Prima scelta AH120 MJ 70 - 90 0,06 - 0,1

Super Leghe (INCONEL718, ecc.) - Prima scelta AH120 MJ 45 - 65 0,06 - 0,09

Acciai temprati (SKD61 ecc.) 40 - 50HRC Prima scelta AH120 MJ 45 - 70 0,05 - 0,08

Acciai temprati (SKD11 ecc.) 50 - 60HRC Prima scelta AH120 MJ 40 - 60 0,04 - 0,06

B.73Indivisible package  Suggested retail package - Unit price

ITEM: B4F56

Tech. Code Denomination Z
Dc
mm

D3
mm

Lf
mm

Ts
mm

L6
mm

Max a.p.
mm

Weight
Kg

Air hole

Sc
re

w
-O

n HPAV06M010M06R02 2 10 9,5
20 M6 34,5

6
0,01

WithHPAV06M012M06R03 3 12 10

HPAV06M016M08R04 4 16 13 25 M8 42 0,03

Coupling type Screw-On shank
Insert type AVGT06...
Application Square shouldering for small diameters
Rake angle A.R. = +6° ~ +7,6°, R.R = -37,1 ~ -32,4°

End mills for square shouldering in small diameters

SINGLE SIDE SQUARE SHOULDERING END MILLS

HSNKMP

Description Grade Tech. Code <500
N/mm²

<850
N/mm²

<1200
N/mm²

<600
N/mm²

<850
N/mm²

<240
HB

<300
HB

Alu HTA
<60
HRC

M
ED

IU
M

C
U

TT
IN

G

M
J

AVGT 060302PBER-MJ
AH120     

AH3135     

AVGT 060304PBER-MJ
AH120     

AH3135     

AVGT 060308PBER-MJ
AH120     

AH3135     

● RECOMMENDED FOR... ○ USABLE FOR…

GEOMETRY AND CUTTING CONDITIONS - TUNGFORCEREC

RECOMMENDED CUTTING DATA

Material Hardness Brinnell
HB

Priority Recommended grades Geometry
Cutting speed
Vc (mt/min)

Feed
f/z mm

Carbon steels (C45-C55 etc.) ~ 300HB First choice AH3135 MJ 230 - 430 0,07 - 0,12

Alloyed steel (42CRMo4, 17Cr3 etc.) ~ 300HB First choice AH3135 MJ 150 - 350 0,07 - 0,12

Hardened and tempered steels (NAK80, PX5 etc.) 30 - 40HRC First choice AH120 MJ 100 - 230 0,07 - 0,12

Stainless steels (X5CrNi 18-9, etc.) - First choice AH3135 MJ 150 - 220 0,06 - 0,1

Cast irons (GG25, GG30 etc.) 150 - 250HB First choice AH120 MJ 200 - 330 0,07 - 0,12

Spheroidal cast irons (GGG40 etc) 150 - 250HB First choice AH120 MJ 150 - 240 0,07 - 0,12

Titanium alloys (Ti-6AL-4V, etc.) - First choice AH120 MJ 70 - 90 0,06 - 0,1

Super Alloy (inconel718, ecc.) - First choice AH120 MJ 45 - 65 0,06 - 0,09

Hardened steel (SKD11 etc.) 40 - 50HRC First choice AH120 MJ 45 - 70 0,05 - 0,08

Hardened steel(SKD11 etc.) 50 - 60HRC First choice AH120 MJ 40 - 60 0,04 - 0,06



B

B.74 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ART. B4F57

Cod. Tec. GR14
Euro Denominazione Z

Dc
mm

Ds
mm

L
mm

Lf
mm

Foro ref.

C
ilin

dr
ic

o

B4F5725Z2 399,85 EPV16R025M25.0-02

2

25 25
125 55

Con

B4F5725Z2L 431,31 EPV16R025M25.0-02L 170 70

B4F5732Z2 (481,27) EPV16R032M32.0-02

32 32

150 50

B4F5732Z2L (517,58) EPV16R032M32.0-02L 200 80

B4F5732Z3 500,94 EPV16R032M32.0-03 3 150 50

Ø25 ~ 32 mm

90°

16 mmTipo di attacco Codolo cilindrico
Tipo inserto XVCT1605...
Applicazione Spallamento retto su alluminio
Angolo di spoglia A.R. = +6° ~ +10°, R.R. = +12° ~ -9°

Frese per spallamento retto su alluminio

Lf
L

ℓs

øD
s

øD
c

90°
ap

FRESE PER SPALLAMENTO RETTO AD INSERTI MONOLATERALI

AJ type

rε = 0,4mm   A=22,2mm  B=11,2mm   T=5,9mm   bs=1,3mm
rε = 0,8mm   A=22,2mm  B=11,2mm  T=5,9mm  bs=1mm
rε = 1,2mm   A=21,7mm  B=11,2mm  T=5,8mm  bs=1mm
rε = 2,0mm   A=20,8mm  B=11,2mm  T=5,75mm bs=1mm
rε = 3,0mm   A=19,5mm   B=11,2mm   T=5,6mm    bs=1mm
rε = 4,0mm   A=18,4mm  B=11,2mm   T=5,5mm   bs=1,2mm

rεA T

B bs

HSNKMP

Descrizione Qualità Cod. Tec. GR16
Euro

<500
N/mm²

<850
N/mm²

<1200
N/mm²

<600
N/mm²

<850
N/mm²

<240
HB

<300
HB

Alu HTA
<60
HRC

TA
G

LI
O

M
ED

IO

AJ

XVCT 160504R-AJ

TH10

B4X05XVAJ01

24,67



XVCT 160508R-AJ B4X05XVAJ02 

XVCT 160512R-AJ B4X05XVAJ03 

XVCT 160520R-AJ B4X05XVAJ05 

XVCT 160530R-AJ B4X05XVAJ06 

XVCT 160540R-AJ B4X05XVAJ08 

● RACCOMANDATO PER... ○ ADATTO PER...

GEOMETRIE E CONDIZIONI DI TAGLIO - TUNG-ALUMILL

Cod. Tec. GR30
Euro Versione Descrizione Denominazione

BRICA211 2,73 EPV16R025M...
Vite fissaggio inserto

TS40085I/HG

BRICA212 2,73 EPV16R032M... TS40093I/HG

PARTI DI RICAMBIO

CONDIZIONI DI TAGLIO CONSIGLIATE

Materiale Durezza Brinnell
HB

Gradi
Consigliati

Velocità di taglio
Vc (mt/min)

Avanzamento
fz/mm

Leghe non ferrose con Si ≤ 13%
75 TH10 200 ~ 1000 0.15 ~ 0.3

90 TH10 200 ~ 1500 0.1 ~ 0.25

Leghe non ferrose con Si ≥ 13% 130 TH10 200 ~ 1000 0.07 ~ 0.15

B.74 Indivisible package   Suggested retail package - Unit price

ITEM: B4F57

Tech. Code Denomination Z
Dc
mm

Ds
mm

L
mm

Lf
mm

Air hole

C
yl

in
dr

ic
al

EPV16R025M25.0-02

2

25 25
125 55

With

EPV16R025M25.0-02L 170 70

EPV16R032M32.0-02

32 32

150 50

EPV16R032M32.0-02L 200 80

EPV16R032M32.0-03 3 150 50

Coupling type Cyclindrical shank
Insert type XVCT1605...
Application Square shouldering on aluminum
Rake angle A.R. = +6° ~ +10°, R.R. = +12° ~ -9°

End mills for square shouldering on aluminum

SINGLE SIDE SQUARE SHOULDERING END MILLS

HSNKMP

Description Grade Tech. Code <500
N/mm²

<850
N/mm²

<1200
N/mm²

<600
N/mm²

<850
N/mm²

<240
HB

<300
HB

Alu HTA
<60
HRC

M
ED

IU
M

C
U

TT
IN

G

AJ

XVCT 160504R-AJ

TH10



XVCT 160508R-AJ 

XVCT 160512R-AJ 

XVCT 160520R-AJ 

XVCT 160530R-AJ 

XVCT 160540R-AJ 

● RECOMMENDED FOR... ○ USABLE FOR…

GEOMETRY AND CUTTING CONDITIONS - TUNG-ALUMILL

Tech. Code Version Description Denomination

EPV16R025M...
Clamping insert screw

TS40085I/HG

EPV16R032M... TS40093I/HG

SPARE PARTS

RECOMMENDED CUTTING DATA

Material Hardness Brinnell
HB

Recommended grades
Cutting speed

Speed (m/min.)
Feed
fz/mm

Non ferrous alloys with Si ≤ 13%
75 TH10 200 ~ 1000 0.15 ~ 0.3

90 TH10 200 ~ 1500 0.1 ~ 0.25

Non ferrous alloys with Si ≥ 13% 130 TH10 200 ~ 1000 0.07 ~ 0.15



B

B.75 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ART. B4F58

Cod. Tec. GR14
Euro Denominazione Z

Dc
mm

d
mm

Lf
mm

Foro ref.

M
an

ic
ot

to

B4F5840Z3 424,57 TPV16R040M16.0E03 3 40 16

50 Con
B4F5850Z4 491,31 TPV16R050M22.0E04 4 50

22
B4F5863Z5 561,66 TPV16R063M22.0E05

5
63

B4F5880Z5 649,05 TPV16R080M27.0E05 80 27

Ø40 ~ 125 mm

90°

16 mmTipo di attacco Manicotto
Tipo inserto XVCT1605...
Applicazione Spallamento retto su alluminio
Angolo di spoglia A.R. = +10° ~ +11°, R.R = -9° ~ 5,5°

Frese per spallamento retto su alluminio

Lf
ap

90˚

ød
a b

R

øDb

øDc

FRESE AD INSERTI PER SPALLAMENTO RETTO

AJ type

rε = 0,4mm   A=22,2mm  B=11,2mm   T=5,9mm   bs=1,3mm
rε = 0,8mm   A=22,2mm  B=11,2mm  T=5,9mm  bs=1mm
rε = 1,2mm   A=21,7mm  B=11,2mm  T=5,8mm  bs=1mm
rε = 2,0mm   A=20,8mm  B=11,2mm  T=5,75mm bs=1mm
rε = 3,0mm   A=19,5mm   B=11,2mm   T=5,6mm    bs=1mm
rε = 4,0mm   A=18,4mm  B=11,2mm   T=5,5mm   bs=1,2mm

rεA T

B bs

HSNKMP

Descrizione Qualità Cod. Tec. GR16
Euro

<500
N/mm²

<850
N/mm²

<1200
N/mm²

<600
N/mm²

<850
N/mm²

<240
HB

<300
HB

Alu HTA
<60
HRC

TA
G

LI
O

M
ED

IO

AJ

XVCT 160504R-AJ

TH10

B4X05XVAJ01

24,67



XVCT 160508R-AJ B4X05XVAJ02 

XVCT 160512R-AJ B4X05XVAJ03 

XVCT 160520R-AJ B4X05XVAJ05 

XVCT 160530R-AJ B4X05XVAJ06 

XVCT 160540R-AJ B4X05XVAJ08 

● RACCOMANDATO PER... ○ ADATTO PER...

GEOMETRIE E CONDIZIONI DI TAGLIO - TUNG-ALUMILL

Cod. Tec. GR30
Euro Versione Descrizione Denominazione

BRICA211 2,73 EPV16R025M...
Vite fissaggio inserto

TS40085I/HG

BRICA212 2,73 EPV16R032M... TS40093I/HG

PARTI DI RICAMBIO

CONDIZIONI DI TAGLIO CONSIGLIATE

Materiale Durezza Brinnell
HB

Gradi
Consigliati

Velocità di taglio
Vc (mt/min)

Avanzamento
fz/mm

Leghe non ferrose con Si ≤ 13%
75 TH10 200 ~ 1000 0.15 ~ 0.3

90 TH10 200 ~ 1500 0.1 ~ 0.25

Leghe non ferrose con Si ≥ 13% 130 TH10 200 ~ 1000 0.07 ~ 0.15

B.75Indivisible package  Suggested retail package - Unit price

ITEM: B4F58

Tech. Code Denomination Z
Dc
mm

d
mm

Lf
mm

Air hole

Bo
re

TPV16R040M16.0E03 3 40 16

50 With
TPV16R050M22.0E04 4 50

22
TPV16R063M22.0E05

5
63

TPV16R080M27.0E05 80 27

Coupling type Bore
Insert type XVCT1605...
Application Square shouldering on aluminum
Rake angle A.R. = +10° ~ +11°, R.R = -9° ~ 5,5°

Shell mills for square shouldering on aluminum

SQUARE SHOULDERING SHELL MILLS

HSNKMP

Description Grade Tech. Code <500
N/mm²

<850
N/mm²

<1200
N/mm²

<600
N/mm²

<850
N/mm²

<240
HB

<300
HB

Alu HTA
<60
HRC

M
ED

IU
M

C
U

TT
IN

G

AJ

XVCT 160504R-AJ

TH10



XVCT 160508R-AJ 

XVCT 160512R-AJ 

XVCT 160520R-AJ 

XVCT 160530R-AJ 

XVCT 160540R-AJ 

● RECOMMENDED FOR... ○ USABLE FOR…

GEOMETRY AND CUTTING CONDITIONS - TUNG-ALUMILL

Tech. Code Version Description Denomination

EPV16R025M...
Clamping insert screw

TS40085I/HG

EPV16R032M... TS40093I/HG

SPARE PARTS

RECOMMENDED CUTTING DATA

Material Hardness Brinnell
HB

Recommended grades
Cutting speed

Speed (m/min.)
Feed
fz/mm

Non ferrous alloys with Si ≤ 13%
75 TH10 200 ~ 1000 0.15 ~ 0.3

90 TH10 200 ~ 1500 0.1 ~ 0.25

Non ferrous alloys with Si ≥ 13% 130 TH10 200 ~ 1000 0.07 ~ 0.15



B

B.76 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ART. B5F01

EXN03 Cod. Tec. GR14
Euro Denominazione Z

Dc
mm

Ds
mm

Dc1
mm

L
mm

Lf
mm

rs
mm

Peso
Kg

Foro ref.

C
ilin

dr
ic

o

B5F0116Z2 267,13 EXN03R016M16.0-02
2

16
16

9.5
100 30 70 0.2

Con

B5F0118Z2 (267,13) EXN03R018M16.0-02 18 11.5

B5F0120Z4 345,72 EXN03R020M20.0-04
4

20
20

13.5
130 50

80

0.3
B5F0122Z4 345,72 EXN03R022M20.0-04 22 15.5

B5F0125Z5 371,88 EXN03R025M25.0-05

5

25
25

18.5
140 60 0.5

B5F0128Z5 380,28 EXN03R028M25.0-05 28 21.5

B5F0130Z5 (390,73) EXN03R030M32.0-05 30
32

23.5
150 70

0.8

B5F0132Z6 (461,96) EXN03R032M32.0-06 6 32 25.5 1.1

FRESA A CODOLO CON FISSAGGIO INSERTO A VITE

Ø16 ~ 32 mm

17°

1 mm

Tipo di attacco Codolo cilindrico e filettato
Tipo inserto LNMU03..
Applicazione Multifunzionale
Angolo di spoglia A.R. +6˚ R.R = +5˚~ +11˚

Fresa multifunzionale ad elevato avanzamento per materiali vari

L
Lf

øD
s

øD
c1

øD
c

r s17°
L

ødM

øD
c1

øD
c

LH1

FRESE PER ELEVATO AVANZAMENTO AD INSERTI BILATERALI

EXN03 Cod. Tec. GR14
Euro Denominazione Z

*ØDc
mm

øDs
mm

øDc1
mm

L
mm

Lf
mm

rs
mm

kg Foro ref.

C
ilin

dr
ic

o
Lu

ng
o

B5F0216Z2 288,09 EXN03R016M16.0-02L 2 16 16 9.5 150 50 100 0.2

Con

B5F0220Z3 349,89 EXN03R020M20.0-03L
3

20
20

13.5
160

80 80 0.3

B5F0222Z3 (349,89) EXN03R022M20.0-03L 22 15.5 30 130 0.4

B5F0225Z4 (373,99) EXN03R025M25.0-04L
4

25
25

18.5
180

100 80 0.6

B5F0228Z4 (373,99) EXN03R028M25.0-04L 28 21.5 35 145 0.7

FRESA A CODOLO CON FISSAGGIO INSERTO A VITE

HXN03 Cod. Tec. GR14
Euro Denominazione Z

Dc
mm

Dc1
mm

d
mm

LH
mm

LH1
mm

M
mm

Foro ref.

Sc
re

w
-o

n B5F0320Z4 345,72 HXN03R020MM10-Z04H 4 20 13,5
18 48

30

10

ConB5F0325Z5 371,88 HXN03R025MM12-Z05H 5 25 18,5 12

B5F0332Z6 461,96 HXN03R032MM16-Z06H 6 32 25,5 25 55 16

FRESA A CODOLO FILETTATO CON FISSAGGIO INSERTO A VITE

Cod. Tec. GR30
Euro Versione Descrizione Denominazione

BRICA109 3,30 Tutti i diametri Vite fissaggio inserto CSPB-2.5

PARTI DI RICAMBIO

B.76 Indivisible package   Suggested retail package - Unit price

ITEM: B5F01

EXN03 Tech. Code Denomination Z
*Dc Ø
mm

Ds Ø
mm

Dc1 ø
mm

L
mm

Lf
mm

rs
mm

Weight
Kg

Air hole

C
yl

in
dr

ic
al

EXN03R016M16.0-02
2

16
16

9.5
100 30 70 0.2

With

EXN03R018M16.0-02 18 11.5

EXN03R020M20.0-04
4

20
20

13.5
130 50

80

0.3
EXN03R022M20.0-04 22 15.5

EXN03R025M25.0-05

5

25
25

18.5
140 60 0.5

EXN03R028M25.0-05 28 21.5

EXN03R030M32.0-05 30
32

23.5
150 70

0.8

EXN03R032M32.0-06 6 32 25.5 1.1

SHANK END MILL WITH INSERT SCREW CLAMPING

Coupling type Cylindrical and screw-on type
Insert type LNMU03..
Application Multi-task
Rake angle A.R. +6˚ R.R = +5˚~ +11˚

Multi task high feed milling machine for a wide range of materials

TWO-SIDE INSERTS HIGH FEED END MILLS

EXN03 Tech. Code Denomination Z
*Dc Ø
mm

Ds Ø
mm

Dc1 ø
mm

L
mm

Lf
mm

rs
mm

kg Air hole

Lo
ng

cy
lin

dr
ic

al

EXN03R016M16.0-02L 2 16 16 9.5 150 50 100 0.2

With

EXN03R020M20.0-03L
3

20
20

13.5
160

80 80 0.3

EXN03R022M20.0-03L 22 15.5 30 130 0.4

EXN03R025M25.0-04L
4

25
25

18.5
180

100 80 0.6

EXN03R028M25.0-04L 28 21.5 35 145 0.7

SHANK END MILL WITH INSERT SCREW CLAMPING

HXN03 Tech. Code Denomination Z
*Dc Ø
mm

Dc1 ø
mm

d ø
mm

LH
mm

LH1
mm

M
mm

Air hole

Sc
re

w
-o

n HXN03R020MM10-Z04H 4 20 13.5
18 48

30

10

WithHXN03R025MM12-Z05H 5 25 18.5 12

HXN03R032MM16-Z06H 6 32 25.5 25 55 16

THREADED SHANK END MILL WITH INSERT SCREW CLAMPING

Tech. Code Version Description Denomination

All diameters Insert screw CSPB-2.5

SPARE PARTS



B

B.77 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

MJ ML MS
(impiego generale) (basse foze di taglio) (acciaio inossidabile)
rε = 1,2 mm
APMX = 1 mm

rε = 1,2 mm
APMX = 1 mm

rε = 1,2 mm
APMX = 1 mm

HSNKMP

Descrizione Qualità Cod. Tec. GR17
Euro

<500
N/mm²

<850
N/mm²

<1200
N/mm²

<600
N/mm²

<850
N/mm²

<240
HB

<300
HB

Alu HTA
<60
HRC

T.
M

ED
.

M
L LNMU 0303ZER-ML

AH725 B5A2103MUML01 16,17
       

AH130 B5A2103MUML02      

AH3035 B5A2103MUML03 17,05       

AH8015 B5A2103MUML04
16,17

    

SG
R

O
S.

M
J LNMU 0303ZER-MJ

AH725 B5A3103MUMJ01      

AH130 B5A3103MUMJ02      

AH3035 B5A3103MUMJ03 17,05       

AH8015 B5A3103MUMJ04 16,17
    

IN
O

X

M
S LNMU 0303ZER-MS AH130

B5A4103MUMS02     

● RACCOMANDATO PER... ○ ADATTO PER...

GEOMETRIE E CONDIZIONI DI TAGLIO

CONDIZIONI DI TAGLIO CONSIGLIATE

Materiale Durezza
Brinnell HB

Priorità
Gradi

Consigliati
Geometria

Velocità di taglio
Vc (mt/min)

Avanzamento  ø16 ~ 22
f/z mm

Avanzamento ø25 ~ 32
f/z mm

Acciai al carbonio (C45, C55 ecc.)

~ 300HB Prima scelta AH725 MJ 100 - 200 - 300 0.5 - 0.8 - 1.2 0.5 - 1.0 - 1.5

~ 300HB Basse forze di taglio AH725 ML 100 - 200 - 300 0.5 - 0.6 - 0.7 0.5 - 0.8 - 1.0

~ 300HB Resistenza agli urti AH3035 MJ 100 - 200 - 300 0.5 - 0.8 - 1.2 0.5 - 1.0 - 1.5

Acciai legati (42CrMo4,17Cr3 ecc.)

~ 300HB Prima scelta AH3035 MJ 100 - 150 - 200 0.5 - 0.8 - 1.2 0.5 - 1.0 - 1.5

~ 300HB Basse forze di taglio AH3035 ML 100 - 150 - 200 0.5 - 0.6 - 0.7 0.5 - 0.8 - 1.0

~ 300HB Resistenza agli urti AH3035 MJ 100 - 150 - 200 0.5 - 0.8 - 1.2 0.5 - 1.0 - 1.5

Acciai bonificati (NAK80, PX5 ecc.) 30 ~ 40HRC - AH3035 MJ 100 - 150 - 200 0.5 - 0.6 - 0.7 0.5 - 0.8 - 1.0

Acciai Inox (X5CrNi 18-9 ecc.)
~ 200HB Prima scelta AH130 MS 80 - 120 - 150 0.3 - 0.4 - 0.5 0.3 - 0.5 - 0.8

~ 200HB Resistenza agli urti AH3035 MJ 100 - 120 - 150 0.3 - 0.5 - 0.8 0.3 - 0.6 - 0.8

Ghise grigie (GG25, GG30 ecc.) 150 ~ 250HB Prima scelta AH725 MJ 100 - 200 - 300 0.5 - 0.8 - 1.2 0.5 - 1.0 - 1.5

Ghise sferoidali (GGG40, ecc.) 150 ~ 250HB Prima scelta AH725 MJ 100 - 200 - 300 0.5 - 0.8 - 1.2 0.5 - 1.0 - 1.5

Leghe di titanio (Ti-6AL-4V ecc.) ~ 40HRC Prima scelta AH130 ML 30 - 40 - 60 0.3 - 0.4 - 0.5 0.3 - 0.5 - 0.7

Acciai temprati (SKD61 ecc.) 40 ~ 50HRC Prima scelta AH8015 MJ 80 - 100 - 130 0.1 - 0.15 - 0.2 0.1 - 0.2 - 0.3

Acciai temprati (SKD11 ecc.) 50 ~ 60HRC Prima scelta AH8015 MJ 50 - 60 - 70 0.03 - 0.04 - 0.05 0.03 - 0.05 - 0.07

ART. B5F04

TXN03 Cod. Tec. GR14
Euro Denominazione Z

Dc
mm

Dc1
mm

Db
mm

d
mm

l
mm

Lf
mm

b
mm

a
mm

K° Foro ref.

M
an

ic
ot

to

B5F0440Z5 444,19 TXN03R040M16.0E05 5
40 33,6 35 16 18 40 5,6 8,4

17 Con
B5F0440Z6 475,60 TXN03R040M16.0E06 6

B5F0450Z5 536,37 TXN03R050M22.0E05 5
50 43,6 47 22 20 50 6,3 10,4

B5F0450Z8 627,48 TXN03R050M22.0E08 8

FRESA A MANICOTTO

Ø40 ~ 50 mm

17°

1 mmTipo di attacco Manicotto
Tipo di inserto LMNU03...
Applicazione Multifunzionale
Angolo di spoglia A.R. +6° R.R. +5°~ +11°

Frese generiche multifunzionali per lo spallamento retto

øDc
øDc1

l
b

Lf

øDb
ød
a

κº ap

FRESE PER ELEVATO AVANZAMENTO AD INSERTI BILATERALI

B.77Indivisible package  Suggested retail package - Unit price

(general application) (low cutting force) (stainless steel)
rε = 1,2 mm
APMX = 1 mm

rε = 1,2 mm
APMX = 1 mm

rε = 1,2 mm
APMX = 1 mm

HSNKMP

Description Grade Tech. Code <500
N/mm²

<850
N/mm²

<1200
N/mm²

<600
N/mm²

<850
N/mm²

<240
HB

<300
HB

Alu HTA
<60
HRC

M
ED

.C
U

T

M
L LNMU 0303ZER-ML

AH725        

AH130      

AH3035       

AH8015     

R
O

U
G

H
.

M
J LNMU 0303ZER-MJ

AH725      

AH130      

AH3035       

AH8015     

IN
O

X

M
S LNMU 0303ZER-MS AH130

    

● RECOMMENDED FOR... ○ USABLE FOR…

GEOMETRY AND CUTTING CONDITIONS

RECOMMENDED CUTTING DATA

Material Hardness Brinnel HB Priority Recommended grades Geometry
Cutting speed
Vc (m/min.)

Feed ø 16 ̴ 22
f/z mm

Feed ø 25 ̴ 32
f/z mm

Carbon steel (C45-C55, etc.)

~ 300 HB First choice AH725 MJ 100 - 200 - 300 0.5 - 0.8 - 1.2 0.5 - 1.0 - 1.5

~ 300 HB Low cutting forces AH725 ML 100 - 200 - 300 0.5 - 0.6 - 0.7 0.5 - 0.8 - 1.0

~ 300 HB Impact-resistant AH3035 MJ 100 - 200 - 300 0.5 - 0.8 - 1.2 0.5 - 1.0 - 1.5

Alloy steel (42CRMo4, 17Cr3, etc.)

~ 300 HB First choice AH3035 MJ 100 - 150 - 200 0.5 - 0.8 - 1.2 0.5 - 1.0 - 1.5

~ 300 HB Low cutting forces AH3035 ML 100 - 150 - 200 0.5 - 0.6 - 0.7 0.5 - 0.8 - 1.0

~ 300 HB Impact-resistant AH3035 MJ 100 - 150 - 200 0.5 - 0.8 - 1.2 0.5 - 1.0 - 1.5

Hardened and tempered steel (NAK80, PX5, etc.) 30 ~ 40 HRC - AH3035 MJ 100 - 150 - 200 0.5 - 0.6 - 0.7 0.5 - 0.8 - 1.0

Stainless steel (X5CrNi 18-9, etc.)
~ 200 HB First choice AH130 MS 80 - 120 - 150 0.3 - 0.4 - 0.5 0.3 - 0.5 - 0.7

~ 200 HB Impact-resistant AH3035 MJ 100 - 120 - 150 0.3 - 0.5 - 0.8 0.3 - 0.6 - 0.8

Cast iron (GG25, GG30, etc.) 150 ~ 250HB First choice AH725 MJ 100 - 200 - 300 0.5 - 0.8 - 1.2 0.5 - 1.0 - 1.5

Spheroidal cast iron (GGG40, etc.) 150 ~ 250HB First choice AH725 MJ 100 - 200 - 300 0.5 - 0.8 - 1.2 0.5 - 1.0 - 1.5

Titanium alloys (Ti-6AL-4V, etc.) ~ 40 HRC First choice AH130 ML 30 - 40 - 60 0.3 - 0.4 - 0.5 0.3 - 0.5 - 0.7

Hardened steel (SKD61, etc.) 40 ~ 50 HRC First choice AH8015 MJ 80 - 100 - 130 0.1 - 0.15 - 0.2 0.1 - 0.2 - 0.3

Hardened steel (SKD11, etc.) 50 ~ 60 HRC First choice AH8015 MJ 50 - 60 - 70 0.03 - 0.04 - 0.05 0.03 - 0.05 - 0.07

ITEM: B5F04

TXN03 Tech. Code Denomination Z
Dc
mm

Dc1
mm

Db
mm

d
mm

l
mm

Lf
mm

b
mm

a
mm

K° Air hole

C
ut

te
r

TXN03R040M16.0E05 5
40 33.6 35 16 18 40 5.6 8.4

17 With
TXN03R040M16.0E06 6

TXN03R050M22.0E05 5
50 43.6 47 22 20 50 6.3 10.4

TXN03R050M22.0E08 8

SHELL CUTTER

Coupling type bore coupling
Insert type LMNU03...
Application Multi task
Rake angle A.R. +6° R.R. +5°~ +11°

General multifunctional shouldering mills

DOUBLE-SIDE INSERTS HIGH FEED END MILLS



B

B.78 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ART. B5F07

Cod. Tec. GR14
Euro Denominazione Z

Dc
mm

Ds
mm

Dc1
mm

ls
mm

Lf
mm

L
mm

Peso
Kg

Foro ref.

C
ilin

dr
ic

o

B5F0720Z2 297,52 EXLN04M020C20.0R02 2 20 20 12

80

50 130 0,28

Con
B5F0725Z3 319,51 EXLN04M025C25.0R03 3 25 25 17 60 140 0,46

B5F0732Z4 (397,01) EXLN04M032C32.0R04 4
32 32 24 70 150 0,83

B5F0732Z5 (427,40) EXLN04M032C32.0R05 5

FRESA A CODOLO CILINDRICO

Ø20 ~ 32 mm

17°

1,3 mmTipo di attacco Codolo cilindrico e filettato
Tipo inserto LNMX04..
Applicazione Multifunzionale
Angolo di spoglia A.R. +3˚ R.R = -12˚~ +14˚

Fresa multifunzionale ad elevato avanzamento per materiali vari

øD
c

øD
c1

Lfap

L
l s

øD
s

øD
c

øD
c1

C

L6

Ts
Lf

øD
3

A

Aap

FRESE TOROIDALI E PER ELEVATO AVANZAMENTO AD INSERTI BILATERALI

Cod. Tec. GR14
Euro Denominazione Z

Dc
mm

Dc1
mm

L6
mm

Lf
mm

C
mm

T
mm

D3
mm

Ts
Peso
Kg

Foro ref.

Sc
re

w
-

on

B5F0820Z2 297,52 HXLN04M020M10R02 2 20 12 49 30
10

15 18 M10 0,07

ConB5F0825Z3 319,51 HXLN04M025M12R03 3 25 17 57 35 17 21 M12 0,16

B5F0832Z4 397,01 HXLN04M032M16R04 4 32 24 63 40 12 22 29 M16 0,20

FRESA A CODOLO FILETTATO

Cod. Tec. GR30
Euro Versione Descrizione Denominazione

BRICA203 3,30 Tutti i diametri Vite fissaggio inserto CSPD-3

PARTI DI RICAMBIO

B.78 Indivisible package   Suggested retail package - Unit price

ITEM: B5F07

Tech. Code Denomination Z
Dc
mm

Ds
mm

Dc1
mm

ls
mm

Lf
mm

L
mm

Weight
Kg

Air hole

C
yl

in
dr

ic
al

EXLN04M020C20.0R02 2 20 20 12

80

50 130 0.28

With
EXLN04M025C25.0R03 3 25 25 17 60 140 0.46

EXLN04M032C32.0R04 4
32 32 24 70 150 0.83

EXLN04M032C32.0R05 5

CYLINDRICAL SHANK CUTTER

Coupling type Cylindrical shank screw on
Insert type LNMX04..
Application Multi task
Rake angle A.R. +3˚ R.R = -12˚~ +14˚

Multifuctional high feed end mills for various materials

DOUBLE-SIDE INSERTS TOROIDAL END MILLS FOR ADVANCE FEED

Tech. Code Denomination Z
Dc
mm

Dc1
mm

L6
mm

Lf
mm

C
mm

T
mm

D3
mm

Ts
Weight

Kg
Air hole

Sc
re

w
-

on

HXLN04M020M10R02 2 20 12 49 30
10

15 18 M10 0.07

WithHXLN04M025M12R03 3 25 17 57 35 17 21 M12 0.16

HXLN04M032M16R04 4 32 24 63 40 12 22 29 M16 0.20

THREADED SHANK CUTTER

Tech. Code Version Description Denomination

All diameters Insert screw CSPD-3

SPARE PARTS



B

B.79 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ART. B5F09

TXLN04 Cod. Tec. GR14
Euro Denominazione Z

Dc
mm

Dc1
mm

Db
mm

Lf
mm

d
mm

l
mm

b
mm

ap max
mm

Peso
Kg

Foro ref.

B5F0940Z6 442,08 TXLN04M040B16.0R06 6 40 32 35 40 16,00 18,00 5,60
4 0,35 Con

B5F0950Z7 583,50 TXLN04M050B22.0R07 7 50 42 47 50 22,00 20,00 6,30

FRESA A MANICOTTO

Ø20 ~ 32 mm

17°

1,3 mm

Tipo di attacco Manicotto
Tipo inserto LNMX04..
Applicazione Multifunzionale
Angolo di spoglia A.R. +3˚ R.R = -13˚

Fresa multifunzionale raggiata e ad elevato avanzamento per materiali vari

øDb
ød
a b

l
Lf

øDc øDc1

FRESE TOROIDALI E PER ELEVATO AVANZAMENTO AD INSERTI BILATERALI

HSNKMP

Descrizione Qualità Cod. Tec. GR17
Euro

<500
N/mm²

<850
N/mm²

<1200
N/mm²

<600
N/mm²

<850
N/mm²

<240
HB

<300
HB

Alu HTA
<60
HRC

T.
M

ED
.

M
L LNMX 0405R4-ML

AH120 B5A35MXML01 14,78
     

AH3135
B5A35MXML02       

SG
R

O
S.

M
J LNMX 0405R4-MJ

AH120 B5A36MXMJ01 14,78
     

AH3135
B5A36MXMJ02       

H
IG

H
FE

ED H
J LNMX 0405ZER-HJ

AH120 B5A37MXHJ01 14,78
     

AH3135
B5A37MXHJ02  

● RACCOMANDATO PER... ○ ADATTO PER...

GEOMETRIE E CONDIZIONI DI TAGLIO

CONDIZIONI DI TAGLIO CONSIGLIATE

Materiale Durezza Brinnell HB Priorità Geometrie consigliate Gradi consigliati
Velocità di taglio

Vc (mt/min)
Avanzamento MJ e ML

f/z mm
Avanzamento HJ

f/z mm

Acciai al carbonio (C45, C55 ecc.)
~ 300HB Basse forze di taglio ML AH3135 150 - 250 0,20 - 0,60 0,50 - 1,30

~ 300HB Resistenza agli urti MJ AH3135 150 - 250 0,20 - 0,60 0,50 - 1,30

Acciai legati (42CrMo4,17Cr3 ecc.)
~ 300HB Basse forze di taglio ML AH3135 150 - 250 0,20 - 0,60 0,50 - 1,30

~ 300HB Resistenza agli urti MJ AH3135 150 - 250 0,20 - 0,60 0,50 - 1,30

Acciai bonificati (NAK80, PX5 ecc.)
30 ~ 40HRC Basse forze di taglio ML AH3135 100 - 200 0,15 - 0,40 0,30 - 0,70

30 ~ 40HRC Resistenza agli urti MJ AH3135 100 - 200 0,15 - 0,40 0,30 - 0,70

Acciai Inox (X5CrNi 18-9 ecc.)
~ 200HB Prima scelta ML AH3135 100 - 200 0,20 - 0,60 0,30 - 0,70

~ 200HB Resistenza agli urti MJ AH3135 100 - 200 0,20 - 0,60 0,30 - 0,70

Ghise grigie (GG25, GG30 ecc.) 150 ~ 250HB Prima scelta MJ AH120 150 - 250 0,20 - 0,60 0,50 - 1,30

Ghise sferoidali (GGG40, ecc.) 150 ~ 250HB Prima scelta MJ AH120 150 - 250 0,20 - 0,60 0,50 - 1,30

Leghe di titanio (Ti-6AL-4V ecc.) ~ 40HRC Prima scelta ML AH3135 20 - 50 0,15 - 0,40 0,30 - 0,70

Acciai temprati (SKD61 ecc.) 40 ~ 50HRC Prima scelta MJ AH3135 50 - 150 0,10 - 0,30 0,10 - 0,50

Acciai temprati (SKD11 ecc.) 50 ~ 60HRC Prima scelta MJ AH120 50 - 70 0,05 - 0,15 0,05 - 0,20

B.79Indivisible package  Suggested retail package - Unit price

ITEM: B5F09

TXLN04 Tech. Code Denomination Z
Dc
mm

Dc1
mm

Db
mm

Lf
mm

d
mm

l
mm

b
mm

Ap max
mm

Weight
Kg

Air hole

TXLN04M040B16.0R06 6 40 32 35 40 16,00 18,00 5,60
4 0.35 With

TXLN04M050B22.0R07 7 50 42 47 50 22,00 20,00 6,30

SHELL CUTTER

Coupling type Bore
Insert type LNMX04..
Application Multi task
Rake angle A.R. +3˚ R.R = -13˚

Multifuntional high speed end mills for various materials

DOUBLE SIDE INSERTS TOROIDAL SHELL MILLS FOR ADVANCE FEED

HSNKMP

Description Grade Tech. Code <500
N/mm²

<850
N/mm²

<1200
N/mm²

<600
N/mm²

<850
N/mm²

<240
HB

<300
HB

Alu HTA
<60
HRC

M
ED

.
C

U
T.

M
L LNMX 0405R4-ML

AH120      

AH3135
      

R
O

U
G

H
.

M
J LNMX 0405R4-MJ

AH120      

AH3135
      

H
IG

H
FE

ED H
J LNMX 0405ZER-HJ

AH120      

AH3135
 

● RECOMMENDED FOR... ○ USABLE FOR…

GEOMETRY AND CUTTING CONDITIONS

RECOMMENDED CUTTING DATA

Material Hardness Brinnell HB Priority Recommended geometries Recommended grades
Cutting speed
Vc (m/min.)

Feed MJ - ML
f/z mm

Feed HJ
f/z mm

Carbon steel (C45-C55, etc.)
~ 300 HB Low cutting forces ML AH3135 150 - 250 0.20 - 0.60 0.50 - 1.30

~ 300 HB Crash resistant MJ AH3135 150 - 250 0.20 - 0.60 0.50 - 1.30

Alloy steel (42CRMo4, 17Cr3, etc.)
~ 300 HB Impact-resistant ML AH3135 150 - 250 0.20 - 0.60 0.50 - 1.30

~ 300 HB Crash resistant MJ AH3135 150 - 250 0.20 - 0.60 0.50 - 1.30

Hardened and tempered steel (NAK80, PX5, etc.)
~ 300 HB Low cutting forces ML AH3135 100 - 200 0.15 - 0.40 0.30 - 0.70

~ 300 HB Impact-resistant MJ AH3135 100 - 200 0.15 - 0.40 0.30 - 0.70

Stainless steel (X5CrNi 18-9, etc.)
30 ~ 40 HRC First choice ML AH3135 100 - 200 0.20 - 0.60 0.30 - 0.70

~ 200 HB Crash resistant MJ AH3135 100 - 200 0.20 - 0.60 0.30 - 0.70

Cast iron (GG25, GG30, etc.) ~ 200 HB Impact-resistant MJ AH120 150 - 250 0.20 - 0.60 0.50 - 1.30

Spheroidal cast iron (GGG40, etc.) 150 ~ 250HB First choice MJ AH120 150 - 250 0.20 - 0.60 0.50 - 1.30

Titanium alloys (Ti-6AL-4V, etc.) ~ 40HRC First choice ML AH3135 20 - 50 0.15 - 0.40 0.30 - 0.70

Hardened steel (SKD61, etc.) ~ 40 HRC First choice MJ AH3135 50 - 150 0.10 - 0.30 0.10 - 0.50

Hardened steel (SKD11, etc.) 40 ~ 50 HRC First choice MJ AH120 50 - 70 0.05 - 0.15 0.05 - 0.20



B

B.80 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ART. B5F12

EXLN04 Cod. Tec. GR14
Euro Denominazione Z

Dc
mm

Dc1
mm

Db
mm

Lf
mm

d
mm

l
mm

a
mm

b
mm

ap max
mm

Peso
Kg

Foro ref.

M
an

ic
ot

to

B5F1263Z4 (426,37) TXSW15M063B22.0R04 4 63 37,1 59 50 22 20 10,4 6,3

2,5

0,66

Con

B5F1280Z5 (544,72) TXSW15M080B27.0R05 5 80 54,1 76

63

27 22 12,4 7 1,41

B5F12100Z6 (663,11) TXSW15M100B32.0R06 6 100 74,1 96 32 25 14,4 8 2,26

B5F12125Z7 (817,10) TXSW15M125B40.0R07 7 125 99,1
100 40 32 16,4 9

2,83

B5F12160Z8 (989,93) TXSW15M160B40.0R08 8 160 134,1 4,23

FRESA A MANICOTTO

Ø50 ~ 160 mm

14°

2,5 mmTipo di attacco Manicotto
Tipo inserto SWMT1506...
Applicazione Multifunzionale
Angolo di spoglia A.R. +5˚ R.R = 0˚

Fresa multifunzionale ad elevato avanzamento per materiali vari

øDc1øDc

aød
øDb

b

Lf
l

a p 14
°

FRESE PER ELEVATO AVANZAMENTO AD INSERTI MONOLATERALI

rε

A

T
MJ type
A = 15,875mm
T  = 6,8mm
rε =2,0mm
ap max = 2,5mm

HSNKMP

Descrizione Qualità Cod. Tec. GR17
Euro

<500
N/mm²

<850
N/mm²

<1200
N/mm²

<600
N/mm²

<850
N/mm²

<240
HB

<300
HB

Alu HTA
<60
HRC

SG
R

O
S.

M
J SWMT 1506ZER-MJ

AH120 B5A40MTMJ01 19,78      

AH3135
B5A40MTMJ02 20,75       

● RACCOMANDATO PER... ○ ADATTO PER...

GEOMETRIE E CONDIZIONI DI TAGLIO

CONDIZIONI DI TAGLIO CONSIGLIATE

Materiale Durezza
Brinnell HB

Priorità Geometrie consigliate Gradi consigliati
Velocità di taglio

Vc (mt/min)
Avanzamento MJ

f/z mm

Acciai al carbonio (C45, C55 ecc.)
~ 300HB Prima scelta MJ AH3135 100 - 300 0,5 - 2,0

~ 300HB Seconda scelta MJ AH120 100 - 300 0,5 - 2,0

Acciai legati (42CrMo4,17Cr3 ecc.)
~ 300HB Prima scelta MJ AH3135 100 - 200 0,5 - 2,0

~ 300HB Seconda scelta MJ AH120 100 - 200 0,5 - 2,0

Acciai bonificati (NAK80, PX5 ecc.)
30 ~ 40HRC Prima scelta MJ AH3135 100 - 200 0,5 - 1,5

30 ~ 40HRC Seconda scelta MJ AH120 100 - 200 0,5 - 1,5

Acciai Inox (X5CrNi 18-9 ecc.)
~ 200HB Prima scelta MJ AH3135 100 - 150 0,3 - 1,0

~ 200HB Prima scelta MJ AH120 100 - 300 0,5 - 2,0

Ghise grigie (GG25, GG30 ecc.) 150 ~ 250HB Prima scelta MJ AH120 80 - 200 0,5 - 2,0

Ghise sferoidali (GGG40, ecc.) 150 ~ 250HB Prima scelta MJ AH3135 30 - 60 0,3 - 0,7

Leghe di titanio (Ti-6AL-4V ecc.) ~ 40HRC Prima scelta MJ AH120 20 - 50 0,1 - 0,3

Acciai temprati (SKD61 ecc.) 40 ~ 50HRC Prima scelta MJ AH3135 80 - 130 0,1 - 0,3

Acciai temprati (SKD11 ecc.) 50 ~ 60HRC Prima scelta MJ AH120 50 - 70 0,03 - 0,07

B.80 Indivisible package   Suggested retail package - Unit price

ITEM: B5F12

EXLN04 Tech. Code Denomination Z
Dc
mm

Dc1
mm

Db
mm

Lf
mm

d
mm

l
mm

a
mm

b
mm

Ap max
mm

Weight
Kg

Air hole

Bo
re

TXSW15M063B22.0R04 4 63 37,1 59 50 22 20 10.4 6.3

2.5

0.66

With

TXSW15M080B27.0R05 5 80 54,1 76

63

27 22 12.4 7 1.41

TXSW15M100B32.0R06 6 100 74,1 96 32 25 14.4 8 2.26

TXSW15M125B40.0R07 7 125 99,1
100 40 32 16.4 9

2.83

TXSW15M160B40.0R08 8 160 134,1 4.23

SHELL CUTTERS

Coupling type Bore
Insert type SWMT1506...
Application Multi task
Rake angle A.R. +5˚ R.R = 0˚

Multifunctional high feed end mills for various materials

SINGLE-SIDE SQUARE SHOULDERING END MILLS

HSNKMP

Description Grade Tech. Code <500
N/mm²

<850
N/mm²

<1200
N/mm²

<600
N/mm²

<850
N/mm²

<240
HB

<300
HB

Alu HTA
<60
HRC

R
O

U
G

.

M
J SWMT 1506ZER-MJ

AH120      

AH3135
      

● RECOMMENDED FOR... ○ USABLE FOR…

GEOMETRY AND CUTTING CONDITIONS

RECOMMENDED CUTTING DATA

Material Hardness Brinnel HB Priority Recommended geometries Recommended grades
Cutting speed
Vc (m/min.)

Feed MJ
f/z mm

Carbon steel (C45-C55, etc.)
~ 300 HB First choice MJ AH3135 100 - 300 0.5 - 2.0

~ 300 HB Second choice MJ AH120 100 - 300 0.5 - 2.0

Alloy steel (42CRMo4, 17Cr3, etc.)
~ 300 HB Impact-resistant MJ AH3135 100 - 300 0.5 - 2.0

~ 300 HB Second choice MJ AH120 100 - 200 0.5 - 2.0

Hardened and tempered steel (NAK80, PX5, etc.)
30 ~ 40HRC First choice MJ AH3135 100 - 200 0.5 - 1.5

30 ~ 40HRC Impact-resistant MJ AH120 100 - 200 0.5 - 1.5

Stainless steel (X5CrNi 18-9, etc.)
~ 200HB First choice MJ AH3135 100 - 150 0.3 - 1.0

~ 200HB First choice MJ AH120 100 - 300 0.5 - 2.0

Cast iron (GG25, GG30, etc.) 150 ~ 250HB Impact-resistant MJ AH120 80 - 200 0.5 - 2.0

Spheroidal cast iron (GGG40, etc.) 150 ~ 250HB First choice MJ AH3135 30 - 60 0.3 - 0.7

Titanium alloys (Ti-6AL-4V, etc.) ~ 40HRC First choice MJ AH120 20 - 50 0.1 - 0.3

Hardened steel (SKD61, etc.) 40 ~ 50HRC First choice MJ AH3135 80 - 130 0.1 - 0.3

Hardened steel (SKD11, etc.) 50 ~ 60HRC First choice MJ AH120 50 - 70 0.03 - 0.07



B

B.81 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

B5F10 Cod. Tec. GR18
Euro Z

D
mm

L
mm

d
mm

h
mm

ap max
mm

Foro ref. Inserto

C
ilin

dr
ic

o B5F101607Z2 193,64 2 16
200

16
50 0,8 Con XPLT 070305 SRB5F102007Z3 219,60 3 20 20

B5F102507Z4 245,55 4 25 25

FRESA A CODOLO CILINDRICO

Tipo di attacco Codolo cilindrico e filettato
Tipo inserto XPLT070305...
Applicazione Sgrossature di superfici piane e 3D

Fresa multifunzionale ad elevato avanzamento per materiali vari
ART. B5F10

Ø16 ~ 25 mm

7°

0,8 mm

FRESE PER ELEVATO AVANZAMENTO AD INSERTI MONOLATERALI Minifeed

Cod. Tec. GR30
Euro Versione Descrizione Denominazione

BRICA197 5,60 XPLT 070305 SR... Vite fissaggio inserto BRICA197

PARTI DI RICAMBIO

HSNKMP

Descrizione Qualità Cod. Tec. GR21
Euro

<500
N/mm²

<850
N/mm²

<1200
N/mm²

<600
N/mm²

<850
N/mm²

<240
HB

<300
HB

Alu HTA
<60
HRC

T.
M

ED
.

M
M XPLT 070305 SR MM

ST35 B5T1007XPMM10 12,33    

ST40 B5T1007XPMM11 13,31   

SG
R

O
S.

M
R XPLT 070305 SR MR

PH35 B5T1107XPMR10 9,87
    

MT35 B5T1107XPMR11     

● RACCOMANDATO PER... ○ ADATTO PER...

GEOMETRIE E CONDIZIONI DI TAGLIO

CONDIZIONI DI TAGLIO CONSIGLIATE

Materiale Durezza
Brinnell HB

Gradi
Consigliati

Geometria
Velocità di taglio

Vc (mt/min)
Avanzamento

fz/mm

Acciai al carbonio (C45, C55 ecc.) ~ 300HB PH35 MR 180 - 260 0,1 - 1,5

Acciai legati (42CrMo4,17Cr3 ecc.) ~ 300HB PH35 MR 120 - 200 0,1 - 1,5

Acciai bonificati (NAK80, PX5 ecc.) 30 ~ 40HRC PH35 MR 60 - 160 0,1 - 1,5

Acciai Inox (X5CrNi 18-9 ecc.) ~ 200HB MT35 MR 75 - 180 0,1 - 1,5

Leghe di titanio (Ti-6AL-4V ecc.) ~ 40HRC ST40 MM 25 - 75 0,1 - 0,5

Leghe resistenti al calore (Inconel 718, ecc.) - ST35 MM 25 - 75 0,1 - 1,5

B5F11 Cod. Tec. GR18
Euro Z

D
mm

L
mm

D1
mm

ap max
mm

M Foro ref. Inserto

Sc
re

w
-

on

B5F111607Z2 193,64 2 16 43 8,5

0,8

8

Con XPLT 070305 SRB5F112007Z3 219,60 3 20 49 10,5 10

B5F112507Z4 245,55 4 25 57 12,5 12

FRESA A CODOLO FILETTATO

B.81Indivisible package  Suggested retail package - Unit price

B5F10 Tech. Code Z
D

mm
L

mm
d

mm
h

mm
Ap max

mm
Air hole Insert

C
yl

in
dr

ic
al 2 16

200
16

50 0.8 With XPLT 070305 SR3 20 20
4 25 25

CYLINDRICAL SHANK CUTTER

Coupling type Cylindrical shank - Screw-On
Insert type XPLT070305...
Application Roughing flat surfaces and 3D

Multifunctional high feed end mills for various materials
ITEM: B5F10

SINGLE-SIDE INSERTS SQUARE SHOULDERING END MILLS

Tech. Code Version Description Denomination

XPLT 070305 SR... Clamping insert screw BRICA197

SPARE PARTS

HSNKMP

Description Grade Tech. Code <500
N/mm²

<850
N/mm²

<1200
N/mm²

<600
N/mm²

<850
N/mm²

<240
HB

<300
HB

Alu HTA
<60
HRC

M
ED

.
C

U
T.

M
M XPLT 070305 SR MM

ST35    

ST40   

R
O

U
G

H
.

M
R XPLT 070305 SR MR

PH35     

MT35     

● RECOMMENDED FOR... ○ USABLE FOR…

GEOMETRY AND CUTTING CONDITIONS

RECOMMENDED CUTTING DATA

Material Hardness
Brinnel HB

Degrees
Recommended

Geometry
Cutting speed
Vc (mt/min)

Feed
fz/mm

Carbon steels (C45-C55 etc.) ~ 300HB PH35 MR 180 - 260 0,1 - 1,5

Alloyed steel (42CRMo4, 17Cr3 etc.) ~ 300HB PH35 MR 120 - 200 0,1 - 1,5

Hardened and tempered steels (NAK80, PX5 etc.) 30 ~ 40HRC PH35 MR 60 - 160 0,1 - 1,5

Stainless steels (X5CrNi 18-9, etc.) ~ 200HB MT35 MR 75 - 180 0,1 - 1,5

Titanium alloys (Ti-6AI-4V, etc.) ~ 40HRC ST40 MM 25 - 75 0,1 - 0,5

Heat resistant alloys (Inconel 718, etc.) - ST35 MM 25 - 75 0,1 - 1,5

B5F11 Tech. Code Z
D

mm
L

mm
D1
mm

Ap max
mm

M Air hole Insert

Sc
re

w
-

on

2 16 43 8.5

0.8

8

With XPLT 070305 SR3 20 49 10.5 10

4 25 57 12.5 12

SCREW ON CUTTER



B

B.82 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

B6F15 Cod. Tec. GR18
Euro Z

D
mm

D2
mm

L
mm

D1
mm

ap max
mm

M Foro ref. Inserto

Fi
le

tta
to

B6F151607Z3 112,40 3 16 9 23 8,5
3,5

8

Con

RDPX0702MOB6F152007Z4 146,00 4 20 13 30 10,5 10
B6F152507Z5 161,70 5 25 18 35 12,5 12
B6F152010Z2 105,00 2 20 10 30 10,5

5

10

RDPX1003MO
B6F152510Z3 131,30 3 25 15 35 12,5 12
B6F153010Z4 152,30 4 30 20 43

17 16B6F153510Z5 156,50 5 35 25 45

FRESA CON CODOLO FILETTATO

Tipo di attacco Codolo filettato
Tipo inserto RD...0702MO - RD...1003MO
Applicazione Esecuzione di terrazzamenti e tasche.

Frese toroidali ad inserti tondi per spianature e terrazzamenti.
ART. B6F15

Ø16 ~ 35 mm

L
ap max

D MD2

D1

FRESE MULTIFUNZIONALI AD INSERTO TONDO Copy

HSNKMP

Descrizione Qualità Cod. Tec. GR21
Euro

<500
N/mm²

<850
N/mm²

<1200
N/mm²

<600
N/mm²

<850
N/mm²

<240
HB

<300
HB

Alu HTA
<60
HRC

SG
R

O
SS

AT
U

R
A

M
R

RDPX 0702MOSN MR

PH20

B6A2207RDMR01 6,08      

RDPX 1003MOSN MR B6A2210RDMR02 6,70      

RDPX 12T3MOSN MR B6A2212RDMR03 7,11      

RDPX 0702MOSN MR

PT20

B6A2207RDMR04 6,08    

RDPX 1003MOSN MR B6A2210RDMR05 6,70    

RDPX 12T3MOSN MR B6A2212RDMR06 7,11    

● RACCOMANDATO PER... ○ ADATTO PER...

GEOMETRIE E CONDIZIONI DI TAGLIO Copy

CONDIZIONI DI TAGLIO CONSIGLIATE

Materiale Durezza
Brinnell HB

Priorità
Gradi

consigliati
Geometria

Velocità di taglio
Vc (mt/min)

Inserto r=3,5mm
P.D.T. - fz

Inserto r=5mm
P.D.T. - fz

Inserto r=6mm
P.D.T. - fz

Acciai legati (42CrMo4, 17Cr3 ecc.) ~ 300HB Sgrossatura PT20 MR 215 - 250 0,25 - 0,40 0,30 - 0,50 0,65 - 0,80

Acciai bonificati (NAK80, PX5 ecc.) 30 ~ 40HRC Sgrossatura PT20 MR 185 - 215 0,25 - 0,40 0,30 - 0,50 0,65 - 0,80

Acciai temprati
40 ~ 50HRC Sgrossatura PH20 MR 140 - 175 0,25 - 0,40 0,30 - 0,50 0,65 - 0,80

50 ~ 56HRC Sgrossatura PH20 MR 115 - 140 0,25 - 0,40 0,30 - 0,50 0,65 - 0,80

Cod. Tec. GR30
Euro Versione Descrizione Denominazione

BRICA192 3,72 RDPX 0702MOSN...
Vite fissaggio inserto

BRICA192

BRICA193 3,72 RDPX 1003MOSN... - RDPX 12T3MOSN... BRICA193

BRICA195 3,72 RDPX 12T3MOSN... Vite staffa BRICA195

PARTI DI RICAMBIO

B.82 Indivisible package   Suggested retail package - Unit price

B6F15 Tech. Code Z
D

mm
D2
mm

L
mm

D1
mm

Ap max
mm

M Air hole Insert

Sc
re

w
-O

n

3 16 9 23 8.5
3.5

8

With

RDPX0702MO4 20 13 30 10.5 10
5 25 18 35 12.5 12
2 20 10 30 10.5

5

10

RDPX1003MO
3 25 15 35 12.5 12
4 30 20 43

17 16
5 35 25 45

SCREW ON CUTTER

Coupling type Screw-On
Insert type RD...0702MO - RD...1003MO
Application For profiling and pocketing.

Toroidal end mills with round inserts for face milling and pocketing.
ITEM: B6F15

MULTIFUNCTIONAL END MILLS ROUND INSERTS

HSNKMP

Description Grade Tech. Code <500
N/mm²

<850
N/mm²

<1200
N/mm²

<600
N/mm²

<850
N/mm²

<240
HB

<300
HB

Alu HTA
<60
HRC

R
O

U
G

H
IN

G

M
R

RDPX 0702MOSN MR

PH20

     

RDPX 1003MOSN MR      

RDPX 12T3MOSN MR      

RDPX 0702MOSN MR

PT20

   

RDPX 1003MOSN MR    

RDPX 12T3MOSN MR    

● RECOMMENDED FOR... ○ USABLE FOR…

GEOMETRY AND CUTTING CONDITIONS

RECOMMENDED CUTTING DATA

Material Hardness
Brinnell HB

Priority Recommended grades Geometry
Cutting speed
Vc (m/min.)

Insert r = 3.5 mm
P.D.T. - fz

Insert r = 5 mm
P.D.T. - fz

Insert r = 6mm
P.D.T. - fz

Alloyed steel (42CRMo4, 17Cr3 etc.) ~ 300HB Roughing PT20 MR 215 - 250 0.25 - 0.40 0.30 - 0.50 0.65 - 0.80

Hardened and tempered steels (NAK80, PX5 etc.) 30 ~ 40HRC Roughing PT20 MR 185 - 215 0.25 - 0.40 0.30 - 0.50 0.65 - 0.80

Hardened steels
40 ~ 50HRC Roughing PH20 MR 140 - 175 0.25 - 0.40 0.30 - 0.50 0.65 - 0.80

50 ~ 56HRC Roughing PH20 MR 115 - 140 0.25 - 0.40 0.30 - 0.50 0.65 - 0.80

Tech. Code Version Description Denomination

RDPX 0702MOSN...
Clamping insert screw

BRICA192

RDPX 1003MOSN... - RDPX 12T3MOSN... BRICA193

RDPX 12T3MOSN... Clamping screw BRICA195

SPARE PARTS



B

B.83 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

B6F20 Cod. Tec. GR18
Euro Z

D
mm

D2
mm

d
mm

L
mm

D1
mm

ap max
mm

Foro ref. Inserto

M
an

ic
ot

to

B6F204010Z5 186,90 5 40 30 16
40

37
5

Con

RDPX1003MOB6F205010Z6 239,40
6

50 40
22 44B6F205210Z6 239,40 52 42 50

B6F204012Z4 183,80 4 40 28 16
40

37

6 RDPX12T3MO
B6F205012Z5 209,00

5
50 38

22 44B6F205212Z5 209,00 52 40 50
B6F206312Z6 239,40

6
63 51 40

B6F206612Z6 239,40 66 54 27 50 60

FRESA A MANICOTTO

Tipo di attacco Manicotto
Tipo inserto RD...1003MO - RD...12T3MO
Applicazione Esecuzione di terrazzamenti e tasche.

Frese toroidali ad inserti tondi per spianature e terrazzamenti.
ART. B6F20

Ø40 ~ 66 mm

L

ap max

D
D2

D1

FRESE MULTIFUNZIONALI AD INSERTO TONDO Copy

CONDIZIONI DI TAGLIO CONSIGLIATE

Materiale Durezza
Brinnell HB

Priorità
Gradi

consigliati
Geometria

Velocità di taglio
Vc (mt/min)

Inserto r=3,5mm
P.D.T. - fz

Inserto r=5mm
P.D.T. - fz

Inserto r=6mm
P.D.T. - fz

Acciai legati (42CrMo4, 17Cr3 ecc.) ~ 300HB Sgrossatura PT20 MR 215 - 250 0,25 - 0,40 0,30 - 0,50 0,65 - 0,80

Acciai bonificati (NAK80, PX5 ecc.) 30 ~ 40HRC Sgrossatura PT20 MR 185 - 215 0,25 - 0,40 0,30 - 0,50 0,65 - 0,80

Acciai temprati
40 ~ 50HRC Sgrossatura PH20 MR 140 - 175 0,25 - 0,40 0,30 - 0,50 0,65 - 0,80

50 ~ 56HRC Sgrossatura PH20 MR 115 - 140 0,25 - 0,40 0,30 - 0,50 0,65 - 0,80

HSNKMP

Descrizione Qualità Cod. Tec. GR21
Euro

<500
N/mm²

<850
N/mm²

<1200
N/mm²

<600
N/mm²

<850
N/mm²

<240
HB

<300
HB

Alu HTA
<60
HRC

SG
R

O
SS

AT
U

R
A

M
R

RDPX 0702MOSN MR

PH20

B6A2207RDMR01 6,08      

RDPX 1003MOSN MR B6A2210RDMR02 6,70      

RDPX 12T3MOSN MR B6A2212RDMR03 7,11      

RDPX 0702MOSN MR

PT20

B6A2207RDMR04 6,08    

RDPX 1003MOSN MR B6A2210RDMR05 6,70    

RDPX 12T3MOSN MR B6A2212RDMR06 7,11    

● RACCOMANDATO PER... ○ ADATTO PER...

GEOMETRIE E CONDIZIONI DI TAGLIO Copy

Cod. Tec. GR30
Euro Versione Descrizione Denominazione

BRICA192 3,72 RDPX 0702MOSN...
Vite fissaggio inserto

BRICA192

BRICA193 3,72 RDPX 1003MOSN... - RDPX 12T3MOSN... BRICA193

BRICA195 3,72 RDPX 12T3MOSN... Vite staffa BRICA195

PARTI DI RICAMBIO

B.83Indivisible package  Suggested retail package - Unit price

B6F20 Tech. Code Z
D

mm
D2
mm

d
mm

L
mm

D1
mm

Ap max
mm

Air hole Insert

Bo
re

5 40 30 16
40

37
5

With

RDPX1003MO
6

50 40
22 44

52 42 50
4 40 28 16

40
37

6 RDPX12T3MO
5

50 38
22 4452 40 50

6
63 51 40
66 54 27 50 60

SHELL CUTTER

Coupling type Bore
Insert type RD...1003MO - RD...12T3MO
Application Profiling and pocketing.

Toroidal end mills with round inserts for face milling and pocketing.
ITEM: B6F20

MULTIFUNCTIONAL END MILLS FOR ROUND INSERTS

RECOMMENDED CUTTING DATA

Material Hardness
Brinnell HB

Priority Recommended grades Geometry
Cutting speed
Vc (m/min.)

Insert r = 3.5 mm
P.D.T. - fz

Insert r = 5 mm
P.D.T. - fz

Insert r = 6mm
P.D.T. - fz

Alloyed steel (42CRMo4, 17Cr3 etc.) ~ 300HB Roughing PT20 MR 215 - 250 0.25 - 0.40 0.30 - 0.50 0.65 - 0.80

Hardened and tempered steels (NAK80, PX5 etc.) 30 ~ 40HRC Roughing PT20 MR 185 - 215 0.25 - 0.40 0.30 - 0.50 0.65 - 0.80

Hardened steels
40 ~ 50HRC Roughing PH20 MR 140 - 175 0.25 - 0.40 0.30 - 0.50 0.65 - 0.80

50 ~ 56HRC Roughing PH20 MR 115 - 140 0.25 - 0.40 0.30 - 0.50 0.65 - 0.80

HSNKMP

Description Grade Tech. Code <500
N/mm²

<850
N/mm²

<1200
N/mm²

<600
N/mm²

<850
N/mm²

<240
HB

<300
HB

Alu HTA
<60
HRC

R
O

U
G

H
IN

G

M
R

RDPX 0702MOSN MR

PH20

     

RDPX 1003MOSN MR      

RDPX 12T3MOSN MR      

RDPX 0702MOSN MR

PT20

   

RDPX 1003MOSN MR    

RDPX 12T3MOSN MR    

● RECOMMENDED FOR... ○ USABLE FOR…

GEOMETRY AND CUTTING CONDITIONS

Tech. Code Version Description Denomination

RDPX 0702MOSN...
Clamping insert screw

BRICA192

RDPX 1003MOSN... - RDPX 12T3MOSN... BRICA193

RDPX 12T3MOSN... Clamping screw BRICA195

SPARE PARTS



B

B.84 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ART. B6F30

Cod. Tec. GR14
Euro Denominazione

Dc
mm

Ds
mm

L
mm

Lf
mm

L2
mm

α° Fig. Foro ref.

C
ilin

dr
ic

o

B6F300808100C (434,92) EBFM08S08C100

8
8

100 30
- - 1 Senza

B6F300808140C (493,89) EBFM08S08C140 140 65

B6F300812100S (126,48) EBFM08T12S100 12 100 20 10 9,5 2 Con

B6F301010140C (493,89) EBFM10S10C140

10
10

140 75
- - 1 Senza

B6F301010220C (518,76) EBFM10S10C220 220 140

B6F301012100S (129,73) EBFM10T12S100

12

100 25 15 5 2 Con

B6F301212160C (538,43) EBFM12S12C160

12

160 90

- - 1

Senza
B6F301212220C (565,11) EBFM12S12C220 220 150

B6F301212110S (160,42) EBFM12S12S110 110 30 Con

B6F301616160C (653,64) EBFM16S16C160

16
16

160 80
Senza

B6F301616220C (766,11) EBFM16S16C220 220 150

B6F301620130S (193,43) EBFM16S20S130

20

130 50 15,5 1,5 2 Con

B6F302020220C (1035,36) EBFM20S20C220

20

220 120
- - 1 Senza

B6F302020300C (1180,33) EBFM20S20C300 300 220

B6F302025180S (247,46) EBFM20T25S180 25 180 80 24 2,5
2 Con

B6F302532200S (306,73) EBFM25T32S200 25 32 200 100 32 1,5

FRESA A CODOLO CILINDRICO

3,5 - 16 mm

Ø8 ~ 32 mm

Tipo di attacco Codolo cilindrico
Tipo inserto ZFBM... - ZFRM...
Applicazione Finitura di profili complessi

Frese ad inserti tondi e toroidali per finitura
øD

c

L
Lf L2

øD
s

L
Lf

øD
c

øD
s

α°

Fig. 1 Fig. 2

FRESE PER FINITURA AD INSERTI

Cod. Tec. GR30
Euro Versione Descrizione Denominazione

BRICA221 10,35 EBFM10...

Vite fissaggio inserto

TS 30F100A

BRICA222 10,82 EBFM12... TS 40F120A

BRICA224 19,26 EBFM20... TS 60F200A

BRICA225 7,78 EBFM25... TS 70F250A

PARTI DI RICAMBIO

B.84 Indivisible package   Suggested retail package - Unit price

ITEM: B6F30

Tech. Code Denomination
Dc
mm

Ds
mm

L
mm

Lf
mm

L2
mm

α° Fig. Air hole

C
yl

in
dr

ic
al

EBFM08S08C100

8
8

100 30
- - 1 Without

EBFM08S08C140 140 65

EBFM08T12S100 12 100 20 10 9,5 2 With

EBFM10S10C140

10
10

140 75
- - 1 Without

EBFM10S10C220 220 140

EBFM10T12S100

12

100 25 15 5 2 With

EBFM12S12C160

12

160 90

- - 1

Without
EBFM12S12C220 220 150

EBFM12S12S110 110 30 With

EBFM16S16C160

16
16

160 80
Without

EBFM16S16C220 220 150

EBFM16S20S130

20

130 50 15,5 1,5 2 With

EBFM20S20C220

20

220 120
- - 1 Without

EBFM20S20C300 300 220

EBFM20T25S180 25 180 80 24 2,5
2 With

EBFM25T32S200 25 32 200 100 32 1,5

CYLINDRICAL SHANK CUTTER

Coupling type Cylindrical shank
Insert type ZFBM... - ZFRM...
Application Finishing of 3D profile

End mills for toroidal inserts for finishings

FINISHING INDEXABLE END MILLS

Tech. Code Version Description Denomination

EBFM10...

Clamping insert screw

TS 30F100A

EBFM12... TS 40F120A

EBFM20... TS 60F200A

EBFM25... TS 70F250A

SPARE PARTS



B

B.85 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

T

A rε

3º T

A rε

ZFBM080R00-MJ - A = 8,0mm T = 2,4mm rε = 4,0mm
ZFBM100R00-MJ - A = 10,0mm T = 2,9mm rε = 5,0mm
ZFBM120R00-MJ - A = 12,0mm T = 3,4mm rε = 6,0mm
ZFBM160R00-MJ - A = 16,0mm T = 4,4mm rε = 8,0mm
ZFBM200R00-MJ - A = 20,0mm T = 5,4mm rε = 10,0mm
ZFBM250R00-MJ - A = 25,0mm T = 6,4mm rε = 12,5mm

ZFRM120R05-MJ - A = 12,0mm T = 3,4mm rε = 0,5mm
ZFRM120R10-MJ - A = 12,0mm T = 3,4mm rε = 1,0mm
ZFRM160R05-MJ - A = 16,0mm T = 4,4mm rε = 0,5mm
ZFRM160R10-MJ - A = 16,0mm T = 4,4mm rε = 1,0mm
ZFRM200R10-MJ - A = 20,0mm T = 5,4mm rε = 1,0mm
ZFRM200R15-MJ - A = 20,0mm T = 5,4mm rε = 1,5mm

HSNKMP

Descrizione Qualità Cod. Tec. GR16
Euro

<500
N/mm²

<850
N/mm²

<1200
N/mm²

<600
N/mm²

<850
N/mm²

<240
HB

<300
HB

Alu HTA
<60
HRC

TA
G

LI
O

M
ED

IO

M
J

ZFBM080R00-MJ
AH710 B6C05MJ0805 (24,21)

     

AH725 B6C05MJ0806      

ZFBM100R00-MJ
AH710 B6C05MJ1007 (26,78)

     

AH725 B6C05MJ1008      

ZFBM120R00-MJ
AH710 B6C05MJ1209 (28,58)

     

AH725 B6C05MJ1210      

ZFBM160R00-MJ
AH710 B6C05MJ1611 (31,88)      

AH725 B6C05MJ1612 31,88      

ZFBM200R00-MJ
AH710 B6C05MJ2013 35,74

     

AH725 B6C05MJ2014      

ZFBM250R00-MJ
AH710 B6C05MJ2515 51,35      

AH725 B6C05MJ2516 (51,35)      

ZFRM120R05-MJ
AH710 B6C10MJ1205

33,42

     

AH725 B6C10MJ1206      

ZFRM120R10-MJ
AH710 B6C10MJ1207      

AH725 B6C10MJ1208      

ZFRM160R05-MJ
AH710 B6C10MJ1609

36,82

     

AH725 B6C10MJ1610      

ZFRM160R10-MJ
AH710 B6C10MJ1611      

AH725 B6C10MJ1612      

ZFRM160R15-MJ
AH710 B6C10MJ1613      

AH725 B6C10MJ1614      

ZFRM200R10-MJ
AH710 B6C10MJ2015

42,38

     

AH725 B6C10MJ2016      

ZFRM200R15-MJ
AH710 B6C10MJ2017      

AH725 B6C10MJ2018      

● RACCOMANDATO PER... ○ ADATTO PER...

GEOMETRIE E CONDIZIONI DI TAGLIO - BALL FINISH NOSE

CONDIZIONI DI TAGLIO CONSIGLIATE

Materiale Durezza Brinnell HB Gradi Consigliati
Velocità di taglio

VC (m/min)
CAVE LATERALI
Velocità di taglio

CAVE LATERALI
Avanzamento

Acciai a basso tenore di carbonio (C15E ecc.) ~ 200 AH725 - GH130 170 ~ 190 110 ~ 140 0,05 - 0,15

Acciai al carbonio (C45 - C55 ecc.) 200 ~ 300 AH725 - GH130 140 ~ 150 100 ~ 120 0,05 - 0,15

Acciai legati (es. 42CrMo4, 17Cr3 ecc.) 150 ~ 300 AH725 - GH130 110 ~ 130 100 120 0,05 - 0,15

Acciai Inox (es. X5CrNi189 ecc.) - AH725 - GH130 80 ~ 160 60 ~ 120 0,03 - 0,12

Ghise grigie (GG25, GG30 ecc.) 150 ~ 200 AH725 - GH130 130 ~ 180 90~ 160 0,03 - 0,12

Ghise sferoidali (GGG40 ecc.) 150 ~ 200 AH725 - GH130 130 ~ 180 90 ~ 160 0,03 - 0,12

Leghe di alluminio (Si < 13%) - AH725 - GH130 30 40 700 ~ 900 0,05 - 0,15

B.85Indivisible package  Suggested retail package - Unit price

HSNKMP

Description Grade Tech. Code <500
N/mm²

<850
N/mm²

<1200
N/mm²

<600
N/mm²

<850
N/mm²

<240
HB

<300
HB

Alu HTA
<60
HRC

M
ED

IU
M

C
U

TT
IN

G

M
J

ZFBM080R00-MJ
AH710      

AH725      

ZFBM100R00-MJ
AH710      

AH725      

ZFBM120R00-MJ
AH710      

AH725      

ZFBM160R00-MJ
AH710      

AH725      

ZFBM200R00-MJ
AH710      

AH725      

ZFBM250R00-MJ
AH710      

AH725      

ZFRM120R05-MJ
AH710      

AH725      

ZFRM120R10-MJ
AH710      

AH725      

ZFRM160R05-MJ
AH710      

AH725      

ZFRM160R10-MJ
AH710      

AH725      

ZFRM160R15-MJ
AH710      

AH725      

ZFRM200R10-MJ
AH710      

AH725      

ZFRM200R15-MJ
AH710      

AH725      

● RECOMMENDED FOR... ○ USABLE FOR…

GEOMETRY AND CUTTING CONDITIONS - BALL FINISH NOSE

RECOMMENDED CUTTING DATA

Material Hardness Brinnel HB Recommended grades
Cutting speed

VC (m/min)
SIDE SLOTS
Cutting speed

SIDE SLOTS
Feed

Low carbon content steels (C15 etc.) ~ 200 AH725 - GH130 170 ~ 190 110 ~ 140 0,05 - 0,15

Carbon steels (C45-C55 etc.) 200 ~ 300 AH725 - GH130 140 ~ 150 100 ~ 120 0,05 - 0,15

Alloyed steel (42CRMo4, 17Cr3 etc.) 150 ~ 300 AH725 - GH130 110 ~ 130 100 120 0,05 - 0,15

Stainless steels (ex. X5CrNi 18-9, etc.) - AH725 - GH130 80 ~ 160 60 ~ 120 0,03 - 0,12

Cast irons (GG25, GG30 etc.) 150 ~ 200 AH725 - GH130 130 ~ 180 90~ 160 0,03 - 0,12

Spheroidal cast irons (GGG40 etc) 150 ~ 200 AH725 - GH130 130 ~ 180 90 ~ 160 0,03 - 0,12

Aluminium alloys (Si<13%) - AH725 - GH130 30 40 700 ~ 900 0,05 - 0,15



B

B.86 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ART. B6F31

Cod. Tec. GR14
Euro Denominazione

Dc
mm

D3
mm

L6
mm

Lf
mm

C
mm

Ts
mm

Foro ref.

Sc
re

w
-O

n

B6F3110M06 (126,74) HBFM10M06 10 9,7 34,5 20
5 M6

Con

B6F3112M06 (137,81) HBFM12M06 12 11,5 37,5 23

B6F3116M08 (167,32) HBFM16M08 16 13 47
30

8 M8

B6F3120M10 (180,25) HBFM20M10 20 19 49
10

M10

B6F3125M12 (242,10) HBFM25M12 25 24 57 35 M12

FRESA CON CODOLO FILETTATO

Ø10 ~ 32 mm

Tipo di attacco Codolo filettato
Tipo inserto ZFBM - ZFRM...
Applicazione Finiture di stampi

Frese ad inserti per finiture di precisione

øD
3

Lf
L6

TsC

øD
c

A

A

T

A - A cross section

FRESE AD INSERTI PER FINITURE

Cod. Tec. GR30
Euro Versione Descrizione Denominazione

BRICA220 11,43 EBFM08...

Vite fissaggio inserto

TS 25F080A

BRICA221 10,35 EBFM10... TS 30F100A

BRICA222 10,82 EBFM12... TS 40F120A

BRICA224 19,26 EBFM20... TS 60F200A

BRICA225 7,78 EBFM25... TS 70F250A

PARTI DI RICAMBIO

Accuracy
Repeatability

Reliabilitymetrology

B.86 Indivisible package   Suggested retail package - Unit price

ITEM: B6F31

Tech. Code Denomination
Dc
mm

D3
mm

L6
mm

Lf
mm

C
mm

Ts
mm

Air hole

Sc
re

w
-O

n

HBFM10M06 10 9,7 34,5 20
5 M6

With

HBFM12M06 12 11,5 37,5 23

HBFM16M08 16 13 47
30

8 M8

HBFM20M10 20 19 49
10

M10

HBFM25M12 25 24 57 35 M12

THREADED SHANK CUTTER

Coupling type Screw-On shank
Insert type ZFBM - ZFRM...
Application Moulds finishing

Finishing end mills

FINISHING INDEXABLE END MILLS

Tech. Code Version Description Denomination

EBFM08...

Clamping insert screw

TS 25F080A

EBFM10... TS 30F100A

EBFM12... TS 40F120A

EBFM20... TS 60F200A

EBFM25... TS 70F250A

SPARE PARTS



B

B.87 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

T

A rε

3º T

A rε

ZFBM080R00-MJ - A = 8,0mm T = 2,4mm rε = 4,0mm
ZFBM100R00-MJ - A = 10,0mm T = 2,9mm rε = 5,0mm
ZFBM120R00-MJ - A = 12,0mm T = 3,4mm rε = 6,0mm
ZFBM160R00-MJ - A = 16,0mm T = 4,4mm rε = 8,0mm
ZFBM200R00-MJ - A = 20,0mm T = 5,4mm rε = 10,0mm
ZFBM250R00-MJ - A = 25,0mm T = 6,4mm rε = 12,5mm

ZFRM120R05-MJ - A = 12,0mm T = 3,4mm rε = 0,5mm
ZFRM120R10-MJ - A = 12,0mm T = 3,4mm rε = 1,0mm
ZFRM160R05-MJ - A = 16,0mm T = 4,4mm rε = 0,5mm
ZFRM160R10-MJ - A = 16,0mm T = 4,4mm rε = 1,0mm
ZFRM200R10-MJ - A = 20,0mm T = 5,4mm rε = 1,0mm
ZFRM200R15-MJ - A = 20,0mm T = 5,4mm rε = 1,5mm

HSNKMP

Descrizione Qualità Cod. Tec. GR16
Euro

<500
N/mm²

<850
N/mm²

<1200
N/mm²

<600
N/mm²

<850
N/mm²

<240
HB

<300
HB

Alu HTA
<60
HRC

TA
G

LI
O

M
ED

IO

M
J

ZFBM080R00-MJ
AH710 B6C05MJ0805 (24,21)

     

AH725 B6C05MJ0806      

ZFBM100R00-MJ
AH710

B6C05MJ1007 (26,78)      

ZFBM120R00-MJ
B6C05MJ1209 (28,58)

     

AH725 B6C05MJ1210      

ZFBM160R00-MJ
AH710 B6C05MJ1611 (31,88)      

AH725 B6C05MJ1612 31,88      

ZFBM200R00-MJ
AH710 B6C05MJ2013 35,74

     

AH725 B6C05MJ2014      

ZFBM250R00-MJ
AH710 B6C05MJ2515 51,35      

AH725 B6C05MJ2516 (51,35)      

ZFRM120R05-MJ
AH710 B6C10MJ1205

33,42

     

AH725 B6C10MJ1206      

ZFRM120R10-MJ
AH710 B6C10MJ1207      

AH725 B6C10MJ1208      

ZFRM160R05-MJ
AH710 B6C10MJ1609

36,82

     

AH725 B6C10MJ1610      

ZFRM160R10-MJ
AH710 B6C10MJ1611      

AH725 B6C10MJ1612      

ZFRM160R15-MJ
AH710 B6C10MJ1613      

AH725 B6C10MJ1614      

ZFRM200R10-MJ
AH710 B6C10MJ2015

42,38

     

AH725 B6C10MJ2016      

ZFRM200R15-MJ
AH710 B6C10MJ2017      

AH725 B6C10MJ2018      

● RACCOMANDATO PER... ○ ADATTO PER...

GEOMETRIE E CONDIZIONI DI TAGLIO - BALL FINISH NOSE

CONDIZIONI DI TAGLIO CONSIGLIATE

Materiale Durezza Brinnell HB Gradi Consigliati
Velocità di taglio

VC (m/min)
CAVE LATERALI
Velocità di taglio

CAVE LATERALI
Avanzamento

Acciai a basso tenore di carbonio (C15E ecc.) ~ 200 AH725 - GH130 170 ~ 190 110 ~ 140 0,05 - 0,15

Acciai al carbonio (C45 - C55 ecc.) 200 ~ 300 AH725 - GH130 140 ~ 150 100 ~ 120 0,05 - 0,15

Acciai legati (es. 42CrMo4, 17Cr3 ecc.) 150 ~ 300 AH725 - GH130 110 ~ 130 100 120 0,05 - 0,15

Acciai Inox (es. X5CrNi189 ecc.) - AH725 - GH130 80 ~ 160 60 ~ 120 0,03 - 0,12

Ghise grigie (GG25, GG30 ecc.) 150 ~ 200 AH725 - GH130 130 ~ 180 90~ 160 0,03 - 0,12

Ghise sferoidali (GGG40 ecc.) 150 ~ 200 AH725 - GH130 130 ~ 180 90 ~ 160 0,03 - 0,12

Leghe di alluminio (Si < 13%) - AH725 - GH130 30 40 700 ~ 900 0,05 - 0,15

B.87Indivisible package  Suggested retail package - Unit price

HSNKMP

Description Grade Tech. Code <500
N/mm²

<850
N/mm²

<1200
N/mm²

<600
N/mm²

<850
N/mm²

<240
HB

<300
HB

Alu HTA
<60
HRC

M
ED

IU
M

C
U

TT
IN

G

M
J

ZFBM080R00-MJ
AH710      

AH725      

ZFBM100R00-MJ
AH710

     

ZFBM120R00-MJ
     

AH725      

ZFBM160R00-MJ
AH710      

AH725      

ZFBM200R00-MJ
AH710      

AH725      

ZFBM250R00-MJ
AH710      

AH725      

ZFRM120R05-MJ
AH710      

AH725      

ZFRM120R10-MJ
AH710      

AH725      

ZFRM160R05-MJ
AH710      

AH725      

ZFRM160R10-MJ
AH710      

AH725      

ZFRM160R15-MJ
AH710      

AH725      

ZFRM200R10-MJ
AH710      

AH725      

ZFRM200R15-MJ
AH710      

AH725      

● RECOMMENDED FOR... ○ USABLE FOR…

GEOMETRY AND CUTTING CONDITIONS - BALL FINISH NOSE

RECOMMENDED CUTTING DATA

Material Hardness Brinnel HB Recommended grades
Cutting speed

VC (m/min)
SIDE SLOTS
Cutting speed

SIDE SLOTS
Feed

Low carbon content steels (C15 etc.) ~ 200 AH725 - GH130 170 ~ 190 110 ~ 140 0,05 - 0,15

Carbon steels (C45-C55 etc.) 200 ~ 300 AH725 - GH130 140 ~ 150 100 ~ 120 0,05 - 0,15

Alloyed steel (42CRMo4, 17Cr3 etc.) 150 ~ 300 AH725 - GH130 110 ~ 130 100 120 0,05 - 0,15

Stainless steels (ex. X5CrNi 18-9, etc.) - AH725 - GH130 80 ~ 160 60 ~ 120 0,03 - 0,12

Cast irons (GG25, GG30 etc.) 150 ~ 200 AH725 - GH130 130 ~ 180 90~ 160 0,03 - 0,12

Spheroidal cast irons (GGG40 etc) 150 ~ 200 AH725 - GH130 130 ~ 180 90 ~ 160 0,03 - 0,12

Aluminium alloys (Si<13%) - AH725 - GH130 30 40 700 ~ 900 0,05 - 0,15



B

B.88 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

PROGRAMMA DI FRESATURA A TESTINE INTERCAMBIABILI - ACCOPPIAMENTO FILETTATO

Ø6 ~ 25 mm

ART. B6F40 - B6F41 - B6F42

S
L1

L2

L3

ød
1

ød

ød
1

ød

S

L

VSTD

VSSD VTSD

Tipo di attacco Codolo filettato cilindrico
Tipo inserto XHGR18T2.. Testine intercambiabili
Applicazione Multifunzionale

Fresa multifunzionale per materiali vari

CODOLI PER TESTINE INTERCAMBIABILI VSSD

VSSD Cod. Tec. GR13
Euro Denominazione

Ød
mm

Ød1
mm

L1
mm

L2
mm

L3
mm

S
mm

Materiale codolo

C
ilin

dr
ic

o

B6F4008060S 88,07 VSSD08L060S05-S 8 7,6 60 15 15 S05

Acciaio
B6F4010075S 91,52 VSSD10L075S06-S 10 9,6 75 20 20 S06
B6F4012090S 100,73 VSSD12L090S08-S 12 11,5 90 16 16 S08
B6F4016100S 112,48 VSSD16L100S10-S 16 15,2 100 20 20 S10
B6F4020120S 131,79 VSSD20L120S12-S 20 18,3 120 25 25 S12

VTSD Cod. Tec. GR13
Euro Denominazione

Ød
mm

α°
mm

Ød1
mm

L1
mm

L2
mm

L3
mm

S
mm

Materiale codolo

C
ilin

dr
ic

o

B6F4112100S (147,86) VTSD12L100S05-S 12

89°

7,6 100 35 29 S05

Acciaio
B6F4116160S (152,13) VTSD16L160S06-S 16 9,6 160 55 46,5 S06
B6F4120170S (158,57) VTSD20L170S08-S

20
11,5 170

80
69,5 S08

B6F4120190S (183,19) VTSD20L190S10-S 15,2 190 73 S10
B6F4125210S (217,48) VTSD25L210S12-S 25 18,3 210 100 94,5 S12

CODOLI PER TESTINE INTERCAMBIABILI VTSD

VSTD Cod. Tec. GR13
Euro Denominazione

Ød
mm

Ød1
mm

L
mm

S
mm

Materiale codolo

C
ilin

dr
ic

o

B6F4208070S 88,07 VSTD08L070S05-S 8 8 70 S05

Acciaio
B6F4210080S 91,52 VSTD10L080S06-S 10 10 80 S06
B6F4212090S 100,73 VSTD12L090S08-S 12 12 90 S08
B6F4216100S 112,48 VSTD16L100S10-S 16 16 100 S10

CODOLI PER TESTINE INTERCAMBIABILI VSTD

Cod. Tec. GR30
Euro Versione Descrizione Denominazione

BRICA230 6,80 S05

Chiave

KEYV-S05

BRICA231 6,80 S06 KEYV-S06

BRICA232 6,80 S08 KEYV-S08

BRICA233 7,31 S10 KEYV-S10

BRICA234 17,10 S12 KEYV-S12

BRICA235 2,47 S08 KEYV-217

PARTI DI RICAMBIO

CONDIZIONI DI TAGLIO CONSIGLIATE

Materiale Durezza Brinnell HB Gradi Consigliati
Velocità di taglio

VC (m/min)
CAVE LATERALI
Velocità di taglio

CAVE LATERALI
Avanzamento

Acciai a basso tenore di carbonio (C15E ecc.) ~ 200 AH725 - GH130 170 ~ 190 110 ~ 140 0,05 - 0,15

Acciai al carbonio (C45 - C55 ecc.) 200 ~ 300 AH725 - GH130 140 ~ 150 100 ~ 120 0,05 - 0,15

Acciai legati (es. 42CrMo4, 17Cr3 ecc.) 150 ~ 300 AH725 - GH130 110 ~ 130 100 120 0,05 - 0,15

Acciai Inox (es. X5CrNi189 ecc.) - AH725 - GH130 80 ~ 160 60 ~ 120 0,03 - 0,12

Ghise grigie (GG25, GG30 ecc.) 150 ~ 200 AH725 - GH130 130 ~ 180 90~ 160 0,03 - 0,12

Ghise sferoidali (GGG40 ecc.) 150 ~ 200 AH725 - GH130 130 ~ 180 90 ~ 160 0,03 - 0,12

Leghe di alluminio (Si < 13%) - AH725 - GH130 30 40 700 ~ 900 0,05 - 0,15

Acciai fortemente temprati 55HRC AH725 - GH130 80 - 100 - 130 - -

B.88 Indivisible package   Suggested retail package - Unit price

MULTIFUNCTIONAL MILLING TOOL WITH INTERCHANGEABLE HEADS - SCREW ON COUPLING
ITEM: B6F40 - B6F41 - B6F42

Coupling type Cylindrical screw on
Insert type XHGR18T2.. Interchangeable heads
Application Multifunctional

Multifunctional milling for different material

SHANKS FOR INTERCHANGEABLE HEADS VSSD

VSSD Tech. Code Denomination
Ød
mm

Ød1
mm

L1
mm

L2
mm

L3
mm

S
mm

Shank material

C
yl

in
dr

ic
al

VSSD08L060S05-S 8 7,6 60 15 15 S05

Steel
VSSD10L075S06-S 10 9,6 75 20 20 S06
VSSD12L090S08-S 12 11,5 90 16 16 S08
VSSD16L100S10-S 16 15,2 100 20 20 S10
VSSD20L120S12-S 20 18,3 120 25 25 S12

VTSD Tech. Code Denomination
Ød
mm

α°
mm

Ød1
mm

L1
mm

L2
mm

L3
mm

S
mm

Shank material

C
yl

in
dr

ic
al

VTSD12L100S05-S 12

89°

7,6 100 35 29 S05

Steel
VTSD16L160S06-S 16 9,6 160 55 46,5 S06
VTSD20L170S08-S

20
11,5 170

80
69,5 S08

VTSD20L190S10-S 15,2 190 73 S10
VTSD25L210S12-S 25 18,3 210 100 94,5 S12

SHANKS FOR INTERCHANGEABLE HEADS VTSD

VSTD Tech. Code Denomination
Ød
mm

Ød1
mm

L
mm

S
mm

Shank material

C
yl

in
dr

ic
al

VSTD08L070S05-S 8 8 70 S05

Steel
VSTD10L080S06-S 10 10 80 S06
VSTD12L090S08-S 12 12 90 S08
VSTD16L100S10-S 16 16 100 S10

SHANKS FOR INTERCHANGEABLE HEADS VSTD

Tech. Code Version Description Denomination

S05

Wrench

KEYV-S05

S06 KEYV-S06

S08 KEYV-S08

S10 KEYV-S10

S12 KEYV-S12

S08 KEYV-217

SPARE PARTS

RECOMMENDED CUTTING DATA

Material Hardness Brinnel HB Recommended grades
Cutting speed

VC (m/min)
SIDE SLOTS
Cutting speed

SIDE SLOTS
Feed

Low carbon content steels (C15 etc.) ~ 200 AH725 - GH130 170 ~ 190 110 ~ 140 0,05 - 0,15

Carbon steels (C45-C55 etc.) 200 ~ 300 AH725 - GH130 140 ~ 150 100 ~ 120 0,05 - 0,15

Alloyed steel (42CRMo4, 17Cr3 etc.) 150 ~ 300 AH725 - GH130 110 ~ 130 100 120 0,05 - 0,15

Stainless steels (ex. X5CrNi 18-9, etc.) - AH725 - GH130 80 ~ 160 60 ~ 120 0,03 - 0,12

Cast irons (GG25, GG30 etc.) 150 ~ 200 AH725 - GH130 130 ~ 180 90~ 160 0,03 - 0,12

Spheroidal cast irons (GGG40 etc) 150 ~ 200 AH725 - GH130 130 ~ 180 90 ~ 160 0,03 - 0,12

Aluminium alloys (Si<13%) - AH725 - GH130 30 40 700 ~ 900 0,05 - 0,15

High hardened steels 55HRC AH725 - GH130 80 - 100 - 130 - -



B

B.89 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

P M K N S

● RACCOMANDATO PER... ○ ADATTO PER...

H

Descrizione Qualità Cod. Tec. GR15
Euro

D
mm

ap/W
mm

L/T max
mm

Elica
α°

R
<1200
N/mm²

<600
N/mm²

<240
HB

Alu HTA
<60
HRC

ES
EC

U
ZI

O
N

I
C

AV
E

VED080L05.0R05-04S05

AH725

B6V0508R0504 47,12 8 5 10

30

0,5

    

VED100L07.0R05-04S06 B6V0510R0504 53,61 10 7 13     

VED120L09.0R05-04S08 B6V0512R0504 67,00
12 9 16,5

    

VED120L09.0R10-04S08 B6V0512R1004 (67,00)
1

    

VED160L12.0R10-04S10 B6V0512R2004 (103,93)
16 12 20,5

    

VED160L12.0R20-04S10 B6V0516R1004 103,93 2     

VED200L6.0R10-04S12 B6V0520R1004 (119,63) 20 15 25,5
1     

VED200L15.0R20-04S12 B6V0520R2004 2     

SU
PE

R
FI

N
IT

U
R

A

VED160L12.0R05-08S10 B6V0816R0508

(131,12) 16 12 20,5

0,5     

VED160L12.R10-08S10 B6V0816R1008 1     

VED160L12.0R16-08S10 B6V0816R1608 1,6     

VED160L12.0R20-08S10 B6V0816R2008 2     

VED200L15.0R10-10S12 B6V0820R1010 (178,96) 20 15 25,5
1     

VED200L15.0R20-10S12 B6V0820R2010 2     

C
O

PI
AT

U
R

A

VBB080L08.0-BM-02S05 B6V1008BG02 50,52 8 8 10

0

4     

VBB100L10.0-BM-02S06 B6V1008BM02 37,65 10 10 12,4 5     

VBB120L12.0-BM-02S08 B6V1010BG02 56,08 12 11,5 15,3 6     

VBB160L16.0-BM-02S10 B6V1010BM02 42,80 16 15,2 19,1 8     

VBB080L08.0-BG-02S05 B6V1012BG02 69,83 8 8 10 4     

VBB100L10.0-BG-02S06 B6V1012BM02 53,15 10 10 12,4 5     

VBB120L12.0-BG-02S08 B6V1016BG02 (108,20) 12 12 15,3 6     

VBB160L16.0-BG-02S10 B6V1016BM02 82,71 16 16 19,1 8     

C
EN

TR
IN

I
E

SM
U

SS
I

VCP080L07.7A45-02S05 B6V1508A4502 36,62 8 7,5 9,75 45

-

    

VCP100L09.5A30-02S06 B6V1510A3002
41,46 10

8,5
11,75

30     

VCP100L09.0A45-02S06 B6V1510A4502
9,5

45     

VCP100L09.5A60-02S06 B6V1510A6002 12,7 60     

VCP120L12.0A30-02S08 B6V1512A3002 (51,81)
12

11
15,4

30     

VCP120L12.0A45-02S08 B6V1512A4502 51,81
11,5

45     

VCP120L12.0A60-02S08 B6V1512A6002 (51,81) 15,2 60     

VCP160L15.0A30-02S10 B6V1516A3002 (80,24)
16

16 20,2 30     

VCP160L15.0A45-02S10 B6V1516A4502 80,24 15 18,8 45     

VCP160L15.5A60-02S10 B6V1516A6002 (80,24) 16 19,9 60     

C
AV

E
LA

TE
R

AL
I E

SE
D

I S
EE

G
ER

(D
IN

47
1-

47
2)

VST217W1.00R005-4S08

GH130

B6V20W1,0004

41,51

21,7

1 2

0

0,05

    

VST217W1.20R005-4S08 B6V20W1,2004 1,2

4,5

    

VST217W1.40R005-4S08 B6V20W1,4004 1,4     

VST217W1.57R000-4S08 B6V20W1,5704 1,57 0     

VST217W1.70R010-4S08 B6V20W1,7004 (41,51) 1,7 0,1     

VST217W1.95R020-4S08 B6V20W1,9504
41,51

1,95

0,2

    

VST217W2.00R020-4S08 B6V20W2,0004 2     

VST217W2.25R020-4S08 B6V20W2,2504 2,25     

VST217W2.39R020-4S08 B6V20W2,3904 (41,51)
2,39     

VST217W2.50R020-4S08 B6V20W2,5004 2,5     

VST217W2.75R020-4S08 B6V20W2,7504 41,51
2,75     

VST217W3.00R020-4S08 B6V20W3,0004 3     

C
AV

E 
LA

TE
R

IA
LI

VTB135W4.00R04-06S05 B6V25135W404 51,91 13,5

4

2,65

0,4

    

VTB160W4.00R04-06S06 B6V25160W404 54,54 16 2,9     

VTB165W4.00R04-06S06 B6V25165W404 60,98 16,5 3,15     

VTB195W4.00R04-06S08 B6V25195W404 58,20
19,5 3,45

    

VTB195W5.00R04-06S08 B6V25195W504 61,59 5     

VTB195W6.00R04-06S08 B6V25195W604 65,25 6     

VTB225W5.00R04-06S08 B6V25225W504 62,32
22,5

5
4,95

    

VTB225W6.00R04-06S08 B6V25225W604 66,69
6

    

VTB250W6.00R04-06S08 B6V25250W604 72,82
25

5,9     

VTB250W5.00R04-06S10 B6V25250W504 (68,70) 5 4,3     

TESTINE E CONDIZIONI CONSIGLIATE - TUNGMEISTER

B.89Indivisible package  Suggested retail package - Unit price

P M K N S

● RECOMMENDED FOR... ○ USABLE FOR…

H

Description Grade Tech. Code D
mm

ap/W
mm

L/T max
mm

Helix
α°

R
<1200
N/mm²

<600
N/mm²

<240
HB

Alu HTA
<60
HRC

SL
O

TT
IN

G

VED080L05.0R05-04S05

AH725

8 5 10

30

0,5

    

VED100L07.0R05-04S06 10 7 13     

VED120L09.0R05-04S08
12 9 16,5

    

VED120L09.0R10-04S08
1

    

VED160L12.0R10-04S10
16 12 20,5

    

VED160L12.0R20-04S10 2     

VED200L6.0R10-04S12
20 15 25,5

1     

VED200L15.0R20-04S12 2     

SU
PE

R
FI

N
IS

H

VED160L12.0R05-08S10

16 12 20,5

0,5     

VED160L12.R10-08S10 1     

VED160L12.0R16-08S10 1,6     

VED160L12.0R20-08S10 2     

VED200L15.0R10-10S12
20 15 25,5

1     

VED200L15.0R20-10S12 2     

C
O

PY
IN

G

VBB080L08.0-BM-02S05 8 8 10

0

4     

VBB100L10.0-BM-02S06 10 10 12,4 5     

VBB120L12.0-BM-02S08 12 11,5 15,3 6     

VBB160L16.0-BM-02S10 16 15,2 19,1 8     

VBB080L08.0-BG-02S05 8 8 10 4     

VBB100L10.0-BG-02S06 10 10 12,4 5     

VBB120L12.0-BG-02S08 12 12 15,3 6     

VBB160L16.0-BG-02S10 16 16 19,1 8     

C
EN

TE
R

IN
G

AN
D

C
H

AM
FE

R
IN

G

VCP080L07.7A45-02S05 8 7,5 9,75 45

-

    

VCP100L09.5A30-02S06

10

8,5
11,75

30     

VCP100L09.0A45-02S06
9,5

45     

VCP100L09.5A60-02S06 12,7 60     

VCP120L12.0A30-02S08

12

11
15,4

30     

VCP120L12.0A45-02S08
11,5

45     

VCP120L12.0A60-02S08 15,2 60     

VCP160L15.0A30-02S10

16

16 20,2 30     

VCP160L15.0A45-02S10 15 18,8 45     

VCP160L15.5A60-02S10 16 19,9 60     

LA
TE

R
AL

SL
O

TT
IN

G
AN

D
SE

EG
ER

(D
IN

47
1-

47
2)

VST217W1.00R005-4S08

GH130

21,7

1 2

0

0,05

    

VST217W1.20R005-4S08 1,2

4,5

    

VST217W1.40R005-4S08 1,4     

VST217W1.57R000-4S08 1,57 0     

VST217W1.70R010-4S08 1,7 0,1     

VST217W1.95R020-4S08 1,95

0,2

    

VST217W2.00R020-4S08 2     

VST217W2.25R020-4S08 2,25     

VST217W2.39R020-4S08 2,39     

VST217W2.50R020-4S08 2,5     

VST217W2.75R020-4S08 2,75     

VST217W3.00R020-4S08 3     

SI
D

E
SL

O
TT

IN
G

VTB135W4.00R04-06S05 13,5

4

2,65

0,4

    

VTB160W4.00R04-06S06 16 2,9     

VTB165W4.00R04-06S06 16,5 3,15     

VTB195W4.00R04-06S08

19,5 3,45

    

VTB195W5.00R04-06S08 5     

VTB195W6.00R04-06S08 6     

VTB225W5.00R04-06S08
22,5

5
4,95

    

VTB225W6.00R04-06S08
6

    

VTB250W6.00R04-06S08
25

5,9     

VTB250W5.00R04-06S10 5 4,3     

RECOMMENDED HEADS AND DATA - TUNGMEISTER



B

B.90 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

B7F10 Cod. Tec. GR18
Euro Z

D
mm

b
mm

h
mm

H
mm

d
mm

Fattore
K

Foro ref. Inserto

AT
TA

C
C

O
PE

R
AL

BE
R

O

B7F10634 (668,50)
8

63
4

14

8 22

4

Senza

SNHX 1102T
B7F10635 (668,50) 5 SNHX 1103T
B7F10636 (523,20) 6 6 3 SNHX 1203T
B7F10804 (724,10)

10
80

4
22

5
SNHX 1102T

B7F10805 (724,10) 5 SNHX 1103T
B7F10806 (724,10) 8 6 4 SNHX 1203T
B7F101004 (728,70)

12
100

4

25

12

27
6

SNHX 1102T
B7F101005 (728,70) 5 SNHX 1103T
B7F101006 (716,10)

10
6

5
SNHX 1203T

B7F1010010 (717,20) 10 SNHX 1205T
B7F101254 (846,30)

12 125
4

31

40

6
SNHX 1102T

B7F101255 (846,30) 5 SNHX 1103T
B7F101256 (826,40) 6 SNHX 1203T
B7F101604 (989,10)

18
160

4

44
9

SNHX 1102T
B7F101605 (989,10) 5 SNHX 1103T
B7F101606 (989,10)

16
6

8
SNHX 1203T

B7F1016010 (1031,10) 10 SNHX 1205T
B7F102004 (1515,10)

18 200

4

62 50 9

SNHX 1102T
B7F102005 (1515,10) 5 SNHX 1103T
B7F1020010 (1480,10) 10 SNHX 1205T
B7F102006 (1437,90) 6 SNHX 1203T

FRESA CON ATTACCO STANDARD

Tipo di attacco Con foro
Tipo inserto SNHX11... - SNHX12...
Applicazione Esecuzione di tagli e scanalature su tutti i materiali.

Frese a disco per scanalature e tagli.
ART. B7F10

Ø63 ~ 200 mm

FRESE PER SCANALATURE E TAGLI Groove

Cod. Tec. GR30
Euro Descrizione Inserto

BRICA087 8,38

Vite fissaggio inserto

SNHX1102T

BRICA088 8,38 SNHX1103T

BRICA089 8,38 SNHX1203T

BRICA090 8,38 SNHX1205T

Cod. Tec. GR30
Euro Descrizione Inserto

BRICA016 6,58

Chiave

SNHX1102T

BRICA016 6,58 SNHX1103T

BRICA004 9,33 SNHX1203T

BRICA004 9,33 SNHX1205T

PARTI DI RICAMBIO

B.90 Indivisible package   Suggested retail package - Unit price

B7F10 Tech. Code Z
D

mm
b

mm
h

mm
H

mm
d

mm
Factor

K
Air hole Insert

C
O

U
PL

IN
G

FO
R

SH
AF

T

8
63

4
14

8 22

4

Without

SNHX 1102T
5 SNHX 1103T

6 6 3 SNHX 1203T

10
80

4
22

5
SNHX 1102T

5 SNHX 1103T
8 6 4 SNHX 1203T

12
100

4

25

12

27
6

SNHX 1102T
5 SNHX 1103T

10
6

5
SNHX 1203T

10 SNHX 1205T

12 125
4

31

40

6
SNHX 1102T

5 SNHX 1103T
6 SNHX 1203T

18
160

4

44
9

SNHX 1102T
5 SNHX 1103T

16
6

8
SNHX 1203T

10 SNHX 1205T

18 200

4

62 50 9

SNHX 1102T
5 SNHX 1103T

10 SNHX 1205T
6 SNHX 1203T

STANDARD COUPLING

Coupling type with hole
Insert type SNHX11... - SNHX12...
Application Slotting and cutting on all materials

Disk end mills for grooving and cutting works
ITEM: B7F10

GROOVING AND SLOTTING CUTTERS

Tech. Code Description Insert

Clamping insert screw

SNHX1102T

SNHX1103T

SNHX1203T

SNHX1205T

Tech. Code Description Insert

Wrench

SNHX1102T

SNHX1103T

SNHX1203T

SNHX1205T

SPARE PARTS



B

B.91 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

CONDIZIONI DI TAGLIO CONSIGLIATE

Materiale Durezza
Brinnell HB

Gradi
Consigliati

Velocità di taglio
Vc �mt�min�

Avanzamento tagliente
fz�mm

Acciai a basso tenore di carbonio �C15E, ecc.� a 180 PT30 140 - 220 0,08 - 0,16

Acciai ad alto tenore di carbonio �C45, C55, ecc.� a 300 PT30 110 - 160 0,06 - 0,15

Acciai da utensili �;155CrVMo 12 1, ecc.� a 300 PT30 90 - 130 0,05 - 0,10

Acciai inox �;5CrNi 18-9, ecc.� - PT30 80 - 120 0,05 - 0,10

Ghise grigie �GG25, GG30,, ecc.� Ghise sferoidali �GGG40, ecc.� 150 a 250 PT30 100 - 180 0,08 - 0,16

Leghe resistenti al calore �Inconel 718, Ti-6AL-4V, ecc.� - PT30 40 - 60 0,05 - 0,10

Condizioni di taglio relative ad ae=10% x D. Applicare fattore di correzione se ae diverso da 10%.

HSNKMP

Descrizione 4ualità Cod. Tec. GR20
Euro

�500
N�mmð

�850
N�mmð

�1200
N�mmð

�600
N�mmð

�850
N�mmð

�240
HB

�300
HB

Alu HTA
�60
HRC

TA
G

LI
O

M
ED

IO M
M

SNH; 1102T MM

PT30

B7A2111SNMM01 17,70
ʼ ʼ ʥ ʥ ʥ ʥ

SNH; 1103T MM B7A2111SNMM02 ʼ ʼ ʥ ʥ ʥ ʥ

SNH; 1203T MM B7A2112SNMM10 18,40
ʼ ʼ ʥ ʥ ʥ ʥ

SNH; 1205T MM B7A2112SNMM13 ʼ ʼ ʥ ʥ ʥ ʥ

AL

SNH; 1102 AL

HT15

B7A4111SNAL01 19,92
ʼ

SNH; 1103 AL B7A4111SNAL02 ʼ

SNH; 1203 AL B7A4112SNAL10 20,99
ʼ

SNH; 1205 AL B7A4112SNAL13 ʼ

Ɣ 5A&&2MAN'A72 PE5... ż A'A772 PE5...

GEOMETRIE E CONDIZIONI DI TAGLIO Groove

B7F11 Cod. Tec. GR18
Euro Z

D
mm

b
mm

h
mm

H
mm

d
mm

d1
mm

Foro ref. Inserto

AT
TA

C
C

O
A

M
AN

IC
O

TT
O

B7F11634 (643,70)
8

63
4

10,5

50

22 40

Senza

SNH; 1102T
B7F11635 (643,70) 5 SNH; 1103T
B7F11636 (636,50) 6 6 SNH; 1203T
B7F11804 (715,10)

10
80

4
20

SNH; 1102T
B7F11805 (715,10) 5 SNH; 1103T
B7F11806 (715,10) 8 6 SNH; 1203T
B7F111004 (883,10)

12
100

4

24,2 27 48

SNH; 1102T
B7F111005 (849,50) 5 SNH; 1103T
B7F111006 (791,70)

10
6 SNH; 1203T

B7F1110010 (791,70) 10 SNH; 1205T
B7F111256 (1056,80)

12 125
6

23,7
40 70

SNH; 1203T
B7F1112510 (1056,80) 10 SNH; 1205T
B7F111606 (1328,70)

16 160
6

41,2
SNH; 1203T

B7F1116010 (1091,80) 10 SNH; 1205T

)5E6A &2N A77A&&2 A MAN,&2772

Tipo di attacco A manicotto
Tipo inserto 6N+;��... - 6N+;��...
Applicazione Esecuzione di tagli e scanalature su tutti i materiali.

Frese a disco per scanalature e tagli.
ART. B7F11

Ø63 ~ 100 mm

FRESE PER SCANALATURE E TAGLI Groove

B.91Indivisible package  Suggested retail package - Unit price

RECOMMENDED CUTTING DATA

Material Hardness
Brinnell HB

Degrees
Recommended

Cutting speed
Speed �m�min.�

Feed
I]�mm

LoZ carbon content steel �C15, etc.� a 180 PT30 140 - 220 0.08 - 0.16

High carbon content steel �C45E, C55E, etc.� a 300 PT30 110 - 160 0.06 - 0.15

Tool steel �;155Cr9Mo 12 1, etc.� a 300 PT30 90 - 130 0.05 - 0.10

Stainless steel �;5CrNi 18-9, etc.� - PT30 80 - 120 0.05 - 0.10

Grey cast iron �GG25, GG30, etc.� Spheroidal cast iron �GGG40, etc.� 150 a 250 PT30 100 - 180 0.08 - 0.16

Heat-resistant alloys �Inconel 718, Ti-6Al-49, etc.� - PT30 40 - 60 0.05 - 0.10

Cutting conditions relating to ae = 10% x D. Apply adjustment factor if ae different from 10%.

HSNKMP

Description Grade Tech. Code �500
N�mmð

�850
N�mmð

�1200
N�mmð

�600
N�mmð

�850
N�mmð

�240
HB

�300
HB

Alu HTA
�60
HRC

M
ED

IU
M

C
U

TT
IN

G

M
M

SNH; 1102T MM

PT30

ʼ ʼ ʥ ʥ ʥ ʥ

SNH; 1103T MM ʼ ʼ ʥ ʥ ʥ ʥ

SNH; 1203T MM ʼ ʼ ʥ ʥ ʥ ʥ

SNH; 1205T MM ʼ ʼ ʥ ʥ ʥ ʥ

AL

SNH; 1102 AL

HT15

ʼ

SNH; 1103 AL ʼ

SNH; 1203 AL ʼ

SNH; 1205 AL ʼ

Ɣ 5(C200(1'(' )25��� ż 86$%/( )25«

GEOMETRY AND CUTTING CONDITIONS

%�)�� Tech. Code Z
D

mm
b

mm
h

mm
H

mm
d

mm
d1
mm

Air hole Insert

BO
R

E
C

O
U

PL
IN

G

8
63

4
10.5

50

22 40

Without

SNH; 1102T
5 SNH; 1103T

6 6 SNH; 1203T

10
80

4
20

SNH; 1102T
5 SNH; 1103T

8 6 SNH; 1203T

12
100

4

24.2 27 48

SNH; 1102T
5 SNH; 1103T

10
6 SNH; 1203T

10 SNH; 1205T

12 125
6

23,7
40 70

SNH; 1203T
10 SNH; 1205T

16 160
6

41,2
SNH; 1203T

10 SNH; 1205T

6H(// C877(5

Coupling type Bore
Insert type 61H;����� - 61H;�����
Application 6lotting and cutting on all Paterials

Disk end mills for grooving and cutting works
ITEM: B7F11

GROOVING AND SLOTTING CUTTERS



B

%.�� Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR30
Euro Versione Descrizione Denominazione

BRICA140 19,56 Tutti i diametri Chiave di montaggio e smontaggio BRICA140

PARTI DI RICAMBIO

B7F13 Cod. Tec. GR18
Euro Z

D
mm

s
mm

d
mm

d1
mm

e
mm

B
mm

Ae max
mm

Foro Ref. Inserto

Al
be

ro

B7F138025 (428,27)
7 80

2,50
27 56 7

8
17

Senza

B2T0025
B7F138030 (428,27) 3,12 B2T0030
B7F138040 (428,27) 4,12 B2T0040

B7F1310030 (565,47)
8 100

3,12
32 52 8 24

B2T0030
B7F1310040 (565,47) 4,12 B2T0040

)5E6A &2N A77A&&2 PE5 A/%E5,

Tipo di attacco &on foro
Tipo inserto G&2M...
Applicazione 7agli e scanalature sottili.

Frese a disco per esecuzioni di tagli e scanalature sottili
ART. B7F13

Ø80 ~ 100 mm

FRESA A DISCO PER TAGLI SOTTILI Slot

l=5,46

L=2,50
+ - 0,25
r=0,30

l=5,46

L=3,00
+ - 0,25
r=0,30

l=6,80

L=4,00
+ - 0,25
r=0,30

HSNKMP

Descrizione 4ualità Cod. Tec. GR19
Euro

�500
N�mmð

�850
N�mmð

�1200
N�mmð

�600
N�mmð

�850
N�mmð

�240
HB

�300
HB

Alu HTA
�60
HRC

TR
O

N
C

.

M
M

GCOM0025

PT30

B2T0025 10,61 200 160 110 90 75 160 140

GCOM0030 B2T0030 10,83 200 160 110 90 75 160 140

GCOM0040 B2T0040 12,26 200 160 110 90 75 160 140

Ɣ 5A&&2MAN'A72 PE5... ż A'A772 PE5...

INSERTI PER TRONCATURA Tronca

CONDIZIONI DI TAGLIO CONSIGLIATE

Materiale Durezza
Brinnell HB

Gradi
Consigliati

Velocità di taglio
Vc �m�min�

Avanzamento tagliente
fz�mm

Acciai a basso tenore di carbonio �C15E, ecc.� a 180 P30 140 - 220 0,08 - 0,16

Acciai ad alto tenore di carbonio �C45, C55, ecc.� a 300 P30 110 - 160 0,06 - 0,15

Acciai da utensili �;155CrVMo 12 1, ecc.� a 300 P30 90 - 130 0,05 - 0,10

Acciai inox �;5CrNi 18-9, ecc.� - P30 80 - 120 0,05 - 0,10

Ghise grigie �GC25, GC30, ecc.� Ghise sferoidali �GGG40, ecc.� 150 a 250 P30 100 - 180 0,08 - 0,16

%��� Indivisible package   Suggested retail package - Unit price

Tech. Code 9ersion Description Denomination

All diameters Assembly 	 disassembly key BRICA140

SPARE PARTS

%�)�� Tech. Code Z
D

mm
s

mm
d

mm
d1
mm

e
mm

B
mm

Max Ae
mm

Air hole Insert

Sh
aI

t 7 80
2.50

27 56 7
8

17
Without

B2T0025
3.12 B2T0030
4.12 B2T0040

8 100
3.12

32 52 8 24
B2T0030

4.12 B2T0040

C877(5

Coupling type with hole
Insert type *C20���
Application 7hin-layer cutting and grooving

Disk end mills for thin-layer cutting and grooving
ITEM: B7F13

DISK END MILLS FOR THIN-LAYER CUTTING

HSNKMP

Description Grade Tech. Code �500
N�mmð

�850
N�mmð

�1200
N�mmð

�600
N�mmð

�850
N�mmð

�240
HB

�300
HB

Alu HTA
�60
HRC

C
U

T

M
M

GCOM0025

PT30

200 160 110 90 75 160 140

GCOM0030 200 160 110 90 75 160 140

GCOM0040 200 160 110 90 75 160 140

Ɣ 5(C200(1'(' )25��� ż 86$%/( )25«

PARTING AND GROOVING INSERTS

RECOMMENDED CUTTING DATA

Material Hardness
Brinnell HB

Degrees
Recommended

Cutting speed
Speed �m�min.�

Feed
I]�mm

LoZ carbon content steel �C15E, etc.� a 180 P30 140 - 220 0.08 - 0.16

High carbon content steel �C45E, C55E, etc.� a 300 P30 110 - 160 0.06 - 0.15

Tool steel �;155Cr9Mo 12 1, etc.� a 300 P30 90 - 130 0.05 - 0.10

Stainless steel �;5CrNi 18-9, etc.� - P30 80 - 120 0.05 - 0.10

Grey cast iron �GG25, GG30, etc.� Spheroidal cast iron �GGG40, etc.� 150 a 250 P30 100 - 180 0.08 - 0.16



B

B.93 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

B7F15 Cod. Tec. GR18
Euro Denominazione Materiale Z

D min
mm

D
mm

l1
mm

d h6
mm

d1
mm

S max
mm

E
mm

L
mm

Foro ref.
Inserto dim. D

mm

W
el

do
n

B7F1507901 125,56 123491
Acciaio

3

8 7,9 19,20
10

7,2 0,35 2,00 59,20
Senza

7,9
B7F1510601 125,56 123477

11 10,6

19,54
7,4 1,60

2,34

59,54

10,6
B7F1510602 (125,56) 123478 12 67,00
B7F1510603 (184,68) 123480 HM 36,54 10 76,54 Con

C
il. B7F1510604 125,56 123479 Acciaio 19,54 12 67,00 Senza

B7F1510605 (184,68) 123489 HM - 8 8,0 1,25 80,00 Con

)5E6E PE5 ,N6E57, '�.� - ��.�

Ø7,9 ~ 23 mm

Tipo di attacco &odolo cilindrico e Zeldon
Tipo inserto 14...
Applicazione Esecuzione di cave laterali� sedi 6eeger e sedi 2-5ing

Frese per interpolazione circolare.

l1

ART. B7F15

FRESE PER SCANALATURE ESTERNE ED INTERNE Delta

)5E6E PE5 ,N6E57, '����

%�)�� Cod. Tec. GR18
Euro Denominazione Materiale Z

D min
mm

D
mm

l1
mm

d h6
mm

d1
mm

S max
mm

E
mm

L
mm

Foro ref.
Inserto dim. D

mm

W
el

do
n B7F1617501 133,18 123445

Acciaio

3 20 17,5

32,20
12

12 2,60 3,50

77,55

Con 17,5
B7F1617502 140,29 123446 16 82,10
B7F1617503 (280,78) 123448 HM 67,20 12 112,20

C
il. B7F1617504 135,86 123447 Acciaio 32,20 16 82,10

B7F1617506 (273,26) 123471 HM - 12 100,00

)5E6E PE5 ,N6E57, '�3��

B7F17 Cod. Tec. GR18
Euro Denominazione Materiale Z

D min
mm

D
mm

l1
mm

d h6
mm

d1
mm

S max
mm

E
mm

L
mm

Foro ref.
Inserto dim. D

mm

W
el

do
n B7F1723001 140,29 123412

Acciaio

3 25 23

42,50
16

16 3,45

4

91,00

Con 23
B7F1723002 147,60 123414 71,50 120,00
B7F1723004 (310,44) 123416 HM 92,50

17 3,00
141,00

C
il. B7F1723005 155,12 123415 Acciaio 45,00 20 97,00

B7F1723006 (288,09) 123440 HM - 16 16 3,45 115,00

Cod. Tec. GR30
Euro Versione Descrizione Denominazione

BRICA151 8,38
Per inserto � 7,9mm e 10,6mm

Cacciavite torx BRICA151

BRICA111 3,61 Vite ¿ssaggio inserto BRICA 111

BRICA004 9,33 Tutti i diametri Chiave BRICA004

BRICA113 5,20 Per inserto � 17,5mm Vite ¿ssaggio inserto BRICA113

BRICA135 6,15 Per � 16,0mm Chiave BRICA135

BRICA115 5,20 Per inserto � 23,0mm Vite ¿ssaggio inserto BRICA115

PARTI DI RICAMBIO

%���Indivisible package  Suggested retail package - Unit price

%�)�� Tech. Code Denomination Material Z
D min
mm

D
mm

l1
mm

d h6
mm

d1
mm

S max
mm

E
mm

L
mm

Air hole
Dim D Inserts

mm

W
el

do
n

123491
Steel

3

8 7.9 19.20
10

7.2 0.35 2.00 59.20
Without

7.9
123477

11 10.6

19.54
7.4 1.60

2.34

59.54

10.6
123478 12 67.00
123480 HM 36.54 10 76.54 With

C
yl

. 123479 Steel 19.54 12 67.00 Without
123489 HM - 8 8.0 1.25 80.00 With

)25 ,16(576 '  ��� - ����

Coupling type Cylindrical and weldon shanNs
Insert type 14...
Application 6ide slots� 6eeger and 2-ring seats

Circular milling tools
ITEM: B7F15

MILLING TOOL FOR INTERNAL AND EXTERNAL GROOVING

)25 ,16(576 '  ����

%�)�� Tech. Code Denomination Material Z
D min
mm

D
mm

l1
mm

d h6
mm

d1
mm

S max
mm

E
mm

L
mm

Air hole
Dim D Inserts

mm

W
el

do
n 123445

Steel

3 20 17.5

32.20
12

12 2.60 3.50

77.55

With 17.5
123446 16 82.10
123448 HM 67.20 12 112.20

C
yl

. 123447 Steel 32.20 16 82.10
123471 HM - 12 100.00

)25 ,16(576 '  ����

%�)�� Tech. Code Denomination Material Z
D min
mm

D
mm

l1
mm

d h6
mm

d1
mm

S max
mm

E
mm

L
mm

Air hole
Dim D Inserts

mm

W
el

do
n 123412

Steel

3 25 23

42.50
16

16 3.45

4

91.00

With 23
123414 71.50 120.00
123416 HM 92.50

17 3.00
141.00

C
yl

. 123415 Steel 45.00 20 97.00
123440 HM - 16 16 3.45 115.00

Tech. Code 9ersion Description Denomination

For insert � 7.9mm and � 10.6mm
Torx screZdriver BRICA151

Clamping insert screZ BRICA 111

All diameters Wrench BRICA004

For insert � 17.5mm Clamping insert screZ BRICA113

For � 16.0mm Wrench BRICA135

For insert � 23.0mm Clamping insert screZ BRICA115

SPARE PARTS



B

B.94 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

A

D

E

B

R

D

E

A1
Fig. 1
Cave laterali

Fig. 2
Sedi seeger

Fig. 3
Sedi O-ring

P M K N S

Ɣ 5A&&2MAN'A72 PE5... ż A'A772 PE5...

H

Descrizione  Cod. Tec. GR21
Euro

A
mm

E
mm

B
mm

D
mm

R
mm

�850
N�mmð

�600
N�mmð

�240
HB

Alu HTA
�60
HRC

TA
G

LI
O

M
ED

IO

Fi
g.

1

141719

2

B7B1007200 50,50 2,00
2,34

-

7,90

-

ʼ ʼ ʼ ʼ ʼ ʥ

141642 B7B1010234 41,83 2,34
10,60

ʼ ʼ ʼ ʼ ʼ ʥ

141669 B7B1010300 43,30 3,00 3,00 ʼ ʼ ʼ ʼ ʼ ʥ

141533 B7B1017350 26,51 3,50 3,50

17,50

ʼ ʼ ʼ ʼ ʼ ʥ

141535 B7B1017500 43,94 5,00 5,00 ʼ ʼ ʼ ʼ ʼ ʥ

141544 B7B1017600 48,48 6,00 6,00 ʼ ʼ ʼ ʼ ʼ ʥ

141361 B7B1023400 45,96
4,00 4,00

23,00
ʼ ʼ ʼ ʼ ʼ ʥ

141396 B7B1023650 6,50 6,50 ʼ ʼ ʼ ʼ ʼ ʥ

Fi
g.

2

141726 B7B1207098 50,50
0,98

2,34

0,30
7,90

0,30

ʼ ʼ ʼ ʼ ʼ ʥ

141611 B7B1210098

41,83 10,60

ʼ ʼ ʼ ʼ ʼ ʥ

141567 B7B1210118 1,18 0,60 ʼ ʼ ʼ ʼ ʼ ʥ

141609 B7B1210130 1,38 0,80 ʼ ʼ ʼ ʼ ʼ ʥ

141630 B7B1210168 1,68 1,00 ʼ ʼ ʼ ʼ ʼ ʥ

141574 B7B1210193 1,93 1,40 ʼ ʼ ʼ ʼ ʼ ʥ

141416 B7B1217098

37,60

0,98

3,50

0,70

17,50

ʼ ʼ ʼ ʼ ʼ ʥ

141435 B7B1217118 1,18 0,90 ʼ ʼ ʼ ʼ ʼ ʥ

141431 B7B1217138 1,38 1,10 ʼ ʼ ʼ ʼ ʼ ʥ

141454 B7B1217168 1,68
1,25

ʼ ʼ ʼ ʼ ʼ ʥ

141436 B7B1217193 1,93 ʼ ʼ ʼ ʼ ʼ ʥ

141437 B7B1217223 2,23
1,75

ʼ ʼ ʼ ʼ ʼ ʥ

141477 B7B1217273 2,73 ʼ ʼ ʼ ʼ ʼ ʥ

141440 B7B1217323 3,23 2,20 ʼ ʼ ʼ ʼ ʼ ʥ

141254 B7B1223098 0,98

4,00

0,70

23,00

ʼ ʼ ʼ ʼ ʼ ʥ

141245 B7B1223118 1,18 0,90 ʼ ʼ ʼ ʼ ʼ ʥ

141261 B7B1223138 1,38 1,10 ʼ ʼ ʼ ʼ ʼ ʥ

141255 B7B1223168 1,68
1,25

ʼ ʼ ʼ ʼ ʼ ʥ

141269 B7B1223193 1,93 ʼ ʼ ʼ ʼ ʼ ʥ

141258 B7B1223223 2,23
1,75

ʼ ʼ ʼ ʼ ʼ ʥ

141264 B7B1223273 2,73 ʼ ʼ ʼ ʼ ʼ ʥ

141293 B7B1223323 3,23 2,20 ʼ ʼ ʼ ʼ ʼ ʥ

Fi
g.

3

141654 B7B1410228 63,40
2,28

3,00
1,45

10,60

0,20

ʼ ʼ ʼ ʼ ʼ ʥ

141510 B7B1417228

59,16

3,50
17,50

ʼ ʼ ʼ ʼ ʼ ʥ

141470 B7B1417308 3,08 5,00 2,30 ʼ ʼ ʼ ʼ ʼ ʥ

141236 B7B1423228 2,28
4,00

1,45

23,00

ʼ ʼ ʼ ʼ ʼ ʥ

141277 B7B1423308 3,08 2,30 ʼ ʼ ʼ ʼ ʼ ʥ

141306 B7B1423408 61,68 4,08 5,00 3,10 ʼ ʼ ʼ ʼ ʼ ʥ

- ,nserti in metallo duro con profilo rettificato
- 5ivestimento 7iAlN

GEOMETRIE E CONDIZIONI DI TAGLIO Delta

CONDIZIONI DI TAGLIO CONSIGLIATE

Materiale Durezza
Gradi

Consigliati
Velocità di taglio

Vc �m�min�
Avanzamento tagliente

fz�mm

Acciai da utensili �;155CrVMo 12 1, ecc� �850 N�mmð TINAMATIC 150 - 180 0.05 - 0.12

Acciai Inox �;5CrNi 18-9, ecc.� �700 N�mmð TINAMATIC 120 - 150 0.05 - 0.12

Ghise grigie �GG25, GG30, ecc.� Ghise sferoidali �GG40, ecc.� �240 HB TINAMATIC 130 - 200 0.05 - 0.12

Leghe non ferrose �Si �13�� �10� Si TINAMATIC 250 - 300 0.15 - 0.40

Acciai temprati �55HRC 48 - 55 HRC TINAMATIC 80 - 100 0.05 - 0.10

B.94 Indivisible package   Suggested retail package - Unit price

Pict. 1
Side grooving

Pict. 2
Seeger slots

Pict. 3
O-ring slots

P M K NS

Ɣ 5(C200(1'(' )25��� ż 86$%/( )25«

H

Description  Tech. Code A
mm

E
mm

B
mm

D
mm

R
mm

�850
N�mmð

�600
N�mmð

�240
HB

Alu HTA
�60
HRC

M
ED

IU
M

C
U

TT
IN

G

Pi
ct

. 1

141719 2.00
2.34

-

7.90

-

ʼ ʼ ʼ ʼ ʼ ʥ

141642 2.34
10.60

ʼ ʼ ʼ ʼ ʼ ʥ

141669 3.00 3.00 ʼ ʼ ʼ ʼ ʼ ʥ

141533 3.50 3.50

17.50

ʼ ʼ ʼ ʼ ʼ ʥ

141535 5.00 5.00 ʼ ʼ ʼ ʼ ʼ ʥ

141544 6.00 6.00 ʼ ʼ ʼ ʼ ʼ ʥ

141361 4.00 4.00
23.00

ʼ ʼ ʼ ʼ ʼ ʥ

141396 6.50 6.50 ʼ ʼ ʼ ʼ ʼ ʥ

Pi
ct

.2

141726
0.98

2.34

0.30
7.90

0.30

ʼ ʼ ʼ ʼ ʼ ʥ

141611

10.60

ʼ ʼ ʼ ʼ ʼ ʥ

141567 1.18 0.60 ʼ ʼ ʼ ʼ ʼ ʥ

141609 1.38 0.80 ʼ ʼ ʼ ʼ ʼ ʥ

141630 1.68 1.00 ʼ ʼ ʼ ʼ ʼ ʥ

141574 1.93 1.40 ʼ ʼ ʼ ʼ ʼ ʥ

141416 0.98

3.50

0.70

17.50

ʼ ʼ ʼ ʼ ʼ ʥ

141435 1.18 0.90 ʼ ʼ ʼ ʼ ʼ ʥ

141431 1.38 1.10 ʼ ʼ ʼ ʼ ʼ ʥ

141454 1.68
1.25

ʼ ʼ ʼ ʼ ʼ ʥ

141436 1.93 ʼ ʼ ʼ ʼ ʼ ʥ

141437 2.23
1.75

ʼ ʼ ʼ ʼ ʼ ʥ

141477 2.73 ʼ ʼ ʼ ʼ ʼ ʥ

141440 3.23 2.20 ʼ ʼ ʼ ʼ ʼ ʥ

141254 0.98

4.00

0.70

23.00

ʼ ʼ ʼ ʼ ʼ ʥ

141245 1.18 0.90 ʼ ʼ ʼ ʼ ʼ ʥ

141261 1.38 1.10 ʼ ʼ ʼ ʼ ʼ ʥ

141255 1.68
1.25

ʼ ʼ ʼ ʼ ʼ ʥ

141269 1.93 ʼ ʼ ʼ ʼ ʼ ʥ

141258 2.23
1.75

ʼ ʼ ʼ ʼ ʼ ʥ

141264 2.73 ʼ ʼ ʼ ʼ ʼ ʥ

141293 3.23 2.20 ʼ ʼ ʼ ʼ ʼ ʥ

Pi
ct

.3

141654
2.28

3.00
1.45

10.60

0.20

ʼ ʼ ʼ ʼ ʼ ʥ

141510 3.50
17.50

ʼ ʼ ʼ ʼ ʼ ʥ

141470 3.08 5.00 2.30 ʼ ʼ ʼ ʼ ʼ ʥ

141236 2.28
4.00

1.45

23.00

ʼ ʼ ʼ ʼ ʼ ʥ

141277 3.08 2.30 ʼ ʼ ʼ ʼ ʼ ʥ

141306 4.08 5.00 3.10 ʼ ʼ ʼ ʼ ʼ ʥ

- Hard Petal inserts with reti¿ed Sro¿le
- Coating 7i$l1

GEOMETRY AND CUTTING CONDITIONS

RECOMMENDED CUTTING DATA

Material Hardness
Degrees

Recommended
Cutting speed
9C �m�min.�

Feed
I]�mm

Tool steel �;155Cr9Mo 12 1, etc.� �850 N�mmð TINAMATIC 150 - 180 0.05 - 0.12

Stainless steel �;5CrNi 18-9, etc.� �700 N�mmð TINAMATIC 120 - 150 0.05 - 0.12

Cast iron �GG25, GG30, etc.� Spheroidal cast iron �GG40, etc.� �240 HB TINAMATIC 130 - 200 0.05 - 0.12

Non Ierrous alloys �SI � 13�� �10� Si TINAMATIC 250 - 300 0.15 - 0.40

Hardened steel � 55 HRC 48 - 55 HRC TINAMATIC 80 - 100 0.05 - 0.10



B

B.95 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

B7F30 Cod. Tec. GR18
Euro Z

D min
mm

D max
mm

L
mm

H
mm

d
mm

Į�
mm

Foro ref. Inserto

TC
M

X B7F3020115 (187,70)
1 0,4 20

115 40
20 45 Con TCMX16T3ZRB7F3020150 (212,40) 150 60

B7F3020200 (243,90) 200 80

FRESA CON ATTACCO WELDON

Tipo di attacco Codolo weldon
Tipo inserto TCMX16T3...
Applicazione Esecuzione di smussi, centrature e scanalature a V 45°.

Frese ad inserti per smussi e centrature.
ART. B7F30

Ø0,4 ~ 20 mm

dh6

L
H

α°

Dmax

FRESE PER SMUSSI E CENTRATURA Cross

CONDIZIONI DI TAGLIO CONSIGLIATE

Materiale Durezza
Brinnell HB

Gradi
Consigliati

Velocità di taglio
Vc (m/min)

Avanzamento tagliente
fz/mm

Acciai a basso tenore di carbonio �C15, ecc.� ~ 180 P35 240 0,12 - 0,16 - 0,21

Acciai ad alto tenore di carbonio �C45, C55, ecc.� ~ 300 P35 180 0,12 - 0,16 - 0,21

Acciai da utensili �;155CrVMo 12 1, ecc.� ~ 300 P35 160 0,12 - 0,16 - 0,21

Acciai inossidabili �;5CrNi 18-19, ecc.� - 2125 200 0,12 - 0,16 - 0,21

X ZR

NK HSMP

Descrizione 4ualità Cod. Tec. GR19
Euro

Prof.
mm

Avanz.
mm�giro

<500
N�mmð

<850
N�mmð

<1200
N�mmð

<600
N�mmð

<850
N�mmð

<240
HB

<300
HB

ALU HTA
<60
HRC

T.
M

ED
.

M
L

TCM; 16T3ZR-ML

P35

B1T22TCZR010 (25,30) 1,50
2,00
2,50

0,20
0,25
0,30

180 130 100 80

GEOMETRIE E CONDIZIONI DI TAGLIO Cross

B.95Indivisible package  Suggested retail package - Unit price

B7F30 Tech. Code Z
D min
mm

D max
mm

L
mm

H
mm

d
mm

Į�
mm

Air hole Insert

TC
M

X

1 0,4 20
115 40

20 45 With TCMX16T3ZR150 60
200 80

WELDON SHANK

Coupling type Weldon shank
Insert type TCMX16T3...
Application Chamfering, centering 45° V grooving

Indexable mills for chamfering and centering
ITEM: B7F30

INDEXABLE MILLS FOR CHAMFERING AND CENTERING

RECOMMENDED CUTTING DATA

Material Hardness
Brinnel HB

Degrees
Recommended

Cutting speed
Vc (m/min.)

Feed
fz/mm

LoZ carbon content steel �C15, etc.� ~ 180 P35 240 0.12 - 0.16 - 0.21

High carbon content steel �C45, C55, etc.� ~ 300 P35 180 0.12 - 0.16 - 0.21

Tool steel �;155Cr9Mo 12 1, etc.� ~ 300 P35 160 0.12 - 0.16 - 0.21

Stainless steel �;5CrNi 18-9, etc.� - 2125 200 0.12 - 0.16 - 0.21

NK HSMP

Description Grade Tech. Code Dep.
mm

Feed
mm�rev

<500
N�mmð

<850
N�mmð

<1200
N�mmð

<600
N�mmð

<850
N�mmð

<240
HB

<300
HB

ALU HTA
<60
HRC

M
.C

U
T.

M
L

TCM; 16T3ZR-ML

P35
1,50
2,00
2,50

0.20
0.25
0.30

180 130 100 80

GEOMETRY AND CUTTING CONDITIONS



B

B.96 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR30
Euro Descrizione Inserto

BRICA003 6,77
Vite ¿ssaggio inserto

TCM;16T3ZR...

BRICA001 5,52 TCMT1102...

BRICA003 6,77 TCMT16T3...

Cod. Tec. GR30
Euro Descrizione Inserto

BRICA004 9,33
Cacciavite

TCM;16T3ZR...

BRICA002 9,23 TCMT1102...

BRICA004 9,33 TCMT16T3...

PARTI DI RICAMBIO

B8F20 Cod. Tec. GR18
Euro Z

D1
mm

D2
mm

L
mm

H
mm

d h6
mm

N� Foro ref. Inserto

TC
M

T B8F20161,2 79,10 1 1,2 16 70 20 12
45� Con

TC...1102B8F20216,2 109,80
2

6,2 21 90 35 20
B8F203210,4 184,40 10,4 32,5 100 42 25 TC...16T3

FRESE CON ATTACCO WELDON

Tipo di attacco Codolo weldon
Tipo inserto TCMT1102... TCMT16T3...
Applicazione Esecuzione di smussi, centrature e scanalature a V 45°.

Frese ad inserti per smussi e centrature.
ART. B8F20

Ø1,2 ~ 20 mm

FRESE PER SMUSSI AD INSERTI Cross

B8F23 Cod. Tec. GR18
Euro Z

D1
mm

D2
mm

L
mm

H
mm

d h6
mm

N� Foro ref. Inserto

TC
M

T

B8F23165,4 79,10 1 5,4 16 70 20 12

60� Con
TC...1102

B8F232615,8 109,80
2

15,8 26 90 35 20

B8F233520 184,40 20 35 100 39 25 TC...16T3

FRESE CON ATTACCO WELDON

CONDIZIONI DI TAGLIO CONSIGLIATE

Materiale Durezza
Brinnell HB

Gradi
Consigliati

Velocità di taglio
Vc (m/min)

Avanzamento tagliente
fz/mm

Acciai a basso tenore di carbonio �C15, ecc.� ~ 180 P35 240 0,12 - 0,16 - 0,21

Acciai ad alto tenore di carbonio �C45, C55, ecc.� ~ 300 P35 180 0,12 - 0,16 - 0,21

Acciai da utensili �;155CrVMo 12 1, ecc.� ~ 300 P35 160 0,12 - 0,16 - 0,21

Acciai inossidabili �;5CrNi 18-19, ecc.� - 2125 200 0,12 - 0,16 - 0,21

Ghise �GG25, GG30, GGG40, ecc.� 150 ~ 250 P35 210 0,12 - 0,16 - 0,21

NK HSMP

Descrizione 4ualità Cod. Tec. GR19
Euro

Prof.
mm

Avanz.
mm�giro

<500
N�mmð

<850
N�mmð

<1200
N�mmð

<600
N�mmð

<850
N�mmð

<240
HB

<300
HB

Alu HTA
<60
HRC

TA
G

LI
O

M
ED

IO

C
M

P

TCMT 110204-CMP
4125 B1T56TCCMP10 6,03

1,00
1,50
2,50

0,12
0,18
0,25

240 180 160 140 110 210 150

4135 B1T56TCCMP11 200 160 120 140 100

TCMT 16T304-CMP
4125 B1T56TCCMP12 7,91

240 180 160 140 110 210 150

4135 B1T56TCCMP13 200 160 120 140 100

SCMT 09T304-CMP
4125

B1S55SCCMP10 7,16 240 180 160 140 110 210 150

SCMT 120408-CMP
B1S55SCCMP13 9,57

240 180 160 140 110 210 150

4135 B1S55SCCMP14 200 160 120 140 100

GEOMETRIE E CONDIZIONI DI TAGLIO Cross

B.96 Indivisible package   Suggested retail package - Unit price

Tech. Code Description Insert

Insert screZ

TCMX16T3ZR...

TCMT1102...

TCMT16T3...

Tech. Code Description Insert

ScreZdriver

TCMX16T3ZR...

TCMT1102...

TCMT16T3...

SPARE PARTS

B8F20 Tech. Code Z
D1
mm

D2
mm

L
mm

H
mm

d h6
mm

k� Air hole Insert

TC
M

T 1 1.2 16 70 20 12
45� With

TC...1102
2

6.2 21 90 35 20
10.4 32,5 100 42 25 TC...16T3

WELDON

Coupling type Weldon
Insert type TCMT1102... TCMT16T3...
Application Chamfering, centering, 45° V grooving

Indexable mills for chamfering and countersinking
ITEM: B8F20

INDEXABLE MILLS FOR CHAMFERING

B8F23 Tech. Code Z
D1
mm

D2
mm

L
mm

H
mm

d h6
mm

k� Air hole Insert

TC
M

T

1 5.4 16 70 20 12

60� With
TC...1102

2
15.8 26 90 35 20

20 35 100 39 25 TC...16T3

WELDON

RECOMMENDED CUTTING DATA

Material Hardness
Brinnel HB

Degrees
Recommended

Cutting speed
Vc (m/min.)

Feed
fz/mm

LoZ carbon content steel �C15, etc.� ~ 180 P35 240 0.12 - 0.16 - 0.21

High carbon content steel �C45, C55, etc.� ~ 300 P35 180 0.12 - 0.16 - 0.21

Tool steel �;155Cr9Mo 12 1, etc.� ~ 300 P35 160 0.12 - 0.16 - 0.21

Stainless steel �;5CrNi 18-9, etc.� - 2125 200 0.12 - 0.16 - 0.21

Cast iron �GG25, GG30, GGG40 etc.� 150 ~ 250 P35 210 0.12 - 0.16 - 0.21

NK HSMP

Description Grade Tech. Code Dep.
mm

Feed
mm�rev

<500
N�mmð

<850
N�mmð

<1200
N�mmð

<600
N�mmð

<850
N�mmð

<240
HB

<300
HB

Alu HTA
<60
HRC

M
ED

IU
M

C
U

TT
IN

G

C
M

P

TCMT 110204-CMP
4125

1,00
1,50
2,50

0,12
0,18
0,25

240 180 160 140 110 210 150

4135 200 160 120 140 100

TCMT 16T304-CMP
4125 240 180 160 140 110 210 150

4135 200 160 120 140 100

SCMT 09T304-CMP
4125

240 180 160 140 110 210 150

SCMT 120408-CMP
240 180 160 140 110 210 150

4135 200 160 120 140 100

GEOMETRY AND CUTTING CONDITIONS



B

B.97 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

B8F40 Cod. Tec. GR18
Euro Z

D min
mm

D max
mm

L
mm

dh6
mm

Į�
mm

Foro ref. Inserto

B8F401080 285,40 1 11-17,5
33

33,5
95 25 10-80 Senza

TMCT16T3
SCMT1204

FRESA CON ATTACCO WELDON

Tipo di attacco: Codolo Weldon
Tipo inserto: TCMT16T3... - SCMT1204...
Applicazione: Esecuzione di smussi e svasature da 10° a 80°

Frese ad inserti per smussi e svasature regolabile.
ART. B8F40

ATTENZIONE: B8F401080 comprende un corpo fresa e due cartucce che montano
rispettivamente TCMT16T3 ed SCMT1204.

Ø5 ~ 34 mm

Dmin

Dmax

dh6

L

α°

Dmin

Dmax

dh6

L

α°

FRESE PER SMUSSI E SVASATURE REGOLABILI Cross

B8F21 Cod. Tec. GR18
Euro Z

D
mm

D1
mm

L
mm

H
mm

dh6
mm

Į�
mm

Foro ref. Inserto

SC
M

T

B8F2124100 104,20 1 12 23,7
100

37 20

45 Con SCMT09T3

B8F2129100 159,20 2 16 28,8
32

16
B8F2142100 184,40 3 30 42,3

20B8F2124200 137,20 1 12 23,7
200

37
B8F2129200 175,60 2 16 28,8

32
16

B8F2142200 214,00 3 30 42,3 20

FRESE CON ATTACCO WELDON

Tipo di attacco Codolo weldon
Tipo inserto SCMT09T3...
Applicazione Esecuzione di smussature sia lineari che di fori.

Frese ad inserti per smussature e svasature.
ART. B8F21

Ø12 ~ 30 mm

FRESE PER SMUSSI AD INSERTI Cross

Cod. Tec. GR30
Euro Descrizione Inserto

BRICA075 113,41 Cartuccia

TCMT16T3...
BRICA003 6,77

Vite inserto
BRICA029 7,43
BRICA004 9,33 Cacciavite

Cod. Tec. GR30
Euro Descrizione Inserto

BRICA076 113,41 Cartuccia

SCMT1204...
BRICA055 6,15

Vite inserto
BRICA029 7,43
BRICA135 6,15 Cacciavite

PARTI DI RICAMBIO

Cod. Tec. GR30
Euro Descrizione Inserto

BRICA003 6,77 Vite ¿ssaggio inserto SCMT09T3

Cod. Tec. GR30
Euro Descrizione Inserto

BRICA004 9,33 Chiave SCMT09T3

PARTI DI RICAMBIO

B.97Indivisible package  Suggested retail package - Unit price

B8F40 Tech. Code Z
D min
mm

Max D
mm

L
mm

dh6
mm

α°
mm

Air hole Insert

1 11-17.5 33-33.5 95 25 10-80 Without
TMCT16T3
SCMT1204

WELDON

Coupling type Weldon
Applicable inserts TCMT16T3... - SCMT1204...
Application 10° up to 80°chamfering

Adjustable end mills for chamfering and counterboring
ITEM: B8F40

Note: B8F401080 includes an end mill body, two cartridges, each featuring TCMT16T3 and
SCMT1204 respectively.

ADJUSTABLE MILLS FOR CHAMFERING AND COUNTERBORING

B8F21 Tech. Code Z
D

mm
D1
mm

L
mm

H
mm

dh6
mm

α°
mm

Air hole Insert

SC
M

T

1 12 23.7
100

37 20

45 With SCMT09T3

2 16 28.8
32

16
3 30 42.3

20
1 12 23.7

200
37

2 16 28.8
32

16
3 30 42.3 20

WELDON

Coupling type Weldon
Insert type SCMT09T3...
Application linear and hole chamfering

Indexable mills for chamfering and counterboring
ITEM: B8F21

INDEXABLE FOR CHAMFERING MILLS

Tech. Code Description Insert

Cartridge

TCMT16T3...Insert screw

Screwdriver

Tech. Code Description Insert

Cartridge

SCMT1204...Insert screw

Screwdriver

SPARE PARTS

Tech. Code Description Insert

Clamping insert screw SCMT09T3

Tech. Code Description Insert

Wrench SCMT09T3

SPARE PARTS



B

B.98 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR14
Euro Denominazione

ØDc
mm

ØDs
mm

ØD
mm

l
mm

ls
mm

L
mm

Cuspide

3
X

D

B8P25060 (194,93) TID060F12-3 6 - 6,4

12 16

18

45

77 DMP060 - DMP064
B8P25065 (194,93) TID065F12-3 6,5 - 6,9 20 78,8 DMP065 - DMP069
B8P25070 (194,93) TID070F12-3 7 - 7,4 21 80,6 DMP070 - DMP074
B8P25075 (194,93) TID075F12-3 7,5 - 7,9 23 82,1 DMP075 - DMP079
B8P25080 (194,93) TID080F12-3 8 - 8,4 24 84,4 DMP080 - DMP084
B8P25085 (194,93) TID085F12-3 8,5 - 8,9 26 85,9 DMP085 - DMP089
B8P25090 (194,93) TID090F12-3 9 - 9,4 27 87,8 DMP090 - DMP094
B8P25095 (194,93) TID095F12-3 9,5 - 9,9 29 89,3 DMP095 - DMP099
B8P25100 (197,86) TID100F16-3 10 - 10,4

16 20

30

48

94,2 DMP100 - DMP104
B8P25105 (208,47) TID105F16-3 10,5 - 10,9 32 95,7 DMP105 - DMP109
B8P25110 (208,47) TID110F16-3 11 - 11,4 33 97,6 DMP110 - DMP114
B8P25115 (208,47) TID115F16-3 11,5 - 11,9 35 99,1 DMP115 - DMP119
B8P25120 (208,47) TID120F16-3 12 - 12,4 36 101 DMP120 - DMP124
B8P25125 (210,79) TID125F16-3 12,5 - 12,9 37 102,5 DMP125 - DMP129
B8P25130 (210,79) TID130F16-3 13 - 13,4 39 104,6 DMP130 - DMP134
B8P25135 (210,79) TID135F16-3 13,5 - 13,9 41 106,1 DMP135 - DMP139
B8P25140 (210,79) TID140F16-3 14 - 14,4 42 110,1 DMP140 - DMP144
B8P25145 (210,79) TID145F16-3 14,5 - 14,9 44 111,6 DMP145 - DMP149
B8P25150 (227,32) TID150F20-3 15 - 15,9

20 25
45

50
118,7 DMP150 - DMP159

B8P25160 (227,32) TID160F20-3 16 - 16,9 48 123,3 DMP160 - DMP169
B8P25170 (253,23) TID170F20-3 17 - 17,9 51 127,9 DMP170 - DMP179
B8P25180 (253,23) TID180F25-3 18 - 18,9

25 32

54

56

138,5 DMP180 - DMP189
B8P25190 (278,98) TID190F25-3 19 - 19,9 57 143 DMP190 - DMP199
B8P25200 (278,98) TID200F25-3 20 - 20,9 60 147,6 DMP200 - DMP209
B8P25210 (379,56) TID210F25-3 21 - 21,9 63 152,2 DMP210 - DMP219
B8P25220 (379,56) TID220F25-3 22 - 22,9 66 156,8 DMP220 - DMP229
B8P25230 (422,04) TID230F32-3 23 - 23,9

32 42
69

60
165,3 DMP230 - DMP239

B8P25240 (422,04) TID240F32-3 24 - 24,9 72 169,9 DMP240 - DMP249
B8P25250 (476,89) TID250F32-3 25 - 25,9 75 174,5 DMP250 - DMP259

PUNTE CON ATTACCO WELDON

Tipo di attacco Weldon
Tipo inserto DMP...
Applicazione Foratura generale di tutti i materiali

Punte a cuspide 3XD con lubrificazione interna.
ART. B8P25

Chiave di assemblaggio inclusa.

Ø6 ~ 25,9 mm

L

ℓsℓ

ø
D

c

ø
D

ø
D

s
h
6

PUNTE MODULARI CON CUSPIDE INTERCAMBIABILE - ATTACCO WELDON 3XD T U N G A LOY

Cod. Tec. GR30
Euro Versione Descrizione Denominazione

BRICA226 6,64 Per cuspidi da Ø 6 a Ø 9,99 mm

Chiave per cuspide

K - TID6 - 9,99

BRICA227 4,94 Per cuspidi da Ø 10 a Ø 19,99 mm K - TID10 - 19,99

BRICA228 6,64 Per cuspidi da Ø 20 a Ø 25 mm K - TID20 - 25,9

PARTI DI RICAMBIO

B.98 Indivisible package   Suggested retail package - Unit price

Tech. Code Denomination
ØDc
mm

ØDs
mm

ØD
mm

l
mm

ls
mm

L
mm

Head

3
X

D

TID060F12-3 6 - 6,4

12 16

18

45

77 DMP060 - DMP064
TID065F12-3 6,5 - 6,9 20 78,8 DMP065 - DMP069
TID070F12-3 7 - 7,4 21 80,6 DMP070 - DMP074
TID075F12-3 7,5 - 7,9 23 82,1 DMP075 - DMP079
TID080F12-3 8 - 8,4 24 84,4 DMP080 - DMP084
TID085F12-3 8,5 - 8,9 26 85,9 DMP085 - DMP089
TID090F12-3 9 - 9,4 27 87,8 DMP090 - DMP094
TID095F12-3 9,5 - 9,9 29 89,3 DMP095 - DMP099
TID100F16-3 10 - 10,4

16 20

30

48

94,2 DMP100 - DMP104
TID105F16-3 10,5 - 10,9 32 95,7 DMP105 - DMP109
TID110F16-3 11 - 11,4 33 97,6 DMP110 - DMP114
TID115F16-3 11,5 - 11,9 35 99,1 DMP115 - DMP119
TID120F16-3 12 - 12,4 36 101 DMP120 - DMP124
TID125F16-3 12,5 - 12,9 37 102,5 DMP125 - DMP129
TID130F16-3 13 - 13,4 39 104,6 DMP130 - DMP134
TID135F16-3 13,5 - 13,9 41 106,1 DMP135 - DMP139
TID140F16-3 14 - 14,4 42 110,1 DMP140 - DMP144
TID145F16-3 14,5 - 14,9 44 111,6 DMP145 - DMP149
TID150F20-3 15 - 15,9

20 25
45

50
118,7 DMP150 - DMP159

TID160F20-3 16 - 16,9 48 123,3 DMP160 - DMP169
TID170F20-3 17 - 17,9 51 127,9 DMP170 - DMP179
TID180F25-3 18 - 18,9

25 32

54

56

138,5 DMP180 - DMP189
TID190F25-3 19 - 19,9 57 143 DMP190 - DMP199
TID200F25-3 20 - 20,9 60 147,6 DMP200 - DMP209
TID210F25-3 21 - 21,9 63 152,2 DMP210 - DMP219
TID220F25-3 22 - 22,9 66 156,8 DMP220 - DMP229
TID230F32-3 23 - 23,9

32 42
69

60
165,3 DMP230 - DMP239

TID240F32-3 24 - 24,9 72 169,9 DMP240 - DMP249
TID250F32-3 25 - 25,9 75 174,5 DMP250 - DMP259

WELDON

Coupling type Weldon
Insert type DMP...
Application General drilling of all materials

3XD drill with internal lubrification.
ITEM: B8P25

Assembly key included.

DRILLS WITH INTERCHANGABLE HEAD - 3XD WELDON SHANK

Tech. Code Version Description Denomination

For indexable head drills from Ø 6 to 9,99 mm

Clamping key

K - TID6 - 9,99

For indexable head drills from Ø 10 to 19,99 mm K - TID10 - 19,99

For indexable head drills from Ø 20 to 25 mm K - TID20 - 25,9

SPARE PARTS



B

B.99 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR14
Euro

Denominazione
mm

ØDc
mm

ØDs
mm

ØD
mm

l
mm

ls
mm

L
mm

Cuspide

5
X

D

B8P27060 (222,33) TID060F12-5 6 - 6,4

12 16

30

45

89 DMP060 - DMP064
B8P27065 (222,33) TID065F12-5 6,5 - 6,9 33 91,8 DMP065 - DMP069
B8P27070 (222,33) TID070F12-5 7 - 7,4 35 94,6 DMP070 - DMP074
B8P27075 (222,33) TID075F12-5 7,5 - 7,9 38 97,1 DMP075 - DMP079
B8P27080 (222,33) TID080F12-5 8 - 8,4 40 100,4 DMP080 - DMP084
B8P27085 (222,33) TID085F12-5 8,5 - 8,9 43 102,9 DMP085 - DMP089
B8P27090 (222,33) TID090F12-5 9 - 9,4 45 105,8 DMP090 - DMP094
B8P27095 (222,33) TID095F12-5 9,5 - 9,9 48 108,3 DMP095 - DMP099
B8P27100 (243,44) TID100F16-5 10 - 10,4

16 20

50

48

114,2 DMP100 - DMP104
B8P27105 (255,34) TID105F16-5 10,5 - 10,9 53 116,7 DMP105 - DMP109
B8P27110 (255,34) TID110F16-5 11 - 11,4 55 119,6 DMP110 - DMP114
B8P27115 (255,34) TID115F16-5 11,5 - 11,9 58 122,1 DMP115 - DMP119
B8P27120 (255,34) TID120F16-5 12 - 12,4 60 125 DMP120 - DMP124
B8P27125 (273,93) TID125F16-5 12,5 - 12,9 62 127,5 DMP125 - DMP129
B8P27130 (273,93) TID130F16-5 13 - 13,4 65 130,6 DMP130 - DMP134
B8P27135 (273,93) TID135F16-5 13,5 - 13,9 68 133,1 DMP135 - DMP139
B8P27140 (273,93) TID140F16-5 14 - 14,4 70 138,2 DMP140 - DMP144
B8P27145 (281,34) TID145F16-5 14,5 - 14,9 73 140,7 DMP145 - DMP149
B8P27150 (293,14) TID150F20-5 15 - 15,9

20 25
75

50
148,7 DMP150 - DMP159

B8P27160 (293,14) TID160F20-5 16 - 16,9 80 155,3 DMP160 - DMP169
B8P27170 (330,22) TID170F20-5 17 - 17,9 85 161,9 DMP170 - DMP179
B8P27180 (330,22) TID180F25-5 18 - 18,9

25 32

90

56

174,5 DMP180 - DMP189
B8P27190 (362,51) TID190F25-5 19 - 19,9 95 181 DMP190 - DMP199
B8P27200 (362,51) TID200F25-5 20 - 20,9 100 187,6 DMP200 - DMP209
B8P27210 (444,08) TID210F25-5 21 - 21,9 105 194,2 DMP210 - DMP219
B8P27220 (444,08) TID220F25-5 22 - 22,9 110 200,8 DMP220 - DMP229
B8P27230 (491,16) TID230F32-5 23 - 23,9

32 42
115

60
211,3 DMP230 - DMP239

B8P27240 (491,16) TID240F32-5 24 - 24,9 120 217,9 DMP240 - DMP249
B8P27250 (557,18) TID250F32-5 25 - 25,9 125 224,5 DMP250 - DMP259

PUNTE CON ATTACCO WELDON

Tipo di attacco Weldon
Tipo inserto DMP...
Applicazione Foratura generale di tutti i materiali

Punte a cuspide 5XD con lubrificazione interna
ART. B8P27

Chiave di assemblaggio inclusa.

Ø6 ~ 25,9 mm

L

ℓ

s

ℓ

ø
D

c

ø
D

ø
D

s

h
6

PUNTE MODULARI CON CUSPIDE INTERCAMBIABILE - ATTACCO WELDON 5XD T U N G A L O Y

B.99Indivisible package  Suggested retail package - Unit price

Tech. Code Denomination
mm

ØDc
mm

ØDs
mm

ØD
mm

l
mm

ls
mm

L
mm

Head

5
X

D

TID060F12-5 6 - 6,4

12 16

30

45

89 DMP060 - DMP064
TID065F12-5 6,5 - 6,9 33 91,8 DMP065 - DMP069
TID070F12-5 7 - 7,4 35 94,6 DMP070 - DMP074
TID075F12-5 7,5 - 7,9 38 97,1 DMP075 - DMP079
TID080F12-5 8 - 8,4 40 100,4 DMP080 - DMP084
TID085F12-5 8,5 - 8,9 43 102,9 DMP085 - DMP089
TID090F12-5 9 - 9,4 45 105,8 DMP090 - DMP094
TID095F12-5 9,5 - 9,9 48 108,3 DMP095 - DMP099
TID100F16-5 10 - 10,4

16 20

50

48

114,2 DMP100 - DMP104
TID105F16-5 10,5 - 10,9 53 116,7 DMP105 - DMP109
TID110F16-5 11 - 11,4 55 119,6 DMP110 - DMP114
TID115F16-5 11,5 - 11,9 58 122,1 DMP115 - DMP119
TID120F16-5 12 - 12,4 60 125 DMP120 - DMP124
TID125F16-5 12,5 - 12,9 62 127,5 DMP125 - DMP129
TID130F16-5 13 - 13,4 65 130,6 DMP130 - DMP134
TID135F16-5 13,5 - 13,9 68 133,1 DMP135 - DMP139
TID140F16-5 14 - 14,4 70 138,2 DMP140 - DMP144
TID145F16-5 14,5 - 14,9 73 140,7 DMP145 - DMP149
TID150F20-5 15 - 15,9

20 25
75

50
148,7 DMP150 - DMP159

TID160F20-5 16 - 16,9 80 155,3 DMP160 - DMP169
TID170F20-5 17 - 17,9 85 161,9 DMP170 - DMP179
TID180F25-5 18 - 18,9

25 32

90

56

174,5 DMP180 - DMP189
TID190F25-5 19 - 19,9 95 181 DMP190 - DMP199
TID200F25-5 20 - 20,9 100 187,6 DMP200 - DMP209
TID210F25-5 21 - 21,9 105 194,2 DMP210 - DMP219
TID220F25-5 22 - 22,9 110 200,8 DMP220 - DMP229
TID230F32-5 23 - 23,9

32 42
115

60
211,3 DMP230 - DMP239

TID240F32-5 24 - 24,9 120 217,9 DMP240 - DMP249
TID250F32-5 25 - 25,9 125 224,5 DMP250 - DMP259

WELDON

Coupling type Weldon
Insert type DMP...
Application General drilling of all materials

5XD cusp tips with internal lubrication
ITEM: B8P27

Assembly key included.

DRILLS WITH INTERCHANGEABLE HEAD - 5XD WELDON SHANK



B

B.100 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR14
Euro Denominazione

ØDc
mm

ØDs
mm

ØD
mm

l
mm

ls
mm

L
mm

Cuspide

8 
x 

D

B8P30070 (275,99) TID070F12-8 7 - 7,4

12 16

56

45

115,6 DMP070 - DMP074
B8P30075 (275,99) TID075F12-8 7,5 - 7,9 60 119,6 DMP075 - DMP079
B8P30080 (275,99) TID080F12-8 8 - 8.4 64 124,4 DMP080 - DMP084
B8P30085 (290,15) TID085F12-8 8,5 - 8,9 68 128,4 DMP085 - DMP089
B8P30090 (290,15) TID090F12-8 9 - 9,4 72 132,8 DMP090 - DMP094
B8P30095 (290,15) TID095F12-8 9,5 - 9,9 76 136,8 DMP095 - DMP099
B8P30100 (290,15) TID100F16-8 10 - 10,4

16 20

80

48

144,2 DMP100 - DMP104
B8P30105 (305,09) TID105F16-8 10,5 - 10,9 84 148,2 DMP105 - DMP109
B8P30110 (305,09) TID110F16-8 11 - 11,4 88 152,6 DMP110 - DMP114
B8P30115 (305,09) TID115F16-8 11,5 - 11,9 92 156,6 DMP115 - DMP119
B8P30120 (305,09) TID120F16-8 12 - 12,4 96 161 DMP120 - DMP124
B8P30125 (305,09) TID125F16-8 12,5 - 12,9 100 165 DMP125 - DMP129
B8P30130 (328,00) TID130F16-8 13 - 13,4 104 169,6 DMP130 - DMP134
B8P30135 (328,00) TID135F16-8 13,5 - 13,9 108 173,6 DMP135 - DMP139
B8P30140 (328,00) TID140F16-8 14 - 14,4 112 180,1 DMP140 - DMP144
B8P30145 (328,00) TID145F16-8 14,5 - 14,9 116 184,2 DMP145 - DMP149
B8P30150 (336,50) TID150F20-8 15 - 15,9

20 25
120

50
193,7 DMP150 - DMP159

B8P30160 (352,62) TID160F20-8 16 - 16,9 128 203,3 DMP160 - DMP169
B8P30170 (394,90) TID170F20-8 17 - 17,9 136 212,9 DMP170 - DMP179
B8P30180 (394,90) TID180F25-8 18 - 18,9

25 32

144

56

228,5 DMP180 - DMP189
B8P30190 (435,07) TID190F25-8 19 - 19,9 152 238 DMP190 - DMP199
B8P30200 (435,07) TID200F25-8 20 - 20,9 160 247,6 DMP200 - DMP209
B8P30210 (529,78) TID210F25-8 21 - 21,9 168 257,2 DMP210 - DMP219
B8P30220 (529,78) TID220F25-8 22 - 22,9 176 266,8 DMP220 - DMP229
B8P30230 (591,12) TID230F32-8 23 - 23,9

32 42
184

60
280,3 DMP230 - DMP239

B8P30240 (591,12) TID240F32-8 24 - 24,9 192 289,9 DMP240 - DMP249
B8P30250 (667,23) TID250F32-8 25 - 25,9 200 299,5 DMP250 - DMP259

PUNTE CON ATTACCO WELDON

Tipo di attacco Weldon
Tipo inserto DMP...
Applicazione Foratura generale di tutti i materiali

Punta cuspide 8XD con lubrificazione interna.
ART. B8P30

Chiave di assemblaggio inclusa.

Ø7 ~ 25,9 mm

L

ℓ

s
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PUNTE MODULARI CON CUSPIDE INTERCAMBIABILE - ATTACCO WELDON 8XD T U N G A L O Y

CONDIZIONI DI TAGLIO CONSIGLIATE

Materiale Velocità di taglio
m/min

Avanzamento
� 10-11,9
�mm�giro�

Avanzamento
� 12-13,9
�mm�giro�

Avanzamento
� 14 - 15,9
�mm�giro�

Avanzamento
� 16 - 19,9
�mm�giro�

Avanzamento
� 20 - 25,9
�mm�giro�

Acciai al carbonio �C45, C55, ecc.� 80 - 140 0,15 - 0,28 0,18 - 0,30 0,20 - 0,35 0,25 - 0,45 0,25 - 0,40

Acciai basso legati �18CrMo4, ecc.� 70 - 120 0,15 - 0,28 0,18 - 0,30 0,18 - 0,35 0,23 - 0,40 0,25 - 0,40

Acciai alto legati �42CrMo4, 20Cr4� ecc.� 40 - 90 0,14 - 0,28 0,16 - 0,32 0,18 - 0,35 0,23 - 0,40 0,25 - 0,40

Acciai inox �;5CrNi 18-9, ecc.� 30 - 70 0,12 - 0,18 0,14 - 0,20 0,16 - 0,24 0,16 - 0,26 0,18 - 0,30

Ghise grigie �GG25, GG30 ecc.� 80 - 120 0,20 - 0,35 0,25 - 0,40 0,30 - 0,45 0,35 - 0,55 0,35 - 0,60

Ghise sferoidali �GGG40 ecc.� 80 - 140 0,20 - 0,35 0,25 - 0,40 0,30 - 0,45 0,35 - 0,55 0,35 - 0,60

Leghe di alluminio 80 - 220 0,28 - 0,40 0,30 - 0,45 0,30 - 0,50 0,40 - 0,60 0,50 - 0,75

Leghe di titanio �Ti-6AI-4V, ecc.� 20 - 50 0,08 - 0,15 0,10 - 0,28 0,12 - 0,20 0,14 - 0,22 0,18 - 0,27

Leghe a base Nichel 20 - 50 0,08 - 0,13 0,10 - 0,15 0,12 - 0,18 0,12 - 0,22 0,14 - 0,22

B.100 Indivisible package   Suggested retail package - Unit price

Tech. Code Denomination
ØDc
mm

ØDs
mm

ØD
mm

l
mm

ls
mm

L
mm

Head

8
x

D

TID070F12-8 7 - 7,4

12 16

56

45

115,6 DMP070 - DMP074
TID075F12-8 7,5 - 7,9 60 119,6 DMP075 - DMP079
TID080F12-8 8 - 8.4 64 124,4 DMP080 - DMP084
TID085F12-8 8,5 - 8,9 68 128,4 DMP085 - DMP089
TID090F12-8 9 - 9,4 72 132,8 DMP090 - DMP094
TID095F12-8 9,5 - 9,9 76 136,8 DMP095 - DMP099
TID100F16-8 10 - 10,4

16 20

80

48

144,2 DMP100 - DMP104
TID105F16-8 10,5 - 10,9 84 148,2 DMP105 - DMP109
TID110F16-8 11 - 11,4 88 152,6 DMP110 - DMP114
TID115F16-8 11,5 - 11,9 92 156,6 DMP115 - DMP119
TID120F16-8 12 - 12,4 96 161 DMP120 - DMP124
TID125F16-8 12,5 - 12,9 100 165 DMP125 - DMP129
TID130F16-8 13 - 13,4 104 169,6 DMP130 - DMP134
TID135F16-8 13,5 - 13,9 108 173,6 DMP135 - DMP139
TID140F16-8 14 - 14,4 112 180,1 DMP140 - DMP144
TID145F16-8 14,5 - 14,9 116 184,2 DMP145 - DMP149
TID150F20-8 15 - 15,9

20 25
120

50
193,7 DMP150 - DMP159

TID160F20-8 16 - 16,9 128 203,3 DMP160 - DMP169
TID170F20-8 17 - 17,9 136 212,9 DMP170 - DMP179
TID180F25-8 18 - 18,9

25 32

144

56

228,5 DMP180 - DMP189
TID190F25-8 19 - 19,9 152 238 DMP190 - DMP199
TID200F25-8 20 - 20,9 160 247,6 DMP200 - DMP209
TID210F25-8 21 - 21,9 168 257,2 DMP210 - DMP219
TID220F25-8 22 - 22,9 176 266,8 DMP220 - DMP229
TID230F32-8 23 - 23,9

32 42
184

60
280,3 DMP230 - DMP239

TID240F32-8 24 - 24,9 192 289,9 DMP240 - DMP249
TID250F32-8 25 - 25,9 200 299,5 DMP250 - DMP259

WELDON

Coupling type Weldon
Insert type DMP...
Application General drilling of all materials

8XD cusp drill bits with internal lubrication.

ITEM: B8P30

Assembly key included.

DRILLS WITH INTERCHANGEABLE HEAD - 8XD WELDON SHANK

RECOMMENDED CUTTING DATA

Material Cutting speed
m/min

Feed
� 10-11,9
�mm�turn�

Feed
� 12-13,9
�mm�turn�

Feed
� 14 - 15,9
�mm�turn�

Feed
� 16 - 19,9
�mm�turn�

Feed
� 20 - 25,9
�mm�turn�

Carbon steel �C45, C55, etc.� 80 - 140 0,15 - 0,28 0,18 - 0,30 0,20 - 0,35 0,25 - 0,45 0,25 - 0,40

LoZ alloy steel �18CrMo4, etc.� 70 - 120 0,15 - 0,28 0,18 - 0,30 0,18 - 0,35 0,23 - 0,40 0,25 - 0,40

High alloyed steel �42CrMo4, 20Cr4, etc.� 40 - 90 0,14 - 0,28 0,16 - 0,32 0,18 - 0,35 0,23 - 0,40 0,25 - 0,40

Stainless steel �;5CrNi 18-9, etc.� 30 - 70 0,12 - 0,18 0,14 - 0,20 0,16 - 0,24 0,16 - 0,26 0,18 - 0,30

Cast irons �GG25, GG30, etc.� 80 - 120 0,20 - 0,35 0,25 - 0,40 0,30 - 0,45 0,35 - 0,55 0,35 - 0,60

Spheroidal cast irons �GGG40, etc.� 80 - 140 0,20 - 0,35 0,25 - 0,40 0,30 - 0,45 0,35 - 0,55 0,35 - 0,60

Aluminum alloys 80 - 220 0,28 - 0,40 0,30 - 0,45 0,30 - 0,50 0,40 - 0,60 0,50 - 0,75

Titanium alloys �Ti-6Al-49, etc.� 20 - 50 0,08 - 0,15 0,10 - 0,28 0,12 - 0,20 0,14 - 0,22 0,18 - 0,27

Nickel alloys 20 - 50 0,08 - 0,13 0,10 - 0,15 0,12 - 0,18 0,12 - 0,22 0,14 - 0,22



B

B.101 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR17
Euro

ØDc
mm

S Denominazione Grado

B8A28060 (73,80) 6,00

4,00

DMP060

AH725 2

B8A28061 (73,80) 6,10 DMP061
B8A28062 (73,80) 6,20 DMP062
B8A28063 (73,80) 6,30 DMP063
B8A28064 (73,80) 6,40 DMP064
B8A28065 (73,80) 6,50

4,30

DMP065
B8A28066 (73,80) 6,60 DMP066
B8A28067 (73,80) 6,70 DMP067
B8A28068 (73,80) 6,80 DMP068
B8A28069 (73,80) 6,90 DMP069
B8A28070 (73,80) 7,00

4,60

DMP070
B8A28071 (73,80) 7,10 DMP071
B8A28072 (73,80) 7,20 DMP072
B8A28073 (73,80) 7,30 DMP073
B8A28074 (73,80) 7,40 DMP074
B8A28075 (73,80) 7,50 DMP075
B8A28076 (73,80) 7,60 DMP076
B8A28077 (73,80) 7,70 DMP077
B8A28078 (73,80) 7,80 DMP078
B8A28079 (73,80) 7,90 DMP079
B8A28080 (73,80) 8,00

5,40

DMP080
B8A28081 (73,80) 8,10 DMP081
B8A28082 (73,80) 8,20 DMP082
B8A28083 (73,80) 8,30 DMP083
B8A28084 (73,80) 8,40 DMP084
B8A28085 (73,80) 8,50 DMP085
B8A28086 (73,80) 8,60 DMP086
B8A28087 (73,80) 8,70 DMP087
B8A28088 (73,80) 8,80 DMP088
B8A28089 (73,80) 8,90 DMP089
B8A28090 (73,80) 9,00

5,80

DMP090
B8A28091 (73,80) 9,10 DMP091
B8A28092 (73,80) 9,20 DMP092
B8A28093 (73,80) 9,30 DMP093
B8A28094 (73,80) 9,40 DMP094
B8A28095 (73,80) 9,50 DMP095
B8A28096 (77,97) 9,60 DMP096
B8A28097 (77,97) 9,70 DMP097
B8A28098 (77,97) 9,80 DMP098
B8A28099 (77,97) 9,90 DMP099
B8A28100 (77,97) 10,00

6,05

DMP100
B8A28101 (78,33) 10,10 DMP101
B8A28102 (78,33) 10,20 DMP102
B8A28103 (78,33) 10,30 DMP103
B8A28104 (78,33) 10,40 DMP104
B8A28105 (78,33) 10,50 DMP105
B8A28106 (78,33) 10,60 DMP106
B8A28107 (78,33) 10,70 DMP107
B8A28108 (78,33) 10,80 DMP108
B8A28109 (78,33) 10,90 DMP109
B8A28110 (78,33) 11,00

6,45

DMP110
B8A28111 (78,33) 11,10 DMP111
B8A28112 (78,33) 11,20 DMP112
B8A28113 (78,33) 11,30 DMP113
B8A28114 (78,33) 11,40 DMP114
B8A28115 (78,33) 11,50 DMP115
B8A28116 (78,33) 11,60 DMP116
B8A28117 (78,33) 11,70 DMP117
B8A28118 (78,33) 11,80 DMP118
B8A28119 (78,33) 11,90 DMP119
B8A28120 (78,33) 12,00

6,80

DMP120
B8A28121 (81,94) 12,10 DMP121
B8A28122 (81,94) 12,20 DMP122
B8A28123 (81,94) 12,30 DMP123
B8A28124 (81,94) 12,40 DMP124

ART. B8A28

GEOMETRIE E CONDIZIONI DI TAGLIO



B.101Indivisible package  Suggested retail package - Unit price

Tech. Code ØDc
mm

S Denomination Degree

6,00

4,00

DMP060

AH725

6,10 DMP061
6,20 DMP062
6,30 DMP063
6,40 DMP064
6,50

4,30

DMP065
6,60 DMP066
6,70 DMP067
6,80 DMP068
6,90 DMP069
7,00

4,60

DMP070
7,10 DMP071
7,20 DMP072
7,30 DMP073
7,40 DMP074
7,50 DMP075
7,60 DMP076
7,70 DMP077
7,80 DMP078
7,90 DMP079
8,00

5,40

DMP080
8,10 DMP081
8,20 DMP082
8,30 DMP083
8,40 DMP084
8,50 DMP085
8,60 DMP086
8,70 DMP087
8,80 DMP088
8,90 DMP089
9,00

5,80

DMP090
9,10 DMP091
9,20 DMP092
9,30 DMP093
9,40 DMP094
9,50 DMP095
9,60 DMP096
9,70 DMP097
9,80 DMP098
9,90 DMP099

10,00

6,05

DMP100
10,10 DMP101
10,20 DMP102
10,30 DMP103
10,40 DMP104
10,50 DMP105
10,60 DMP106
10,70 DMP107
10,80 DMP108
10,90 DMP109
11,00

6,45

DMP110
11,10 DMP111
11,20 DMP112
11,30 DMP113
11,40 DMP114
11,50 DMP115
11,60 DMP116
11,70 DMP117
11,80 DMP118
11,90 DMP119
12,00

6,80

DMP120
12,10 DMP121
12,20 DMP122
12,30 DMP123
12,40 DMP124

ITEM: B8A28

GEOMETRY AND CUTTING CONDITIONS





B

B.102 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR17
Euro

ØDc
mm

S Denominazione Grado

B8A28125 (81,94) 12,50

6,80

DMP125

AH725 2

B8A28126 (81,94) 12,60 DMP126
B8A28127 (81,94) 12,70 DMP127
B8A28128 (81,94) 12,80 DMP128
B8A28129 (81,94) 12,90 DMP129
B8A28130 (81,94) 13,00

7,40

DMP130
B8A28131 (81,94) 13,10 DMP131
B8A28132 (81,94) 13,20 DMP132
B8A28133 (81,94) 13,30 DMP133
B8A28134 (81,94) 13,40 DMP134
B8A28135 (81,94) 13,50 DMP135
B8A28136 (81,94) 13,60 DMP136
B8A28137 (81,94) 13,70 DMP137
B8A28138 (81,94) 13,80 DMP138
B8A28139 (81,94) 13,90 DMP139
B8A28140 (81,94) 14,00

7,95

DMP140
B8A28141 (81,94) 14,10 DMP141
B8A28142 (81,94) 14,20 DMP142
B8A28143 (81,94) 14,30 DMP143
B8A28144 (81,94) 14,40 DMP144
B8A28145 (81,94) 14,50 DMP145
B8A28146 (81,94) 14,60 DMP146
B8A28147 (81,94) 14,70 DMP147
B8A28148 (81,94) 14,80 DMP148
B8A28149 (81,94) 14,90 DMP149
B8A28150 (89,15) 15,00

8,53

DMP150
B8A28151 (89,15) 15,10 DMP151
B8A28152 (89,15) 15,20 DMP152
B8A28153 (89,15) 15,30 DMP153
B8A28154 (89,15) 15,40 DMP154
B8A28155 (89,15) 15,50 DMP155
B8A28156 (89,15) 15,60 DMP156
B8A28157 (89,15) 15,70 DMP157
B8A28158 (89,15) 15,80 DMP158
B8A28159 (89,15) 15,90 DMP159
B8A28160 (89,15) 16,00

9,10

DMP160
B8A28161 (97,18) 16,10 DMP161
B8A28162 (97,18) 16,20 DMP162
B8A28163 (97,18) 16,30 DMP163
B8A28164 (97,18) 16,40 DMP164
B8A28165 (97,18) 16,50 DMP165
B8A28166 (97,18) 16,60 DMP166
B8A28167 (97,18) 16,70 DMP167
B8A28168 (97,18) 16,80 DMP168
B8A28169 (97,18) 16,90 DMP169
B8A28170 (97,18) 17,00

9,70

DMP170
B8A28171 (97,18) 17,10 DMP171
B8A28172 (97,18) 17,20 DMP172
B8A28173 (97,18) 17,30 DMP173
B8A28174 (97,18) 17,40 DMP174
B8A28175 (97,18) 17,50 DMP175
B8A28176 (97,18) 17,60 DMP176
B8A28177 (97,18) 17,70 DMP177
B8A28178 (97,18) 17,80 DMP178
B8A28179 (97,18) 17,90 DMP179
B8A28180 (97,18) 18,00

10,30

DMP180
B8A28181 (103,72) 18,10 DMP181
B8A28182 (103,72) 18,20 DMP182
B8A28183 (103,72) 18,30 DMP183
B8A28184 (103,72) 18,40 DMP184
B8A28185 (103,72) 18,50 DMP185
B8A28186 (103,72) 18,60 DMP186
B8A28187 (103,72) 18,70 DMP187
B8A28188 (103,72) 18,80 DMP188
B8A28189 (103,72) 18,90 DMP189
B8A28190 (103,72) 19,00

10,80

DMP190
B8A28191 (103,72) 19,10 DMP191
B8A28192 (103,72) 19,20 DMP192
B8A28193 (103,72) 19,30 DMP193
B8A28194 (103,72) 19,40 DMP194
B8A28195 (103,72) 19,50 DMP195
B8A28196 (103,72) 19,60 DMP196
B8A28197 (103,72) 19,70 DMP197
B8A28198 (103,72) 19,80 DMP198
B8A28199 (103,72) 19,90 DMP199

GEOMETRIE E CONDIZIONI DI TAGLIO



B.102 Indivisible package   Suggested retail package - Unit price

Tech. Code ØDc
mm

S Denomination Degree

12,50

6,80

DMP125

AH725

12,60 DMP126
12,70 DMP127
12,80 DMP128
12,90 DMP129
13,00

7,40

DMP130
13,10 DMP131
13,20 DMP132
13,30 DMP133
13,40 DMP134
13,50 DMP135
13,60 DMP136
13,70 DMP137
13,80 DMP138
13,90 DMP139
14,00

7,95

DMP140
14,10 DMP141
14,20 DMP142
14,30 DMP143
14,40 DMP144
14,50 DMP145
14,60 DMP146
14,70 DMP147
14,80 DMP148
14,90 DMP149
15,00

8,53

DMP150
15,10 DMP151
15,20 DMP152
15,30 DMP153
15,40 DMP154
15,50 DMP155
15,60 DMP156
15,70 DMP157
15,80 DMP158
15,90 DMP159
16,00

9,10

DMP160
16,10 DMP161
16,20 DMP162
16,30 DMP163
16,40 DMP164
16,50 DMP165
16,60 DMP166
16,70 DMP167
16,80 DMP168
16,90 DMP169
17,00

9,70

DMP170
17,10 DMP171
17,20 DMP172
17,30 DMP173
17,40 DMP174
17,50 DMP175
17,60 DMP176
17,70 DMP177
17,80 DMP178
17,90 DMP179
18,00

10,30

DMP180
18,10 DMP181
18,20 DMP182
18,30 DMP183
18,40 DMP184
18,50 DMP185
18,60 DMP186
18,70 DMP187
18,80 DMP188
18,90 DMP189
19,00

10,80

DMP190
19,10 DMP191
19,20 DMP192
19,30 DMP193
19,40 DMP194
19,50 DMP195
19,60 DMP196
19,70 DMP197
19,80 DMP198
19,90 DMP199

GEOMETRY AND CUTTING CONDITIONS





B

B.103 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR17
Euro

ØDc
mm

S Denominazione Grado

B8A28200 (103,72) 20,00

11,40

DMP200

AH725 1

B8A28201 (113,66) 20,10 DMP201
B8A28202 (113,66) 20,20 DMP202
B8A28203 (113,66) 20,30 DMP203
B8A28204 (113,66) 20,40 DMP204
B8A28205 (113,66) 20,50 DMP205
B8A28206 (113,66) 20,60 DMP206
B8A28207 (113,66) 20,70 DMP207
B8A28208 (113,66) 20,80 DMP208
B8A28209 (113,66) 20,90 DMP209
B8A28210 (113,66) 21,00

11,98

DMP210
B8A28211 (113,66) 21,10 DMP211
B8A28212 (113,66) 21,20 DMP212
B8A28213 (113,66) 21,30 DMP213
B8A28214 (113,66) 21,40 DMP214
B8A28215 (113,66) 21,50 DMP215
B8A28216 (113,66) 21,60 DMP216
B8A28217 (113,66) 21,70 DMP217
B8A28218 (113,66) 21,80 DMP218
B8A28219 (113,66) 21,90 DMP219
B8A28220 (113,66) 22,00

12,56

DMP220
B8A28221 (123,03) 22,10 DMP221
B8A28222 (123,03) 22,20 DMP222
B8A28223 (123,03) 22,30 DMP223
B8A28224 (123,03) 22,40 DMP224
B8A28225 (123,03) 22,50 DMP225
B8A28226 (123,03) 22,60 DMP226
B8A28227 (123,03) 22,70 DMP227
B8A28228 (123,03) 22,80 DMP228
B8A28229 (123,03) 22,90 DMP229
B8A28230 (123,03) 23,00

13,13

DMP230
B8A28231 (123,03) 23,10 DMP231
B8A28232 (123,03) 23,20 DMP232
B8A28233 (123,03) 23,30 DMP233
B8A28234 (123,03) 23,40 DMP234
B8A28235 (123,03) 23,50 DMP235
B8A28236 (123,03) 23,60 DMP236
B8A28237 (123,03) 23,70 DMP237
B8A28238 (123,03) 23,80 DMP238
B8A28239 (123,03) 23,90 DMP239
B8A28240 (132,41) 24,00

13,70

DMP240
B8A28241 (132,41) 24,10 DMP241
B8A28242 (132,41) 24,20 DMP242
B8A28243 (132,41) 24,30 DMP243
B8A28244 (132,41) 24,40 DMP244
B8A28245 (132,41) 24,50 DMP245
B8A28246 (132,41) 24,60 DMP246
B8A28247 (132,41) 24,70 DMP247
B8A28248 (132,41) 24,80 DMP248
B8A28249 (132,41) 24,90 DMP249
B8A28251 (132,41) 25,10

14,30

DMP251
B8A28250 (132,41) 25,00 DMP250
B8A28252 (132,41) 25,20 DMP252
B8A28253 (132,41) 25,30 DMP253
B8A28254 (132,41) 25,40 DMP254
B8A28255 (132,41) 25,50 DMP255
B8A28256 (132,41) 25,60 DMP256
B8A28257 (132,41) 25,70 DMP257
B8A28258 (132,41) 25,80 DMP258
B8A28259 (132,41) 25,90 DMP259

GEOMETRIE E CONDIZIONI DI TAGLIO



B.103Indivisible package  Suggested retail package - Unit price

Tech. Code ØDc
mm

S Denomination Degree

20,00

11,40

DMP200

AH725

20,10 DMP201
20,20 DMP202
20,30 DMP203
20,40 DMP204
20,50 DMP205
20,60 DMP206
20,70 DMP207
20,80 DMP208
20,90 DMP209
21,00

11,98

DMP210
21,10 DMP211
21,20 DMP212
21,30 DMP213
21,40 DMP214
21,50 DMP215
21,60 DMP216
21,70 DMP217
21,80 DMP218
21,90 DMP219
22,00

12,56

DMP220
22,10 DMP221
22,20 DMP222
22,30 DMP223
22,40 DMP224
22,50 DMP225
22,60 DMP226
22,70 DMP227
22,80 DMP228
22,90 DMP229
23,00

13,13

DMP230
23,10 DMP231
23,20 DMP232
23,30 DMP233
23,40 DMP234
23,50 DMP235
23,60 DMP236
23,70 DMP237
23,80 DMP238
23,90 DMP239
24,00

13,70

DMP240
24,10 DMP241
24,20 DMP242
24,30 DMP243
24,40 DMP244
24,50 DMP245
24,60 DMP246
24,70 DMP247
24,80 DMP248
24,90 DMP249
25,10

14,30

DMP251
25,00 DMP250
25,20 DMP252
25,30 DMP253
25,40 DMP254
25,50 DMP255
25,60 DMP256
25,70 DMP257
25,80 DMP258
25,90 DMP259

GEOMETRY AND CUTTING CONDITIONS





B

B.104 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR14
Euro Denominazione

ØDc
mm

ØDs
mm

ØD
mm

R
mm

l
mm

Lf
mm

L
mm

Inserto

3 
x 

D

B8P20125 (299,83) TD;125F20-3 12,5

20

25

37,5

49

53 102

;PMT040104R-...
B8P20130 (299,83) TD;130F20-3 13 39 55 104
B8P20135 (299,83) TD;135F20-3 13,5 40,5 56 105
B8P20140 (299,83) TD;140F20-3 14 42 58 107
B8P20145 (299,83) TD;145F20-3 14,5 43,5 60 109
B8P20150 (299,83) TD;150F20-3 15 45 62 111

;PMT050204R-...
B8P20155 (299,83) TD;155F20-3 15,5

32

466,5 64 113
B8P20160 (314,56) TD;160F20-3 16 48 66 115
B8P20165 (314,56) TD;165F20-3 16,5 49,5 68 117
B8P20170 (314,56) TD;170F20-3 17 51 69 118
B8P20175 (314,56) TD;175F35-3 17,5

25

52,5

54

72 126

;PMT06;308R-...

B8P20180 (314,56) TD;180F25-3 18 54 73 127
B8P20185 (314,56) TD;185F25-3 18,5 55,5 75 129
B8P20190 (314,56) TD;190F25-3 19 57 76 130
B8P20195 (314,56) TD;195F25-3 19,5 58,5 79 133
B8P20200 (314,56) TD;200F25-3 20 60 81 135
B8P20205 (314,56) TD;205F25-3 20,5 61,5 82 136
B8P20210 (335,37) TD;210F25-3 21 63 84 138
B8P20215 (335,37) TD;215F25-3 21,5 64,5 86 140
B8P20220 (335,37) TD;220F25-3 22 66 87 141

;PMT07H308R-...

B8P20225 (335,37) TD;225F25-3 22,5

37

67,5 90 144
B8P20230 (335,83) TD;230F25-3 23 69 91 145
B8P20235 (335,83) TD;235F25-3 23,5 70,5 93 147
B8P20240 (335,83) TD;240F25-3 24 72 95 149
B8P20245 (335,83) TD;245F25-3 24,5 73,5 97 151
B8P20250 (335,83) TD;250F25-3 25 75 99 153
B8P20255 (335,83) TD;255F25-3 25,5 76,5 100 154
B8P20260 (367,45) TD;260F25-3 26 78 102 156
B8P20270 (367,45) TD;270F32-3 27

32 40

81

59

105 164

;PMT08T308R-...

B8P20280 (367,45) TD;280F32-3 28 84 109,3 168,3
B8P20290 (367,45) TD;290F32-3 29 87 112,3 171,3
B8P20300 (367,45) TD;300F32-3 30 90 117,3 176,3
B8P20310 (407,62) TD;310F32-3 31 93 121,3 180,3
B8P20320 (407,62) TD;320F32-3 32 96 124,3 183,3
B8P20330 (407,62) TD;330F32-3 33

40

50

99

69

128,6 197,6

;PMT110412R-...

B8P20340 (432,75) TD;340F40-3 34 102 121,6 200,6
B8P20350 (432,75) TD;350F40-3 35 105 135,6 204,6
B8P20360 (432,75) TD;360F40-3 36 108 139,6 208,6
B8P20370 (448,93) TD;370F40-3 37 111 142,6 211,6
B8P20380 (448,93) TD;380F40-3 38 114 146,6 215,6
B8P20390 (448,93) TD;390F40-3 39 117 149,6 218,6
B8P20400 (448,93) TD;400F40-3 40 120 153,6 222,6
B8P20410 (478,74) TD;410F40-3 41 123 157,6 226,6
B8P20420 (478,74) TD;420F40-3 42

55

126 161 230

;PMT150512R-...

B8P20430 (478,74) TD;430F40-3 43 129 165 234
B8P20440 (478,74) TD;440F40-3 44 132 168 237
B8P20450 (512,79) TD;450F40-3 45 135 173 242
B8P20460 (512,79) TD;460F40-3 46 138 177 246
B8P20470 (512,79) TD;470F40-3 47 141 180 249
B8P20480 (512,79) TD;480F40-3 48 144 184 252
B8P20490 (512,79) TD;490F40-3 49 147 187 256
B8P20500 (512,79) TD;500F40-3 50 150 191 260

PUNTE CON ATTACCO WELDON

Tipo di attacco Weldon
Tipo di inserto XPMT...
Applicazione Foratura generale di tutti i materiali

Punte ad inserti con lubrificazione interna.
ART. B8P20

Ø12,5 ~ 50 mm

ø
D

c

L

ø
D

s

Lf

R

l

Max. hole depth

ø
D

PUNTE AD INSERTI CON ATTACCO WELDON 3XD - FISSAGGIO A VITE

B.104 Indivisible package   Suggested retail package - Unit price

Tech. Code Denomination
ØDc
mm

ØDs
mm

ØD
mm

R
mm

l
mm

Lf
mm

L
mm

Insert

3
x

D

TD;125F20-3 12,5

20

25

37,5

49

53 102

;PMT040104R-...
TD;130F20-3 13 39 55 104
TD;135F20-3 13,5 40,5 56 105
TD;140F20-3 14 42 58 107
TD;145F20-3 14,5 43,5 60 109
TD;150F20-3 15 45 62 111

;PMT050204R-...
TD;155F20-3 15,5

32

466,5 64 113
TD;160F20-3 16 48 66 115
TD;165F20-3 16,5 49,5 68 117
TD;170F20-3 17 51 69 118
TD;175F35-3 17,5

25

52,5

54

72 126

;PMT06;308R-...

TD;180F25-3 18 54 73 127
TD;185F25-3 18,5 55,5 75 129
TD;190F25-3 19 57 76 130
TD;195F25-3 19,5 58,5 79 133
TD;200F25-3 20 60 81 135
TD;205F25-3 20,5 61,5 82 136
TD;210F25-3 21 63 84 138
TD;215F25-3 21,5 64,5 86 140
TD;220F25-3 22 66 87 141

;PMT07H308R-...

TD;225F25-3 22,5

37

67,5 90 144
TD;230F25-3 23 69 91 145
TD;235F25-3 23,5 70,5 93 147
TD;240F25-3 24 72 95 149
TD;245F25-3 24,5 73,5 97 151
TD;250F25-3 25 75 99 153
TD;255F25-3 25,5 76,5 100 154
TD;260F25-3 26 78 102 156
TD;270F32-3 27

32 40

81

59

105 164

;PMT08T308R-...

TD;280F32-3 28 84 109,3 168,3
TD;290F32-3 29 87 112,3 171,3
TD;300F32-3 30 90 117,3 176,3
TD;310F32-3 31 93 121,3 180,3
TD;320F32-3 32 96 124,3 183,3
TD;330F32-3 33

40

50

99

69

128,6 197,6

;PMT110412R-...

TD;340F40-3 34 102 121,6 200,6
TD;350F40-3 35 105 135,6 204,6
TD;360F40-3 36 108 139,6 208,6
TD;370F40-3 37 111 142,6 211,6
TD;380F40-3 38 114 146,6 215,6
TD;390F40-3 39 117 149,6 218,6
TD;400F40-3 40 120 153,6 222,6
TD;410F40-3 41 123 157,6 226,6
TD;420F40-3 42

55

126 161 230

;PMT150512R-...

TD;430F40-3 43 129 165 234
TD;440F40-3 44 132 168 237
TD;450F40-3 45 135 173 242
TD;460F40-3 46 138 177 246
TD;470F40-3 47 141 180 249
TD;480F40-3 48 144 184 252
TD;490F40-3 49 147 187 256
TD;500F40-3 50 150 191 260

WELDON

Coupling type Weldon
Insert type XPMT...
Application General drilling of all materials

Insert tips with internal lubrication.
ITEM: B8P20

INDEXABLE DRILLS 3XD WELDON SHANK - SCREW FIXING



B

B.105 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

B

T

A

rε

1

1

°

B

1

1

°

A

rε

T

DJ DS

A B T rƐ
XPMT040104R 4,3 4,5 1,59 0,4
XPMT050204R 5,2 5,4 2,38 0,4
XPMT06X308R 6 7 3,15 0,8
XPMT07H308R 7 8,2 3,6 0,8
XPMT08T308R 8,5 9,9 3,97 0,8
XPMT110412R 11,2 12,5 4,76 1,2
XPMT150512 15 16,1 5,56 1,2(impiego generale) (taglio dolce)

HSNKMP

Descrizione 4ualità Cod. Tec. GR17
Euro

<500
N�mmð

<800
N�mmð

<1200
N�mmð

<600
N�mmð

<850
N�mmð

<240
HB

<300
HB

Alu HTA
<60
HRC

IM
PI

EG
H

IG
EN

ER
IC

I

D
J

;PMT040104R-D-

AH6030

B8A2504XPDJ01
(12,00)

ʥ ʼ ʼ ʥ ʼ ʼ ʥ ʼ

;PMT050204R-D- B8A2505XPDJ02 ʥ ʼ ʼ ʥ ʼ ʼ ʥ ʼ

;PMT06;308R-D- B8A2506XPDJ03 ʥ ʼ ʼ ʥ ʼ ʼ ʥ ʼ

;PMT07H308R-D- B8A2507XPDJ04 (12,36) ʥ ʼ ʼ ʥ ʼ ʼ ʥ ʼ

;PMT08T308R-D- B8A2508XPDJ05 (13,08) ʥ ʼ ʼ ʥ ʼ ʼ ʥ ʼ

;PMT110412R-D- B8A2511XPDJ06 (14,52) ʥ ʼ ʼ ʥ ʼ ʼ ʥ ʼ

;PMT150512R-D- B8A2515XPDJ07 (17,80) ʥ ʼ ʼ ʥ ʼ ʼ ʥ ʼ

;PMT040104R-D-

AH725

B8A2504XPDJ08
12,00

ʥ ʼ ʼ ʥ ʼ ʼ ʥ ʼ

;PMT050204R-D- B8A2505XPDJ09 ʥ ʼ ʼ ʥ ʼ ʼ ʥ ʼ

;PMT06;308R-D- B8A2506XPDJ10 ʥ ʼ ʼ ʥ ʼ ʼ ʥ ʼ

;PMT07H308R-D- B8A2507XPDJ11 12,36 ʥ ʼ ʼ ʥ ʼ ʼ ʥ ʼ

;PMT08T308R-D- B8A2508XPDJ12 13,08 ʥ ʼ ʼ ʥ ʼ ʼ ʥ ʼ

;PMT110412R-D- B8A2511XPDJ13 14,52 ʥ ʼ ʼ ʥ ʼ ʼ ʥ ʼ

;PMT150512R-D- B8A2515XPDJ14 18,33 ʥ ʼ ʼ ʥ ʼ ʼ ʥ ʼ

TA
G

LI
O

D
O

LC
E

D
S

;PMT040104R-DS

AH6030

B8A2604XPDS01
(12,00)

ʼ ʥ ʥ ʼ ʼ ʼ ʼ

;PMT050204R-DS B8A2605XPDS02 ʼ ʥ ʥ ʼ ʼ ʼ ʼ

;PMT06;308R-DS B8A2606XPDS03 ʼ ʥ ʥ ʼ ʼ ʼ ʼ

;PMT07H308R-DS B8A2607XPDS04 (12,36) ʼ ʥ ʥ ʼ ʼ ʼ ʼ

;PMT08T308R-DS B8A2608XPDS05 (13,08) ʼ ʥ ʥ ʼ ʼ ʼ ʼ

;PMT110412R-DS B8A2611XPDS06 (14,52) ʼ ʥ ʥ ʼ ʼ ʼ ʼ

;PMT150512R-DS B8A2615XPDS07 (18,33) ʼ ʥ ʥ ʼ ʼ ʼ ʼ

;PMT040104R-DS

AH725

B8A2604XPDS08
12,00

ʼ ʥ ʥ ʼ ʼ ʼ ʼ

;PMT050204R-DS B8A2605XPDS09 ʼ ʥ ʥ ʼ ʼ ʼ ʼ

;PMT06;308R-DS B8A2606XPDS10 ʼ ʥ ʥ ʼ ʼ ʼ ʼ

;PMT07H308R-DS B8A2607XPDS11 12,36 ʼ ʥ ʥ ʼ ʼ ʼ ʼ

;PMT08T308R-DS B8A2608XPDS12 13,08 ʼ ʥ ʥ ʼ ʼ ʼ ʼ

;PMT110412R-DS B8A2611XPDS13 14,52 ʼ ʥ ʥ ʼ ʼ ʼ ʼ

;PMT150512R-DS B8A2615XPDS14 18,33 ʼ ʥ ʥ ʼ ʼ ʼ ʼ

Ɣ 5A&&2MAN'A72 PE5... ż A'A772 PE5...

GEOMETRIE E CONDIZIONI DI TAGLIO

Cod. Tec. GR30
Euro Descrizione Descrizione Inserto

BRICA241 1,65 Da � 27 a � 32

Vite ¿ssaggio inserto

CSTB-3

BRICA242 1,65 Da � 33 a � 41 CSTB-4

BRICA243 1,65 Da � 42 a � 50 CSTB-5

Cod. Tec. GR30
Euro Descrizione Descrizione Inserto

BRICA188 3,40 Fino a � 14,5

Vite ¿ssaggio inserto

CSPB-2H

BRICA107 2,63 Da � 15 a � 17 CSPB-2L043

BRICA240 3,40 Da � 17,5 a � 21,5 CSPB-2.2

BRICA109 3,30 Da � 22 a � 26 CSPB-2.5

PARTI DI RICAMBIO

CONDIZIONI DI TAGLIO CONSIGLIATE

Materiale Priorità
Gradi

Consigliati
Geometria

Velocità di taglio
m/min

Avanzamento
� 12,5 - 17
�mm�giro�

Avanzamento
� 17,5 - 32
�mm�giro�

Avanzamento
� 33 - 50
�mm�giro�

Acciai al carbonio �C45, C55, ecc.� Prima scelta AH6030 DJ 80 - 250 0,04 - 0,10 0,06 - 0,13 0,08 - 0,18

Acciai basso legati �18CrMo4, ecc.�
Prima scelta AH6030 DS 160 - 250 0,04 - 0,08 0,06 - 0,12 0,06 - 0,14

Resistenza all'usura AH725 DS 160 - 250 0,04 - 0,08 0,06 - 0,12 0,06 - 0,14

Acciai legati �42CrMo4, 20Cr4, ecc.� Prima scelta AH6030 DJ 80 - 200 0,04 - 0,10 0,06 - 0,13 0,08 - 0,18

Acciai Inox Austenitici
e Martensitici �;5;rNi18-9, ecc.�

Resistenza all'usura AH6030 DS 100 - 200 0,02 - 0,08 0,04 - 0,10 0,04 - 0,12

Prima scelta AH6030 DS 100 - 200 0,02 - 0,08 0,04 - 0,10 0,04 - 0,12

Acciai Inox induriti
per precipitazione

Resistenza all'usura AH6030 DS 80 - 180 0,04 - 0,08 0,04 - 0,10 0,06 - 0,10

Prima scelta AH6030 DS 80 - 180 0,04 - 0,08 0,04 - 0,10 0,06 - 0,10

Ghise grigie �GG25, GG30 ecc.� Prima scelta AH725 DJ 80 - 250 0,06 - 0,12 0,06 - 0,15 0,08 - 0,20

Ghise sferoidali �GGG40, ecc.� Prima scelta AH725 DJ 80 - 200 0,06 - 0,12 0,06 - 0,15 0,08 - 0,20

Leghe di alluminio Alta velocità AH725 DS 200 - 400 0,10 - 0,15 0,15 - 0,20 0,15 - 0,25

Leghe di titanio �Ti-6AI-4V, ecc.�
Prima scelta AH6030 DS 40 - 110 0,04 - 0,08 0,04 - 0,10 0,04 - 0,10

Resistenza all'usura AH725 DS 40 - 110 0,04 - 0,08 0,04 - 0,10 0,04 - 0,10

Acciai temprati ��40 HRC� Prima scelta AH725 DJ 40 - 100 0,04 - 0,08 0,04 - 0,08 0,04 - 0,10

B.105Indivisible package  Suggested retail package - Unit price

(general application) (low cutting force)

HSNKMP

Description Grade Tech. Code <500
N�mmð

<800
N�mmð

<1200
N�mmð

<600
N�mmð

<850
N�mmð

<240
HB

<300
HB

Alu HTA
<60
HRC

IM
PI

EG
H

IG
EN

ER
IC

I

D
J

;PMT040104R-D-

AH6030

ʥ ʼ ʼ ʥ ʼ ʼ ʥ ʼ

;PMT050204R-D- ʥ ʼ ʼ ʥ ʼ ʼ ʥ ʼ

;PMT06;308R-D- ʥ ʼ ʼ ʥ ʼ ʼ ʥ ʼ

;PMT07H308R-D- ʥ ʼ ʼ ʥ ʼ ʼ ʥ ʼ

;PMT08T308R-D- ʥ ʼ ʼ ʥ ʼ ʼ ʥ ʼ

;PMT110412R-D- ʥ ʼ ʼ ʥ ʼ ʼ ʥ ʼ

;PMT150512R-D- ʥ ʼ ʼ ʥ ʼ ʼ ʥ ʼ

;PMT040104R-D-

AH725

ʥ ʼ ʼ ʥ ʼ ʼ ʥ ʼ

;PMT050204R-D- ʥ ʼ ʼ ʥ ʼ ʼ ʥ ʼ

;PMT06;308R-D- ʥ ʼ ʼ ʥ ʼ ʼ ʥ ʼ

;PMT07H308R-D- ʥ ʼ ʼ ʥ ʼ ʼ ʥ ʼ

;PMT08T308R-D- ʥ ʼ ʼ ʥ ʼ ʼ ʥ ʼ

;PMT110412R-D- ʥ ʼ ʼ ʥ ʼ ʼ ʥ ʼ

;PMT150512R-D- ʥ ʼ ʼ ʥ ʼ ʼ ʥ ʼ

TA
G

LI
O

D
O

LC
E

D
S

;PMT040104R-DS

AH6030

ʼ ʥ ʥ ʼ ʼ ʼ ʼ

;PMT050204R-DS ʼ ʥ ʥ ʼ ʼ ʼ ʼ

;PMT06;308R-DS ʼ ʥ ʥ ʼ ʼ ʼ ʼ

;PMT07H308R-DS ʼ ʥ ʥ ʼ ʼ ʼ ʼ

;PMT08T308R-DS ʼ ʥ ʥ ʼ ʼ ʼ ʼ

;PMT110412R-DS ʼ ʥ ʥ ʼ ʼ ʼ ʼ

;PMT150512R-DS ʼ ʥ ʥ ʼ ʼ ʼ ʼ

;PMT040104R-DS

AH725

ʼ ʥ ʥ ʼ ʼ ʼ ʼ

;PMT050204R-DS ʼ ʥ ʥ ʼ ʼ ʼ ʼ

;PMT06;308R-DS ʼ ʥ ʥ ʼ ʼ ʼ ʼ

;PMT07H308R-DS ʼ ʥ ʥ ʼ ʼ ʼ ʼ

;PMT08T308R-DS ʼ ʥ ʥ ʼ ʼ ʼ ʼ

;PMT110412R-DS ʼ ʥ ʥ ʼ ʼ ʼ ʼ

;PMT150512R-DS ʼ ʥ ʥ ʼ ʼ ʼ ʼ

Ɣ 5(C200(1'(' )25��� ż 86$%/( )25«

GEOMETRY AND CUTTING CONDITIONS

Tech. Code Description Description Insert

From � 27 to � 32

Clamping insert screZ

CSTB-3

From � 33 to � 41 CSTB-4

From � 42 to � 50 CSTB-5

Tech. Code Description Description Insert

Up to � 14,5

Clamping insert screZ

CSPB-2H

From � 15 to � 17 CSPB-2L043

From � 17,5 to � 21,5 CSPB-2.2

From � 22 to � 26 CSPB-2.5

SPARE PARTS

RECOMMENDED CUTTING DATA

Material Priority
Recommended

Grades
Geometria

Cutting speed
m/min.

Feed
� 12,5 - 17
�mm�turn�

Feed
� 17,5 - 32
�mm�turn�

Feed
� 33 - 50
�mm�turn�

Carbon steels �C45, C55, etc.� First choice AH6030 DJ 80 - 250 0,04 - 0,10 0,06 - 0,13 0,08 - 0,18

LoZ alloy steels �18CrMo4, etc.�
First choice AH6030 DS 160 - 250 0,04 - 0,08 0,06 - 0,12 0,06 - 0,14

Wear resistance AH725 DS 160 - 250 0,04 - 0,08 0,06 - 0,12 0,06 - 0,14

High alloy steels �42CrMo4, 20Cr4, etc.� First choice AH6030 DJ 80 - 200 0,04 - 0,10 0,06 - 0,13 0,08 - 0,18

Stainless steels �;5CrNi 18-9, etc.�
Wear resistance AH6030 DS 100 - 200 0,02 - 0,08 0,04 - 0,10 0,04 - 0,12

First choice AH6030 DS 100 - 200 0,02 - 0,08 0,04 - 0,10 0,04 - 0,12

Hardened stainless steels
Wear resistance AH6030 DS 80 - 180 0,04 - 0,08 0,04 - 0,10 0,06 - 0,10

First choice AH6030 DS 80 - 180 0,04 - 0,08 0,04 - 0,10 0,06 - 0,10

Grey cast irons �GG25, GG30, etc.� First choice AH725 DJ 80 - 250 0,06 - 0,12 0,06 - 0,15 0,08 - 0,20

Spheroidal cast iron �GGG40, etc.� First choice AH725 DJ 80 - 200 0,06 - 0,12 0,06 - 0,15 0,08 - 0,20

Alluminum alloys High speed AH725 DS 200 - 400 0,10 - 0,15 0,15 - 0,20 0,15 - 0,25

Titanium alloys �Ti-6AI-49, etc.�
First choice AH6030 DS 40 - 110 0,04 - 0,08 0,04 - 0,10 0,04 - 0,10

Wear resistance AH725 DS 40 - 110 0,04 - 0,08 0,04 - 0,10 0,04 - 0,10

Hardened steels ��40 HRC� First choice AH725 DJ 40 - 100 0,04 - 0,08 0,04 - 0,08 0,04 - 0,10



B

B.106 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

B8P10 Cod. Tec. GR18
Euro

D
mm

d
mm

D1
mm

L
mm

L1
mm

L2
mm

Foro ref. Inserto

3
X

D

B8P1018 (278,50) 18

25 32

140 56

54

Con

:CMT0302...B8P1019 (278,50) 19 143 59
B8P1020 (278,50) 20 146 62
B8P1021 (278,50) 21 149 66

:CMT0402...
B8P1022 (278,50) 22 152 68
B8P1023 (278,50) 23 155 71
B8P1024 (284,60) 24 158 74
B8P1025 (284,60) 25 161 77
B8P1026 (284,60) 26 164 80

:CMT0503...
B8P1027 (284,60) 27 167 83
B8P1028 (284,60) 28 170 86
B8P1029 (284,60) 29 173 89
B8P1030 (310,00) 30

32 49

180 92

58

B8P1031 (310,00) 31 183 95

:CMT06T3...

B8P1032 (310,00) 32 186 98
B8P1033 (310,00) 33 189 101
B8P1034 (310,00) 34 192 104
B8P1035 (310,00) 35 195 107
B8P1036 (329,40) 36 198 110
B8P1037 (329,40) 37 201 113
B8P1038 (329,40) 38 204 116
B8P1039 (329,40) 39 207 119
B8P1040 (329,40) 40 210 122
B8P1041 (335,40) 41 213 125
B8P1042 (335,40) 42 216 128

:CMT0804...

B8P1043 (335,40) 43 219 131
B8P1044 (335,40) 44 222 134
B8P1045 (362,00) 45

40 59

240 137

68

B8P1046 (362,00) 46 243 140
B8P1047 (362,00) 47 246 143
B8P1048 (362,00) 48 249 146
B8P1049 (387,50) 49 252 149
B8P1050 (387,50) 50 255 152

PUNTE CON ATTACCO WELDON

Tipo di attacco Weldon
Tipo inserto WCMT...
Applicazione Foratura in genere di tutti i materiali.

Punte per inserti multifunzionali con lubrificazione interna.
ART. B8P10

Ø18 ~ 50 mm

PUNTE AD INSERTI CON ATTACCO WELDON 3XD Hole

B.106 Indivisible package   Suggested retail package - Unit price

B8P10 Tech. Code D
mm

d
mm

D1
mm

L
mm

L1
mm

L2
mm

Air hole Insert

3
X

D

18

25 32

140 56

54

With

WCMT0302...19 143 59
20 146 62
21 149 66

WCMT0402...
22 152 68
23 155 71
24 158 74
25 161 77
26 164 80

WCMT0503...
27 167 83
28 170 86
29 173 89
30

32 49

180 92

58

31 183 95

WCMT06T3...

32 186 98
33 189 101
34 192 104
35 195 107
36 198 110
37 201 113
38 204 116
39 207 119
40 210 122
41 213 125
42 216 128

WCMT0804...

43 219 131
44 222 134
45

40 59

240 137

68

46 243 140
47 246 143
48 249 146
49 252 149
50 255 152

WELDON

Coupling type Weldon
Insert type WCMT...
Application Drilling on all materials

Indexable drills with internal coolant
ITEM: B8P10

INDEXABLE DRILLS 3XD WELDON SHANK



B

B.107 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR30
Euro Descrizione Inserto

BRICA155 6,15

Vite ¿ssaggio inserto

:CMT0302...

BRICA156 6,15 :CMT0402...

BRICA157 6,15 :CMT0503...

BRICA158 6,15 :CMT06T3...

BRICA159 6,15 :CMT0804...

Cod. Tec. GR30
Euro Descrizione Inserto

BRICA132 6,15

Chiave

:CMT0302...

BRICA132 6,15 :CMT0402...

BRICA016 6,58 :CMT0503...

BRICA004 9,33 :CMT06T3...

BRICA004 9,33 :CMT0804...

PARTI DI RICAMBIO

HSNKMP

Descrizione 4ualità Cod. Tec. GR20
Euro

<500
N�mmð

<850
N�mmð

<1200
N�mmð

<600
N�mmð

<850
N�mmð

<240
HB

<300
HB

Alu HTA
<60
HRC

TA
G

LI
O

M
ED

IO

M
F

WCMT 040208 MF

PT30

B8A2104WCMF01 12,90
ʥ ʼ ʼ ʼ ʼ ʥ ʥ ʥ ʼ

WCMT 050308 MF B8A2105WCMF02 ʥ ʼ ʼ ʼ ʼ ʥ ʥ ʥ ʼ

WCMT 06T308 MF B8A2106WCMF03 13,70 ʥ ʼ ʼ ʼ ʼ ʥ ʥ ʥ ʼ

WCMT 080412 MF B8A2108WCMF04 15,60 ʥ ʼ ʼ ʼ ʼ ʥ ʥ ʥ ʼ

M
R

WCMT 030208 MR

PT35

B8A2203WCMR01 14,60 ʼ ʼ ʥ ʼ ʥ ʥ

WCMT 040208 MR B8A2204WCMR02 14,90 ʼ ʼ ʥ ʼ ʥ ʥ

WCMT 050308 MR B8A2205WCMR03 15,00 ʼ ʼ ʥ ʼ ʥ ʥ

WCMT 06T308 MR B8A2206WCMR04 14,50 ʼ ʼ ʥ ʼ ʥ ʥ

WCMT 080412 MR B8A2208WCMR05 16,60 ʼ ʼ ʥ ʼ ʥ ʥ

Ɣ 5A&&2MAN'A72 PE5... ż A'A772 PE5...

GEOMETRIE E CONDIZIONI DI TAGLIO Hole

CONDIZIONI DI TAGLIO CONSIGLIATE

Materiale Gradi
Consigliati

Geometria
Velocità di taglio

Vc �mt�min�
fz/mm

D18 - D20
fz/mm

D21 - D25
fz/mm

D26 - D30
fz/mm

D31 - D41
fz/mm

D42 - D50

Acciai a basso tenore di carbonio.
Acciai non temprati ST37 ecc. ��180HB�

PT35 MR 150 - 170 - 200 0,04 - 0,12 0,06 - 0,14 0,10 - 0,18 0,12 - 0,20 0,12 - 0,22

Acciai al carbonio. Acciai legati. CN45,
42CrMo4 ecc. ��300HB�

PT35 MR 100 - 120 - 150 0,04 - 0,12 0,06 - 0,14 0,10 - 0,18 0,12 - 0,20 0,12 - 0,22

Acciai per stampi ;96CrMoV12 ecc. PT30 MF 80 - 100 - 120 0,04 - 0,12 0,06 - 0,14 0,10 - 0,18 0,12 - 0,20 0,12 - 0,22

Acciai inossidabili. ;5CrNi18 9 �250HB PT30 MF 80 - 100 - 120 0,04 - 0,12 0,06 - 0,12 0,10 - 0,14 0,12 - 0,16 0,12 - 0,18

Ghise grigie �GG25, GG30, ecc.�
Ghise sferoidali �GGG40, ecc.�

PT35 MR 120 - 160 - 200 0,08 - 0,14 0,08 - 0,18 0,12 - 0,18 0,14 - 0,26 0,15 - 0,28

Leghe di alluminio � Si�13�� PT30 MF 250 - 300 - 330 0,06 - 0,16 0,10 - 0,18 0,10 - 0,18 0,12 - 0,22 0,14 - 0,26

Leghe di titanio �Ti-6AI-4V ecc.� PT30 MF 35 - 50 - 60 0,08 - 0,14 0,08 - 0,14 0,12 - 0,16 0,14 - 0,18 0,16 - 0,20

B.107Indivisible package  Suggested retail package - Unit price

Tech. Code Description Insert

Insert screZ

WCMT0302...

WCMT0402...

WCMT0503...

WCMT06T3...

WCMT0804...

Tech. Code Description Insert

Wrench

WCMT0302...

WCMT0402...

WCMT0503...

WCMT06T3...

WCMT0804...

SPARE PARTS

HSNKMP

Description 4uality Tech. Code <500
N�mmð

<850
N�mmð

<1200
N�mmð

<600
N�mmð

<850
N�mmð

<240
HB

<300
HB

Alu HTA
<60
HRC

M
ED

IU
M

C
U

T

M
F

WCMT 040208 MF

PT30

ʥ ʼ ʼ ʼ ʼ ʥ ʥ ʥ ʼ

WCMT 050308 MF ʥ ʼ ʼ ʼ ʼ ʥ ʥ ʥ ʼ

WCMT 06T308 MF ʥ ʼ ʼ ʼ ʼ ʥ ʥ ʥ ʼ

WCMT 080412 MF ʥ ʼ ʼ ʼ ʼ ʥ ʥ ʥ ʼ

M
R

WCMT 030208 MR

PT35

ʼ ʼ ʥ ʼ ʥ ʥ

WCMT 040208 MR ʼ ʼ ʥ ʼ ʥ ʥ

WCMT 050308 MR ʼ ʼ ʥ ʼ ʥ ʥ

WCMT 06T308 MR ʼ ʼ ʥ ʼ ʥ ʥ

WCMT 080412 MR ʼ ʼ ʥ ʼ ʥ ʥ

Ɣ 5(C200(1'(' )25��� ż 86$%/( )25«

GEOMETRY AND CUTTING CONDITIONS

RECOMMENDED CUTTING DATA

Material Degrees
Recommended

Geometry
Cutting speed
Vc (m/min.)

fz/mm
D18 - D20

fz/mm
D21 - D25

fz/mm
D26 - D30

fz/mm
D31 - D41

fz/mm
D42 - D50

LoZ carbon content steel.
Not hardened steel ST 37, etc. �� 180 HB�

PT35 MR 150 - 170 - 200 0.04 - 0.12 0.06 - 0.14 0.10 - 0.18 0.12 - 0.20 0.12 - 0.22

Carbon steel. Alloy steel.
CK45, 42CrMo4, etc. �� 300 HB�

PT35 MR 100 - 120 - 150 0.04 - 0.12 0.06 - 0.14 0.10 - 0.18 0.12 - 0.20 0.12 - 0.22

Mould steel ;96CrMo912, etc. PT30 MF 80 - 100 - 120 0.04 - 0.12 0.06 - 0.14 0.10 - 0.18 0.12 - 0.20 0.12 - 0.22

Stainless steel ;5CrNi 18-9 � 250 HB PT30 MF 80 - 100 - 120 0.04 - 0.12 0.06 - 0.12 0.10 - 0.14 0.12 - 0.16 0.12 - 0.18

Cast iron �GG25, GG30, etc.� Spheroidal cast iron �GGG40, etc.� PT35 MR 120 - 160 - 200 0.08 - 0.14 0.08 - 0.18 0.12 - 0.18 0.14 - 0.26 0.15 - 0.28

Aluminium alloys �Si � 13�� PT30 MF 250 - 300 - 330 0.06 - 0.16 0.10 - 0.18 0.10 - 0.18 0.12 - 0.22 0.14 - 0.26

Titanium alloys �Ti-6AI-49, etc.� PT30 MF 35 - 50 - 60 0.08 - 0.14 0.08 - 0.14 0.12 - 0.16 0.14 - 0.18 0.16 - 0.20



B

B.108 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

B8F01 Cod. Tec. GR18
Euro Z

D
mm

L
mm

L1
mm

d
mm

Dmin
mm

Foro ref. Inserto

C
O

D
O

LO
:

EL
D

O
N

B8F0110 84,40

1

10

85

15

12

4

Con

CC...0602...

B8F0111 84,40 11
B8F0112 84,40 12 18
B8F0113 84,40 13

23
5

B8F0114 84,40 14
B8F0115 84,40 15

30B8F0116 84,40 16
B8F0117 84,40 17

95 16

6

CC...09T3...

B8F0118 106,80 18
40B8F0119 106,80 19

B8F0120 106,80 20
5B8F0121 129,40 21

42
B8F0122 129,40 22

6B8F0123 129,40 23
B8F0124 129,40 24
B8F0125 129,40 25

8B8F0126 (122,60) 26

120 56 20

B8F0127 (122,60) 27
B8F0128 (122,60) 28

10B8F0129 (128,10) 29
B8F0130 (126,10) 30
B8F0131 (126,10) 31

12B8F0132 (126,10) 32
B8F0133 (126,10) 33

FRESE PER LAMATURE

Tipo di attacco Codolo Weldon
Tipo inserto CC...0602 - CC...09T3...
Applicazione Esecuzione di lamature in spinta ed alesature

Frese ad inserti per alesature e lamature.
ART. B8F01

Ø10 ~ 25 mm

d
D min D

L1
L

FRESE PER LAMATURA ED ALESATURA AD INSERTI - MONOTAGLIENTE Splay

B.108 Indivisible package   Suggested retail package - Unit price

B8F01 Tech. Code Z
D

mm
L

mm
L1
mm

d
mm

Min D.
mm

Air hole Insert

W
EL

D
O

N

1

10

85

15

12

4

With

CC...0602...

11
12 18
13

23
5

14
15

3016
17

95 16

6

CC...09T3...

18
4019

20
5

21

42
22

623
24
25

826

120 56 20

27
28

1029
30
31

1232
33

6327 )$C,1* C877(56

Coupling type Weldon
Insert type CC...0602 - CC...09T3...
Application Thrust spot milling and reaming

Mills for reaming and spot milling
ITEM: B8F01

SPOT FACING AND REAMING CUTTERS - 1 CUTTING EDGE



B

B.109 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR30
Euro Descrizione Inserto

BRICA001 5,52
Vite ¿ssaggio inserto

CC...0602...

BRICA003 6,77 CC...09T3...

Cod. Tec. GR30
Euro Descrizione Inserto

BRICA002 9,23
Chiave

CC...0602...

BRICA004 9,33 CC...09T3...

PARTI DI RICAMBIO

CONDIZIONI DI TAGLIO CONSIGLIATE

Materiale Durezza
Brinnell HB

Gradi
Consigliati

Velocità di taglio
Vc �mt�min�

Avanzamento tagliente
fz/mm

Acciai a basso tenore di carbonio �C15, ecc.� ~ 180 P35 240 0,12 - 0,16 - 0,21

Acciai ad alto tenore di carbonio �C45, C55, ecc.� ~ 300 P35 180 0,12 - 0,16 - 0,21

Acciai da utensili �;155CrVMo 12 1, ecc.� ~ 300 4115 180 0,12 - 0,16 - 0,21

Acciai inossidabili �;5CrNi 18-19, ecc.� - 2125 200 0,12 - 0,16 - 0,21

Ghise �GG25, GG30, GGG40, ecc.� 150 ~ 250 4115 430 0,12 - 0,16 - 0,21

NK HSMP

Descrizione 4ualità Cod. Tec. GR19
Euro

Prof.
mm

Avanz.
mm�giro

<500
N�mmð

<850
N�mmð

<1200
N�mmð

<600
N�mmð

<850
N�mmð

<240
HB

<300
HB

Alu HTA
<60
HRC

TA
G

LI
O

M
ED

IO

C
M

P

CCMT 060204-CMP
4115 B1C56CCCMP10 5,95

1,00
1,50
2,50

0,12
0,18
0,25

320 200 180 160 430 290

4125 B1C56CCCMP11 240 180 160 140 110 210 150

CCMT 09T304-CMP

4115 B1C56CCCMP12
6,78

320 200 180 160 430 290

4125 B1C56CCCMP13 240 180 160 140 110 210 150

4135 B1C56CCCMP14 200 160 120 140 100

INSERTI DI TORNITURA POSITIVI - FORMA C Splay

B.109Indivisible package  Suggested retail package - Unit price

Tech. Code Description Insert

Clamping insert screZ
CC...0602...

CC...09T3...

Tech. Code Description Insert

Wrench
CC...0602...

CC...09T3...

SPARE PARTS

RECOMMENDED CUTTING DATA

Material Hardness
Brinnel HB

Degrees
Recommended

Cutting speed
Vc (m/min.)

Feed
fz/mm

LoZ carbon content steel �C15, etc.� ~ 180 P35 240 0.12 - 0.16 - 0.21

High carbon content steel �C45, C55, etc.� ~ 300 P35 180 0.12 - 0.16 - 0.21

Tool steel �;155Cr9Mo 12 1, etc.� ~ 300 4115 180 0.12 - 0.16 - 0.21

Stainless steel �;5CrNi 18-19, etc.� - 2125 200 0.12 - 0.16 - 0.21

Cast iron �GG25, GG30, GGG40 etc.� 150 ~ 250 4115 430 0.12 - 0.16 - 0.21

NK HSMP

Description Grade Tech. Code Dep.
mm

Feed
mm�rev

<500
N�mmð

<850
N�mmð

<1200
N�mmð

<600
N�mmð

<850
N�mmð

<240
HB

<300
HB

Alu HTA
<60
HRC

M
ED

.C
U

T.

C
M

P

CCMT 060204-CMP
4115

1,00
1,50
2,50

0,12
0,18
0,25

320 200 180 160 430 290

4125 240 180 160 140 110 210 150

CCMT 09T304-CMP

4115 320 200 180 160 430 290

4125 240 180 160 140 110 210 150

4135 200 160 120 140 100

TURNING POSITIVE INSERTS - C SHAPE



B

B.110 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

B8F02 Cod. Tec. GR18
Euro Z

D
mm

L
mm

L1
mm

dh6
mm

D min
mm

Foro ref. Inserto

C
O

D
O

LO
:

EL
D

O
N

B8F0216 (195,50)

2

16 92 30 12 5

Con

CC...0602...

B8F0217 (195,50) 17 94 32

16

6
B8F0218 (202,20) 18 97

41

7
B8F0219 (202,20) 19 100 8
B8F0220 196,50 20 102 9
B8F0221 196,50 21 105 10
B8F0222 207,40 22 110 11
B8F0223 207,40 23 112 12
B8F0224 207,40 24 115 13
B8F0225 230,60 25 120 40 8

CC...09T3...

B8F0226 230,60 26 125

55 20

9
B8F0227 230,60 27 128 10
B8F0228 230,60 28 130 11
B8F0229 241,50 29 132 12
B8F0230 241,50 30 134 13
B8F0231 241,50 31 136 14
B8F0232 241,50 32 138 15
B8F0233 241,50 33

140

16B8F0234 241,50 34

60 25

B8F0235 241,50 35 17
B8F0236 241,50 36 18
B8F0237 241,50 37 19
B8F0238 241,50 38 20
B8F0239 263,50 39 21
B8F0240 263,50 40 22
B8F0241 (263,50) 41 23
B8F0242 (263,50) 42 24

FRESE PER LAMATURE

Tipo di attacco Codolo Weldon
Tipo inserto CC...0602 - CC...09T3...
Applicazione Esecuzione di lamature in spinta ed alesature

Frese ad inserti per alesature e lamature.
ART. B8F02

Ø20 ~ 42 mm

dh6D min
D

L1
L

FRESE PER LAMATURA ED ALESATURA AD INSERTI - BITAGLIENTE Splay

B.110 Indivisible package   Suggested retail package - Unit price

B8F02 Tech. Code Z
D

mm
L

mm
L1
mm

dh6
mm

D min
mm

Air hole Insert

W
EL

D
O

N

2

16 92 30 12 5

With

CC...0602...

17 94 32

16

6
18 97

41

7
19 100 8
20 102 9
21 105 10
22 110 11
23 112 12
24 115 13
25 120 40 8

CC...09T3...

26 125

55 20

9
27 128 10
28 130 11
29 132 12
30 134 13
31 136 14
32 138 15
33

140

16
34

60 25

35 17
36 18
37 19
38 20
39 21
40 22
41 23
42 24

6327 )$C,1* C877(56

Coupling type Weldon
Insert type CC...0602 - CC...09T3...
Application Thrust spot facing and reaming

Mill for reaming and spot facing
ITEM: B8F02

SPOT FACING AND REAMING CUTTERS - 2 CUTTING EDGE



B

B.111 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR30
Euro Descrizione Inserto

BRICA001 5,52
Vite ¿ssaggio inserto

CC...0602...

BRICA003 6,77 CC...09T3...

Cod. Tec. GR30
Euro Descrizione Inserto

BRICA002 9,23
Chiave

CC...0602...

BRICA004 9,33 CC...09T3...

PARTI DI RICAMBIO

NK HSMP

Descrizione 4ualità Cod. Tec. GR19
Euro

Prof.
mm

Avanz.
mm�giro

<500
N�mmð

<850
N�mmð

<1200
N�mmð

<600
N�mmð

<850
N�mmð

<240
HB

<300
HB

Alu HTA
<60
HRC

TA
G

LI
O

M
ED

IO

C
M

P

CCMT 060204-CMP
4115 B1C56CCCMP10 5,95

1,00
1,50
2,50

0,12
0,18
0,25

320 200 180 160 430 290

4125 B1C56CCCMP11 240 180 160 140 110 210 150

CCMT 09T304-CMP

4115 B1C56CCCMP12
6,78

320 200 180 160 430 290

4125 B1C56CCCMP13 240 180 160 140 110 210 150

4135 B1C56CCCMP14 200 160 120 140 100

CCMT 120412-CMP 4125 B1C56CCCMP22 9,23 240 180 160 140 110 210 150

INSERTI DI TORNITURA POSITIVI - FORMA C Splay

CONDIZIONI DI TAGLIO CONSIGLIATE

Materiale Durezza
Brinnell HB

Gradi
Consigliati

Velocità di taglio
Vc �mt�min�

Avanzamento tagliente
fz/mm

Acciai a basso tenore di carbonio �C15, ecc.� ~ 180 P35 240 0,12 - 0,16 - 0,21

Acciai ad alto tenore di carbonio �C45, C55, ecc.� ~ 300 P35 180 0,12 - 0,16 - 0,21

Acciai da utensili �;155CrVMo 12 1, ecc.� ~ 300 4115 180 0,12 - 0,16 - 0,21

Acciai inossidabili �;5CrNi 18-19, ecc.� - 2125 200 0,12 - 0,16 - 0,21

Ghise �GG25, GG30, GGG40, ecc.� 150 ~ 250 4115 430 0,12 - 0,16 - 0,21

B.111Indivisible package  Suggested retail package - Unit price

Tech. Code Description Insert

Clamping insert screZ
CC...0602...

CC...09T3...

Tech. Code Description Insert

Wrench
CC...0602...

CC...09T3...

SPARE PARTS

NK HSMP

Description Grade Tech. Code Dep.
mm

Feed
mm�rev

<500
N�mmð

<850
N�mmð

<1200
N�mmð

<600
N�mmð

<850
N�mmð

<240
HB

<300
HB

Alu HTA
<60
HRC

M
ED

.C
U

T.

C
M

P

CCMT 060204-CMP
4115

1,00
1,50
2,50

0,12
0,18
0,25

320 200 180 160 430 290

4125 240 180 160 140 110 210 150

CCMT 09T304-CMP

4115 320 200 180 160 430 290

4125 240 180 160 140 110 210 150

4135 200 160 120 140 100

CCMT 120412-CMP 4125 240 180 160 140 110 210 150

TURNING POSITIVE INSERTS - C SHAPE

RECOMMENDED CUTTING DATA

Material Hardness
Brinnel HB

Degrees
Recommended

Cutting speed
Vc (m/min.)

Feed
fz/mm

LoZ carbon content steel �C15, etc.� ~ 180 P35 240 0.12 - 0.16 - 0.21

High carbon content steel �C45, C55, etc.� ~ 300 P35 180 0.12 - 0.16 - 0.21

Tool steel �;155Cr9Mo 12 1, etc.� ~ 300 4115 180 0.12 - 0.16 - 0.21

Stainless steel �;5CrNi 18-19, etc.� - 2125 200 0.12 - 0.16 - 0.21

Cast iron �GG25, GG30, GGG40 etc.� 150 ~ 250 4115 430 0.12 - 0.16 - 0.21



B

B.112 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

B8F05 Cod. Tec. GR18
Euro Z

D
mm

D min
mm

L
mm

L1
mm

L2
mm

dh6
mm

D1
mm

e
mm

Foro ref. Inserto

C
O

D
O

LO
:

EL
D

O
N

B8F0520 192,10

1

20 13 117 67 52

20 25

3,75

Con

CC...0602...
B8F0524 203,10 24 15 122 72 57 4,75
B8F0526 217,40 26 17 132 82 67 5
B8F0530 238,20 30 19 142 92 77 6
B8F0533 (274,50) 33 21 152 102 82 6,5

CC...09T3...
B8F0536 (279,90) 36 23 173 113 93

32 40

7
B8F0540 307,40 40 25

183 123 103
8

B8F0543 (320,60) 43 30 7
B8F0548 (328,90) 48 33 223 163 143 8
B8F0553 (338,50) 53 36 210 140

-
40

-

9

CC...1204...
B8F0557 (349,40) 57 39 220 150 9,5
B8F0566 (375,40) 66 45 245 165

50
11

B8F0576 (411,10) 76 52 265 185 12,5

FRESE PER LAMATURE

Tipo di attacco Codolo Weldon
Tipo inserto CC...0602... - CC...09T3... - CC...1204...
Applicazione Esecuzione di lamature e alesature in trazione.

Frese ad inserti per alesature e lamature in trazione
ART. B8F05

Ø20 ~ 40 mm

L

l1
l2

l3

d h6 D1

d min

D

FRESE PER LAMATURA ED ALESATURA IN TRAZIONE AD INSERTI Splay

PERCORSO UTENSILE

B.112 Indivisible package   Suggested retail package - Unit price

B8F05 Tech. Code Z
D

mm
min D
mm

L
mm

L1
mm

L2
mm

dh6
mm

D1
mm

e
mm

Air hole Insert

W
EL

D
O

N

1

20 13 117 67 52

20 25

3.75

With

CC...0602...
24 15 122 72 57 4.75
26 17 132 82 67 5
30 19 142 92 77 6
33 21 152 102 82 6.5

CC...09T3...
36 23 173 113 93

32 40

7
40 25

183 123 103
8

43 30 7
48 33 223 163 143 8
53 36 210 140

-
40

-

9

CC...1204...
57 39 220 150 9,5
66 45 245 165

50
11

76 52 265 185 12,5

6327 )$C,1* C877(56

Coupling type Weldon
Insert type CC...0602... - CC...09T3... - CC...1204...
Application Traction spot facing and reaming

Mills for traction reaming and spot facing
ITEM: B8F05

BACKSPOT FACING AND REAMING CUTTERS

TOOLS



B

B.113 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR30
Euro Descrizione Inserto

BRICA001 5,52
Vite ¿ssaggio inserto

CC...0602...

BRICA003 6,77 CC...09T3...

BRICA032 6,15 Vite inserto CC...1204...

Cod. Tec. GR30
Euro Descrizione Inserto

BRICA002 9,23
Chiave

CC...0602...

BRICA004 9,33 CC...09T3...

BRICA135 6,15 CC...1204...

PARTI DI RICAMBIO

NK HSMP

Descrizione 4ualità Cod. Tec. GR19
Euro

Prof.
mm

Avanz.
mm�giro

<500
N�mmð

<850
N�mmð

<1200
N�mmð

<600
N�mmð

<850
N�mmð

<240
HB

<300
HB

Alu HTA
<60
HRC

TA
G

LI
O

M
ED

IO

C
M

P

CCMT 060204-CMP
4115 B1C56CCCMP10 5,95

1,00
1,50
2,50

0,12
0,18
0,25

320 200 180 160 430 290

4125 B1C56CCCMP11 240 180 160 140 110 210 150

CCMT 09T304-CMP

4115 B1C56CCCMP12
6,78

320 200 180 160 430 290

4125 B1C56CCCMP13 240 180 160 140 110 210 150

4135 B1C56CCCMP14 200 160 120 140 100

CCMT 120412-CMP 4125 B1C56CCCMP22 9,23 240 180 160 140 110 210 150

INSERTI DI TORNITURA POSITIVI - FORMA C Splay

CONDIZIONI DI TAGLIO CONSIGLIATE

Materiale Durezza
Brinnell HB

Gradi
Consigliati

Velocità di taglio
Vc �mt�min�

Avanzamento tagliente
fz/mm

Acciai a basso tenore di carbonio �C15, ecc.� ~ 180 P35 240 0,12 - 0,16 - 0,21

Acciai ad alto tenore di carbonio �C45, C55, ecc.� ~ 300 P35 180 0,12 - 0,16 - 0,21

Acciai da utensili �;155CrVMo 12 1, ecc.� ~ 300 4115 180 0,12 - 0,16 - 0,21

Acciai inossidabili �;5CrNi 18-19, ecc.� - 2125 200 0,12 - 0,16 - 0,21

Ghise �GG25, GG30, GGG40, ecc.� 150 ~ 250 4115 430 0,12 - 0,16 - 0,21

B.113Indivisible package  Suggested retail package - Unit price

Tech. Code Description Insert

Clamping insert screZ
CC...0602...

CC...09T3...

Insert screZ CC...1204...

Tech. Code Description Insert

Wrench

CC...0602...

CC...09T3...

CC...1204...

SPARE PARTS

NK HSMP

Description Grade Tech. Code Dep.
mm

Feed
mm�rev

<500
N�mmð

<850
N�mmð

<1200
N�mmð

<600
N�mmð

<850
N�mmð

<240
HB

<300
HB

Alu HTA
<60
HRC

M
ED

.C
U

T.

C
M

P

CCMT 060204-CMP
4115

1,00
1,50
2,50

0,12
0,18
0,25

320 200 180 160 430 290

4125 240 180 160 140 110 210 150

CCMT 09T304-CMP

4115 320 200 180 160 430 290

4125 240 180 160 140 110 210 150

4135 200 160 120 140 100

CCMT 120412-CMP 4125 240 180 160 140 110 210 150

TURNING POSITIVE INSERTS - C SHAPE

RECOMMENDED CUTTING DATA

Material Hardness
Brinnel HB

Degrees
Recommended

Cutting speed
Vc (m/min.)

Feed
fz/mm

LoZ carbon content steel �C15, etc.� ~ 180 P35 240 0.12 - 0.16 - 0.21

High carbon content steel �C45, C55, etc.� ~ 300 P35 180 0.12 - 0.16 - 0.21

Tool steel �;155Cr9Mo 12 1, etc.� ~ 300 4115 180 0.12 - 0.16 - 0.21

Stainless steel �;5CrNi 18-19, etc.� - 2125 200 0.12 - 0.16 - 0.21

Cast iron �GG25, GG30, GGG40 etc.� 150 ~ 250 4115 430 0.12 - 0.16 - 0.21



B

B.114 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR30
Euro Descrizione

BRICA001 5,52

Vite ¿ssaggio inserto

BRICA003 6,77
BRICA019 3,87
BRICA023 4,95
BRICA027 2,47
BRICA030 2,47
BRICA032 6,15
BRICA035 2,26
BRICA053 2,47
BRICA055 6,15
BRICA087 8,38
BRICA088 8,38
BRICA089 8,38
BRICA090 8,38
BRICA067 4,16
BRICA071 4,99
BRICA107 2,63
BRICA111 3,61
BRICA113 5,20
BRICA115 5,20
BRICA136 6,79
BRICA137 6,79
BRICA138 6,79
BRICA147 6,15
BRICA148 6,15
BRICA149 7,75
BRICA155 6,15
BRICA156 6,15
BRICA157 6,15
BRICA158 6,15
BRICA159 6,15
BRICA188 3,40
BRICA190 10,37
BRICA191 8,94
BRICA192 3,72
BRICA193 3,72
BRICA196 5,57
BRICA197 5,60
BRICA198 5,41
BRICA199 4,02
BRICA200 6,37
BRICA204 3,63
BRICA205 3,76
BRICA206 3,76
BRICA207 3,76
BRICA208 3,76
BRICA209 3,76
BRICA210 3,76
BRICA211 2,73
BRICA212 2,73
BRICA217 7,43
BRICA220 11,43
BRICA221 10,35

Cod. Tec. GR30
Euro Descrizione

BRICA228 6,64 Chiave per cuspide

BRICA091 6,77 Grano

BRICA005 23,18

Staffa

BRICA040 12,00
BRICA042 16,07
BRICA060 25,31
BRICA176 12,35
BRICA177 12,35
BRICA017 1,18

Spina elastica

BRICA021 0,85
BRICA026 1,18
BRICA037 0,55
BRICA046 1,80
BRICA058 6,56
BRICA180 2,50
BRICA075 113,41

Cartucce
BRICA076 113,41
BRICA007 8,83

Supporto

BRICA020 14,43
BRICA025 19,07
BRICA028 15,19
BRICA031 10,56
BRICA033 8,51
BRICA036 6,25
BRICA038 8,08
BRICA039 16,58
BRICA044 11,94
BRICA045 14,70
BRICA057 16,28
BRICA062 15,63
BRICA095 16,60
BRICA143 18,46
BRICA144 23,37
BRICA152 14,85
BRICA153 14,85
BRICA154 20,16
BRICA175 17,61
BRICA178 8,63
BRICA179 8,63
BRICA069 12,47 Supporto AE

BRICA070 12,47
Supporto AI

BRICA074 17,64
BRICA013 9,91

Leva

BRICA018 14,53
BRICA022 14,53
BRICA034 10,45
BRICA054 13,21
BRICA059 11,41
BRICA085 16,97
BRICA061 10,33

PernoBRICA081 20,32
BRICA183 2,50

Cod. Tec. GR30
Euro Descrizione

BRICA222 10,82

Vite ¿ssaggio inserto

BRICA223 17,51
BRICA224 19,26
BRICA225 7,78
BRICA236 9,68
BRICA237 5,87
BRICA240 3,40
BRICA241 1,65
BRICA242 1,65
BRICA243 1,65
BRICA029 7,43 Vite cartucce

BRICA008 9,07

Vite supporto

BRICA049 4,74
BRICA068 4,16
BRICA072 4,99
BRICA096 5,56
BRICA145 8,59
BRICA146 8,59
BRICA048 3,09

Vite staffa
BRICA050 3,09
BRICA181 4,92
BRICA195 3,72
BRICA084 37,87

Vite staffaggio fresaBRICA116 37,87
BRICA238 4,84
BRICA086 12,73 Vite leva

BRICA092 6,56 Vite perno

BRICA002 9,23

Chiave

BRICA004 9,33
BRICA006 8,85
BRICA014 0,65
BRICA015 0,65
BRICA016 6,58
BRICA024 0,85
BRICA056 4,58
BRICA093 9,29
BRICA094 8,38
BRICA132 6,15
BRICA135 6,15
BRICA140 19,56
BRICA141 13,58
BRICA151 8,38
BRICA186 7,77
BRICA230 6,80
BRICA231 6,80
BRICA232 6,80
BRICA233 7,31
BRICA234 17,10
BRICA235 2,47
BRICA185 7,43

Chiave lama
BRICA215 48,93
BRICA226 6,64

Chiave per cuspide
BRICA227 4,94

TABELLA RICAMBI

B.114 Indivisible package   Suggested retail package - Unit price

Tech. Code Description

Clamping insert screZ

Tech. Code Description

Clamping key

DoZel

Clamp

Spring pin

Cartridge

Shim

AE Shim

AI Shim

Lever

Pin

Tech. Code Description

Clamping insert screZ

Cartridge screZ

Shim screZ

Clamping screZ

Bur
s Iastening screZ

Lever screZ

Pin screZ

Wrench

Blade key

Clamping key

SPARE PARTS



B

B.115 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

MANDRINI MODULARI

Cod. Tec. GR29
Euro Descrizione Attacco

D
mm

d
mm

d1
mm

L
mm

L1
mm

B8G00MK1 163,60 1A-MK1 CM1

24 14
-

123
62B8G00MK2 149,36 1A-MK2 CM2 137

B8G00MK3 163,60 1A-MK3 CM3 160 66
B8G00W20 152,89 1A-:20 Weldon 20 110 55

Cod. Tec. GR29
Euro Descrizione Attacco

D
mm

d
mm

d1
mm

L
mm

L1
mm

B8G00W20NS 279,98 1NS-:20 Weldon
24 14

20 86 32
B8G00C10 163,60 1A-10

Cilindrico
10 110

55B8G00C12 147,71 1A-12 12 120

ART. B8G00
MANDRINI MODULARI GRANDEZZA 1

FRESE A LAMARE HSS

Cod. Tec. GR29
Euro Descrizione

D
mm

d
mm

d1
mm

L
mm

L1
mm

B8G1010 69,71 1N-10,0 10

6 14 48 28

B8G1011 69,71 1N-11,0 11
B8G1012 69,71 1N-12,0 12
B8G1013 69,71 1N-13,0 13
B8G1014 69,71 1N-14,0 14
B8G1015 69,71 1N-15,0 15
B8G1016 73,57 1N-16,0 16
B8G1017 76,78 1N-17,0 17
B8G1018 79,54 1N-18,0 18
B8G1019 88,46 1N-19,0 19
B8G1020 88,46 1N-20,0 20
B8G1021 90,12 1N-21,0 21
B8G1022 93,10 1N-22,0 22

Cod. Tec. GR29
Euro Descrizione

D
mm

d
mm

d1
mm

L
mm

L1
mm

B8G1023 104,46 1N-23,0 23

6 14 48 28

B8G1024 104,46 1N-24,0 24
B8G1025 104,46 1N-25,0 25
B8G1026 111,64 1N-26,0 26
B8G1027 113,84 1N-27,0 27
B8G1028 114,94 1N-28,0 28
B8G1029 115,83 1N-29,0 29
B8G1030 150,92 1N-30,0 30
B8G1031 157,64 1N-31,0 31
B8G1032 166,24 1N-32,0 32
B8G1033 169,44 1N-33,0 33
B8G1034 178,26 1N-34,0 34
B8G1035 184,56 1N-35,0 35

&on frese a lamare +66 sarà possibile l
utilizzo di punte e guide sia rotanti cKe fisse.

ART. B8G10
FRESE A LAMARE MODULARI GRANDEZZA 1

Con frese a lamare HM sarà possibile il solo utilizzo di guide rotanti.

Cod. Tec. GR29
Euro Descrizione

D
mm

d
mm

d1
mm

d2 min
mm

L
mm

L1
mm

B8G1521 203,64 1H-21,0 21

6 14 8 48 28

B8G1522 219,08 1H-22,0 22
B8G1523 211,03 1H-23,0 23
B8G1524 216,22 1H-24,0 24
B8G1525 216,22 1H-25,0 25
B8G1526 217,53 1H-26,0 26
B8G1528 221,29 1H-28,0 28
B8G1530 237,28 1H-30,0 30
B8G1532 262,88 1H-32,0 32

Cod. Tec. GR29
Euro Descrizione

D
mm

d
mm

d1
mm

d2 min
mm

L
mm

L1
mm

B8G1512 188,75 1H-12,0 12

6 14 8 48 28

B8G1513 (188,75) 1H-13,0 13
B8G1514 188,75 1H-14,0 14
B8G1515 188,75 1H-15,0 15
B8G1516 (195,80) 1H-16,0 16
B8G1517 195,80 1H-17,0 17
B8G1518 197,35 1H-18,0 18
B8G1519 197,35 1H-19,0 19
B8G1520 203,64 1H-20,0 20

FRESE A LAMARE HM

Con frese a lamare ad inserto sarà possibile il solo utilizzo di guide rotanti.
Per allargatura fori, guida Ø min 11mm. Per lamatura, guida Ø min 6mm. Per utilizzo con mandrini MK, il codolo non dovrà essere inferiore a CM2.

Cod. Tec. GR29
Euro Descrizione

D
mm

d
mm

d1
mm

d2 min
mm

L
mm

L1
mm

Inserto

B8G2030 544,95 1:HV-30,0 30
6 14 7,6 48 28 TPMT10...B8G2032 544,95 1:HV-32,0 32

Cod. Tec. GR29
Euro Descrizione

D
mm

d
mm

d1
mm

d2 min
mm

L
mm

L1
mm

Inserto

B8G2020 474,71 1:HV-20,0 20
6 14 7,6 48 28 TPMT07...B8G2022 474,71 1:HV-22,0 22

B8G2025 (479,01) 1:HV-25,0 25

FRESE A LAMARE AD INSERTO

B.115Indivisible package  Suggested retail package - Unit price

02'8/$5 63,1'/(6

Tech. Code Description Coupling
D

mm
d

mm
d1
mm

L
mm

L1
mm

1A-MK1 CM1

24 14
-

123
62

1A-MK2 CM2 137
1A-MK3 CM3 160 66
1A-W20 Weldon 20 110 55

Tech. Code Description Coupling
D

mm
d

mm
d1
mm

L
mm

L1
mm

1NS-W20 Weldon
24 14

20 86 32
1A-10

Cylindrical
10 110

55
1A-12 12 120

ITEM: B8G00
SIZE 1 MODULAR TOOL HOLDER

HSS SPOT-FACING END MILLS

Tech. Code Description
D

mm
d

mm
d1
mm

L
mm

L1
mm

1N-10,0 10

6 14 48 28

1N-11,0 11
1N-12,0 12
1N-13,0 13
1N-14,0 14
1N-15,0 15
1N-16,0 16
1N-17,0 17
1N-18,0 18
1N-19,0 19
1N-20,0 20
1N-21,0 21
1N-22,0 22

Tech. Code Description
D

mm
d

mm
d1
mm

L
mm

L1
mm

1N-23,0 23

6 14 48 28

1N-24,0 24
1N-25,0 25
1N-26,0 26
1N-27,0 27
1N-28,0 28
1N-29,0 29
1N-30,0 30
1N-31,0 31
1N-32,0 32
1N-33,0 33
1N-34,0 34
1N-35,0 35

H66 sSot-facing end Pills allow for both rotating and ¿xed insert drills and Silots

ITEM: B8G10
SIZE 1 MODULAR SPOT-FACING END MILLS

HM spot-facing mills only allow for rotating pilots

Tech. Code Description
D

mm
d

mm
d1
mm

d2 min
mm

L
mm

L1
mm

1H-21,0 21

6 14 8 48 28

1H-22,0 22
1H-23,0 23
1H-24,0 24
1H-25,0 25
1H-26,0 26
1H-28,0 28
1H-30,0 30
1H-32,0 32

Tech. Code Description
D

mm
d

mm
d1
mm

d2 min
mm

L
mm

L1
mm

1H-12,0 12

6 14 8 48 28

1H-13,0 13
1H-14,0 14
1H-15,0 15
1H-16,0 16
1H-17,0 17
1H-18,0 18
1H-19,0 19
1H-20,0 20

HM SPOT-FACING END MILLS

Insert spot-facing end mills only allow for rotating pilots
:idening of an existing hole� guide � Pin ��PP )or sSot facing� guide � Pin �PP :hen an 0. sSindle is used� the shanN should not be less than C0�

Tech. Code Description
D

mm
d

mm
d1
mm

d2 min
mm

L
mm

L1
mm

Insert

1WH9-30,0 30
6 14 7,6 48 28 TPMT10...

1WH9-32,0 32

Tech. Code Description
D

mm
d

mm
d1
mm

d2 min
mm

L
mm

L1
mm

Insert

1WH9-20,0 20
6 14 7,6 48 28 TPMT07...1WH9-22,0 22

1WH9-25,0 25

,16(57 6327-)$C,1* (1' 0,//6



B

B.116 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

FRESE A SVASARE HSS 90°

Cod. Tec. GR29
Euro Descrizione

D
mm

d
mm

d1
mm

d2 min
mm

L
mm

L1
mm

B8G2516 (90,02) 1T9-16,0 16
6 14 6,6 48 28B8G2518 95,97 1T9-18,0 18

B8G2520 97,84 1T9-20,0 20

Cod. Tec. GR29
Euro Descrizione

D
mm

d
mm

d1
mm

d2 min
mm

L
mm

L1
mm

B8G2525 101,82 1T9-25,0 25
6 14 6,6 48 28B8G2530 121,13 1T9-30,0 30

&on frese a svasare +66 sarà possibile l
utilizzo di punte e guide sia rotanti cKe fisse.

ART. B8G25
FRESE A SVASARE MODULARI GRANDEZZA 1

&on frese a svasare +66 sarà possibile l
utilizzo di punte e guide sia rotanti cKe fisse.

Cod. Tec. GR29
Euro Descrizione

D
mm

d
mm

d1
mm

d2 min
mm

L
mm

L1
mm

B8G3025 104,91 1T6-25,0
25 6 14 6,6 48 28B8G3030 121,13 1T6-30,0

Cod. Tec. GR29
Euro Descrizione

D
mm

d
mm

d1
mm

d2 min
mm

L
mm

L1
mm

B8G3016 (94,87) 1T6-16,0 16
6 14 6,6 48 28B8G3018 (100,28) 1T6-18,0 18

B8G3020 101,82 1T6-20,0 20

FRESE A SVASARE HSS 60°

Con frese a svasare HM sarà possibile il solo utilizzo di guide rotanti.

Cod. Tec. GR29
Euro Descrizione

D
mm

d
mm

d1
mm

d2 min
mm

L
mm

L1
mm

B8G3230 268,51 1TH9-30,0 30 6 14 10 48 28

Cod. Tec. GR29
Euro Descrizione

D
mm

d
mm

d1
mm

d2 min
mm

L
mm

L1
mm

B8G3220 260,44 1TH9-20,0 20 6 14 10 48 28

FRESE A SVASARE HM 90°

INSERTI DI LAMATURA

NK HSM

Le velocità in grassetto, indicano inserti per lavorazioni generiche.

P

Descrizione 4ualità Cod. Tec. GR29
Euro

Avanz.
mm�giro

<500
N�mmð

<850
N�mmð

<1200
N�mmð

<600
N�mmð

<850
N�mmð

<240
HB

<300
HB

Alu HTA
<60
HRC

T.
M

ED
IO

U
N

IV
ER

SA
LE TPMT 07U

P30

B8T01TP07015 20,85
0,05
0,15
0,25

ʼ ʼ ʼ ʥ ʥ ʼ ʼ ʼ ʥ ʥ

TPMT 10U B8T01TP10015 19,09 ʼ ʼ ʼ ʥ ʥ ʼ ʼ ʼ ʥ ʥ

CONDIZIONI DI TAGLIO CONSIGLIATE

Materiale Durezza
Brinnell HB

Gradi
Consigliati

Velocità di taglio
Vc �mt�min�

Avanzamento tagliente
fz/mm

Acciai a basso tenore di carbonio �C15, ecc.�

~ 180 P30 150 - 250 0.08 - 0.25

~ 180 P30 150 - 250 0.08 - 0.25

~ 180 P30 150 - 250 0.08 - 0.25

Ghise �GG25, GG30, GGG40, ecc.� 150 ~ 250 4L15 160 0,08 - 0,15 - 0,30

Leghe non ferrose �Si �13�� - HT15 300 - 400 0,05 - 0,10

B.116 Indivisible package   Suggested retail package - Unit price

H66 ��� C2817(56,1.,1* 0,//,1* C877(56

Tech. Code Description
D

mm
d

mm
d1
mm

d2 min
mm

L
mm

L1
mm

1T9-16,0 16
6 14 6,6 48 281T9-18,0 18

1T9-20,0 20

Tech. Code Description
D

mm
d

mm
d1
mm

d2 min
mm

L
mm

L1
mm

1T9-25,0 25
6 14 6,6 48 28

1T9-30,0 30

H66 countersinNing Pilling cutter allow for both rotating and ¿xed tiSs�Silots and guides�drills

ITEM: B8G25
SIZE 1 HSS MODULAR COUNTERSINKING MILLING CUTTERS

H66 countersinNing Pilling cutter allow for both rotating and ¿xed tiSs�Silots and guides�drills

Tech. Code Description
D

mm
d

mm
d1
mm

d2 min
mm

L
mm

L1
mm

1T6-25,0
25 6 14 6,6 48 28

1T6-30,0

Tech. Code Description
D

mm
d

mm
d1
mm

d2 min
mm

L
mm

L1
mm

1T6-16,0 16
6 14 6,6 48 281T6-18,0 18

1T6-20,0 20

H66 ��� C2817(56,1.,1* 0,//,1* C877(56

H0 countersinNing Pilling cutters only allow for rotating guides�drills

Tech. Code Description
D

mm
d

mm
d1
mm

d2 min
mm

L
mm

L1
mm

1TH9-30,0 30 6 14 10 48 28

Tech. Code Description
D

mm
d

mm
d1
mm

d2 min
mm

L
mm

L1
mm

1TH9-20,0 20 6 14 10 48 28

H0 ��� C2817(56,1.,1* 0,//,1* C877(56

COUNTERBORING INSERTS

NK HSM

Conditions in bold indicate inserts for general machining.

P

Description Grade Tech. Code Feed
mm�rev

<500
N�mmð

<850
N�mmð

<1200
N�mmð

<600
N�mmð

<850
N�mmð

<240
HB

<300
HB

Alu HTA
<60
HRC

M
ED

.C
U

T.

U
N

I9
ER

SA
L TPMT 07U

P30
0,05
0,15
0,25

ʼ ʼ ʼ ʥ ʥ ʼ ʼ ʼ ʥ ʥ

TPMT 10U ʼ ʼ ʼ ʥ ʥ ʼ ʼ ʼ ʥ ʥ

RECOMMENDED CUTTING DATA

Material Hardness
Brinnel HB

Degrees
Recommended

Cutting speed
Vc (m/min.)

Feed
fz/mm

LoZ carbon content steel �C15, etc.�

~ 180 P30 150 - 250 0.08 - 0.25

~ 180 P30 150 - 250 0.08 - 0.25

~ 180 P30 150 - 250 0.08 - 0.25

Cast iron �GG25, GG30, GGG40 etc.� 150 ~ 250 4L15 160 0.08 - 0.15 - 0.30

Non Ierrous alloys �Si � 13�� - HT15 300 - 400 0.05 - 0.10



B

B.117 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

PUNTE HSS CORTE

Cod. Tec. GR29
Euro Descrizione

D
mm

d
mm

L
mm

L1
mm

B8G3506,5 49,19 1B-06,5 6,5

6,0 95,0 25,0
B8G3506,8 49,19 1B-06,8 6,8
B8G3507 49,19 1B-07,0 7,0
B8G3508 52,62 1B-08,0 8,0

B8G3508,5 52,62 1B-08,5 8,5

Cod. Tec. GR29
Euro Descrizione

D
mm

d
mm

L
mm

L1
mm

B8G3509 52,62 1B-09,0 9,0

6,0 95,0 25,0
B8G3510 60,12 1B-10,0 10,0
B8G3511 60,12 1B-11,0 11,0
B8G3512 71,26 1B-12,0 12,0

Per utilizzo con punte, assicurarsi che la punta sia uscita dal foro prima che il secondo utensile attacchi il materiale da lavorare.

ART. B8G35
PUNTE E GUIDE MODULARI GRANDEZZA 1

Per utilizzo con punte, assicurarsi che la punta sia uscita dal foro prima che il secondo utensile attacchi il materiale da lavorare.

Cod. Tec. GR29
Euro Descrizione

D
mm

d
mm

L
mm

L1
mm

B8G4009 57,58 1LB-09,0 9,0

6,0 110,0 40,0
B8G4010 (67,50) 1LB-10,0 10
B8G4011 (67,50) 1LB-11,0 11,0
B8G4012 80,98 1LB-12,0 12,0

Cod. Tec. GR29
Euro Descrizione

D
mm

d
mm

L
mm

L1
mm

B8G4006,5 (54,72) 1LB-06,5 6,5

6,0 110,0 40,0
B8G4006,8 54,72 1LBB-06,8 6,8
B8G4007 (54,72) 1LB-07,0 7,0
B8G4008 (57,58) 1LB-0,8,0 8,0

B8G4008,5 57,58 1LB-08,5 8,5

PUNTE HSS LUNGHE

Per utilizzo con guide� assicurarsi cKe il sistema sia lubrificato con olio intero o emulsione.

Cod. Tec. GR29
Euro Descrizione

D
mm

d
mm

L
mm

L1
mm

B8G4514 29,13 1F-14,0 14,0

6,0 80,0 14,0

B8G4515 29,13 1F-15,0 15,0
B8G4516 29,13 1F-16,0 16,0
B8G4517 30,00 1F-17,0 17,0
B8G4518 30,00 1F-18,0 18,0
B8G4519 37,17 1F-19,0 19,0
B8G4520 37,17 1F-20,0 20,0

Cod. Tec. GR29
Euro Descrizione

D
mm

d
mm

L
mm

L1
mm

B8G4508 23,72 1F-08,0 8,0

6,0 80,0 14,0

B8G4508,5 23,72 1F-08,5 8,5
B8G4509 23,72 1F-09,0 9,0
B8G4510 23,72 1F-10,0 10,0

B8G4510,5 25,37 1F-10,5 10,5
B8G4511 25,37 1F-11,0 11,0
B8G4512 25,37 1F-12,0 12,0
B8G4513 28,90 1F-13,0 13,0

GUIDE A TESTA FISSA

Per utilizzo con guide� assicurarsi cKe il sistema sia lubrificato con olio intero o emulsione.

Cod. Tec. GR29
Euro Descrizione

D
mm

d
mm

L
mm

L1
mm

B8G5014 44,24 1R-14,0 14,0

6,0 80,0 14,0

B8G5015 46,22 1R-15,0 15,0
B8G5016 46,88 1R-16,0 16,0
B8G5017 48,43 1R-17,0 17,0
B8G5018 50,53 1R-18,0 18,0
B8G5019 51,95 1R-19,0 19,0
B8G5020 (52,40) 1R-20,0 20,0

Cod. Tec. GR29
Euro Descrizione

D
mm

d
mm

L
mm

L1
mm

B8G5008 39,05 1R-08,0 8,0

6,0 80,0 14,0

B8G5008,5 39,38 1R-08,5 8,5
B8G5009 39,38 1R-09,0 9,0
B8G5010 40,27 1R-10,0 10,0

B8G5010,5 42,03 1R-10,5 10,5
B8G5011 43,24 1R-11,0 11,0
B8G5012 44,24 1R-12,0 12,0
B8G5013 44,24 1R-13,0 13,0

GUIDE A TESTA ROTANTE

Cod. Tec. GR29
Euro Versione Descrizione Denominazione

BRICA190 10,37 SSK-20�8190.9120 1:HV-20 1:HV-25 1KV-26

BRICA191 8,94 SSK-22�8191.9122 1:HV-30 1:HV-32 1KV-30

PARTI DI RICAMBIO PER FRESE AD INSERTO

B.117Indivisible package  Suggested retail package - Unit price

H66 6H257 ,16(57 '5,//6

Tech. Code Description
D

mm
d

mm
L

mm
L1
mm

1B-06,5 6,5

6,0 95,0 25,0
1B-06,8 6,8
1B-07,0 7,0
1B-08,0 8,0
1B-08,5 8,5

Tech. Code Description
D

mm
d

mm
L

mm
L1
mm

1B-09,0 9,0

6,0 95,0 25,0
1B-10,0 10,0
1B-11,0 11,0
1B-12,0 12,0

$s for tiSs�Silots� be sure the hole is clear before starting any oSerations with the following tools reTuired�

ITEM: B8G35
SIZE 1 MODULAR INSERT DRILLS AND PILOTS

$s for insert drills� be sure the insert drill has coPSletely coPe out before starting any oSerations with the following tools reTuired�

Tech. Code Description
D

mm
d

mm
L

mm
L1
mm

1LB-09,0 9,0

6,0 110,0 40,0
1LB-10,0 10
1LB-11,0 11,0
1LB-12,0 12,0

Tech. Code Description
D

mm
d

mm
L

mm
L1
mm

1LB-06,5 6,5

6,0 110,0 40,0
1LBB-06,8 6,8
1LB-07,0 7,0
1LB-0,8,0 8,0
1LB-08,5 8,5

H66 /21* ,16(57 '5,//6

As for use with drills, be sure to properly lubricate with either neat oil or emulsion.

Tech. Code Description
D

mm
d

mm
L

mm
L1
mm

1F-14,0 14,0

6,0 80,0 14,0

1F-15,0 15,0
1F-16,0 16,0
1F-17,0 17,0
1F-18,0 18,0
1F-19,0 19,0
1F-20,0 20,0

Tech. Code Description
D

mm
d

mm
L

mm
L1
mm

1F-08,0 8,0

6,0 80,0 14,0

1F-08,5 8,5
1F-09,0 9,0
1F-10,0 10,0
1F-10,5 10,5
1F-11,0 11,0
1F-12,0 12,0
1F-13,0 13,0

),;(' �25 62/,'� 3,/276

As for use with drills, be sure to properly lubricate with either neat oil or emulsion.

Tech. Code Description
D

mm
d

mm
L

mm
L1
mm

1R-14,0 14,0

6,0 80,0 14,0

1R-15,0 15,0
1R-16,0 16,0
1R-17,0 17,0
1R-18,0 18,0
1R-19,0 19,0
1R-20,0 20,0

Tech. Code Description
D

mm
d

mm
L

mm
L1
mm

1R-08,0 8,0

6,0 80,0 14,0

1R-08,5 8,5
1R-09,0 9,0
1R-10,0 10,0
1R-10,5 10,5
1R-11,0 11,0
1R-12,0 12,0
1R-13,0 13,0

527$7,1* 3,/276

Tech. Code 9ersion Description Denomination

SSK-20�8190.9120 1WH9-20 1WH9-25 1K9-26

SSK-22�8191.9122 1WH9-30 1WH9-32 1K9-30

SPARE PARTS
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B.120 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

B9B90 Cod. Tec. GR28
Euro Denominazione Attacco

D
mm

D1
mm

A min
mm

A max
mm

L
mm

L1
mm

KI
T

B9B90M30 (1408,00) 528.000.030 S<STEM 55

55 16 9,75 30,1

45 75
B9B90H30 (1638,00) 528.063.030 HSK-A 63 95 70
B9B90S30 (1638,00) 528.415.030 SK40 A/D

90 80B9B90B30 (1638,00) 528.412.030 BT40 A/D

KIT DI FINITURA D9,75 - 30,10

Regolazione fine
2,7 mm

ø A min.
ø A max.

KIT MICROMETRICI DI ALESATURA D9,75 - D88,10

B9B80 Cod. Tec. GR28
Euro Denominazione Attacco

D
mm

D1
mm

A min
mm

A1 max
mm

L
mm

L1
mm

L2
mm

KI
T

B9B80M164 2335,00 530.000.164 S<STEM 55

63 16 9,75 164

66 96,0 95
B9B80H164 (2412,00) 530.063.164 HSK-A 63 96 72,5 125
B9B80S164 2412,00 530.415.164 SK40 A/D

91 81,0 120B9B80B164 (2412,00) 530.412.164 BT40 A/D

KIT DI FINUTURA D9,75 - 164

Regolazione fine
2,7 mm

ø A min.

ø A1 max.

KIT MICROMETRICI DI ALESATURA D9,75 - D164

B9B85 Cod. Tec. GR28
Euro Demoninazione Attacco

D
mm

D1
mm

A min
mm

A max
mm

L
mm

L1
mm

KI
T

B9B85M88 (1915,00) 527.000.088 S<STEM 55

55 16 9,75 88,1

45 75
B9B85H88 (2213,00) 527.063.088 HSK-A 63 95 70
B9B85S88 (2213,00) 527.415.088 SK40 A/D

90 80B9B85B88 (2213,00) 527.412.088 BT40 A/D

KIT DI FINITURA D9.75 - 88.10

Campo
diametrale

Testa
micrometrica di

alesatura

Portainserto di
barenatura

Portainserto di
barenatura

Portainserto di
barenatura

Portainserto di
barenatura

Gambo porta
seggio

Gambo porta
seggio

Ponte in
alluminio

Seggio
portainserto

Seggio
portainserto

KI
T

9,75 - 30,10 B9B505502 B9B551006 B9B551506 B9B552006 B9B552506 - - - - -
9,75 - 88,10 B9B505502 B9B551006 B9B551506 B9B552006 B9B552506 B9B601601 B9B601602 - B9B650106 B9B650206

9,75 - 164,00 B9B455501 B9B551006 B9B551506 B9B552006 B9B552506 B9B601601 B9B601602 B9B70164 B9B650106 B9B650206

COMPOSIZIONE KIT

Kit forniti completi in box plastica nera, chiavi esagonali e torx di manovra.

B.120 Indivisible package   Suggested retail package - Unit price

B9B90 Tech. Code Denomination Coupling
D

mm
D1
mm

A min
mm

A max
mm

L
mm

L1
mm

KI
T

528.000.030 S<STEM 55

55 16 9,75 30,1

45 75
528.063.030 HSK-A 63 95 70
528.415.030 SK40 A�D

90 80
528.412.030 BT40 A/D

FINISHING KIT D9.75 - 30.10

Precise regulation
2.7 mm

ø A min.
ø A max.

HIGH-PRECISION BORING TOOL KIT D9,75 - D88,10

B9B80 Tech. Code Denomination Coupling
D

mm
D1
mm

A min
mm

A1 max
mm

L
mm

L1
mm

L2
mm

KI
T

530.000.164 S<STEM 55

63 16 9,75 164

66 96,0 95
530.063.164 HSK-A 63 96 72,5 125
530.415.164 SK40 A�D

91 81,0 120
530.412.164 BT40 A/D

FINISHING KIT D9.75 - 164

Precise regulation
2.7 mm

ø A min.

ø A1 max.

HIGH-PRECISION BORING TOOL KIT D9,75 - D164

B9B85 Tech. Code Denomination Coupling
D

mm
D1
mm

A min
mm

A max
mm

L
mm

L1
mm

KI
T

527.000.088 S<STEM 55

55 16 9,75 88,1

45 75
527.063.088 HSK-A 63 95 70
527.415.088 SK40 A�D

90 80
527.412.088 BT40 A/D

FINISHING KIT D9.75 - 88.10

Coupling
Countersinking

micrometer head
Boring insert

holder
Boring insert

holder
Boring insert

holder
Boring insert

holder
AdMustable
boring bars

AdMustable
boring bars

Alluminum
bridge

Insert holder Insert holder

KI
T

9,75 - 30,10

9,75 - 88,10

9,75 - 164,00

KIT COMPOSITION

.it suSSlied in blacN Slastic box� hex and torx Neys�



B

B.121 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

B9B15 Cod. Tec. GR28
Euro Descrizione SK A/D

S\stem
D mm

L
mm

A
mm

Grano di serraggio

SK

B9B150420 (279,90) 102.415.201

40

20 15 34,1 800.000.200
B9B150425 (279,90) 102.415.251 25

25 44,1
800.000.250

B9B150432 (279,90) 102.415.321 32 800.000.320
B9B150442 (279,90) 102.415.421 42 30 49,1 800.000.420
B9B150455 240,70 102.415.551

55
40 59,1

800.000.550B9B150455L 342,50 102.415.552 100 119,1

MANDRINI SK

MANDRINI MODULARI SK DIN 69871 A/D E MAS403 BT

B9B20 Cod. Tec. GR28
Euro Descrizione BT A/D

S\stem
D mm

L
mm

A
mm

Grano di serraggio

BT

B9B200420 (279,90) 102.412.201

40

20 15 42 800.000.200
B9B200425 (279,90) 102.412.251 25

25 52
800.000.250

B9B200432 (279,90) 102.412.321 32 800.000.320
B9B200442 (286,70) 102.412.421 42 30 57 800.000.420
B9B200455 240,70 102.412.551

55
40 67

800.000.550B9B200455L (342,50) 102.412.552 100 127

MANDRINI BT

B9B05 Cod. Tec. GR28
Euro Descrizione PSC

S\stem
D mm

L
mm

A
mm

Grano di serraggio

PS
C

B9B050620 (353,20) 102.163.201

63

20

28 50

800.000.200
B9B050625 (353,20) 102.163.251 25 800.000.250
B9B050632 (353,20) 102.163.321 32 800.000.320
B9B050642 (353,20) 102.163.421 42 800.000.420
B9B050655 353,20 102.163.551 55 38 60 800.000.550

MANDRINI PSC

PSC

A

L

D

MANDRINI MODULARI PSC ISO 26623-1 E HSK A DIN 69893
ART. B9B05

B9B10 Cod. Tec. GR28
Euro Descrizione HSK-A

S\stem
D mm

L
mm

A
mm

Grano di serraggio

H
SK

B9B100620 (353,20) 102.063.201

63

20

24 50

800.000.200
B9B100625 (353,20) 102.063.251 25 800.000.250
B9B100632 (353,20) 102.063.321 32 800.000.320
B9B100642 (353,20) 102.063.421 42 800.000.420
B9B100655 326,80 102.063.551 55 40 66 800.000.550

MANDRINI HSK A

B.121Indivisible package  Suggested retail package - Unit price

B9B15 Tech. Code Description SK A�D
System
D mm

L
mm

A
mm

Grub screZ

SK

102.415.201

40

20 15 34,1 800.000.200
102.415.251 25

25 44,1
800.000.250

102.415.321 32 800.000.320
102.415.421 42 30 49,1 800.000.420
102.415.551

55
40 59,1

800.000.550
102.415.552 100 119,1

SK SHANKS

DIN 69871 A/D AND MAS403 BT MODULAR MASTER SHANKS

B9B20 Tech. Code Description BT A/D
System
D mm

L
mm

A
mm

Grub screZ

BT

102.412.201

40

20 15 42 800.000.200
102.412.251 25

25 52
800.000.250

102.412.321 32 800.000.320
102.412.421 42 30 57 800.000.420
102.412.551

55
40 67

800.000.550
102.412.552 100 127

BT SHANKS

B9B05 Tech. Code Description PSC
System
D mm

L
mm

A
mm

Grub screZ

H
O

LD
ER

S

102.163.201

63

20

28 50

800.000.200
102.163.251 25 800.000.250
102.163.321 32 800.000.320
102.163.421 42 800.000.420
102.163.551 55 38 60 800.000.550

SHANK

PSC ISO 26623-1 AND HSK A DIN 69893 MODULAR MASTER SHANKS
ITEM: B9B05

B9B10 Tech. Code Description HSK-A
System
D mm

L
mm

A
mm

Grub screZ

SP
IN

D
LE

102.063.201

63

20

24 50

800.000.200
102.063.251 25 800.000.250
102.063.321 32 800.000.320
102.063.421 42 800.000.420
102.063.551 55 40 66 800.000.550

SHANK



B

B.122 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

B9B25 Cod. Tec. GR28
Euro Descrizione

S\stem
D mm

S\stem
D1 mm

L1
mm

L
mm

Grano di serraggio

B9B252520 (176,10) 122.250.201 25
20 15 30 800.000.200B9B253220 (176,10) 122.320.201

32B9B253225 (176,10) 122.320.251
25

25
40 800.000.250B9B254225 (176,10) 122.420.251

42B9B254232 (176,10) 122.420.321
32

45
800.000.320B9B255532 208,10 122.550.321

55
50

B9B255542 (208,10) 122.550.421 42 30 55 800.000.420

RIDUZIONI

RIDUZIONI E PROLUNGHE MODULARI
ART. B9B25

B9B30 Cod. Tec. GR28
Euro Descrizione

S\stem
D mm

S\stem
D1 mm

L
mm

Grano di serraggio

B9B302025 (161,70) 132.200.001 20 20 25 800.000.200
B9B302530 (161,70) 132.250.001 25 25 30 800.000.250
B9B303240 170,00 132.320.001 32 32 40 800.000.320
B9B304250 185,40 132.420.001 42 42 50 800.000.420
B9B305570 203,90 132.550.001 55 55 70 800.000.550

PROLUNGHE

B9B35 Cod. Tec. GR28
Euro Denominazione Z

S\stem
D mm

A min.
mm

A max.
mm

L
mm

Portainserto Vite di serraggio Rondella

B9B352040 (276,00) 142.200.000

2

20 23,50 30,50 40 162.200.006 840.142.200 841.142.200
B9B352550 291,50 142.250.000 25 29,50 40,10 50 162.250.006 840.142.250 841.142.250
B9B353265 327,50 142.320.000 32 39,50 50,50 65 162.320.009 840.142.320 841.142.320
B9B354290 381,10 142.420.000 42 49,50 66,50 90 162.420.009 840.142.420 841.142.420
B9B3555115 (435,70) 142.550.000 55 65,50 87,50 115 162.550.112 840.142.550 841.142.550

TESTE DI SGROSSATURA

ø A min.-max. ø A min.-max.

TESTE DI ALESATURA SGROSSATRICI BITAGLIENTI D23,50 - D87,50

B9B40 Cod. Tec. GR28
Euro Denominazione Z

A min.
mm

A max.
mm

Testa modulare Inserto Vite inserto

B9B402006 310,00 162.200.006

2

23,50 30,50 142.200.000
CC..0602... 843.006.000B9B402506 323,40 162.250.006 29,50 40,10 142.250.000

B9B403209 347,10 162.320.009 39,50 50,50 142.320.000
CC...09T3... 843.009.000B9B404209 394,50 162.420.009 48,50 66,50 142.420.000

B9B405512 (515,00) 162.550.112 65,50 87,50 142.550.000 CC...1204... 843.012.000

PORTAINSERTI PER SGROSSATURA

B.122 Indivisible package   Suggested retail package - Unit price

B9B25 Tech. Code Description
System
D mm

System
D1 mm

L1
mm

L
mm

Grub screZ

122.250.201 25
20 15 30 800.000.200

122.320.201
32

122.320.251
25

25
40 800.000.250

122.420.251
42

122.420.321
32

45
800.000.320

122.550.321
55

50
122.550.421 42 30 55 800.000.420

5('8C7,21

MODULAR REDUCTION AND EXTENSION ADAPTERS
ITEM: B9B25

B9B30 Tech. Code Description
System
D mm

System
D1 mm

L
mm

Grub screZ

132.200.001 20 20 25 800.000.200
132.250.001 25 25 30 800.000.250
132.320.001 32 32 40 800.000.320
132.420.001 42 42 50 800.000.420
132.550.001 55 55 70 800.000.550

EXTENSIONS

B9B35 Tech. Code Denomination Z
System
D mm

A min.
mm

A max.
mm

L
mm

Insert holder Clamping screZ Washer

142.200.000

2

20 23,50 30,50 40 162.200.006 840.142.200 841.142.200
142.250.000 25 29,50 40,10 50 162.250.006 840.142.250 841.142.250
142.320.000 32 39,50 50,50 65 162.320.009 840.142.320 841.142.320
142.420.000 42 49,50 66,50 90 162.420.009 840.142.420 841.142.420
142.550.000 55 65,50 87,50 115 162.550.112 840.142.550 841.142.550

528*H,1* H($'6

ø A min.-max. ø A min.-max.

REAMING HEADS DOUBLE-FLUTE ROUGHING END MILLS - D23.50 - D87.50

B9B40 Tech. Code Denomination Z
A min.

mm
A max.

mm
Modular head Insert Insert screZ

162.200.006

2

23,50 30,50 142.200.000
CC..0602... 843.006.000

162.250.006 29,50 40,10 142.250.000
162.320.009 39,50 50,50 142.320.000

CC...09T3... 843.009.000
162.420.009 48,50 66,50 142.420.000
162.550.112 65,50 87,50 142.550.000 CC...1204... 843.012.000

528*H,1* ,16(57 H2/'(56



B

B.123 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

B9B70 Cod. Tec. GR28
Euro Denominazione

D
mm

A min.
mm

A max.
mm

Foro ref. Vite di serraggio

B9B700164 227,60 886.086.164 80 86 164
Con 883.261.016B9B700320 342,00 886.162.320 158 162 320

PONTI DI BARENATURA

ø A min.
ø A max.

PONTI DI BARENATURA IN ALLUMINIO E ACCESSORI - D86 - D320

B9B65 Cod. Tec. GR28
Euro Denominazione Z

A min.
mm

A max.
mm

Inserto Gambo Foro ref. Vite inserto

B9B650206 239,00 253.048.006
1 86 320

CC.. 06 02..
271.048.088 Con

843.006.000
B9B650109 248,20 253.048.009 CC.. 09 T3.. 843.009.000

SEGGI PORTAINSERTO

B9B50 Cod. Tec. GR28
Euro Denominazione Z

S\stem
D mm

D1
mm

A min.
mm

A max.
mm

L
mm

L1
mm

Vite di serraggio Vite di ¿ssaggio

B9B505502 982,00 262.550.045 1 55 16 3 88,10 45 75 881.262.420 882.262.420

TESTE MODULARI FINITRICI

Regolazione fine

2,7 mm

ø A min.-max.
ø A min.-max.

TESTE MICROMETRICHE DI ALESATURA MONOTAGLIENTI - D3 - D88,10

B9B45 Cod. Tec. GR28
Euro Denominazione Z

S\stem
D mm

D1
mm

A mm
min - max

A1 mm
min - max

L
mm

L1
mm

L2
mm

Vite di serraggio Vite di ¿ssaggio Vite ¿ss. seggio

B9B455501 1245,00 261.550.065 1 55 63 3 - 88,10 86 - 320 66 96 95 881.261.016 881.261.020 883.261.016

TESTE MODULARI FINITRICI

Regolazione fine
2,7 mm

ø A min.-max. ø A1 min.-max.

TESTE MICROMETRICHE DI ALESATURA MONOTAGLIENTI - D9,75 - D320

B9B75 Cod. Tec. GR28
Euro Denominazione Vite di serraggio

B9B7501 85,50 886.038.045 883.261.016

BILANCIATORE

B.123Indivisible package  Suggested retail package - Unit price

B9B70 Tech. Code Denomination
D

mm
A min.

mm
A max.

mm
Air hole Clamping screZ

886.086.164 80 86 164
With 883.261.016

886.162.320 158 162 320

%5,'*( %$56

ø A min.
ø A max.

EXTENSION BRIDGES AND ACCESSORIES - D86 - D320

B9B65 Tech. Code Denomination Z
A min.

mm
A max.

mm
Insert Shank Air hole Insert screZ

253.048.006
1 86 320

CC.. 06 02..
271.048.088 With

843.006.000
253.048.009 CC.. 09 T3.. 843.009.000

,16(57 H2/'(56

B9B50 Tech. Code Denomination Z
System
D mm

D1
mm

A min.
mm

A max.
mm

L
mm

L1
mm

Clamping screZ Fitting screZ

262.550.045 1 55 16 3 88,10 45 75 881.262.420 882.262.420

FINISHING HEADS

Precise regulation

2.7 mm

ø A min.-max.
ø A min.-max.

HIGH PRECISION BORING HEADS - D3 - D8,10

B9B45 Tech. Code Denomination Z
System
D mm

D1
mm

A mm
min - max

A1 mm
min - max

L
mm

L1
mm

L2
mm

Clamping screZ Fitting screZ Fitting screZ seat

261.550.065 1 55 63 3 - 88,10 86 - 320 66 96 95 881.261.016 881.261.020 883.261.016

FINISHING HEADS

Precise regulation
2.7 mm

ø A min.-max. ø A1 min.-max.

HIGH PRECISION BORING HEADS - D9,75 - D320

B9B75 Tech. Code Denomination Clamping screZ

886.038.045 883.261.016

%$/$1C(5



B

B.124 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

B9B55 Cod. Tec. GR28
Euro Denominazione Z

D
mm

A min
mm

A max
mm

L
mm

L1
mm

Inserto Foro ref. Vite inserto

BA
R

EN
I

B9B551006 178,20 272.010.006

1 16

9,75 15,10 30 75

CC .. 06 02 ..

Con

843.007.000B9B551206 (178,20) 272.012.006 11,75 17,10 37 80
B9B551406 178,20 272.014.006 13,75 19,10 43 85

843.006.000
B9B551506 (178,20) 272.015.006 14,75 20,10 51 90
B9B551606 (178,20) 272.016.006 15,75 21,10 57 95
B9B551806 (178,20) 272.018.006 17,75 23,10 67 100
B9B552006 (203,90) 272.020.006

19,75 25,10 72 105B9B552009 203,90 272.020.009
CC .. 09 T3 .. 843.009.000B9B552209 (203,90) 272.022.009 21,75 27,10 77 110

B9B552506 (203,90) 272.025.006
24,75 30,10

82 115

CC .. 06 02 843.006.000
B9B552509 203,90 272.025.009

CC .. 09 T3 .. 843.009.000B9B552809 (213,20) 272.028.009 27,75 33,10
B9B553009 213,20 272.030.006 29,75 35,10 CC .. 06 02 .. 843.006.000
B9B553209 (213,20) 272.032.009 31,75 37,10 CC .. 09 T3 .. 843.009.000
B9B553506 (213,20) 272.035.006

34,75 40,10
CC .. 06 02 .. 843.006.000

B9B553509 213,20 272.035.009

CC .. 09 T3 .. 843.009.000
B9B553909 (229,70) 272.039.009 38,75 44,10
B9B554309 240,00 272.043.009 42,75 48,10
B9B554809 (267,80) 272.048.009 47,75 53,10

BARENI FINITORI

PORTAINSERTI DI BARENATURA FORATI - D9,75 - D53,10
ART. B9B55

B9B60 Cod. Tec. GR28
Euro Denominazione

D
mm

A min.
mm

A max.
mm

L
mm

L1
mm

Seggio Foro ref. Vite di serraggio

B9B601601 144,20 271.030.048
16,00

29,75 48,10
85,00 115,00

253.030.006
Con 883.261.016B9B601602 144,20 271.048.088 47,75 88,10 253.048....

GAMBO PORTA SEGGIO

ø
A

m
in.

ø
A

m
ax.

PORTAINSERTI DI BARENATURA FORATI - D29,75 - D88,10

B9B65 Cod. Tec. GR28
Euro Denominazione Z

A min.
mm

A max.
mm

Inserto Gambo Foro ref. Vite inserto

SE
G

G
I B9B650106 217,30 253.030.006

1
29,75 48,10 CC..06 02.. 271.030.048

Con
843.006.000B9B650206 239,00 253.048.006

47,75 88,10
CC.. 06 02..

271.048.088B9B650109 248,20 253.048.009 CC.. 09 T3.. 843.009.000

SEGGI PORTAINSERTO

B.124 Indivisible package   Suggested retail package - Unit price

B9B55 Tech. Code Denomination Z
D

mm
A min
mm

A max
mm

L
mm

L1
mm

Insert Air hole Insert screZ

BO
R

IN
G

BA
R

S

272.010.006

1 16

9,75 15,10 30 75

CC .. 06 02 ..

With

843.007.000
272.012.006 11,75 17,10 37 80
272.014.006 13,75 19,10 43 85

843.006.000
272.015.006 14,75 20,10 51 90
272.016.006 15,75 21,10 57 95
272.018.006 17,75 23,10 67 100
272.020.006

19,75 25,10 72 105
272.020.009

CC .. 09 T3 .. 843.009.000
272.022.009 21,75 27,10 77 110
272.025.006

24,75 30,10

82 115

CC .. 06 02 843.006.000
272.025.009

CC .. 09 T3 .. 843.009.000
272.028.009 27,75 33,10
272.030.006 29,75 35,10 CC .. 06 02 .. 843.006.000
272.032.009 31,75 37,10 CC .. 09 T3 .. 843.009.000
272.035.006

34,75 40,10
CC .. 06 02 .. 843.006.000

272.035.009

CC .. 09 T3 .. 843.009.000
272.039.009 38,75 44,10
272.043.009 42,75 48,10
272.048.009 47,75 53,10

),1( %25,1* %$56

BORING BARS - D,75 - D53,10
ITEM: B9B55

B9B60 Tech. Code Denomination
D

mm
A min.

mm
A max.

mm
L

mm
L1
mm

Holder Air hole Clamping screZ

271.030.048
16,00

29,75 48,10
85,00 115,00

253.030.006
With 883.261.016

271.048.088 47,75 88,10 253.048....

722/ H2/'(56

ø
A

m
in.

ø
A

m
ax.

BORING BARS - D29,75 - D88,10

B9B65 Tech. Code Denomination Z
A min.

mm
A max.

mm
Insert Shank Air hole Insert screZ

IN
S.

HO
L. 253.030.006

1
29,75 48,10 CC..06 02.. 271.030.048

With
843.006.000

253.048.006
47,75 88,10

CC.. 06 02..
271.048.088

253.048.009 CC.. 09 T3.. 843.009.000

,16(57 H2/'(56



B

B.125 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ART. B9P60

Cod. Tec. GR22
Euro

A
mm

d
mm

L
mm

l1
mm

B9P60E03 60,00 3

12 25

7
B9P60E04 60,00 4 9
B9P60E05 60,00 5 11
B9P60E06 61,00 6 13
B9P60E07 62,10 7 15
B9P60E08 62,10 8 17

Cod. Tec. GR22
Euro

A
mm

d
mm

L
mm

l1
mm

B9P60E09 62,10 9

12 25

19
B9P60E10 62,10 10

21
B9P60E11 66,40 11
B9P60E12 66,40 12
B9P60E13 67,50 13
B9P60E14 67,50 14

BROCCE PER CAVE ESAGONALI - ATTACCO 12

ART. B9P65

Cod. Tec. GR22
Euro

A
mm

d
mm

L
mm

l1
mm

B9P65E03 61,00 3

16 25

7
B9P65E04 61,00 4 9
B9P65E05 62,10 5 11
B9P65E06 62,10 6 13
B9P65E07 62,10 7 15
B9P65E08 64,30 8 17
B9P65E09 (64,30) 9 19
B9P65E10 64,30 10 21

Cod. Tec. GR22
Euro

A
mm

d
mm

L
mm

l1
mm

B9P65E11 (66,40) 11

16 25 21

B9P65E12 66,40 12
B9P65E13 67,50 13
B9P65E14 67,50 14
B9P65E17 72,80 17
B9P65E19 (72,80) 19
B9P65E22 (80,30) 22
B9P65E24 (80,30) 24

BROCCE PER CAVE ESAGONALI - ATTACCO 16

Cod. Tec. GR18
Euro

Attacco cilindrico
mm

Gambo broccia d
mm

Capacità cave esagonali
mm

Profondità di brocciatura
mm

A x D
mm

B
mm

B9P10G12C25 643,00 25 12 1 ÷ 14 20 max 78 x 58
25B9P10G16C32 768,00 32 16 1 ÷ 24 21 max 95 x 70

BROCCIATORI PER CAVE POLIGONALI E PROFILI ESTERNI
ART. B9P10

B.125Indivisible package  Suggested retail package - Unit price

ITEM: B9P60

Tech. Code A
mm

d
mm

L
mm

l1
mm

3

12 25

7
4 9
5 11
6 13
7 15
8 17

Tech. Code A
mm

d
mm

L
mm

l1
mm

9

12 25

19
10

21
11
12
13
14

BROACHES FOR HEXAGONAL HOLES - SHANK 12

ITEM: B9P65

Tech. Code A
mm

d
mm

L
mm

l1
mm

3

16 25

7
4 9
5 11
6 13
7 15
8 17
9 19
10 21

Tech. Code A
mm

d
mm

L
mm

l1
mm

11

16 25 21

12
13
14
17
19
22
24

BROACHES FOR HEXAGONAL HOLES - SHANK 16

Tech. Code Cylindrical shank
mm

Shank oI the broach
mm

Hexagonal slot capacity
mm

Broaching depth
mm

A x D
mm

B
mm

25 12 1 ÷ 14 20 max 78 x 58
25

32 16 1 ÷ 24 21 max 95 x 70

BROACHING HEADS FOR POLYGONAL HOLES AND SURFACE PROFILES
ITEM: B9P10





C

C.1

SISTEMI DI SERRAGGIO C
2 - 22
C0

Mandrini
DIN 69871

23 - 37
C1

Mandrini
MAS 403 BT

38 - 49
C2

Mandrini
HSK DIN 69893A

50 - 57
C3

Mandrini
DIN 2080, CM,

cilindrici ER

58 - 79
C4

Pinze e
accessori

per mandrini

80 - 96
C5

Portautensili rotanti
motorizzati,

portautensili
per tornio

97 - 120
C6
Mandrini per

tornio, morse
e contropunte,
piani magnetici

121 - 131
C7

Accessori
staffaggio
manuale

132 - 137
C8

Sistema di
staffaggio

Zero Point

C.1

CLAMPING SYSTEM

Toolholders
DIN 69871

Toolholders
MAS 403 BT

Toolholders
HSK DIN 69893A

ISO266Z3-1

Toolholders
DIN 2080, CM, ER

cylindrical

Collets
Toolholders accessories

Driven Toolholders
VDI Tool

Lathe chucks,
clamping and

live centres,
magnetic plates

Clamping elements

ZERO POINT
clamping system



C.2

C

SK - NORMA DIN 69871

d12 A-A

A-A

e1

e1

L5

L6 L7

d8 d6 d5

f1
a

f3

f2

d3 G

30° 20°

b

L5

L1

8°17'50"

L4

d

d1

a±0.1 b (H12) d d1 G d3
(H7) d5

±0.05 d6 d8 max f1
±0.1

SK 30 3.2 16.1 7 31.75 M12 13 59.30 50 45 11.1

SK 40 3.2 16.1 7 44.45 M16 17 72.30 63.55 50 11.1

SK 50 3.2 25.7 7 69.85 M24 25 107.25 97.50 80 11.1

f2 min. f3 -0.1 L1 -0.3 L4 min. L5 -0.3 L6 -0.4 L7 -0.4 e1
±0.1 d12

SK 30 35 19.1 47.80 24 15.0 16.4 19.0 21 4 0.002

SK 40 35 19.1 68.40 32 18.5 22.8 25.0 27 4 0.003

SK 50 35 19.1 101.75 47 30.0 35.5 37.7 42 6 0.004

SStteloelo

SStteloelo CConoono AT3AT3

Tipo BTipo B
RefrigeranteRefrigerante
attraversoattraverso
la flangiala flangia

Tipo ADBTipo ADB
Foro per il passaggioForo per il passaggio
del refrigerantedel refrigerante
o refrigeranteo refrigerante
attraversoattraverso
la flangiala flangia

Tipo ATipo A

Tipo ADTipo AD
Foro per il passaggioForo per il passaggio
del refrigerantedel refrigerante

DIN69871 Tipo A/AD/B/ADB

C.2

SK - STANDARD DIN 69871

Type B
Coolant Through
Flange

Type ADB
Coolant Hole or
Coolant through
Flange

Type A

Type AD
Coolant Hole

DIN69871 Type A/AD/B/ADB
Shank

Shank TaperTT AT3



C

C.3 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

A A 0,02 AT3 Taper 58-60 HRCAT3 Taper 58-60 HRC

N5

ART. C0016

MANDRINI PORTAPINZE ER DIN69871 SK FORMA AD+B

Cod. Tec. GR34
Euro SK ER

D
mm

D1
mm

L
mm

Ghiera

C0016416063 45,00

40

16 28
-

63

ER16
C0016416100 52,00 100
C0016416130 68,00 130
C0016416160 86,00 32 160
C0016425060 45,00

25 42
-

60

ER25
C0016425100 58,00 100
C0016425130 70,00 130
C0016425160 (86,00) 46 160
C0016432070 48,00

32 50

-

70

ER32
C0016432100 58,00 100
C0016432130 70,00 130
C0016432160 (88,00) 160
C0016440080 51,00

40 63

80

ER40
C0016440100 64,00 100
C0016440130 75,00 130
C0016440160 (94,00) 160

C0016525060 71,00

50

25 42

-

60
ER25C0016525100 (86,00) 100

C0016525160 (118,00) 160
C0016532070 74,00

32 50
70

ER32C0016532100 (102,00) 100
C0016532160 (118,00) 160
C0016540080 74,00

40 63
80

ER40C0016540100 (105,00) 100
C0016540160 (121,00) 160

Ghiera in dotazione. Pinze ER DIN 6499.

- GHIERE a Pag. C.68 - PINZE ER a Pag. C.59 - CHIAVI a Pag. C.74 - TIRANTI a Pag. C.71

C.3Indivisible package  Suggested retail package - Unit price

ITEM: C0016

ER COLLET CHUCKS DIN69871 SK AD+B

Tech. Code SK ER
D

mm
D1
mm

L
mm

Ring nut

40

16 28
-

63

ER16
100
130

32 160

25 42
-

60

ER25
100
130

46 160

32 50

-

70

ER32
100
130
160

40 63

80

ER40
100
130
160

50

25 42

-

60
ER25100

160

32 50
70

ER32100
160

40 63
80

ER40100
160

Nut included. Collets ER DIN 6499.

- NUTS page C.68 - COLLETS ER page C.59 - WRENCHES page C.74 - PULL STUDS page C.71



C

C.4 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

D

L

ART. C0013

MANDRINI PORTAPINZE ER DIN 69871 SK FORMA AD+B

Cod. Tec. GR33
Euro SK ER

D
mm

L
mm

Ghiera

C0013416070 76,20

40

16 32

70

ER16
C0013416100 97,90 100
C0013416130 129,80 130
C0013416160 133,90 160
C0013420070 76,20

20 35

70

ER20
C0013420100 97,90 100
C0013420130 129,80 130
C0013420160 133,90 160
C0013425070 76,20

25 42

70

ER25
C0013425100 97,90 100
C0013425130 129,80 130
C0013425160 133,90 160
C0013432070 71,10

32 50

70

ER32
C0013432100 97,90 100
C0013432130 129,80 130
C0013432160 133,90 160
C0013440070 80,30

40 63

70

ER40
C0013440100 107,10 100
C0013440130 149,40 130
C0013440160 153,50 160

Ghiera in dotazione. Pinze ER DIN 6499.
NB.: Mandrini con lunghezza superiore a mm 100 bilanciatura G 6.3 8.000 rpm.

- GHIERE a Pag. C.68 - PINZE ER a Pag. C.59 - CHIAVI a Pag. C.74 - TIRANTI a Pag. C.71

ART. C0014

MANDRINI PORTAPINZE ER DIN 69871 SK FORMA AD+B

Cod. Tec. GR33
Euro SK ER

D
mm

L
mm

Ghiera

C0014520100 184,40

50

20 35
100

ER20C0014520160 227,60 160
C0014525070 144,20

25 42
70

ER25C0014525160 209,10 160
C0014532070 137,00

32 50

70

ER32
C0014532100 157,60 100
C0014532130 197,80 130
C0014532160 209,10 160
C0014540080 144,20

40 63
80

ER40C0014540160 227,60 160

Ghiera in dotazione. Pinze ER DIN 6499.
NB.: mandrini con lunghezza superiore a mm 100 bilanciatura G 6.3 8.000 rpm

- GHIERE a Pag. C.68 - PINZE ER a Pag. C.59 - CHIAVI a Pag. C.74 - TIRANTI a Pag. C.71

C.4 Indivisible package   Suggested retail package - Unit price

ITEM: C0013

ER COLLET CHUCKS DIN 69871 SK AD+B

Tech. Code SK ER
D

mm
L

mm
Ring nut

40

16 32

70

ER16
100
130
160

20 35

70

ER20
100
130
160

25 42

70

ER25
100
130
160

32 50

70

ER32
100
130
160

40 63

70

ER40
100
130
160

Nut included. Collets ER DIN 6499.
NB.: Chucks with length exceeding 100 mm balancing G 6.3 8.000 rpm.

- NUTS page C.68 - COLLETS ER page C.59 - WRENCHES page C.74 - PULL STUDS page C.71

ITEM: C0014

ER COLLET CHUCKS DIN 69871 SK AD+B

Tech. Code SK ER
D

mm
L

mm
Ring nut

50

20 35
100

ER20
160

25 42
70

ER25
160

32 50

70

ER32
100
130
160

40 63
80

ER40
160

Nut included. Collets ER DIN 6499.
NB.: Chucks with length over mm 100 balanced G 6.3 8.000 rpm

- NUTS page C.68 - COLLETS ER page C.59 - WRENCHES page C.74 - PULL STUDS page C.71



C

C.5 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ART. C0010

MANDRINI PORTAPINZE ER DIN 69871 SK FORMA AD+B

Cod. Tec. GR33
Euro SK ER

D
mm

L
mm

Ghiera

C001043270 48,00 40 32 50 70 ER32

Ghiera in dotazione. Pinze ER DIN 6499.
NB.: Mandrini con lunghezza superiore a mm 100 bilanciatura G 6.3 8.000 rpm.

ART. C0015

MANDRINI PORTAPINZE ER MINI DIN 69871 SK FORMA AD+B

Cod. Tec. GR33
Euro SK ER

D
mm

L
mm

L1
mm

Ghiera
mm

C0015411100 137,00

40

11 Mini 16
100

19,1

ER11C0015411130 164,80 130
C0015416100 137,00

16 Mini 22
100

ER16C0015416130 164,80 130
C0015416200 237,90 200
C0015420130 164,80

20 Mini 28
130

ER20C0015420160 184,40 160
C0015425130 164,80

25 Mini 35
130

ER25C0015425160 184,40 160

- GHIERE a Pag. C.68 - PINZE ER a Pag. C.59 - CHIAVI a Pag. C.74 - TIRANTI a Pag. C.71

C0015516100 212,20

50

16 Mini 22
100

19,1

ER16C0015516160 276,00 160
C0015520130 259,60

20 Mini 28
130

ER20C0015520160 276,00 160
C0015525130 259,60 25 Mini 35 130 ER25

Ghiera in dotazione. Pinze ER DIN 6499.
NB.: mandrini con lunghezza superiore a mm 100 bilanciatura G 6.3 8.000 rpm.

- GHIERE a Pag. C.68 - PINZE ER a Pag. C.59 - CHIAVI a Pag. C.74 - TIRANTI a Pag. C.71

C.5Indivisible package  Suggested retail package - Unit price

ITEM: C0010

ER COLLET CHUCKS DIN 69871 SK AD+B

Tech. Code SK ER
D

mm
L

mm
Ring nut

40 32 50 70 ER32

Nut included. Collets ER DIN 6499.
NB.: Chucks with length exceeding 100 mm balancing G 6.3 8.000 rpm.

ITEM: C0015

ER MINI COLLET CHUCKS DIN 69871 SK AD+B

Tech. Code SK ER
D

mm
L

mm
L1
mm

Ring nut
mm

40

11 Mini 16
100

19.1

ER11
130

16 Mini 22
100

ER16130
200

20 Mini 28
130

ER20
160

25 Mini 35
130

ER25
160

- NUTS page C.68 - COLLETS ER page C.59 - WRENCHES page C.74 - PULL STUDS page C.71

50

16 Mini 22
100

19.1

ER16
160

20 Mini 28
130

ER20
160

25 Mini 35 130 ER25

Nut included. Collets ER DIN 6499.
NB.: Chucks with length over mm 100 balanced G 6.3 8.000 rpm

- NUTS page C.68 - COLLETS ER page C.59 - WRENCHES page C.74 - PULL STUDS page C.71



C

C.6 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

L

D D

1

ART. C0022

MANDRINI A FORTE SERRAGGIO DIN 69871 SK FORMA AD+B

Cod. Tec. GR33
Euro SK

D
mm

L
mm

D1
mm

C0022420105 276,00
40

20
105

54
C0022432105 300,80 32 72

- PINZE F.S. a Pag. C.66 - CHIAVI a Pag. C.74 - TIRANTI a Pag. C.71

C0022532105 384,20
50 32

105
72C0022532135 417,20 135

Elevata forza di serraggio e rigidità. Nessun arretramento o sfilamento dell’utensile durante la lavorazione. Maggiore durata degli utensili.

D

L

D1

A A 0,02 AT3 Taper 58-60 HRCAT3 Taper 58-60 HRC

N5

ART. C0026

MANDRINI A FORTE SERRAGGIO DIN 69871 SK FORMA AD+B

Cod. Tec. GR34
Euro SK

D
mm

L
mm

D1
mm

C002642090 210,00
40

20 90 48
C0026432100 220,00 32 100 68

C002652070 (299,00)
50

20 70 48
C002653295 316,00 32 95 68

- CHIAVI F.S. a Pag. C.74 - PINZE F.S. a Pag. C.66 - TIRANTI a Pag. C.71

C.6 Indivisible package   Suggested retail package - Unit price

ITEM: C0022

POWER CHUCKS DIN 69871 SK AD+B

Tech. Code SK
D

mm
L

mm
D1
mm

40
20

105
54

32 72

- COLLETS FS page C.66 - WRENCHES page C.74 - PULL STUDS page C.71

50 32
105

72
135

Extremely high clamping force and stability. No axial movement of the shank tool during making. Extended tool life.

ITEM: C0026

POWER CHUCKS DIN 69871 SK FORMA AD+B

Tech. Code SK
D

mm
L

mm
D1
mm

40
20 90 48
32 100 68

50
20 70 48
32 95 68

- WRENCHES F.S. page C.74 - COLLETS FS page C.66 - PULL STUDS page C.71



C

C.7 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

D

1

D

L

L

1

ART. C0032

MANDRINI IDRAULICI A FORTE SERRAGGIO DIN 69871 SK FORMA AD+B

Cod. Tec. GR31
Euro SK

D
mm

L
mm

L1
mm

D1
mm

G

C0032420064 218,00 40 20 64,5 51 49 M16 x 1 x 13,5

FIG. 1 FIG. 2

ART. C0031

MANDRINI IDRAULICI DIN 69871 SK FORMA AD+B

Cod. Tec. GR31
Euro SK

D
mm

L
mm

D1
mm

D2
mm

L1
mm

Figura

C0031412080 323,00

40

12
80,5

32

49,5

40
2C0031416080 365,00 16 38 45

C0031420080 323,00
20

42 47
C0031420064* 223,00 64,5 - - 1

I prodotti sono disponibili nel CAP C

- RIDUZIONI a Pag. C.67 - TIRANTI a Pag. C.71

C0031520080 455,00
50

20 80,5 42 49,5 42 2
C0031532081* 256,00 32 81 - 72 - 1

* Versione corta e robusta.

Per utensili con gambo in tolleranza h6. Rispettare sempre la profondità minima di serraggio.

C0032532081 299,00 50 32 81 61 72 M16 x 1 x 13,5

Per utensili con gambo in tolleranza h6.
Pressione massima del refrigerante 80 bar.
Rispettare sempre la profondità minima di serraggio.

Caratteristiche:
- Forza di serraggio estremamente elevata e rigidità radiale
- Effetto antivibrazione
- Alta trasferibilità di torsione
- Utilizzabile su tutti i tipi di attacco
- Adatto anche per le operazioni di fresatura
- Alta flessibilità con utilizzo delle bussole di riduzione

- RIDUZIONI a Pag. C.67 - TIRANTI a Pag. C.71

C.7Indivisible package  Suggested retail package - Unit price

ITEM: C0032

HYDRAULIC CHUCKS STRONG LOCKING DIN 69871 SK AD+B

Tech. Code SK
D

mm
L

mm
L1
mm

D1
mm

G

40 20 64.5 51 49 M16 x 1 x 13,5

FIG. 1 FIG. 2

ITEM: C0031

HYDRAULIC CHUCKS DIN 69871 SK AD+B

Tech. Code SK
D

mm
L

mm
D1
mm

D2
mm

L1
mm

Figure

40

12
80.5

32

49.5

40
216 38 45

20
42 47

64.5 - - 1

- REDUCTION H.C. page C.67 - PULL STUDS page C.71

50
20 80.5 42 49.5 42 2
32 81 - 72 - 1

* Short heavy duty design.

For tools with cylindrical shank tolerance h6. Always respect minimum clamping depth.

50 32 81 61 72 M16 x 1 x 13,5

For shank tools in tolerance H6.
Maximum refrigerant pressure 80 bar.
Always respect the minimum clamping depth.

Structural characteristics:
- Extremely high clamping force and radial stiffness
- Anti-vibration effect
- High transferability of twisting
- Used on all types of attachments
- Suitable for roughing and milling operations
- High flexibility with the use of reducing sleeves

- REDUCTION H.C. page C.67 - PULL STUDS page C.71



C

C.8 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

A A 0,02 AT3 Taper 58-60 HRCAT3 Taper 58-60 HRC

N5

ART. C0046

MANDRINI WELDON DIN 69871 SK FORMA AD+B

Cod. Tec. GR34
Euro SK

D
mm

L
mm

D1
mm

C0046406050 37,00

40

06
50

25C0046406100 44,00 100
C0046406160 (94,00) 160
C0046408050 35,00

08
50

28C0046408100 41,00 100
C0046408160 (86,00) 160
C0046410050 35,00

10
50

35C0046410100 41,00 100
C0046410160 (86,00) 160
C0046412050 35,00

12
50

42C0046412100 41,00 100
C0046412160 (86,00) 160
C0046416063 35,00

16
63

48C0046416100 41,00 100
C0046416160 (86,00) 160
C0046420063 35,00

20
63

52C0046420100 41,00 100
C0046420160 (86,00) 160
C0046425100 41,00

25
100

63C0046425160 (94,00) 160
C0046432100 43,00

32
100

72C0046432160 (98,00) 160

C0046512063 51,00

50

12
63

42
C0046516063 51,00 16 48
C0046520063 51,00 20 52
C0046525080 57,00 25 80 63
C0046532100 61,00 32

100
72

C0046540100 (66,00) 40 80

Grano di fissaggio in dotazione.

- TIRANTI a Pag. C.71 - GRANI a Pag. C.73

C.8 Indivisible package   Suggested retail package - Unit price

ITEM: C0046

WELDON CHUCKS DIN 69871 SK AD+B

Tech. Code SK
D

mm
L

mm
D1
mm

40

06
50

25100
160

08
50

28100
160

10
50

35100
160

12
50

42100
160

16
63

48100
160

20
63

52100
160

25
100

63
160

32
100

72
160

50

12
63

42
16 48
20 52
25 80 63
32

100
72

40 80

Clamping screw included.

- PULL STUDS page C.71 - CLAMPING SCREW page C.73



C

C.9 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ART. C0041

MANDRINI WELDON DIN 69871 SK FORMA AD+B

Cod. Tec. GR33
Euro SK

D
mm

L
mm

D1
mm

C0041406050 62,80

40

6
50

25C0041406100 77,30 100
C0041406160 126,70 160
C0041408050 60,80

8
50

28C0041408100 70,00 100
C0041408160 121,50 160
C0041410050 60,80

10
50

35C0041410100 70,00 100
C0041410160 121,50 160
C0041412050 60,80

12
50

42C0041412100 70,00 100
C0041412160 121,50 160
C0041414100 70,00 14 100 44
C0041416063 60,80

16
63

48C0041416100 70,00 100
C0041416160 121,50 160
C0041418100 70,00 18 100 50
C0041420063 54,60

20
63

52C0041420100 63,90 100
C0041420160 121,50 160
C0041425100 63,90

25
100

65C0041425160 132,90 160
C0041432100 67,00

32
100

72C0041432160 133,90 160

Grano di fissaggio in dotazione.
NB.: mandrini con lunghezza superiore a mm 100 bilanciatura G 6.3 8.000 rpm.

- TIRANTI a Pag. C.71 - GRANI a Pag. C.73

C.9Indivisible package  Suggested retail package - Unit price

ITEM: C0041

WELDON CHUCKS DIN 69871 SK AD+B

Tech. Code SK
D

mm
L

mm
D1
mm

40

6
50

25100
160

8
50

28100
160

10
50

35100
160

12
50

42100
160

14 100 44

16
63

48100
160

18 100 50

20
63

52100
160

25
100

65
160

32
100

72
160

Clamping screw included.
NB.: Chucks with length over mm 100 balanced G 6.3 8.000 rpm.

- PULL STUDS page C.71 - CLAMPING SCREW page C.73



C

C.10 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ART. C0045

MANDRINI WELDON DIN 69871 SK FORMA AD+B

Cod. Tec. GR33
Euro SK

D
mm

L
mm

D1
mm

C0045506063 90,60

50

6
63

25C0045506100 114,30 100
C0045508063 86,50

8
63

28C0045508100 105,10 100
C0045510063 86,50

10
63

35C0045510100 105,10 100
C0045512063 86,50

12
63

42C0045512100 105,10 100
C0045514063 86,50

14
63

44C0045514100 111,20 100
C0045516063 86,50

16
63

48C0045516100 105,10
100C0045518100 105,10 18 50

C0045520063 86,50
20

63
52C0045520100 105,10 100

C0045525080 97,90
25

80
65C0045525100 126,70

100C0045532100 105,10 32 72
C0045540100 119,50 40 80

Grano di fissaggio in dotazione.
NB.: mandrini con lunghezza superiore a mm 100 bilanciatura G 6.3 8.000 rpm.

- TIRANTI a Pag. C.71 - GRANI a Pag. C.73

C.10 Indivisible package   Suggested retail package - Unit price

ITEM: C0045

WELDON CHUCKS DIN 69871 SK AD+B

Tech. Code SK
D

mm
L

mm
D1
mm

50

6
63

25
100

8
63

28
100

10
63

35
100

12
63

42
100

14
63

44
100

16
63

48
100

18 50

20
63

52
100

25
80

65

10032 72
40 80

Clamping screw included.
NB.: Chucks with length over mm 100 balanced G 6.3 8.000 rpm.

- PULL STUDS page C.71 - CLAMPING SCREW page C.73



C

C.11 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ART. C0063

MANDRINI A CALETTAMENTO TERMICO DIN 69871 SK FORMA AD+B

Cod. Tec. GR31
Euro SK

D
mm

L
mm

D1
mm

D2
mm

C0063403070 139,00

40

3
70

12 17

C0063403120 153,00 120
C0063404070 135,00

4
70

C0063404120 149,00 120
C0063405070 135,00

5
70

C0063405120 149,00 120
C0063406080 103,00

6
80

21
31

C0063406120 152,00 120
C0063406160 162,00 160
C0063408080 103,00

8
80

C0063408120 152,00 120
32C0063408160 162,00 160

C0063410080 103,00
10

80

24 34

C0063410120 152,00 120
C0063410160 162,00 160
C0063412080 103,00

12
80

C0063412120 152,00 120
C0063412160 162,00 160
C0063414080 103,00

14
80

27

37
C0063414160 162,00 160 36
C0063416080 103,00

16
80 37

C0063416120 152,00 120
36C0063416160 162,00 160

C0063420080 103,00
20

80
33

43
C0063420120 152,00 120 44
C0063425100 103,00 25 100 44 50

Solo per utensili con codolo in tolleranza h6. Grano di regolazione in dotazione.

ART. C0064

MANDRINI A CALETTAMENTO TERMICO DIN 69871 SK FORMA AD+B

Cod. Tec. GR31
Euro SK

D
mm

L
mm

D1
mm

D2
mm

C0064506080 166,00

50

6

80

21 27C0064508080 166,00 8
C0064510080 166,00 10

24 32C0064512080 166,00 12
C0064520080 166,00 20 33 42
C0064525100 166,00 25

100 44 53C0064532100 166,00 32

Solo per utensili con codolo in tolleranza h6. Grano di regolazione in dotazione.

- TIRANTI a Pag. C.71

- TIRANTI a Pag. C.71

C.11Indivisible package  Suggested retail package - Unit price

ITEM: C0063

SHRINK FIT CHUCKS DIN 69871 SK AD+B

Tech. Code SK
D

mm
L

mm
D1
mm

D2
mm

40

3
70

12 17

120

4
70

120

5
70

120

6
80

21
31

120
160

8
80

120
32

160

10
80

24 34

120
160

12
80

120
160

14
80

27

37
160 36

16
80 37
120

36
160

20
80

33
43

120 44
25 100 44 50

For tools only with shank with tollerance h6. Preset screw included.

ITEM: C0064

SHRINK FIT CHUCKS DIN 69871 SK AD+B

Tech. Code SK
D

mm
L

mm
D1
mm

D2
mm

50

6

80

21 27
8
10

24 32
12
20 33 42
25

100 44 53
32

For tools only with shank with tollerance h6. Preset screw included.

- PULL STUDS page C.71

- PULL STUDS page C.71



C

C.12 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

A A 0,02 AT3 Taper 58-60 HRCAT3 Taper 58-60 HRC N5

ART. C0066

MANDRINI A CALETTAMENTO TERMICO DIN 69871 SK FORMA AD+B

Cod. Tec. GR34
Euro SK

D
mm

L
mm

D1
mm

D2
mm

C0066404080 113,00

40

04
80

12 20C0066404120 127,00 120
C0066404160 145,00 160
C0066406080 79,00

06
80

21 27

C0066406120* 113,00 120
C0066406160* (132,00) 160
C0066408080 79,00

08
80

C0066408120 113,00 120
C0066408160 (132,00) 160
C0066410080 79,00

10
80

24 32

C0066410120 113,00 120
C0066410160 (132,00) 160
C0066412080 79,00

12
80

C0066412120 113,00 120
C0066412160 (132,00) 160
C0066416080 79,00

16
80

27 34C0066416120 113,00 120
C0066416160 (132,00) 160
C0066420080 79,00

20
80

33 42C0066420120 113,00 120
C0066420160 (132,00) 160

C0066506080 146,00

50

06

80

21 27C0066508080 146,00 08
C0066510080 146,00 10

24 32C0066512080 146,00 12
C0066516080 (146,00) 16 27 34
C0066520080 (146,00) 20 33 42
C0066525100 (146,00) 25

100 44 53C0066532100 (146,00) 32

Solo per utensili con codolo in tolleranza h6. *Grano di regolazione non incluso.

- TIRANTI a Pag. C.71

C.12 Indivisible package   Suggested retail package - Unit price

ITEM: C0066

SHRINK FIT CHUCKS DIN 69871 SK AD+B

Tech. Code SK
D

mm
L

mm
D1
mm

D2
mm

40

04
80

12 20120
160

06
80

21 27

120
160

08
80
120
160

10
80

24 32

120
160

12
80
120
160

16
80

27 34120
160

20
80

33 42120
160

50

06

80

21 27
08
10

24 32
12
16 27 34
20 33 42
25

100 44 53
32

For tools only with shank in tolerance h6. *Pre-set screw not included.

- PULL STUDS page C.71



C

C.13 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ART. C0101

MANDRINI PER ATTACCHI FILETTATI DIN 69871 SK FORMA AD+B

Cod. Tec. GR33
Euro SK

M
mm

L
mm

D2
mm

D3
mm

L1
mm

C01014M08055 144,20

40

M8
55

13
15 36

C01014M08069 144,20 69
23

50
C01014M08094 158,60 94 75
C01014M10055 144,20

M10
55

18
20 36

C01014M10069 144,20 69 23 50
C01014M10094 158,60 94 28 75
C01014M12055 144,20

M12
55

21
24

36
C01014M12069 144,20 69 50
C01014M12094 158,60 94 31 75
C01014M16055 144,20

M16
55

29
32 36

C01014M16069 144,20 69
34

50
C01014M16094 162,70 94 75

C01015M10069 222,50
50

M10
69

18 19,5
50C01015M12069 220,40 M12 21 24

C01015M16069 128,80 M16 29 34

A A 0,02 AT3 Taper 58-60 HRCAT3 Taper 58-60 HRC N5

ART. C0067

MANDRINI A CALETTAMENTO TERMICO SLIM DIN 69871 SK FORMA AD+B

Cod. Tec. GR34
Euro SK

D
mm

L
mm

D1
mm

D2
mm

C0067403120* (157,00)

40

03
120

09 18
C0067404120* (153,00) 04 10 19
C0067406160 145,00 06

160

12 25
C0067408160 145,00 08 14 27
C0067410160 145,00 10 16 29
C0067412160 145,00 12 18 31

Solo per utensili con codolo in tolleranza h6. *Grano di regolazione non incluso.

- TIRANTI a Pag. C.71

- TIRANTI a Pag. C.71

C.13Indivisible package  Suggested retail package - Unit price

ITEM: C0101

SCREW-ON CHUCKS DIN 69871 SK AD+B

Tech. Code SK
M

mm
L

mm
D2
mm

D3
mm

L1
mm

40

M8
55

13
15 36

69
23

50
94 75

M10
55

18
20 36

69 23 50
94 28 75

M12
55

21
24

36
69 50
94 31 75

M16
55

29
32 36

69
34

50
94 75

50
M10

69
18 19.5

50M12 21 24
M16 29 34

ITEM: C0067

SLIM SHRINK FIT CHUCKS DIN 69871 SK AD+B

Tech. Code SK
D

mm
L

mm
D1
mm

D2
mm

40

03
120

09 18
04 10 19
06

160

12 25
08 14 27
10 16 29
12 18 31

For tools only with shank in tolerance h6. *Pre-set screw not included.

- PULL STUDS page C.71

- PULL STUDS page C.71



C

C.14 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

CHIPAT3 Taper 58-60 HRC

N5

ART. C0081

PORTAFRESE TRASCINAMENTO FISSO DIN 69871 SK 40 FORMA AD+B

Cod. Tec. GR33
Euro SK

D
mm

L
mm

L1
mm

D1
mm

D2
mm

C0081416045 94,80

40

16
45

17 38 38C0081416100 114,30 100
C0081422045 94,80

22
45

19
48

48C0081422100 114,30 100 46
C0081427050 100,90

27
50

21
58 58

C0081427100 125,70 100 48 48
C0081432055 114,30

32
55

24
78 78

C0081432100 130,80 100 58 58
C0081440055 134,90

40
55

27
88 88

C0081440100 177,20 100 70 70

Anello di trascinamento e vite di serraggio in dotazione.

CHIPAT3 Taper 58-60 HRC

N5

ART. C0082

PORTAFRESE TRASCINAMENTO FISSO DIN 69871 SK 50 FORMA AD+B

Cod. Tec. GR33
Euro SK

D
mm

L
mm

L1
mm

D1
mm

D2
mm

C0082516045 144,20

50

16
45

17 38 38C0082516100 170,00 100
C0082522045 144,20

22
45

19
48

48C0082522100 170,00 100 46
C0082527045 146,30

27
45

21
58 58

C0082527100 172,00 100 55
78C0082532050 160,70

32
50

24
78

C0082532100 180,30 100 66
C0082540055 178,20

40
55

27
88 88

C0082540100 212,20 100 70 70

Anello di trascinamento e vite di serraggio in dotazione.

- TIRANTI a Pag. C.71 - VITI a Pag. C.74 - ANELLI a Pag. C.74

- TIRANTI a Pag. C.71 - VITI a Pag. C.74 - ANELLI a Pag. C.74

C.14 Indivisible package   Suggested retail package - Unit price

ITEM: C0081

FIXED-DRIVE SHELL MILL HOLDER CHUCKS DIN 69871 SK 40 AD+B

Tech. Code SK
D

mm
L

mm
L1
mm

D1
mm

D2
mm

40

16
45

17 38 38
100

22
45

19
48

48
100 46

27
50

21
58 58

100 48 48

32
55

24
78 78

100 58 58

40
55

27
88 88

100 70 70

Drive ring and clamping screw included.

ITEM: C0082

FIXED-DRIVE SHELL MILL HOLDER CHUCKS DIN 69871 SK 50 AD+B

Tech. Code SK
D

mm
L

mm
L1
mm

D1
mm

D2
mm

50

16
45

17 38 38
100

22
45

19
48

48
100 46

27
45

21
58 58

100 55
78

32
50

24
78

100 66

40
55

27
88 88

100 70 70

Drive ring and clamping screw included.

- PULL STUDS page C.71 - SCREWS page C.74 - RINGS page C.74

- PULL STUDS page C.71 - SCREWS page C.74 - RINGS page C.74



C

C.15 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

CHIPAT3 Taper 58-60 HRC

N5

DIS. 2DIS. 1

ART. C0083

PORTAFRESE TRASCINAMENTO FISSO EXTRA LUNGO DIN 69871 SK 50 FORMA AD+B

Cod. Tec. GR33
Euro SK

D
mm

L
mm

D1
mm

D2
mm

L1
mm

Disegno

C0083522250 333,70

50

22
250

46 48 19
1C0083527250 336,80

27 55
78

21C0083527300 413,00 300 2
C0083532250 357,40

32
250

66 24
1

C0083532300 432,60 300 2

Anello di trascinamento e vite di serraggio in dotazione.

- TIRANTI a Pag. C.71 - VITI a Pag. C.74 - ANELLI a Pag. C.74

C.15Indivisible package  Suggested retail package - Unit price

FIG. 2FIG. 1

ITEM: C0083

FIXED-DRIVE SHELL MILL HOLDER LONG SERIES CHUCKS DIN 69871 SK 50 AD+B

Tech. Code SK
D

mm
L

mm
D1
mm

D2
mm

L1
mm

Figure

50

22
250

46 48 19
1

27 55
78

21
300 2

32
250

66 24
1

300 2

Drive ring and clamping screw included.

- PULL STUDS page C.71 - SCREWS page C.74 - RINGS page C.74



C

C.16 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ART. C0096

PORTAFRESE COMBINATI DIN 69871 SK FORMA AD+B

Cod. Tec. GR34
Euro SK

D
mm

L
mm

L2
mm

D1
mm

D2
mm

C0096416055 50,00

40

16
55

17 32
-C0096416100 63,00 100

C0096416160 108,00 160 39
C0096422055 52,00

22
55

19 40
-C0096422100 64,00 100

C0096422160 112,00 160 46,5
C0096427055 52,00

27
55

21 48
-

C0096427100 65,00 100
C0096427160 117,00 160
C0096432060 57,00

32
60

24 58C0096432160 (124,00) 160

C0096516055 70,00

50

16
55

17 32
-C0096516100 (81,00) 100

C0096516160 (133,00) 160 39
C0096522055 70,00

22
55

19 40
-C0096522100 (81,00) 100

C0096522160 (136,00) 160 47
C0096527055 71,00

27
55

21 48
-C0096527100 (82,00) 100

C0096527160 (141,00) 160 55
C0096532055 (73,00)

32
55

24 58
-C0096532100 (83,00) 100

C0096532160 (150,00) 160 65,5
C0096540055 80,00

40
55

27 70 -C0096540100 (92,00) 100
C0096540160 (164,00) 160

Anello di trascinamento e vite di serraggio in dotazione.

- TIRANTI a Pag. C.71 - VITI a Pag. C.74 - ANELLI a Pag. C.74

C.16 Indivisible package   Suggested retail package - Unit price

ITEM: C0096

COMBI-DRIVE SHELL MILL HOLDER CHUCKS DIN 69871 SK AD+B

Tech. Code SK
D

mm
L

mm
L2
mm

D1
mm

D2
mm

40

16
55

17 32
-

100
160 39

22
55

19 40
-

100
160 46,5

27
55

21 48
-

100
160

32
60

24 58
160

50

16
55

17 32
-

100
160 39

22
55

19 40
-

100
160 47

27
55

21 48
-

100
160 55

32
55

24 58
-

100
160 65,5

40
55

27 70 -100
160

Drive ring and clamping screw included.

- PULL STUDS page C.71 - SCREWS page C.74 - RINGS page C.74



C

C.17 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ART. C0091

PORTAFRESE COMBINATI DIN 69871 SK FORMA AD+B

Cod. Tec. GR33
Euro SK

D1
mm

L
mm

L1
mm

L2
mm

D2
mm

C0091416055 85,50

40

16
55

27 17 32C0091416100 114,30 100
C0091422055 88,60

22
55

31 19 40C0091422100 109,20 100
C0091427055 88,60

27
55

33 21 48C0091427100 111,20 100
C0091432060 97,90

32
60

38 24 58C0091432100 122,60 100

C0091516055 118,50

50

16
55

27 17 32
C0091522055 118,50

22 31 19 40C0091522100 138,00 100
C0091527055 121,50

27
55

33 21 48C0091527100 149,40 100
C0091532055 124,60

32
55

38 24 58C0091532100 150,40 100
C0091540055 137,00

40
55

41 27 70C0091540100 156,60 100

Anello di trascinamento e vite di serraggio in dotazione.

- TIRANTI a Pag. C.71 - VITI a Pag. C.74 - ANELLI a Pag. C.74

C.17Indivisible package  Suggested retail package - Unit price

ITEM: C0091

COMBI-DRIVE SHELL MILL HOLDER CHUCKS DIN 69871 SK AD+B

Tech. Code SK
D1
mm

L
mm

L1
mm

L2
mm

D2
mm

40

16
55

27 17 32
100

22
55

31 19 40
100

27
55

33 21 48
100

32
60

38 24 58
100

50

16
55

27 17 32

22 31 19 40
100

27
55

33 21 48
100

32
55

38 24 58
100

40
55

41 27 70
100

Drive ring and clamping screw included.

- PULL STUDS page C.71 - SCREWS page C.74 - RINGS page C.74



C

C.18 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

A A 0,008 AT3 Taper 58-60 HRC

N5

DIS. 1 DIS. 2

ART. C0121

RIDUZIONI CM PER FRESE DIN 69871 SK FORMA AD

Cod. Tec. GR33
Euro SK CM

D
mm

L
mm

Disegno

C01214CM2050 96,80
40

CM 2 32 50
1C01214CM3070 96,80 CM 3 40 70

C01214CM4095 103,00 CM 4 48 95

L

D
1

L

A A 0,008 AT3 Taper 58-60 HRC

N5

ART. C0131

RIDUZIONI CM PER PUNTE DIN 69871 SK FORMA AD

Cod. Tec. GR33
Euro SK CM

D
mm

L
mm

C01314CM1050 92,70

40

CM 1 25 50
C01314CM2050 92,70 CM 2 32 60
C01314CM3070 92,70 CM 3 40 70
C01314CM4095 98,90 CM 4 48 95

C01315CM1045 137,00

50

CM 1 25 45
C01315CM2060 137,00 CM 2 32 60
C01315CM3065 137,00 CM 3 40 65
C01315CM4095 137,00 CM 4 48 95
C01315CM5120 161,70 CM 5 63 120

C01215CM2060 144,20

50

CM 2 32 60
1C01215CM3065 144,20 CM 3 40 65

C01215CM4095 144,20 CM 4 48 95
C01215CM5120 184,40 CM 5 63 120 2

- TIRANTI a Pag. C.71

- TIRANTI a Pag. C.71

C.18 Indivisible package   Suggested retail package - Unit price

FIG. 1 FIG. 2

ITEM: C0121

MORSE TAPER ADAPTORS FOR END MILLS DIN 69871 SK AD

Tech. Code SK CM
D

mm
L

mm
Figure

40
CM 2 32 50

1CM 3 40 70
CM 4 48 95

ITEM: C0131

MORSE TAPER ADAPTORS FOR DRILLS DIN 69871 SK AD

Tech. Code SK CM
D

mm
L

mm

40

CM 1 25 50
CM 2 32 60
CM 3 40 70
CM 4 48 95

50

CM 1 25 45
CM 2 32 60
CM 3 40 65
CM 4 48 95
CM 5 63 120

50

CM 2 32 60
1CM 3 40 65

CM 4 48 95
CM 5 63 120 2

- PULL STUDS page C.71

- PULL STUDS page C.71



C

C.19 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

A A 0,02 AT3 Taper 58-60 HRCAT3 Taper 58-60 HRC N5

ART. C0141

MANDRINI AUTOSERRANTI DIN 69871 SK FORMA A

Cod. Tec. GR31
Euro SK

D
mm

L
mm

D1
mm

L1 max
mm

C014140513 303,00
40

50 90 0,5 - 13 96
C014142516 313,00 57 95 2,5 - 16 101

C014152516 495,00 50 57 111 2,5 - 16 117

ROTAZIONE DESTRA/SINISTRA

A A 0,02 AT3 Taper 58-60 HRCAT3 Taper 58-60 HRC N5

Max 20 Nm

ART. C0146

MANDRINI AUTOSERRANTI DIN 69871 SK FORMA AD+B

Cod. Tec. GR34
Euro SK

D
mm

L
mm

D1
mm

C014640113 200,00 40
50 90 1-13C014650113 (230,00) 50

ROTAZIONE DESTRA/SINISTRA

- TIRANTI a Pag. C.71

- TIRANTI a Pag. C.71

C.19Indivisible package  Suggested retail package - Unit price

ITEM: C0141

QUICK-CLAMPING DRILL CHUCKS DIN 69871 SK A

Tech. Code SK
D

mm
L

mm
D1
mm

L1 max
mm

40
50 90 0.5 - 13 96
57 95 2.5 - 16 101

50 57 111 2.5 - 16 117

CLOCKWISE COUNTER-CLOCKWISE ROTATION

ITEM: C0146

QUICK-CLAMPING DRILL CHUCKS DIN 69871 SK AD+B

Tech. Code SK
D

mm
L

mm
D1
mm

40
50 90 1-13

50

CLOCKWISE COUNTER-CLOCKWISE ROTATION

- PULL STUDS page C.71

- PULL STUDS page C.71



C

C.20 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ART. C0150

MASCHIATORI NON COMPENSATI SK DIN 69871 FORMA A

Cod. Tec. GR42
Euro Descrizione

D
mm

d
mm

L
mm

Capacità

C015041959 145,00 SK40 MAS19 L59 33 19 59 M3 - M14
C015043186 155,00 SK40 MAS31 L86 50 31 86 M5 - M22

C015053198 (212,00) SK50 MAS31 L98 50 31 98 M5 - M22

- BUSSOLE CF a Pag. C.69 - BUSSOLE SF a Pag. C.70 - TIRANTI a Pag. C.71

A A 0,02 AT3 Taper 58-60 HRCAT3 Taper 58-60 HRC N5

ART. C0142

MANDRINI AUTOSERRANTI DIN 69871 SK FORMA A

Cod. Tec. GR33
Euro SK

D
mm

L
mm

D1
mm

C01424113 193,60
40

50 100 1 - 13
C01424316 205,00 57 115 3 - 16

C01425113 253,40
50

50 100 1 - 13
C01425316 264,70 57 105 3 - 16

ROTAZIONE SOLO DESTRA

- TIRANTI a Pag. C.71

C.20 Indivisible package   Suggested retail package - Unit price

ITEM: C0150

TAPPING CHUCKS WITHOUT AXIAL COMPENSATION DIN 69871 SK A

Tech. Code Description
D

mm
d

mm
L

mm
Capacity

SK40 MAS19 L59 33 19 59 M3 - M14
SK40 MAS31 L86 50 31 86 M5 - M22

SK50 MAS31 L98 50 31 98 M5 - M22

- BUSH WC page C.69 - BUSH WOC page C.70 - PULL STUDS page C.71

ITEM: C0142

QUICK-CLAMPING DRILL CHUCKS DIN 69871 SK A

Tech. Code SK
D

mm
L

mm
D1
mm

40
50 100 1 - 13
57 115 3 - 16

50
50 100 1 - 13
57 105 3 - 16

ONLY CLOCKWISE ROTATION

- PULL STUDS page C.71



C

C.21 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ART. C0160

MASCHIATORI COMPENSATI SK DIN 69871 FORMA A

Cod. Tec. GR42
Euro Descrizione

D
mm

d
mm

L
mm

Capacità
Comp.

mm
C016041960 199,00 SK40 MAS19C L60 38 19 60 M3 - M12 9
C0160431100 255,00 SK40 MAS31C L100 55 31 100 M6 - M20 15
C0160448138 551,00 SK40 MAS48C L138 76 48 138 M14 - M33 24

C016051962 (295,00) SK50 MAS19C L62 38 19 62 M3 - M12 9
C016053183 (320,00) SK50 MAS31C L83 55 31 83 M6 - M20 15
C016048133 (586,00) SK50 MAS48C L133 79 48 133 M14 - M33 24

- BUSSOLE CF a Pag. C.69 - BUSSOLE SF a Pag. C.70 - TIRANTI a Pag. C.71

Safety
High quality
Renewablelubricants

C.21Indivisible package  Suggested retail package - Unit price

ITEM: C0160

TAPPING CHUCKS WITH AXIAL COMPENSATION DIN 69871 SK A

Tech. Code Description
D

mm
d

mm
L

mm
Capacity

Comp.
mm

SK40 MAS19C L60 38 19 60 M3 - M12 9
SK40 MAS31C L100 55 31 100 M6 - M20 15
SK40 MAS48C L138 76 48 138 M14 - M33 24

SK50 MAS19C L62 38 19 62 M3 - M12 9
SK50 MAS31C L83 55 31 83 M6 - M20 15

SK50 MAS48C L133 79 48 133 M14 - M33 24

- BUSH WC page C.69 - BUSH WOC page C.70 - PULL STUDS page C.71



C.22

C

info@linkspa.it - www.linkspa.it

Puoi acquistare qualsiasi prodotto del catalogo EROGLU contattando il nostro
ufficio commerciale. I tempi di consegna dipendono dalla disponibilità del
fornitore, riceverai una conferma d'ordine con le date dettagliate di consegna.

I prodotti EROGLU inseriti nel catalogo LINK19
sono disponibili a magazzino e spediti in 24 ore.

CATALOGO GENERALE

C.22

info@linkspa.it - www.linkspa.it/en

To buy any products of this 0«OGLU catalogue contact our commercial office.
Delivery time depends on the availability of our supplier, you will receive a
confirmation of your order with the details of the delivery date.

The EROGLU items included in our LINK19 catalogue,
are ready to be delivered in 24 h.

GENERAL CATALOGUE



C

C.23

MAS 403 BT

d

d3 G

L1

8° 17'50"

a

20º

d12
max. 35º

L6

d6 d5

d1

L4

f3

f1

b

e1

e1

f3 L1
±0.2 L4 min L6-0.2 e1

±0.1 d12

BT 30 20 48.4 24 16.3 21 4 0.002
BT 40 25 65.4 30 22.6 27 4 0.003
BT 50 35 101.8 45 35.4 42 6 0.004

a b (H12) d d1 G d3
(H8) d5 d6

(H8) f1
±0.1

BT 30 2 16.1 8 31.75 M12 12.5 56.144 46 13.6

BT 40 2 16.1 10 44.45 M16 17.0 75.679 63 16.6

BT 50 3 25.7 15 69.85 M24 25.0 119.020 100 23.2

AAttaccottacco

AAttaccottacco CConoono AT3AT3

Tipo BTipo B
RefrigeranteRefrigerante
attraverso la flangiaattraverso la flangia

Tipo ADBTipo ADB
Con foro per ilCon foro per il
refrigerante o conrefrigerante o con
refrigerante attraversorefrigerante attraverso
la flangiala flangia

Tipo ATipo A

Tipo ADTipo AD
Con foro perCon foro per
il refrigeranteil refrigerante

C.23

MAS 403 BT

Type B
Coolant Through
Flange

Type ADB
Coolant Hole or
Coolant through
Flange

Type A

Type AD
Coolant Hole

Shank

Shank TaperTT AT3aperaper



C

C.24 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

A A 0,02 AT3 Taper 58-60 HRCAT3 Taper 58-60 HRC N5

ART. C1016

MANDRINI PORTAPINZE ER MAS 403 BT FORMA AD+B

Cod. Tec. GR34
Euro BT ER

D
mm

D1
mm

L
mm

Ghiera

C1016416063 (45,00)

40

16 28

-

63
ER16C1016416100 (52,00) 100

C1016416130 72,00 130
C1016425060 45,00

25 42
66

ER25C1016425100 (65,00) 100
C1016425130 85,00 130
C1016432070 48,00

32 50

70

ER32
C1016432100 58,00 100
C1016432130 90,00 130
C1016432160 (98,00) 53,5 160
C1016440080 51,00

40 63 -
80

ER40C1016440100 64,00 100

C1016516070 (78,00)

50

16 28

-

70
ER16C1016516100 (96,00) 100

C1016525070 (78,00)
25 42

70
ER25C1016525100 (96,00) 100

C1016532070 (81,00)
32 50

70
ER32C1016532100 (112,00) 100

Ghiera in dotazione. Pinze ER DIN 6499.

- GHIERE a Pag. C.68 - PINZE ER a Pag. C.59 - TIRANTI a Pag. C.71 - CHIAVI a Pag. C.74

C.24 Indivisible package   Suggested retail package - Unit price

ITEM: C1016

ER COLLECT CHUCKS MAS 403 BT AD+B

Tech. Code BT ER
D

mm
D1
mm

L
mm

Ring nut

40

16 28

-

63
ER16100

130

25 42
66

ER25100
130

32 50

70

ER32
100
130

53,5 160

40 63 -
80

ER40
100

50

16 28

-

70
ER16

100

25 42
70

ER25
100

32 50
70

ER32
100

Nut included. Collets ER DIN 6499.

- NUTS page C.68 - COLLETS ER page C.59 - PULL STUDS page C.71 - WRENCHES page C.74



C

C.25 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

D

L

ART. C1013

MANDRINI PORTAPINZE ER MAS 403 BT FORMA AD+B

Cod. Tec. GR33
Euro BT ER

D
mm

L
mm

Ghiera

C1013416070 76,20

40

16 32
70

ER16C1013416100 97,90 100
C1013416130 129,80 130
C1013420070 76,20

20 35
70

ER20C1013420100 97,90 100
C1013420130 129,80 130
C1013425070 76,20

25 42
70

ER25C1013425100 97,90 100
C1013425130 129,80 130
C1013432070 71,10

32 50
70

ER32C1013432100 97,90 100
C1013432130 129,80 130
C1013440070 80,30

40 63
70

ER40C1013440100 107,10 100
C1013440130 149,40 130

Ghiera in dotazione. Pinze ER DIN 6499.
NB.: mandrini con lunghezza superiore a mm 100 bilanciatura G 6.3 8.000 rpm

- GHIERE a Pag. C.68 - PINZE ER a Pag. C.59 - CHIAVI a Pag. C.74 - TIRANTI a Pag. C.71

ART. C1014

MANDRINI PORTAPINZE ER MAS 403 BT FORMA AD+B

Cod. Tec. GR33
Euro BT ER

D
mm

L
mm

Ghiera

C1014525080 144,20

50

25 42
80

ER25C1014525100 165,80 100
C1014532080 137,00

32 50
80

ER32C1014532100 157,60 100
C1014540080 144,20

40 63
80

ER40C1014540100 165,80 100

Ghiera e grano di regolazione in dotazione. Pinze ER DIN 6499.
NB.: mandrini con lunghezza superiore a mm 100 bilanciatura G 6.3 8.000 rpm.

- GHIERE a Pag. C.68 - PINZE ER a Pag. C.59 - CHIAVI a Pag. C.74 - TIRANTI a Pag. C.71

C.25Indivisible package  Suggested retail package - Unit price

ITEM: C1013

ER COLLECT CHUCKS MAS 403 BT AD+B

Tech. Code BT ER
D

mm
L

mm
Ring nut

40

16 32
70

ER16100
130

20 35
70

ER20100
130

25 42
70

ER25100
130

32 50
70

ER32100
130

40 63
70

ER40100
130

Nut included. Collets ER DIN 6499.
NB.: Chucks with length exceeding 100 mm balancing G 6.3 8.000 rpm.

- NUTS page C.68 - COLLETS ER page C.59 - WRENCHES page C.74 - PULL STUDS page C.71

ITEM: C1014

ER COLLET CHUCKS MAS 403 BT AD+B

Tech. Code BT ER
D

mm
L

mm
Ring nut

50

25 42
80

ER25
100

32 50
80

ER32
100

40 63
80

ER40
100

Nut and preset screw included. Collets ER DIN 6499.
NB.: Chucks with length over mm 100 balanced G 6.3 8.000 rpm.

- NUTS page C.68 - COLLETS ER page C.59 - WRENCHES page C.74 - PULL STUDS page C.71



C

C.26 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

D

L

ART. C1010

MANDRINI PORTAPINZE ER MAS 403 BT FORMA AD+B

Cod. Tec. GR33
Euro BT ER

D
mm

L
mm

Ghiera

C101043270 48,00 40 32 50 70 ER32

Ghiera in dotazione. Pinze ER DIN 6499.

ART. C1015

MANDRINI PORTAPINZE ER MINI MAS 403 BT FORMA AD+B

Cod. Tec. GR33
Euro BT ER

D
mm

L
mm

Ghiera

C1015411100 137,00

40

11 Mini 16
100

ER11
C1015416100 137,00 16 Mini 22 ER16
C1015420130 164,80 20 Mini 28 130 ER20
C1015425160 184,40 25 Mini 35 160 ER25

Ghiera in dotazione. Pinze ER DIN 6499.
NB.: mandrini con lunghezza superiore a mm 100 bilanciatura G 6.3 8.000 rpm.

- GHIERE a Pag. C.68 - PINZE ER a Pag. C.59 - CHIAVI a Pag. C.74 - TIRANTI a Pag. C.71

- GHIERE a Pag. C.68 - PINZE ER a Pag. C.59 - CHIAVI a Pag. C.74 - TIRANTI a Pag. C.71

C.26 Indivisible package   Suggested retail package - Unit price

ITEM: C1010

ER COLLET CHUCKS MAS 403 BT AD+B

Tech. Code BT ER
D

mm
L

mm
Ring nut

40 32 50 70 ER32

Nut included. Collets ER DIN 6499.

ITEM: C1015

ER MINI COLLET CHUCKS MAS 403 BT AD+B

Tech. Code BT ER
D

mm
L

mm
Ring nut

40

11 Mini 16
100

ER11
16 Mini 22 ER16
20 Mini 28 130 ER20
25 Mini 35 160 ER25

Nut included. Collets ER DIN 6499.
NB.: Chucks with length over mm 100 balanced G 6.3 8.000 rpm.

- NUTS page C.68 - COLLETS ER page C.59 - WRENCHES page C.74 - PULL STUDS page C.71

- NUTS page C.68 - COLLETS ER page C.59 - WRENCHES page C.74 - PULL STUDS page C.71



C

C.27 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ART. C1022

MANDRINI A FORTE SERRAGGIO MAS 403 BT FORMA AD+B

Cod. Tec. GR33
Euro BT

D
mm

L
mm

D1
mm

C1022420105 276,00
40

20
105

54
C1022432105 300,80 32 72

C1022532105 384,20 50 32 105 72

Elevata forza di serraggio e rigidità. Nessun arretramento o sfilamento dell’utensile durante la lavorazione. Maggiore durata degli utensili.

- PINZE F.S. a Pag. C.66 - CHIAVI a Pag. C.74 - TIRANTI a Pag. C.71

D D1

L

A A 0,002 AT3 Taper 58-60 HRCAT3 Taper 58-60 HRC

N5

G2.5

25.000 rpm

G2.5

25.000 rpm

BT 40 BT 50

ART. C1026

MANDRINI A FORTE SERRAGGIO MAS 403 BT FORMA AD+B

Cod. Tec. GR34
Euro BT

D
mm

L
mm

D1
mm

C102642075 210,00
40

20 75 48
C102643290 220,00 32 90 68

C102652090 (299,00)
50

20 90 48
C102653295 316,00 32 95 68

- CHIAVI F.S. a Pag. C.74 - PINZE F.S. a Pag. C.66 - TIRANTI a Pag. C.71

C.27Indivisible package  Suggested retail package - Unit price

ITEM: C1022

POWER CHUCKS MAS 403 BT AD+B

Tech. Code BT
D

mm
L

mm
D1
mm

40
20

105
54

32 72

50 32 105 72

Extremely high clamping force and stability. No axial movement of the shank tool during making. Extended tool life.

- COLLETS FS page C.66 - WRENCHES page C.74 - PULL STUDS page C.71

ITEM: C1026

POWER CHUCKS MAS 403 BT FORM AD+B

Tech. Code BT
D

mm
L

mm
D1
mm

40
20 75 48
32 90 68

50
20 90 48
32 95 68

- WRENCHES F.S. page C.74 - COLLETS FS page C.66 - PULL STUDS page C.71



C

C.28 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

D
1

D

L

L
1

G2.5

25.000 rpm

G2.5

25.000 rpm

BT 40 BT 50

ART. C1032

MANDRINI IDRAULICI A FORTE SERRAGGIO MAS 403 BT FORMA AD+B

Cod. Tec. GR31
Euro BT

D
mm

L
mm

L1
mm

D1
mm

G

C1032420072 218,00 40 20 72,5 51 49 M16 x 1 x 13,5

A A 0,002 AT3 Taper 58-60 HRCAT3 Taper 58-60 HRC

N5

G2.5

25.000 rpm

G2.5

25.000 rpm

BT 40 BT 50

DIS. 1 DIS. 2

ART. C1031

MANDRINI IDRAULICI MAS 403 BT FORMA AD+B

Cod. Tec. GR31
Euro BT

D
mm

L
mm

D1
mm

D2
mm

L1
mm

Disegno

C1031412090 324,00

40

12
90

32

49,5

40
2C1031416090 366,00 16 38 45

C1031420072* 223,00
20

72,5 - - 1
C1031420090 324,00 90 42 47 2

C1032532090 299,00 50 32 90 61 72 M16 x 1 x 13,5

Per utensili con gambo in tolleranza h6.
Pressione massima del refrigerante 80 bar.
Rispettare sempre la profondità minima di serraggio.

Caratteristiche:
- Forza di serraggio estremamente elevata e rigidità radiale
- Effetto antivibrazione
- Alta trasferibilità di torsione
- Utilizzabile su tutti i tipi di attacco
- Adatto anche per operazioni di fresatura
- Alta flessibilità con utilizzo delle bussole di riduzione

C1031520090 461,00
50

20
90

42 49,5 35 2
C1031532090* 261,00 32 - 72 - 1

* Versione corta e robusta.

Per utensili con gambo in tolleranza h6. Pressione massima del refrigerante 80 bar. Rispettare sempre la profondità minima di serraggio.

- TIRANTI a Pag. C.71 - RIDUZIONI a Pag. C.67

- TIRANTI a Pag. C.71 - RIDUZIONI a Pag. C.67

C.28 Indivisible package   Suggested retail package - Unit price

ITEM: C1032

HYDRAULIC CHUCKS STRONG LOCKING MAS 403 BT AD+B

Tech. Code BT
D

mm
L

mm
L1
mm

D1
mm

G

40 20 72,5 51 49 M16 x 1 x 13,5

FIG. 1 FIG. 2

ITEM: C1031

HYDRAULIC CHUCKS MAS 403 BT AD+B

Tech. Code BT
D

mm
L

mm
D1
mm

D2
mm

L1
mm

Figure

40

12
90

32

49.5

40
2

16 38 45

20
72,5 - - 1
72.5 42 47 2

50 32 90 61 72 M16 x 1 x 13,5

For shank tools in tolerance H6.
Maximum refrigerant pressure 80 bar.
Always respect the minimum clamping depth.

Structural characteristics:
- Extremely high clamping force and radial stiffness
- Anti-vibration effect
- High transferability of twisting
- Used on all types of attachments
- Suitable for roughing and milling operations
- High Àexibility with the use of reducing sleeves

50
20

90
42 49.5 35 2

32 - 72 - 1

* Short heavy duty design.

For tools with cylindrical shank tolerance h6. Maximum coolant pressure 80 bar. Always respect minimum clamping depth.

- PULL STUDS page C.71 - REDUCTION H.C. page C.67

- PULL STUDS page C.71 - REDUCTION H.C. page C.67



C

C.29 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

A A 0,02 AT3 Taper 58-60 HRCAT3 Taper 58-60 HRC N5

G2.5

25.000 rpm

G2.5

25.000 rpm

BT 40 BT 50

ART. C1046

MANDRINI WELDON MAS 403 BT FORMA AD+B

Cod. Tec. GR34
Euro BT

D
mm

L
mm

D1
mm

C1046406050 (37,00)

40

06
50

25C1046406100 44,00 100
C1046408050 (35,00)

08
50

28C1046408100 41,00 100
C1046410063 (35,00)

10
63

35C1046410100 41,00 100
C1046412063 35,00

12
63

42C1046412100 (41,00) 100
C1046416063 (35,00)

16
63

48C1046416100 41,00 100
C1046420063 (35,00)

20
63

52C1046420100 41,00 100
C1046425090 39,00 25 90 63
C1046432100 43,00 32 100 72

C1046512080 (62,00)

50

12
80

42
C1046516080 (62,00) 16 48
C1046520080 (62,00) 20 52
C1046525100 (69,00) 25 100 63
C1046532105 (73,00) 32 105 72
C1046540110 (80,00) 40 110 80

Grano di fissaggio in dotazione.

- TIRANTI a Pag. C.71 - GRANI a Pag. C.73

C.29Indivisible package  Suggested retail package - Unit price

ITEM: C1046

WELDON CHUCKS MAS 403 BT AD+B

Tech. Code BT
D

mm
L

mm
D1
mm

40

06
50

25
100

08
50

28
100

10
63

35
100

12
63

42
100

16
63

48
100

20
63

52
100

25 90 63
32 100 72

50

12
80

42
16 48
20 52
25 100 63
32 105 72
40 110 80

Clamping screw included.

- PULL STUDS page C.71 - CLAMPING SCREW page C.73



C

C.30 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

D

L

D
1

ART. C1041

MANDRINI WELDON MAS 403 BT FORMA AD+B

Cod. Tec. GR33
Euro BT

D
mm

L
mm

D1
mm

C1041406050 81,40

40

6
50

25C1041406100 96,80 100
C1041408050 81,40

8
50

28C1041408100 96,80 100
C1041410063 81,40

10
63

35C1041410100 96,80 100
C1041412063 81,40

12
63

42C1041412100 96,80 100
C1041414063 81,40

14
63

44C1041414100 96,80 100
C1041416063 81,40

16
63

48C1041416100 96,80 100
C1041418063 81,40

18
63

50C1041418100 96,80 100
C1041420063 81,40

20
63

52C1041420100 96,80 100
C1041425090 96,80 25 90 65
C1041432100 111,20 32 100 72

Grano di fissaggio in dotazione.
NB.: mandrini con lunghezza superiore a mm 100 bilanciatura G 6.3 8.000 rpm.

D

L

D
1

ART. C1045

MANDRINI WELDON MAS 403 BT FORMA AD+B

Cod. Tec. GR33
Euro BT

D
mm

L
mm

D1
mm

C1045506100 148,30

50

6 100 25
C1045508063 130,80 8 63 28
C1045510070 130,80 10 70 35
C1045512080 130,80 12 80 42
C1045514100 148,30 14 100 44
C1045516080 130,80 16 80 48
C1045518100 148,30 18 100 50
C1045520080 130,80 20 80 52
C1045525100 148,30 25 100 65
C1045532105 156,60 32 105 72
C1045540120 170,00 40 120 80

Grano di fissaggio in dotazione.
NB.: mandrini con lunghezza superiore a mm 100 bilanciatura G 6.3 8.000 rpm.

- TIRANTI a Pag. C.71 - GRANI a Pag. C.73

- TIRANTI a Pag. C.71 - GRANI a Pag. C.73

C.30 Indivisible package   Suggested retail package - Unit price

ITEM: C1041

WELDON CHUCKS MAS 403 BT AD+B

Tech. Code BT
D

mm
L

mm
D1
mm

40

6
50

25
100

8
50

28
100

10
63

35
100

12
63

42
100

14
63

44
100

16
63

48
100

18
63

50
100

20
63

52
100

25 90 65
32 100 72

Clamping screw included.
NB.: Chucks with length over mm 100 balanced G 6.3 8.000 rpm

ITEM: C1045

WELDON CHUCKS MAS 403 BT AD+B

Tech. Code BT
D

mm
L

mm
D1
mm

50

6 100 25
8 63 28

10 70 35
12 80 42
14 100 44
16 80 48
18 100 50
20 80 52
25 100 65
32 105 72
40 120 80

Clamping screw included.
NB.: Chucks with length over mm 100 balanced G 6.3 8.000 rpm.

- PULL STUDS page C.71 - CLAMPING SCREW page C.73

- PULL STUDS page C.71 - CLAMPING SCREW page C.73



C

C.31 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

L

D
2

D
1

D

4° 30’

ART. C1063

MANDRINI A CALETTAMENTO TERMICO MAS 403 BT FORMA AD+B

Cod. Tec. GR31
Euro BT

D
mm

L
mm

D1
mm

D2
mm

C1063403090 151,00

40

3

90

10 17
C1063404090 146,00 4

15 22C1063405090 146,00 5
C1063406090 120,00

6
21 27

C1063406160 155,00 160
C1063408090 120,00

8
90

C1063408160 155,00 160
C1063410090 120,00

10
90

24 32
C1063410160 155,00 160
C1063412090 120,00

12
90

C1063412160 155,00 160
C1063416090 120,00

16
90

27 34C1063416160 155,00 160
C1063420090 120,00

20
90

33 42C1063420160 155,00 160
C1063425100 120,00

25
100

44 53C1063425160 155,00 160

Solo per utensili con codolo in tolleranza h6. Grano di regolazione in dotazione.

L

D
2

D
1

D

4° 30’

ART. C1064

MANDRINI A CALETTAMENTO TERMICO MAS 403 BT FORMA AD+B

Cod. Tec. GR31
Euro BT

D
mm

L
mm

D1
mm

D2
mm

C1064506100 175,00

50

6

100

21 27C1064508100 175,00 8
C1064510100 175,00 10

24 32C1064512100 175,00 12
C1064516100 175,00 16 27 34
C1064520100 175,00 20 33 42
C1064525110 175,00 25

110 44 53C1064532100 175,00 32

Solo per utensili con codolo in tolleranza h6. Grano di regolazione in dotazione.

- TIRANTI a Pag. C.71

- TIRANTI a Pag. C.71

C.31Indivisible package  Suggested retail package - Unit price

ITEM: C1063

SHRINK FIT CHUCKS MAS 403 BT AD+B

Tech. Code BT
D

mm
L

mm
D1
mm

D2
mm

40

3

90

10 17
4

15 22
5

6
21 27

160

8
90

160

10
90

24 32
160

12
90

160

16
90

27 34
160

20
90

33 42
160

25
100

44 53
160

For tools only with shank in tollerance h6. Preset screw included.

ITEM: C1064

SHRINK FIT CHUCKS MAS 403 BT AD+B

Tech. Code BT
D

mm
L

mm
D1
mm

D2
mm

50

6

100

21 27
8

10
24 32

12
16 27 34
20 33 42
25

110 44 53
32

For tools only with shank in tollerance h6. Preset screw included.

- PULL STUDS page C.71

- PULL STUDS page C.71



C

C.32 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

D
3

D
2

L
1

M

L

ART. C1101

MANDRINI PER ATTACCHI FILETTATI MAS 403 BT FORMA AD+B

Cod. Tec. GR33
Euro BT

M
mm

L
mm

D2
mm

D3
mm

L1
mm

C11014M08055 144,20

40

M8
55

13
15 28

C11014M08102 158,60 102 23 75
C11014M10055 144,20

M10
55

18
20 28

C11014M10102 158,60 102 28 75
C11014M12055 144,20

M12
55

21
24 28

C11014M12102 158,60 102 31 75
C11014M16055 144,20

M16
55

29
32 28

C11014M16102 158,60 102 34 75

C11015M12088 220,40
50

M12
88

21 24
50C11015M16088 220,40 M16 29 34

A A 0,02 AT3 Taper 58-60 HRCAT3 Taper 58-60 HRC N5

G2.5
25.000 rpm

G2.5
25.000 rpm

BT 40 BT 50

ART. C1066

MANDRINI A CALETTAMENTO TERMICO MAS 403 BT FORMA AD+B

Cod. Tec. GR34
Euro BT

D
mm

L
mm

D1
mm

D2
mm

C1066404090 (119,00)

40

04
90

12 20
C1066406090 105,00 06

21 27C1066408090 105,00
08C1066408160 (139,00) 160

C1066410090 105,00
10

90

24 32
C1066410160 (139,00) 160
C1066412090 105,00

12
90

C1066412160 (139,00) 160
C1066416090 105,00 16

90
27 34

C1066420090 105,00 20 33 42

C1066506100 (154,00)

50

06

100

21 27C1066508100 (154,00) 08
C1066510100 (154,00) 10

24 32C1066512100 (154,00) 12
C1066516100 (154,00) 16 27 34
C1066520100 (154,00) 20 33 42
C1066525110 (154,00) 25

110 44 53C1066532110 (154,00) 32

Solo per utensili con codolo tolleranza h6. Grano di regolazione in dotazione.

- TIRANTI a Pag. C.71
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C.32 Indivisible package   Suggested retail package - Unit price

ITEM: C1101

SCREW-ON CHUCKS MAS 403 BT AD+B

Tech. Code BT
M

mm
L

mm
D2
mm

D3
mm

L1
mm

40

M8
55

13
15 28

102 23 75

M10
55

18
20 28

102 28 75

M12
55

21
24 28

102 31 75

M16
55

29
32 28

102 34 75

50
M12

88
21 24

50
M16 29 34

ITEM: C1066

SHRINK FIT CHUCKS MAS 403 BT AD+B

Tech. Code BT
D

mm
L

mm
D1
mm

D2
mm

40

04
90

12 20
06

21 27
08

160

10
90

24 32
160

12
90
160

16
90

27 34
20 33 42

50

06

100

21 27
08
10

24 32
12
16 27 34
20 33 42
25

110 44 53
32

For tools only with shank in tolerance h6. Pre-set screw included.

- PULL STUDS page C.71

- PULL STUDS page C.71



C

C.33 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

L

D D
1

L
1

D
2

CHIPAT3 Taper 58-60 HRCN5

ART. C1081

PORTAFRESE TRASCINAMENTO FISSO MAS 403 BT FORMA AD

Cod. Tec. GR33
Euro BT

D
mm

L
mm

L1
mm

D1
mm

D2
mm

C1081416045 86,50

40

16
45

17 38 38C1081416100 106,10 100
C1081422045 86,50

22
45

19
48

48C1081422100 106,10 100 46
C1081427045 89,60

27
45

21
58 58

C1081427100 114,30 100 48 48
C1081432050 103,00

32
50

24
78 78

C1081432100 130,80 100 58 58
C1081440055 124,60

40
55

27
88 88

C1081440100 177,20 100 70 70

Anello di trascinamento e vite di serraggio in dotazione.

L

D D
1

L
1

D
2

CHIPAT3 Taper 58-60 HRCN5

ART. C1082

PORTAFRESE TRASCINAMENTO FISSO MAS 403 BT FORMA AD

Cod. Tec. GR33
Euro BT

D
mm

L
mm

L1
mm

D1
mm

D2
mm

C1082516100 158,60

50

16 100 17 38 38
C1082522060 133,90 22

60

19 48 48
C1082527060 137,00 27 21 58 58
C1082532060 150,40 32 24 78 78
C1082540060 165,80 40 27 88 88

Anello di trascinamento e vite di serraggio in dotazione.

- ANELLI a Pag. C.74 - VITI a Pag. C.74 - TIRANTI a Pag. C.71
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C.33Indivisible package  Suggested retail package - Unit price

ITEM: C1081

FIXED-DRIVE SHELL MILL HOLDER CHUCKS MAS 403 BT AD

Tech. Code BT
D

mm
L

mm
L1
mm

D1
mm

D2
mm

40

16
45

17 38 38
100

22
45

19
48

48
100 46

27
45

21
58 58

100 48 48

32
50

24
78 78

100 58 58

40
55

27
88 88

100 70 70

Drive ring and clamping screw included.

ITEM: C1082

FIXED-DRIVE SHELL MILL HOLDER CHUCKS MAS 403 BT AD

Tech. Code BT
D

mm
L

mm
L1
mm

D1
mm

D2
mm

50

16 100 17 38 38
22

60

19 48 48
27 21 58 58
32 24 78 78
40 27 88 88

Drive ring and clamping screw included.

- RINGS page C.74 - SCREWS page C.74 - PULL STUDS page C.71
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C

C.34 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

L

D
1

D
2

L
1

L
2

CHIPAT3 Taper 58-60 HRCN5

ART. C1091

PORTAFRESE COMBINATI MAS 403 BT FORMA AD

Cod. Tec. GR33
Euro BT

D1
mm

L
mm

L1
mm

L2
mm

D2
mm

C1091416055 74,20

40

16
55

27 17 32
C1091422055 77,30 22 31 19 40
C1091427055 77,30 27 33 21 48
C1091432060 83,40 32

60
38 24 58

C1091440060 94,80 40 41 27 70

C1091522070 102,00

50

22

70

31 19 40
C1091527070 105,10 27 33 21 48
C1091532070 107,10 32 38 24 58
C1091540070 118,50 40 41 27 70

Anello di trascinamento e vite di serraggio in dotazione.

CHIPAT3 Taper 58-60 HRCN5

G2.5
25.000 rpm

G2.5
25.000 rpm

BT 40 BT 50

ART. C1096

PORTAFRESE COMBINATI MAS 403 BT FORMA AD+B

Cod. Tec. GR34
Euro BT

D1
mm

L
mm

L2
mm

D2
mm

C1096416055 50,00

40

16
55

17 32C1096416100 (63,00) 100
C1096422055 52,00

22
55

19 40C1096422100 64,00 100
C1096427055 52,00

27
55

21 48C1096427100 (65,00) 100
C1096432060 (57,00)

32
60

24
58

C1096432100 (69,00) 100 28
C1096440060 (64,00) 40 60 27 70

- ANELLI a Pag. C.74 - VITI a Pag. C.74 - TIRANTI a Pag. C.71

C1096516070 (76,00)

50

16

70

17 32
C1096522070 (76,00) 22 19 40
C1096527070 (78,00) 27 21 48
C1096532070 (80,00) 32 24 58
C1096540070 (88,00) 40 27 70

Anello di trascinamento e vite di serraggio in dotazione.

- ANELLI a Pag. C.74 - VITI a Pag. C.74 - TIRANTI a Pag. C.71

C.34 Indivisible package   Suggested retail package - Unit price

ITEM: C1091

COMBINED SHELL MILL HOLDER CHUCKS MAS 403 BT AD

Tech. Code BT
D1
mm

L
mm

L1
mm

L2
mm

D2
mm

40

16
55

27 17 32
22 31 19 40
27 33 21 48
32

60
38 24 58

40 41 27 70

50

22

70

31 19 40
27 33 21 48
32 38 24 58
40 41 27 70

Drive ring and clamping screw included.

ITEM: C1096

COMBINED SHELL MILL HOLDER CHUCKS MAS 403 BT AD+B

Tech. Code BT
D1
mm

L
mm

L2
mm

D2
mm

40

16
55

17 32
100

22
55

19 40
100

27
55

21 48
100

32
60

24
58

100 28
40 60 27 70

- RINGS page C.74 - SCREWS page C.74 - PULL STUDS page C.71

50

16

70

17 32
22 19 40
27 21 48
32 24 58
40 27 70

Drive ring and clamping screw included.

- RINGS page C.74 - SCREWS page C.74 - PULL STUDS page C.71



C

C.35 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ART. C1131

RIDUZIONI CM PER PUNTE MAS 403 BT FORMA AD

Cod. Tec. GR33
Euro BT

CM
mm

D
mm

L
mm

C11314CM1050 54,60

40

CM 1 25
50C11314CM2050 54,60 CM 2 32

C11314CM3070 54,60 CM 3 40 70
C11314CM4095 58,70 CM 4 63 95

L

D

ART. C1121

RIDUZIONI CM PER FRESE MAS 403 BT FORMA AD

Cod. Tec. GR33
Euro BT

CM
mm

D
mm

L
mm

C11214CM1050 97,90

40

CM 1 25
50C11214CM2050 97,90 CM 2 32

C11214CM3070 97,90 CM 3 40 70
C11214CM4095 114,30 CM 4 63 95

C11315CM3065 83,40
50

CM 3 40 65
C11315CM4095 83,40 CM 4 48 95

C11215CM2060 126,70
50

CM 2 32 60
C11215CM3065 126,70 CM 3 40 65
C11215CM4095 148,30 CM 4 63 95

- TIRANTI a Pag. C.71
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C.35Indivisible package  Suggested retail package - Unit price

ITEM: C1131

MORSE TAPER ADAPTORS FOR DRILLS MAS 403 BT AD

Tech. Code BT
CM
mm

D
mm

L
mm

40

CM 1 25
50

CM 2 32
CM 3 40 70
CM 4 63 95

ITEM: C1121

MORSE TAPER ADAPTORS FOR END MILLS MAS 403 BT AD

Tech. Code BT
CM
mm

D
mm

L
mm

40

CM 1 25
50

CM 2 32
CM 3 40 70
CM 4 63 95

50
CM 3 40 65
CM 4 48 95

50
CM 2 32 60
CM 3 40 65
CM 4 63 95

- PULL STUDS page C.71
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C

C.36 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

L

D
1

L
1 max

D

A A 0,02 AT3 Taper 58-60 HRCAT3 Taper 58-60 HRC N5

G6.3
25.000 rpm

G6.3
25.000 rpm

BT 40 BT 50

ART. C1141

MANDRINI AUTOSERRANTI MAS 403 BT FORMA A

Cod. Tec. GR31
Euro BT

D
mm

L
mm

D1
mm

L1 max
mm

C114140513 333,00
40

50 98 0,5 - 13 104
C114142516 340,00 57 103 2,5 - 16 109

D

L

D1

A A 0,02 AT3 Taper 58-60 HRCAT3 Taper 58-60 HRC N5

G6.3
25.000 rpm

G6.3
25.000 rpm

BT 40 BT 50

ART. C1142

MANDRINI AUTOSERRANTI MAS 403 BT FORMA A

Cod. Tec. GR33
Euro BT

D
mm

L
mm

D1
mm

C11424113 193,60
40

50 95 1 - 13
C11424316 205,00 57 116 3 - 16

C114152516 480,00 50 57 115 2,5 - 16 121

ROTAZIONE DESTRA/SINISTRA

C11425316 264,70 50 57 110 3 - 16

ROTAZIONE SOLO DESTRA

A A 0,02 AT3 Taper 58-60 HRCAT3 Taper 58-60 HRC N5

Max 20 Nm

ART. C1146

MANDRINI AUTOSERRANTI MAS 403 BT FORMA AD+B

Cod. Tec. GR34
Euro BT

D
mm

L
mm

D1
mm

C114640113 190,00 40
50

98
1-13C114650113 (235,00) 50 110

ROTAZIONE DESTRA/SINISTRA

- TIRANTI a Pag. C.71

- TIRANTI a Pag. C.71

- TIRANTI a Pag. C.71

C.36 Indivisible package   Suggested retail package - Unit price

ITEM: C1141

QUICK-CLAMPING DRILL CHUCKS MAS 403 BT A

Tech. Code BT
D

mm
L

mm
D1
mm

L1 max
mm

40
50 98 0.5 - 13 104
57 103 2.5 - 16 109

ITEM: C1142

QUICK-CLAMPING DRILL CHUCKS MAS 403 BT A

Tech. Code BT
D

mm
L

mm
D1
mm

40
50 95 1 - 13
57 116 3 - 16

50 57 115 2.5 - 16 121

CLOCKWISE COUNTER-CLOCKWISE ROTATION

50 57 110 3 - 16

ONLY CLOCKWISE ROTATION

ITEM: C1146

QUICK-CLAMPING DRILL CHUCKS MAS 403 BT AD+B

Tech. Code BT
D

mm
L

mm
D1
mm

40
50

98
1-13

50 110

CLOCKWISE COUNTER - CLOCKWISE ROTATION

- PULL STUDS page C.71

- PULL STUDS page C.71

- PULL STUDS page C.71



C

C.37 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ART. C1150

MANDRINI MASCHIATORI NON COMPENSATI MAS 403 BT FORMA A

Cod. Tec. GR42
Euro Descrizione

D
mm

d
mm

L
mm

Capacità

C115041967 186,00 BT40 MAS19 L67 33 19 67 M3 - M12
C115043190 192,00 BT40 MAS31 L90 50 31 90 M6 - M20

ART. C1160

MANDRINI MASCHIATORI COMPENSATI MAS 403 BT FORMA A

Cod. Tec. GR42
Euro Descrizione

D
mm

d
mm

L
mm

Capacità

C116041968 208,00 BT40 MAS19C L68 38 19 68 M3 - M12
C116043193 268,00 BT40 MAS31C L93 55 31 93 M6 - M20

C116051980 (347,00) BT50 MAS19C L80 38 19 80 M3 - M12
C1160531102 398,00 BT50 MAS31C L102 55 31 102 M6 - M20
C1160548133 (686,00) BT50 MAS48C L133 79 48 133 M14 - M33

- BUSSOLE CF a Pag. C.69 - BUSSOLE SF a Pag. C.70 - TIRANTI a Pag. C.71

- BUSSOLE CF a Pag. C.69 - BUSSOLE SF a Pag. C.70 - TIRANTI a Pag. C.71

C.37Indivisible package  Suggested retail package - Unit price

ITEM: C1150

TAPPING CHUCKS WITHOUT AXIAL COMPENSATION MAS 403 BT A

Tech. Code Description
D

mm
d

mm
L

mm
Capacity

BT40 MAS19 L67 33 19 67 M3 - M12
BT40 MAS31 L90 50 31 90 M6 - M20

ITEM: C1160

TAPPING CHUCKS WITH AXIAL COMPENSATION MAS 403 BT A

Tech. Code Description
D

mm
d

mm
L

mm
Capacity

BT40 MAS19C L68 38 19 68 M3 - M12
BT40 MAS31C L93 55 31 93 M6 - M20

BT50 MAS19C L80 38 19 80 M3 - M12
BT50 MAS31C L102 55 31 102 M6 - M20
BT50 MAS48C L133 79 48 133 M14 - M33

- BUSH WC page C.69 - BUSH WOC page C.70 - PULL STUDS page C.71

- BUSH WC page C.69 - BUSH WOC page C.70 - PULL STUDS page C.71



C.38

C

HSK - NORMA DIN 69893

b1d2 d5

l6

f3
f1

l1

d16

d10max. d1d4

60°

f2

HSK-A d1 h10 d2 d4 H10 d5 H11 d10 max d16 l1-0.2 l6 Js10 b1
±0.04(1) f1 -0.1 f2 min f3

±0.1

40 40 30 21 25.5 34 M12x1 20 11.42 8.05 20 35 16
50 50 38 26 32.0 42 M16x1 25 14.13 10.54 26 42 18
63 63 48 34 40.0 53 M18x1 32 18.13 (12.42) 12.54 26 42 18
80 80 60 42 50.0 67 M20x1.5 40 22.85 16.04 26 42 18
100 100 75 53 63.0 85 M24x1.5 50 28.56 (19.9) 20.02 29 45 20

d1d4 maxd16

f3
f1

f2l1

l4 60°

d8d9d2

HSK-E d1 h10 d2 d4 max d8 H10 d9 H11 d16 l1-0.2 L4 Js10 f1-0.1 f2 min f3
±0.1

32 32 24 26 17 19 M10x1 16 8.92 20 35 16

40 40 30 34 21 25.5 M12x1 20 11.42 20 35 16

50 50 38 42 26 32.0 M16x1 25 14.13 26 42 18

63 63 48 53 34 40.0 M18x1 32 18.13 26 42 18

l4l2
60°

5 12

d4 max d1d8d9d2

f2
f1

f3
l1

HSK-F d1 h10 d2 d4 max d8 H10 d9 H11 l1-0.2 l2 l4 Js10 f1-0.1 f2 min f3
±0.1

63 63 38 53 26 32 25 5.0 14.13 26 42 18

(1) Le dimensioni tra parentesi si riferiscono alla dimensione b1 solo per mandrini HSK A...WH, caratterizzati da una diversa tolleranza delle chiavette, per poter essere utilizzati con
utensili di tornitura assicurando la maggiore precisione della posizione dei taglienti (in base agli standard ICTM e ISO 12164/3).

Tipo ATipo A

Tipo ETipo E

(1) Senza foro.

Tipo FTipo F(1(1

C.38

HSK - STANDARD DIN 69893

Type A

Type E

(1)Without crosshole

Type F(1

(1) The dimensions in parentheses refer to dimension b1 only for HSK A...WH tools. These tools feature key slot gap and tolerance, used on turning for accurate cutting edge height
position, (according to Japanese ICTM standard and ISO 12164/3 standard).



C

C.39 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ART. C2013

MANDRINI PORTAPINZE ER DIN 69893 HSK A

Cod. Tec. GR33
Euro HSK ER

D
mm

L
mm

C2013616100 126,70

63

16 32
100

C2013616160 164,80 160
C2013620100 126,70

20 35
100

C2013620160 164,80 160
C2013625100 126,70

25 42
100

C2013625160 164,80 160
C2013632100 126,70

32 50
100

C2013632160 164,80 160
C2013640080 145,20 40 63 80

C2013132100 (185,40)
100

32 50
100

C2013132160 (227,60) 160
C2013140120 (192,60) 40 63 120

Ghiera in dotazione. Adduttori refrigerante da ordinare separatamente. Pinze ER DIN 6499.

ART. C2016

MANDRINI PORTAPINZE ER DIN 69893 HSK A

Cod. Tec. GR34
Euro HSK ER

D
mm

L
mm

Ghiera

C2016616100 (84,00)

63

16 28
100

GER16
C2016625100 81,00 25 42 GER25
C2016632100 84,00

32 50 GER32C2016632160 (109,00) 160

C2016125100 (112,00)
100

25 42
100

GER25
C2016132100 (112,00) 32 50 GER32
C2016140120 (117,00) 40 63 120 GER40

Ghiera in dotazione. Adduttore lubrorefrigerante da ordinare separatamente. Pinze ER DIN 6499.

- GHIERE a Pag. C.68 - PINZE ER a Pag. C.59 - TUBETTI a Pag. C.48,73

- GHIERE a Pag. C.68 - PINZE ER a Pag. C.59 - TUBETTI a Pag. C.48,73

C.39Indivisible package  Suggested retail package - Unit price

ITEM: C2013

ER COLLET CHUCKS DIN 69893 HSK A

Tech. Code HSK ER
D

mm
L

mm

63

16 32
100
160

20 35
100
160

25 42
100
160

32 50
100
160

40 63 80

100
32 50

100
160

40 63 120

Nut included. Cooling tube not included. Collets ER DIN 6499.

ITEM: C2016

ER COLLET CHUCKS DIN 69893 HSK A

Tech. Code HSK ER
D

mm
L

mm
Ring nut

63

16 28
100

GER16
25 42 GER25

32 50 GER32
160

100
25 42

100
GER25

32 50 GER32
40 63 120 GER40

Nut included. Cooling tube not included. Collets ER DIN 6499.

- NUTS page C.68 - COLLETS ER page C.59 - TUBES page C.48,73

- NUTS page C.68 - COLLETS ER page C.59 - TUBES page C.48,73



C

C.40 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

D D
2

L

L
1

L
3

ART. C2015

MANDRINI PORTAPINZE ER MINI DIN 69893 HSK A

Cod. Tec. GR33
Euro HSK ER

D
mm

L
mm

L1
mm

L3
mm

D2
mm

C2015611100 184,40

63

11 Mini 16
100

34 40 20
C2015616100 144,20

16 Mini 22
32 42 25

C2015616160 186,40 160 77 57 35
C2015620100 184,40

20 Mini 28
100 26 48 30

C2015620160 235,90 160 36 98 31
C2015625100 184,40

25 Mini 35
100 - - 33

C2015625160 246,20 160 66 68 46

Ghiera in dotazione. Adduttori refrigerante da ordinare separatamente. Pinze ER DIN 6499.

- GHIERE a Pag. C.68 - PINZE ER a Pag. C.59 - TUBETTI a Pag. C.48,73

D D1

L

A A 0,02 AT3 Taper 58-60 HRCAT3 Taper 58-60 HRC N5

ART. C2026

MANDRINI A FORTE SERRAGGIO DIN 69893 HSK A

Cod. Tec. GR34
Euro HSK

D
mm

L
mm

D1
mm

C2026620095 321,00
63

20 95 48
C2026632105 346,00 32 105 68

C2026120105 (387,00)
100

20
105

48
C2026132105 (409,00) 32 68

- CHIAVI F.S. a Pag. C.74

C.40 Indivisible package   Suggested retail package - Unit price

ITEM: C2015

ER MINI COLLET CHUCKS DIN 69893 HSK A

Tech. Code HSK ER
D

mm
L

mm
L1
mm

L3
mm

D2
mm

63

11 Mini 16
100

34 40 20

16 Mini 22
32 42 25

160 77 57 35

20 Mini 28
100 26 48 30
160 36 98 31

25 Mini 35
100 - - 33
160 66 68 46

Nut included. Cooling tube not included. Collets ER DIN 6499.

- NUTS page C.68 - COLLETS ER page C.59 - TUBES page C.48,73

ITEM: C2026

POWER CHUCKS DIN 69893 HSK A

Tech. Code HSK
D

mm
L

mm
D1
mm

63
20 95 48
32 105 68

100
20

105
48

32 68

- WRENCHES F.S. page C.74



C

C.41 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

DIS. 1 DIS. 2

ART. C2031

MANDRINI IDRAULICI DIN 69893 HSK A

Cod. Tec. GR31
Euro HSK

D
mm

L
mm

D1
mm

D2
mm

L1
mm

Disegno

C2031612085 369,00

63

12 85 32
50

40
2C2031616090 369,00 16 90 38 46

C2031620080* 290,00
20

80 - 51,5 - 1
C2031620090 369,00 90 42 50 48 2

* Versione corta e robusta.

D
1

D D
2

L
1

L
2

L

ART. C2032

MANDRINI IDRAULICI A FORTE SERRAGGIO DIN 69893 HSK A

Cod. Tec. GR31
Euro HSK

D
mm

L
mm

L1
mm

L2
mm

D1
mm

D2
mm

C2032620080 254,00 63 20 80 36 51 49 52,5

Caratteristiche:
- Forza di serraggio estremamente elevata e rigidità radiale
- Effetto antivibrazione
- Alta trasferibilità di torsione
- Utilizzabile su tutti i tipi di attacco
- Adatto anche per operazioni di fresatura
- Tempi brevi di settaggio
- Alta flessibilità con utilizzo delle bussole di riduzione
- Profilo con rastremazione 3°

Solo per utensili con codolo in tolleranza h6.
Rispettare sempre la profondità minima di serraggio.
Adduttori refrigerante da ordinare separatamente.

C2031120105 (509,00)
100

20 105 42 50 59
2C2031132100 (509,00) 32 110 63 67 60

Solo per utensili con codolo in tolleranza h6. Rispettare sempre la profondità minima di serraggio. Adduttori refrigerante da ordinare separatamente.

- TUBETTI a Pag. C.48,73

- TUBETTI a Pag. C.48,73

C.41Indivisible package  Suggested retail package - Unit price

FIG. 1 FIG. 2

ITEM: C2031

HYDRAULIC CHUCKS DIN 69893 HSK A

Tech. Code HSK
D

mm
L

mm
D1
mm

D2
mm

L1
mm

Figure

63

12 85 32
50

40
2

16 90 38 46

20
80 - 51,5 - 1
90 42 51.5 48 2

* Short heavy duty design.

ITEM: C2032

HYDRAULIC CHUCKS STRONG LOCKING DIN 69893 HSK A

Tech. Code HSK
D

mm
L

mm
L1
mm

L2
mm

D1
mm

D2
mm

63 20 80 36 51 49 52.5

FEATURES:
- Extremely high clamping force and radial stability
- Vibration damping tool clamping
- Very high transmissible torque
- All cylindrical shank h6 tolerance can be clamped
- Suitable for roughing milling operation
- Quick setup times
- Can be used Àexibly by using reducing sleeves
- Narrow design 3°

For tools only with shank with tollerance h6.
Always respect minimum clamping depth.
Cooling tube not included.

100
20 105 42 50 59

2
32 110 63 67 60

For tools only with shank with tollerance h6. Always respect minimum clamping depth. Cooling tube not included.

- TUBES page C.48,73

- TUBES page C.48,73



C

C.42 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ART. C2041

MANDRINI WELDON DIN 69893 HSK A

Cod. Tec. GR33
Euro HSK

D
mm

L
mm

D1
mm

C2041606065 130,80

63

6
65

25
C2041608065 128,80 8 28
C2041610065 128,80 10 35
C2041612080 128,80 12

80

42
C2041614080 128,80 14 44
C2041616080 128,80 16 48
C2041618080 128,80 18 50
C2041620080 128,80 20 52
C2041625110 152,40 25

110
65

C2041632110 160,70 32 72

Grano di fissaggio in dotazione. Adduttori refrigerante da ordinare separatamente.

ART. C2046

MANDRINI WELDON DIN 69893 HSK A

Cod. Tec. GR34
Euro HSK

D
mm

L
mm

D1
mm

C2046606065 (84,00)

63

06
65

25
C2046608065 (84,00) 08 28
C2046610065 (84,00) 10 35
C2046612080 84,00 12

80
42

C2046616080 84,00 16 48
C2046620080 84,00 20 52
C2046625110 93,00 25

110
63

C2046632110 98,00 32 72

C2046106080 (117,00)

100

06

80

25
C2046108080 (117,00) 08 28
C2046110080 (117,00) 10 35
C2046112080 (117,00) 12 42
C2046116100 (117,00) 16

100

48
C2046120100 (117,00) 20 52
C2046125100 (136,00) 25 63
C2046132100 (142,00) 32 72
C2046140105 (154,00) 40 105 80

Grano di fissaggio in dotazione.

- TUBETTI a Pag. C.48,73 - GRANI a Pag. C.73

- TUBETTI a Pag. C.48,73 - GRANI a Pag. C.73

C.42 Indivisible package   Suggested retail package - Unit price

ITEM: C2041

WELDON CHUCKS DIN 69893 HSK A

Tech. Code HSK
D

mm
L

mm
D1
mm

63

6
65

25
8 28

10 35
12

80

42
14 44
16 48
18 50
20 52
25

110
65

32 72

Clamping screw included. Cooling tube not included.

ITEM: C2046

WELDON CHUCKS DIN 69893 HSK A

Tech. Code HSK
D

mm
L

mm
D1
mm

63

06
65

25
08 28
10 35
12

80
42

16 48
20 52
25

110
63

32 72

100

06

80

25
08 28
10 35
12 42
16

100

48
20 52
25 63
32 72
40 105 80

Clamping screw included.

- TUBES page C.48,73 - CLAMPING SCREW page C.73

- TUBES page C.48,73 - CLAMPING SCREW page C.73



C

C.43 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ART. C2045

MANDRINI WELDON DIN 69893 HSK A

Cod. Tec. GR33
Euro HSK

D
mm

L
mm

D1
mm

C2045108080 (185,40)

100

8
80

28
C2045110080 (185,40) 10 35
C2045112080 (185,40) 12 42
C2045116100 (182,30) 16

100

48
C2045120100 (182,30) 20 52
C2045125100 (213,20) 25 65
C2045132100 (228,70) 32 72
C2045140120 (288,40) 40 120 80

Grano di fissaggio in dotazione. Adduttori refrigerante da ordinare separatamente.

- TUBETTI a Pag. C.48,73 - GRANI a Pag. C.73

Accuracy
Repeatability

Reliabilitymetrology

C.43Indivisible package  Suggested retail package - Unit price

ITEM: C2045

WELDON CHUCKS DIN 69893 HSK A

Tech. Code HSK
D

mm
L

mm
D1
mm

100

8
80

28
10 35
12 42
16

100

48
20 52
25 65
32 72
40 120 80

Clamping screw included. Cooling tube not included.

- TUBES page C.48,73 - CLAMPING SCREW page C.73



C

C.44 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

A A 0,003 50-52 HRC N5

ART. C2063

MANDRINI A CALETTAMENTO TERMICO DIN 69893 HSK A

Cod. Tec. GR31
Euro HSK

D
mm

L
mm

D1
mm

D2
mm

C2063604080 141,00

63

4
80

15 22C2063604120 183,00 120
C2063604160 202,00 160
C2063606080 122,00

6
80

21 27

C2063606120 160,00 120
C2063606160 190,00 160
C2063608080 122,00

8
80

C2063608120 160,00 120
C2063608160 190,00 160
C2063610085 122,00

10
85

24 32

C2063610120 160,00 120
C2063610160 190,00 160
C2063612090 122,00

12
90

C2063612120 160,00 120
C2063612160 190,00 160
C2063614090 122,00

14
90

27 34

C2063614120 160,00 120
C2063614160 190,00 160
C2063616095 122,00

16
95

C2063616120 160,00 120
C2063616160 190,00 160
C2063620100 122,00

20
100

33 42C2063620160 192,00 160
C2063625115 122,00

25
115

44 53
C2063625160 192,00 160
C2063632120 122,00

32
120

C2063632160 192,00 160

Solo per utensili con codolo in tolleranza h6. Grano di regolazione in dotazione. Adduttori refrigerante da ordinare separatamente.

- TUBETTI a Pag. C.48,73

C.44 Indivisible package   Suggested retail package - Unit price

ITEM: C2063

SHRINK FIT CHUCKS DIN 69893 HSK A

Tech. Code HSK
D

mm
L

mm
D1
mm

D2
mm

63

4
80

15 22120
160

6
80

21 27

120
160

8
80

120
160

10
85

24 32

120
160

12
90

120
160

14
90

27 34

120
160

16
95

120
160

20
100

33 42
160

25
115

44 53
160

32
120
160

For tools only with shank in tollerance h6. Preset screw included. Cooling tube not included.

- TUBES page C.48,73



C

C.45 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

A A 0,003 50-52 HRC N5

ART. C2064

MANDRINI A CALETTAMENTO TERMICO DIN 69893 HSK A

Cod. Tec. GR31
Euro HSK

D
mm

L
mm

D1
mm

D2
mm

C2064106085 (197,00)

100

6
85

21 27
C2064106120 (245,00) 120
C2064108085 (197,00)

8
85

C2064108120 (245,00) 120
C2064110090 (197,00)

10
90

24 32
C2064110120 (245,00) 120
C2064112095 (197,00)

12
95

C2064112120 (245,00) 120
C2064116100 (197,00)

16
100

27 34C2064116160 (277,00) 160
C2064120105 (197,00) 20 105 33 42
C2064125115 (197,00) 25 115

44 53C2064132120 (197,00) 32 120

Solo per utensili con codolo in tolleranza h6. Grano di regolazione in dotazione. Adduttori refrigerante da ordinare separatamente.

ART. C2066

MANDRINI A CALETTAMENTO TERMICO DIN 69893 HSK A

Cod. Tec. GR34
Euro HSK

D
mm

L
mm

D1
mm

D2
mm

C2066604080 (136,00)

63

04
80

12 20
C2066606080 (99,00) 06

21 27C2066608080 (99,00) 08
C2066610085 (99,00) 10 85

24 32C2066612090 (99,00) 12 90
C2066616095 (99,00) 16 95 27 34
C2066620100 (99,00) 20 100 33 42

C2066106085 (172,00)

100

06
85 21 27C2066108085 (172,00) 08

C2066110090 (172,00) 10 90
24 32C2066112095 (172,00) 12 95

C2066116100 (172,00) 16 100 27 34
C2066120105 (172,00) 20 105 33 42
C2066125115 (172,00) 25 115

44 53C2066132120 (172,00) 32 120

Solo per utensili con codolo in tolleranza h6. Grano di regolazione in dotazione.

- TUBETTI a Pag. C.48,73

- TUBETTI a Pag. C.48,73

C.45Indivisible package  Suggested retail package - Unit price

ITEM: C2064

SHRINK FIT CHUCKS DIN 69893 HSK A

Tech. Code HSK
D

mm
L

mm
D1
mm

D2
mm

100

6
85

21 27
120

8
85
120

10
90

24 32
120

12
95
120

16
100

27 34
160

20 105 33 42
25 115

44 53
32 120

For tools only with shank in tollerance h6. Preset screw included. Cooling tube not included.

ITEM: C2066

SHRINK FIT CHUCKS DIN 69893 HSK A

Tech. Code HSK
D

mm
L

mm
D1
mm

D2
mm

63

04
80

12 20
06

21 27
08
10 85

24 32
12 90
16 95 27 34
20 100 33 42

100

06
85 21 27

08
10 90

24 32
12 95
16 100 27 34
20 105 33 42
25 115

44 53
32 120

For tools only with shank in tolerance h6. Pre-set screw included.

- TUBES page C.48,73

- TUBES page C.48,73



C

C.46 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ART. C2101

MANDRINI PER ATTACCHI FILETTATI DIN 69893 HSK A

Cod. Tec. GR33
Euro HSK

M
mm

L
mm

D2
mm

D3
mm

L1
mm

C21016M08059 208,10

63

M8
59

13
15 33

C21016M08076 208,10 76 23 50
C21016M10059 208,10

M10
59

18
19,5 33

C21016M10076 208,10 76 23 50
C21016M10101 220,40 101 28 75
C21016M12059 208,10

M12
59

21
24

33
C21016M12084 208,10 76 50
C21016M12101 220,40 101 31 75
C21016M16059 208,10

M16
59

29 34
33

C21016M16076 208,10 76 50
C21016M16101 220,40 101 75

C21011M12079 (302,80)

100
M12

79

20,8

28 50
C21011M12129 (370,80) 129 33 100
C21011M16079 (302,80)

M16
79 34 50

C21011M16129 (370,80) 129 36 100

Adduttori refrigerante da ordinare separatamente.

L

D
1

D
2

L
1

ART. C2081

PORTAFRESE TRASCINAMENTO FISSO DIN 69893 HSK A

Cod. Tec. GR33
Euro HSK

D1
mm

L
mm

L1
mm

D2
mm

C2081616050 160,70

63

16
50

17 38C2081616100 176,10 100
C2081622050 161,70

22
50

19 48C2081622100 176,10 100
C2081627060 161,70

27
60

21 58C2081627100 186,40 100
C2081632060 173,00

32
60

24 66C2081632100 200,90 100
C2081640060 194,70

40
60

27 88C2081640100 209,10 100

C2081116050 (224,50)

100

16

50

17 40
C2081122050 (224,50) 22 19 50
C2081127050 (224,50) 27 21 60
C2081132050 (229,70) 32 24 78

Anello di trascinamento e vite di serraggio in dotazione.

- TUBETTI a Pag. C.48,73

- TUBETTI a Pag. C.48,73 - VITI a Pag. C.74

C.46 Indivisible package   Suggested retail package - Unit price

ITEM: C2101

SCREW-ON CHUCKS DIN 69893 HSK A

Tech. Code HSK
M

mm
L

mm
D2
mm

D3
mm

L1
mm

63

M8
59

13
15 33

76 23 50

M10
59

18
19.5 33

76 23 50
101 28 75

M12
59

21
24

33
76 50
101 31 75

M16
59

29 34
33

76 50
101 75

100
M12

79

20.8

28 50
129 33 100

M16
79 34 50
129 36 100

Cooling tube not included.

ITEM: C2081

FIXED-DRIVE SHELL MILL HOLDER CHUCKS DIN 69893 HSK A

Tech. Code HSK
D1
mm

L
mm

L1
mm

D2
mm

63

16
50

17 38
100

22
50

19 48
100

27
60

21 58
100

32
60

24 66
100

40
60

27 88
100

100

16

50

17 40
22 19 50
27 21 60
32 24 78

Drive ring and clamping screw included.

- TUBES page C.48,73

- TUBES page C.48,73 - SCREWS page C.74



C

C.47 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

D
1 D

2

L

L
2

L
1

D
1 D

2

L

L
2

L
1

ART. C2091

PORTAFRESE COMBINATI DIN 69893 HSK A

Cod. Tec. GR33
Euro HSK

D1
mm

L
mm

L1
mm

L2
mm

D2
mm

C2091616060 152,40

63

16

60

27 17 32
C2091622060 152,40 22 31 19 40
C2091627060 152,40 27 33 21 48
C2091632060 164,80 32 38 24 58

C2091116060 (212,20)

100

16

60

27 17 32
C2091122060 (212,20) 22 31 19 40
C2091127060 (216,30) 27 33 21 48
C2091132060 (229,70) 32 38 24 58
C2091140070 (249,30) 40 70 41 27 70

Anello di trascinamento e vite di serraggio in dotazione.

ART. C2096

MANDRINI PORTAFRESE COMBINATI DIN 69893 HSK A

Cod. Tec. GR34
Euro HSK

D1
mm

L
mm

L2
mm

D2
mm

C2096616060 94,00

63

16
60

17 32C2096616100 (102,00) 100
C2096622060 94,00

22
60

19 40C2096622100 102,00 100
C2096627060 102,00

27
60

21 48C2096627100 110,00 100
C2096632060 106,00

32
60

24 58C2096632100 (114,00) 100

C2096116060 (125,00)

100

16

60

17 32
C2096122060 (125,00) 22 19 40
C2096127060 (130,00) 27 21 48
C2096132060 (140,00) 32 24 58
C2096140070 (145,00) 40 70 27 70

Anello di trascinamento e vite di serraggio in dotazione.

- TUBETTI a Pag. C.48,73 - ANELLI a Pag. C.74 - VITI a Pag. C.74

- TUBETTI a Pag. C.48,73 - ANELLI a Pag. C.74 - VITI a Pag. C.74

C.47Indivisible package  Suggested retail package - Unit price

ITEM: C2091

COMBI SHELL MILL HOLDER CHUCKS DIN 69893 HSK A

Tech. Code HSK
D1
mm

L
mm

L1
mm

L2
mm

D2
mm

63

16

60

27 17 32
22 31 19 40
27 33 21 48
32 38 24 58

100

16

60

27 17 32
22 31 19 40
27 33 21 48
32 38 24 58
40 70 41 27 70

Drive ring and clamping screw included.

ITEM: C2096

COMBI SHELL MILL HOLDER CHUCKS DIN 69893 HSK A

Tech. Code HSK
D1
mm

L
mm

L2
mm

D2
mm

63

16
60

17 32
100

22
60

19 40
100

27
60

21 48
100

32
60

24 58
100

100

16

60

17 32
22 19 40
27 21 48
32 24 58
40 70 27 70

Drive ring and clamping screw included.

- TUBES page C.48,73 - RINGS page C.74 - SCREWS page C.74

- TUBES page C.48,73 - RINGS page C.74 - SCREWS page C.74



C

C.48 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ART. C2150

MANDRINI MASCHIATORI NON COMPENSATI HSK DIN 69893A

Cod. Tec. GR42
Euro Descrizione

D
mm

d
mm

L
mm

Capacità

C215061963 283,00 HSK 63 MAS19C L63 33 19 63 M3 - M12
C215063189 355,00 HSK 63 MAS31C L89 50 31 89 M6 - M20

- BUSSOLE CF a Pag. C.69 - BUSSOLE SF a Pag. C.70 - TUBETTI a Pag. C.73

C215013192 (435,00) HSK 100 MAS31C L92 50 31 92 M6 - M20
C2150148116 (473,00) HSK 100 MAS48C L116 72 48 116 M14 - M33

I prodotti sono disponibili nel CAP C

TUBETTI ADDUZIONE REFRIGERANTE DIN 69893

Cod. Tec. HSK F
D

mm

C4480100 100 M24 x 1,5 16

C448063 63 M18 x 1 12

Prodotti correlati

I prodotti sono disponibili nel CAP C

CHIAVI DI ASSEMBLAGGIO PER TUBETTI REFRIGERANTI

Cod. Tec. HSK

C4481063 63

C4481100 100

Prodotti correlati

C.48 Indivisible package   Suggested retail package - Unit price

ITEM: C2150

TAPPING CHUCKS WITHOUT AXIAL COMPENSATION HSK DIN 69893A

Tech. Code Description
D

mm
d

mm
L

mm
Capacity

HSK 63 MAS19C L63 33 19 63 M3 - M12
HSK 63 MAS31C L89 50 31 89 M6 - M20

- BUSH WC page C.69 - BUSH WOC page C.70 - TUBES page C.73

HSK 100 MAS31C L92 50 31 92 M6 - M20
HSK 100 MAS48C L116 72 48 116 M14 - M33

The products are available in chapter C

ADDUCTION COOLING TUBES DIN 69893

Tech. Code HSK F
D

mm

100 M24 x 1.5 16

63 M18 x 1 12

Related products

The products are available in chapter C

WRENCHES FOR HSK COOLING TUBES

Tech. Code HSK

63

100

Related products



C

C.49

Puoi acquistare qualsiasi prodotto del catalogo TUNGALOY contattando il nostro
ufficio commerciale. I tempi di consegna dipendono dalla disponibilità del
fornitore, riceverai una conferma d'ordine con le date dettagliate di consegna.

I prodotti TUNGALOY inseriti nel catalogo LINK19
sono disponibili a magazzino e spediti in 24 ore.

info@linkspa.it - www.linkspa.it

CATALOGO TUNGALOY

C.49

To buy any products of this TUNGALOY catalogue contact our commercial
office. Delivery time depends on the availability of our supplier, you will receive a
confirmation of your order with the details of the delivery date.

The TUNGALOY items included in our LINK19 catalogue,
are ready to be delivered in 24 h.

info@linkspa.it - www.linkspa.it/en

TUNGALOY CATALOGUE



C.50

C

DIN 2080

L7

bd7

k
aL1

L4

d1

8˚17'50"

d2G

a±0.2 b (H12) d1 d2 G d7 K±0.15

SK 30 1.6 16.1 31.75 17.4 M12 50 8

SK 40 1.6 16.1 44.45 25.3 M16 63 10

SK 50 3.2 25.7 69.85 39.6 M24 97.5 12

L1 L4 L7 MAX

SK 30 35 19.1 47.80 0.002

SK 40 35 19.1 68.40 0.003

SK 50 35 19.1 101.75 0.004

AAttaccottacco

AAttaccottacco CConoono AT3AT3

Standard di riferimentoStandard di riferimento

C.50

STANDARD DIN 2080

Toolholder Standard

Shank

Shank TaperTT AT3



C

C.51 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

D

L

C

ART. C3010

MANDRINI PORTAPINZE ER DIN 6499 DIN 2080

Cod. Tec. GR33
Euro Descrizione

C
Capacità

Ghiera
D

mm
L

mm
C301043270 83,40 ISO40 ER32 L70 2 - 20

Standard
50

70C301044070 115,40 ISO40 ER40 L70 3 - 30 63

L

D
d

ART. C3040

MANDRINI WELDON DIN 2080

Cod. Tec. GR33
Euro Descrizione

d
mm

D
mm

L
mm

C304041663 70,00 ISO40 :E16 L63 16 48
63C304042063 70,00 ISO40 :E20 L63 20 52

C304042590 86,50 ISO40 :E25 L90 25 65 90

- GHIERE a Pag. C.68 - PINZE ER a Pag. C.59 - CHIAVI a Pag. C.74

C301053270 (163,80) ISO50 ER32 L70 2 - 20
Standard

50 70
C301054075 (173,00) ISO50 ER40 L75 3 - 30 63 75

Ghiera in dotazione. Pinze ER DIN 6499.

C304052063 (112,30) ISO50 :E20 L63 20 52 63
C304052580 (125,70) ISO50 :E25 L80 25 65 80
C304053285 (148,30) ISO50 :E32 L85 32 72 85

- GRANI a Pag. C.73

C.51Indivisible package  Suggested retail package - Unit price

ITEM: C3010

ER COLLET CHUCKS DIN 2080

Tech. Code Description
C

Capacity
Ring nut

D
mm

L
mm

ISO40 ER32 L70 2 - 20
Standard

50
70

ISO40 ER40 L70 3 - 30 63

ITEM: C3040

WELDON CHUCKS DIN 2080

Tech. Code Description
d

mm
D

mm
L

mm
ISO40 WE16 L63 16 48

63
ISO40 WE20 L63 20 52
ISO40 WE25 L90 25 65 90

- NUTS page C.68 - COLLETS ER page C.59 - WRENCHES page C.74

ISO50 ER32 L70 2 - 20
Standard

50 70
ISO50 ER40 L75 3 - 30 63 75

Nut included. Collets DIN 6499.

ISO50 WE20 L63 20 52 63
ISO50 WE25 L80 25 65 80
ISO50 WE32 L85 32 72 85

- CLAMPING SCREW page C.73



C

C.52 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

L1

L

D1
D

ART. C3090

MANDRINI PORTAFRESE COMBINATI DIN 2080

Cod. Tec. GR33
Euro Descrizione

D
mm

D1
mm

L
mm

L1
mm

C309041652 93,70 ISO40 PC16 L52 32 16

52

27
C309042252 93,70 ISO40 PC22 L52 40 22 31
C309042752 97,90 ISO40 PC27 L52 48 27 33
C309043252 109,20 ISO40 PC32 L52 58 32 38

L

D

ART. C3130

RIDUZIONI CONO MORSE PER PUNTE DIN 2080

Cod. Tec. GR33
Euro Descrizione Morse

D
mm

L
mm

C31304CM250 93,70 ISO40 RP2 L50 2 32 50
C31304CM365 93,70 ISO40 RP3 L65 3 40 65
C31304CM495 97,90 ISO40 RP4 L95 4 48 95

L

B

ART. C3140

ATTACCHI PER MANDRINI PORTAPUNTE DIN 2080

Cod. Tec. GR33
Euro Descrizione

B
mm

L
mm

C314041617 74,20 ISO40 AM B16 L17 16
17C314041817 74,20 ISO40 AM B18 L17 18

- VITI a Pag. C.74 - ANELLI a Pag. C.74

C31305CM365 (140,10) ISO50 RP3 L65 3 40
65C31305CM465 (145,20) ISO50 RP4 L65 4 48

C314051620 (128,80) ISO50 AM B16 L20 16 20

C.52 Indivisible package   Suggested retail package - Unit price

ITEM: C3090

COMBINATION FACE MILL ADAPTORS DIN 2080

Tech. Code Description
D

mm
D1
mm

L
mm

L1
mm

ISO40 PC16 L52 32 16

52

27
ISO40 PC22 L52 40 22 31
ISO40 PC27 L52 48 27 33
ISO40 PC32 L52 58 32 38

ITEM: C3130

REDUCTION MORSE TAPER SHANK FOR DRILLS DIN 2080

Tech. Code Description Morse
D

mm
L

mm
ISO40 RP2 L50 2 32 50
ISO40 RP3 L65 3 40 65
ISO40 RP4 L95 4 48 95

ITEM: C3140

DRILL CHUCKS ARBOR DIN 2080

Tech. Code Description
B

mm
L

mm
ISO40 AM B16 L17 16

17
ISO40 AM B18 L17 18

- SCREWS page C.74 - RINGS page C.74

ISO50 RP3 L65 3 40
65

ISO50 RP4 L65 4 48

ISO50 AM B16 L20 16 20



C

C.53 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

L

D

ART. C3150

RIDUZIONI ISO / ISO DIN 2080

Cod. Tec. GR33
Euro Descrizione

D
mm

L
mm

C315055040 (166,90) IS050 RI 50�40 L63 68 63

ART. C3160

MANDRINI MASCHIATORI COMPENSATI DIN 2080

Cod. Tec. GR42
Euro Descrizione

D
mm

d
mm

L
mm

Capacità

C316041953 (233,00) ISO40 MAS19C L53 38 19 53 M3 - M12
C316043177 (285,00) ISO40 MAS31C L77 55 31 77 M6 - M20

- BUSSOLE CF a Pag. C.69 - BUSSOLE SF a Pag. C.70

C.53Indivisible package  Suggested retail package - Unit price

ITEM: C3150

ADAPTORS ISO / ISO CHUCKS DIN 2080

Tech. Code Description
D

mm
L

mm
IS050 RI 50/40 L63 68 63

ITEM: C3160

TAPPING CHUCKS AXIAL COMPENSATION DIN 2080

Tech. Code Description
D

mm
d

mm
L

mm
Capacity

ISO40 MAS19C L53 38 19 53 M3 - M12
ISO40 MAS31C L77 55 31 77 M6 - M20

- BUSH WC page C.69 - BUSH WOC page C.70



C

C.54 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ART. C3170

PROLUNGHE A CALETTAMENTO DIN 1835A

Cod. Tec. GR33
Euro

D
mm

L
mm

d
mm

D2
mm

C31701203160 (137,00) 3

160
12

8
C31701204160 (134,90) 4 9
C31701606160 (127,70)

6
16

11C31702006160 (127,70)

20

C31702006300 (228,70) 300
C31702008160 (127,70)

8
160

13C31702008300 (228,70) 300
C31702010160 (127,70) 10

160
15

C31702012160 (127,70)
12 17C31702512300 (230,70)

300
25

C31702020300 (240,00) 20 32 25

Le prolunghe possono essere usate con mandrini a calettamento termico, idraulici e portapinze. Solo per utensili con codolo in tolleranza h6.

ART. C3171

PROLUNGHE A CALETTAMENTO DIN 1835A

Cod. Tec. GR31
Euro

D
mm

L
mm

l1
mm

d
mm

D1
mm

C31712006150 (104,00) 6

150

36 20
10

C31712008150 (104,00) 8 12
C31712510150 (104,00) 10 42

25 20C31712512150 (104,00)
12 47C31713212150 (104,00)

32
24

C31713216150 (104,00) 16 50
27C31713220150 (104,00) 20 52

Le prolunghe possono essere usate con mandrini a calettamento termico, idraulici e portapinze. Solo per utensili con codolo in tolleranza h6.

C.54 Indivisible package   Suggested retail package - Unit price

ITEM: C3170

SHRINK FIT EXTENSIONS DIN 1835A

Tech. Code D
mm

L
mm

d
mm

D2
mm

3

160
12

8
4 9

6
16

11

20

300

8
160

13
300

10
160

15

12 17
300

25
20 32 25

Extensions can be used with shrink fit holders, hydraulic and collet chucks. For tools only with shank in tollerance h6.

ITEM: C3171

SHRINK FIT EXTENSIONS DIN 1835A

Tech. Code D
mm

L
mm

l1
mm

d
mm

D1
mm

6

150

36 20
10

8 12
10 42

25 20
12 47

32
24

16 50
27

20 52

Extensions can be used with shrink fit holders, hydraulic and collet chucks. For tools only with shank in tollerance h6.



C

C.55 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ART. C3175

PROLUNGHE IDRAULICHE DIN 1835A

Cod. Tec. GR31
Euro

D1
mm

D2
mm

D3
mm

l1
mm

l2
mm

l3
mm

l4
mm

G
mm

C31751215020 (352,00)
20

12 25
150

46

10
100

M10 x 1
C31752015020 (352,00)

20 31,5 51 M16 x 1C31752015032 (352,00)
32 90C31752020032 (352,00) 200

Per utensili con gambo in tolleranza h6. Pressione massima del refrigerante 80 bar. Rispettare sempre la profondità minima di serraggio.

DIS. 1 DIS. 2

ART. C3176

ADATTATORI PER FRESE CON GAMBO FILETTATO

Cod. Tec. GR33
Euro

M
mm

M1
mm

L
mm

D1
mm

D2
mm

D3
mm

Disegno

C3176M8M830 (176,10) M8 M8 30 8,5 12,8

- 1
C3176M10M1035 (161,70) M10 M10 35 10,5 17,8
C3176M12M1240 (137,00) M12 M12

40
12,5 20,8

C3176M16M1640 (164,80) M16 M16 17 28,8

Prolunghe

C3176M8M1035 (137,00) M8 M8 30 8,5 12,8 17,8
2C3176M10M1235 (164,80) M10 M10 35 10,5 17,8 20,8

C3176M12M1640 (164,80) M12 M12 40 12,5 20,8 28,8

Riduzioni

C.55Indivisible package  Suggested retail package - Unit price

ITEM: C3175

HYDRAULIC ADAPTORS DIN 1835A

Tech. Code D1
mm

D2
mm

D3
mm

l1
mm

l2
mm

l3
mm

l4
mm

G
mm

20
12 25

150
46

10
100

M10 x 1

20 31.5 51 M16 x 1
32 90

200

For tools only with shank in tolerance h6. Coolant maximum pressure 80 bar. Always respect mimimum depth of clamping.

FIG. 1 FIG. 2

ITEM: C3176

ADAPTORS FOR SCREW-ON END MILLS

Tech. Code M
mm

M1
mm

L
mm

D1
mm

D2
mm

D3
mm

Figure

M8 M8 30 8.5 12.8

- 1
M10 M10 35 10.5 17.8
M12 M12

40
12.5 20.8

M16 M16 17 28.8

Extensions

M8 M8 30 8.5 12.8 17.8
2M10 M10 35 10.5 17.8 20.8

M12 M12 40 12.5 20.8 28.8

Reductions



C

C.56 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

DIS. 1 DIS. 2

ATTACCHI FILETTATI IN METALLO DURO CON GAMBO CILINDRICO

Cod. Tec. GR33
Euro Descrizione

D
mm

L
mm

M
mm

Disegno

C318408150 (275,00) CIL 16 MD M8 L150
16

50
8

1

C318408200 (365,00) CIL 16 MD M8 L200 200
C318410150 (483,00) CIL 20 MD M10 L150

20
150

10C318410200 (608,00) CIL 20 MD M10 L200
200C318412200 (837,00) CIL 25 MD M12 L200

25 12C318412250 (980,00) CIL 25 MD M12 L250 250

STELO CILINDRICO

'isponibili su ricKiesta attaccKi filettati con dimensioni differenti.

Cod. Tec. GR33
Euro Descrizione

D
mm

D1
mm

L
mm

L1
mm

M
mm

Disegno

C318008150 (329,00) CIL 16 MDR M8 L150
16 15

150 40
8

2
C318008200 (419,00) CIL 16 MDR M8 L200 200

60C318010150 (537,00) CIL 20 MDR M10 L150
20 19

150
10C318010200 (662,00) CIL 20 MDR M10 L200 200

STELO RIDOTTO

'isponibili su ricKiesta attaccKi filettati con dimensioni differenti.

ART. C3191

ATTACCHI CILINDRICI PORTAPINZE ER MINI DIN 1835A

Cod. Tec. GR33
Euro ER

D
mm

L
mm

Ghiera

C31911112070 73,10
11 Mini

12 70
GMN11C31911116100 77,30 16 100

C31911612080 68,00

16 Mini

12
80

GMN16
C31911616080 77,30

16C31911616130 81,40 130
C31911620100 77,30

20
100

C31911620160 93,70 160
C31912016100 78,30

20 Mini
16

100
GMN20C31912020100 78,30

20C31912020160 93,70 160

Ghiera in dotazione. Pinze ER DIN 6499.

ART. C3177

ADATTATORI WELDON PER FRESE CON GAMBO FILETTATO

Cod. Tec. GR33
Euro

:E
mm

M
mm

D
mm

E
mm

H
mm

Lt
mm

C317716M8115 109,20
16 M8 8,5 12,8

60 115
C317716M8160 114,30 100 160

C317720M10120 109,20
20 M10 10,5 17,8

60 120
C317720M10160 114,30

100 160C317725M12160 114,30 25 M12 12,5 20,8
C317732M16160 114,30 32 M16 17,0 28,8

- GHIERE a Pag. C.68 - PINZE ER a Pag. C.59 - CHIAVI a Pag. C.74

C.56 Indivisible package   Suggested retail package - Unit price

FIG. 1 FIG. 2

THREADED COUPLING CARBIDE CHUCKS WITH STRAIGHT SHANK

Tech. Code Description
D

mm
L

mm
M

mm
Figure

CIL 16 MD M8 L150
16

50
8

1

CIL 16 MD M8 L200 200
CIL 20 MD M10 L150

20
150

10
CIL 20 MD M10 L200

200
CIL 25 MD M12 L200

25 12
CIL 25 MD M12 L250 250

CYLINDRICAL TAPER

On request, threaded coupling with different dimensions, also available.

Tech. Code Description
D

mm
D1
mm

L
mm

L1
mm

M
mm

Figure

CIL 16 MDR M8 L150
16 15

150 40
8

2
CIL 16 MDR M8 L200 200

60CIL 20 MDR M10 L150
20 19

150
10

CIL 20 MDR M10 L200 200

REDUCED TAPER

On request, threaded coupling with different dimensions, also available.

ITEM: C3191

ER MINI COLLET CHUCKS CYLINDRICAL SHANK DIN 1835A

Tech. Code ER
D

mm
L

mm
Ring nut

11 Mini
12 70

GMN11
16 100

16 Mini

12
80

GMN16
16

130

20
100
160

20 Mini
16

100
GMN20

20
160

Nut included. Collets ER DIN 6499.

ITEM: C3177

ADAPATOR WITH WELDON SHANKS FOR SCREW-ON END MILLS

Tech. Code WE
mm

M
mm

D
mm

E
mm

H
mm

Lt
mm

16 M8 8.5 12.8
60 115

100 160

20 M10 10.5 17.8
60 120

100 16025 M12 12.5 20.8
32 M16 17.0 28.8

- NUTS page C.68 - COLLETS ER page C.59 - WRENCHES page C.74



C

C.57 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ART. C3230

MANDRINI PER SEGHE CIRCOLARI DIN 1837-A E DIN 1838-B

Cod. Tec. GR33
Euro

D1
mm

D2
mm

D3
mm

L
mm

C323005 122,60 5
6

16
60C323008 118,50 8 15

C323010 118,50 10 8 19 62
C323013 118,50 13 10 24 69
C323016 115,40 16 12 31 78
C323022 122,60 22 16 40 86
C323032 402,70 32 25 88 124

ART. C3192

ATTACCHI CILINDRICI PORTAPINZE ER DIN 1835A

Cod. Tec. GR33
Euro ER

D
mm

L
mm

Ghiera

C31922525100 103,00 25
25 100

GER25
C31923225100 103,00

32 GER32C31923232050 78,30
32

50
C31923232100 86,50 100
C31924040080 105,10 40 40 80 GER40

CON GAMBO CILINDRICO PIANO
Ghiera in dotazione. Pinze ER DIN 6499.

ART. C3193

ATTACCHI CILINDRICI PORTAPINZE ER DIN 1835A

Cod. Tec. GR33
Euro ER

D
mm

L
mm

Ghiera

C31933225100 103,00 32 25 100 GER32

CON GAMBO CILINDRICO
Ghiera in dotazione. Pinze ER DIN 6499.

- GHIERE a Pag. C.68 - PINZE ER a Pag. C.59 - CHIAVI a Pag. C.74

- GHIERE a Pag. C.68 - PINZE ER a Pag. C.59 - CHIAVI a Pag. C.74

C.57Indivisible package  Suggested retail package - Unit price

ITEM: C3230

SLITTING SAW HOLDERS DIN 1837-A AND DIN 1838-B

Tech. Code D1
mm

D2
mm

D3
mm

L
mm

5
6

16
60

8 15
10 8 19 62
13 10 24 69
16 12 31 78
22 16 40 86
32 25 88 124

ITEM: C3192

ER COLLET CHUCKS FLAT CYLINDRICAL SHANK DIN 1835A

Tech. Code ER
D

mm
L

mm
Ring nut

25
25 100

GER25

32 GER32
32

50
100

40 40 80 GER40

WITH FLAT CYLINDRICAL SHANK
Nut included. Collets ER DIN 6499.

ITEM: C3193

ER COLLET CHUCKS CYLINDRICAL SHANK DIN 1835A

Tech. Code ER
D

mm
L

mm
Ring nut

32 25 100 GER32

WITH CYLINDRICAL SHANK
Nut included. Collets ER DIN 6499.

- NUTS page C.68 - COLLETS ER page C.59 - WRENCHES page C.74
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C.58

C

PINZE ELASTICHE

LB

A D

8°30˚

A B

ER-11 11.5 18

ER-16 17 27

ER-20 21 31

ER-25 26 35

ER-32 33 40

ER-40 41 46

ER-50 52 60

L mm D mm DIN 6499

6 1.0-1.6 0.01 0.005

10 1.6-3.0 0.01 0.005 0.015

16 3.0-6.0 0.01 0.005 0.015

25 6.0-10.0 0.01 0.005 0.015

40 10.0-18.0 0.01 0.005 0.020

50 18.0-26.0 0.01 0.005 0.020

60 26.0-34.0 0.025

ER32 SPR 16-17

HSK

Lmin+0.1

Ø16HSK Ø16

ER32 SPR 15-16

Lmin
+0.1

TTipoipo PPrecisionerecisione StStandardandard AAAA UltraUltra PrecisionePrecisione

StandardStandard

Pinze ER DIN 6499
Dimensioni ER Precisione e Runout

ER - Pinze a tenuta stagna JET2
Per utensili con attacco cilindrico senza fori
per interni di refrigrazione. Gli ugelli orientati
al centro consentono al refrigerante di
essere convogliato direttamente sui taglienti
dell’utensile.

Steli standard per pinze a tenuta stagna

Stelo cilindricoStelo cilindrico Weldon/DIN 1835/BWeldon/DIN 1835/B Whistle Notch DIN 1835 Form EWhistle Notch DIN 1835 Form E

Nota: In caso di utilizzo di utensili Weldon o whistle notch, il piano di bloccaggio deve essere inseritoNota: In caso di utilizzo di utensili Weldon o whistle notch, il piano di bloccaggio deve essere inserito
completamente nella pinza a tenuta stagna.completamente nella pinza a tenuta stagna.

C.58

ER COLLETS

Standard

ER Collet Type DIN 6499
Basic Dimensions Concentricity Tolerances

Sealed Collet JET2
With angular double nozzles. Coolant flow
is direct to the cutting edge - for use with
standard straight shank cutting tools (without
coolant hole).

Standard Shank for use in Sealed Collects

Plain Shank Weldon/DIN 1835/B Whistle Notch DIN 1835 Form E

Note: The front end of the sealed collet should be located beyond Weldon or the whistle notch.

TypeTT Standard Precision AA Ultra Precision



C

C.59 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ART. ER8S DIN 6499

Cod. Tec. GR33
Euro

d1
mm

d3
mm

L
mm

Serraggio
mm

Tipo

C40108S1 23,40 1

8,5 13,5 0,5 ER8S
C40108S1,5 23,40 1,5
C40108S2 23,40 2

C40108S2,5 23,40 2,5
C40108S3 19,10 3

Cod. Tec. GR33
Euro

d1
mm

d3
mm

L
mm

Serraggio
mm

Tipo

C40108S3,5 19,10 3,5

8,5 13,5 0,5 ER8S
C40108S4 19,10 4

C40108S4,5 19,10 4,5
C40108S5 19,10 5

Precisione di concentricità come da tabella valori ottenuti con mandrino avente sede pinza con Ra<0,1 ed eccentricità max 0,001.

Standard 0,01

PINZE ELASTICHE ER8 STANDARD

ART. ER11S DIN 6499

Cod. Tec. GR33
Euro

d1
mm

d3
mm

L
mm

Serraggio
mm

Tipo

C402011S1 20,20 1

11 18 0,5 ER11S

C402011S1,5 20,20 1,5
C402011S2 20,20 2

C402011S2,5 20,20 2,5
C402011S3 16,00 3

C402011S3,5 16,00 3,5
C402011S4 16,00 4

Cod. Tec. GR33
Euro

d1
mm

d3
mm

L
mm

Serraggio
mm

Tipo

C402011S4,5 20,20 4,5

11 18 0,5 ER11S

C402011S5 20,20 5
C402011S5,5 16,00 5,5
C402011S6 16,00 6

C402011S6,5 20,20 6,5
C402011S7 17,00 7

Precisione di concentricità come da tabella valori ottenuti con mandrino avente sede pinza con Ra<0,1 ed eccentricità max 0,001.

Standard 0,01

PINZE ELASTICHE ER11 STANDARD

ART. ER11Q DIN 6499

Cod. Tec. GR44
Euro

d1
mm

d3
mm

L
mm

Serraggio
mm

Tipo

C402111Q1 19,00 1

11 18 0,5 ER11Q

C402111Q1,5 19,00 1,5
C402111Q2 19,00 2

C402111Q2,5 19,00 2,5
C402111Q3 19,00 3

C402111Q3,5 19,00 3,5

Cod. Tec. GR44
Euro

d1
mm

d3
mm

L
mm

Serraggio
mm

Tipo

C402111Q4 19,00 4

11 18 0,5 ER11Q

C402111Q4,5 19,00 4,5
C402111Q5 19,00 5

C402111Q5,5 19,00 5,5
C402111Q6 19,00 6
C402111Q7 19,00 7

Precisione di concentricità come da tabella valori ottenuti con mandrino avente sede pinza con Ra<0,1 ed eccentricità max 0,001.

Extra precisa 0,005

PINZE ELASTICHE ER11 EXTRA PRECISE

ART. ER16Q DIN 6499

Cod. Tec. GR44
Euro

d1
mm

d3
mm

L
mm

Serraggio
mm

Tipo

C403116Q1 18,10 1

16 27,5
0,5

ER16Q

C403116Q1,5 18,10 1,5
C403116Q2 18,10 2

C403116Q2,5 18,10 2,5
C403116Q3 18,10 3

1,0C403116Q4 18,10 4

Cod. Tec. GR44
Euro

d1
mm

d3
mm

L
mm

Serraggio
mm

Tipo

C403116Q5 18,10 5

16 27,5 1,0 ER16Q

C403116Q6 18,10 6
C403116Q7 18,10 7
C403116Q8 18,10 8
C403116Q9 18,10 9

C403116Q10 18,10 10
Precisione di concentricità come da tabella valori ottenuti con mandrino avente sede pinza con Ra<0,1 ed eccentricità max 0,001.

Extra precisa 0,005

PINZE ELASTICHE ER16 EXTRA PRECISE

ART. ER11AA DIN6499 CON HARD TOUCH COATING

Cod. Tec. GR42
Euro

d1 max
mm

d1 min
mm

d3
mm

L
mm

Tipo

C402311AA1 48,60 1 0,5

11 18 ER11AA
C402311AA2 48,60 2 1,0
C402311AA3 36,90 3 2,0
C402311AA4 36,90 4 3,0

Cod. Tec. GR42
Euro

d1 max
mm

d1 min
mm

d3
mm

L
mm

Tipo

C402311AA5 36,90 5 4,0
11 18 ER11AAC402311AA6 36,90 6 5,0

C402311AA7 36,90 7 6,0

PINZE ELASTICHE ER11 EXTRA PRECISE

ART. ER11

Cod. Tec. GR44
Euro Tipo

d
mm

Pezzi

C412511QBOX 192,90 ER11Q - KERFOLG 1 - 1,5 - 2 - 2,5 - 3 - 3,5 - 4 - 5 - 6 - 7 10

PINZE IN BOX ER11

Cod. Tec. GR33
Euro Tipo

d
mm

Pezzi

C412511SBOX 181,40 ER11S - WRK 1 - 1,5 - 2 - 2,5 - 3 - 3,5 - 4 - 5 - 6 - 7 10

C.59Indivisible package  Suggested retail package - Unit price

ITEM: ER8S DIN 6499

Tech. Code d1
mm

d3
mm

L
mm

Clamping
mm

Type

1

8.5 13.5 0.5 ER8S
1.5
2

2.5
3

Tech. Code d1
mm

d3
mm

L
mm

Clamping
mm

Type

3.5

8.5 13.5 0.5 ER8S
4

4.5
5

Concentricity precision as indicated in the table, values obtained using chucks with collet pocket with Ra < 0.1 and radial run-out max. 0.001.

Standard 0.01

ER8 SPRING COLLETS - STANDARD

ITEM: ER11S DIN 6499

Tech. Code d1
mm

d3
mm

L
mm

Clamping
mm

Type

1

11 18 0.5 ER11S

1.5
2

2.5
3

3.5
4

Tech. Code d1
mm

d3
mm

L
mm

Clamping
mm

Type

4.5

11 18 0.5 ER11S

5
5.5
6

6.5
7

Concentricity precision as indicated in the table, values obtained using chucks with collet pocket with Ra < 0.1 and radial run-out max. 0.001.

Standard 0.01

ER11 SPRING COLLETS - STANDARD

ITEM: ER11Q DIN 6499

Tech. Code d1
mm

d3
mm

L
mm

Clamping
mm

Type

1

11 18 0.5 ER11Q

1.5
2

2.5
3

3.5

Tech. Code d1
mm

d3
mm

L
mm

Clamping
mm

Type

4

11 18 0.5 ER11Q

4,5
5

5.5
6
7

Concentricity precision as indicated in the table, values obtained using chucks with collet pocket with Ra < 0.1 and radial run-out max. 0.001.

Extra accurate 0.005

ER11 SPRING COLLETS - EXTRA-PRECISE

ITEM: ER16Q DIN 6499

Tech. Code d1
mm

d3
mm

L
mm

Clamping
mm

Type

1

16 27.5
0.5

ER16Q

1.5
2

2.5
3

1.0
4

Tech. Code d1
mm

d3
mm

L
mm

Clamping
mm

Type

5

16 27.5 1.0 ER16Q

6
7
8
9

10
Concentricity precision as indicated in the table, values obtained using chucks with collet pocket with Ra < 0.1 and radial run-out max. 0.001.

Extra accurate 0.005

ER16 SPRING COLLETS - EXTRA-PRECISE

ITEM: ER11AA DIN6499 WITH HARD TOUCH COATING

Tech. Code d1 max
mm

d1 min
mm

d3
mm

L
mm

Type

1 0.5

11 18 ER11AA
2 1.0
3 2.0
4 3.0

Tech. Code d1 max
mm

d1 min
mm

d3
mm

L
mm

Type

5 4.0
11 18 ER11AA6 5.0

7 6.0

ER11 SPRING COLLETS - EXTRA-PRECISE

ITEM: ER11

Tech. Code Type
d

mm
Pieces

ER11Q - KERFOLG 1 - 1.5 - 2 - 2.5 - 3 - 3.5 - 4 - 5 - 6 - 7 10

ER11 SPRING COLLETS SET

Tech. Code Type
d

mm
Pieces

ER11S - WRK 1 - 1.5 - 2 - 2.5 - 3 - 3.5 - 4 - 5 - 6 - 7 10



C

C.60 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ART. ER16S DIN 6499

Cod. Tec. GR33
Euro

d1
mm

d3
mm

L
mm

Serraggio
mm

Tipo

C403016S1 19,10 1

16 27,5
0,5

ER16S

C403016S1,5 19,10 1,5
C403016S2 19,10 2

C403016S2,5 19,10 2,5
C403016S3 19,10 3

1,0C403016S4 19,10 4

Cod. Tec. GR33
Euro

d1
mm

d3
mm

L
mm

Serraggio
mm

Tipo

C403016S5 19,10 5

16 27,5 1,0 ER16S

C403016S6 19,10 6
C403016S7 19,10 7
C403016S8 19,10 8
C403016S9 19,10 9
C403016S10 19,10 10

Precisione di concentricità come da tabella valori ottenuti con mandrino avente sede pinza con Ra<0,1 ed eccentricità max 0,001.

Standard 0,01

PINZE ELASTICHE ER16 STANDARD

ART. ER20Q DIN 6499

Cod. Tec. GR44
Euro

d1
mm

d3
mm

L
mm

Serraggio
mm

Tipo

C404120Q2 18,70 2

20 31,5

0,5

ER20Q

C404120Q2,5 18,70 2,5
C404120Q3 18,70 3

1,0
C404120Q4 18,70 4
C404120Q5 18,70 5
C404120Q6 18,70 6

Cod. Tec. GR44
Euro

d1
mm

d3
mm

L
mm

Serraggio
mm

Tipo

C404120Q8 18,70 8

20 31,5 1,0 ER20Q

C404120Q9 18,70 9
C404120Q10 18,70 10
C404120Q11 18,70 11
C404120Q12 18,70 12
C404120Q13 18,70 13

Precisione di concentricità come da tabella valori ottenuti con mandrino avente sede pinza con Ra<0,1 ed eccentricità max 0,001.

Extra precisa 0,005

PINZE ELASTICHE ER20 EXTRA PRECISE

ART. ER16AA DIN6499 CON HARD TOUCH COATING

Cod. Tec. GR42
Euro

d1 max
mm

d1 min
mm

d3
mm

L
mm

Tipo

C403316AA1 45,00 1 0,5

16 27,5 ER16AA
C403316AA2 45,00 2 1,0
C403316AA3 35,10 3 2,0
C403316AA4 35,10 4 3,0
C403316AA5 35,10 5 4,0

Cod. Tec. GR42
Euro

d1 max
mm

d1 min
mm

d3
mm

L
mm

Tipo

C403316AA6 35,10 6 5,0

16 27,5 ER16AA
C403316AA7 35,10 7 6,0
C403316AA8 35,10 8 7,0
C403316AA9 35,10 9 8,0
C403316AA10 35,10 10 9,0

PINZE ELASTICHE ER16 EXTRA PRECISE

ART. ER20AA DIN 6499 CON HARD TOUCH COATING

Cod. Tec. GR42
Euro

d1 max
mm

d1 min
mm

d3
mm

L
mm

Tipo

C404320AA2 51,30 2 1

20 31,5 ER20AA

C404320AA3 39,60 3 2
C404320AA4 39,60 4 3
C404320AA5 39,60 5 4
C404320AA6 39,60 6 5
C404320AA7 39,60 7 6

Cod. Tec. GR42
Euro

d1 max
mm

d1 min
mm

d3
mm

L
mm

Tipo

C404320AA8 39,60 8 7

20 31,5 ER20AA

C404320AA9 39,60 9 8
C404320AA10 39,60 10 9
C404320AA11 39,60 11 10
C404320AA12 39,60 12 11
C404320AA13 39,60 13 12

PINZE ELASTICHE ER20 EXTRA PRECISE

ART. ER16

Cod. Tec. GR44
Euro Tipo

d
mm

Pezzi

C411116QBOX 228,00 ER16Q - KERFOLG 1 - 1,5 - 2 - 2,5 - 3 - 4 - 5 - 6 - 7 - 8 - 9 - 10 12

Set completi per tutti i diametri, la miglior soluzione per lavori di fresatura.

PINZE IN BOX ER16

Cod. Tec. GR33
Euro Tipo

d
mm

Pezzi

C411116SBOX 216,30 ER16S - WRK 1 - 1,5 - 2 - 2,5 - 3 - 4 - 5 - 6 - 7 - 8 - 9 - 10 12

Cod. Tec. GR33
Euro Tipo

d
mm

Pezzi

C411116SBOX1 144,20 ER16S - WRK 3 - 4 - 5 - 6 - 7 -  8 - 9 - 10 8

C.60 Indivisible package   Suggested retail package - Unit price

ITEM: ER16S DIN 6499

Tech. Code d1
mm

d3
mm

L
mm

Clamping
mm

Type

1

16 27.5
0.5

ER16S

1.5
2

2.5
3

1.0
4

Tech. Code d1
mm

d3
mm

L
mm

Clamping
mm

Type

5

16 27.5 1.0 ER16S

6
7
8
9
10

Concentricity precision as indicated in the table, values obtained using chucks with collet pocket with Ra < 0.1 and radial run-out max. 0.001.

Standard 0.01

ER16 SPRING COLLETS - STANDARD

ITEM: ER20Q DIN 6499

Tech. Code d1
mm

d3
mm

L
mm

Clamping
mm

Type

2

20 31.5

0.5

ER20Q

2.5
3

1.0
4
5
6

Tech. Code d1
mm

d3
mm

L
mm

Clamping
mm

Type

8

20 31.5 1.0 ER20Q

9
10
11
12
13

Concentricity precision as shown in the table of values obtained by using a chucks having Ra<0,1 plier seat and max eccentricity of 0,001.

Extra accurate 0.005

ER20 SPRING COLLETS - EXTRA-PRECISE

ITEM: ER16AA DIN6499 WITH HARD TOUCH COATING

Tech. Code d1 max
mm

d1 min
mm

d3
mm

L
mm

Type

1 0.5

16 27.5 ER16AA
2 1.0
3 2.0
4 3.0
5 4.0

Tech. Code d1 max
mm

d1 min
mm

d3
mm

L
mm

Type

6 5.0

16 27.5 ER16AA
7 6.0
8 7.0
9 8.0
10 9.0

ER16 SPRING COLLETS - EXTRA-PRECISE

ITEM: ER20AA DIN 6499 WITH HARD TOUCH COATING

Tech. Code d1 max
mm

d1 min
mm

d3
mm

L
mm

Type

2 1

20 31.5 ER20AA

3 2
4 3
5 4
6 5
7 6

Tech. Code d1 max
mm

d1 min
mm

d3
mm

L
mm

Type

8 7

20 31.5 ER20AA

9 8
10 9
11 10
12 11
13 12

ER20 SPRING COLLETS - EXTRA-PRECISE

ITEM: ER16

Tech. Code Type
d

mm
Pieces

ER16Q - KERFOLG 1 - 1.5 - 2 - 2.5 - 3 - 4 - 5 - 6 - 7 - 8 - 9 - 10 12

Complete sets for all diameters, recommended as the best solution for all types of milling operations.

ER16 SPRING COLLETS SET

Tech. Code Type
d

mm
Pieces

ER16S - WRK 1 - 1.5 - 2 - 2.5 - 3 - 4 - 5 - 6 - 7 - 8 - 9 - 10 12

Tech. Code Type
d

mm
Pieces

ER16S - WRK 3 - 4 - 5 - 6 - 7 -  8 - 9 - 10 8



C

C.61 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ART. ER20S DIN 6499

Cod. Tec. GR33
Euro

d1
mm

d3
mm

L
mm

Serraggio
mm

Tipo

C404020S1 21,20 1

20 31,5

0,5

ER20S

C404020S1,5 26,60 1,5
C404020S2 21,20 2

C404020S2,5 21,20 2,5
C404020S3 17,00 3

1,0
C404020S4 17,00 4
C404020S5 17,00 5
C404020S6 17,00 6

Cod. Tec. GR33
Euro

d1
mm

d3
mm

L
mm

Serraggio
mm

Tipo

C404020S7 17,00 7

20 31,5 1,0 ER20S

C404020S8 17,00 8
C404020S9 17,00 9

C404020S10 17,00 10
C404020S11 17,00 11
C404020S12 17,00 12
C404020S13 17,00 13

Precisione di concentricità come da tabella valori ottenuti con mandrino avente sede pinza con Ra<0,1 ed eccentricità max 0,001.

Standard 0,01

PINZE ELASTICHE ER20 STANDARD

ART. ER20

Cod. Tec. GR44
Euro Tipo

d
mm

Pezzi

C411220QBOX 247,00 ER204 - KERFOLG 2 - 2,5 - 3 - 4 - 5 - 6 - 7 - 8 - 9 - 10 -11 - 12 - 13 13

Set completi per tutti i diametri, la miglior soluzione per lavori di fresatura.

PINZE IN BOX ER20

ART. ER25Q DIN 6499

Cod. Tec. GR44
Euro

d1
mm

d3
mm

L
mm

Serraggio
mm

Tipo

C405125Q2 19,00 2

25 34

0,5

ER254

C405125Q2,5 19,00 2,5
C405125Q3 19,00 3

1,0

C405125Q4 19,00 4
C405125Q5 19,00 5
C405125Q6 19,00 6
C405125Q7 19,00 7
C405125Q8 19,00 8

Cod. Tec. GR44
Euro

d1
mm

d3
mm

L
mm

Serraggio
mm

Tipo

C405125Q9 19,00 9

25 34 1,0 ER254

C405125Q10 19,00 10
C405125Q11 19,00 11
C405125Q12 19,00 12
C405125Q13 19,00 13
C405125Q14 19,00 14
C405125Q15 19,00 15
C405125Q16 19,00 16

Precisione di concentricità come da tabella valori ottenuti con mandrino avente sede pinza con Ra<0,1 ed eccentricità max 0,001.

Extra Precisa 0,005

PINZE ELASTICHE ER25 EXTRA PRECISE

ART. ER25AA DIN 6499 CON HARD TOUCH COATING

Cod. Tec. GR42
Euro

d1 max
mm

d1 min
mm

d3
mm

L
mm

Tipo

C405325AA2 54,00 2 1

25 34 ER25AA

C405325AA3 41,40 3 2
C405325AA4 41,40 4 3
C405325AA5 41,40 5 4
C405325AA6 41,40 6 5
C405325AA7 41,40 7 6
C405325AA8 41,40 8 7
C405325AA9 41,40 9 8

Cod. Tec. GR42
Euro

d1 max
mm

d1 min
mm

d3
mm

L
mm

Tipo

C405325AA10 41,40 10 9

25 34 ER25AA

C405325AA11 41,40 11 10
C405325AA12 41,40 12 11
C405325AA13 41,40 13 12
C405325AA14 41,40 14 13
C405325AA15 41,40 15 14
C405325AA16 41,40 16 15

PINZE ELASTICHE ER25 EXTRA PRECISE

Cod. Tec. GR33
Euro Tipo

d
mm

Pezzi

C411220SBOX1 80,30 ER20S - :RK 4 - 6 - 8 - 10 - 12 5

Cod. Tec. GR33
Euro Tipo

d
mm

Pezzi

C411220SBOX 216,30 ER20S - :RK 2 - 2,5 - 3 - 4 - 5 - 6 - 7 - 8 - 9 - 10 -11 - 12 - 13 13

C.61Indivisible package  Suggested retail package - Unit price

ITEM: ER20S DIN 6499

Tech. Code d1
mm

d3
mm

L
mm

Clamping
mm

Type

1

20 31.5

0.5

ER20S

1.5
2

2.5
3

1.0
4
5
6

Tech. Code d1
mm

d3
mm

L
mm

Clamping
mm

Type

7

20 31.5 1.0 ER20S

8
9
10
11
12
13

Concentricity precision as indicated in the table, values obtained using chucks with collet pocket with 5a � 0.1 and radial run-out max. 0.001.

Standard 0.01

ER20 SPRING COLLETS - STANDARD

ITEM: ER20

Tech. Code Type
d

mm
Pieces

ER204 - KERFOLG 2 - 2.5 - 3 - 4 - 5 - 6 - 7 - 8 - 9 - 10 -11 - 12 - 13 13

Complete sets for all diameters, recommended as the best solution for all types of milling operations.

ER20 SPRING COLLETS SET

ITEM: ER25Q DIN 6499

Tech. Code d1
mm

d3
mm

L
mm

Clamping
mm

Type

2

25 34

0.5

ER254

2.5
3

1.0

4
5
6
7
8

Tech. Code d1
mm

d3
mm

L
mm

Clamping
mm

Type

9

25 34 1.0 ER254

10
11
12
13
14
15
16

Concentricity precision as shown in the table of values obtained by using a chucks having 5a�0,1 plier seat and max eccentricity of 0,001.

Extra accurate 0.005

ER25 SPRING COLLETS - EXTRA-PRECISE

ITEM: ER25AA DIN 6499 WITH HARD TOUCH COATING

Tech. Code d1 max
mm

d1 min
mm

d3
mm

L
mm

Type

2 1

25 34 ER25AA

3 2
4 3
5 4
6 5
7 6
8 7
9 8

Tech. Code d1 max
mm

d1 min
mm

d3
mm

L
mm

Type

10 9

25 34 ER25AA

11 10
12 11
13 12
14 13
15 14
16 15

ER25 SPRING COLLETS - EXTRA-PRECISE

Tech. Code Type
d

mm
Pieces

ER20S - WRK 4 - 6 - 8 - 10 - 12 5

Tech. Code Type
d

mm
Pieces

ER20S - WRK 2 - 2.5 - 3 - 4 - 5 - 6 - 7 - 8 - 9 - 10 -11 - 12 - 13 13



C

C.62 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ART. ER25S DIN 6499

Cod. Tec. GR33
Euro

d1
mm

d3
mm

L
mm

Serraggio
mm

Tipo

C405025S1 24,20 1

25 34

0,5

ER25S

C405025S1,5 24,20 1,5
C405025S2 24,20 2

C405025S2,5 24,20 2,5
C405025S3 18,70 3

1,0
C405025S4 18,70 4
C405025S5 18,70 5
C405025S6 18,70 6
C405025S7 18,70 7

Cod. Tec. GR33
Euro

d1
mm

d3
mm

L
mm

Serraggio
mm

Tipo

C405025S8 18,70 8

25 34 1,0 ER25S

C405025S9 18,70 9
C405025S10 18,70 10
C405025S11 18,70 11
C405025S12 18,70 12
C405025S13 18,70 13
C405025S14 18,70 14
C405025S15 18,70 15
C405025S16 18,70 16

Precisione di concentricità come da tabella valori ottenuti con mandrino avente sede pinza con Ra<0,1 ed eccentricità max 0,001.

Standard 0,01

PINZE ELASTICHE ER25 STANDARD

ART. DIN 6499 - ER25T

Cod. Tec. GR44
Euro

d1
mm

d3
mm

L
mm

Serraggio
mm

Tipo

C408025T4 34,20 4

25 34 0,5 ER25T
C408025T6 34,20 6
C408025T8 34,20 8
C408025T10 34,20 10

Cod. Tec. GR44
Euro

d1
mm

d3
mm

L
mm

Serraggio
mm

Tipo

C408025T12 34,20 12
25 34 0,5 ER25TC408025T14 34,20 14

C408025T16 34,20 16

PINZE ELASTICHE A TENUTA STAGNA ER25

ART. ER25

Cod. Tec. GR44
Euro Tipo

d
mm

Pezzi

C411325QBOX 294,50 ER254 - KERFOLG 2 - 3 - 4 - 5 - 6 - 7 - 8 - 9 - 10 - 11 - 12 -13 - 14 -15 - 16 15

Set completi per tutti i diametri, la miglior soluzione per lavori di fresatura.

PINZE IN BOX ER25

ART. ER32Q DIN 6499

Cod. Tec. GR44
Euro

d1
mm

d3
mm

L
mm

Serraggio
mm

Tipo

C406132Q3 19,80 3,0

32 40 1,0 ER324

C406132Q4 19,80 4,0
C406132Q5 19,80 5,0
C406132Q6 19,80 6,0
C406132Q7 19,80 7,0
C406132Q8 19,80 8,0
C406132Q9 19,80 9,0
C406132Q10 19,80 10
C406132Q11 19,80 11

Cod. Tec. GR44
Euro

d1
mm

d3
mm

L
mm

Serraggio
mm

Tipo

C406132Q12 19,80 12

32 40 1,0 ER324

C406132Q13 19,80 13
C406132Q14 19,80 14
C406132Q15 19,80 15
C406132Q16 19,80 16
C406132Q17 19,80 17
C406132Q18 19,80 18
C406132Q20 19,80 20

Precisione di concentricità come da tabella valori ottenuti con mandrino avente sede pinza con Ra<0,1 ed eccentricità max 0,001.

Extra precisa 0,005

PINZE ELASTICHE ER32 EXTRA PRECISE

Cod. Tec. GR33
Euro Tipo

d
mm

Pezzi

C411325SBOX1 102,00 ER25S - :RK 4 - 6 - 8 - 10 - 12 - 16 6

Cod. Tec. GR33
Euro Tipo

d
mm

Pezzi

C411325SBOX 208,00 ER25S - :RK 2 - 3 - 4 - 5 - 6 - 7 - 8 - 9 - 10 - 11 - 12 -13 - 14 -15 - 16 15

C.62 Indivisible package   Suggested retail package - Unit price

ITEM: ER25S DIN 6499

Tech. Code d1
mm

d3
mm

L
mm

Clamping
mm

Type

1

25 34

0.5

ER25S

1,5
2

2.5
3

1.0
4
5
6
7

Tech. Code d1
mm

d3
mm

L
mm

Clamping
mm

Type

8

25 34 1.0 ER25S

9
10
11
12
13
14
15
16

Concentricity precision as indicated in the table, values obtained using chucks with collet pocket with 5a � 0.1 and radial run-out max. 0.001.

Standard 0.01

ER25 SPRING COLLETS - STANDARD

ITEM: DIN 6499 - ER25T

Tech. Code d1
mm

d3
mm

L
mm

Clamping
mm

Type

4

25 34 0.5 ER25T
6
8

10

Tech. Code d1
mm

d3
mm

L
mm

Clamping
mm

Type

12
25 34 0.5 ER25T14

16

ER25 SPRING COLLETS - SEALED

ITEM: ER25

Tech. Code Type
d

mm
Pieces

ER254 - KERFOLG 2 - 3 - 4 - 5 - 6 - 7 - 8 - 9 - 10 - 11 - 12 -13 - 14 -15 - 16 15

Complete sets for all diameters, recommended as the best solution for all types of milling operations.

ER25 SPRING COLLETS SET

ITEM: ER32Q DIN 6499

Tech. Code d1
mm

d3
mm

L
mm

Clamping
mm

Type

3.0

32 40 1.0 ER324

4.0
5.0
6.0
7.0
8.0
9.0
10
11

Tech. Code d1
mm

d3
mm

L
mm

Clamping
mm

Type

12

32 40 1.0 ER324

13
14
15
16
17
18
20

Concentricity precision as indicated in the table, values obtained using chucks with collet pocket with 5a � 0.1 and radial run-out max. 0.001.

Extra accurate 0.005

ER32 SPRING COLLETS - EXTRA-PRECISE

Tech. Code Type
d

mm
Pieces

ER25S - WRK 4 - 6 - 8 - 10 - 12 - 16 6

Tech. Code Type
d

mm
Pieces

ER25S - WRK 2 - 3 - 4 - 5 - 6 - 7 - 8 - 9 - 10 - 11 - 12 -13 - 14 -15 - 16 15



C

C.63 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ART. DIN 6499 - ER32T

Cod. Tec. GR44
Euro

d1
mm

d3
mm

L
mm

Serraggio
mm

Tipo

C409032T6 34,20 6

32 40 0,5 ER32T
C409032T8 34,20 8
C409032T10 34,20 10
C409032T12 34,20 12

Cod. Tec. GR44
Euro

d1
mm

d3
mm

L
mm

Serraggio
mm

Tipo

C409032T14 34,20 14

32 40 0,5 ER32T
C409032T16 34,20 16
C409032T18 34,20 18
C409032T20 34,20 20

PINZE ELASTICHE A TENUTA STAGNA ER32

ART. ER32S DIN 6499

Cod. Tec. GR33
Euro

d1
mm

d3
mm

L
mm

Serraggio
mm

Tipo

C406032S3 17,80 3

32 40 1,0 ER32S

C406032S4 17,80 4
C406032S5 17,80 5
C406032S6 17,80 6
C406032S7 17,80 7
C406032S8 17,80 8
C406032S9 17,80 9
C406032S10 17,80 10
C406032S11 17,80 11

Cod. Tec. GR33
Euro

d1
mm

d3
mm

L
mm

Serraggio
mm

Tipo

C406032S12 17,80 12

32 40 1,0 ER32S

C406032S13 17,80 13
C406032S14 17,80 14
C406032S15 17,80 15
C406032S16 17,80 16
C406032S17 17,80 17
C406032S18 17,80 18
C406032S19 17,80 19
C406032S20 17,80 20

Precisione di concentricità come da tabella valori ottenuti con mandrino avente sede pinza con Ra<0,1 ed eccentricità max 0,001.

Standard 0,01

PINZE ELASTICHE ER32 STANDARD

ART. DIN 6499 - ER32SEAL CON HARD TOUCH COATING

Cod. Tec. GR42
Euro

d1 max
mm

d1 min
mm

d3
mm

L
mm

Tipo

C409432SEAL4 84,60 4 3

32 40 SEAL

C409432SEAL5 84,60 5 4
C409432SEAL6 84,60 6 5
C409432SEAL7 84,60 7 6
C409432SEAL8 84,60 8 7
C409432SEAL9 84,60 9 8
C409432SEAL10 84,60 10 9
C409432SEAL11 84,60 11 10
C409432SEAL12 84,60 12 11

Cod. Tec. GR42
Euro

d1 max
mm

d1 min
mm

d3
mm

L
mm

Tipo

C409432SEAL13 84,60 13 12

32 40 SEAL

C409432SEAL14 84,60 14 13
C409432SEAL15 84,60 15 14
C409432SEAL16 84,60 16 15
C409432SEAL17 84,60 17 16
C409432SEAL18 84,60 18 17
C409432SEAL19 84,60 19 18
C409432SEAL20 84,60 20 19

PINZE ELASTICHE A TENUTA STAGNA ER32 SEAL

ART. ER32AA DIN 6499 CON HARD TOUCH COATING

Cod. Tec. GR42
Euro

d1 max
mm

d1 min
mm

d3
mm

L
mm

Tipo

C406332AA3 45,00 3 2

32 40 ER32AA

C406332AA4 45,00 4 3
C406332AA5 45,00 5 4
C406332AA6 45,00 6 5
C406332AA7 45,00 7 6
C406332AA8 45,00 8 7
C406332AA9 45,00 9 8

C406332AA10 45,00 10 9
C406332AA11 45,00 11 10

Cod. Tec. GR42
Euro

d1 max
mm

d1 min
mm

d3
mm

L
mm

Tipo

C406332AA12 45,00 12 11

32 40 ER32AA

C406332AA13 45,00 13 12
C406332AA14 45,00 14 13
C406332AA15 45,00 15 14
C406332AA16 45,00 16 15
C406332AA17 45,00 17 16
C406332AA18 45,00 18 17
C406332AA19 45,00 19 18
C406332AA20 45,00 20 19

PINZE ELASTICHE ER32 EXTRA PRECISE

ART. ER32JET DIN 6499 CON HARD TOUCH COATING

Cod. Tec. GR42
Euro

d1 max
mm

d1 min
mm

d3
mm

L
mm

Tipo

C409632JET24 84,60 4 3

32 40 -ET
C409632JET25 84,60 5 4
C409632JET26 84,60 6 5
C409632JET28 84,60 8 7
C409632JET29 84,60 9 8

Cod. Tec. GR42
Euro

d1 max
mm

d1 min
mm

d3
mm

L
mm

Tipo

C409632JET210 84,60 10 9

32 40 -ET
C409632JET212 84,60 12 11
C409632JET214 84,60 14 13
C409632JET216 84,60 16 15
C409632JET220 84,60 20 19

PINZE ELASTICHE A TENUTA STAGNA ER32 JET

C.63Indivisible package  Suggested retail package - Unit price

ITEM: DIN 6499 - ER32T

Tech. Code d1
mm

d3
mm

L
mm

Clamping
mm

Type

6

32 40 0.5 ER32T
8
10
12

Tech. Code d1
mm

d3
mm

L
mm

Clamping
mm

Type

14

32 40 0.5 ER32T
16
18
20

ER32 SPRING COLLETS - SEALED

ITEM: ER32S DIN 6499

Tech. Code d1
mm

d3
mm

L
mm

Clamping
mm

Type

3

32 40 1.0 ER32S

4
5
6
7
8
9
10
11

Tech. Code d1
mm

d3
mm

L
mm

Clamping
mm

Type

12

32 40 1.0 ER32S

13
14
15
16
17
18
19
20

Concentricity precision as shown in the table of values obtained by using a chucks having 5a�0,1 plier seat and max eccentricity of 0,001.

Standard 0.01

ER32 SPRING COLLETS - STANDARD

ITEM: DIN 6499 - ER32SEAL WITH HARD TOUCH COATING

Tech. Code d1 max
mm

d1 min
mm

d3
mm

L
mm

Type

4 3

32 40 SEAL

5 4
6 5
7 6
8 7
9 8

10 9
11 10
12 11

Tech. Code d1 max
mm

d1 min
mm

d3
mm

L
mm

Type

13 12

32 40 SEAL

14 13
15 14
16 15
17 16
18 17
19 18
20 19

ER32 SPRING COLLETS - SEALED

ITEM: ER32AA DIN 6499 WITH HARD TOUCH COATING

Tech. Code d1 max
mm

d1 min
mm

d3
mm

L
mm

Type

3 2

32 40 ER32AA

4 3
5 4
6 5
7 6
8 7
9 8

10 9
11 10

Tech. Code d1 max
mm

d1 min
mm

d3
mm

L
mm

Type

12 11

32 40 ER32AA

13 12
14 13
15 14
16 15
17 16
18 17
19 18
20 19

ER32 SPRING COLLETS - EXTRA-PRECISE

ITEM: ER32JET DIN 6499 WITH HARD TOUCH COATING

Tech. Code d1 max
mm

d1 min
mm

d3
mm

L
mm

Type

4 3

32 40 JET
5 4
6 5
8 7
9 8

Tech. Code d1 max
mm

d1 min
mm

d3
mm

L
mm

Type

10 9

32 40 JET
12 11
14 13
16 15
20 19

ER32 SPRING COLLETS - SEALED JET



C

C.64 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ART. ER32

Cod. Tec. GR44
Euro Tipo

d
mm

Pezzi

C411432QBOX 370,50 ER324 - KERFOLG 3 - 4 - 5 - 6 - 7 - 8 - 9 - 10 -11 -12 - 13 - 14 -15 -16 -17 - 18 - 19 - 20 18

Set completi per tutti i diametri, la miglior soluzione per lavori di fresatura.

PINZE IN BOX ER32

ART. ER40S DIN 6499

Cod. Tec. GR33
Euro

d1
mm

d3
mm

L
mm

Serraggio
mm

Tipo

C407040S4 24,40 4

41 46 1,0 ER40S

C407040S5 24,40 5
C407040S6 24,40 6
C407040S7 24,40 7
C407040S8 24,40 8
C407040S9 24,40 9

C407040S10 24,40 10
C407040S11 24,40 11
C407040S12 24,40 12
C407040S13 24,40 13
C407040S14 24,40 14
C407040S15 24,40 15

Cod. Tec. GR33
Euro

d1
mm

d3
mm

L
mm

Serraggio
mm

Tipo

C407040S16 24,40 16

41 46 1,0 ER40S

C407040S17 24,40 17
C407040S18 24,40 18
C407040S19 24,40 19
C407040S20 24,40 20
C407040S21 24,40 21
C407040S22 24,40 22
C407040S23 24,40 23
C407040S24 24,40 24
C407040S25 24,40 25
C407040S26 24,40 26

Precisione di concentricità come da tabella valori ottenuti con mandrino avente sede pinza con Ra<0,1 ed eccentricità max 0,001.

Standard 0,01

PINZE ELASTICHE ER40 STANDARD

ART. ER40Q DIN 6499

Cod. Tec. GR44
Euro

d1
mm

d3
mm

L
mm

Serraggio
mm

Tipo

C407140Q4 25,70 4

41 46 1,0 ER404

C407140Q5 25,70 5
C407140Q6 25,70 6
C407140Q7 25,70 7
C407140Q8 25,70 8
C407140Q9 25,70 9
C407140Q10 25,70 10
C407140Q11 25,70 11
C407140Q12 25,70 12
C407140Q13 25,70 13
C407140Q14 25,70 14

Cod. Tec. GR44
Euro

d1
mm

d3
mm

L
mm

Serraggio
mm

Tipo

C407140Q15 25,70 15

41 46 1,0 ER404

C407140Q16 25,70 16
C407140Q17 25,70 17
C407140Q18 25,70 18
C407140Q19 25,70 19
C407140Q20 25,70 20
C407140Q21 25,70 21
C407140Q22 25,70 22
C407140Q23 25,70 23
C407140Q24 25,70 24
C407140Q25 25,70 25

Precisione di concentricità come da tabella valori ottenuti con mandrino avente sede pinza con Ra<0,1 ed eccentricità max 0,001.

Extra precisa 0,005

PINZE ELASTICHE ER40 EXTRA PRECISE

Cod. Tec. GR33
Euro Tipo

d
mm

Pezzi

C411432SBOX1 102,00 ER32S - :RK 6 - 8 - 10 - 12 - 16 - 20 6

Cod. Tec. GR33
Euro Tipo

d
mm

Pezzi

C411432SBOX 298,70 ER32S - :RK 3 - 4 - 5 - 6 - 7 - 8 - 9 - 10 -11 -12 - 13 - 14 -15 -16 -17 - 18 - 19 - 20 18

C.64 Indivisible package   Suggested retail package - Unit price

ITEM: ER32

Tech. Code Type
d

mm
Pieces

ER324 - KERFOLG 3 - 4 - 5 - 6 - 7 - 8 - 9 - 10 -11 -12 - 13 - 14 -15 -16 -17 - 18 - 19 - 20 18

Complete sets for all diameters, recommended as the best solution for all types of milling operations.

ER32 SPRING COLLETS SET

ITEM: ER40S DIN 6499

Tech. Code d1
mm

d3
mm

L
mm

Clamping
mm

Type

4

41 46 1.0 ER40S

5
6
7
8
9
10
11
12
13
14
15

Tech. Code d1
mm

d3
mm

L
mm

Clamping
mm

Type

16

41 46 1.0 ER40S

17
18
19
20
21
22
23
24
25
26

Concentricity precision as indicated in the table, values obtained using chucks with collet pocket with 5a � 0.1 and radial run-out max. 0.001.

Standard 0.01

ER40 SPRING COLLETS - STANDARD

ITEM: ER40Q DIN 6499

Tech. Code d1
mm

d3
mm

L
mm

Clamping
mm

Type

4

41 46 1.0 ER404

5
6
7
8
9
10
11
12
13
14

Tech. Code d1
mm

d3
mm

L
mm

Clamping
mm

Type

15

41 46 1.0 ER404

16
17
18
19
20
21
22
23
24
25

Concentricity precision as indicated in the table, values obtained using chucks with collet pocket with 5a � 0.1 and radial run-out max. 0.001.

Extra accurate 0.005

ER40 SPRING COLLETS - EXTRA-PRECISE

Tech. Code Type
d

mm
Pieces

ER32S - WRK 6 - 8 - 10 - 12 - 16 - 20 6

Tech. Code Type
d

mm
Pieces

ER32S - WRK 3 - 4 - 5 - 6 - 7 - 8 - 9 - 10 -11 -12 - 13 - 14 -15 -16 -17 - 18 - 19 - 20 18



C

C.65 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ART. DIN 6499 - ER16M

Cod. Tec. GR44
Euro

d1
mm

S
mm

DIN 371 DIN 374/6

C410016D6 36,10 6,0 4,9 M5-M6 M8

Cod. Tec. GR44
Euro

d1
mm

S
mm

DIN 371 DIN 374/6

C410016D7 36,10 7,0 5,5 - M10

PINZE ELASTICHE PER MASCHIATURA RIGIDA ER16

Cod. Tec. GR33
Euro Tipo

d
mm

Pezzi

C411540SBOX 169,70 ER40S - :RK 8 - 10 - 12 - 14 - 16 - 18 - 20 - 22 - 24 - 25 10

ART. ER40
Set completi per tutti i diametri, la miglior soluzione per lavori di fresatura.

PINZE IN BOX ER40

d2

Cod. Tec. GR42
Euro Descrizione DIN371 - 374/6

d2
mm

S
mm

T
mm

Tipo

C410503,5 (171,00) GTIN ER32 DIN 3,50X2,70 M3 - M5 3,5 2,7

20 ER32GTIN

C410504,5 (171,00) GTIN ER32 DIN 4,50X3,40 M4 - M6 4,5 3,4
C410506 (171,00) GTIN ER32 DIN 6,00X4,90 M5 - M8 6,0 4,9
C410507 (171,00) GTIN ER32 DIN 7,00X5,50 M10 7,0 5,5
C410508 (171,00) GTIN ER32 DIN 8,00X6,20 M8 8,0 6,2
C410509 (171,00) GTIN ER32 DIN 9,00X7,00 M12 9,0 7,0
C410510 (171,00) GTIN ER32 DIN 10,00X8,00 M10 10,0 8,0
C410511 (171,00) GTIN ER32 DIN 11,00X9,00 M14 11,0

9,0C410512 (171,00) GTIN ER32 DIN 12,00X9,00 M16 12,0

ART. C4105

PINZE PER MASCHIATURA CON COMPENSAZIONE

Ghiera di ricambio C4105T

Cod. Tec. GR33
Euro Tipo

d
mm

Pezzi

C411540SBOX1 98,70 ER40S - :RK 6 - 8 - 10 - 12 - 16 - 20 - 25 7

C.65Indivisible package  Suggested retail package - Unit price

ITEM: TYPE DIN 6499 - ER16M

Tech. Code d1
mm

S
mm

DIN 371 DIN 374/6

6.0 4.9 M5-M6 M8

Tech. Code d1
mm

S
mm

DIN 371 DIN 374/6

7.0 5.5 - M10

ER16 SPRING COLLETS FOR RIGID TAPPING

Tech. Code Type
d

mm
Pieces

ER40S - WRK 8 - 10 - 12 - 14 - 16 - 18 - 20 - 22 - 24 - 25 10

ITEM: ER40
Complete sets for all diameters, recommended as the best solution for all types of milling operations.

ER40 SPRING COLLETS SET

Tech. Code Description DIN371-374/6
d2
mm

S
mm

T
mm

Type

GTIN ER32 DIN 3,50X2,70 M3 - M5 3.5 2.7

20 ER32GTIN

GTIN ER32 DIN 4,50X3,40 M4 - M6 4.5 3.4
GTIN ER32 DIN 6,00X4,90 M5 - M8 6.0 4.9
GTIN ER32 DIN 7,00X5,50 M10 7.0 5.5
GTIN ER32 DIN 8,00X6,20 M8 8.0 6.2
GTIN ER32 DIN 9,00X7,00 M12 9.0 7.0
GTIN ER32 DIN 10,00X8,00 M10 10.0 8.0
GTIN ER32 DIN 11,00X9,00 M14 11.0

9.0
GTIN ER32 DIN 12,00X9,00 M16 12.0

ITEM: C4105

ER TAPPING ATTACHMENTS

Ring parts C4105T

Tech. Code Type
d

mm
Pieces

ER40S - WRK 6 - 8 - 10 - 12 - 16 - 20 - 25 7



C

C.66 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ART. DIN 6499 - ER25M

Cod. Tec. GR44
Euro

d1
mm

S
mm

DIN 371 DIN 374/6

C411025D3,5 36,10 3,5 2,7 M3 M5
C411025D4,5 36,10 4,5 3,4 M4 M6
C411025D6 36,10 6 4,9 M5 - M6 M8
C411025D7 36,10 7 5,5 - M10

Cod. Tec. GR44
Euro

d1
mm

S
mm

DIN 371 DIN 374/6

C411025D8 36,10 8 6,2 M8 -
C411025D9 36,10 9 7 - M12

C411025D10 36,10 10 8 M10 -
C411025D11 36,10 11 9 - M14

PINZE ELASTICHE PER MASCHIATURA RIGIDA ER25

ART. DIN 6499 - ER32M

Cod. Tec. GR44
Euro

d1
mm

S
mm

DIN 371 DIN 374/6

C412032D4,5 34,20 4,5 3,4 M4 M6
C412032D6 34,20 6 4,9 M5 - M6 M8
C412032D7 34,20 7 5,5 - M10
C412032D8 34,20 8 6,2 M8 -
C412032D9 34,20 9 7 - M12

Cod. Tec. GR44
Euro

d1
mm

S
mm

DIN 371 DIN 374/6

C412032D10 34,20 10 8 M10 -
C412032D11 34,20 11

9
-

M14
C412032D12 34,20 12 M16
C412032D14 34,20 14 11 M18
C412032D16 34,20 16 12 M20

PINZE ELASTICHE PER MASCHIATURA RIGIDA ER32

Cod. Tec. GR33
Euro

d
mm

D
mm

L
mm

C4210203 58,70 3

20 50

C4210204 58,70 4
C4210205 58,70 5
C4210206 58,70 6
C4210208 58,70 8

C42102010 58,70 10
C42102012 58,70 12
C42102014 58,70 14
C42102016 58,70 16

D

L

d

ART. C4210
Pinze cilindriche a tenuta stagna.

PINZE CILINDRICHE A TENUTA STAGNA PER MANDRINI FORTE SERRAGGIO Ø20

Cod. Tec. GR33
Euro

d
mm

D
mm

L
mm

C4220326 69,00 6

32 63

C4220328 69,00 8
C42203210 69,00 10
C42203212 69,00 12
C42203214 69,00 14
C42203216 69,00 16
C42203218 69,00 18
C42203220 69,00 20
C42203225 69,00 25

D

L

d

ART. C4220
Pinze cilindriche a tenuta stagna.

PINZE CILINDRICHE A TENUTA STAGNA PER MANDRINI FORTE SERRAGGIO Ø32

C.66 Indivisible package   Suggested retail package - Unit price

ITEM: DIN 6499 - ER25M

Tech. Code d1
mm

S
mm

DIN 371 DIN 374/6

3.5 2.7 M3 M5
4.5 3.4 M4 M6
6 4.9 M5 - M6 M8
7 5.5 - M10

Tech. Code d1
mm

S
mm

DIN 371 DIN 374/6

8 6.2 M8 -
9 7 - M12

10 8 M10 -
11 9 - M14

ER25 SPRING COLLETS FOR RIGID TAPPING

ITEM: DIN 6499 - ER32M

Tech. Code d1
mm

S
mm

DIN 371 DIN 374/6

4.5 3.4 M4 M6
6 4.9 M5 - M6 M8
7 5.5 - M10
8 6.2 M8 -
9 7 - M12

Tech. Code d1
mm

S
mm

DIN 371 DIN 374/6

10 8 M10 -
11

9
-

M14
12 M16
14 11 M18
16 12 M20

ER32 SPRING COLLETS FOR RIGID TAPPING

Tech. Code d
mm

D
mm

L
mm

3

20 50

4
5
6
8

10
12
14
16

ITEM: C4210
Reduction sleeves.

REDUCTION SLEEVES FOR POWER CHUCKS Ø20 - SEALED

Tech. Code d
mm

D
mm

L
mm

6

32 63

8
10
12
14
16
18
20
25

ITEM: C4220
Reduction sleeves.

REDUCTION SLEEVES FOR POWER CHUCKS Ø32 - SEALED



C

C.67 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR44
Euro

D
mm

L
mm

D1
mm

L1
mm

C42331203 118,00

12 44

3

40
C42331204 101,00 4
C42331205 101,00 5
C42331206 94,00 6
C42331208 94,00 8
C42332003 108,00

20 54

3

50

C42332004 100,00 4
C42332005 100,00 5
C42332006 91,00 6
C42332008 91,00 8
C42332010 91,00 10
C42332012 91,00 12
C42332014 91,00 14
C42332016 91,00 16
C42333206 118,00

32 64

6

60

C42333208 118,00 8
C42333210 118,00 10
C42333212 112,00 12
C42333214 112,00 14
C42333216 112,00 16
C42333218 112,00 18
C42333220 112,00 20
C42333225 112,00 25

ART. C4233

RIDUZIONI PER MANDRINI IDRAULICI A TENUTA STAGNA

Il prodotto è disponibile nel CAP K

GUANTI IN POLIESTERE SPALMATI IN POLIURETANO

Cod. Tec. Taglia Taglia EU

K23106 S 6

K23107 M 7

K23108 L 8

K23109 XL 9

Prodotti correlati

C.67Indivisible package  Suggested retail package - Unit price

Tech. Code D
mm

L
mm

D1
mm

L1
mm

12 44

3

40
4
5
6
8

20 54

3

50

4
5
6
8

10
12
14
16

32 64

6

60

8
10
12
14
16
18
20
25

ITEM: C4233

REDUCTION SLEEVES FOR HYDRAULIC CHUCKS

The products are available in chapter K

GLOVES IN CONTINUOUS POLYESTER WIRE POLYURETHANE COATED

Tech. Code Size EU size

S 6

M 7

L 8

XL 9

Related products



C

C.68 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ART. C4310

Cod. Tec. GR44
Euro Pinza Filettatura interna

Ø esterno
mm

Altezza ghiera
mm

C4310ER8 17,10 ER8 M10 x 0,75 12 10,8
C4310ER11 17,10 ER11 M13 x 0,75 16 12
C4310ER16 17,10 ER16 M19 x 1 22 18
C4310ER20 19,00 ER20 M24 x 1 28 19
C4310ER25 19,00 ER25 M30 x 1 35 20

GHIERE MINI PER PINZE ER DIN6499

ART. C4320

Cod. Tec. GR44
Euro Pinza Filettatura interna

Ø esterno
mm

Altezza ghiera
mm

C4320ER16 19,00 ER16 M22 x 1,5 32 22,6
C4320ER20 23,80 ER20 M25 x 1,5 35 23,6
C4320ER25 21,90 ER25 M32 x 1,5 42

24,7C4320ER32 23,80 ER32 M40 x 1,5 50
C4320ER40 29,50 ER40 M50 x 1,5 63 30

GHIERE STANDARD BILANCIATE PER PINZE ER DIN6499

ART. C4325

Cod. Tec. GR44
Euro Pinza Filettatura interna

Ø esterno
mm

Altezza ghiera
mm

C4325ER11 17,10 ER11 M14 x 0,75 19 11,30
C4325ER16 17,10 ER16 M22 x 1,5 28 17,50
C4325ER20 19,00 ER20 M25 x 1,5 34 19

GHIERE ESAGONALI PER PINZE ER DIN6499

C.68 Indivisible package   Suggested retail package - Unit price

ITEM: C4310

Tech. Code Collet Internal threading
Ø external

mm
Ring nut height

mm
ER8 M10 x 0,75 10.8 10.8
ER11 M13 x 0,75 16 12
ER16 M19 x 1 22 18
ER20 M24 x 1 28 19
ER25 M30 x 1 35 20

MINI NUTS FOR ER COLLETS DIN6499

ITEM: C4320

Tech. Code Collet Internal threading
Ø external

mm
Ring nut height

mm
ER16 ER16 22.6 22.6
ER20 ER20 23.6 23.6
ER25 ER25 24.7

24.7
ER32 ER32 24.7
ER40 ER40 63 30

BALANCED STANDARD NUTS FOR ER COLLETS DIN6499

ITEM: C4325

Tech. Code Collet Internal threading
Ø external

mm
Ring nut height

mm
ER11 ER11 11.30 11.30
ER16 ER16 17.50 17.50
ER20 ER20 34 19

HEXAGONAL NUTS FOR ER COLLETS DIN6499



C

C.69 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ART. 48 DIN STANDARD

Cod. Tec. GR42
Euro Maschio Filetto

D
mm

d
mm

S
mm

Maschio DIN

C4354M12G9 186,00 M12

48

9 7

376

C4354M14G11 186,00 M14 11
9C4354M16G12 186,00 M16 12

C4354M18G14 186,00 M18 14 11
C4354M20G16 186,00 M20 16 12
C4354M22G18 186,00 M22

18 14,5C4354M24G18 186,00 M24
C4354M27G20 186,00 M27 20 16
C4354M30G22 186,00 M30 22 18
C4354M33G25 186,00 M33 25 20
C4354M36G28 186,00 M36 28 22

ART. 31 DIN STANDARD

Cod. Tec. GR42
Euro Maschio Filetto

D
mm

d
mm

S
mm

Maschio DIN

C435231M6G6 79,00 M6

31

6 4,9
371C435231M8G8 79,00 M8 8 6,2

C435231M10G7 79,00
M10

7 5,5 376
C435231M10G10 79,00 10 8 371
C435231M12G9 79,00 M12 9 7

376

C435231M14G11 79,00 M14 11
9C435231M16G12 79,00 M16 12

C435231M18G14 79,00 M18 14 11
C435231M20G16 79,00 M20 16 12
C435231M24G18 79,00 M24 18 14,5

ART. 19 DIN STANDARD

Cod. Tec. GR42
Euro Maschio Filetto

D
mm

d
mm

S
mm

Maschio DIN

C435019M2G2,8 64,00 M2

19

2,8 2,1

371
C435019M3G3,5 64,00 M3 3,5 2,7
C435019M4G4,5 64,00 M4 4,5 3,4
C435019M5G6 64,00 M5

6
4,9

C435019M6G6 64,00 M6 4.9
C435019M8G6 64,00

M8
4,9 376

C435019M8G8 64,00 8 6,2 371
C435019M10G7 64,00

M10
7 5,5 376

C435019M10G10 64,00 10 8 371
C435019M12G9 64,00 M12 9 7

376C435019M14G11 64,00 M14 11 9

BUSSOLE PER MASCHIARE CON FRIZIONE

C.69Indivisible package  Suggested retail package - Unit price

ITEM: 48 DIN STANDARD

Tech. Code Tap thread
D

mm
d

mm
S

mm
Tap DIN

M12

48

9 7

376

M14 11
9

M16 12
M18 14 11
M20 16 12
M22

18 14.5
M24
M27 20 16
M30 22 18
M33 25 20
M36 28 22

ITEM: 31 DIN STANDARD

Tech. Code Tap thread
D

mm
d

mm
S

mm
Tap DIN

M6

31

6 4.9
371

M8 8 6.2

M10
7 5.5 376
10 8 371

M12 9 7

376

M14 11
9

M16 12
M18 14 11
M20 16 12
M24 18 14.5

ITEM: 19 DIN STANDARD

Tech. Code Tap thread
D

mm
d

mm
S

mm
Tap DIN

M2

19

2.8 2.1

371
M3 3.5 2.7
M4 4.5 3.4
M5

6
4.9

M6 4.9

M8
4.9 376

8 6.2 371

M10
7 5.5 376

10 8 371
M12 9 7

376
M14 11 9

BUSH WITH CLUTCH FOR TAPPING



C

C.70 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ART. 19 DIN STANDARD

Cod. Tec. GR42
Euro Maschio Filetto

D
mm

d
mm

S
mm

Maschio DIN

C435619G3,5 25,00 M3

19

3,5 2,7
371C435619G4,5 25,00 M4 4,5 3,4

C435619G2,8 25,00 M2,5 - M4 2,8 2,1
371 - 376C435619G6 25,00 M5 - M6 - M8 6 4,9

C435619G7 25,00 M10 7 5,5 376
C435619G8 25,00 M8 8 6,2

371C435619G10 17,00 M10 10 8
C435619G9 25,00 M12 9 7

376C435619G11 25,00 M14 11 9

BUSSOLE PER MASCHIARE SENZA FRIZIONE

ART. 31 DIN STANDARD

Cod. Tec. GR42
Euro Maschio Filetto

D
mm

d
mm

S
mm

Maschio DIN

C435731G6 29,00 M5 - M6 - M8

31

6 4,9 371 - 376
C435731G8 29,00 M8 8 6,2

371C435731G10 29,00
M10

10 8
C435731G7 29,00 7 5,5

376

C435731G9 29,00 M12 9 7
C435731G11 29,00 M14 11

9C435731G12 29,00 M16 12
C435731G14 29,00 M18 14 11
C435731G16 29,00 M20 16 12
C435731G18 29,00 M22 - M24 18 14,5

ART. 48 DIN STANDARD

Cod. Tec. GR42
Euro Maschio Filetto

D
mm

d
mm

S
mm

Maschio DIN

C435848G18 90,00 M22 - M24

48

18 14,5

376
C435848G20 90,00 M27 20 16
C435848G22 90,00 M30 22 18
C435848G25 90,00 M33 25 20
C435848G28 90,00 M36 28 22

C.70 Indivisible package   Suggested retail package - Unit price

ITEM: 19 DIN STANDARD

Tech. Code Tap thread
D

mm
d

mm
S

mm
Tap DIN

M3

19

3.5 2.7
371

M4 4.5 3.4
M2.5 - M4 2.8 2.1

371 - 376
M5 - M6 - M8 6 4.9

M10 7 5.5 376
M8 8 6.2

371
M10 10 8
M12 9 7

376
M14 11 9

BUSH WITHOUT CLUTCH FOR TAPPING

ITEM: 31 DIN STANDARD

Tech. Code Tap thread
D

mm
d

mm
S

mm
Tap DIN

M5 - M6 - M8

31

6 4.9 371 - 376
M8 8 6.2

371
M10

10 8
7 5.5

376

M12 9 7
M14 11

9
M16 12
M18 14 11
M20 16 12

M22 - M24 18 14.5

ITEM: 48 DIN STANDARD

Tech. Code Tap thread
D

mm
d

mm
S

mm
Tap DIN

M22 - M24

48

18 14.5

376
M27 20 16
M30 22 18
M33 25 20
M36 28 22



C

C.71 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR43
Euro ISO

M
mm

D
mm

D1
mm

D3
mm

D4
mm

L
mm

L1
mm

L2
mm

C441040 10,10 40 16 23 17 19 14 54 26 20
C441050 13,10 50 24 36 25 28 21 74 34 25

ART. CODOLI DIN 69872 - NON FORATI CON OR

TIRANTI

Cod. Tec. GR43
Euro ISO

M
mm

D
mm

D1
mm

D3
mm

D4
mm

L
mm

L1
mm

L2
mm

Foro
mm

C441540 10,10 40 16 23 17 19 14 54 26 20 7
C441550 13,10 50 24 36 25 28 21 74 34 25 11,5

ART. CODOLI DIN 69872 - FORATI CON OR

Cod. Tec. GR43
Euro ISO

M
mm

D
mm

D1
mm

D3
mm

D4
mm

L
mm

L1
mm

L2
mm

Foro
mm

C442040 13,10 40 16 23 17 19 14 54 26 20 7
C442050 13,10 50 24 36 25 28 21 74 34 25 11,5

ART. ISO 7388/2A - FORATI CON OR

Cod. Tec. GR43
Euro ISO

M
mm

d
mm

D
mm

D1
mm

L
mm

L1
mm

C442540 13,10 40 16 16 25,3 17 53
25C442550 13,10 50 24 24 39,6 25 65

ART. CODOLI ADATTATORI OTT SYSTEM

Cod. Tec. GR43
Euro ISO

M
mm

D
mm

D1
mm

D3
mm

D4
mm

L
mm

L1
mm

L2
mm

C443040 10,10 40 16 22,5 17 18,9 12,9 44,5 16,4 11,1

ART. ISO 7388/2B - NON FORATI CON OR

C.71Indivisible package  Suggested retail package - Unit price

Tech. Code ISO
M

mm
D

mm
D1
mm

D3
mm

D4
mm

L
mm

L1
mm

L2
mm

40 16 23 17 19 14 54 26 20
50 24 36 25 28 21 74 34 25

ITEM: DIN 69872 - WITHOUT BORE - WITH OR

PULL STUDS

Tech. Code ISO
M

mm
D

mm
D1
mm

D3
mm

D4
mm

L
mm

L1
mm

L2
mm

Hole
mm

40 16 23 17 19 14 54 26 20 7
50 24 36 25 28 21 74 34 25 11.5

ITEM: DIN 69872 - WITH BORE - WITH OR

Tech. Code ISO
M

mm
D

mm
D1
mm

D3
mm

D4
mm

L
mm

L1
mm

L2
mm

Hole
mm

40 16 23 17 19 14 54 26 20 7
50 24 36 25 28 21 74 34 25 11.5

ITEM: ISO 7388/2A - WITH BORE - WITH OR

Tech. Code ISO
M

mm
d

mm
D

mm
D1
mm

L
mm

L1
mm

40 16 16 25.3 17 53
25

50 24 24 39.6 25 65

ITEM: OTT SYSTEM

Tech. Code ISO
M

mm
D

mm
D1
mm

D3
mm

D4
mm

L
mm

L1
mm

L2
mm

40 16 22.5 17 18.9 12.9 44.5 16.4 11.1

ITEM: ISO 7388/2B - WITHOUT BORE - WITH OR



C

C.72 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR43
Euro ISO

M
mm

D
mm

D1
mm

D3
mm

D4
mm

L
mm

L1
mm

L2
mm

Foro
mm

Tipo macchina

C4435401 10,10
40 16

22,5
17

18,9 12,9 44,5 16,4 11,1 7,3 -
C4435402 10,10 21,8

18,79 12,44
41,25 16,25 11,17

7 M=C4435403 10,10 22 44,1 19,1 14,02
C4435501 13,10

50 24
37

25
29,1 19,6 65,5 25,5 17,9 11,5 -

C4435502 13,10 35,5 28,95 20,82 65,4 25,4 17,78 10 M=

ART. ISO 7388/2B - FORATI CON OR

TIRANTI

Cod. Tec. GR43
Euro ISO A

M
mm

D
mm

D1
mm

D3
mm

D4
mm

L
mm

L1
mm

C44404030 10,10
40

30°
16 23 17 15 10 60 35C44404045 10,10 45°

C44404090 10,10 90°
C44405030 13,10

50
30°

24 38 25 23 17 85 45C44405045 13,10 45°
C44405090 13,10 90°

ART. MAS 407 BT - NON FORATI CON OR

Cod. Tec. GR43
Euro ISO A

M
mm

D
mm

D1
mm

D3
mm

D4
mm

L
mm

L1
mm

Foro
mm

C44454030 10,10
40

30°
16 23 17 15 10 60 35 4C44454045 10,10 45°

C44454090 10,10 90°
C44455030 13,10

50
30°

24 38 25 23 17 85 45 6C44455045 13,10 45°
C44455090 13,10 90°

ART. MAS 407 BT - FORATI CON OR

Cod. Tec. GR33
Euro ISO A

M
mm

D
mm

D1
mm

D3
mm

D4
mm

L
mm

L1
mm

C445040 13,40
40

45°
16 23 17 15 10 57 32C445050 13,40 90°

ART. BT PER DIN 69871 - NON FORATI CON OR

C.72 Indivisible package   Suggested retail package - Unit price

Tech. Code ISO
M

mm
D

mm
D1
mm

D3
mm

D4
mm

L
mm

L1
mm

L2
mm

Hole
mm

Machine type

40 16
22.5

17
18.9 12.9 44.5 16.4 11.1 7.3 -

21.8
18.79 12.44

41.25 16.25 11.17
7 M=

22 44.1 19.1 14.02

50 24
37

25
29.1 19.6 65.5 25.5 17.9 11.5 -

35.5 28.95 20.82 65.4 25.4 17.78 10 M=

ITEM: ISO 7388/2B - WITH BORE - WITH OR

PULL STUDS

Tech. Code ISO A
M

mm
D

mm
D1
mm

D3
mm

D4
mm

L
mm

L1
mm

40
30°

16 23 17 15 10 60 3545°
90°

50
30°

24 38 25 23 17 85 4545°
90°

ITEM: MAS 407 BT - WITHOUT BORE - WITH OR

Tech. Code ISO A
M

mm
D

mm
D1
mm

D3
mm

D4
mm

L
mm

L1
mm

Hole
mm

40
30°

16 23 17 15 10 60 35 445°
90°

50
30°

24 38 25 23 17 85 45 645°
90°

ITEM: MAS 407 BT - WITH BORE - WITH OR

Tech. Code ISO A
M

mm
D

mm
D1
mm

D3
mm

D4
mm

L
mm

L1
mm

40
45°

16 23 17 15 10 57 32
90°

ITEM: BT FOR DIN 69871 - WITHOUT BORE - WITH OR
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C.73 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR33
Euro ISO A

M
mm

D
mm

D1
mm

D3
mm

D4
mm

L
mm

L1
mm

Foro
mm

C445540 13,40
40

45°
16 23 17 15 10 57 32 4C445550 13,40 90°

ART. BT PER DIN 69871 - FORATI CON OR

TIRANTI

F D

L
L

1

Cod. Tec. GR33
Euro HSK F

D
mm

L
mm

L1
mm

Į

C448063 17,50 63 M18 x 1 12 36,6 11,5 1,3°
C4480100 22,70 100 M24 x 1,5 16 44,0 15,5 1,4°

ART. C4480
TUBETTI ADDUZIONE REFRIGERANTE DIN 69893

Cod. Tec. GR33
Euro :ELDON G

L
mm

C4485W6 5,20 6 M 6 x 1
10C4485W8 5,20 8 M 8 x 1.25

C4485W10 5,20 10 M 10 x 1.5 12
C4485W12 5,20 12 M 12 x 1.75

16C4485W16 5,20 16 M 14 x 2
C4485W20 5,20 20 M 16 x 2
C4485W25 7,20 25 M 18 x 2

20C4485W32 9,30 32 M 20 x 2

ART. C4485
GRANI DI FISSAGGIO PER MANDRINI WELDON

Cod. Tec. GR33
Euro HSK

C4481063 43,30 63
C4481100 53,60 100

ART. C4481
CHIAVI DI ASSEMBLAGGIO PER TUBETTI REFRIGERANTI

C.73Indivisible package  Suggested retail package - Unit price

Tech. Code ISO A
M

mm
D

mm
D1
mm

D3
mm

D4
mm

L
mm

L1
mm

Hole
mm

40
45°

16 23 17 15 10 57 32 4
90°

ITEM: BT FOR DIN 69871 - WITH BORE - WITH OR

PULL STUDS

Tech. Code HSK F
D

mm
L

mm
L1
mm

Į

63 M18 x 1 12 11.5 36.2 1.3°
100 M24 x 1.5 16 44,0 43.6 1.4°

ITEM: C4480
ADDUCTION COOLING TUBES DIN 69893

Tech. Code Weldon G
L

mm
6 M 6 x 1

10
8 M 8 x 1.25

10 M 10 x 1.5 12
12 M 12 x 1.75

1616 M 14 x 2
20 M 16 x 2
25 M 18 x 2

20
32 M 20 x 2

ITEM: C4485
CLAMPING SCREWS FOR WELDON CHUCKS

Tech. Code HSK

63
100

ITEM: C4481
WRENCHES FOR HSK COOLING TUBES
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C.74 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ART. C4490

Cod. Tec. GR33
Euro Per pinza

C4490ER16 13,40 ER16

C4490ER20 13,40 ER20

C4490ER25 13,40 ER25

C4490ER32 16,50 ER32

C4490ER40 19,60 ER40

CHIAVI PER GHIERE STANDARD E BILANCIATE

ART. C4492

Cod. Tec. GR33
Euro Per pinza

C4492ER8 16,50 ER8

C4492ER11 16,50 ER11

C4492ER16 16,50 ER16

C4492ER20 18,50 ER20

C4492ER25 19,60 ER25

CHIAVI PER GHIERE MINI

ART. C4494

Cod. Tec. GR33
Euro Per pinza

C4494ER20 19,60 ER 20

C4494ER32 29,90 ER 32

CHIAVI PER FORTE SERRAGGIO

ØD2

K

L

G

ART. C4501

Cod. Tec. GR33
Euro

K
mm

G
L

mm
D2
mm

C4501V16 9,30 6 M8 16 20

C4501V22 10,30 7 M10 18 28

C4501V27 13,40 8 M12 22 35

C4501V32 15,50 9 M16 26 42

C4501V40 19,60 10 M20 30 52

VITI DI SERRAGGIO

Ø
D1

Ø
D3B

L

H H

ART. C4502

Cod. Tec. GR33
Euro

H
mm

B
mm

L
mm

D1
mm

D3
mm

C4502A16 19,60 5,0 8 10 16 32

C4502A22 19,60 6,0 10
12

22 40

C4502A27 25,80 6,3 12 27 48

C4502A32 31,90 7,0 14
14

32 58

C4502A40 43,30 8,0 16 40 70

ANELLI DI TRASCINAMENTO DIN 6366/1 PER MANDRINI

ART. C4496

Cod. Tec. GR34
Euro Per pinza

Ø
mm

C449620 (69,00) ER 20 48

C449632 (75,00) ER 32 68

CHIAVI PER FORTE SERRAGGIO

C.74 Indivisible package   Suggested retail package - Unit price

ITEM: C4490

Tech. Code For collet

ER16

ER20

ER25

ER32

ER40

WRENCHES FOR STANDARD AND BALANCED RING NUTS

ITEM: C4492

Tech. Code For collet

ER8

ER11

ER16

ER20

ER25

WRENCHES FOR MINI NUTS

ITEM: C4494

Tech. Code For collet

ER 20

ER 32

WRENCHES FOR HIGH CLAMPING CHUCKS

ITEM: C4501

Tech. Code K
mm

G
L

mm
D2
mm

6 M8 16 20

7 M10 18 28

8 M12 22 35

9 M16 26 42

10 M20 30 52

CLAMPING SCREWS FOR SHELL MILL HOLDERS

ITEM: C4502

Tech. Code H
mm

B
mm

L
mm

D1
mm

D3
mm

5.0 8 10 16 32

6.0 10
12

22 40

6.3 12 27 48

7.0 14
14

32 58

8.0 16 40 70

DRIVING RING DIN 6366/1 FOR COMBI SHELL MILL HOLDERS

ITEM: C4496

Tech. Code For collet
Ø

mm
ER 20 48

ER 32 68

WRENCHES FOR POWER CHUCKS
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C.75 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

SMONTACONI DA BANCO
ART. C4525
I nostri smontaconi sono prodotti con la massima cura per
preservare le condizioni ottimali dei vostri mandrini.

Le caratteristiche costruttive dello smontaconi evitano possibili
contatti tra cono e supporto grazie alla forma ed alla presenza di
un O-ring.

Tenere pulite tutte le superfici garantirà sempre le massime
prestazioni.

Le buone condizioni del cono garantiranno sempre misurazioni
esatte e lavorazioni precise.

Rotazione - posizionamento

1. Tirare la leva di rotazione corpo
2. Posizionare lo smontaconi a 0°, 90° o 180°
3. Rilasciare la leva per blocco sicuro in posizione

Bloccaggio mandrino

1. Inserire il mandrino con il cono ben pulito
2. Verificare il corretto inserimento nel tassello di centraggio
3. Ruotare la leva di bloccaggio nel verso SK o BT in base al
tipo di cono

Per estrarre il mandrino

1. Spostare la leva di bloccaggio in posizione centrale
2. Estrarre il mandrino

Cod. Tec. GR33
Euro Attacco

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

G
mm

Base
mm

Peso
Kg

C4525SK40 295,00 SK40 - BT40 121 97
29 12

122 60 50 110 x 110 5,0
C4525SK50 330,00 SK50 - BT50 152 128 172 89 71 130 x 130 12,5

C4525HSK63 295,00 HSK63 124 101 122 60 50 110 x 110 5,2

C.75Indivisible package  Suggested retail package - Unit price

TOOL CLAMP
ITEM: C4525
2ur cone disassemblers supports are manufactured with the
utmost care to preserve the optimal conditions of your toolholders.

The characteristics of the supports avoids possible contact
between the cone and support thanks to the shape and the
presence of an 2-ring.

Keep clean all surfaces to always ensure maximum performance.

The good condition of the cone will always ensure exact setting
and precise machining.

Rotation - positioning

1. Pull the indexing knob to unlock
2. Turn into a new position at 0° 90° or 180°
3. Release the knob to block

Toolholders blocking

1. Insert holder making sure the clone is perfectly clean
2. Check the correct positioning into centering dowel
3. 5otate locking knob toward SK or BT according to cone
version

Toolholders extraction

1. Rotate locking knob to central positioning
2. Extract holder

Tech. Code Coupling
A

mm
B

mm
C

mm
D

mm
E

mm
F

mm
G

mm
Base
mm

Weight
Kg

SK40 - BT40 121 97
29 12

122 60 50 110 x 110 5,0
SK50 - BT50 152 128 172 89 71 130 x 130 12,5

HSK63 124 101 122 60 50 110 x 110 5,2



C

C.76 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

MACCHINA CALETTATRICE AUTOMATICA

Cod. Tec. C46051
GR39 Euro (11536,00)
Range calettamento Ø HM 3 - 32
Range calettamento Ø HSS 6 - 32
Lunghezza utensile max mm 400 con HSK63
Tempo di raffreddamento 20"
Potenza k: 11
Alimentazione 400V - 16A - 50Hz
Aria compressa bar 4
Dimensioni mm 800 x 560 x 1720

ART. ISG3410 WK
La macchina per calettamento ISG3410 WK svolge la funzione di calettamento,
raffreddamento e asciugatura del mandrino calettato in completo automatismo, senza alcun
intervento dell’operatore.

Il displa\ grafico ed intuitivo semplifica ogni operazione.
La macchina è fornita con 4 anelli intercambiabili d. 3 -32 mm, 1 litro di liquido refrigerante,
guanti di protezione e manuale d’uso.

I supporti portamandrini vanno ordinati separatamente C4610xx

MACCHINA CALETTATRICE MANUALE

Cod. Tec. C46201
GR39 Euro 3461,00
Range calettamento Ø HM 3 - 16
Range calettamento Ø HSS 12 - 16
Lunghezza utensile max mm 290 con HSK63
Raffreddamento NO
Potenza k: 6,5
Alimentazione 400V - 16A - 50Hz
Dimensioni mm 390 x 310 x 640

ART. ISG1000
La macchina per calettamento ISG1000 è la soluzione più vantaggiosa sia economicamente
che da un punto di vista prestazionale per un primo approccio all’utilizzo di mandrini a
calettamento. Il suo utilizzo semplicissimo, le sue ridotte dimensioni la rendono la macchina
per calettamento più versatile oggi in commercio.

La macchina viene fornita con 1 anello intercambiabile 6 – 16 mm, guanti di protezione e
manuale d’uso.

I supporti portamandrini vanno ordinati separatamente C4625xx

UNITA RAFFREDDAMENTO AD ARIA PER ISG1000

Cod. Tec. C46211
GR39 Euro 597,00
Alimentazione 230V - 16A
Dimensioni mm 390 x 190 x 110

ART. ISGK L 1000
L’unità di raffreddamento ad aria ISG. L 1000 è stata progettata specificamente per essere
abbinata all’unità di calettamento ISG1000.
Può essere assemblata insieme alla calettatrice e con un semplice spostamento manuale
dell’utensile calettato (insieme al suo portamandrino) in circa 20 secondi si ottiene il
raffreddamento.

Per un più efficace funzionamento dell’apparecchiatura si consiglia l’uso anche delle unità
alveolari di raffreddamento C4628xx.

C.76 Indivisible package   Suggested retail package - Unit price

AUTOMATIC SHRINKING MACHINE

Tech. Code

Shrinking range � HM 3 - 32
Shrinking range � HSS 6 - 32
Tool length max mm 400 con HSK63
Cooling time 20"
Power kW 11
Power supply 400V - 16A - 50Hz
Compressed air bar 4
Dimensions mm 800 x 560 x 1720

ITEM: ISG3410 WK
The IS*3410 WK shrink-fit machine performs the shrink function, cooling and drying of the
chuck in complete automatism, without any operator intervention.

The graphic and intutive display simplifies every operation.
The machine is supplied with 4 Interchangeable rings d. 3 -32mm,
1 liter of coolant, protective gloves and user manual.

The tool holders must be ordered separately C4610xx

MANUAL SHRINKING MACHINES

Tech. Code

Shrinking range � HM 3 - 16
Shrinking range � HSS 12 - 16
Tool length max mm 290 con HSK63
Cooling NO
Power kW 6,5
Power supply 400V - 16A - 50Hz
Dimensions mm 390 x 310 x 640

ITEM: ISG1000
The IS*1000 shrink-fit machine is the most advantageous solution either economically
or from a performance point of view for a first approach to the use of shrink-fit chuck. It is
simple to use, its small si]e makes it the most versatile shrink-fit machine on the market
today.

The machine is supplied with 1 Interchangeable ring 6 - 16 mm, protective gloves and user
manual.

The holders must be ordered separately C4625xx

AIR COOLING UNIT FOR ISG1000

Tech. Code

Power supply 230V - 16A
Dimensions mm 390 x 190 x 110

ITEM: ISGK L 1000
The IS*K L 1000 air cooling unit was designed specifically to be combined with the
IS*1000 shrink-fit unit.
It can be assembled together with the shrink unit with a simple manual movement of the tool
(together with its holder) in about 20 seconds cooling down is obtained.

For a more effective operation of the equipment we recommend the use of the units
C4628xx cooling adapters.
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C.77 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

SUPPORTI PORTAMANDRINI PER MACCHINE ISG CON RAFFREDDAMENTO A LIQUIDO

Cod. Tec. C461001 C461002 C461003 C461004
GR39 Euro (192,00) (192,00) (192,00) (192,00)
Per mandrini SK40-BT40-CAT40 SK50-BT50-CAT50 HSK63 HSK100

ART. C4610
Le unità di posizionamento per mandrini a calettamento da utilizzare con le macchine calettatrici con
raffreddamento a liquido garantiscono l’esatto posizionamento dei mandrini durante l’intera operazione di
calettamento, raffreddamento con liquido e asciugatura che si svolgono in completo automatismo.

Oltre alle dimensioni più utilizzate è possibile avere l’intera gamma di portamandrini.

SUPPORTI PORTAMANDRINI PER MACCHINE ISG CON RAFFREDDAMENTO AD ARIA

Cod. Tec. C462501 C462502 C462503
GR39 Euro (135,00) (135,00) (131,00)
Per mandrini SK40/BT40 SK50/BT50 HSK63

ART. C4625
Le unità di posizionamento per mandrini a calettamento da utilizzare con le macchine calettatrici con
raffreddamento ad aria garantiscono l’esatto posizionamento dei mandrini durante l’intera operazione di
calettamento e raffreddamento, offrendo nel contempo maggiore sicurezza agli operatori.

UNITA’ ALVEOLARI PER MACCHINE ISG CON RAFFREDDAMENTO AD ARIA

Cod. Tec. C462801 C462802 C462803 C462804
GR39 Euro (122,00) (122,00) (122,00) (122,00)
Dimensioni Ø mm 3,0 - 5,9 6,0 - 9,0 9,1 - 12,0 12,1 - 16,0

ART. C4628
Gli adattatori alveolari potenziano la capacità di raffreddamento delle stazioni di raffreddamento ad aria che sono in
abbinamento con le unita di calettamento ISG. La loro struttura alveolare convoglia tutta l’aria sviluppata delle unità
di raffreddamento sia sul mandrino che sull’utensile, ottimizzando i tempi di raffreddamento.

C.77Indivisible package  Suggested retail package - Unit price

HOLDERS FOR ISG WITH LIQUID COOLING

Tech. Code

For chucks SK40-BT40-CAT40 SK50-BT50-CAT50 HSK63 HSK100

ITEM: C4610
The positioning units for shrink-fit tool holders are to be used with the shrink machines with the liquid cooling that
guarantees the exact positioning of chuck during the whole operation of shrinking and cooling with liquid and drying
that take place in complete automatism.

In addition to the most used dimensions it is possible to have the whole range of the tool holders.

TOOL HOLDERS FOR ISG MACHINES WITH AIR COOLING SYSTEM

Tech. Code

For chucks SK40/BT40 SK50/BT50 HSK63

ITEM: C4625
The positioning units for shrink-fit tool holders are to be used with the shrinking machines with air cooling that
guarantees the exact positioning of the tool holder during the whole operation of shrinking and cooling, while
offering greater safety to the operators.

ALVELOLAR UNITS FOR AIR-COOLING ISG MACHINES

Tech. Code

Dimensions � mm 3,0 - 5,9 6,0 - 9,0 9,1 - 12,0 12,1 - 16,0

ITEM: C4628
The alveolar adaptors enhance the cooling capacity of the air cooling stations that are combined with IS* tool
holder units. Their honeycomb structure conveys all the developed air of the units cooling both on the tool holder
and on the tool, optimi]ing the cooling times.
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C.78 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

PRESETTING EYE TRIM CON PORTAMANDRINO INTERCAMBIABILE Eye Trim

Base e colonna in granito rettificato, guide primastiche a doppio profilo, pattini a
doppio ricircolo di sfere.

CARATTERISTICHE:
- Campo di misura asse X 130 mm (diametro 260 mm), asse Z 360 mm
- Risoluzione di misura asse X 0.001 mm. asse Z 0.001 mm
- Elettronica di gestione con processore RISC 32 bit e sistema di visione integrato
- Sensore di immagine C-MOS risoluzione 0.001 mm
- Obiettivo telecentrico ed illuminatore LED
- Area inquadrata 5x5 mm ca. Ingrandimenti 20X ca.
- Display grafico TFT colori LCD 5,7"
- Full touch screen per tutte le funzioni del presetter
- Software con menù rappresentati da icone
- Visualizzazione raggio/diametro, mm/inch, abs/incr.
- Possibilità di misurazione con autocollimazione su tutto lo schermo
- Ciclo di calcolo automatico raggio e angolo inserto
- Gestione nr. 9 origini macchina numeriche
- Gestione nr. 9 tabelle utensili numeriche
- Memorizzazione per ogni correttore utensile di: T, Lx, Lz, raggio inserto
- Memorizzazione dati su memoria flash
- Porta USB per connessione con PC (Windows OS)
- Possibilità di aggiornare il Bios dell'elettronica attraverso la porta USB
- Alimentazione 24Vcc con alimentatore esterno fornito di serie

OPZIONI:
- Stampante mini etichettatrice
- Portamandrini intercambiabili ISO/BT/HSK/CAPTO/VDI
- Software DPP - Data Post Processing: il generatore universale di post-processor,
consente la generazione di file correttore utensile nel formato di oltre 50 CNC.
Gestisce con semplicità funzioni di backup e restore di origini macchina e liste
utensili

ART. C4710

Cod. Tec. GR81
Euro Mandrino

C471040 5125,00 ISO 40

C471050 5125,00 ISO 50

C471063 6320,00 HSK 63

MANUALE
ON-LINE

TESTE ANGOLARI INTEGRALI

CAMBIO UTENSILE AUTOMATICO - SENSO DI ROTAZIONE UGUALE AL MANDRINO
Forniti con Stop-block, ghiera ER, chiavi di servizio, tubetto di grasso e libro di istruzioni - in valigetta

ART. G90-16 - G90-20
Corpo in acciaio sabbiato e cromato ad alta resistenza. Albero con cono di attacco integrale
(cementato, temprato e rettificato) per garantire la massima rigidità.
Ciascun albero di trasmissione è supportato da una coppia di cuscinetti a contatto obliquo,
precaricati in classe di precisione ABEC 9 e lubrificati con grasso a vita. Ingranaggi conici
spiroidali in materiale ad alta resistenza, rettificati per garantire minore riscaldamento
e rumorosità ad elevato numero di giri. Calcolo computerizzato della coppia conica
degli ingranaggi (gleason): più denti in presa, più coppia in uscita, maggior numero di
ore di lavorazione, rumorosità quasi assente. Pesi e ingombri ridotti rispetto ai modelli
corrispondenti della linea Evolution. Doppia tenuta anteriore (labirinto + tenuta). Adduzione
refrigerante esterno tramite perno e pressurizzazione interna compresa nel prezzo.
Opzioni: (a) adduzione refrigerante interno attraverso l’utensile: - 10 bar tramite distributore
rotante (b) - Da 30 a 70 bar tramite mandrino macchina, rotazione a secco non possibile
(c) - Ghiere speciali ReCool per ottenere il passaggio refrigerante tramite utensile anche su
teste che non prevedono questa opzione (d). Alta velocità fino a 10.000 giri.
Compatibilità con le teste da sempre installate (perno anti-rotazione e stop block identici).

Cod. Tec. GR36
Euro Cono

H
mm

Uscita Rpm max. Ratio
A

mm
B

mm
Peso
Kg

C4900S4065ER25 (3424,00)
SK40

65

ER 25 8000
1:1

150 35
5,4

C4900S4080ER25 (3424,00)
80C4900S5080ER25 (3424,00) SK50

C4900B4065ER25 (3424,00)
BT40

65
C4900B4080ER25 (3424,00)

80
C4900B5080ER25 (3424,00) BT50 156 41
C4900S5080ER32 (3620,00) SK50

ER 32 4000
160 35

11C4900B5080ER32 (3620,00) BT50 166 41

C.78 Indivisible package   Suggested retail package - Unit price

PRESETTING EYE TRIM WITH INTERCHANGEABLE ROTATING SPINDLE-HOLDER

High precision ground granite base and column, double vault arc prismatic
slideways, double re-circulating ball bearing slides lubricated for life.

FEATURES:
- Measuring range: X axis 130 mm (diameter 260 mm), Z axis 360 mm
- Measuring resolution: X axis 0.001 mm, Z axis 0.001 mm
- Electronics driver based on RISC 32 bit processor and integrated vision system
- C-MOS image sensor 0.001 mm resolution
- Telecentric lens and LED illuminator
- Framed image area: 5 x 5 mm about. Magnifications: 20X about
- TFT colour LCD 5,7" LED backlight points matrix graphic display (90x120 mm

image size)
- Full touch-screen for all presetter operations
- Intuitive icons and menu-based software
- Display radius/diameter, mm/inch, abs/incr, analogical/digital
- Measurement capability by fullscreen auto-targeting X axis and Z axis focusing
 control bars
- Radius and angle automatic computing cycle
- 9 numerical machine origin management
- 9 numerical tool tables management
- Tool corrector specifi c storage of T, Lx, Lz, insert radius
- Data storage on Flash memory
- USB port for PC connection (Windows OS)
- BIOS update by USB port
- External 24Vcc power supply

OPTIONS:
- Label printer
- ISO / BT / HSK / CAPTO / VDI interchangeable spindle-holders and adapters
- DPP Software - Data Post Processing: correctors file generator, in more than

50 CNC machine-specific formats by the universal post-processors creator. User
friendly backup and restore management of machine origins and tool-lists

ITEM: C4710

Tech. Code Chuck

ISO 40

ISO 50

HSK 63

ON-LINE
MANUAL

INTEGRAL ANGLE HEADS

AUTOMATIC TOOL CHANGE - SENSE OF ROTATION EQUAL TO THE SPINDLE
Supplied with Stop-block, ER ring, service wrenches, grease tube and instruction book - in case

ITEM: G90-16 - G90-20
Body in sandblasted and chromed steel with high resistance. Shaft with intergral
attachment shank (cemented, hardended and ground) to guarantee maximum rigidity.
Each drive shaft is supported by a pair of angular contact bearings, preloaded in the
ABEC 9 precision class and lubricated with lifetime grease. Spiral bevel gears made of
high strength material, ground to guarantee lower heating and noise and high revolutions.
Computerized calculation of the bevel gear pair (gleason): more teeth engaged, more
output torque, greater number of working hours, almost no noise. Weight and reduced
dimension compared to the corresponding models of the Evolution line. Double front seal
(labyrinth + seal). External coolant supply via pin and internal pressurization included in
the price (a). Options: internal coolant supply through the tool: 10 bar via rotary distributor
(b) - 30 to 70 bar by machine spindle , dry rotation not possible (c) - ReCool special ferrules
to achieve coolant passage via tool even on heads that do not provide this option (d). High
speed up to 10,000 rpm. Compatibility with the heads always installed (anti-rotation pin and
identical stop blocks).

Tech. Code Shanks
H

mm
Output Rpm max. Ratio

A
mm

B
mm

Weight
Kg

SK40
65

ER 25 8000
1:1

150 35
5,4

80
SK50

BT40
65

80
BT50 156 41
SK50

ER 32 4000
160 35

11
BT50 166 41
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C.79 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

TESTE ANGOLARI CON ANGOLAZIONE REGOLABILE DA 0° A 90°

CAMBIO UTENSILE AUTOMATICO - SENSO DI ROTAZIONE CONTRARIO AL MANDRINO

Forniti con Stop-blocN, ghiera ER, chiavi di servizio, tubetto di grasso e libro di istruzioni - in valigetta

ART. GMU16 - GMU20
Corpo in acciaio sabbiato e cromato ad alta resistenza. Albero con cono di attacco integrale
(cementato, temprato e rettificato) per garantire la massima rigidità. Ciascun albero di
trasmissione è supportato da una coppia di cuscinetti a contatto obliquo, precaricati in
classe di precisione ABEC 9 e lubrificati con grasso a vita. Ingranaggi conici spiroidali in
materiale ad alta resistenza, rettificati per garantire minore riscaldamento e rumorosità
ad elevato numero di giri. Calcolo computerizzato della coppia conica degli ingranaggi
(gleason): più denti in presa, più coppia in uscita, maggior numero di ore di lavorazione,
rumorosità quasi assente. Pesi e ingombri ridotti rispetto ai modelli corrispondenti della
linea Evolution. Doppia tenuta anteriore (labirinto + tenuta). Adduzione refrigerante esterno
tramite perno e pressurizzazione interna compresa nel prezzo.
Opzioni: (a) adduzione refrigerante interno attraverso l’utensile: - 10 bar tramite distributore
rotante (b) - Da 30 a 70 bar tramite mandrino macchina, rotazione a secco non possibile
(c) - Ghiere speciali ReCool per ottenere il passaggio refrigerante tramite utensile anche su
teste che non prevedono questa opzione (d). Alta velocità fino a 10.000 giri. Compatibilità
con le teste da sempre installate (perno anti-rotazione e stop block identici).

Cod. Tec. GR36
Euro Cono

H
mm

Uscita Rpm. max Ratio
A

mm
B

mm
Peso
Kg

C4901S4065ER25 (4012,00)
SK40

65

ER 25
4000 1:1

150 35 6,8
C4901S4080ER25 (4012,00)

80C4901S5080ER25 (4012,00) SK50
C4901B4065ER25 (4012,00)

BT40
65

C4901B4080ER25 (4012,00)

80
C4901B5080ER25 (4012,00) BT50 156 41

13C4901S5080ER32 (4298,00) SK50
ER 32

160 35
C4901B5080ER32 (4298,00) BT50 166 41

MOLTIPLICATORI DI GIRI

Forniti con Stop-blocN, ghiera ER, chiavi di servizio, tubetto di grasso e libro di istruzioni - in valigetta

ART. GSS 10.HS - GSS 13
La costruzione compatta, i componenti in acciaio trattato termicamente, gli ingranaggi
rettificati sull’evolvente permettono la trasmissione di potenze elevate con ottimi livelli di
silenziosità. Il mandrino è supportato da cuscinetti a sfere di precisione a contatto obliquo
precaricati che gli conferiscono un’elevata rigidità e precisione di rotazione entro mm. 0,01.
Due ingranaggi satelliti rettificati per elevate potenze trasmissibili. Attacco utensile speciale
a richiesta (Komet, DIN 1835, ecc…). Adduzione liquido refrigerante attraverso il centro
utensile standard o a richiesta. Attacco macchina speciale a richiesta (Cono Morse, DIN
69880, ecc…). Perno antirotante intercambiabile e perciò personalizzabile dal cliente. I
moltiplicatori di giri possono essere montati su macchine tradizionali o con cambio utensile
automatico. La lubrificazione è assicurata con grasso a base sintetica a lunga vita che non
richiede praticamente interventi di manutenzione. Certificato di collaudo allegato ad ogni
moltiplicatore di giri.

Cod. Tec. GR36
Euro Cono

H
mm

Uscita Rpm. max Ratio
A

mm
B

mm
Peso
Kg

Kw

C4910S4065ER16 (4720,00) SK40 65

ER 16 35000 1:8
155

35 6,8

8,5
C4910S5080ER16 (4840,00) SK50 80 42 8
C4910B4065ER16 (4750,00) BT40 65 35 6,8
C4910B5080ER16 (4840,00) BT50 80 163 50 8
C4910S4065ER20 (2600,00) SK40 65

ER 20 22000 1:6
135,5

35 3,7

5,8
C4910S5080ER20 (2690,00) SK50 80 42 6,5
C4910B4065ER20 (2600,00) BT40 65 35 3,7
C4910B5080ER20 (2690,00) BT50 80 143,5 50 6,5

C.79Indivisible package  Suggested retail package - Unit price

ANGLE HEADS WITH ADJUSTABLE ANGLES FROM 0° TO 90°

A8T20ATIC T22L CHA1*( - S(1S( 2F 52TATI21 C21T5A5< T2 TH( SPI1'L(

Supplied with stop-block, (5 ring, service wrenches, grease tube and instruction book - in case

ITEM: GMU16 - GMU20
Body in sandblasted and chromed steel with high resistance. 0ain shaft with integral
attachment shank (cemented, hardended and ground) to guarantee maximum rigidity.
(ach drive shaft is supported by a pair of angular contact bearings, preloaded in the AB(C
0 accuracing rating and lubricated with lifetime grease. Spiral bevel gears made of high
strength material, ground to guarantee lower heating and noise and high revolutions.
Computeri]ed calculation of the bevel gear pair (gleson)� more teeth engaged, more output
torque, greater number of working hours, almost no noise. Weight and reduced dimension
compared to the corresponding models of the (volution line. 'ouble front seal (labyrinth �
seal). (xternal coolant supply via pin and internal pressuri]ation included in the price (a).
2ptions� internal coolant supply through the tool� 10 bar via rotating distributor (b) - 30 to
�0 bar by machine spindle, dry turning not possible (c) - 5eCool special nut to achieve
coolant passage via tool even on heads that do not provide this option (d). High speed up
to 10,000 rpm. Compatibility with the heads always installed (anti-rotation pin and identical
stop blocks).

Tech. Code Shanks
H

mm
Output Rpm. max Ratio

A
mm

B
mm

Weight
Kg

SK40
65

ER 25
4000 1:1

150 35 6,8
80

SK50

BT40
65

80
BT50 156 41

13SK50
ER 32

160 35
BT50 166 41

SPINDLE SPEEDERS

Supplied with stop-block, (5 ring, service wrenches, grease tube and instruction manual - in case

ITEM: GSS 10.HS - GSS 13
The compact construction, the components in heat treated steel, the ground gears on the
involute allow the transmission of high power with excellent levels of silence. The spindle
is supported by pre-loaded angular contact precision ball bearings that give it a greater
strength of rigidity and rotation precision within mm. 0.01. Two planetary ground gears for
high transmittable power. Special tool attachment on request (Komet, 'I1 1�35, etc...)..
Coolant supply through the standard or on-demand tool center. Special machine shank
connection on request (0orse taper, 'I1 6���0, etc...). Interchangeable anti-rotating pin
and therefore customi]able by the customer. 5P0 spindle speeders can be mounted on
traditional machines or with automatic tool changers. Lubrication is ensured with long-life
synthetic grease which requires virtually no maintenance. Test certificate attached to each
spindle speeder.

Tech. Code Shanks
H

mm
Output Rpm. max Ratio

A
mm

B
mm

Weight
Kg

Kw

SK40 65

ER 16 35000 1:8
155

35 6,8

8,5
SK50 80 42 8
BT40 65 35 6,8
BT50 80 163 50 8
SK40 65

ER 20 22000 1:6
135,5

35 3,7

5,8
SK50 80 42 6,5
BT40 65 35 3,7
BT50 80 143,5 50 6,5



C

C.80 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

DIN5482

BARUFFALDI

DIN5480

NL / NZ

DMG MORI

BMT

DOOSAN, Goodway, Hardinge,
Hyundai WIA, Hwacheon,
Jyoti, Samsung, Victor

N44 / N55

Nakamura, CMZ

VDI30 / VDI40 - DIN5480

DMG MORI, EMCO,
Hyunday, HURCO,
Jyoti, Hardinge, Victor

MZ1 / MZ2 / S68

MAZAK

DIN1809

MODELLI VDI MODELLI AMS

TIPO DI USCITE MANDRINO

PINZA ESTERNA PINZA INTERNA FRESA WELDON HSK

DOPPIO

ASSIALE

DISASSATO

RADIALE

ORIENTABILE

ARRETRATO

ALGRA realizza una vasta gamma di rotanti capace di coprire tutte le esigenze funzionali, con prese di moto compatibili
con le migliori e più diffuse marche di macchine utensili.

Trattasi di rotanti tipo:
VDI:  per torrette Sauter - Duplomatic - BARUFFALDI - EMAG - DIN 5480 - DIN 5482 - DIN 1809
AMS: per torni Mori Seiki - CMZ - Goodway - ACCUway - Nakamura - DAEWOO/DOOSAN - HWACHEON - BMT - HYUNDAY - SAMSUNG - MYANO

Alcune delle cartteristiche distintive di ALGRA sono:
- qualità dei cuscinetti usati
- pressione del refrigerante interno fino a 80BAR
- possibilità di allineare i rotanti in macchina tramite comparatore
- rotanti moltiplicati fino a i 1:4
-  momento torcente del rotante
- ampia gamma di produzione
- uscita mandrino con portapinza, portafresa, portaWeldon e sistema HSK per tutte le tipologie di rotanti

PORTAUTENSILI ROTANTI MOTORIZZATI

C.80 Indivisible package   Suggested retail package - Unit price

COUPLING VDI COUPLING AMS

DOUBLE

AXIAL

OFFSET AXIS

RADIAL

ANGLE
ADJUSTABLE

FEAR OFFSET

CHUCK COUPLING

WELDON HSKINTERNAL
COLLET CHUCK

SHELL END
MILL CUTTER

COLLET CHUCK

AL*5A manufactures a wide range of driven tooling to cover all functional requirements, with coupling compatible
with the best and most popular tool machine brands.

Rotating type:
9'I� for turrets SA8T(5 - '8PL20ATIC - BA58FFAL'I - (0A* - 'I1 54�0 - 'I1 54�2 - 'I1 1�0�
A0S� for lathes 025I S(IKI - C0= - *22'WA< - ACC8WA< - 1AKA085A - 'A(W22�'22SA1 - HWACH(21 - B0T - H<81'A< - SA0S81* - 0<A12

A few distinctive features of ALGRA are:
- 4uality of the bearings used
- Internal coolant pressure up to �0BA5
- Ability to align rotating machine using comparator
- 5otating multiplied up to i 1�4
- 5otating torque
- Wide range of production
- Chuck output with collet holder, milling holder, Weldon holder and HSK system for all rotating types

DRIVEN TOOLHOLDERS FOR CNC LATHES



C

C.81 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

1 2 3

ART. C5515
Per torni: DMG MORI: CLX 350, CTV 160, CTX 210, 310, 320, 400 E 400 Twin, 410, CTX 310 eco (DIN5480 turret), CTX alpha 300, 500, CTX beta 500, 800 (VDI30 turret),
NEF 400, Sprint 65 linear, TZin 32/42/65/120 (VDI30 turret); EMCO: EMCOTURN E45 M, MY, EMCOTURN E65 M, MY, SM, SMY, EMCOTURN 345-II, Concept Turn 450,
+\perturn 645/665, Maxxturn 65 M/SM; HURCO: TMM 8; HYUNDAI: WIA L150 S<; VICTOR: Vturn II-16/20CV, Vturn-A16 CV, Vturn-A20 CV.

PORTAUTENSILI ROTANTI VDI30 – DIN5480

Cod. Tec. GR36
Euro Modello Descrizione Figura

C5515RAPPS25 (800,00) RAPPS 30 221US3 Portautensile assiale 0°, portapinza ER25, refrigerazione esterna, 6000 rpm� i 1�1 1

C5515RRPPS2555 (1650,00) RRPPS 30 121US3 Portautensile radiale 90°, portapinza ER25, H 55, refrigerazione esterna, 6000 rpm� i 1�1

2C5515RRPPS2585 (1750,00) RRPPS 30 321US3 Portautensile radiale 90°, portapinza ER25, H 85, refrigerazione esterna, 6000 rpm� i 1�1

C5515RRPPS2510 (1800,00) RRPPS 30 421US3 Portautensile radiale 90°, portapinza ER25, H 100, refrigerazione esterna, 6000 rpm� i 1�1

C5515ROPPS20 (3690,00) ROPPS 30 221SS3 Portautensile orientabile � 90°, portapinza ER20, refrigerazione esterna, 6000 rpm, i 1�1 3

1 2 3

ART. C5520
Per torni: DMG MORI: CTV 200, 250, 315, CT; beta, CT; gamma, CT; 420 linear radial tooling turret, GM; 250 /GM; 300 / 400 / 500, TZin 42 / 65, TZin 102, TZin 500;
EMCO: +\perturn 690/95/110, Vertical VT 250/260/400, Maxxturn 95, Maxxturn 65 M/SM; HYUNDAI: WIA L200, 250</S< / S.T200, 250</S<, WIA S.T210S<; HURCO:
TM; 8, TM;10 M</M<S, TMM 10, 12, TMM 8; JYOTI: -\oti TMC 350, -\oti TM; 200; HARDINGE: GS 200, 250 MS<; VICTOR: VTurn II-23/26 BCV, YCV, CV, VTurn-A26
CV,SCV, YCV, YSCV.

PORTAUTENSILI ROTANTI VDI40 – DIN5480

Cod. Tec. GR36
Euro Modello Descrizione Figura

C5520RAPPS32 (1000,00) RAPPS 40 221US3 Portautensile assiale 0°, portapinza ER32, refrigerazione esterna, 6000 rpm� i 1�1 1

C5520RRPPS32 (2100,00) RRPPS 40 121US3 Portautensile radiale 90°, portapinza ER32, H 100, refrigerazione esterna, 6000 rpm� i 1�1 2

C5520ROPPS25 (4100,00) ROPPS 40 121SS3 Portautensile orientabile � 90°, portapinza ER25, refrigerazione esterna, 6000 rpm, i 1�1 3

C.81Indivisible package  Suggested retail package - Unit price

ITEM: C5515
For lathes� DMG MORI� CL; 350, CT9 160, CT; 210, 310, 320, 400 ( 400 Twin, 410, CT; 310 eco ('I154�0 turret), CT; alpha 300, 500, CT; beta 500, �00 (9'I30 turret),
1(F 400, Sprint 65 linear, Twin 32�42�65�120 (9'I30 turret)� EMCO� (0C2T851 (45 0, 0<, (0C2T851 (65 0, 0<, S0, S0<, (0C2T851 345-II, Concept Turn 450,
Hyperturn 645�665, 0axxturn 65 0�S0� HURCO� T00 �� HYUNDAI� WIA L150 S<� VICTOR� 9turn II-16�20C9, 9turn-A16 C9, 9turn-A20 C9.

DRIVEN TOOL HOLDERS VDI30 DIN5480

Tech. Code Model Description Figure

RAPPS 30 221US3 Driven tool holder, axial 0°, collet ER25, external coolant., 6000 rpm� i 1�1 1

RRPPS 30 121US3 Driven tool holder, Axial 90°,  collet ER25,r H 55, ,external coolant 6000 rpm� i 1�1

2RRPPS 30 321US3 Driven tool holder radial 90°, collet ER25, H 85, external coolant, 6000 rpm� i 1�1

RRPPS 30 421US3 Driven tool holder radial 90°, collet ER25, H 100, external coolant, 6000 rpm� i 1�1

ROPPS 30 221SS3 Driven tool holder orientable � 90°, collet ER20, external coolant, 6000 rpm, i 1�1 3

ITEM: C5520

For lathes� DMG MORI� CT9 200, 250, 315, CT; beta, CT; gamma, CT; 420 linear radial tooling turret, *0; 250 �*0; 300 � 400 � 500, Twin 42 � 65, Twin 102, Twin 500�
EMCO� Hyperturn 6�0��5�110, 9ertical 9T 250�260�400, 0axxturn �5, 0axxturn 65 0�S0� HYUNDAI� WIA L200, 250<�S< � SKT200, 250<�S<, WIA SKT210S<� HURCO�
T0; �, T0;10 0<�0<S, T00 10, 12, T00 �� JYOTI� -yoti T0C 350, -yoti T0; 200� HARDINGE� *S 200, 250 0S<� VICTOR� 9Turn II-23�26 BC9, <C9, C9, 9Turn-A26
C9,SC9, <C9, <SC9.

DRIVEN TOOL HOLDERS VDI40 DIN5480

Tech. Code Model Description Figure

RAPPS 40 221US3 Driven tool holder, axial 0°, collet ER32, external coolant. 1

RRPPS 40 121US3 Driven tool holder radial 90°, collet ER32, H 100, external coolant, 6000 rpm� i 1�1 2

ROPPS 40 121SS3 Driven tool holder orientable � 90°, collet ER25, external coolant, 6000 rpm, i 1�1 3



C

C.82 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

1 2 3

ART. C5525
Per torni: DMG MORI NL / NL; 1500 - 12 station; NL / NL; 2000 - 12 station; NL / NL; 2500 - 12 station; NL / NL; 3000 - 12 station; NL; 4000; NT 4000 / 4200 / 4250 /
4300 / 5000 / 5400; NZL 2000 / 2500; NZ; 2500 - 12 station.

PORTAUTENSILI ROTANTI NL

Cod. Tec. GR36
Euro Modello Descrizione Figura

C5525RAPPH32 (1050,00) RAPPH 32 221UNL Portautensile assiale 0°, portapinza ER32, refrigerazione esterna, 10000 rpm� i 1�1
1

C5525RAPPH40 (1050,00) RAPPH 40 121UNL Portautensile assiale 0°, portapinza ER40, refrigerazione esterna, 10000 rpm� i 1�1

C5525RRPPH32 (2200,00) RRPPH 32 121UNL Portautensile radiale 90°, portapinza ER32, refrigerazione esterna, 10000 rpm� i 1�1
2

C5525RRPPH40 (2200,00) RRPPH 40 121UNL Portautensile radiale 90°, portapinza ER40, refrigerazione esterna, 10000 rpm� i 1�1

C5525ROPPH25 (4100,00) ROPPH 25 121UNL Portautensile orientabile � 90°, portapinza ER25, refrigerazione esterna, 10000 rpm, i 1�1 3

1 2 3

ART. C5527
Per torni: DMG MORI NL / NL; 1500 - 12 station; NL / NL; 2000 - 12 station; NL / NL; 2500 - 12 station; NL / NL; 3000 - 12 station; NL; 4000; NT 4000 / 4200 / 4250 /
4300 / 5000 / 5400; NZL 2000 / 2500; NZ; 2500 - 12 station

PORTAUTENSILI STATICI NL

Cod. Tec. GR35
Euro Modello Descrizione Figura

C5527E10US25 (490,00) E10/US 25 NLX70 Portautensile frontale, 4 25, refrigerazione esterna, DMG MORI T00186 1

C5527E10BS40 (490,00) E10/BS 40 NLX80 Portautensile per bareni, D 40, H 80 mm., refrigerazione interna/esterna, DMG MORI T10097 -T13128 2

C5527E10BD32 (630,00) E10/BD 32 NLX80/125 Portautensile per bareni, D 32, H 80/125 mm., refrigerazione interna/esterna, DMG MORI T10096 3

C.82 Indivisible package   Suggested retail package - Unit price

ITEM: C5525
For lathes� DMG MORI 1L � 1L; 1500 - 12 station� 1L � 1L; 2000 - 12 station� 1L � 1L; 2500 - 12 station� 1L � 1L; 3000 - 12 station� 1L; 4000� 1T 4000 � 4200 � 4250 �
4300 � 5000 � 5400� 1=L 2000 � 2500� 1=; 2500 - 12 station.

DRIVEN TOOL HOLDERS NL

Tech. Code Model Description Figure

RAPPH 32 221UNL Driven tool holder axial 0°, collet ER32,external coolant, 10000 rpm� i 1�1
1

RAPPH 40 121UNL Driven tool holder axial 0°,collet ER40 external coolant, 10000 rpm� i 1�1

RRPPH 32 121UNL Driven tool holder radial 90°, collet ER32, external coolant, 10000 rpm� i 1�1
2

RRPPH 40 121UNL Driven tool holder radial 90°,  collet ER40, external coolant, 10000 rpm� i 1�1

ROPPH 25 121UNL Driven tool holder orientable � 90 °, collet ER25, external coolant, 10000 rpm, i 1�1 3

ITEM: C5527
For lathes� DMG MORI 1L � 1L; 1500 - 12 station� 1L � 1L; 2000 - 12 station� 1L � 1L; 2500 - 12 station� 1L � 1L; 3000 - 12 station� 1L; 4000� 1T 4000 � 4200 � 4250 �
4300 � 5000 � 5400� 1=L 2000 � 2500� 1=; 2500 - 12 station

STATIC TOOL HOLDERS NL

Tech. Code Model Description Figure

E10/US 25 NLX70 Static tool holder axial, 4 25, external coolant DMG MORI T00186 1

E10/BS 40 NLX80 Static tool holder for boring bars, D 40, H 80 mm., external/Internal coolant, DMG MORI T10097 -T13128 2

E10/BD 32 NLX80/125 Static tool holders for boring bars, D 32, H 80/125 mm., external/Internal coolant, DMG MORI T10096 3



C

C.83 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

1 2 3

ART. C5530
Per torni: DMG MORI DuraTurn 2050 MC, DuraTurn 2550 MC, NL /NLX 1500 - 20 station, NL / NLX 2000 - 20 station, NL / NLX 2500 - 20 station, NRX2000,NT / NTX 1000,
NT / NTX 2000, NT 3000 /3100 / 3150 / 3200, NZ / NZX 1500, NZ / NZX 2000, NZ / NZX 2500 - 16 station

PORTAUTENSILI ROTANTI NZ

Cod. Tec. GR36
Euro Modello Descrizione Figura

C5530RAPPS25 (1050,00) RAPPS 25 121UN= Portautensile assiale 0°, portapinza ER25, refrigerazione esterna, 12000 rpm� i 1�1
1

C5530RAPPS32 (1050,00) RAPPS 32 121UN= Portautensile assiale 0°, portapinza ER32, refrigerazione esterna, 12000 rpm� i 1�1

C5530RRPPS25 (2200,00) RRPPS 32 121UN= Portautensile radiale 90°, portapinza ER32, refrigerazione esterna, 12000 rpm� i 1�1
2

C5530RRPPS32 (2200,00) RRPPS 25 121UN= Portautensile radiale 90°, portapinza ER25, refrigerazione esterna, 12000 rpm� i 1�1

C5530ROPPS20 (4100,00) ROPPS 20 121UN= Portautensile orientabile � 90°, portapinza ER20, refrigerazione esterna, 12000 rpm, i 1�1 3

1 2 3

ART. C5532
Per torni: DMG MORI DuraTurn 2050 MC, DuraTurn 2550 MC, NL / NLX 1500 - 20 station, NL / NLX 2000 - 20 station, NL / NLX 2500 - 20 station, NRX2000, NT / NTX 1000,
NT / NTX 2000, NT 3000 / 3100 / 3150 / 3200, NZ / NZX 1500, NZ / NZX 2000, NZ / NZX 2500 - 16 station

PORTAUTENSILI STATICI NZ

Cod. Tec. GR35
Euro Modello Descrizione Figura

C5532E10US20 (470,00) E10/US 20 N=X70 Portautensile frontale 4 20, refrigerazione esterna, DMG MORI T00224
1

C5532E10US25 (470,00) E10/US 25 N=X70 Portautensile frontale 4 25, refrigerazione esterna, DMG MORI T00267

C5532E10BS32 (530,00) E10/BS 32 N=X100 Portautensile per bareni, D 32, H 100, refrigerazione interna/esterna, DMG MORI T10115 -T13132 2

C5532E10BD25 (610,00) E10/BD 25 N=X75/105 Portautensile per bareni, D 25, H 75/105, refrigerazione interna/esterna, DMG MORI T10117 3

C.83Indivisible package  Suggested retail package - Unit price

ITEM: C5530
For lathes '0* 025I 'uraTurn 2050 0C, 'uraTurn 2550 0C, 1L � 1L; 1500 - 20 station, 1L � 1L; 2000 - 20 station, 1L � 1L; 2500 - 20 station, 15;2000, 1T � 1T;
1000, 1T � 1T; 2000, 1T 3000 � 3100 � 3150 � 3200, 1= � 1=; 1500, 1= � 1=; 2000, 1= � 1=; 2500 - 16 station

DRIVEN TOOL HOLDERS NZ

Tech. Code Model Description Figure

RAPPS 25 121UN= Driven tool holder 0°, collet ER25, external coolant, 12000 rpm� i 1�1
1

RAPPS 32 121UN= Driven tool holder axial 0°, collet ER32, external coolant 12000 rpm� i 1�1

RRPPS 32 121UN= Driven tool holder axial 90°,  collet ER25, external coolant  12000 rpm� i 1�1
2

RRPPS 25 121UN= Driven tool holder axial 90°, collet ER32, external coolant 12000 rpm� i 1�1

ROPPS 20 121UN= Driven tool holder axial 90°, collet ER20, external coolant 12000 rpm� i 1�1 3

ITEM: C5532
For lathes� DMG MORI 'uraTurn 2050 0C, 'uraTurn 2550 0C, 1L � 1L; 1500 - 20 station, 1L � 1L; 2000 - 20 station, 1L � 1L; 2500 - 20 station, 15;2000, 1T � 1T;
1000, 1T � 1T; 2000, 1T 3000 � 3100 � 3150 � 3200, 1= � 1=; 1500, 1= � 1=; 2000, 1= � 1=; 2500 - 16 station

STATIC TOOL HOLDERS NZ

Tech. Code Model Description Figure

E10/US 20 N=X70 Static tool holder axial 4 20, external coolant, DMG MORI T00224
1

E10/US 25 N=X70 Static tool holder axial l4 25, external coolant, DMG MORI T00267

E10/BS 32 N=X100 Static tool holder for boring bars, D 32, H 100,Internal/external coolant DMG MORI T10115 -T13132 2

E10/BD 25 N=X75/105 Static tool holder for boring bars, D 25, H 75/105, Internal/external coolant, DMG MORI T10117 3



C

C.84 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

1 2 3

ART. C5535
Per torni: DOOSAN: Lynx300 (M), Puma 230/240/280 (M,LM,S), Puma 1500/2000/2500 (M,S,Y), Puma 2100 (Y,LY,SY,LSY), Puma GT2100/2600 (M), Puma H250TM,
Puma M;1600/2100 (ST/LST), Puma TL2000/2500 (M,LM), Puma TT1500/1800 (MS,S<), Puma TW2600M; GOODWAY: GT;-2000, 2600, GTZ-2000, 2600; HYUNDAI
WIA: +D2200 M/MC, L160, 230MA/LMA/LMSA, LM1600, 1800TTS<, S.T160, 180TTMS/TTS<; HARDINGE: T-51/65 Super-Precision; HWACHEON: Cutex-160, 180 MC/
SMC/<MC/<SMC, VT 450 MC; SAMSUNG: SL 1500, 2000 M/S<, PL 240LM; JYOTI: A;300; VICTOR: Vturn-A16/20 CM, SCM, <CM, <SCM; Vturn-4200.

PORTAUTENSILI ROTANTI BMT55

Cod. Tec. GR36
Euro Modello Descrizione Figura

C5535RAPPS25 (900,00) RAPPS 25 121UT55 Portautensile assiale 0°, portapinza ER25, refrigerazione esterna, 8000 rpm� i 1�1 1

C5535ROPPS20 (3690,00) ROPPS 20 121UT55 Portautensile orientabile � 90°, portapinza ER20, refrigerazione esterna, 8000 rpm, i 1�1 3

C5535RRPPS2570 (1600,00) RRPPS 25 321UT55 Portautensile radiale 90°, portapinza ER25, H 70, refrigerazione esterna, 8000 rpm� i 1�1
2

C5535RRPPS2585 (1900,00) RRPPS 25 421UT55 Portautensile radiale 90°, portapinza ER25, H 85, refrigerazione esterna, 8000 rpm� i 1�1

1 2 3

ART. C5537
Per torni: Per torni: DOOSAN: Lynx300 (M), Puma 230/240/280 (M,LM,S), Puma 1500/2000/2500 (M,S,Y), Puma 2100 (Y,LY,SY,LSY), Puma GT2100/2600 (M), Puma
+250TM, Puma M;1600/2100 (ST/LST), Puma TL2000/2500 (M,LM), Puma TT1500/1800 (MS,S<), Puma TW2600M; GOODWAY: GT;-2000, 2600, GTZ-2000, 2600;
HYUNDAI WIA: +D2200 M/MC, L160, 230MA/LMA/LMSA, LM1600, 1800TTS<, S.T160, 180TTMS/TTS<; HARDINGE: T-51/65 Super-Precision; HWACHEON: Cutex-160,
180 MC/SMC/<MC/<SMC, VT 450 MC; SAMSUNG: SL 1500, 2000 M/S<, PL 240LM; JYOTI: A;300; VICTOR: Vturn-A16/20 CM, SCM, <CM, <SCM; Vturn-4200.

PORTAUTENSILI STATICI BMT55

Cod. Tec. GR35
Euro Modello Descrizione Figura

C5537E10U25 (636,00) E10/U 25 T55X65 Portautensile frontale 4 25,refrigerazione esterna 1

C5537E10B4060 (800,00) E10/B 40 T55X60 Portautensile per bareni, D 40, H 60, refrigerazione interna/esterna
2

C5537E10B4070 (800,00) E10/B 40 T55X70 Portautensile per bareni, D 40, H 70, refrigerazione interna/esterna

C5537E10BD25 (800,00) E10/BD 25 T55X/110 Portautensile per bareni, D 25, H 65/110, refrigerazione interna/esterna 3

C.84 Indivisible package   Suggested retail package - Unit price

ITEM: C5535
For lathes� DOOSAN� Lynx300 (0), Puma 230�240�2�0 (0,L0,S), Puma 1500�2000�2500 (0,S,<), Puma 2100 (<,L<,S<,LS<), Puma *T2100�2600 (0), Puma H250T0,
Puma 0;1600�2100 (ST�LST), Puma TL2000�2500 (0,L0), Puma TT1500�1�00 (0S,S<), Puma TW26000� GOODWAY� *T;-2000, 2600, *T=-2000, 2600� HYUNDAI
WIA� H'2200 0�0C, L160, 2300A�L0A�L0SA, L01600, 1�00TTS<, SKT160, 1�0TT0S�TTS<� HARDINGE� T-51�65 Super-Precision� HWACHEON� Cutex-160, 1�0 0C�
S0C�<0C�<S0C, 9T 450 0C� SAMSUNG� SL 1500, 2000 0�S<, PL 240L0� JYOTI� A;300� VICTOR� 9turn-A16�20 C0, SC0, <C0, <SC0� 9turn-4200.

DRIVEN TOOL HOLDERS BMT55

Tech. Code Model Description Figure

RAPPS 25 121UT55 Driven tool holder axial 0°, collet ER25, external coolant, 8000 rpm� i 1�1 1

ROPPS 20 121UT55 Driven tool holder orientable � 90°, collet ER20, external coolant, 8000 rpm, i 1�1 3

RRPPS 25 321UT55 Driven tool holder radial 90°, collet ER25, H 70,external coolant, 8000 rpm� i 1�1
2

RRPPS 25 421UT55 Driven tool holder radial 90°, collet ER25, H 85, external coolant, 8000 rpm� i 1�1

ITEM: C5537
For lathes� DOOSAN� Lynx300 (0), Puma 230�240�2�0 (0,L0,S), Puma 1500�2000�2500 (0,S,<), Puma 2100 (<,L<,S<,LS<), Puma *T2100�2600 (0), Puma H250T0,
Puma 0;1600�2100 (ST�LST), Puma TL2000�2500 (0,L0), Puma TT1500�1�00 (0S,S<), Puma TW26000� GOODWAY� *T;-2000, 2600, *T=-2000, 2600� HYUNDAI
WIA� H'2200 0�0C, L160, 2300A�L0A�L0SA, L01600, 1�00TTS<, SKT160, 1�0TT0S�TTS<� HARDINGE� T-51�65 Super-Precision� HWACHEON� Cutex-160, 1�0 0C�
S0C�<0C�<S0C, 9T 450 0C� SAMSUNG� SL 1500, 2000 0�S<, PL 240L0� JYOTI� A;300� VICTOR� 9turn-A16�20 C0, SC0, <C0, <SC0� 9turn-4200.

STATIC TOOL HOLDERS BMT55

Tech. Code Model Description Figure

E10/U 25 T55X65 Static tool holder axial 4 25,external coolant 1

E10/B 40 T55X60 Static tool holder for boring bars, D 40, H 60, Internal/external coolant
2

E10/B 40 T55X70 Static tool holder for boring bars, D 40, H 70, Internal/external coolant

E10/BD 25 T55X/110 Static tool holder for boring bars, D 25, H 65/110, Internal/external coolant 3



C

C.85 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

1 2 3

ART. C5510
Per torni: DOOSAN: Puma 2100/2600 (M,LM,MS,LMS), Puma 300 (M,MS,MB,MC), Puma 3100(M,LM,LY,XLM,XLY,ULM,ULY), Puma MX2000/2500, Puma MX2600 (T,ST),
Puma TT2500 (MS/S<), Puma T;200 (M,<,<<), Puma V400 (M), Puma VT450 (M,2SP); GOODWAY: GLS-2800, 3300, GS-2000, 2800, GLS-2800, 3300, GMS-2000 ST,
GMT-2000, GT;/GTZ-2000, 2600; HYUNDAI WIA: L300 MA/MC/LMA/LMC/MSA/MSC/LMSA, LM2000, 2500TTM/TTMS/TTSY, L2000, 2100, 2600, 3000 , SKT200, 250
TTS<, S.T250, 300M/MS; HARDINGE: GS-65; HWACHEON: Cutex-240/HI-TECH200/T2-Series, Hi-Tech 200,230,300,400,450MC/SMC/YMC/YSMC, VT-450, T2-Series
MC/SMC/<MC/<SMC; SAMSUNG: PL 20/25/35M, PL 2000/2500M, SL 25, 35, 2500M/S<, 3500<; VICTOR: Vturn-A26 CM, SCM, YCM, YSCM.

PORTAUTENSILI ROTANTI KIT BMT 65

Cod. Tec. GR36
Euro Modello Descrizione Figura

C5510RAPPS32 (1050,00) RAPPS 32 121UT65 Portautensile assiale 0°, portapinza ER32, refrigerazione esterna, 6000 rpm� i 1�1 1

C5510RRPPS3272 (1750,00) RRPPS 32 121UT65 Portautensile radiale 90°, portapinza ER32, H 72, refrigerazione esterna, 6000 rpm� i 1�1
2

C5510RRPPS3210 (1850,00) RRPPS 32 321UT65 Portautensile radiale 90°, portapinza ER32, H 100, refrigerazione esterna, 6000 rpm� i 1�1

C5510ROPPS25 (4100,00) ROPPS 25 121UT65 Portautensile orientabile � 90°, portapinza ER25, refrigerazione esterna, 6000 rpm, i 1�1 3

1 2

ART. C5512
Per torni: DOOSAN: Puma 2100/2600 (M,LM,MS,LMS), Puma 300 (M,MS,MB,MC), Puma 3100(M,LM,LY,XLM,XLY,ULM,ULY), Puma MX2000/2500, Puma MX2600 (T,ST),
Puma TT2500 (MS/S<), Puma T;200 (M,<,<<), Puma V400 (M), Puma VT450 (M,2SP); GOODWAY: GLS-2800, 3300, GS-2000, 2800, GLS-2800, 3300, GMS-2000 ST,
GMT-2000, GT;/GTZ-2000, 2600; HYUNDAI WIA: L300 MA/MC/LMA/LMC/MSA/MSC/LMSA, LM2000, 2500TTM/TTMS/TTSY, L2000, 2100, 2600, 3000 , SKT200, 250
TTS<, S.T250, 300M/MS; HARDINGE: GS-65; HWACHEON: Cutex-240/HI-TECH200/T2-Series, Hi-Tech 200,230,300,400,450MC/SMC/YMC/YSMC, VT-450, T2-Series
MC/SMC/<MC/<SMC; SAMSUNG: PL 20/25/35M, PL 2000/2500M, SL 25, 35, 2500M/S<, 3500<; VICTOR: Vturn-A26 CM, SCM, YCM, YSCM.

PORTAUTENSILI STATICI BMT65

Cod. Tec. GR35
Euro Modello Descrizione Figura

C5512E10U25 (530,00) E10/U 25 T65X80 Portautensile frontale 4 25, refrigerazione esterna 1

C5512E10B4072 (580,00) E10/B 40 T65X72 Portautensile per bareni, D 40, H 72, refrigerazione interna/esterna

2C5512E10B5072 (580,00) E10/B 50 T65X72 Portautensile per bareni, D 50, H 72, refrigerazione interna/esterna

C5512E10B40100 (630,00) E10/B 40 T65X100 Portautensile per bareni, D 40, H 100, refrigerazione interna/esterna

C.85Indivisible package  Suggested retail package - Unit price

ITEM: C5510
For lathes� DOOSAN� Puma 2100�2600 (0,L0,0S,L0S), Puma 300 (0,0S,0B,0C), Puma 3100(0,L0,L<,;L0,;L<,8L0,8L<), Puma 0;2000�2500, Puma 0;2600
(T,ST), Puma TT2500 (0S�S<), Puma T;200 (0,<,<<), Puma 9400 (0), Puma 9T450 (0,2SP)� GOODWAY� *LS-2�00, 3300, *S-2000, 2�00, *LS-2�00, 3300, *0S-2000
ST, *0T-2000, *T;�*T=-2000, 2600� HYUNDAI WIA� L300 0A�0C�L0A�L0C�0SA�0SC�L0SA, L02000, 2500TT0�TT0S�TTS<, L2000, 2100, 2600, 3000 , SKT200, 250
TTS<, SKT250, 3000�0S� HARDINGE� *S-65� HWACHEON� Cutex-240�HI-T(CH200�T2-Series, Hi-Tech 200,230,300,400,4500C�S0C�<0C�<S0C, 9T-450, T2-Series
0C�S0C�<0C�<S0C� SAMSUNG� PL 20�25�350, PL 2000�25000, SL 25, 35, 25000�S<, 3500<� VICTOR� 9turn-A26 C0, SC0, <C0, <SC0.

DRIVEN TOOL HOLDERS KIT BMT 65

Tech. Code Model Description Figure

RAPPS 32 121UT65 Driven tool holder, axial 0°, collet ER32, external coolant, 6000 rpm� i 1�1 1

RRPPS 32 121UT65 Driven tool holder, radial 90°, collet  ER32, H 72, external coolant, 6000 rpm� i 1�1
2

RRPPS 32 321UT65 Driven tool holder, radial 90°, collet ER32, H 100, external coolant, 6000 rpm� i 1�1

ROPPS 25 121UT65 Driven tool holder orientable � 90°, collet ER25, external coolant, 6000 rpm, i 1�1 3

ITEM: C5512
For lathes� DOOSAN� Puma 2100�2600 (0,L0,0S,L0S), Puma 300 (0,0S,0B,0C), Puma 3100(0,L0,L<,;L0,;L<,8L0,8L<), Puma 0;2000�2500, Puma 0;2600
(T,ST), Puma TT2500 (0S�S<), Puma T;200 (0,<,<<), Puma 9400 (0), Puma 9T450 (0,2SP)� GOODWAY� *LS-2�00, 3300, *S-2000, 2�00, *LS-2�00, 3300, *0S-2000
ST, *0T-2000, *T;�*T=-2000, 2600� HYUNDAI WIA� L300 0A�0C�L0A�L0C�0SA�0SC�L0SA, L02000, 2500TT0�TT0S�TTS<, L2000, 2100, 2600, 3000 , SKT200, 250
TTS<, SKT250, 3000�0S� HARDINGE� *S-65� HWACHEON� Cutex-240�HI-T(CH200�T2-Series, Hi-Tech 200,230,300,400,4500C�S0C�<0C�<S0C, 9T-450, T2-Series
0C�S0C�<0C�<S0C� SAMSUNG� PL 20�25�350, PL 2000�25000, SL 25, 35, 25000�S<, 3500<� VICTOR� 9turn-A26 C0, SC0, <C0, <SC0.

STATIC TOOL HOLDERS BMT65

Tech. Code Model Description Figure

E10/U 25 T65X80 Static tool holder axial 4 25, external coolant 1

E10/B 40 T65X72 Static tool holder for boring bars, D 40, H 72, Internal/external

2E10/B 50 T65X72 Static tool holder for boring bars, D 50, H 72, Internal/external coolant

E10/B 40 T65X100 Static tool holer for boring bars D 40, H 100, Internal/external coolant



C

C.86 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

1 2 3

ART. C5540
Per torni: Nakamura: NTJ-100, Super NTMX, Super NTY3, WT-100, WY-100

PORTAUTENSILI ROTANTI N44

Cod. Tec. GR36
Euro Modello Descrizione Figura

C5540RAPPS25 (850,00) RAPPS 25 121UN44 Portautensile assiale 0°, portapinza ER25, refrigerazione esterna, 6000 rpm� i 1�1 1

C5540RRPPS2560 (1680,00) RRPPS 25 121UN44 Portautensile radiale 90°, portapinza ER25, H 60, refrigerazione esterna, 6000 rpm� i 1�1
2

C5540RRPPS2575 (1730,00) RRPPS 25 321UN44 Portautensile radiale 90°, portapinza ER25, H 75, refrigerazione esterna, 6000 rpm� i 1�1

C5540ROPPS16 (3690,00) ROPPS 16 121UN44 Portautensile orientabile � 90°, portapinza ER16, refrigerazione esterna, 6000 rpm, i 1�1 3

1 2

ART. C5542
Per torni: Nakamura: NTJ-100, Super NTMX, Super NTY3, WT-100, WY-100

PORTAUTENSILI STATICI N44

Cod. Tec. GR35
Euro Modello Descrizione Figura

C5542E10US20 (430,00) E10/US 20 N44X62 Portautensile frontale 4 20, H 62, refrigerazione esterna 1

C5542E10B2560 (480,00) E10/B 25 N44X60 Portautensile per bareni, D 25, H 60, refrigerazione interna/esterna

2
C5542E10B3260 (480,00) E10/B 32 N44X60 Portautensile per bareni, D 32, H 60, refrigerazione interna/esterna

C5542E10B2575 (480,00) E10/B 25 N44X75 Portautensile per bareni, D 25, H 75, refrigerazione interna/esterna

C5542E10B3275 (610,00) E10/B 32 N44X75 Portautensile per bareni, D 32, H 75, refrigerazione interna/esterna

C.86 Indivisible package   Suggested retail package - Unit price

ITEM: C5540
For lathes� Nakamura� 1T--100, Super 1T0;, Super 1T<3, WT-100, W<-100

DRIVEN TOOL HOLDERS N44

Tech. Code Model Description Figure

RAPPS 25 121UN44 Driven tool holder axial 0°, collet ER25, external coolant, 6000 rpm� i 1�1 1

RRPPS 25 121UN44 Driven tool holder radial 90°, collet ER25, H 60, external coolant, 6000 rpm� i 1�1
2

RRPPS 25 321UN44 Driven tool holder radial 90°, collet ER25, H 75, external coolant, 6000 rpm� i 1�1

ROPPS 16 121UN44 Driven tool holder orientable � 90°, collet ER16,external coolant, 6000 rpm, i 1�1 3

ITEM: C5542
For lathes� Nakamura� 1T--100, Super 1T0;, Super 1T<3, WT-100, W<-100

STATIC TOOL HOLDERS N44

Tech. Code Model Description Figure

E10/US 20 N44X62 Static tool holder axial 4 20, H 62, external coolant 1

E10/B 25 N44X60 Static tool holder for boring bars, D 25, H 60, Internal/external coolant

2
E10/B 32 N44X60 Static tool holder for boring bars D 32, H 60, Internal/external coolant

E10/B 25 N44X75 Static tool holder for boring bars D 25, H 75, Internal/external coolant

E10/B 32 N44X75 Static tool holder for boring bars D 32, H 75, Internal/external coolant



C

C.87 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

1 2 3

ART. C5545
Per torni: Nakamura: AS-200 L/LS (12, 15 station turret), NTY3 -150, 250, SC-150, 200, 250, Super NTJ, NTJX, NTM3, TW-10, TW-20 (16 stations turret), WT-150, 150II,
250, 250II, WTS-150, WTW-150, W<-150, 250; CMZ: TX 52, 66

PORTAUTENSILI ROTANTI N55

Cod. Tec. GR36
Euro Modello Descrizione Figura

C5545RAPPS25 (950,00) RAPPS 25 121UN55 Portautensile assiale 0°, portapinza ER25, refrigerazione esterna, 6000 rpm� i 1�1
1

C5545RAPPS32 (950,00) RAPPS 32 121UN55 Portautensile assiale 0°, portapinza ER32, refrigerazione esterna, 6000 rpm� i 1�1

C5545RRPPS2555 (1730,00) RRPPS 25 121UN55 Portautensile radiale 90°, portapinza ER25, H 55, refrigerazione esterna, 6000 rpm� i 1�1

2

C5545RRPPS3255 (1730,00) RRPPS 32 121UN55 Portautensile radiale 90°, portapinza ER32, H 55, refrigerazione esterna, 6000 rpm� i 1�1

C5545RRPPS2565 (1730,00) RRPPS 25 321UN55 Portautensile radiale 90°, portapinza ER25, H 65, refrigerazione esterna, 6000 rpm� i 1�1

C5545RRPPS3265 (1730,00) RRPPS 32 321UN55 Portautensile radiale 90°, portapinza ER32, H 65, refrigerazione esterna, 6000 rpm� i 1�1

C5545RRPPS2575 (1730,00) RRPPS 25 421UN55 Portautensile radiale 90°, portapinza ER25, H 75, refrigerazione esterna, 6000 rpm� i 1�1

C5545RRPPS3275 (1730,00) RRPPS 32 421UN55 Portautensile radiale 90°, portapinza ER32, H 75, refrigerazione esterna, 6000 rpm� i 1�1

C5545ROPPS20 (3690,00) ROPPS 20 121UN55 Portautensile orientabile � 90°, portapinza ER20, refrigerazione esterna, 6000 rpm, i 1�1 3

1 2 3

ART. C5547
Per torni: Nakamura: AS-200 L/LS (12, 15 station turret), NTY3 -150, 250, SC-150, 200, 250, Super NTJ, NTJX, NTM3, TW-10, TW-20 (16 stations turret), WT-150, 150II,
250, 250II, WTS-150, WTW-150, W<-150, 250; CMZ: TX 52, 66

PORTAUTENSILI STATICI N55

Cod. Tec. GR35
Euro Modello Descrizione Figura

C5547E10US2520 (480,00) E10/US 25/20 N55X62 Portautensile frontale 4 25/20, H 62, refrigerazione esterna 1

C5547E10B2555 (530,00) E10/B 25 N55X55 Portautensile per bareni, D 25, H 55, refrigerazione interna/esterna

2
C5547E10B3255 (530,00) E10/B 32 N55X55 Portautensile per bareni, D 32, H 55, refrigerazione interna/esterna

C5547E10B2575 (530,00) E10/B 25 N55X75 Portautensile per bareni, D 25, H 75, refrigerazione interna/esterna

C5547E10B3275 (530,00) E10/B 32 N55X75 Portautensile per bareni, D 32, H 75, refrigerazione interna/esterna

C5547E10BD25 (800,00) E10/BD 25 N55X39/75 Portautensile per bareni, D 25, H 39/75, refrigerazione interna/esterna 3

C.87Indivisible package  Suggested retail package - Unit price

ITEM: C5545
For lathes� Nakamura� AS-200 L�LS (12, 15 station turret), 1T<3 -150, 250, SC-150, 200, 250, Super 1T-, 1T-;, 1T03, TW-10, TW-20 (16 stations turret), WT-150, 150II,
250, 250II, WTS-150, WTW-150, W<-150, 250� CMZ� T; 52, 66

DRIVEN TOOL HOLDERS N55

Tech. Code Model Description Figure

RAPPS 25 121UN55 Driven tool holder axial 0°, collet ER25, external coolant, 6000 rpm� i 1�1
1

RAPPS 32 121UN55 Driven tool holder axial 0°, collet ER32, external coolant, 6000 rpm� i 1�1

RRPPS 25 121UN55 Driven tool holder radial 90°,collet ER25, H 55, external coolant, 6000 rpm� i 1�1

2

RRPPS 32 121UN55 Driven tool holder radial 90°, collet ER32, H 55, external coolant, 6000 rpm� i 1�1

RRPPS 25 321UN55 Driven tool holder radial 90°, collet ER25, H 65, external coolant, 6000 rpm� i 1�1

RRPPS 32 321UN55 Driven tool holder radial 90°, collet ER32, H 65, external coolant, 6000 rpm� i 1�1

RRPPS 25 421UN55 Driven tool holder radial 90°, ollet ER25, H 75, external coolant, 6000 rpm� i 1�1

RRPPS 32 421UN55 Driven tool holder radial 90°, collet ER32, H 75, external coolant, 6000 rpm� i 1�1

ROPPS 20 121UN55 Driven tool holder orientable � 90°, collet ER20, external coolant, 6000 rpm, i 1�1 3

ITEM: C5547
For lathes Nakamura� AS-200 L�LS (12, 15 station turret), 1T<3 -150, 250, SC-150, 200, 250, Super 1T-, 1T-;, 1T03, TW-10, TW-20 (16 stations turret), WT-150, 150II,
250, 250II, WTS-150, WTW-150, W<-150, 250� CMZ� T; 52, 66

STATIC TOOL HOLDERS N55

Tech. Code Model Description Figure

E10/US 25/20 N55X62 Static tool holder axial 4 25/20, H 62, external coolant 1

E10/B 25 N55X55 Static tool holder for boring bars, D 25, H 55, Internal/external coolant

2
E10/B 32 N55X55 Static tool holder for boring bars, D 32, H 55, Internal/external coolant

E10/B 25 N55X75 Static tool holder for boring bars,, D 25, H 75, Internal/external coolant

E10/B 32 N55X75 Static tool holder for boring bars, D 32, H 75,Internal/external coolant

E10/BD 25 N55X39/75 Static tool holder for boring bars, D 25, H 39/75, Internal/external coolant 3



C

C.88 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

1 2 3

ART. C5552
Per torni: MAZAK: 4uicN Turn Nexus (4TN) 200, 250 M/MS/M</MS< 12 station, Super 4uicN Turn (S4T) 15, 18, 200, 250 M/M</MS/MS< 12 station, Super 4uadrex 200,
250 M.

PORTAUTENSILI ROTANTI MZ2

Cod. Tec. GR36
Euro Modello Descrizione Figure

C5552RAPPD32 (2400,00) RAPPD 40 121DM=2 Portautensile assiale 0° disassato, portapinza ER32, refrigerazione esterna, 6000 rpm� i 1�1 1

C5552RRPPS32 (2600,00) RRPPS 40 421DM=2 Portautensile radiale 90°, portapinza ER32, H 130, refrigerazione esterna, 6000 rpm� i 1�1 2

C5552ROPPS25 (4100,00) ROPPS 40 121DM=2 Portautensile orientabile � 90°, portapinza ER25, refrigerazione esterna, 6000 rpm, i 1�1 3

1 2 3

ART. C5554
Per torni: MAZAK: 4uicN Turn Nexus (4TN) 100, 150 M/MS, 4uicN Turn Nexus (4TN) 200, 250, M/MS/M</MS< (16 station turret), Super 4uicN Turn (S4T) 100 M/M</MS/
MS<, Super 4uicN Turn (S4T) 15,18, 200, 250 M/M</MS/MS<.

PORTAUTENSILI ROTANTI MZ1

Cod. Tec. GR36
Euro Modello Descrizione Figura

C5554RAPPD25 (2289,00) RAPPD 40 121DM=1 Portautensile assiale 0° disassato, portapinza ER25, refrigerazione esterna, 6000 rpm� i 1�1 1

C5554RRPPS25 (2400,00) RRPPS 40 121DM=1 Portautensile radiale 90°, portapinza ER25, H 100, refrigerazione esterna, 6000 rpm� i 1�1 2

C5554ROPPS25 (4889,00) ROPPS 40 121DM=1 Portautensile orientabile � 90°, portapinza ER25, refrigerazione esterna, 6000 rpm, i 1�1 3

C.88 Indivisible package   Suggested retail package - Unit price

ITEM: C5552
For lathes� MAZAK� 4uick Turn 1exus (4T1) 200, 250 0�0S�0<�0S< 12 station, Super 4uick Turn (S4T) 15, 1�, 200, 250 0�0<�0S�0S< 12 station, Super 4uadrex
200, 250 0.

DRIVEN TOOL HOLDERS MZ2

Tech. Code Model Description Figure

RAPPD 40 121DM=2 Driven tool holder axial 0°offset, collet ER32, external coolant, 6000 rpm� i 1�1 1

RRPPS 40 421DM=2 Driven tool holder radial 90°,collet ER32, H 130, external coolant,, 6000 rpm� i 1�1 2

ROPPS 40 121DM=2 Driven tool holder orientable � 90°, collet ER25, external coolant, 6000 rpm, i 1�1 3

ITEM: C5554
For lathes� MAZAK� 4uick Turn 1exus (4T1) 100, 150 0�0S, 4uick Turn 1exus (4T1) 200, 250, 0�0S�0<�0S< (16 station turret), Super 4uick Turn (S4T) 100 0�0<�
0S�0S<, Super 4uick Turn (S4T) 15,1�, 200, 250 0�0<�0S�0S<.

DRIVEN TOOL HOLDERS MZ1

Tech. Code Model Description Figure

RAPPD 40 121DM=1 Driven tool holder axial 0° offset, collet ER25, external coolant, 6000 rpm� i 1�1 1

RRPPS 40 121DM=1 Driven tool holder radial 90°, collet ER25, H 100, external coolant, 6000 rpm� i 1�1 2

ROPPS 40 121DM=1 Driven tool holder orientable  � 90°, collet ER25, external coolant, 6000 rpm, i 1�1 3



C

C.89 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

1 2 3

ART. C5550
Per torni: MAZAK: 4uicN Turn (4T) 200, 250 M, 4uicN Turn Smart (4TS) 100, 150, 200, 250 M, 4uicN Turn Compact (4TC) 100, 200, 300 M, 4uicN Turn Universal (4TU)
200, 250, 350 MY, MSY.

PORTAUTENSILI ROTANTI S68

Cod. Tec. GR36
Euro Modello Descrizione Figura

C5550RAPPS32 (1900,00) RAPPS 32 121US68 Portautensile assiale 0°, portapinza ER32, refrigerazione esterna, 6000 rpm� i 1�1 1

C5550RRPPS32 (2600,00) RRPPS 32 121US68 Portautensile radiale 90°, portapinza ER32, H 80, refrigerazione esterna, 6000 rpm� i 1�1 2

C5550ROPPS25 (4100,00) ROPPS 25 121US68 Portautensile orientabile � 90°, portapinza ER25, refrigerazione esterna, 6000 rpm, i 1�1 3

Prodotto disponibile nel CAP K

GUANTI IN NYLON/SPANDEX CON SPALMATURA 4/4 IN NITRILE FOAM SANITIZED

Cod. Tec. Taglia Taglia EU

K232807 M 7

K232808 L 8

K232809 XL 9

Prodotti correlati

C.89Indivisible package  Suggested retail package - Unit price

ITEM: C5550
For lathes� MAZAK� 4uick Turn (4T) 200, 250 0, 4uick Turn Smart (4TS) 100, 150, 200, 250 0, 4uick Turn Compact (4TC) 100, 200, 300 0, 4uick Turn 8niversal (4T8)
200, 250, 350 0<, 0S<.

DRIVEN TOOL HOLDERS S68

Tech. Code Model Description Figure

RAPPS 32 121US68 Driven tool holder axial 0°, collet ER32, external coolant, 6000 rpm� i 1�1 1

RRPPS 32 121US68 Driven tool holder radial 90°, collet ER32, H 80, external coolant, 6000 rpm� i 1�1 2

ROPPS 25 121US68 Driven tool holder orientable � 90°, collet ER25, external coolant, 6000 rpm, i 1�1 3

Product available in index K

GLOVES IN NYLON/SPANDEX WITH 4/4 IN NITRIL FOAM SANITIZED COATING

Tech. Code Size EU size

M 7

L 8

XL 9

Related products



C

C.90 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

N.B.: A richiesta gambi con diametro 25 (DIN 69880), sede per portautensili in pollici.

Cod. Tec. GR35
Euro

d1
mm

b1
mm

b2
mm

b3
mm

h1
mm

h2
mm

h3
mm

h4
mm

l5
mm

l6
mm

C501040 (143,00) 40 85 42,5 12,5 25/20 34 32,5 48 44 22

ART. B1
Portautensile radiale secondo DIN 69880, destro, corto, uscita
refrigerante esterna.

PORTAUTENSILI VDI RADIALI DIN 69880

Cod. Tec. GR35
Euro

d1
mm

b1
mm

b2
mm

b3
mm

h1
mm

h2
mm

h3
mm

h4
mm

l5
mm

l6
mm

C501130 (142,00) 30 70 35 10 20/16 29 28 38 40 18

C501140 (162,00) 40 85 42,5 12,5 25/20 34 32,5 48 44 22

ART. B2
Portautensile radiale secondo DIN 69880, sinistro, corto, uscita
refrigerante esterna.

PORTAUTENSILI VDI RADIALI DIN 69880

N.B.: A richiesta gambi con diametro 25 (DIN 69880), sede per portautensili in pollici.

Cod. Tec. GR35
Euro

d1
mm

b1
mm

b2
mm

b3
mm

h1
mm

h2
mm

h3
mm

h4
mm

l5
mm

l6
mm

C502030 (145,00) 30 70 35 10 20/16 29 28 38 40 18

C502040 (169,00) 40 85 42,5 12,5 25/20 34 32,5 48 44 22

ART. B3
Portautensile radiale secondo DIN 69880, rovesciato destro, corto,
uscita refrigerante esterna.

PORTAUTENSILI VDI RADIALI ROVESCIATI DIN 69880

C.90 Indivisible package   Suggested retail package - Unit price

1ote� 2n request with 25 diameter shank ('I1 6���0), tool holder housing in inches.

Tech. Code d1
mm

b1
mm

b2
mm

b3
mm

h1
mm

h2
mm

h3
mm

h4
mm

l5
mm

l6
mm

40 85 42.5 12.5 25/20 34 32.5 48 44 22

ITEM: B1
5adial tool holder 'I1 6���0, right-hand, short, external coolant
adduction.

RADIAL TOOLHOLDERS VDI DIN 69880

Tech. Code d1
mm

b1
mm

b2
mm

b3
mm

h1
mm

h2
mm

h3
mm

h4
mm

l5
mm

l6
mm

30 70 35 10 20/16 29 28 38 40 18

40 85 42.5 12.5 25/20 34 32.5 48 44 22

ITEM: B2
5adial tool holder 'I1 6���0, left-hand, short, external coolant
adduction.

RADIAL TOOLHOLDERS VDI DIN 69880

1ote� 2n request with 25 diameter shank ('I1 6���0), tool holder housing in inches.

Tech. Code d1
mm

b1
mm

b2
mm

b3
mm

h1
mm

h2
mm

h3
mm

h4
mm

l5
mm

l6
mm

30 70 35 10 20/16 29 28 38 40 18

40 85 42.5 12.5 25/20 34 32.5 48 44 22

ITEM: B3
5adial tool holder 'I1 6���0, right-hand, upside down, short,
external coolant adduction.

UPSIDE DOWN RADIAL TOOLHOLDERS VDI DIN 69880



C

C.91 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

N.B.: A richiesta gambi con diametro 25 (DIN 69880), sede per portautensili in pollici.

Cod. Tec. GR35
Euro

d1
mm

b1
mm

b2
mm

b3
mm

h1
mm

h2
mm

h3
mm

h4
mm

l5
mm

l6
mm

l7
mm

C503040 (176,00) 40 85 42,5 22 25/20 34 32,5 48 85 12,5 30

ART. C1
Portautensile assiale secondo DIN 69880, destro, uscita refrigerante
esterna.

PORTAUTENSILI VDI ASSIALI DIN 69880

Cod. Tec. GR35
Euro

d1
mm

b1
mm

b2
mm

b3
mm

h1
mm

h2
mm

h3
mm

h4
mm

l5
mm

l6
mm

l7
mm

C503130 (172,00) 30 76 41 18 20/16 29 28 38 70 10
30

C503140 (176,00) 40 90 47,5 22 25/20 34 32,5 48 85 12,5

ART. C2
Portautensile assiale secondo DIN 69880, sinistro, uscita
refrigerante esterna.

PORTAUTENSILI VDI ASSIALI DIN 69880

N.B.: A richiesta: gambi con diametro 25 (DIN 69880), sede per portautensili in pollici.

Cod. Tec. GR35
Euro

d1
mm

d2
mm

d3
mm

d4
mm

b1
mm

l1
mm

l2
mm

l3
mm

C50604020 (128,00)

40

40

83

20

32,5

67

22

54

C50604025 (128,00) 45 25
75

59

C50604032 (128,00) 52 32 63

C50604040 (128,00) 60 40 90 73

ART. E1
Portautensile per utensili a forare, refrigerazione interna.

PORTAUTENSILI VDI ASSIALI PER FORARE DIN 69880

C.91Indivisible package  Suggested retail package - Unit price

1ote� 2n request with 25 diameter shank ('I1 6���0), tool holder housing in inches.

Tech. Code d1
mm

b1
mm

b2
mm

b3
mm

h1
mm

h2
mm

h3
mm

h4
mm

l5
mm

l6
mm

l7
mm

40 85 42.5 22 25/20 34 32.5 48 85 12.5 30

ITEM: C1
Axial tool holder 'I1 6���0, right-hand, external coolant adduction.

AXIAL TOOLHOLDERS VDI DIN 69880

Tech. Code d1
mm

b1
mm

b2
mm

b3
mm

h1
mm

h2
mm

h3
mm

h4
mm

l5
mm

l6
mm

l7
mm

30 76 41 18 20/16 29 28 38 70 10
30

40 90 47.5 22 25/20 34 32.5 48 85 12.5

ITEM: C2
Axial tool holder 'I1 6���0, left-hand, external coolant adduction.

AXIAL TOOLHOLDERS VDI DIN 69880

1ote� 2n request with 25 diameter shank ('I1 6���0), tool holder housing in inches.

Tech. Code d1
mm

d2
mm

d3
mm

d4
mm

b1
mm

l1
mm

l2
mm

l3
mm

40

40

83

20

32.5

67

22

54

45 25
75

59

52 32 63

60 40 90 73

ITEM: E1
Tool holder for drilling tools, internal coolant.

AXIAL TOOLHOLDERS VDI FOR DRILLING DIN 69880



C

C.92 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

N.B.: A richiesta gambi con diametro 25 (DIN 69880), sede per portautensili in pollici.

Cod. Tec. GR35
Euro

d1
mm

d2
mm

d3
mm

d4
mm

b1
mm

l1
mm

l2
mm

l3
mm

C5070408 (139,00)

40

55

83

8

32,5
75

22
61

C50704010 (139,00) 10

C50704012 (139,00) 12

C50704016 (139,00) 16

C50704020 (139,00) 20

C50704025 (139,00) 25

C50704032 (139,00)
83

32
-

C50704040 (151,00) 40 90 76

ART. E2
Portautensile per bareni secondo DIN 69880,  refrigerazione
esterna

PORTAUTENSILI VDI ASSIALI PER BARENI DIN 69880

ACCESSORI:
- Pinze a pag C.59

N.B.: A richiesta: gambi con diametro 25 (DIN 69880), sede per portautensili in pollici.

Cod. Tec. GR35
Euro

d1
mm

d2
mm

d3
mm

d4
mm

b1
mm

l1
mm

l2
mm

ER

C50803032 (184,00) 30

50

68

2,5·20

28
65 22 32

C50804032 (202,00) 40 83 32,5

C50805032 (226,00) 50 98 35 84 30 25

ART. E4
Portapinza secondo DIN 69880, per pinze tipo ER/EX DIN 6499/B

PORTAPINZE VDI PER PINZE DIN 6499/B TIPO ER/EX

C.92 Indivisible package   Suggested retail package - Unit price

1ote� 2n request with 25 diameter shank ('I1 6���0), tool holder housing in inches.

Tech. Code d1
mm

d2
mm

d3
mm

d4
mm

b1
mm

l1
mm

l2
mm

l3
mm

40

55

83

8

32.5
75

22
61

10

12

16

20

25

83
32

-
40 90 76

ITEM: E2
Tool holder for boring bar 'I1 6���0, external coolant.

AXIAL TOOLHOLDERS VDI FOR BORING BAR DIN 69880

ACC(SS25I(S�
- Collets page C.5�

1ote� 2n request with 25 diameter shank ('I1 6���0), tool holder housing in inches.

Tech. Code d1
mm

d2
mm

d3
mm

d4
mm

b1
mm

l1
mm

l2
mm

ER

30

50

68

2.5·20

28
65 22 32

40 83 32.5

50 98 35 84 30 25

ITEM: E4
Collet holder 'I1 6���0, for collets of the type (5 'I1 64���B

ER/EX COLLET CHUCKS VDI DIN 6499/B



C

C.93 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ART. C5110

Cod. Tec. GR43
Euro

D
mm

d
mm

L
mm

Figura

C51103220 63,90
32

20
70

1
C51103225 73,90 25 2
C51104016 68,90

40
16

80

1

C51104020 68,90 20
C51104025 68,90 25
C51105012 (76,90)

50

12

90
C51105016 (76,90) 16
C51105020 (76,90) 20
C51105025 (76,90) 25
C51105032 (76,90) 32

Cod. Tec. GR43
Euro

D
mm

d
mm

L
mm

Figura

C5110208 60,90
20

8

60

1

C51102010 60,90 10
C51102012 60,90 12
C5110258 60,90

25
8

C51102510 60,90 10
C51102512 60,90 12
C5110328 63,90

32

8

70
C51103210 63,90 10
C51103212 63,90 12
C51103216 63,90 16

BUSSOLE DI RIDUZIONE SENZA BATTUTA

ART. C5115

* Bussole con intaglio

Cod. Tec. GR43
Euro

D
mm

d
mm

D1
mm

L
mm

L1
mm

Fig.

C51154016 75,80

40

16

50 105 110
3C51154020 76,30 20

C51154025 75,80 25
C51154032* 76,30 32 4
C51155012 82,80

50

12

60 125 130
3

C51155016 82,80 16
C51155020 82,80 20
C51155025 82,80 25
C51155032 82,80 32
C51155040* 82,80 40 4
C51156025 (157,70)

60

25

70 135 140
3C51156032 (157,70) 32

C51156040 (157,70) 40
C51156050 (157,70) 50 4

Cod. Tec. GR43
Euro

D
mm

d
mm

D1
mm

L
mm

L1
mm

Fig.

C5115256 66,80

25

6

33 60 65
1

C5115258 66,80 8
C51152510 67,50 10
C51152512 66,80 12
C51152516* 66,80 16 2
C5115326 70,90

32

6

40 85 90
3

C5115328 70,90 8
C51153210 70,90 10
C51153212 70,90 12
C51153216 70,90 16
C51153220 72,90 20
C51153225* 71,40 25 4
C5115408 75,80

40
8

50 105 110 3C51154010 75,80 10
C51154012 76,30 12

BUSSOLE DI RIDUZIONE CON BATTUTA

Cod. Tec. GR43
Euro Modello

Ø
mm

A
mm

B
mm

C
mm

L
mm

Į

C508436T03 77,50 BA36-171E 3 - 36 42 55 42
94

15°
C508442T03 80,60 BA42-173E 3 - 42 48 60 50
C508452T03 99,70 BA52-177E 3 - 52 58 70 60
C508460T03 129,50 BA60-185E 3 - 60 66 84 73 110
C508470T03 196,30 BA70 3 - 70 80 98 85 115

Foro Liscio

ART. C5084
Tipologia di pinza spinta in acciaio cementato, temprato e rettificato da utilizzare nei
mandrini sia per testa principale (main spindle) che per contro testa (sub spindle).
Per lavorazioni da barra e da ripresa. Modello con foro liscio.

PINZE A SEMPLICE CONO TIPO BA CON FORO LISCIO

Cod. Tec. GR43
Euro Modello

Ø
mm

A
mm

B
mm

C
mm

L
mm

Į

C508536T08 57,80 BA36-171E 8 - 36 42 55 42
94

15°
C508542T08 60,70 BA42-173E 8 - 42 48 60 50
C508552T08 78,30 BA52-177E 8 - 52 58 70 60
C508560T08 105,60 BA60-185E 8 - 60 66 84 73 110
C508570T08 180,40 BA70 8 - 70 80 98 85 115

Foro Rigato

ART. C5085
Tipologia di pinza spinta in acciaio cementato, temprato e rettificato da utilizzare nei
mandrini sia per testa principale (main spindle) che per contro testa (sub spindle).
Per lavorazioni da barra e da ripresa. Modello con foro rigato.

PINZE A SEMPLICE CONO TIPO BA CON FORO RIGATO

C.93Indivisible package  Suggested retail package - Unit price

ITEM: C5110

Tech. Code D
mm

d
mm

L
mm

Figure

32
20

70
1

25 2

40
16

80

1

20
25

50

12

90
16
20
25
32

Tech. Code D
mm

d
mm

L
mm

Figure

20
8

60

1

10
12

25
8

10
12

32

8

70
10
12
16

UNIVERSAL REDUCTION SLEEVES

ITEM: C5115


 Bush with carving

Tech. Code D
mm

d
mm

D1
mm

L
mm

L1
mm

Fig.

40

16

50 105 110
320

25
32 4

50

12

60 125 130
3

16
20
25
32
40 4

60

25

70 135 140
332

40
50 4

Tech. Code D
mm

d
mm

D1
mm

L
mm

L1
mm

Fig.

25

6

33 60 65
1

8
10
12
16 2

32

6

40 85 90
3

8
10
12
16
20
25 4

40
8

50 105 110 310
12

HEADED REDUCTION SLEEVES

Tech. Code Model
Ø

mm
A

mm
B

mm
C

mm
L

mm
Į

BA36-171E 3 - 36 42 55 42
94

15°
BA42-173E 3 - 42 48 60 50
BA52-177E 3 - 52 58 70 60
BA60-185E 3 - 60 66 84 73 110

BA70 3 - 70 80 98 85 115

Smooth Bore

ITEM: C5084
Impulse type collet in galvani]ed steel, tempered and adjusted to be used in chucks
either for the main head (main spindle) or the counter head (sub spindle). For milling
bars and reinforcement. 0odel with smoot bore.

BA SINGLE CONE COLLETS WITH SMOOTH BORE

Tech. Code Model
Ø

mm
A

mm
B

mm
C

mm
L

mm
Į

BA36-171E 8 - 36 42 55 42
94

15°
BA42-173E 8 - 42 48 60 50
BA52-177E 8 - 52 58 70 60
BA60-185E 8 - 60 66 84 73 110

BA70 8 - 70 80 98 85 115

Striped Bore

ITEM: C5085
Impulse type collet in galvani]ed steel, tempered and adjusted to be used in chucks
either for the main head (main spindle) or the counter head (sub spindle). For milling
bars and reinforcement. 0odel with ribbed bore.

BA SINGLE CONE COLLETS WITH RIBBED BORE



C

C.94 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

COMPONENTI PER TORRETTA PORTAUTENSILI STATICA

TIPO TORRETTA A BR - BP B C

502-Portaut. con sede piana Cod. Tec. C5220502A C5220502BRBP C5220502B C5220502C

GR35 Euro (80,00) (95,00) (98,00) (130,00)
T Max mm 20 25 32 32

503-Portaut. con sede prismatica Cod. Tec. C5220503A C5220503BRBP C5220503B C5220503C

GR35 Euro (80,00) (95,00) (98,00) (130,00)
Diam. mm 18 20 24 26

504-Portaut. con sede conica Cod. Tec. C5220504A C5220504BRBP C5220504B C5220504C

GR35 Euro (140,00) (150,00) (180,00) (230,00)
MK mm 2 3 3 4

505-Eccentrico Cod. Tec. C5220505A C5220505BRBP C5220505B C5220505C

GR35 Euro (70,00) (80,00) (90,00) (95,00)
L mm 90 108 123 141

506-Tirante con molla Cod. Tec. C5220506A C5220506BRBP C5220506B C5220506C

GR35 Euro (70,00) (80,00) (90,00) (100,00)
L mm 31 37 42 47

508-Spina riferimento Cod. Tec. C5220508A C5220508BRBP C5220508B C5220508C

GR35 Euro (30,00) (30,00) (30,00) (40,00)
Diam. mm 10 10 12 14

509-Prigioniero Cod. Tec. C5220509A C5220509BRBP C5220509B C5220509C

GR35 Euro (7,00) (7,00) (7,00) (10,00)
Filetto mm 3/8´ 3/8´ 7/16´ 1/2´

510-Rocchetto di reg. Cod. Tec. C5220510A C5220510BRBP C5220510B C5220510C

GR35 Euro (20,00) (30,00) (30,00) (40,00)
Filetto mm 3/8´ 3/8´ 7/16´ 1/2´

512-Vite bloc. utensile Cod. Tec. C5220512A C5220512BRBP C5220512B C5220512C

GR35 Euro (9,00) (9,00) (9,00) (15,00)
Filetto mm 3/8´ 3/8´ 7/16´ 1/2´

515-Chiave a T Cod. Tec. C5220515A C5220515BRBP C5220515B C5220515C

GR35 Euro (30,00) (30,00) (50,00) (50,00)
Chiave mm 9 9 10 12

516-Chiave a pipa Cod. Tec. C5220516A C5220516BRBP C5220516B C5220516C

GR35 Euro (40,00) (50,00) (50,00) (90,00)
Chiave mm 14 17 17 21

540-Portaut. per bareni Cod. Tec. C5220540A C5220540BRBP C5220540B C5220540C

GR35 Euro (380,00) (460,00) (600,00) (700,00)
Diam. mm 25 32 40 50

511-Vite bloc. rocchetto Cod. Tec. C5220511A C5220511BRBP C5220511B C5220511C

GR35 Euro (7,00) (7,00) (10,00) (14,00)
Filetto mm 3/8" 3/8" 7/16" 1/2"

C.94 Indivisible package   Suggested retail package - Unit price

STATIC TOOL HOLDER TURRET COMPONENTS

TURRET TYPE

502 - Tool holder for tool bits Tech. Code

T Max mm 20 25 32 32

503 - Tool holder for round shank Tech. Code

Diameter mm 18 20 24 26
504 - Tool holder for morse
taper shank Tech. Code

MK mm 2 3 3 4

505 - Eccentric clamp bolt Tech. Code

L mm 90 108 123 141

506 - Draw-in block with spring Tech. Code

L mm 31 37 42 47

508 - Dowel pin Tech. Code

Diameter mm 10 10 12 14

509 - Stud Tech. Code

Thread mm 3/8´ 3/8´ 7/16´ 1/2´

510 - Adjustment sleeve Tech. Code

Thread mm 3/8´ 3/8´ 7/16´ 1/2´

512 - Tool locking screw Tech. Code

Thread mm 3/8´ 3/8´ 7/16´ 1/2´

515 - Square socket wrench Tech. Code

Ch mm 9 9 10 12

516 - Hexagonal socket wrench Tech. Code

Size mm 14 17 17 21

540 - Boring bar tool holder Tech. Code

Diameter mm 25 32 40 50

511 - Sleeve locking screw Tech. Code

Thread mm 3/8" 3/8" 7/16" 1/2"



C

C.95 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

TORRETTE PORTAUTENSILI STATICHE A CAMBIO RAPIDO

Cod. Tec. GR35
Euro Tipo torretta

l
mm

H7 A
mm

Min H
mm

Max H
mm

L
mm

R
mm

Max T
mm

Z
mm

Max Ø
mm

Morse n°

C5210100B (790,00) B 100 30 47 61 85 15
32

100 24 3
C5210115,3C (990,00) C 115,3 38 51 72 94 19 108 26 4

ART. C5210
Torretta portautensili statica a cambio rapido.

Dotazione standard 5 portautensili:
- 3 sede piana
- 1 sede prismatica
- 1 sede conica

nominale

ø max Morse N°

m
ax

C.95Indivisible package  Suggested retail package - Unit price

QUICK CHANGE STATIC TOOL HOLDER TURRETS

Tech. Code TURRET TYPE
l

mm
H7 A
mm

Min H
mm

Max H
mm

L
mm

R
mm

Max T
mm

Z
mm

Max Ø
mm

Clamp n°

B 100 30 47 61 85 15
32

100 24 3
C 115.3 38 51 72 94 19 108 26 4

ITEM: C5210
Quick change static tool holder turret

Standard equipment 5 tool holders:
- 3 flat seats
- 1 prismatic seat
- 1 conic seat

nominal

ø max Vices N°

m
ax
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C

C.97 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

MANDRINI AUTOCENTRANTI A GUIDA SEMPLICE A TRE GRIFFE

Cod. Tec. GR37
Euro

A
mm

B
mm

E
mm

C
mm

D
mm

V
mm

J
mm

G
mm

F
mm

Coppia
Nm

Forza
kN

Giri
min/max

C6230100 (321,00) 100 70 20 3 50 53.6 18
3 x M8

83 60 27 4500
C6230125 400,00 125 95 32

4
56 61 22,5 108 80 31 4000

C6230160 512,00 160 125 42 65 69,7 26
3 x M10

140 110 47 3600
C6230200 671,00 200 160 55 73.5 80,2 32,5 176 140 55 3000
C6230250 (879,00) 250 200 76

5
82 89,9 40 3 x M12 224 150 63 2500

C6230315 (1315,00) 315 260 103 95 100,4 46 3 x M16 286 180 69 2000

ART. C6230
CARATTERISTICHE TECNICHE
Robusto corpo in ghisa speciale antivibrante, per un utilizzo
universale su torni, tavole rotanti, divisori e in tutte le aree che
richiedono elevate forze di serraggio, elevata concentricità e
ripetibilità.
Attacco a flangia forma A Corpo ribassato per la minima
interferenza durante le lavorazioni.
Le griffe sono rettificate sul corpo per ottenere la massima
concentricità e possono essere bloccate con il semplice movimento
della chiave.

VANTAGGI:
Pezzi con differenti diametri possono essere bloccati in modo
rapidissimo.

DOTAZIONE:
Forniti con serie griffe per interni e serie griffe per esterni (DIN 6350
a gradini e temprate), chiave di manovra e viti di fissaggio.

MANDRINI AUTOCENTRANTI A GUIDA SEMPLICE A QUATTRO GRIFFE

Cod. Tec. GR37
Euro

A
mm

B
mm

E
mm

C
mm

D
mm

V
mm

J
mm

G
mm

F
mm

Coppia
Nm

Forza
kN

Giri
min/max

C6231100 (375,00) 100 70 20 3 50 53,6 18
3 x M8

83 60 27 4500
C6231125 470,00 125 95 32

4
56 61 22,5 108 80 31 4000

C6231160 600,00 160 125 42 65 69,7 26
3 x M10

140 110 47 3600
C6231200 788,00 200 160 55 73.5 80,2 32,5 176 140 55 3000
C6231250 (1035,00) 250 200 76

5
82 89,9 40 3 x M12 224 150 63 2500

C6231315 (1540,00) 315 260 103 95 100,4 46 3 x M16 286 180 69 2000

ART. C6231
CARATTERISTICHE TECNICHE
Robusto corpo in ghisa speciale antivibrante, per un utilizzo
universale su torni, tavole rotanti, divisori e in tutte le aree che
richiedono elevate forze di serraggio, elevata concentricità e
ripetibilità.
Attacco a flangia forma A Corpo ribassato per la minima
interferenza durante le lavorazioni. Le griffe sono rettificate sul
corpo per ottenere la massima concentricità e possono essere
bloccate con il semplice movimento della chiave.

VANTAGGI:
Pezzi con differenti diametri possono essere bloccati in modo
rapidissimo.

DOTAZIONE:
Forniti con serie griffe per interni e serie griffe per esterni (DIN 6350
a gradini e temprate), chiave di manovra e viti di fissaggio.

MANDRINI AUTOCENTRANTI A DOPPIA GUIDA A TRE GRIFFE

Cod. Tec. GR38
Euro

A
mm

B
mm

C
mm

D - H7
mm

E
mm

F
mm

G
mm

H
mm

H1
mm

Peso
kg

C6232160 (850,00) 160 74,5
6,5

125 42 140
6xM10

99,5 117,6 9,7
C6232200 (970,00) 200

83
160 55 176

112
128 17,2

C6232230 (1060,00) 230 191 80 208 6xM12 130 22
C6232315 (1550,00) 315 110 6,3 260 103 286 6xM16 154 168 50

ART. 263
Mandrino autocentrante, art. 263, a 3 griffe doppia guida. Attacco a
flangia. Corpo in ghisa.

DOTAZIONE:
Forniti con serie griffe per interni e serie griffe per esterni (DIN 6350
a gradini e temprate), chiave di manovra e viti di fissaggio.

C.97Indivisible package  Suggested retail package - Unit price

SELF-CENTERING CHUCKS 3 JAWS

Tech. Code A
mm

B
mm

E
mm

C
mm

D
mm

V
mm

J
mm

G
mm

F
mm

Torque
Nm

Force
kN

Revolution
min/max

100 70 20 3 50 53.6 18
3 x M8

83 60 27 4500
125 95 32

4
56 61 22,5 108 80 31 4000

160 125 42 65 69,7 26
3 x M10

140 110 47 3600
200 160 55 73.5 80,2 32,5 176 140 55 3000
250 200 76

5
82 89,9 40 3 x M12 224 150 63 2500

315 260 103 95 100,4 46 3 x M16 286 180 69 2000

ITEM: C6230

TECHNICAL FEATURES
Sturdy body in special anti-vibration cast iron, for universal use
on lathes, rotary tables, dividers and in all areas requiring high
clamping forces, high concentricity and repeatability.
Flange connection form A Lowered body for minimal interference
during machining operations.The jaws are ground on the body to
obtain maximum concentricity and can be locked with the simple
movement of the key.

ADVANTAGES:
Pieces with different diameters can be locked very quickly.

EQUIPMENT:
Supplied with internal claws series and external claw series (DIN
6350 stepped and hardened) operating key and fixing screws.

SELF-CENTERING CHUCKS 4 JAWS

Tech. Code A
mm

B
mm

E
mm

C
mm

D
mm

V
mm

J
mm

G
mm

F
mm

Torque
Nm

Force
kN

Revolution
min/max

100 70 20 3 50 53,6 18
3 x M8

83 60 27 4500
125 95 32

4
56 61 22,5 108 80 31 4000

160 125 42 65 69,7 26
3 x M10

140 110 47 3600
200 160 55 73.5 80,2 32,5 176 140 55 3000
250 200 76

5
82 89,9 40 3 x M12 224 150 63 2500

315 260 103 95 100,4 46 3 x M16 286 180 69 2000

ITEM: C6231
TECHNICAL FEATURES
Sturdy body in special anti-vibration cast iron, for universal use
on lathes, rotary tables, dividers and in all areas requiring high
clamping forces, high concentricity and repeatability.Flange
connection form A Lowered body for minimal interference during
machining operations. The jaws are ground on the body to
obtain maximum concentricity and can be locked with the simple
movement of the key.

ADVANTAGES:
Pieces with different diameters can be locked very quickly.

EQUIPMENT:
Supplied with internal claws series and external claw series (DIN
6350 stepped and hardened), operating key and fixing screws.

DOUBLE GUIDED SELF-CENTERING CHUCKS 3 JAWS

Tech. Code A
mm

B
mm

C
mm

D - H7
mm

E
mm

F
mm

G
mm

H
mm

H1
mm

Weight
kg

160 74,5
6,5

125 42 140
6xM10

99,5 117,6 9,7
200

83
160 55 176

112
128 17,2

230 191 80 208 6xM12 130 22
315 110 6,3 260 103 286 6xM16 154 168 50

ITEM: 263
Self-centering chucks, art. 263 with 3 double guided jaws. Flange
connection. Cast iron body.

EQUIPMENT:
Supplied with internal claws series and external claw series (DIN
6350 stepped and hardened), operating key and fixing screws.



C

C.98 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

MANDRINI AUTOCENTRANTI A DOPPIA GUIDA A TRE GRIFFE PIÙ TRE MORSETTI

Cod. Tec. GR38
Euro

A
mm

B
mm

C
mm

D - H7
mm

E
mm

F
mm

G
mm

H
mm

H1
mm

Peso
kg

C6233200 (1350,00) 200
83 5,5

160 55 176
6xM10 112

128 17,2
C6233230 (1490,00) 230 191 80 208 130 22
C6233250 (1500,00) 250 96 6 200 76 224 6xM12 131 149 29,3

ART. 264
Mandrino autocentrante, art. 264, a 3 griffe doppia guida. Attacco a
flangia. Corpo in ghisa.

DOTAZIONE:
Forniti con serie griffe per interni e serie griffe per esterni (DIN 6350
a gradini e temprate), chiave di manovra e viti di fissaggio + basi e
blocchetto dolce.

MANDRINI AUTOCENTRANTI A DOPPIA GUIDA A QUATTRO GRIFFE

Cod. Tec. GR38
Euro

A
mm

B
mm

C
mm

D - H7
mm

E
mm

F
mm

G
mm

H
mm

H1
mm

Peso
kg

C6234200 (1450,00) 200 83 6,5 160 55 176 6xM10 112 128 19
C6234250 (1750,00) 250 96 6 200 76 224 6xM12 131 149 33
C6234315 (2500,00) 315 110 6,3 260 103 286 6xM16 154 168 60

ART. 273
Mandrino autocentrante, art. 273, a 4 griffe doppia guida. Attacco a
flangia. Corpo in ghisa.

DOTAZIONE:
Forniti con serie griffe per interni e serie griffe per esterni (DIN 6350
a gradini e temprate), chiave di manovra e viti di fissaggio.

ART. 317/337

Cod. Tec. GR38
Euro

Dimensioni
mm

Per mandrino

C62353125 85,00 125 C6238125

C62353160 90,00 160 C6232160/C6238160

C62353200 100,00 200 C6232200/C6238200

C62353230 100,00 230 C6232230

C62353250 130,00 250 C6238250

C62353315 190,00 315 C6232315/C6238315

C62354125 110,00 125 C6281125

C62354160 115,00 160 C6281160

C62354200 120,00 200 C6234200/C6281200

C62354250 170,00 250 C6234250/C6281250

C62354315 230,00 315 C6234315/C6281315

SERIE MORSETTI TENERI

C.98 Indivisible package   Suggested retail package - Unit price

DOUBLE GUIDED SELF-CENTERING CHUCKS 3 JAWS AND 3 CLAMPS

Tech. Code A
mm

B
mm

C
mm

D - H7
mm

E
mm

F
mm

G
mm

H
mm

H1
mm

Weight
kg

200
83 5,5

160 55 176
6xM10 112

128 17,2
230 191 80 208 130 22
250 96 6 200 76 224 6xM12 131 149 29,3

ITEM: 264
Self-centering chucks, art 264 with 3 double guided jaws. Flange
connection. Cast Iron body.

EQUIPMENT:
Supplied with internal claws series and external claw series (DIN
6350 stepped and hardened), operating key and fixing screws. Jaws
and soft blocks.

DOUBLE GUIDED SELF-CENTERING CHUCKS 4 JAWS

Tech. Code A
mm

B
mm

C
mm

D - H7
mm

E
mm

F
mm

G
mm

H
mm

H1
mm

Weight
kg

200 83 6,5 160 55 176 6xM10 112 128 19
250 96 6 200 76 224 6xM12 131 149 33
315 110 6,3 260 103 286 6xM16 154 168 60

ITEM: 273
Self-centering chuck, art 273 with 4 double guided jaws. Flange
connection. Cast Iron body.

EQUIPMENT:
Supplied with internal claws series and external claw series (DIN
6350 stepped and hardened), operating key and fixing screws.

ITEM: 317/337

Tech. Code Dimensions
mm

For chucks

125 C6238125

160 C6232160/C6238160

200 C6232200/C6238200

230 C6232230

250 C6238250

315 C6232315/C6238315

125 C6281125

160 C6281160

200 C6234200/C6281200

250 C6234250/C6281250

315 C6234315/C6281315

SOFT TOP JAWS SERIES



C

C.99 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ART. 268/278

Cod. Tec. GR38
Euro

Dimensioni
mm

Per mandrino

C62363160 (440,00) 160 C6232160

C62363200 (460,00) 200 C6232200

C62363230 (460,00) 230 C6232230

C62363315 (850,00) 315 C6232315

C62364200 (750,00) 200 C6234200

C62364250 (800,00) 250 C6234250

C62364315 (1300,00) 315 C6234315

SERIE GRIFFE BASE DOPPIA GUIDA

ART. 267/277

Cod. Tec. GR38
Euro

Dimensioni
mm

Per mandrino

C62373160 (500,00) 160 C6232160

C62373200 (530,00) 200 C6232200

C62373230 (530,00) 230 C6232230

C62373315 (990,00) 315 C6232315

C62374200 (850,00) 200 C6234200

C62374250 (950,00) 250 C6234250

C62374315 (1500,00) 315 C6234315

RICAMBI PER AUTOCENTRANTI DOPPIA GUIDA

MANDRINI AUTOCENTRANTI A GUIDA SEMPLICE A TRE GRIFFE

Cod. Tec. GR38
Euro

A
mm

B
mm

B1
mm

C
mm

D - H7
mm

E
mm

F
mm

G
mm

H
mm

J
mm

K
mm

L
mm

Peso
kg

C6238125 295,00 125 56 60,8
4

95 32 108 3 x M8 51 20 56 40 4,8
C6238160 320,00 160 64,5 69,3 125 42 140

3 x M10
70 32 67 43 8,5

C6238200 390,00 200 75 79,8 160 55 176 85 29 80 45 16
C6238250 540,00 250 85 88,8

5
200 76 224 3 x M12 105 34 95 53 26

C6238315 800,00 315 94 99,1 260 103 286 3 x M16 125 43 110 57 43

ART. 301
Mandrino autocentrante, art. 301, a 3 griffe guida semplice. Attacco
a flangia. Corpo in ghisa.

DOTAZIONE:
Forniti con serie griffe per interni e serie griffe per esterni (DIN 6350
a gradini e temprate), chiave di manovra e viti di fissaggio.

C.99Indivisible package  Suggested retail package - Unit price

ITEM: 268/278

Tech. Code Dimensions
mm

For chucks

160 C6232160

200 C6232200

230 C6232230

315 C6232315

200 C6234200

250 C6234250

315 C6234315

MASTER JAWS DOUBLE GUIDED SERIES

ITEM: 267/277

Tech. Code Dimensions
mm

For chucks

160 C6232160

200 C6232200

230 C6232230

315 C6232315

200 C6234200

250 C6234250

315 C6234315

SPARE PARTS FOR DOUBLE GUIDED SELF-CENTERING CHUCKS

SELF-CENTERING CHUCKS 3 JAWS

Tech. Code A
mm

B
mm

B1
mm

C
mm

D - H7
mm

E
mm

F
mm

G
mm

H
mm

J
mm

K
mm

L
mm

Weight
kg

125 56 60,8
4

95 32 108 3 x M8 51 20 56 40 4,8
160 64,5 69,3 125 42 140

3 x M10
70 32 67 43 8,5

200 75 79,8 160 55 176 85 29 80 45 16
250 85 88,8

5
200 76 224 3 x M12 105 34 95 53 26

315 94 99,1 260 103 286 3 x M16 125 43 110 57 43

ITEM: 301
Self-centering chucks, art 301, 3 jaw guided. Flange connection.
Cast Iron body.

EQUIPMENT:
Supplied with internal claws series and external claw series (DIN
6350 stepped and hardened), operating key and fixing screws.



C

C.100 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

MANDRINI AUTOCENTRANTI A GUIDA SEMPLICE

Cod. Tec. GR43
Euro

A
mm

B H7
mm

C
mm

D
mm

E
mm

G
mm

H
mm

J
mm

K
mm

Chiave

C6243160 310,00 160 130 45 65 30 70 5
M10

142
11C6243200 357,60 200 165 65 75 29 85

6
180

C6243250 385,20 250 206 80 85 34 105 M12 226
14C6243315 728,00 315 260 100 94 43 125 7 M16 285

ART. C6243
3 + 3 GRIFFE PER INTERNI / ESTERNI

Attacco a flangia, corpo in ghisa, griffe e parti di scorrimento in
acciaio temprato, fornito completo di chiave di manovra.

DOTAZIONE:
Forniti con serie griffe per interni e serie griffe per esterni (DIN 6350
a gradini e temprate), chiave di manovra e viti di fissaggio.

ART. 318

Cod. Tec. GR38
Euro

Dimensioni
mm

Per mandrino

C62393125 (150,00) 125 C6238125

C62393160 (160,00) 160 C6238160

C62393200 (170,00) 200 C6238200

C62393250 (210,00) 250 C6238250

C62393315 (320,00) 315 C6238315

SERIE GRIFFE BASE GUIDA SEMPLICE

MANDRINI AUTOCENTRANTI A GUIDA SEMPLICE A QUATTRO GRIFFE

Cod. Tec. GR38
Euro

A
mm

B
mm

B1
mm

C
mm

D - H7
mm

E
mm

F
mm

G
mm

H
mm

J
mm

K
mm

L
mm

Peso
kg

C6281125 (395,00) 125 56 60,8
4

95 32 108 3 x M8 51 20 56 40 4,8
C6281160 (430,00) 160 64,5 69,3 125 42 140

3 x M10
70 32 67 43 8,5

C6281200 (500,00) 200 75 79,8 160 55 176 85 29 80 45 16
C6281250 (700,00) 250 85 88,8

5
200 76 224 3 x M12 105 34 95 53 26

C6281315 (1050,00) 315 94 99,1 260 103 286 3 x M16 125 43 110 57 43

ART. HOL302
Mandrino autocentrante, art. HOL302, a 4 griffe guida semplice.
Attacco a flangia. Corpo in ghisa.

DOTAZIONE:
Forniti con serie griffe per interni e serie griffe per esterni (DIN 6350
a gradini e temprate), chiave di manovra e viti di fissaggio.

ART. 338

Cod. Tec. GR38
Euro

Dimensioni
mm

Per mandrino

C62823125 (220,00) 125 C6281125

C62823160 (240,00) 160 C6281160

C62823200 (250,00) 200 C6281200

C62823250 (320,00) 250 C6281250

C62823315 (520,00) 315 C6281315

SERIE GRIFFE BASE GUIDA SEMPLICE

C.100 Indivisible package   Suggested retail package - Unit price

SIMPLE GUIDE SELF-CENTERING CHUCKS

Tech. Code A
mm

B H7
mm

C
mm

D
mm

E
mm

G
mm

H
mm

J
mm

K
mm

Wrench

160 130 45 65 30 70 5
M10

142
11

200 165 65 75 29 85
6

180
250 206 80 85 34 105 M12 226

14
315 260 100 94 43 125 7 M16 285

ITEM: C6243
3 + 3 JAWS FOR INTERNAL/EXTERNAL

Flange, cast iron body, hardened steel jaws and sliding parts,
supplied with operating wrench.

EQUIPMENT:
Supplied with internal claws series and external claw series (DIN
6350 stepped and hardened), operating key and fixing screws.

ITEM: 318

Tech. Code Dimensions
mm

For chucks

125 C6238125

160 C6238160

200 C6238200

250 C6238250

315 C6238315

MASTER JAWS SERIES

SELF-CENTERING CHUCKS 4 JAWS

Tech. Code A
mm

B
mm

B1
mm

C
mm

D - H7
mm

E
mm

F
mm

G
mm

H
mm

J
mm

K
mm

L
mm

Weight
kg

125 56 60,8
4

95 32 108 3 x M8 51 20 56 40 4,8
160 64,5 69,3 125 42 140

3 x M10
70 32 67 43 8,5

200 75 79,8 160 55 176 85 29 80 45 16
250 85 88,8

5
200 76 224 3 x M12 105 34 95 53 26

315 94 99,1 260 103 286 3 x M16 125 43 110 57 43

ITEM: HOL302
Self-centering chuck, art HOL302 with 4 jaws simple guide. Flange
connection. Cast Iron body.

EQUIPMENT:
Supplied with internal claws series and external claw series (DIN
6350 stepped and hardened), operating key and fixing screws.

ITEM: 338

Tech. Code Dimensions
mm

For chucks

125 C6281125

160 C6281160

200 C6281200

250 C6281250

315 C6281315

MASTER JAWS SERIES



C

C.101 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

MANDRINI AUTOCENTRANTI A GUIDA SEMPLICE

Cod. Tec. GR43
Euro

A
mm

B H7
mm

C
mm

D
mm

E
mm

G
mm

H
mm

J
mm

K
mm

Chiave

C6244160 351,20 160 130 45 65 30 70 5
M10

142
11C6244200 452,20 200 165 65 75 29 85

6
180

C6244250 618,00 250 206 80 85 34 105
M12

226
14C6244315 1056,80 315 260 100 94 43 125 7 285

ART. C6244
4 + 4 GRIFFE PER INTERNI / ESTERNI

Attacco a flangia, corpo in ghisa, griffe e parti di scorrimento in
acciaio temprato, fornito completo di chiave di manovra.

DOTAZIONE:
Forniti con serie griffe per interni e serie griffe per esterni (DIN 6350
a gradini e temprate), chiave di manovra e viti di fissaggio.

MORSETTI TENERI - 1,5 X 60°

Cod. Tec. GR43
Euro

Per autocentrante
Ø mm

A
mm

B
mm

C
mm

D H7
mm

E
mm

F
Ø mm

P 

C6270165 10,20 165 72 30 30 12 20 11

1,5 x 60° 3
C6270210 12,80 210 95 35 35 14 25

13C6270254 16,60 254 110 40 40 16
30C6270304 21,70 304 130 50 50 21 17

C6270381 35,70 381 - 454 165 60 70 22 43 21

ART. MORSETTI STANDARD
Adatti per mandrini autocentranti Kitagawa.

MORSETTI TENERI

Cod. Tec. GR43
Euro

Per autocentrante
Ø mm

A
mm

B
mm

C
mm

D H7
mm

E
mm

F
Ø mm

P 

C6275165 15,30 165 72 30
50

12 20 11
1,5 x 60° 3C6275210 16,60 210 95 35 14 25 13

ART. MORSETTI ALTI
Adatti per mandrini autocentranti Kitagawa.

C.101Indivisible package  Suggested retail package - Unit price

SIMPLE GUIDE SELF-CENTERING CHUCKS

Tech. Code A
mm

B H7
mm

C
mm

D
mm

E
mm

G
mm

H
mm

J
mm

K
mm

Wrench

160 130 45 65 30 70 5
M10

142
11

200 165 65 75 29 85
6

180
250 206 80 85 34 105

M12
226

14
315 260 100 94 43 125 7 285

ITEM: C6244
4 + 4 JAWS FOR INTERNAL/EXTERNAL

Flange, cast iron body, hardened steel jaws and sliding parts,
supplied with operating wrench.

EQUIPMENT:
Supplied with internal claws series and external claw series (DIN
6350 stepped and hardened), operating key and fixing screws.

SOFT JAWS - 1,5 X 60°

Tech. Code Self-centering chucks
Ø mm

A
mm

B
mm

C
mm

D H7
mm

E
mm

F
Ø mm

P 

165 72 30 30 12 20 11

1.5 x 60° 3
210 95 35 35 14 25

13
254 110 40 40 16

30
304 130 50 50 21 17

381 - 454 165 60 70 22 43 21

ITEM: STANDARD JAWS
Standard jaws for self-centering Kitagawa chucks.

SOFT JAWS

Tech. Code Self-centering chucks
Ø mm

A
mm

B
mm

C
mm

D H7
mm

E
mm

F
Ø mm

P 

165 72 30
50

12 20 11
1.5 x 60° 3

210 95 35 14 25 13

ITEM: HIGH VERSION
High version jaws for self-centering Kitagawa chucks.



C

C.102 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

MORSETTI TENERI

Cod. Tec. GR43
Euro

Per autocentrante
Ø mm

A
mm

B
mm

C
mm

D H7
mm

E
mm

F
Ø mm

P 

C6280200210 12,80 200 - 210 90
40 40 17 23 13

1/16" x 90° 3

C6280200225 13,30 200 - 210 - 225 105
C6280250X45 15,30

250 110
45 45

21 30 17
C6280250X50 16,30

50 50C6280315 16,60 315 125
C6280400 25,50 400 140 60 60

ART. MORSETTI STANDARD
Adatti per mandrini autocentranti Autoblok SMW pneumatici -
idraulici.

MORSETTI TENERI

Cod. Tec. GR43
Euro

Per autocentrante
Ø mm

A
mm

B
mm

C
mm

D H7
mm

E
mm

F
mm



C6285165 17,90 165 - 175 70 35 50 14 16,5
1/16" x 90° 3C6285200 20,40 200 - 210 90 40 60 17 23

ART. MORSETTI ALTI
Adatti per mandrini autocentranti Autoblok SMW pneumatici -
idraulici.

PIATTAFORMA A 4 GRIFFE INDIPENDENTI

Cod. Tec. GR38
Euro

A
mm

B
mm

C
mm

D1
mm

D2
mm

D3
mm

z-d
mm

RPM
Forza serraggio

kgm
Posizione Serraggio

Capacità con supporto
kg

Peso
kg

C62834400 (850,00) 400 95 143 160 185 125 4-M16 810 6600 25-400 2000 70
C62834500 (1300,00) 500 106 161 200 236 160

4-M20
510 7000 35-500 3500 105

C62834630 (2000,00) 630 115 180 220 258 180 400 8000 50-630 4000 175

ART. C6283
Piattaforma a 4 griffe indipendenti, corpo in ghisa fino a 800 mm,
corpo in acciaio da 1000 mm, guida semplice. Attacco a flangia.

Griffe base non disponibili.

C.102 Indivisible package   Suggested retail package - Unit price

SOFT JAWS

Tech. Code Self-centering chucks
Ø mm

A
mm

B
mm

C
mm

D H7
mm

E
mm

F
Ø mm

P 

200 - 210 90
40 40 17 23 13

1/16" x 90° 3

200 - 210 - 225 105

250 110
45 45

21 30 1750 50
315 125
400 140 60 60

ITEM: STANDARD JAWS
Standard jaws for self-centering Autoblock SMW pneumatic -
hydraulic chucks.

SOFT JAWS

Tech. Code Self-centering chucks
Ø mm

A
mm

B
mm

C
mm

D H7
mm

E
mm

F
mm



165 - 175 70 35 50 14 16.5
1/16" x 90° 3

200 - 210 90 40 60 17 23

ITEM: HIGH VERSION
High version jaws for self-centering Autoblock SMW pneumatic -
hydraulic chucks.

DIRECT MOUNTING INDEPENDENT CHUCKS

Tech. Code A
mm

B
mm

C
mm

D1
mm

D2
mm

D3
mm

z-d
mm

RPM
Tightening force

kgm
Tightening position

Capacity with support
kg

Weight
kg

400 95 143 160 185 125 4-M16 810 6600 25-400 2000 70
500 106 161 200 236 160

4-M20
510 7000 35-500 3500 105

630 115 180 220 258 180 400 8000 50-630 4000 175

ITEM: C6283
Platform with 4 independent jaws, cast Iron body up to 800 mm,
1000 mm steel body, simple guide. Flange connection.

Basic jaws are not available.



C

C.103 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Serie standard.
ART. C6248

Cod. Tec. GR43
Euro


mm

Lunghezza corpo
mm

Lunghezza leva
mm

C624806 (19,40) 6

86 150C624807 (19,40) 7

C624808 (19,40) 8

C624810 (28,30) 10 100 200

C624812 (35,90) 12 110 250

C624813 (41,50) 13
120

300

C624814 (44,40) 14 350

C624815 (45,30) 15 160 430

C624816 (50,00) 16 130

450C624817 (59,50) 17 135

C624819 (75,40) 19 150

CHIAVI PER MANDRINI AUTOCENTRANTI

Serie antinfortunistica.
ART. C6249

Cod. Tec. GR43
Euro


mm

Lunghezza corpo
mm

Lunghezza leva
mm

C624910 (63,70) 10 110 210

C624912 (68,80) 12

123
300

C624913 (68,80) 13

C624914 (68,80) 14 350

C624915 (87,30) 15
160

430

C624916 (87,30) 16
450

C624917 (87,30) 17 170

C.103Indivisible package  Suggested retail package - Unit price

Standard series
ITEM: C6248

Tech. Code 
mm

Body length
mm

Lever length
mm

6

86 1507

8

10 100 200

12 110 250

13
120

300

14 350

15 160 430

16 130

45017 135

19 150

SELF-CENTERING CHUCK KEYS

Safety series.
ITEM: C6249

Tech. Code 
mm

Body length
mm

Lever length
mm

10 110 210

12

123
300

13

14 350

15
160

430

16
450

17 170



C.104

C

CONTROPUNTE ROTANTI PER LAVORAZIONI CON CARICO LEGGERO

Cod. Tec. GR32
Euro CM

Errore di
concentricità

L1
mm

D
mm

A
mm

L2
mm

Portata
Kg

Rpm/min
Peso
Kg

C6251CM2 184,00 2

0,005

42 48
22

25 110 6000 0,9
C6251CM3 202,00 3 43 55 27 280 5000 1,0
C6251CM4 259,00 4 51 61 29 38 460 4000 1,6
C6251CM5 330,00 5 55 80 38 45 780 3000 3,8

ART. C6251
Contropunte rotanti con albero integrale.

MANUALE
ON-LINE

L1

CM

D A

L2

Cod. Tec. GR32
Euro CM

Errore di
concentricità

L1
mm

D
mm

A
mm

L2
mm

Portata
Kg

Rpm/min
Peso
Kg

C6252CM2 226,00 2

0,01

42 48
25

35 110 6000 0,9
C6252CM3 260,00 3 43 55 36 280 5000 1,0
C6252CM4 309,00 4 51 61 29 40 460 4000 1,6
C6252CM5 376,00 5 55 80 35 48 780 3000 3,8

ART. C6252
Contropunte rotanti con cuspide intercambiabile.
Dotazione standard: cuspide C6255

MANUALE
ON-LINE

L1

CM

D A

L2

CONTROPUNTE ROTANTI PER LAVORAZIONI CON CARICO LEGGERO
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Contropunte strutturate con cuscinetti di precisione consigliate per torni con lavorazioni di carico leggero e velocità non elevate.
Corpo ed albero temperati e rettificati, lubrificate con grasso speciale permanente.Contropunte rotanti con albero integrale.

CARICO ASSIALE

Esempio della contropunta rotante CM 5 a 1.000 Rpm/min
Carico assiale (Fa)= 376 (daN)

CARICO RADIALE

Esempio della contropunta rotante CM 5 a 1.000 Rpm/min
Carico radiale (Fr)= 230 (daN) - Fr x 2 = PESO PEZZO

C.104

LIVE CENTRES FOR LIGHT LOAD OPERATIONS

Tech. Code CM Concentricity error
L1
mm

D
mm

A
mm

L2
mm

Capacity
Kg

Rpm/min
Weight

Kg
2

0.005

42 48
22

25 110 6000 0.9
3 43 55 27 280 5000 1.0
4 51 61 29 38 460 4000 1.6
5 55 80 38 45 780 3000 3.8

ITEM: C6251
Revolving live centre with integral shaft.

ON-LINE
MANUAL

Tech. Code CM Concentricity error
L1
mm

D
mm

A
mm

L2
mm

Capacity
Kg

Rpm/min
Weight

Kg
2

0.01

42 48
25

35 110 6000 0.9
3 43 55 36 280 5000 1.0
4 51 61 29 40 460 4000 1.6
5 55 80 35 48 780 3000 3.8

ITEM: C6252
Revolving live centre for interchangeable cusp.
Standard cusp C6255.

ON-LINE
MANUAL

LIVE CENTRES FOR LIGHT LOAD OPERATIONS
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Shaped live centres with precision bearings, reccomended for lathes with light load machining and low speeds.
Hardened and rectified body and shaft, permanently lubricated with special grease.

AXEL LOAD

Example of live centre CM 5 a 1.000 Rpm/min
Axel load(Fa)= 376 (daN)

RADIAL LOAD

Example of live centre CM 5 a 1.000 Rpm/min
Radial load (Fr)= 230 (daN) - Fr x 2 = WEIGHT PRICE



C

C.105

CONTROPUNTE ROTANTI CON CUSPIDI INTERCAMBIABILI IN KIT

Cod. Tec. GR32
Euro CM

Errore di
concentricità

L1
mm

D
mm

A
mm

L2
mm

Portata
Kg

Rpm/min
Peso
Kg

C6269CM3 532,00 3
0,01

43 55 25 36 280 5000 2,6
C6269CM4 587,00 4 51 61 29 40 460 4000 3,5
C6269CM5 718,00 5 55 80 35 48 780 3000 5,3

ART. C6269
Contropunte rotanti per lavorazioni con carico leggero con cuspidi
intercambiabili in kit.

Dotazione standard:
• 1 contropunta C6252
• 1 cuspide C6255
• 1 cuspide C6257
• 2 cuspidi C6259
• 1 cuspide C6262
• 1 chiave per assemblaggio cuspidi

L1

CM

D A

L2

CONTROPUNTE ROTANTI PER LAVORAZIONI CON CARICO MEDIO

Cod. Tec. GR32
Euro CM

Errore di
concentricità

L1
mm

D
mm

A
mm

L2
mm

Portata
Kg

Rpm/min
Peso
Kg

C6253CM3 247,00 3
0,005

47 55 22 28 640 7000 1,0
C6253CM4 265,00 4 55 61 29 40 700 5500 1,65
C6253CM5 372,00 5 63 80 38 48 1000 4500 3,55

ART. C6253
Contropunte rotanti con albero integrale.

MANUALE
ON-LINE

L1

CM

D A

L2

Cod. Tec. GR32
Euro CM

Errore di
concentricità

L1
mm

D
mm

A
mm

L2
mm

Portata
Kg

Rpm/min
Peso
Kg

C6254CM3 293,00 3
0,01

47 55 25 37 640 7000 1,0
C6254CM4 319,00 4 55 61 29 40,5 700 5500 1,65
C6254CM5 443,00 5 63 80 35 46 1000 4500 3,55

ART. C6254
Contropunte rotanti con cuspide intercambiabile.
Dotazione standard: cuspide C6255

MANUALE
ON-LINE

L1

CM

D A

L2

CONTROPUNTE ROTANTI PER LAVORAZIONI CON CARICO MEDIO
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Contropunte strutturate con cuscinetti di precisione consigliate per torni con lavorazioni di carico medio e velocità non elevate.
Corpo ed albero temperati e rettificati, lubrificate con grasso speciale permanente.

CARICO ASSIALE

Esempio della contropunta rotante CM 5 a 1.000 Rpm/min
Carico assiale (Fa)= 546 (daN)

CARICO RADIALE

Esempio della contropunta rotante CM 5 a 1.000 Rpm/min
Carico radiale (Fr)= 320 (daN) - Fr x 2 = PESO PEZZO

C.105

LIVE CENTRES IN WOODEN BOX WITH INTERCHANGEABLE TIPS KIT

Tech. Code CM Concentricity error
L1
mm

D
mm

A
mm

L2
mm

Capacity
Kg

Rpm/min
Weight

Kg
3

0.01
43 55 25 36 280 5000 2.6

4 51 61 29 40 460 4000 3.5
5 55 80 35 48 780 3000 5.3

ITEM: C6269
Revolving live centre for light load operations with interchangeable
tips in wooden box kit.

Composition standard:
• 1 live centre C6252
• 1 cusp C6255
• 1 cusp C6257
• 2 cusp C6259
• 1 cusp C6262
• 1 wrench for tips assembly

LIVE CENTRES FOR MEDIUM LOAD

Tech. Code CM Concetricity error
L1
mm

D
mm

A
mm

L2
mm

Capacity
Kg

Rpm/min
Weight

Kg
3

0.005
47 55 22 28 640 7000 1.0

4 55 61 29 40 700 5500 1.65
5 63 80 38 48 1000 4500 3.55

ITEM: C6253
Revolving live centre with integral shaft.

ON-LINE
MANUAL

Tech. Code CM Concetricity error
L1
mm

D
mm

A
mm

L2
mm

Capacity
Kg

Rpm/min
Weight

Kg
3

0.01
47 55 25 37 640 7000 1.0

4 55 61 29 40,5 700 5500 1.65
5 63 80 35 46 1000 4500 3.55

ITEM: C6254
Revolving live centre with interchangeable cusp.
Standard cusp C6255.

ON-LINE
MANUAL

LIVE CENTRES FOR MEDIUM LOADS OPERATIONS
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Shaped live centre with precision bearings, reccomended for lathes with light and medium machinings and not high speeds.
Hardened and rectified body and shaft, permanently lubricated with special grease.

AXEL LOAD

Example of live centre CM 5 a 1.000 Rpm/min
Axel load (Fa)= 546 (daN)

AXEL LOAD

Example of live centre CM 5 a 1.000 Rpm/min
Axel load (Fr)= 320 (daN) - Fr x 2 = WEIGHT PRICE



C

C.106 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR32
Euro Per contropunte

D
mm

d1
mm

A
mm

L1
mm

L2
mm

C6256CM3 (66,00) CM2 - CM3 25 10 13,458 25 30
C6256CM4 (68,00) CM4 29 12 15,303 27 33
C6256CM5 (77,00) CM5 35 14 20,625 28 38

ART. C6256
Cuspidi intercambiabili con punta in metallo duro.

Cod. Tec. GR32
Euro Per contropunte

D
mm

d1
mm

d2
mm

A
mm

L1
mm

L2
mm

L3
mm

C6258CM3 (78,00) CM2 - CM3 25
12

7 13,458 25 36
16C6258CM4 (82,00) CM4 29 8 15,303 27 39

C6258CM5 (88,00) CM5 35 15 12 20,625 28 44 19

ART. C6258
Cuspidi intercambiabili con punta in metallo duro a diametro ridotto.

CUSPIDI INTERCAMBIABILI PER CONTROPUNTE

Cod. Tec. GR32
Euro Per contropunte

D
mm

A
mm

L1
mm

L2
mm

C6255CM3 (37,00) CM2 - CM3 25 13,458 25 30
C6255CM4 (40,00) CM4 29 15,303 27 33
C6255CM5 (43,00) CM5 35 20,625 28 38

ART. C6255
Cuspidi intercambiabili modello standard.

L1L2

D A

Cod. Tec. GR32
Euro Per contropunte

D
mm

d1
mm

A
mm

L1
m

L2
mm

L3
mm

C6257CM3 (45,00) CM2 - CM3 25
12

13,458 25 36
16C6257CM4 (47,00) CM4 29 15,303 27 39

C6257CM5 (51,00) CM5 35 15 20,625 28 44 19

ART. C6257
Cuspidi intercambiabili con punta a diametro ridotto.

L1L2

D

L3

Ad1

ART. C6268

Cod. Tec. GR32
Euro Per contropunte

C6268CM2/3 (26,00) CM2 - CM3

C6268CM4 (26,00) CM4

C6268CM5 (37,00) CM5

CHIAVI PER ESTRAZIONE CUSPIDI

C.106 Indivisible package   Suggested retail package - Unit price

Tech. Code For tailstocks
D

mm
d1
mm

A
mm

L1
mm

L2
mm

CM2 - CM3 25 10 13.458 25 30
CM4 29 12 15.303 27 33
CM5 35 14 20.625 28 38

ITEM: C6256
Interchangeable tips for live centre with carbide point.

Tech. Code For tailstocks
D

mm
d1
mm

d2
mm

A
mm

L1
mm

L2
mm

L3
mm

CM2 - CM3 25
12

7 13.458 25 36
16

CM4 29 8 15.303 27 39
CM5 35 15 12 20.625 28 44 19

ITEM: C6258
Interchangeable tips for live centre with carbide point and reduced
diameter.

INSERTS FOR LIVE CENTRES

Tech. Code For tailstocks
D

mm
A

mm
L1
mm

L2
mm

CM2 - CM3 25 13.458 25 30
CM4 29 15.303 27 33
CM5 35 20.625 28 38

ITEM: C6255
Interchangeable tips for live centre standard.

Tech. Code For tailstocks
D

mm
d1
mm

A
mm

L1
m

L2
mm

L3
mm

CM2 - CM3 25
12

13.458 25 36
16

CM4 29 15.303 27 39
CM5 35 15 20.625 28 44 19

ITEM: C6257
Interchangeable tips for live centre with slim point and reduced
diameter.

ITEM: C6268

Tech. Code For tailstocks

CM2 - CM3

CM4

CM5

EXTRACTION WRENCH FOR TIPS



C

C.107 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR32
Euro Per contropunte

D
mm

d1
mm

A
mm

L1
mm

L2
mm

C6260CM3 (45,00) CM2 - CM3 25 8 13,458 25 47
C6260CM4 (47,00) CM4 29 10 15,303 27 52
C6260CM5 (51,00) CM5 35 12 20,625 28 61

ART. C6260
Cuspidi intercambiabili prolungate.

Cod. Tec. GR32
Euro Per contropunte

D
mm

d1
mm

A
mm

L1
mm

L2
mm

L3
mm

C6261CM3 (65,00) CM2 - CM3
29 23

13,458 27
30

2C6261CM4 (65,00) CM4 15,303 29
C6261CM5 (68,00) CM5 35 27 20,625 30 35

ART. C6261
Cuspidi intercambiabili tronco-cave.

CUSPIDI INTERCAMBIABILI PER CONTROPUNTE

Cod. Tec. GR32
Euro Per contropunte

D
mm

d1
mm

A
mm

L1
mm

L2
mm

L3
mm

C6259CM3 (45,00) CM2 - CM3 25
7

13,458 25 36
12C6259CM4 (47,00) CM4 29 15,303 27 39

C6259CM5 (51,00) CM5 35 20,625 28 44

ART. C6259
Cuspidi intercambiabili con punta extra ridotta.

L3

L1L2

D Ad1

Cod. Tec. GR32
Euro Per contropunte

D
mm

d1
mm

A
mm

L1
mm

L2
mm

L3
mm

C6262CM3 69,00 CM2 - CM3
59 26

13,458 27
35 2C6262CM4 69,00 CM4 15,303 29

C6262CM5 69,00 CM5 20,625 30

ART. C6262
Cuspidi intercambiabili per tubi.

L1L2

D

L3

Ad1

C.107Indivisible package  Suggested retail package - Unit price

Tech. Code For tailstocks
D

mm
d1
mm

A
mm

L1
mm

L2
mm

CM2 - CM3 25 8 13.458 25 47
CM4 29 10 15.303 27 52
CM5 35 12 20.625 28 61

ITEM: C6260
Extended interchangeable tips for live centre.

Tech. Code For tailstocks
D

mm
d1
mm

A
mm

L1
mm

L2
mm

L3
mm

CM2 - CM3
29 23

13.458 27
30

2CM4 15.303 29
CM5 35 27 20.625 30 35

ITEM: C6261
Interchangeable tips truncated cone for live centre.

INSERTS FOR LIVE CENTRES

Tech. Code For tailstocks
D

mm
d1
mm

A
mm

L1
mm

L2
mm

L3
mm

CM2 - CM3 25
7

13.458 25 36
12CM4 29 15.303 27 39

CM5 35 20.625 28 44

ITEM: C6259
Interchangeable tips for live centre with extra reduced point.

Tech. Code For tailstocks
D

mm
d1
mm

A
mm

L1
mm

L2
mm

L3
mm

CM2 - CM3
59 26

13.458 27
35 2CM4 15.303 29

CM5 20.625 30

ITEM: C6262
Interchangeable tips for tubolar workpieces for live centre.



C

C.108 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

CONTROPUNTE FISSE

Cod. Tec. GR32
Euro CM

D
mm

L
mm

Peso
Kg

C6263CM2 (27,00) 2 18 100 0,1
C6263CM3 (30,00) 3 24,1 125 0,4
C6263CM4 (45,00) 4 31,6 160 0,7
C6263CM5 (89,00) 5 44,7 200 1,9

ART. C6263
Contropunte fisse a 60° in acciaio temprato.

Cod. Tec. GR32
Euro CM

D
mm

L
mm

B
mm

C
mm

Peso
Kg

C6264CM2 (61,00) 2 18 100 30 2 0,1
C6264CM3 (70,00) 3 24,1 125 38 3 0,4
C6264CM4 (49,00) 4 31,6 160 50 5 0,7

ART. C6264
Contropunte fisse a 60° scaricate in acciaio temprato.

Cod. Tec. GR32
Euro CM

D
mm

L
mm

P
mm

Peso
Kg

C6265CM3 (95,00) 3 24,1 125 11 0,4
C6265CM4 (95,00) 4 31,6 160 14 0,75
C6265CM5 (216,00) 5 44,7 200 18 1,95

ART. C6265
Contropunte fisse a 60° in acciaio temprato con punta in metallo
duro.

Cod. Tec. GR32
Euro CM

D
mm

L
mm

C
mm

B
mm

P
mm

Peso
Kg

C6266CM3 (140,00) 3 24,1 125 3 38 11 0,4
C6266CM4 (140,00) 4 31,6 160 5 50 14 0,75
C6266CM5 (237,00) 5 44,7 200 7 63 18 1,95

ART. C6266
Contropunte fisse a 60° scaricate in acciaio temprato con punta in
metallo duro.

C.108 Indivisible package   Suggested retail package - Unit price

DEAD CENTRES

Tech. Code CM
D

mm
L

mm
Weight

Kg
2 18 100 0.1
3 24.1 125 0.4
4 31.6 160 0.7
5 44.7 200 1.9

ITEM: C6263
Dead centres at 60° in hardened steel.

Tech. Code CM
D

mm
L

mm
B

mm
C

mm
Weight

Kg
2 18 100 30 2 0.1
3 24.1 125 38 3 0.4
4 31.6 160 50 5 0.7

ITEM: C6264
Dead centres at 60° in hardened steel.

Tech. Code CM
D

mm
L

mm
P

mm
Weight

Kg
3 24.1 125 11 0.4
4 31.6 160 14 0.75
5 44.7 200 18 1.95

ITEM: C6265
Dead centres at 60° in hardened steel with a hardened steel metal
point.

Tech. Code CM
D

mm
L

mm
C

mm
B

mm
P

mm
Weight

Kg
3 24.1 125 3 38 11 0.4
4 31.6 160 5 50 14 0.75
5 44.7 200 7 63 18 1.95

ITEM: C6266
Dead centres at 60° in hardened steel with a hardened steel metal
point.
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C.109 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

TRASCINATORI FRONTALI CLAW

Cod. Tec. GR32
Euro

Ø min
mm

Ø max
mm

Attacco
A

mm
B

mm
C

mm
L1
mm

L2
mm

Peso
Kg

C6295D30 (412,00)
12 25

D30 x 65
8 20 48 52 67

0,9C6295CM3 (423,00) CM3
C6295CM4 (452,00) CM4 1,2

ART. C6295
Trascinatori frontali ad azione meccanica.

Caratteristiche:
- Acciaio Temprato e rettificato
- Speciale sistema di bilanciamento degli artigli
- Profilo adatto a lavorazione in entrambi i sensi

Vantaggi:
- Possibilità di lavorazione di superfici non perpendicolari

Dotazione standard:
- I trascinatori sono forniti con la punta centrale e gli artigli neutri

Trascinatori frontali CLAW-25 - Campo d' impiego 12-25 mm

MANUALE
ON-LINE

Cod. Tec. GR32
Euro Descrizione

C6295ARNT (22,00) Artigli di ricambio neutri - Rotazione destra e sinistra

C6295ARSX (22,00) Artigli di ricambio sinistri - Rotazione antioraria

C6295ARDX (22,00) Artigli di ricambio destri - Rotazione oraria

C6295PUA (17,00) Adattatore punta centrale di ricambio

C6295PUN (47,00) Punta centrale di ricambio

Technology
Efficiency

Enduranceprecision tooling

C.109Indivisible package  Suggested retail package - Unit price

FACE DRIVERS

Tech. Code Ø min
mm

ø max
mm

Coupling
A

mm
B

mm
C

mm
L1
mm

L2
mm

Weight
Kg

12 25
D30 x 65

8 20 48 52 67
0.9

CM3
CM4 1.2

ITEM: C6295
Face drivers with mechanical action.

Features:
- Hardened tempered steel
- Special balancing system of the claws
- Profile adapted for processing at both ends

Advantages:
- Possibility of processes on surfaces non perpendicular

Standard adaption:
- The face drivers are provided with the tip centered and neutral claws

Face driver CLAW-25 - used for 12-25 mm field of application

ON-LINE
MANUAL

Tech. Code Description

Neutral claws spare parts - rotation right and left

Left claws spare parts - anti-clockwise rotation

Right claws spare parts - clockwise rotation

Adaptor for central tips spare parts

Central tips spare parts
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C.110 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Serie completa di 67 anelli cementati e temperati crescenti di 2 mm da Ø 14 mm
a Ø 146 mm, assoluta precisione nella tornitura delle griffe, molto pratica per la
scelta dell'anello, riduzione dei tempi di avviamento, minimo investimento facilmente
ammortizzabile.

ART. C6290

Cod. Tec. GR43
Euro

Ø A
mm

Ø B
mm

C
mm

C629014-146 686,00

14 - 22
24 - 40
42 - 58
60 - 66
68 - 86

88 - 106
108 - 126
128 - 146

7
12
22
30
40
50
60
80

7
7
9
9
9
9
9
9

ANELLI PER TORNITURA DELLE GRIFFE

Le bride di trascinamento a bloccaggio rapido servono per il trascinamento del pezzo
da lavorare quando è fissato fra le due punte della macchina utensile.
Il loro impiego risulta molto vantaggioso nelle lavorazioni di rettifica in serie� infatti con
la loro rapidità di apertura e chiusura si riduce notevolmente il tempo di sostituzione del
pezzo in macchina, con conseguenti risparmi economici.

ART. C6287

Cod. Tec. GR43
Euro

D
mm

C6287056 101,40 56 - 64

C6287064 102,60 64 - 72

C6287072 105,10 72 - 80

C6287080 126,10 80 - 90

C6287090 132,30 90 - 100

C6287100 138,40 100 - 110

C6287110 143,40 110 - 120

Cod. Tec. GR43
Euro

D
mm

C6287000 77,90 0 - 8

C6287008 81,60 8 - 16

C6287016 85,30 16 - 24

C6287024 86,50 24 - 32

C6287032 90,20 32 - 40

C6287040 95,20 40 - 48

C6287048 98,90 48 - 56

BRIDE AUTOMATICHE IN ACCIAIO

CHIAVE DI BLOCCAGGIO PEZZO IN LAVORAZIONE

PUNTALINO DI RIFERIMENTO

Dispositivo per mantenere costanti i riferimenti relativi a tutte le operazioni di tornitura.
Per montare lo STOPBARR è necessario introdurlo nell'albero cavo del mandrino del
tornio, sistemarlo nella posizione desiderata e ruotare in senso orario con la chiave in
dotazione fino a bloccarlo saldamente. Fornibili a richiesta altre dimensioni.

ART. C6288

Cod. Tec. GR43
Euro

Campo di regolazione
mm

Campo di regolazione
inc.

C6288032 (192,80) 32 - 41 1-1/4� - 1-5/8�

C6288041 (239,80) 41 - 52 1-5/8� - 2-1/16�

C6288051 (247,20) 51 - 62 2� - 2-7/16�

C6288062 (311,50) 62 - 82 2-7/16� - 3-1/4�

DISPOSITIVI STOPBARR REGOLABILI

DISPOSITIVI PER LA TORNITURA DEI MORSETTI TENERI OUTLOCK

Cod. Tec. GR43
Euro

Espansione con griffe normale
mm

Espansione con griffe rovesciata
mm

Carico max
Kg

A
mm

B
mm

C
mm

D
mm

C6292450 (600,70) 1 - 107 159 - 220 2.000 / 2.400 158 107 24 10

ART. C6292
Dispositivo per la tornitura dei blocchetti teneri per mandrini
autocentranti manuali. Outlock garantisce un'elevata precisione e
concentricità delle sedi di presa del pezzo con notevole riduzione
dei tempi di preparazione dei morsetti.
Fornibili a richiesta altre misure e versioni NC per mandrini
autocentranti automatici.

C.110 Indivisible package   Suggested retail package - Unit price

Complete set of 67 increasing hardened rings, 2 mm from Ø 14 mm up to Ø 146 mm,
unmatched jaw turning precision, highly effective due to the ring choice, reduced set-
up time, a minor investment easy to depreciate.

ITEM: C6290

Tech. Code Ø A
mm

Ø B
mm

C
mm

14 - 22
24 - 40
42 - 58
60 - 66
68 - 86

88 - 106
108 - 126
128 - 146

7
12
22
30
40
50
60
80

7
7
9
9
9
9
9
9

RINGS FOR TURNING JAWS

The fast clamp grinding carriers are used to pull the work piece when it is fixed between
two drills.
They are highly useful in mass grinding processes; in fact their high speed opening
and closing allows a significant reduction in the time necessary for changing the piece
on the machine tool, which also means cost savings.

ITEM: C6287

Tech. Code D
mm

56 - 64

64 - 72

72 - 80

80 - 90

90 - 100

100 - 110

110 - 120

Tech. Code D
mm
0 - 8

8 - 16

16 - 24

24 - 32

32 - 40

40 - 48

48 - 56

GRINDING CARRIERS IN STEEL

KEY LOCKING PIECE IN PROGRESS

REFERENCE TRACER POINT

Device for maintaining constant references related to all the operations of turning. To
mount the STOPBARR it is necessary to be introduced into the hollow shaft of the
cable a lathe spindle, arranging in the position desired and to rotate anti-clockwise with
the supplied key up to blocking securely. Other dimensions are available on request.

ITEM: C6288

Tech. Code Adjustment range
mm

Adjustment range
inc.

32 - 41 1-1/4� - 1-5/8�

41 - 52 1-5/8� - 2-1/16�

51 - 62 2� - 2-7/16�

62 - 82 2-7/16� - 3-1/4�

ADJUSTABLE STOP BARR DEVICES

DEVICES FOR THE TURNING OF SOFT JAWS OUTLOCK

Tech. Code Expansion with jaws normal
mm

Expansion with jaws reversed
mm

Max grip load
Kg

A
mm

B
mm

C
mm

D
mm

1 - 107 159 - 220 2.000 / 2.400 158 107 24 10

ITEM: C6292
Devices for the turning of soft jaws for manual chucks. Outlock
ensures an high precision and concentricity of the gripping of
the workpiece with a considerable reduction of the time of the
preparation of the soft jaws.
Available on request orther versions and measurements NC for
automatic chucks.
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C.111 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR40
Euro

Mod.
mm

A
mm

B
mm

C
mm

G
mm

H
mm

I
mm

J
mm

L
mm

M
mm

N
mm

O
mm

P
mm

S
mm

Peso
Kg

C6310110100 (1254,00) 110x100 100
40 78 12 9

338
110

280
110 10 63 18 38

11,5

C6310110150 1325,00 110x150 150 388 330 12,5

C6310150200 1582,00 150x200 200

50 98
18 12,5

481

150

413

150 13 85 30 48

27

C6310150250 1643,00 150x250 250 531 463 29

C6310150300 1864,00 150x300
300

588 520 31,5

C6310200300 (2580,00) 200x300 70 138 697 200 610 200 15,5 123 27 68 78

ART. C6310
Attrezzatura di bloccaggio TCT completa di chiave poligonale, piastrina di fermo laterale,
slitta guidata, slitta oscillante (per pezzi irregolari), coppia chiavette di posizionamento
h6 (a scelta), coppia parallele CLAK, carter protezione vite, golfaro di sollevamento.
Cassa imballo in legno.
Fornite con coppia di ganasce Sintergrip standard.

MORSE DI PRECISIONE TCT

Cod. Tec. GR40
Euro

Mod
mm

A
mm

B
mm

C
mm

G
mm

H
mm

l
mm

J
mm

L
mm

M
mm

S
mm

Peso
Kg

C6301150200 1173,00 150 x 200 200

50 102

18 12,5

482

150

415

128 52

25,5

C6301150250 1216,00 150 x 250 250 532 465 27,5

C6301150300 1416,00 150 x 300
300

588 520 30

C6301200300 2004,00 200 x 300
70 136

656
200

570
168 66

66

C6301200400 2192,00 200 x 400 400 670 670 68

ART. C6301
Attrezzature di bloccaggio con ganascia guidata (a richiesta ganascia oscillante) completa
di piastrina di fermo laterale, coppia di parallele CLAK, carter protezione vite, coppia
chiavette h6 (a scelta), chiave poligonale.

MORSE DI BLOCCAGGIO

C.111Indivisible package  Suggested retail package - Unit price

Tech. Code Mod.
mm

A
mm

B
mm

C
mm

G
mm

H
mm

I
mm

J
mm

L
mm

M
mm

N
mm

O
mm

P
mm

S
mm

Weight
Kg

110x100 100
40 78 12 9

338
110

280
110 10 63 18 38

11.5

110x150 150 388 330 12.5

150x200 200

50 98
18 12.5

481

150

413

150 13 85 30 48

27

150x250 250 531 463 29

150x300
300

588 520 31.5

200x300 70 138 697 200 610 200 15.5 123 27 68 78

ITEM: C6310
TCT clamping equipment complete with wrench, work stop, rigid slide way, floating slide
way (for raw workpiece), pair of positioning keys h6 (optionally), pair of CLAK parallels,
cover for screw protection, eye bolt for lifting. Wooden packing case.
Supplied with Sintergrip standard jaw pair.

PRECISION VICE TCT

Tech. Code Mod
mm

A
mm

B
mm

C
mm

G
mm

H
mm

l
mm

J
mm

L
mm

M
mm

S
mm

Weight
Kg

150 x 200 200

50 102

18 12.5

482

150

415

128 52

25.5

150 x 250 250 532 465 27.5

150 x 300
300

588 520 30

200 x 300
70 136

656
200

570
168 66

66

200 x 400 400 670 670 68

ITEM: C6301
Clamping equipment with clamp (on request oscillating Jaw clamp) complete with side stop
plate, a pair of CLAK parallels, cover for screw protection, a pair of positioning keys h6 (of
choice), polygonal wrenches.

CLAMPING VICE
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C.112 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR40
Euro

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

G
mm

H
mm

I
mm

J
mm

L
mm

M
mm

S
mm

Peso
Kg

C6325125150 675,00 150 40 80 111

100 100 16

8.5 410 125 345 95 40 13

C6325150200 818,00 200
50 100 122.5

12.5

500
150

420
125 50

26

C6325150300 998,00 300 600 520 29

C6325200400 1951,00 400 65 135 145 780 200 695 170 70 74

ART. C6325
Attrezzatura di bloccaggio LC, completa di: chiave a pipa, ganascia guidata, piastrina di
fermo laterale, coppia chiavette di posizionamento h6, carter protezione vite, 4 staffe di
fissaggio. Fornito in cassa imballo in cartone.

MORSE DI BLOCCAGGIO LC

ART. C6331
Genius è una morsa progettata per lavorazioni su macchine a 5 assi e può essere
utilizzata anche per lavori di alta precisione, grazie alla assoluta ripetibilità di serraggio.
Le morse Genius sono fornite già con ganasce SinterGrip, l’innovativo sistema di
staffaggio ad inserti in metallo duro, che consente la presa pezzo con solo 3,5 mm.
di staffaggio.
Questo rende le morse Genius il sistema ideale per le lavorazioni con macchine a 5
assi.
La forza di bloccaggio (sino a 40kN), grazie al suo innovativo sistema di serraggio a
trazione, è direzionata esattamente sulla parte del pezzo staffato.
Il bloccaggio può essere effettuato in un solo step fino a mm 200.
Lo scorrimento delle ganasce è su alberi cementati e rettificati, non su basi, e questo
consente un più rapido e preciso posizionamento in asse con il centro macchina.
Fornite standard con chiavette 12x18 mm

Cod. Tec. GR40
Euro

A
mm

B
mm

Peso
Kg

C6331100 (1960,00) 100 312 23
C6331200 (2016,00) 200 412 25

MORSE GENIUS

C.112 Indivisible package   Suggested retail package - Unit price

Tech. Code A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

G
mm

H
mm

I
mm

J
mm

L
mm

M
mm

S
mm

Weight
Kg

150 40 80 111

100 100 16

8.5 410 125 345 95 40 13

200
50 100 122.5

12.5

500
150

420
125 50

26

300 600 520 29

400 65 135 145 780 200 695 170 70 74

ITEM: C6325
LC clamping equipment complete with wrench, rigid slide way, work stop, pair of positioning
keys h6, cover for screw protection, 4 clamps. Supplied in cardboard box.

CLAMPING VICE LC

ITEM: C6331
Genius is a clamping system engineered for 5-axis machining centers, thanks to its
clamping repeat accuracy, it guarantees high-precision performances.
Genius clamping units are provided complete with SinterGrip jaws, the innovative
clamping system with hard metal inserts, enabling the workpiece grip with only 3,5
mm clamping
This makes Genius the ideal system in case of 5-axis machining centers.
Its innovative shear clamping system provides a clamping force (up to 40kN) which is
functionally directed on the clamped workpiece.
Locking can be performed in a single step, up to 200 mm.
Its jaws travel along cemented as well as rectified shafts, instead of surfaces, therefore
enabling a faster and more accurate positioning on axis with the machine centre point.
Standard provided with 12x18 mm keys.

Tech. Code A
mm

B
mm

Weight
Kg

100 312 23
200 412 25

5-AXIS CLAMPING SYSTEM
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C.113 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ART. C6335
Sintergrip è un bloccaggio sicuro che evita le deformazioni del pezzo.
Il sistema è composto da due differenti elementi: una coppia di ganasce e una serie
di inserti in metallo duro integrale con speciale profilatura brevettata che bloccano il
materiale da lavorare senza bisogno di prelavorazioni o di morse speciali.
Il prodotto SinterGrip permette di bloccare un pezzo in morsa per meno millimetri
possibili, 3,5 mm di presa, e questo consente di:
- poter lavorare completamente il pezzo in un' unica fase
(soprattutto per macchine a 5 assi)

- poter risparmiare sulle materie prime, soprattutto quando queste
hanno una grossa incidenza sul prezzo (alluminio, titanio, ecc.)

ALL IN ONE
1. Forma della sede dell'inserto autocentrante con incastro a coda di rondine
2. Fori di fissaggio alla morsa
3. Rivestimento in carburo di tungsteno per migliore grip in seconda fase
4. Sede per Clak system
5. Costruite in acciaio con resistenza alla trazione a 1.080 N/mmð � nitrurazione

Cod. Tec. GR40
Euro Descrizione

C6335ALL150 (363,00) Coppia ganasce TC/MC 150 ALL IN ONE
C6335ALL200 (528,00) Coppia ganasce TC/MC 200 ALL IN ONE
C6335STD150 (328,00) Coppia ganasce TC/MC 150 STANDARD
C6335STD200 (436,00) Coppia ganasce TC/MC 200 STANDARD

SISTEMA DI BLOCCAGGIO SINTERGRIP

Cod. Tec. GR40
Euro Descrizione

C6336ACC 261,00 Set 10 inserti Sintergrip STD per acciaio

C6336ALU 261,00 Set 10 inserti Sintergrip STD per alluminio

C6336TEMP 261,00 Set 10 inserti Sintergrip STD per acciaio temprato

ART. C6336
Gli inserti SinterGrip sono in metallo duro sintetizzato in grado ISO P30:P35 rivestiti con metodo PVD.
L'affilatura dei denti è brevettata, con l' angolo inferiore maggiore rispetto al superiore, che unita con una
speciale forma conica della sezione triangolare dell'inserto, generano due forze di spinta ideali che garantiscono
un effetto pull-down sul pezzo staffato che consente di staffare i pezzi con minor forza di bloccaggio, evitando
fenomeni di deformazione e riducendo qualsiasi rischio di vibrazione.

INSERTI SINTERGRIP

C.113Indivisible package  Suggested retail package - Unit price

ITEM: C6335
Sintergrip is a safe locking method conceived to avoid work piece deformations. The
system comprises two different elements: a pair of jaws and a set of carbide inserts
featuring a special patented profiling so to efficiently lock the work piece avoiding any
need for premachining or special clamping.
Sintergrip also allows to lock for as few millimeters as possible the work piece in the
clamping unit (3,5 mm grip ) therefore enabling:
- complete item machining in a single phase (especially for 5-axis units)
- a cost-effective approach to the use of raw materials, especially when these have a
significant impact on the costs (aluminum, titanium, etc.)

ALL IN ONE
1. Shape of the self-centering seat of the inserts with dovetail interlocking
2. Fixing holes to the vise
3. Tungsten carbide coating for better grip in the second operation
4. Seat for Clak system
5. Made on steel with tensile strength ~ 1.080 N/mm² + nitriding.

Tech. Code Description

Pair of jaws TC/MC 150 ALL IN ONE
Pair of jaws TC/MC 200 ALL IN ONE
Pair of jaws TC/MC 150 STANDARD
Pair of jaws TC/MC 200 STANDARD

SINTERGRIP LOCKING SYSTEM

Tech. Code Description

Set of 10 Sintergrip STD inserts for steel

Set of 10 Sintergrip STD inserts for aluminum

Set of 10 Sintergrip STD inserts for tempered steel

ITEM: C6336
SinterGrip inserts are made in ISO P30:P35 carbide PVD-method coated.
The cutting edges of its teeth is patented, the lower angle being greater than the upper one, jointed by a
special cone-shaped insert section, generate two ideal thrust forces ensure a pull-down effect on the clamped
workpiece, allowing a decreased clamping force for significantly reduced deformation phenomena and vibration
risks.

SINTERGRIP INSERTS
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C.114 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR40
Euro Per modelli

B
mm

C6340SET150 466,00 TC 150x«/MC 150x«. 20 - 25 - 30 - 35 - 40 - 45

ART. C6340
Set 6 coppie parallele piane

Esclusivo sistema di parallele modulari ad innesto rapido.
Vantaggi:
• Sostituzione rapida delle parallele delle ganasce
• Eliminazione di staffe o fermi tramite sistema autobloccante
• Mantenimento della precisione

Tutte le parallele e le ganasce della serie CLAK possono essere
applicate sia sulle atrrezzature della serie TC sia della serie MC.

PARALLELE MODULARI A CAMBIO RAPIDO PIANE CLAK IN SET 6 COPPIE

Cod. Tec. GR40
Euro Per modelli

B
mm

C6345SET150 586,00 TC 150x«/MC 150x«. 10 - 15 - 20 - 25 - 30 - 35 - 40 - 43 - 45 - 47

C6345SET200 690,00 TC 200x«/MC 200x«. 20 - 25 - 30 - 35 - 40 - 45 - 50 - 55 - 60 - 65

ART. C6345
Set 10 coppie parallele piane.

Esclusivo sistema di parallele modulari ad innesto rapido.
Vantaggi:
• Sostituzione rapida delle parallele delle ganasce
• Eliminazione di staffe o fermi tramite sistema autobloccante
• Mantenimento della precisione

Tutte le parallele e le ganasce della serie CLAK possono essere
applicate sia sulle atrrezzature della serie TC sia della serie MC.

PARALLELE MODULARI A CAMBIO RAPIDO PIANE CLAK IN SET 10 COPPIE

Cod. Tec. GR40
Euro

B
mm

A
mm

C
mm

Per modelli

C637512 (118,00) 12

146 3 TC 150x« MC 150x«.

C637515 (118,00) 15
C637520 118,00 20
C637525 118,00 25
C637535 118,00 35
C637540 118,00 40
C637543 118,00 43
C637545 118,00 45
C637547 118,00 47

ART. C6375
Parallele piane

PARALLELE MODULARI A CAMBIO RAPIDO PIANE CLAK

C.114 Indivisible package   Suggested retail package - Unit price

Tech. Code For models
B

mm

TC 150x…/MC 150x…. 20 - 25 - 30 - 35 - 40 - 45

ITEM: C6340
Set of 6 parallel pairs.

Exclusive quick change modular parallel system.
Advantages:
• Allows quick change of parallel jaws
• Eliminates clamps and locks thanks to a self-lock system.
• Precision maintenance

All parallel or jaw CLAK systems can be used on both the TC range
and the MC range.

CLAK QUICK CHANGE MODULAR FLAT PARALLELS - SET OF 6 PAIRS

Tech. Code For models
B

mm

TC 150x…/MC 150x…. 10 - 15 - 20 - 25 - 30 - 35 - 40 - 43 - 45 - 47

TC 200x…/MC 200x…. 20 - 25 - 30 - 35 - 40 - 45 - 50 - 55 - 60 - 65

ITEM: C6345
Set of 10 pairs of flat parallels.

Exclusive quick change modular parallel system.
Advantages:
• Allows quick change of parallel jaws
• Eliminates clamps and locks thanks to a self-lock system.
• Precision maintenance

All parallel or jaw CLAK systems can be used on both the TC range
and the MC range.

CLAK QUICK CHANGE MODULAR FLAT PARALLELS - SET OF 10 PAIRS

Tech. Code B
mm

A
mm

C
mm

For models

12

146 3 TC 150x… MC 150x….

15
20
25
35
40
43
45
47

ITEM: C6375
Flat parallels

CLAK QUICK CHANGE MODULAR FLAT PARALLELS
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C.115 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR40
Euro

B
mm

A
mm

C
mm

Per modelli

C638060 (142,00) 60
196 4 TC 200x« MC 200x«.C638065 (142,00) 65

ART. C6380
Parallele piane

PARALLELE MODULARI A CAMBIO RAPIDO PIANE CLAK

Smart
Simplicity

Affordability

C.115Indivisible package  Suggested retail package - Unit price

Tech. Code B
mm

A
mm

C
mm

For models

60
196 4 TC 200x… MC 200x….

65

ITEM: C6380
Flat parallels

CLAK QUICK CHANGE MODULAR FLAT PARALLELS
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MORSE RKE

Cod. Tec. GR37
Euro

A
mm

C
mm

D
mm

E
mm

Forza di serraggio
kN

B2
mm

B3
mm

Peso
Ng

C6605092 (2175,00) 92 32 330 112 25 0 - 138 71 - 208 15
C6605125 (2490,00) 125 40 463 140 40 0 - 216 97 - 312 41
C6605160 (3865,00) 160 50

618
165

60
0 - 320

131 - 451
79

C6605200 (4250,00) 200 60 175 0 - 315 85

ART. RKE
CARATTERISTICHE TECNICHE
Robusto corpo in acciaio tutte le guide sono temprate, superfici
rettificate su tutti i lati. Fori filettati per la presa di tutte le ganasce di
serraggio piatte RÖHM con larghezza della ganascia 125/160 mm
mm. Ripetibilità di 0,01 mm.

TIPI DI SERRAGGIO
Dimensione 92 - Sistema di serraggio meccanico-idraulico con
trasmettitore di potenza a comando manuale.
Dimensioni 125,160 e 200 - Sistema di serraggio meccanico-
meccanico con trasmettitore di potenza a comando manuale.
Preimpostazione della forza di serraggio sulla vite di comando.

VANTAGGI:
Utilizzo in orizzontale o con una piastra base montaggio DUO è
possibile montare le morse in verticale e contrapposte
Una robusta protezione della slitta impedisce la penetrazione dei
trucioli. Lubrificazione centrale delle guide e della madrevite.

DOTAZIONE: complete di ganasce reversibili e manovella, tasselli
di posizionamento e staffe di fissaggio da ordinare in funzione del
piano macchina.

MORSE CONCENTRICHE RZM

Cod. Tec. GR37
Euro

A
mm

C
mm

D
mm

E
mm

Forza di serraggio
kN

B
mm

B1
mm

Peso
Ng

C6610125142 (1760,00)
125 128

218 112
25

23 - 142 17 - 136 17,4
C6610125222 (1860,00) 298 140 23 - 222 17 - 216 20,3

ART. RZM
CARATTERISTICHE TECNICHE
Corpo in acciaio temprato e rettificato. Due ganasce mobili
posizionate in posizione elevata per un perfetto utilizzo su macchine
a 5 assi. Vite di serraggio posizionata vicino alle ganasce per un
trasferimento ottimale della forza di serraggio. Design compatto.
Incluse ganasce SKB con artiglio. Ripetibilità di serraggio al centro
0,02 mm

TIPI DI SERRAGGIO
Sistema di bloccaggio meccanico senza trasmettitore di potenza,
ad azionamento manuale. Serraggio concentrico con due ganasce
mobili.

VANTAGGI:
Ingombro ridotto per che consente un'evacuazione truciolo di
truciolo ottimale anche in presenza di lavorazioni pesanti. Forza di
serraggio costante per ogni operazione di bloccaggio ed elevata
ripetibilità di serraggio. Le ganasce SKB garantiscono una presa
pezzo grezz con resistenza fino a 900 N/mmð ad una profondità di
taglio di 2,5 mm.
DOTAZIONE: complete di ganasce SKB e manovella , tasselli di
posizionamento e staffe di fissaggio da ordinare in funzione del
piano macchina.

2,5

20 H76

20 H7

6

D

B1

B

M

U
X

A

N

E

P
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Q

a

Cb c

K

ØJ

Y

F

C.116 Indivisible package   Suggested retail package - Unit price

VICES RKE

Tech. Code A
mm

C
mm

D
mm

E
mm

Clamping force
kN

B2
mm

B3
mm

Weight
kg

92 32 330 112 25 0 - 138 71 - 208 15
125 40 463 140 40 0 - 216 97 - 312 41
160 50

618
165

60
0 - 320

131 - 451
79

200 60 175 0 - 315 85

ITEM: RKE
TECHNICAL FEATURES
Sturdy steel body all guides are hardened, surfaces ground on
all sides. Threaded holes for gripping all the jaws offlat clamping
RÖHM with jaw width 125/160 mm. Repeatability of 0.01 mm.

TIGHTENING TYPES
Size 92 - Mechanical-hydraulic clamping system with power
transmitter with manual control. Dimensions 125,160 and 200 -
Clamping mechanical system with commanded power transmitter
manual. Preset of the clamping force on the control screw.

ADVANTAGES:
Use horizontally or with a mounting base plate DUO if possible to
mount the clamps vertically and oppositely. A robust protection of
the slide prevents the penetration of the chips. Central lubrication of
the guides and of the nut screw.

EQUIPMENT: complete with reversible jaws and crank, dowels
of positioning and fixing brackets to be ordered according to the
machine floor.

CONCENTRIC VICES RZM

Tech. Code A
mm

C
mm

D
mm

E
mm

Clamping force
kN

B
mm

B1
mm

Weight
kg

125 128
218 112

25
23 - 142 17 - 136 17,4

298 140 23 - 222 17 - 216 20,3

ITEM: RZM
TECHNICAL FEATURES
Tempered and ground steel body. Two mobile jaws positioned
in an elevated position for perfect use on machines with 5 axes.
Clamping screw positioned near the jaws for one optimum transfer
of the clamping force. Compact design.SKB jaws included with claw.
Repeatability of tightening at the center
0.02 mm

TIGHTENING TYPES
Mechanical locking system without power transmitter, of manual
operation. Concentric clamping with two jaws furnishings.

ADVANTAGES:
Reduced space for allowing chip evacuation optimal chip even in
the presence of heavy machining. Strength of
constant tightening for each locking and high operation tightness
repeatability. The SKB jaws guarantee a grip
piece with resistance up to 900 N / mm² at a depth of 2,5 mm.

EQUIPMENT:
Complete with SKB jaws and crank, plugs of positioning and fixing
brackets to be ordered according to the machine floor.



C
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SET FORNITO CON:

• corpo base
� vite senza fine meccanica
• 1 set di ganasce lisce
• 1 manovella
� 4 flange
• manuale istruzioni

Cod. Tec. GR38
Euro

Dim.
mm

Serraggio
Kg

A
mm

B
mm

B (con regolatore)
mm

C - 0,02
mm

D
mm

E
mm

F
mm

G
mm

H
mm

I
mm

J + 0,02
mm

K
mm

L
mm

M H7
mm

C6550125 (2355,00) 125 4.000 410 524 551 100 140 126

21 24

100 124 90 190 50

20C6550160 (3143,00) 160
5.000 570 679 706 110

160 161 115 128 115
230 60

C6550200 (3618,00) 200 173 201 119 132 111

ART. MAT MECCANICA
Le morse ad alta pressione, mantengono una lunghezza costante
indipendentemente dalle dimensioni del pezzo, e sono
particolarmente adeguate per l’uso su centri di lavoro.

E

F G

G
N

AI

D
L

M

H

MK
B

C
J

MORSE MANUALI AD ALTA PRESSIONE

MORSE CONCENTRICHE RKZ-M

Cod. Tec. GR37
Euro

A
mm

C
mm

D
mm

E
mm

Forza di serraggio
kN

B1 slot 1
mm

B1 slot 2
mm

B2 slot 1
mm

B2 slot 2
mm

Peso
Ng

C6615050 (1175,00) 50 20 167 75 10 0 - 39 36 - 75 37 - 75 72 - 111 3,5
C6615070 (1385,00) 70 25 219 95 15 0 - 58 48 - 106 48 - 105 95 - 153 7
C6615092 (2025,00) 92 32 295 117 20 0 - 76 70 - 146 78 - 138 132 - 208 18
C6615125 (2560,00) 125 40 366 145 25 0 - 97 92 - 189 81 - 177 172 - 269 32,5

ART. RKZ-M
CARATTERISTICHE TECNICHE
Robusto corpo in acciaio tutte le guide sono temprate, superfici
rettificate su tutti i lati. Ripetibilità di 0,01 mm. Precisione di
serraggio al centro: ± 0,02.

TIPI DI SERRAGGIO
Sistema di bloccaggio meccanico senza trasmettitore di potenza,
ad azionamento manuale. Serraggio concentrico con due ganasce
mobili.

VANTAGGI:
Ingombro ridotto per un utilizzo anche su macchine a 5 assi.
Struttura molto robusta per lavorazioni con truciolatura gravosa
anche per pezzi di piccole dimensioni dove è richiesto un ingombro
minimo dello staffaggio. Una robusta protezione della slitta
impedisce la penetrazione dei trucioli.
Lubrificazione centrale delle guide e della madrevite.

DOTAZIONE: complete di ganasce reversibili e manovella, tasselli
di posizionamento e staffe di fissaggio da ordinare in funzione del
piano macchina.

20 H7

E

C

B1

B2

0,5

A

D

20 H7 +0,021
0

6

POSSIBILITA' DI SERRAGGIO

O1 - Campo di serraggio C6550125 _ 0 ÷ 200 mm
C6550160 _ 0 ÷ 310 mm
C6550200 _ 0 ÷ 302 mm

O2 - Campo di serraggio C6550125 _ 80 ÷ 285 mm
C6550160 _ 106 ÷ 416 mm
C6550200 _ 114 ÷ 416 mm

O3 - Campo di serraggio C6550125 _ 155 ÷ 355 mm
C6550160 _ 174 ÷ 484 mm
C6550200 _ 182 ÷ 484 mm

C.117Indivisible package  Suggested retail package - Unit price

SET SUPPLIED WITH:

• base body
• mechanical worm
• 1 set of plain jaws
• 1 crank
� 4 flanges
• instruction manual

Tech. Code Dim.
mm

Clamping
Kg

A
mm

B
mm

B (with regulator)
mm

C - 0,02
mm

D
mm

E
mm

F
mm

G
mm

H
mm

I
mm

J + 0.02
mm

K
mm

L
mm

M H7
mm

125 4.000 410 524 551 100 140 126

21 24

100 124 90 190 50

20160
5.000 570 679 706 110

160 161 115 128 115
230 60

200 173 201 119 132 111

ITEM: MAT MECHANICAL
The high-pressure vices maintain a constant length regardless of
the size of the workpiece and are particularly appropriate for use on
machining centers.

HIGH-PRESSURE MANUAL VICES

CONCENTRIC VICES RKZ-M

Tech. Code A
mm

C
mm

D
mm

E
mm

Clamping force
kN

B1 slot 1
mm

B1 slot 2
mm

B2 slot 1
mm

B2 slot 2
mm

Weight
kg

50 20 167 75 10 0 - 39 36 - 75 37 - 75 72 - 111 3,5
70 25 219 95 15 0 - 58 48 - 106 48 - 105 95 - 153 7
92 32 295 117 20 0 - 76 70 - 146 78 - 138 132 - 208 18

125 40 366 145 25 0 - 97 92 - 189 81 - 177 172 - 269 32,5

ITEM: RKZ-M
TECHNICAL FEATURES
Sturdy steel body all guides are hardened, ground surfaces on all
sides. Repeatability of 0.01 mm. Accuracy of center tightening: ±
0.02.

TIGHTENING TYPES
Mechanical locking system without power transmitter, of manual
operation. Concentric clamping with two jaws
furnishings.

ADVANTAGES:
Reduced dimensions for use even on 5-axis machines.Very robust
structure for machining with heavy machining
even for small pieces where space is required minimum clamping. A
robust protection of the slide
prevents the penetration of the chips.
Central lubrication of the guides and of the nut screw.

EQUIPMENT:
Complete with reversible jaws and crank, dowles of positioning and
fixing brackets to be order according to the machine floor.

CLAMPING OPTIONS

O1 - Clamping range C6550125 _ 0 ÷ 200 mm
C6550160 _ 0 ÷ 310 mm
C6550200 _ 0 ÷ 302 mm

O2 - Clamping range C6550125 _ 80 ÷ 285 mm
C6550160 _ 106 ÷ 416 mm
C6550200 _ 114 ÷ 416 mm

O3 - Clamping range C6550125 _ 155 ÷ 355 mm
C6550160 _ 174 ÷ 484 mm
C6550200 _ 182 ÷ 484 mm
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SET FORNITO:

• corpo base
� vite senza fine meccanica senza alta pressione
• 1 set di ganasce
• 1 set di ganasce lisce
• 1 chiave a crichetto
• 1 manovella
� 4 flange
• manuale istruzioni

Cod. Tec. GR38
Euro

Dim.
mm

A
mm

C
mm

D
mm

E
mm

K
mm

M H7
mm

N
mm

U
mm

V
mm

X
mm

Y
mm

Z
mm

C6700090 (1677,00) 90 250 100 130 93 115
20 30

71
11

100
5

6

C6700125 (2060,00) 125 350 103 133 125 165 100 150 7

ART. AUTOCENTRANTE SC
Le morse sono morse compatte, alte e autocentranti di grande
precisione che mantengono la loro lunghezza costante, il che le
rende particolarmente indicate per lavorare su centri di lavoro a 5
assi controllati.

D

N

C

U

E

K

Y YZZ

K

XX

L

ØV
M

MORSE MANUALI AD ALTA PRESSIONE PER CENTRI A 5 ASSI - AUTOCENTRANTE SC

Cod. Tec. GR38
Euro

C
mm

B
mm

A
mm

C6725090 (590,00) 250
90

91

C6725125 (630,00) 350 126

ART. ZOCCOLO SC
Zoccolo per morse a 5 assi.

ZOCCOLO MORSE ARNOLD SC

C.118 Indivisible package   Suggested retail package - Unit price

SET SUPPLIED WITH:

• base body
• mechanical worm without high pressure
• 1 set of jaws
• 1 set of plain jaws
• 1 ratchet key
• 1 crank
� 4 flanges
• instruction manual

Tech. Code Dim.
mm

A
mm

C
mm

D
mm

E
mm

K
mm

M H7
mm

N
mm

U
mm

V
mm

X
mm

<
mm

Weight
mm

90 250 100 130 93 115
20 30

71
11

100
14.3

6

125 350 103 133 125 165 100 150 7

ITEM: SELF-CENTERING SC
The ARNOLD SC vices are compact, tall, self-centring and highly
precise vices that maintain their constant length, which makes them
particularly suitable for work on machining centers with 5 controlled
axes.

HIGH-PRESSURE MANUAL VICES FOR 5-AXES MACHING CENTER - SELF-CENTERING SC

Tech. Code C
mm

B
mm

A
mm

250
90

91

350 126

ITEM: BASE SC
Base for 5 axes vice.

BASE FOR ARNOLD SC VICES
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C.119 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

In acciaio, temprate e rettificate in coppia di precisione. Fornite in scatola di legno.

Altezze coppie :
14 - 16 - 18 - 20 - 22 - 24 - 26 - 28 - 30 - 32 - 35 - 40 - 45 - 50 mm

ART. C6398

Cod. Tec. GR43
Euro

Lunghezza
mm

Spessore
mm

Coppie
n°

C6398150X10 496,00 150 10 14

PARALLELE DI PRECISIONE

Cod. Tec. GR43
Euro

Lunghezza L totale
mm

Apertura gansce
mm

Larghezza ganasce
mm

Altezza ganasce
mm

Peso
Kg

C6396025X025 95,00 65 25 25 10 0,3
C6396036X040 107,00 100 40 36 20 1
C6396050X065 118,00 140 65 50 25 2
C6396063X085 130,00 175 85 63 32 4,1
C6396100X125 306,00 245 125 100 45 10
C6396125X160 425,00 285 160 125

50
21

C6396150X200 661,00 330 200 150 20

ART. C6396
Morse di precisione a chiusura rapida, in acciao temprato e rettificato.
Serraggio tramite chiave maschio esagonale.
Ideale per rettifica, fresatura, misurazione ed elettroerosione.
Ganasce con impronta a V per una presa sicura.

Errore di parallelismo: 0,005 mm / 100 mm
Errore di ortogonalità: 0,005 mm

MORSE IN ACCIAIO DI PRECISIONE

Cod. Tec. GR43
Euro

Lunghezza L totale
mm

Apertura ganasce
mm

Larghezza ganasce
mm

Altezza ganasce
mm

Peso
Kg

C6397050X065 165,00 155 65 50 25 2,3
C6397063X085 188,00 190 85 63 32 4
C6397073X100 260,00 210 100 73 35 5,8
C6397088X125 295,00

250 125
88 40 9,5

C6397100X125 380,00 100 45 12

ART. C6397
In acciaio temprato e rettificato, serraggio a vite, ganasce con impronta a �V� per
una presa sicura.
Per lavorazioni di pezzi in rettifica, fresatura, misurazione e elettroerosione.

Errore di parallelismo: ± 0,005 mm / 100 mm
Errore di ortogonalità: ± 0,005 mm

C.119Indivisible package  Suggested retail package - Unit price

Tempered and ground steel in pairs. Wooden packing case.

Pairs Heigth:
14 - 16 - 18 - 20 - 22 - 24 - 26 - 28 - 30 - 32 - 35 - 40 - 45 - 50 mm

ITEM: C6398

Tech. Code Length
mm

Thickness
mm

Pairs
n°

150 10 14

PRECISION PARALLELS

Tech. Code Total length L
mm

Jaw opening
mm

Jaw width
mm

Jaw height
mm

Weight
Kg

65 25 25 10 0,3
100 40 36 20 1
140 65 50 25 2
175 85 63 32 4,1
245 125 100 45 10
285 160 125

50
21

330 200 150 20

ITEM: C6396
Quick-lock precision vice, tempered and ground steel. Clamping through
hexagonal wrench. Ideal for grinding, milling, measuring and electro discharge
machines. V-jaws for a reliable grip.

Parallel error: ± 0.005 mm / 100 mm
Orthogonality error: ± 0.005 mm

PRECISION VICE

Tech. Code Total length L
mm

Jaw opening
mm

Jaw width
mm

Jaw height
mm

Weight
Kg

155 65 50 25 2.3
190 85 63 32 4
210 100 73 35 5.8

250 125
88 40 9.5

100 45 12

ITEM: C6397
Tempered and ground steel, screw clamping, V-jaws for a reliable grip. For
workpiece machining of grinding, milling, measuring and electro discharge
machines.

Parallelism error: ± 0.005mm / 100 mm
Orthogonality error: ± 0.005mm
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C.120 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR40
Euro

D
mm

H
mm

C
mm

M
E

mm
F

mm
N° di poli

Peso
Kg

F di tenuta
N/cmð

C6500150 (790,00) 150
57

15
M6

80 120 10 7,3

140
C6500200 (1090,00) 200 20 110 180 12 13
C6500250 (1330,00) 250 70 30 140 220

16
25

C6500300 (1720,00) 300 73 38 M8 180 260 37

ART. C6500
Piano superiore robusto con poli radiali, soglia rilavorazione superiore 5 mm.
Sistema magnetico doppio al neodimio ad alta potenza. Base solida in acciaio
munita di un meccanismo robusto di azionamento. Forza di tenuta massima fino
a 140 N/cm², in funzione della misura del sistema di bloccaggio e dei componenti
lavorati. Fornito con chiave di commutazione ma senza foro centrale.

Impiego
Tornitura e rettifica di componenti a forma circolare.

T-slots
6

6

12,5

11

Ø D

F

E

H

Ø C

M

PIANI MAGNETICI

Cod. Tec. GR40
Euro

W
mm

L
mm

H
mm

Peso
Kg

Passo polare
F di tenuta

N/cmð
C6510250 (775,00) 150 250 50 14

T1511+4 160
C6510300 (1150,00)

200
300

55
25

C6510400 (1300,00) 400 33
C6510500 (1545,00) 500 41

ART. C6510
Piano superiore lavorato da un pezzo unico di acciaio, struttura a tenuta stagna.
Forza di tenuta nominale 160 N/cmð. Distribuzione della forza magnetica fino ai
bordi del sistema. Magnetismo residuo minimo in seguito allo spegnimento. Poli
trasversali, passo polare 11 mm acciaio � 4 mm epossido o ottone. Limite rettifica
10 mm, i riferimenti sul piano indicano gli intervalli di sostituzione. Fornito con
riscontro laterale e posteriore, set di morsetti e chiave a brugola.

Impiego
Fresatura, foratura, piallatura, rettifica pesante.

Epoxy

4

Steel
11

L

H

W

Cod. Tec. GR40
Euro

W
mm

L
mm

H
mm

Peso
Kg

F di tenuta
N/cmð

C6520175 (459,00) 100 175
49

7

100
C6520255 (610,00) 130 255 13
C6520300 (755,00)

150
300

51
18

C6520450 (1040,00) 450 28

ART. C6520
Piano solido con poli trasversali, passo polare 1,4 mm acciaio e 0,5 mm ottone.
Durata (limite rettifica): 7mm. Sistema magnetico al neodimio, forza di tenuta
nominale 100 N/cm². Base solida in acciaio munita di un meccanismo robusto di
azionamento. Struttura a tenuta stagna. Fornito con riscontro laterale e posteriore,
set di morsetti e chiave a brugola.

Impiego
Rettifica di precisione di pezzi sottili e piccoli, nonché dei componenti più grandi.
Dimensione minima raccomandata del pezzo da lavorare 4x4x1 mm. Utilizzabile
anche per EDM.

Disponibile anche in acciaio Inox - elevata resistenza all'usura

L

W

H

1,4

Steel
Brass

0,5

Cod. Tec. GR40
Euro

D
mm

H
mm

D1
mm

G
mm

E
mm

F
mm

M
Peso
Kg

Passo polare
F di tenuta

N/cmð
C6530200 (1135,00) 200

57

60
5

110 180
M6

15
T117+4 120C6530250 (1390,00) 250 80 140 220 22

C6530300 (1795,00) 300 150
6

180 260
M8

32
T1511+4 150C6530350 (2585,00) 350 170 220 300 43

C6530400 (3515,00) 400 200 8 260 340 56

ART. C6530
Robusta lastra superiore in acciaio con poli paralleli. Passo polare: 7 mm acciaio �
4 mm resina epossidica oppure 11 mm acciaio � 4 mm resina epossidica. Durata
(limite di rettifica): 10 mm. Sistema di magneti al neodimio. Struttura a tenuta
stagna. Elevata forza di tenuta nominale fino a 150 N/cm2, in funzione della misura
del sistema di bloccaggio. Forza variabile con funzione di regolazione continua
della forza di tenuta in aumento/diminuzione. Fornito con chiave a brugola.

Impiego
Tornitura e rettifica. Spessore ottimale del pezzo da lavorare: 8 e 12 mm.

Epoxy
4

Steel
7

Epoxy
4

Steel
11D

G H

M

D1

E

F

C.120 Indivisible package   Suggested retail package - Unit price

Tech. Code D
mm

H
mm

C
mm

M
E

mm
F

mm
n°of poles

Weight
Kg

Seal force
N/cm²

150
57

15
M6

80 120 10 7,3

140
200 20 110 180 12 13
250 70 30 140 220

16
25

300 73 38 M8 180 260 37

ITEM: C6500
Sturdy upper top deck with radial poles, 5 mm upper rework threshold. Double
high-power neodymium magnetic system. Solid steel base equipped with a robust
drive mechanism. Maximum holding force upt to 140 N/cm², depending on the size
of the clamping system and the machined components. Supplied with switching
key but without central hole.

Use
Turning and grinding of circular components.

MAGNETIC PLATES

Tech. Code W
mm

L
mm

H
mm

Weight
Kg

Polar pitch
Seal force

N/cm²
150 250 50 14

T1511+4 160
200

300
55

25
400 33
500 41

ITEM: C6510
Upper top deck worked from a single piece of steel, watertight structure. Nominal
holding force 160 N/cm². Distribution of magnetic force up to the edges of the
system. Minimum residual magnetism following shutdown. Cross-poles, polar
pitch 11 mm steel + 4 mm epoxide or brass. 10 mm grinding limit, the references
on the plane indicate the replacement intervals. Supplied with side and rear stop,
set of clamps and Allen key.

Use
Milling, drilling, planing, heavy grinding.

Tech. Code W
mm

L
mm

H
mm

Weight
Kg

Seal force
N/cm²

100 175
49

7

100
130 255 13

150
300

51
18

450 28

ITEM: C6520
Solid top with transverse poles, 1.4 mm steel and 0.5 mm brass polar pitch.
Duration (limit correction): 7mm. Neodymium magnetic system, nominal holding
force 100 N/cm². Solid steel base equipped with a robust drive mechanisim
structure. Supplied with side and rear stop, set of clamps and Allen Key.

Use
Precision grinding of thin and small parts as well as larger components. Minimum
recommended work piece size 4x4x1 mm. Can also be used for EDM.

Also available in stainless steel - high wear resistance.

Tech. Code D
mm

H
mm

D1
mm

G
mm

E
mm

F
mm

M
Weight

Kg
Polar pitch

Seal force
N/cm²

200

57

60
5

110 180
M6

15
T117+4 120

250 80 140 220 22
300 150

6
180 260

M8
32

T1511+4 150350 170 220 300 43
400 200 8 260 340 56

ITEM: C6530
Sturdy steel uppler plate with parallel poles. Polar pitch: 7 mm steel + 4 mm epoxy
resin or 11 mm steel + 4 mm epoxy resin. Duration (correction limit): 10 mm.
Neodymium magnet system. Watertight structure. High nominal holding force up
to 150 N/cm², depending on the size of the clamping system. Variable force with
increasing/decreasing holding force. Supplied with Allen key.

Use
Turning and grinding. Optimum thickness of the workpiece: 8 and 12 mm



C

C.121 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

APPOGGI DENTATI

Cod. Tec. GR43
Euro

A
mm

B
mm

C
mm

D
mm

+ min.
mm

+ max.
mm

C720031,5 5,51 31,5 22
30

38 31,5 53
C720064,5 9,38 64,5 36,5 70 64,5 105
C7200128 15,50 128 68 132 128 208

ART. C7200
Acciaio da bonifica verniciato.

APPOGGI A VITE

Cod. Tec. GR43
Euro

Altezza min.
mm

Altezza max.
mm

d
mm

D
mm

F max.
kN

C725050 16,01 38 50 34 34 20
C725070 24,28 50 70

50 50 60C7250100 32,64 70 100
C7250140 48,04 100 140 65 70 105
C7250210 81,70 140 210 70 80 180
C7250300 135,46 190 300 80 100 360

ART. C7250
Acciaio da bonifica verniciato.

APPOGGI A VITE CON BASE MAGNETICA

Cod. Tec. GR43
Euro

Altezza min.
mm

Altezza max.
mm

d
mm

D
mm

F max.
kN

C72605764 48,04 57 64
50 50 30C72607584 50,18 75 84

C726085112 61,30 85 112

ART. C7260
Possibilità di posizionamento a registrazione sia in verticale che in
orizzontale.
Base: lega in alluminio �ERGAL�.

APPOGGI DENTATI IN SERIE
ART. C7210
Fornito in scatola di legno.

Cod. Tec. GR43
Euro Modello

Peso
Kg

C7210SET24 184,00
n° 8 Pz. N720031,5
n° 8 Pz. N720064,5
n° 4 Pz. N7200128

8,5

C.121Indivisible package  Suggested retail package - Unit price

TOOTHED SUPPORTS

Tech. Code A
mm

B
mm

C
mm

D
mm

H min.
mm

H max.
mm

31.5 22
30

38 31.5 53
64.5 36.5 70 64.5 105
128 68 132 128 208

ITEM: C7200
Hardened painted steel.

SCREW SUPPORTS

Tech. Code Min. height
mm

Max height
mm

d
mm

D
mm

F max.
kN

38 50 34 34 20
50 70

50 50 60
70 100
100 140 65 70 105
140 210 70 80 180
190 300 80 100 360

ITEM: C7250
Hardened painted steel.

SCREW SUPPORTS WITH MAGNETIC BASE

Tech. Code Min. height
mm

Max height
mm

d
mm

D
mm

F max.
kN

57 64
50 50 3075 84

85 112

ITEM: C7260
The magnetic base allows this item to be used as an adjustable
vertical or horizontal support. Base material: “ERGAL” aluminium
alloy.

TOOTHED SUPPORT SET
ITEM: C7210
Supplied in wooden box.

Tech. Code Model
Weight

Kg
8 pcs. N720031,5
8 pcs. N720064,5
4 pcs. N7200128

8.5



C

C.122 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

APPOGGI A VITE ATLAS

Cod. Tec. GR43
Euro

Altezza min.
mm

Altezza max.
mm

A
mm

D
mm

F max.
kN

C7270140 60,18 100 140
18

50
60C7270200 77,83 140 200

C7270320 106,00 200 320
22

40
C7270550 147,00 320 550 25

ART. C7270
Acciaio da bonifica verniciato. Filettatura trapezoidale passo 30x6.

APPOGGI A VITE TIPO PESANTE

Cod. Tec. GR43
Euro

Altezza min.
mm

Altezza max.
mm

A
mm

D
mm

F max.
kN

C7280300 230,00 200 300
26 70

80
C7280460 283,00 280 460 60
C7280750 353,00 430 750 50

ART. C7280
Acciaio da bonifica verniciato. Filettatura trapezoidale passo 40x6.

PUNTALI BOMBATI

Cod. Tec. GR43
Euro

A
mm

B
mm

C
mm

D
mm

d
mm

C730035 12,14 18 37 8 35 12

ART. C7300
Acciaio da bonifica brunito. Utilizzabili con S120 - S121 - S122 - S130
- S131.

PUNTALI PRISMATICI

Cod. Tec. GR43
Euro

A
mm

B
mm

C
mm

D
mm

d
mm

C731045 19,28 23 32
8

45
12C731065 26,52 38 56 65

ART. C7310
Acciaio da bonifica brunito. Utilizzabili con S120 - S121 - S122 - S130
- S131.

C.122 Indivisible package   Suggested retail package - Unit price

SCREW SUPPORTS - “ATLAS” TYPE

Tech. Code Min. height
mm

Max height
mm

A
mm

D
mm

F max.
kN

100 140
18

50
60

140 200
200 320

22
40

320 550 25

ITEM: C7270
Hardened painted steel. Trapezoidal thread 30x6.

SCREW SUPPORTS HEAVY TYPE

Tech. Code Min. height
mm

Max height
mm

A
mm

D
mm

F max.
kN

200 300
26 70

80
280 460 60
430 750 50

ITEM: C7280
Hardened painted steel. Trapezoidal thread 40x6.

CONVEX CAPS

Tech. Code A
mm

B
mm

C
mm

D
mm

d
mm

18 37 8 35 12

ITEM: C7300
Hardened burnished steel.

Used on items S120-S121-S122-S130-S131.

“V” GROOVE CAPS

Tech. Code A
mm

B
mm

C
mm

D
mm

d
mm

23 32
8

45
12

38 56 65

ITEM: C7310
Hardened burnished steel.

Used on items S120-S121-S122-S130-S131.



C

C.123 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

STAFFE SEMPLICI

Cod. Tec. GR43
Euro

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

L
mm

Per vite
M

C740007050 7,75 10 20 7 20 10 8 50 6
C740011080 7,75 15 30 11 30 15 12 80 10
C740014100 9,38

20 40 14
40

21 14
100

12 - 14C740014125 10,51 50 125
C740014160 12,14 65 160
C740018125 12,65

25 50 18
45

26 18
125

16 - 18C740018160 15,50 65
160C740022160 19,28

30
60 22

60
30 22 20 - 22C740022200 24,28 80 200

C740026250 34,78 70 26 105 35 26 250 24

ART. C7400
Acciaio da bonifica verniciato. R!700 N/mmð.

STAFFE SEMPLICI RIDOTTE

Cod. Tec. GR43
Euro

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

G
mm

L
mm

Per vite
M

C741509060 8,87 12 25 9 22 13 10 7 60 8
C741511080 9,89 15 30 11 30 15 12 9 80 10
C741514100 12,14

20 40 14
40

21
14 12

100
12 - 14C741514125 13,26 50 125

C741514160 14,38 65

26

160
C741518125 16,01

25 50 18
45

18 15
125

16 - 18C741518160 17,14 65 160
C741518200 23,77 80 200
C741522160 23,15

30
60 22

60
30 22

20
160

20 - 22C741522200 (25,40) 80 200
C741526250 (33,66) 70 26 105 35 26 250 24

ART. C7415
Acciaio da bonifica verniciato. R!700 N/mmð.

C.123Indivisible package  Suggested retail package - Unit price

STANDARD CLAMPS

Tech. Code A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

L
mm

For screw
M

10 20 7 20 10 8 50 6
15 30 11 30 15 12 80 10

20 40 14
40

21 14
100

12 - 1450 125
65 160

25 50 18
45

26 18
125

16 - 18
65

160

30
60 22

60
30 22 20 - 22

80 200
70 26 105 35 26 250 24

ITEM: C7400
Hardened painted steel. R > 700 N/mm².

SHAPED STANDARD CLAMPS

Tech. Code A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

G
mm

L
mm

For screw
M

12 25 9 22 13 10 7 60 8
15 30 11 30 15 12 9 80 10

20 40 14
40

21
14 12

100
12 - 1450 125

65

26

160

25 50 18
45

18 15
125

16 - 1865 160
80 200

30
60 22

60
30 22

20
160

20 - 22
80 200

70 26 105 35 26 250 24

ITEM: C7415
Hardened painted steel. R > 700 N/mm².



C

C.124 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

STAFFE DENTATE

Cod. Tec. GR43
Euro

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

G
mm

L
mm

Per vite
M

C742407050 (11,63) 10 20 7 20 10 8 6 50 6
C742409060 (11,63) 12 25 9 22 13 10 8 60 8
C742414100 14,38 20 40 14 40 21 14 12 100 12 - 14
C742418125 21,22 25 50 18 45 26 18 15 125 16 - 18
C742422160 (25,40)

30
60 22 60 30 22

18
160 20 - 22

C742426200 (35,90) 70 26 80 35 26 200 24

ART. C7424
Acciaio da bonifica verniciato. R!700 N/mmð.

STAFFE REGOLABILI CON VITE PASSO QUADRO

Cod. Tec. GR43
Euro

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

L
mm

H
mm

Ø
mm

Per vite
M

C743015100 19,28
20 40 15

40
12 12

100
15 - 50

20 x 4
12 - 14C743015125 20,40 45 125

C743015160 21,52 60 160
C743019125 23,15

25 50 19
45

15
15

125

15 - 70

16 - 18C743019160 28,66 60 160

30 x 6

C743019200 31,42 80 200
C743023160 33,66

30 60 23
60

20
160

20 - 22C743023200 37,54
80 200C743027200 44,68

40 70 27 25 23 24C743027250 49,16
100

250
C743027300 56,30 300

ART. C7430
Acciaio da bonifica verniciato. R!700 N/mmð.

VITI DI RICAMBIO PER STAFFE REGOLABILI

Cod. Tec. GR43
Euro

A
mm

B
mm

H
mm

L
mm

C744020070 8,87 35 20 x 4 10 70
C744030100 12,14 45

30 x 6 15
100

C744030125 18,16 70 125

ART. C7440
Viti di ricambio per staffe regolabili.

C.124 Indivisible package   Suggested retail package - Unit price

TOOTHED CLAMPS

Tech. Code A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

G
mm

L
mm

For screw
M

10 20 7 20 10 8 6 50 6
12 25 9 22 13 10 8 60 8
20 40 14 40 21 14 12 100 12 - 14
25 50 18 45 26 18 15 125 16 - 18

30
60 22 60 30 22

18
160 20 - 22

70 26 80 35 26 200 24

ITEM: C7424
Hardened painted steel. R > 700 N/mm².

ADJUSTABLE CLAMPS WITH SQUARE THREAD SCREW

Tech. Code A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

L
mm

H
mm

Ø
mm

For screw
M

20 40 15
40

12 12
100

15 - 50
20 x 4

12 - 1445 125
60 160

25 50 19
45

15
15

125

15 - 70

16 - 1860 160

30 x 6

80 200

30 60 23
60

20
160

20 - 22
80 200

40 70 27 25 23 24
100

250
300

ITEM: C7430
Hardened painted steel. R > 700 N/mm².

SPARE SCREWS FOR ADJUSTABLE CLAMPS

Tech. Code A
mm

B
mm

H
mm

L
mm

35 20 x 4 10 70
45

30 x 6 15
100

70 125

ITEM: C7440
Spare screws for adjustable clamps.



C

C.125 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

STAFFE A FORCELLA CON SMUSSO

Cod. Tec. GR43
Euro

A
mm

B
mm

C
mm

D
mm

G
mm

L
mm

Per vite
M

C746011100 12,85 20 30 11 5 5 100 10
C746014160 19,89

25 40 14 6 6
160

12-14C746014200 22,54 200
C746018160 23,77

30
50

18
8 8

160
16-18C746018200 28,25 200

C746018250 33,66

40 10 10

250
C746022200 31,42

22
200

20-22C746022250 39,78
60

250
C746022315 45,80 315
C746026200 38,66

70 26
200

24C746026250 43,04 250
C746026315 51,92 315
C746040600 200,00 60 100 40 12 12 600 36

ART. C7460
Acciaio da bonifica verniciato. R!600 N/mmð. Il prodotto è realizzato
dalla fresatura di un blocco di acciaio.

STAFFE A GOMITO

Cod. Tec. GR43
Euro

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

G
mm

H
mm

L
mm

Per vite
M

C747014125 26,52 40 20 30 20 14 20 23 40 125 12-14
C747018160 34,78 50 25 40 25 18 25 28 50 160 16-18
C747022200 48,04 60 30 60 30 22 30 35 60

200
20-22

C747026200 (58,55)
70 35

50
35 26 35 38 70 24C747026250 (68,44) 75 250

ART. C7470
Acciaio da bonifica verniciato. R!700 N/mmð. Il prodotto è realizzato
in unico blocco fresato.

C.125Indivisible package  Suggested retail package - Unit price

FORKED CLAMPS WITH BEVEL

Tech. Code A
mm

B
mm

C
mm

D
mm

G
mm

L
mm

For screw
M

20 30 11 5 5 100 10

25 40 14 6 6
160

12-14
200

30
50

18
8 8

160
16-18200

40 10 10

250

22
200

20-22
60

250
315

70 26
200

24250
315

60 100 40 12 12 600 36

ITEM: C7460
Hardened painted steel. R > 600 N/mm². This item is produced by
milling a steel block.

CRANKED CLAMPS

Tech. Code A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

G
mm

H
mm

L
mm

For screw
M

40 20 30 20 14 20 23 40 125 12-14
50 25 40 25 18 25 28 50 160 16-18
60 30 60 30 22 30 35 60

200
20-22

70 35
50

35 26 35 38 70 24
75 250

ITEM: C7470
Hardened painted steel. R > 700 N/mm². This item is produced by
milling a steel block.



C

C.126 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

STAFFAGGIO CAVA 16 IN CASSETTA

Cod. Tec. C7490SET16
GR43 Euro 400,00
Appoggi dentati C720031,5 - 2 pz.
Appoggi dentati C720064,5 - 4 pz.
Appoggi dentati C7200128 - 2 pz.
Staffe semplici C740018125 - 4 pz.
Staffe dentate C742418125 - 4 pz.
Viti testa martello complete C751016;100 - 4 pz.
Viti testa martello complete C751016;150 - 2 pz.
Prigionieri Completi C752014;100 - 2 pz.
Prigionieri Completi C752014;160 - 2 pz.
Dadi prolung. C754014 - 4 pz.
Dadi alti C753516 - 6 pz.
Tasselli per cave C75501416 - 4 pz.
Rondelle C757017 - 6 pz.

ART. C7490

ART. C7510
Din 787 - UNI 42CrMo4. A norma ASTM A193-B7, classe 10,9.

VITI TESTA MARTELLO

Cod. Tec. GR43
Euro

D
mm

L
mm

B
mm

A
mm

T
mm

H
mm

Cava
mm

C751010X40 (3,57)

M10

40 30

9,7 15 6 10
C751010X63 3,67 63 45
C751010X80 3,77 80 55

C751010X100 3,88 100 60
C751012X50 3,77

M12

50 35

11,7 18 7 12

C751012X63 3,88 63 45
C751012X80 3,98 80 55

C751012X100 4,08 100 60
C751012X125 4,18 125 75
C751012X150 4,28 150

100C751012X170 4,49 170
C751012X200 (4,59) 200 120
C751014X63 3,98

M14

63 40

13,7 22 8 14
C751014X80 4,08 80 55

C751014X100 4,18 100 65
C751014X125 4,28 125 75
C751014X150 4,49 150 100
C751016X63 4,28

M16

63 45

15,7 25 9 16

C751016X80 4,49 80 55
C751016X100 5,00 100 63
C751016X125 5,20 125 75
C751016X150 5,41 150

100C751016X160 5,51 160

Cod. Tec. GR43
Euro

D
mm

L
mm

B
mm

A
mm

T
mm

H
mm

Cava
mm

C751016X170 (5,61)
M16

170 100
15,7 25 9 16C751016X200 (6,02) 200 125

C751018X80 4,59

M18

80 55

17,7 28 10 18

C751018X100 4,90 100 65
C751018X125 5,20 125 85
C751018X150 5,61 150

100C751018X170 (6,12) 170
C751018X200 (6,63) 200 125
C751018X230 (7,14) 230 150
C751020X80 6,43

M20

80 55

19,7 32 12 20

C751020X100 6,73 100 63
C751020X125 7,14 125 85
C751020X150 7,65 150

100C751020X160 7,85 160
C751020X170 (8,36) 170
C751020X200 (9,59) 200 125
C751020X230 (10,81) 230 150
C751020X315 12,04 315 190
C751024X160 12,55

M24

160
100

23,7 40 16 24
C751024X170 14,38 170
C751024X200 16,22 200 125
C751024X230 (16,73) 230

150C751024X250 (18,56) 250

C.126 Indivisible package   Suggested retail package - Unit price

CLAMP SET T-SLOT 16MM

Tech. Code

Toothed support C720031,5 - 2 pz.
Toothed support C720064,5 - 4 pz.
Toothed support C7200128 - 2 pz.
Standard clamps C740018125 - 4 pz.
Toothed clamps C742418125 - 4 pz.
Complete hammered bolts C751016X100 - 4 pz.
Complete hammered bolts C751016X150 - 2 pz.
Complete stud C752014X100 - 2 pz.
Complete stud C752014X160 - 2 pz.
Extension nuts C754014 - 4 pz.
Tall nuts C753516 - 6 pz.
Nuts for slot C75501416 - 4 pz.
Washers C757017 - 6 pz.

ITEM: C7490

ITEM: C7510
Din 787 - UNI 42CrMo4. In accordance with ASTM A193-B7, class 10.9.

HAMMERHEAD BOLTS

Tech. Code D
mm

L
mm

B
mm

A
mm

C
mm

H
mm

Slotting
mm

M10

40 30

9.7 15 6 10
63 45
80 55

100 60

M12

50 35

11.7 18 7 12

63 45
80 55

100 60
125 75
150

100
170
200 120

M14

63 40

13.7 22 8 14
80 55

100 65
125 75
150 100

M16

63 45

15.7 25 9 16

80 55
100 63
125 75
150

100
160

Tech. Code D
mm

L
mm

B
mm

A
mm

C
mm

H
mm

Slotting
mm

M16
170 100

15.7 25 9 16
200 125

M18

80 55

17.7 28 10 18

100 65
125 85
150

100
170
200 125
230 150

M20

80 55

19.7 32 12 20

100 63
125 85
150

100160
170
200 125
230 150
315 190

M24

160
100

23.7 40 16 24
170
200 125
230

150
250



C

C.127 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ART. C7525
UNI 42CrMo4. A norma ASTM A193-B7, classe 10,9.

BARRE FILETTATE RULLATE

Cod. Tec. GR43
Euro

D
mm

L
mm

C75256 4,79 M6

1000

C75258 5,41 M8
C752510 7,96 M10
C752512 9,28 M12
C752514 13,16 M14
C752516 16,73 M16

Cod. Tec. GR43
Euro

D
mm

L
mm

C752518 19,18 M18

1000

C752520 23,97 M20
C752522 29,89 M22
C752524 38,25 M24
C752527 51,41 M27
C752530 64,57 M30

ART. C7520
Din 6379 - UNI 42CrMo4. A norma ASTM A193-B7, classe 10,9.

PRIGIONIERI RULLATI

Cod. Tec. GR43
Euro

D
mm

L
mm

A
mm

B
mm

C75208X40 1,43

M8

40

11

20
C75208X63 1,43 63 40
C75208X80 1,53 80 50

C75208X100 1,53 100 63
C752010X50 1,53

M10

50

13

25
C752010X63 1,53 63 35
C752010X80 1,53 80 50
C752010X100 1,63 100

75C752010X120 1,73 120
C752010X160 1,94 160 100
C752012X50 1,53

M12

50

15

25
C752012X63 1,53 63 32
C752012X80 1,73 80 50
C752012X100 1,73 100 63
C752012X125 1,84 125 75
C752012X160 2,14 160 100
C752012X200 2,24 200 125
C752012X225 (2,45) 225

160C752012X250 2,55 250
C752014X63 1,73

M14

63

17

32
C752014X160 2,24 160 100
C752014X200 2,75 200 125
C752014X225 (2,86) 225 160
C752016X63 1,84

M16

63

19

35
C752016X80 1,94 80 50
C752016X100 2,04 100 63
C752016X125 2,24 125 75
C752016X160 2,86 160 100
C752016X200 3,26 200 125
C752016X225 3,47 225

160C752016X250 3,67 250

Cod. Tec. GR43
Euro

D
mm

L
mm

A
mm

B
mm

C752016X315 4,28 M16 315 19 180
C752018X100 2,35

M18

100

23

50
C752018X125 2,55 125 75
C752018X160 3,16 160 100
C752018X200 3,67 200 125
C752018X225 3,88 225

150C752018X250 4,18 250
C752018X315 (4,90) 315 180
C752020X80 (2,45)

M20

80

27

32
C752020X100 2,75 100 50
C752020X125 2,96 125 70
C752020X160 3,67 160 100
C752020X200 4,18 200 125
C752020X225 (4,59) 225

160C752020X250 4,90 250
C752020X315 5,71 315 200
C752022X100 (3,16)

M22

100

31

45
C752022X160 4,39 160 100
C752022X200 (4,90) 200 125
C752022X250 (6,12) 250 160
C752022X315 6,63 315 250
C752024X160 (4,59)

M24

160

35

100
C752024X200 5,30 200

125C752024X225 6,12 225
C752024X250 6,53 250 160
C752024X315 10,40 315 180
C752027X200 (8,36)

M27
200

39
125

C752027X225 (9,59) 225
160C752027X250 (10,81) 250

C752030X150 7,55
M30

150
43

80
C752030X200 8,87 200 125

Classe acciaio 10K.
ART. C7530

Cod. Tec. GR43
Euro

M
mm

S
mm

E
mm

H
mm

C753010 0,61 10 17 19,6 10
C753012 0,71 12 19 21,5 12
C753014 0,92 14 22 25 14
C753016 1,33 16 24 27,5 16
C753018 1,73 18 27 31 18
C753020 2,04 20 30 34,6 20
C753022 2,45 22 32 36,9 22
C753024 2,96 24 36 41,6 24
C753027 6,63 27 41 47,3 27
C753030 7,14 30 46 53,1 30

DADI BASSI TORNITI

C.127Indivisible package  Suggested retail package - Unit price

ITEM: C7525
UNI 42CrMo4. In accordance with ASTM A193-B7, class 10.9.

THREADED BARS

Tech. Code D
mm

L
mm

M6

1000

M8
M10
M12
M14
M16

Tech. Code D
mm

L
mm

M18

1000

M20
M22
M24
M27
M30

ITEM: C7520
Din 6379 - UNI 42CrMo4. In accordance with ASTM A193-B7, class 10.9.

SINGLE STUDS

Tech. Code D
mm

L
mm

A
mm

B
mm

M8

40

11

20
63 40
80 50

100 63

M10

50

13

25
63 35
80 50

100
75

120
160 100

M12

50

15

25
63 32
80 50

100 63
125 75
160 100
200 125
225

160
250

M14

63

17

32
160 100
200 125
225 160

M16

63

19

35
80 50

100 63
125 75
160 100
200 125
225

160
250

Tech. Code D
mm

L
mm

A
mm

B
mm

M16 315 19 180

M18

100

23

50
125 75
160 100
200 125
225

150
250
315 180

M20

80

27

32
100 50
125 70
160 100
200 125
225

160
250
315 200

M22

100

31

45
160 100
200 125
250 160
315 250

M24

160

35

100
200

125
225
250 160
315 180

M27
200

39
125

225
160

250

M30
150

43
80

200 125

Steel class 10K
ITEM: C7530

Tech. Code M
mm

S
mm

E
mm

H
mm

10 17 19.6 10
12 19 21.5 12
14 22 25 14
16 24 27.5 16
18 27 31 18
20 30 34.6 20
22 32 36.9 22
24 36 41.6 24
27 41 47.3 27
30 46 53.1 30

TURNED SHORT NUTS



C

C.128 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Classe acciaio 10K.
ART. C7535

Cod. Tec. GR43
Euro

M
mm

S
mm

E
mm

H
mm

C75356 0,61 6 10 11,5 9
C75358 0,71 8 13 14,8 12
C753510 0,92 10 17 19,6 15
C753512 1,02 12 19 21,5 18
C753514 1,43 14 22 25 21
C753516 1,73 16 24 27,5 24
C753518 2,45 18 27 31 27
C753520 2,75 20 30 34,6 30
C753522 3,57 22 32 36,9 33
C753524 4,08 24 36 41,6 36
C753527 7,85 27 41 47,3 40
C753530 9,59 30 46 53,1 45

DADI ALTI TORNITI

Classe acciaio 10K.
ART. C7540

Cod. Tec. GR43
Euro

M
mm

S
mm

E
mm

H
mm

C75406 1,33 6 10 11,5 18
C75408 1,43 8 13 14,8 24
C754010 1,63 10 17 19,6 30
C754012 1,84 12 19 21,5 36
C754014 2,35 14 22 25 42
C754016 3,06 16 24 27,5 48
C754018 3,67 18 27 31 54
C754020 4,39 20 30 34,6 60
C754022 5,20 22 32 36,9 66

DADI PROLUNGAMENTO

Classe acciaio 10K.
ART. C7545

Cod. Tec. GR43
Euro

M
mm

S
mm

E
mm

H
mm

A
mm

D
mm

C75458 2,04 8 13 14,8 12 3,5 18
C754510 2,45 10 17 19,6 15

4
22

C754512 2,75 12 19 21,5 18 25
C754514 3,26 14 22 25 21 4,5 28
C754516 3,67 16 24 27,5 24

5
31

C754518 5,10 18 27 31 27 34
C754520 5,81 20 30 34,6 30

6
37

C754522 8,06 22 32 36,9 33 40
C754524 9,38 24 36 41,6 36 45
C754527 20,30 27 41 47,3 40

8
51

C754530 25,19 30 46 53,1 45 58

DADI CON RONDELLA

C.128 Indivisible package   Suggested retail package - Unit price

Steel class 10K
ITEM: C7535

Tech. Code M
mm

S
mm

E
mm

H
mm

6 10 11.5 9
8 13 14.8 12
10 17 19.6 15
12 19 21.5 18
14 22 25 21
16 24 27.5 24
18 27 31 27
20 30 34.6 30
22 32 36.9 33
24 36 41.6 36
27 41 47.3 40
30 46 53.1 45

TURNED TALL NUTS

Steel class 10K
ITEM: C7540

Tech. Code M
mm

S
mm

E
mm

H
mm

6 10 11.5 18
8 13 14.8 24
10 17 19.6 30
12 19 21.5 36
14 22 25 42
16 24 27.5 48
18 27 31 54
20 30 34.6 60
22 32 36.9 66

EXTENSION NUTS

Steel class 10K
ITEM: C7545

Tech. Code M
mm

S
mm

E
mm

H
mm

A
mm

D
mm

8 13 14.8 12 3.5 18
10 17 19.6 15

4
22

12 19 21.5 18 25
14 22 25 21 4.5 28
16 24 27.5 24

5
31

18 27 31 27 34
20 30 34.6 30

6
37

22 32 36.9 33 40
24 36 41.6 36 45
27 41 47.3 40

8
51

30 46 53.1 45 58

NUTS WITH WASHER



C

C.129 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Classe acciaio 8.8
ART. C7550

Cod. Tec. GR43
Euro

M
mm

D
mm

A
mm

B
mm

C
mm

Cava
mm

C75500608 1,53 6 7,7 13 10
6

8
C75500810 1,63

8
9,7 15 12 10

C75500812 1,73
11,7 18 14 7 12C75501012 1,73 10

C75500814 2,04 8
13,7 22 16 8 14C75501014 2,04 10

C75501214 2,04 12
C75500816 2,55 8

15,7 25 18 9 16
C75501016 2,55 10
C75501216 2,55 12
C75501416 2,55 14
C75500818 3,16 8

17,7 28 20 10 18
C75501018 3,16 10
C75501218 3,16 12
C75501418 3,16 14
C75501618 3,16

16C75501620 4,28
19,7 32 24 12 20C75501820 4,28 18

C75501622 4,90 16
21,7 35 28 14 22C75501822 4,90 18

C75502022 4,90 20
C75501624 8,36 16

23,7 40 32 16 24C75502024 8,36 20
C75502224 8,36 22
C75501628 10,81 16

27,7 44 36 18 28
C75502028 10,81 20
C75502228 10,81 22
C75502428 10,81

24C75502430 (27,44) 29,7 48 38 19 30
C75502732 (32,33) 27 31,6 50 40 20 32
C75503036 (19,18) 30 35,6 54 44 22 36
C75503642 (50,18) 36 41,6 65 52 26 42

TASSELLI PER CAVE A "T"

Classe acciaio 8.8
ART. C7555

Cod. Tec. GR43
Euro

M
mm

D
mm

L
mm

A
mm

B
mm

C
mm

Cava
mm

C75550608 (2,45) 6 7,7 26 13 10 5 8
C75550810 (2,45) 8 9,7 30 15 12 6 10
C75551012 2,75 10 11,7 36 18 14 7 12
C75551214 3,98 12 13,7 44 22 16 8 14
C75551618 5,41 16 17,7 56 28 20 10 18
C75551820 7,55 18 19,7 64 32 24 12 20

TASSELLI PER CAVE A "T" LUNGHI

Classe acciaio 8.8
ART. C7560

Cod. Tec. GR43
Euro

D
mm

A
mm

B
mm

C
mm

Cava
mm

C75608 (1,22) 7,7 13 10
6

8
C756010 (1,22) 9,7 15 12 10
C756012 (1,33) 11,7 18 14 7 12
C756014 (1,53) 13,7 22 16 8 14
C756016 (1,94) 15,7 25 18 9 16
C756018 (2,24) 17,7 28 20 10 18
C756020 (3,16) 19,7 32 24 12 20
C756022 (3,98) 21,7 35 28 14 22

TASSELLI PER CAVE A "T" SENZA FORO

C.129Indivisible package  Suggested retail package - Unit price

Steel class 8.8
ITEM: C7550

Tech. Code M
mm

D
mm

A
mm

B
mm

C
mm

Slotting
mm

6 7.7 13 10
6

8

8
9.7 15 12 10

11.7 18 14 7 12
10
8

13.7 22 16 8 1410
12
8

15.7 25 18 9 16
10
12
14
8

17.7 28 20 10 18
10
12
14

16
19.7 32 24 12 20

18
16

21.7 35 28 14 2218
20
16

23.7 40 32 16 2420
22
16

27.7 44 36 18 28
20
22

24
29.7 48 38 19 30

27 31.6 50 40 20 32
30 35.6 54 44 22 36
36 41.6 65 52 26 42

NUTS FOR T-SLOTS

Steel class 8.8
ITEM: C7555

Tech. Code M
mm

D
mm

L
mm

A
mm

B
mm

C
mm

Slotting
mm

6 7.7 26 13 10 5 8
8 9.7 30 15 12 6 10
10 11.7 36 18 14 7 12
12 13.7 44 22 16 8 14
16 17.7 56 28 20 10 18
18 19.7 64 32 24 12 20

EXTENDED NUTS FOR T-SLOTS

Steel class 8.8
ITEM: C7560

Tech. Code D
mm

A
mm

B
mm

C
mm

Slotting
mm

7.7 13 10
6

8
9.7 15 12 10
11.7 18 14 7 12
13.7 22 16 8 14
15.7 25 18 9 16
17.7 28 20 10 18
19.7 32 24 12 20
21.7 35 28 14 22

BLANK T-NUTS



C

C.130 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Classe acciaio 8.8
ART. C7575

Cod. Tec. GR43
Euro

Vite
Ø

D
mm

E
mm

H
mm

C75758,4 1,53 8 8,4
35

8C757510,5 1,84 10 10,5
C757513 1,84 12 13

40C757515 1,94 14 15
10C757517 2,24 16 17

45C757519 2,75 18 19
C757521 3,47 20 21

50 12C757523 3,67 22 23
C757525 3,77 24 25
C757528 6,63 27 28 60 14

RONDELLE ALTE TORNITE

Classe acciaio 8.8
ART. C7580

Cod. Tec. GR43
Euro

Vite
Ø

D
mm

E
mm

H
mm

C75806,6 0,61 6 6,6 17 3,5
C75808,4 1,02 8 8,4 23

4C758010,5 1,22 10 10,5 28
C758013 1,22 12 13 35

5C758015 1,33 14 15 40
C758017 1,53 16 17

45
6C758019 1,84 18 19

C758021 2,14 20 21
50C758023 2,24 22 23

8C758025 2,96 24 25 60

RONDELLE LARGHE TORNITE

Classe acciaio 8.8
ART. C7565

Cod. Tec. GR43
Euro

M
mm

D
mm

A
mm

B
mm

C
mm

Cava
mm

C75651014 (5,41)
10

13,7 22 16 8 14
C75651018 (7,14) 17,7 28 20 10 18
C75651416 (6,12) 14 15,7 25 18 9 16
C75651618 (6,73) 16 17,7 28 20 10 18
C75651820 (9,59) 18 19,7 32 24 12 20
C75652022 (10,81) 20 21,7 35 28 14 22
C75651628 (14,38) 16 27,7 44 36 18 28

TASSELLI PER CAVE ROMBOIDALI

Classe acciaio 8.8
ART. C7570

Cod. Tec. GR43
Euro

Vite
Ø

D
mm

E
mm

H
mm

C75706,6 0,41 6 6,6 13 3,5
C75708,4 0,61 8 8,4 18

4C757010,5 0,71 10 10,5 22
C757013 0,71 12 13 28 5
C757015 0,92 14 15

35
6

C757017 1,02 16 17
C757019 1,22 18 19

40C757021 1,22 20 21
C757023 1,33 22 23

45 8C757025 1,43 24 25
C757028 2,96 27 28

60 10C757031 4,08 30 31

RONDELLE PIANE TORNITE

C.130 Indivisible package   Suggested retail package - Unit price

Steel class 8.8
ITEM: C7575

Tech. Code Screw
Ø

D
mm

E
mm

H
mm

8.4 8,4
35

810.5 10,5
12 13

40
14 15

1016 17
45

18 19
20 21

50 1222 23
24 25
27 28 60 14

THICK WASHERS

Steel class 8.8
ITEM: C7580

Tech. Code Screw
Ø

D
mm

E
mm

H
mm

6.6 6,6 17 17
8.4 8,4 23

4
10.5 10,5 28
12 13 35

5
14 15 40
16 17

45
618 19

20 21
50

22 23
8

24 25 60

BROAD WASHERS

Steel class 8.8
ITEM: C7565

Tech. Code M
mm

D
mm

A
mm

B
mm

C
mm

Slotting
mm

10
13.7 22 16 8 14
17.7 28 20 10 18

14 15.7 25 18 9 16
16 17.7 28 20 10 18
18 19.7 32 24 12 20
20 21.7 35 28 14 22
16 27.7 44 36 18 28

RHOMBOIDAL NUTS FOR T-SLOTS

Steel class 8.8
ITEM: C7570

Tech. Code Screw
Ø

D
mm

E
mm

H
mm

6.6 6,6 13 3,5
8.4 8,4 18

4
10 10,5 22
12 13 28 5
14 15

35
6

16 17
18 19

40
20 21
22 23

45 8
24 25
27 28

60 10
30 31

FLAT WASHERS



C

C.131 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

PRISMI MAGNETICI SINGOLI
ART. C7600
Adatti per un rapido posizionamento durante le lavorazioni e le operazioni di collaudo.
Forniti singolarmente.

Cod. Tec. GR43
Euro

Dimensioni
mm

Forza magnetica
superficie a V

Ng

Forza magnetica
superficie piana

Ng

¡ alloggiabili
mm

C7600080095 203,00 70 x 80 x 95 55 80
5 - 70C7600130085 380,00 75 x 100 x 115 90 110

SQUADRE MAGNETICHE PERMANENTI
ART. C7602
Adatte per un rapido posizionamento di pezzi a 90°, ideali nelle operazioni di saldatura e tracciatura.

Cod. Tec. GR43
Euro

Dimensioni
mm

Forza magnetica
Kg

C7602150 89,00 150 x 150 x 60 100
C7602200 134,00 200 x 200 x 60 140
C7602300 178,00 300 x 300 x 60 200

Din 6319 C - Classe acciaio 8.8
ART. C7585

Cod. Tec. GR43
Euro

Vite
Ø

D
mm

E
mm

r
mm

H
mm

C75856,4 0,71 6 6,4 12 9 2,3
C75858,4 0,82 8 8,4 17 12 3,2
C758510,5 0,92 10 10,5 21 15 4
C758513 0,92 12 13 24 17 4,6
C758515 (1,33) 14 15 28

22
5

C758517 (1,33) 16 17 30 5,3
C758521 1,53 20 21 36 27 6,3
C758525 (2,14) 24 25 44 32 8,2

RONDELLE CONVESSE

Din 6319 D - Classe acciaio 8.8
ART. C7590

Cod. Tec. GR43
Euro

Vite
Ø

D
mm

E
mm

H
mm

C75907,1 0,71 6 7,1 12 2,8
C75909,6 0,82 8 9,6 17 3,5
C759012 0,92 10 12 21 4,2

C759014,2 0,92 12 14,2 24 5
C759016,5 (1,33) 14 16,5 28 5,6
C759019 (1,33) 16 19 30 6,2

C759023,2 1,53 20 23,2 36 7,5

RONDELLE CONCAVE

Din 6319 G - Classe acciaio 8.8
ART. C7595

Cod. Tec. GR43
Euro

Vite
Ø

D
mm

E
mm

H
mm

C75957,1 (0,92) 6 7,1 17
4C75959,6 (1,02) 8 9,6 23

C759512 (1,22) 10 12 28
5C759514,2 (1,22) 12 14,2 35

C759516,5 (1,33) 14 16,5 40
C759519 (1,53) 16 19 45 6

C759523,2 (3,26) 20 23,2 50 8

RONDELLE CONCAVE

C.131Indivisible package  Suggested retail package - Unit price

MAGNETIC "V" PRISMS
ITEM: C7600
Fit for a quick positioning during machining and testing operations.
Single supplied.

Tech. Code Dimensions
mm

Magnetic force
V-shaped surface

kg

Magnetic force
flat surface

kg

¡ work pieces
mm

70 x 80 x 95 55 80
5 - 70

75 x 100 x 115 90 110

PERMANENT MAGNETIC SQUARES
ITEM: C7602
Suitable for a fast 90° workpiece positioning, ideal for welding and marking operations.

Tech. Code Dimensions
mm

Magnetic force
Kg

150 x 150 x 60 100
200 x 200 x 60 140
300 x 300 x 60 200

Din 6319 C - Steel class 8.8
ITEM: C7585

Tech. Code Screw
Ø

D
mm

E
mm

r
mm

H
mm

6.4 6,4 12 2.3 2,3
8.4 8,4 17 3.2 3,2
10.5 10,5 21 15 4
12 13 24 4.6 4,6
14 15 28

22
5

16 17 30 5,3
20 21 36 6.3 6,3
24 25 44 8.2 8,2

SPHERICAL SEAT WASHERS

Din 6319 D - Steel class 8.8
ITEM: C7590

Tech. Code Screw
Ø

D
mm

E
mm

H
mm

7.1 7,1 2.8 2,8
9.6 9,6 3.5 3,5
10 12 4.2 4,2

14.2 14,2 24 5
16.5 16,5 5.6 5,6
16 19 6.2 6,2

23.2 23,2 7.5 7,5

DISHED WASHERS

Din 6319 G - Steel class 8.8
ITEM: C7595

Tech. Code Screw
Ø

D
mm

E
mm

H
mm

7.1 7,1 17
4

9.6 9,6 23
10 12 28

514.2 14,2 35
16.5 16,5 40
16 19 45 6

23.2 23,2 50 8

DISHED WASHERS



C.132

C

AUTOMATIC POSITIONING SYSTEM
SISTEMA DI BLOCCAGGIO A 3 GRIFFE A 120°
APS è l’unico sistema di bloccaggio =ERO POINT a 3 griffe a 120° e grazie a dei trattamenti speciali antiattrito e anticorrosione dei perni e delle griffe di bloccaggio
(già trattati preliminarmente a 62 HRC), migliora ulteriormente le proprie prestazioni.

MASSIMA RIGIDITÀ! MASSIMA PRECISIONE!
• Pistone monolitico a piani inclinati
• Griffe con doppio piano inclinato che genera effetto “PULL DOWN”.

Massima precisione di accoppiamento conico tra il perno ed il modulo.

C.132

AUTOMATIC POSITIONING SYSTEM
AUTOMATIC POSITIONING SYSTEM WITH 3 JAWS AT 120°
APS is the only ZERO POINT locking system with 3 jaws at 120° thanks to the special anti-friction and anti-corrosion treatment of the pins and the clamping jaws.
(Already preliminarily treated to 62 HRC) which further improves its performance.

MAXIMUM RIGIDITY! MAXIMUM ACCURACY!
• Monolithic piston with inclined planes
• Jaws with double inclined plane that generates the “PULL DOWN” effect.

Maximum accuracy of the tapered coupling between the pin and the module.
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C.133

AUTOMATIC POSITIONING SYSTEM - ZERO POINT (APS)

FUNZIONE TURBO

FUNZIONE AUTOMATICA DI PULIZIA (APS PREMIUM)

La funzione Turbo è sempre integrata nel modulo APS PREMIUM. Turbo è la funzione per mezzo
della quale l'aria compressa incrementa la forza di bloccaggio esercitata dalle molle (12.000 N) sino
a raggiungere la forza di bloccaggio �PULL DOWN� di 30.000 N.

FUNZIONE DI SBLOCCAGGIO A 6 BAR

OPEN TURBO

TURBO

OPEN

C.133

AUTOMATIC POSITIONING SYSTEM - ZERO POINT (APS)

TURBO FUNCTION

AUTOMATIC CLEANING FUNCTION (APS PREMIUM)

The turbo function is always intergrated in the module APS PREMIUM. Turbo is the function by
means of which the compressed air increases the clamping force applied by the springs (12.000 N)
until reaching the "PULL DOWN" clamping force of 30,000 N.

UNLOCKING FUNCTION AT 6 BAR

OPEN TURBO

TURBO

OPEN
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C.134 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

* Con viti DIN EN ISO 4762 - 12.9
** Con effetto turbo

ART. C8010

Cod. Tec. C8010140E
GR41 Euro (850,00)
Forza bloccaggio

 N 30.000
Forza tenuta
 N M10/35.000 - M12/50.000 - M16/75.000
Pressione sbloccaggio bar 6
Ripetibilità mm < 0,005
Peso Kg 4,5

Per montaggio esterno con effetto turbo.

MODULI APS-140 E - PREMIUM

* Con viti DIN EN ISO 4762 - 12.9
** Con effetto turbo

ART. C8015

Cod. Tec. C8015140EL
GR41 Euro (782,00)
Forza bloccaggio

 N 30.000
Forza tenuta
 N M10/35.000 - M12/50.000 - M16/75.000
Pressione sbloccaggio bar 6
Ripetibilità mm < 0,005
Peso Kg 4,5

Per montaggio esterno con effetto turbo.

MODULI APS-140 E - PREMIUM LIGHT

C.134 Indivisible package   Suggested retail package - Unit price

* With screws DIN EN ISO 4762 - 12.9
** With turbo effect

ITEM: C8010

Tech. Code

Clamping force

 N 30.000
Holding force
 N M10/35.000 - M12/50.000 - M16/75.000
Unlocking pressure bar 6
Repeatability mm < 0,005
Weight .g 4,5

For external mounting with turbo effect.

MODULES APS-140 E - PREMIUM

* With screws DIN EN ISO 4762 - 12.9
** With turbo effect

ITEM: C8015

Tech. Code

Clamping force

 N 30.000
Holding force
 N M10/35.000 - M12/50.000 - M16/75.000
Unlocking pressure bar 6
Repeatability mm < 0,005
Weight .g 4,5

For external mounting with turbo effect.

MODULES APS-140 E - PREMIUM LIGHT
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C.135 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

* Con viti DIN EN ISO 4762 - 12.9

ART. C8020

Cod. Tec. C8020140B
GR41 Euro (605,00)
Forza bloccaggio N 12.000
Forza tenuta
 N M10/35.000 - M12/50.000 - M16/75.000
Pressione sbloccaggio bar 6
Ripetibilità mm < 0,005
Peso Kg 4,5

Per montaggio esterno.

MODULI APS-140 E BASIC

Con effetto �TURBO�

 1
99

 200

 399

 25  25 2
0

 1
64

 1
70

=°=

=°=

=
°=

30x45°

=
°= =
°=

ART. C8040

Cod. Tec. C8040140B C8040140E
GR41 Euro (2310,00) (2640,00)
Modello BASIC PREMIUM LIG+T
Peso Kg 21 21

PIASTRE A 2 MODULI APS-140 E

ART. C8030
Con trattamento speciale anticorrosione e antiattrito.

Cod. Tec. C8030M12A C8030M12B C8030M12C
GR41 Euro (49,00) (60,00) (43,00)
Modello M12-A M12-B M12-C
Peso Kg 0,3

PERNI DI BLOCCAGGIO APS-140

Cod. Tec. C8030M16A C8030M16B C8030M16C
GR41 Euro (70,00) (92,00) (60,00)
Modello M16-A M16-B M16-C
Peso Kg 0,3

Tipo A: perno di centraggio
Tipo B: perno di riferimento
Tipo C: perno tirante

C.135Indivisible package  Suggested retail package - Unit price

* With screws DIN EN ISO 4762 - 12.9

ITEM: C8020

Tech. Code

Clamping force N 12.000
Holding force
 N M10/35.000 - M12/50.000 - M16/75.000
Unlocking pressure bar 6
Repeatability mm < 0,005
Weight .g 4,5

For external mounting.

MODULES APS-140 E BASIC

With "TURBO" effect

ITEM: C8040

Tech. Code

Model BASIC PREMIUM LI*HT
Weight .g 21 21

PLATES A 2 MODULES APS-140 E

ITEM: C8030
With special anti-corrosion and anti-friction treatment.

Tech. Code

Model M12-A M12-B M12-C
Weight .g 0,3

CLAMPING PINS APS-140

Tech. Code

Model M16-A M16-B M16-C
Weight .g 0,3

Type A: centering pin
Type B: reference pin
Type C: pull down pin
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C.136 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Con effetto �TURBO�
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ART. C8045

Cod. Tec. C8045140B C8045140E
GR41 Euro (4070,00) (4510,00)
Modello BASIC PREMIUM LIG+T
Peso Kg 41 41

Per centri di lavoro verticali.

PIASTRE A 4 MODULI APS-140 E

150A-A

85

116

300

250

200

25

123

500

18 H7

18 H7

A

A

ART. C8050

Cod. Tec. C8050140TCT
GR41 Euro (550,00)
Peso Kg 14

PIASTRA D'INTERFACCIA PER APS-140 CON TCT 150

C.136 Indivisible package   Suggested retail package - Unit price

With "TURBO" effect

ITEM: C8045

Tech. Code

Model BASIC PREMIUM LI*HT
Weight .g 41 41

For vertical machining centers.

PLATES A 4 MODULES APS-140 E

ITEM: C8050

Tech. Code

Weight .g 14

INTERFACE PLATES FOR APS-140 CON TCT 150
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C.137 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ART. C8060

Cod. Tec. C8060399199 C8060399399
GR41 Euro (530,00) (770,00)
Tipo 100 140
A mm 299 399
B mm 149 199
C mm 150 200

PALLET ACCIAIO APS-140

AUTOMATIC POSITION SYSTEM

Modello 3 Griffe 2 Griffe Turbo

Forza
di Bloccaggio

con Turbo
(senza Turbo)

kN

Chiavetta
anti rotazione

(per uso singolo)

Funzione
automatica
di pulizia

Controllo
presenza

pezzo (PEL)

Trattamento
di

Protezione

APS 100-E PREMIUM -   15,0 (4)    

APS 100-E BASIC -   15,0 (4) - - - 

APS 140-E PREMIUM  -  26,0 (7,5)    

APS 140-E PREMIUM
LIGHT  -  26,0 (7,5) -  - 

APS 140-E PREMIUM
INOX  -  26,0 (7,5)    

APS 140-I PREMIUM  -  26,0 (7,5)    

APS 140-E BASIC -   26,0 (7,5) - - - 

APS 140-E BASIC INOX -   26,0 (7,5) - - - 

APS 190-E PREMIUM  -  45,0 (13,5)    

C.137Indivisible package  Suggested retail package - Unit price

ITEM: C8060

Tech. Code

Type 100 140
A mm 299 399
B mm 149 199
C mm 150 200

STEEL PALLETS APS-140

AUTOMATIC POSITION SYSTEM

Type 3 Clamping
slides

2 Clamping
slides Turbo

Pull-in force
with Turbo

(without Turbo)
kN

Any Rotation
key

(for single use)

Automatic
cleaning
function

Monitoring
via air control

Protective
coating

APS 100-E PREMIUM -   15,0 (4)    

APS 100-E BASIC -   15,0 (4) - - - 

APS 140-E PREMIUM  -  26,0 (7,5)    

APS 140-E PREMIUM
LIGHT  -  26,0 (7,5) -  - 

APS 140-E PREMIUM
INOX  -  26,0 (7,5)    

APS 140-I PREMIUM  -  26,0 (7,5)    

APS 140-E BASIC -   26,0 (7,5) - - - 

APS 140-E BASIC INOX -   26,0 (7,5) - - - 

APS 190-E PREMIUM  -  45,0 (13,5)    





D

D.1

STRUMENTI DI MISURA D
2 - 21
D0

Calibri a corsoio
digitali e meccanici

22 - 34
D1

Micrometri
digitali

e meccanici

35 - 54
D2

Misuratori rapidi,
alesametri, comparatori,

porta comparatori,
stativi

55 - 59
D3

Tastatori digitali e
analogici, centratori,

azzeratori, piani di
riscontro

60 - 70
D4

Rapportatori d'angolo,
altimetri, truschini

squadre, righe e livelle

70 - 76
D5

Calibri a tampone lisci
e filettati, blocchetti di

riscontro

77 - 80
D6
Contafiletti,
spessimetri

81 - 102
D7

Durometri, rugosimetri,
microscopi, lenti, proiettori

di profili, macchine di
misura e termometri

103 - 107
D8
Dinamometri

e bilance

107 - 117
D9

Misuratori elettronici
non distruttivi

D.1

MEASURING INSTRUMENTS

Digital and vernier calipers

Digital and analogue micrometers

Dial gauges,
bore gauges,

dial gauges stands

Digital and analogic sensors, centering
devices, zero setters, inspection plates

Protractors, height gauges, dividers,
prisms, parallels, squares, rulers and

levels

Threaded plug and
gauges, pin gauges,

gauge blocks

Screws pitch gauges, thickness gauges

Hardness testers
microscopes,

lenses, profile projectors,
measuring machines

Dynamometers and scales

Non destructive testing



CATALOGO GENERALE
Puoi acquistare qualsiasi prodotto del catalogo ALPA contattando il nostro
ufficio commerciale. I tempi di consegna dipendono dalla disponibilità del
fornitore, riceverai una conferma d'ordine con le date dettagliate di consegna.

I prodotti ALPA inseriti nel catalogo LINK19
sono disponibili a magazzino e spediti in 24 ore.

info@linkspa.it - www.linkspa.it

D.2

D

D.2

GENERAL CATALOGUE
To buy any products of this ALPA catalogue contact our commercial office.
Delivery time depends on the availability of our supplier, you will receive a
confirmation of your order with the details of the delivery date.

The ALPA items included in our LINK19 catalogue,
are ready to be delivered in 24 h.

info@linkspa.it - www.linkspa.it/en
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D.3

LEGENDA ICONE STRUMENTI MISURA

Misurazione centesimale Misurazione millesimale Misurazione millesimale Misurazione millesimale

Norma DIN Display LCD Misurazione decimillesimale Misurazione decimale

Acciaio inossidabile temperato Conversione mm/inch Display LCD numeri grandi
Rapporto di controllo con
dichiarazione di conformità

Bluetooth

Batteria al Litio 1,5V - CR

Stelo Ø 6,5mm Stelo Ø 8mm Uscita dati

Batteria al Litio 3V - CR 2032 Batteria al Litio 9V Superfici di contatto in MD

Custodia rigida (metallo, legno
o plastica)

Custodia morbida

Norma IP54Temperatura di esercizio Temperatura di stoccaggio

EN 500081-1 EN 50082-1 Norma IP65

Modo stand-by 10 minuti

Asta di profondità tonda
Asta di profondità standard
(piatta)

Norma IP67

Norma IP66Precisione di esecuzioneQuadrante girevole
Contatto di misura a sfera
Ø 3mm già montato

ABS - Zero assoluto

CALIBRATION LAB
I certificati di taratura e controllo fornibili sono:

- CERTIFICATO DI CONTROLLO (secondo UNI EN ISO 9001:2008)
Documento rilasciato attraverso il quale viene assicurata la riferibilità ai campioni nazionali primari.

Questo documento viene normalmente richiesto per la strumentazione che viene utilizzata per la
misurazione ”sul campo” (es. calibri a corsoio, livelle, comparatori, ecc...)

- CERTIFICATO DI TARATURA (ACCREDIA)
Documento emesso esclusivamente da un centro di taratura ACCREDIA.

Tale certificato è ufficialmente valido in Italia, e con mutuo riconoscimento, nei paesi Europei
aderenti all’EA (European Cooperation for Accreditation), ed attesta che lo strumento è stato tarato
secondo le procedure riconosciute valide dagli istituti primari di competenza.

I dispositivi di controllo per blocchetti pianoparalleli, termometri e manometri campione, ecc...
Gli strumenti certificati ACCREDIA vengono normalmente utilizzati come “campioni primari aziendali”
per la successiva taratura di altra strumentazione.

LINK CALIBRATION LAB

La nostra esperienza in ambito di strumenti di misura ha
radici lontane, sin da quando nelle aziende si è iniziato
a parlare di certificazione di qualità ISO 9000 ed alla
conseguente necessità di tarare periodicamente gli
strumenti di misura e controllo.

Da questa sempre più pressante esigenza dei nostri clienti,
nasce il servizio LINK CALIBRATION LAB, che garantisce
estrema affidabilità e rapidità dei servizi proposti.

Attraverso il ns. laboratorio siamo in grado di fornire
tarature per strumenti adatti alle più svariate applicazioni
nei differenti settori merceologici, quali aerospace,
automotive, medicale, food&beverage ed industria
meccanica in genere.

D.3

MEASUREMENT INSTRUMENTATION ICONS

Centesimal measurement Millesimal measurement Bi-Millesimal measurement Five-Millesimal measurement

DIN Standard LCD display Deci-Millesimal measurement Decimal measurement

Hardened stainless steel mm/inch conversion LCD display with big numbers
Control report with declaration
of conformity

Bluetooth

1.5V Lithium battery - CR

Spindle Ø 6.5mm Spindle Ø 8mm Data output

3V Lithium battery - CR 2032 9V Lithium battery MD contact surfaces

Rigid housing (metal, wood or
plastic)

Soft housing

IP54 standardOperating temperature Storage temperature

EN 500081-1, EN 50082-1 IP65 standard

Standby mode (10 min.)

Round depth rod
mm 1.5

Standard depht rod
(flat)

IP67 standard

IP66 standardAccurate designRotating dial
Spherical measuring contact,
Ø 3mm, mounted

ABS - Absolute zero

CALIBRATION LAB
Calibration and control certificates are provided upon request and comprise the following types:

- CONTROL CERTIFICATE (according to UNI EN ISO 9001:2008);
a document issued by calibration laboratories by which reference to national primary standards is
ensured.
This document is usually required to perform internal controls on measuring equipment employed
for field measurement (ex. vernier calipers, levels, dial gauges, etc.).

- ACCREDIA CALIBRATION CERTIFICATE. This document can only be issued by an ACCREDIA
licensed metrological laboratory.
This certificate is officially valid in Italy and, through mutual recognition agreements, in the EA
countries (European Cooperation for Accreditation) and confirms that the instrument was calibrated
in compliance with standard procedures set forth and validated by industry prominent institutes.
(Ex. monitoring devices for plane-parallel blocks, thermometers and sample gauges, etc.).
ACCREDIA certified instrumentation is typically used as a "primary corporate reference" for future
instruments calibration.

Our experience in the field of measuring instruments
has deep roots, since the company started talking about
quality ISO 9000 certifications and the consequent need
to periodically calibrate the measuring and control the
instruments.

From this increasingly pressing need of our customers
LINK CALIBRATION SERVICE LAB was born , which
guarantees high reliability and speed of the proposed
services.

Through our lab we are able to provide calibrations for
instruments adapted to the most varied applications of
different sectors, such as aerospace, automotive, medical,
food and beverage and the mechanical Industry.
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D.4 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Risoluzione 0,01mm - Elettronica svizzera con uscita dati e grado di protezione IP67
(immersione completa in acqua) anche collegato a cavo. Accensione automatica
spostando il corsoio sull'asta (sistema SIS), pausa dopo 20 min. di inutilizzo, posizione
memorizzata in pausa con velocità massima di spostamento 2,5 m/sec.
Struttura meccanica in acciaio inossidabile, temprato e rettificato con un grande
comfort di utilizzo grazie alla sua forma ergonomica e struttura robusta: asta fissa
spessore 3.5 mm. Funzione preset inclusa.

ART. D0014

Cod. Tec. GR45
Euro

Campo di misura
mm

A
mm

B
mm

C
mm

D
mm

E
mm

Asta

D0014150P 168,00
0 ÷ 150 234 40 11 16 16 x 3,5



D0014150T 168,00 

D0014200 240,00 0 ÷ 200 290 50
14 19 16 x 4 

D0014300 310,00 0 ÷ 300 390 64

MANUALE
ON-LINE

CALIBRI A CORSOIO DIGITALI IP67 CON PRESET PROdigital

Cod. Tec. GR45
Euro Modello

D99103V 5,00 Batteria 3V CR2032
D0002USB 183,00 Cavo Proximity - USB
D0002RS232 183,00 Cavo Proximity - RS232

Risoluzione 0,01mm - Elettronica svizzera con uscita dati e grado di protezione IP67
(immersione completa in acqua) anche collegato a cavo. Accensione automatica
spostando il corsoio sull'asta (sistema SIS), pausa dopo 20 min. di inutilizzo, posizione
memorizzata in pausa con velocità massima di spostamento 2,5 mm/sec.
Struttura meccanica in acciaio inossidabile, temprato e rettificato con un grande
comfort di utilizzo grazie alla sua forma ergonomica e struttura robusta: asta fissa
spessore 3.5 mm.

ART. D0015

Cod. Tec. GR45
Euro

Campo di misura
mm

A
mm

B
mm

C
mm

D
mm

E
mm

Asta

D0015150PND 137,00 0 ÷ 150 234,5 40 11 16 16 x 3,5 
MANUALE
ON-LINE

CALIBRI A CORSOIO DIGITALI IP67 MEGAtry

Cod. Tec. GR45
Euro Modello

D99103V 5,00 Batteria 3V CR2032

D.4 Indivisible package   Suggested retail package - Unit price

0,01 mm Resolution - Digital caliper with Swiss technology, unrivaled protection against
penetration of particles and liquids. Vernier with locking screw system, automatic on/
off button, auto power off after 20 minutes of inactivity, incremental measuring and
zero-setting at any position, data output. Memorized position in pause mode with
maximum speed displacement of 2.5 m/sec. Structure mechanics tempered, rectified
stainless steel, superior comfort thanks to its ergonomically design shape and sturdy
structure, 3,5 mm. Preset function included.

ITEM: D0014

Tech. Code Measuring range
mm

A
mm

B
mm

C
mm

D
mm

E
mm

Rod

0 ÷ 150 234 40 11 16 16 x 3.5




0 ÷ 200 290 50
14 19 16 x 4 

0 ÷ 300 390 64

ON-LINE
MANUAL

DIGITAL CALIPERS IP67 WITH PRESET

Tech. Code Model

Battery 3V CR2032
Connection cable Proximity-USB

Proximity -cable RS232

0,01 mm resolution - Provided with data output protection against water splash for
heavy work with liquids and lubricants, IP67 protection (full submersion), also when
connected. Automatic power on, by moving the vernier along its rod (SIS system),
pausing after 20 min, when not in use, pause setting kept stored with max movement
speed of 2,5 mm /sec.
Structure mechanics in tempered, rectified stainless steel, superior comfort thanks to
its ergonomically designed shape and sturdy structure, 3,5 mm thick fixed rod.

ITEM: D0015

Tech. Code Measuring range
mm

A
mm

B
mm

C
mm

D
mm

E
mm

Rod

0 ÷ 150 234.5 40 11 16 16 x 3.5 
ON-LINE
MANUAL

DIGITAL CALIPERS IP67

Tech. Code Model

Battery 3V CR2032



D

D.5 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Risoluzione 0,01 mm - Calibro in esecuzione robusta per uso in una ampia gamma
di applicazioni. Il grado di protezione IP 67 ne consente l'utilizzo in presenza di
lubrificanti, polveri e refrigeranti. Elevatissima durata della batteria.

ART. SERIE 500

Cod. Tec. GR47
Euro

Campo di misura
mm

a
mm

b
mm

c
mm

d
mm

L
mm

Asta

D0012150PND 166,00
0 ÷ 150 40 21 16,5

16

233



D0012150TND 165,00 

D0012150 214,00



D0012200ND 232,00
0 ÷ 200 50 24,5 20 290

D0012200 272,00
D0012300ND 336,00

0 ÷ 300 64 27,5 21,8 20 404
D0012300 360,00

Modelli D0012…ND senza uscita dati.

CALIBRI A CORSOIO DIGITALI IP67

d

a

bc

L

Cod. Tec. GR45
Euro Modello

D99051,5V 5,00 Batteria 1,5V SR44
D0004USBC 107,00 Cavo Digimatic Input Tool Direct, modelli IP67, 2 mt - USB
D0001RS232A 79,00 Cavo Digimatic con tasto dati, modelli IP6x, 1 mt - RS232

Risoluzione 0,01 mm - Calibro digitale con elettronica ad altissimo grado di protezione
contro polvere e liquidi anche se in immersione temporanea. Corsoio con vite di
bloccaggio, pulsante di accensione e spegnimento, misurazione incrementale e
azzeramento in qualsiasi posizione.

ART. AA017

Cod. Tec. GR45
Euro

Campo di misura
mm

A
mm

B
mm

C
mm

D
mm

L
mm

Asta

D0007150T 135,00
0 ÷ 150 40 22 16

16

235


D0007150P 135,00
D0007200 205,00 0 ÷ 200 50 24 19 285

D0007300 284,00 0 ÷ 300 60 26 21 400

CALIBRI A CORSOIO DIGITALI IP67 PRO67

L

A

B C

D

MANUALE
ON-LINE

Risoluzione 0,01 mm - Calibro digitale con elettronica ad alto grado di protezione
contro la penetrazione di polvere e liquidi. Corsoio con vite di bloccaggio, pulsante
di accensione e spegnimento, misurazione incrementale e azzeramento in qualsiasi
posizione. Funzione di misurazione origine assoluta.

ART. AA019

Cod. Tec. GR45
Euro

Campo di misura
mm

A
mm

B
mm

C
mm

D
mm

L
mm

Asta

D0009150P 93,00
0 ÷ 150 40 20 15,5

16

235


D0009150T 93,00 

D0009200 114,00 0 ÷ 200 50 24 19,5 287


D0009300 173,00 0 ÷ 300 60 26 21,5 390

CALIBRI A CORSOIO DIGITALI IP54 CON FUNZIONE ABSOLUTE ABSolutus

L

A

B C

D

MANUALE
ON-LINE

Cod. Tec. GR45
Euro Modello

D99103V 5,00 Batteria 3V CR2032

Cod. Tec. GR45
Euro Modello

D99103V 5,00 Batteria 3V CR2032

D.5Indivisible package  Suggested retail package - Unit price

Resolution 0,01 mm calibers-robust excution guage for use in a wide range of
applications.The IP67 protection rating allows it to be used in the presence of
lubicants, powders and coolants. Very high battery life.

ITEM: SERIE 500

Tech. Code Measuring range
mm

a
mm

b
mm

c
mm

d
mm

L
mm

Rod

0 ÷ 150 40 21 16,5

16

233






0 ÷ 200 50 24,5 20 290

0 ÷ 300 64 27,5 21,8 20 404

Model D0012...ND without data output.

DIGITAL CALIPERS IP67

Tech. Code Model

Battery 1.5V SR44
Digimatic cable Input Tool Direct, model IP67, 2 mt - USB

Digimatic cable with data key, model IP, 1 mt - RS232

0.01mm resolution - Digital caliper with electronics of a very high degree of protection
against particles and liquids, even while in temporary submersion. Vernier with
locking screw system, ON/OFF button, incremental measuring and zero-setting at
any position.

ITEM: AA017

Tech. Code Measuring range
mm

A
mm

B
mm

C
mm

D
mm

L
mm

Rod

0 ÷ 150 40 22 16

16

235


0 ÷ 200 50 24 19 285

0 ÷ 300 60 26 21 400

DIGITAL CALIPERS IP67

ON-LINE
MANUAL

0.01mm resolution - Digital caliper with electronics of a very high degree of protection
against penetration of particles and liquids. Vernier with locking screw system, ON/
OFF button, incremental measuring and zero-setting at any position. Absolute origin
measuring function.

ITEM: AA019

Tech. Code Measuring range
mm

A
mm

B
mm

C
mm

D
mm

L
mm

Rod

0 ÷ 150 40 20 15,5

16

235




0 ÷ 200 50 24 19,5 287


0 ÷ 300 60 26 21,5 390

DIGITAL CALIPERS IP54 WITH ABSOLUTE FUNCTION

ON-LINE
MANUAL

Tech. Code Model

Battery 3V CR2032

Tech. Code Model

Battery 3V CR2032



D

D.6 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Risoluzione 0,01 mm - Cassa in metallo, accensione e spegnimento con pulsante
(ON/OFF), azzeramento in qualunque posizione, corsoio con rullo di regolazione e
vite di bloccaggio. Funzione preset inclusa.

ART. AA022

Cod. Tec. GR45
Euro

Campo di misura
mm

A
mm

B
mm

C
mm

D
mm

L
mm

D0020150 46,00 0 ÷ 150 40 21 16

16

236

D0020200 80,00 0 ÷ 200 50 24 19 285

D0020300 102,00 0 ÷ 300 62 26 21 400

L

D

B

A

C

MANUALE
ON-LINE

CALIBRI A CORSOIO DIGITALI CON PRESET

Risoluzione 0,01 mm - Accensione e spegnimento con pulsante (ON/OFF),
accensione automatica, quattro possibilità di misurazione, azzeramento in qualunque
posizione, corsoio con rullo di regolazione e vite di bloccaggio (asta tonda solo per
D0026150T per altri modelli asta piatta).

ART. AA020

Cod. Tec. GR45
Euro

Campo di misura
mm

A
mm

B
mm

C
mm

D
mm

E
mm

L
mm

Asta

D0026150T 76,00
0 ÷ 150 40 16 76

16

1,5 235


D0026150P 75,00
D0026200 97,00 0 ÷ 200 50

18
81

3,5
290

D0026300 142,00 0 ÷ 300 62 100 380

MANUALE
ON-LINE

CALIBRI A CORSOIO DIGITALI PICKall

Cod. Tec. GR45
Euro Modello

D99103V 5,00 Batteria 3V CR2032

Cod. Tec. GR45
Euro Modello

D99051,5V 5,00 Batteria 1,5V SR44

Risoluzione 0,01 mm - Calibri Digimatic AOS per misure rapide e accurate:
Dotati del nuovo encoder ad induzione AOS (Advance Onsite Sensor) già presente
sui calibri impermeabili.
Grazie all'adozione dell'encoder ad induzione elettromagnetica ABS, questi calibri
non risentono della presenza di oli o acqua (eccetto campo 300 mm) sulla superficie
della scala. Il sistema ABSOLUTE elimina l'esigenza di azzerare lo strumento ad
ogni accensione. La finitura di alta qualità delle superfici di scorrimento genera uno
scorrimento morbido e accurato. Altezza caratteri 9 mm per una facile lettura. Batteria
a lunga durata.

ART. SERIE 500

Cod. Tec. GR47
Euro

Campo di misura
mm

A
mm

B
mm

C
mm

D
mm

L
mm

Asta

D0034150PND 112,00
0 ÷ 150 40 21 16,5

16

233



D0034150TND 112,00 

D0034150P 139,00


D0034200ND 177,00

0 ÷ 200 50 24,5 20 290
D0034200 198,00
D0034300 289,00 0 ÷ 300 64 27,5 22 20 404

Modelli D0034…ND senza uscita dati.

CALIBRI A CORSOIO DIGITALI CON FUNZIONE ABSOLUTE

Cod. Tec. GR45
Euro Modello

D99051,5V 5,00 Batteria 1,5V SR44
D0004USBC 107,00 Cavo Digimatic Input Tool Direct, modelli IP67, 2 mt - USB

D.6 Indivisible package   Suggested retail package - Unit price

0.01mm resolution - metal casing( ON/OFF) button, zero setting at any position,
vernier with locking screw. Preset function included.

ITEM: AA022

Tech. Code Measuring range
mm

A
mm

B
mm

C
mm

D
mm

L
mm

0 ÷ 150 40 21 16

16

236

0 ÷ 200 50 24 19 285

0 ÷ 300 62 26 21 400

ON-LINE
MANUAL

DIGITAL CALIPERS WITH PRESET

0.01mm resolution (ON/OFF) button and automatic switch ON, four measuring
functions, zero setting at any position, vernier with wheel drive and locking screw
(round rod only for D0026150T, flat rod for other models).

ITEM: AA020

Tech. Code Measuring range
mm

A
mm

B
mm

C
mm

D
mm

E
mm

L
mm

Rod

0 ÷ 150 40 16 76

16

1.5 235


0 ÷ 200 50
18

81
3.5

290

0 ÷ 300 62 100 380

ON-LINE
MANUAL

DIGITAL CALIPERS

Tech. Code Model

Battery 3V CR2032

Tech. Code Model

Battery 1.5V SR44

Resolution 0,01 mm Digimatic AOS Calibers for quick and accurate measurements:
Equipped with a new AOS Inductive encoder (Advance Onsite Sensor) already
present on the waterproof guages.
Thanks to the adoption of the electromagnetic Induction encoder ABS, these guages
are not affected by the presence of oil or water (except 300 mm field) on the surface
of the scale.The ABSOLUTE system eliminates the need to reset the Instrument to
every switch on.The high quality finish of the sliding surfaces generates smooth and
accurate slinging. 9 mm character height dimension for easy reading. Long lasting
battery.

ITEM: SERIE 500

Tech. Code Measuring range
mm

A
mm

B
mm

C
mm

D
mm

L
mm

Rod

0 ÷ 150 40 21 16,5

16

233





0 ÷ 200 50 24,5 20 290

0 ÷ 300 64 27,5 22 20 404

Model D0034...ND without data output.

DIGITAL CALIPERS WITH ABSOLUTE FUNCTION

Tech. Code Model

Battery 1.5V SR44
Digimatic cable Input Tool Direct, model IP67, 2 mt - USB



D

D.7 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Risoluzione 0,01mm - Elettronica svizzera con uscita dati e grado di protezione IP67
(immersione completa in acqua) anche collegato a cavo. Accensione automatica
spostando il corsoio sull'asta (sistema SIS), pausa dopo 20 min. di inutilizzo, posizione
memorizzata in pausa con velocità massima di spostamento 2,5 m/sec. Struttura in
acciaio inox temprato.
Funzione preset inclusa. Fornito con custodia in legno.

ART. AA030

Cod. Tec. GR45
Euro

Campo di misura
mm

A
mm

B
mm

C
mm

D
mm

Sezione
mm

D0051300 498,00 0 ÷ 300 425

5 117 100 17 x 5
D0051400 563,00 0 ÷ 400 525

D0051500 606,00 0 ÷ 500 625

D0051600 665,00 0 ÷ 600 725

MANUALE
ON-LINE

CALIBRI A CORSOIO DIGITALI IP67 MEGAline

Cod. Tec. GR45
Euro

Campo di misura
mm

Precisione
mm

Becchi
D = mm

A
mm

B
mm

C
mm

Sez. Asta
mm

Peso
Kg

D0057500/125 1059,00
0 ÷ 500

0,04

125
660

5

148
23 x 6 2

D0057500/150 (1104,00) 150 27 x 7 2,2

D0057600/125 1114,00
0 ÷ 600

125
800

177

23 x 6 2,4

D0057600/150 (1244,00)
150 27 x 7

2,6

D0057800 (1514,00) 0 ÷ 800 1000 2,9

D00571000 (1806,00) 0 ÷ 1000 1200 10 182 3,05

ART. AA033
Risoluzione 0,01mm - Elettronica svizzera, struttura in acciaio inox temprato, protetto contro la penetrazione di polveri ed immersione in liquidi, corsoio con vite di bloccaggio.
Fornito con custodia in legno.

- Funzione di preset
- SIS: Smart Inductive System (brevettato)
- Conversione mm/inch
- Rapporto di controllo con dichiarazione di conformità

CALIBRI A CORSOIO DIGITALI IP67 MEGAline

Cod. Tec. GR45
Euro Modello

D99103V 5,00 Batteria 3V CR2032
D0002USB 183,00 Cavo Proximity - USB
D0002RS232 183,00 Cavo Proximity - RS232

Cod. Tec. GR45
Euro Modello

D99103V 5,00 Batteria 3V CR2032
D0002USB 183,00 Cavo Proximity - USB
D0002RS232 183,00 Cavo Proximity - RS232

D.7Indivisible package  Suggested retail package - Unit price

0,01mm resolution - Swiss technology with data output and protection IP67 (full
submersion) also cable connected. Automatic power on, by moving the vernier along
its rod (SIS system), pausing after 20 min, when not in use, pause setting kept stored
with max movement speed of 2,5 m / sec. Structure mechanics in tempered, rectified
stainless steel.
Function preset included. Wooden box package.

ITEM: AA030

Tech. Code Measuring range
mm

A
mm

B
mm

C
mm

D
mm

Section
mm

0 ÷ 300 425

5 117 100 17 x 5
0 ÷ 400 525

0 ÷ 500 625

0 ÷ 600 725

ON-LINE
MANUAL

DIGITAL CALIPERS IP67

Tech. Code Measuring range
mm

Precision
mm

Jaws
D = mm

A
mm

B
mm

C
mm

Sez. Rod
mm

Weight
Kg

0 ÷ 500

0.04

125
660

5

148
23 x 6 2

150 27 x 7 2.2

0 ÷ 600
125

800
177

23 x 6 2.4

150 27 x 7

2.6

0 ÷ 800 1000 2.9

0 ÷ 1000 1200 10 182 3.05

ITEM: AA033
Resolution 0,01mm -Swiss technology, hardened stainless steel, protected against the penetration of dust and water resistant, caliper with locking screw. Provided with
wooden case.

- Preset function
- SIS: Smart Inductive System (patent)
- Conversion mm/inch
- Control report with a statement of compliance

DIGITAL CALIPERS IP67

Tech. Code Model

Battery 3V CR2032
Connection cable Proximity-USB

Proximity -cable RS232

Tech. Code Model

Battery 3V CR2032
Connection cable Proximity-USB

Proximity -cable RS232



D

D.8 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Risoluzione 0,01 mm - Scala cromata opaca, accensione e spegnimento con pulsante
(ON/OFF), azzeramento in qualunque posizione, azzeramento incrementale o ritorno
alla scala assoluta (ABS), corsoio con regolazione micrometrica e vite di bloccaggio.

ART. AA050

Cod. Tec. GR45
Euro

Campo di misura
mm

Becchi
A = mm

D
mm

E
mm

F
mm

D0050300 221,00 0 ÷ 300 100

24

10

18D0050500 327,00 0 ÷ 500
150

D0050600 459,00
0 ÷ 600

D0050600/300 692,00 300
31

24

D0050800/150 586,00 0 ÷ 800
150

D00501000 810,00
0 ÷ 1000

42

D00501000/300 1484,00

300
D00501500 1993,00 0 ÷ 1500

D00502000 2338,00 0 ÷ 2000

D00503000 4343,00 0 ÷ 3000

MANUALE
ON-LINE

CALIBRI A CORSOIO DIGITALI

SEZIONE ASTA IN
CARBONIO

Cod. Tec. GR45
Euro

Campo di misura
mm

Becchi
D = mm

A
mm

B
mm

C
mm

E
mm

Peso
Kg

D00541000/150 1768,00
0 ÷ 1000

150

1310

230 125

47 x 16

2,5

D00541000/300 (2872,00) 300 397 240 2,8

D00541000/500 (3553,00) 500 597 440
3,2

D00541500/150 2785,00

0 ÷ 1500

150

1810

247 125

D00541500/200 (3012,00) 200 297 160 3,3

D00541500/300 (3921,00) 300 397 240 3,5

D00541500/500 (4753,00) 500 597 440 3,9

D00542000/150 (3229,00)

0 ÷ 2000

150

2310

247 125 3,3

D00542000/200 (3672,00) 200 297 160 3,5

D00542000/300 (4645,00) 300 397 240 3,7

D00542000/500 (5348,00) 500 597 440 4,1

D00542500/200 (4807,00)
0 ÷ 2500

200
2810

297 160 3,7

D00542500/300 (5380,00) 300 397 240 3,9

D00543000/200 (5402,00)
0 ÷ 3000

200
3310

297 160 4,0

D00543000/300 (5840,00) 300 397 240 4,2

ART. AA040
Risoluzione 0,01 mm - Becche ricoperte TiN con elettronica con uscita dati funzione, m/inc water resistant e bloccaggio a vite.
Confezionato in scatola di legno.

CALIBRI A CORSOIO DIGITALI IN FIBRA DI CARBONIO MEGAline

Cod. Tec. GR45
Euro Modello

D99103V 5,00 Batteria 3V CR2032

Cod. Tec. GR45
Euro Modello

D99103V 5,00 Batteria 3V CR2032
D0003USB 253,00 Cavo Opto - USB
D0003RS232 183,00 Cavo Opto - RS232

D.8 Indivisible package   Suggested retail package - Unit price

0.01mm resolution - Chromium plated satin scale(ON/OFF) button, incremental zero
setting or restoration of absolute scale (ABS), Micrometric adjustment and locking
screw vernier.

ITEM: AA050

Tech. Code Measuring range
mm

Jaws
A = mm

D
mm

E
mm

F
mm

0 ÷ 300 100

24

10

180 ÷ 500
150

0 ÷ 600
300

31

24

0 ÷ 800
150

0 ÷ 1000

42
300

0 ÷ 1500

0 ÷ 2000

0 ÷ 3000

ON-LINE
MANUAL

DIGITAL CALIPERS

DESIGN
CARBON BODY

Tech. Code Measuring range
mm

Jaws
D = mm

A
mm

B
mm

C
mm

E
mm

Weight
Kg

0 ÷ 1000

150

1310

230 125

47 x 16

2.5

300 397 240 2.8

500 597 440
3.2

0 ÷ 1500

150

1810

247 125

200 297 160 3.3

300 397 240 3.5

500 597 440 3.9

0 ÷ 2000

150

2310

247 125 3.3

200 297 160 3.5

300 397 240 3.7

500 597 440 4.1

0 ÷ 2500
200

2810
297 160 3.7

300 397 240 3.9

0 ÷ 3000
200

3310
297 160 4.0

300 397 240 4.2

ITEM: AA040
0.01mm resolution - TiN coated jaws, with data output, mm/inc conversion, water- resistant electronics, locking screw system.
Wooden box package.

CARBON FIBER DIGITAL CALIPERS

Tech. Code Model

Battery 3V CR2032

Tech. Code Model

Battery 3V CR2032
Cable Opto - USB

Cable Opto - RS232



D

D.9 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Risoluzione 0,01 mm - Calibro dotato di display di grandi dimensioni con regolazione
micrometrica, protezione contro gli spruzzi.

ART. AA045

Cod. Tec. GR45
Euro

Campo di misura
mm

A
mm

D
mm

E
mm

F
mm

D0052300 298,00 0 ÷ 300 100

24
10

18D0052500 512,00 0 ÷ 500

150D0052600 615,00 0 ÷ 600

D00521000 926,00 0 ÷ 1000 31 24

CALIBRI A CORSOIO DIGITALI INOX IP66

Risoluzione 0,01mm - Elettronica svizzera con uscita dati e grado di protezione IP67
(immersione completa in acqua) anche collegato a cavo. Accensione automatica
spostando il corsoio sull'asta (sistema SIS), pausa dopo 20 min. di inutilizzo,
posizione memorizzata in pausa con velocità massima di spostamento 2,5 m/sec.
Struttura in acciaio inox temprato con puntale intercambiabile tiro/spinta sullo stesso
piano, bloccaggio a vite e doppio gancio. Fornito con custodia in legno.

ART. AA060

Cod. Tec. GR45
Euro

Campo di misura
mm

A
mm

B
mm

C
mm

D0105300 589,00 0 ÷ 300 400

12 150
D0105400 (714,00) 0 ÷ 400 500

D0105500 (790,00) 0 ÷ 500 600

D0105600 (860,00) 0 ÷ 600 700

D

MANUALE
ON-LINE

CALIBRI DIGITALI DI PROFONDITÀ A CORSOIO IP67 MEGAline

Cod. Tec. GR45
Euro Modello

D99103V 5,00 Batteria 3V CR2032

Cod. Tec. GR45
Euro Modello

D99103V 5,00 Batteria 3V CR2032
D0002USB 183,00 Cavo Proximity - USB
D0002RS232 183,00 Cavo Proximity - RS232

Risoluzione 0,01mm - Elettronica svizzera con uscita dati e grado di protezione IP67
(immersione completa in acqua) anche collegato a cavo. Accensione automatica
spostando il corsoio sull'asta (sistema SIS), pausa dopo 20 min. di inutilizzo, posizione
memorizzata in pausa con velocità massima di spostamento 2,5 m/sec. Struttura in
acciaio inox temprato con puntale a spinta. Fornito con custodia in legno.

ART. AA055

Cod. Tec. GR45
Euro

Campo di misura
mm

A
mm

B
mm

C
mm

Sezione barra
mm

D0107300 530,00 0 ÷ 300 400

12 150 12 x 4
D0107400 (638,00) 0 ÷ 400 500

D0107500 (704,00) 0 ÷ 500 600

D0107600 (779,00) 0 ÷ 600 700

MANUALE
ON-LINE

CALIBRI DIGITALI DI PROFONDITÀ CON PUNTALE A SPINTA IP67 MEGAline

Cod. Tec. GR45
Euro Modello

D99103V 5,00 Batteria 3V CR2032
D0002USB 183,00 Cavo Proximity - USB
D0002RS232 183,00 Cavo Proximity - RS232

D.9Indivisible package  Suggested retail package - Unit price

0.01mm resolution - Stainless steel caliper equipped with a large display and
micrometric adjustment, water-proof.

ITEM: AA045

Tech. Code Measuring range
mm

A
mm

D
mm

E
mm

F
mm

0 ÷ 300 100

24
10

180 ÷ 500

1500 ÷ 600

0 ÷ 1000 31 24

DIGITAL CALIPERS IP66

0,01mm resolution - Swiss technology with data output and protection IP67. (full
submersion) also cable connected. Automatic power on, by moving the vernier along
its rod. (SIS system) pausing after 20 min when not in use, pause setting kept stored
with max movement speed of 2.5 m/sec. Tempered rectified stainless steel structure
with interchangeable plunger pull/push on the same floor, block screw and double
hook. Provided with wooden case.

ITEM: AA060

Tech. Code Measuring range
mm

A
mm

B
mm

C
mm

0 ÷ 300 400

12 150
0 ÷ 400 500

0 ÷ 500 600

0 ÷ 600 700

ON-LINE
MANUAL

DIGITAL DEPTH CALIPERS IP67

Tech. Code Model

Battery 3V CR2032

Tech. Code Model

Battery 3V CR2032
Connection cable Proximity-USB

Proximity -cable RS232

0,01mm resolution - Swiss technology with data output and protection IP67. (full
submersion) also cable connected. Automatic power on, by moving the vernier
along its rod. (SIS system) pausing after 20 min when not in use, pause setting kept
stored with max movement speed of 2.5 m/sec. tempered structure with pushing tip.
Provided with wooden case.

ITEM: AA055

Tech. Code Measuring range
mm

A
mm

B
mm

C
mm

Bar section
mm

0 ÷ 300 400

12 150 12 x 4
0 ÷ 400 500

0 ÷ 500 600

0 ÷ 600 700

ON-LINE
MANUAL

DIGITAL DEPTH CALIPERS WITH PUSH ROD IP67

Tech. Code Model

Battery 3V CR2032
Connection cable Proximity-USB

Proximity -cable RS232



D

D.10 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Risoluzione 0,01mm - Elettronica svizzera con uscita dati e grado di protezione IP67
(immersione completa in acqua) anche collegato a cavo. Accensione automatica
spostando il corsoio sull'asta (sistema SIS), pausa dopo 20 min. di inutilizzo, posizione
memorizzata in pausa con velocità massima di spostamento 2,5 m/sec. Struttura in
acciaio inox temprato. Diametro minimo foro di 6 mm. Fornito con custodia in legno.

ART. AA070

Cod. Tec. GR45
Euro

Campo di misura
mm

Sezione barra
mm

Pin
mm

D0109120 589,00
0 ÷ 120 4

7,8 x 0,9

D0109120S 589,00 5,8 x 0,6

MANUALE
ON-LINE

CALIBRI DIGITALI DI PROFONDITÀ PER PICCOLI FORI IP67 MEGAline

Risoluzione 0,01mm - Elettronica svizzera con uscita dati e grado di protezione IP67
(immersione completa in acqua) anche collegato a cavo. Accensione automatica
spostando il corsoio sull'asta (sistema SIS), pausa dopo 20 min. di inutilizzo,
posizione memorizzata in pausa con velocità massima di spostamento 2,5 m/sec.
Struttura in acciaio inox temprato con puntale intercambiabile tiro/spinta sullo stesso
piano. Bloccaggio a vite. Fornito con custodia in legno.

ART. AA065

Cod. Tec. GR45
Euro

Campo di misura
mm

A
mm

B
mm

C
mm

Sezione barra
mm

D0108300 747,00 0 ÷ 300 400

12 150 12 x 4

D0108400 (860,00) 0 ÷ 400 500

D0108500 (1011,00) 0 ÷ 500 600

D0108600 (1119,00) 0 ÷ 600 700

D0108800 (1617,00) 0 ÷ 800 900

D01081000 (2017,00) 0 ÷ 1000 1100

D

MANUALE
ON-LINE

CALIBRI DIGITALI DI PROFONDITÀ A PONTE MOBILE IP67 MEGAline

Cod. Tec. GR45
Euro Modello

D99103V 5,00 Batteria 3V CR2032
D0002USB 183,00 Cavo Proximity - USB
D0002RS232 183,00 Cavo Proximity - RS232

Cod. Tec. GR45
Euro Modello

D99103V 5,00 Batteria 3V CR2032
D0002USB 183,00 Cavo Proximity - USB
D0002RS232 183,00 Cavo Proximity - RS232

ART. ACC08

Cod. Tec. GR45
Euro

A
mm

Peso
Kg

D0112400 489,00 400 0,570

D0112500 (567,00) 500 0,690

D0112600 (721,00) 600 0,830

PONTI MOBILI MEGAline

D.10 Indivisible package   Suggested retail package - Unit price

0,01mm resolution - Swiss technology with data output and protection IP67. (full
submersion) also cable connected. Automatic power on, by moving the vernier along
its rod. (SIS system) pausing after 20 min when not in use, pause setting kept stored
with max movement speed of 2.5 m/sec. Structure mechanics in tempered, rectified
stainless steel. Hole diameter minimum from 6 mm. Provided with wooden case.

ITEM: AA070

Tech. Code Measuring range
mm

Bar section
mm

Pin
mm

0 ÷ 120 4
7.8 x 0.9

5.8 x 0.6

ON-LINE
MANUAL

SMALL HOLES DEPTH DIGITAL CALIPERS IP67

0,01mm resolution - Swiss technology with data output and protection IP67. (full
submersion) also cable connected. Automatic power on, by moving the vernier along
its rod. (SIS system) pausing after 20 min when not in use, pause setting kept stored
with max movement speed of 2.5 m/sec. Structure mechanics in tempered, rectified
stainless steel with interchangeable plungers pull/push on the same floor, block screw
and double hook. Provided with wooden case.

ITEM: AA065

Tech. Code Measuring range
mm

A
mm

B
mm

C
mm

Bar section
mm

0 ÷ 300 400

12 150 12 x 4

0 ÷ 400 500

0 ÷ 500 600

0 ÷ 600 700

0 ÷ 800 900

0 ÷ 1000 1100

ON-LINE
MANUAL

DIGITAL DEPTH CALIPERS WITH MOBILE BRIDGE IP67

Tech. Code Model

Battery 3V CR2032
Connection cable Proximity-USB

Proximity -cable RS232

Tech. Code Model

Battery 3V CR2032
Connection cable Proximity-USB

Proximity -cable RS232

ITEM: ACC08

Tech. Code A
mm

Weight
Kg

400 0.570

500 0.690

600 0.830

MOVABLE BRIDGES



D

D.11 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Risoluzione 0,01 mm - Corsoio con vite di bloccaggio, pulsante di accensione e
spegnimento, misurazione incrementale e azzeramento in qualsiasi posizione.
Funzione di misurazione origine assoluta. Conversione mm/inch.

ART. AA101

Cod. Tec. GR45
Euro

Campo di misura
mm

A
mm

B
mm

C
mm

L
mm

D0021200 131,00 0 ÷ 200 100 11
14,5

285

D0021300 188,00 0 ÷ 300 150 13,5 390

CALIBRI DIGITALI DI PROFONDITÀ CON ELETTRONICA IP54

A

L

B

C

MANUALE
ON-LINE

Risoluzione 0,01 mm - Corsoio con vite di bloccaggio, pulsante di accensione e
spegnimento, misurazione incrementale e azzeramento in qualsiasi posizione.
Funzione di misurazione origine assoluta. Conversione mm/inch.

ART. AA103

Cod. Tec. GR45
Euro

Campo di misura
mm

A
mm

B
mm

C
mm

D
mm

E
mm

L
mm

D0022200 173,00 0 ÷ 200 100 11
14,5 26,4 4

285

D0022300 236,00 0 ÷ 300 150 13,5 390

CALIBRI DIGITALI DI PROFONDITÀ CON DOPPIO PIEDINO ED ELETTRONICA IP54

B

C

DA

E

LMANUALE
ON-LINE

Risoluzione 0,01 mm - Corsoio con vite di bloccaggio, pulsante di accensione e
spegnimento, misurazione incrementale e azzeramento in qualsiasi posizione.
Funzione di misurazione origine assoluta. Conversione mm/inch.

ART. AA105

Cod. Tec. GR45
Euro

Campo di misura
mm

A
mm

B
mm

C
mm

D
mm

E
mm

L
mm

D0023200 147,00 0 ÷ 200 100 11
14,5 Ø 1,5 6

285

D0023300 200,00 0 ÷ 300 150 13,5 390

CALIBRI DIGITALI DI PROFONDITÀ CON PUNTALINO ED ELETTRONICA IP54

B

C

D

A

L

E

MANUALE
ON-LINE

Cod. Tec. GR45
Euro Modello

D99103V 5,00 Batteria 3V CR2032

Cod. Tec. GR45
Euro Modello

D99103V 5,00 Batteria 3V CR2032

Cod. Tec. GR45
Euro Modello

D99103V 5,00 Batteria 3V CR2032

D.11Indivisible package  Suggested retail package - Unit price

0.01mm resolution - Vernier with locking screw system, ON/OFF button, incremental
measuring and zero-setting at any position. Absolute origin measuring function. mm/
inch conversion.

ITEM: AA101

Tech. Code Measuring range
mm

A
mm

B
mm

C
mm

L
mm

0 ÷ 200 100 11
14,5

285

0 ÷ 300 150 13,5 390

DIGITAL DEPTH CALIPERS IP54

ON-LINE
MANUAL

0.01mm resolution - Vernier with locking screw system, ON/OFF button, incremental
measuring and zero-setting at any position. Absolute origin measuring function. mm/
inch conversion.

ITEM: AA103

Tech. Code Measuring range
mm

A
mm

B
mm

C
mm

D
mm

E
mm

L
mm

0 ÷ 200 100 11
14,5 26,4 4

285

0 ÷ 300 150 13,5 390

DOUBLE HOOK DIGITAL DEPTH CALIPERS IP54

ON-LINE
MANUAL

0.01mm resolution - Vernier with locking screw system, ON/OFF button, incremental
measuring and zero-setting at any position. Absolute origin measuring function. mm/
inch conversion.

ITEM: AA105

Tech. Code Measuring range
mm

A
mm

B
mm

C
mm

D
mm

E
mm

L
mm

0 ÷ 200 100 11
14,5 Ø 1,5 6

285

0 ÷ 300 150 13,5 390

PIN TYPE DIGITAL DEPTH CALIPERS IP54

ON-LINE
MANUAL

Tech. Code Model

Battery 3V CR2032

Tech. Code Model

Battery 3V CR2032

Tech. Code Model

Battery 3V CR2032



D

D.12 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Risoluzione 0,01 mm - Cassa in metallo e scala cromata opaca, accensione e
spegnimento con pulsante (ON/OFF), corsoio con vite di bloccaggio, con tasti per
funzione presettaggio.

ART. AA079

Cod. Tec. GR45
Euro

Campo di misura
mm

A
mm

B
mm

C
mm

E
mm

D0155150 189,00 14 ÷ 150 11
1

30

5D0155200 215,00 15 ÷ 200 12 40

D0155300 267,00 17 ÷ 300 14
1,5

50

D0155500 362,00 35 ÷ 500 33 120 8

+

+

MANUALE
ON-LINE

CALIBRI A CORSOIO DIGITALI PER GOLE INTERNE

Risoluzione 0,01 mm - Scala cromata opaca, accensione e spegnimento con pulsante
(ON/OFF), azzeramento in qualunque posizione, azzeramento incrementale e ritorno
alla scala assoluta (ABS), corsoio con vite di regolazione micrometrica e vite di
bloccaggio, fornito con una serie di puntalini cilindrici filetto M2,5.

Puntalini diversi da ordinare separatamente, vedere tabella a pag D.49

ART. AA077

Cod. Tec. GR45
Euro

Campo di misura
interni mm

Campo di misura
esterni mm

A
mm

B
mm

D
mm

L
mm

D0160300 488,00 40 ÷ 300 0 ÷ 300 75 12 19 430

D0160500 630,00 50 ÷ 500 0 ÷ 500 88 16 23 680

MANUALE
ON-LINE

CALIBRI A CORSOIO DIGITALI CON PUNTALINI INTERCAMBIABILI

Cod. Tec. GR45
Euro Modello

D99103V 5,00 Batteria 3V CR2032

Cod. Tec. GR45
Euro Modello

D99051,5V 5,00 Batteria 1,5V SR44

Risoluzione 0,01mm - Elettronica svizzera con uscita dati e grado di protezione IP67
(immersione completa in acqua) anche collegato a cavo. Accensione automatica
spostando il corsoio sull'asta (sistema SIS), pausa dopo 20 min. di inutilizzo, posizione
memorizzata in pausa con velocità massima di spostamento 2,5 m/sec. Struttura in
acciaio inox temprato. Bloccaggio a vite. Fornito con custodia in ABS.

ART. AA078

Cod. Tec. GR45
Euro

Campo di misura
mm

A
mm

Sezione barra
mm

D014510170 498,00 10 ÷ 170 3,5
16,5 x 4

D014520180 530,00 20 ÷ 180 8,5

A

0.95

230

32

15

1

1

2

MANUALE
ON-LINE

CALIBRI A CORSOIO DIGITALE PER MISURE DI GOLE E CANALINI IP67 MEGAline

Cod. Tec. GR45
Euro Modello

D99103V 5,00 Batteria 3V CR2032
D0002USB 183,00 Cavo Proximity - USB
D0002RS232 183,00 Cavo Proximity - RS232

D.12 Indivisible package   Suggested retail package - Unit price

0.01mm resolution - Metal casing, satin-chromed scale, ON/OFF button, vernier with
locking screw, pre-setting function.

ITEM: AA079

Tech. Code Measuring range
mm

A
mm

B
mm

C
mm

E
mm

14 ÷ 150 11
1

30

518.5 ÷ 200 12 40

17 ÷ 300 14
1.5

50

35 ÷ 500 33 120 8

ON-LINE
MANUAL

INSIDE GROOVES DIGITAL CALIPERS

0.01mm resolution - satin chromed scale(ON/OFF) button, zero setting at any position
and incremental zero setting (ABS), vernier with micrometric adjustment and locking
screw, complete with a set of M2.5 thread probe tips.
Useful for external and internal measure.

Different tips to be ordered separately, see table at page D.49

ITEM: AA077

Tech. Code Measuring range
internal mm

Measuring range
External mm

A
mm

B
mm

D
mm

L
mm

40 ÷ 300 0 ÷ 300 75 12 19 430

50 ÷ 500 0 ÷ 500 88 16 23 680

ON-LINE
MANUAL

DIGITAL CALIPERS WITH INTERCHANGEABLE TIPS

Tech. Code Model

Battery 3V CR2032

Tech. Code Model

Battery 1.5V SR44

0,01mm resolution - Swiss technology with data output and protection IP67. (full
submersion) also cable connected. Automatic power on, by moving the vernier along
its rod. (SIS system) pausing after 20 min when not in use, pause setting kept stored
with max movement speed of 2.5 m/sec. Structure mechanics in tempered, rectified
stainless steel. Locking screw. Provided with ABS casing.

ITEM: AA078

Tech. Code Measuring range
mm

A
mm

Bar section
mm

10 ÷ 170 3.5
16.5 x 4

20 ÷ 180 8.5

ON-LINE
MANUAL

INSIDE GROOVES DIGITAL CALIPERS IP67

Tech. Code Model

Battery 3V CR2032
Connection cable Proximity-USB

Proximity -cable RS232



D

D.13 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

D0180250 - Fornito con coppia di terminali cilindrici con contatto sferico Ø 2,5mm

D0180350 e D0180450 - Forniti con coppia di terminalini cilindrici con contatto sferico Ø 3mm e boccola di serraggio M2,5

Puntalini diversi da ordinare separatamente, vedere tabella a pag D.49

Elettronica svizzera, risoluzione 0,01 mm. Struttura in acciaio inox temprato, protetto contro la penetrazione di polveri e spruzzi
di liquidi, accensione e spegnimento con pulsante, azzeramento in qualunque posizione, corsoio con vite di bloccaggio, puntalini
intercambiabili. Fornito con custodia in legno.

ART. AA075

Cod. Tec. GR45
Euro

Campo di misura
int./est. mm

A
mm

B1 int.
mm

B2 est.
mm

C
mm

Precisione
mm

E
mm

D0180250 800,00 24 ÷ 250/0 ÷ 210 332 52 61 64 0,02 16,5x4,5

D0180350 887,00 42 ÷ 400/0 ÷ 320 470
96 100 103 0,03 17x5

D0180450 1076,00 42 ÷ 500/0 ÷ 420 570

MANUALE
ON-LINE

B1

A

E

C

B2

CALIBRI DIGITALI PER GOLE INTERNE/ESTERNE IP67 MEGAline

D0181650 - Forniti con coppia di terminalini cilindrici con contatto sferico Ø 3mm e boccola di serraggio M2,5

Puntalini diversi da ordinare separatamente, vedere tabella a pag D.49

Elettronica svizzera, risoluzione 0,01 mm. Struttura in acciaio inox temprato, protetto contro la penetrazione di polveri e spruzzi
di liquidi, accensione e spegnimento con pulsante, azzeramento in qualunque posizione, corsoio con vite di bloccaggio, puntalini
intercambiabili. Fornito con custodia in legno.

ART. AA081

Cod. Tec. GR45
Euro

Campo di misura
int./est. mm

A
mm

B1 int.
mm

B2 est.
mm

C
mm

Precisione
mm

E
mm

D0181650 1365,00 42 ÷ 650/0 ÷ 570 720 96 100 103 0,04 22x5

MANUALE
ON-LINE

B1

A

E

C

B2

CALIBRI DIGITALI PER GOLE INTERNE/ESTERNE IP54 MEGAline

Cod. Tec. GR45
Euro Modello

D99103V 5,00 Batteria 3V CR2032
D0003USB 253,00 Cavo Opto - USB
D0003RS232 183,00 Cavo Opto - RS232

Cod. Tec. GR45
Euro Modello

D99103V 5,00 Batteria 3V CR2032
D0002RS232 183,00 Cavo Proximity - RS232
D0002USB 183,00 Cavo Proximity - USB

D.13Indivisible package  Suggested retail package - Unit price

D0180250 - Complete with a pair of terminal cylindricals with spherical contact Ø 2,5mm

D0180350 and D0180450 - Complete with a pair of terminal cylindricals with spherical contact Ø 3mm and adapting sleeves M2,5

Different tips to be ordered seperately, see page D.49

Swiss made electronics, resolution 0,01 mm with data output and protection IP67 - Hardened stainless steel structure, ON/OFF button,
zero setting at any position, cursor with locking screw, interchangeable threaded caps. Provided with couple of spherical threaded
caps 3 mm and wooden case.

ITEM: AA075

Tech. Code Measuring range
int./ext. mm

A
mm

B1 int.
mm

B2 ext.
mm

C
mm

Accuracy
mm

E
mm

24 ÷ 250/0 ÷ 210 332 52 61 64 0.02 16.5x4.5

42 ÷ 400/0 ÷ 320 470
96 100 103 0.03 17x5

42 ÷ 500/0 ÷ 420 570

ON-LINE
MANUAL

INSIDE/OUTSIDE GROOVES DIGITAL CALIPERS IP67

D0181650 - Complete with a pair of
cylindrical terminals Ø 3mm and adapting sleeves M2,5

Different tips to be ordered seperately, see page D.42

Swiss made electronics, resolution 0,01 mm - Hardened stainless steel structure, protected against dust, water resistant, ON/OFF
button, zero setting at any position, cursor with locking screw, interchangeable threaded caps. Provided with couple of spherical
threaded caps and wooden case.

ITEM: AA081

Tech. Code Measuring range
int./ext. mm

A
mm

B1 int.
mm

B2 ext.
mm

C
mm

Accuracy
mm

E
mm

42 ÷ 650/0 ÷ 570 720 96 100 103 0.04 22x5

ON-LINE
MANUAL

INSIDE/OUTSIDE GROOVES DIGITAL CALIPERS IP54

Tech. Code Model

Battery 3V CR2032
Cable Opto - USB

Cable Opto - RS232

Tech. Code Model

Battery 3V CR2032
Proximity -cable RS232

Connection cable Proximity-USB



D

D.14 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Risoluzione 0,01 mm - Cassa in metallo e scala cromata opaca, accensione e
spegnimento con pulsante (ON/OFF), azzeramento in qualunque posizione, corsoio
con vite di bloccaggio.

ART. AA102

Cod. Tec. GR45
Euro

Campo di misura
mm

Lunghezza becchi
mm

A
mm

D0060150 234,00 0 ÷ 150 40 45

D0060200 267,00 0 ÷ 200 50
50

D0060300 301,00 0 ÷ 300 62

MANUALE
ON-LINE

CALIBRI A CORSOIO DIGITALI CON PUNTE LUNGHE PER INTERNI ED ESTERNI

Risoluzione 0,01 mm - Cassa in metallo e scala cromata opaca, accensione e
spegnimento con pulsante (ON/OFF), azzeramento in qualunque posizione, corsoio
con vite di bloccaggio, con tasti per funzione presettaggio.

Puntalini da ordinare separatamente, vedere tabella a pag D.42

ART. AA076

Cod. Tec. GR45
Euro

Campo misura
x sfera Ø1 - Ø6,5

Campo misura
x sfera Ø7 - Ø12

A
mm

B
mm

C
mm

D
mm

D0150150 203,00 34 ÷ 150 mm 46 ÷ 150 mm
12/18 5 50 23

D0150200 245,00 34 ÷ 200 mm 46 ÷ 200 mm
+

-

MANUALE
ON-LINE

CALIBRI A CORSOIO DIGITALI CON PUNTALINI INTERCAMBIABILI

Corpo lega leggera, asta acciaio inox temprato, fornito con elettronica con uscita dati
conversione mm/inc, protezione IP54.
Puntali intercambiabili per gole e filetti, di serie comparatore 0,01 e coppia terminali
intercambiabili.

Puntalini diversi da ordinare separatamente, vedere tabella a pag D.49

ART. AA120

Cod. Tec. GR45
Euro

Campo di misura
mm

Sezione barra
mm

Risoluzione
mm

D0325200 1823,00 30 ÷ 200 x 60 18 x 4

0,01D0325300 2050,00 30 ÷ 300 x 80
22 x 5

D0325500 2434,00 30 ÷ 500 x 80

Applicazione per interni

MANUALE
ON-LINE

CALIBRI A COMPARAZIONE INTERNO/ESTERNO IP54 MEGAline

Cod. Tec. GR45
Euro Modello

D99051,5V 5,00 Batteria 1,5V SR44

Cod. Tec. GR45
Euro Modello

D99051,5V 5,00 Batteria 1,5V SR44

Cod. Tec. GR45
Euro Modello

D99103V 5,00 Batteria 3V CR2032
D0003USB 253,00 Cavo Opto - USB
D0003RS232 183,00 Cavo Opto - RS232

D.14 Indivisible package   Suggested retail package - Unit price

0.01mm resolution - metal casing, satin-chromed scale, ON/OFF button, zero setting
at any position, vernier with locking screw.

ITEM: AA102

Tech. Code Measuring range
mm

Jaw length
mm

A
mm

0 ÷ 150 40 45

0 ÷ 200 50
50

0 ÷ 300 62

ON-LINE
MANUAL

INSIDE/OUTSIDE DIGITAL CALIPERS WITH LONG POINTS

0.01mm resolution - metal casing, satin-chromed scale, ON/OFF button, zero setting
at any position, vernier with locking screw, pre-setting function.

Tips to be ordered separately, see table page D.42

ITEM: AA076

Tech. Code Measuring range
x sphere Ø1 - Ø6.5

Measuring range
x sphere Ø7 - Ø12

A
mm

B
mm

C
mm

D
mm

34 ÷ 150 mm 46 ÷ 150 mm
12/18 5 50 23

34 ÷ 200 mm 46 ÷ 200 mm
ON-LINE
MANUAL

INSIDE GROOVES DIGITAL CALIPERS WITH INTERCHANGEABLE TIPS

Light alloy body, hardened stainless steel column, provided with electronic. Data
output, mm/inch conversion, IP54.
Interchangeable tips for grooves and threads, comparator 0.01 series and torque
interchangeable terminals.

Different tips to be ordered seperately, see page D.49

ITEM: AA120

Tech. Code Measuring range
mm

Bar section
mm

Resolution
mm

30 ÷ 200 x 60 18 X 4

0.0130 ÷ 300 x 80
22 X 5

30 ÷ 500 x 80

Internal application

ON-LINE
MANUAL

UNIVERSAL DIGITAL CALIPERS WITH DIAL INDICATOR IP54

Tech. Code Model

Battery 1.5V SR44

Tech. Code Model

Battery 1.5V SR44

Tech. Code Model

Battery 3V CR2032
Cable Opto - USB

Cable Opto - RS232



D

D.15 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Quadrante girevole con vite di bloccaggio, scala cromata opaca e cremagliera
protetta, corsoio con vite di bloccaggio.

ART. D0210

Cod. Tec. GR45
Euro

Campo di misura
mm

Risoluzione
mm

A
mm

B
mm

C
mm

D
mm

L
mm

D021015002 56,00
0 ÷ 150

0,02
40 20 14

16

235
D021015001 66,00 0,01

D021020002 70,00
0 ÷ 200

0,02
50 21 17 285

D021020001 77,00 0,01

D021030002 112,00
0 ÷ 300

0,02
62 22 16 16,5 400

D021030001 129,00 0,01

CALIBRI A CORSOIO CON OROLOGIO

Quadrante girevole con vite di bloccaggio, dispositivo antiurto brevettato, scala
cromata opaca, cremagliera in acciaio temprato e rettificato protetta, corsoio con vite
di bloccaggio.

ART. CCMA-M

Cod. Tec. GR49
Euro

Campo di misura
mm

Risoluzione
mm

A
mm

C
mm

D
mm

D0216150001 151,00
0 ÷ 150

0,01
40 13 15,5

D0216150002 145,00 0,02

+

+

CALIBRI A CORSOIO CON OROLOGIO

Quadrante girevole con vite di bloccaggio e nuovo font di caratteri più leggibili,
cremagliera in acciaio temprato e rettificato, corsoio con vite di bloccaggio.

ART. SERIE 505

Cod. Tec. GR47
Euro

Campo di misura
mm

Risoluzione
mm

A
mm

B
mm

C
mm

D
mm

L
mm

D0213150001 114,00 0 ÷ 150
0,01

40 21 16,5
16

231

D0213200001 220,00 0 ÷ 200 50 24,5 20 288

CALIBRI A CORSOIO CON OROLOGIO

D.15Indivisible package  Suggested retail package - Unit price

Rotating dial device with locking screw, satin-chromed scale and guarded rack,
vernier with locking-screw.

ITEM: D0210

Tech. Code Measuring range
mm

Resolution
mm

A
mm

B
mm

C
mm

D
mm

L
mm

0 ÷ 150
0.02

40 20 14

16

235
0.01

0 ÷ 200
0.02

50 21 17 285
0.01

0 ÷ 300
0.02

62 22 16 16,5 400
0.01

DIAL CALIPERS

Rotating dial device with locking screw, patented shock-proof device, satin-chromed
scale and hardened, ground guarded rack, vernier with locking-screw.

ITEM: CCMA-M

Tech. Code Measuring range
mm

Resolution
mm

A
mm

C
mm

D
mm

0 ÷ 150
0.01

40 13 15.5
0.02

DIAL CALIPERS

Rotating dial with locking screw and new font more readable characters, rod in
hardened ground steel, slide guage with locking screw.

ITEM: SERIE 500

Tech. Code Measuring range
mm

Resolution
mm

A
mm

B
mm

C
mm

D
mm

L
mm

0 ÷ 150
0,01

40 21 16,5
16

231

0 ÷ 200 50 24,5 20 288

DIAL CALIPERS



D

D.16 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Nonio 1/20 lettura 0,05 mm, scala cromata opaca, corsoio con bloccaggio a leva.
ART. AB025

Cod. Tec. GR45
Euro

Campo di misura
mm

A
mm

B
mm

C
mm

D
mm

L
mm

D0225150 24,00 0 ÷ 150 40 20 15
16

230

D0225200 39,00 0 ÷ 200 50 21 17 290

Nonio 1/20 lettura 0,05 mm, elevata accuratezza, calibro e corsoio in acciaio temprato,
scala cromata opaca, corsoio con vite di bloccaggio.

ART. AB012

Cod. Tec. GR45
Euro

Campo di misura
mm

A
mm

B
mm

C
mm

L
mm

D0205100 33,00 0 ÷ 100 30 30 13 x 3 170

D0205150 36,00 0 ÷ 150 37 40 16 x 3 228

D0205200 58,00 0 ÷ 200 40 50 16 x 3,6 286

D0205300 99,00 0 ÷ 300 42 60 16 x 4 400

CALIBRI A CORSOIO MONOBLOCCO

Nonio 1/20 lettura 0,05mm, scala cromata opaca, corsoio con bloccaggio a leva.
ART. AB011

Cod. Tec. GR45
Euro

Campo di misura
mm

A
mm

B
mm

C
mm

D
mm

L
mm

D0206150 40,00 0 ÷ 150 40 20 15
16 x 3

230

D0206200 59,00 0 ÷ 200 50 21 17 280

D

L

B

A

D.16 Indivisible package   Suggested retail package - Unit price

Monoblock stainless steel structure, vernier 1/20, graduation 0.05 mm. Matt-chrome
finish scale. Lever lock. Standard execution.

ITEM: AB025

Tech. Code Measuring range
mm

A
mm

B
mm

C
mm

D
mm

L
mm

0 ÷ 150 40 20 15
16

230

0 ÷ 200 50 21 17 290

Vernier 1/20 resolution 0,05 mm, high precision, caliper and cursor in hardened steel,
matt chrome scale, cursor with locking screw.

ITEM: AB012

Tech. Code Measuring range
mm

A
mm

B
mm

C
mm

L
mm

0 ÷ 100 30 30 13 x 3 170

0 ÷ 150 37 40 16 x 3 228

0 ÷ 200 40 50 16 x 3,6 286

0 ÷ 300 42 60 16 x 4 400

MONOBLOCK VERNIER CALIPERS

Vernier 1/20 reading 0.05 mm, matt chrome scale, latch with lever locking.
ITEM: AB011

Tech. Code Measuring range
mm

A
mm

B
mm

C
mm

D
mm

L
mm

0 ÷ 150 40 20 15
16 x 3

230

0 ÷ 200 50 21 17 280



D

D.17 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Nonio 1/20 lettura 0,05 mm, scala cromata opaca, corsoio con vite di bloccaggio.
ART. AB017

Cod. Tec. GR45
Euro

Campo di misura
mm

A
mm

B
mm

C
mm

D
mm

L
mm

D0235100 26,00 0 ÷ 100
40

18 13 11 160

D0235150 26,00 0 ÷ 150 20 15
16

230

D0235200 42,00 0 ÷ 200 50 21 17 280

D0235300 72,00 0 ÷ 300 60 17 27 19 400

CALIBRI A CORSOIO MONOBLOCCO

Nonio 1/50 lettura 0,02 mm, elevata accuratezza, calibro e corsoio in acciaio temprato,
scala cromata opaca, corsoio con vite di bloccaggio.

ART. SERIE 530

Cod. Tec. GR47
Euro

Campo di misura
mm

a
mm

b
mm

c
mm

d
mm

L
mm

D0227150 36,00 0 ÷ 150 40 21 17
16

229

D0227200 60,00 0 ÷ 200 50 24,5 20,5 288

D0227300 187,00 0 ÷ 300 64 27,5 22 20 404

CALIBRI A CORSOIO MONOBLOCCO

Nonio 1/20 lettura 0,05 mm, calibro e corsoio in acciaio temprato, scala cromata
opaca, corsoio con vite di bloccaggio.

ART. SERIE 530

Cod. Tec. GR47
Euro

Campo di misura
mm

a
mm

b
mm

c
mm

d
mm

L
mm

D0228150 30,00 0 ÷ 150 40 21 17
16

229

D0228200 77,00 0 ÷ 200 50 24,5 20,5 288

D.17Indivisible package  Suggested retail package - Unit price

Monoblock stainless steel structure, vernier 1/20, graduation 0.05 mm. Matt-chrome
finish scale. Locking screw.

ITEM: AB017

Tech. Code Measuring range
mm

A
mm

B
mm

C
mm

D
mm

L
mm

0 ÷ 100
40

18 13 11 160

0 ÷ 150 20 15
16

230

0 ÷ 200 50 21 17 280

0 ÷ 300 60 17 27 19 400

VERNIER CALIPERS

Vernier 1/50 resolution 0,02 mm, high precision, caliper and cursor in hardened steel,
matt chrome scale, cursor with locking screw.

ITEM: SERIE 530

Tech. Code Measuring range
mm

a
mm

b
mm

c
mm

d
mm

L
mm

0 ÷ 150 40 21 17
16

229

0 ÷ 200 50 24,5 20,5 288

0 ÷ 300 64 27,5 22 20 404

MONOBLOCK VERNIER CALIPERS

Vernier 1/20 resolution 0,05 mm, caliper and cursor in hardened steel, matt chrome
scale, cursor with locking screw.

ITEM: SERIE 530

Tech. Code Measuring range
mm

a
mm

b
mm

c
mm

d
mm

L
mm

0 ÷ 150 40 21 17
16

229

0 ÷ 200 50 24,5 20,5 288



D

D.18 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Nonio 1/20 lettura 0,05 mm, scala cromata opaca, corsoio con vite di bloccaggio.
ART. AB067

Cod. Tec. GR45
Euro

Campo di misura
mm

A
mm

B
mm

C
mm

D0270160 84,00 9,5 ÷ 160 0.9 3 25

D0270200 136,00 26 ÷ 200 3 7 60

D0270300 212,00 60 ÷ 300 5 10 100

CALIBRI PER GOLE INTERNE

Nonio 1/50 lettura 0,02 mm, scala cromata opaca, corsoio con regolazione
micrometrica e vite di bloccaggio.

ART. AB035

Cod. Tec. GR45
Euro

Campo di misura
mm

Becchi
A = mm

D
mm

E
mm

F
mm

D0240300/90 151,00
0 ÷ 300

90 20
5 12

D0240300/150 261,00 150 24

D0240400/125 280,00 0 ÷ 400 125 25

10

15

D0240500/150 362,00 0 ÷ 500
150

28D0240600/150 420,00
0 ÷ 600D0240600/200 504,00 200

D0240600/300 775,00 300 30

D0240800/150 504,00 0 ÷ 800
150

32

20

D02401000/150 711,00
0 ÷ 1000D02401000/300 1071,00 300

D02401000/500 1663,00 500

D02401500/200 1498,00
0 ÷ 1500

200

40
D02401500/300 (2048,00)

300D02402000/300 (2533,00) 0 ÷ 2000

D02403000/300 (3400,00) 0 ÷ 3000

CALIBRI A CORSOIO MONOBLOCCO

Calibro in acciaio inox temprato con corsoio monoblocco. Lettura della scala cromata.
Graduazione di precisione incisa, di facile lettura e durevole nel tempo, leggermente
arretrata, protetta da due spallamenti per la guida del corsoio. Bloccaggio a vite con
avanzamento micrometrico, superfici di contatto lappate. Fermo corsoio a fine asta.
Dotato di numero di matricola. Costruito secondo norma DIN 862.
Fornito in astuccio.

ART. AB030

Cod. Tec. GR45
Euro

Campo di misura
mm

Precisione
mm

A
mm

E
mm

D
mm

D0250300 (510,00) 0 ÷ 300

± 0,02

90 5 24 x 5
D0250400 (663,00) 0 ÷ 400

D0250500 (765,00) 0 ÷ 500
115

10

28,5 x 6
D0250600 (867,00) 0 ÷ 600

D0250800 (1097,00) 0 ÷ 800

150 38,5 x 8
D02501000 (1199,00) 0 ÷ 1000

D02501200 (1709,00) 0 ÷ 1200

D02501500 (2295,00) 0 ÷ 1500

D02502000 (3290,00) 0 ÷ 2000 200 48 x 10,5

D.18 Indivisible package   Suggested retail package - Unit price

Stainless steel structure, vernier 1/20, 0.05 mm reading, satin-chromed scale, vernier
with locking-screw.

ITEM: AB067

Tech. Code Measuring range
mm

A
mm

B
mm

C
mm

9.5 ÷ 160 0.9 3 25

26 ÷ 200 3 7 60

60 ÷ 300 5 10 100

INSIDE GROOVES VERNIER CALIPERS

Monoblock Stainless steel structure, vernier 1/50, 0.02 mm reading, satin-chromed
scale, vernier with micrometric-adjustment, locking-screw.

ITEM: AB035

Tech. Code Measuring range
mm

Jaws
A = mm

D
mm

E
mm

F
mm

0 ÷ 300
90 20

5 12
150 24

0 ÷ 400 125 25

10

15

0 ÷ 500
150

28

0 ÷ 600 200

300 30

0 ÷ 800
150

32

20

0 ÷ 1000 300

500

0 ÷ 1500
200

40
3000 ÷ 2000

0 ÷ 3000

MONOBLOCK VERNIER CALIPERS

Hardened stainless steel monoblock caliper. Satin-chromed readout scale. Etched,
precision graduation, easy to read and long-lasting. Raised slider for easy movement.
Slider locking screw with micrometric adjustment and lapped contact surfaces. Slide
stop at beam end. Serial number. Manufactured according to DIN 862.
Supplied in case.

ITEM: AB030

Tech. Code Measuring range
mm

Accuracy
mm

A
mm

E
mm

D
mm

0 ÷ 300

± 0.02

90 5 24 x 5
0 ÷ 400

0 ÷ 500
115

10

28.5 x 6
0 ÷ 600

0 ÷ 800

150 38.5 x 8
0 ÷ 1000

0 ÷ 1200

0 ÷ 1500

0 ÷ 2000 200 48 x 10.5



D

D.19 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Nonio 1/20 lettura 0,05 mm, scala cromata opaca, corsoio con vite di bloccaggio.
ART. AB055

Cod. Tec. GR45
Euro

Campo di misura
mm

Dotazione
A

mm
B

mm
D

mm
L

mm
D0310150 37,00 0 ÷ 150

Standard

100
5 10

250

D0310200 51,00 0 ÷ 200 300

D0310300 95,00 0 ÷ 300

150

400

D0310400 122,00 0 ÷ 400
4 11

500

D0310500 162,00 0 ÷ 500 600

D03101000 609,00 0 ÷ 1000 200 7,5 18 1160

CALIBRI DI PROFONDITÀ

Nonio 1/20 lettura 0,05 mm, scala cromata opaca, corsoio con vite di bloccaggio.
ART. AB062

Cod. Tec. GR45
Euro

Campo di misura
mm

A
mm

C
mm

D
mm

E
mm

F
mm

L
mm

D0320200 110,00 0 ÷ 200
100 22 10 6 6

260

D0320300 130,00 0 ÷ 300 370

CALIBRI DI PROFONDITÀ CON DOPPIO GANCIO

D.19Indivisible package  Suggested retail package - Unit price

Stainless steel structure, vernier 1/20, 0.05 mm reading, satin-chromed scale, vernier
with locking-screw.

ITEM: AB055

Tech. Code Measuring range
mm

Equipment
A

mm
B

mm
D

mm
L

mm
0 ÷ 150

Standard

100
5 10

250

0 ÷ 200 300

0 ÷ 300

150

400

0 ÷ 400
4 11

500

0 ÷ 500 600

0 ÷ 100 200 7.5 18 1160

DEPTH VERNIER CALIPERS

Stainless steel structure, vernier 1/20, 0.05 mm reading, satin-chromed scale, vernier
with locking-screw.

ITEM: AB062

Tech. Code Measuring range
mm

A
mm

C
mm

D
mm

E
mm

F
mm

L
mm

0 ÷ 200
100 22 10 6 6

260

0 ÷ 300 370

DOUBLE HOOK DEPTH VERNIER CALIPERS



D

D.20 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

CALIBRI PER INGRANAGGI

Calibro a doppio corsoio per ingranaggi.
Bloccaggio a vite ed avanzamento micrometrico, superfici di misura temprate.

ART. AB140

Cod. Tec. GR45
Euro Modulo

Risoluzione
mm

D03301/25 107,00 1 - 25
0,02

D03305/50 191,00 5 - 50

CALIBRI PER SALDATURE

In acciaio inox cromato, angoli 60° - 70° - 80° - 90°
ART. D0335

Cod. Tec. GR45
Euro

Campo di misura
mm

Modello

D03350/20DIG 93,00
0 ÷ 20

Digitale

D03350/20MEC 38,00 Meccanico

Cod. Tec. GR45
Euro Modello

D99051,5V 5,00 Batteria 1,5V SR44

CALIBRI DIGITALI PER INGRANAGGI

Calibro digitale in acciaio inox con corsoio monoblocco. Adatto per la misura dello
spessore dei denti degli ingranaggi cilindrici, conici, con dentatura diritta od elicoidale.
Display LCD cifre 8 millimetri. Becchi in metallo duro.
Viti di bloccaggio e di regolazione fine su entrambi i lati con avanzamento micrometrico.
Pulsante On/off, azzeramento in qualsiasi posizione, mm/inch commutabile.

ART. AA140

Cod. Tec. GR45
Euro Modulo

Risoluzione
mm

a
mm

L1
mm

L2
mm

D03311/25DIG (223,00) 1 - 25
0,01

30,5 156 157

D03315/50DIG (277,00) 5 - 50 50,5 210 185

Cod. Tec. GR45
Euro Modello

D99051,5V 5,00 Batteria 1,5V SR44

D.20 Indivisible package   Suggested retail package - Unit price

GEAR TOOTH VERNIER CALIPERS

Stainless steel structure, graduation 0,02mm double vernier caliper.
Locking screw system, Micrometric movement, carbide measurement surfaces.

ITEM: AB140

Tech. Code Module
Resolution

mm
1 - 25

0.02
5 - 50

WELD SEAM CALIPERS

Chromed stainless steel, 60° - 70° - 80° - 90° angles
ITEM: D0335

Tech. Code Measuring range
mm

Model

0 ÷ 20
Digital

Mechanical

Tech. Code Model

Battery 1.5V SR44

GEAR TOOTH DIGITAL CALIPERS

Stainless steel digital caliper monoblock, suitable for measuring the thickness of the
teeth of the spur gears bevel with straight or helical teeth. LCD display 8 mm.
Carbide jaws. Locking and fine adjustment screw system on both sides, micrometric
adjustment, on/off button, zero setting at any position, mm/inch conversion.

ITEM: AA140

Tech. Code Module
Resolution

mm
a

mm
L1
mm

L2
mm

1 - 25
0.01

30.5 156 157

5 - 50 50.5 210 185

Tech. Code Model

Battery 1.5V SR44
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D.22 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Risoluzione 0,001 mm - Protezione contro gli spruzzi d'acqua e la polvere, dotato di
superfici di contatto riportate in metallo duro.
Stelo Ø 6,5 mm, tasti on/off - zero/ABS - mm/inch - unit.

Ogni rotazione equivale a 2 mm.

ART. BA020

Cod. Tec. GR45
Euro

Campo di misura
mm

B
mm

C
mm

D
mm

L
mm

D1105025 191,00 0 ÷ 25 6 25 3 34,5
MANUALE
ON-LINE

MICROMETRI DIGITALI IP65 QUICK feed

Cod. Tec. GR45
Euro Modello

D99051,5V 5,00 Batteria 1,5V SR44

Accensione automatica muovendo il tamburo, auto spegnimento dopo 20 min di
inutilizzo.
Quota della posizione memorizzata prima dell'autospegnimento (sistema S.I.S.),
funzione Absolute.
Alta impermeabilità per consentire l'utilizzo in condizioni critiche con lubrificanti, liquidi
e sporco, protezione IP67 secondo la norma IEC 60529, anche collegato.
Campo di misura 0-102 mm coperto da soli 3 strumenti, disponibile Set di tre strumenti
0-102 mm. Corsa veloce del tamburo di misura (12 mm / ogni giro).
Forza di misurazione selezionabile 5N / 10N (D1111000030), ripetibilità mai raggiunta
prima. Tamburo in materiale speciale. Uscita dati Proximity. Asta non rotante.

ART. BA010

Cod. Tec. GR45
Euro

Campo di misura
mm

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

D1111000030 410,00 0 ÷ 30 37,3 27,5 68 12,5 63 181

D1111030060 590,00 30 ÷ 66 73,3 43
74

13,5 86 230

D1111066102 730,00 66 ÷ 102 109,3 60 14,5 106 269

Ø
6

,
5

Ø
2
8
,
5

4,5

D A

B

56,4 C

E

F

MANUALE
ON-LINE

MICROMETRI DIGITALI IP67 MEGAwhiz

Cod. Tec. GR45
Euro Modello

D99103V 5,00 Batteria 3V CR2032
D0002USB 183,00 Cavo Proximity - USB
D0002RS232 183,00 Cavo Proximity - RS232

Questo micrometro, con un passo della vite di 2mm/giro, offre una velocità di
spostamento dello stelo quattro volte superiore a quella di un comune micrometro. Il
QuantuMike offre un errore strumentale di solo ±1μm (per i modelli con campo 75mm
o inferiore). La doppia frizione consente l'uso dello strumento con una sola mano.
La protezione IP65 grantisce una eccellente resistenza a liquidi e polveri. Uscita dati.

ART. SERIE 293 - QUANTUMIKE

Cod. Tec. GR47
Euro

Campo di misura
mm

a
mm

b
mm

L
mm

D110700025 310,00 0 ÷ 25 9 25 0
L 37.548.5

ø
19

.3

ø
6.

35b

27a 3

2.8

23.1

MICROMETRI DIGITALI IP65

Cod. Tec. GR45
Euro Modello

D99051,5V 5,00 Batteria 1,5V SR44
D0004USBB 122,00 Cavo Digimatic Input Tool Direct, modelli IP65, 2 mt - USB
D0001RS232B 82,00 Cavo Digimatic con tasto dati, modelli IP6x, 1 mt - RS232

D.22 Indivisible package   Suggested retail package - Unit price

0.001mm resolution - Protection against water splash and particles, equipped with
hardened metal contact surfaces.
Ø 6,5 mm spindle, ON/OFF button. zero/ABS mm/inch - unit.
Function to return to absolute scale.

Each rotation is equal to 2mm.

ITEM: BA020

Tech. Code Measuring range
mm

B
mm

C
mm

D
mm

L
mm

0 ÷ 25 6 25 3 34.5
ON-LINE
MANUAL

QUICK FEED DIGITAL MICROMETERS IP65

Tech. Code Model

Battery 1.5V SR44

Automatic wake-up by moving the measuring spindle, sleeping mode after 20 min of
no use.
Position memorized in sleeping mode (system S.I.S.), absolute system.
Water protected for heavy-duty work with coolants and lubricants, protection rating
IP67 according to IEC 60529, even connected.
Measuring range 0-102 mm covered with 3 instruments only, set of 3 micrometers
0-102 mm available.
4uick displacement of the measuring spindle 12 mm / rotation. Adjustable measuring
force 5N / 10N (D1111000030), repeatability and reproducibility never reached
before. Thimble in polyacetal-copolymer. Proximity cable.

ITEM: BA010

Tech. Code Measuring range
mm

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

0 ÷ 30 37.3 27.5 68 12.2 63 181

30 ÷ 66 73.3 43
74

13.5 86 230

66 ÷ 102 109.3 60 14.5 106 269

ON-LINE
MANUAL

DIGITAL MICROMETERS IP67

Tech. Code Model

Battery 3V CR2032
Connection cable Proximity-USB

Proximity -cable RS232

This micrometer, with a screw pitch of 2mm/rev, offers a speed of displacement
of the stem four times higher than that of a common micrometer. The 4uantuMike
offers an Instrumental error of only ±1μm (for models with 75mm or less).The double
clutch allows the use of the Instrument with one hand. The IP65 protection grants an
excellent resistance to liquids and powders. Data output.

ITEM: SERIE 293 - QUANTUMIKE

Tech. Code Measuring range
mm

a
mm

b
mm

L
mm

0 ÷ 25 9 25 0

DIGITAL MICROMETERS IP65

Tech. Code Model

Battery 1.5V SR44
Digimatic cable Input Tool Direct, model IP65, 2MT-USB
Digimatic cable with data key model IP6x, 1 mt-RS232



D

D.23 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Risoluzione 0,001 mm - Protezione contro polvere e spruzzi d'acqua, misurazione
assoluta/incrementale in qualunque posizione, tamburo graduato cromato opaco,
frizione sensibile, nottolino di bloccaggio, arco con guanciali termoisolanti.

ART. BA025

Cod. Tec. GR45
Euro

Campo di misura
mm

B
mm

C
mm

D
mm

L
mm

D1110000025 168,00 0 ÷ 25 6 25

3

34,5

D1110025050 183,00 25 ÷ 50

8

32 59,5

D1110050075 200,00 50 ÷ 75 44,5 84,5

D1110075100 223,00 75 ÷ 100 57 109,5

D1110100125 257,00 100 ÷ 125
10

70 135

D1110125150 282,00 125 ÷ 150 82 160,5

D1110150175 324,00 150 ÷ 175
12

94,5

5,5

186

D1110175200 347,00 175 ÷ 200 107 211,5

D1110200225 389,00 200 ÷ 225

23

129 236

D1110225250 407,00 225 ÷ 250 142,5 261,5

D1110250275 431,00 250 ÷ 275 155 287

D1110275300 458,00 275 ÷ 300 170 310

MANUALE
ON-LINE

MICROMETRI DIGITALI IP65 Exacto

Cod. Tec. GR45
Euro Modello

D99051,5V 5,00 Batteria 1,5V SR44

MICROMETRI DIGITALI Exacto

MANUALE
ON-LINE

Risoluzione 0,001 mm - Superfici di contatto in metallo duro, arco verniciato con
guanciali termoisolati.

ART. BA027

Cod. Tec. GR45
Euro

Campo di misura
mm

A
mm

B
mm

L
mm

W
mm

H
mm

D111225 95,00 0 ÷ 25 31,5 22,5 155 60,2
27,3

D111250 110,00 25 ÷ 50 56,5 31 185,4 77,9

Cod. Tec. GR45
Euro Modello

D99103V 5,00 Batteria 3V CR2032

MICROMETRI DIGITALI IP65

L 37.548.5

ø
19

.3

ø
6.

35b

27a 3

2.8

23.1

Micrometro ad elevata accuratezza. Offre una struttura ad elevata resistenza e una
protezione IP 65.
Accuratezza incredibile con ±1μm di errore strumentale (modelli con campo di misura
75 mm o inferiore). Frizione sul codolo.

ART. SERIE 293

Cod. Tec. GR47
Euro

Campo di misura
mm

a
mm

b
mm

c
mm

L
mm

D1109000025 199,00 0 ÷ 25 6,5 25

2,5

0

D1109025050 279,00 25 ÷ 50 7,5 32,5 25

D1109050075 337,00 50 ÷ 75 10,1 47 50

D1109075100 384,00 75 ÷ 100 11,5 60 75

Cod. Tec. GR45
Euro Modello

D99051,5V 5,00 Batteria 1,5V SR44

D.23Indivisible package  Suggested retail package - Unit price

0.01 mm resolution - excellent protection against penetration of particles and splash,
absolute/incremental measuring at any position, satin-chromed graduated thimble
with sensitive friction, click-stop device, heat-insulated frame cover. Function to return
to absolute scale.

ITEM: BA025

Tech. Code Measuring range
mm

B
mm

C
mm

D
mm

L
mm

0 ÷ 25 6 25

3

34.5

25 ÷ 50

8

32 59.5

50 ÷ 75 44.5 84.5

75 ÷ 100 57 109.5

100 ÷ 125
10

70 135

125 ÷ 150 82 160.5

150 ÷ 175
12

94,5

5,5

186

175 ÷ 200 107 211.5

200 ÷ 225

23

129 236

225 ÷ 250 142,5 261,5

250 ÷ 275 155 287

275 ÷ 300 170 310

ON-LINE
MANUAL

DIGITAL MICROMETERS IP65

Tech. Code Model

Battery 1.5V SR44

DIGITAL MICROMETERS

ON-LINE
MANUAL

Resolution 0.001 mm - Tungsten carbide tipped, heat-insulated painted frame cover.
ITEM: BA027

Tech. Code Measuring range
mm

A
mm

B
mm

L
mm

W
mm

H
mm

0 ÷ 25 31.5 22.5 155 60.2
27.3

25 ÷ 50 56.5 31 185.4 77.9

Tech. Code Model

Battery 3V CR2032

DIGITAL MICROMETERS IP65

High accuracy micrometer. Offers a high resistant structure structure and IP 65
protection.
Incredible accuracy with ±1μm of Instrument error (models with measuring range75
mm or less). Clutch on the shank.

ITEM: SERIE 293

Tech. Code Measuring range
mm

a
mm

b
mm

c
mm

L
mm

0 ÷ 25 6,5 25

2,5

0

25 ÷ 50 7,5 32,5 25

50 ÷ 75 10,1 47 50

75 ÷ 100 11,5 60 75

Tech. Code Model

Battery 1.5V SR44



D

D.24 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Risoluzione 0,001 mm - Scala con riferimenti di tolleranza per misurazioni passa/non
passa, pulsante di comando dell'incudine mobile, tamburo graduato cromato opaco,
frizione sensibile, levetta di bloccaggio, arco con guanciali termoisolanti.

ART. BB040

Cod. Tec. GR45
Euro

Campo di misura
mm

A
mm

B
mm

L
mm

D1120000025 353,00 0 ÷ 25 28,50
18

96,50

D1120025050 381,00 25 ÷ 50 53,50 121,50

MICROMETRI PER ESTERNI CON COMPARATORE Exacto

Risoluzione 0,01 mm - Stelo diametro 6,50 mm.
Tamburo graduato cromato opaco, frizione sensibile, levetta di bloccaggio, arco
verniciato.

ART. BB015

Cod. Tec. GR45
Euro

Campo di misura
mm

A
mm

B
mm

C
mm

L
mm

D1160000025 32,00 0 ÷ 25 9

3.0

28 32

D1160025050 36,00 25 ÷ 50 14 38 57

D1160050075 39,00 50 ÷ 75
15

49 82

D1160075100 45,00 75 ÷ 100 60 107

D1160100125 54,00 100 ÷ 125
16,5

73 133

D1160125150 59,00 125 ÷ 150 85 158

D1160150175 69,00 150 ÷ 175

19,4

104 183

D1160175200 77,00 175 ÷ 200 117 209

D1160200225 86,00 200 ÷ 225 130 234

D1160225250 91,00 225 ÷ 250 142 260

D1160250275 100,00 250 ÷ 275 155 285

D1160275300 107,00 275 ÷ 300 168 310

+

MICROMETRI PER ESTERNI Exacto

MANUALE
ON-LINE

Risoluzione 0,01 mm - Stelo diametro 6,50 mm.
Funzione sensibile sul tamburo graduato per consentire la misura con una sola mano,
arco con guanciali termoisolanti.

ART. BB003

Cod. Tec. GR45
Euro

Campo di misura
mm

A
mm

B
mm

C
mm

D1122000025 38,00 0 ÷ 25
7,1

32,5 25,5

D1122025050 57,00 25 ÷ 50 57,5 30,5

D1122050075 74,00 50 ÷ 75

8

83 45

D1122075100 79,00 75 ÷ 100 108 58

D1122100125 97,00 100 ÷ 125 133 67,5

D1122125150 107,00 125 ÷ 150 158 82

D1122150175 141,00 150 ÷ 175 183 93

D1122175200 183,00 175 ÷ 200 208 108

D.24 Indivisible package   Suggested retail package - Unit price

Tungsten carbide tipped retractable anvil with indicator for precision measurement of
mass-produced parts, 0.001 mm resolution. Tolerance reference values in relation to
the go/not go based measurements, adjustable anvil control switch, satin-chromed
graduated thimble with sensitive friction, stop lever, heat-insulated frame cover.

ITEM: BB040

Tech. Code Measuring range
mm

A
mm

B
mm

L
mm

0 ÷ 25 28.50
18

96.50

25 ÷ 50 53.50 121.50

EXTERNAL MICROMETERS WITH DIAL INDICATOR

0.01 mm resolution - 6,50 mm ¡ spindle - satin-chromed graduated feeding unit
assay, sensitive friction, stop lever, painted frame cover.

ITEM: BB015

Tech. Code Measuring range
mm

A
mm

B
mm

C
mm

L
mm

0 ÷ 25 9

3.0

28 32

25 ÷ 50 14 38 57

50 ÷ 75
15

49 82

75 ÷ 100 60 107

100 ÷ 125
16.5

73 133

125 ÷ 150 85 158

150 ÷ 175

19.4

104 183

175 ÷ 200 117 209

200 ÷ 225 130 234

225 ÷ 250 142 260

250 ÷ 275 155 285

275 ÷ 300 168 310

EXTERNAL MICROMETERS

ON-LINE
MANUAL

0.01 mm resolution - Ø 6,5 mm spindle, sensitive function on graduated thimble that
allows the measurement with a one-hand operation, insulating grip plates.

ITEM: BB003

Tech. Code Measuring range
mm

A
mm

B
mm

C
mm

0 ÷ 25
7.1

32.5 25.5

25 ÷ 50 57.5 30.5

50 ÷ 75

8

83 45

75 ÷ 100 108 58

100 ÷ 125 133 67.5

125 ÷ 150 158 82

150 ÷ 175 183 93

175 ÷ 200 208 108



D

D.25 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Risoluzione 0,01 mm - Tamburo graduato cromato opaco, frizione sensibile,
levetta di bloccaggio, arco verniciato.

ART. BB020

Cod. Tec. GR45
Euro

Campo di misura
mm

Strumenti
n°

D1175SET4 127,00 0 ÷ 100 4

D1175SET6 212,00 0 ÷ 150 6

D1175SET12 636,00 0 ÷ 300 12

MICROMETRI PER ESTERNI IN SET

MICROMETRI PER ESTERNI

174714.5Lb

27.5a

3

ø6
.3

5

c

ø1
8

Risoluzione 0,01 mm - Stelo diametro 6,35mm. Tamburo graduato opaco, frizione
sensibile, levetta di bloccaggio, arco verniciato.

ART. SERIE 103

Cod. Tec. GR47
Euro

Campo di misura
mm

a
mm

b
mm

c
mm

d
mm

L
mm

D1165000025 47,00 0 ÷ 25

2,8

9 28

6,35

30,3

D1165025050 67,00 25 ÷ 50 10 38 55,3

D1165050075 88,00 50 ÷ 75 12 46 80,3

D1165075100 95,00 75 ÷ 100 14 57 105,3

D1165100125 150,00 100 ÷ 125 5,3 17 76 132,8

D1165125150 167,00 125 ÷ 150 5,7 19 90 158,2

D1165150175 186,00 150 ÷ 175 6,1 20 102 183,6

D1165175200 203,00 175 ÷ 200 6,3 19 115 208,8

MICROMETRI PER ESTERNI IN SET

Risoluzione 0,01 mm - Stelo diametro 6,35mm. Tamburo graduato opaco, frizione
sensibile, levetta di bloccaggio, arco verniciato.

ART. SERIE 103

Cod. Tec. GR47
Euro

Campo di misura
mm

Strumenti
n°

D1177SET6 488,00 0 ÷ 150 6

D.25Indivisible package  Suggested retail package - Unit price

0.01mm resolution - satin-chromed graduated feeding unit assay sensitive friction,
stop lever, painted frame cover.

ITEM: BB020

Tech. Code Measuring range
mm

Instruments
n°

0 ÷ 100 4

0 ÷ 150 6

0 ÷ 300 12

EXTERNAL MICROMETERS SET

EXTERNAL MICROMETERS

Resolution 0,01 mm - spindle diameter 6,35mm. Matt graduated thimble, sensitive
friction, locking lever, painted frame.

ITEM: SERIE 103

Tech. Code Measuring range
mm

a
mm

b
mm

c
mm

d
mm

L
mm

0 ÷ 25

2,8

9 28

6,35

30,3

25 ÷ 50 10 38 55,3

50 ÷ 75 12 46 80,3

75 ÷ 100 14 57 105,3

100 ÷ 125 5,3 17 76 132,8

125 ÷ 150 5,7 19 90 158,2

150 ÷ 175 6,1 20 102 183,6

175 ÷ 200 6,3 19 115 208,8

EXTERNAL MICROMETERS IN SET

Resolution 0,01 mm - Spindle diameter 6,35mm. Matt graduated thimble, sensitive
friction, locking lever, painted frame.

ITEM: SERIE 103

Tech. Code Measuring range
mm

Instruments
n°

0 ÷ 150 6



D

D.26 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Risoluzione 0,01 mm - Stelo diametro 8 mm.
Passo vite 1mm, tamburo graduato di grandi dimensioni cromato opaco, frizione
sensibile, levetta di bloccaggio, arco con guanciali termoisolanti.

ART. BB030

Cod. Tec. GR45
Euro

Campo di misura
mm

A
mm

B
mm

L
mm

D1140000025 81,00 0 ÷ 25 6 24 32

D1140025050 89,00 25 ÷ 50

8

32 57

D1140050075 99,00 50 ÷ 75 45 82

D1140075100 112,00 75 ÷ 100 57 107

D1140100125 (142,00) 100 ÷ 125 70 133

D1140125150 (152,00) 125 ÷ 150 82 173

D1140150175 (180,00) 150 ÷ 175 95 183

D1140175200 (212,00) 175 ÷ 200 107 209

MICROMETRI PER ESTERNI Exacto

Base in ghisa verniciata con guanciali di presa in lega leggera per micrometri con
campo di misura fino a 100 mm.

ART. BC060

Cod. Tec. GR45
Euro Materiale

Dimensioni
mm

D12501 26,00 Ghisa 165 x 115

BASI PORTAMICROMETRI

MICROMETRI PER ESTERNI Exacto

MANUALE
ON-LINE

Risoluzione 0,01 mm - Stelo diametro 6,50 mm.
Tamburo graduato cromato opaco, frizione sensibile sul tamburo, arco con guanciali
termoisolanti.

ART. BB004

Cod. Tec. GR45
Euro

Campo di misura
mm

A
mm

B
mm

Peso
Kg

D1123200300 446,00 200 ÷ 300 337 175 1,7

D1123300400 756,00 300 ÷ 400 437 225 2,5

D1123400500 830,00 400 ÷ 500 537 275 3

D.26 Indivisible package   Suggested retail package - Unit price

8 mm ¡ spindle, fast forward 1 mm/rev, 0.01 mm resolution - 1 mm screw thread/pitch,
large-sized, satin-chromed graduated feeding unit assay, sensible friction, stop lever,
heat-insulating frame cover.

ITEM: BB030

Tech. Code Measuring range
mm

A
mm

B
mm

L
mm

0 ÷ 25 6 24 32

25 ÷ 50

8

32 57

50 ÷ 75 45 82

75 ÷ 100 57 107

100 ÷ 125 70 133

125 ÷ 150 82 173

150 ÷ 175 95 183

175 ÷ 200 107 209

EXTERNAL MICROMETERS

Cast iron painted base, with light alloy clamps.
For micrometers designed for up to 100mm measuring range.

ITEM: BC060

Tech. Code Material
Dimensions

mm
Cast iron 165 x 115

MICROMETER HOLDER BASE

LARGE EXTERNAL MICROMETERS

ON-LINE
MANUAL

Ø 6.5 mm spindle, 0.01 mm resolution.
Satin-chromed graduated feeding unit assay, sensitive friction positioned onto the
feeding unit assay, heat-insulating frame cover.

ITEM: BB004

Tech. Code Measuring range
mm

A
mm

B
mm

Weight
Kg

200 ÷ 300 337 175 1.7

300 ÷ 400 437 225 2.5

400 ÷ 500 537 275 3



D

D.27 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Lettura 0,01mm - Tamburo graduato cromato opaco, frizione sensibile, levetta di
bloccaggio, arco verniciato.
Forniti con riscontri di azzeramento.

ART. BB006

Cod. Tec. GR45
Euro

Campo di misura
mm

Struttura arco

D12100100 159,00 0 ÷ 100

PienaD1210100200 249,00 100 ÷ 200

D1210200300 266,00 200 ÷ 300

MICROMETRI PER ESTERNI

D1210300400 311,00 300 ÷ 400

Tubolare

D1210400500 362,00 400 ÷ 500

D1210500600 428,00 500 ÷ 600

D1210600700 504,00 600 ÷ 700

D1210700800 586,00 700 ÷ 800

D1210800900 707,00 800 ÷ 900

D12109001000 789,00 900 ÷ 1000

D121010001200 (1283,00) 1000 ÷ 1200

D121012001400 (1502,00) 1200 ÷ 1400

D121014001600 1622,00 1400 ÷ 1600

D121016001800 (1795,00) 1600 ÷ 1800

D121018002000 (2009,00) 1800 ÷ 2000

MICROMETRI PER ESTERNI Exacto

Risoluzione 0,01 mm - Stelo diametro 8 mm.
Tamburo graduato cromato opaco, frizione sensibile sul tamburo, arco con guanciali
termoisolanti, in alluminio forgiato.

ART. BB008

Cod. Tec. GR45
Euro

Campo di misura
mm

A
mm

B
mm

Peso
Kg

D1124500600 1166,00 500 ÷ 600 644 325 3,7

D1124600700 1276,00 600 ÷ 700 745 375 4,3

D1124700800 1507,00 700 ÷ 800 846 425 4,6

D1124800900 1717,00 800 ÷ 900 948 475 5,6

D11249001000 2016,00 900 ÷ 1000 1050 525 6,8

D.27Indivisible package  Suggested retail package - Unit price

Tungsten carbide tipped, 0.01mm reading - Satin-chromed graduated thimble
with sensitive friction, stop lever, painted frame cover. Complete with zero-setting
standards. Provided with interchangeable anvils

ITEM: BB006

Tech. Code Measuring range
mm

Arc structure

0 ÷ 100

Full100 ÷ 200

200 ÷ 300

LARGE EXTERNAL MICROMETERS

300 ÷ 400

Tubular

400 ÷ 500

500 ÷ 600

600 ÷ 700

700 ÷ 800

800 ÷ 900

900 ÷ 1000

1000 ÷ 1200

1200 ÷ 1400

1400 ÷ 1600

1600 ÷ 1800

1800 ÷ 2000

LARGE EXTERNAL MICROMETERS

Ø 8 mm spindle, 0.01 mm resolution.
Satin-chromed graduated thimble with sensitive friction, heat-insulating frame cover.

ITEM: BB008

Tech. Code Measuring range
mm

A
mm

B
mm

Weight
Kg

500 ÷ 600 644 325 3.7

600 ÷ 700 745 375 4.3

700 ÷ 800 846 425 4.6

800 ÷ 900 948 475 5.6

900 ÷ 1000 1050 525 6.8



D

D.28 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

MICROMETRI DIGITALI A TRE PUNTI - BLUETOOTH - IP67

I micrometri digitali XTD danno all’operatore il vantaggio della tradizionale qualità degli
strumenti Bowers unita all’avanzata elettronica IP67. L’ampia corsa meccanica della
gamma XTD permette anche di avere su richiesta delle teste speciali per risolvere i pi�
diversi problemi di misura. Teste di misura per filetti, canalini, gole, fori profondi e molte
altre applicazioni disponibili su richiesta. Nuova tecnologia Bluetooth

Composizioni in cofanetto di legno complete di anelli di taratura.
Certificati di taratura UKAS su micrometri ed anelli.

ART. BA211

Cod. Tec. GR45
Euro

Campo di misura
mm

Profondità
mm

Precisione
�m

Ø anello
mm

D1269025035 1626,00 25 ÷ 35 66
4 35

D1269035050 1685,00 35 ÷ 50

80D1269050065 1864,00 50 ÷ 65

5
65

D1269065080 1864,00 65 ÷ 80

D1269080100 1960,00 80 ÷ 100 100 80

MICROMETRI DIGITALI A TRE PUNTE IN KIT - BLUETOOTH - IP67

I micrometri per interni Bowers serie XTD sono disponibili anche in KIT.
In questo modo é possibile economizzare sul costo degli anelli: un anello può tarare
due strumenti. Nuova tecnologia Bluetooth.
Ogni composizione é dotata di anelli di taratura e certificato di taratura UKAS relativo
sia ai micrometri che agli anelli.

Fornita in cofanetto di legno.

ART. BA212

Cod. Tec. GR45
Euro

Campo di misura
mm

Teste di misura
pz

Anelli di riscontro
pz

D1277006010SET 1710,00 6 ÷ 10 2 1

D1277010020SET 1971,00 10 ÷ 20

3 2D1277020050SET 2708,00 20 ÷ 50

D1277050100SET 3031,00 50 ÷ 100

D1277100150SET 2518,00 100 ÷ 150 2 1

D1277100200SET (5225,00) 100 ÷ 200 4 2

D1277150200SET (3325,00) 150 ÷ 200 2 1

Cod. Tec. GR45
Euro Modello

D99103V 5,00 Batteria 3V CR2032
D0002USB 183,00 Cavo Proximity - USB
D0002RS232 183,00 Cavo Proximity - RS232

Cod. Tec. GR45
Euro Modello

D99103V 5,00 Batteria 3V CR2032
D0002USB 183,00 Cavo Proximity - USB
D0002RS232 183,00 Cavo Proximity - RS232

D.28 Indivisible package   Suggested retail package - Unit price

THREE POINTS INTERNAL MICROMETERS - BLUETOOTH - IP67

The digital micrometers ;TD give the operator the benefit of the traditional quality
of Bowers tools combined electronic IP67 advance. The large range of the ;TD
mechanical range allows, upon request of special heads, to solve the most different
measurements issues. Heads to measure threads, grooves, deep holes and many
other applications available on request.

Compositions in a wooden case complete with calibration rings.
UKAS calibration certificates of micrometers and rings.

ITEM: BA211

Tech. Code Measuring range
mm

Depth
mm

Accuracy
�m

Ø ring
mm

25 ÷ 35 66
4 35

35 ÷ 50

8050 ÷ 65

5
65

65 ÷ 80

80 ÷ 100 100 80

THREE POINTS INTERNAL MICROMETERS SET - BLUETOOTH - IP67

Bowers Internal micrometers ;TD series are also available in kits.
This way it is possible to economize on the cost of the rings: a ring can calibrate two
instruments. New bluetooth technoogy. Each composition is equipped with calibration
rings and UKAS related certification on both micrometers and rings.

Supplied in a wooden case.

ITEM: BA212

Tech. Code Measuring range
mm

Measuring heads
pcs

Setting ring
pcs

6 ÷ 10 2 1

10 ÷ 20

3 220 ÷ 50

50 ÷ 100

100 ÷ 150 2 1

100 ÷ 200 4 2

150 ÷ 200 2 1

Tech. Code Model

Battery 3V CR2032
Connection cable Proximity-USB

Proximity -cable RS232

Tech. Code Model

Battery 3V CR2032
Connection cable Proximity-USB

Proximity -cable RS232



D

D.29 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

MICROMETRI DIGITALI A TRE PUNTI BLUETOOTH IP67

Micrometro elettronico per interni. Azionamento rapido a pistola ad alta ripetibilità
ideale per controlli in serie. Elettronica IP67 con 3 preset, tolleranze, min/max.
Contatti in metallo duro. Misurazione di fori ciechi a partire dal Ø 25 mm.
Nuova tecnologia Bluetooth.

Composizioni in cofanetto di legno complete di anelli di taratura.
Certificati di taratura UKAS su micrometri ed anelli.

ART. BA225

Cod. Tec. GR45
Euro

Campo di misura
mm

Profondità
mm

Precisione
�m

Ø anello
mm

D1276025035 1733,00 25 ÷ 35 66
4 35

D1276035050 1775,00 35 ÷ 50

80D1276050065 1818,00 50 ÷ 65

5
65

D1276065080 1818,00 65 ÷ 80

D1276080100 1931,00 80 ÷ 100 85 80

MICROMETRI DIGITALI A TRE PUNTE IN KIT - BLUETOOTH - IP67

I micrometri per interni Bowers serie SXTH sono disponibili anche in KIT.
In questo modo é possibile economizzare sul costo degli anelli: un anello può tarare
due strumenti. Nuova tecnologia Bluetooth.
Ogni composizione é dotata di anelli di taratura e certificato di taratura UKAS relativo
sia ai micrometri che agli anelli.

Fornita in cofanetto di legno.

ART. BA242

Cod. Tec. GR45
Euro

Campo di misura
mm

Teste di misura
pz

Anelli di riscontro
pz

D1286006010SET 1700,50 6 ÷ 10 2 1

D1286006020SET 2327,50 6 ÷ 20 5

3D1286010020SET 1928,50 10 ÷ 20
3

D1286020050SET 2508,00 20 ÷ 50

D1286020100SET 3735,40 20 ÷ 100 6 4

D1286050100SET 2802,50 50 ÷ 100 3 2

D1286100150SET 2460,50 100 ÷ 150 2 1

D1286100200SET 4845,00 100 ÷ 200 4 2

D1286150200SET 3211,00 150 ÷ 200 2 1

Cod. Tec. GR45
Euro Modello

D99103V 5,00 Batteria 3V CR2032
D0002USB 183,00 Cavo Proximity - USB
D0002RS232 183,00 Cavo Proximity - RS232

Cod. Tec. GR45
Euro Modello

D99103V 5,00 Batteria 3V CR2032
D0002USB 183,00 Cavo Proximity - USB
D0002RS232 183,00 Cavo Proximity - RS232

D.29Indivisible package  Suggested retail package - Unit price

THREE POINTS INTERNAL MICROMETERS - BLUETOOTH - IP67

Electronic micrometers for internal use. Fast action gun of high repeatability ideal for
series checks. Electronic IP67 with 3 pre-set, tollerance, min/max.
Contacts in hard metal. Measurement of holes starting from Ø25 mm.
Risolution 0,001 mm.

Compositions in a wooden case complete with calibration rings.
UKAS calibration certificates of micrometers and rings.

ITEM: BA225

Tech. Code Measuring range
mm

Depth
mm

Accuracy
�m

Ø ring
mm

25 ÷ 35 66
4 35

35 ÷ 50

8050 ÷ 65

5
65

65 ÷ 80

80 ÷ 100 85 80

THREE POINTS INTERNAL MICROMETERS SET - BLUETOOTH - IP67

Internal micrometers Bowers series S;TH in kits. In this way it is possible to save
on the costs of the rings. A ring can calibrate two instruments. Each composition is
supplied with calibration rings and UKAS calibration certificate relative to both.

Supplied in a wooden case.

ITEM: BA242

Tech. Code Measuring range
mm

Measuring heads
pcs

Setting ring
pcs

6 ÷ 10 2 1

6 ÷ 20 5

310 ÷ 20
3

20 ÷ 50

20 ÷ 100 6 4

50 ÷ 100 3 2

100 ÷ 150 2 1

100 ÷ 200 4 2

150 ÷ 200 2 1

Tech. Code Model

Battery 3V CR2032
Connection cable Proximity-USB

Proximity -cable RS232

Tech. Code Model

Battery 3V CR2032
Connection cable Proximity-USB

Proximity -cable RS232



D

D.30 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

MICROMETRI PER INTERNI A 3 PUNTE

Risoluzione 0,005 mm, contatti in metallo duro, micrometro analogico con teste
autocentranti, misurazione di fori ciechi a partire dal Ø 12,5 mm.

Composizioni in cofanetto di legno complete di anelli di taratura.
Certificati di taratura UKAS su micrometri ed anelli.

ART. BB300

Cod. Tec. GR45
Euro

Campo di misura
mm

Profondità
mm

Precisione
μm

Ø anello
mm

D1290006008 434,00 6 ÷ 8

58

4

8
D1290008010 423,00 8 ÷ 10

D1290010012,5 408,00 10 ÷ 12,5
12,5

D1290012,5016 428,00 12,5 ÷ 16
62

D1290016020 439,00 16 ÷ 20
20

D1290020025 454,00 20 ÷ 25
66

D1290025030 648,00 25 ÷ 35
35

D1290035050 663,00 35 ÷ 50

80D1290050065 785,00 50 ÷ 65

5
65

D1290065080 785,00 65 ÷ 80

D1290080100 1000,00 80 ÷ 100 100 80

D1290100125 1000,00 100 ÷ 125

115

6 125
D1290125150 1163,00 125 ÷ 150

D1290150175 1494,00 150 ÷ 175
7 175

D1290175200 1703,00 175 ÷ 200

D1290200225 2295,00 200 ÷ 225

118

8 225
D1290225250 2366,00 225 ÷ 250

D1290250275 2586,00 250 ÷ 275
9 275

D1290275300 2693,00 275 ÷ 300

ALESAMETRI IN KIT - IP65

Alesametro digitale per il controllo di diametro, ovalizzazione e conicità, con nuovo
display digitale slimline a risoluzione commutabile 0.01 / 0.001 / 0.0005 mm. Uscita
dati RS232 / USB con sensore di prossimità e ripetibilità a 0.001 mm. Composizioni
complete di anelli e certificati Ukas con contatti sferici al cromo duro.

Stop di profondità e supporto a richiesta.

ART. BA270

Cod. Tec. GR45
Euro

Campo di misura
mm

D1288150245 (1754,00) 1,50 ÷ 2,45

D1288365635 (2035,00) 3,65 ÷ 6,35

D1288225635 (3244,00) 2,25 ÷ 6,35

Cod. Tec. GR45
Euro Modello

D99103V 5,00 Batteria 3V CR2032
D0002USB 183,00 Cavo Proximity - USB
D0002RS232 183,00 Cavo Proximity - RS232

D.30 Indivisible package   Suggested retail package - Unit price

3 POINTS ANALOGUE INTERNAL MICROMETERS

Resolution 0,005mm, carbide contacts analogue micrometer heads with auto-
centering, blind bore measurements starting from Ø 12.5 mm.

Compositions in a wooden case, complete with calibration rings.
UKAS calibration certificates of micrometers and rings.

ITEM: BB300

Tech. Code Measuring range
mm

Depth
mm

Accuracy
μm

Ø ring
mm

6 ÷ 8

58

4

8
8 ÷ 10

10 ÷ 12,5
12.5

12,5 ÷ 16
62

16 ÷ 20
20

20 ÷ 25
66

25 ÷ 35
35

35 ÷ 50

8050 ÷ 65

5
65

65 ÷ 80

80 ÷ 100 100 80

100 ÷ 125

115

6 125
125 ÷ 150

150 ÷ 175
7 175

175 ÷ 200

200 ÷ 225

118

8 225
225 ÷ 250

250 ÷ 275
9 275

275 ÷ 300

2-POINTS DIGITAL GAUGES FOR SMALL BORES SET - IP65

Digital bore gauge to check diameters, ovalization and conicity. New slimline digital
display. Switchable resolution 0,01/0,001/0,0005 mm. Data output with proximity
sensor. Repeatability 0,001 mm. Supplied with setting rings and UKAS certificates.
Hard chromed contact points.

Depht stop and stand on request.

ITEM: BA270

Tech. Code Measuring range
mm

1.50 ÷ 2.45

3.65 ÷ 6.35

2.25 ÷ 6.35

Tech. Code Model

Battery 3V CR2032
Connection cable Proximity-USB

Proximity -cable RS232



D

D.31 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

MICROMETRI PER INTERNI A TRE PUNTE IN KIT

I micrometri per interni Bowers serie SXTA sono disponibili anche in KIT.
In questo modo é possibile economizzare sul costo degli anelli: un anello può tarare
due strumenti.
Ogni composizione é dotata di anelli di taratura e certificato di taratura UKAS relativo
sia ai micrometri che agli anelli.

Fornita in cofanetto di legno.

ART. BB310

Cod. Tec. GR45
Euro

Campo di misura
mm

Teste di misura
pz

Anelli di riscontro
pz

D1295006010SET (656,00) 6 ÷ 10 2 1

D1295010020SET (960,00) 10 ÷ 20

3 2D1295020050SET 1539,00 20 ÷ 50

D1295050100SET 2114,00 50 ÷ 100

D1295100150SET 1577,00 100 ÷ 150 2 1

Safety
High quality
Renewablelubricants

D.31Indivisible package  Suggested retail package - Unit price

3 POINTS ANALOGUE INTERNAL MICROMETERS SET

Bowers S;TA analogue bore gauges in set.
An economical solution considering the possibility of calibrating two gauges
with only one ring.
Every set is supplied with micrometers, rings and UKAS certificates.

Supplied in a wooden case.

ITEM: BB310

Tech. Code Measuring range
mm

Measuring heads
pieces

Setting ring
pieces

6 ÷ 10 2 1

10 ÷ 20

3 220 ÷ 50

50 ÷ 100

100 ÷ 150 2 1



D

D.32 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Lettura campo di misura 6-12 mm 0,001, oltre mm 0,005.
Tamburo graduato con frizione sensitiva, esecuzione cromata opaca.
Forniti con anello e prolunga.

ART. BB270

Cod. Tec. GR45
Euro

Campo di misura
mm

Anello Ø
mm

Prolunga
mm

L1
mm

A
mm

D1310006008 326,00 6 ÷ 8 6

100 54,5 1,5D1310008010 320,00 8 ÷ 10 8

D1310010012 320,00 10 ÷ 12 10

D1310012016 265,00 12 ÷ 16
16

150

80

0,5

D1310016020 265,00 16 ÷ 20

D1310020025 300,00 20 ÷ 25
25 90

D1310025030 300,00 25 ÷ 30

D1310030040 360,00 30 ÷ 40
40 97

D1310040050 383,00 40 ÷ 50

D1310050063 420,00 50 ÷ 63
62

114
D1310062075 440,00 62 ÷ 75

D1310075088 468,00 75 ÷ 88
87

D1310087100 480,00 87 ÷ 100

MICROMETRI PER INTERNI A TRE PUNTI

MICROMETRI PER INTERNI A TRE PUNTI IN SET

Forniti con anelli di azzeramento e prolunga (100 mm -150 mm).
ART. BB272

Cod. Tec. GR45
Euro

Campo di misura
mm

Strumenti singoli
mm

Anelli Ø
mm

Prolunga
mm

D1315006012 629,00 6 ÷ 12 6-8 / 8-10 / 10-12 6 / 8 / 10 100

D1315012020 470,00 12 ÷ 20 12-16 / 16-20 16

150D1315020040 877,00 20 ÷ 40 20-25 / 25-30 / 30-40 25 / 40

D1315040100 1478,00 40 ÷ 100
40-50 / 50-63 / 62-75

75-88 / 87-100
40 / 62 / 87

Risoluzione 0,005 mm.
Tamburo graduato con frizione sensitiva, esecuzione cromata opaca.

ART. BB271

Cod. Tec. GR45
Euro

Campo di misura
mm

Prolunga
mm

L1
mm

A
mm

D1311100125 522,00 100 ÷ 125

150 145 0,5

D1311125150 522,00 125 ÷ 150

D1311150175 522,00 150 ÷ 175

D1311175200 522,00 175 ÷ 200

D1311200225 735,00 200 ÷ 225

D1311225250 735,00 225 ÷ 250

D1311250275 735,00 250 ÷ 275

D1311275300 735,00 275 ÷ 300

D.32 Indivisible package   Suggested retail package - Unit price

Measurement range 6-12 mm reading 0.001, over 0.005 mm.
Graduated thimble with sensitive friction, satin-chromed version.
Complete with setting ring and extension rod.

ITEM: BB270

Tech. Code Measuring range
mm

Ring Ø
mm

Extension
mm

L1
mm

A
mm

6 ÷ 8 6

100 54.5 1.58 ÷ 10 8

10 ÷ 12 10

12 ÷ 16
16

150

80

0.5

16 ÷ 20

20 ÷ 25
25 90

25 ÷ 30

30 ÷ 40
40 97

40 ÷ 50

50 ÷ 63
62

114
62 ÷ 75

75 ÷ 88
87

87 ÷ 100

THREE POINTS INTERNAL MICROMETERS

THREE POINTS INTERNAL MICROMETERS SET

Complete with zero-setting rings and extension rods (100 mm -150 mm).
ITEM: BB272

Tech. Code Measuring range
mm

Single tools
mm

Rings Ø
mm

Extension
mm

6 ÷ 12 6-8 / 8-10 / 10-12 6 / 8 / 10 100

12 ÷ 20 12-16 / 16-20 16

15020 ÷ 40 20-25 / 25-30 / 30-40 25 / 40

40 ÷ 100
40-50 / 50-63 / 62-75

75-88 / 87-100
40 / 62 / 87

0.005 mm resolution.
Graduated thimble with sensitive friction, chromed version.

ITEM: BB271

Tech. Code Measuring range
mm

Extension
mm

L1
mm

A
mm

100 ÷ 125

150 145 0.5

125 ÷ 150

150 ÷ 175

175 ÷ 200

200 ÷ 225

225 ÷ 250

250 ÷ 275

275 ÷ 300



D

D.33 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Risoluzione 0,001 mm - Micrometro digitale con protezione IP65, forniti di serie con
capruggini 60°.

ART. BA080

Cod. Tec. GR45
Euro

Campo di misura
mm

Capruggini 60°
di serie

Precisione
mm

D1340025 272,00 0 ÷ 25 1 - 2 - 3 - 4 - 5

± 0,002D13402550 303,00 25 ÷ 50 2 - 3 - 4 - 5 - 6

D13405075 331,00 50 ÷ 75
3 - 4 - 5 - 6

D134075100 341,00 75 ÷ 100

± 0,003D1340100125 352,00 100 ÷ 125
4 - 5 - 6

D1340125150 378,00 125 ÷ 150

MANUALE
ON-LINE

MICROMETRI DIGITALI PER FILETTATURE ESTERNE IP65 Exacto

Risoluzione 0,01 mm - Micrometri per interni componibili, la composizione prevede una testina micrometrica per interni pi� una serie
di prolunghe. La testina ha la superficie di contatto in metallo duro. Fornito in astuccio di legno.

ART. BB250

Cod. Tec. GR45
Euro

Campo di misura
mm

Testina
mm

Ø
mm

Prolunghe
mm

D137550300 (152,00) 50 ÷ 300

50 ÷ 65 16

13 - 25 - 50 - 100

D137550600 (203,00) 50 ÷ 600
13 - 25 - 50

100 - 150 - 200

D1375501000 (509,00) 50 ÷ 1000
13 - 25 - 50 - 100 (2pz)

150 - 200 - 300

D1375501500 (872,00) 50 ÷ 1500
13 - 25 - 50 - 100 (2pz)

150 - 200 (2pz) - 300 (2pz)

D13751502000 (1045,00) 150 ÷ 2000
150 ÷ 175

23
25 - 50 (2pz) - 100 - 150

200 (2pz) - 400 (3pz)

D137510003000 (1572,00) 1000 ÷ 3000 28
50 - 100 (2pz) - 200 (2pz)

500 - 1000 (2pz)

MICROMETRI PER INTERNI CON PROLUNGHE COMPONIBILI

Set capruggini filetto Metrico / Whitworth.
ART. BC010

Cod. Tec. GR45
Euro Composizione Passo

D1350SET 154,00 0,4 ÷ 0,5 - 0,6 ÷ 0,9 - 1,0 ÷ 1,75
2,0 ÷ 3,0 - 3,5 ÷ 5,0 - 5,5 ÷ 7,0

Metrico

D1355SET 222,00
60 ÷ 48 TPI - 48 ÷ 40 TPI - 40 ÷ 32 TPI - 32 ÷ 24 TPI

24 ÷ 18 TPI - 18 ÷ 14 TPI - 14 ÷ 10 TPI
10 ÷ 7 TPI - 7 ÷ 4,5 TPI - 4,5 ÷ 3,5 TPI

WhitZorth

CAPRUGGINI DI RICAMBIO IN SET

Cod. Tec. GR45
Euro Modello

D99051,5V 5,00 Batteria 1,5V SR44

1 0,4 - 0,5 64 - 48

2 0,6 - 0,9 44 - 28

3 1,0 - 1,75 24 - 14

4 2,0 - 3,0 13 - 9

5 3,5 - 5,0 8 - 5

6 5,5 - 7 4,5 - 3,5

Capruggini 60°

Filetatura metrica
filetti / mm

Filettatura UN - UNC - UNF
filetti / inchn°

D.33Indivisible package  Suggested retail package - Unit price

0.001 mm resolution - digital micrometer with IP65 protection against particles,
supplied with 60° metric anvils.

ITEM: BA080

Tech. Code Measuring range
mm

Anvils 60°
Included

Accuracy
mm

0 ÷ 25 1 - 2 - 3 - 4 - 5

± 0.00225 ÷ 50 2 - 3 - 4 - 5 - 6

50 ÷ 75
3 - 4 - 5 - 6

75 ÷ 100

± 0.003100 ÷ 125
4 - 5 - 6

125 ÷ 150

ON-LINE
MANUAL

EXTERNAL THREADS DIGITAL MICROMETERS IP65

0.01 mm resolution - modular inside micrometers including an inside micrometric head and several extension rods. Micrometric head
features a hardened steel contact surface.
Supplied in a wooden box package.

ITEM: BB250

Tech. Code Measurement range
mm

Micron. head
mm

Ø
mm

Extensions
mm

50 ÷ 300

50 ÷ 65 16

13 - 25 - 50 - 100

50 ÷ 600 13 - 25 - 50 - 100 - 150 - 200

50 ÷ 1000 13 - 25 - 50 - 100 (2pcs) - 150 - 200 - 300

50 ÷ 1500 13 - 25 - 50 - 100 (2pcs) - 150 - 200 (2pcs) - 300 (2pcs)

150 ÷ 2000
150 ÷ 175

23 25 - 50 (2pcs) - 100 - 150 - 200 (2pcs) - 400 (3pcs)

1000 ÷ 3000 28 50 - 100 (2pcs) - 200 (2pcs) - 500 - 1000 (2pcs)

INSIDE MICROMETERS WITH MODULARS EXTENSION RODS

Set measuring threaded inserts metric and whitworth
ITEM: BC010

Tech. Code Set Thread

0.4 ÷ 0.5 - 0.6 ÷ 0.9 - 1.0 ÷ 1.75
2.0 ÷ 3.0 - 3.5 ÷ 5.0 - 5.5 ÷ 7.0

Metric

60 ÷ 48 TPI - 48 ÷ 40 TPI - 40 ÷ 32 TPI - 32 ÷ 24 TPI
24 ÷ 18 TPI - 18 ÷ 14 TPI - 14 ÷ 10 TPI
10 ÷ 7 TPI - 7 ÷ 4,5 TPI - 4,5 ÷ 3,5 TPI

Whitworth

SPARE ANVILS SET

Tech. Code Model

Battery 1.5V SR44

Anvils 60°

Metric thread
Pitch / mm

Thread UN - UNC - UNF
Pitch / inchn°
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D.34 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Risoluzione 0,01 mm - Con piattelli con superfici di misura lappate, leva di bloccaggio.
ART. BB075

Cod. Tec. GR45
Euro

Campo di misura
mm

Platorello ʩ
mm

D1370025 90,00 0 ÷ 25

20
D13702550 106,00 25 ÷ 50

D13705075 122,00 50 ÷ 75

D137075100 140,00 75 ÷ 100

D1370100125 150,00 100 ÷ 125

30
D1370125150 162,00 125 ÷ 150

D1370150175 183,00 150 ÷ 175

D1370175200 213,00  175 ÷ 200

MICROMETRI A DISCO PER INGRANAGGI Exacto

Risoluzione 0,001 mm - Micrometro digitale con superfici di contatto a disco e stelo
Ø 8mm non rotante. Funzione di azzeramento, ABS/INC, protezione IP65 contro la
polvere, tasto di accensione e spegnimento, conversione mm/inc.

ART. BA050

Cod. Tec. GR45
Euro

Campo di misura
mm

A
mm

B
mm

L
mm

D1365025 258,00 0 ÷ 25

9

33 58

D13652550 281,00 25 ÷ 50 44 82

D13655075 301,00 50 ÷ 75 56 107

D136575100 324,00 75 ÷ 100 11 70 132

MANUALE
ON-LINE

MICROMETRI DIGITALI A DISCO PER INGRANAGGI IP65 Exacto

Per filettature 60° (metrico e UN) o 55° (Whitworth), misure diametro medio.
Risoluzione 0,01 mm - Tamburo e bussola graduati con frizione al tamburo e vite di
bloccaggio, forniti con capruggini a 60° e riscontro. Stelo non rotante.

ART. BB105

Cod. Tec. GR45
Euro

Campo di misura
mm

Capruggini 60°
di serie

D1345025 130,00 0 ÷ 25 1 - 2 - 3 - 4 - 5

D13452550 130,00 25 ÷ 50 2 - 3 - 4 - 5 - 6

D13455075 130,00 50 ÷ 75
3 - 4 - 5 - 6

D134575100 183,00 75 ÷ 100

D1345100125 194,00 100 ÷ 125

4 - 5 - 6
D1345125150 213,00 125 ÷ 150

D1345150175 233,00 150 ÷ 175

D1345175200 265,00 175 ÷ 200

MICROMETRI PER FILETTATURE ESTERNE Exacto

Cod. Tec. GR45
Euro Modello

D99051,5V 5,00 Batteria 1,5V SR44

1 0,4 - 0,5 64 - 48

2 0,6 - 0,9 44 - 28

3 1,0 - 1,75 24 - 14

4 2,0 - 3,0 13 - 9

5 3,5 - 5,0 8 - 5

6 5,5 - 7 4,5 - 3,5

Capruggini 60°

Filetatura metrica
filetti / mm

Filettatura UN - UNC - UNF
filetti / inchn°

D.34 Indivisible package   Suggested retail package - Unit price

0.01mm resolution - with disk measuring faces, lapped measuring surfaces, lock
lever.

ITEM: BB075

Tech. Code Measuring range
mm

Backing pad ø
mm

0 ÷ 25

20
25 ÷ 50

50 ÷ 75

75 ÷ 100

100 ÷ 125

30
125 ÷ 150

150 ÷ 175

 175 ÷ 200

DISK MICROMETERS FOR GEARS

0.001mm resolution - Digital Micrometer with disk contact surfaces and 8mm-diam
non rotating spindle. Zero-setting function, ABS/INC, IP65 protection against particles,
ON/OFF button, mm/inch conversion.

ITEM: BA050

Tech. Code Measuring range
mm

A
mm

B
mm

L
mm

0 ÷ 25

9

33 58

25 ÷ 50 44 82

50 ÷ 75 56 107

75 ÷ 100 11 70 132

ON-LINE
MANUAL

DIGITAL DISK MICROMETERS FOR GEARS IP65

Used for 60° thread setting (metric and UN) or 55°(Whitworth standards), average
diameter measures. 0.01mm resolution - Graduated thimble with sensitive friction,
locking screw system, provided with 60° metric anvils and setting stand. Non- rotating
spindle.

ITEM: BB105

Tech. Code Measuring range
mm

Anvils 60°
Included

0 ÷ 25 1 - 2 - 3 - 4 - 5

25 ÷ 50 2 - 3 - 4 - 5 - 6

50 ÷ 75
3 - 4 - 5 - 6

75 ÷ 100

100 ÷ 125

4 - 5 - 6
125 ÷ 150

150 ÷ 175

175 ÷ 200

EXTERNAL THREADS MICROMETERS

Tech. Code Model

Battery 1.5V SR44

Anvils 60°

Metric thread
Pitch / mm

Thread UN - UNC - UNF
Pitch / inchn°
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D.35 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

STRUMENTI DIGITALI PER MISURAZIONI INTERNE DI FORI E PARETI MEGAline

Elettronica Sylvac con preset, risoluzione 0,01 mm.
Forniti con puntalini intercambiabili con attacco filettato M 2,5 e testa sferica calibrata
Ø 3 mm, oltre a 2 prolunghe filettate (20 e 40 mm) con attacco M 2,5.

ART. BA390

Cod. Tec. GR45
Euro

Campo di misura
mm

A
mm

B
mm

D
mm

D21002246 (627,00) 22 ÷ 46 50 4,5 3,5

MANUALE
ON-LINE

STRUMENTI DIGITALI PER MISURAZIONI ESTERNE MEGAline

Elettronica Sylvac con preset, risoluzione 0,01 mm.
Forniti con puntalini intercambiabili con attacco filettato M 2,5 e testa sferica calibrata
Ø 3 mm.

ART. BA380

Cod. Tec. GR45
Euro

Campo di misura
mm

A
mm

B
mm

D
mm

D21040024 (551,00) 0 ÷ 24
50 4,5 3,5

D21041741 (563,00) 17 ÷ 41

MANUALE
ON-LINE

Cod. Tec. GR45
Euro Modello

D99103V 5,00 Batteria 3V CR2032
D0003USB 253,00 Cavo Opto - USB
D0003RS232 183,00 Cavo Opto - RS232

STRUMENTI DIGITALI PER MISURE INTERNE DI SEEGER CON BECCHE DISASSATE MEGAline

Elettronica Sylvac con preset, risoluzione 0,01 mm.
ART. BA370

Cod. Tec. GR45
Euro

Campo di misura
mm

A
mm

B
mm

C
mm

D
mm

Foro Ø min
mm

D21010630 (563,00) 6 ÷ 30

50

4,0 2,0
3,0

8

D21010832 (563,00) 8 ÷ 32

4,5

3,5 10

D21011236 (563,00) 12 ÷ 36

5,5 3,5

12

D21013256 (563,00) 32 ÷ 56 32

D21014266 (563,00) 42 ÷ 66 42

MANUALE
ON-LINE

Cod. Tec. GR45
Euro Modello

D99103V 5,00 Batteria 3V CR2032
D0003USB 253,00 Cavo Opto - USB
D0003RS232 183,00 Cavo Opto - RS232

Cod. Tec. GR45
Euro Modello

D99103V 5,00 Batteria 3V CR2032
D0003USB 253,00 Cavo Opto - USB
D0003RS232 183,00 Cavo Opto - RS232

D.35Indivisible package  Suggested retail package - Unit price

ELECTRONIC MEASURING GAUGES FOR INTERNAL MEASUREMENT

Sylvac electronic with preset, 0.01 mm resolution. Supplied with interchangeable tips
with threaded attachment M 2.5. Calibrated spherical head 3 mm diameter plus 2
threaded extensions (20 mm?40 mm) with M 2.5 attachment.

ITEM: BA390

Tech. Code Measuring range
mm

A
mm

B
mm

D
mm

22 ÷ 46 50 4.5 3.5

ON-LINE
MANUAL

ELECTRONIC MEASURING GAUGES FOR EXTERNAL MEASUREMENT

Sylvac electronic with preset, 0.01 mm resolution.
Supplied with Interchangeable tips with threaded attachment M 2,5 calibrated
spherical head 3 mm diameter.

ITEM: BA380

Tech. Code Measuring range
mm

A
mm

B
mm

D
mm

0 ÷ 24
50 4.5 3.5

17 ÷ 41

ON-LINE
MANUAL

Tech. Code Model

Battery 3V CR2032
Cable Opto - USB

Cable Opto - RS232

ELECTRONIC MEASURING GAUGES FOR INTERNAL MEASUREMENT

Sylvac electronic with preset, 0.01 mm resolution.
ITEM: BA370

Tech. Code Measuring range
mm

A
mm

B
mm

C
mm

D
mm

Ø min hole
mm

6 ÷ 30

50

4.0 2.0
3.0

8

8 ÷ 32

4.5

3.5 10

12 ÷ 36

5.5 3.5

12

32 ÷ 56 32

42 ÷ 66 42

ON-LINE
MANUAL

Tech. Code Model

Battery 3V CR2032
Cable Opto - USB

Cable Opto - RS232

Tech. Code Model

Battery 3V CR2032
Cable Opto - USB

Cable Opto - RS232



D

D.36 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

MISURATORI RAPIDI DI ALTA PRECISIONE PER GOLE INTERNE

Movimento brevettato antiurto con corsa di solo 2 mm per misure di alta precisione.
Corpo strumento e bracci in ghisa, massima stabilità termica e ripetibilità. Grande
quadrante con divisione netta, chiara e ben visibile. Tastini intercambiabili a profilo
conico per ingresso in gole profonde e strette. Precisione 0,02 mm.

ART. BB365

Cod. Tec. GR45
Euro

Campo di misura
mm

L
mm

Tastini intercambiabili

D2115020034 520,00 20 ÷ 34 165 7 set M2,5

D2115030060 520,00 30 ÷ 60 170 5 set M3,5

D2115055150 580,00 55 ÷ 150 183 6 set M3,5

MISURATORI RAPIDI PER INTERNI

Braccio fisso

Braccio mobile

Economia di costi grazie a produzione di grande serie, corpo strumento e bracci in
lega leggera, quadrante girevole, contatti sferici in metallo duro, precisione ± 0,04 mm,
risoluzione 0,01 mm.

ART. D2116

Cod. Tec. GR45
Euro

Campo di misura
mm

L
mm

A
mm

B
mm

C
mm

D
mm

E
mm

D2116003009 (325,00) 3 ÷ 9
40

2,3

1,1
2,4

1,1 2,8
D2116006018 (225,00) 6 ÷ 18 2,8

D2116010030 (288,00) 10 ÷ 30

64

2,2 4,5 2,2 4,5

D2116030050 (345,00) 30 ÷ 50 14,5 17,0
8,0 10,5

D2116050070 (365,00) 50 ÷ 70 11,5 14,0

STRUMENTI DIGITALI PER MISURAZIONI ESTERNE DI SEEGER MEGAline

Elettronica Sylvac con Preset. Risoluzione 0,01 mm.
ART. BA395

Cod. Tec. GR45
Euro

Campo di misura
mm

A
mm

B
mm

C
mm

D
mm

D21070024 (539,00) 0 ÷ 24
50 4,5 5,5 3,5

D21072044 (539,00) 20 ÷44

MANUALE
ON-LINE

Cod. Tec. GR45
Euro Modello

D99103V 5,00 Batteria 3V CR2032
D0003USB 253,00 Cavo Opto - USB
D0003RS232 183,00 Cavo Opto - RS232

D.36 Indivisible package   Suggested retail package - Unit price

HIGH PRECISION FAST INTERNAL DIAL SNAP GAUGES

Registered anti-shock 2 mm movement for high precision measurement. Cast iron
frame, maximum stability and repeateability, large, easy to read dial. Interchangeable
pointed anvils to measure deep and narrow grooves. Accuracy 0.02 mm.

ITEM: BB365

Tech. Code Measuring range
mm

L
mm

Spare contact points

20 ÷ 34 165 7 sets M2,5

30 ÷ 60 170 5 sets M3,5

55 ÷ 150 183 6 sets M3,5

FAST INTERNAL DIAL SNAP GAUGES

Moving arm

Fixed arm

A saving costs economy thanks to its mass production, light weight frame, hardened
stainless steel spherical contacts, rotable dial.
Accuracy ± 0,04 mm, resolution 0.01 mm

ITEM: D2116

Tech. Code Measuring range
mm

L
mm

A
mm

B
mm

C
mm

D
mm

E
mm

3 ÷ 9
40

2.3

1.1
2.4

1.1 2.8
6 ÷ 18 2.8

10 ÷ 30

64

2.2 4.5 2.2 4.5

30 ÷ 50 14.5 17.0
8.0 10.5

50 ÷ 70 11.5 14.0

ELECTRONIC MEASURING GAUGES FOR SEEGER

External electronic measuring gauge seeger.
Sylvac electronics. 0.01 mm resolution.

ITEM: BA395

Tech. Code Measuring range
mm

A
mm

B
mm

C
mm

D
mm

0 ÷ 24
50 4.5 5.5 3.5

20 ÷44

ON-LINE
MANUAL

Tech. Code Model

Battery 3V CR2032
Cable Opto - USB

Cable Opto - RS232
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D.37 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Risoluzione 0,01 mm - Bracci appositamente studiati per rilevazioni di difficile accesso.
ART. BB367

Cod. Tec. GR45
Euro

Campo di misura
mm

L
mm

B
mm

A
mm

D21100515 208,00 5 ÷ 15 20 1,0 1,5

D21101020 208,00 10 ÷ 20 25 1,5 3,0

D21101030 265,00 10 ÷ 30 55
2,0

3,5

D21102030 208,00 20 ÷ 30

30

6,5

D21103040 208,00 30 ÷ 40
2,5 9,0

D21104050 208,00 40 ÷ 50

D21104060 260,00 40 ÷ 60 80 3,0 8,5

MISURATORI RAPIDI PER INTERNI

Risoluzione 0,01 mm.
Pressione di misura garantita su tutta la corsa.

ART. BB377

Cod. Tec. GR45
Euro

Campo di misura
mm

A
mm

B
mm

L
mm

D21200020 234,00 0 ÷ 20

25 6,5 80D21202040 254,00 20 ÷ 40

D21204060 268,00 40 ÷ 60

MISURATORI RAPIDI PER ESTERNI

ALESAMETRI MILLESIMALI 18 - 150 MM

Massima precisione e ripetibilità per collaudo con tolleranze millesimali (classe A
giapponese), sistema tradizionale con tastino mobile e trasmissione ad ancoretta,
asta in lega leggera a bassa dilatazione, impugnatura in materiale isolante con tastino
mobile in metallo duro, tastini intercambiabili con sfera in acciaio temprato, attacco per
comparatore Ø 8 mm, precisione entro 2 μm, ripetibilità entro 2 μm.

ART. DA042

Cod. Tec. GR45
Euro

Campo di misura
mm

Profondità di misura
mm

N° tastini

D22221835 280,00 18 ÷ 35

150

9

D22223560 295,00 35 ÷ 60 6

D222250150 355,00 50 ÷ 150 11

N.B.: Comparatore non fornito.

D.37Indivisible package  Suggested retail package - Unit price

0.01mm resolution - arms are specifically engineered to perform hard-to-access
locations measurements.

ITEM: BB367

Tech. Code Measuring range
mm

L
mm

B
mm

A
mm

5 ÷ 15 20 1.0 1.5

10 ÷ 20 25 1.5 3.0

10 ÷ 30 55
2.0

3.5

20 ÷ 30

30

6.5

30 ÷ 40
2.5 9.0

40 ÷ 50

40 ÷ 60 80 3.0 8.5

DIAL GAUGES FOR INTERNAL MEASUREMENTS

0.01 mm resolution - Ensuring measuring pressure all along the entire measuring
range.

ITEM: BB377

Tech. Code Measuring range
mm

A
mm

B
mm

L
mm

0 ÷ 20

25 6.5 8020 ÷ 40

40 ÷ 60

DIAL GAUGES FOR EXTERNAL MEASUREMENTS

BORE GAUGES RANGE 18 - 150 MM 0.001 RESOLUTION

Maximum accuracy and reliability for high accuracy tests (Japanese class A), Traditional
bore gauge measuring system, Low dilatation frame, Non-conducting material handle.
Carbide moving contact, interchangeable anvils with hardened stainless steel sphere,
¡ 8 mm dial gauge clamping shank.
Accuracy 2 µm, repeatability 2 µm.

ITEM: DA042

Tech. Code Measuring range
mm

Measuring depth
mm

N° contacts

18 ÷ 35

150

9

35 ÷ 60 6

50 ÷ 150 11

NOTE: Dial gauge not included
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D.38 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Fornito senza comparatore.
Testina in acciaio temprato, impugnatura in materiale isolante termico con attacco per
comparatore con Ø 8 mm.

ART. DA010

Cod. Tec. GR45
Euro

Campo di misura
mm

Profondità
mm

Contatti

D22251535 252,00 15 ÷ 35 175

Acciaio

D222530100 273,00 30 ÷ 100
250

D222550160 294,00 50 ÷ 160

D2225100300 452,00 100 ÷ 300 350

D2225100500 746,00
100 ÷ 500

650

D2225100500S 746,00 350

ALESAMETRI CON CONTATTI IN ACCIAIO Abyss

ALESAMETRI MILLESIMALI 6 - 18 MM

Massima precisione ed affidabilità per collaudo con tolleranze millesimali (classe A
giapponese), sistema con testina di misura incernierata, con tastino mobile in metallo
duro, tastini intercambiabili con sfera in acciaio temprato (9 pz.), asta in lega leggera
a bassa dilatazione, impugnatura in materiale isolante, attacco per comparatore Ø 8
mm, precisione entro 2 μm, ripetibilità entro 2 μm.

ART. DA040

Cod. Tec. GR45
Euro

Campo di misura
mm

Profondità di misura
mm

N° tastini

D22210610 374,00 6 ÷ 10 50
9

D22211018 338,00 10 ÷ 18 100

N.B.: Comparatore non fornito.

ALESAMETRI PER FORI CIECHI

Nuovo alesametro per fori ciechi. La speciale testa consente di verificare fori a una
distanza di 2,5 mm. dal fondo. Lo strumento è costruito secondo il capitolato della
classe A Giapponese, previsto per misurazioni millesimali. Massima precisione e
ripetibilità, sistema tradizionale con tastino mobile e trasmissione ad ancoretta, asta
in lega leggera a bassa dilatazione, impugnatura in materiale isolante, tastino mobile
in metallo duro, tastini intercambiabili con sfera in acciaio temprato, attacco per
comparatore Ø 8 mm, precisione entro 2 μm, ripetibilità entro 2 μm.

ART. DA045

Cod. Tec. GR45
Euro

Campo di misura
mm

Profondità di misura
mm

Misura dal fondo
mm h

D22241535 490,00 18 ÷ 35

150 2,5D22243560 490,00 35 ÷ 60

D222450150 550,00 50 ÷ 150

N.B.: Comparatore non fornito.

ALESAMETRI CON CONTATTI IN METALLO DURO Abyss

Grande robustezza ed affidabilità per usi gravosi in officina e in collaudo, curati in
modo particolare nella trasmissione del movimento ad ancoretta.
Tastino mobile in metallo duro, attacco per comparatore ø 8 mm.

ART. DA010

Cod. Tec. GR45
Euro

Campo di misura
mm

Profondità
mm

Contatti

D22261535 289,00 15 ÷ 35 175

HM

D222630100 320,00 30 ÷ 100
250

D222650160 368,00 50 ÷ 160

D2226100300 578,00 100 ÷ 300 350

D2226100500 835,00
100 ÷ 500

650

D2226100500S 835,00 350

D.38 Indivisible package   Suggested retail package - Unit price

Supplied without indicator, hardened steel head, heat-insulating handle, Ø 8mm
clamping shank for dial gauge.

ITEM: DA010

Tech. Code Measuring range
mm

Depth
mm

Contacts

15 ÷ 35 175

Steel

30 ÷ 100
250

50 ÷ 160

100 ÷ 300 350

100 ÷ 500
650

350

BORE GAUGES WITH STEEL CONTACTS

BORE GAUGES RANGE 6-18 MM 0.001 RESOLUTION

Maximum accuracy and reliability for high accuracy tests (Japanese class A).
Carbide moving contact, interchangeable anvils with hardened steel sphere (9 pieces).
Low dilatation frame, non-conducting material handle, ¡ 8 mm dial gauge clamping
shank. Accuracy 2 µm, repeatability 2 µm.

ITEM: DA040

Tech. Code Measuring range
mm

Measuring depth
mm

N° contacts

6 ÷ 10 50
9

10 ÷ 18 100

NOTE: Dial gauge not included

BORE GAUGES FOR BLIND HOLES

The special head allows to inspect bores at 2,5 mm from the bottom.
Maximum accuracy and reliability for high accuracy tests (Japanese class A), traditional
bore gauge measuring system, low dilatation frame, non-conducting material handle.
Carbide moving contact, interchangeable anvils with hardened stainless steel sphere,
¡ 8 mm dial gauge clamping shank.
Accuracy 2 µm, repeatability 2 µm.

ITEM: DA045

Tech. Code Measuring range
mm

Measuring depth
mm

Meas. from the bottom
mm h

18 ÷ 35

150 2.535 ÷ 60

50 ÷ 150

NOTE: Dial gauge not included

BORE GAUGES WITH CARBIDE CONTACTS

Great strength and reliability for heavy duty in the
workshops and in testing, transmission granted by the anchor movement
Carbide moving contact, ¡ 8 mm clamping shank for dial gauge.

ITEM: DA010

Tech. Code Measuring range
mm

Depth
mm

Contacts

15 ÷ 35 175

HM

30 ÷ 100
250

50 ÷ 160

100 ÷ 300 350

100 ÷ 500
650

350
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D.39 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Testina e punte di contatto in acciaio, impugnatura termoisolante, attacco comparatore
Ø 8mm, forniti con comparatore 0,01 centesimale.

ART. D2210

Cod. Tec. GR45
Euro

Campo di misura
mm

Profondità
mm

D2210018035 110,00 18 ÷ 35 125

D2210035050 110,00 35 ÷ 50
150

D2210050160 119,00 50 ÷ 160

D22100160250 165,00 160 ÷ 250
400

D22100250450 183,00 250 ÷ 450

ALESAMETRI

Forniti con comparatore centesimale.
ART. D2215

Cod. Tec. GR45
Euro

Campo di misura
mm

Strumenti singoli
mm

D2215018160 330,00 18 ÷ 160 18-35 / 35-50 / 50-160

ALESAMETRI IN SET

D.39Indivisible package  Suggested retail package - Unit price

Steel heads and contact points, heat-insulating handle, Ø 8mm dial indicator coupling
point, 0.01 dial gauge included.

ITEM: D2210

Tech. Code Measuring range
mm

Depth
mm

18 ÷ 35 125

35 ÷ 50
150

50 ÷ 160

160 ÷ 250
400

250 ÷ 450

DIAL BORE GAUGES

Dial holder ¡ 8mm. 0,01 dial gauge included.
ITEM: D2215

Tech. Code Measuring range
mm

Single tools
mm

18 ÷ 160 18-35 / 35-50 / 50-160

BORE GAUGES SET



D.40

D

Puoi acquistare qualsiasi prodotto del catalogo TUNGALOY contattando il nostro
ufficio commerciale. I tempi di consegna dipendono dalla disponibilità del
fornitore, riceverai una conferma d'ordine con le date dettagliate di consegna.

I prodotti TUNGALOY inseriti nel catalogo LINK19
sono disponibili a magazzino e spediti in 24 ore.

info@linkspa.it - www.linkspa.it

CATALOGO TUNGALOY

D.40

To buy any products of this TUNGALOY catalogue contact our commercial
office. Delivery time depends on the availability of our supplier, you will receive a
confirmation of your order with the details of the delivery date.

The TUNGALOY items included in our LINK19 catalogue,
are ready to be delivered in 24 h.

info@linkspa.it - www.linkspa.it/en

TUNGALOY CATALOGUE



D

D.41 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

L

MANUALE
ON-LINE

Struttura robusta, protezione IP67 secondo la norma IEC 60529, anche connesso con
cavo. Nuova tecnologia con menu personalizzabili. Grande scelta di funzioni (min/
max, delta, tolleranze, fattori, preset, auto spegnimento, ecc.).
Accensione e spegnimento automatici, funzione Absolute.

ART. CA010

Cod. Tec. GR45
Euro

Campo di misura
mm

Risoluzione
mm

L
mm

D23291250001 586,00 0 ÷ 12,5

0,001

138

D2329250001 641,00 0 ÷ 25 185,6

D2329500001 1091,00 0 ÷ 50 279,8

COMPARATORI DIGITALI IP67 MEGArod

Cod. Tec. GR45
Euro Modello

D99103V 5,00 Batteria 3V CR2032
D0002USB 183,00 Cavo Proximity - USB
D0002RS232 183,00 Cavo Proximity - RS232

Tastatore meccanico di qualità (in rispetto alla norma DIN 2270). La struttura senza
frizione permette l'inversione automatica del senso di misura. La ghiera ed il cristallo,
costruiti in un pezzo unico aumentano la resistenza all'acqua e alla polvere.
Cristallo antiriflesso con rivestimento antigraffio.
Il quadrante girevole consente una facile impostazione dello zero.
Cuscinetti montati su rubini, ingranaggi e pignoni costruiti con estrema accuratezza,
garantiscono movimenti fluidi, sileziosi e misurazioni rapide e precise.
Sfera in metallo duro Ø 2mm. Attacco a coda di rondine Ø 8mm.

ART. SERIE 513

Cod. Tec. GR47
Euro

Corsa
mm

Forza di misura
N

Diametro
mm

Risoluzione
mm

L1
mm

L2
mm

D2320084021 86,00 0,8 0,01 ÷ 0,3 40 0,01 20,9 17,4

TASTATORI MECCANICI A LEVA

20.3

23.5

7

59
.4

L2L1
55

.4

17.5ø40

ø8
 0 -0

.0
3

Tastatore meccanico di qualità (in rispetto alla norma DIN 2270). La struttura senza
frizione permette l'inversione automatica del senso di misura. La ghiera ed il cristallo,
costruiti in un pezzo unico aumentano la resistenza all'acqua e alla polvere.
Cristallo antiriflesso con rivestimento antigraffio.
Il quadrante girevole consente una facile impostazione dello zero.
Cuscinetti montati su rubini, ingranaggi e pignoni costruiti con estrema accuratezza,
garantiscono movimenti fluidi, sileziosi e misurazioni rapide e precise.
Sfera in metallo duro Ø 2mm. Attacco a coda di rondine Ø 8mm.

ART. SERIE 513

Cod. Tec. GR47
Euro

Corsa
mm

Forza di misura
N

Diametro
mm

Risoluzione
mm

L1
mm

L2
mm

D2325084021 105,00 0,8 0,01 ÷ 0,3 40 0,01 20,9 17,4

TASTATORI MECCANICI A LEVA VERTICALI

D.41Indivisible package  Suggested retail package - Unit price

ON-LINE
MANUAL

Robust construction, water resistant. IP67 protection according to IEC 60529, even
connected. New technology with configurable menus. Broad choice of functions (min/
max, delta, tol, factor, preset, auto off, ecc.). Automatic wake-up and sleeping mode,
Absolute system. Ø 8mm stem.

ITEM: CA010

Tech. Code Measuring range
mm

Resolution
mm

L
mm

0 ÷ 12,5

0.001

138

0 ÷ 25 185.6

0 ÷ 50 279.8

DIGITAL INDICATORS IP67

Tech. Code Model

Battery 3V CR2032
Connection cable Proximity-USB

Proximity -cable RS232

4uality lever test Indicators (in compliance with the DIN 2270 standard). The structure
is without friction that allows automatic reversal of the stylus direction of rotation.
The roating bevel and crystal, built in a single piece increase resistance to water
and dust.Anti-reflective crystal with anti-scratch coating.rotable bezel for zero setting.
High precision movement mounted on rubies and bearings, gears and pinions that
guarantee fluid movements, silent, rapid and precise measurements.
Ø 2mm hard metal sphere. Dovetail connection Ø 8mm

ITEM: SERIE 513

Tech. Code Excursion
mm

Measurement force
N

Diameter
mm

Resolution
mm

L1
mm

L2
mm

0,8 0,01 ÷ 0,3 40 0,01 20,9 17,4

LEVER TEST INDICATORS

4uality lever test Indicators (in compliance with the DIN 2270 standard). The structure
is without friction that allows automatic reversal of the stylus direction of rotation.
The roating bevel and crystal, built in a single piece increase resistance to water
and dust.Anti-reflective crystal with anti-scratch coating.rotable bezel for zero setting.
High precision movement mounted on rubies and bearings, gears and pinions that
guarantee fluid movements, silent, rapid and precise measurements.
Ø 2mm hard metal sphere. Dovetail connection Ø 8mm.

ITEM: SERIE 513

Tech. Code Excursion
mm

Measurement force
N

Diameter
mm

Resolution
mm

L1
mm

L2
mm

0,8 0,01 ÷ 0,3 40 0,01 20,9 17,4

VERTICAL LEVER TEST INDICATORS
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D.42 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

COMPARATORI DIGITALI MEGArod

Struttura robusta, resistenti ai liquidi. Nuova tecnologia con menu configurabili.
Accensione automatica e stand by, sistema Absolute.
Stelo Ø 8 mm.

Cod. Tec. GR45
Euro

Campo di misura
mm

Risoluzione
mm

L
mm

D23301250001 406,00
0 ÷ 12,5

0,001
122,7

D2330125001 327,00 0,01

D2330250001 433,00
0 ÷ 25

0,001
148,3

D233025001 373,00 0,01

D2330500001 820,00
0 ÷ 50

0,001
263

D233050001 740,00 0,01

MANUALE
ON-LINE

ART. CA018

L

COMPARATORI DIGITALI MULTIFUNCTION MEGArod

Struttura robusta, resistenti ai liquidi. Nuova tecnologia con menu configurabili.
Molte funzioni (min/max, delta, tolleranze, preset, auto spegnimento, ecc).
Accensione automatica e stand-by, sistema Absolute.
Vasta scelta di opzioni: Min/Max/Delta, Tol, Fattore, Preset, Auto Off, ecc...

Cod. Tec. GR45
Euro

Campo di misura
mm

Risoluzione
mm

L
mm

D23311250001 480,00
0 ÷ 12,5

0,001
122,8

D2331125001 370,00 0,01

D2331250001 510,00
0 ÷ 25

0,001
138,8

D233125001 440,00 0,01

D2331500001 878,00
0 ÷ 50

0,001
242

D233150001 798,00 0,01

MANUALE
ON-LINE

ART. CA015

L

Cod. Tec. GR45
Euro Modello

D99103V 5,00 Batteria 3V CR2032
D0002USB 183,00 Cavo Proximity - USB
D0002RS232 183,00 Cavo Proximity - RS232

Cod. Tec. GR45
Euro Modello

D99103V 5,00 Batteria 3V CR2032
D0002USB 183,00 Cavo Proximity - USB
D0002RS232 183,00 Cavo Proximity - RS232

D.42 Indivisible package   Suggested retail package - Unit price

DIGITAL DIAL INDICATORS

Robust construction, water and coolant resistant. New technology with configurable
menus.
Automatic wake-up and sleeping mode, Absolute system.
¡ 8 mm stem.

Tech. Code Measuring range
mm

Resolution
mm

L
mm

0 ÷ 12,5
0.001

122.7
0.01

0 ÷ 25
0.001

148.3
0.01

0 ÷ 50
0.001

263
0.01

ON-LINE
MANUAL

ITEM: CA018

MULTIFUNCTION DIGITAL INDICATORS

Robust frame, water and coolant resistant. New technology with configurable menus.
wide selection of features (min/max, delta, tol, factor, preset, auto off, etc.). Automatic
wake-up and sleeping mode, Absolute system.
Wide choice of options: mix/max/delta factor, preset. Auto off. etc...

Tech. Code Measuring range
mm

Resolution
mm

L
mm

0 ÷ 12.5
0.001

122.8
0.01

0 ÷ 25
0.001

138.8
0.01

0 ÷ 50
0.001

242
0.01

ON-LINE
MANUAL

ITEM: CA015

Tech. Code Model

Battery 3V CR2032
Connection cable Proximity-USB

Proximity -cable RS232

Tech. Code Model

Battery 3V CR2032
Connection cable Proximity-USB

Proximity -cable RS232
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MANUALE
ON-LINE

Display LCD numeri grandi campo di misurazione millesimale, azzeramento in ogni
posizione, conversione mm/inch, stelo Ø 8 mm, tasto ON/OFF.

ART. D2229

Cod. Tec. GR45
Euro

Campo di misura
mm

Risoluzione
mm

L
mm

Batteria
Volt

D222912,5 111,00
0 ÷ 12,5

0,01

117

1,5

D222912,50,001 130,00 0,001 3,0

D222925 147,00 0 ÷ 25
0,01

1,5

D222950 215,00 0 ÷ 50 3,0

COMPARATORI DIGITALI 5 Functions

Cod. Tec. GR45
Euro Modello

D99123V 5,00 Batteria 3V CR2025
D99051,5V 5,00 Batteria 1,5V SR44

M2.5X0.45
ø8 0

-0.009

7.
3

21
.2

17

54
.4 46

.5
50

.1

ø10.9 28.6

7.6

ø5
9

ø5
4

13
.3

Comparatori multifunzionali ABSOLUTE Digimatic resistenti e facili da usare. Scala
ABSOLUTE che permette di non riazzerare lo strumento ad ogni accensione. Ampia
dimensione dei caratteri per una facile lettura.
Display ruotabile di 330°.
Funzione blocco display contro l'uso indesiderato. Stelo Ø 8 mm.

ART. SERIE 543

Cod. Tec. GR47
Euro

Campo di misura
mm

Risoluzione
mm

D23561270001 351,00 0 - 12,7

0,001D23562540001 422,00 0 - 25,4

D23565080001 636,00 0 - 50,8

COMPARATORI DIGITALI

Comparatori ABSOLUTE Digimatic. L'impostazione dello zero avviene una sola volta
con memorizzazione fino alla successiva sostituzione delle batterie. Precisione di
misura anche alle massime velocità. Display a caratteri grandi di facile lettura. Stelo
Ø 8 mm.

ART. SERIE 543

Cod. Tec. GR47
Euro

Campo di misura
mm

Risoluzione
mm

D2354127001 149,00 0 - 12,7 0,01

COMPARATORI DIGITALI

D.43Indivisible package  Suggested retail package - Unit price

ON-LINE
MANUAL

Digital dial gauge with large display, zero setting at any position, conversion mm/inch,
Ø 8 mm stem, ON/OFF button.

ITEM: D2229

Tech. Code Measuring range
mm

Resolution
mm

L
mm

Battery
Volt

0 ÷ 12.5
0.01

117

1.5

0.001 3.0

0 ÷ 25
0.01

1.5

0 ÷ 50 3.0

DIGITAL DIAL INDICATORS

Tech. Code Model

Batteria 3V CR2025
Battery 1.5V SR44

Multifunctional ABSOLUTE Digital dial Indicators resistant and easy to use.
ABSOLUTE scale that allows you not to re-zero the instrument every time you turn it
on. Large font size for easy reading.Rotatable display of 330 °.Display block function
against unwanted use. Stem Ø 8 mm.

ITEM: SERIE 543

Tech. Code Measuring range
mm

Resolution
mm

0 - 12,7

0,0010 - 25,4

0 - 50,8

DIGITAL DIAL INDICATORS

ABSOLUTE Digital dial indicators. The zero setting takes place only once with storage
until the next battery replacement. Measurement accuracy even at maximum speeds.
Large display with easy to read characters. Stem Ø 8 mm.

ITEM: SERIE 543

Tech. Code Measuring range
mm

Resolution
mm

0 - 12,7 0,01

DIGITAL DIAL INDICATORS
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Comparatore analogico millesimale ø 58 mm. Corsa 1 mm. Gambo in acciaio
inossidabile e puntalino in metallo duro, attacco ø 6 mm.

ART. CB026

Cod. Tec. GR45
Euro

Corsa
mm

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

G
mm

H
mm

D23611 89,00 1 42,8 60,7 57,4 52 19,8 18,5 18,9 6

COMPARATORI MILLESIMALI Ø 58

Movimento montato su rubini, corpo in alluminio satinato. Corsa 1 mm, asta e gambo
in acciaio inossidabile. Precisione fe 3 µm, attacco cilindrico ø 8 mm.

ART. CB022

Cod. Tec. GR45
Euro

Corsa
mm

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

G
mm

H
mm

D23631 235,00 1 40 62 56 52,5 18 15,5 20 7,5

COMPARATORI MILLESIMALI Ø 56

M2.5X0.45

18
0.

3

ø4.8

7.
3

41
.3

27

40
12

6

ø8 0
-0.009

23 38

Comparatore ABSOLUTE Digimatic resistente e facile da usare. L'impostazione dello
zero avviene una sola volta con memorizzazione fino alla successiva sostituzione
delle batterie. Precisione di misura anche alle massime velocità. Display a caratteri
grandi di facile lettura. Stelo Ø 8 mm.

ART. SERIE 575

Cod. Tec. GR47
Euro

Campo di misura
mm

Risoluzione
mm

D2349254001 209,00 0 - 25,4 0,01

COMPARATORI DIGITALI

D.44 Indivisible package   Suggested retail package - Unit price

Analogue dial indicator ¡ 58 mm. Range 1 mm. Stainless steel stem and hardened
steel tip, Ø 6 mm stem.

ITEM: CB026

Tech. Code Excursion
mm

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

G
mm

H
mm

1 42.8 60.7 57.4 52 19.8 18.5 18.9 6

DIAL INDICATOR Ø 58

Movement on jewel bearings, aluminium no-glare satin finish on case. Total range
1mm, hardened stainless steel stem. Ø 8 mm stem.

ITEM: CB022

Tech. Code Excursion
mm

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

G
mm

H
mm

1 40 62 56 52.5 18 15.5 20 7.5

DIAL INDICATOR Ø 56

ABSOLUTE Digital dial Indicators resistant and easy to use. The zero setting takes
place only once with storage until the next battery replacement. Measurement
accuracy even at maximum speeds. Large display with easy to read characters. Stem
Ø 8 mm.

ITEM: SERIE 575

Tech. Code Measuring range
mm

Resolution
mm

0 - 25,4 0,01

DIGITAL DIAL INDICATORS



D

D.45 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Corsa 5 mm, precisione secondo UNI 4180, asta e gambo in acciaio inossidabile,
attacco cilindrico Ø 8 mm.

ART. CB006

Cod. Tec. GR45
Euro

Corsa
mm

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

G
mm

H
mm

D23525 50,00 5 28,6 48,5 40,2 36,5 14,4 14,4 21,5 6

COMPARATORI CENTESIMALI Ø 40

Movimento antiurto montato su rubini, corpo in alluminio satinato, asta e gambo in
acciaio inossidabile, precisione fe 3 μm.

ART. CB023

Cod. Tec. GR45
Euro

Corsa
mm

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

G
mm

H
mm

D23551 71,00 1 40 59 58 52 20 16 22,5 6

COMPARATORI MILLESIMALI Ø 58

COMPARATORI DI PRECISONE A ZERO CENTRALE

Comparatore a zero centrale di grande precisione, altissima sensibilità, lettura 0,001
mm, corsa utile ± 0,05 mm, corsa libera 3 mm, con possibilità di regolazione dello
zero mediante vite superiore, protetta da cappuccio. Movimento montato su rubini,
antiurto. Conforme a DIN 879, forza di misura 1N, l'asta si muove su sfere, fornito
con sollevatore a filo.

ART. CB025

Cod. Tec. GR45
Euro

Corsa
mm

Precisione
μm

D23581 289,00 0,05 1

Cassa a ghiera in metallo - indicatori di tolleranza secondo DIN 879, movimento
meccanico di qualità, attacco cilindrico Ø 8 mm.

ART. CB008

Cod. Tec. GR45
Euro

Corsa
mm

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

G
mm

H
mm

D235912 194,00 12 42,8 68,5 57,4 52 19,8 18,5 27,1 6

COMPARATORI BIMILLESIMALI Ø 58

D.45Indivisible package  Suggested retail package - Unit price

Travel 5 mm. Accuracy according to UNI 4180. Stainless Steel rod and shaft, Ø 8 mm
cylindrical stem.

ITEM: CB006

Tech. Code Excursion
mm

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

G
mm

H
mm

5 28.6 48.5 40.2 36.5 14.4 14.4 21.5 6

DIAL INDICATORS Ø 40

Shock-proof movement on jeweled bearings, no-glare satin finish on case, hardened
stainless steel stem. Accuracy between 3 µm.

ITEM: CB023

Tech. Code Excursion
mm

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

G
mm

H
mm

1 40 59 58 52 20 16 22.5 6

DIAL INDICATORS Ø 58

ZERO-CENTRAL DIAL INDICATORS 0.001

Zero central dial gauge, high accuracy and sensibility dial gauge.
Resolution 0.001, maximum effective range ±0.5 mm, total measuring travel 3 mm,
upper screw for zero adjustment, jewelled mechanism, shockproof, according to DIN
879 standard, for measurements of gauging force equal to N1, stem movement on
spheres provided with mechanical cable lifter.

ITEM: CB025

Tech. Code Excursion
mm

Accuracy
μm

0.05 1

Metal casing and ring nut - tolerance indicators DIN 879, quality movement, Ø 8 mm
cylindrical stem.

ITEM: CB008

Tech. Code Excursion
mm

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

G
mm

H
mm

12 42.8 68.5 57.4 52 19.8 18.5 27.1 6

DIAL INDICATORS Ø 58



D

D.46 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

COMPARATORI CENTESIMALI Ø 60

Costruito interamente in Giappone, quadrante Ø 60mm, movimento meccanico
brevettato, precisione conforme DIN 878.

ART. CB010

Cod. Tec. GR45
Euro

Corsa
mm

A
mm

D236210 56,00 0 ÷ 10 60

Movimento antiurto (solo D235110), precisione secondo UNI4180, asta e gambo in
acciaio inox, attacco cilindrico Ø 8 mm.

ART. CB005

Cod. Tec. GR45
Euro

Corsa
mm

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

G
mm

H
mm

D235110 33,50 10

42,8

68,5

57,4 52 19,8 18,5 27,1 6D235125 77,00 25
80,9

D235130 85,00 30

COMPARATORI CENTESIMALI Ø 58

Modello metrico in dimensioni compatte, quadrante Ø 40 mm, asta e gambo in acciaio
inox, attacco cilindrico Ø 8. Precisione conforme DIN 878.

ART. SERIE 1

M2.5×0.45

ø4

A
B

G
F

ø
C

D

ø8

0

−0.009

I

COMPARATORI CENTESIMALI Ø 40

Cod. Tec. GR47
Euro

Corsa
mm

A
mm

B
mm

C
mm

D
mm

F
mm

G
mm

I
mm

D23655 54,00 0 ÷ 5 32,5 47,5 40 14,5 13,8 13,7 6,6

Modello standard metrico, quadrante Ø 57mm, asta e gambo in acciaio inox, attacco
cilindrico Ø 8mm.
Precisione conforme DIN 878.

ART. SERIE 2

COMPARATORI CENTESIMALI Ø 57

Cod. Tec. GR47
Euro

Corsa
mm

A
mm

B
mm

C
mm

D
mm

F
mm

G
mm

I
mm

D236410 35,00 0 ÷ 10 48,8 65,2 57 17,7 16,9 52 7,6

D.46 Indivisible package   Suggested retail package - Unit price

DIAL INDICATORS Ø 60

Japan made, Ø 60mm dial, registered mechanism, accuracy according to DIN 878.
ITEM: CB010

Tech. Code Excursion
mm

A
mm

0 ÷ 10 60

Shock-proof mechanism, Accuracy according to UNI4180. Stainless Steel rod and
shaft, Ø 8mm cylindrical mount.

ITEM: CB005

Tech. Code Excursion
mm

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

G
mm

H
mm

10

42.8

68.5

57.4 52 19.8 18.5 27.1 625
80.9

30

DIAL INDICATORS Ø 58

Metric model in compact size, dial Ø 40 mm, Stainless Steel rod and shaft, cylindrical
mount Ø 8. accuracy according to DIN 878.

ITEM: SERIE 1

DIAL INDICATORS Ø 40

Tech. Code Excursion
mm

A
mm

B
mm

C
mm

D
mm

F
mm

G
mm

I
mm

0 ÷ 5 32,5 47,5 40 14,5 13,8 13,7 6,6

Standard metric model Ø 57mm,stainless steel stem, cylindrical connection , Ø 8mm.
Accuracy according to DIN 878.

ITEM: SERIE 2

DIAL INDICATORS Ø 57

Tech. Code Excursion
mm

A
mm

B
mm

C
mm

D
mm

F
mm

G
mm

I
mm

0 ÷ 10 48,8 65,2 57 17,7 16,9 52 7,6
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ART. CC070

Cod. Tec. GR45
Euro Descrizione

Misura
mm

D2312A1 18,00 1. Asta di fissaggio, attacco a coda di rondine Ø 4

D2312A2 18,00 2. Asta di fissaggio, attacco a coda di rondine Ø 8

D2312A3 (51,00) 3. Supporto articolato lungo, corpo cilindrico,
attacco a coda di rondine

Ø 8 x 90

D2312A4 24,00
4. Supporto di centraggio per modelli perpendicolari,

corpo cilindrico. Punto di serraggio per asta di fissaggio
e attacco a coda di rondine

Ø 8 x 25
Ø 4

D2312A5 (110,00) 5. Supporto articolato lungo, corpo cilindrico,
attacco a coda di rondine e regolazione fine

Ø 8 x
125

TASTATORI - ACCESSORI

COMPARATORI CENTESIMALI

Risoluzione 0,01 mm - Cassa e ghiera in metallo, puntalino in acciaio.
ART. CB014

Cod. Tec. GR45
Euro

Campo di misura
mm

Diametro
mm

D237005 33,00 0 ÷ 5 40

D237010 23,00 0 ÷ 10 56

D237025 39,00 0 ÷ 25
60

D237030 46,00 0 ÷ 30

D237050 95,00 0 ÷ 50 80

Movimento montato su rubini con asta e gambo in acciaio inossidabile e indice dei
millimetri concentrico con quello dei centesimi.

ART. CB007

Cod. Tec. GR45
Euro

Corsa
mm

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

G
mm

H
mm

D235350 179,00 50 61,1 130,7 88 82 29,3 17,1 26,9 6

COMPARATORI CENTESIMALI Ø 88

Movimento montato su rubini, asta e gambo in acciaio inossidabile,
attacco cilindrico Ø 8 mm.

ART. CB020

Cod. Tec. GR45
Euro

Corsa
mm

Precisione
μm

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

G
mm

D235710 (152,00) 10 15 41 85

80

52 30 15

25
D235730 (226,00) 30 30 60 110

D235750 (283,00) 50 50 105 127
60

24 17

D2357100 (567,00) 100 60 164 218 70 19

COMPARATORI CENTESIMALI Ø 80

D.47Indivisible package  Suggested retail package - Unit price

ITEM: CC070

Tech. Code Description
Meas.
mm

1. Fixing shank with dovetail clamp Ø 4

2. Fixing shank with dovetail clamp Ø 8

3. Long swivel holder,
cylindrical shank and dovetail clamp.

Ø 8 x 90

4. Holding shoulder for perpendicular models
with cylindrical shank. Clamping point for

fixing shank and dovetail clamp.

Ø 8 x 25
Ø 4

5. Long swivel holder, cylindrical shank,
dovetail clamp and fine adjustment.

Ø 8 x
125

DIAL TEST ACCESSORIES

ANALOG PRECISION DIAL INDICATORS

0.01 mm resolution - Metal casing and ring nut, steel tips. Ø 8 mm stem.
ITEM: CB014

Tech. Code Measuring range
mm

Diameter
mm

0 ÷ 5 40

0 ÷ 10 56

0 ÷ 25
60

0 ÷ 30

0 ÷ 50 80

Movement on jewel bearings, hardened stainless steel stem and spindle. Double dial
reading.

ITEM: CB007

Tech. Code Excursion
mm

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

G
mm

H
mm

50 61.1 130.7 88 82 29.3 17.1 26.9 6

DIAL INDICATORS Ø 88

Movement on rubies, stainless steel stem and spindle. Ø 8 mm stem.
ITEM: CB020

Tech. Code Excursion
mm

Accuracy
μm

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

G
mm

10 15 41 85

80

52 30 15

25
30 30 60 110

50 50 105 127
60

24 17

100 60 164 218 70 19

DIAL INDICATORS Ø 80
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TASTATORI MECCANICI A LEVA MEGAtast

Tastatore meccanico di altissima qualità e affidabilità garantita dalla costruzione
svizzera (in rispetto alla norma DIN 2270).
Inversione automatica del senso di misurazione senza modificare il verso di rotazione
della lancetta, quadrante di azzeramento girevole, movimento interno di elevata
precisione montato su 6 rubini in gabbia intercambiabile, tastatore intercambiabile
con sfera in metallo duro Ø 2 mm, orientabile a 270° e montato su microcuscinetti a
sfera, cassa monoblocco cromata fornita di 1 attacco a coda di rondine Ø 8mm.

ART. CB050

Cod. Tec. GR45
Euro

Corsa
mm

Diametro
mm

Risoluzione
mm

Tasto
L mm

D2290022812 161,00
0,2

27,4
0,002 12

D2290023712 176,00 37

D2290052836 180,00
0,5

27,4

0,01

36
D2290053736 200,00 37

D2290082812 132,00
0,8

27,4
12

D2290083712 151,00 37

MANUALE
ON-LINE

TASTATORI MECCANICI A LEVA

Esecuzione da collaudo, movimento su rubini. Inversione automatica, conforme a
DIN 2270-A. Attacco a coda di rondine, forniti con codolo ø 6 mm. Sfera in metallo
duro Ø 2 mm.

ART. CB060

Cod. Tec. GR45
Euro

Corsa
mm

Forza di misura
N

A
mm

B
mm

C
mm

D
mm

E
mm

D231521 139,00
0,8 0,01 ÷ 0,2

21
38 19 35 7,4

D231540 162,00 40,6

TASTATORI MECCANICI A LEVA

Tastatore meccanico con componentistica svizzera di elevata qualità ed affidabilità
(in rispetto alla norma DIN2270). Inversione automatica, quadrante di azzeramento
girevole ed attacco a coda di rondine. Sfera in metallo duro Ø 2 mm.

ART. CB052

Cod. Tec. GR45
Euro

Corsa
mm

Diametro
mm

Risoluzione
mm

Tasto
L mm

D2316022913 142,00
0,2

29
0,002 13

D2316023813 147,00 38

D2316082912 89,00

0,8

29

0,01

12

D2316082934 121,00 34

D2316083812 103,00
38

12

D2316083834 139,00 34

D.48 Indivisible package   Suggested retail package - Unit price

PRECISION LEVER TEST INDICATORS

Swiss made high quality lever dial indicator (according to DIN 2270).
Automatic reversal of the stylus direction of rotation. Rotable bezel for zero setting.
High precision movement mounted on 6 ruby bearings. Carbide ball stylus Ø 2 mm,
adjustable within 270° and interchangeable mounted on micro ball bearings. 1 dove
tail 8mm Ø.

ITEM: CB050

Tech. Code Excursion
mm

Diameter
mm

Resolution
mm

Lever
L mm

0.2
27.4

0.002 12
37

0.5
27.4

0.01

36
37

0.8
27.4

12
37

ON-LINE
MANUAL

LEVER TEST INDICATORS

Ideal for inspection, jeweled movement, according to DIN 2270A standard. Dove-tail
ø 6 mm snug. Carbide ball stylus Ø 2 mm.

ITEM: CB060

Tech. Code Excursion
mm

Measuring force
N

A
mm

B
mm

C
mm

D
mm

E
mm

0.8 0,01 ÷ 0.2
21

38 19 35 7.4
40.6

LEVER TEST INDICATORS

High quality and reliability dial lever test indicator, swiss made components (according
to DIN 2270). Rotable bezel for zero setting. Dove tail snug. Carbide ball stylus Ø 2
mm.

ITEM: CB052

Tech. Code Excursion
mm

Diameter
mm

Resolution
mm

Lever
L mm

0.2
29

0.002 13
38

0.8

29

0.01

12

34

38
12

34
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Cod. Tec. GR45
Euro Descrizione

D2388010 3,10 Puntalini C/Sfere Cilindrici
in Acciaio M2,5 - 6g

D2388012AC
D2388012MD

8,20
81,40

Puntalini a piattello in Acciaio M2,5 - 6g
Puntalini a piattello in HM M2,5 - 6g

D2388016 10,30 Puntalini Conici 45° in Acciaio M2,5 - 6g

D2388018 15,50 Puntalini sferici Rubino M2,5 - 6g

D2388020 11,30 Puntalini cilindrici Ø 1,5mm M2,5 - 6g

D2388022 49,40 Puntalini con spine intercambiabili
R 1,5mm M2,5 - 6g

D2388024 10,30 Puntalini conici M2,5 - 6g

D2388026 6,20 Puntalini con contatto
sferico lungo 16mm M2,5 - 6g

D2388028 118,50 Puntalini 90° M2,5 - 6g

D2388030 123,60 Puntalini a contatto
decentrato in MD M2,5 - 6g

Cod. Tec. GR45
Euro Descrizione

D2388032 49,40 Puntalini a gomito M2,5 - 6g - sfera ø 2mm

D2388034 10,30 Puntalini sferici con contatto curvo
M2,5 - 6g

D2388038 15,50 Puntalini a taglio orientabile M2,5 - 6g

D2388040 6,20 Puntalini a taglio profilo Ø 3mm M2,5 - 6g

D2388042 9,30 Puntalini a piattello Ø 4,5mm M2,5 - 6g

D2388044AC
D2388044MD

6,20
43,30

Puntalini cilindrici in Acciaio M2,5 - 6g
Puntalini cilindrici in HM M2,5 - 6g

D2388048 21,60 Puntalini cilindrici M2,5 - 6g

D2388050 140,10 Puntalini a rullo lungo 8,7mm M2,5 - 6g

D2388052 35,00 Puntalini a piattello Ø 20mm M2,5 - 6g

D2388058L10
D2388058L15
D2388058L20
D2388058L30
D2388058L40
D2388058L50

9,30 Prolunghe in Acciaio M2,5 - 6g
L 10, 15, 20, 30, 40, 50 mm

PUNTALINI DI MISURA

D2388054D1
D2388054D1,5
D2388054D2
D2388054D2,5
D2388054D3
D2388054D3,5
D2388054D4
D2388054D4,5
D2388054D5
D2388054D5,5
D2388054D6
D2388054D6,5

15,50 Puntalini sferici M2,5 - 6g
Serie da Ø 1 - 6,5 Progressione 0,5

D2388056D7
D2388056D7,5
D2388056D8
D2388056D8,5
D2388056D9
D2388056D9,5
D2388056D10
D2388056D10,5
D2388056D11

18,50 Puntalini sferici M2,5 - 6g
Serie da Ø 7 - 11 Progressione 0,5

D.49Indivisible package  Suggested retail package - Unit price

Tech. Code Description

Ball point tips Steel M2,5 - 6g

Flat tips Steel M2,5 - 6g
Flat tips HM M2,5 - 6g

Conical tips 45° Steel M2,5 - 6g

Spherical probe tips Ruby M2,5 - 6g

Cylindrical tips Ø 1,5mm M2,5 - 6g

Cylindrical rounded tips
R 1,5mm M2,5 - 6g

Conical tips M2,5 - 6g

Spherical tips 16 mm length - M2,5 - 6g

Tips 90° M2,5 - 6g

Offset contact tips HM M2,5 - 6g

Tech. Code Description

Angular contact tips M2,5 - 6g - ball ø 2mm

Spherical tips with bent contact point
M2,5 - 6g

Revolving blade tips

Blade tips profile Ø 3mm M2,5 - 6g

Flat tips Ø 4,5mm M2,5 - 6g

Cylindrical Steel tips M2,5 - 6g
Cylindrical HM tips M2,5 - 6g

Cylindrical tips M2,5 - 6g

Roller point length 8,7mm M2,5 - 6g

Flat tips Ø 20mm M2,5 - 6g

Steel extensions M2,5 - 6g
L 10, 15, 20, 30, 40, 50 mm

INTERCHANGEABLE MEASUREMENT TIPS

Spherical tips M2,5 - 6g
Series from Ø 1 - 6,5 Progression 0,5

Spherical tips M2,5 - 6g
Series from Ø 7 - 11 Progression 0,5



D

D.50 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Acciaio temprato cromato e superfice di misurazione lappata, completo di prolunghe.
ART. D2390

Cod. Tec. GR45
Euro

Prolunghe
mm

Base
mm

D2390SET1 137,00 10/20/30/40/50/60/70/80/90 80 x 16

D2390SET2 66,00 solo base 100 x 19

BASI DI PROFONDITÀ PER COMPARATORI

PORTACOMPARATORI MAGNETICI MB-B

Le caratteristiche che contraddistinguono i prodotti KANETEC sono: il magnete di qualità eccelsa in
cobalto puro, di provenienza giapponese, da molti ritenuto il migliore al mondo. Su tutti i modelli la base è
prismatica, le aste sono cromate, l'attacco è Ø 8 mm.

ART. CD010

Cod. Tec. GR45
Euro

Forza magnetica
Kg

Dim. colonna
mm

Dim. asta
mm

Regolazione
micrometrica

Base
mm

D250580160 79,00 80 12 x 160 10 x 150 No
60 x 50

x 55

PORTACOMPARATORI MAGNETICI MB-BV

Le caratteristiche che contraddistinguono i prodotti KANETEC sono: il magnete di qualità eccelsa in
cobalto puro, di provenienza giapponese, da molti ritenuto il migliore al mondo. Su tutti i modelli la base è
prismatica, le aste sono cromate, l'attacco è Ø 8 mm.

ART. CD010

Cod. Tec. GR45
Euro

Forza magnetica
Kg

Dim. colonna
mm

Dim. asta
mm

Regolazione
micrometrica

Base
mm

D250680180 100,00 80 12 x 180 10 x 150 Si 60 x 50 x 55

D.50 Indivisible package   Suggested retail package - Unit price

Hardened chromed steel and lapped measuring surface, complete with extension
units.

ITEM: D2390

Tech. Code Extensions
mm

Base
mm

10/20/30/40/50/60/70/80/90 80 x 16

Only base 100 x 19

SET OF DEPTH EXTENSIONS AND BASE FOR DIAL INDICATORS

MAGNETIC DIAL INDICATOR STANDS MB-B

Featuring a superior quality pure-cobalt magnetic base, it's a highly dependable KANATEC Japanese
product, designed for heavy-duty by a
leader in the marketplace.
Magnetic base with V-groove, chromed arm, clamping shaft Ø 8 mm.

ITEM: CD010

Tech. Code Magnetic force
Kg

Column dimension
mm

Arm dimensions
mm

Micrometrical
adjustment

Base
mm

80 12 x 160 10 x 150 No
60 x 50

x 55

MAGNETIC DIAL INDICATOR STANDS MB-BV

Featuring a superior quality pure-cobalt magnetic base, it's a highly dependable KANATEC Japanese
product, designed for heavy-duty by a leader in the marketplace.
Magnetic base with V-groove, chromed arm, clamping shaft Ø 8 mm.

ITEM: CD010

Tech. Code Magnetic force
Kg

Column dimensions
mm

Arm dimensions
mm

Micrometrical
adjustment

Base
mm

80 12 x 180 10 x 150 Yes 60 x 50 x 55
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PORTACOMPARATORI MAGNETICI

Le caratteristiche che contraddistinguono i prodotti KANETEC sono: il magnete di qualità eccelsa in
cobalto puro, di provenienza giapponese, da molti ritenuto il migliore al mondo. Su tutti i modelli la base è
prismatica, le aste sono cromate, l'attacco è Ø 8 mm.

ART. CD010

Cod. Tec. GR45
Euro

Forza magnetica
Kg

Dim. colonna
mm

Dim. asta
mm

Regolazione
micrometria

Base
mm

D250780194 163,00 80 12 x 194 10 x 150 No 60 x 50 x 55

PORTACOMPARATORI MAGNETICI SNODATI

Aste totalmente snodabili con bloccaggio centralizzato e regolazione micrometrica, base magnetica con
superfici di appoggio piane e a “V” rettificate, attacco comparatore ø 8mm.

ART. CD016

Cod. Tec. GR45
Euro Bloccaggio

Base
mm

Forza magnetica
Kg

Estensione max
mm

D2512MEC100 210,00 Meccanico
80 x 50 x 55 100

340

D2512R100 65,00 Solo base -

Aste totalmente snodabili con bloccaggio centralizzato e regolazione micrometrica, base magnetica con
superfici di appoggio piane e a “V” rettificate, attacco comparatore ø 8mm.

ART. CD018

Cod. Tec. GR45
Euro Bloccaggio

Base
mm

Forza magnetica
Kg

Estensione max
mm

D2513IDR100 230,00 Idraulico
80 x 50 x 55 100

340

D2512R100 65,00 Solo base -

D.51Indivisible package  Suggested retail package - Unit price

MAGNETIC DIAL INDICATOR STANDS MB-F2

Featuring a superior quality pure-cobalt magnetic base, it's a highly dependable KANATEC Japanese
product, designed for heavy-duty by a leader in the marketplace.
Magnetic base with V-groove, chromed arm, clamping shaft Ø 8 mm.

ITEM: CD010

Tech. Code Magnetic force
Kg

Column dimensions
mm

Arm dimensions
mm

Micrometrical
adjustment

Base
mm

80 12 x 194 10 x 150 No 60 x 50 x 55

FLEXIBLE MAGNETIC DIAL INDICATOR STANDS

Flexible anvils, centre locking device and micrometric adjustment, magnetic base with flat and V-shaped,
rectified surfaces, Ø 8 mm dial gauge coupling.

ITEM: CD016

Tech. Code Locking
Base
mm

Magnetic force
Kg

Max. extension
mm

Mechanical
80 x 50 x 55 100

340

Only base -

Flexible anvils, centre locking device and micrometric adjustment, magnetic base with flat and V-shaped,
rectified surfaces, Ø 8 mm dial gauge coupling.

ITEM: CD018

Tech. Code Locking
Base
mm

Magnetic force
Kg

Max. extension
mm

Hydraulic
80 x 50 x 55 100

340

Only base -
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PORTACOMPARATORI A CHIAVETTA

Portacomparatori a chiavetta con aste 500 x 500 mm.
ART. CD022

Cod. Tec. GR45
Euro

Base
mm

Forza magnetica
Kg

Estensione max
mm

D2522MECC500 (240,00) 80 x 50 x 55 100 1000

ART. CD022

Cod. Tec. GR45
Euro

Base
mm

Forza magnetica
Kg

Estensione max
mm

D2523MECC100 174,00 80 x 50 x 55 100 490

PORTACOMPARATORI MAGNETICI SNODATI

Aste totalmente snodabili con bloccaggio centralizzato e regolazione micrometrica, base magnetica con
superfici di appoggio piane e a “V” rettificate, attacco comparatore ø 8mm.

ART. CD021

Cod. Tec. GR45
Euro Bloccaggio

Base
mm

Forza magnetica
Kg

Estensione max
mm

D2516MEC80 173,00 Meccanico
60 x 50 x 55 80

340

D2516R80 63,00 Solo base -

D.52 Indivisible package   Suggested retail package - Unit price

EXTENDED MAGNETIC DIAL INDICATOR STANDS

Arms 500x500 mm, gauge holder Ø 8 mm, magnetic base 100 Kg, fine adjustment device.
ITEM: CD022

Tech. Code Base
mm

Magnetic force
Kg

Max. extension
mm

80 x 50 x 55 100 1000

ITEM: CD022

Tech. Code Base
mm

Magnetic force
Kg

Max. extension
mm

80 x 50 x 55 100 490

MAGNETIC DIAL INDICATOR STANDS

Flexible anvils, centre locking device and micrometric adjustment, magnetic base with flat and V-shaped,
rectified surfaces, Ø 8 mm dial gauge coupling.

ITEM: CD021

Tech. Code Locking
Base
mm

Magnetic force
Kg

Max. extension
mm

Mechanical
60 x 50 x 55 80

340

Only base -
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PORTACOMPARATORI MAGNETICI SNODATI

Base magnetica con superfici di appoggio piane e a "V".
Attacco comparatore 8 mm.

ART. D2520

Cod. Tec. GR45
Euro

Base
mm

Forza magnetica
Kg

Estensione max
mm

D2520MEC60 19,00 50 x 65 x 70 60 340

Colonna e piano in acciaio temprato rettificato, base e braccio portacomparatore in
ghisa verniciata, attacco comparatore 8mm.

ART. D2530

Cod. Tec. GR45
Euro

Base
mm

Colonna h
mm

Braccio
mm

D2530070200 (142,00) Ø 78
230 75

D2530100200 (163,00) 100 x 100

PORTACOMPARATORI A COLONNA

PORTACOMPARATORI A COLONNA CON PIANO IN GRANITO

cod. D253540

cod. D253530

cod. D253520

Planarità e precisione secondo DIN 876/00.
Struttura massiccia con elevata stabilità, colonna in acciaio temprato e rettificato e piano finemente
lappato, attacco comparatore ø 8mm.

ART. CD040

Cod. Tec. GR45
Euro

Base
mm

Colonna h
mm

Colonna Ø
mm

Braccio
mm

D253520 (322,00) 300 x 200 300 30
utile 180 - Ø 25

con vite micrometrica

D253530 (164,00) 250 x 160 200 25
utile 75 senza

vite micrometrica

D253540 (389,00) 300 x 200 300 30
utile 180 - Ø 25

con vite micrometrica

D.53Indivisible package  Suggested retail package - Unit price

MAGNETIC DIAL GAUGE STANDS

Magnetic base with flat and V-shaped surfaces and Ø 8 mm dial gauge coupling.
ITEM: D2520

Tech. Code Base
mm

Magnetic force
Kg

Max. extension
mm

50 x 65 x 70 60 340

Painted cast iron base and dial gauge locking, fine grinded column and plate, Ø 8 mm
dial gauge coupling.

ITEM: D2530

Tech. Code Base
mm

Column h
mm

Arm
mm

Ø 78
230 75

100 x 100

MEASURING STANDS

MEASURING STANDS WITH GRANITE TABLE

cod. D253540

cod. D253530

cod. D253520

DIN 876/00 compliant flatness and accuracy, sturdy, highly stable structure, hardened and grinded
stainless steel stand column and fine-lapped surface, Ø 8 mm dial gauge coupling.

ITEM: CD040

Tech. Code Base
mm

Column h
mm

Column ø
mm

Arm
mm

300 x 200 300 30
Useful 180 - Ø 25

with micrometric screw

250 x 160 200 25
Useful 75 without
micrometric screw

300 x 200 300 30
Useful 180 - Ø 25

with micrometric screw
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PORTACOMPARATORI A COLONNA
cod. D2537200cod. D2537200R

Stativo in acciaio cromato e base in acciaio inox temprato.
Regolazione altezza con ghiera, braccio ruotante a 360° e duplice bloccaggio a leva
(del braccio e del comparatore).

ART. CD050

Cod. Tec. GR45
Euro

Base
mm

Colonna
mm

Attacco
comparatore ø

mm

Regolazione
micrometrica

D2537200 (510,00)
100 x 150 Ø30 x 220

8 -

D2537200R (670,00) 4 - 8 - coda rondine SI

D.54 Indivisible package   Suggested retail package - Unit price

MEASURING STANDS COLUMN TYPE
cod. D2537200cod. D2537200R

Stand in chrome-plated steel base and hardened stainless steel, height adjustment ring nut, roating
arm the at 360° and dual locking lever of the arm and comparator.

ITEM: CD050

Tech. Code Base
mm

Column
mm

Comparator
attachment ø

mm

Adjustment
micrometric

100 x 150 Ø30 x 220
8 -

4 - 8 - dovetail Yes
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TASTATORI 3D ANALOGICI IP67

Caratteristiche tecniche come 3D UNIVERSAL con meccanica migliorata e design
più compatto.

ART. 3D NEW GENERATION

Cod. Tec. GR49
Euro

Precisione indicazione
mm

Gambo Ø
mm

D30161 324,00 0,01 12

TASTATORI HAIMER STELI DI RICAMBIO

ART. 80362 - 80363

Cod. Tec. GR49
Euro

ø
mm

Lunghezza
mm

D30184 30,00 4 27

D30188 54,00 8 69

TASTATORI 3D ANALOGICI

Il 3D-tester Tschorn si distingue per la sua struttura robusta e un design
particolarmente compatto e accattivante.
Il suo particolare meccanismo garantisce grande versatilità nelle misurazioni puntuali
del pezzo da lavorare.
La misurazione è possibile in tutte le direzioni degli assi (X / Y / Z) con una semplice
lettura sullo stesso indicatore. Con l'indicatore a "0" l'asse verticale è esattamente in
corrispondenza del bordo del pezzo da lavorare. Precisione indicazione mm 0,01.

ART. P00163D012

Cod. Tec. GR49
Euro

A
mm

B
mm

C
mm

L
mm

Gambo Ø
mm

D30171 319,00 27 44 3 118 12

TASTATORI 3D ANALOGICI IP67

Strumento molto preciso e versatile per centri di lavoro, fresatrici ed elettroerosioni.
Rende possibile posizionare in modo semplice e preciso gli assi del mandrino e
determinare velocemente i punti "zero" del pezzo. Si può lavorare indifferentemente
su tutti gli assi ( x - y - z). L'indicatore si sposta sempre nella stessa direzione indicando
la distanza dal pezzo senza effettuare calcoli. Quadrante di buona visibilità, struttura
compatta, può essere immagazzinato a bordo macchina insieme agli altri utensili.

ART. D3006

Cod. Tec. GR49
Euro

Precisione indicazione
mm

Gambo ø
mm

D30061 324,00 0,01 20

D.55Indivisible package  Suggested retail package - Unit price

ANALOG 3D TASTERS IP67

3D UNIVERSAL technical features, enhanced mechanics, compact design.
ITEM: 3D NEW GENERATION

Tech. Code Indication accuracy
mm

Shank ø
mm

0,01 12

PROBE TIPS SPARE PARTS

ITEM: 80362 - 80363

Tech. Code ø
mm

Length
mm

4 27

8 69

ANALOG 3D DIAL TASTERS

Tschorn 3D-taster stands out for its sturdy structure and engaging compact design.
Its unique mechanism ensures great versatility when accurate measuring of a work
piece is required.
Measuring of all axle directions (X / Y / Z) by simple reading on the indicator itself.
The "0" indicator allows for the vertical axle to exactly match the work piece edge.
Indication accuracy 0,01 mm.

ITEM: P00163D012

Tech. Code A
mm

B
mm

C
mm

L
mm

Shank ø
mm

27 44 3 118 12

ANALOG 3D DIAL TASTERS IP67

Highly accurate, versatile instrument for workstations, milling machines and electro
discharge machines. Engineered for to make it easy with accurate positioning of the
mandrel axis so as to promptly determine a piece "zero" point. Any axis (x - y - z).can
be equally used to operate. The indicator always moves towards the same direction
displaying the unit's distance requiring no calculation. The dial device allows good
visibility, featuring a sturdy structure; it can be stored by the machine along with other
tools.

ITEM: D3006

Tech. Code Indication accuracy
mm

Shank ø
mm

0,01 20
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Display luminoso a 360° e beep sonoro consentono la centratura o l’allineamento
del pezzo da lavorare rispetto all’asse del mandrino portautensile e le misurazioni
di altezze e profondità, particolarmente indicato per la ricerca di un punto “zero” di
partenza per la lavorazioni su macchine utensili, alimentazione due batterie micro tipo
SUM5 R1 1,5V (incluse).

ART. D3020

Cod. Tec. GR45
Euro

Gambo Ø
mm

Sfera contatto Ø
mm

D30201 149,00 20 10

D3020R1 10,00 Molla -

CENTRATORI ELETTRONICI LUMINOSI E SONORI

CENTRATORI MECCANICI

Sistema di centratura visivo semplice e rapido (tramite spostamento del piattello
inferiore al contatto con il pezzo), particolarmente indicato nelle operazioni correnti di
centratura (velocità consigliata 400/600 g/min).

ART. D3025

Cod. Tec. GR45
Euro

Gambo Ø
mm

Sfera contatto Ø
mm

D30251 30,00
10

10

D30252 32,00 10 / 4

D3020R1 10,00 Molla -

ART. P00163D003-6

Cod. Tec. GR49
Euro

Ø x L
mm

D30193 30,00 3 x 27

D30196 54,00 6 x 62

TASTATORI TSCHORN STELI DI RICAMBIO

CENTRATORI MECCANICI HIGH ACCURACY

Sistema di centratura visivo ad alta precisione (+/- 0,005) tramite spostamento del
piattello inferiore al contatto con il pezzo.
Indicato nelle operazioni correnti di centratura (velocità consigliata 600-800 g/min).

ART. D3021

Cod. Tec. GR49
Euro

Gambo Ø
mm

Sfera contatto Ø
mm

D30211 47,00
10

10

D30212 51,00 10 / 4

D3021R1 9,80
Molla

X Ø 10

D3021R2 9,80 X Ø 10/4

D.56 Indivisible package   Suggested retail package - Unit price

LED light and audible electronic centering devices, LED-lit 360° display with audible
beep allowing centering or alignment of a workpiece with tool holder axis and height
and depth measurements, specifically suitable for "zero" start point search on machine
tools, 1.5V SUM5 R1 micro batteries (included).

ITEM: D3020

Tech. Code Shank ø
mm

Contact ball ø
mm

20 10

Spring -

ELECTRONIC EDGE FINDERS

MECHANICAL EDGE FINDERS

Simple and fast visual centering system (through lower face movement upon
workpiece contact), suitable for typical centering operations (recommended speed
400/600 rpm).

ITEM: D3025

Tech. Code Shank ø
mm

Contact ball ø
mm

10
10

10 / 4

Spring -

ITEM: P00163D003-6

Tech. Code Ø x L
mm

3 x 27

6 x 62

PROBE TIPS - SPARE PARTS

HIGH ACCURACY MECHANICAL EDGE FINDERS

High precision visual centering system (+/- 0,005) (through lower face movement
upon workpiece contact), suitable for typical centering operations (recommended
speed 600/800 rpm).

ITEM: D3021

Tech. Code Shank ø
mm

Contact ball ø
mm

10
10

10 / 4

Spring
X Ø 10

X Ø 10/4
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AZZERATORI LUMINOSI

Strumento rapido e preciso per azzerare utensili su macchine tradizionali e CNC.
Dopo aver posizionato l’azzeratore sul piano macchina è sufficiente avvicinarsi con
l’utensile fino a sfiorare il piattello, al contatto si accenderà il led luminoso che resterà
acceso per tutta la corsa di sicurezza. Base in acciaio cromato con inserti magnetici
per l’utilizzo anche in orizzontale.

ART. D3030

Cod. Tec. GR49
Euro

D
mm

h
mm

Tolleranza
mm

D30301 145,00 55 50 ± 0.005

AZZERATORI MECCANICI

Strumento rapido e preciso per azzerare utensili su macchine tradizionali e CNC.
Dopo aver posizionato l'azzeratore sul piano macchina è sufficiente avvicinarsi con
l'utensile e premere sul piattello fino a che la lancetta del comparatore indicherà la
quota di azzeramento precedentemente impostata.
Struttura in duralluminio con piastra in acciaio temprato e rettificato, lettura 0,01 mm,
base di appoggio magnetica per utilizzo anche in orizzontale, tolleranza sull'altezza
di azzeramento: ± 0,005 mm.

Cod. Tec. GR45
Euro

Corsa
mm

Azzeramento
mm

D31351 257,00
5

50

D31352 368,00 100

ART. HA200

Cod. Tec. GR45
Euro Modello

D99051,5V 5,00 Batteria 1,5V SR44

Technology
Efficiency

Enduranceprecision tooling

D.57Indivisible package  Suggested retail package - Unit price

ZERO SETTERS WITH LED

A fast and accurate device for zero setting procedures of tools on standard and
CNC machines. After positioning the setting instrument onto the machine bench,
approach tool until it lightly touches the plate, a luminous LED will be turned on upon
all throughout its range. Chromed steel stand with magnetic insert block for horizontal-
position.

ITEM: D3030

Tech. Code D
mm

h
mm

Tolerance
mm

55 50 ± 0.005

ZERO SETTERS

Fast and accurate gauge to zero-set tools on traditional and CNC machines.
Put the gauge on machine plane, approach with the tool and push the plate until dial
gauge goes to the preset value.
Hardened aluminium construction, with hardened stainless steel plate, reading 0,01
mm, magnetic base for horizontal use,
± 0.005 mm tolerance on zero-set height.

Tech. Code Excursion
mm

Zero-set
mm

5
50

100

ITEM: HA200

Tech. Code Model

Battery 1.5V SR44



D

D.58 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

PIANI DI RISCONTRO IN GRANITO NERO

Grado di planarità e precisione secondo DIN 876/0. Il granito nero permette finiture
superficiali di altissima qualità, è esente da tensioni interne, offre isolamento elettrico
e amagneticità.

Cod. Tec. GR45
Euro

Dimensioni
mm

Precisione
±  μm

Peso
Kg

D3200250 70,00 250 x 160 x 40

3,0

5

D3200300 107,00 300 x 200 x 50 9

D3200400 180,00 400 x 400 x 60 32

D3200630 255,00 630 x 400 x 80

4,0

62

D3200800 (400,00) 800 x 500 x 100 130

D32001000 (736,00) 1000 x 630 x 140 260

D32001200 (1269,00) 1200 x 800 x 160 5,0 460

D32001600 (2284,00) 1600 x 1000 x 180
6,0

900

D32002000 (3147,00) 2000 x 1000 x 220 1300

ART. HA120

PIANI DI RISCONTRO IN GRANITO NERO CON SUPPORTO

Grado di planarità e precisione secondo DIN 876/0. Il granito nero permette finiture
superficiali di altissima qualità, é esente da tensioni interne, offre isolamento elettrico
e amagneticità.
Struttura d'acciaio a sezione rettangolare verniciata, adatti per piani sia in ghisa che
in granito, piedini di livellamento e antibasculamento regolabili.

ART. HA122

Cod. Tec. GR45
Euro

Dimensioni
mm

Peso
Kg

D3205630 (646,00) 630 x 400 x 80 92

D32051000 (1155,00) 1000 x 630 x 140 315

SUPPORTI PER PIANI DI RISCONTRO

Struttura d'acciaio a sezione rettangolare verniciata, adatti per piani sia in ghisa che in granito, piedini di
livellamento e antibasculamento regolabili.
A richiesta disponibili con cassetto completo di serratura.

ART. HA125

Cod. Tec. GR45
Euro

Dimensioni
mm

Peso
Kg

D3210600* (368,00) 600 x 400 30

D32101000 (457,00) 1000 x 630 55

D32101200 (515,00) 1200 x 800 80

D32101500 (662,00) 1500 x 1000 100

D32102000 (756,00) 2000 x 1000 120

* Adatto per piani 630x400x80 e 800x500x100

D.58 Indivisible package   Suggested retail package - Unit price

GRANITE INSPECTION PLATES

DIN 876/0 compliant flatness and accuracy. Non-magnetic and electrically
insulated black granite allows a higher accuracy on surface finishing and internal
stress absence.

Tech. Code Dimensions
mm

Accuracy
± μm

Weight
Kg

250 x 160 x 40

3.0

5

300 x 200 x 50 9

400 x 400 x 60 32

630 x 400 x 80

4.0

62

800 x 500 x 100 130

1000 x 630 x 140 260

1200 x 800 x 160 5.0 460

1600 x 1000 x 180
6.0

900

2000 x 1000 x 220 1300

ITEM: HA120

BLACK GRANITE INSPECTION PLATES WITH STAND

DIN 876/0 compliant flatness and accuracy. Non-magnetic and electrically
insulated black granite allows a higher accuracy on surface finishing and internal
stress absence.
Painted recangular section structure made from stainless steel, designed for both cast
iron and granite surfaces, adjustable swing brake leveling foot/tips system.

ITEM: HA122

Tech. Code Dimensions
mm

Weight
Kg

630 x 400 x 80 92

1000 x 630 x 140 315

IRON STANDS FOR INSPECTION PLATES

Steel structure with painted rectangular section, suitable for both cast iron and granite plates,
adjustment levelling and anti-fitting tips.
On request drawer with lock.

ITEM: HA125

Tech. Code Dimensions
mm

Weight
Kg

600 x 400 30

1000 x 630 55

1200 x 800 80

1500 x 1000 100

2000 x 1000 120

* Suitable for 630x400x80 e 800x500x100 surfaces
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PASTA DI RISCONTRO BLU PRUSSIA

SCHEDE DI SICUREZZA ON-LINE

Ideale per localizzare le zone alte durante le lavorazioni di raschiettatura o i punti di
contatto tra le parti per raggiungere la precisione di assemblaggio.
E' usata facendo contattare la superficie di riferimento che è blu e la superficie da
controllare; le parti blu evidenziano le zone da raschiettare.
Non asciuga, non indurisce, lunga durata.

ART. D3250

Cod. Tec. GR45
Euro

Peso
g

D3250200 50,00 200

DETERGENTE PER SUPERFICI LAPPATE

SCHEDE DI SICUREZZA ON-LINE

Speciale liquido detergente per le superfici lappate.
ART. D3252

Cod. Tec. GR45
Euro Confezione

Peso
ml / Kg

D3252500 17,00 Barattolo 500

D32525KG 62,00 Tanica 5

OLIO PER LUCIDATURA GRANITO

SCHEDE DI SICUREZZA ON-LINE

BLACK LIGHT è un prodotto studiato e formulato per proteggere, ravvivare,
conservare e lucidare i piani in granito diabase.
Il prodotto è utilizzabile su qualsiasi superficie in granito anche al di fuori di ambienti
controllati; utilizzabile quindi in qualsiasi officina metalmeccanica.
Il BLACK LIGHT contiene solo componenti di origine vegetale migliorati chimicamente
per massimizzare le caratteristiche protettive, ravvivanti e di sicurezza del prodotto.
Il prodotto essendo formulato solo con composti derivanti da origine vegetale è privo
di scheda di sicurezza e quindi non è pericoloso per l'uomo.
Il prodotto non contiene sostanze classificate pericolose per la salute o per l'ambiente
ai sensi delle disposizioni del Regolamento (UE) 1272/2008 (CLP) (e successive
modifiche ed adeguamenti) in quantità tali da richiederne la dichiarazione.

ART. BLACK LIGHT

Cod. Tec. GR45
Euro Confezione

Quantità
ml

D32570500 11,00 Barattolo 500

D32575000 62,00 Tanica 5000

D.59Indivisible package  Suggested retail package - Unit price

ENGINEER'S BLUE

SAFETY DATA SHEETS ON-LINE

Ideal for locating high areas while scraping or components contact points so to
obtain assembly accuracy. It operates by having the reference surface, which is blue,
contacting the surface to be measured; the areas to be scraped will be highlighted in
blue. Will not dry out nor harden, long service life.

ITEM: D3250

Tech. Code Weight
g

200

DETERGENT FOR LAPPED SURFACES

SAFETY DATA SHEETS ON-LINE

Special liquid detergent for lapped surfaces.
ITEM: D3252

Tech. Code Package
Weight
ml / Kg

Tin 500

Tank 5

POLISHING OIL FOR GRANITE

SAFETY DATA SHEETS ON-LINE

BLACK LIGHT is a product studied and formulated to protect, revive, preserve and
polish the floors in diabase granite.
The product can be used on any granite surface even outside controlled environments,
therefore usable in any metalworking work shops.
BLACK LIGHT contains only chemically Improved components of vegetable origin to
maximize the protective, revitalizing and product safety features.
The product, being formulated only with compounds having plant origin, is without a
safety data sheet, therefore is not dangerous for humans.
The product does not contain substances classified as dangerous for the health of the
environment in accordance with the provisions of the regulation of the (UE) 1272/2008
(CLP) (and subsequent amendments and adjustments) in quantities that require the
declaration.

ITEM: BLACK LIGHT

Tech. Code Package
Quantity

ml
Jar 500

Can 5000
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Risoluzione 30” e 5/1000° - Accensione e spegnimento (ON/OFF), azzeramento in
qualunque posizione, modalità visualizzazione 360° / 180° x 2 / 90° x 4, regolazione
micrometrica, squadretta regolabile per sottosquadra e piccoli angoli.

ART. EA012

Cod. Tec. GR45
Euro

Asta
mm

D4110300 389,00 300

RAPPORTATORI D’ANGOLO DIGITALI

Risoluzione 5’ d’arco - Nonio cromato opaco, regolazione micrometrica, squadretta
regolabile per sottosquadra e piccoli angoli.

ART. EB022

Cod. Tec. GR45
Euro

Asta
mm

D4115300 70,00 200 - 300

RAPPORTATORI D’ANGOLO CON LENTE

Risoluzione 0,05°
Cassa ed asta in alluminio, tasto ON/OFF.

ART. D4130

Cod. Tec. GR45
Euro Campo di misura Precisione

Dimensioni
mm

D4130360 95,00 360° ± 0,2° 254 x 50 x 36

GONIOMETRI UNIVERSALI DIGITALI

Cod. Tec. GR45
Euro Modello

D99103V 5,00 Batteria 3V CR2032

Cod. Tec. GR45
Euro Modello

D99103V 5,00 Batteria 3V CR2032

RAPPORTATORI D’ANGOLO

Risoluzione 5’ d’arco - Nonio cromato opaco.
ART. 06.08

Cod. Tec. GR45
Euro

Asta
mm

D4120300 61,00 300

D.60 Indivisible package   Suggested retail package - Unit price

30” and 5/1000° resolution - ON/OFF button, zero setting at any position, 360° / 180° x
2 / 90° x 4 display mode, micrometric adjustment, adjustable square for undersquare
and small angles.

ITEM: EA012

Tech. Code Rod
mm
300

UNIVERSAL DIGITAL BEVEL PROTRACTORS

5’ arc resolution - satin-chromed vernier gauge, micrometric adjustment, adjustable
square for undersquare and small angles.

ITEM: EB022

Tech. Code Rod
mm

200 - 300

BEVEL PROTRACTORS WITH MAGNIFIER

0.05° resolution - aluminium body, ON/OFF button.
ITEM: D4130

Tech. Code Measuring range Accuracy
Dimensions

mm
360° ± 0,2° 254 x 50 x 36

DIGITAL UNIVERSAL PROTRACTORS WITH SPIRIT LEVEL

Tech. Code Model

Battery 3V CR2032

Tech. Code Model

Battery 3V CR2032

BEVEL PROTRACTORS

5’ arc resolution - satin-chromed vernier gauge.
ITEM: 06.08

Tech. Code Rod
mm
300
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MANUALE
ON-LINE

Altimetro di costruzione svizzera, robusto, preciso ed affidabile nel tempo.
Display di ultima concezione di immediata comprensione e utilizzo grazie alla
semplicità dei pittogrammi proposti che ne consentono la gestione anche agli
operatori meno esperti.
È equipaggiato con cuscino d'aria per facilitarne la movimentazione sul piano.
Grado di protezione colonna IP67.

Funzionalità:
- Campo di misura 400 - 700 mm
- Risoluzione 0,001 mm
- Ripetibilità µm 2 (Ø : 4)
- Forza di misura N 0,75 ÷ 1,5
- Estrema facilità di utilizzo
- Forza di misura regolabile elettronicamente
- Autonomia: 40 ore (batterie lithium-ion)
- Interfaccia RS232 e USB

Fornito con:
- Tastatore in rubino Ø4 mm L90 mm (D4206RB490)
- RDT su master
- RDT su riga di misura
- RDT su ortogonalità
- Telo protettivo

ART. GA050

Cod. Tec. GR46
Euro

Campo di misura esteso
mm

Max errore
µm

Errore di perpendicolarità
µm

D4200400 4100,00 508
5

10

D4200700 5100,00 812 15

ALTIMETRI IP67 MEGAtower

Cod. Tec. GR45
Euro Modello

D4201USB 48,00 Cavo USB - Mini

TASTATORI CON SFERA IN RUBINO

ART. GA052

Cod. Tec. GR45
Euro

d ø
mm

D
mm

L1
mm

L2
mm

D4206RB490 (237,00) 4
8

90
14

D4206RB5129 (280,00) 5 129

PROLUNGA PORTA TASTATORI

ART. GA051

Cod. Tec. GR45
Euro

ø
mm

Materiale
Lunghezza

mm
D4202PROL (1380,00) 8 Ceramica 330

TASTATORI CON SFERA IN METALLO DURO

ART. GA052

Cod. Tec. GR45
Euro

d
mm

D
mm

L1
mm

L2
mm

D4203MD175 (422,00) 1

8
70

75

D4203MD280 (433,00)
2

80

D4203MD2130 (711,00) 120 130

D.61Indivisible package  Suggested retail package - Unit price

ON-LINE
MANUAL

Totally made in Switzerland, IP67 enclosed, it guarantees high durability, accuracy
and repeatability.
The easy to use display provides directly accessible functions.
This feature allows everyone an easy and quick handling.
To make easier the displacement all along measuring table, it is equipped with air cushion.

Functionality:
- Measuring ranges 400 and 700 mm
- Resolution 0.001 mm
- Repeatability 2 (Ø : 4)
- Measuring force N 0.75 ÷ 1.5 mm
- Extremely easy to use
- Electronically adjustable measuring force
- Autonomy: 40 h (lithium-ion batteries)
- RS232 et USB interfaces

Supplied with:
- Insert with ruby ball Ø4 mm L90 mm (D4206RB490)
- Calibration report on master
- Calibration report on measuring rule
- Calibration report on orthogonality
- Protection cover

ITEM: GA050

Tech. Code Measuring range with extension
mm

Max error
µm

Perpendicularity error
µm

508
5

10

812 15

HEIGHT GAUGES IP67

Tech. Code Model

USB - Mini cable

PROBES WITH RUBY SPHERE

ITEM: GA052

Tech. Code d ø
mm

D
mm

L1
mm

L2
mm

4
8

90
14

5 129

PROBE HOLDER EXTENSIONS

ITEM: GA051

Tech. Code ø
mm

Material
Length

mm
8 Ceramic 330

PROBES WITH HM SPHERE

ITEM: GA052

Tech. Code d
mm

D
mm

L1
mm

L2
mm

1

8
70

75

2
80

120 130
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D.62 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ACCESSORI PER ALTIMETRI - KIT 7 PEZZI

Dotazione: Pezzi:
- Tastatore a sfera Ø4mm L=80mm 1
- Tastatore 90° Ø4mm L=65mm 1
- Tastatore a spina Ø2mm L=97mm 1
- Portatastatore L=124mm M2.5 1
- Puntalino a sfera Ø2mm M2.5 1
- Inserto a disco Ø18mm 1
- Chiavi maschio esagonale 2.5mm 1

ART. GA052

Cod. Tec. GR45
Euro Pezzi

D4204KIT7 (742,00) 7

ACCESSORI PER ALTIMETRI - KIT 16 PEZZI

Dotazione: Pezzi:
- Tastatore a sfera in carburo Ø4mm 1
- Tastatore a sfera Ø4mm L=80mm 1
- Tastatore con spina cilindrica 1mm L=78mm 1
- Portatastatore orientabile Ø8mm e Ø4mm L=150mm1
- Tastatore 90° Ø4mm L=65mm 1
- Tastatore a spina Ø2mm L=97mm 1
- Portatastatore L=95mm M2.5 1
- Portatastatore L=124mm M2.5 1
- Portatastatore L=200mm M2.5 1
- Puntalino a sfera Ø2mm M2.5 1
- Inserto a disco Ø18mm 1
- Puntalino M1.4 sfera 1mm carburo 1
- Puntalino M1.4 sfera 2mm carburo 1
- Puntalino M1.4 sfera 3mm carburo 1
- Chiavi a forchetta 1.5mm 1
- Chiavi maschio esagonale 2.5mm 1

ART. GA052

Cod. Tec. GR45
Euro Pezzi

D4207KIT16 (1803,00) 16

ACCESSORI PER ALTIMETRI - KIT 20 PEZZI

Dotazione: Pezzi:
- Puntalino a sfera Ø2mm M2.5 1
- Puntalino M2.5 4 PIN Ø1.5mm 1
- Inserto a disco Ø7.7mm 1
- Inserto a disco Ø11.5mm 1
- Puntalino a scarpetta 1mm 1
- Puntalino M1.4 sfera 1mm carburo 1
- Puntalino M1.4 sfera 2mm carburo 1
- Puntalino M1.4 sfera 3mm carburo 1
- Inserto M2.5 per puntalini M2.5 e M1.4 1
- Portatastatore L=80mm M2.5 1
- Tastatore a spina Ø1mm x 10mm 1
- Tastatore con sfera in rubino Ø2mm 1
- Tastatore con inserto sfera in acciaio Ø1mm 1
- Tastatore a coltello L=88mm 1
- Portatastatore Ø4mm 1
- Portatastatore orientabile Ø8mm e Ø4mm 1
- Chiavi a forchetta 1.5 1
- Chiavi maschio esagonale 1.5 1
- Chiavi maschio esagonale 2.5 1
- Tubo plastica con coperchio Ø12mm L=50mm 1

ART. GA052

Cod. Tec. GR45
Euro Pezzi

D4208KIT20 (2369,00) 20

D.62 Indivisible package   Suggested retail package - Unit price

ACCESSORIES FOR HEIGHT GAUGES - KIT 7 PIECES

Equipment: Pieces:
- Measuring insert with carbide ball Ø4mm L=80mm 1
- Insert holder 90° Ø4mm L=65mm 1
- Insert holder with pin Ø2mm L=97mm 1
- Measutring insert holder L=124mm M2.5 1
- Measuring insert with ball contact Ø2mm M2.5 1
- Disc shaped measuring insert Ø18mm 1
- Hexagonal wrenches 2.5mm 1

ITEM: GA052

Tech. Code Pieces

7

ACCESSORIES FOR HEIGHT GAUGES - KIT 16 PIECES

Equipment: Pieces:
- Measuring insert with carbide ball Ø4mm 1
- Measuring insert with carbide ball Ø4mm L=80mm 1
- Measuring insert with carbide pin 1mm L=78mm 1
- Swivel holder Ø8mm and Ø4mm L=150mm 1
- Insert holder 90° Ø4mm L=65mm 1
- Insert holder with pin Ø2mm L=97mm 1
- Measuring insert holder L=95mm M2.5 1
- Measuring insert holder L=124mm M2.5 1
- Measuring insert holder L=200mm M2.5 1
- Measuring insert with ball contact Ø2mm M2.5 1
- Disc shaped insert Ø18mm 1
- Measuring insert with ball M1.4 1mm 1
- Measuring insert with ball M1.4 2mm 1
- Measuring insert with ball M1.4 3mm 1
- Wrench open hand 1.5mm 1
- Hexagonal wrenches 2.5mm 1

ITEM: GA052

Tech. Code Pieces

16

ACCESSORIES FOR HEIGHT GAUGES - KIT 20 PIECES

Equipment: Pieces:
- Measuring insert with ball contact Ø2mm M2.5 1
- Measuring insert with 4 pins M2.5 Ø1.5mm 1
- Disc shaped insert Ø7.7mm 1
- Disc shaped insert Ø11.5mm 1
- Corner insert 1mm 1
- Measuring insert with carbide ball M1.4 1mm 1
- Measuring insert with carbide ball M1.4 2mm 1
- Measuring insert with carbide ball M1.4 3mm 1
- Holder M2.5 measuring insert for M2.5 and M1.4 1
- Measuring insert holder L=80mm M2.5 1
- Measuring insert holder with pin Ø1mm x 10mm 1
- Measuring insert with ruby ball Ø2mm 1
- Measuring insert with holder Ø1mm 1
- Knife edge insert L=88mm 1
- Measuring insert holder Ø4mm 1
- Swivel insert holder Ø8mm e Ø4mm 1
- Wrench open hand 1.5mm 1
- Hexagonal wrench insert 1.5mm 1
- Hexagonal wrench insert 2.5mm 1
- Plastic hose with protective cap Ø12mm L=50mm 1

ITEM: GA052

Tech. Code Pieces

20
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D.63 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Risoluzione 0,01 mm - Base in ghisa rettificata nei quattro punti di appoggio.
Colonne in acciaio cromato lucido, tracciatore in acciaio inox con punta quadrata in
dotazione, registrabile su chiavetta di alloggio.
Realizzato con elettronica Sylvac con preset e uscita dati RS 232.
Con pulsante di spostamento rapido.

ART. GA075

Cod. Tec. GR45
Euro

Campo utile
mm

D4205300 855,00 0 ÷ 300

D4205600 1006,00 0 ÷ 600

D42051000 1298,00 0 ÷ 1000

D4205AC 201,00 Attacco per comparatore e tastatore

TRUSCHINI DIGITALI A DOPPIA COLONNA Exacto

Cod. Tec. GR45
Euro Modello

D99051,5V 5,00 Batteria 1,5V SR44
D0003RS232 183,00 Cavo Opto - RS232

Altimetro di costruzione svizzera, estremamente preciso ed affidabile.
Movimentazione manuale e motorizzata a due velocità integrata nello stesso comando.
Nuova elettronica 2D con interfaccia touch-sceen semplice ed intuitiva.
Cuscino d’aria per facilitarne la movimentazione.

Funzionalità:
- Campo di misura: 400 - 700 - 1100 mm
- Risoluzione: 0,0001 mm
- Ripetibilità: µm 1 (Ø : 2)
- Forma di misura: N 0,75 ÷ 1,5
- Estrema facilità di utilizzo
- Forza di misura regolabile elettronicamente
- Autonomia 12 ore (batterie lithium-ion)
- Interfaccia RS232 e USB

Fornito con:
- Tastatore in rubino Ø4 mm L90 mm (D4206RB490)
- RDT su master
- RDT su riga di misura
- RDT su ortogonlità
- Telo protettivo

ART. D4215

Cod. Tec. GR50
Euro

Campo di misura esteso
mm

Max errore
mm

Errore di perpendicolarità
mm

D4215400 (7800,00) 719

2 + L/400

5

D4215700 (8400,00) 1023 8

D42151100 (13800,00) 1422 11

ALTIMETRI CON ELETTRONICA 2D

D.63Indivisible package  Suggested retail package - Unit price

0.01mm resolution - Rectified cast iron base on 4 support points.
Polished chrome steel columns, supplied with squared stainless steel scriber
adjustable by using housed key.
Silvac electronics system provided with preset and RS 232 data output.
Rapid movement button.

ITEM: GA075

Tech. Code Useful range
mm

0 ÷ 300

0 ÷ 600

0 ÷ 1000

Dial and probe snug

DOUBLE COLUMN DIGITAL HEIGHT GAUGES

Tech. Code Model

Battery 1.5V SR44
Cable Opto - RS232

Totally manufactured in Switzerland extremely accurate and reliable.
Manual and two speed motorized handlings integrated into the same control.
2D New electronic with interface touch-screen intuitive easy and simple to use.
Air cushion for easy displacement.

Functionality:
- Measuring ranges: 400 - 700 - 1100 mm
- Resolution: 0,0001 mm
- Repeatability:pm 1 (Ø : 2)
- Measuring force: N 0,75 ÷ 1,5
- Extremely easy to use
- Electronically adjustable measuring force
- Autonomy 12 ore (battery lithium-ion)
- Interfaces RS232 e USB

Supplied with:
- Probe in ruby Ø4 mm L90 mm (D4206RB490)
- RDT on master
- RDT on measurement line
- RDT on ortogonlità
- Protective cover

ITEM: D4215

Tech. Code Measuring range extended
mm

Max error
mm

Perpendicularity error
mm

719

2 + L/400

5

1023 8

1422 11

HEIGHT GAUGES WITH 2D ELECTRONIC
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D.64 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

TRUSCHINI DIGITALI

Risoluzione 0,01 mm - Scala cromata opaca, accensione e spegnimento con pulsante (ON/OFF),
azzeramento in qualunque posizione, azzeramento incrementale e ritorno alla scala assoluta (ABS),
blocco ultimo valore visualizzato (HOLD), regolazione micrometrica, punta a tracciare con riporto in
metallo duro. Adatti per controllo di altezze e tracciatura.

ART. GA080

Cod. Tec. GR45
Euro

Campo utile
mm

D4210300 240,00 0 ÷ 300

D4210500 403,00 0 ÷ 500

D42101000 1019,00 0 ÷ 1000

D42101500 1345,00 0 ÷ 1500

D4210AC 47,00 Attacco portacomparatore

D4210AT 53,00 Attacco tastatore

Risoluzione 0,01/0,005 mm - Truschini Digimatic ad alta accuratezza, ma di semplice
utilizzo. La struttura a doppia colonna assicura un'elevata precisione di misura.
Punta a tracciare in metallo duro in dotazione.
Uscita dati.

ART. SERIE 192

Cod. Tec. GR47
Euro

Campo utile
mm

D4209300 890,00 0 ÷ 300

D4209600 1221,00 0 ÷ 600

TRUSCHINI DIGITALI A DOPPIA COLONNA

Cod. Tec. GR45
Euro Modello

D99051,5V 5,00 Batteria 1,5V SR44

Accuracy
Repeatability

Reliabilitymetrology

D.64 Indivisible package   Suggested retail package - Unit price

DIGITAL HEIGHT GAUGES

0.01mm resolution - Satin-chromed scale, ON/OFF button, zero-setting at any position, incremental
zero setting and restoration of absolute scale (ABS), last displayed value hold feature (HOLD mode),
micrometric adjustment, marker with HM tip. Suitable for marking and height testing procedures.

ITEM: GA080

Tech. Code Useful range
mm

0 ÷ 300

0 ÷ 500

0 ÷ 1000

0 ÷ 1500

Gauge holder coupling

Sensor coupling

Resolution 0.01 / 0.005 mm - Digital height guages, high accuracy performance but
simple to use. The double column structure ensures high measurement accuracy.
Supplied with micrometri adjustment , carbide tip scriber.
Data Output.

ITEM: SERIE 192

Tech. Code Useful range
mm

0 ÷ 300

0 ÷ 600

DOUBLE COLUMN DIGITAL HEIGHT GAUGES

Tech. Code Model

Battery 1.5V SR44
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D.65 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

TRUSCHINI DIGITALI CON CASSA IN ACCIAIO

Risoluzione 0,01 mm - Cassa in acciao cromato, scala cromata opaca, accensione e spegnimento con
pulsante (ON/OFF), azzeramento in qualunque posizione, corsa rapida con volantino e regolazione
micrometrica, punta a tracciare con riporto in metallo duro. Adatti per controllo di altezze e tracciatura.

ART. GA095

Cod. Tec. GR45
Euro

Campo utile
mm

D4220300 357,00 0 ÷ 300

D4220600 648,00 0 ÷ 600

D4220AC 48,00 Attacco portacomparatore

D4220AT 48,00 Attacco tastatore

TRUSCHINI MECCANICI CON OROLOGIO

Risoluzione 0,01 mm - Lettura con doppio contatore azzerabile in qualsiasi posizione, doppia colonna di
guida con movimento a manovella, punta a tracciare con riporto in metallo duro. Adatti per controllo di
altezze e tracciatura.

ART. GB010

Cod. Tec. GR45
Euro

Campo utile
mm

D4230300 268,00 0 ÷ 300

D4230600 487,00 0 ÷ 600

D4230AC 48,00 Attacco portacomparatore

D4230AT 54,00 Attacco tastatore

TRUSCHINI MECCANICI

Truschino realizzato con basamento in ghisa, asta graduata in acciaio inox e corsa con regolazione
millimetrica. Punta per tracciare in metallo duro. Risoluzione 0,02mm.

ART. GB020

Cod. Tec. GR45
Euro

Campo utile
mm

D4240300 225,00 0 ÷ 300

D4240600 311,00 0 ÷ 600

D4240RP300 47,00 Punta ricambio 300

D4240RP600 53,00 Punta ricambio 600

Cod. Tec. GR45
Euro Modello

D99051,5V 5,00 Batteria 1,5V SR44

D.65Indivisible package  Suggested retail package - Unit price

DIGITAL HEIGHT GAUGES WITH CHROMED STEEL CASING

0.01mm resolution - Chromed steel casing, satin-chromed scale, ON/OFF button, zero-setting at any
position, rapid thumb wheel movement, micrometric adjustment, with carbide tip scriber. Suitable for
scribing and height testing procedures.

ITEM: GA095

Tech. Code Useful range
mm

0 ÷ 300

0 ÷ 600

Gauge holder coupling

Sensor coupling

DIAL HEIGHT GAUGES

0.01mm resolution - Double counter reading and zero setting at any position, handle-operated double
guiding column, carbide tip scriber. Suitable for scribing and height testing procedures.

ITEM: GB010

Tech. Code Useful range
mm

0 ÷ 300

0 ÷ 600

Gauge holder coupling

Sensor coupling

HEIGHT GAUGES

Height gauge cast iron base, graduated stainless steel rod with fine adjustament. Carbide-tipped scriber.
Resolution 0.02mm.

ITEM: GB020

Tech. Code Useful range
mm

0 ÷ 300

0 ÷ 600

Spare tip 300

Spare tip 600

Tech. Code Model

Battery 1.5V SR44
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D.66 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Tolleranza 1/100 mm - Acciaio indeformabile, 4 cave a V 90°.
ART. HA035

Cod. Tec. GR45
Euro

Dimensioni
mm

Diametri alloggiabili
mm

D4510075075 (113,00) 75 x 75 5 ÷ 60

D4510100080 (149,00) 100 x 80
5 ÷ 80

D4510120090 (165,00) 120 x 90

D4510150100 (227,00) 150 x 100 5 ÷ 85

PARALLELE V CROCE IN COPPIA

Tolleranza 1/100 mm - Acciaio indeformabile, cava a V 90°.
ART. HA050

Cod. Tec. GR45
Euro

Dimensioni
mm

Diametri alloggiabili
mm

D4520150055 (93,00) 150 x 55 5 ÷ 42

D4520200070 (134,00) 200 x 70 5 ÷ 56

PRISMI AD ANGOLO RETTO IN COPPIA

SQUADRE SEMPLICI 90°

Squadra semplice in acciaio inox temprato. Interamente rettificata sulle facce. Di
alta precisione essendo costruita e collaudata secondo procedure ristrette. Dotata di
numero di matricola. Costruita secondo norma DIN 875/0. Fornita in astuccio.

ART. HA085

Cod. Tec. GR45
Euro

Dimensioni
mm

Sezione
mm

D46115040 (62,00) 50 x 40 15 x 5

D4611075050 (88,00) 75 x 50
20 x 8

D4611100070 (99,00) 100 x 70

D4611150100 (124,00) 150 x 100 25 x 8

D4611200130 (211,00) 200 x 130 30 x 8

D4611250165 (247,00) 250 x 165
40 x 9

D4611300200 (324,00) 300 x 200

SQUADRE BISELLATE 90°

Squadra bisellata in acciaio inox temprato.
I due lati sono smussati e lappati e consentono un controllo visivo più accurato.
La squadra è interamente rettificata ad alta precisione, ed è costruita e collaudata
secondo strette procedure. Dotata di numero di matricola.
Costruita secondo norma DIN 875/00. Fornita in astuccio.

ART. HA090

Cod. Tec. GR45
Euro

Dimensioni
mm

Sezione
mm

D46135040 (88,00) 50 x 40 15 x 5

D4613075050 (104,00) 75 x 50
20 x 8

D4613100070 (114,00) 100 x 70

D4613150100 (151,00) 150 x 100 25 x 8

D4613200130 (211,00) 200 x 130 30 x 8

D4613250165 (263,00) 250 x 165
40 x 9

D4613300200 (350,00) 300 x 200

D.66 Indivisible package   Suggested retail package - Unit price

1/100mm tolerance - Stress-resistant steel, 4 V-shaped 90°grooves.
ITEM: HA035

Tech. Code Dimensions
mm

Lodging diameters
mm

75 x 75 5 ÷ 60

100 x 80
5 ÷ 80

120 x 90

150 x 100 5 ÷ 85

PAIRS OF PARALLEL X-BLOCKS

1/100mm tolerance - Stress- resistant steel, V-shaped 90°grooves.
ITEM: HA050

Tech. Code Dimensions
mm

Lodging diameters
mm

150 x 55 5 ÷ 42

200 x 70 5 ÷ 56

PAIRS OF PARALLEL V-BLOCKS

STAINLESS STEEL FLAT EDGE SQUARES 90°

Hardened flat square stainless steel. Entirely grinded faces. High precision, made and
tested to very strict procedures. Serial number. Manufactured according to DIN 875/0.
Supplied in case.

ITEM: HA085

Tech. Code Dimensions
mm

Section
mm

50 x 40 15 x 5

75 x 50
20 x 8

100 x 70

150 x 100 25 x 8

200 x 130 30 x 8

250 x 165
40 x 9

300 x 200

BEVELED EDGE SQUARES 90°

Two-bevelled edge square flat version stainless steel.
The two chamfered and lapped sides allow more accurate visual control.
Entirely grinded. High precision, made and tested to very strict procedures.
Serial number. Manufactured as per DIN 875/00. Supplied in case.

ITEM: HA090

Tech. Code Dimensions
mm

Section
mm

50 x 40 15 x 5

75 x 50
20 x 8

100 x 70

150 x 100 25 x 8

200 x 130 30 x 8

250 x 165
40 x 9

300 x 200
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D.67 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Corpo in ghisa legata nervata, base prismatica, fiale protette, guanciali termoisolanti.
Con astuccio in alluminio.

ART. EB055

Cod. Tec. GR45
Euro

Lunghezza
mm

Sensibilità
mm/m

D4700150002 155,00 150

0,02
D4700200002 155,00 200

D4700250002 171,00 250

D4700300002 197,00 300

LIVELLE LINEARI DI PRECISIONE PLANOtest

Riga per il controllo della planarità. In acciaio Inox con impugnatura isolante.
Precisione secondo Norma DIN 874/00.

ART. D4620

Cod. Tec. GR49
Euro

Dimensioni
mm

D462050 13,00 50

D462075 19,00 75

D4620100 23,00 100

D4620125 24,00 125

D4620150 29,00 150

D4620200 36,00 200

D4620250 48,00 250

D4620300 61,00 300

D4620400 81,00 400

D4620500 144,00 500

GUARDAPIANI IN ACCIAIO INOX

SQUADRE A CAPPELLO 90°

Squadra a cappello in acciaio inox temprato. Interamente rettificata su entrambi i lati,
ad alta precisione essendo costruita e collaudata secondo strette procedure. Dotata di
numero di matricola. Costruita secondo norma DIN �75/0. Fornita in astuccio.

ART. HA075

Cod. Tec. GR45
Euro

Dimensioni
mm

Sezione
mm

D46165040 (108,00) 50 x 40 15 x 5

D4616075050 (134,00) 75 x 50
20 x 8

D4616100070 (155,00) 100 x 70

D4616150100 (180,00) 150 x 100 25 x 8

D4616200130 (227,00) 200 x 130 30 x 8

D4616250165 (278,00) 250 x 165
40 x 9

D4616300200 (361,00) 300 x 200

LIVELLE LINEARI RASCHIETTATE PLANOtest

Corpo strumento in ghisa speciale al nichel cromo con stagionatura naturale, base
prismatica per un perfetto appoggio su superfici piane e cilindriche, fiala ad etere
puro sensibilità 0,02 mm, seconda fiala trasversale, superfici di contatto raschiettate a
mano, astuccio in alluminio.

ART. EB051

Cod. Tec. GR45
Euro

Lunghezza
mm

Sensibilità
mm/m

D4701150 (235,00) 150

0,02D4701200 (250,00) 200

D4701250 (305,00) 250

D.67Indivisible package  Suggested retail package - Unit price

Corrugated alloy cast iron body with prismatic base, shock-proof vials, heat-insulating
clamps. With aluminum case.

ITEM: EB055

Tech. Code Length
mm

Sensitivity
mm/m

150

0.02
200

250

300

HORIZONTAL SPIRIT LEVELS

Ruler to control flatness. In stainless steel with insulated handle.
In compliance with DIN 874/00 standards.

ITEM: D4620

Tech. Code Dimensions
mm
50

75

100

125

150

200

250

300

400

500

BEVELED STRAIGHT EDGES

STAINLESS STEEL SQUARES WITH BASE

90° hardened stainless steel square with base.
Entirely grinded faces. High precision, made and tested to very strict procedures.
Serial number. Manufactured according to DIN 875/0. Supplied in case.

ITEM: HA075

Tech. Code Dimensions
mm

Section
mm

50 x 40 15 x 5

75 x 50
20 x 8

100 x 70

150 x 100 25 x 8

200 x 130 30 x 8

250 x 165
40 x 9

300 x 200

HORIZONTAL SPIRIT LEVELS

Special frame made of nickel-chrome cast iron with natural curing, prismatic base
for perfect support on flat and cylindrical surfaces, vial sensibility 0.02 mm, second
transverse vial, hand scraped contact surface, aluminum case.

ITEM: EB051

Tech. Code Length
mm

Sensitivity
mm/m

150

0,02200

250
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D.68 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Corpo in ghisa legata nervata, fiale protette, impugnatura termoisolante.
Superfici d'appoggio ad angolo retto due piane e due prismatiche per le misure da
150x150 a 250x250, solo nella la misura 100x100 una superfice prismatica.

ART. D4705

Cod. Tec. GR45
Euro

Dimensioni
mm

Sensibilità
mm/m

D4705100005 221,00 100 x 100

0,05
D4705150005 231,00 150 x 150

D4705200005 252,00 200 x 200

D4705250005 293,00 250 x 250

D4705150002 242,00 150 x 150

0,02D4705200002 278,00 200 x 200

D4705250002 303,00 250 x 250

LIVELLE QUADRE DI PRECISIONE

Corpo strumento in ghisa speciale al nichel cromo con stagionatura naturale, base
prismatica per un perfetto appoggio su superfici piane e sui cilindri, fiala ad etere
puro sensibilità 0,02 mm, seconda fiala trasversale, superfici di contatto raschiettate
a mano, astuccio in alluminio.

ART. EB040

Cod. Tec. GR45
Euro

Dimensioni
mm

Sensibilità
mm/m

D4706150 350,00 150 x 150
0,02

D4706200 415,00 200 x 200

LIVELLE QUADRE RASCHIETTATE

LIVELLE DI PRECISIONE LINEARE PLANOtest

Costruita in ghisa al nichel-cromo dotata di nervature di rinforzo. Superfici rettificate,
base piana con scanalatura a V. Dotata di numero di matricola, costruita secondo
norma DIN�77. La fiala è visibile sia dall'alto che lateralmente.

ART. EB035

Cod. Tec. GR45
Euro

Lunghezza
mm

Sensibilità
mm/m

D4703150 (402,00) 150

0,02D4703200 (433,00) 200

D4703300 (472,00) 300

Base con scanalatura a V, per controllo superfici piane e cilindriche, fornita in
cofanetto rigido.

ART. EB060

Cod. Tec. GR45
Euro

Lunghezza
mm

Sensibilità
mm/m

D4702100 103,00 100

0,05

D4702150 121,00 150

D4702200 137,00 200

D4702250 147,00 250

D4702300 169,00 300

LIVELLE LINEARI DI PRECISIONE RETTIFICATE PLANOtest

D.68 Indivisible package  Suggested retail package - Unit price

Corrugated alloy cast iron frame, 90° surfaces, two flat and two prismatic surfaces
from 150 x 150 mm to 250 x 250 mm, only in range 100 x 100 one prismatic surface.
Shock-proof vials, heat-insulating handle.

ITEM: D4705

Tech. Code Dimensions
mm

Sensitivity
mm/m

100 x 100

0.05
150 x 150

200 x 200

250 x 250

150 x 150

0.02200 x 200

250 x 250

SQUARE SPIRIT LEVELS

Special frame made of nickel-chrome cast iron, four 90° fine grinded surfaces, 2 flat
and 2 V-shaped for checking flat and cylindrical, horizontal and vertical surfaces, vial
sensibility 0,02 mm, insulation board handle with vial protection. Supplied in hard box.

ITEM: EB040

Tech. Code Base dimensions
mm

Sensitivity
mm/m

150 x 150
0.02

200 x 200

SQUARE SPIRIT LEVELS GRINDED

HORIZONTAL SPIRIT LEVELS

Manufactured in nichel-chrome cast iron frame. Fine grinded surface. Flat base with
V-groove. Serially numbered, manufactured according to DIN 877.
Thermal-insulated grip. The vial is visible both from above and laterally.

ITEM: EB035

Tech. Code Length
mm

Sensitivity
mm/m

150

0.02200

300

Base V-groove suitable for flat surfaces or cylinders, delivered in rigid case.
ITEM: EB060

Tech. Code Length
mm

Sensitivity
mm/m

100

0.05

150

200

250

300

HORIZONTAL SPIRIT LEVELS GRINDED



D

D.69 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Risoluzione 0,1°. Livella goniometro a 360° (4 x 90°) ed inclinometro, accensione e
spegnimento con pulsante (ON/OFF). Azzeramento in qualunque posizione, blocco
ultimo valore visualizzato (HOLD). Alimentazione batteria tipo transistor 3V (inclusa).

ART. EA021

Cod. Tec. GR45
Euro

Dimensioni
mm

Precisione Ripetibilità

D47101 98,00 150 x 30 x 50
0° - 10° ± 0,1°

10° - 90° ± 1,5%
± 0,1°

LIVELLE DIGITALI/INCLINOMETRO

Strumento portatile per verifica di angoli, azzeramento in qualsiasi posizione, fornito
con custodia, campo di misura 180°.

ART. D4715

Cod. Tec. GR49
Euro

Dimensioni
mm

Risoluzione Precisione Ripetibilità

D471501 69,00 50 x 50 x 32 0,10°  ±0,20°  ± 0,10°

MINILIVELLE DIGITALI QUADRE CON FISSAGGIO MAGNETICO

Cod. Tec. GR45
Euro Modello

D99103V 5,00 Batteria 3V CR2032

Cod. Tec. GR45
Euro Modello

D99103V 5,00 Batteria 3V CR2032

Costruite in ghisa al nichel-cromo dotate di nervature di rinforzo. Superfici rettificate,
due facce ortogonali prismatiche (tra cui la base) e due piane.
Dotate di numero di matricola, costruite secondo norma DIN877.
Impugnature in legno per isolamento termico.
La fiala è visibile sia dall'alto che lateralmente.

ART. EB030

Cod. Tec. GR45
Euro

Dimensioni
mm

Sensibilità
mm/m

D4707150 (710,00) 150 x 150
0,02

D4707200 (790,00) 200 x 200

LIVELLE DI PRECISIONE QUADRA

Livella digitale, goniometro a 360° (4 x 90°) ed inclinometro.
Possibilità di azzeramento in qualsiasi posizione.

ART. EA020

Cod. Tec. GR45
Euro Risoluzione

D4713001 659,00 0,01°

D471301 433,00 0,1°

LIVELLE DIGITALI/INCLINOMETRO

Cod. Tec. GR45
Euro Modello

D99103V 5,00 Batteria 3V CR2032

D.69Indivisible package  Suggested retail package - Unit price

0.1° resolution 360° (4 x 90°) protractor level and inclinometer, ON/OFF button. Zero
setting at any position, last displayed value hold feature (HOLD mode). 3V battery
supply (included).

ITEM: EA021

Tech. Code Dimensions
mm

Accuracy Repeatability

150 x 30 x 50
0° - 10° ± 0,1°

10° - 90° ± 1.5%
± 0.1°

DIGITAL PROTACTOR/ INCLINOMETERS

Portable device for angle monitoring, zero-setting at any position, supplied along with
storage case, measurement range 180°.

ITEM: D4715

Tech. Code Dimensions
mm

Resolution Accuracy Repeatability

50 x 50 x 32 0.10° ± 0.20° ± 0.10°

MINI DIGITAL INCLINOMETERS WITH MAGNETIC FIXING SYSTEM

Tech. Code Model

Battery 3V CR2032

Tech. Code Model

Battery 3V CR2032

Manufactured in nichel-chrome cast iron frame. Fine grinded surface, 2 plane and 2
prismatic faces. Serial number, manufactured according to DIN 877.
Thermal-insulated grip. The vial is visible both from above and laterally.

ITEM: EB030

Tech. Code Dimensions
mm

Sensitivity
mm/m

150 x 150
0,02

200 x 200

SQUARE SPIRIT LEVELS

Digital level, 360° (4x90°) protractor and inclinometer.
Zero setting at any position.

ITEM: EA020

Tech. Code Resolution

0.01°

0.1°

DIGITAL PROTACTOR/INCLINOMETERS

Tech. Code Model

Battery 3V CR2032
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D.70 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

LIVELLE MAGNETICHE DI PRECISIONE

Utilizzabili da 0-360°, indicatore sempre puntato in posizione verticale, ideali per
controllare pezzi in macchina in qualsiasi posizione.

ART. D4720

Cod. Tec. GR49
Euro

Dimensioni
mm

Sensibilità

D47201 124,00 93 x 79 x 16 0,083°

D47202 255,00 140 x 130 x 20 0,05°

ART. FA187
Acciaio temprato, tolleranza H7.

Cod. Tec. GR45
Euro

Ø
mm

D55103 (29,00) 3
D55104 (29,00) 4
D55105 (29,00) 5
D55106 (29,00) 6
D55107 (29,00) 7
D55108 (29,00) 8
D55109 (29,00) 9
D551010 (29,00) 10
D551011 (29,00) 11
D551012 (29,00) 12
D551013 (29,00) 13
D551014 (29,00) 14
D551015 (29,00) 15
D551016 (29,00) 16
D551017 (29,00) 17
D551018 (29,00) 18
D551019 (29,00) 19
D551020 (29,00) 20
D551021 (32,00) 21
D551022 (32,00) 22
D551023 (32,00) 23
D551024 (32,00) 24
D551025 (32,00) 25
D551026 (32,00) 26
D551027 (32,00) 27
D551028 (32,00) 28
D551029 (32,00) 29
D551030 (32,00) 30
D551032 (39,00) 32
D551033 (39,00) 33
D551034 (39,00) 34
D551035 (39,00) 35

Cod. Tec. GR45
Euro

Ø
mm

D551036 (39,00) 36
D551037 (39,00) 37
D551038 (39,00) 38
D551040 (39,00) 40
D551042 (46,00) 42
D551044 (46,00) 44
D551045 (46,00) 45
D551046 (46,00) 46
D551047 (46,00) 47
D551048 (46,00) 48
D551050 (46,00) 50
D551052 (64,00) 52
D551055 (64,00) 55
D551056 (64,00) 56
D551058 (64,00) 58
D551060 (64,00) 60
D551062 (64,00) 62
D551065 (64,00) 65
D551068 (77,00) 68
D551070 (77,00) 70
D551072 (88,00) 72
D551075 (88,00) 75
D551078 (88,00) 78
D551080 (88,00) 80
D551082 (98,00) 82
D551085 (98,00) 85
D551088 (98,00) 88
D551090 (98,00) 90
D551092 (109,00) 92
D551095 (109,00) 95
D551098 (109,00) 98
D5510100 (109,00) 100

CALIBRI A TAMPONE LISCI P/NP

Acciaio temprato, tolleranza H7.
ART. FA188

Cod. Tec. GR45
Euro

Ø
mm

Pezzi

D551525 (790,00) 7 - 8 - 9 - 10 - 11 - 12 - 13 - 14 - 15 - 16 - 17 - 18 - 19 - 20 - 21
22 - 23 - 24 - 25 - 26 - 27 - 28 - 29 - 30 - 32

25

CALIBRI A TAMPONE LISCI P/NP IN SERIE

D.70 Indivisible package  Suggested retail package - Unit price

MAGNETIC SPIRIT LEVELS

0-360° range of usage, permanent vertical position indicator, ideal to check pieces in
any position.

ITEM: D4720

Tech. Code Dimensions
mm

Sensitivity

93 x 79 x 16 0,083°

140 x 130 x 20 0.05°

ITEM: FA187
Hardened steel, H7 tolerance.

Tech. Code Ø
mm
3
4
5
6
7
8
9

10
11
12
13
14
15
16
17
18
19
20
21
22
23
24
25
26
27
28
29
30
32
33
34
35

Tech. Code Ø
mm
36
37
38
40
42
44
45
46
47
48
50
52
55
56
58
60
62
65
68
70
72
75
78
80
82
85
88
90
92
95
98
100

GO/ NO GO PLUG GAUGES

Hardened steel, H7 tolerance.
ITEM: FA188

Tech. Code Ø
mm

Pieces

7 - 8 - 9 - 10 - 11 - 12 - 13 - 14 - 15 - 16 - 17 - 18 - 19 - 20 - 21
22 - 23 - 24 - 25 - 26 - 27 - 28 - 29 - 30 - 32

25

GO/ NO GO PLUG GAUGES SETS
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D.71 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ART. D5520
Acciaio temprato.

Cod. Tec. GR45
Euro

Ø per
passo

Tolleranza Calibri Tipo

D5520T204 (55,00)
2 x 0,4

6H Tampone P/NP
D5520AP204 (81,00)

6G Anello
P

D5520ANP204 (81,00) NP
D5520T2,5045 (55,00)

2,5 x 0,45
6H Tampone P/NP

D5520AP2,5045 (81,00)
6G Anello

P
D5520ANP2,5045 (81,00) NP
D5520T305 (43,00)

3 x 0,5
6H Tampone P/NP

D5520AP305 (47,00)
6G Anello

P
D5520ANP305 (47,00) NP
D5520T407 (41,00)

4 x 0,7
6H Tampone P/NP

D5520AP407 (45,00)
6G Anello

P
D5520ANP407 (45,00) NP
D5520T508 (41,00)

5 x 0,8
6H Tampone P/NP

D5520AP508 (45,00)
6G Anello

P
D5520ANP508 (45,00) NP
D5520T61 (41,00)

6 x 1
6H Tampone P/NP

D5520AP61 (45,00)
6G Anello

P
D5520ANP61 (45,00) NP
D5520T8125 (41,00)

8 x 1,25
6H Tampone P/NP

D5520AP8125 (45,00)
6G Anello

P
D5520ANP8125 (45,00) NP
D5520T1015 (41,00)

10 x 1,5
6H Tampone P/NP

D5520AP1015 (51,00)
6G Anello

P
D5520ANP1015 (51,00) NP
D5520T12175 (41,00)

12 x 1,75
6H Tampone P/NP

D5520AP12175 (51,00) 6G Anello P

Cod. Tec. GR45
Euro

Ø per
passo

Tolleranza Calibri Tipo

D5520ANP12175 (51,00) 12 x 1,75 6G Anello NP
D5520T142 (51,00)

14 x 2
6H Tampone P/NP

D5520AP142 (66,00)
6G Anello

P
D5520ANP142 (66,00) NP
D5520T162 (51,00)

16 x 2
6H Tampone P/NP

D5520AP162 (66,00)
6G Anello

P
D5520ANP162 (66,00) NP
D5520T1825 (70,00)

18 x 2,5
6H Tampone P/NP

D5520AP1825 (78,00)
6G Anello

P
D5520ANP1825 (78,00) NP
D5520T2025 (72,00)

20 x 2,5
6H Tampone P/NP

D5520AP2025 (97,00)
6G Anello

P
D5520ANP2025 (97,00) NP
D5520T2225 (72,00)

22 x 2,5
6H Tampone P/NP

D5520AP2225 (97,00)
6G Anello

P
D5520ANP2225 (97,00) NP
D5520T243 (72,00)

24 x 3
6H Tampone P/NP

D5520AP243 (103,00)
6G Anello

P
D5520ANP243 (103,00) NP
D5520T273 (98,00)

27 x 3
6H Tampone P/NP

D5520AP273 (128,00)
6G Anello

P
D5520ANP273 (128,00) NP
D5520T3035 (116,00)

30 x 3,5
6H Tampone P/NP

D5520AP3035 (138,00)
6G Anello

P
D5520ANP3035 (138,00) NP

CALIBRI FILETTATI METRICI PASSO GROSSO

ART. FA190
Conformi alla norma DIN 2250-C.

Cod. Tec. GR45
Euro

Ø
mm

D551704 (59,00) 4
D551705 (59,00) 5
D551706 (59,00) 6
D551707 (59,00) 7
D551708 (59,00) 8
D551709 (59,00) 9
D551710 (56,00) 10
D551711 (56,00) 11
D551712 (56,00) 12
D551713 (56,00) 13
D551714 (56,00) 14
D551715 (56,00) 15
D551716 (56,00) 16
D551717 (56,00) 17
D551718 (56,00) 18
D551719 (56,00) 19
D551720 (61,00) 20
D551721 (61,00) 21
D551722 (61,00) 22
D551723 (61,00) 23
D551724 (61,00) 24
D551725 (61,00) 25
D551726 (61,00) 26
D551727 (61,00) 27
D551728 (61,00) 28

Cod. Tec. GR45
Euro

Ø
mm

D551770 (111,00) 70
D551772 (111,00) 72
D551775 (111,00) 75
D551778 (111,00) 78
D551780 (123,00) 80
D551782 (123,00) 82
D551785 (160,00) 85
D551788 (160,00) 88
D551790 (160,00) 90
D551792 (160,00) 92
D551795 (160,00) 95
D551798 (160,00) 98
D5517100 (225,00) 100
D5517110 (225,00) 110
D5517120 (252,00) 120
D5517125 (252,00) 125
D5517130 (264,00) 130
D5517140 (310,00) 140
D5517150 (310,00) 150
D5517175 (472,00) 175
D5517200 (598,00) 200
D5517225 (856,00) 225
D5517250 (998,00) 250
D5517275 (1250,00) 275

Cod. Tec. GR45
Euro

Ø
mm

D551729 (61,00) 29
D551730 (61,00) 30
D551732 (61,00) 32
D551733 (61,00) 33
D551734 (61,00) 34
D551735 (61,00) 35
D551736 (61,00) 36
D551737 (61,00) 37
D551738 (61,00) 38
D551740 (76,00) 40
D551742 (76,00) 42
D551744 (76,00) 44
D551745 (76,00) 45
D551746 (76,00) 46
D551747 (76,00) 47
D551748 (76,00) 48
D551750 (76,00) 50
D551752 (85,00) 52
D551755 (85,00) 55
D551756 (85,00) 56
D551758 (85,00) 58
D551760 (99,00) 60
D551762 (111,00) 62
D551765 (111,00) 65
D551768 (111,00) 68

ANELLI DI AZZERAMENTO PER MICROMETRI ED ALESAMETRI

D.71Indivisible package  Suggested retail package - Unit price

ITEM: D5520
Hardened steel.

Tech. Code Ø for
pitch

Tolerance Gauges Type

2 x 0.4
6H Plug G/NG

6G Ring
GO
NG

2.5 x 0.45
6H Plug G/NG

6G Ring
GO
NG

3 x 0.5
6H Plug G/NG

6G Ring
GO
NG

4 x 0.7
6H Plug G/NG

6G Ring
GO
NG

5 x 0.8
6H Plug G/NG

6G Ring
GO
NG

6 x 1
6H Plug G/NG

6G Ring
GO
NG

8 x 1.25
6H Plug G/NG

6G Ring
GO
NG

10 x 1.5
6H Plug G/NG

6G Ring
GO
NG

12 x 1.75
6H Plug G/NG
6G Ring GO

Tech. Code Ø for
pitch

Tolerance Gauges Type

12 x 1.75 6G Ring NG

14 x 2
6H Plug G/NG

6G Ring
GO
NG

16 x 2
6H Plug G/NG

6G Ring
GO
NG

18 x 2.5
6H Plug G/NG

6G Ring
GO
NG

20 x 2.5
6H Plug G/NG

6G Ring
GO
NG

22 x 2.5
6H Plug G/NG

6G Ring
GO
NG

24 x 3
6H Plug G/NG

6G Ring
GO
NG

27 x 3
6H Plug G/NG

6G Ring
GO
NG

30 x 3.5
6H Plug G/NG

6G Ring
GO
NG

COARSE PITCH THREADED GAUGES

ITEM: FA190
Manufactured according to DIN 2250-C standard.

Tech. Code Ø
mm
4
5
6
7
8
9

10
11
12
13
14
15
16
17
18
19
20
21
22
23
24
25
26
27
28

Tech. Code Ø
mm
70
72
75
78
80
82
85
88
90
92
95
98

100
110
120
125
130
140
150
175
200
225
250
275

Tech. Code Ø
mm
29
30
32
33
34
35
36
37
38
40
42
44
45
46
47
48
50
52
55
56
58
60
62
65
68

SETTING RINGS FOR BORE GUAGES AND MICROMETERS
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D.72 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ART. FA210 - FA215 - FA220
Tamponi P/NP, anelli P, anelli NP in acciaio temprato.

Cod. Tec. GR45
Euro

Ø per
passo

Tolleranza Calibri Tipo

D5530T81 (45,00)
8 x 1

6H Tampone P/NP
D5530AP81 (78,00)

6G Anello
P

D5530ANP81 (78,00) NP
D5530T10075 (69,00)

10 x 0,75
6H Tampone P/NP

D5530AP10075 (110,00)
6G Anello

P
D5530ANP10075 (110,00) NP
D5530T101 (45,00)

10 x 1
6H Tampone P/NP

D5530AP101 (51,00)
6G Anello

P
D5530ANP101 (51,00) NP
D5530T10125 (45,00)

10 x 1,25
6H Tampone P/NP

D5530AP10125 (51,00)
6G Anello

P
D5530ANP10125 (51,00) NP
D5530T121 (45,00)

12 x 1
6H Tampone P/NP

D5530AP121 (51,00)
6G Anello

P
D5530ANP121 (51,00) NP
D5530T12125 (45,00)

12 x 1,25
6H Tampone P/NP

D5530AP12125 (51,00)
6G Anello

P
D5530ANP12125 (51,00) NP
D5530T1215 (45,00)

12 x 1,5
6H Tampone P/NP

D5530AP1215 (51,00)
6G Anello

P
D5530ANP1215 (51,00) NP
D5530T141 (52,00)

14 x 1
6H Tampone P/NP

D5530AP141 (55,00)
6G Anello

P
D5530ANP141 (55,00) NP
D5530T14125 (52,00)

14 x 1,25
6H Tampone P/NP

D5530AP14125 (55,00)
6G Anello

P
D5530ANP14125 (55,00) NP
D5530T1415 (52,00)

14 x 1,5
6H Tampone P/NP

D5530AP1415 (55,00)
6G Anello

P
D5530ANP1415 (55,00) NP
D5530T161 (52,00)

16 x 1
6H Tampone P/NP

D5530AP161 (55,00)
6G Anello

P
D5530ANP161 (55,00) NP
D5530T1615 (52,00)

16 x 1,5
6H Tampone P/NP

D5530AP1615 (55,00)
6G Anello

P
D5530ANP1615 (55,00) NP
D5530T181 (65,00)

18 x 1
6H Tampone P/NP

D5530AP181 (67,00)
6G Anello

P
D5530ANP181 (67,00) NP
D5530T1815 (65,00)

18 x 1,5
6H Tampone P/NP

D5530AP1815 (67,00)
6G Anello

P
D5530ANP1815 (67,00) NP
D5530T201 (65,00)

20 x 1
6H Tampone P/NP

D5530AP201 (74,00)
6G Anello

P
D5530ANP201 (74,00) NP
D5530T2015 (65,00)

20 x 1,5
6H Tampone P/NP

D5530AP2015 (74,00) 6G Anello P

Cod. Tec. GR45
Euro

Ø per
passo

Tolleranza Calibri Tipo

D5530ANP2015 (74,00) 20 x 1,5 6G Anello NP
D5530T2215 (65,00)

22 x 1,5
6H Tampone P/NP

D5530AP2215 (83,00)
6G Anello

P
D5530ANP2215 (83,00) NP
D5530T241 (65,00)

24 x 1
6H Tampone P/NP

D5530AP241 (83,00)
6G Anello

P
D5530ANP241 (83,00) NP
D5530T2415 (65,00)

24 x 1,5
6H Tampone P/NP

D5530AP2415 (83,00)
6G Anello

P
D5530ANP2415 (83,00) NP
D5530T242 (79,00)

24 x 2
6H Tampone P/NP

D5530AP242 (102,00)
6G Anello

P
D5530ANP242 (102,00) NP
D5530T2515 (79,00)

25 x 1,5
6H Tampone P/NP

D5530AP2515 (102,00)
6G Anello

P
D5530ANP2515 (102,00) NP
D5530T2615 (80,00)

26 x 1,5
6H Tampone P/NP

D5530AP2615 (74,00)
6G Anello

P
D5530ANP2615 (74,00) NP
D5530T2715 (84,00)

27 x 1,5
6H Tampone P/NP

D5530AP2715 (91,00)
6G Anello

P
D5530ANP2715 (91,00) NP
D5530T2815 (84,00)

28 x 1,5
6H Tampone P/NP

D5530AP2815 (91,00)
6G Anello

P
D5530ANP2815 (91,00) NP
D5530T301 (110,00)

30 x 1
6H Tampone P/NP

D5530AP301 (143,00)
6G Anello

P
D5530ANP301 (143,00) NP
D5530T3015 (97,00)

30 x 1,5
6H Tampone P/NP

D5530AP3015 (119,00)
6G Anello

P
D5530ANP3015 (119,00) NP
D5530T3215 (97,00)

32 x 1,5
6H Tampone P/NP

D5530AP3215 (119,00)
6G Anello

P
D5530ANP3215 (119,00) NP
D5530T3415 (124,00)

34 x 1,5
6H Tampone P/NP

D5530AP3415 (133,00)
6G Anello

P
D5530ANP3415 (133,00) NP
D5530T3615 (124,00)

36 x 1,5
6H Tampone P/NP

D5530AP3615 (133,00)
6G Anello

P
D5530ANP3615 (133,00) NP
D5530T362 (97,00)

36 x 2
6H Tampone P/NP

D5530AP362 (119,00)
6G Anello

P
D5530ANP362 (119,00) NP
D5530T4015 (97,00)

40 x 1,5
6H Tampone P/NP

D5530AP4015 (134,00)
6G Anello

P
D5530ANP4015 (134,00) NP

CALIBRI FILETTATI METRICI PASSO FINE

D.72 Indivisible package  Suggested retail package - Unit price

ITEM: FA210 - FA215 - FA220
G/NG pads, G rings, NG rings in hardened steel.

Tech. Code Ø for
pitch

Tolerance Gauges Type

8 x 1
6H Plug G/NG

6G Ring
GO
NG

10 x 0.75
6H Plug G/NG

6G Ring
GO
NG

10 x 1
6H Plug G/NG

6G Ring
GO
NG

10 x 1.25
6H Plug G/NG

6G Ring
GO
NG

12 x 1
6H Plug G/NG

6G Ring
GO
NG

12 x 1.25
6H Plug G/NG

6G Ring
GO
NG

12 x 1.5
6H Plug G/NG

6G Ring
GO
NG

14 x 1
6H Plug G/NG

6G Ring
GO
NG

14 x 1.25
6H Plug G/NG

6G Ring
GO
NG

14 x 1.5
6H Plug G/NG

6G Ring
GO
NG

16 x 1
6H Plug G/NG

6G Ring
GO
NG

16 x 1.5
6H Plug G/NG

6G Ring
GO
NG

18 x 1
6H Plug G/NG

6G Ring
GO
NG

18 x 1.5
6H Plug G/NG

6G Ring
GO
NG

20 x 1
6H Plug G/NG

6G Ring
GO
NG

20 x 1.5
6H Plug G/NG
6G Ring GO

Tech. Code Ø for
pitch

Tolerance Gauges Type

20 x 1.5 6G Ring NG

22 x 1.5
6H Plug G/NG

6G Ring
GO
NG

24 x 1
6H Plug G/NG

6G Ring
GO
NG

24 x 1.5
6H Plug G/NG

6G Ring
GO
NG

24 x 2
6H Plug G/NG

6G Ring
GO
NG

25 x 1.5
6H Plug G/NG

6G Ring
GO
NG

26 x 1.5
6H Plug G/NG

6G Ring
GO
NG

27 x 1.5
6H Plug G/NG

6G Ring
GO
NG

28 x 1.5
6H Plug G/NG

6G Ring
GO
NG

30 x 1
6H Plug G/NG

6G Ring
GO
NG

30 x 1.5
6H Plug G/NG

6G Ring
GO
NG

32 x 1.5
6H Plug G/NG

6G Ring
GO
NG

34 x 1.5
6H Plug G/NG

6G Ring
GO
NG

36 x 1.5
6H Plug G/NG

6G Ring
GO
NG

36 x 2
6H Plug G/NG

6G Ring
GO
NG

40 x 1.5
6H Plug G/NG

6G Ring
GO
NG

FINE PITCH THREADED GAUGES



D

D.73 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ART. FA255
Tampone P/NP in acciaio temprato.

Cod. Tec. GR45
Euro

Ø per
passo

Tolleranza Tampone

D5525348 (212,00) � 3 - 48

2B P/NP

D5525440 (85,00) � 4 - 40
D5525540 (85,00) � 5 - 40
D5525632 (69,00) � 6 - 32
D5525832 (69,00) � 8 - 32
D55251024 (85,00) � 10 - 24
D55251224 (69,00) � 12 - 24
D55251420 (69,00) 1/4� x 20
D55251618 (69,00) 5/16� x 18
D55253816 (69,00) 3/8� x 16

Cod. Tec. GR45
Euro

Ø per
passo

Tolleranza Tampone

D552571614 (69,00) 7/16� x 14

2B P/NP

D55251213 (69,00) 1/2� x 13
D552591612 (92,00) 9/16� x 12
D55255811 (92,00) 5/8� x 11
D55253410 (116,00) 3/4� x 10
D5525789 (139,00) 7/8� x 9
D552518 (162,00) 1� x 8
D55251147 (193,00) 1� 1/4 x 7
D55251126 (212,00) 1� 1/2 x 6

CALIBRI FILETTATI UNC

ART. FA260
Anello passa in acciaio temprato.

Cod. Tec. GR45
Euro

Ø per
passo

Tolleranza Anello

D5526348 (109,00) � 3 - 48

2A P

D5526440 (77,00) � 4 - 40
D5526540 (77,00) � 5 - 40
D5526632 (61,00) � 6 - 32
D5526832 (61,00) � 8 - 32
D55261024 (61,00) � 10 - 24
D55261224 (61,00) � 12 -24
D55261420 (61,00) 1/4� x 20
D552651618 (61,00) 5/16� x 18
D55263816 (61,00) 3/8� x 16

Cod. Tec. GR45
Euro

Ø per
passo

Tolleranza Anello

D552671614 (61,00) 7/16� x 14

2A P

D55261213 (73,00) 1/2� x 13
D552691612 (83,00) 9/16� x 12
D55265811 (99,00) 5/8� x 11
D55263410 (85,00) 3/4� x 10
D5526789 (132,00) 7/8� x 9
D5526018 (154,00) 1� x 8
D55261147 (207,00) 1� 1/4 x 7
D55261126 (220,00) 1� 1/2 x 6

ART. FA265
Anello Non Passa in acciaio temprato.

Cod. Tec. GR45
Euro

Ø per
passo

Tolleranza Anello

D5527348 (77,00) � 3 - 48

2A NP

D5527440 (77,00) � 4 - 40
D5527540 (77,00) � 5 - 40
D5527632 (61,00) � 6 - 32
D5527832 (61,00) � 8 - 32
D55271024 (61,00) � 10 - 24
D55271224 (61,00) � 12 - 24
D55271420 (61,00) 1/4� x 20
D552751618 (61,00) 5/16� x 18
D55273816 (61,00) 3/8� x 16

Cod. Tec. GR45
Euro

Ø per
passo

Tolleranza Anello

D552771614 (61,00) 7/16� x 14

2A NP

D55271213 (73,00) 1/2� x 13
D552791612 (83,00) 9/16� x 12
D55275811 (99,00) 5/8� x 11
D55273410 (85,00) 3/4� x 10
D5527789 (132,00) 7/8� x 9
D552718 (154,00) 1� x 8
D55271147 (207,00) 1� 1/4 x 7
D55271126 (220,00) 1� 1/2 x 6

ART. FA240
Tampone P/NP in acciaio temprato.

Cod. Tec. GR45
Euro

Ø per
passo

Tolleranza Tampone

D5528356 (212,00) � 3 - 56

2B P/NP

D5528448 (85,00) � 4 - 48
D5528544 (85,00) � 5 - 44
D5528640 (69,00) � 6 - 40
D5528836 (69,00) � 8 - 36
D55281032 (69,00) � 10 - 32
D55281228 (69,00) � 12 - 28
D55281428 (69,00) 1/4� x 28
D552851624 (69,00) 5//16� x 24
D55283824 (69,00) 3/8� x 24

Cod. Tec. GR45
Euro

Ø per
passo

Tolleranza Tampone

D552871620 (69,00) 7/16� x 20

2B P/NP

D55281220 (69,00) 1/2� x 20
D552891618 (77,00) 9/16� x 18
D55285818 (77,00) 5/8� x 18
D55283416 (92,00) 3/4� x 16
D55287814 (92,00) 7/8� x 14
D5528112 (131,00) 1� x 12
D552811412 (131,00) 1� 1/4 x 12
D552811212 (139,00) 1� 1/2 x 12

CALIBRI FILETTATI UNF

ART. FA245
Anello Passa in acciaio temprato.

Cod. Tec. GR45
Euro

Ø per
passo

Tolleranza Anello

D5529356 (109,00) � 3 - 56

2A P

D5529448 (92,00) � 4 - 48
D5529544 (92,00) � 5 - 44
D5529640 (73,00) � 6 - 40
D5529836 (73,00) � 8 - 36
D55291032 (73,00) � 10 - 32
D55291228 (73,00) � 12 - 28
D55291428 (73,00) 1/4� x 28
D552951624 (73,00) 5/16� x 24
D55293824 (73,00) 3/8� x 24

Cod. Tec. GR45
Euro

Ø per
passo

Tolleranza Anello

D552971620 (73,00) 7/16� x 20

2A P

D55291220 (73,00) 1/2� x 20
D552991618 (79,00) 9/16� x 18
D55295818 (79,00) 5/8� x 18
D55293416 (99,00) 3/4� x 16
D55297814 (99,00) 7/8� x 14
D55290112 (149,00) 1� x 12
D552911412 (149,00) 1� 1/4 x 12
D552911212 (158,00) 1� 1/2 x 12

D.73Indivisible package  Suggested retail package - Unit price

ITEM: FA255
Hardened steel.

Tech. Code Ø for
pitch

Tolerance Plug

� 3 - 48

2B G/NG

� 4 - 40
� 5 - 40
� 6 - 32
� 8 - 32
� 10 - 24
� 12 - 24
1/4" x 20
5/16" x 18
3/8" x 16

Tech. Code Ø for
pitch

Tolerance Plug

7/16" x 14

2B G/NG

1/2" x 13
9/16" x 12
5/8" x 11
3/4" x 10
7/8" x 9
1" x 8

1" 1/4 x 7
1" 1/2 x 6

UNC THREADED GAUGES

ITEM: FA260
Hardened steel.

Tech. Code Ø for
pitch

Tolerance Ring

� 3 - 48

2A GO

� 4 - 40
� 5 - 40
� 6 - 32
� 8 - 32
� 10 - 24
� 12 -24
1/4" x 20
5/16" x 18
3/8" x 16

Tech. Code Ø for
pitch

Tolerance Ring

7/16" x 14

2A GO

1/2" x 13
9/16" x 12
5/8" x 11
3/4" x 10
7/8" x 9
1" x 8

1" 1/4 x 7
1" 1/2 x 6

ITEM: FA265
Hardened steel.

Tech. Code Ø for
pitch

Tolerance Ring

� 3 - 48

2A NG

� 4 - 40
� 5 - 40
� 6 - 32
� 8 - 32
� 10 - 24
� 12 - 24
1/4" x 20
5/16" x 18
3/8" x 16

Tech. Code Ø for
pitch

Tolerance Ring

7/16" x 14

2A NG

1/2" x 13
9/16" x 12
5/8" x 11
3/4" x 10
7/8" x 9
1" x 8

1" 1/4 x 7
1" 1/2 x 6

ITEM: FA240
Hardened steel.

Tech. Code Ø for
pitch

Tolerance Plug

� 3 - 56

2B G/NG

� 4 - 48
� 5 - 44
� 6 - 40
� 8 - 36
� 10 - 32
� 12 - 28
1/4" x 28

5//16" x 24
3/8" x 24

Tech. Code Ø for
pitch

Tolerance Plug

7/16" x 20

2B G/NG

1/2" x 20
9/16" x 18
5/8" x 18
3/4" x 16
7/8" x 14
1" x 12

1" 1/4 x 12
1" 1/2 x 12

UNF THREADED GAUGES

ITEM: FA245
Hardened steel.

Tech. Code Ø for
pitch

Tolerance Ring

� 3 - 56

2A GO

� 4 - 48
� 5 - 44
� 6 - 40
� 8 - 36
� 10 - 32
� 12 - 28
1/4" x 28
5/16" x 24
3/8" x 24

Tech. Code Ø for
pitch

Tolerance Ring

7/16" x 20

2A GO

1/2" x 20
9/16" x 18
5/8" x 18
3/4" x 16
7/8" x 14
1" x 12

1" 1/4 x 12
1" 1/2 x 12



D

D.74 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ART. FA270 - FA275 - FA280
Acciaio temprato.

NB. dal diametro 1�3/4 i tamponi P/NP sono forniti in coppia

Cod. Tec. GR45
Euro

Ø per
passo

Calibri Tipo

D5540T1/8 (92,00)
1/8´ - 28

Tampone P/NP
D5540AP1/8 (110,00)

Anello
P

D5540ANP1/8 (110,00) NP
D5540T1/4 (77,00)

1/4´ - 19
Tampone P/NP

D5540AP1/4 (99,00)
Anello

P
D5540ANP1/4 (99,00) NP
D5540T3/8 (77,00)

3/8´ -19
Tampone P/NP

D5540AP3/8 (99,00)
Anello

P
D5540ANP3/8 (99,00) NP
D5540T1/2 (92,00)

1/2´ -14
Tampone P/NP

D5540AP1/2 (138,00) Anello P

Cod. Tec. GR45
Euro

Ø per
passo

Calibri Tipo

D5540ANP1/2 (110,00) 1/2´ -14 Anello NP
D5540T3/4 (108,00)

3/4´ - 14
Tampone P/NP

D5540AP3/4 (121,00)
Anello

P
D5540ANP3/4 (121,00) NP
D5540T1 (139,00)

1´ -11
Tampone P/NP

D5540AP1 (193,00)
Anello

P
D5540ANP1 (154,00) NP
D5540T11/8 (198,00)

1´1/8 - 11
Tampone P/NP

D5540AP11/8 (193,00)
Anello

P
D5540ANP11/8 (154,00) NP

CALIBRI FILETTATI GAS CILINDRICO ISO 228

ART. FA250
Anello Non Passa in acciaio temprato.

Cod. Tec. GR45
Euro

Ø per
passo

Tolleranza Anello

D55310356 (109,00) � 3 - 56

2A NP

D55310448 (92,00) � 4 - 48
D55310544 (92,00) � 5 - 44
D55310640 (73,00) � 6 - 40
D55310836 (73,00) � 8 - 36
D553101032 (73,00) � 10 - 32
D553101228 (73,00) � 12 - 28
D553101428 (73,00) 1/4� x 28
D5531051624 (73,00) 5/16� x 24
D553103824 (73,00) 3/8� x 24

Cod. Tec. GR45
Euro

Ø per
passo

Tolleranza Anello

D5531071620 (73,00) 7/16� x 20

2A NP

D553101220 (73,00) 1/2� x 20
D5531091618 (79,00) 9/16� x 18
D553105818 (79,00) 5/8� x 18
D553103416 (99,00) 3/4� x 16
D553107814 (99,00) 7/8� x 14
D55310112 (149,00) 1� x 12
D5531011412 (149,00) 1� 1/4 x 12
D5531011212 (158,00) 1� 1/2 x 12

CALIBRI FILETTATI UNF

ART. FA285
Tampone con filetto conico.

Cod. Tec. GR45
Euro

Ø per
passo

D553511627 (198,00) 1/16� x 27
D553501827 (198,00) 1/8� x 27
D553501418 (176,00) 1/4� x 18
D553503818 (176,00) 3/8� x 18
D553501214 (198,00) 1/2� x 14
D553503414 (198,00) 3/4� x 14

Cod. Tec. GR45
Euro

Ø per
passo

D553501115 (220,00) 1� x 11,5
D5535114115 (220,00) 1� 1/4 x 11,5
D5535112115 (308,00) 1� 1/2 x 11,5
D553502115 (308,00) 2� x 11,5
D553502128 (418,00) 2� 1/2 x 8
D5535038 (418,00) 3� x 8

CALIBRI FILETTATI NPT CON TRE PIANI DI RIFERIMENTO

ART. FA285
Anello con filetto conico.

Cod. Tec. GR45
Euro

Ø per
passo

D553611627 (352,00) 1/16� x 27
D553601827 (352,00) 1/8� x 27
D553601418 (308,00) 1/4� x 18
D553603818 (308,00) 3/8� x 18
D553601214 (352,00) 1/2� x 14
D553603414 (352,00) 3/4� x 14

Cod. Tec. GR45
Euro

Ø per
passo

D553601115 (396,00) 1� x 11,5
D5536114115 (396,00) 1� 1/4 x 11,5
D5536112115 (462,00) 1� 1/2 x 11,5
D553602115 (462,00) 2� x 11,5
D55362128 (550,00) 2� 1/2 x 8
D5536038 (550,00) 3� x 8

D.74 Indivisible package  Suggested retail package - Unit price

ITEM: FA270 - FA275 - FA280
Hardened steel.

Note: From 1"3/4 diameter, G/NG plugs are supplied in pairs

Tech. Code Ø for
pitch

Gauges Type

1/8´ - 28
Plug G/NG

Ring
Go
NG

1/4´ - 19
Plug G/NG

Ring
Go
NG

3/8´ - 19
Plug G/NG

Ring
Go
NG

1/2´ / - 14
Plug G/NG
Ring Go

Tech. Code Ø for
pitch

Gauges Type

1/2´ / - 14 Ring NG

3/4´ - 14
Plug G/NG

Ring
Go
NG

1´ - 11
Plug G/NG

Ring
Go
NG

1´1/8 - 11
Plug G/NG

Ring
Go
NG

GAS ISO 228 THREADED GAUGES

ITEM: FA250
NG ring in hardened steel.

Tech. Code Ø for pitch Tolerance Ring

� 3 - 56

2A NG

� 4 - 48
� 5 - 44
� 6 - 40
� 8 - 36

� 10 - 32
� 12 - 28
1/4" x 28
5/16" x 24
3/8" x 24

Tech. Code Ø for pitch Tolerance Ring

7/16" x 20

2A NG

1/2" x 20
9/16" x 18
5/8" x 18
3/4" x 16
7/8" x 14
1" x 12

1" 1/4 x 12
1" 1/2 x 12

UNF THREADED GAUGES

ITEM: FA285
Plug with conical thread.

Tech. Code Ø for
pitch

1/16" x 27
1/8" x 27
1/4" x 18
3/8" x 18
1/2" x 14
3/4" x 14

Tech. Code Ø for
pitch

1� x 11,5
1� 1/4 x 11,5
1� 1/2 x 11,5

2� x 11,5
2" 1/2 x 8

3" x 8

NPT THREADED GAUGES

ITEM: FA285
Ring with conical thread.

Tech. Code Ø for
pitch

1/16" x 27
1/8" x 27
1/4" x 18
3/8" x 18
1/2" x 14
3/4" x 14

Tech. Code Ø for
pitch

1� x 11,5
1� 1/4 x 11,5
1� 1/2 x 11,5

2� x 11,5
2" 1/2 x 8

3" x 8



D

D.75 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ART. FA185
Acciaio HRC 61/64, tolleranza ± 0,002mm, rugosità inferiore a 0,025 micron Ra., rotondità inferiore a
0,0005 mm, conicità inferiore a 0,001 mm.

Cod. Tec. GR45
Euro Pezzi n°

Dimensioni
mm

Progressione
mm

D561011001 341,00 91 1÷10

0,1D5610101601 314,00 61 10÷16

D5610162001 314,00 41 16÷20

D561018005 505,00 141 1÷8
0,05

D5610812005 341,00 81 8÷12

D561012005 303,00 39 1÷20 0,5

D56101,012001 322,00

100

1,01÷2

0,01

D56102,013001 322,00 2,01÷3

D56103,014001 322,00 3,01÷4

D56104,015001 332,00 4,01÷5

D56105,016001 332,00 5,01÷6

D56106,017001 370,00 6,01÷7

D56107,018001 370,00 7,01÷8

D56108,019001 370,00 8,01÷9

D56109,0110001 370,00 9,01÷10

D56100,51001 251,00 51 0,50÷1

SPINE CALIBRATE IN SERIE

TAMPONI FILETTATI PASSA NON PASSA 2 IN 1

Cod. Tec. GR45
Euro Filetto

P passo
mm

L1
mm

L2
mm

D
mm

L3
mm

H
mm

D5550M3 (142,00) M3 0,2 5 6 7 30

10

D5550M4 (132,00) M4 0,7 7 9
8

40

D5550M5 (129,00) M5 0,8 8 8
D5550M6 (124,00) M6

1,0 10 9 10D5550M7 (124,00) M7
D5550M8 (127,00) M8 1,25 12,5 10 12

D5550M10 (132,00) M10 1,5 15 11 14
12D5550M12 (145,00) M12 1,75 17,5 11,5 16

D5550M14 (149,00) M14
2,0 20 12

18

17
D5550M16 (198,00) M16 20
D5550M18 (222,00) M18

2,5 25 13
22

D5550M20 (242,00) M20 24

NON A NORMA
Imbocco guidato non possibile

A NORMA
Si ferma alla sezione filettata
PASSA

NON A NORMA
Attraversa la sezione filettata
fino alla fine

Type 1

Type 2

（M1.4～ M3）

（M4～ M20）

ART. FA305
Innovativo strumento che migliora l’efficienza dell’operazione di
controllo della filettatura attraverso un test Passa/Non Passa con una
sola semplice operazione.

Eventuali errori di imbocco vengono annullati dalla sezione guidata
PASSA.

- Impugnatura esagonale rimuovibile in alluminio
- Acciaio speciale 58 HRC
- Certificato di controllo incluso

D.75Indivisible package  Suggested retail package - Unit price

ITEM: FA185
HRC 61/64 steel, ± 0.002mm tolerance, < roughness set at 0.025 micron Ra, < roundness set at 0.0005
mm, < taper at 0.001mm.

Tech. Code No. of pieces
Dim.
mm

Progr.
mm

91 1÷10

0.161 10÷16

41 16÷20

141 1÷8
0.05

81 8÷12

39 1÷20 0.5

100

1,01÷2

0.01

2.01÷3

3.01÷4

4.01÷5

5.01÷6

6.01÷7

7.01÷8

8.01÷9

9.01÷10

51 0.50÷1

PIN GAUGE SETS

2 IN 1 THREADED GAUGES - GO/NO GO

Tech. Code Thread
P pitch

mm
L1
mm

L2
mm

D
mm

L3
mm

H
mm

M3 0.2 5 6 7 30

10

M4 0.7 7 9
8

40

M5 0.8 8 8
M6

1.0 10 9 10
M7
M8 1.25 12.5 10 12

M10 1.5 15 11 14
12

M12 1.75 17.5 11.5 16
M14

2.0 20 12
18

17
M16 20
M18

2.5 25 13
22

M20 24

FAIL
Go side insertion not possible

PASS
Stop at tapered section
Pass

FAIL
Reaches the end face of the
gauge stopper

ITEM: FA305
Innovative tool that improves the efficiency of the thread control
through Go/No Go test with one simple operation.

Errors of entrance is cancelled by the section driven GO.

- Hexagon handle removable aluminium
- Special steel 58 HRC
- Control certificate included
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ART. FA010
Pianparalleli in acciaio indeformabile. Durezza superiore a 63HRC.

Cod. Tec. GR45
Euro

Grado di
precisione

Pezzi
n°

D57101030 1107,00 0
103D57101031 764,00 1

D57101032 403,00 2
D5710870 845,00 0

87D5710871 583,00 1
D5710872 320,00 2

Cod. Tec. GR45
Euro

Grado di
precisione

Pezzi
n°

D5710470 560,00 0
47D5710471 394,00 1

D5710472 221,00 2
D5710320 411,00 0

32D5710321 261,00 1
D5710322 160,00 2

BLOCCHETTI DI RISCONTRO IN SERIE

BLOCCHETTI CERAMICI IN SERIE

Straordinarie caratteristiche fisiche, in assoluto quanto di meglio offerto dalle ricerche
sui materiali, grazie ad un esclusivo processo di trasformazione molecolare, lo zircone
ceramico OPUS offre una resistenza meccanica che ne preserva l'integrità in caso di
caduta accidentale.
- eccellente resistenza all'abrasione, con usura fino a 10 volte inferiore rispetto

all'acciao temprato
- eccellente resistenza alla corrosione
- bassa conduttività termica
- altissima stabilità dimensionale
- superfici di misura lappate a mano

Ogni blocchetto è identificato da numero di matricola.
Tolleranze dimensionali conformi alle norme DIN �61, ISO 3650 e BS 4311.
Disponibili composizioni in cassetta di legno pregiato, o singoli, sempre accompagnati
da certificato di taratura UKAS in classe C su 5 punti compreso nel prezzo.

Sono disponibili, a richiesta, composizioni diverse e blocchetti singoli.

ART. FA100

Cod. Tec. GR45
Euro

Grado di
precisione

Pezzi
n°

D5690470 (2965,00) 0
47

D5690471 (2480,00) 1

BLOCCHETTI DI RISCONTRO IN SERIE

Pianparalleli in acciaio indeformabile. Durezza superiore a 63HRC.
ART. FA050

Cod. Tec. GR45
Euro

Grado di
precisione

Pezzi
n°

D571581 1295,00 1 8

D.76 Indivisible package  Suggested retail package - Unit price

ITEM: FA010
Special stainless steel gauge blocks. Hardness more than 63HRC.

Tech. Code Degree of accuracy No. of pieces

0
1031

2
0

871
2

Tech. Code Degree of accuracy No. of pieces

0
471

2
0

321
2

GAUGE BLOCK SETS

CERAMIC GAUGE BLOCK SETS

Impressive specifications, the best offered by research on materials, thanks to
an exclusive process of molecular transformation, OPUS ceramic zircon offers a
mechanical strength which preserves its entirety in case of accident fall.
- excellent abrasion resistance, with wear up to 10 times less compared to hardened
steel.
- excellent corrosion resistance
- low thermal conductivity
- high dimensional stability
- hand-lapped surfaces

Every block has a serial number.
Dimensional tolerance conformed to DIN 861, ISO 3650 and BS 4311 standards.
Compositions available in wooden box, or singles, always with UKAS calibration
certificate in C class on 5 points included in the price.

Available, on demand, different compositions and single box.

ITEM: FA100

Tech. Code Degree of accuracy No. of pieces

0
47

1

GAUGE BLOCK SETS

Special stainless steel gauge blocks. Hardness more than 63HRC.
ITEM: FA050

Tech. Code Accuracy No. of pieces

1 8
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ART. D6150
Lame in acciaio.

Cod. Tec. GR49
Euro Tipo Filetti controllabili

D61501 12,70 52 lame METRICO - WHIT. 55°

D61502 12,00 Triplo METRICO - GAS - WHIT. 55°

CONTAFILETTI

ART. D6160
Lame in acciaio.

Cod. Tec. GR49
Euro Raggi

D616017 13,00 1 - 7

D61607,515 15,50 7,5 - 15

D616015,525 17,00 15,5 - 25

RAGGIMETRI PER PROFILI CONCAVI-CONVESSI

CALIBRI PER SALDATURE

Acciaio inossidabile, marcati su entrambe le faccie.

Cod. Tec. GR45
Euro

Misura riporto
mm

Precisione
mm

D616510 45,00 4, 5, 6, 7, 8, 9, 10 0,5

ART. AB149

CALIBRI PER SALDATURE 7 LAME

Misura saldature concave e convesse. 7 lame in acciaio inossidabile.
Ogni lama misura 2 dimensioni delle saldature.

Cod. Tec. GR45
Euro

Misura riporto
mm

Precisione
mm

D616725 50,00 3, 4, 5, 6, 8, 9, 10, 11, 12, 14, 16, 19, 22, 25 ± 0,5

ART. AB150

D.77Indivisible package  Suggested retail package - Unit price

ITEM: D6150
Steel blades.

Tech. Code Type Checkable threads

52 blades METRIC - WHIT. 55°

Triple METRIC - GAS - WHIT. 55°

THREAD PITCH GAUGES

ITEM: D6160
Steel blades.

Tech. Code Radius

1 - 7

7.5 - 15

15.5 - 25

RADIUS GAUGES FOR CONCAVE AND CONVEX MEASUREMENTS

WELD SEAM CALIPERS

Stainless steel, punched on both sides.

Tech. Code Fillet size
mm

Accuracy
mm

4, 5, 6, 7, 8, 9, 10 0.5

ITEM: AB149

FILLET WELD GAUGES 7 BLADES

To measure concave and convex welds. 7 blades are included. Two concave and
convex sizes of welds for each blade.
Stainless steel made. Size marked on both faces.

Tech. Code Fillet size
mm

Accuracy
mm

3, 4, 5, 6, 8, 9, 10, 11, 12, 14, 16, 19, 22, 25 ± 0.5

ITEM: AB150
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ART. D6170
Lame in acciaio temprato rettificato, guaina in metallo.

Cod. Tec. GR49
Euro

Lame
n°

Spessore
mm

D617013 8,80 13
0,05 - 0,10 - 0,15 - 0,20 - 0,25 - 0,30 - 0,40

0,50 - 0,60 - 0,70 - 0,80 - 0,90 - 1,00

D617020 11,00 20
0,05 - 0,10 - 0,15 - 0,20 - 0,25 - 0,30 - 0,40
0,50 - 0,55 - 0,60 - 0,65 - 0,70 - 0,75 - 0,80

0,85 - 0,90 - 0,95 - 1,00

SPESSIMETRI

ART. D6180
Perni in acciaio, supporti in resina.

Cod. Tec. GR49
Euro

Perni
n°

Ø
mm

Progressione
mm

D618020 13,00 20 0,45 - 1,5 0,05

D618016 13,00 16 1,5 - 3,0 0,10

CALIBRI PER FORI

Smart
Simplicity

Affordability

D.78 Indivisible package  Suggested retail package - Unit price

ITEM: D6170
Hardened and grounded steel blades, metal housing.

Tech. Code Blade no.
Thickness

mm

13
0.05 - 0.10 - 0.15 - 0.20 - 0.25 - 0.30 - 0.40

0.50 - 0.60 - 0.70 - 0.80 - 0.90 - 1.00

20
0.05 - 0.10 - 0.15 - 0.20 - 0.25 - 0.30 - 0.40
0.50 - 0.55 - 0.60 - 0.65 - 0.70 - 0.75 - 0.80

0.85 - 0.90 - 0.95 - 1.00

THICKNESS GAUGES

ITEM: D6180
Steel pins, resin stands.

Tech. Code Pin no.
Ø

mm
Progression

mm
20 0.45 - 1.5 0.05

16 1.5 - 3.0 0.10

JET GAUGES WITH STEEL PINS
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ART. D6210
Custodia in plastica.

Cod. Tec. GR49
Euro

Spessore
mm

Larghezza
mm

Lunghezza
m

D62100,025 27,64 0,025

150 2,5

D62100,050 30,80 0,050

D62100,075 31,93 0,075

D62100,100 35,39 0,100

D62100,150 39,68 0,150

D62100,200 46,31 0,200

D62100,250 52,94 0,250

D62100,300 59,57 0,300

D62100,400 66,20 0,400

D62100,500 74,97 0,500

SPESSORI METALLICI IN OTTONE MS 63

ART. D6215
Nastro in acciaio inossidabile 18Cr9Ni.
Custodia in plastica.

Cod. Tec. GR49
Euro

Spessore
mm

Larghezza
mm

Lunghezza
m

D62150,050 68,34 0,050

150 2,5

D62150,100 69,46 0,100

D62150,150 74,97 0,150

D62150,200 89,35 0,200

D62150,300 109,24 0,300

SPESSORI METALLICI IN ACCIAIO INOX

ART. D6220
Nastri in acciaio al carbonio 1,1274 larghezza 13 mm (*spessori 0,01 e 0,02 mm in acciaio inox).
Lunghezza nastro 5 metri. Custodia in plastica.

Cod. Tec. GR49
Euro

Spessore
mm

Larghezza
mm

Lunghezza
m

D62200,01* 101,20 0,01

13 5

D62200,02* 56,00 0,02
D62200,03 14,00 0,03
D62200,04 14,00 0,04
D62200,05 13,00 0,05
D62200,06 13,00 0,06
D62200,07 13,00 0,07
D62200,08 13,00 0,08
D62200,09 13,00 0,09
D62200,10 13,00 0,10
D62200,15 15,00 0,15
D62200,20 13,00 0,20
D62200,25 13,00 0,25
D62200,30 13,00 0,30

Cod. Tec. GR49
Euro

Spessore
mm

Larghezza
mm

Lunghezza
m

D62200,35 13,00 0,35

13 5

D62200,40 13,00 0,40
D62200,45 13,00 0,45
D62200,50 13,00 0.50
D62200,55 14,40 0,55
D62200,60 14,40 0,60
D62200,65 14,40 0,65
D62200,70 14,40 0,70
D62200,80 16,40 0,80
D62200,85 16,40 0,85
D62200,90 16,40 0,90
D62200,95 16,40 0,95
D62201,00 16,40 1,00

NASTRI IN ACCIAIO AL CARBONIO

D.79Indivisible package  Suggested retail package - Unit price

ITEM: D6210
Plastic housing.

Tech. Code Thickness
mm

Width
mm

Length
m

0.025

150 2.5

0.050

0.075

0.100

0.150

0.200

0.250

0.300

0.400

0.500

BRASS SHIM ROLLS MS 63

ITEM: D6215
Plastic housing.

Tech. Code Thickness
mm

Width
mm

Length
m

0.050

150 2.5

0.100

0.150

0.200

0.300

STAINLESS STEEL SHIM ROLLS 18CR 9 NI

ITEM: D6220
Tapes in 1,1274 carbon steel, width 13 mm (* thickness 0,01 and 0,02 mm in stainless steel).
Tape length 5 metres. Plastic housing case.

Tech. Code Thickness
mm

Width
mm

Length
m

0.01

13 5

0.02
0.03
0.04
0.05
0.06
0.07
0.08
0.09
0.10
0.15
0.20
0.25
0.30

Tech. Code Thickness
mm

Width
mm

Length
m

0.35

13 5

0.40
0.45
0.50
0.55
0.60
0.65
0.70
0.80
0.85
0.90
0.95
1.00

CARBON STEEL TAPES
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ART. D6226
Nastri di precisione in acciaio al carbonio 1,1274 in rotoli larghezza 50 mm e lunghezza 5 metri.

Cod. Tec. GR49
Euro

Spessore
mm

Larghezza
mm

Lunghezza
m

D62260,03 49,80 0,03

50 5

D62260,04 48,90 0,04
D62260,05 46,30 0,05
D62260,06 34,30 0,06
D62260,07 34,30 0,07
D62260,08 34,30 0,08
D62260,09 34,30 0,09
D62260,10 33,30 0,10
D62260,12 36,20 0,12
D62260,15 36,20 0,15
D62260,18 35,50 0,18
D62260,20 35,10 0,20

Cod. Tec. GR49
Euro

Spessore
mm

Larghezza
mm

Lunghezza
m

D62260,25 35,50 0,25

50 5

D62260,30 36,20 0,30
D62260,35 38,90 0,35
D62260,40 38,90 0,40
D62260,45 38,90 0,45
D62260,50 38,90 0,50
D62260,60 61,70 0,60
D62260,70 61,70 0,70
D62260,80 62,40 0,80
D62260,90 62,40 0,90
D62261,00 62,40 1,00

NASTRI CALIBRATI IN ACCIAIO AL CARBONIO

ART. D6230
Nastri di precisione in acciaio inox 1,4310 in rotoli larghezza 100 mm e lunghezza 5 metri.

Cod. Tec. GR49
Euro

Spessore
mm

Larghezza
mm

Lunghezza
m

D62300,01 167,50 0,01

100 5

D62300,02 108,50 0,02
D62300,03 86,00 0,03
D62300,04 80,50 0,04
D62300,05 73,30 0,05
D62300,06 73,30 0,06
D62300,07 73,30 0,07
D62300,08 73,30 0,08
D62300,09 73,30 0,09
D62300,10 69,40 0,10
D62300,12 69,40 0,12
D62300,15 69,40 0,15
D62300,20 85,70 0,20
D62300,25 89,80 0,25
D62300,30 85,70 0,30

Cod. Tec. GR49
Euro

Spessore
mm

Larghezza
mm

Lunghezza
m

D62300,35 104,20 0,35

100 5

D62300,40 99,80 0,40
D62300,45 118,50 0,45
D62300,50 114,80 0,50
D62300,55 151,80 0,55
D62300,60 151,80 0,60
D62300,65 174,10 0,65
D62300,70 171,60 0,70
D62300,75 197,10 0,75
D62300,80 184,40 0,80
D62300,85 197,10 0,85
D62300,90 186,70 0,90
D62300,95 199,40 0,95
D62301,00 191,60 1,00

NASTRI CALIBRATI IN ACCIAIO INOX

ART. D6236
Strisce di precisione in acciaio al carbonio 1,1274 - 1,2003 in confezioni da 10 pezzi larghezza 50 mm e lunghezza 300
mm.

Cod. Tec. GR49
Euro

Spessore
mm

Larghezza
mm

Lunghezza
mm

D62360,03 35,10 0,03

50 300

D62360,04 35,10 0,04
D62360,05 29,10 0,05
D62360,06 23,50 0,06
D62360,07 23,70 0,07
D62360,08 23,70 0,08
D62360,09 23,70 0,09
D62360,10 23,70 0,10
D62360,12 24,20 0,12
D62360,15 24,20 0,15
D62360,18 24,90 0,18
D62360,20 24,90 0,20

Cod. Tec. GR49
Euro

Spessore
mm

Larghezza
mm

Lunghezza
mm

D62360,25 24,90 0,25

50 300

D62360,30 24,90 0,30
D62360,35 26,90 0,35
D62360,40 26,90 0,40
D62360,45 26,90 0,45
D62360,50 26,90 0,50
D62360,60 44,10 0,60
D62360,70 44,10 0,70
D62360,80 43,80 0,80
D62360,90 44,10 0,90
D62361,00 44,10 1,00

STRISCE CALIBRATE IN ACCIAIO AL CARBONIO

ART. D6245
Strisce di precisione in acciaio al carbonio 1,1274 - 1,2003 in pratiche confezioni assortite.

Cod. Tec. GR49
Euro

Assortimento
mm

Larghezza
mm

Lunghezza
mm

D6245KIT1 48,10 21 pezzi da 0,01 a 1,00 25

300
D6245KIT2 82,70 25 pezzi da 0,01 a 1,00

50D6245KIT3 68,70 23 pezzi da 0,03 a 1,00

D6245KIT4 34,30 11 pezzi da 0,02 a 1,00

ASSORTIMENTI DI STRISCE CALIBRATE IN ACCIAIO AL CARBONIO

D.80 Indivisible package  Suggested retail package - Unit price

ITEM: D6226
Precision carbon steel tape roll 1,1274 50 mm width and 5 meters length.

Tech. Code Thickness
mm

Width
mm

Length
m

0.03

50 5

0.04
0.05
0.06
0.07
0.08
0.09
0.10
0.12
0.15
0.18
0.20

Tech. Code Thickness
mm

Width
mm

Length
m

0.25

50 5

0.30
0.35
0.40
0.45
0.50
0.60
0.70
0.80
0.90
1.00

CALIBRATED CARBON STEEL TAPES

ITEM: D6230
Precision stainless steel tape rolls 1,4310 100 mm width and 5 meters length.

Tech. Code Thickness
mm

Width
mm

Length
m

0.01

100 5

0.02
0.03
0.04
0.05
0.06
0.07
0.08
0.09
0.10
0.12
0.15
0.20
0.25
0.30

Tech. Code Thickness
mm

Width
mm

Length
m

0.35

100 5

0.40
0.45
0.50
0.55
0.60
0.65
0.70
0.75
0.80
0.85
0.90
0.95
1.00

CALIBRATED STAINLESS STEEL TAPES

ITEM: D6236
Precision carbon steel stripes 1,1274 - 1,2003 in packages of 10 pieces 50 mm width and 300 mm length.

Tech. Code Thickness
mm

Width
mm

Length
mm

0.03

50 300

0.04
0.05
0.06
0.07
0.08
0.09
0.10
0.12
0.15
0.18
0.20

Tech. Code Thickness
mm

Width
mm

Length
mm

0.25

50 300

0.30
0.35
0.40
0.45
0.50
0.60
0.70
0.80
0.90
1.00

CALIBRATED STAINLESS STEEL STRIPES

ITEM: D6245
Precision carbon steel stripe 1,1274 - 1,2003 kit.

Tech. Code Assortment
mm

Width
mm

Length
mm

21 pieces from 0,01 to 1,00 25

300
25 pieces from 0,01 to 1,00

5023 pieces from 0,03 to 1,00

11 pieces from 0,02 to 1,00

CALIBRATED CARBON STEEL STRIPES KIT
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DUROMETRI SHORE ANALOGICI

Strumenti utilizzati per rilevare in maniera non distruttiva la durezza di gomma,
plastica, spugne e materiali affini.
La Shore A è la scala maggiormente usata nel campo della misurazione della durezza
degli elastomeri termoplastici. Una lettura 0 indica che il penetratore è entrato fino
alla massima profondità, mentre una lettura 100 indica un’assenza di penetrazione
nel campione.
Al di sopra dei 90 Shore A è consigliabile uno Shore D, dotato di un penetratore più
acuminato. Al di sotto dei 5 Shore A è consigliabile uno Shore C.
I durometri Shore sono indicati per il controllo qualità nella produzione di gomma e
plastiche e per la manutenzione di ghiere e guarnizioni.

ART. LB202

Cod. Tec. GR45
Euro

Campo di misura
HA (HL, HD)

Imipego

D7110A 231,00 SHORE A 0-100
Neoprene, gomma comune, pvc morbido,

elastometri, cuoio, etc.

D7110C 273,00 SHORE C 10-90 Gommapiuma dura, plastiche, etc.

D7110D 310,00 SHORE D 0-100
Formica, plexiglass, plastica dura,

fibre plastiche, polietilene, etc.

DUROMETRI SHORE DIGITALI

Un ampio display permette la lettura del valore, premendo leggermente lo strumento
sul pezzo per alcuni secondi la funzione AGV permette di rilevare la presenza media
di diversi punti (max 9). Spegnimento automatico. 4 batterie tipo AAA 1,5V (incluse).
Peso: 160 g.

ART. D7120

Cod. Tec. GR49
Euro Shore

Uso
HA (HC, HD)

Ris
Dimensioni

mm

D7120A 530,00 A
Gomma morbida e plastica,

elastometri
0,1 162x65x28

D7120D 573,00 D
Gomme dure e
termoplastici

Cod. Tec. GR49
Euro Modello

D99251,5V 5,00 Batterie Ministilo Tipo AAA 1,5V

PROVINI DI DUREZZA

Provini di durezza da utilizzare con Durometri Shore A e D nelle versioni analogica
o digitale.

ART. D7130

Cod. Tec. GR49
Euro Versione Contenuto pezzi

D7130A 227,00 SHORE A 7

D7130D 151,00 SHORE D 3

D.81Indivisible package  Suggested retail package - Unit price

SHORE HARDNESS TESTERS

Specifically designed used to detect non-destructively the hardness of rubber, plastic,
sponges and related materials.
The Shore is the scale most widely used in the field of hardness measurements of
temoplastic elastomers. The symbol 0 indicates that penetration has entered up to
the mximun depth while as the symbol of 100 indicates a lack of penetration in the
sample.
When Shore A is above 90 Shore D is recommended, applied with a sharper
measurement. When Shore A is below 5 Shore C is recommended.
The Shore hardness testers are suitable for the quality control in the production of
rubber and plastic also for the maintenance of sockets\gaskets.

ITEM: LB202

Tech. Code Scale intervals
HA (HL, HD)

Use

SHORE A 0-100
Neoprene, common rubber, soft pvc,

elastomers, leather, etc.

SHORE C 10-90 Hard foam, rubber, plastics, etc.

SHORE D 0-100
Formica, plexiglass, hard plastic,
plastic fibers, polyethylene, etc.

DIGITAL SHORE HARDNESS TESTERS

A large display allows instant SHORE value reading, by lightly pressing the instrument
onto the piece for a few seconds, AGV function enables the average detection of
several points (max 9), automatic switch off. Power supply: 4 AAA-type 1.5V batteries
(included). Weight: 160 g.

ITEM: D7120

Tech. Code Shore
Use

HA (HC, HD)
Res

Dimensions
mm

A
Soft rubber and plastic,

elastomers
0.1 162x65x28

D
Hard and thermoplastic

rubbers

Tech. Code Model

- AAA-type 1.5 battery

HARDNESS SHORE TEST BLOCKS

Hardness test plates to be used with Shore A and D Hardness testers in their analogue
and digital versions

ITEM: D7130

Tech. Code Version Content set pcs

SHORE A 7

SHORE D 3
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DUROMETRI DA BANCO ROCKWELL ANALOGICI Schwer

Dotazione: Pezzi
- Penetratore a cono in diamante 1
- Penetratore a sfera � 1/16´ 1
- Sfere di ricambio 5
- Provino HRC 20-30 1
- Provino HRC 60-70 1
- Provino HRB 20-30 1

Durometro da banco per la misurazione di durezza di metalli in scala ROCK:ELL
A,B e C con le seguenti caratteristiche:
- Struttura portante in fusione di ghisa, altezza max 170 mm, profondità 165 mm
- Sistema idraulico di applicazione del carico con metodo a pesi, conforme a norme

UNI-DIN- ASTM, con carichi da Ng 60/100/150 per le scale ROCK:ELL A,B e C
- Appoggio pezzo dotato di 1 tavola piana Ø 150 mm, 1 tavola piana Ø 55 mm e 1

tavola con prisma a V per misure di particolari cilindrici.

ART. LB060

Cod. Tec. GR46
Euro

Dotazione
Pezzi

Peso
Kg

D722001 1816,00 10 80

STATIVI MANUALI PER DUROMETRI ANALOGICI SHORE

Stativi per durometri shore (analogici) - il metodo di misurazione è un parametro importante tanto quanto
gli strumenti impiegati per effettuare rilevamenti.
Lo stativo permette di operare nelle migliori condizioni possibili al fine di garantire letture realistiche e
dotate della massima ripetibilità.

ART. D7140

Cod. Tec. GR49
Euro

Dimensioni
mm

Per modelli
Peso
Kg

D7140A 446,00 100 x 212 x 2 x 250 A - C 5

D.82 Indivisible package  Suggested retail package - Unit price

ROCKWELL HARDNESS TESTERS

Equipment: Pieces
- Indenter with diamond cone 1
- Ball indenter Ø 1/16" 1
- Spare balls 5
- HRC 20-30 specimen 1
- HRC 60-70 specimen 1
- HRB 20-30 specimen 1

Universal hardness tester for ROCKWELL scale measurement on ferrous materials,
main features as follows:
- Cast iron support structure, testing max height 170mm, depth capacity 165mm
- Hydraulic load application system with weight method, UNI-DIN-ASTM standard

compliant 60/100/150kgf loads for ROCKWELL A, B, and C scales
- N. 1 � 150mm flat surface for workpiece positioning, N.1 � 55mm flat surface and
N. 1 flat surface with V-shaped adapter to measure cylindrical objects.

ITEM: LB060

Tech. Code Composition
Pieces

Weight
kg

10 80

MANUAL STANDS FOR SHORE ANALOG HARDNESS TESTERS

Shore hardness tester stands (analogue) - the measuring method is just as important as the instruments
used.
This stands series allows to operate in optimal conditions to ensure realistic readings with the max
repeatability.

ITEM: D7140

Tech. Code Dimensions
mm

For models
Weight

Kg
100 x 212 x 2 x 250 A - C 5
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DUROMETRI DA BANCO ROCKWELL DIGITALI MANUALI Schwer

Dotazione: Pezzi
- Penetratore a cono in diamante 1
- Penetratore a sfera � 1/16´ 1
- Sfere di ricambio 5
- Provino HRC 20-30 1
- Provino HRC 60-70 1
- Provino HRB 20-30 1

Per la misurazione di durezze su metalli nelle scale ROCK:ELL.
- Struttura portante in fusione di ghisa altezza max di prova 170 mm, prof. 165 mm
- Sistema idraulico di applicazione del carico con metodo a pesi, conforme a norme

UNI-DIN-ASTM, con carichi da Ngf 60/100/150 per le scale ROCK:ELL A, B e C
- Lettura su display digitale con uscita dati USB
- Appoggio pezzo dotato di 1 tavola piana Ø 150 mm, 1 tavola piana Ø 55 mm e

1 tavola con prisma a V per misure di particolari cilindrici
- Fornito completo di manuale d'uso.

ART. LA720

Cod. Tec. GR46
Euro

Dotazione
Pezzi

Peso
Kg

D722101 2690,00 10 80

DUROMETRI DA BANCO UNIVERSALI ANALOGICI Schwer

Dotazione: Pezzi
- Penetratore a cono diamante per scale ROCK:ELL 1
- Penetratore a piramide diamante per scale VICKERS 1
- Penetratore a sfera � 1/16� per scale ROCK:ELL B 1
- Penetratore a sfera BRINELL Ø 2,5mm 1
- Penetratore a sfera BRINELL Ø 5mm 1
- Provini HRC (uno di valore alto, l'altro basso) 2
- Provino standard VICKERS 1
- Provini standard BRINELL 1
- Pesi 5
- Tabella di conversione delle durezze BRINELL 1
- Microscopio 1
- Obiettivo 2,5x 1
- Obiettivo 5x 1
- Tavola d'appoggio mobile 1

Durometro universale da banco con le seguenti caratteristiche:
- Scale ROCK:ELL (HRA, HRB e HRC), BRINELL e VICKERS.
- Struttura portante in fusione di ghisa, altezza max di prova 200 x p. 200 mm
- Applicazione del carico con meccanismo motorizzato e temporizzato
- Precarico 10 Ngf e carichi 60-100-150 Ngf per le scale ROCK:ELL A, B e C
- Carichi di 31.2-62.5-187.5 kgf per le scale BRINELL
- Carichi di 30 e 100 Ngf per le scale VICKERS
- Lettura scale ROCK:ELL su comparatore
- Lettura impronte BRINELL e VICKERS tramite microscopio incorporato
  37.5x e 75x
- Appoggio pezzo con 1 tavola piana Ø 150 mm, 1 tavola piana Ø 55 mm

e 1 tavola con prisma a V per misure di particolari cilindrici.

ART. LB150

Cod. Tec. GR46
Euro

Dotazione
Pezzi

Peso
Kg

D722201 3780,00 19 100

MANUALE
ON-LINE

D.83Indivisible package  Suggested retail package - Unit price

DIGITAL MANUAL ROCKWELL HARDNESS TESTERS

Equipment: Pieces
- Indenter with diamond cone 1
- Sphere indenter Ø 1/16" 1
- Spare shperes 5
- HRC 20-30 specimen 1
- HRC 60-70 specimen 1
- HRB 20-30 specimen 1

Hardness tester for ROCKWELL scale measurement on ferrous materials, main
features as follows:
- Cast iron support structure, testing max height 170mm, depth capacity 165mm
- Hydraulic load application system with weight method, UNI-DIN-ASTM standard

compliant 60/100/150kgf loads for ROCKWELL A, B and C scales
- Reading on digital display with USB output
- N.1 � 150mm flat surface for workpiece positioning, N.1 � 55mm flat surface and
N.1 flat surface with V-shaped adapter to measure cylindrical objects.

- Supplied complete with user manual.

ITEM: LA720

Tech. Code Composition
Pieces

Weight
Kg

10 80

UNIVERSAL ANALOGIC HARDNESS TESTERS

Equipment: Pieces
- Diamond ROCKWELL Indenter 1
- Diamond VICKERS Indenter 1
- Ball Indenter Ø 1/16" for ROCKWELL B scale 1
- Ball BRINELL Indenter Ø 2,5mm 1
- Ball BRINELL Indenter Ø 5mm 1
- Each 1 PC, Total 2 Pcs HRC (High, Lower) 2
- Standard VICKERS Hardness Block 1
- Standard BRINELL Hardness Block 1
- Weight 5
- Check List of BRINELL Hardness 1
- Micro Eyepiece 1
- 2.5x Objective 1
- 5x Objective 1
- Slipped Testing Table 1

Universal analogic hardness test with the following features:
- ROCKWELL (HRA,HRB,HRC), BRINELL, VICKERS scales
- Cast iron structure, maximum height testing piece 200mm, max depht 200mm
- Motorized and temporized load application
- Pre-load 10 kgf, load 60-100-150 kfg for ROCKWELL A, B,C scales
- Load 31.2-62.5-187.5 kfg for BRINELL scales
- Load 30-100 kgf for VICKERS scales
- For ROCKWELL scales reading on analogue dial gauge
- For BRINELL and VICKERS scales reading with supplied microscope

37.5x and 75x
- Piece positioning stages: � 150 mm flat surface, � 55mm flat surface, 1 V-shaped

adapter for cylindrical pieces.

ITEM: LB150

Tech. Code Composition
Pieces

Weight
Kg

19 100

ON-LINE
MANUAL
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DUROMETRI PORTATILI "TOUCH SCREEN" CON STAMPANTE

Durometro portatile ad impatto (rimbalzo di sfera) di nuova concezione per misurare
tutto quello che non è possibile misurare con un durometro statico. Controllo su
superfici piane e cilindriche e su differenti tipi di materiale, con l’ausilio dello stativo
consente il controllo di tutti quei pezzi in cui è richiesto un appoggio o di piccole serie.
Durometro portatile ad alto carico, consente di ottenere risultati paragonabili ad un
durometro da banco.
Può operare in differenti posizioni ed adattarsi alle diverse situazioni di prova, consente
la misurazione in punti particolarmente difficili e su pezzi di diversa grandezza.
Particolarmente indicato per cavità interne, evolventi di ingranaggi e forme irregolari,
opera in spazi ristretti e in tutte le posizioni, su pezzi di qualsiasi forma e dimensione.

- Misura in scala Leeb e conversione nelle scale Rockwell (HRC e HRB),
Brinell (HB), VicNers (HV) e Shore (HS)

- Tastiera di comando a pulsanti, protetta da polvere e liquidi, adatta per uso in officina
- Processore incorporato per l’archiviazione dei dati
- Temperatura di lavoro 0�C a 50�C (32�F - 122�F)
- Pezzo in lavorazione: Peso min: 5kg Spessore min: 5mm
- Spessore min. degli strati: 0,8mm
- Raggio min. della superficie curva: 11 mm
- Uscita dati infrarossi e USB per collegamento alla stampante
- Alimentato con batteria ricaricabile al litio da 3.7 V (compresa)

Cod. Tec. GR46
Euro Risoluzione Precisione

Dimensioni
mm

Peso
g

D721501 (1890,00)
1HL, 1HV, 1HB

0.1HRC, 0.1HRB
1HS, 1MPa

±6HL
(HL 800)

135 x 83 x 24 230

ART. LA760

ART. LA758
Metodo di Misura: Durezza Leeb Scale di Durezza HL, HB, HRB, HRC, HV, HS, ıb.
Campo di Misura: HLD (200-960) - HRC (19.�-6�.5) - HRB (13.5-100) - HB (30-651) - HV (�0-976) - HS
(26.4-99.5) - ıb (375-2639), con sonda di Tipo D (Standard). Precisione: � 6 HLD (HLD �00), ripetibilità
< 6 HLD (HLD=800). Direzione di impatto: 360° impostabili manualmente. Materiali: acciaio, ghisa,
acciaio inox, leghe di alluminio, leghe di rame-stagno, ottone. Peso minimo del campione: 5 Kg. Display:
LCD retro illuminato a Led in lingua Inglese. Memoria 100 gruppi (ogni gruppo include 1-7 risultati e 1
valore medio), comunicazione USB (Standard) con software incluso e 2 batterie da 1.5V tipo AA.

Standard GB/T 17394-1998, ASTM A956

Cod. Tec. GR45
Euro Risoluzione

Dimensioni
mm

Peso
g

D7216STR 1370,00 1 HL - 1 HV - 1 HB - 0,1 HRB - 0,1 HRC - 0,1 HS 76 x 37 x 153 h 280

DUROMETRI LEEB A RIMBALZO

ART. LA759
Scale di durezza: HL - HB - HRB - HRC - HV - HS - ıb.
Campo di Misura: HLD (200-960) - HRC (19.�-6�.5) - HB (30-651) - HV (�0-976) - HS (26.4-99.5) -
HRB (13.5-100) ıb (375-2639), con sonda di tipo D (Standard) e tipo DL (optional). Precisione: � 6
HLD (HLD=800), ripetibilità < 6 HLD (HLD=800). Direzione di Misura 360° con impostazione manuale.
Materiali: Acciaio, Ghisa, Acciaio inox, leghe di alluminio, leghe di rame-stagno, Ottone, Acciaio forgiato.
Peso minimo del campione: 5 Kg. Display da 45 mm OLED con risoluzione 169 x 12� pixel, in lingua
Inglese. Memoria: 1000 gruppi ,ogni gruppo include 6 risultati e 1 valore medio, comunicazione USB,
utilizzata per ricarica e trasmissione dati, utilizza un software per trasmissione, archivio, e stampa.
Batteria al Litio AAA, Capacità di 600 MA/h, tensione 3.7 V e avviso di batteria scarica, dotato di sistema
Auto Power Off per spegnimento automatico dopo 3 minuti di inattività.

Standard: GB/T 17394-1998, ASTM A956

Cod. Tec. GR45
Euro Risoluzione

Dimensioni
mm

Peso
g

D7217INT 1630,00 1HL - 1HV - 1HB - 0,1HRB - 0,1HRC - 0,1HS 46 x 23 x 150 h 110

DUROMETRI LEEB COMPATTI A RIMBALZO

D.84 Indivisible package  Suggested retail package - Unit price

"TOUCH SCREEN" PORTABLE HARDNESS TESTERS - WITH PRINTER

Rebound impact device for hardness testing, an all new approach to measure
anything that cannot be measured by using a static durometer. Used to monitor flat
and cylindrical surfaces on different kinds of material, its stand device allows piece-
counting for specific workpieces or small sets requiring a bearing area.
Heavy load portable durometer, allows to obtain results similar to those of a universal
hardness tester.
It can be easily operated in different positions and suit several test situations, allows
hard-to-access location measurements also on workpieces of different sizes.
Especially suited for internal hollow sections, involute gears and uneven shapes, it
can operate in tight areas and in any position, for pieces of whatever shape and size.

- Leeb scale measurement range and hardness conversion in Rockwell (HRC and
HRB), Brinell (HB), Vickers (HV) and Shore (HS) scales

- Control keyboard, protected from penetration of particles and liquids, suitable for
workshop use

- Integrated data storage processor
- Working temperature 0°C ~ 50°C (32°F - 122°F)
- Processed workpiece: Min weight: 5kg Min thickness: 5mm Min thickness of layers:
0.8mm

- min. radius of curved surface: 11mm
- Infrared and USB data output for printer connection
- Power supply: 3.7V rechargeable lithium battery (included)

Tech. Code Resolution Accuracy
Dimensions

mm
Weight

g
1HL, 1HV, 1HB

0.1HRC, 0.1HRB
1HS, 1MPa

±6HL
(HL 800)

135 x 83 x 24 230

ITEM: LA760

ITEM: LA758
Scale measurement range: Leeb and scales HL, HB, HRB, HRC, HV, HS, ıb.
Measuring range: HLD (200-960) - HRC (19.8-68.5) - HRB (13.5-100) - HB (30-651) - HV (80-976) - HS
(26.4-99.5) - ıb (375-2639), with D type probe (Standard). Accuracy: ± 6 HLD (HLD 800), repeatability �
6 HLD (HLD=800). Impact direction: 360° selectable. Materials: iron, cast iron, stainles steel, aluminium,
etc. Minimum measurable piece weight: 5 Kg. Display: luminated LCD display in english. Memory: 100
groups. USB connection (Standard) with software included and 2 1.5V AA type batteries.

Standard GB/T 17394-1998, ASTM A956.

Tech. Code Resolution
Dimensions

mm
Weight

g
1 HL - 1 HV - 1 HB - 0.1 HRB - 0.1 HRC - 0.1 HS 76 x 37 x 153 h 280

LEEB IMPACT HARDNESS TESTERS

ITEM: LA759

Scale measurement range: Leeb and scales HL, HB, HRB, HRC, HV, HS, ıb.
Measuring range: HLD (200-960) - HRC (19.8-68.5) - HRB (13.5-100) - HB (30-651) - HV (80-976) - HS
(26.4-99.5) - ıb (375-2639), with D type probe (Standard) and DL probe (Optional). Accuracy: ± 6 HLD
(HLD=800), repeatability < 6 HLD (HLD=800). Impact direction: 360° selectable. Materials: iron, cast iron,
stainles steel, aluminium, etc. Minimum measurable piece weight: 5 Kg. Display: 45 mm OLED display
withn 169x128 pixels resolution in english. Memory: 1000 groups. 6 results per group and 1 average
value, USB connection for research, data output. Equipped with software for data transmission, storage
and print out. AAA type lithium battery, with automatic power off after 3 minutes of not use.

Standard GB/T 17394-1998, ASTM A956.

Tech. Code Resolution
Dimensions

mm
Weight

g
1HL - 1HV - 1HB - 0.1HRB - 0.1HRC - 0.1HS 46 x 23 x 150 h 110

LEEB IMPACT HARDNESS TESTERS
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RUGOSIMETRI PORTATILI FACEtest 25

FACE TEST 25 è un rugosimetro palmare di grande versatilità, che può misurare in orizzontale, in
verticale, con il tastatore a 90� e a sbalzo, su superfici piane, diametri interni ed esterni, montato su
stativo. Filtro gauss, � parametri secondo ISO 42�7 (Ra� Rq� (RMS)� Rt� Rz� Rc�Rmax� Rsm� Rpc), 5
parametri secondo ISO 120�5 (Pt� R� AR� Rx� PPL), invio dati per la stampa del profilo e della curva
di portanza (tramite stampante opzionale). Uscita per collegamento a PC con programma (optional)
di calcolo avanzato e stampa grafici, nuova elettronica con display di grandi dimensioni, risoluzione
0,001 µm, campo di misura in Z 400/mm, permette la misurazione di alte rugosità (esempio sabbiature,
goffrature, ecc). Fornito con tastatore standard, provino di rugosità e manuale di istruzione. FACE
TEST 25 plus può montare tastatori speciali ed intercambiarli tra loro e prolunghe per misure in fori
profondi. Software base e cavo di collegamento USB inclusi.

Optional
- Stativo ST1 con piano in granito 300 x 200 mm

ART. LA250

Cod. Tec. GR46
Euro Descrizione

Campo di misura Z
µm

Display

D7241FISSO 1785,00 Tastatore fisso
± 200

-

D7241INTERCAM 1990,00
Tastatore intercambiabile

Standard

D7241GRAF 2805,00 ± 300 Grafico

ART. 178-560-01D
Strumento di misura portatile che permette un'accurata e facile misura della rugosità superficiale.
Il rugosimetro SJ-210 offre i seguenti vantaggi:
- Strumento con sistema a pattino per permettere una navigazione intuitiva del menù
- Batteria ricaricabile per misurazioni sul posto
- LCD grafico 6 cm, (2.4�) a colori retroilluminato
- In grado di effettuare analisi di rugosità conformi a numerose normative industriali:
 DIN EN ISO, VDA, -IS, ANSI
- Memorizzazione dei dati: possono essere memorizzate, fino a 10 condizioni di misura ed un profilo

di misura
- Memory card opzionale: per estendere le capacità di memoria
- Oltre ai risultati di calcolo, il display fornisce in forma grafica il profilo di rugosità rilevato, le curve di

portanza e di distribuzione, ed altre importanti
- Disposizione semplice dei tasti sulla parte frontale dello strumento e sotto l'apposita cover
- Supporta 21 lingue

Cod. Tec. GR50
Euro

Forza di misura detector
M

Angolo punta stilo
Raggio di punta stilo

μm
D7233210 2215,00 0,75 60° 2

RUGOSIMETRI SJ-210

D.85Indivisible package  Suggested retail package - Unit price

PORTABLE ROUGHNESS TESTERS

Face Test 25 roughness is a highly-versatile hand-held device. Suitable for both horizontal and vertical
measuring, 90°, V-shaped, flat surfaces, internal and external diameters, mounted on stand supports.
Gauss filter, 8 parameters, ISO 4287 compliant (Ra, Rq, RMS), Rt, Rz, Rc, Rmax, Rsm, Rpc, 5
parameters ISO 12085 compliant (Pt, R, AR, Rx, PPL), profile and capacity curve data transmission to
the printer (printer supplied as optional). Output connection to PC with advanced computing program
(optional) and graphs printing, new electronics with large display, 0,001 µm resolution, Z400/mm
measurement range designed for higher friction coefficient measurements (sanding, embossing etc.).
Supplied with standard tester, roughness samples and instruction manual. Face test 25 plus may also
mount special interchangeable testers as well as extensions for depth drilling measurement. Basic
software and USB cable are included.

Optionals
- ST1 stand with granite plate 300 x 200 mm

ITEM: LA250

Tech. Code Description
Measuring range Z

µm
Display

Fixed pick up
± 200

-

Interchangeable pick up
Standard

± 300 Graphic

ITEM: 178-560-01D
This is a portable measuring instrument that allows you to easily and accurately measure surface
roughness.
The SJ-210 offers you the following benefits:
- Skid system gives you user friendly and intuitive menu navigation
- It works independently of mains power, allowing you to make on-site measurements
- The 6.0 cm [2.4"] colour graphic, back-lit LCD gives you excellent readability
- It performs roughness analyses conform to various international standards (EN ISO, VDA, ANSI, JIS)

and customized settings
- Data memory: up to 10 measurement conditions and a measurement profile can be stored
- Optional memory card: to expand the range of applications
- Calculation results, assessed profiles, bearing and amplitude curves can be displayed
- Operation by keys on the front and under the sliding cover
- Support of 21 languages

Tech. Code Detector measurement force
M

Angle point stylus
Radius of stylus point

μm
0,75 60° 2

ROUGHNESS TESTERS SJ-210
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RUGOSIMETRI AD ALTE PRESTAZIONI FACEtest 80

Display grafico a cristalli liquidi TFT da 5,7� retroilluminato a 256 colori con tecnologia Touch screen,
46 parametri misurati secondo le principali norme internazionali per rugosità - profilo - ondulazione,
campo di misura 1000 µm, corse automatiche in funzione del cut-off impostato, oppure selezionabili
da 1 a 10 volte il cut-off (0,�mm), stampante termica integrata per esecuzione di report grafici e
numerici, risoluzione 0.001 µm, uscita USB.

Traslatore da laboratorio con spostamento micrometrico frizionato per misure di rugosità e profilo,
corsa 50 mm. Col quale è possibile effettuare misure di precisione con corsa minima di 0,32 mm ( 4
x 0,08 + 0,20 mm di percorsa) Tastatore bivalente SB10 e SB60. Permette di rilevare la rugosità su
particolari curvi come sfere e parti raggiate. Con diamante libero.

ART. LA255

Cod. Tec. GR46
Euro

Campo di misura
µm

Tipo

D724301 3930,00
1000

Con traslatore portatile

D724302 5840,00 Con traslatore da banco

ART. LA265
Serie di 30 piastrine campione riproducenti le più importanti e diffuse lavorazioni meccaniche come
lappatura, rettifica, alesatura, fresatura e tornitura, con rugosità varie che vanno da 0,05 a 12,5 �m di Ra.
Vengono utilizzate come riscontro indicativo comparativo.
Non sono adatte per la taratura o verifica di rugosimetri.

Cod. Tec. GR45
Euro Descrizione

D724530 310,00 Set di n°30 piastrine

CAMPIONI DI RUGOSITA'

ART. LA255
Stativo per rugosimetri con base in granito e colonna con posizionamento micrometrico.

Cod. Tec. GR46
Euro

colonna ø
mm

Colonna h
mm

Base granito
mm

D7244STAT (690,00) 40 300 600 x 400 x 40

STATIVO PER RUGOSIMETRI

D.86 Indivisible package  Suggested retail package - Unit price

HIGH PERFORMANCES ROUGHNESS TESTERS

Backlit liquid crystal TFT 5.7" 256 -colour display with touch screen technology; 46 parameters
measured according to the international Roughness Index - profile-waveness 1000μm measurement
range, auto travel according to cut-off, also selectable from 1 up to 10 times the cut-off (0.8 mm).
Built-in thermal printer to display graph and numerical data reports, 0.001μm resolution, USB output.

Portable laboratory roughness tester- Professional translator with internal metrological reference.
Maximum traverse length of 50 mm. Precision measurement with 0.32 mm min traverse length (
4 x 0.08 + 0.20 mm) SB10 and SB60 dual pick-up. For accurate roughness measurement: radial
roughness (pipes, balls). With diamond sensor stylus.

ITEM: LA255

Tech. Code Measuring range
µm

Type

1000
Portable travel unit

Table travel unit

ITEM: LA265
The set consists of 30 plates reproducing the most important and widespread machining works, such as
lapping, grinding, drilling, milling and turning, with different roughness between 0,05 and 12,5 μm in Ra.
Useful for corresponding indicative comparison.
(NB Not suitable for roughness tester calibration or verification).

Tech. Code Description

30 Comparison specimens set

ROUGHNESS SPECIMENS KIT

ITEM: LA255
Stand for roughness testers with granite base and colum with micrometric positioning.

Tech. Code Column ¡
mm

Column h
mm

Granite base
mm

40 300 600 x 400 x 40

STANDS FOR ROUGHNESS TESTERS
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MICROSCOPI CON SUPPORTO

Microscopio di facile utilizzo ideale per realizzare fotografie e video.
Illuminatore a led incorporato, due fasi focus, utilizzabile anche senza supporto.
Fornito con software per la misurazione delle distanze.

DATI TECNICI
- Ingrandimento da 10x a 200x
- Fotocamera 1,3 Megapixel
- Led di lilluminazione regolabile
- Alimentazione tramite USB
- Compatibile con i sistemi :indows Xp e Vista

Cod. Tec. GR45
Euro Risoluzione

Dimensioni
mm

Piano
mm

Peso
g

D7255C/SOFTW 199,00 1280 x 1024 150 x 175 120 x 175 110

ART. D7255

ART. LA253
Questo nuovo rugoprofilometro rivoluziona la misura della rugosità. Ampio display touchscreen 7 pollici
a 16 milioni di colori. 75 parametri di rugosità secondo le principali norme internazionali. CAD integrato
per l’analisi del profilo. Ampio campo di misura 3000μm in rugosità e in profilometria. Risoluzione 0,1nm
(0,0001μm) su 3000 μm. Salvataggio automatico ultime 6 misure, salvataggio manuale fino a 1000 misure
di profilometria e 4000 misure di rugosità (grafici�parametri).

- Campo di misura: Z  3000 μm per rugosità e Z  3000 μm per profilometria
- Risoluzione: 0,1 nm (0,0001 �m) su � 1500 μm
- Lunghezza di cut-off: 0,08  - 0,25 - 0,8 - 2,5 - 8 mm
- Numero di cut-off: da 1 a 20 cut- off (entro i 60 mm utili di X)
- Corsa di esplorazione: X=60 mm
- Tastatore: Induttivo differenziale ad aste intercambiabili (solo parte terminale in Carbonio)
- Parametri di misura: 75 parametri
- ISO Ra, Rq, Rt, Rz, Rp, Rv, Rc, RsN, RNu, RSm, Rǻq, Rǻa, Rįc, Rmr, RPc, RLo, Rlr, RzMis, RHSC, Pa,

Pq, Pq, Pv, Pc, PsN, PNu, PSm, Pǻq, Pįc, PPc, PLo, Plr, PHSC, :a, :q, :t, :z, :p, :v, :c, :sN,
:Nu, :Sm, :ǻq, :įc, :Pc, :Lo, :lr, :HSC, RN, RpN, RvN, Mr1, Mr2, A1, A2, :, :x, RNe, RpNe,
Rvke, Mr1e, Mr2e, A1e, A2e

- ISO 120�5: Pt, R, AR, Rx, :te, Aw
- DIN 4768: Rmax
- VDA2007: :DSm, :Dc, :Dt
- Unità di misura: millimetri e pollici
- Interfaccia: display grafico da 7 pollici touch screen
- Lingue: Italiano, Francese, Inglese, Tedesco, Spagnolo, Portoghese, Giapponese, Cinese, Coreano
- Memoria: Fino a 4000 misure di rugosità e 1000 di profilometria

Dotazione standard:
- Tastatore per rugosità con cono diamante angolo 90� raggio 2 μm
- Tastatore per profilometria con scalpello angolo 11�
- Software di profilometria
- Campione di calibrazione per la Rugosità Ra  2,97 μm
- Caricabatteria

Cod. Tec. GR46
Euro Descrizione

D7246RP (11600,00) Rugoprofilometro portatile

D7246KITP (880,00) Kit profilometria 3mm (campione di taratura)

RUGOPROFILOMETRO PORTATILE WRP

D.87Indivisible package  Suggested retail package - Unit price

DIGITAL MICROSCOPES COMPLETE WITH STAND

A user-friendly microscope, ideal for image capture and footage.
Integrated LED illumination, two focus phases, can also be used without stand.
Equipped with a specific software featuring comprehensive measurement
functionalities, such as distance, range, etc.

TECHNICAL SPECIFICATIONS:
- 10x to 200x magnification
- 1.3 megapixel resolution camera
- Adjustable light LED
- USB power supply
- Windows XP and Vista compatible.

Tech. Code Resolution
Dimensions

mm
Plan
mm

Weight
g

1280 x 1024 150 x 175 120 x 175 110

ITEM: D7255

ITEM: LA253
This new roughness/surface profiler tester has a revolutionary approach to roughness measurements.
7 Inches wide 16 million colour touch screen display. 75 roughness parameters following the principle
international regulations. Integrated CAD system for profile analysis. Measuring range 3000μm roughness
and profilometry probe. Resolution 0.1 nm (0.0001 μm) on 3000 μm. Automatic saving of last 6 measure,
manual saving up to 1000 measurements for profilometry and 4000 measurements for roughness
(graphics+parameters).

- Measurement range: = 3000 μm for roughness = 3000 μm for profile tester
- Resolution: 0.1 nm (0.0001 µm) on ± 1500 μm
- Cut-off lenght: 0.08 – 0.25 - 0.8 – 2.5 – 8mm
- Cut-off number: from 1 to 20 cut-off (within 60mm)
- Traverse lenght: X = 60 mm
- Pick-up: interchangeable inductive (only carbon tips)
- Measurement parameters: 75 parameters
- ISO Ra, Rq, Rt, Rz, Rp, Rv, Rc, Rsk, Rku, RSm, Rǻq, Rǻa, Rįc, Rmr, RPc, RLo, Rlr, Rzjis, RHSC, Pa,

Pq, Pq, Pv, Pc, Psk, Pku, PSm, Pǻq, Pįc, PPc, PLo, Plr, PHSC, Wa, Wq, Wt, Wz, Wp, Wv, Wc, Wsk,
Wku, WSm, Wǻq, Wįc, WPc, WLo, Wlr, WHSC, Rk, Rpk, Rvk, Mr1, Mr2, A1, A2, W, Wx, Rke, Rpke,
Rvke, Mr1e, Mr2e, A1e, A2e

- ISO 12085: Pt, R, AR, Rx, Wte, Aw
- DIN 4768: Rmax
- VDA2007: WDSm, WDc, WDt
- Unit of measurement: millimeters and inches
- Interface: graphic 7” touch screen display
- Languages: Italian, French, English, German, Spanish, Portuguese, Japanese, Chinese, Korean
- Memory: Up to 4000 roughness measurements and 1000 profilometry measurement

Standard equipment:
- Probe for roughness with diamond cone angle 90 ° radius 2 µm, probe

for profile with a chisel angle 11°, the profile software are included
- Calibration specimen for the roughness Ra = 2.97 µm
- Charger

Tech. Code Description

Portable roughness/surface profiler tester

3mm Profile tester set (specimens for calibration)

PORTABLE ROUGHNESS/SURFACE PROFILER TESTERS
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D.88 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Lenti di ingrandimento a LED con regolazione dell'intensità luminosa, con vasta gamma
di ingrandimenti da 2x a 15x (su richiesta), grazie alle lenti circolari intercambiabili.
La luce a LED garantisce un aumento della vita utile fino a 40.000 ore (durata di vita
stimata/non garantita).
Risparmio del 75� rispetto alla tradizionali lampade a fluorescenza.

ART. LA900

Cod. Tec. GR45
Euro Ingrandimenti

Peso
Kg

Dimensioni braccio
mm

Forma

D7247A2X 522,00 2x 2,2 - A

3
3
0

ø230

300

185

300

LENTI DI INGRANDIMENTO A LED

Cod. Tec. GR45
Euro Ingrandimenti

Peso
Kg

Dimensioni braccio
mm

Forma

D7247B2X 626,00 2x 2,8 1.000 B

ø230

6
0
4

4
4
0

Cod. Tec. GR45
Euro Ingrandimenti

Peso
Kg

Dimensioni braccio
mm

Forma

D7247C2X 927,00 2x 3,2 - C

340353

3
4
0

6
0

190
278

ø230

Lenti di ingrandimento a fluorescenza. Semplice ed affidabile, garantisce
un'eccezionale compromesso tra qualità ed economicità.

ART. LA950

Cod. Tec. GR45
Euro Ingrandimenti

Peso
Kg

Dimensioni braccio
mm

Forma

D7248A2X 207,00 2x
2,7 - A

D7248A4X 351,00 4x

3
3
0

ø 230

300

185

300

LENTI DI INGRANDIMENTO A FLUORESCENZA

Cod. Tec. GR45
Euro Ingrandimenti

Peso
Kg

Dimensioni braccio
mm

Forma

D7248B2X 288,00 2x
3,0 1.000 B

D7248B4X 401,00 4x

ø230

6
0
4

4
4
0

D.88 Indivisible package  Suggested retail package - Unit price

Illuminated magnifier full LED lamp unit with dimming, with a wide magnification range
from 2x to 15x (on demand), thanks to interchangable circular lenses.
LED light source stimated life time 40.000 hours (life time estimated/not guaranteed).
75% energy consumption reduction compared to standard fluorescent lamps.

ITEM: LA900

Tech. Code Magnifications
Weight

Kg
Arm dimensions

mm
Shape

2x 2.2 - A

LED ILLUMINATED MAGNIFIERS

Tech. Code Magnifications
Weight

Kg
Arm dimensions

mm
Shape

2x 2.8 1.000 B

Tech. Code Magnifications
Weight

Kg
Arm dimensions

mm
Shape

2x 3.2 - C

Illuminated magnifier fluorescent lamp. Simple and reliable, combines high quality
components and competitive price.

ITEM: LA950

Tech. Code Magnifications
Weight

Kg
Arm dimensions

mm
Shape

2x
2.7 - A

4x

ILLUMINATED MAGNIFIERS

Tech. Code Magnifications
Weight

Kg
Arm dimensions

mm
Shape

2x
3.0 1.000 B

4x



D

D.89 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Lente antigraffio, corpo in materiale plastico trasparente antiurto, due magneti posti ai
lati ne permettono un facile e sicuro posizionamento anche in verticale dove sia utile
migliorare la visibilità di un dato o di un’immagine.

ART. D7260

Cod. Tec. GR49
Euro Ingrandimenti

Ø lente
mm

D7260305X 39,90 5x 30

LENTI D’INGRANDIMENTO MAGNETICHE

Lenti di ingrandimento a LED, con vasta gamma di ingrandimenti da 2x a 15x
(su richiesta), grazie alle lenti circolari intercambiabili.

La luce a LED garantisce un aumento della vita utile fino a 40.000 ore
(durata di vita stimata/non garantita).

Risparmio del 75� rispetto alla tradizionali lampade a fluorescenza.

ART. LA920

Cod. Tec. GR45
Euro Ingrandimenti

Peso
Kg

Dimensioni braccio
mm

Forma

D7249A2X 269,00 2x
2,1 - A

D7249A4X 459,00 4x

3
3
0

ø230

300

185

300

LENTI DI INGRANDIMENTO A LED

Cod. Tec. GR45
Euro Ingrandimenti

Peso
Kg

Dimensioni braccio
mm

Forma

D7249B2X 342,00 2x
2,7 1.000 B

D7249B4X 513,00 4x

ø230

6
0
4

4
4
0

Cod. Tec. GR45
Euro Ingrandimenti

Peso
Kg

Dimensioni braccio
mm

Forma

D7249C2X 626,00 2x
3,2 - C

D7249C4X 783,00 4x

340353

3
4
0

6
0

190
278

ø230

D.89Indivisible package  Suggested retail package - Unit price

Scratch-resistant lens, shock-proof transparent plastic body, provided with two
magnets on both sides for a safe and easy positioning even upright wherever data or
image enhanced visibility is required.

ITEM: D7260

Tech. Code Magnifications
Ø lens

mm
5x 30

MAGNETIC MAGNIFIERS 5X

Illuminated magnifier full LED lamp unit, with a wide magnification range from 2x to 15x
(on demand), thanks to interchangable circular lenses.

LED light source stimated life time 40.000 hours (life time estimated/not guaranteed).

75% energy consumption reduction compared to standard fluorescent lamps.

ITEM: LA920

Tech. Code Magnifications
Weight

Kg
Arm dimensions

mm
Shape

2x
2.1 - A

4x

LED ILLUMINATED MAGNIFIERS

Tech. Code Magnifications
Weight

Kg
Arm dimensions

mm
Shape

2x
2.7 1.000 B

4x

Tech. Code Magnifications
Weight

Kg
Arm dimensions

mm
Shape

2x
3.2 - C

4x
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D.90 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Lente di vetro antigraffio con montatura in metallo, lente � 20 mm inserita in quella di
� 75 mm, i due diversi ingrandimenti rendono molto efficace e illimitato il suo impiego.

ART. D7265

Cod. Tec. GR49
Euro

Ingrandimenti
Lente Ø 75

Ingrandimenti
Lente Ø 20

D726575205X 71,40 2,5x 5x

LENTI A DOPPIO INGRANDIMENTO

Lente in plastica acrilica.
ART. D7262

Cod. Tec. GR49
Euro Ingrandimenti

Dimensioni
mm

D726250 11,90 3x - 6x 50

D726275 14,10 2,5x - 5x 75

LENTI D'INGRANDIMENTO

Impugnatura ergonomica in gomma, supporto da tavolo in filo metallico.
ART. D7266

Cod. Tec. GR49
Euro Ingrandimenti

Dimensioni
mm

D72668550 26,20 2x - 6x - 10x 85 x 50

Lente in plastica acrilica.
ART. D7267

Cod. Tec. GR49
Euro Ingrandimenti

Ø lente
mm

D726720 8,30 6x 20

D726730 11,10 5x 30

LENTI D'INGRANDIMENTO PIEGHEVOLI

Lente in plastica acrilica.
ART. D7268

Cod. Tec. GR49
Euro Ingrandimenti

Ø lente
mm

D726820 21,70 6x 20

Lenti d'ingrandimento in plastica.
ART. D7269

Cod. Tec. GR49
Euro Ingrandimenti

Ø lente
mm

Dimensioni esterne
mm

D726925 13,60 10x 25 Ø 50 x 45

LENTI D'INGRANDIMENTO

D.90 Indivisible package  Suggested retail package - Unit price

Glass lens with anti-scratch coating, metal framing; Ø 20mm lens being inserted into
the � 75mm one, its two different magnifications provide a near-universal application
in precision work.

ITEM: D7265

Tech. Code Magnifications lens Ø 75 Magnifications lens Ø 20

2,5x 5x

DOUBLE MAGNIFYING GLASSES

Plastic acrylic lens.
ITEM: D7262

Tech. Code Magnifications
Dimensions

mm
3x - 6x 50

2,5x - 5x 75

MAGNIFYING GLASSES

Ergonomical rubber grip wire stand for hand-free uses.
ITEM: D7266

Tech. Code Magnifications
Dimensions

mm
2x - 6x - 10x 85 x 50

Plastic acrylic lens.
ITEM: D7267

Tech. Code Magnifications
¡ lens
mm

6x 20

5x 30

FOLDING MAGNIFIERS

Plastic acrylic lens.
ITEM: D7268

Tech. Code Magnifications
¡ lens
mm

6x 20

Plastic magnifying glasses
ITEM: D7269

Tech. Code Magnifications
¡ lens
mm

External dimension
mm

10x 25 Ø 50 x 45

MAGNIFYING GLASSES
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D.91 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Modello con elevato potere d’ingrandimento e ampio campo visivo, corpo cilindrico in
materiale plastico antiurto e base d’appoggio trasparente.

ART. D7270

Cod. Tec. GR49
Euro Ingrandimenti

Campo visivo
mm

Ø lente
mm

D7270302510X 39,90 10x 30 25

LENTI D'INGRANDIMENTO

Sistema di lenti acromatiche, reticolo con scala di misurazione in mm, corpo in
materiale plastico antiurto con regolazione della messa a fuoco, base di appoggio
portareticolo trasparente asportabile.
* Possono essere richiesti reticoli per altre scale di misurazione.

ART. D7271

Cod. Tec. GR49
Euro Ingrandimenti

Campo visivo
mm

Ø lente
mm

D7271282010X 156,60 10x 28 46

LENTI D'INGRANDIMENTO CON REGOLAZIONE FOCALE

Modello che unisce all’eccellente potere di ingrandimento e campo visivo la possibilità
di illuminare qualora serva il punto da esaminare, corpo in materiale plastico antiurto,
base di appoggio trasparente. Alimentazione: due batterie mezzatorcia tipo C 1,5 V
(non incluse).

ART. D7275

Cod. Tec. GR49
Euro Ingrandimenti

Campo visivo
mm

Ø lente
mm

D7275302510X 57,80 10x 30 25

LENTI D'INGRANDIMENTO CON ILLUMINATORE

Lenti d'ingrandimento in plastica.
ART. D7272

Cod. Tec. GR49
Euro Ingrandimenti

Ø lente
mm

D727230 14,60 5x - 10x - 15x 30

Con illuminazione a led e lente in vetro, batterie incluse (2 x LR14).
ART. D7273

Cod. Tec. GR49
Euro Ingrandimenti

Dimensioni lente
mm

Lunghezza totale
mm

D727350 19,60 3,5x 50 195

D727390 26,00 2,5x 90 230

LENTI D'INGRANDIMENTO CON ILLUMINAZIONE A LED

D.91Indivisible package  Suggested retail package - Unit price

A high-magnification capacity coupled with a large viewing area, shock-proof
cylindrical plastic body, transparent base.

ITEM: D7270

Tech. Code Magnifications
Visual field

mm
Ø lens

mm
10x 30 25

STANDING MAGNIFIERS 10X

Achromatic lens system, scale measuring reticle in mm, shock-proof plastic body,
focus adjustment function, transparent, removable reticle holder base.
* Additional reticles for different scale measurements can be supplied.

ITEM: D7271

Tech. Code Magnifications
Visual field

mm
Ø lens

mm
10x 28 46

ADJUSTABLE FOCUS MAGNIFYING GLASSES

A model that combines the excellent power of magnification and the field of view with
the possibility to illuminate when the point to be examined is needed,
body in shock-proof plastic body, transparent base. Power supply 2 C-type 1.5 V
batteries (not included).

ITEM: D7275

Tech. Code Magnifications
Visual field

mm
Ø lens

mm
10x 30 25

LIGHT MAGNIFIERS 10X

Plastic magnifying glasses.
ITEM: D7272

Tech. Code Magnifications
¡ lens
mm

5x - 10x - 15x 30

With LED-light and glass lens batteries included (2 x LR14).
ITEM: D7273

Tech. Code Magnifications
Ø lens

mm
Total length

mm
3,5x 50 195

2,5x 90 230

LED MAGNIFIERS
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D.92 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Sistema di lenti acromatiche, corpo in materiale plastico antiurto con regolazione della
messa a fuoco, base di appoggio portareticolo trasparente asportabile.

ART. D7277

Cod. Tec. GR49
Euro Ingrandimenti

Campo visivo
mm

Ø lente
mm

D7277262010X 268,00 10x 26 20

Raggi
lunghezza

e fori

Fori
e reticolo polare

Lunghezza
mm/in

Passi metriciSpessori

LENTI D'INGRANDIMENTO CON RETICOLI IN KIT

ART. D7278
Dimensioni contenute un pratico microscopio fornibile anche con reticolo per misurazioni.

Cod. Tec. GR49
Euro Ingrandimenti

D727825X 85,10 25x

MICROSCOPI TASCABILI

ART. D7279
Campo visivo 3 mm. Con regolazione di fuoco e reticolo per misurazioni.

Cod. Tec. GR49
Euro Ingrandimenti

Campo visivo
mm

D727925X 238,50 25x 3

ART. D7280
Dispositivo di illuminazione che consente una osservazione chiara e nitida dell'oggetto da misurare.
Fornito senza lente.

Cod. Tec. GR49
Euro Ingrandimenti

Campo visivo
mm

Ø lente
mm

D72802044 44,20 10x 32 47

ILLUMINATORI PER LENTI TASCABILI

D.92 Indivisible package  Suggested retail package - Unit price

Achromatic lens system, shock-proof plastic body, focus adjustment function,
transparent, removable reticle holder base.

ITEM: D7277

Tech. Code Magnifications
Visual field

mm
Ø lens

mm
10x 26 20

Radius, lengths
and holes

reticle

holes
and polar grid

Lengths
mm/in

Metric pitchThicknesses
reticle

SCALE MAGNIFIER KIT 10X

ITEM: D7278
A limited dimension, practical microscope, also supplied complete with measuring reticles.

Tech. Code Magnifications

25x

PEN MICROSCOPES

ITEM: D7279
3 mm viewing area Complete with focus adjustment and measuring reticle.

Tech. Code Magnifications
Visual field

mm
25x 3

ITEM: D7280
Lighting device for a clear and sharp observation of the object to be measured.
Supplied without lens

Tech. Code Magnifications
Visual field

mm
¡ lens
mm

10x 32 47

ILLUMINATION FOR POCKET MAGNIFYING LENSES
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D.93 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Modello Ottico/Meccanico - Strumento dotato di una testa removibile che consente rilevamenti a contatto con pezzi in rotazione e a
distanza mediante il raggio laser e ad un piccolo spezzone di nastro riflettente applicato al pezzo in rotazione, il dispositivo di memoria
consente di visualizzare sul display dopo la misurazione l’ultima lettura e i valori min/max. Modello ottico per rilevazioni con raggio
laser.
Alimentazione: 4 batteria stilo tipo AA 1,5V (incluse).

Caratteristiche:
- Campo di misura g/min 2,5 · 99,999 (ottica)
- Campo di misura g/min 0,5 · 19,999 (a contatto)
- Campo di misura m/min 0,05 · 1999,9 (con rotella)

ART. D7310

Cod. Tec. GR49
Euro Tipo

Distanza di rilevamento
mm

Precisione

D73101 212,00 Ottico / Meccanico 50 ÷ 500 ± 0.05% + 1 dgt

TACHIMETRI DIGITALI OTTICI E A CONTATTO

Strumenti utilizzati per misurare la velocità di rotazione e/o di scorrimento. Questo strumento usa sensori a contatto. Sono
particolarmente utili negli ambiti delle officine meccaniche e del comparto produttivo di base. L’estrema robustezza e il basso consumo
energetico ne fanno strumenti ideali per misure sul campo.

Dimensioni: 205 x 72 x 36mm Peso 158g

ART. D7325

Cod. Tec. GR49
Euro Risoluzione Vel. Rot. Contatto

D7325TACHIM03 138,00 0.01/0.1/1 0.5 ÷ 19.999

TACHIMETRI DIGITALI A CONTATTO

Cod. Tec. GR49
Euro Modello

D99301,5V 5,00 Batteria Stilo Tipo AA 1.5V

Cod. Tec. GR49
Euro Modello

D99301,5V 5,00 Batteria Stilo Tipo AA 1.5V

D.93Indivisible package  Suggested retail package - Unit price

Optical/contact model - instrument equipped with removable head for contact and distance rotating pieces checking procedures by
using a laser beam and a small portion of reflecting seal tape applied onto a rotating workpiece; storage device enables a display
viewing after last measurement reading and min/max values. Optical model only for laser beam measurements.
Power supply: 4 AA-type 1.5 batteries (included).

Main features:
- 2.5 rpm ÷ 99.999 (optical) measurement range
- rpm 0.5 ÷ 19.999 measurement range (contact measurements)
- m/min 0.05 ÷ 1999.9 measurement range (tapeline measurements).

ITEM: D7310

Tech. Code Type
Measuring distance

mm
Accuracy

Optical/Mechanical 50 ÷ 500 ± 0.05% + 1 dgt

OPTICAL AND CONTACT DIGITAL TACHOMETERS

To measure either rotational or traveling speed. Operating by means of contact sensors. Extremely useful in workshop environments
and in the manufacturing industry. Extremely sturdy, energy efficient instrument, ideal for in-field measuring.
Dimensions. 205 x 72 x 36mm Weight 158g

ITEM: D7325

Tech. Code Resolution Speed Rot. Contact

0.01/0.1/1 0.5 ÷ 19.999

CONTACT DIGITAL TACHOMETERS

Tech. Code Model

- AA-type 1.5 battery

Tech. Code Model

- AA-type 1.5 battery
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D.94 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ART. D7290
Videocamera d’ispezione portatile compatta che consente all’utente di visualizzare le applicazioni in spazi
ristretti che non possono di norma essere viste ad occhio nudo.
L’unità di visualizzazione, con uno schermo LCD ad ampio angolo da 3,5 ³, ha la capacità di visualizzare,
memorizzare e rivedere fotografie e immagini video.
Le immagini possono anche essere visualizzate direttamente su uno schermo TV o memorizzate e
trasferite ad un PC tramite cavo USB.
Grazie alla scheda mini SD è possibile registrare direttamente il video o memorizzare delle foto.
Trasportabile e indipendente, ottimo ed indispensabile quindi per la documentazione di danni o per la
semplice diagnosi.
Riproduzione immediata di video o di immagini registrate direttamente sul monitor a colori TFT o su di un
monitor esterno. Trasferimento di file su computer semplice grazie all’interfaccia USB.
Prolunga fotocamera flessibile della lunghezza di 3 m. Micro obiettivo grandangolare da 5,5 millimetri di
diametro. Luce a Led regolabile per una ottimale illuminazione in tutte le situazioni di utilizzo.
Oltre agli specchi in dotazione da 45� e 90� è possibile, molto facilmente e velocemente, attrezzare lo
strumento con specchi di diverse angolazioni.
Sonde di dimensioni diverse fornibili come optional.

Dotazione:

- Apparecchio base con cavo USB
- Sonda diam. 5,5 mm con videocamera frontale
- Cavo AV 2 per la visualizzazione su TV
- Scheda SD da 2 GB
- Batteria di ricambio
- Adattatore di potenza

Cod. Tec. GR45
Euro Dotazione

Sonda
m

D72906404801 980,00
Apparecchio base con cavo USB + Sonda Ø 5,5mm + Cavo AV 2

+ Scheda SD + Batteria + Adattatore

1

D72906404803 1290,00 3

Prestazioni:
- Sonda semirigida, resistente a oli e abrasioni
- 4 led con illuminazione potenziata
- Alta velocità di ripresa in video e foto
- 2 GB di memoria
- Alta qualità di colori e risoluzione (300.000 pixels)

Formati:
Compressione: MPEG4
Formato immagine: -PEG (640 x 4�0)
Formato video: ASF (320 x 240)
Temperatura lavoro: -10° - +70° C
Dimensioni: L94 x :7� x H10 mm

MANUALE
ON-LINE

MANUALE
ON-LINE

Di serie 
 Optional 
 Optional

VIDEOENDOSCOPI

VIDEOENDOSCOPI - SONDE

ART. D7295

Cod. Tec. GR45
Euro Descrizione

D7295CAVO1 505,00 Sonda 1 m

D7295CAVO3 708,00 Sonda 3 m

D.94 Indivisible package  Suggested retail package - Unit price

ITEM: D7290
Compact portable inspection camera to display the applications for a clear view in tight spots,
not visible at glance.
3.5", wide angle LCD screen, to view, store and review pictures and footage.
Images can also be displayed directly on a TV screen, or stored and transferred
to a PC using a USB cable.
SD mini card allows direct video recording or picture storage. An easy-to-transport standalone device,
excellent for assessing damages, or simple diagnosis. Instant viewing of footage and image captures
directly recorded on a high resolution TFT screen or external monitor. File transferred to computer by using
a USB interface. Flexible 3m cable camera, 5.5mm diameter micro wide angle. Adjustable LED light for
optimal view in all applications. In addition to the 45° and 90°mirrors supplied, the instrument can be easily
equipped with several mirrors featuring different angles.
Cables of different sizes can also be supplied, as an optional item.

Equipment:

- Basic device with USB cable
- Probe diam. 5,5 with front cam
- AV2 cable for TV display
- 2GB SD card
- Spare battery
- Power adapter

Tech. Code Equipment
Probe

m

Basic device with USB cable + Probe + AV2 cable +
SD card + Battery + Power adapter

1

3

Performance:
- Semi-rigid cable, oil-proof and abrasion resistant
- N.4 enhanced illumination LEDs
- High speed video recording and image capture
- 2GB memory
- 300,000 pixel high definition resolution

Formats:
Compression: MPEG4
Image format: JPEG (640 x 480)
Video format: ASF (320 x 240)
Operating temperature: -10° - +70° C
Dimensions: L94 x W78 x H10mm

ON-LINE
MANUAL

Included 
 Optional 
 Optional

VIDEOENDOSCOPES

VIDEOENDOSCOPES PROBES

ITEM: D7295

Tech. Code Description

Probe 1 m

Probe 3 m
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D.95 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

TERMOMETRI A RAGGI INFRAROSSI

Strumento per la rilevazione della temperatura a distanza con puntatore laser incorporato, ampio display
retroilluminato, commutazione da °C (Celsius) a °F (Fahrenheit), impostazione delle soglie di allarme min/
max, spegnimento automatico.
Alimentazione: una batteria 9V (inclusa).

ART. D7610

Cod. Tec. GR49
Euro Campo di misura Rapporto di misura Precisione

D76101 244,00 -50°+800°(C) / -58° +1472°(F) 20:1
-50° ÷ +20° ± 2,5°
+20° ÷ +300° ±1%

+300° ÷ +800° ±1,5%

ART. PROFIL 5
Display a sette cifre per letture 1/100 secondo, funzioni di orologio e calendario. Tasto MODE - LIGHT,
tasto SPLIT-RESET addiziona, rileva tempi intermedi, azzera. Alimentazione: una batteria stilo Tipo AA
1,5V (inclusa).

Cod. Tec. GR49
Euro Descrizione

Dimensioni
mm

D75101 69,00  Cassa infrangibile in ABS resistente agli spruzzi d’acqua. 80 x 57 x 17

CRONOMETRI DIGITALI

Cod. Tec. GR49
Euro Modello

D99159V 5,00 Batteria Transistor 9V

ART. D7630
Strumenti utilizzati per la misura della temperatura con sonda K. Disponibili numerose sonde tra cui
scegliere a seconda del campo di applicazione: temperature superficiali, di un punto, all'interno di un
liquido o di un materiale, dell'ambiente circostante etc.
Conversione automatica celsius / fahrenheit, è adatto per ogni realtà industriale.
Peso: 192 g.

Risoluzione ± :
- 0,1°C da -50 ~ 199,9°C
- 1°C da 200°C ~ 1300°C

Cod. Tec. GR49
Euro Campo di misura Precisione

Dimensioni
mm

D7630TERMDIGK 144,00 -50 ~ 1300°C
Varia dalla sonda

0,3% + 1°C da -50 ~ 799,9°C
0,3% + 2°C da 200°C ~

1300°C

160 x 79
x 43

TERMOMETRI DIGITALI TIPO K

Cod. Tec. GR49
Euro Modello

D99301,5V 5,00 Batteria Stilo Tipo AA 1.5V

D.95Indivisible package  Suggested retail package - Unit price

INFRARED THERMOMETERS

Temperature distance detection instrument with a built-in laser pointer, large backlit LCD display, °C
(Celsius) to °F (Fahrenheit) switch, min/max alarm threshold setting, automatic switch off. Power supply:
transistor-type 9V battery (included).

ITEM: D7610

Tech. Code Measuring range Measuring ratio Accuracy

-50°+800°(C) / -58° +1472°(F) 20:1
-50° ÷ +20° ± 2,5°
+20° ÷ +300° ±1%

+300° ÷ +800° ±1,5%

ITEM: PROFIL 5
Seven digits display for 1/100 sec readings, watch and calendar functions. MODE - LIGHT button,
SPLIT-RESET button, addition, interval detection, clearing functions. Power supply: 1 AA-type 1.5
battery (included).

Tech. Code Description
Dimensions

mm
Sturdy ABS shock-proof and splash-proof casing. 80 x 57 x 17

DIGITAL CHRONOMETERS

Tech. Code Model

Battery 9V Transistor

ITEM: D7630
Instruments used for K-probe temperature measuring. A wide selection of probes to fit a variety of fields
of application: surface temperature, single point tempt, within fluids or materials, environment
Celsius/Fahrenheit automatic conversion, suitable for any industrial requirements.
Weight: 192 g.

Resolution ± :
- 0,1°C from -50 ~ 199,9°C
- 1°C from 200°C ~ 1300°C

Tech. Code Measuring range Accuracy
Dimensions

mm

-50 ~ 1300°C
Varying according to probe type

0,3% + 1°C from -50 ~
799,9°C

0,3% + 2°C from 200°C ~
1300°C

160 x 79
x 43

TYPE-K DIGITAL THERMOMETERS

Tech. Code Model

- AA-type 1.5 battery
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ART. D7631

Cod. Tec. GR49
Euro Modello Applicazione

D7631SONDA01 25,00 SATP-01 (-50-200°C) Superfici

SONDE PER TERMOMETRI DIGITALI TIPO K

ART. D7632

Cod. Tec. GR49
Euro Modello

Sensore
mm

D7632SONDA02 41,00 SATP-02 (-50-500°C) 80

ART. D7633

Cod. Tec. GR49
Euro Modello

Sensore
mm

D7633SONDA03 88,00 SATP-03 (-50-750°C) 500

SONDE PER TERMOMETRI DIGITALI

ART. D7634

Cod. Tec. GR49
Euro Modello

Sensore
mm

D7634SONDA04 90,00 SATP-04 (-50-1000°C) 500

ART. D7635

Cod. Tec. GR49
Euro Modello Applicazione

D7635SONDA202 113,00 SATP-202 (-50-750°C) Superfici

D.96 Indivisible package  Suggested retail package - Unit price

ITEM: D7631

Tech. Code Model Application

SATP-01 (-50-200°C) Surfaces

PROBES FOR K-TYPE DIGITAL THERMOMETERS

ITEM: D7632

Tech. Code Model
Sensor

mm
SATP-02 (-50-500°C) 80

ITEM: D7633

Tech. Code Model
Sensor

mm
SATP-03 (-50-750°C) 500

PROBES FOR DIGITAL THERMOMETERS

ITEM: D7634

Tech. Code Model
Sensor

mm
SATP-04 (-50-1000°C) 500

ITEM: D7635

Tech. Code Model Application

SATP-202 (-50-750°C) Surfaces
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TERMOMETRI A SONDA

Strumento per la rilevazione rapida delle temperature ad un canale, visualizzazione continua dei valori
min/max, allarme acustico per indicare l’avvenuto superamento dei valori limite, tasto HOLD per bloccare
la misura istantanea sul display. Display LCD di grandi dimensioni retroilluminato.
Alimentazione: una batteria transistor 9V (inclusa), custodia infrangibile TOPSAVE (opzionale).

ART. D7650

Cod. Tec. GR49
Euro

Gamma temperatura
°C

Risoluzione
°C

Precisione di lettura
°C

D76501 144,00 -50 +1000

-50 +200
0,1

+200 +1000
1

-50 +900
±0,5

+900 +1000
±0,7

SONDE A TERMOCOPPIA PER TERMOMETRO A SONDA

Sonda stagna con puntale di misura allargato adatta per superfici piatte.
ART. 0602 - 1993

Cod. Tec. GR49
Euro

Gamma temperatura
°C

Classe di precisione

D76521 88,00 -60 +400 2

SONDE A TERMOCOPPIA PER TERMOMETRO A SONDA

Sonda rapida con termocoppia a molla adatta per superfici anche irregolari.
ART. 0602 - 0393

Cod. Tec. GR49
Euro

Gamma temperatura
°C

Classe di precisione

D76541 184,00 -60 +300 2

SONDE A TERMOCOPPIA PER TERMOMETRO A SONDA

Sonda stagna a immersione/penetrazione adatta per materiali semisolidi.
Ideale nel settore della plastica.

ART. 0602 - 1293

Cod. Tec. GR49
Euro

Gamma temperatura
°C

Classe di precisione

D76561 57,00 -60 +400 2

ART. D7640
Strumenti utilizzati per la misura della temperatura senza necessità di contatto. I termometri a infrarossi
sono caratterizzati da un facile utilizzo, da un tempo di risposta pressoché immediato e permettono di
rilevare dati (nelle scale Celsius e Fahrenheit) in sicurezza anche dove gli strumenti tradizionali non
potrebbero operare. La compattezza, la facilità d’uso e l’astuccio da cintura li rendono fruibili anche
dall’utente meno esperto senza bisogno di particolari accorgimenti. Trovano impiego in tutte le realtà
industriali.

Cod. Tec. GR49
Euro Campo di misura Risoluzione

D7640TERMOINFR 154,00 -25°C ~ 560°C 0,2°C

TERMOMETRI AD INFRAROSSI

Cod. Tec. GR49
Euro Modello

D99159V 5,00 Batteria Transistor 9V

Cod. Tec. GR49
Euro Modello

D99159V 5,00 Batteria Transistor 9V

D.97Indivisible package  Suggested retail package - Unit price

THERMOMETERS BY PROBE

Onechannel
instrument for rapid temperature detection, provides on-going display of min/max values, acoustic alarm
relays when threshold values are exceeded, instant displayed value hold feature (HOLD mode button).
Wide, backlight LCD display.
Power supply: one 9V transistor battery (included), TOPSAVE shock-proof housing (optional).

ITEM: D7650

Tech. Code Temperature range
°C

Resolution
°C

Readout accuracy
°C

-50 +1000

-50 +200
0,1

+200 +1000
1

-50 +900
±0,5

+900 +1000
±0,7

THERMOCOUPLE PROBES FOR PROBE THERMOMETERS

Watertight probe with widened measuring tip for flat surfaces.
ITEM: 0602 - 1993

Tech. Code Temperature range
°C

Accuracy class

-60 +400 2

THERMOCOUPLE PROBES FOR PROBE THERMOMETERS

Spring loaded thermocouple rapid probe suited to provide positive contact also with
irregular surfaces.

ITEM: 0602 - 0393

Tech. Code Temperature range
°C

Accuracy class

-60 +300 2

THERMOCOUPLE PROBES FOR PROBE THERMOMETERS

Waterproof immersion/penetration probe suitable for semisolid materials.
Ideal in plastic measurements.

ITEM: 0602 - 1293

Tech. Code Temperature range
°C

Accuracy class

-60 +400 2

ITEM: D7640
Non-contact temperature measurement instruments Infrared thermometers are extremely easy to use,
nearly immediate feedback time, safe data measurement (Celsius and Fahrenheit scales) even in cases
where standard instruments would not operate. Compact, user friendly, complete with its carrying pouch
with belt clip, make it usable even by less-experienced users. Suitable for any industrial sector.

Tech. Code Measuring range Resolution

-25°C ~ 560°C 0,2°C

INFRARED THERMOMETERS

Tech. Code Model

Battery 9V Transistor

Tech. Code Model

Battery 9V Transistor
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MACCHINA DI MISURA OTTICA

- Risoluzione righe renishaw  0,5 µm, precisione E1(2+L/100) µm
- Campo di misura 300 x 300 x 200 mm, stativo con colonna in fusione di leghe leggere
- Telecamera 3.2 Megapixels, video obiettivo micro-zoom motorizzato di serie
- Tastatore a contatto TP20 di serie con stella, doppio monitor LCD 19" di serie
- Vetro campione per la taratura dei pixels di serie, precisione E1(2+L/100) µm

La nuova ALPA SCOPE è la massima espressione della tecnologia Baty applicata
alle macchine ottiche.
Il grande campo di misura (300 x 300 x 200 mm ), la completezza della dotazione,
il software FUSION e la telecamera ad altissima risoluzione (3.22 Megapixels)
permettono misurazioni veloci, complete, affidabili e molto precise.
L'altezza utile di lavoro è 200 mm. La misurazione senza contatto avviene a mezzo
obiettivo micro-zoom di altissima qualità, motorizzato e gestito da software, con
ottica parafocale e paracentrica, ingrandimenti da 20X a 350X con monitor 19".

La misurazione a contatto avviene tramite tastatore Renishaw TP20.
Sistema di illuminazione interamente gestito da software, costituito da diffusore
episcopico anulare con 64 LED bianchi, illuminatore epicoassiale (interno
all'obiettivo) e diffusore diascopico a LED con luce collimata. Visione e misurazione
tramite Personal Computer con monitor a colori 1" e sistema operativo WINDOWS
7 Professional o sucessivo, programma di misura FUSION.

PREZZI A RICHIESTA

D.98

VISION SYSTEM 3D

- High resolution 0.5μm scales for increased accuracy E1 (2+L/100) μm
- 300 x 300 x 200 mm measuring range, plate with light alloy column
- 3.2 Megapixels camera, motorized micro-zoom optics
- Renishaw TP20 touch probe and accessories
- Double 19" LCD monitor as standard
- Master for setting pixels as standard, accuracy E1(2+L/100) µm

The new ALPA SCOPE is the maximum expression of Baty technology applied to
optical machines.
The large measuring range 300 x 300 x 200 mm, the touch probe, the FUSION
software and the high resolution camera (3.22 Megapixels ), allow fast, complete,
affordable and accurate measurements.
The maximum measuring height is 200 mm.
Non-contact measurement through motorized zoom optics, magnification from 20x
to 350x with 19" monitor, collimated profile lighting, TTL (coaxial surface lighting)
and a 64 LED fully programmable segmented surface lighting system.
Contact measuring through Renishaw TP20 touch probe and accessories.
WINDOWS 7 Professional or following edition compatible, FUSION measuring
system.

PRICES ON REQUEST
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BANCO DI AZZERAMENTO E TARATURA ZEROmax

Cod. Tec. GR46
Euro Descrizione

Lunghezza
mm

D7700300 (8500,00) Banco di azzeramento per interni 1 ÷ 300 mm e per esterni 25 ÷ 325 mm 594

D7700500 (10900,00) Banco di azzeramento per interni 1 ÷ 500 mm e per esterni 25 ÷ 525 mm 798

D77001000 (16200,00) Banco di azzeramento per interni 1 ÷ 1000 mm e per esterni 25 ÷ 1025 mm 1308

MANUALE
ON-LINE

ART. LA010
Il modo più preciso, veloce e semplice per azzerare gli strumenti di
misura.
Struttura portante in granito nero per garantire la massima stabilità
dimensionale e l'assenza di vibrazioni. Misurazione a mezzo
riga ottica in acciaio Heidenhain. Tastatore mobile su carrello
motorizzato e controllato da software. Componenti meccanici e
motore di altissima qualità e precisione, indicati per uso continuativo
sia in laboratorio che a bordo macchina in officina. Visualizzatore
con elettronica a micro processore, display LCD e software
dedicato, per facilità d'uso e rapidità di esecuzione.
Memorizzazione di 100 quote di posizionamento, uscita per
collegamento a PC e stampante. Contatti in zirconio. Risoluzione
0,001 mm.
Ideato e progettato per l'azzeramento di alesametri e altri strumenti
a zero variabile, tramite gli accessori opzionali è in grado di
azzerare e/o verificare calibri, micrometri per esterni, micrometri per
interni a 2 o 3 punti di contatto, comparatori, misuratori rapidi ad
aste mobili, ecc.

- Drastica riduzione del tempo annuo nelle operazioni
di azzeramento

- Enorme risparmio economico in termini di anelli master
e blocchetti pianparalleli da certificare

- Precisione dell'azzeramento, riduzione dell'errore dell'operatore
- Se fatto certificare Accredia può fungere da strumento primario
- L'unico a controllo numerico e posizionamento automatico

BANCO DI AZZERAMENTO TARATURA E MISURA METROmax

Cod. Tec. GR46
Euro

Campo di misura
mm

Precisione
μm

Peso
kg

D7710400 (8750,00) 1 ÷ 400

1,5 + L/400

50

D7710700 (10350,00) 1 ÷ 700 60

D77101000 (13800,00) 1 ÷ 1000 70

ART. LA015
- Semplice, rapido, facile da usare di massima affidabilità,
  precisione, solidità e durata
- Costruito in ghisa stabilizzata
- Testate in lega leggera
- Contatti di azzeramento in metallo duro (Widia lappato)
- Righe ottiche in vetro con correzione assoluta ed incrementale
- Grande display con tastiera impostazioni, volantino di manovra

frizionato e carrello regolazione fine
- Precarico di lavoro in spinta e in tiro per misure ripetitive
- Ampia gamma di accessori disponibili a richiesta per svariate

operazioni di controllo

D.99Indivisible package  Suggested retail package - Unit price

SETTING AND CALIBRATION BENCH

Tech. Code Description
Length

mm
Setting and calibration bench for internal 1-300 mm and external 25-325 mm 594

Setting and calibration bench for internal 1-500 mm and external 25-525 mm 798

Setting and calibration bench for internal 1-1000 mm and external 25-1025 mm 1308

ON-LINE
MANUAL

ITEM: LA010
The most precise, fast and simple way to reset the measuring
instruments.
Load-bearing structure in black granite to guarantee maximum
dimensional stability and absence of vibrations. Half-span
measurement.in Heidenhain steel. Mobile probe on a motorized and
software controlled trolley.
Mechanical components and motor of the highest quality and
precision, indicated for continuous use both in the laboratory and
on the machine in the workshop. Display with micro processor
electronics, LCD display and dedicated software, for ease of use
and speed of execution.Storage of 100 positioning values, output
for connection to PC and printer. Zirconium contacts. Resolution
0,001mm.
Designed and engineered to zero bores and other zero-variable
instruments, the optional accessories can calibrate and / or verify
gauges, external micrometers, internal micrometers with 2 or 3
contact points, comparators, rapid gauges with mobile rods , etc

- Drastic reduction of time in zeroing operations
- Huge cost savings in terms of master rings and flat blocks to be

certified
- Accuracy of zeroing, reduction of operator error
- If done certified Accredia it can act as a primary instrument
- Unique numerical control and automatic positioning

SETTING CALIBRATION AND MEASURING BENCH

Tech. Code Measuring range
mm

Accuracy
μm

Weight
kg

1 ÷ 400

1,5 + L/400

50

1 ÷ 700 60

1 ÷ 1000 70

ITEM: LA015
- Fastest, easiest to use, most reliable, precise, solid and long

lasting
- Made of stabilized cast iron
- Light alloy heads
- Hard metal reset switches (HM lapped finish)
- Glass support optical scales with absolute and incremental

correction
- Large display with settings keyboard, frictioned handwheel, high

precision adjustment sliding block
- Push and pull preload for reliable measurements
- Wide array of accessories available on request for a variety of

control operations
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VISORI STEREO MANTIS COMPACT

Mantis Compact è un visore stereo che fornisce ottime immagini tridimensionali garantendo una
straordinaria libertà di movimento della testa grazie alla tecnologia senza oculari brevettata. E' lo strumento
ideale per tutte le applicazioni di ispezione, manipolazione e rilavorazione che necessitano di un basso
ingrandimento.

- Obiettivi a cambio rapido 2x, 4x, 6x e 8x (non inclusi).
- Illuminazione a luce fredda tramite LED a luce bianca, con visione reale dei colori, per oltre 10.000
ore di visione priva di ombre.

- Ampia scelta di stativi. Braccio articolato per applicazioni che richiedono maggiore estensione;
  stativo a colonna ad alta stabilità e con illuminazione diascopica.

ART. COMPACT

Cod. Tec. GR48
Euro Descrizione Ingrandimenti

D7830MANTISCO 1654,00 Strumento base 2X - 8X

D7830COMP4X 100,00
Obiettivo

4X

D7830COMP6X (160,00) 6X

D7830COMP8X (397,00) 8X

VISORI STEREO MANTIS ELITE

Mantis Elite è uno stereo microscopio brevettato senza oculari che fornisce ottime immagini tridimensionali
ed elevatissimi livelli di confort riducendo drasticamente l’affaticamento dell’operatore aumentandone
qualità e produttività. Gli obiettivi con ingrandimenti fino a 20x fanno di Mantis Elite il visore stereoscopico
ad alte prestazioni indicato per un’ampia gamma di operazioni.

- Obiettivi da 2x a 20x con torretta a cambio rapido (non inclusi).
- Illuminazione a luce fredda tramite LED a luce bianca, con visione reale dei colori, per oltre 10.000
ore di visione priva di ombre.

- Ottima ergonomia per una migliore produttività e un maggiore rendimento.
- Straordinaria coordinazione dei movimenti tra mano e occhi per operazioni di ispezione e

manipolazione.
- Ampie distanze di lavoro e grande campo visivo per operazioni di manipolazione e rilavorazione

del campione.
- Ampia scelta di stativi. Braccio articolato per applicazioni che richiedono maggiore estensione.
  Stativo a colonna ad alta stabilità e con illuminazione diascopica opzionale.

Visione senza affaticamento
Grazie alla tecnologia ottica brevettata gli operatori dispongono della massima libertà di movimento della
testa, che garantisce ottima ergonomia, e della straordinaria coordinazione dei movimenti tra mano e occhi
con la possibilità di indossare, all’occorrenza, gli occhiali.

Sinonimo di prestazioni ottiche evolute, Mantis Elite rappresenta l’ottima alternativa agli stereo microscopi
tradizionali in un’ampia serie di operazioni di ispezione, manipolazione e rilavorazione che richiedono
l’ottima coordinazione dei movimenti mano-occhi.

ART. ELITE

Cod. Tec. GR48
Euro Descrizione Ingrandimenti

D7850MANTISEL 3087,00 Strumento base 2X - 20X

D7850ELITE4X 176,00

Obiettivo

4X

D7850ELITE6X (468,00) 6X

D7850ELITE8X (607,00) 8X

D7850ELITE10X (639,00) 10X

CAM-β rivoluziona il mondo delle lenti di ingrandimento portatili digitali. Permette di
scattare ed archiviare foto di altissima qualità negli ambienti produttivi più difficilmente
accessibili. Display da 4,3” con illuminazione a 4 LED. Risoluzione 1280x720, JPEG,
nettamente migliorata rispetto alle precedenti versioni in commercio.

Uscita dati HDMI, per trasferimento dati su PC.

ART. D7801

Cod. Tec. GR48
Euro Ingrandimenti

D7801CAMB (651,00) 4x - 20x

VISORI PORTATILI - CAM-ß

D.100 Indivisible package  Suggested retail package - Unit price

MANTIS COMPACT STEREO VIEWERS

Mantis Compact is a stereo viewer able to provide 3-dimensional images designed for freedom of head
movement employing patented eyepieceless technology. Ideal instrument for all inspection, manipulation
and rework tasks requiring low magnification.

- Fast lens replacement 2x, 4x, 6x e 8x (not included).
- LED cool white light, actual colour viewing, for over 10.000 shadeless viewing hours.
- A wide range of supports. Articulating arm for tasks requiring greater extension, high-stability column

support, diascopic lighting.

ITEM: COMPACT

Tech. Code Description Magnifications

Basic Instrument 2X - 8X

Objective lens

4X

6X

8X

MANTIS ELITE STEREO VIEWERS

Mantis is a patented eyepieceless stereo microscope ensuring great 3D images with the highest levels of
comfort, for a fatigue-free, high quality productive viewing Up to 20x magnifiers make Mantis Elite a high-
performance stereoscopic viewer fit to a wide range of tasks.

- 2 x up to 20x with quick replacement table stand (not included).
- Cool white LED light source, actual colour viewing, over 10.000 shadeless viewing hours.
- Superior ergonomics for an increased quality and productivity.
- Outstanding hand/eye coordination for inspection and manipulation tasks.
- Long working distances and excellent large field of view for manipulation and reworks sample tasks.

Articulated are for applications requiring extened reach.
- Vast choiche of High-stability support.
- Articulated arm for applications which need more extension.
- Vast choice of high-stability column support. Articulated arm for application which need more extension.

High-stability column support with optional diascopic lighting.

Fatigue-free viewing
Patented technology ensuring the operators superior freedom of head movement, great ergonomics and
hand/eye coordination, the ability to wear eyeglasses if required.

State of the art optical performances is what Mantis Elite represents. It is also a great alternative to
traditional stereo microscopes, for a wide range of inspections, manipulation and rework requiring excellent
hand/eye coordination.

ITEM: ELITE

Tech. Code Description Magnifications

Basic Instrument 2X - 20X

Objective lens

4X

6X

8X

10X

CAM-β revolutonizes the world of digital portable magnifiers. It allows you to take and
store photos of the hightest quality in production environments more easily accessible.
Display 4,3” with lighting of 4 LED. Resolution 1280x720, JPEG, Significantly
improved to previous versions on the market.

Data output HDMI, for data transfer on PC.

ITEM: D7801

Tech. Code Magnifications

4x - 20x

PORTABLE MAGNIFIERS - CAM-ß
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MACCHINA DI MISURA OTTICA

Il più semplice ed intuitivo sistema di misura su due assi esistente.
È l’alternativa più conveniente al classico proiettore di profili con un incredibile rapporto
prestazioni/prezzo.

- Campo di misura 200 x 100mm
- Illuminazione a luce trasmessa e riflessa
- Visualizzazione delle immagini su schermo 22” touch-screen
- Computer con sistema operativo Windows 10

Misurazioni su due assi, esportazione delle misure in formato standard e Excel con foto inclusa.

- Installazione e montaggio del sistema
- Formazione degli operatori con nozioni di base sull’uso del sistema e del software

ART. SWIFT PRO CAM

Cod. Tec. GR48
Euro Descrizione Ingrandimenti

D7905K2S11 (15330,00) Macchina SWIFT PRO CAM 20x

STEREOMICROSCOPIO DA LABORATORIO

Stereomicroscopio per applicazioni di laboratorio ed industriali, l'angolo dell'illuminazione in luce riflessa è
regolabile, l'ingrandimento negli oculari va da 7x a 45x.
Dotato di illuminatore doppio regolabile per luce riflessa e trasmessa, la messa a fuoco è regolata mediante
sistema di pignone e cremagliera. Stativo a colonna h 25 cm, binoculare girevole a 360° ed inclinata a 45°.
Obiettivo acromatico parafocale 1x, distanza di lavoro 100mm.

ART. LA370

Cod. Tec. GR46
Euro

Distanza di lavoro
mm

Zoom

D7881MICRO 551,00 100 0,7x - 4,5x

VIDEO-MICROSCOPIO EVOCAM II

Vasta gamma di obiettivi disponibili (non inclusi)

Eccezionale sistema di ispezione video digitale FULL-HD 1080p, progettato per acquisire immagini e
creare report in tutta semplicità. L'acquisizione avviene infatti con la semplice pressione di un tasto.
Superba chiarezza delle immagini video live fino a 60 FPS: frequenza di immagini intercambiabile
(50 fps e 60 fps).
Ampio campo visivo con zoom ottico 30:1.
Ideale per il controllo qualità, collaudo, ispezione e documentazione.

- Stativo a braccio ad alta stabilità per i campioni più grandi
- Monitor 24" LED FULL-HD incluso
- Uscita HDMI e USB 3.0

ART. EVOCAM II

Cod. Tec. GR48
Euro Descrizione

Distanza di lavoro
mm

D789003 (5618,00) Macchina EVOCAM II 106

Cod. Tec. GR48
Euro Obiettivo Range ingrandimenti

D7890063X (294,00) 0,62X da 3,1X - 93,7X

D.101Indivisible package  Suggested retail package - Unit price

OPTICAL MEASURING SYSTEM

The simplest and most intuitive measuring two-axis system. The most cost-effective alternative to a
standard optical profile projector, an outstanding quality price ratio.

- Measuring range 200 x 100 mm
- Transmitted and reflected source of light
- Image display on 22” touch-screen
- Windows 10 operating system computer

Two-axis measuring, Measures exporting in standard format and Excel, photo included.

- System installation and assembly
- Basic knowledge training for the software and system operators provided

ITEM: SWIFT

Tech. Code Description Magnifications

SWIFT PROCAM Machine 20x

PROFESSIONAL LABORATORY STEREOMICROSCOPES

Laboratory stereomicroscope, adjustable reflected light angle, magnification from 7x to 45x.
Double adjustable illuminator for incident and transmitted light, fine adjustment focusing mechanism.
Stand with h 25 cm column, binocular heads 360° rotating and 45° inclined. Parafocal lens 1x, working
distance 100 mm.

ITEM: LA370

Tech. Code Working distance
mm

Zoom

100 0.7x - 4.5x

EVOCAM VIDEO-MICROSCOPES II

Wide range of lens not included

Exceptional digital video inspection system of FULL-HD 1080p, designed to capture images and
create reports in all simplicity at a push of a button. Superb clarity of live video images at up to 60 FPS:
interchangeable image frequency (50 fps and 60 fps). Wide field vision with 30.1 zoom.
Ideal for quality control, testing, inspection and documentation.

- A base with a high stability arm for larger samples
- Monitor 24" FULL LED HD included
- HDMI output and USB 3.0

ITEM: EVOCAM II

Tech. Code Maginifications
Working distance

mm
EVOCAM II Machine 106

Tech. Code Max digital Range enlargement

0,62X from 3,1X - 93,7X
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PROIETTORE DI PROFILI VERTICALE Profil

Robusto proiettore di profili verticale, tavola corse 155x55 mm con sgancio per movimentazione
rapida, righe ottiche 0.5 /Jm, misure su visualizzatore 3 assi (X Y e angoli) con processore geometrico
per il calcolo di raggi, diametri, angoli, interassi, ecc., display LCD retro illuminato. Schermo Ø 300
mm, con ferma grafici. Illuminazione diascopica ed episcopica a mezzo prisma e specchio riflettente.
Altezza massima del campione da misurare 43 mm, peso massimo sulla tavola 15 kg.

ART. LA050

Cod. Tec. GR46
Euro

Tavola corse
mm

Obiettivo

D7952300 7300,00 150 x 50 10x

PROIETTORE DI PROFILI ORIZZONTALE Profil

Proiettore di profili orizzontale con nuova struttura e cabinet metallico per una maggiore stabilità e
rigidità.
Righe ottiche Heidenhain 0.5 Jm, visualizzatore Heidenhain Quadra-Check 220 con ampio schermo
LCD retro illuminato e processore geometrico e programma di misura su due coordinate
per il calcolo di angoli, raggi, interassi, riferimenti, con 2000 blocchi di programmazione, porta IRDA,
uscita RS232, trasmissione di file DXF.
Schermo diametro 340 mm ad alta luminosità.
Dotato di lettore angolare. Tavola in acciaio cromato, corse 175x100 mm su guide di alta precisione.
Illuminazione diascopica ed episcopica a doppia fibra ottica.
L'obiettivo può essere scelto tra 10x e 20x.

ART. LA020

Cod. Tec. GR46
Euro

Tavola corse
mm

Obiettivo Strumenti di Misura

D7954QUADRACK (12350,00)
175 x 100 10x di serie

Quadracheck

D7954FT2E (14890,00) FT2E

D.102 Indivisible package  Suggested retail package - Unit price

VERTICAL PROFILE PROJECTOR

Robust vertical profile projector, stage travel 155 x 55 mm, with fast movement handle, 0,5 µm optical
scales, 3 axis digital display (X Y and angles), data processing unit with functions like radius, angles,
distance between objects, etc., backlit LCD display.
Screen diameter ø 300 mm, profile illumination and 2000 programming elements, IRDA port, RS232
output, DFX file transmission, lens magnificaation 10X. Maximum heigh for piece to measure 43 mm,
maximum weight on the stage 15 kg.

ITEM: LA050

Tech. Code Measuring range
mm

Lens magnification

150 x 50 10x

HORIZONTAL PROFILE PROJECTOR

New bench projector, horizontal light path.
0,5 µm resolution Heidenhain optical scales, Digital Heidenhain Quadacheck 220 display, with
measuring program with geometric functions for skew alignment, angle, radius, point, line, circle. 2000
programming elements, IRDA port, RS232 output, DFX file transmission.
Automatic feature list and graphical view. Macro programming facility guides the operator through
the measurement process. Feature tolerancing and standard report printout1, choosable language.
Rotating 340 mm diameter screen, with hood, digital angle measurement, with 1 minute of arc
resolution, measuring range 175 mm X 100 mm on high precision guides. Chrome plated, cast iron
wokstage, surface area 325 mm X 100 with machined slot for mounting accessories.

Selectable magnification lens 10x or 20x.

ITEM: LA020

Tech. Code Measuring range
mm

Lens magnification Measurement system

175 x 100 10x standard
Quadracheck

FT2E
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Gancio in acciaio inox, display LCD con altezza cifre 12 mm, tasto HOLD per
congelare la visualizzazione del peso per 5 secondi, spegnimento automatico senza
cambio del carico dopo 5 minuti. Alimentazione: due batterie ministilo tipo AAA 1,5V
(incluse).

ART. HDB

Cod. Tec. GR50
Euro

Portata max
Kg

Divisione
g

D85105K5 60,00 5 5

D851010K10 60,00 10 10

DINAMOMETRI DIGITALI

Gancio in acciaio inox, display LCD con altezza cifre 11 mm, nastro di misurazione
estraibile da cm 100, tasto HOLD multifunzione: congela il peso visualizzato per 5
secondi fino a quando non viene premuto un tasto qualsiasi, spegnimento automatico
senza cambio del carico dopo 3 minuti disattivabile. Alimentazione: una batteria
transistor 9V (inclusa).

ART. CH15K20

Cod. Tec. GR50
Euro

Portata max
Kg

Divisione
g

D852015K20 69,00 15 20

Cod. Tec. GR49
Euro Modello

D99251,5V 5,00 Batterie Ministilo Tipo AAA 1,5V

Cod. Tec. GR49
Euro Modello

D99159V 5,00 Batteria Transistor 9V

Linea di accessori indispensabili per ottenere il massimo dal proprio dinamometro. Ideali per operare in sinergia con dinamometri a
cella interna e stativi correlati. Pinze speciali a richiesta.

ART. LB300

Cod. Tec. GR45
Euro

Campo di misura
N

Carico minimo
N

Risoluzione
N

Precisione
±

Corsa

D8550DINAN20N 162,00 20 2 0,001

1% Variabile a seconda del modello

D8550DINAN50N 162,00 50 5
0,01

D8550DINAN100N 162,00 100 10

D8550DINAN200N 162,00 200 20
0,1

D8550DINAN500N 162,00 500 50

DINAMOMETRI ANALOGICI

mro

Perfect
ergonomics

D.103Indivisible package  Suggested retail package - Unit price

Stainless steel hook, LCD display with 12mm high digits, HOLD mode button freezing
load value for 5 seconds; automatic shutdown if no load change occurs within 5
minutes. Power supply: 2 AAA-type 1.5V batteries (included).

ITEM: HDB

Tech. Code Max capacity
kg

Division
g

5 5

10 10

DIGITAL HANGING SCALES

Stainless steel hook, LCD display with 11mm high digits, 100 cm-retractable measuring
tape, HOLD mode multi-function button freezing load value for 5 seconds until any
key is pressed; automatic shutdown if no load change occurs within 3 minutes (this
function can be disabled). Power supply: transistor-type 9V battery (included).

ITEM: CH15K20

Tech. Code Max capacity
kg

Division
g

15 20

Tech. Code Model

- AAA-type 1.5 battery

Tech. Code Model

Battery 9V Transistor

Accessory series which is essential to obtain max performances from your dynamometer. Ideal to operate if paired with internal load
cell dynamometers and related supports. Special clamps upon request.

ITEM: LB300

Tech. Code Measuring range
N

Min load
N

Resolution
N

Accuracy
±

Excursion

20 2 0,001

1% Variable according to model

50 5
0.01

100 10

200 20
0.1

500 50

ANALOG FORCE GAUGES
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Modello di dimensioni e peso ridottissimi (solo 80 mm x 50 gr. di peso), display
LCD con altezza cifre 9mm, piatto di pesata girevole come protezione contro i
sovraccarichi, spegnimento automatico senza cambio del carico dopo tre minuti
disattivabile, contenitore di pesata e box in plastica. Alimentazione: due batterie a
pastiglia tipo LR44 1,5V (incluse).

ART. TCB

Cod. Tec. GR50
Euro

Portata max
g

Divisione
g

Piatto
Ø

D8610200 52,00 200 0,1 80

BILANCE  DIGITALI TASCABILI

Bilancia didattica con buone prestazioni, ampio display LCD con altezza cifre 15 mm,
tasto ON-TARE accensione e azzeramento della visualizzazione a bilancia carica
(ad esempio per eliminare la tara), spegnimento automatico senza cambio dal carico
dopo circa tre minuti disattivabile. Alimentazione: due batterie stilo tipo AA 1,5V
(inluse), alimentatore di corrente 230 V (opzionale).

ART. EMB

Cod. Tec. GR50
Euro

Portata max
g

Divisione
g

Piatto
Ø

D86205000,1 55,00 500 0,1
150

D86202201 57,00 2200 1,0

BILANCE DIGITALI

Cod. Tec. GR49
Euro Modello

D99051,5V 5,00 Batteria 1,5V SR44

Cod. Tec. GR49
Euro Modello

D99301,5V 5,00 Batteria Stilo Tipo AA 1.5V

ART. PCD
Bilancia da laboratorio di precisione con piattaforma separata.
Funzione PRE-TARE per l'anticipata detrazione manuale di un peso contenitore noto, utile per controlli di
riempimento. Unità di misura programmabile (ad es. visualizzazione diretta in lunghezza filamento g/m,
peso di carta o grammatura g/m² ecc.)
Livella e piedini regolabili per un livellamento esatto della bilancia; per risultati di pesata di massima
precisione.
Gabbietta antivento di serie. Copertura rigida di protezione inclusa nella fornitura. Alimentazione:
corrente 230V/50Hz.

Cod. Tec. GR50
Euro

Portata max
g

Divisione
g

Ø piatto
mm

D8625250 305,00 250 0,001 105

BILANCE DA LABORATORIO

D.104 Indivisible package  Suggested retail package - Unit price

A very small-sized and light weighted model (only 80mm x 50g), LCD display with
9mm high digits, rotating weighing platform to prevent overloading; automatic
shutdown if no load change occurs within 3 minutes (this function can be disabled),
plastic weighing container and box. Power supply: 2 button cell LR44 1.5V batteries
(included).

ITEM: TCB

Tech. Code Max capacity
g

Division
g

Plate
Ø

200 0.1 80

DIGITAL POCKET SCALES

Platform scale, good performances, large LCD display, 15mm high digits, ON-TARE
button and display clears up digits when weighing (ex. when tare weight is removed),
automatic shutdown if no load change occurs within 3 minutes (this function can
be disabled). Power supply: two AA-type 1.5V batteries (included), 230V adapter
(optional).

ITEM: EMB

Tech. Code Max capacity
g

Division
g

Plate
Ø

500 0.1
150

2200 1.0

PRECISION DIGITAL SCALES

Tech. Code Model

Battery 1.5V SR44

Tech. Code Model

- AA-type 1.5 battery

ITEM: PCD
Precision laboratory scales with separate platform. PRE-TARE function for the advance manual
deduction of a known container weight, useful for filling controls. Programmable measuring unit (eg.
direct display in filament length g/m² weight, etc.) Level and adjustable feet for exact leveling of the scale;
for maximum precision weighing results.Standard windproof cage. Rigid protection cover included in the
supply. Power supply: 230V / 50 Hz current.

Tech. Code Max capacity
g

Resolution step
g

Plate Ø
mm

250 0,001 105

LABORATORY SCALES
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Funzioni:
- ON/OFF: accensione e spegnimento
- PRINT: trasferimento e stampa dati
- TARE: azzeramento tara
- MODE/CAL: calibrazione, contapezzi, pesature percentuali e
  selezione dell’unità di misura
- SET/M: per il controllo del peso di ogni singolo componente di una miscela

Particolarmente adatta per laboratori di controllo, piatto di pesata in acciaio inox,
ampio display LCD retroilluminato con altezza cifre 15 mm, autospegnimento senza
cambio del carico dopo tre minuti disattivabile. Alimentazione: corrente 230V/50 Hz
(può funzionare anche con batteria da 9V non di serie).

ART. 440

Cod. Tec. GR50
Euro

Portata max
g

Divisione
g

Piatto
mm

D86302000 270,00 2000 0,1 130 x 130

D86306000 180,00 6000 1,0 150 x 170

BILANCE CONTAPEZZI DIGITALI

Modello classico tra le bilance per pacchi e per uso veterinario. Piatto di pesata in
accaio inox con sottostruttura in acciaio verniciato. Comando a 4 tasti. Supporto a
parete, di serie, per il montaggio dell'apparecchio indicatore. Superficie di pesata
(LxP): 305 x 315 mm. Peso netto ca.:3,8 Kg.

Funzioni:
- ON/OFF: accensione e spegnimento
- HOLD: consente il calcolo di un valore medio stabile di pesata in caso di movimento
- UNIT: commutazione unità di misura
- TARE: azzeramento tara

ART. EOB

Cod. Tec. GR50
Euro

Port. max
kg

Divisione
g

Riproducibilità
g

Linearità
g

D8660035K10 (152,00) 35 10 10 ±10

D8660060K20 (152,00) 60 20 20 ±40

D8660150K50 (152,00) 150 50 50 ±50

BILANCE A PIATTAFORMA

Bilancia per pallet in acciaio verniciato a polvere, 4 celle di carico in alluminio rivestite
con silicone, protezione IP67. Può essere comodamente trasportata grazie alla
presenza di rotelle e maniglie. Copertura rigida di protezione inclusa. Superficie di
pesata (LxP): 1195 x 840 mm.

- Grande display LCD, altezza cifre 25 mm
- Dim. apparecchio indicatore: L x P x A 260x115x70 mm
- Lunghezza cavo apparecchio indicatore 5m
- Temp: -10 / +40°C
- Possibile funzionamento a batteria, 4x1.5 V AA (a richiesta)

ART. UIB

Cod. Tec. GR50
Euro

Port. max
kg

Divisione
kg

Peso netto ca.
kg

D86800600 (740,00) 600 0,2

55D86801500 (740,00) 1500 0,5

D86803000 (740,00) 3000 1

BILANCIA PER PALLET

D.105Indivisible package  Suggested retail package - Unit price

Functions:
- ON/OFF: switch on and shutdown
- PRINT: data transfer and printing:
- TARE: tare zero setting
- MODE/CAL: calibration, piece counting, percentage weighing and selection of the

unit of measurement
- SET/M: weight control of each single ingredient of a mixture

Suitable for industrial and laboratory purposes, stainless steel weighing platform,
large backlit LCD display, featuring 15mm high digits; automatic shutdown if no
load change occurs within 3 minutes (this function can be disabled). Power supply:
230V/50 Hz (also powered by 9V batteries, not included).

ITEM: 440

Tech. Code Max capacity
g

Division
g

Plate
mm

2000 0.1 130 x 130

6000 1.0 150 x 170

DIGITAL COUNTING SCALES

Classic model between balances for parcels and for veterinary use. Stainless steel
weighing plate with painted steel structure. 4-key command. Wall bracket, standard,
for mounting the indicator device. Weighing surface (WxD): 305 x 315 mm. Net weight
approx.: 3,8 Kg.

Functions:
- ON/OFF: switching on and off
- HOLD: allows the calulation of a stable average weight value in case of movement
- UNIT: unit measurement switching
- TARE: tare reset

ITEM: EOB

Tech. Code Port. max
kg

Resolution step
g

Reproducibility
g

Linearity
g

35 10 10 ±10

60 20 20 ±40

150 50 50 ±50

PLATFORM SCALE

Pallet scale in powder coated steel, 4 aluminum load cells coated with silicone, IP67
protection. It can be easily transported thanks to the presence of wheels and handles.
Rigid protection cover included. Weighing surface (LxP): 1195 X 840 mm.

- Large LCD display, digit height 25 mm
- Indicator device size: W x D x H 260 x 115 x 70 mm
- Indicator cable length 5m
- Temp: -10/+40°C
- Possible battery operation, 4x1.5 V AA (on request)

ITEM: UIB

Tech. Code Port. max
kg

Resolution step
kg

Net weight
approx.

kg
600 0,2

551500 0,5

3000 1

SCALES FOR PALLETS
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BILANCE CONTAPEZZI DIGITALI

Cod. Tec. GR50
Euro

Portata max
Kg

Divisione (d)
g

Riproducibilità
g

Peso min pezzo
g/pz

D8655K3G02 230,00 3 0,2 0,2 0,1
D8655K6G05 230,00 6 0,5 0,5 0,2
D8655K15G1 230,00 15 1 1 0,5
D8655K30G2 230,00 30 2 2 1

ART. CXB
Modello base per uso professionale anche con certificazione di approvazione (M), risoluzione conteggio
30.000 punti.

Conteggio preciso grazie all'ottimizzazione automatica del riferimento rende più preciso il valore medio
del peso unitario, programmabile tramite tastierino con peso di riferimento conosciuto e quantità pezzi
di riferimento desiderata.
Quantità o peso programmabili e segnale acustico Fill-to-target al raggiungimento del valore desiderato.
Somma di lotti di pezzi uguali in numero complessivo e peso complessivo.
Funzionamento a batteria interna di serie con autonomia 60h ca., tempo di carica 8h ca. e indicatore
stato di carica sul display. Spegnimento retroilluminazione dopo 5 secondi per un notevole risparmio
energetico.
Scanalature per l'acqua lungo il bordo della struttura esterna e anelli di tenuta sui fori d'ingresso
superiori della struttura esterna. Funzione PRE-TARE per detrazione anticipata tara manuale di un
peso contenitore.

DATI TECNICI
-Grande display LCD retroilluminato con altezza cifre 18 mm
-Dimensioni piatto di pesata (acciaio Inox): 300 x 225 mm
-Dimensioni bilancia LxPxA 300 x 330 x 110 mm
-Peso netto ca. 4 kg
-Temperatura ambiente ammessa -10°C / 40°C

SISTEMI DI CONTEGGIO

Cod. Tec. GR50
Euro

Port. max KFP
Kg

Port. max CFS
Kg

Divisione (d)
g

Peso min pz.
g/pz

D8650K30G10 (490,00) 30

6 0,1 0,1
D8650K60G20 (540,00) 60

D8650K150G50 (540,00) 150
D8650K300G100 (860,00) 300

ART. CCS
CONTEGGIO DI GRANDI QUANTITÀ DI PEZZI MINUTI
RISOLUZIONE DI CONTEGGIO ≥ 3 MILIONI DI PUNTI

Con questo precisissimo sistema di conteggio KERN CCS, composto da bilancia per quantità KERN
KFP e bilancia di riferimento KERN CFS, si può sostituire una vasta gamma di bilance contapezzi.

Bilancia per quantità KERN KFP
Il conteggio dei quantitativi dei pezzi può essere eseguito con la massima precisione sulla piattaforma
di pesata (= ponte di pesatura).
- Piattaforma in acciaio inossidabile, sottostruttura in acciaio verniciato
- Cella di carico Single-Point in alluminio (1x3000 e)
- Piatto di pesata (acciaio inossidabile):
 400 x 300 x 128 mm (CCS 30K0.1 - CCS 60K0.1)
 500 x 400 x 137 mm (CCS 60K0.1L - CCS 150K0.1)
 650 x 500 x 142 mm (CCS 150LK0.1L - CCS 300K0.1)

Bilancia di riferimento KERN CFS
Questa bilancia contapezzi professionale KERN CFS impiegabile anche singolarmente, grazie al suo
collegamento ad una piattaforma di pesatura, soddisfa i requisiti più rigorosi in fatto di precisione,
campo di pesatura e volumi della merce.
- Grande display LCD retroilluminato con altezza cifre 20 mm
- Programmabile tramite tastierino: n° unità di riferimento desiderato,
  peso di riferimento noto
- Memoria (PLU) per cento articoli con testo supplementare
- Pesata con campo di tolleranza per pesate di controllo (Checkweighting)
- Funzione Fill-to-target: Peso obiettivo programmabile.
  Raggiungimento del valore obiettivo segnalato tramite segnale ottico e acustico
- Conteggio preciso: L’ottimizzazione automatica della referenza
rende sempre più preciso il valore medio del peso unitario

- Dimensioni bilancia LxPxA 320 x 330 x 125 mm
- Piatto di pesata (acciaio inossidabile 320 x 230 mm)
- Peso netto ca. 3,8 Kg

D.106 Indivisible package  Suggested retail package - Unit price

DIGITAL COUNTING SCALES

Tech. Code Max capacity
kg

Division (d)
g

Repeatability
g

Min piece weight
g/piece

3 0.2 0.2 0.1
6 0.5 0.5 0.2

15 1 1 0.5
30 2 2 1

ITEM: CXB
Basic model for professional use, with EC type approval (M) counting resolution of 30,000 points.
Certificated by OPTIONAL.

Accurate counting guaranteed by the automatic reference optimization for an improved average value
of the single piece weighing; known reference weight and amount of required pieces are configurable
from keyboard.
Programmable quantities and weights, fill-to-target acoustic signal upon reaching required value. Sum-
by-lot and sum-by-weight totalization function.
Power supply with internal battery, approx 60 hour useful working duration, standard; charging time of
approx 8h, charge condition indicator on display. Backlighting turns off after 5 seconds for increased
energy saving.
The outer structure is ribbed with grooves for an effective water removal, provided with packing rings on
upper inlet holes. PRE-TARE function for manual subtraction of a known container weight.

TECHNICAL SPECIFICATIONS
- Large backlit LCD display, 18mm high digits
- Weighing platform dimensions (stainless steel): 300 x 225mm
- Scale dimensions LxDxH 300 x 330 x 110mm
- Net weight ca. 4kg
- Room temperature -10°C/40°C

DIGITAL COUNTING SYSTEMS

Tech. Code Max cap. KFP
Kg

Max cap. CFS
kg

Division (d)
g

Min pcs weight
g/piece

30

6 0.1 0.1
60

150
300

ITEM: CCS
COUNTING LARGE AMOUNTS OF SMALL PIECES
COUNTING RESOLUTION ≥ 3 MILLION POINTS

This highly accurate KERN CCS counting system, comprising a KERN KFP counting scale and a KERN
CFS, can successfully replace a wide range of piece counting scales.

KERN KFP quantity scale
Counting of piece quantities can be conducted with the most accuracy on its weighing platform
(= weighing bridge).
- Stainless steel platform, painted steel sub-framing
- Single-point aluminum load cell (1x3000 e)
- IP65 Protection
- Weighing platform (stainless steel).
400 x 300 x 128mm (CCS 30K0.1 - CCS 60K0.1)
500 x 400 x 137mm (CCS 60K0.1L - CCS 150K0.1)
650 x 500 x 142mm (CCS 150LK0.1L - CCS 300K0.1)

KERN CFS reference scale
This professional KERN CFS piece counting scale can also be used as a standalone unit thanks to
the weighing platform connection, successfully meeting the most stringent standards with regards to
accuracy, weighing area and volume of goods.
- Large backlit LCD display, 20mm high digits
- Keyboard setting, number of reference units required, known reference weight
- PLU memory for one hundred pieces totalization function with additional text
- Tolerance range for check weighting
- Fill-to- target function. Programmable target weight
- Optical and acoustic signaling upon reaching target value
- Accurate Counting. Automatic reference optimization
gradually improves the average value of the single piece weighing

- Dimensions (LxPxA) 320 x 330 x 125mm
- Weighing platform (stainless steel 320 x 230mm)
- Net weight approx. 3.8kg.
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BILANCIA A PAVIMENTO

Funzioni:
- ON/OFF: accensione e spegnimento
- HOLD: consente un valore di pesata stabile anche in presenza di movimento sulla

bilancia, valore congelato fino a quando non si preme nuovamente Hold
- UNIT: commutazione di unità di misura
- TARE: azzeramento tara

Ideale per casse, scatole e piccoli bancali, piano di pesata in acciaio zigrinato antiscivolo
verniciato con piedini regolabili per il livellamento, ampio display LCD retroilluminato
con altezza cifre 52 mm, apparecchio indicatore liberamente posizionabile con cavo
di 5 mt circa completo di supporto a muro, spegnimento automatico senza cambio del
carico dopo tre minuti disattivabile, divisione g 500.
Alimentazione: corrente 230V/50 Hz.

Cod. Tec. GR50
Euro Descrizione

Portata max
Kg

Dimensioni
mm

D86901500 (1110,00) Piano pesata 1500 1000x1000x85

D8690AR (310,00) Rampa salita
-

1000x760x85

D8690AS (120,00) Stativo 750 h

ART. BFB 1T - 4SNM

PINZE AMPEROMETRICHE DIGITALI

Cod. Tec. D921601
GR49 Euro 140,10
Tensione (DC) Volt 4V - 40V - 400V - 600V - 1000V
Tensione (AC) Volt 4V - 40V - 400V - 600V - 700V
Corrente (AC/DC) Ah 400A - 600A - 1000A
Duty cycle 0,1 - 99,9%
Resistenza Ω 400 - 4K - 40K - 400K - 4M - 40M

ART. D9216
Pinza amperometrica/Multimetro, permette di eseguire le misure di corrente (fino a 1000A) senza scollegare l'utenza.
Marcato CE, CAT. III 600V. Display LCD 16mm con retro-illuminazione, pinza illuminata. Fornita con custodia.
Funzione di autospegnimento dopo 30 min.
Alimentazione: 3 batterie x 1,5V AAA (non incluse).

PINZE AMPEROMETRICHE DIGITALI

Cod. Tec. D921701
GR49 Euro 149,40
Corrente (DC) Ah 1mA - 80 A
Corrente (AC) Ah 1mA - 80 A

ART. D9217
Pinza amperometrica specifica per misure precise di bassi valori di corrente. Ideale per misurare correnti di dispersione
o assorbimenti su autovetture, senza dover disconnettere il carico. Marcato CE, CAT. III 600V, CAT. III 300V. La pinza è
dotata di una utile funzione torcia per lavorare in zone buie. Il display LCD di grandi dimensioni e con retroilluminazione a
LED facilita la lettura. Fornita con custodia.
Funzione di autospegnimento dopo 7 min.
Alimentazione: 2 batterie x 1,5V AAA (non incluse).

D.107Indivisible package  Suggested retail package - Unit price

FLOOR SCALES

Functions:
- ON/OFF: switch on and shutdown
- HOLD: allows for a stable weighing value even in presence of scale movement,
holds the displayed weight value until Hold button is pressed again

- UNIT: unit of measurement conversion
- TARE: tare zero setting

Ideal for weighing cases, boxes, small-sized pallets, painted milled steel non-skid
platform, level and adjustable feet, large back lit LCD display, 52 mm digits, the
indicator can be placed away from the base by using its 5m cable complete with wall
stand, auto power off, load unaltered for three minutes, function can be disabled.
230V/50 Hz electric power supply.

Tech. Code Description
Max capacity

Kg
Dimensions

mm
Platform 1500 1000x1000x85

Ramp up
-

1000x760x85

Stand 750 h

ITEM: BFB 1T - 4SNM

DIGITAL AMPEROMETRIC PLIERS

Tech. Code

Tension (dc) Volt 4V - 40V - 400V - 600V - 1000V
Tension (ac) Volt 4V - 40V - 400V - 600V - 700V
Current (ac/dc) Ah 400A - 600A - 1000A
Duty cycle 0,1 - 99,9%
Resistance Ω 400 - 4K - 40K - 400K - 4M - 40M

ITEM: D9216
Amperometric pliers/Multimeter, allow to perform current measuremnts (up to 1000A) without disconnecting the user CE,
CAT. III 600V. 16mm LCD display with back-lightening illuminated pliers. Supplied with custody case. Auto-off function
after 30 min. Power supply 3 batteries x 1,5V AAA (not Included).

DIGITAL AMPEROMETRIC PLIERS

Tech. Code

Current (dc) Ah 1mA - 80 A
Current (ac) Ah 1mA - 80 A

ITEM: D9217
Amperometric pliers specific for precise measurements at low current values. Ideal for measuring leakage current or
absorptions on cars without having to disconnect the load. CE marked, CAT. III 600V, CAT. III 300V. It is equipped with a
useful forch function for working in dark areas.The large LCD display with LED eases reading. Supplied with custody case.
Auto-off function after 7 min. Power supply:
2 x 1,5V AAA (not included).
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SONDA INTERNA - Strumenti utilizzati per misurare lo spessore dei rivestimenti su basi metalliche in maniera non distruttiva.
Con un principio di funzionamento (magneto induttivo e correnti parassite) in modalità Fe sono in grado di rilevare lo spessore di
rivestimenti isolanti (es. smalti/vernici etc.) e non ferromagnetici (alluminio/zinco etc.) a copertura di basi ferromagnetiche (es. acciaio/
ferro etc.).
In modalità NFe sono in grado di rilevare lo spessore di rivestimenti isolanti (es. smalti/vernici etc.) a copertura di basi non
ferromagnetiche (alluminio/zinco etc.). Ideali per il controllo qualità in linea di produzione e in qualsiasi altro ambito industriale dove si
tratti di verificare coperture (galvanica, automotive, nautica, edilizia, etc.).

Nota bene: gli strumenti misurano anche riporti in carburo di tungsteno su acciaio inox.
Conformi agli standard: ISO2178, ISO-2361, DIN, ASTM, BS.

Dimensioni: 126 x 65 x 27 mm  Peso 81 g

ART. D9320

Cod. Tec. GR49
Euro Modalità

Campo di misura
μm

Spessore misurabile min.
mm

Risoluzione
μm

Precisione
μm

D9320INT (615,00) Ferroso - Non Ferroso 0~1250 0,3 0,1 ±1~3%n / ±2.5±1~3%n / ±2.5

MISURATORI DI VERNICI E RIPORTI

SONDA ESTERNA - Strumenti utilizzati per misurare lo spessore dei rivestimenti su basi metalliche in maniera non distruttiva.
Con un principio di funzionamento (magneto induttivo e correnti parassite) in modalità Fe sono in grado di rilevare lo spessore di
rivestimenti isolanti (es. smalti/vernici etc.) e non ferromagnetici (alluminio/zinco etc.) a copertura di basi ferromagnetiche (es. acciaio/
ferro etc.).
In modalità NFe sono in grado di rilevare lo spessore di rivestimenti isolanti (es. smalti/vernici etc.) a copertura di basi non
ferromagnetiche (alluminio/zinco etc.). Ideali per il controllo qualità in linea di produzione e in qualsiasi altro ambito industriale dove si
tratti di verificare coperture (galvanica, automotive, nautica, edilizia, etc.).
Dotazione: 1 sonda Fe, 1 sonda NFe, set di lamine per la calibrazione, 1 base di azzeramento in ferro.

Nota bene: gli strumenti misurano anche riporti in carburo di tungsteno su acciaio inox.
Conformi agli standard: ISO2178, ISO-2361, DIN, ASTM, BS.

Dimensioni: 126 x 65 x 27mm Peso 81 g

ART. D9325

Cod. Tec. GR49
Euro Modalità

Campo di misura
μm

Spessore misurabile min.
mm

Risoluzione
μm

Precisione
μm

D9325EST (583,00) Ferroso
Non Ferroso

0~1250 0,3 0,1 ±1~3%n / ±2.5±1~3%n / ±2.5

SPESSIMETRI DIGITALI PER RIVESTIMENTI

Cod. Tec. GR49
Euro Modello

D99251,5V 5,00 Batterie Ministilo Tipo AAA 1,5V

Cod. Tec. GR49
Euro Modello

D99251,5V 5,00 Batterie Ministilo Tipo AAA 1,5V

Nuovissimo strumento portatile Elcometer display a colori ad alto contrasto e autorotante, precisione a partire da +/-1%, impermeabile
IP65, uscita dati USB e Bleetooth, permette la misurazione dello spessore dei riporti (cromature, vernici, zincature, gomma, ecc) su
metalli ferro magnetici (versione F a induzione magnetica) o su metalli magnetici (versione N a correnti parassite).

La lettura avviene su ampio display LCD, campo di misura 0-1500 μm.
Tutti i messaggi sono in lingua italiana e il programma è interattivo con l'utente.
Di serie funzioni statistiche base ed uscita dati.
Fornito completo di pellicole di taratura e certificato di conformità.

ART. D9305

Cod. Tec. GR46
Euro Descrizione

D9305FEES 1030,00 Misuratore di riporti su base ferrosa con sonda esterna

D9305FEIN 893,00 Misuratore di riporti su base ferrosa con sonda incorporata

D9305FENFES 1685,00 Misuratore di riporti su base ferrosa e non ferrosa con sonda esterna

MISURATORI DI RIPORTI

D.108 Indivisible package  Suggested retail package - Unit price

INTERNAL PROBE. Instrument is used for non-destructive measurement of coating thickness on metallic bases. With an operating
principle (parasite magnetic inductive) these instruments may detect thickness in insulating coating (e.g. enamel, paint, etc.) not
ferromagnetic ones (aluminum, zinc, etc.) used as ferromagnetic coating (e.g. steel, iron, etc.).Furthermore, they can detect insulation
thickness (e.g. enamel, paint, etc.) of non ferromagnetic coating (aluminum, zinc, etc.). Ideal for quality control in production lines and
in any other industrial sector where coating control is required (galvanic, automotive, nautical, construction, etc.).

Note: Instruments measure also tungsten carbide coating on stainless steel.
Compliant to standards: ISO2178, ISO-2361, DIN, ASTM, BS.

Dimensions: 126 x 65 x 27 mm Weight 81 g

ITEM: D9320

Tech. Code Mode
Measuring range

μm
Measureale thickness min.

mm
Resolution

μm
Accuracy

μm

Ferrous - non ferrous 0~1250 0.3 0,1 ±1~3%n / ±2.5±1~3%n / ±2.5

DIGITAL COATING THICKNESS GAUGES

EXTERNAL PROBE - Instruments used for non-destructive measurement of coating thickness of magnetic and non-magnetic metallic
bases. With an operating principle (parasite magnetic inductive) these instruments may detect thickness in insulating coating (e.g.
enamel, paint, etc.) not ferromagnetic ones (aluminum, zinc, etc.) used as ferromagnetic coating (e.g. steel, iron, etc.).Furthermore,
they can detect insulation thickness (e.g. enamel, paint, etc.) of non ferromagnetic coating (aluminum, zinc, etc.). Ideal for quality
control in production lines and in any other industrial sector where coatings control is required (galvanic, automotive, nautical,
construction, etc.)
Equipment: 1 probe Fe, 1 probe NFe, reference standards set, 1 iron zero setting base.

Note: Instruments measure also tungsten carbide coating on stainless steel.
Compliant to standards: ISO2178, ISO-2361, DIN, ASTM, BS.

Dimensions: 126 x 65 x 27mm Weight 81 g

ITEM: D9325

Tech. Code Mode
Measuring range

μm
Measureale thickness min.

mm
Resolution

μm
Accuracy

μm
Ferrous

Non Ferrous
0~1250 0.3 0,1 ±1~3%n / ±2.5±1~3%n / ±2.5

DIGITAL COATING THICKNESS GAUGES

Tech. Code Model

- AAA-type 1.5 battery

Tech. Code Model

- AAA-type 1.5 battery

The brand new portable instrument by Elcometer features a high contrast colour LCD display with auto rotation, thickness measurement
capability to ±1%, dust and waterproof equivalent to IP65, USB and Bluetooth data output for accurate coating thickness measurement
(Chrome, paint, galvanizing, rubber, etc.) on ferrous or non-ferrous metals. There are available three different models,each gauge
provides the user with increasing functionality and could have integral or separate probe.
Large easy to read high contrast auto-rotating display, language selectable and easy to use menu, measuring range 0-1500 µm, IP65
protection, supplied with calibation masters and factory conformity certificate.

ITEM: D9305

Tech. Code Description

Separate probe ferrous coating thickness gauge

Integral ferrous coating thickness gauge

Separate probe ferrous/non ferrous coating thickness gauge

DIGITAL COATING THICKNESS GAUGES
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SONDA ESTERNA - Strumenti utilizzati per misurare lo spessore dei rivestimenti su basi metalliche magnetiche in maniera non
distruttiva. Con un principio di funzionamento (magneto induttivo e correnti parassite) sono in grado di rilevare lo spessore di
rivestimenti isolanti (es. smalti/vernici etc.) e non ferromagnetici (alluminio/zinco etc.) a copertura di basi ferromagnetiche (es. acciaio/
ferro etc.). Ideali per il controllo qualità in linea di produzione e in qualsiasi altro ambito industriale dove si tratti di verificare coperture
(galvanica, automotive, nautica, edilizia, etc.).
Dotazione: 1 sonda Fe, set di lamine per la calibrazione, 1 base di azzeramento in ferro.

Nota bene: gli strumenti misurano anche riporti in carburo di tungsteno su acciaio inox.
Conformi agli standard: ISO2178, ISO-2361, DIN, ASTM, BS.

Dimensioni: 126 x 65 x 27mm Peso 81 g

ART. D9330

Cod. Tec. GR49
Euro Modalità

Campo di misura
μm

Spessore misurabile min.
mm

Risoluzione
μm

Precisione
μm

D93301 (435,00) Ferroso 0~1250 0,3 0,1 ±1~3%n / ±2.5±1~3%n / ±2.5

SPESSIMETRI DIGITALI PER RIVESTIMENTI

Cod. Tec. GR49
Euro Modello

D99251,5V 5,00 Batterie Ministilo Tipo AAA 1,5V

Spessimetri a ultrasuoni – strumenti per il controllo non distruttivo utilizzati per misurare lo spessore nei materiali conduttori di
ultrasuoni. Vengono principalmente impiegati per rilevare lo spessore di scatolati, parti centrali di grosse lamiere, tubazioni, cisterne,
recipienti sotto pressione, paratie etc. I loro principali ambiti di utilizzo sono il controllo qualità in linea di produzione e le verifiche di
manutenzione al fine di rilevare lo stato di corrosione del campione, uscita dati su richiesta.
Dimensioni 149 x 73 x 32 Peso 160g, alimentazione 2 batterie stilo AA (incluse).

Dotazione standard:
- Corpo strumento
- Sonda SAPBN-90° (1,2 - 230 mm)
- Fluido di accoppiamento
- Valigetta antiurto

ART. D9338

Cod. Tec. GR49
Euro

Campo di misura
mm

Precisione
mm

Risoluzione
mm

Velocità
m/s

Memoria interna Condizioni di utilizzo

D9338075300 (783,00) 0.75 ÷ 300
(rif. acciaio)

±0.5% n + 0.04 (rif.acciaio) 0.1/0.01
1000 -
9999

20 allocazioni
( 99 valori cad.)

0 - 40 °C / 10 - 90%
RH

SPESSIMETRI AD ULTRASUONI

Cod. Tec. GR49
Euro Modello

D99051,5V 5,00 Batteria 1,5V SR44

D.109Indivisible package  Suggested retail package - Unit price

EXTERNAL PROBE - Instruments used for non-destructive measurement of coating thickness of magnetic metallic bases. With an
operating principle (parasite magnetic inductive) these instruments may detect thickness in insulating coating (e.g. enamel, paint,
etc.) not ferromagnetic ones (aluminum, zinc, etc.) used as ferromagnetic coating (e.g. steel, iron, etc.).Furthermore, they can detect
insulation thickness (e.g. enamel, paint, etc.) of non ferromagnetic coating (aluminum, zinc, etc.). Ideal for quality control in production
lines and in any other industrial sector where coatings control is required (galvanic, automotive, nautical, construction, etc.)
Equipment: 1 probe Fe, reference standards set, 1 iron zero setting base.

Note: Instruments measure also tungsten carbide coating on stainless steel.
Compliant to standards: ISO2178, ISO-2361, DIN, ASTM, BS.

Dimensions: 126 x 65 x 27mm Weight 81 g

ITEM: D9330

Tech. Code Mode
Measuring range

μm
Measureale thickness min.

mm
Resolution

μm
Accuracy

μm
Ferrous 0~1250 0,3 0,1 ±1~3%n / ±2.5±1~3%n / ±2.5

DIGITAL COATING THICKNESS GAUGES

Tech. Code Model

- AAA-type 1.5 battery

Ultrasonic thickness gauges - instrument designed for a non-destructive thickness measuring of ultrasound conductive materials
Mainly used to measure thickness of boxed structures, centre sections of large sheets, tubing, tanks, pressurized containers, panels
Mainly used for quality management in production lines and maintenance inspections so to detect samples corrosion conditions, data
output upon request.
Dimensions 149 x 73 x 32 Weight 160g, power supply 2 AA 1.5 battery set (included).

Standard equipment:
- Instrument body
- SAPBN-90°probe (1,2 - 230 mm)
- Coupling fluids
- Shock-proof casing

ITEM: D9338

Tech. Code Measuring range
mm

Accuracy
mm

Resolution
mm

Speed
m/s

Main storage In-use conditions

0.75 ÷ 300
(ref. steel)

±0.5% n + 0.04 (ref. steel) 0.1/0.01
1000 -
9999

20 allocations
( 99 values each.)

0 - 40 °C / 10 - 90%
RH

ULTRASONIC THICKNESS GAUGES

Tech. Code Model

Battery 1.5V SR44
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ART. D9340

Cod. Tec. GR49
Euro

Frequenza
Mhz

Ø
mm

Campo di misura
(acciaio)

mm

Ø min
mm

Impiego

D934003300 (393,00) 2 22 3 ÷ 300 20

Ad alta penetrazione,
per materiali spessi,

attenuati
o disperdenti ultrasuoni

SONDE PER SPESSIMETRI AD ULTRASUONI

ART. D9341

Cod. Tec. GR49
Euro

Frequenza
Mhz

Ø
mm

Campo di misura
(acciaio)

mm

Ø min
mm

Impiego

D934112230 (233,00) 5 10 1.2 ÷ 230 20 x 3 Standard

ART. D9342

Cod. Tec. GR49
Euro

Frequenza
Mhz

Ø
mm

Campo di misura
(acciaio)

mm

Ø min
mm

Impiego

D93421223090 (276,00) 5 10 1.2 ÷ 230 20 x 3 Standard /90°

ART. D9343

Cod. Tec. GR49
Euro

Frequenza
Mhz

Ø
mm

Campo di misura
(acciaio)

mm

Ø min
mm

Impiego

D934307580 (318,00) 7 6 0.75 ÷ 80 15 x 2
Tubature sottili o pareti di tubature

con piccolo raggio di curvatura

SONDE PER SPESSIMETRI AD ULTRASUONI

ART. D9344

Cod. Tec. GR49
Euro

Frequenza
Mhz

Ø
mm

Campo di misura
(acciaio)

mm

Ø min
mm

Impiego

D934403200 (520,00) 5 14 3 ÷ 200 30 Superfici roventi fino a 300°

D.110 Indivisible package  Suggested retail package - Unit price

ITEM: D9340

Tech. Code Frequency
MHz

Ø
mm

Measuring range
(steel)
mm

min Ø
mm

Use

2 22 3 ÷ 300 20

High penetration degree,
for thick materials,

ultrasound attenuating
or dispersing

PROBES FOR ULTRASONIC THICKNESS GAUGES

ITEM: D9341

Tech. Code Frequency
MHz

Ø
mm

Measuring range
(steel)
mm

min Ø
mm

Use

5 10 1.2 ÷ 230 20 x 3 Standard

ITEM: D9342

Tech. Code Frequency
MHz

Ø
mm

Measuring range
(steel)
mm

min Ø
mm

Use

5 10 1.2 ÷ 230 20 x 3 Standard /90°

ITEM: D9343

Tech. Code Frequency
MHz

Ø
mm

Measuring range
(steel)
mm

min Ø
mm

Use

7 6 0.75 ÷ 80 15 x 2
Thin steel tubing or wall piping,

with small bending radius

PROBES FOR ULTRASONIC THICKNESS GAUGES

ITEM: D9344

Tech. Code Frequency
MHz

Ø
mm

Measuring range
(steel)
mm

min Ø
mm

Use

5 14 3 ÷ 200 30 Hot surfaces up to 300°
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ART. D9345
Accessorio opzionale molto utile per mantenere sempre sotto controllo la funzionalità del proprio parco
strumenti nell’ambito della misura a ultrasuoni degli spessori. Il prodotto da il meglio di sé in abbinamento
a un certificato primario SIT o a un rapporto di taratura, a seconda che si debbano documentare delle
misure o vagliare internamente i risultati. I master di calibrazione standard sono realizzati in materiale
metallico e dotati di 6 scalini, possibilità di master su misura a richiesta.

Cod. Tec. GR49
Euro Descrizione

D9345MASTERCAL (196,00) Master di calibrazione a 6 Step

MASTER DI CALIBRAZIONE PER SPESSIMETRI AD ULTRASUONI

ART. USTM

Cod. Tec. GR49
Euro

Peso
g

D9347FLUIDO (19,00) 50

FLUIDI DI ACCOPPIAMENTO

Strumento utilizzato per misurare in maniera non distruttiva le differenze cromatiche tra 2 o più campioni secondo le coordinate Lab
e Lch. I colorimetri sono in grado di operare su materiali quali plastica, metallo, stampe e superfici verniciate e vengono impiegati
principalmente per il controllo qualità su merci in ingresso e in uscita. L'estrema portabilità ne fa uno strumento ideale per misure sul
campo. Interfaccia PC inclusa. Schermo LCD retroilluminato.

Caratteristiche:
- Tempo di misurazione circa 3 secondi
- Intervallo di prova 2 secondi
- Spegnimento automatico dopo 5 minuti
- Mantiene l'ultimo valore misurato (non collegato al PC)
- Angolo di test 10° standard CIE
- Fonte luminosa C
- Sensore: Matrici di fotodiodi di silicio
- 2 batterie AA 1.5V, alimentazione esterna (1.5A)
- Condizioni operative 0-40°C / Umidità relativa inferiore a 85%

Dotazione:
Custodia  - CD software - Alimentatore 5V - Cavo connessione USB
Accessori opzionali: Certificato SIT e/o RDT

ART. D9410

Cod. Tec. GR49
Euro

Dimensioni
mm

Peso
g

Campo di misura
Apertura di misura

ø mm
D9410COLORIMT (2758,00) 171 x 50 x 48.8 203,6 L: 0 ÷ 100 a: -128 ÷ -127  b: -128 ÷ -127 8

COLORIMETRO

Cod. Tec. GR49
Euro Modello

D99301,5V 5,00 Batteria Stilo Tipo AA 1.5V

D.111Indivisible package  Suggested retail package - Unit price

ITEM: D9345
A very useful accessory to routinely check your ultrasonic thickness measuring set . Best performances
when including a SIT certificate of calibration traceability or a calibration report, depending on whether
you need to provide measuring evidence or in-house results assessments Standard calibration masters
are build on metallic material and feature 6 grades, customized checkers are also available upon
request.

Tech. Code Description

6-Step Calibration Master

CALIBRATION MASTER FOR ULTRASONIC THICKNESS GAUGES

ITEM: USTM

Tech. Code Weight
g

50

COUPLING FLUIDS

Instrument used for non-destructive measurement of chromatic properties between 2 or more samples according to Lab and Lch
standards colourimeters can be used on plastic, metal, printed, painted materials. Mainly used for quality controls on in coming and
out going goods. Extremely portable unit, ideal for in-field measuring PC interface included Back lit LCD display.

Features:
- Approx. 3 sec measuring time
- 2 sec test interval
- Automatic power off after 5 minutes
- Stores last measured value (not connected to a PC)
- 10° test angle CIE standard
- Light source C. Sensor
- Silicon photodiode matrix
- 2AA 1.5V battery set, external power supply (1.5A)
- 0-40°C operating conditions / Relative humidity below 85%

Equipment:
Casing - Software CD - 5V adapter - USB connection cable
Optional accessories: SIT and/or RDT certificate

ITEM: D9410

Tech. Code Dimensions
mm

Weight
g

Measuring range
Measurement opening

ø mm
171 x 50 x 48.8 203.6 L: 0 ÷ 100 a: -128 ÷ -127 b: -128 ÷ -127 8

COLORIMETER

Tech. Code Model

- AA-type 1.5 battery
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QUADRETTATORI / ADESIMETRI

Strumenti impiegati al fine di valutare l’adesione su rivestimenti singoli e/o multi strato. Lo strumento
è composto da un’impugnatura e da una testina metallica. Su quest’ultima sono presenti 6 o 11 lame,
disposte con una spaziatura di 1, 2 o 3mm. A seconda di questi parametri la testina sarà destinata a
misurare l’adesione di rivestimenti rispettivamente compresi tra 0 e 60μm, 60 e 120μm o 120 e 250μm.
La procedura di misurazione consiste nel far scorrere la testina sulla superficie campione 2 volte, facendo
in modo che gli scorrimenti siano rispettivamente ortogonali, in maniera da andare a “Quadrettare” il
rivestimento. Comparando le condizioni del rivestimento dopo il test con una tabella riconosciuta a livello
internazionale si può definire il grado di adesione. Al fine di agevolare l’operatore e per mantenere traccia
del test vengono utilizzati rispettivamente una lente d’ingrandimento e un nastro adesivo trasparente.
Impiegati in ogni processo industriale concernente verniciature e rivestimenti. Conformi agli standard: BS
3900 E6 - BS/EN ISO 2409 - ASTM D 3359 - GB/T 9286.

Dotazione:
Valigetta - Nastro adesivo trasparente 3M - Spazzola - Lente di ingrandimento
Accessori opzionali: Testine aggiuntive - Certificato SIT e/o RDT

ART. D9510

Cod. Tec. GR49
Euro

Campo di misura
Sub. duri

Campo di misura
Sub. morbidi

N. quadrati Testina

D9510ADESIM01 (670,00) Variabile Variabile Variabile N.2 (a scelta)

D9510ADESIM02 (443,00)
0 ~ 60 μm -

100 N.1 (11 lame)

D9510ADESIM03 (456,00) 25 N.1 (6 lame)

D9510ADESIM04 (456,00)
60 ~ 120 μm 0 ~ 120 μm

100 N.1 (11 lame)

D9510ADESIM05 (456,00)
25 N.1 (6 lame)

D9510ADESIM06 (456,00) 120 ~ 250 μm 120 ~ 250 μm

ART. D9450
Strumento per il controllo non distruttivo utilizzato per misurare la brillantezza delle superfici verniciate
e/o lucidate. A seconda della geometria di rilevamento si avranno misure ottimizzate per diversi gradi
di brillantezza e al fine di aumentare la duttilità d'impiego alcuni strumenti sono dotati di geometria di
rilevamento multipla. I glossometri sono l'deale per molti ambiti d'impiego: industria mobiliera, automotive
e tutti i settori dov'è fondamentale controllare la brillantezza delle superfici. Conformi agli standard:
ISO2813, ASTMD523, DIN-67530, ISO7668, GB9754.

Caratteristiche:
- Calibratura automatica
- Tipo di luce A
- Geometria 20°, 60°, 85°
- Schermo LCD altezza 10mm
- Rilevatore fotodiodo di silicio
- Superficie di misurazione 11 x 54 mm
- Area misurata 20°=10x10mm 65°=10x20mm 80°=7x24
- Alimentazione: 1 batteria AA

Dotazione: Valigia rigida - Piastra di calibrazione
Accessori opzionali: Rapporto di taratura   

Dimensioni: 142 x 32 x 64 mm - Peso 320 g

Cod. Tec. GR49
Euro

Ripetibilità
Punti brill.

Campo di
misura

Unità brill.

Risoluzione
unità brill.

Precisione
Punti brill.

D9450GLOSSMT (1133,00) ± 0.4 0 ÷ 199,9 0.1 ± 1.5

GLOSSMETRO

D.112 Indivisible package  Suggested retail package - Unit price

CROSS HATCH ADHESION TESTERS

Employed to perform adhesion related evaluations on single and/or multi layer coating Comprising a grip
and a metallic head. The latter featuring 6 up to 11 blades, with a 1, 2 or 3mm spacing. According to said
parameters the head shall evaluate adhesion in several types of coating within the following ranges 0 and
60μm, 60 and 120μm or 120 and 250μm. measurement is performed by having the head run twice onto
a sample surface, in such a way so to have orthogonal runs, so each coating is cut into small squares.
By comparing after test, coating conditions against a standard international chart, degree of adhesion is
assessed. In order to help the operator and keep track of the test, a magnifier and a transparent adhesion
tape are used. Used in any industrial process involving painting and coating procedures. Compliant to
standards: BS 3900 E6 - BS/EN ISO 2409 - ASTM D 3359 - GB/T 9286.

Equipment: Casing - 3 M Transparent adhesive tape - Brush-Magnifier
Optional accessories: Additional heads - SIT and/or RDT certificate

ITEM: D9510

Tech. Code Measuring range
Hard sub

Measuring range
Soft sub

N. of squares Head

Variable Variable Variable N.2 (of choice)

0 ~ 60 μm -
100 N.1 (11 blades)

25 N.1 (6 blades)

60 ~ 120 μm 0 ~ 120 μm
100 N.1 (11 blades)

25 N.1 (6 blades)
120 ~ 250 μm 120 ~ 250 μm

ITEM: D9450
Instrument used for non-destructive control. Used to measure gloss of materials such as painted and /or
polished surfaces Depending on detection system, measures will be optimal for several degrees of gloss
intensity. In order to further enhance their versatility some instruments also feature multiple detection
methods. Gloss meters can suit several tasks: furniture manufacturers, automotive and all those industry
sectors where surface gloss intensity is essential. Compliant to standards: ISO2813, ASTMD523, DIN-
67530, ISO7668, GB9754.

Features:
- Automatic calibration
- Type A light
- 20°, 60°, 85° angles
- 10mm high LCD display
- Silicon photodiode sensor
- Measurement surface 11 x 54 mm
- Measured area 20°=10x10mm 65°=10x20mm 80°=7x24
- Power supply: 1 AA type battery

Equipment:
Hard casing - Calibration plate
Optional accessories: Calibration ratio

Dimensions: 142 x 32 x 64 mm - weight 320 g

Tech. Code Repeatability
Gloss points

Measuring
range

Gloss units

Resolution
Gloss units

Accuracy
Gloss points

± 0.4 0 ÷ 199.9 0.1 ± 1.5

GLOSSMETER
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VIBROMETRI

Strumenti utilizzati per misurare in maniera non distruttiva i parametri relativi alle vibrazioni quali
accelerazione, valore quadratico medio della velocità (c.d. valore efficace) e lo spostamento. Questi tipi di
vibrometri sono particolarmente indicati per effettuare operazioni di manutenzione e controllo su cuscinetti,
macchinari, impianti e loro parti. Le dimensioni compatte e la facilità d’uso ne fanno strumenti ideali per
misure sul campo. Conforme allo standard: ISO2954.

Accelerazione (10Hz - 1Khz / 10HZ - 10Khz) 0.1 ~ 400 m/s2
Velocità RMS (10Hz - 1Khz)  0.1 ~ 400 mm/s
Spostamento (10Hz - 1Khz)  0.001 ~ 4.0 mm

Alimentazione 4 x 1.5V AAA (UM4) - Indicatore batteria
Dimensioni 124 x 62 x 30 mm      
Peso 120 g (batterie escluse)

Dotazione: - Valigetta - Base magnetica - Trasduttore piezoelettrico - 2 punte
Accessori opzionali: - Cavo e software - Cuffie - Certificato SIT e/o RDT

ART. D9610

Cod. Tec. GR49
Euro RPM Frequenza Precisione Cond. utilizzo

D9610VIBROMT (721,00) 60 ~ 99990 r/min da 0.1 a 20 KHz ± 5%+2 0 ~ 50 °C ≤ 90%RH

IGROMETRI PER MATERIALI - SONDE
ART. D9720

Cod. Tec. GR49
Euro Modello

D9720SOND-2 (117,00) Sonda tipo G

IGROMETRI PER MATERIALI

Strumenti utilizzati per misurare la percentuale di umidità relativa nei materiali in maniera non distruttiva.
In base al tipo di sensore, a contatto o a infissione, lo strumento rileva l’umidità relativa sfruttando due
differenti principi fisici, rispettivamente attraverso la misura della capacitanza e della resistenza. Gli
strumenti hanno una grande varietà di materiali misurabili come legno (oltre 150 specie), vetroresina,
sabbia, cuoio, ghiaia, carta, muratura, etc.

ART. D9710

Cod. Tec. GR49
Euro

Campo di misura
umidità

Precisione umidità
±

Dimensioni
mm

Peso
g

D9710IGRO01 (286,00) 6 ~ 30% 0.5% 165 x 62 x 26 175

Cod. Tec. GR49
Euro Modello

D99301,5V 5,00 Batteria Stilo Tipo AA 1.5V

Cod. Tec. GR49
Euro Modello

D99251,5V 5,00 Batterie Ministilo Tipo AAA 1,5V

D.113Indivisible package  Suggested retail package - Unit price

VIBRATION METERS

Instruments used for non-destructive measurement of vibration parameters such as acceleration, average
quadratic value of speed ( effective value) and deviation. This type of vibro meters are extremely fit to
perform bearing, machinery, plants and related components maintenance checks Compact design, user
friendly, ideal for in-field measurement Compliant to standard: ISO2954.

Acceleration (10Hz - 1Khz / 10HZ - 10Khz) 0.1 ~ 400 m/s2
RMS speed (10Hz - 1Khz) 0.1 ~ 400 mm/s
Deviation (10Hz - 1Khz) 0.001 ~ 4.0 mm

Power supply 4 x 1.5V AAA (UM4) battery set - Battery level
Dimensions 124 x 62 x 30 mm
Weight 120 g (battery set not included)

Equipment: - Casing - Magnetic base - Piezoelectric pressure transducer - 2 tips
Optional accessories: Cable and software - headset - SIT and/or RDT certificate

ITEM: D9610

Tech. Code RPM Frequency Accuracy In use conditions

60 ~ 99990 r/min from 0.1 up to 20 KHz ± 5%+2 0 ~ 50 °C ≤ 90%RH

HYGROMETERS FOR MATERIALS - PROBES
ITEM: D9720

Tech. Code Model

G type probe

HYGRO METERS FOR MATERIALS

Instrument used for non-destructive measuring of relative moisture content in materials According to
type of sensor, contact or in fission ones, the instrument detects relative moisture content employing two
different physical principles, capacitive and resistance. Instruments can measure a wide range of materials
such as wood (over 150 species), fibreglass, sand, leather, gravel, paper, brickwork, etc.

ITEM: D9710

Tech. Code Measuring range
moisture

Moisture accuracy
±

Dimensions
mm

Weight
g

6 ~ 30% 0.5% 165 x 62 x 26 175

Tech. Code Model

- AA-type 1.5 battery

Tech. Code Model

- AAA-type 1.5 battery
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TERMOIGROMETRI PER AMBIENTI CON SENSORE INTERNO

Termoigrometro con sensore interno con risoluzione 0.1

Dimensioni  202 x 72 x 37 mm - Peso 215 g

Strumenti utilizzati per il controllo dell’ambiente in riferimento ai parametri di temperatura e umidità relativa.
Elevata precisione, facilità d’uso e compattezza ne fanno strumenti ideali per l’utilizzo nel comparto
produttivo di base, nelle costruzioni, nell’industria agricola e laddove sia necessario tenere sotto controllo
i parametri descritti, come nel caso di officine, impianti, uffici, biblioteche, laboratori, magazzini e locali di
stoccaggio mezzi informatici.

ART. D9755

Cod. Tec. GR49
Euro

Campo di misura
Umidità

Campo di misura
Temperatura

Precisione
Umidità

Precisione
Temperatura

D9755TERMOIG02 (206,00) 10 ~ 95% RH -10 ~ 65°C 2.5% ± 1% RH ± 0.5°C

ANEMOMETRI

Strumenti utilizzati per la misura dei flussi d’aria. A seconda del modello si possono rilevare differenti dati
quali: velocità, temperatura, direzione, scala Beaufort (indiretta) e portata.
Facilità d’uso, ridotte dimensioni e robustezza ne fanno strumenti adatti per le indagini sul campo.
Indicati per tutte le realtà correlate ai flussi d’aria.

Precisione ±2%n+0.1 - Risoluzione 0.1
Dimensioni: 156 x 67 x 28 mm - Peso 375 g

ART. D9770

Cod. Tec. GR49
Euro

Campo di misura
Velocità dell'aria

Campo di misura
Flusso dell'aria

Campo di misura
Scala

Campo di misura
Temperatura

D9770ANEMOMT (233,00)
0.4~45.0 m/s

1.4~162.0 km/h
80~8860 ft/min
0.8~88.0 nodi

0.004~9999 m3/min
0.013~9999 ft3/min

0~12 0~60°C / 32~140°F

Cod. Tec. GR49
Euro Modello

D99159V 5,00 Batteria Transistor 9V

Cod. Tec. GR49
Euro Modello

D99251,5V 5,00 Batterie Ministilo Tipo AAA 1,5V

D.114 Indivisible package  Suggested retail package - Unit price

THERMO HYGROMETERS FOR ENVIRONMENTS WITH INTERNAL SENSOR

Thermo hygrometer with 01 resolution internal sensor

Dimensions: 202 x 72 x 37 mm - Weight 215 g

Instruments used to measure environmental humidity with reference to temperature and relative moisture
content parameters Superior accuracy, user friendly, compact design, ideal instrument for all production
line tasks, for construction works, in industrial agriculture, wherever such parameter need to be monitored,
such as in workshops, plants, office premises, libraries, laboratories, warehouses, IT unit storage premises.

ITEM: D9755

Tech. Code Measuring range
moisture

Measuring range
Temperature

Accuracy
moisture

Accuracy
Temperature

10 ~ 95% RH -10 ~ 65°C 2.5% ± 1% RH ± 0.5°C

ANEMOMETERS

Instrument for measuring wind speed According to model, several data can be measured such as, speed,
temperature, direction, Beaufort scale (indirect) and flow rate. User friendly, compact dimensions, sturdy:
ideal for all in-field measurements. Suited for any areas with wind flows.

±2%n+0.1 Accuracy - 0.1 Resolution.
Dimensions: 156 x 67 x 28 mm - Weight 375 g

ITEM: D9770

Tech. Code Measuring range
Air speed

Measuring range
Air flow

Measuring range
Scale intervals

Measuring range
Temperature

0.4~45.0 m/s
1.4~162.0 km/h
80~8860 ft/min
0.8~88.0 knots

0.004~9999 m3/min
0.013~9999 ft3/min

0~12 0~60°C / 32~140°F

Tech. Code Model

Battery 9V Transistor

Tech. Code Model

- AAA-type 1.5 battery
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LUXMETRI

Strumenti utilizzati per la misurazione della luminosità, parametro coinvolto in numerosi ambiti quali
illuminazione ambientale, edilizia, cartellonistica stradale e pubblicitaria, abbigliamento di sicurezza e
settore orto Àorovivaistico. Indicati sia per il controllo qualità o per operazioni di manutenzione.

Campo di misura Lux:
- 1-100.000: 3 campi
- 20.000: lettura x 10
- 100.000: lettura x 100

Dimensioni 230 x 72 x 30 mm - Peso 190 g

ART. D9810

Cod. Tec. GR49
Euro

5isoluzione
Lux

Precisione
Lux

D9810LUXMT01 (127,00) 1
�10.000� �4�rdg �0,5f.s

�10.000� �5�10cifre

Strumenti utilizzati per la misurazione della luminosità, parametro coinvolto in numerosi ambiti quali
illuminazione ambientale, edilizia, cartellonistica stradale e pubblicitaria, abbigliamento di sicurezza e
settore orto Àorovivaistico. Indicati sia per il controllo qualità o per operazioni di manutenzione.

Campo di misura:
- 1-100.000: 4 campi
- 20.000: lettura x10
- 200.000: lettura x100

Dimensioni: 160 x 79 x 43 m - Peso 250 g

ART. D9820

Cod. Tec. GR49
Euro

5isoluzione
Lux

Precisione
Lux

D9820LUXMT02 (159,00) 0,1
�20.000� �3�rdg �0,5f.s
!20.000� �5�rdg �10cifre

Cod. Tec. GR49
Euro Modello

D99159V 5,00 Batteria Transistor 9V

Cod. Tec. GR49
Euro Modello

D99159V 5,00 Batteria Transistor 9V

D.115Indivisible package  Suggested retail package - Unit price

LUXMETERS

Instrument used for measuring brightness, especially where a light source is involved, environment,
construction works, road signs, ads, safety equipment and in the floriculture sector. Fit for quality control
and maintenance operations.

Lux measuring range:
- 1-100.000: 3 areas
- 20.000: x 10 reading
- 100.000: x 100 reading

Dimensions 230 x 72 x 30 mm - Weight 190 g

ITEM: D9810

Tech. Code 5esolution
Lux

Accuracy
Lux

1
�10.000� �4�rdg �0,5f.s

�10.000� �5�10dgts

Instrument used for measuring brightness, especially where a light source is involved, environment,
construction works, road signs, ads, safety equipment and in the floriculture sector. Fit for quality control
and maintenance operations.

Lux measuring range:
- 1-100.000: 4 areas
- 20.000: x10 reading
- 200.000: x100 reading

Dimensions: 160 x 79 x 43 m - Weight 250 g

ITEM: D9820

Tech. Code 5esolution
Lux

Accuracy
Lux

0.1
�20.000� �3�rdg �0,5f.s
!20.000� �5�rdg �10dgts

Tech. Code Model

Battery 9V Transistor

Tech. Code Model

Battery 9V Transistor
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BATTERIE PER STRUMENTI DIGITALI
- A bottone 1,5V D357/303 SR44

Cod. Tec. GR49
Euro

D99051,5V 5,00

- Transistor 9V MN1604

Cod. Tec. GR49
Euro

D99159V 5,00

- Mezza torcia Tipo C 1,5V

Cod. Tec. GR49
Euro

D99201,5V 5,00

- Ministilo Tipo AAA 1,5V

Cod. Tec. GR49
Euro

D99251,5V 5,00

- Stilo Tipo AA 1,5V

Cod. Tec. GR49
Euro

D99301,5V 5,00

- Torcia Tipo D 1,5V

Cod. Tec. GR49
Euro

D99351,5V 7,00

- A bottone 3V DL1632 - CR1632

Cod. Tec. GR49
Euro

D99360,3V 5,00

A SECONDA DELLE DISPONIBILITA' DI MAGA==INO I PRODOTTI
POTREBBERO ESSERE CONSEGNATI DI MARCHE DIFFERENTI
(DURACELL - VARTA - ECC..) MANTENENDO SEMPRE IL MEDESIMO
STANDARD QUALITATIVO.
IL SINGOLO PRODUTTORE SENZA PREAVVISO POTREBBE MODIFICARE LA
CONFE=IONE MANTENENDO INALTERATE LE QUALITA' DEL PRODOTTO.

- A bottone 3V DL2025 - CR2025

Cod. Tec. GR49
Euro

D99133V 5,00

- A bottone 3V DL2032 - CR2032

Cod. Tec. GR49
Euro

D99113V 5,00

D.116 Indivisible package   Suggested retail package - Unit price

BATTERIES
- D357/303 SR44 3V button cell
battery

Tech. Code

- MN1604 Transistor-type 9V battery

Tech. Code

- C-type 1,5V battery

Tech. Code

- AAA-type 1,5V battery

Tech. Code

- AA-type 1,5V battery

Tech. Code

- D-type 1,5V battery

Tech. Code

- DL1632 - CR1632 3V button cell
battery

Tech. Code

ACCORDING TO IN-STOCK PRODUCT AVAILABILITY, PRODUCTS BRANDS
DELIVERED MA< VAR< WHILE MAINTAINING THEIR QUALIT< UNALTERED.

- DL2025 - CR2025 3V button cell
battery

Tech. Code

- DL2032 - CR2032 3V button cell
battery

Tech. Code
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GR46
Euro

0 ÷ 200 14,00
201 ÷ 300 16,00
301 ÷ 500 21,00
501 ÷ 1000 26,00

GR46
Euro

0 ÷ 3 14,00
3,5 ÷ 5 12,00

5,5 ÷ 10 13,00
11 ÷ 30 17,00
31 ÷ 50 19,00
51 ÷ 100 22,00

GR46
Euro

0 ÷ 12 14,00
12,5 ÷ 30 19,00
31 ÷ 50 20,00
51 ÷ 100 22,00

GR46
Euro

- 19,00

GR46
Euro

0 ÷ 20 10,00
21 ÷ 60 13,00

61 ÷ 200 20,00

GR46
Euro

0 ÷ 2 32,00
3 ÷ 50 18,00

51 ÷ 100 21,00
101 ÷ 500 34,00

GR46
Euro

0 ÷ 60 16,00
61 ÷ 100 19,00
101 ÷ 300 29,00

GR46
Euro

0 ÷ 3 23,00
4 ÷ 20 16,00

21 ÷ 60 20,00
61 ÷ 100 24,00
101 ÷ 200 34,00

GR46
Euro

0 ÷ 100 43,00

GR46
Euro

0 ÷ 60 42,00

GR46
Euro

0 ÷ 25 18,00
26 ÷ 100 21,00

101 ÷ 200 23,00
201 ÷ 300 24,00
301 ÷ 500 35,00
501 ÷ 1000 37,00

GR46
Euro

0 ÷ 300 30,00
301 ÷ 600 41,00

601 ÷ 1000 55,00

GR46
Euro

0 ÷ 25 21,00
26 ÷ 100 30,00

101 ÷ 200 37,00

GR46
Euro

0 ÷ 300 37,00

GR46
Euro

0 ÷ 100 26,00

GR46
Euro

0 ÷ 100 31,00
101 ÷ 200 42,00
201 ÷ 300 48,00

401 ÷ 600

GR46
Euro

0 ÷ 200 26,00
201 ÷ 300 30,00

GR46
Euro

- 31,00

RAPPORTI DI TARATURA PER CALIBRI NUOVI

RAPPORTI DI TARATURA PER MICROMETRI NUOVI

RAPPORTI DI TARATURA PER TRUSCHINI NUOVI

RAPPORTI DI TARATURA PER COMPARATORI NUOVI

RAPPORTI DI TARATURA PER ANELLI NUOVI

RAPPORTI DI TARATURA PER CALIBRI A TAMPONE NUOVI

DescrizioneDescrizione

Rapporti di taratura per calibri a corsoioRapporti di taratura per calibri a corsoio

MisuraMisura
mmmm

DescrizioneDescrizione

Rapporti di taratura per truschiniRapporti di taratura per truschini

MisuraMisura
mmmm

DescrizioneDescrizione

Rapporti di taratura per calibri a tampone lisciRapporti di taratura per calibri a tampone lisci

MisuraMisura
mmmm

DescrizioneDescrizione

Rapporti di taratura per calibri filettati a tampone P/NPRapporti di taratura per calibri filettati a tampone P/NP

MisuraMisura
mmmm

DescrizioneDescrizione

Rapporti di taratura per calibri filettati a tampone NPTRapporti di taratura per calibri filettati a tampone NPT

MisuraMisura
mmmm

DescrizioneDescrizione

Rapporti di taratura per anelli lisciRapporti di taratura per anelli lisci

MisuraMisura
mmmm

DescrizioneDescrizione

Rapporti di taratura per anelli filettatiRapporti di taratura per anelli filettati

MisuraMisura
mmmm

DescrizioneDescrizione

Rapporti di taratura per anelli filettati NPTRapporti di taratura per anelli filettati NPT

MisuraMisura
mmmm

DescrizioneDescrizione

Rapporti di taratura per calibri di profonditàRapporti di taratura per calibri di profondità

MisuraMisura
mmmm

DescrizioneDescrizione

Rapporti di taratura per micrometri per esterniRapporti di taratura per micrometri per esterni

MisuraMisura
mmmm

DescrizioneDescrizione

Rapporti di taratura per micrometri per esterni con comparatoreRapporti di taratura per micrometri per esterni con comparatore

MisuraMisura
mmmm

DescrizioneDescrizione

Rapporti di taratura per micrometri di profonditàRapporti di taratura per micrometri di profondità

Rapporti di taratura per micrometri a piattelliRapporti di taratura per micrometri a piattelli

MisuraMisura
mmmm

DescrizioneDescrizione
MisuraMisura

mmmm

DescrizioneDescrizione

Rapporti di taratura per micrometri per interni a due / tre punteRapporti di taratura per micrometri per interni a due / tre punte

MisuraMisura
mmmm

DescrizioneDescrizione

Rapporti di taratura per comparatori meccaniciRapporti di taratura per comparatori meccanici

MisuraMisura
mmmm

DescrizioneDescrizione

Rapporti di taratura per comparatori digitaliRapporti di taratura per comparatori digitali

MisuraMisura
mmmm

DescrizioneDescrizione

Rapporti di taratura per tastatori a levaRapporti di taratura per tastatori a leva

MisuraMisura
mmmm

RAPPORTI DI TARATURA PER ALESAMETRI NUOVI
DescrizioneDescrizione

Rapporti di taratura per alesametriRapporti di taratura per alesametri

MisuraMisura
mmmm

a
richiesta

D.117Indivisible package  Suggested retail package - Unit price

CALIBRATION REPORTS FOR CALIPERS NEW

CALIBRATION REPORTS MICROMETERS NEW

CALIBRATION REPORTS FOR HEIGHT GAUGES NEW

CALIBRATION REPORTS FOR INDICATORS NEW

CALIBRATION REPORTS FOR RINGS NEW

CALIBRATION REPORTS FOR PLUG GAUGES NEW

Description

Calibration reports for vernier calipers

Size
mm

Description

Calibration reports for height gauges

Size
mm

Description

Calibration reports for plug gauges

Size
mm

Description

Calibration reports for GO/ NO GO plug thread gauges

Size
mm

Description

Calibration reports for NTP go plug thread gauges

Size
mm

Description

Calibration reports for gauges

Size
mm

Description

Calibration reports for threaded gauges

Size
mm

Description

Calibration reports for threaded gauges NPT

Size
mm

Description

Calibration reports for depth vernier calipers

Size
mm

Description

Calibration reports for external micrometers

Size
mm

Description

Calibration reports for external micrometers with indicator

Size
mm

Description

Calibration reports for external depth micrometers

Calibration reports for disc meausuring faces micrometers

Size
mm

Descrizione
Size
mm

Description

Calibration reports for two / three points inside micrometers

Size
mm

Description

Calibration reports for mechanical indicators

Size
mm

Description

Calibration reports for digital indicators

Size
mm

Description

Calibration reports for lever test indicators

Size
mm

CALIBRATION REPORTS FOR BORE GAUGES NEW
Description

Calibration reports for bore gauges

Size
mm

on
request
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E.1

2 - 10
E0

Chiavi combinate
Chiavi a cricchetto
Chiavi a forchetta

UTENSILI MANUALI 01 E

11 - 15
E1

Chiavi a settore
Chiavi a tubo

Chiavi a bussola

16 - 26
E2

Chiavi esagonali
Giraviti esagonali

Chiavi a T a bussola

27 - 32
E3
Chiavi Torx

Giraviti Torx
Chiavi multifunzione

33 - 57
E4

Chiavi a bussola
Cricchetti

Accessori per chiavi
a bussola

58 - 79
E5

Chiavi Impact
Chiavi per ghiere

Giraviti
Assortimenti giraviti

80 - 89
E6

Chiavi dinamometriche
Moltiplicatori di forza

90 - 102
E7

Inserti per avvitare
Portainserti

Giraviti portainserti

103 - 121
E8

Carrelli porta utensili
Moduli EVA

E.1

Combination wrenches, ratchet
combination wrenches, single and double

ended open wrenches

HAND TOOLS 01

Hook wrenches, tubolar socket wrenches

Hexagonal key, L-wrenches
ball point key,

T-handle wrenches,
hexagonal screwdrivers

Torx key wrenches,
Torx screwdrivers

T-handle Torx wrenches

Socket ratchet assortments,
reversible ratchets,

accessories for socket

Impact sockets,
sockets for nuts,

screwdrivers,
screwdrivers set

Torque wrenches
and accessories

Toolholders,
adapters,

bits assortments

Assortment for trolley-suitcase and for
roller cabinets



E

E.2 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

1

2

15°

WX1060

E0140

E0005 WODEX WX1060
Acciaio al cromo-vanadio, finitura cromo-satinata. Lato anello con profilo
Plus-Drive

E0010 STAHLWILLE 13 OPEN-BOX
Acciaio al cromo, finitura cromata. Lato anello con profilo As-Drive

E0140 WRK
Acciaio al cromo-vanadio, finitura satinata

13

ART. WX1060 - 13 - E0140
NORMA DIN 3113A - ISO 7738A
Chiavi combinate con corpo profilato antiscivolo e bordi arrotondati.

CHIAVI COMBINATE


mm

Cod. Tec.


GR51
Euro

a1
mm

a2
mm

L
mm

Cod. Tec.


GR55
Euro

a1
mm

a2
mm

L
mm

Cod. Tec.


GR52
Euro

a1
mm

a2
mm

L
mm

5,5 - - - - - E001005,5 8,45 3,5 5,8 100 - - - - -
6 - - - - - E001006 7,65 3,6 6 105 E01406 2,67 3,5 5 100
7 E000507 4,46 3,6 5,5 110 E001007 7,50 3,9 6 110 E01407 2,73 3,5 5 110
8 E000508 4,46 3,8 5,9 120 E001008 7,40 4,2 7 115 E01408 2,86 4 6,3 120
9 E000509 4,71 4 6,3 130 E001009 8,40 4,5 7 120 E01409 2,92 4 6,1 130
10 E000510 4,95 4,3 6,9 140 E001010 8,35 4,8 7 125 E014010 3,42 4,4 7,9 140
11 E000511 5,45 4,5 7,3 150 E001011 9,10 4,8 8 135 E014011 3,48 5 8,3 150
12 E000512 5,70 4,9 7,7 160 E001012 9,50 5,3 8,5 140 E014012 3,60 5 8 160
13 E000513 6,14 5,2 7,9 170 E001013 10,30 5,3 8,5 160 E014013 3,72 5,5 8,2 170
14 E000514 6,69 5,5 8,7 180 E001014 10,40 5,3 8,5 165 E014014 4,04 5,9 9,2 180
15 E000515 7,18 5,8 9,1 190 E001015 12,20 5,3 8,5 170 E014015 4,48 5,9 9,2 190
16 - - - - - E001016 13,40 5,8 10 180 E014016 4,78 5,9 10,5 200
17 E000517 8,17 6,4 9,8 210 E001017 13,70 5,8 10 190 E014017 5,09 6,3 10,5 210
18 - - - - - E001018 15,30 6,7 11,5 200 E014018 5,41 6,6 11,1 220
19 E000519 9,15 7 11 232 E001019 16,00 6,7 11,5 230 E014019 5,47 7,3 12 230
20 - - - - - E001020 18,90 7 13 230 E014020 5,96 7,4 12,2 240
21 - - - - - E001021 19,70 7,3 13 260 E014021 6,40 8 12,2 250
22 E000522 10,89 8,2 12,6 260 E001022 19,70 7,3 13 260 E014022 6,65 8,4 12,6 260
23 - - - - - E001023 25,40 7,8 14 280 E014023 8,56 8,4 13 270
24 E000524 12,87 8,5 13,6 280 E001024 22,00 7,8 14 280 E014024 9,34 8,6 13,9 280
25 - - - - - E001025 28,00 8,4 14,5 300 E014025 10,22 9,1 14 290
26 - - - - - E001026 28,20 8,4 14,5 300 E014026 10,65 9,1 15 300
27 E000527 14,36 9,3 15 310 E001027 27,40 8,4 14,5 300 E014027 9,51 9,4 15 310
28 - - - - - E001028 33,40 8,4 14,5 320 E014028 12,04 9,8 16,4 320
29 - - - - - E001029 36,60 8,9 16 330 E014029 12,61 9,8 16,4 330
30 E000530 18,81 10,3 16 340 E001030 33,70 8,9 16 330 E014030 11,74 10 16,4 340
32 E000532 20,10 10,5 16,2 370 E001032 36,00 9,4 16,5 360 E014032 13,86 10 16,5 360
34 - - - - - E001034 52,00 9,4 17 450 - - - - -
36 - - - - - E001036 64,00 10 18 460 E014036 26,11 13,3 21,8 400
38 - - - - - E001038 80,00 11 19 480 - - - - -
41 - - - - - E001041 80,00 11 19 480 E014041 29,64 13,3 21,8 440
46 - - - - - E001046 111,00 13 20 500 - - - - -
50 - - - - - E001050 (146,00) 14 21 530 - - - - -
55 - - - - - E001055 (181,00) 15 22 560 - - - - -
60 - - - - - E001060 (238,00) 16 24 590 - - - - -

Il profilo Plus-Drive delle chiavi Wodex consente la trasmissione di forze elevate sui fianchi di viti e dadi senza danneggiare gli spigoli.

Cod. Tec. GR51
Euro Confezione Pezzi

E000608 46,56
Chiavi fornite con busta portautensili avvolgibile

8
E000610 64,58 10
E000612 115,46 12

ART. WX1060/S8 - WX1060/S10 - WX1060/S12
NORMA DIN 3113A - ISO 7738A

Kit di chiavi combinate con corpo profilato antiscivolo e bordi arrotondati. Il profilo Plus-Drive
consente la trasmissione di forze elevate sui fianchi di viti e dadi senza danneggiarne gli spigoli.

Composizione:
WX1060/S8 8 - 9 - 10 - 11 - 13 - 14 - 17 - 19 mm
WX1060/S10 8 - 10 - 11 - 12 - 13 - 14 - 15 - 17 - 19 - 22 mm
WX1060/S12 10 - 11 - 12 - 13 - 14 - 17 - 19 - 22 - 24 - 27 - 30 - 32 mm

CHIAVI COMBINATE IN KIT

E.2 Indivisible package   Suggested retail package - Unit price

WX1060

E0140

E0005 WODEX WX1060
Chrome vanadium steel, satined chrome finish. Ring side with Plus-Drive
profile

E0010 STAHLWILLE 13 OPEN-BOX
Chrome steel, chrome finish

E0140 WRK
Chrome vanadium steel, chrome satined finish

13

ITEM: WX1060 - 13 - E0140
STANDARD DIN 3113A - ISO 7738A
Combination wrenches with profiled body anti-slip rounded boarders.

COMBINATION WRENCHES


mm

Tech. Code


a1
mm

a2
mm

L
mm

Tech. Code


a1
mm

a2
mm

L
mm

Tech. Code


a1
mm

a2
mm

L
mm

5.5 - - - 3.5 5,8 100 - - -
6 - - - 3.6 6 105 3.6 5 100
7 3,6 5,5 110 3.9 6 110 3.6 5 110
8 3,8 5,9 120 4.2 7 115 4.1 6,3 120
9 4 6,3 130 4.5 7 120 4.1 6,1 130
10 4,3 6,9 140 4.8 7 125 4.6 7,9 140
11 4,5 7,3 150 4.8 8 135 5.1 8,3 150
12 4,9 7,7 160 5.3 8,5 140 5.1 8 160
13 5,2 7,9 170 5.3 8,5 160 5.9 8,2 170
14 5,5 8,7 180 5.3 8,5 165 5.9 9,2 180
15 5,8 9,1 190 5.3 8,5 170 5.9 9,2 190
16 - - - 5.8 10 180 6.3 10,5 200
17 6,4 9,8 210 5.8 10 190 6.5 10,5 210
18 - - - 6.7 11,5 200 6.7 11,1 220
19 7 11 232 6.7 11,5 230 7.2 12 230
20 - - - 7 13 230 7.7 12,2 240
21 - - - 7.3 13 260 8.2 12,2 250
22 8,2 12,6 260 7.3 13 260 8.7 12,6 260
23 - - - 7.8 14 280 8.9 13 270
24 8,5 13,6 280 7.8 14 280 8.9 13,9 280
25 - - - 8.4 14,5 300 9.2 14 290
26 - - - 8.4 14,5 300 9.2 15 300
27 9,3 15 310 8.4 14,5 300 9.7 15 310
28 - - - 8.4 14,5 320 9.7 16,4 320
29 - - - 8.9 16 330 9.9 16,4 330
30 10,3 16 340 8.9 16 330 10.2 16,4 340
32 10,5 16,2 370 9.4 16,5 360 10.2 16,5 360
34 - - - 9.4 17 450 - - -
36 - - - 10 18 460 13,3 21,8 400
38 - - - 11 19 480 - - -
41 - - - 11 19 480 13,3 21,8 440
46 - - - 13 20 500 - - -
50 - - - 14 21 530 - - -
55 - - - 15 22 560 - - -
60 - - - 16 24 590 - - -

The Plus-Drive profile of the Wodex wrenches allows the transmission of strong forces on the sides of the screws and bolts without damanging the edges.

Tech. Code Package Pieces

Wrenches supplied with folding tool carrier bag
8
10
12

ITEM: WX1060/S8 - WX1060/S10 - WX1060/S12
STANDARD DIN 3113A - ISO 7738A

Set of combination wrenches with anti-slip profiled body and rounded edges. The Plus-Drive
profile allows the transmission of strong forces on the sides of the screws and nuts without
damaging the edges.

Composition:
WX1060/S8 8 - 9 - 10 - 11 - 13 - 14 - 17 - 19 mm
WX1060/S10 8 - 10 - 11 - 12 - 13 - 14 - 15 - 17 - 19 - 22 mm
WX1060/S12 10 - 11 - 12 - 13 - 14 - 17 - 19 - 22 - 24 - 27 - 30 - 32 mm

COMBINATION WRENCHES IN SET



E

E.3 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR52
Euro Pezzi

E0150SET6 24,17 6
E0150SET14 69,46 14
E0150SET17 78,95 17
E0150SET26 175,44 26

ART. E0150
NORMA DIN 3113A - ISO 7738A

Kit di chiavi combinate E0140 con corpo profilato antiscivolo e bordi arrotondati.
Acciaio al cromo-vanadio, finitura satinata. Per ognuno di questi kit è inclusa una borsa
portautensili avvolgibile in tessuto.

Composizione:
E0150SET6 8 - 10 - 12 - 13 - 14 - 17 mm
E0150SET14 8 - 9 - 10 - 11 - 12 - 13 - 14 - 15 - 16 - 17 - 19 - 21 - 22 - 24 mm
E0150SET17 6 - 7 - 8 - 9 - 10 - 11 - 12 - 13 - 14 - 15 - 16 - 17 - 18 - 19 - 20 - 21

22 mm
E0150SET26 6 - 7 - 8 - 9 - 10 - 11 - 12 - 13 - 14 - 15 - 16 - 17 - 18 - 19 - 20 - 21

22 - 23 - 24 - 25 - 26 - 27 - 28 - 29 - 30 - 32 mm

CHIAVI COMBINATE IN KIT

ART. 13
NORMA DIN 3113A - ISO 7738A

Kit di chiavi combinate OPEN-BOX con corpo profilato antiscivolo e bordi arrotondati. Il profilo AS-Drive (Anti-Slip-Drive)
consente la trasmissione di forze elevate sui fianchi di viti e dadi senza danneggiarne gli spigoli.

Composizione:
E0011SET11 8 - 9 - 10 - 11 - 12 - 13 - 14 - 15 - 17 - 19 - 22 mm
E0011SET26 6 - 7 - 8 - 9 - 10 - 11 - 12 - 13 - 14 - 15 - 16 - 17 - 18 - 19 - 20 - 21 - 22 - 23 - 24 - 25 - 26 - 27 - 28

29 - 30 - 32 mm

Cod. Tec. GR55
Euro Confezione Pezzi

E0011SET11 112,50 Chiavi fornite con busta portautensili avvolgibile in tessuto 11
E0011SET26 430,40 Chiavi fornite in scatola di cartone 26

CHIAVI COMBINATE OPEN-BOX IN KIT

CHIAVI COMBINATE IN FOAM

Cod. Tec. E000712 E000716
GR51 Euro 77,25 139,05

Dimensioni mm 400 x 223,5 - 1/3 Posizione orizzontale 400 x 447 - 2/3 Posizione verticale

Pezzi 12 16

ART. WX1060/SE12 - WX1060/SE16
NORMA DIN 3113A - ISO 7738A

Kit di chiavi combinate con corpo profilato antiscivolo e bordi arrotondati. Il profilo Plus-Drive consente la trasmissione di
forze elevate sui fianchi di viti e dadi senza danneggiarne gli spigoli. Completi di modulo Eva Tray per carrelli Wodex.

Composizione:
WX1060/SE12 7 - 8 - 9 - 10 - 11 - 12 - 13 - 14 - 15 - 17 - 19 - 22 mm
WX1060/SE16 7 - 8 - 9 - 10 - 11 - 12 - 13 - 14 - 15 - 17 - 19 - 22 - 24 - 27 - 30 - 32 mm

2/3
1/3

E.3Indivisible package  Suggested retail package - Unit price

Tech. Code Pieces

6
14
17
26

ITEM: E0150
STANDARD DIN 3113A - ISO 7738A

Combination wrenches set E0140 with anti-slip profiled body and rounded edges. Chrome
vanadium steel, satin chrome plated. For each set included a fabric rolled tool holder.

Composition:
E0150SET6 8 - 10 - 12 - 13 - 14 -17 mm
E0150SET14 8 - 9 - 10 - 11 -12 -13 - 14 -15 -16 -17 - 19 -21 -22 - 24 mm
E0150SET17 6 - 7 - 8 - 9 - 10 - 11 - 12 - 13 - 14 - 15 - 16 - 17 - 18 -19 - 20 -21

22 mm
E0150SET26 6 -7 - 8 - 9 -10 - 11 - 12 - 13 - 14 - 15 - 16 - 17 - 18 - 19 - 20 - 21

22 - 23 - 24 - 25 - 26 - 27 - 28 - 29 - 30 - 32 mm

COMBINATION WRENCHES IN SET

ITEM: 1326
STANDARD DIN 3113A - ISO 7738A

Combination wrenches sets OPEN-BOX with antislip profiled body and rounded edges.The profile AS-Drive (Anti-Slip-
Drive) allows the transmission of strong forces on the sides of the screws and nuts without damaging the edges.

Composition:
E0011SET11 8 - 9 - 10 -11 -12 -13 -14 -15 -17 -19 - 22 mm
E0011SET26 6 - 7 - 8 - 9 . 10 - 11 - 12 - 13 - 14 - 15 - 16 -17 - 18 - 19 - 20 - 21 - 22 - 23 -24 - 25 - 26 - 27 - 28

29 -30 - 32 mm

Tech. Code Package Pieces

Wrenches provided with fabric rolled tool holder 11
Wrenches provided in a cardboard box 26

COMBINATION WRENCHES IN SET

COMBINATION WRENCHES IN FOAM

Tech. Code

Dimensions mm 400 x 223,5 - 1/3 Horizontal position 400 x 447 - 2/3 Vertical position

Pieces 12 16

ITEM: WX1060/SE12 - WX1060/SE16
STANDARD DIN 3113A - ISO 7738A

Set of combination wrenches with non-slip shaped body and rounded edges. The Plus-Drive profile allows the transmission
of strong forces on the sides of screws and nuts without damaging the edges.Complete with Eva Tray module for Wodex
trolleys.

Compostion:
WX1060/SE12 7 - 8 - 9 - 10 - 11 - 12 - 13 - 14 - 15 - 17 - 19 - 22 mm
WX1060/SE16 7 - 8 - 9 - 10 - 11 - 12 - 13 - 14 - 15 - 17 - 19 - 22 - 24 - 27 - 30 - 32 mm



E

E.4 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ART. 14
NORMA DIN 3113B - ISO 7738B

Chiavi combinate lunghe con corpo profilato antiscivolo e bordi arrotondati. Il profilo AS-Drive (Anti-Slip-Drive)
consente la trasmissione di forze elevate sui fianchi di viti e dadi senza danneggiarne gli spigoli.

Cod. Tec. GR55
Euro


mm

a1
mm

a2
mm

L
mm

E017227 26,80 27 10,5 16 385
E017230 34,00 30

12 18
415

E017232 36,00 32 430
E017236 65,00 36 13 19 480
E017241 79,50 41 14 20 560

Cod. Tec. GR55
Euro


mm

a1
mm

a2
mm

L
mm

E017210 8,90 10 5,5 8 165
E017213 10,80 13 6,5 10 195
E017217 14,50 17 7,5 12 240
E017219 16,70 19 8 13 265
E017222 20,20 22 8,5

14
300

E017224 23,60 24 9,5 330

CHIAVI COMBINATE LUNGHE

ART. 13A
Chiavi combinate con corpo profilato antiscivolo e bordi arrotondati, misure in pollici.
Acciaio al cromo, finitura cromata.

Cod. Tec. GR55
Euro


Pollici


mm

a1
mm

L
mm

E001344 (21,20) 13/16 20,64
7,3 260E001346 (22,60) 7/8 22,23

E001348 (25,80) 15/16 23,81 7,8 280
E001350 (24,80) 1 25,40

8,4 300E001352 (29,00) 1-1/16 26,99
E001354 (34,00) 1-1/8 28,58

8,9
330

E001356 (40,80) 1-3/16 30,16 332
E001358 (39,30) 1-1/4 31,75 9,4 360
E001360 (48,70) 1-5/16 33,34 9,6 450
E001362 (73,50) 1-3/8 34,93

10
460

E001364 (73,50) 1-7/16 36,51 461
E001366 (81,00) 1-1/2 38,10

11 480E001368 (94,00) 1-5/8 41,28
E001370 (120,00) 1-13/16 46,04 13 500
E001372 (137,00) 1-7/8 47,63

14 530E001374 (158,00) 2 50,80

Cod. Tec. GR55
Euro


Pollici


mm

a1
mm

L
mm

E001310 (10,60) 3/16 4,76

3 95
E001312 (10,60) 13/64 5,16
E001314 (10,20) 7/32 5,56
E001316 (10,80) 15/64 5,95
E001318 (8,10) 1/4 6,35 3,6 105
E001320 (9,50) 9/32 7,14 3,9 110
E001322 (8,45) 5/16 7,94 4,2 115
E001324 (9,60) 11/32 8,73 4,5 120
E001326 (9,70) 3/8 9,53

4,8
125

E001328 (10,10) 7/16 11,11 135
E001330 (10,80) 1/2 12,70

5,3
160

E001332 (12,20) 9/16 14,29 165
E001334 (15,10) 19/32 15,08 170
E001336 (13,70) 5/8 15,88 5,8 180
E001338 (17,20) 11/16 17,46

6,7
200

E001340 (17,80) 3/4 19,05 230
E001342 (22,10) 25/32 19,85 7 235

CHIAVI COMBINATE MISURE IN POLLICI

ART. WX1300
Chiavi combinate a forchetta e cricchetto con dentatura standard 72T in acciaio cromo-vanadio, durezza 42-48
HRC, elevata trasmissione di coppia, angolo di ripresa 5°, finitura cromo-satinata ad alta resistenza. Conforme alle
direttive RoHS e REACH.

Cod. Tec. GR51
Euro


mm

a
mm

L
mm

E019016 14,55 16 7,8 216
E019017 15,82 17 8,0 233
E019019 15,93 19 8,8 250
E019022 21,95 22 9,5 285
E019024 26,88 24 9,9 325

Cod. Tec. GR51
Euro


mm

a
mm

L
mm

E019008 9,79 8 4,7 136
E019010 10,11 10 5,5 160
E019013 11,72 13 6,0 180
E019014 12,66 14 7,0 193
E019015 12,76 15 7,5 200

CHIAVI COMBINATE A CRICCHETTO 72T

Cod. Tec. GR51
Euro Pezzi

E019105 75,30 5

ART. WX1300/S5
Kit di 5 chiavi combinate a forchetta e cricchetto con dentatura standard 72T in acciaio cromo-
vanadio, durezza 42-48 HRC, elevata trasmissione di coppia, angolo di ripresa 5°, finitura
cromo-satinata ad alta resistenza. Conforme alle direttive RoHS e REACH. Set di chiavi fornito
in pratica busta avvolgibile di tessuto con chiusura in velcro.

Composizione:
WX1300 8 - 10 - 13 - 17 - 19 mm

CHIAVI COMBINATE A CRICCHETTO 72T IN KIT

E.4 Indivisible package   Suggested retail package - Unit price

ITEM: 14
STANDARD DIN 3113B - ISO 7738B

Long combination wrenches with anti-slip profiled body and rounded edges. The profile AS-Drive (Anti-Slip-Drive)
allows the transmission of force on the sides of the screws and nuts without damaging the edges.

Tech. Code 
mm

a1
mm

a2
mm

L
mm

27 10.5 16 385
30

12 18
415

32 430
36 13 19 480
41 14 20 560

Tech. Code 
mm

a1
mm

a2
mm

L
mm

10 5.5 8 165
13 6.5 10 195
17 7.5 12 240
19 8 13 265
22 8.5

14
300

24 9.5 330

LONG COMBINATION WRENCHES

ITEM: 13A
Combination wrenches anti-slip profile and rounded edges, measurement in inches.
Chrome steel, chrome plated finish.

Tech. Code 
Inches


mm

a1
mm

L
mm

13/16 20,64
7,3 260

7/8 22,23
15/16 23,81 7,8 280

1 25,40
8,4 300

1-1/16 26,99
1-1/8 28,58

8,9
330

1-3/16 30,16 332
1-1/4 31,75 9,4 360
1-5/16 33,34 9,6 450
1-3/8 34,93

10
460

1-7/16 36,51 461
1-1/2 38,10

11 480
1-5/8 41,28

1-13/16 46,04 13 500
1-7/8 47,63

14 530
2 50,80

Tech. Code 
Inches


mm

a1
mm

L
mm

3/16 4,76

3 95
13/64 5,16
7/32 5,56

15/64 5,95
1/4 6,35 3,6 105

9/32 7,14 3,9 110
5/16 7,94 4,2 115
11/32 8,73 4,5 120
3/8 9,53

4,8
125

7/16 11,11 135
1/2 12,70

5,3
160

9/16 14,29 165
19/32 15,08 170
5/8 15,88 5,8 180

11/16 17,46
6,7

200
3/4 19,05 230

25/32 19,85 7 235

COMBINATION WRENCHES INCH

ITEM: WX1300
Combination ratchet wrenches with 72T standard teeth in chrome-vanadium steel, hardness 42-48 HRC,high torque
transmission 5° angle, high resistance chrome-satin finish. Compliant with RoHS and REACH directives.

Tech. Code 
mm

a
mm

L
mm

16 7,8 216
17 8,0 233
19 8,8 250
22 9,5 285
24 9,9 325

Tech. Code 
mm

a
mm

L
mm

8 4,7 136
10 5,5 160
13 6,0 180
14 7,0 193
15 7,5 200

COMBINATION RATCHET WRENCHES 72T

Tech. Code Pieces

5

ITEM: WX1300/S5
Set of combination ratchet wrenches with 72T in chrome-vanadium steel, hardness 42-48
HRC, high torque transmission, 5° angle, high resistance chrome-satin steel finish, compliant
with RoHS e REACH directives. Set of wrenches supplied in a practical fabric rolled tool holder
with velcro closure.

Composition:
WX1300 8 - 10 - 13 - 17 - 19 mm

COMBINATION RATCHET WRENCHES 72T IN SET



E

E.5 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ART. WX1350
Chiavi combinate a forchetta e cricchetto reversibile con dentatura standard 72T in acciaio cromo-vanadio durezza
42-48 HRC. Elevata trasmissione di coppia, angolo di ripresa 5°, testa a cricchetto poligonale piegata di 15° per
lavorare in spazi difficilmente accessibili, finitura cromo-satinata ad alta resistenza. Conforme alle direttive RoHS e
REACH.

Cod. Tec. GR51
Euro


mm

a
mm

L
mm

E020015 19,41 15 7,3 199
E020016 21,22 16 7,5 215
E020017 21,22 17 7,7 232
E020018 21,33 18 8,4 238
E020019 22,93 19 8,8 247

Cod. Tec. GR51
Euro


mm

a
mm

L
mm

E020008 14,70 8 4,6 135
E020010 15,48 10 5,3 158
E020011 16,04 11 5,9 167
E020012 16,77 12 6,1 173
E020013 17,33 13 6,4 179
E020014 18,38 14 7,0 189

CHIAVI COMBINATE A CRICCHETTO REVERSIBILE

CHIAVI COMBINATE A CRICCHETTO REVERSIBILE IN KIT

Cod. Tec. E020105 E020109
GR51 Euro 88,00 164,00
Pezzi 5 9

ART. WX1350/S5 - WX1350/S9
Kit di chiavi combinate a forchetta e cricchetto reversibile con dentatura standard 72T in acciaio cromo-vanadio durezza
42-48 HRC. Elevata trasmissione di coppia, angolo di ripresa 5°, testa a cricchetto poligonale piegata di 15° per lavorare
in spazi difficilmente accessibili, finitura cromo-satinata ad alta resistenza. Conforme alle direttive RoHS e REACH. Set di
chiavi forniti in pratica busta avvolgibile di tessuto con chiusura in velcro.

Composizione:
WX1350/S5 8 - 10 - 13 - 17 - 19 mm
WX1350/S9 8 - 10 - 11 - 13 - 14 - 16 - 17 - 18 - 19 mm

ART. WX1310
Chiavi combinate a forchetta e cricchetto con dentatura fine 144T in acciaio cromo-vanadio, durezza 42-48 HRC,
elevata trasmissione di coppia, angolo di ripresa 2,5°, finitura cromo-satinata ad alta resistenza. Conforme alle
direttive RoHS e REACH.

Cod. Tec. GR51
Euro


mm

a
mm

L
mm

E019517 16,97 17 8,0 233
E019519 18,30 19 8,8 250

Cod. Tec. GR51
Euro


mm

a
mm

L
mm

E019508 10,40 8 4,7 136
E019510 10,76 10 5,5 160
E019513 12,47 13 6,0 180

CHIAVI COMBINATE A CRICCHETTO 144T

CHIAVI COMBINATE A CRICCHETTO 72T IN FOAM

Cod. Tec. E019205
GR51 Euro 81,00
Pezzi 5

ART. WX1300/SE5
Norma DIN 3113A - ISO 7738A
Kit di 5 chiavi combinate a forchetta e cricchetto con dentatura standard 72T in acciaio cromo-vanadio, durezza 42-48
HRC, elevata trasmissione di coppia, angolo di ripresa 5°, finitura cromo-satinata ad alta resistenza. Conforme alle direttive
RoHS e REACH. Set di chiavi completi di modulo Eva Tray per carrelli Wodex. Dimensione del modulo 400x223,5 mm -
Posizione Orizzontale.

Composizione:
WX1300 8 - 10 - 13 - 17 - 19 mm

1/3

CHIAVI COMBINATE A CRICCHETTO 144T IN KIT

Cod. Tec. E019605
GR51 Euro 78,00
Pezzi 5

ART. WX1310/S5
Kit di 5 chiavi combinate a forchetta e cricchetto con dentatura fine 144T in acciaio cromo-vanadio, durezza 42-48 HRC,
elevata trasmissione di coppia, angolo di ripresa 2,5°, finitura cromo-satinata ad alta resistenza. Conforme alle direttive
RoHS e REACH. Set di chiavi fornito in pratica busta avvolgibile di tessuto con chiusura in velcro.

Composizione:
WX1310 8 - 10 - 13 - 17 - 19 mm

E.5Indivisible package  Suggested retail package - Unit price

ITEM: WX1350
Combination wrenches with reversible ratchet 72T in chrome-vanadium steel hardness 42-48 HRC.High torque
transmission, 5°angle, polygonal ratchet head bent 15° for working in hard-to-reach spaces, high resistance chrome-
satin steel finish, compliant with RoHS and REACH directives.

Tech. Code 
mm

a
mm

L
mm

15 7,3 199
16 7,5 215
17 7,7 232
18 8,4 238
19 8,8 247

Tech. Code 
mm

a
mm

L
mm

8 4,6 135
10 5,3 158
11 5,9 167
12 6,1 173
13 6,4 179
14 7,0 189

COMBINATION WRENCHES WITH REVERSIBLE RATCHET

COMBINATION WRENCHES WITH REVERSIBLE RATCHET IN SET

Tech. Code

Pieces 5 9

ITEM: WX1350/S5 - WX1350/S9

Set of combination wrenches with reversible ratchet 72T in chrome-vanadium steel hardness 42-48 HRC.High torque
transmission, 5°angle, polygonal ratchet head bent 15° for working in hard-to-reach spaces, high resistance chrome-satin
steel finish, compliant with RoHS and REACH directives. Set of combination wrenches supplied in practical fabric rolled
tool holder with velcro closure.

Composition:
WX1350/S5 8 - 10 - 13 - 17 - 19 mm
WX1350/S9 8 - 10 - 11 - 13 - 14 - 16 - 17 - 18 - 19 mm

ITEM: WX1310
Combination ratchet wrenches with 144T in chrome-vanadium steel, hardness 42-48 HRC, high torque
transmission 2,5°, chrome-satin finish. Compliant with RoHS e REACH directives.

Tech. Code 
mm

a
mm

L
mm

17 8,0 233
19 8,8 250

Tech. Code 
mm

a
mm

L
mm

8 4,7 136
10 5,5 160
13 6,0 180

COMBINATION RATCHET WRENCHES 144T

COMBINATION RATCHET WRENCHES 72T IN FOAM

Tech. Code

Pieces 5

ITEM: WX1300/SE5
Standard DIN 3113A - ISO 7738A

Set of combination ratchet wrenches with 72T in chrome-vanadium steel, hardness 42-48 HRC,high torque transmission
5° angle, chrome-satin finish. Compliant with RoHS and REACH directives. Complete set of Eva Tray module wrenches for
Wodex trolleys module size 400x223,5 mm - Horizontal position.

Composition:
WX1300 8 - 10 - 13 - 17 - 19 mm

COMBINATION RATCHET WRENCHES 144T IN SET

Tech. Code

Pieces 5

ITEM: WX1310/S5
Set of combination ratchet wrenches with 144T in chrome-vanadium steel, hardness 42-48 HRC, high torque transmission
2,5°angle, high resistance chrome-satin steel finish. Compliant with RoHS and REACH. Set of wrenches supplied in fabric
rolled tool holder with velcro closure.

Composition
WX1310 8 - 10 - 13 - 17 - 19 mm



E

E.6 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ART. 17
Chiavi OPEN-RATCH combinate a cricchetto reversibile, poligonali, 72 denti, per lavorare in luoghi difficilmente
accessibili, angolo di ripresa 5°, testa piegata a 15°. Acciaio cromato.

Cod. Tec. GR55
Euro


mm

L
mm

b
mm

d
mm

a1
mm

a2
mm

E017714 (22,60) 14 190 29,5 26,5 7,3
8,4E017715 (24,00) 15 202 31,3 28 7,5

E017716 (25,50) 16 215 33,4 29 7,7
10E017717 26,20 17 229 36,3 30,5 7,9

E017718 (28,70) 18 240 38 32 8,4
11,5E017719 29,60 19 252 39 34 8,7

Cod. Tec. GR55
Euro


mm

L
mm

b
mm

d
mm

a1
mm

a2
mm

E017708 17,40 8 144 17 18 4,7
7,4E017709 (18,20) 9 150 18,8 19,5 5,3

E017710 18,70 10 158 21,7 21 5,7

8,4
E017711 (20,20) 11 165 23 22 6,1
E017712 (21,00) 12 173 25,2 23,5 6,4
E017713 21,20 13 182 26,5 25 6,6

CHIAVI COMBINATE A CRICCHETTO REVERSIBILE

ART. WX1460
Chiavi a cricchetto reversibile con 4 misure diverse in un'unica chiave, acciaio cromo vanadio, durezza 42-48 HRC.
Elevata trasmissione di coppia, 72T con angolo di ripresa 5°, finitura cromo-satinata ad alta resistenza.
Conforme alle direttive RoHS e REACH.

Cod. Tec. GR51
Euro


mm


mm

L
mm

E021404 27,80 10 x 13 17 x 19 230

CHIAVI A CRICCHETTO REVERSIBILE 4 IN 1

CHIAVI COMBINATE A CRICCHETTO REVERSIBILE IN FOAM

Cod. Tec. E020205 E020209
GR51 Euro 92,00 169,00
Pezzi 5 9

ART. WX1350/SE5 - WX1350/SE9
Norma DIN 3113A - ISO 7738A

Kit di chiavi combinate a forchetta e cricchetto reversibile con dentatura standard 72T in acciaio cromo-vanadio durezza
42-48 HRC. Elevata trasmissione di coppia, angolo di ripresa 5°, testa a cricchetto poligonale piegata di 15° per lavorare
in spazi difficilmente accessibili, finitura cromo-satinata ad alta resistenza. Conforme alle direttive RoHS e REACH. Set di
chiavi completi di modulo Eva Tray per carrelli Wodex. Dimensione del modulo 400x223,5 mm - Posizione Orizzontale.
Composizione:
WX1350/SE5 8 - 10 - 13 - 17 - 19 mm
WX1350/SE9 8 - 10 - 11 - 13 - 14 - 16 - 17 - 18 - 19 mm

1/3

CHIAVI COMBINATE A CRICCHETTO REVERSIBILE JOKER SWITCH IN KIT

Cod. Tec. E021904 E021911
GR53 Euro 171,13 482,58
Pezzi 4 11

ART. JOKER SWITCH KIT 4 - KIT 11
Chiavi combinate a forchetta e cricchetto con lato ad anello inclinato di 15° e levetta per invertire il senso di rotazione.
Lato a forchetta con pratica funzione di sostegno della vite, grazie alla piastrina metallica integrata nella bocca si riduce il
rischio che i dadi e le viti vadano persi, inoltre la piastrina d'arresto evita che la chiave scivoli dalla testa della vite.

Composizione:
Joker Switch 10 - 13 - 17 - 19 mm
Joker Switch 8 - 10 - 11 - 12 - 13 - 14 - 15 - 16 - 17 - 18 - 19 mm

ART. JOKER SWITCH
Chiavi combinate a forchetta e cricchetto con lato ad anello inclinato di 15° e levetta per invertire il senso di
rotazione. Lato a forchetta con pratica funzione di sostegno della vite, grazie alla piastrina metallica integrata nella
bocca si riduce il rischio che i dadi e le viti vadano persi, inoltre la piastrina d’arresto evita che la chiave scivoli dalla
testa della vite.

Cod. Tec. GR53
Euro


mm

a
mm

L
mm

E021815 44,41 15 7,8 199
E021816 44,41 16 8,2 213
E021817 44,84 17 8,5 225
E021818 53,18 18 9,0 234
E021819 53,18 19 9,5 246

Cod. Tec. GR53
Euro


mm

a
mm

L
mm

E021808 34,30 8
5,5

144
E021810 34,30 10 159
E021811 39,83 11 6,3 165
E021812 39,83 12 6,6 171
E021813 39,83 13 7,0 179
E021814 43,89 14 7,5 187

CHIAVI COMBINATE A CRICCHETTO REVERSIBILE JOKER SWITCH

E.6 Indivisible package   Suggested retail package - Unit price

ITEM: 17
OPEN-RATCH, combination wrenches with reversible polygonal ratchet, 72 teeth for working in hard to reach places
turning angle of 5° bent head of 15°. Chrome steel.

Tech. Code 
mm

L
mm

b
mm

d
mm

a1
mm

a2
mm

14 190 29,5 26,5 7,3
8,4

15 202 31,3 28 7,5
16 215 33,4 29 7,7

10
17 229 36,3 30,5 7,9
18 240 38 32 8,4

11,5
19 252 39 34 8,7

Tech. Code 
mm

L
mm

b
mm

d
mm

a1
mm

a2
mm

8 144 17 18 4,7
7,4

9 150 18,8 19,5 5,3
10 158 21,7 21 5,7

8,4
11 165 23 22 6,1
12 173 25,2 23,5 6,4
13 182 26,5 25 6,6

COMBINATION WRENCHES WITH REVERSIBLE RATCHET

ITEM: WX1460
Reversible ratchet wrenches with 4 different sizes in one key, chrome vanadium steel, hardness 42-48 HRC. High
torque transmission, 72T with 5° working angle, chrome-satin high resistence finish. Compliant with the RoHS e REACH
directives.

Tech. Code 
mm


mm

L
mm

10 x 13 17 x 19 230

REVERSIBLE RATCHET WRENCHES 4 IN 1

COMBINATION WRENCHES WITH REVERSIBLE RATCHET IN FOAM

Tech. Code

Pieces 5 9

ITEM: WX1350/SE5 - WX1350/SE9
Standard: DIN 3113A - ISO 7738A
Set of combination wrenches with reversible ratchet 72T in chrome-vanadium steel, hardness 42-48 HRC. High torque
transmission 5° angle, polygonal ratchet head bent 15° to work in hard accesssible spaces, high resistance chrome-satin
finish. Compliant with RoHS e REACH. Complete set of Eva Tray module for Wodex trolleys. Module size 400x223,5 mm
- Horizontal position.
Composition:
WX1350/SE5 8 - 10 - 13 - 17 - 19 mm
WX1350/SE9 8 - 10 - 11 - 13 - 14 - 16 - 17 - 18 - 19 mm

COMBINATION RATCHET WRENCHES REVERSIBLE JOKER SWITCH IN SET

Tech. Code

Pieces 4 11

ITEM: JOKER SWITCH KIT 4 - KIT 11
Combination ratchet with 15 ° inclined ring side and lever to reverse the direction of rotation. Fork side with practical screw
support function, thanks to the metal plate integrated in the mouth reduces the risk that the nuts and screws are lost,
moreover the stop plate prevents the key from slipping from the head of the screw.

Composition:
Joker Switch 10 - 13 - 17 - 19 mm
Joker Switch 8 - 10 - 11 - 12 - 13 - 14 - 15 - 16 - 17 - 18 - 19 mm

ITEM: JOKER SWITCH
Combination ratchet with 15 ° inclined ring side and lever to reverse the direction of rotation. Fork side with practical
screw support function, thanks to the metal plate integrated in the mouth reduces the risk that the nuts and screws
are lost, moreover the stop plate prevents the key from slipping from the head of the screw.

Tech. Code 
mm

a
mm

L
mm

15 7,8 199
16 8,2 213
17 8,5 225
18 9,0 234
19 9,5 246

Tech. Code 
mm

a
mm

L
mm

8
5,5

144
10 159
11 6,3 165
12 6,6 171
13 7,0 179
14 7,5 187

COMBINATION RATCHET WRENCHES REVERSIBLE JOKER SWITCH



E

E.7 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ART. E0215
Testa girevole a 180°, con 72 denti, lavora con un angolo di 5°, acciaio al cromo vanadio cromato.

Cod. Tec. GR52
Euro


mm

A
mm

B
mm

C
mm

D
mm

L
mm

E021513 13,87 13 27,15 24,9 6,4
8,7

185
E021514 14,39 14 29,3 27,4 7,0 193
E021517 16,67 17 35,2 31,9 8,2 10,3 231
E021519 18,74 19 39,4 34,5 9,0 10,6 249

Cod. Tec. GR52
Euro


mm

A
mm

B
mm

C
mm

D
mm

L
mm

E021508 11,08 8 16,95 17,4 4,9
7,4

136
E021510 12,12 10 20,8 20,9 5,8 158
E021511 12,94 11

25,1 23,4 6,2 8,7 175E021512 13,25 12

CHIAVI COMBINATE A CRICCHETTO SNODATE

ART. 240
Con le chiavi a ripresa FastRatch è possibile intervenire nelle situazioni più critiche dove l'accesso ai dadi oppure
ai raccordi da avvitare/svitare è fattibile soltanto frontalmente. Consigliate anche per l'utilizzo su particolari molto
rovinati dove la chiave standard tende a girare a vuoto.
Realizzate in acciaio inox temprato.

Cod. Tec. GR55
Euro


mm


Pollici

a
mm

b
mm

L
mm

E022214 40,90 14 9/16 6 29,6 174,6
E022216 44,70 16 5/8

7

32,8 191,3
E022217 48,00 17 21/32 34,3 201,7
E022218 50,80 18 11/16 36,2 212,8
E022219 52,50 19 3/4 38,5 238,5

Cod. Tec. GR55
Euro


mm


Pollici

a
mm

b
mm

L
mm

E022208 35,90 8 5/16
4

16 121,4
E022210 36,00 10 3/8 20 133,3
E022211 37,40 11 7/16

5
23 140,2

E022212 39,70 12 15/32 25 143,3
E022213 40,20 13 1/2 6 26,8 168,4

CHIAVI A RIPRESA CON ACCESSO FRONTALE

L

a

b

15°

E0270

10

WX1010

E0260 WODEX WX1010
Acciaio al cromo-vanadio, finitura cromo-satinata

E0273 STAHLWILLE 10 MOTOR
Acciaio al cromo, finitura cromata

E0270 WRK
Acciaio al cromo-vanadio, finitura satinata

ART. WX1010 - 10 - E0270
NORMA DIN 3110 - ISO 10102
Chiavi a forchetta doppie con corpo profilato antiscivolo e bordi arrotondati.

CHIAVI A FORCHETTA DOPPIE


mm

Cod. Tec.


GR51
Euro

a
mm

L
mm

Cod. Tec.


GR55
Euro

a
mm

L
mm

Cod. Tec.


GR52
Euro

a
mm

L
mm

4 x 5 - - - - E02734X5 6,75 3,4 100 - - - -
5,5 x 7 - - - - E02735,5X7 6,05 3,7 120 E02705,5X7 2,77 3,9 125
6 x 7 E02600607 2,03 3,5 125 E02736X7 4,95 3,7 120 E027067 1,88 3,3 122
7 x 8 - - - - E02737X8 6,60 4,0 140 - - - -
8 x 9 E02600809 2,61 4 140 E02738X9 5,35 4,0 140 E027089 2,05 3,7 136

8 x 10 - - - - E02738X10 6,10 4,5 140 E0270810 2,23 5,5 140
10 x 11 E02601011 2,93 4,5 155 E027310X11 5,60 4,8 155 E02701011 2,54 4,5 151
10 x 12 - - - - E027310X12 7,30 5,3 170 - - - -
10 x 13 - - - - E027310X13 7,40 5,3 170 - - - -
11 x 13 - - - - E027311X13 8,15 5,3 170 - - - -
12 x 13 E02601213 3,85 5 172 E027312X13 6,60 5,3 170 E02701213 2,90 5,1 171
12 x 14 - - - - E027312X14 7,90 5,3 170 - - - -
13 x 14 - - - - E027313X14 8,05 5,3 190 - - - -
13 x 15 - - - - E027313X15 8,45 5,3 190 - - - -
13 x 17 - - - - E027313X17 8,70 5,8 205 - - - -
14 x 15 E02601415 4,39 5,5 188 E027314X15 7,20 5,3 190 E02701415 3,55 5,5 186
16 x 17 E02601617 4,73 6,3 205 E027316X17 7,70 5,8 205 E02701617 3,99 5,9 201
17 x 19 E02601719 5,58 7 220 E027317X19 9,40 6,7 220 E02701719 5,09 6,9 220
18 x 19 E02601819 5,57 7 220 E027318X19 9,20 6,7 220 E02701819 4,71 6,9 220
19 x 22 - - - - E027319X22 11,10 7,3 235 E02701922 5,34 7,2 236
20 x 22 E02602022 6,41 7,5 235 E027320X22 10,60 7,3 235 E02702022 5,28 7,2 235
21 x 23 E02602123 7,25 8,3 248 E027321X23 11,80 7,8 250 E02702123 5,41 7,4 245
21 x 24 - - - - E027321X24 14,30 7,8 250 - - - -
22 x 24 E02602224 7,43 8,3 248 E027322X24 12,50 7,8 250 E02702224 6,53 7,4 245
24 x 26 - - - - E027324X26 15,00 8,3 270 E02702426 7,47 8,4 265
24 x 27 E02602427 8,95 8,8 265 E027324X27 14,30 8,3 280 E02702427 7,98 8,4 265
25 x 28 E02602528 10,03 9,3 282 E027325X28 17,50 8,3 285 E02702528 8,86 8,4 274
27 x 30 - - - - E027327X30 21,00 9,4 300 - - - -
27 x 32 - - - - E027327X32 21,00 9,4 300 - - - -
30 x 32 E02603032 11,82 9,8 300 E027330X32 20,10 9,4 300 E02703032 10,18 9,4 299
30 x 34 - - - - E027330X34 23,20 9,4 300 - - - -
32 x 36 - - - - E027332X36 36,30 10 325 - - - -
36 x 41 - - - - E027336X41 48,30 11 375 - - - -
41 x 46 - - - - E027341X46 64,50 12 425 - - - -

E.7Indivisible package  Suggested retail package - Unit price

ITEM: E0215
Swivelling head at 180°, 72 teeth, working angle of 5°, chrome vanadium steel, chrome plated.

Tech. Code 
mm

A
mm

B
mm

C
mm

D
mm

L
mm

13 27.15 24.9 6.4
8.7

185
14 29.3 27.4 7.0 193
17 35.2 31.9 8.2 10.3 231
19 39.4 34.5 9.0 10.6 249

Tech. Code 
mm

A
mm

B
mm

C
mm

D
mm

L
mm

8 16.95 17.4 4.9
7.4

136
10 20.8 20.9 5.8 158
11

25.1 23.4 6.2 8.7 175
12

COMBINATION RATCHET WRENCHES WITH SWIVEL HEAD

ITEM: 240
With FastRatch ratchet wrenches, it is possible to intervene in the most critical situations where access to the nuts
or to the joints to be screwed on is only feasible on the front. Also recommended for use on particular and very
ruined where the standard wrenches tend to turn blank.
Made of hardended tempered stainless steel.

Tech. Code 
mm


Inches

a
mm

b
mm

L
mm

14 9/16 6 29,6 174,6
16 5/8

7

32,8 191,3
17 21/32 34,3 201,7
18 11/16 36,2 212,8
19 3/4 38,5 238,5

Tech. Code 
mm


Inches

a
mm

b
mm

L
mm

8 5/16
4

16 121,4
10 3/8 20 133,3
11 7/16

5
23 140,2

12 15/32 25 143,3
13 1/2 6 26,8 168,4

RATCHET WRENCHES WITH FRONTAL ACCESS

E0270

10

WX1010

E0260 WODEX WX1010
Chrome vanadium steel, chrome satined finish

E0273 STAHLVILLE 10 MOTOR
Chrome steel, chrome finish

E0270 WRK
Chrome vanadium steel, satined finish

ITEM: WX1010 - 10 - E0270
STANDARD DIN 3110 - ISO 10102
Double open ended wrenches anti-slip profile and rounded edges.

DOUBLE OPEN ENDED WRENCHES


mm

Tech. Code


a
mm

L
mm

Tech. Code


a
mm

L
mm

Tech. Code


a
mm

L
mm

4 x 5 - - 3.4 100 - -
5.5 x 7 - - 3.7 120 3.9 125
6 x 7 3,5 125 3.7 120 3.3 122
7 x 8 - - 4.0 140 - -
8 x 9 4 140 4.0 140 3.7 136

8 x 10 - - 4.5 140 5.5 140
10 x 11 4,5 155 4.8 155 4.5 151
10 x 12 - - 5.3 170 - -
10 x 13 - - 5.3 170 - -
11 x 13 - - 5.3 170 - -
12 x 13 5 172 5.3 170 5.1 171
12 x 14 - - 5.3 170 - -
13 x 14 - - 5.3 190 - -
13 x 15 - - 5.3 190 - -
13 x 17 - - 5.8 205 - -
14 x 15 5,5 188 5.3 190 5.5 186
16 x 17 6,3 205 5.8 205 5.9 201
17 x 19 7 220 6.7 220 6.9 220
18 x 19 7 220 6.7 220 6.9 220
19 x 22 - - 7.3 235 7.2 236
20 x 22 7,5 235 7.3 235 7.2 235
21 x 23 8,3 248 7.8 250 7.4 245
21 x 24 - - 7.8 250 - -
22 x 24 8,3 248 7.8 250 7.4 245
24 x 26 - - 8.3 270 8.4 265
24 x 27 8,8 265 8.3 280 8.4 265
25 x 28 9,3 282 8.3 285 8.4 274
27 x 30 - - 9,4 300 - -
27 x 32 - - 9,4 300 - -
30 x 32 9,8 300 9.4 300 9.4 299
30 x 34 - - 9.4 300 - -
32 x 36 - - 10 325 - -
36 x 41 - - 11 375 - -
41 x 46 - - 12 425 - -



E

E.8 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ART. E0280 - E0290
Serie di chiavi a forchetta doppie E0270. Acciaio al cromo vanadio satinato cromato.

Composizione:
E0280SET6 6x7 - 8x9 - 10x11 - 12x13 - 14x15 - 16x17 mm
E0280SET8/4 6x7 - 8x9 - 10x11 - 12x13 - 14x15 - 16x17 - 18x19 - 20x22 mm
E0290SET12/2 6x7 - 8x9 - 10x11 - 12x13 - 14x15 - 16x17 - 18x19 - 20x22 - 21x23 - 24x26 - 25x28 - 30x32 mm

Cod. Tec. GR52
Euro Pezzi

E0280SET6 18,87 6
E0280SET8/4 29,58 8

E0290SET12/2 60,59 12

CHIAVI A FORCHETTA DOPPIE IN KIT

ART. 10
Norma: DIN 3110, ISO 10102
Serie di chiavi a forchetta doppie, acciaio al cromo vanadio cromato.

Composizione:
E0274SET8 6x7 - 8x9 - 10x11 - 12x13 - 14x15 - 16x17 - 18x19 - 20x22 mm
E0274SET12 6x7 - 8x9 - 10x11 - 12x13 - 14x15 - 16x17 - 18x19 - 20x22 - 21x23 - 24x27 - 25x28 - 30x32 mm

Cod. Tec. GR55
Euro Pezzi

E0274SET8 51,50 8
E0274SET12 108,80 12

CHIAVI A FORCHETTA DOPPIE IN KIT

ART. WX1010/S8 - WX1010/S10 - WX1010/S12
Norma: DIN 3110 - ISO 10102.

Kit di chiavi a forchetta doppie con corpo profilato antiscivolo e bordi arrotondati in acciaio al cromo-vanadio. Finitura
cromo-satinata.

Composizione:
WX1010/S8 6x7 - 8x9 - 10x11 - 12x13 - 14x15 - 16x17 - 18x19 - 20x22 mm
WX1010/S10 6x7 - 8x9 - 10x11 - 12x13 - 14x15 - 16x17 - 18x19 - 20x22 - 24x27 - 30x32 mm
WX1010/S12 6x7 - 8x9 - 10x11 - 12x13 - 14x15 - 16x17 - 18x19 - 20x22 - 21x23 - 24x27 - 25x28 - 30x32 mm

Cod. Tec. GR51
Euro Confezione Pezzi

E026108 37,99
Chiavi fornite con busta portautensili avvolgibile

8
E026110 65,07 10
E026112 71,00 12

CHIAVI A FORCHETTA DOPPIE IN KIT

CHIAVI A FORCHETTA DOPPIE IN FOAM

Cod. Tec. E026208 E026212
GR51 Euro 42,30 75,20

Dimensioni mm 400 x 223,5 - 1/3 Posizione orizzontale 400 x 447 - 2/3 Posizione verticale

Pezzi 8 12

ART. WX1010/SE8 - WX1010/SE12
Norma: DIN 3110 - ISO 10102.

Kit di chiavi a forchetta doppie con corpo profilato antiscivolo e bordi arrotondati in acciaio al cromo-vanadio, finitura
coromo-satinata. Completi di modulo Eva Tray per carrelli Wodex.

Composizione:
WX1010/SE8 6x7 - 8x9 - 10x11 - 12x13 - 14x15 - 16x17 - 18x19 - 20x22 mm
WX1010/SE12 6x7 - 8x9 - 10x11 - 12x13 - 14x15 - 16x17 - 18x19 - 20x22 - 21x23 - 24x27 - 25x28 - 30x32 mm

2/3
1/3

E.8 Indivisible package   Suggested retail package - Unit price

ITEM: E0280 - E0290
Set of double open ended wrenches E0270. Chrome vanadium steel, satin, chrome plated.

Composition:
E0280SET6 6x7 - 8x9 - 10x11 - 12x13 - 14x15 - 16x17 mm
E0280SET8/4 6x7 - 8x9 - 10x11 - 12x13 - 14x15 - 16x17 - 18x19 - 20x22 mm
E0290SET12/2 6x7 - 8x9 - 10x11 - 12x13 - 14x15 - 16x17 - 18x19 - 20x22 - 21x23 - 24x26 - 25x28 - 30x32 mm

Tech. Code Pieces

6
8
12

DOUBLE OPEN ENDED WRENCHES IN SET

ITEM: 10A
STANDARD: DIN 3110, ISO 10102
Set of double open ended wrenches, chrome vanadium steel, chrome plated.

Composition:
E0274SET8 6x7 - 8x9 - 10x11 - 12x13 - 14x15 - 16x17 - 18x19 - 20x22 mm
E0274SET12 6x7 - 8x9 - 10x11 - 12x13 - 14x15 - 16x17 - 18x19 - 20x22 - 21x23 - 24x27 - 25x28 - 30x32 mm

Tech. Code Pieces

8
12

DOUBLE OPEN ENDED WRENCHES IN SET

ITEM: WX1010/S8 - WX1010/S10 - WX1010/S12
Standard: DIN 3110 - ISO 10102

Set of double open ended wrenches with profiled anti-slip body and rounded edges in chrome vanadium steel.

Composition:
WX1010/S8 6x7 - 8x9 - 10x11 - 12x13 - 14x15 - 16x17 - 18x19 - 20x22 mm
WX1010/S10 6x7 - 8x9 - 10x11 - 12x13 - 14x15 - 16x17 - 18x19 - 20x22 - 24x27 - 30x32 mm
WX1010/S12 6x7 - 8x9 - 10x11 - 12x13 - 14x15 - 16x17 - 18x19 - 20x22 - 21x23 - 24x27 - 25x28 - 30x32 mm

Tech. Code Package Pieces

Wrenches supplied with folding tool carrier bag
8
10
12

DOUBLE OPEN ENDED WRENCHES IN SET

DOUBLE OPEN ENDED WRENCHES IN FOAM

Tech. Code

Dimensions mm 400 x 223,5 - 1/3 Horizontal position 400 x 447 - 2/3 Vertical position

Pieces 8 12

ITEM: WX1010/SE8 - WX1010/SE12
STANDARD: DIN 3110 - ISO 10102

Set of double open ended wrenches with non-slip shaped body and rounded edges in chrome-vanadium steel, satin finish.
Complete with Eva Tray module for Wodex trolleys.

Supplied with:
WX1010/SE8 6x7 - 8x9 - 10x11 - 12x13 - 14x15 - 16x17 - 18x19 - 20x22 mm
WX1010/SE12 6x7 - 8x9 - 10x11 - 12x13 - 14x15 - 16x17 - 18x19 - 20x22 - 21x23 - 24x27 - 25x28 - 30x32 mm



E

E.9 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ART. 20
NORMA: DIN 838 ISO 10104.

Chiavi poligonali doppie STABIL® in acciaio al cromo con curvatura profonda.
Il profilo AS-Drive (Anti-Slip-Drive) consente la trasmissione di forze elevate sui fianchi di viti e dadi senza
danneggiarne gli spigoli.

Cod. Tec. GR55
Euro


mm

L
mm

d1
mm

d2
mm

E03512022 18,50 20 x 22 300 29,4 32,1
E03512123 23,20 21 x 23 315

30,7
33,4

E03512124 25,70 21 x 24

330
34,7E03512224 25,20 22 x 24 32,1

E03512426 (27,70) 24 x 26
34,7

37,3
E03512427 24,20 24 x 27 38,6
E03512528 (29,70) 25 x 28 350 36,0 40,0
E03512730 34,10 27 x 30

360
38,3 42,6

E03512732 32,90 27 x 32 39,3 47,2
E03513032 30,80 30 x 32

365 42,6
45,4

E03513034 (36,50) 30 x 34 48,0
E03513641 (70,00) 36 x 41 440 53,0 60,0
E03514650 (124,00) 46 x 50 535 65,2 73,0

Cod. Tec. GR55
Euro


mm

L
mm

d1
mm

d2
mm

E03510607 9,65 6 x 7 165 10,5 11,8
E03510809 9,95 8 x 9

180 13,1
14,5

E03510810 12,60 8 x 10 15,8
E03511011 10,80 10 x 11 200

15,8
17,2

E03511013 13,60 10 x 13
220 20,0E03511213 11,70 12 x 13 18,6

E03511317 15,60 13 x 17
245

20,0 25,3
E03511415 12,50 14 x 15 21,3 22,6
E03511617 13,90 16 x 17 255 23,9 25,3
E03511719 16,10 17 x 19 270 25,3

28,0E03511819 15,80 18 x 19 275
26,6E03511821 22,10 18 x 21

300
30,7

E03511922 20,20 19 x 22 28,0 32,1

CHIAVI POLIGONALI DOPPIE

ART. 20
NORMA: DIN 838 ISO 10104.

Kit di chiavi poligonali doppie STABIL® in acciaio al cromo con curvatura profonda.
Il profilo AS-Drive (Anti-Slip-Drive) consente la trasmissione di forze elevate sui fianchi di viti e dadi senza danneggiarne gli
spigoli.

Composizione:
E0352SET08 6x7 8x9 10x11 12x13 14x15 16x17 18x19 20x22 mm
E0352SET12 6x7 8x9 10x11 12x13 14x15 16x17 18x19 20x22 21x23 24x27

25x28 30x32 mm

Cod. Tec. GR55
Euro Pezzi

E0352SET08 92,50 8
E0352SET12 189,60 12

CHIAVI POLIGONALI DOPPIE IN KIT

ART. 12
Chiavi piccole a due bocche modello ELECTRIC in acciaio cromato.

Cod. Tec. GR55
Euro


mm

L
mm

b
mm

a
mm

E028508 8,30 8 96 16,8

8

E028509 8,45 9 103 18,9
E028510 8,45 10 105 21
E028511 8,55 11

116 24,2E028512 9,00 12
E028513 9,25 13

131 28,3E028514 10,70 14

Cod. Tec. GR55
Euro


mm

L
mm

b
mm

a
mm

E028503,2 8,40 3,2

70 10,5

2

E028503,5 8,40 3,5
E028504 8,10 4

E028504,5 8,10 4,5
E028505 8,10 5

78 12,6E028505,5 8,10 5,5
E028506 8,25 6
E028507 8,10 7 91 14,7

CHIAVI PICCOLE A DUE BOCCHE

L

a

b

b

75°

ART. 10A
Chiavi a forchetta doppie con corpo profilato antiscivolo e bordi arrotondati, misure in pollici.
Acciaio al cromo vanadio cromato.

Cod. Tec. GR55
Euro


Pollici


mm

a
mm

L
mm

E029345 10,40 5/8 x 3/4 15,88 x 19,05 6,7 220
E029350 11,90 11/16 x 13/16 17,46 x 20,64

7,3 235E029355 12,70 3/4 x 7/8 19,05 x 22,26
E029360 12,70 25/32 x 13/16 19,85 x 20,64
E029365 14,80 7/8 x 15/16 19,05 x 23,81 7,8 250
E029370 16,90 15/16 x 1 23,81 x 25,40 8,3 270
E029375 22,80 1-1/8 x 1-5/16 28,58 x 33,34 9,4 300

Cod. Tec. GR55
Euro


Pollici


mm

a
mm

L
mm

E029310 5,75 1/4 x 5/16 6,35 x 7,94 4
140E029315 9,05 5/16 x 3/8 7,94 x 9,53 4,5

E029320 7,10 3/8 x 7/16 9,53 x 11,11 4,8 155
E029325 9,60 7/16 x 1/2 11,11 x 12,70

5,3
170

E029330 8,35 1/2 x 9/16 12,70 x 14,29 190
E029335 9,30 9/16 x 5/8 14,29 x 15,88

5,8 205E029340 9,95 19/32 x 11/16 15,08 x 17,46

CHIAVI A FORCHETTA DOPPIE MISURE IN POLLICI

15°

E.9Indivisible package  Suggested retail package - Unit price

ITEM: 20
Standard: DIN 838 ISO 10104

Double ended offset ring wrenches STABIL® in chrome steel with a deep curvature.
The AS-Drive profile (Anti-Slip-Drive) allows the transmission of strong forces on the sides of the screws and bolts
without damaging the edges.

Tech. Code 
mm

L
mm

d1
mm

d2
mm

20 x 22 300 29,4 32,1
21 x 23 315

30,7
33,4

21 x 24

330
34,7

22 x 24 32,1
24 x 26

34,7
37,3

24 x 27 38,6
25 x 28 350 36,0 40,0
27 x 30

360
38,3 42,6

27 x 32 39,3 47,2
30 x 32

365 42,6
45,4

30 x 34 48,0
36 x 41 440 53,0 60,0
46 x 50 535 65,2 73,0

Tech. Code 
mm

L
mm

d1
mm

d2
mm

6 x 7 165 10,5 11,8
8 x 9

180 13,1
14,5

8 x 10 15,8
10 x 11 200

15,8
17,2

10 x 13
220 20,0

12 x 13 18,6
13 x 17

245
20,0 25,3

14 x 15 21,3 22,6
16 x 17 255 23,9 25,3
17 x 19 270 25,3

28,0
18 x 19 275

26,6
18 x 21

300
30,7

19 x 22 28,0 32,1

DOUBLE ENDED OFFSET RING WRENCHES

ITEM: 20
Standard: DIN 838 ISO 10104

Set of double ended offset ring wrenches STABIL® in chrome steel with a deep curvature.
The AS-Drive profile (Anti-Slip-Drive) allows the transmission of strong forces on the sides of the screws and bolts
without damaging the edges.

Composition:
E0352SET08 6x7 8x9 10x11 12x13 14x15 16x17 18x19 20x22 mm
E0352SET12 6x7 8x9 10x11 12x13 14x15 16x17 18x19 20x22 21x23 24x27

25x28 30x32 mm

Tech. Code Pieces

8
12

DOUBLE ENDED OFFSET RING WRENCHES IN SET

ITEM: 12
Small double open ended wrenches ELECTRIC model in chrome steel.

Tech. Code 
mm

L
mm

b
mm

a
mm

8 96 16,8

8

9 103 18,9
10 105 21
11

116 24,2
12
13

131 28,3
14

Tech. Code 
mm

L
mm

b
mm

a
mm

3,2

70 10,5

2

3,5
4

4,5
5

78 12,65,5
6
7 91 14,7

SMALL DOUBLE OPEN ENDED WRENCHES

ITEM: 10A
Double open ended wrenches anti-slip profile and rounded edges, measurement in inches.
Chrome vanadium steel chrome plated.

Tech. Code 
Inches


mm

a
mm

L
mm

5/8 x 3/4 15,88 x 19,05 6,7 220
11/16 x 13/16 17,46 x 20,64

7,3 2353/4 x 7/8 19,05 x 22,26
25/32 x 13/16 19,85 x 20,64
7/8 x 15/16 19,05 x 23,81 7,8 250
15/16 x 1 23,81 x 25,40 8,3 270

1-1/8 x 1-5/16 28,58 x 33,34 9,4 300

Tech. Code 
Inches


mm

a
mm

L
mm

1/4 x 5/16 6,35 x 7,94 4
140

5/16 x 3/8 7,94 x 9,53 4,5
3/8 x 7/16 9,53 x 11,11 4,8 155
7/16 x 1/2 11,11 x 12,70

5,3
170

1/2 x 9/16 12,70 x 14,29 190
9/16 x 5/8 14,29 x 15,88

5,8 205
19/32 x 11/16 15,08 x 17,46

DOUBLE OPEN ENDED WRENCHES INCH



E

E.10 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ART. E0299
NORMA: DIN 894.

Chiavi a forchetta semplici in acciaio zincato.

Cod. Tec. GR52
Euro


mm

a
mm

L
mm

E029927 3,96 27 9,5 240
E029930 5,45 30 10,5 260
E029932 6,49 32 12 280
E029936 7,39 36 13 320
E029938 8,28 38 13,5 330
E029941 9,45 41 14,5 350
E029946 13,81 46 15 380
E029950 16,26 50 16 420
E029955 19,39 55 17 460
E029960 27,01 60 17,5 500
E029965 34,93 65 18

540E029970 47,30 70 18,5
E029975 57,81 75 21 580
E029980 70,79 80

22
620

E029985 76,66 85 670
E029990 112,74 90 700

Cod. Tec. GR52
Euro


mm

a
mm

L
mm

E029906 1,52 6
3,5

75
E029907 1,52 7 80
E029908 1,52 8 4 90
E029909 1,63 9

4,5
100

E029910 1,73 10 110
E029911 1,73 11

5
120

E029912 1,85 12 125
E029913 1,85 13 130
E029914 2,05 14

5,5
140

E029915 2,16 15 150
E029916 2,28 16

6
160E029917 2,05 17

E029918 2,50 18 170
E029919 2,38 19

7,5
180

E029922 2,98 22 200
E029924 3,36 24 9 220

CHIAVI A FORCHETTA SEMPLICI

ART. 4004
Norma: DIN 894.

Chiavi a forchetta semplici DIN 894 in acciaio colore grigio ferro.

Cod. Tec. GR55
Euro


mm

L
mm

b
mm

a
mm

E0295065 (59,00) 65 528 132 19
E0295070 (68,50) 70 572 142 20
E0295075 (87,50) 75 608 152 21
E0295080 (106,00) 80 645 162 22
E0295085 (137,00) 85

690 173 23E0295090 (159,00) 90
E0295095 (227,00) 95

847 195 25E0295100 (234,00) 100
E0295105 (316,00) 105

1000 217 28E0295110 (341,00) 110

Cod. Tec. GR55
Euro


mm

L
mm

b
mm

a
mm

E0295024 7,80 24 215 50 8,9
E0295027 8,90 27 238 56 9,8
E0295030 10,30 30 261 62 10,8
E0295032 11,80 32 273 66 11,8
E0295036 16,30 36 300 74

12,8E0295041 21,10 41 335 84
E0295046 26,40 46 369 93 14,8
E0295050 33,80 50 412 102 17
E0295055 36,50 55 457 112

18E0295060 46,60 60 492 122

CHIAVI A FORCHETTA SEMPLICI

I prodotti sono disponibili nel CAP N

TORCE DI ISPEZIONE A LED

Cod. Tec. Quantità LED
Emissione luminosa

Lm
Distanza fascio luminoso

m

N707901 1 180 80

Prodotti correlati

E.10 Indivisible package   Suggested retail package - Unit price

ITEM: E0299
Standard: DIN 894

Single open ended wrenches in alloy galvanized steel.

Tech. Code 
mm

a
mm

L
mm

27 9.5 240
30 10.5 260
32 12 280
36 13 320
38 13.5 330
41 14.5 350
46 15 380
50 16 420
55 17 460
60 17.5 500
65 18

540
70 18.5
75 21 580
80

22
620

85 670
90 700

Tech. Code 
mm

a
mm

L
mm

6
3.5

75
7 80
8 4 90
9

4.5
100

10 110
11

5
120

12 125
13 130
14

5.5
140

15 150
16

6
160

17
18 170
19

7.5
180

22 200
24 9 220

SINGLE OPEN ENDED WRENCHES

ITEM: 4004
Standard: DIN 894

Single open ended wrenches DIN 894 in steel, colour grey Iron.

Tech. Code 
mm

L
mm

b
mm

a
mm

65 528 132 19
70 572 142 20
75 608 152 21
80 645 162 22
85

690 173 23
90
95

847 195 25
100
105

1000 217 28
110

Tech. Code 
mm

L
mm

b
mm

a
mm

24 215 50 8,9
27 238 56 9,8
30 261 62 10,8
32 273 66 11,8
36 300 74

12,8
41 335 84
46 369 93 14,8
50 412 102 17
55 457 112

18
60 492 122

SINGLE OPEN ENDED WRENCHES

The products are available in chapter N

LED INSPECTION TORCHES

Tech. Code Number LED's
Light output

Lm
Beam distance

m

1 180 80

Related products



E

E.11 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ART. 12910
Norma: DIN 1810
Applicazione: per dadi cilindrici con intagli radiali, regolabili, con dentatura.

Cod. Tec. GR55
Euro


mm

Peso
g

E12304590 35,50 45 - 90 245
E123095165 63,00 95 - 165 686

CHIAVI A SETTORE REGOLABILI

ART. E1239
Chiavi a settore con nasello quadro DIN 1810 UNI 6752 in acciaio al cromo molibdeno - cromatura opaca.

Cod. Tec. GR52
Euro


mm

a
mm

L
mm

E1239808590 16,36 80-85-90

5
280E12399295 16,36 92-95

E123998100 16,36 98-100
E1239105110115 25,47 105-110-115 320
E1239120125130 25,47 120-125-130 330

E1239135145 44,00 135-145
6 380E1239155165 44,00 155-165

E1239180195 46,28 180-195

Cod. Tec. GR52
Euro


mm

a
mm

L
mm

E1239222528 10,00 22-25-28
2,5 136E12393032 7,04 30-32

E1239343638 9,42 34-36-38
3 170E12394042 9,42 40-42

E12394550 11,39 45-50
3,5 205E12395255 11,39 52-55

E1239586265 13,67 58-62-65
4 240E1239687075 13,67 68-70-75

CHIAVI A SETTORE CON NASELLO QUADRO

ART. E1251
Chiavi a settore snodate con nasello quadro in acciaio al cromo molibdeno - cromatura opaca.

Cod. Tec. GR52
Euro


mm

a
mm

L
mm

E12515080 36,95 50÷80 5 280
E125180120 49,57 80÷120 5,5 345

Cod. Tec. GR52
Euro


mm

a
mm

L
mm

E12511535 23,26 15÷35 3,5 170
E12513550 23,60 35÷50 4 210

CHIAVI A SETTORE SNODATE CON NASELLO QUADRO

ART. E1261
Chiavi a settore snodate con nasello tondo in acciaio al cromo molibdeno - cromatura opaca.

Cod. Tec. GR52
Euro


mm

a
mm

L
mm

E12615080 41,06
50÷80 5

280
E1261RIC5080 3,84 -

E126180120 57,73
80÷120 6

345
E1261RIC80120 3,84 -

Cod. Tec. GR52
Euro


mm

a
mm

L
mm

E12611535 23,46
15÷35 3

170
E1261RIC1535 3,00 -

E12613550 32,17
35÷50 4

210
E1261RIC3550 3,00 -

CHIAVI A SETTORE SNODATE CON NASELLO TONDO

ART. E1279
Modello a nasello tondo con apertura variabile per ghiere ed anelli filettati con fori frontali.
Acciaio speciale, esecuzione brunita.

Cod. Tec. GR52
Euro


mm

a
mm

L
mm

E127905 14,82 11÷60
5

160
E127905L 22,17

14÷100 215E127906 22,17 6
E127908 22,17 8

Cod. Tec. GR52
Euro


mm

a
mm

L
mm

E127901,5 13,52
7÷40

1,5
115E127902 13,52 2

E127902,5 13,52 2,5
E127903 14,82

11÷60
3

160E127904 14,82 4

CHIAVI A COMPASSO CON NASELLO TONDO

E.11Indivisible package  Suggested retail package - Unit price

ITEM: 12910
Standard: DIN 1810
Application: for round nuts with radial notches, adjustable, with teeth.

Tech. Code 
mm

Weight
g

45 - 90 245
95 - 165 686

ADJUSTABLE HOOK WRENCHES

ITEM: E1239
Hook wrenches with square noses DIN 1810 UNI 6752 in chrome molybdenum steel-opaque chromium coating.

Tech. Code 
mm

a
mm

L
mm

80-85-90

5
28092-95

98-100
105-110-115 320
120-125-130 330

135-145
6 380155-165

180-195

Tech. Code 
mm

a
mm

L
mm

22-25-28
2.5 136

30-32
34-36-38

3 170
40-42
45-50

3.5 205
52-55

58-62-65
4 240

68-70-75

HOOK WRENCHES WITH SQUARE NOSES

ITEM: E1251
Adjustable hook wrenches with square noses in chrome molybdenum steel-opaque chromium coating.

Tech. Code 
mm

a
mm

L
mm

50÷80 5 280
80÷120 5.5 345

Tech. Code 
mm

a
mm

L
mm

15÷35 3.5 170
35÷50 4 210

ADJUSTABLE HOOK WRENCHES WITH SQUARE NOSES

ITEM: E1261
Adjustable hook wrenches with round noses in chrome molybdenum steel-opaque chromium coating.

Tech. Code 
mm

a
mm

L
mm

50÷80 5
280

-

80÷120 6
345

-

Tech. Code 
mm

a
mm

L
mm

15÷35 3
170

-

35÷50 4
210

-

ADJUSTABLE HOOK WRENCHES WITH ROUND NOSES

ITEM: E1279
Round-nosed model with adjustable opening, for two-hole nuts Din 547.
Special steel, burnished execution.

Tech. Code 
mm

a
mm


mm

11÷60
5

160

14÷100 2156
8

Tech. Code 
mm

a
mm


mm

7÷40
1,5

1152
2,5

11÷60
3

160
4

ADJUSTABLE CALIPER PIN WRENCHES



E

E.12 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ART. E1350
Tipo pesante a bocche esagonali, acciaio cromo vanadio titacrom.

Cod. Tec. GR52
Euro


mm

a
mm

b
mm

L
mm

E13501819 18,91 18 x 19 25 26 165
E13502022 21,43 20 x 22 28 30 170
E13502426 27,10 24 x 26 33 33 190
E13502729 35,82 27 x 29 37 39

210E13503032 40,76 30 x 32 40 42

Cod. Tec. GR52
Euro


mm

a
mm

b
mm

L
mm

E135067 10,92 6 x 7 10 11 105
E135089 11,04 8 x 9 13 14 110

E13501011 11,87 10 x 11 15 16 120
E13501213 12,39 12 x 13 18 19 140
E13501415 14,19 14 x 15 20 22 145
E13501617 16,08 16 x 17 23 24 155

CHIAVI A TUBO DOPPIE

ART. E1360
Serie di chiavi, fornita in busta di poliestere. Acciaio al cromo vanadio titacrom.

Cod. Tec. GR52
Euro Composizione Pezzi

E1360SET8/7 103,73 6x7 - 8x9 - 10x11 - 12x13 - 14x15 - 16x17 - 18x19 - 20x22 mm 8

CHIAVI A TUBO DOPPIE IN KIT

ART. E1430
Serie di chiavi E1420, fornita in busta di poliestere. Acciaio al cromo vanadio cromato.

Cod. Tec. GR52
Euro Composizione Pezzi

E1430SET10/1 137,79 6 - 7 - 8 - 10 - 13 - 15 - 17 - 19 - 22 - 24 mm 10
E1430SET15/1 182,68 8 - 10 - 11 - 12 - 13 - 14 - 15 - 16 -17 - 18 - 19 - 21 - 22 - 23 - 24 mm 15

CHIAVI A PIPA PASSANTE IN KIT

ART. E1420
Bocca diritta esagonale e bocca piegata poligonale con apertura passante per viti sporgenti o spine di manovra,
acciaio cromo vanadio cromato.

Cod. Tec. GR52
Euro


mm

a
mm

L
mm

E142015 14,25 15 22 175
E142016 14,78 16 24 185
E142017 15,40 17 25 200
E142019 17,78 19 28 220
E142021 20,68 21 30 230
E142022 23,50 22 32 245
E142023 24,19 23 33 255
E142024 26,04 24 34 265

Cod. Tec. GR52
Euro


mm

a
mm

L
mm

E14205,5 10,16 5,5 10,5
110E14206 9,06 6 11

E14207 9,41 7 12 115
E14208 9,68 8 13 120

E142010 10,48 10 16 130
E142011 11,62 11 17 135
E142012 12,15 12 18 145
E142013 12,85 13 19 150
E142014 13,99 14 21 160

CHIAVI A PIPA PASSANTE DOPPIE

ART. E1370
In tubo di acciaio con bocche esagonali. Finitura zincata.

Cod. Tec. GR52
Euro


mm

L
mm

E13702426 3,81 24 x 26 144
E13702427 4,16 24 x 27 155
E13702528 4,28 25 x 28 160
E13702729 4,53 27 x 29

165E13703032 4,53 30 x 32
E13703236 5,96 32 x 36 175
E13703437 6,79 34 x 37 180
E13703538 7,26 35 x 38 185
E13703641 7,50 36 x 41 190
E13704042 8,10 40 x 42

195
E13704650 11,31 46 x 50
E13705055 12,26 50 x 55
E13705560 14,06 55 x 60

Cod. Tec. GR52
Euro


mm

L
mm

E13700607 1,70 6 x 7 90
E13700809 1,82 8 x 9

94E13700810 1,94 8 x 10
E13701011 1,82 10 x 11 104
E13701213 2,06 12 x 13 109
E13701317 2,43 13 x 17 124
E13701415 2,43 14 x 15 114
E13701617 2,43 16 x 17 124
E13701719 2,66 17 x 19

129E13701819 2,66 18 x 19
E13701922 3,34 19 x 22

134E13702022 3,34 20 x 22
E13702123 3,45 21 x 23 139

CHIAVI A TUBO DOPPIE MODELLO LEGGERO

E.12 Indivisible package   Suggested retail package - Unit price

ITEM: E1350
Heavy-duty with hexagonal jaws, chrome vanadium titacrom steel.

Tech. Code 
mm

a
mm

b
mm

L
mm

18 x 19 25 26 165
20 x 22 28 30 170
24 x 26 33 33 190
27 x 29 37 39

210
30 x 32 40 42

Tech. Code 
mm

a
mm

b
mm

L
mm

6 x 7 10 11 105
8 x 9 13 14 110

10 x 11 15 16 120
12 x 13 18 19 140
14 x 15 20 22 145
16 x 17 23 24 155

DOUBLE HEADED SOCKET WRENCHES

ITEM: E1360
Set of 8 wrenches E1350, supplied in polyester wallet. Chrome vanadium titacrom steel.

Tech. Code Composition Pieces

6x7 - 8x9 - 10x11 - 12x13 - 14x15 - 16x17 - 18x19 - 20x22 mm 8

DOUBLE HEADED SOCKET WRENCHES IN SET

ITEM: E1430
Set of wrenches E1420, supplied in polyester wallet. Chrome vanadium steel, chrome plated.

Tech. Code Composition Pieces

6 - 7 - 8 - 10 - 13 - 15 - 17 - 19 - 22 - 24 mm 10
8 - 10 - 11 - 12 - 13 - 14 - 15 - 16 -17 - 18 - 19 - 21 - 22 - 23 - 24 mm 15

DOUBLE HEADED SOCKET WRENCHES IN SET

ITEM: E1420
Bent head with hexagonal opening, hollow profile for projecting screws or drive bars, chrome vanadium steel,
chrome plated.

Tech. Code 
mm

a
mm

L
mm

15 22.5 175
16 24 185
17 25 200
19 28 220
21 30 230
22 32 245
23 33 255
24 34 265

Tech. Code 
mm

a
mm

L
mm

5.5 10.5
110

6 11
7 12 115
8 13 120

10 16 130
11 17 135
12 18 145
13 19 150
14 21 160

DOUBLE HEADED SOCKET WRENCHES

ITEM: E1370
DIN 896-B, tubular, straight special steel.

Tech. Code 
mm

L
mm

24 x 26 144
24 x 27 155
25 x 28 160
27 x 29

165
30 x 32
32 x 36 175
34 x 37 180
35 x 38 185
36 x 41 190
40 x 42

195
46 x 50
50 x 55
55 x 60

Tech. Code 
mm

L
mm

6 x 7 90
8 x 9

94
8 x 10
10 x 11 104
12 x 13 109
13 x 17 124
14 x 15 114
16 x 17 124
17 x 19

129
18 x 19
19 x 22

134
20 x 22
21 x 23 139

DOUBLE HEADED SOCKET WRENCHES



E

E.13 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ART. E1440
Norma: DIN 133

Esecuzione a una bocca per l'utilizzo con mazze o martelli.
Acciaio al cromo vanadio.

Cod. Tec. GR52
Euro


mm

a
mm

L
mm

Peso
g

E1440050 48,45 50 20 275 1650
E1440055 66,46 55 23 304 2200
E1440060 81,68 60 24 320 2600
E1440065 111,79 65 28 340 2700
E1440070 128,01 70

30
365 4000

E1440075 148,51 75 278 5000
E1440080 298,15 80 37 400 5700

Cod. Tec. GR52
Euro


mm

a
mm

L
mm

Peso
g

E1440024 12,01 24
15

160 280
E1440027 13,87 27 180 350
E1440030 14,45 30 16 190 542
E1440032 19,56 32 17 196 770
E1440036 24,85 36 18 210 900
E1440041 28,89 41 19 225 1065
E1440046 36,65 46 20 251 1114

CHIAVI A PERCUSSIONE A FORCHETTA

ART. E1442
Norma: DIN 7444

Esecuzione a una bocca poligonale per l'utilizzo con mazze o martelli.
Acciaio al cromo vanadio.

Cod. Tec. GR52
Euro


mm

a
mm

L
mm

Peso
g

E1442050 36,34 50 24 255 1134
E1442055 49,69 55

25
271 1560

E1442060 59,32 60 279 1600
E1442065 83,24 65 28 295 2100
E1442070 109,04 70

35
323

3100E1442075 145,96 75 330
E1442080 196,25 80 37 361 3200

Cod. Tec. GR52
Euro


mm

a
mm

L
mm

Peso
g

E1442024 13,35 24 14 167 296
E1442027 13,67 27 16 179 303
E1442030 14,45 30

17
191 383

E1442032 14,91 32 197 474
E1442036 18,01 36 19 206 522
E1442041 23,60 41

22
231 758

E1442046 26,40 46 241 853

CHIAVI A PERCUSSIONE POLIGONALI

ART. WX1950
Chiavi a bussola esagonale prolungate con impugnatura PREMIUM QUALITY per viti a testa esagonale e dadi,
lame in acciaio al cromo-vanadio satinate, impugnature ERGOFORM ipoallergeniche, antiscivolo, morbide
e confortevoli, realizzate in SANTOPRENE® che garantisce la massima resistenza per un lavoro veloce e di
precisione. Identificazione della misura posta sulla testa dell'impugnatura. Conforme alle direttive RoHS e REACH.

Cod. Tec. GR51
Euro


mm

a
mm

L
mm

P
mm

E145008 8,80 8

125 235 25
E145009 9,90 9
E145010 11,50 10
E145013 17,50 13

Cod. Tec. GR51
Euro


mm

a
mm

L
mm

P
mm

E145005 7,50 5

125 235 25
E145005,5 7,70 5,5
E145006 7,50 6
E145007 7,50 7

CHIAVI A BUSSOLA ESAGONALE CON IMPUGNATURA

CHIAVI A BUSSOLA ESAGONALE CON IMPUGNATURA IN FOAM

Cod. Tec. E145108
GR51 Euro 88,00
Pezzi 8

ART. WX1950/SE8
Kit di 8 chiavi a bussola esagonale con impugnatura PREMIUM QUALITY per viti a testa esagonale o dadi, impugnature
ERGOFORM ipoallergeniche, antiscivolo, morbide e confortevoli, realizzate in SANTOPRENE® che garantisce la massima
resistenza per un lavoro veloce e di precisione. Identificazione della misura posta sulla testa dell'impugnatura. Conforme
alle direttive RoHS e REACH.
Completi di modulo Eva Tray per carrelli Wodex
Dimensione del modulo 400x223,5 mm - Posizione Orizzontale

Composizione:
WX1950 5x125 - 5,5x125 - 6x125 - 7x125 - 8x125 - 9x125 - 10x125 - 13x125 mm

1/3

E.13Indivisible package  Suggested retail package - Unit price

ITEM: E1440
Standard: DIN 133

Single open ended for using with hammers.
Chrome vanadium steel.

Tech. Code 
mm

a
mm

L
mm

Weight
g

50 20 275 1650
55 23 304 2200
60 24 320 2600
65 28 340 2700
70

30
365 4000

75 278 5000
80 37 400 5700

Tech. Code 
mm

a
mm

L
mm

Weight
g

24
15

160 280
27 180 350
30 16 190 542
32 17 196 770
36 18 210 900
41 19 225 1065
46 20 251 1114

OPEN ENDED SLOGGING WRENCHES

ITEM: E1442
Standard: DIN 7444

Single open ended polygonal for using with hammers.
Chrome vanadium steel.

Tech. Code 
mm

a
mm

L
mm

Weight
g

50 24 255 1134
55

25
271 1560

60 279 1600
65 28 295 2100
70

35
323

3100
75 330
80 37 361 3200

Tech. Code 
mm

a
mm

L
mm

Weight
g

24 14 167 296
27 16 179 303
30

17
191 383

32 197 474
36 19 206 522
41

22
231 758

46 241 853

RING ENDED SLOGGING WRENCHES

ITEM: WX1950
Hexagonal extended nutdrivers with PREMIUM QUALITY handle for hexagonal head screws and nuts, blade in
chrome vanadium satined steel, ERGOFORM hypoallergenic grip handle, anti-slip, soft and comfortable, made
in SANTOPRENE® which guarantees maximum resistance for quick and accurate work. Identification of the
measurement of the head of the handle. Compliant with RoHS and REACH.

Tech. Code 
mm

a
mm

L
mm

P
mm

8

125 235 25
9

10
13

Tech. Code 
mm

a
mm

L
mm

P
mm

5

125 235 25
5,5
6
7

HEXAGONAL NUTDRIVERS WITH HANDLE

HEXAGONAL NUTDRIVERS WITH HANDLES IN FOAM

Tech. Code

Pieces 8

ITEM: WX1950/SE8
Kit of 8 hexagonal socket wrenches with PREMIUM QUALITY handle for hexagonal head screws or nuts, ERGOFORM
hypoallergenic, anti-slip, soft and comfortable handles, made of SANTOPRENE® that guarantees maximum resistance
for fast and precise work. Identification of the measurement placed on the head of the handle. Complies with RoHS and
REACH directives.
Complete with Eva Tray module for Wodex trolleys
Module size 400x223,5 mm - Horizontal position

Compositon:
WX1950 5x125 - 5,5x125 - 6x125 - 7x125 - 8x125 - 9x125 - 10x125 - 13x125 mm



E

E.14 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ART. E1455
Chiavi a bussola esagonale con impugnatura bicomponente.
Acciaio al cromo vanadio cromato e satinato.

Cod. Tec. GR52
Euro


mm

a
mm

L
mm

E145508 6,95 8

125

235E145509 7,57 9
E145510 7,93 10

245

E145511 7,93 11
E145512 7,93 12
E145513 9,32 13
E145514 9,42 14
E145517 11,31 17

Cod. Tec. GR52
Euro


mm

a
mm

L
mm

E145503 6,21 3

125
225

E145503,5 6,21 3,5
E145504 6,21 4

E145504,5 6,21 4,5
E145505 6,21 5

E145505,5 6,21 5,5
E145506 6,29 6

235E145507 6,68 7

CHIAVI A BUSSOLA ESAGONALE CON IMPUGNATURA

ART. 395 HO
Chiavi a bussola esagonale con gambo forato per viti a testa esagonale e dadi su aste filettate lunghe. Acciaio al
cromo-nichel opaco e impugnatura Kraftform Plus multicomponente anti-rotolamento.

Cod. Tec. GR53
Euro


mm

a
mm

L
mm

E145808 11,02 8,0
90

195
E145810 12,14 10

202E145813 13,18 13

Cod. Tec. GR53
Euro


mm

a
mm

L
mm

E145805 9,69 5,0

90
188E145805,5 9,69 5,5

E145806 9,69 6,0
E145807 9,98 7,0 195

CHIAVI A BUSSOLA ESAGONALE CON IMPUGNATURA 395 HO

ART. 190 I VDE
Chiavi VDE isolate fino a 1000 Volt, conformi alla normativa IEC 60900, con bussola per viti a testa esagonale.
Acciaio cromo-nichel opaco e impugnatura Kraftform Plus multicomponente anti-rotolamento.

Cod. Tec. GR53
Euro


mm

a
mm

L
mm

E146010 21,83 10

125 237
E146011 23,43 11
E146012 26,73 12
E146013 30,27 13

Cod. Tec. GR53
Euro


mm

a
mm

L
mm

E146005,5 14,33 5,5

125

223E146006 15,73 6,0
E146007 16,97 7,0

230E146008 18,56 8,0
E146009 20,18 9,0

CHIAVI A BUSSOLA ESAGONALE CON IMPUGNATURA ISOLATE 1000 V 190 I VDE

CHIAVI A BUSSOLA ESAGONALE CON IMPUGNATURA KIT 395 HO/7 SM

Cod. Tec. E146507
GR53 Euro 60,18
Pezzi 7

ART. 395 HO
Kit di chiavi a bussola esagonale con gambo forato per viti a testa esagonale e dadi su aste filettate lunghe. Acciaio cromo-
nichel opaco e impugnatura Kraftform Plus multicomponente anti-rotolamento.

Dotazione:
Chiavi 395 HO 5 - 5,5 - 6 - 7 - 8 - 10 - 13 mm

E.14 Indivisible package   Suggested retail package - Unit price

ITEM: E1455
Hexagonal socket handle with bicomponent grip.
Vanadium chrome, satin steel.

Tech. Code 
mm

a
mm

L
mm

8

125

235
9
10

245

11
12
13
14
17

Tech. Code 
mm

a
mm

L
mm

3

125
225

3.5
4

4.5
5

5.5
6

235
7

HEXAGONAL NUTDRIVERS WITH HANDLE

ITEM: 395 HO
Hexagonal nutdriver with hollow shaft for hexagonal screws and long threaded. Matt nickel-chrome and Kraftform
Plus grip handle multi-component anti-rolling.

Tech. Code 
mm

a
mm

L
mm

8,0
90

195
10

202
13

Tech. Code 
mm

a
mm

L
mm

5,0

90
1885,5

6,0
7,0 195

HEXAGONAL NUTDRIVERS WITH HANDLE 395 HO

ITEM: 190 I VDE
Insulated nutdriver up to 1000 Volts compliant with standard regulations IEC 60900, with socket for hexagonal head
screws.Matt nickel-chrome and Kraftform Plus multi-component anti-rolling.

Tech. Code 
mm

a
mm

L
mm

10

125 237
11
12
13

Tech. Code 
mm

a
mm

L
mm

5,5

125

223
6,0
7,0

2308,0
9,0

INSULATED NUTDRIVERS 1000 VOLTS HEXAGONAL SOCKETS WITH HANDLE 190 I VDE

HEXAGONAL NUTDRIVERS WITH HANDLE 395 HO/7 SM IN SET

Tech. Code

Pieces 7

ITEM: 395 HO
Hexagonal nutdriver with hollow shaft for hexagonal screws and long threaded. Matt nickel-chrome and Kraftform Plus
grip handle multi-component anti-rolling.

Included:
Nutdrivers 395 HO 5 - 5,5 - 6 - 7 - 8 - 10 - 13 mm



E

E.15 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ART. WX1957
Giraviti micro per elettronica e meccanica fine PREMIUM QUALITY per viti con testa esagonale o dadi, lame in
acciaio al cromo vanadio satinate. Impugnature ERGOFORM con cappuccio girevole, ipoallergeniche, antiscivolo,
morbide e confortevoli, realizzate in SANTOPRENE® che garantisce la massima resistenza per un lavoro veloce e di
precisione. Conforme alle direttive RoHS e REACH.

Cod. Tec. GR51
Euro


mm

Ø lama
mm

a
mm

L
mm

E14804,0X60 4,95 4,0 5,5
60 155E14805,0X60 5,20 5,0 7,0

E14806,0X60 5,30 6,0 8,5

Cod. Tec. GR51
Euro


mm

Ø lama
mm

a
mm

L
mm

E14802,5X60 4,90 2,5 4,0
60 155E14803,0X60 4,90 3 5,0

E14803,5X60 4,95 3,5 5,3

GIRAVITI MICRO CON BUSSOLA ESAGONALE

ART. 2069
Giraviti Kraftform Micro per elettronica e meccanica fine, impugnatura ergonomica multicomponente con cappuccio
girevole. Lama tonda in acciaio al cromo-nichel opaco con bussola esagonale.

Cod. Tec. GR53
Euro


mm

Ø Lama
mm

a
mm

L
mm

E58603,5X60 8,85 3,5 5,3

60 157
E58604,0X60 8,85 4,0 5,5
E58604,5X60 9,10 4,5 6,2
E58605,0X60 9,10 5,0 7

Cod. Tec. GR53
Euro


mm

Ø Lama
mm

a
mm

L
mm

E58602,0X60 9,46 2,0
4

60 157
E58602,5X60 8,32 2,5
E58603,0X60 8,32 3,0

5E58603,2X60 8,32 3,2

GIRAVITI MICRO CON BUSSOLA ESAGONALE 2069

GIRAVITI MICRO CON BUSSOLA ESAGONALE IN FOAM

Cod. Tec. E148106
GR51 Euro 39,50
Pezzi 6

ART. WX1957/SE6
Kit di 6 giraviti micro per elettronica e meccanica fine PREMIUM QUALITY con lame in acciaio al cromo vanadio satinate,
punte di precisione BLACK-TIP temprate. Impugnature ERGOFORM con cappuccio girevole, ipoallergeniche, antiscivolo,
morbide e confortevoli, realizzate in SANTOPRENE® che garantisce la massima resistenza per un lavoro veloce e di
precisione. Conforme alle direttive RoHS e REACH.
Completi di modulo Eva Tray per carrelli Wodex
Dimensione del modulo 200x223,5 mm - Posizione Verticale

Composizione:
WX1957 2,5x60 - 3x60 - 3,5x60 - 4x60 - 5x60 - 6x60 mm

1/6

mro

Perfect
ergonomics

E.15Indivisible package  Suggested retail package - Unit price

ITEM: WX1957
Micro screwdrivers for electronics and fine mechanics PREMIUM QUALITY for hexagonal head screws and nuts,
blade in chrome satined vanadium steel,precision tips BLACK-TIP hardened ERGOFORM grip handle swivel cap,
hypoallengenic, anti-slip, soft and comfortable, made in SANTOPRENE® which guarantees maximum resistance for
quick and accurate work. Compliant with the directives RoHS e REACH.

Tech. Code 
mm

Ø blade
mm

a
mm

L
mm

4,0 5,5
60 1555,0 7,0

6,0 8,5

Tech. Code 
mm

Ø blade
mm

a
mm

L
mm

2,5 4,0
60 1553 5,0

3,5 5,3

MICRO SCREWDRIVERS WITH HEXAGONAL SOCKET

ITEM: 2069
Kraftform Micro screwdrivers for electronics and fine mechanics, ergonomic grip handle multi-component with
rotating cap. Round blade in matt chrome-nickel and hexagonal socket.

Tech. Code 
mm

Ø blade
mm

a
mm

L
mm

3,5 5,3

60 157
4,0 5,5
4,5 6,2
5,0 7

Tech. Code 
mm

Ø blade
mm

a
mm

L
mm

2,0
4

60 157
2,5
3,0

5
3,2

MICRO SCREWDRIVERS WITH HEXAGONAL SOCKET 2069

MICRO SCREWDRIVERS WITH HEXAGONAL SOCKETS IN FOAM

Tech. Code

Pieces 6

ITEM: WX1957/SE6
Kit of 6 micro screwdrivers for electronics and fine PREMIUM QUALITY mechanics with satin chrome vanadium steel
blades, hardened BLACK-TIP precision tips. ERGOFORM handles with swivel cap, hypoallergenic, anti-slip, soft and
comfortable, made of SANTOPRENE® that guarantees maximum resistance for fast and precise work. Complies with
RoHS and REACH directives.
Complete with Eva Tray module for Wodex trolleys
Module size 200x223.5 mm - Vertical position

Composition:
WX1957 2,5x60 - 3x60 - 3,5x60 - 4x60 - 5x60 - 6x60 mm



E

E.16 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ART. 950
Chiavi maschio esagonale piegate in acciaio cromato. Profilo esagonale con superficie d'appoggio maggiorata
 (misura 1,5 mm a profilo esagonale standard).

Cod. Tec. GR53
Euro


mm

a
mm

L
mm



E220008 2,75 8 36 100
10E220009 3,10 9 38 106

E220010 4,04 10 40 112
E220012 6,08 12 45 125 5
E220014 10,02 14 56 140

1
E220017 16,78 17 63 160
E220019 23,35 19 70 180
E220022 37,03 22 80 200

Cod. Tec. GR53
Euro


mm

a
mm

L
mm



E220001,5 0,62 1,5 14 45

10

E220002 0,62 2 16 50
E220002,5 0,66 2,5 18 56
E220003 0,82 3 20 63
E220004 1,00 4 25 70
E220005 1,18 5 28 80
E220006 1,66 6 32 90
E220007 2,11 7 34 95

CHIAVI MASCHIO ESAGONALE

CHIAVI MASCHIO ESAGONALE KIT 950/9 SM N

Cod. Tec. E222009
GR53 Euro 12,95
Pezzi 9

ART. 950/9 SM N
Kit di 9 chiavi 950 in acciaio cromato maschio esagonale. Il materiale resistente della clip garantisce una tenuta perfetta
delle chiavi e una loro facile rimozione.

Composizione:
1,5 - 2 - 2,5 - 3 - 4 - 5 - 6 - 8 - 10 mm

CHIAVI MASCHIO ESAGONALE IN KIT

Cod. Tec. E2400SET9
GR52 Euro 12,84

Composizione 1,5 - 2 - 2,5 - 3 - 4 - 5 -6 -8 - 10 mm

Pezzi 9

ART. E2400
Serie di chiavi E2395 in acciaio al cromo vanadio cromato, fornita con supporto in plastica.

ART. E2395
Norma: ISO 2936

Chiavi maschio esagonale piegate per viti con esagono incassato, acciaio al cromo vanadio - cromatura satinata.

Cod. Tec. GR52
Euro


mm

a
mm

L
mm

E239508 2,01 8 44 108
E239509 2,90 9 47 114
E239510 2,90 10 50 122
E239512 4,14 12 57 137
E239514 6,11 14 54 148
E239517 9,32 17 60 159
E239519 12,42 19 65 176
E239522 19,05 22 74 186
E239524 24,64 24 75 196

Cod. Tec. GR52
Euro


mm

a
mm

L
mm

E239501,5 0,53 1,5 15 46
E239502 0,63 2 18 52

E239502,5 0,72 2,5 20 58
E239503 0,85 3 23 66

E239503,5 0,95 3,5 25 69
E239504 0,93 4 29 74

E239504,5 1,06 4,5 30 80
E239505 0,95 5 33 85
E239506 1,06 6 38 96
E239507 1,80 7 41 102

CHIAVI MASCHIO ESAGONALE

ART. E2396
Chiavi esagonali in acciaio zincato indicate per dotazioni o kit di montaggio.

Cod. Tec. GR52
Euro


mm

a
mm

L
mm



E239606 0,66 6 32 90
50E239608 0,96 8 36 100

E239610 2,09 10 40 112
10E239612 3,27 12 45 125

Cod. Tec. GR52
Euro


mm

a
mm

L
mm



E239602 0,08 2 16 50

100
E239602,5 0,10 2,5 18 56
E239603 0,14 3 20 63
E239604 0,23 4 25 70
E239605 0,43 5 28 80

CHIAVI MASCHIO ESAGONALE PER DOTAZIONI

E.16 Indivisible package   Suggested retail package - Unit price

ITEM: 950
Hexagonal keys L-wrenches in chromed steel. Hexagonal profile with more supported surface  *
(measurement 1.5 standard hexagonal profile).

Tech. Code 
mm

a
mm

L
mm



8 36 100
9 38 106

10 40 112
12 45 125
14 56 140
17 63 160
19 70 180
22 80 200

Tech. Code 
mm

a
mm

L
mm



1.5 14 45
2 16 50

2.5 18 56
3 20 63
4 25 70
5 28 80
6 32 90
7 34 95

HEXAGONAL L KEYS

HEXAGONAL L KEYS IN SET 950/9 SM N

Tech. Code

Pieces 9

ITEM: 950/9 SMN
Set of 9 keys 950 in chromed steel hexagonal. The material of the wear-resistant clip guarantees a perfect grip of the keys
and easy removal.

Composition:
1,5 - 2 - 2,5 - 3 - 4 - 5 - 6 - 8 - 10 mm

HEXAGONAL L KEYS IN SET

Tech. Code

Composition 1.5 - 2 - 2.5 - 3 - 4 - 5 -6 -8 - 10 mm

Pieces 9

ITEM: E2400
Set of wrenches E2395, chrome vanadium steel, chrome plated, supplied with plastic holder.

ITEM: E2395
Standard: ISO 2936

Hexagonal keys for cap screws. Vanadium chrome steel - satin chromium coating.

Tech. Code 
mm

a
mm

L
mm

8 44 108
9 47 114
10 50 122
12 57 137
14 54 148
17 60 159
19 65 176
22 74 186
24 75 196

Tech. Code 
mm

a
mm

L
mm

1.5 15 46
2 18 52

2.5 20 58
3 23 66

3.5 25 69
4 29 74

4.5 30 80
5 33 85
6 38 96
7 41 102

HEXAGONAL L KEYS

ITEM: E2396
Galvanized hexagonal L keys indicated for equipment or assembly kits.

Tech. Code 
mm

a
mm

L
mm



6 32 90
8 36 100

10 40 112
12 45 125

Tech. Code 
mm

a
mm

L
mm



2 16 50
2.5 18 56
3 20 63
4 25 70
5 28 80

HEXAGONAL L KEYS FOR EQUIPMENT



E

E.17 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ART. 950 PKL BM
Chiavi maschio esagonale lunghe piegate in acciaio con trattamento superficiale BlackLaser, estremità sferica sul
lato lungo. Profilo esagonale con superficie d'appoggio maggiorata . (misura 1,5 mm a profilo esagonale
standard).

Cod. Tec. GR53
Euro


mm

a
mm

L
mm



E225006 2,71 6 32 180

10
E225007 3,49 7 34 190
E225008 4,38 8 36 200
E225010 6,10 10 40 219
E225012 9,05 12 45 248 5

Cod. Tec. GR53
Euro


mm

a
mm

L
mm



E225001,5 1,33 1,5 14 90

10

E225002 1,33 2 16 100
E225002,5 1,33 2,5 18 112
E225003 1,65 3 20 126
E225004 1,90 4 25 140
E225005 2,14 5 28 160

CHIAVI MASCHIO ESAGONALE LUNGHE CON TESTA SFERICA

CHIAVI MASCHIO ESAGONALE PIEGATE CON TESTA SFERICA KIT 950 PKS/9 SM N

Cod. Tec. E222509
GR53 Euro 22,71
Pezzi 9

ART. 950 PKS/9 SM N
Kit di 9 chiavi 950 PKS in acciaio cromato maschio esagonale con estremità sferica. Il materiale resistente della clip
garantisce una tenuta perfetta delle chiavi e una loro facile rimozione.

Composizione:
1,5 - 2 - 2,5 - 3 - 4 - 5 - 6 - 8 - 10 mm

ART. WX2600
Chiavi a maschio esagonale lunghe con testa sferica e magnete permanente. Il magnete inserito nel lato lungo,
trattiene in modo pratico e sicuro le viti in acciaio anche in posizione verticale, mentre l'estremità sferica permette di
operare con inclinazioni fino a 25° rispetto all'asse della vite. L'accurata cromatura garantisce un'elevata protezione
contro la corrosione. Le misure 1,5 - 2 - 2,5 mm sono sprovviste di magnete.

Cod. Tec. GR51
Euro


mm

a
mm

L
mm

E230005 3,15 5 28 115
E230006 3,70 6 32 135
E230008 4,60 8 36 150
E230010 6,10 10 40 170

Cod. Tec. GR51
Euro


mm

a
mm

L
mm

E230001,5 2,90 1,5 14 62
E230002 2,90 2 16 75

E230002,5 2,90 2,5 18 85
E230003 2,90 3 20 90
E230004 3,00 4 25 100

CHIAVI A MASCHIO ESAGONALE LUNGHE CON TESTA SFERICA E MAGNETE

CHIAVI A MASCHIO ESAGONALE LUNGHE CON TESTA SFERICA E MAGNETE IN KIT

Cod. Tec. E230109
GR51 Euro 29,90
Pezzi 9

ART. WX2600/S9
Kit di 9 chiavi a maschio esagonale lunghe con testa sferica e magnete permanente. Il magnete inserito nel lato lungo,
trattiene in modo pratico e sicuro le viti in acciaio anche in posizione verticale, mentre l'estremità sferica permette di
operare con inclinazioni fino a 25° rispetto all'asse della vite. L'accurata cromatura garantisce un'elevata protezione
contro la corrosione. Pratica custodia PREMIUM QUALITY in materiale bicomponente. Le misure 1,5 - 2 - 2,5 mm sono
sprovviste di magnete.

Composizione:
WX2600 1,5 - 2 - 2,5 - 3 - 4 - 5 - 6 - 8 - 10 mm

CHIAVI ESAGONALI E GIRAVITE STUBBY IN FOAM

Cod. Tec. E230202
GR51 Euro 52,00
Pezzi 2

ART. WX9520/SE2
Kit composto da una serie di chiavi esagonali lunghe con magnete ed un giravite portainserti Stubby completo di un set di
inserti PREMIUM QUALITY.
Completi di modulo Eva Tray per carrelli Wodex
Dimensione del modulo 200x223,5 mm - Posizione Verticale

Composizione:
WX2600/S9 Set di chiavi esagonali lunghe con magnete
WX4622 Giravite portainserti Stubby con kit di inserti

1/6

E.17Indivisible package  Suggested retail package - Unit price

ITEM: 950 PKL BM
Long ball point end male hexagonal keys L keys in steel blacklaser finish, spherical end on long side Hexagonal
profile with more supported surface  * (measurement 1.5 standard hexagonal profile).

Tech. Code 
mm

a
mm

L
mm



6 32 180
7 34 190
8 36 200

10 40 219
12 45 248

Tech. Code 
mm

a
mm

L
mm



1.5 14 90
2 16 100

2.5 18 112
3 20 126
4 25 140
5 28 160

LONG HEXAGONAL L KEYS WITH BALL POINT END

HEXAGONAL L KEYS WITH BALL POINT END IN SET 950 PKS/9 SM N

Tech. Code

Pieces 9

ITEM: 950 PKS/9 SM N
Set of 9 keys 950 PKS in chromed steel hexagonal with ball point end. The material of the wear-resistant clip guarantees a
perfect grip of the keys and easy removal.

Composition:
1,5 - 2 - 2,5 - 3 - 4 - 5 - 6 - 8 - 10 mm

ITEM: WX2600
Long hexagonal keys with ball point end and permanent magnet.The magnet Inserted in the long side holds in
a practical and safe way the steel screws also in vertical position, while the ball point end allows to operate with
Inclinations up to 25° with respect to the axis of the screw. The accurate chrome-plating ensures a high level of
protection against corrosion. Measurements 1,5 - 2 - 2,5 mm are without magnets.1,5 - 2 - 2,5 mm.

Tech. Code 
mm

a
mm

L
mm

5 28 115
6 32 135
8 36 150
10 40 170

Tech. Code 
mm

a
mm

L
mm

1,5 14 62
2 16 75

2,5 18 85
3 20 90
4 25 100

LONG HEXAGONAL L KEYS WITH BALL POINT END AND MAGNET

LONG HEXAGONAL L KEYS WITH BALLPOINT END AND MAGNET IN SET

Tech. Code

Pieces 9

ITEM: WX2600/S9
Set of 9 long hexagonal keys with ball point end and permanent magnet. The magnet Inserted in the long side holds, in a
practical and safe way the steel screws also in vertical position, while the spherical end allows to operate with Inclinations
up to 25° with respect to the axis of the screw. The accurate chrome-plating ensures a high level of protection against
corrosion. Practical PREMIMUM QUALITY case in bi-component material.
Measurements 1,5 - 2 - 2,5 mm are without magnets.

Composition:
WX2600 1,5 - 2 - 2,5 - 3 - 4 - 5 - 6 - 8 - 10 mm

HEXAGONAL KEYS AND STUBBY SCREWDRIVER IN KIT

Tech. Code

Pieces 2

ITEM: WX9520/SE2
Kit composed of a series of long hexagonal keys of a series of long hexagonal keys with magnet and a stubby bit holder
screwdriver complete with a set of PREMIUM QUALITY inserts.
Complete with Eva Tray module for Wodex trolleys
Module size 200x223.5 mm - Vertical position

Composition:
WX2600/S9 Set of long hex keys with magnet
WX4622 Stubby bit holder screwdriver with insert kit



E

E.18 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

CHIAVI MASCHIO ESAGONALE LUNGHE CON TESTA SFERICA KIT 950 PKL/9 BM N

Cod. Tec. E226009
GR53 Euro 21,23
Pezzi 9

ART. 950 PKL/9 BM N
Kit di 9 chiavi 950PKL BM in acciaio con finitura BlackLaser maschio esagonale lunghe con estremità sferica. Il materiale
resistente della clip garantisce una tenuta perfetta delle chiavi e una loro facile rimozione.

Composizione:
1,5 - 2 - 2,5 - 3 - 4 - 5 - 6 - 8 - 10 mm

ART. E2283
Chiavi maschio esagonale lunghe piegate con testa sferica per viti con esagono incassato.
Acciaio al cromo vanadio made in Germany - Finitura nera.

Cod. Tec. GR52
Euro


mm

a
mm

L
mm



E228305 1,59 5 32 133
10E228306 1,89 6 36 156

E228308 3,34 8 43 178
5E228310 4,78 10 50 200

E228312 7,89 12 57 226 1

Cod. Tec. GR52
Euro


mm

a
mm

L
mm



E228301,5 1,31 1,5 14 81

10
E228302 1,31 2 18 87

E228302,5 1,38 2,5 19 92
E228303 1,38 3 22 103
E228304 1,52 4 29 114

CHIAVI MASCHIO ESAGONALE LUNGHE CON TESTA SFERICA

CHIAVI MASCHIO ESAGONALE LUNGHE CON TESTA SFERICA IN KIT

Cod. Tec. E2284SET9
GR52 Euro 18,87

Composizione  1,5 - 2 - 2,5 - 3 - 4 - 5 - 6 - 8 - 10 mm

Pezzi 9

ART. E2284
Serie di chiavi maschio esagonale lunghe piegate con testa sferica per viti con esagono incassato E2283.
Acciaio al cromo vanadio made in Germany - Finitura nera.
Robusta custodia ergonomica bicomponente.

ART. 950 PKL
Chiavi maschio esagonale lunghe piegate in acciaio cromato, estremità sferica sul lato lungo.
profilo esagonale con superficie d'appoggio maggiorata 
(Misura 1,5 mm a profilo esagonale standard).

Cod. Tec. GR53
Euro


mm

a
mm

L
mm



E225105 3,62 5 28 160
10E225106 4,18 6 32 180

E225107 4,90 7 34 190
1E225108 5,79 8 36 200

E225110 7,64 10 40 219

Cod. Tec. GR53
Euro


mm

a
mm

L
mm



E225101,5 2,30 1,5 14 90

10
E225102 2,30 2 16 100

E225102,5 2,57 2,5 18 112
E225103 3,20 3 20 126
E225104 3,20 4 25 140

CHIAVI MASCHIO ESAGONALE LUNGHE CON TESTA SFERICA

CHIAVI MASCHIO ESAGONALE LUNGHE KIT 950 PKL/9 SM N

Cod. Tec. E226309
GR53 Euro 29,55
Pezzi 9

ART. 950 PKL/9 SM N
Kit di 9 chiavi 950 PKL in acciaio cromato maschio esagonale lunghe con estremità sferica. Il materiale resistente della clip
garantisce una tenuta perfetta delle chiavi e una loro facile rimozione.

Composizione:
1,5 - 2 - 2,5 - 3 - 4 - 5 - 6 - 8 - 10 mm

ART. WX2602
Chiavi a maschio esagonale extra lunghe con testa sferica e magnete permanente. Il magnete inserito nel lato
lungo, trattiene in modo pratico e sicuro le viti in acciaio anche in posizione verticale, mentre l'estremità sferica
permette di operare con inclinazioni fino a 25° rispetto all'asse della vite. L'accurata cromatura garantisce un'elevata
protezione contro la corrosione e l'ulteriore termoverniciatura antiscivolo assicura una rapida individuazione grazie
alla codificazione cromatica. Le misure 1,5 - 2 - 2,5 mm sono sprovviste di magnete.

Cod. Tec. GR51
Euro


mm

a
mm

L
mm

E231005 3,90 5 28 160
E231006 5,10 6 32 180
E231008 6,60 8 36 200
E231010 8,70 10 40 224

Cod. Tec. GR51
Euro


mm

a
mm

L
mm

E231001,5 3,20 1,5 14 90
E231002 3,20 2 16 100

E231002,5 3,20 2,5 18 112
E231003 3,20 3 20 126
E231004 3,35 4 25 140

CHIAVI A MASCHIO ESAGONALE EXTRA LUNGHE CON TESTA SFERICA E MAGNETE

E.18 Indivisible package   Suggested retail package - Unit price

LONG HEXAGONAL L KEYS WITH BALL POINT END IN SET 950 PKL//9 BM N

Tech. Code

Pieces 9

ITEM: 950 PKL/9 BMN
Set of 9 keys 950PKL BM in steel with Blacklaser long male hexagonal with ball point end. The material of the wear-
resistant grip guarantees a perfect grip of the keys and easy removal.

Composition:
1,5 - 2 - 2,5 - 3 - 4 - 5 - 6 - 8 - 10 mm

ITEM: E2283
Wrench for driving bolts and cap screws.
Vanadium chrome steel. Made in Germany - Black finish.

Tech. Code 
mm

a
mm

L
mm



5 32 133
6 36 156
8 43 178

10 50 200
12 57 226

Tech. Code 
mm

a
mm

L
mm



1.5 14 81
2 18 87

2.5 19 92
3 22 103
4 29 114

LONG HEXAGONAL L KEYS WITH BALL END

LONG HEXAGONAL L KEYS WITH BALL END IN SET

Tech. Code

Composition  1,5 - 2 - 2,5 - 3 - 4 - 5 - 6 - 8 - 10 mm

Pieces 9

ITEM: E2284
Set of long-ball point hexagonal key L - wrenches E2283.
Vanadium chrome steel made in Germany - Black finish.
Ergonomic heavy duty double component holding.

ITEM: 950 PKL
Hexagonal keys L-wrenches in chromed steel, ball point end on long side. Hexagonal profile with more supported
surface  (measurement 1.5 standard hexagonal profile).

Tech. Code 
mm

a
mm

L
mm



5 28 160
6 32 180
7 34 190
8 36 200

10 40 219

Tech. Code 
mm

a
mm

L
mm



1,5 14 90
2 16 100

2,5 18 112
3 20 126
4 25 140

LONG HEXAGONAL L KEYS WITH BALL POINT END

LONG HEXAGONAL L KEYS WITH BALL END IN SET 950/PKL/9 SM N

Tech. Code

Pieces 9

ITEM: 950 PKL/9 SM N
Kit of 9 keys 950 PKL in chrome steel, long hexagonal male with spherical end end. The material of the wear-resistant
clip ensures a perfect grip of the keys and easy removal.

Composition:
1,5 - 2 - 2,5 - 3 - 4 - 5 - 6 - 8 - 10 mm

ITEM: WX2602
Extra long hexagonal keys with spherical end and permanent magnet. The magnet Inserted in the long side holds
in a practical and safe way the steel screws also in vertical position, while the spherical end allows to operate with
Inclinations up to 25° with respect to the axis of the screw. The accurate chrome-plating ensures a high level of
protection against corrosion and the further non.slip thermopainting ensures rapid detection thanks to the chromatic
coding. Measurements 1,5 - 2 - 2,5 mm are without magnets.

Tech. Code 
mm

a
mm

L
mm

5 28 160
6 32 180
8 36 200

10 40 224

Tech. Code 
mm

a
mm

L
mm

1,5 14 90
2 16 100

2,5 18 112
3 20 126
4 25 140

EXTRA LONG HEXAGONAL L KEYS WITH BALL END AND MAGNET



E

E.19 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

CHIAVI MASCHIO ESAGONALE EXTRA LUNGHE CON TESTA SFERICA IN KIT

Cod. Tec. E2290SET9
GR52 Euro 22,44

Composizione  1,5 - 2 - 2,5 - 3 - 4 - 5 - 6 - 8 - 10 mm

Pezzi 9

ART. E2290
Serie di chiavi maschio esagonale extra lunghe piegate con testa sferica E2285 per viti con esagono incassato.
Acciaio al cromo vanadio - Finitura cromo-satinata.
Custodia in plastica.

ART. E2285
Chiavi maschio esagonale extra lunghe piegate con testa sferica per viti con esagono incassato in acciaio al cromo
vanadio - cromatura satinata.

Cod. Tec. GR52
Euro


mm

a
mm

L
mm



E228505 2,41 5 33 165
10E228506 2,41 6 38 186

E228508 3,98 8 44 208
5E228510 5,39 10 50 234

Cod. Tec. GR52
Euro


mm

a
mm

L
mm



E228501,5 1,65 1,5 15 91

10
E228502 1,65 2 18 102

E228502,5 1,65 2,5 20 114
E228503 1,65 3 23 129
E228504 1,90 4 29 144

CHIAVI MASCHIO ESAGONALE EXTRA LUNGHE CON TESTA SFERICA

CHIAVI MASCHIO ESAGONALE LUNGHE CON TESTA SFERICA KIT 950 SPKL/9 SM N

Cod. Tec. E226109
GR53 Euro 37,49
Pezzi 9

ART. 950 SPKL/9 SM N
Kit di 9 chiavi 950 SPKL in acciaio con finitura BlackLaser maschio esagonale lunghe con estremità sferica e guaina in
materiale plastico. Tutte le chiavi sono a portata di mano grazie al codice cromatico con l'indicazione delle loro dimensioni.
Il materiale resistente della clip garantisce una tenuta perfetta delle chiavi e una loro facile rimozione.

Composizione:
1,5 - 2 - 2,5 - 3 - 4 - 5 - 6 - 8 - 10 mm

CHIAVI MASCHIO ESAGONALE LUNGHE CON RITEGNO KIT 950 SPKL/9 SM HF

Cod. Tec. E226209
GR53 Euro 41,82
Pezzi 9

ART. 950 SPKL/9 SM HF
Kit di 9 chiavi (3 x 950 SPKL + 6 x 950 SPKL HF) in acciaio con finitura BlackLaser maschio esagonale lunghe con
estremità sferica e guaina in materiale plastico. Tutte le chiavi sono a portata di mano grazie al codice cromatico con
l'indicazione delle dimensioni. Il materiale resistente della clip garantisce una tenuta perfetta delle chiavi e una loro facile
rimozione. La funzione di ritegno (presente nelle misure da 3 a 10 mm) evita che le viti cadano dall'utensile.

Composizione:
1,5 - 2 - 2,5 - 3 - 4 - 5 - 6 - 8 - 10 mm

CHIAVI MASCHIO ESAGONALE LUNGHE IN ACCIAIO INOX KIT 3950 PKL/9

Cod. Tec. E226409
GR53 Euro 41,03
Pezzi 9

ART. 3950 PKL/9
Kit di 9 chiavi 3950 PKL in acciaio inox maschio esagonale lunghe con estremità sferica. Il materiale resistente della clip
garantisce un tenuta perfetta delle chiavi e una loro facile rimozione.

Composizione:
1,5 - 2 - 2,5 - 3 - 4 - 5 - 6 - 8 - 10 mm

CHIAVI ESAGONALI EXTRA LUNGHE CON MAGNETE IN KIT

Cod. Tec. E231109
GR51 Euro 32,50
Pezzi 9

ART. WX2602/S9
Kit di 9 chiavi a maschio esagonale extra lunghe con testa sferica e magnete permanente. Il magnete inserito nel lato
lungo, trattiene in modo pratico e sicuro le viti in acciaio anche in posizione verticale, mentre l'estremità sferica permette
di operare con inclinazioni fino a 25° rispetto all'asse della vite. L'accurata cromatura garantisce un'elevata protezione
contro la corrosione e l'ulteriore termoverniciatura antiscivolo assicura una rapida individuazione grazie alla codificazione
cromatica. Pratica custodia PREMIUM QUALITY in materiale bicomponente. Le misure 1,5 - 2 - 2,5 mm sono sprovviste di
magnete.

Composizione:
WX2602 1,5 - 2 - 2,5 - 3 - 4 - 5 - 6 - 8 - 10 mm

E.19Indivisible package  Suggested retail package - Unit price

EXTRA LONG HEXAGONAL L KEYS WITH BALL POINT END IN SET

Tech. Code

Composition  1.5 - 2 - 2.5 - 3 - 4 - 5 - 6 - 8 - 10 mm

Pieces 9

ITEM: E2290
Set of extra long hexagonal L keys with ball point end E2285 for cap screws.
Vanadium chrome steel. Satin chromium finish.
Plastic holder.

ITEM: E2285
Extra Long hexagonal key for cap screws.
Vanadium chrome steel - satin chromium coating.

Tech. Code 
mm

a
mm

L
mm



5 33 165
6 38 186
8 44 208

10 50 234

Tech. Code 
mm

a
mm

L
mm



1.5 15 91
2 18 102

2.5 20 114
3 23 129
4 29 144

EXTRA LONG HEXAGONAL L KEYS WITH BALL POINT END

LONG HEXAGONAL L KEYS IN SET 950 SPKL/9 SM N

Tech. Code

Pieces 9

ITEM: 950 SPKL/9 SM N
Set of 9 keys in Blacklaser steel finish long hexagonal ball point end and sleeve in thermoplastic material. All the keys are
handy thanks to the colour code with the indication of the dimension. The material of the wear-resistant clip guarantees a
perfect grip of the keys and easy removal.
Composition:1,5 - 2 - 2,5 - 3 - 4 - 5 - 6 - 8 - 10 mm

L-KEYS HEX-PLUS MULITCOLOUR HF 1, METRIC, BLACKLASER, WITH HOLDING FUNCTION IN SET 950/9

Tech. Code

Pieces 9

ITEM: 950 SPKL/9 SM HF
Kit of 9 keys (3 x 950 SPKL + 6 x 950 SPKL HF) in steel with BlackLaser finish, long hexagonal male with ball ends and
plastic durable sheath. The contrasting inscriptions on the colour-coded sleeves mean that it is easy to recognise the
correct sizes and this makes it simpler to find the right tool. The retaining function (available in sizes from 3 to 10 mm)
prevents the screws from falling off the tool.

Composition:
1,5 - 2 - 2,5 - 3 - 4 - 5 - 6 - 8 - 10 mm

LONG HEXAGONAL L KEYS IN STAINLESS STEEL IN SET 3950 PKL/9

Tech. Code

Pieces 9

ITEM: 3950 PKL/9
Set of 9 keys 3950 PKL in stainless steel long hexagonal with ball point end. The wear-resistant material of the clip
guarantees a perfect grip of the keys and easy removal.

Composition:
1,5 - 2 - 2,5 - 3 - 4 - 5 - 6 - 8 - 10 mm

EXTRA LONG HEXAGONAL L KEYS WITH BALL END AND MAGNET IN SET

Tech. Code

Pieces 9

ITEM: WX2602/S9

Set of 9 long hexagonal keys with spherical end and permanent magnet. The magnet Inserted in the long side holds,
in a practical and safe way the steel screws also in vertical position, while the spherical end allows to operate with
Inclinations up to 25° with respect to the axis of the screw. The accurate chrome-plating ensures a high level of protection
against corrosion. The further non.-slip thermopainting ensures rapid detection thanks to the chromatic coding. Practical
PREMIMUM QUALITY case in bi-component material.
Measurements 1,5 - 2 - 2,5 mm are without magnets.
Composition:
WX2602 1,5 - 2 - 2,5 - 3 - 4 - 5 - 6 - 8 - 10 mm



E

E.20 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

CHIAVI MASCHIO ESAGONALE LUNGHE MISURE IN POLLICI KIT 950 PKL/9 SZ N

Cod. Tec. E227009
GR53 Euro 23,20
Pezzi 9

ART. 950 PKL/9 SZ N
Kit di 9 chiavi 950PKL misure in pollici in acciaio con finitura BlackLaser maschio esagonale lunghe con estremità sferica. Il
materiale resistente della clip garantisce una tenuta perfetta delle chiavi e una loro facile rimozione.

Composizione:
5/64" - 3/32" - 1/8"- 5/32" - 3/16" - 7/32"- 1/4"- 5/16"- 3/8"

ART. 354
Giraviti maschio esagonale in acciaio cromo-nichel opaco e punta Black Point. Impugnatura Kraftform Plus serie 300
multicomponente anti-rotolamento.

Cod. Tec. GR53
Euro


mm

a
mm

L
mm

E250005 6,17 5
80 185E250006 7,22 6

E250008 8,71 8 100 212

Cod. Tec. GR53
Euro


mm

a
mm

L
mm

E250002 4,30 2

75

145
E250002,5 4,44 2,5

156E250003 4,60 3
E250004 5,26 4 173

GIRAVITI MASCHIO ESAGONALE

ART. 950 PKL
Chiavi maschio esagonale con misure in pollici, lunghe piegate in acciaio con trattamento superficiale BlackLaser,
estremità sferica sul lato lungo.
Profilo esagonale con superficie d'appoggio maggiorata 
(Misura 0,05" e 1/16" a profilo esagonale standard).

Cod. Tec. GR53
Euro


Pollici


mm

a
mm

L
mm



E226945 3,47 5/32 3,97
25

140
10E226950 3,62 3/16 4,76 160

E226955 3,85 7/32 5,56 27 180

1
E226960 4,18 1/4 6,35 34 190
E226965 5,79 5/16 7,94 36 200
E226970 7,96 3/8 9,53 38 212
E226975 9,33 1/2 12,70 40 224

Cod. Tec. GR53
Euro


Pollici


mm

a
mm

L
mm



E226910 2,30 0,05 1,27 14 83

10

E226915 2,30 1/16 1,59 15 92
E226920 2,30 5/64 1,98 13 100
E226925 2,57 3/32 2,38 18 112
E226930 3,20 7/64 2,78 19 119
E226935 3,20 1/8 3,18 20 126
E226940 3,47 9/64 3,57 23 132

CHIAVI MASCHIO ESAGONALE LUNGHE CON TESTA SFERICA MISURE IN POLLICI

CHIAVI MASCHIO ESAGONALE LUNGHE IN ACCIAIO INOX KIT 3950 SPKL/9 SM

Cod. Tec. E226509
GR53 Euro 44,84
Pezzi 9

ART. 3950 SPKL/9 SM
Kit di 9 chiavi 3950 SPKL in acciaio inox maschio esagonale lunghe con estremità sferica e guaina in materiale plastico.
Tutte le chiavi sono a portata di mano grazie al codice cromatico con l'indicazione delle dimensioni. Il materiale resistente
della clip garantisce una tenuta perfetta delle chiavi e una loro facile rimozione.

CHIAVI MASCHIO ESAGONALE LUNGHE MISURE IN POLLICI KIT 950 PKL/13 SZ N

Cod. Tec. E227113
GR53 Euro 26,78
Pezzi 13

ART. 950 PKL/13 SZ N
Kit di 13 chiavi 950 PKL misure in pollici in acciaio con finitura BlackLaser maschio esagonale lunghe con estremità sferica.
Il materiale resistente della clip garantisce una tenuta perfetta delle chiavi e una loro facile rimozione.
Composizione:
0,05" - 1/16" - 5/64" - 3/32" - 7/64" - 1/8" - 9/64" - 5/32" - 3/16" - 7/32" - 1/4" - 5/16" - 3/8"

CHIAVI MASCHIO ESAGONALE CON LATO EXTRA CORTO - KIT 950 PKLS/9 SM

Cod. Tec. E226709
GR53 Euro 33,20
Pezzi 9

ART. 950 PKLS/9 SM
Kit di 9 chiavi 950 PKL in acciaio cromato maschio esagonale con lato extra corto per intervenire in spazi difficilmente
accessibili, lato lungo con estremità sferica. Il materiale resistente della clip garantisce una tenuta perfetta delle chiavi e
una loro facile rimozione.

Composizione:
1,5 - 2 - 2,5 - 3 - 4 - 5 - 6 - 8 - 10 mm

E.20 Indivisible package   Suggested retail package - Unit price

LONG HEXAGONAL L KEYS MEASUREMENT IN INCHES IN SET 950PKL/9 SZ N

Tech. Code

Pieces 9

ITEM: 950 PKL/9 SZN
Set of 9 keys 950 PKL measurement in inches in steel with BlackLaser finish long hexagonal with ball point end. The
material of the wear-resistant clip guarantees a perfect grip of the keys and easy removal.

Composition:
5/64" - 3/32" - 1/8"- 5/32" - 3/16" - 7/32"- 1/4"- 5/16"- 3/8"

ITEM: 354
Hexagonal end screwdrivers in matt chrome-nickel and black tip. Kraftform Plus serie 300
multicomponent anti-rolling.

Tech. Code 
mm

a
mm

L
mm

5
80 185

6
8 100 212

Tech. Code 
mm

a
mm

L
mm

2

75

145
2.5

156
3
4 173

HEXAGONAL SCREWDRIVERS

ITEM: 950 PKL
Hexagonal keys with measurement in inches, long L-wrenches in steel with BlackLaser finish, ball end on the long
side. Hexagonal profile with more supported surface  (measurement 0,5" and 1/16" standard hexagonal
profile).

Tech. Code 
Inches


mm

a
mm

L
mm



5/32 3,97
25

140
3/16 4,76 160
7/32 5,56 27 180
1/4 6,35 34 190
5/16 7,94 36 200
3/8 9,53 38 212
1/2 12,70 40 224

Tech. Code 
Inches


mm

a
mm

L
mm



0,05 1,27 14 83
1/16 1,59 15 92
5/64 1,98 13 100
3/32 2,38 18 112
7/64 2,78 19 119
1/8 3,18 20 126

9/64 3,57 23 132

LONG HEXAGONAL L KEYS WITH BALL END MEASUREMENT IN INCHES

LONG HEXAGONAL L KEYS IN STAINLESS STEEL IN SET 3950 SPK/9 SM

Tech. Code

Pieces 9

ITEM: 3950 SPKL/9 SM
Kit of 9 keys 3950 SPKL in stainless steel long hexagonal ball point end and sleeve thermoplastic material. All the keys
are handy thanks to the colour code with the indication of the dimension. The wear-resistant material clip guarnatees a
perfect grip of the keys and easy removal.

LONG HEXAGONAL L KEYS MEASUREMENT IN INCHES IN SET 950 PKL/13 SZ N

Tech. Code

Pieces 13

ITEM: 950 PKL/13 SZ N
Set of 9 keys 950 PKL measurement in inches in steel with BlackLaser finish long hexagonal with ball point end. The
material of the wear-resistant clip guarantees a perfect grip of the keys and easy removal.

Composition:
0,05" - 1/16" - 5/64" - 3/32" - 7/64" - 1/8" - 9/64" - 5/32" - 3/16" - 7/32" - 1/4" - 5/16" - 3/8"

HEXAGONAL L KEYS WITH EXTRA SHORT SIDE IN SET 950 PKLS/9 SM

Tech. Code

Pieces 9

ITEM: 950 PKLS/9 SM
Set of keys 950 PKL in chrome steel hexagonal with extra short side to intervene in diffilcult spaces, long side with ball
point end. The wear-resistant material of the clip guarantees a perfect grip of the keys and easy removal.

Composition:
1,5 - 2 - 2,5 - 3 - 4 - 5 - 6 - 8 - 10 mm



E

E.21 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ART. E2490
Lama cilindrica in acciaio al cromo vanadio con cromatura satinata, impugnatura ergonomica bicomponente.

Cod. Tec. GR52
Euro


mm

a
mm

L
mm

E24905 3,58 5 75 175
E24906 3,95 6

100 210E24908 6,09 8

Cod. Tec. GR52
Euro


mm

a
mm

L
mm

E24902 3,22 2

75
155E24902,5 3,06 2.5

E24903 3,37 3
E24904 3,51 4 175

GIRAVITI MASCHIO ESAGONALE

ART. WX2847
Giraviti micro per elettronica e meccanica fine PREMIUM QUALITY per viti con esagono incassato, lame in acciaio
al cromo vanadio satinate, punte di precisione BLACK-TIP temprate. Impugnature ERGOFORM con cappuccio
girevole, ipoallergeniche, antiscivolo, morbide e confortevoli, realizzate in SANTOPRENE® che garantisce la
massima resistenza per un lavoro veloce e di precisione. Conforme alle direttive RoHS e REACH.

Cod. Tec. GR51
Euro


mm

Ø lama
mm

a
mm

L
mm

E25502,0X60 2,80 2,0 2,5
60 155E25502,5X60 2,80 2,5 3

E25503,0X60 2,80 3,0 4

Cod. Tec. GR51
Euro


mm

Ø lama
mm

a
mm

L
mm

E25500,9X60 2,95 0,9
2,5 60 155E25501,3X60 2,90 1,3

E25501,5X60 2,80 1,5

GIRAVITI MICRO MASCHIO ESAGONALE

ART. WX2810
Giraviti PREMIUM QUALITY a maschio esagonale con testa sferica, lame in acciaio al cromo vanadio satinate,
punte di precisione BLACK-TIP temprate con durezza superficiale 58 ± 2 HRC e momento torcente 20% superiore
alla norma DIN 8764. Impugnature ERGOFORM ipoallergeniche, antiscivolo, morbide e confortevoli, realizzate in
SANTOPRENE® che garantisce la massima resistenza per un lavoro veloce e di precisione. Identificazione della
misura posta sulla testa dell'impugnatura. Conforme alle direttive RoHS e REACH.

Cod. Tec. GR51
Euro


mm

a
mm

L
mm

E251905 4,70 5
150

255
E251906 5,90 6 265

Cod. Tec. GR51
Euro


mm

a
mm

L
mm

E251902,5 3,40 2,5 100 185
E251903 3,60 3

125
210

E251904 3,90 4 225

GIRAVITI A MASCHIO ESAGONALE CON TESTA SFERICA

GIRAVITI MICRO MASCHIO ESAGONALE IN KIT

Cod. Tec. E255506
GR51 Euro 18,50
Pezzi 6

ART. WX2847/S6
Kit di 6 giraviti micro con supporto per elettronica e meccanica fine PREMIUM QUALITY con lame in acciaio al cromo
vanadio satinate, punte di precisione BLACK-TIP temprate. Impugnature ERGOFORM con cappuccio girevole,
ipoallergeniche, antiscivolo, morbide e confortevoli, realizzate in SANTOPRENE® che garantisce la massima resistenza
per un lavoro veloce e di precisione. Conforme alle direttive RoHS e REACH.

Composizione:
 WX2847 0,9x60 - 1,3x60 - 1,5x60 - 2,0x60 - 2,5x60 - 3,0x60 mm

GIRAVITI MICRO MASCHIO ESAGONALE IN FOAM

Cod. Tec. E255606
GR51 Euro 28,50
Pezzi 6

ART. WX2847/SE6
Kit di 6 giraviti micro per elettronica e meccanica fine PREMIUM QUALITY con lame in acciaio al cromo vanadio satinate,
punte di precisione BLACK-TIP temprate. Impugnature ERGOFORM con cappuccio girevole, ipoallergeniche, antiscivolo,
morbide e confortevoli, realizzate in SANTOPRENE® che garantisce la massima resistenza per un lavoro veloce e di
precisione. Conforme alle direttive RoHS e REACH.
Completi di modulo Eva Tray per carrelli Wodex
Dimensione del modulo 200x223,5 mm - Posizione Verticale

Composizione:
WX2847 0,9x60 - 1,3x60 - 1,5x60 - 2,0x60 - 2,5x60 - 3,0x60 mm
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E.21Indivisible package  Suggested retail package - Unit price

ITEM: E2490
Special chrome vanadium steel, plated, bi-component handle.

Tech. Code 
mm

a
mm

L
mm

5 75 175
6

100 210
8

Tech. Code 
mm

a
mm

L
mm

2

75
1552.5

3
4 175

HEXAGONAL SCREWDRIVERS

ITEM: WX2847
Micro screwdrivers for electronics and fine mechanics PREMIUM QUALITY for hexagonal head embedded screws,
blade in chrome satined vanadium steel, precision tips BLACK-TIP hardened. ERGOFORM grip handle with swivel
cap, hypoallegenic, anti-slip, soft and comfortable, made in SANTOPRENE® which guarantees maximum resistance
for quick and accurate work. Compliant with the directives RoHS and REACH.

Tech. Code 
mm

Ø blade
mm

a
mm

L
mm

2,0 2,5
60 1552,5 3

3,0 4

Tech. Code 
mm

Ø blade
mm

a
mm

L
mm

0,9
2,5 60 1551,3

1,5

MICRO HEXAGONAL SCREWDRIVERS

ITEM: WX2810
PREMIUM QUALITY hexagonal screwdrivers with spherical head, blades in satin-chrome vanadium steel, precision
hardened BLACK-TIP with surface hardness 58 ± 2 HRC and torque 20% higher than the normal DIN 8764.
Hypoallergenic, anti-slip, soft and comfortable ERGOFORM handles, made in SANTOPRENE® which guarantees
maximum resistance for fast and precise work. Indentification of the measurement placed on the head of the handle.
Complies with RoHS e REACH.

Tech. Code 
mm

a
mm

L
mm

5
150

255
6 265

Tech. Code 
mm

a
mm

L
mm

2,5 100 185
3

125
210

4 225

HEXAGONAL SCREWDRIVES WITH BALL HEAD

MICRO HEXAGONAL SCREWDRIVERS IN SET

Tech. Code

Pieces 6

ITEM: WX2847/S6
Set of 6 micro screwdrivers with stand for electronics and fine PREMIUM QUALITY mechanics with satin-chrome vandium
steel BLACK-TIP hardened precision tips. ERGOFORM grip handles with swivel cap, hypollergenic, anti-slip, soft and
comfortable, made of SANTOPRENE® that guarantees maximum resistance for rast work and precision. Compliant with
RoHS and REACH.

Composition:
 WX2847 0,9x60 - 1,3x60 - 1,5x60 - 2,0x60 - 2,5x60 - 3,0x60 mm

MICRO HEXAGONAL SCREWDRIVERS IN FOAM

Tech. Code

Pieces 6

ITEM: WX2847/SE6
Kit of 6 micro screwdrivers for electronics and fine PREMIUM QUALITY mechanics with satin chrome vanadium steel
blades, hardened BLACK-TIP precision tips. ERGOFORM handles with swivel cap, hypoallergenic, anti-slip, soft and
comfortable, made of SANTOPRENE® that guarantees maximum resistance for fast and precise work. Complies with
RoHS and REACH directives.
Complete with Eva Tray module for Wodex trolleys
Module size 200x223.5 mm - Vertical position

Composition:
WX2847 0,9x60 - 1,3x60 - 1,5x60 - 2,0x60 - 2,5x60 - 3,0x60 mm



E

E.22 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ART. 352
Giraviti maschio esagonale con estremità sferica in acciaio cromo-nichel opaco e punta Black Point.
Impugnatura Kraftform Plus multicomponente anti-rotolamento (Misura mm 12 con impugnatura
monocomponente).

Cod. Tec. GR53
Euro


mm

a
mm

L
mm

E252005 8,06 5 100 205
E252006 9,69 6 125 230
E252008 14,10 8

150
262E252010 17,94 10

E252012 21,11 12 267

Cod. Tec. GR53
Euro


mm

a
mm

L
mm

E25201,5 5,75 1,5 60 130
E252002 5,75 2

100

170
E252002,5 5,75 2,5

181E252003 5,83 3
E252004 6,47 4 198

GIRAVITI MASCHIO ESAGONALE CON TESTA SFERICA

ART. 454
Chiavi maschio esagonale lunghe in acciaio cromo-nichel opaco con impugnatura ergonomica a "T"
monocomponente. Profilo esagonale con superficie d'appoggio maggiorata 

Cod. Tec. GR53
Euro


mm

L
mm

a
mm

L1
mm

E256805200 7,39
5

200

87

244
E256805350 (9,77) 350 394
E256806100 7,92

6

100 144
E256806150 8,25 150 194
E256806200 8,54 200 244
E256806350 (11,46) 350 394
E256807200 (10,24) 7 200 244
E256808150 (12,05)

8
150 194

E256808200 (12,44)
200 244E256810200 (14,21) 10

Cod. Tec. GR53
Euro


mm

L
mm

a
mm

L1
mm

E256802100 4,84 2
100

61 127E256802,5100 4,84 2,5
E256803100 5,31

3

70

133
E256803150 5,50 150 183
E256803200 (5,92) 200 233
E256804100 5,83

4

100 133
E256804150 6,10 150 183
E256804200 6,44 200 233
E256804350 (10,29) 350 383
E256805100 6,62

5
100

87
144

E256805150 6,95 150 194

CHIAVI MASCHIO ESAGONALE LUNGHE CON IMPUGNATURA ERGONOMICA

GIRAVITI A MASCHIO ESAGONALE CON TESTA SFERICA IN FOAM

Cod. Tec. E252105
GR51 Euro 32,50
Pezzi 5

ART. WX2810/SE5
Kit di 5 giraviti PREMIUM QUALITY maschio esagonale con testa sferica, lame in acciaio al cromo vanadio satinate, punte
di precisione BLACK-TIP temprate con durezza superficiale 58 ± 2 HRC e momento torcente 20% superiore alla norma
DIN 8764. Impugnature ERGOFORM ipoallergeniche, antiscivolo, morbide e confortevoli, realizzate in SANTOPRENE®
che garantisce la massima resistenza per un lavoro veloce e di precisione. Identificazione della misura posta sulla testa
dell'impugnatura. Conforme alle direttive RoHS e REACH.
Completi di modulo Eva Tray per carrelli Wodex
Dimensione del modulo 400x223,5 mm - Posizione Orrizzontale

Composizione:
WX2810 2,5x100 - 3x125 - 4x125 - 5x150 - 6x150 mm

1/3

ART. 10768-2K
Chiavi maschio esagonale in acciaio al cromo vanadio, impugnatura ergonomica bicomponente.

Cod. Tec. GR55
Euro


mm

L1
mm

L2
mm

E256905 13,50 5

200

227
E256906 14,50 6 228
E256908 18,90 8

235E256910 27,10 10

Cod. Tec. GR55
Euro


mm

L1
mm

L2
mm

E256902 10,10 2
100 125E256902,5 10,40 2,5

E256903 10,90 3
150

174
E256904 12,80 4 176

CHIAVI MASCHIO ESAGONALE CON IMPUGNATURA

L

2

L

1

E.22 Indivisible package   Suggested retail package - Unit price

ITEM: 352
Hex end screwdrivers with spherical end in matt chrome-nickel and black tip.
Kraftform Plus handle multi-component anti-rolling.
(Measurement 12 mm with micro-component handle).

Tech. Code 
mm

a
mm

L
mm

5 100 205
6 125 230
8

150
262

10
12 267

Tech. Code 
mm

a
mm

L
mm

1.5 60 130
2

100

170
2.5

181
3
4 198

HEXAGONAL SCREWDRIVERS WITH BALL HEAD

ITEM: 454
Long hexagonal wrenches in matt chrome-nickel with ergonomic"T" handle mono-component. Hexagonal profile with
more supported surface 

Tech. Code 
mm

L
mm

a
mm

L1
mm

5
200

87

244
350 394

6

100 144
150 194
200 244
350 394

7 200 244

8
150 194

200 244
10

Tech. Code 
mm

L
mm

a
mm

L1
mm

2
100

61 127
2,5

3

70

133
150 183
200 233

4

100 133
150 183
200 233
350 383

5
100

87
144

150 194

LONG HEXAGONAL WRENCHES WITH ERGONOMIC HANDLES

HEXAGONAL SCREWDRIVES WITH BALL HEAD IN FOAM

Tech. Code

Pieces 5

ITEM: WX2810/SE5
Set of 5 PREMIUM QUALITY hexagonal screwdrivers with spherical head, satin vanadium chrome steel blades, BLACK
-TIP hardened precision drill bits with 58 ± 2 HRC surface hardness and 20% higher torque than DIN 8764. Hypoallergenic,
non-slip ERGOFORM handles, soft and comfortable, made of SANTOPRENE® that guarantees maximum resistance for
fast and precise work. Identification of the measurement placed on the head of the handle.
Complies with RoHS and REACH directives.
Complete with Eva Tray module for Wodex trolleys
Module size 400x223.5 mm - Horizontal position

Composition:
WX2810 2,5 - 3 - 4 - 5 - 6 mm

ITEM: 10768-2K
Hexagonal wrenches in chrome vanadium steel, chrome plated, bi-component ergonomic handle.

Tech. Code 
mm

L1
mm

L2
mm

5

200

227
6 228
8

235
10

Tech. Code 
mm

L1
mm

L2
mm

2
100 125

2,5
3

150
174

4 176

HEXAGONAL WRENCHES WITH T-HANDLES



E

E.23 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ART. E2700
Chiavi a T maschio esagonale con asta scorrevole, acciaio cromo vanadio, finitura satinata con esagono brunito
(fino alla misura 8 mm).

Cod. Tec. GR52
Euro


mm

a
mm

L
mm

E270006 13,46 6 105 210
E270008 14,38 8 125 250
E270010 17,24 10 145 300
E270012 22,03 12 165 320
E270014 27,44 14 170 340

Cod. Tec. GR52
Euro


mm

a
mm

L
mm

E270002 11,12 2
65 125E270002,5 11,12 2,5

E270003 11,12 3
E270004 11,53 4

90 180E270005 12,44 5

CHIAVI A T MASCHIO ESAGONALE CON ASTA SCORREVOLE

ART. E2570
Chiavi maschio esagonale in acciaio al cromo vanadio, impugnatura ergonomica bicomponente.

Cod. Tec. GR52
Euro


mm

A
mm

B
mm

H
mm

L
mm

L1
mm

E25705 4,93 5 90 18 60 210
150E25706 5,87 6

115 20 68
218

E25708 5,87 8
268 200E257010 6,89 10

Cod. Tec. GR52
Euro


mm

A
mm

B
mm

H
mm

L
mm

L1
mm

E25702 3,92 2

90 18 60
160 100E25702,5 3,92 2,5

E25703 4,27 3
E25704 4,56 4 210 150

CHIAVI MASCHIO ESAGONALE CON IMPUGNATURA

L

L1

H

A

B

CHIAVI MASCHIO ESAGONALE CON IMPUGNATURA IN KIT

Cod. Tec. E2575SET8
GR52 Euro 51,16
Pezzi 8

ART. E2575
Kit di 8 chiavi maschio esagonale in acciaio al cromo vanadio, impugnatura ergonomica bicomponente.

Dotazione:
- E2570 2 - 2,5 - 3 - 4 - 5 - 6 - 8 - 10 mm

ART. WX2750
Chiavi PREMIUM QUALITY maschio esagonale con estremità sferica, impugnature bicomponenti ERGOFORM
ipoallergeniche ed antiscivolo, realizzate in SANTOPRENE® con nocciolo in PoliPropilene ad alta densità. Lame
esagonali in acciaio speciale al cromo-vanadio con finitura satinata.

Cod. Tec. GR51
Euro


mm

D
mm

F
mm

E
mm

G
mm

C
mm

E256005 8,20 5
160

46 75 18
6

E256006 9,50 6 7
E256008 11,90 8 200 9,5

Cod. Tec. GR51
Euro


mm

D
mm

F
mm

E
mm

G
mm

C
mm

E256002,5 5,80 2,5
110 32 55 15

3
E256003 5,90 3 3,5
E256004 6,90 4 5

CHIAVI MASCHIO ESAGONALE CON IMPUGNATURA

D

C

F

E

G

CHIAVI MASCHIO ESAGONALE CON IMPUGNATURA IN FOAM

Cod. Tec. E256106
GR51 Euro 61,00
Pezzi 6

ART. WX2750/SE6
Kit di 6 chiavi PREMIUM QUALITY maschio esagonale con estremità sferica, impugnature bicomponenti ERGOFORM
ipoallergeniche ed antiscivolo, realizzate in SANTOPRENE® con nocciolo in PoliPropilene ad alta densità. Lame esagonali
in acciaio speciale al cromo-vanadio con finitura satinata. Completi di modulo Eva Tray per carrelli Wodex.
Dimensione del modulo 200 x 447 mm - Posizione Verticale.

Composizione:
WX2750 2,5 - 3 - 4 - 5 - 6 - 8 mm
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E.23Indivisible package  Suggested retail package - Unit price

ITEM: E2700
Sliding T-handle hexagonal wrenches, chrome vanadium steel finished with burnished tip (up to 8 mm).

Tech. Code 
mm

a
mm

L
mm

6 105 210
8 125 250

10 145 300
12 165 320
14 170 340

Tech. Code 
mm

a
mm

L
mm

2
65 1252.5

3
4

90 180
5

SLIDING T-HANDLE HEXAGONAL WRENCHES

ITEM: E2570
Hexagonal wrenches in chrome vanadium steel, chrome plated, bi-component ergonomic handle.

Tech. Code 
mm

A
mm

B
mm

H
mm

L
mm

L1
mm

5 90 18 60 210
150

6
115 20 68

218
8

268 200
10

Tech. Code 
mm

A
mm

B
mm

H
mm

L
mm

L1
mm

2

90 18 60
160 1002.5

3
4 210 150

HEXAGONAL WRENCHES WITH T-HANDLES

HEXAGONAL WRENCHES WITH T-HANDLES IN SET

Tech. Code

Pieces 8

ITEM: E2575
Set of 8 hexagonal wrenches in chrome vanadium steel chrome plated, bi-component ergonomic handle.

Included:
- E2570 2 - 2.5 - 3 - 4 - 5 - 6 - 8 - 10 mm

ITEM: WX2750
PREMIMUM QUALITY hexagonal wrenches with spherical ends, bi-component, hypoallergenic and anti-slip
ERGOFORM handles made of SANTOPRENE® with high-density polypropylene core. Hexagonal blades in special
chrome-vanadium steel with satin finish.

Tech. Code 
mm

D
mm

F
mm

E
mm

G
mm

C
mm

5
160

46 75 18
6

6 7
8 200 9,5

Tech. Code 
mm

D
mm

F
mm

E
mm

G
mm

C
mm

2,5
110 32 55 15

3
3 3,5
4 5

HEXAGONAL WRENCHES WITH T-HANDLES

HEXAGONAL WRENCHES WITH T-HANDLES IN FOAM

Tech. Code

Pieces 6

ITEM: WX2750/SE6
Set of 6 wrenches PREMIUM QUALITY hexagonal male with spherical end, bi-component hypoallergenic and anit-slip
ERGOFORM handles made of SANTOPRENE® with high-density polyethylend core. Hexagonal blades in special chrome-
vanadium steel with satin finish. Complete with Eva Tray module for Wedex trolleys.
Module size 200 x 447 mm - Vertical positon.

Composition:
WX2750 2,5 - 3 - 4 - 5 - 6 - 8 mm



E

E.24 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

CHIAVI A T MASCHIO ESAGONALE CON ASTA SCORREVOLE IN KIT

Cod. Tec. E271006 E271008 E271010
GR52 Euro 70,38 89,15 146,88
Pezzi 6 8 10

ART. E2710
Kit di chiavi a T maschio esagonale con asta scorrevole E2700, acciaio cromo vanadio, finitura satinata con esagono
brunito (fino alla misura 8 mm).

Composizioni:

- E271006 2 - 2.5 - 3 - 4 - 5 - 6mm
- E271008 2 - 2.5 - 3 - 4 - 5 - 6 - 8 - 10mm
- E270010 2 - 2.5 - 3 - 4 - 5 - 6 - 8 - 10 - 12 - 14mm

ART. 10758
Per viti con esagono incassato. Acciaio al cromo vanadio cromate.

Cod. Tec. GR55
Euro


mm

a
mm

L
mm

E263206 19,85 6
105 209E263207 21,75 7

E263208 21,75 8 125 243
E263210 26,47 10 150 295
E263212 39,66 12 160 322
E263214 46,79 14 170 334

Cod. Tec. GR55
Euro


mm

a
mm

L
mm

E263202 15,64 2
62

127
E263202,5 15,64 2,5 129
E263203 15,64 3

75
139

E263203,5 (15,64) 3,5 149
E263204 16,75 4

90
175E263204,5 (16,75) 4,5

E263205 18,65 5 179

CHIAVI A T MASCHIO ESAGONALE CON ASTA FISSA

ART. E2629
Acciaio al cromo vanadio cromato, estremità brunite fino a 5 mm.

Cod. Tec. GR52
Euro


mm

a
mm

L
mm

E262906 16,22 6
105 210E262907 16,83 7

E262908 17,65 8 125 245
E262909 21,52 9 140 275
E262910 21,83 10 150 295
E262912 27,54 12 160 322
E262914 33,86 14 170 334

Cod. Tec. GR52
Euro


mm

a
mm

L
mm

E262902 12,24 2
62 127E262902,5 12,34 2,5

E262903 12,55 3
75 148E262903,5 12,75 3,5

E262904 13,67 4
90 175E262904,5 13,77 4,5

E262905 14,08 5 105 210

CHIAVI A T MASCHIO ESAGONALE CON ASTA FISSA

CHIAVI A T MASCHIO ESAGONALE CON ASTA FISSA IN KIT

Cod. Tec. E2639SET6 E2639SET8 E2639SET14
GR52 Euro 82,62 122,40 244,80

Composizione  2 - 2,5 - 3 - 4 - 5 - 6 mm 2 - 2,5 - 3 - 4 - 5 - 6 - 8 - 10 mm
2 - 2,5 - 3 - 3,5 - 4 - 4,5 -  5 - 6 - 7

8 - 9 - 10 - 12 - 14 mm
Pezzi 6 8 14

ART. E2639
Kit di chiavi a "T" maschio esagonale E2629 con asta fissa. Acciaio al cromo vanadio cromato, serie in scatola.

E.24 Indivisible package   Suggested retail package - Unit price

SLIDING T-HANDLE HEXAGONAL WRENCHES IN SET

Tech. Code

Pieces  6  8 10

ITEM: E2710
Set of sliding T-handle hexagonal E2700 wrenches chrome vanadium steel finishied with burnished tip (up to 8 mm).

Compostions:

- E271006 2 - 2.5 - 3 - 4 - 5 - 6mm
- E271008 2 - 2.5 - 3 - 4 - 5 - 6 - 8 - 10mm
- E270010 2 - 2.5 - 3 - 4 - 5 - 6 - 8 - 10 - 12 - 14mm

ITEM: 10758
For screws with hexagon socket. Chrome vanadium steel, chrome plated.

Tech. Code 
mm

a
mm

L
mm

6
105 209

7
8 125 243

10 150 295
12 160 322
14 170 334

Tech. Code 
mm

a
mm

L
mm

2
62

127
2.5 129
3

75
139

3.5 149
4

90
175

4.5
5 179

FIXED T-HANDLE HEXAGONAL WRENCHES

ITEM: E2629
Vanadium chromium coated steel, burnished ends, up to 5 mm.

Tech. Code 
mm

a
mm

L
mm

6
105 210

7
8 125 245
9 140 275

10 150 295
12 160 322
14 170 334

Tech. Code 
mm

a
mm

L
mm

2
62 127

2.5
3

75 148
3.5
4

90 175
4,5
5 105 210

FIXED T-HANDLE HEXAGONAL WRENCHES

FIXED T-HANDLE HEXAGONAL WRENCHES IN SET

Tech. Code

Composition  2 - 2.5 - 3 - 4 - 5 - 6 mm 2 - 2.5 - 3 - 4 - 5 - 6 - 8 - 10 mm
2 - 2.5 - 3 - 3.5 - 4 - 4.5 -  5 - 6 - 7

8 - 9 - 10 - 12 - 14 mm
Pieces 6 8 14

ITEM: E2639
Set of t-handle hexagonal E2629 vanadium coated steel wrenches supplied in a cardboard box.



E

E.25 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ART. 10755
Chiavi a "T" con asta scorrevole e bocca esagonale. Acciaio al cromo vanadio cromato.

Cod. Tec. GR55
Euro


mm

L
mm

E259814 (19,35) 14
270E259815 (19,76) 15

E259816 (20,05) 16
E259817 22,36 17 280
E259819 23,36 19

300E259820 (26,57) 20
E259822 30,67 22 310

Cod. Tec. GR55
Euro


mm

L
mm

E259806 13,64 6
215E259807 13,64 7

E259808 13,94 8
230E259809 (13,94) 9

E259810 15,94 10
240E259811 (15,94) 11

E259812 (17,34) 12
260E259813 17,34 13

CHIAVI A T CON BOCCA ESAGONALE

ART. E2670
Modello a snodo cardanico, asta di manovra scorrevole ed estraibile, acciaio speciale altamente legato al silicio
cromo vanadio e finitura cromata.

Cod. Tec. GR52
Euro


mm

a
mm

L
mm

E267006 24,48 6
175 426E267008 24,48 8

E267010 24,48 10

Cod. Tec. GR52
Euro


mm

a
mm

L
mm

E267003 22,44 3
145 399E267004 22,44 4

E267005 22,44 5

CHIAVI A T SNODATE CON MASCHIO ESAGONALE

CHIAVI A T SNODATE CON MASCHIO ESAGONALE IN KIT

Cod. Tec. E2671SET5
GR52 Euro 116,28

Composizione  3 - 4 - 5 - 6 - 8 mm

Pezzi 5

ART. E2671
Kit di chiavi a T E2670 snodate con maschio esagonale.

ART. WX2745
NORMA ISO 1171-1 C
Chiavi PREMIUM QUALITY in acciaio al cromo vanadio con esagono maschio e snodo cardanico. L'elevata qualità
dei materiali abbinata ad una esecuzione particolarmente accurata , garantiscono coppie di serraggio superiori
ai valori prestabiliti dalla norma ISO di riferimento. Lo snodo cardanico viene accessoriato di una molla per il
posizionamento controllato e può essere inclinato fino a 50°.
Asta di manovra scorrevole con fermi di finecorsa.
Finitura cromo-satinata con parti snodate fosfatate.

Cod. Tec. GR51
Euro


mm

a
mm

L
mm

E266806 27,90 6
180 445E266808 27,90 8

Cod. Tec. GR51
Euro


mm

a
mm

L
mm

E266803 24,50 3
165 395E266804 24,50 4

E266805 24,50 5

CHIAVI A T SNODATE CON MASCHIO ESAGONALE

E.25Indivisible package  Suggested retail package - Unit price

ITEM: 10755
Sliding socket. Chrome vanadium steel, chrome plated.

Tech. Code 
mm

L
mm

14
27015

16
17 280
19

300
20
22 310

Tech. Code 
mm

L
mm

6
215

7
8

230
9

10
240

11
12

260
13

T-HANDLE WRENCHES WITH HEXAGONAL SOCKET

ITEM: E2670
Cardan-joint model, sliding and removable, special silicon chrome vanadium high-alloy steel, chromed finishing.

Tech. Code 
mm

a
mm

L
mm

6
175 4268

10

Tech. Code 
mm

a
mm

L
mm

3
145 3994

5

SLIDING T-HANDLE SWIVEL HEAD HEXAGONAL WRENCHES

SLIDING T-HANDLE SWIVEL HEXAGONAL HEAD WRENCHES IN SET

Tech. Code

Composition  3 - 4 - 5 - 6 - 8 mm

Pieces 5

ITEM: E2671
Set of T-handle E2670 swiveling wrenches with hexagonal head.

ITEM: WX2745
STANDARD ISO 1171-1 C
PREMIUM QUALITY wrenches in chrome vanadium steel with male hexagon and universal joint. The high quality
of the materials combined with a particularly accurate execution guarantee tightening torques higher that the values
established by the ISO reference standard. The cardan joint is equipped with a spring for controlled positioning and
can be tilted up to 50 °. Sliding bar with limit stops.Chrome-satin finish with phosphated articulated parts.

Tech. Code 
mm

a
mm

L
mm

6
180 445

8

Tech. Code 
mm

a
mm

L
mm

3
165 3954

5

SLIDING T-HANDLE SWIVEL HEAD HEXAGONAL WRENCHES



E

E.26 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ART. 4328S
Modello snodato con bocca esagonale, le teste a snodo ruotano fino a 130°. Acciaio al cromo vanadio cromate.

Cod. Tec. GR55
Euro


mm

a
mm

L
mm

E263112 31,18 12
190

455,5
E263113 31,18 13 457
E263117 38,10 17

220
478,5

E263119 47,31 19 481

Cod. Tec. GR55
Euro


mm

a
mm

L
mm

E263106 27,86 6 165 400
E263107 27,86 7

160
431

E263108 27,86 8 432
E263110 31,18 10 435
E263111 31,18 11 190 455,5

CHIAVI A T SNODATE CON BOCCA ESAGONALE

ART. E2680
Modello a snodo cardanico, asta di manovra scorrevole ed estraibile, acciaio speciale altamente legato al silicio
cromo vanadio e finitura cromata.

Cod. Tec. GR52
Euro


mm

a
mm

L
mm

E268014 25,09 14 175 430
E268015 28,97 15

200 452
E268016 28,97 16
E268017 28,97 17
E268018 28,97 18
E268019 38,35 19

230 502E268022 38,35 22

Cod. Tec. GR52
Euro


mm

a
mm

L
mm

E268006 21,01 6
145 393E268007 21,01 7

E268008 21,01 8
E268010 23,05 10

160
404E268011 23,05 11

E268012 23,05 12
430E268013 25,09 13 175

CHIAVI A T SNODATE CON BOCCA ESAGONALE

CHIAVI A T SNODATE CON BOCCA ESAGONALE IN KIT

Cod. Tec. E2681SET8
GR52 Euro 209,10

Composizione  7 - 8 - 10 - 12 - 13 - 14 - 17 - 19 mm

Pezzi 8

ART. E2681
Serie di chiavi a T E2680 snodate con bocca esagonale

E.26 Indivisible package   Suggested retail package - Unit price

ITEM: 4328S
Hexagonal jointed head swivelling up to 130°. Chrome vanadium steel, chrome plated.

Tech. Code 
mm

a
mm

L
mm

12
190

455,5
13 457
17

220
478,5

19 481

Tech. Code 
mm

a
mm

L
mm

6 165 400
7

160
431

8 432
10 435
11 190 455,5

T-HANDLE SWIVEL HEXAGONAL SOCKET WRENCHES

ITEM: E2680
Cardan-joint model, sliding and removable T-handle, special silicon chrome vanadium high-alloy steel, chromed
finishing.

Tech. Code 
mm

a
mm

L
mm

14 175 430
15

200 452
16
17
18
19

230 502
22

Tech. Code 
mm

a
mm

L
mm

6
145 3937

8
10

160
404

11
12

430
13 175

T-HANDLE SWIVEL HXAGONAL SOCKET WRENCHES

T-HANDLE SWIVEL HEXAGONAL SOCKET WRENCHES IN SET

Tech. Code

Composition  7 - 8 - 10 - 12 - 13 - 14 - 17 - 19 mm

Pieces 8

ITEM: E2681
Set of T-handle E2680 swiveling wrenches with hexagon opening.
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E.27

Puoi acquistare qualsiasi prodotto del catalogo WERA contattando il nostro ufficio
commerciale. I tempi di consegna dipendono dalla disponibilità del fornitore,
riceverai una conferma d'ordine con le date dettagliate di consegna.

I prodotti WERA inseriti nel catalogo LINK19
sono disponibili a magazzino e spediti in 24 ore.

CATALOGO GENERALE

info@linkspa.it - www.linkspa.it

E.27

To buy any products of this WERA catalogue contact our commercial office. Delivery time
depends on the availability of our supplier, you will receive a confirmation of your order with
the details of the delivery date.

The WERA items included in our LINK19 catalogue,
are ready to be delivered in 24 h.

GENERAL CATALOGUE

info@linkspa.it - www.linkspa.it/en
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E.28 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

CHIAVI PER VITI CON IMPRONTA TORX® LUNGHE CON TESTA SFERICA KIT 967 PKL/9

Cod. Tec. E336509
GR53 Euro 33,85
Pezzi 9

ART. 967 PKL/9
Kit di 9 chiavi 967 PKL in acciaio con finitura BlackLaser, per viti con impronta TORX® serie lunga con estremità sferica.
Il materiale resistente della clip garantisce una tenuta perfetta delle chiavi e una loro facile rimozione.

Composizione:
967PKL TORX® TX8 - TX9 - TX10 - TX15 - TX20 - TX25 - TX27 - TX30 - TX40

CHIAVI PIEGATE PER VITI CON IMPRONTA TORX® IN KIT

Cod. Tec. E3355SET7
GR52 Euro 18,36
Pezzi 7

ART. E3355
Serie di chiavi maschio piegate E3350 per viti con impronta Torx®, fornite con supporto in plastica.

Composizione:
TX6 - TX7 - TX8 - TX9 - TX10 - TX15 - TX20

ART. E3350
Chiavi maschio piegate per viti con impronta Torx® in acciaio al cromo vanadio satinate.

Cod. Tec. GR52
Euro 

a
mm

L
mm



E335015 2,42 TX15 20 75

10
E335020 2,62 TX20

22
87

E335025 2,62 TX25 94
E335030 2,62 TX30 30 111

Cod. Tec. GR52
Euro 

a
mm

L
mm



E335006 2,36 TX6 11 40

10
E335007 2,36 TX7 12 44
E335008 2,36 TX8 15 50
E335009 2,36 TX9 19 59
E335010 2,42 TX10 20 65

CHIAVI PIEGATE PER VITI CON IMPRONTA TORX®

ART. 967 PKL TORX®
Chiavi 967 PKL in acciaio con finitura BlackLaser, per viti con impronta TORX®, serie lunga con estremità sferica.

Cod. Tec. GR53
Euro 

a
mm

L
mm



E336325 5,62 TX25 21 104

5
E336327 5,71 TX27 22 112
E336330 5,95 TX30 24 122
E336340 6,58 TX40 27 132

Cod. Tec. GR53
Euro 

a
mm

L
mm



E336308 3,60 TX8
16

76

5
E336309 3,60 TX9 79
E336310 3,60 TX10 17 85
E336315 4,90 TX15 18 90
E336320 5,06 TX20 19 96

CHIAVI PER VITI CON IMPRONTA TORX® LUNGHE CON TESTA SFERICA

CHIAVI LUNGHE CON RITEGNO PER VITI CON IMPRONTA TORX® - KIT 967 SL/9 HF

Cod. Tec. E336609
GR53 Euro 34,65
Pezzi 9

ART. 967 SL/9 TORX® HF
Kit di 9 chiavi 967 SL TORX® HF con ritegno, in acciaio con finitura BlackLaser e guaina in materiale plastico multicolor,
per viti con impronta TORX®. Il materiale reistente della clip garantisce una tenuta perfetta delle chiavi e una loro facile
rimozione. La funzione di ritegno evita che le viti cadano dall'utensile.

Composizione:
TX8 - TX9 - TX10 - TX15 - TX20 - TX25 - TX27 - TX30 - TX40

E.28 Indivisible package   Suggested retail package - Unit price

LONG L KEYS FOR TORX® SCREW WITH BALL POINT END IN SET 967 PKL/9

Tech. Code

Pieces 9

ITEM: 967 PKL/9
Set of 9 L keys 967 PKL in steel with BlackLaser finish for TORX® screws long series with ball point end.
The wear-resistant material of the clip guarantees a perfect grip of the keys and easy removal.

Composition:
967PKL TORX® TX8 - TX9 - TX10 - TX15 - TX20 - TX25 - TX27 - TX30 - TX40

L KEYS FOR TORX® SCREWS IN SET

Tech. Code

Pieces 7

ITEM: E3355
Set of L keys E3350 for Torx® screws, supplied in plastic holder.

Composition:
TX6 - TX7 - TX8 - TX9 - TX10 - TX15 - TX20

ITEM: E3350
L keys for Torx® screws in satin chrome-vanadium steel.

Tech. Code 
a

mm
L

mm


TX15 20 75
TX20

22
87

TX25 94
TX30 30 111

Tech. Code 
a

mm
L

mm


TX6 11 40
TX7 12 44
TX8 15 50
TX9 19 59

TX10 20 65

L KEYS FOR TORX® SCREWS

ITEM: 967 PKL TORX®
967 PKL L keys in steel with BlackLaser finish for TORX® screws, long series with ball point end.

Tech. Code 
a

mm
L

mm


TX25 21 104
TX27 22 112
TX30 24 122
TX40 27 132

Tech. Code 
a

mm
L

mm


TX8
16

76
TX9 79

TX10 17 85
TX15 18 90
TX20 19 96

LONG L KEYS FOR TORX® SCREWS WITH BALL POINT END

L KEYS MULTICOLOUR HF1 WITH HOLDING FUNCTION FOR TORX® SCREWS IN SET 967 SL/9 TX

Tech. Code

Pieces 9

ITEM: 967 SL/9 TORX® HF
Kit of 9 967 SL TORX® HF keys with retainer, in steel with BlackLaser finish and multicolor plastic durable sheath, for
TORX® screws. The contrasting inscriptions on the
colour-coded sleeves mean that it is easy to recognise the
correct sizes and this makes it simpler to find the right tool.

Composition:
TX8 - TX9 - TX10 - TX15 - TX20 - TX25 - TX27 - TX30 - TX40



E

E.29 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ART. 367 TORX®
Giraviti per viti con impronta Torx®, lama in acciaio cromo-nichel opaco e punta Black-Point. Impugnatura
Kraftform Plus multicomponente anti-rotolamento.

Cod. Tec. GR53
Euro 

a
mm

L
mm

E340020 7,70 TX20
100

198
E340025 8,12 TX25 205
E340027 8,92 TX27

115 220E340030 9,42 TX30
E340040 10,52 TX40

130 242E340045 12,50 TX45

Cod. Tec. GR53
Euro 

a
mm

L
mm

E340005 7,37 TX5

60
130E340006 7,37 TX6

E340007 7,30 TX7
E340008 7,30 TX8

141E340009 7,30 TX9
E340010 7,30 TX10

80
161

E340015 7,57 TX15 178

GIRAVITI PER VITI CON IMPRONTA TORX® 367

CHIAVI LUNGHE PER VITI CON IMPRONTA TORX® E PERNO - KIT 967 SPKL/9 BO

Cod. Tec. E336709
GR53 Euro 45,58
Pezzi 9

ART. 967 SPKL/9 TORX® BO
Kit di 9 chiavi 967 SPKL TORX® BO con foro assiale ed estremità sferica, in acciaio con finitura BlackLaser e guaina in
matetiale plastico multicolor, per viti con impronta TORX® e perno di sicurezza. Il materiale resistente della clip garantisce
una tenuta perfetta delle chiavi e una loro facile rimozione.

Composizione:
TX8 - TX9 - TX10 - TX15 - TX20 - TX25 - TX27 - TX30 - TX40
(Misure TX8 e TX9 senza foro assiale - TX10 senza estremità sferica)

ART. WX2940
Giraviti PREMIUM QUALITY per viti con impronta TORX®, lame in acciaio al cromo vanadio satinate, punte di
precisione BLACK-TIP temprate con durezza superficiale 58 ± 2 HRC e momento torcente 20% superiore alla
norma DIN 8764. Impugnature ERGOFORM ipoallergeniche, antiscivolo, morbide e confortevoli, realizzate in
SANTOPRENE® che garantisce la massima resistenza per un lavoro veloce e di precisione. Identificazione della
misura posta sulla testa dell'impugnatura. Conforme alle direttive RoHS e REACH.

Cod. Tec. GR51
Euro 

a
mm

L
mm

E336825 6,90 TX25

100 215
E336827 6,90 TX27
E336830 10,20 TX30
E336840 13,29 TX40

Cod. Tec. GR51
Euro 

a
mm

L
mm

E336808 4,84 TX8
75 160E336809 5,15 TX9

E336810 5,25 TX10
100 205E336815 5,67 TX15

E336820 6,28 TX20

GIRAVITI PER VITI CON IMPRONTA TORX®

GIRAVITI PER VITI CON IMPRONTA TORX® IN FOAM

Cod. Tec. E336906
GR51 Euro 49,50
Pezzi 6

ART. WX2940/SE6
Kit di 6 giraviti PREMIUM QUALITY con lame in acciaio al cromo vanadio satinate, punte di precisione BLACK-TIP
temprate con durezza superficiale 58 ± 2 HRC e momento torcente 20% superiore alla norma DIN 8764. Impugnature
ERGOFORM ipoallergeniche, antiscivolo, morbide e confortevoli, realizzate in SANTOPRENE® che garantisce la massima
resistenza per un lavoro veloce e di precisione. Identificazione della misura posta sulla testa dell'impugnatura. Conforme
alle direttive RoHS e REACH. Completi di modulo Eva Tray per carrelli Wodex.
Dimensione del modulo 400x223,5 mm - Posizione orizzontale.

Composizione:
 WX2940 TX10x100 - TX15x100 - TX20x100 - TX25x100 - TX27x100 - TX30x100 mm

1/3

E.29Indivisible package  Suggested retail package - Unit price

ITEM: 367 TORX®
Screwdrivers for Torx® screws blade in matt nickel-chrome and Black-Point. Kraftform Plus grip handle multi-
component anti-rolling.

Tech. Code 
a

mm
L

mm
TX20

100
198

TX25 205
TX27

115 220
TX30
TX40

130 242
TX45

Tech. Code 
a

mm
L

mm
TX5

60
130TX6

TX7
TX8

141
TX9
TX10

80
161

TX15 178

SCREWDRIVERS FOR TORX® SCREWS 367

LONG L KEYS FOR TORX® TAMPER SCREWS IN SET 967 SPKL/9 BO

Tech. Code

Pieces 9

ITEM: 967 SPKL/9 TORX® BO
Set of 9 L keys 967 SPKL TORX® BO with axial hole and ball point end, in steel with BlackLaser finish and sleeve in
thermoplastic material multicolour for TORX® screws and safety pin.
The wear-resistant material of the clip guarantees a perfect grip of the keys and easy removal.

Composition:
TX8 - TX9 - TX10 - TX15 - TX20 - TX25 - TX27 - TX30 - TX40
(Measurement TX8 e TX9 without axial hole - TX10 without spherical end)

ITEM: WX2940
Screwdrivers PREMIUM QUALITY for TORX® screws, blade in chrome satined vanadium steel, precision tips
BLACK-TIP hardened with a surface hardness 58 ± 2 HRC and torque 20% higher than the normal DIN 8764.
ERGOFORM hypoallegenic, anti-slip, soft and comfortable, made in SANTOPRENE® which guarantees the
maximum resistance for quick and accurate work. Identification of the measurement of the head of the handle.
Compliant with RoHS and REACH.

Tech. Code 
a

mm
L

mm
TX25

100 215
TX27
TX30
TX40

Tech. Code 
a

mm
L

mm
TX8

75 160
TX9
TX10

100 205TX15
TX20

SCREWDRIVER FOR TORX® SCREWS

SCREWDRIVERS FOR TORX® SCREWS IN FOAM

Tech. Code

Pieces 6

ITEM: WX2940/SE6
Set of Screwdrivers PREMIUM QUALITY for Torx® screws, with blade in chrome satined vanadium steel, precision
tips BLACK-TIP hardened with a surface hardness 58 ± 2 HRC and torque 20% higher than the normal DIN 8764.
ERGOFORM hypoallegenic, anti-slip, soft and comfortable, made in SANTOPRENE® which guarantees the maximum
resistance for quick and accurate work. Identification of the measurement of the head of the handle. Compliant with RoHS
and REACH. Complete with Eva Tray module for Wodex.
Dimension of module 400x223,5 mm - Horizontal position.

Composition:
 WX2940 TX10x100 - TX15x100 - TX20x100 - TX25x100 - TX27x100 - TX30x100 mm



E

E.30 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

GIRAVITI KRAFTFORM PLUS - KIT 367/6 TORX®

Cod. Tec. E341506
GR53 Euro 40,50
Pezzi 6

ART. 367/6 TORX®
Kit di 6 giraviti con impugnatura Kraftform Plus e supporto da parete.

Composizione:
 367 TORX® TX10x80 - TX15x80 - TX20x100 - TX25x100 - TX30x115 - TX40x130

ART. E3370
Giraviti per viti con impronta Torx®, lama in acciaio cromo-vanadio e punta brunita. Impugnatura ergonomica
bicomponente.

Cod. Tec. GR52
Euro 

a
mm

L
mm

E337020 4,67 TX20
100 200E337025 4,85 TX25

E337027 5,21 TX27
115 225E337030 5,59 TX30

E337040 6,47 TX40
130

240
E337045 6,87 TX45 250

Cod. Tec. GR52
Euro 

a
mm

L
mm

E337005 3,90 TX5

60 150
E337006 3,90 TX6
E337007 3,90 TX7
E337008 3,90 TX8
E337009 4,02 TX9
E337010 4,26 TX10

80 180E337015 4,51 TX15

GIRAVITI PER VITI CON IMPRONTA TORX®

ART. WX2947
Giraviti micro per elettronica e meccanica fine PREMIUM QUALITY per viti con impronta Torx®, lame in acciaio
al cromo vanadio satinate, punte di precisione BLACK-TIP temprate. Impugnature ERGOFORM con cappuccio
girevole, ipoallergeniche, antiscivolo, morbide e confortevoli, realizzate in SANTOPRENE® che garantisce la
massima resistenza per un lavoro veloce e di precisione. Conforme alle direttive RoHS e REACH.

Cod. Tec. GR51
Euro 

Ø lama
mm

a
mm

L
mm

E341409X60 3,90 TX9
3

60 155
E341410X60 3,90 TX10
E341415X60 4,00 TX15

4E341420X60 4,00 TX20

Cod. Tec. GR51
Euro 

Ø lama
mm

a
mm

L
mm

E341405X60 4,70 TX5
2,5

60 155
E341406X60 3,90 TX6
E341407X60 3,90 TX7
E341408X60 3,90 TX8 3

GIRAVITI MICRO PER VITI CON IMPRONTA TORX®

GIRAVITI MICRO PER VITI CON IMPRONTA TORX® IN KIT

Cod. Tec. E341906
GR51 Euro 25,00
Pezzi 6

ART. WX2947/S6
Kit di 6 giraviti micro con supporto per elettronica e meccanica fine PREMIUM QUALITY con lame in acciaio al cromo
vanadio satinate, punte di precisione BLACK-TIP temprate. Impugnature ERGOFORM con cappuccio girevole,
ipoallergeniche, antiscivolo, morbide e confortevoli, realizzate in SANTOPRENE® che garantisce la massima resistenza
per un lavoro veloce e di precisione. Conforme alle direttive RoHS e REACH.

Composizione:
 WX2947 TX6x60 - TX7x60 - TX8x60 - TX9x60 - TX10x60 - TX15x60 mm

GIRAVITI MICRO PER VITI CON IMPRONTA TORX® IN FOAM

Cod. Tec. E342106
GR51 Euro 34,50
Pezzi 6

ART. WX2947/SE6
Kit di 6 giraviti micro per elettronica e meccanica fine PREMIUM QUALITY con lame in acciaio al cromo vanadio satinate,
punte di precisione BLACK-TIP temprate. Impugnature ERGOFORM con cappuccio girevole, ipoallergeniche, antiscivolo,
morbide e confortevoli, realizzate in SANTOPRENE® che garantisce la massima resistenza per un lavoro veloce e di
precisione. Conforme alle direttive RoHS e REACH. Completi di modulo Eva Tray per carrelli Wodex
Dimensione del modulo 200x223,5 mm - Posizione Verticale

Composizione:
WX2947 T6x60 - T7x60 - T8x60 - T9x60 - T10x60 - T15x60

1/6

E.30 Indivisible package   Suggested retail package - Unit price

SCREWDRIVERS KRAFTFORM PLUS 367/6 TORX® IN SET

Tech. Code

Pieces 6

ITEM: 367/6 RACK
Set of 6 screwdrivers with Kraftform Plus grip handle and wall support.

Composition:
 367 TORX® TX10x80 - TX15x80 - TX20x100 - TX25x100 - TX30x115 - TX40x130

ITEM: E3370
Screwdrivers for Torx® screws blade in chrome vanadium steel and burnished tip ergonomic grip handle
bi-component.

Tech. Code 
a

mm
L

mm
TX20

100 200
TX25
TX27

115 225
TX30
TX40

130
240

TX45 250

Tech. Code 
a

mm
L

mm
TX5

60 150
TX6
TX7
TX8
TX9

TX10
80 180

TX15

SCREWDRIVERS FOR TORX® SCREWS

ITEM: WX2947
Screwdrivers for electronic and fine mechanics PREMIUM QUALITY for Torx® screws, blade in chrome satined
vanadium steel, precision tips BLACK-TIP hardened. ERGOFORM grip handle with swivel cap, hypoallegenic, anti-
slip, soft and comfortable, made in SANTOPRENE® which guarantees maximum resistance for quick and accurate
work. Compliant with the directives RoHS and REACH.

Tech. Code 
Ø blade

mm
a

mm
L

mm
TX9

3
60 155

TX10
TX15

4
TX20

Tech. Code 
Ø blade

mm
a

mm
L

mm
TX5

2,5
60 155

TX6
TX7
TX8 3

MICRO SCREWDRIVERS FOR TORX® SCREWS

MICRO SCREWDRIVERS FOR TORX® SCREWS IN SET

Tech. Code

Pieces 6

ITEM: WX2947/S6

Set of 6 micro screwdrivers with stand for electronics and fine PREMIUM QUALITY mechanics with satin-chrome vandium
steel BLACK-TIP hardened precision tips. ERGOFORM grip handles with swivel cap, hypollergenic, anti-slip, soft and
comfortable, made of SANTOPRENE® that guarantees maximum resistance for rast work and precision. Compliant with
RoHS and REACH.

Composition:
 WX2947 TX6x60 - TX7x60 - TX8x60 - TX9x60 - TX10x60 - TX15x60 mm

MICRO SCREWDRIVERS FOR TORX® SCREWS IN FOAM

Tech. Code

Pieces 6

ITEM: WX2947/SE6
Set of 6 micro screwdrivers for electronics and fine PREMIUM QUALITY mechanics with satin chrome vanadium steel
blades, hardened BLACK-TIP precision tips. ERGOFORM handles with swivel cap, hypoallergenic, anti-slip, soft and
comfortable, made of SANTOPRENE® that guarantees maximum resistance for fast and precise work. Complies with
RoHS and REACH directives. Complete with Eva Tray module for Wodex trolleys.
Module size 200x223.5 mm - Vertical position

Composition:
WX2947 T6x60 - T7x60 - T8x60 - T9x60 - T10x60 - T15x60
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E.31 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ART. 367 IP TORX-PLUS®
Giraviti per con impronta IP Torx-Plus®, lama in acciaio cromo-nichel opaco e punta Black-Point. Impugnatura
Kraftform Plus multicomponente anti-rotolamento.

Cod. Tec. GR53
Euro 

a
mm

L
mm

E343010 11,48 10IP
80

161
E343015 11,79 15IP 178
E343020 12,05 20IP

100
198

E343025 12,40 25IP 205
E343030 12,66 30IP 115 220

Cod. Tec. GR53
Euro 

a
mm

L
mm

E343005 10,30 5IP

60
130

E343006 10,30 6IP
E343007 10,62 7IP
E343008 10,90 8IP
E343009 11,19 9IP 141

GIRAVITI PER VITI CON IMPRONTA TORX PLUS® 367 IP

ART. E3500
Acciaio al cromo vanadio cromato e satinato, asta scorrevole, estremità brunite.

Cod. Tec. GR52
Euro


mm

a
mm

L
mm

E350025 14,69 TX25
90 180E350027 14,69 TX27

E350030 14,69 TX30
E350040 16,83 TX40 105 210

Cod. Tec. GR52
Euro


mm

a
mm

L
mm

E350009 13,16 TX9

65 125
E350010 13,16 TX10
E350015 13,16 TX15
E350020 13,16 TX20

CHIAVI A T CON ASTA SCORREVOLE PER VITI CON IMPRONTA TORX®

ART. 3367 TORX®
Giraviti inox per viti con impronta Torx®, lama in acciaio inox temprato sottovuoto.
Impugnatura Kraftform Plus - Serie Inox multicomponente anti-rotolamento.

Cod. Tec. GR53
Euro 

a
mm

L
mm

E340120 9,41 TX20
100

198
E340125 10,02 TX25 215
E340127 (10,91) TX27

115 220E340130 11,54 TX30

Cod. Tec. GR53
Euro 

a
mm

L
mm

E340108 (8,78) TX8
60 141E340109 (8,78) TX9

E340110 9,28 TX10
80

161
E340115 9,28 TX15 178

GIRAVITI INOX PER VITI CON IMPRONTA TORX® 3367

ART. 367K TORX®
Giraviti a testa sferica per viti con impronta Torx®, lama in acciaio cromo-nichel opaco e punta Black-Point.
Impugnatura Kraftform Plus multicomponente anti-rotolamento.

Cod. Tec. GR53
Euro 

a
mm

L
mm

E340227 (12,86) TX27
115 220E340230 13,81 TX30

Cod. Tec. GR53
Euro 

a
mm

L
mm

E340215 10,95 TX15 80 178
E340220 11,19 TX20

100
198

E340225 11,84 TX25 205

GIRAVITI PER VITI CON IMPRONTA TORX® E TESTA SFERICA 367K

ART. 367 TORX® HF
Giraviti con ritegno per viti con impronta Torx®, lama in acciaio cromo-nichel opaco. Impugnatura Kraftform Plus
multicomponente anti-rotolamento. La funzione di ritegno evita che le viti cadano dall'utensile.

Cod. Tec. GR53
Euro 

a
mm

L
mm

E340527115 (9,85)
TX27

115 220
E340527300 (14,22) 300 405
E340530115 10,33

TX30
115 220

E340530300 (14,46) 300 405
E340540130 11,59 TX40 130 242

Cod. Tec. GR53
Euro 

a
mm

L
mm

E340510080 8,06 TX10
80

161
E340515080 8,34 TX15 178
E340520100 8,46

TX20
100 198

E340520300 (13,24) 300 398
E340525100 8,92

TX25
100 205

E340525300 (13,76) 300 405

GIRAVITI CON RITEGNO PER VITI CON IMPRONTA TORX® 367 HF

GIRAVITI KRAFTFORM PLUS - KIT 367/6 TORX® HF

Cod. Tec. E342006
GR53 Euro 47,68
Pezzi 6

ART. 367/6 TORX® HF
Kit di 6 giraviti con impugnatura Kraftform Plus e supporto da parete.

Composizione:
 367 TORX HF TX10x80 - TX15x80 - TX20x100 - TX25x100 - TX30x115 - TX40x130

E.31Indivisible package  Suggested retail package - Unit price

ITEM: 367 IP TORX-PLUS®
Screwdrivers for IP Torx-Plus® screws blade in matt nickel-chrome and Black-Point tip. Kraftform Plus grip handle
multi-component anti-rolling.

Tech. Code 
a

mm
L

mm
10IP

80
161

15IP 178
20IP

100
198

25IP 205
30IP 115 220

Tech. Code 
a

mm
L

mm
5IP

60
130

6IP
7IP
8IP
9IP 141

SCREWDRIVERS FOR TORX® PLUS SCREWS 367 IP

ITEM: E3500
Chrome vanadium steel, satin chrome plated, sliding crossbar, burnished tip.

Tech. Code 
mm

a
mm

L
mm

TX25
90 180TX27

TX30
TX40 105 210

Tech. Code 
mm

a
mm

L
mm

TX9

65 125
TX10
TX15
TX20

SLIDING T-HANDLE WRENCHES TORX® SCREWS

ITEM: 3367 TORX®
Inox screwdriver for Torx® screws tempered vacumm stainless steel.
Kraftform Plus grip handle - Series Inox multi-component anti-rolling.

Tech. Code 
a

mm
L

mm
TX20

100
198

TX25 215
TX27

115 220
TX30

Tech. Code 
a

mm
L

mm
TX8

60 141
TX9
TX10

80
161

TX15 178

SCREWDRIVERS STAINLESS STEEL FOR TORX® SCREWS 3367

ITEM: 367K TORX®
Screwdrivers spherical head for Torx® screws, Blade in stainless steel matt chrome-nickel with Black-Point tip.
Kraftform Plus grip handle multil-component anti-rolling.

Tech. Code 
a

mm
L

mm
TX27

115 220
TX30

Tech. Code 
a

mm
L

mm
TX15 80 178
TX20

100
198

TX25 205

SCREWDRIVERS FOR TORX® SCREWS AND SPHERICAL HEAD 367K

ITEM: 367 TORX® HF
Screwdrivers with holding function forTorx® screws, stainless steel blade, matt chrome-nickel. Kraftform Plus multi-
component anti-rolling. The holding function avoids that the screws fall from the tool.

Tech. Code 
a

mm
L

mm

TX27
115 220
300 405

TX30
115 220
300 405

TX40 130 242

Tech. Code 
a

mm
L

mm
TX10

80
161

TX15 178

TX20
100 198
300 398

TX25
100 205
300 405

SCREWDRIVERS WITH HOLDING FUNCTION FOR TORX® SCREWS 367 HF

SCREWDRIVERS KRAFTFORM PLUS 367/6 TORX® HF IN SET

Tech. Code

Pieces 6

ITEM: 367/6 TORX® HF
Set of 6 screwdrivers Kraftform Plus grip handle and wall support.

Composition:
 367 TORX HF TX10x80 - TX15x80 - TX20x100 - TX25x100 - TX30x115 - TX40x130
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E.32 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

CHIAVI MULTIFUNZIONE TWINKEY®

Cod. Tec. E358001
GR54 Euro 28,80

ART. 00 11 01
Chiavi multifunzione per armadi elettrici, sistemi di chiusura nell’approvvigionamento di gas, acqua ed elettricità per
impianti di climatizzazione e ventilazione degli edifici, valvole di arresto, quadri elettrici ecc. Versione a 8 bracci, 2 chiavi a
croce unite tramite calamite per minimo ingombro Con inserto per viti: con intaglio 1 x 7 mm e a croce PH2.
Chiavi e inserto per viti uniti da robusto filo metallico in acciaio inox.

 5/6 - 7/8 - 9/10 - 11 mm
 7 - 8/9 - 10/11 - 12 mm
 3 - 5 mm
 6 mm
 6 - 9 mm

ART. E3515
Modello a snodo cardanico, asta di manovra scorrevole ed estraibile, acciaio speciale altamente legato al silicio
cromo vanadio e finitura cromata.

Cod. Tec. GR52
Euro


mm

a
mm

L
mm

E351540 27,74 TX 40
160 410E351545 27,74 TX 45

E351550 29,58 TX 50
175 430E351555 33,35 TX 55

Cod. Tec. GR52
Euro


mm

a
mm

L
mm

E351520 25,81 TX 20

145 394
E351525 25,81 TX 25
E351527 25,81 TX 27
E351530 27,74 TX 30

CHIAVI A T SNODATE PER VITI CON IMPRONTA TORX®

CHIAVI A T SNODATE PER VITI CON IMPRONTA TORX® IN KIT

Cod. Tec. E3516SET8
GR52 Euro 223,38

Composizione  TX20 - TX25 - TX27 - TX30 - TX40 - TX45 - TX50 - TX55

Pezzi 8

ART. E3516
Serie di chiavi a T snodate E3515 per viti con impronta Torx®.

CHIAVI A T CON ASTA SCORREVOLE PER VITI CON IMPRONTA TORX® IN KIT

Cod. Tec. E3501SET6
GR52 Euro 72,93
Pezzi 6

ART. E3501
Serie di chiavi a T con asta scorrevole E3500 per viti con impronta Torx® in acciaio al cromo vanadio cromato e satinato,
brunite.

Composizione:
TX10 - TX15 - TX20 - TX25 - TX30 - TX40

ART. WX2938
Chiavi a bandiera PREMIUM QUALITY per viti con impronta TORX®, lame in acciaio al cromo vanadio e punte di
precisione temprate. Impugnatura a bandiera consigliata in presenza di viti piccole con coppia di chiusura elevata, in
particolare nella sostituzione di inserti per tornitura e fresatura.

Cod. Tec. GR51
Euro 

L
mm

E355010 2,95 TX10
50E355015 2,95 TX15

E355020 2,95 TX20

Cod. Tec. GR51
Euro 

L
mm

E355006 2,95 TX6

50
E355007 2,95 TX7
E355008 2,95 TX8
E355009 2,95 TX9

CHIAVI A BANDIERA PER VITI CON IMPRONTA TORX®

E.32 Indivisible package   Suggested retail package - Unit price

MULTI-TASKING TWINKEY® WRENCHES

Tech. Code

ITEM: 00 11 01
TwinKey®, 8-arm version, two 4-way spider keys connected using magnets.
Control cabinet keys, and for shut-off systems in the supply of gas, water and electricity, for building air-conditioning and
ventilation systems, shut-off valves, main switchboards etc. 8-arm version with insert for screws: 1 x 7 mm slot headed
and PH 2 4-way ones.
Thread insert keys for screws, connected by a sturdy stainless steel wire, featuring a high-quality coating, reduced weight
thanks to its diecast zinc structure.

 5/6 - 7/8 - 9/10 - 11 mm
 7 - 8/9 - 10/11 - 12 mm
 3 - 5 mm
 6 mm
 6 - 9 mm

ITEM: E3515
Cardan-joint model, sliding and removable T-handle, special silicon chrome vanadium high-alloy steel, chromed
finishing.

Tech. Code 
mm

a
mm

L
mm

TX 40
160 410

TX 45
TX 50

175 430
TX 55

Tech. Code 
mm

a
mm

L
mm

TX 20

145 394
TX 25
TX 27
TX 30

T-HANDLE SWIVEL FOR TORX® SCREWS

T-HANDLE SWIVEL FOR TORX® SCREWS IN SET

Tech. Code

Composition  TX20 - TX25 - TX27 - TX30 - TX40 - TX45 - TX50 - TX55

Pieces 8

ITEM: E3516
Set of T-handle swiveling wrenches E3515 for Torx® screws.

SLIDING T-HANDLE WRENCHES FOR TORX® SCREWS IN SET

Tech. Code

Pieces 6

ITEM: E3501
Set of T-handle wrenches E3500 for Torx® screws. Chrome vanadium steel, satin chrome plated, burnished tip.

Composition:
TX10 - TX15 - TX20 - TX25 - TX30 - TX40

ITEM: WX2938
PREMIUM QUALITY for TORX® screws, chrome-vanadium steel blades and precision hardened tips.
Recommended flag handle in the presence of small screws with high closing torque, in particular in the replacement
of turning and milling Inserts.

Tech. Code 
L

mm
TX10

50TX15
TX20

Tech. Code 
L

mm
TX6

50
TX7
TX8
TX9

FLAG WRENCHES FOR TORX® SCREWS
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E.33 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

CHIAVI A BUSSOLA 1/4" CON BOCCA ESAGONALE

ART. STAHLWILLE 40 - Acciaio ad alte prestazioni HPQ, cromate
WRK E4170 - Acciaio al cromo vanadio cromato

ART. 40 - E4170


mm

Cod. Tec.


GR55
Euro

d1
mm

L
mm


mm

Cod. Tec.


GR52
Euro

d1
mm

L
mm

3 E417403 5,70 5,6 23 3 - - - -
4 E417404 4,85 6,7 23 4 E41704 2,23 6,7 25

4,5 E41744,5 4,95 7,3 23 4,5 - - - -
5 E417405 4,90 7,9 23 5 E41705 2,23 8,0 25

5,5 E41745,5 4,85 8,5 23 5,5 - - - -
6 E417406 4,90 9,2 23 6 E41706 2,23 9,3 25
7 E417407 4,90 10,7 23 7 E41707 2,23 10,6 25
8 E417408 4,85 11,6 23 8 E41708 2,23 11,9 25
9 E417409 5,05 12,8 23 9 - - - -
10 E417410 5,00 14,3 23 10 E417010 2,23 13,8 25
11 E417411 5,05 15,5 23 11 - - - -
12 E417412 5,60 16,5 23 12 - - - -
13 E417413 5,25 17,8 23 13 E417013 2,23 17,8 25
14 E417414 6,00 18,8 24 14 - - - -

CHIAVI A BUSSOLA 1/4" LUNGHE CON BOCCA ESAGONALE

E4177 STAHLWILLE 40L - Acciaio ad alte prestazioni HPQ® con profilo AS-Drive che consente la trasmissione
di forze elevate sui fianchi di viti e dadi senza danneggiare gli spigoli, finitura cromata

E4175 WRK - Acciaio al cromo vanadio, finitura satinata.

ART. 40L - E4175
NORMA DIN 3124 ISO 2725-1

Chiavi a bussola lunghe con bocca esagonale in acciaio cromato.


mm

Cod. Tec.


GR55
Euro

a
mm

L
mm


mm

Cod. Tec.


GR52
Euro

a
mm

L
mm

4 E417704 (17,50) 6,3 50 4 - - - -
4,5 E417704,5 (17,50) 7,3 50 4,5 - - - -
5 E417705 (16,40) 7,9 50 5 - - - -

5,5 E417705,5 (16,40) 8,5 50 5,5 E417505,5 7,14 8,7 50
6 E417706 (16,40) 9,2 50 6 E417506 7,14 9,3 50
7 E417707 (16,10) 10,7 50 7 E417507 7,14 10,6 50
8 E417708 (15,60) 11,6 50 8 E417508 7,14 11,9 50
9 E417709 (17,30) 12,8 50 9 - - - -

10 E417710 (16,50) 14,3 50 10 E417510 7,14 13,8 50
11 E417711 (17,30) 15,5 50 11 - - - -
12 E417712 (16,20) 16,5 50 12 - - - -
13 E417713 (16,00) 17,8 50 13 E417513 7,14 17,8 50

CHIAVI A BUSSOLA 1/4" CON BOCCA POLIGONALE

E4171 WODEX WX2000 - Acciaio ad alte prestazioni Premium Quality con multirpofilo poligonale Plus-Drive
che consente la trasmissione di forze elevate sui fianchi di viti e dadi senza danneggiare gli spigoli,
finitura cromo-satinata.

E4172 STAHLWILLE 40D - Acciaio ad alte prestazioni HPQ® con profilo AS-Drive che consente la trasmissione
di forze elevate sui fianchi di viti e dadi senza danneggiare gli spigoli, finitura cromata.

ART. WX2000 - 40D
Norma: DIN 3124 - ISO 2725-1

Chiavi a bussola con bocca poligonale in acciaio cromato.


mm

Cod. Tec.


GR51
Euro

a
mm

L
mm


mm

Cod. Tec.


GR55
Euro

a
mm

L
mm

4 E417104 2,94 6,9 25 4 - - - -
4,5 E417104,5 2,94 7,5 25 4,5 - - - -
5 E417105 2,94 8,2 25 5 E417205 4,90 7,9 23

5,5 E417105,5 2,94 8,8 25 5,5 E417205,5 4,95 8,5 23
6 E417106 2,94 9,6 25 6 E417206 4,95 9,2 23
7 E417107 2,94 10,9 25 7 E417207 4,85 10,7 23
8 E417108 2,94 12 25 8 E417208 4,85 11,6 23
9 E417109 2,94 13 25 9 E417209 5,10 12,8 23
10 E417110 2,94 14 25 10 E417210 5,10 14,3 23
11 E417111 3,13 16 25 11 E417211 5,15 15,5 23
12 E417112 3,22 17 25 12 E417212 5,70 16,5 23
13 E417113 3,04 18 25 13 E417213 5,60 17,8 23
14 - - - - 14 E417214 5,95 18,8 24

E.33Indivisible package  Suggested retail package - Unit price

HEXAGONAL SOCKETS 1/4"

Item: STAHLWILLE 40 - High performance HPQ steel, chrome plated
WRK E4170 - Chrome vanadium chrome plated steel

ITEM: 40 - E4170


mm

Tech. Code


d1
mm

L
mm


mm

Tech. Code


d1
mm

L
mm

3 5.6 23 3 - -
4 6.7 23 4 6.7 25

4.5 7.3 23 4.5 - -
5 7.9 23 5 8.0 25

5.5 8.5 23 5.5 - -
6 9.2 23 6 9.3 25
7 10.7 23 7 10.6 25
8 11.6 23 8 11.9 25
9 12.8 23 9 - -

10 14.3 23 10 13.8 25
11 15.5 23 11 - -
12 16.5 23 12 - -
13 17.8 23 13 17.8 25
14 18.8 24 14 - -

LONG HEXAGONAL SOCKETS 1/4"

E4177 STAHLWILLE 40L - HPQ® high perfromance steel with AS-Drive profile (Anti-Split-Drive) which allows
the transmission of strong forces on the sides of the screws and bolts without damaging the edges,
chrome finish.

E4175 WRK - Chrome vanadium steel, satin finish.

ITEM: 40L - E4175
STANDARD DIN 3124 ISO 2725-1

Long hexagonal sockets in chrome steel.


mm

Tech. Code


a
mm

L
mm


mm

Tech. Code


a
mm

L
mm

4 6,3 50 4 - -
4,5 7,3 50 4,5 - -
5 7,9 50 5 - -

5,5 8,5 50 5,5 8.7 50
6 9,2 50 6 9.3 50
7 10,7 50 7 10.6 50
8 11,6 50 8 11.9 50
9 12,8 50 9 - -

10 14,3 50 10 13.8 50
11 15,5 50 11 - -
12 16,5 50 12 - -
13 17,8 50 13 17.8 50

POLYGONAL SOCKETS 1/4"

E4171 WODEX WX2000 - High performance steel Premium Quality with polygonal multi-profile Plus-Drive
which allows the transmission of high strength of the sides of the screws and nuts without damaging the
edges, satin chrome finish.

E4172 STAHLWILLE 40D - High performance steeò HPQ® with profile AS-Drive which allows the transmission
of strength of the sides of the screws and nuts without damaging the edges, chrome finish..

ITEM: WX2000 - 40D
STANDARD: DIN 3124 - ISO 2725-1

Polygonal sockets in chrome steel.


mm

Tech. Code


a
mm

L
mm


mm

Tech. Code


a
mm

L
mm

4 6,9 25 4 - -
4,5 7,5 25 4,5 - -
5 8,2 25 5 7.9 23

5,5 8,8 25 5,5 8.5 23
6 9,6 25 6 9.2 23
7 10,9 25 7 10.7 23
8 12 25 8 11.6 23
9 13 25 9 12.8 23
10 14 25 10 14.3 23
11 16 25 11 15.5 23
12 17 25 12 16.5 23
13 18 25 13 17.8 23
14 - - 14 18.8 24



E

E.34 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR55
Euro


mm

a
mm

L
mm

E451105 10,20 5
30 55E451106 10,20 6

Cod. Tec. GR55
Euro


mm

a
mm

L
mm

E451103 10,20 3
30 55E451104 10,20 4

Norma: DIN 7422.

Chiavi a bussola lunghe INHEX per viti con esagono incassato, acciaio cromato.

ART. 44

CHIAVI A BUSSOLA 1/4" LUNGHE PER VITI CON ESAGONO INCASSATO

Cod. Tec. GR55
Euro Misura

X
mm

a
mm

L
mm

E4505E07 (6,85) E7 6,2 9,6
23E4505E08 (6,85) E8 7,5 10,5

E4505E10 (7,65) E9 9,4 12,7

Cod. Tec. GR55
Euro Misura

X
mm

a
mm

L
mm

E4505E04 (6,85) E4 3,8 5,6
23E4505E05 (6,85) E5 4,7 6,7

E4505E06 (6,85) E6 5,7 8

Chiavi a bussola per viti con profilo esterno TORX® in acciao cromato ad alte prestazioni HPQ®.
ART. 40TX

CHIAVI A BUSSOLA 1/4" PER VITI CON PROFILO ESTERNO TORX®

a

L

CHIAVI A BUSSOLA 1/4" PER VITI CON IMPRONTA TORX®

E4506 WODEX WX2020 - Acciaio ad alte prestazioni Premium Quality, finitura cromo-satinata.

E4513 STAHLWILLE 44KTX - Acciaio ad alte prestazioni, finitura cromata.

ART. WX2020 - 44KTX
Norma: DIN 3120 - ISO 1174
Chiavi a bussola in acciaio cromato per viti con impronta Torx®.


Cod. Tec.


GR51
Euro

a
mm

L
mm


Cod. Tec.


GR55
Euro

a
mm

L
mm

TX8 E450608 5,50 12 32 TX8 - - - -
TX10 E450610 5,50 12 32 TX10 E4513T10 8,20 16 28
TX15 E450615 5,50 12 32 TX15 E4513T15 8,20 16 28
TX20 E450620 5,50 12 32 TX20 E4513T20 8,20 16 28
TX25 E450625 5,50 12 32 TX25 E4513T25 8,20 16 28
TX27 - - - - TX27 E4513T27 8,15 16 28
TX30 E450630 5,50 12 32 TX30 E4513T30 8,20 16 28
TX40 E450640 5,50 12 32 TX40 E4513T40 9,15 16 28

E4509

44K

WX2010

E4500 WODEX WX2010 - Acciaio ad alte prestazioni Premium Quality, finitura
cromo-satinata.

E4512 STAHLWILLE 44K - Acciaio ad alte prestazioni, finitura cromata.

E4509 WRK E4509 - Acciaio al cromo vanadio cromato.

ART. WX2010 - 44K - E4509
Norma: DIN 7422
Chiavi a bussola in acciaio cromato per viti con esagono incassato DIN 7422.

CHIAVI A BUSSOLA 1/4" PER VITI CON ESAGONO INCASSATO


mm

Cod. Tec.


GR51
Euro

a
mm

L
mm

Cod. Tec.


GR55
Euro

a
mm

L
mm

Cod. Tec.


GR52
Euro

a
mm

L
mm

2 E450002 4,50 12 32 - - - - E45092 3,72 11,9 32
2,5 E450002,5 4,50 12 32 - - - - E45092,5 3,72 11,9 32
3 E450003 4,50 12 32 E451203 7,30 16 28 E45093 3,72 11,9 32
4 E450004 4,50 12 32 E451204 7,30 16 28 E45094 3,72 11,9 32
5 E450005 4,50 12 32 E451205 7,30 16 28 E45095 3,72 11,9 32
6 E450006 4,50 12 32 E451206 7,30 16 28 E45096 3,72 11,9 32
7 - - - - - - - - E45097 3,72 11,9 32
8 E450008 4,50 12 32 E451208 7,30 16 28 E45098 3,72 11,9 32

10 - - - - - - - - E450910 4,35 11,9 32

E.34 Indivisible package   Suggested retail package - Unit price

Tech. Code 
mm

a
mm

L
mm

5
30 55

6

Tech. Code 
mm

a
mm

L
mm

3
30 55

4

Standard: DIN 7422

Socket drivers in chrome steel for hexagonal socket head screws - long version.

ITEM: 44

SOCKET DRIVERS 1/4" FOR HEXAGONAL SOCKET HEAD SCREWS

Tech. Code Dimension
X

mm
a

mm
L

mm
E7 6,2 9,6

23E8 7,5 10,5
E9 9,4 12,7

Tech. Code Dimension
X

mm
a

mm
L

mm
E4 3,8 5,6

23E5 4,7 6,7
E6 5,7 8

Sockets for screws with external profile TORX® in chrome steel at HPQ® high performance.
ITEM: 40TX

SOCKETS 1/4" FOR SCREWS WITH EXTERNAL PROFILE TORX®

SOCKET DRIVERS 1/4" FOR TORX® SCREWS

E4506 WODEX WX2020 - High performance steel Premium Quality, chrome satined finish.

E4513 STAHLWILLE 44KTX - High performance steel, chrome finish.

ITEM: WX2020 - 44KTX
Standard: DIN 3120 - ISO 1174
Socket drivers in chrome steel for Torx® screws.


Tech. Code


a
mm

L
mm


Tech. Code


a
mm

L
mm

TX8 12 32 TX8 - -
TX10 12 32 TX10 16 28
TX15 12 32 TX15 16 28
TX20 12 32 TX20 16 28
TX25 12 32 TX25 16 28
TX27 - - TX27 16 28
TX30 12 32 TX30 16 28
TX40 12 32 TX40 16 28

E4509

44K

WX2010

E4500 WODEX WX2010 - High performance Premium Quality, chrome satined
finish.

E4512 STAHLWILLE 44K - High perfromance, chrome finish.

E4509 WRK E4509 - Chrome vanadium steel.

ITEM: WX2010 - 44K - E4509
Standard: DIN 7422
Socket drivers in chrome steel for hexagonal socket head screws DIN 7422.

SOCKET DRIVERS 1/4" FOR HEXAGONAL SOCKET HEAD SCREWS


mm

Tech. Code


a
mm

L
mm

Tech. Code


a
mm

L
mm

Tech. Code


a
mm

L
mm

2 12 32 - - 11.9 32
2,5 12 32 - - 11.9 32
3 12 32 16 28 11.9 32
4 12 32 16 28 11.9 32
5 12 32 16 28 11.9 32
6 12 32 16 28 11.9 32
7 - - - - 11.9 32
8 12 32 16 28 11.9 32

10 - - - - 11.9 32



E

E.35 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR55
Euro


PH

d
mm

L
mm

E450703 7,30 3
11,6 28E450704 7,30 4

Cod. Tec. GR55
Euro


PH

d
mm

L
mm

E450701 7,30 1
11,6 28E450702 7,30 2

Chiavi a bussola con impronta a croce PH Phillips-Recess® in acciaio cromato. Impronte a croce DIN 5260 in
acciaio brunito.

ART. 44P

CHIAVI A BUSSOLA 1/4" CON IMPRONTA A CROCE PHILLIPS®

d

L

Cod. Tec. GR51
Euro


mm

a
mm

L
mm

E417806,5 4,50 6,5
12 32E417808 4,50 8,0

Cod. Tec. GR51
Euro


mm

a
mm

L
mm

E417804 4,50 4,0
12 32E417805,5 4,50 5,5

NORMA DIN 3120 / ISO 1174

Chiavi a bussola in acciaio cromato per viti a taglio.
Acciaio ad alte prestazioni Premium Quality, finitura cromo-satinata.

ART. WX2030

CHIAVI A BUSSOLA 1/4" PER VITI A TAGLIO

Cod. Tec. GR51
Euro


PH

a
mm

L
mm

E417903 4,50 3 12 32

Cod. Tec. GR51
Euro


PH

a
mm

L
mm

E417901 4,50 1
12 32E417902 4,50 2

NORMA DIN 3120 / ISO 1174

Chiavi a bussola in acciaio cromato per viti con impronta a croce Phillips®
Acciaio ad alte prestazioni Premium Quality, finitura cromo-satinata.

ART. WX2032

CHIAVI A BUSSOLA 1/4" PER VITI CON IMPRONTA A CROCE PHILLIPS®

Smart
Simplicity

Affordability

E.35Indivisible package  Suggested retail package - Unit price

Tech. Code 
PH

d
mm

L
mm

3
11,6 28

4

Tech. Code 
PH

d
mm

L
mm

1
11,6 28

2

Socket drivers in chrome steel for phillips screws PH Phillips-Recess®. Phillips screws DIN 5260 in burnished
steel.

ITEM: 44P

SOCKET DRIVERS 1/4" FOR PHILLIPS® SCREWS

Tech. Code 
mm

a
mm

L
mm

6,5
12 32

8,0

Tech. Code 
mm

a
mm

L
mm

4,0
12 32

5,5

STANDARD DIN 3120 / ISO 1174

Socket drivers in chrome steel for slotted head screws.
High performance steel Premium Quality, chrome-satin finish.

ITEM: WX2030

SOCKET DRIVERS 1/4" FOR SLOTTED HEAD SCREWS

Tech. Code 
PH

a
mm

L
mm

3 12 32

Tech. Code 
PH

a
mm

L
mm

1
12 32

2

STANDARD DIN 3120 / ISO 1174
Socket drivers chrome steel for Phillips® screws.
High performance steel Premium Quality, chrome-satined finish.

ITEM: WX2032

SOCKET DRIVERS 1/4" FOR PHILLIPS® SCREWS



E

E.36 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

CHIAVI A BUSSOLA 3/8" CON BOCCA ESAGONALE

ART. STAHLWILLE 456 - Acciaio ad alte prestazioni HPQ, cromate
WRK E4180 - Acciaio al cromo vanadio cromato

ART. 456 - E4180


mm

Cod. Tec.


GR55
Euro

a
mm

L
mm


mm

Cod. Tec.


GR52
Euro

a
mm

L
mm

6 - - - - 6 E41806 3,15 9,6 28
7 E419407 7,45 10,5 24 7 E41807 3,15 11 28
8 E419408 7,20 11,7 25 8 E41808 3,15 12,2 28
9 E419409 7,15 13 25 9 E41809 3,15 13,5 28
10 E419410 7,20 14,3 27 10 E418010 3,15 14,7 28
11 E419411 7,30 15,6 27 11 E418011 3,15 16 28
12 E419412 7,20 16,9 28 12 E418012 3,15 17,8 28
13 E419413 7,25 18 30 13 E418013 3,15 18,8 28
14 E419414 7,50 19,4 30 14 E418014 3,56 19,8 28
15 E419415 7,70 20,6 31 15 E418015 3,56 21,8 28
16 E419416 7,80 21,7 31 16 E418016 3,56 21,8 28
17 E419417 7,55 23 31 17 E418017 3,65 23,8 28
18 E419418 7,80 24,2 32 18 E418018 3,65 25,8 30
19 E419419 7,55 25,2 32 19 E418019 3,65 25,8 30
20 E419420 9,80 26,2 34 20 E418020 4,14 27,8 30
21 E419421 9,10 27,7 34 21 E418021 4,39 27,8 30
22 E419422 9,10 28,7 35 22 E418022 4,39 29,8 30

E4359

45

WX2100

E4190 WODEX WX2100
Acciaio ad alte prestazioni Premium Quality con multiprofilo poligonale Plus-
Drive che consente la trasmissione di forze elevate sui fianchi di viti e dadi
senza danneggiare gli spigoli, finitura cromo-satinata.

E4192 STAHLWILLE 45
Acciaio ad alte prestazioni HPQ® con profilo AS-Drive che consente la
trasmissione di forze elevate sui fianchi di viti e dadi senza danneggiare gli
spigoli, finitura cromata.

E4359 WRK
Acciaio al cromo vanadio, finitura cromata.

ART. WX2100 - 45 - E4359
NORMA DIN 3124 ISO 2725-1

Chiavi a bussola con bocca poligonale in acciaio cromato.

CHIAVI A BUSSOLA 3/8" CON BOCCA POLIGONALE


mm

Cod. Tec.


GR51
Euro

a
mm

L
mm

Cod. Tec.


GR55
Euro

a
mm

L
mm

Cod. Tec.


GR52
Euro

a
mm

L
mm

6 E419006 4,10 10 28 - - - - E43596 3,15 9,6 28
7 E419007 4,10 11 28 E419207 7,55 10,5 24 E43597 3,15 11 28
8 E419008 4,10 12,2 28 E419208 7,30 11,7 25 E43598 3,15 12,2 28
9 E419009 4,10 13,5 28 E419209 7,25 13 25 E43599 3,15 13,5 28

10 E419010 4,10 14,7 28 E419210 7,25 14,3 27 E435910 3,15 14,7 28
11 E419011 4,10 16 28 E419211 7,25 15,6 27 E435911 3,15 16 28
12 E419012 4,10 17 28 E419212 7,25 16,9 28 E435912 3,15 17,8 28
13 E419013 4,20 18 28 E419213 7,15 18 30 E435913 3,15 18,8 28
14 E419014 4,20 19,7 28 E419214 7,60 19,4 30 E435914 3,56 19,8 28
15 E419015 4,83 21 28 E419215 7,50 20,6 31 E435915 3,56 21,8 28
16 E419016 4,83 22 28 E419216 7,50 21,7 31 E435916 3,56 21,8 28
17 E419017 4,83 23,5 30 E419217 7,60 23 31 E435917 3,65 23,8 28
18 E419018 4,83 24,7 30 E419218 7,50 24,2 32 E435918 3,65 25,8 30
19 E419019 4,83 26 30 E419219 7,50 25,2 32 E435919 3,65 25,8 30
20 E419020 6,93 27,2 30 E419220 9,50 26,2 34 E435920 4,14 27,8 30
21 E419021 6,93 28 30 E419221 8,95 27,7 34 E435921 4,39 27,8 30
22 E419022 7,56 29,7 30 E419222 8,80 28,7 35 E435922 4,39 29,8 30
24 E419024 8,82 32 30 E419224 12,60 31,8 35 E435924 4,97 31,8 30

Cod. Tec. GR55
Euro


mm

a
mm

L
mm

E436715 17,70 15 20,6
60E436716 18,00 16 21,7

E436717 19,50 17 23
65E436718 20,80 18 24,2

E436719 19,70 19 25,2

Cod. Tec. GR55
Euro


mm

a
mm

L
mm

E436710 14,90 10 14,3

54
E436711 17,20 11 15,6
E436712 15,70 12 16,9
E436713 14,90 13 18
E436714 18,00 14 19,4 60

Norma: DIN 3124 ISO 2725-1.

Chiavi a bussola lunghe con bocca poligonale in acciaio cromato ad alte prestazioni HPQ® con profilo AS-Drive
che consente la trasmissione di forze elevate sui fianchi di viti e dadi senza danneggiarne gli spigoli, finitura
cromata.

ART. 46

CHIAVI A BUSSOLA 3/8" LUNGHE CON BOCCA POLIGONALE

a

L

E.36 Indivisible package   Suggested retail package - Unit price

HEXAGONAL SOCKETS 3/8"

ITEM STAHLWILLE 456 - High performance HPQ steel, chrome plated
WRK E4170 - Chrome vanadium chrome plated steel

ITEM: 456 - E0140


mm

Tech. Code


a
mm

L
mm


mm

Tech. Code


a
mm

L
mm

6 - - 6 9.6 28
7 10.5 24 7 11 28
8 11.7 25 8 12.2 28
9 13 25 9 13.5 28
10 14.3 27 10 14.7 28
11 15.6 27 11 16 28
12 16.9 28 12 17.8 28
13 18 30 13 18.8 28
14 19.4 30 14 19.8 28
15 20.6 31 15 21.8 28
16 21.7 31 16 21.8 28
17 23 31 17 23.8 28
18 24.2 32 18 25.8 30
19 25.2 32 19 25.8 30
20 26.2 34 20 27.8 30
21 27.7 34 21 27.8 30
22 28.7 35 22 29.8 30

E4359

45

WX2100

E4190 WODEX WX2100
High performance steel Premium Quality with multil profile polygonal Plus-
Drive which allows the transmission of strong forces without damaging the
sides of the edges, chrome satined finish.

E4192 STAHLWILLE 45
High performance steel HPQ® .The profile AS-Drive ( Anti-Slip-Drive) which
allows the transmission of strong forces on the sides of the screws and bolts
without damaging the edges, chrome finish.

E4359 WRK
Chrome vanadium steel, chrome finish.

ITEM: E4359 - E4192
STANDARD DIN 3124 ISO 2725-1

Polygonal sockets in chrome steel.

POLYGONAL SOCKETS 3/8"


mm

Tech. Code


a
mm

L
mm

Tech. Code


a
mm

L
mm

Tech. Code


a
mm

L
mm

6 10 28 - - 9.6 28
7 11 28 10.5 24 11 28
8 12,2 28 11.7 25 12.2 28
9 13,5 28 13 25 13.5 28

10 14,7 28 14.3 27 14.7 28
11 16 28 15,6 27 16 28
12 17 28 16,9 28 17.8 28
13 18 28 18 30 18.8 28
14 19,7 28 19.4 30 19.8 28
15 21 28 20,6 31 21.8 28
16 22 28 21,7 31 21.8 28
17 23,5 30 23 31 23.8 28
18 24,7 30 24,2 32 25.8 30
19 26 30 25.2 32 25.8 30
20 27,2 30 26.2 34 27.8 30
21 28 30 27.7 34 27.8 30
22 29,7 30 28.7 35 29.8 30
24 32 30 31,8 35 31.8 30

Tech. Code 
mm

a
mm

L
mm

15 20,6
60

16 21,7
17 23

6518 24,2
19 25,2

Tech. Code 
mm

a
mm

L
mm

10 14,3

54
11 15,6
12 16,9
13 18
14 19,4 60

Standard: DIN 3124 ISO 2725-1

Long polygonal sockets in chrome steel at HPQ® high performance. The AS-Drive (Anti-Slip-Drive)
allows the transmission of strong forces on the sides of the screws and bolts without damaging the edges.

ITEM: 46

LONG POLYGONAL SOCKETS 3/8"



E

E.37 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR55
Euro


mm

a
mm

L
mm

E451506 11,80 6 68 100

Cod. Tec. GR55
Euro


mm

a
mm

L
mm

E451504 11,80 4
68 100E451505 11,80 5

Chiavi a bussola lunghe INHEX per viti con esagono incassato, acciaio cromato.
ART. 2049

CHIAVI A BUSSOLA 3/8" LUNGHE PER VITI CON ESAGONO INCASSATO

Cod. Tec. GR52
Euro


mm

a
mm

L
mm

E436514 8,96 14 19,8

63
E436515 8,96 15

21,8E436516 8,96 16
E436517 8,96 17 23,8
E436519 8,96 19 25,8

Cod. Tec. GR52
Euro


mm

a
mm

L
mm

E43658 7,97 8 12,2

63

E43659 7,97 9 13,5
E436510 7,97 10 14,7
E436511 7,97 11 16
E436512 7,97 12 17,8
E436513 7,97 13 18,8

Acciaio al cromo vanadio cromato satinato
ART. E4365

CHIAVI A BUSSOLA 3/8" LUNGHE CON BOCCA ESAGONALE

Cod. Tec. GR55
Euro Misura


mm

a
mm

L
mm

E4525E10 (10,50) E10 9,4 13
28E4525E12 (10,50) E12 11,1 14,9

E4525E14 (10,50) E14 12,9 16,5

Cod. Tec. GR55
Euro Misura


mm

a
mm

L
mm

E4525E05 (10,50) E5 4,7 7

28
E4525E06 (10,50) E6 5,7 8
E4525E07 (10,50) E7 6,2 9
E4525E08 (10,50) E8 7,5 10,5

Chiavi a bussola per viti con profilo esterno TORX® in acciaio cromato ad alte prestazioni HPQ®.
ART. 45TX

CHIAVI A BUSSOLA 3/8" PER VITI CON PROFILO ESTERNO TORX®

a

L

E4527

49

WX2110

E4510 WODEX WX2110 - Acciaio ad alte prestazioni Premium Quality, finitura
cromo-satinata.

E4514 STAHLWILLE 49 - Acciaio ad alte prestazioni, finitura cromata.

E4527 WRK E4527 - Acciaio al cromo vanadio cromato.

ART. WX2110 - 49 - E4527
Norma: DIN 7422
Chiavi a bussola in acciaio cromato per viti con esagono incassato DIN 7422.

CHIAVI A BUSSOLA 3/8" PER VITI CON ESAGONO INCASSATO


mm

Cod. Tec.


GR51
Euro

a
mm

L
mm

Cod. Tec.


GR55
Euro

a
mm

L
mm

Cod. Tec.


GR52
Euro

a
mm

L
mm

3 E451003 5,80 22 48 E451403 10,30 20 52 E45273 5,16 18 48
4 E451004 5,80 22 48 E451404 9,90 20 52 E45274 5,16 18 48
5 E451005 5,80 22 48 E451405 9,70 20 52 E45275 5,16 18 48
6 E451006 5,80 22 48 E451406 9,70 20 52 E45276 5,16 18 48
7 E451007 5,80 22 48 E451407 9,90 20 52 E45277 5,16 18 48
8 E451008 5,80 22 48 E451408 9,80 20 52 E45278 5,16 18 48

10 E451010 5,80 22 48 E451410 9,80 20 52 E452710 5,16 18 48

Cod. Tec. GR51
Euro


mm

a
mm

L
mm

E420021 10,85 21 28 67

Cod. Tec. GR51
Euro


mm

a
mm

L
mm

E420016 9,90 16 22 65

Chiavi a bussola Premium Quality per la sostituzione delle candele, finitura cromo-satinata.
ART. WX2109

CHIAVI A BUSSOLA 3/8" PER CANDELE

E.37Indivisible package  Suggested retail package - Unit price

Tech. Code 
mm

a
mm

L
mm

6 68 100

Tech. Code 
mm

a
mm

L
mm

4
68 100

5

Socket drivers in chrome steel for hexagonal socket head screws - long version.
ITEM: 2049

SOCKET DRIVERS 3/8" FOR HEXAGONAL SOCKET HEAD SCREWS

Tech. Code 
mm

a
mm

L
mm

14 19.8

63
15

21.8
16
17 23.8
19 25.8

Tech. Code 
mm

a
mm

L
mm

8 12.2

63

9 13.5
10 14.7
11 16
12 17.8
13 18.8

Vanadium chrome satin steel.
ITEM: E4365

LONG HEXAGONAL SOCKETS 3/8"

Tech. Code Dimension


mm
a

mm
L

mm
E10 9,4 13

28E12 11,1 14,9
E14 12,9 16,5

Tech. Code Dimension


mm
a

mm
L

mm
E5 4,7 7

28
E6 5,7 8
E7 6,2 9
E8 7,5 10,5

Sockets for screws with external profile TORX® in chrome steel HPQ® high performance.
ITEM: 45TX

SOCKETS 3/8" FOR SCREWS WITH EXTERNAL PROFILE TORX®

E4527

49

WX2110

E4510 WODEX WX2110 - High performance Quality, chrome satined finish.

E4514 STAHLWILLE 49 - High performance, chrome finish.

E4527 WRK E4527 - chrome vanadium plated steel.

ITEM: WX2110 - 49 - E4527
Standard: DIN 7422
Socket drivers in chrome steel for hexagonal socket head wrenches DIN 7422.

SOCKET DRIVERS 3/8" FOR HEXAGONAL SOCKET HEAD SCREWS


mm

Tech. Code


a
mm

L
mm

Tech. Code


a
mm

L
mm

Tech. Code


a
mm

L
mm

3 22 48 20 52 18 48
4 22 48 20 52 18 48
5 22 48 20 52 18 48
6 22 48 20 52 18 48
7 22 48 20 52 18 48
8 22 48 20 52 18 48

10 22 48 20 52 18 48

Tech. Code 
mm

a
mm

L
mm

21 28 67

Tech. Code 
mm

a
mm

L
mm

16 22 65

Premium Quality sockets for spark-plugs replacement, chrome-satin finish.
ITEM: WX2109

SOCKETS 3/8" FOR SPARK-PLUGS



E

E.38 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

CHIAVI A BUSSOLA 3/8" PER VITI CON IMPRONTA TORX®

E4508 WODEX WX2120 - Acciaio ad alte prestazioni Premium Quality, Finitura cromo-satinata.
E4516 STAHLWILLE 49TX - Acciaio ad alte prestazioni, finitura cromata.

ART. WX2120 - 49TX
Norma: DIN 3120 - ISO 1174
Chiavi a bussola in acciaio cromato per viti con impronta Torx®.


Cod. Tec.


GR51
Euro

a
mm

L
mm


Cod. Tec.


GR55
Euro

a
mm

L
mm

TX10 E450810 7,70 22 48 TX10 E4516T10 11,70 17 49
TX15 E450815 7,70 22 48 TX15 E4516T15 11,70 17 49
TX20 E450820 7,70 22 48 TX20 E4516T20 11,70 17 49
TX25 E450825 7,70 22 48 TX25 E4516T25 11,70 17 49
TX27 E450827 7,70 22 48 TX27 E4516T27 11,70 17 49
TX30 E450830 7,70 22 48 TX30 E4516T30 11,70 17 49
TX40 E450840 7,70 22 48 TX40 E4516T40 11,70 17 49
TX45 - - - - TX45 E4516T45 12,00 17 49

I prodotti sono disponibili nel CAP F

FLESSOMETRI PROFI-LINE 5M

Cod. Tec. Lunghezza nastro
m

Larghezza nastro
mm

Dimensioni
mm

F912205 5 19 79 x 72 x 34

Prodotti correlati

I prodotti sono disponibili nel CAP E

CRICCHETTI REVERSIBILI

Cod. Tec. Attacco


Denti
Lunghezza

mm

E47103/8 3/8"

72T

195

E47101/4 1/4" 141

E47101/2 1/2" 243

Prodotti correlati

I prodotti sono disponibili nel CAP F

MAZZUOLE IN ALLUMINIO CON TESTE IN NYLON 100 SH

Cod. Tec. Ø testa
mm

Manico
mm

Peso
g

F530032 32 300 230

F530040 40
320

375

F530050 50 490

Prodotti correlati

E.38 Indivisible package   Suggested retail package - Unit price

SOCKET DRIVERS 3/8" FOR TORX® SCREWS

E4508 WODEX WX2120 - High performance steel Premium Quality, chrome satined finish.
E4516 STAHLWILLE 49TX - High performance steel, chrome finish.

ITEM: WX2120 - 49TX
Standard: DIN 3120 - ISO 1174
Socket wrenches in chrome steel for Torx® screws.


Tech. Code


a
mm

L
mm


Tech. Code


a
mm

L
mm

TX10 22 48 TX10 17 49
TX15 22 48 TX15 17 49
TX20 22 48 TX20 17 49
TX25 22 48 TX25 17 49
TX27 22 48 TX27 17 49
TX30 22 48 TX30 17 49
TX40 22 48 TX40 17 49
TX45 - - TX45 17 49

The products are available in chapter F

POCKET TAPE MEASURES 5M - PROFI-LINE

Tech. Code Tape length
m

Tape width
mm

Dimensions
mm

5 19 79 x 72 x 34

Related products

The products are available in chapter E

REVERSIBLE RATCHETS

Tech. Code Coupling


Teeth
Length

mm

3/8"

72T

195

1/4" 141

1/2" 243

Related products

The products are available in chapter F

ALUMINUM MALLETS WITH NYLON HEADS 100 SH

Tech. Code Ø head
mm

Handle
mm

Weight
g

32 300 230

40
320

375

50 490

Related products



E

E.39 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

CHIAVI A BUSSOLA 1/2" CON BOCCA ESAGONALE

E4264 STAHLWILLE 52 - Acciaio ad alte prestazioni HPQ®. Il profilo AS-Drive (Anti-Slip-Drive) consente la
trasmissione di forze elevate sui fianchi di viti e dadi senza danneggiarne gli spigoli.

E4240 WRK - Acciaio al cromo vanadio, finitura satinata.

ART. 52 - E4240
Norma: DIN 3124 ISO 2725-1

Chiavi a bussola con bocca esagonale in acciaio cromato.


mm

Cod. Tec.


GR55
Euro

d1
mm

L
mm


mm

Cod. Tec.


GR52
Euro

d1
mm

L
mm

8 E426408 8,20 13 38 8 E42408 3,11 13 38
9 E426409 8,35 13,7 38 9 E42409 3,11 14,3 38
10 E426410 6,80 14,5 38 10 E424010 3,11 15,3 38
11 E426411 7,55 15,8 38 11 E424011 3,11 16,6 38
12 E426412 7,50 17 38 12 E424012 3,11 17,6 38
13 E426413 6,65 18,3 38 13 E424013 3,34 19,1 38
14 E426414 7,70 19,9 38 14 E424014 3,41 20,3 38
15 E426415 7,35 21,2 38 15 E424015 3,48 21,7 38
16 E426416 7,40 22,4 38 16 E424016 3,55 21,8 38
17 E426417 7,80 24 38 17 E424017 3,63 23,8 38
18 E426418 8,35 24,7 38 18 E424018 3,63 25,5 38
19 E426419 7,80 26,2 38 19 E424019 3,63 25,7 38
20 E426420 9,45 27,2 42 20 E424020 4,27 27,8 38
21 E426421 9,30 28,7 42 21 E424021 4,27 27,8 38
22 E426422 8,60 29,7 42 22 E424022 4,27 29,9 38
23 E426423 11,10 30,7 42 23 E424023 4,71 31,8 38
24 E426424 9,50 32 42 24 E424024 4,71 31,8 40
25 - - - - 25 E424025 4,71 33,8 42
26 E426426 11,90 34,4 42 26 E424026 4,93 33,8 42
27 E426427 12,00 36,2 45 27 E424027 4,93 35,8 42
28 E426428 14,80 37,4 45 28 E424028 4,93 37,8 42
29 - - - - 29 E424029 5,22 37,8 42
30 E426430 12,80 39,7 45 30 E424030 5,22 39,9 45
32 E426432 13,60 42,2 47 32 E424032 5,58 41,8 45

E4415

50

WX2200

E4261 WODEX WX2200 - Acciaio ad alte prestazioni Premium Quality con
multiprofilo poligonale Plus-Drive che consente la trasmissione di forze
elevate sui fianchi di viti e dadi senza danneggiare gli spigoli, finitura cromo-
satinata.

E4262 STAHLWILLE 50 - Acciaio ad alte prestazioni HPQ con profilo AS-Drive
che consente la trasmissione di forze elevate sui fianchi di viti e dadi senza
danneggiare gli spigoli, finitura cromata.

E4415 WRK - Acciaio al cromo-.vanadio, finitura cromata.

ART. WX2200 - 50 - E4415
Norma: DIN 3124 - ISO 2725-1

Chiavi a bussola con bocca poligonale in acciaio cromato.

CHIAVI A BUSSOLA 1/2" CON BOCCA POLIGONALE


mm

Cod. Tec.


GR51
Euro

a
mm

L
mm

Cod. Tec.


GR55
Euro

a
mm

L
mm

Cod. Tec.


GR52
Euro

a
mm

L
mm

8 E426108 4,70 14 38 E426208 8,40 13 38 E44158 2,89 13 38
9 E426109 4,70 14,3 38 E426209 8,65 13,7 38 E44159 2,89 14,3 38

10 E426110 4,30 15,5 38 E426210 6,80 14,5 38 E441510 2,89 15,3 38
11 E426111 4,30 16,7 38 E426211 7,50 15,8 38 E441511 2,89 16,6 38
12 E426112 4,40 18 38 E426212 7,40 17 38 E441512 2,89 17,6 38
13 E426113 4,30 19,2 38 E426213 6,80 18,3 38 E441513 3,10 19,1 38
14 E426114 4,70 20,5 38 E426214 7,55 19,9 38 E441514 3,16 20,3 38
15 E426115 4,70 21,7 38 E426215 7,50 21,2 38 E441515 3,23 21,7 38
16 E426116 4,70 22 38 E426216 7,50 22,4 38 E441516 3,29 21,8 38
17 E426117 4,70 24 38 E426217 8,00 24 38 E441517 3,37 23,8 38
18 E426118 5,40 25,5 38 E426218 8,45 24,7 38 E441518 3,37 25,5 38
19 E426119 5,40 26 38 E426219 8,00 26,2 42 E441519 3,37 25,7 38
20 E426120 5,40 28 38 E426220 9,40 27,2 42 E441520 3,97 27,8 38
21 E426121 5,40 28 38 E426221 9,70 28,7 42 E441521 3,97 27,8 38
22 E426122 5,40 30 38 E426222 9,05 29,7 42 E441522 3,97 29,9 38
23 - - - - E426223 10,90 30,7 42 E441523 4,38 31,8 38
24 E426124 5,40 32 40 E426224 9,50 32 42 E441524 4,38 31,8 40
25 - - - - E426225 12,80 33,2 42 E441525 4,71 33,8 42
26 - - - - E426226 12,00 34,4 42 E441526 4,93 33,8 42
27 E426127 7,40 36 42 E426227 12,50 36,2 45 E441527 4,93 35,8 42
28 - - - - E426228 14,60 37,4 45 E441528 4,93 37,8 42
29 - - - - - - - - E441529 5,22 37,8 42
30 E426130 7,40 40 45 E426230 13,50 39,7 45 E441530 5,22 39,9 45
32 E426132 7,40 42 45 E426232 13,50 42,2 47 E441532 5,58 41,8 45

E.39Indivisible package  Suggested retail package - Unit price

HEXAGONAL SOCKETS 1/2"

E4264 STAHLWILLE 52 - HPQ® high performance steel. The profile AS-Drive (Anti-Slip-Drive) allows the
transmission of strong forces on the sides of the screws and bolts without damaging the sides.

E4240 WRK - Vandium chrome steel, satin finish.

ITEM: 52 - E4240
Standard: DIN 3124 ISO 2725-1

Hexagonal sockets in chrome steel.


mm

Tech. Code


d1
mm

L
mm


mm

Tech. Code


d1
mm

L
mm

8 13 38 8 13 38
9 13.7 38 9 14.3 38
10 14.5 38 10 15.3 38
11 15.8 38 11 16.6 38
12 17 38 12 17.6 38
13 18.3 38 13 19.1 38
14 19.9 38 14 20.3 38
15 21.2 38 15 21.7 38
16 22.4 38 16 21.8 38
17 24 38 17 23.8 38
18 24,7 38 18 25.5 38
19 26.2 38 19 25.7 38
20 27.2 42 20 27.8 38
21 28,7 42 21 27.8 38
22 29.7 42 22 29.9 38
23 30,7 42 23 31.8 38
24 32 42 24 31.8 40
25 - - 25 33.8 42
26 34,4 42 26 33.8 42
27 36.2 45 27 35.8 42
28 37.4 45 28 37.8 42
29 - - 29 37.8 42
30 39,7 45 30 39.9 45
32 42,2 47 32 41.8 45

E4415

50

WX2200

E4261 WODEX WK2200 -High performance steel Premium Quality with multi-
profilo polyogonal Plus-Drive which allows the transmission of strong forces
on the sides of the screws and bolts without damaging the sides of the
edges, chrome satined finish.

E4262 STAHLWILLE 50 -High performance steel with AS-Drive profile which
allows the transmission of strong forces of the sides of the screws and bolts
wtihout damaging the sides of the edges, chrome finish.

E4415 WRK - Chrome vanadium plated steel.

ITEM: WX2200 - 50 - E4415
Standard: DIN 3124 - ISO 2725-1

Polygonal sockets in crome steel.

POLYGONAL SOCKETS 1/2"


mm

Tech. Code


a
mm

L
mm

Tech. Code


a
mm

L
mm

Tech. Code


a
mm

L
mm

8 14 38 13 38 13 38
9 14,3 38 13,7 38 14.3 38

10 15,5 38 14.5 38 15.3 38
11 16,7 38 15,8 38 16.6 38
12 18 38 17 38 17.6 38
13 19,2 38 18.3 38 19.1 38
14 20,5 38 19.9 38 20.3 38
15 21,7 38 21.2 38 21.7 38
16 22 38 22,4 38 21.8 38
17 24 38 24 38 23.8 38
18 25,5 38 24,7 38 25.5 38
19 26 38 26.2 42 25.7 38
20 28 38 27.2 42 27.8 38
21 28 38 28,7 42 27.8 38
22 30 38 29.7 42 29.9 38
23 - - 30,7 42 31.8 38
24 32 40 32 42 31.8 40
25 - - 33,2 42 33.8 42
26 - - 34,4 42 33.8 42
27 36 42 36.2 45 35.8 42
28 - - 37,4 45 37.8 42
29 - - - - 37.8 42
30 40 45 39.7 45 39.9 45
32 42 45 42.2 47 41.8 45



E

E.40 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR52
Euro


mm

a
mm

L
mm

E426018 9,41 18 25,5

77

E426019 9,41 19 25,7
E426021 10,90 21 27,8
E426022 10,90 22 29,9
E426024 14,17 24 31,8
E426027 14,17 27 35,8
E426030 14,17 30 39,9
E426032 15,84 32 41,8

Cod. Tec. GR52
Euro


mm

a
mm

L
mm

E426010 8,67 10 15,3

77

E426011 8,67 11 16,6
E426012 8,67 12 17,6
E426013 8,67 13 19,1
E426014 8,67 14 20,3
E426015 8,67 15 21,7
E426016 8,67 16 21,8
E426017 9,41 17 23,8

Norma: DIN 3124 - ISO 2725-1
Acciaio al cromo vanadio cromato satinato.

ART. E4260

CHIAVI A BUSSOLA 1/2” LUNGHE CON BOCCA ESAGONALE

Cod. Tec. GR55
Euro Misura


mm

a
mm

L
mm

E4610E16 11,80 E16 14,7 19
38E4610E18 12,20 E18 16,6 21

E4610E20 12,20 E20 18,4 23,5
E4610E24 17,00 E24 22,1 27,8 41,2

Cod. Tec. GR55
Euro Misura


mm

a
mm

L
mm

E4610E10 10,70 E10 9,4 13

38
E4610E11 10,70 E11 10,1 14
E4610E12 10,70 E12 11,1 14,9
E4610E14 11,80 E14 12,9 16,7

Chiavi a bussola per viti con profilo esterno TORX® in acciaio cromato ad alte prestazioni HPQ®.
ART. 50TX

CHIAVI A BUSSOLA 1/2" PER VITI CON PROFILO ESTERNO TORX®

a

L

Cod. Tec. GR55
Euro


mm

a
mm

L
mm

E423022 21,40 22 29,7

83
E423024 21,40 24 32
E423027 23,90 27 36,2
E423030 25,00 30 39,7

Cod. Tec. GR55
Euro


mm

a
mm

L
mm

E423010 19,10 10 14,5

83
E423013 17,40 13 18,3
E423017 19,80 17 24
E423019 19,10 19 26,2

Norma: DIN 3124 ISO 2725-1

Chiavi a bussola lunghe con bocca poligonale in acciaio cromato ad alte prestazioni HPQ® con profilo AS-Drive
con consente la trasmissione di forze elevate sui fianchi di viti e dadi senza danneggiarne gli spigoli, finitura
cromata.

ART. 51

CHIAVI A BUSSOLA 1/2" LUNGHE CON BOCCA POLIGONALE

a

L

E4542

54

WX2210

E4521 WODEX WX2210 - Acciaio ad alte prestazioni Premium Quality, finitura
cromo-satinata.

E4519 STAHLWILLE 54 - Acciaio ad alte prestazioni, finitura cromata.

E4542 WRK E4542 - Acciaio al cromo vanadio cromato.

ART. WX2210 - 54 - E4542
Norma: DIN 7422
Chiavi a bussola in acciaio cromato per viti con esagono incassato DIN 7422.

CHIAVI A BUSSOLA 1/2" PER VITI CON ESAGONO INCASSATO


mm

Cod. Tec.


GR51
Euro

a
mm

L
mm

Cod. Tec.


GR55
Euro

a
mm

L
mm

Cod. Tec.


GR52
Euro

a
mm

L
mm

4 - - - - E451904 10,30 22 60 E45424 5,45 24 55
5 - - - - E451905 10,30 22 60 E45425 5,45 24 55
6 E452106 6,00 24 55 E451906 10,30 22 60 E45426 5,45 24 55
7 - - - - E451907 10,30 22 60 E45427 5,45 24 55
8 E452108 6,00 24 55 E451908 10,50 22 60 E45428 5,45 24 55

10 E452110 6,80 24 55 E451910 11,80 22 60 E454210 5,87 24 55
12 E452112 6,80 24 55 E451912 12,40 20 60 E454212 6,38 24 55
14 E452114 7,50 24 55 E451914 14,30 20 60 E454214 6,89 24 55
17 - - - - E451917 16,00 20 60 E454217 7,89 24 55
19 - - - - E451919 20,60 20 60 E454219 9,48 24 55

Cod. Tec. GR51
Euro


mm

a
mm

L
mm

E427021 10,85 21 28 67

Cod. Tec. GR51
Euro


mm

a
mm

L
mm

E427016 9,90 16 23 65

Chiavi a bussola Premium Quality per la sostituzione delle candele, finitura cromo-satinata.
ART. WX2209

CHIAVI A BUSSOLA 1/2" PER CANDELE

E.40 Indivisible package   Suggested retail package - Unit price

Tech. Code 
mm

a
mm

L
mm

18 25.5

77

19 25.7
21 27.8
22 29.9
24 31.8
27 35.8
30 39.9
32 41.8

Tech. Code 
mm

a
mm

L
mm

10 15.3

77

11 16.6
12 17.6
13 19.1
14 20.3
15 21.7
16 21.8
17 23.8

Standard: DIN 3124 - ISO 2725-1
Chrome vanadium chrome plated, satin steel.

ITEM: E4260

LONG HEXAGONAL SOCKETS 1/2"

Tech. Code Dimension


mm
a

mm
L

mm
E16 14,7 19

38E18 16,6 21
E20 18,4 23,5
E24 22,1 27,8 41,2

Tech. Code Dimension


mm
a

mm
L

mm
E10 9,4 13

38
E11 10,1 14
E12 11,1 14,9
E14 12,9 16,7

Sockets for screws with external TORX® profile in chrome steel HPQ® high performance.
ITEM: 50TX

SOCKETS 1/2" FOR SCREWS WITH EXTERNAL TORX® PROFILE

Tech. Code 
mm

a
mm

L
mm

22 29,7

83
24 32
27 36,2
30 39,7

Tech. Code 
mm

a
mm

L
mm

10 14,5

83
13 18,3
17 24
19 26,2

Standard: DIN 3124 ISO 2725-1

Long polygonal sockets in chrome steel HPQ® high performance with profile AS-Drive (Anti-Slip Drive) which
allows the transmission of strong forces on the sides of the screws and bolts without damaging the edges. Chrome
finish.

ITEM: 51

LONG POLYGONAL SOCKETS 1/2"

E4542

54

WX2210

E4521 WODEX WX2210 - High performance steel Premium Quality, chrome
satined finish.

E4519 STAHLWILLE 54 - High performance steel, chrome finish.

E4542 WRK E4542 - Chrome vanadium plated steel.

ITEM: WX2210 - 54 - E4542
Standard: DIN 7422
Socket drivers in chrome steel for hexagonal socket head screws DIN 7422.

SOCKET DRIVERS 1/2" FOR HEXAGONAL SOCKET HEAD SCREWS


mm

Tech. Code


a
mm

L
mm

Tech. Code


a
mm

L
mm

Tech. Code


a
mm

L
mm

4 - - 22.7 60 24 55
5 - - 22.7 60 24 55
6 24 55 22.7 60 24 55
7 - - 22.7 60 24 55
8 24 55 22.7 60 24 55

10 24 55 22.7 60 24 55
12 24 55 23.7 60 24 55
14 24 55 23.7 60 24 55
17 - - 27.5 60 24 55
19 - - 20 60 24 55

Tech. Code 
mm

a
mm

L
mm

21 28 67

Tech. Code 
mm

a
mm

L
mm

16 23 65

Premium Quality sockets for spark-plug replacement, chrome-satin finish.
ITEM: WX2209

SOCKETS 1/2" FOR SPARK-PLUGS



E

E.41 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR55
Euro


mm

a
mm

L
mm

E451710 12,90 10 102
140E451712 15,20 12

100E451714 16,10 14

Cod. Tec. GR55
Euro


mm

a
mm

L
mm

E451705 10,80 5
82 120E451706 10,80 6

E451708 12,20 8

Chiavi a bussola lunghe INHEX per viti con esagono incassato, acciaio cromato.
ART. 1054-2054

CHIAVI A BUSSOLA 1/2" LUNGHE PER VITI CON ESAGONO INCASSATO

Cod. Tec. GR52
Euro


mm

a
mm

L
mm

E45438 6,13 8
104 140E454310 7,54 10

E454312 7,54 12

Cod. Tec. GR52
Euro


mm

a
mm

L
mm

E45435 5,65 5
104 140E45436 5,65 6

E45437 6,13 7

Versione lunga per viti con esagono incassato, acciaio al cromo vanadio cromato con inserto fosfatato.
ART. E4543

CHIAVI A BUSSOLA 1/2" LUNGHE PER VITI CON ESAGONO INCASSATO

Cod. Tec. GR55
Euro


mm

L2
mm

L1
mm

E454510 (14,00) 10 22
60E454512 (16,20) 12

20E454514 (16,60) 14

Cod. Tec. GR55
Euro


mm

L2
mm

L1
mm

E454505 (12,00) 5
22 60E454506 (12,00) 6

E454508 (13,40) 8

Chiavi a bussola maschio esagonale con perno di guida, per viti con esagono incassato e foro centrale.
Bussola in acciaio cromato, inserto in acciaio brunito.

ART. 54IC

CHIAVI A BUSSOLA 1/2" PER VITI CON ESAGONO INCASSATO E GUIDA

1

L

2

L

Cod. Tec. GR55
Euro


mm

a
mm

L
mm

E451808 14,40 8
62 100E451810 15,80 10

Cod. Tec. GR55
Euro


mm

a
mm

L
mm

E451805 13,60 5
62 100E451806 13,60 6

Chiavi a bussola lunghe INHEX maschio esagonale con estremità sferica per viti con esagono incassato, angolo
di oscillazione fino a 25° per ogni

ART. 54KK

CHIAVI A BUSSOLA 1/2" PER VITI CON ESAGONO INCASSATO - TESTA SFERICA

L
a

E4608

54TX

WX2220

E4522 WODEX WX2220 - Acciaio ad alte prestazioni Premium Quality, finitura
cromo-satinata.

E4607 STAHLWILLE 54TX - Acciaio ad alte prestazioni, finitura cromata.

E4608 WRK E4608 - Acciaio al cromo-vanadio cromato.

ART. WX2220 - 54TX - E4608
Norma: DIN 3120 - ISO 1174
Chiavi a bussola in acciaio cromato per viti con impronta Torx®.

CHIAVI A BUSSOLA 1/2" PER VITI CON IMPRONTA TORX®


Cod. Tec.


GR51
Euro

a
mm

L
mm

Cod. Tec.


GR55
Euro

a
mm

L
mm

Cod. Tec.


GR52
Euro

a
mm

L
mm

TX15 - - - - - - - - E460815 6,79 24 55
TX20 - - - - E4607T20 13,60 17 55 E460820 6,79 24 55
TX25 - - - - E4607T25 13,00 17 55 E460825 6,79 24 55
TX30 E452230 7,80 24 55 E4607T27 13,00 17 55 E460827 6,79 24 55
TX40 E452240 8,50 24 55 E4607T30 12,60 17 55 E460830 6,79 24 55
TX45 E452245 8,50 24 55 E4607T40 14,60 17 55 E460840 6,79 24 55
TX50 E452250 8,50 24 55 E4607T45 14,60 17 55 E460845 7,07 24 55
TX55 E452255 8,50 24 55 E4607T50 14,40 17 55 E460850 7,61 24 55
TX60 E452260 8,50 24 55 E4607T55 19,00 18 58 E460855 7,98 24 55
TX60 - - - - E4607T60 18,70 18 58 E460860 9,06 24 55
TX70 - - - - - - - - E460870 10,72 24 55

E.41Indivisible package  Suggested retail package - Unit price

Tech. Code 
mm

a
mm

L
mm

10 22.7
14012

23.7
14

Tech. Code 
mm

a
mm

L
mm

5
82 1206

8

INHEX long socket drivers for hexagonal socket head screws, chromed steel.
ITEM: 2054/1054

SOCKET DRIVERS 1/2" FOR HEXAGONAL SOCKET HEAD SCREWS

Tech. Code 
mm

a
mm

L
mm

8
104 14010

12

Tech. Code 
mm

a
mm

L
mm

5
104 1406

7

Socket wrenches in chrome steen for hexagonal socket head screws - long version.
ITEM: E4543

SOCKET DRIVERS 1/2" FOR HEXAGONAL SOCKET HEAD SCREWS

Tech. Code 
mm

L2
mm

L1
mm

10 22
6012

20
14

Tech. Code 
mm

L2
mm

L1
mm

5
22 606

8

Socket drivers 1/2" for hexagonal socket head screws with central hole, sockets in chrome steel, insert in
burnished steel.

ITEM: 54IC

SOCKET DRIVERS 1/2" FOR HEXAGONAL SOCKET HEAD SCREWS WITH CENTRAL HOLE

Tech. Code 
mm

a
mm

L
mm

8
62 100

10

Tech. Code 
mm

a
mm

L
mm

5
62 100

6

INHEX long socket drivers with sperical end for screws with hexagonal socket head, angle of osciliation up to 25°
for each.

ITEM: 54KK

SOCKETS DRIVERS 1/2" FOR HEXAGONAL SOCKET HEAD SCREWS - SPHERICAL HEAD

E4608

54TX

WX2220

E4522 WODEX WX2220 - High performance steel Premium Quality, chrome
satined finish.

E4607 STAHLWILLE 54TX - High performance steel, chrome finish.

E4608 WRK E4608 - Chrome vanadium plated steel.

ITEM: WX2220 - 54TX - E4608
Standard: DIN 3120 - ISO 1174
Socket drivers 1/2" in chrome steel for TORX® screws.

SOCKET DRIVERS 1/2" FOR TORX® SCREWS


Tech. Code


a
mm

L
mm

Tech. Code


a
mm

L
mm

Tech. Code


a
mm

L
mm

TX15 - - - - 24 55
TX20 - - 17 55 24 55
TX25 - - 17 55 24 55
TX30 24 55 17 55 24 55
TX40 24 55 17 55 24 55
TX45 24 55 17 55 24 55
TX50 24 55 17 55 24 55
TX55 24 55 17 55 24 55
TX60 24 55 18 58 24 55
TX60 - - 18 58 24 55
TX70 - - - - 24 55



E

E.42 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR52
Euro 

a
mm

L
mm

E460940 12,51 TX40

104 140
E460945 12,51 TX45
E460950 13,29 TX50
E460955 13,76 TX55

Cod. Tec. GR52
Euro 

a
mm

L
mm

E460915 10,94 TX15

104 140
E460920 10,94 TX20
E460925 10,94 TX25
E460927 10,94 TX27
E460930 10,94 TX30

Versione lunga per viti con impronta Torx®, acciaio al cromo vanadio cromato con inserto fosfatato.
ART. E4609

CHIAVI A BUSSOLA 1/2" LUNGHE PER VITI CON IMPRONTA TORX®

Cod. Tec. GR55
Euro Misura

L2
mm

L1
mm

E455012 16,30 M12
20 60E455014 17,30 M14

E455016 17,20 M16

Cod. Tec. GR55
Euro Misura

L2
mm

L1
mm

E455005 12,50 M5

22 60
E455006 12,80 M6
E455008 12,50 M8
E455010 14,70 M10

Norma: DIN 2324

Chiavi a bussola per viti con cava poligonale DIN 2324 profilo XZN®. Bussola in acciaio cromato, inserto in acciaio
brunito.

ART. 54X

CHIAVI A BUSSOLA 1/2" PER VITI CON CAVA POLIGONALE XZN®

1
L 2

L

Cod. Tec. GR51
Euro


PH

a
mm

L
mm

E461504 6,00 4 22 55

Cod. Tec. GR51
Euro


PH

a
mm

L
mm

E461503 6,00 3 22 55

NORMA DIN 3120 / ISO 1174.

Chiavi a bussola in acciaio cromato per viti con impronta a corce Phillips®.
Acciaio ad altre prestazioni PREMIUM QUALITY, finitura cromo-satinata.

ART. WX2232

CHIAVI A BUSSOLA 1/2" CON IMPRONTA A CROCE PHILLIPS®

Safety
High quality
Renewablelubricants

E.42 Indivisible package   Suggested retail package - Unit price

Tech. Code Torx
a

mm
L

mm
TX40

104 140
TX45
TX50
TX55

Tech. Code Torx
a

mm
L

mm
TX15

104 140
TX20
TX25
TX27
TX30

Socket drivers 1/2" in chrome steel for TORX® screws - long version.
ITEM: E4609

SOCKET DRIVERS 1/2" FOR TORX® SCREWS

Tech. Code Dimension
L2
mm

L1
mm

M12
20 60M14

M16

Tech. Code Dimension
L2
mm

L1
mm

M5

22 60
M6
M8

M10

Standard: DIN 2324

Socket drivers for screws with polygonal hollow DIN 2324 XZN® profile. Sockets in chrome steel, insert in
burnished steel.

ITEM: 54X

SOCKET DRIVERS 1/2" FOR SCREWS WITH XZN® PROFILE

Tech. Code 
PH

a
mm

L
mm

4 22 55

Tech. Code 
PH

a
mm

L
mm

3 22 55

STANDARD DIN 3120 / ISO 1174

Socket drivers chrome steel for Phillips® screws.
High performance steel Premium Quality, chrome-satined finish.

ITEM: WX2232

SOCKET DRIVERS 1/2" FOR PHILLIPS® SCREWS



E

E.43 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR55
Euro


mm

a
mm

L
mm

E452019 41,80 19 34,7
80E452022 44,10 22 40

Cod. Tec. GR55
Euro


mm

a
mm

L
mm

E452014 38,80 14
34,7 80E452017 40,80 17

Per viti con esagono incassato, DIN 7422, acciaio al cromo vanadio cromato.
ART. 59

CHIAVI A BUSSOLA 3/4" PER VITI CON ESAGONO INCASSATO

CHIAVI A BUSSOLA 3/4" CON BOCCA ESAGONALE

E4302 STAHLWILLE 55 - Acciaio ad alte prestazioni HPQ®. Il profilo AS-Drive (Anti-Slip-Drive) consente la
trasmissione di forze elevate sui fianchi di viti e dadi senza danneggiarne gli spigoli.

E4325 WRK - Acciaio al cromo vanadio, finitura satinata.

ART. E4325 - 55
Norma: DIN 3124 ISO 2725-1

Chiavi a bussola con bocca esagonale in acciaio cromato.


mm

Cod. Tec.


GR55
Euro

d1
mm

L
mm


mm

Cod. Tec.


GR52
Euro

d1
mm

L
mm

19 - - - - 19 E432519 6,00 29 50
21 - - - - 21 E432521 6,00 31 50
22 E430222 15,00 32 51 22 E432522 6,00 32 50
23 - - - - 23 E432523 6,00 33 50
24 E430224 15,90 34 51 24 E432524 6,00 34 51
26 - - - - 26 E432526 6,73 38 52
27 E430227 17,20 38,5 54 27 E432527 6,73 38 52
28 - - - - 28 E432528 7,32 40 52
29 - - - - 29 E432529 7,32 40 52
30 E430230 18,50 42 58 30 E432530 10,02 42 54
32 E430232 18,40 44,5 58 32 E432532 9,91 44 56
33 - - - - 33 E432533 9,91 46 60
34 E430234 22,40 47 60 34 E432534 9,91 46 56
35 - - - - 35 E432535 9,91 48 58
36 E430236 22,80 49,5 60 36 E432536 10,36 50 58
38 E430238 24,50 52 64 38 E432538 10,36 52 60
40 - - - - 40 E432540 14,09 54 62
41 E430241 32,50 55,5 67 41 E432541 14,09 56 64
42 - - - - 42 E432542 14,09 57 64
43 - - - - 43 E432543 16,77 58 65
46 E430246 36,40 61 73 46 E432546 16,77 62 68
50 E430250 42,90 66 80 50 E432550 19,73 68 72
55 E430255 53,00 72 80 55 E432555 26,30 74 76
60 E430260 62,50 78 80 60 E432560 26,61 80 78

Cod. Tec. GR55
Euro


mm

a
mm

L
mm

E430532 41,50 32 44,5

90
E430534 44,00 34 47
E430536 48,20 36 49,5
E430541 59,50 41 55,5

Cod. Tec. GR55
Euro


mm

a
mm

L
mm

E430522 33,80 22 32

90
E430524 31,70 24 34
E430527 35,00 27 38,5
E430530 39,30 30 42

Norma: DIN 3124 ISO 2725-1.

Chiavi a bussola lunghe con bocca esagonale in acciaio cromato ad alte prestazioni HPQ® con profilo AS-Drive
che consente la trasmissione di forze elevate sui fianchi di viti e dadi senza danneggiarne gli spigoli (fino alla
misura 36 mm), finitura cromata.

ART. 56

CHIAVI A BUSSOLA 3/4" LUNGHE CON BOCCA ESAGONALE

a

L

Cod. Tec. GR55
Euro 

a
mm

L
mm

E4524T80 44,10 TX80
25 80E4524T90 47,40 TX90

Cod. Tec. GR55
Euro 

a
mm

L
mm

E4524T60 39,70 TX60
25 80E4524T70 42,20 TX70

Chiavi a bussola per viti con impronta TORX®, acciaio cromato.
ART. 59TX

CHIAVI A BUSSOLA 3/4" PER VITI CON IMPRONTA TORX®

a

L

E.43Indivisible package  Suggested retail package - Unit price

Tech. Code 
mm

a
mm

L
mm

19 34.7
80

22 40

Tech. Code 
mm

a
mm

L
mm

14
34.7 80

17

Socket wrenches in chrome steel for hexagonal socket head screws.
ITEM: 59

SOCKET DRIVERS 3/4" FOR HEXAGONAL SOCKET HEAD SCREWS

HEXAGONAL SOCKETS 3/4"

E4302 STAHLWILLE 55 - HPQ® high performance steel. The profile AS Drive (Anti-Slip-Drive) allows the
transmission of srong forces on the sides of the screws and bolts without damaging the edges.

E4325 WRK - Vanadium chrome steel, satin finish.

ITEM: 55 - E4325
Standard: DIN 3124 ISO 2725-1

Hexagonal sockets 3/4" in chrome steel.


mm

Tech. Code


d1
mm

L
mm


mm

Tech. Code


d1
mm

L
mm

19 - - 19 29 50
21 - - 21 31 50
22 32 51 22 32 50
23 - - 23 33 50
24 34 51 24 34 51
26 - - 26 38 52
27 38.5 54 27 38 52
28 - - 28 40 52
29 - - 29 40 52
30 42 58 30 42 54
32 44.5 58 32 44 56
33 - - 33 46 60
34 47 60 34 46 56
35 - - 35 48 58
36 49.5 60 36 50 58
38 52 64 38 52 60
40 - - 40 54 62
41 55.5 67 41 56 64
42 - - 42 57 64
43 - - 43 58 65
46 61 73 46 62 68
50 66 80 50 68 72
55 72 80 55 74 76
60 78 80 60 80 78

Tech. Code 
mm

a
mm

L
mm

32 44,5

90
34 47
36 49,5
41 55,5

Tech. Code 
mm

a
mm

L
mm

22 32

90
24 34
27 38,5
30 42

Standard: DIN 3124 ISO 2725-1

Long hexagonal sockets in chrome steel HPQ® high performance with prorfile AS-Drive (Anti-Slip-Drive) which
allows the transmission of strong forces on the sides of the screws and bolts without damaging the edges.
(up to measurement 36 mm). Chrome finish.

ITEM: 56

LONG HEXAGONAL SOCKETS 3/4"

Tech. Code 
a

mm
L

mm
TX80

25 80
TX90

Tech. Code 
a

mm
L

mm
TX60

25 80
TX70

Socket drivers in chrome steel for TORX® screws.
ITEM: 59TX

SOCKET DRIVERS 3/4" FOR TORX® SCREWS



E

E.44 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR55
Euro


mm

a
mm

L
mm

E445246 59,50 46 61 75
E445250 68,00 50 66 80
E445255 81,50 55 72 85
E445260 93,50 60 78 90

Cod. Tec. GR55
Euro


mm

a
mm

L
mm

E445232 30,40 32 45
67E445234 34,90 34 47

E445236 32,30 36 49,5
E445241 51,00 41 55,5 70

NORMA DIN 3124 - ISO 2725-1
Chiavi a bussola in acciaio ad alte prestazioni HPQ fino a 36 mm, cromate.

ART. 60

CHIAVI A BUSSOLA 1" CON BOCCA POLIGONALE

CHIAVI A BUSSOLA 1" CON BOCCA ESAGONALE

ART. STAHLWILLE 60 - Acciaio al cromo vanadio cromato
WRK E4450 - Acciaio al cromo vanadio cromato

ART. 60 - E4450


mm

Cod. Tec.


GR55
Euro

a
mm

L
mm


mm

Cod. Tec.


GR52
Euro

a
mm

L
mm

36 - - - - 36 E445036 16,81 51 65
41 - - - - 41 E445041 18,22 57 70
46 - - - - 46 E445046 21,91 65 76
50 - - - - 50 E445050 26,32 70 78
55 - - - - 55 E445055 33,30 76 80
60 - - - - 60 E445060 35,56 82 88
65 E445465 115,00 87 105 65 E445065 40,39 88 90
70 E445470 133,00 94 110 70 E445070 50,68 94 98
75 - - - - 75 E445075 58,61 100 102
80 E445480 167,00 108 120 80 E445080 63,19 105 108

I prodotti sono disponibili nel CAP F

PINZE A BECCHI MEZZOTONDI PIEGATI VDE ISOLATE 1000 VOLT

Cod. Tec. Lunghezza
mm

Becchi
mm

Durezza taglienti
HRC

F0278200 200 68 58-60

Prodotti correlati

I prodotti sono disponibili nel CAP F

TRONCHESI HEAVY DUTY VDE ISOLATI 1000 VOLT

Cod. Tec. Lunghezza
mm

Durezza taglienti
HRC

F1745180 180 58-60

Prodotti correlati

E.44 Indivisible package   Suggested retail package - Unit price

Tech. Code 
mm

a
mm

L
mm

46 61 75
50 66 80
55 72 85
60 78 90

Tech. Code 
mm

a
mm

L
mm

32 45
6734 47

36 49.5
41 55.5 70

STANDARD DIN 3124 - ISO 2725-1
Polygonal sockents AS-drive and high performance HPQ steel up to 36 mm, chrome plated.

ITEM: 60

POLYGONAL SOCKETS 1"

HEXAGONAL SOCKETS 1"

ITEM STAHLWILLE 60 - Chrome vanadium chrome plated steel
WRK E4450 - Chrome vanadium chrome plated steel

ITEM: 60 - E4450


mm

Tech. Code


a
mm

L
mm


mm

Tech. Code


a
mm

L
mm

36 - - 36 51 65
41 - - 41 57 70
46 - - 46 65 76
50 - - 50 70 78
55 - - 55 76 80
60 - - 60 82 88
65 87 105 65 88 90
70 94 110 70 94 98
75 - - 75 100 102
80 108 120 80 105 108

The products are available in chapter F

HALF ROUND BENT NOSE PLIERS VDE INSULATED 1000 V

Tech. Code Length
mm

Jaws
mm

Hardness cutting
HRC

200 68 58-60

Related products

The products are available in chapter F

HEAVY-DUTY CUTTING NIPPERS VDE INSULATED 1000 VOLTS

Tech. Code Length
mm

Hardness cutting
HRC

180 58-60

Related products



E

E.45 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ART. 411 - 422 - 515
NORMA DIN 3122 ISO 3315.

Cricchetti reversibili a dentatura fine, impugnatura in materiale bicomponente e stelo in acciaio
cromato. Ideali per lavorare in luoghi difficilmente accessibili, angolo di manovra di soli 6°.

Cod. Tec. GR55
Euro

Attacco


a
mm

b
mm

L
mm

E47121/4 42,80 1/4" 19.5 24 118
E47123/8 49,80 3/8" 24 32 194
E47121/2 55,00 1/2" 26.2 40 265

ART. 415 - 435 - 512
NORMA DIN 3122 ISO 3315

Cricchetti reversibili con impugnatura in materiale bicomponente e stelo in acciaio cromato.

Cod. Tec. GR55
Euro

Attacco


a
mm

b
mm

L
mm

E47131/4 54,00 1/4" 14.5 22 117
E47133/8 60,50 3/8" 17,9 29 193
E47131/2 69,00 1/2" 21 41 265,5

CRICCHETTI REVERSIBILI

ART. E4701
Norma: DIN 3122 - ISO 3315
Modello a 36 denti con pulsante per aggancio/sgancio rapido della bussola, corpo in acciaio
al cromo vanadio cromato, impugnatura ergonomica in materiale plastico bicomponente.

Cod. Tec. GR52
Euro

Attacco


a
mm

L
mm

E47011/436T 24,93 1/4" 25 147
E47013/836T 28,11 3/8" 31 202
E47011/236T 32,55 1/2" 40 260

CRICCHETTI REVERSIBILI

Cod. Tec. GR55
Euro

Attacco


Denti
a

mm
b

mm
L

mm
E47141/4 62,00 1/4"

80T
10,7 22,6 117

E47143/8 69,50 3/8" 15 30 193
E47141/2 78,00 1/2" 23 41 266

ART. 415QRN - 435QRN - 512QRN
NORMA DIN 3122 ISO 3315 GBGM.

Cricchetti reversibili a dentatura fine e blocco di sicurezza QuickRelease.
Impugnatura in materiale bicomponente e stelo in acciaio cromato.
Indispensabili per lavorare in luoghi difficilmente accessibili, angolo di manovra di solo 4,5°, previene il
FOD grazie all'assenza di viti.

Cod. Tec. GR51
Euro

Attacco


Denti
Lunghezza

mm
E47101/4 33,50 1/4"

72T
141

E47103/8 38,50 3/8" 195
E47101/2 43,50 1/2" 243

ART. WX2040 - WX2140 - WX2240
NORMA DIN 3122 - ISO 3315

Cricchetti reversibili PREMIUM QUALITY robusti e resistenti in acciaio al cromo-vanadio, finitura
cromo-satinata.
Attacco quadro secondo DIN 3120/ISO 1174 e levetta di inversione per l'azionamento in senso orario
ed antiorario.
Sbloccaggio rapido delle chiavi a bussola mediante pulsante posto sulla testa del cricchetto.
Impugnature ERGOFORM antiscivolo, morbide e confortevoli, a 2 componenti.

CRICCHETTI REVERSIBILI

E.45Indivisible package  Suggested retail package - Unit price

ITEM: 411 - 422 - 515
STANDARD DIN 3122 ISO 3315

Fine toothed reversible ratchets bi-components handle and steel stem.
Ideal for working in hard to reach places, turning angle of only 6°.

Tech. Code Coupling


a
mm

b
mm

L
mm

1/4” 19.5 24 118
3/8” 24 32 194
1/2” 26.2 40 265

ITEM: 415 - 435 - 512
STANDARD DIN 312 ISO 3315

Reversible ratchets with bi-component handle and chrome steel stem.

Tech. Code Coupling


a
mm

b
mm

L
mm

1/4” 14.5 22 117
3/8” 17,9 29 193
1/2” 21 41 265,5

REVERSIBLE RATCHETS

ITEM: E4701
Standard: DIN 3122 - ISO 3315
36 teeth model with button for quick mount/release of the socket, chrome vanadium chrome
plated steel body, ergonomic grip in bi-component plastic.

Tech. Code Coupling


a
mm

L
mm

1/4” 25 147
3/8” 31 202
1/2” 40 260

REVERSIBLE RATCHETS

Tech. Code Coupling


Teeth
a

mm
b

mm
L

mm
1/4"

80T
10,7 22,6 117

3/8" 15 30 193
1/2" 23 41 266

ITEM: 415QRN - 435QRN - 512QRN
STANDARD DIN 3122 ISO 3315 GBGM

Fine toothed reversible ratchets with QuickRelease safety lock.
Handle in Bi-component material and stem in chrome steel.
Indispensable for working in difficult to reach places, turning angle of only 4,5�, prevents the FOD
thanks to the absence of screws.

Tech. Code Coupling


Teeth
Length

mm
1/4"

72T
141

3/8" 195
1/2" 243

ITEM: WX2040 - WX2140 - WX2240
STANDARD DIN 3122 - ISO 3315

Reversible ratchets PREMIUM QUALITY sturdy and resistant in chrome-vanadium steel chrome-satin
finish.
Square drive DIN 3120/ISO 1174 reversing lever for clockwise operation and anti-clockwise. Quick-
release of the socket wrenches using the button on the ratchet head. ERGOFORM non-slip grips, soft
and comfortable with two components..

REVERSIBLE RATCHETS



E

E.46 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ART. 532
Versione lunga, reversibile, 36 denti, con impugnatura in materiale bicomponente.

Cod. Tec. GR55
Euro

Attacco


a
mm

b
mm

L
mm

E47461/2 94,50 1/2" 21 41 380

CRICCHETTI RIVERSIBILI 1/2" LUNGHI

Cod. Tec. GR55
Euro

Attacco


Denti
a

mm
b

mm
L

mm
E47173/4 159,00 3/4"

36T
55

70
165

E47171 190,00 1" 60 185

ART. 552 - 882
Teste a cricco reversibili con blocco di scurezza QuickRelease in acciaio cromato.
Utilizzabili con leve E4719 da ordinare separatamente.

TESTE A CRICCO CON BLOCCO DI SICUREZZA

ART. 558 - 888
Leve per teste a cricco e teste scorrevoli in acciaio cromato.
Utilizzabili con teste a cricco E4717 e teste scorrevoli E4718 da ordinare separatamente.

Cod. Tec. GR55
Euro

Ø
mm

L
mm

E47193/4 32,10 20 510
E47191 53,50 28 700

LEVE PER TESTE A CRICCO E TESTE SCORREVOLI

ART. E4702
NORMA DIN 3122 - ISO 3315
Modello a 72 denti con pulsante per aggancio/sgancio rapido della bussola, corpo in acciaio
al cromo vanadio cromato, impugnatura ergonomica in materiale plastico bicomponente.

Cod. Tec. GR52
Euro

Attacco


a
mm

L
mm

E47021/472T 24,93 1/4" 25 147
E47023/872T 28,11 3/8" 31 202
E47021/272T 32,55 1/2" 40 260

CRICCHETTI REVERSIBILI

ART. E4703
NORMA DIN 3122 - ISO 3315
Modello con pulsante per aggancio/sgancio rapido della bussola, corpo in acciaio al cromo
vanadio cromato.

Cod. Tec. GR52
Euro

Attacco


a
mm

L
mm

E47033/442T 87,52 3/4" 62 510
E4703136T 192,13 1" 70 690

CRICCHETTI REVERSIBILI

Cod. Tec. GR55
Euro

Attacco


Ø
mm

L
mm

E47183/4 25,10 3/4" 40 61,5
E47181 41,40 1" 48 80

ART. 556
Teste scorrevoli in acciaio cromato per chiavi a bussola.
utilizzabili con leve E4719 da ordinare separatamente.

TESTE SCORREVOLI PER CHIAVI A BUSSOLA

E.46 Indivisible package   Suggested retail package - Unit price

ITEM: 532
Long reversible, 36 teeth, with bi-component grip.

Tech. Code Coupling


a
mm

b
mm

L
mm

1/2” 21 41 380

LONG REVERSIBLE RATCHETS 1/2"

Tech. Code Coupling


Teeth
a

mm
b

mm
L

mm
3/4"

36T
55

70
165

1" 60 185

ITEM: 552 - 882
Reversible ratchet heads with Quick Release safety lock in chrome steel.
Usable with E4719 levers to be ordered separately.

RATCHET HEADS WITH SAFETY LOCK

ITEM: 558 - 888
Levers for ratchet heads and slinding heads in chrome steel.
Usable for E4717 ratchet heads and E4718 sliding heads E4718 to be ordered separately.

Tech. Code Ø
mm

L
mm

20 510
28 700

LEVERS FOR RATCHET HEADS AND SLIDING HEADS

ITEM: E4702
STANDARD DIN 3122 - ISO 3315
72 teeth model with button for quick mount/release of the socket, chrome vanadium chrome
plated steel body, ergonomic grip in bi-component plastic.

Tech. Code Coupling


a
mm

L
mm

1/4” 25 147
3/8” 31 202
1/2” 40 260

REVERSIBLE RATCHETS

ITEM: E4703
STANDARD DIN 3122 - ISO 3315
Model with button for quick mount/release of the socket, chrome vanadium chrome plated
steel body.

Tech. Code Coupling


a
mm

L
mm

3/4” 62 510
1" 70 690

REVERSIBLE RATCHETS

Tech. Code Coupling


Ø
mm

L
mm

3/4" 40 61,5
1" 48 80

ITEM: 556
Sliding heads for sockets in chrome steel for sockets.
Usable with E4719 to be ordered separately.

SLIDING HEADS FOR SOCKETS



E

E.47 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ART. E4749
NORMA DIN 3122 ISO 3315

Leve a T con quadro scorrevole in acciaio al cromo vanadio per chiavi a bussola.

Cod. Tec. GR52
Euro

Attacco


L
mm

E47493/4 27,03 3/4" 460
E47491 73,24 1" 550

Cod. Tec. GR52
Euro

Attacco


L
mm

E47491/4 4,14 1/4" 115
E47493/8 6,86 3/8" 165
E47491/2 9,93 1/2" 300

LEVE A T CON QUADRO SCORREVOLE

ART. 405QR - 427QR - 509QR
NORMA DIN 3123 ISO 3316

Prolunghe in acciaio cromato con blocco di sicurezza QuickRelease per chiavi a bussola.

Cod. Tec. GR55
Euro

Attacco


L
mm

E47663/8160 16,60
3/8"

160
E47663/8240 18,30 240
E47661/2075 14,80

1/2"
75

E47661/2130 15,60 130
E47661/2255 20,40 255

Cod. Tec. GR55
Euro

Attacco


L
mm

E47661/4054 8,85

1/4"

54
E47661/4102 9,00 102
E47661/4150 9,70 150
E47661/4356 15,60 356
E47663/8076 14,50 3/8" 76

PROLUNGHE CON BLOCCO DI SICUREZZA PER CHIAVI A BUSSOLA

ART. 404QR - 425QR - 506QR
Leve a T con quadro scorrevole e blocco di sicurezza QuickRelease in acciaio cromato per chiavi a bussola.

Cod. Tec. GR55
Euro

Attacco


L
mm

E47521/2 23,00 1/2" 300

Cod. Tec. GR55
Euro

Attacco


L
mm

E47521/4 11,80 1/4" 116
E47523/8 17,60 3/8" 165

LEVE A T CON QUADRO SCORREVOLE E BLOCCO DI SICUREZZA

ART. WX2048
Leve a T con quadro scorrevole PREMIUM QUALITY per chiavi a bussola ad azionamento
manuale, attacco quadro secondo DIN 3120 / ISO 1174 e sfera di bloccaggio.
Robuste e resistenti in acciaio al cromo-vanadio, finitura cromo-satinata.

Cod. Tec. GR51
Euro

Attacco


L
mm

E47481/4 4,50 1/4" 115

LEVE A T CON QUADRO SCORREVOLE

ART. WX2045
NORMA DIN 3122 - ISO 3315.

Cricchetti reversibili Stubby PREMIUM QUALITY robusti e resistenti in acciaio al cromo-
vanadio, finitura cromo-satinata.
Attacco quadro secondo DIN 3120 / ISO 1174 e levetta di inversione per l'azionamento in
senso orario ed antiorario.
Sbloccaggio rapido delle chiavi a bussola mediante pulsante posto sulla testa del cricchetto.

Cod. Tec. GR51
Euro

Attacco


Denti
Lunghezza

mm
Larghezza testa

mm
Altezza testa

mm
E47111/4 28,60 1/4" 60T 95 18 22

CRICCHETTI REVERSIBILI STUBBY

Cod. Tec. GR53
Euro

Attacco


Denti
Lunghezza

mm
E47201/4 68,83 1/4"

72T
152

E47203/8 75,24 3/8" 199
E47201/2 82,84 1/2" 277

ART. ZIKLOP SPEED
I cricchetti Zyklop Speed hanno una testa girevole per lavorare in spazi difficili da raggiungere, le
posizioni di blocco predefinite sono 0 ° - 15 ° - 90 ° DX- SX. Nella posizione 0 ° il cricchetto può
essere usato come un normale cacciavite. Le maniglie bicomponenti e antiscivolo consentono una
trasmissione ad alta potenza.

CRICCHETTI REVERSIBILI A TESTA ORIENTABILE

E.47Indivisible package  Suggested retail package - Unit price

ITEM: E4749
STANDARD DIN 3122 ISO 3315

T-handle levers with sliding square drive in Vanadium chrome steel for sockets.

Tech. Code Coupling


L
mm

3/4” 460
1" 550

Tech. Code Coupling


L
mm

1/4” 115
3/8” 165
1/2” 300

T-HANDLE LEVERS WITH SLIDING SQUARE DRIVE

ITEM: 405QR - 427QR - 509QR
STANDARD DIN 3123 ISO 3316

Extensions in chrome steel with QuickRelease safety lock for sockets.

Tech. Code Coupling


L
mm

3/8"
160
240

1/2"
75

130
255

Tech. Code Coupling


L
mm

1/4"

54
102
150
356

3/8" 76

EXTENSIONS WITH SAFETY LOCK FOR SOCKETS

ITEM: 404QR - 425QR - 506QR
T-handle with sliding square drive and QuickRelease safety lock in chrome steel for sockets.

Tech. Code Coupling


L
mm

1/2" 300

Tech. Code Coupling


L
mm

1/4" 116
3/8" 165

T-HANDLE LEVERS WITH SLIDING SQUARE DIRVE AND SAFETY LOCK

ITEM: WX2048
T-handle levers with sliding square drive PREMIUM QUALITY for manual operated socket
wrenches,square drive DIN 3120 / ISO 1174 and sphere locking mechanism. Sturdy and
durable in chrome-vanadium steel, chrome-satin finish.

Tech. Code Coupling


L
mm

1/4" 115

T-HANDLE LEVERS WITH SLIDING SQUARE DRIVE

ITEM: WX2045
STANDARD DIN 3122 - ISO 3315

Stubby reversible ratchets PREMIUM QUALITY sturdy and resistant in chrome-vanadium
steel chrome-satin finish.
Square drive DIN 3120/ISO 1174 reversing lever for clockwise operation and anti-clockwise.
Quick-release of the socket wrenches using the button on the ratchet head.

Tech. Code Coupling


Teeth
Length

mm
Head width

mm
Head height

mm
1/4" 60T 95 18 22

STUBBY REVERSIBLE RATCHETS

Tech. Code Coupling


Teeth
Length

mm
1/4"

72T
152

3/8" 199
1/2" 277

ITEM: ZIKLOP SPEED
The Zyklop Speed ratchets have a swivel head for working in hard-to-reach spaces, the default
lock positions are 0 ° - 15 ° - 90 ° DX-SX.In the 0 ° position the ratchet can be used like a normal
screwdriver.The two-component and anti-slip handles allow a high power transmission.

REVERSIBLE RATCHETS



E

E.48 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ART. E4769
Acciao al cromo vanadio e finitura cromata.

Cod. Tec. GR52
Euro

Attacco


L
mm

E47691/2X125 5,47
1/2"

125
E47691/2X250 7,20 250
E47693/4X200 17,31

3/4"
200

E47693/4X400 23,92 400
E47691X200 34,21

1"
200

E47691X400 47,52 400

Cod. Tec. GR52
Euro

Attacco


L
mm

E47691/4X50 3,60
1/4"

50
E47691/4X100 3,66 100
E47691/4X150 3,98 150
E47693/8X75 4,22

3/8"
75

E47693/8X125 4,60 125
E47693/8X250 7,40 250
E47691/2X75 4,85 1/2" 75

PROLUNGHE PER CHIAVI A BUSSOLA

ART. E4768
Modello con quadro maschio di attacco che permette inclinazioni fino a 12° rispetto all'asse della bussola, acciaio al
cromo vanadio e finitura cromata.

Cod. Tec. GR52
Euro

Attacco


L
mm

E47681/2X75 9,51
1/2"

75
E47681/2X125 10,40 125
E47681/2X250 15,45 250

Cod. Tec. GR52
Euro

Attacco


L
mm

E47683/8X75 6,83
3/8"

75
E47683/8X150 10,25 150
E47683/8X250 11,89 250

PROLUNGHE ANGOLARI PER CHIAVI A BUSSOLA

Cod. Tec. GR52
Euro

Attacco


a
mm

L
mm

E47993/4 59,57 3/4" 40 100
E47991 78,44 1" 51 155

Cod. Tec. GR52
Euro

Attacco


a
mm

L
mm

E47991/4 8,95 1/4" 14 40
E47993/8 12,02 3/8" 18 55
E47991/2 13,26 1/2" 25 78

Acciaio al cromo vanadio e finitura cromata.
ART. E4799

SNODI CARDANICI PER CHIAVI A BUSSOLA

Cod. Tec. GR55
Euro

Attacco


a
mm

L
mm

E47961/2 33,10 1/2" 25 80

Cod. Tec. GR55
Euro

Attacco


a
mm

L
mm

E47961/4 27,30 1/4" 13 45
E47963/8 32,70 3/8" 19 60

NORMA DIN 3123 ISO 3316

Snodi a cardano in acciaio cromato con blocco di sicurezza QuickRelease per chiavi a bussola.

ART. 407QR - 428QR - 510QR

SNODI CARDANICI CON BLOCCO DI SICUREZZA PER CHIAVI A BUSSOLA

ART. WX2052 - WX2152 - WX2252
NORMA DIN 3120 - ISO 1174

Prolunghe PREMIUM QUALITY per chiavi a bussola ad azionamento manuale, attacco quadro secondo DIN 3120 /
ISO 1174 e sfera di bloccaggio.
Modello WOBBLE con quadro maschio di attacco che permette inclinazioni fino a 15° rispetto all'asse della chiave a
bussola.
Robuste e resistenti in acciaio al cromo-vanadio, finitura cromo-satinata.

Cod. Tec. GR51
Euro

Attacco


L
mm

E47671/2125 11,50

1/2"

125
E47671/2150 12,50 150
E47671/2200 13,80 200
E47671/2250 15,00 250

Cod. Tec. GR51
Euro

Attacco


L
mm

E47671/4050 5,45
1/4"

50
E47671/4100 7,00 100
E47671/4150 8,20 150
E47673/8075 7,70

3/8"
75

E47673/8250 13,00 250

PROLUNGHE ANGOLARI PER CHIAVI A BUSSOLA

Cod. Tec. GR51
Euro

Attacco


a
mm

L
mm

E47931/2 15,70 1/2" 25 78

Cod. Tec. GR51
Euro

Attacco


a
mm

L
mm

E47931/4 13,00 1/4" 14 40
E47933/8 14,90 3/8" 18 55

NORMA DIN 3123 / ISO 3316.

Snodi cardanici PREMIUM QUALITY per chiavi a bussola ad azionamento manuale, attacco quadro secondo DIN
3120 / ISO 1174 e sfera di bloccaggio.
Robusti e resistenti in acciaio al cromo-vanadio, finitura cromo-satinata.

ART. WX2054 - WX2154 - WX2254

SNODI CARDANICI PER CHIAVI A BUSSOLA

E.48 Indivisible package   Suggested retail package - Unit price

ITEM: E4769
Chrome Vanadium steel and chromed finishing.

Tech. Code Coupling


L
mm

1/2”
125
250

3/4”
200
400

1"
200
400

Tech. Code Coupling


L
mm

1/4”
50

100
150

3/8”
75

125
250

1/2” 75

EXTENSIONS FOR SOCKETS

ITEM: E4768
Square drive ratchet model for an up to 12° tilting with respect to the axis of the spindle, vanadium chrome steel and
chromed finishing.

Tech. Code Coupling


L
mm

1/2”
75
125
250

Tech. Code Coupling


L
mm

3/8”
75

150
250

ANGULAR EXTENSIONS FOR SOCKETS

Tech. Code Coupling


a
mm

L
mm

3/4” 40 100
1" 51 155

Tech. Code Coupling


a
mm

L
mm

1/4” 14 40
3/8” 18 55
1/2” 25 78

Vanadium chrome steel and chromed finishing.
ITEM: E4799

CARDAN JOINTS FOR DRIVE SOCKETS

Tech. Code Coupling


a
mm

L
mm

1/2" 25 80

Tech. Code Coupling


a
mm

L
mm

1/4" 13 45
3/8" 19 60

STANDARD DIN 3123 ISO 3316

Joints in chrome steel with QuickRelease security lock for sockets.

ITEM: 407QR - 428QR - 510QR

CARDAN JOINTS FOR DRIVE SOCKETS WITH SECURITY LOCK

ITEM: WX2052 - WX2152 - WX2252
STANDARD DIN 3120 - ISO 1174

PREMIUM QUALITY extensions for manual drive, square drive DIN 3120 / ISO 1174 and locking sphere.
WOBBLE model with male connection that allows inclination up to 15° with respect to the axis of the socket
wrenches.
Sturdy and durable in chrome-vanadium steel, chrome-satin finish.

Tech. Code Coupling


L
mm

1/2"

125
150
200
250

Tech. Code Coupling


L
mm

1/4"
50

100
150

3/8"
75

250

ANGULAR EXTENSIONS FOR SOCKETS

Tech. Code Coupling


a
mm

L
mm

1/2" 25 78

Tech. Code Coupling


a
mm

L
mm

1/4" 14 40
3/8" 18 55

STANDARD DIN 3123 / ISO 3316

PREMIUM QUALITY cardan joints for manually operated socket wrenches square drive according to DIN 3120 /
ISO 1174 and locking sphere.
Robust and resistant in chrome-vanadium steel, chrome-satin finish.

ITEM: WX2054 - WX2154 - WX2254

CARDAN JOINTS FOR DRIVE SOCKETS



E

E.49 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ART. E4819
Acciaio al cromo vanadio e finitura cromata.

Cod. Tec. GR52
Euro

Attacco


Attacco


a
mm

L
mm

E48193/8-1/4 5,03 3/8" 1/4" 17 28
E48191/2-3/8 5,89 1/2" 3/8" 22 35
E48193/4-1/2 12,24 3/4 1/2 35 48

RACCORDI RIDUTTORI PER CHIAVI A BUSSOLA

ART. E4849
Acciaio al cromo vanadio satinato.

Cod. Tec. GR52
Euro

Attacco


Attacco


a
mm

L
mm

E48491/4-3/8 3,80 1/4" 3/8" 12 25
E48493/8-1/2 4,97 3/8" 1/2" 18 35
E48491/2-3/4 8,71 1/2" 3/4" 25 42

RACCORDI AUMENTATORI PER CHIAVI A BUSSOLA

ART. 409 - 410 - 432 - 514 - 569
NORMA DIN 3123 ISO 3316

Raccordi aumentatori in acciaio cromato ad alte prestazioni HPQ® per chiavi a bussola.

Cod. Tec. GR55
Euro

Attacco


Attacco


a
mm

L
mm

E48471/4-3/8 9,60
1/4"

3/8" 12,8 25
E48471/4-1/2 14,10

1/2"
16,5 28

E48473/8-1/2 10,40 3/8" 17,2 31
E48471/2-3/4 13,80 1/2" 3/4" 25 44
E48473/4-1 29,20 3/4" 1" 34,7 61

RACCORDI AUMENTATORI PER CHIAVI A BUSSOLA

ART. 431 - 513 - 568
NORMA DIN 3123 ISO 3316

Raccordi riduttori in acciaio cromato ad alte prestazioni HPQ® per chiavi a bussola.

Cod. Tec. GR55
Euro

Attacco


Attacco


a
mm

L
mm

E48173/8-1/4 10,40 3/8" 1/4" 17,2 28
E48171/2-3/8 11,00 1/2" 3/8" 22,7 35
E48173/4-1/2 26,10 3/4" 1/2" 34,7 55

RACCORDI RIDUTTORI PER CHIAVI A BUSSOLA

ART. WX2159
Raccordi riduttori per chiavi a bussola ad azionamento manuale, attacco quadro secondo DIN 3120 /
ISO 1174 e sfera di bloccaggio. Modello con foro trasversale per l'inserimento della prolunga. Robusti
e resistenti in acciaio al cromo-vanadio, finitura cromo-satinata.

Cod. Tec. GR51
Euro

Attacco


Attacco


a
mm

L
mm

E48161/2-3/8 6,37 1/2" 3/8" 24 40

RACCORDI RIDUTTORI CON FORO TRASVERSALE

ART. WX2161
Raccordi aumentatori per chiavi a bussola ad azionamento manuale, attacco quadro secondo DIN
3120 / ISO 1174 e sfera di bloccaggio. Modello con foro trasversale per l'inserimento della prolunga.
Robusti e resistenti in acciaio al cromo-vanadio, finitura cromo-satinata.

Cod. Tec. GR51
Euro

Attacco


Attacco


a
mm

L
mm

E48453/8-1/2 6,65 3/8" 1/2" 24 40

RACCORDI AUMENTATORI CON FORO TRASVERSALE

E.49Indivisible package  Suggested retail package - Unit price

ITEM: E4819
Vanadium chrome steel and chromed finishing.

Tech. Code Coupling


Coupling


a
mm

L
mm

3/8” 1/4” 17 28
1/2” 3/8” 22 35
3/4 1/2 35 48

REDUCER JOINTS FOR SOCKETS

ITEM: E4849
Vanadium chrome satin steel.

Tech. Code Coupling


Coupling


a
mm

L
mm

1/4” 3/8” 12 25
3/8” 1/2” 18 35
1/2” 3/4” 25 42

ADAPTER JOINTS FOR SOCKETS

ITEM: 409 - 410 - 432 - 514 - 569
STANDARD DIN 3123 ISO 3316

Square drive socket adapters in chrome steel HPQ® high performance for sockets.

Tech. Code Coupling


Coupling


a
mm

L
mm

1/4"
3/8" 12,8 25

1/2"
16,5 28

3/8" 17,2 31
1/2" 3/4" 25 44
3/4" 1" 34,7 61

ADAPTER JOINTS FOR SOCKETS

ITEM: 431 - 513 - 568
STANDARD DIN 3123 ISO 3316

Reducer joints in crome steel HPQ® high performance for square sockets.

Tech. Code Coupling


Coupling


a
mm

L
mm

3/8" 1/4" 17,2 28
1/2" 3/8" 22,7 35
3/4" 1/2" 34,7 55

REDUCER JOINTS FOR SOCKETS

ITEM: WX2159
Reducer joints for manual operated socket drive wrenches, square drive DIN 3120 / ISO 1174 and
locking sphere. Model with transfersal hole for Inserting the extension. Sturdy and resistant in chrome-
vanadium steel, chrome-satin finish.

Tech. Code Coupling


Coupling


a
mm

L
mm

1/2" 3/8" 24 40

REDUCER JOINTS WITH TRANSVERSE HOLE

ITEM: WX2161
Adaptor joints for manual operated socket drive wrenches, square drive DIN 3120 / ISO 1174 and
locking sphere. Model with transfersal holes for Inserting the estension. Sturdy and resistant in
chrome-vanadium steel, chrome-sating finish.

Tech. Code Coupling


Coupling


a
mm

L
mm

3/8" 1/2" 24 40

ADAPTER JOINTS WITH TRANSVERSE HOLE



E

E.50 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ART. E4860
Modello a snodo cardanico, asta di manovra scorrevole, acciaio speciale altamente legato al
silicio cromo vanadio e finitura cromata.

Cod. Tec. GR52
Euro

Attacco


a
mm

L
mm

E48601/4 21,85 1/4" 150 400
E48603/8 25,67

3/8" 200
450

E48603/8L 33,33 700
E48601/2 30,86

1/2" 250
500

E48601/2L 40,27 700

CHIAVI A T SNODATE CON ATTACCO QUADRO

ART. E4955
Corpo in acciaio e parte flessibile ricoperta da guaina in plastica, impugantura ergonomica
bicomponente.

Cod. Tec. GR52
Euro

Attacco


D
mm

L
mm

L1
mm

L2
mm

E49551/4160 13,26 1/4" 35 270 160 110

GIRAVITI PORTABUSSOLE FLESSIBILI CON ATTACCO 1/4"

ART. 400QR
NORMA DIN 3122 ISO 3315.

Giraviti con attacco quadro 1/4" e blocco di sicurezza QuickRelease per chiavi a bussola.
Impugnatura ergonomica bicomponente, stelo in acciaio cromato.

Cod. Tec. GR55
Euro

Attacco


Lunghezza
mm

E48711/4 12,40 1/4" 150

GIRAVITI PER CHIAVI A BUSSOLA DA 1/4"

ART. WX2047
NORMA DIN 3122 ISO 3315

Giraviti PREMIUM QUALITY con attacco quadro per chiavi a bussola da 1/4", robusti e resistenti in acciaio al cromo-
vanadio, finitura cromo-satinata. Attacco quadro secondo DIN 3120 / ISO 1174 con sfera di bloccaggio.
Impugnature ERGOFORM antiscivolo, morbide e confortevoli, a 2 componenti.

Cod. Tec. GR51
Euro

Attacco


Lunghezza
mm

E48681/4 7,46 1/4" 175

GIRAVITI PER CHIAVI A BUSSOLA DA 1/4"

E.50 Indivisible package   Suggested retail package - Unit price

ITEM: E4860
Cardan-joint model, sliding and removable T-handle, special silicon chrome vanadium high-
alloy steel, chromed finishing.

Tech. Code Coupling


a
mm

L
mm

1/4” 150 400

3/8” 200
450
700

1/2” 250
500
700

T-HANDLE SWIVEL SQUARE DRIVE HEAD WRENCHES

ITEM: E4955
Steel blade and flexible plastic sleeved layer
Ergonomic bicomponent grip.

Tech. Code Coupling


D
mm

L
mm

L1
mm

L2
mm

1/4" 35 270 160 110

FLEXIBLE SCREWDRIVERS FOR SOCKETS 1/4"

ITEM: 400QR
STANDARD DIN 3122 ISO 3315

Screwdrivers with square attachment of 1/4" and QuickRelease safety lock for sockets.
Bi-component ergonomic handle, stem in chrome steel.

Tech. Code Coupling


Length
mm

1/4" 150

SCREWDRIVERS FOR SOCKETS 1/4"

ITEM: WX2047
STANDARD DIN 3122 ISO 3315
Screwdrivers PREMIUM QUALITY with square drive connection for 1/4" socket wrenches, sturdy and resistant in stainless
steel, chrome vanadium chrome-satin finish. Square drive connection DIN 3120 / ISO 1174 with locking sphere.
ERGOFORM non-slip grip handle, of 2 components.

Tech. Code Coupling


Length
mm

1/4" 175

SCREWDRIVERS FOR SOCKETS 1/4"



E

E.51 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

1/6ART. WX2080/SE44
Kit di 44 utensili WODEX PREMIUM QUALITY con attacco quadro 1/4" in pratica cassetta ABS
resistente agli urti. Il set contiene un cricchetto, una leva a T con quadro scorrevole, un giravite porta
chiavi a bussola, uno snodo cardanico, prolunghe, adattatori, chiavi a bussola poligonali PLUS-
DRIVE, bits a taglio, a croce Phillips® e Pozidriv®, esagonali e Torx®, una bussola portainserti.

Kit completo di modulo Eva Tray per carrelli Wodex
Dimensione del modulo 200x223,5 mm - Posizione verticale

Composizione:
WX2040 Cricchetto reversibile 1/4"
WX2000 Chiavi a bussola 1/4" 4 - 4,5 - 5 - 5,5 - 6 - 7 - 8 - 9 - 10 - 11 - 12 - 13 mm
WX2048 Leva a T con quadro scorrevole 1/4"
WX2052 Prolunghe Wobble 1/4"x50 - 1/4"x100
WX2054 Snodo cardanico 1/4"
WX2047 Giravite portabussole 1/4"
WX4642 Adattatori portabussole 1/4" attacco esagonale 1/4" x 25mm
WX4640 Bussole portainserti esagonali 1/4"
WX4421 Inserti 1/4"x25 a croce Phillips® PH1 - PH2 - PH3
WX4450 Inserti 1/4"x25 a croce Pozidriv® PZ1 - PZ2 - PZ3
WX4470 Inserti 1/4"x25 a taglio 3 - 4 - 5 - 5,5 - 6,5 mm
WX4490 Inserti 1/4"x25 esagonali HEX 3 - 4 - 5 - 6 - 8 mm
WX4510 Inserti 1/4"x25 Torx® TX8 - TX10 - TX15 - TX20 -TX25 - TX27 - TX30 - TX40

Cod. Tec. GR51
Euro Pezzi

E489044 158,00 44

CHIAVI A BUSSOLA 1/4" - KIT 44 UTENSILI

1/6ART. WX2085/SE55
Kit di 55 utensili WODEX PREMIUM QUALITY con attacco quadro 1/4" in pratica cassetta ABS
resistente agli urti. Il set contiene un cricchetto stubby, un giravite portainserti a cambio rapido,
adattatori, chiavi a bussola poligonali PLUS-DRIVE, bits a taglio, a croce Phillips® e Pozidriv®,
esagonali, Torx® e Tamper Torx® con foro, una bussola portainserti.

Kit completo di modulo Eva Tray per carrelli Wodex
Dimensione del modulo 200x223,5 mm - Posizione verticale

Composizione:
WX2045 Cricchetto mini stubby reversibile 1/4"
WX2000 Chiavi a bussola 1/4" 4 - 4,5 - 5 - 5,5 - 6 - 7 - 8 - 9 - 10 - 11 - 12 - 13 mm
WX4642 Adattatori portabussole 1/4" attacco esagonale 1/4" x 25 mm
WX4640 Bussole portainserti esagonali 1/4"
WX4630 Portainserti 1/4"- 1/4"x60 mm
WX4620 Giravite portainserti a cambio rapido 1/4"
WX4421 Inserti 1/4"x25 a croce Phillips® PH1 (2) - PH2 (3) - PH3 (1)
WX4450 Inserti 1/4"x25 a croce Pozidriv® PZ1 (3) - PZ2 (3) - PZ3 (1)
WX4470 Inserti 1/4"x25 a taglio 4 (1) - 4,5 (1) - 5,5 (2) - 6,5 (2) mm
WX4490 Inserti 1/4"x25 esagonali HEX 2 - 2,5 - 3 - 4 - 5 - 6 - 8 mm
WX4510 Inserti 1/4"x25 Torx® TX10 - TX15 - TX20 - TX25 - TX30 - TX40
WX4525 Inserti 1/4"x25 Torx® Tamper T10F - T15F - T20F -T25F - T30F - T40F

Cod. Tec. GR51
Euro Pezzi

E489255 155,00 55

CHIAVI A BUSSOLA 1/4" - KIT 55 UTENSILI

1/6ART. WX9490
Moduli Eva Tray per carrelli Wodex.
Versione a 2 vasche vuote per riporre utensili di piccole dimensioni oppure minuteria in genere.
Dimensione del modulo 200x223,5 mm - Posizione verticale.

Cod. Tec. GR51
Euro

Dimensioni delle vasche
mm

E488002 9,80 165 x 85

MODULI EVA TRAY A 2 VASCHE VUOTE

E.51Indivisible package  Suggested retail package - Unit price

ITEM: WX2080/SE44
Set of 44 WODEX PREMIUM QUALITY tools with 1/4" square drive in practical shock-resistant ABS
case - The set contains a ratchet, a T-handle lever with sliding square drive, a screwdriver adapter, a
cardan joint, extensions, adaptors, PLUS-DRIVE polygonal socket wrenches, slotted bits, Phillips® and
Pozidriv®, hexagonal and torx® drill bits with bit holder.

Complet kit of Eva Tray module for wodex trolleys module Wodex
Dimension 200x223,5 mm - Vertical position

Composition:
WX2040 Reversible ratchet 1/4"
WX2000 Socket wrenches 1/4" 4 - 4,5 - 5 - 5,5 - 6 - 7 - 8 - 9 - 10 - 11 - 12 - 13 mm
WX2048 T-handle with 1/4" square drive
WX2052 Extensions Wobble 1/4"x50 - 1/4"x100
WX2054 Cardan joint 1/4"
WX2047 Screwdriver adaptor 1/4"
WX4642 Adaptor for socket bits 1/4" Hexagonal connection 1/4" x 25mm
WX4640 Socket hexagonal Insert holders 1/4"
WX4421 Inserts 1/4"x25 Phillips® PH1 - PH2 - PH3
WX4450 Inserts 1/4"x25 Pozidriv® PZ1 - PZ2 - PZ3
WX4470 Inserts 1/4"x25 slotted 3 - 4 - 5 - 5,5 - 6,5 mm
WX4490 Inserts 1/4"x25 Hexagonal HEX 3 - 4 - 5 - 6 - 8 mm
WX4510 Inserts 1/4"x25 Torx® TX8 - TX10 - TX15 - TX20 -TX25 - TX27 - TX30 - TX40

Tech. Code Pieces

44

SOCKETS 1/4" - SET 44 TOOLS

ITEM: WX2085/SE55
Set of 55 WODEX PREMIUM QUALITY tools with 1/4" square drive In practical shock-resistant ABS
case. The set contains a stubby ratchet, a quick-release bit holder screwdriver, adapters, PLUS-
DRIVE polygonal socket wrenches, slotted bits, Phillips® and Pozidriv®, hexagonali, Torx® e Tamper
Torx® with hole, a bit holder.

Complete set of Eva Tray module for Wodex trolleys
Module dimension 200x223,5 mm - Vertical position

Composition:
WX2045 Mini stubby reversible ratchet 1/4"
WX2000 Socket wrenches 1/4" 4 - 4,5 - 5 - 5,5 - 6 - 7 - 8 - 9 - 10 - 11 - 12 - 13 mm
WX4642 Adapator for socket bits 1/4" hexagonal connection 1/4" x 25 mm
WX4640 Sockets hexagonal Insert holder 1/4"
WX4630 Insert holders 1/4"- 1/4"x60 mm
WX4620 Bit holder screwdriver quick-release 1/4"
WX4421 Inserts 1/4"x25 Phillips® PH1 (2) - PH2 (3) - PH3 (1)
WX4450 Inserts 1/4"x25 Pozidriv® PZ1 (3) - PZ2 (3) - PZ3 (1)
WX4470 Inserts 1/4"x25 Slotted 4 (1) - 4,5 (1) - 5,5 (2) - 6,5 (2) mm
WX4490 Inserts 1/4"x25 Hexagonal HEX 2 - 2,5 - 3 - 4 - 5 - 6 - 8 mm
WX4510 Inserts 1/4"x25 Torx® TX10 - TX15 - TX20 - TX25 - TX30 - TX40
WX4525 Insertis1/4"x25 Torx® Tamper T10F - T15F - T20F -T25F - T30F - T40F

Tech. Code Pieces

55

SOCKETS 1/4" - SET 55 TOOLS

ITEM: WX9490
Eva Tray modules for wodex trolleys.
Version with 2 empty trays for storing small tools or small parts in general.
Module size 200x223,5 mm - Vertical position.

Tech. Code Dimension of the trays
mm

165 x 85

EVA TRAY MODULES A 2 EMPTY TRAYS



E

E.52 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR55
Euro Pezzi

E490319 199,00 19

ART. 40/13/6
Kit di chiavi a bussola esagonale in robusta valigetta di plastica ABS impilabile.

Dotazione:
- Chiavi a bussola esagonale Art. 40 3,5 - 4 - 4,5 - 5 - 5,5 - 6 - 7 - 8 - 9 - 10 - 11 - 12 - 13 mm
- Cricchetto reversibile Art. 415
- Prolunghe Art. 405 54 - 150 mm
- Snodo a cardano Art. 407
- Giravite portabussole Art. 400
- Leva con quadro scorrevole Art. 404

CHIAVI A BUSSOLA ESAGONALE 1/4" KIT 19 PEZZI IN CASSETTA ABS

Cod. Tec. GR55
Euro Pezzi

E490522 235,60 22

ART. 40/44/17/5
Kit di chiavi a bussola esagonale e chiavi a bussola maschio esagonale in robusta valigetta
di plastica ABS impilabile.

Dotazione:
- Chiavi a bussola esagonale Art. 40 3,5 - 4 - 4,5 - 5 - 5,5 - 6 - 7 - 8 - 9 - 10 - 11 - 12 - 13 mm
- Chiavi a bussola maschio esagonale Art. 44 3 - 4 - 5 - 6 mm
- Cricchetto reversibile Art. 415
- Prolunga Art. 405 150 mm
- Snodo a cardano Art. 407
- Giravite portabussole Art. 400
- Leva con quadro scorrevole Art. 404

CHIAVI A BUSSOLA ESAGONALE 1/4" KIT 22 PEZZI IN CASSETTA ABS

Cod. Tec. GR55
Euro Pezzi

E490629 279,00 29

ART. 40/23/6
Kit di chiavi a bussola esagonale, maschio esagonale, con inserti a croce e taglio,
in robusta valigetta di plastica ABS impilabile.

Dotazione:
- Chiavi a bussola esagonale Art. 40 5 - 5,5 - 6 - 7 - 8 - 9 - 10 - 11 - 12 - 13 - 14 mm
- Chiavi a bussola maschio esagonale Art. 44 3 - 4 - 5 - 6 - 8 mm
- Chiavi a bussola con inserto a taglio Art. 41K 3,5x0,6 - 5,5x1 - 8x1,2 mm
- Chiavi a bussola con inserto a croce Phillips Art. 44P PH 1 - 2 - 3 - 4
- Cricchetto reversibile Art. 415
- Prolunghe Art. 405 mm 54 - 150 mm
- Snodo a cardano Art. 407
- Giravite portabussole Art. 400
- Leva con quadro scorrevole Art. 404

CHIAVI A BUSSOLA ESAGONALE 1/4" KIT 29 PEZZI IN CASSETTA ABS

ART. 8100 SA 12 HF KIT 1/4"
Kit di 13 utensili con custodia robusta e compatta in materiale tessile. Fascette autoaderenti per il
fissaggio a parete. Meccanismo rotante scorrevole per riporre con sicurezza e facilità le chiavi a
bussola Zyklop.

Composizione:
8004 A Cricchetto reversibile 1/4"
8790 HMA HF Chiavi a bussola 1/4" con funzione di ritegno

5 - 5,5 - 6 - 7 - 8 - 10 - 11 - 12 - 13 mm
8794 A Prolunga 1/4"x56
8794 LA Prolunga 1/4"x150
- Utensile estrattore per dadi

Cod. Tec. GR53
Euro Pezzi

E490713 126,86 13

CHIAVI A BUSSOLA 1/4" - KIT 13 PEZZI CON CUSTODIA

E.52 Indivisible package   Suggested retail package - Unit price

Tech. Code Pieces

19

ITEM: 40/13/6
Hexagonal sockets in a sturdy plastic stackable ABS case.

Equipment:
- Hexagonal socket wrenches N° 40 3.5; 4; 4.5; 5; 5.5; 6; 7; 8; 9; 10; 11; 12; 13 mm
- Ratchet lever N° 415
- Extensions N° 405/2 (54 mm), N° 405/6 (150 mm)
- Universal joint N° 407
- Socket holder N° 400
- Lever with sliding drive N° 404

HEXAGONAL SOCKETS 1/4" SET 19 PIECES IN ABS CASE

Tech. Code Pieces

22

ITEM: 40/44/17/5
Set of hexagonal sockets and male hexagonal socket in sturdy plastic stackable ABS case.

Equipment:
- Hexagonal socket N° 40 3,5 - 4 - 4,5 - 5 - 5,5 - 6 - 7 - 8 - 9 - 10 - 11 - 12 - 13 mm
- Hexagonal male socket N° 44 3 - 4 - 5 - 6 mm
- Riversible ratchet N° 415
- Extension N° 405 150 mm
- Universal joint N° 407
- Socket holder N° 400
- Lever with sliding drive N° 404

HEXAGONAL SOCKETS 1/4" SET 22 PIECES IN ABS CASE

Tech. Code Pieces

29

ITEM: 40/23/6
Set of Hexagonal sockets, male hexagonal socket, with phillips and slotted Inserts, in sturdy
plastic stackable ABS case.

Equipment:
- Hexagonal socket N° 40 5 - 5,5 - 6 - 7 - 8 - 9 - 10 - 11 - 12 - 13 - 14 mm
- Male hexagonal socket N° 44 3 - 4 - 5 - 6 - 8 mm
- Hexagon socket with cutter Insert N° 41K 3,5x0,6 - 5,5x1 - 8x1,2 mm
- Hexagonal socket with phillips Insert N° 44P PH 1 - 2 - 3 - 4
- Rerversible ratchet Nç° 415
- Extension N°. 405 mm 54 - 150 mm
- Universal joint N° 407
- Socket holder N° 400
- Lever with sliding drive N° 404

HEXAGONAL SOCKETS 1/4" SET 29 PIECES IN ABS CASE

ITEM: 8100 SA 12 HF KIT 1/4"
Kit of 13 tools with robust and compact pouch. Self adhesive clamps for wall mounting. Rotating
sliding mechanism for safely and easily storing. Zyklop socket wrenches.

Composition:
8004 A 1/4" con funzione di ritegno1/4" Reversible ratchet
8790 HMA HF 1/4" socket wrenches with retaining function

5 - 5,5 - 6 - 7 - 8 - 10 - 11 - 12 - 13 mm
8794 A 1/4"x56 Extension
8794 LA 1/4"x150 Extension
- Extractor tool for nuts

Tech. Code Pieces

13

REVERSIBLE RATCHETS - 13 PIECES WITH POUCH IN SET



E

E.53 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR52
Euro Pezzi

E49041/4SET33 90,78 33

ART. E4904
Serie 33 pezzi in cassetta metallica.

Dotazione:
- Chiavi a bussola esagonale 4 - 4,5 - 5 - 5,5 - 6 - 7 - 8 - 9 - 10 - 11 - 12 - 13 mm
- Cricchetto reversibile 1/4"
- Prolunghe per chiavi a bussola 1/4"x50 mm - 1/4"x100 mm
- Leve a T scorrevoli 1/4"
- Giravite portabussole 1/4"x140 mm
- Snodo cardanico 1/4"
- Chiavi a bussola con inserto a taglio 3 - 4 - 5,5 - 6,5 - 8 mm
- Chiavi a bussola con inserto a croce PH 1 - PH 2
- Chiavi a bussola con inserto esagonale 3 - 4 - 5 - 6 - 8 mm
- Chiavi esagonali piegate 1,5 - 2 - 2,5 mm

CHIAVI A BUSSOLA 1/4" KIT 33 PEZZI IN VALIGETTA METALLICA

1/3

ART. WX2090/SE66
Kit di 66 utensili WODEX PREMIUM QUALITY con attacco quadro 1/4" e 1/2" in pratica cassetta ABS
resistente agli urti. Il set contiene 2 cricchetti, una leva a T con quadro scorrevole, snodi cardanici,
un giravite porta chiavi a bussola, prolunghe, raccordi, adattatori, chiavi a bussola poligonali PLUS-
DRIVE, bits a taglio, a croce Phillips® e Pozidriv®, esagonali e Torx® con bussola portainserti.

Kit completo di modulo Eva Tray per carrelli Wodex
Dimensione del modulo 400x223,5 mm - Posizione orizzontale

Composizione:
WX2040 Cricchetto reversibile 1/4"
WX2000 Chiavi a bussola 1/4" 4 - 5 - 5,5 - 6 - 7 - 8 - 9 - 10 - 11 - 12 - 13 mm
WX2048 Leva a T con quadro scorrevole 1/4"
WX2052 Prolunghe Wobble 1/4"x50 - 1/4"x150
WX2054 Snodo cardanico 1/4"
WX2047 Giravite portabussole 1/4"
WX4642 Adattatori portabussole 1/4" attacco esagonale 1/4" x 25 mm
WX4640 Bussole portainserti esagonali 1/4"
WX4470 Inserti 1/4"x25 a taglio 4 - 5,5 mm
WX4421 Inserti 1/4"x25 a croce Phillips® PH1 - PH2 - PH3
WX4450 Inserti 1/4"x25 a croce Pozidriv® PZ1 - PZ2
WX4490 Inserti 1/4"x25 esagonali HEX 2 - 2,5 - 3 - 4 - 5 - 6 - 7 - 8 - 10 mm
WX4510 Inserti 1/4"x25 Torx® TX10 - TX15 - TX20 -TX25 - TX30
WX2240 Cricchetto reversibile 1/2"
WX2200 Chiavi a bussola 1/2" 10-11-12-13-14-15-17-19-22-24-30-32 mm
WX2210 Chiavi a bussola 1/2" HEX 8 - 10 - 12 - 14 mm
WX2220 Chiavi a bussola 1/2" Torx® TX40 - TX45 - TX50
WX2252 Prolunghe Wobble 1/2"x150 - 1/2"x200
WX2254 Snodo cardanico 1/2"
WX2161 Raccordo aumentatore 3/8'F-1/2'M con foro per prolunga
WX2209 Chiavi a bussola 1/2" per candele 16 - 21 mm

Cod. Tec. GR51
Euro Pezzi

E489466 349,00 66

CHIAVI A BUSSOLA 1/4" E 1/2" - KIT 66 UTENSILI

ART. 8100 SA ALL-IN KIT 1/4"
Kit di 42 utensili con custodia robusta e compatta in materiale tessile. Fascette autoaderenti per il
fissaggio a parete. Meccanismo rotante scorrevole per riporre con sicurezza e facilità le chiavi a
bussola Zyklop.

Composizione:
8000 A Cricchetto reversibile 1/4"
8790 HMA HF Chiavi a bussola 1/4" con funzione di ritegno

4 - 4,5 - 5 - 5,5 - 6 - 7 - 8 - 9 - 10 - 11 - 12 - 13 - 14 mm
8767 A HF Chiavi a bussola 1/4" Torx® con funzione di ritegno

TX8 - TX9 - TX10 - TX15 - TX20 - TX25 - TX27 - TX30 - TX40
8740 A Chiavi a bussola 1/4" HEX 2 - 2,5 mm
8740 A HF Chiavi a bussola 1/4" HEX con funzione di ritegno HEX 3 - 4 - 5 - 6 - 7 - 8 mm
8751 A Chiavi a bussola 1/4" Phillips® PH 1 - 2 - 3
8755 A Chiavi a bussola 1/4" Pozidriv® PZ 1 - 2 - 3
8700 A FL Chiavi a bussola 1/4" inserto a taglio 5,5x0,8 - 6,5x1,2 mm
8794 A Prolunga 1/4"x56
8796 LA Prolunga 1/4"x150
- Utensile estrattore per dadi

Cod. Tec. GR53
Euro Pezzi

E490842 255,26 42

CHIAVI A BUSSOLA 1/4" - KIT 42 PEZZI CON CUSTODIA

E.53Indivisible package  Suggested retail package - Unit price

Tech. Code Pieces

33

ITEM: E4904
Set of 33 sockets in a metal box.

Equipment:
- Hexagon socket wrenches 4 - 4.5 - 5 - 5.5 - 6 - 7 - 8 - 9 - 10 - 11 - 12 - 13 mm
- Reversible ratchet 1/4"
- Extensions for socket wrenches 1/4"x150mm - 1/4"x100 mm
- Sliding T-lever 1/4"
- Socket holder spinner 1/4"x140 mm
- Cardan joint 1/4"
- Slotted insert socket wrenches 3 - 4 - 5.5 - 6.5 - 8 mm
- Coupled shape insert socket wrenches PH 1 - PH 2
- Hexagon insert socket wrenches 3 - 4 - 5 - 6 - 8 m
- Hexagonal L-wrenches 1.5 - 2 - 2.5 mm

HEXAGONAL SOCKETS 1/4" IN METAL CASE - SET OF 33

ITEM: WX2090/SE66
Set of 66 WODEX PREMIUM QUALITY tools with 1/4" and 1/2" square drive in practical shock-
resistant ABS case. The set contains 2 ratchets, a T-handle with sliding square drive, cardan Joints,
an adapter screwdriver, extensions, fittings ,reducer joint adapters, PLUS-DRIVE polygonal socket
wrenches, slotted bits, Phillips® and Pozidriv®, hexagonal and torx® with bit holder.

Complete set of Eva Tray module for Wodex trolleys. Module dimension
400x223,5 mm - Horizontal position.

Composition:
WX2040 Rerversible ratchet 1/4"
WX2000 Sockets wrenches 1/4" 4 - 5 - 5,5 - 6 - 7 - 8 - 9 - 10 - 11 - 12 - 13 mm
WX2048 T-handle lever with sliding drive 1/4"
WX2052 Extensions Wobble 1/4"x50 - 1/4"x150
WX2054 Cardan joint 1/4"
WX2047 Bit holder scredriver 1/4"
WX4642 Adaptor for sockets 1/4" hexagonal connection 1/4" x 25 mm
WX4640 Sockets hexagonal Insert holder 1/4"
WX4470 Inserts 1/4"x25 slotted 4 - 5,5 mm
WX4421 Inserts 1/4"x25 Phillips® PH1 - PH2 - PH3
WX4450 Inserts 1/4"x25 Pozidriv® PZ1 - PZ2
WX4490 Inserts 1/4"x25 Hexagonal HEX 2 - 2,5 - 3 - 4 - 5 - 6 - 7 - 8 - 10 mm
WX4510 Inserts 1/4"x25 Torx® TX10 - TX15 - TX20 -TX25 - TX30
WX2240 Reversible ratchet 1/2"
WX2200 Socket wrenches 1/2" 10 - 11 - 12 - 13 - 14 - 15 - 17 - 19 - 22 - 24 - 30 - 32 mm
WX2210 Socket wrenches 1/2" HEX 8 - 10 - 12 - 14 mm
WX2220 Socket wrenches 1/2" Torx® TX40 - TX45 - TX50
WX2252 Extensions Wobble 1/2"x150 - 1/2"x200
WX2254 Cardan Joint 1/2"
WX2161 Increaser joints 3/8'F-1/2'M with hole for extension
WX2209 Socket wrenches 1/2" for spark-plugs 16 - 21 mm

Tech. Code Pieces

66

SOCKETS 1/4" AND 1/2" - SET 66 TOOLS

ITEM: 8100 SA ALL-IN KIT 1/4"
Kit of 13 tools with robust and compact pouch. Self-adhesive clamps for wall mounting. Rotating
sliding mechanism for easily and easily storing Zyklop socket wrenches.

Composition:
8000 A 1/4" Reversible ratchet
8790 HMA HF 1/4" Socket wrenches with retaining function

4 - 4,5 - 5 - 5,5 - 6 - 7 - 8 - 9 - 10 - 11 - 12 - 13 - 14 mm
8767 A HF 1/4" Torx® socket wrenches with retaining function

TX8 - TX9 - TX10 - TX15 - TX20 - TX25 - TX27 - TX30 - TX40
8740 A HEX 1/4" Socket wrenches 2 - 2,5 mm
8740 A HF HEX 1/4" Socket wrenches with retaining function HEX 3 - 4 - 5 - 6 - 7 - 8 mm
8751 A 1/4" Phillips® socket wrenches PH 1 - 2 - 3
8755 A 1/4" Pozidriv® socket wrenches PZ 1 - 2 - 3
8700 A FL Socket wrenches 1/4" cutting insert 5,5x0,8 - 6,5x1,2 mm
8794 A 1/4"x56 Extension
8796 LA 1/4"x150 Extension
- Extractor tool for nuts

Tech. Code Pieces

42

REVERSIBLE SOCKETS 1/4 " - 42 PIECES WITH POUCH IN SET



E

E.54 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR55
Euro Pezzi

E491319 264,20 19

ART. 45/14/5I
Kit di chiavi a bussola poligonale in robusta valigetta di plastica ABS impilabile.

Dotazione:
- Chiavi a bussola poligonale
Art. 45 8 - 9 - 10 - 11 - 12 - 13 - 14 - 15 - 16 - 17 - 18 - 19 - 21 - 22 mm

- Cricchetto reversibile Art. 435
- Prolunghe Art. 427 mm 76 - 240
- Leva con quadro scorrevole Art. 425
- Snodo a cardano Art. 428

CHIAVI A BUSSOLA POLIGONALE 3/8" KIT 19 PEZZI IN CASSETTA ABS

Cod. Tec. GR52
Euro Pezzi

E4929SET59 256,02 59

ART. E4929
Serie 59 pezzi in cassetta metallica.

Dotazione:
- Chiavi a bussola esagonale 1/4"
 4 - 4,5 - 5 - 5,5 - 6 - 7 - 8 - 9 - 10 - 11 - 12 - 13 mm
- Cricchetto reversibile 1/4"
- Prolunghe per chiavi a bussola 1/4"x100 mm
- Leva a T scorrevole 1/4"
- Giravite portabussole 1/4"x140 mm
- Snodo cardanico 1/4"
- Chiavi a bussola con inserto a taglio 4 - 5,5 - 7 mm
- Chiavi a bussola con inserto a croce PH1 - PH2 - PH3
- Chiavi a bussola con inserto Pozidriv PZ1 - PZ2
- Chiavi a bussola con inserto esagonale 4 - 5 - 6 - 8 mm
- Chiavi a bussola con inserto Torx
T10 - T15 - T20 - T25 - T27 - T30

- Chiavi a bussola poligonali 1/2"
 10 - 11 - 12 - 13 - 14 - 15 - 17 - 19 - 21 - 22 - 24 - 27 - 30 - 32 mm
- Cricchetto reversibile 1/2"
- Prolunghe per chiavi a bussola 1/2"x125 mm - 1/2"x250 mm
- Raccordo 3/8"M x 1/2"F
- Snodo cardanico 1/2"
- Chiavi a bussola per candele 16 - 21 mm
- Chiavi esagonali piegate 1,5 - 2 - 2,5 mm

CHIAVI A BUSSOLA 1/4" - 1/2" KIT 59 PEZZI IN VALIGETTA METALLICA

1/3

ART. WX2180/SE39
Kit di 39 utensili WODEX PREMIUM QUALITY con attacco quadro 3/8" in pratica cassetta ABS
resistente agli urti. Il set contiene un cricchetto, uno snodo cardanico, prolunghe, raccordi, chiavi a
bussola poligonali PLUS-DRIVE, chiavi a bussola per viti con esagono incassato e viti con impronta
Torx®, chiavi a bussola per candele.

Kit completo di modulo Eva Tray per carrelli Wodex
Dimensione del modulo 400x223,5 mm - Posizione orizzontale

Composizione:
WX2140 Cricchetto reversibile 3/8"
WX2100 Chiavi a bussola 3/8" 6 - 7 - 8 - 9 - 10 - 11 - 12 - 13 - 14 - 15

16 - 17 - 18 - 19 - 20 - 21 - 22 - 24 mm
WX2110 Chiavi a bussola 3/8" HEX 3 - 4 - 5 - 6 - 7 - 8 - 10 mm
WX2120 Chiavi a bussola 3/8" Torx® TX10 - TX15 - TX20 - TX25 - TX27 - TX30 - TX40
WX2152 Prolunghe Wobble 3/8"x75 - 3/8"x250
WX2154 Snodo cardanico 3/8"
WX2159 Raccordo riduttore 1/2'F-3/8'M con foro per prolunga
WX2109 Chiavi a bussola 3/8" per candele 16 - 21 mm

Cod. Tec. GR51
Euro Pezzi

E490939 198,00 39

CHIAVI A BUSSOLA 3/8" - KIT 39 UTENSILI

E.54 Indivisible package   Suggested retail package - Unit price

Tech. Code Pieces

19

ITEM: 45/14/5I
Set of polygonal sockets in sturdy plastic stackable ABS case.

Equipment:
- Polygonal socket wrenches Art. 45 8 - 9 - 10 - 11 - 12 - 13 - 14 - 15 - 16 - 17 - 18 - 19 - 21 - 22 mm
- Riversible ratchet N° 435
- Extensions N° 427 mm 76 - 240
- Lever with sliding drive N° 425
- Universal joint N° 428

POLYGONAL SOCKETS 3/8" SET OF 19 PIECES IN ABS CASE

Tech. Code Pieces

59

ITEM: E4929
Set of sockets in metal box.

Equipment:
- 1/4" hexagon socket wrenches
4 - 4,5 - 5 - 5,5 - 6 - 7 - 8 - 9 - 10 - 11 - 12 - 13 mm

- Reversible ratchet 1/4"
- Extensions for socket wrenches 1/4"x100 mm
- Sliding T-lever 1/4"
- Socket holder spinner 1/4"x140 mm
- Cardan joint 1/4"
- Slotted insert socket wrenches 4 - 5,5 - 7 mm
- Coupled shape insert socket wrenches PH1 - PH2 - PH3
- Pozidriv insert socket wrenches PZ1 - PZ2
- Hexagon insert socket wrenches 4 - 5 - 6 - 8 mm
- Torx type insert socket wrenches
T10 - T15 - T20 - T25 - T27 - T30

- 1/2" polygonal socket wrenches
10 - 11 - 12 - 13 - 14 - 15 - 17 - 19 - 21 - 22 - 24 - 27 - 30 - 32 mm

- Reversible ratchet 1/2"
- Extensions for socket wrenches 1/2"x125 mm - 1/2"x250 mm
- Coupling 3/8"M x 1/2"F
- Cardan joint 1/2"
- Socket wrenches for plugs 16 - 21 mm
- Hexagon bent keys 1.5 - 2 - 2.5 mm

SOCKETS 1/4" - 1/2" IN METAL BOX - SET OF 59

ITEM: WX2180/SE39
Set of 39 WODEX PREMIUM QUALITY tools with 3/8" square drive connection in shock-resistant
ABS case, The set contains a ratchet, a cardan joint, extensions, reducer joints, PLUS-DRIVE socket
wrenches for hexagonal head screws and torx®,socket wrenches for candels.

Complete set of Eva Tray for Wodex trolleys
Module dimension 400x223,5 mm - Horizontal position

Composition:
WX2140 Rerversible ratchet 3/8"
WX2100 Socket wrenches 3/8" 6 - 7 - 8 - 9 - 10 - 11 - 12 - 13 - 14 - 15

16 - 17 - 18 - 19 - 20 - 21 - 22 - 24 mm
WX2110 Socket wrenches 3/8" HEX 3 - 4 - 5 - 6 - 7 - 8 - 10 mm
WX2120 Sockets wrenches 3/8" Torx® TX10 - TX15 - TX20 - TX25 - TX27

TX30 - TX40
WX2152 Extensions Wobble 3/8"x75 - 3/8"x250
WX2154 Cardan joint 3/8"
WX2159 Reducer joints 1/2'F-3/8'M with hole for extensions
WX2109 Socket wrenches 3/8" for spark-plugs 16 - 21 mm

Tech. Code Pieces

39

SOCKETS 3/8" - SET 39 TOOLS



E

E.55 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR55
Euro Pezzi

E491219 265,20 19

ART. 456/14/5I
Kit di chiavi a bussola esagonale in robusta valigetta di plastica ABS impilabile.

Dotazione:
- Chiavi a bussola esagonale
Art. 456 8 - 9 - 10 - 11 - 12 - 13 - 14 - 15 - 16 - 17 - 18 - 19 - 21 - 22 mm

- Cricchetto reversibile Art. 435
- Prolunghe Art. 427 mm 76 - 240
- Leva con quadro scorrevole Art. 425
- Snodo a cardano Art. 428

CHIAVI A BUSSOLA ESAGONALE 3/8" KIT 19 PEZZI IN CASSETTA ABS

Cod. Tec. GR52
Euro Pezzi

E49143/8SET22 121,38 22

ART. E4914
Serie 22 pezzi in cassetta metallica.

Dotazione:
- Chiavi a bussola esagonale
 6 - 7 - 8 - 9 - 10 - 11 - 12 - 13 - 14 - 15 - 16 - 17 - 18 - 19 - 22 mm
- Cricchetto reversibile 3/8"
- Prolunghe per chiavi a bussola 3/8"x75 mm - 3/8"x150 mm
- Leva a T scorrevoli 3/8"
- Snodo cardanico 3/8"
- Chiavi a bussola per candele 16 - 21 mm

CHIAVI A BUSSOLA ESAGONALE 3/8" KIT 22 PEZZI IN VALIGETTA METALLICA

1/3

ART. WX2280/SE36
Kit di 36 utensili WODEX PREMIUM QUALITY con attacco quadro 1/2" in pratica
cassetta ABS resistente agli urti. Il set contiene un cricchetto, uno snodo cardanico,
prolunghe, raccordi, chiavi a bussola poligonali PLUS-DRIVE, chiavi a bussola
per viti con esagono incassato e per viti con impronta Torx®.

Kit completo di modulo Eva Tray per carrelli Wodex
Dimensione del modulo 400x223,5 mm - Posizione orizzontale

Composizione:
WX2240 Cricchetto reversibile 1/2"
WX2200 Chiavi a bussola 1/2" 8 - 9 - 10 - 11 - 12 - 13 - 14 - 15 - 16

17 - 18 - 19 - 20 - 21 - 22 - 24 -27 - 30 - 32 mm
WX2210 Chiavi a bussola 1/2" HEX 6 - 8 - 10 - 12 - 14 mm
WX2220 Chiavi a bussola 1/2" Torx® TX30 - TX40 - TX45 - TX55 - TX60
WX2232 Chiavi a bussola 1/2" con inserto a croce Phllips® PH3 - PH4
WX2252 Prolunghe Wobble 1/2"x125 - 1/2"x250
WX2254 Snodo cardanico 1/2"
WX2161 Raccordo aumentatore 3/8'F-1/2'M con foro per prolunga

Cod. Tec. GR51
Euro Pezzi

E492036 268,00 36

CHIAVI A BUSSOLA 1/2" - KIT 36 UTENSILI

ART. 8100 SB VDE 1
Kit di 17 utensili con custodia robusta e compatta in materiale tessile. Fascette autoaderenti per il
fissaggio a parete. Meccanismo rotante scorrevole per riporre con sicurezza e facilità le chiavi a
bussola Zyklop isolate VDE.

Composizione:
8007 B VDE Cricchetto reversibile isolato 3/8"
8790 B VDE Chiavi a bussola esagonale isolate VDE

6 - 7 - 8 - 9 - 10 - 11 - 12 - 13 - 14 - 15 - 16 - 17 - 18 - 19 mm
8794 SB VDE Prolunga isolata 3/8"x91
8794 LB VDE Prolunga isolata 3/8"x166

Cod. Tec. GR53
Euro Pezzi

E491817 426,38 17

CHIAVI A BUSSOLA 3/8" VDE - KIT 17 PEZZI CON CUSTODIA

E.55Indivisible package  Suggested retail package - Unit price

Tech. Code Pieces

19

ITEM: 456/14/5I
Set of hexagonal sockets in sturdy plastic ABS case.

Equipment:
- Socket hexagonal wrenches
Art. 45 8 - 9 - 10 - 11 - 12 - 13 - 14 - 15 - 16 - 17 - 18 - 19 - 21 - 22 mm

- Ratchet lever N° 435
- Extensions N° 427 mm 76 - 240
- Lever with sliding drive N° 425
- Universal joint N° 428

HEXAGONAL SOCKETS 3/8" SET 19 PIECES IN ABS CASE

Tech. Code Pieces

22

ITEM: E4914
Set of sockets in a metal box.

Equipment:
- Hexagon socket wrenches 6 - 7 - 8 - 9 - 10 - 11 - 12 - 13 - 14 - 15 - 16 - 17 - 18 - 19 - 22 mm
- Reversible ratchet 3/8"
- Extensions for socket wrenches 3/8"X75mm - 3/8"x150 mm
- Sliding T-lever 3/8"
- Cardan joint 3/8"
- Socket wrenches for plugs 16 - 21 mm

HEXAGONAL SOCKET 3/8" IN A METAL BOX - SET OF 22

ITEM: WX2280/SE36
set of 36 WODEX PREMIUM QUALITY tools with 1/2" square drive connection in shock-resistant ABS
case. The set contains a ratchet, a cardan joint, extensions, reducer joints, polygonal socket wrenches
PLUS-DRIVE socket wrenches for hexagonal head screws and torx® screws.

Complete set of Eva Tray module for wodex trolleys.
Module dimension 400x223,5 mm - Horizontal position

Composition:
WX2240 Reversible ratchet 1/2"
WX2200 Socket wrenches 1/2" 8 - 9 - 10 - 11 - 12 - 13 - 14 - 15 - 16

17 - 18 - 19 - 20 - 21 - 22 - 24 -27 - 30 - 32 mm
WX2210 Socket wrenches 1/2" HEX 6 - 8 - 10 - 12 - 14 mm
WX2220 Socket wrenches 1/2" Torx® TX30 - TX40 - TX45 - TX55 - TX60
WX2232 Socket wrenches 1/2" Phllips® PH3 - PH4
WX2252 Extensions Wobble 1/2"x125 - 1/2"x250
WX2254 Cardan joint 1/2"
WX2161 Increaser joint 3/8'F-1/2'M with hole for extensions

Tech. Code Pieces

36

SOCKETS 1/2" - SET 36 TOOLS

ITEM: 8100 SB VDE 1
Kit of 17 tools with robust and compact belt pouch. Self-adhesive clamps for wall mounting. Rotating
sliding mechanism for safe and easy storage of VDE insulated Syklop wrenches.

Composition:
8007 B VDE Isolated revisible ratchet 3/8"
8790 B VDE Isolated hexagonal socket wrenches VDE

6 - 7 - 8 - 9 - 10 - 11 - 12 - 13 - 14 - 15 - 16 - 17 - 18 - 19 mm
8794 SB VDE Isolated extension 3/8"x91
8794 LB VDE Isolated extension 3/8"x166

Tech. Code Pieces

17

REVERSIBLE RATCHETS  3/8 "VDE - 17 PIECES WITH BELT POUCH IN SET



E

E.56 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR55
Euro Pezzi

E492522 359,00 22

ART. 50/16/6
Kit di chiavi a bussola poligonale in robusta valigetta di plastica ABS impilabile.

Dotazione:
- Chiavi a bussola poligonale Art. 50
 10 - 11 - 12 - 13 - 14 - 15 - 16 - 17 - 18 - 19 - 21 - 22 - 24 - 27 - 30 - 32 mm
- Cricchetto reversibile Art. 512
- Prolunghe Art. 509/3 (75 mm), Art. 509/5 (130 mm), Art. 509/10 (255 mm)
- Snodo a cardano Art. 510
- Leva con quadro scorrevole Art. 506

CHIAVI A BUSSOLA POLIGONALE 1/2" KIT 22 PEZZI IN CASSETTA ABS

Cod. Tec. GR55
Euro Pezzi

E492422 359,00 22

ART. 52/16/6
Kit di chiavi a bussola esagonale in robusta valigetta di plastica ABS impilabile.

Dotazione:
- Chiavi a bussola esagonali Art. 52
 10 - 11 - 12 - 13 - 14 - 15 - 16 - 17 - 18 - 19 - 21 - 22 - 24 - 27 - 30 - 32 mm
- Cricchetto reversibile Art. 512
- Prolunghe Art. 509/3 (75 mm), Art. 509/5 (130 mm), Art. 50/10 (255 mm)
- Snodo a cardano Art. 510
- Leva con quadro scorrevole Art. 506

CHIAVI A BUSSOLA ESAGONALE 1/2" KIT 22 PEZZI IN CASSETTA ABS

Cod. Tec. GR52
Euro Pezzi

E49281/2SET24 157,79 24

ART. E4928
Serie 24 pezzi in cassetta metallica.

Dotazione:
- Chiavi a bussola poligonale
 10 - 11 - 12 - 13 - 14 - 15 - 16 - 17 - 18 - 19 - 20 - 21 - 22 - 23 - 24 - 27 - 30 - 32 mm
- Cricchetto reversibile
- Prolunghe 125 - 250 mm
- Leva a T scorrevole
- Snodo cardanico
- Chiave a bussola per candele 21 mm

CHIAVI A BUSSOLA POLIGONALE 1/2" KIT 24 PEZZI IN VALIGETTA METALLICA

Cod. Tec. GR55
Euro Pezzi

E493131 459,00 31

ART. 50/54/25/6
Kit di chiavi a bussola poligonale e chiavi a bussola maschio esagonale, in robusta valigetta di
plastica ABS impilabile.

Dotazione:
- Chiavi a bussola poligonale Art. 50
 8 - 10 - 11 - 12 - 13 - 14 - 15 - 16 - 17 - 18 - 19 - 21 - 22 - 24 - 27 - 30 - 32 mm
- Chiavi a bussola maschio esagonale Art. 54
 4 - 5 - 6 - 7 - 8 - 10 - 12 - 14 mm
- Cricchetto reversibile Art. 512
- Prolunghe Art. 509/3 (75 mm), Art. 509/5 (130 mm), Art. 50/10 (255 mm)
- Snodo a cardano Art. 510
- Leva con quadro scorrevole Art. 506

CHIAVI A BUSSOLA POLIGONALE 1/2" KIT 31 PEZZI IN CASSETTA ABS

E.56 Indivisible package   Suggested retail package - Unit price

Tech. Code Pieces

22

ITEM: 50/16/6
Polygonal sockets in a sturdy plastic stackable ABS case.

Equipment:

- Polygonal socket wrenches N° 50
10 - 11 - 12 - 13 - 14 - 15 - 16 - 17 - 18 - 19 - 21 - 22 - 24 - 27 - 30 - 32 mm

- Ratchet lever N° 512
- Extension N° 509/3 (75 mm), N° 509/5 (130 mm), N° 509/10 (255 mm)
- Universal joint N° 510
- Lever with sliding drive N° 506

POLYGONAL SOCKETS 1/2" SET 22 PIECES IN ABS CASE

Tech. Code Pieces

22

ITEM: 52/16/6
Set of hexagonal sockets in sturdy plastic stackable ABS case.

Equipment:
- Hexagonal socket wrenches N° 52
10 - 11 - 12 - 13 - 14 - 15 - 16 - 17 - 18 - 19 - 21 - 22 - 24 - 27 - 30 - 32 mm

- Reversible ratchet N° 512
- Extension N° 509/3 (75 mm), N° 509/5 (130 mm), N° 50/10 (255 mm)
- Universal joint N° 510
- Lever with sliding drive N° 506

HEXAGONAL SOCKETS 1/2" SET 22 PIECES IN ABS CASE

Tech. Code Pieces

24

ITEM: E4928
Set of sockets in a metal box.

Equipment:
- Polygonal socket wrenches
10 - 11 - 12 - 13 - 14 - 15 - 16 - 17 - 18 - 19 - 21 - 21 - 22 - 23 - 24 - 27 - 30 - 32 mm

- Reversible ratchet
- Extensions for socket wrenches 125 - 250 mm
- Sliding T-lever
- Cardan joint
- Socket wrenches for plugs 21 mm

POLYGONAL SOCKETS 1/2" IN METAL CASE - SET OF 24

Tech. Code Pieces

31

ITEM: 50/54/25/6
Set of polygonal sockets and hex sockets, in a sturdy plastic stackable case.

Equipment:
- Polygonal socket N°. 50
8 - 10 - 11 - 12 - 13 - 14 - 15 - 16 - 17 - 18 - 19 - 21 - 22 - 24 - 27 - 30 - 32 mm

- Male hexagonal socket N° 54
4 - 5 - 6 - 7 - 8 - 10 - 12 - 14 mm

- Reversible ratchet N° 512
- Extension N° 509/3 (75 mm), N° 509/5 (130 mm), N° 50/10 (255 mm)
- Universal joint N°. 510
- lever with sliding drive N°. 506

POLYGONAL SOCKETS 1/2" SET 31 PIECES IN ABS CASE



E

E.57 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR52
Euro Pezzi

E49261/2SET24 459,00 24

ART. E4926
Serie 24 pezzi in cassetta metallica.

Dotazione:
- Chiavi a bussola esagonale
 10 - 11 - 12 - 13 - 14 - 15 - 16 - 17 - 18 - 19 - 20 - 21 - 22 - 23 - 24 - 27 - 30 - 32 mm
- Cricchetto reversibile
- Prolunghe 125 - 250 mm
- Leva a T scorrevole
- Snodo cardanico
- Chiave a bussola per candele 21 mm

CHIAVI A BUSSOLA ESAGONALE 1/2" KIT 24 PEZZI IN VALIGETTA METALLICA

Cod. Tec. GR52
Euro Pezzi

E4990SET14 351,90 14

ART. E4990
Serie 14 pezzi in cassetta metallica.

Dotazione:
- Chiavi a bussola esagonale: 22 - 24 - 27 - 30 - 32 - 36 - 37 - 41 - 46 - 50 mm
- Cricchetto reversibile
- Prolunghe: 100 - 200 mm
- Leva a T scorrevole

CHIAVI A BUSSOLA ESAGONALE 3/4" KIT 14 PEZZI IN VALIGETTA METALLICA

Cod. Tec. GR52
Euro Pezzi

E4995SET14 887,40 14

ART. E4995
Serie 14 pezzi in cassetta metallica.

Dotazione:
- Chiavi a bussola esagonale: 36 - 41 - 46 - 50 - 55 - 60 - 65 - 70 - 75 - 80 mm
- Cricchetto reversibile
- Prolunghe 200-400 mm
- Leva a T scorrevole

CHIAVI A BUSSOLA ESAGONALE 1" KIT 14 PEZZI IN VALIGETTA METALLICA

E.57Indivisible package  Suggested retail package - Unit price

Tech. Code Pieces

24

ITEM: E4926
Set of 24 sockets in a metal box.

Equipment:
- Hexagonal socket wrenches
10 - 11 - 12 - 13 - 14 - 15 - 16 - 17 - 18 - 19 - 20 - 21 - 22 - 23 - 24 - 27 - 30 - 32 mm

- Reversible ratchet
- Extensions 125 - 250 mm
- Sliding T-lever
- Cardan joint
- Socket wrenches for plugs 21 mm

HEXAGONAL SOCKETS 1/2" IN METAL CASE - SET OF 24

Tech. Code Pieces

14

ITEM: E4990
Set of sockets in a metal box.

Equipment:
- Hexagon socket wrenches
22 - 24 - 27 - 30 - 32 - 36 - 38 - 41 - 46 - 50 mm

- Reversible ratchet
- Extensions: 100-200 mm
- Sliding T-lever

HEXAGONAL SOCKETS 3/4" IN METAL CASE - SET OF 14

Tech. Code Pieces

14

ITEM: E4995
Set of sockets in a metal box.

Equipment:
- Hexagon socket wrenches
36 - 41 - 46 - 50 - 55 - 60 - 65 - 70 - 75 - 80 mm

- Reversible ratchet
- Extensions 200-400 mm
- Sliding T-lever

HEXAGONAL SOCKETS 1" IN METAL CASE - SET OF 14



E

E.58 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR55
Euro


mm

a
mm

L
mm

E540022 13,40 22 32,5 42
E540024 12,90 24 35 45
E540027 16,30 27 38,8 50

Cod. Tec. GR55
Euro


mm

a
mm

L
mm

E540010 10,70 10 16,8
38E540013 10,70 13 20,8

E540017 11,70 17 26,2
E540019 11,50 19 28,8 40

Con attacco 1/2", DIN 3129/ISO 2725-2, per avvitatori, acciaio al cromo vanadio, brunite.
ART. 50IMP

CHIAVI A BUSSOLA ESAGONALE IMPACT 1/2"

Cod. Tec. GR55
Euro


mm

a
mm

L
mm

E542022 28,50 22 32,5
85E542024 27,70 24 35

E542027 32,90 27 38,8

Cod. Tec. GR55
Euro


mm

a
mm

L
mm

E542013 25,60 13 20,8
85E542017 25,20 17 26,2

E542019 25,20 19 28,8

Con attacco 1/2", per avvitatori, esecuzione lunga, acciaio al cromo vanadio, brunite.
ART. 51IMP

CHIAVI A BUSSOLA ESAGONALE IMPACT 1/2" LUNGHE

Cod. Tec. GR55
Euro


mm

a
mm

L
mm

E543022 34,90 22 32 85

Cod. Tec. GR55
Euro


mm

a
mm

L
mm

E543017 31,20 17 25,7
85E543019 31,20 19 28,2

Con attacco 1/2", per avvitatori, esecuzione lunga, con diametro ridotto, acciaio al cromo vanadio, brunite.
ART. 2309

CHIAVI A BUSSOLA ESAGONALE IMPACT 1/2” LUNGHE E RIDOTTE

Cod. Tec. GR55
Euro


mm

a
mm

L
mm

E548030 30,80 30 47,5
54E548032 35,40 32 49,9

E548036 40,20 36 54,9 57
E548038 47,40 38 58 58

Cod. Tec. GR55
Euro


mm

a
mm

L
mm

E548019 26,90 19 32 48
E548022 28,00 22 36,5

50E548024 28,70 24 39,5
E548027 30,50 27 43,5 51

Con attacco 3/4", DIN 3129/ISO 2725-2, per avvitatori.
Acciaio al cromo vanadio brunite.

ART. 55IMP

CHIAVI A BUSSOLA ESAGONALE IMPACT 3/4"

Cod. Tec. GR52
Euro


mm

a
mm

L
mm

E500024 9,23 24 34 40
E500027 12,20 27 38

43E500030 14,91 30 42
E500032 16,64 32 44

Cod. Tec. GR52
Euro


mm

a
mm

L
mm

E500010 5,77 10 17

38
E500013 5,77 13 20
E500017 6,33 17 26
E500019 6,71 19 28
E500022 8,11 22 32

Con attacco 1/2", DIN 3129/ISO 2725-2, per avvitatori, acciaio al cromo molibdeno, brunite.
ART. E5000

CHIAVI A BUSSOLA ESAGONALE IMPACT 1/2"

Cod. Tec. GR52
Euro


mm

a
mm

L
mm

E502024 15,32 24 34

78
E502027 17,61 27 38
E502030 18,64 30 42
E502032 19,16 32 44

Cod. Tec. GR52
Euro


mm

a
mm

L
mm

E502010 10,77 10 17

78
E502013 10,77 13 20
E502017 11,39 17 26
E502019 11,80 19 28
E502022 14,29 22 32

Con attacco 1/2", DIN 3129/ISO 2725-2, per avvitatori, esecuzione lunga, acciaio al cromo molibdeno, brunite.
ART. E5020

CHIAVI A BUSSOLA ESAGONALE IMPACT 1/2" LUNGHE

Cod. Tec. GR52
Euro


mm

a
mm

L
mm

E510036 19,94 36 54 55
E510041 23,76 41 60 57
E510046 28,51 46 67 62

Cod. Tec. GR52
Euro


mm

a
mm

L
mm

E510024 15,19 24 38
50E510027 15,19 27 42

E510030 16,12 30 46
53E510032 17,15 32 48

Con attacco 3/4", DIN 3129/ISO 2725-2, per avvitatori, acciaio al cromo molibdeno, brunite.
ART. E5100

CHIAVI A BUSSOLA ESAGONALE IMPACT 3/4"

E.58 Indivisible package   Suggested retail package - Unit price

Tech. Code 
mm

a
mm

L
mm

22 32.5 42
24 35 45
27 38.8 50

Tech. Code 
mm

a
mm

L
mm

10 16.8
3813 20.8

17 26.2
19 28.8 40

With 1/2" drive, DIN 3129/ISO 2725-2, burnished chrome vanadium steel.
ITEM: 50IMP

HEXAGONAL IMPACT SOCKETS 1/2"

Tech. Code 
mm

a
mm

L
mm

22 32.5
8524 35

27 38.8

Tech. Code 
mm

a
mm

L
mm

13 20.8
8517 26.2

19 28.8

With 1/2" drive, DIN 3129/ISO 2725-2, long version, burnished chrome vanadium steel.
ITEM: 51IMP

HEXAGONAL IMPACT SOCKETS 1/2" LONG VERSION

Tech. Code 
mm

a
mm

L
mm

22 32 85

Tech. Code 
mm

a
mm

L
mm

17 25.7
85

19 28.2

With 1/2" drive, long version, reduced diameter burnished chrome vanadium steel.
ITEM: 2309

HEXAGONAL IMPACT SOCKETS 1/2" LONG AND REDUCED VERSION

Tech. Code 
mm

a
mm

L
mm

30 47.5
54

32 49.9
36 54.9 57
38 58 58

Tech. Code 
mm

a
mm

L
mm

19 32 48
22 36.5

50
24 39.5
27 43.5 51

With 3/4" drive, DIN 3129/ISO 2725-2.
Burnished chrome vanadium steel.

ITEM: 55IMP

HEXAGONAL IMPACT SOCKETS 3/4"

Tech. Code 
mm

a
mm

L
mm

24 34 40
27 38

4330 42
32 44

Tech. Code 
mm

a
mm

L
mm

10 17

38
13 20
17 26
19 28
22 32

With 1/2" drive, DIN 3129/ISO 2725-2, burnished chrome molibdenum steel.
ITEM: E5000

HEXAGONAL IMPACT SOCKETS 1/2"

Tech. Code 
mm

a
mm

L
mm

24 34

78
27 38
30 42
32 44

Tech. Code 
mm

a
mm

L
mm

10 17.5

78
13 20.5
17 26
19 28
22 31.5

With 1/2" drive, DIN 3129/ISO 2725-2, long version, burnished chrome molybdenum steel.
ITEM: E5020

HEXAGONAL IMPACT SOCKETS 1/2" LONG VERSION

Tech. Code 
mm

a
mm

L
mm

36 54 56
41 60 62
46 66 62

Tech. Code 
mm

a
mm

L
mm

24 38
50

27 42
30 44

53
32 46

With 3/4" drive, DIN 3129/ISO 2725-2. Burnished chrome molybdenum steel.
ITEM: E5100

HEXAGONAL IMPACT SOCKETS 3/4"



E

E.59 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Acciaio al cromo vanadio, brunito.

Cod. Tec. GR55
Euro Art. Forn.

Attacco


Esterno


Interno


a
mm

L
mm

E5460509/5 28,80 509/5IMP
1/2" E 12,5 G 12,5 30

130
E5460509/10 36,10 509/10IMP 255
E5460560/7 74,00 560/7IMP

3/4" F 20 H 20 44
180

E5460560/10 84,50 560/10IMP 250

PROLUNGHE PER CHIAVI A BUSSOLA IMPACT

Cod. Tec. GR55
Euro

Attacco


a
mm

L
mm

E5470561IMP 95,00 3/4" 44 99

Cod. Tec. GR55
Euro

Attacco


a
mm

L
mm

E5470510IMP 54,00 1/2" 30 68

ART. 510IMP - 561IMP

SNODI CARDANICI PER CHIAVI A BUSSOLA IMPACT

Cod. Tec. GR55
Euro

Attacco


Attacco


a
mm

E5475568IMP 33,40
3/4"

1/2"
44E5475569IMP 38,30 1"

Cod. Tec. GR55
Euro

Attacco


Attacco


a
mm

E5475513IMP 20,20
1/2"

3/8"
30E5475514IMP 23,20 3/4"

ART. 513IMP - 514IMP - 568IMP - 569IMP

RACCORDI PER CHIAVI A BUSSOLA IMPACT

Cod. Tec. GR55
Euro


mm

a
mm

L
mm

E548532 54,50 32 49,9
100E548534 70,50 34 52,4

E548536 69,00 36 54,9

Cod. Tec. GR55
Euro


mm

a
mm

L
mm

E548524 40,90 24 39,5
100E548527 42,30 27 43,5

E548530 51,50 30 47,4

Con attacco 3/4", per avvitatori, esecuzione lunga.
Acciaio al cromo vanadio brunite.

ART. 56IMP

CHIAVI A BUSSOLA ESAGONALE IMPACT 3/4" LUNGHE

ART. E5340

Cod. Tec. GR52
Euro

Attacco


Attacco


a
mm

L
mm

E53403/4175 33,66
3/4" 3/4" 44

175
E53403/4250 40,39 250

Cod. Tec. GR52
Euro

Attacco


Attacco


a
mm

L
mm

E53401/2125 12,44
1/2" 1/2" 25

125
E53401/2250 20,60 250

PROLUNGHE PER CHIAVI A BUSSOLA IMPACT

Cod. Tec. GR52
Euro

Attacco


a
mm

L
mm

E53003/4 45,97 3/4" 44 96

Cod. Tec. GR52
Euro

Attacco


a
mm

L
mm

E53001/2 23,62 1/2" 28 63

ART. E5300

SNODI CARDANICI PER CHIAVI A BUSSOLA IMPACT

Cod. Tec. GR52
Euro

Attacco


Attacco


a
mm

E532004 36,13 1" 3/4" 54

Cod. Tec. GR52
Euro

Attacco


Attacco


a
mm

E532002 12,32 1/2" 3/8" 25
E532003 23,92 3/4" 1/2" 44

ART. E5320

RACCORDI RIDUTTORI PER CHIAVI A BUSSOLA IMPACT

Cod. Tec. GR52
Euro


mm

a
mm

L
mm

E512036 31,02 36 54
90E512041 35,52 41 60

E512046 35,52 46 66

Cod. Tec. GR52
Euro


mm

a
mm

L
mm

E512024 23,62 24 39

90
E512027 23,62 27 43
E512030 23,62 30 46
E512032 26,60 32 49

Con attacco 3/4", DIN 3129/ISO 2725-2, per avvitatori, esecuzione lunga, acciaio al cromo molibdeno, brunite.
ART. E5120

CHIAVI A BUSSOLA ESAGONALE IMPACT 3/4" LUNGHE

E.59Indivisible package  Suggested retail package - Unit price

Burnished chrome vanadium steel.

Tech. Code Sup. Item
Coupling


External


Internal


a

mm
L

mm
509/5IMP

1/2” E 12.5 G 12.5 30
130

509/10IMP 255
560/7IMP

3/4” F 20 H 20 44
180

560/10IMP 250

COUPLINGS EXTENSION FOR IMPACT SOCKETS

Tech. Code Coupling


a
mm

L
mm

3/4” 44 99

Tech. Code Coupling


a
mm

L
mm

1/2” 30 68

ITEM: 510IMP - 561IMP

UNIVERSAL JOINTS FOR IMPACT SOCKETS

Tech. Code Coupling


Coupling


a
mm

3/4”
1/2"

44
1"

Tech. Code Coupling


Coupling


a
mm

1/2”
3/8"

30
3/4"

ITEM: 513IMP - 514IMP - 568IMP - 569IMP

ADAPTER FITTINGS FOR IMPACT SOCKETS

Tech. Code 
mm

a
mm

L
mm

32 49.9
10034 52.4

36 54.9

Tech. Code 
mm

a
mm

L
mm

24 39.5
10027 43.5

30 47.4

With 3/4" drive, long version.
Burnished chrome vanadium steel.

ITEM: 56IMP

HEXAGONAL IMPACT SOCKETS 3/4" LONG VERSION

ITEM: E5340

Tech. Code Coupling


Coupling


a
mm

L
mm

3/4" 3/4" 44
175
250

Tech. Code Coupling


Coupling


a
mm

L
mm

1/2" 1/2" 25
125
250

COUPLINGS EXTENSION FOR IMPACT SOCKETS

Tech. Code Coupling


a
mm

L
mm

3/4" 44 96

Tech. Code Coupling


a
mm

L
mm

1/2" 28 63

ITEM: E5300

UNIVERSAL JOINTS FOR IMPACT SOCKETS

Tech. Code Coupling


Coupling


a
mm

1" 3/4" 54

Tech. Code Coupling


Coupling


a
mm

1/2" 3/8" 25
3/4" 1/2" 44

ITEM: E5320

ADAPTER FITTINGS FOR IMPACT SOCKETS

Tech. Code 
mm

a
mm

L
mm

36 54
9041 60

46 66

Tech. Code 
mm

a
mm

L
mm

24 39

90
27 43
30 46
32 49

With 3/4" drive, long version. Burnished chrome molybdenum steel.
ITEM: E5120

HEXAGONAL IMPACT SOCKETS 3/4" LONG VERSION



E

E.60 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR55
Euro Pezzi

E541006 191,40 8

ART. 50IMP/6/2
Kit di chiavi a bussola esagonale impact in robusta valigetta di plastica ABS impilabile.

Dotazione:
- Chiavi a bussola esagonale impact Art. 50IMP 13 - 17 - 19 - 21 - 22 - 24 mm
- Prolunga Art. 509IMP 130 mm
- Snodo a cardano Art. 510IMP

CHIAVI IMPACT A BUSSOLA ESAGONALE 1/2" KIT 8 PEZZI IN CASSETTA ABS

5091/1IMP - Per applicazioni 8-14 mm, TORX E10-E16, T30-T60
5091/2IMP - Per applicazioni 15-27 mm, TORX E10-E24 e supplementari

Cod. Tec. GR55
Euro Attacco Art. Forn.

Peso
g

E54765591IMP 2,85 3/4" 5591IMP 3

Cod. Tec. GR55
Euro Attacco Art. Forn.

Peso
g

E54765091/1 2,60
1/2"

5091/1IMP
1E54765091/2 2,60 5091/2IMP

ANELLI IN GOMMA PER CHIAVI A BUSSOLA IMPACT

5092/1IMP - Per applicazioni 8-14 mm, TORX E10-E16, T30-T60
5092/2IMP - Per applicazioni 15-27 mm, TORX E10-E24 e supplementari

Cod. Tec. GR55
Euro Attacco Art. Forn.

Peso
g

E54775592IMP 1,35 3/4" 5592IMP 3

Cod. Tec. GR55
Euro Attacco Art. Forn.

Peso
g

E54775092/1 1,80
1/2"

5092/1IMP
1E54775092/2 1,25 5092/2IMP

SPINE DI SICUREZZA PER CHIAVI A BUSSOLA IMPACT

I prodotti sono disponibili nel CAP F

VALIGIE TROLLEY PORTAUTENSILI OMOLOGATE TSA - VUOTE

Cod. Tec. A
mm

B
mm

F715500 511 446

Prodotti correlati

E.60 Indivisible package   Suggested retail package - Unit price

Tech. Code Pieces

8

ITEM: 50IMP/6/2
Impact hexagonal socket wrenches in sturdy plastic stackable ABS case.

Equipment:
- Socket wrenches N° 50IMP: 13 - 17 - 19 - 21 - 22 - 24 mm
- Extension N° 509IMP 130 mm
- Universal joint N° 510IMP

HEXAGONAL IMPACT SOCKET WRENCHES 1/2" - SET 8 PIECES IN ABS CASE

5091/1IMP - For applications 8-14 mm. TORX E10-E16. T30-T60
5091/2IMP - for applications 15-27 mm. TORX E10-E24 and additional

Tech. Code Coupling Sup. Item
Weight

g
3/4" 5591IMP 3

Tech. Code Coupling Sup. Item
Weight

g

1/2”
5091/1IMP

1
5091/2IMP

RUBBER RINGS FOR IMPACT SOCKETS

5092/1IMP - For applications 8-14 mm. TORX E10-E16. T30-T60
5092/2IMP - for applications 15-27 mm. TORX E10-E24 and additional

Tech. Code Coupling Sup. Item
Weight

g
3/4” 5592IMP 3

Tech. Code Coupling Sup. Item
Weight

g

1/2”
5092/1IMP

1
5092/2IMP

SECURITY PINS FOR IMPACT SOCKETS

The products are available in chapter F

WHEELED SERVICE TOOL CASE TSA APPROVED - EMPTY

Tech. Code A
mm

B
mm

511 446

Related products



E

E.61 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ART. E5500
Chiavi a bussola in acciaio bonificato con attacco quadro per ghiere normali serie KM.
Versione con denti esterni consigliata per utilizzo a mano.

Cod. Tec. GR52
Euro

Filetto
MF

Codice
KM

d1
mm

d2
mm

Cave
N°

Ø Esterno +/-1
mm

L
mm

Attacco
quadro

E5500010 24,36 10 x 0,75 0 14 18

4

21

60

3/8"E5500012 25,03 12 x 1 1 18 22 25
E5500015 25,72 15 x 1 2 21 25 28

1/2"
E5500017 27,08 17 x 1 3 24 28 33
E5500020 29,77 20 x 1 4 28 32 40
E5500025 30,45 25 x 1,5 5 34 38 45
E5500030 31,13 30 x 1,5 6 40 45 52
E5500035 33,08 35 x 1,5 7 48 52 58

3/4"

E5500040 36,82 40 x 1,5 8 52 58 63
E5500045 41,18 45 x 1,5 9 59 65 69
E5500050 47,41 50 x 1,5 10 65 70 73
E5500055 56,14 55 x 2 11 67 75 80
E5500060 61,14 60 x 2 12 73 80 85
E5500065 72,37 65 x 2 13 79 85 90
E5500070 81,10 70 x 2 14 85 92 97
E5500075 (93,57) 75 x 2 15 90 98 103
E5500080 (112,30) 80 x 2 16 95 105 110
E5500085 (119,80) 85 x 2 17 105 110 115
E5500090 (137,20) 90 x 2 18 108 120 125
E5500095 (149,70) 95 x 2 19 116 125 130
E5500100 (168,40) 100 x 2 20 120 130 135

CHIAVI A BUSSOLA PER GHIERE NORMALI KM - DENTI ESTERNI

ART. E5502
Chiavi a bussola in acciaio bonificato con attacco quadro per ghiere normali serie KM. Versione
rinforzata con denti interni per utilizzo a mano e a macchina.

Cod. Tec. GR52
Euro

Filetto
MF

Codice
KM

d1
mm

d2
mm

Cave
N°

Ø Esterno +/-1
mm

L
mm

Attacco
quadro

E5502010 40,60 10 x 0,75 0 14 18

4

25

60

3/8"E5502012 43,98 12 x 1 1 18 22
30E5502015 48,65 15 x 1 2 21 25

1/2"
E5502017 51,43 17 x 1 3 24 28 35
E5502020 55,48 20 x 1 4 28 32 40
E5502025 58,86 25 x 1,5 5 34 38 45
E5502030 60,90 30 x 1,5 6 40 45 55
E5502035 67,68 35 x 1,5 7 48 52 60

3/4"

E5502040 71,72 40 x 1,5 8 52 58 70
E5502045 76,47 45 x 1,5 9 59 65 75
E5502050 79,17 50 x 1,5 10 65 70 81
E5502055 86,61 55 x 2 11 67 75 73
E5502060 92,02 60 x 2 12 73 80 89
E5502065 118,40 65 x 2 13 79 85 95
E5502070 133,96 70 x 2 14 85 92 103
E5502075 (152,97) 75 x 2 15 90 98 111
E5502080 (165,80) 80 x 2 16 95 105 115
E5502085 (182,70) 85 x 2 17 102 110 120
E5502090 (203,00) 90 x 2 18 108 120 125
E5502095 (230,10) 95 x 2 19 116 125 135
E5502100 (243,50) 100 x 2 20 120 130 140

CHIAVI A BUSSOLA PER GHIERE NORMALI KM - DENTI INTERNI

I prodotti sono disponibili nel CAP E

CHIAVI A FORCHETTA DOPPIE IN KIT

Cod. Tec. Confezione Pezzi

E026108

Chiavi fornite con busta portautensili avvolgibile

8

E026110 10

E026112 12

Prodotti correlati

E.61Indivisible package  Suggested retail package - Unit price

ITEM: E5500
Steel socket wrenches quenched with square drive for turning nuts KM standard. Version with external
teeth recommended for hand use.

Tech. Code Thread
MF

Cod.
KM

d1
mm

d2
mm

Slot
N°

ø External +/-1
mm

L
mm

Square coupling
attachment

10 x 0.75 0 14 18

4

21

60

3/8"
12 x 1 1 18 22 25
15 x 1 2 21 25 28

1/2"
17 x 1 3 24 28 33
20 x 1 4 28 32 40

25 x 1.5 5 34 38 45
30 x 1.5 6 40 45 52
35 x 1.5 7 48 52 58

3/4"

40 x 1.5 8 52 58 63
45 x 1.5 9 59 65 69
50 x 1.5 10 65 70 73
55 x 2 11 67 75 80
60 x 2 12 73 80 85
65 x 2 13 79 85 90
70 x 2 14 85 92 97
75 x 2 15 90 98 103
80 x 2 16 95 105 110
85 x 2 17 105 110 115
90 x 2 18 108 120 125
95 x 2 19 116 125 130
100 x 2 20 120 130 135

SOCKETS FOR NUTS KM STANDARD - EXTERNAL TEETH

ITEM: E5502
Steel socket wrenches quenched with square drive for turning nuts KM standard. Re-enforced version
with internal teeth for hand and mechanical use.

Tech. Code Thread
MF

Cod.
KM

d1
mm

d2
mm

Slot
N°

ø External +/-1
mm

L
mm

Square coupling
attachment

10 x 0.75 0 14 18

4

25

60

3/8"
12 x 1 1 18 22

30
15 x 1 2 21 25

1/2"
17 x 1 3 24 28 35
20 x 1 4 28 32 40

25 x 1.5 5 34 38 45
30 x 1.5 6 40 45 55
35 x 1.5 7 48 52 60

3/4"

40 x 1.5 8 52 58 70
45 x 1.5 9 59 65 75
50 x 1.5 10 65 70 81
55 x 2 11 67 75 73
60 x 2 12 73 80 89
65 x 2 13 79 85 95
70 x 2 14 85 92 103
75 x 2 15 90 98 111
80 x 2 16 95 105 115
85 x 2 17 102 110 120
90 x 2 18 108 120 125
95 x 2 19 116 125 135
100 x 2 20 120 130 140

SOCKETS FOR NUTS KM STANDARD - INTERNAL TEETH

The products are available in chapter E

DOUBLE OPEN ENDED WRENCHES IN SET

Tech. Code Package Pieces

Wrenches supplied with folding tool carrier bag

8

10

12

Related products



E

E.62 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ART. E5505
Chiavi a bussola in acciaio bonificato con attacco quadro per ghiere autobloccanti standard. Versione
con denti esterni consigliata per utilizzo a mano.

Cod. Tec. GR52
Euro

Filetto
MF

Codice
GU

d1
mm

d2
mm

Cave
N°

Ø Esterno +/-1
mm

L
mm

Attacco
quadro

E5505010 24,36 10 x 0,75 0 15 18

4

22

60

3/8"E5505012 25,03 12 x 1 1 18 22 25
E5505015 25,72 15 x 1 2 21 25 28

1/2"
E5505017 27,08 17 x 1 3 24 28 33
E5505020 29,77 20 x 1 4 27 32 35
E5505025 30,45 25 x 1,5 5 33 38 43
E5505030 31,14 30 x 1,5 6 38 45 48
E5505035 33,08 35 x 1,5 7 44 52 55

3/4"

E5505040 36,82 40 x 1,5 8 50 58 59
E5505045 41,18 45 x 1,5 9 55 65 67
E5505050 47,41 50 x 1,5 10 61 70 73
E5505055 56,14 55 x 2 11 68 75

6

80
E5505060 61,14 60 x 2 12 73 80 85
E5505065 72,37 65 x 2 13 77 85 90
E5505070 81,10 70 x 2 14 84 92 97
E5505075 (93,57) 75 x 2 15 89 98 103
E5505080 (112,30) 80 x 2 16 96 105

8

110
E5505085 (119,80) 85 x 2 17 100 110 115
E5505090 (137,20) 90 x 2 18 110 120 125
E5505095 (149,70) 95 x 2 19 115 125 130
E5505100 (168,40) 100 x 2 20 120 130 135

CHIAVI A BUSSOLA PER GHIERE AUTOBLOCCANTI GU - DENTI ESTERNI

ART. E5507
Chiavi a bussola in acciaio bonificato con attacco quadro per ghiere autobloccanti standard. Versione
rinforzata con denti interni per utilizzo a mano e a macchina.

Cod. Tec. GR52
Euro

Filetto
MF

Codice
GU

d1
mm

d2
mm

Cave
N°

Ø Esterno +/-1
mm

L
mm

Attacco
quadro

E5507010 44,34 10 x 0,75 0 15 18

4

30

60

3/8"E5507012 43,98 12 x 1 1 18 22
E5507015 48,65 15 x 1 2 21 25

1/2"
E5507017 51,43 17 x 1 3 24 28 35
E5507020 55,48 20 x 1 4 27 32 40
E5507025 58,86 25 x 1,5 5 33 38 45
E5507030 60,90 30 x 1,5 6 38 45 50
E5507035 67,72 35 x 1,5 7 44 52 60

3/4"

E5507040 71,72 40 x 1,5 8 50 58 67
E5507045 76,47 45 x 1,5 9 55 65 73
E5507050 79,17 50 x 1,5 10 61 70 80
E5507055 86,61 55 x 2 11 68 75

6

85
E5507060 92,02 60 x 2 12 73 80 89
E5507065 118,40 65 x 2 13 77 85 95
E5507070 133,96 70 x 2 14 84 92 103
E5507075 (152,97) 75 x 2 15 89 98 110
E5507080 (165,80) 80 x 2 16 96 105

8

115
E5507085 (182,70) 85 x 2 17 100 110 125
E5507090 (203,00) 90 x 2 18 110 120 135
E5507095 (230,10) 95 x 2 19 115 125 140
E5507100 (243,50) 100 x 2 20 120 130 150

CHIAVI A BUSSOLA PER GHIERE AUTOBLOCCANTI GU - DENTI INTERNI

I prodotti sono disponibili nel CAP E

CHIAVI COMBINATE IN FOAM

Cod. Tec. Dimensioni
mm

Pezzi

E000712 400 x 223,5 - 1/3 Posizione orizzontale 12

E000716 400 x 447 - 2/3 Posizione verticale 16

Prodotti correlati

E.62 Indivisible package   Suggested retail package - Unit price

ITEM: E5505
Steel sockets wrenches quenched with square drive for self-locking standard nuts. Version with
external teeth recommended for hand use.

Tech. Code Thread
MF

Cod.
GU

d1
mm

d2
mm

Slot
N°

ø External +/-1
mm

L
mm

Square coupling
attachment

10 x 0,75 0 15 18

4

22

60

3/8"
12 x 1 1 18 22 25
15 x 1 2 21 25 28

1/2"
17 x 1 3 24 28 33
20 x 1 4 27 32 35

25 x 1,5 5 33 38 43
30 x 1,5 6 38 45 48
35 x 1,5 7 44 52 55

3/4"

40 x 1,5 8 50 58 59
45 x 1,5 9 55 65 67
50 x 1,5 10 61 70 73
55 x 2 11 68 75

6

80
60 x 2 12 73 80 85
65 x 2 13 77 85 90
70 x 2 14 84 92 97
75 x 2 15 89 98 103
80 x 2 16 96 105

8

110
85 x 2 17 100 110 115
90 x 2 18 110 120 125
95 x 2 19 115 125 130

100 x 2 20 120 130 135

SOCKETS FOR SELF-LOCKING NUTS - EXTERNAL TEETH

ITEM: E5507
Steel socket wrenches quenced with square drive for self-locking standard nuts. Re-enforced version
with internal teeth. For hand and mechanical use.

Tech. Code Thread
MF

Cod.
GU

d1
mm

d2
mm

Slot
N°

ø External +/-1
mm

L
mm

Square coupling
attachment

10 x 0,75 0 15 18

4

30

60

3/8"
12 x 1 1 18 22
15 x 1 2 21 25

1/2"
17 x 1 3 24 28 35
20 x 1 4 27 32 40

25 x 1,5 5 33 38 45
30 x 1,5 6 38 45 50
35 x 1,5 7 44 52 60

3/4"

40 x 1,5 8 50 58 67
45 x 1,5 9 55 65 73
50 x 1,5 10 61 70 80
55 x 2 11 68 75

6

85
60 x 2 12 73 80 89
65 x 2 13 77 85 95
70 x 2 14 84 92 103
75 x 2 15 89 98 110
80 x 2 16 96 105

8

115
85 x 2 17 100 110 125
90 x 2 18 110 120 135
95 x 2 19 115 125 140

100 x 2 20 120 130 150

SOCKETS FOR SELF-LOCKING NUTS - INTERNAL TEETH

The products are available in chapter E

COMBINATION WRENCHES IN FOAM

Tech. Code Dimensions
mm

Pieces

400 x 223,5 - 1/3 Horizontal position 12

400 x 447 - 2/3 Vertical position 16

Related products



E

E.63 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ART. 335
Giraviti per viti a taglio, lama tonda in acciaio cromo-nichel opaco e punta con trattamento superficiale Lasertip.
Impugnatura Kraftform Plus multicomponente anti-rotolamento.
(Misure mm 2,0 - 2,5 - 3,0 tutte le lunghezze sono senza trattamento Lasertip)
(Misure mm 4,0x300 e 5,5x300 sono senza trattamento Lasertip)

Cod. Tec. GR53
Euro


mm

Ø lama
mm

a
mm

L
mm

E55603,5X200 7,92 3,5 x 0,6 3,5 200 281
E55604,0X100 5,79

4,0 x 0,8 4,0
100 198

E55604,0X200 8,98 200 298
E55604,0X300 11,03 300 398
E55605,5X125 8,90

5,5 x 1,0 5,5
125 223

E55605,5X200 10,43 200 298
E55605,5X300 12,42 300 398

Cod. Tec. GR53
Euro


mm

Ø lama
mm

a
mm

L
mm

E55602,0X060 3,79 2,0 x 0,4
2,5

60 130E55602,5X060 3,79
2,5 x 0,4E55602,5X075 4,35 75 145

E55603,0X080 4,54
3,0 x 0,5

3,0 80 161
E55603,0X150 6,11

4,0
150 231

E55603,0X200 7,22 200 281
E55603,5X100 5,00 3,5 x 0,6 3,5 100 181

GIRAVITI PER VITI A TAGLIO 335

ART. E5640
Lama in acciaio al cromo vanadio con punta brunita. Impugnatura ergonomica bicomponente.

Cod. Tec. GR52
Euro

Dimensioni
mm

L
mm

a
mm

E56406,5X150 5,21

6,5 x 1,2

260 150
E56406,5X200 5,55 310 200
E56406,5X250 6,13 360 250
E56406,5X300 6,55 410 300
E56408X150 6,53

8,0 x 1,2
270 150

E56408X175 7,20 295 175
E564010X200 8,31 10,0 x 1,6 320 200
E564012X250 10,43 12,0 x 2,0 370 250

Cod. Tec. GR52
Euro

Dimensioni
mm

L
mm

a
mm

E56403X75 2,90
3,0 x 0,5

165 75
E56403X100 2,98 190 100
E56404X75 3,03

4,0 x 0,8
175 75

E56404X100 3,10 200 100
E56404X150 3,37 250 150

E56405,5X100 4,22
5,5 x 1,0

200 100
E56405,5X125 4,30 225 125
E56406,5X100 4,63

6,5 x 1,2
210 100

E56406,5X125 4,80 235 125

GIRAVITI PER VITI A TAGLIO

ART. 334 SK
Giraviti per viti a taglio, lama esagonale, ulteriore esagono per manovra con chiave, acciaio cromo-nichel opaco e
punta con trattamento superficiale Lasertip. Impugnatura Kraftform Plus multicomponente anti-rotolamento.
(Misura mm 3,5x75 e 4,0x90 senza esagono di manovra)

Cod. Tec. GR53
Euro


mm


mm

a
mm

L
mm

E55657,0X125 15,42 7,0 x 1,2 6 - 10 125 230
E55659,0X150 16,87 9,0 x 1,6

8 - 13
150 262

E556510X175 18,20 10,0 x 1,6 175 287

Cod. Tec. GR53
Euro


mm


mm

a
mm

L
mm

E55653,5X075 5,78 3,5 x 0,6
4

75 156
E55654,0X090 7,14 4,0 x 0,8 90 171
E55655,5X100 10,24 5,5 x 1,0 5,5 - 6 100 198

GIRAVITI PER VITI A TAGLIO 334 SK

ART. 930 A
Giraviti rinforzati per viti a taglio, lama tonda passante con esagono per manovra con chiave, acciaio cromo-nichel
opaco e punta Black-Point. Impugnatura in legno di faggio con doppio cappuccio di cuoio antiscivolo che garantisce
maggior sicurezza durante le fasi di martellamento.

Cod. Tec. GR53
Euro


mm


mm

a
mm

L
mm

E55699,0X175 9,35 9,0 x 1,6
13

175 301E556910X175 11,39 10,0 x 1,6
E556912X200 13,70 12,0 x 2,0 200 326
E556914X250 17,65 14,0 x 2,5 16 250 390

Cod. Tec. GR53
Euro


mm


mm

a
mm

L
mm

E55693,5X090 4,86 3,5 x 0,6
8

90 192E55694,5X090 5,09 4,5 x 0,8
E55695,5X100 5,66 5,5 x 1,0 100 202
E55697,0X125 7,52 7,0 x 1,2 10 125 236

GIRAVITI SERIE LEGNO PER VITI A TAGLIO 930 A

ART. WX4000
Giraviti PREMIUM QUALITY per viti a taglio, lame in acciaio al cromo vanadio satinate, punte di precisione BLACK-
TIP temprate con durezza superficiale 58 ± 2 HRC e momento torcente 20% superiore alla norma DIN 8764.
Impugnature ERGOFORM ipoallergeniche, antiscivolo, morbide e confortevoli, realizzate in SANTOPRENE® che
garantisce la massima resistenza per un lavoro veloce e di precisione. Identificazione della misura posta sulla testa
dell'impugnatura. Conforme alle direttive RoHS e REACH.

Lame con esagono di manovra dalla misura 5,5 mm

Cod. Tec. GR51
Euro


mm

Ø lama
mm

a
mm

L
mm

E56305,5X100 4,70 5,5 x 1,0 4,8 100 200
E56306,5X125 5,70 6,5 x 1,2 6,3 125 235
E56308,0X175 8,80 8,0 x 1,2 8,0 175 295

Cod. Tec. GR51
Euro


mm

Ø lama
mm

a
mm

L
mm

E56302,5X075 3,10 2,5 x 0,4 2,5
75 160E56303,0X075 3,40 3,0 x 0,5 3,0

E56303,5X100 3,70 3,5 x 0,6 3,5
100 185E56304,0X100 4,10 4,0 x 0,8 4,0

GIRAVITI PER VITI A TAGLIO

E.63Indivisible package  Suggested retail package - Unit price

ITEM: 335
Screwdriver for slotted screws, round blade in matt nickel-chrome steel with Lasertip treatment. Kraftform Plus multi-
component anti-rolling.
(Measurement 2,0 - 2,5 - 3,0 mm all the lengths are without Lasertip treatment)
(Measurement 4,0x300 and 5,5x300 are without Lasertip treatment)

Tech. Code 
mm

Ø blade
mm

a
mm

L
mm

3,5 x 0,6 3,5 200 281

4,0 x 0,8 4,0
100 198
200 298
300 398

5,5 x 1,0 5,5
125 223
200 298
300 398

Tech. Code 
mm

Ø blade
mm

a
mm

L
mm

2,0 x 0,4
2,5

60 130
2,5 x 0,4

75 145

3,0 x 0,5
3,0 80 161

4,0
150 231
200 281

3,5 x 0,6 3,5 100 181

SCREWDRIVERS FOR SLOTTED SCREWS 335

ITEM: E5640
Chrome vanadium steel blade with burnished tip. Ergonomic bi-component grip.

Tech. Code Dimensions
mm

L
mm

a
mm

6,5 x 1,2

260 150
310 200
360 250
410 300

8,0 x 1,2
270 150
295 175

10,0 x 1,6 320 200
12,0 x 2,0 9.5 250

Tech. Code Dimensions
mm

L
mm

a
mm

3,0 x 0,5
165 75
190 100

4,0 x 0,8
175 75
200 100
250 150

5,5 x 1,0
200 100
225 125

6,5 x 1,2
210 100
235 125

SCREWDRIVERS FOR SLOTTED SCREWS

ITEM: 334 SK
Screwdrivers for slotted screws, additional hexagonal for maneuver with socket, matt nickel chrome steel and
lasertip treatment Kraftform Plus multi-component anti-rolling.
(Measurement 3,5x75 mm and 4,0x90 mm without hexagonal maneuver)

Tech. Code 
mm


mm

a
mm

L
mm

7,0 x 1,2 6 - 10 125 230
9,0 x 1,6

8 - 13
150 262

10,0 x 1,6 175 287

Tech. Code 
mm


mm

a
mm

L
mm

3,5 x 0,6
4

75 156
4,0 x 0,8 90 171
5,5 x 1,0 5,5 - 6 100 198

SCREWDRIVERS FOR SLOTTED SCREWS 334 SK

ITEM: 930 A
Reinforced screwdrivers for slotted screws, driven round blade with hexagonal maneuver with socket, matt nickel-
chrome steel with Black-Point tip. Beech wood handle with double leather cap, anti-slipping which guarantees more
security, during the hammering phase.

Tech. Code 
mm


mm

a
mm

L
mm

9,0 x 1,6
13

175 301
10,0 x 1,6
12,0 x 2,0 200 326
14,0 x 2,5 16 250 390

Tech. Code 
mm


mm

a
mm

L
mm

3,5 x 0,6
8

90 192
4,5 x 0,8
5,5 x 1,0 100 202
7,0 x 1,2 10 125 236

SCREWDRIVERS WOODEN SERIES FOR SLOTTED SCREWS 930 A

ITEM: WX4000
Screwdrivers PREMIUM QUALITY for slotted screws. blade in chrome satined vanadium steel, precision tips
BLACK-TIP hardened with surface hardness 58 ± 2 HRC and torque 20% higher than the normal DIN standard
8764. ERGOFORM hypoallergenic grip handle, anti-slip, soft and comfortable, made in SANTOPRENE® which
guarantees maximum resistance for quick and accurate work. Identification of the measurement on the head of the
handle. Compliant with the directives RoHS and REACH.

Blade with hexagonal maneuvering of 5,5 mm

Tech. Code 
mm

Ø blade
mm

a
mm

L
mm

5,5 x 1,0 4,8 100 200
6,5 x 1,2 6,3 125 235
8,0 x 1,2 8,0 175 295

Tech. Code 
mm

Ø blade
mm

a
mm

L
mm

2,5 x 0,4 2,5
75 160

3,0 x 0,5 3,0
3,5 x 0,6 3,5

100 185
4,0 x 0,8 4,0

SCREWDRIVERS FOR SLOTTED SCREWS



E

E.64 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ART. 932 A
Giraviti rinforzati per viti a taglio, lama passante esagonale, ulteriore esagono per manovra con chiave, acciaio al
cromo-nichel opaco e punta Black-Point. Grazie allo scudo integrato, i giraviti 932 A si possono utilizzare anche
come scalpello o per fare leva. Impugnatura Kraftform Plus multicomponente anti-rotolamento.
(Misura mm 3,5x80 senza esagono di manovra)
(Misura mm 12x200 e 14x250 con impugnatura monocomponente)

Cod. Tec. GR53
Euro


mm


mm

a
mm

L
mm

E55679,0X150 17,94 9,0x1,6
8 - 13

150 262
E556710X175 22,72 10,0x1,6 175 287
E556712X200 27,24 12,0x2,0

10 - 16
200 317

E556714X250 38,63 14,0x2,5 250 367

Cod. Tec. GR53
Euro


mm


mm

a
mm

L
mm

E55673,5X080 7,59 3,5x0,6 5 80 161
E55674,5X090 8,40 4,5x0,8 5 - 8 90 188
E55675,5X100 10,97 5,5x1,0

6 - 10
100 205

E55677,0X125 13,52 7,0x1,2 125 230

GIRAVITI RINFORZATI PER VITI A TAGLIO 932 A

ART. E5730
Lama in acciaio al cromo vanadio con punta brunita. Impugnatura ergonomica bimateriale.

Cod. Tec. GR52
Euro

Dimensioni
mm

L
mm

a
mm

E57306,5X25 4,22 6,5 x 1,2 75 25

Cod. Tec. GR52
Euro

Dimensioni
mm

L
mm

a
mm

E57305,5X25 4,03 5,5 x 1,0 75 25

GIRAVITI TIPO CORTO PER VITI A TAGLIO

ART. 3335
Giraviti per viti a taglio, lama tonda in acciaio Inox temprato sottovuoto e punta con trattamento superficiale Lasertip.
Impugnatura Kraftform Plus multicomponente anti-rotolamento.
(Misura mm 3,0x80 senza trattamento Lasertip)

Cod. Tec. GR53
Euro


mm

Ø lama
mm

a
mm

L
mm

E55714,0X100 8,42 4,0x0,8 4 100 198
E55715,5X125 11,02 5,5x1,0 5,5 125 223

Cod. Tec. GR53
Euro


mm

Ø lama
mm

a
mm

L
mm

E55713,0X080 7,66 3,0x0,5 3 80 161
E55713,5X100 8,05 3,5x0,6 3,5 100 181

GIRAVITI INOX PER VITI A TAGLIO 3335

ART. 3334
Giraviti per viti a taglio, lama tonda in acciaio Inox temprato sottovuoto e punta con trattamento superficiale Lasertip.
Impugnatura Kraftform Plus multicomponente anti-rotolamento.

Cod. Tec. GR53
Euro


mm

Ø lama
mm

a
mm

L
mm

E557210X200 22,84 10 x 1,6 9 200 312

Cod. Tec. GR53
Euro


mm

Ø lama
mm

a
mm

L
mm

E55726,5X150 13,68 6,5 x 1,2 6 150 205
E55728,0X175 18,07 8,0 x 1,2 7 175 287

GIRAVITI INOX PER VITI A TAGLIO 3334

I prodotti sono disponibili nel CAP E

CHIAVI COMBINATE A CRICCHETTO 144T IN KIT

Cod. Tec. Pezzi

E019605 5

Prodotti correlati

E.64 Indivisible package   Suggested retail package - Unit price

ITEM: 932 A
Reinforced screwdrivers for slot-head screws, hexagonal drive additional hexagonal with maneuver with sockets,
matt nickel-chrome steel and Black-Point tip. Thanks to its integrated protection, the 932 A can also be used as a
chisel or lever. Kraftform Plus multi-component anti-rolling.
(Measurement 3,5x80 mm without maneuver)
(Measurement 12x200 and 14x250 mm with mono-component grip handle)

Tech. Code 
mm


mm

a
mm

L
mm

1.6 x 9
8 - 13

150 262
1.6 x 10 175 287
2.0 x 12

10 - 16
200 317

2.5 x 14 250 367

Tech. Code 
mm


mm

a
mm

L
mm

3,5x0,6 5 80 161
4,5x0,8 5 - 8 90 188
5,5x1,0

6 - 10
100 205

1.2 x 7 125 230

REINFORCED SCREWDRIVERS FOR SLOTTED SCREWS 932 A

ITEM: E5730
Chrome vanadium steel blade with burnished tip. Bi-material ergonomic grip.

Tech. Code Dimensions
mm

L
mm

a
mm

1.2 x 6.5 6.5 25

Tech. Code Dimensions
mm

L
mm

a
mm

1.0 x 5.5 5.5 25

SCREWDRIVERS STUBBY FOR SLOTTED SCREWS

ITEM: 3335
Screwdrivers for slotted screws, round blade in tempered stainless steel hollow shaft and Lasertip surface treatment
of the tip. Kraftform Plus multi-component anti-rolling.
(Measurement 3,0x80 mm without Lasertip treatment)

Tech. Code 
mm

Ø blade
mm

a
mm

L
mm

4,0x0,8 4 100 198
5,5x1,0 5,5 125 223

Tech. Code 
mm

Ø blade
mm

a
mm

L
mm

3,0x0,5 3 80 161
3,5x0,6 3,5 100 181

SCREWDRIVERS STAINLESS STEEL FOR SLOTTED SCREWS 3335

ITEM: 3334
Screwdrivers for slotted screws, round blade in hardened steel hollow shaft and Lasertip treatment of the tip.
Kraftform Plus grip handle multi-component anti-rolling.

Tech. Code 
mm

Ø blade
mm

a
mm

L
mm

10 x 1,6 9 200 312

Tech. Code 
mm

Ø blade
mm

a
mm

L
mm

6,5 x 1,2 6 150 205
8,0 x 1,2 7 175 287

SCREWDRIVERS STAINLESS STEEL FOR SLOTTED SCREWS 3334

The products are available in chapter E

COMBINATION RATCHET WRENCHES 144T IN SET

Tech. Code Pieces

5

Related products



E

E.65 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ART. 160I VDE
Giraviti VDE isolati fino a 1000 Volt, conformi alla normativa IEC 60900, per viti a taglio, lama tonda isolata e punta
con trattamento superficiale Lasertip. Impugnatura Kraftform Plus multicomponente anti-rotolamento.
(Misure mm 2,5x80 e 3,0x100 senza trattamento Lasertip)

Il Ø lama fa riferimento alla parte terminale priva di isolamento.

Cod. Tec. GR53
Euro


mm

Ø lama
mm

a
mm

L
mm

E56505,5X125 11,08 5,5x1,0 5,5 125 223
E56506,5X150 14,38 6,5x1,2 6,5 150 255
E56508,0X175 15,49 8,0x1,2 7 175 287
E565010X200 18,93 10,0x1,6 9 200 312

Cod. Tec. GR53
Euro


mm

Ø lama
mm

a
mm

L
mm

E56502,5X080 7,14 2,5x0,4 2,5 80 61
E56503,0X100 7,37 3,0x0,5 3

100
181E56503,5X100 7,73 3,5x0,6 3,5

E56504,0X100 9,17 4,0x0,8 4 198

GIRAVITI ISOLATI 1000 VOLT PER VITI A TAGLIO 160I VDE

Cod. Tec. GR52
Euro


mm

Ø lama
mm

a
mm

L
mm

E590003 3,56 3,0x0,5 3 65 140

ART. E5900
Giraviti cercafase unipolari per rilevare la tensione in un intervallo da 220 a 250 Volt,
impugnatura con clip.

GIRAVITI CERCAFASE UNIPOLARI 220-250 VOLT E5900

Cod. Tec. GR53
Euro


m

Ø lama
mm

a
mm

L
mm

E589803 9,10 3,0x0,5 3 70 151

ART. 247
Giraviti cercafase unipolari per rilevare la tensione in un intervallo da 150 a 250 Volt, conformi alle
normative ISO 57680/6 e VDE 0680/6. Impugnatura ergonomica con clip.

GIRAVITI CERCAFASE PER CAVI UNIPOLARI 150-250 VOLT

ART. WX4030
Giraviti PREMIUM QUALITY per viti a taglio con impugnatura e lama isolate fino a 1000 V secondo DIN EN 60900
/ VDE 0682-201. Lame in acciaio al cromo-vanadio e punte di precisione BLACK-TIP temprate con durezza
superficiale 58 ± 2 HRC e momento torcente 20% superiore alla norma DIN 8764. Impugnature ERGOFORM
ipoallergeniche, antiscivolo, morbide e confortevoli, realizzate in SANTOPRENE® che garantiscono la massima
resistenza per un lavoro veloce e di precisione. Identificazione della misura posta sulla testa dell'impugnatura.
Conforme alle direttive RoHS e REACH.

Cod. Tec. GR51
Euro


mm

a
mm

L
mm

E56454,0X100 4,30 4,0x0,8 100 200
E56455,5X125 4,90 5,5x1,0 125 225

Cod. Tec. GR51
Euro


mm

a
mm

L
mm

E56452,5X075 3,30 2,5x0,4 75 160
E56453,0X100 3,60 3,0x0,5 100 185

GIRAVITI VDE ISOLATI 1000 VOLT PER VITI A TAGLIO

Cod. Tec. GR51
Euro


mm

Ø lama
mm

a
mm

L
mm

E589703 4,95 3,0 x 0,5 3 70 145

ART. E5897
Giraviti cercafase unipolari PREMIUM QUALITY a norma VDE 0680/6.
- Campo di controllo 105-250 Volt
- Lame in acciaio al cromo vanadio satinate

GIRAVITI CERCAFASE UNIPOLARI A NORMA VDE

E.65Indivisible package  Suggested retail package - Unit price

ITEM: 160 I VDE 1000 VOLT
Screwdrivers VDE Isolated up to 1000 volts, compliant with standard regulations IEC 60900 for slotted screws,
Isolated round blade with Lasertip surface treatment of the tip. Kraftform Plus grip handle multi-component anti-
rolling (measurement 2,5x80 and 3,0x100 without Lasertip treatment).

The Ø blade refers to terminal part without Isolation.

Tech. Code 
mm

Ø blade
mm

a
mm

L
mm

1.0 x 5.5 5,5 125 223
1.2 x 6.5 6,5 150 255
1.2 x 8 7 175 287

10,0x1,6 9 200 312

Tech. Code 
mm

Ø blade
mm

a
mm

L
mm

0.4 x 2.5 2,5 80 61
3,0x0,5 3

100
181

0.6 x 3.5 3,5
0.8 x 4 4 198

SCREWDRIVERS INSULATED SERIES FOR SLOTTED SCREWS 160I VDE

Tech. Code 
mm

Ø blade
mm

a
mm

L
mm

0.6 x 3 x 65 3 65 140

ITEM: E5900
Single-pole voltage testers to detect the voltage in a range from 220 to 250 volts, handle grip with clip.

SINGLE-POLE VOLTAGE TESTERS

Tech. Code 
m

Ø blade
mm

a
mm

L
mm

3,0x0,5 3 70 151

ITEM: 247
Single-pole voltage testers for unipolar cables to direct the voltage in a range from 150 to 250 Volts,
compliant to standard regulations ISO 57680/6 and VDE 0680/6. Ergonomic grip handle clip.

SINGLE-POLE VOLTAGE TESTERS STANDARD VDE

ITEM: WX4030
Screwdrivers PREMIUM QUALITY for slotted screws with Isolated blade and handle up to 1000 V Din EN 60900 /
VDE 0682-201. Blade in chrome vanadium steel and precision tips BLACK-TIP hardened with surface hardness 58
± 2 HRC and torque 20% higher than the normal DIN standard 8764. ERGOFORM hypoallergenic grip handle, anti-
slip, soft and comfortable, made in SANTOPRENE® which guarantees maximum resistance for quick and accurate
work. Identification of the measurement on the head of the handle. Compliant with the directives RoHS and REACH.

Tech. Code 
mm

a
mm

L
mm

4,0x0,8 100 200
5,5x1,0 125 225

Tech. Code 
mm

a
mm

L
mm

2,5x0,4 75 160
3,0x0,5 100 185

SCREWDRIVERS INSULATED SERIES FOR SLOTTED SCREWS

Tech. Code 
mm

Ø blade
mm

a
mm

L
mm

3,0 x 0,5 3 70 145

ITEM: E5897
Single-pole voltage testers unipolar PREMIUM QUALITY standard VDE 0680/6.
- Field of control 105-250 Volts
- Chrome vanadium satined steel blade

SINGLE-POLE VOLTAGE TESTERS STANDARD VDE



E

E.66 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ART. 350 PH
Giraviti per viti con impronta a croce Phillips-Recess, lama tonda in acciaio cromo-nichel opaco e punta con
trattamento superficiale Lasertip. Impugnatura Kraftform Plus multicomponente anti-rotolamento.
(Misura PH0-60 - PH1-300 - PH2-300 senza trattamento Lasertip)

Cod. Tec. GR53
Euro


PH

Ø lama
mm

a
mm

L
mm

E58102X100 11,02
2 6

100 205
E58102X200 13,52 200 305
E58102X300 14,86 300 405
E58103X150 14,22 3 8 150 262

Cod. Tec. GR53
Euro


PH

Ø lama
mm

a
mm

L
mm

E58100X060 6,40 0 3 60 141
E58101X080 7,89

1 4,5
80 178

E58101X200 9,06 200 298
E58101X300 10,27 300 398

GIRAVITI PER VITI CON IMPRONTA A CROCE PHILLIPS® 350 PH

ART. E5700
Lama in acciaio al cromo vanadio con punta brunita. Impugnatura ergonomica bicomponente.

Cod. Tec. GR52
Euro


PH

a
mm

L
mm

E57002X150 5,47
2

150 260
E57002X200 5,80 200 310
E57002X300 6,87 300 410
E57003X150 6,75 3 150 270
E57004X200 8,31

4
200 320

E57004X300 9,85 300 420

Cod. Tec. GR52
Euro


PH

a
mm

L
mm

E57000X60 2,98 0 60 150
E57001X80 4,22

1

70 180
E57001X150 4,32 150 250
E57001X200 5,13 200 300
E57001X300 6,05 300 400
E57002X100 4,43

2
100 210

E57002X125 4,63 125 235

GIRAVITI PER VITI CON IMPRONTA A CROCE PHILLIPS®

ART. 350 SK PH
Giraviti per viti con impronta a croce Phillips-Recess, lama esagonale, ulteriore esagono per manovra con
chiave, acciaio cromo-nichel opaco e punta con trattamento superficiale Lasertip. Impugnatura Kraftform Plus
multicomponente anti-rotolamento.
(Misura PH0-60 senza trattamento Lasertip e senza esagono di manovra).

Cod. Tec. GR53
Euro


PH


mm

a
mm

L
mm

E58122X100 11,59 2 6 - 10 100 205
E58123X150 17,07 3 8 - 13 150 262

Cod. Tec. GR53
Euro


PH


mm

a
mm

L
mm

E58120X060 7,45 0 4 60 141
E58121X080 8,27 1 5 - 8 80 178

GIRAVITI PER VITI CON IMPRONTA A CROCE PHILLIPS® 350 SK PH

ART. 917 SPH
Giraviti rinforzati per viti con impronta a croce Phillips-Recess, lama passante esagonale, ulteriore esagono per
manovra con chiave, acciaio cromo-nichel opaco e punta Black-Point. Grazie allo scudo integrato, i giraviti 917 SPH
si possono utilizzare anche come scalpello o per fare leva. Impugnatura Kraftform Plus multicomponente anti-
rotolamento.
(Misura PH4-200 con impugnatura monocomponente).

Cod. Tec. GR53
Euro


PH


mm

a
mm

L
mm

E58133X150 19,10 3 8 - 13 150 262
E58134X200 27,76 4 10 - 16 200 317

Cod. Tec. GR53
Euro


PH


mm

a
mm

L
mm

E58131X080 9,17 1 5 - 8 80 178
E58132X100 13,02 2 6 - 10 100 205

GIRAVITI RINFORZATI PER VITI CON IMPRONTA A CROCE PHILLIPS® 917 SPH

ART. 935 SPH
Giraviti rinforzati per viti con impronta a croce Phillips-Recess, lama tonda passante con esagono per manovra con
chiave, acciaio cromo-nichel opaco e punta Black-Point. Impugnatura in legno di faggio con doppio cappuccio di
cuoio antiscivolo che garantisce maggior sicurezza durante le fasi di martellamento.

Cod. Tec. GR53
Euro


PH


mm

a
mm

L
mm

E58143X175 12,91 3 13 175 301
E58144X200 13,33 4 16 200 340

Cod. Tec. GR53
Euro


PH


mm

a
mm

L
mm

E58141X090 7,22 1 8 90 192
E58142X100 9,29 2 10 100 211

GIRAVITI SERIE LEGNO PER VITI CON IMPRONTA A CROCE PHILLIPS® 935 SPH

ART. WX4050
Giraviti PREMIUM QUALITY per viti con impronta a croce Phillips®, lame in acciaio al cromo vanadio satinate,
punte di precisione BLACK-TIP temprate con durezza superficiale 58 ± 2 HRC e momento torcente 20% superiore
alla norma DIN 8764. Impugnature ERGOFORM ipoallergeniche, antiscivolo, morbide e confortevoli, realizzate in
SANTOPRENE® che garantisce la massima resistenza per un lavoro veloce e di precisione. Identificazione della
misura posta sulla testa dell'impugnatura. Conforme alle direttive RoHS e REACH.

Lame con esagono di manovra dalla misura PH1

Cod. Tec. GR51
Euro


PH

Ø lama
mm

a
mm

L
mm

E56902X100 6,80 2 6,0 100 210
E56903X150 8,90 3 8,0 150 272

Cod. Tec. GR51
Euro


PH

Ø lama
mm

a
mm

L
mm

E56900X060 3,95 0 3,0 60 145
E56901X080 4,50 1 5,0 80 180

GIRAVITI PER VITI CON IMPRONTA A CROCE PHILLIPS®

E.66 Indivisible package   Suggested retail package - Unit price

ITEM: 350 PH
Screwdrivers for phillips screws, round blade in matt chrome-nickel steel and Blacklaser tip.
Kraftform Plus multi-component handle anti-rolling.
(Measurement PHO-60-PH1-300-PH2-300 - without laser tip treatment)

Tech. Code 
PH

Ø blade
mm

a
mm

L
mm

2 6
100 205
200 305
300 405

3 8 150 262

Tech. Code 
PH

Ø blade
mm

a
mm

L
mm

0 3 60 141

1 4,5
80 178

200 298
300 398

SCREWDRIVERS FOR PHILLIPS® SCREWS 350 PH

ITEM: E5700
Chrome vanadium steel blade with burnished tip. Bi-component ergonomic grip.

Tech. Code 
PH

a
mm

L
mm

2
150 260
200 310
300 410

3 150 270

4
9.5 320
9.5 420

Tech. Code 
PH

a
mm

L
mm

0 60 150

1

70 180
150 250
200 300
300 400

2
100 210
125 235

SCREWDRIVERS FOR PHILLIPS® SCREWS

ITEM: 350 SK PH

Screwdrivers for phillips screws hexagonal blade, additional hexagonal to maneuver with socket, matt chrome-nickel
and tip with surface treatment Lasertip. Kraftform Plus handle multi-component anti-rolling.
(Measurement PHO-60 without lasertip treatment and without hexagonal maneuver).

Tech. Code 
PH


mm

a
mm

L
mm

2 6 - 10 100 205
3 8 - 13 150 262

Tech. Code 
PH


mm

a
mm

L
mm

0 4 60 141
1 5 - 8 80 178

SCREWDRIVERS FOR PHILLIPS® SCREWS 350 SK PH

ITEM: 917 SPH
Reinforced screwdrivers for phillips screws, hexagonal drive blade, additional hexagonal for maneuver with socket,
matt chrome-nickel and black tip. Thanks to the intergrated shield the 917 SPH screwdriver can be used also as a
chisel or for lever. Kraftform Plus handle multi-component, anti-rolling.
(Measurement PH4-200 with micro-component handle).

Tech. Code 
PH


mm

a
mm

L
mm

3 8 - 13 150 262
4 10 - 16 200 317

Tech. Code 
PH


mm

a
mm

L
mm

1 5 - 8 80 178
2 6 - 10 100 205

SCREWDRIVERS REINFORCED SERIES FOR PHILLIPS® SCREWS 917 SPH

ITEM: 935 SPH
Reinforced screwdrivers for PHILLIPS® screws, round drive blade with hexagonal for maneuvers with sockets, matt
chrome-nickel with black tip. Beech wood grip handle with double leather cap anti-slip which guarantees more safety
during the hammering phases..

Tech. Code 
PH


mm

a
mm

L
mm

3 13 175 301
4 16 200 340

Tech. Code 
PH


mm

a
mm

L
mm

1 8 90 192
2 10 100 211

SCREWDRIVERS WOODEN SERIES FOR PHILLIPS® SCREWS 935 SPH

ITEM: WX4050
Screwdrivers PREMIUM QUALITY forPhillips® screws. blade in chrome satined vanadium steel, precision tips
BLACK-TIP hardened with surface hardness 58 ± 2 HRC and torque 20% higher than the normal DIN standard
8764. ERGOFORM hypoallergenic grip handle, anti-slip, soft and comfortable, made in SANTOPRENE® which
guarantees maximum resistance for quick and accurate work. Identification of the measurement on the head of the
handle. Compliant with the directives RoHS and REACH.

Blade with hexagonal maneuvering of PH1

Tech. Code 
PH

Ø blade
mm

a
mm

L
mm

2 6,0 100 210
3 8,0 150 272

Tech. Code 
PH

Ø blade
mm

a
mm

L
mm

0 3,0 60 145
1 5,0 80 180

SCREWDRIVERS FOR PHILLIPS® SCREWS



E

E.67 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ART. 162I PH VDE
Giraviti VDE isolati fino a 1000 Volt, conformi alla normativa IEC 60900, per viti con impronta a croce Phillips-
Recess, lama tonda isolata e punta con trattamento superficiale Lasertip. Impugnatura Kraftform Plus
multicomponente anti-rotolamento.
(Misura PH0-80 senza trattamento Lasertip)

Il Ø lama fa riferimento alla parte terminale priva di isolamento.

Cod. Tec. GR53
Euro


PH

Ø lama
mm

a
mm

L
mm

E58202X200 14,51 2 6 200 305
E58203X150 14,82 3 8 150 262
E58204X200 20,92 4 10 200 312

Cod. Tec. GR53
Euro


PH

Ø lama
mm

a
mm

L
mm

E58200X080 8,06 0 3
80

161
E58201X080 10,22 1 4,5 178
E58202X100 13,81 2 6 100 205

GIRAVITI ISOLATI 1000 VOLT PER VITI CON IMPRONTA A CROCE PHILLIPS® 162I PH VDE

ART. E5863
Lama in acciaio al cromo vanadio con punta brunita. Impugnatura ergonomica bicomponente.

Cod. Tec. GR52
Euro


PH

L
mm

a
mm

E58632X25 4,56 2 75 25

Cod. Tec. GR52
Euro


PH

L
mm

a
mm

E58631X25 4,37 1 75 25

GIRAVITI TIPO CORTO PER VITI CON IMPRONTA A CROCE PHILLIPS®

ART. E5750
Lama in acciaio al cromo vanadio con impronta a croce modificata utilizzabile in 3 dimensioni
diverse, PH1 - PH2 - PH3. Impugnatura ergonomica bicomponente.

GIRAVITI PER VITI CON IMPRONTA A CROCE 3 IN 1

ART. 3350 PH
Giraviti per viti con impronta a croce Phillips-Recess, lama tonda in acciaio inox temprato sottovuoto e punta con
trattamento superificiale Lasertip. Impugnatura Kraftform Plus multicomponente anti-rotolamento.
(Misura PH0-60 senza trattamento Lasertip).

Cod. Tec. GR53
Euro


PH

Ø lama
mm

a
mm

L
mm

E58182X100 13,05 2 6 100 205
E58183X150 19,22 3 8 150 262

Cod. Tec. GR53
Euro


PH

Ø lama
mm

a
mm

L
mm

E58180X060 8,05 0 3 60 141
E58181X080 9,28 1 4,5 80 178

GIRAVITI INOX PER VITI CON IMPRONTA A CROCE PHILLIPS® 3350 PH

ART. WX4080
Giraviti PREMIUM QUALITY per viti con impronta a croce Phllips®, impugnatura e lama isolate fino a 1000
V secondo DIN EN 60900 / VDE 0682-201. Lame in acciaio al cromo-vanadio e punte di precisione BLACK-
TIP temprate con durezza superficiale 58 ± 2 HRC e momento torcente 20% superiore alla norma DIN 8764.
Impugnature ERGOFORM ipoallergeniche, antiscivolo, morbide e confortevoli, realizzate in SANTOPRENE® che
garantiscono la massima resistenza per un lavoro veloce e di precisione. Identificazione della misura posta sulla
testa dell'impugnatura. Conforme alle direttive RoHS e REACH.

Cod. Tec. GR51
Euro


PH

a
mm

L
mm

E58152X100 7,00 2 100 210

Cod. Tec. GR51
Euro


PH

a
mm

L
mm

E58150X060 4,15 0 60 145
E58151X080 4,70 1 80 180

GIRAVITI VDE ISOLATI 1000 VOLT PER VITI CON IMPRONTA A CROCE PHILLIPS®

Cod. Tec. GR52
Euro


PH

Ø lama
mm

a
mm

L
mm

E5750PH 10,66 1 + 2 + 3 6,3 100 210

E.67Indivisible package  Suggested retail package - Unit price

ITEM: 162I PH VDE
VDE Isolated screwdrivers up to 1000 volt compliant with the standard regulations IEC 60900 for phillips screws with
Isolated round blade and lasertip treatment of the tip Kraftform Plus grip handle muti-component, anti-rolling.
(Measurement PHO-80 without laser tip treatment).

The Ø blade refers to the terminal part without isolation.

Tech. Code 
PH

Ø blade
mm

a
mm

L
mm

2 6 200 305
3 8 150 262
4 10 200 312

Tech. Code 
PH

Ø blade
mm

a
mm

L
mm

0 3
80

161
1 4,5 178
2 6 100 205

SCREWDRIVERS INSULATED SERIES FOR PHILLIPS® SCREWS 162I PH VDE

ITEM: E5863
Chrome vanadium steel blade, with sandblasted tip, bi-material ergonomic grip.

Tech. Code 
PH

L
mm

a
mm

2 75 25

Tech. Code 
PH

L
mm

a
mm

1 75 25

SCREWDRIVERS STUBBY SERIES FOR PHILLIPS® SCREWS

ITEM: E5750
Chrome vanadium steel blade with modification for phillips screws, utilized in 3 different
measurements, PH1 - PH2 - PH3. Ergonomic handle multi component.

SCREWDRIVERS FOR PHILLIPS® SCREWS

ITEM: 3350 PH
Screwdrivers for phillips screws, round blade in tempered stainless steel vacumed tempered and lasertip treatment
of the tip. Kraftform Plus grip handle multi-component anti-rolling.
(Measurement PH0-60 without laser tip treatment).

Tech. Code 
PH

Ø blade
mm

a
mm

L
mm

2 6 100 205
3 8 150 262

Tech. Code 
PH

Ø blade
mm

a
mm

L
mm

0 3 60 141
1 4,5 80 178

SCREWDRIVERS STAINLESS STEEL FOR PHILLIPS® SCREWS 3350 PH

ITEM: WX4080
Screwdrivers PREMIUM QUALITY for PHILLIPS® screws. Isolated blade and handle up to 1000 V DIN EN 60900
/ VDE 0682-201. Blade in chrome vanadium steel and precision tips BLACK-TIP hardened with surface hardness
58 ± 2 HRC and torque 20% higher than the normal DIN 8764. ERGOFORM grip handle, hypoallegenic, anti-slip,
soft and comfortable, made in SANTOPRENE® which guarantees maximum resistance for quick and accurate work.
Identification of the measurement of the head of the handle. Compliant with the directives RoHS and REACH.

Tech. Code 
PH

a
mm

L
mm

2 100 210

Tech. Code 
PH

a
mm

L
mm

0 60 145
1 80 180

SCREWDRIVERS INSULATED SERIES FOR PHILLIPS® SCREWS

Tech. Code 
PH

Ø blade
mm

a
mm

L
mm

1 + 2 + 3 6,3 100 210



E

E.68 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ART. E5765
Lama in acciaio al cromo vanadio con punta brunita. Impugnatura ergonomica bicomponente.

Cod. Tec. GR52
Euro


PZ

a
mm

L
mm

E57652X125 4,86

2

125 235
E57652X150 5,79 150 260
E57652X200 6,16 200 310
E57652X300 7,18 300 410
E57653X150 7,54 3 150 270
E57654X200 10,02

4
200 320

E57654X300 11,10 300 420

Cod. Tec. GR52
Euro


PZ

a
mm

L
mm

E57650X60 3,11 0 60 150
E57651X80 3,78

1

80 180
E57651X100 4,64 100 200
E57651X150 5,08 150 250
E57651X200 5,44 200 300
E57651X300 6,38 300 400
E57652X100 4,64 2 100 210

GIRAVITI PER VITI CON IMPRONTA POZIDRIV®

ART. 918 SPZ
Giraviti rinforzati per viti con impronta a croce POZIDRIV®, lama passante esagonale, ulteriore esagono per manovra
con chiave, acciaio cromo-nichel opaco e punta Black-Point. Grazie allo scudo integrato, i giraviti 917 SPH si
possono utilizzare anche come scalpello e per fare leva. Impugnatura Kraftform Plus multicomponente anti-
rotolamento.
(Misura PZ4-200 con impugnatura monocomponente)

Cod. Tec. GR53
Euro


PZ


mm

a
mm

L
mm

E57833X150 21,45 3 8 - 13 150 262
E57834X200 29,89 4 10 - 16 200 317

Cod. Tec. GR53
Euro


PZ


mm

a
mm

L
mm

E57831X080 10,52 1 5 - 8 80 178
E57832X100 14,87 2 6 - 10 100 205

GIRAVITI RINFORZATI PER VITI CON IMPRONTA A CROCE POZIDRIV® 918 SPZ

ART. 335 PZ
Giraviti per viti con impronta a croce POZIDRIV®, lama tonda in acciaio cromo-nichel opaco e punta con trattamento
superficiale Lasertip. Impugnatura Kraftform Plus multicomponente anti-rotolamento.
(Misura PZ0-60 - PZ1-300 - PZ2-300 senza trattamento Lasertip)

Cod. Tec. GR53
Euro


PZ

Ø lama
mm

a
mm

L
mm

E57772X100 12,66
2 6

100 205
E57772X200 14,82 200 305
E57772X300 15,32 300 405
E57773X150 17,55 3 8 150 262

Cod. Tec. GR53
Euro


PZ

Ø lama
mm

a
mm

L
mm

E57770X060 7,96 0 3 60 141
E57771X080 9,19

1 4,5
80 178

E57771X200 10,76 200 298
E57771X300 11,36 300 398

GIRAVITI PER VITI CON IMPRONTA A CROCE POZIDRIV® 355 PZ

ART. 355 SK PZ
Giraviti per viti con impronta a croce POZIDRIV®, lama esagonale, ulteriore esagono per manovra con chiave,
acciaio cromo-nichel opaco e punta con trattamento superficiale Lasertip. Impugnatura Kraftform Plus
multicomponente anti-rotolamento.
(Misura PZ0-60 senza trattamento Lasertip e senza esagono di manovra)

Cod. Tec. GR53
Euro


PZ


mm

a
mm

L
mm

E57792X100 14,10 2 6 - 10 100 205
E57793X150 20,48 3 8 - 13 150 262

Cod. Tec. GR53
Euro


PZ


mm

a
mm

L
mm

E57790X060 9,02 0 4 60 141
E57791X080 10,02 1 5 - 8 80 178

GIRAVITI PER VITI CON IMPRONTA A CROCE POZIDRIV® 355 SK PZ

ART. WX4100
Giraviti PREMIUM QUALITY per viti con impronta a croce POZIDRIV®, lame in acciaio al cromo vanadio satinate,
punte di precisione BLACK-TIP temprate con durezza superficiale 58 ± 2 HRC e momento torcente 20% superiore
alla norma DIN 8764. Impugnature ERGOFORM ipoallergeniche, antiscivolo, morbide e confortevoli, realizzate in
SANTOPRENE® che garantisce la massima resistenza per un lavoro veloce e di precisione. Identificazione della
misura posta sulla testa dell'impugnatura. Conforme alle direttive RoHS e REACH.

Lame con esagono di manovra dalla misura PZ1

Cod. Tec. GR51
Euro


PZ

Ø lama
mm

a
mm

L
mm

E57602X100 6,80 2 6,0 100 210
E57603X150 8,90 3 8,0 150 272

Cod. Tec. GR51
Euro


PZ

Ø lama
mm

a
mm

L
mm

E57600X060 3,95 0 3,0 60 145
E57601X080 4,50 1 5,0 80 180

GIRAVITI PER VITI CON IMPRONTA A CROCE POZIDRIV®

E.68 Indivisible package   Suggested retail package - Unit price

ITEM: E5765
Chrome vanadium steel blade, with burnished tip, bi-component ergonomic grip.

Tech. Code 
PZ

a
mm

L
mm

2

125 235
150 260
200 310
300 410

3 150 270

4
200 320
300 420

Tech. Code 
PZ

a
mm

L
mm

0 60 150

1

80 180
100 200
150 250
200 300
300 400

2 100 210

SCREWDRIVERS FOR POZIDRIV® SCREWS

ITEM: 918 SPZ
Reinforced screwdriver for POZIDRIV® screws, hexagonal drive blade, additional hexagonal for manuvers with
socket, matt chrome-nickel steel and black tip.Thanks to the intergrated shield the 917 SPH screws can be also
used a a chisel and for lever. Kraftform Plus grip handle multi-component anti-rolling.
(Measurement PZ4-200 with mono-coponent handle)

Tech. Code 
PZ


mm

a
mm

L
mm

3 8 - 13 150 262
4 10 - 16 200 317

Tech. Code 
PZ


mm

a
mm

L
mm

1 5 - 8 80 178
2 6 - 10 100 205

REINFORCED SCREWDRIVER FOR POZIDRIV® SCREWS 918 SPZ

ITEM: 335 PZ
Screwdrivers for POZIDRIV® screws, round blade in matt chrome-nickel steel and tip with lasertip treatment
Kraftform Plus multi-component anti-rolling.
(Measurement PZ0-60 - PZ1-300 - PZ2-300 without laser tip treatment)

Tech. Code 
PZ

Ø blade
mm

a
mm

L
mm

2 6
100 205
200 305
300 405

3 8 150 262

Tech. Code 
PZ

Ø blade
mm

a
mm

L
mm

0 3 60 141

1 4,5
80 178
200 298
300 398

SCREWDRIVERS FOR POZIDRIV® SCREWS 355 PZ

ITEM: 355 SK PZ
Screwdrivers for POZIDRIV® screws, hexagonal blade, additional hexagonal to maneuver with socket, matt chrome-
nickel and tip with surface treatment Lasertip. Kraftform Plus handle multi-component anti-rolling.
(Measurement PZO-60 without lasertip treatment and without hexagonal maneuver).

Tech. Code 
PZ


mm

a
mm

L
mm

2 6 - 10 100 205
3 8 - 13 150 262

Tech. Code 
PZ


mm

a
mm

L
mm

0 4 60 141
1 5 - 8 80 178

SCREWDRIVERS FOR POZIDRIV® SCREWS 355 SK PZ

ITEM: WX4100
Screwdrivers PREMIUM QUALITY for Pozidriv® screws. Blade in chrome satined vanadium steel, precision tips
BLACK-TIP hardened with surface hardness 58 ± 2 HRC and torque 20% higher than the normal DIN standard
8764. ERGOFORM hypoallergenic grip handle, anti-slip, soft and comfortable, made in SANTOPRENE® which
guarantees maximum resistance for quick and accurate work. Identification of the measurement on the head of the
handle. Compliant with the directives RoHS and REACH.

Blade with hexagonal maneuvering of PZ1

Tech. Code 
PZ

Ø blade
mm

a
mm

L
mm

2 6,0 100 210
3 8,0 150 272

Tech. Code 
PZ

Ø blade
mm

a
mm

L
mm

0 3,0 60 145
1 5,0 80 180

SCREWDRIVERS FOR POZIDRIV® SCREWS



E

E.69 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ART. 165I PZ VDE
Giraviti VDE isolati fino a 1000 Volt, conformi alla normativa IEC 60900, per viti con impronta a croce Pozidriv, lama
tonda isolata e punta con trattamento superficiale Lasertip. Impugnatura Kraftform Plus multicomponente anti-
rotolamento.
(Misura PZ0-80 e PZ4-200 senza trattamento Lasertip)

Il Ø lama fa riferimento alla parte terminale priva di isolamento

Cod. Tec. GR53
Euro


PZ

Ø lama
mm

a
mm

L
mm

E57853X150 16,90 3 8 150 262
E57854X200 21,98 4 10 200 312

Cod. Tec. GR53
Euro


PZ

Ø lama
mm

a
mm

L
mm

E57850X080 9,46 0 3
80

161
E57851X080 11,28 1 4,5 178
E57852X100 15,54 2 6 100 205

GIRAVITI ISOLATI 1000 VOLT PER VITI CON IMPRONTA A CROCE POZIDRIV® 165I PZ VDE

ART. 3355 PZ
Giraviti per viti con impronta a croce POZIDRIV®, lama tonda in acciaio inox temprato sottovuote e punta con
trattamento superficiale Lasertip. Impugnatura Kraftform Plus multicomponente anti-rotolamento.
(Misura PZ0-60 senza trattamento Lasertip)

Cod. Tec. GR53
Euro


PZ

Ø lama
mm

a
mm

L
mm

E57812X100 14,94 2 6 100 205
E57813X150 21,58 3 8 150 262

Cod. Tec. GR53
Euro


PZ

Ø lama
mm

a
mm

L
mm

E57810X060 9,17 0 3 60 141
E57811X080 10,55 1 4,5 80 178

GIRAVITI INOX PER VITI CON IMPRONTA A CROCE POZIDRIV® 3355 PZ

ART. WX4130
Giraviti PREMIUM QUALITY per viti con impronta a croce POZIDRIV®, impugnatura e lama isolate fino a 1000
V secondo DIN EN 60900 / VDE 0682-201. Lame in acciaio al cromo-vanadio e punte di precisione BLACK-
TIP temprate con durezza superficiale 58 ± 2 HRC e momento torcente 20% superiore alla norma DIN 8764.
Impugnature ERGOFORM ipoallergeniche, antiscivolo, morbide e confortevoli, realizzate in SANTOPRENE® che
garantiscono la massima resistenza per un lavoro veloce e di precisione. Identificazione della misura posta sulla
testa dell'impugnatura. Conforme alle direttive RoHS e REACH.

Cod. Tec. GR51
Euro


PZ

a
mm

L
mm

E57702X100 7,00 2 100 210

Cod. Tec. GR51
Euro


PZ

a
mm

L
mm

E57700X060 4,15 0 60 145
E57701X080 4,70 1 80 180

GIRAVITI VDE ISOLATI 1000 VOLT PER VITI CON IMPRONTA CROCE POZIDRIV®

Accuracy
Repeatability

Reliabilitymetrology

E.69Indivisible package  Suggested retail package - Unit price

ITEM: 165I PZ VDE
VDE Isolated screwdrivers up to 1000 Volt, compliant with the standard regulation IEC 60900, for POZIDRIV®
screws, round Isolated blade and lasertip treatment tip Kraftform Plus grip handle multi-component anti-rolling.
(Measurement PZ0-80 e PZ4-200 without lasertip treatment)

The Ø blade refers to the terminal part without isolation

Tech. Code 
PZ

Ø blade
mm

a
mm

L
mm

3 8 150 262
4 10 200 312

Tech. Code 
PZ

Ø blade
mm

a
mm

L
mm

0 3
80

161
1 4,5 178
2 6 100 205

SCREWDRIVERS INSULATED SERIES FOR POZIDRIV® SCREWS 165I PZ VDE

ITEM: 3355 PZ
Screwdrivers for POZIDRIV® screws, round blade in tempered stainless steel vacumed tempered and laser tip
treatment of the tip. Kraftform Plus grip handle multi-component anti-rolling.
(Measurment PZ0-60 without laser tip treatment)

Tech. Code 
PZ

Ø blade
mm

a
mm

L
mm

2 6 100 205
3 8 150 262

Tech. Code 
PZ

Ø blade
mm

a
mm

L
mm

0 3 60 141
1 4,5 80 178

SCREWDRIVERS STAINLESS STEEL FOR POZIDRIV® SCREWS 3355 PZ

ITEM: WX4130
Screwdrivers PREMIUM QUALITY for POZIDRIV® screws with Isolated blade and handle upto 1000 V Din EN
60900 / VDE 0682-201. Blade in chrome vanadium steel and precision tips BLACK- TIP hardened with surface
hardness 58 ± 2 HRC and torque 20% higher than the normal DIN standard 8764. ERGOFORM hypoallergenic grip
handle, anti-slip, soft and comfortable, made in SANTOPRENE® which guarantees maximum resistance for quick
and accurate work. Identification of the measurement on the head of the handle. Compliant with the directives RoHS
and REACH.

Tech. Code 
PZ

a
mm

L
mm

2 100 210

Tech. Code 
PZ

a
mm

L
mm

0 60 145
1 80 180

SCREWDRIVERS INSULATED SERIES FOR POZIDRIV® SCREWS



E

E.70 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ART. WX4040
Giraviti micro per elettronica e meccanica fine PREMIUM QUALITY per viti a taglio, lame in acciaio al cromo-
vanadio satinate, punte di precisione BLACK-TIP temprate. Impugnature ERGOFORM con cappuccio girevole,
ipoallergeniche, antiscivolo, morbide e confortevoli, realizzate in SANTOPRENE® che garantisce la massima
resistenza per un lavoro veloce e di precisione. Conforme alle direttive RoHS e REACH.

Cod. Tec. GR51
Euro


mm

Ø lama
mm

a
mm

L
mm

E58453,0X60 2,70 3,0x0,50 3
60 155E58454,0X60 2,70 4,0x0,80 4

Cod. Tec. GR51
Euro


mm

Ø lama
mm

a
mm

L
mm

E58451,5X60 3,00 1,5x0,23
2,5 60 155E58452,0X60 2,70 2,0x0,40

E58452,5X60 2,70 2,5x0,40

GIRAVITI MICRO PER VITI A TAGLIO

ART. WX4090
Giraviti micro per elettronica e meccanica fine PREMIUM QUALITY per viti con impronta a croce Phillips®, lame
in acciaio al cromo vanadio satinate, punte di precisione BLACK-TIP temprate. Impugnature ERGOFORM con
cappuccio girevole, ipoallergeniche, antiscivolo, morbide e confortevoli, realizzate in SANTOPRENE® che garantisce
la massima resistenza per un lavoro veloce e di precisione. Conforme alle direttive RoHS e REACH.

Cod. Tec. GR51
Euro


PH

Ø lama
mm

a
mm

L
mm

E58461X60 2,80 1 4 60 155

Cod. Tec. GR51
Euro


PH

Ø lama
mm

a
mm

L
mm

E584600X60 3,10 00 2,5
60 155E58460X60 2,80 0 3

GIRAVITI MICRO PER VITI CON IMPRONTA A CROCE PHILLIPS®

ART. WX4140
Giraviti micro per elettronica e meccanica fine PREMIUM QUALITY per viti con impronta a croce Pozidriv®, lame
in acciaio al cromo vanadio satinate, punte di precisione BLACK-TIP temprate. Impugnature ERGOFORM con
cappuccio girevole, ipoallergeniche, antiscivolo, morbide e confortevoli, realizzate in SANTOPRENE® che garantisce
la massima resistenza per un lavoro veloce e di precisione. Conforme alle direttive RoHS e REACH.

Cod. Tec. GR51
Euro


PZ

Ø lama
mm

a
mm

L
mm

E58471X60 2,80 1 4 60 155

Cod. Tec. GR51
Euro


PZ

Ø lama
mm

a
mm

L
mm

E58470X60 2,80 0 3 60 155

GIRAVITI MICRO PER VITI CON IMPRONTA A CROCE POZIDRIV®

ART. WX1957
Giraviti micro per elettronica e meccanica fine PREMIUM QUALITY per viti con testa esagonale o dadi, lame in
acciaio al cromo vanadio satinate. Impugnature ERGOFORM con cappuccio girevole, ipoallergeniche, antiscivolo,
morbide e confortevoli, realizzate in SANTOPRENE® che garantisce la massima resistenza per un lavoro veloce e di
precisione. Conforme alle direttive RoHS e REACH.

Cod. Tec. GR51
Euro


mm

Ø lama
mm

a
mm

L
mm

E14804,0X60 4,95 4,0 5,5
60 155E14805,0X60 5,20 5,0 7,0

E14806,0X60 5,30 6,0 8,5

Cod. Tec. GR51
Euro


mm

Ø lama
mm

a
mm

L
mm

E14802,5X60 4,90 2,5 4,0
60 155E14803,0X60 4,90 3 5,0

E14803,5X60 4,95 3,5 5,3

GIRAVITI MICRO CON BUSSOLA ESAGONALE

ART. WX2847
Giraviti micro per elettronica e meccanica fine PREMIUM QUALITY per viti con esagono incassato, lame in acciaio
al cromo vanadio satinate, punte di precisione BLACK-TIP temprate. Impugnature ERGOFORM con cappuccio
girevole, ipoallergeniche, antiscivolo, morbide e confortevoli, realizzate in SANTOPRENE® che garantisce la
massima resistenza per un lavoro veloce e di precisione. Conforme alle direttive RoHS e REACH.

Cod. Tec. GR51
Euro


mm

Ø lama
mm

a
mm

L
mm

E25502,0X60 2,80 2,0 2,5
60 155E25502,5X60 2,80 2,5 3

E25503,0X60 2,80 3,0 4

Cod. Tec. GR51
Euro


mm

Ø lama
mm

a
mm

L
mm

E25500,9X60 2,95 0,9
2,5 60 155E25501,3X60 2,90 1,3

E25501,5X60 2,80 1,5

GIRAVITI MICRO MASCHIO ESAGONALE

ART. WX2947
Giraviti micro per elettronica e meccanica fine PREMIUM QUALITY per viti con impronta Torx®, lame in acciaio
al cromo vanadio satinate, punte di precisione BLACK-TIP temprate. Impugnature ERGOFORM con cappuccio
girevole, ipoallergeniche, antiscivolo, morbide e confortevoli, realizzate in SANTOPRENE® che garantisce la
massima resistenza per un lavoro veloce e di precisione. Conforme alle direttive RoHS e REACH.

Cod. Tec. GR51
Euro 

Ø lama
mm

a
mm

L
mm

E341409X60 3,90 TX9
3

60 155
E341410X60 3,90 TX10
E341415X60 4,00 TX15

4E341420X60 4,00 TX20

Cod. Tec. GR51
Euro 

Ø lama
mm

a
mm

L
mm

E341405X60 4,70 TX5
2,5

60 155
E341406X60 3,90 TX6
E341407X60 3,90 TX7
E341408X60 3,90 TX8 3

GIRAVITI MICRO PER VITI CON IMPRONTA TORX®

E.70 Indivisible package   Suggested retail package - Unit price

ITEM: WX4040
Screwdrivers for electronics and fine mechanics PREMIUM QUALITY for slotted screws, blade in chrome satined
vanadium steel, precision tips BLACK-TIP hardened. ERGOFORM grip handle with swivel cap, hypoallegenic,
anti-slip, soft and comfortable, made in SANTOPRENE® which guarantees the maximum resistance for quick and
accurate work. Compliant with the directives RoHS and REACH.

Tech. Code 
mm

Ø blade
mm

a
mm

L
mm

3,0x0,50 3
60 155

4,0x0,80 4

Tech. Code 
mm

Ø blade
mm

a
mm

L
mm

1,5x0,23
2,5 60 1552,0x0,40

2,5x0,40

MICRO SCREWDRIVERS FOR SLOTTED SCREWS

ITEM: WX4090
Micro screwdrivers for electronics and fine mechanics PREMIUM QUALITY for Phillips® screws, blade in chrome
satined vanadium steel, precision tips BLACK-TIP hardened. ERGOFORM grip handle with swivel cap con ,
hypoallegenci, anti-slip, soft and comfortable, made in SANTOPRENE® which guarantees the maximum resistance
for quick and accurate work. Compliant with the directives RoHS and REACH.

Tech. Code 
PH

Ø blade
mm

a
mm

L
mm

1 4 60 155

Tech. Code 
PH

Ø blade
mm

a
mm

L
mm

00 2,5
60 155

0 3

MICRO SCREWDRIVERS FOR PHILLIPS® SCREWS

ITEM: WX4140
Screwdrivers for electronics and fine mechanics PREMIUM QUALITY for Pozidriv® screws, blade in chrome satined
vanadium steel, precision tips BLACK-TIP hardened. ERGOFORM grip handle and swivel cap, hypoallegenic, anti-
slip, soft and comfortable, made in SANTOPRENE® which guarantees maximum resistance for quick and accurate
work. Compliant with the directives RoHS and REACH.

Tech. Code 
PZ

Ø blade
mm

a
mm

L
mm

1 4 60 155

Tech. Code 
PZ

Ø blade
mm

a
mm

L
mm

0 3 60 155

MICRO SCREWDRIVERS FOR POZIDRIV® SCREWS

ITEM: WX1957
Micro screwdrivers for electronics and fine mechanics PREMIUM QUALITY for hexagonal head screws and nuts,
blade in chrome satined vanadium steel,precision tips BLACK-TIP hardened ERGOFORM grip handle swivel cap,
hypoallengenic, anti-slip, soft and comfortable, made in SANTOPRENE® which guarantees maximum resistance for
quick and accurate work. Compliant with the directives RoHS e REACH.

Tech. Code 
mm

Ø blade
mm

a
mm

L
mm

4,0 5,5
60 1555,0 7,0

6,0 8,5

Tech. Code 
mm

Ø blade
mm

a
mm

L
mm

2,5 4,0
60 1553 5,0

3,5 5,3

MICRO SCREWDRIVERS WITH HEXAGONAL SOCKET

ITEM: WX2847
Micro screwdrivers for electronics and fine mechanics PREMIUM QUALITY for hexagonal head embedded screws,
blade in chrome satined vanadium steel, precision tips BLACK-TIP hardened. ERGOFORM grip handle with swivel
cap, hypoallegenic, anti-slip, soft and comfortable, made in SANTOPRENE® which guarantees maximum resistance
for quick and accurate work. Compliant with the directives RoHS and REACH.

Tech. Code 
mm

Ø blade
mm

a
mm

L
mm

2,0 2,5
60 1552,5 3

3,0 4

Tech. Code 
mm

Ø blade
mm

a
mm

L
mm

0,9
2,5 60 1551,3

1,5

MICRO HEXAGONAL SCREWDRIVERS

ITEM: WX2947
Screwdrivers for electronic and fine mechanics PREMIUM QUALITY for Torx® screws, blade in chrome satined
vanadium steel, precision tips BLACK-TIP hardened. ERGOFORM grip handle with swivel cap, hypoallegenic, anti-
slip, soft and comfortable, made in SANTOPRENE® which guarantees maximum resistance for quick and accurate
work. Compliant with the directives RoHS and REACH.

Tech. Code 
Ø blade

mm
a

mm
L

mm
TX9

3
60 155

TX10
TX15

4
TX20

Tech. Code 
Ø blade

mm
a

mm
L

mm
TX5

2,5
60 155

TX6
TX7
TX8 3

MICRO SCREWDRIVERS FOR TORX® SCREWS



E

E.71 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ART. 2035
Giraviti Kraftform Micro per elettronica e meccanica fine, impugnatura ergonomica multicomponente con cappuccio
girevole. Lama tonda in acciaio al cromo-nichel opaco e punta Black Point, per viti a taglio.

Cod. Tec. GR53
Euro


mm

Ø Lama
mm

a
mm

L
mm

E5850254080 4,18 2,5 x 0,40 2,5

80 177
E5850305080 4,25 3,0 x 0,50 3
E5850356080 4,10 3,5 x 0,60

4E5850408080 4,66 4,0 x 0,80

Cod. Tec. GR53
Euro


mm

Ø Lama
mm

a
mm

L
mm

E5850122040 5,35 1,2 x 0,20

2
40 137E5850122540 5,24 1,2 x 0,25

E5850152340 4,70 1,5 x 0,23
E5850183060 4,70 1,8 x 0,30

60 157E5850204060 4,10 2,0 x 0,40 2,5

GIRAVITI MICRO PER VITI A TAGLIO 2035

ART. 2050 PH
Giraviti Kraftform Micro per elettronica e meccanica fine, impugnatura ergonomica multicomponente con cappuccio
girevole. Lama tonda in acciaio al cromo-nichel opaco e punta Black Point, per viti con impronta a croce Phillips-
Recess.

Cod. Tec. GR53
Euro


PH

Ø Lama
mm

a
mm

L
mm

E58511X80 5,58 1 4 80 177

Cod. Tec. GR53
Euro


PH

Ø Lama
mm

a
mm

L
mm

E585100X60 5,82 00
3 60 157E58510X60 4,70 0

GIRAVITI MICRO PER VITI CON IMPRONTA A CROCE PHILLIPS® 2050 PH

ART. 2055 PZ
Giraviti Kraftform Micro per elettronica e meccanica fine, impugnatura ergonomica multicomponente con cappuccio
girevole. Lama tonda in acciaio al cromo-nichel opaco e punta Black Point, per viti con impronta a croce POZIDRIV®.

Cod. Tec. GR53
Euro


PZ

Ø Lama
mm

a
mm

L
mm

E58521X80 5,41 1 4 80 177

Cod. Tec. GR53
Euro


PZ

Ø Lama
mm

a
mm

L
mm

E58520X60 4,86 0 3 60 157

GIRAVITI MICRO PER VITI CON IMPRONTA A CROCE POZIDRIV® 2055 PZ

ART. 2052
Giraviti Kraftform Micro per elettronica e meccanica fine, impugnatura ergonomica multicomponente con cappuccio
girevole. Lama tonda con estremità esagonale a testa sferica in acciaio al cromo-nichel opaco e punta Black Point.

Cod. Tec. GR53
Euro


mm

Ø lama
mm

a
mm

L
mm

E58552,5X60 5,89 2,5
4 60 157E58553,0X60 5,78 3,0

Cod. Tec. GR53
Euro


mm

Ø lama
mm

a
mm

L
mm

E58551,3X60 7,11 1,3
3 60 157E58551,5X60 6,89 1,5

E58552,0X60 6,35 2,0

GIRAVITI MICRO MASCHIO ESAGONALE CON TESTA SFERICA 2052

ART. 2067
Giraviti Kraftform Micro per elettronica e meccanica fine, impugnatura ergonomica multicomponente con cappuccio
girevole. Lama tonda in acciaio al cromo-nichel opaco e punta Black Point, per viti con impronta Torx®.

Cod. Tec. GR53
Euro 

Ø lama
mm

a
mm

L
mm

E585705X40 7,67 TX5
3 40 137E585706X40 6,35 TX6

Cod. Tec. GR53
Euro 

Ø lama
mm

a
mm

L
mm

E585703X40 8,74 TX3 2
40 137E585704X40 8,74 TX4 2,5

GIRAVITI MICRO PER VITI CON IMPRONTA TORX® 2067

ART. 2067 BO
Giraviti Kraftform Micro per elettronica e meccanica fine, impugnatura ergonomica multicomponente con cappuccio
girevole. Lama tonda in acciaio al cromo-nichel opaco e punta Black Point, per viti con impronta Torx® e perno di
sicurezza (BO = Punta con foro assiale).

Cod. Tec. GR53
Euro 

Ø Lama
mm

a
mm

L
mm

E585810X60 6,72 TX10
4 60 157E585815X60 7,41 TX15

E585820X60 7,41 TX20

Cod. Tec. GR53
Euro 

Ø Lama
mm

a
mm

L
mm

E585807X60 6,93 TX7
3

60 157E585808X60 6,93 TX8
E585809X60 6,72 TX9 4

GIRAVITI MICRO PER VITI CON IMPRONTA TORX® E PERNO 2067 BO

ART. 2069
Giraviti Kraftform Micro per elettronica e meccanica fine, impugnatura ergonomica multicomponente con cappuccio
girevole. Lama tonda in acciaio al cromo-nichel opaco con bussola esagonale.

Cod. Tec. GR53
Euro


mm

Ø Lama
mm

a
mm

L
mm

E58603,5X60 8,85 3,5 5,3

60 157
E58604,0X60 8,85 4,0 5,5
E58604,5X60 9,10 4,5 6,2
E58605,0X60 9,10 5,0 7

Cod. Tec. GR53
Euro


mm

Ø Lama
mm

a
mm

L
mm

E58602,0X60 9,46 2,0
4

60 157
E58602,5X60 8,32 2,5
E58603,0X60 8,32 3,0

5E58603,2X60 8,32 3,2

GIRAVITI MICRO CON BUSSOLA ESAGONALE 2069

E.71Indivisible package  Suggested retail package - Unit price

ITEM: 2035
kraftform Micro screwdrivers for electronics and fine mechanics, ergonomic grip handle multi-component with
roating cap. Round blade in matt chrome-nickel and black tip for slot-head screws.

Tech. Code 
mm

Ø blade
mm

a
mm

L
mm

0.40 x 2.5 2,5

80 177
0.50 x 3 3

3,5 x 0,60
4

4,0 x 0,80

Tech. Code 
mm

Ø blade
mm

a
mm

L
mm

1,2 x 0,20

2
40 1370.25 x 1.2

0.23 x 1.5
0.30 x 1.8

60 157
0.40 x 2 2,5

MICRO SCREWDRIVERS FOR SLOTTED SCREWS 2035

ITEM: 2050 PH
Kraftform Micro screwdrivers for electronics and fine mechanics, ergonomic grip handle multi-component with
roating cap. Round blade in matt chrome-nickel and black tip for phillips screws.

Tech. Code 
PH

Ø blade
mm

a
mm

L
mm

1 4 80 177

Tech. Code 
PH

Ø blade
mm

a
mm

L
mm

00
3 60 157

0

MICRO SCREWDRIVERS FOR PHILLIPS® SCREWS 2050 PH

ITEM: 2055 PZ
Kraftform Micro screwdrivers for electronics and fine mechanics, ergonomic grip handle multi-component with
roating cap. Round blade in matt chrome-nickel and black tip, for screws POZIDRIV®.

Tech. Code 
PZ

Ø blade
mm

a
mm

L
mm

1 4 80 177

Tech. Code 
PZ

Ø blade
mm

a
mm

L
mm

0 3 60 157

MICRO SCREWDRIVERS FOR POZIDRIV® SCREWS 2055 PZ

ITEM: 2052
Kraftform Micro screwdrivers for electronics and fine mechanics, ergonomic grip handle multi-component with
roating head. Round blade with hexagonal end and spherical head in matt chrome-nickel steel and black tip.

Tech. Code 
mm

Ø blade
mm

a
mm

L
mm

2,5
4 60 157

3,0

Tech. Code 
mm

Ø blade
mm

a
mm

L
mm

1,3
3 60 1571,5

2,0

MICRO HEXAGONAL SCREWDRIVERS WITH BALL END 2052

ITEM: 2067
Kraftform Micro screwdrivers for electronics and fine mechanics,ergonomic grip handle multi-component with
rotating cap. Round blade in matt chrome- nickel steel and black tip forTorx® screws.

Tech. Code 
Ø blade

mm
a

mm
L

mm
TX5

3 40 137
TX6

Tech. Code 
Ø blade

mm
a

mm
L

mm
TX3 2

40 137
TX4 2,5

MICRO SCREWDRIVERS FOR TORX® SCREWS 2067

ITEM: 2067 BO
Kraftform Micro screwdrivers for electronics and fine mechanics, egrogonomic grip handle multi-component with
roating cap. Round blade in chrome-nickel steel and black tip for Torx® and safety pin (BO = Tip with axial hole).

Tech. Code 
Ø blade

mm
a

mm
L

mm
TX10

4 60 157TX15
TX20

Tech. Code 
Ø blade

mm
a

mm
L

mm
TX7

3
60 157TX8

TX9 4

MICRO SCREWDRIVERS FOR TORX® SCREWS AND PIN 2067 BO

ITEM: 2069
Kraftform Micro screwdrivers for electronics and fine mechanics, ergonomic grip handle multi-component with
rotating cap. Round blade in matt chrome-nickel and hexagonal socket.

Tech. Code 
mm

Ø blade
mm

a
mm

L
mm

3,5 5,3

60 157
4,0 5,5
4,5 6,2
5,0 7

Tech. Code 
mm

Ø blade
mm

a
mm

L
mm

2,0
4

60 157
2,5
3,0

5
3,2

MICRO SCREWDRIVERS WITH HEXAGONAL SOCKET 2069



E

E.72 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ART. 1567 TORX® ESD
Giraviti Kraftform Micro ESD elettrostaticamente sicuri, conformi alla normativa DIN EN 61340-5-1, impugnatura
ergonomica multicomponente con cappuccio girevole, lama tonda in acciaio al cromo-nichel opaco e punta Black-
Point, per viti con impronta TORX®.

Cod. Tec. GR53
Euro 

Ø lama
mm

a
mm

L
mm

E587406X40 7,83 TX6 3 40 137

Cod. Tec. GR53
Euro 

Ø lama
mm

a
mm

L
mm

E587404X40 9,34 TX4 2,5
40 137E587405X40 9,02 TX5 3

GIRAVITI MICRO PER VITI CON IMPRONTA TORX® 1567 ESD

ART. 1550 PH ESD
Giraviti Kraftform Micro ESD elettrostaticamente sicuri, conformi alla normativa DIN EN 61340-5-1, impugnatura
ergonomica multicomponente con cappuccio girevole, lama tonda in acciaio al cromo-nichel opaco e punta Black-
Point, per viti con impronta a croce Phillips-Recess.

Cod. Tec. GR53
Euro


PH

Ø lama
mm

a
mm

L
mm

E58721X80 6,70 1 4 80 177

Cod. Tec. GR53
Euro


PH

Ø lama
mm

a
mm

L
mm

E587200X60 7,06 00 2,5
60 157E58720X60 6,02 0 3

GIRAVITI MICRO PER VITI CON IMPRONTA A CROCE PHILLIPS® 1550PH ESD

ART. 1578 A ESD
Giraviti Kraftform Micro ESD elettrostaticamente sicuri, conformi alla normativa DIN EN 61340-5-1, impugnatura
ergonomica multicomponente con cappuccio girevole, lama tonda in acciaio al cromo-nichel e punta Black- Point,
per viti a taglio.

Cod. Tec. GR53
Euro


mm

Ø lama
mm

a
mm

L
mm

E5870305080 4,76 3,0 x 0,50 3,0
80 177E5870356080 5,55 3,5 x 0,60

4,0E5870408080 6,11 4,0 x 0,80

Cod. Tec. GR53
Euro


mm

Ø lama
mm

a
mm

L
mm

E5870152340 5,55 1,5 x 0,23

2,5

40 137
E5870183060 5,09 1,8 x 0,30

60 157E5870204060 5,09 2,0 x 0,40
E5870254080 4,70 2,5 x 0,40 80 177

GIRAVITI MICRO PER VITI A TAGLIO 1578 A ESD

GIRAVITI MICRO PER VITI A TAGLIO E CROCE PHILLIPS® IN KIT

Cod. Tec. E588906
GR51 Euro 18,50
Pezzi 6

ART. WX4380/S6
Kit di 6 giraviti micro con supporto per elettronica e meccanica fine PREMIUM QUALITY con lame in acciaio al cromo
vanadio satinate, punte di precisione BLACK-TIP temprate. Impugnature ERGOFORM con cappuccio girevole,
ipoallergeniche, antiscivolo, morbide e confortevoli, realizzate in SANTOPRENE® che garantisce la massima resistenza
per un lavoro veloce e di precisione. Conforme alle direttive RoHS e REACH.

Composizione:
 WX4040 1,50x60 - 2,0x60 - 2,5x60 - 3,0x60 mm
 WX4090 PH00x60 - PH0x60 mm

GIRAVITI MICRO A TAGLIO E CROCE PH/PZ IN FOAM

Cod. Tec. E584810
GR51 Euro 42,00
Pezzi 10

ART. WX9600/SE10
Kit di 10 giraviti micro per elettronica e meccanica fine PREMIUM QUALITY con lame in acciaio al cromo vanadio satinate,
punte di precisione BLACK-TIP temprate. Impugnature ERGOFORM con cappuccio girevole, ipoallergeniche, antiscivolo,
morbide e confortevoli, realizzate in SANTOPRENE® che garantisce la massima resistenza per un lavoro veloce e di
precisione. Conforme alle direttive RoHS e REACH.
Completi di modulo Eva Tray per carrelli Wodex
Dimensione del modulo 200x223,5 mm - Posizione Verticale

Composizione:
WX4040 1,5x60 - 2,0x60 - 2,5x60 - 3,0x60 - 4,0x60 mm
WX4090 PH00x60 - PH0x60 - PH1x60
WX4140 PZ0x60 - PZ1x60

1/6

E.72 Indivisible package   Suggested retail package - Unit price

ITEM: 1567 TORX® ESD
Kraftform Micro ESD screwdrivers electrostatically safe, complies with the regulations DIN EN 61340-5-1,
ergonomic grip handle multi-component with roating cap. Round blade in matt chrome-nickel steel and black tip for
TORX® screws.

Tech. Code 
Ø blade

mm
a

mm
L

mm
TX6 3 40 137

Tech. Code 
Ø blade

mm
a

mm
L

mm
TX4 2,5

40 137
TX5 3

MICRO SCREWDRIVERS FOR TORX® SCREWS 1567 ESD

ITEM: 1550 PH ESD
Kraftform Micro ESD screwdrivers electrostatically safe, complies with the regulations DIN EN 61340-5-1,
ergonomic grip handle multi-component with roating cap. Round blade in matt chrome-nickel steel and black tip for
Phillips screws.

Tech. Code 
PH

Ø blade
mm

a
mm

L
mm

1 4 80 177

Tech. Code 
PH

Ø blade
mm

a
mm

L
mm

00 2,5
60 157

0 3

MICRO SCREWDRIVERS FOR PHILLIPS® SCREWS 1550PH ESD

ITEM: 1578 A ESD
Kraftform Micro ESD screwdrivers electrostatically safe, complies with the regulations DIN EN 61340-5-1,
ergonomic grip handle multi-component with roating cap. Round blade in chrome-nickel steel and black tip for slot
head screws.

Tech. Code 
mm

Ø blade
mm

a
mm

L
mm

3,0 x 0,50 3,0
80 1773,5 x 0,60

4,0
4,0 x 0,80

Tech. Code 
mm

Ø blade
mm

a
mm

L
mm

1,5 x 0,23

2,5

40 137
1,8 x 0,30

60 157
2,0 x 0,40
2,5 x 0,40 80 177

MICRO SCREWDRIVERS FOR SLOTTED SCREWS 1578 A ESD

MICRO SCREWDRIVERS FOR SLOTTED AND PHILLIPS® SCREWS IN SET

Tech. Code

Pieces 6

ITEM: WX4380/S6
Set of 6 micro screwdrivers with stand for electronics and fine PREMIUM QUALITY mechanics with satin-chrome vandium
steel BLACK-TIP hardened precision tips. ERGOFORM grip handles with swivel cap, hypollergenic, anti-slip, soft and
comfortable, made of SANTOPRENE® that guarantees maximum resistance for rast work and precision. Compliant with
RoHS and REACH.

Composition:
 WX4040 1,50x60 - 2,0x60 - 2,5x60 - 3,0x60 mm
 WX4090 PH00x60 - PH0x60 mm

MICRO SCREWDRIVERS SLOTTED AND PHILIPS PH/PZ IN FOAM

Tech. Code

Pieces 10

ITEM: WX9600/SE10
Kit of 10 micro screwdrivers for electronics and fine PREMIUM QUALITY mechanics with satin chrome vanadium steel
blades, hardened BLACK-TIP precision tips. ERGOFORM handles with swivel cap, hypoallergenic, anti-slip, soft and
comfortable, made of SANTOPRENE® that guarantees maximum resistance for fast and precise work. Complies with
RoHS and REACH directives.
Complete with Eva Tray module for Wodex trolleys
Module size 200x223.5 mm - Vertical position

Composition:
WX4040 1,5 - 2,0 - 2,5 - 3,0 - 4,0 mm
WX4090 PH00 - PH0 - PH1
WX4140 PZ0 - PZ1



E

E.73 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

GIRAVITI KRAFTFORM MICRO - KIT 2052/6

Cod. Tec. E589406
GR53 Euro 36,74
Pezzi 6

ART. 2052/6
Kit di 6 giraviti Kraftform Micro per elettronica e meccanica fine con pratico supporto da banco.

Composizione:
 2054 MICRO 0,9x40 - 1,3x40 mm
 2052 MICRO 1,5x60 - 2,0x60 - 2,5x60 - 3,0x60 mm

GIRAVITI KRAFTFORM MICRO - KIT 2035/6 A

Cod. Tec. E589006
GR53 Euro 30,17
Pezzi 6

ART. 2035/6 A
Kit di 6 giraviti Kraftform Micro per elettronica e meccanica fine con pratico supporto da banco.

Composizione:
 2050 PH MICRO PH00x60 - PH0x60 mm
 2035 MICRO 1,8x0,30x60 - 2,0x0,40x60 - 2,5x0,40x80 - 3,0x0,50x80 mm

GIRAVITI MICRO PER VITI CON IMPRONTA TORX® IN KIT

Cod. Tec. E341906
GR51 Euro 25,00
Pezzi 6

ART. WX2947/S6
Kit di 6 giraviti micro con supporto per elettronica e meccanica fine PREMIUM QUALITY con lame in acciaio al cromo
vanadio satinate, punte di precisione BLACK-TIP temprate. Impugnature ERGOFORM con cappuccio girevole,
ipoallergeniche, antiscivolo, morbide e confortevoli, realizzate in SANTOPRENE® che garantisce la massima resistenza
per un lavoro veloce e di precisione. Conforme alle direttive RoHS e REACH.

Composizione:
 WX2947 TX6x60 - TX7x60 - TX8x60 - TX9x60 - TX10x60 - TX15x60 mm

GIRAVITI MICRO MASCHIO ESAGONALE IN KIT

Cod. Tec. E255506
GR51 Euro 18,50
Pezzi 6

ART. WX2847/S6
Kit di 6 giraviti micro con supporto per elettronica e meccanica fine PREMIUM QUALITY con lame in acciaio al cromo
vanadio satinate, punte di precisione BLACK-TIP temprate. Impugnature ERGOFORM con cappuccio girevole,
ipoallergeniche, antiscivolo, morbide e confortevoli, realizzate in SANTOPRENE® che garantisce la massima resistenza
per un lavoro veloce e di precisione. Conforme alle direttive RoHS e REACH.

Composizione:
 WX2847 0,9x60 - 1,3x60 - 1,5x60 - 2,0x60 - 2,5x60 - 3,0x60 mm

E.73Indivisible package  Suggested retail package - Unit price

MICRO SCREWDRIVERS KRAFTFORM - SET 2052/6

Tech. Code

Pieces 6

ITEM: 2052/6
Set of 6 screwdrivers Kraftform Micro for electronics and fine mechanics with practical bench rack support.

Composition:
 2054 MICRO 0,9x40 - 1,3x40 mm
 2052 MICRO 1,5x60 - 2,0x60 - 2,5x60 - 3,0x60 mm

MICRO SCREWDRIVERS KRAFTFORM-SET 2035/6 A

Tech. Code

Pieces 6

ITEM: 2035/6A
Set of 6 screwdrivers Kraftform Micro for electronics and fine mechanics with practical bench rack support.

Composition:
 2050 PH MICRO PH00x60 - PH0x60 mm
 2035 MICRO 1,8x0,30x60 - 2,0x0,40x60 - 2,5x0,40x80 - 3,0x0,50x80 mm

MICRO SCREWDRIVERS FOR TORX® SCREWS IN SET

Tech. Code

Pieces 6

ITEM: WX2947/S6

Set of 6 micro screwdrivers with stand for electronics and fine PREMIUM QUALITY mechanics with satin-chrome vandium
steel BLACK-TIP hardened precision tips. ERGOFORM grip handles with swivel cap, hypollergenic, anti-slip, soft and
comfortable, made of SANTOPRENE® that guarantees maximum resistance for rast work and precision. Compliant with
RoHS and REACH.

Composition:
 WX2947 TX6x60 - TX7x60 - TX8x60 - TX9x60 - TX10x60 - TX15x60 mm

MICRO HEXAGONAL SCREWDRIVERS IN SET

Tech. Code

Pieces 6

ITEM: WX2847/S6
Set of 6 micro screwdrivers with stand for electronics and fine PREMIUM QUALITY mechanics with satin-chrome vandium
steel BLACK-TIP hardened precision tips. ERGOFORM grip handles with swivel cap, hypollergenic, anti-slip, soft and
comfortable, made of SANTOPRENE® that guarantees maximum resistance for rast work and precision. Compliant with
RoHS and REACH.

Composition:
 WX2847 0,9x60 - 1,3x60 - 1,5x60 - 2,0x60 - 2,5x60 - 3,0x60 mm



E

E.74 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

GIRAVITI PORTAINSERTI CON TESTA GIREVOLE

Cod. Tec. E588010
GR52 Euro 18,04
Lunghezza mm 105
Ø Attacco mm 3,4

ART. E5880
Giraviti portainserti con testa girevole per uso professionale.
Realizzati su macchine a controllo mediante tornitura da barra.
Corpo in alluminio sagomato diametro 12 mm, pinza in ottone.
Testa girevole estraibile arrotondata diametro 24 mm.
Pinza elastica in ottone per inserti diametro 3,4 mm. Custodia portainserti interna.

Fornito senza lame

ART. E5881
Inserti profilati in acciaio temprato con attacco cilindrico diametro mm 3,4.
Esecuzione accurata con macchine a controllo per un utilizzo professionale.

A richiesta possiamo realizzare inserti con impronte e lunghezze diverse (lotto min. 100 pezzi).

Cod. Tec. GR52
Euro  

Lunghezza
mm

Ø Attacco
mm



E5881PH0030 3,80 PH 00
-

30 3,4 10
E5881PH030 3,80 PH 0

E5881T0930 3,80
-

0,9

E5881T1530 3,80 1,5

INSERTI PER GIRAVITI CON TESTA GIREVOLE

GIRAVITI KRAFTFORM MICRO - KIT 2067/6 TORX® BO

Cod. Tec. E589606
GR53 Euro 39,54
Pezzi 6

ART. 2067/6 TORX® BO
Kit di 6 giraviti Kraftform Micro per elettronica e meccanica fine con pratico supporto da banco.

Composizione:
 2067 MICRO TX7x60 - TX8x60 - TX9x60 mm
  TORX BO TX10x60 - TX15x60 - TX20x60 mm

GIRAVITI KRAFTFORM MICRO - KIT ESD 1578 A/6

Cod. Tec. E590506
GR53 Euro 39,33
Pezzi 6

ART. 1578 A/6 ESD
Kit di 6 giraviti Kraftform Micro ESD elettrostaticamente sicuri, conformi alla normativa DIN EN 61340-5-1, con pratico
supporto da banco.

Composizione:
 1550 PH MICRO PH0x60 - PH1x80 mm
 1578 A MICRO 1,2x0,25x40 - 1,5x0,23x40 - 1,8x0,30x60 - 2,5x0,40x80 mm

E.74 Indivisible package   Suggested retail package - Unit price

BIT-HOLDER SCREWDRIVERS WITH SWIVELLING HEAD

Tech. Code

Total length mm 105
ø Joint mm 3.4

ITEM: E5880
Bit-holder screwdriver with swivelling head for professional use.
Manufactured on CNC machines by bar turning.
Shaped aluminium body, 12 mm diameter, brass pliers.
Removable swivelling rounded head, 24 mm diameter.
Elastic brass pliers for inserts with 3.4 mm diameter. Internal bit-holder case.

Supplied witout blades

ITEM: E5881
Hardened steel section inserts with cylindrical drive, 3.4mm diameter.
CNC machine precision for professional use.

On request we can make inserts with different footprints and length (min. batch 100 pieces).

Tech. Code  
Length

mm
ø Joint

mm


PH 00
-

30 3.4
PH 0

-
0.9

1.5

INSERTS FOR SWIVELLING HEAD SCREWDRIVERS

MICRO SCREWDRIVERS KRAFTFORM - SET 2067/6 TORX® BO

Tech. Code

Pieces 6

ITEM: 2067/6 TORX® BO
Set of 6 screwdrivers Kraftform Micro for electronics and fine mechanics with practical bench rack support.

Composition:
 2067 MICRO TX7x60 - TX8x60 - TX9x60 mm

TORX BO TX10x60 - TX15x60 - TX20x60 mm

MICRO SCREWDRIVERS KRAFTFORM - SET ESD 1578 A/6

Tech. Code

Pieces 6

ITEM: 1578 A/6 ESD
Set of 6 screwdrivers Kraftform Micro ESD electrostatic safety, compliant with the standard regulations DIN EN 61340-5-
1, with practical bench rack support.

Composition:
 1550 PH MICRO PH0x60 - PH1x80 mm
 1578 A MICRO mm 1,2x0,25x40 - 1,5x0,23x40 - 1,8x0,30x60 - 2,5x0,40x80 mm



E

E.75 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR51
Euro Pezzi

E608005 32,50 5

ART. WX4200/SE5
Kit di 5 giraviti PREMIUM QUALITY con lame in acciaio al cromo vanadio satinate, punte di precisione
BLACK-TIP temprate con durezza superficiale 58 ± 2 HRC e momento torcente 20% superiore alla
norma DIN 8764. Impugnature ERGOFORM ipoallergeniche, antiscivolo, morbide e confortevoli,
realizzate in SANTOPRENE® che garantisce la massima resistenza per un lavoro veloce e di
precisione. Identificazione della misura posta sulla testa dell'impugnatura. Conforme alle direttive
RoHS e REACH. Completi di modulo Eva Tray per carrelli Wodex.
Dimensione del modulo 400x223,5 mm - Posizione Orizzontale.

Composizione:
 WX4000 2,5x75 - 3,5x100 - 4,0x100 - 5,5x100 - 6,5x125 mm

Lame esagonali dalla misura 5,5 mm

GIRAVITI PER VITI A TAGLIO IN FOAM

1/3

Cod. Tec. GR51
Euro Pezzi

E608206 (43,00) 6

ART. WX4210/SE6
Kit di 6 giraviti PREMIUM QUALITY con lame in acciaio al cromo vanadio satinate, punte di precisione
BLACK-TIP temprate con durezza superficiale 58 ± 2 HRC e momento torcente 20% superiore alla
norma DIN 8764. Impugnature ERGOFORM ipoallergeniche, antiscivolo, morbide e confortevoli,
realizzate in SANTOPRENE® che garantisce la massima resistenza per un lavoro veloce e di
precisione. Identificazione della misura posta sulla testa dell'impugnatura. Conforme alle direttive
RoHS e REACH. Completi di modulo Eva Tray per carrelli Wodex.
Dimensione del modulo 400x223,5 mm - Posizione orizzontale.

Composizione:
 WX4000 5,5x100 - 6,5x125 mm
 WX4050 PH1x80 - PH2x100 mm
 WX4100 PZ1x80 - PZ2x100 mm

GIRAVITI PER VITI A TAGLIO E CROCE PH/PZ IN FOAM

1/3

ART. 12 ELECTRONICS 1
Kit di 12 giraviti Kraftform Micro per elettronica e meccanica fine con pratica custodia pieghevole da
fissare alla cintura.

Composizione:
 2050 PH MICRO PH000x40 - PH00x40 - PH0x40
M 2067 IPR MICRO 1 IPRx44
 2035 MICRO 1,5x0,23x40 - 2,5x0,35x40
 2069 MICRO 2,5x60 - 3,0x60
L 2072 Microstix® mx40
I 1429 Estrattore 3,5x1,0
 2067 MICRO - TORX BO TX8x60 - TX10x60

Cod. Tec. GR53
Euro Pezzi

E591012 72,84 12

GIRAVITI KRAFTFORM MICRO - KIT 12 ELECTRONICS 1 CON CUSTODIA

ART. KRAFTFORM KOMPAKT MICRO 11
Kit di 11 utensili Kraftform Kompakt Micro per elettronica e meccanica fine con pratica custodia
pieghevole.

Composizione:
K 1013 Kraftform Micro Giravite portainserti a cambio rapido
 851/9 C PH000x44 - PH00x44 - PH0x44
 867/9 C Torx® TX8x44
 867/9 C Torx Plus 3 IPx44
M 867/9 IPR Torx Plus 1 IPRx44
 800/9 C 2,5x0,35x44
L 872/9 Microstix® x44
 869/9 2,5x44 - 3,0x44

Cod. Tec. GR53
Euro Pezzi

E591211 93,30 11

KRAFTFORM KOMPAKT MICRO - KIT 11 ELECTRONICS 1 CON CUSTODIA

E.75Indivisible package  Suggested retail package - Unit price

Tech. Code Pieces

5

ITEM: WX4200/SE5
Set of 5 Screwdrivers PREMIUM QUALITY with blade in chrome satined vanadium steel,
precision tips BLACK-TIP hardened with a surface hardness 58 ± 2 HRC and torque 20% higher
than the normal DIN 8764. ERGOFORM hypoallegenic, anti-slip, soft and comfortable, made in
SANTOPRENE® which guarantees the maximum resistance for quick and accurate work. Identification
of the measurement on the head of the handle. Compliant with RoHS and REACH. Complete with Eva
Tray module for Wodex.
Dimension of module 400x223,5 mm - Horizontal position.

Composition:
 WX4000 2,5x75 - 3,5x100 - 4,0x100 - 5,5x100 - 6,5x125 mm

Measurement of the hexagonal blade 5,5 mm

SCREWDRIVERS FOR SLOTTED SCREWS IN FOAM

Tech. Code Pieces

6

ITEM: WX4210/SE6
Set of 6 Screwdrivers PREMIUM QUALITY with blade in chrome satined vanadium steel,
precision tips BLACK-TIP hardened with a surface hardness 58 ± 2 HRC and torque 20% higher
than the normal DIN 8764. ERGOFORM hypoallegenic, anti-slip, soft and comfortable, made in
SANTOPRENE® which guarantees the maximum resistance for quick and accurate work. Identification
of the measurement on the head of the handle. Compliant with RoHS and REACH. Complete with Eva
Tray module for Wodex.
Dimension of module 400x223,5 mm - Horizontal position.

Composition:
 WX4000 5,5x100 - 6,5x125 mm
 WX4050 PH1x80 - PH2x100 mm
 WX4100 PZ1x80 - PZ2x100 mm

SCREWDRIVERS FOR SLOTTED AND PH-PZ SCREWS IN FOAM

ITEM: 12 ELECTRONICS 1
Kit of 12 Kraftform Micro screwdrivers for electronics and fine mechanics with a practical pouch.

Composition:
 2050 PH MICRO PH000x40 - PH00x40 - PH0x40
M 2067 IPR MICRO 1 IPRx44
 2035 MICRO 1,5x0,23x40 - 2,5x0,35x40
 2069 MICRO 2,5x60 - 3,0x60
L 2072 Microstix® mx40
I 1429 Extractor 3,5x1,0
 2067 MICRO - TORX BO TX8x60 - TX10x60

Tech. Code Pieces

12

KRAFTFORM MICRO SCREWDRIVERS - KIT 12 FOR ELECTRONICS WITH POUCH

ITEM: KRAFTFORM KOMPAKT MICRO 11
Kit of 11 Kraftform Kompakt Micro tools for electronics and fine mechanics with practical folding pouch

Composition:
K 1013 Kraftform Micro Quick- change bit holder screwdriver
 851/9 C PH000x44 - PH00x44 - PH0x44
 867/9 C Torx® TX8x44
 867/9 C Torx Plus 3 IPx44
M 867/9 IPR Torx Plus 1 IPRx44
 800/9 C 2,5x0,35x44
L 872/9 Microstix® x44
 869/9 2,5x44 - 3,0x44

Tech. Code Pieces

11

KRAFTFORM MICRO SCREWDRIVERS - KIT 12 ELECTRONICS WITH POUCH



E

E.76 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

GIRAVITI KRAFTFORM PLUS - KIT 334/6

Cod. Tec. E610006
GR53 Euro 39,14
Pezzi 6

ART. 334/6
Kit di 6 giraviti con impugnatura Kraftform Plus e supporto da parete.

Composizione:
 355 PH PH1x80 - PH2x100 mm
 335 3,0x80 - 4,0x100 - 5,5x125 mm
 334 6,5x150 mm

GIRAVITI KRAFTFORM PLUS - KIT 334/355/6

Cod. Tec. E610506
GR53 Euro 39,14
Pezzi 6

ART. 334/355/6
Kit di 6 giraviti con impugnatura Kraftform Plus e supporto da parete.

Composizioni:
 355 PZ PZ1x80 - PZ2x100 mm
335 3,0x80 - 4,0x100 - 5,5x125 mm
334 6,5x150 mm

GIRAVITI KRAFTFORM PLUS - KIT 335/350/355/6

Cod. Tec. E611506
GR53 Euro 39,14
Pezzi 6

ART. 335/350/355/6
Kit di 6 giraviti con impugnatura Kraftform Plus e supporto da parete.

Composizione:
 350 PH PH1x80 - PH2x100 mm
 355 PZ PZ1x80 - PZ2x100 mm
 335 4,0x100 - 5,5x125 mm

GIRAVITI KRAFTFORM PLUS - KIT 334 SK/6

Cod. Tec. E613506
GR53 Euro 46,81
Pezzi 6

ART. 334 SK/6
Kit di 6 giraviti con impugnatura Kraftform Plus e supporto da parete.

Composizione:
 355 SK PH PH1x80 - PH2x100 mm
 334 SK 3,5x75 - 4,0x90 - 5,5x100 - 6,5x125 mm

Cod. Tec. GR51
Euro Pezzi

E608406 39,50 6

ART. WX4220/SE6
Kit di 6 giraviti PREMIUM QUALITY con lame in acciaio al cromo vanadio satinate, punte di precisione
BLACK-TIP temprate con durezza superficiale 58 ± 2 HRC e momento torcente 20% superiore alla
norma DIN 8764. Impugnature ERGOFORM ipoallergeniche, antiscivolo, morbide e confortevoli,
realizzate in SANTOPRENE® che garantisce la massima resistenza per un lavoro veloce e di
precisione. Identificazione della misura posta sulla testa dell'impugnatura. Conforme alle direttive
RoHS e REACH. Completi di modulo Eva Tray per carrelli Wodex.
Dimensione del modulo 400x223,5 mm - Posizione orizzontale.

Composizione:
 WX4000 3,5x100 - 4,0x100 - 5,5x100 - 6,5x125 mm
 WX4100 PZ1x80 - PZ2x100 mm

GIRAVITI PER VITI A TAGLIO E CROCE PZ IN FOAM
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E.76 Indivisible package   Suggested retail package - Unit price

SCREWDRIVERS KRAFTFORM PLUS SET 334/6

Tech. Code

Pieces 6

ITEM: 334/6 RACK
Set of 6 screwdrivers with Kraftform Plus handle and wall bracket rack.
Composition:
 355 PH PH1x80 - PH2x100 mm
 335 3,0x80 - 4,0x100 - 5,5x125 mm
 334 6,5x150 mm

SCREWDRIVERS KRAFTFORM PLUS - SET 334/355/6

Tech. Code

Pieces 6

ITEM: 334/355/6
Set of screwdrivers Kraftform grip handle and wall rack.
Composition:
 355 PZ PZ1x80 - PZ2x100 mm
335 3,0x80 - 4,0x100 - 5,5x125 mm
334 6,5x150 mm

SCREWDRIVERS KRAFTFROM PLUS - SET 335/350/355/6

Tech. Code

Pieces 6

ITEM: 335/350/355/6
Set of 6 screwdrivers Kraftform grip handle and wall support.

Composition:
 350 PH PH1x80 - PH2x100 mm
 355 PZ PZ1x80 - PZ2x100 mm
 335 4,0x100 - 5,5x125 mm

SCREWDRIVERS KRAFTFORM PLUS - SET 334 SK/6

Tech. Code

Pieces 6

ITEM: 334 SK/6
Set of 6 screwdrivers with Kraftform Plus grip handle and wall support.

Composition:
 355 SK PH PH1x80 - PH2x100 mm
 334 SK 3,5x75 - 4,0x90 - 5,5x100 - 6,5x125 mm

Tech. Code Pieces

6

ITEM: WX4220/SE6
Set of 6 Screwdrivers PREMIUM QUALITY, with blade in chrome satined vanadium steel,
precision tips BLACK-TIP hardened with a surface hardness 58 ± 2 HRC and torque 20% higher
than the normal DIN 8764. ERGOFORM hypoallegenic, anti-slip, soft and comfortable, made in
SANTOPRENE® which guarantees the maximum resistance for quick and accurate job. Identification
of the measurement on the head of the handle. Compliant with RoHS and REACH. Complete with Eva
Tray module for Wodex.
Dimension of module 400x223,5 mm - Horizontal position.

Composition:
 WX4000 3,5x100 - 4,0x100 - 5,5x100 - 6,5x125 mm
 WX4100 PZ1x80 - PZ2x100 mm

SCREWDRIVERS FOR SLOTTED SCREWS AND PHILLIPS PZ IN FOAM
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E.77 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

GIRAVITI CON IMPUGNATURA ERGONOMICA KIT E6091

Cod. Tec. E6091SET7
GR52 Euro 30,09
Pezzi 7

ART. E6091
Kit di 7 giraviti con impugnatura ergonomica bicomponente, lame per viti a croce Phillips, Pozidriv e per viti a taglio.

Dotazione:
  E5700 PH1x80 - PH2x100 mm
 E5765 PZ1x80 - PZ2x100 mm
  E5640 3,0x75 - 4,0x100 - 5,5x125 mm

GIRAVITI CON IMPUGNATURA ERGONOMICA KIT E6092

Cod. Tec. E6092SET7
GR52 Euro 30,09
Pezzi 7

ART. E6092
Kit di 7 giraviti con impugnatura ergonomica bicomponente, lame per viti a croce Phillips e per viti a taglio.

Dotazione:
  E5700 PH1x80 - PH2x100 mm
  E5640 3,0x75 - 4,0x100 - 5,5x125 - 6,5x150 - 8,0x175 mm

GIRAVITI KRAFTFORM PLUS - KIT 932/6

Cod. Tec. E614006
GR53 Euro 50,34
Pezzi 6

ART. 932/6
Kit di 6 giraviti rinforzati con impugnatura Kraftform Plus e supporto da parete.

Composizione:
 917 SPH PH1x80 - PH2x100 mm
 932 A 3,5x80 - 4,5x90 - 5,5x100 - 7,0x125 mm

GIRAVITI KRAFTFORM PLUS - KIT 932/918/6

Cod. Tec. E614506
GR53 Euro 50,34
Pezzi 6

ART. 932/918/6
Kit di 6 giraviti rinforzati con impugnatura Kraftform Plus e supporto da parete.

Composizione:
 918 SPZ PZ1x80 - PZ2x100 mm
 932 A 3,5x80 - 4,5x90 - 5,5x100 - 7,0x125 mm

GIRAVITI KRAFTFORM PLUS - KIT 932 S/6

Cod. Tec. E615006
GR53 Euro 60,43
Pezzi 6

ART. 932 S/6
Kit di 6 giraviti rinforzati con impugnatura Kraftform Plus e supporto da parete.

Composizione:
 918 SPHS PH1x90 - PH2x113 mm
 932 A 3,5x80 mm
 932 AS 4,5x100 - 5,5x100 - 7,0x138 mm

E.77Indivisible package  Suggested retail package - Unit price

SCREWDRIVERS WITH ERGONOMIC GRIP HANDLES SET E6091

Tech. Code

Pieces 7

ITEM: E6091
Set of 7 screwdrivers with ergonomic Bi-component grip handles, blade for phillips screws, Pozidriv and slotted-head
screws.

Included:
 E5700 PH1x80 - PH2x100 mm
 E5765 PZ1x80 - PZ2x100 mm
 E5640 3,0x75 - 4,0x100 - 5,5x125 mm

SCREWDRIVERS WITH ERGONOMIC GRIP HANDLES SET E6092

Tech. Code

Pieces 7

ITEM: E6092
Set of 7 screwdrivers with ergonomic grip Bi-component grip handles. Blade for Phillips screws and slot-head screws.

Included:
 E5700 PH1x80 - PH2x100 mm
 E5640 3,0x75 - 4,0x100 - 5,5x125 - 6,5x150 - 8,0x175 mm

SCREWDRIVERS KRAFTFORM PLUS - SET 932/6

Tech. Code

Pieces 6

ITEM: 932/6
Set of 6 reinforced screwdrivers with Kraftform Plus handle and wall bracket rack.

Composition:
 917 SPH PH1x80 - PH2x100 mm
 932 A 3,5x80 - 4,5x90 - 5,5x100 - 7,0x125 mm

SCREWDRIVERS KRAFTFORM PLUS - SET 932/918/6

Tech. Code

Pieces 6

ITEM: 932/918/6
Kit of 6 reinforced screwdrivers with Kraftform Plus handle and wall bracket rack.

Composition:
 918 SPZ PZ1x80 - PZ2x100 mm
 932 A 3,5x80 - 4,5x90 - 5,5x100 - 7,0x125 mm

SCREWDRIVERS KRAFTFORM PLUS - SET 932 S/6

Tech. Code

Pieces 6

ITEM: 932 S/6
Set of reinforced screwdrivers Kraftform Plus and wall support.

Composition:
 918 SPHS PH1x90 - PH2x113 mm
 932 A 3,5x80 mm
 932 AS 4,5x100 - 5,5x100 - 7,0x138 mm
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E.78 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

GIRAVITI KRAFTFORM PLUS - KIT 3334/6

Cod. Tec. E616006
GR53 Euro 50,74
Pezzi 6

ART. 3334/6
Kit di 6 giraviti con impugnatura Kraftform Plus - Serie Inox e supporto da parete.

Composizione:
 3350 PH PH1x80 - PH2x100 mm
 3335 3,0x80 - 4,0x100 - 5,5x125 mm
 3334 6,5x150 mm

GIRAVITI KRAFTFORM PLUS - KIT 3334/3350/3355/6

Cod. Tec. E616506
GR53 Euro 50,74
Pezzi 6

ART. 3334/3350/3355/6
Kit di 6 giraviti con impugnatura Kraftform Plus - Serie Inox e supporto da parete.

Composizione:
 3350 PH PH1x80 - PH2x100 mm
 3355 PZ PZ1x80 - PZ2x100 mm
 3335 3,5x80 mm
 3334 6,5x150 mm

Cod. Tec. GR51
Euro Pezzi

E617007 43,50 7

ART. WX4300/SE7
NORMA DIN/ISO 2380 - 8764

Kit di 7 giraviti PREMIUM QUALITY con impugnatura e lama isolate fino a 1000 V secondo DIN
EN 60900 / VDE 0682-201. Lame in acciaio al cromo vanadio con punte di precisione BLACK-TIP
temprate con durezza superficiale 58 ± 2 HRC e momento torcente 20% superiore alla norma DIN
8764. Impugnature ERGOFORM ipoallergeniche, antiscivolo, morbide e confortevoli, realizzate
in SANTOPRENE® che garantisce la massima resistenza per un lavoro veloce e di precisione.
Identificazione della misura posta sulla testa dell'impugnatura. Conforme alle direttive RoHS e
REACH. Completi di modulo Eva Tray per carrelli Wodex.
Dimensione del modulo 400x223,5 mm - Posizione orizzontale.

Composizione:
 WX4030 2,5x75 - 3,0x100 - 4,0x100 - 5,5x125 mm
 WX4130 PZ1x80 - PZ2x100 mm
 WX4190 3,0x70 mm Cercafase 105-250 Volt

GIRAVITI VDE 1000 VOLT PER VITI A TAGLIO E CROCE PZ IN FOAM
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Cod. Tec. GR51
Euro Pezzi

E617507 47,00 7

ART. WX4310/SE7
NORMA DIN/ISO 2380 - 8764

Kit di 7 giraviti PREMIUM QUALITY con impugnatura e lama isolate fino a 1000 V secondo DIN
EN 60900 / VDE 0682-201. Lame in acciaio al cromo vanadio con punte di precisione BLACK-TIP
temprate con durezza superficiale 58 ± 2 HRC e momento torcente 20% superiore alla norma DIN
8764. Impugnature ERGOFORM ipoallergeniche, antiscivolo, morbide e confortevoli, realizzate
in SANTOPRENE® che garantisce la massima resistenza per un lavoro veloce e di precisione.
Identificazione della misura posta sulla testa dell'impugnatura. Conforme alle direttive RoHS e
REACH. Completi di modulo Eva Tray per carrelli Wodex.
Dimensione del modulo 400x223,5 mm - Posizione Orizzontale

Composizione:
 WX4030 2,5x75 - 5,5x125 mm
 WX4080 PH1x80 - PH2x100 mm
 WX4130 PZ1x80 - PZ2x100 mm
 WX4190 3,0x70 mm Cercafase 105-250 Volt

GIRAVITI VDE 1000 VOLT PER VITI A TAGLIO E CROCE PH/PZ IN FOAM
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E.78 Indivisible package   Suggested retail package - Unit price

SCREWDRIVERS KRAFTFORM PLUS - SET 3334/6

Tech. Code

Pieces 6

ITEM: 3334/6
Set of 6 screwdrivers Kraftform Plus - Inox Series and wall support.

Composition:
 3350 PH PH1x80 - PH2x100 mm
 3335 3,0x80 - 4,0x100 - 5,5x125 mm
 3334 6,5x150 mm

SCREWDRIVERS KRAFTFORM PLUS - SET 3334/3350/3355/6

Tech. Code

Pieces 6

ITEM: 3334/3350/3355/6
Set of 6 screwdrivers Kraftform Plus - Inox series and wall support.

Composition:
 3350 PH PH1x80 - PH2x100 mm
 3355 PZ PZ1x80 - PZ2x100 mm
 3335 3,5x80 mm
 3334 6,5x150 mm

Tech. Code Pieces

7

ITEM: WX4300/SE7
STANDARD DIN/ISO 2380 - 8764

Set of 7 Screwdrivers PREMIUM QUALITY with Isolated blade and handle upto 1000 V DIN EN 60900
/ VDE 0682-201 with blade in chrome satined vanadium steel, precision tips BLACK-TIP hardened
with a surface hardness 58 ± 2 HRC and torque 20% higher than the normal DIN 8764. ERGOFORM
hypoallegenic, anti-slip, soft and comfortable, made in SANTOPRENE® which guarantees the
maximum resistance for quick and accurate work. Identification of the measurement of the head of the
handle. Compliant with RoHS and REACH.Complete with Eva Tray module for Wodex.
Dimension of module 400x223,5 mm - Horizontal position.

Composition:
 WX4030 2,5x75 - 3,0x100 - 4,0x100 - 5,5x125 mm
 WX4130 PZ1x80 - PZ2x100 mm
 WX4190 3,0x70 mm Single-pole 105-250 Volt

SCREWDRIVERS INSULATED SERIES FOR SLOTTED AND POZIDRIV® SCREWS IN FOAM

Tech. Code Pieces

7

ITEM: WX4310/SE7
STANDARD DIN/ISO 2380 - 8764

Set of 7 Screwdrivers PREMIUM QUALITY with Isolated blade and handle upto 1000 V DIN EN 60900
/ VDE 0682-201 with blade in chrome satined vanadium steel, precision tips BLACK-TIP hardened
with a surface hardness 58 ± 2 HRC and torque 20% higher than the normal DIN 8764. ERGOFORM
hypoallegenic, anti-slip, soft and comfortable, made in SANTOPRENE® which guarantees the
maximum resistance for quick and accurate work. Identification of the measurement of the head of the
handle. Compliant with RoHS and REACH.Complete with Eva Tray module for Wodex.
Wodex trolleys module size 400x223.5 mm - Horizontal position

Composition:
 WX4030 2,5x75 - 5,5x125 mm
 WX4080 PH1x80 - PH2x100 mm
 WX4130 PZ1x80 - PZ2x100 mm
 WX4190 3,0x70 mm Single-pole105-250 Volt

SCREWDRIVERS INSULATED SERIES FOR SLOTTED AND PH-PZ SCREWS IN FOAM
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E.79 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

GIRAVITI ISOLATI 1000 VOLT KRAFTFORM PLUS - KIT 160 I/6 VDE

Cod. Tec. E618006
GR53 Euro 34,45
Pezzi 6

ART. 160 I/6 VDE
Kit di 6 giraviti VDE isolati fino a 1000 Volt, conformi alla normativa IEC 60900, con impugnatura Kraftform Plus e
supporto da parete.

Composizione:
 162 i PH VDE PH1x80 - PH2x100 mm
 160 i VDE 2,5x80 - 3,5x100 - 4,0x100 - 5,5x125 mm

GIRAVITI ISOLATI 1000 VOLT KRAFTFORM PLUS - KIT 160 I/165 I/7 VDE

Cod. Tec. E619007
GR53 Euro 43,42
Pezzi 7

ART. 160 I/165 I/7 VDE
Kit di 7 giraviti VDE isolati fino a 1000 Volt, conformi alla normativa IEC 60900, con impugnatura Kraftform Plus e
supporto da parete.

Composizione:
 165 i PZ VDE PZ1x80 - PZ2x100 mm
 160 i VDE 2,5x80 - 3,5x100 - 4,0x100 - 5,5x125 mm
 247 3,0x70 mm Cercafase

GIRAVITI ISOLATI 1000 VOLT KRAFTFORM PLUS - KIT 160 I/7 VDE

Cod. Tec. E618507
GR53 Euro 43,42
Pezzi 7

ART. 160 I/7 VDE
Kit di 7 giraviti VDE isolati fino a 1000 Volt, conformi alla normativa IEC 60900, con impugnatura Kraftform Plus e
supporto da parete.

Composizione:
 162 i PH VDE PH1x80 - PH2x100 mm
 160 i VDE 2,5x80 - 3,5x100 - 4,0x100 - 5,5x125 mm
 247 3,0x70 mm Cercafase

I prodotti sono disponibili nel CAP E

CHIAVI A CRICCHETTO REVERSIBILE 4 IN 1

Cod. Tec. 
mm


mm

L
mm

E021404 10 x 13 17 x 19 230

Prodotti correlati

E.79Indivisible package  Suggested retail package - Unit price

SCREWDRIVERS INSULATED SERIES - SET 160 I/6 VDE

Tech. Code

Pieces 6

ITEM: 160 I/6 VDE
Set of 6 Insulated screwdrivers 1000 Volts, compliant with the standard regulations IEC 60900, Kraftform Plus grip handle
and wall support.

Compositon:
 162 i PH VDE PH1x80 - PH2x100 mm
 160 i VDE 2,5x80 - 3,5x100 - 4,0x100 - 5,5x125 mm

SCREWDRIVERS INSULATED SERIES-SET 160 I/165 I/7 VDE

Tech. Code

Pieces 7

ITEM: 160 I/165 I/7 VDE
Set of 7 VDE screwdrivers, insulated up to 1000 Volt, compliant with the standard regulations IEC 60900 standard, with
Kraftform Plus grip handle and wall rack bracket.

Composition:
 165 i PZ VDE PZ1x80 - PZ2x100 mm
 160 i VDE 2,5x80 - 3,5x100 - 4,0x100 - 5,5x125 mm
 247 3,0x70 mm Single-pole

SCREWDRIVERS INSULATED SERIES - SET 160 I/7 VDE

Tech. Code

Pieces 7

ITEM: 160 I/7 VDE
Set of 7 VDE screwdrivers, insulated up to 1000 Volt, compliant with the standard regulations IEC 60900 standard, with
Kraftform Plus handle and wall rack bracket.

Composition:
 162 i PH VDE PH1x80 - PH2x100 mm
 160 i VDE 2,5x80 - 3,5x100 - 4,0x100 - 5,5x125 mm
 247 3,0x70 mm Single-pole

The products are available in chapter E

REVERSIBLE RATCHET WRENCHES 4 IN 1

Tech. Code 
mm


mm

L
mm

10 x 13 17 x 19 230

Related products
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E.80 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ART. 300 TX
Indicatori di coppia con coppia fissa preimpostati per viti TORX®, impostati dalla fabbirca sulle coppie più
raccomandate dai maggiori produttori di utensili in metallo duro. Con segnale a scatto ben udibile e percettibile
quando si raggiunge la coppia desiderata, coppia di allentamento illimitata per svitre viti bloccate. Impugnatura
Kraftform multicomponente con protezione anti-rotolamento. Precisione: ± 10%

Cod. Tec. GR53
Euro  Nm

a
mm

L
mm

E66309 45,07 TX9 1,4
65 170E663010 46,38 TX10 2

E663015 49,46 TX15 3

Cod. Tec. GR53
Euro  Nm

a
mm

L
mm

E66306 41,32 TX6 0,6
65 170E66307 41,75 TX7 0,9

E66308 42,38 TX8 1,2

INDICATORI DI COPPIA PREIMPOSTATI PER VITI TORX® 300 TX

ART. 300 IP
Indicatori di coppia con coppia fissa preimpostata per viti TORX PLUS®, impostati dalla fabbrica sulle coppie più
raccomandate dai amggiori produttori di utensili in metallo duro. Con segnale a scatto ben udibile e percettibile
quando si raggiunge la coppia desiderata, coppia di allentamento illimitata per svitare viti bloccate. Impugnatura
Kraftform multicomponente con protezione anti-rotolamento. Precisione: ± 10%

Cod. Tec. GR53
Euro  Nm

a
mm

L
mm

E66609 47,07 9IP 1,4
65 170E666010 48,80 10IP 2

E666015 51,68 15IP 3

Cod. Tec. GR53
Euro  Nm

a
mm

L
mm

E66606 43,39 6IP 0,6
65 170E66607 43,77 7IP 0,9

E66608 44,14 8IP 1,2

INDICATORI DI COPPIA PREIMPOSTATI PER VITI TORX PLUS® 300 IP

ART. 7400
Giraviti dinamometrici della serie 7400 Kraftform con impostazione regolabile della coppia senza l'ausilio di chiavi.
Precisione di misura del ± 6% secondo DIN EN ISO 6789, con segnale a scatto ben udibile e percettibile quando
si raggiunge la coppia desiderata. Modello con tecnologia Rapidaptor con codolo esagonale 1/4" secondo DIN ISO
1173-C 6,3 - E 6,3.

Cod. Tec. GR53
Euro 

Scala
Nm

Divisione
Nm

L
mm

E66901,2-3,0 95,31 1/4 “ 1,2-3,0 0,10 155

Cod. Tec. GR53
Euro 

Scala
Nm

Divisione
Nm

L
mm

E66900,3-1,2 95,31 1/4 “ 0,3-1,2 0,05 155

GIRAVITI DINAMOMETRICI REGOLABILI 7400

ART. 775
Giraviti dinamometrici a scatto TORSIOMAX 775 per serraggi controllati in cN·m e in·lb destrorsi e
sinistrorsi, regolabili tramite scala micrometrica con disinnesto a frizione che impedisce il superamento
dei valori impostati.
La forma dell'impugnatura e la sua superficie permettono una sicura trasmissione della coppia.
Scostamento di indicazione ± 6%.
Attacco ad esagono interno da 1/4" (F 6,3 DIN 3126/ISO1173) per bits.
Corredati di certificato di collaudo.

E6695003 - Con impugnatura girevole
E6695012/030/050 - Con blocco aggiuntivo della coppia prescelta
E6695100 - Con impugnatura supplementare avvitabile

Valori di coppia espressi in cNm

Cod. Tec. GR56
Euro

Capacità
cNm

interno


L
mm

Peso
g

Figura

E6695003 289,00 2-30

F6,3-1/4E

105 99 1
E6695012 308,00 20-120 157 192

2E6695030 341,00 40-300 160 214
E6695050 349,00 100-500 205 436
E6695100 489,00 400-1000 235 762 3

GIRAVITI DINAMOMETRICI A SCATTO

I prodotti sono disponibili nel CAP E

CHIAVI COMBINATE A CRICCHETTO REVERSIBILE

Cod. Tec. 
mm

a
mm

L
mm

E020008 8 4,6 135

E020010 10 5,3 158

E020011 11 5,9 167

E020012 12 6,1 173

Prodotti correlati

E.80 Indivisible package   Suggested retail package - Unit price

ITEM: 300 TX
Torque Incicators with pre-set for Torx® screws, set by the factory on the recommended torque by the largest hard
metal tool manufactures with excess load signal that is distinct audible and perceptible when the pre-set torque
value is reached, unlimited torque loosening to unscrew blocked screws. Kraftform grip handle multi-component
with anti-rolling protection. Precision: ± 10%

Tech. Code  Nm
a

mm
L

mm
TX9 1,4

65 170TX10 2
TX15 3

Tech. Code  Nm
a

mm
L

mm
TX6 0,6

65 170TX7 0,9
TX8 1,2

TORQUE INDICATOR SCREWDRIVERS PRE-SET FOR TORX® SCREWS 300 TX

ITEM: 300 IP
Torque Indicators with pre-set for TORX PLUS® screws, set by the factory on the recommended torque by the largest
hard metal tool manufactures with excess load signal that is distinct audible and perceptible when the pre-set torque
value is reached, unlimited torque loosening to unscrew blocked screws. Kraftform grip handle multi-component
with anti-rolling protection. Precision: ± 10%

Tech. Code  Nm
a

mm
L

mm
9IP 1,4

65 17010IP 2
15IP 3

Tech. Code  Nm
a

mm
L

mm
6IP 0,6

65 1707IP 0,9
8IP 1,2

TORQUE INDICATOR SCREWDRIVERS PRE-SET FOR TORX PLUS® 300 IP

ITEM: SERIE 7400
Torque screwdrivers series Kraftform 7400 with adjustable torque value without any special tools. Precision of
measuremnt of ± 6% DIN EN ISO 6789 with excess load signal distinct audible and perceptible when the torque set
value is reached. Model with rapidaptor technology with 1/4" hexagonal drive DIN ISO 1173-C 6.3 - E 6,3.

Tech. Code 
Scale
Nm

Resolution step
Nm

L
mm

1/4” 1.2/-3.0 0,10 155

Tech. Code 
Scale
Nm

Resolution step
Nm

L
mm

1/4” 0.3/-1.2 0,05 155

ADJUSTABLE TORQUE SCREWDRIVERS 7400

ITEM: 775
TORSIOMAX 775 torque screwdrivers release mechanism for clamps in cN·m e in·lb right handed
and left-handed, ajustable with micrometric scale with clutch disengagement that prevents over run of
the set valves.
The shape of the handle and its surface allow a safe transmission of the torque.
Deviation of indication ± 6%.
Internal hes fitting 1/4" (F 6,3 DIN 3126/ISO1173) for bits.
Equipped with a test certificate.

E6695003 - With swivel handle
E6695012/030/050 - With additional block of slected torque
E6695100 - With an extra screwable handle

Expressed torque values in cNm

Tech. Code Capacity
cNm

Internal


L
mm

Weight
g

Figure

2-30

F6,3-1/4E

105 99 1
20-120 157 192

240-300 160 214
100-500 205 436

400-1000 235 762 3

TORQUE SCREWDRIVERS

The products are available in chapter E

COMBINATION WRENCHES WITH REVERSIBLE RATCHET

Tech. Code 
mm

a
mm

L
mm

8 4,6 135

10 5,3 158

11 5,9 167

12 6,1 173

Related products
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E.81 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ART. WX6350
NORMA DIN ISO 6789 - 1:2017

Chiavi dinamometriche meccaniche a slittamento, l'esclusivo meccanismo a slittamento
continuo elimina il rischio di un serraggio eccessivo.
Meccanismo a 36 denti con funzione di cricchetto per la direzione in senso orario controllato,
finestra con scala in Nm facilmente leggibile, scala micrometrica aggiuntiva per l'impostazione
del valore intermedio, pulsante che permette di bloccare in modo affidabile l'impostazione
della coppia, Impugnatura ergonomica.
Tolleranza di coppia +/- 6%.

01 - Meccanismo a cricchetto per applicazioni in senso orario
02 - Tubo in acciaio cromato robusto e resistente ideale per uso industriale
03 - Numero di serie per la tracciabilità
04 - Finestra con scala in N-m
05 - Scala micrometrica per l'impostazione precisa del valore di coppia
06 - Impugnatura ergonomica antiscivolo NBR
07 - Pulsante per il blocco dell'impostazione della coppia

Cod. Tec. GR57
Euro

Capacità
Nm

Attacco


Risoluzione
Nm

Lunghezza
mm

Peso
g

E6696005 249,00 1 - 5
1/4"

0,05
260 520E6696010 259,00 2 - 10 0,10

CHIAVI DINAMOMETRICHE A SLITTAMENTO

MANUALE
ON-LINE

ART. WX6360
NORMA DIN ISO 6789 - 1:2017

Chiavi dinamometriche meccaniche a cricchetto reversibile per il serraggio bidirezionale.
Robusto cricchetto a 72 denti con 5° di ripresa, finestra con scala facilmente leggibile in Nm,
scala micrometrica aggiuntiva per l'impostazione del valore intermedio, pulsante che permette
di bloccare in modo affidabile l'impostazione della coppia.
Impugnatura in plastica ergonomica.
Tolleranza di coppia +/- 3%.

01 - Meccanismo a cricchetto per applicazioni in senso orario e antiorario
02 - Tubo in acciaio cromato robusto e resistente ideale per uso industriale
03 - Numero di serie per la tracciabilità
04 - Finestra con scala in Nm
05 - Scala micrometrica per l'impostazione precisa del valore di coppia
06 - Impugnatura ergonomica antiscivolo NBR
07 - Pulsante per il blocco dell'impostazione della coppia

Cod. Tec. GR57
Euro

Capacità
Nm

Attacco


Risoluzione
Nm

Lunghezza
mm

Peso
g

E6697025 140,00 5 - 25 1/4" 0,10 300 500
E6697050 145,00 10 - 50 3/8" 0,25 365 560
E6697100 155,00 20 - 100

1/2"
0,50 450 1150

E6697200 165,00 40 - 200
1,00

515 1300
E6697300 195,00 60 - 300 610 1450

CHIAVI DINAMOMETRICHE CON CRICCO REVERSIBILE

MANUALE
ON-LINE

ART. WX6370
NORMA DIN ISO 6789 - 1:2017

Chiavi dinamometriche meccaniche a scatto per il serraggio bidirezionale con utensili ad
innesto standard 9x12mm.
Meccanismo a sgancio rapido per la rimozione rapida dell'utensile, finestra con scala
facilmente leggibile in Nm, scala micrometrica aggiuntiva per l'impostazione del valore
intermedio, pulsante che permette di bloccare in modo affidabile l'impostazione della coppia,
impugnatura in plastica ergonomica.
Tolleranza di coppia +/- 3%.

01 - Attacco con cavità rettangolare 9x12 mm
02 - Tubo in acciaio cromato robusto e resistente ideale per uso industriale
03 - Numero di serie per la tracciabilità
04 - Finestra con scala in Nm
05 - Scala micrometrica per l'impostazione precisa del valore di coppia
06 - Impugnatura ergonomica antiscivolo NBR
07 - Pulsante per il blocco dell'impostazione della coppia

Cod. Tec. GR57
Euro

Capacità
Nm

Attacco
mm

Risoluzione
Nm

Lunghezza
mm

Peso
g

E6698025 120,00 5 - 25
9 x 12

0,10 265 440
E6698050 125,00 10 - 50 0,25 330 530
E6698100 135,00 20 - 100 0,50 410 1030

CHIAVI DINAMOMETRICHE A SCATTO PER UTENSILI AD INNESTO

MANUALE
ON-LINE

E.81Indivisible package  Suggested retail package - Unit price

ITEM: WX6350
STANDARD DIN ISO 6789 - 1:2017

Slip mechanical torque wrenches, the exclusive slip mechanism continously eliminates the
risk of over-tightening.
36 tooth mechanism with ratchet function for clock-wise direction, window with easily readable
Nm scale, additional micrometer scale for setting the Intermediate value, button that allows to
lock in a reliable torque setting way, erogomic handle, torque tollernace +/- 6%.

01 - Ratchet mechanism for clock-wise applications
02 - Sturdy and resistant chromed steel tube Ideal for Industrial use
03 - Serial number for tracebility
04 - Window with scale in Nm
05 - Micro-meter scale for precise torque
06 - NBR anti-slip ergonomic handle
07 - Button for locking the torque setting

Tech. Code Capacity
Nm

Coupling


Resolution
Nm

Length
mm

Weight
g

1 - 5
1/4"

0,05
260 520

2 - 10 0,10

TORQUE WRENCHES

ON-LINE
MANUAL

ITEM: WX6360
STANDARD DIN ISO 6789 - 1:2017

Reversible ratchet mechanical torque wrenches for bidirectional tightenting.
Sturdy 72 tooth ratchet with 5° angle, window with easy readable scale in Nm, Additional
micrometer scale for setting the Intermediate value which makes it possible to reliably lock the
torque settiing. Ergonomic plastic handle torque tolerance +/- 3%.

01 -Ratchet mechanism for clock-wise and anti-clockwise applications
02 - Sturdy and resistant chrome steel tube, Ideal for Industrial use
03 - Serial number for traceability
04 - Window with scale in Nm
05 - Micrometer scale for the precise setting of the torque value
06 - NBR anti-slip ergonomic handle
07 - Button for locking the torque setting

Tech. Code Capacity
Nm

Coupling


Resolution
Nm

Length
mm

Weight
g

5 - 25 1/4" 0,10 300 500
10 - 50 3/8" 0,25 365 560

20 - 100
1/2"

0,50 450 1150
40 - 200

1,00
515 1300

60 - 300 610 1450

TORQUE WRENCHES WITH REVERSIBLE RATCHET

ON-LINE
MANUAL

ITEM: WX6370
STANDARD DIN ISO 6789 - 1:2017

Mechanical click-action torque wrenches for bidirectional clamping with standard coupling
tools 9x12mm.
Quick-release mechanism for quick tool removal, window with scale easily readable in Nm,
additional micrometer scale for setting the Intermediate value, a button that reliably blocks the
setting of the torque. Ergonomic plastic handle, torque tolerance +/- 3%.

01 - Connection with rectangular cavity 9x12 mm
02 - Sturdy and resistant steel chrome tube, ideal for Industrial use
03 - Serial number for traceability
04 - Window with scale in Nm
05 - Micrometer scale for the precise setting of the toque
06 - NBR anti-slip ergonomic
07 - Button for locking the torque setting

Tech. Code Capacity
Nm

Coupling
mm

Resolution
Nm

Length
mm

Weight
g

5 - 25
9 x 12

0,10 265 440
10 - 50 0,25 330 530

20 - 100 0,50 410 1030

TORQUE WRENCHES FOR INSERT TOOLS

ON-LINE
MANUAL



E

E.82 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ART. 730N
Chiavi dinamometriche meccaniche a scatto MANOSKOP® 730N con supporto per utensili ad
innesto maschio interscambiabili, blocco di sicurezza QuickRelease, impostazione rapida e
precisa grazie alla regolazione rapida QuickSelect.
Doppio segnale di arresto, perfetta leggibilità della doppia scala di lettura con differenziazione
cromatica delle indicazioni in N•m/ft•lb oppure ft•lb/in•lb, possibilità di serraggio sinistrorso con
utensili ad innesto maschio reversibile.
Impugnatura ergonomica a 2 componenti dotata di pratici inserti morbidi e resistenti a oli,
grassi, carburanti, liquidi per freni e fluidi a base fosfati.
Scostamento di indicazioni ± 3%
Corredate di rapporto di taratura

Cod. Tec. GR56
Euro

Capacità
Nm

Attacco utensili
mm

b
mm

h
mm

L
mm

L F
mm

S F
mm

E6710002 267,00 4 ÷ 20
9 x 12

28 23

275 226
17,5E6710005 286,00 10 ÷ 50 330 280,5

E6710010 311,00 20 ÷ 100 386 336
E6710012 326,00 25 ÷ 130

14 x 18

421 379

25
E6710020 354,00 40 ÷ 200 467 424
E6710040 523,00 80 ÷ 400 607 564,5
E6710065 784,00

130 ÷ 650
30,6 25,6

890 848
E6710066 808,00

22 x 28
911 900

55E6710080 989,00 160 ÷ 800 1178 1167
E6710100 1265,00 200 ÷ 1000 1363 1352

CHIAVI DINAMOMETRICHE A SCATTO CON ATTACCO AD INNESTO

ART. 721 QUICK
Chiavi dinamometriche standard MANOSKOP® 721 Quick a scatto con regolazione lampo,
doppio segnale di arresto, perfetta leggibilità della doppia scala di lettura in N•m/ft•lb grazie
alla lente d'ingrandimento.
Il corpo in robusto tubo d'acciaio protegge tutti i componenti delicati, impugnatura ergonomica
a 2 componenti dotata di pratici inserti morbidi e resistenti ad oli, grassi, carburanti, liquidi per
freni e fluidi a base di fosfati.
Scostamento di indicazione ± 4%
Corredate di rapporto di taratura.

Cod. Tec. GR56
Euro

Capacità
Nm

Attacco


b1
mm

b2
mm

h1
mm

h2
mm

L
mm

LF
mm

E6708005 319,00 6 ÷ 50 3/8"

28

27,5

23

14,5 352 293
E6708015 321,00 30 ÷ 150

1/2"
41 18

452 387
E6708020 344,00 40 ÷ 200 483 418
E6708030 396,00 60 ÷ 300 44 27,5 552 486

CHIAVI DINAMOMETRICHE A SCATTO CON CRICCO

ART. 730FIX
Chiavi dinamometriche meccaniche a scatto MANOSKOP® 730FIX con supporto per utensili
ad innesto maschio interscambiabili, blocco di sicurezza QuickRelease, impostazione rapida e
precisa grazie alla regolazione rapida QuickSelect.
Doppio segnale di arresto, perfetta leggibilità della doppia scala di lettura con differenziazione
cromatica delle indicazioni in N·m/ft·lb oppure ft·lb/in·lb, possibilità di serraggio sinistrorso con
utensili ad innesto maschio reversibili.
Possibilità di bloccare la coppia di serraggio tramite l’asportazione del pulsante di regolazione.
Impugnatura ergonomica a 2 componenti dotata di pratici inserti morbidi e resistenti ad olii,
grassi, carburanti, liquidi per freni e fluidi a base di fosfati.
Scostamento di indicazione ± 3%.
Corredate di rapporto di taratura.

Cod. Tec. GR56
Euro

Capacità
Nm

Attacco
mm

Attacco


b
mm

h
mm

L
mm

LF
mm

SF
mm

E6713005 372,90 10-50
9 x 12

3/8"

28 23

330 280,5
17,5E6713010 397,90 20-100

1/2"
386 336

E6713012 412,90 25-130

14 x 18

421 379

25
E6713020 420,90 40-200 467 424,5
E6713040 619,40 80-400

3/4"
607 564,5

E6713065 936,70 130-650 30,6 25,6 890 848

ART. 701/2
Chiavi dinamometriche elettroniche SENSOTORK® 701 dalla forma molto sottile e compatta
per coppie ridotte a partire da 1 Nm, unità di misura: N·m, cN·m, ft·lb, in·lb, misurazione
indipendente dal punto di attacco della forza, funzioni supplementari con il software
SENSOMASTER 4 scaricabile gratuitamente, possibilità di impostare la situazione di
avvitatura, valutazione del processo di avvitamento mediante LED colorati, buzzer e
vibrazione.
Scostamento di indicazione ± 4%. Corredate di rapporto di taratura.
La dotazione standard comprende 1 Batteria al litio 3,6 V, tipo 14500.

Cod. Tec. GR56
Euro

Capacità
Nm

Attacco


b
mm

h1
mm

h2
mm

L
mm

LF
mm

E6715002 425,50 1-20 1/4" 22,6 26 10 210 160

CHIAVI DINAMOMETRICHE ELETTRONICHE

E.82 Indivisible package   Suggested retail package - Unit price

ITEM: 730N
Torque wrenches MANOSKOP® 730N with tool holder for male interchangeable insert tools,
QuickRelease, safety lock, quick and precised settings thanks to QuickSelect adjustment.
Double stop signal, perfect readability of the dual reading scale chromatic difference of the
directions in Nm/ftlb and ftlb/inch, possibility of left-handed clamping with reversible male
Insert tools.
Erogomic handle of 2 components, equipped with practical soft inserts, resistant to
oil,grease,fuel
brake fluids and phosphate based fluids.
Devation of Indication ± 3%
Supplied with calibration ratio

Tech. Code Capacity
Nm

Tool coupling
mm

b
mm

h
mm

L
mm

L F
mm

S F
mm

4 ÷ 20
9 x 12

28 23

275 226
17.510 ÷ 50 330 280.5

20 ÷ 100 386 336
25 ÷ 130

14 x 18

421 379

25
40 ÷ 200 467 424
80 ÷ 400 607 564.5

130 ÷ 650
30.6 25.6

890 848

22 x 28
911 900

55160 ÷ 800 1178 1167
200 ÷ 1000 1363 1352

TORQUE WRENCHES FOR INSERT TOOLS

ITEM: 721 QUICK
Torque wrenches standard MANOSKOP® 721 QuickRelease adjustment, double stop signal,
perfect readability of the dual reading scale in N m/ft.lb thanks to the magnifying glass.
Body made from a sturdy steel tube, protects all delicate components, erogomic handle of 2
components, equipped with practical soft inserts, resistant to oil, grease, fuel, brake fluids and
phosphate based fluids.
Deviation of indication ± 4%.
Supplied with calibration ratio.

Tech. Code Capacity
Nm

Coupling


b1
mm

b2
mm

h1
mm

h2
mm

L
mm

LF
mm

6 ÷ 50 3/8”

28

27,5

23

14,5 352 293
30 ÷ 150

1/2”
41 18

452 387
40 ÷ 200 483 418
60 ÷ 300 44 27,5 552 486

TORQUE WRENCHES WITH RATCHET

ITEM: 730FIX
Torque wrenches mechanical click MANOSKOP® 730FIX with tool holder, interchangeable
male clamp, QuickRelease safety lock, quick and precised settings thanks to the rapid
QuickSelect adjustment.
Double stop signal, perfect readability of dual reading scale chromatic differentiation of
indication in N·m/ft·lb or ft·lb/in·lb,possibility of left-handed tightening with tool reversible male
coupling.
It is possible to lock the tightening torque by removing the adjustment button.
Ergonomic handle made of 2 components with practical and soft Inserts, resistant to oil,
grease,fuel,brake fluids and phosphate based fluids, deviation of indication ± 3%.
Equipped with callibration ratio.

Tech. Code Capacity
Nm

Coupling
mm

Coupling


b
mm

h
mm

L
mm

LF
mm

SF
mm

10-50
9 x 12

3/8"

28 23

330 280,5
17,5

20-100
1/2"

386 336
25-130

14 x 18

421 379

25
40-200 467 424,5
80-400

3/4"
607 564,5

130-650 30,6 25,6 890 848

ITEM: 701/2
Electronic torque wrenches SENSOTORK® 701 from a very slim and compact shape to pairs
reduced from 1 Nm, unit of measure: N·m, cN·m, ft·lb, in·lb, Idependent measurement of the
point of attachment of the force, additional functions with SENSOMASTER 4 downloadable
software for free, possibility to set the screwing situation, process evaluation screwing with
coloured LED buzzer and vibration.
Deviation of indication ± 4%. Equipped with calibration ratio.
Standard equipment includes 1 lithium Battery 3,6 V, type 14500.

Tech. Code Capacity
Nm

Coupling


b
mm

h1
mm

h2
mm

L
mm

LF
mm

1-20 1/4" 22,6 26 10 210 160

ELECTRONIC TORQUE WRENCHES



E

E.83 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ART. 730DR
Le chiavi dinamometriche elettromeccaniche 730DR hanno le stesse caratteristiche delle
chiavi 730D con l'aggiunta del cricco modello 735 (in versione HD per la chiave 65-650 Nm)

Cod. Tec. GR56
Euro

Capacità
Nm

Attacco
mm

Attacco


b
mm

h
mm

L
mm

LF
mm

SF
mm

E6709010 571,10 10 ÷ 100 9 x 12
1/2"

28 23
467 426,5 17,5

E6709020 611,50 20 ÷ 200
14 x 18

548 515
25E6709040 875,80 40 ÷ 400

3/4"
688 655

E6709065 1073,80 65 ÷ 650 30,6 25,6 870 837

CHIAVI DINAMOMETRICHE ELETTROMECCANICHE CON ATTACCO AD INNESTO E CRICCO

ART. 714R
Chiavi dinamometriche MANOSKOP® 714R a indicazione e a scatto con angolo di rotazione.
4 modalità di misura (coppia, angolo di rotazione, coppia con misura di controllo angolo di
rotazione, angolo di rotazione con misura di controllo coppia), display grafico a colori ad
alta risoluzione con spie di segnalazione laterali aggiuntive, struttura del menu liberamente
configurabile, 3 modalità di funzionamento: a scatto, Peak hold (a indicazione con
visualizzazione del valore di picco) e Track (a indicazione con visualizzazione del valore
momentaneo) interfaccia micro USB, blocco di sicurezza QuickRelease, misurazione
dell'angolo di rotazione senza braccio di riferimento, memorizzazione dei dati (≤ 2.500
processi di avvitatura o svitamento), fino a 200 casi di avvitatura o svitamento programmabili
in max. 25 programmi, possibilità di scelta tra diversi limiti di tolleranza in base alla specifica
situazione di avvitatura, valutazione acustica e ottica del caso di avvitatura, regolazione
rapida e precisa tramite tastiera, blocco automatico dei tasti, protezione contro i sovraccarichi
mediante segnale acustico e ottico di avvertimento (dx), avviso automatico per la taratura
successiva dopo l'intervallo di tempo e/o il numero di sollecitazioni, taratura e regolazione
completamente automatiche con il dispositivo di taratura e regolazione perfectControl n.
7794-2 (coppia) o 7794-3 (coppia e angolo di rotazione), unità di misura: N·m, ft·lb, in·lb,
inserimento semplice del dato di allungamento di leva per utensili ad innesto, serraggio
destrorso e sinistrorso, coppia e angolo di rotazione visibili contemporaneamente.
Risoluzione di indicazione angolo di rotazione 0,1°, scostamento di indicazione angolo di
rotazione ± 1%, ± 1 digit
Risoluzione di indicazione coppia <_ 60 N·m: 0,01 N·m; > 60 N·m: 0,1 N·m, scostamento di
indicazione coppia ± 2%, ± 1 digit
Corredate di 2 rapporti di taratura (coppia, angolo di rotazione)
La dotazione standard comprende il cricco 725/4 per la misura 1/4" e 735 per le altre misure,
il software SENSOMASTER Basic, il cavo USB, 4 batterie micro
AAA/LR03 1,5 V

Cod. Tec. GR56
Euro

Capacità
Nm

Attacco
mm

Attacco


b
mm

h
mm

L
mm

LF
mm

SF
mm

E6712001 1325,80 1 ÷ 10

9 x 12
1/4"

28 23

226 188

17,5
E6712002 1325,80 2 ÷ 20
E6712004 1392,80 4 ÷ 40 252 214
E6712006 1398,30 6 ÷ 60 3/8" 393 355
E6712010 1450,40 10 ÷ 100

1/2"
466 428

E6712020 1484,40 20 ÷ 200
14 x 18

547 516
25E6712040 1634,10 40 ÷ 400

3/4"

687 656
E6712065 1993,10 65 ÷ 650

22 x 28 30,6 25,6
890 890

55E6712080 2383,40 80 ÷ 800 1158 1158
E6712100 2517,40 100 ÷ 1000 1343 1343

CHIAVI DINAMOMETRICHE A INDICAZIONE E A SCATTO CON ANGOLO DI ROTAZIONE

E.83Indivisible package  Suggested retail package - Unit price

ITEM: 730DR
The electromechanical torque wrenches 730DR have the same features of the 730D with an
added ratchet model 735 (HD version for 65.650 Nm)

Tech. Code Capacity
Nm

Coupling
mm

Coupling


b
mm

h
mm

L
mm

LF
mm

SF
mm

10 ÷ 100 9 x 12
1/2"

28 23
467 426,5 17,5

20 ÷ 200
14 x 18

548 515
2540 ÷ 400

3/4"
688 655

65 ÷ 650 30,6 25,6 870 837

TORQUE WRENCHES ELECTROMECHANICAL WITH RATCHET INSERT TOOL

ITEM: 714R
Torque wrenches MANOSKOP® 714R Indicating and cut-out angle controlled,4 measurement
modes (torque, angle of rotation, torque with measurement of control, angle of rotation with
torque measurment control), high resolution color display with additional side indicator lights,
freely configurable menu structure, 3 operating modes: cut-out type, Peak Hold (Peak Hold
Indication) and Track (Momentary Display) Micro USB Interface, QuickRelease Lockout,
Rotation Angle Measurement Without reference arm , data storage (≤ 2,500 screwing or
unscrewing processes), up to 200 programmable screw or unscrewing cases in max. 25
programs, choice of different tolerance limits depending on the specific situation of screwing,
acoustic and visual evaluation in the case of the screws, quick and precise keyboard setting,
automatic key lock, overload protection by acoustic and optical signal warning (dx), automatic
warning for the next calibration after the time interval and / or the number of stresses,
calibration and fully automatic adjustment with the calibration and adjustment device perfect
Control n. 7794-2 (torque) or 7794-3 (torque and angle of rotation), unit of measurement: N
· m, ft · lb, in · lb, simple insertion of lever extension for clamping tools, right-hand clamping
left-hand side, torque and angle of rotation visible simultaneously.Rotation angle indication
resolution 0.1 °, angle of rotation angle difference ± 1%, ± 1 digitTorque indication resolution
<_ 60 N · m: 0.01 N · m; > 60 N · m: 0.1 N · m, torque deviation ± 2%, ± 1 digitEquipped with 2
calibration ratios (torque, angle of rotation)
Rotation angle indication resolution 0.1 °, angle of rotation angle difference ± 1%, ± 1
digitTorque indication resolution <_ 60 N · m: 0.01 N · m; > 60 N · m: 0.1 N · m, torque
deviation ± 2%, ± 1 digitEquipped with 2 calibration ratios (torque, angle of rotation)Standard
equipment includes 725/4 ratchet for 1/4 "and 735 for other measurements, SENSOMASTER
Basic software, USB cable, 4 Micro AAA / LR03 1.5 V batteries

Tech. Code Capacity
Nm

Coupling
mm

Coupling


b
mm

h
mm

L
mm

LF
mm

SF
mm

1 ÷ 10

9 x 12
1/4"

28 23

226 188

17,5
2 ÷ 20
4 ÷ 40 252 214
6 ÷ 60 3/8" 393 355

10 ÷ 100
1/2"

466 428
20 ÷ 200

14 x 18
547 516

25
40 ÷ 400

3/4"

687 656
65 ÷ 650

22 x 28 30,6 25,6
890 890

5580 ÷ 800 1158 1158
100 ÷ 1000 1343 1343

TORQUE WRENCHES INDICATING AND CLICK-TYPE ANGLE-CONTROLLED



E

E.84 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ART. 730D
Chiave dinamometriche eletrromeccaniche con segnale di scatto rilevabile acusticamente,
supporto per utensili ad innesto maschio con blocco di sicurezza QuickRelease,
impostazione rapida grazie alla pratica tastiera.
Protezione contro i sovraccarico mediante segnale di avvertimento acustico e ottico, blocco
automatico dei tasti per impedire la l'involontaria modifica delle regolazione impostata,
misurazione dell angolo di rotazione angolo senza braccio di riferimento grazie all' iimpiego
dei modulo angolare di rotazione n. 7395-1, funziona adi indicazione anche per le coppie
sinistrrorse. Unità di misura: N · m, ft · lb, in · lb con possibilità di scelta tra diversi limiti di
tolleranza in base alla specifica situazione di avvitature, valutazione visiva della specifica
situazione di avvitature mediante segnalazione verde e rossa sul display.
Protezione supplementare delle preimpostazioni eseguite tramite codice PIN possibilità di
memorizzare, fino a 7.500 dati di serraggio, interfaccia USB, avvisio automatico per la taratura
successiva. Scostamento di indicazione. ± 2%, maniglia con manopola ± 1 digit
Impugnatura a 2 componenti dotata di pratici inserti morbidi e resistente ad 'olio, grassi,
carburante, liquidi per freni e fluidi a base di fosfati

Dotazione:
- Robusta valigetta di plastica (mis. 40-100 in cassette in lamiera d'acciaio)
- Batterie da 1,5V (possono essere utilizzate anche batterie ricaricabili mignon
NiMH AA/LR6 12V)

- Certificato di taratura

Cod. Tec. GR56
Euro

Capacità
Nm

Attacco
mm

b
mm

h
mm

L
mm

LF
mm

SF
mm

E6705010 492,10 10 ÷ 100 9 x 12
28 23

467 426,5 11,5
E6705020 529,50 20 ÷ 200

14 x 18
548 515

25E6705040 753,80 40 ÷ 400 688 655
E6705050 933,80 65 ÷ 650 30,6 25,6 870 837

CHIAVI DINAMOMETRICHE ELETTROMECCANICHE CON ATTACCO AD INNESTO

Cod. Tec. GR56
Euro Compatibile

Software
Mod.

Cavo
m

E6706SOFT 145,20 Universale 7732 1.5

ART. 7759-4
Utile per la documentazione e la gestione dei dati delle misurazioni in un PC.
Lettura dei dati memorizzati delle chiavi e dei serraggi memorizzati con possibilità di salvataggio
del numero di identificazione del serraggio, numero di serie dell'utente, data e ora del processo
del serraggio, coppia nominale o angolo di rotazione nominale, coppia di scatto, tolleranze.

Requsiti di sistema PC:
- Sistema operativo Microsoft Windows 98 SE o compatibile con supporto USB
- Attacco USB
- Driver ODBC installato per dati MS-Access

ADATTATORI USB CAVO CON CONNETTORE JACK E SOFTWARE

ART. 713R
Chiavi dinamometriche elettroniche ad angolo di rotazione SENSOTORK® 713R dall'impiego
semplice e flessibile controllato da menu su ampio display, range di misurazione
particolarmente ampio (da 5% a 100% del valore nominale), blocco di sicurezza
QuickRelease, per serraggio destrorso e sinistrorso, misurazione indipendente dal
punto di attacco della forza, unità di misura: N·m, ft·lb, in·lb, possibilità di regolazione del
momento di preavviso dei segnali ottici, sensibili ed acustici, coppia e angolo di rotazione
visibili contemporaneamente, pratica misurazione dell’angolo di rotazione senza braccio di
riferimento in un range dell’angolo di rotazione estremamente ampio, possibilità di regolazione
delle singole lunghezze degli utensili ad innesto, possibilità di riepilogo dei casi di avvitamento
ricorrenti in uno schema di flusso controllato da menu, salvataggio dei processi di avvitatura o
svitamento, possibilità di denominazione identificativa individuale, protezione da involontaria
modifica della regolazione impostata e da interventi di estranei mediante password, conforme
a DKD-R 3-7, classe 2
Scostamento di indicazione dell’angolo di rotazione ± 1°, scostamento di indicazione ± 1%
Corredate di rapporto di taratura
La dotazione standard comprende il cricco 735 e 2 batterie mignon da 1,5 V.

Cod. Tec. GR56
Euro

Capacità
Nm

Attacco
mm

Attacco


b
mm

h
mm

L
mm

LF
mm

SF
mm

E6714006 1431,10 3 ÷ 60 9 x 12 3/8"
50 33,5

378 299 17,5
E6714020 1516,30 10 ÷ 200

14 x 18
1/2" 608 524

25E6714040 1662,80 20 ÷ 400 3/4" 838 750

CHIAVI DINAMOMETRICHE A INDICAZIONE CON ANGOLO DI ROTAZIONE

SF

L

h

b

LF

E.84 Indivisible package   Suggested retail package - Unit price

ITEM: 730D
Electromechanical torque wrench with tactile and acoustic signal,mount for interchangeable
insert tools with QuickRelease safety lock, quick setting keyboard.Overload protection with
acoustic and visual warning signal, automatic block to prevent unintentional adjustment of the
setting, measurement angle of rotation without reference arm thanks to the use of angular
module ofrotation n. 7395-1, anti-clockwise torque. Measurement Units: N · m,ft · lb, in · lb
with the possibility of choosing between different tolerance limits depending on the specific
situation of screwing, visual evaluation of the specific screw situation by means of a green and
red warning on the display.Additional protection of pre-sets by PIN code possibility tostore, up
to 7,500 clamping data, USB interface, automatic calibration alertnext. Deviation of indication
± 2%, handle with knob ± 1 digit
2-component handle practical soft and oil-resistant inserts, grease, fuel, brake fluids and
phosphate-based fluids.

Supplied with:
- Sturdy plastic case (40-100 in steel sheet cassettes)
- Battery 1.5V (Rechargeable mignon batteries can also be used
NiMH AA / LR6 12V)

- Certificate of callibration

Tech. Code Capacity
Nm

Coupling
mm

b
mm

h
mm

L
mm

LF
mm

SF
mm

10 ÷ 100 9 x 12
28 23

467 426,5 11,5
20 ÷ 200

14 x 18
548 515

2540 ÷ 400 688 655
65 ÷ 650 30,6 25,6 870 837

TORQUE WRENCHES ELECTROMECHANICAL WITH MOUNT FOR INSERTS

Tech. Code Compatible
Item

Software
Mod.

Cable
m

Universal 7732 1.5

ITEM: 7759-3
For documentation and management of measurement data on a PC.
Reading of stored data relating to wrenches and clamping; possibility to save the
clamping ID, user serial number; date and time of the clamping process, rated torque or rated
rotation angle, release torque, allowances.

PC system requirements:
- Microsoft Windows 98 SE operating system or compatible with USB support
- USB plug
- Installed ODBC driver for MS-Access data

USB CABLE ADAPTER WITH JACK CONNECTOR AND SOFTWARE

ITEM: 713R
SENSOTORK® 713R rotary angle controlled rotating angle wrenches, simple and flexible,
controlled by wide-screen menus, particularly wide range ranges (from 5% to 100% of nominal
value) QuickRelease lock for right and left-hand clamping, measurement independent of
the force attachment point, measurement unit: N · m, ft · lb, · lb, possibility of adjusting the
moment of notice of visual signals, tactile and acoustic, torque and angle of rotation visible
simultaneously, practical rotation angle measurement without reference arm in an extremely
wide range of rotation angles, possibility of adjusting the individual lengths of the clamping
tools, recapitulation of recurrent screwing events in a menu controlled flow control, rescue of
screwing or unscrewing processes, possibility of individual identification, protection from in
voluntary modification of the set regulation and password intervention, according to DKD-R
3-7, class 2
Deviation of rotation angle indication ± 1°, indication deviation ± 1%
Equipped with calibration ratio
The standard equipment includes the ratchet 735 and 2 1.5V mignon batteries.

Tech. Code Capacity
Nm

Coupling
mm

Coupling


b
mm

h
mm

L
mm

LF
mm

SF
mm

3 ÷ 60 9 x 12 3/8"
50 33,5

378 299 17,5
10 ÷ 200

14 x 18
1/2" 608 524

25
20 ÷ 400 3/4" 838 750

TORQUE WRENCHES INDICATING AND CLICK-TYPE ANGLE-CONTROLLED



E

E.85 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR56
Euro Precisione

Peso
g

E6707ANG 489,90 ± 1% 387

ART. 7395-1
DBGM, per la misurazione dell'angolo di rotazione senza braccio di riferimento.
Per chiave dinamometrica N° 730D con vecchie versioni software possono essere integrate.
Tramite un semplice fissaggio del modulo e collegamento con all'interfaccia della chiave
dinamometrica viene reso possibile con la chive N° 730D un serraggio delle viti ad angolo di
rotazione.
In funzione della modalità operativa selezionata, la chiave dinamometrica si disattiva al
raggiungimento dell'angolo di rotazione impostato oppure emette un segnale acustico.
Il prodotto include una mini pila 1,5 V.

MODULI PER ANGOLO DI ROTAZIONE PER LA CHIAVE 730D

ART. SMARTCHECK
Strumenti di prova e controllo per chiavi dinamometriche, versatili e maneggevoli.
Grazie alle dimensioni compatte, alla possibilità di montaggio orizzontale o verticale e al display
orientabile, questi strumenti trovano spazio quasi ovunque, e sono facili da utilizzare. In brevissimo
tempo è possibile determinare se si tratta di una chiave dinamometrica che opera entro le tolleranze
prescritte o se invece è necessaria una regolazione. Sono disponibili tre modi operativi (Track, First
Peak, Peak Hold) e tre unità di misura (N·m, ft·lb, in·lb), è inoltre possibile impostare individualmente
coppie target e tolleranze per la valutazione del valore misurato.
Utilizzo e guida utente di facile comprensione per rapidità di intervento, risultati affidabili ed elevata
sicurezza.
Scostamento di indicazione ± 1%.
Funzionamento tramite alimentatore 230 Volt o con batterie (4 x AAA 1,5V oppure 1 x batteria
rettangolare 9V, adattatore incluso).

Cod. Tec. GR56
Euro

Capacità
Nm

Attacco


b
mm

h
mm

t
mm

Peso
Kg

E6730001 (1349,10) 1-10 1/4"

120 124 167

5,2
E6730010 (1414,50) 10-100 3/8" 5,3
E6730040 (1407,70) 40-400

3/4" 5,6E6730080 (1461,10) 80-800

STRUMENTI DI CONTROLLO DINAMOMETRICO

ART. WX6550
Cricchi reversibili a 52 denti con innesto 9x12 mm per chiavi dinamometriche.

Cod. Tec. GR57
Euro

Capacità
Nm

Attacco
mm

Attacco


Denti
b

mm
h

mm
s

mm
E6716010 48,00 100 9 x 12 1/2" 52 34 38 17,5

CRICCHI AD INNESTO 9X12 MM PER CHIAVI DINAMOMETRICHE

b h

s

E.85Indivisible package  Suggested retail package - Unit price

Tech. Code Accuracy
Weight

g
± 1% 387

ITEM: 7395-1
DBGM, for the measurement of the rotation angle without reference arm.
For torque wrench no. 730D older versions of the software can be integrated.
Through a simple fixing and connection of the module with the wrench interface it is possible
the tightening of the screws at an angle of rotation using the wrench no. 730D.
Based on the selected operation mode, the torque wrench is released after achieving the
rotation angle or an acoustic alarm is emitted.
The product includes a mini 1.5 V battery.

MODULES FOR ROTATION ANGLE FOR 730D WRENCHES

ITEM: SMARTCHECK
Test and control instruments for torque wrenches, versatile and manageable keys.Thanks to the
compact dimensions, the possibility of horizontal or vertical mounting and display orientable, these
tools find space almost everywhere, and are easy to use. In a very short time it is possible to
determine whether it is a torque wrench working within the tolerancesor if a regulation is required.
There are three operating modes available (Track, First Peak, Peak Hold) and three units of
measure (N · m, ft · lb, in · lb) can also be set individually target pairs and tolerances for evaluating
the measured value. User-friendly operation and user guide for quick response, reliable and high
performance safety.
Deviation of indication ± 1%.
Operation via 230 Volt or battery charger (4 x AAA 1.5V or 1 x battery rectangular 9V, adapter
included).

Tech. Code Capacity
Nm

Coupling


b
mm

h
mm

T
mm

Weight
Kg

1-10 1/4"

120 124 167

5,2
10-100 3/8" 5,3
40-400

3/4" 5,6
80-800

TEST AND CONTROL INSTRUMENTS FOR TORQUE WRENCHES

ITEM: WX6550
Reversible 52 tooth ratchets with 9x12 mm coupling for torque wrenches.

Tech. Code Capacity
Nm

Coupling
mm

Coupling


Teeth
b

mm
h

mm
s

mm
100 9 x 12 1/2" 52 34 38 17,5

RATCHET INSERTS 9X12 MM FOR TORQUE WRENCHES



E

E.86 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ART. 725QR
Cricchi reversibili ad innesto con blocco di sicurezza QuickRelease per chiavi
dinamometriche.

Cod. Tec. GR56
Euro

Capacità
Nm

Attacco
mm

Attacco


Denti
b

mm
h

mm
s

mm
E6720004 92,00 40

9 x 12
1/4" 22 22 13,8 17,5

E6720005 92,50
100

3/8"
30 29 18 28E6720010 99,00

1/2"E6720020 102,00 200 14 x 18 36 41 22,3 38,5

CRICCHI AD INNESTO CON BLOCCO DI SICUREZZA

ART. 735 - 735HD
Cricchi reversibili ad innesto con dentatura fine per chiavi dinamometriche.

Cod. Tec. GR56
Euro

Capacità
Nm

Attacco
mm

Attacco


Denti
b

mm
h

mm
s

mm
E6717005 78,00

100 9 x 12
3/8"

60

33 24 17,5E6717010 81,00
1/2"E6717020 83,00 300

14 x 28
43 26

25E6717040 122,00 400
3/4"

50 31,5
E6717065 140,00

650
58 36 30

E6717066 196,00 22 x 28 61 35 55

CRICCHI AD INNESTO CON DENTATURA FINE

b h

s

ART. 735/100
Cricchi reversibili ad innesto con quadro passante per chiavi dinamometriche.

Cod. Tec. GR56
Euro

Capacità
Nm

Attacco
mm

Attacco


Denti
b

mm
h

mm
s

mm
E6718100 428,00 1000 22 x 28 3/4" 30 76 42 55

CRICCHI AD INNESTO CON QUADRO PASSANTE

ART. WX6500
Chiavi a bocca con innesto 9x12 mm per chiavi dinamometriche.
Acciaio al cromo-vanadio, finitura satinata.

Cod. Tec. GR57
Euro


mm

Attacco
mm

b
mm

h
mm

s
mm

Peso
g

E671908 20,82 8

9 x 12

22,1
5,7 17,5

38
E671910 20,82 10 24,8 42
E671913 20,82 13 28,8 46
E671915 21,36 15 33,5

7,7 20
56

E671917 22,74 17 37,7 58
E671919 22,74 19 41,6 64

CHIAVI A BOCCA CON INNESTO 9X12 MM PER CHIAVI DINAMOMETRICHE

E.86 Indivisible package   Suggested retail package - Unit price

ITEM: 725QR
Reversible ratchet Insert tools with safety lock for torque wrenches.

Tech. Code Capacity
Nm

Coupling
mm

Coupling


Teeth
b

mm
h

mm
s

mm
1/4”

9 x 12
1/4" 14.5 17.5 13,8 17,5

3/8”
3/8"

14.5 29 18 28
1/2"

1/2” 14 x 18 36 41 22,3 38,5

RATCHET INSERTS WITH SAFETY LOCK

ITEM: 735 - 735HD
Reversible ratchet Insert tools with fine tooth for torque wrenches.

Tech. Code Capacity
Nm

Coupling
mm

Coupling


Teeth
b

mm
h

mm
s

mm

100 9 x 12
3/8"

60

17.5 24 17,5
1/2"

300
14 x 28

43 26
25

3/4”
3/4"

50 31,5

650
58 36 30

22 x 28 61 35 55

RATCHET INSERTS WITH FINE TOOTH DENTURE

ITEM: 735/100
Reversible ratchet Insert tools with push through square drive for torque wrenches.

Tech. Code Capacity
Nm

Coupling
mm

Coupling


Teeth
b

mm
h

mm
s

mm
1000 22 x 28 3/4" 30 76 42 55

RATCHET INSERTS WITH PUSH THROUGH SQUARE DRIVE

ITEM: WX6500
Plug-In open head wrenches 9x12 mm for toque wrenches.
Chrome-vanadium steel, satin finish.

Tech. Code 
mm

Coupling
mm

b
mm

h
mm

s
mm

Weight
g

8

9 x 12

22,1
5,7 17,5

38
10 24,8 42
13 28,8 46
15 33,5

7,7 20
56

17 37,7 58
19 41,6 64

PLUG-IN OPEN ENDED WRENCHES 9X12 MM FOR TORQUE WRENCHES



E

E.87 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ART. 731/10
Chiavi a bocca con innesto 9x12 mm per chiavi dinamometriche.

Cod. Tec. GR56
Euro


mm

Attacco
mm

b
mm

h
mm

S
mm

Peso
g

E672107 38,00 7

9 x 12

22 5,0

17,5

40
E672108 34,30 8 39
E672109 (37,10) 9

26 5,5
38

E672110 32,10 10 42
E672111 34,00 11 41
E672112 35,80 12

30 7,0
43

E672113 32,00 13 48
E672114 32,00 14

35 8,0
52

E672115 34,30 15 51
E672116 32,00 16

38 8,5
58

E672117 32,00 17 60
E672118 33,10 18

42 9,0 20,0
71

E672119 32,10 19 74

CHIAVI A BOCCA CON INNESTO 9X12 MM PER CHIAVI DINAMOMETRICHE

ART. 731/40
Chiavi a bocca con innesto 14x18 mm per chiavi dinamometriche.

Cod. Tec. GR56
Euro


mm

Attacco
mm

b
mm

h
mm

S
mm

Peso
g

E672213 37,30 13

14 x 18

30 7

25

128
E672214 38,20 14

35 8
129

E672215 41,20 15 132
E672216 37,80 16

38 9
140

E672217 36,40 17 136
E672218 38,00 18

42 10
147

E672219 36,40 19 145
E672221 44,90 21

50 11
171

E672222 44,20 22 165
E672224 44,20 24

53 12
167

E672225 (49,60) 25 170
E672227 44,20 27 60 13

30
219

E672230 49,30 30
66 14

245
E672232 49,30 32

32,5

246
E672234 55,50 34 239
E672236 55,00 36

74
15

275
E672238 57,00 38 265
E672241 55,50 41 82 36,5 307

CHIAVI A BOCCA CON INNESTO 14X18 MM PER CHIAVI DINAMOMETRICHE

ART. 732/10
Chiavi ad anello con innesto 9x12 mm per chiavi dinamometriche.

Cod. Tec. GR56
Euro


mm

Attacco
mm

b
mm

h
mm

S
mm

Peso
g

E672307 35,40 7

9 x 12

13
8

17,5

37
E672308 34,50 8 14,2 40
E672310 34,60 10 17,2 9 44
E672311 35,40 11 18,5

11

41
E672312 35,40 12 20,5 49
E672313 34,60 13 21,5 55
E672314 (35,40) 14 22,5

52E672315 34,50 15 24,5
12E672316 34,60 16 26 54

E672317 34,60 17 27
13

59
E672318 34,60 18 28 56
E672319 34,60 19 30,5 65
E672321 36,30 21 33

15
71

E672322 34,60 22 34,5 74

CHIAVI AD ANELLO CON INNESTO 9X12 MM PER CHIAVI DINAMOMETRICHE

E.87Indivisible package  Suggested retail package - Unit price

ITEM: 731/10
Plug-In open ended wrenches 9x12 mm for torque wrenches.

Tech. Code 
mm

Coupling
mm

b
mm

h
mm

S
mm

Weight
g

7

9 x 12

22 5,0

17,5

40
8 39
9

26 5,5
38

10 42
11 41
12

30 7,0
43

13 48
14

35 8,0
52

15 51
16

38 8,5
58

17 60
18

42 9,0 20,0
71

19 74

PLUG-IN OPEN ENDED WRENCHES 9X12 MM FOR TORQUE WRENCHES

ITEM: 731/40
Plug-In open ended wrenches 14x18 mm for torque wrenches.

Tech. Code 
mm

Coupling
mm

b
mm

h
mm

S
mm

Weight
g

13

14 x 18

30 7

25

128
14

35 8
129

15 132
16

38 9
140

17 136
18

42 10
147

19 145
21

50 11
171

22 165
24

53 12
167

25 170
27 60 13

30
219

30
66 14

245
32

32,5

246
34 239
36

74
15

275
38 265
41 82 36,5 307

PLUG-IN OPEN ENDED WRENCHES 14X18 MM FOR TORQUE WRENCHES

ITEM: 732/10
Plug-In ring wrenches 9x12 mm for torque wrenches.

Tech. Code 
mm

Coupling
mm

b
mm

h
mm

S
mm

Weight
g

7

9 x 12

13
8

17,5

37
8 14.2 40

10 17.2 9 44
11 18,5

11

41
12 20,5 49
13 21.5 55
14 22,5

52
15 24,5

12
16 26 54
17 27

13
59

18 28 56
19 30.5 65
21 33

15
71

22 34,5 74

PLUG-IN RING WRENCHES 9X12 MM FOR TORQUE WRENCHES



E

E.88 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ART. 732/40
Chiavi ad anello con innesto 14x18 mm per chiavi dinamometriche.

Cod. Tec. GR56
Euro


mm

Attacco
mm

b
mm

h
mm

S
mm

Peso
g

E672413 37,40 13

14 x 18

22,5
11

25

13
E672414 37,40 14 23 123
E672415 38,20 15 24 128
E672416 37,40 16 25,5

12
133

E672417 37,40 17 27 135
E672418 37,40 18 29

13
134

E672419 37,40 19 30,5 138
E672421 44,60 21 33

15
144

E672422 44,60 22 34,5 145
E672424 44,60 24 37,5 153
E672427 44,60 27 42,5 17 162
E672428 54,00 28 45,5

19

175
E672430 50,50 30 46 182
E672432 50,50 32 47,5 181
E672434 55,00 34 52

28
210

E672436 55,00 36 54 203
E672441 55,00 41 60 20 30 240

CHIAVI AD ANELLO CON INNESTO 14X18 MM PER CHIAVI DINAMOMETRICHE

ART. 733/10
Chiavi ad anello aperto con innesto 9x12 mm per chiavi dinamometriche.

Cod. Tec. GR56
Euro


mm

Attacco
mm

b
mm

h
mm

W
mm

S
mm

Peso
g

E672510 36,50 10

9 x 12

21,5
11

7,1

17,5

57
E672511 36,50 11 22,5 8,6 55
E672512 36,50 12 24,5

12
9 59

E672513 36,50 13 26 10 55
E672514 36,50 14 27

13
11 60

E672516 37,60 16 30,5 13 65
E672517 36,50 17 31,5 14 64
E672518 39,50 18 33

15

14,8 74
E672519 36,50 19 34 15,8 80
E672521 39,50 21 38,5 16,2

20
88

E672522 36,50 22 39,5 17 92
E672524 36,50 24 40 18 75

CHIAVI AD ANELLO APERTO CON INNESTO 9X12 MM PER CHIAVI DINAMOMETRICHE

ART. 731/100
Chiavi a bocca con innesto 22x28 mm per chiavi dinamometriche.

Cod. Tec. GR56
Euro


mm

Attacco
mm

b
mm

h
mm

S
mm

Peso
g

E672624 52,50 24

22 x 28

50 13

55

628
E672627 56,00 27 56 14 648
E672630 58,50 30 63

15

695
E672632 61,50 32 67 713
E672634 64,50 34 72 739
E672636 68,50 36 74 727
E672641 108,00 41 84 16 902
E672646 112,00 46 94 17 952
E672650 114,00 50 104 18 1074
E672655 (118,00) 55 114 19 1174
E672660 (121,00) 60 124 20 1230

CHIAVI A BOCCA CON INNESTO 22X28 MM PER CHIAVI DINAMOMETRICHE

ART. 732/100
Chiavi ad anello con innesto 22x28 mm per chiavi dinamometriche.

Cod. Tec. GR56
Euro


mm

Attacco
mm

b
mm

h
mm

s
mm

Peso
g

E672824 (52,50) 24

22 x 28

43 15

55

629
E672827 (56,00) 27 619
E672830 (58,50) 30 46

16
632

E672832 (61,50) 32 49 625
E672834 (64,50) 34 52

17
638

E672836 (68,50) 36 54 631
E672841 (108,00) 41 61 18 642
E672846 (112,00) 46 66 19 640
E672850 (114,00) 50 75 20 713
E672855 (118,00) 55 84 21 791
E672860 (121,00) 60 93 22 885

CHIAVI AD ANELLO CON INNESTO 22X28 MM PER CHIAVI DINAMOMETRICHE

hb

S

E.88 Indivisible package   Suggested retail package - Unit price

ITEM: 732/40
Plug-In ring wrenches 14x18 mm for torque wrenches.

Tech. Code 
mm

Coupling
mm

b
mm

h
mm

S
mm

Weight
g

13

14 x 18

22.5
11

25

13
14 23 123
15 24 128
16 25,5

12
133

17 27 135
18 29

13
134

19 30.5 138
21 33

15
144

22 34.5 145
24 37.5 153
27 42.5 17 162
28 45,5

19

175
30 46 182
32 47,5 181
34 52

28
210

36 54 203
41 60 20 30 240

PLUG-IN RING WRENCHES 14X18 MM FOR TORQUE WRENCHES

ITEM: 733/10
Plug-In open head wrenches 9x12 mm for torque wrenches.

Tech. Code 
mm

Coupling
mm

b
mm

h
mm

W
mm

S
mm

Weight
g

10

9 x 12

21.5
11

7.1

17.5

57
11 22,5 8,6 55
12 24,5

12
9 59

13 26 10 55
14 27

13
11 60

16 30,5 13 65
17 31.5 14 64
18 33

15

14,8 74
19 34 15.8 80
21 38,5 16,2

20
88

22 39.5 17 92
24 40 18 75

PLUG-IN OPEN ENDED RING WRENCHES 9X12 MM FOR TORQUE WRENCHES

ITEM: 731/100
Plug-In open ended wrenches 22x28 mm for torque wrenches.

Tech. Code 
mm

Coupling
mm

b
mm

h
mm

S
mm

Weight
g

24

22 x 28

50 13

55

628
27 56 14 648
30 63

15

695
32 67 713
34 72 739
36 74 727
41 84 16 902
46 94 17 952
50 104 18 1074
55 114 19 1174
60 124 20 1230

PLUG-IN OPEN ENDED WRENCHES 22X28 MM FOR TORQUE WRENCHES

ITEM: 732/100
Plug-in ring wrenches 22x28 mm for torque wrenches.

Tech. Code 
mm

Coupling
mm

b
mm

h
mm

s
mm

Weight
g

24

22 x 28

43 15

55

629
27 619
30 46

16
632

32 49 625
34 52

17
638

36 54 631
41 61 18 642
46 66 19 640
50 75 20 713
55 84 21 791
60 93 22 885

PLUG-IN RING WRENCHES 22X28 MM FOR TORQUE WRENCHES
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E.89 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ART. MP300
Moltiplicatori di forza MULTIPOWER per la trasmissione con minimo sforzo dei massimi momenti
torcenti. Trasmissione ad ingranaggi planetari che alleggeriscono il lavoro e consentono di serrare o
allentare collegamenti a vite difficili con coppie elevate senza l'ausilio di leve di prolunga. Struttura e
materiali impiegati particolarmente robusti.
Utilizzati unitamente alle chiavi dinamometriche STAHLWILLE, MULTIPOWER offre un’incredibile
combinazione di forza.
A partire da 2000 Nm dispongono di un dispositivo di sicurezza antiritorno.

Cod. Tec. GR56
Euro

Capacità
Nm

Rapporto
trasmissione

Rapporto
di coppia

Attacco


Attacco


b
mm

h
mm

L
mm

E67350800 (830,00) 800
4 : 1

1 : 3,5 1/2"
3/4"

66 85 215
E67351350 (1212,00) 1350 1 : 3,6 3/4" 90 106 265
E67352000 (2604,00) 2000

16 : 1 1 : 12,5
1/2"

1" 95 161 330E67353000 (3085,00) 3000
3/4"E67355000 (4602,00) 5000 20 : 1 1 : 17 1-1/2 120 180 400

MOLTIPLICATORI DI FORZA

b

h

L

I prodotti sono disponibili nel CAP E

CRICCHETTI REVERSIBILI

Cod. Tec. Attacco


Denti
Lunghezza

mm

E47103/8 3/8"

72T

195

E47101/4 1/4" 141

E47101/2 1/2" 243

Prodotti correlati

E.89Indivisible package  Suggested retail package - Unit price

ITEM: MP300
MULTIPOWER power multipliers for transmission with minimal effort of maximum moments torque.
Plantary gear transmissions that lighten the job and allow you to tighten or loosen difficult tool
connections with torque without the help of extension levers.Structure of particularly robust material.
Used together with STAHLWILLE, MULTIPOWER offer an Incredible combination of force.
Starting from 2000 Nm have an anti-backlash safety device.

Tech. Code Capacity
Nm

Transmission
ratio

Torque
ratio

Coupling


Coupling


b
mm

h
mm

L
mm

800
4 : 1

1 : 3,5 1/2"
3/4"

66 85 215
1350 1 : 3,6 3/4" 90 106 265
2000

16 : 1 1 : 12,5
1/2"

1" 95 161 330
3000

3/4"
5000 20 : 1 1 : 17 1-1/2 120 180 400

POWER MULTIPLIERS

The products are available in chapter E

REVERSIBLE RATCHETS

Tech. Code Coupling


Teeth
Length

mm

3/8"

72T

195

1/4" 141

1/2" 243

Related products



E

E.90 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR53
Euro


mm


Lunghezza

mm


E73305510 3,77 5,5x1,0
1/4" 50 10E73306512 3,77 6,5x1,2

E73308012 3,77 8,0x1,2

Cod. Tec. GR53
Euro


mm


Lunghezza

mm


E73303005 3,77 3,0x0,5
1/4" 50 10E73303506 3,77 3,5x0,6

E73304008 3,77 4,0x0,8

ART. 800/4 Z
Inserti per viti a taglio, codolo esagonale 1/4" per porta-inserti DIN ISO 1173-D 6,3. Versione tenace per impiego universale.

INSERTI PER VITI A TAGLIO 800/4 Z

Cod. Tec. GR53
Euro  

Lunghezza
mm



E7340PH3 1,99 PH3 1/4" 25 10

Cod. Tec. GR53
Euro  

Lunghezza
mm



E7340PH1 1,99 PH1
1/4" 25 10E7340PH2 1,99 PH2

ART. 851/1 BTZ
Inserti per viti a croce Phillips con codolo esagonale 1/4" per porta-inserti DIN ISO 1173-D 6,3. Versione dura BiTorsion
per una durata maggiore. Con identificazione cromatica a seconda del profilo (Rosso = Phillips) e indicazione della misura.

INSERTI PER VITI CON IMPRONTA A CROCE PHILLIPS® 851/1 BTZ

Cod. Tec. GR53
Euro  

Lunghezza
mm



E7338PH3 0,62 PH3
1/4"

25
10E7338PH4 3,22 PH4 32

Cod. Tec. GR53
Euro  

Lunghezza
mm



E7338PH0 0,96 PH0
1/4" 25 10E7338PH1 0,62 PH1

E7338PH2 0,62 PH2

ART. 851/1 Z
Inserti per viti a croce Phillips con codolo esagonale 1/4" per porta-inserti DIN ISO 1173-D 6,3. Versione tenace per impiego
universale.

INSERTI PER VITI CON IMPRONTA A CROCE PHILLIPS® 851/1 Z

Cod. Tec. GR53
Euro  

Lunghezza
mm



E7352PH3 3,24 PH3 1/4" 25 10

Cod. Tec. GR53
Euro  

Lunghezza
mm



E7352PH1 3,24 PH1
1/4" 25 10E7352PH2 3,24 PH2

ART. 851/1 BDC
Inserti per viti a croce Phillips con codolo esagonale 1/4" per porta-inserti DIN ISO 1173-D 6,3. Versione BiTorsion per una
durata maggiore, diamantata per una tenuta sicura nella vite. Con identificazione cromatica a seconda del profilo (Rosso =
Phillips) e indicazione della misura.

INSERTI PER VITI CON IMPRONTA A CROCE PHILLIPS® 851/1 BDC

Cod. Tec. GR53
Euro  

Lunghezza
mm



E7356PH3 3,53 PH3 1/4" 25 10

Cod. Tec. GR53
Euro  

Lunghezza
mm



E7356PH1 3,53 PH1
1/4" 25 10E7356PH2 3,53 PH2

ART. 3851/1 TS
Inserti per viti a croce Phillips, codolo esagonale 1/4" per porta-inserti DIN ISO 1173-D 6,3. Versione in acciaio Inox per
impedire la formazione di ruggine impropria, forma a torsione per prevenire l'usura precoce. Con identificazione cormatica a
seconda del profilo (Rosso = Phillips) e indicazione della misura.

INSERTI INOX PER VITI CON IMPRONTA A CROCE PHILLIPS® 3851/1 TS

Cod. Tec. GR53
Euro


mm


Lunghezza

mm


E73995510 1,04 5,5x1,0

1/4" 25 10
E73996512 1,04 6,5x1,2
E73998012 2,53 8,0x1,2
E73998016 2,53 8,0x1,6

Cod. Tec. GR53
Euro


mm


Lunghezza

mm


E73991005 1,04 3,0x0,5

1/4" 25 10
E73994005 1,04 4,0x0,5
E73994506 1,04 4,5x0,6
E73995508 1,04 5,5x0,8

ART. 800/1 Z
Inserti per viti a taglio, codolo esagonale 1/4" per porta-inserti DIN ISO 1173-D 6,3. Versione tenace per impiego universale.

INSERTI PER VITI A TAGLIO 800/1 Z

E.90 Indivisible package   Suggested retail package - Unit price

Tech. Code 
mm


Length

mm


1.0 x 5.5
1/4" 501.2 x 6.5

8,0x1,2

Tech. Code 
mm


Length

mm


0.5 x 3
1/4" 500.6 x 3.5

0.8 x 4

ITEM: 800/4 Z
Bits for slotted screws 1/4" hexagonal for bit holders DIN ISO 1173-D 6,3. Tough viscous for universal use.

BITS FOR SLOTTED SCREWS 800/4 Z

Tech. Code  
Length

mm


PH3 1/4" 25

Tech. Code  
Length

mm


PH1
1/4" 25

PH2

ITEM: 851/1 BTZ BITORSION
Bits for Phillips screws with hexagonal drive 1/4" for Inserts holders DIN ISO 1173-D 6,3.
Bi-Torsion tenacious version for a longer duration.
With chromatic indentification depending on the profile (Red = Phillips) and Indication of the measurement.

BITS FOR PHILLIPS® SCREWS 851/1 BTZ

Tech. Code  
Length

mm


PH3
1/4"

25
PH4 32

Tech. Code  
Length

mm


PH0
1/4" 25PH1

PH2

ITEM: 851/1 Z
Bits for Phillips screws with hexagonal drive 1/4" for Inserts holders DIN ISO 1173-D 6,3.
Tenacious version for universal use.

BITS FOR PHILLIPS® SCREWS 851/1 Z

Tech. Code  
Length

mm


PH3 1/4" 25

Tech. Code  
Length

mm


PH1
1/4" 25

PH2

ITEM: 851/1 BDC
Bits for Phillips screws with hexagonal drive 1/4" for Inserts holders DIN ISO 1173-D 6,3.
Bi-Torsion tenacious version for a longer duration.Diamond coating for a safe fit in the screw.
With chromatic indentification depending on the profile (Red = Phillips) and Indication of the measurement.

BITS FOR PHILLIPS® SCREWS 851/1 BDC

Tech. Code  
Length

mm


PH3 1/4" 25

Tech. Code  
Length

mm


PH1
1/4" 25

PH2

ITEM: 3851/1 TS
Bits for Phillips screws, hexagonal drive 1/4" for Insert holders DIN ISO 1173 D6,3. Stainless steel version to prevent the
formation of improper rust, twist version to prevent early wear, with chromatic Identification depending on the profile (Red =
Philips) and indication of the measurement.

BITS INOX FOR PHILLIPS® SCREWS 3851/1 TS

Tech. Code 
mm


Length

mm


5,5x1,0

1/4" 25
6,5x1,2
8,0x1,2
8,0x1,6

Tech. Code 
mm


Length

mm


3,0x0,5

1/4" 25
4,0x0,5
4,5x0,6
5,5x0,8

ITEM: 800/1 Z
Bits for slotted screws 1/4" hexagonal drive DIN ISO 1173-D 6,3. Tencious version for universal use.

BITS FOR SLOTTED SCREWS 800/1 Z
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E.91 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR53
Euro  

Lunghezza
mm



E7250PH3 2,57 PH3 1/4" 50 10

Cod. Tec. GR53
Euro  

Lunghezza
mm



E7250PH1 2,57 PH1
1/4" 50 10E7250PH2 2,57 PH2

ART. 851/4 TZ
Inserti per viti a croce Phillips con codolo esagonale 1/4" per porta-inserti DIN ISO 1173-D 6,3. Versione tenace a torsione
per prevenire l'usura precoce, per impiego universale.

INSERTI PER VITI CON IMPRONTA PHILLIPS® 851/4 TZ

Cod. Tec. GR53
Euro  

Lunghezza
mm



E7260PH3 3,85 PH3 1/4" 50 10

Cod. Tec. GR53
Euro  

Lunghezza
mm



E7260PH1 3,85 PH1
1/4" 50 10E7260PH2 3,85 PH2

ART. 851/4 BTZ
Inserti per viti a croce Phillips con codolo esagonale 1/4" per porta-inserti DIN ISO 1173-D 6,3. Versione dura BiTorsion per
una durata maggiore. Con identificazione cromatica a seconda del profilo (rosso = Phillips) e indicazione della misura.

INSERTI PER VITI CON IMPRONTA A CROCE PHILLIPS® 851/4 BTZ

Cod. Tec. GR53
Euro  

Lunghezza
mm



E7270PH3 3,85 PH3 1/4" 50 10

Cod. Tec. GR53
Euro  

Lunghezza
mm



E7270PH1 3,85 PH1
1/4" 50 10E7270PH2 3,85 PH2

ART. 851/4 BTH
Inserti per viti a croce Phillips con codolo esagonale 1/4" per porta-inserti DIN ISO 1173-D 6,3. Versione extra dura BiTorsion
per una durata maggiore. Con identificazione cromatica a seconda del profilo (Rosso = Phillips) e indicazione della misura.

INSERTI PER VITI CON IMPRONTA A CROCE PHILLIPS® 851/4 BTH

Cod. Tec. GR53
Euro  

Lunghezza
mm



E7248PH1 3,87 PH1 1/4" 50 10

Cod. Tec. GR53
Euro  

Lunghezza
mm



E7248PH0 3,87 PH0 1/4" 50 10

ART. 851/4 J
Inserti per viti a croce Phillips con codolo esagonale 1/4" per porta-inserti DIN ISO 1173-D 6,3. Versione tenace a torsione
per prevenire l'usura precoce, per impiego universale.

INSERTI PER VITI CON IMPRONTA A CROCE PHILLIPS® 851/4 J

Cod. Tec. GR53
Euro  

Lunghezza
mm



E7275PH2X110 6,11
PH2

1/4"

110

10
E7275PH2X152 7,93 152
E7275PH3X089 5,42

PH3
89

E7275PH3X152 7,93 152

Cod. Tec. GR53
Euro  

Lunghezza
mm



E7275PH1X070 4,38
PH1

1/4"

70

10
E7275PH1X089 5,42 89
E7275PH1X152 7,93 152
E7275PH2X070 4,38

PH2
70

E7275PH2X089 5,42 89

ART. 851/4 Z
Inserti per viti a croce Phillips con codolo esagonale 1//4" per porta-inserti DIN ISO 1173-D 6,3. Versione tenace per impiego
universale.

INSERTI PER VITI CON IMPRONTA A CROCE PHILLIPS® 851/4 Z

Cod. Tec. GR53
Euro  

Lunghezza
mm



E7354PH3 3,28 PH3 1/4" 25 10

Cod. Tec. GR53
Euro  

Lunghezza
mm



E7354PH1 3,28 PH1
1/4" 25 10E7354PH2 3,28 PH2

ART. 851/1 IMP DC IMPAKTOR
Inserti per viti a croce Phillips con codolo esagonale 1/4" per porta-inserti DIN ISO 1173-D 6,3. La tecnologia Impaktor fa sì
che l'utensile raggiunga una durata straordinaria anche in caso di sollecitazioni estreme, consigliati per l'uso con gli avvitatori
a massa battente. Il rivestimento ruvido di diamanti riduce il rischio che l'utensile scivoli dalla vite. Con identificazione
cromatica a seconda del profilo (Rosso = Phillips) e indicazione della misura.

INSERTI PER VITI CON IMPRONTA A CROCE PHILLIPS® 851/1 IMP DC

Cod. Tec. GR53
Euro  

Lunghezza
mm



E7361PZ2 0,62 PZ2
1/4"

25
10E7361PZ3 0,62 PZ3 32

Cod. Tec. GR53
Euro  

Lunghezza
mm



E7361PZ0 0,96 PZ0
1/4" 25 10E7361PZ1 0,62 PZ1

ART. 855/1 Z
Inserti per viti con impronta Pozidriv®, codolo esagonale 1/4" per porta-inserti DIN ISO 1173-D 6,3. Versione tenace per
impiego universale.

INSERTI PER VITI CON IMPRONT POZIDRIV® 855/1 Z

E.91Indivisible package  Suggested retail package - Unit price

Tech. Code  
Length

mm


PH3 1/4" 50

Tech. Code  
Length

mm


PH1
1/4" 50

PH2

ITEM: 851/4 TZ
Bits for Philips screws, hexagonal drive 1/4" for Insert holders DIN ISO 1173-D6,3.
Tenacious twist version to prevent early wear for universal use.

BITS FOR PHILLIPS® SCREWS 851/4 TZ

Tech. Code  
Length

mm


PH3 1/4" 50

Tech. Code  
Length

mm


PH1
1/4" 50

PH2

ITEM: 851/4 BTZ
Bits for Phillips screws with hexagonal drive 1/4" for Inserts holders DIN ISO 1173-D 6,3.
Bi-Torsion tenacious version for a longer duration.
With chromatic indentification depending on the profile (Red = Phillips) and Indication of the measurement.

BITS FOR PHILLIPS® SCREWS 851/4 BTZ

Tech. Code  
Length

mm


PH3 1/4" 50

Tech. Code  
Length

mm


PH1
1/4" 50

PH2

ITEM: 851/4 BTH
Bits for Phillips screws with hexagonal drive 1/4" for Inserts holders DIN ISO 1173-D 6,3.
Bi-Torsion tenacious version for a longer duration.
With chromatic indentification depending on the profile (Red = Phillips) and Indication of the measurement.

BITS FOR PHILLIPS® SCREWS 851/4 BTH

Tech. Code  
Length

mm


PH1 1/4" 50

Tech. Code  
Length

mm


PH0 1/4" 50

ITEM: 851/4 J
Bits for Philips screws, hexagonal drive 1/4" for Insert holders DIN ISO 1173-D 6,3.
Tenacious twist version to prevent early wear, for universal use.

BITS FOR PHILLIPS® SCREWS 851/4 J

Tech. Code  
Length

mm


PH2
1/4"

110
152

PH3
89

152

Tech. Code  
Length

mm


PH1
1/4"

70
89

152

PH2
70
89

ITEM: 851/4 Z
Bits for Phillips screws with hexagonal drive 1/4" for Inserts holders DIN ISO 1173-D 6,3. Tenacious version for universal use.

BITS FOR PHILLIPS® SCREWS 851/4 Z

Tech. Code  
Length

mm


PH3 1/4" 25

Tech. Code  
Length

mm


PH1
1/4" 25

PH2

ITEM: 851/1 IMP DC IMPAKTOR
Bits for Phillips screws with hexagonal drive 1/4" for Insert holders DIN ISO 1173-D 6,3. The Impaktor technology gives the
tool an extraordinary above average service life even in cases of extreme stress, recommended for use with customary
Impact drivers. It's rough diamond coating reduces the risk that the tool slips from the screws with a chromatic indentification
depending of the profile (Red = Phillips) and indication of the measurement.

BITS FOR PHILLIPS® SCREWS 851/1 IMP DC

Tech. Code  
Length

mm


PZ2
1/4"

25
PZ3 32

Tech. Code  
Length

mm


PZ0
1/4" 25

PZ1

ITEM: 855/1 Z
Bits for Pozidriv® screws with hexagonal drive 1/4" for Insert holders DIN ISO 1173-D 6,3. Tenacious version for universal
use.

BITS FOR POZIDRIV® SCREWS 855/1 Z
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Cod. Tec. GR53
Euro  

Lunghezza
mm



E7280PZ3 2,57 PZ 3 ¼” 50 10

Cod. Tec. GR53
Euro  

Lunghezza
mm



E7280PZ1 2,57 PZ 1
¼” 50 10E7280PZ2 2,57 PZ 2

ART. 855/4 TZ
Inserti per viti con impronta Pozidriv®, codolo esagonale 1/4" per porta-inserti DIN ISO 1173-D 6,3.
Versione tenace, a torsione per prevenire l'usura precoce, per impiego universale.

INSERTI PER VITI CON IMPRONTA POZIDRIV® 855/4 TZ

Cod. Tec. GR53
Euro  

Lunghezza
mm



E7290PZ2 3,85 PZ 2 ¼” 50 10

Cod. Tec. GR53
Euro  

Lunghezza
mm



E7290PZ1 3,85 PZ 1 ¼” 50 10

ART. 855/4 BTZ
Inserti per viti con impronta Pozidriv®, codolo esagonale 1/4" per porta-inserti DIN ISO 1173-D 6,3.
Versione dura BiTorsion per una durata maggiore.
Con identificazione cromatica a seconda del profilo (Nero = Pozidriv) e indicazione della misura.

INSERTI PER VITI CON IMPRONTA POZIDRIV® 855/4 BTZ

Cod. Tec. GR53
Euro  

Lunghezza
mm



E7364PZ3 3,24 PZ3 1/4" 25 10

Cod. Tec. GR53
Euro  

Lunghezza
mm



E7364PZ1 3,24 PZ1
1/4" 25 10E7364PZ2 3,24 PZ2

ART. 855/1 BDC
Inserti per viti con impronta Pozidriv®, codolo esagonale 1/4" per porta inserti-inserti DIN ISO 1173-D 6,3. Versione BiTorsion
per una durata maggiore, diamantata per una tenuta sicura nella vite. Con identificazione cromatica a seconda del profilo
(Nero=Pozidriv) e indicazione della misura.

INSERTI PER VITI CON IMPRONTA POZIDRIV® 855/1 BDC

Cod. Tec. GR53
Euro  

Lunghezza
mm



E7365PZ3 3,28 PZ3 1/4" 25 10

Cod. Tec. GR53
Euro  

Lunghezza
mm



E7365PZ1 3,28 PZ1
1/4" 25 10E7365PZ2 3,28 PZ2

ART. 855/1 IMP DC IMPAKTOR
Inserti per viti con impronta Pozidriv®, codolo esagonale 1/4" per porta-inserti DIN ISO 1173-D 6,3. La tecnologia Impaktor
fa sì che l'utensile raggiunga una durata straordinaria anche in caso di sollecitazioni estreme, consigliati per l'uso con gli
avvitatori a massa battente. Il rivestimento ruvido di diamanti riduce il rischio che l'utensile scivoli dalla vite. Con identificazione
cromatica a seconda del profilo (Nero = Pozidriv) e indicazione della misura.

INSERTI PER VITI CON IMPRONTA POZIDRIV® 855/1 IMP DC

Cod. Tec. GR53
Euro  

Lunghezza
mm



E7367PZ3 3,53 PZ3 1/4" 25 10

Cod. Tec. GR53
Euro  

Lunghezza
mm



E7367PZ1 3,53 PZ1
1/4" 25 10E7367PZ2 3,53 PZ2

ART. 3855/1 TS
Inserti per viti con impronta Pozidriv®, codolo esagonale 1/4" per porta-inserti DIN ISO 1173-D 6,3. Versione in acciaio
Inox per impedire la formazione di ruggine impropria, forma a torsione per prevenire l'usura precoce. Con identificazione
cromatica a seconda del profilo (Nero = Pozidriv) e indicazione della misura.

INSERTI INOX PER VITI CON IMPRONTA POZIDRIV® 3855/1 TS

Cod. Tec. GR53
Euro  

Lunghezza
mm



E7295PZ3X089 5,57 PZ3 1/4" 89 10

Cod. Tec. GR53
Euro  

Lunghezza
mm



E7295PZ1X089 5,57 PZ1
1/4" 89 10E7295PZ2X089 5,57 PZ2

ART. 855/4 Z
Inserti per viti con impronta Pozidriv®, codolo esagonale 1/4" per porta-inserti DIN ISO 1173-D 6,3.
Versione tenace per impiego universale.

INSERTI PER VITI CON IMPRONTA POZIDRIV® 855/4 Z

E.92 Indivisible package   Suggested retail package - Unit price

Tech. Code  
Length

mm


PZ 3 ¼” 50

Tech. Code  
Length

mm


PZ 1
¼” 50

PZ 2

ITEM: 855/4 TZ
Bits for Pozidriv® screws, hexagonal drive 1/4" for Insert holders DIN ISO 1173-D6,3.
Tenacious twist version to prevent early wear for universal use.

BITS FOR POZIDRIV® SCREWS 855/4 TZ

Tech. Code  
Length

mm


PZ 2 ¼” 50

Tech. Code  
Length

mm


PZ 1 ¼” 50

ITEM: 855/4 BTZ
Bits for Pozidriv® screws, hexagonal drive 1/4" for Inserts holders DIN ISO 1173-D 6,3.
Bi-Torsion tenacious version for a longer duration.
With chromatic indentification depending on the profile (Black = Pozidriv) and Indication of the measurement.

BITS FOR POZIDRIV® SCREWS 855/4 BTZ

Tech. Code  
Length

mm


PZ3 1/4" 25

Tech. Code  
Length

mm


PZ1
1/4" 25

PZ2

ITEM: 855/1 BDC
Bits for Pozidriv® screws with hexagonal drive 1/4" for Inserts holders DIN ISO 1173-D 6,3.
Bi-Torsion tenacious version for a longer duration, diamond coating for a safe fit in the screw.
With chromatic indentification depending on the profile (Black = Pozidriv) and Indication of the measurement.

BITS FOR POZIDRIV® SCREWS 855/1 BDC

Tech. Code  
Length

mm


PZ3 1/4" 25

Tech. Code  
Length

mm


PZ1
1/4" 25

PZ2

ITEM: 855/1 IMP DC IMPAKTOR
Bits for Pozidriv® screws with hexagonal drive 1/4" for Insert holders DIN ISO 1173-D 6,3. The Impaktor
technology gives the tool an extraordinary above average service life even in cases of extreme stress, recommended for use
with customary Impact drivers. It's rough diamond coating reduces the risk that the tool slips from the screws with a chromatic
indentification depending
of the profile (Black = Pozidriv®) and indication of the measurement.

BITS FOR POZIDRIV® SCREWS 855/1 IMP DC

Tech. Code  
Length

mm


PZ3 1/4" 25

Tech. Code  
Length

mm


PZ1
1/4" 25

PZ2

ITEM: 3855/1 TS
Bits for Pozidriv® screws, hexagonal drive 1/4" for Insert holders DIN ISO 1173-D6,3. Stainless steel version to prevent the
formation of improper rust, twist version to prevent early wear, with chromatic Identification depending on the profile (Black =
Pozidriv) and indication of the measurement.

BITS INOX FOR POZIDRIV® SCREWS 3855/1 TS

Tech. Code  
Length

mm


PZ3 1/4" 89

Tech. Code  
Length

mm


PZ1
1/4" 89

PZ2

ITEM: 855/4 Z
Bits for Pozidriv® screws, with hexagonal drive 1/4" for Insert holders DIN ISO 1173-D 6,3. Tenacious version for universal
use.

BITS FOR POZIDRIV® SCREWS 855/4 Z



E

E.93 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR53
Euro ʪ 

Lunghezza
mm



E738015 1,11 TX15

1/4" 25 10
E738020 1,11 TX20
E738025 1,11 TX25
E738027 1,11 TX27
E738030 1,11 TX30

Cod. Tec. GR53
Euro ʪ 

Lunghezza
mm



E738006 1,11 TX6

1/4" 25 10
E738007 1,11 TX7
E738008 1,11 TX8
E738009 1,11 TX9
E738010 1,11 TX10

ART. 867/1
Inserti per viti con impronta Torx�, codolo esagonale 1/4" per porta-inserti DIN IS2 1173-D6,3. Versione tenace per impiego
universale.

INSERTI PER VITI CON IMPRONTA TORX® 867/1

Cod. Tec. GR53
Euro


mm


Lunghezza

mm


E739005 2,14 5

1/4" 25 10
E739006 2,14 6
E739007 3,03 7
E739008 3,03 8
E739010 3,03 10

Cod. Tec. GR53
Euro


mm


Lunghezza

mm


E739001,5 2,14 1,5

1/4" 25 10
E739002 2,14 2

E739002,5 2,14 2,5
E739003 2,14 3
E739004 2,14 4

ART. 840/1 Z
Inserti per viti con esagono incassato, codolo esagonale 1/4" per porta-inserti DIN IS2 1173-D 6,3.
Versione tenace per impiego universale.

INSERTI PER VITI CON ESAGONO INCASSATO 840/1 Z

Cod. Tec. GR53
Euro


mm


Lunghezza

mm


E739505 3,86 5
1/4" 25 10E739506 3,86 6

Cod. Tec. GR53
Euro


mm


Lunghezza

mm


E739503 3,86 3
1/4" 25 10E739504 3,86 4

ART. 840/1 IMP DC IMPAKTOR
Inserti per viti con esagono incassato e codolo esagonale 1/4" per porta-inserti DIN IS2 1173-D 6,3. La tecnologia Impaktor
fa sì che l'utensile raggiunga una durata straordinaria anche in caso di sollecitazioni estreme, consigliati per l'uso con gli
avvitatori a massa battente. Il rivestimento ruvido di dimanti riduce il rischio che l'utensile scivoli dalla vite. Con identificazione
cromatica a seconda del profilo (Blu  Esagono cavo) e indicazione della misura.

INSERTI PER VITI CON ESAGONO INCASSATO 840/1 IMP DC

Cod. Tec. GR53
Euro


mm


Lunghezza

mm


E73204X152 9,58 4

1/4"

152

10

E73205X050 4,06
5

50
E73205X089 8,70 89
E73205X152 9,58 152
E73206X050 4,06

6
50

E73206X089 8,70 89
E73206X152 9,58 152
E73208X050 6,70 8 50

Cod. Tec. GR53
Euro


mm


Lunghezza

mm


E73201,5X050 4,06 1,5

1/4"

50

10

E73202X050 4,06 2
E73202,5X050 4,06 2,5
E73203X050 4,06

3E73203X089 8,70 89
E73203X152 9,58 152
E73204X050 4,06

4
50

E73204X089 8,70 89

ART. 840/4 Z
Inserti per viti con esagono incassato, codolo esagonale 1/4" per porta-inserti DIN IS2 1173-D 6,3.
Versione tenace per impiego universale.

INSERTI PER VITI CON ESAGONO INCASSATO 840/4 Z

Cod. Tec. GR53
Euro


mm


Lunghezza

mm


E739805 3,98 5
1/4" 25 10E739806 3,98 6

Cod. Tec. GR53
Euro


mm


Lunghezza

mm


E739802,5 3,98 2,5
1/4" 25 10E739803 3,98 3

E739804 3,98 4

ART. 842/1 Z
Inserti con estremità sferica per viti con esagono incassato, codolo esagonale 1/4" per porta-inserti DIN IS2 1173-D 6,3.
Versione tenace per impiego univarsale.

INSERTI CON TESTA SFERICA PER VITI CON ESAGONO INCASSATO 842/1 Z

E.93Indivisible package  Suggested retail package - Unit price

Tech. Code ʪ 
Length

mm


TX15

1/4" 25
TX20
TX25
TX27
TX30

Tech. Code ʪ 
Length

mm


TX6

1/4" 25
TX7
TX8
TX9
TX10

ITEM: 867/1
Bits for Torx® screws, hexagonal drive 1/4" for Insert holders DIN ISO 1173-D6,3. Tenacious version for universal use.

BITS FOR TORX® SCREWS 867/1

Tech. Code 
mm


Length

mm


5

1/4" 25
6
7
8
10

Tech. Code 
mm


Length

mm


1.5

1/4" 25
2

2.5
3
4

ITEM: 840/1 Z
Bits for hexagonal head screws with hexagonal drive 1/4" for Inserts holders DIN ISO 1173-D 6,3. Tenacious version for
universal use.

BITS FOR HEXAGONAL SOCKET HEAD SCREWS 840/1 Z

Tech. Code 
mm


Length

mm


5
1/4" 25

6

Tech. Code 
mm


Length

mm


3
1/4" 25

4

ITEM: 840/1 IMP DC IMPAKTOR
Bits for hexagonal head socket screws with hexagonal drive 1/4" for Inserts holders DIN ISO 1173-D 6,3.
The Impaktor technology gives the tool an extraordinary above average service life even in cases of extreme stress.
Recommended for use with customary Impact drivers. It's diamond coating reduces the risk that the tool slips from the
screws. With chromatic indentification depending on the profile �%lu Hexagonal� and Indication of the measurement.

BITS FOR HEXAGONAL SOCKET HEAD SCREWS 840/1 IMP DC

Tech. Code 
mm


Length

mm


4

1/4"

152

5
50
89

152

6
50
89

152
8 50

Tech. Code 
mm


Length

mm


1,5

1/4"

50
2

2,5

3 89
152

4
50
89

ITEM: 840/4 Z
Bits for hexagonal socket head screws, hexagonal drive 1/4"for Insert holders DIN ISO 1173-D 6,3.
Tenacious version for universal use.

BITS FOR HEXAGONAL SOCKET HEAD SCREWS 840/4 Z

Tech. Code 
mm


Length

mm


5
1/4" 25

6

Tech. Code 
mm


Length

mm


2,5
1/4" 253

4

ITEM: 842/1 Z
Bits with spherical ball point end for socket head screws 1/4" hexagoanl drive for Inserts holders DIN ISO 1173-D 6,3.
Tenacious version for universal use.

BITS WITH SPHERICAL HEAD FOR SOCKET HEAD SCREWS 842/1 Z



E

E.94 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR53
Euro ʪ 

Lunghezza
mm



E731630 5,82 TX30
1/4" 50 5E731640 5,82 TX40

Cod. Tec. GR53
Euro ʪ 

Lunghezza
mm



E731620 5,82 TX20
1/4" 50 5E731625 5,82 TX25

ART. 867/4 IMP DC IMPAKTOR
Inserti per viti con impronta Torx�, codolo esagonale 1/4" per porta-inserti DIN IS2 1173-D 6,3. La tecnologia Impaktor fa sì
che l'utensile raggiunga una durata straordinaria anche in caso di sollecitazioni estreme, consigliati per l'uso con gli avvitatori
a massa battente. Il rivestimento ruvido di diamanti riduce il rischio che l'utensile scivoli dalla vite. Con identificazione
cromatica a seconda del profilo (Verde  Torx) e indicazioni della misura.

INSERTI PER VITI CON IMPRONTA TORX® 867/4 IMP DC

Cod. Tec. GR53
Euro ʪ 

Lunghezza
mm



E731820X089 6,89
TX20

1/4"

89

10

E731820X152 8,34 152
E731825X070 5,59

TX25
70

E731825X089 6,89 89
E731825X152 8,34 152
E731830X070 5,59

TX30
70

E731830X089 6,89 89
E731830X152 8,34 152
E731840X070 5,59 TX40 70

Cod. Tec. GR53
Euro ʪ 

Lunghezza
mm



E731806X070 5,59 TX6

1/4"

70

10

E731808X070 5,59 TX8
E731810X070 5,59

TX10E731810X089 6,89 89
E731810X152 8,34 152
E731815X070 5,59

TX15
70

E731815X089 6,89 89
E731815X152 8,34 152
E731820X070 5,59 TX20 70

ART. 867/4 Z
Inserti per viti con impronta Torx�, codolo esagonale 1/4" per porta-inserti DIN IS2 1173-D6,3. Versione tenace per impiego
universale.

INSERTI PER VITI CON IMPRONTA TORX® 867/4 Z

Cod. Tec. GR53
Euro ʪ 

Lunghezza
mm



E738225 3,86 TX25
1/4" 25 10E738230 3,86 TX30

E738240 3,86 TX40

Cod. Tec. GR53
Euro ʪ 

Lunghezza
mm



E738210 3,86 TX10
1/4" 25 10E738215 3,86 TX15

E738220 3,86 TX20

ART. 867/1 IMP DC IMPAKTOR
Inserti per viti con impronta Torx�, codolo esagonale 1/4" per porta-inserti DIN IS2 1173-D 6,3. La tecnologia Impaktor fa sì
che l'utensile raggiunga una durata straordinaria anche in caso di sollecitazioni estreme, consigliati per l'uso con gli avvitatori
a massa battente. Il rivestimento ruvido di diamanti riduce il rischio che l'utensile scivoli dalla vite. Con identificazione
cromatica a seconda del profilo (Verde  Torx) e indicazione della misura.

INSERTI PER VITI CON IMPRONTA TORX® 867/1 IMP DC

Cod. Tec. GR53
Euro ʪ 

Lunghezza
mm



E738325 3,68 TX25
1/4" 25 10E738330 3,68 TX30

E738340 3,68 TX40

Cod. Tec. GR53
Euro ʪ 

Lunghezza
mm



E738310 3,68 TX10
1/4" 25 10E738315 3,68 TX15

E738320 3,68 TX20

ART. 867/1 BDC
Inserti per viti con impronta Torx�, codolo esagonale 1/4" per porta-inserti DIN IS2 1173-D 6,3. Versione BiTorsion per una
durata maggiore, diamantata per una tenuta sicura nella vite. Con identificazione cromatica a seconda del profilo (Verde  
Torx) e indicazione della misura.

INSERTI PER VITI CON IMPRONTA TORX® 867/1 BDC

Cod. Tec. GR53
Euro ʪ 

Lunghezza
mm



E738125 3,42 TX25
1/4" 25 10E738130 3,42 TX30

E738140 3,42 TX40

Cod. Tec. GR53
Euro ʪ 

Lunghezza
mm



E738110 3,42 TX10
1/4" 25 10E738115 3,42 TX15

E738120 3,42 TX20

ART. 867/1 BTZ
Inserti per viti con impronta Torx�, codolo esagonale 1/4" per porta-inserti DIN IS2 1173-D 6,3. Versione dura BiTorsion per
una durata maggiore. Con identificazione cromatica a seconda del profilo (Verde  Torx) e indicazione della misura.

INSERTI PER VITI CON IMPRONTA TORX® 867/1 BTZ

E.94 Indivisible package   Suggested retail package - Unit price

Tech. Code ʪ 
Length

mm


TX30
1/4" 50

TX40

Tech. Code ʪ 
Length

mm


TX20
1/4" 50

TX25

ITEM: 867/4 IMP DC IMPAKTOR
Bits for Torx® screws with hexagonal drive 1/4" for Inserts holders DIN ISO 1173-D 6,3.
The Impaktor technology gives the tool an extraordinary above average service life even in cases of extreme stress,
recommended for use with customary Impact drivers. It's diamond coating reduces the risk that the tool slips from the screws.
With chromatic indentification depending on the profile �*reen Torx� and Indication of the measurement..

BITS FOR TORX® SCREWS 867/4 IMP DC

Tech. Code ʪ 
Length

mm


TX20

1/4"

89
152

TX25
70
89

152

TX30
70
89

152
TX40 70

Tech. Code ʪ 
Length

mm


TX6

1/4"

70TX8

TX10 89
152

TX15
70
89

152
TX20 70

ITEM: 867/4 Z
Bits for Torx® screws with hexagonal drive 1/4" for Insert holders DIN ISO 1173-D6,3. Tenacious version for universal use.

BITS FOR TORX® SCREWS 867/4 Z

Tech. Code ʪ 
Length

mm


TX25
1/4" 25TX30

TX40

Tech. Code ʪ 
Length

mm


TX10
1/4" 25TX15

TX20

ITEM: 867/1 IMP DC IMPAKTOR
Bits for Torx® screws with hexagonal drive 1/4" for Insert holders DIN ISO 1173-D 6,3. The Impaktor technology
gives the tool an extraordinary above average service life even in cases of extreme stress, recommended for use with
customary Impact drivers. It's rough diamond coating reduces the risk that the tool slips from the screws with a chromatic
indentification depending of the profile �*reen  Torx� and indication of the measurement.

BITS FOR TORX® SCREWS 867/1 IMP DC

Tech. Code ʪ 
Length

mm


TX25
1/4" 25TX30

TX40

Tech. Code ʪ 
Length

mm


TX10
1/4" 25TX15

TX20

ITEM: 867/1 BDC
Bits for Torx® screws with hexagonal drive 1/4" for Insert holders DIN ISO 1173-D 6,3. Bi-Torsion version for a longer
duration, diamond coating for a safe fix of the screws. With chromatic indentification depending on the profile �*reen  Torx�
and indication of the measurement.

BITS FOR TORX® SCREWS 867/1 BDC

Tech. Code ʪ 
Length

mm


TX25
1/4" 25TX30

TX40

Tech. Code ʪ 
Length

mm


TX10
1/4" 25TX15

TX20

ITEM: 867/1 BTZ
Bits for Torx® screws with hexagonal drive 1/4" for Inserts holders DIN ISO 1173-D 6,3.
%i-Torsion tenacious version for a longer duration, diamond coating for a safe fit in the screw.
With chromatic indentification depending on the profile �*reen  Torx� and Indication of the measurement..

BITS FOR TORX® SCREWS 867/1 BTZ



E

E.95 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ART. 897/4 R
Portainserti magnetici per inserti esagonali da 1/4" secondo DIN ISO 1173-C 6,3. Versione BiTorsion per una durata
maggiore, tecnologia Rapidaptor con rapid-in, rapid-out, rapid-spin, chuck-all e uso a una mano sola, codolo esagonale da
1/4", per avvitatori secondo DIN ISO 1173-F 6,3.

Cod. Tec. GR53
Euro  

Ø
mm

Lunghezza
mm

E7410075 24,58 1/4” 1/4” 15 75

PORTAINSERTI MAGNETICI RAPIDAPTOR 897/4 R

(BO = con foro centrale)

Cod. Tec. GR53
Euro  

Lunghezza
mm



E738525 2,74 TX25BO
1/4" 25 10E738530 2,74 TX30BO

E738540 2,74 TX40BO

Cod. Tec. GR53
Euro  

Lunghezza
mm



E738510 2,74 TX10BO
1/4" 25 10E738515 2,74 TX15BO

E738520 2,74 TX20BO

ART. 867/1 Z BO
Inserti Torx® BO con foro assiale per viti con impronta Torx® e perno di sicurezza, codolo esagonale 1/4" per porta-inserti DIN
ISO 1173-D 6,3. Versione tenace per impiego universale.

INSERTI PER VITI CON IMPRONTA TORX® E PERNO 867/1 Z BO

ART. 889/4/1
Portainserti magnetici per inserti esagonali da 1/4" secondo DIN ISO 1173-C 6,3. Versione con tecnologia Rapidaptor
con funzioni rapid-in, rapid-out, rapid-spin, chuck-all e uso a una mano sola, con potente magnete permanente, codolo
esagonale da 1/4", per avvitatori secondo DIN ISO 1173-F 6,3.

Cod. Tec. GR53
Euro  

Ø
mm

Lunghezza
mm

E7408075 20,14 1/4" 1/4" 15 75

PORTAINSERTI MAGNETICI RAPIDAPTOR 889/4/1

ART. 897/4 IMP R
Portainserti magnetici per inserti esagonali da 1/4" secondo DIN ISO 1173-C 6,3. Versione Impaktor, indispensabili quando
utilizzati con avvitatori a massa battente. Doppia zona di torsione, anello magnetizzato per la tenuta di viti lunghe e pesanti.
Il magnete può essere ritratto e pertanto disattivato.
Codolo esagonale da 1/4", per avvitatori secondo DIN ISO 1173-F 6,3.

Cod. Tec. GR53
Euro  

Ø
mm

Lunghezza
mm

E7412075 24,58 1/4" 1/4" 15 75

PORTAINSERTI MAGNETICI IMPAKTOR 897/4 IMP R

ART. 893/4/1 K
Portainserti magnetici per inserti esagonali da 1/4" secondo DIN ISO 1173-C 6,3. Versione con manicotto in acciaio inox e
potente magnete permanente, codolo esagonale da 1/4" per avvitatori secondo DIN ISO 1173-F 6,3.

Cod. Tec. GR53
Euro  

Ø
mm

Lunghezza
mm

E7418050 5,59 1/4" 1/4" 10,5 50

PORTAINSERTI MAGNETICI 893/4/1 K

ART. STAR
Magnetizzatore-smagnetizzatore per inserti e giraviti , è sufficiente strisciare l'utensile lungo il lato
positivo del magnetizzatore e già la vite viene trattenuta sulla lama dell'utensile, per smagnetizzare
l'utensile basta strisciarlo lungo uno dei 4 lati negativi del magnetizzatore.

Cod. Tec. GR53
Euro

Dimensioni
mm

E724501 11,41 48 x 48

MAGNETIZZATORE PER UTENSILI

ART. WX4630
Portainserti PREMIUM QUALITY per inserti esagonali da 1/4" secondo DIN ISO 1173-C 6,3. Versione a cambio rapido con
potente magnete permanente, codolo esagonale da 1/4", per avvitatori secondo DIN ISO 1173-F 6,3.

Caratteristiche:
- Cambio dell'inserto con una sola mano
- Ghiera esterna in alluminio

Cod. Tec. GR51
Euro  

Ø
mm

Lunghezza
mm

E7401060 11,00 1/4" 1/4" 15 60

PORTAINSERTI MAGNETICI QUICK RELEASE

E.95Indivisible package  Suggested retail package - Unit price

ITEM: 897/4 R
Magnetic bit holders for hexagonal Inserts holders 1/4" DIN ISO 1173-C 6,3. Bi-Torion version for a longer duration.
Rapidaptor technology with rapid functions rapid-in, rapid-out, rapid-spin, chuck-all and rapid change with just one hand,
hexagonal drive 1/4" for power screwdrivers DIN ISO 1173-F 6,3.

Tech. Code  
Ø

mm
Length

mm
1/4” 1/4” 15 75

MAGNETIC RAPIDAPTOR BIT HOLDERS 897/4 R

(BO = con foro centrale)

Tech. Code  
Length

mm


TX25BO
1/4" 25TX30BO

TX40BO

Tech. Code  
Length

mm


TX10BO
1/4" 25TX15BO

TX20BO

ITEM: 867/1 Z BO
Bits for Torx® screws BO with axial hole for Torx® and security pin, hexagonal drive 1/4"for Insert holders DIN ISO 1173-D 6,3.
Tenacious version for universal use.

BITS FOR TORX® SCREWS AND PIN 867/1 Z BO

ITEM: 889/4/1
Magnetic bit holders for hexagonal Inserts holders 1/4" DIN ISO 1173-C 6,3. Rapidaptor technology version with rapid
functions rapid-in, rapid-out, rapid-spin, chuck-all and rapid change with just one hand with strong permanent magnet,
hexagonal drive 1/4" for power screwdrivers DIN ISO 1173-F 6,3.

Tech. Code  
Ø

mm
Length

mm
1/4" 1/4" 15 75

MAGNETIC RAPIDAPTOR BIT HOLDERS 889/4/1

ITEM: 897/4 IMP R
Magnetic bit holders for hexagonal Insert holders 1/4" DIN ISO 1173-C 6,3. Impaktor version, Indispensable when used
with customary Impact drivers double-Torsion ring, ring magnetic for simple holding of longer and heavier screws. The
magnet can be removed and thereby be neutralised.
Hexagonal drive of 1/4", for power screw drivers DIN ISO 1173-F 6,3.

Tech. Code  
Ø

mm
Length

mm
1/4" 1/4" 15 75

MAGNETIC IMPAKTOR BIT HOLDERS 897/4 IMP R

ITEM: 893/4/1 K
Magnetic bit holers for hexagonal Insert holders 1/4" DIN ISO 1173-C 6,3. Stainless steel sleeve version, hexagonal drive
of 1/4" for power screwdrivers DIN ISO 1173-F 6,3.

Tech. Code  
Ø

mm
Length

mm
1/4" 1/4" 10,5 50

MAGNETIC BIT HOLDERS 893/4/1 K

ITEM: STAR
Magnetizer-demagnetizer for bits and screwdrivers, it is sufficient to pass the tool along the positive
side of the magnetizer and the screw is held on the blade of the tool, to demagnetize the tool pass
along one of the 4 negative sides of the magnetizer.

Tech. Code Dimensions
mm

48 x 48

MAGNETIZER FOR TOOLS

ITEM: WX4630
Bit holders PREMIUM QUALITY for 1/4" DIN ISO 1173-C 6,3. quick change version with permanent powerful magnet, 1/4"
hexagonal shank, for screwdrivers DIN ISO 1173-F 6,3.

Features:
- Change of Inserts with one hand
- External ring in aluminum

Tech. Code  
Ø

mm
Length

mm
1/4" 1/4" 15 60

MAGNETIC BIT HOLDERS QUICK RELEASE



E

E.96 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ART. 899/4/1
Portainserti magnetici per inserti esagonali da 1/4" secondo DIN ISO 1173-C 6,3. Versione con manicotto in acciaio inox,
anello di ritegno e potente magnete permanente, codolo esagonale da 1/4" per avvitatori secondo DIN ISO 1173-F 6,3.

Cod. Tec. GR53
Euro  

Ø
mm

Lunghezza
mm

E7420050 7,35

1/4” 1/4” 10,5

50
E7420075 12,03 75
E7420100 12,84 100
E7420152 14,38 152

PORTAINSERTI MAGNETICI CON ANELLO 899/4/1

ART. 870/4
Adattatori porta bussole manuali e impact, Codolo in uscita quadro maschio da 1/4" e 3/8", codolo esagonale da 1/4".
- Versione con sfera per bussole manuali
- Versione con perno per bussole impact.

Cod. Tec. GR53
Euro  

L
mm

Specifica

E74301/4S 7,64
1/4"

1/4" 50
con sfera

E74301/4 7,64
con pernoE74303/8 9,94 3/8"

ADATTATORI PORTABUSSOLE 870/4

ART. 784 A/1
Bussole a cambio rapido portainserti esagonali da 1/4" secondo DIN ISO 1173-C 6,3.
Attacco quadro femmina da 1/4".

Cod. Tec. GR53
Euro  

Lunghezza
mm

E74251/4 16,11 1/4" 1/4" 30

BUSSOLE PORTAINSERTI A CAMBIO RAPIDO 784 A/1

Cod. Tec. GR53
Euro 

Lunghezza
mm

E749564 11,88 1/4" 54

ART. 811/1
Impugnature portainserti esagonali da 1/4" secondo DIN ISO 1173-C 6,3 - E 6,3 e inserti Wera serie
1. Versione extra corta magnetica. Impugnatura Kraftform monocomponente con protezione anti-
rotolamento.

IMPUGNATURE PORTAINSERTI 811/1

Cod. Tec. GR51
Euro 

Lunghezza lama
mm

Lunghezza totale
mm

E749078 (15,35) 1/4" 18 98

ART. WX4622
NORMA DIN 3126 ISO 1173-C 6,3

Giraviti portainserti esagonali da 1/4" secondo DIN 3126 ISO 1173-C 6,3. Versione Stubby extra
corta con cricchetto reversibile e custodia nell'impugnatura contenente 7 inserti assortiti. Impugnature
ERGOFORM ipoallergeniche, antiscivolo, morbide e confortevoli, realizzate in SANTOPRENE® che
garantisce la massima resistenza per un lavoro veloce e di precisione. Conforme alle direttive RoHS e
REACH.

Composizione:
WX4421 Inserti 1/4"x25 a croce Phillips® PH1 - PH2 - PH3
WX4470 Inserti 1/4"x25 a taglio mm 5 - 6,5
WX4510 Inserti 1/4"x25 a croce Torx® TX15 - TX20

GIRAVITI PORTAINSERTI STUBBY CON KIT DI INSERTI

ART. WX4640
Bussole portainserti esagonali da 1/4" secondo DIN ISO 1173-C 6,3.
Attacco quadro femmina da 1/4".

Cod. Tec. GR51
Euro  

Ø
mm

Lunghezza
mm

E74241/4 4,10 1/4" 1/4" 12 25

BUSSOLE PORTAINSERTI

ART. WX4642
Adattatori portabussole con innesto quadro maschio da 1/4" e attacco esagonale 1/4"

Cod. Tec. GR51
Euro  

Lunghezza
mm

Specifica

E74291/4 4,10 1/4" 1/4" 25 Con sfera

ADATTATORI PORTABUSSOLE PER AVVITATORI

E.96 Indivisible package   Suggested retail package - Unit price

ITEM: 899/4/1
Magnetic bit holders for hexagonal Insert holders DIN ISO 1173-C 6,3. With sleeve in stainless steel, retaining ring and
strong permanent magnet, hexagonal drive of 1/4" for power scredrivers DIN ISO 1173-F 6,3.

Tech. Code  
Ø

mm
Length

mm

1/4” 1/4” 10,5

50
75
100
152

MAGNETIC BIT HOLDERS WITH RETAINING RING 899/4/1

ITEM: 870/4
Socket adaptors manual and Impact. Output 1/4" square head drive and 3/8", hexagonal drive of 1/4".
- Ball version for manual socket
- Pin version for Impact socket

Tech. Code  
L

mm
Specification

1/4"
1/4" 50

With ball

With pin
3/8"

ADAPTORS FOR SOCKET BITS 870/4

ITEM: 784 A/1
Adaptor with quick-release chuck hexagonal Insert holder 1/4" DIN ISO 1173-C 6,3. Female square socket drive of 1/4".

Tech. Code  
Length

mm
1/4" 1/4" 30

ADAPTOR WITH QUICK-RELEASE CHUCK 784 A/1

Tech. Code 
Length

mm
1/4" 54

ITEM: 811/1
Bit holder screwdriver handles 1/4" DIN ISO 1173-C 6,3 - E 6,3 and Wera series 1. Extra-short
magnetic version. Kraftform handle mono-component with antil-rolling protection.

BIT HOLDER SCREDRIVER HANDLES 811/1

Tech. Code 
Blade length

mm
Total length

mm
1/4" 18 98

ITEM: WX4622
STANDARD DIN 3126 ISO 1173-C 6,3

1/4" hexagonal bit screwdriver DIN 3126 ISO 1173-C 6,3. Extra short stubby version with housing in
the handle containing 7 assorted Inserts. ERGOFORM grip handle, hypollergenic, anti-slip, soft and
comfortable, made of SANTOPRENE® that guarantees the maximm resistance for fast and precise
work. Compliant with RoHS e REACH directives.

Composition:
WX4421 Inserts 1/4"x25 Phillips® PH1 - PH2 - PH3
WX4470 Inserts 1/4"x25 slotted mm 5 - 6,5
WX4510 Inserts 1/4"x25 Torx® TX15 - TX20

BIT HOLDERS SCREWDRIVERS STUBBY WITH INSERT SET

ITEM: WX4640
1/4" Hexagonal adaptor Insert holders DIN ISO 1173-C 6,3.
Female square socket drive of 1/4".

Tech. Code  
Ø

mm
Length

mm
1/4" 1/4" 12 25

INSERT HOLDERS

ITEM: WX4642
Adaptor for socket bits with 1/4" male square drive connection and 1/4" hexagonal connection.

Tech. Code  
Length

mm
Specification

1/4" 1/4" 25 With ball

ADAPTORS FOR SOCKET BITS
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ART. 812/1
Impugnature portainserti esagonali da 1/4" secondo DIN ISO 1173-C 6,3 - E 6,3
e inserti Wera serie 1. Versione a lama esagonale cromo-nichel opaco con magnete
permanente ad alta resistenza. Impugnatura Kraftform multicomponente con protezione anti-
rotolamento.

Cod. Tec. GR53
Euro 

a
mm

L
mm

E7500232 22,06 ¼” 120 232

IMPUGNATURE PORTAINSERTI CON MAGNETE 812/1

ART. 817 R
Impugnature portainserti esagonali da 1/4" secondo DIN ISO 1173-C 6,3 - E 6,3
e inserti Wera serie 1 e 4. Versione con lama telescopica, magnetica, a cambio rapido
Rapidaptor e funzioni rapid-in, rapid-out, rapid-spin, chuck-all e uso a una mano sola.
Impugnatura Kraftform multicomponente con protezione anti-rotolamento.

Cod. Tec. GR53
Euro 

L
mm

E7520133 33,55 ¼” 133

IMPUGNATURE PORTAINSERTI CON LAMA TELESCOPICA 817 R

Cod. Tec. GR53
Euro 

Lunghezza
mm

E7498232 14,94 1/4" 232

ART. 810/1
Impugnature portainserti esagonali da 1/4" secondo DIN ISO 1173-C 6,3 - E 6,3 e inserti Wera
serie 1. Versione a lama esagonale cromo-nichel opaco con anello di ritegno. Impugnatura
Kraftform multicomponente con protezione anti-rotolamento.

IMPUGNATURE PORTAINSERTI CON ANELLO DI RITEGNO 810/1

ART. 489 R
Impugnature portainserti esagonali da 1/4" secondo DIN ISO 1173-C 6,3 - E 6,3 e inserti Wera serie 1
e 4. Versione magnetica a cambio rapido Rapidaptor e funzioni rapid-in, rapi-out, rapid-spin, chuck-all
e uso a una mano sola. Impugnatura a "T" con protezione anti-rotolamento.

Cod. Tec. GR53
Euro 

Lunghezza
mm

E751489 23,82 1/4" 89

IMPUGNATURE PORTAINSERTI 489 R

Cod. Tec. GR53
Euro 

Lunghezza
mm

E7516119 22,41 1/4" 119

ART. 816 R
Impugnature portainserti esagonali da 1/4" secondo DIN ISO 1173-C 6,3 - E 6,3 e inserti Wera
serie 1 e 4. Versione magnetica a cambio rapido Rapidaptor e funzioni rapid-in, rapid-out,
rapid-spin, chuck-all e uso a una mano sola. Impugnatura Kraftform multicomponente con
protezione anti-rotolamento.

IMPUGNATURE PORTAINSERTI 816 R

Cod. Tec. GR53
Euro 

Lunghezza
mm

E7518142 38,48 1/4" 142

ART. 816 RA
Impugnature portainserti esagonali da 1/4" secondo DIN ISO 1173-C 6,3 - E 6,3 e inserti Wera
serie 1 e 4. Versione magnetica a cambio rapido Rapidaptor e funzioni rapid-in, rapid-out,
rapid-spin, chuck-all e uso a una mano sola. Impugnatura Kraftform multicomponente con
protezione anti-rotolamento.

IMPUGNATURE PORTAINSERTI A CRICCHETTO 816 RA

Cod. Tec. GR51
Euro 

Lunghezza lama
mm

Lunghezza totale
mm

E7515119 13,85 1/4" 32 142

ART. WX4620
NORMA DIN 3126 - ISO 1173 - C 6,3

Giraviti portainserti esagonali da 1/4" secondo DIN ISO 1173-C 6,3, modello PREMIUM QUALITY a
cambio rapido per l'utilizzo con una sola mano. Impugnature ERGOFORM ipoallergeniche, antiscivolo,
morbide e confortevoli, realizzate in SANTOPRENE® che garantisce la massima resistenza per un
lavoro veloce e di precisione. Conforme alle direttive RoHS e REACH.

GIRAVITI PORTAINSERTI A CAMBIO RAPIDO

E.97Indivisible package  Suggested retail package - Unit price

ITEM: 812/1
Bit holder for bits 1/4" hexagonal drive DIN ISO 1173-C 6,3 - E 6,3 and Wera series Inserts.
Hexagonal blade version, matt nickel chrome with permanent magnet of high resistence.
Kraftform grip handle multi-component with anti-rolling protection.

Tech. Code 
a

mm
L

mm
¼” 120 232

BIT HOLDER SCREWDRIVERS WITH MAGNET 821/1

ITEM: 817R
Bit holders 1/4" hexagonal drive DIN ISO 1173-C 6,3 - E 6,3 and Wera series 1 and 4.
Telescopic blade version, magnet and Rapidaptor quick release chuck function rapid-in,
rapid-out, rapid-spin, chuck-all and can be used with one hand only. Kraftform grip handle
multi-component with anti-rolling protection.

Tech. Code 
L

mm
¼” 133

BIT HOLDER SCREWDRIVERS WITH TELESCOPIC BLADE 817 R

Tech. Code 
Length

mm
1/4" 232

ITEM: 810/1
Bit holders 1/4" hexagonal drive DIN ISO 1173-C 6,3 - E 6,3 and Wera series Inserts 1
Hexagonal blade version matt nickel-chrome with retaining ring. Kraftform grip handle multi-
component with anti-rolling protection.

BIT HOLDER SCREWDRIVERS WITH RETAINING RING 810/1

ITEM: 489 R
Bit holder T-handle 1/4" hexagonal drive DIN ISO 1173-C 6,3 - E 6,3 and Wera 1 e 4 series. Magnetic
version with Rapidaptor quick-release chuck, rapid-in, rapi-out, rapid-spin, chuck-all and can be used
with one hand only. T-handle grip with anti-rolling protection.

Tech. Code 
Length

mm
1/4" 89

BIT HOLDER T-HANDLES 489 R

Tech. Code 
Length

mm
1/4" 119

ITEM: 816 R
Bit holders 1/4" hexagonal drive DIN ISO 1173-C 6,3 - E 6,3 and Wera 1 - 4 series. Magnetic
version with Rapidaptor quick-release chuck, rapid-in, rapid-out, rapid-spin, chuck-all and can
be used with one hand only. Kraftform grip handle multi-component with anti-rolling protection.

BIT HOLDER SCREWDRIVERS 816 R

Tech. Code 
Length

mm
1/4" 142

ITEM: 816 RA
Bit holders1/4" hexagonal drive DIN ISO 1173-C 6,3 - E 6,3 and Wera 1 - 4 series Inserts.
Magnetic version with rapidaptor, rapid-in, rapid-out, rapid-spin, chuck-all and can be used with
one hand only. Kraftform grip hold multi-component with anti-rolling protection.

BIT HOLDER RATCHET SCREWDRIVERS 816 RA

Tech. Code 
Blade length

mm
Total length

mm
1/4" 32 142

ITEM: WX4620
STANDARD DIN 3126 - ISO 1173 - C 6,3

1/4" Hexagonal bit-holder screwdrivers DIN ISO 1173-C 6,3, PREMIUM QUALITY model of quick
change for one-handed use. Hypoallergenic ERGOFORM non-slip handle, soft and comfortable, made
of SANTOPRENE® which guarantees maximum resistance for fast and precise work, compliant with
RoHS e REACH directives.

BIT HOLDER SCREWDRIVERS WITH QUICK CHANGE
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Cod. Tec. GR53
Euro  

Lunghezza
mm

Ø est.
mm

E75211050 5,32
10

1/4"

50
14E75211065 9,56 65

E75211350 6,42
13

50 18
E75211365 10,00 65 19

Cod. Tec. GR53
Euro  

Lunghezza
mm

Ø est.
mm

E75210750 5,32
7

1/4"

50
11E75210765 9,56 65

E75210850 5,32
8

50
12,5E75210865 9,56 65

ART. 869/4
Chiavi a bussola per viti a testa esagonale. Codolo esagonale da 1/4" per avvitatori secondo DIN ISO 1173-F 6,3.

CHIAVI A BUSSOLA PER AVVITATORI

Cod. Tec. GR53
Euro  

Lunghezza
mm

Ø est.
mm

E75221050 6,35
10

1/4"

50
14E75221065 12,48 65

E75221350 7,77
13

50 18
E75221365 14,34 65 19

Cod. Tec. GR53
Euro  

Lunghezza
mm

Ø est.
mm

E75220750 6,35
7

1/4"

50
11E75220765 12,48 65

E75220850 6,35
8

50
12,5E75220865 12,48 65

ART. 869/4 M
Chiavi a bussola con magnete permanente per viti a testa esagonale. Codolo esagonale da 1/4" per avvitatori secondo DIN
ISO 1173-F 6,3.

CHIAVI A BUSSOLA MAGNETICHE PER AVVITATORI

Cod. Tec. GR53
Euro  

Lunghezza
mm

Ø est.
mm

E75231050 13,35 10
1/4" 50

16
E75231350 18,31 13 19,5

Cod. Tec. GR53
Euro  

Lunghezza
mm

Ø est.
mm

E75230750 11,40 7
1/4" 50

12,5
E75230850 12,24 8 14

ART. 3869/4
Chiavi a bussola in acciaio Inox con anello di ritegno per viti a testa esagonale. Codolo esagonale da 1/4" per avvitatori
secondo DIN ISO 1173-F 6,3.

CHIAVI A BUSSOLA IN ACCIAIO INOX PER AVVITATORI

Technology
Efficiency

Enduranceprecision tooling

E.98 Indivisible package   Suggested retail package - Unit price

Tech. Code  
Length

mm
ø Ext.
mm

10
1/4"

50
14

65

13
50 18
65 19

Tech. Code  
Length

mm
ø Ext.
mm

7
1/4"

50
11

65

8
50

12,5
65

ITEM: 869/4
Nutsetters for hexagonal head screws.1/4" Hexagonal drive DIN ISO 1173-F 6,3.

NUTSETTERS

Tech. Code  
Length

mm
ø Ext.
mm

10
1/4"

50
14

65

13
50 18
65 19

Tech. Code  
Length

mm
ø Ext.
mm

7
1/4"

50
11

65

8
50

12,5
65

ITEM: 869/4 M
Nutsetters with permanent magnet for hexagonal head screws 1/4" hexagonal drive DIN ISO 1173-F 6,3.

NUTSETTERS MAGNETIC DESIGN

Tech. Code  
Length

mm
ø Ext.
mm

10
1/4" 50

16
13 19,5

Tech. Code  
Length

mm
ø Ext.
mm

7
1/4" 50

12,5
8 14

ITEM: 3869/4
Nutsetters in stainless steel with retaining spring for hexagonal headed screws. 1/4" Hexagonal drive DIN ISO 1173-F 6,3.

NUTSETTERS IN STAINLESS STEEL
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INSERTI E PORTAINSERTI - KIT BIT-CHECK 10 TX UNIVERSAL 1

Cod. Tec. E754010
GR53 Euro 34,10
Pezzi 10

ART. BIT-CHECK 10 TX UNIVERSAL 1
Assortimento composto da 1 portainserti a cambio rapido e 9 inserti a torsione per prevenire l'usura precoce, tenaci per
impiego universale.

Composizione:
  894/4/1 K 1 x 1/4"x51
 867/1 TX 1 x TX 8x25; 1 x TX 9x25; 1 x TX 10x25;

TORX® 1 x TX 15x25; 1 x TX 20x25; 1 x TX 25x25;
1 x TX 27x25; 1 x TX 30x25; 1 x TX 40x25

INSERTI E PORTA INSERTI - KIT BIT-CHECK 10 UNIVERSAL 4

Cod. Tec. E756010
GR53 Euro 25,02
Pezzi 10

ART. BIT-CHECK 10 UNIVERSAL 4
Assortimento composto da 1 portainserti universale con manicotto in acciaio Inox, anello di ritegno e magnete permanente,
9 inserti a torsione per prevenire l'usura precoce, tenaci per impiegno universale.

Composizione:
  899/4/1 1 x 899/4/1 Kx1/4"x50
 851/1 TZ PH 1 x PH 1x25; 1 x PH 2x25; 1 x PH 3x25
 855/1 TZ PZ 1 x PZ 1x25; 1 x PZ 2x25; 1 x PZ 3x25
 800/1 TZ 1 x 0,8x5,5x25; 1 x 1,0x5,5x25; 1 x 1,2x6,5x25

INSERTI E PORTAINSERTI - KIT BIT-CHECK 30 METAL 1

Cod. Tec. E753630
GR53 Euro 22,34
Pezzi 30

ART. BIT-CHECK 30 METAL 1
Assortimento composto da 1 portainserti universale con manicotto in acciaio Inox e magnete permanente, 29 inserti tenaci
per impiego universale.

Composizione:
  899/4/1 1 x 1/4"x50
 851/1 Z PH 3 x PH 1x25; 3 x PH 2x25; 2 x PH 3x25
 855/1 Z PZ 3 x PZ 1x25; 3 x PZ 2x25; 3 x PZ 3x25
 867/1 TORX® 1 x TX 10x25; 1 x TX 15x25; 1 x TX 20x25;

1 x TX 25x25; 1 x TX 30x25; 1 x TX 40x25
 800/1 Z 1 x 0,6x4,5x25; 1 x 1,0x5,5x25; 1 x 1,2x6,5x25
 840/1 Z  1 x 4,0x25; 1 x 5,0x25; 1 x 6,0x25

INSERTI E PORTAINSERTI - KIT BIT-CHECK 10 UNIVERSAL 1

Cod. Tec. E753810
GR53 Euro 34,10
Pezzi 10

ART. BIT-CHECK 10 UNIVERSAL 1
Assortimento composto da 1 portainserti con magnete permanente e cambio rapido, 9 inserti a torsione per prevenire
l'usura precoce, tenaci per impiego universale.

Composizione:
  895/4/1 K 1 x 1/4"x52
 851/1 TZ PH 1 x PH 1x25; 1 x PH 2x25; 1 x PH 3x25
 855/1 TZ PZ 1 x PZ 1x25; 1 x PZ 2x25; 1 x PZ 3x25
 800/1 TZ 1 x 0,8x5,5x25; 1 x 1,0x5,5x25; 1 x 1,2x6,5x25

INSERTI E PORTAINSERTI - KIT BIT-CHECK 30 UNIVERSAL 1

Cod. Tec. E757030
GR53 Euro 42,87
Pezzi 30

ART. BIT-CHECK 30 UNIVERSAL 1
Assortimento composto da 1 portainserti Rapidaptor a cambio rapido, 29 inserti a torsione per prevenire l'usura precoce,
tenaci per impiego universale ed extra-duri.

Composizione:
  889/4/1 K 1 x 1/4"x50
  851/1 TX PH 2 x PH 1x25; 3 x PH 2x25; 1 x PH 3x25
 855/1 TH PZ 2 x PZ 1x25; 3 x PZ 2x25; 1 x PZ 3x25
 867/1 TZ 1 x TX 10x25; 1 x TX 15x25; 1 x TX 20x25;

TORX® 1 x TX 25x25; 1 x TX 30x25; 1 x TX 40x25
 867/1 Z 1 x TX 10x25; 1 x TX 15x25; 1 x TX 20x25;

TORX® BO 1 x TX 25x25; 1 x TX 30x25
 800/1 TZ 1 x 1,0x5,5x25
 840/1 Z  1 x 3,0x25; 1 x 4,0x25; 1 x 5,0x25; 1 x 6,0x25; 1 x 8,0x25

E.99Indivisible package  Suggested retail package - Unit price

BITS AND HOLDERS BIT-CHECK SET 10 TX UNIVERSAL 1

Tech. Code

Pieces 10

ITEM: 8167-9-TORX/TZ
Assortment composed of 1 bit holder with quick-release chuck and 9 torsion bits to prevent premature wear, tough viscous
for universal use.

Composition:
  894/4/1 K 1 x 1/4"x51
 867/1 TX 1 x TX 8x25; 1 x TX 9x25; 1 x TX 10x25;
 TORX® 1 x TX 15x25; 1 x TX 20x25; 1 x TX 25x25;

1 x TX 27x25; 1 x TX 30x25; 1 x TX 40x25

BITS AND HOLDERS BIT-CHECK SET 10 UNIVERSAL 4

Tech. Code

Pieces 10

ITEM: 8100-9-899/TZ
Assortment composed of 1 universal holder with a stainless steel sleeve, retaining ring and permanent magnet, 9 torsion
bits to prevent premature wear, tough viscous for universal use.

Composition:
  899/4/1 1 x 899/4/1 Kx1/4"x50
 851/1 TZ PH 1 x PH 1x25; 1 x PH 2x25; 1 x PH 3x25
 855/1 TZ PZ 1 x PZ 1x25; 1 x PZ 2x25; 1 x PZ 3x25
 800/1 TZ 1 x 0,8x5,5x25; 1 x 1,0x5,5x25; 1 x 1,2x6,5x25

BITS AND HOLDERS BIT-CHECK SET 30 METAL 1

Tech. Code

Pieces 30

ITEM: BIT-CHECK 30 METAL 1
Assortiment composed of 1 universal holder with stainless steel sleeve, and
permanent magnet, 29 tough viscous bits for universal use.

Composition:
  899/4/1 1 x 1/4"x50
 851/1 Z PH 3 x PH 1x25; 3 x PH 2x25; 2 x PH 3x25
 855/1 Z PZ 3 x PZ 1x25; 3 x PZ 2x25; 3 x PZ 3x25
 867/1 TORX® 1 x TX 10x25; 1 x TX 15x25; 1 x TX 20x25;

1 x TX 25x25; 1 x TX 30x25; 1 x TX 40x25
 800/1 Z 1 x 0,6x4,5x25; 1 x 1,0x5,5x25; 1 x 1,2x6,5x25
 840/1 Z  1 x 4,0x25; 1 x 5,0x25; 1 x 6,0x25

BITS AND HOLDERS BIT-CHECK SET 10 UNIVERSAL 1

Tech. Code

Pieces 10

ITEM: BIT-CHECK 10 UNIVERSAL 1
Assortment composed of 1 bit holder with permanent magnet and quick-release chuck, 9 torsion bits to prevent premature
wear, tough viscous for universal use.

Composition:
  895/4/1 K 1 x 1/4"x52
 851/1 TZ PH 1 x PH 1x25; 1 x PH 2x25; 1 x PH 3x25
 855/1 TZ PZ 1 x PZ 1x25; 1 x PZ 2x25; 1 x PZ 3x25
 800/1 TZ 1 x 0,8x5,5x25; 1 x 1,0x5,5x25; 1 x 1,2x6,5x25

BITS AND HOLDERS BIT-CHECK SET 30 UNIVERSAL 1

Tech. Code

Pieces 30

ITEM: BIT-CHECK 30 UNIVERSAL 1
Assortment composed of 1 rapidaptor holder for rapid change, 29 torsion bits to prevent premature wear, tough vicous for
universal use.

Composition:
  889/4/1 K 1 x 1/4"x50
  851/1 TX PH 2 x PH 1x25; 3 x PH 2x25; 1 x PH 3x25
 855/1 TH PZ 2 x PZ 1x25; 3 x PZ 2x25; 1 x PZ 3x25
 867/1 TZ 1 x TX 10x25; 1 x TX 15x25; 1 x TX 20x25;
 TORX® 1 x TX 25x25; 1 x TX 30x25; 1 x TX 40x25
 867/1 Z 1 x TX 10x25; 1 x TX 15x25; 1 x TX 20x25;
 TORX® BO 1 x TX 25x25; 1 x TX 30x25
 800/1 TZ 1 x 1,0x5,5x25
  840/1 Z  1 x 3,0x25; 1 x 4,0x25; 1 x 5,0x25; 1 x 6,0x25; 1 x 8,0x25



E

E.100 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

INSERTI E PORTA INSERTI - KIT BIT-CHECK 10 BITORSION 1

Cod. Tec. E7580SET9BTZ
GR53 Euro 46,26
Pezzi 10

ART. BIT-CHECK 10 BITORSION 1
Assortimento composto da 1 portainserti BiTorsion Rapidaptor a cambio rapido, 9 inserti BiTorsion per una durata
maggiore, tenaci per impiego universale.

Composizione:
  897/4 R 1 x 1/4"x75
 851/1 BTZ PH 1 x PH 1x25; 1 x PH 2x25; 1 x PH 3x25
  855/1 BTZ PZ 1 x PZ 1x25; 1 x PZ 2x25; 1 x PZ 3x25
 800/1 BTZ 1 x 0,8x5,5x25; 1 x 1,0x5,5x25; 1 x 1,2x6,5x25

INSERTI E PORTAINSERTI - KIT BIT-CHECK 30 TX UNIVERSAL 1

Cod. Tec. E757530
GR53 Euro 22,34
Pezzi 30

ART. BIT-CHECK 30 TX UNIVERSAL 1
Assortimento composto da 1 portainserti universale con manicotto in acciaio Inox e magnete permanente, 29 inserti tenaci
per impiego universale.

Composizione:
  899/4/1 1 x 899/4/1 Kx1/4"x50
 867/1 TORX® 3 x TX 10x25; 5 x TX 15x25; 8 x TX 20x25;

7 x TX 25x25; 4 x TX 30x25; 2 x TX 40x25

INSERTI E PORTAINSERTI - KIT BIT-CHECK 12 BITORSION 1

Cod. Tec. E758212
GR53 Euro 33,62
Pezzi 12

ART. BIT-CHECK 12 BITORSION 1
Assortimento composto da 1 portainserti Rapidaptor a cambio rapido, 11 BiTorsion per una durata maggiore, tenaci per
impiego universale.

Composizione:
  889/14/1 K 1 x 1/4"x50
  851/1 BTZ PH 1 x PH 1x25; 2 x PH 2x25
  855/1 BTX PZ 1 x PZ 1x25; 2 x PZ 2x25
 867/1 1 x TX 10x25; 1 x TX 15x25; 1 x TX 20x25;
  TORX® BTZ 1 x TX 25x25; 1 x TX 30x25

INSERTI E PORTAINSERTI - KIT BIT-CHECK 10 BITORSION 2

Cod. Tec. E758410
GR53 Euro 47,42
Pezzi 10

ART. BIT-CHECK 10 BITORSION 2
Assortimento composto da 1 portainserti BiTorsion Rapidaptor a cambio rapido e 9 inserti BiTorsion per una durata
maggiore, tenaci per impiego universale.

Composizione:
 897/4 R 1 x 1/4"x75
 851/1 BTZ PH 1 x PH 2x25
 855/1 BTZ PZ 1 x PZ 1x25; 2 x PZ 2x25
 867/1 TORX® BTX 1 x TX 10x25; 1 x TX 15x25; 1 x TX 20x25; 1 x TX 25x25; 1 x TX 30x25

INSERTI E PORTAINSERTI - KIT BIT-CHECK 30 BITORSION 1

Cod. Tec. E758630
GR53 Euro 53,78
Pezzi 30

ART. BIT-CHECK 30 BITORSION 1
Assortimento composto da 1 portainserti BiTorsion Rapidaptor a cambio rapido e 29 inserti BiTorsion per una durata
maggiore, tenaci per impiego universale.

Composizione:
 889/4/1 K 1 x 1/4"x50
 851/1 BTZ PH 2 x PH 1x25; 5 x PH 2x25; 2 x PH 3x25
 855/1 BTZ PZ 2 x PZ 1x25; 6 x PZ 2x25; 2 x PZ 3x25
 867/1 TORX® BTZ 1 x TX 10x25; 2 x TX 15x25; 2 x TX 20x25;

2 x TX 25x25; 2 x TX 30x25; 1 x TX 40x25

E.100 Indivisible package   Suggested retail package - Unit price

BITS AND HOLDERS BIT-CHECK SET 10 BITORSION 1

Tech. Code

Pieces 10

ITEM: BIT-CHECK 10 BITORSION 1
Assortment composed of 1 BiTorsion holder rapidaptor rapid change, 9 BiTorsion bits for a longer duration, tough viscous
for universal use.

Composition:
  897/4 R 1 x 1/4"x75
 851/1 BTZ PH 1 x PH 1x25; 1 x PH 2x25; 1 x PH 3x25
 855/1 BTZ PZ 1 x PZ 1x25; 1 x PZ 2x25; 1 x PZ 3x25
 800/1 BTZ 1 x 0,8x5,5x25; 1 x 1,0x5,5x25; 1 x 1,2x6,5x25

BITS AND HOLDERS BIT-CHECK SET 30 TX UNIVERSAL 1

Tech. Code

Pieces 30

ITEM: BIT-CHECK 30 TX UNIVERSAL 1
Assortiment composed of 1 universal holder with stainless steel sleeve and permanent magnet. 29 torsion bits for universal
use.

Composition:
  899/4/1 1 x 899/4/1 Kx1/4"x50
 867/1 TORX® 3 x TX 10x25; 5 x TX 15x25; 8 x TX 20x25;

7 x TX 25x25; 4 x TX 30x25; 2 x TX 40x25

BITS AND HOLDERS BIT-CHECK SET 12 BITORSION 1

Tech. Code

Pieces 12

ITEM: BIT-CHECK 12 BITORSION 1
Assortment composed of 1 rapidaptor rapid change, 11 BiTorsion for a longer duration, tough viscous for universal use.

Composition:
  889/14/1 K 1 x 1/4"x50
  851/1 BTZ PH 1 x PH 1x25; 2 x PH 2x25
 855/1 BTX PZ 1 x PZ 1x25; 2 x PZ 2x25
 867/1 1 x TX 10x25; 1 x TX 15x25; 1 x TX 20x25;

TORX® BTZ 1 x TX 25x25; 1 x TX 30x25

BITS AND HOLDERS BIT-CHECK SET 10 BITORSION 2

Tech. Code

Pieces 10

ITEM: BIT-CHECK 10 BITORSION 2
Assortment composed of 1 BiTorsion holder rapidaptor a rapid change and 9 BiTorsion bits for a longer duration, tough
viscous for universal use.

Composition:
 897/4 R 1 x 1/4"x75
 851/1 BTZ PH 1 x PH 2x25
 855/1 BTZ PZ 1 x PZ 1x25; 2 x PZ 2x25
 867/1 TORX® BTX 1 x TX 10x25; 1 x TX 15x25; 1 x TX 20x25; 1 x TX 25x25; 1 x TX 30x25

BITS AND HOLDERS BIT-CHECK SET 30 BITORSION 1

Tech. Code

Pieces 30

ITEM: BIT-CHECK 30 BITORSION 1
Assortiment composed of 1BItorsion holder Rapidaptor and rapid change and 29 BiTorsion bits for longer duration, tough,
viscous for universal use.

Composition:
 889/4/1 K 1 x 1/4"x50
 851/1 BTZ PH 2 x PH 1x25; 5 x PH 2x25; 2 x PH 3x25
 855/1 BTZ PZ 2 x PZ 1x25; 6 x PZ 2x25; 2 x PZ 3x25
 867/1 TORX® BTZ 1 x TX 10x25; 2 x TX 15x25; 2 x TX 20x25;

2 x TX 25x25; 2 x TX 30x25; 1 x TX 40x25



E

E.101 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

INSERTI E PORTAINSERTI - KIT BIT-CHECK 7 DIAMOND 1

Cod. Tec. E759007
GR53 Euro 33,62
Pezzi 7

ART. BIT-CHECK 7 DIAMOND 1
Assortimento composto da 1 portainserti Rapidaptor a cambio rapido e 6 inserti BiTorsion per una durata maggiore,
diamantati per una tenuta sicura nella vite.

Composizione:
  889/4/1 K 1 x 1/4"x50
 851/1 BDC PH 1 x PH 1x25; 1 x PH 2x25
 855/1 BDC PZ 1 x PZ 1x25; 1 x PZ 2x25
 800/1 BDC 1 x 1,0x5,5x25; 1 x 1,2x6,5x25

INSERTI E PORTAINSERTI - KIT BIT-CHECK 30 DIAMOND 1

Cod. Tec. E759230
GR53 Euro 67,26
Pezzi 30

ART. BIT-CHECK 30 DIAMOND 1
Assortimento composto da 1 portainserti Rapidaptor a cambio rapido e 29 inserti BiTorsion per una durata maggiore,
diamantati per una tenuta sicura nella vite.

Composizione:
  889/4/1 K 1 x 1/4"x50
 851/1 BDC PH 2 x PH 1x25; 4 x PH 2x25; 1 x PH 3x25
 855/1 BDC PZ 2 x PZ 1x25; 4 x PZ 2x25; 1 x PZ 3x25
 867/1 TORX® 2 x TX 10x25; 2 x TX 15x25; 3 x TX 20x25;

BDC 3 x TX 25x25; 1 x TX 30x25; 1 x TX 40x25
 800/1 BDC 1 x 0,8x5,5x25; 1 x 1,0x5,5x25; 1 x 1,2x6,5x25

INSERTI E PORTAINSERTI - KIT BIT-CHECK 6 IMPAKTOR 1

Cod. Tec. E759406
GR53 Euro 30,46
Pezzi 6

ART. BIT-CHECK 6 IMPAKTOR 1
Assortimento composto da 6 inserti Impaktor. La tecnologia Impaktor fa sì che l'utensile raggiunga una durata straordinaria
anche in caso di sollecitazioni estreme, consigliati per l'uso con gli avvitatori a massa battente. Il rivestimento ruvido di
diamanti riduce il rischio che l'utensile scivoli dalla vite.

Composizione:
 851/4 IMP DC 1 x PH 2x50; 1 x PH 3x50
 855/4 IMP DC 1 x PZ 2x50; 1 x PZ 3x50
 867/4 IMP DC 1 x TX 25x50; 1 x TX 30x50

INSERTI E PORTAINSERTI - KIT BIT-CHECK 10 IMPAKTOR 2

Cod. Tec. E759610
GR53 Euro 53,88
Pezzi 10

ART. BIT-CHECK 10 IMPAKTOR 2
Assortimento composto da 1 portainserti Impaktor con anello di ritegno magnetizzato e 9 inserti Impaktor. La tecnologia
Impaktor fa sì che l'utensile raggiunga una durata straordinaria anche in caso di sollecitazioni estreme, consigliati per l'uso
con gli avvitatori a massa battente. Il rivestimento ruvido di diamanti riduce il rischio che l'utensile scivoli dalla vite.

Composizione:
  897/4 IMP R 1 x 1/4"x75
 851/1 IMP DC 3 x PH 2x25; 1 x PH 3x25
 867/1 IMP DC 3 x TX 25x25; 1 x TX 30x25; 1 x TX 40x25

INSERTI E PORTAINSERTI - KIT BIT-CHECK 12 STAINLESS 1

Cod. Tec. E760012
GR53 Euro 44,84
Pezzi 12

ART. BIT-CHECK 12 STAINLESS 1
Assortimento composto da 1 portainserti Rapidaptor in acciaio Inox a cambio rapido e 11 inserti in acciaio Inox per
impedire la formazione di ruggine impropria.

Composizione:
  3888/4/1 K 1 x 1/4"x50
 3851/1 TS PH 1 x PH 1x25; 1 x PH 2x25
 3855/1 TS PZ 1 x PZ 1x25; 1 x PZ 2x25
 3867/1 TS 1 x TX 15x25; 1 x TX 20x25; 1 x TX 25x25;

TORX® 1 x TX 30x25
 3840/1TS 1 x 3,0x25; 1 x 4,0x25; 1 x 5,0x25

E.101Indivisible package  Suggested retail package - Unit price

BITS AND HOLDERS BIT-CHECK SET 7 DIAMOND 1

Tech. Code

Pieces 7

ITEM: BIT-CHECK 7 DIAMOND 1
Assortment composed of 1 rapidator holder rapid change and 6 BiTorsion bits for a longer duration, diamond coated for
secure fit of the screws.

Composition:
  889/4/1 K 1 x 1/4"x50
  851/1 BDC PH 1 x PH 1x25; 1 x PH 2x25
 855/1 BDC PZ 1 x PZ 1x25; 1 x PZ 2x25
 800/1 BDC 1 x 1,0x5,5x25; 1 x 1,2x6,5x25

BITS AND HOLDERS BIT-CHECK SET 30 DIAMOND 1

Tech. Code

Pieces 30

ITEM: BIT-CHECK 30 DIAMOND 1
Assortment composed of 1 rapidaptor holder rapid change and 29 BiTorsion bits for a longer duration, diamond coated for
a secure fit of the screws.

Composition:
  889/4/1 K 1 x 1/4"x50
 851/1 BDC PH 2 x PH 1x25; 4 x PH 2x25; 1 x PH 3x25
 855/1 BDC PZ 2 x PZ 1x25; 4 x PZ 2x25; 1 x PZ 3x25
 867/1 TORX® 2 x TX 10x25; 2 x TX 15x25; 3 x TX 20x25;
 BDC 3 x TX 25x25; 1 x TX 30x25; 1 x TX 40x25
 800/1 BDC 1 x 0,8x5,5x25; 1 x 1,0x5,5x25; 1 x 1,2x6,5x25

BITS AND HOLDERS BIT-CHECK SET 6 IMPAKTOR 1

Tech. Code

Pieces 6

ITEM: BIT-CHECK 6 IMPAKTOR 1
Assortment of composed of 6 Impaktor bits. The Impaktor technology gives the tool an extraordinary above average
service life and even in cases of extreme stress, recommended for use with customary Impact Drivers. It's diamond coating
reduces the risk that the tool slips from the screws.

Composition:
 851/4 IMP DC 1 x PH 2x50; 1 x PH 3x50
 855/4 IMP DC 1 x PZ 2x50; 1 x PZ 3x50
 867/4 IMP DC 1 x TX 25x50; 1 x TX 30x50

BITS AND HOLDERS BIT-CHECK SET 10 IMPAKTOR 2

Tech. Code

Pieces 10

ITEM: BIT-CHECK 10 IMPAKTOR 2
Assortment composed of 1 Impaktor holder with magnetized retaining ring and 9 Impaktor bits.The Impaktor technology
gives the tool an extraordinary above average service life and even in cases ofextreme stress, recommended for us the
tool slips from the screws.

Composition:
  897/4 IMP R 1 x 1/4"x75
 851/1 IMP DC 3 x PH 2x25; 1 x PH 3x25
 867/1 IMP DC 3 x TX 25x25; 1 x TX 30x25; 1 x TX 40x25

BITS AND HOLDERS BIT-CHECK SET 12 STAINLESS 1

Tech. Code

Pieces 12

ITEM: BIT-CHECK 12 STAINLESS 1
Assortment composed of 1 Rapidaptor holder in stainless steel rapid change and 11 bits in stainless steel to prevent the
formation of improper rust.

Composition:
  3888/4/1 K 1 x 1/4"x50
 3851/1 TS PH 1 x PH 1x25; 1 x PH 2x25
 3855/1 TS PZ 1 x PZ 1x25; 1 x PZ 2x25
 3867/1 TS 1 x TX 15x25; 1 x TX 20x25; 1 x TX 25x25;

TORX® 1 x TX 30x25
 3840/1TS 1 x 3,0x25; 1 x 4,0x25; 1 x 5,0x25



E

E.102 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

INSERTI E PORTAINSERTI - KIT KRAFTFORM KOMPAKT 50

Cod. Tec. E763014
GR53 Euro 69,90
Pezzi 14

ART. KRAFTFORM KOMPAKT 50
Assortimento composto da 1 impugnatura Kraftform Rapidaptor 817 R a cambio rapido con 1 portainserti e 12 inserti
tenaci per impiego universale.

Composizione:
 817 R 1 x 1/4"x133
  889/4 R 1 x 1/4"x100
 851/1 Z PH 1 x PH 1x25; 1 x PH 2x25
 855/1 Z PH 1 x PZ 1x25; 1 x PZ 2x25
 867/1 Z 1 x TX 10x25; 1 x TX 15x25; 1 x TX 20x25;

TORX® BO 1 x TX 25x25; 1 x TX 30x25; 1 x TX 40x25
 800/1 Z 1 x 0,6x4,5x25; 1 x 1,0x5,5x25

INSERTI E PORTAINSERTI PER AVVITATORI IN KIT

Cod. Tec. E7525KIT1
GR52 Euro 29,58
Pezzi 30

ART. E7525
Assortimento 30 inserti a croce, esagonali, torx, torx con foro e portainserti in pratico astuccio di plastica.

Composizione:
E7220 Inserto a croce Phillips PH0 - PH1 - PH2 - PH3
E7224 Inserto a croce Pozidriv PZ1 - PZ2 - PZ3
E7230 Inserto Esagonale 2 - 2,5 - 3 - 4 - 5 - 6 - 8 mm
E7235 Inserto Torx T10 - T15 - T20 - T25 - T30 T40
E7239 Inserto Torx con foro T10 - T15 - T20 - T25 - T30
E7228 Inserto a taglio 3 x 25 - 4 x 25 - 5 x 25 - 6 x 25 - 7 x 25 mm
E7243 Portainserti magnetico 60 mm

ART. E7700
Utensile prendi tutto mediante magnete con estensione telescopica.
Modello a forma di penna con clip.

Cod. Tec. GR52
Euro

Ø magnete
mm

Estensione min - max
mm

Portata
g

E770008 12,24 8
130 - 640

1000
E770011 13,26 11 1600

UTENSILI PRENDITUTTO MAGNETICI TELESCOPICI

ART. E7722
Artigli flessibili a molla prensile con 4 lame e magnete.

Cod. Tec. GR52
Euro

Lunghezza
mm

Ø
mm

Portata
g

E7722700 25,50 700 15 500

ARTIGLI PRENDIVITI FLESSIBILI

ART. E7710
Prenditutto flessibili con magnete incorporato, impugnatura a cacciavite.

Cod. Tec. GR52
Euro

Lunghezza
mm

Ø
mm

Portata
g

E771006 15,30 500 6 500

UTENSILI PRENDITUTTO MAGNETICI FLESSIBILI

ART. 12600
Prenditutto flessibili con magnete incorporato, impugnatura a cacciavite.

Cod. Tec. GR55
Euro

Ø
mm

Lunghezza
mm

Portata
g

E770915 40,50 15 525 1800
E770919 60,00 19 535 3000

Cod. Tec. GR55
Euro

Ø
mm

Lunghezza
mm

Portata
g

E770905 8,20 5 500 270
E770908 27,50 8 460 500

UTENSILI PRENDITUTTO MAGNETICI FLESSIBILI

E.102 Indivisible package   Suggested retail package - Unit price

BITS AND HOLDERS SET KRAFTFORM KOMPAKT 50

Tech. Code

Pieces 14

ITEM: KRAFTFORM KOMPAKT 50
Assortment composed of 1 Kraftform grip handle Rapidaptor 817 R rapid change with 1 holder and 12 tough viscous for
universal use.

Composition:
 817 R 1 x 1/4"x133
  889/4 R 1 x 1/4"x100
 851/1 Z PH 1 x PH 1x25; 1 x PH 2x25
 855/1 Z PH 1 x PZ 1x25; 1 x PZ 2x25
 867/1 Z 1 x TX 10x25; 1 x TX 15x25; 1 x TX 20x25;

TORX® BO 1 x TX 25x25; 1 x TX 30x25; 1 x TX 40x25
 800/1 Z 1 x 0,6x4,5x25; 1 x 1,0x5,5x25

BITS AND HOLDERS IN SET

Tech. Code

Pieces 30

ITEM: E7525
Assortment of 30 inserts for Philips and Pozidriv coupled shape screwers, hexagon shaped, slotted shpaed, Torx and Torx
with hole, one 60 mm magnetic insert holder supplied with its practical plastic casing.

Composition:
E7220 Coupled shape Philips insert PH0 - PH1 - PH2 - PH3
E7224 Coupled shape Pozidriv insert PZ1 - PZ2 - PZ3
E7230 Hexagonal insert 2 - 2,5 - 3 - 4 - 5 - 6 - 8 mm
E7235 Inserto Torx T10 - T15 - T20 - T25 - T30 T40
E7239 Torx type insert with hole T10 - T15 - T20 - T25 - T30
E7228 Cutting Insert 3 x 25 - 4 x 25 - 5 x 25 - 6 x 25 - 7 x 25 mm
E7243 Magnetic insert holder 60 mm

ITEM: E7700
Magnet pick up tool, with telescopic extension.
Pen-style model with clip.

Tech. Code Ø magnet
mm

min – max extension
mm

Load capacity
g

8
130 - 640

1000
11 1600

MAGNETIC TELESCOPIC PICK UP TOOLS

ITEM: E7722
Flexible spring prehensile claws with 4 blades and magnets

Tech. Code Length
mm

Ø
mm

Load capacity
g

700 15 500

FLEXIBLE SPRING PREHENSILE CLAWS

ITEM: E7710
Flexible magnetic pick up tool with built-in magnet, screwdriver handle.

Tech. Code Length
mm

Ø
mm

Load capacity
g

500 6 500

FLEXIBLE MAGNETIC PICK UP TOOLS

ITEM: 12600
Flexible pick-up tools with incorporated magnet, screwdriver handle.

Tech. Code Ø
mm

Length
mm

Load capacity
g

15 525 1800
19 535 3000

Tech. Code Ø
mm

Length
mm

Load capacity
g

5 500 270
8 460 500

FLEXIBLE MAGNETIC PICK-UP TOOLS



E

E.103 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ART. WX9415
Carrelli portautensili premium quality con piano in legno. Massima sicurezza sul lavoro garantita
dalla serratura centrale e dal gancio di sicurezza contro l’ apertura involontaria dei cassetti durante
la movimentazione del carrello. Dotati di robusto maniglione ergonomico, cassetti ad estrazione
totale con guide telescopiche, 2 ruote fisse Ø 160 mm e 2 girevoli con freno Ø 100 mm in gomma
vulcanizzata.

Pareti laterali e posteriori forate che consentono il posizionamento di attrezzi e accessori. Area
lavorativa supplementare grazie alla robusta copertura in legno multistrato.

Cod. Tec. E8220W6 E8220W8
GR58 Euro 805,00 980,00
Dimensioni mm 892 x 653 x 927 h
Cassetti n° 6 8
Dim. cassetti mm 2x75 h; 2x100 h; 1x150 h; 1x200 h 6x75 h; 1x100 h; 1x150 h

Portata cassetti kg 40

Portata kg 400
Colore RAL 5004
Peso kg 83 90

CARRELLI PORTAUTENSILI CON PIANO IN LEGNO

ART. WX9420
Carrelli portautensili premium quality con piano in plastica. Massima sicurezza sul lavoro garantita
dalla serratura centrale e dal gancio di sicurezza contro l' apertura involontaria dei cassetti durante
la movimentazione del carrello. Dotati di robusto maniglione ergonomico, cassetti ad estrazione
totale con guide telescopiche, 2 ruote fisse Ø 160 mm e 2 girevoli con freno Ø 100 mm in gomma
vulcanizzata.

Pareti laterali e posteriori forate che consentono il posizionamento di attrezzi e accessori. Area di
immagazzinamento e area lavorativa supplementare garantite dalla copertura in plastica antiscivolo
con scomparti per la minuteria.

Cod. Tec. E8225P6 E8225P8
GR58 Euro 755,00 890,00
Dimensioni mm 892 x 653 x 927 h
Cassetti n° 6 8
Dim. Cassetti mm 2x75 h; 2x100 h; 1x150 h; 1x200 h 6x75 h; 1x100 h; 1x150 h

Portata cassetti kg 40

Portata kg 400
Colore RAL 5004
Peso kg 73 80

CARRELLI PORTAUTENSILI CON PIANO IN PLASTICA

WODEX MODULAR SYSTEM
Con WODEX MODULAR SYSTEM gestisci e razionalizzi lo spazio all’interno di ogni singolo cassetto del tuo carrello portautensili.

Grazie alla modularità dei nostri FOAM hai molteplici possibilità di comporre il tuo assortimento,
ottimizzando i volumi e senza spreco di spazio.

Se trovi questa icona

significa che i cassetti sono compatibili con i nostri FOAM Wodex.

E.103Indivisible package  Suggested retail package - Unit price

ITEM: WX9415
Premium quality tool trolleys with wooden top. Maximum work safety guaranteed by the central lock
and by the safety hook against the involuntary opening of the drawers when the trolley is moved.
Equipped with a sturdy ergonomic handle, full-extension drawers with telescopic rails. 2 fixed castors
Ø 160 mm e 2 and 2 swivels with Ø 100 mm in vulcanized rubber.

Perforated side and back walls that allow the positioning of tools and accessories. Additional work
area thanks to a robust multi-ply wooden top cover.

Tech. Code

Dimensions mm 892 x 653 x 927 h
Drawers n° 6 8
Dim. drawers mm 2x75 h; 2x100 h; 1x150 h; 1x200 h 6x75 h; 1x100 h; 1x150 h

Drawers capacity kg 40

Load capacity kg 400
Colour RAL 5004
Weight kg 83 90

TOOL CABINETS WITH WOODEN TOP

ITEM: WX9420
Premium quality tool trolleys with plastic top. Maximum work safety guaranteed by the central lock
and by the safety hook against the involuntary opening of the drawers when the trolley is moved.
Equipped with a sturdy ergonomic handle, full extension drawers with telescopic rails, 2 fixed castors,
Ø 160 mm and 2 swivels with Ø 100 mm brake in vulcanized rubber.

Perforated side and back walls that allow the positioning of tools and accessories, storage area and
additional work compartments for small parts.

Tech. Code

Dimensions mm 892 x 653 x 927 h
Drawers n° 6 8
Dim. drawers mm 2x75 h; 2x100 h; 1x150 h; 1x200 h 6x75 h; 1x100 h; 1x150 h

Drawers capacity kg 40

Load capacity kg 400
Colour RAL 5004
Weight kg 73 80

TOOL CABINETS WITH PLASTIC TOP

With WODEX MODULAR SYSTEM you can manage and rationalize the space inside every single drawer of your tool cabinet.
Thanks to the modularity of our FOAM you can have many possibilities to compose your range,

optimizing volumes without wasting space.

If you find this icon

It means that the drawers are compatible with our Wodex FOAM.
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E.104 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ART. WX9430
Carrelli portautensili premium quality con piano in plastica e paraspigoli. Massima sicurezza sul
lavoro garantita dalla serratura centrale e dal gancio di sicurezza contro l' apertura involontaria dei
cassetti durante la movimentazione del carrello. Dotati di robusto maniglione ergonomico, cassetti ad
estrazione totale con guide telescopiche, 2 ruote fisse Ø 160 mm e 2 girevoli con freno Ø 100 mm in
gomma vulcanizzata.

Pareti laterali e posteriori forate che consentono il posizionamento di attrezzi e accessori. Area di
immagazzinamento e area lavorativa supplementare garantite dalla copertura in plastica antiscivolo
con scomparti per la minuteria.

Cod. Tec. E8230P6 E8230P8
GR58 Euro 835,00 990,00
Dimensioni mm 892 x 653 x 927 h
Cassetti n° 6 8
Dim. Cassetti mm 2x75 h; 2x100 h; 1x150 h; 1x200 h 6x75 h; 1x100 h; 1x150 h

Portata cassetti kg 40

Portata kg 400

Colore RAL 5004
Peso kg 75 82

CARRELLI PORTAUTENSILI CON PIANO IN PLASTICA E PARASPIGOLI

ART. WX9432
Ripiani supplementari in lamiera d’ acciaio nera.

Cod. Tec. E823500
GR58 Euro 58,00
Dimensioni mm 380 x 310
Colore Nero

RIPIANI SUPPLEMENTARI PER CARRELLI

ART. WX9433
Contenitori per rifiuti in lamiera d’ acciaio nera.
Volume 14 Litri.

Cod. Tec. E823700
GR58 Euro 49,00
Dimensioni mm 380 x 310
Colore Nero

CONTENITORI PER RIFIUTI PER CARRELLI

ART. WX9434
Porta rotolo di carta in lamiera d’ acciaio nera. Per rotoli con Ø da 400 mm.

Cod. Tec. E823900
GR58 Euro 53,00
Dimensione mm 360
Colore Nero

SUPPORTO PORTA ROTOLO PER CARRELLI

E.104 Indivisible package   Suggested retail package - Unit price

ITEM: WX9430
Premium quality tool trolleys with plastic top and edge protection. Maximum work safety guaranteed
by the central lock and by the safety hook against the involuntary opening of the drawers when the
trolley is moved. Equipped with a sturdy ergonomic handle full-extension drawers with telescopic rails,
2 fixed castors Ø 160 mm and 2 swivels with 2 Ø 100 mm in vulcanized rubber.

Perforated side and back walls that allow the positioning of tools and accessories. Storage area and
additional work area guaranteed by the anti-slip plastic cover with compartments for small parts.

Tech. Code

Dimensions mm 892 x 653 x 927 h
Drawers n° 6 8
Dim. drawers mm 2x75 h; 2x100 h; 1x150 h; 1x200 h 6x75 h; 1x100 h; 1x150 h

Drawers capacity kg 40

Load capacity kg 400

Colour RAL 5004
Weight kg 75 82

TOOL CABINETS WITH PLASTIC TOP AND PROTECTIVE EDGES

ITEM: WX9432
Supplementary shelves in black steel sheets.

Tech. Code

Dimensions mm 380 x 310
Colour Black

SUPPLEMENTARY SHELVES FOR TOOL CABINETS

ITEM: WX9433
Waste containers in black sheet steel.
Volume 14 liters.

Tech. Code

Dimensions mm 380 x 310
Colour Black

WASTE CONTAINERS FOR TOOL CABINETS

ITEM: WX9434
Roll holder in black sheet steel. For rolls with Ø 400 mm.

Tech. Code

Dimension mm 360
Colour Black

ROLL HOLDER SUPPORTS FOR TOOL CABINETS
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E.105 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ART. WX9435
Supporto presa tipo D nera, con barra portaprese.
Per presa lunga 1,5 m.

Cod. Tec. E824100
GR58 Euro 80,00
Dimensioni mm 200 x 380 x 50
Colore Nero

SUPPORTO PRESA TIPO D PER CARRELLI

ART. WX9436
Porta bombolette spray in lamiera d' acciaio nera.

Cod. Tec. E824300
GR58 Euro 18,50
Dimensioni mm 70 x 380 x 74
Colore Nero

SUPPORTO PORTA BOMBOLETTE SPRAY PER CARRELLI

ART. WX9437
Bacheca in lamiera d'acciaio con porta (apertura a destra) e serratura.

Cod. Tec. E824500
GR58 Euro 155,00
Dimensioni mm 667 x 380 x 50
Colore Nero

BACHECA CON SERRATURA PER CARRELLI

ART. WX9438
Parete posteriore forata in lamiera d’ acciaio, foratura quadrata 10 x 10 mm, passo di 38 mm.

Cod. Tec. E824700
GR58 Euro 80,00
Dimensioni mm 660 x 640h
Colore Nero

PARETE POSTERIORE FORATA PER CARRELLI

E.105Indivisible package  Suggested retail package - Unit price

ITEM: WX9435
Black extension socket supports type D with socket bar
with 1,5 m long socket extensions.

Tech. Code

Dimensions mm 200 x 380 x 50
Colour Black

EXTENSION SOCKET SUPPORTS TYPE D FOR TOOL CABINETS

ITEM: WX9436
Support for spray cans in black sheet steel.

Tech. Code

Dimensions mm 70 x 380 x 74
Colour Black

SUPPORT FOR SPRAY CANS FOR TOOL CABINETS

ITEM: WX9437
Notice board in sheet steel with ( right opening) door and lock.

Tech. Code

Dimensions mm 667 x 380 x 50
Colour Black

NOTICE BOARD WITH LOCK FOR TOOL CABINETS

ITEM: WX9438
Perforated rear back panels, made of sheet steel, perforated squares 10 x 10 mm, pitch 38 mm.

Tech. Code

Dimensions mm 660 x 640h
Colour Black

PERFORATED REAR BACK PANELS FOR TOOL CABINETS



E

E.106 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ART. WX9455
Carrelli portautensili PREMIUM QUALITY con piano in acciaio e dispositivo antiribaltamento "Safety
Control System" che previene l'apertura di più cassetti contemporaneamente.

Caratteristiche:
- Piano di lavoro in acciaio con copertura antiscivolo
- Cassetti ad estrazione totale con guide telescopiche
- Maniglie dei cassetti in acciaio con blocco anti-apertura involontaria
- Chiusura centralizzata con chiave
- Ruote in gomma antiolio Ø 125 mm, 2 fisse e 2 girevoli di cui una con il freno
- Pareti laterali con predisposizione per gli accessori
- Verniciatura ecologica ad alto spessore RAL 5004 con particolari RAL 6018

Cod. Tec. E8315P7
GR58 Euro 590,00
Dimensioni mm 850 x 480 x 930
Cassetti n° 7

Dim. Int. cassetti mm 600 x 447

Altezza cassetti mm 5 x 70 h; 2 x 145 h

Portata cassetti Kg 40

Portata carrello Kg 400
Peso Kg 61

CARRELLI PORTAUTENSILI CON PIANO IN ACCIAIO

ART. WX9470
Ripiani supplementari in lamiera d'acciaio verniciata.

Cod. Tec. E832000
GR58 Euro 25,00
Dimensione mm 350
Colore Nero

RIPIANI SUPPLEMENTARI PER CARRELLI WX9455

ART. WX9472
Porta bombolette spray in lamiera d'acciaio verniciata.

Cod. Tec. E832200
GR58 Euro (22,00)
Dimensione mm 350
Colore Nero

SUPPORTO PORTA BOMBOLETTE SPRAY PER CARRELLI WX9455

ART. WX9474
Contenitore per rifiuti in lamiera d'acciaio verniciata.

Cod. Tec. E832400
GR58 Euro (49,00)
Dimensione mm 350
Colore Nero

CONTENITORE RIFIUTI PER CARRELLI WX9455

E.106 Indivisible package   Suggested retail package - Unit price

ITEM: WX9455
PREMIUM QUALITY tool trolleys with steel top and "safety Control System" anti-tilt device that
prevents the opening of several drawers at the same time.

Features:
- Steel worktop with non-slip cover
- Total extraction drawers with telescopic guides
- Steel drawer handles with involuntary anti-opening lock
- Central locking with key
- Anti-oil rubber wheels Ø125 mm, 2 fixed and 2 swivel, one with brake
- Side walls with provision for accessories
- RAL 5004 ecological high-gloss varnishing with RAL 6018 details

Tech. Code

Dimensions mm 850 x 480 x 930
Drawers n° 7

Dim.Int. drawers mm 600 x 447

Drawers height mm 5 x 70 h; 2 x 145 h

Drawers capacity Kg 40

Cabinet capacity Kg 400
Weight Kg 61

TOOL TROLLEY CABINETS WITH STEEL TOP

ITEM: WX9470
Additional shelves in painted sheet steel.

Tech. Code

Dimension mm 350
Colour Black

ADDITIONAL SHELVES FOR WX9455 TROLLEYS

ITEM: WX9472
Spray can holder in painted sheet steel.

Tech. Code

Dimension mm 350
Colour Black

SPRAY CAN HOLDERS FOR WX9455 TROLLEYS

ITEM: WX9474
Waste container in painted sheet steel.

Tech. Code

Dimension mm 350
Colour Black

WASTE CONTAINERS FOR WX9455 TROLLEYS
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E.107 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ART. WX9476
Contenitore per documenti in lamiera d'acciaio verniciata.

Cod. Tec. E832600
GR58 Euro (25,00)
Dimensione mm 350
Colore Nero

CONTENITORE DOCUMENTI PER CARRELLI WX9455

ART. WX9478
Supporto portarotolo di carta in filo d'acciaio cromato.

Cod. Tec. E832800
GR58 Euro (15,00)
Dimensione mm 350
Colore Nero

SUPPORTO PORTAROTOLO PER CARRELLI WX9455

ART. WX9480
Supporto porta giraviti in lamiera d'acciaio verniciata.

Cod. Tec. E833000
GR58 Euro (14,00)
Dimensione mm 350
Colore Nero

SUPPORTO PORTA GIRAVITI PER CARRELLI WX9455

Il prodotto è disponibile nel CAP K

GUANTI IN POLIESTERE SPALMATI IN POLIURETANO

Cod. Tec. Taglia Taglia EU

K23117 M 7

K23118 L 8

K23119 XL 9

Prodotti correlati

E.107Indivisible package  Suggested retail package - Unit price

ITEM: WX9476
Container for documents in painted sheet steel.

Tech. Code

Dimension mm 350
Colour Black

DOCUMENT CONTAINERS FOR WX9455 TROLLEYS

ITEM: WX9478
Paper roll holder in chromed steel wire.

Tech. Code

Dimension mm 350
Colour Black

PAPER ROLL HOLDERS FOR WX9455 TROLLEYS

ITEM: WX9480
Screwdriver support in painted sheet steel.

Tech. Code

Dimension mm 350
Colour Black

SUPPORT FOR SCREWDRIVERS FOR WX9455 TROLLEYS

The products are available in chapter K

GLOVES IN CONTINUOUS NYLON WIRE POLYURETHANE COATED

Tech. Code Size EU size

M 7

L 8

XL 9

Related products
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E.108 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ART. 95VA/6A - 95VA/6R
Carrelli portautensili con sistema antiribaltamento a 6 cassetti con estrazione totale.
Triplo sistema di sicurezza, chiusura centralizzata con serratura laterale, serratura singola per
impedire l'involontaria apertura durante la movimentazione.
Protezione antiribaltamento, estrazione contemporanea di più cassetti non consentita.
Etichettatura dei cassetti con più adesivi per ciascun cassetto (adesivi in dotazione).
Maniglia in acciaio inossidabile e paracolpi perimetrale con ammortizzazione degli urti.
Piani di lavoro e di appoggio resistenti e antigraffio, cornice di finitura in acciaio inox,
ruote Ø 125 resistenti ad oli e acidi con parafilo per proteggere i cuscinetti dallo sporco e dai fili, con
due freni di stazionamento.
Di serie il supporto per rotoli di carta e griglia forata su entrambi i lati per l'applicazione di ganci porta
utensili. Cassetti bicromatici di color argento con impugnatura nera.

Cod. Tec. E82506A E82506R
GR55 Euro (1433,00) (1433,00)
Colore Grigio Ral 7016 Rosso Ral 3020
Dimensioni mm 823 x 497 x 1021h

Portata cassetto Kg 30

Portata Tot. Kg 750
Peso Kg 68,5

CARRELLI PORTAUTENSILI A 6 CASSETTI 95VA/6

497
mm

1021
mm

823
mm

750 kg

30 kg

370 mm
530 x 350 x 80 mm

530 x 350 x 120 mm

530 x 350 x 160 mm

ART. 98VA/6A - 98VA/6R
Carrelli portautensili con sistema antiribaltamento a 6 cassetti con estrazione totale, volume dei
cassetti raddoppiato rispetto al modello 95VA.
Triplo sistema di sicurezza, chiusura centralizzata con serratura laterale, serratura singola per
impedire l'involontaria apertura durante la movimentazione.
Protezione antiribaltamento, estrazione contemporanea di più cassetti non consentita.
Etichettatura dei cassetti con più adesivi per ciascun cassetto (adesivi in dotazione).
Maniglia in acciaio inossidabile e paracolpi perimetrale con ammortizzazione degli urti.
Piani di lavoro e di appoggio resistenti e antigraffio, cornice di finitura in acciaio inox,
ruote Ø 125 resistenti ad oli e acidi con parafilo per proteggere i cuscinetti dallo sporco e dai fili, con
due freni di stazionamento.
Di serie il supporto per rotoli di carta e griglia forata su entrambi i lati per l'applicazione di ganci porta
utensili. Cassetti bicromatici di color argento con impugnatura nera.

Cod. Tec. E82556A E82556R
GR55 Euro (2101,00) (2101,00)
Colore Grigio Ral 7016 Rosso Ral 3020
Dimensioni mm 1000 x 652 x 1024h

Portata cassetto Kg 40

Portata Tot. Kg 1400
Peso Kg 98

CARRELLI PORTAUTENSILI A 6 CASSETTI 98VA/6

652
mm

1024
mm

1000
mm

1400 kg

40 kg

570 mm
700 x 530 x 80 mm

700 x 530 x 120 mm

700 x 530 x 160 mm

ART. E8400
Carrelli portautensili in lamiera d'acciaio con top in EVA spessore 10 mm.

Caratteristiche:
- Cassetti ad estrazione totale con guide telescopiche
- Chiusura centralizzata con chiave
- Maniglione laterale
- Vano porta lattine
- Ruote in gomma vulcanizzata Ø 125 mm di cui 2 girevoli con freno
- Scocca esterna colore nero goffrato antigraffio

Cod. Tec. E8400P5 E8400P7
GR52 Euro 590,00 645,00
Dimensioni mm 760 x 506 x 1000 h
Cassetti n° 5 7

Dim. int. cassetti mm 600 x 447

Altezza cassetti mm 3x75 h; 1x150 h; 1x300 h 5x75 h; 2x150 h

Portata cassetti kg 30

Portata carrello kg 400
Colore RAL 3020

CARRELLI PORTAUTENSILI NEW GRAND PRIX

E.108 Indivisible package   Suggested retail package - Unit price

ITEM: 95VA/6A - 95VA/6R
Tool holders with anti-tipping system with total extraction. Triple safety system, central locking with
side lock to prevent involuntary opening during handling,
Anti-tipping, simultananeouse extraction of mutiple draws in not allowed.
Multiple adhesives to label draws (Including stickers).
Stainless steel handle and perimeter bumpers cushioning shock resistant and anti-scratch finishing
boarders in stainless steel, wheels Ø 125 resistant to oil and acid with thread guards to protect the
bearings from dirt and wires, with parking brakes as standard.
Standard series support for paper rolls and perforated grill on both sides for the application of tool
hooks. Silver coloured biconical draws with black handle.

Tech. Code

Colour Grey Ral 7016 Red Ral 3020
Dimensions mm 823 x 497 x 1021h

Drawer capacity Kg 30

Portata Tot. Kg 750
Weight Kg 68,5

TOOL CABINETS WITH 6 DRAWERS 95VA/6

ITEM: 98VA/6A - 98VA/6R
Tool holders with 6 draws with total extraction ,draws volume doubled compared to model 95VA.
Triple safety system, central locking with side lock to prevent involuntary opening during handling,
Anti-tipping, simultananeouse extraction of mutiple draws in not allowed.
Multiple adhesives to label draws (Including stickers).
Stainless steel handle and perimeter bumpers cushioning shock resistant and anti-scratch finishing
boarders in stainless steel, wheels Ø 125 resistant to oil and acid with thread guards to protect the
bearings from dirt and wires, with parking brakes as standard.
Standard series support for paper rolls and perforated grill on both sides for the application of tool
hooks. Silver coloured biconical draws with black handle.

Tech. Code

Colour Grey Ral 7016 Red Ral 3020
Dimensions mm 1000 x 652 x 1024h

Drawer capacity Kg 40

Portata Tot. Kg 1400
Weight Kg 98

TOOL CABINETS WITH 6 DRAWERS 98VA/6

ITEM: E8400
Sheet steel tool cabinets with10 mm thick EVA top.

Features:
- Total extraction drawers with telescopic guides
- Central locking with key
- Side handle
- Can compartment
- Vulcanised rubber wheels Ø 125 mm including 2 swivel with brakes
- External shell case in embossed black anti- scratch colour

Tech. Code

Dimensions mm 760 x 506 x 1000 h
Drawers n° 5 7

Dim.Int. drawers mm 600 x 447

Drawers height mm 3x75 h; 1x150 h; 1x300 h 5x75 h; 2x150 h

Drawers capacity kg 30

Cabinet capacity kg 400
Colour RAL 3020

NEW GRAND PRIX TOOL CABINETS
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E.109 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

CHIAVI COMBINATE A CRICCHETTO 72T IN FOAM

Cod. Tec. E019205
GR51 Euro 81,00
Pezzi 5

ART. WX1300/SE5
Norma DIN 3113A - ISO 7738A
Kit di 5 chiavi combinate a forchetta e cricchetto con dentatura standard 72T in acciaio cromo-vanadio, durezza 42-48
HRC, elevata trasmissione di coppia, angolo di ripresa 5°, finitura cromo-satinata ad alta resistenza. Conforme alle direttive
RoHS e REACH. Set di chiavi completi di modulo Eva Tray per carrelli Wodex. Dimensione del modulo 400x223,5 mm -
Posizione Orizzontale.

Composizione:
WX1300 8 - 10 - 13 - 17 - 19 mm

1/3

CHIAVI COMBINATE A CRICCHETTO REVERSIBILE IN FOAM

Cod. Tec. E020205 E020209
GR51 Euro 92,00 169,00
Pezzi 5 9

ART. WX1350/SE5 - WX1350/SE9
Norma DIN 3113A - ISO 7738A

Kit di chiavi combinate a forchetta e cricchetto reversibile con dentatura standard 72T in acciaio cromo-vanadio durezza
42-48 HRC. Elevata trasmissione di coppia, angolo di ripresa 5°, testa a cricchetto poligonale piegata di 15° per lavorare
in spazi difficilmente accessibili, finitura cromo-satinata ad alta resistenza. Conforme alle direttive RoHS e REACH. Set di
chiavi completi di modulo Eva Tray per carrelli Wodex. Dimensione del modulo 400x223,5 mm - Posizione Orizzontale.

Composizione:
WX1350/SE5 8 - 10 - 13 - 17 - 19 mm
WX1350/SE9 8 - 10 - 11 - 13 - 14 - 16 - 17 - 18 - 19 mm

1/3

CHIAVI A FORCHETTA DOPPIE IN FOAM

Cod. Tec. E026208 E026212
GR51 Euro 42,30 75,20

Dimensioni mm 400 x 223,5 - 1/3 Posizione orizzontale 400 x 447 - 2/3 Posizione verticale

Pezzi 8 12

ART. WX1010/SE8 - WX1010/SE12
Norma: DIN 3110 - ISO 10102.

Kit di chiavi a forchetta doppie con corpo profilato antiscivolo e bordi arrotondati in acciaio al cromo-vanadio, finitura
coromo-satinata.  Completi di modulo Eva Tray per carrelli Wodex.

Composizione:
WX1010/SE8 6x7 - 8x9 - 10x11 - 12x13 - 14x15 - 16x17 - 18x19 - 20x22 mm
WX1010/SE12 6x7 - 8x9 - 10x11 - 12x13 - 14x15 - 16x17 - 18x19 - 20x22 - 21x23 - 24x27 - 25x28 - 30x32 mm

2/3
1/3

CHIAVI COMBINATE IN FOAM

Cod. Tec. E000712 E000716
GR51 Euro 77,25 139,05

Dimensioni mm 400 x 223,5 - 1/3 Posizione orizzontale 400 x 447 - 2/3 Posizione verticale

Pezzi 12 16

ART. WX1060/SE12 - WX1060/SE16
NORMA DIN 3113A - ISO 7738A

Kit di chiavi combinate con corpo profilato antiscivolo e bordi arrotondati. Il profilo Plus-Drive consente la trasmissione di
forze elevate sui fianchi di viti e dadi senza danneggiarne gli spigoli. Completi di modulo Eva Tray per carrelli Wodex.

Composizione:
WX1060/SE12 7 - 8 - 9 - 10 - 11 - 12 - 13 - 14 - 15 - 17 - 19 - 22 mm
WX1060/SE16 7 - 8 - 9 - 10 - 11 - 12 - 13 - 14 - 15 - 17 - 19 - 22 - 24 - 27 - 30 - 32 mm

2/3
1/3

E.109Indivisible package  Suggested retail package - Unit price

COMBINATION RATCHET WRENCHES 72T IN FOAM

Tech. Code

Pieces 5

ITEM: WX1300/SE5
Standard DIN 3113A - ISO 7738A

Set of combination ratchet wrenches with 72T in chrome-vanadium steel, hardness 42-48 HRC,high torque transmission
5° angle, chrome-satin finish. Compliant with RoHS and REACH directives. Complete set of Eva Tray module wrenches for
Wodex trolleys module size 400x223,5 mm - Horizontal position.

Composition:
WX1300 8 - 10 - 13 - 17 - 19 mm

COMBINATION WRENCHES WITH REVERSIBLE RATCHET IN FOAM

Tech. Code

Pieces 5 9

ITEM: WX1350/SE5 - WX1350/SE9
Standard: DIN 3113A - ISO 7738A
Set of combination wrenches with reversible ratchet 72T in chrome-vanadium steel, hardness 42-48 HRC. High torque
transmission 5° angle, polygonal ratchet head bent 15° to work in hard accesssible spaces, high resistance chrome-satin
finish. Compliant with RoHS e REACH. Complete set of Eva Tray module for Wodex trolleys. Module size 400x223,5 mm
- Horizontal position.
Composition:
WX1350/SE5 8 - 10 - 13 - 17 - 19 mm
WX1350/SE9 8 - 10 - 11 - 13 - 14 - 16 - 17 - 18 - 19 mm

DOUBLE OPEN ENDED WRENCHES IN FOAM

Tech. Code

Dimensions mm 400 x 223,5 - 1/3 Horizontal position 400 x 447 - 2/3 Vertical position

Pieces 8 12

ITEM: WX1010/SE8 - WX1010/SE12
STANDARD: DIN 3110 - ISO 10102

Set of double open ended wrenches with non-slip shaped body and rounded edges in chrome-vanadium steel, satin finish.
Complete with Eva Tray module for Wodex trolleys.

Composition:
WX1010/SE8 6x7 - 8x9 - 10x11 - 12x13 - 14x15 - 16x17 - 18x19 - 20x22 mm
WX1010/SE12 6x7 - 8x9 - 10x11 - 12x13 - 14x15 - 16x17 - 18x19 - 20x22 - 21x23 - 24x27 - 25x28 - 30x32 mm

COMBINATION WRENCHES IN FOAM

Tech. Code

Dimensions mm 400 x 223,5 - 1/3 Horizontal position 400 x 447 - 2/3 Vertical position

Pieces 12 16

ITEM: WX1060/SE12 - WX1060/SE16
STANDARD DIN 3113A - ISO 7738A

Set of combination wrenches with non-slip shaped body and rounded edges. The Plus-Drive profile allows the transmission
of strong forces on the sides of screws and nuts without damaging the edges.Complete with Eva Tray module for Wodex
trolleys.

Compostion:
WX1060/SE12 7 - 8 - 9 - 10 - 11 - 12 - 13 - 14 - 15 - 17 - 19 - 22 mm
WX1060/SE16 7 - 8 - 9 - 10 - 11 - 12 - 13 - 14 - 15 - 17 - 19 - 22 - 24 - 27 - 30 - 32 mm



E
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CHIAVI A BUSSOLA ESAGONALE CON IMPUGNATURA IN FOAM

Cod. Tec. E145108
GR51 Euro 88,00
Pezzi 8

ART. WX1950/SE8
Kit di 8 chiavi a bussola esagonale con impugnatura PREMIUM QUALITY per viti a testa esagonale o dadi, impugnature
ERGOFORM ipoallergeniche, antiscivolo, morbide e confortevoli, realizzate in SANTOPRENE® che garantisce la massima
resistenza per un lavoro veloce e di precisione. Identificazione della misura posta sulla testa dell'impugnatura. Conforme
alle direttive RoHS e REACH.
Completi di modulo Eva Tray per carrelli Wodex
Dimensione del modulo 400x223,5 mm - Posizione Orizzontale

Composizione:
WX1950 5x125 - 5,5x125 - 6x125 - 7x125 - 8x125 - 9x125 - 10x125 - 13x125 mm

1/3

GIRAVITI MICRO CON BUSSOLA ESAGONALE IN FOAM

Cod. Tec. E148106
GR51 Euro 39,50
Pezzi 6

ART. WX1957/SE6
Kit di 6 giraviti micro per elettronica e meccanica fine PREMIUM QUALITY con lame in acciaio al cromo vanadio satinate,
punte di precisione BLACK-TIP temprate. Impugnature ERGOFORM con cappuccio girevole, ipoallergeniche, antiscivolo,
morbide e confortevoli, realizzate in SANTOPRENE® che garantisce la massima resistenza per un lavoro veloce e di
precisione. Conforme alle direttive RoHS e REACH.
Completi di modulo Eva Tray per carrelli Wodex
Dimensione del modulo 200x223,5 mm - Posizione Verticale

Composizione:
WX1957 2,5x60 - 3x60 - 3,5x60 - 4x60 - 5x60 - 6x60 mm

1/6

CHIAVI ESAGONALI E GIRAVITE STUBBY IN FOAM

Cod. Tec. E230202
GR51 Euro 52,00
Pezzi 2

ART. WX9520/SE2
Kit composto da una serie di chiavi esagonali lunghe con magnete ed un giravite portainserti Stubby completo di un set di
inserti PREMIUM QUALITY.
Completi di modulo Eva Tray per carrelli Wodex
Dimensione del modulo 200x223,5 mm - Posizione Verticale

Composizione:
WX2600/S9 Set di chiavi esagonali lunghe con magnete
WX4622 Giravite portainserti Stubby con kit di inserti

1/6

GIRAVITI MICRO MASCHIO ESAGONALE IN FOAM

Cod. Tec. E255606
GR51 Euro 28,50
Pezzi 6

ART. WX2847/SE6
Kit di 6 giraviti micro per elettronica e meccanica fine PREMIUM QUALITY con lame in acciaio al cromo vanadio satinate,
punte di precisione BLACK-TIP temprate. Impugnature ERGOFORM con cappuccio girevole, ipoallergeniche, antiscivolo,
morbide e confortevoli, realizzate in SANTOPRENE® che garantisce la massima resistenza per un lavoro veloce e di
precisione. Conforme alle direttive RoHS e REACH.
Completi di modulo Eva Tray per carrelli Wodex
Dimensione del modulo 200x223,5 mm - Posizione Verticale

Composizione:
WX2847 0,9x60 - 1,3x60 - 1,5x60 - 2,0x60 - 2,5x60 - 3,0x60 mm

1/6

GIRAVITI A MASCHIO ESAGONALE CON TESTA SFERICA IN FOAM

Cod. Tec. E252105
GR51 Euro 32,50
Pezzi 5

ART. WX2810/SE5
Kit di 5 giraviti PREMIUM QUALITY maschio esagonale con testa sferica, lame in acciaio al cromo vanadio satinate, punte
di precisione BLACK-TIP temprate con durezza superficiale 58 ± 2 HRC e momento torcente 20% superiore alla norma
DIN 8764. Impugnature ERGOFORM ipoallergeniche, antiscivolo, morbide e confortevoli, realizzate in SANTOPRENE®
che garantisce la massima resistenza per un lavoro veloce e di precisione. Identificazione della misura posta sulla testa
dell'impugnatura. Conforme alle direttive RoHS e REACH.
Completi di modulo Eva Tray per carrelli Wodex
Dimensione del modulo 400x223,5 mm - Posizione Orrizzontale

Composizione:
WX2810 2,5x100 - 3x125 - 4x125 - 5x150 - 6x150 mm

1/3

E.110 Indivisible package   Suggested retail package - Unit price

HEXAGONAL NUTDRIVERS WITH HANDLES IN FOAM

Tech. Code

Pieces 8

ITEM: WX1950/SE8
Kit of 8 hexagonal socket wrenches with PREMIUM QUALITY handle for hexagonal head screws or nuts, ERGOFORM
hypoallergenic, anti-slip, soft and comfortable handles, made of SANTOPRENE® that guarantees maximum resistance
for fast and precise work. Identification of the measurement placed on the head of the handle. Complies with RoHS and
REACH directives.
Complete with Eva Tray module for Wodex trolleys
Module size 400x223,5 mm - Horizontal position

Compositon:
WX1950 5 - 5,5 - 6 - 7 - 8 - 9 -10 - 13 mm

MICRO SCREWDRIVERS WITH HEXAGONAL SOCKETS IN FOAM

Tech. Code

Pieces 6

ITEM: WX1957/SE6
Kit of 6 micro screwdrivers for electronics and fine PREMIUM QUALITY mechanics with satin chrome vanadium steel
blades, hardened BLACK-TIP precision tips. ERGOFORM handles with swivel cap, hypoallergenic, anti-slip, soft and
comfortable, made of SANTOPRENE® that guarantees maximum resistance for fast and precise work. Complies with
RoHS and REACH directives.
Complete with Eva Tray module for Wodex trolleys
Module size 200x223.5 mm - Vertical position

Composition:
WX1957 2,5 - 3 - 3,5 - 4 - 5 - 6 mm

HEXAGONAL KEYS AND STUBBY SCREWDRIVER IN KIT

Tech. Code

Pieces 2

ITEM: WX9520/SE2
Kit composed of a series of long hexagonal keys of a series of long hexagonal keys with magnet and a stubby bit holder
screwdriver complete with a set of PREMIUM QUALITY inserts.
Complete with Eva Tray module for Wodex trolleys
Module size 200x223.5 mm - Vertical position

Composition:
WX2600/S9 Set of long hex keys with magnet
WX4622 Stubby bit holder screwdriver with insert kit

MICRO HEXAGONAL SCREWDRIVERS IN FOAM

Tech. Code

Pieces 6

ITEM: WX2847/SE6
Kit of 6 micro screwdrivers for electronics and fine PREMIUM QUALITY mechanics with satin chrome vanadium steel
blades, hardened BLACK-TIP precision tips. ERGOFORM handles with swivel cap, hypoallergenic, anti-slip, soft and
comfortable, made of SANTOPRENE® that guarantees maximum resistance for fast and precise work. Complies with
RoHS and REACH directives.
Complete with Eva Tray module for Wodex trolleys
Module size 200x223.5 mm - Vertical position

Composition:
WX2847 0,9x60 - 1,3x60 - 1,5x60 - 2,0x60 - 2,5x60 - 3,0x60 mm

HEXAGONAL SCREWDRIVES WITH BALL HEAD IN FOAM

Tech. Code

Pieces 5

ITEM: WX2810/SE5
Set of 5 PREMIUM QUALITY hexagonal screwdrivers with spherical head, satin vanadium chrome steel blades, BLACK
-TIP hardened precision drill bits with 58 ± 2 HRC surface hardness and 20% higher torque than DIN 8764. Hypoallergenic,
non-slip ERGOFORM handles, soft and comfortable, made of SANTOPRENE® that guarantees maximum resistance for
fast and precise work. Identification of the measurement placed on the head of the handle.
Complies with RoHS and REACH directives.
Complete with Eva Tray module for Wodex trolleys
Module size 400x223.5 mm - Horizontal position

Composition:
WX2810 2,5x100 - 3x125 - 4x125 - 5x150 - 6x150 mm



E
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GIRAVITI PER VITI CON IMPRONTA TORX® IN FOAM

Cod. Tec. E336906
GR51 Euro 49,50
Pezzi 6

ART. WX2940/SE6
Kit di 6 giraviti PREMIUM QUALITY con lame in acciaio al cromo vanadio satinate, punte di precisione BLACK-TIP
temprate con durezza superficiale 58 ± 2 HRC e momento torcente 20% superiore alla norma DIN 8764. Impugnature
ERGOFORM ipoallergeniche, antiscivolo, morbide e confortevoli, realizzate in SANTOPRENE® che garantisce la massima
resistenza per un lavoro veloce e di precisione. Identificazione della misura posta sulla testa dell'impugnatura. Conforme
alle direttive RoHS e REACH. Completi di modulo Eva Tray per carrelli Wodex.
Dimensione del modulo 400x223,5 mm - Posizione orizzontale.

Composizione:
 WX2940 TX10x100 - TX15x100 - TX20x100 - TX25x100 - TX27x100 - TX30x100 mm

1/3

CHIAVI A BUSSOLA 1/4" - KIT 44 UTENSILI

Cod. Tec. E489044
GR51 Euro 158,00
Pezzi 44

ART. WX2080/SE44
Kit di 44 utensili WODEX PREMIUM QUALITY con attacco quadro 1/4" in pratica cassetta ABS resistente agli urti. Il
set contiene un cricchetto, una leva a T con quadro scorrevole, un giravite porta chiavi a bussola, uno snodo cardanico,
prolunghe, adattatori, chiavi a bussola poligonali PLUS-DRIVE, bits a taglio, a croce Phillips® e Pozidriv®, esagonali e
Torx®, una bussola portainserti.

Kit completo di modulo Eva Tray per carrelli Wodex
Dimensione del modulo 200x223,5 mm - Posizione verticale

Composizione:
WX2040 Cricchetto reversibile 1/4"
WX2000 Chiavi a bussola 1/4" 4 - 4,5 - 5 - 5,5 - 6 - 7 - 8 - 9 - 10 - 11 - 12 - 13 mm
WX2048 Leva a T con quadro scorrevole 1/4"
WX2052 Prolunghe Wobble 1/4"x50 - 1/4"x100
WX2054 Snodo cardanico 1/4"
WX2047 Giravite portabussole 1/4"
WX4642 Adattatori portabussole 1/4" attacco esagonale 1/4" x 25mm
WX4640 Bussole portainserti esagonali 1/4"
WX4421 Inserti 1/4"x25 a croce Phillips® PH1 - PH2 - PH3
WX4450 Inserti 1/4"x25 a croce Pozidriv® PZ1 - PZ2 - PZ3
WX4470 Inserti 1/4"x25 a taglio 3 - 4 - 5 - 5,5 - 6,5 mm
WX4490 Inserti 1/4"x25 esagonali HEX 3 - 4 - 5 - 6 - 8 mm
WX4510 Inserti 1/4"x25 Torx® TX8 - TX10 - TX15 - TX20 -TX25 - TX27 - TX30 - TX40

1/6

CHIAVI MASCHIO ESAGONALE CON IMPUGNATURA IN FOAM

Cod. Tec. E256106
GR51 Euro 61,00
Pezzi 6

ART. WX2750/SE6
Kit di 6 chiavi PREMIUM QUALITY maschio esagonale con estremità sferica, impugnature bicomponenti ERGOFORM
ipoallergeniche ed antiscivolo, realizzate in SANTOPRENE® con nocciolo in PoliPropilene ad alta densità. Lame esagonali
in acciaio speciale al cromo-vanadio con finitura satinata. Completi di modulo Eva Tray per carrelli Wodex.
Dimensione del modulo 200 x 447 mm - Posizione Verticale.

Composizione:
WX2750 2,5 - 3 - 4 - 5 - 6 - 8 mm

1/3

GIRAVITI MICRO PER VITI CON IMPRONTA TORX® IN FOAM

Cod. Tec. E342106
GR51 Euro 34,50
Pezzi 6

ART. WX2947/SE6
Kit di 6 giraviti micro per elettronica e meccanica fine PREMIUM QUALITY con lame in acciaio al cromo vanadio satinate,
punte di precisione BLACK-TIP temprate. Impugnature ERGOFORM con cappuccio girevole, ipoallergeniche, antiscivolo,
morbide e confortevoli, realizzate in SANTOPRENE® che garantisce la massima resistenza per un lavoro veloce e di
precisione. Conforme alle direttive RoHS e REACH. Completi di modulo Eva Tray per carrelli Wodex
Dimensione del modulo 200x223,5 mm - Posizione Verticale

Composizione:
WX2947 T6x60 - T7x60 - T8x60 - T9x60 - T10x60 - T15x60

1/6

E.111Indivisible package  Suggested retail package - Unit price

SCREWDRIVERS FOR TORX® SCREWS IN FOAM

Tech. Code

Pieces 6

ITEM: WX2940/SE6
Set of Screwdrivers PREMIUM QUALITY for Torx® screws, with blade in chrome satined vanadium steel, precision
tips BLACK-TIP hardened with a surface hardness 58 ± 2 HRC and torque 20% higher than the normal DIN 8764.
ERGOFORM hypoallegenic, anti-slip, soft and comfortable, made in SANTOPRENE® which guarantees the maximum
resistance for quick and accurate work. Identification of the measurement of the head of the handle. Compliant with RoHS
and REACH. Complete with Eva Tray module for Wodex.
Dimension of module 400x223,5 mm - Horizontal position.

Composition:
 WX2940 TX10x100 - TX15x100 - TX20x100 - TX25x100 - TX27x100 - TX30x100 mm

SOCKETS 1/4" - SET 44 TOOLS

Tech. Code

Pieces 44

ITEM: WX2080/SE44
Set of 44 WODEX PREMIUM QUALITY tools with 1/4" square drive in practical shock-resistant ABS case - The set
contains a ratchet, a T-handle lever with sliding square drive, a screwdriver adapter, a cardan joint, extensions, adaptors,
PLUS-DRIVE polygonal socket wrenches, slotted bits, Phillips® and Pozidriv®, hexagonal and torx® drill bits with bit holder.

Complet kit of Eva Tray module for wodex trolleys module Wodex
Dimension 200x223,5 mm - Vertical position

Composition:
WX2040 Reversible ratchet 1/4"
WX2000 Socket wrenches 1/4" 4 - 4,5 - 5 - 5,5 - 6 - 7 - 8 - 9 - 10 - 11 - 12 - 13 mm
WX2048 T-handle with 1/4" square drive
WX2052 Extensions Wobble 1/4"x50 - 1/4"x100
WX2054 Cardan joint 1/4"
WX2047 Screwdriver adaptor 1/4"
WX4642 Adaptor for socket bits 1/4" Hexagonal connection 1/4" x 25mm
WX4640 Socket hexagonal Insert holders 1/4"
WX4421 Inserts 1/4"x25 Phillips® PH1 - PH2 - PH3
WX4450 Inserts 1/4"x25 Pozidriv® PZ1 - PZ2 - PZ3
WX4470 Inserts 1/4"x25 slotted 3 - 4 - 5 - 5,5 - 6,5 mm
WX4490 Inserts 1/4"x25 Hexagonal HEX 3 - 4 - 5 - 6 - 8 mm
WX4510 Inserts 1/4"x25 Torx® TX8 - TX10 - TX15 - TX20 -TX25 - TX27 - TX30 - TX40

HEXAGONAL WRENCHES WITH T-HANDLES IN FOAM

Tech. Code

Pieces 6

ITEM: WX2750/SE6
Set of 6 wrenches PREMIUM QUALITY hexagonal male with spherical end, bi-component hypoallergenic and anit-slip
ERGOFORM handles made of SANTOPRENE® with high-density polyethylend core.  Hexagonal blades in special chrome-
vanadium steel with satin finish. Complete with Eva Tray module for Wedex trolleys.
Module size 200 x 447 mm - Vertical positon.

Composition:
WX2750 2,5 - 3 - 4 - 5 - 6 - 8 mm

MICRO SCREWDRIVERS FOR TORX® SCREWS IN FOAM

Tech. Code

Pieces 6

ITEM: WX2947/SE6
Set of 6 micro screwdrivers for electronics and fine PREMIUM QUALITY mechanics with satin chrome vanadium steel
blades, hardened BLACK-TIP precision tips. ERGOFORM handles with swivel cap, hypoallergenic, anti-slip, soft and
comfortable, made of SANTOPRENE® that guarantees maximum resistance for fast and precise work. Complies with
RoHS and REACH directives. Complete with Eva Tray module for Wodex trolleys.
Module size 200x223.5 mm - Vertical position

Composition:
WX2947 T6x60 - T7x60 - T8x60 - T9x60 - T10x60 - T15x60
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1/6ART. WX2085/SE55
Kit di 55 utensili WODEX PREMIUM QUALITY con attacco quadro 1/4" in pratica cassetta ABS
resistente agli urti. Il set contiene un cricchetto stubby, un giravite portainserti a cambio rapido,
adattatori, chiavi a bussola poligonali PLUS-DRIVE, bits a taglio, a croce Phillips® e Pozidriv®,
esagonali, Torx® e Tamper Torx® con foro, una bussola portainserti.

Kit completo di modulo Eva Tray per carrelli Wodex
Dimensione del modulo 200x223,5 mm - Posizione verticale

Composizione:
WX2045 Cricchetto mini stubby reversibile 1/4"
WX2000 Chiavi a bussola 1/4" 4 - 4,5 - 5 - 5,5 - 6 - 7 - 8 - 9 - 10 - 11 - 12 - 13 mm
WX4642 Adattatori portabussole 1/4" attacco esagonale 1/4" x 25 mm
WX4640 Bussole portainserti esagonali 1/4"
WX4630 Portainserti 1/4"- 1/4"x60 mm
WX4620 Giravite portainserti a cambio rapido 1/4"
WX4421 Inserti 1/4"x25 a croce Phillips® PH1 (2) - PH2 (3) - PH3 (1)
WX4450 Inserti 1/4"x25 a croce Pozidriv® PZ1 (3) - PZ2 (3) - PZ3 (1)
WX4470 Inserti 1/4"x25 a taglio 4 (1) - 4,5 (1) - 5,5 (2) - 6,5 (2) mm
WX4490 Inserti 1/4"x25 esagonali HEX 2 - 2,5 - 3 - 4 - 5 - 6 - 8 mm
WX4510 Inserti 1/4"x25 Torx® TX10 - TX15 - TX20 - TX25 - TX30 - TX40
WX4525 Inserti 1/4"x25 Torx® Tamper T10F - T15F - T20F -T25F - T30F - T40F

Cod. Tec. GR51
Euro Pezzi

E489255 155,00 55

CHIAVI A BUSSOLA 1/4" - KIT 55 UTENSILI

1/3

ART. WX2180/SE39
Kit di 39 utensili WODEX PREMIUM QUALITY con attacco quadro 3/8" in pratica cassetta ABS
resistente agli urti. Il set contiene un cricchetto, uno snodo cardanico, prolunghe, raccordi, chiavi a
bussola poligonali PLUS-DRIVE, chiavi a bussola per viti con esagono incassato e viti con impronta
Torx®, chiavi a bussola per candele.

Kit completo di modulo Eva Tray per carrelli Wodex
Dimensione del modulo 400x223,5 mm - Posizione orizzontale

Composizione:
WX2140 Cricchetto reversibile 3/8"
WX2100 Chiavi a bussola 3/8" 6 - 7 - 8 - 9 - 10 - 11 - 12 - 13 - 14 - 15

16 - 17 - 18 - 19 - 20 - 21 - 22 - 24 mm
WX2110 Chiavi a bussola 3/8" HEX 3 - 4 - 5 - 6 - 7 - 8 - 10 mm
WX2120 Chiavi a bussola 3/8" Torx® TX10 - TX15 - TX20 - TX25 - TX27 - TX30 - TX40
WX2152 Prolunghe Wobble 3/8"x75 - 3/8"x250
WX2154 Snodo cardanico 3/8"
WX2159 Raccordo riduttore 1/2'F-3/8'M con foro per prolunga
WX2109 Chiavi a bussola 3/8" per candele 16 - 21 mm

Cod. Tec. GR51
Euro Pezzi

E490939 198,00 39

CHIAVI A BUSSOLA 3/8" - KIT 39 UTENSILI

E.112 Indivisible package   Suggested retail package - Unit price

ITEM: WX2085/SE55
Set of 55 WODEX PREMIUM QUALITY tools with 1/4" square drive In practical shock-resistant ABS
case. The set contains a stubby ratchet, a quick-release bit holder screwdriver, adapters, PLUS-
DRIVE polygonal socket wrenches, slotted bits, Phillips® and Pozidriv®, hexagonali, Torx® e Tamper
Torx® with hole, a bit holder.

Complete set of Eva Tray module for Wodex trolleys
Module dimension 200x223,5 mm - Vertical position

Composition:
WX2045 Mini stubby reversible ratchet 1/4"
WX2000 Socket wrenches 1/4" 4 - 4,5 - 5 - 5,5 - 6 - 7 - 8 - 9 - 10 - 11 - 12 - 13 mm
WX4642 Adapator for socket bits 1/4" hexagonal connection 1/4" x 25 mm
WX4640 Sockets hexagonal Insert holder 1/4"
WX4630 Insert holders 1/4"- 1/4"x60 mm
WX4620 Bit holder screwdriver quick-release 1/4"
WX4421 Inserts 1/4"x25 Phillips® PH1 (2) - PH2 (3) - PH3 (1)
WX4450 Inserts 1/4"x25 Pozidriv® PZ1 (3) - PZ2 (3) - PZ3 (1)
WX4470 Inserts 1/4"x25 Slotted 4 (1) - 4,5 (1) - 5,5 (2) - 6,5 (2) mm
WX4490 Inserts 1/4"x25 Hexagonal HEX 2 - 2,5 - 3 - 4 - 5 - 6 - 8 mm
WX4510 Inserts 1/4"x25 Torx® TX10 - TX15 - TX20 - TX25 - TX30 - TX40
WX4525 Insertis1/4"x25 Torx® Tamper T10F - T15F - T20F -T25F - T30F - T40F

Tech. Code Pieces

55

SOCKETS 1/4" - SET 55 TOOLS

ITEM: WX2180/SE39
Set of 39 WODEX PREMIUM QUALITY tools with 3/8" square drive connection in shock-resistant
ABS case, The set contains a ratchet, a cardan joint, extensions, reducer joints, PLUS-DRIVE socket
wrenches for hexagonal head screws and torx®,socket wrenches for candels.

Complete set of Eva Tray for Wodex trolleys
Module dimension 400x223,5 mm - Horizontal position

Composition:
WX2140 Rerversible ratchet 3/8"
WX2100 Socket wrenches 3/8" 6 - 7 - 8 - 9 - 10 - 11 - 12 - 13 - 14 - 15

16 - 17 - 18 - 19 - 20 - 21 - 22 - 24 mm
WX2110 Socket wrenches 3/8" HEX 3 - 4 - 5 - 6 - 7 - 8 - 10 mm
WX2120 Sockets wrenches 3/8" Torx® TX10 - TX15 - TX20 - TX25 - TX27

TX30 - TX40
WX2152 Extensions Wobble 3/8"x75 - 3/8"x250
WX2154 Cardan joint 3/8"
WX2159 Reducer joints 1/2'F-3/8'M with hole for extensions
WX2109 Socket wrenches 3/8" for spark-plugs 16 - 21 mm

Tech. Code Pieces

39

SOCKETS 3/8" - SET 39 TOOLS
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1/3

ART. WX2090/SE66
Kit di 66 utensili WODEX PREMIUM QUALITY con attacco quadro 1/4" e 1/2" in pratica cassetta ABS
resistente agli urti. Il set contiene 2 cricchetti, una leva a T con quadro scorrevole, snodi cardanici,
un giravite porta chiavi a bussola, prolunghe, raccordi, adattatori, chiavi a bussola poligonali PLUS-
DRIVE, bits a taglio, a croce Phillips® e Pozidriv®, esagonali e Torx® con bussola portainserti.

Kit completo di modulo Eva Tray per carrelli Wodex
Dimensione del modulo 400x223,5 mm - Posizione orizzontale

Composizione:
WX2040 Cricchetto reversibile 1/4"
WX2000 Chiavi a bussola 1/4" 4 - 5 - 5,5 - 6 - 7 - 8 - 9 - 10 - 11 - 12 - 13 mm
WX2048 Leva a T con quadro scorrevole 1/4"
WX2052 Prolunghe Wobble 1/4"x50 - 1/4"x150
WX2054 Snodo cardanico 1/4"
WX2047 Giravite portabussole 1/4"
WX4642 Adattatori portabussole 1/4" attacco esagonale 1/4" x 25 mm
WX4640 Bussole portainserti esagonali 1/4"
WX4470 Inserti 1/4"x25 a taglio 4 - 5,5 mm
WX4421 Inserti 1/4"x25 a croce Phillips® PH1 - PH2 - PH3
WX4450 Inserti 1/4"x25 a croce Pozidriv® PZ1 - PZ2
WX4490 Inserti 1/4"x25 esagonali HEX 2 - 2,5 - 3 - 4 - 5 - 6 - 7 - 8 - 10 mm
WX4510 Inserti 1/4"x25 Torx® TX10 - TX15 - TX20 -TX25 - TX30
WX2240 Cricchetto reversibile 1/2"
WX2200 Chiavi a bussola 1/2" 10-11-12-13-14-15-17-19-22-24-30-32 mm
WX2210 Chiavi a bussola 1/2" HEX 8 - 10 - 12 - 14 mm
WX2220 Chiavi a bussola 1/2" Torx® TX40 - TX45 - TX50
WX2252 Prolunghe Wobble 1/2"x150 - 1/2"x200
WX2254 Snodo cardanico 1/2"
WX2161 Raccordo aumentatore 3/8'F-1/2'M con foro per prolunga
WX2209 Chiavi a bussola 1/2" per candele 16 - 21 mm

Cod. Tec. GR51
Euro Pezzi

E489466 349,00 66

CHIAVI A BUSSOLA 1/4" E 1/2" - KIT 66 UTENSILI

1/3

ART. WX2280/SE36
Kit di 36 utensili WODEX PREMIUM QUALITY con attacco quadro 1/2" in pratica
cassetta ABS resistente agli urti. Il set contiene un cricchetto, uno snodo cardanico,
prolunghe, raccordi, chiavi a bussola poligonali PLUS-DRIVE, chiavi a bussola
per viti con esagono incassato e per viti con impronta Torx®.

Kit completo di modulo Eva Tray per carrelli Wodex
Dimensione del modulo 400x223,5 mm - Posizione orizzontale

Composizione:
WX2240 Cricchetto reversibile 1/2"
WX2200 Chiavi a bussola 1/2" 8 - 9 - 10 - 11 - 12 - 13 - 14 - 15 - 16

17 - 18 - 19 - 20 - 21 - 22 - 24 -27 - 30 - 32 mm
WX2210 Chiavi a bussola 1/2" HEX 6 - 8 - 10 - 12 - 14 mm
WX2220 Chiavi a bussola 1/2" Torx® TX30 - TX40 - TX45 - TX55 - TX60
WX2232 Chiavi a bussola 1/2" con inserto a croce Phllips® PH3 - PH4
WX2252 Prolunghe Wobble 1/2"x125 - 1/2"x250
WX2254 Snodo cardanico 1/2"
WX2161 Raccordo aumentatore 3/8'F-1/2'M con foro per prolunga

Cod. Tec. GR51
Euro Pezzi

E492036 268,00 36

CHIAVI A BUSSOLA 1/2" - KIT 36 UTENSILI

1/6ART. WX9490
Moduli Eva Tray per carrelli Wodex.
Versione a 2 vasche vuote per riporre utensili di piccole dimensioni oppure minuteria in genere.
Dimensione del modulo 200x223,5 mm - Posizione verticale.

Cod. Tec. GR51
Euro

Dimensioni delle vasche
mm

E488002 9,80 165 x 85

MODULI EVA TRAY A 2 VASCHE VUOTE

E.113Indivisible package  Suggested retail package - Unit price

ITEM: WX2090/SE66
Set of 66 WODEX PREMIUM QUALITY tools with 1/4" and 1/2" square drive in practical shock-
resistant ABS case. The set contains 2 ratchets, a T-handle with sliding square drive, cardan Joints,
an adapter screwdriver, extensions, fittings ,reducer joint adapters, PLUS-DRIVE polygonal socket
wrenches, slotted bits, Phillips® and Pozidriv®, hexagonal and torx® with bit holder.

Complete set of Eva Tray module for Wodex trolleys. Module dimension
400x223,5 mm - Horizontal position.

Composition:
WX2040 Rerversible ratchet 1/4"
WX2000 Sockets wrenches 1/4" 4 - 5 - 5,5 - 6 - 7 - 8 - 9 - 10 - 11 - 12 - 13 mm
WX2048 T-handle lever with sliding drive 1/4"
WX2052 Extensions Wobble 1/4"x50 - 1/4"x150
WX2054 Cardan joint 1/4"
WX2047 Bit holder scredriver 1/4"
WX4642 Adaptor for sockets 1/4" hexagonal connection 1/4" x 25 mm
WX4640 Sockets hexagonal Insert holder 1/4"
WX4470 Inserts 1/4"x25 slotted 4 - 5,5 mm
WX4421 Inserts 1/4"x25 Phillips® PH1 - PH2 - PH3
WX4450 Inserts 1/4"x25 Pozidriv® PZ1 - PZ2
WX4490 Inserts 1/4"x25 Hexagonal HEX 2 - 2,5 - 3 - 4 - 5 - 6 - 7 - 8 - 10 mm
WX4510 Inserts 1/4"x25 Torx® TX10 - TX15 - TX20 -TX25 - TX30
WX2240 Reversible ratchet 1/2"
WX2200 Socket wrenches 1/2" 10 - 11 - 12 - 13 - 14 - 15 - 17 - 19 - 22 - 24 - 30 - 32 mm
WX2210 Socket wrenches 1/2" HEX 8 - 10 - 12 - 14 mm
WX2220 Socket wrenches 1/2" Torx® TX40 - TX45 - TX50
WX2252 Extensions Wobble 1/2"x150 - 1/2"x200
WX2254 Cardan Joint 1/2"
WX2161 Increaser joints 3/8'F-1/2'M with hole for extension
WX2209 Socket wrenches 1/2" for spark-plugs 16 - 21 mm

Tech. Code Pieces

66

SOCKETS 1/4" AND 1/2" - SET 66 TOOLS

ITEM: WX2280/SE36
set of 36 WODEX PREMIUM QUALITY tools with 1/2" square drive connection in shock-resistant ABS
case. The set contains a ratchet, a cardan joint, extensions, reducer joints, polygonal socket wrenches
PLUS-DRIVE socket wrenches for hexagonal head screws and torx® screws.

Complete set of Eva Tray module for wodex trolleys.
Module dimension 400x223,5 mm - Horizontal position

Composition:
WX2240 Reversible ratchet 1/2"
WX2200 Socket wrenches 1/2" 8 - 9 - 10 - 11 - 12 - 13 - 14 - 15 - 16

17 - 18 - 19 - 20 - 21 - 22 - 24 -27 - 30 - 32 mm
WX2210 Socket wrenches 1/2" HEX 6 - 8 - 10 - 12 - 14 mm
WX2220 Socket wrenches 1/2" Torx® TX30 - TX40 - TX45 - TX55 - TX60
WX2232 Socket wrenches 1/2" Phllips® PH3 - PH4
WX2252 Extensions Wobble 1/2"x125 - 1/2"x250
WX2254 Cardan joint 1/2"
WX2161 Increaser joint 3/8'F-1/2'M with hole for extensions

Tech. Code Pieces

36

SOCKETS 1/2" - SET 36 TOOLS

ITEM: WX9490
Eva Tray modules for wodex trolleys.
Version with 2 empty trays for storing small tools or small parts in general.
Module size 200x223,5 mm - Vertical position.

Tech. Code Dimension of the trays
mm

165 x 85

EVA TRAY MODULES A 2 EMPTY TRAYS



E

E.114 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR51
Euro Pezzi

E608005 32,50 5

ART. WX4200/SE5
Kit di 5 giraviti PREMIUM QUALITY con lame in acciaio al cromo vanadio satinate, punte di precisione
BLACK-TIP temprate con durezza superficiale 58 ± 2 HRC e momento torcente 20% superiore alla
norma DIN 8764. Impugnature ERGOFORM ipoallergeniche, antiscivolo, morbide e confortevoli,
realizzate in SANTOPRENE® che garantisce la massima resistenza per un lavoro veloce e di
precisione. Identificazione della misura posta sulla testa dell'impugnatura. Conforme alle direttive
RoHS e REACH. Completi di modulo Eva Tray per carrelli Wodex.
Dimensione del modulo 400x223,5 mm - Posizione Orizzontale.

Composizione:
 WX4000 2,5x75 - 3,5x100 - 4,0x100 - 5,5x100 - 6,5x125 mm

Lame esagonali dalla misura 5,5 mm

GIRAVITI PER VITI A TAGLIO IN FOAM

1/3

Cod. Tec. GR51
Euro Pezzi

E608206 43,00 6

ART. WX4210/SE6
Kit di 6 giraviti PREMIUM QUALITY con lame in acciaio al cromo vanadio satinate, punte di precisione
BLACK-TIP temprate con durezza superficiale 58 ± 2 HRC e momento torcente 20% superiore alla
norma DIN 8764. Impugnature ERGOFORM ipoallergeniche, antiscivolo, morbide e confortevoli,
realizzate in SANTOPRENE® che garantisce la massima resistenza per un lavoro veloce e di
precisione. Identificazione della misura posta sulla testa dell'impugnatura. Conforme alle direttive
RoHS e REACH. Completi di modulo Eva Tray per carrelli Wodex.
Dimensione del modulo 400x223,5 mm - Posizione orizzontale.

Composizione:
 WX4000 5,5x100 - 6,5x125 mm
 WX4050 PH1x80 - PH2x100 mm
 WX4100 PZ1x80 - PZ2x100 mm

GIRAVITI PER VITI A TAGLIO E CROCE PH/PZ IN FOAM

1/3

Cod. Tec. GR51
Euro Pezzi

E608406 39,50 6

ART. WX4220/SE6
Kit di 6 giraviti PREMIUM QUALITY con lame in acciaio al cromo vanadio satinate, punte di precisione
BLACK-TIP temprate con durezza superficiale 58 ± 2 HRC e momento torcente 20% superiore alla
norma DIN 8764. Impugnature ERGOFORM ipoallergeniche, antiscivolo, morbide e confortevoli,
realizzate in SANTOPRENE® che garantisce la massima resistenza per un lavoro veloce e di
precisione. Identificazione della misura posta sulla testa dell'impugnatura. Conforme alle direttive
RoHS e REACH. Completi di modulo Eva Tray per carrelli Wodex.
Dimensione del modulo 400x223,5 mm - Posizione orizzontale.

Composizione:
 WX4000 3,5x100 - 4,0x100 - 5,5x100 - 6,5x125 mm
 WX4100 PZ1x80 - PZ2x100 mm

GIRAVITI PER VITI A TAGLIO E CROCE PZ IN FOAM

1/3

GIRAVITI MICRO A TAGLIO E CROCE PH/PZ IN FOAM

Cod. Tec. E584810
GR51 Euro 42,00
Pezzi 10

ART. WX9600/SE10
Kit di 10 giraviti micro per elettronica e meccanica fine PREMIUM QUALITY con lame in acciaio al cromo vanadio satinate,
punte di precisione BLACK-TIP temprate. Impugnature ERGOFORM con cappuccio girevole, ipoallergeniche, antiscivolo,
morbide e confortevoli, realizzate in SANTOPRENE® che garantisce la massima resistenza per un lavoro veloce e di
precisione. Conforme alle direttive RoHS e REACH.
Completi di modulo Eva Tray per carrelli Wodex
Dimensione del modulo 200x223,5 mm - Posizione Verticale

Composizione:
WX4040 1,5x60 - 2,0x60 - 2,5x60 - 3,0x60 - 4,0x60 mm
WX4090 PH00x60 - PH0x60 - PH1x60
WX4140 PZ0x60 - PZ1x60

1/6

E.114 Indivisible package   Suggested retail package - Unit price

Tech. Code Pieces

5

ITEM: WX4200/SE5
Set of 5 Screwdrivers PREMIUM QUALITY with blade in chrome satined vanadium steel,
precision tips BLACK-TIP hardened with a surface hardness 58 ± 2 HRC and torque 20% higher
than the normal DIN 8764. ERGOFORM hypoallegenic, anti-slip, soft and comfortable, made in
SANTOPRENE® which guarantees the maximum resistance for quick and accurate work. Identification
of the measurement on the head of the handle. Compliant with RoHS and REACH. Complete with Eva
Tray module for Wodex.
Dimension of module 400x223,5 mm - Horizontal position.

Composition:
 WX4000 2,5x75 - 3,5x100 - 4,0x100 - 5,5x100 - 6,5x125 mm

Measurement of the hexagonal blade 5,5 mm

SCREWDRIVERS FOR SLOTTED SCREWS IN FOAM

Tech. Code Pieces

6

ITEM: WX4210/SE6
Set of 6 Screwdrivers PREMIUM QUALITY with blade in chrome satined vanadium steel,
precision tips BLACK-TIP hardened with a surface hardness 58 ± 2 HRC and torque 20% higher
than the normal DIN 8764. ERGOFORM hypoallegenic, anti-slip, soft and comfortable, made in
SANTOPRENE® which guarantees the maximum resistance for quick and accurate work. Identification
of the measurement on the head of the handle. Compliant with RoHS and REACH. Complete with Eva
Tray module for Wodex.
Dimension of module 400x223,5 mm - Horizontal position.

Composition:
 WX4000 5,5x100 - 6,5x125 mm
 WX4050 PH1x80 - PH2x100 mm
 WX4100 PZ1x80 - PZ2x100 mm

SCREWDRIVERS FOR SLOTTED AND PH-PZ SCREWS IN FOAM

Tech. Code Pieces

6

ITEM: WX4220/SE6
Set of 6 Screwdrivers PREMIUM QUALITY, with blade in chrome satined vanadium steel,
precision tips BLACK-TIP hardened with a surface hardness 58 ± 2 HRC and torque 20% higher
than the normal DIN 8764. ERGOFORM hypoallegenic, anti-slip, soft and comfortable, made in
SANTOPRENE® which guarantees the maximum resistance for quick and accurate job. Identification
of the measurement on the head of the handle. Compliant with RoHS and REACH. Complete with Eva
Tray module for Wodex.
Dimension of module 400x223,5 mm - Horizontal position.

Composition:
 WX4000 3,5x100 - 4,0x100 - 5,5x100 - 6,5x125 mm
 WX4100 PZ1x80 - PZ2x100 mm

SCREWDRIVERS FOR SLOTTED SCREWS AND PHILLIPS PZ IN FOAM

MICRO SCREWDRIVERS SLOTTED AND PHILIPS PH/PZ IN FOAM

Tech. Code

Pieces 10

ITEM: WX9600/SE10
Kit of 10 micro screwdrivers for electronics and fine PREMIUM QUALITY mechanics with satin chrome vanadium steel
blades, hardened BLACK-TIP precision tips. ERGOFORM handles with swivel cap, hypoallergenic, anti-slip, soft and
comfortable, made of SANTOPRENE® that guarantees maximum resistance for fast and precise work. Complies with
RoHS and REACH directives.
Complete with Eva Tray module for Wodex trolleys
Module size 200x223.5 mm - Vertical position

Composition:
WX4040 1,5 - 2,0 - 2,5 - 3,0 - 4,0 mm
WX4090 PH00 - PH0 - PH1
WX4140 PZ0 - PZ1



E

E.115 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR51
Euro Pezzi

E617007 43,50 7

ART. WX4300/SE7
NORMA DIN/ISO 2380 - 8764

Kit di 7 giraviti PREMIUM QUALITY con impugnatura e lama isolate fino a 1000 V secondo DIN
EN 60900 / VDE 0682-201. Lame in acciaio al cromo vanadio con punte di precisione BLACK-TIP
temprate con durezza superficiale 58 ± 2 HRC e momento torcente 20% superiore alla norma DIN
8764. Impugnature ERGOFORM ipoallergeniche, antiscivolo, morbide e confortevoli, realizzate
in SANTOPRENE® che garantisce la massima resistenza per un lavoro veloce e di precisione.
Identificazione della misura posta sulla testa dell'impugnatura. Conforme alle direttive RoHS e
REACH. Completi di modulo Eva Tray per carrelli Wodex.
Dimensione del modulo 400x223,5 mm - Posizione orizzontale.

Composizione:
 WX4030 2,5x75 - 3,0x100 - 4,0x100 - 5,5x125 mm
 WX4130 PZ1x80 - PZ2x100 mm
 WX4190 3,0x70 mm Cercafase 105-250 Volt

GIRAVITI VDE 1000 VOLT PER VITI A TAGLIO E CROCE PZ IN FOAM

1/3

Cod. Tec. GR51
Euro Pezzi

E617507 47,00 7

ART. WX4310/SE7
NORMA DIN/ISO 2380 - 8764

Kit di 7 giraviti PREMIUM QUALITY con impugnatura e lama isolate fino a 1000 V secondo DIN
EN 60900 / VDE 0682-201. Lame in acciaio al cromo vanadio con punte di precisione BLACK-TIP
temprate con durezza superficiale 58 ± 2 HRC e momento torcente 20% superiore alla norma DIN
8764. Impugnature ERGOFORM ipoallergeniche, antiscivolo, morbide e confortevoli, realizzate
in SANTOPRENE® che garantisce la massima resistenza per un lavoro veloce e di precisione.
Identificazione della misura posta sulla testa dell'impugnatura. Conforme alle direttive RoHS e
REACH. Completi di modulo Eva Tray per carrelli Wodex.
Dimensione del modulo 400x223,5 mm - Posizione Orizzontale

Composizione:
 WX4030 2,5x75 - 5,5x125 mm
 WX4080 PH1x80 - PH2x100 mm
 WX4130 PZ1x80 - PZ2x100 mm
 WX4190 3,0x70 mm Cercafase 105-250 Volt

GIRAVITI VDE 1000 VOLT PER VITI A TAGLIO E CROCE PH/PZ IN FOAM

1/3

Cod. Tec. GR51
Euro Pezzi

F030004 78,90 4

ART. WX3750/SE4
Kit di 4 pinze e tronchesi PREMIUM QUALITY con impugnature ERGOFORM ipoallergeniche,
antiscivolo, morbide e confortevoli, realizzate in SANTOPRENE® che garantisce la massima
resistenza per un lavoro veloce e di precisione. Conforme alle direttive RoHS e REACH.Completi di
modulo Eva Tray per carrelli Wodex
Dimensione del modulo 400x223,5 mm - Posizione Orrizzontale

Composizione:
WX3050 Pinza universale 180 mm
WX3200 Pinza con becchi mezzotondi 200 mm
WX3600 Tronchese diagonale 160 mm
WX3300 Pinza regolabile 250 mm

PINZE E TRONCHESI IN FOAM

1/3

Cod. Tec. GR51
Euro Pezzi

F031004 89,00 4

ART. WX3760/SE4
Kit di pinze e tronchesi PREMIUM QUALITY isolati fino a 1000 V secondo DIN EN 60900 / VDE
0682-201, impugnature ERGOFORM ipoallergeniche, antiscivolo, morbide e confortevoli, realizzate in
SANTOPRENE® che garantisce la massima resistenza per un lavoro veloce e di precisione.
Conforme alle direttive RoHS e REACH.Completi di modulo Eva Tray per carrelli Wodex.
Dimensione del modulo 400x223,5 mm - Posizione Orrizzontale

Composizione:
WX3060 Pinza universale VDE 180 mm
WX3210 Pinza con becchi mezzotondi VDE 200 mm
WX3610 Tronchese diagonale VDE 160 mm
WX3430 Pinza spelafili VDE 160 mm

PINZE E TRONCHESI VDE ISOLATI 1000 VOLT IN FOAM

1/3

E.115Indivisible package  Suggested retail package - Unit price

Tech. Code Pieces

7

ITEM: WX4300/SE7
STANDARD DIN/ISO 2380 - 8764

Set of 7 Screwdrivers PREMIUM QUALITY with Isolated blade and handle upto 1000 V DIN EN 60900
/ VDE 0682-201 with blade in chrome satined vanadium steel, precision tips BLACK-TIP hardened
with a surface hardness 58 ± 2 HRC and torque 20% higher than the normal DIN 8764. ERGOFORM
hypoallegenic, anti-slip, soft and comfortable, made in SANTOPRENE® which guarantees the
maximum resistance for quick and accurate work. Identification of the measurement of the head of the
handle. Compliant with RoHS and REACH.Complete with Eva Tray module for Wodex.
Dimension of module 400x223,5 mm - Horizontal position.

Composition:
 WX4030 2,5x75 - 3,0x100 - 4,0x100 - 5,5x125 mm
 WX4130 PZ1x80 - PZ2x100 mm
 WX4190 3,0x70 mm Single-pole 105-250 Volt

SCREWDRIVERS INSULATED SERIES FOR SLOTTED AND POZIDRIV® SCREWS IN FOAM

Tech. Code Pieces

7

ITEM: WX4310/SE7
STANDARD DIN/ISO 2380 - 8764

Set of 7 Screwdrivers PREMIUM QUALITY with Isolated blade and handle upto 1000 V DIN EN 60900
/ VDE 0682-201 with blade in chrome satined vanadium steel, precision tips BLACK-TIP hardened
with a surface hardness 58 ± 2 HRC and torque 20% higher than the normal DIN 8764. ERGOFORM
hypoallegenic, anti-slip, soft and comfortable, made in SANTOPRENE® which guarantees the
maximum resistance for quick and accurate work. Identification of the measurement of the head of the
handle. Compliant with RoHS and REACH.Complete with Eva Tray module for Wodex.
Wodex trolleys module size 400x223.5 mm - Horizontal position

Composition:
 WX4030 2,5x75 - 5,5x125 mm
 WX4080 PH1x80 - PH2x100 mm
 WX4130 PZ1x80 - PZ2x100 mm
 WX4190 3,0x70 mm Single-pole105-250 Volt

SCREWDRIVERS INSULATED SERIES FOR SLOTTED AND PH-PZ SCREWS IN FOAM

Tech. Code Pieces

4

ITEM: WX3750/SE4
Set of 4 PREMIUM QUALITY pliers and cutting nippers with ERGOFORM hypoallergenic, non-slip,
soft and comfortable handles, made of SANTOPRENE® that guarantees maximum resistance for fast
and precise work. Compliant with RoHS and REACH directives. Complete with Eva Tray module for
Wodex trolleys module size 400x223.5 mm - Horizontal position

Composition:
WX3050 Universal pliers 180 mm
WX3200 Half round nose pliers 200 mm
WX3600 Diagonal cutting nippers 160 mm
WX3300 Adjustable pliers 250 mm

PLIERS AND CUTTING NIPPERS IN FOAM

Tech. Code Pieces

4

ITEM: WX3760/SE4
Set of pliers and cutting nippers PREMIUM QUALITY Insulated up to 1000 V DIN EN 60900 /
VDE 0682-201, hypoallergenic, anti-slip ERGOFORM handles, soft and comfortable, made of
SANTOPRENE® that guarantess maximum resistance for fast and precise work. Compliant with RoHS
and REACH directives. Complete with Eva Tray module for Wodex trolleys module size 400x223.5
mm - Horizontal position

Composition:
WX3060 Universal pliers VDE 180 mm
WX3210 Half round bent nose pliers VDE 200 mm
WX3610 Diagonal cutting nippers VDE 160 mm
WX3430 Stripper VDE 160 mm

PLIERS AND CUTTING NIPPERS VDE INSULATED 1000 VOLTS IN FOAM



E

E.116 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR51
Euro Pezzi Dimensioni

F041603 45,50 3 J0 - J1 - J2

ART. WX3400/SE3
NORMA DIN ISO 5256

Kit di 3 pinze AUTOMOTIVE LINE a becchi dritti per anelli elastici interni, acciaio cromo-vanadio
temprato, punte in acciaio ad alte prestazioni per elevate sollecitazioni nell'impiego continuo. L'angolo
di punta antiscivolo consente all'anello di aderire saldamente alle punte durante la compressione.
Impugnature ERGOFORM con rivestimento antiscivolo.
Completi di modulo Eva Tray per carrelli Wodex
Dimensione del modulo 200x447 mm - Posizione Verticale

Composizione:
WX3400 Per anelli elastici interni D 8-13 12-25 19-60 mm

PINZE A BECCHI DRITTI PER ANELLI ELASTICI INTERNI IN FOAM

1/3

Cod. Tec. GR51
Euro Pezzi Dimensioni

F043103 49,90 3 J01 - J11 - J21

ART. WX3405/SE3
NORMA DIN ISO 5256

Kit di 3 pinze AUTOMOTIVE LINE a becchi piegati a 90° per anelli elastici interni, acciaio cromo-
vanadio temprato, punte in acciaio ad alte prestazioni per elevate sollecitazioni nell'impiego
continuo. L'angolo di punta antiscivolo consente all'anello di aderire saldamente alle punte durante la
compressione.
Impugnature ERGOFORM con rivestimento antiscivolo.
Completi di modulo Eva Tray per carrelli Wodex
Dimensione del modulo 200x447 mm - Posizione Verticale

Composizione:
WX3405 Per anelli elastici interni D 8-13 12-25 19-60 mm

PINZE A BECCHI PIEGATI A 90° PER ANELLI ELASTICI INTERNI IN FOAM

1/3

Cod. Tec. GR51
Euro Pezzi Dimensioni

F045603 49,00 3 A0 - A1 - A2

ART. WX3410/SE3
NORMA DIN ISO 5254

Kit di 3 pinze AUTOMOTIVE LINE a becchi dritti per anelli elastici esterni, acciaio cromo-vanadio
temprato, punte in acciaio ad alte prestazioni per elevate sollecitazioni nell'impiego continuo.
L'angolo di punta antiscivolo consente all'anello di aderire saldamente alle punte durante l'espansione.
Impugnature ERGOFORM con rivestimento antiscivolo.
Completi di modulo Eva Tray per carrelli Wodex
Dimensione del modulo 200x447 mm - Posizione Verticale

Composizione:
WX3410 Per anelli elastici esterni D 3-10 10-25 19-60 mm

PINZE A BECCHI DRITTI PER ANELLI ELASTICI ESTERNI IN FOAM

1/3

Cod. Tec. GR51
Euro Pezzi Dimensioni

F047603 53,00 3 A01 - A11 - A21

ART. WX3415/SE3
NORMA DIN ISO 5254

Kit di 3 pinze AUTOMOTIVE LINE a becchi piegati a 90° per anelli elastici esterni, acciaio cromo-
vanadio temprato, punte in acciaio ad alte prestazioni per elevate sollecitazioni nell'impiego continuo.
L'angolo di punta antiscivolo consente all'anello di aderire saldamente alle punte durante l'espansione.
Impugnature ERGOFORM con rivestimento antiscivolo.
Completi di modulo Eva Tray per carrelli Wodex
Dimensione del modulo 200x447 mm - Posizione Verticale

Composizione:
WX3415 Per anelli elastici esterni D 3-10 10-25 19-60 mm

PINZE A BECCHI PIEGATI A 90° PER ANELLI ELASTICI ESTERNI IN FOAM

1/3

E.116 Indivisible package   Suggested retail package - Unit price

Tech. Code Pieces Dimensions

3 J0 - J1 - J2

ITEM: WX3400/SE3
STANDARD DIN ISO 5256

Set of 3 AUTOMOTIVE LINE straight nose pliers for Internal circlips, hardened chrome-vanadium
steel, high performance steel tips for high stresses in continuous use. The corner of the non-slip tip
allows the circlip to adhere firmly to the tips during compression.
ERGOFORM grip handles with anti-slip coating.
Completed with Eva Tray for wodex trolleys
Module size 200x447 mm - Vertical position

Composition:
WX3400 for Internal elastic circlips D 8-13 12-25 19-60 mm

STRAIGHT NOSE PILERS FOR INTERNAL CIRCLIPS IN FOAM

Tech. Code Pieces Dimensions

3 J01 - J11 - J21

ITEM: WX3405/SE3
STANDARD DIN ISO 5256

Set of 3 AUTOMOTIVE LINE 90° bent nose pliers for Internal circlips, hardened chrome-vanadium
steel, high performance steel tips for high stresses in continuous use. The corner of the non-slip tip
allows the circlip to adhere firmly to the tips during compression.
ERGOFORM grip handles with anti-slip coating.
Completed with Eva Tray for wodex trolleys
Module size 200x447 mm - Vertical position

Composition:
WX3405 For Internal circlips D 8-13 12-25 19-60 mm

90° BENT NOSE PLIERS FOR INTERNAL CIRCLIPS IN FOAM

Tech. Code Pieces Dimensions

3 A0 - A1 - A2

ITEM: WX3410/SE3
STANDARD DIN ISO 5254

Set of 3 AUTOMOTIVE LINE straight nose pliers for Internal circlips, hardened chrome-vanadium
steel, high performance steel tips for high stresses in continuous use. The corner of the non-slip tip
allows the circlip to adhere firmly to the tips during exspansion.
ERGOFORM grip handles with anti-slip coating.
Completed with Eva Tray for wodex trolleys
Module size 200x447 mm - Vertical position

Composition:
WX3410 For external circlips D 3-10 10-25 19-60

STRAIGHT NOSE PLIERS FOR EXTERNAL CIRCLIPS IN FOAM

Tech. Code Pieces Dimensions

3 A01 - A11 - A21

ITEM: WX3415/SE3
STANDARD DIN ISO 5254

Set of 3 AUTOMOTIVE LINE 90° bent nose pliers for external circlips, hardened chrome-vanadium
steel, high performance steel tips for high stresses in continuous use. The corner of the non-slip tip
allows the circlip to adhere firmly to the tips during expansion.
ERGOFORM grip handles with anti-slip coating.
Completed with Eva Tray for wodex trolleys
Module size 200x447 mm - Vertical position

Composition:
WX3415 For external circlips D 3-10 10-25 19-60

90° BENT NOSE PLIERS FOR EXTERNAL CIRCLIPS IN FOAM



E

E.117 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

UTENSILI DA TAGLIO ED ILLUMINAZIONE IN FOAM

Cod. Tec. F267503
GR51 Euro 63,00
Pezzi 3

ART. WX9510/SE3
Kit composto da un paio di forbici per elettricista, un cutter di sicurezza ed una torcia orientabile a LED PEN-LIGTH
Premium Quality. Completi di modulo Eva Tray per carrelli Wodex.
Dimensione del modulo 200x223,5 mm - Posizione Verticale.

Composizione:
WX4770 Forbici per elettricista 155 mm
WX4720 Cutter di sicurezza con lame a trapezio
WX6610 Torcia orientabile a LED

1/6

MARTELLI E MAZZUOLE IN FOAM

Cod. Tec. F529002
GR51 Euro 56,00
Pezzi 2

ART. WX9500/SE2
Kit composto da un martello tipo tedesco con collare salvamanico ed una mazzuola in alluminio con teste in Nylon 100 SH.
Completi di modulo Eva Tray per carrelli Wodex.
Dimensione del modulo 200x447 mm - Posizione Verticale.

Composizione:
WX5100 Martello tipo tedesco 600 gr
WX5400 Mazzuola Nylon-Alluminio Ø 50 mm

1/3

UTENSILI ASSORTITI IN FOAM

Cod. Tec. F529206
GR51 Euro 116,00

ART. WX9505/SE6
Kit composto da un martello tipo tedesco con collare salvamanico, una mazzuola in alluminio con teste in Nylon 100 SH,
una chiave a rullino, un paio di forbici per elettricista, un flessometro ed un cutter Premium Quality. Completi di modulo Eva
Tray per carrelli Wodex.
Dimensione del modulo 400x447 mm - Posizione Verticale.

Composizione:
WX5100 Martello tipo tedesco 500 gr
WX5400 Mazzuola Nylon-Alluminio Ø 40 mm
WX1170 Chiave a rullino 250 mm
WX4770 Forbici per elettricista 155 mm
WX6110 Flessometro Profi-Line 5 m
WX4680 Cutter Premium con lama a settori 18 mm

2/3

E.117Indivisible package  Suggested retail package - Unit price

CUTTING TOOLS AND ILLUMINATION IN FOAM

Tech. Code

Pieces 3

ITEM: WX9510/SE3
Kit consisting of a pair of electrician scissors, a safety cutter and a PEN-LIGHT
Premium Quality adjustable LED torch. Complete with Eva Tray module for Wodex trolleys.
Module size 200x223.5 mm - Vertical position.

Composition:
WX4770 Scissors for electrician 155 mm
WX4720 Safety cutter with trapezium blades
WX6610 Adjustable LED torch

HAMMERS AND MALLETS IN FOAM

Tech. Code

Pieces 2

ITEM: WX9500/SE2
Kit consisting of a German hammer with a protective collar and an aluminum mallet with 100 SH Nylon heads. Complete
with Eva Tray module for Wodex trolleys.
Module size 200x447 mm - Vertical position.

Composition:
WX5100 German type hammer 600 gr
WX5400 Nylon-Aluminum mallet Ø 50 mm

ASSORTED TOOLS IN FOAM

Tech. Code

ITEM: WX9505/SE6
Kit consisting of a German hammer with protective collar, an aluminum mallet with 100 Sh Nylon heads, a roller wrench, a
pair of electrician scissors, a flexometer and a Premium Quality cutter. Complete with Eva Tray module for Wodex trolleys.
Module size 400x447 mm - Vertical position.

Composition:
WX5100 German type hammer 500 gr
WX5400 Nylon-Aluminum mallet Ø 40 mm
WX1170 Roller wrench 250 mm
WX4770 Scissors for electrians 155 mm
WX6110 Pocket tape measures 5 m - Profi-Line
WX4680 Premium cutter with 18 mm sector blade



E

E.118 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR51
Euro

Moduli Eva Tray
Pezzi

E852048 415,00 7

ART. WX9702/SE/A
Assortimento di 48 utensili PREMIUM QUALITY comprensivi di moduli Eva Tray per carrelli Wodex. L'assortimento
prevede utensili di primo impiego dedicati alla meccanica in generale e consente l'allestimento di 2 cassetti.

Composizione:

WX1060/SE12 Chiavi combinate
WX3750/SE4 Pinze e tronchesi
WX9520/SE2 Chiavi esagonali e giravite stubby
WX9510/SE3 Utensili da taglio ed illuminazione
WX2810/SE5 Giraviti maschio esagonale con testa sferica
WX4210/SE6 Giraviti PH/PZ
WX9500/SE2 Martelli e mazzuole

ASSORTIMENTO KIT MECCANICI - 48 UTENSILI

Cod. Tec. GR51
Euro

Moduli Eva Tray
Pezzi

E8522112 624,00 8

ART. WX9702/SE/B
Assortimento di 112 utensili PREMIUM QUALITY comprensivi di moduli Eva Tray per carrelli Wodex. L'assortimento
prevede utensili di primo impiego dedicati alla manutenzione delle parti elettriche e consente l'allestimento di 2 cassetti.

Composizione:

WX3760/SE4 Pinze e tronchesi VDE
WX4310/SE7 Giraviti VDE PH/PZ
WX2085/SE55 Chiavi a bussola 1/4"
WX9510/SE3 Utensili da taglio ed illuminazione
WX1060/SE12 Chiavi combinate
WX1350/SE5 Chiavi combinate a cricchetto reversibile
WX9520/SE2 Chiavi esagonali e giravite stubby
WX9600/SE10 Giraviti micro PH/PZ

ASSORTIMENTO KIT ELETTRICISTI - 112 UTENSILI

E.118 Indivisible package   Suggested retail package - Unit price

Tech. Code Eva Tray modules
Pieces

7

ITEM: WX9702/SE/A
Assortment of 48 PREMIUM QUALITY tools including Eva Tray modules for Wodex trolleys. The range includes first use
tools dedicated to mechanics in general and allows the preparation of 2 drawers.

Composition:

WX1060/SE12 Combination wrenches
WX3750/SE4 Pliers and cutting nippers
WX9520/SE2 Hex keys and stubby screwdriver
WX9510/SE3 Cutting tools and illumination
WX2810/SE5 Hexagonal screwdriver with spherical head
WX4210/SE6 PH/PZ screwdrivers
WX9500/SE2 Hammers and mallets

ASSORTMENT KIT FOR MECHANICS - 48 TOOLS

Tech. Code Eva Tray modules
Pieces

8

ITEM: WX9702/SE/B
Assortment of 112 PREMIUM QUALITY tools including Eva Tray modules for Wodex trolleys. The range includes first use
tools dedicated to maintenance for electrical parts and allows the preparation of 2 drawers.
  

Composition:

WX3760/SE4 VDE pliers and cutting nippers
WX4310/SE7 VDE PH/PZ screwdrivers
WX2085/SE55 1/4" socket wrenches
WX9510/SE3 Cutting tools and illumination
WX1060/SE12 Combination wrenches
WX1350/SE5 Reversible ratchet combination wrenches
WX9520/SE2 Hex wrenches and stubby screwdriver
WX9600/SE10 Micro PH/PZ screwdrivers

ASSORTMENT KIT FOR ELECTRICIANS - 112 TOOLS



E

E.119 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR51
Euro

Moduli Eva Tray
Pezzi

E8530118 690,00 10

ART. WX9703/SE/A
Assortimento di 118 utensili PREMIUM QUALITY comprensivi di moduli Eva Tray per carrelli Wodex. L'assortimento
prevede utensili di primo impiego dedicati alla meccanica in generale e consente l'allestimento di 3 cassetti.

ASSORTIMENTO KIT MECCANICI - 118 UTENSILI

Composizione:

WX1010/SE12 Chiavi a forchetta doppie
WX9520/SE2 Chiavi esagonali e giravite stubby
WX9510/SE3 Utensili da taglio ed illuminazione
WX1300/SE5 Chiavi combinate a cricchetto 72T
WX2810/SE5 Giraviti maschio esagonale con testa sferica
WX9500/SE2 Martelli e mazzuole
WX4210/SE6 Giraviti PH/PZ
WX3750/SE4 Pinze e tronchesi
WX2085/SE55 Chiavi a bussola 1/4"
WX9600/SE10 Giraviti micro PH/PZ

Il prodotto è disponibile nel CAP K

GUANTI IN POLIESTERE SPALMATI IN POLIURETANO

Cod. Tec. Taglia Taglia EU

K23107 M 7

K23108 L 8

K23109 XL 9

Prodotti correlati

E.119Indivisible package  Suggested retail package - Unit price

Tech. Code Eva Tray modules
Pieces

10

ITEM: WX9703/SE/A
Assortment of 118 PREMIUM QUALITY tools including Eva Tray modules for Wodex trolleys. The range includes first use
tools dedicated to mechanics in general and allows the preparation of 3 drawers.

ASSORTMENT KIT FOR MECHANICS - 118 TOOLS

Composition:

WX1010/SE12 Double wrenches
WX9520/SE2 Hex wrenches and stubby screwdriver
WX9510/SE3 Cutting tools and illumination
WX1300/SE5 72T ratchet combination wrenches
WX2810/SE5 Hexagonal screwdriver with spherical head
WX9500/SE2 Hammers and mallets
WX4210/SE6 PH/PZ screwdrivers
WX3750/SE4 Pliers and cutting nippers
WX2085/SE55 1/4" socket wrenches
WX9600/SE10 PH/PZ micro screwdrivers

The products are available in chapter K

GLOVES IN CONTINUOUS POLYESTER WIRE POLYURETHANE COATED

Tech. Code Size EU size

M 7

L 8

XL 9

Related products



E

E.120 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR51
Euro

Moduli Eva Tray
Pezzi

E8540164 1130,00 13

ART. WX9704/SE/A
Assortimento di 164 utensili PREMIUM QUALITY comprensivi di moduli Eva Tray per carrelli Wodex. L'assortimento
prevede una vasta gamma di utensili dedicati alla meccanica in generale e consente l'allestimento di 4 cassetti.

Composizione:

WX1060/SE16 Chiavi combinate
WX9500/SE2 Martelli e mazzuole
WX1350/SE5 Chiavi combinate a cricchetto reversibile
WX2085/SE55 Chiavi a bussola 1/4"
WX9510/SE3 Utensili da taglio ed illuminazione
WX3400/SE3 Pinze a becchi dritti per anelli elastici interni
WX3410/SE3 Pinze a becchi dritti per anelli elastici esterni
WX2280/SE36 Chiavi a bussola 1/2"
WX2810/SE5 Giraviti maschio esagonale con testa sferica
WX4210/SE6 Giraviti PH/PZ
WX3750/SE4 Pinze e tronchesi
WX9600/SE10 Giraviti micro PH/PZ
WX9520/SE2 Chiavi esagonali e giravite stubby

ASSORTIMENTO KIT MECCANICI - 164 UTENSILI

E.120 Indivisible package   Suggested retail package - Unit price

Tech. Code Eva Tray modules
Pieces

13

ITEM: WX9704/SE/A
Assortment of 164 PREMIUM QUALITY tools including Eva Tray modules for Wodex trolleys. The assortment includes a
wide range of tools dedicated to mechanics in general and allows the preparation of 4 drawers.

Composition:

WX1060/SE16 Combination wrenches
WX9500/SE2 Hammers and mallets
WX1350/SE5 Reversible combination ratchet wrenches
WX2085/SE55 1/4" socket wrenches
WX9510/SE3 Cutting tools and illumination
WX3400/SE3 Straight nose pliers for internal elastic rings
WX3410/SE3 Straight nose pliers for external elastic rings
WX2280/SE36 1/2" socket wrenches
WX2810/SE5 Hexagonal screwdriver with sperical head
WX4210/SE6 PH/PZ screwdriver
WX3750/SE4 Pliers and cutting nippers
WX9600/SE10 PH/PZ micro screwdrivers
WX9520/SE2 Hex wrenches and stubby screwdriver

ASSORTMENT KIT FOR MECHANICS - 164 TOOLS



E

E.121 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR51
Euro

Moduli Eva Tray
Pezzi

E8550173 1350,00 14

ART. WX9705/SE/A
Assortimento di 173 utensili PREMIUM QUALITY comprensivi di moduli Eva Tray per carrelli Wodex. L'assortimento
prevede una vasta gamma di utensili dedicati alla meccanica in generale e consente l'allestimento di 5 cassetti.

ASSORTIMENTO KIT MECCANICI - 173 UTENSILI

Composizione:

WX1060/SE16 Chiavi combinate
WX3400/SE3 Pinze a becchi dritti per anelli elastici interni
WX1950/SE8 Chiavi a bussola esagonale con impugnatura
WX3405/SE3 Pinze a becchi piegati per anelli elastici interni
WX2280/SE36 Chiavi a bussola 1/2"
WX2810/SE5 Giraviti maschio esagonale con testa sferica
WX3410/SE3 Pinze a becchi dritti per anelli elastici esterni
WX4210/SE6 Giraviti PH/PZ
WX3750/SE4 Pinze e tronchesi
WX3415/SE3 Pinze a becchi piegati per anelli elastici esterni
WX9505/SE6 Utensili assortiti
WX1350/SE9 Chiavi combinate a cricchetto reversibile
WX9520/SE2 Chiavi esagonali e giravite stubby
WX2085/SE55 Chiavia bussola 1/4"

E.121Indivisible package  Suggested retail package - Unit price

Tech. Code Eva Tray modules
Pieces

14

ITEM: WX9705/SE/A
Assortment of 173 PREMIUM QUALITY tools including Eva Tray modules for Wodex trolleys. The assortment includes a
wide range of tools dedicated to mechanics in general and allows the preparation of 5 drawers.

ASSORTMENT KIT FOR MECHANICS - 173 TOOLS

Composition:

WX1060/SE16 Combination wrenches
WX3400/SE3 Straight nose pliers for Internal elastic rings
WX1950/SE8 Hexagonal sockets wrenches with handle
WX3405/SE3 Bent nose pliers for internal elastic rings
WX2280/SE36 1/2" socket wrenches
WX2810/SE5 Hexagonal screwdriver with spherical head
WX3410/SE3 Straight nose pliers for external elastic rings
WX4210/SE6 PH/PZ screwdrivers
WX3750/SE4 Pliers and cutting nippers
WX3415/SE3 Bent nose pliers for external elastic rings
WX9505/SE6 Assorted tools
WX1350/SE9 Reversible ratchet combination wrenches
WX9520/SE2 Hex keys and stubby screwdriver
WX2085/SE55 Key 1/4" socket wrenches
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F.1

97 - 107
F8
Giramaschi

Girafiliere
Rivettatrici

Fascette

88 - 96
F7

Cassette portautensili
Trolley e valigie

Cassette portaminuteria

82 - 87
F6

Estrattori
Strettoi

Morsetti

75 - 82
F5

Martelli
Mazzuole

Leve

65 - 74
F4

Sbavatori
Scalpelli

Raschietti
Bulini

51 - 64
F3

Giratubi
Chiavi a rullino

Tagliatubi
Cutter

42 - 50
F2

Cesoie per cavi
Tagliabulloni

Cesoie per lamiera
Forbici per elettricisti

21 - 42
F1

Pinze per crimpaggio
Pinze spelafili

Fustelle
Tronchesi

2 - 20
F0

Pinze universali
Pinze per anelli
Pinze regolabili

Pinze autobloccanti

108 - 125
F9

Calibri, squadre,
livelle, righe,
flessometri,

punzoni, oliatori

UTENSILI MANUALI 02 F

F.1

Tap wrenches, die stocks,
riveters and cable ties

Metal and plastic
boxes and trolleys

Pullers,
rack clamps

Hammers,
mallets,

crowbars

Hacksaws, deburring tools, pinpunch,
chisels

Pipe wrenches,
adjustable wrenches,

cutters, pipe cutters

Scissors,
shears and
bolt cutters

Crimping pliers,
cable strippers,

arc punches, tweezers,
cutting nippers

Pliers,
pliers for circlips,
adjustable pliers,
self locking pliers

Tape rulers, compasses,
square, markers, punches,

brushes and assortiment,
rulers

HAND TOOLS 02



F

F.2 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR54
Euro

Lunghezza
mm

Filo armonico
Ø max mm

F0140180 18,25 180 2,0
F0140200 19,20 200 2,2

ART. 02 01 180 - 02 01 200
NORMA DIN ISO 5746
Pinze in acciaio speciale per utensili bonificato, forgiato e temprato ad olio. Taglienti temperati
ad induzione con durezza ca. 63 HRC, per filo metallico ad alta resistenza e per filo armonico.
Manici rivestiti in resina sintetica.

PINZE UNIVERSALI COMBINATE TIPO FORTE

Cod. Tec. GR54
Euro

Lunghezza
mm

Filo armonico Ø max
mm

F0142180 26,25 180 2
F0142200 28,15 200 2,2
F0142225 31,95 225 2,5

ART. 02 05 180/200/225
NORMA DIN ISO 5746

Pinze in acciaio speciale per utensili bonificato, forgiato e temprato ad olio. Taglienti temprati ad
induzione con durezza ca. 63 HRC, per filo metallico ad alta resistenza e per filo armonico.
Manici rivestiti in materiale bicomponente.

Cod. Tec. GR51
Euro

Lunghezza
mm

Durezza taglienti
HRC

F0110180 18,95 180 58-60

ART. WX3060
NORMA DIN/ISO 5746

Pinze universali combinate PREMIUM QUALITY realizzate in acciaio cromo-molibdeno, con finitura
satinata, taglienti ad alta resistenza extra precisi temprati ad induzione.
Impugnature isolate fino a 1000 V secondo DIN EN 60900 / VDE 0682-201.
Durezza: manici 43-48 HRC, taglienti 58-60 HRC.
Impugnature ERGOFORM ipoallergeniche, antiscivolo, morbide e confortevoli, in SANTOPRENE® che
garantiscono la massima resistenza per un lavoro veloce e di precisione.
Conforme alle direttive RoHS e REACH.

PINZE UNIVERSALI COMBINATE VDE ISOLATE 1000 VOLT

Cod. Tec. GR51
Euro

Lunghezza
mm

Durezza taglienti
HRC

F0090160 14,50 160
58 - 60F0090180 16,50 180

F0090200 17,95 200

ART. WX3050
NORMA DIN/ISO 5746

Pinze universali combinate PREMIUM QUALITY realizzate in acciaio cromo-molibdeno, con finitura
satinata, taglienti ad alta resistenza extra precisi temprati ad induzione.
Durezza: manici 43-48 HRC, taglienti 58-60 HRC.
Impugnature ERGOFORM ipoallergeniche, antiscivolo, morbide e confortevoli, in SANTOPRENE® che
garantiscono la massima resistenza per un lavoro veloce e di precisione.
Conforme alle direttive RoHS e REACH.

PINZE UNIVERSALI COMBINATE

Cod. Tec. GR52
Euro

Lunghezza
mm

Filo acciaio
Ø max mm

F0101180 10,40 180 1,8
F0101200 11,50 200 2,1

ART. F0101
NORMA DIN/ISO 5746
Pinze universali combinate realizzate in acciaio cromo-vanadio, con finitura satinata e taglienti
temprati ad induzione. Impugnature ergonomiche ipoallergeniche in TPR Soft-Touch.

PINZE UNIVERSALI COMBINATE

F.2 Indivisible package   Suggested retail package - Unit price

Tech. Code Length
mm

Piano wire
Ø max mm

180 2,0
200 2,2

ITEM: 02 01 180 - 02 01 200
STANDARD DIN ISO 5746

Special steel pliers for quenched tools, forged and oil-hardened high tempered Induction cutting
with hardness approx. 63 HRC, for high resistant metallic wire and piano wire, handles coated in
synthetic resin.

UNIVERSAL COMBINATION PLIERS STRONG TYPE

Tech. Code Length
mm

Piano wire ø max
mm

180 2
200 2,2
225 2,5

ITEM: 02 05 180/200/225
STANDARD DIN ISO 5746

Special steel pliers for quenched tools, forged and oil-hardened high tempered Induction cutting
with hardness approx. 63 HRC, for high resistant metallic wire and piano wire, handles coated in
bi-component material.

Tech. Code Length
mm

Hardness cutting
HRC

180 58-60

ITEM: WX3060
STANDARD DIN/ISO 5746

PREMIUM QUALITY combination pliers made of chromium-molybdenum steel, with satin finish,
cutting of high resistance precise Induction hardened. Insulated handles up to 1000 DIN EN 60900 /
VDE 0682-201.
Hardness: handles 43-48 HRC, cutting nipper 58-60 HRC.
Hypoallergenic ERGOFORM handles, anti-slip, soft and comfortable in SANTOPRENE® which
guarantees maximum resistance for fast and precise work.
Compliant with RoHS e REACH directives.

UNIVERSAL COMBINATION PLIERS VDE INSULATED 1000 VOLTS

Tech. Code Length
mm

Hardness cutting
HRC

160
58 - 60180

200

ITEM: WX3050
STANDARD DIN/ISO 5746

PREMIUM QUALITY combination universal pliers made of chromium-molybdenum steel, with satin
finish, cutting of high resistance precise Induction hardened.
Hardness: Handles 43-48 HRC, cutting nipper 58-60 HRC.
Hypoallergenic ERGOFORM grip handles, anti-slip, soft and comfortable, in SANTOPRENE® which
guarantees maximum resistance for fast and precise work.
Compliant with RoHS e REACH directives.

UNIVERSAL COMBINATION PLIERS

Tech. Code Length
mm

Steel wire
Ø max mm

180 1,8
200 2,1

ITEM: F0101
STANDARD DIN/ISO 5746
Universal combination pliers made of chrome-vanadium steel, with satin finish and induction hardened
cutting hedges. Hypoallergenic ergonomic grips in TPR soft-Touch.

UNIVERSAL COMBINATION PLIERS



F

F.3 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR54
Euro

Lunghezza
mm

Becchi
mm

F0205190 20,60 190 50

ART. 38 41 190
Testa pulita, manici rivestiti in resina sintetica. Becchi e punte estremamente resistenti alla
torsione, becchi interni zigrinati, acciaio al vanadio, forgiato, temperato ad olio.

Cod. Tec. GR54
Euro

Lunghezza
mm

Filo armonico
Ø max mm

F0115160 32,45 160 1,5
F0115190 35,95 190 2,0

ART. 01 06 160 - 01 06 190
NORMA DIN ISO 5746

Pinze cromate con manici isolati rivestiti in materiale bicomponente collaudati VDE, conformi alla
norma EC 60900 DIN EN 60900. Taglienti temperati ad induzione con durezza ca. 64 HRC, per filo
metallico ad alta resistenza e per filo armonico.

PINZE UNIVERSALI COMBINATE VDE ISOLATE 1000 VOLT

Cod. Tec. GR54
Euro

Lunghezza
mm

Filo armonico
Ø max mm

F0116180 29,30 180 2,0
F0116200 30,85 200 2,2

ART. 02 06 180 - 02 06 200
NORMA DIN ISO 5746

Pinze cromate modello forte con manici isolati rivestiti in materiale bicomponente collaudati VDE,
conformi alla norma EC 60900 DIN EN 60900. Taglienti temperati ad induzione con durezza ca. 64
HRC, per filo metallico ad alta resistenza e per filo armonico.

PINZE UNIVERSALI TIPO FORTE VDE ISOLATE 1000 VOLT

Cod. Tec. GR54
Euro

Lunghezza
mm

Filo acciaio
Ø max mm

F0117145 27,05 145 2,0

ART. 08 26 145
Pinze cromate con becchi affusolati e manici isolati rivestiti in materiale bicomponente collaudati VDE,
conformi alla norma EC 60900 DIN EN 60900. Taglienti temperati ad induzione per filo metallico ad
alta resistenza, la scanalatura fresata nella zona di presa permette di afferrare ed estrarre piccoli pezzi
come chiodi, perni e bulloni.

PINZE CON TESTA A PUNTA VDE ISOLATE 1000 VOLT

Cod. Tec. GR54
Euro

Lunghezza
mm

Becchi
mm

F0362140 16,10 140 28
F0362160 16,30 160 30

ART. 20 02 140 - 20 02 160
NORMA DIN/ISO 5745

Pinze per meccanica a becchi piatti, dritti con punte zigrinate, in acciaio speciale per utensili
bonificato, forgiato e temprato ad olio, manici rivestiti in materiale bicomponente.

PINZE A BECCHI PIATTI

Cod. Tec. GR54
Euro

Lunghezza
mm

Becchi
mm

F0364160 16,90 160 46,5

ART. 30 11 160
NORMA DIN/ISO 5745

Pinze per meccanica a becchi piatti, dritti e lunghi con punte zigrinate, in acciaio speciale per utensili
bonificato, forgiato e temprato ad olio, manici rivestiti in resina sintetica.

F.3Indivisible package  Suggested retail package - Unit price

Tech. Code Length
mm

Jaws
mm

190 50

ITEM: 38 41 190
Clean head, synthetic resin coated handles. High-torsion resistant noses and tips, knurled
internal noses, vanadium steel, oil-hardened and tempered.

Tech. Code Length
mm

Piano wire
Ø max mm

160 1,5
190 2,0

ITEM: 01 06 160 - 01 06 190
STANDARD DIN ISO 5746

Chrome plated pliers with Insulated grip handles, bi-component coated material VDE tested, compliant
with EC 60900 DIN EN 60900. Induction tempered cutting edges with approx. 64 HRC hardness, for
high resistant metallic wire and piano wire.

UNIVERSAL COMBINATION PLIERS VDE INSULATED 1000 VOLTS

Tech. Code Length
mm

Piano wire
Ø max mm

180 2,0
200 2,2

ITEM: 02 06 180 - 02 06 200
STANDARD DIN ISO 5746
Chrome-plated pliers, high leverage type with Insulated grip handles, bi-component coated material
VDE tested, compliant with EC 60900 DIN EN 60900. Induction tempered cutting edges with approx.
64 HRC hardness, for high resistant metallic wire and piano wire.

UNIVERSAL PLIERS HIGH LEVERAGE VDE INSULATED TYPE 1000 VOLTS

Tech. Code Length
mm

Steel wire
Ø max mm

145 2,0

ITEM: 08 26 145
Chrome plated pliers with tapered jaws and Insulated coated handles VDE tested multi-component
material. Compliant with EC 60900 DIN EN 60900.standard.Induction tempered cutting edges for high
resistant metallic wire, the groove milled in the gripping area allows you to grasps and extract small
pieces like nails, pins and bolts.

PLIERS WITH POINTED HEAD VDE INSULATED 1000 VOLTS

Tech. Code Length
mm

Jaws
mm

140 28
160 30

ITEM: 20 02 140 - 20 02 160
STANDARD DIN/ISO 5745

Pliers for mechanics flat, straight nose with knurled tips, made of special steel for tools quenched,
forged and oil-hardened, handles coated in bi-component material.

FLAT NOSE PLIERS

Tech. Code Length
mm

Jaws
mm

160 46,5

ITEM: 30 11 160
STANDARD DIN/ISO 5745

Pliers for mechanics fìat, straight nose with knurled tips, made of special steel for tools quenched,
forged oil-hardened, handles coated in synthetic resin.



F

F.4 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR54
Euro

Lunghezza
mm

Becchi
mm

F0355140 22,85 140 42
F0355160 23,90 160 46,5

ART. 30 15 140 - 30 15 160
NORMA DIN/ISO 5745
Pinze cromate in acciaio al cromo-vanadio forgiato e temprato ad olio, taglienti temperati ad
induzione con durezza ca. 61 HRC. Becchi piatti dritti, punte zigrinate.
Manici rivestiti in materiale bicomponente.

PINZE A BECCHI PIATTI

Cod. Tec. GR51
Euro

Lunghezza
mm

Becchi
mm

Durezza taglienti
HRC

F0230200 17,50 200 73 58-60

ART. WX3200
NORMA DIN/ISO 5745

Pinze con tronchese a becchi mezzotondi lunghi PREMIUM QUALITY realizzate in acciaio cromo-
molibdeno, con finitura satinata, taglienti ad alta resistenza extra precisi temprati ad induzione, Becchi
con superficie di presa zigrinata.
Durezza: manici 43-48 HRC, taglienti 58-60 HRC.
Impugnature ERGOFORM ipoallergeniche, antiscivolo, morbide e confortevoli, in SANTOPRENE® che
garantiscono la massima resistenza per un lavoro veloce e di precisione.
Conforme alle direttive RoHS e REACH.

PINZE A BECCHI MEZZOTONDI

Cod. Tec. GR54
Euro

Lunghezza
mm

Becchi
mm

Filo alta resistenza
Ø max mm

F0237200 20,85 200 73 2,2

ART. 26 11 200
NORMA DIN/ISO 5745

Pinze per meccanica fine con tronchese, becchi mezzotondi lunghi con punte zigrinate e taglienti per
filo metallico di media e alta resistenza. Taglienti ulteriormente temprati ad induzione, durezza ca. 61
HRC.
Acciaio al cromo-vanadio forgiato e temprato a olio, manici rivestiti in resina sintetica.

PINZE A BECCHI MEZZOTONDI

Cod. Tec. GR54
Euro

Lunghezza
mm

Becchi
mm

Filo alta resistenza
Ø max mm

F0238200 23,70 200 73 2,2

ART. 26 12 200
NORMA DIN/ISO 5745

Pinze per meccanica fine con tronchese, becchi mezzotondi lunghi con punte zigrinate e taglienti per
filo metallico di media e alta resistenza. Taglienti ulteriormente temprati ad induzione, durezza ca. 61
HRC.
Acciaio al cromo-vanadio forgiato e temprato a olio, manici rivestiti in materiale bicomponente.

Cod. Tec. GR54
Euro

Lunghezza
mm

Becchi
mm

F0239200 29,45 200 73

ART. 38 15 200
NORMA DIN/ISO 5745

Pinze per meccanica fine con becchi mezzitondi lunghi e punte zigrinate.
Acciaio al cromo-vanadio forgiato e temprato a olio, manici rivestiti in materiale bicomponente.

Cod. Tec. GR54
Euro

Lunghezza
mm

Becchi
mm

F0365160 26,40 160 46,5

ART. 30 16 160
NORMA DIN/ISO 5745

Pinze per meccanica a becchi piatti, dritti e lunghi con punte zigrinate, in acciaio speciale per utensili
bonificato, forgiato e temprato ad olio, manici isolati rivestiti in materiale bicomponente collaudati VDE,
conformi alla norma EC 60900 DIN EN 60900.

PINZE A BECCHI PIATTI VDE ISOLATE 1000 VOLT

F.4 Indivisible package   Suggested retail package - Unit price

Tech. Code Length
mm

Jaws
mm

140 42
160 46,5

ITEM: 30 15 140
STANDARD DIN/ISO 5745
Chrome-plated steel pliers with forged and oil-hardened chrome-vanadium steel, Induction
tempered cutting edges with hardness approx. 61 HRC. Straight flat nose, knurled tips, handles
coated in bi-component material.

FLAT NOSE PLIERS

Tech. Code Length
mm

Jaws
mm

Hardness cutting
HRC

200 73 58-60

ITEM: WX3200
STANDARD DIN/ISO 5745
PREMIUM QUALITY long nose pliers with long half round nippers made of chromium-molybdenum
steel with satin finish, cutting of high resistance extra precise Induction hardened, nose with a knurled
grip ,
Hardness: handles 43-48 HRC, cutting nipper 58-60 HRC.
Hypoallergenic ERGOFORM handles, anti-slip, soft and comfortable, in SANTOPRENE® which
guarantees maximum resistance for fast and precise work.
Compliant with RoHS e REACH directives.

HALF ROUND NOSE PLIERS

Tech. Code Length
mm

Jaws
mm

High resistant wire
Ø max mm

200 73 2,2

ITEM: 26 11 200
STANDARD DIN/ISO 5745

Pliers for fine mechanics with cutter, half round nose with knurled tips and cutting edges for metallic
wire of medium and high resistance. Cutting edges further tempered with induction hardness approx.
61 HRC.
Chrome-vanadium steel, forged and oil-hardened, handles coated with synthetic resin.

HALF ROUND NOSE PLIERS

Tech. Code Length
mm

Jaws
mm

High resistant wire
Ø max mm

200 73 2,2

ITEM: 26 12 200
STANDARD DIN/ISO 5745

Pliers for fine mechanics with cutter, half round nose with knurled tips and cutting edges for metallic
wire of medium and high resistance. Cutting edges further tempered with induction hardness approx.
61 HRC.
Chrome-vanadium steel, forged and oil-hardened, handles coated with multi-component material.

Tech. Code Length
mm

Jaws
mm

200 73

ITEM: 38 15 200
STANDARD DIN/ISO 5745

Pliers for fine mechanics with long half-round nose and knurled tips.
Chrome-vanadium steel, forged and oil-hardened, handles coated with bi-component material.

Tech. Code Length
mm

Jaws
mm

160 46,5

ITEM: 30 16 160
STANDARD DIN/ISO 5745

Pliers for mechanics flat, straight, long with knurled tips, made in special steel for tools quenched,
forged and oil-hardened, Insulated handles coated in multi-component material VDE tested, compliant
with EC 60900 DIN EN 60900 standard.

FLAT NOSE PLIERS VDE INSULATED 1000 VOLTS
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F.5 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR54
Euro

Lunghezza
mm

Becchi
mm

Filo acciaio
Ø max mm

F0255200 26,85 200 73 2,2

ART. 26 15 200
NORMA DIN/ISO 5745
Pinze cromate in acciaio al cromo-vanadio forgiato e temprato ad olio, taglienti temperati ad
induzione con durezza ca. 61 HRC. Becchi mezzotondi dritti con estremità a punta e tagliente
per filo metallico a bassa e media resistenza, punte zigrinate.
Manici rivestiti in materiale bicomponente.

PINZE A BECCHI MEZZOTONDI

Cod. Tec. GR51
Euro

Lunghezza
mm

Becchi
mm

Durezza taglienti
HRC

F0245200 20,70 200 73 58-68

ART. WX3210
NORMA DIN/ISO 5745

Pinze con tronchese a becchi mezzotondi lunghi PREMIUM QUALITY realizzate in acciaio cromo-
molibdeno, con finitura satinata, taglienti ad alta resistenza extra precisi temprati ad induzione, becchi
con superficie di presa zigrinata.
Impugnature isolate fino a 1000 V secondo DIN EN 60900 / VDE 0682-201.
Durezza: manici 43-48 HRC, taglienti 58-60 HRC.
Impugnature ERGOFORM ipoallergeniche, antiscivolo, morbide e confortevoli, in SANTOPRENE® che
garantiscono la massima resistenza per un lavoro veloce e di precisione.
Conforme alle direttive RoHS e REACH.

PINZE A BECCHI MEZZOTONDI VDE ISOLATE 1000 VOLT

Cod. Tec. GR51
Euro

Lunghezza
mm

Becchi
mm

Durezza taglienti
HRC

F0275200 20,20 200 68 58-60

ART. WX3220
NORMA DIN/ISO 5745

Pinze con tronchese a becchi mezzotondi lunghi piegati PREMIUM QUALITY realizzate in acciaio
cromo-molibdeno, con finitura satinata, taglienti ad alta resistenza extra precisi temprati ad induzione,
becchi con superficie di presa zigrinata.
Durezza: manici 43-48 HRC, taglienti 58-60 HRC.
Impugnature ERGOFORM ipoallergeniche, antiscivolo, morbide e confortevoli, in SANTOPRENE® che
garantiscono la massima resistenza per un lavoro veloce e di precisione.
Conforme alle direttive RoHS e REACH.

PINZE A BECCHI MEZZOTONDI PIEGATI

Cod. Tec. GR54
Euro

Lunghezza
mm

Becchi
mm

Filo alta resistenza
Ø max mm

F0247160 25,45 160 50 1,6

ART. 25 06 160
NORMA DIN/ISO 5745

Pinze cromate con tronchese, becchi mezzotondi con punte zigrinate e taglienti per filo metallico di
media e alta resistenza. Taglienti ulteriormente temprati ad induzione, durezza ca. 61 HRC.
Acciaio al cromo-vanadio forgiato e temprato a olio, manici isolati rivestiti in materiale bicomponente
collaudati VDE, conformi alla norma EC 60900 DIN EN 60900.

PINZE A BECCHI MEZZOTONDI VDE ISOLATE 1000 VOLT

Cod. Tec. GR54
Euro

Lunghezza
mm

Becchi
mm

Filo alta resistenza
Ø max mm

F0248200 31,15 200 73 2,2

ART. 26 16 200
NORMA DIN/ISO 5745

Pinze cromate con tronchese, becchi mezzotondi con punte zigrinate e taglienti per filo metallico di
media e alta resistenza. Taglienti ulteriormente temperati ad induzione, durezza ca. 61 HRC.
Acciaio al cromo-vanadio forgiato e temperato a olio, manici isolati rivestiti in materiale bicomponente
collaudati VDE, conformi alla norma EC 60900 DIN EN 60900.

F.5Indivisible package  Suggested retail package - Unit price

Tech. Code Length
mm

Jaws
mm

Steel wire
Ø max mm

200 73 2.2

ITEM: 26 15 200
STANDARD DIN/ISO 5745
Chrome-vanadium chrom-plated forged and oil-hardened chrome pliers, induction tempered
cutting edges with hardness approx. 61 HRC. Straight half-round burrs with pointed ends and
cutting edge for low and medium strngth wire, knurled tips. Handles covered in bi-component
material.

HALF ROUND NOSE PLIERS

Tech. Code Length
mm

Jaws
mm

Hardness cutting
HRC

200 73 58-68

ITEM: WX3210
STANDARD DIN/ISO 5745

PREMIUM QUALITY long nose pliers with long half round nippers made of chromium-molybdenum
steel with satin finish, cutting of high resistance extra precise Induction hardened, nose with a knurled
grip surface.
.Insulated handles up to 1000 V DIN EN 60900 / VDE 0682-201.
Hardness: handles 43-48 HRC, cutting nipper 58-60 HRC.
Hypoallergenic ERGOFORM, in SANTOPRENE® which guarantees maximum resistance for fast and
precise work.
Compliant with RoHS e REACH directives.

HALF ROUND NOSE PLIERS VDE INSULATED 1000 VOLTS

Tech. Code Length
mm

Jaws
mm

Hardness cutting
HRC

200 68 58-60

ITEM: WX3220
STANDARD DIN/ISO 5745

PREMIUM QUALITY long nose bent pliers with long half round bent nippers made of chromium-
molybdenum steel, with satin finish, cutting of high resistance extra precise Induction hardened, nose
with a knurled grip suface.
Hardness: handles 43-48 HRC, cutting nipper 58-60 HRC
Hypoallergenic .ERGOFORM handles, in SANTOPRENE® which guarantees fast and precise work.
Compliant with RoHS e REACH directives.

HALF ROUND BENT NOSE PLIERS

Tech. Code Length
mm

Jaws
mm

High resistant wire
Ø max mm

160 50 1,6

ITEM: 25 06 160
STANDARD DIN/ISO 5745

Chrome-plated pliers with cutter, half-round nose pliers with knurled tips and cutting edges for metallic
wire of medium and high resistance. Cutting edges further tempered with Induction hardness approx.
61 HRC.
Forged and oil-hardened chrome-vanadium steel Insulated handles coated in multi-component
material VDE tested, compliant with EC 60900 DIN EN 60900 standard.

HALF ROUND NOSE PLIERS VDE INSULATED 1000 VOLTS

Tech. Code Length
mm

Jaws
mm

High resistant wire
Ø max mm

200 73 2,2

ITEM: 26 16 200
STANDARD DIN/ISO 5745

Chrome-plated pliers with cutter, half-round nose pliers with knurled tips and cutting edges for metallic
wire of medium and high resistance. Cutting edges further tempered with Induction hardness approx.
61 HRC.
Forged and oil-hardened chrome-vanadium steel Insulated handles coated in multi-component
material VDE tested, compliant with EC 60900 DIN EN 60900 standard.
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F.6 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR54
Euro

Lunghezza
mm

Becchi
mm

Filo acciaio Ø max
mm

F0218160 26,05 160 50 1,6

ART. 25 25 160
NORMA DIN/ISO 5745

Pinze cromate in acciaio al cromo-vanadio forgiato e temprato ad olio, taglienti temperati ad
induzione con durezza ca. 61 HRC. Becchi mezzotondi piegati a 40° con estremità a punta e
tagliente per filo metallico a bassa e media resistenza, punte zigrinate.
Manici rivestiti in materiale bicomponente.

Cod. Tec. GR54
Euro

Lunghezza
mm

Becchi
mm

Filo acciaio
Ø max mm

F0219200 31,35 200 73 2,2

ART. 26 25 200
NORMA DIN/ISO 5745

Pinze cromate in acciaio al cromo-vanadio forgiato e temprato ad olio, taglienti temperati ad induzione
con durezza ca. 61 HRC. Becchi mezzotondi lunghi piegati a 40° con estremità a punta e tagliente per
filo metallico a bassa e media resistenza, punte di precisione zigrinate e resistenti alla deformazione.
Manici rivestiti in materiale bicomponente.

Cod. Tec. GR54
Euro

Lunghezza
mm

Becchi
mm

Filo alta resistenza
Ø max mm

F0276160 19,45 160 50 1,6

ART. 25 21 160
NORMA DIN/ISO 5745

Pinze con tronchese, becchi mezzotondi piegati con punte zigrinate e taglienti per filo metallico di
media e alta resistenza. Taglienti ulteriormente temprati ad induzione, durezza ca. 61 HRC.
Acciaio al cromo-vanadio forgiato e temprato a olio, manici rivestiti in resina sintetica.

PINZE A BECCHI MEZZOTONDI PIEGATI

Cod. Tec. GR54
Euro

Lunghezza
mm

Becchi
mm

Filo alta resistenza
Ø max mm

F0282200 23,70 200 73 2,2

ART. 26 21 200
NORMA DIN/ISO 5745

Pinze con tronchese, becchi mezzotondi lunghi piegati con punte zigrinate e taglienti per filo metallico
di media e alta resistenza. Taglienti ulteriormente temprati ad induzione, durezza ca. 61 HRC.
Acciaio al cromo-vanadio forgiato e temprato a olio, manici rivestiti in resina sintetica.

Cod. Tec. GR54
Euro

Lunghezza
mm

Becchi
mm

Filo alta resistenza
Ø max mm

F0283200 26,50 200 73 2,2

ART. 26 22 200
NORMA DIN/ISO 5745

Pinze con tronchese, becchi mezzotondi lunghi piegati con punte zigrinate e taglienti per filo metallico
di media e alta resistenza. Taglienti ulteriormente temprati ad induzione, durezza ca. 61 HRC.
Acciaio al cromo-vanadio forgiato e temprato a olio, manici rivestiti in resina sintetica.

Cod. Tec. GR54
Euro

Lunghezza
mm

Becchi
mm

F0285200 32,25 200 73

ART. 38 25 200
NORMA DIN/ISO 5745

Pinze per meccanica fine con becchi mezzotondi lunghi piegati e punte zigrinate.
Acciaio al cromo-vanadio forgiato e temprato a olio, manici rivestiti in materiale bicomponente.

F.6 Indivisible package   Suggested retail package - Unit price

Tech. Code Length
mm

Jaws
mm

Steel wire ø max
mm

160 50 1.6

ITEM: 25 25 160
STANDARD DIN/ISO 5745

Chrome-vanadium chrome-plated forged and oil-hardened pliers, Induction tempered cutting
edges with hardness approx. 61 HRC.
Half-round bent at 40 ° with pointed ends and cutting edge for metal wire with low and medium
strength knurled resistant end tips. Handles covered in two-component material.

Tech. Code Length
mm

Jaws
mm

Steel wire
Ø max mm

200 73 2.2

ITEM: 26 25 200
STANDARD DIN/ISO 5745

Chrome-vanadium chrome-plated forged and oil-hardened pliers, Induction tempered cutting edges
with hardness approx. 61 HRC.
Half-round bent at 40 ° with pointed ends and cutting edge for metal wire with low and medium
strength knurled resistant end tips. Handles covered in two-component material.

Tech. Code Length
mm

Jaws
mm

High resistant wire
Ø max mm

160 50 1,6

ITEM: 25 21 160
STANDARD DIN/ISO 5745

Pliers with cutter half-round bent nose pliers with knurled tips and cutting edges for matallic wire of
medium and high resistance. Cutting edges furthered tempered with Induction hardness of approx. 61
HRC.
Forged and oil-hardened chrome-vanadium steel, handles coated with synthetic resin.

HALF ROUND BENT NOSE PLIERS

Tech. Code Length
mm

Jaws
mm

High resistant wire
Ø max mm

200 73 2,2

ITEM: 26 21 200
STANDARD DIN/ISO 5745

Chrome-plated pliers with cutter, half-round long bent nose pliers with knurled tips and cutting edges
for metallic wire of medium and high resistance. Cutting edges further tempered with Induction
hardness approx. 61 HRC.
Forged and oil-hardened chrome-vanadium steel Insulated handles coated in synthetic resin material.

Tech. Code Length
mm

Jaws
mm

High resistant wire
Ø max mm

200 73 2,2

ITEM: 26 22 200
STANDARD DIN/ISO 5745

Chrome-plated pliers with cutter, half-round long bent nose pliers with knurled tips and cutting edges
for metallic wire of medium and high resistance. Cutting edges further tempered with Induction
hardness approx. 61 HRC.
Forged and oil-hardened chrome-vanadium steel Insulated handles coated in synthetic resin material.

Tech. Code Length
mm

Jaws
mm

200 73

ITEM: 38 25 200
STANDARD DIN/ISO 5745

Pliers for fine mechanics with half-round long bent nose and knurled tips.
Chrome-vanadium steel forged and oil-hardened, handles coated in multil-component material.
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F.7 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR51
Euro

Lunghezza
mm

Becchi
mm

Durezza taglienti
HRC

F0278200 23,00 200 68 58-60

ART. WX3230
NORMA DIN/ISO 5745

Pinze con tronchese a becchi mezzotondi lunghi piegati PREMIUM QUALITY realizzate in acciaio
cromo-molibdeno, con finitura satinata, taglienti ad alta resistenza extra precisi temprati ad induzione,
becchi con superficie di presa zigrinata.
Impugnature isolate fino a 1000 V secondo DIN EN 60900 / VDE 0682-201.
Durezza: manici 43-48 HRC, taglienti 58-60 HRC.
Impugnature ERGOFORM ipoallergeniche, antiscivolo, morbide e confortevoli, in SANTOPRENE® che
garantiscono la massima resistenza per un lavoro veloce e di precisione.
Conforme alle direttive RoHS e REACH.

PINZE A BECCHI MEZZOTONDI PIEGATI VDE ISOLATE 1000 VOLT

Cod. Tec. GR54
Euro

Lunghezza
mm

Becchi
mm

Filo alta resistenza
Ø max mm

F0279160 28,70 160 50 1,6

ART. 25 26 160
NORMA DIN/ISO 5745

Pinze cromate con tronchese, becchi mezzotondi piegati con punte zigrinate e taglienti per filo
metallico di media e alta resistenza. Taglienti ulteriormente temprati ad induzione, durezza ca. 61
HRC.
Acciaio al cromo-vanadio forgiato e temprato a olio, manici isolati rivestiti in materiale bicomponente
collaudati VDE, conformi alla norma EC 60900 DIN EN 60900.

PINZE A BECCHI MEZZOTONDI PIEGATI VDE ISOLATE 1000 VOLT

Cod. Tec. GR54
Euro

Lunghezza
mm

Becchi
mm

Filo alta resistenza
Ø max mm

F0281200 35,05 200 73 2,2

ART. 26 26 200
NORMA DIN/ISO 5745

Pinze con tronchese, becchi mezzotondi piegati con punte zigrinate e taglienti per filo metallico di
media e alta resistenza. Taglienti ulteriormente temprati ad induzione, durezza ca. 61 HRC
Acciaio al cromo-vanadio forgiato e temprato a olio, manici isolati rivestiti in materiale bicomponente
collaudati VDE, conformi alla norma EC 60900 DIN EN 60900.

Cod. Tec. GR54
Euro

Lunghezza
mm

Becchi
mm

F0290200 32,40 200 73

ART. 38 35 200
NORMA DIN/ISO 5745

Pinze per meccanica fine con becchi mezzotondi arcuati e punte zigrinate.
Acciaio al cromo-vanadio forgiato e temperato a olio, manici rivestiti in materiale bicomponente.

PINZE PER MECCANICA CON BECCHI MEZZOTONDI ARCUATI

F.7Indivisible package  Suggested retail package - Unit price

Tech. Code Length
mm

Jaws
mm

Hardness cutting
HRC

200 68 58-60

ITEM: WX3230
STANDARD DIN/ISO 5745

Pliers with cutting nipper with half round long bent nose PREMIUM QUALITY made of chromium-
molybdenum steel with satin finish, cutting of high resistance extra precise induction hardened nose
with knurled grip surface. Insulated handles up to 1000 V DIN EN 60900 / VDE 0682-201.
Hardness: handles 43-48 HRC, cutting nipper 58-60 HRC.
ERGOFORM grip handles hypoallergenic, anti-slip, soft and comfortable in SANTOPRENE® that are
compliant with
RoHS e REACH directives.

HALF ROUND BENT NOSE PLIERS VDE INSULATED 1000 V

Tech. Code Length
mm

Jaws
mm

High resistant wire
Ø max mm

160 50 1,6

ITEM: 25 26 160
STANDARD DIN/ISO 5745

Chrome-plated pliers with cutter, half-round bent nose pliers with knurled tips and cutting edges for
metallic wire of medium and high resistance. Cutting edges further tempered with Induction hardness
approx. 61 HRC.
Forged and oil-hardened chrome-vanadium steel Insulated handles coated in multi-component
material VDE tested, compliant with EC 60900 DIN EN 60900 standard.

HALF ROUND BENT NOSE PLIERS VDE INSULATED 1000 VOLTS

Tech. Code Length
mm

Jaws
mm

High resistant wire
Ø max mm

200 73 2,2

ITEM: 26 26 200
STANDARD DIN/ISO 5745

Chrome-plated pliers with cutter, half-round bent nose pliers with knurled tips and cutting edges for
metallic wire of medium and high resistance. Cutting edges further tempered with Induction hardness
approx. 61 HRC.
Forged and oil-hardened chrome-vanadium steel Insulated handles coated in multi-component
material VDE tested, compliant with EC 60900 DIN EN 60900 standard.

Tech. Code Length
mm

Jaws
mm

200 73

ITEM: 38 35 200
STANDARD DIN/ISO 5745

Pliers for fine mechanics with half-round arching nose and knurled tips.
Chrome-vandadium steel forged and oil-hardened, handles coated in multi-component material.

PLIERS FOR MECHANICS WITH HALF-ROUND ARCHING NOSE



F

F.8 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR54
Euro

Lunghezza
mm

Becchi
mm

F0375140 22,85 140 42

ART. 30 25 140
NORMA DIN/ISO 5745

Pinze cromate in acciaio al cromo-vanadio forgiato e temprato ad olio, taglienti temperati ad
induzione con durezza ca. 61 HRC. Becchi mezzotondi dritti, punte zigrinate.
Manici rivestiti in materiale bicomponente.

PINZE PER MECCANICA A BECCHI MEZZOTONDI

Cod. Tec. GR52
Euro

Lunghezza
mm

Becchi
mm

F0351120 20,81 120 23

ART. F0351
Pinze di precisione per micromeccanica, elettronica ed occhialeria. Corpo in acciaio al cromo
vanadio satinato, becchi piatti dritti lisci. Molle di richiamo doppie in versione soft, l'ampia
apertura dei manici permette di avere l'utensile sempre in presa. Le impugnature in materiale
vinilico antiscivolo assicurano un elevato comfort e sono adatte ad un uso prolungato.

Cod. Tec. GR54
Euro

Lunghezza
mm

Becchi
mm

Filo alta resistenza
Ø max mm

F0235125 16,70 125 27
1,6F0235140 16,15 140 42

F0235160 16,30 160 50

ART. 25 01 125/140/160
NORMA DIN/ISO 5745

Pinze per meccanica fine con tronchese, becchi mezzotondi con punte zigrinate e taglienti per filo
metallico di media e alta resistenza. Taglienti ulteriormente temprati ad induzione, durezza ca. 61
HRC.
Acciaio al cromo-vanadio forgiato e temprato a olio, manici rivestiti in resina sintetica.

Cod. Tec. GR54
Euro

Lunghezza
mm

Becchi
mm

F0360140 13,10 140 28
F0360160 13,65 160 30

ART. 20 01 140 - 20 01 160
NORMA DIN/ISO 5745

Pinze per meccanica a becchi piatti, dritti con punte zigrinate, in acciaio speciale per utensili
bonificato, forgiato e temprato ad olio, manici rivestiti in resina sintetica.

PINZE PER MECCANICA A BECCHI PIATTI

Cod. Tec. GR54
Euro

Lunghezza
mm

Becchi
mm

F0367115 29,85 115 22,5

ART. 35 22 115
NORMA DIN/ISO 9655
Pinze particolarmente adatte per il montaggio e lo smontaggio di precisione nell´elettronica e nella
meccanica fine, becchi interni lisci e rettificati con spigoli perfettamente smussati, doppia molla esente
da attrito per un´apertura e una chiusura morbida ed uniforme.
Acciaio speciale per utensili forgiato e temprato ad olio, manici rivestiti in materiale bicomponente.

PINZE PER MECCANICA A BECCHI MEZZOTONDI

Cod. Tec. GR54
Euro

Lunghezza
mm

Becchi
mm

F0347115 29,85 115 22,5

ART. 35 12 115
NORMA DIN/ISO 9655

Pinze particolarmente adatte per il montaggio e lo smontaggio di precisione nell´elettronica e nella
meccanica fine, becchi interni lisci e rettificati con spigoli perfettamente smussati, doppia molla esente
da attrito per un´apertura e una chiusura morbida ed uniforme.
Acciaio speciale per utensili forgiato e temprato ad olio, manici rivestiti in materiale bicomponente.

PINZE PER MECCANICA A BECCHI PIATTI

F.8 Indivisible package   Suggested retail package - Unit price

Tech. Code Length
mm

Jaws
mm

140 42

ITEM: 30 25 140
STANDARD DIN/ISO 5745

Chrome-vanadium chrome-plated forged and oil-hardened chrome pliers, induction tempered
cutting edges with hardness approx. 61 HRC. Straight half-round, knurled tips.Handles covered
in two-component material.

HALF-ROUND NOSE PLIERS FOR MECHANICS

Tech. Code Length
mm

Jaws
mm

120 23

ITEM: F0351
Precision, micro-mechanics, electronics, optical glasses pliers. Vanadium chrome satin steel
body, flat straight nose, rebound double springs in soft version, wide handles opening range
allows for the tool's full gripping. Slip resistant vinyl coated full-grip handles, for a comfort design
particularly suited during extended use.

Tech. Code Length
mm

Jaws
mm

High resistant wire
Ø max mm

125 27
1,6140 42

160 50

ITEM: 25 01 125/140/160
STANDARD DIN/ISO 5745

Pliers for fine mechanics with cutter, half round nose with knurled tips and cutting edges for metallic
wire of medium and high resistance. Cutting edges further tempered with induction hardness approx.
61 HRC.
Chrome-vanadium steel, forged and oil-hardened, handles coated with synthetic resin.

Tech. Code Length
mm

Jaws
mm

140 28
160 30

ITEM: 20 01 140 - 20 01 160
STANDARD DIN/ISO 5745

Pliers for mechanics flat straight nose with knurled tips, made of special steel quenched, forged and
oil-hardened, handles coated with synthetic resin.

FLAT NOSE PLIERS FOR MECHANICS

Tech. Code Length
mm

Jaws
mm

115 22,5

ITEM: 35 22 115
STANDARD DIN/ISO 9655
Pliers particularly suitable for precision assembly and disassembly in electronics and fine mechanics,
smooth and rectified Internal jaws with perfectly rounded edges, double spring by friction for a soft and
uniform opening and closing.
Special steel for forged and oil-hardened tools, handles coated in multi-component material.

HALF ROUND NOSE PILERS FOR MECHANICS

Tech. Code Length
mm

Jaws
mm

115 22,5

ITEM: 35 12 115
STANDARD DIN/ISO 9655

Pliers particularly suitable for precision assembly and disassembly in electronics and fine mechanics,
smooth and rectified Internal jaws with perfectly rounded edges, double spring by friction for a soft and
uniform opening and closing.
Special steel for forged and oil-hardened tools, handles coated in multi-component material.

FLAT NOSE PLIERS FOR MECHANICS



F

F.9 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR52
Euro

Lunghezza
mm

Becchi
mm

F0371120 22,97 120 22

ART. F0371
Pinze di precisione per micromeccanica, elettronica ed occhialeria.
Corpo in acciaio al cromo vanadio satinato, becchi mezzotondi dritti lisci.
Molle di richiamo doppie in versione soft, l'ampia apertura dei manici permette di avere l'utensile
sempre in presa.
Le impugnature in materiale vinilico antiscivolo assicurano un elevato comfort e sono adatte ad
un uso prolungato.

PINZE PER MECCANICA A BECCHI MEZZOTONDI

Cod. Tec. GR54
Euro

Lunghezza
mm

Becchi
mm

F0385145 35,40 145 40

ART. 35 62 145
Pinze particolarmente adatte per il montaggio e lo smontaggio di precisione nell´elettronica e
nella meccanica fine, becchi interni lisci e rettificati con spigoli perfettamente smussati, doppia
molla esente da attrito per un´apertura e una chiusura morbida ed uniforme.
Acciaio speciale per utensili forgiato e temprato ad olio, manici rivestiti in materiale
bicomponente.

PINZE PER MECCANICA A BECCHI MEZZOTONDI

Cod. Tec. GR54
Euro

Lunghezza
mm

Becchi
mm

F0395145 38,15 145 35

ART. 35 82 145
NORMA DIN/ISO 9655
Pinze particolarmente adatte per il montaggio e lo smontaggio di precisione nell´elettronica e
nella meccanica fine, becchi interni lisci e rettificati con spigoli perfettamente smussati, doppia
molla esente da attrito per un´apertura e una chiusura morbida ed uniforme.
Acciaio speciale per utensili forgiato e temprato ad olio, manici rivestiti in materiale
bicomponente.

ART. F0372
Pinze di precisione per micromeccanica, elettronica ed occhialeria.
Corpo in acciaio al cromo vanadio satinato, becchi mezzotondi dritti zigrinati.
Molle di richiamo doppie in versione soft, l'ampia apertura dei manici permette di avere l'utensile
sempre in presa.
Le impugnature in materiale vinilico antiscivolo assicurano un elevato comfort e sono adatte ad un uso
prolungato.

Cod. Tec. GR52
Euro

Lunghezza
mm

Becchi
mm

F0372135 34,40 135 30

Cod. Tec. GR54
Euro

Lunghezza
mm

Becchi
mm

Filo alta resistenza
Ø max mm

F0236140 19,10 140 42
1,6F0236160 19,35 160 50

ART. 25 02 140/160
NORMA DIN/ISO 5745

Pinze per meccanica fine con tronchese, becchi mezzotondi con punte zigrinate e taglienti per filo
metallico di media e alta resistenza. Taglienti ulteriormente temprati ad induzione, durezza ca. 61
HRC.
Acciaio al cromo-vanadio forgiato e temprato a olio, manici rivestiti in materiale bicomponente.

ART. 35 42 115
NORMA DIN/ISO 9655
Pinze particolarmente adatte per il montaggio e lo smontaggio di precisione nell´elettronica e nella
meccanica fine, becchi interni lisci e rettificati con spigoli perfettamente smussati, doppia molla esente
da attrito per un´apertura e una chiusura morbida ed uniforme.
Acciaio speciale per utensili forgiato e temprato ad olio, manici rivestiti in materiale bicomponente.

Cod. Tec. GR54
Euro

Lunghezza
mm

Becchi
mm

F0394115 32,20 115 22,5

PINZE PER MECCANICA A BECCHI MEZZOTONDI PIEGATI

F.9Indivisible package  Suggested retail package - Unit price

Tech. Code Length
mm

Jaws
mm

120 22

ITEM: F0371
Precision, micro-mechanics, electronics, optical glasses pliers. Chrome vanadium steel, satin
chrome plated body, smooth half-round straight nose, rebound double springs in soft version,
wide handles opening range allows the tool's full gripping. Slip resistant vinyl coated grip
handles, a comfort design particularly suited during extended use.

HALF-ROUND NOSE PLIERS FOR MECHANICS

Tech. Code Length
mm

Jaws
mm

145 40

ITEM: 35 62 145
Pliers particularly suitable for precision assembly and disassembly in electronics and fine
mechanics, smooth and rectified Internal jaws with perfectly rounded edges, double spring by
friction for a soft and uniform opening and closing.
Special steel for forged and oil-hardened tools, handles coated in multi-component material.

HALF-ROUND NOSE PLIERS FOR MECHANICS

Tech. Code Length
mm

Jaws
mm

145 35

ITEM: 35 82 145
STANDARD DIN/ISO 9655
Pliers particularly suitable for precision assembly and disassembly in electronics and fine
mechanics, smooth and rectified Internal jaws with perfectly rounded edges, double spring by
friction for a soft and uniform opening and closing.
Special steel for forged and oil-hardened tools, handles coated in multi-component material.

ITEM: F0372
Precision, micro-mechanics, electronics, optical glasses pliers.
Chrome vanadium steel, satin chrome plated body, knurled half-round straight nose, rebound double
springs in soft version,
wide handles opening range allows the tool's full gripping.
Slip resistant vinyl coated grip handles, a comfort design particularly suited during extended use.

Tech. Code Length
mm

Jaws
mm

135 30

Tech. Code Length
mm

Jaws
mm

High resistant wire
Ø max mm

140 42
1,6

160 50

ITEM: 25 02 140/160
STANDARD DIN/ISO 5745

Pliers for fine mechanics with cutter, half round nose with knurled tips and cutting edges for metallic
wire of medium and high resistance. Cutting edges further tempered with induction hardness approx.
61 HRC.
Chrome-vanadium steel, forged and oil-hardened, handles coated with multi-component material.

ITEM: 35 42 115
STANDARD DIN/ISO 9655
Pliers particularly suitable for precision assembly and disassembly in electronics and fine mechanics,
smooth and rectified Internal jaws with perfectly rounded edges, double spring by friction for a soft and
uniform opening and closing.
Special steel for forged and oil-hardened tools, handles coated in multi-component material.

Tech. Code Length
mm

Jaws
mm

115 22,5

HALF-ROUND BENT NOSE PLIERS FOR MECHANICS



F

F.10 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ART. F0401
Pinze di precisione per micromeccanica, elettronica ed occhialeria. Corpo in acciaio al cromo vanadio
satinato, becchi mezzitondi piegati lisci. Molle di richiamo doppie in versione soft, l'ampia apertura dei
manici permette di avere l'utensile sempre in presa. Le impugnature in materiale vinilico antiscivolo
assicurano un elevato comfort e sono adatte ad un uso prolungato.

Cod. Tec. GR52
Euro

Lunghezza
mm

Becchi
mm

F0401120 18,13 120 22

PINZE PER MECCANICA A BECCHI MEZZOTONDI PIEGATI

ART. F0402
Pinze di precisione per micromeccanica, elettronica ed occhialeria. Corpo in acciaio al cromo vanadio
satinato, becchi mezzotondi lunghi piegati lisci. Molle di richiamo doppie in versione soft, l'ampia
apertura dei manici permette di avere l'utensile sempre in presa. Le impugnature in materiale vinilico
antiscivolo assicurano un elevato comfort e sono adatte ad un uso prolungato.

Cod. Tec. GR52
Euro

Lunghezza
mm

Becchi
mm

F0402125 22,97 125 27

Cod. Tec. GR54
Euro

Lunghezza
mm

Becchi
mm

F0390115 29,85 115 22,5

ART. 35 32 115
NORMA DIN/ISO 9655
Pinze particolarmente adatte per il montaggio e lo smontaggio di precisione nell´elettronica e nella
meccanica fine, becchi interni lisci e rettificati con spigoli perfettamente smussati, doppia molla esente
da attrito per un´apertura e una chiusura morbida ed uniforme.
Acciaio speciale per utensili forgiato e temprato ad olio, manici rivestiti in materiale bicomponente.

PINZE A BECCHI TONDI

Cod. Tec. GR54
Euro

Lunghezza
mm

Becchi
mm

Becchi Ø min
mm

F0405125 13,45 125 27 2
F0405140 13,45 140 28 2,5
F0405160 13,75 160 30 3

ART. 22 01 125/140/160
NORMA DIN/ISO 5745

Pinze a becchi tondi corti e lisci, rettificati di precisione, per curvare occhielli.
Acciaio al cromo-vanadio forgiato e temprato a olio, manici rivestiti in resina sintetica.

Cod. Tec. GR54
Euro

Lunghezza
mm

Becchi
mm

Becchi Ø min
mm

F0406140 16,15 140 28 2,5
F0406160 16,20 160 30 3

ART. 22 02 140 - 22 02 160
NORMA DIN/ISO 5745
Pinze a becchi tondi corti e lisci, rettificati di precisione, per curvare occhielli.
Acciaio al cromo-vanadio forgiato e temprato a olio, manici rivestiti in materiale bicomponente.

F.10 Indivisible package   Suggested retail package - Unit price

ITEM: F0401
Precision, micro-mechanics, electronics, optical glasses pliers. Chrome vanadium steel, satin chrome
plated body, smooth half-round, bent nose, rebound double springs in soft version, wide handles
opening range allows the tool's full gripping. Slip resistant vinyl coated full-grip handles, for a comfort
design particularly suited during extended use.

Tech. Code Length
mm

Jaws
mm

120 22

HALF-ROUND BENT NOSE PLIERS FOR MECHANICS

ITEM: F0402
Precision, micro-mechanics, electronics, optical glasses pliers. Chrome vanadium steel, satin chrome
plated body, smooth half-round, bent nose, rebound double springs in soft version, wide handles
opening range allows the tool's full gripping. Slip resistant vinyl coated full-grip handles, for a comfort
design particularly suited during extended use.

Tech. Code Length
mm

Jaws
mm

125 27

Tech. Code Length
mm

Jaws
mm

115 22,5

ITEM: 35 32 115
STANDARD DIN/ISO 9655
Pliers particularly suitable for precision assembly and disassembly in electronics and fine mechanics,
smooth and rectified Internal jaws with perfectly rounded edges, double spring by friction for a soft and
uniform opening and closing.
Special steel for forged and oil-hardened tools, handles coated in multi-component material.

ROUND NOSE PILERS

Tech. Code Length
mm

Jaws
mm

Jaws  ø min
mm

125 27 2
140 28 2,5
160 30 3

ITEM: 22 01 125/140/160
STANDARD DIN/ISO 5745

Short and smooth round nose pliers, precision rectified, for bending eyelets.
Forged oil-hardened chrome-vanadium steel, handles coated with synthetic resin.

Tech. Code Length
mm

Jaws
mm

Jaws  ø min
mm

140 28 2,5
160 30 3

ITEM: 22 02 140 - 22 02 160
STANDARD DIN/ISO 5745
Short and smooth round nose pliers, preision retified, for bending eyelets.
Forged, oil-hardened chrome-vanadium steel, handles coated in bi-component material.



F

F.11 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR54
Euro

Lunghezza
mm

Becchi
mm

Becchi Ø min
mm

F0410160 23,40 160 30 3

ART. 22 06 160
NORMA DIN/ISO 5745

Pinze cromate a becchi tondi corti e lisci, rettificati di precisione, per curvare occhielli.
Acciaio al cromo-vanadio forgiato e temprato a olio, manici isolati rivestiti in materiale bicomponente
collaudati VDE, conformi alla norma EC 60900 DIN EN 60900.

PINZE A BECCHI TONDI VDE ISOLATE 1000 VOLT

Cod. Tec. GR54
Euro

Lunghezza
mm

Becchi
mm

Becchi Ø min
mm

F0411160 26,15 160 41 2,5

ART. 30 36 160
NORMA DIN/ISO 5745

Pinze cromate a becchi tondi lunghi e lisci, rettificati di precisione, per curvare occhielli.
Acciaio al cromo-vanadio forgiato e temprato a olio, manici isolati rivestiti in materiale bicomponente
collaudati VDE, conformi alla norma EC 60900 DIN EN 60900.

Cod. Tec. GR51
Euro Pezzi

F030004 78,90 4

ART. WX3750/SE4
Kit di 4 pinze e tronchesi PREMIUM QUALITY con impugnature ERGOFORM ipoallergeniche,
antiscivolo, morbide e confortevoli, realizzate in SANTOPRENE® che garantisce la massima
resistenza per un lavoro veloce e di precisione. Conforme alle direttive RoHS e REACH.Completi di
modulo Eva Tray per carrelli Wodex
Dimensione del modulo 400x223,5 mm - Posizione Orrizzontale

Composizione:
WX3050 Pinza universale 180 mm
WX3200 Pinza con becchi mezzotondi 200 mm
WX3600 Tronchese diagonale 160 mm
WX3300 Pinza regolabile 250 mm

PINZE E TRONCHESI IN FOAM

1/3

Cod. Tec. GR51
Euro Pezzi

F031004 89,00 4

ART. WX3760/SE4
Kit di pinze e tronchesi PREMIUM QUALITY isolati fino a 1000 V secondo DIN EN 60900 / VDE
0682-201, impugnature ERGOFORM ipoallergeniche, antiscivolo, morbide e confortevoli, realizzate in
SANTOPRENE® che garantisce la massima resistenza per un lavoro veloce e di precisione.
Conforme alle direttive RoHS e REACH.Completi di modulo Eva Tray per carrelli Wodex.
Dimensione del modulo 400x223,5 mm - Posizione Orrizzontale

Composizione:
WX3060 Pinza universale VDE 180 mm
WX3210 Pinza con becchi mezzotondi VDE 200 mm
WX3610 Tronchese diagonale VDE 160 mm
WX3430 Pinza spelafili VDE 160 mm

PINZE E TRONCHESI VDE ISOLATI 1000 VOLT IN FOAM

1/3

Cod. Tec. GR51
Euro

Capacità Ø
mm

Punte Ø
mm

Lunghezza
mm

Dimensione

F04150813 11,50 8 - 13 0,9
140

J0
F04151225 11,50 12 - 25 1,3 J1
F04151960 12,10 19 - 60 1,8 180 J2

ART. WX3400
NORMA DIN ISO 5256

Pinze Automotive Line a becchi dritti per anelli elastici interni, acciaio cromo-vanadio temprato,
punte in acciaio ad alte prestazioni per elevate sollecitazioni nell'impiego continuo. L'angolo di punta
antiscivolo consente all'anello di aderire saldamente alle punte durante la compressione. Impugnature
Ergoform con rivestimento antiscivolo.

PINZE A BECCHI DRITTI PER ANELLI ELASTICI INTERNI

F.11Indivisible package  Suggested retail package - Unit price

Tech. Code Length
mm

Jaws
mm

Jaws  ø min
mm

160 30 3

ITEM: 22 06 160
STANDARD DIN/ISO 5745

Chrome-plated pliers with round, short, smooth nose, precision ground for bending eyelets.
Chrome-vanadium forged, oil-hardened, Insulated handles coated in bi-component material, VDE
tested compliant with EC 60900 DIN EN 60900.

ROUND NOSE PLIERS VDE INSULATED 1000 VOLTS

Tech. Code Length
mm

Jaws
mm

Jaws  ø min
mm

160 41 2,5

ITEM: 30 36 160
STANDARD DIN/ISO 5745

Chrome-plated pliers with round, long nose, precision ground, for bending eyelets.
Chrome-vanadium steel, forged, oil-hardened, Insulated handles coated in bi-component material,
VDE tested, compliant with EC 60900 DIN EN 60900 standard.

Tech. Code Pieces

4

ITEM: WX3750/SE4
Set of 4 PREMIUM QUALITY pliers and cutting nippers with ERGOFORM hypoallergenic, non-slip,
soft and comfortable handles, made of SANTOPRENE® that guarantees maximum resistance for fast
and precise work. Compliant with RoHS and REACH directives. Complete with Eva Tray module for
Wodex trolleys module size 400x223.5 mm - Horizontal position

Composition:
WX3050 Universal pliers 180 mm
WX3200 Half round nose pliers 200 mm
WX3600 Diagonal cutting nippers 160 mm
WX3300 Adjustable pliers 250 mm

PLIERS AND CUTTING NIPPERS IN FOAM

Tech. Code Pieces

4

ITEM: WX3760/SE4
Set of pliers and cutting nippers PREMIUM QUALITY Insulated up to 1000 V DIN EN 60900 /
VDE 0682-201, hypoallergenic, anti-slip ERGOFORM handles, soft and comfortable, made of
SANTOPRENE® that guarantess maximum resistance for fast and precise work. Compliant with RoHS
and REACH directives. Complete with Eva Tray module for Wodex trolleys module size 400x223.5
mm - Horizontal position

Composition:
WX3060 Universal pliers VDE 180 mm
WX3210 Half round bent nose pliers VDE 200 mm
WX3610 Diagonal cutting nippers VDE 160 mm
WX3430 Stripper VDE 160 mm

PLIERS AND CUTTING NIPPERS VDE INSULATED 1000 VOLTS IN FOAM

Tech. Code Capacity ø
mm

Tips
mm

Length
mm

Dimension

8 - 13 0,9
140

J0
12 - 25 1,3 J1
19 - 60 1,8 180 J2

ITEM: WX3400
STANDARD DIN ISO 5256

Automotive Line pliers with a straight nose for Internal circlips. Plier body hardened chrome-
vanadium steel, high performance steel tips for high stress in continuous use.The anti-slip tip angle
allows the circlip to stick firmly to the tips during compression. Ergoform grip handles with anti-slip
coating.

STRAIGHT NOSE PLIERS FOR INTERNAL CIRCLIPS



F

F.12 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR54
Euro

Capacità Ø
mm

Lunghezza
mm

Dimensione

F04488-13 19,15 8 - 13
130

J01
F044812-25 19,15 12 - 25 J11
F044819-60 19,35 19 - 60 165 J21

F044840-100 21,35 40 - 100 210 J31
F044885-140 36,55 85 - 140 305 J44

ART. 48 21 J01/J11/J21/J31/J41
NORMA DIN 5256 D
Pinze a becchi piegati a 90° per anelli elastici interni per fori, acciaio cromo-vanadio temprato
ad olio per elevate sollecitazioni nell'impiego continuo, alta precisione e movimento ottimale.
Manici con rivestimento in resina sintetica antiscivolo.

PINZE A BECCHI PIEGATI A 90° PER ANELLI ELASTICI INTERNI

Cod. Tec. GR54
Euro

Capacità Ø
mm

Lunghezza
mm

Dimensione

F04288-13 16,75 8 - 13
140

J0
F042812-25 16,75 12 - 25 J1
F042819-60 17,65 19 - 60 180 J2

F042840-100 19,85 40 - 100 225 J3
F042885-140 34,20 85 - 140 320 J4

ART. 48 11 J0/J1/J2/J3/J4
NORMA DIN 5256 C
Pinze a becchi dritti per anelli elastici interni per fori, acciaio cromo-vanadio temprato ad olio
per elevate sollecitazioni nell'impiego continuo, alta precisione e movimento ottimale.Manici con
rivestimento in resina sintetica antiscivolo.

PINZE A BECCHI DRITTI PER ANELLI ELASTICI INTERNI

Cod. Tec. GR51
Euro

Capacità Ø
mm

Punte Ø
mm

Lunghezza
mm

Dimensione

F04300813 13,20 8 - 13 0,9
130

J01
F04301225 13,20 12 - 25 1,3 J11
F04301960 13,35 19 - 60 1,8 170 J21

ART. WX3405
NORMA DIN ISO 5256

Pinze Automotive Line a becchi piegati a 90° per anelli elastici interni, acciaio cromo-vanadio
temprato, punte in acciaio ad alte prestazioni per elevate sollecitazioni nell'impiego continuo. L'angolo
di punta antiscivolo consente all'anello di aderire saldamente alle punte durante la compressione.
Impugnature Ergoform con rivestimento antiscivolo.

PINZE A BECCHI PIEGATI A 90° PER ANELLI ELASTICI INTERNI

Cod. Tec. GR51
Euro Pezzi Dimensioni

F041603 45,50 3 J0 - J1 - J2

ART. WX3400/SE3
NORMA DIN ISO 5256

Kit di 3 pinze AUTOMOTIVE LINE a becchi dritti per anelli elastici interni, acciaio cromo-vanadio
temprato, punte in acciaio ad alte prestazioni per elevate sollecitazioni nell'impiego continuo. L'angolo
di punta antiscivolo consente all'anello di aderire saldamente alle punte durante la compressione.
Impugnature ERGOFORM con rivestimento antiscivolo.
Completi di modulo Eva Tray per carrelli Wodex
Dimensione del modulo 200x447 mm - Posizione Verticale

Composizione:
WX3400 Per anelli elastici interni D 8-13 12-25 19-60 mm

PINZE A BECCHI DRITTI PER ANELLI ELASTICI INTERNI IN FOAM

1/3

Cod. Tec. GR51
Euro Pezzi Dimensioni

F043103 49,90 3 J01 - J11 - J21

ART. WX3405/SE3
NORMA DIN ISO 5256

Kit di 3 pinze AUTOMOTIVE LINE a becchi piegati a 90° per anelli elastici interni, acciaio cromo-
vanadio temprato, punte in acciaio ad alte prestazioni per elevate sollecitazioni nell'impiego
continuo. L'angolo di punta antiscivolo consente all'anello di aderire saldamente alle punte durante la
compressione.
Impugnature ERGOFORM con rivestimento antiscivolo.
Completi di modulo Eva Tray per carrelli Wodex
Dimensione del modulo 200x447 mm - Posizione Verticale

Composizione:
WX3405 Per anelli elastici interni D 8-13 12-25 19-60 mm

PINZE A BECCHI PIEGATI A 90° PER ANELLI ELASTICI INTERNI IN FOAM

1/3

F.12 Indivisible package   Suggested retail package - Unit price

Tech. Code ø Capacity
mm

Length
mm

Dimension

8 - 13
130

J01
12 - 25 J11
19 - 60 165 J21

40 - 100 210 J31
85 - 140 305 J44

ITEM: 48 21 J01/J11/J21/J31/J41
STANDARD DIN 5256 D
90° bent pliers for internal elastic rings for holes, oil-chrome vanadium steel, oil-hardened for
high stresses in continuous use, high precision and optimal movement. Handles with anti-slip
synthetic resin coating.

90° BENT NOSE PLIERS FOR INTERNAL CIRCLIPS

Tech. Code ø Capacity
mm

Length
mm

Dimension

8 - 13
140

J0
12 - 25 J1
19 - 60 180 J2
40 - 100 225 J3
85 - 140 320 J4

ITEM: 48 11 J0/J1/J2/J3/J4
STANDARD DIN 5256 C
Straight nose pliers for internal elastic rings for holes, chrome-vanadium steel, oil-hardened for
high stresses in continuous use, high precision and optimal movement. Handles with non-slip
synthetic resin coating.

STRAIGHT NOSE PLIERS FOR INTERNAL CIRCLIPS

Tech. Code Capacity ø
mm

Tips
mm

Length
mm

Dimension

8 - 13 0,9
130

J01
12 - 25 1,3 J11
19 - 60 1,8 170 J21

ITEM: WX3405
STANDARD DIN ISO 5256
Automotive Line pliers with 90° bent nose for Internal circlips hardened chrome-vanadium steel, high
performance steel tips for high stress in continuous use. The anti-slip tip angle allows the circlip to
stick firmly to the tips during compression.
Ergoform grip handles with anti-slip coating.

90° BENT NOSE PLIERS FOR INTERNAL CIRCLIPS

Tech. Code Pieces Dimensions

3 J0 - J1 - J2

ITEM: WX3400/SE3
STANDARD DIN ISO 5256

Set of 3 AUTOMOTIVE LINE straight nose pliers for Internal circlips, hardened chrome-vanadium
steel, high performance steel tips for high stresses in continuous use. The corner of the non-slip tip
allows the circlip to adhere firmly to the tips during compression.
ERGOFORM grip handles with anti-slip coating.
Completed with Eva Tray for wodex trolleys
Module size 200x447 mm - Vertical position

Composition:
WX3400 for Internal elastic circlips D 8-13 12-25 19-60 mm

STRAIGHT NOSE PILERS FOR INTERNAL CIRCLIPS IN FOAM

Tech. Code Pieces Dimensions

3 J01 - J11 - J21

ITEM: WX3405/SE3
STANDARD DIN ISO 5256

Set of 3 AUTOMOTIVE LINE 90° bent nose pliers for Internal circlips, hardened chrome-vanadium
steel, high performance steel tips for high stresses in continuous use. The corner of the non-slip tip
allows the circlip to adhere firmly to the tips during compression.
ERGOFORM grip handles with anti-slip coating.
Completed with Eva Tray for wodex trolleys
Module size 200x447 mm - Vertical position

Composition:
WX3405 For Internal circlips D 8-13 12-25 19-60 mm

90° BENT NOSE PLIERS FOR INTERNAL CIRCLIPS IN FOAM



F

F.13 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR54
Euro

Capacità Ø
mm

Lunghezza
mm

Dimensione

F04683-10 19,35 3 - 10
140

A0
F046810-25 18,10 10 - 25 A1
F046819-60 20,10 19 - 60 180 A2

F046840-100 21,95 40 - 100 225 A3
F046885-140 38,10 85 - 140 320 A4

ART. 49 11 A0/A1/A2/A3/A4
NORMA DIN 5254 A
Pinze a becchi dritti per anelli elastici esterni per alberi, acciaio cromo-vanadio temprato ad olio
per elevate sollecitazioni nell'impiego continuo, alta precisione e movimento ottimale.
Manici con rivestimento in resina sintetica antiscivolo.

PINZE A BECCHI DRITTI PER ANELLI ELASTICI ESTERNI

Cod. Tec. GR54
Euro

Capacità Ø
mm

Lunghezza
mm

Dimensione

F047003-10 24,30 3 - 10
140

A0
F047010-25 27,05 10 - 25 A1
F047019-60 29,20 19 - 60 170 A2

ART. 49 31 A0/A1/A2
NORMA DIN 5254 A

Pinze a becchi dritti per anelli elastici esterni per alberi, acciaio cromo-vanadio temprato ad olio per
elevate sollecitazioni nell'impiego continuo, alta precisione e movimento ottimale. Con meccanismo di
limitazione apertura/chiusura della pinza, regolabile in battuta. Regolazione mediante vite a esagono
incassato. Ideale per la produzione di serie, evita in modo efficace una dilatazione eccessiva degli
anelli. Manici con rivestimento in resina sintetica antiscivolo.

PINZE REGOLABILI A BECCHI DRITTI PER ANELLI ELASTICI ESTERNI

Cod. Tec. GR51
Euro Pezzi Dimensioni

F045603 49,00 3 A0 - A1 - A2

ART. WX3410/SE3
NORMA DIN ISO 5254

Kit di 3 pinze AUTOMOTIVE LINE a becchi dritti per anelli elastici esterni, acciaio cromo-vanadio
temprato, punte in acciaio ad alte prestazioni per elevate sollecitazioni nell'impiego continuo.
L'angolo di punta antiscivolo consente all'anello di aderire saldamente alle punte durante l'espansione.
Impugnature ERGOFORM con rivestimento antiscivolo.
Completi di modulo Eva Tray per carrelli Wodex
Dimensione del modulo 200x447 mm - Posizione Verticale

Composizione:
WX3410 Per anelli elastici esterni D 3-10 10-25 19-60 mm

PINZE A BECCHI DRITTI PER ANELLI ELASTICI ESTERNI IN FOAM

1/3

Cod. Tec. GR51
Euro

Capacità Ø
mm

Punte Ø
mm

Lunghezza
mm

Dimensione

F04550310 12,70 3 - 10 0,9
140

A0
F04551025 12,70 10 - 25 1,3 A1
F04551960 12,90 19 - 60 1,8 180 A2

ART. WX3410
NORMA DIN ISO 5254

Pinze Automotive Line a becchi dritti per anelli elastici esterni, acciaio cromo-vanadio temprato,
punte in acciaio ad alte prestazioni per elevate sollecitazioni nell'impiego continuo. L'angolo di punta
antiscivolo consente all'anello di aderire saldamente alle punte durante l'espansione. Impugnature
Ergoform con rivestimento antiscivolo.

PINZE A BECCHI DRITTI PER ANELLI ELASTICI ESTERNI

F.13Indivisible package  Suggested retail package - Unit price

Tech. Code ø Capacity
mm

Length
mm

Dimension

3 - 10
140

A0
10 - 25 A1
19 - 60 180 A2

40 - 100 225 A3
85 - 140 320 A4

ITEM: 49 11 A0/A1/A2/A3/A4
STANDARD DIN 5254 A

Straight nose pliers for external elastic circlips for shafts, chrome-vanadium steel, oil-hardened
for high stresses in continuous use, high precision and optimal movement. Handles with anti-slip
synthetic resin coating.

STRAIGHT NOSE PLIERS FOR EXTERNAL CIRCLIPS

Tech. Code Capacity ø
mm

Length
mm

Dimension

3 - 10
140

A0
10 - 25 A1
19 - 60 170 A2

ITEM: 49 31 A0/A1/A2
STANDARD DIN 5254 A

Straight nose pliers for external circlips for shafts, chrome-vanadium steel, oil-hardened for high
stresses in continuous use, high precision and optimal movement. With gripper opening/closing
limitation mechanism adjustable in stop. Adjustment using a hexagon socket screw. Ideal for mass
production, it effectively prevents excessive expansion of the circlips. Handles with anti-slip synthetic
resin coating.

STRAIGHT NOSE PLIERS FOR EXTERNAL CIRCLIPS

Tech. Code Pieces Dimensions

3 A0 - A1 - A2

ITEM: WX3410/SE3
STANDARD DIN ISO 5254

Set of 3 AUTOMOTIVE LINE straight nose pliers for Internal circlips, hardened chrome-vanadium
steel, high performance steel tips for high stresses in continuous use. The corner of the non-slip tip
allows the circlip to adhere firmly to the tips during exspansion.
ERGOFORM grip handles with anti-slip coating.
Completed with Eva Tray for wodex trolleys
Module size 200x447 mm - Vertical position

Composition:
WX3410 For external circlips D 3-10 10-25 19-60

STRAIGHT NOSE PLIERS FOR EXTERNAL CIRCLIPS IN FOAM

Tech. Code Capacity ø
mm

Tips
mm

Length
mm

Dimension

3 - 10 0,9
140

A0
10 - 25 1,3 A1
19 - 60 1,8 180 A2

ITEM: WX3410
STANDARD DIN ISO 5254

AUTOMOTIVE LINE pliers with straight nose for external circlips, hardened chrome-vanadium steel,
high performance steel tips for high stress in continuous use. The anti-slip tip angle allows the circlip to
stick firmly to the tips during expansion.
ERGOFORM grip handles with anti-slip coating.

STRAIGHT NOSE PLIERS FOR EXTERNAL CIRCLIPS
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F.14 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR54
Euro

Capacità Ø
mm

Lunghezza
mm

Dimensione

F04883-10 21,10 3 - 10
130

A01
F048810-25 19,85 10 - 25 A11
F048819-60 21,95 19 - 60 165 A21

F048840-100 24,00 40 - 100 210 A31
F048885-140 41,40 85 - 140 305 A41

ART. 49 21 A01/A11/A21/A31/A41
NORMA DIN 5254 B
Pinze a becchi piegati a 90° per anelli elastici esterni per alberi, acciaio cromo-vanadio temprato
ad olio per elevate sollecitazioni nell'impiego continuo, alta precisione e movimento ottimale.
Manici con rivestimento in resina sintetica antiscivolo.

PINZE A BECCHI PIEGATI A 90° PER ANELLI ELASTICI ESTERNI

Cod. Tec. GR54
Euro Pezzi

F049004 81,70 4

ART. 00 19 57
Kit di 4 pinze di precisione per anelli di sicurezza interni ed esterni in astuccio di materiale sintetico
molto resistente con pratica chiusura rapida.

Composizione:
48 11 J1 Pinza per anelli di sicurezza interni mm 12-25 dritte
48 11 J2 Pinza per anelli di sicurezza interni mm 19-60 dritte
49 11 A1 Pinza per anelli di sicurezza esterni mm 12-25 dritte
49 11 A2 Pinza per anelli di sicurezza esterni mm 19-60 dritte

PINZE DI PRECISIONE PER ANELLI DI SICUREZZA IN KIT

Cod. Tec. GR51
Euro

Capacità Ø
mm

Punte Ø
mm

Lunghezza
mm

Dimensione

F04750310 13,75 3 - 10 0,9
130

A01
F04751025 13,75 10 - 25 1,3 A11
F04751960 14,75 19 - 60 1,8 170 A21

ART. WX3415
NORMA DIN ISO 5254

Pinze Automotive Line a becchi piegati a 90° per anelli elastici esterni, acciaio cromo-vanadio
temprato, punte in acciaio ad alte prestazioni per elevate sollecitazioni nell'impiego continuo. L'angolo
di punta antiscivolo consente all'anello di aderire saldamente alle punte durante l'espansione.
Impugnature Ergoform con rivestimento antiscivolo.

PINZE A BECCHI PIEGATI A 90° PER ANELLI ELASTICI ESTERNI

Cod. Tec. GR51
Euro Pezzi Dimensioni

F047603 53,00 3 A01 - A11 - A21

ART. WX3415/SE3
NORMA DIN ISO 5254

Kit di 3 pinze AUTOMOTIVE LINE a becchi piegati a 90° per anelli elastici esterni, acciaio cromo-
vanadio temprato, punte in acciaio ad alte prestazioni per elevate sollecitazioni nell'impiego continuo.
L'angolo di punta antiscivolo consente all'anello di aderire saldamente alle punte durante l'espansione.
Impugnature ERGOFORM con rivestimento antiscivolo.
Completi di modulo Eva Tray per carrelli Wodex
Dimensione del modulo 200x447 mm - Posizione Verticale

Composizione:
WX3415 Per anelli elastici esterni D 3-10 10-25 19-60 mm

PINZE A BECCHI PIEGATI A 90° PER ANELLI ELASTICI ESTERNI IN FOAM

1/3

F.14 Indivisible package   Suggested retail package - Unit price

Tech. Code Capacity ø
mm

Length
mm

Dimension

3 - 10
130

A01
10 - 25 A11
19 - 60 165 A21

40 - 100 210 A31
85 - 140 305 A41

ITEM: 49 21 A01/A11/A21/A31/A41
STANDARD DIN 5254 B
90° bent pliers for external elastic rings for shafts, chrome-vanadium steel, oil-hardened for
high stresses in continuous use, high precision and optimal movement. Handles with anti-slip
synthetic resin coating.  
  

90° BENT NOSE PLIERS FOR EXTERNAL CIRCLIPS

Tech. Code Pieces

4

ITEM: 00 19 57
Set of 4 precision circlip pliers Internal and external in a tool roll made of hard-wearing polyester fabric
with practical adjustable quick release fastener.

Composition:
48 11 J1 Circlip pliers for Internal circlips mm 12-25 straight
48 11 J2 Circlip pliers for Internal circlips mm 19-60 straight
49 11 A1 Circlip pliers for external circlips mm 12-25 straight
49 11 A2 Circlip pliers for external circlips mm 19-60 straight

CIRCLIP PLIERS IN SET

Tech. Code Capacity ø
mm

Tips
mm

Length
mm

Dimension

3 - 10 0,9
130

A01
10 - 25 1,3 A11
19 - 60 1,8 170 A21

ITEM: WX3415
STANDARD DIN ISO 5254

AUTOMOTIVE LINE pliers with 90° bent nose for external circlips, hardened chrome vanadium steel,
high performance steel tips for high stress in continuous use. The anti-slip tip allows the circlip to stick
firmly to the tips during expansion. ERGOFORM grip handles with anti-slip coating.

90° BENT NOSE PLIERS FOR EXTERNAL CIRCLIPS

Tech. Code Pieces Dimensions

3 A01 - A11 - A21

ITEM: WX3415/SE3
STANDARD DIN ISO 5254

Set of 3 AUTOMOTIVE LINE 90° bent nose pliers for external circlips, hardened chrome-vanadium
steel, high performance steel tips for high stresses in continuous use. The corner of the non-slip tip
allows the circlip to adhere firmly to the tips during expansion.
ERGOFORM grip handles with anti-slip coating.
Completed with Eva Tray for wodex trolleys
Module size 200x447 mm - Vertical position

Composition:
WX3415 For external circlips D 3-10 10-25 19-60

90° BENT NOSE PLIERS FOR EXTERNAL CIRCLIPS IN FOAM
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F.16 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR54
Euro

Lunghezza
mm

Apertura max
mm

F05475180 18,60 180 42
F05475250 19,60 250 50
F05475300 29,40 300 70
F05475400 57,55 400 90

ART. 88 01 180/250/300/400
NORMA DIN/ISO 8976

Pinze regolabili autoserranti per tubi e dadi, cerniera passante e doppia guida per un'elevata
stabilità, struttura robusta non suscettibile allo sporco, particolarmente idonea per lavori in
impieghi esterni, fermo di contrasto per evitare lo schiacciamento accidentale delle dita.
Acciaio al cromo-vanadio forgiato e temprato ad olio, durezza dei denti ca. 61 HRC, manici
rivestiti in resina sintetica.

PINZE REGOLABILI PER TUBI E DADI ALLIGATOR®

Cod. Tec. GR52
Euro

Lunghezza
mm

Apertura max
mm

F0555170 13,64 170 30
F0555250 14,28 250 36
F0555300 22,78 300 46

ART. F0555
Modello a sette posizioni, corpo in acciaio speciale altamente legato al cromo vanadio
verniciato. Impugnature in PVC.

PINZE REGOLABILI PER TUBI E DADI

Cod. Tec. GR52
Euro

Lunghezza
mm

Apertura max
mm

F0552170 13,82 170 30
F0552250 14,81 250 36
F0552300 23,32 300 46

ART. F0552
Modello a sette posizioni, corpo in acciaio speciale altamente legato al cromo vanadio
verniciato.

PINZE REGOLABILI PER TUBI E DADI

Cod. Tec. GR54
Euro

Dimensioni
mm

F0603SET 67,60 Pinze regolabili per tubi e dadi 180 - 250 - 300

ART. 00 20 09 V03
Kit di 3 pinze regolabili per tubi e dadi Alligator, esecuzione bonderizzata nera, manici rivestiti in
resina sintetica antiscivolo.

PINZE REGOLABILI PER TUBI E DADI ALLIGATOR® IN KIT

Cod. Tec. GR51
Euro

Lunghezza
mm

Apertura max
mm

F0510250 18,83 250 50

ART. WX3300
NORMA DIN ISO 8976

Pinze regolabili PREMIUM QUALITY a doppia guida, per tubi e dadi, realizzate in acciaio cromo
vanadio forgiato, finitura superficiale fosfatata.
- Ganasce sagomate e dentate temprate a ca. 58 HRC.
- Regolazione fine a 19 posizioni mediante pressione sul pulsante
- Impugnature antiscivolo morbide e confortevoli
- Fermo di sicurezza contro le lesioni da schiacciamento

PINZE REGOLABILI PER TUBI E DADI

Cod. Tec. GR60
Euro

Lunghezza
mm

Apertura max
mm

F0551240 58,76 240 30
F0551300 99,57 300 40

ART. 188
NORMA DIN/ISO 8976

Pinze regolabili a cerniera in acciaio al cromo-vanadio con ganasce temprate ad induzione,
modello top di gamma contraddistinto dal bollino giallo.
- Funzione di presa automatica sul pezzo
- Protezione di sicurezza contro le lesioni da schiacciamento
- Alta qualià per elevata resistenza all'usura

PINZE REGOLABILI PER TUBI E DADI

F.16 Indivisible package   Suggested retail package - Unit price

Tech. Code Supplier code
mm

Max opening
mm

180 42
250 50
300 70
400 90

ITEM: 88 01 180/250/300/400
STANDARD DIN/ISO 8976

Adjustable self-locking pliers for pipes and nuts, pass through hinge and double guide for high
stability, sturdy structure susceptible to dirt, particularly suitable for external work, stop contrast
to prevent accidental crushing of the fingers.
Forged chrome-vanadium steel oil-hardened, hardness of the teeth approx. 61 HRC, handles
coated with synthetic resin.

ADJUSTABLE PLIERS FOR TUBES AND NUTS - ALLIGATOR MODEL

Tech. Code Length
mm

Max opening
mm

170 30
250 36
300 46

ITEM: F0555
7-positions model, special high-alloy steel body, polished chrome vanadium PVC grip.

ADJUSTABLE PLIERS FOR TUBES AND NUTS

Tech. Code Length
mm

Max opening
mm

170 30
250 36
300 46

ITEM: F0552
7-positions model, special high-alloy steel body, polished chrome vanadium

ADJUSTABLE PLIERS FOR TUBES AND NUTS

Tech. Code Dimensions
mm

Adjustable pliers 180 - 250 - 300

ITEM: 00 20 09 V03
Set of 3 Alligator adjustable pliers self-locking on pipes and nuts, black bonderized, synthetic
resin coated, slip resistant handles.

ADJUSTABLE PLIERS FOR TUBES - ALLIGATOR MODEL IN SET

Tech. Code Length
mm

Max opening
mm

250 50

ITEM: WX3300
STANDARD DIN ISO 8976

PREMIUM QUALITY double guide pliers, for tubes and nuts, made of forged chrome vanadium steel,
phosphate surface finish.

- Tempered and toothed jaws with approx. 58 HRC
- Fine adjustment to 19 positions by pressing the button
- Soft and comfortable anti-slip grips
- Safety catch against crushing injuries

ADJUSTABLE PLIERS FOR TUBES AND NUTS

Tech. Code Length
mm

Max opening
mm

240 30
300 40

ITEM: 188
STANDARD DIN/ISO 8976
Adjustable hinged pliers in chrome-vanadium steel with Induction harnened jaws,
top of the range model distinguished by a yellow dot.
- Automatic gripping function of the piece
- Safety protection against crushing Injuries
- High quality for high wear resistance

ADJUSTABLE PLIERS FOR TUBES AND NUTS
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F.17 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR52
Euro

Lunghezza
mm

Apertura max
mm

F0540240 15,90 240 36

ART. F0540
Modello a sette posizioni, corpo in acciaio cromo vanadio, impugnature rivestite in PVC.

PINZE REGOLABILI PER TUBI E DADI

Cod. Tec. GR54
Euro

Lunghezza
mm

Apertura max
mm

F0578250 38,10 250 46
F0578300 49,20 300 60

ART. 87 05 250 - 87 05 300
NORMA DIN/ISO 8976
Pinze regolabili autoserranti per tubi e dadi con regolazione mediante pressione sul pulsante
direttamente sul pezzo in lavorazione, regolazione fine che permette di adattarsi ai pezzi da
stringere anche nelle forme più diverse. Cerniera passante a doppia guida per un'elevata
stabilità, fermo di contrasto per evitare lo schiacciamento accidentale delle dita.
Acciaio al cromo-vanadio forgiato e temperato ad olio, durezza dei denti ca. 61 HRC, finitura
cromata, manici rivestiti in materiale bicomponente.

PINZE REGOLABILI PER TUBI E DADI COBRA®

Cod. Tec. GR54
Euro

Dimensioni
mm

F0600SET 85,95 180 - 250 - 300

ART. 00 20 09 V02
Kit di 3 pinze regolabili per tubi modello Cobra con teste pulite ed impugnature rivestite in resina
sintetica.

PINZE REGOLABILI PER TUBI E DADI COBRA® IN KIT

Cod. Tec. GR54
Euro

Lunghezza
mm

Apertura max
mm

F05480125 22,60 125 27
F05480150 23,20 150 32
F05480180 24,25 180 42
F05480250 25,80 250 50
F05480300 35,90 300 70
F05480400 62,80 400 90
F05480560 105,10 560 115

ART. 87 01 125/150/180/250/300/400/560
NORMA DIN/ISO 8976

Pinze regolabili autoserranti per tubi e dadi con regolazione mediante pressione sul pulsnate
direttamente sul pezzo in lavorazione, regolazione fine che permette di adattarsi ai pezzi da
stringere anche nelle forme più diverse. Cerniera passante a doppia guida per un'elevata
stabiltà, fermo di contrasto per evitare lo schiacciamento accidentale delle dita.
Acciaio al cromo-vanadio forgiato e temprato ad olio, durezza dei denti ca. 61 HRC, manici
rivestiti in resina sintetica.

PINZE REGOLABILI PER TUBI E DADI COBRA®

Cod. Tec. GR54
Euro

Lunghezza
mm

Apertura max
mm

F0549180 33,55 180 42
F0549250 34,85 250 50
F0549300 45,05 300 70

ART. 87 03 180/250/300
NORMA DIN/ISO 8976

Pinze regolabili autoserranti per tubi e dadi con regolazione mediante pressione sul pulsante
direttamente sul pezzo in lavorazione, regolazione fine che permette di adattarsi ai pezzi da stringere
anche nelle forme più diverse. Cerniera passante a doppia guida per un'elevata stabilità, fermo di
contrasto per evitare lo schiacciamento accidentale delle dita.
Acciaio al cromo-vanadio forgiato e temprato ad olio, durezza dei denti ca. 61 HRC, finitura cromata,
manici rivestiti in resina sintetica.

PINZE REGOLABILI PER TUBI E DADI COBRA®

F.17Indivisible package  Suggested retail package - Unit price

Tech. Code Length
mm

Max opening
mm

240 36

ITEM: F0540
7 position version, vanadium chrome steel body, PVC handles.

ADJUSTABLE PLIERS FOR TUBES AND NUTS

Tech. Code Length
mm

Max opening
mm

250 46
300 60

ITEM: 87 05 250 - 87 05 300
STANDARD DIN/ISO 8976

Adjustable self-locking pliers for tubes and nuts with adjustment by pressing the button directly
on the workpiece, fine adjustment that allows you to adapt to the pieces to be tightened even in
the most divers forms. Double- guide hinge for high stability, contrast stop to prevent accidental
finger crushing.Forged chrome-vanadium steel, oil-hardened, tooth hardness approx. 61 HRC,
chrome finish, handles coated in bi-component material.

ADJUSTABLE PLIERS FOR TUBES AND NUTS - COBRA®

Tech. Code Dimensions
mm

180 - 250 - 300

ITEM: 00 20 09 V02
Set of 3 Cobra water pump adjustable pliers, polished head and synthetic resin coated grip

ADJUSTABLE PLIERS FOR TUBES AND NUTS - COBRA® - IN SET

Tech. Code Length
mm

Max opening
mm

125 27
150 32
180 42
250 50
300 70
400 90
560 115

ITEM: 87 01 125/150/180/250/300/400/560
STANDARD DIN/ISO 8976

Adjustable self-locking pliers for tubes and nuts with adjustment by pressing the button directly
on the workpiece, fine adjustment that allows you to adapt to the pieces to tighten even in
the most diverse forms. Double guide through hinge for high stability, stop contrast to avoid
accidental crushing of the fingers.
Forged chrome-vanadium steel oil-hardened, hardness of the teeth approx. 61 HRC, chrome-
finish, handles coated with synthetic resin.

ADJUSTABLE PLIERS FOR TUBES AND NUTS - COBRA®

Tech. Code Length
mm

Max opening
mm

180 42
250 50
300 70

ITEM: 87 03 180/250/300
STANDARD DIN/ISO 8976

Adjustable self-locking pliers for pipes and nuts with adjustment by pressing the button directly on the
workpiece, fine adjustment that allows you to adapt to the pieces to be tightened even in the most
diverse forms. Double guide through hinge for high stability, stop contrast to avoid accidental crushing
of the fingers.
Forged chrome-vanadium steel, oil-hardened, hardness of the teeth approx. 61 HRC chrome finish,
handles coated with synthetic resin.

ADJUSTABLE PLIERS FOR TUBES AND NUTS - COBRA®



F

F.18 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR54
Euro

Lunghezza
mm

Apertura max
mm

F0565250 29,40 250 32

ART. 87 41 250
NORMA DIN/ISO 5743

Pinze a chiave con apertura da 10 a 32 mm, autoserrante da 17 a 32 mm. Regolazione
fine mediante pulsante direttamente sul pezzo in lavorazione, anche con una sola mano,
cerniera passante con doppia guida per un'elevata stabilità, fermo di contrasto per evitare lo
schiacciamento accidentale delle dita.
Acciaio al cromo-vanadio forgiato e temperato ad olio, durezza dei denti ca. 61 HRC, manici
rivestiti in resina sintetica.

PINZE A CHIAVE REGOLABILI RAPTOR®

Cod. Tec. GR54
Euro

Lunghezza
mm

Apertura max
mm

F0526250 43,50 250 32

ART. 85 01 250
NORMA DIN/ISO 8976

Pinze per tubi e dadi a regolazione automatica con comando manuale per destrorsi e mancini,
cerniera passante con doppia guida per un'elevata stabilità, fermo di contrasto per evitare lo
schiacciamento accidentale delle dita.
Acciaio al cromo-vanadio forgiato e temprato ad olio, durezza dei denti ca. 61 HRC, manici rivestiti in
resina sintetica.

PINZE REGOLABILI AUTOMATICHE SMARTGRIP®

Cod. Tec. GR54
Euro

Lunghezza
mm

Apertura max
mm

F0564250 27,90 250 32

ART. 87 51 250
NORMA DIN/ISO 8976

Pinze regolabili autoserranti con becchi lunghi e affusolati per tubi e dadi, accesso al pezzo
particolarmente facilitato grazie alla forma molto assottigliata nell'intera sezione della testa e
dell'articolazione, cerniera passante e doppia guida per un'elevata stabilità, fermo di contrasto per
evitare lo schiacciamento accidentale delle dita.
Acciaio al cromo-vanadio forgiato e temprato ad olio, durezza dei denti ca. 61 HRC, manici rivestiti in
resina sintetica.

PINZE REGOLABILI AFFUSOLATE PER TUBI COBRA® ES

Cod. Tec. GR54
Euro

Lunghezza
mm

Capacità max
mm

Capacità max
Pollici

F0575250 48,25 250 52 2"

ART. 86 01 250
Utensile regolabile per avvitatare, serrare, sostenere, schiacciare e piegare pezzi, senza nessun
danneggiamento degli spigoli su installazioni sanitarie con superfici delicate. Regolazione mediante
pressione sul pulsante direttamente sul pezzo in lavorazione. Grazie alle ganasce parallele è possibile
serrare in continuo tutte le aperture fino alla capacità indicata.
Acciaio al cromo-vanadio forgiato e temprato ad olio con finitura bonderizzata grigia, scala graduata e
manici rivestiti in resina sintetica.

PINZE A CHIAVE REGOLABILI

Cod. Tec. GR54
Euro

Lunghezza
mm

Capacità max
mm

Capacità max
Pollici

F0577250 52,20 250 52 2"

ART. 86 02 250
Utensile regolabile per avvitatare, serrare, sostenere, schiacciare e piegare pezzi, senza nessun
danneggiamento degli spigoli su installazioni sanitarie con superfici delicate. Regolazione mediante
pressione sul pulsante direttamente sul pezzo in lavorazione. Grazie alle ganasce parallele è possibile
serrare in continuo tutte le aperture fino alla capacità indicata.
Acciaio al cromo-vanadio forgiato e temprato ad olio con finitura bonderizzata grigia, scala graduata e
manici rivestiti in materiale bicomponente.

F.18 Indivisible package   Suggested retail package - Unit price

Tech. Code Length
mm

Max opening
mm

250 32

ITEM: 87 41 250
STANDARD DIN/ISO 5743

Pliers with opening from 10 to 32 mm, self- locking from 17 to 32 mm. Fine adjustment by
pressing the button directly on the workpiece, even with just one hand, pass through hinge with
double guide for high stability, contrast stop to prevent accidental crushing of the fingers.Forged
chrome-vanadium steel, oil hardened, tooth hardness approx. 61 HRC, handles coated with
synthetic resin.

ADJUSTABLE PLIERS - RAPTOR®

Tech. Code Length
mm

Max opening
mm

250 32

ITEM: 85 01 250
STANDARD DIN/ISO 8976

Automatically adjustable pipe and nut pliers with manual control for right and left-handed use, hinge
with double guide for high stability, stop contrast to avoid accidental crushing of the fingers.
Forged chrome-vanadium steel and oil-hardened hardness of the teeth approx. 61 HRC, handles
coated in synthetic resin.

AUTOMATICALLY ADJUSTABLE PLIERS - SMARTGRIP®

Tech. Code Length
mm

Max opening
mm

250 32

ITEM: 87 51 250
STANDARD DIN/ISO 8976

Self-locking pliers with long and tapered nose for tubes and nuts, access to the piece particularly easy
thanks to the very thin shape in the whole section of the head and of the articulation, passing hinge
and double guide for high stability, stop contrast to avoid accidental crushing of the fingers.
Forged chrome-vanadium steel, oil-hardened, hardness of the teeth approx. 61 HRC, handles coated
in synthetic resin.

ADJUSTABLE PLIERS TAPERED FOR TUBES - COBRA® ES

Tech. Code Length
mm

Max capacity
mm

Max capacity
Inches

250 52 2"

ITEM: 86 01 250
Adjustable tool for screwing, clamping, supporting, crushing and bending pieces, without any damage
to edges on sanitary installations with delicate surfaces. Adjustment by pressing the button directly on
the workpiece. Thanks to the parallel jaws it is possible to continuously tighten all the openings up to
the indicated capacity. Forged and oil-hardened chrome-vanadium steel with gray bonderized finish,
graduated scale and handles coated with synthetic resin.

ADJUSTABLE PLIERS

Tech. Code Length
mm

Max capacity
mm

Max capacity
Inches

250 52 2"

ITEM: 86 02 250
Adjustable tool for screwing, clamping, supporting, crushing and bending pieces, without any damage
to edges on sanitary installations with delicate surfaces. Adjustment by pressing the button directly on
the workpiece. Thanks to the parallel jaws it is possible to continuously tighten all the openings up to
the indicated capacity. Forged and oil-hardened chrome-vanadium steel with gray bonderized finish,
graduated scale and two-component coated handles.



F

F.19 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR54
Euro

Dimensioni
mm

F0601SET 63,30 Pinza universale 180 - Tronchese 160 - Pinza Cobra 250

ART. 00 20 09 V01
Set di 3 utensili assortiti, 1 pinza universale, 1 tronchese laterale, 1 pinza regolabile modello
Cobra.
Pinze con teste pulite ed impugnature rivestite in resina sintetica e in materiale bicomponente.

ASSORTIMENTO UTENSILI

Cod. Tec. GR54
Euro

Lunghezza
mm

Capacità max
mm

Capacità max
Pollici

F0580125 43,25 125 23 7/8"
F0580150 48,30 150 27 1"
F0580180 49,60 180 35 1-3/8"
F0580250 56,80 250 46 1-3/4"
F0580300 69,25 300 60 2-3/8"
F0580400 122,20 400 85 3-3/8"

ART. 86 03 125/150/180/250/300/400
NORMA DIN/ISO 5743

Utensile regolabile per avvitatare, serrare, sostenere, schiacciare e piegare pezzi, senza nessun
danneggiamento degli spigoli su installazioni sanitarie con superfici delicate.
Regolazione mediante pressione sul pulsante direttamente sul pezzo in lavorazione.
Grazie alle ganasce parallele è possibile serrare in continuo tutte le aperture fino alla capacità
indicata.
Acciaio al cromo-vanadio forgiato e temprato ad olio con finitura cromata, manici rivestiti in resina
sintetica.

PINZE A CHIAVE REGOLABILI

Cod. Tec. GR54
Euro

Lunghezza
mm

Capacità max
mm

Capacità max
Pollici

F0581150 52,00 150 27 1"
F0581180 52,55 180 35 1-3/8"
F0581250 60,80 250 46 1-3/4"

ART. 86 05 150/180/250
NORMA DIN/ISO 5743

Utensile regolabile per avvitatare, serrare, sostenere, schiacciare e piegare pezzi, senza nessun
danneggiamento degli spigoli su installazioni sanitarie con superfici delicate.
Regolazione mediante pressione sul pulsante direttamente sul pezzo in lavorazione.
Grazie alle ganasce parallele è possibile serrare in continuo tutte le aperture fino alla capacità
indicata.
Acciaio al cromo-vanadio forgiato e temprato ad olio con finitura cromata, manici rivestiti in materiale
bicomponente.

PINZE A CHIAVE REGOLABILI

Cod. Tec. GR54
Euro

Lunghezza
mm

Apertura Ø
mm

F0597250 29,35 250 25 - 80

ART. 81 01 250
Pinze per sifoni, tubi di plastica, connettori, raccordi e ghiere in plastica fino a Ø 80 mm, regolazione
fine per un adattamento ottimale ai vari diametri. Cerniera passante regolabile in 25 posizioni,
ganasce zigrinate.
Acciaio al cromo-vanadio forgiato e temprato ad olio, manici rivestiti in resina sintetica.

PINZE PER TUBI DI PLASTICA E SIFONI 81 01 250

Cod. Tec. GR54
Euro

Lunghezza
mm

Apertura Ø
mm

F0598250 43,45 250 10 - 75

ART. 81 11 250
Pinze per sifoni, tubi di plastica, connettori, raccordi e ghiere in plastica fino a Ø 75 mm, regolazione
fine per un adattamento ottimale ai vari diametri. Cerniera passante regolabile in 25 posizioni,
ganasce intercambiabili in materiale sintetico per superfici delicate.
Acciaio al cromo-vanadio forgiato e temprato ad olio, manici rivestiti in resina sintetica.

PINZE PER TUBI DI PLASTICA E SIFONI 81 11 250

F.19Indivisible package  Suggested retail package - Unit price

Tech. Code Dimensions
mm

Combination plier 180 - Diagonal cutter 160 - Cobra water pump plier 250

ITEM: 00 20 09 V01
Set of 3 tools 1 Combination plier, 1 side cutter, 1 Cobra water pump plier
Pliers with polished heads; synthetic resin coated or bi-component grips.

PLIERS IN SET

Tech. Code Length
mm

Max capacity
mm

Max capacity
Inches

125 23 7/8"
150 27 1"
180 35 1-3/8"
250 46 1-3/4"
300 60 2-3/8"
400 85 3-3/8"

ITEM: 86 03 125/150/180/250/300/400
STANDARD DIN/ISO 5743

Adjustable tool for screwing, clamping, supporting, crushing and bending pieces, without any damage
to edges on sanitary Installations with delicate surfaces. Adjustment by pressing the button directly on
the workpiece.
Thanks to the parallel jaws it is possible to continuously tighten all openings up to the capacity
Indicated.
Forged chrome-vanadium steel, oil-hardened with chrome-finish, handles coated with synthetic resin.

ADJUSTABLE WRENCH PLIERS

Tech. Code Length
mm

Max capacity
mm

Max capacity
Inches

150 27 1"
180 35 1-3/8"
250 46 1-3/4"

ITEM: 86 05 150/180/250
STANDARD DIN/ISO 5743

Adjustable tool for screwing, clamping, supporting, crushing and bending pieces, without any damage
to edges on sanitary Installations with delicate surfaces. Adjustment by pressing the button directly on
the workpiece.
Thanks to the parallel jaws it is possible to continuously tighten all openings up to the capacity
Indicated.
Forged chrome-vanadium steel, oil-hardened with chrome-finish, handles coated in bi-component
material.

ADJUSTABLE WRENCH PLIERS

Tech. Code Length
mm

2pening  ø
mm

250 25 - 80

ITEM: 81 01 250
Pliers for siphons, plastic pipes, connectors, fittings and ferrules in plastic up to Ø 80 mm, regulation
end for an optimal adaptation to the various diameters. Adjustable hinge which is adjustable in 25
positions, knurled jaws.
Chrome-vanadium steel, forged and oil-hardened, handles coated with synthetic resin.

PLIERS FOR PLASTIC PIPES AND SIPHONS 81 01 250

Tech. Code Length
mm

2pening  ø
mm

250 10 - 75

ITEM: 81 11 250
Pliers for siphons, plastic pipes, connectors, fittings and ferrules in plastic up to Ø 75 mm, regulation
end for an optimal adaptation to the various diameters. Adjustable hinge which is adjustable in 25
positions, Interchangeable jaws, in synthetic material for delicate surfaces.
Chrome-vanadium steel, forged and oil-hardened, handles coated with synthetic resin.

PLIERS FOR PLASTIC PIPES AND SIPHONS 81 11 250



F

F.20 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR52
Euro

Lunghezza
mm

Apertura max
mm

F0690280 32,45 280 60

ART. F0690
Ganasce in acciaio al cromo vanadio, corpo in lamiera d’acciaio nichelato, adatta per la
saldatura di tubi, lamiere e profilati.

PINZE REGOLABILI AUTOBLOCCANTI CON GANASCE A FORCELLA

Cod. Tec. GR54
Euro

Lunghezza
mm

Apertura max
mm

F0675225 23,35 225 30

ART. 41 24 225
Pinza nichelata, becchi diritti.
Forma con ganasce diritte per materiale piano.

PINZE REGOLABILI AUTOBLOCCANTI CON GANASCE DRITTE

ART. GRZ10-20
Modello per serraggio in parallelo, scanalature prismatiche per pezzi piccoli e rotondi.

Cod. Tec. GR60
Euro

Capacità di serraggio
mm

Lunghezza
mm

F0711260-100 85,40 100
260

F0711260-200 92,30 200

PINZE REGOLABILI A MORSETTO

Cod. Tec. GR51
Euro

Lunghezza
mm

Apertura max
mm

F0625180 15,25 180 38
F0625240 16,60 240 42
F0625300 29,50 300 65

ART. WX3350
Pinze autobloccanti regolabili PREMIUM QUALITY per il bloccaggio di materiale piatto e tondo.
- Ganasce dentate in acciaio al cromo vanadio forgiato
- Leva articolata per forze di serraggio elevate
- Chiusura a pressione regolabile tramite vite posteriore

PINZE AUTOBLOCCANTI CON GANASCE CONCAVE REGOLABILI

Cod. Tec. GR51
Euro

Lunghezza
mm

Apertura max
mm

F0671275 48,50 275 80

ART. WX3360
Pinze autobloccanti PREMIUM QUALITY con doppia regolazione per il bloccaggio di profilati, angolari
e tubi di medie dimensioni.
- Ganasce dentate in acciaio al cromo molibdeno forgiato
- Regolazione rapida mediante cremagliera a 4 posizioni
- Chiusura a pressione regolabile tramite ghiera superiore
- Leva articolata per forze di serraggio elevate

PINZE AUTOBLOCCANTI CON DOPPIA REGOLAZIONE

ART. WX3370
Pinze autobloccanti regolabili PREMIUM QUALITY per il bloccaggio di profilati con nervature ed
angolari voluminosi.
- Ganasce robuste in acciaio al cromo vanadio forgiato
- Leva articolata per forze di serraggio elevate
- Chiusura a pressione regolabile tramite vite posteriore

Cod. Tec. GR51
Euro

Lunghezza
mm

Apertura max
mm

F0701275 26,50 275 90

PINZE AUTOBLOCCANTI CON GANASCE REGOLABILI A COLLO DI CIGNO

F.20 Indivisible package   Suggested retail package - Unit price

Tech. Code Length
mm

Max opening
mm

280 60

ITEM: F0690
Vanadium chrome plated steel jaws, nickel-plated sheet steel body, suitable for pipe, sheet
steel, metal profile welding.

ADJUSTABLE SELF-LOCKING GRIP PLIERS WITH FORK-TYPE JAWS

Tech. Code Length
mm

Max opening
mm

225 30

ITEM: 41 24 225
Nickel-plated, straight nose plier. Straight jaw shaped for flat-surface material.

ADJUSTABLE SELF-LOCKING GRIP PLIERS WITH STRAIGHT JAWS

ITEM: GRZ10-20
Model designed for parallel fastening, prismatic grooving for small and round pieces

Tech. Code Clamping capacity
mm

Length
mm

100
260

200

CLAMP GRIP PLIERS

Tech. Code Length
mm

Max opening
mm

180 38
240 42
300 65

ITEM: WX3350
PREMIUM QUALITY adjustable self-locking pliers for clamping flat and round material.
- Forged chrome vanadium steel toothed jaws
- Articulated lever for high clamping forces
- Adjustalbe pressure closure with rear screw

ADJUSTABLE SELF-LOCKING GRIP PLIERS WITH CONCAVE JAWS

Tech. Code Length
mm

Max opening
mm

275 80

ITEM: WX3360
PREMIUM QUALITY self-locking pliers with double adjustment for clamping sections, angles and
medium-sized pipes.
- Forged chromium molybdenum steel toothed jaws
- Quick adjustment by 4-position rack
- Adjustable pressure closing by means of upper ring nut
- Articulated lever for strong clamping forces

SELF-LOCKING PLIERS WITH DOUBLE ADJUSTMENT

ITEM: WX3370
PREMIUM QUALITY adjustable self-locking pliers for blocking profiles for blocking profiles with large
ribs and corners.
- Robust jaws in forged chrome vanadium steel
- Articulated lever for high clamping forces
- Adjustable pressure closure with rear screw

Tech. Code Length
mm

Max opening
mm

275 90

ADJUSTABLE SELF-LOCKING PLIERS WITH SWAN COLLAR JAWS



F

F.21 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR54
Euro

Sezione
mm²

AWG
Lunghezza

mm
F1010240 23,70 0,5 - 6 20 - 10 240

ART. 97 22 240
Pinze in acciaio ad alta resistenza per tagliare cavi, spelare fili e serrare terminali maschi e
femmine, con fori per troncare viti filettate in rame e ottone M 2,6� M 3� M 3,5� M 4 e M 5.

Impiego:
ی ۍ capicorda non isolati e connettori per cavi

PINZE PER CAPICORDA

Cod. Tec. GR54
Euro

Sezione
mm²

AWG
Lunghezza

mm
F1012215 20,85 0,5 - 6 20 - 10 215

ART. 97 21 215
Pinze in acciaio ad alta resistenza per tagliare cavi, spelare fili e serrare terminali maschi e
femmine, con fori per troncare viti filettate in rame e ottone M 2,6� M 3� M 3,5� M 4 e M 5.

Impiego:
ی capicorda non isolati e connettori per cavi

PINZE PER CAPICORDA

Cod. Tec. GR54
Euro

Sezione
mm²

AWG
Lunghezza

mm
F1015220 105,95 0,5 - 6 20 - 10 220

ART. 97 52 36
Pinze di crimpaggio con profili di precisione e dispositivo di arresto forzato (sbloccabile)
Forza di serraggio maggiorata dalla trasmissione a leva articolata, ottima maneggevolezza
grazie alla comoda impugnatura, al peso leggero e alla lunghezza contenuta. Acciaio al cromo
vanadio bonificato e temperato ad olio, manici rivestiti in materiale bicomponente

.Impiego:
ی Terminali maschi, femmine e connettori di testa preisolati

PINZE PER CAPICORDA PRECIFORCE® 97 52 36

Cod. Tec. GR60
Euro

Sezione
mm²

Lunghezza
mm

F1011215 38,05 0,15 - 8 215

ART. F1011
Modello professionale con dispositivo taglia-spelafili e tagliaviti. Finitura cromata e satinata,
impugnature rivestite in acetato di cellulosa.

PINZE PER CAPICORDA

Cod. Tec. GR60
Euro

Sezione
mm²

Lunghezza
mm

F1013215 38,05 0,15 - 8 215

ART. F1013
Modello professionale con dispositivo taglia-spelafili e tagliaviti.
Finitura cromata e satinata, impugnature rivestite in acetato di cellulosa.

PINZE PER CAPICORDA

Cod. Tec. GR54
Euro

Sezione
mm²

AWG
Lunghezza

mm
F1016220 112,85 1,5 - 4 15 - 11 220

ART. 97 52 30
Pinze di crimpaggio con profili di precisione e dispositivo di arresto forzato (sbloccabile)Forza di
serraggio maggiorata dalla trasmissione a leva articolata, ottima maneggevolezza grazie alla comoda
impugnatura, al peso leggero e alla lunghezza contenuta. Acciaio al cromo vanadio bonificato e
temperato ad olio, manici rivestiti in materiale bicomponente.

Impiego:
ۋ Connettori non isolati a compressione secondo DIN 46267

PINZE PER CAPICORDA PRECIFORCE® 97 52 30

F.21Indivisible package  Suggested retail package - Unit price

Tech. Code Section
mm²

AWG
Length

mm
0.70 - 6 20 - 10 240

ITEM: 97 22 240
High resistant steel pliers for cutting cables, stripping wires and tightening male and female
terminals, with holes for truncating threaded screws in copper and brass M 2.6; M3; M 3.5; M 4
and M 5.
Usage:
ی ۍ non-Insulated cable lugs and cable connectors

CRIMPING PLIERS

Tech. Code Section
mm²

AWG
Length

mm
0.75 - 6 20 - 10 215

ITEM: 97 21 215
High resistant steel pliers for cutting cables, stripping wires and tightening male and female
terminals, with holes for truncating threaded screws in copper and brass M 2.6; M 3; M 3.5; M 4
and M 5.
Usage:
ی non-Insulated cable lugs and cable connectors

CRIMPING PLIERS

Tech. Code Section
mm²

AWG
Length

mm
0.5 - 6 20 - 10 220

ITEM: 97 52 36
Crimping pliers with precision profiles and forced stop device (self releasing maechanism)
Increased clamping force from the articulated lever transmission, excellent maneuverability.
Chrome vanadium oil-hardened tempered steel, handles coated in bi-component material.

Usage:
ی Male, female terminals and pre-Insulated head connectors.

PRECIFORCE® CRIMPING PLIERS 97 52 36

Tech. Code Section
mm²

Length
mm

0.15 - 8 215

ITEM: F1011
Professional version complete with cutting-stripping device and bolt cutters. Chromed and satin
finishing, cellulose acetate coated grip

CRIMPING PLIERS

Tech. Code Section
mm²

Length
mm

0.15 - 8 215

ITEM: F1013
Professional version complete with cutting-stripping device and bolt cutters.
Chromed and satin finishing, cellulose acetate coated grip

CRIMPING PLIERS

Tech. Code Section
mm²

AWG
Length

mm
1,5 - 4 15 - 11 220

ITEM: 97 52 30
Crimping pliers with precision profiles and forced stop device (self releasing mechanism)Increased
tightening by the articulated lever transmission, excellent maneuverability thanks to the convenient
handle, light weight, and limited length. Chrome-vanadium oil-hardened tempered steel, handles
coated in bi-component material.

usage:
ۋ Non-Insulated compression connectors DIN 46267

PRECIFORCE® CRIMPING PLIERS 97 52 30



F

F.22 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR54
Euro

Lunghezza
mm

F1025250 275,65 250

ART. 97 33 02
Un unico utensile per le più comuni operazioni di crimpaggio, sostituzione rapida e semplice delle
matrici di crimpaggio senza ulteriori utensili, disposizione delle matrici per capicorda all'interno del
supporto girevole. Acciaio al cromo vanadio, bonificato, temperato ad olio e caricatore circolare in
resina sintetica rinforzata.

Impiego:
ۍ Connettori a spina non isolati da 0,5 a 6 mm²
ی Terminali preisolati maschi e femmine e connettori di testa da 0,5 a 6 mm²
ۋ Terminali a bussola isolati e non isolati da 0,25 a 6 mm²
ې Terminali a bussola isolati e non isolati da 10 / 16 e 25 mm²
ۊ Terminali femmina non isolati a compressione, tubolari e terminali a norma DIN 46234 e DIN 46235
cosu come per capicorda non isolati a compressione, testa/testa e connettori a norma DIN 46341 e
DIN 46267

PINZE PER CRIMPAGGIO MULTICRIMP® CON CARICATORE

Cod. Tec. GR54
Euro

Sezione
mm²

AWG
Lunghezza

mm
F1017220 112,85 0,5 - 10 20 - 7 220

ART. 97 52 33
Pinze di crimpaggio con profili di precisione e dispositivo di arresto forzato (sbloccabile)Forza di
serraggio maggiorata dalla trasmissione a leva articolata, ottima maneggevolezza grazie alla comoda
impugnatura, al peso leggero e alla lunghezza contenuta. Acciaio al cromo vanadio bonificato e
temperato ad olio, manici rivestiti in materiale bicomponente.

Impiego:
ۊ Terminali femmina non isolati a compressione, tubolari e terminali a norma DIN 46234 e DIN 46235
cosu come capicorda non isolati a compressione, testa e connettori a norma DIN 46341 e DIN 46267

PINZE PER CAPICORDA PRECIFORCE® 97 52 33

Cod. Tec. GR54
Euro

Sezione
mm²

AWG
Lunghezza

mm
F1018220 129,95 0,1 - 2,5 27 - 13 220

ART. 97 52 34
Pinze di crimpaggio con profili di precisione e dispositivo di arresto forzato (sbloccabile)Forza di
serraggio maggiorata dalla trasmissione a leva articolata, ottima maneggevolezza grazie alla comoda
impugnatura, al peso leggero e alla lunghezza contenuta. Acciaio al cromo vanadio bonificato e
temperato ad olio, manici rivestiti in materiale bicomponente.

Impiego:
ۍ Connettori a spina non isolati (ampiezza 2,8 + 4,8 mm)

PINZE PER CAPICORDA PRECIFORCE® 97 52 34

Cod. Tec. GR54
Euro

Sezione
mm²

AWG
Lunghezza

mm
F1019220 129,80 0,5 - 6 20 - 10 220

ART. 97 52 35
Pinze di crimpaggio con profili di precisione e dispositivo di arresto forzato (sbloccabile)Forza di
serraggio maggiorata dalla trasmissione a leva articolata, ottima maneggevolezza grazie alla comoda
impugnatura, al peso leggero e alla lunghezza contenuta. Acciaio al cromo vanadio bonificato e
temperato ad olio, manici rivestiti in materiale bicomponente.

Impiego:
ۍ Connettori a spina non isolati (ampiezza 4,8 + 6,3 mm)

PINZE PER CAPICORDA PRECIFORCE® 97 52 35

Cod. Tec. GR54
Euro

Sezione
mm²

AWG
Lunghezza

mm
F1020220 112,85 0,25 - 6 23 - 10 220

ART. 97 52 38
Pinze di crimpaggio con profili di precisione e dispositivo di arresto forzato (sbloccabile)Forza di
serraggio maggiorata dalla trasmissione a leva articolata, ottima maneggevolezza grazie alla comoda
impugnatura, al peso leggero e alla lunghezza contenuta. Acciaio al cromo vanadio bonificato e
temperato ad olio, manici rivestiti in materiale bicomponente.

Impiego:
ی Terminali a bussola preisolati e non isolati

PINZE PER CAPICORDA PRECIFORCE® 97 52 38

F.22 Indivisible package   Suggested retail package - Unit price

Tech. Code Length
mm
250

ITEM: 97 33 02
Just one tool for the most common crimping operations quick and easy replacement of the crimping
matrices without additional tools, arrangement of the matrixes for the terminals inside the revolving
support. Chrome-vanadium oil-hardened tempered steel, circular loader in reinforced synthetic resin.

Usage:
ۍ Non-Insulating plug connectors form 0,5 to 6 mm²
ی Male and female pre-Insulated bush terminals form 0,5 to 6 mm²
ۋ Insulated and non-Insulated bush terminals from 0,25 to 6 mm²
ې Insulated and non Insulated 10 / 16 to 25 mm²
ۊ Non Insulated compression terminals, tubular and terminals,DIN 46234 and DIN 46235, as well as

for nonInsulated compression, head/head and connectors , DIN 46341 e DIN 46267

MULTICRIMP® CRIMPING PLIERS WITH CHANGER MAGAZINE

Tech. Code Section
mm²

AWG
Length

mm
0,5 - 10 20 - 7 220

ITEM: 97 52 33
Crimping pliers with precision profiles and forced stop device (self releasing mechanism)Increased
tightening by the articulated lever transmission, excellent maneuverability thanks to the convenient
handle, light weight, and limited length. Chrome-vanadium oil-hardened tempered steel, handles
coated in bi-component material.
Usage:
ۊ Female terminals non Insulated compression, tubulars and terminals, DIN 46234 and DIN 46235
standard so as crimp not Insulated to compression, butt and press connectors DIN 46341 and DIN
46267 standard

PRECIFORCE® CRIMPING PLIERS 97 52 33

Tech. Code Section
mm²

AWG
Length

mm
0,1 - 2,5 27 - 13 220

ITEM: 97 52 34
Crimping pliers with precision profiles and forced stop device (self releasing mechanism)Increased
tightening by the articulated lever transmission, excellent maneuverability thanks to the convenient
handle, light weight, and limited length. Chrome-vanadium oil-hardened tempered steel, handles
coated in bi-component material.

Usage:
ۍ Non-Insulated open plug type connectors (plug with 2,8 + 4,8 mm)

PRECIFORCE CRIMPING PLIERS® 97 52 34

Tech. Code Section
mm²

AWG
Length

mm
0,5 - 6 20 - 10 220

ITEM: 97 52 35
Crimping pliers with precision profiles and forced stop device (self releasing mechanism)Increased
tightening by the articulated lever transmission, excellent maneuverability thanks to the convenient
handle, light weight, and limited length. Chrome-vanadium oil-hardened tempered steel, handles
coated in bi-component material.

Usage:
ۍ Non-Insulated open plug type (plug with 4,8 + 6,3 mm)

PRECIFORCE® CRIMPING PLIERS 97 52 35

Tech. Code Section
mm²

AWG
Length

mm
0,25 - 6 23 - 10 220

ITEM: 97 52 38
Crimping pliers with precision profiles and forced stop device (self releasing mechanism)Increased
tightening by the articulated lever transmission, excellent maneuverability thanks to the convenient
handle, light weight, and limited length. Chrome-vanadium oil-hardened tempered steel, handles
coated in bi-component material.

Usage:
ی Insulated and non-Insulated end sleeves (ferrules)

PRECIFORCE® CRIMPING PLIERS 97 52 38



F

F.23 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ART. 97 53 08
Pinze per il crimpaggio di terminali a bussola secondo DIN 46228 (parte 1+4), adattamento automatico
alle dimensioni dei terminali a bussola, nessun errore di crimpaggio utilizzando la matrice sbagliata,
Inserimento frontale dei terminali a bussola nella pinza, qualità di crimpaggio costante con dispositivo
di arresto forzato (sbloccabile), forza di serraggio maggiorata dalla trasmissione a leva articolata.
Acciaio al cromo vanadio bonificato e temperato ad olio, manici rivestiti in materiale bicomponente.

Impiego:
ێ Pressatura a sezione quadra di terminali a bussola fino a 10 mm²
ێ Possibilità di introdurre lateralmente i terminali a bussola fino a 2,5 mm²
ێ Per tutti i terminali a bussola Twin fino a 2 x 4 mm² o 2 x AWG 10

Cod. Tec. GR54
Euro

Sezione
mm²

AWG
Lunghezza

mm

F1030190 163,20 0,08 - 10 28 - 7 190

PINZE PER CRIMPAGGIO DI TERMINALI A BUSSOLA 97 53 08

Cod. Tec. GR54
Euro

Sezione
mm²

AWG
Lunghezza

mm
F1031190 173,40 0,08 - 10 + 16 28 - 5 190

ART. 97 53 09
Pinze per il crimpaggio di terminali a bussola secondo DIN 46228 (parte 1+4), adattamento automatico
alle dimensioni dei terminali a bussola, nessun errore di crimpaggio utilizzando la matrice sbagliata,
Inserimento frontale dei terminali a bussola nella pinza, qualità di crimpaggio costante con dispositivo
di arresto forzato (sbloccabile), forza di serraggio maggiorata dalla trasmissione a leva articolata.
Acciaio al cromo vanadio bonificato e temperato ad olio, manici rivestiti in materiale bicomponente.

Impiego:
ێ Pressatura a sezione quadra di terminali a bussola fino a 16 mm², con levetta di selezione per la
regolazione del campo di serraggio 0,08 - 10 o 16 mm²
ێ Per tutti i terminali a bussola Twin fino a 2 x 6 mm² o 2 x AWG 8

PINZE PER CRIMPAGGIO DI TERMINALI A BUSSOLA 97 53 09

Cod. Tec. GR54
Euro

Sezione
mm²

AWG
Lunghezza

mm
F1035180 160,95 0,08 - 10 + 16 28 - 5 180

ART. 97 53 04
Pinze per il crimpaggio di terminali a bussola secondo DIN 46228 (parte 1+4), adattamento automatico
alle dimensioni dei terminali a bussola, qualità di crimpaggio costante con dispositivo di arresto forzato
(sbloccabile), forza di serraggio maggiorata dalla trasmissione a leva articolata. Acciaio al cromo
vanadio bonificato e temperato ad olio, manici rivestiti in materiale bicomponente.

Impiego:
ێ Pressatura a sezione quadra di terminali a bussola fino a 16 mm²
ێ Pressatura a sezione quadra per superfici ottimali indipendentemente dal posizionamento della
connessione
ێ Pressatura di tutti i terminali a bussola Twin fino a 2 x 6 mm² o 2 x AWG 8

PINZE PER CRIMPAGGIO DI TERMINALI A BUSSOLA 97 53 04

Cod. Tec. GR54
Euro

Sezione
mm²

AWG
Lunghezza

mm
F1036180 169,35 0,08 - 10 28 - 7 180

ART. 97 53 14
Pinze per il crimpaggio di terminali a bussola secondo DIN 46228 (parte 1+4), adattamento automatico
alle dimensioni dei terminali a bussola, qualità di crimpaggio costante con dispositivo di arresto forzato
(sbloccabile), forza di serraggio maggiorata dalla trasmissione a leva articolata. Acciaio al cromo
vanadio bonificato e temperato ad olio, manici rivestiti in materiale bicomponente.

Impiego:
ۏ Pressatura a sezione esagonale di terminali a bussola fino a 10 mm²
ۏ Pressatura a sezione esagonale per zone di difficile accesso
ۏ Pressatura di tutti i terminali a bussola Twin fino a 2 x 4 mm² o 2 x AWG 10

PINZE PER CRIMPAGGIO DI TERMINALI A BUSSOLA 97 53 14

F.23Indivisible package  Suggested retail package - Unit price

ITEM: 97 53 08
Crimping pliers for end sleeves, DIN 46228 (part 1+4), Automatic adaptation to the size of the end
sleeves, no climping errors using the wrong matrix, frontal Insertion of the sockets in the pincer,
constant quality of crimping with force stop device (self-releasing mechanism). Increased clamping
force from the articulated lever transmission. Chrome-vanadium oil-hardend tempered steel, handles
coated in bi-component material.

Usage:
ێ Square section pressing of end sleeves up to10 mm²
ێ Possibility of Introducing laterally end sleeves up to 2,5 mm²
ێ For all Twin end sleeves up to 2 x 4 mm² o 2 x AWG 10

Tech. Code Section
mm²

AWG
Length

mm

0,08 - 10 28 - 7 190

CRIMPING PLIERS FOR END SLEEVES 97 53 08

Tech. Code Section
mm²

AWG
Length

mm
0,08 - 10 � 16 28 - 5 190

ITEM: 97 53 09
Crimping pliers for end sleeves, DIN 46228 (part 1+4), Automatic adaptation to the size of the end
sleeves, no climping errors using the wrong matrix, frontal Insertion of the sockets in the pincer,
constant quality of crimping with force stop device (self-releasing mechanism). Increased clamping
force from the articulated lever transmission. Chrome-vanadium oil-hardend tempered steel, handles
coated in bi-component material.

Usage:
ێ Square section pressing of end sleeves up to 16 mm², with lever for adjusting the clamping up to
0,08 - 10 o 16 mm²
ێ For all Twin end sleeves up to 2 x 6 mm² o 2 x AWG 8

CRIMPING PLIERS FOR END SLEEVES 97 53 09

Tech. Code Section
mm²

AWG
Length

mm
0,08 - 10 � 16 28 - 5 180

ITEM: 97 53 04
Crimping pliers for end sleeves DIN 46228 (part 1+4), automatic adaptation to the size of the end
sleeves, quality of constant crimping with force stop device (self releasing maechanism) Increased
clamping force from the articulated lever transmission. Chrome-vanadium oil-hardened tempered
steel, handles coated in bi-component material.

Usage:
ێ Square pressing section of the end sleeves up to16 mm²
ێ Square section pressing for opimal surfaces regardless of the positioning of the connection
ێ Pressing of all twin end sleeves up to 2 x 6 mm² o 2 x AWG 8

CRIMPING PLIERS FOR END SLEEVES 97 53 04

Tech. Code Section
mm²

AWG
Length

mm
0,08 - 10 28 - 7 180

ITEM: 97 53 14

Crimping pliers for end sleeves DIN 46228 (part 1+4), automatic adaptation to the size of the end
sleeves, quality of constant crimping with force stop device (self releasing maechanism) Increased
clamping force from the articulated lever transmission. Chrome-vanadium oil-hardened tempered
steel, handles coated in bi-component material.

Usage:
ۏ Pressing with hexagonal section of end sleeves up to10 mm²
ۏ Hexagonal section pressing for difficult to access areas
ۏ Pressing of all twin end sleeves up to 2 x 4 mm² o 2 x AWG 10

CRIMPING PLIERS FOR END SLEEVES 97 53 14



F

F.24 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR54
Euro

Sezione
mm²

AWG
Lunghezza

mm
F1040145 24,15 0,25 - 2,5 23 - 13 145

ART. 97 61 145 A
Pinze in acciaio ad alta resistenza per serrare terminali a bussola secondo DIN 46228 (parte 1+4)
con sezione nominale da 0,25 a 2,5 mm², serraggio con profili trapezoidali per un giunto forte fra
conduttore e terminale.Acciaio al cromo-vanadio forgiato e temprato ad olio, manici rivestiti in resina.

Impiego:
ۋ Terminali a bussola

PINZE PER TERMINALI A BUSSOLA

Cod. Tec. GR54
Euro

Sezione
mm²

AWG
Lunghezza

mm
F1041145 26,65 0,25 - 2,5 23 - 13 145

ART. 97 62 145 A
Pinze in acciaio ad alta resistenza per serrare terminali a bussola secondo DIN 46228 (parte 1+4)
con sezione nominale da 0,25 a 2,5 mm², serraggio con profili trapezoidali per un giunto forte fra
conduttore e terminale.
Acciaio al cromo-vanadio forgiato e temprato ad olio, manici rivestiti in materiale bicomponente.

Impiego:
ۋ Terminali a bussola

ART. 97 68 145 A
Pinze in acciaio ad alta resistenza per serrare terminali a bussola secondo DIN 46228 (parte 1+4)
con sezione nominale da 0,25 a 2,5 mm², serraggio con profili trapezoidali per un giunto forte fra
conduttore e terminale.Acciaio al cromo-vanadio forgiato e temprato ad olio, manici rivestiti in
materiale bicomponente, isolati 1000 Volt VDE conformi alla norma IEC 60900 DIN EN 60900.

Impiego:
ۋ Terminali a bussola

Cod. Tec. GR54
Euro

Sezione
mm²

AWG
Lunghezza

mm

F1042145 29,45 0,25 - 2,5 23 - 13 145

PINZE PER TERMINALI A BUSSOLA ISOLATE 1000 VOLT VDE

Cod. Tec. GR54
Euro

Sezione
mm²

AWG
Lunghezza

mm
F1050180 32,20 0,25 - 16 23 - 5 180

ART. 97 71 180
Pinze in acciaio ad alta resistenza per serrare terminali a bussola DIN 46228 (parte 1+4) con sezione
nominale da 0,25 a 16 mm², serraggio con profili semicircolari per un giunto forte fra conduttore e
terminale, con 9 incavi profondi, superfici laterali coniche.Acciaio al cromo-vanadio forgiato e temprato
ad olio, manici rivestiti in resina.

Impiego:
ۉ Terminali a bussola

PINZE PER TERMINALI A BUSSOLA

Cod. Tec. GR54
Euro

Sezione
mm²

AWG
Lunghezza

mm
F1038200 183,60 0,14 - 16 26 - 5 200

ART. 97 53 18
Pinze per il crimpaggio di terminali a bussola secondo DIN 46228 (parte 1+4), profilo di crimpaggio
quadrato, matrice di crimpaggio girevole di 360° con 8 posizioni di scatto, adattamento automatico alle
dimensioni desiderate dei terminali a bussola. Serraggio di terminali a bussola Twin fino a 2x6 mm².
Qualità di crimpaggio costante con dispositivo di arresto forzato (sbloccabile).
Acciaio al cromo vanadio bonificato e temperato ad olio, manici rivestiti in materiale bicomponente.

PINZE PER CRIMPAGGIO DI TERMINALI A BUSSOLA 97 53 18

F.24 Indivisible package   Suggested retail package - Unit price

Tech. Code Section
mm²

AWG
Length

mm
0,25 - 2,5 23 - 13 145

ITEM: 97 61 145 A
High resistant steel pliers for tightening socket terminals compliant with DIN 46228 (part 1+4) from
0,25 to 2,5 mm², tightening with trapezoldal profiles for a strong joint between conductor and terminal.
Chrome-vanadium steel, forged oil-hardened resin coated handles.

Usage:
ۋ For end sleeves (ferrules)

CRIMPING PLIERS FOR END SLEEVES (FERRULES)

Tech. Code Section
mm²

AWG
Length

mm
0,25 - 2,5 23 - 13 145

ITEM: 97 62 145 A
High resistant steel pliers for tightening socket terminals compliant with DIN 46228 (part 1+4) with
nominal section from 0,25 to 2,5 mm², Tightening with trapezoidal profiles for a strong joint between
conductor and terminal.
Chrome-vanadium steel, forged and oil-hardened, handles coated in bi-component material.

Usage:
ۋ For end sleeves (ferrules)

ITEM: 97 68 145 A
High resistant steel pliers for tightening socket terminals compliant with DIN 46228 (part 1+4) with
nominal section from 0,25 to 2,5 mm², tightening with trapezoidal profiles for a strong joint between
conductor and terminal. Chrome Vanadium steel, forged and oil-hardened, handles coated in bi-
component material,VDE 1000 Volts compliant with IEC 60900 DIN EN 60900 standard.

Usage:
ۋ For end sleeves (ferrules)

Tech. Code Section
mm²

AWG
Length

mm

0,25 - 2,5 23 - 13 145

CRIMPING PLIERS FOR END SLEEVES (FERRULES) 1000 VOLTS VDE

Tech. Code Section
mm²

AWG
Length

mm
0,25 - 16 23 - 5 180

ITEM: 97 71 180
High resistant steel pliers for tightening socket terminals compliant with DIN 46228 (part 1+4) nominal
section from 0,25 a 16 mm², clamping with semi-circular profiles for a strong joint between conductor
and terminal with 9 deep grooves, conical side surfaces.
Chrome-vanadium steel, forged and oil-hardened, handles coated in resin.

Usage:
ۉ For end sleeves (ferrules)

CRIMPING PLIERS FOR END SLEEVES (FERRULES)

Tech. Code Section
mm²

AWG
Length

mm
0,14 - 16 26 - 5 200

ITEM: 97 53 18
Crimping pliers for end sleeves Din 46228 (part 1 + 4), Square crimping profile, 360° rotating crimp
matrix with 8 trip positions, automatic adaptation to the desired dimensions of the sleeves. Tightening
of Twin sleeve terminals up to 2x6 mm² . Constant crimping quality with a forced stop device (self
releasing mechanism). Tempered and oil-hardened vanadium chrome steel, handles coated in two-
component material.

CRIMPING PILERS FOR END SLEEVES 97 53 18



F

F.25 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR54
Euro

Sezione
mm²

AWG
Lunghezza

mm
F1051180 35,40 0,25 - 16 23 - 5 180

ART. 97 72 180
Pinze in acciaio ad alta resistenza per serrare terminali a bussola DIN 46228 (parte 1+4) con sezione
nominale da 0,25 a 16 mm², serraggio con profili semicircolari per un giunto forte fra conduttore
e terminale, con 9 incavi profondi, superfici laterali coniche.Acciaio al cromo-vanadio forgiato e
temperato ad olio, manici rivestiti in materiale bicomponente.

Impiego:
ۉ Terminali a bussola

PINZE PER TERMINALI A BUSSOLA

Cod. Tec. GR54
Euro

Sezione
mm²

AWG
Lunghezza

mm
F1052180 37,60 0,25 - 16 23 - 5 180

ART. 97 78 180
Pinze in acciaio ad alta resistenza per serrare terminali a bussola DIN 46228 (parte 1+4) con sezione
nominale da 0,25 a 16 mm², serraggio con profili semicircolari per un giunto forte fra conduttore
e terminale, con 9 incavi profondi, superfici laterali coniche.Acciaio al cromo-vanadio forgiato e
temperato ad olio, manici rivestiti in materiale bicomponente, isolati 1000 Volt VDE conformi alla
norma IEC 60900 DIN EN 60900.

Impiego:
ۉ Terminali a bussola

PINZE PER TERMINALI A BUSSOLA ISOLATE 1000 VOLT VDE

Cod. Tec. GR54
Euro

Lunghezza lama
mm

Lunghezza totale
mm

F1070190 13,20 50 190

ART. 98 52
Coltelli per elettricisti e manutentori con impugnatura ergonomica e antiscivolo, buona trasmissione
di forza grazie alla particolare forma dell'impugnatura, lama fissa e diritta con cappuccio di protezione
trasparente.Lama in acciaio speciale per utensili temperata ad olio e cromata, impugnatura isolata
1000 Volt in materiale bicomponente, collaudata VDE conforme alla norma IEC 60900 DIN EN 60900.

COLTELLI PER ELETTRICISTI ISOLATI 1000 VOLT VDE

Cod. Tec. GR54
Euro

Lunghezza lama
mm

Lunghezza totale
mm

F1075180 34,35 38 180

ART. 98 55
Coltelli spelacavi per elettricisti e manutentori con impugnatura ergonomica e antiscivolo, buona
trasmissione di forza grazie alla particolare forma dell'impugnatura, lama fissa e diritta con cappuccio
di protezione trasparente.Lama in acciaio inox a forma di falce con pattino di guida, impugnatura
isolata 1000 Volt in materiale bicomponente, collaudata VDE conforme alla norma IEC 60900 DIN EN
60900.

COLTELLI SPELACAVI ISOLATI 1000 VOLT VDE

Cod. Tec. GR54
Euro

Cavo a pi� fili
Ø max mm

Cavo a pi� fili
mm²

Lunghezza
mm

F1080250 209,90 32 240 250

ART. 95 31 250
Cesoie a cremagliera per tagliare cavi in rame ed alluminio unipolari o a più fili, con taglienti temprati
e rettificati. Taglio netto e pulito senza schiacciamento, azionamento con una sola mano grazie al
sistema a cricchetto, avanzamento della lama regolabile in due posizioni, fermo di contrasto per
evitare lo schiacciamento accidentale delle dita.
Acciaio speciale per utensili bonificato e forgiato, temprato ad olio, manici rivestiti in materiale
bicomponente.

CESOIE A CREMAGLIERA PER CAVI IN RAME E ALLUMINIO Ø 32 MM

Cod. Tec. GR54
Euro

Cavo a pi� fili
Ø max mm

Cavo a pi� fili
mm²

Lunghezza
mm

F1082280 281,75 52 380 280

ART. 95 31 280
Cesoie a cremagliera per tagliare cavi in rame ed alluminio unipolari o a più fili, con taglienti temprati
e rettificati. Taglio netto e pulito senza schiacciamento, azionamento con una sola mano grazie al
sistema a cricchetto, avanzamento della lama regolabile in due posizioni, fermo di contrasto per
evitare lo schiacciamento accidentale delle dita.
Acciaio speciale per utensili bonificato e forgiato, temprato ad olio, manici rivestiti in materiale
bicomponente.

CESOIE A CREMAGLIERA PER CAVI IN RAME E ALLUMINIO Ø 52 MM

F.25Indivisible package  Suggested retail package - Unit price

Tech. Code Section
mm²

AWG
Length

mm
0,25 - 16 23 - 5 180

ITEM: 97 72 180
High resistant steel pliers for tightening socket terminals compliant with DIN 46228 (part 1+4) with
nominal section from 0,25 to 2,5 mm², tightening with trapezoidal profiles for a strong joint between
conductor and terminal. Chrome Vanadium steel, forged and oil-hardened, handles coated in bi-
component material.

Usage:
ۉ For end sleeves (ferrules)

CRIMPING PLIERS FOR END SLEEVES (FERRULES) WITH BI-COMPONENT HANDLES

Tech. Code Section
mm²

AWG
Length

mm
0,25 - 16 23 - 5 180

ITEM: 97 78 180
High resistant steel pliers for tightening socket terminals compliant with DIN 46228 (part 1+4) with
nominal section from 0,25 to 2,5 mm², tightening with trapezoidal profiles for a strong joint between
conductor and terminal. Chrome Vanadium steel, forged and oil-hardened, handles coated in bi-
component material,VDE 1000 Volts compliant with IEC 60900 DIN EN 60900 standard.

Usage:
ۉ For end sleeves (ferrules)

CRIMPING PLIERS FOR END SLEEVES (FERRULES) 1000 VOLTS VDE

Tech. Code Blade length
mm

Total length
mm

50 190

ITEM: 98 52
Knives for electrians and maintenance personnel with ergonomic anti-slip grip handle, good
transmission of strength thanks to the particular shape of the handle, fixed straight blade with
protective transparent cap. Special steel blade for oil-hardened and chrome-plated tools, Insulated
handle 1000 volts in bi-component material, VDE tested, compliant with IEC 60900 DIN EN 60900
standard.

ELECTRICIAN'S KNIFE INSULATED 1000 VOLTS VDE

Tech. Code Blade length
mm

Total length
mm

38 180

ITEM: 98 55
Knives for electrians and maintenance personnel with ergonomic anti-slip grip handle, good
transmission of strength thanks to the particular shape of the handle,
fixed straight blade with protective transparent cap. Hawk-shaped stainless steel blade with blade
guard, Insulated handle 1000 volts in bi-component material, VDE tested, compliant with IEC 60900
DIN EN 60900 standard.

STRIPPING KNIVES INSULATED 1000 VOLTS VDE

Tech. Code Multi-strand cable
Ø max mm

Multi-strand cable
mm²

Length
mm

32 240 250

ITEM: 95 31 250
Ratchet action cable cutters for cutting single core or multi-core hardened ground cutting edges. Clean
cut without crushing, one-handed operation thanks to ratchet system, adjustable blade feed in two
positions, contrast stop to avoid accidental crushing of the fingers.
Special steel for forged and oil-hardened tools, handles coated in bi-component material.

RATCHET ACTION CABLE CUTTERS FOR COPPER AND ALUMINUM CABLES Ø 32 MM

Tech. Code Multi-strand cable
Ø max mm

Multi-strand cable
mm²

Length
mm

52 380 280

ITEM: 95 31 280
Ratchet action cable cutters for cutting single core or multi-core hardened ground cutting edges. Clean
cut without crushing, one-handed operation thanks to ratchet system, adjustable blade feed in two
positions, contrast stop to avoid accidental crushing of the fingers.
Special steel for forged and oil-hardened tools, handles coated in bi-component material.

RATCHET ACTION CABLE CUTTERS FOR COPPER AND ALUMINUM CABLES Ø 52 MM
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F.26 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR54
Euro

Sezione
mm²

AWG
Lunghezza

mm
F1198195 91,65 0,03-10 32-7 195

ART. 12 42 195
Pinze spelafili completamente automatiche per tutti i conduttori monofilari, multifilari e a fili
sottili con isolamento standard, capacità compresa tra 0,03 e 10 mm², non necessitano di
regolazione manuale. Le ganasce in acciaio tengono fermo il cavo senza rischio di slittamento
e di danneggiamento dell'isolamento residuo, con tagliafili situato in profondità per taglio di
conduttori a più fili in rame e alluminio fino a 10 mm² ed unipolari fino a 6 mm².
Corpo in resina sintetica rinforzata con fibra di vetro e Lama in acciaio temperata.

PINZE SPELACAVI A REGOLAZIONE AUTOMATICA MULTISTRIP 10

Cod. Tec. GR54
Euro

Cavi
mm²

Lunghezza
mm

F12098160 25,00 10 160

ART. 11 05 160
Pinza cromata� manici rivestiti in materiale bicomponente.

PINZE SPELAFILI

Cod. Tec. GR54
Euro

Cavo a pi� fili
Ø max mm

Cavo a pi� fili
mm²

Lunghezza
mm

F1084320 348,05 60 600 320

ART. 95 32 320
Cesoie a cremagliera per tagliare cavi in rame ed alluminio unipolari o a più fili, con taglienti temprati
e rettificati. Taglio netto e pulito senza schiacciamento, azionamento a corona dentata su tre livelli ed
elevato rapporto di trasmissione per facilitare il taglio con una o con due mani, fermo di contrasto per
evitare lo schiacciamento accidentale delle dita.
Acciaio speciale per utensili bonificato e forgiato, temprato ad olio, manici rivestiti in materiale
bicomponente.

CESOIE A CREMAGLIERA PER CAVI IN RAME E ALLUMINIO Ø 60 MM

Cod. Tec. GR54
Euro

Sezione
mm²

AWG
Lunghezza

mm
F119710 68,95 0,03-10 32-7

200F119716 105,75 2,5-16 13-5

ART. 12 40 200 - 12 50 200
Pinze spelacavi automatiche per conduttori unipolari, a più fili, a fili sottili con isolamento in resina
sintetica o gomma, si adatta automaticamente ai diversi spessori di isolamento, evitando qualsiasi
danneggiamento dei conduttori, la profondità di taglio è regolabile in base ai vari materiali isolanti, con
tronchese per taglio di conduttori a più fili in rame e alluminio fino a 10 mm² ed unipolari fino a 6 mm²
Corpo in resina sintetica rinforzata con fibra di vetro e lama in acciaio per utensili temperata.

PINZE SPELACAVI FRONTALI A REGOLAZIONE AUTOMATICA

ART. 9005000000
Utensili di spellatura con autoregolazione automatica per conduttori flessibili e rigidi con isolamento in
PVC, la soluzione ideale per l'industria meccanica ed impiantistica.
Caratteristiche:
- Lunghezza di spellatura regolabile mediante battuta
- Apertura automatica delle ganasce dopo la spellatura
- Regolabile su vari spessori dell'isolamento
- Cavi a doppio isolamento in due fasi di lavorazione senza regolazione speciale
- Unità di taglio autoregolante

Cod. Tec. GR60
Euro

Lunghezza spellatura max
mm

Sezione cavo
mm²

Capacità di taglio
mm²

Lunghezza
mm

F1190190 83,50 25 0,08 - 10 6 190

PINZE SPELACAVI E DA TAGLIO STRIPAX

ART. 1468880000
Utensili di spellatura con autoregolazione automatica, per conduttori flessibili e rigidi con isolamento
esente da alogeni, la soluzione ideale per l'industria meccanica ed impiantistica.
Caratteristiche:
- Lunghezza di spellatura regolabile mediante battuta
- Apertura automatica delle ganasce dopo la spellatura
- Regolabile su vari spessori dell'isolamento
- Cavi a doppio isolamento in due fasi di lavorazione senza regolazione speciale
- Unità di taglio autoregolante

Cod. Tec. GR60
Euro

Lunghezza spellatura max
mm

Sezione cavo
mm²

Capacità di taglio
mm²

Lunghezza
mm

F1195190 112,50 25 0,25 - 6 6 190

PINZE SPELACAVI E DA TAGLIO STRIPAX ULTIMATE

F.26 Indivisible package   Suggested retail package - Unit price

Tech. Code Section
mm²

AWG
Length

mm
0.03 - 10 32-7 195

ITEM: 12 42 195
Fully automatic stripping pliers for all single-wire, multi-wire and thin-wire conductors with
standard Insulation, capacities between 0,03 and 10 mm², does not require manual adjustment.
The steel jaws hold the cable in place without the risk of slipping or damage to the residual
Insulation with wire cutters located deep for cutting multi-core conductors in copper and
aluminum to to 10 mm² and unipolar to 6 mm².
Body in synthetic resin reinforced with fiberglass and blade in hardened steel.

AUTOMATIC SELF-ADJUSTING MULTISTRIP 10 INSULATION STRIPPER PLIERS

Tech. Code Cables
mm²

Length
mm

10 160

ITEM: 11 05 160
Chrome plated pliers, handles with bi-component grips

WIRE STRIPPERS

Tech. Code Multi-strand cable
Ø max mm

Multi-strand cable
mm²

Length
mm

60 600 320

ITEM: 95 32 320
Ratchet action cable cutters for cutting single core or multi-core hardened ground cutting edges. Clean
cut without crushing, one-handed operation thanks to ratchet system, adjustable blade feed in two
positions, contrast stop to avoid accidental crushing of the fingers.
Special steel for forged and oil-hardened tools, handles coated in bi-component material.

RATCHET ACTION CABLE CUTTERS FOR COPPER AND ALUMINUM Ø 60 MM

Tech. Code Section
mm²

AWG
Length

mm
0,03-10 32-7

200
2,5-16 13-5

ITEM: 12 40 200 - 12 50 200
Automatic stripping pliers for unipolar conductors, multi-strand, thin wires with resin Insulation
synthetic or rubber, it automatically adapts to different thicknesses of Insulation, avoiding any damage
to the conductors, the cutting depth is adjustable according to the various Insulating materials, with
cutter for cutting multi-core conductors in copper and aluminum up to 10 mm² and unipolar for up to 6
mm². Body in synthetic resin reinforced with fiberglass and steel blade for hardened tools.

AUTOMATIC SELF-ADJUSTING FRONT INSULATION STRIPPER PLIERS

ITEM: 9005000000
Stripping tools with automatic self-regulation for flexible and rigid conductors with PVC insulation, the
ideal solution for the mechanical and plant engineering industry.
Features:- Stripping length adjustable by stop
- Automatic opening of the jaws after stripping
- Adjustable on various insulation thicknesses
- Double insulation cables in two processing stages without special regulation
- Self-adjusting cutting unit

Tech. Code Stripping length max
mm

Cable section
mm²

Cutting capacity
mm²

Length
mm

25 0,08 - 10 6 190

INSULATION AND CUTTING STRIPPER PLIERS STRIPAX

ITEM: 1468880000
Stripping tools with automatic self-regulation, for flexible and rigid conductors with halogen-free
insulation, the ideal solution for the mechanical and plant engineering industry.
Features:
- Stripping length adjustable by stop
- Automatic opening of the jaws after stripping
- Adjustable on various insulation thicknesses
- Double insulation cables in two processing stages without special regulation
- Self-adjusting cutting

Tech. Code Stripping length max
mm

Cable section
mm²

Cutting capacity
mm²

Length
mm

25 0,25 - 6 6 190

INSULATION AND CUTTING STRIPPER PLIERS STRIPAX ULTIMATE
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F.27 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR52
Euro

Cavi
mm²

Lunghezza
mm

F1211160 17,55 10 160

ART. F1211
Pinza cromata� manici rivestiti in materiale bicomponente.

PINZE SPELAFILI

Cod. Tec. GR51
Euro

Cavi
mm²

Lunghezza
mm

F121510 19,44 10 160

ART. WX3430
NORMA DIN 8979

Pinze spelafili PREMIUM QUALITY realizzate in acciaio cromo-molibdeno.
Impugnature isolate fino a 1000 V secondo DIN EN 60900 / VDE 0682-201.
Durezza: manici 43-48 HRC, taglienti 58-60 HRC.
Impugnature ERGOFORM ipoallergeniche, antiscivolo, morbide e confortevoli, in SANTOPRENE® che
garantiscono la massima resistenza per un lavoro veloce e di precisione.
Per fili con isolamento in resina sistetica o gomma con Ø 5 mm max.
Regolazione del diametro desiderato mediante vite zigrinata e controdado.

PINZE SPELAFILI VDE ISOLATE 1000 VOLT

Cod. Tec. GR54
Euro

Cavi
mm²

AWG
Lunghezza

mm
F1216160 28,60 10 7 160

ART. 11 06 160
Pinze per conduttori unipolari, a più fili, a fili sottili con isolamento in resina sintetica o gomma con
max. Ø 5 mm e sezione 10 mm², regolazione facile sul diametro desiderato mediante vite zigrinata
e controdado posizionati all�interno.Acciaio speciale per utensili forgiato e temprato, manici isolati
rivestiti in materiale bicomponente collaudati VDE, conformi alla norma EC 60900 DIN EN 60900.

PINZE SPELAFILI VDE ISOLATE 1000 VOLT

Cod. Tec. GR54
Euro

Cavi
mm²

Filo media resistenza
Ø max mm

Lunghezza
mm

F1217160 41,10 1,5 - 2,5 1,5 160

ART. 14 26 160
Tronchesi laterali cromati con funzione di spelacavi per conduttori unipolari da 1,5 e 2,5 mm²,taglio
di cavi NYM fino a 5 x 2,5 mm², punte lunghe per i lavori di taglio più accurati anche in condizioni di
spazio ristretto, taglienti di precisione temperati ad induzione, durezza taglienti ca. 60 HRC.
Acciaio al cromo-vanadio, forgiato e temprato, manici isolati rivestiti in materiale bicomponente
collaudati VDE, conformi alla norma EC 60900 DIN EN 60900.

TRONCHESI LATERALI CON SPELACAVI VDE ISOLATI 1000 VOLT

Cod. Tec. GR54
Euro

Cavi
mm²

Filo alta resistenza
Ø max mm

Lunghezza
mm

F1218160 34,35 0,5 - 0,75 - 1,5 - 2,5 1,6 160

ART. 13 02 160
Pinze per lavori di cablatura, per serrare e piegare fili, per tagliare fili duri e medio-duri, con fori di
precisione per spelare cavi, per crimpare terminali a bussola.Acciaio al cromo-vanadio forgiato e
temprato a olio, taglienti di precisione ulteriormente temperati ad induzione durezza ca. 60 HRC,
manici rivestiti in materiale bicomponente.

PINZE COMBINATE PER ELETTRICISTI E CABLATORI

Cod. Tec. GR54
Euro

Lunghezza
mm

F1225135 38,05 135

ART. 16 95 01 SB
Utensile per spelare cavi elettrici a sezione tonda e cavi per ambienti umidi (cavo NYM 3x1,5 mm² -
5x2,5 mm²), cavi per trasmissione dati (Twisted-Pair), e cavi coassiali.Con molla di ritorno e nottolino
di arresto, corpo in resina sintetica rinforzata con fibra di vetro.
Impiego:
- Spelatura cavo a sezione tonda Ø 8-13 mm
- Spelatura conduttori e cavetti 0,2 - 4 mm²
- Spelatura cavi per trasmissione dati CAT 5 - 7, Twisted Pair (UTP/STP)
- Spelatura cavi coassiali Ø 4,8 - 7,5 mm

UTENSILE SPELACAVI UNIVERSALE ERGOSTRIP®

F.27Indivisible package  Suggested retail package - Unit price

Tech. Code Cables
mm²

Length
mm

10 160

ITEM: F1211
Chrome plated pliers, handles with bi-component grips

WIRE STRIPPERS

Tech. Code Cables
mm²

Length
mm

10 160

ITEM: WX3430
STANDARD DIN 8979

Wire strippers PREMIUM QUALITY made of chromium-molybdenum steel. Insulated handles up to
1000 V DIN EN 60900 / VDE 0682-201.
Hardness: handles 43-48 HRC, cutting nipper 58-60 HRC.
Hypoallergenic ERGOFORM grip handles anti-slip, soft and comfortable in SANTOPRENE® which
guarantees maximum resistance for fast and precise work. For wires with resin or rubber insulated
with Ø 5 mm max.Adjustment of the desired diameter with knurled screw and locknut.

WIRE STRIPPERS INSULATED 1000 VOLTS

Tech. Code Cables
mm²

AWG
Length

mm
10 7 160

ITEM: 11 06 160
Pliers for unipolar conductors, multi-strand, thin wires with synthetic resin Insulation or rubber with
max. Ø 5 mm and section 10 mm², easy adjustment to the desired diameter with knurled screw and
lock-nut positioned Inside.Special steel for forged and hardened tools, Insulated handles coated in bi-
component material, VDE tested, compliant with VDE,EC 60900 DIN EN 60900 standard.

WIRE STRIPPERS VDE INSULATED 1000 VOLTS

Tech. Code Cables
mm²

Medium resistance wire
Ø max mm

Length
mm

1,5 - 2,5 1,5 160

ITEM: 14 26 160
Chrome-plated side-cutter pliers with wire stripper function for 1,5 and 2,5 mm²,single core conductors
cutting of NYM up to 5 x 2,5 mm², long tips for the most accurate cutting jobs even in condictions of
restricted space, precision Induction hardened cutting 60 HRC.
Chrome-vanadium steel, forged and hardened, Insulated handles coated in bi-component material,
VDE tested, compliant with EC 60900 DIN EN 60900 standard.

SIDE-CUTTER PLIERS WITH STRIPPER VDE INSULATED 1000 VOLTS

Tech. Code Cables
mm²

High resistant wire
Ø max mm

Length
mm

0,5 - 0,75 - 1,5 - 2,5 1,6 160

ITEM: 13 02 160
Pliers for cabling work, for clamping and bending wires, for cutting hard and medium strength wire,
with precision holes for stripping cables, for crimping socket terminals.Chrome-vanadium steel, forged
and oil-hardened, precision cutting edges further tempered Induction hardness approx. 60 HRC
handles coated in bi-component material.

COMBINATION PLIERS FOR ELECTRIANS AND CABLING

Tech. Code Length
mm
135

ITEM: 16 95 01 SB
Tool for stripping round electric cables and cables for damp enviroments (cable NYM 3x1,5 mm² -
5x2,5 mm²), data transmission cables (Twisted-Pair), and coaxial cables with return spring and pawl
stop. body in synthetic resin reinforced with fiberglass.
Usage:
- Cable section stripping with round section Ø 8-13 mm
- Conductor stripping and cables 0,2 - 4 mm²
- Cable stripping for CAT 5 - 7, Twisted Pair (UTP/STP)
- Coaxial cable strippingi Ø 4,8 - 7,5 mm

UNIVERSAL DISMANTLING STRIPPER TOOL-ERGOSTRIP®
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ART. F1220
Modello per spelare frontalmente fili isolati semplici, regolazione della lunghezza di spelatura e
adattamento automatico ai vari diametri dei cavi, tronchese a inserimento laterale, lame in acciaio
temprato, corpo in resina caricata vetro e lamiera d'acciaio.

Cod. Tec. GR60
Euro

Cavi
mm²

Spelatura max
mm

Lunghezza
mm

F12200,02-10 21,10 0,2 - 6 20 175

PINZE SPELAFILI AUTOMATICHE

Cod. Tec. GR54
Euro

Cavi Ø
mm

Lunghezza
mm

F12686-29 50,35 6 - 29 135
F1268R1 11,25 Lama di ricambio Lama di ricambio

ART. 16 30 135 SB - 16 39 135
Corpo in resina sintetica antiurto. Per rimuovere guaine da cavi a sezione tonda in PVC,
gomma, silicone, PTFE con Ø 6 - 29 mm.

SGUAINACAVI

Cod. Tec. GR52
Euro

Fustelle Ø
mm

Lunghezza
mm

F1299220 16,50 2 - 2,5 - 3 - 3,5 - 4 - 5 220

ART. F1299
Pinze verniciate a polvere di colore rosso, per punzonare fori su cuoio, tessuto e materiale
sintetico.

PINZE A FUSTELLA

ART. 10
NORMA DIN 7200 FORMA A

In acciaio forgiato, per fustellare guarnizioni di cartone, pelle, cuoio, materie plastiche.

Cod. Tec. GR60
Euro

Ø
mm

Peso
Kg

F1300019 14,36 19 0,228
F1300020 15,99 20 0,317
F1300021 16,39 21

0,313F1300022 18,10 22
F1300023 19,01 23 0,366
F1300024 19,42 24 0,376
F1300025 21,61 25 0,388
F1300026 22,54 26 0,376
F1300027 23,63 27

0,470F1300028 29,56 28
F1300029 28,66 29 0,446
F1300030 28,39 30 0,575
F1300032 31,13 32 0,588
F1300040 47,77 40 0,870
F1300050 70,03 50 1,234
F1300060 150,66 60 1,850

Cod. Tec. GR60
Euro

Ø
mm

Peso
Kg

F1300002 6,78 2
0,047F1300003 6,79 3

F1300004 6,79 4 0,048
F1300005 6,79 5 0,055
F1300006 6,79 6 0,068
F1300007 6,79 7 0,092
F1300008 6,79 8 0,097
F1300009 6,79 9 0,095
F1300010 6,79 10 0,135
F1300011 7,49 11 0,129
F1300012 8,58 12 0,135
F1300013 9,28 13 0,165
F1300014 10,06 14 0,169
F1300015 10,92 15 0,173
F1300016 11,78 16 0,175
F1300017 12,95 17 0,226
F1300018 13,73 18 0,228

FUSTELLE A CAVALLOTTO DIN 7200 A

Cod. Tec. GR54
Euro

Lunghezza
mm

F1290220 27,80 220

ART. 10 99 I220
Pinze per il fissaggio di fascette con una o due orecchie (sistema Oetiker o simili), non danneggia i
punti di compressione sulle fascette ad orecchio, la testa affusolata consente una buona accessibilità
in condizioni di spazio ristretto.Modello per impiego universale grazie all'ulteriore basetta di
compressione laterale.
Acciaio speciale per utensili bonificato, forgiato e temprato ad olio, manici rivestiti in resina sintetica.

PINZE PER FASCETTE METALLICHE CON ORECCHIE

F.28 Indivisible package   Suggested retail package - Unit price

ITEM: F1220
Designed for front stripping of simple insulated cables, stripping length adjustment, and automatic
fitting to the different cable diameters, side insertion nipper, hardened steel blades, filled resin glass
and sheet steel body.

Tech. Code Cables
mm²

Max stripping
mm

Length
mm

0.2 - 6 20 175

AUTOMATIC WIRE STRIPPERS

Tech. Code Cables ø
mm

Length
mm

6 - 29 135
Spare blade/knife Spare blade/knife

ITEM: 16 30 135 SB - 16 39 135
Shock-proof, synthetic resin body. Designed for round-section cable stripping, PVC, rubber,
silicon, Ø 6 - 29 mm. PTFE.

CABLE STRIPPERS

Tech. Code Punches ø
mm

Length
mm

2 - 2,5 - 3 - 3,5 - 4 - 5 220

ITEM: F1299
Red powder coated plier designed to punch holes into leather, fabric and plastic materials

PUNCH PLIERS

ITEM: 10
STANDARD DIN 7200 FORM A

In forged steel, for punching cardboard, leather, plastic seals.

Tech. Code Ø
mm

Weight
Kg

19 0.228
20 0.317
21

0,313
22
23 0,366
24 0.376
25 0.388
26 0.376
27

0.470
28
29 0,446
30 0.575
32 0.588
40 0.870
50 1.234
60 1.850

Tech. Code Ø
mm

Weight
Kg

2
0.047

3
4 0.048
5 0.055
6 0.068
7 0.092
8 0.097
9 0.095
10 0.135
11 0.129
12 0.135
13 0.165
14 0.169
15 0.173
16 0.175
17 0.226
18 0.228

ARC PUNCHES DIN 7200 A

Tech. Code Length
mm
220

ITEM: 10 99 I220
Pliers for securing bands with one or two ears (system Oetiker o simili), does not damage compressed
points on the ear clamps, the tapered head allows good accessibility in restricted space conditions.
Model for universal use thanks to the additional base of lateral compression.
Special steel for tempered, forged, oil-hardened tools. Handles coated with synthetic resin.

PLIERS FOR METAL CLAMPS WITH EARS
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F.29 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ART. 0800330
Kit di fustelle intercambiabili in acciaio temprato, durezza 56-58 HRC. L'impugnatura ergonomica,
riduce lo sforzo, assorbe le vibrazioni e permette di tenere la mano a distanza dalla zona di battuta del
martello, inoltre offre la possibilità di montare 2 fustelle per realizzare guarnizioni ad anello con una
sola battuta. Le fustelle da 3 a 10 mm hanno l'attacco filettato, mentre dal diametro 12 mm vengono
bloccate a baionetta. Adatte per fustellare cuoio, gomma, gomma rinforzata, cartone, materie
plastiche flessibili e materiali sintetici.

Composizione:
0892030 Impugnatura ergonomica
089 Fustelle 3 - 4 - 6 - 8 - 10 - 12 - 14 - 16 - 18 - 20 - 22 - 24 - 26 - 28 - 30 mm

Cod. Tec. GR60
Euro Pezzi

F1312SET16 140,06 16

FUSTELLE INTERCAMBIABILI CON IMPUGNATURA - KIT 16 PEZZI

ART. 120610 - 122970
NORMA DIN 7200 FORMA A

Serie in borsa arrotolabile.

Composizione:
- F1310SET12 Ø mm 3 - 5 - 7 - 8 - 10 - 12 - 13 - 14 - 16 - 19 - 22 - 25
- F1310SET19 Ø mm 2 - 3 - 4 - 5 - 6 - 7 - 8 - 9 - 10 - 11 - 12 - 13 - 14 - 15 - 16 - 17 - 18 - 19 - 20

Cod. Tec. GR60
Euro Pezzi

Peso
kg

F1310SET12 105,99 12 2,1

F1310SET19 165,04 19 2,7

FUSTELLE A CAVALLOTTO DIN 7200 A IN SERIE

ART. 0800250
Kit di fustelle intercambiabili in acciaio temprato, durezza 56-58 HRC. L'impugnatura ergonomica,
riduce lo sforzo, assorbe le vibrazioni e permette di tenere la mano a distanza dalla zona di battuta del
martello, inoltre offre la possibilità di montare 2 fustelle per realizzare guarnizioni ad anello con una
sola battuta. La punta di centraggio facilita l'espulsione dello sfrido. Le fustelle da 2 a 10 mm hanno
l'attacco filettato, mentre dal diametro 12 mm vengono bloccate a baionetta. Adatte per fustellare
cuoio, gomma, gomma rinforzata, cartone, materie plastiche flessibili e materiali sintetici.

Composizione:
0893100 Impugnatura ergonomica
0892050 Supporto adattatore
0880100 Punta di centraggio retrattile
089 Fustelle 2 - 3 - 4 - 5 - 6 - 7 - 8 - 9 - 10 - 12 - 14 - 16 - 18 - 20 - 22 - 24 - 26 - 28 - 30

32 - 34 - 36 - 38 - 40 - 42 - 44 - 46 - 48 - 50 mm

Cod. Tec. GR60
Euro Pezzi

F1315SET32 266,48 32

FUSTELLE INTERCAMBIABILI CON IMPUGNATURA - KIT 32 PEZZI

ART. 089
Fustelle intercambiabili in acciaio temprato, durezza 56-58 HRC. Le fustelle da 2 a 10 mm hanno l'attacco filettato,
mentre dal diametro 12 mm vengono bloccate a baionetta.

Cod. Tec. GR60
Euro

Ø
mm

F132024 (12,63) 24
F132026 (12,63) 26
F132028 (12,63) 28
F132030 (12,63) 30
F132032 (15,69) 32
F132034 (15,69) 34
F132036 (15,69) 36
F132038 (15,69) 38
F132040 (15,69) 40
F132042 (18,74) 42
F132044 (18,74) 44
F132046 (18,74) 46
F132048 (18,74) 48
F132050 (18,74) 50

Cod. Tec. GR60
Euro

Ø
mm

F132002 (7,68) 2
F132003 (7,68) 3
F132004 (7,68) 4
F132005 (7,68) 5
F132006 (7,68) 6
F132007 (7,68) 7
F132008 (7,68) 8
F132009 (7,68) 9
F132010 (7,68) 10
F132012 (9,25) 12
F132014 (9,25) 14
F132016 (9,25) 16
F132018 (9,25) 18
F132020 (9,25) 20
F132022 (12,63) 22

FUSTELLE INTERCAMBIABILI

F.29Indivisible package  Suggested retail package - Unit price

ITEM: 0800330
Kit of interchangeable dies in hardened steel, hardness 56-58 HRC. The ergonomic handle reduces
the strain, absorbs vibrations and allows the hand to be kept away from the hammer striking area, and
also offers the possibility of mounting 2 dies to make ring seals with just one stop. The dies from 3 to
10 mm have the threaded connection, while from the 12 mm diameter they are locked by bayonet.
Suitable for punching leather, rubber, reinforced rubber, cardboard, flexible plastics and synthetic
materials.
Composition:
0892030 Ergonomic handle
089 Dies 3 - 4 - 6 - 8 - 10 - 12 - 14 - 16 - 18 - 20 - 22 - 24 - 26 - 28 - 30 mm

Tech. Code Pieces

16

INTERCHANGEABLE PUNCH DIES WITH HANDLE-KIT 16 PIECES

ITEM: 120610 - 122970
STANDARD DIN 7200 FORM A

Set in wrapping bag.

Composition:
- F1310SET12 Ø mm 3 - 5 - 7 - 8 - 10 - 12 - 13 - 14 - 16 - 19 - 22 - 25
- F1310SET19 Ø mm 2 - 3 - 4 - 5 - 6 - 7 - 8 - 9 - 10 - 11 - 12 - 13 - 14 - 15 - 16 - 17 - 18 - 19 - 20

Tech. Code Pieces
Weight

kg

12 2.1

19 2.7

ARC PUNCHES DIN 7200 A IN SETS

ITEM: 0800250
Kit of interchangeable dies in hardened steel, hardness 56-58 HRC. The ergononic handle reduces
the strain, absorbs vibrations and allows the hand to be kept away from the hammer striking area
and also offers the possibility of mounting 2 dies to make ring seals with just one stop. The centering
tip facilitates the explusion of waste. The dies from 2 to 10 mm have the threaded connection, while
from the 12 mm diameter they are locked by bayonet. Suitable for punching leather, rubber, reinforced
rubber, cardboard and flexible plastics and synthetic materials.

Composition:
0893100 Erogononic handle
0892050 Adaptor support
0880100 Retractable centering tip
089 Dies2 - 3 - 4 - 5 - 6 - 7 - 8 - 9 - 10 - 12 - 14 - 16 - 18 - 20 - 22 - 24 - 26 - 28 - 30

32 - 34 - 36 - 38 - 40 - 42 - 44 - 46 - 48 - 50 mm

Tech. Code Pieces

32

INTERCHANGEABLE PUNCH DIES WITH HANDLE-KIT 32 PIECES

ITEM: 089
Interchangeable dies in hardened steel, hardness 56-58 HRC. The dies from 2 to 10 mm have the threaded
connection, while from the 12 mm diameter they are locked by bayonet.

Tech. Code Ø
mm
24
26
28
30
32
34
36
38
40
42
44
46
48
50

Tech. Code Ø
mm
2
3
4
5
6
7
8
9

10
12
14
16
18
20
22

INTERCHANGEABLE PUNCH DIES
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F.30 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR52
Euro

Lunghezza
mm

F1400115 9,20 115

ART. F1400
Acciaio inox satinato antiacido ed antimagnetico.

PINZETTE A MOLLA CON PUNTE FINISSIME

Cod. Tec. GR52
Euro

Lunghezza
mm

F1410115 6,75 115

ART. F1410
Acciaio inox satinato antiacido ed antimagnetico.

PINZETTE A MOLLA CON PUNTE FINI RIGIDE

Cod. Tec. GR52
Euro

Lunghezza
mm

F1420120 8,01 120

ART. F1420
Acciaio inox satinato antiacido ed antimagnetico.

PINZETTE A MOLLA CON PUNTE FORTI RIGIDE

Cod. Tec. GR52
Euro

Lunghezza
mm

F1440115 10,56 115

ART. F1440
Acciaio inox satinato antiacido ed antimagnetico.

PINZETTE A MOLLA CON PUNTE FINISSIME ANGOLATE

Cod. Tec. GR54
Euro

Lunghezza
mm

F1458155 15,60 155

ART. 92 22 35
Acciaio al nichel-cromo, inossidabile, antimagnetico, resistente agli acidi.

PINZETTE A MOLLA CON PUNTE SOTTILI DRITTE E PERNO DI GUIDA

Cod. Tec. GR54
Euro

Lunghezza
mm

F1468155 13,35 155

ART. 92 34 36
Acciaio per molle altamente resistente.

PINZETTE A MOLLA CON PUNTE SOTTILI PIEGATE E PERNO DI GUIDA

I prodotti sono disponibili nel CAP F

PINZE A BECCHI MEZZOTONDI VDE ISOLATE 1000 VOLT

Cod. Tec. Lunghezza
mm

Becchi
mm

Durezza taglienti
HRC

F0245200 200 73 58-68

Prodotti correlati

F.30 Indivisible package   Suggested retail package - Unit price

Tech. Code Length
mm
115

ITEM: F1400
Acid- resistant and anti- magnetic satin stainless steel.

TWEEZERS WITH EXTRA FINE TIPS

Tech. Code Length
mm
115

ITEM: F1410
Acid- resistant and anti- magnetic satin stainless steel.

TWEEZERS WITH FINE RIGID TIPS

Tech. Code Length
mm
120

ITEM: F1420
Acid- resistant and anti- magnetic satin stainless steel.

TWEEZERS WITH STRONG RIGID TIPS

Tech. Code Length
mm
115

ITEM: F1440
Acid- resistant and anti- magnetic satin stainless steel.

TWEEZERS WITH EXTRA FINE ANGLED TIPS

Tech. Code Length
mm
155

ITEM: 92 22 35
Nickel-chrome, acid and magnetic resistant stainless steel.

SLIM TIP TWEEZERS WITH CENTERING PIN

Tech. Code Length
mm
155

ITEM: 92 34 36
High resistant spring steel

BENT TIP TWEEZERS WITH CENTERING PIN

The products are available in chapter F

HALF ROUND NOSE PLIERS VDE INSULATED 1000 VOLTS

Tech. Code Length
mm

Jaws
mm

Hardness cutting
HRC

200 73 58-68

Related products
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F.31 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR54
Euro

Lunghezza
mm

Valori di taglio 1800 N/mm²
Ø max mm

F1705160 24,75 160 4

ART. 70 05 160
Tronchese cromato di alta qualità con manici rivestiti in materiale bicomponente.
Taglienti di precisione ulteriormente temprati (durezza circa 62 HRC) per tutti i tipi di filo
metallico dolce e duro.

Cod. Tec. GR54
Euro

Lunghezza
mm

Filo alta resistenza
Ø max mm

F1750110 16,30 110 1,2
F1750125 16,30 125 1,5
F1750140 16,30 140 1,8
F1750160 16,55 160 2,0
F1750180 18,15 180 2,5

ART. 70 01 110/125/140/160/180
NORMA DIN ISO 5749

Tronchesi laterali per un uso versatile con taglienti di precisione per filo metallico a bassa e alta
resistenza e filo di rame sottile, testa stretta per l�impiego in luoghi di difficile accesso.
Acciaio al cromo-vanadio forgiato e temperato a olio, taglienti ulteriormente temperati ad
induzione con durezza ca. 62 HRC, manici rivestiti in resina sintetica.

TRONCHESI A TAGLIENTE DIAGONALE

Cod. Tec. GR51
Euro

Lunghezza
mm

Durezza taglienti
mm

F1690125 14,10 125
58-60F1690160 15,60 160

ART. WX3600
NORMA DIN/ISO 5749

Tronchesi a tagliente diagonale PREMIUM QUALITY realizzati in acciaio cromo-molibdeno, con
finitura satinata, taglienti ad alta resistenza extra precisi temprati ad induzione.
Durezza: manici 43-48 HRC, taglienti 58-60 HRC.
Impugnature ERGOFORM ipoallergeniche, antiscivolo, morbide e confortevoli, in SANTOPRENE® che
garantiscono la massima resistenza per un lavoro veloce e di precisione.
Conforme alle direttive RoHS e REACH.

TRONCHESI A TAGLIENTE DIAGONALE

Cod. Tec. GR54
Euro

Lunghezza
mm

Filo alta resistenza
Ø max mm

F1752125 19,90 125 1,5
F1752140 20,30 140 1,8
F1752160 20,80 160 2,0
F1752180 22,30 180 2,5

ART. 70 02 125/140/160/180
NORMA DIN ISO 5749

Tronchesi laterali per un uso versatile con taglienti di precisione per filo metallico a bassa e alta
resistenza e filo di rame sottile, testa stretta per l�impiego in luoghi di difficile accesso.
Acciaio al cromo-vanadio forgiato e temprato a olio, taglienti ulteriormente temprati ad induzione con
durezza ca. 62 HRC, manici rivestiti in materiale bicomponente.

ART. 76 05 125
NORMA DIN ISO 5749

Tronchesi laterali con taglienti di precisione per filo a bassa e ad alta resistenza, per filo armonico
ma anche filo di rame sottile. Acciaio forgiato e temprato ad olio, taglienti ulteriormente temprati ad
induzione con durezza ca. 63 HRC, manici rivestiti in materiale bicomponente.
Specifica:
Modello a testa tonda con tagliente a "V" semi-centrale.

Cod. Tec. GR54
Euro

Lunghezza
mm

Filo armonico
Ø max mm

F1612125 27,95 125 0,6

F.31Indivisible package  Suggested retail package - Unit price

Tech. Code Length
mm

Cutting force 1800 N/mm²
Ø max mm

160 4

ITEM: 70 05 160
Superior quality chromed cutter featuring bi-component coated handles.
Precision, additionally induction hardened cutting edges
(approx 62 HRC) for hard and soft wires

Tech. Code Length
mm

High resistant wire
Ø max mm

110 1,2
125 1,5
140 1,8
160 2,0
180 2,5

ITEM: 70 01 110/125/140/160/180
STANDARD DIN ISO 5749

Diagonal cutting nippers for versatile use with precision cutting edges for low and high resistant
wire and thin copper wire, narrow head for use in difficult-to-reach locations. Chrome-vanadium
steel, forged, oil-hardened, additional hardened Induction with hardness approx. 62 HRC,
handles coated with synthetic resin.

DIAGONAL CUTTING NIPPERS

Tech. Code Length
mm

Hardness cutting
mm

125
58-60

160

ITEM: WX3600
STANDARD DIN/ISO 5749

PREMIUM QUALITY diagonal cutting nippers made of chromium-molybodenum steel, with satin
finish, cutting of high resistance extra precise Induction hardened.
Hardness: handles 43-48 HRC, cutting nippers 58-60 HRC.
Hypoallergenic ERGOFORM grip handles, anti-slip, soft and comfortable, in SANTOPRENE® which
guarantees maximum resistance for fast and precise work. Compliant with RoHS and REACH
directives.

DIAGONAL CUTTING NIPPERS

Tech. Code Length
mm

High resistant wire
Ø max mm

125 1,5
140 1,8
160 2,0
180 2,5

ITEM: 70 02 125/140/160/180
STANDARD DIN ISO 5749

Diagonal cutting nippers for versatile use with precision cutting edges for low and high resistant wire
and thin copper wire, narrow head for use in difficult-to-reach locations. Chrome-vanadium steel,
forged, oil-hardened, additional hardened Induction with hardness approx. 62 HRC, handles coated in
bi-component material.

ITEM: 76 05 125
STANDARD DIN ISO 5749

Side cutters with precision cutting edges for low and high resistant wire, piano wire but also thin
copper wire. Forged and oil-hardened steel, cutting edges further hardened Induction with hardness
appprox 63 HRC, handles coated in bi-component material.
Specific:
Round head model with semi-central bevel cutting edge.

Tech. Code Length
mm

Piano wire
Ø max mm

125 0,6
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F.32 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR51
Euro

Lunghezza
mm

Durezza taglienti
HRC

F1708125 16,76 125
58-60F1708160 18,41 160

ART. WX3610
NORMA DIN/ISO 5749

Tronchesi a tagliente diagonale PREMIUM QUALITY realizzati in acciaio cromo-molibdeno, con
finitura satinata, taglienti ad alta resistenza extra precisi temprati ad induzione.
Impugnature isolate fino a 1000 V secondo DIN EN 60900 / VDE 0682-201.
Durezza: manici 43-48 HRC, taglienti 58-60 HRC.
Impugnature ERGOFORM ipoallergeniche, antiscivolo, morbide e confortevoli, in SANTOPRENE® che
garantiscono la massima resistenza per un lavoro veloce e di precisione.
Conforme alle direttive RoHS e REACH.

TRONCHESI A TAGLIENTE DIAGONALE VDE ISOLATI 1000 VOLT

Cod. Tec. GR51
Euro

Lunghezza
mm

Durezza taglienti
HRC

F1735180 21,12 180 58-60

ART. WX3620
NORMA DIN/ISO 5749

Tronchesi Heavy Duty a grande effetto con tagliente diagonale PREMIUM QUALITY realizzati in
acciaio cromo-molibdeno, con finitura satinata, taglienti ad alta resistenza extra precisi temprati ad
induzione.
Durezza: manici 43-48 HRC, taglienti 58-60 HRC.
Impugnature ERGOFORM ipoallergeniche, antiscivolo, morbide e confortevoli, in SANTOPRENE® che
garantiscono la massima resistenza per un lavoro veloce e di precisione.
Conforme alle direttive RoHS e REACH.

TRONCHESI A TAGLIENTE DIAGONALE HEAVY DUTY

ART. 70 06 125/140/160/180
NORMA DIN ISO 5749

Tronchesi laterali con taglienti di precisione per filo metallico a bassa e alta resistenza e filo di rame
sottile, testa stretta per l�impiego in luoghi di difficile accesso.
Acciaio al cromo-vanadio forgiato e temprato a olio, taglienti ulteriormente temprati ad induzione con
durezza ca. 62 HRC, manici isolati rivestiti in materiale bicomponente collaudati VDE, conformi alla
norma EC 60900 DIN EN 60900.

Cod. Tec. GR54
Euro

Lunghezza
mm

Filo alta resistenza
Ø max mm

F1753125 26,05 125 1,5

F1753140 26,25 140 1,8

F1753160 28,20 160 2,0

F1753180 30,35 180 2,5

TRONCHESI A TAGLIENTE DIAGONALE VDE ISOLATI 1000 VOLT

Cod. Tec. GR54
Euro

Lunghezza
mm

Filo armonico
Ø max mm

F1736140 20,10 140 1,5
F1736160 20,50 160 2,0
F1736180 22,50 180 2,2
F1736200 24,75 200 2,5
F1736250 31,35 250 3,0

ART. 74 01 140/160/180/200/250
NORMA DIN ISO 5749

Tronchesi laterali tipo "FORTE" per massime sollecitazioni continue, con elevata capacità di carico
e lunga durata, utilizzo con minimo sforzo grazie all'ottimale combinazione tra il rapporto di leva e la
geometria dei taglienti.
Acciaio al cromo-vanadio ad alte prestazioni forgiato e temprato, taglienti di precisione ulteriormente
temprati ad induzione durezza ca. 64 HRC, manici rivestiti in resina sintetica.

TRONCHESI A TAGLIENTE DIAGONALE TIPO FORTE

F.32 Indivisible package   Suggested retail package - Unit price

Tech. Code Length
mm

Hardness cutting
HRC

125
58-60

160

ITEM: WX3610
STANDARD DIN/ISO 5749
PREMIUM QUALITY diagonal cutting nippers made of chromeium-molybdenum steel, with satin
finish, cutting of high resistance extra precise Induction hardened.
Insulated handles up to 1000 V DIN EN 60900 / VDE 0682-201.
Hardness: handles 43-48 HRC, cutting nipper 58-60 HRC.
Hypoallergenic ERGOFORM grip handle, in SANTOPRENE® which guarantees maximum resistance
for fast and precise work.
Compliant with RoHS e REACH directives.

DIAGONAL CUTTING NIPPERS VDE INSULATED 1000 VOLTS

Tech. Code Length
mm

Hardness cutting
HRC

180 58-60

ITEM: WX3620
STANDARD DIN/ISO 5749

Heavy-duty cutting nippers great Impact with diagonal cutting PREMIUM QUALITY made in
chromium-molybdenum steel with satin finish, cutting of high resistance extra precise Induction
hardened.
Hardness: handles 43-48 HRC, cutting nipper 58-60 HRC.
Hypoallergenic ERGOFORM grip handles, in SANTOPRENE® which guarantees maximum resistance
for fast and precise work.
Compliant with RoHS e REACH directives.

HEAVY-DUTY DIAGONAL CUTTING NIPPERS

ITEM: 70 06 125/140/160/180
STANDARD DIN ISO 5749

Diagonal cutting nippers with precision cutting edges for metal wire of low and high resistance, copper
wire, narrow head for use in difficult-to-reach locations. Chrome-vanadium steel, forged, oil-hardened,
additional hardened Induction with hardness approx. 62 HRC, Insulated handles coated with bi-
component material VDE tested, compliant with EC 60900 DIN EN 60900 standard.

Tech. Code Length
mm

High resistant wire
Ø max mm

125 1,5

140 1,8

160 2,0

180 2,5

DIAGONAL CUTTING NIPPERS VDE INSULATED 1000 VOLTS

Tech. Code Length
mm

Piano wire
Ø max mm

140 1,5
160 2,0
180 2,2
200 2,5
250 3,0

ITEM: 74 01 140/160/180/200/250
STANDARD DIN ISO 5749

Side cutting nippers "STRONG" for maximum continuous stresses with high load capacity and long
life, can be used with minimum effort thaks to the optimal combination of the lever ratio and the
geometry of the cutting edges.High performance forged and hardened chrome-vanadium steel, further
precision cutting edges, hardened Induction hardness approx. 64 HRC, handles coated with synthetic
resin.

HEAVY-DUTY DIAGONAL CUTTING NIPPERS
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F.33 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR54
Euro

Lunghezza
mm

Valori di taglio 2300 N/mm²
Ø max mm

F1748160 31,25 160 2
F1748180 34,05 180 2,2
F1748200 35,70 200 2,5

ART. 74 05 160/180/200
NORMA DIN/ISO 5749

Tronchesi a grande effetto tipo FORTE con tagliente diagonale.
Elevata capacità di carico e lunga durata senza sforzo grazie all’ottimale combinazione tra il
rapporto di leva e la geometria dei taglienti. Taglienti di precisione ulteriormente temperati ad
induzione (durezza circa 64 HRC) per tutti i tipi di filo metallico incluso filo armonico.

TRONCHESI A TAGLIENTE DIAGONALE TIPO FORTE

Cod. Tec. GR51
Euro

Lunghezza
mm

Durezza taglienti
HRC

F1745180 23,80 180 58-60

ART. WX3630
NORMA DIN/ISO 5749

Tronchesi Heavy Duty a grande effetto con tagliente diagonale PREMIUM QUALITY realizzati in
acciaio cromo-molibdeno, con finitura satinata, taglienti ad alta resistenza extra precisi temprati ad
induzione.
Impugnature isolate fino a 1000 V secondo DIN EN 60900 / VDE 0682-201.
Durezza: manici 43-48 HRC, taglienti 58-60 HRC.
Impugnature ERGOFORM ipoallergeniche, antiscivolo, morbide e confortevoli, in SANTOPRENE® che
garantiscono la massima resistenza per un lavoro veloce e di precisione.
Conforme alle direttive RoHS e REACH.

TRONCHESI HEAVY DUTY VDE ISOLATI 1000 VOLT

Cod. Tec. GR54
Euro

Lunghezza
mm

Filo armonico
Ø max mm

F1739180 58,70 180 3,0

ART. 73 72 180
NORMA DIN ISO 5749

Tronchesi con tagliente laterale di qualità superiore, rapporto di trasmissione della forza ottimale
grazie alla struttura della doppia articolazione brevettata, trancia in modo netto e sicuro tutti i tipi di
filo metallico. Elevata stabiliti di taglio e nessun gioco nell'articolazione che è forgiata e fresata con
elevata precisione.
Acciaio al cromo-vanadio ad alte prestazioni, forgiato e temprato ad olio, manici rivestiti in materiale
bicomponente.

TRONCHESI A TAGLIENTE DIAGONALE TWINFORCE®

Cod. Tec. GR54
Euro

Lunghezza
mm

Filo armonico
Ø max mm

F1737140 24,35 140 1,5
F1737160 24,75 160 2,0
F1737180 27,30 180 2,2
F1737200 29,10 200 2,5
F1737250 35,20 250 3,0

ART. 74 02 140/160/180/200/250
NORMA DIN ISO 5749

Tronchesi laterali tipo "FORTE" per massime sollecitazioni continue, con elevata capacità di carico
e lunga durata, utilizzo con minimo sforzo grazie all'ottimale combinazione tra il rapporto di leva e la
geometria dei taglienti.
Acciaio al cromo-vanadio ad alte prestazioni forgiato e temprato, taglienti di precisione ulteriormente
temprati ad induzione durezza ca. 64 HRC, manici rivestiti in materiale bicomponente.

TRONCHESI A TAGLIENTE DIAGONALE TIPO FORTE

Cod. Tec. GR54
Euro

Lunghezza
mm

Filo armonico
Ø max mm

F1738160 34,40 160 2,0
F1738180 37,25 180 2,2
F1738200 39,50 200 2,5

ART. 74 06 160/180/200
NORMA DIN ISO 5749

Tronchesi laterali tipo "FORTE" per massime sollecitazioni continue, con elevata capacità di carico
e lunga durata, utilizzo con minimo sforzo grazie all'ottimale combinazione tra il rapporto di leva e la
geometria dei taglienti.
Acciaio al cromo-vanadio ad alte prestazioni forgiato e temprato, taglienti di precisione ulteriormente
temprati ad induzione durezza ca. 64 HRC, manici isolati rivestiti in materiale bicomponente collaudati
VDE, conformi alla norma EC 60900 DIN EN 60900.

TRONCHESI TIPO FORTE VDE ISOLATI 1000 VOLT

F.33Indivisible package  Suggested retail package - Unit price

Tech. Code Length
mm

Cutting force 2300 N/mm²
Ø max mm

160 2
180 2.2
200 2.5

ITEM: 74 05 160/180/200
STANDARD DIN/ISO 5749

Nippers great heavy-duty effect with diagonal cutting.
High capacity of force and long duration without force thanks to a complete combination
between the lever and geometry of the blades. Precision cutting, furthermore induced temperate
(hardness about 64 HRC) for all types of metallic wire including harmonic wire.

HEAVY-DUTY CUTTING NIPPERS

Tech. Code Length
mm

Hardness cutting
HRC

180 58-60

ITEM: WX3630
STANDARD DIN/ISO 5749
Heavy-duty cutting nippers great Impact with diagonal cutting PREMIUM QUALITY made in
chromium-molybdenum steel, with satin finish, cutting of high resistance extra precise Induction
hardened.
Insulated handles up to1000 V DIN EN 60900 / VDE 0682-201.
Hardness: handles 43-48 HRC, cutting nipper 58-60 HRC.
Hypoallergenic ERGOFORM grip handles, anti-slip, soft and comfortable, in SANTOPRENE® which
guarantees maximum resistance for fast and precise work.
Compliant with RoHS e REACH directives.

HEAVY-DUTY CUTTING NIPPERS VDE INSULATED 1000 VOLTS

Tech. Code Length
mm

Piano wire
Ø max mm

180 3,0

ITEM: 73 72 180
STANDARD DIN ISO 5749

Cutting nippers with high-quality side cutting edge, optimum power transmission ratio thanks to the
patented double-joint structure, It cuts all types of wire in a clean and safe way. High cutting stability
and no backlash in the joint that is forged and milled with high precision.
High performance chrome-vanadium steel, forged, oil-hardened, bi-component coated handles.

DIAGONAL CUTTING NIPPERS TWINFORCE®

Tech. Code Length
mm

Piano wire
Ø max mm

140 1,5
160 2,0
180 2,2
200 2,5
250 3,0

ITEM: 74 02 140/160/180/200/250
STANDARD DIN ISO 5749

Side cutting nippers "STRONG" for maximum continuous stresses with high load capacity and long
life, can be used with minimum effort thanks to the optimal combination of the lever ratio and the
geometry of the cutting edges.High performance forged and hardened chrome-vanadium steel,
further precision cutting edges, hardened Induction hardness approx. 64 HRC, handles coated in bi-
component material.

HEAVY-DUTY DIAGONAL CUTTING NIPPERS

Tech. Code Length
mm

Piano wire
Ø max mm

160 2,0
180 2,2
200 2,5

ITEM: 74 06 160/180/200
STANDARD DIN ISO 5749

Side cutting nippers "STRONG" for maximum continuous stresses with high load capacity and long
life, can be used with minimum effort thanks to the optimal combination of the lever ratio and the
geometry of the cutting edges.High performance forged and hardened chrome-vanadium steel,
further precision cutting edges, hardened Induction hardness approx. 64 HRC, handles coated in bi-
component material VDE tested compliant with EC 60900 DIN EN 60900 standard.

HEAVY-DUTY DIAGONAL CUTTING NIPPERS VDE INSULATED 1000 VOLTS
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F.34 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR52
Euro

Lunghezza
mm

Valori di taglio 2000 N/mm²
Ø max mm

F1770160 34,79 160 2

ART. F1770
Corpo in acciaio al carbonio microsabbiato, manici in lamiera d’acciaio rivestiti con guaina in
PVC, tagliente per filo armonico, articolazione a ginocchiera per la demoltiplicazione dello sforzo
di taglio.

TRONCHESI A TAGLIENTE DIAGONALE

Cod. Tec. GR54
Euro

Lunghezza
mm

Filo armonico
Ø max mm

F1749200 43,80 200 3,6

ART. 71 12 200
NORMA DIN ISO 5743

Tronchesi a doppia leva con taglienti di precisione per filo ad alta resistenza e per filo armonico,
per tagliare bulloni, chiodi e rivetti fino a Ø 5,2 mm.
Molla di apertura incorporata nei manici per lavorare in modo confortevole e pratico bloccaggio
per un trasporto sicuro. Acciaio al cromo vanadio ad alte prestazioni, forgiato e temprato ad olio
con taglienti ulteriormente temprati ad induzione, durezza ca. 64 HRC.
Manici rivestiti in materiale bicomponente.

TRONCHESI A DOPPIA LEVA COBOLT® CON MOLLA

Cod. Tec. GR54
Euro

Lunghezza
mm

Filo armonico
Ø max mm

F1751200 52,80 200 3,6

ART. 71 22 200
NORMA DIN ISO 5743

Tronchesi a doppia leva con testa piegata di 20°, taglienti di precisione per filo ad alta resistenza e
per filo armonico, per tagliare bulloni, chiodi e rivetti fino a Ø 5,2 mm.
Molla di apertura incorporata nei manici per lavorare in modo confortevole e pratico bloccaggio per un
trasporto sicuro.
Acciaio al cromo vanadio ad alte prestazioni, forgiato e temprato ad olio con taglienti ulteriormente
temprati ad induzione, durezza ca. 64 HRC.
Manici rivestiti in materiale bicomponente.

TRONCHESI A DOPPIA LEVA COBOLT® CON TESTA PIEGATA

Cod. Tec. GR54
Euro

Lunghezza
mm

Filo armonico
Ø max mm

F1747200 38,70 200 3,6

ART. 71 02 200
NORMA DIN ISO 5743

Tronchesi a doppia leva con taglienti di precisione per filo a bassa e ad alta resistenza e per filo
armonico, per tagliare bulloni, chiodi e rivetti fino a Ø 5,2 mm
Acciaio al cromo vanadio ad alte prestazioni, forgiato e temprato ad olio con taglienti ulteriormente
temprati ad induzione, durezza ca. 64 HRC.
Manici rivestiti in materiale bicomponente.

Cod. Tec. GR54
Euro

Lunghezza
mm

Filo armonico
Ø max mm

F1746200 36,15 200 3,6
F1746250 47,60 250 3,8

ART. 71 01 200 - 71 01 250
NORMA DIN ISO 5743

Tronchesi a doppia leva con taglienti di precisione per filo a bassa e ad alta resistenza e per filo
armonico, per tagliare bulloni, chiodi e rivetti fino a Ø 5,2 mm
Acciaio al cromo vanadio ad alte prestazioni, forgiato e temprato ad olio con taglienti ulteriormente
temprati ad induzione, durezza ca. 64 HRC.
Manici rivestiti in resina sintetica.

TRONCHESI A DOPPIA LEVA COBOLT®

F.34 Indivisible package   Suggested retail package - Unit price

Tech. Code Length
mm

Cutting force 2000 N/mm²
Ø max mm

160 2

ITEM: F1770
Micro-sandblasted carbon steel body, handles in sheet steel sheathed in PVC, cutter for piano
wire, toggle joint to reduce cutting effort.

DIAGONAL CUTTING NIPPERS

Tech. Code Length
mm

Piano wire
Ø max mm

200 3.6

ITEM: 71 12 200
STANDARD DIN ISO 5743

Double lever cutting nippers with precise cutting edges for high resistant wire, piano wire, for
cutting bolts, nails and rivets up to Ø 5,2 mm.
Opening spring incorporated in the handles to work comfortabily and practical locking for safe
transport. High performance chrome-vanadium steel, forged, oil-hardened approx. 64 HRC.
Handles in bi-component material..

DOUBLE LEVER ACTION CUTTING NIPPERS WITH SPRING COBOLT®

Tech. Code Length
mm

Piano wire
Ø max mm

200 3,6

ITEM: 71 22 200
STANDARD DIN ISO 5743

Double lever cutting nippers with bent head of 20°, with precision cutting edges high resistant wire,
piano wire, for cutting bolts, nails and rivets up to Ø 5,2 mm. Opening spring Incorporated in the
handles to work comfortably and practical locking for safe transport.
High performance chrome-vanadium steel, forged, oil-hardened with additional cutting edges Induction
hardened, hardness approx. 64 HRC. Handles coated with bi-component material.

DOUBLE LEVER ACTION CUTTING NIPPERS WITH BENT HEAD COBOLT®

Tech. Code Length
mm

Piano wire
Ø max mm

200 3,6

ITEM: 71 02 200
STANDARD DIN ISO 5743

Double lever cutting nippers with precision cutting edges for low and high resistant wire, piano wire, for
cutting bolts, nails and rivets up to Ø 5,2 mm
High performance chrome-vanadium steel, forged, oil-hardened with additional cutting edges Induction
hardened, hardness approx. 64 HRC. Handles coated in bi-component material.

Tech. Code Length
mm

Piano wire
Ø max mm

200 3,6
250 3,8

ITEM: 71 01 200 - 71 01 250
STANDARD DIN ISO 5743

Double lever cutting nippers with precision cutting edges for low and high resistant wire, piano wire, for
cutting bolts, nails and rivets up to Ø 5,2 mm
High performance chrome-vanadium steel, forged, oil-hardened with additional cutting edges Induction
hardened, hardness approx. 64 HRC. Handles coated in synthetic resin.

DOUBLE LEVER ACTION CUTTING NIPPERS COBOLT®



F

F.35 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR54
Euro

Lunghezza
mm

Filo alta resistenza
Ø max mm

F1608115 35,60 115 0,6

ART. 77 02 115
NORMA DIN ISO 9654

Tronchesi laterali adatti al taglio preciso nell'elettronica e nella meccanica fine, cerniera
passante senza gioco e doppia molla per un�apertura e una chiusura morbida ed uniforme.
Acciaio speciale per utensili bonificato, forgiato e temprato ad olio, taglienti ulteriormente
temprati ad induzione con durezza ca. 60 HRC, manici rivestiti in materiale bicomponente.
Specifica:
Modello a testa tonda con tagliente semi-raso.

TRONCHESI PER ELETTRONICA E MECCANICA FINE

Cod. Tec. GR54
Euro

Lunghezza
mm

F1758140 22,50 140
F1758160 23,55 160
F1758180 25,30 180

ART. 72 01 140/160/180
NORMA DIN ISO 5743

Tronchesi laterali con taglienti rettificati per il taglio raso senza sbavature di resine sintetiche,
con molla di ritorno.
Acciaio al cromo-vanadio forgiato e temprato ad olio, manici rivestiti in resina sintetica.

TRONCHESI DIAGONALI PER MATERIALI PLASTICI

Cod. Tec. GR54
Euro

Lunghezza
mm

Valori di taglio 2300 N/mm²
Ø max mm

F1798200 50,40 200 3

ART. 61 02 200
Pinza bonderizzata nera, testa pulita con manici rivestiti in materiale bicomponente, forma
affusolata.
Taglienti ulteriolmente temperati con una durezza di 64 HRC, in acciaio al vanadio, forgiato e
temperato ad olio.

Cod. Tec. GR54
Euro

Lunghezza
mm

F1761160 42,00 160

ART. 72 21 160
NORMA DIN ISO 5743

Tronchesi inclinati a 85° con taglienti rettificati per il taglio raso senza sbavature di resine sintetiche,
con molla di ritorno.
Acciaio al cromo-vanadio forgiato e temprato ad olio, manici rivestiti in resina sintetica.

TRONCHESI INCLINATI A 85° PER MATERIALI PLASTICI

Cod. Tec. GR54
Euro

Lunghezza
mm

Filo alta resistenza Ø max
mm

F1795160 12,10 160 2,3
F1795200 18,00 200 2,8

ART. 68 01 200
NORMA DIN ISO 5748

Tronchesi con tagliente frontale per filo metallico a bassa e ad alta resistenza, utilizzabili anche per
legare fili metallici.
Acciaio al cromo-vanadio ad alte prestazioni, forgiato e temprato ad olio, manici rivestiti in resina
sintetica.

TRONCHESI FRONTALI PER MECCANICA

Cod. Tec. GR54
Euro

Lunghezza
mm

F1760160 36,85 160

ART. 72 11 160
NORMA DIN ISO 5743

Tronchesi inclinati a 45° con taglienti rettificati per il taglio raso senza sbavature di resine sintetiche,
con molla di ritorno.
Acciaio al cromo-vanadio forgiato e temprato ad olio, manici rivestiti in resina sintetica.

TRONCHESI INCLINATI A 45° PER MATERIALI PLASTICI

F.35Indivisible package  Suggested retail package - Unit price

Tech. Code Length
mm

High resistance wire
Ø max mm

115 0,6

ITEM: 77 02 115
STANDARD DIN ISO 9654

Side cutters suitable for precise cutting in electronics and fine mechanics, pass-through hinge
and low friction and double spring for a soft and uniform opening/closing. Special steel for
hardened, forged, oil-hardened tools, further Induction cutting edges with hardness approx. 60
HRC, handles coated in bi-component material.
Specific:
Round head model with semi-sharp edge.

CUTTING NIPPERS FOR ELECTRONICS AND FINE MECHANICS

Tech. Code Length
mm
140
160
180

ITEM: 72 01 140/160/180
STANDARD DIN ISO 5743

Diagonal cutting nippers rectified cutting edges for sharp cuts without smearing of synthetic
resins, with return spring.
Chrome-vanadium steel, forged, oil.hardened, handles coated wtih synthetic resin.

DIAGONAL CUTTING NIPPERS FOR PLASTIC MATERIALS

Tech. Code Length
mm

Cutting force 2300 N/mm²
Ø max mm

200 3

ITEM: 61 02 200
Bonderized black pliers, clean head, bi-component coated taper-shaped handles. 64 HRC oil-
hardened, vanadium, steel cutting edges

Tech. Code Length
mm
160

ITEM: 72 21 160
STANDARD DIN ISO 5743

85° Inclined cutting nippers with rectified cutting edges for sharp cutting without smearing synthetic
resins, with return spring.
Chrome-vanadium steel forged, hardened, handles coated with synthetic resin.

INCLINED 85° CUTTING NIPPERS FOR PLASTIC MATERIALS

Tech. Code Length
mm

High resistance wire ø max
mm

160 2,3
200 2,8

ITEM: 68 01 200
STANDARD DIN ISO 5748

Front cutting nippers for metal wire of low and high resistance, also used to tie metal wires.
High performance chrome-vanadium steel, forged, oil-hardened, handles coated in resin.

END CUTTING NIPPERS FOR MECHANICS

Tech. Code Length
mm
160

ITEM: 72 11 160
STANDARD DIN ISO 5743

45° Inclined cutting nippers with rectified cutting edges for sharp cutting without smearing synthetic
resins, with return spring.
Chrome-vanadium steel forged, hardened, handles coated with synthetic resin.

INCLINED 45° CUTTING NIPPERS FOR PLASTIC MATERIALS



F

F.36 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ART. F1605
Tronchesi di precisione per micromeccanica, elettronica ed occhialeria.
Corpo in acciaio al cromo vanadio satinato, tagliente raso diagonale, becchi arrotondati.
Molle di richiamo doppie.

Cod. Tec. GR52
Euro

Lunghezza
mm

Valori di taglio 220 N/mm²
Ø mm

F1605RASD 28,98 130 0,4 - 1,8

ART. F1601
Tronchesi di precisione per micromeccanica, elettronica ed occhialeria.
Corpo in acciaio al cromo vanadio satinato, tagliente raso diagonale, becchi arrotondati.
Molle di richiamo doppie.

Cod. Tec. GR52
Euro

Lunghezza
mm

Valori di taglio 220 N/mm²
Ø mm

F1601RASD 27,67 115 0,4 - 1,2

TRONCHESI PER ELETTRONICA E MECCANICA FINE

Cod. Tec. GR54
Euro

Lunghezza
mm

Filo alta resistenza
Ø max mm

F1609130 38,00 130 0,8

ART. 77 02 130
NORMA DIN ISO 9654

Tronchesi laterali adatti al taglio preciso nell'elettronica e nella meccanica fine, cerniera
passante senza gioco e doppia molla per un�apertura e una chiusura morbida ed uniforme.
Acciaio speciale per utensili bonificato, forgiato e temprato ad olio, taglienti ulteriormente
temprati ad induzione con durezza ca. 62 HRC, manici rivestiti in materiale bicomponente.
Specifica:
Modello a testa tonda con tagliente a "V" semi-centrale.

TRONCHESI PER ELETTRONICA E MECCANICA FINE

Cod. Tec. GR54
Euro

Lunghezza
mm

Filo alta resistenza
Ø max mm

F1610115 42,60 115 0,6

ART. 77 12 115
NORMA DIN ISO 9654

Tronchesi laterali adatti al taglio preciso nell'elettronica e nella meccanica fine, cerniera passante
senza gioco e doppia molla per un�apertura e una chiusura morbida ed uniforme.
Acciaio speciale per utensili bonificato, forgiato e temprato ad olio, taglienti ulteriormente temprati ad
induzione con durezza ca. 62 HRC, manici rivestiti in materiale bicomponente.
Specifica:
Modello a testa tonda con tagliente a "V" semi-centrale e dispositivo di tenuta del frammento reciso.

TRONCHESI PER ELETTRONICA E MECCANICA FINE

Cod. Tec. GR54
Euro

Lunghezza
mm

Filo media resistenza
Ø max mm

F1614115 35,80 115 1,0

ART. 77 22 115
NORMA DIN ISO 9654

Tronchesi laterali adatti al taglio preciso nell'elettronica e nella meccanica fine, cerniera passante
senza gioco e doppia molla per un�apertura e una chiusura morbida ed uniforme.
Acciaio speciale per utensili bonificato, forgiato e temprato ad olio, taglienti ulteriormente temprati ad
induzione con durezza ca. 57 HRC, manici rivestiti in materiale bicomponente.
Specifica:
Modello a testa tonda con tagliente raso per acciaio dolce ed a media resistenza.

F.36 Indivisible package   Suggested retail package - Unit price

ITEM: F1605
Micro-mechanics electronics, optical glasses precision nippers. Vanadium chrome satin body,
diagonal cutter, rounded tips. Double rebound springs.

Tech. Code Length
mm

Cutting force 220 N/mm²
mm Ø

130 0.4 - 1.8

ITEM: F1601
Micro-mechanics electronics, optical glasses precision nippers. Vanadium chrome satin body,
diagonal cutter, rounded tips. Double rebound springs.

Tech. Code Length
mm

Cutting force 220 N/mm²
mm Ø

115 0.4 - 1.2

CUTTING NIPPERS FOR ELECTRONICS AND FINE MECHANICS

Tech. Code Length
mm

High resistance wire
Ø max mm

130 0,8

ITEM: 77 02 130
STANDARD DIN ISO 9654

Side cutters suitable for precise cutting in electronics and fine mechanics, pass-through hinge
and low friction and double spring for a soft and uniform opening/closing. Special steel for
hardened, forged, oil-hardened tools, further Induction cutting edges with hardness approx. 62
HRC, handles coated in bi-component material.
Specific:
Round head model with semi-central bevel edge.

CUTTING NIPPERS FOR ELECTRONICS AND FINE MECHANICS

Tech. Code Length
mm

High resistant wire
Ø max mm

115 0,6

ITEM: 77 12 115
STANDARD DIN ISO 9654

Side cutters suitable for precise cutting in electronics and fine mechanics, through hinge, low friction
and double spring for a soft and uniform opening/closing.
Special steel for hardened, forged, oii-hardened tools, further hardened cutting edges induction with
hardness 62 HRC, handles coated with bi-component material.
Specific:
Round head model with semi-central bevel edge and cutting fragment seal device.

CUTTING NIPPERS FOR ELECTRONICS AND FINE MECHANICS

Tech. Code Length
mm

Medium resistance wire
Ø max mm

115 1,0

ITEM: 77 22 115
STANDARD DIN ISO 9654

Side cutters suitable for precise cutting in electronics and fine mechanics, pass-through hinge and low
friction and double spring for a soft and uniform opening/closing. Special steel for hardened, forged,
oil-hardened tools, further Induction cutting edges with hardness approx. 57 HRC, handles coated in
bi-component material.
Specific:
Round head model with sharp edge for mild and medium resistant steel.



F

F.37 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR54
Euro

Lunghezza
mm

Filo alta resistenza
Ø max mm

F1618115 40,20 115 0,5

ART. 77 52 115
NORMA DIN ISO 9654

Tronchesi laterali adatti al taglio preciso nell'elettronica e nella meccanica fine, cerniera
passante senza gioco e doppia molla per un�apertura e una chiusura morbida ed uniforme.
Acciaio speciale per utensili bonificato, forgiato e temprato ad olio, taglienti ulteriormente
temprati ad induzione con durezza ca. 60 HRC, manici rivestiti in materiale bicomponente.
Specifica:
Modello con testa a punta e tagliente semi-raso.

Cod. Tec. GR54
Euro

Lunghezza
mm

Filo bassa resistenza
Ø max mm

F1613115 38,25 115 0,8

ART. 77 72 115
NORMA DIN ISO 9654

Tronchesi laterali adatti al taglio preciso nell'elettronica e nella meccanica fine, cerniera passante
senza gioco e doppia molla per un�apertura e una chiusura morbida ed uniforme.
Acciaio speciale per utensili bonificato, forgiato e temprato ad olio, taglienti ulteriormente temprati ad
induzione con durezza ca. 60 HRC, manici rivestiti in materiale bicomponente.
Specifica:
Modello con testa a punta e tagliente semi-raso per acciaio dolce.

TRONCHESI PER ELETTRONICA E MECCANICA FINE

Cod. Tec. GR54
Euro

Lunghezza
mm

Filo alta resistenza
Ø max mm

F1615115 38,25 115 0,8

ART. 77 42 115
NORMA DIN ISO 9654

Tronchesi laterali adatti al taglio preciso nell'elettronica e nella meccanica fine, cerniera passante
senza gioco e doppia molla per un�apertura e una chiusura morbida ed uniforme.
Acciaio speciale per utensili bonificato, forgiato e temprato ad olio, taglienti ulteriormente temprati ad
induzione con durezza ca. 57 HRC, manici rivestiti in materiale bicomponente.
Specifica:
Modello con testa a punta e tagliente raso per acciaio dolce ed a media resistenza.

TRONCHESI PER ELETTRONICA E MECCANICA FINE

Cod. Tec. GR54
Euro

Lunghezza
mm

Filo media resistenza
Ø max mm

F1616130 39,75 130 1,3

ART. 77 42 130
NORMA DIN ISO 9654

Tronchesi laterali adatti al taglio preciso nell'elettronica e nella meccanica fine, cerniera passante
senza gioco e doppia molla per un�apertura e una chiusura morbida ed uniforme.
Acciaio speciale per utensili bonificato, forgiato e temprato ad olio, taglienti ulteriormente temprati ad
induzione con durezza ca. 57 HRC, manici rivestiti in materiale bicomponente.
Specifica:
Modello con testa a punta e tagliente raso per acciaio dolce ed a media resistenza.

TRONCHESI PER ELETTRONICA E MECCANICA FINE

Cod. Tec. GR54
Euro

Lunghezza
mm

Filo alta resistenza
Ø max mm

F1617115 39,25 115 0,5

ART. 77 32 115
NORMA DIN ISO 9654

Tronchesi laterali adatti al taglio preciso nell'elettronica e nella meccanica fine, cerniera passante
senza gioco e doppia molla per un�apertura e una chiusura morbida ed uniforme.
Acciaio speciale per utensili bonificato, forgiato e temprato ad olio, taglienti ulteriormente temprati ad
induzione con durezza ca. 60 HRC, manici rivestiti in materiale bicomponente.
Specifica:
Modello con testa a punta e tagliente semi-raso.

TRONCHESI PER ELETTRONICA E MECCANICA FINE

F.37Indivisible package  Suggested retail package - Unit price

Tech. Code Length
mm

High resistance wire
Ø max mm

115 0,5

ITEM: 77 52 115
STANDARD DIN ISO 9654

Side cutters suitable for precise cutting in electronics and fine mechanics, pass-through hinge
and low friction and double spring for a soft and uniform opening/closing. Special steel for
hardened, forged, oil-hardened tools, further Induction cutting edges with hardness approx. 60
HRC, handles coated in bi-component material.
Specific:
Pointed head model with semi-sharp edge.

Tech. Code Length
mm

Low resistance wire
Ø max mm

115 0,8

ITEM: 77 72 115
STANDARD DIN ISO 9654

Side cutters suitable for precise cutting in electronics and fine mechanics, pass-through hinge and low
friction and double spring for a soft and uniform opening/closing. Special steel for hardened, forged,
oil-hardened tools, further Induction cutting edges with hardness approx. 60 HRC, handles coated in
bi-component material.
Specific:
Round head model with semi-sharp edge for mild steel.

CUTTING NIPPERS FOR ELECTRONICS AND FINE MECHANICS

Tech. Code Length
mm

High resistant wire
Ø max mm

115 0,8

ITEM: 77 42 115
STANDARD DIN ISO 9654

Side cutters suitable for precise cutting in electronics and fine mechanics, pass-through hinge and low
friction and double spring for a soft and uniform opening/closing. Special steel for hardened, forged,
oil-hardened tools, further Induction cutting edges with hardness approx. 57 HRC, handles coated in
bi-component material.
Specific:
Pointed head model with sharp edge for mild and medium resistant steel.

CUTTING NIPPERS FOR ELECTRONICS AND FINE MECHANICS

Tech. Code Length
mm

Medium resistance wire
Ø max mm

130 1,3

ITEM: 77 42 130
STANDARD DIN ISO 9654

Side cutters suitable for precise cutting in electronics and fine mechanics, pass-through hinge and low
friction and double spring for a soft and uniform opening/closing. Special steel for hardened, forged,
oil-hardened tools, further Induction cutting edges with hardness approx. 57 HRC, handles coated in
bi-component material.
Specific:
Pointed head model with sharp edge for mild and medium resistant steel.

CUTTING NIPPERS FOR ELECTRONICS AND FINE MECHANICS

Tech. Code Length
mm

High resistant wire
Ø max mm

115 0,5

ITEM: 77 32 115
STANDARD DIN ISO 9654

Side cutters suitable for precise cutting in electronics and fine mechanics, pass-through hinge and low
friction and double spring for a soft and uniform opening/closing. Special steel for hardened, forged,
oil-hardened tools, further Induction cutting edges with hardness approx. 60 HRC, handles coated in
bi-component material.
Specific:
Pointed head model with semi-sharp edge.

CUTTING NIPPERS FOR ELECTRONICS AND FINE MECHANICS



F

F.38 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR54
Euro

Lunghezza
mm

Filo dolce Ø max
mm

F1648120 45,45 120 0,6

ART. 64 62 120
NORMA DIN ISO 9654

Tronchesi frontali inclinati a 65° adatti al taglio preciso nell'elettronica e nella meccanica
fine, cerniera passante senza gioco e doppia molla per un�apertura e una chiusura morbida
ed uniforme. Acciaio speciale per utensili bonificato, forgiato e temprato ad olio, taglienti
ulteriormente temprati ad induzione con durezza ca. 56 HRC, manici rivestiti in materiale
bicomponente.
Specifica:
Modello con tagliente semi-raso per acciaio dolce.

TRONCHESI FRONTALI A 65° PER ELETTRONICA E MECCANICA FINE

ART. F1645
Tronchesi di precisione per micromeccanica, elettronica ed occhialeria. Corpo in acciaio al cromo
vanadio satinato, tagliente raso inclinato a 20°, becchi larghi. Molle di richiamo doppie. L'ampia
apertura dei manici permette di avere l'utensile sempre in presa. Le impugnature in materiale vinilico
antiscivolo assicurano un elevato comfort e sono adatte ad un uso prolungato.

Cod. Tec. GR52
Euro

Lunghezza
mm

Valori di taglio 220 N/mm²
Ø mm

F1645RASI 29,94 120 0,4 - 1,2

TRONCHESI FRONTALI A 20° PER ELETTRONICA E MECCANICA FINE

Cod. Tec. GR54
Euro

Lunghezza
mm

Filo bassa resistenza
Ø max mm

F1656115 44,85 115 1,3

ART. 64 52 115
NORMA DIN ISO 9654

Tronchesi frontali inclinati a 27° adatti al taglio preciso nell'elettronica e nella meccanica fine, cerniera
passante senza gioco e doppia molla per un�apertura e una chiusura morbida ed uniforme.
Acciaio speciale per utensili bonificato, forgiato e temprato ad olio, taglienti ulteriormente temprati ad
induzione con durezza ca. 56 HRC, manici rivestiti in materiale bicomponente.
Specifica:
Modello con tagliente raso per acciaio dolce.

Cod. Tec. GR54
Euro

Lunghezza
mm

Filo media resistenza
Ø max mm

F1654115 43,35 115 0,5

ART. 64 42 115
NORMA DIN ISO 9654

Tronchesi frontali inclinati a 27° adatti al taglio preciso nell'elettronica e nella meccanica fine, cerniera
passante senza gioco e doppia molla per un�apertura e una chiusura morbida ed uniforme.
Acciaio speciale per utensili bonificato, forgiato e temprato ad olio, taglienti ulteriormente temprati ad
induzione con durezza ca. 56 HRC, manici rivestiti in materiale bicomponente.
Specifica:
Modello con tagliente semi-raso per acciaio dolce ed a media resistenza.

TRONCHESI FRONTALI A 27° PER ELETTRONICA E MECCANICA FINE

Cod. Tec. GR54
Euro

Lunghezza
mm

Filo media resistenza
Ø max mm

F1652120 44,15 120 0,5

ART. 64 32 120
NORMA DIN ISO 9654

Tronchesi frontali inclinati a 15° adatti al taglio preciso nell'elettronica e nella meccanica fine, cerniera
passante senza gioco e doppia molla per un�apertura e una chiusura morbida ed uniforme.
Acciaio speciale per utensili bonificato, forgiato e temprato ad olio, taglienti ulteriormente temprati ad
induzione con durezza ca. 56 HRC, manici rivestiti in materiale bicomponente.
Specifica:
Modello con tagliente semi-raso per acciaio dolce ed a media resistenza.

TRONCHESI FRONTALI A 15° PER ELETTRONICA E MECCANICA FINE

F.38 Indivisible package   Suggested retail package - Unit price

Tech. Code Length
mm

Mild wire Ø max
mm

120 0.6

ITEM: 64 62 120
STANDARD DIN ISO 9654

65° Inclined front cutting nippers suitable for precise cutting in electronics and fine mechanics,
pass-through hinge, low friction and double spring for a soft and uniform opening/closing.
Special steel for hardened, forged, oil-hardened tools, further hardened Induction cutting edges
with hardness approx. 56 HRC, handles coated in bi-component material.
Specific.
Model with semi-sharp edge for mild steel.

FRONT CUTTING NIPPERS 65° FOR ELECTRONICS AND FINE MECHANICS

ITEM: F1645
Precision, micro-mechanics, electronics, optical glasses nipper cutters. Chrome vanadium steel, satin
chrome plated body, flush diagonal 20° inclined cutter, wide noses. Double rebound springs. A wide
handle opening range allows for the tool's full gripping. Slip resistant vinyl coated full-grip handles, for
a comfort design particularly suited during extended use.

Tech. Code Length
mm

Cutting force 220 N/mm²
Ø mm

120 0.4 - 1.2

FRONT CUTTING NIPPERS 20° FOR ELECTRONICS AND FINE MECHANICS

Tech. Code Length
mm

Low resistance wire
Ø max mm

115 1,3

ITEM: 64 52 115
STANDARD DIN ISO 9654

27° Inclined front cutting nippers suitable for precise cutting in electronics and fine mechanics, pass-
through hinge, low friction and double spring for a soft and uniform opening/closing. Special steel for
hardened, forged, oil-hardened tools, further hardened Induction cutting edges with hardness approx.
56 HRC, handles coated in bi-component material.
Specific.
Model with-sharp edge for mild steel.

Tech. Code Length
mm

Medium resistance wire
Ø max mm

115 0,5

ITEM: 64 42 115
STANDARD DIN ISO 9654

27° Inclined front cutting nippers suitable for precise cutting in electronics and fine mechanics, pass-
through hinge, low friction and double spring for a soft and uniform opening/closing. Special steel for
hardened, forged, oil-hardened tools, further hardened Induction cutting edges with hardness approx.
56 HRC, handles coated in bi-component material.
Specific.
Model with semi-sharp edge for mild and medium resistant steel.

FRONT CUTTING NIPPERS 27° FOR ELECTRONICS AND FINE MECHANICS

Tech. Code Length
mm

Medium resistance wire
Ø max mm

120 0,5

ITEM: 64 32 120
STANDARD DIN ISO 9654

15° Inclined front cutting nippers suitable for precise cutting in electronics and fine mechanics, pass-
through hinge, low friction and double spring for a soft and uniform opening/closing. Special steel for
hardened, forged, oil-hardened tools, further hardened Induction cutting edges with hardness approx.
56 HRC, handles coated in bi-component material.
Specific.
Model with semi-sharp edge for mild and medium resistant steel.

FRONT CUTTING NIPPERS 15° FOR ELECTRONICS AND FINE MECHANICS



F

F.39 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR52
Euro

Lunghezza
mm

Valori di taglio 220 N/mm²
Ø mm

F1640RASF 32,32 120 0,3 - 2

ART. F1640
Corpo in acciaio al cromo vanadio satinato, impugnature duoform bicomponente, adatto anche
per filo duro Ø max 0,6mm.

TRONCHESI FRONTALI A 90° PER ELETTRONICA E MECCANICA FINE

Cod. Tec. GR54
Euro

Lunghezza
mm

Filo alta resistenza
Ø max mm

F1619125 19,70 125 1,0

ART. 78 03 125
NORMA DIN ISO 9654

Tronchesi laterali adatti al taglio preciso nell'elettronica e nella meccanica fine, sezione di
taglio con micro-spostamento dei taglienti controllato per un taglio ultrapreciso anche dei fili
metallici più sottili, articolazione con rivetto in acciaio legato, molla di ritorno e delimitazione di
apertura. Acciaio inossidabile, taglienti con durezza ca. 54 HRC, manici rivestiti in materiale
bicomponente.
Specifica:
Modello con tagliente raso per acciaio dolce ed a media resistenza.

TRONCHESI PER ELETTRONICA SUPER KNIPS®

Cod. Tec. GR54
Euro

Lunghezza
mm

Filo media resistenza
Ø max mm

F1620140 23,65 140 1,2

ART. 78 03 140
NORMA DIN ISO 9654

Tronchesi laterali adatti al taglio preciso nell'elettronica e nella meccanica fine, sezione di taglio con
micro-spostamento dei taglienti controllato per un taglio ultrapreciso anche dei fili metallici più sottili,
articolazione con rivetto in acciaio legato, molla di ritorno e delimitazione di apertura.
Acciaio inossidabile, taglienti con durezza ca. 54 HRC, manici rivestiti in materiale bicomponente.
Specifica:
Modello con tagliente raso per acciaio dolce ed a media resistenza.

TRONCHESI PER ELETTRONICA SUPER KNIPS® XL

Cod. Tec. GR54
Euro

Lunghezza
mm

Filo media resistenza
Ø max mm

F1622125 22,15 125 1,0

ART. 78 13 125
NORMA DIN ISO 9654

Tronchesi laterali adatti al taglio preciso nell'elettronica e nella meccanica fine, sezione di taglio con
micro-spostamento dei taglienti controllato per un taglio ultrapreciso anche dei fili metallici più sottili,
articolazione con rivetto in acciaio legato, molla di ritorno e delimitazione di apertura.
Acciaio inossidabile, taglienti con durezza ca. 54 HRC, manici rivestiti in materiale bicomponente.
Specifica:
Modello con tagliente raso per acciaio dolce ed a media resistenza, con dispositivo di tenuta del
frammento reciso.

Cod. Tec. GR54
Euro

Lunghezza
mm

Filo media resistenza
Ø max mm

F1650115 41,30 115 0,6

ART. 64 02 115
NORMA DIN ISO 9654

Tronchesi frontali inclinati a 90° adatti al taglio preciso nell'elettronica e nella meccanica fine, cerniera
passante senza gioco e doppia molla per un�apertura e una chiusura morbida ed uniforme.
Acciaio speciale per utensili bonificato, forgiato e temprato ad olio, taglienti ulteriormente temprati ad
induzione con durezza ca. 56 HRC, manici rivestiti in materiale bicomponente.
Specifica:
Modello con tagliente a "V" semi-centrale per acciaio dolce ed a media resistenza.

TRONCHESI FRONTALI A 90° PER ELETTRONICA E MECCANICA FINE

F.39Indivisible package  Suggested retail package - Unit price

Tech. Code Length
mm

Cutting force 220 N/mm²
mm Ø

120 0.3 - 2

ITEM: F1640
Vanadium chrome satin steel body, Duoform bi-component handles, suitable also for hard wire
max 0.6mm Ø

FRONT CUTTING NIPPERS 90° FOR ELECTRONICS AND FINE MECHANICS

Tech. Code Length
mm

High ristance wire
Ø mm

125 1,0

ITEM: 78 03 125
STANDARD DIN ISO 9654

Side cutters for precise cutting in electronics and fine mechanics, cutting section with micro-
movement of the cutting edges controlled for an ultra-precise cut also of the finest metal wires
articulation with alloy steel rivet, return spring and delimitation of opening.
Stainless steel, cutting with approx. 54 HRC, handles coated in bi-component material.
Specific.
Model with sharp edge for mild and medium strength steel.

CUTTING NIPPERS FOR ELECTRONICS SUPER KNIPS®

Tech. Code Length
mm

Medium resistance wire
Ø max mm

140 1,2

ITEM: 78 03 140
STANDARD DIN ISO 9654

Side cutters for precise cutting in electronics and fine mechanics, cutting section with micro-movement
of the cutting edges controlled for an ultra-precise cut also of the finest metal wires articulation with
alloy steel rivet, return spring and delimitation of opening.
Stainless steel, cutting with approx. 54 HRC, handles coated in bi-component material.
Specific:
Model with sharp edge for mild and medium strength steel.

CUTTING NIPPERS FOR ELECTRONICS SUPER KNIPS® XL

Tech. Code Length
mm

Medium resistance wire
Ø max mm

125 1,0

ITEM: 78 13 125
STANDARD DIN ISO 9654

Side cutters for precise cutting in electronics and fine mechanics, cutting section with micro-movement
of the cutting edges controlled for an ultra-precise cut also of the finest metal wires articulation with
alloy steel rivet, return spring and delimitation of opening.
Stainless steel, cutting with approx. 54 HRC, handles coated in bi-component material.
Specific.
Model with sharp edge for mild and medium strength steel, with cutting frafment seal device.

Tech. Code Length
mm

Medium resistance wire
Ø max mm

115 0,6

ITEM: 64 02 115
STANDARD DIN ISO 9654

90° Inclined front cutting nippers suitable for precise cutting in electronics and fine mechanics, pass-
through hinge, low friction and double spring for a soft and uniform opening/closing. Special steel for
hardened, forged, oil-hardened tools, further hardened Induction cutting edges with hardness approx.
56 HRC, handles coated in bi-component material.
Specific.
Model with semi-central bevel edge for mild and medium resistant steel.

FRONT CUTTING NIPPERS 90° FOR ELECTRONICS AND FINE MECHANICS



F

F.40 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR60
Euro

Lunghezza
mm

F1838224 18,21 224
F1838250 18,44 250
F1838280 20,21 280
F1838315 24,60 315

ART. 510
NORMA DIN/ISO 9242

Tenaglie per cementisti In acciaio forgiato con teste lucide e finitura laccata. Costruite con acciai
selezionati e rifinite con la massima cura e precisione, l'altissima qualità le pone ai vertici della
produzione mondiale ed è contraddistinta dal bollino giallo di VBW.

TENAGLIE PER FERRAIOLI E CEMENTISTI

Cod. Tec. GR54
Euro

Lunghezza
mm

Filo bassa resistenza
Ø max mm

F1624125 21,90 125 1,0

ART. 78 31 125
NORMA DIN ISO 9654

Tronchesi laterali adatti al taglio preciso nell'elettronica e nella meccanica fine, sezione di taglio con
micro-spostamento dei taglienti controllato per un taglio ultrapreciso anche dei fili metallici più sottili,
articolazione con rivetto in acciaio legato, molla di ritorno e delimitazione di apertura.
Acciaio per utensili temprato ad olio, taglienti ulteriormente temprati ad induzione con durezza ca. 60
HRC, manici rivestiti in materiale bicomponente.
Specifica:
Modello con tagliente raso per acciaio dolce.

TRONCHESI PER ELETTRONICA SUPER KNIPS®

Cod. Tec. GR54
Euro

Lunghezza
mm

Filo media resistenza
Ø max mm

F1626125 20,50 125 1,2

ART. 78 61 125
NORMA DIN ISO 9654

Tronchesi laterali adatti al taglio preciso nell'elettronica e nella meccanica fine, sezione di taglio con
micro-spostamento dei taglienti controllato per un taglio ultrapreciso anche dei fili metallici più sottili,
articolazione con rivetto in acciaio legato, molla di ritorno e delimitazione di apertura.
Acciaio per utensili temprato ad olio, taglienti ulteriormente temprati ad induzione con durezza ca. 64
HRC, manici rivestiti in materiale bicomponente.
Specifica:
Modello con tagliente raso per acciaio dolce ed a media resistenza.

ART. 78 61 140
NORMA DIN ISO 9654

Tronchesi laterali adatti al taglio preciso nell'elettronica e nella meccanica fine, sezione di taglio con
micro-spostamento dei taglienti controllato per un taglio ultrapreciso anche dei fili metallici più sottili,
articolazione con rivetto in acciaio legato, molla di ritorno e delimitazione di apertura.
Acciaio per utensili temprato ad olio, taglienti ulteriormente temprati ad induzione con durezza ca. 64
HRC, manici rivestiti in materiale bicomponente.
Specifica:
Modello con tagliente raso per acciaio dolce ed a media resistenza.

Cod. Tec. GR54
Euro

Lunghezza
mm

Filo media resistenza
Ø max mm

F1630140 24,60 140 1,4

TRONCHESI PER ELETTRONICA SUPER KNIPS® XL

Cod. Tec. GR54
Euro

Lunghezza
mm

Filo media resistenza
Ø max mm

F1632125 22,90 125 1,2

ART. 78 71 125
NORMA DIN ISO 9654

Tronchesi laterali adatti al taglio preciso nell'elettronica e nella meccanica fine, sezione di taglio con
micro-spostamento dei taglienti controllato per un taglio ultrapreciso anche dei fili metallici più sottili,
articolazione con rivetto in acciaio legato, molla di ritorno e delimitazione di apertura.
Acciaio per utensili temprato ad olio, taglienti ulteriormente temprati ad induzione con durezza ca. 64
HRC, manici rivestiti in materiale bicomponente.
Specifica:
Modello con tagliente raso per acciaio dolce ed a media resistenza, Con dispositivo di tenuta del
frammento reciso.

F.40 Indivisible package   Suggested retail package - Unit price

Tech. Code Length
mm
224
250
280
315

ITEM: 510
STANDARD DIN/ISO 9242

Concreters nippers in forged steel with polished heads. Made with selected steel and finish with the
upmost care and precision, the highest of quality puts them at the top of the world production and is
distinguished by a yellow VBW dot.

NIPPERS FOR BLACKSMITHS AND CONCRETERS

Tech. Code Length
mm

Low resistance wire
Ø max mm

125 1,0

ITEM: 78 31 125
STANDARD DIN ISO 9654

Side cutters for precise cutting in electronics and fine mechanics, cutting section with micro-movement
of the cutting edges controlled for an ultra-precise cut also of the finest metal wires articulation with
alloy steel rivet, return spring and delimitation of opening.
Stainless steel, cutting with approx. 60 HRC, handles coated in bi-component material.
Specific:
Model with sharp edge for mild strength steel.

CUTTING NIPPERS FOR ELECTRONICS SUPER KNIPS®

Tech. Code Length
mm

Medium resistance wire
Ø max mm

125 1,2

ITEM: 78 61 125
STANDARD DIN ISO 9654

Side cutters for precise cutting in electronics and fine mechanics, cutting section with micro-movement
of the cutting edges controlled for an ultra-precise cut also of the finest metal wires articulation with
alloy steel rivet, return spring and delimitation of opening.
Steel for oil-hardened tools, cutters further hardened to induction with hardness of 64 HRC, handles
coated in bi-component material.
Specific:
Model with sharp edge for mild and medium strength steel.

ITEM: 78 61 140
STANDARD DIN ISO 9654

Side cutters for precise cutting in electronics and fine mechanics, cutting section with micro-movement
of the cutting edges controlled for an ultra-precise cut also of the finest metal wires articulation with
alloy steel rivet, return spring and delimitation of opening.
Steel for oil-hardened tools, cutters further hardened to induction with hardness of 64 HRC, handles
coated in bi-component material.
Specific:
Model with sharp edge for mild and medium strength steel.

Tech. Code Length
mm

Medium resistance wire
Ø max mm

140 1,4

CUTTING NIPPERS FOR ELECTRONICS SUPER KNIPS®XL

Tech. Code Length
mm

Medium resistance wire
Ø max mm

125 1,2

ITEM: 78 71 125
STANDARD DIN ISO 9654

Side cutters for precise cutting in electronics and fine mechanics, cutting section with micro-movement
of the cutting edges controlled for an ultra-precise cut also of the finest metal wires articulation with
alloy steel rivet, return spring and delimitation of opening.
Steel for oil-hardened tools, cutters further hardened to induction with hardness of 64 HRC, handles
coated in bi-component material.
Specific:
Model with sharp edge for mild and medium strength steel, with cutting fragment seal device.



F

F.41 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR52
Euro

Lunghezza
mm

F1840220 10,61 220
F1840250 11,49 250

ART. F1840
NORMA DIN/ISO 9242
Tenaglie in acciaio per utensili bonificato, forgiate e temprate ad olio, per torcere e tagliare fili in
acciaio. Durezza dei taglienti ca. 60 HRC.

TENAGLIE PER FERRAIOLI E CEMENTISTI

Cod. Tec. GR54
Euro

Lunghezza
mm

F1842200 13,20 200
F1842220 13,55 220
F1842250 14,75 250
F1842280 16,15 280
F1842300 19,20 300

ART. 99 00 200/220/250/280/300
NORMA DIN/ISO 9242
Tenaglie in acciaio speciale per utensili bonificato, forgiate e temprate ad olio, per torcere e
tagliare fili in acciaio. Durezza dei taglienti ca. 61 HRC.

TENAGLIE PER FERRAIOLI E CEMENTISTI

Cod. Tec. GR54
Euro

Lunghezza
mm

F1844200 13,80 200
F1844220 14,10 220
F1844250 15,45 250
F1844280 17,00 280
F1844300 20,45 300

ART. 99 01 200/220/250/280/300
NORMA DIN/ISO 9242
Tenaglie in acciaio speciale per utensili bonificato, forgiate e temprate ad olio, per torcere e
tagliare fili in acciaio. Durezza dei taglienti ca. 61 HRC.
Manici rivestiti in resina sintetica.

TENAGLIE PER FERRAIOLI E CEMENTISTI CON MANICI RIVESTITI

Cod. Tec. GR54
Euro

Lunghezza
mm

F1846250 19,40 250
F1846300 24,35 300

ART. 99 10 250/300
NORMA DIN/ISO 9242
Tenaglie in acciaio speciale per utensili bonificato, forgiate e temprate ad olio, per torcere e
tagliare fili in acciaio. Articolazione con elevato rapporto di trasmissione, quindi lavoro meno
faticoso anche utilizzando fili metallici di maggior spessore, migliore assorbimento delle
vibrazioni dovute al taglio.
Durezza dei taglienti ca. 61 HRC.

TENAGLIE PER FERRAIOLI E CEMENTISTI RINFORZATE

Cod. Tec. GR54
Euro

Lunghezza
mm

F1848250 20,30 250

ART. 99 11 250
NORMA DIN/ISO 9242
Tenaglie in acciaio speciale per utensili bonificato, forgiate e temprate ad olio, per torcere e
tagliare fili in acciaio. Articolazione con elevato rapporto di trasmissione, quindi lavoro meno
faticoso anche utilizzando fili metallici di maggior spessore, migliore assorbimento delle
vibrazioni dovute al taglio. Durezza dei taglienti ca. 61 HRC.
Manici rivestiti in resina sintetica.

TENAGLIE PER FERRAIOLI E CEMENTISTI RINFORZATE CON MANICI RIVESTITI

F.41Indivisible package  Suggested retail package - Unit price

Tech. Code Length
mm
220
250

ITEM: F1840
STANDARD DIN/ISO 9242
Nippers for tempered, forged and oil hardended tools, for twisting and cutting steel wires.
Cutting edge hardness approx. 60 HRC.

NIPPERS FOR BLACKSMITHS AND CONCRETERS

Tech. Code Length
mm
200
220
250
280
300

ITEM: 99 00 200/220/250/280/300
STANDARD DIN/ISO 9242
Concreters nippers in special steel for tempered forged and oil-hardened tools, for twisting and
braiding steel wire. Cutting edge hardness approx 61 HRC.

NIPPERS FOR BLACKSMITHS AND CONCRETERS

Tech. Code Length
mm
200
220
250
280
300

ITEM: 99 01 200/220/250/280/300
STANDARD DIN/ISO 9242
Concreters nippers in special steel for tempered forged, oil-hardened tools for twisting and
braiding steel wire. Hardness approx 61 HRc, handles coated in synthetic resin.

NIPPERS FOR BLACKSMITHS AND CONCRETERS WITH COATED HANDLES

Tech. Code Length
mm
250
300

ITEM: 99 10 250/300
STANDARD DIN/ISO 9242
Special steel nippers for tempered, forged and oil hardened tools, for twisting and cutting steel
wires. Articulation with a high transmission ratio, therefore less tiring work also using thicker
metal wires, better absorption of vibrations due to cutting.
Cutting edge hardness approx. 61 HRC.

REINFORCED NIPPERS FOR BLACKSMITHS AND CONCRETERS

Tech. Code Length
mm
250

ITEM: 99 11 250
STANDARD DIN/ISO 9242
Special steel nippers for tempered, forged and oil hardened tools, for twisting and cutting steel
wires. Articulation with a high transmission ratio, therefore less tiring work also using thicker
metal wires, better absorption of vibrations due to cutting.
Cutting edge hardness approx. 61 HRC.
Handles covered in synthetic resin.

NIPPERS FOR BLACKSMITHS AND CONCRETERS



F

F.42 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR54
Euro

Cavi
Ø max mm

Lunghezza
mm

F2198200 50,15 20 200

ART. 95 12 200
Cesoie per tagliare cavi in rame e in alluminio, non utilizzabili per filo di acciaio e cavi in rame
trafilati a freddo. Taglio netto e pulito senza schiacciamento, suddividendo l'operazione di taglio
in primo taglio (per guaina isolante, nella zona anteriore del tagliente) e taglio di finitura (per il
conduttore, nella zona posteriore del tagliente) è possibile troncare cavi fino a Ø 20 mm con una
sola mano. Con fermo di contrasto per evitare lo schiacciamento accidentale delle dita.
Acciaio speciale per utensili bonificato, forgiato e temperato ad olio, manici rivestiti in materiale
bicomponente.

Cod. Tec. GR54
Euro

Cavi
Ø max mm

Lunghezza
mm

F2197165 30,80 15 165

ART. 95 12 165
Cesoie per tagliare cavi in rame e in alluminio, non utilizzabili per filo di acciaio e cavi in rame trafilati a
freddo. Taglio netto e pulito senza schiacciamento.
Con fermo di contrasto per evitare lo schiacciamento accidentale delle dita.
Acciaio speciale per utensili bonificato, forgiato e temprato ad olio, manici rivestiti in materiale
bicomponente.

CESOIE PER CAVI

Cod. Tec. GR54
Euro

Cavi
Ø max mm

Lunghezza
mm

F2205165 20,00 10 165

ART. 95 05 165
Cesoie per tagliare cavi in rame e in alluminio, non utilizzabili per filo di acciaio e cavi in rame trafilati a
freddo, con fermo di contrasto per evitare lo schiacciamento accidentale delle dita.Articolazione a vite
regolabile, con molla di ritorno e nottolino di arresto.
Acciaio inossidabile temprato, manici rivestiti in resina termoplastica.

CESOIE PER CAVI

Cod. Tec. GR54
Euro

Cavi
Ø max mm

Lunghezza
mm

F2210230 51,35 16 230

ART. 95 06 230
Cesoie per tagliare cavi conduttori unipolari in rame con sezione fino a 16 mm², multipolari fino a 50
mm² e a filo sottile fino a 70 mm², non utilizzabili per filo di acciaio e cavi in rame trafilati a freddo, con
fermo di contrasto per evitare lo schiacciamento accidentale delle dita.Articolazione a vite regolabile,
con molla di ritorno e nottolino di arresto.
Acciaio inossidabile temprato, manici isolati rivestiti in resina termoplastica collaudati VDE, conformi
alla norma EC 60900 DIN EN 60900.

Cod. Tec. GR54
Euro

Lunghezza
mm

F1860160 (13,00) 160
F1860180 (13,50) 180
F1860210 (14,35) 210
F1860225 (16,45) 225
F1860250 (19,60) 250
F1860300 (28,70) 300

ART. 50 00 160/180/210/225/250/300
NORMA DIN/ISO 9243
Tenaglie in acciaio speciale per utensili, forgiate e temprate ad olio, per massima sollecitazione,
apprezzate dai professionisti grazie all'usura limitata e al peso equilibrato.
Durezza dei taglienti ca. 60 HRC.

TENAGLIE PER LAVORAZIONI GRAVOSE

F.42 Indivisible package   Suggested retail package - Unit price

Tech. Code Cables
Ø max mm

Length
mm

20 200

ITEM: 95 12 200
Shears for cutting copper and aluminum cables which can not be used for steel wire or cold
drawn copper cables. Cold, clean cut without crushing, subdividing the cutting operation in
the first cut (for Insulating sheath, in front area of the cutting edge) and finishing cut (for the
conductor, in the rear area of the cutting edge) It is possible to cut cables up to 20 Ø with one
single hand. With contrast stop to avoid accidental finger crushing.
Special steel for tempered, forged, oil-hardened tools, handle coated in bi-component material.

Tech. Code Cables
Ø max mm

Length
mm

15 165

ITEM: 95 12 165
Shears for cutting copper and aluminum cables, which can not be used for steel wire or cold drawn
copper cables, cold, clean, cut without crushing.
With contrast stop to avoid accidental finger crushing. Special steel for tempered, forged oil-hardened
tools, handles coated in bi-componement material.

CABLE SHEARS

Tech. Code Cables
Ø max mm

Length
mm

10 165

ITEM: 95 05 165
Shears for cuttiing copper and aluminum cables which can not be used for steel and cold drawn
copper cables, with contrast stop to prevent accidental crushing of the fingers. Adjustable screw joint,
with return spring and pawl. Tempered stainless steel handles coated in thermoplastic resin.

CABLE SHEARS

Tech. Code Cables
Ø max mm

Length
mm

16 230

ITEM: 95 06 230
Shears for cutting single-core copper conductors with cross-section up to 16 mm², multipolar up to 50
mm² and thin wire up to 70 mm², not usable for steel wire or cold drawn copper cables, with contrast
stop to prevent accidental cutting of the fingers. Adjustable screw joint, with return spring and pawl.
Tempered stainless steel, Insulated coated handles with thermoplastic resin VDE tested, compliant
with EC 60900 DIN EN 60900.

Tech. Code Length
mm
160
180
210
225
250
300

ITEM: 50 00 160/180/210/225/250/300
STANDARD DIN/ISO 9242
Special steel pincers for tools, forged and oil-hardened for maximum stress, appreciated by
professionals thanks to the limited wear and balanced weight.
Cutting edge hardness approx. 60 HRC.

HEAVY DUTY PINCERS



F

F.43 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR54
Euro

Lunghezza
mm

F2200190 41,30 190

ART. 95 61 190
Cesoie per funi, cavi e trefoli d'acciaio con due profili di crimpaggio per i cappucci dei cavi
Bowden e per terminali di funi metalliche. Articolazione a vite per una guida precisa della lama
regolabile, rapporto di trasmissione ottimale per il taglio con minimo sforzo.
Acciaio al cromo-vanadio forgiato con durezza dei taglienti ca. 64 HRC, manici rivestiti in resina
sintetica.

Impiego:
- Cavi in rame a fili sottili Ø 6 mm max
- Fune metallica Ø 6 mm max
- Filo acciaio a media durezza Ø 4 mm max
- Filo acciaio armonico Ø 2,5 mm max

CESOIE PER FUNI E CAVI

Cod. Tec. GR60
Euro

Lunghezza
mm

19 HRc Ø max
mm

40 HRc Ø max
mm

48 HRc Ø max
mm

F23000390 87,74 390 7 5 4

ART. COMBICUT® 433
Tagliabulloni compatti e maneggevoli con testa in acciaio speciale forgiata e temprata di alta qualità,
modello top di gamma contraddistinto dal bollino giallo, per tagliare acciai a media e alta resistenza.
- Forza di taglio fino a 48 HRc
- Non necessita di regolazioni delle lame
- Riduzione dello sforzo di separazione grazie alla geometria ottimale
- Dimensioni ridotte per l'inserimento nelle cassette portatrezzi

TAGLIABULLONI COMBICUT® 433

Cod. Tec. GR54
Euro

Cavi
Ø max mm

Lunghezza
mm

F2199500 116,85 27 500

ART. 95 12 500
Cesoie per cavi dal peso ridotto, per tagliare cavi in rame ed alluminio unipolari o a più fili, non
utilizzabili per funi e filo di acciaio. Taglio netto e pulito senza schiacciamento, con fermo di contrasto
per evitare lo schiacciamento accidentale delle dita.Articolazione a vite regolabile, testa in acciaio al
cromo-vanadio forgiato e temprato ad olio.
Manici in alluminio tubolare altamente resistente, impugnature in materiale bicomponente.

CESOIE PER CAVI

Cod. Tec. GR54
Euro

Cavi
Ø max mm

Lunghezza
mm

F2201165 44,50 15 165

ART. 95 16 165
Cesoie per tagliare cavi in rame e in alluminio, non utilizzabili per filo di acciaio e cavi in rame
trafilati a freddo. Taglio netto e pulito senza schiacciamento.Con fermo di contrasto per evitare lo
schiacciamento accidentale delle dita.
Acciaio speciale per utensili bonificato, forgiato e temprato ad olio, manici isolati rivestiti in materiale
bicomponente collaudati VDE, conformi alla norma EC 60900 DIN EN 60900.

CESOIE PER CAVI VDE ISOLATE 1000 VOLT

Cod. Tec. GR54
Euro

Cavi
Ø max mm

Lunghezza
mm

F2202200 56,60 20 200

ART. 95 16 200
Cesoie per tagliare cavi in rame e in alluminio, non utilizzabili per filo di acciaio e cavi in rame trafilati a
freddo. Taglio netto e pulito senza schiacciamento, suddividendo l'operazione di taglio in primo taglio
(per guaina isolante, nella zona anteriore del tagliente) e taglio di finitura (per il conduttore, nella zona
posteriore del tagliente) è possibile troncare cavi fino a Ø 20 mm con una sola mano. Con fermo di
contrasto per evitare lo schiacciamento accidentale delle dita.Acciaio speciale per utensili bonificato,
forgiato e temprato ad olio, manici isolati rivestiti in materiale bicomponente collaudati VDE, conformi
alla norma EC 60900 DIN EN 60900.

CESOIE PER CAVI VDE ISOLATE 1000 VOLT

F.43Indivisible package  Suggested retail package - Unit price

Tech. Code Length
mm
190

ITEM: 95 61 190
Shears for ropes, cables and steel wire with two crimping profiles for the bowden cable caps
and for wire rope terminals. Screw joint for precise guidance of the adjustable blade, optimum
transmission ratio for cutting with minimum effort. Forged chrome-vanadium steel with cutting
hardness approx. 64 HRC, handles coated with synthetic resin.

Usage:
- Copper wires with thin wires Ø 6 mm max
- Wire rope Ø 6 mm max
- Medium hard steel wire Ø 4 mm max
- Harmonic steel wire Ø 2,5 mm max

CABLE SHEARS FOR ROPES AND STEEL WIRE

Tech. Code Length
mm

19 HRc Ø max
mm

40 HRc Ø max
mm

48 HRc Ø max
mm

390 7 5 4

ITEM: COMBICUT® 433
Compact and handy bolt cutters with head in special high quality forged tempered steel, top of the
range distinguished by a yellow dot, to cut medium and strength steel.
- Cutting force up to 48 HRc
- No need for blade adjustments
- Reduction of separation effort due to optimal geometry
- Small dimension for Insertion of tool boxes

BOLT CUTTERS COMBICUT® 433

Tech. Code Cables
Ø max mm

Length
mm

27 500

ITEM: 95 12 500
Shears for cables with reduced weight to cut unipolar or multi-core copper and aluminum cables not
usable for rope and steel wire Cold clean cut without crushing. With contrast stop to prevent accidental
crushing of the fingers. Adjustable screw joint, stainless steel head.
Chrome vanadium forged, oil-hardened, handles in highly resistant tubular aluminum, grip handles in
bi-component material.

CABLE SHEARS

Tech. Code Cables
Ø max mm

Length
mm

15 165

ITEM: 95 16 165
Shears for cutting copper and aluminum cables, which can not be used for steel wire or cold drawn
copper cables. Cold,clean cut without crushing with contrast stop to avoid accidental crushing of the
fingers. Special steel for hardened, forged and oil-hardened tools, VDE tested, compliant with EC
60900 DIN EN 60900 standard.

CABLE SHEARS FOR VDE INSULATED CABLES 1000 VOLTS

Tech. Code Cables
Ø max mm

Length
mm

20 200

ITEM: 95 16 200
Shears for cutting copper and aluminum cables which can not be used for steel wire or cold
drawn copper cables. Cold, clean cut without crushing, subdividing the cutting operation in the
first cut (for Insulating sheath, in front area of the cutting edge) and finishing cut (for the
conductor, in the rear area of the cutting edge) It is possible to cut cables up to 20 Ø with one
single hand. With contrast stop to avoid accidental finger crushing.
Special steel for tempered, forged, oil-hardened tools, handle coated in bi-component material.
VDE tested, compliant with EC 60900 DIN EN 60900 standard.

CABLE SHEARS FOR INSULATED CABLES 1000 VOLTS



F

F.44 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR60
Euro

Lunghezza
mm

19 HRc Ø max
mm

40 HRc Ø max
mm

48 HRc Ø max
mm

F23100460 117,59 460 8 6 5
F23100610 137,18 610 9 8 7
F23100760 179,65 760 11 9 8
F23100910 (253,12) 910 13 11 9

ART. WAGGONIT® 980
Tagliabulloni con testa in acciaio speciale forgiata e temprata di alta qualità, modello di alta qualità
contraddistinto dal bollino giallo, per tagliare acciai a bassa e media resistenza.
- Forza di taglio fino a 48 HRc - consigliato fino a 40 HRc
- Regolazione semplice e precisa delle lame grazie a viti eccentriche
- Riduzione dello sforzo di separazione grazie alla geometria ottimale

TAGLIABULLONI WAGGONIT® 980

Cod. Tec. GR60
Euro

Per tagliabulloni
mm

19 HRc Ø max
mm

40 HRc Ø max
mm

48 HRc Ø max
mm

F23110460 (71,98) 460 8 6 5
F23110610 (82,95) 610 9 8 7
F23110760 (115,33) 760 11 9 8
F23110910 (132,74) 910 13 11 9

ART. WAGGONIT® 980/1
Lame di ricambio per tagliabulloni VBW Waggonit� 980 e 980LC complete di viti e dadi autobloccanti.

LAME DI RICAMBIO PER TAGLIABULLONI WAGGONIT® 980

(
) La misura 1070 mm viene fornita nell'esecuzione tradizionale con regolazione laterale delle lame

Cod. Tec. GR60
Euro

Lunghezza
mm

19 HRc Ø max
mm

40 HRc Ø max
mm

48 HRc Ø max
mm

F23200460 124,87 460 8 6 5
F23200610 160,58 610 9 8 7
F23200760 235,57 760 11 9 8
F23200910 (331,89) 910 13

11
9

F23201070 (445,99) 1070 16 10

ART. UNIBOLT® 430
Tagliabulloni con testa in acciaio speciale forgiata e temprata di alta qualità, modello top di gamma
contraddistinto dal bollino giallo, per tagliare acciai a media e alta resistenza.
- Forza di taglio fino a 48 HRc
- Regolazione semplice e precisa delle lame grazie a viti eccentriche (
)
- Riduzione dello sforzo di separazione grazie alla geometria ottimale

TAGLIABULLONI UNIBOLT® 430

Cod. Tec. GR60
Euro

Per tagliabulloni
mm

19 HRc Ø max
mm

40 HRc Ø max
mm

48 HRc Ø max
mm

F23010390 (60,11) 390 7 5 4

ART. COMBICUT® 433/1
Lame di ricambio per tagliabulloni VBW Combicut� 433 complete di perni e anelli elastici.

LAME PER TAGLIABULLONI COMBICUT® 433

Cod. Tec. GR60
Euro

Lunghezza
mm

19 HRc Ø max
mm

40 HRc Ø max
mm

48 HRc Ø max
mm

F23020370 96,52 370 7 5 4

ART. COMBICUT® 433V
Tagliabulloni frontali per taglio a filo, compatti e maneggevoli con testa in acciaio speciale forgiata e
temprata di alta qualità, modello top di gamma contraddistinto dal bollino giallo, per tagliare acciai a
media e alta resistenza.
- Forza di taglio fino a 48 HRc
- Non necessita di regolazioni delle lame
- Riduzione dello sforzo di separazione grazie alla geometria ottimale
- Dimensioni ridotte per l'inserimento nelle cassette portatrezzi

TAGLIABULLONI FRONTALI COMBICUT® 433V

Cod. Tec. GR60
Euro

Per tagliabulloni
mm

19 HRc Ø max
mm

40 HRc Ø max
mm

48 HRc Ø max
mm

F23030370 (66,18) 370 7 5 4

ART. COMBICUT® 433V/1
Lame di ricambio per tagliabulloni VBW Combicut� 433V complete di perni e anelli elastici.

LAME PER TAGLIABULLONI COMBICUT® 433V

F.44 Indivisible package   Suggested retail package - Unit price

Tech. Code Length
mm

19 HRc Ø max
mm

40 HRc Ø max
mm

48 HRc Ø max
mm

460 8 6 5
610 9 8 7
760 11 9 8
910 13 11 9

ITEM: WAGGONIT® 980
Bolt cutters with head in special high quality forged tempered steel, high quality top of the range
distinguished by a yellow dot, to cut low and medium strength steel.
- Cutting capacity up to 48 HRc - recommended up to 40 HRc
- Simple and precise adjustment of the blade thanks to eccentric bolts
- Reduction of separation effort due to optimal quality

BOLT CUTTERS WAGGONIT® 980

Tech. Code For bolt cutters
mm

19 HRc Ø max
mm

40 HRc Ø max
mm

48 HRc Ø max
mm

460 8 6 5
610 9 8 7
760 11 9 8
910 13 11 9

ITEM: WAGGONIT® 980/1
Spare cutter heads for bolt cutters VBW Waggonit® 980 e 980LC complete with retaining screws and
bolts.

SPARE CUTTER HEADS FOR BOLT CUTTERS WAGGONIT® 980

(
) The 1070 mm size is supplied in a traditional version with lateral adjustment of the blades

Tech. Code Length
mm

19 HRc Ø max
mm

40 HRc Ø max
mm

48 HRc Ø max
mm

460 8 6 5
610 9 8 7
760 11 9 8
910 13

11
9

1070 16 10

ITEM: UNIBOLT® 430
Bolt cutters with head in special high quality forged and tempered steel,
top of the range distinguished by the yellow dot, to cut medium and high strength steel.
- Cutting capacity up to 48 HRc
- Simple and precise adjustment of the blades thanks to the eccentric screws (
)
- Reduction of separation effort due to optimal geometry

BOLT CUTTERS UNIBOLT® 430

Tech. Code For bolt cutters
mm

19 HRc Ø max
mm

40 HRc Ø max
mm

48 HRc Ø max
mm

390 7 5 4

ITEM: COMBICUT® 433/1
Spare cutter heads for bolt cutters VBW Combicut® 433 complete with pins and elastic rings.

SPARE CUTTER HEADS FOR BOLT CUTTERS COMBICUT® 433

Tech. Code Length
mm

19 HRc Ø max
mm

40 HRc Ø max
mm

48 HRc Ø max
mm

370 7 5 4

ITEM: COMBICUT® 433V
End-cutting bolt cutters, compact and handy with head in special forged steel, high quality tempered
steel, top of the range, distinguished by a yellow dot, to cut steel of medium and high resistance.
- Cutting force up to 48 HRc
- No need for blade adjustment
- Reduction of separation effort thanks to optimal geometry
- Small dimensions for Insertion of tool boxes

END-CUTTING BOLT CUTTERS COMBICUT® 433V

Tech. Code For bolt cutters
mm

19 HRc Ø max
mm

40 HRc Ø max
mm

48 HRc Ø max
mm

370 7 5 4

ITEM: COMBICUT® 433V/1
Spare cutter heads for bolt cutters VBW Combicut® 433V complete with pins and elastic rings

SPARE CUTTER HEADS COMBICUT® 433V



F

F.45 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR54
Euro

19 HRC ø max
mm

40 HRC ø max
mm

Lunghezza
mm

F2318460 92,85 8 6 460

ART. 71 72 460
Testa bonderizzata grigia con manici rivestiti in materiale bicomponente.
Taglienti temperati ad induzione, durezza 62 HRC, testa avvitata, intercambiabile. Con una
lama in acciaio al cromo vanadio di alta qualità, forgiato, temperato ad olio. Una cerniera in
acciaio speciale, forgiato e manici in acciaio tubolare, verniciato a polvere.

TAGLIABULLONI

Cod. Tec. GR60
Euro

Per tagliabulloni
mm

19 HRc Ø max
mm

40 HRc Ø max
mm

48 HRc Ø max
mm

F23210460 (91,32) 460 8 6 5
F23210610 (115,12) 610 9 8 7
F23210760 (164,87) 760 11 9 8
F23210910 (200,71) 910 13

11
9

F23211070 (300,04) 1070 16 10

ART. UNIBOLT® 430/1
Lame di ricambio per tagliabulloni VBW Unibolt� 430 e 430LC complete di viti e dadi autobloccanti.

LAME DI RICAMBIO PER TAGLIABULLONI UNIBOLT® 430

(
) La misura 460 mm viene fornita nell'esecuzione tradizionale con regolazione laterale delle lame

Cod. Tec. GR60
Euro

Lunghezza
mm

19 HRc Ø max
mm

40 HRc Ø max
mm

48 HRc Ø max
mm

F23220460 200,09 460 8 6 5
F23220610 207,90 610 9 8 7

ART. FLUSH-CUT 437
Tagliabulloni con testa in acciaio speciale forgiata e temprata di alta qualità, modello a lame inclinate
di 40° (460 mm) e 30° (610 mm) per il taglio a filo di bulloni e tondo acciaioso da costruzione, top di
gamma contraddistinto dal bollino giallo.
- Con lame regolabili
- Forza di taglio fino a 48 HRc
- Regolazione semplice e precisa delle lame grazie a viti eccentriche (
)
- Riduzione dello sforzo di separazione grazie alla geometria ottimale

TAGLIABULLONI CON LAME INCLINATE FLUSH-CUT 437

Cod. Tec. GR60
Euro

Per tagliabulloni
mm

19 HRc Ø max
mm

40 HRc Ø max
mm

48 HRc Ø max
mm

F23230460 (151,31) 460 8 6 5
F23230610 (170,76) 610 9 8 7

ART. FLUSH-CUT 437/1
Lame di ricambio per tagliabulloni VBW 437 e 438LC complete di viti e dadi autobloccanti.

LAME DI RICAMBIO PER TAGLIABULLONI 437

Cod. Tec. GR60
Euro

Lunghezza
mm

19 HRc Ø max
mm

40 HRc Ø max
mm

48 HRc Ø max
mm

F23240950 146,14 950 11 9 6

ART. WAGGONIT® 985
Troncafili per il taglio di tondi in ferro acciaioso, testa in acciaio speciale forgiata e temprata di alta
qualità, modello top di gamma contraddistinto dal punto giallo.
- Forza di taglio fino a 48 HRc
- Regolazione semplice e precisa delle lame mediante bullone laterale
- Riduzione dello sforzo di separazione grazie alla geometria ottimale

TRONCAFILI IN ACCIAIO WAGGONIT® 985

Cod. Tec. GR60
Euro

Per troncafili
mm

19 HRc Ø max
mm

40 HRc Ø max
mm

48 HRc Ø max
mm

F23250950 (104,06) 950 11 9 6

ART. WAGGONIT® 985/1
Lame di ricambio per troncafili VBW Waggonit� 985 complete di viti e dadi autobloccanti.

LAME DI RICAMBIO PER TRONCAFILI WAGGONIT® 985

F.45Indivisible package  Suggested retail package - Unit price

Tech. Code 60 Kg/mm² max ø
mm

140 Kg/mm² max ø
mm

Length
mm

8 6 460

ITEM: 71 72 460
Bonderized grey head, bi-component coated handles. Induction hardened cutting edges, 62
HRC° hardness, screw-on, exchangeable head. High-quality vanadium chrome, oil hardened,
tempered steel blade. Special steel, tempered joint, tubular, powder coated handles.

BOLT CUTTERS

Tech. Code For bolt cutters
mm

19 HRc Ø max
mm

40 HRc Ø max
mm

48 HRc Ø max
mm

460 8 6 5
610 9 8 7
760 11 9 8
910 13

11
9

1070 16 10

ITEM: UNIBOLT® 430/1
Spare cutter heads for bolt cutters VBW Unibolt® 430 and 430LC complete with retaining screws and
bolts.

SPARE CUTTER HEADS FOR BOLT CUTTERS UNIBOLT® 430

(
) The 460 mm size is supplied in a traditional version with lateral adjustment of the blades

Tech. Code Length
mm

19 HRc Ø max
mm

40 HRc Ø max
mm

48 HRc Ø max
mm

460 8 6 5
610 9 8 7

ITEM: FLUSH-CUT 437
Bolt cutters with head in special high quality forged and tempered steel, inclined blades range of 40°
(460 mm) and 30° (610 mm) for the cutting of bolts and round steel constructions, top of the range
marked by a yellow dot.
- With adjustable blades
- Cutting force up to 48 HRc
- Simple and precise adjustment of the blades thanks to eccentric screws (
)
- Reduction of separation effort due to optimal geometry

BOLT CUTTERS WITH INCLINED BLADES FLUSH-CUT 437

Tech. Code For bolt cutters
mm

19 HRc Ø max
mm

40 HRc Ø max
mm

48 HRc Ø max
mm

460 8 6 5
610 9 8 7

ITEM: FLUSH-CUT 437/1
Spare cutter heads for bolt cutters VBW 437 and 438LC complete with retaining screws and bolts.

SPARE CUTTER HEADS FOR BOLT CUTTERS 437

Tech. Code Length
mm

19 HRc Ø max
mm

40 HRc Ø max
mm

48 HRc Ø max
mm

950 11 9 6

ITEM: WAGGONIT® 985
Welded wire-mesh and bolt cutters for cutting rounded steel, head in special forged high quality
tempered steel, top of the range distinguished by a yellow dot.
- Cutting force up to 48 HRc
- Simple and precise adjustment of the blades by side bolts
- Reduction of separation effort due to optimal geometry

CUTTERS FOR WELDED WIRE-MESH WAGGONIT® 985

Tech. Code For welded wire-mesh and bolt cutters
mm

19 HRc Ø max
mm

40 HRc Ø max
mm

48 HRc Ø max
mm

950 11 9 6

ITEM: WAGGONIT® 985/1
Spare cutter heads for welded wire-mesh and bolt cutters VBW Waggonit® 985 complete with retaining
screws and bolts.

SPARE CUTTER HEADS FOR WELDED WIRE-MESH WAGGONIT® 985



F

F.46 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR52
Euro

40 HRC Ø max
mm

Lunghezza
mm

F2340250 26,68 3 250

ART. F2340
Lame in acciaio cromo vanadio indurite a induzione, manici in lamiera d’acciaio verniciati con
impugnature in materiale plastico.

TAGLIABULLONI A TAGLIENTE SEMIRASO

Cod. Tec. GR52
Euro

40 HRC Ø max
mm

Lunghezza
mm

F2350460 47,59 7 460
F2350620 59,20 8 620
F2350780 80,83 9 780

ART. F2350
Lame in acciaio cromo vanadio indurite a induzione, manici in tubolare d’acciaio verniciati con
impugnature in materiale plastico.

TAGLIABULLONI

Cod. Tec. GR52
Euro

Ricambio per tagliabulloni
mm

F2365R450 23,48 460
F2365R620 30,61 620
F2365R780 38,25 780

ART. F2365
Per tagliabulloni F2350

LAME DI RICAMBIO PER TAGLIABULLONI

Prodotto disponibile nel CAP K

GUANTI IN NYLON/SPANDEX CON SPALMATURA 4/4 IN NITRILE FOAM SANITIZED

Cod. Tec. Taglia Taglia EU

K232807 M 7

K232808 L 8

K232809 XL 9

Prodotti correlati

F.46 Indivisible package   Suggested retail package - Unit price

Tech. Code 40 HRC max Ø
mm

Length
mm

3 250

ITEM: F2340
Vanadium chrome, induction hardened steel blades, painted sheet steel handles with plastic
material coating.

BOLT CUTTERS - WITH SEMI FLUSH CUTTING EDGE

Tech. Code 40 HRC max Ø
mm

Length
mm

7 460
8 620
9 780

ITEM: F2350
Vanadium chrome, induction hardened steel blades, painted tubular steel handles with plastic
material coating.

BOLT CUTTERS

Tech. Code Spare part for bolt cutter
mm
460
620
780

ITEM: F2365
For F2350. Bolt cutter.

SPARE BLADES FOR BOLT CUTTERS

Product available in index K

GLOVES IN NYLON/SPANDEX WITH 4/4 IN NITRIL FOAM SANITIZED COATING

Tech. Code Size EU size

M 7

L 8

XL 9

Related products
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F.47 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR52
Euro

Lunghezza
mm

Valori di taglio 400 N/mm²
max mm

F2450DRT 20,86 250 1,2

ART. F2450
Modello con lame diritte in acciaio al cromo vanadio, taglienti con leggera dentatura per una
presa più efficace della lamiera, molla di richiamo per l’apertura dei manici, manici in lamiera
d’acciaio laccata nera, impugnature ergonomiche bicomponente.

CESOIE A DOPPIA LEVA PER LAMIERE

Cod. Tec. GR52
Euro

Lunghezza
mm

Valori di taglio 400 N/mm²
max mm

F2460COND 20,86 250 1,2

ART. F2460
Modello per contornare con lame destrorse al cromo vanadio, taglienti con leggera dentatura
per una presa più efficace della lamiera, molla di richiamo per l’apertura dei manici, manici in
lamiera d’acciaio laccata nera, impugnature ergonomiche bicomponente.

Cod. Tec. GR52
Euro

Lunghezza
mm

Valori di taglio 400 N/mm²
max mm

F2470CONS 20,86 250 1,2

ART. F2470
Modello per contornare con lame sinistrorse al cromo vanadio, taglienti con leggera dentatura
per una presa più efficace della lamiera, molla di richiamo per l’apertura dei manici, manici in
lamiera d’acciaio laccata nera, impugnature ergonomiche bicomponente.

Cod. Tec. GR52
Euro

Lunghezza
mm

Valori di taglio 400 N/mm²
max mm

F2480TAGD 27,62 250 1,2

ART. F2480
Modello per tagli passanti e per contornare con lame destrorse al cromo vanadio, taglienti con
leggera dentatura per una presa più efficace della lamiera, molla di richiamo per l’apertura dei
manici, manici in lamiera d’acciaio laccata nera, impugnature ergonomiche bicomponente.

Cod. Tec. GR52
Euro

Lunghezza
mm

Valori di taglio 400 N/mm²
max mm

F2490TAGS 27,62 250 1,2

ART. F2490
Modello per tagli passanti e per contornare con lame sinistrorse al cromo vanadio, taglienti con
leggera dentatura per una presa più efficace della lamiera, molla di richiamo per l’apertura dei
manici, manici in lamiera d’acciaio laccata nera, impugnature ergonomiche bicomponente.

Cod. Tec. GR52
Euro

Lunghezza
mm

Valori di taglio 400 N/mm²
mm

Ricambio

F2400250 19,45 250 1 -
F2400250R 4,71 - - Lama di ricambio

ART. F2400
Per il taglio di lamiere con spessore mm 1,2 max.

CESOIE RODITRICI

Cod. Tec. GR52
Euro

Lunghezza
mm

Lama
mm

Valori di taglio 400 N/mm²
max mm

Valori di taglio 600 N/mm²
max mm

Peso
g

F2381200 17,30 200 48 1 0,7 280
F2381250 19,78 250 58 1,2 0,8 490
F2381300 27,30 300 73 1,5 1 750

ART. F2381
Cesoie modello americano TOP QUALITY con lame larghe diritte in acciaio forgiato a caldo (56-
61 HRC) e manici rivestiti in PVC, adatte al taglio di lamiere in acciaio.
Made in Italy

CESOIE PER LAMIERE MODELLO AMERICANO - TOP QUALITY

F.47Indivisible package  Suggested retail package - Unit price

Tech. Code Length
mm

Cutting force 400 N/mm²
max mm

250 1.2

ITEM: F2450
Vanadium chrome steel straight blades, slightly serrated cutting edges for a better hold on the
sheet steel, spring action opened handles, black lacquered sheet steel handles, ergonomic bi-
component handgrips.

SHEARS FOR SHEET STEEL

Tech. Code Length
mm

Cutting force 400 N/mm²
max mm

250 1.2

ITEM: F2460
Right cut contouring version, vanadium chrome steel straight blades, slightly serrated cutting
edges for a better hold on the sheet steel, spring action opened handles, black lacquered sheet
steel handles, ergonomic bi-component handgrips.

Tech. Code Length
mm

Cutting force 400 N/mm²
max mm

250 1.2

ITEM: F2470
Left cut contouring version, vanadium chrome steel straight blades, slightly serrated cutting
edges for a better hold on the sheet steel, spring action opened handles, black lacquered sheet
steel handles, ergonomic bi-component handgrips.

Tech. Code Length
mm

Cutting force 400 N/mm²
max mm

250 1.2

ITEM: F2480
Right cut vanadium chrome blades, for through cuts and shaping, slightly serrated cutting edges
for a better hold on the sheet steel, spring action handles opening, black lacquered sheet steel
handles, ergonomic bi-component handgrips.

Tech. Code Length
mm

Cutting force 400 N/mm²
max mm

250 1.2

ITEM: F2490
Left cut vanadium chrome blades, for through cuts and shaping, slightly serrated cutting edges
for a better hold on the sheet steel, spring action handles opening, black lacquered sheet steel
handles, ergonomic bi-component handgrips.

Tech. Code Length
mm

Cutting value 400 n/mm²
mm

Spare part

250 1 -
- - Spare blade

ITEM: F2400
For the cutting of metal sheets with thickness mm 1,2 max.

SHEARS FOR SHEET STEEL

Tech. Code Length
mm

Blade
mm

Cutting value 400 n/mm²
max mm

Cutting value 600 n/mm²
max mm

Weight
g

200 48 1 0,7 280
250 58 1,2 0,8 490
300 73 1,5 1 750

ITEM: F2381
Strong hot-drop forged blades (56-61 HRC). Handles coated in PVC. Adapted to cut steel
plates.
Made in Italy

SHEARS FOR SHEET STEEL - TOP QUALITY
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F.48 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR52
Euro

Lunghezza
mm

F2500190 14,37 190

ART. F2500
Modello idoneo per molti tipi di materiale, lame in acciaio Inox con microdentatura antiscivolo,
leva di selezione per mani piccole/grandi, leva di sicurezza per il bloccaggio delle lame,
impugnature ergonomiche bicomponente.

CESOIE MULTIUSO INOX

Cod. Tec. GR52
Euro

Lunghezza
mm

Lama
mm

Valori di taglio 400 N/mm²
max mm

Valori di taglio 600 N/mm²
max mm

Peso
g

F2492250 37,08 250 40 1,2 0,8 560

ART. F2492
Modello TOP QUALITY per tagli passanti e per contornare con lame destrorse in acciaio
forgiato a caldo, temprate e microdentate per una presa più efficace della lamiera. Molla di
richiamo per l'apertura dei manici e impugnature ergonomiche.
Made in Italy

CESOIE A DOPPIA LEVA PER LAMIERE - TOP QUALITY

Cod. Tec. GR52
Euro

Lunghezza
mm

Lama
mm

Valori di taglio 400 N/mm²
max mm

Valori di taglio 600 N/mm²
max mm

Peso
g

F2493250 37,08 250 40 1,2 0,8 560

ART. F2493
Modello TOP QUALITY per tagli passanti e per contornare con lame sinistrorse in acciaio
forgiato a caldo, temprate e microdentate per una presa più efficace della lamiera. Molla di
richiamo per l'apertura dei manici e impugnature ergonomiche.
Made in Italy

Cod. Tec. GR52
Euro

Lunghezza
mm

Lama
mm

Valori di taglio 400 N/mm²
max mm

Valori di taglio 600 N/mm²
max mm

Peso
g

F2497250 27,16 250 40 1,2 0,8 370

ART. F2497
Modello TOP QUALITY con lame dritte in acciaio forgiato a caldo, temprate e microdentate per
una presa più efficace della lamiera. Molla di richiamo per l'apertura dei manici e impugnature
ergonomiche.

CESOIE A DOPPIA LEVA PER LAMIERE - TOP QUALITY

Smart
Simplicity

Affordability

F.48 Indivisible package   Suggested retail package - Unit price

Tech. Code Length
mm
190

ITEM: F2500
Designed for a wide range of materials, stainless steel blades with anti-slip micro- toothing,
safety blades lock lever, ergonomic bi-component handles.

MULTIPURPOSE STAINLESS STEEL SHEARS

Tech. Code Length
mm

Blade
mm

Cutting value 400 n/mm²
max mm

Cutting value 600 n/mm²
max mm

Weight
g

250 40 1,2 0,8 560

ITEM: F2492
Model TOP QUALITY for cutting short straight and shape cuts, right handed blade. Hot-drop
forged blades temperate an micro-serrated with a more effective function of the shears. Return
spring device for the opening of the handles. Handles in ergonomic material.
Made in Italy

SHEARS FOR SHEET STEEL - TOP QUALITY

Tech. Code Length
mm

Blade
mm

Cutting value 400 n/mm²
max mm

Cutting value 600 n/mm²
max mm

Weight
g

250 40 1,2 0,8 560

ITEM: F2493
Model TOP QUALITY for cutting short straight and shape cuts, left handed blade. Hot-drop
forged blades temperate an micro-serrated with a more effective function of the shears. Return
spring device for the opening of the handles. Handles in ergonomic material.
Made in Italy

Tech. Code Length
mm

Blade
mm

Cutting value 400 n/mm²
max mm

Cutting value 600 n/mm²
max mm

Weight
g

250 40 1,2 0,8 370

ITEM: F2497
TOP QUALITY model with sraight blades in hot forged steel, hardended and micro-driven for a more
effective grip of the sheet. Release spring for the opening of the handles and ergononic handles.

SHEARS FOR SHEET STEEL - TOP QUALITY



F

F.49 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR52
Euro

Lunghezza
mm

Modello

F2510145 9,75 145 Lama dritta microdentata inox

ART. F2510
Lame in acciaio Inox di cui una microdentata antiscivolo, manici ergonomici bicomponente.

Cod. Tec. GR52
Euro

Lunghezza
mm

Modello

F2625MICROD 10,07 145 Microdentata inox

ART. F2625
Forbice microdentata per elettricista, modello professionale in acciaio inox.

Cod. Tec. GR52
Euro

Lunghezza
mm

Modello

F2505145 16,83 145 Lama diritta microdentata inox

ART. F2505
Modello professionale.
Lame diritte in acciaio inox microdentate, manici bicomponente in nylon e fibra di vetro.

FORBICI PER ELETTRICISTA INOX

Cod. Tec. GR52
Euro

Lunghezza
mm

Modello

F2630160 18,62 160 Lama dritta + Tagliacavo

ART. F2630
Lame in acciaio inox di cui una microdentata spessore 3 mm con tagliacavo. Manici ergonomici
bicomponente con anello a doppia presa.

Cod. Tec. GR51
Euro

Lunghezza
mm

Spessore lame
mm

F2504155 17,40 155 3,5

ART. WX4770
Forbici professionali per elettricista PREMIUM QUALITY con lame in acciaio inossidabile,
impugnature ergonomiche in materiale bicomponente con battuta antipizzicamento salva dita.
- Lame temprate sottovuoto con durezza ca. 56 HRC
- Microdentatura antiscivolo su una lama
- Doppio profilo per il taglio dei cavi con sezione fino a 70 mm²
- Sistema di crimpaggio in metallo per fili da 1 a 6 mm² - AWG 22-14
- Impugnatura in Nylon con rivestimento gommoso in TPR.

FORBICI PER ELETTRICISTA INOX

UTENSILI DA TAGLIO ED ILLUMINAZIONE IN FOAM

Cod. Tec. F267503
GR51 Euro 63,00
Pezzi 3

ART. WX9510/SE3
Kit composto da un paio di forbici per elettricista, un cutter di sicurezza ed una torcia orientabile a LED PEN-LIGTH
Premium Quality. Completi di modulo Eva Tray per carrelli Wodex.
Dimensione del modulo 200x223,5 mm - Posizione Verticale.

Composizione:
WX4770 Forbici per elettricista 155 mm
WX4720 Cutter di sicurezza con lame a trapezio
WX6610 Torcia orientabile a LED

1/6

F.49Indivisible package  Suggested retail package - Unit price

Tech. Code Length
mm

Model

145 Straight blade stainless steel micro-teeth blade

ITEM: F2510
Stainless steel blades, one provided with micro anti- slip toothing, ergonomic bi-component
handles.

Tech. Code Length
mm

Model

145 Stainless steel, micro-teeth blade

ITEM: F2625
Micro-teeth electrician's scissors, professional, stainless steel model.

Tech. Code Length
mm

Model

145 Straight blade stainless steel micro-teeth blade

ITEM: F2505
Professional version
Straight micro-teeth stainless steel blades, nylon bicomponent and fiberglass

SCISSORS FOR ELECTRICIAN'S - STAINLESS STEEL BLADES

Tech. Code Length
mm

Model

160 Straight blade - Cutting wire

ITEM: F2630
Stainless steel blades - micro 3mm thickness with toothed cutter multi-components ergonomic handles
with double outlet.

Tech. Code Length
mm

Blade thickness
mm

155 3,5

ITEM: WX4770
Professional electrician's scissors PREMIUM QUALITY with stainless steel blades, ergonomic grip
handles in two-component material with anti-pinch finger safe stop.
- Vacuum-hardened blades approx. 56 HRC
- Anti-slip micro-toothed on one of the blades
- Double profile for cutting cables with cross-section up to 70 mm²
- Metal crimping system for wires from 1 to 6 mm² - AWG 22-14
- Nylon handle with rubber coating in TPR.

ELECTRICIAN'S SCISSORS - STAINLESS STEEL BLADES

CUTTING TOOLS AND ILLUMINATION IN FOAM

Tech. Code

Pieces 3

ITEM: WX9510/SE3
Kit consisting of a pair of electrician scissors, a safety cutter and a PEN-LIGHT
Premium Quality adjustable LED torch. Complete with Eva Tray module for Wodex trolleys.
Module size 200x223.5 mm - Vertical position.

Composizione:
WX4770 Scissors for electrician 155 mm
WX4720 Safety cutter with trapezium blades
WX6610 Adjustable LED torch
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F.50 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR52
Euro

Lunghezza
mm

Modello

F2600LD 8,36
145

Lama dritta
F2600LC 9,32 Lama curva

ART. F2600
Corpo in acciaio nichelato, manici rivestiti in materiale termoplastico.

FORBICI PER ELETTRICISTA

Cod. Tec. GR52
Euro

Lunghezza
mm

Modello

F2620LD 8,36
145

Lama dritta
F2620LC 9,32 Lama curva

ART. F2620
Modello pesante, corpo in acciaio nichelato, una lama microdentata antiscivolo, manici rivestiti
in materiale termoplastico.

Cod. Tec. GR52
Euro

Lunghezza
mm

Peso
g

Modello

F2660165 9,08 165 43
Lame rivestite in titanioF2660230 14,62 230 110

ART. F2660
Lame rivestite in Titanio, vite di assemblaggio antiallentamento, impugnature ergonomiche
bimateriale.

FORBICI PROFESSIONALI MULTIUSO

Cod. Tec. GR52
Euro

Lunghezza
mm

Peso
g

F2680UFF 12,43 180 77

ART. F2680
Forbici per ufficio in acciaio al carbonio nichelate.

FORBICI DA UFFICIO

Cod. Tec. GR52
Euro

Lunghezza
mm

Lama
mm

F2699COLT 8,89 195 85

ART. F2699
Modello pieghevole con spelafili, lama in acciaio al carbonio, impugnatura in plastica abs.

COLTELLI PER ELETTRICISTI

Cod. Tec. GR59
Euro

Dimensioni
mm

Peso
g

F2670216 36,30 216 x 13 x 83 122

ART. 565001.00
Forbici multiuso per un taglio professionale, ideali per mani grandi o se si lavora con i guanti, per
tagliare cartone, carta, pellicole, tessuti. Massima protezione grazie all'affilatura speciale e alle
punte arrotondate. L'incavo aggiunto si usa per il taglio di fili e cavi, le dentature sull'impugnatura
consentono di aprire vari tipi di chiusure. Lame in acciaio Inox.

FORBICI MULTIUSO SECUMAX 565

I prodotti sono disponibili nel CAP E

GIRAVITI MICRO PER VITI A TAGLIO E CROCE PHILLIPS® IN KIT

Cod. Tec. Pezzi

E588906 6

Prodotti correlati

F.50 Indivisible package   Suggested retail package - Unit price

Tech. Code Length
mm

Model

145
Straight blade
Curved blade

ITEM: F2600
Nickel steel body, thermoplastic coated handles

SCISSORS FOR ELECTRICIAN'S

Tech. Code Length
mm

Model

145
Straight blade
Curved blade

ITEM: F2620
Heavy-duty model, nickel steel body, one blade provided with micro anti- slip toothing, handles
with thermoplastic coating.

Tech. Code Length
mm

Weight
g

Model

165 43
Titanium coated blades

230 110

ITEM: F2660
Titanium coated blades, anti-loose screws, bimaterial ergonomically designed grip

MULTI-USE SCISSORS

Tech. Code Length
mm

Weight
g

180 77

ITEM: F2680
Nickel carbon steel office scissors

OFFICE SCISSORS

Tech. Code Length
mm

Blade
mm

195 85

ITEM: F2699
Folding version complete with stripping device, carbon steel blade, abs plastic grip

KNIVES FOR ELECTRICIANS

Tech. Code Dimensions
mm

Weight
g

216 x 13 x 83 122

ITEM: 565001.00
Multi-use scissors for professional cutting, Ideal for big hands or working with gloves, for cutting
cardboard, films, fabric. Maximum protection thanks to a special sharpening and rounded tips, the
recess added is used to cut wires and cables, the teeth on the handle enable you to open various
types of closures. Blades in stainless steel.

MULTI-USE SCISSORS - SECUMAX 565

The products are available in chapter E

MICRO SCREWDRIVERS FOR SLOTTED AND PHILLIPS® SCREWS IN SET

Tech. Code Pieces

6

Related products
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F.51 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR52
Euro ø Tubo max

Lunghezza
mm

F32502 34,20 2” 350
F325021/2 50,52 2” 1/2” 450

F32503 76,01 3” 600

ART. F3250
Dispositivo a doppia molla per il bloccaggio immediato del tubo ed una rapida ripresa della
manovra, ganasce in acciaio al carbonio, corpo in ghisa malleabile verniciata.

GIRATUBI MODELLO AMERICANO

Cod. Tec. GR52
Euro ø Tubo max

Lunghezza
mm

F32652 51,29 2” 350
F326521/2 60,49 2” 1⁄2” 450

F32653 96,57 3” 600

ART. F3265
Dispositivo a doppia molla per il bloccaggio immediato del tubo ed una rapida ripresa della
manovra, ganasce in acciaio al carbonio, corpo in alluminio verniciato.

GIRATUBI MODELLO AMERICANO CON CORPO IN ALLUMINIO

Cod. Tec. GR52
Euro Ø Tubo max

Lunghezza
mm

F33001 32,00 1” 305
F330011/2 36,86 1”1⁄2” 405

F33002 57,26 2” 560
F33003 85,72 3” 650
F33004 128,87 4" 750

ART. F3300
Acciaio al cromo vanadio verniciato.

GIRATUBI MODELLO SVEDESE CON GANASCE A 90°

Cod. Tec. GR60
Euro Ø tubo max

Lunghezza
mm

F32901/2 49,30 1/2" 240
F32901 65,28 1" 315

F329011/2 82,13 1-1/2" 425
F32902 114,29 2" 560
F32903 189,31 3" 700

ART. 115
NORMA DIN 5234

Giratubi "X-GRIP" con ganasce a 45 ° di nuova costruzione, particolarmente robusti ed ergonomici,
modello top di gamma contraddistinto dal bollino giallo.
- Presa sicura di tubi, materiali piatti e connessioni filettate.
- Completamente ribaltabile, di alta qualità, con manici rinforzati
- Protezione di sicurezza contro le lesioni da schiacciamento
- Impugnature rivestite in plastica antiscivolo, ottime per le basse temperature

GIRATUBI X-GRIP CON GANASCE A 45° - 115

Cod. Tec. GR60
Euro Ø tubo max

Lunghezza
mm

F33151 76,57 1" 320
F331511/2 96,35 1-1/2" 440

F33152 134,06 2" 560
F33153 205,49 3" 675

ART. 100
NORMA DIN 5234 C

Giratubi con ganasce sagomate inclinate a 45° serie Slim-line, presa stabile grazie al contatto a tre
punti, ottimale anche in presenza di tubi lisci, modello top di gamma contraddistinto dal bollino giallo.
- Completamente forgiati con superfici di presa temprate a induzione.
- Manici rinforzati con impugnature a doppia T
- Funzione di presa automatica sul pezzo
- Protezione di sicurezza contro le lesioni da schiacciamento

GIRATUBI CON GANASCE A 45° SAGOMATE - 100

F.51Indivisible package  Suggested retail package - Unit price

Tech. Code Tube max ø
Length

mm
2” 350

2” 1/2” 450
3” 600

ITEM: F3250
Twin spring device for instant tube lock and a fast resuming of operations, carbon steel jaws,
painted malleable cast iron.

AMERICAN STYLE PIPE WRENCHES

Tech. Code Tube max ø
Length

mm
2” 350

2” 1/2” 450
3” 600

ITEM: F3265
Twin spring device for instant pipe gripping and a fast resuming of operations, carbon steel
jaws, painted aluminium body.

AMERICAN STYLE ALUMINIUM PIPE WRENCHES

Tech. Code Tube max ø
Length

mm
1” 305

1” 1/2” 405
2” 560
3” 650
4" 750

ITEM: F3300
Vanadium chrome painted steel.

90° BENT JAW SWEDISH MODEL PIPE WRENCHES

Tech. Code ø max tube
Length

mm
1/2" 240
1" 315

1-1/2" 425
2" 560
3" 700

ITEM: 115
STANDARD DIN 5234

Pipe wrenches "X-GRIP with 45 ° jaws of new construction, particulary robust and ergonomic, top of
the range model distinguished by a yellow dot.
- Safe gripping of pipes, flat materials and threaded connections
- Completely roating, high quality with reinforced handles
- Safety protection against crushing Injuries
- Handles covered in a non-slip plastic, excellent for low temperatures

45° BENT JAW X-GRIP PIPE WRENCHES - 115

Tech. Code ø max tube
Length

mm
1" 320

1-1/2" 440
2" 560
3" 675

ITEM: 100
STANDARD DIN 5234 C
Pipe wrenches with shaped jaws inclined at 45° serie Slim-line series, stable grip thanks to the contact
a 3 points, also optimal in the presence of smooth tubes, top range model distinguished by a yellow
dot.
- Completely forged with Induction hardened grip surfaces.
- Reinforced handles with double T grip
- Automatic gripping function of the piece
- Safety protection against crushing injuries

45° BENT SHAPED JAW PIPE WRENCHES - 100



F

F.52 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR52
Euro Apertura max

Lunghezza
mm

F32804 40,52 4” 300

ART. F3280
Manovra nei due sensi di rotazione senza rimuovere l’attrezzo, leva in acciaio al cromo vanadio
verniciato.

GIRATUBI A CATENA REVERSIBILI

Cod. Tec. GR52
Euro Ø Tubo max

Lunghezza
mm

F33191/2 23,55 1/2" 265
F33191 29,16 1” 330

F331911/2 38,70 1”1⁄2” 425
F33192 71,00 2” 535
F33193 99,28 3" 680

ART. F3319
Acciaio al cromo vanadio verniciato.

GIRATUBI MODELLO SVEDESE CON GANASCE A 45° SOTTILI SAGOMATE

Cod. Tec. GR52
Euro Ø Tubo max

Lunghezza
mm

F33281/2 21,81 1/2" 265
F33281 28,11 1” 310

F332811/2 37,74 1”1⁄2” 410
F33282 59,10 2” 570
F33283 93,77 3" 695

ART. F3328
Acciaio al cromo vanadio verniciato.

GIRATUBI MODELLO SVEDESE CON GANASCE A 45° SOTTILI

Cod. Tec. GR52
Euro Apertura max

Lunghezza
mm

F32816 147,41 6" 900

ART. F3281
Modello a doppia ganascia utilizzabile nei 2 sensi di rotazione, in acciaio al cromo vanadio verniciato.

Cod. Tec. GR60
Euro Ø tubo max

Lunghezza
mm

F33251/2 51,05 1/2" 240
F33251 69,28 1" 320

F332511/2 86,91 1-1/2" 445
F33252 122,76 2" 565
F33253 194,71 3" 705

ART. 111
NORMA DIN 5234 B

Giratubi con ganasce inclinate a 45° serie Slim-line, presa stabile grazie al contatto a tre punti,
ottimale anche in presenza di tubi lisci, modello top di gamma contraddistinto dal bollino giallo.
- Completamente forgiati con superfici di presa temprate a induzione.
- Manici rinforzati con impugnature a doppia T
- Funzione di presa automatica sul pezzo
- Protezione di sicurezza contro le lesioni da schiacciamento

GIRATUBI CON GANASCE A 45° - 111

F.52 Indivisible package   Suggested retail package - Unit price

Tech. Code Max opening
Length

mm
4” 300

ITEM: F3280
Bi-directional rotation maneuvering, without removing the tool, vanadium chrome painted steel
lever.

REVERSIBLE CHAIN PIPE WRENCHES

Tech. Code Tube max ø
Length

mm
1/2" 265
1” 330

1” 1/2” 425
2” 535
3" 680

ITEM: F3319
Vanadium chrome painted steel.

45° BENT SLIM-LINE JAW SWEDISH MODEL PIPE WRENCHES

Tech. Code Tube max ø
Length

mm
1/2" 265
1” 310

1” 1/2” 410
2” 570
3" 695

ITEM: F3328
Vanadium chrome painted steel.

45° BENT THIN JAW SWEDISH MODEL PIPE WRENCHES

Tech. Code Max opening
Length

mm
6" 900

ITEM: F3281
Double chain usefull in 2 directions of rotations, made of chrome vanadium painted.

Tech. Code ø max tube
Length

mm
1/2" 240
1" 320

1-1/2" 445
2" 565
3" 705

ITEM: 111
STANDARD DIN 5234 B

Pipe wrenches with 45° inclined jaws serie Slim-line, stable grip thanks to the three-point contact, also
optimal in the presence of smooth tubes, top range model distinguished b a yellow dot.
- Completely forged with Induction hardened grip surfaces
- Reinforced handles with double T grip
- Automatic gripping function on the piece
- Safety protection against crushing Injuries

45° BENT JAW PIPE WRENCHES - 111



F

F.53 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR52
Euro

Apertura
mm

Lunghezza impugnatura
mm

F3283140 15,07 140
230F3283320 18,54 320

ART. F3283
Modello pesante a nastro per filtri olio.

CHIAVI A NASTRO PER FILTRI OLIO

Cod. Tec. GR52
Euro

Ø
mm

Ricambi

F3285105 31,11 40 - 105 -
F3285105R 5,46 - Nastro di ricambio 40 - 105
F3285145 33,27 40 - 145 -

F3285145R 5,87 - Nastro di ricambio 40 - 145

ART. F3285
Chiavi a nastro registrabile per filtri olio e filtri essicatore (40-145).

CHIAVI PER FILTRI OLIO

mro

Perfect
ergonomics

F.53Indivisible package  Suggested retail package - Unit price

Tech. Code Opening
mm

Grip length
mm

140
230

320

ITEM: F3283
Heavy-duty strap wrench for oil filters.

STRAP WRENCHES FOR OIL FILTERS

Tech. Code Ø
mm

Spare parts

40 - 105 -
- Spare band 40 - 105

40 - 145 -
- Spare band 40 - 145

ITEM: F3285
Ajustable wrenches for oil and dryer filters (40-145).

AJUSTABLE OIL FILTER WRENCHES



F

F.54 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR52
Euro

Apertura
mm

Lunghezza
mm

F35203-22 13,41 3 - 22 55
F3520R3 3,43 Rotella di ricambio -

ART. F3520
Modello compatto a limitato raggio di rotazione per operare in spazi ristretti, rulli di scorrimento
scanalati per il taglio di tubi bordati, corpo in lega leggera verniciata.

TAGLIATUBI PER TUBI IN RAME E LEGA LEGGERA

Cod. Tec. GR52
Euro

a
mm

L
mm

F3421150 12,17 20 150
F3421200 14,52 25 200
F3421250 18,49 30 250
F3421300 24,69 35 300
F3421380 44,92 45 380
F3421450 63,98 55 450

ART. F3421
Modello a testa inclinata a 22,5° con scala millimetrica, apertura della ganascia mobile mediante
rotazione del rullino, acciaio al cromo vanadio cromato e satinato.

CHIAVI REGOLABILI A RULLINO

Cod. Tec. GR51
Euro

a
mm

L
mm

F3420200 17,76 32 200
F3420250 22,10 43 250

ART. WX1170
NORMA DIN 3117 ISO 6787

Chiavi a rullino in acciaio cromo-vanadio con bocca inclinata di 15°.
- Esecuzione robusta per uso professionale Premium Quality
- Scala millimetrata

CHIAVI REGOLABILI A RULLINO
L

a

Cod. Tec. GR55
Euro

Apertura
pollici

Apertura
mm

Prof. taglio max.
mm

F351500 29,40 1/8 - 5/8 3 - 16 2

ART. 155
Tagliatubi preciso ed estremamente compatto per tubi di rame, ottone, alluminio, leghe leggere, tubi di
plastica dura e di acciaio con pareti sottili.

TAGLIATUBI PER TUBI IN RAME E LEGA LEGGERA

Cod. Tec. GR55
Euro

Ø
mm

Foro
mm

Per
tagliatubi



F351600 7,10 20 5 F351500 10

ART. SR155
Rotelle di ricambio per tagliatubi adatte al taglio di tubi in rame, in plastica ed in lega leggera.

ROTELLE DI RICAMBIO PER TAGLIATUBI

Cod. Tec. GR55
Euro

Apertura
pollici

Apertura
mm

Prof. taglio max.
mm

F352500 78,00 1/8 - 1" - 3/8 3 - 35 2,5

ART. 153
Utensile leggero e maneggevole particolarmente indicato per tubi di rame, ottone, leghe leggere, tubi
di plastica dura e di acciaio con pareti sottili. Svasatore per la parte interna dei tubi incorporato nel
manico.

TAGLIATUBI PER TUBI IN RAME E LEGA LEGGERA

Cod. Tec. GR55
Euro

Ø
mm

Foro
mm

Per
tagliatubi



F352600 11,60 20 6 F352500 10

ART. SR153
Rotelle di ricambio per tagliatubi adatte al taglio di tubi in rame, in plastica ed in lega leggera.

ROTELLE DI RICAMBIO PER TAGLIATUBI

F.54 Indivisible package   Suggested retail package - Unit price

Tech. Code Opening
mm

Length
mm

3 - 22 55
Spare wheel -

ITEM: F3520
Compact model with limited rotation radius, suitable to for operate in small places, grooved
rollers for bordered pipe cutting, painted light alloys body.

PIPE CUTTERS FOR COPPER

Tech. Code a
mm

L
mm

20 150
25 200
30 250
35 300
45 380
55 450

ITEM: F3421
22,5°-inclined head model, with millimeter scale, sliding jaw opening by rotating knurl, chrome
vanadium chromed, satin plated body.

ADJUSTABLE WRENCHES

Tech. Code a
mm

L
mm

32 200
43 250

ITEM: WX1170
STANDARD DIN 3117 ISO 6787
Roller wrenches made of chrome-vanadium steel with angled mouth of 15°.
- Robust excution for Premium Quality
- Millimeter scale

ADJUSTABLE WRENCHES

Tech. Code Opening
Inches

Opening
mm

Prof. cutting max.
mm

1/8 - 5/8 3 - 16 2

ITEM: 155
Precise and extremely compact pipe cutter for copper, brass, aluminum, light alloys, hard plastic pipes
and thin-walled steel pipes.

PIPE CUTTERS FOR COPPER AND LIGHT ALLOY PIPES

Tech. Code Ø
mm

Hole
mm

For tube cutters 

20 5 F351500

ITEM: SR155
Spare wheel parts for pipe cutters suitable for cutting copper, plastic and light alloy pipes.

SPARE WHEEL PARTS FOR CUTTERS

Tech. Code Opening
Inches

Opening
mm

Prof. cutting max.
mm

1/8 - 1" - 3/8 3 - 35 2,5

ITEM: 153
Light and handy tool particularly suitable for copper, brass, light alloys, hard plastic pipes and thin-
walled steel pipes. Countersink for the inside of the pipes incorporated in the handle.

PIPE CUTTERS FOR COPPER AND LIGHT ALLOY PIPES

Tech. Code Ø
mm

Hole
mm

For tube cutters 

20 6 F352500

ITEM: SR153
Spare wheel parts for pipe cutters suitable for cutting copper, plastic and light alloy tubes.

SPARE WHEEL PARTS FOR TUBE CUTTERS
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F.55 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR52
Euro

Apertura
mm

Lunghezza
mm

F35303-32 18,65 3 - 32 150
F3520R3 3,43 Rotella di ricambio -

ART. F3530
Rulli di scorrimento scanalati per il taglio di tubi bordati, lama svasa tubi incorporata, corpo in
lega leggera verniciata.

TAGLIATUBI PER TUBI IN RAME E LEGA LEGGERA

Cod. Tec. GR52
Euro

Apertura
mm

Lunghezza
mm

F35403-32 33,27 3 - 32 150
F3540R5 4,03 Rotella di ricambio -

ART. F3540
Modello ad avanzamento telescopico ed ingombro costante, rulli di scorrimento scanalati per il
taglio di tubi bordati, lama svasa tubi incorporata, corpo in lega leggera verniciata.

Cod. Tec. GR60
Euro

Tubo Ø
mm

Lunghezza
mm

F35703-15 18,04 3-15 130
F357012-25 27,06 12-25 185

F3570R6 5,62 Lama di ricambio per tubi Ø 3-15 mm
-F3570R7 8,81 Lama di ricambio per tubi Ø 12-25 mm

ART. F3570
Per il taglio di tubi in PVC - Nylon - PE, corpo in metallo nichelato, coltello in acciaio temprato
molato.

TAGLIATUBI PER TUBI IN PLASTICA

Cod. Tec. GR54
Euro

Apertura max
mm

Lunghezza
mm

F3558185 44,80 25 185
F3558RIC1 15,30 Lame di ricambio per 90 20 185 -

ART. 90 20 185
Corpo in materiale plastico rinforzato con fibra di vetro, non adatta per tagliare cavi con molla di
ritorno e nottolino di arresto. Corpo utensile in resina sintetica, rinforzata in fibra di vetro e una
lama in acciaio speciale, temperato ad olio, intercambiabile.

TAGLIATUBI PER TUBI FLESSIBILI

Cod. Tec. GR52
Euro

Apertura
mm

Lunghezza
mm

F355550-127 140,04 50 - 127 350
F3555R1 12,42 Rotella di ricambio -

ART. F3555
Tagliatubi a rotella con guida telescopica ed avvicinamento rapido, ideali per il taglio di tubi in plastica.

TAGLIATUBI TELESCOPICI PER PLASTICA

Cod. Tec. GR52
Euro

Tubi Ø max
mm/inc.

Lunghezza
mm

F357242 17,25 42 - 1-5/8" 195
F357242R 5,29 Lama di ricambio -

ART. F3572
Tagliatubi a cricchetto per tubi in plastica, taglio facilitato con minore deformazione del tubo.

TAGLIATUBI A CRICCHETTO PER TUBI IN PLASTICA

Cod. Tec. GR52
Euro

tubi Ø max
mm/inc.

Lunghezza
mm

F357342 32,77 42 - 1-5/8" 230
F357342R 6,10 Lama di ricambio -

ART. F3573
Tagliatubi a cricchetto per tubi in plastica, taglio facilitato con minore deformazione del tubo.

F.55Indivisible package  Suggested retail package - Unit price

Tech. Code Opening
mm

Length
mm

3 - 32 150
Spare wheel -

ITEM: F3530
Grooved rollers for bordered pipe cutting, embedded tubes flaring blade, painted light alloy
body.

PIPE CUTTERS FOR COPPER

Tech. Code Opening
mm

Length
mm

3 - 32 150
Spare wheel -

ITEM: F3540
Telescopic advancement and constant space consumption, groove rolls for bordered pipe
cutting, built-in tube boring blade, painted light alloy body.

Tech. Code Tube ø
mm

Length
mm

3-15 130
12-25 185

Spare blade for 3-15 mm ø tubes
-

Spare blade for  12-25 mm ø tubes

ITEM: F3570
PVC - Nylon - PE cutting, nickel plated body, hardened ground steel knife.

PIPE CUTTERS FOR PLASTIC PIPES

Tech. Code Max opening
mm

Length
mm

25 185
90 20 185 spare blades -

ITEM: 90 20 185
Reinforced plastic material and fibreglass body, not fit to cut rebound spring and stop ratchet
cables. Synthetic resin, reinforced fibreglass body, special oil hardened steel exchangeable
blade.

PIPE CUTTERS FOR FLEXIBLE PIPES

Tech. Code Opening
mm

Length
mm

50 - 127 350
Spare wheel -

ITEM: F3555
Wheel pipe cutters with telescopic guide and rapid approach, ideal for the cutting of plastic pipes.

PIPE CUTTERS FOR PLASTIC PIPES

Tech. Code Pipes Ø max
mm/inc.

Length
mm

42 - 1-5/8" 195
Spare blade -

ITEM: F3572
Ratchet cutters for plastic pipes, easy cutting process with less deformation to the pipes.

RATCHET CUTTERS FOR PLASTIC PIPES

Tech. Code Pipes Ø max
mm/inc.

Length
mm

42 - 1-5/8" 230
Spare blade -

ITEM: F3573
Ratchet cutters for plastic pipes, easy cutting process with less deformation to the pipes.
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F.56 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

La curvatubi F3595 è la più leggera e veloce nel suo genere e quindi la più pratica, nello stesso tempo è
molto potente e con il minimo sforzo curva tubi di grande diametro.

Caratteristiche generali: Monoblocco pressofuso in lega leggera ad alta resistenza (kg. 1,15), leva
d'azionamento in ottone pressofuso, forme in alluminio pressofuso, controforme in acciaio con laterali in
alluminio pressofuso ad innesto rapido.

ART. P/22A

Cod. Tec. GR60
Euro

Tubi in rame Ø
mm

Composizione

F3595SET 421,58 10-12-14-16
18-20-22

1 curvatubi
1 set di forme e controforme

per tubi rame Ø10-12-14-16-18-20-22
1 valigetta ABS

CURVATUBI MECCANICHE PORTATILI

La curvatubi idraulica F3597 è la più piccola nel suo genere e quindi la più maneggevole, nello stesso tempo
è molto potente e con il minimo sforzo curva tubi di grande diametro.

Caratteristiche generali: Corpo pompa in alluminio pressofuso e in acciaio inox a doppio circuito idraulico
(kg. 2,3), ampio campo di lavoro dato dalla corsa del pistone particolarmente lunga, leva d'azionamento
della pompa registrabile in base alle dimensioni della mano, forme in alluminio pressofuso, controforme in
acciaio con laterali in alluminio pressofuso ad innesto rapido.

ART. OB/85S

Cod. Tec. GR60
Euro

Tubi in rame Ø
mm

Composizione

F3597SET 674,52 10-12-14-16
18-20-22

1 curvatubi
1 set di forme e controforme

per tubi rame Ø10-12-14-16-18-20-22
1 valigetta ABS

CURVATUBI IDRAULICHE PORTATILI

Cod. Tec. GR52
Euro

Per tubi Ø
mm

Lunghezza
mm

F360040 12,73 4 < 40 57

ART. F3600
Per svasature interne ed esterne di tubi in rame, ottone e pvc, corpo in lega di zinco verniciato.

SVASATORI-SBAVATORI PER TUBI

ART. F3574
Tagliatubi a cricchetto per tubi in plastica, taglio facilitato con mino deformazione del tubo.

Cod. Tec. GR52
Euro

Tubi Ø max
mm/inc.

Lunghezza
mm

F357442 43,30 42 - 1-5/8" 210

F357442R 10,35 Lama di ricambio -

TAGLIATUBI A CRICCHETTO PER TUBI IN PLASTICA

Cod. Tec. GR52
Euro

Tubi Ø max
mm / inc.

Lunghezza
mm

F357563 64,17 63 - 2-1/2" 430
F357563R 22,42 Lama di ricambio -

ART. F3575
Tagliatubi a cricchetto per tubi in plastica, taglio facilitato con minore deformazione del tubo.

F.56 Indivisible package   Suggested retail package - Unit price

The F3595 pipe bender is the lightest and the fastest in its range of tools and thus the easiest to handle. At
the same time, it is very powerful and able to bend big diameter pipes with the minimum effort.

Technical features: Light-alloy, high-resistance die cast block (kg. 1,15), Die-cast brass operating lever, Die-
cast aluminium formers,Steel counterformers with die-cast aluminium laterals for quick coupling.

ITEM: P/22A

Tech. Code Copper pipes Ø
mm

Composition

10-12-14-16
18-20-22

1 pipe-bending machine
1 former and counterformer

for copper pipes D10-12-14-16-18-20-22 in kit
1 ABS suitcase

PORTABLE MANUAL PIPE BENDER

The F3597 hydraulic pipe bender is the smallest in its range of tools and thus the easiest to handle. At the
same time, it is very powerful and able to bend big diameter pipes with the minimum effort.

Technical features: Die-cast aluminium and stainless steel pump body with double hydraulic circuit (kg.
2,3), high working range thanks to the very long piston stroke, adjustable operating lever according to hand
size, die-cast aluminium formers, steel counterformers with die-cast aluminium laterals for quick coupling.

ITEM: OB/85S

Tech. Code Copper pipes Ø
mm

Composition

10-12-14-16
18-20-22

1 pipe-bending machine
1 former and counterformer for

copper pipes D10-12-14-16-18-20-22 in kit
1 ABS suitcase

PORTABLE HYDRAULIC PIPE BENDER

Tech. Code For hoses Ø
mm

Length
mm

4 < 40 57

ITEM: F3600
For internal and external countersinks. Hoses in brass, copper and pvc, varnished alloy zinc body.

COUNTERSINK FOR PIPES

ITEM: F3574
Ratchet cutters for plastic pipes, easy cutting process with less deformation to the pipes.

Tech. Code Pipes Ø max
mm/inc.

Length
mm

42 - 1-5/8" 210

Spare blade -

RATCHET CUTTERS FOR PLASTIC PIPES

Tech. Code Pipes Ø max
mm / inc.

Length
mm

63 - 2-1/2" 430
Spare blade -

ITEM: F3575
Ratchet cutters for plastic pipes, easy cutting process with less deformation to the pipes.
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F.57 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR52
Euro

Estensione min - max
mm

Diametro
mm

F361034 16,64 120 - 470 34

ART. F3610
Specchietti telescopici snodati, versione tascabile con clip.

SPECCHIETTI TELESCOPICI

Cod. Tec. GR52
Euro

Estensione min - max
mm

Diametro
mm

F362050 17,70 200 - 360 50

ART. F3620
Specchietti telescopici snodati con impugnatura in plastica.

Cod. Tec. GR52
Euro

Estensione min - max
mm

Dimensioni
mm

F363050X26 19,25 125 - 470 50 x 26

ART. F3630
Specchietti telescopici snodati, versione tascabile con clip.

Cod. Tec. GR55
Euro

Estensione min - max
mm

Ø
mm

F360155 108,00 310 - 750 55

ART. 13120N
Specchietti telescopici snodati con luce a LED a batteria, la fonte dell'illuminazione LED è estraibile
e può essere utilizzata come luce separata. Lo specchio concavo offre un ingrandimento 5x. Durata
della batteria 150 ore circa.

SPECCHIETTI TELESCOPICI CON LUCE A LED

Cod. Tec. GR55
Euro

Estensione min - max
mm

Ø
mm

F360232 29,30 171 - 699 32
F360257 29,30 178 - 921 57

ART. 12921M
Specchietti telescopici infrangibili in acciaio Inox con snodo a sfera orientabile di 180°. Versione senza
viti di collegamento conforme al FOD per l'utilizzo in assoluta sicurezza.

SPECCHIETTI TELESCOPICI IN ACCIAIO INOX

Cod. Tec. GR55
Euro

Estensione min - max
mm

Dimensioni
mm

F36034570 30,50 178 - 927 45 x 70

ART. 12921M
Specchietti telescopici infrangibili in acciaio Inox con snodo a sfera orientabile di 180°. Versione senza
viti di collegamento conforme al FOD per l'utilizzo in assoluta sicurezza.

SPECCHIETTI TELESCOPICI IN ACCIAIO INOX

F.57Indivisible package  Suggested retail package - Unit price

Tech. Code min - max extension
mm

Diameter
mm

120 - 470 34

ITEM: F3610
Articulated, telescopic mirrors, pocket version with clip.

TELESCOPIC MIRRORS

Tech. Code min - max extension
mm

Diameter
mm

200 - 360 50

ITEM: F3620
Articulated, telescopic mirrors, plastic grip.

Tech. Code min - max extension
mm

Dimensions
mm

125 - 470 50 x 26

ITEM: F3630
Articulated, telescopic mirrors, pocket version with clip.

Tech. Code Min - max extension
mm

Ø
mm

310 - 750 55

ITEM: 13120N
Articulated telescopic mirrors with LED battery light, the LED lighting source is removable and can be
used as a separate light. The concave mirror offers a 5x magnification. Battery life approximately 150
hours.

TELESCOPIC MIRRORS WITH LED LIGHT

Tech. Code Min - max extension
mm

Ø
mm

171 - 699 32
178 - 921 57

ITEM: 12921M
Unbreakable telescopic mirrors in stainless steel with 180° swiveling ball joint. Version without
connection screws according to FOD for use in absolute safety.

TELESCOPIC MIRRORS IN STAINLESS STEEL

Tech. Code Min - max extension
mm

Dimensions
mm

178 - 927 45 x 70

ITEM: 12921M
Unbreakable telescopic mirrors in stainless steel with 180° swiveling ball joint. Version without
connection screws according to FOD for use in absolute safety.

TELESCOPIC MIRRORS IN STAINLESS STEEL
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F.58 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ART. FM-ECO
Filiere manuali a cricchetto complete di testine in pratica valigetta in metallo.

Cod. Tec. GR60
Euro Testine

F3651BSPT 433,13 3/8" - 1/2" - 3/4" - 1" - 1.1/4" BSPT DX

FILIERE MANUALI PER IDRAULICI

ART. ECO BSPT-DX
Testine complete per filiere FM-ECO

Cod. Tec. GR60
Euro BSPT

F3652BSPT3/8 124,74 3/8"
F3652BSPT1/2 124,74 1/2"
F3652BSPT3/4 154,77 3/4"
F3652BSPT1 167,48 1"

F3652BSPT1-1/4 183,65 1.1/4"

FILIERE MANUALI PER IDRAULICI - TESTINE DI RICAMBIO

I prodotti sono disponibili nel CAP E

CARRELLI PORTAUTENSILI CON PIANO IN PLASTICA E PARASPIGOLI

Cod. Tec. Dimensioni
mm

Cassetti
n°

E8230P6
892 x 653 x 927 h

6

E8230P8 8

Prodotti correlati

F.58 Indivisible package   Suggested retail package - Unit price

ITEM: FM-ECO
Ratchet manual threaders complete with heads in a practical metal box

Tech. Code Tips

3/8" - 1/2" - 3/4" - 1" - 1.1/4" BSPT DX

MANUAL THREADERS FOR HYDRAULIC MAINTENANCE

ITEM: F3652
Spare cutting heads for hand threaders FM-ECO

Tech. Code BSPT

3/8"
1/2"
3/4"
1"

1" - 1/4"

SPARE CUTTING HEADS FOR HAND THREADERS

The products are available in chapter E

TOOL CABINETS WITH PLASTIC TOP AND PROTECTIVE EDGES

Tech. Code Dimensions
mm

Drawers
n°

892 x 653 x 927 h
6

8

Related products
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F.59 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR52
Euro

Lunghezza
mm



F3700ABS9 1,69 130 1

ART. F3700
Corpo in ABS, lama a spezzare da 9mm.

CUTTER CON LAME A SETTORI 9 MM

Cod. Tec. GR52
Euro

Lunghezza
mm



F3710MET9 3,82 135 1

ART. F3710
Corpo in metallo, lama a spezzare da 9mm.

Cod. Tec. GR52
Euro

Lunghezza
mm



F3715MET9 4,87 136 1

ART. F3715
Corpo in ABS e gomma termoplastica, guidalama in acciaio, lama a spezzare da 9mm.

Cod. Tec. GR51
Euro

Dimensioni
mm

Lama
mm



F366009 4,34 137 x 35 x 21 9 1

ART. WX4650
Cutter con lama a settori da 9 mm PREMIUM QUALITY robusti e resistenti. Struttura metallica,
impugnatura ergonomica antiscivolo in lega di alluminio con inserti in TPR Soft-Grip.

- Custodia con 5 lame di ricambio integrate nell'impugnatura
- Caricamento automatico della nuova lama
- Lame di alta qualità in acciaio al carbonio SK2 estremamente affilate e di lunga durata

CUTTER CON LAME A SETTORI 9 MM

Cod. Tec. GR51
Euro

Dimensioni
mm

Materiale 

F367910 2,10 80 x 9 x 0,4 Acciaio SK2 1

ART. WX4670
Confezione 10 lame a settori da 9 mm PREMIUM QUALITY in acciaio al carbonio SK2 estremamente
affilate e di lunga durata.

LAME A SETTORI 9MM

Cod. Tec. GR51
Euro

Dimensioni
mm

Lama
mm



F368018 8,68 167 x 37 x 23 18 1

ART. WX4680
Cutter con lama a settori da 18 mm PREMIUM QUALITY robusti e resistenti. Struttura metallica,
impugnatura ergonomica antiscivolo in lega di zinco con inserti in TPR Soft-Grip.

- Custodia con 3 lame di ricambio integrate nell'impugnatura
- Blocco automatico della lama
- Lame di alta qualità in acciaio al carbonio SK2 estremamente affilate e di lunga durata

CUTTER CON LAME A SETTORI 18 MM

Cod. Tec. GR51
Euro

Dimensioni
mm

Materiale 

F369910 2,82 100 x 18 x 0,5 Acciaio SK2 1

ART. WX4710
Confezione 10 lame a settori da 18 mm PREMIUM QUALITY in acciaio al carbonio SK2 stremamente
affilate e di lunga durata.

LAME A SETTORI 18 MM

F.59Indivisible package  Suggested retail package - Unit price

Tech. Code Length
mm



130

ITEM: F3700
ABS body, 9 mm snap- off blade.

CUTTERS WITH SNAP-OFF BLADES 9MM

Tech. Code Length
mm



135

ITEM: F3710
Metal body, 9 mm snap- off blade.

Tech. Code Length
mm



136

ITEM: F3715
ABS and thermoplastic rubber body, steel blade slide, 9mm snap-off sections.

Tech. Code Dimensions
mm

Blade
mm



137 x 35 x 21 9

ITEM: WX4650
Cutters with snap-off blades 9 mm PREMIUM QUALITY robust and resistant, metalic structure, anti-
slip erogonomic grip handle in aluminum alloy with TPR Inserts Soft-Grip.

- Container with 5 replacement blades intergrated in the handle
- Automatic load of the new blades
- High quality blades in carbon steel SK2 extremely sharp and long duration

CUTTERS WITH SNAP-OFF BLADES 9 MM

Tech. Code Dimensions
mm

Material 

80 x 9 x 0,4 Steel SK2

ITEM: WX4670
Package of 10 snap-off blades 9 mm PREMIUM QUALITY in carbon steel SK2 extremely sharp and
long duration.

SNAP-OFF BLADES 9MM

Tech. Code Dimensions
mm

Blade
mm



167 x 37 x 23 18

ITEM: WX4680
Cutters with snap-off blades 18 mm PREMIUM QUALITY robust and resistant metalic structure, anti-
slip erogonmic grip handle in zinc alloy withTPR Inserts Soft-Grip.

- Container of 4 replacement blades intergrated in the handle
- Automatic block of the blades
- High quality blades in carbon steel SK2 extremeley sharp and long duration

CUTTERS WITH SNAP-OFF BLADES 18 MM

Tech. Code Dimensions
mm

Material 

100 x 18 x 0,5 Steel SK2

ITEM: WX4710
Package of 10 snap-off blades 18 mm PREMIUM QUALITY in carbon steel SK2 Extremely sharp and
long duration.

SNAPP-OFF BLADES 18 MM
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F.60 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR52
Euro

Lunghezza
mm



F3720ABS18 3,82 160 1

ART. F3720
Corpo in ABS, lama a spezzare da 18mm.

CUTTER CON LAME A SETTORI 18 MM

Cod. Tec. GR52
Euro

Lunghezza
mm



F3730ABSACC 4,58 165 1

ART. F3730
Corpo in ABS, guidalama in acciaio, lama a spezzare da 18mm.

Cod. Tec. GR52
Euro

Lunghezza
mm



F3740ABSBIC 8,24 155 1

ART. F3740
Corpo in ABS bicomponente e gomma termoplastica, guidalama in acciaio, caricatore portalame con
sei lame a spezzare da 18mm incluse.

Cod. Tec. GR52
Euro

Lunghezza
mm



F3725MET18 5,92 170 1

ART. F3725
Corpo in ABS e gomma termoplastica, guidalama in acciaio, lama a spezzare da 18mm.

Prodotto disponibile nel CAP K

GUANTI IN NYLON/SPANDEX CON SPALMATURA 4/4 IN NITRILE FOAM SANITIZED

Cod. Tec. Taglia Taglia EU

K232807 M 7

K232808 L 8

K232809 XL 9

Prodotti correlati

F.60 Indivisible package   Suggested retail package - Unit price

Tech. Code Length
mm



160

ITEM: F3720
ABS body, 18 mm snap- off blade.

CUTTERS WITH SNAP-OFF BLADES 18 MM

Tech. Code Length
mm



165

ITEM: F3730
ABS body, steel blade guide, 18 mm snap- off blade

Tech. Code Length
mm



155

ITEM: F3740
Bicomponent ABS body, steel blade guide, blade holder/loader with six 18mm splitting blades
included.

Tech. Code Length
mm



170

ITEM: F3725
ABS and thermoplastic rubber body, steel blade slide, 18 mm snap-off sections.

Product available in index K

GLOVES IN NYLON/SPANDEX WITH 4/4 IN NITRIL FOAM SANITIZED COATING

Tech. Code Size EU size

M 7

L 8

XL 9

Related products
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F.61 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR60
Euro

Lunghezza
mm



F3770135 10,38 135 1

ART. 0-10-095
Corpo in metallo sagomato, sistema brevettato di bloccaggio e cambio della lama, lama a spezzare da
9mm.

CUTTER INTERLOCK

Cod. Tec. GR60
Euro

Lunghezza
mm



F3780165 13,49 165 1

ART. 1-10-018
Corpo metallico sagomato, sistema brevettato di bloccaggio e cambio della lama, lama a spezzare da
18mm.

CUTTER INTERLOCK

Cod. Tec. GR60
Euro

Lunghezza
mm



F3800165 13,49 165 12

ART. 0-10-499
Corpo in metallo pressofuso, lama regolabile in tre posizioni e tagliaspago, pulsante per la sostituzione
della lama senza smontare il coltello, serbatoio a scomparsa per lame di ricambio, fornito con tre
lame.

CUTTER DI SICUREZZA

Cod. Tec. GR52
Euro

Dimensioni
mm

Spessore
mm



F386060X33 4,39 60 x 33 x 19h 0,60 1

ART. F3860
Adatta per cutters 10 199 - 10 499 - STHTO 10193
Fornite in confezione 10 pz.

LAME A TRAPEZIO PER CUTTER DI SICUREZZA

Cod. Tec. GR51
Euro

Dimensioni
mm

Lama
mm



F374560 10,85 174 x 46 x 26 60 x 19 x 0,6 1

ART. WX4720
Cutter di sicurezza con lame a trapezio 60x19 mm PREMIUM QUALITY robusti e resistenti. Struttura
in lega di zinco, Impugnatura ergonomica antiscivolo in TPR Soft-Grip.

- Cursore per l'estrazione della lama con rientro automatico
- Cursore per l'estrazione della lama con blocco
- Pulsante per il cambio rapido della lama
- Custodia con 3 lame di ricambio integrate nell'impugnatura
- Lame di alta qualità in acciaio al carbonio SK2 estremamente affilate e di lunga durata

CUTTER DI SICUREZZA CON LAME A TRAPEZIO

Cod. Tec. GR51
Euro

Dimensioni
mm

Materiale 

F374810 2,30 60 x 33 x 19h x 0,6 Acciaio SK2 1

ART. WX4730
Confezione 10 lame a trapezio 60x19 mm PREMIUM QUALITY in acciaio al carbonio SK2
estremamente affilate e di lunga durata.

LAME A TRAPEZIO PER CUTTER DI SICUREZZA

F.61Indivisible package  Suggested retail package - Unit price

Tech. Code Length
mm



135

ITEM: 0-10-095
Shaped metal body, patented system of locking and blade change, 9 mm snap-off blade.

CUTTERS WITH SNAP-OFF BLADES-INTERLOCK

Tech. Code Length
mm



165

ITEM: 1-10-018
Shaped metal body, patented system of locking and blade change, 18 mm snap-off blade.

CUTTERS WITH SNAP-OFF BLADES-INTERLOCK

Tech. Code Length
mm



165

ITEM: 0-10-499
Die-cast metal body, 3-position adjustable blade and string cutter, replacement blade button without
disassembling the knife, concealed tank for spare blade, supplied with three blades.

SAFETY CUTTERS WITH BLADES

Tech. Code Dimensions
mm

Thickness
mm



60 x 33 x 19h 0.60

ITEM: F3860
Suitable for cutters 10 199 - 10 499 - STHTO 10193
Supplied in a 10-piece package.

BLADES FOR SAFETY CUTTERS

Tech. Code Dimensions
mm

Blade
mm



174 x 46 x 26 60 x 19 x 0,6

ITEM: WX4720
Safety cutters with blades 60x19 mm PREMIUM QUALITY robust and resistant. Structure in zinc
alloy, anti-slip ergonomic grip handle in TPR Soft-Grip.

- Blade security slider for extraction of the blade with automatic return
- Blade security slider for extraction of the blade with lock
- Button for a quick-change of the blade
- Container with 3 replacement blades intergrated in the handle
- High quality blades in carbon steel SK2 extremely sharp and long duration

SAFETY CUTTERS WITH BLADES

Tech. Code Dimensions
mm

Material 

60 x 33 x 19h x 0,6 Steel SK2

ITEM: WX4730
Package of 10 blades 60x19 mm PREMIUM QUALITY in carbon steel SK2 extremely sharp and long
duration.

BLADES FOR SAFETY CUTTERS



F

F.62 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR60
Euro

Dimensioni
mm

Spessore
mm



F3895140 16,88 25 x 140 0,7 1

ART. 2-11-725
Lame Fatmax a spezzare mm 25x140 spessore 0,7
Fornite in confezione 10 pz.

LAME A SETTORI 25MM

Cod. Tec. GR60
Euro

Lunghezza
mm



F3785210 26,19 210 1

ART. 10-820
Corpo in alluminio, impugnatura zigrinata, lama da 25 mm a 7 elementi.
Caricamento automatico della lama con sistema di auto bloccaggio durante l'uso, ulteriore rotella
blocca lama in punta.
Fornito con 4 lame inserite nel portalame in acciaio inox.

CUTTER FATMAX CON LAMA 25 MM

Cod. Tec. GR59
Euro

Dimensioni
mm

Profondità di taglio
mm

Peso
g



F390001 2,84 118 x 4 x 35,4 3,8 12 10

ART. 145001.12
Cutter di sicurezza piccoli e sottili con impugnatura di plastica rinforzata e lama non esposta,
consigliati per incidere e tagliare cartone monostrato, pellicole avvolgibili e nastri adesivi, lama non
sostituibile.
GS-Certificato 602578-6075-55094-2016/2 C

CUTTER DI SICUREZZA SECUMAX 145

Cod. Tec. GR59
Euro

Dimensioni
mm

Profondità di taglio
mm

Peso
g



F391001 3,44 148 x 11 x 37,2 6,2 24,4 10

ART. 150001.12
Cutter di sicurezza con impugnatura di plastica rinforzata e lama non esposta, consigliati per incidere
e tagliare cartone a doppio strato, pellicola avvolgibile, nastri adesivi, regge di plastica e tessuti,
indicati anche per raschiare etichette adesive. Lama non sostituibile.
GS-Certificato S 60082479

CUTTER DI SICUREZZA SECUMAX 150

Cod. Tec. GR59
Euro

Dimensioni
mm

Profondità di taglio
mm

Peso
g



F392001 12,74 154 x 12 x 40 6 37 1

ART. 350001.02
Cutter di sicurezza con impugnatura di plastica rinforzata e lama non esposta, consigliati per incidere
e tagliare cartone a doppio strato, pellicole avvolgibili, nastri adesivi, regge di plastica e tessuti. Testa
della lama a doppio utilizzo, sia la lama che l'incisore per nastri adesivi sono taglienti su due lati e si
estrae completamente in modo semplice per invertirla o sostituirla, nell'impugnatura è stata realizzata
una custodia contenente una lama di ricambio.
GS-Certificato S 60082479

CUTTER DI SICUREZZA SECUMAX 350

Cod. Tec. GR59
Euro

Dimensioni
mm

Materiale 

F392510 9,30 38,9 x 5,8 x 0,3 Acciaio 10

ART. 3550.20
Confezione 10 lame per cutter di sicurezza Secumax 350.

LAME PER CUTTER DI SICUREZZA SECUMAX 350

Cod. Tec. GR59
Euro

Dimensioni
mm

Profondità di taglio
mm

Peso
g



F389801 2,37 75,5 x 3 x 45 3,1 7 1

ART. 85000.00
Secumax Polycut è tra i più piccoli ed agili cutter in plastica, ideale per tagliare pellicole estensibili e
nastri adesivi anche in spazi ristretti. La lama non sostituibile, è incassata in modo sicuro tra la punta e
l'impugnatura ed è molto pratico da tenere in mano.

CUTTER SECUMAX POLYCUT

F.62 Indivisible package   Suggested retail package - Unit price

Tech. Code Dimensions
mm

Thickness
mm



25 x 140 0,7

ITEM: 2-11-725
Spare snap-off blades, 25x140 mm 0,7 thick blade.
Supplied in a 10-piece package

SNAP-OFF BLADES 25 MM

Tech. Code Length
mm



210

ITEM: 10-820
Aluminum housing, knurled grip, 7 25mm blade cartridges.

Automatic blade loading with auto-blade lock system, interlocking nose design. Blade storage in
stainless steel handle for 4 blades.

CUTTERS WITH SNAP-OFF BLADES 25 MM - FATMAX

Tech. Code Dimensions
mm

Cutting depth
mm

Weight
g



118 x 4 x 35,4 3,8 12

ITEM: 145001.12
Safety cutters small and thin with a plastic handle reinforced unexposed blade. Recommended for
engraving and cutting cardboard of mono-layers, cellulose roller films, adhesive tapes. Blade not
replaceable.
GS-Certification 602578-6075-55094-2016/2 C

SAFETY CUTTERS SECUMAX 145

Tech. Code Dimensions
mm

Cutting depth
mm

Weight
g



148 x 11 x 37,2 6,2 24,4

ITEM: 150001.12
Safety cutters with a plastic handle reinforced unexposed blade. Recommended for engraving and
cutting cardboard of mono-layers, cellulose roller films, adhesive tapes, plastic braids, fabric. Also
Indicated for scrapering adhesive labels. Blade not replaceable.
GS-Certification S 60082479

SAFETY CUTTERS SECUMAX 150

Tech. Code Dimensions
mm

Cutting depth
mm

Weight
g



154 x 12 x 40 6 37

ITEM: 350001.02
Safety cutters with plastic handle reinforced unexposed blade. Recommended for engraving and
cutting cardboard of mono-layers, cellulose roller films, adhesive tapes, plastic braids, fabric. Double-
use blade head both the blade and the tape cutter are two-sided and can be extracted in a simple way
to Invert or replace it. In the handle there has been created a housing containing a replacement blade.
GS-Certification S 60082479

SAFETY CUTTER SECUMAX 350

Tech. Code Dimensions
mm

Material 

38,9 x 5,8 x 0,3 STEEL

ITEM: 3550.20
Package of 10 blades for Secumax 350 safety cutters.

BLADES FOR SECUMAX 350 SAFETY CUTTERS

Tech. Code Dimensions
mm

Cutting depth
mm

Weight
g



75,5 x 3 x 45 3,1 7

ITEM: 85000.00
Polycut Secumax is among the smallest and agile plastic cutters, ideal for cutting extensible films and
adhesive tapes also in tight spaces. Blade not replaceable, it is securely enclosed between the tip and
the handle and practical to hold.

CUTTERS POLYCUT SECUMAX



F

F.63 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR59
Euro

Dimensioni
mm

Profondità di taglio
mm

Peso
g



F393001 9,83 155 x 11 x 54 3,2 45 1

ART. 109137.02
Cutter di sicurezza con punta pronunciata dell'utensile da taglio che facilita la penetrazione e l'apertura
di sacchi o pallet fasciati con pellicole. Consigliati per incidere e tagliare pellicole avvolgibili, nastri
adesivi e regge di plastica. Lama con taglienti su 4 lati, facilmente removibile.

CUTTER DI SICUREZZA SECUMAX COMBI

Cod. Tec. GR59
Euro

Dimensioni
mm

Materiale 

F393510 8,33 43 x 22,2 x 0,40 Acciaio 10

ART. 37040.60
Confezione 10 lame per cutter di sicurezza Secumax Combi e Secumax Ruck-Zuck SOS.

LAME 37040 PER CUTTER DI SICUREZZA

Cod. Tec. GR59
Euro

Dimensioni
mm

Profondità di taglio
mm

Peso
g



F394001 13,49 207 x 10 x 66 6,6 67 1

ART. 121001.02
Cutter di sicurezza con punta pronunciata dell'utensile da taglio che facilita la penetrazione e l'apertura
di sacchi o pallet fasciati con pellicole. La molla in plastica integrata facilita il taglio di sottili pellicole
e fogli di carta anche nei singoli strati. Consigliati per incidere e tagliare cartone monostrato, sacchi,
pellicole avvolgibili, nastri adesivi, regge di plastica, tessuto e feltro. Lama con taglienti su 4 lati,
removibile mediante chiave di sicurezza.
GS-Certificato S 60077225

CUTTER DI SICUREZZA SECUMAX EASYSAFE

Cod. Tec. GR59
Euro

Dimensioni
mm



F394505 3,08 31 x 9,8 x 14,5 1

ART. 9890.74
Confezione 5 chiavi di sicurezza per il cambio lama dei cutter EASYSAFE. Solo il personale
autorizzato può lavorare con questa chiave, una misura di sicurezza aggiuntiva che previene gli
infortuni accidentali.

CHIAVI DI SICUREZZA PER CUTTER EASYSAFE

Cod. Tec. GR59
Euro

Dimensioni
mm

Profondità di taglio
mm

Peso
g



F395001 10,73 155 x 10 x 53 3,3 43 1

ART. 55337.02
Questo cutter di sicurezza può facilmente tagliare le cinture di sicurezza o aprire gi indumenti per
facilitare le operazioni di primo soccorso. Indispensabile a lavoro, consigliato in auto.
GS-Certificato S 60108554

CUTTER DI SICUREZZA SECUMAX RUCK-ZUCK SOS

Cod. Tec. GR59
Euro

Dimensioni
mm

Materiale 

F393510 8,33 43 x 22,2 x 0,40 Acciaio 10

ART. 37040.60
Confezione 10 lame per cutter di sicurezza Secumax Combi e Secumax Ruck-Zuck SOS.

LAME 37040 PER CUTTER DI SICUREZZA

Cod. Tec. GR59
Euro

Dimensioni
mm

Materiale 

F393510 8,33 43 x 22,2 x 0,40 Acciaio 10

ART. 37040.60
Confezione 10 lame per cutter di sicurezza Secumax Combi e Secumax Ruck-Zuck SOS.

LAME 37040 PER CUTTER DI SICUREZZA

F.63Indivisible package  Suggested retail package - Unit price

Tech. Code Dimensions
mm

Cutting depth
mm

Weight
g



155 x 11 x 54 3,2 45

ITEM: 109137.02
Safety cutters with a pronounced tip of the cutting tool which eases pentration and opening of bags or
pallets banded with cellulose film. Recommended for engraving and cutting cardboard of mono-layers,
cellulose roller films, adhesive tapes, plastic braids. Blade with 4-sided cutting edges Easy removable.

SAFETY CUTTERS SECUMAX COMBI

Tech. Code Dimensions
mm

Material 

43 x 22,2 x 0,40 STEEL

ITEM: 37040.60
Package of 10 blades for safety cutters Secumax Combi e Secumax Ruck-Zuck SOS.

BLADES 37040 FOR SAFETY CUTTERS

Tech. Code Dimensions
mm

Cutting depth
mm

Weight
g



207 x 10 x 66 6,6 67

ITEM: 121001.02
Safety cutters with a pronounced tip of the cutting tool which eases pentration and opening of bags
or pallets banded with cellulose film. The Intergration plastic spring eases the cutting of thin films
and sheets of paper even in Individual layers. Recommended for engraving and cutting cardboard of
mono-layers, cellulose roller films, adhesive tapes, plastic braids, fabric and felt. Blade with 4-sided
cutting edges. Removable by means of a safety key.
GS-Certification S 60077225

SAFETY CUTTERS SECUMAX EASYSAFE

Tech. Code Dimensions
mm



31 x 9,8 x 14,5

ITEM: 9890.74
Package of 5 safety keys for changing the blades of the EASYSAFE cutters. Only authorized
personnel can work with this key, an additional safety measurement that prevents accidental
accidents..

SAFETY KEYS FOR EASYSAFE CUTTERS

Tech. Code Dimensions
mm

Cutting depth
mm

Weight
g



155 x 10 x 53 3,3 43

ITEM: 55337.02
These safety cutters can easily cut safety seat-belts or open garments to ease the SOS first-aid safety
operations. Indispensable at work, recommended in the car.
GS-Certification S 60108554

SAFETY CUTTERS FOR SECUMAX RUCK-ZUCK SOS

Tech. Code Dimensions
mm

Material 

43 x 22,2 x 0,40 STEEL

ITEM: 37040.60
Package of 10 blades for safety cutters Secumax Combi e Secumax Ruck-Zuck SOS.

BLADES 37040 FOR SAFETY CUTTERS

Tech. Code Dimensions
mm

Material 

43 x 22,2 x 0,40 STEEL

ITEM: 37040.60
Package of 10 blades for safety cutters Secumax Combi e Secumax Ruck-Zuck SOS.

BLADES 37040 FOR SAFETY CUTTERS



F

F.64 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR59
Euro

Dimensioni
mm

Materiale 

F399510 5,87 60 x 19 x 0,63 Acciaio 1

ART. 99.70
Confezione 10 lame per cutter di sicurezza Secumax 625 e Secupro Maxisafe.

LAME 99.70 PER CUTTER DI SICUREZZA

Cod. Tec. GR59
Euro

Dimensioni
mm

Profondità di taglio
mm

Peso
g



F396001 35,85 154 x 22 x 67 21 151 1

ART. 625001.02
Il cutter SECUPRO 625 spicca tra i cutter con impugnatura a leva ergonomici e riunisce tutte le
caratteristiche più richieste dai professionisti, impugnatura in alluminio, leva scorrevole per lo sblocco
della lama, profondità di taglio particolarmente ampia unita al rientro automatico della lama, cambio
lama molto pratico. Il rientro automatico della lama garantisce la massima protezione durante il taglio.
la lama rientra subito nell'impugnatura quando viene a mancare il contatto con il materiale, anche se si
continua ad azionare la leva.
GS-Certificato 602091-5862-55094-2015/2 C

CUTTER DI SICUREZZA SECUPRO 625

Cod. Tec. GR59
Euro

Dimensioni
mm

Materiali 

F396510 6,20 55,5 x 19 x 0,63 Acciaio 1

ART. 60099.70
Confezione 10 lame per cutter di sicurezza Secumax 625 e Secupro Maxisafe.

LAME 60099 PER CUTTER DI SICUREZZA

Cod. Tec. GR59
Euro

Dimensioni
mm

Profondità di taglio
mm

Peso
g



F397001 28,50 155 x 18 x 48,5 9 105 1

ART. 122001.02
Cutter in alluminio con impugnatura a tenaglia e retrazione completamente automatica della lama.
Sicuro, robusto, ergonomico, versatile e di qualità molto elevata, adatto a destri e mancini, per gli
operatori con mani molto grandi. Il rientro automatico della lama garantisce la massima protezione
durante il taglio, la lama rientra subito nell'impugnatura quando viene a mancare il contatto con il
materiale, anche se si continua ad azionare la leva.
GS-Certificato S 60077225

CUTTER DI SICUREZZA SECUPRO MARTEGO

Cod. Tec. GR59
Euro

Dimensioni
mm

Profondità di taglio
mm

Peso
g



F398001 17,24 128 x 18 x 50 9 59 1

ART. 124001.02
Cutter in plastica con impugnatura a tenaglia e retrazione completamente automatica della lama.
Sicuro, leggero, ergonomico, versatile e di qualità molto elevata, adatto a destri e mancini. Il rientro
automatico della lama garantisce la massima protezione durante il taglio, la lama rientra subito
nell'impugnatura quando viene a mancare il contatto con il materiale, anche se si continua ad azionare
la leva.
GS-Certificato S 60112078

CUTTER DI SICUREZZA SECUPRO MERAK

Cod. Tec. GR59
Euro

Dimensioni
mm

Profondità di taglio
mm

Peso
g



F399001 13,19 148 x 18 x 42 16 66 1

ART. 101199.02
Cutter di sicurezza con rientro completamente automatico della lama. Profondità di taglio molto
elevata con possibilità di tagli su cartoni fino a 3 strati, moquette o pellicola. Estremamente comodo
da maneggiare sia per destrorsi che per mancini. Elevata sicurezza, il rientro automatico della lama
garantisce un'elevata protezione da lesioni da taglio perché rientra nel manico subito dopo essersi
staccata dal materiale da tagliare, anche se si continua ad azionare il cursore.
GS-Ceritifcato S 60077225

CUTTER DI SICUREZZA SECUPRO MAXISAFE

Cod. Tec. GR59
Euro

Dimensioni
mm

Materiale 

F397510 5,25 26 x 18,5 x 0,40 Acciaio 1

ART. 92.66
Confezione 10 lame per cutter di sicurezza Secupro Martego e Merak.

LAME 92.66 PER CUTTER DI SICUREZZA

F.64 Indivisible package   Suggested retail package - Unit price

Tech. Code Dimensions
mm

Material 

60 x 19 x 0,63 STEEL

ITEM: 99.70
Package of 10 blades for Secumax 625 and Secupro Maxisafe safety cutters.

BLADES 99.70 FOR SAFETY CUTTERS

Tech. Code Dimensions
mm

Cutting depth
mm

Weight
g



154 x 22 x 67 21 151

ITEM: 625001.02
The SECUPRO cutter 625 stands out among the erogonomic lever handle cutters and brings together
all the features required by professionals. Aluminum handle, sliding lever to unlock the blade, cutting
depth particularly wide, an automatic return of the blade, changing of the blade very practical. An
automatic blade return ensures maximum protection during cutting. The blade immediately enters the
handle when it does not come to contact with the material even if you continue to actuate the lever.
GS-Certification 602091-5862-55094-2015/2 C

SAFETY CUTTERS SECUPRO 625

Tech. Code Dimensions
mm

Materiali 

55,5 x 19 x 0,63 STEEL

ITEM: 60099.70
Package of 10 blades for Secumax 625 and Secupro Maxisafe safety cutters.

BLADES 60099 SAFETY CUTTERS

Tech. Code Dimensions
mm

Cutting depth
mm

Weight
g



155 x 18 x 48,5 9 105

ITEM: 122001.02
Aluminum cutter with pincushion grip handle and fully automatic blade retraction. Safe, robust,
ergonomic, versatile and of very high quality, suitable for right and left handed users, for operators with
very large hands.The automatic blade return ensures maximum protection during cutting, the blade
immediately enters the handle when it does not come to contact with the material, even if you continue
to actuate the lever.
GS-Certification S 60077225

SAFETY CUTTERS SECUPRO MARTEGO

Tech. Code Dimensions
mm

Cutting depth
mm

Weight
g



128 x 18 x 50 9 59

ITEM: 124001.02
Plastic cutter with pincushion grip handle and fully automatic blade retraction. Safe, light weight
ergonomic handle, versatile and of very high quality, suitable for right and left handed users. The
automatic blade return ensures maximum protection during cutting, the blade immediately enters the
handle when it does not come to contact with the material, even if you continue to actuate the lever.
GS-Certification S 60112078

SAFETY CUTTERS SECUPRO MERAK

Tech. Code Dimensions
mm

Cutting depth
mm

Weight
g



148 x 18 x 42 16 66

ITEM: 101199.02
Safety cutter with automatic blade retraction. Very high cutting depth with the possibility of cuts up
to 3 layers of cardboard, carpets or cellulose films. Extremely handy for right and left handed users.
High security. The automatic blade return ensures maximum protection during cutting, the blade
immediately enters the hankdle when it does not come to contact with material, even if you continue to
actuate the lever.
GS-Ceritification S 60077225

SAFETY CUTTERS SECUPRO MAXISAFE

Tech. Code Dimensions
mm

Material 

26 x 18,5 x 0,40 STEEL

ITEM: 92.66
Package of 10 blades for Secupro Martego e Merak safety cutters.

BLADES 92.66 FOR SAFETY CUTTERS



F

F.65 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR59
Euro

Dimensioni
mm

Profondità di taglio
mm

Peso
g



F401001 16,20 143 x 17 x 31 36 86 1

ART. 119001.02
Cutter di sicurezza in alluminio per tagli profondi, con un'estensione della lama di 40 mm, è consigliato
per aprire sacchi di tutti i tipi, Se si è mancini basta capovolgere la lama nell'impugnatura e l'utensile
da taglio è pronto. Appena si appoggia la lama sul materiale da tagliare, è sufficiente rimuovere il
pollice dalla slitta, la lama si ritirerà nell'impugnatura subito dopo aver lasciato il materiale tagliato.
GS-Certificato S 60112078

CUTTER DI SICUREZZA SECUNORM PROFI40

Cod. Tec. GR59
Euro

Dimensioni
mm

Materiale 

F401510 7,55 71,2 x 17,9 x 0,5 Acciaio 1

ART. 7940.60
Confezione 10 lame per cutter di sicurezza Secunorm Profi40.

LAME 7940 PER CUTTER DI SICUREZZA

Cod. Tec. GR59
Euro

Dimensioni
mm

Profondità di taglio
mm

Peso
g



F402001 14,69 143 x 17 x 31 21 82 1

ART. 120001.02
Cutter di sicurezza in alluminio con estensione della lama di 25 mm, per aprire facilmente scatole di
cartone a 3 strati, dotato di ritrazione automatica della lama. Appena si appoggia la lama sul materiale
da tagliare, è sufficiente rimuovere il pollice dalla slitta, la lama si ritirerà nell'impugnatura subito dopo
aver lasciato il materiale tagliato. Uttilizzabile sia da destri che mancini.
GS-Certificato S 60112078

CUTTER DI SICUREZZA SECUNORM PROFI25

Cod. Tec. GR59
Euro

Dimensioni
mm

Profondità di taglio
mm

Peso
g



F403001 4,58 109,5 x 13,5 x 34 10 31 1

ART. 175001.02
Cutter di sicurezza in plastica pratico e leggero con impugnatura ergonomica, adatto anche per
mancini. Appena si appoggia la lama sul materiale da tagliare, è sufficiente rimuovere il pollice dalla
slitta, la lama si ritirerà nell'impugnatura subito dopo aver lasciato il materiale tagliato.
GS-Certificato S 60087371

CUTTER DI SICUREZZA SECUNORM 175

Cod. Tec. GR59
Euro

Dimensioni
mm

Materiale 

F403510 4,26 39 x 18,4 x 0,30 Acciaio 1

ART. 45.60
Confezione 10 lame per cutter di sicurezza Secumax Easysafe - Secunorm 175.

LAME 45.60 PER CUTTER DI SICUREZZA

Cod. Tec. GR59
Euro

Dimensioni
mm

Materiale 

F400510 6,90 109,5 x 17,9 x 0,5 Acciaio 1

ART. 79.60
Confezione 10 lame per cutter di sicurezza Secunorm 380.

LAME 79.60 PER CUTTER DI SICUREZZA

Cod. Tec. GR59
Euro

Dimensioni
mm

Profondità di taglio
mm

Peso
g



F400001 17,25 170,5 x 20 x 34 73 78 1

ART. 38001.02
Cutter di sicurezza in plastica con un'estensione della lama di quasi 8 cm con ritorno automatico.
Valida alternativa al cutter convenzionale, inoltre una sicura impedisce che la lama fuoriesca
dall'impugnatura senza il vostro intervento. Appena si appoggia la lama sul materiale da tagliare, è
sufficiente rimuovere il pollice dalla slitta, la lama si ritirerà nell'impugnatura subito dopo aver lasciato
il materiale tagliato.
GS-Certificato S 60095195

CUTTER DI SICUREZZA SECUNORM 380

Cod. Tec. GR59
Euro

Dimensioni
mm

Materiale 

F399510 5,87 60 x 19 x 0,63 Acciaio 1

ART. 99.70
Confezione 10 lame per cutter di sicurezza Secumax 625 e Secupro Maxisafe.

LAME 99.70 PER CUTTER DI SICUREZZA

F.65Indivisible package  Suggested retail package - Unit price

Tech. Code Dimensions
mm

Cutting depth
mm

Weight
g



143 x 17 x 31 36 86

ITEM: 119001.02
Aluminum safety cutters for deep cuts with a blade extension of 40 mm, recommended to open sacks
of all types, if you are left-handed just flip the blade in handle and the cutting tool is ready. As soon
as you put the blade onto the material to be cut it is sufficient enough to remove your thumb from the
mechanism and the blade will re-enter into the handle after leaving the material cut. Usable for right-
handed users.
GS-Certification S 60112078

SAFETY CUTTERS SECUNORM PROFI40

Tech. Code Dimensions
mm

Material 

71,2 x 17,9 x 0,5 STEEL

ITEM: 7940.60
Package of 10 blades for Secunorm Profi40 safety cutters.

BLADES 7940 FOR SAFETY CUTTERS

Tech. Code Dimensions
mm

Cutting depth
mm

Weight
g



143 x 17 x 31 21 82

ITEM: 120001.02
Aluminum safety cutters with a blade extension of 25 mm, to easily open cardboard boxes of 3 layers
with automatic retraction of the blade. As soon as you put the blade onto the material to be cut it
is sufficient enough to remove your thumb from the mechanism and the blade will re-enter into the
handle after leaving the material cut. Usable for right and left-handed users..
GS-Certification S 60112078

SAFETY CUTTERS SECUNORM PROFI25

Tech. Code Dimensions
mm

Cutting depth
mm

Weight
g



109,5 x 13,5 x 34 10 31

ITEM: 175001.02
Plastic safety cutters, practical, light-weighted with erogonomic handle suitable for also left-handed
users. As soon as you put the blade onto the material to be cut it is sufficient enough to remove your
thumb from the mechanism and the blade will re-enter into the handle after leaving the material cut.
GS-Certification S 60087371

SAFETY CUTTERS SECUNORM 175

Tech. Code Dimensions
mm

Material 

39 x 18,4 x 0,30 STEEL

ITEM: 45.60
Package of 10 blades for Secumax Easysafe - Secunorm 175.

BLADES 45.60 FOR SAFETY CUTTERS

Tech. Code Dimensions
mm

Material 

109,5 x 17,9 x 0,5 STEEL

ITEM: 79.60
Package of 10 blades for Secunorm 380 safety cutters.

BLADES 79.60 FOR SAFETY CUTTERS

Tech. Code Dimensions
mm

Cutting depth
mm

Weight
g



170,5 x 20 x 34 73 78

ITEM: 38001.02
Plastic safety cutters with a blade extension of almost 8 cm with an automatic blade retraction. A valid
alternative to conventional cutters, moreover a safety mechanism that prevents the blade to come out
without your Intervention. As soon as you put the blade onto the material to be cut, it is sufficient to
remove your thumb from the mechanism and the blade will re-enter into the handle immediately after
leaving the material cut.
GS-Certification S 60095195

SAFETY CUTTERS SECUNORM 380

Tech. Code Dimensions
mm

Material 

60 x 19 x 0,63 STEEL

ITEM: 99.70
Package of 10 blades for Secumax 625 and Secupro Maxisafe safety cutters.

BLADES 99.70 FOR SAFETY CUTTERS
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F.66 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR59
Euro

Dimensioni
mm

Profondità di taglio
mm

Peso
g



F404001 13,80 142 x 16 x 31 20 80 1

ART. 07152.02
Cutter di sicurezza in alluminio con estensione della lama di 20 mm, per aprire facilmente le scatole di
cartone a 3 strati, dotato di ritrazione automatica della lama. Appena si appoggia la lama sul materiale
da tagliare, è sufficiente rimuovere il pollice dalla slitta, la lama si ritirerà nell'impugnatura subito dopo
aver lasciato il materiale tagliato. Utilizzabili con la mano destra.
GS-Certificato S 60108554

CUTTER DI SICUREZZA SECUNORM PROFI-R

Cod. Tec. GR59
Euro

Dimensioni
mm

Materiale 

F404510 5,57 53 x 19 x 0,63 Acciaio 1

ART. 5232.70
Confezione 10 lame per cutter di sicurezza Secunorm Profi 07152.02 e 07252.02.

LAME 5232 PER CUTTER DI SICUREZZA

Cod. Tec. GR59
Euro

Dimensioni
mm

Peso
g



F405001 13,94 120 x 8 x 8 19,2 1

ART. 32132.00
Cutter in alluminio per tagliare e sbavare, l'impugnatura maneggevole e le lame disponibili consentono
di lavorare con maggior precisione.

CUTTER GRAFIX PICCOLO

Cod. Tec. GR59
Euro

Dimensioni
mm

Materiale 

F405510 34,65 51,5 x 5,7 x 0,63 Acciaio 1

ART. 32.50
Confezione 10 lame per cutter Grafix Piccolo.

LAME 32.50 PER CUTTER DI SICUREZZA

Cod. Tec. GR59
Euro

Dimensioni
mm

Profondità di taglio
mm

Peso
g



F404101 13,80 142 x 16 x 31 20 82 1

ART. 07252.02
Cutter di sicurezza in alluminio con estensione della lama di 20 mm, per aprire facilmente le scatole di
cartone a 3 strati, dotato di ritrazione automatica della lama. Appena si appoggia la lama sul materiale
da tagliare, è sufficiente rimuovere il pollice dalla slitta, la lama si ritirerà nell'impugnatura subito dopo
aver lasciato il materiale tagliato. Utilizzabili con la mano sinistra.
GS-Certificato S 60108554

CUTTER DI SICUREZZA SECUNORM PROFI-L

Il prodotto è disponibile nel CAP K

GUANTI IN FILO CONTINUO DYNEEMA® RIVESITI IN POLIURETANO

Cod. Tec. Taglia Taglia EU

K23208 M 8

K23209 L 9

K232010 XL 10

Prodotti correlati

F.66 Indivisible package   Suggested retail package - Unit price

Tech. Code Dimensions
mm

Cutting depth
mm

Weight
g



142 x 16 x 31 20 80

ITEM: 07152.02
Aluminum safety cutters with a blade extension of 20 mm, to easily open cardboard boxes of 3 layers
with automatic retraction of the blade. As soon as you put the blade onto the material to be cut it
is sufficient enough to remove your thumb from the mechanism and the blade will re-enter into the
handle after leaving the material cut. Usable for right-handed users.
GS-Certification S 60108554

SAFETY CUTTERS SECUNORM PROFI-R

Tech. Code Dimensions
mm

Material 

53 x 19 x 0,63 STEEL

ITEM: 5232.70
Package of 10 blades for Secunorm Profi 07152.02 and 07252.02 safety blades.

BLADES 5232 FOR SAFETY CUTTERS

Tech. Code Dimensions
mm

Weight
g



120 x 8 x 8 19,2

ITEM: 32132.00
Cutter in aluminium for cutting and deburring,easy to manage the handle and the avaiilable blades
allows you to work with more precision.

SMALL GRAFIX CUTTERS

Tech. Code Dimensions
mm

Material 

51,5 x 5,7 x 0,63 STEEL

ITEM: 32.50
Package of 10 blades for Small Gafix cutters.

BLADES 32.50 FOR SAFETY CUTTERS

Tech. Code Dimensions
mm

Cutting depth
mm

Weight
g



142 x 16 x 31 20 82

ITEM: 07252.02
Safety cutters in aluminum with a blade extension of 20 mm,to easily open cardboard boxes of 3
layers, with automatic retraction of the blade. As soon as you put the blade onto the material to be
cut it is sufficient enough to remove your thumb from the mechanisim and the blade will re-enter the
handle after leaving the material cut. Usable for left-handed users.
GS-Certification S 60108554

SAFETY CUTTERS SECUNORM PROFI-L

The products are available in chapter K

GLOVES IN CONTINUOUS DYNEEMA WIRE COATED WITH POLYURETHANE

Tech. Code Size EU size

M 8

L 9

XL 10

Related products
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F.67 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR52
Euro

Lama
inc.

Lama
mm

F4100300 28,84 12” 300

ART. F4100
Archetto in alluminio verniciato con alloggiamento lame di scorta, possibilità di orientamento
della lama 45°/90°, tensionatore lama integrato nell’impugnatura, fornito con lama +SS BI-
METAL 24 =.

SEGHETTI

Cod. Tec. GR52
Euro

Lama
inc.

Lama
mm

F4130300 10,37 12” 300

ART. F4130
Archetto in profilato d’acciaio con impugnatura in alluminio verniciato, vite per il tensionamento
della lama, fornito con lama +SS BI-METAL 24 =.

Cod. Tec. GR52
Euro

Lama
inc.

Lama
mm

F4140300 10,09 12” 300

ART. F4140
Archetto in robusto piatto d’acciaio verniciato, impugnatura tensionatrice in materiale plastico,
fornito con lama +SS BI-METAL 24 =.

Cod. Tec. GR52
Euro

Lama
inc.

Lama
mm

F4160150 8,29 6” 150

ART. F4160
Archetto in profilato d’acciaio verniciato, impugnatura in resina sintetica, vite tendilama, fornito
con lama +SS 32 =.

SEGHETTI MINI

Altezza lama 13 mm
Lunghezza lama 300 mm (12´)
Denti per pollice 24

Lame per uso a mano in acciaio superrapido +SS.

Cod. Tec. GR12
Euro Tipo 

A711513300HSS 1,70 Lame a mano 12” =24 HSS 10

ART. A7115

LAME PER SEGHETTO HSS

Altezza lama 13 mm
Lunghezza lama 300 mm (12´)
Denti per pollice 24

Lame per uso a mano in acciaio superrapido +SS bimetalliche.

Cod. Tec. GR12
Euro Tipo 

A711713300BIM 1,96 Lame a mano 12” =24 HSS Bim. 10

ART. A7117

LAME PER SEGHETTO HSS BIMETALLICA

Cod. Tec. GR52
Euro

Lama
inc.

Lama
mm

F4170150 11,28 6" 150

ART. F4170
Lame di ricambio per seghetti mini, acciaio +SS 32 =. Fornite in confezioni da 12 lame.

LAME PER SEGHETTI MINI

F.67Indivisible package  Suggested retail package - Unit price

Tech. Code Blade
inc.

Blade
mm

12” 300

ITEM: F4100
Painted aluminum bow with spare blade casing/housing, possibility of positioning the blade at
45�/90�, blade tension regulator integrated in the handle, supplied with +SS BI-MET$L 24 =
blade.

HACKSAWS

Tech. Code Blade
inc.

Blade
mm

12” 300

ITEM: F4130
Steel section bow with painted aluminium handle, screw for regulating the tension of the blade,
supplied with +SS BI-MET$L 24 = blade.

Tech. Code Blade
inc.

Blade
mm

12” 300

ITEM: F4140
Painted strong steel blade plate bow, plastic tensioner handle, supplied with HSS BI-METAL 24
= blade.

Tech. Code Blade
inc.

Blade
mm

6´ 150

ITEM: F4160
Painted steel section bow, synthetic resin handle, blade tightener screw supplied with +SS �2 =
blade.

MINI HACKSAWS

Blade height 13 mm
Blade length �00 mm �12´�
Teeth per inch 24

HSS super-fast steel blade for hacksaws.

Tech. Code Type 

12´ hand blades =24 HSS

ITEM: A7115

HSS HACK SAW BLADES

Blade height 13 mm
Blade length �00 mm �12´�
Teeth per inch 24

HSS bi-metal super-fast steel blade for hacksaws.

Tech. Code Type 

12´ hand blades =24 HSS bi-metal

ITEM: A7117

HSS BI-METAL HACK SAW BLADES

Tech. Code Blade
inc.

Blade
mm

6" 150

ITEM: F4170
Replacement blades for mini hacksaw, +SS �2 =. Stainless steel. 12 per package.

MINI HACKSAW BLADES
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F.68 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR60
Euro Portalame

F4210SET1 14,63 E

Per sbavare fori e spigoli, montaggio assiale della lama, l’accoppiamento impugnatura/lama
molto compatto lo rendono adatto nei lavori gravosi, fornito con lame E100 E200 E300, monta
tutte le lame tipo E.

SBAVATORI TIPO 1 IN SET

Cod. Tec. GR60
Euro Portalame

F4220SET2 15,44 B

Per sbavare fori e spigoli, le lame possono essere montate nel portalama telescopico sia
assialmente che perpendicolarmente, fornito con lame B10 e B20, monta tutte le lame tipo B.

SBAVATORI TIPO B IN SET

Cod. Tec. GR60
Euro Portalame

F4230SET3 19,51 E

Per sbavare spigoli e fori su entrambi i lati, montaggio assiale della lama sul portalama
telescopico, fornito con lame E100 E200 E300, monta tutte le lame tipo E.

SBAVATORI TIPO E IN SET

Cod. Tec. GR60
Euro Fornito con

F4240SET4 27,64 2 lame tonde R10

Per spigoli lineari su materiali di difficile lavorazione, puz sbavare sia lati singoli che due lati
contemporaneamente fino ad uno spessore di 14 mm. Le lame tonde R10 possono essere
usate sia singolarmente che in coppia, salvamano incluso.

SBAVATORI TIPO BURR-BI IN SET

Cod. Tec. GR60
Euro Portalame

F4250SET5 24,39 D

Per la sbavatura simultanea su entrambi i lati di lamiere spessore max 3mm, lato piano 8mm,
fornito con lama in M.D. D80.

SBAVATORI TIPO D IN SET

Cod. Tec. GR60
Euro Portalame

F4260SET6 24,43 C

Raschietto a lama triangolare a tre taglienti per raschiettature di precisione di piani, spigoli
e fori, il portalame telescopico permette di raggiungere le zone di lavoro più inaccessibili, si
raccomanda di utilizzare la chiave in dotazione per smontare la lama, fornito con lama C40.

SBAVATORI TIPO C IN SET

Cod. Tec. GR60
Euro Portalame

F4270SET7 30,89 F

Robusto utensile per smussare e svasare fori max 20mm, il portasvasatore telescopico
permette di raggiungere punti di lavoro profondi, fornito con svasatore F20.

SBAVATORI TIPO F IN SET

Cod. Tec. GR60
Euro Per lame Per portalame

F420501 9,32 B
-F420502 9,32 E

F420503 9,32 - F4300

IMPUGNATURE ERGONOMICHE

F.68 Indivisible package   Suggested retail package - Unit price

Tech. Code Blades holder

E

For deburring holes and edges, axial mounting of the blade, the compact coupling handle/blade
makes it suitable for heavy duty works, supplied with E100 E200 E�00 blades, mounts all E-
type blades.

DEBURRING TOOLS TYPE 1 IN SET

Tech. Code Blades holder

B

For deburring holes and edges, blades can be mounted on the telescopic holder axially or
perpendicular, supplied with B10 e B20, mounts all B- type blades.

DEBURRING TOOLS TYPE B IN SET

Tech. Code Blades holder

E

For deburring holes and edges on both sides, axial mounting of the blade on the telescopic
holder, supplied with E100 E200 E�00 blades, mounts all E- type blades.

DEBURRING TOOLS TYPE E IN SET

Tech. Code Supplied with

2 R10 round blades

For linear edges on difficult machining materials, can deburr single or double straight edges up
to 14 mm thick. Round blades R10 can be used singularly or in couple, hand guard included.

DEBURRING TOOLS TYPE BURR BI IN SET

Tech. Code Blades holder

D

For simultaneous deburring on both side of sheet metal up to � mm thick, flat side 8 mm,
supplied with M.'. '80 blade.

DEBURRING TOOLS TYPE D IN SET

Tech. Code Blades holder

C

Scraper with triangular blade, � cutting edges for high quality scraping of flat, edges and holes,
the telescopic holder enables access to difficult-to-reach areas, it is recommended to use the
included key to disassemble the blade, supplied with C40 blade.

DEBURRING TOOLS TYPE C IN SET

Tech. Code Blades holder

F

Strong tool for chamfering and deburring holes up to 20 mm, the telescopic holder enable to
access depth areas, supplied with F20 countersink.

DEBURRING TOOLS TYPE F IN SET

Tech. Code For blades For blade holders

B
-

E
- F4300

ERGONOMIC HANDLES
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F.69 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR60
Euro Fornito con

F4201A 5,91 Lama E 100 monouso

ART. UB1
Per sbavare fori e spigoli, impugnatura in alluminio con clip di aggancio.

SBAVATORI UNIBURR

Cod. Tec. GR60
Euro Fornito con

F4200B 10,35 Lama E 100

ART. MB2000
Per sbavare fori e spigoli, impugnatura esagonale in alluminio, monta tutte le lame tipo E.

Cod. Tec. GR60
Euro Portalame

F4280SET8 43,82 FR

Portalame con cricchetto, ideale per la svasatura circolare anche quando lo spazio di lavoro è
limitato. Per fori fino a 20mm di diametro, fornito con svasatore F20.

SBAVATORI TIPO FR - ID IN SET

Cod. Tec. GR60
Euro Portalame

F4290SET9 47,23 FR

Portalame con cricchetto, ideale per la svasatura circolare anche quando lo spazio di lavoro è
limitato. Per esterni fino a 26mm di diametro, fornito con svasatore F26X.

SBAVATORI TIPO FR - OD IN SET

Kit ideale per tutte le operazioni di sbavatura e scrostatura.

La confezione contiene:
- impugnatura Mango II - lama E200
- portalame E - lama E300
- portalama C - lama E600
- lama C42 - lama E700
- lama E100P - lama E111
- C Key

Cod. Tec. GR60
Euro Portalame

F4295SET11 39,95 E/C

SBAVATORI SET ERGOBURR TIPO E

Cod. Tec. GR60
Euro Portalame

F4291SET10 25,20 G10

Per sbavare spigoli interni ed esterni di cave larghe fino a 15mm. Lama a 8 taglienti.

SBAVATORI TIPO G

Cod. Tec. GR60
Euro Portalame

F4292SET11 35,77 G30

Per sbavare e rimuovere residui di lavorazione da macchina utensile, assicura finitura liscia
sulle giunzioni. L'angolazione speciale del portalama permette facile accesso all'area di lavoro.
Lama a 3 taglienti.

F.69Indivisible package  Suggested retail package - Unit price

Tech. Code Supplied with

Disposable E100 blade

ITEM: UB1
To deburr holes and edges, aluminium handle with coupling clip.

UNIBURR DEBURRING TOOLS

Tech. Code Supplied with

E100 blade

ITEM: MB2000
To deburr holes and edges, hexagonal aluminium handle, it mounts all E- type blades.

Tech. Code Blades holder

FR

Holder with ratchet, ideal for rotational countersinking even when workspace is limited. For
holes up to 20 mm of diameter, supplied with F20 countersink.

DEBURRING TOOLS TYPE FR ID IN SET

Tech. Code Blades holder

FR

Holder with ratchet, ideal for rotational countersinking even when workspace is limited. For
external diameter up to 26 mm, supplied with F26X countersink.

DEBURRING TOOLS TYPE FR OD IN SET

Ideal kit for all reaming and scraping operations.

Set includes:
- Mango II grip - blade E200
- blade holder E - blade E�00
- blade holder C - blade E600
- blade C42 - blade E�00
- blade E100P - blade E111
- C Key

Tech. Code Blades holder

E/C

DEBURRING TOOLS SET TYPE E ERGOBURR

Tech. Code Blades holder

G10

Ideal for deburring up to 15mm slotting internal and external sharp edges. Blade features 8
cutting edges.

TYPE G DEBURRING TOOL

Tech. Code Blades holder

G30

Ideal tool for deburring and machining shredding residues, ensure smooth finish of adjoining
surfaces. Specifically angled blade holder enables easy access to work area. Blades feature �
deburring cutting edges.



F

F.70 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR60
Euro Tipo Mod.

F4300B 7,39 B

F4300C 7,39 C

F4300E 7,39 E

Cod. Tec. GR60
Euro Tipo Mod.

F4300F 7,39 F

F4300FR 16,26 FR

PORTALAME PER SBAVATORI

Cod. Tec. GR60
Euro Tipo Descrizione Mod. 

F4310E111 2,89 E111
Sottile in HSS. Per sbavare fori con

diametro minimo 1,5mm.

10

F4310E200 1,92 E200
In HSS, per sbavare materiali a
truciolo corto. Doppio senso di

rotazione

F4310E200P 3,84 E200P
Rivestita PVD TiN, alta resistenza

all¶usura. Geometria E200.

F4310E300 2,89 E300

In HSS, per materiali a truciolo
lungo. Sbava contemporaneamente

lo spigolo interno ed esterno del
foro fino a 6mm di spessore.

F4310E350 2,89 E350
In HSS, per materiali a truciolo

corto. Doppio senso di rotazione.

F4310E600 3,84 E600
In HSS. Per salvare punti di

difficile accesso in fori a 20mm di
spessore.

F4310F20 28,83 F20
Svasatore per spigoli interni di fori

fino a 20mm di diametro.

F4310F30 45,16 F30
Svasatore per spigoli interni di fori

fino a 30mm di diametro.

F4310G10 7,09 G10
HSS. Sbava cave fino a 15mm di

larghezza.

F4310G30 18,62 G30
HSS. 3 taglienti sbava angoli e

rimuove residui di lavorazione da
macchina utensile sulle giunzioni.

F4310R10 5,54 R10
Lama doppia tonda. Lato A per

materiali a truciolo lungo, Lato B
per materiali a truciolo corto.

Cod. Tec. GR60
Euro Tipo Descrizione Mod. 

F4310B10 1,85 B10
In HSS. Per materiali a truciolo

lungo.

10

F4310B10P 2,79 B10P
Rivestita TiN, alta resistenza

all¶usura. Geometria B10

F4310B20 1,85 B20 In HSS. Doppio senso di rotazione.

F4310B20P 3,69 B20P
Rivestita TIN, alta resistenza

all¶usura. Geometria B20

F4310B30 2,79 B30
Sbava contemporaneamente gli
spigoli interni ed esterni dei fori.

'Fino a 4mm di spessore.

F4310C40 10,17 C40
Raschietto di 4mm a sezione

triangolare in HSS per lavori di
precisione.

F4310C42 16,63 C42
Raschietto di 8mm a sezione

triangolare in HSS.

F4310D80 10,17 D80
In metallo Duro Integrale, 6

taglienti. Per sbavare lamierini fino
a 3mm di spessore.

F4310E100 1,92 E100
In HSS per lavorazioni gravose.

Per materiali a truciolo lungo.

F4310E100S 2,89 E100S
Con Cobalto per aumentare la

durata. Geometria E100.

F4310E100P 3,84 E100P
Rivestita PVD TiN, alta resistenza

all¶usura. Geometria E100.

F4310E110 2,89 E110

Tagliente come la lama tipo B.
Per materiali a truciolo lungo. Per
sbavare fori con diametro minimo

2mm.

LAME PER SBAVATORI

F.�0 Indivisible package   Suggested retail package - Unit price

Tech. Code Type Mod.

B

C

E

Tech. Code Type Mod.

F

FR

HOLDERS FOR DEBURRING BLADES

Tech. Code Type Description Mod. 

E111
Thin made from HSS. To deburr

holes with a minimum diameter of
1.5 mm.

E200
HHS, to deburr short chips

materials. Bidirectional rotation.

E200P
PVD TiN coated, high wear
resistant. E200 geometry.

E300

HSS, long chips materials.
Simultaneous deburring of internal

and external hole's edge up to 6mm
thickness.

E350
HHS, to deburr short chips

materials. Bidirectional rotation.

E600
HSS. To deburr dif¿cult- to- reach
areas for holes up to 20 mm thick.

F20
Countersink for internal holes

edges up to 20 mm of diameter.

F30
Countersink for internal holes

edges up to 30 mm of diameter.

G10
HSS. Deburrs slots up to 0.6"

(15mm) wide.

G30
HSS. 3 deburring edges. Cleans
comers and removes radaii after

machining for smooth Àush mating.

R10
Double round blade. Side A for long

chips materials. Side B for short
chips materials.

Tech. Code Type Description Mod. 

B10 HSS. For long chips materials.

B10P
TiN coated, high wear resistant.

B10 geometry.

B20 HSS. Bidirectional rotation.

B20P
TiN coated, high wear resistant.

B20 geometry.

B30
Simultaneous internal and external
hole's edge deburring Up to 4 mm

thickness.

C40
4 mm scraper with triangular

section HSS for high precision
works.

C42
8mm scraper with HSS triangular

section

D80
HM, 6 edges. Designed for up to 3

mm thick metal sheet deburring

E100
HSS for heavy- duty works. For

long chips materials.

E100S
With Cobalt for increased durability

E100 geometry.

E100P
PVD TiN coated, high wear
resistant. E100 geometry.

E110

Cutting edge B- type blade. For
long chips materials. To deburr
holes with a minimum diameter

of 2 mm.

BLADES FOR DEBURRING TOOLS



F

F.71 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR52
Euro

a
mm

b
mm

L
mm

F4409150 8,40 150
20

280
F4409200 8,96 200 320
F4409250 9,46 250

25
370

F4409300 10,26 300 420

ART. F4409
Acciaio al cromo vanadio verniciato, taglienti puliti, impugnatura in legno.

RASCHIETTI PIATTI

Cod. Tec. GR52
Euro

a
mm

b
mm

L
mm

F4419150 8,49 150 70 260
F4419200 9,23 200 85 310
F4419250 9,81 250 100 360
F4419300 10,96 300 110 420

ART. F4419
Acciaio al cromo vanadio verniciato, taglienti puliti, impugnatura in legno.

RASCHIETTI A TRE TAGLIENTI

Cod. Tec. GR52
Euro

L
mm

a
mm

F4449100 4,53 100 15
F4449125 4,79 125

18F4449150 5,30 150
F4449175 6,33 175 21
F4449200 7,16 200 24
F4449250 8,60 250 25
F4449300 10,71 300 26
F4449350 12,46 350

27F4449400 14,21 400
F4449500 17,05 500 30

ART. F4449
Acciaio forgiato al cromo vanadio zincocromato, lama riaffilabile.

SCALPELLI PER METALLI

Cod. Tec. GR52
Euro

L
mm

a
mm

F4451250 12,11 250 25
F4451300 15,14 300 26
F4451350 16,81 350 27

ART. F4451
Acciaio forgiato al cromo vanadio zincocromato, lama riaffilabile. Paramano di protezione in
plastica.

SCALPELLI PER METALLI CON PARAMANO

Cod. Tec. GR52
Euro

L
mm

a
mm

F4445150 8,96 150 21
F4445200 13,49 200 26
F4445250 18,29 250 29
F4445300 27,15 300 32

ART. F4445
Acciaio forgiato al cromo vanadio zincocromato, lama riaffilabile.

SCALPELLI NERVATI

F.71Indivisible package  Suggested retail package - Unit price

Tech. Code a
mm

b
mm

L
mm

150
20

280
200 320
250

25
370

300 420

ITEM: F4409
Chrome vanadium, polished steel, clean cutters, wooden handle.

FLAT SCRAPERS

Tech. Code a
mm

b
mm

L
mm

150 70 260
200 85 310
250 100 360
300 110 420

ITEM: F4419
Chrome vanadium, polished steel, clean cutters, wooden handle.

TRIANGULAR SCRAPERS

Tech. Code L
mm

a
mm

100 15
125

18
150
175 21
200 24
250 25
300 26
350

27
400
500 30

ITEM: F4449
Vanadium chrome zinc chromed tempered steel, regrindable edge.

CHISELS FOR METAL

Tech. Code L
mm

a
mm

250 25
300 26
350 27

ITEM: F4451
Vanadium chrome zinc chromed tempered steel, regrindable edge. Plastic hand protection
guard

CHISELS WITH HAND PROTECTION GUARD FOR METAL

Tech. Code L
mm

a
mm

150 21
200 26
250 29
300 32

ITEM: F4445
Vanadium chrome zinc chromed tempered steel, regrindable edge.

RIBBED CHISELS



F

F.72 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR52
Euro

L
mm

a
mm

F4479240 8,08 240 26

ART. F4479
Modello a sezione extra piatta mm7.
Acciaio forgiato al cromo vanadio zincocromato, lama riaffilabile.

SCALPELLI EXTRA PIATTI

Cod. Tec. GR52
Euro

L
mm

a
mm

F4488240 12,28 240 26

ART. F4488
Modello a sezione extra piatta mm7.
Acciaio forgiato al cromo vanadio zincocromato, lama riaffilabile, con paramano.

SCALPELLI EXTRA PIATTI CON PARAMANO

Cod. Tec. GR52
Euro

L
mm

a
mm

b
mm

F4489100 4,42 100 10 8
F4489125 4,38 125 12 10

ART. F4489
Acciaio forgiato al cromo vanadio zincocromato, lama riaffilabile.

SCALPELLI PER METALLI

ART. F4499
Serie 6 pz. fornita su supporto plastica rigida.

Composizione:
- Scalpelli 125 - 150 mm
- Ugnetto 125 mm
- Bulino 120 mm
- Punzoni Ø 3/4 - 120 mm

Cod. Tec. GR52
Euro Pezzi

F4499SET6 21,48 6

SCALPELLI - PUNZONI E BULINI IN SET

Cod. Tec. GR52
Euro

a
mm

c
mm

L
mm

F451602 3,15 2

10

150

F451603 3,15 3
F451604 3,29 4
F451605 3,29 5
F451606 4,12 6
F451607 4,12 7

12
F451608 4,12 8
F451609 4,12 9
F451610 4,12 10
F451612 4,43 12 14

ART. F4516
Cacciaspine in acciaio cromo-vanadio in esecuzione cromata.

CACCIASPINE

F.72 Indivisible package   Suggested retail package - Unit price

Tech. Code L
mm

a
mm

240 26

ITEM: F4479
Extra flat �mm section model
Vanadium chrome zinc chromed tempered steel, regrindable edge.

EXTRA FLAT CHISELS

Tech. Code L
mm

a
mm

240 26

ITEM: F4488
Extra flat �mm section model.
Vanadium chrome zinc chromed tempered steel, regrindable edge with hand protection guard.

EXTRA FLAT CHISELS WITH HAND PROTECTION GUARD

Tech. Code L
mm

a
mm

b
mm

100 10 8
125 12 10

ITEM: F4489
Vanadium chrome zinc chromed tempered steel, regrindable edge.

CHISELS FOR METAL

ITEM: F4499
6-pc set supplied with rigid plastic holder.

Composition:
- Chisels 125 - 150 mm
- Cross cut chisel 125 mm
- Centre punch 120 mm
- 'rifts � �/4 - 120 mm

Tech. Code Pieces

6

CHISELS, DRIFT AND CENTRE PUNCHES IN SET

Tech. Code a
mm

c
mm

L
mm

2

10

150

3
4
5
6
7

12
8
9

10
12 14

ITEM: F4516
Chrome-vanadium steel pinpunches, in chromed execution

PINPUNCHES



F

F.73 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR52
Euro

a
mm

c
mm

L
mm

F456120-50 22,66 3,5 11 95
F456120-50R 3,81 Punta di ricambio - -

ART. F4561
Modello con sistema di scatto a molla attivabile con la semplice pressione della mano, forza
regolabile da 20N a 50N. Corpo in acciaio nichelato.

BULINI AUTOMATICI

Cod. Tec. GR52
Euro

a
mm

c
mm

L
mm

F45493 1,75 3 8 100
F45494 2,16 4 10 120
F45495 3,09 5 12 150

ART. F4549
Acciaio forgiato al cromo vanadio zincocromato, lama riaffilabile.

BULINI

ART. F4519
Serie 6 pz. fornita su supporto plastica rigida.

Composizione:
2 x 150 - 3 x 150 - 4 x 150 - 5 x 150 - 6 x 150 - 8 x 150 mm

Cod. Tec. GR52
Euro Pezzi

F4519SET6 20,46 6

CACCIASPINE IN KIT

Cod. Tec. GR60
Euro

Ø
mm

Lunghezza
mm

Lettera/numero

F9315140 42,70 16 140
-F9315PS (16,40) Punta di ricambio -

ART. F9315
Marcatura a battuta veloce e profonda di lettere, numeri, simboli e loghi personalizzati su
metalli, leghe, plastiche e cartoncini. I bulini automatici serie Micro rappresentano il sistema di
marcatura più piccolo al mondo ed hanno una potenza regolabile fino a 50 Kg.
Scatto interno movimentato con la pressione del palmo della mano. Fornito di serie con punta
per operazioni di bulinatura.

Caratteri e numeri per bulini serie MICRO.
Dimensione dei caratteri 25/10

BULINI AUTOMATICI SERIE MICRO

Cod. Tec. GR52
Euro

A
mm

C
mm

L
mm

F4562180-250 29,36 6 17 130
F4562RIC 6,75 Punta di ricambio - -

ART. F4562
Modello con sistema di scatto a molla attivabile con la semplice pressione della mano, forza
regolabile da 180N a 250N. Corpo in acciaio nichelato con impugnatura bicomponente, punta
diametro 6 mm.

BULINI AUTOMATICI CON IMPUGNATURA BICOMPONENTE

F.73Indivisible package  Suggested retail package - Unit price

Tech. Code a
mm

c
mm

L
mm

3.5 11 95
Spare tip - -

ITEM: F4561
Spring-loaded model, activates when hand pressure is applied, adjustable force, from 201 up to
501. 1ickel steel body.

AUTOMATIC CENTRE PUNCHES

Tech. Code a
mm

c
mm

L
mm

3 8 100
4 10 120
5 12 150

ITEM: F4549
Vanadium chrome zinc chromed tempered steel, regrindable edge.

CENTRE PUNCHES

ITEM: F4519
6 piece set supplied with rigid plastic holder.

Composition:
2 x 150 - � x 150 - 4 x 150 - 5 x 150 - 6 x 150 - 8 x 150 mm

Tech. Code Pieces

6

PINPUNCHES IN SET

Tech. Code Ø
mm

Length
mm

Letter/number

16 140
-

Spare tip -

ITEM: F9315
Deep, fast stroke marking for characters, numbers, symbols and custom logo on metal, alloy,
plastic and light cardboard materials. Automatic centre punches, Micro series stand as the
smallest stroke marking system in the world, adjustable force up to 50 kg.
Spring system activated by hand pressure. Standard version supplied with tips for punch
marking

Characters and numbers for MICRO serie centre punches.
Font size 25/10

AUTOMATIC CENTRE PUNCHES, MICRO SERIES

Tech. Code A
mm

C
mm

L
mm

6 17 130
Spare tip - -

ITEM: F4562
Spring-loaded model, activates when hand pressure is applied, adjustable force, from 1801 up
to 2501. 1ickel steel body. $vailable with bi-component handguard, � 6 mm spare pin .

AUTOMATIC CENTRE PUNCH WITH BI-COMPONENT HANDGUARD



F

F.74 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR60
Euro

Lunghezza
mm

F4585200 23,81 200

ART. F4585
Penne in acciaio con punta in carburo di tungsteno, impugnatura in plastica.

Cod. Tec. GR60
Euro

Lunghezza
mm

F4590145 5,96 145

ART. F4590
Penna in alluminio corpo unico con punta in carburo di tungsteno.

Cod. Tec. GR60
Euro

Lunghezza
mm

F4570145 9,93 145
F4570145R 4,82 Ricambio

ART. F4570
Corpo in acciaio nichelato con clip per taschino, punta in carburo di tungsteno 1,2 mm montata su
stelo regolabile.

PENNE A TRACCIARE CON PUNTA IN CARBURO DI TUNGSTENO

Cod. Tec. GR60
Euro

Lunghezza
mm

F4580200 4,98 200

ART. F4580
Corpo monoblocco in acciaio speciale temprato brunito, impugnatura in materiale plastico.

Cod. Tec. GR60
Euro

Lunghezza
mm

F4565200 11,66 200
F4565200R 6,72 Ricambio

ART. F4565
Modello tascabile con punta estraibile in carburo di tungsteno.

Cod. Tec. GR60
Euro

Lunghezza
mm

F4575165 48,82 165
F4575165R 22,25 Ricambio

ART. F4575
Penna Top quality made in SZiss per tracciare metalli, corpo in acciaio con clips per taschino e
pulsante per l'estrazione della punta. Punta in carburo diametro 1,5 mm riaffilabile e facilmente
sostituibile.

PENNE A TRACCIARE CON PUNTA IN CARBURO

F.74 Indivisible package   Suggested retail package - Unit price

Tech. Code Length
mm
200

ITEM: F4585
Carbide tip scriber and plastic hand grip

Tech. Code Length
mm
145

ITEM: F4590
=inc steel monoblock body, pocket clip, tungsten carbide tip.

Tech. Code Length
mm
145

Spare part

ITEM: F4570
Nickel steel body with pocket clip, tungsten carbide tip 1,2 mm mounted on adjustable stem.

SCRIBERS

Tech. Code Length
mm
200

ITEM: F4580
Special burnished hardened steel monoblock body, plastic handle.

Tech. Code Length
mm
200

Spare part

ITEM: F4565
Pocket version, tungsten carbide coated removable tip.

Tech. Code Length
mm
165

Spare part

ITEM: F4575
Top quality swiss made pens for tracing metals, steel body with pocket clip with changeable tips.
Carbide tip diameter 1.5mm easily sharpened or replaced.

CARBIDE SCRIBERS WITH CARBIDE TIP - TOP QUALITY



F

F.75 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR51
Euro

Peso
g

Manico
mm



F51100300 9,24 300 300
12F51100400 10,11 400 310

F51100500 10,89 500 320
F51100600 12,80 600 330

6F51100800 14,95 800 350
F51101000 16,49 1000 360

ART. WX5100
NORMA DIN 1041 - 1193 - 1195 - 5111

Martelli da banco tipo tedesco con collare salvamanico di sicurezza in acciaio C45, temperati ad
elettro-induzione, levigati e verniciati a forno con battenti spigolati e lucidati. Ulteriore bussola in nylon
salvamanico e bloccaggio con cuneo in acciaio. Manici sagomati In +ICKOR<, legno duro flessibile e
resistente, verniciato.

MARTELLI TIPO TEDESCO CON COLLARE SALVAMANICO

Cod. Tec. GR51
Euro

Lunghezza
mm

W;5100
g

W;5400
Ø mm

W;5500
g

F5390300 3,77 300 300 32 500
F5390310 4,09 310 400 - -
F5390320 4,23 320 500 40-50 750
F5390330 4,61 330 600

-
-

F5390350 4,96 350 800 1000
F5390360 5,13 360 1000 -

ART. WX5580
NORMA DIN 5111

Manici sagomati in +ICKOR<, legno duro flessibile e resistente, verniciato trasparente, completi di
bussola nylon e cuneo tondo in acciaio.
Ricambi per martelli WX5100 e mazzuole WX5400 - WX5500.

MANICI PER MARTELLI E MAZZUOLE

MARTELLI E MAZZUOLE IN FOAM

Cod. Tec. F529002
GR51 Euro 63,00
Pezzi 2

ART. WX9500/SE2
Kit composto da un martello tipo tedesco con collare salvamanico ed una mazzuola in alluminio con teste in Nylon 100 S+.
Completi di modulo Eva Tray per carrelli Wodex.
Dimensione del modulo 200x447 mm - Posizione Verticale.

Composizione:
WX5100 Martello tipo tedesco 600 gr
WX5400 Mazzuola Nylon-Alluminio Ø 50 mm

1/3

Cod. Tec. GR51
Euro

Peso
g

Manico
mm



F51000300 16,30 300 300

6
F51000500 18,90 500 320
F51001000 27,50 1000

360F51001500 34,50 1500

ART. WX5110
NORMA DIN 1041 - 1193 - 1195 - 5111

Martelli da banco tipo tedesco con manico tri-componente e collare di sicurezza in acciaio C45,
temperati ad elettro-induzione, levigati e verniciati a forno con battenti spigolati e lucidati. Ulteriore
bussola in nylon salvamanico e bloccaggio meccanico definitivo con cuneo in acciaio e resina
epossidica. Il manico ergonomico ed antiscivolo è composto da un'anima in alluminio rivestita in Nylon
ed una impugnatura antivibrazione in gomma antiscivolo.

MARTELLI TIPO TEDESCO CON MANICO TRI-COMPONENTE

F.75Indivisible package  Suggested retail package - Unit price

Tech. Code Weight
g

Handle
mm



300 300
400 310
500 320
600 330
800 350
1000 360

ITEM: WX5100
STANDARD DIN 1041 - 1193 - 1195 - 5111

German type hammer with protective safety collar made of C45 steel, tempered by electro-Inductive,
polished and lacquered in oven with blunted edges.
Additional nylon bush, handle protection and blockage with steel wedge. Shaped handles in
+IC.OR<, hardened wood, flexible and resistant, lacquered.

GERMAN TYPE HAMMERS WITH PROTECTIVE SAFETY COLLAR

Tech. Code Length
mm

W;5100
g

W;5400
Ø mm

W;5500
g

300 300 32 500
310 400 - -
320 500 40-50 750
330 600

-
-

350 800 1000
360 1000 -

ITEM: WX5580
STANDARD DIN 5111

Shaped handles in HICKORY, hardened wood, Flexible and resistant, transparent varnish. Complete
with nylon bush and round steel wedge.
Spare parts for :;5100 hammers and :;5400 - :;5500 mallets.

HANDLES FOR HAMMERS AND MALLETS

HAMMERS AND MALLETS IN FOAM

Tech. Code

Pieces 2

ITEM: WX9500/SE2
.it consisting of a German hammer with a protective collar and an aluminum mallet with 100 S+ 1ylon heads. Complete
with Eva Tray module for :odex trolleys.
Module size 200x44� mm - 9ertical position.

Composition:
WX5100 German type hammer 600 gr
WX5400 1ylon-$luminum mallet � 50 mm

Tech. Code Weight
g

Handle
mm



300 300
500 320
1000

360
1500

ITEM: WX5110
STANDARD DIN 1041 - 1193 - 1195 - 5111

German type hammers with three component handle and safety collar in C45 steel, tempered by
electro-induction, smoothed and varnished in oven with an edged and polished head. Additional
sleeve nylon and permanent mechanical locking with steel wedge and epoxy resin. The ergonomic
and anti-slip handle is composed of an aluminium core covered in Nylon and an anti-vibration grip and
anti-slip rubber handle.

GERMAN TYPE HAMMERS WITH THREE-COMPONENT HANDLE



F

F.76 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR52
Euro

Peso
g

F5200100 5,13 100
F5200200 5,56 200
F5200300 6,12 300
F5200400 7,17 400
F5200500 8,16 500
F5200600 9,52 600
F5200800 11,06 800

F52001000 11,93 1000
F52001500 16,50 1500
F52002000 20,76 2000

ART. F5200
Modello tipo tedesco DIN1041, testa forgiata in acciaio C45 temprato ad induzione, verniciata
con polvere epossidica, battente e penna spigolati e lucidati, manico sagomato in frassino con
collare salvamanico, bloccaggio con cuneo e resina.

MARTELLI TIPO TEDESCO

Cod. Tec. GR52
Euro

Per martelli
g

F5210MR100 2,28 100
F5210MR200 2,37 200
F5210MR300 2,45 300
F5210MR400 2,80 400
F5210MR500 2,98 500
F5210MR600 3,33 600
F5210MR800 3,59 800

F5210MR1000 3,94 1000
F5210MR1500 4,30 1500
F5210MR2000 4,55 2000

ART. F5210
Manico ricambio in legno di frassino.

MANICI RICAMBIO PER MARTELLI

Cod. Tec. GR60
Euro

Per martelli
g

Per asola
mm

Lunghezza
mm

Peso
g

F52300200 6,09 200 18 x 10 274 98
F52300300 7,09 300 20 x 11 290 123
F52300400 7,61 400

25 x 14
297 139

F52300500 8,72 500
306

155
F52300600 8,98 600 26 x 15 158
F52300800 10,81 800 28 x 16 322 236
F52301000 11,50 1000 30 x 17 349 258
F52301500 12,16 1500 32 x 18

314
278

F52302000 12,68 2000 36 x 20 290

ART. F5230
Manici in resina termoplatica per martelli con asola conforme alla DIN 1041.
Provvisti di un pratico e robusto bloccaggio conico a vite brevettato.

MANICI IN PLASTICA PER MARTELLI CON ASOLA DIN1041

UTENSILI ASSORTITI IN FOAM

Cod. Tec. F529206
GR51 Euro 116,00

ART. WX9505/SE6
Kit composto da un martello tipo tedesco con collare salvamanico, una mazzuola in alluminio con teste in Nylon 100 S+,
una chiave a rullino, un paio di forbici per elettricista, un flessometro ed un cutter Premium Quality. Completi di modulo Eva
Tray per carrelli Wodex.
Dimensione del modulo 400x447 mm - Posizione Verticale.

Composizione:
WX5100 Martello tipo tedesco 500 gr
WX5400 Mazzuola Nylon-Alluminio Ø 40 mm
WX1170 Chiave a rullino 250 mm
WX4770 Forbici per elettricista 155 mm
WX6110 Flessometro Profi-Line 5 m
WX4680 Cutter Premium con lama a settori 18 mm

2/3

F.76 Indivisible package   Suggested retail package - Unit price

Tech. Code Weight
g

100
200
300
400
500
600
800

1000
1500
2000

ITEM: F5200
German type model 'I11041, induction hardened steel C45 forged head, painted with epoxy
powder, knocker and peen gleaned and polished, shaped ash wood handle with handle guard
collar, locking with wedge and resin.

HAMMERS - GERMAN TYPE

Tech. Code For hammers
g

100
200
300
400
500
600
800

1000
1500
2000

ITEM: F5210
Ash wood spare handle.

WOODEN HANDLES FOR HAMMERS

Tech. Code For hammers
g

For slot
mm

Length
mm

Weight
g

200 18 x 10 274 98
300 20 x 11 290 123
400

25 x 14
297 139

500
306

155
600 26 x 15 158
800 28 x 16 322 236
1000 30 x 17 349 258
1500 32 x 18

314
278

2000 36 x 20 290

ITEM: F5230
+andles thermoplastic resin for hammers with slot in compliance with 'I1 1041 provided with a
practical and strong conical locking patented taper screw.

PLASTIC HANDLES FOR HAMMERS WITH SLOT DIN1041

ASSORTED TOOLS IN FOAM

Tech. Code

ITEM: WX9505/SE6
.it consisting of a German hammer with protective collar, an aluminum mallet with 100 Sh 1ylon heads, a roller wrench, a
pair of electrician scissors, a flexometer and a Premium 4uality cutter. Complete with Eva Tray module for :odex trolleys.
Module size 400x44� mm - 9ertical position.

Composition:
WX5100 German type hammer 500 gr
WX5400 1ylon-$luminum mallet � 40 mm
WX1170 Roller wrench 250 mm
WX4770 Scissors for electrians 155 mm
WX6110 Pocket tape measures 5 m - Profi-Line
WX4680 Premium cutter with 18 mm sector blade



F

F.77 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR60
Euro

Peso
g



F5250CARP 11,08 400 6
F5250CARP/R 2,24 Manico ricambio 1

ART. F5250
Testa a collo lungo forgiata in acciaio C45 temprato ad induzione verniciata con polvere
epossidica, battente e penna spigolati e lucidati, magnete fermachiodo, manico sagomato in
frassino 45cm.

MARTELLI PER CARPENTIERE

Cod. Tec. GR51
Euro

Ø testa
mm

Manico
mm

Peso
g



F530032 16,26 32 300 230
6F530040 23,17 40

320
375

F530050 31,97 50 490

ART. WX5400
NORMA DIN 5136 - 1195 - 5111

Mazzuole con testa in lega di alluminio 6026 anodizzata e battenti intercambiabili in nylon durezza 100
Shore. L' innovativo sistema di ancoraggio meccanico dei battenti a doppio innesto garantisce una
completa sicurezza di utilizzo dell'utensile. Ulteriore bussola in nylon salvamanico e bloccaggio con
cuneo in acciaio. Manico sagomato in +ICKOR<, legno duro flessibile e resistente, verniciato.

MAZZUOLE IN ALLUMINIO CON TESTE IN NYLON 100 SH

Prezzo riferito al battente singolo

Cod. Tec. GR51
Euro

Ø testa
mm



F530132 2,85 32
1F530140 4,15 40

F530150 6,55 50

ART. WX5400/RN
Battenti in nylon 100 Shore a doppio innesto di sicurezza per mazzuole Wodex WX5350 e WX5400.

BATTENTI IN NYLON 100 SH PER MAZZUOLE

Cod. Tec. GR51
Euro

Lunghezza
mm

W;5100
g

W;5400
Ø mm

W;5500
g

F5390300 3,77 300 300 32 500
F5390310 4,09 310 400 - -
F5390320 4,23 320 500 40-50 750
F5390330 4,61 330 600

-
-

F5390350 4,96 350 800 1000
F5390360 5,13 360 1000 -

ART. WX5580
NORMA DIN 5111

Manici sagomati in +ICKOR<, legno duro flessibile e resistente, verniciato trasparente, completi di
bussola nylon e cuneo tondo in acciaio.
Ricambi per martelli WX5100 e mazzuole WX5400 - WX5500.

MANICI PER MARTELLI E MAZZUOLE

Battenti di ricambio codice WX5400/RN

Cod. Tec. GR51
Euro

Ø testa
mm

Manico
mm

Peso
g



F529532 27,00 32
300

455
6F529540 37,00 40 740

F529550 49,00 50 320 950

ART. WX5350
NORMA DIN 5136 - 1195 - 5111
Mazzuole con testa in acciaio 11SMnPb37 brunita, battenti intercambiabili in nylon durezza 100 Shore
e manico tri-componente. L' innovativo sistema di ancoraggio meccanico dei battenti a doppio innesto
garantisce una completa sicurezza di utilizzo dell'utensile. Ulteriore bussola in nylon salvamanico e
bloccaggio meccanico definitivo con cuneo in acciaio e resina epossidica. Il manico ergonomico ed
antiscivolo è composto da un'anima in alluminio rivestita in Nylon ed una impugnatura antivibrazione
in gomma antiscivolo.

MAZZUOLE IN ACCIAIO CON TESTE IN NYLON 100 SH

F.77Indivisible package  Suggested retail package - Unit price

Tech. Code Weight
g



400
Spare handle

ITEM: F5250
Induction hardened steel C45 forged head with long neck painted with epoxy powder, knocker
and peen gleaned and polished, nail stop magnet, shaped ash wood 45 cm handle.

HAMMERS FOR CARPENTERS

Tech. Code Ø head
mm

Handle
mm

Weight
g



32 300 230
40

320
375

50 490

ITEM: WX5400
STANDARD DIN 5136 - 1195 - 5111

Mallets with head in anodized 6026 aluminum alloy and Interchangeable striking tips in 100 nylon
shore. The Innovative mechanical double coupling anchoring system of striking tips ensures a
complete safety of tool use, Additional nylon bush handle protection and blockage with steel wedge.
Shaped handle in +IC.OR<, hardened wood, flexible and resistant, lacquered.

ALUMINUM MALLETS WITH NYLON HEADS 100 SH

Price referred to single tips.

Tech. Code Ø head
mm



32
40
50

ITEM: WX5400/RN
1ylon tips spare parts 100 Shore of double coupling for :odex mallets :;5�50 and :;5400.

NYLON TIPS SPARE PARTS 100 SH FOR MALLETS

Tech. Code Length
mm

W;5100
g

W;5400
Ø mm

W;5500
g

300 300 32 500
310 400 - -
320 500 40-50 750
330 600

-
-

350 800 1000
360 1000 -

ITEM: WX5580
STANDARD DIN 5111

Shaped handles in HICKORY, hardened wood, Flexible and resistant, transparent varnish. Complete
with nylon bush and round steel wedge.
Spare parts for :;5100 hammers and :;5400 - :;5500 mallets.

HANDLES FOR HAMMERS AND MALLETS

1ylon head spare part code :;5400/R1

Tech. Code Ø head
mm

Handle
mm

Weight
g



32
300

455
40 740
50 320 950

ITEM: WX5350
STANDARD DIN 5136 - 1195 - 5111
Mallets with burnished 11SMnPb�� steel head, interchangeable hinges in 100 Shore hardness nylon
and tri-component handle. The innovative mechanical double coupling anchoring system of striking
tips ensures complete safety of tool use. Additional nylon sleeve and permanent mechanical locking
with steel wedge and epoxy resin. The ergonomic and anti-slip handle is composed of an aluminum
core covered in Nylon and an antio-vibration and anti-slip rubber handle.

STEEL MALLETS WITH NYLON HEAD 100 SH



F

F.78 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR52
Euro

Ø
mm

Peso
g

F533022 8,57 22 140
F533028 11,09 28 250
F533035 14,62 35 350
F533042 19,16 42 620
F533050 26,72 50 900
F533060 40,32 60 1300

ART. F5330
Mazzuole con battente in poliammide e manico in frassino.

MAZZUOLE CON BATTENTE IN POLIAMMIDE

Cod. Tec. GR52
Euro

Ø per mazzuola
mm

F5335TR22 3,29 22
F5335TR28 3,72 28
F5335TR35 5,40 35
F5335TR42 6,77 42
F5335TR50 10,37 50
F5335TR60 14,94 60

ART. F5335
Coppia di testine di ricambio per mazzuole in poliammide.

TESTINE RICAMBIO PER MAZZUOLE IN POLIAMMIDE

Cod. Tec. GR52
Euro

Ø
mm

Peso
g

F537035 25,31 35 530
F537040 30,56 40 640
F537050 37,24 50 1050
F537060 47,76 60 1350

ART. F5370
Mazzuole antirimbalzo con battente in rilsan e manico in frassino.

MAZZUOLE ANTIRIMBALZO CON TESTINE IN RILSAN

Cod. Tec. GR52
Euro

Ø per mazzuola
mm

F5375TR35 9,33 35
F5375TR40 11,28 40
F5375TR50 17,29 50
F5375TR60 23,92 60

ART. F5375
Coppia di testine di ricambio.

TESTINE RICAMBIO PER MAZZUOLE IN RILSAN

Cod. Tec. GR52
Euro

Ø
mm

Peso
g

F534935 31,84 35 750
F534940 36,08 40 880
F534950 42,98 50 1300
F534960 50,93 60 1750

ART. F5349
Modello a testine intercambiabili in poliuretano, testa parzialmente riempita con graniglia
metallica per l'assorbimento del rimbalzo, corpo in acciaio verniciato ed impugnatura in PVC.

MAZZUOLE ANTIRIMBALZO CON TESTINE IN POLIURETANO

Cod. Tec. GR52
Euro

Ø
mm

F5351TR35 5,31 35
F5351TR40 6,37 40
F5351TR50 7,95 50
F5351TR60 10,25 60

ART. F5351
Coppia testine di ricambio per mazzuole antirimbalzo modello F5349
Materiale: Poliuretano

TESTINE DI RICAMBIO IN POLIURETANO PER MAZZUOLE ANTIRIMBALZO

F.78 Indivisible package   Suggested retail package - Unit price

Tech. Code Ø
mm

Weight
g

22 140
28 250
35 350
42 620
50 900
60 1300

ITEM: F5330
Mallets with nylon heads and ash wood handle.

MALLETS WITH NYLON HEADS

Tech. Code ø for mallet
mm
22
28
35
42
50
60

ITEM: F5335
Spare pair of nylon heads for nylon mallets

SPARE NYLON HEADS FOR MALLETS

Tech. Code Ø
mm

Weight
g

35 530
40 640
50 1050
60 1350

ITEM: F5370
Mallets with rylsan knocker and ash wood handle.

MALLETS WITH RYLSAN HEADS

Tech. Code ø for mallet
mm
35
40
50
60

ITEM: F5375
Spare pair of heads.

SPARE RYLSAN HEADS FOR MALLETS

Tech. Code Ø
mm

Weight
g

35 750
40 880
50 1300
60 1750

ITEM: F5349
Polyurethane exchangeable tips, head partially filled with metal pellets to absorb rebound,
polished steel body, PVC gripping.

MALLETS WITH POLYURETHANE HEADS

Tech. Code Ø
mm
35
40
50
60

ITEM: F5351
Pair of spare tips for non-rebound mallets, model F5349.
Material: Polyurethane

POLYURETHANE SPARE HEADS FOR NO-REBOUND MALLETS



F

F.79 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR52
Euro

Peso
g

Specifica

F5400200 10,99 200

-

F5400300 14,80 300
F5400400 22,44 400
F5400500 26,35 500
F5400600 27,70 600
F5400800 41,40 800

F54001000 49,87 1000
F54001500 67,82 1500

Con collareF54002000 90,73 2000

ART. F5400
Doppia testa piana con spigoli smussati e spina elastica di sicurezza, manico in frassino.
Le mazzette da 1500 e 2000 gr sono provviste del collare di rinforzo.

MAZZETTE IN RAME

Cod. Tec. GR60
Euro

Ø esterno
mm

Ø battente
mm

Lunghezza
mm

Peso
g

F535542 62,21 42 32 280 500
F535552 72,51 52 40 310 800
F535560 81,14 60 48

350
1000

F535565 104,97 65 50 1500

ART. F5355
Mazzuole con anima interna metallica solidale con la cartuccia contenente microsfere in acciaio
costituienti la massa battente. Rivestimento in poliuretano resistente agli olii, acidi e basi deboli.
Assenza di parti metalliche a vista.
Durezza del rivestimento: 95 Shore
Resistenza al calore: - 24°C � 90°C

MAZZUOLE ANTIRIMBALZO RIVESTITE IN POLIURETANO

Cod. Tec. GR51
Euro

Peso
g

Manico
mm



F53800500 26,00 500 300
6F53800750 35,00 750 320

F53801000 46,00 1000 350

ART. WX5500
NORMA DIN 5130 - 1195 - 5111

Mazzette PREMIUM QUALITY con testa in rame ricavata da barra trafilata a doppio incrudimento,
durezza 80/100 BRINELL, battenti spigolati e occhio a norme DIN. Bloccaggio del manico con cuneo
in acciaio.
Manico sagomato in +ICKOR<, legno duro flessibile e resistente, verniciato trasparente.

MAZZETTE IN RAME TRAFILATO 80 BRINELL

Cod. Tec. GR51
Euro

Lunghezza
mm

W;5100
g

W;5400
Ø mm

W;5500
g

F5390300 3,77 300 300 32 500
F5390310 4,09 310 400 - -
F5390320 4,23 320 500 40-50 750
F5390330 4,61 330 600

-
-

F5390350 4,96 350 800 1000
F5390360 5,13 360 1000 -

ART. WX5580
NORMA DIN 5111

Manici sagomati in +ICKOR<, legno duro flessibile e resistente, verniciato trasparente, completi di
bussola nylon e cuneo tondo in acciaio.
Ricambi per martelli WX5100 e mazzuole WX5400 - WX5500.

MANICI PER MARTELLI E MAZZUOLE

Cod. Tec. GR51
Euro

Peso
g

Manico
mm



F53780500 35,50 500 300
6F53780750 46,90 750

320F53781000 58,30 1000

ART. WX5510
NORMA DIN 5130 - 1195 - 5111

Mazzette PREMIUM QUALITY con testa in rame ricavata da barra trafilata a doppio incrudimento con
durezza 80/100 BRINELL, manico tri-componente con bussola salvamanico in nylon e bloccaggio
meccanico definitivo con cuneo in acciaio e resina epossidica. Il manico ergonomico ed antiscivolo
è composto da un'anima in alluminio rivestita in Nylon ed una impugnatura antivibrazione in gomma
antiscivolo.

MAZZETTE IN RAME TRAFILATO CON MANICO TRI-COMPONENTE

F.79Indivisible package  Suggested retail package - Unit price

Tech. Code Weight
g

Speci¿cation

200

-

300
400
500
600
800

1000
1500

With collar
2000

ITEM: F5400
'ouble flat head with chamfered edges and safety spring pin, ash wood handle.
1500g and 2000g hammers are provided with reinforced collar.

COPPER HAMMERS

Tech. Code ø External
mm

ø knocker
mm

Length
mm

Weight
g

42 32 280 500
52 40 310 800
60 48

350
1000

65 50 1500

ITEM: F5355
Hammers with internal metal soul with a cartridge containing micro steel constructed with polyurethane
coating. Resistant to oil, acid and weak fluids. 1o visible metal
Coating hardness: 95 Shore
Resistant to heat� - 24�C � 90�C

POLYURETHANE COATED HAMMERS NO-REBOUND

Tech. Code Weight
g

Handle
mm



500 300
750 320
1000 350

ITEM: WX5500
STANDARD DIN 5130 - 1195 - 5111

PREMIUM QUALITY mallets with copper head obtained from drawn faces with polished edges double
hardening hardness 80/100 BRI1ELL, 'I1 standard eye. Blocking of the handle with wedge in steel.
Shaped handle in +IC.OR<, hardened wood, flexible and resistant, transparent lacquered.

MALLETS IN DRAWN COPPER 80 BRINELL

Tech. Code Length
mm

W;5100
g

W;5400
Ø mm

W;5500
g

300 300 32 500
310 400 - -
320 500 40-50 750
330 600

-
-

350 800 1000
360 1000 -

ITEM: WX5580
STANDARD DIN 5111

Shaped handles in HICKORY, hardened wood, Flexible and resistant, transparent varnish. Complete
with nylon bush and round steel wedge.
Spare parts for :;5100 hammers and :;5400 - :;5500 mallets.

HANDLES FOR HAMMERS AND MALLETS

Tech. Code Weight
g

Handle
mm



500 300
750

320
1000

ITEM: WX5510
STANDARD DIN 5130 - 1195 - 5111

PREMIUM QUALITY mallet with copper head obtained from drawn bar with double hardening with
80/100 BRI1ELL hardness, three-component handle with nylon sleeve and mechanical locking with
steel wedge and epoxy resin. The ergonomic and anti-slip handle is composed of an aluminum core
covered in nylon with an anti-vibration and anti-slip rubber handle.

MALLETS IN DRAWN COPPER WITH THREE-COMPONENT HANDLE



F

F.80 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR52
Euro

Peso
g

F5450800 9,11 800
F54501000 9,63 1000
F54501250 11,18 1250
F54501500 11,95 1500
F54502000 14,54 2000

ART. F5450
Mazzette DIN6475, testa forgiata in acciaio C45 temprato ad induzione verniciata con polvere
epossidica, battenti spigolati e lucidati, manico sagomato in frassino con collare salvamanico,
bloccaggio con cuneo e resina.

MAZZETTE A DUE TESTE PIANE

Cod. Tec. GR52
Euro

Per mazzetta
g

F5460MR800 2,41 800
F5460MR1000 2,41 1000
F5460MR1250 2,87 1250
F5460MR1500 2,87 1500
F5460MR2000 2,87 2000

ART. F5460
Manici ricambio in legno di frassino.

MANICI RICAMBIO PER MAZZETTE

Cod. Tec. GR52
Euro

Ø
mm

Peso
g

F5430300 6,58 52 300
F5430500 9,83 60 500
F5430600 11,10 66 600
F5430700 12,76 73 700

F54301000 18,73 85 1000

ART. F5430
Mazzuole in gomma nera con manico in legno di frassino.

MAZZUOLE IN GOMMA NERA

Cod. Tec. GR52
Euro

Ø
mm

Peso
g

F535260 23,88 60 500

ART. F5352
Mazzuole monolitiche in gomma nera con impugnatura di sicurezza.

MAZZUOLE MONOLITICHE IN GOMMA NERA

Cod. Tec. GR52
Euro

Ø
mm

Peso
g

F543140 8,05 40 185
F543155 11,04 55 300
F543160 13,16 60 500
F543165 14,85 65 600
F543175 18,25 75 700

ART. F5431
Mazzuole in gomma bianca con manico in legno di frassino.

MAZZUOLE IN GOMMA BIANCA

Cod. Tec. GR60
Euro

Per mazzette
g

Per asola
mm

Lunghezza
mm

Peso
g

F54650800 9,72 800 28 x 16 290 222
F54651000 10,43 1000

30 x 17 295 227F54651250 11,15 1250
F54651500 12,02 1500 32 x 18

315
274

F54652000 12,48 2000 36 x 20 288

ART. F5465
Manici in resina termoplatica per mazzette con asola conforme alla DIN 6475. Provvisti di un pratico e
robusto bloccaggio conico a vite brevettato.

MANICI IN PLASTICA PER MAZZETTE CON ASOLA DIN6475

F.80 Indivisible package   Suggested retail package - Unit price

Tech. Code Weight
g

800
1000
1250
1500
2000

ITEM: F5450
Sledge hammers DIN6475. Induction hardened steel C45 forged head painted with epoxy
powder knockers gleaned and polished, shaped ash wood handle with hand-guard collar,
locking with wedge and resin.

SLEDGE HAMMERS WITH TWO FLAT HEADS

Tech. Code For hammer
g

800
1000
1250
1500
2000

ITEM: F5460
Spare handles in ash wood. For F5450

WOODEN HANDLES FOR SLEDGE HAMMERS

Tech. Code Ø
mm

Weight
g

52 300
60 500
66 600
73 700
85 1000

ITEM: F5430
Rubber mallets with ash wood hammers.

RUBBER MALLETS

Tech. Code Ø
mm

Weight
g

60 500

ITEM: F5352
Monolithic mallets, black rubber and safety grip.

BLACK RUBBER MONOLITHIC MALLETS

Tech. Code Ø
mm

Weight
g

40 185
55 300
60 500
65 600
75 700

ITEM: F5431
:hite rubber mallets, ash wood handle.

RUBBER MALLETS

Tech. Code For hammers
g

For slot
mm

Length
mm

Weight
g

800 28 x 16 290 222
1000

30 x 17 295 227
1250
1500 32 x 18

315
274

2000 36 x 20 288

ITEM: F5465
Thermoplastic resin handles with slot in compliance with DIN 6475. Provided with a practical and
strong conical locking taper patented screw.

PLASTIC HANDLES FOR HAMMERS WITH SLOT DIN6475



F

F.81 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR52
Euro

Lunghezza
mm

F5609400 18,79 400

ART. F5609
Leve esagonali con una estremità a punta ed una piatta curvata acciaio al cromo vanadio
cromato.

Cod. Tec. GR52
Euro

L
mm

a
mm

b
mm

F5621400 16,07 400 45 16

ART. F5621
Leve a sezione tonda con estremità a punta e ad unghia piegata a 90°, acciaio al cromo
vanadio cromato.

Cod. Tec. GR52
Euro

Lunghezza
mm

F5599500 18,05 500

ART. F5599
Acciaio al cromo vanadio cromato.

LEVE

Cod. Tec. GR60
Euro

Peso
g

F54813000 135,00 3000
F54815000 228,00 5000

ART. F5481
Modello con doppia testa piana e spigoli smussati, manico in legno di acacia.

MAZZE IN RAME

Cod. Tec. GR60
Euro

Peso
kg

Lunghezza
mm



F547503 30,00 3
900 1F547505 41,00 5

ART. F5475
NORMA DIN 6475

Mazze in acciaio temprato a due teste piane conformi alla norma DIN 6475.
Testa completamente verniciata a polvere epossidica di colore nero e manici in frassino sagomati e
verniciati trasparenti, bloccaggio mediante cuneo in acciaio.

MAZZE A DUE TESTE PIANE

Cod. Tec. GR60
Euro

Per mazze
kg

Lunghezza
mm



F547603 9,50 3 - 4
900 1F547605 9,60 5

ART. F5476
Manici in legno di frassino per mazze con occhio a norma DIN 6475.
Sagomati e vericiati trasparenti, completi di cuneo di acciaio per il bloccaggio.

MANICI IN LEGNO PER MAZZE

F.81Indivisible package  Suggested retail package - Unit price

Tech. Code Length
mm
400

ITEM: F5609
+exagonal levers, featuring one sharp end and one flat bent end, vanadium chrome plated
steel.

Tech. Code L
mm

a
mm

b
mm

400 45 16

ITEM: F5621
Round section rolling head bar with one pointed end and on 90� angled nail-claw, in chrome
vanadium steel.

Tech. Code Length
mm
500

ITEM: F5599
Vanadium chrome steel.

CROWBARS

Tech. Code Weight
g

3000
5000

ITEM: F5481
Flat, double-head, rounded edges, acacia wood handle.

COPPER SLEDGE HAMMERS

Tech. Code Weight
kg

Length
mm



3
900

5

ITEM: F5475
STANDARD DIN 6475
Two-headed tempered steel hammers standard DIN 6475.Head completely painted with black epoxy
powder and handles in ash shaped wood and transparent varnish, locking by steel wedge.

HAMERS WITH TWO FLAT HEADS

Tech. Code Each hammer
kg

Length
mm



3 - 4
900

5

ITEM: F5476
Ash wooden handles for hammers with eyelet standard DIN 6475. Shaped and varnish in transparent
lacker, complete with steel wedge for locking.

WOODEN HANDLES FOR HAMMERS



F

F.82 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ART. F6235
Estrattori meccanici Top quality con ampie possibilità di utilizzo, sia per interni che per esterni, griffe
scorrevoli su guide rettificate, la qualità delle griffe garantisce sforzi di trazione paralleli.

Esecuzione zinco cromata.

Cod. Tec. GR52
Euro

B max
mm

B min
mm

A
mm

C
mm

W max
mm

W min
mm

Forza max
Ton

Peso
Kg

F6235095 55,62 95 30
100

134 130 92
3

1,1
F6235135 60,07 135 35 176 175 100 1,3
F6235165 90,35 165 40 150 223 225 130 7 3,5
F6235190 92,45 190 35 155 250 250 135

12
3,6

F6235240 155,24 240 50 205 325 325
175

7,5
F6235350 165,38 350 60 200 425 425 9

ESTRATTORI A 2 GRIFFE

ART. F6237
Estrattori meccanici Top quality con ampie possibilità di utilizzo, sia per interni che per esterni, griffe
scorrevoli a bloccaggio rapido tramite dado superiore. La qualità delle griffe garantisce sforzi di
trazione paralleli.

Esecuzione zinco cromata.

Cod. Tec. GR52
Euro

B max
mm

B min
mm

A
mm

C
mm

W max
mm

W min
mm

Forza max
Ton

Peso
Kg

F6237060 53,29 60 12 50 72 80 55 1 0,3
F6237080 69,11 80

25 80
122 130

105 2
1

F6237115 77,02 115 156 160 1,1
F6237155 141,40 155 30 160 210 222 159

10
2,4

F6237195 185,89 195 50 220 260 270 173 4,4
F6237250 306,43 250 75 260 345 335 222 20 10,5

ART. F6239
Estrattori meccanici Top Quality. In trazione si fissa automaticamente alle parti da estrarre. Griffe con
fori di prolungamento ed estremità scanalate per eventuale aggancio ad una vite.

Cod. Tec. GR52
Euro

B max
mm

A
mm

C
mm

Forza max
Ton

Peso
Kg

F6239110 41,92 110 105 70 1 0,4

ESTRATTORI A 2 GRIFFE REGOLABILI IN ALTEZZA

Cod. Tec. GR60
Euro

L
mm

Sezione
mm

F56300500 9,95 500

18
F56300600 11,10 600
F56300700 12,20 700
F56300800 13,20 800
F56301000 16,20 1000

ART. F5630
Leverini modello tedesco in acciaio C40 a sezione esagonale, stampati e temprati secondo i migliori
standard qualitativi. Con una estremità curva a penna aperta ed una leggermente inclinata a penna
chiusa. Finitura verniciata anticorrosione.

LEVERINI PER CARPENTIERI

Cod. Tec. GR60
Euro

L
mm

Peso
kg

F56501000 32,60 1000 4
F56501200 47,60 1200 6
F56501500 70,00 1500 9

ART. F5650
Leve in acciaio forgiato e temprato secondo i migliori standard qualitativi. Con estremità inclinata a
penna chiusa per il sollevamento di pezzi molto pesanti. Finitura nera.

LEVE DI SOLLEVAMENTO PER CARPENTIERI

F.82 Indivisible package   Suggested retail package - Unit price

ITEM: F6235
Top quality mechanical pullers with a vast possibility of use, for inside and outside sliding jaws on
rectified guides, the quality of the jaws guarantees the force of parallel traction.

Execution chrome zinc.

Tech. Code B max
mm

B min
mm

A
mm

C
mm

W max
mm

W min
mm

Max strength
Ton

Weight
Kg

95 30
100

134 130 92
3

1,1
135 35 176 175 100 1,3
165 40 150 223 225 130 7 3,5
190 35 155 250 250 135

12
3,6

240 50 205 325 325
175

7,5
350 60 200 425 425 9

PULLERS WITH 2 JAW

ITEM: F6237
Top quality mechanical pullers with a vast possibility of use, sliding reversible jaws and rapid clamping
by the above bolt, the quality of the jaws guarantees the force of parellel traction.

Esecution chrome zinc.

Tech. Code B max
mm

B min
mm

A
mm

C
mm

W max
mm

W min
mm

Max strength
Ton

Weight
Kg

60 12 50 72 80 55 1 0,3
80

25 80
122 130

105 2
1

115 156 160 1,1
155 30 160 210 222 159

10
2,4

195 50 220 260 270 173 4,4
250 75 260 345 335 222 20 10,5

ITEM: F6239
Top quality mechanical puller, in traction it fixes automatically to the parts to be extracted, jaws with
prolongation of holes extremeley tapered for eventual gripping of a screw.

Tech. Code B max
mm

A
mm

C
mm

Max strength
Ton

Weight
Kg

110 105 70 1 0,4

PULLERS ADJUSTABLE IN HEIGHT 2 JAW

Tech. Code L
mm

Section
mm

500

18
600
700
800

1000

ITEM: F5630
German model Leverini in C40 steel with hexagonal section, molded and tempered according to the
highest quality standards. :ith an open curved tip and a slightly slanted pen tip. $nti-corrosion painted
finish.

LEVERS FOR CARPENTERS

Tech. Code L
mm

Weight
kg

1000 4
1200 6
1500 9

ITEM: F5650
Levers in forged and tempered steel according to the best quality standards. :ith angled tip with
closed pen for liding very heavy pieces. Black finish

LIFTING LEVERS FOR CARPENTERS



F

F.83 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ART. F6240
Estrattori meccanici Top Quality. In trazione si fissa automaticamente alle parti da estrarre. Griffe con
fori di prolungamento. Estremità scanalate per eventuale aggancio ad una vite.

Questa serie di estrattori ha la predisposizione per l'utilizzo anche con 2 sole griffe.

Cod. Tec. GR52
Euro

B max
mm

A
mm

C
mm

Forza max
Ton

Peso
Kg

F6240110 63,39 110 105 70 0,7 0,7
F6240175 94,23 175 185 76 1,9 1,9

ESTRATTORI A 3 GRIFFE REGOLABILI IN ALTEZZA

ART. F6242
Estrattori meccanici Top Quality reversibili per interni ed esterni, in trazione si fissa automaticamente
alle parti da estrarre. Estremità scanalate per eventuale aggancio ad una vite.

Questa serie di estrattori ha la predisposizione per l'utilizzo anche con 2 sole griffe.

Cod. Tec. GR52
Euro

B max
mm

A
mm

C
mm

Forza max
Ton

Peso
Kg

F6242130 62,59 130 85 80 1 0,6
F6242185 89,19 185 135 104 4 1,2

ESTRATTORI A 3 GRIFFE REVERSIBILI

ART. F6250
Estrattorimeccanici Top Quality a 3 griffe autocentranti, modello per esterni con griffe forgiate e con
fori di prolungamento. Muniti di dispositivo di chiusura simultanea delle griffe.

Questa serie di estrattori ha la predisposizione per l'utilizzo anche con 2 sole griffe.

Cod. Tec. GR52
Euro

B max
mm

A
mm

Forza max
Ton

Peso
Kg

F6250110 125,47 110 105 1 1
F6250175 153,46 175 185 4 2,5
F6250240 234,84 240 225 7 6,5

ESTRATTORI A 3 GRIFFE AUTOCENTRANTI

ART. F6259
Protezioni temprate con foro di centraggio per salvaguardare la punta della vite dell'estrattore.

Cod. Tec. GR52
Euro

Per modelli con forza
Ton

F6259010 6,73 10
F6259020 7,12 20

PROTEZIONI TEMPRATE PER ESTRATTORI

F.83Indivisible package  Suggested retail package - Unit price

ITEM: F6240
Top quality mechanical pullers. In traction it fixes automatically to the parts to be extracted, jaws with
prolungations of the holes. Extremely tapered for eventually gripping of a screw.

This series of the pullers have a predispostion of use even for only 2 jaws.

Tech. Code B max
mm

A
mm

C
mm

Max strength
Ton

Weight
Kg

110 105 70 0,7 0,7
175 185 76 1,9 1,9

PULLERS ADJUSTABLE IN HEIGHT 3 JAW

ITEM: F6242
Top quality reversible mechanical puller for inside?outside, in traction it fixes automatically to the parts
to be extracted. Extremely tapered for eventually gripping of a screw.

This series of pullers have a predisposition of use even for only 2 jaws.

Tech. Code B max
mm

A
mm

C
mm

Max strength
Ton

Weight
Kg

130 85 80 1 0,6
185 135 104 4 1,2

REVERSIBLE PULLERS 3 JAW

ITEM: F6250
Top quality 3 jaws autocentering mechanical puller, external model with forged jaws and prolungation
of the holes. Equipped with simultaneous jaw closing device.

This series of pullers have a predispostion of use even for only 2 jaws.

Tech. Code B max
mm

A
mm

Max strength
Ton

Weight
Kg

110 105 1 1
175 185 4 2,5
240 225 7 6,5

AUTOCENTERING MECHANICAL PULLERS 3 JAW

ITEM: F6259
Temperate protection with centering hole to protect the tip of the screw of the puller.

Tech. Code For strengthened models
Ton
10
20

HARDENED PROTECTION FOR PULLERS
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F.84 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR52
Euro n° per viti M

ø Foro
mm

F629901 1,85 1 3 - 6 1,75
F629902 1,85 2 6 - 8 2,2
F629903 2,27 3 8 - 11 3,3
F629904 2,68 4 11 - 14 4,75
F629905 3,40 5 14 - 18 6,35
F629906 5,25 6 18 - 24 9,5
F629907 9,37 7 24 - 33 12,7
F629908 15,55 8 33 - 45 17,5

ART. F6299
Per la rimozione di viti o prigionieri spezzati che non offrono possibilità di presa, acciaio al
cromo vanadio satinato e brunito.

ESTRATTORI CONICI PER VITI E PRIGIONIERI

ART. F6309
Serie di estrattori forniti in astuccio di plastica.

Cod. Tec. GR52
Euro Composizione

F6309SET5 15,14 Pz 5 n° 1 - 2 - 3 - 4 - 5
F6309SET6 17,92 Pz 6 n° 1 - 2 - 3 - 4 - 5 - 6
F6309SET8 41,30 Pz 8 n° 1 - 2 - 3 - 4 - 5 - 6 - 7 - 8

ESTRATTORI CONICI PER VITI E PRIGIONIERI IN KIT

ART. F6260
Estrattori-separatori Top Quality, indicati per l'estrazione di cuscinetti, ruote dentate e pulegge in
accoppiamento agli estrattori a bracci filettati F6262.

Gli accoppiamenti suggeriti si identificano con la grandezza (N.)

Cod. Tec. GR52
Euro

A max
mm

A min
mm

B
mm

R
inc.

E
mm

Peso
Kg

N.

F6260060 61,80 60 4 60
3/8"

1 0,75 0
F6260080 80,48 80 6 80

2,5
1,3 1

F6260110 108,77 110 10 110 5/8" 2,75 2

ESTRATTORI-SEPARATORI

ART. F6262
Estrattori a 2 bracci filettati per separatori F6260.

Gli accoppiamenti suggeriti si identificano con la grandezza (N.)

Cod. Tec. GR52
Euro

B max
mm

B min
mm

A
mm

C
mm

Forza max
Ton

F
inc.

Peso
Kg

N.

F6262110 52,51 110
46

115
122

2 3/8" 1
0

F6262140 60,42 140 156 1
F6262195 126,57 195 62 210 10 5/8" 3 2

ESTRATTORI-SEPARATORI

F.84 Indivisible package   Suggested retail package - Unit price

Tech. Code n° For M screws
ø hole

mm
1 3 - 6 1,75
2 6 - 8 2,2
3 8 - 11 3,3
4 11 - 14 4,75
5 14 - 18 6,35
6 18 - 24 9,5
7 24 - 33 12,7
8 33 - 45 17,5

ITEM: F6299
Suitable to remove broken stud bolts without surface to grip, Chrome vanadium, satin burnished
steel.

CONICAL PULLERS FOR SCREWS AND STUD BOLTS

ITEM: F6309
Extractors set supplied in its plastic casing.

Tech. Code Composition

pcs 5 n° 1-2-3-4-5
pcs 6 n° 1-2-3-4-5-6

pcs 8 n° 1 - 2 - 3 - 4 - 5 - 6 - 7 - 8

CONICAL PULLERS FOR SCREWS AND STUD BOLTS IN SET

ITEM: F6260
Top quality separator pullers, indicated for the extraction of bearings, toothed wheels, pulley in
coupling and threaded arm extractors F6262.

The couplings suggested are identified by the size �1.�

Tech. Code A max
mm

A min
mm

B
mm

R
inc.

E
mm

Weight
Kg

N.

60 4 60
3/8"

1 0,75 0
80 6 80

2,5
1,3 1

110 10 110 5/8" 2,75 2

SEPARATOR-PULLERS

ITEM: F6262
Pullers with 2 threaded arms for F6260.

The couplings suggested are identified by the size �1.�

Tech. Code B max
mm

B min
mm

A
mm

C
mm

Max strength
Ton

F
inc.

Weight
Kg

N.

110
46

115
122

2 3/8" 1
0

140 156 1
195 62 210 10 5/8" 3 2

SEPARATOR-PULLERS
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F.85 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

MORSETTI A BARRA DENTATA STANDARD DUTY 60 MM

Cod. Tec. GR60
Euro Modello

Forza
Kg

Serraggio max
mm

A
mm

A1
mm

A2
mm

B
mm

B1
mm

B2
mm

B3
mm

B4
mm

L
mm

L1
mm

Peso
Kg

F65000150 92,90 T186-150
1130

150
25 13 76

32
60 43

33
76

245
20

1,4
F65000300 107,60 T186-300 300 395 1,8
F65000500 130,40 T186-500 500 35 30 625 30 2,5

ART. T186
Morsetti a barra dentata standard Duty in lega di acciaio di alta
qualità con verniciatura a base di resine epossidiche, barra dentata
a garanzia del perfetto posizionamento della ganascia anche in
presenza di colpi o vibrazioni, potenza di serraggio eccezionale
e costante su tutta la lunghezza della barra, ganascia mobile con
tassello snodato con incavo per il serraggio di pezzi anche di forma
arrotondata.

MORSETTI A BARRA DENTATA STANDARD DUTY 120 MM

Cod. Tec. GR60
Euro Modello

Forza
Kg

Serraggio max
mm

A
mm

A1
mm

A2
mm

B
mm

B1
mm

B2
mm

B3
mm

B4
mm

L
mm

L1
mm

Peso
Kg

F65100250 143,10 T321-250
565

250
25 13 76

35
120

102 33,5
76

360 25 2
F65100600 175,60 T321-600 600 32 98 30 715 8 3,5

ART. T321
Morsetti a barra dentata standard Duty in lega di acciaio di alta
qualità con verniciatura a base di resine epossidiche, barra dentata
a garanzia del perfetto posizionamento della ganascia anche in
presenza di colpi o vibrazioni, potenza di serraggio eccezionale
e costante su tutta la lunghezza della barra, ganascia mobile con
tassello snodato con incavo per il serraggio di pezzi anche in forma
arrotondata.

MORSETTI A BARRA DENTATA MEDIUM DUTY 90 MM

Cod. Tec. GR60
Euro Modello

Forza
Kg

Serraggio max
mm

A
mm

A1
mm

A2
mm

B
mm

B1
mm

B2
mm

B3
mm

B4
mm

L
mm

L1
mm

Peso
Kg

F65200225 280,10 T290-225
1800

225
40 20 140 60 90 65 40 105

420
65

5,5
F65200450 333,90 T290-450 450 655 7

ART. T290
Morsetti a barra dentata Medium Duty in lega di acciaio di alta
qualità con verniciatura a base di resine epossidiche, barra dentata
a garanzia del perfetto posizionamento della ganascia anche in
presenza di colpi o vibrazioni, potenza di serraggio eccezionale
e costante su tutta la lunghezza della barra, ganascia mobile con
tassello snodato con incavo per il serraggio di pezzi anche di forma
arrotondata.

MORSETTI A BARRA DENTATA MEDIUM DUTY 200 MM

Cod. Tec. GR60
Euro Modello

Forza
Kg

Serraggio max
mm

A
mm

A1
mm

A2
mm

B
mm

B1
mm

B2
mm

B3
mm

B4
mm

L
mm

L1
mm

Peso
Kg

F65300225 301,00 T285-225
900

225
40 20 140 60 200 180 40 105

420
65

7,1
F65300450 358,30 T285-450 450 655 8,5

ART. T285
Morsetti a barra dentata Medium Duty in lega di acciaio di alta
qualità con verniciatura a base di resine epossidiche, barra dentata
a garanzia del perfetto posizionamento della ganascia anche in
presenza di colpi o vibrazioni, potenza di serraggio eccezionale
e costante su tutta la lunghezza della barra, ganascia mobile con
tassello snodato con incavo per il serraggio di pezzi anche di forma
arrotondata.

F.85Indivisible package  Suggested retail package - Unit price

RACK CLAMPS - STANDARD DUTY SERIES 60 MM

Tech. Code Model
Force

Kg
Max clamping

mm
A

mm
A1
mm

A2
mm

B
mm

B1
mm

B2
mm

B3
mm

B4
mm

L
mm

L1
mm

Weight
Kg

T186-150
1130

150
25 25 76

32
60 43

33
76

245
20

1.4
T186-300 300 395 1.8
T186-500 500 35 30 625 30 2.5

ITEM: T 186
Rack clamps standard duty in high quality steel alloy with epoxy
resin painting, toothed bar to grant a perfect jaws positioning also in
case of strokes and vibrations, the clamping power is optimal and
constant throughout the length of the bar, the articulated pad with
groove of the moving jaws ensure steady grip on round objects.

RACK CLAMPS - STANDARD DUTY SERIES 120 MM

Tech. Code Model
Force

Kg
Max clamping

mm
A

mm
A1
mm

A2
mm

B
mm

B1
mm

B2
mm

B3
mm

B4
mm

L
mm

L1
mm

Weight
Kg

T321-250
565

250
25 2.0 76

35
120

102 33,5
76

360 25 2
T321-600 600 32 98 30 715 8 3,5

ITEM: T 321
Rack clamp standard duty series in high quality steel alloy with
epoxy resin coating, toothed bar to guarantee perfect positioning
of the jaw even in the case of strokes and vibrations. The clamping
power is optimal and constant throughout the length of the bar. The
articulated pad with groove of the moving jaws ensure steady grip
on round objects.

RACK CLAMPS - MEDIUM- DUTY 90 MM

Tech. Code Model
Force

Kg
Max clamping

mm
A

mm
A1
mm

A2
mm

B
mm

B1
mm

B2
mm

B3
mm

B4
mm

L
mm

L1
mm

Weight
Kg

T290-225
1800

225
40 5.5 140 60 90 65 40 105

420
65

5,5
T290-450 450 655 7

ITEM: T 290
Rack clamps Medium Duty high quality steel alloy with epoxy resin
painting, toothed bar to grant a perfect jaws positioning also in
case of strokes and vibrations, the clamping power is optimal and
constant throughout the length of the bar, the articulated pad with
groove of the moving jaws ensure steady grip on round objects.

RACK CLAMPS - MEDIUM-DUTY SERIES 200 MM

Tech. Code Model
Force

Kg
Max clamping

mm
A

mm
A1
mm

A2
mm

B
mm

B1
mm

B2
mm

B3
mm

B4
mm

L
mm

L1
mm

Weight
Kg

T285-225
900

225
40 7.1 140 60 200 180 40 105

420
65

7,1
T285-450 450 655 8,5

ITEM: T 285
Rack clamps medium duty series in high quality steel alloy with
epoxy resin coating, toothed bar to guarantee perfect positioning
of the jaw even in the case of strokes and vibration. The clamping
power is optimal and constandt throughout the legth of the bar. The
articulated pad with groove of the moving jaws ensure steady grip
on round objects.
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F.86 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

MORSETTI A BARRA DENTATA HEAVY DUTY 115 MM

Cod. Tec. GR60
Euro Modello

Forza
Kg

Serraggio max
mm

A
mm

A1
mm

A2
mm

B
mm

B1
mm

B2
mm

B3
mm

B4
mm

L
mm

L1
mm

Peso
Kg

F65400300 499,40 T257-300
2700

300
51 22 187 60 115 85 51 127

555
100

10,9
F65400450 545,60 T257-450 450 710 12,2
F65400600 594,80 T257-600 600 850 13,1

ART. T257
Morsetti a barra dentata +eavy Duty in lega di acciaio di alta
qualità con verniciatura a base di resine epossidiche, barra dentata
a garanzia del perfetto posizionamento della ganascia anche in
presenza di colpi o vibrazioni, potenza di serraggio eccezionale
e costante su tutta la lunghezza della barra, ganascia mobile con
tassello snodato con incavo per il serraggio di pezzi anche di forma
arrotondata.

Cod. Tec. GR52
Euro

Apertura
mm

Profondità
mm

Sezione asta
mm

F6611160 17,15 160 80 16 x 7,5
F6611200 25,16 200 100 19,5 x 9,5
F6611250 27,36 250

120 25 x 12

F6611300 34,28 300
F6611400 39,55 400
F6611500 42,60 500
F6611600 45,74 600
F6611800 54,88 800
F66111000 77,47 1000

ART. F6611
Acciaio di alta qualità zincato, vite brunita con traversino di manovra e puntale basculante.

STRETTOI A VITE

Cod. Tec. GR52
Euro

Apertura
mm

Profondità
mm

Sezione asta
mm

Peso
kg

F66150250 65,32 250 120

30 x 15

2,7
F66150300 67,51 300 140 2,9
F66150400 71,31 400 120 3,1
F66150500 76,77 500 140 3,7
F66150600 81,64 600 120 3,8
F66150800 88,19 800 140 4,7
F66151000 99,63 1000

120
5,1

F66151250 117,05 1250 5,9

ART. F6615
Acciaio di alta qualità zincato, serrante a regolazione rapida con vite rullata, temprata e leva
scorrevole dotata di esagono di manovra, piattello di serraggio mobile.

STRETTOI A VITE SERIE RINFORZATA

Cod. Tec. GR52
Euro

Apertura
mm

Profondità
mm

Sezione asta
mm

Peso
kg

F66230160 19,39 160 80 16 x 7,5 0,5
F66230200 25,00 200 100 19,5 x 9,5 0,9
F66230250 29,09 250 120 22 x 10,5 1,2
F66230300 35,71 300 140

25 x 12

1,8
F66230400 39,81 400

120

1,9
F66230500 42,88 500 2,1
F66230600 46,45 600 2,3
F66230800 56,14 800 27 x 13 3,3

ART. F6623
In acciaio temprato e zincato, serrante a regolazione rapida con piattello mobile e manico in
legno.

STRETTOI A VITE CON MANICO IN LEGNO

Cod. Tec. GR52
Euro

Apertura
mm

Profondità
mm

Sezione asta
mm

Peso
kg

F66200300 83,36 300
200 30 x 15

3,9
F66200600 101,50 600 4,8

ART. F6620
Acciaio di alta qualità zincato, serrante a regolazione rapida con vite rullata, temprata e leva
scorrevole dotata di esagono di manovra, piattello di serraggio mobile.

STRETTOI A VITE SERIE RINFORZATA CON PROFONDITA' MAGGIORATA

F.86 Indivisible package   Suggested retail package - Unit price

RACK CLAMPS - HEAVY- DUTY 115 MM

Tech. Code Model
Force

Kg
Max clamping

mm
A

mm
A1
mm

A2
mm

B
mm

B1
mm

B2
mm

B3
mm

B4
mm

L
mm

L1
mm

Weight
Kg

T257-300
2700

300
51 10.9 187 60 115 85 51 127

555
100

10,9
T257-450 450 710 12,2
T257-600 600 850 13,1

ITEM: T257
Rack clamps heavy duty in high quality steel alloy with epoxy resin
painting, toothed bar to grant a perfect jaws positioning also in
case of strokes and vibrations, the clamping power is optimal and
constant throughout the length of the bar, the articulated pad with
groove of the moving jaws ensure steady grip on round objects.

Tech. Code Opening
mm

Depth
mm

Rod section
mm

160 80 16 x 7,5
200 100 19.5 x 9.5
250

120 25 x 12

300
400
500
600
800

1000

ITEM: F6611
High quality zinc steel, burnished screw with move stud and rocker tip.

SCREW CLAMPS

Tech. Code Opening
mm

Depth
mm

Rod section
mm

Weight
kg

250 120

30 x 15

2,7
300 140 2,9
400 120 3,1
500 140 3,7
600 120 3,8
800 140 4,7

1000
120

5,1
1250 5,9

ITEM: F6615
High quality zinc steel, Quick adjusting tightening device with rolled hardened screw provided
with hexagon to be operated, mobile clamping surface.

SCREW CLAMPS REINFORCED MODEL

Tech. Code Opening
mm

Depth
mm

Rod section
mm

Weight
kg

160 80 16 x 7,5 0,5
200 100 19,5 x 9,5 0,9
250 120 22 x 10,5 1,2
300 140

25 x 12

1,8
400

120

1,9
500 2,1
600 2,3
800 27 x 13 3,3

ITEM: F6623
+igh quality zinc steel, 4uick adjusting tightening device with mobile clamping surface. :ith
wooden handle.

SCREW CLAMPS WITH WOODEN HANDLE

Tech. Code Opening
mm

Depth
mm

Rod section
mm

Weight
kg

300
200 30 x 15

3,9
600 4,8

ITEM: F6620
High quality zinc steel, Quick adjusting tightening device with rolled hardened screw provided with
hexagon to be operated, mobile clamping surface.

SCREW CLAMPS REINFORCED MODEL WITH LARGE THROAT DEPTH
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F.87 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ART. GH
Acciaio di alta qualità zincato, ganascia mobile con tassello snodato e leva rapida di serraggio (la leva
a fine corsa è in posizione verticale).

Cod. Tec. GR60
Euro Modello

Apertura
mm

Profondità
mm

Sezione asta
mm

F6600120 59,70 G 12 H 120 60 15 x 6
F6600160 65,40 G 16 H 160 80 17,5 x 6,8
F6600200 75,00 G 20 H 200 100 19,5 x 9,5
F6600250 86,40 G 25 H 250

120

22 x 10,5
F6600300 102,60 G 30 H 300

25 x 12F6600400 107,40 G 40 H 400
F6600500 115,60 G 50 H 500
F6600600 120,30 G 60 H 600

28 x 11F6600800 133,80 G 80 H 800
F66001000 142,30 G 100 H 1000

Cod. Tec. GR52
Euro

Apertura
mm

Profondità
mm

Sezione asta
mm

F6633200 11,72 200
80 25 x 6F6633250 13,19 250

F6633300 16,80 300 90
30 x 6F6633400 17,62 400

100
F6633500 23,20 500

35 x 7F6633600 23,60 600
F6633800 25,73 800

F66331000 34,51 1000 110 40 x 7

ART. F6633
Corpo in acciaio laminato, ganascia scorrevole in acciaio forgiato, vite con traversino di
manovra e puntale basculante.

STRETTOI A VITE

Cod. Tec. GR52
Euro

Apertura
mm

Profondità
mm

F664450 6,41 50 30
F664475 12,74 75 52

F6644100 15,37 100 60
F6644150 26,79 150 65
F6644200 38,20 200 83

ART. F6644
Corpo in ghisa ad alta resistenza verniciato, vite brunita con traversino di manovra e puntale
basculante.

MORSETTI A VITE CORPO IN GHISA

Cod. Tec. GR52
Euro

Apertura
mm

Profondità
mm

F664550 19,01 50 28
F664575 22,62 75 38

F6645100 27,54 100 45

ART. F6645
Corpo in acciaio forgiato verniciato, vite ed asta di manovra zincate puntale snodato.

MORSETTI A VITE CORPO IN ACCIAIO

ART. EZS
La tecnica straordinariamente perfezionata permette di serrare e distanziare pezzi con una sola mano
esercitando una forza di serraggio fino a 2.000 N, è possibile trasformare la parte superiore sia per il
serraggio che per il distanziamento. Impugnatura ergonomica bicomponente.

Cod. Tec. GR60
Euro Modello

Apertura
mm

Distanziamento
mm

Profondità
mm

F6650150 28,80 E=S15/8 150 170-360
80F6650300 33,00 E=S30/8 300 170-510

F6650450 34,50 E=S45/8 450 170-660

STRETTOI A LEVA

F.87Indivisible package  Suggested retail package - Unit price

ITEM: GH
High quality zinc steel, moving jaws with articulated pad and quick locking lever (at the stroke end the
lever is in vertical position).

Tech. Code Model
Opening

mm
Depth
mm

Rod section
mm

G 12 H 120 60 15 x 6
G 16 H 160 80 17,5 x 6,8
G 20 H 200 100 19.5 x 9.5
G 25 H 250

120

22 x 10.5
G 30 H 300

25 x 12G 40 H 400
G 50 H 500
G 60 H 600

28 x 11G 80 H 800
G 100 H 1000

Tech. Code Opening
mm

Depth
mm

Rod section
mm

200
80 25 x 6

250
300 90

30 x 6
400

100
500

35 x 7600
800

1000 110 40 x 7

ITEM: F6633
Sheet steel body, forged steel moving jaws, screw with move stud and rocker tip.

CARPENTER SCREW CLAMPS

Tech. Code Opening
mm

Depth
mm

50 30
75 52
100 60
150 65
200 83

ITEM: F6644
High resistant painted cast iron body, burnished screw with move stud and rocker tip.

CAST IRON SCREW CLAMPS

Tech. Code Opening
mm

Depth
mm

50 28
75 38
100 45

ITEM: F6645
Tempered, polished steel body, galvanized screw and sliding rod, articulated probe tip.

STEEL SCREW CLAMPS

ITEM: EZS
Clamping force up to 2,000 1, 1o tools required for spreading thanks to intelligent release mechanism
in upper section, Ergonomically shaped 2-component plastic handle behind the rail, One-handed
operation with little effort required.

Tech. Code Model
Opening

mm
Spacing

mm
Depth
mm

E=S15/8 150 170-360
80E=S30/8 300 170-510

E=S45/8 450 170-660

LEVER CLAMPS



F

F.88 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ART. F7150
Struttura in robusta lamiera d’acciaio verniciata, maniglie laterali per trasporto, chiusura lucchettabile.

Cod. Tec. GR60
Euro

Dimensioni
mm

F7150580 (139,00) 580 x 270 x 310
F7150705 (158,10) 705 x 350 x 350
F7150800 (179,30) 800 x 430 x 400
F7150950 (206,90) 950 x 530 x 500

BAULI PORTAUTENSILI

ART. F7000
Cassette in lamiera spessore 8/10 con impugnatura tubolare snodabile e
pieghevole, chiusura lucchettabile.

Cod. Tec. GR52
Euro

Dimensioni
mm

F700001 27,59 450 x 210 x 100

La cassetta viene venduta senza utensili, immagine di possibile
allestimento solo dimostrativa.

CASSETTE PORTAUTENSILI

ART. F7005
Cassette in lamiera spessore 8/10 con impugnatura tubolare snodabile e
pieghevole, chiusura lucchettabile.

Cod. Tec. GR52
Euro

Dimensioni
mm

F700503C 38,20 450 x 210 x 150
F700503L 45,63 580 x 210 x 150

La cassetta viene venduta senza utensili, immagine di possibile
allestimento solo dimostrativa.

CASSETTE PORTAUTENSILI A 3 SCOMPARTI

ART. F7010
Cassette in lamiera spessore 8/10 con impugnatura tubolare snodabile e
pieghevole, chiusura lucchettabile.

Cod. Tec. GR52
Euro

Dimensioni
mm

F701005C 47,76 450 x 210 x 200
F701005L 52,52 580 x 210 x 200

La cassetta viene venduta senza utensili, immagine di possibile
allestimento solo dimostrativa.

CASSETTE PORTAUTENSILI A 5 SCOMPARTI

F.88 Indivisible package   Suggested retail package - Unit price

ITEM: F7150
Painted strong sheet steel case, side handles for transport, closure with padlock.

Tech. Code Dimensions
mm

580 x 270 x 310
705 x 350 x 350
800 x 430 x 400
950 x 530 x 500

METAL TOOL BOXES

ITEM: F7000
8/10 thick sheet steel boxes, with flexible, folding tubular handles,
padlockable.

Tech. Code Dimensions
mm

450 x 210 x 100

Box sold without tools, picture of a potential tool set, purely demonstrative.

METAL TOOL BOXES

ITEM: F7005
8/10 thick sheet steel boxes, with flexible, folding tubular handles,
padlockable.

Tech. Code Dimensions
mm

450 x 210 x 150
580 x 210 x 150

Box sold without tools, picture of a potential tool set, purely demonstrative.

METAL 3-TRAY TOOL BOXES

ITEM: F7010
8/10 thick sheet steel boxes, with flexible, folding tubular handles,
padlockable.

Tech. Code Dimensions
mm

450 x 210 x 200
580 x 210 x 200

Box sold without tools, picture of a potential tool set, purely demonstrative.

METAL 5-TRAY TOOL BOXES



F

F.89 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ART. F7220
Vero cuoio (spessore mm. 2,8/3) con rinforzi di irrigidimento su fondo e lati, angolari di rinforzo di
metallo, tracolla in tessuto di fibra polimerica.

Cod. Tec. GR52
Euro

Dimensioni esterne
mm

F7220CUOIO 130,00 435 x 190 x 225

BORSE PORTAUTENSILI IN CUOIO

Cod. Tec. GR52
Euro

Dimensioni
mm

Contenitori
pezzi

Dimensioni contenitori
mm

F702020 33,42 320 x 220 x 70
16
4

50 x 50
50 x 100

F702016 46,15 370 x 270 x 70
5
7
4

50 x 50
50 x 100
100 x 100

F702023 57,30 420 x 320 x 70

12
6
3
2

50 x 50
50 x 100
100 x 100
100 x 150

ART. F7020
Cassette porta minuteria in lamiera 8/10 verniciata a polveri Ral3020,cerniere in acciaio,
chiusura con cricchetti in ferro e bottone di sicurezza contro le aperture accidentali, contenitori
removibili in plastica.

CASSETTE PORTAMINUTERIA

ART. F7021
Cassette portaminuteria in lamiera 8/10 verniciata a polveri Ral3020, cerniere in acciaio, chiusura con
cricchetti in ferro e sicurezza contro le aperture accidentali, contenitori removibili in plastica e ripiano
estraibile.

Cod. Tec. GR52
Euro

Dimensioni
mm

Contenitori
pezzi

Dimensioni contenitori
mm

F702147 84,69 420 x 320 x 140

12
30
3
2

50x50
50x100
100x100
100x150

F.89Indivisible package  Suggested retail package - Unit price

ITEM: F7220
Real leather (thickness mm. 2,8/3) with stiffening reinforcement on bottom and sides, metal angular
reinforcing, polymeric fibre shoulder belt.

Tech. Code External dimension
mm

435 x 190 x 225h

LEATHER TOOL BAGS

Tech. Code Dimensions
mm

Containers
pieces

Containers dimentions
mm

320 x 220 x 70
16
4

50 x 50
50 x 100

370 x 270 x 70
5
7
4

50 x 50
50 x 100
100 x 100

420 x 320 x 70

12
6
3
2

50 x 50
50 x 100
100 x 100
100 x 150

ITEM: F7020
8/10 metal sheet small tool boxes Ral�020 powder varnished, stainless steel hinges, hook
clamps and security button, plastic removable containers.

SMALL METAL TOOL BOXES

ITEM: F7021
Small parts box in sheet metal 8/10 powerd painted in Ral �020, iron locking sheet steel and saftey
system against accidental openings, removable containers in plastic and extaxtable shelves.

Tech. Code Dimensions
mm

Containers
Pieces

Containers dimentions
mm

420 x 320 x 140

12
30
3
2

50 x 50
50 x 100
100 x 100
100 x 150



F

F.90 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR58
Euro

A
mm

B
mm

C
mm

D
mm

E
mm

Peso
Kg

F715500 347,00 511 446 363 149 214 8,5

ART. WX9300
Valigie trolley portautensili PREMIUM QUALITY in polietilene ad alto spessore.
Contenitori di grande capienza indicati per professionisti con l'esigenza di trasportare utensili
manuali, elettroutensili oppure strumenti elettronici. Le serrature omologate TSA, consentono
l'ispezione del bagaglio da parte del personale aeroportuale autorizzato.

Caratteristiche:
- Profilo in alluminio
- 2 braccetti reggi coperchio
- 2 serrature omologate TSA
 - 2 ruote con cuscinetti a sfera
- Maniglione telescopico
- Maniglia ergonomica superiore
- Maniglia ergonomica laterale
- Tasca porta documenti
- 2 pannelli con elastici portautensili
- 3 cassettini porta minuteria

VALIGIE TROLLEY PORTAUTENSILI OMOLOGATE TSA - VUOTE

Cod. Tec. GR58
Euro

A
mm

B
mm

C
mm

D
mm

E
mm

Peso
kg

F715751 598,00 511 446 363 149 214 12,5

ART. WX9310/TS51
Trolley PREMIUM QUALITY in polietilene ad alto spessore allestito con un set di 51 utensili di
primo impiego dedicati alla meccanica in generale. L'enorme capienza della valigia permette
di completare il set con eventuali altri utensili specifici, ad esempio un trapano oppure un
avvitatore a batteria. Le serrature omologate TSA, consentono l'ispezione del bagaglio da
parte del personale aeroportuale autorizzato. Profilo in alluminio, 2 braccetti reggi coperchio,
2 serrature omologate TSA, 2 ruote con cuscinetti a sfera, maniglione telescopico, maniglia
ergonomica superiore e laterale, tasca porta documenti, 2 pannelli con elastici portautensili, 3
cassettini porta minuteria.

Composizione:
WX9300 Trolley omologato TSA
WX1060 Chiavi combinate (2 x misura) 7 - 8 - 10 - 13 - 17 - 19 mm
WX1060 Chiavi combinate 9 - 11 - 12 - 14 - 15 mm
WX2600/S9 Chiavi esagonali in kit 9 pezzi
WX3050 Pinza universale 180 mm
WX3200 Pinza a becchi mezzotondi 200 mm
WX3300 Pinza regolabile 250 mm
WX3600 Tronchese diagonale 125 mm
WX4770 Forbici elettricista 155 mm
WX6610 Torcia LED PEN-LIG+T 150 lm
WX6110 Flessometro profi-line 5 m
WX4650 Cutter con lama a settori 9 mm
WX4190 Giravite cercafase 3,0x70 mm
WX4000 Giraviti a taglio 3x75 - 4x100 - 5,5x100 - 6,5x125 8x175 mm
WX4050 Giraviti a croce P+0x60 - P+1x80 - P+2x100 - P+3x150 mm
WX4622 Giravite Stubby con set di 7 bits

VALIGIE TROLLEY TSA CON KIT MECCANICI - 51 UTENSILI

F.90 Indivisible package   Suggested retail package - Unit price

Tech. Code A
mm

B
mm

C
mm

D
mm

E
mm

Weight
Kg

511 446 363 149 214 8,5

ITEM: WX9300
PREMIUM QUALITY trolley trolley suitcases in high thickness polyethylene.Large capacity
containers suitable for professionals with the need to carry manual tools, power tools or
electronic instruments. The TSA approved locks allow the inspection of the baggage by
authorized airport personnel.

Features:
- $luminium profile
- 2 cover supports arms
- 2 TSA approved locks
- 2 wheels with bearings
- Telescopic handle
- Superior ergonomic handle
- Ergononic side handle
- Document pocket
- 2 panels with elastic tool holders
- 3 small drawers for small parts

WHEELED SERVICE TOOL CASE TSA APPROVED - EMPTY

Tech. Code A
mm

B
mm

C
mm

D
mm

E
mm

Weight
kg

511 446 363 149 214 12,5

ITEM: WX9310/TS51
PREMIUM QUALITY trolley in thick polyethylene set up with a set of 51 first-use tools dedicated
to mechanics in general. The enormous capacity of the trolley allows to complete the set with
any other specific tools, for example a drill or a cordless screwdriver. The TSA approved
locks allow the inspection of the baggage by authorized airport personnel. $luminum profile, 2
arms, lid holder, 2 bearings, telescopic handle, upper and lateral ergonomic handles, document
pocket, 2 panels with elastic tool holders,3 small parts drawers.

Composition:
WX9300 TSA approved trolley
WX1060 Combination wrenches �2 x size� � - 8 -10 -1� - 1� - 19 mm
WX1060 Combination wrenches 9 - 11 - 12 - 14 - 15 mm
WX2600/S9 Hexagonal keys in kit 9 pieces
WX3050 8niversal pliers 180 mm
WX3200 +alf round bent nose pliers 200 mm
WX3300 $djustable pliers 250 mm
WX3600 Diagonal cutting nippers 125 mm
WX4770 Electrician scissors 155 mm
WX6610 LE' PE1-LIG+T torch 150 lm
WX6110 Profi-line tape measure 5 m
WX4650 Cutter with 9 mm sector blade
WX4190 9oltage tester �,0x�0 mm
WX4000 Slotted screwdrivers �x�5 - 4x100 - 5,5x100 - 6,5x125 - 8x1�5 mm
WX4050 Screwdrivers P+Ox60 - P+1x80 - P+2x100 - P+�x150 mm
WX4622 Stubby screwdriver with set of 7 bits

WHEELED SERVICE TOOL CASES TSA APPROVED WITH MECHANICAL KIT - 51 TOOLS



F

F.91 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR52
Euro

Dimensioni esterne
mm

Peso
Kg

F7162TROL 353,00 483 x 412 x 257 5,5

Fornita senza utensili, immagine di possibile allestimento solo dimostrativa.

ART. F7162
Valigie trolley in polipropilene ad alto spessore ad iniezione, materiale che conferisce grande
resistenza alle sostanze corrosive, agli urti e alle alte e basse temperature.
La valigia è composta da 2 braccetti reggi coperchio in metallo, 2 serrature con chiave,
3 cerniere posteriori in metallo, un fondo con divisori rimovibili e regolabili, una maniglia
ergonomica rivestita in gomma, un maniglione telescopico, una targhetta portanome, 2 pannelli
porta utensili con elastici su un lato, predisposizione per terzo pannello aggiuntivo, area porta
documenti. Fornite senza utensili.

VALIGIE TROLLEY PORTAUTENSILI

Cod. Tec. GR52
Euro

Dimensioni esterne
mm

Peso
Kg

F7160TROL 391,00 560 x 440 x 250 7,5

Fornita senza utensili, immagine di possibile allestimento solo dimostrativa.

ART. F7160
Valigie trolley realizzate con doppia parete e corpo in polietilene antiurto ad alta densità,
caratterizzate da un’incredibile resistenza alle alte e basse temperature e agli agenti chimici.
Ideali per il trasporto aereo, le serrature omologate TSA consentono una facile ispezione del
bagaglio al personale aeroportuale autorizzato, evitando spiacevoli rotture delle serrature.
Calotte in polietilene con piedini incorporati, 2 serrature TSA con chiave, 2 braccetti reggi
coperchio in metallo, un maniglione telescopico e ruote con cuscinetti a sfera, fondo porta
oggetti con divisori regolabili, maniglia ergonomica rivestita in gomma, cerniera in acciaio, tasca
porta documenti e 2 cassettini porta minuteria.

VALIGIE TROLLEY PORTAUTENSILI OMOLOGATE TSA

Cod. Tec. GR58
Euro

A
mm

B
mm

C
mm

D
mm

E
mm

Peso
kg

F715945 598,00 511 446 363 149 214 12,5

ART. WX9320/TS45
Trolley PREMIUM QUALITY in polietilene ad alto spessore allestito con un set di 45 utensili di
primo impiego dedicati all'elettricista. L'enorme capienza della valigia permette di completare il
set con eventuali altri utensili specifici, ad esempio un trapano oppure un avvitatore a batteria.
Le serrature omologate TSA, consentono l'ispezione del bagaglio da parte del personale
aeroportuale autorizzato. Profilo in alluminio, 2 braccetti reggi coperchio, 2 serrature omologate
TSA, 2 ruote con cuscinetti a sfera, maniglione telescopico, maniglia ergonomica superiore e
laterale, tasca porta documenti, 2 pannelli con elastici portautensili, 3 cassettini porta minuteria.

Composizione:
WX9300 Trolley omologato TSA
WX1060 Chiavi combinate (2 x misura) 7 - 8 - 10 - 13 - 17 - 19 mm
WX1060 Chiavi combinate 9 - 11 - 12 - 14 - 15 mm
WX2602/S9 Chiavi esagonali colorate in kit 9 pezzi
WX3060 Pinza universale VDE 180 mm
WX3210 Pinza becchi 1/2t VDE 200 mm
WX3430 Pinze spelafili VDE 160 mm
WX3610 Tronchese diagonale VDE 125 mm
WX4770 Forbici elettricista 155 mm
WX6600 Torcia LED 150 lm
WX6110 Flessometro profi-line 5 m
WX4650 Cutter con lama a settori 9 mm
WX4190 Giravite cercafase 3,0x70 mm
WX4030 Giraviti VDE a taglio 2,5x75 - 3,0x100 - 4,0x100 - 5,5x125 mm
WX4080 Giraviti VDE a croce Phillips P+0x60 - P+1x80 - P+2x100 mm
WX4130 Giraviti VDE a croce Pozidriv P=0x60 - P=1x80 - P=2x100 mm

VALIGIE TROLLEY TSA CON KIT ELETTRICISTI - 45 UTENSILI

F.91Indivisible package  Suggested retail package - Unit price

Tech. Code External dimension
mm

Weight
Kg

483 x 412 x 257 5.5
Supplied without tools. Sample image.

ITEM: F7162
Injection-moulded polypropylene wheeled tool box, for heavy-duty performance, corrosion,
shock and low temperature resistant. The tool box includes 2 lid holding steel arms, 2 lock sets
with keys, 3 back steel hinges; box bottom features removable and adjustable dividers, an
ergonomic rubber coated handle, a telescopic push handle, a name tag, 2 tool boards with side
stripes, designed for an additional board, document holder The injection technique, ensures
constant material thickness, even in the corners. Large and thick aluminium trim, makes the
case ideal for daily, heavy duty use. The case can accommodate up to 3 tool pallets.

WHEELED SERVICE TOOL CASE

Tech. Code External dimensions
mm

Weight
Kg

560 x 440 x 250 7,5

Supplied without tools. Sample image.

ITEM: F7160
Trolley tool cases double structure in polyethylene, high density, anti-theft, heavy duty
performance resistance to high and low temperatures and chemicals. Ideal for travelling and
customs inspection. TSA approved locks, TSA permits an easy inspection to airport authorized
personnel, avoiding unpleasant damage to the locks. Made in polyethilene material with
supporting stand. The tool box includes 2 lid holding steel arms, 2 lock TSA sets with keys,
telescopic adjustable rubber handle, ball bearing wheels. Provided with document holder
pocket, 2 pallets and steel hinges.

WHEELED SERVICE TOOL CASE - TSA APPROVED

Tech. Code A
mm

B
mm

C
mm

D
mm

E
mm

Weight
kg

511 446 363 149 214 12,5

ITEM: WX9320/TS45
Trolley PREMIUM QUALITY trolley in thick polyethylene set up with a set of 45 first-use tools
dedicated to the dlectrician. The enormous capacity of the trolley allows to complete the set
with any other specific tools, for example a drill or a cordless screwdriver. The TSA approved
locks allow the inspection of the baggage by authorized airport personnel. $luminum profile, 2
arms lid holder, 2 TSA approved locks, 2 wheels with ball bearings, telescopic handle, upper
and lateral ergonomic handle, document pocket, 2 panels with elastic tool holders, 3 small parts
drawers.

Composition:
WX9300 TSA approved trolley
WX1060 Combination wrenches �2 x size� � - 8 - 10 - 1� - 1� - 19 mm
WX1060 Combination wrenches 9 - 11 - 12 - 14 - 15 mm
WX2602/S9 Coloured hex keys in kit 9 pieces
WX3060 8niversal pliers 9'E 180 mm
WX3210 Bent nose pliers 1/2t 9'E 200 mm
WX3430 Stripping pliers 9'E 160 mm
WX3610 Diagonal cutting nippers VDE 125 mm
WX4770 Electrician scissors 155 mm
WX6600 LE' torch 150 lm
WX6110 Profi-line tape measure 5 m
WX4650 Cutter with sector blade 9 mm
WX4190 9oltage tester �,0x�0 mm
WX4030 9'E slotted screwdrivers 2,5x�5 - �,0x100 - 4,0x100 - 5,5x125 mm
WX4080 9'E Phillips screwdrivers P+0x60 - P+1x80 - P+2x100 mm
WX4130 9'E Pozidriv screwdrivers P=0x60 - P=1x80 - P=2x100 mm

WHEELED SERVICE TOOL CASES TSA APPROVED WITH ELECTRICIAN KIT - 45 TOOLS



F

F.92 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR52
Euro

Dimensioni esterne
mm

F7170VAL1 190,00 463 x 390 x 211

Fornita senza utensili, immagine di possibile allestimento solo dimostrativa.

ART. F7170
Struttura in ABS indeformabile, profilo di battuta in alluminio tra coperchio e fondo, due
pannelli portautensili con passanti elastici e tasca portadocumenti, vasca interna termoformata,
serratura centrale a combinazione e due laterali con chiusura a chiave.

VALIGIE PER ASSISTENZA TECNICA

Cod. Tec. GR52
Euro

Dimensioni esterne
mm

Peso
Kg

F7165TROL 222,00 500 x 400 x 250 4,8

Fornita senza utensili, immagine di possibile allestimento solo dimostrativa.

ART. F7165
Valigie trolley realizzate in ABS termoformato con profilo di chiusura in alluminio anti-corodal
h 70mm piegato a freddo, serrature ad incasso con chiusure a chiave in acciaio cromato,
maniglia cromata con impugnatura morbida e robusto trolley con ruote.

VALIGIE TROLLEY PORTAUTENSILI

ART. F7175
Trolley a tenuta stagna IP67 WATERPROOF indistruttibili per applicazioni estreme, indicate per il
settore industriale, per il trasporto di apparecchiature elettroniche e per la protezione di attrezzature
tecniche. Il corpo della valigia è in polipropilene ad alto spessore ed è caratterizzato da un’eccezionale
resistenza agli urti, alle sostanze corrosive, all’acqua, alle polveri e agli agenti atmosferici in genere.

Caratteristiche:
- 1 tasca porta documenti
- 2 pannelli porta utensili con tasche
- Fondo con spugna pre-cubettata per creare alloggiamenti personalizzati.
- Valvola di pressurizzazione manuale.
- Maniglione telescopico
- Ruote con cuscinetti a sfera
- Predisposizione per l'applicazione del lucchetto TSA
- Targhetta identificativa

Fornita senza utensili, immagine di possibile allestimento solo dimostrativa

Cod. Tec. GR60
Euro

Dimensioni esterne
mm

Peso
Kg

F717500 250,00 517 x 277 x 217 7,5

VALIGIE TROLLEY IP67 AD ALTA RESISTENZA

ART. F7180
Trolley a tenuta stagna IP67 WATERPROOF indistruttibili per applicazioni estreme, indicate per il
settore industriale, per il trasporto di apparecchiature elettroniche e per la protezione di attrezzature
tecniche. Il corpo della valigia è in polipropilene ad alto spessore ed è caratterizzato da un’eccezionale
resistenza agli urti, alle sostanze corrosive, all’acqua, alle polveri e agli agenti atmosferici in genere.

Caratteristiche:
- 1 tasca porta documenti
- 3 pannelli porta utensili con elastici
- Fondo con pareti divisorie regolabili
- Valvola di pressurizzazione manuale
- Maniglione telescopico
- Ruote con cuscinetti a sfera
- Predisposizione per l'applicazione del lucchetto TSA
- Targhetta identificativa

Fornita senza utensili, immagine di possibile allestimento solo dimostrativa

Cod. Tec. GR60
Euro

Dimensioni esterne
mm

Peso
Kg

F718000 377,00 538 x 405 x 250 12

F.92 Indivisible package   Suggested retail package - Unit price

Tech. Code External dimension
mm

463 x 390 x 211
Supplied without tools. Sample image.

ITEM: F7170
Shock-proof $BS shell, aluminum profile profile frame between lid and bottom, 2 tool boards
with elastic bands and document pocket. Internal thermoformed tray, central combination
locking system, two side key locks.

SERVICE TOOL CASE

Tech. Code External dimension
mm

Weight
Kg

500 x 400 x 250 4.8
Supplied without tools. Sample image.

ITEM: F7165
$BS thermoformed tools case, provided with h�0mm anticorodal aluminum profile cold molded,
mortise locks with chromed stainless steel key, chromed soft grip handle. A heavy-duty, sturdy
wheeled trolley.

WHEELED SERVICE TOOL CASE

ITEM: F7175
IP6� :$TERPROOF indestructible watertight trolley for extreme applications, suitable for the
industrial sector, for the transport of electronic equipment and for the protection of technical
equipment. The body of the case is made of thick polypropylene and is characterized by and
exceptional resistance to impacts, corrosive substances, water, dust and atmospheric agents in
general.

Features:
- 1 document pocket
- 2 tool panels with pockets
- Bottom with pre-cubed sponge to create custom housing
- Manual pressurization valve
- Telescopic handle
- :heels with ball bearings
- Preparation for the TSA lock application
- ID plate

Supplied without tools, image of possible set-up demonstration only

Tech. Code External dimension
mm

Weight
Kg

517 x 277 x 217 7,5

HIGH RESISTANCE IP67 WHEELED SERVICE CASES

ITEM: F7180
IP6� :$TERPROOF indestructible watertight trolley for extreme applications, suitable for the
industrial sector, for the transport of electronic equipment and for the protection of technical
equipment. The body of the case is made of thick polypropylene and is characterized by an
exceptional resistance to impacts, corrosive substances, water, dust and atmospheric agents in
general.

Features:
- 1 document pocket
- 3 tool panels with elastic bands
- Fund with adjustable dividing walls
- Manual pressurization valve
- Telescopic handle
- :heels with ball bearings
- Preparation for the TSA lock application
- ID plate

Supplied without tools, image of possible set-up demonstration only

Tech. Code External dimension
mm

Weight
Kg

538 x 405 x 250 12



F

F.93 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ART. F7184
Assicura una perfetta aderenza alla sagoma delle valigie IP67 Waterproof. I lucchetti TSA consentono
di chiudere in sicurezza la valigia e permettono al personale aeroportuale la rapida ispezione del
contenuto senza causare danni al lucchetto.

Cod. Tec. GR60
Euro Modello

F718400 19,00 a combinazione

LUCCHETTI A COMBINAZIONE OMOLOGATI TSA

ART. 4932464078
Packout trolley è parte del sistema modulare di stoccaggio PACKOUT. Costruito con resistente
polimero che incrementa la resistenza agli urti sul cantiere. Capacità fino a 113 kg. Maniglia
estensibile. Ruote da 9 �. Sistema di protezione da pioggia, detriti IP65. Angoli e chiusura rinforzati in
metallo. Scomparti interni per riporre gli oggetti. Predispozione per il ONE-KE<� TICK�.

Cod. Tec. GR64
Euro

Dimensioni
mm

Capacità da carico
Kg

F71851 222,00 560 x 470 x 400 113

VALIGIE TROLLEY PORTAUTENSILI

ART. 4932464079
Packout cassetta portautensili è parte del sistema modulare di stoccaggio PACKOUT. Costruito
con resistente polimero che incrementa la resistenza agli urti sul cantiere. Sistema di protezione da
pioggia, detriti IP65. Angoli e chiusura rinforzati in metallo. Scomparti interni per riporre gli oggetti.
Predispozione per il ONE-KE<� TICK�.

Cod. Tec. GR64
Euro

Dimensoni
mm

Capacità di carico
Kg

F71861 146,00 560 x 400 x 280 34

CASSETTE PORTAUTENSILI

ART. 4932464080
Packout cassetta portautensili è parte del sistema modulare di stoccaggio PACKOUT. Costruito
con resistente polimero che incrementa la resistenza agli urti sul cantiere. Sistema di protezione da
pioggia, detriti IP65. Angoli e chiusura rinforzati in metallo. Scomparti interni per riporre gli oggetti.
Predispozione per il ONE-KE<� TICK�.

Cod. Tec. GR64
Euro

Dimensioni
mm

Capacità di carico
Kg

F71871 (126,00) 560 x 400 x 180 45

ART. 4932464082
Packout organiser è parte del sistema modulare di stoccaggio PACKOUT. Costruito con resistente
polimero che incrementa la resistenza agli urti sul cantiere. Sistema di protezione da pioggia, detriti
IP65. L'interno dispone di 10 comparti rimovibili. Gli scomparti sono sigillati in modo che il contenuto
non si disperda durante il trasporto.

Cod. Tec. GR64
Euro

Dimensioni
mm

F71881 (78,00) 560 x 380 x 110

CASSETTE PORTAMINUTERIA

ART. 4932464083
Packout organiser compatto è parte del sistema modulare di stoccaggio PACKOUT. Costruito con
resistente polimero che incrementa la resistenza agli urti sul cantiere. Sistema di protezione da
pioggia, detriti IP65. L'interno dispone di 5 comparti rimovibili. Gli scomparti sono sigillati in modo che
il contenuto non si disperda durante il trasporto.

Cod. Tec. GR64
Euro

Dimensioni
mm

F71891 (49,00) 250 x 420 x 110

F.93Indivisible package  Suggested retail package - Unit price

ITEM: F7184
Ensures perfect adherence to the shape of the IP6� :aterproof cases. TS$ padlocks allow you to
safely close your case and allows airport personnel to quickly inspect the contents without causing
damage to the padlock.

Tech. Code Model

Combination

TSA APPROVED COMBINATION PADLOCKS

ITEM: 4932464078
Packout trolley is part of the PACKOUT modular storage system. Constructed with a resistant polymer
that increases the impact resistance on the construction site. Capacity up to 113 kg. Extensible
handle. 9 " wheels, rain protection system, IP65 debris, reinforced metal corners and clasp, internal
compartments for storing objects, and ONE-KEY™ TICK ™.

Tech. Code Dimensions
mm

Load capacity
Kg

560 x 470 x 400 113

WHEELED SERVICE TOOL CASE

ITEM: 4932464079
Toolbox Packout is part of the PACKOUT modular storage system. Constructed with a resistant
polymer that increases the impact resistance on the construction site. Rain protection system, IP65
debris. Reinforced metal corners and closure. Internal compartments for storing objects.Predispostion
for ONE-KEY™ TICK™

Tech. Code Dimensions
mm

Load capacity
Kg

560 x 400 x 280 34

TOOLBOX

ITEM: 4932464080
Toolbox Packout is part of the PACKOUT modular storage system. Constructed with a resistant
polymer that increases the impact resistance on the construction site. Rain protection system.
IP65 debris. Reinforced metal corners and closure. Internal compartments for storing objects.
Predisposition for ONE-KEY ™ TICK™

Tech. Code Dimensions
mm

Load capacity
Kg

560 x 400 x 180 45

ITEM: 4932464082
Packout organizer is part of the PACKOUT modular storage system. Constructed with a resistant
polymer that increases the impact resistance on the construction site. Rain protection system, IP65
debris. The interior has 10 removable compartments. The compartments are sealed so that the
contents do not disperse during transport.

Tech. Code Dimensions
mm

560 x 380 x 110

SMALL PARTS TOOLBOX

ITEM: 4932464083
Packout compact organizer is part of the PACKOUT modular storage system. Constructed with
a resistant polymer that increases the impact resistance on the construction site. Rain protection
system, IP65 debris. The interior has 5 removable compartments. The compartments are sealed so
that the contents do not disperse during transport.

Tech. Code Dimensions
mm

250 x 420 x 110
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ART. EKO 13
Polipropilene, vassoio interno portaminuteria asportabile, organizer sul coperchio, maniglia a
scomparsa. Colore Nero e Rosso.

Cod. Tec. GR60
Euro

Dimensioni
mm

Peso
Kg

F7290320 8,20 320 x 160 x 130 0,497

BAULETTI PORTAUTENSILI IN POLIPROPILENE

ART. EKO 16
Polipropilene, vassoio interno portaminuteria asportabile, organizer sul coperchio, maniglia a
scomparsa. Colore Nero e Rosso.

Cod. Tec. GR60
Euro

Dimensioni
mm

Peso
Kg

F7291400 14,70 400 x 200 x 175h 0,957

ART. EKO 19
Polipropilene, vassoio interno portaminuteria asportabile, organizer sul coperchio, maniglia a
scomparsa. Colore Nero e Rosso.

Cod. Tec. GR60
Euro

Dimensioni
mm

Peso
Kg

F7292480 24,06 480 x 255 x 230 1,509

BAULETTI PORTAUTENSILI BASIC

ART. 4932464084
Packout borse portautensili compatto è parte del sistema modulare di stoccaggio PACKOUT.
Costruito con resistente nylon balistico 1680. Base stampata resistente agli urti. Scocca di rinforzo in
metallo. Comoda e durevole maniglia per trasporto.

Cod. Tec. GR64
Euro

Dimensioni
mm

F71901 (103,00) 280 x 250 x 320

BORSE PORTAUTENSILI

F.94 Indivisible package   Suggested retail package - Unit price

ITEM: EKO 13
Polypropylene, removable internal tray for small objects, on-top organizer, retractable handle. Colours
available: Black and Red

Tech. Code Dimensions
mm

Weight
Kg

320 x 160 x 130 0.497

PLASTIC TOOL BOXES

ITEM: EKO 16
Polypropylene, removable internal tray for small objects, on-top organizer, retractable handle. Colours
available: Black and Red

Tech. Code Dimensions
mm

Weight
Kg

400 x 200 x 175h 0.957

ITEM: EKO 19
Polypropylene, removable internal tray for small objects, on-top organizer, retractable handle. Colours
available: Black and Red

Tech. Code Dimensions
mm

Weight
Kg

480 x 255 x 230 1.509

BASIC TOOL BOXES

ITEM: 4932464084
Packout compact tool bags is part of the PACKOUT modular storage system. Constructed with heavy
duty 1680 ballistic nylon. Shock-resistant molded base. Reinforcement shell in metal. Comfortable and
durable carrying handle.

Tech. Code Dimensions
mm

280 x 250 x 320

TOOL HOLDER BAGS
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ART. CLUB CLASSIC 1210V
Polipropilene, vassoio interno portaminuteria asportabile. maniglia a scomparsa, colore Nero e Giallo.

Cod. Tec. GR60
Euro

Dimensioni
mm

Peso
Kg

F7300289 14,70 289 x 190 x 185h 0,681

BAULETTI PORTAUTENSILI IN POLIPROPILENE

ART. CLUB CLASSIC 1622
Polipropilene, vassoio interno portaminuteria asportabile. maniglia a scomparsa, colore Nero e Giallo.

Cod. Tec. GR60
Euro

Dimensioni
mm

Peso
Kg

F7310395 26,66 395 x 255 x 237 1,427

ART. CLUB CLASSIC 2033 V
Polipropilene, vassoio interno portaminuteria asportabile. maniglia a scomparsa, colore Nero e Giallo.

Cod. Tec. GR60
Euro

Dimensioni
mm

Peso
Kg

F7320505 35,88 505 x 255 x 270 2,056

LUCCHETTI STANDARD
Corpo monoblocco in ottone smerigliato.
Arco in acciaio carbonitrurato e nichelato.
Doppio sistema di bloccaggio dell'arco (Escluso F800020 e F800025)
Dotazione standard: 2 chiavi

Cod. Tec. GR60
Euro

A
mm

C
mm

D
mm

L
mm

S
mm

F800020 7,11 20 9,6 3,5 11,3 10,4

F800025 7,11 25 13,5 3,9 13,1 12,0

F800030 8,49 30 16,2 4,7 16,9
13,8

F800040 9,87 40 22,1 6,3 22,4

F800050 13,58 50 27,9 7,9 28,7 17,0

F800060 18,99 60 33,5 9,5 34,7 17,2

F800070 27,06 70 39,0 11,0 36,0 18,0

LUCCHETTI CON ARCO LUNGO
Corpo monoblocco in ottone smerigliato.
Arco lungo in acciaio carbonitrurato e nichelato.
Doppio sistema di bloccaggio dell'arco.
Dotazione standard: 2 chiavi

Cod. Tec. GR60
Euro

A
mm

C
mm

D
mm

L
mm

S
mm

F800530 9,87 30 16,2 4,7 24
13,8

F800540 11,57 40 22,1 6,3 40

F800550 18,04 50 27,9 7,9 80 17,0

F.95Indivisible package  Suggested retail package - Unit price

ITEM: CLUB CLASSIC 1210V
Polypropylene, internal removable tray for small objects, retractable handle, colour black and yellow.

Tech. Code Dimensions
mm

Weight
Kg

289 x 190 x 185h 0.681

PLASTIC TOOL BOXES

ITEM: CLUB CLASSIC 1622
Polypropylene, internal removable tray for small objects, retractable handle, colour black and yellow

Tech. Code Dimensions
mm

Weight
Kg

395 x 255 x 237 1,427

ITEM: CLUB CLASSIC 2033 V
Polypropylene, internal removable tray for small objects, retractable handle, colour black and yellow.

Tech. Code Dimensions
mm

Weight
Kg

505 x 255 x 270 2.056

PADLOCKS
One-piece ground brass.
Carbonitrurated and nickel-plated steel shackle.
Double-lock shackle (Codes F800020 and F800025 not included).
Standard supply: 2 keys.

Tech. Code A
mm

C
mm

D
mm

L
mm

S
mm

20 9.6 3.5 11.3 10.4

25 13.5 3.9 13.1 12.0

30 16.2 4.7 16.9
13.8

40 22.1 6.3 22.4

50 27.9 7.9 28.7 17.0

60 33.5 9.5 34.7 17.2

70 39.0 11.0 36.0 18.0

PADLOCKS
One-piece ground brass.
Carbonitrurated and nickel-plated long steel shackle.
Double-lock shackle.
Standard supply: 2 keys.

Tech. Code A
mm

C
mm

D
mm

L
mm

S
mm

30 16.2 4.7 24
13.8

40 22.1 6.3 40

50 27.9 7.9 80 17.0
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ART. 18
Cassette portautensili con coperchio removibile, organizer sul top e vassoio interno.

Cod. Tec. GR60
Euro

Dimensioni
mm

Peso
Kg

F7321440 32,76 445 x 265 x 250h 2,056

NB: Gli utensili mostrati in figura sono solo dimostrativi

CASSETTE PORTAUTENSILI PRO TOOL CHEST

ART. F7232
Borsa porta utensili WORK LINE con tasche imbottite per riporre gli utensili e tracolla regolabile.
Fondo resistente anti urto.

Cod. Tec. GR60
Euro

Dimensioni
mm

Peso
g

F723200 54,00 410 x 230 x 300 1300

Fornito senza utensili, immagine di possibile allestimento solo dimostrativa.

BORSA PORTA UTENSILI

ART. F7234
Borsa porta utensili WORK LINE con 2 pannelli removibili porta utensili,
2 cassette porta minuteria e tasche laterali. Tracolla regolabile e maniglia.

Cod. Tec. GR60
Euro

Dimensioni
mm

Peso
g

F723400 64,00 230 x 110 x 320 1500

Fornito senza utensili, immagine di possibile allestimento solo dimostrativa.

BORSA PORTA UTENSILI CON PANNELLI REMOVIBILI

ART. F7236
Trolley WORK LINE porta utensili e notebook da 15", con spalle estraibili che trasformano il trolley in
un pratico zaino.

Dotazione standard:
- Tasca frontale per documenti e accessori
- Pannello con tasche porta utensili
- Pannello con tasca imbottita per riporre il computer portatile
- Maniglione telescopico e ruote

Cod. Tec. GR60
Euro

Dimensioni
mm

Peso
g

F723600 159,00 360 x 200 x 480 4250

Fornito senza utensili, immagine di possibile allestimento solo dimostrativa.

TROLLEY PORTA UTENSILI E NOTEBOOK 15"

ART. F7230
Marsupio porta utensili WORK LINE regolabile in cintura con pettorina ripiegabile all'interno.
Area interna con tasche imbottite per riporre gli utensili.

Cod. Tec. GR60
Euro

Dimensioni
mm

Peso
g

F723000 40,00 320 x 140 x 180 600

Fornito senza utensili, immagine di possibile allestimento solo dimostrativa.

MARSUPIO PORTA UTENSILI

F.96 Indivisible package   Suggested retail package - Unit price

ITEM: 18
Tool box with removable cover, organizer on top and inside tray.

Tech. Code Dimensions
mm

Weight
Kg

445 x 265 x 250h 2.056

Important Note: Tools shown in picture are intended purely for demonstration purposes

PRO TOOL CHEST TOOL BOXES

ITEM: F7232
WORK LINE tool bag with padded pockets for storing tools and adjustable shoulder strap. Impact
resistant bottom.

Tech. Code Dimensions
mm

Weight
g

410 x 230 x 300 1300

Supplied without tools, demonstration image of possible preparation.

TOOL HOLDER BAGS

ITEM: F7234
WORK LINE tool bag with 2 removable tool holders, 2 small boxes for small parts and side pockets.
Adjustable shoulder strap and handle

Tech. Code Dimensions
mm

Weight
g

230 x 110 x 320 1500

Supplied without tools. Demonstratio only, image of possible prepartion.

TOOL BAGS WITH REMOVABLE PANELS

ITEM: F7236
WORK LINE trolley for tools and notebooks 15" , with removable shoulders that transform the trolley
into a practical back pack.

Standard equipment:
- Front pocket for documents and accessories.
- Panel with tool pockets
- Panel with padded pocket for stroring the laptop
- Telescopic handle and wheels

Tech. Code Dimensions
mm

Weight
g

360 x 200 x 480 4250

Supplied without tools. Demonstration image, of possible preparation.

TOOL HOLDER TROLLEYS AND 15" NOTEBOOK

ITEM: F7230
WORK LINE tool belt bags adjustable with foldable bib inside. Inner area with padded pockets for
storing tools.

Tech. Code Dimensions
mm

Weight
g

320 x 140 x 180 600

Supplied without tools, demonstration only, image of possible preparation.

TOOL HOLDER BELT BAGS
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ART. F8201
Ganasce temprate, estremità delle impugnature zigrinate.

Cod. Tec. GR52
Euro Grandezza

Per quadri
mm

Per maschi
M

Lunghezza
mm

F82010 5,77 0 2,1 ÷ 4,9 1 ÷ 8 125
F82011 5,77 1 2,1 ÷ 5,5 1 ÷ 10 170
F82012 9,97 2 3,4 ÷ 9 4 ÷ 12 275
F82013 14,91 3 4,9 ÷ 12 5 ÷ 20 380
F82014 31,72 4 6,2 ÷ 16 11 ÷ 27 470
F82015 42,85 5 7 ÷ 20 13 ÷ 33 605

GIRAMASCHI REGOLABILI IN PRESSOFUSIONE

Cod. Tec. GR52
Euro Grandezza

Per quadri
mm

Per maschi
M

Lunghezza
mm

F82120 16,51 0 2,1-4,9 1-8 132
F82121 17,84 1 2,1-5,5 2-10 175
F82122 24,54 2 3,4-9 4-14 275
F82123 34,38 3 4,9-12 5-20 380
F82124 58,93 4 5,5-16 10-27 490
F82125 98,00 5 9-18 14-30 700

ART. F8212
Ganasce temprate rettificate, estremità delle impugnature cordonate.

GIRAMASCHI REGOLABILI IN ACCIAIO STAMPATO

ART. F8245
Acciaio temprato zincocromato.

Cod. Tec. GR52
Euro Tipo Grandezza

Per quadri
mm

Lunghezza
mm

F82450C 9,84

Tipo corto

0 0,5 - 2 60
F82451C 8,56 1 2,2 - 4 80
F82452C 9,91 2 3 - 5 90
F82453C 11,44 3 5 - 7

100F82454C 18,92 4 6 - 8
F82451M 15,85

Tipo medio

1 2,2 - 4

150
F82452M 15,20 2 3 - 5
F82453M 15,76 3 5 - 7
F82454M 21,09 4 6 - 8
F82451L 14,99

Tipo lungo

1 2,2 - 4

200
F82452L 17,07 2 3 - 5
F82453L 17,49 3 5 - 7
F82454L 29,97 4 6 - 8

GIRAMASCHI A T CON MANDRINO A QUATTRO GRIFFE

ART. F8240
A due griffe per uso destro, sinistro e fisso, leva scorrevole e finitura cromata.

Cod. Tec. GR52
Euro

Per quadri
mm

Per filettature
M

L
mm

F82401C 9,31 2,5 - 5,5 M3 - M10 1/8 - 3/8 85
F82402C 14,35 4,5 - 7 M5 - M12  7/32 - 1/2 100
F82401L 17,08 2,5 - 5,5 M3 - M10 1/8 - 3/8 250
F82402L 21,63 4,5 - 7 M5 - M12  7/32 - 1/2 300

GIRAMASCHI A CRICCHETTO

Cod. Tec. GR55
Euro

Per quadri
mm

Per filettature
L

mm
F82391C 21,50 2 - 5 M3 - M8 85
F82392C 27,70 4,6 - 8 M5 - M12 110

ART. 12915
Giramaschi a cricchetto per uso destro, sinistro e fisso. Esecuzione robusta in acciaio cromato.

GIRAMASCHI A CRICCHETTO

F.97Indivisible package  Suggested retail package - Unit price

ITEM: F8201
Hardened and grounded jaws, creased end of handles.

Tech. Code Width
Square

mm
For taps

M
Length

mm
0 2.1 ÷ 4.9 1 ÷ 8 125
1 2.1 ÷ 5.5 1 ÷ 10 170
2 3.4 ÷ 9 4 ÷ 12 275
3 4.9 ÷ 12 5 ÷ 20 380
4 6.2 ÷ 16 11 ÷ 27 470
5 7 ÷ 20 13 ÷ 33 605

ADJUSTABLE TAP WRENCHES LIGHT ALLOY BODY

Tech. Code Width
Square

mm
For tap M

Length
mm

0 2.1-4.9 1-8 132
1 2.1-5.5 2-10 175
2 3.4-9 4-14 275
3 4.9-12 5-20 380
4 5.5-16 10-27 490
5 9-18 14-30 700

ITEM: F8212
Hardened and grounded jaws, grooved hand-grips.

ADJUSTABLE TAP WRENCHES STEEL BODY

ITEM: F8245
Zinc- chromed hardened steel. With four jaws chuck.

Tech. Code Type Width
Square

mm
Length

mm

Short type

0 0,5 - 2 60
1 2,2 - 4 80
2 3 - 5 90
3 5 - 7

100
4 6 - 8

Medium type

1 2,2 - 4

150
2 3 - 5
3 5 - 7
4 6 - 8

Long type

1 2,2 - 4

200
2 3 - 5
3 5 - 7
4 6 - 8

T-HANDLE TAP WRENCHES

ITEM: F8240
Two jaws for clockwise, counter- clockwise of fixed position operations, sliding lever and chromed
finish.

Tech. Code Square
mm

For threading
M

L
mm

2.5 - 5.5 M3 - M10 1/8 - 3/8 85
4.5 - 7 M5 - M12 7/32 - 1/2 100

2.5 - 5.5 M3 - M10 1/8 - 3/8 250
4.5 - 7 M5 - M12 7/32 - 1/2 300

RATCHET TAP WRENCHES

Tech. Code Square
mm

For threadings
L

mm
2 - 5 M3 - M8 85

4,6 - 8 M5 - M12 110

ITEM: 12915
Ratchet tap wrenches for right, left and fixed use. Sturdy version in chromed steel.

RATCHET TAP WRENCHES
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Cod. Tec. GR52
Euro

Per filiere ø
mm

Lunghezza
mm

F827016 12,74 16 150
F827020 14,02 20 210
F827025 15,35 25 275
F827030 17,94 30 330

F827038,1 20,18 38,1 385
F827045 25,98 45 430
F827055 30,86 55 560
F827065 40,79 65 565
F827075 69,69 75 730

ART. F8270
Estremità delle impugnature godronate.

GIRAFILIERE IN ACCIAIO

Cod. Tec. GR60
Euro Filettature Descrizione

F8230M 59,30 Metriche
Passo 0,8 - 1 - 1,25 - 1,5 - 1,75 - 2 -

2,5 - 3 mm

F8230W 59,30 Whitworth
10" - 11" - 12" - 14" - 16" - 18" - 20"

- 24"

F8230G 59,30 Gas-Bsp
Ø 1/8" - 1/4" - 3/8" - 1/2" - 5/8" - 3/4"

- 7/8" - 1"

F8230U 59,30 Unc/Unf
11" - 12" - 13" - 14" - 16" - 18" - 20"

- 24"

ART. F8230
Utilizzabili per ripristinare filettature interne ed esterne, destre e sinistre.

RAVVIVAFILETTI

Cod. Tec. GR52
Euro

Per filiere Ø
mm

Ø esterno
mm

Lunghezza totale
mm

F82802025 28,02 20 - 25 34 160
F82802538 38,40 25 - 38 34 - 48 190
F82803850 47,87 38 - 50 48 - 60 215

ART. F8280
In acciaio stampato, con 2 viti per il bloccaggio della filiera, complete di spina.
Adatte per montare 2 filiere di diametro diverso, una ad ogni estremità.

GIRAFILIERE A TUBO

Cod. Tec. GR52
Euro

Per filiere Ø
mm

Per filiere H
mm

Lunghezza totale
mm

F82651605 3,77 16
5

160
F82652005 3,77

20 200F82652007 3,77 7
F82652509 4,03 25 9 224
F82653011 7,45 30 11 280
F82653810 7,45

38
10

315F82653814 7,45
14F82654514 12,35

45 450F82654518 12,35 18
F82655516 18,21

55
16

560F82655522 18,21 22
F82656525 28,28

65
25

630F82656518 28,28 18

ART. F8265
Girafiliere in pressofusione con viti di regolazione e fissaggio.

GIRAFILIERE IN PRESSOFUSIONE

F.98 Indivisible package   Suggested retail package - Unit price

Tech. Code Dies ø
mm

Length
mm

16 150
20 210
25 275
30 330

38.1 385
45 430
55 560
65 565
75 730

ITEM: F8270
Knurled-end handles.

STEEL DIES STOCKS

Tech. Code Threads Description

Metric
Pitches 0,8 - 1 - 1,25 - 1,5 - 1,75 - 2

- 2,5 - 3 mm

Whitworth
10" - 11" - 12" - 14" - 16" - 18" - 20"

- 24"

Gas-Bsp
Ø 1/8" - 1/4" - 3/8" - 1/2" - 5/8" - 3/4"

- 7/8" - 1"

Unc/Unf
11" - 12" - 13" - 14" - 16" - 18" - 20"

- 24"

ITEM: F8230
Used to restore worn internal and external, right or left hand threads.

THREAD REPAIR FILES

Tech. Code Dies Ø
mm

External Ø
mm

Total length
mm

20 - 25 34 160
25 - 38 34 - 48 190
38 - 50 48 - 60 215

ITEM: F8280
Made from press steel, 2 fixing screws complete with locking pin.

Fits on each end 2 threaders having different diameters

T-HANDLE DIES STOCKS

Tech. Code For dies ø
mm

For dies H
mm

Total length
mm

16
5

160

20 200
7

25 9 224
30 11 280

38
10

315
14

45 450
18

55
16

560
22

65
25

630
18

ITEM: F8265
Dies stocks with adjusting screws and fasteners.

LIGHT ALLOY DIES STOCKS
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F.99 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR60
Euro

Rivetti alluminio
mm

Rivetti acciaio - rame - inox
mm

Peso
g

F8298DX5 26,00 2,4 - 3 - 3,2 - 4 - 4,8 3 - 3,2 - 4 540

ART. F8298
Rivettatrice manuale.

RIVETTATRICI PER RIVETTI A STRAPPO

ART. F8299
Rivettatrice manuale F8298 con assortimento rivetti in alluminio in cassetta metallica.

Cod. Tec. GR60
Euro

Rivetti alluminio
mm

Rivetti acciaio - rame - inox
mm

Peso
g

F8299CDX5 53,00 2,4 - 3 - 3,2 - 4 - 4,8 3 - 3,2 - 4 2900

Cod. Tec. GR60
Euro

Rivetti alluminio
mm

Rivetti acciaio - rame - inox
mm

Peso
g

F8309SUPER5 42,00 2,4 - 3 - 3,2 - 4 - 4,8 2,4 - 3 - 3,2 - 4 - 4,8 600

ART. F8309
Rivettatrice manuale professionale.

Cod. Tec. GR60
Euro

Rivetti alluminio
mm

Rivetti acciaio - rame - inox
mm

Peso
g

F8319DX65 66,00 3 - 3,2 - 4 - 4,8 - 6 - 6,4 3 - 3,2 - 4 - 4,8 - 6 - 6,4 1750

ART. F8319
Rivettatrice manuale a leve lunghe con recupero del chiodo.

Cod. Tec. GR60
Euro

Capacità rivetti ø
mm

Peso
g

F8300R/1 46,80 2,4 ÷ 4,8 550

ART. K39
Corpo in alluminio verniciato, leva d'acciaio verniciata, impugnature in materiale plastico.
Fornita completa di quattro ugelli.

RIVETTATRICI PER RIVETTI A STRAPPO

Cod. Tec. GR60
Euro

Capacità rivetti ø
mm

Peso
g

F8310SETR/1 73,20 2,4 ÷ 4,8 1000

ART. K14
Modello altamente professionale.
Corpo in bronzo, leve in lamiera d'acciaio, impugnature in materiale plastico.
Fornita completa di quattro ugelli.

* ø 7,8 solo in alluminio

Cod. Tec. GR60
Euro

Capacità rivetti ø
mm

Peso
g

F8320R/2 106,80 2,4 ÷ 7,8 * 1500

ART. K25
Rivettatrice manuale a leve lunghe con recupero del chiodo, testa in fusione d'alluminio con
puntale in acciaio, leve in lamiera d'acciaio, impugnature in materiale plastico.
Fornita completa di cinque ugelli.

F.99Indivisible package  Suggested retail package - Unit price

Tech. Code Aluminum rivets
mm

Steel - copper -stainless steel rivets
mm

Weight
g

2.4 - 3 - 3.2 - 4 - 4.8 3 - 3.2 - 4 540

ITEM: F8298
Hand riveters.

HAND RIVETERS FOR BLIND RIVETS

ITEM: F8299
F8298 Hand riveter supplied with an assortment of aluminum rivets in a metal box.

Tech. Code Aluminum rivets
mm

Steel - copper -stainless steel rivets
mm

Weight
g

2,4 - 3 - 3,2 - 4 - 4,8 3 - 3.2 - 4 2900

Tech. Code Aluminum rivets
mm

Steel - copper -stainless steel rivets
mm

Weight
g

2,4 - 3 - 3,2 - 4 - 4,8 2.4 - 3 - 3.2 - 4 - 4.8 600

ITEM: F8309
Professional hand riveters.

Tech. Code Aluminum rivets
mm

Steel - copper -stainless steel rivets
mm

Weight
g

3 - 3,2 - 4 - 4,8 - 6 - 6.4 3 - 3,2 - 4 - 4,8 - 6 - 6.4 1750

ITEM: F8319
Hand long levered riveters with tank for the retrieval of severed nail

Tech. Code Rivets ø
mm

Weight
g

2,4 ÷ 4,8 550

ITEM: K39
Painted aluminum structure, painted steel lever, plastic handgrips. Supplied complete with four
nozzles.

HAND RIVETING TOOLS FOR BLIND RIVETS

Tech. Code Rivets ø
mm

Weight
g

2,4 ÷ 4,8 1000

ITEM: K14
Highly professional model. Bronze body, sheet steel levers, plastic handgrips. Supplied
complete with four nozzles.

* 7,8 ø only made from aluminium

Tech. Code Rivets ø
mm

Weight
g

2,4 ÷ 7,8 * 1500

ITEM: K20/95
Manual rivet with long levers with nail recovery, cast aluminum head with steel tip, plastic
handles. Supplied complete with five nozzels.



F

F.100 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR60
Euro

Capacità rivetti ø
mm

Peso
g

F8350RP/1 243,60 2,4 ÷ 4,8 * 1500
* ø 4,8 solo in alluminio

ART. RAC 83/95
Corpo in fusione d'alluminio, parti operanti in acciaio.
Fornita completa di quattro ugelli.

RIVETTATRICI PNEUMATICHE PER RIVETTI

Cod. Tec. GR60
Euro

Capacità rivetti ø
mm

Peso
g

F8360RP/2 324,00 2,4 ÷ 4,8 * 1500
* ø 4,8 solo in alluminio

ART. RAC 83 AX
Modello con trattenuta del rivetto e recupero del chiodo tranciato.
Corpo in fusione d'alluminio, parti operanti in acciaio, fornita completa di quattro ugelli.

Cod. Tec. GR60
Euro

Capacità rivetti ø
mm

Peso
g

F8380ROP/1 681,60 2,4 - 6 * 1600
* ø 6 solo in alluminio

ART. RAC 181
Modello con trattenuta del rivetto e recupero del chiodo tranciato.
Corpo in materiale plastico antiurto, parti operanti in acciaio, fornita completa di sei ugelli.

RIVETTATRICI OLEOPNEUMATICHE PER RIVETTI

Rivettatrice a batteria M12 BPRT-201X applica fino a 325 rivetti da 4,8 mm in acciaio Inox con una singola
carica di una batteria da 2,0 Ah. Adatta per l'applicazione di rivetti in alluminio, acciaio Inox e rame, con Ø da
2,4 mm fino ad un massino di Ø di 4,8 mm. Lunghezza della corsa pari a 20 mm. Morsetti accessibili senza
l'utilizzo di attrezzi, Possibilità di riporre gli ugelli nel pratico vano posto sull'utensile.
Funziona con tutte le batterie Milwaukee® M12™.

Dotazione:
- 1 batteria 12V da 2,0 Ah
- 1 caricabatterie
- valigetta

ART. M12 BPRT-201X

Cod. Tec. F834012
GR64 Euro (513,00)
Capacità batteria Ah 2
Corse della lama mm 20,32
Ø ganascia max. mm 2,4 - 4,8
Forza di trazione N 9000
Peso con batteria Kg 2,1
Tempo di ricarica batteria min 40
Tipo batteria Li-ion
Voltaggio V 12

RIVETTATRICI A BATTERIA

F.100 Indivisible package   Suggested retail package - Unit price

Tech. Code Rivets ø
mm

Weight
g

2,4 ÷ 4,8 * 1500
* 4,8 ø only made from aluminium

ITEM: RAC 83/95
Cast aluminum body, steel operating parts. Supplied complete with four nozzles.

PNEUMATIC RIVETERS FOR BLIND RIVETS

Tech. Code Rivets ø
mm

Weight
g

2,4 ÷ 4,8 * 1500
* 4,8 ø only made from aluminium

ITEM: RAC 83 AX
Model with rivet retention and sliced nail recovery. Cast aluminum body, steel operating parts,
supplied complete with four nozzles.

Tech. Code Rivets ø
mm

Weight
g

2,4 - 6 * 1600
* 6 ø only made from aluminium

ITEM: RAC 181
Model with rivet retention and sliced nail recovery. Cast aluminium body, steel operating parts,
supplied complete with six nozzles.

OLEO-PNEUMATIC RIVETERS FOR BLIND RIVETS

M12 BPRT-201X cordless riveting machine applies up to 325 4.8 mm stainless steel rivets with a single charge
of a 2.0 Ah battery. Suitable for the application of rivets in aluminum, stainless steel and copper, with a diameter
of Ø 2.4 mm up to a solid piece of Ø 4.8 mm. Stroke length of 20 mm. Clamps accessible without the use of
tools. Possibility of storing the nozzles in the practical compartment placed on the tool.
Works with all Milwaukee® M12 ™ batteries.

Supplied with:
- 1 battery 12V da 2,0 Ah
- 1 battery charger
- carrying case

ITEM: M12 BPRT-201X

Tech. Code

Battery capacity Ah 2
Blade stroke mm 20,32
ø jaw max. mm 2,4 - 4,8
Traction force N 9000
Weight with battery Kg 2,1
Battery charging time min 40
Battery type Li-ion
Voltage V 12

BATTERY RIVETERS
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F.101 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR60
Euro Inserti filettati

Peso
g

F8398NX55 89,00 M3 - M4 - M5 - M6 910

ART. F8398
Rivettatrice manuale per inserti filettati completa di tiranti e testine.

RIVETTATRICI MANUALI PER INSERTI FILETTATI

Cod. Tec. GR60
Euro Inserti filettati

Peso
g

F8399CNX55 149,00 M3 - M4 - M5 - M6 3500

ART. F8399
Rivettatrice manuale per inserti filettati F8398 con assortimento di inserti in cassetta metallica.

Cod. Tec. GR60
Euro Inserti filettati

Peso
g

F8409CNX65 172,00 M3 - M4 - M5 - M6 - M8 - M10 4500

ART. F8409
Rivettatrice manuale a leve lunghe per inserti filettati completa di tiranti e testine.

ART. KJ21
Corpo in lamiera d'acciaio verniciato, impugnature in materiale plastico.
Valigetta in plastica contenente rivettatrice KJ21 con tiranti e testine M3 ÷ M8.

Cod. Tec. GR60
Euro Capacità inserti

F8400R/4 186,00 M3 ÷ M8

RIVETTATRICI MANUALI PER INSERTI FILETTATI

Cod. Tec. GR60
Euro

d
mm

L
mm

D
mm

C
mm

Pezzi per confezione

F83873008 2,76
3

8
6 1,7

100

F83873010 3,05
10F83874010 3,44

4 8 2,2F83874012 3,98 12
F83874016 4,59 16
F83874810 4,14

4,8
10

10 2,6F83874812 4,55 12
F83874816 6,08 16

Il prezzo esposto è riferito alla confezione da 100 pezzi.

ART. F8387
NORMA EN ISO15977

Rivetti in lega di alluminio in pratica confezione self-service.
Boccola in alluminio AlMg3,5 - EN AW 5154A.
Chiodo in acciaio zincato bianco Cromo III.

RIVETTI IN LEGA DI ALLUMINIO

F.101Indivisible package  Suggested retail package - Unit price

Tech. Code Threaded inserts
Weight

g
M3 - M4 - M5 - M6 910

ITEM: F8398
Hand riveters for threaded inserts complete with tie rods and heads.

HAND RIVETERS FOR THREADED INSERTS

Tech. Code Threaded inserts
Weight

g
M3 - M4 - M5 - M6 3500

ITEM: F8399
Hand riveter for threaded inserts with an assortment of inserts supplied with its metal case.

Tech. Code Threaded inserts
Weight

g
M3 - M4 - M5 - M6 - M8 - M10 4500

ITEM: F8409
Hand riveters with long levers for threaded inserts complete with tie rods and heads.

ITEM: EXTRA KJ21
Painted sheet steel body, plastic handgrips.
Plastic case containing KJ21 riveter with nozzles and M3 ÷ M8 heads.

Tech. Code Inserts capacity

M3 ÷ M8

HAND RIVETERS FOR THREADED INSERTS

Tech. Code d
mm

L
mm

D
mm

C
mm

Pieces per pack

3
8

6 1,7

100

10

4 8 2,212
16

4,8
10

10 2,612
16

The displayed price refers to a 100 piece pack.

ITEM: F8387
STANDARD EN ISO15977

Aluminum alloy rivets in self-service packaging.
Aluminum bushing AIMg3,5 - EN AW 5154A.
Nail in white galvanized steel Chrome III.

ALUMINUM ALLOY RIVETS
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F.102 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR60
Euro Capacità inserti

Peso
g

F8450ROP/2 1614,00 M3 ÷ M8 2200
Il peso è riferito alla singola macchina

ART. EXTRA KJ60
Corpo in materiale plastico antiurto, parti operanti in acciaio.
Valigetta in plastica contenente una rivettatrice KJ60 con tiranti e testine M3 ÷ M8.

RIVETTATRICI OLEOPNEUMATICHE PER INSERTI FILETTATI

Cod. Tec. GR60
Euro Capacità inserti

Peso
g

F8460ROP/3 2340,00 M4 ÷ M12 2860
Il peso è riferito alla singola macchina

ART. EXTRA KJ45 S
Corpo in materiale plastico antiurto e parti operanti in acciaio.
Valigetta in plastica contenente un rivettatrice KJ45/S con testine e tiranti M4 ÷ M12.

Tiranti di ricambio per rivettatrici KJ60

Cod. Tec. GR60
Euro Dimensione

F8455M3 23,52 M3
F8455M4 23,52 M4
F8455M5 23,52 M5
F8455M6 23,52 M6
F8455M8 23,52 M8

Tiranti di ricambio per rivettatrici KJ45 S

Cod. Tec. GR60
Euro Dimensione

F8465M4 3,68 M4
F8465M5 3,68 M5
F8465M6 3,68 M6
F8465M8 8,50 M8

F8465M10 3,68 M10
F8465M12 8,80 M12

INSERTI FILETTATI CON TESTA TONDA IN ACCIAIO ZINCATO

Il prezzo esposto è riferito alla confezione da 200 pezzi.

Cod. Tec. GR60
Euro M

L
mm

Foro
mm

e
mm

D
mm

B
mm

S
mm

r
mm

Pezzi per confezione

F848003 18,45 3 9 5
0,3 ÷ 1,8

4,9 7 0,8 6,0

200

F848004 20,40 4 11 6 5,9 9 1,0 7,5
F848005 23,25 5 13 7

0,5 ÷ 3,0
6,9 10 1,2 9,5

F848006 30,45 6 14,5 9 8,9 12
1,5

10,0
F848008 41,10 8 17,5 11 0,8 ÷ 3,5 10,9 15 11,4
F848010 56,10 10 21 13 1,0 ÷ 3,5 12,9 17 1,7 14,5

ART. F8480
Inserti filettati versione corta con testa tonda in acciaio C4C (EN
1.0303) / C10C (EN 1.0214)

Trattamento superficiale:
Zincatura bianca con spessore minimo di 7Micron (Fe/Zn 7 IV).

Dimensione M3 senza zigrinatura sullo stelo.

F.102 Indivisible package   Suggested retail package - Unit price

Tech. Code Inserts capacity
Weight

g
M3 ÷ M8 2200

The weight refers to each single machine.

ITEM: EXTRA KJ60
Plastic shock- proof body, steel operating parts.
Plastic case containing riveter KJ60 with nozzles and heads M3 ÷ M8.

OLEO-PNEUMATIC RIVETERS FOR THREADED INSERTS

Tech. Code Inserts capacity
Weight

g
M4 ÷ M12 2860

The weight refers to each single machine

ITEM: KJ45 S
Body in shock-resistant plastic and steel operating parts.
Plastic case containing riveter KJ45 with rods and heads M4 ÷ M12.

Spare tie rod for KJ60

Tech. Code Dimension

M3
M4
M5
M6
M8

Spare tie rod for KJ45 S

Tech. Code Dimension

M4
M5
M6
M8

M10
M12

THREADED INSERTS WITH ROUND HEAD IN GALVANIZED STEEL

The displayed price refers to the 200 piece pack.

Tech. Code M
L

mm
Hole
mm

e
mm

D
mm

B
mm

S
mm

r
mm

Pieces per pack

3 9 5
0,3 ÷ 1,8

4,9 7 0,8 6,0

200

4 11 6 5,9 9 1,0 7,5
5 13 7

0,5 ÷ 3,0
6,9 10 1,2 9,5

6 14,5 9 8,9 12
1,5

10,0
8 17,5 11 0,8 ÷ 3,5 10,9 15 11,4

10 21 13 1,0 ÷ 3,5 12,9 17 1,7 14,5

ITEM: F8480
Threaded inserts short version with round head in C43 steel
(EN 1.0303) / C10C (EN1.0214)

Surface treatment:
White zinc plating with a minimum thickness of 7Micron
(Fe / Zn 7 IV).

M3 size without knurling on the stem.
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F.104 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR52
Euro

Dimensione
mm

Peso
gr

F8709180 34,10 180 300

ART. F8709
Modello professionale per tirare e tagliare fascette in nylon fino a 9,5 mm di larghezza.
Corpo in lamiera d'acciaio verniciata, peso 300 gr.

PINZE PER FASCETTE CABLAGGIO

ART. F8701
Queste fascette per cablaggio sono prodotte in poliammide 6.6 così da non causare interferenze con
apparati elettronici. Le fascette per cablaggio di colore nero sono additivate con carbon black che
conferisce una resistenza ai raggi UV superiore a quella delle fascette color naturale.

Dati tecnici
- Materiale: poliammide 6.6 con assenza di alogeni
- Assorbimento di umidità: 2,7% (al 50% di umidità relativa)
- Temperatura di esercizio: -40°C ÷ 85°C
- Resistenza alla fiamma: UL 94 classe V2
- Resistenza agli agenti esterni: eccellenta resistenza ai solventi aromatici, olii, grassi, prodotti
  petroliferi, buona resistenza alle basi, limitata tenuta agli acidi, non resiste al fenolo ed ai
solventi clorurati. Testate secondo le norme CEI EN 62275.

Il prezzo esposto è riferito alla confezione da 100 pezzi

Cod. Tec. GR60
Euro

Dimensioni
mm

Colore
Serraggio Ø max

mm
Pezzi per

confezione
F8701B15 1,24 2,5 x 98

Naturale

21

100

F8701B20 2,55 2,5 x 135 32
F8701B25 3,27 2,6 x 160 40
F8701B30 3,51 2,6 x 200 52
F8701B35 3,01 3,5 x 140 32
F8701B40 4,62 3,5 x 200 50
F8701B45 6,24 3,5 x 290 80
F8701B55 8,78 4,5 x 290 78
F8701B60 10,82 4,5 x 360 100
F8701B65 4,84 4,8 x 178 45
F8701B68 5,46 4,8 x 200

50F8701B70 7,99 4,8 x 250
F8701B75 15,61 4,8 x 390 68
F8701B80 21,04 7,5 x 365 100
F8701B85 51,55 7,5 x 750 220
F8701N15 1,24 2,5 x 98

Nero

21
F8701N20 2,55 2,5 x 135 32
F8701N25 3,27 2,6 x 160 40
F8701N30 3,51 2,6 x 200 52
F8701N35 3,01 3,5 x 140 32
F8701N40 4,62 3,5 x 200 50
F8701N45 6,24 3,5 x 290 80
F8701N50 5,46 4,5 x 200 50
F8701N55 8,78 4,5 x 290 78
F8701N60 10,82 4,5 x 360 100
F8701N65 4,84 4,8 x 178 45
F8701N70 7,99 4,8 x 250 50
F8701N75 15,61 4,8 x 390 68
F8701N80 21,04 7,5 x 365 100
F8701N85 51,55 7,5 x 750 220

FASCETTE PER CABLAGGIO STANDARD IN POLIAMMIDE 6.6

F.104 Indivisible package   Suggested retail package - Unit price

Tech. Code Dimension
mm

Weight
g

180 300

ITEM: F8709
Professional version suitable to pull and cut nylon straps up to 9,5 mm wide.
Polished sheet steel body, weight 300 gr

CABLE TIES PLIERS

ITEM: F8701
These cable ties are made of polyamide 6,6 so as not to cause Interference with electronic devices.
The black cable ties are additived with carbon black which gives and higher UV resistance than the
natural colored bands.

Technical data
- Polyamide material 6.6 with no halogens
- Moisture absorbent 2,7% ( 50% relative humidity)
- Operating temperature: -40°C ÷ 85°C
- Flame resistance UL 94 class V2
- Resistance to external agents:, oils, greases, oil products,
good resistance to bases, limited resistance to acids does not resist phenol and alloys
chlorinated solvents.
Tested according to CEI EN 62275.

The displayed price refers to the 100 piece pack

Tech. Code Dimensions
mm

Colour
Clamping (tightening)

mm
Pieces per pack

2,5 x 98

Natural

21

100

2,5 x 135 32
2,6 x 160 40
2,6 x 200 52
3,5 x 140 32
3,5 x 200 50
3,5 x 290 80
4,5 x 290 78
4,5 x 360 100
4,8 x 178 45
4,8 x 200

50
4,8 x 250
4,8 x 390 68
7,5 x 365 100
7,5 x 750 220
2,5 x 98

Black

21
2,5 x 135 32
2,6 x 160 40
2,6 x 200 52
3,5 x 140 32
3,5 x 200 50
3,5 x 290 80
4,5 x 200 50
4,5 x 290 78
4,5 x 360 100
4,8 x 178 45
4,8 x 250 50
4,8 x 390 68
7,5 x 365 100
7,5 x 750 220

CABLE TIES FOR STANDARD CABLING IN POLYAMIDE 6.6
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F.105 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ART. F8805
Kit di fascette stringitubo W2B AISI 430 in rotolo larghezza 9 mm con testine.
Una soluzone immediata per realizzare fascette di qualsiasi lunghezza, ideale per assistenze e
manutenzioni. Nastro realizzato con cremagliera stampata e testine di chiusura ribaltabili a sgancio
rapido.

Materiale:
- Nastro in acciaio inox AISI 430 TI
- Vite e cassetto in acciaio al carbonio zincato.

Cod. Tec. GR60
Euro

Larghezza
mm

Lunghezza
m

Testine
Pz

F88050905 15,96 9 5 8

FASCETTE STRINGITUBO MM 9 W2B AISI 430 IN KIT

ART. F8806
Kit di fascette stringitubo W2B AISI 430 in rotolo larghezza 14 mm con testine.
Una soluzione immediata per realizzare fascette di qualsiasi lunghezza, ideale per assistenze e
manutenzioni. Nastro perforato e testine di chiusura ribaltabili a sgancio rapido.

Materiale:
- Nastro in acciaio inox AISI 430 TI
- Vite e cassetto in acciaio al carbonio zincato

Cod. Tec. GR60
Euro

Larghezza
mm

Lunghezza
m

Testine
Pz

F88061403 21,16 14 3 6

FASCETTE STRINGITUBO MM 14 W2B AISI 430 IN KIT

ART. F8807
Fascette stringitubo W2B AISI 430 in rotolo larghezza 12 mm.
Una soluzione immediata per realizzare fascette di quasiasi lunghezza, ideale per assistenze e
manutenzioni. Nastro perforato, testine di chiusura da ordinare separatamente codice F8808.

Materiale:
- Nastro in acciaio inox AISI 430 TI.

Cod. Tec. GR60
Euro

Larghezza
mm

Lunghezza
m

Testine
Pz

F88071225 73,17 12 25 -

FASCETTE STRINGITUBO MM 12 W2B AISI 430 IN ROTOLO

ART. F8808
Testine di chiusura ribaltabili a sgancio rapido composte da vite e cassetto in acciaio al carbonio
zincato.
Utilizzabile con fascette stringitubo larghezza 12 mm codice F8807.

Cod. Tec. GR60
Euro

Larghezza
mm

Testine
Pz

F88081225 22,23 12 25

TESTINE DI CHIUSURA PER FASCETTE STRINGITUBO MM12

F.105Indivisible package  Suggested retail package - Unit price

ITEM: F8805
Kit of hose clamps W2B AISI 430 in roll width 9 mm with trunnion. An instant solution for making any
length of clip bands, ideal for maintance and assistance. Stamped threaded band with trunnion closure
reversable quick thread release.

Material:
- Clip band in stainless steel AISI 430 TI
- Screw and pawl in carbon zinc steel.

Tech. Code Width
mm

Length
m

Screw
pcs

9 5 8

HOSE CLAMPS MM 9 W2B AISI 430 IN KIT

ITEM: F8806
Kit of hoseband W2B AISI 430 in roll width 14 mm con with trunnion. An instant solution for making
any lengths of clip bands, ideal for maitenance and assistance. Perforated band clip bands with
trunnion closure reversable quick thread release.

Material:
- Clip band in stainless steel AISI 430 TI
- Screw and pawl in carbon zinc steel

Tech. Code Width
mm

Length
m

Screw
pcs

14 3 6

HOSE CLAMPS MM 14 W2B AISI 430 IN KIT

ITEM: F8807
Hose clamps W2B AISI 430 in roll length 12 mm. An instant solution, for making any length of clip
bands, ideal for mantenance and assistance. Perforated band clips,trunnio closure to be ordered
seperately code F8808.

Material:
- Clip band in stainless steel AISI 430 TI.

Tech. Code Width
mm

Length
m

Screw
pcs

12 25 -

HOSE CLAMPS MM 12 W2B AISI 430 IN ROLLS

ITEM: F8808
Trunnion of closure quick reversable thread release, screw and pawl in carbon zinc steel.
Usable with hose clamps width 12 mm code F8807.

Tech. Code Width
mm

Screw
pcs

12 25

TRUNNION OF CLOSURE FOR HOSE CLAMPS MM12



F

F.106 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

NOTA: il prezzo pubblicato è per 100 pz

Cod. Tec. GR60
Euro

Serraggio
min - max

mm

Nastro
mm

Vite T.E.
mm



F8812040 64,64 40 - 60

9 7

100
F8812050 64,64 50 - 70

50

F8812060 66,66 60 - 80
F8812070 68,68 70 - 90
F8812080 (71,71) 80 - 100
F8812090 (76,76) 90 - 110
F8812100 (78,78) 100 - 120
F8812110 (84,84) 110 - 130

Cod. Tec. GR60
Euro

Serraggio
min - max

mm

Nastro
mm

Vite T.E.
mm



F8812008 53,53 8 - 12

9 7 100

F8812010 53,53 10 - 16
F8812012 54,54 12 - 22
F8812016 56,56 16 - 27
F8812020 57,57 20 - 32
F8812025 58,58 25 - 40
F8812030 61,61 30 - 45
F8812032 62,62 32 - 50

ART. F8812
Le fascette a norma DIN 3017 sono realizzate con nastro a cremagliera stampata e bordi arrotondati per evitare
danneggiamenti al tubo. Aggraffatura meccanica del carrello al nastro per garantire un'efficace tenuta.
Questa fascetta ha un'elevata flessibilità nell'adattamento alla circonferenza del tubo ed è indicata per tutte le applicazioni
industriali.

Materiale: Nastro in acciaio inox AISI 430 TI - Vite e cassetto in acciaio al carbonio zincato.

FASCETTE STRINGITUBO W2B IN ACCIAIO AISI 430 DIN 3017

NOTA: il prezzo pubblicato è per 100 pz

Cod. Tec. GR60
Euro

Serraggio
min - max

mm

Nastro
mm

Vite T.E.
mm



F8813070 105,04 70 - 90

12 7

50
F8813080 112,11 80 - 100
F8813090 113,12 90 - 110
F8813100 116,15 100 - 120
F8813110 (119,18) 110 - 130

20
F8813120 (127,26) 120 - 140
F8813130 (131,30) 130 - 150
F8813140 (135,34) 140 - 160
F8813150 (145,44) 150 - 170

Cod. Tec. GR60
Euro

Serraggio
min - max

mm

Nastro
mm

Vite T.E.
mm



F8813016 85,85 16 - 27

12 7 50

F8813020 85,85 20 - 32
F8813023 89,89 23 - 35
F8813025 89,89 25 - 40
F8813030 91,91 30 - 45
F8813035 91,91 35 - 50
F8813040 93,93 40 - 60
F8813050 97,97 50 - 70
F8813060 99,99 60 - 80

ART. F8813
Le fascette a norma DIN 3017 sono realizzate con nastro a cremagliera stampata e bordi arrotondati per evitare
danneggiamenti al tubo. Aggraffatura meccanica del carrello al nastro per garantire un'efficace tenuta. Questa fascetta ha
un'elevata flessibilità nell'adattamento alla circonferenza del tubo ed è indicata per tutte le applicazioni industriali.

Materiale: Nastro in acciaio inox AISI 430 TI - Vite e cassetto in acciaio al carbonio zincato.

F.106 Indivisible package   Suggested retail package - Unit price

NOTE: Price shown refers to a 100-piece lot

Tech. Code
Min - max
clamping

mm

Belt
mm

Screw T.E.
mm



40 - 60

9 7

50 - 70
60 - 80
70 - 90
80 - 100
90 - 110

100 - 120
110 - 130

Tech. Code
Min - max
clamping

mm

Belt
mm

Screw T.E.
mm



8 - 12

9 7

10 - 16
12 - 22
16 - 27
20 - 32
25 - 40
30 - 45
32 - 50

ITEM: F8812
Stainless steel hose clamps Standard DIN 3017. They are made with a perforated band and rounded edges to avoid
damaging the tubes. Mechanical seam of the tape to grarantee an effective seal. The tie has an high flexibility in the
adaptment of the circumference of the tube and it is suitable for all industrial applications..

Material: Stainless steel tape AISI 430 TI - Screws and band in carbon zinc steel.

HOSE CLAMPS STAINLESS STEEL W2B AISI 430 DIN 3017

NOTE: Price shown refers to a 100-piece lot

Tech. Code
Min - max
clamping

mm

Belt
mm

Screw T.E.
mm



70 - 90

12 7

80 - 100
90 - 110

100 - 120
110 - 130
120 - 140
130 - 150
140 - 160
150 - 170

Tech. Code
Min - max
clamping

mm

Belt
mm

Screw T.E.
mm



16 - 27

12 7

20 - 32
23 - 35
25 - 40
30 - 45
35 - 50
40 - 60
50 - 70
60 - 80

ITEM: F8813
Stainless steel hose clamps Standard DIN 3017. They are made with a perforated band and rounded edges to avoid
damaging the tubes. Mechanical seam of the tape to grarantee an effective seal. The tie has an high flexibility in the
adaptment of the circumference of the tube and it is suitable for all industrial applications..

Material: Stainless steel tape AISI 430 TI - Screws and band in carbon zinc steel.



F

F.107 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

NOTA: il prezzo pubblicato è per 100 pz

Cod. Tec. GR60
Euro

Serraggio
min - max

mm

Nastro
mm

Vite T.E.
mm



F8827050 166,65 50 - 70

9 7 50

F8827060 (169,68) 60 - 80
F8827070 (173,72) 70 - 90
F8827080 (180,79) 80 - 100
F8827090 (184,83) 90 - 110
F8827100 (187,86) 100 - 120
F8827110 (193,92) 110 - 130
F8827120 (197,96) 120 - 140

Cod. Tec. GR60
Euro

Serraggio
min - max

mm

Nastro
mm

Vite T.E.
mm



F8827008 136,35 8 - 12

9 7 100

F8827010 138,37 10 - 16
F8827012 144,43 12 - 22
F8827016 146,45 16 - 27
F8827020 148,47 20 - 32
F8827025 154,53 25 - 40
F8827030 157,56 30 - 45
F8827032 158,57 32 - 50
F8827040 161,60 40 - 60

ART. F8827
Le fascette a norma DIN 3017 sono realizzate con nastro a cremagliera stampata e bordi arrotondati per evitare
danneggiamenti al tubo. Aggraffatura meccanica del carrello al nastro per garantire un'efficace tenuta. Questa fascetta ha
un'elevata flessibilità nell'adattamento alla circonferenza del tubo ed è indicata per tutte le applicazioni industriali.

Materiale: Nastro in acciaio inox AISI 304 - Vite e cassetto in acciaio inox AISI 304

FASCETTE STRINGITUBO W4 ACCIAIO INOX AISI 304 DIN 3017

NOTA: il prezzo pubblicato è per 100 pz

Cod. Tec. GR60
Euro

Serraggio
min - max

mm

Nastro
mm

Vite T.E.
mm



F8828070 257,55 70 - 90

12 7

50
F8828080 264,62 80 - 100
F8828090 (271,69) 90 - 110
F8828100 (275,73) 100 - 120
F8828110 (281,79) 110 - 130

20
F8828120 (285,83) 120 - 140
F8828130 (291,89) 130 - 150
F8828140 (294,92) 140 - 160
F8828150 (311,08) 150 - 170

Cod. Tec. GR60
Euro

Serraggio
min - max

mm

Nastro
mm

Vite T.E.
mm



F8828016 223,21 16 - 27

12 7 50

F8828020 230,28 20 - 32
F8828023 233,31 23 - 35
F8828025 233,31 25 - 40
F8828030 236,34 30 - 45
F8828032 237,35 32 - 50
F8828040 243,41 40 - 60
F8828050 247,45 50 - 70
F8828060 254,52 60 - 80

ART. F8828
Le fascette a norma DIN 3017 sono realizzate con nastro a cremagliera stampata e bordi arrotondati per evitare
danneggiamenti al tubo. Aggraffatura meccanica del carrello al nastro per garantire un'efficace tenuta.
Questa fascetta ha un'elevata flessibilità nell'adattamento alla circonferenza del tubo ed è indicata per tutte le applicazioni
industriali.

Materiale: Nastro in acciaio inox AISI 304 - Vite e cassetto in acciaio inox AISI 304

Cod. Tec. GR60
Euro

Serraggio
min - max

mm

Nastro
mm

Vite T.E.
mm



F8830080 (3,38) 80 - 85

24

8 x 70

10

F8830086 3,61 86 - 91
8 x 80F8830092 (3,61) 92 - 97

F8830098 (3,87) 98 - 103
F8830104 (3,87) 104 - 112

8 x 90F8830113 (3,96) 113 - 121
F8830122 (4,02) 122 - 130
F8830131 (5,84) 131 - 139

26 10 x 100 5

F8830140 (5,98) 140 - 148
F8830149 (6,10) 149 - 161
F8830162 (6,18) 162 - 174
F8830175 (6,41) 175 - 187
F8830188 (6,57) 188 - 200
F8830201 (7,40) 201 - 213

Cod. Tec. GR60
Euro

Serraggio
min - max

mm

Nastro
mm

Vite T.E.
mm



F8830023 1,91 23 - 25

21

6 x 50

10

F8830026 (1,93) 26 - 28
F8830029 (2,00) 29 - 31
F8830032 (2,03) 32 - 35
F8830036 (2,11) 36 - 39
F8830040 2,18 40 - 43
F8830044 (2,30) 44 - 47
F8830048 (2,33) 48 - 51

6 x 60
F8830052 (2,64) 52 - 55
F8830056 (2,70) 56 - 59
F8830060 (2,76) 60 - 63
F8830064 (2,84) 64 - 73
F8830068 (3,25) 68 - 73

24 8 x 70F8830074 (3,30) 74 - 79

ART. F8830

Fornibili a richiesta in acciaio zincato (W1), in acciaio inox AISI 304 (W4) e in acciaio inox AISI 316 (W5)

I collari sono particolarmente indicati quando è richiesta un'azione di serraggio ad alta tenuta o dove sono previsti tubi
rinforzati, la vasta gamma disponibile permette l'utilizzo in molteplici settori e applicazioni.

Materiale: Nastro in acciaio inox AISI 430 TI - Vite e nottolini in acciaio al carbonio zincato.

COLLARI A BULLONE W2 IN ACCIAIO AISI 430

F.107Indivisible package  Suggested retail package - Unit price

NOTE: Price shown refers to a 100-piece lot

Tech. Code Min - max clamping
mm

Belt
mm

Screw T.E.
mm



50 - 70

9 7

60 - 80
70 - 90
80 - 100
90 - 110

100 - 120
110 - 130
120 - 140

Tech. Code Min - max clamping
mm

Belt
mm

Screw T.E.
mm



8 - 12

9 7

10 - 16
12 - 22
16 - 27
20 - 32
25 - 40
30 - 45
32 - 50
40 - 60

ITEM: F8827
Stainless steel hose clamps standard DIN 3017 They are made with a perforated band and rounded edges to avoid damaging
the tubes. Mechanical seam of the tape to guarantee an effective seal. The tie has an high flexibility in the adaptment of the
circumference of the tube and it is suitable for all industrial applications.

Material: Stainless steel hose clamps AISI 304 - Screws and band in carbon zinc steel AISI 304

HOSE CLAMPS STAINLESS STEEL W4 AISI 304 DIN 3017

NOTE: Price shown refers to a 100-piece lot

Tech. Code
Min - max
clamping

mm

Belt
mm

Screw T.E.
mm



70 - 90

12 7

80 - 100
90 - 110

100 - 120
110 - 130
120 - 140
130 - 150
140 - 160
150 - 170

Tech. Code
Min - max
clamping

mm

Belt
mm

Screw T.E.
mm



16 - 27

12 7

20 - 32
23 - 35
25 - 40
30 - 45
32 - 50
40 - 60
50 - 70
60 - 80

ITEM: F8828
Stainless steel hose clamps standard DIN 3017 They are made with a perforated band and rounded edges to avoid damaging
the tubes. Mechanical seam of the tape to guarantee an effective seal. The tie has an high flexibility in the adaptment of the
circumference of the tube and it is suitable for all industrial applications.

Material: Stainless steel hose clamps AISI 304 - Screws and band in carbon zinc steel AISI 304

Tech. Code
Min - max
clamping

mm

Belt
mm

Screw T.E.
mm



80 - 85

24

8 x 70
86 - 91

8 x 8092 - 97
98 - 103
104 - 112

8 x 90113 - 121
122 - 130
131 - 139

26 10 x 100

140 - 148
149 - 161
162 - 174
175 - 187
188 - 200
201 - 213

Tech. Code
Min - max
clamping

mm

Belt
mm

Screw T.E.
mm



23 - 25

21

6 x 50

26 - 28
29 - 31
32 - 35
36 - 39
40 - 43
44 - 47
48 - 51

6 x 60
52 - 55
56 - 59
60 - 63
64 - 73
68 - 73

24 8 x 70
74 - 79

ITEM: F8830

Available on request in galvanized steel (W1), AISI 304 (W4) carbon zinc steel AISI 316 (W5)

Stainless steel band hoses are partically indicated when there is a request of action of tightening. Strong tightening or re-
inforced tubes. The wide range available allows usage in many sectors and applications.

Material: Stainless steel band AISI 430 TI - Screw and pawl in carbon zinc steel.

HOSE CLAMPS STAINLESS STEEL BAND WITH TRUNNION W2 AISI 430



F

F.108 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Acciaio indeformabile cromato opaco, scala impressa.
ART. F9001

Cod. Tec. GR52
Euro

Arco
mm

Asta
mm

F9001200 31,09 150 200

F9001300 37,32 200 300

GONIOMETRI SEMPLICI

Acciaio indeformabile cromato opaco, scala impressa.
ART. F9003

Cod. Tec. GR52
Euro

Arco
mm

Asta
mm

F9003150 44,77 150 300

F9003200 54,73 200 400

GONIOMETRI AD ASTA SCORREVOLE

Nonio 1/10 lettura 0,1 mm - Scala cromata opaca, punta in acciaio temprato.
ART. F9005

Cod. Tec. GR52
Euro

Utile
mm

Accessori

F9005200 49,75 200
-

F9005400 87,07 400

F9005RP 5,99 - Punta ricambio

CALIBRI MONOBLOCCO PER TRACCIATURA

Asta tonda graduata, punta in metallo duro.
ART. F9007

Cod. Tec. GR52
Euro

Utile
mm

Base
mm

F9007200 72,14 200

100 x 50F9007300 84,58 300

F9007500 99,50 500

F9007RP 24,87 Punta ricambio -

TRACCIATORI PER MECCANICI

Composizione:
- Tracciatore 200 mm
- Calibro per tracciatura 200 mm
- Compasso tracciatore con punte MD 300 mm
- Goniometro cromato arco 150 mm asta 200 mm
- Punta a tracciare temprata
- Punta a tracciare MD

ART. F9009

Cod. Tec. GR52
Euro Composizione

F9009SET 243,34 6 pz

TRACCIATORI PER CARPENTERIA IN SET

F.108 Indivisible package   Suggested retail package - Unit price

Satin-chromed, stress-resistant steel, engraved scale.
ITEM: F9001

Tech. Code Arc structure
mm

Rod
mm

150 200

200 300

PROTRACTORS

Satin-chromed, stress-resistant steel, engraved scale.
ITEM: F9003

Tech. Code Arc structure
mm

Rod
mm

150 300

200 400

PROTRACTORS WITH SLIDING ROD

1/10 vernier gauge, 0.1mm reading - satin-chromed scale, hardened steel tip.
ITEM: F9005

Tech. Code Useful
mm

Accessories

200
-

400

- Spare tip

MONOBLOCK DRAWING VERNIER CALIPERS

Graduate round rod, hardened steel tip.
ITEM: F9007

Tech. Code Useful
mm

Base
mm

200

100 x 50300

500

Spare tip -

TRAMMELS FOR TRACING

Set
- 200mm trammel
- 200mm drawing vernier
- MD300 point trammel
- 150mm chromed protractor
- 200mm rod
- carbide-tipped scriber
- HM scriber.

ITEM: F9009

Tech. Code Composition

6 pcs

CARPENTER SET



F

F.109 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Punte temprate.
ART. F9013

Cod. Tec. GR52
Euro

Lunghezza
mm

F9013150 13,68 150

F9013200 17,41 200

F9013250 21,15 250

F9013300 26,11 300

COMPASSI CON CERNIERA SEMPLICE

Arco con nottolino di bloccaggio, punte temprate.
ART. F9017

Cod. Tec. GR52
Euro

Lunghezza
mm

F9017150 17,41 150

F9017200 22,39 200

F9017250 24,87 250

F9017300 32,34 300

F9017400 49,75 400

COMPASSI CON ARCO

Vite di regolazione, punte temprate.
ART. F9021

Cod. Tec. GR52
Euro

Lunghezza
mm

F9021150 24,87 150

F9021200 27,36 200

F9021250 29,85 250

COMPASSI AD APERTURA RAPIDA

ART. F9031

Cod. Tec. GR52
Euro

Dimensioni
mm

Precisione

F9031050040S 37,32 50 x 40

DIN 875/00

F9031075050S 44,77 75 x 50

F9031100070S 49,75 100 x 70

F9031150100S 62,19 150 x 100

F9031200130S 87,07 200 x 130

F9031250165S 99,50 250 x 165

F9031300200S 116,58 300 x 200

SQUADRE SEMPLICI IN ACCIAIO INOX TEMPRATO

F.109Indivisible package  Suggested retail package - Unit price

Hardened scriber.
ITEM: F9013

Tech. Code Length
mm
150

200

250

300

DIVIDERS

Hardened scriber with click-stop device.
ITEM: F9017

Tech. Code Length
mm
150

200

250

300

400

DIVIDERS WITH SETTING WING

Adjustment screw, hardened scriber.
ITEM: F9021

Tech. Code Length
mm
150

200

250

PRECISION SPRING DIVIDERS

ITEM: F9031

Tech. Code Dimensions
mm

Accuracy

50 x 40

DIN 875/00

75 x 50

100 x 70

150 x 100

200 x 130

250 x 165

300 x 200

HARDENED STEEL 90° FLAT SQUARES



F

F.110 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ART. F9032

Cod. Tec. GR52
Euro

Dimensioni
mm

Precisione

F9032050040S 44,10 50 x 40
DIN 875/0F9032075050S 42,89 75 x 50

F9032100070A 19,85
100 x 70

DIN 875/1
F9032100070S 42,89 DIN 875/0
F9032150100A 26,46

150 x 100
DIN 875/1

F9032150100S 64,28 DIN 875/0
F9032200130A 31,97 200 x 130 DIN 875/1

Cod. Tec. GR52
Euro

Dimensioni
mm

Precisione

F9032200130S 77,18 200 x 130 DIN 875/0
F9032250165A 50,72

250 x 165
DIN 875/1

F9032250165S 119,07 DIN 875/0
F9032300200A 63,95

300 x 200
DIN 875/1

F9032300200S 145,53 DIN 875/0
F9032400250A 94,82 400 x 250

DIN 875/1F9032500300A 121,28 500 x 300

SQUADRE A CAPPELLO A 90° INOX

ART. F9034

Cod. Tec. GR52
Euro

Dimensioni
mm

Precisione

F90345040 42,28 50 x 40

DIN 875/00
F90347550 45,20 75 x 50
F903410070 52,24 100 x 70
F9034150100 57,10 150 x 100

Cod. Tec. GR52
Euro

Dimensioni
mm

Precisione

F9034200130 78,52 200 x 130
DIN 875/00F9034250165 154,65 250 x 165

F9034300200 190,34 300 x 200

SQUADRE SEMPLICI BISELLATE IN ACCIAIO INOX TEMPRATO

+

-

ART. F9040
Risoluzione 0,01 mm - Accensione e spegnimento con pulsante (ON/OFF), azzeramento in qualunque
posizione, corsoio con rullo di regolazione e vite di bloccaggio.

VERSIONE ECONOMICA

Cod. Tec. GR52
Euro

Campo di misura
mm

A
mm

B
mm

C
mm

D
mm

E
mm

F9040150 28,12 0 ÷ 150 40 16,5 76,5 16 4

CALIBRI A CORSOIO DIGITALI

ART. F9045
Nonio 1/20, lettura 0,05 - 4 funzioni: controllo interni, esterni, profondità e tracciatura. Corsoio con
bloccaggio a pulsante.

Cod. Tec. GR52
Euro

Campo di misura
mm

A
mm

B
mm

C
mm

D
mm

L
mm

F9045150 17,30 0 ÷ 150 40 20 15 16 230

CALIBRI A CORSOIO

F.110 Indivisible package   Suggested retail package - Unit price

ITEM: F9032

Tech. Code Dimensions
mm

Accuracy

50 x 40
DIN 875/0

75 x 50

100 x 70
DIN 875/1
DIN 875/0

150 x 100
DIN 875/1
DIN 875/0

200 x 130 DIN 875/1

Tech. Code Dimensions
mm

Accuracy

200 x 130 DIN 875/0

250 x 165
DIN 875/1
DIN 875/0

300 x 200
DIN 875/1
DIN 875/0

400 x 250
DIN 875/1

500 x 300

90° STAINLESS STEEL SQUARES WITH BASE

ITEM: F9034

Tech. Code Dimensions
mm

Accuracy

50 x 40

DIN 875/00
75 x 50

100 x 70
150 x 100

Tech. Code Dimensions
mm

Accuracy

200 x 130
DIN 875/00250 x 165

300 x 200

HARDENED STAINLESS STEEL FLAT SQUARES WITH TWO BEVELLED EDGES

ITEM: F9040
0.01mm resolution - ON/OFF button, zero setting at any position (ABS), vernier with wheel drive and
locking screw.

ECONOMIC VERSION

Tech. Code Measurement range
mm

Jaw length
mm

B
mm

C
mm

D
mm

E
mm

0 ÷ 150 40 16.5 76.5 16 4

DIGITAL CALIPERS WORK SERIES

ITEM: F9045
Vernier 1/20, graduation 0,05 – 4 functions: inside, outside, depth and marking. Cursor with locking
button.

Tech. Code Measuring range
mm

A
mm

B
mm

C
mm

D
mm

L
mm

0 ÷ 150 40 20 15 16 230

VERNIER CALIPERS



F

F.111 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ART. F9050
Corpo in alluminio verniciato con base rettificata, bolle antiurto, precisione dei piani di lavoro 0,5 mm/m.

Cod. Tec. GR60
Euro Cod. fornitore

Lunghezza
mm

N° bolle

F905040 35,30 STHT1 - 43110 400
2F905060 43,87 STHT1 - 43111 600

LIVELLE MAGNETICHE IN ALLUMINIO

ART. F9052
Corpo in lega di alluminio scanalato con finestra per lettura superiore, precisione dei piani di lavoro 1 mm/m.

Cod. Tec. GR60
Euro Cod. fornitore

Lunghezza
mm

N° bolle

F905223 34,27 0-42-465 230 3

ART. F9053
Corpo in materiale sintetico antiurto scanalato con finestra per lettura superiore, precisione dei piani di lavoro 1 mm/m.

Cod. Tec. GR60
Euro Cod. fornitore

Lunghezza
mm

N° bolle 

F905320 21,13 0-43-511 230 3 6

ART. F9055
Esecuzione cromata opaca, divisione millimetrata su una faccia.

Cod. Tec. GR52
Euro

Sezione
mm

Lunghezza
mm

F9055300 1,88
30 x 1

300
F9055500 3,64 500
F90551000 12,02 1000

Cod. Tec. GR52
Euro

Sezione
mm

Lunghezza
mm

F90551500 27,56
30 x 1

1500
F90552000 41,45 2000

RIGHE SEMIRIGIDE IN ACCIAIO INOX

ART. F9057
Esecuzione cromata opaca.
Divisione millimetrata su due facce mm/mm - mm/1/2 mm.

Cod. Tec. GR52
Euro

Sezione
mm

Lunghezza
mm

F9057150 1,98
13 x 0,5

150
F9057200 2,21 200

Cod. Tec. GR52
Euro

Sezione
mm

Lunghezza
mm

F9057250 2,54
13 x 0,5

250
F9057300 2,87 300

RIGHE FLESSIBILI IN ACCIAIO INOX

ART. F9070
Tolleranza a Norma DIN 866/A divisione millimetrata su una faccia.

Cod. Tec. GR45
Euro

Sezione
mm

Lunghezza
mm

F9070500 59,85
43 x 5

500
F9070750 90,30 750
F90701000 119,70 1000

Cod. Tec. GR45
Euro

Sezione
mm

Lunghezza
mm

F90701500 207,90
43 x 5

1500
F90702000 283,50 2000

RIGHE MILLIMETRATE IN ACCIAIO INOX SENZA SMUSSO

ART. F9071
Tolleranza a Norma DIN 866/A divisione millimetrata su una faccia.

Cod. Tec. GR45
Euro

Sezione
mm

Lunghezza
mm

F9071500 85,05
43 x 5

500
F9071750 117,60 750
F90711000 164,85 1000

Cod. Tec. GR45
Euro

Sezione
mm

Lunghezza
mm

F90711500 277,20
43 x 5

1500
F90712000 351,75 2000

RIGHE MILLIMETRATE IN ACCIAIO INOX CON SMUSSO

F.111Indivisible package  Suggested retail package - Unit price

ITEM: F9050
Painted aluminium body, rectified base, anti-shock vials, 0.5 mm/m accuracy of bottom beds.

Tech. Code Supplier code
Length

mm
Vials n°

STHT1 - 43110 400
2

STHT1 - 43111 600

MAGNETIC ALUMINIUM LEVELS

ITEM: F9052
Grooved aluminium alloy body, with opening for upper reading, 1 mm/m accuracy of bottom beds.

Tech. Code Supplier code
Length

mm
Vials n°

0-42-465 230 3

ITEM: F9053
Grooved aluminium alloy body, with opening for upper reading, 1 mm/m accuracy of bottom beds.

Tech. Code Supplier code
Length

mm
Vials n° 

0-43-511 230 3

ITEM: F9055
Satin-chromed model, one-side mm graduation.

Tech. Code Section
mm

Length
mm

30 x 1
300
500
1000

Tech. Code Section
mm

Length
mm

30 x 1
1500
2000

STAINLESS STEEL SEMIRIGID RULERS

ITEM: F9057
Satin-chromed model, 2-side mm/mm-mm/1/2 graduation.

Tech. Code Section
mm

Length
mm

13 x 0.5
150
200

Tech. Code Section
mm

Length
mm

13 x 0.5
250
300

STAINLESS STEEL FLEXIBLE RULERS

ITEM: F9070
DIN 866/A standard compliant tolerance, one-side mm graduation.

Tech. Code Section
mm

Length
mm

43 x 5
500
750
1000

Tech. Code Section
mm

Length
mm

43 x 5
1500
2000

STAINLESS STEEL RULERS WITH MILLIMETER GRADUATION WITHOUT BEVEL

ITEM: F9071
- Graduation: 1 mm
DIN 866/A standard compliant tolerance, one-side mm graduation.

Tech. Code Section
mm

Length
mm

43 x 5
500
750
1000

Tech. Code Section
mm

Length
mm

43 x 5
1500
2000

STAINLESS STEEL RULERS WITH BEVEL
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ART. F9072
Tolleranza a Norma DIN 874/I

Cod. Tec. GR45
Euro

Sezione
mm

Lunghezza
mm

F9072500 56,70
50 x 10

500
F9072750 77,70 750

Cod. Tec. GR45
Euro

Sezione
mm

Lunghezza
mm

F90721000 102,90
60 x 12

1.000
F90721500 320,25 1.500

RIGHE DI CONTROLLO IN ACCIAIO INDEFORMABILE

ART. F9075
Riga flessibile graduata per lettura diretta del diametro, acciaio inox, graduazione incisa ed annerita, lettura nonio 0,1 mm.
Sezione 15x0,5 mm

Cod. Tec. GR45
Euro

Diametro
mm

Circonferenza
mm

F9075300 105,00 20 ÷ 300 60 ÷ 950
F9075700 165,90 300 ÷ 700 940 ÷ 2200
F90751100 218,40 700 ÷ 1100 2190 ÷ 3460

Cod. Tec. GR45
Euro

Diametro
mm

Circonferenza
mm

F90751500 244,65 1100 ÷ 1500 3450 ÷ 4720
F90751900 218,40 1500 ÷ 1900 4710 ÷ 5980
F90752300 306,60 1900 ÷ 2300 5960 ÷ 7230

DIAMETROMETRO

ART. F9100
Custodia in ABS con impugnatura.

Cod. Tec. GR52
Euro

Nastro
Lunghezza

m

Nastro
Larghezza

mm
F910050 29,92 50 15

ROTELLE METRICHE

ART. F9105
Custodia in ABS con bordino colorato.

Cod. Tec. GR52
Euro

Nastro
Lunghezza

m

Nastro
Larghezza

mm
F910520 11,25 20 15

ART. F9110
Custodia in acciaio con verniciatura epossidica, impugnatura anatomica in ABS, manovella di
riavvolgimento in acciaio.

Cod. Tec. GR52
Euro

Nastro
Lunghezza

m

Nastro
Larghezza

mm
F911050 60,56 50 13

ART. F9116
Custodia in materiale antiurto rivestita in similpelle con bordino in acciaio, nastro in acciaio smaltato.

Cod. Tec. GR52
Euro

Nastro
Lunghezza

m

Nastro
Larghezza

mm
F911620 34,30 20 13

F.112 Indivisible package   Suggested retail package - Unit price

ITEM: F9072
DIN 874/I standard compliant.

Tech. Code Section
mm

Length
mm

50 x 10
500
750

Tech. Code Section
mm

Length
mm

60 x 12
1.000
1.500

BRIGHT STEEL STRAIGHT EDGES

ITEM: F9075
Graduated flexible ruler for circumferences and diameters, made from stainless steel, engraved and blackened graduation,
vernier reading 0,1 mm section 15x0.5 mm.

Tech. Code Diameter
mm

Circumference
mm

20 ÷ 300 60 ÷ 950
300 ÷ 700 940 ÷ 2200
700 ÷ 1100 2190 ÷ 3460

Tech. Code Diameter
mm

Circumference
mm

1100 ÷ 1500 3450 ÷ 4720
1500 ÷ 1900 4710 ÷ 5980
1900 ÷ 2300 5960 ÷ 7230

CIRCUMFERENCE TAPES

ITEM: F9100
ABS casing with grip.

Tech. Code Tape Length
m

Tape Width
mm

50 15

METRIC TAPES

ITEM: F9105
ABS casing with grip and coloured edge.

Tech. Code Tape Length
m

Tape Width
mm

20 15

ITEM: F9110
Epossidic painted steel case, ergonomically designed ABS gripping, rewinding system with steel winding
handle.

Tech. Code Tape Length
m

Tape Width
mm

50 13

ITEM: F9116
Shock-absorbent casing, leather-like coating and steel ring, enamelled steel tape.

Tech. Code Tape Length
m

Tape Width
mm

20 13
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ART. F9115
In fibra di vetro, doppia graduazione incisa a caldo.

Cod. Tec. GR52
Euro

Stecca
Lunghezza

m

Stecca
Larghezza

mm
F911502 5,30 2 17

DOPPI METRI PIEGHEVOLI IN FIBRA

Cassa in ABS, nastro in acciaio verniciato con numerazione ad alta visibilità, gancio con doppio rivetto,
classe di precisione II.

Cod. Tec. GR60
Euro

Nastro
Lunghezza

m

Nastro
Larghezza

mm
F911910 27,77 10

9.5
F911920 38,04 20

ROTELLE METRICHE

ART. F9120
In pregiato legno di betulla, alta qualità.

Cod. Tec. GR52
Euro

Stecca
Lunghezza

m

Stecca
Larghezza

mm
F912002 5,91 2 17

DOPPI METRI PIEGHEVOLI IN LEGNO

ART. WX6110
Flessometri PROFI-LINE WODEX PREMIUM QUALITY

- Robusta custodia ERGOFORM bi-componente morbida e di facile presa
- Meccanismo intuitivo per l’arresto automatico del nastro “Auto Stop”
- Nastro estremamente resistente all'abrasione
- Ottimo scorrimento del nastro grazie al rivestimento in nylon
- Linguetta provvista di magneti
- Clip di aggancio in acciaio inossidabile
- Pratico cinturino da polso

Cod. Tec. GR51
Euro

Lunghezza nastro
m

Larghezza nastro
mm

Dimensioni
mm

F912205 10,80 5 19 79 x 72 x 34

FLESSOMETRI PROFI-LINE 5M

ART. F9133
Flessometri con cassa compatta in ABS antiurto e rivestimento in gomma antiscivolo.
Nastro Superior con rivestimento antiusura in Nylon.
- Pulsante di arresto standard
- Pulsante di arresto temporaneo o per il riavvolgimento controllato
- Rigidità del nastro fino a 1,9 metri (Modello F913305)
- Clip di aggancio e cinturino

Cod. Tec. GR52
Euro

Nastro lunghezza
m

Nastro larghezza
mm

Nastro spessore
mm



F913303 5,90 3 16
0,14 12

F913305 7,25 5 19

FLESSOMETRI DUAL STOP

F.113Indivisible package  Suggested retail package - Unit price

ITEM: F9115
In fiber glass, hot engraving, double graduation.

Tech. Code
Stem

Length
m

Stem
Width
mm

2 17

FIBER FOLDING RULERS

ABS case, painted steel tape, with highly visible numbers, two-rivet hook, EU accuracy class II.

Tech. Code Tape Length
m

Tape Width
mm

10
9.5

20

LONG MEASURING TAPES

ITEM: F9120
In precious, high-quality beechwood.

Tech. Code
Stem

Length
m

Stem
Width
mm

2 17

WOODEN FOLDING RULERS

ITEM: WX6110
Tape measure PROFI-LINE WODEX PREMIUM QUALITY

- Sturdy, soft, easy- grip ERGOFORM bi-component housing
- Intutive return mechanism with automatic stop button
- Extremely abrasion resistand tape
- Excellent tape flow thanks to the nylon coating
- Tongue with magnets
- Stainless steel hooking clip
- Practical wrist strap

Tech. Code Tape length
m

Tape width
mm

Dimensions
mm

5 19 79 x 72 x 34

POCKET TAPE MEASURES 5M - PROFI-LINE

ITEM: F9133
Measuring tapes with compact case in shockproof ABS and non-slip rubber coating. Superior tape with
wear-resistant Nylon coating.
- Standard stop button
- Temporay stop or controlled rewind button
- Rigidity of the belt up to 1.9 meters (Model F913305)
- Hook clip and strap

Tech. Code Tape length
m

Tape width
mm

Tape thickness
mm



3 16
0,14

5 19

DUAL STOP POCKET TAPE MEASURES
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ART. CHROMOFLEX
Cassa in ABS cromato, nastro in acciaio.

Cod. Tec. GR52
Euro

Nastro
Lunghezza

m

Nastro
Larghezza

mm
F913502 3,75 2

13
F913503 4,11 3

F913505 5,05 5 19

ART. RUBBERFLEX
Cassa in materiale bicomponente ABS/gomma. Nastro in acciaio.

Cod. Tec. GR52
Euro

Nastro
Lunghezza

m

Nastro
Larghezza

mm
F914008 11,68 8

25
F914010 14,06 10

FLESSOMETRI

ART. F9142
Cassa ergonomica in bi-componente antiscivolo con bloccaggio, nastro in acciaio a spessore maggiorato
con rivestimento in mylar, clip di aggancio.

Cod. Tec. GR60
Euro

Nastro
Lunghezza

m

Nastro
Larghezza

mm
F91423 20,90 3 16

F91425 34,96 5 19

FLESSOMETRI

ART. F9146
Cassa in materiale sintetico con bloccaggio, nastro in acciaio al carbonio rivestito in mylar, clip di
aggancio.

Cod. Tec. GR60
Euro

Nastro
Lunghezza

m

Nastro
Larghezza

mm
F91463 13,71 3 12,7

F9146519 23,42
5

19

F9146525 27,77
25F91468 34,17 8

F914610 38,15 10

ART. F9147
Cassa metallica con bloccaggio, nastro in acciaio al carbonio rivestito in mylar, clip di aggancio.

Cod. Tec. GR60
Euro

Nastro
Lunghezza

m

Nastro
Larghezza

mm
F91473 17,71 3 12,7

ART. F9148
Lettura diretta sulla finestrella superiore, cassa metallica con bloccaggio, nastro in acciaio al carbonio
rivestito in mylar, clip di aggancio.

Cod. Tec. GR60
Euro

Nastro
Lunghezza

m

Nastro
Larghezza

mm
F91485 35,51 5 19

F.114 Indivisible package   Suggested retail package - Unit price

ITEM: CHROMOFLEX
ABS chromed casing, steel winding system.

Tech. Code Tape Length
m

Tape Width
mm

2
13

3

5 19

ITEM: RUBBERFLEX
ABS/rubber bicomponent material casing. Steel winding.

Tech. Code Tape Length
m

Tape Width
mm

8
25

10

POCKET TAPE MEASURES

ITEM: F9142
Ergonomically designed, two-component anti-slip case with block system, increased thickness steel tape,
with mylar coating and belt clip.

Tech. Code Tape Length
m

Tape Width
mm

3 16

5 19

POCKET TAPE MEASURES

ITEM: F9146
Plastic case with block system, carbon steel, mylar coated tape, with belt clip.

Tech. Code Tape Length
m

Tape Width
mm

3 12.7

5
19

258

10

ITEM: F9147
Plastic case with block system, carbon steel, mylar coated tape, with belt clip.

Tech. Code Tape Length
m

Tape Width
mm

3 12.7

ITEM: F9148
Instant reading through its upper window, metal case with block system, carbon steel tape, mylar coated
tape, with belt clip.

Tech. Code Tape Length
m

Tape Width
mm

5 19
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ART. ROUNDFLEX
Cassa in materiale plastico ABS, nastro in acciaio.

Cod. Tec. GR52
Euro

Nastro
Lunghezza

m

Nastro
Larghezza

mm
F912503 2,88 3 13

FLESSOMETRI

ART. F9126
Cassa in materiale sintetico, nastro in acciaio con verniciatura polimeralizzata.

Cod. Tec. GR60
Euro

Nastro
Lunghezza

m

Nastro
Larghezza

mm
F91263 9,16 3 12,7

FLESSOMETRI

Misurazione delle lunghezze, rilevazione delle superfici, calcolo dei volumi, tutto concepito per un utilizzo
intuitivo. La funzione di memorizzazione consente di accedere con facilità alle ultime 10 misurazioni. Grazie
alla certificazione ISO, i risultati delle misurazioni sono affidabili in qualsiasi circostanza. Display a tre righe
illuminato per una migliore leggibilità, Carcassa robusta, resistente agli urti con classe di protezione IP54
(protezione contro la polvere e gli spruzzi d’acqua). Diodo laser 635 nm, < 1 mW.
Unità di misura: m/cm, ft/inch

Dotazione:
2 batterie da 1,5 V LR03
(AAA)
Certificato del costruttore
Custodia protettiva

ART. GLM 40 PROFESSIONAL

Cod. Tec. F915440
GR64 Euro 155,00
Modello GLM 40
Campo di misura m 0,15 ÷ 40
Precisione +/- mm 1,5
Classe laser 2
Spegnimento automatico 5 minuti
Classe di protezione IP54
Alimentazione 2 x AAA 1,5 V
Peso g 90

RILEVATORI DI DISTANZE LASER

Strumento preciso e facile da usare, grazie al display illuminato a rotazione automatica. Misurazioni di lunghezze,
superfici e volumi, Trasferimento dei dati rapido ed efficiente tramite Bluetooth, interfaccia utente migliorata e
display a colori orientabile. Robustezza ed affidabilità grazie alla certificazione ISO e alla classe di protezione
IP 54, semplicità di scambio e documentazione intelligente dei valori misurati grazie all'app Measuring Master.
Ampia gamma di funzionalità inclusi funzione di tracciamento e sensore di inclinazione a 360°, per agevoli
misurazioni degli angoli ed applicazioni di livellamento. Memorizzazione automatica degli ultimi 30 valori di
misurazione. Crea disegni in pianta digitali, importa ed elabora quelli già esistenti ed esporta il risultato del
lavoro con l'app Measuring Master. Dispositivi supportati: Smartphone versioni Android 4.0 e successive,
Tablet versioni Android 4.0 e successive iPad (3ª gen. e successive), iPad Air (1ª gen. e successive), iPad mini
(1ª gen. e successive), iPhone versioni 4S e successive.
Unità di misura: m/cm, ft/inch

Dotazione:
Batterie non incluse: 2 batterie
da 1,5 V LR03 (AAA)
Certificato del costruttore
Custodia protettiva

ART. GLM 50 C PROFESSIONAL

Cod. Tec. F915590
GR64 Euro 225,00
Modello GLM 50 C
Campo di misura m 0,05 ÷ 50
Precisione +/- mm 1,5
Classe laser 2
Spegnimento automatico 5 minuti
Classe di protezione IP54
Alimentazione 2 x AAA 1,5 V
Peso g 100

F.115Indivisible package  Suggested retail package - Unit price

ITEM: ROUNDFLEX
ABS plastic casing, steel winding system.

Tech. Code Tape Length
m

Tape Width
mm

3 13

POCKET TAPE MEASURES

ITEM: F9126
Plastic case, polymerized-paint steel tape.

Tech. Code Tape Length
m

Tape Width
mm

3 12.7

POCKET TAPE MEASURES

Measures lengths, detection of surfaces, calculation of volumes. All designed for intuitive use. The memory
function allows easy access to the latest 10 measurements. Thanks to the ISO certification, the results of the
measurements are reliable in all circumstances. Lit three-line display for better readability. Robust casing,
shock resistant with IP54 (protection against dust and splashing water). Diode laser 635 nm, < 1 mW.
Unit of measurement: m/cm, ft/inch

Supplied with:
2 batteries of 1,5 V LR03
(AAA)
Certificate of manufacturer
Protective casing

ITEM: GLM 40 PROFESSIONAL

Tech. Code

Model GLM 40
Measuring range m 0,15 ÷ 40
Precision +/- mm 1,5
Laser class 2
Automatic shutdown 5 minutes
Protection class IP54
Power supply 2 x AAA 1,5 V
Weight g 90

LASER DISTANCES DETECTOR

Precise and user-friendly instrument with a rotating display. Measurements of lengths, surfaces and
volumes, fast and efficient data transfer via Bluetooth, improved user interface and adjustable colour display.
Sturdyness and reliability thanks to ISO certification and IP 54 protection class, easy exchange and intelligent
documentation of measured values thanks to the Measuring Mater app. Wide range of features including
tracking function and 360 ° sensor, for easy corner measurements and leveling applications. Automatic storage
of the last 30 measurement values. Create digital plan drawings, import and process existing ones and export
the result of the work with the Measuring Master app. Supported devices: Smartphone versions Android 4.0 and
subsequently, Tablet versions Android 4.0 and subsequently iPad (3rd and subsequently ), iPad Air (1st and
subsequent generations) iPad mini (1st and subsequent generations) iPhone versions 4S and subsequently.
Unit of measurement: m/cm, ft/inch

Supplied with:
Batteries not included: 2
batteries of 1,5 V LR03 (AAA)
Certificate of manufacturer
Protective casing

ITEM: GLM 50 C PROFESSIONAL

Tech. Code

Model GLM 50 C
Measurement range m 0,05 ÷ 50
Accuracy mm 1,5
Laser class 2
Automatic shutdown 5 minutes
Protection class IP54
Power supply 2 x AAA 1,5 V
Weight g 100
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Cassa in ABS, serbatoio trasparente per una visualizzazione della polvere contenuta, meccanismo di
riavvolgimento rapido del cordoncino, manovella a scomparsa in metallo, utilizzabile anche come filo a
piombo.

Cod. Tec. GR60
Euro

Lunghezza filo
m

Serbatoio
g



F916030 16,46 30 45 6

TRACCIATORI A FILO

ART. 1-47-403
Adatta per tracciatori a filo.

Cod. Tec. GR60
Euro Colore

Flacone
g



F9161RBLU 8,00 Blu 115 12

POLVERE PER TRACCIARE

Cod. Tec. GR60
Euro Colore

F9200BIANCO 4,20 Bianco
F9200BLU 4,20 Blu

F9200GIALLO 4,20 Giallo
F9200NERO 4,20 Nero

F9200ROSSO 4,20 Rosso
F9200VERDE 4,20 Verde

ART. F9200
Resistenti agli agenti atmosferici per un uso anche in esterno, ottima copertura anche su
superfici scure, colore inalterabile nel tempo, utilizzabile su qualunque materiale come metallo,
plastica, legno, cartone ecc.

PENNARELLI INDELEBILI A VERNICE

Cod. Tec. GR60
Euro Colore

F9210BIANCO 4,20 Bianco
F9210BLU 4,20 Blu

F9210GIALLO 4,20 Giallo
F9210NERO 4,20 Nero

F9210ROSSO 4,20 Rosso
F9210VERDE 4,20 Verde

ART. SL.100
Marcatore a vernice liquida, per tutte le superfici anche le piu' difficili, marcatura durevole che
resiste agli agenti atmosferici (fino a 100°C), punta solida e resistente all'usura.

MARCATORI A VERNICE LIQUIDA

Cod. Tec. GR60
Euro Colore

Traccia
mm

F9211BIANCO 4,68 Bianco

3

F9211BLU 4,68 Blu
F9211GIALLO 4,68 Giallo
F9211NERO 4,68 Nero

F9211ROSSO 4,68 Rosso
F9211VERDE 4,68 Verde

ART. F9211
Indelebile su qualunque tipo di superficie oleose, bagnate, arrugginite

MARCATORI A VERNICE OPACA

F.116 Indivisible package   Suggested retail package - Unit price

ABS casing, transparent container for easy dust read-out, rapid tape re-winding, retractable metal
handle, can also be used as a plumb-line.

Tech. Code String length
M

Pot
g



30 45

CHALK LINE REEL

ITEM: 1-47-403
Suitable for string markers.

Tech. Code Colour
Bottle

g


Blue 115

MARKING POWDER

Tech. Code Colour

White
Blue

Yellow
Black
Red

Green

ITEM: F9200
Weather proof for outdoor use also, good coverage even on dark surfaces, unalterable colour, it
can be used on any material such as metal, plastic, wood, cardboard, etc...

PAINT PERMANENT MARKERS

Tech. Code Colour

White
Blue

Yellow
Black
Red

Green

ITEM: SL.100
Liquid paint marker, for every surface, also the hardest, durable mark resistant to atmospheric
agents (up to 100°C), strong and resistant tip.

LIQUID PAINT MARKERS

Tech. Code Colour
Track
mm

White

3

Blue
Yellow
Black
Red

Green

ITEM: F9211
Indelible on any type of surface, be it oily, wet, rusty.

OPAQUE PAINT MARKERS
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Cod. Tec. GR60
Euro Colore 

F9220BIANCO 6,29 Bianco 12
F9220GIALLO 6,29 Giallo 1

ART. QUIK STIK
Stick a vernice solida in portapastelli con rotellina, per tutte le superfici: bagnate, lisce, ruvide e
calde, marcature nette e permanenti resistenti fino a 200°C, asciuga in soli 5 minuti.

STICK A VERNICE SOLIDA PER SUPERFICI FREDDE

Cod. Tec. GR60
Euro Colore

F9230NERO 3,35 Nero
F9230ROSSO 3,35 Rosso

ART. DURA-INK 5
Punta microestesa per marcature di precisione adatte a raggiungere le aree più difficili,
marcatore ad inchiostro permanente. Micropunta in metallo resistente a graffi, acqua e rotture.

MARCATORI AD INCHIOSTRO PERMANENTE

Cod. Tec. GR60
Euro Colore

F9235NERO 1,08 Nero
F9235ROSSO 1,08 Rosso

ART. DURA-INK 15
Marcatore ad inchiostro permanente resistente ad acqua e graffi, punta rotonda ultradura per
lavori difficili, perfetto per ambienti industriali, asciugatura rapida e resistenza all'usura.

Cod. Tec. GR60
Euro Descrizione

F9250Q 12,00 Confezione da 100 pezzi

GESSETTI BIANCHI QUADRATI

Cod. Tec. GR60
Euro

Caratteri
mm

Sezione stelo
Lunghezza stelo

mm
F9300N2 29,25 2

6,35 63,5F9300N3 29,25 3
F9300N4 33,06 4 8

70F9300N5 33,06 5
9,5F9300N6 38,42 6

F9300N8 67,16 8 12,7
89F9300N10 88,17 10 14,3

ART. F9300
Pz. 10, Caratteri a mano destri tipo standard, testa in acciaio speciale durezza 58-62 HRC.

PUNZONI NUMERI IN SERIE

Cod. Tec. GR60
Euro

Caratteri
mm

Sezione stelo
Lunghezza stelo

mm
F9310L2 73,75 2

6,35 63,5F9310L3 73,75 3
F9310L4 82,50 4 8

70F9310L5 82,50 5
9,5F9310L6 94,76 6

F9310L8 168,92 8 12,7
89F9310L10 219,39 10 14,3

ART. F9310
Pz. 27, Caratteri a mano destri tipo standard, testa in acciaio speciale durezza 58-62 HRC.

PUNZONI LETTERE IN SERIE

F.117Indivisible package  Suggested retail package - Unit price

Tech. Code Colour 

White
Yellow

ITEM: QUIK STIK
Solid paint stick in twist-up holder with wheel, for every surface: wet, smooth, rough and hot,
clear and durable marks up to 200°C, it dries in just 5 minutes.

SOLID PAINT STICKS

Tech. Code Colour

Black
Red

ITEM: DURA-INK 5
Tip micro-extended for clear marks reaching the most difficult areas, permanent ink marker.
Micro-tip in metal. Scratches, water and breaks resistant.

PERMANENT INK MARKERS

Tech. Code Colour

Black
Red

ITEM: DURA-INK 15
Permanent ink marker scratches and water resistant, spherical tip ultra-hard for difficult works,
perfect for industrial conditions, fast-drying quality and wear resistant.

Tech. Code Description

100-piece package

SQUARED WHITE CHALKS

Tech. Code Characters
mm

Stem section
Stem length

mm
2

6.35 63.5
3
4 8

705
9.5

6
8 12.7

89
10 14.3

ITEM: F9300
10 pc set, Right hand standard characters, special steel head hardness 58-62 HRC.

NUMBER PUNCHES IN SET

Tech. Code Characters
mm

Stem section
Stem length

mm
2

6.35 63.5
3
4 8

705
9.5

6
8 12.7

89
10 14.3

ITEM: F9310
27 pc set, Right hand standard characters, special steel head hardness 58-62 HRC.

LETTER PUNCHES IN SET



F

F.118 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ART. MB5
I numeratori MB5 sono stati realizzati per poter dare all'utilizzatore una maggiore maneggevolezza nel
cambio del numero. Invece di avere un portacaratteri con caratteri intercambiabili, con il numeratore
MB5 si riesce ad impostare velocemente la numerazione da marcare grazie al perno sfilabile.
Modello provvisto di codolo a mano utilizzabile con martello, a richiesta si possono avere codoli diversi
per l'utilizzo con macchine a battuta.

Cod. Tec. GR60
Euro N° rotelle

Dimensioni numeri
mm

F930553 900,00 5 3

NUMERATORI MB5

Cod. Tec. GR60
Euro

Ø
mm

Lunghezza
mm

Lettera/numero

F9315LS 16,40

-
-

S
F9315LT 16,40 T
F9315LU 16,40 U
F9315LV 16,40 V
F9315LW 16,40 W
F9315LX 16,40 X
F9315LY 16,40 Y
F9315LZ 16,40 Z
F9315N0 16,40 0
F9315N1 16,40 1
F9315N2 16,40 2
F9315N3 16,40 3
F9315N4 16,40 4
F9315N5 16,40 5
F9315N6 16,40 6
F9315N7 16,40 7
F9315N8 16,40 8
F9315N9 16,40 9
F9315PS (16,40) Punta di ricambio -

Cod. Tec. GR60
Euro

Ø
mm

Lunghezza
mm

Lettera/numero

F9315140 42,70 16 140 -
F9315LA 16,40

- -

A
F9315LB 16,40 B
F9315LC 16,40 C
F9315LD 16,40 D
F9315LE 16,40 E
F9315LF 16,40 F
F9315LG 16,40 G
F9315LH 16,40 H
F9315LI 16,40 I
F9315LJ 16,40 J
F9315LK 16,40 K
F9315LL 16,40 L
F9315LM 16,40 M
F9315LN 16,40 N
F9315LO 16,40 O
F9315LP 16,40 P
F9315LQ 16,40 Q
F9315LR 16,40 R

ART. F9315

Caratteri e numeri per bulini serie MICRO.
Dimensione dei caratteri 25/10

Marcatura a battuta veloce e profonda di lettere, numeri, simboli e loghi personalizzati su metalli, leghe, plastiche e cartoncini.
I bulini automatici serie Micro rappresentano il sistema di marcatura più piccolo al mondo ed hanno una potenza regolabile
fino a 50 Kg.
Scatto interno movimentato con la pressione del palmo della mano. Fornito di serie con punta per operazioni di bulinatura.

BULINI AUTOMATICI SERIE MICRO

Ideali per una marcatura veloce e profonda di loghi, testi e numeri.
Azionamento manuale del meccanismo tramite leva, effetto premilamiera per evitare
deformazioni del materiale. Identica profondità di marcatura su pezzi di altezza diversa.
Adatte anche per lavorazioni come rivettatura, ribaditura e cianfrinatura.

Caratteristiche:
- Peso netto: 10Kg - 33 Kg
- Cava a T: 6 mm - 10 mm
- Diametro codolo: 8 x 32 mm - 10 x 38 mm

ART. MB15 - 500

Cod. Tec. GR60
Euro

Dimensioni
mm

Potenza regolabile
Kg / kN

Altezza massima
mm

F9330MB15 650,00 132 x 450 x
210

500 / 5 260

MACCHINE DA BANCO A BATTUTA MANUALI

F.118 Indivisible package   Suggested retail package - Unit price

ITEM: MB5
MB5 numerators are designed to provide a smooth and swift change of numbers MB5's removable
pivot allows for a fast number setting, instead of relying on a character holder with interchangeable
characters.
Version equipped with manually operated taper/shank with hammer. Upon request different kinds of
taper to be used on various stroke marking tools may be supplied.

Tech. Code N. of wheels
Type size

mm
5 3

NUMERATORS MB5

Tech. Code Ø
mm

Length
mm

Letter/number

-
-

S
T
U
V
W
X
Y
Z
0
1
2
3
4
5
6
7
8
9

Spare tip -

Tech. Code Ø
mm

Length
mm

Letter/number

16 140 -

- -

A
B
C
D
E
F
G
H
I
J
K
L
M
N
O
P
Q
R

ITEM: F9315

Characters and numbers for MICRO serie centre punches.
Font size 25/10

Deep, fast stroke marking for characters, numbers, symbols and custom logo on metal, alloy, plastic and light cardboard
materials. Automatic centre punches, Micro series stand as the smallest stroke marking system in the world, adjustable force
up to 50 kg.
Spring system activated by hand pressure. Standard version supplied with tips for punch marking

AUTOMATIC CENTRE PUNCHES, MICRO SERIES

Perfect for quick and deep stroke marking of a logo, texts and numbers.
Manually activated lever-action mechanism, strip-pressing system to avoid work piece
deformation. Uniform stroke even on pieces of various thickness. Suitable also for
calking, riveting and blanking operations.

Main features:
- Net weight: 10Kg - 33 Kg
- T-shaped groove: 6 mm - 10 mm
- Taper diameter: 8 x 32 mm - 10 x 38 mm

ITEM: MB15 - 500

Tech. Code Dimensions
mm

Adjustable force
Kg / kN

Height max
mm

132 x 450 x
210

500 / 5 260

BENCH TYPE IMPACT MANUAL MACHINES
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F.119 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR60
Euro Ø del codolo di aggancio Adattatore Filetto

F933108 15,90 8 MB15
M12F9331MANO 17,70 - A MANO

ART. F9331
Codoli di unione fra portacaratteri e numeratori o macchine per marcare.
Versione D8 per macchina MB15.
Versione a mano da utilizzare con il martello.

CODOLI PER PORTACARATTERI

Cod. Tec. GR60
Euro

Righe
n°

A
mm

B
mm

C
mm

D
mm

E
mm

Caratteri per riga

F9335PC13/6 109,20
1 20

55
40

40 6 3 x 13

F9335PC3/4 96,60 50 30 4 2 x 15

ART. PC
I portacaratteri lineari sono adatti a marcare sia su piano con
macchine a battuta o presse sia su particolari tondi con macchine
a rullamento.
Tutti i modelli hanno un foro filettato M12 per l'inserimento del codolo
di aggancio che andrà scelto in funzione della macchina di marcatura.

A richiesta si possono avere portacaratteri con righe multiple.

PORTACARATTERI LINEARI

Cod. Tec. GR60
Euro

Altezza dei caratteri
mm

Esecuzione

F934020/10 298,80 2 - 20/10
Standard per l'utilizzo con portacaratteri AutomatorF934030/10 298,80 3 - 30/10

ART. F9340
Cofanetti contenenti 100 caratteri standard assortiti e 20 spaziatori.
I caratteri sono disponibili in varie altezze.

COFANETTI CON 100 CARATTERI ASSORTITI

Cod. Tec. GR60
Euro

Altezza dei caratteri
mm

Modello del portacaratteri N° caratteri per portacaratteri

F934115/10 402,00 1,5
PC2/4S

9
F934120/10 402,00 2 7
F934125/10 402,00 2,5

PC13/6
16

F934130/10 402,00 3 13

ART. F9341
Cofanetti contenenti 100 caratteri standard assortiti, 20 spaziatori, un portacaratteri con codolo
a mano, una pinza ed una chiave per la perfetta chiusura dei caratteri.
I caratteri sono disponibili in varie altezze.

COFANETTI CON 100 CARATTERI ASSORTITI E PORTACARATTERI

F.119Indivisible package  Suggested retail package - Unit price

Tech. Code Coupling shank/taper Ø Adapter Thread

8 MB15
M12

- MANUAL

ITEM: F9331
Coupling tapers/shanks to join character holders and numerators or other stroke marking tools.
D8 version for MB15 machines.
Manually operated version to be used with hammer.

TAPERS FOR CHARACTER HOLDERS

Tech. Code Rows
n°

A
mm

B
mm

C
mm

D
mm

E
mm

Types per row

1 20
55

40
40 6 3 x 13

50 30 4 2 x 15

ITEM: PC
Linear type holders are suitable for flat surface marking with stroke
marking machines or presses both on round shapes marking with
rolling machines.
All models are equipped with an M12 threaded hole to insert the
coupling shank to be selected according to the stroke marking tool
used.

Upon request character holders can be provided so to multiple
number alignment.

LINEAR CHARACTER HOLDERS

Tech. Code Type size
mm

Execution

2 - 20/10
Standard for Automator type holder

3 - 30/10

ITEM: F9340
Assortment of 100 characters and 20 spacers in casing.
Characters available in different sizes.

ASSORTMENT OF 100 CHARACTERS IN CASING

Tech. Code Type size
mm

Type holder model N° casing for character holder

1,5
PC2/4S

9
2 7

2,5
PC13/6

16
3 13

ITEM: F9341
Assortment of 100 characters and 20 spacers in casing, one type holder with manual shank,
one plier and one key for perfect type fastening , types available in different sizes.

ASSORTMENT OF 100 CHARACTERS IN CASING AND CHARACTER HOLDER
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F.120 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR60
Euro n°

ø ghiera
mm

Lunghezza setola
mm

F9400T4 1,96 4 9
40F9400T6 2,27 6 11

F9400T8 2,92 8 12
F9400T10 3,35 10 18

51F9400T12 3,68 12 21
F9400T14 4,33 14 23
F9400T16 5,51 16 27

57F9400T18 7,58 18 31
F9400T20 9,07 20 33 64

ART. F9400
Pura setola cinese bionda, manico in legno verniciato opaco con ghiera nichelata.

PENNELLI TONDI STROZZATI

Cod. Tec. GR60
Euro N°

ø ghiera
mm

Spessore ghiera
mm

Lunghezza setola
mm

F940502 2,39 2 18 13
43F940504 2,81 4 22 16

F940506 3,35 6 27 20 45
F940508 4,12 8 34 23

53F940510 4,66 10 39 28
F940512 6,10 12 45 31 61
F940514 10,33 14 50 37 68

ART. F9405
Pura setola cinese bionda, manico in legno verniciato opaco con ghiera nichelata.

PENNELLI OVALINI

Cod. Tec. GR60
Euro

Larghezza ghiera
mm

Spessore ghiera
mm

Lunghezza setola
mm

F9409P20 2,16 20

15

41
F9409P30 2,50 30 48
F9409P40 3,14 40

54F9409P50 3,58 50
F9409P60 4,72 60 61
F9409P70 6,36 70 67

ART. F9409
Pura setola cinese bionda, manico in legno verniciato opaco con ghiera nichelata.

PENNELLI PIATTI

Cod. Tec. GR60
Euro

Larghezza ghiera
mm

Spessore ghiera
mm

Lunghezza setola
mm

F9410P20 1,73 20

15

43F9410P30 1,83 30
F9410P40 2,16 40
F9410P50 3,04 50

49F9410P60 3,46 60
F9410P70 5,73 70 55
F9410P80 5,63 80 54

ART. F9410
Pura setola cinese bionda, manico in plastica con ghiera nichelata.

Cod. Tec. GR60
Euro

Larghezza ghiera
mm

Spessore ghiera
mm

Lunghezza setola
mm

F9420R20 2,81 20

9

41
F9420R30 2,81 30

48F9420R40 3,24 40
F9420R50 4,12 50 54
F9420R60 5,63 60 61

ART. F9420
Pura setola cinese bionda, manico in legno con ghiera nichelata.

PENNELLI PER RADIATORI

F.120 Indivisible package   Suggested retail package - Unit price

Tech. Code n°
die ø
mm

Bristle length
mm

4 9
406 11

8 12
10 18

5112 21
14 23
16 27

57
18 31
20 33 64

ITEM: F9400
Blond Chinese bristle, painted opaque wooden handle with nickel ferrule.

THROTTLE BODY ROUND BRUSHES

Tech. Code N°
Die ø
mm

Die thickness
mm

Bristle length
mm

2 18 13
43

4 22 16
6 27 20 45
8 34 23

53
10 39 28
12 45 31 61
14 50 37 68

ITEM: F9405
Blond Chinese bristle, opaque painted wooden handle with nickel-plated ferrule.

OVAL BRUSHES

Tech. Code Ring width
mm

Die thickness
mm

Bristle length
mm

20

15

41
30 48
40

54
50
60 61
70 67

ITEM: F9409
Blond Chinese bristle, opaque painted wooden handle with nickel-plated ferrule.

FLAT BRUSHES

Tech. Code Die width
mm

Die thickness
mm

Bristle length
mm

20

15

4330
40
50

49
60
70 55
80 54

ITEM: F9410
Blond Chinese bristle, plastic handle with nickel ferrule.

Tech. Code Die width
mm

Die thickness
mm

Bristle length
mm

20

9

41
30

48
40
50 54
60 61

ITEM: F9420
Blond Chinese bristle, wooden nickel ferrule handle.

RADIATOR BRUSHES
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F.121 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR60
Euro Filo Manico

Lunghezza
mm

F9500ACC 3,50 Acciaio ottonato  Ø 0,3 Rosso 245

Modello SPID

SPAZZOLE A MANO

Cod. Tec. GR60
Euro Filo Manico

Lunghezza
mm

F9501INOX 5,81 Inox Ø 0,3 Verde 245

Modello SPID

Cod. Tec. GR60
Euro Filo Manico

Lunghezza
mm

F9502OTT 6,47 Ottone Ø 0,3 Giallo 245

Modello SPID

Cod. Tec. GR60
Euro Filo Manico

Lunghezza
mm

F9503NYLON 7,11 Nylon Ø 0,8 Blu 245

Modello SPID

Cod. Tec. GR60
Euro Filo Ranghi

Dimensioni
mm

F95053 1,85
Ottone 0,15

3 15 x 150
F95054 3,08

4
25 x 150

F95054/L 5,30 35 x 170

Cod. Tec. GR60
Euro Filo Ranghi

Dimensioni
mm

F95063 2,66 Acciaio 0,15 3 25 x 150

Cod. Tec. GR60
Euro Filo Ranghi

Lunghezza
mm

F95155 2,97 Acciaio 5 280

Cod. Tec. GR60
Euro Filo Ranghi

Lunghezza
mm

F9520ACC 4,40 Acciaio
1 220F9520OTT 6,47 Ottone

ART. F9520
Con le sue ridotte dimensioni, è l'ideale per la spazzolatura a mano di superfici ridotte e con
piccole fessure dove risulta impossibile intervenire con le spazzole a mano tradizionali.

SPAZZOLE A MANO SLIM

Cod. Tec. GR52
Euro

Lunghezza lama
mm



F961030 3,33 30

12

F961040 3,44 40
F961050 3,53 50
F961060 3,62 60
F961080 4,09 80

F9610100 5,09 100

ART. F9610
Lame in acciaio al carbonio con manico in legno di faggio di prima qualità.

SPATOLE

F.121Indivisible package  Suggested retail package - Unit price

Tech. Code Steel wire Handle
Length

mm
Brass-plated steel ø 0,3 Red 245

SPID Model.

WIRE HAND BRUSHES

Tech. Code Steel wire Handle
Length

mm
Inox Ø 0,3 Green 245

SPID Model.

Tech. Code Steel wire Handle
Length

mm
Brass ø 0,3 Yellow 245

SPID Model.

Tech. Code Wire Handle
Length

mm
Nylon Ø 0,8 Blue 245

SPID Model.

Tech. Code Steel wire Rows
Dimensions

mm

Brass 0,15
3 15 x 150

4
25 x 150
35 x 170

Tech. Code Wire Rows
Dimensions

mm
Steel 0,15 3 25 x 150

Tech. Code Steel wire Rows
Length

mm
STEEL 5 280

Tech. Code Wire Rows
Length

mm
Steel

1 220
Brass

ITEM: F9520
Hand brushes of limited size for better hand brushing of smaller surfaces and with little cracks
where traditional hand brushes cannot be used.

SLIM HAND BRUSHES

Tech. Code Blade length
mm



30
40
50
60
80

100

ITEM: F9610
Special hardened steel blade, painted wooden handle.

SPATULAS
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F.122 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR60
Euro

Lunghezza
mm

F9630120 4,58 120

ART. 1-28-956
Lama in acciaio bluettato, manico in legno.

SPATOLE DENTATE PER COLLA

Cod. Tec. GR52
Euro

Capacità
ml

F9708200 6,14 200
F9708300 7,49 300
F9708500 7,77 500
F9708-18C 2,55 Cannuccia di ricambio

ART. F9708
Oliatori a pressione con canna rigida. Serbatoio graduato in polietilene ed impugnatura
anatomica in polipropilene, pompa in ottone. Serie professionale made in Italy

OLIATORI

Cod. Tec. GR52
Euro

Capacità
ml

F9709200 5,81 200
F9709300 7,07 300
F9709500 7,77 500
F9709-19C 2,55 Cannuccia di ricambio

ART. F9709
Oliatori a pressione con canna flessibile. Serbatoio graduato in polietilene ed impugnatura
anatomica in polipropilene, pompa in ottone. Serie professionale made in Italy

Cod. Tec. GR52
Euro

Capacità
ml

F9718200 9,27 200
F9718300 9,70 300
F9718500 10,55 500
F9718750 11,94 750

ART. F9718
Oliatori a pressione con canna rigida. Serbatoio in lamiera verniciata ed impugnatura metallica
con tappo pressofuso, pompa in ottone. Serie professionale made in Italy

OLIATORI IN METALLO

Cod. Tec. GR52
Euro

Capacità
ml

F9719200 9,27 200
F9719300 9,70 300
F9719500 10,55 500
F9719750 11,94 750

ART. F9719
Oliatori a pressione con canna flessibile. Serbatoio in lamiera verniciata ed impugnatura
metallica con tappo pressofuso, pompa in ottone. Serie professionale made in Italy

Cod. Tec. GR52
Euro

Lunghezza lama
mm



F9612040 5,13 40

12
F9612060 5,75 60
F9612080 6,43 80
F9612100 7,79 100
F9612120 8,66 120

ART. F9612
Lame in acciaio inossidabile con arrotatura di precisione per garantire una perfetta conicità e
un'adeguata flessibilità. Impugnatura ergonomica bicomponente realizzata in polipropilene e
gomma termoplastica antiscivolo.

SPATOLE IN ACCIAIO INOX

F.122 Indivisible package   Suggested retail package - Unit price

Tech. Code Length
mm
120

ITEM: 1-28-956
Steel blue blade, wooden handle.

GLUE SCRAPERS

Tech. Code Capacity
ml

200
300
500

Spare spout

ITEM: F9708
Pressure oiler with rigid spout.
Polyethyene can and anatomic handle grip in polypropylene, brass pump.
Professional series made in Italy

OILERS

Tech. Code Capacity
ml

200
300
500

Spare spout

ITEM: F9709
Pressure oiler with flexible spout.
Polyethyene can and anatomic handle grip, brass pump.
Professional series made in Italy

Tech. Code Capacity
ml

200
300
500
750

ITEM: F9718
Pressure oiler with rigid spout.
Painted sheet metal can, metal handle with die-cap, brass pump.
Professional series made in Italy.

METAL OILERS

Tech. Code Capacity
ml

200
300
500
750

ITEM: F9719
Pressure oiler with flexible spout.
Painted sheet metal can, metal handle with die-cap, brass pump.
Professional series made in Italy

Tech. Code Blade length
mm



40
60
80

100
120

ITEM: F9612
Stailess steel blade with precision rolling to ensure perfect taper and adequate flexibility.
Ergonomic two-component handle made of polypropylene and non-slip thermoplastic rubber.

SPATULAS IN STAINLESS STEEL
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F.123 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR60
Euro

Capacità
ml

F9730250 4,54 250
F9730500 5,19 500

ART. F9730
Polietilene bassa densità, cannuccia in metallo.

OLIATORI

Cod. Tec. GR60
Euro

Capacità
ml

F97401000 5,90 1000

ART. F9740
Polietilene alta densità.

SPRUZZATORI CON VAPORIZZATORE

Cod. Tec. GR52
Euro

Capacità
ml

F97451000 7,29 1000

ART. F9745
Spruzzatori a pompa nebulizzatrice per olii leggeri, gasolio e prodotti detergenti, liquidi con
componenti acidi poco aggressivi. Beccuccio con ugello regolabile in ottone, serbatoio in
polietilene e guarnizioni in Viton.

SPRUZZATORI PER ACIDI MODERATAMENTE AGRESSIVI

Cod. Tec. GR52
Euro

Capacità
ml

Serbatoio

F97471250 19,88 1250 Giallo
F97472200 23,59 2200 Rosso

ART. F9747
Spruzzatori a pressione di grande portata con pompa nebulizzatrice per olii leggeri, gasolio e
prodotti detergenti, liquidi non acidi. Beccuccio con ugello regolabile in ottone, robusto serbatoio
graduato in polietilene e guarnizioni in Viton.

SPRUZZATORI A PRESSIONE

Cod. Tec. GR60
Euro

Capacità
ml

Ø
mm

Altezza
mm

F98001000 2,49 1000 120 135
F98002000 5,09 2000 145 170
F98003000 6,17 3000 165 185
F98005000 9,41 5000 190 235

Polipropilene, temperature di utilizzo -10° +120°.

CARAFFE TONDE GRADUATE

Cod. Tec. GR60
Euro

Capacità
ml

Ø
mm

Altezza
mm

F98131000 16,55 1000 95 250
F98132000 20,33 2000 110 320
F98135000 31,15 5000 150 380

Polietilene alta densità.

CARAFFE PER OLIO GRADUATE

Cod. Tec. GR60
Euro

Capacità
L

Ø Superiore
mm

Ø Inferiore
mm

Altezza
mm

F982017 15,90 17 335 245 310

Polietilene bassa densità.

SECCHI PESANTI GRADUATI CON BECCO PER TRAVASO

F.123Indivisible package  Suggested retail package - Unit price

Tech. Code Capacity
ml

250
500

ITEM: F9730
Low density polyethylene, metal spout.

OILERS

Tech. Code Capacity
ml

1000

ITEM: F9740
High density polyethylene.

SPRAYERS WITH VAPORIZER

Tech. Code Capacity
ml

1000

ITEM: F9745
Professional model. Spraying pump for light oils, diesel fuel and detergent products (acids
excluded). Spout with adjustable nozzle. Polyethylene tank. With Viton brass ring, for liquids
with moderately aggressive acid agents.

MIST SPRAYERS

Tech. Code Capacity
ml

Tank

1250 Yellow
2200 Red

ITEM: F9747
Pressure sprayers with big capacity mist spraying pump, with viton ring, for light oils, diesel fuel,
detergent (not acid). Spout with adjustable nozzle and brass jet. Sturdy, polyethylene tank, with
scaling.

PRESSURE SPRAYERS

Tech. Code Capacity
ml

Ø
mm

Height
mm

1000 120 135
2000 145 170
3000 165 185
5000 190 235

Polypropylene, -10° +120° temperature range

GRADUATED ROUND JUGS

Tech. Code Capacity
ml

Ø
mm

Height
mm

1000 95 250
2000 110 320
5000 150 380

High density polyethylene.

GRADUATED JUGS FOR OIL

Tech. Code Capacity
L

upper ø
mm

lower ø
mm

Height
mm

17 335 245 310

Low density polyethylene.

HEAVY DUTY BUCKET WITH GRADUATION AND POURING LIP
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Polietilene alta densità, attacco per rubinetto da ¾”.

Cod. Tec. GR60
Euro

Capacità
L

Ø
mm

Altezza
mm

Bocca
mm

F983030 61,98 30 380 440 250
F9830RUB 4,33 Rubinetto per fusto da ¾” - - -

FUSTI A BOCCA LARGA

Cod. Tec. GR60
Euro

Ø
mm

F9850200 12,05 200
F9850250 13,44 250
F9850300 18,54 300

Polietilene alta densità.

IMBUTI IN PLASTICA CON FILTRO

Cod. Tec. GR60
Euro

Ø
mm

F9860FIS 22,25 200

ART. F9860

IMBUTI IN METALLO CON FILTRO

Cod. Tec. GR60
Euro

Ø
mm

Flessibile
mm

F9870FLES 29,66 200 38 x 320

ART. F9870
Rimuovendo la parte flessibile si avrà un imbuto come codice F9860FIS.

IMBUTI IN METALLO CON FILTRO E FLESSIBILE

Safety
High quality
Renewablelubricants

F.124 Indivisible package   Suggested retail package - Unit price

High density polyethylene, ¾” spout

Tech. Code Capacity
L

Ø
mm

Height
mm

Mouth width
mm

30 380 440 250
¾ '' drum spout - - -

WIDE MOUTH DRUMS

Tech. Code Ø
mm
200
250
300

High density polyethylene.

PLASTIC FUNNELS WITH FILTER

Tech. Code Ø
mm
200

ITEM: F9860

METAL FUNNELS WITH FILTER

Tech. Code Ø
mm

Flexible
mm

200 38 x 320

ITEM: F9870
Once its flexible spout is removed, item shall be as F9860FIS.

FLEXIBLE METAL FUNNELS WITH FILTER
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G.2 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

INFORMAZIONI DI UTILIZZO SUI DISCHI PER TRONCATURA E SBAVATURA
I dischi per troncatura e sbavatura sono costituiti da granulo abrasivo, materiale legante ed additivi e si adattano in maniera ottimale alle lavorazioni con
smerigliatrici angolari elettriche e pneumatiche per operazioni di taglio e sbavatura su svariate tipologie di materiali.

Tutti gli articoli proposti sono esenti da additivi contenenti ferro, zolfo e cloro.
Vanno utilizzati con tutti gli strumenti di protezione individuale previsti dalle normative vigenti in materia di sicurezza sul lavoro.

In ogni gamma potete trovare le indicazioni di utilizzo dei dischi
abrasivi per una selezione rapida del prodotto più adatto al vostro
impiego.

INDICAZIONI DI UTILIZZO PER MATERIALI

P M K N S H

 Consigliato per questo materiale  Adatto per questo materiale

TABELLA VELOCITA' DI TAGLIO DISCHI PER TRONCATURA E SBAVATURA

Diametro disco
mm 115 125 180 230

Velocità max
(RPM) 13.200 12.200 8.500 6.600

P M K N S H
   

DISCHI DA TAGLIO PIANI

Cod. Tec. G021511510 G021511516 G021512510 G021512516 G021523019
GR69 Euro 3,11 3,11 3,18 3,18 5,38
Ø mm 115 x 1,0 x 22,2 115 x 1,6 x 22,2 125 x 1,0 x 22,2 125 x 1,6 x 22,2 230 x 1,9 x 22,2

 25

ART. SUPER BLEUE 4
Alte prestazioni. Adatte per acciai e acciai inossidabili. Utilizzo su smerigliatrici angolari.

P M K N S H
   

DISCHI DA TAGLIO PIANI CUBITRON II

Cod. Tec. G022011510 G022011516 G022012510 G022012516 G022023025
GR69 Euro 3,37 3,67 3,67 4,32 14,62
Ø mm 115 x 1,0 x 22,2 115 x 1,6 x 22,2 125 x 1,0 x 22,2 125 x 1,6 x 22,2 230 x 2,5 x 22,2

 25

ART. CUBITRON II
Disco da taglio ceramico Cubitron II. Grande resistenza meccanica e alta densità. Elevata velocità di taglio unita a
grande durata. Idoneo per tagliare metalli molto duri oltreché acciaio e acciaio inox.

P M K N S H
   

DISCHI DA TAGLIO PIANI

Cod. Tec. G020711510 G020711516 G020712510 G020712516 G020723019
GR61 Euro 2,35 2,35 2,50 2,50 4,06
Ø mm 115 x 1,0 x 22,2 115 x 1,6 x 22,2 125 x 1,0 x 22,2 125 x 1,6 x 22,2 230 x 1,9 x 22,2

 25

ART. SPACE CUT
Dischi da taglio di ultima generazione, TOP QUALITY.
Eccellenti performance di taglio ed elevata durata.
ideali su acciai e acciai inossidabili. Utilizzo su smerigliatrici angolari.

G.2 Indivisible package   Suggested retail package - Unit price

CUTTING-OFF AND GRINDING DISC - INSTRUCTIONS FOR USE
Grinding and cutting discs consist of abrasive grains,binding materials and additives, perfectly adapting to the electric and pneumatic angle grinders, fit for
cutting and grinding on a wide range of materials.

All items herewith listed are free from additives that may contain iron, sulphur and chlorine.
All items should be used together with all the personal protective equipment (PPE) as stated by law and provided by employer..

Each range of products includes all the recommendations related to
abrasive discs for quick selection of that product which better suits
your needs and requirements.

RECOMMENTATIONS CONCERNING MATERIALS

P M K N S H

 Recommended fot this material   Suitable for this material

CUTTING SPEED CHART FOR GRINDING OR CUTTING-OFF DISC

Ring diameter
mm 115 125 180 230

Max speed
(RPM) 13.200 12.200 8.500 6.600

P M K N S H
   

FLAT CUTTING DISCS

Tech. Code

Ø mm 115 x 1.0 x 22.2 115 x 1.6 x 22.2 125 x 1.0 x 22.2 125 x 1.6 x 22.2 230 x 1.9 x 22.2


ITEM: SUPER BLEUE 4
High performance. Suitable for steel and stainless steel. To be used on angle grinders.

P M K N S H
   

FLAT CUTTING DISCS CUBITRON II

Tech. Code

Ø mm 115 x 1.0 x 22.2 115 x 1.6 x 22.2 125 x 1.0 x 22.2 125 x 1.6 x 22.2 230 x 2.5 x 22.2


ITEM: CUBITRON II
Cubitron II ceramic type cutting disc. Optimised for maximum cutting high-density performance. High cutting rates
and long service life. Suitable for cutting very hard metals, steel and stainless steel.

P M K N S H
   

FLAT CUTTING DISCS

Tech. Code

Ø mm 115 x 1,0 x 22,2 115 x 1,6 x 22,2 125 x 1,0 x 22,2 125 x 1,6 x 22,2 230 x 1,9 x 22,2


ITEM: SPACE CUT
Lastest generation flat cutting discs, TOP QUALITY.
Excellent performance cutting and long duration.
Suitable for steel and stainless steel. To be used on angle grinders.
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P M K N S H
   

DISCHI DA TAGLIO A CENTRO DEPRESSO

Cod. Tec. G031211525 G031211532 G031212532 G031218032 G031223032
GR69 Euro 2,80 2,80 3,09 4,38 5,96
Ø mm 115 x 2,5 x 22,2 115 x 3,2 x 22,2 125 x 3,2 x 22,2 180 x 3,2 x 22,2 230 x 3,2 x 22,2

 25

ART. SUPER BLEUE 4
Alte prestazioni. Adatte per acciai e acciai inossidabili. Utilizzo su smerigliatrici angolari.

P M K N S H
   

MOLE PER SBAVATURA A CENTRO DEPRESSO

Cod. Tec. G032511570 G032512570 G032518070 G032523070
GR69 Euro 3,70 4,23 6,45 9,02
Ø mm 115 x 7,0 x 22,2 125 x 7,0 x 22,2 180 x 7,0 x 22,2 230 x 7,0 x 22,2

 25

ART. SUPER BLEUE4
Alte prestazioni. Adatte per acciai e acciai inossidabili. Utilizzo su smerigliatrici angolari.

P M K N S H
   

MOLE PER SBAVATURA A CENTRO DEPRESSO CUBITRON II

Cod. Tec. G033011570 G033012570 G033023070
GR69 Euro 7,56 8,37 17,61
Ø mm 115 x 7 x 22,2 125 x 7 x 22,2 230 x 7 x 22,2

 10

ART. CUBITRON II
Mola a centro depresso ceramica Cubitron II. Per la sbavatura e l'asportazione pesante di materiali duri e molto duri
in particolare acciaio e acciaio inox.

P M K N S H
   

DISCHI DA TAGLIO A CENTRO DEPRESSO

Cod. Tec. G030711525 G030712525 G030723030
GR61 Euro 2,65 2,91 4,74
Ø mm 115 x 2,5 x 22,2 125 x 2,5 x 22,2 230 x 3,0 x 22,2

 25

ART. SPACE CUT
Dischi da taglio a centro depresso di ultima generazione, TOP QUALITY.
Eccellenti performance di taglio ed elevata durata.
Ideali su acciai e acciai inossidabili. Utilizzo su smerigliatrici angolari.

P M K N S H
   

MOLE PER SBAVATURA A CENTRO DEPRESSO

Cod. Tec. G031711570 G031712570 G031723070
GR61 Euro 3,16 3,47 7,04
Ø mm 115 x 7,0 x 22,2 125 x 7,0 x 22,2 230 x 7,0 x 22,2

 10

ART. SPACE GRIND
Mole a centro depresso di ultima generazione, TOP QUALITY.
Grandi performance di sbavatura e asportazione con elevata durata nel tempo.
Ideali su acciai e acciai inossidabili. Utilizzo su smerigliatrici angolari.

G.3Indivisible package  Suggested retail package - Unit price

P M K N S H
   

DEPRESSED CENTRE CUTTING DISCS

Tech. Code

Ø mm 115 x 2.5 x 22.2 115 x 3.2 x 22.2 125 x 3.2 x 22.2 180 x 3.2 x 22.2 230 x 3.2 x 22.2


ITEM: SUPER BLEUE 4
High performance. Suitable for steel and stainless steel. To be used on angle grinders.

P M K N S H
   

DEPRESSED CENTRE GRINDING WHEELS

Tech. Code

Ø mm 115 x 7.0 x 22.2 125 x 7.0 x 22.2 180 x 7.0 x 22.2 230 x 7.0 x 22.2


ITEM: SUPER BLEUE4
High performance. Suitable for steel and stainless steel. To be used on angle grinders.

P M K N S H
   

DEPRESSED CENTRE GRINDING WHEELS, CUBITRON II

Tech. Code

Ø mm 115 x 7.0 x 22.2 125 x 7.0 x 22.2 230 x 7.0 x 22.2


ITEM: CUBITRON II
Depressed center deburring wheel Cubitron II. Wheel for heavy weld removal and other heavy-duty grinding
applications. Optmised for steel and stainless steel applications

P M K N S H
   

DEPRESSED CENTRE CUTTING DISCS

Tech. Code

Ø mm 115 x 2,5 x 22,2 125 x 2,5 x 22,2 230 x 3,0 x 22,2


ITEM: SPACE CUT
Depressed centre grinding last generation wheels, TOP QUALITY.
Excellent performance cutting and long duration.
Suitable for steel and stainless steel. To be used on angle grinders.

P M K N S H
   

DEPRESSED CENTRE GRINDING WHEELS

Tech. Code

Ø mm 115 x 7,0 x 22,2 125 x 7,0 x 22,2 230 x 7,0 x 22,2


ITEM: SPACE GRIND
Last generation depressed centre wheels, TOP QUALITY.
High performance grinding and long duration removal.
Suitable for steel and stainless steel. To be used on angle grinders.
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P M K N S H
   

MOLE DA TAGLIO NON RINFORZATE

Cod. Tec. G04051251016 G04051501016 G04051501616 G04051502016
GR69 Euro 5,61 7,48 9,34 9,34
Ø mm 125 x 1,0 x 16 150 x 1,0 x 16 150 x 1,6 x 16 150 x 2,0 x 16
Specifica 23A80-PB25 23A60-NB25

 25

ART. G0405
Ossido d’alluminio agglomerante organico. Adatte per acciai trattati e temprati. Utilizzo a secco su macchine
stazionarie.

Cod. Tec. G04051501020 G04051501620 G04051502020
GR69 Euro 7,48 9,34 9,34
Ø mm 150 x 1,0 x 20 150 x 1,6 x 20 150 x 2,0 x 20
Specifica 23A80-PB25 23A60-NB25

 25

P M K N S H
   

DISCO IBRIDO PER TAGLIO E SBAVATURA CUBITRON II

Cod. Tec. G033511542 G033512542 G033523042
GR69 Euro 6,86 6,86 17,39
Ø mm 115 x 4,2 x 22,2 125 x 4,2 x 22,2 230 x 4,2 x 22,2

 10

ART. CUT & GRINDING CUBITRON II
Disco ibrido in Cubitron II per il taglio e lo sbavo di lastre e barre in acciaio e acciao inox. Preciso e veloce nel
taglio. Buona durata. In determinate operazioni la sua versatilità garantisce notevole risparmio di tempo. Utilizzo su
smerigliatrici angolari di buona potenza.

P M K N S H
   

DISCHI DA TAGLIO PIANI

Cod. Tec. G035011510 G035011516 G035012510 G035012516
GR68 Euro 1,40 1,43 1,55 1,58
Ø mm 115 x 1,0 x 22,2 115 x 1,6 x 22,2 125 x 1,0 x 22,2 125 x 1,6 x 22,2

 25

ART. MULTICUT
Disco da taglio universale. Idoneo per il taglio di sezioni medio piccole. Utilizzo su smerigliatrici angolari.

Prodotto disponibile nel CAP K

VISIERE PROTETTIVE

Cod. Tec. Filtro Gradazione Classe ottica

K4155100 2C - Filtro UV plus 1.2 - Lente chiara Classe 1

Prodotti correlati

G.4 Indivisible package   Suggested retail package - Unit price

P M K N S H
   

NON-REINFORCED CUTTING DISCS

Tech. Code

ø mm 125 x 1.0 x 16 150 x 1.0 x 16 150 x 1.6 x 16 150 x 2.0 x 16
Specification 23A80-PB25 23A60-NB25



ITEM: G0405
Organic aluminum oxide binder. Treated and hardened steel. Dry operation on stationary machines.

Tech. Code

ø mm 150 x 1.0 x 20 150 x 1.6 x 20 150 x 2.0 x 20
Specification 23A80-PB25 23A60-NB25



P M K N S H
   

HYBRID CUTTING AND GRINDING DISCS

Tech. Code

Ø mm 115 x 4.2 x 22.2 125 x 4.2 x 22.2 230 x 4.2 x 22.2


ITEM: CUT & GRINDING CUBITRON II
Hybrid disc in Cubitron II for cutting and deburring steel and stainless steel plates and bars. High-precision and
high cutting rates Precise and fast cutting. Good service life. Its extremely versatile performance ensures significant
savings in time. Use with medium to high power angle grinders.

P M K N S H
   

FLAT CUTTING DISCS

Tech. Code

Ø mm 115 x 1,0 x 22,2 115 x 1,6 x 22,2 125 x 1,0 x 22,2 125 x 1,6 x 22,2


ITEM: MULTICUT
Universal flat cutting discs. Suitable for cutting medium-small sections. To be used on angle grinders.

Product available in index K

SAFETY FACE SHIELDS

Tech. Code Filter Grade Optical Class

2C -UV plus filter 1.2 - Clear lens Class 1

Related products
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P M K N S H
   

DISCHI LAMELLARI TELA ZIRCONIO

Cod. Tec. G1214115040 G1214115060 G1214115080
GR68 Euro 1,89 1,89 1,89
Ø mm 115 x 22.2
Grana 40 60 80

 20

ART. FALCON FIBRA
Disco lamellare con supporto in fibra e tela abrasiva allo zirconio. Esecuzione monolamellare con platorello conico.
Economico e prestazionale. Il supporto in fibra di vetro con geometria conica consente un consumo omogeneo della
tela. Ideale su tutti gli acciai ma adatto anche a ghisa, alluminio e leghe leggere.

INFORMAZIONI DI UTILIZZO PER DISCHI LAMELLARI
I dischi lamellari vengono utilizzati nelle lavorazioni di sbavatura, smussatura o asportazione in genere.
Sono costituiti da lamelle abrasive leggermente sovrapposte ed incollate mediante resine specifiche a supporti di plastica o fibra di vetro.
La loro principale caratteristica è il taglio costante ed uniforme dovuto al consumo graduale della tela e ad un conseguente continuo rinnovo della stessa.
Vengono montati su smerigliatrici angolari di adeguata potenza per ottenerne le migliori prestazioni.
Vanno utilizzati con tutti gli strumenti di protezione previsti dalle normative vigenti in materia di sicurezza sul lavoro.

Gli abrasivi non sono considerati elementi nocivi, ma particolare attenzione va prestata alle polveri dei materiali lavorati.

In ogni gamma potete trovare le indicazioni di utilizzo dei dischi
abrasivi per una selezione rapida del prodotto più adatto al vostro
impiego.

INDICAZIONI DI UTILIZZO PER MATERIALI

P M K N S H

 - CONSIGLIATO PER QUESTO MATERIALE
 - ADATTO PER QUESTO MATERIALE

Ceramico

Carburo di Silicio
Ossido
di Alluminio

Zirconio

Ceramico
Additivato

Zirconio
Additivato

Ossido di Alluminio
Additivato

Zirconio
Ossido di Alluminio

Zirconio
Ceramico

Zirconio
Ossido di Alluminio
Additivato

LEGENDA ICONE MATERIALI

Cod. Tec. G1214125040 G1214125060 G1214125080
GR68 Euro 2,60 2,60 2,60
Ø mm 125 x 22.2
Grana 40 60 80

 20

P M K N S H
   

Cod. Tec. G1218115040 G1218115060 G1218115080
GR68 Euro 1,89 1,89 1,89
Ø mm 115 x 22,2
Grana 40 60 80

 20

ART. FALCON PLASTICA
Disco lamellare con supporto in nylon e tela abrasiva allo zirconio. Esecuzione monolamellare con platorello piano.
Economico e prestazionale. Ideale su tutti gli acciai ma adatto anche a ghisa, alluminio e leghe leggere.

Cod. Tec. G1218125040 G1218125060 G1218125080
GR68 Euro 2,60 2,60 2,60
Ø mm 125 x 22,2
Grana 40 60 80

 20

G.5Indivisible package  Suggested retail package - Unit price

P M K N S H
   

FLAP DISCS ZIRCONIUM

Tech. Code

Ø mm 115 x 22.2
Grit 40 60 80



ITEM: FALCON FIBER BACKING
Flap grinding discs with fiberglass support and zirconium oxide cloth. Monolamellar-type execution with conic
shaped backing pads. Cost-effective, high-performance product. The fiberglass support allows full consumption of
the disc. For general use on steel, cast iron, aluminum and light alloys.

FLAP GRINDING DISCS - INFORMATION FOR USE
Flap discs are typically used for grinding, chamfering or removal works in general.
They consist of abrasive flaps, slightly over lapped then glued by means of specific resins to plastic or fibreglass supports.
Their main feature is a consistent and even cutting thanks to the gradual consumption of the cloth and to its subsequent continuous renewal.
Used for angled grinding machines with adequate power to maximise performance.
They should be used together with all the personal protective equipment (PPE) as stated by law and provided by employer.

Abrasives didn't deemed to be harmful elements, but any way particular attention must be given to machining waste.

Each range of products includes all the recommendations related to
abrasive discs for quick selection of that product which better suits
your needs and requirements.

RECOMMENDATIONS CONCERNING MATERIALS

P M K N S H

 - RECOMMENDED FOR THIS MATERIAL
 - SUITABLE FOR THIS MATERIAL

Ceramic

Silicon carbide
Aluminium
Oxide

Zirconium

Ceramic
Additivated

Zirconium
Additivated

Aluminium
Oxide
Additivated

Zirconium
Alluminium oxide

Zirconium
Ceramic

Zirconium
Alluminium oxide
Additivated

KEY: MATERIALS AND COMPOSITIONS

Tech. Code

Ø mm 125 x 22.2
Grit 40 60 80



P M K N S H
   

Tech. Code

Ø mm 115 x 22.2
Grit 40 60 80



ITEM: FALCON PLASTIC
Flap grinding discs with nylon support and zirconium abrasive cloth. Monolamellar execution with flat shaped
backing pads. High performance economical. Suitable for use on all stainless steel materials and also cast iron,
aluminum and light alloys.

Tech. Code

Ø mm 125 x 22.2
Grit 40 60 80





G

G.6 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

P M K N S H
   

Cod. Tec. G1215115040 G1215115060 G1215115080 G1215115120
GR68 Euro 2,35 2,35 2,35 2,35
Ø mm 115 x 22,2
Grana 40 60 80 120

 20

ART. PYTHON PLASTICA
Disco lamellare con supporto in plastica e tela abrasiva allo zirconio. Esecuzione bilamellare con platorello piano.
Sfruttando la tela abrasiva più diffusa al mondo garantisce un assoluto bilanciamento tra prestazione e redditività.
Ideale su tutti gli acciai ma adatto anche a ghisa, alluminio e leghe leggere.

Cod. Tec. G1215125040 G1215125060 G1215180040 G1215180060
GR68 Euro 3,26 3,26 5,81 5,81
Ø mm 125 x 22,2 180 x 22,2
Grana 40 60 40 60

 20

P M K N S H
    

DISCHI LAMELLARI TELA OSSIDO DI ALLUMINIO

Cod. Tec. G1230115040 G1230115060 G1230115080 G1230125040 G1230125060 G1230125080
GR68 Euro 1,89 1,89 1,89 2,60 2,60 2,60
Ø mm 115 x 22,2 125 x 22,2
Grana 40 60 80 40 60 80

 20

ART. BULLDOG PLASTICA
Disco lamellare con supporto in plastica e tela abrasiva al corindone.
Esecuzione monolamellare con platorello piano. Economico e prestazionale. Ideale su ferro, plastica, vernici, lacca
e materiali non ferrosi.

P M K N S H
   

DISCHI LAMELLARI TELA ZIRCONIO

Cod. Tec. G1219115040 G1219115060 G1219115080 G1219115120
GR68 Euro 2,35 2,35 2,35 2,35
Ø mm 115 x 22,2
Grana 40 60 80 120

 20

ART. PYTHON FIBRA
Disco lamellare con supporto in fibra e tela abrasiva allo zirconio. Esecuzione bilamellare con platorello conico,
Sfruttando la tela abrasiva più diffusa al mondo garantisce un assoluto bilanciamento tra prestazione e redditività.
Il supporto in fibra di vetro con geometria conica consente un consumo più omogeneo della tela. Ideale su tutti gli
acciai ma adatto anche a ghisa, alluminio e leghe leggere.

Cod. Tec. G1219125040 G1219125060 G1219180040 G1219180060
GR68 Euro 3,26 3,26 5,81 5,81
Ø mm 125 x 22,2 180 x 22,2
Grana 40 60 40 60

 20

P M K N S H
   

Cod. Tec. G1224115040 G1224115060 G1224125040 G1224125060
GR68 Euro 3,47 3,47 3,83 3,83
Ø mm 115 x 22,2 125 x 22,2
Grana 40 60 40 60

 15

ART. RAVEN EVO PLASTICA
Disco lamellare con supporto in nylon piano rinforzato per applicazioni gravose. Esecuzione bilamellare con zirconio
additivato di raffreddante. Garantisce una lavorazione fredda ed autolubrificata. Le coppie di lamelle sovrapposte
e di larghezza superiore alla media offrono un aumento della superficie abrasiva ed un sensibile incremento della
durata della vita del disco. Per il corretto rendimento si consiglia l’utilizzo di smerigliatrici di adeguata potenza. Ideale
su acciai, acciai altolegati e inossidabili, ma adatto anche a ghisa alluminio e leghe leggere.

G.6 Indivisible package   Suggested retail package - Unit price

P M K N S H
   

Tech. Code

Ø mm 115 x 22.2
Grit 40 60 80 120



ITEM: PYTHON PLASTIC
Flap grinding discs with fiberglass support and zirconium oxide cloth. Bilamellar feature with flat shaped back
pad. Its abrasive cloth ensures long-lasting, quality performances. Ideal for stainless steels, as well as cast-iron,
aluminum, light alloys.

Tech. Code

Ø mm 125 x 22.2 180 x 22.2
Grit 40 60 40 60



P M K N S H
    

FLAP DISCS ALUMINIUM OXIDE

Tech. Code

Ø mm 115 x 22.2 125 x 22,2
Grit 40 60 80 40 60 80



ITEM: BULLDOG PLASTIC
Flap grinding discs with plastic support and corundum abrasive cloth.
Mono lamellar feature with flat pad. Cost-effective, high-performance. Ideal on iron, plastic, polish, lacquer as well as
on non-ferrous materials.

P M K N S H
   

FLAP GRINDING DISCS

Tech. Code

Ø mm 115 x 22.2
Grit 40 60 80 120



ITEM: PYTHON FIBER
Flap grinding discs in fiber and zirconium abrazive cloth. Bilamellar execution with conic shaped pads. Exploiting
the abrasive cloth. The most wide spread in the world which guarantees an absolute balance between performance
and profitability. Its fiberglass support with conical geometry allows a uniform consumption of the cloth. Suitable for
all types of stainless steel also cast Iron, alumium and light alloys.

Tech. Code

Ø mm 125 x 22.2 180 x 22.2
Grit 40 60 40 60



P M K N S H
   

Tech. Code

Ø mm 115 x 22.2 125 x 22.2
Grit 40 60 40 60



ITEM: REVEN EVO PLASTIC
Flap grinding discs in nylon strengthed flat pad for diffilcult applications. Bilamellar execution with zirconium cooling
admixture. It garantees self lubricated cold machining. The pair of grinding discs are of superior width than normal
which offers an increase of the abrasive surface and an increase of the life of the discs. For correct use it is adviced
to use suitable power sanders, suited for steel, high alloy steel, stainless steel also cast iron, aluminum and light
alloys



G
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P M K N S H
   

DISCHI LAMELLARI AD ALTE PRESTAZIONI

Cod. Tec. G1205115040 G1205115060 G1205125040 G1205125060
GR68 Euro 3,98 3,98 4,34 4,34
Ø mm 115 x 22,2 125 x 22,2
Grana 40 60 40 60

 15

ART. RED DRAGON PLASTICA
Disco lamellare con supporto in plastica rinforzato e attacco filettato M14 con fori di ventilazione. Tela abrasiva allo
zirconio e corindone additivato. Esecuzione bilamellare con platorello piano.
Grazie a coppie di lamelle sovrapposte di elevata larghezza, viene garantito un aumento della superficie abrasiva
mentre il connubio tra zirconio e corindone ne aumenta la versatilità. Non surriscalda il materiale lavorato.
La filettatura M14 del platorello permette il montaggio diretto sulle più comuni smerigliatrici angolari di media ed alta
potenza senza l'utilizzo della classica ghiera di fissaggio.
Ideale su acciai inossidabili, acciai altolegati ma adatto anche a ghisa, alluminio e leghe leggere.

P M K N S H
     

DISCHI LAMELLARI TELA CARBURO DI SILICIO

Cod. Tec. G1235115040 G1235115080 G1235115120 G1235115220
GR68 Euro 2,55 2,55 2,55 2,55
Ø mm 115 x 22,2
Grana 40 80 120 220

 20

ART. LION PLASTICA
Disco lamellare con supporto in plastica e tela abrasiva al carburo di silicio. Esecuzione bilamellare con platorello
piano. Ideale su alluminio, rame, bronzo, titanio, pietra, acciai altamente legati e materiali sintetici rinforzati
con fibra di vetro.

P M K N S H
   

DISCHI LAMELLARI AD ALTE PRESTAZIONI

Cod. Tec. G1240115040 G1240115060
GR68 Euro 4,49 4,49
Ø mm 115 x 22,2
Grana 40 60

 15

ART. BARRACUDA PLASTICA
Disco lamellare con supporto in plastica rinforzato di alto spessore, tela abrasiva allo zirconio ed abrasivo ceramico.
Esecuzione bilamellare con platorello piano.
Grazie a coppie di lamelle sovrapposte di elevata larghezza, viene garantito un aumento della superficie abrasiva
ed un aumento della durata di vita del disco. Velocizza le operazione di smerigliatura esercitando pressioni ridotte
su materiali molto duri. Ideale per l'uso professionale, garantisce un incremento del rendimento di almeno un 20%
rispetto ai dischi tradizionali.
Consigliabile l'utilizzo con smerigliatrici di buona potenza per garantirne il corretto rendimento.
Ideale su acciai inossidabili, acciai altolegati ma adatto anche a ghisa e titanio.

Cod. Tec. G1235180040 G1235180080 G1235180120 G1235180220
GR68 Euro 5,92 5,92 5,92 5,92
Ø mm 180 x 22,2
Grana 40 80 120 220

 20

Prodotto disponibile nel CAP K

OCCHIALI PROTETTIVI ANTIAPPANNAMENTO

Cod. Tec. Filtro Gradazione Classe ottica

K410403 2C - Filtro UV plus 1.2 - Lente chiara Classe 1

Prodotti correlati

G.7Indivisible package  Suggested retail package - Unit price

P M K N S H
   

HIGH PERFORMANCES FLAP DISCS

Tech. Code

Ø mm 115 x 22.2 125 x 22,2
Grit 40 60 40 60



ITEM: RED DRAGON PLASTIC
Flap discs with reinforced plastic supports and thread M14 with ventilation holes. Zirconium and corundum abrasive
cloth admixture Bi-Lamellar with flat shaped back pads. Thanks to the wider flaps in superimposed pairs there is a
guaranteed increasment of the abrasive surface while the union of zirconium and corundum increases the versatility.
It does not overheat the material being used. The threads of the M14 pad allows direct mounting on the most
common angle grinders of medium and high power without the use of a classical fixing nut. Ideal on stainless steel,
high alloy steels and for cast Iron, alluminium and light alloys.

P M K N S H
     

FLAP DISCS CARBIDE SILICON

Tech. Code

Ø mm 115 x 22.2
Grit 40 80 120 220



ITEM: LION PLASTIC
Flap grinding discs with plastic support and silicon carbide abrasive cloth. Bi-lamellar feature with flat back pad. Ideal
on aluminum, copper, bronze, titanium, stone and high-alloy steels as well as for fibre reinforced synthetic materials.

P M K N S H
   

HIGH PERFORMANCES FLAP DISCS

Tech. Code

Ø mm 115 x 22.2
Grit 40 60



ITEM: BARRACUDA PLASTIC
Flap grinding discs with reinforced,thick plastic support zirconium abrasive cloth and ceramic abrasive. Bi-lamellar
feature with flat back pad.Thanks to its superimposed wide flaps in pairs, it provides a larger abrasive surface as
well as an increased service life of disc itself. Faster grinding at reduced pressure on extremely hard materials. Ideal
for professional use, performances increased by at least 20% compared to standard discs.
A fairly high power grinder is recommended so to ensure effective performance.
Ideal on stainless steel, high-alloy steel, and also suitable for cast iron and titanium use.

Tech. Code

Ø mm 180 x 22.2
Grit 40 80 120 220



Product available in index K

PROTECTIVE POLYCARBONATE EYEWEAR

Tech. Code Filter Grade Optical Class

2C - UV plus FIlter 1.2 – Clear lens Class 1

Related products
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P M K N S H
   

DISCHI LAMELLARI PIANI CUBITRON II

Cod. Tec. G1300115040 G1300115060 G1300115080
GR69 Euro 5,29 4,93 4,93
Ø mm 115 x 22,2
Grana 40 60 80

 10

ART. 967/A CUBITRON II VERSIONE PIANA
Disco lamellare ceramico Cubitron II. Platorello in fibra. Forma piana. Taglio preciso e asportazione veloce con
basso sviluppo di calore. Indicato nelle operazioni di asportazione saldature e sbavatura su acciaio, acciaio inox,
alluminio e metalli non ferrosi.

Cod. Tec. G1300125040 G1300125060 G1300125080
GR69 Euro 5,34 5,10 5,10
Ø mm 125 x 22,2
Grana 40 60 80

 10

P M K N S H
   

DISCHI LAMELLARI AD ALTE PRESTAZIONI

Cod. Tec. G1245115040 G1245125040
GR61 Euro 2,86 3,62
Ø mm 115 x 22,2 125 x 22,2
Grana 40

 20

ART. JACKAL
Disco lamellare con supporto in fibra e tela abrasiva con materiale misto ceramico/zirconio di ultima concezione.
Esecuzione monolamellare con platorello conico riduce le vibrazioni e contiene il rumore.
Questa nuova tecnologia di abrasivo consente un taglio estremamente freddo che non surriscalda il materiale. La
grana unica polivalente garantisce grande abrasione e buona finitura superficiale.
Consigliabile l'utilizzo con smerigliatrici di buona potenza per garantirne il corretto rendimento.
Ideale su acciai altolegati, acciai inossidabili, titanio, alluminio, bronzo.

P M K N S H
   

DISCHI LAMELLARI AD ALTE PRESTAZIONI

Cod. Tec. G1251115040 G1251115060 G1251125040 G1251125060
GR61 Euro 3,21 3,21 4,49 4,49
Ø mm 115 x 22,2 125 x 22,2
Grana 40 60 40 60

 15

ART. RAPTOR CONICO
Disco lamellare con supporto in fibra e tela polycotton con granulo abrasivo ceramico autolubrificante di ultima
generazione. Esecuzione monolamellare con platorello conico. Eccezionale capacità di asportazione dell'abrasivo
ceramico additivato con lubrificanti raffreddanti per assicurare un taglio freddo. Per un utilizzo gravoso, in particolar
modo su acciai legati ed inossidabili.

P M K N S H
   

DISCHI LAMELLARI AD ALTE PRESTAZIONI

Cod. Tec. G1250115040 G1250115060 G1250125040 G1250125060
GR61 Euro 3,21 3,21 4,49 4,49
Ø mm 115 x 22,2 125 x 22,2
Grana 40 60 40 60

 15

ART. RAPTOR PIANO
Disco lamellare con supporto in fibra e tela polycotton con granulo abrasivo ceramico autolubrificante di ultima
generazione. Esecuzione monolamellare con platorello piano. Eccezionale capacità di asportazione dell'abrasivo
ceramico additivato con lubrificanti raffreddanti per assicurare un taglio freddo. Per un utilizzo gravoso, in particolar
modo su acciai legati ed inossidabili.

G.8 Indivisible package   Suggested retail package - Unit price

P M K N S H
   

FLAT FLAP DISCS CUBITRON II

Tech. Code

Ø mm 115 x 22.2
Grit 40 60 80



ITEM: 967/A CUBITRON II VERSIONE PIANA
Ceramic type flap discs Cubitron II. Fiber flat shaped. Precise cutting and quick grinding and weld removal, low heat
development. Ideal for welding and deburring removal on steel, stainless steel, aluminum and non-ferrous metals.

Tech. Code

Ø mm 125 x 22,2
Grit 40 60 80



P M K N S H
   

HIGH PERFORMANCE FLAP DISCS

Tech. Code

Ø mm 115 x 22,2 125 x 22,2
Grit 40



ITEM: JACKAL FIBER
Flap grinding discs with fiberglass support and abrasive cloth with mixed material of zirconium/ceramic of the latest
comception. Monolamellar feature with conic shaped back which reduces vibration and noise level.
This new abrasive technology ensures cold machining.that does not over-heat.the material.The Multi-purpose mono
grit cloth guarantees high abrasive performances and good surface finishing.
It is advisable to use it with good, strong powered grinders to ensure an effective performance.
Ideal for use on high-alloy steel, stainless steel, titanium, aluminum and bronze.

P M K N S H
   

HIGH PERFORMANCE FLAP DISCS

Tech. Code

Ø mm 115 x 22,2 125 x 22,2
Grit 40 60 40 60



ITEM: RAPTOR FIBER
Flap grinding discs with fiber glass support and polycotton abrasive cloth with the lastest generation ceramic self-
ceramic abrasive grain.
Monolamellar feature with conic shaped backing pad. Exceptional removal capacity of the ceramic abrasive added
with cooling lubricants to ensure a cold cut. For heavy duty use. Especially on high alloy and stainless steel.

P M K N S H
   

HIGH PERFORMANCE FLAP DISCS

Tech. Code

Ø mm 115 x 22,2 125 x 22,2
Grit 40 60 40 60



ITEM: RAPTOR PIANO
Flap discs with fiberglass support and polycotton abrasive cloth with the latest generation self-lubricating ceramic
abrasive grain Monolamellar feature with flat shaped backing pad. Exceptional removal capacity of the ceramic
abrasive added with cooling lubricants to ensure a cold cut. For heavy duty use especially on high alloy and
stainless steel.
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P M K N S H
   

DISCHI LAMELLARI MORBIDI

Cod. Tec. G1410115040 G1410115060 G1410115080
GR68 Euro 5,00 5,00 5,00
Ø mm 115 x 22,2
Grana 40 60 80

 20

ART. FOX
Disco lamellare allo zirconio con supporto in fibra di vetro.
Le lamelle disposte in modo angolare sono caratterizzate da una grande flessibilità paragonabile a quella di un disco
fibrato ma con una durata venti volte superiore.
Particolarmente indicato per lavorare angoli, bordi sagomati e superfici ondulate. Taglio freddo.
Utilizzo su tutti i materiali con smerigliatrici di media potenza.
Velocità di utilizzo 10.400 giri (63 m/s)

P M K N S H
   

Cod. Tec. G1415050040 G1415050060 G1415050080 G1415050120
GR68 Euro 3,98 3,98 3,98 3,98
Ø mm 50
Grana 40 60 80 120

 25

ART. MINI FOX
Stesse caratteristiche del disco Fox, ma con i suoi 50 mm di diametro il disco Mini Fox è insuperabile nelle
lavorazioni in spazi ridotti. Il platorello è in Nylon speciale con attacco rapido Roloc.
Velocità di utilizzo 24.000 giri (63 m/s)

MANDRINO CON ATTACCO RAPIDO

Cod. Tec. G1416025
GR69 Euro 7,61
Ø mm 25

 5

ART. 9884
Mandrino con attacco rapido tipo Roloc da utilizzare con i dischi lamellari Mini Fox. Perno da 6 mm

P M K N S H
   

DISCHI LAMELLARI CONICI CUBITRON II

Cod. Tec. G1310115040 G1310115060 G1310115080
GR69 Euro 5,29 4,93 4,93
Ø mm 115 x 22,2
Grana 40 60 80

 10

ART. 967/A CUBITRON II VERSIONE CONICA
Disco lamellare ceramico Cubitron II. Platorello in fibra. Forma conica. Taglio preciso e asportazione veloce con
basso sviluppo di calore. Indicato nelle operazioni di asportazione saldature e sbavatura su acciaio, acciaio inox,
alluminio e metalli non ferrosi.

Cod. Tec. G1310125040 G1310125060 G1310125080
GR69 Euro 5,34 5,10 5,10
Ø mm 125 x 22,2
Grana 40 60 80

 10

G.9Indivisible package  Suggested retail package - Unit price

P M K N S H
   

SOFT FLAP DISCS

Tech. Code

Ø mm 115 x 22.2
Grit 40 60 80



ITEM: FOX
Zirconium flap grinding discs with fiberglass backing.
The flaps' angular positioning guarantee superior flexibility, comparable to that of a fibre disc, yet providing a twenty
times longer service life.
Especially recommended for angles, shaped edges and corrugated surfaces machining Cold cutting.
Fit for all materials, for average power grinders.
Cutting speed 10400 rev. (63 m/s)

P M K N S H
   

Tech. Code

Ø mm 50
Grit 40 60 80 120



ITEM: MINI FOX
Shares the same Fox discs features, 50 mm diameter, Mini Fox guarantees full performance in restricted spaces.
Pad in special Nylon with Roloc quick coupling.
Cutting speed 24000 rev. (63 m/s)

QUICK COUPLING ARBORS

Tech. Code

ø mm 25


ITEM: 9884
Quick coupling Roloc arbor to be used with Mini Fox flap discs 6-mm guide.

P M K N S H
   

FLAP DISCS CONICA CUBITRON II

Tech. Code

Ø mm 115 x 22,2
Grit 40 60 80



ITEM: 967/A CUBITRON II CONICA VERSION
Ceramic flap disc Cubitron II. Fiber pad. Conical shape. Precise cutting and quick grinding and weld removal with a
low heat development. Ideal for welding and deburring removal on steel, stainless steel, aluminum and non-ferrous
metals.

Tech. Code

Ø mm 125 x 22,2
Grit 40 60 80


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P M K N S H
    

DISCHI IN FIBRA AL CORINDONE

Cod. Tec. G2000115036 G2000115060 G2000125036 G2000125060 G2000180036 G2000180060
GR69 Euro 0,80 0,67 0,89 0,75 1,52 1,36
Ø mm 115 x 22,2 125 x 22,2 180 x 22,2
Grana 36 60 36 60 36 60

 25

ART. KF708
Impiegati per lavorazioni universali dalla sgrossatura alla finitura di tutti i metalli,
in particolare materiali non ferrosi.

P M K N S H
    

DISCHI PER TRATTAMENTO SUPERFICI

Cod. Tec. G1421115
GR61 Euro 11,88
Ø mm 115 x 22,2
Grana Soft

 10

ART. POLISH TNT
Disco in tessuto non tessuto impregnato di granuli abrasivi su supporto in fibra di vetro.
Caratterizzato da una maglia chiusa, permette di asportare le lievi imperfezioni lasciate dall'utilizzo dei lamellari fino
ad ottenere lucidature a specchio.
È poco rumoroso e viene particolarmente consigliato nelle lavorazioni su acciaio inox ma anche su tutte le altre
superfici ferrose, nonché su plastiche, legno, marmo e vetro o comunque su tutte le superfici dove si voglia ottenere
eccellenti gradi di finitura.
Utilizzo su smerigliatrici angolari alla velocità di 8.300 giri (50 m/s).

P M K N S H
    

Cod. Tec. G1426115C G1426115M G1426115VF
GR61 Euro 8,98 8,98 8,98
Ø mm 115 x 22,2
Grana Coarse Medium Very fine

 10

ART. SURFACE TNT
Disco lamellare in tessuto non tessuto con supporto in fibra di vetro.
Le speciali lamelle composte da filo di Nylon impregnato di granuli abrasivi consentono di ottenere lo stesso livello di
finitura dall'inizio alla fine dell'utilizzo del disco. Bassa rumorosità. Consente elevato grado di finitura su ferro, acciaio
inox, alluminio, titanio, vetroresina, materiali non ferrosi, plastiche, vernici e lacche. Il livello di finitura è definito dal
tipo di disco prescelto.
Utilizzo su smerigliatrici angolari a 10.400 giri (63 m/s)

P M K N S H
     

Cod. Tec. G1431115
GR61 Euro 5,87
Ø mm 115 x 22,2
Grana Coarse

 10

ART. CLEAN TNT
Disco in tessuto non tessuto impregnato con granuli abrasivi al Carburo di Silicio con supporto in fibra di vetro.
Caratterizzato da una maglia aperta permette l'asportazione di materiale senza intasarsi.
Può essere ripulito con l'aria compressa. Bassa rumorosità. Non lascia contaminanti.
Trova applicazione su tutti i materiali.
Utilizzo su smerigliatrici angolari a 8.300 giri (50 m/s).

P M K N S H
  

DISCHI LAMELLARI IN FELTRO

Cod. Tec. G1441115
GR61 Euro 8,67
Ø mm 115 x 22,2
Grana Coarse

 10
Utilizzare con le paste abrasive G7984.

ART. FELT
Disco lamellare in feltro con supporto in fibra di vetro.
Specifico per l'utilizzo con le paste abrasive nella lucidatura a specchio delle superfici.
Utilizzo su smerigliatrici angolari a 2500 giri (16 m/s).

G.10 Indivisible package   Suggested retail package - Unit price

P M K N S H
    

ALUMINUM OXIDE ABRASIVE FIBER DISCS

Tech. Code

Ø mm 115 x 22.2 125 x 22.2 180 x 22.2
Grit 36 60 36 60 36 60



ITEM: KF708
Used for general machining from roughing to finishing of all metals, in particular non-ferrous materials.

P M K N S H
    

SURFACE TREATMENT DISCS

Tech. Code

Ø mm 115 x 22,2
Grit Soft



ITEM: POLISH TNT
Non-woven disc, impregnated with abrasive granules, on a fiberglass support.
Close mesh, so as to remove minor imperfections that may result from flap disc use and obtain a perfect mirror
polishing.
A low noise tool, highly recommended for stainless steel machining, suitable for all other ferrous surfaces, as well as
on plastic, wood, marble and glass materials, or again, when superior finishing is required.
Use on angle grinders at the speed of 8300 rev (50 m/s).

P M K N S H
    

Tech. Code

Ø mm 115 x 22,2
Grit Coarse Medium Very fine



ITEM: SURFACE TNT
Zirconium non-woven flap grinding disc with fiberglass support.
Special Nylon threaded flaps, Impregnated with abrasive granules, ensure consistent finishing throughout the entire
process. Low noise levels. High-level finishing on iron, stainless steel, aluminum, titanium, fibreglass, non-ferrous
materials, plastic, polish and lacquer. Finishing level depends on the type of disc chosen.
Use on angle grinders at 10.400 rev (63 m/s).

P M K N S H
     

Tech. Code

Ø mm 115 x 22,2
Grit Coarse



ITEM: CLEAN TNT
Non-woven disc, Impregnated with abrasive granules of silicon carbide with fibreglass support.
Open mesh type, for a better free removal of materials. May be cleaned using a compressed air system. Low noise
level. No contaminants released. May be used on all materials.
Use on angle grinders at 8300 rev (50 m/s).

P M K N S H
  

FELT FLAP DISCS

Tech. Code

Ø mm 115 x 22,2
Grit Coarse


To be used in combination with abrasive past G7984.

ITEM: FELT
Flap discs in felt with fiberglass support.
Specifically designed to be used with abrasive paste in surface mirror polishing.
Use on angle grinders at 2500 rev (16 m/s).
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P M K N S H
    

DISCHI IN FIBRA ALLO ZIRCONIO

Cod. Tec. G2100115036 G2100115060 G2100125036 G2100125060 G2100180036 G2100180060
GR69 Euro 1,15 0,85 1,30 0,94 2,62 1,71
Ø mm 115 x 22,2 125 x 22,2 180 x 22,2
Grana 36 60 36 60 36 60

 25

ART. ZF713
Grazie alla elevata capacità d'asportazione dell'abrasivo allo zirconio.
Sono indicati per un uso gravoso.
Si consiglia l'uso di smerigliatrici di elevata potenza.

P M K N S H
   

DISCHI IN FIBRA CERAMICI ADDITIVATI

Cod. Tec. G2120115036 G2120115040 G2120115060 G2120115080 G2120115120
GR69 Euro 2,28 1,95 1,48 1,36 1,36
Ø mm 115 x 22,2
Grana 36 40 60 80 120

 50

ART. XF885
Le caratteristiche di durezza dell'abrasivo ceramico consentono grandi asportazioni e costanza nella resa.
Gli additivi lubrificanti e raffreddanti assicurano un taglio freddo. Particolarmente indicati per acciai legati ed
inossidabili e su leghe di titanio ed alluminio. Si consiglia l'uso di smerigliatrici di elevata potenza.

Cod. Tec. G2120180036 G2120180040 G2120180060 G2120180080 G2120180120
GR69 Euro 4,64 3,70 2,92 2,66 2,66
Ø mm 180 x 22,2
Grana 36 40 60 80 120

 50

Cod. Tec. G2120125036 G2120125040 G2120125060 G2120125080 G2120125120
GR69 Euro 2,68 2,24 1,73 1,57 1,60
Ø mm 125 x 22,2
Grana 36 40 60 80 120

 50

P M K N S H
 

DISCO FIBRATO AGGLOMERATO

Cod. Tec. G2130115120 G2130115180 G2130125120 G2130125180 G2130180120 G2130180180
GR69 Euro 1,29 1,29 1,44 1,44 2,55 2,55
Ø mm 115 125 180
Grana 120 180 120 180 120 180

 50

ART. KF736
Il disco fibrato agglomerato grazie alla particolare conformazione dei granuli abrasivi offre uno straordinario
rendimento in termini di durata e finitura costante. Eccezionale nelle operazioni di finitura su acciaio Inox dove
elimina molti passaggi.

P M K N S H
   

DISCHI FIBRATI ACTIROX

Cod. Tec. G212511536 G212512536 G212518036
GR69 Euro 2,53 2,71 (5,41)
Ø mm 115 125 180
Grana 36

 50

ART. AF890
Disco fibrato con abrasivo ceramico additivato di nuovissima generazione, caratterizzato da una forma innovativa
del grano. Offre straordinarie prestazioni in asportazione e lunga durata. Adatto a tutti i materiali. Disponibile solo in
grana 36, per massimizzare la resa si consiglia l'utilizzo con il platorello G2150.

G.11Indivisible package  Suggested retail package - Unit price

P M K N S H
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ZIRCONIA ABRASIVE FIBER DISCS

Tech. Code

Ø mm 115 x 22.2 125 x 22.2 180 x 22.2
Grit 36 60 36 60 36 60



ITEM: ZF713
Thanks to the high removal capacity of the zirconium they are indicated for heavy work.
They are recommended for use on high-power grinders.

P M K N S H
   

ADDITIVE COATED CERAMIC FIBER DISCS

Tech. Code

Ø mm 115 x 22.2
Grit 36 40 60 80 120



ITEM: XF885
Ceramic abrasive specific features allow for larger material removal rates and consistency in performance.
Lubricant and coolant additives ensure a proper cold cutting. Specifically recommended for alloy and stainless steel
as well as for titanium and aluminum alloys. Use of high-power grinders is recommended.

Tech. Code

Ø mm 180 x 22.2
Grit 36 40 60 80 120



Tech. Code

Ø mm 125 x 22,2
Grit 36 40 60 80 120



P M K N S H
 

AGGLOMERATED FIBER DISC

Tech. Code

Ø mm 115 125 180
Grit 120 180 120 180 120 180



ITEM: KF736
The agglomerated fiber disc thanks to the particular shape of the abrasive granules offers an extraordinary
performance in terms of durability and constant finish. Exceptional in finishing operations on stainless steel where it
eliminates many steps.

P M K N S H
   

ACTIROX FIBER DISCS

Tech. Code

Ø mm 115 125 180
Grit 36



ITEM: AF890
Fiber disc with ceramic abrasive additive of the latest generation, characterized by an innovative grain shape. It
offers extraordinary removal performance and long life. Suitable for all materials. Only available in 36 grain, to
maximize the yield we recommend using the G2150 pad.
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P M K N S H
   

DISCHI FIBRATI CUBITRON II

Cod. Tec. G2180115036 G2180115060 G2180125036 G2180125060 G2180180036 G2180180060
GR69 Euro 2,24 2,02 2,38 2,18 4,79 4,35
Ø mm 115 x 22,2 125 x 22,2 180 x 22,2
Grana 36 60 36 60 36 60

 100

ART. 982 C
Disco fibrato con abrasivo ceramico di nuova concezione Cubitron II.
Ha la caratteristica di avere i grani di forma costante e orientati tutti in ugual modo.
Di straordinaria durezza, mantiene la taglienza durante la lavorazione malgrado l'usura.
Nelle grosse asportazioni da risultati ottimali in termini di durata e velocità di lavoro, garantendo maggiore
produttività. Utilizzo prevalente su acciai al carbonio.

P M K N S H
   

Cod. Tec. G2185115036 G2185115060 G2185125036 G2185125060 G2185180036 G2185180060
GR69 Euro 2,30 2,08 2,45 2,25 4,93 4,47
Ø mm 115 x 22,2 125 x 22,2 180 x 22,2
Grana 36 60 36 60 36 60

 100

ART. 987 C
Disco fibrato con abrasivo ceramico di nuova concezione Cubitron II trattato con additivo raffreddante.
Ha la caratteristica di avere i grani di forma costante e orientati tutti in ugual modo.
Di straordinaria durezza, mantiene la taglienza durante la lavorazione malgrado l'usura.
Nelle grosse asportazioni da risultati ottimali in termini di durata e velocità di lavoro, garantendo maggiore
produttività.
Idoneo per lavorare acciao Inox, lega di Nichel e tutti i materiali sensibili al calore.

PLATORELLI HARD PER DISCHI IN FIBRA

Cod. Tec. G2150115 G2150125 G2150180
GR69 Euro 8,70 10,15 18,90
Ø mm 115 125 180
Attacco M14

ART. G2150
Platorelli hard per dischi fibrati. Idonei per asportazioni gravose. Dotati di fori per ridurre la temperatura durante la
lavorazione.

PLATORELLI MEDIUM/HARD PER DISCHI IN FIBRA

Cod. Tec. G2149115 G2149125 G2149180
GR69 Euro 7,75 8,95 15,45
Ø mm 115 125 180
Attacco M14

ART. G2149
Platorelli medium/hard per dischi fibrati. Idonei nelle lavorazioni con pressioni di esercizio medie e con le grane più
fini.

PLATORELLI HARD BOMBATI PER DISCHI IN FIBRA

Cod. Tec. G2151115 G2151125 G2151180
GR69 Euro 19,20 21,97 37,57
Ø mm 115 125 180
Attacco M14

ART. G2151
Platorelli hard bombati per dischi fibrati. Specifici per utilizzo con grane grosse e pressioni di lavoro elevate. La
forma bombata contribuisce a ridurre le vibrazioni mentre il disegno del piano riduce notevolmente la temperatura
durante la lavorazione.

G.12 Indivisible package   Suggested retail package - Unit price

P M K N S H
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ABRASIVE DISCS CUBITRON II

Tech. Code

Ø mm 115 x 22.2 125 x 22.2 180 x 22.2
Grit 36 60 36 60 36 60



ITEM: 982 C
Fibre disc with new-generation Cubitron II®, ceramic abrasive.
Featuring evenly shaped grains positioned in the same direction.
Extremely tough, keeps its cutting performance unaltered throughout its service life, regardless its wear and tear.
Superior results in major removals, featuring great machining durability and speed for greatly improved
performances. Mainly used on carbon steel.

P M K N S H
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Tech. Code

Ø mm 115 x 22.2 125 x 22.2 180 x 22.2
Grit 36 60 36 60 36 60



ITEM: 987 C
Fibre disc with new-generation Cubitron II®, ceramic abrasive, treated with coolant additive.
Featuring evenly shaped grains positioned in the same direction.
Extremely tough, keeps its cutting performance unaltered throughout its service life, despite the wear and use.
Superior results in major removals, featuring great machining durability and speed for greatly improved
performances.
Suitable for stainless steel, nickel alloy and other heat sensitive materials.

BACK-UP PADS FOR FIBER DISCS

Tech. Code

Ø mm 115 125 180
Coupling M14

ITEM: G2150
Back-up pads hard for discs in fiber. Ideal for severe removal. With holes to reduce the temperature of the
processing.

BACK-UP PADS MEDIUM/HARD FOR FIBER DISCS

Tech. Code

Ø mm 115 125 180
Coupling M14

ITEM: G2149
Back-up pads medium/hard for fiber discs. Ideal for working with processes of medium pressure and fine grits.

BACK-UP PADS HARD CAMBERED FOR FIBER DISCS

Tech. Code

Ø mm 115 125 180
Coupling M14

ITEM: G2151
Back-up pads hard cambered for fiber discs. Specific for with rough grit high performance work pressure.
The cambered shape contributes to reducing the vibrations while the design plan greatly reduces the temperature
during processing.
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P M K N S H
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DISCHI ABRASIVI VELCRATI

Cod. Tec. G2250150040 G2250150060 G2250150080 G2250150100 G2250150120
GR69 Euro 0,83 0,73 0,68 0,65 0,65
Ø mm 150
Grana 40 60 80 100 120

 50

ART. 732EK
Ossido di alluminio. Supporto in carta. Impiegati soprattutto per la levigatura di superfici piane di metallo, in
particolare di acciaio inossidabile, e di legno grezzo. Cosparsione semi-aperta anti intasamento.
Disco senza fori.

PLATORELLO PER DISCHI FIBRATI CUBITRON II

Cod. Tec. G2190115 G2190125 G2190180
GR69 Euro 19,58 21,50 30,48
Ø mm 115 125 180

 10

ART. 64860 - 64861 - 64862
Platorelli rigidi, specifici per l'utilizzo dei dischi fibrati 982 C e 987 C al Cubitron II

P M K N S H
    

DISCHI ABRASIVI VELCRATI FORATI

Cod. Tec. G2300150040 G2300150060 G2300150080 G2300150100 G2300150120
GR69 Euro 0,83 0,73 0,68 0,65 0,65
Ø mm 150
Grana 40 60 80 100 120

 50

ART. 732EK
Ossido di alluminio. Supporto in carta. Impiegati soprattutto per la levigatura di superfici piane di metallo, in
particolare di acciaio inossidabile, e di legno grezzo.
Cosparsione semi-aperta anti intasamento. Il disco ha 6+1 fori.

PLATORELLO PER DISCHI VELCRATI

Cod. Tec. G2350150M14 G2350150M87F
GR69 Euro 39,53 32,64
Ø mm 150 150 - 6+1 fori
Attacco M14 M8 (5/16")

ART. G2350
Platorelli per dischi velcrati con strato intermedio spugnoso.

P M K N S H
 

DISCO VELCRATO AGGLOMERATO

Cod. Tec. G23201150120 G23201150240 G23201150320 G23201150600 G23201151200
GR69 Euro 1,05 1,05 1,05 1,05 1,05
Ø mm 115
Grana 120 240 320 600 1200

 50

ART. KK772K
Il disco velcrato agglomerato grazie alla particolare conformazione dei granuli abrasivi offre uno straordinario
rendimento in termini di durata e finitura costante. Eccezionale nelle operazioni di finitura su acciaio Inox dove
elimina molti passaggi. Indispensabile per preparare il pezzo alla finitura a specchio.

Cod. Tec. G23201500120 G23201500240 G23201500320 G23201500600 G23201501200
GR69 Euro 1,69 1,69 1,69 1,69 1,69
Ø mm 150
Grana 120 240 320 600 1200

 50

G.13Indivisible package  Suggested retail package - Unit price

P M K N S H
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VELCRO ALUMINUM OXIDE ABRASIVE DISCS

Tech. Code

Ø mm 150
Grit 40 60 80 100 120



ITEM: 732EK
Aluminum oxide. Used especially for sanding flat metal surfaces, particularly stainless steel and raw wood.
No hole anti-clogging coating.

BACKING PAD FOR CUBITRON II FIBER DISCS

Tech. Code

Ø mm 115 125 180


ITEM: 64860 - 64861 - 64862
Specific rigid backing pads for Cubitron II® 982 C and 987 C fibre discs

P M K N S H
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VELCRO COATED ABRASIVE DISCS

Tech. Code

Ø mm 150
Grit 40 60 80 100 120



ITEM: 732EK
Aluminum oxide Paper support Mainly used for grounding of metal flat surfaces, especially stainless steel and raw
wood ones.
Anti-clogging, semi-open surface coating. Disc features 6+1 holes.

WAFFLE BACKING FOR VELCRO-COATED DISCS

Tech. Code

Ø mm 150 150 - 6+1 holes
Coupling M14 M8 (5/16")

ITEM: G2350
Back cover for velcro-coated discs with spongy inter-layer.

P M K N S H
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AGGLOMERATED VELCRATED DISC

Tech. Code

Ø mm 115
Grit 120 240 320 600 1200



ITEM: KK772K
The agglomerated velcro disc thanks to the particular shape of the abrasive granules offers an extraordinary
performance in terms of durability and constand finish. Exceptional in finishing operations on stainless steel where it
eliminates many steps. Indispensable to prepare the piece for the mirror finish.

Tech. Code

Ø mm 150
Grit 120 240 320 600 1200


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DISCHI ATTACCO RAPIDO AL CORINDONE

Cod. Tec. G241050R036 G241050R060 G241050R080 G241050R120
GR69 Euro 0,83 0,74 0,72 0,70
Ø mm 50
Attacco Maschio tipo R
Grana 36 60 80 120

 50

ART. KK711X
Dischi ad attacco rapido con filetto maschio tipo R. Tela al corindone adatta per uso generico nella sgrossatura di
piccole superfici su tutti i tipi di metalli e particolarmente sui metalli ferrosi. Il cambio rapido consente una veloce
sostituzione dell'utensile ottimizzando i processi di lavoro e riducendone i costi.

P M K N S H
   

DISCHI ATTACCO RAPIDO CERAMICI

Cod. Tec. G242050R036 G242050R060 G242050R080 G242050R120
GR69 Euro 1,13 1,02 1,00 0,96
Ø mm 50
Attacco Maschio tipo R
Grana 36 60 80 120

 50

ART. XK880Y
Dischi ad attacco rapido con filetto maschio tipo R. Tela ceramicata di ultima generazione con additivo raffreddante.
Supporto poliestere. Adatta per la sgrossatura di piccole superfici principalmente di acciai legati ed acciai
inossidabili. Il cambio rapido consente una veloce sostituzione dell'utensile ottimizzando i processi di lavoro e
riducendone i costi.

P M K N S H
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DISCHI ATTACCO RAPIDO IN TESSUTO

Cod. Tec. G2430R50M G2430R50VF G2430R75M G2430R75VF
GR69 Euro 1,64 1,64 2,47 2,47
Ø mm 50 75
Attacco Maschio tipo R
Grana MEDIUM VERY FINE MEDIUM VERY FINE

 30

ART. SCM - KV707X
Dischi ad attacco rapido con filetto maschio tipo R in tessuto. Idonei per operazioni di satinatura e pulitura delle
superfici metalliche. Bassissima asportazione di materiale. Il cambio rapido consente una veloce sostituzione
dell'utensile ottimizzando i processi di lavoro e riducendone i costi.

Cod. Tec. G241075R036 G241075R060 G241075R080 G241075R120
GR69 Euro 1,00 0,92 0,90 0,89
Ø mm 75
Attacco Maschio tipo R
Grana 36 60 80 120

 50

Cod. Tec. G242075R036 G242075R060 G242075R080 G242075R120
GR69 Euro 1,66 1,44 1,41 1,33
Ø mm 75
Attacco Maschio tipo R
Grana 36 60 80 120

 50

PLATORELLI PER DISCHI ATTACCO RAPIDO TIPO R

Cod. Tec. G2440R50 G2440R75
GR69 Euro 10,18 11,25
Ø mm 50 75
Tipo attacco R
Gambo mm 6

 5

ART. G2440
Platorelli per dischi ad attacco rapido con filetto maschio tipo R.

G.14 Indivisible package   Suggested retail package - Unit price
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ALUMINUM OXIDE QUICK CHANGE DISCS

Tech. Code

Ø mm 50
Coupling Tap type R
Grit 36 60 80 120



ITEM: KK711X
Quick change discs with R type male thread aluminum oxide cloth. Suitable for general use in roughing small
surfaces on all types of metals and particulary on ferrous metals. The quick change allows a fast tool replacement by
optimizing work processes and reducing costs.

P M K N S H
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CERAMIC QUICK CHANGE DISCS

Tech. Code

Ø mm 50
Coupling Tap type R
Grit 36 60 80 120



ITEM: XK880Y
Quick change discs with male thread type R. Latest generation ceramic cloth with cooling additive. Polyester
support. Suitable for roughing small surfaces mainly of alloy steel and stainless steel. The quick change allows a
quick replacement of the tool optimizing the work processes and reducing costs.

P M K N S H
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CLOTH QUICK CHANGE DISCS

Tech. Code

Ø mm 50 75
Coupling Tap type R
Grit MEDIUM VERY FINE MEDIUM VERY FINE



ITEM: SCM - KV707X
Quick change discs with R in cloth. Suitable for satin finishing and cleaning operations of metal surfaces. Very
low material removal. The quick change allows a quick replacement of the tool by optimizing work processes and
reducing costs.

Tech. Code

Ø mm 75
Coupling Tap type R
Grit 36 60 80 120



Tech. Code

Ø mm 75
Coupling Tap type R
Grit 36 60 80 120



BACKING PADS FOR QUICK CHANGE DISCS TYPE R

Tech. Code

Ø mm 50 75
Coupling type R
Shank mm 6



ITEM: G2440
Backing pads for discs quick change with male thread R type.
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DISCHI ABRASIVI COMBIDISC

Cod. Tec. G245025060 G245025120 G245038060 G245038120 G245050060 G245050120
GR69 Euro 0,91 0,91 1,15 1,15 1,57 1,57
Ø mm 25 38 50
Grana 60 120 60 120 60 120

 100

ART. CD FORTE
Abrasivo corindone A forte, supporto in tela, elevata asportazione. Cambio rapido.
Adatti per impiego universale su tutti i metalli. Utilizzo su platorelli SBH.

P M K N S H
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DISCHI ABRASIVI COMBIDISC

Cod. Tec. G245550M
GR69 Euro 2,18
Ø mm 50
Grana Media

 50

ART. CD VRH
Abrasivo corindone A, supporto in Vlies, adatti per impiego universale su tutti i metalli. Cambio rapido.
Consigliati per eliminare righe, graffi e ossidazioni. Utilizzo su platorelli SBH.

PLATORELLI COMBIDISC

Cod. Tec. G246025 G246038 G246050
GR69 Euro 21,96 24,83 27,88
Ø mm 25 38 50
Gambo mm 6 x 40

ART. SBH
Esecuzione semirigida colore blu, adatti per dischi abrasivi CD.

G.15Indivisible package  Suggested retail package - Unit price
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ALUMINUM OXIDE COMBI-DISCS

Tech. Code

Ø mm 25 38 50
Grit 60 120 60 120 60 120



ITEM: CD FORTE
Strong corundum A abrasive, cloth support, high removal.
Suitable for general use on all metals. For use on SBH pads.

P M K N S H
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ALUMINUM OXIDE COMBI-DISCS

Tech. Code

Ø mm 50
Grit Medium



ITEM: CD VRH
Strong corundum A abrasive, Vlies support, suitable for general use on all metals.
Recommended for removing scoring, scratches and oxidation. For use on SBH pads.

COMBI-DISC BACKING PADS

Tech. Code

Ø mm 25 38 50
Shank mm 6 x 40

ITEM: SBH
Semi-rigid, blue, suitable for CD grinding discs.
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Cod. Tec. GR69
Euro

Dimensioni
mm

Grana 

G3405080 1,22

230 x 280

80

50

G3405100 1,06 100
G3405120 0,93 120
G3405150 0,74 150
G3405180 0,70 180
G3405220 0,68 220
G3405280 0,68 280
G3405320 0,68 320

Cod. Tec. GR69
Euro

Dimensioni
mm

Grana 

G3405360 0,68

230 x 280

360

50

G3405400 0,68 400
G3405500 0,68 500
G3405600 0,68 600
G3405800 0,68 800
G34051000 0,70 1000
G34051200 0,70 1200

ART. WT734
Carburo di silicio. Adatti per lavorazioni ad umido di stucchi, fondi e vernici.

P M K N S H
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CARTE IMPERMEABILI AL CARBURO DI SILICIO IN FOGLI

Cod. Tec. GR69
Euro

Dimensioni
mm

Grana 

G3205040 2,87

230 x 280

40

50

G3205050 2,70 50
G3205060 2,54 60
G3205080 2,09 80
G3205100 2,01 100
G3205120 2,01 120
G3205150 2,01 150

Cod. Tec. GR69
Euro

Dimensioni
mm

Grana 

G3205180 2,01

230 x 280

180

50

G3205220 2,01 220
G3205240 2,01 240
G3205280 2,01 280
G3205320 2,01 320
G3205400 2,01 400
G3205600 2,01 600

ART. R222
Fogli di tela abrasiva con supporto di cotone leggero flessibile, legante resina su resina e abrasivo al corindone.
Adatti per sgrossatura, finitura e disossidazione dei metalli. Ottimi anche per la lavorazione del legno.

P M K N S H
     

TELE ABRASIVE AL CORINDONE IN FOGLI

Cod. Tec. GR69
Euro

Dimensioni
mm

Grana 

G3250040 1,90

230 x 280

40

50

G3250050 1,74 50
G3250060 1,56 60
G3250080 1,45 80
G3250100 1,35 100
G3250120 1,35 120
G3250150 1,35 150
G3250180 1,35 180

Cod. Tec. GR69
Euro

Dimensioni
mm

Grana 

G3250220 1,35

230 x 280

220

50

G3250240 1,35 240
G3250280 1,35 280
G3250320 1,35 320
G3250400 1,35 400
G3250500 1,35 500
G3250600 1,35 600

ART. 641PF
Fogli di tela abrasiva con supporto di cotone leggero flessibile, legante resina su resina e abrasivo al corindone.
Prodotto molto versatile dalla ottima durata. Usati principalmente nella smerigliatura a mano di metalli, finitura di
profili e bave di tranciatura, finitura di parti meccaniche, cilindri e colli d'oca.

P M K N S H
     

TELE ABRASIVE AL CORINDONE IN FOGLI

Cod. Tec. GR69
Euro

Dimensioni
mm

Grana 

G3380080 1,08

230 x 280

80

50

G3380100 0,96 100
G3380120 0,85 120
G3380150 0,77 150
G3380220 0,70 220
G3380320 0,70 320
G3380400 0,70 400
G3380600 0,70 600

Cod. Tec. GR69
Euro

Dimensioni
mm

Grana 

G3380800 0,70

230 x 280

800

50

G33801000 0,70 1000
G33801200 0,70 1200
G33801500 0,93 1500
G33802000 0,93 2000
G33802500 0,93 2500
G33803000 1,10 3000
G33805000 1,45 5000

ART. 991A
Per lavorazioni manuali, in particolar modo su vetro e vernici, e in carrozzeria per levigatura ad umido.

P M K N S H
     

CARTE IMPERMEABILI AL CARBURO DI SILICIO IN FOGLI

G.16 Indivisible package   Suggested retail package - Unit price

Tech. Code Dimensions
mm

Grit 

230 x 280

80
100
120
150
180
220
280
320

Tech. Code Dimensions
mm

Grit 

230 x 280

360
400
500
600
800
1000
1200

ITEM: WT734
Silicon carbide. Suitable for wet-machining stucco, priming and paint.

P M K N S H
     

WATERPROOF SILICON CARBIDE SHEETS

Tech. Code Dimensions
mm

Grit 

230 x 280

40
50
60
80

100
120
150

Tech. Code Dimensions
mm

Grit 

230 x 280

180
220
240
280
320
400
600

ITEM: R222
Light and flexible cotton support, resin binder and corundum abrasive.
Suitable for roughing, finishing and deoxidizing metals. Excellent also for wood machining.

P M K N S H
     

ALUMINUM OXIDE CLOTH SHEETS

Tech. Code Dimensions
mm

Grit 

230 x 280

40
50
60
80

100
120
150
180

Tech. Code Dimensions
mm

Grit 

230 x 280

220
240
280
320
400
500
600

ITEM: 641PF
Light flexible and cotton support, resin binder and corundum abrasive. Versatile long-lasting product.
Mainly used for grinding metals by hand, profile finishing and blanking burs, mechanical part finishing, cylinders
and goose necks.

P M K N S H
     

ALUMINUM OXIDE CLOTH SHEETS

Tech. Code Dimensions
mm

Grit 

230 x 280

80
100
120
150
220
320
400
600

Tech. Code Dimensions
mm

Grit 

230 x 280

800
1000
1200
1500
2000
2500
3000
5000

ITEM: 991A
For hand work, in particular on glass and paint, and for wet-sanding repair work on automobiles.

P M K N S H
     

WATERPROOF SILICON CARBIDE SHEETS



G

G.17 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR69
Euro

H
mm

Grana
Dispenser

m
G330550040 62,33

50

40

25

G330550050 58,50 50
G330550060 54,80 60
G330550080 50,52 80
G330550100 47,72 100
G330550120 47,72 120
G330550150 47,72 150

Cod. Tec. GR69
Euro

H
mm

Grana
Dispenser

m
G330550180 47,72

50

180

25

G330550220 47,72 220
G330550240 47,72 240
G330550280 47,72 280
G330550320 47,72 320
G330550400 47,72 400
G330550600 47,72 600

ART. G3305
Ossido d'alluminio Norton R222. Tela flessibile in cotone peso J, adatta per sgrossatura, finitura e disossidazione
dei metalli, ottima anche per la lavorazione del legno.

P M K N S H
     

P M K N S H
     

TAMPONI ABRASIVI IN TESSUTO NON TESSUTO SCOTCH-BRITE

Cod. Tec. G3720AVFN G3720SUFN
GR69 Euro 1,53 1,84
Dimensioni mm 120 x 280
Grana A/VFN S/UFN

 60

ART. CF-SH
Tampone di tessuto abrasivo per pulizia e finitura Scotch-Brite
Tipo A: Ossido di Alluminio. Utilizzato per la pulitura o ripresa di satinatura su acciaio e alluminio.
Tipo S: Carburo di Silicio. Utilizzato sul legno per la preparazione delle superfici prima dell'applicazione di adesivi e
per eliminare le fibre rialzate prima e dopo l'applicazione del fondo.

Cod. Tec. GR69
Euro

H
mm

Grana
Dispenser

m
G330025040 34,86

25

40

25

G330025050 31,69 50
G330025060 30,63 60
G330025080 27,11 80
G330025100 26,37 100
G330025120 26,37 120
G330025150 26,37 150

Cod. Tec. GR69
Euro

H
mm

Grana
Dispenser

m
G330025180 26,37

25

180

25

G330025220 26,37 220
G330025240 26,37 240
G330025320 26,37 320
G330025400 26,37 400
G330025600 26,37 600

ART. G3300
Ossido d'alluminio Norton R222. Tela flessibile in cotone peso J, adatta per sgrossatura, finitura e disossidazione
dei metalli, ottima anche per la lavorazione del legno.

P M K N S H
     

TELE ABRASIVE IN ROTOLI ANTISPRECO

Cod. Tec. GR69
Euro

H
mm

Grana
Dispenser

m
G330238040 50,08

38

40

25

G330238050 46,87 50
G330238060 43,76 60
G330238080 40,52 80
G330238100 38,44 100
G330238120 38,44 120
G330238150 38,44 150

Cod. Tec. GR69
Euro

H
mm

Grana
Dispenser

m
G330238180 38,44

38

180

25

G330238220 38,44 220
G330238240 38,44 240
G330238280 38,44 280
G330238320 38,44 320
G330238400 38,44 400
G330238600 38,44 600

ART. G3302
Ossido d'alluminio Norton R222. Tela flessibile in cotone peso J, adatta per sgrossatura, finitura e disossidazione
dei metalli, ottima anche per la lavorazione del legno.

P M K N S H
     

SPUGNE ABRASIVE SU 4 LATI

Cod. Tec. G3415060 G3415100 G3415180
GR69 Euro 1,00 1,00 1,00
Dimensioni mm 100 x 66 x 26
Grana 60 100 180

 60

ART. G3415
Spugne abrasive su 4 lati. Idonee per la lavorazione su molteplici materiali. Il supporto in spugna consente di
distribuire i carichi consentendo quindi di lavorare al meglio anche le superfici irregolari. Le spugne sono lavabili e
riutilizzabili garantendo una lunga durata delle stesse.

G.17Indivisible package  Suggested retail package - Unit price

Tech. Code H
mm

Grit
Dispenser

m

50

40

25

50
60
80

100
120
150

Tech. Code H
mm

Grit
Dispenser

m

50

180

25

220
240
280
320
400
600

ITEM: G3305
Aluminum oxide. Super-flexible cotton cloth, suitable for roughing, finishing and deoxidizing metals.
Excellent also for wood machining. 25-meter dispenser.

P M K N S H
     

P M K N S H
     

ABRASIVE CLEAN & FINISH PADS

Tech. Code

Dimensions mm 120 x 280
Grit A/VFN S/UFN



ITEM: CF-SH
Scotch-Brite abrasive material pads for cleaning and finishing.
Type A: Aluminum Oxide. Used for cleaning or re-polishing steel and aluminum.
Type S: Silicon Carbide. Used on the wood to prepare the surfaces before applying adhesives and to eliminate the
raised fibers before and after applying the primer.

Tech. Code H
mm

Grit
Dispenser

m

25

40

25

50
60
80

100
120
150

Tech. Code H
mm

Grit
Dispenser

m

25

180

25

220
240
320
400
600

ITEM: G3300
Norton 22 aluminum oxide. Super-flexible cotton cloth, weight. Ideal for roughing, finishing and deoxidizing of
metals. Excellent also for wood machining. 25-meter dispenser.

P M K N S H
     

ALUMINUM OXIDE FLEX ABRASIVE CLOTH ROLLS

Tech. Code H
mm

Grit
Dispenser

m

38

40

25

50
60
80

100
120
150

Tech. Code H
mm

Grit
Dispenser

m

38

180

25

220
240
280
320
400
600

ITEM: G3302
Aluminum oxide. Super-flexible cotton cloth. Ideal for roughing, finishing and deoxidizing of metals. Excellent also
for wood machining. 25-meter dispenser.

P M K N S H
     

ABRASIVE SPUNGES ON 4 SIDES

Tech. Code

Dimensions mm 100 x 66 x 26
Grit 60 100 180



ITEM: G3415
Abrasive spunges on 4 sides. Suitable for working on mutiple materials. Being made of sponge allows it to
distribute the loads to work at its best even on irregular surfaces. Thesponges are washable and reusable ensuring
a long life at the same time.



G

G.18 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR69
Euro

H
mm

Grana
Rotolo

m
G335050040 59,98

50

40

50

G335050050 58,84 50
G335050060 54,27 60
G335050080 52,46 80
G335050100 49,26 100
G335050120 49,26 120
G335050150 49,26 150
G335050180 49,26 180

Cod. Tec. GR69
Euro

H
mm

Grana
Rotolo

m
G335050220 49,26

50

220

50

G335050240 49,26 240
G335050280 49,26 280
G335050320 49,26 320
G335050400 49,26 400
G335050500 49,26 500
G335050600 49,26 600

ART. 641PF
Tela al corindone resinata con supporto cotone leggero e flessibile. Ottimale per smerigliatura a mano di tutti
i metalli. Utilizzo a mano per smerigliare punti difficili da raggiungere. Grazie alla elevata flessibilità ideale
nella smerigliatura e finitura di particolari concavi e convessi. La robustezza del supporto e il buon ancoraggio
dell'abrasivo ne permettono l'uso su ogni tipo di materiale.

P M K N S H
    

TELE ABRASIVE IN ROTOLI ANTISPRECO

P M K N S H
     

TESSUTO NON TESSUTO IN ROTOLI ANTISPRECO

Cod. Tec. G3630AC G3630AM G3630AF G3630AV
GR68 Euro 63,34 53,35 44,78 45,70
Dimensioni mm 120 x 10.000
Grana A/COARSE A/MEDIUM A/FINE A/VFINE

ART. G3630
Utilizzati manualmente per la rimozione dell'ossidazione e nella pulitura di tutti i metalli, le plastiche, le fibre di vetro,
stucchi e vernici. Ottima resistenza all'intasamento. Si possono utilizzare sia a secco che ad umido. Possono essere
tagliati a misura per adattarsi a qualsiasi sagoma di pezzo in lavorazione.
Tipo A: Ossido di Alluminio.

Cod. Tec. GR69
Euro

H
mm

Grana
Rotolo

m
G335150060 67,82

50

60

50

G335150080 66,06 80
G335150100 61,71 100
G335150120 61,71 120
G335150150 61,71 150
G335150180 61,71 180

Cod. Tec. GR69
Euro

H
mm

Grana
Rotolo

m
G335150220 61,71

50

220

50

G335150240 61,71 240
G335150320 61,71 320
G335150400 61,71 400
G335150600 61,71 600
G335150800 61,71 800

ART. 531JFF
Tela al corindone con supporto in cotone, versione extra flessibile per superfici irregolari ideale per stampisti.

P M K N S H
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TELE ABRASIVE EXTRA FLESSIBILI IN ROTOLI ANTISPRECO

Cod. Tec. GR69
Euro

H
mm

Grana
Dispenser

m
G3355115060 103,98

115

60

50
G3355115080 98,97 80
G3355115100 92,37 100
G3355115120 92,37 120

Cod. Tec. GR69
Euro

H
mm

Grana
Dispenser

m
G3355115150 92,37

115

150

50
G3355115180 92,37 180
G3355115220 92,37 220
G3355115240 92,37 240

ART. 641PF
Tela al corindone resinata con supporto cotone leggero e flessibile. Ottimale per smerigliatura a mano di tutti
i metalli. Utilizzo a mano per smerigliare punti difficili da raggiungere. Grazie alla elevata flessibilità ideale
nella smerigliatura e finitura di particolari concavi e convessi. La robustezza del supporto e il buon ancoraggio
dell'abrasivo ne permettono l'uso su ogni tipo di materiale.

P M K N S H
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G.18 Indivisible package   Suggested retail package - Unit price

Tech. Code H
mm

Grit
Roll
m

50

40

50

50
60
80

100
120
150
180

Tech. Code H
mm

Grit
Roll
m

50

220

50

240
280
320
400
500
600

ITEM: 641PF
Resin-bonded corundum cloth with light and flexible cotton support. Ideal for grinding all metals by hand.
For grinding hard-to-reach places by hand. Thanks to its high flexibility, it is ideal for grinding and finishing concave
and convex parts. The support's sturdiness and the abrasive's good anchorage allows use on all types of material.
50-meter roll.

P M K N S H
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ALUMINUM OXIDE ABRASIVE SHOP ROLLS

P M K N S H
     

ABRASIVE CLEAN & FINISH ROLLS

Tech. Code

Dimensions mm 120 x 10,000
Grit A/COARSE A/MEDIUM A/FINE A/VFINE

ITEM: G3630
Used for removing oxidation and for cleaning all kinds of metal, plastic, glass fiber, filler and paint by hand.
Excellent resistance to clogging. For dry or wet use. Can be cut to size to fit the shape of any workpiece.
Type A: Aluminum Oxide.

Tech. Code H
mm

Grit
Roll
m

50

60

50

80
100
120
150
180

Tech. Code H
mm

Grit
Roll
m

50

220

50

240
320
400
600
800

ITEM: 531JFF
Corindone cloths with cotton support, extra flexible version.
Ideal for mould makers.

P M K N S H
     

ALUMINUM OXIDE FLEX ABRASIVE CLOTHS ROLLS

Tech. Code H
mm

Grit
Dispenser

m

115

60

50
80
100
120

Tech. Code H
mm

Grit
Dispenser

m

115

150

50
180
220
240

ITEM: 641PF
Corundum grained, resin-coated cloth with a light and flexible cotton backing. Optimised for hand grinding of all
kinds of metal. Ideal for sanding hard-to-reach areas. Highly flexible cloth, ideal for finishing operations of cancave
and convex detailed workpieces. The combination of a tough cloth back with the abrasive grit firmly anchored make
it ideal on all material surfaces.

P M K N S H
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G

G.19 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

P M K N S H
    

TELE ABRASIVE AL CORINDONE IN NASTRI

Cod. Tec. G35050401000 G35050601000 G35050801000 G35051001000 G35051201000
GR69 Euro 7,10 6,45 6,06 5,81 5,81
Dimensioni mm 100 x 1000
Grana 40 60 80 100 120

 10

ART. G3505
Ossido d’alluminio R230. Adatti per sgrossatura e finitura di metalli ferrosi e non ferrosi, legno e materiali diversi.

P M K N S H
    

TELE ABRASIVE ALLO ZIRCONIO IN NASTRI

Cod. Tec. G35250401000 G35250601000 G35250801000 G35251001000 G35251201000
GR69 Euro 8,50 7,62 7,14 6,88 6,88
Dimensioni mm 100 x 1000
Grana 40 60 80 100 120

 10

ART. G3525
Ossido di zirconio Norton R822 per alte prestazioni. Supporto cotone di peso X. Adatti per sgrossatura e finitura di
acciai in genere e inossidabili, metalli ferrosi e non ferrosi, legno e materiali diversi.

Cod. Tec. G35050401500 G35050601500 G35050801500 G35051001500 G35051201500
GR69 Euro 11,61 10,38 9,70 9,27 9,27
Dimensioni mm 120 x 1500
Grana 40 60 80 100 120

 10

Cod. Tec. G35250401500 G35250601500 G35250801500 G35251001500 G35251201500
GR69 Euro 14,11 12,52 11,72 11,13 11,13
Dimensioni mm 120 x 1500
Grana 40 60 80 100 120

 10

P M K N S H
    

TELE ABRASIVE AL CORINDONE IN NASTRI

Cod. Tec. G34800401000 G34800601000 G34800801000 G34801001000 G34801201000
GR68 Euro 4,85 4,45 4,34 4,08 4,08
Dimensioni mm 100 x 1000
Grana 40 60 80 100 120

 10

ART. G3480
Ossido d'alluminio. Adatti per sgrossatura e finitura di metalli ferrosi e non ferrosi, legno e materiali diversi.

Cod. Tec. G34800401500 G34800601500 G34800801500 G34801001500 G34801201500
GR68 Euro 7,69 7,00 6,77 6,31 6,31
Dimensioni mm 120 x 1500
Grana 40 60 80 100 120

 10

P M K N S H
    

TELE ABRASIVE ALLO ZIRCONIO IN NASTRI

Cod. Tec. G34900401000 G34900601000 G34900801000 G34901001000 G34901201000
GR68 Euro 6,65 5,65 5,37 4,98 4,98
Dimensioni mm 100 x 1000
Grana 40 60 80 100 120

 10

ART. G3490
Ossido di zirconio. Nastri per alte prestazioni adatti per sgrossatura e finitura di acciai in genere e inossidabili,
metalli ferrosi e non ferrosi, legno e materiali diversi.

Cod. Tec. G34900401500 G34900601500 G34900801500 G34901001500 G34901201500
GR68 Euro 10,97 9,14 8,62 7,95 7,95
Dimensioni mm 120 x 1500
Grana 40 60 80 100 120

 10

G.19Indivisible package  Suggested retail package - Unit price

P M K N S H
    

ALUMINUM OXIDE ABRASIVE CLOTH BELTS

Tech. Code

Dimensions mm 100 x 1000
Grit 40 60 80 100 120



ITEM: G3505
Aluminum oxide METALITE R230. Suitable for roughing and finishing ferrous and non-ferrous materials, wood and
other materials.

P M K N S H
    

ZIRCONIA ABRASIVE CLOTH BELTS

Tech. Code

Dimensions mm 100 x 1000
Grit 40 60 80 100 120



ITEM: G3525
Zirconium oxide NORTON R822 for superior performance. Suitable for roughing and finishing stainless steel, ferrous
and non-ferrous materials, wood and other materials.

Tech. Code

Dimensions mm 120 x 1500
Grit 40 60 80 100 120



Tech. Code

Dimensions mm 120 x 1500
Grit 40 60 80 100 120



P M K N S H
    

ALUMINUM OXIDE ABRASIVE CLOTH BELTS

Tech. Code

Dimensions mm 100 x 1000
Grit 40 60 80 100 120



ITEM: G3480
Aluminum oxide. Suitable for roughing and finishing ferrous and non-ferrous metals, wood and other materials.

Tech. Code

Dimensions mm 120 x 1500
Grit 40 60 80 100 120



P M K N S H
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ZIRCONIA ABRASIVE CLOTH BELTS

Tech. Code

Dimensions mm 100 x 1000
Grit 40 60 80 100 120



ITEM: G3490
Zirconium oxide for superior performance. Suitable for roughing and finishing stainless steel, ferrous and non-ferrous
metals, wood and other materials.

Tech. Code

Dimensions mm 120 x 1500
Grit 40 60 80 100 120





G

G.20 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

P M K N S H
   

TELE ABRASIVE CUBITRON II IN NASTRI

Cod. Tec. G35350401000 G35350601000 G35350801000 G35351201000
GR69 Euro (14,21) (11,79) (11,21) (10,67)
Dimensioni mm 100 x 1000
Grana 40 60 80 120

 10

ART. 947/A CUBITRON II
Abrasivo ceramico Cubitron II trattato con additivo raffreddante. Ultima generazione di nastri. La straordinaria qualità
dell'abrasivo consente operazioni di sgrossatura e semifinitura su quasi tutti i materiali. Prima scelta sulle leghe più
dure.

Cod. Tec. G35350401500 G35350601500 G35350801500 G35351201500
GR69 Euro (18,40) (20,82) (19,77) (19,36)
Dimensioni mm 120 x 1500
Grana 40 60 80 120

 10

P M K N S H
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NASTRI ABRASIVI CERAMICI PER MACCHINE PORTATILI

Cod. Tec. G3550040305 G3550060305 G3550080305 G3550100305 G3550120305
GR69 Euro (0,91) (0,83) (0,83) (0,79) (0,79)
Dimensioni mm 13 x 305
Grana 40 60 80 100 120

 50

ART. G3550
Abrasivo in ossido di zirconio ceramico raffreddato con supporto in tela poliestere peso Y resistente all'acqua.
Nastri abrasivi con giunzione testa/testa ad alte prestazioni per sgrossatura e finitura di acciai in genere e
inossidabili, utilizzabili con levigatrici a nastro portatili elettriche o pneumatiche.

LIME A NASTRO

Cod. Tec. G36201506 G362025018
GR69 Euro 4,50 10,20
Dimensioni mm 150 x 6 250 x 18
Nastro mm 320 x 18 520 x 18

ART. G3620
Sostegno robusto in polipropilene. Dotato di tensionatore a molla per agevolare la sostituzione del nastro o la
rotazione dello stesso. Ideale per smussare e rifinire aree di difficile accesso. Vengono forniti con montato un
nastro in ossido di alluminio di grana 180.

P M K N S H
    

NASTRI PER LIME

Cod. Tec. G3625A120 G3625A180 G3625A320
GR69 Euro 0,85 0,85 0,85
Grana 120 180 320
Dimensioni mm 320 x 6

 10

ART. 541JF
Nastrini in ossido di alluminio con supporto semiflessibile, idonei per l'utilizzo con le lime a nastro della gamma
G3620.

Cod. Tec. G3625C120 G3625C180 G3625C320
GR69 Euro 1,05 1,05 1,05
Grana 120 180 320
Dimensioni mm 520 x 18

 10

P M K N S H
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NASTRI ABRASIVI PER MACCHINE PORTATILI

Cod. Tec. G3555040 G3555060 G3555080 G3555120
GR69 Euro 1,43 1,40 1,32 1,32
Dimensioni mm 10 x 330
Grana 40 60 80 120

 10

ART. XK850X
Nastrini abrasivi ceramici con additivo raffreddante e supporto in poliestere. Ideali per la lavorazione di acciaio,
acciaio Inox, alluminio, titanio, bronzo. Utilizzabili con smerigliatrici portatili elettriche o pneumatiche.

G.20 Indivisible package   Suggested retail package - Unit price

P M K N S H
   

CUBITRON II ABRASIVE CLOTH BELTS

Tech. Code

Dimensions mm 100 x 1000
Grit 40 60 80 120



ITEM: 947/A CUBITRON II
Cubitron II ceramic abrasive belt with coolant additive. Representing the "next generation" of abrasive technology.
Its unsurpassed abrasive features ensure roughing and finishing operations on nearly all materials. First choice on
hard alloys.

Tech. Code

Dimensions mm 120 x 1500
Grit 40 60 80 120



P M K N S H
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CERAMIC ABRASIVE BELTS FOR POWER TOOLS

Tech. Code

Dimensions mm 13 x 305
Grit 40 60 80 100 120



ITEM: G3550
Oxide sirconia cooled ceramic abrasive with a polyester canvas support, weight Y, waterproof. Abrasive belts with
spliced joint with high performance for roughing and finishing, in general for steel and stainless steel, used with
electrical or pneumatic belt sanders.

CLOTH BELTS

Tech. Code

Dimensions mm 150 x 6 250 x 18
Belt mm 320 x 18 520 x 18

ITEM: G3620
Sturdy polypropylene support. Equipped with spring tensioner to facilitate the replacement of the belt or the rotation
of the same. Ideal for smoothing and finishing areas that are difficult to access. When mounted an A 180-grade
aluminum oxide belt.

P M K N S H
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BELTS FOR FILES

Tech. Code

Grit 120 180 320
Dimensions mm 320 x 6



ITEM: 541JF
Aluminum oxide belts with semi-flexible support, suitable for use with belt files from the G3620 range.

Tech. Code

Grit 120 180 320
Dimensions mm 520 x 18



P M K N S H
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ABRASIVE BELTS FOR PORTABLE MACHINES

Tech. Code

Dimensions mm 10 x 330
Grit 40 60 80 120



ITEM: XK850X
Ceramic abrasive belts with cooling additive and polyester support. Ideal for processing steel, stainless steel,
aluminum, titanium, bronze. Can be used with portable electric or pneumatic grinders.



G

G.21 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR68
Euro

D x H
mm

Gambo
mm

Grana 

G41051010060 3,89
10 x 10

3 x 40

60

25

G41051010080 3,89 80
G41051010120 3,89 120
G41051515060 2,86

15 x 15
60

G41051515080 2,86 80
G41051515120 2,95 120
G41052010040 2,54

20 x 10

6 x 40

40

10

G41052010060 2,54 60
G41052010080 2,54 80
G41052010120 2,54 120
G41052515040 2,71

25 x 15

40
G41052515060 2,19 60
G41052515080 2,19 80
G41052515120 2,40 120
G41052525040 2,60

25 x 25

40
G41052525060 2,45 60
G41052525080 2,50 80
G41052525120 2,60 120
G41053010040 2,06

30 x 10

40
G41053010060 2,05 60
G41053010080 2,11 80
G41053010120 2,10 120
G41053015040 1,77

30 x 15

40
G41053015060 2,09 60
G41053015080 2,13 80
G41053015120 2,15 120
G41053020040 2,24

30 x 20

40
G41053020060 2,22 60
G41053020080 2,25 80
G41053020120 2,28 120
G41054010040 2,30

40 x 10
40

G41054010060 2,14 60
G41054010080 2,21 80

Cod. Tec. GR68
Euro

D x H
mm

Gambo
mm

Grana 

G41054010120 2,24 40 x 10

6 x 40

120

10

G41054015040 2,32

40 x 15

40
G41054015060 2,20 60
G41054015080 2,23 80
G41054015120 2,23 120
G41054020040 2,33

40 x 20

40
G41054020060 2,33 60
G41054020080 2,40 80
G41054020120 2,58 120
G41055010040 2,58

50 x 10

40
G41055010060 2,52 60
G41055010080 2,58 80
G41055010120 2,68 120
G41055015040 2,20

50 x 15

40
G41055015060 2,52 60
G41055015080 2,57 80
G41055015120 2,57 120
G41055020040 2,41

50 x 20

40
G41055020060 2,67 60
G41055020080 2,74 80
G41055020120 2,74 120
G41055030040 2,73

50 x 30

40
G41055030060 3,24 60
G41055030080 3,47 80
G41055030120 3,67 120
G41056030040 3,40

60 x 30

40
G41056030060 4,07 60
G41056030080 4,22 80
G41056030120 4,55 120
G41058040040 7,27

80 x 40

40
G41058040060 7,42 60
G41058040080 7,27 80
G41058040120 7,74 120

ART. G4105
Tela abrasiva al corindone supporto semiflessibile. Per operazioni di smerigliatura e finitura pezzi piccoli o
sagomati, in acciaio al carbonio, acciaio inossidabile e metalli non ferrosi, vetroresina, pietra e marmo.

P M K N S H
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RULLI A LAMELLE ABRASIVE CON GAMBO

TABELLA VELOCITA' DI TAGLIO PER RULLI A LAMELLE CON GAMBO

Diametro anello
mm 10 15 20 - 25 30 40 50 60 80

Velocità consigliata
(RPM) 38.000 25.000 18.000 13.000 10.000 7.500 6.500 4.500

Velocità max
(RPM) 70.000 50.000 30.000 25.000 20.000 15.000 13.000 9.000

Cod. Tec. GR68
Euro

D x H
mm

Grana RPM max 

G43103020AC 4,40

30x20

Coarse
20000

10

G43103020AM 4,40 Medium
G43103020AF 4,40 Fine

G43103020CPM (6,80) CP Med 15000
G43103030AC 4,47

30x30

Coarse
20000G43103030AM 4,47 Medium

G43103030AF 4,47 Fine
G43103030CPM (6,80) CP Med 15000
G43104020AC 4,70

40x20

Coarse
16000G43104020AM 4,70 Medium

G43104020AF 4,70 Fine
G43104020CPM (7,56) CP Med 13000

Cod. Tec. GR68
Euro

D x H
mm

Grana RPM max 

G43104030AC 4,63

40x30

Coarse
16000

10

G43104030AM 4,63 Medium
G43104030AF 4,63 Fine

G43104030CPM (7,56) CP Med 13000
G43105030AC 4,82

50x30

Coarse
12500G43105030AM 4,82 Medium

G43105030AF 4,82 Fine
G43105030CPM (8,43) CP Med 10500
G43106040AC 5,51

60x40

Coarse
10000G43106040AM 5,51 Medium

G43106040AF 5,51 Fine
G43106040CPM (10,25) CP Med 8500

La versione CP MED (Cut and Polish) è una trama particolarmente densa che unisce alla grande durata una satinatura
aggressiva e una finitura fine ed uniforme.

ART. G4310
Rulli abrasivi con gambo 6 mm realizzati con tessuto non tessuto. Ossido di Alluminio in varie grane. Ideali per la
satinatura di metalli in genere, plastica e legno. La grana Coarse è assimilabile alla grana 80-120, la Medium alla
120-180, la Fine alla 220-280.

P M K N S H
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RULLI ABRASIVI IN TESSUTO NON TESSUTO CON GAMBO

G.21Indivisible package  Suggested retail package - Unit price

Tech. Code D x H
mm

Shank
mm

Grit 

10 x 10

3 x 40

60
80

120

15 x 15
60
80

120

20 x 10

6 x 40

40
60
80

120

25 x 15

40
60
80

120

25 x 25

40
60
80

120

30 x 10

40
60
80

120

30 x 15

40
60
80

120

30 x 20

40
60
80

120

40 x 10
40
60
80

Tech. Code D x H
mm

Shank
mm

Grit 

40 x 10

6 x 40

120

40 x 15

40
60
80
120

40 x 20

40
60
80
120

50 x 10

40
60
80
120

50 x 15

40
60
80
120

50 x 20

40
60
80
120

50 x 30

40
60
80
120

60 x 30

40
60
80
120

80 x 40

40
60
80
120

ITEM: G4105
Aluminium oxide flap wheels, semi-flexible support. For grinding and finishing work on small or shaped workpieces
made of carbon steel, stainless steel, non-ferrous metals, fiberglass, stone and marble.

P M K N S H
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FLAP WHEELS WITH SHANK

CUTTING SPEED CHART - FLAP WHEELS WITH SHANK

Ring diameter
mm 10 15 20 - 25 30 40 50 60 80

Recommended speed
(RPM) 38.000 25.000 18.000 13.000 10.000 7.500 6.500 4.500

Max speed
(RPM) 70.000 50.000 30.000 25.000 20.000 15.000 13.000 9.000

Tech. Code D x H
mm

Grit Max RPM 

30x20

Coarse
20000Medium

Fine
CP Med. 15000

30x30

Coarse
20000Medium

Fine
CP Med. 15000

40x20

Coarse
16000Medium

Fine
CP Med. 13000

Tech. Code D x H
mm

Grit Max RPM 

40x30

Coarse
16000Medium

Fine
CP Med. 13000

50x30

Coarse
12500Medium

Fine
CP Med. 10500

60x40

Coarse
10000Medium

Fine
CP Med. 8500

CP MED version (Cut and Polish) is particulary dense which combines a great duration with an aggressive satin and a fine
uniform finish.

ITEM: G4310
Non-woven 6 mm shaft abrasive wheels different grit sizes aluminum oxide, Ideal for metal, plastic and wood. Cut
and Polish version combines an excellent cutting power and a uniform finish. Coarse grain is comparable to 80-120
grain, Medium grain to 120-180, Fine grain to 220-280.

P M K N S H
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NON-WOVEN WHEELS WITH SHANK



G

G.22 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR68
Euro

D x H
mm

Grana 

G44001020040 0,23
10 x 20

40

100

G44001020060 0,23 60
G44001020080 0,23 80
G44001325040 0,32

13 x 25
40

G44001325060 0,28 60
G44001530040 0,33

15 x 30
40

G44001530060 0,33 60
G44001530080 0,32

80G44001325080 0,28 13 x 25
G44002220040 0,32

22 x 20
40

G44002220060 0,28 60
G44002220080 0,28 80

Cod. Tec. GR68
Euro

D x H
mm

Grana 

G44003020040 0,35
30 x 20

40

100

G44003020060 0,34 60
G44003020080 0,33 80
G44003030040 0,44

30 x 30
40

G44003030060 0,42 60
G44003030080 0,42 80
G44004530040 0,59

45 x 30
40

G44004530060 0,50 60
G44004530080 0,50 80
G44006030040 0,67

60 x 30
40

G44006030060 0,61 60
G44006030080 0,59 80

ART. G4400
Anelli di tela abrasiva al corindone, foderati di tela in cotone per irrobustirne la struttura.
Utilizzo universale su acciai, metalli non ferrosi e plastica.

P M K N S H
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ANELLI ABRASIVI AL CORINDONE

Cod. Tec. GR68
Euro

D x H
mm

Grana 

G44021020040 0,29
10 x 20

40

100

G44021020060 0,29 60
G44021020080 0,28 80
G44021325040 0,35

13 x 25
40

G44021325060 0,34 60
G44021325080 0,34 80
G44021530040 0,39

15 x 30
40

G44021530060 0,36 60
G44021530080 0,35 80
G44022220040 0,35

22 x 20
40

G44022220060 0,34 60
G44022220080 0,34 80

Cod. Tec. GR68
Euro

D x H
mm

Grana 

G44023020040 0,43
30 x 20

40

100

G44023020060 0,39 60
G44023020080 0,37 80
G44023030040 0,55

30 x 30
40

G44023030060 0,50 60
G44023030080 0,50 80
G44024530040 0,70

45 x 30
40

G44024530060 0,64 60
G44024530080 0,62 80
G44026030040 0,81

60 x 30
40

G44026030060 0,74 60
G44026030080 0,71 80

ART. G4402
Anelli di tela abrasiva allo zirconio, foderati di tela in cotone per irrobustirne la struttura. L'aggressività dello zirconio
consente elevati gradi di asportazione. Particolarmente indicati all'utilizzo su acciai ed acciai inossidabili.

P M K N S H
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ANELLI ABRASIVI ALLO ZIRCONIO

Cod. Tec. GR68
Euro

D x H
mm

Grana 

G44071020060 0,50
10 x 20

60

100
G44071020080 0,47 80
G44071325060 0,67

13 x 25
60

G44071325080 0,68 80
G44071530060 0,74 15 x 30 60

Cod. Tec. GR68
Euro

D x H
mm

Grana 

G44071530080 0,67 15 x 30 80

100
G44073030060 1,01

30 x 30
60

G44073030080 1,01 80
G44074530060 1,28

45 x 30
60

G44074530080 1,24 80

ART. G4407
Anelli di tela abrasiva con abrasivo ceramico additivato, straordinaria capacità di asportazione e taglio freddo.
Foderati di tela in cotone per irrobustirne la struttura.
Particolarmente indicati per l'utilizzo su acciai legati, inox, leghe di titanio e alluminio.

P M K N S H
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ANELLI ABRASIVI CERAMICI

TABELLA VELOCITA' DI TAGLIO PER ANELLI ABRASIVI

Diametro anello
mm 10 - 13 15 22 - 25 30 45 60

Velocità consigliata
(RPM) 35.000 25.000 17.000 13.000 8.500 6.500

Velocità max
(RPM) 45.000 40.000 25.000 18.000 12.500 9.000

G.22 Indivisible package   Suggested retail package - Unit price

Tech. Code D x H
mm

Grit 

10 x 20
40
60
80

13 x 25
40
60

15 x 30
40
60

80
13 x 25

22 x 20
40
60
80

Tech. Code D x H
mm

Grit 

30 x 20
40
60
80

30 x 30
40
60
80

45 x 30
40
60
80

60 x 30
40
60
80

ITEM: G4400
Abrasive spiral bands with aluminium oxide grain are universally suitable for many materials such as non-ferrous
metals and plastic. Internally reinforced with cotton cloth.

P M K N S H
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ABRASIVE SPIRAL BANDS - ALUMINIUM OXIDE

Tech. Code D x H
mm

Grit 

10 x 20
40
60
80

13 x 25
40
60
80

15 x 30
40
60
80

22 x 20
40
60
80

Tech. Code D x H
mm

Grit 

30 x 20
40
60
80

30 x 30
40
60
80

45 x 30
40
60
80

60 x 30
40
60
80

ITEM: G4402
Zirconium abrasive spiral bands with strengthened structure.
Zirconium ensures a very aggressive material removal. Specifically recommended on steel and stainless steel.

P M K N S H
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ABRASIVE SPIRAL BANDS - ZIRCONIA ALUMINA

Tech. Code D x H
mm

Grit 

10 x 20
60
80

13 x 25
60
80

15 x 30 60

Tech. Code D x H
mm

Grit 

15 x 30 80

30 x 30
60
80

45 x 30
60
80

ITEM: G4407
Ceramic abrasive spiral bands, excellent removal capacity and cold cutting. Their structure is internally reinforced
with cotton cloth. Specifically recommended for alloy steel, stainless steel, titanium and aluminum alloys.

P M K N S H
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ABRASIVE SPIRAL BANDS - CERAMIC

CUTTING SPEED CHART FOR ABRASIVE SPIRAL BANDS

Ring diameter
mm 10 - 13 15 22 - 25 30 45 60

Recommended speed
(RPM) 35.000 25.000 17.000 13.000 8.500 6.500

Max speed
(RPM) 45.000 40.000 25.000 18.000 12.500 9.000



G

G.23 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR68
Euro

D x H
mm

Gambo
mm

G44092525 10,57 25 x 25

6 x 40
G44093020 10,57 30 x 20
G44093030 10,84 30 x 30
G44094530 12,99 45 x 30
G44096030 17,30 60 x 30

Cod. Tec. GR68
Euro

D x H
mm

Gambo
mm

G44091020 8,22 10 x 20

6 x 40
G44091325 8,40 13 x 25
G44091530 7,59 15 x 30
G44091925 9,49 19 x 25
G44092220 7,80 22 x 20

ART. G4409
Rulli porta anelli in gomma lamellare espandibile adatti a tutti gli anelli abrasivi.

RULLI PER ANELLI ABRASIVI

P M K N S H
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RULLI A LAMELLE ABRASIVE PER SATINATRICI PORTATILI

Cod. Tec. G452010010040 G452010010060 G452010010080 G4520100100120
GR68 Euro 27,36 27,36 27,36 27,36
D x H mm 100 x 100
Grana 40 60 80 120
Foro mm 19
Velocità RPM Max. 5.700

ART. G4520
Rulli abrasivi con foro 19 mm e sede per la chiavetta di trascinamento. Realizzati con lamelle di tela abrasiva
al corindone nelle varie grane. Adatti all'utilizzo con macchine satinatrici portatili per la smerigliatura di metalli.
Vengono altresì utilizzati per rimuovere vernici, cere protettive e parti ossidate su tutte le superfici. Nelle grane più
grosse vengono utilizzati anche su marmo e pietra. Vel. di utilizzo consigliata 3.500 / 4.000 rpm.

P M K N S H
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RULLI MISTI LAMELLE E TESSUTO NON TESSUTO PER SATINATRICI PORTATILI

Cod. Tec. G4540110AM40 G4540110AM60 G4540110SM80 G4540110SM120
GR68 Euro 23,52 23,52 23,52 23,52
D x H mm 100 x 100
Grana 40 60 80 120
Foro mm 19
Velocità RPM MAX. 5.000

ART. G4540
Rulli abrasivi con foro 19 mm e sede per la chiavetta di trascinamento. Realizzati con lamelle alternate di tela al
corindone e tessuto non tessuto. Nelle grane grosse 40 e 60 la lamella in tessuto è al corindone, mentre per le
grane 80 e 120 è in carburo di silicio. Unisce le caratteristiche di asportazione della tela a quelle di finitura del
panno. Vel. consigliata 3.000 / 3.500 rpm

P M K N S H
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RULLINI ABRASIVI AVVOLTI

Cod. Tec. G4430A1238060 G4430A1238080 G4430A1238120
GR69 Euro 1,19 1,19 1,19
D x H x F mm 12 x 38 x 3
Forma Cilindrica
Grana 60 80 120

 50

ART. G4430
Rullini abrasivi con tela al corindone avvolta. Ideali per smerigliatura in punti di difficile accesso. La tela avvolta
consente di allungare la vita dell'utensile rispetto a manicotti ed anelli tradizionali. Disponibili in forma cilindrica e
conica per i punti ristretti.

Cod. Tec. G4430B1238060 G4430B1238080 G4430B1238120
GR69 Euro 1,32 1,32 1,32
D x H x F mm 12 x 38 x 3
Forma Conica
Grana 60 80 120

 50

PERNO PER RULLINI ABRASIVI AVVOLTI

Cod. Tec. G4431P38
GR69 Euro 6,29
ø Perno mm 3
ø Codolo mm 6

ART. G4431
Perno con codolo D.6 per rulli con foro 3 mm.

G.23Indivisible package  Suggested retail package - Unit price

Tech. Code D x H
mm

Shank
mm

25 x 25

6 x 40
30 x 20
30 x 30
45 x 30
60 x 30

Tech. Code D x H
mm

Shank
mm

10 x 20

6 x 40
13 x 25
15 x 30
19 x 25
22 x 20

ITEM: G4409
Expandable sized rubber drum holder in cylindrical shape for spiral bands.

RUBBER DRUM HOLDERS FOR SPIRAL BANDS

P M K N S H
    

ABRASIVE FLAP WHEELS FOR SATINEX MACHINES

Tech. Code

D x H mm 100 x 100
Grit 40 60 80 120
Hole mm 19
Speed RPM Max. 5.700

ITEM: G4520
19-mm hole abrasive rolls and driving key seat. Made in abrasive clothed corindone flaps, various types of grit. Fit
for satinex machines tools for metal grinding. Also used to remove polish, protective wax coating and oxidised parts
on all surfaces. Coarse grain grinders are also used on marble and stone. Recommended speed 3.500/4.000 rpm.

P M K N S H
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NON-WOVEN MIXED FLAP WHEELS FOR HAND-HELD GLAZING MACHINES

Tech. Code

D x H mm 100 x 100
Grit 40 60 80 120
Hole mm 19
Speed RPM MAX. 5.000

ITEM: G4540
Combination flap wheels with 19mm keyhole. These wheels alternate corundum-type flaps with non-woven fabric.
For grade 40 and 60 (coarse), corundum type cloth wheel is used, while silicon carbide type is suitable for grade
80 and 120 (medium) Its structure combines non-woven fabric removal features with cloth finishing performance
Recommended speed 2.500/3.000 rpm

P M K N S H
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CARTRIDGE ROLLS

Tech. Code

D x H x F mm 12 x 38 x 3
Shape Cylindrical
Grit 60 80 120



ITEM: G4430
Cartridge rolls in rolled-up aluminum oxide cloth. Ideal for grinding in difficult to acess areas. The canvas allows it to
lengthen the life of the tool compared to traditional sleeves and rings. Available in cyclindrical shape and conical for
restricted points.

Tech. Code

D x H x F mm 12 x 38 x 3
Shape Conical
Grit 60 80 120



PIN FOR ABRASIVE WRAPPED ROLLS

Tech. Code

ø Pin mm 3
ø Shank mm 6

ITEM: G4431
Pin with tang D.6 for rolls with 3 mm holes.



G

G.24 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR68
Euro

D x H
mm

Foro
mm

Grana

G470516530060 (18,25)

165 x 30

54

60
G470516530080 (22,91) 80
G470516530120 (24,93) 120
G470516530180 (27,99) 180
G470516550060 (30,79)

165 x 50

60
G470516550080 (32,62) 80
G470516550120 (36,00) 120
G470516550180 (38,76) 180

Cod. Tec. GR68
Euro

D x H
mm

Foro
mm

Grana

G470520050060 (36,93)

200 x 50 54

60
G470520050080 (41,99) 80
G470520050120 (46,62) 120
G470520050180 (54,15) 180
G470525050060 (66,29)

250 x 50 100

60
G470525050080 (70,93) 80
G470525050120 (78,04) 120
G470525050180 (87,25) 180

ART. G4705
Le ruote a lamelle abrasive con foro vengono utilizzate per operazioni di smerigliatura e finitura su macchine fisse
e portatili. Realizzate in tela al corindone con supporto in cotone standard si adattano alla maggior parte delle
applicazioni. Velocità max di utilizzo in RPM : D.165 - 5.300 , D.200 - 4.400 , D.250 - 3.600

P M K N S H
   

RUOTE A LAMELLE ABRASIVE CON FORO

P M K N S H
   

RULLI IN TESSUTO NON TESSUTO PER SATINATRICI PORTATILI

Cod. Tec. G4605110100C G4605110100M G4605110100F G4605110100VF G4605110100CPM
GR68 Euro 18,46 18,46 18,46 18,46 56,15
D x H mm 100 x 100
Foro mm 19
Grana COARSE MEDIUM FINE VERY FINE CPM
Velocità RPM Max. 5.000

ART. G4605
Rulli abrasivi con foro 19 mm e sede per la chiavetta di trascinamento realizzati con tessuto non tessuto in ossido
di alluminio nelle varie grane. Ideali per la satinatura di metalli in genere e per la rimozione di strati di ossido. Si
ottengono superfici omogenee e prive di difetti. La versione Cut and Polish unisce un ottimo potere di taglio ad una
finitura uniforme. Vel. consigliata 3.000 / 3.500 rpm.

P M K N S H
   

RUOTE TESSUTO NON TESSUTO CON FORO

Cod. Tec. G480520050C8 G480520050M8 G480520050F8 G480520050VF8
GR68 Euro 40,40 40,40 40,40 40,40
D x H mm 200 x 50
Foro mm 76
Grana COARSE MEDIUM FINE VERY FINE
Velocità RPM Max. 2.500

ART. G4805
Ruote abrasive con foro per macchine stazionarie realizzate con tessuto non tessuto. Ossido di Alluminio nelle varie
grane. Ideali per la satinatura di metalli in genere.

FLANGE DI RIDUZIONE PER RUOTE ABRASIVE

Cod. Tec. G485054X25 G485076X25 G4850100X25
GR69 Euro (24,95) (52,22) (47,45)
Ø mm 54 76 100
Foro mm 25

ART. G4850
Realizzate in alluminio, fornite in coppia.

G.24 Indivisible package   Suggested retail package - Unit price

Tech. Code D x H
mm

Hole
mm

Grit

165 x 30

54

60
80

120
180

165 x 50

60
80

120
180

Tech. Code D x H
mm

Hole
mm

Grit

200 x 50 54

60
80
120
180

250 x 50 100

60
80
120
180

ITEM: G4705
Abrasive flap wheels with hole, are also used for fixed and portable machines' grinding and finishing.
Made in corundom with standard cotton support, can fit nearly all applications.
Max speed expressed in RPM: D.165 - 5.300 , D.200 - 4.400 , D.250 - 3.600

P M K N S H
   

ABRASIVE FLAP WHEELS WITH HOLE

P M K N S H
   

NON-WOVEN WHEELS FOR SATINEX MACHINES

Tech. Code

D x H mm 100 x 100
Hole mm 19
Grit COARSE MEDIUM FINE VERY FINE CPM
Speed RPM Max. 5.000

ITEM: G4605
19-mm hole abrasive wheels, with driving key seat, made in non-woven fabric Aluminum oxide, various types of grit.
Ideal for metal glazing. Removing scales oxide e rust. Produces homogeneus surfaces without defects. The Cuts
and Polish version combines great cutting performance with smooth, consistent finishing. Recommended speed
3.000/3.500 rpm.

P M K N S H
   

NON-WOVEN FABRIC CLOTH WHEELS WITH HOLE

Tech. Code

D x H mm 200 x 50
Hole mm 76
Grit COARSE MEDIUM FINE VERY FINE
Speed RPM Max. 2.500

ITEM: G4805
Abrasive wheels with hole for stationary machines, made in non-woven fabric.
Aluminum oxide, various types of grit Ideal for metal glazing.

FLAP WHEELS REDUCER FLANGES

Tech. Code

Ø mm 54 76 100
Hole mm 25

ITEM: G4850
Manufactured in aluminum, supplied in pairs.



G

G.25 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ART. G4901
Filo ondulato ad alta resistenza. Lunga durata e ottima resa nelle lavorazioni industriali.

Cod. Tec. GR69
Euro

D
mm

E
mm

S
mm

G
mm

Filo
Velocità max

RPM
G490140X9 6,13

40
9

8

6 x 25

Acciaio Ø 0,3

18.000G490140X12 8,02 12
G490150X9 6,13

50
9

13

15.000

G490150X12 8,02 12
G490160X9 6,13

60
9

15G490160X12 8,02 12
G490170X9 6,46

70
9

20
G490170X15 10,08 15
G490180X12 8,47

80
12

12.000G490180X15 10,08 15
G490140INOX 12,31 40

12

8

Inox Ø 0,3

18.000
G490150INOX 12,31 50 13

15.000G490160INOX 12,31 60 15
G4901750INOX 13,19 70 20

SPAZZOLE A DISCO CON GAMBO

SPAZZOLE BB-ZS BRISTLE

Cod. Tec. G489075080 G489075120 G489075220
GR69 Euro 27,87 27,87 27,87
Ø mm 75
Grana 80 120 220
Perno mm 6
Colore Giallo Bianco Rosso

 6

ART. G4890
Spazzole in Ossido di Alluminio e Cubitron. Idonee alla rimozione di microbave su profili non planari. L'intasamento
nullo le rende perfette per la rimozione di vernici e residui di colle. Sono altresì indicate grazie alla loro
conformazione nelle lavorazioni su canaline o profili dalle forme irregolari. Ottime nelle operazioni di finitura.

ART. G4902
Spazzole a disco con filo non ritorto. Utilizzo universale nelle fasi di pulitura. Adatte per la rimozione
della ruggine, la levigatura lo sbavo leggero e nella rimozione di corrosione e vernici.

Cod. Tec. GR69
Euro

D
mm

E
mm

S
mm

G
mm

Filo
Velocità max

RPM
G490202004 (4,08)

20 4 3

6 x 30

Acciaio Ø 0,20

20.000
G490202004IN (6,67) Inox Ø 0,20

G490203006 (3,68)
30 6 7

Acciaio Ø 0,20

G490203006IN (4,82) Inox Ø 0,20

G490204009 (4,11)
40 9 9

Acciaio Ø 0,20
18.000G490204009IN (6,89) Inox Ø 0,20

G490205015 (6,04)
50

15

13
Acciaio Ø 0,20

15.000

G490205015IN (10,37) Inox Ø 0,20

G490206015 (5,98)
60 15

Acciaio Ø 0,20

G490206015IN (10,80)
Inox Ø 0,20

G490207004IN (14,55)

70

4 9

G490207010 (4,94) 10

19

Acciaio Ø 0,30G490207015 (6,18)

15
G490207015IN (11,11) Inox Ø 0,30

G490208015 (6,49)
80

Acciaio Ø 0,30

12.000
G490208015IN (12,14) Inox Ø 0,30

G490210010 (7,17)
100 10 20

Acciaio Ø 0,30

G490210010IN (11,70) Inox Ø 0,30

SPAZZOLE A DISCO CON GAMBO

G.25Indivisible package  Suggested retail package - Unit price

ITEM: G4901
High resistant crimped wire. Long service life and excellent industrial processing performances.

Tech. Code D
mm

E
mm

S
mm

G
mm

Wire
Max speed

RPM

40
9

8

6 x 25

Acciaio Ø 0,3

18.000
12

50
9

13

15.000

12

60
9

15
12

70
9

20
15

80
12

12.000
15

40

12

8

Brass-plated steel ø 0,3

18.000
50 13

15.00060 15
70 20

WHEEL BRUSHES WITH SHANK

BRISTLE BRUSH ON SHAFT BB-ZS

Tech. Code

Ø mm 75
Grit 80 120 220
Pivot mm 6
Colour Yellow White Red



ITEM: G4890
Brushes made from Aluminum Oxide and Cubitron. Ideal for removing microfilaments on flat profile surface. Its
pattern makes it ideal for unevenly shaped profiles. Clogging free features allow for perfect paint and glue residues
removal. Superior performance on finishing operations No clogging.

ITEM: G4902
Crimped wire brushes. Universal use in cleaning steps. Ideal for removing rust, polishing, light
deburring removing corrosion and varnish.

Tech. Code D
mm

E
mm

S
mm

G
mm

Wire
Max speed

RPM

20 4 3

6 x 30

Steel ø 0,20

20.000
Stainless steel ø 0,20

30 6 7
Steel ø 0,20

Stainless steel ø 0,20

40 9 9
Steel ø 0,20

18.000
Stainless steel ø 0,20

50

15

13
Steel ø 0,20

15.000

Stainless steel ø 0,20

60 15
Steel ø 0,20

Stainless steel ø 0,20

70

4 9

10

19

Steel ø 0,30

15
Stainless steel ø 0,30

80
Steel ø 0,30

12.000
Stainless steel ø 0,30

100 10 20
Steel ø 0,30

Stainless steel ø 0,30

WHEEL BRUSHES WITH SHANK



G

G.26 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ART. G4903
Filo ondulato ad alta resistenza. Per lavori frontali con utensili elettrici o ad aria.

Cod. Tec. GR69
Euro

D
mm

S
mm

B
mm

G
mm

Filo
Velocità max

RPM
G490318 3,23 18 24 15

6 x 21 Acciaio Ø 0,3
18.000G490322 4,18 22

27
20

G490325 5,12 25 25
G490335 6,02 35 30 30 15.000

SPAZZOLE A PENNELLO CON GAMBO

ART. G4905
Filo ondulato ad alta resistenza. Adatte per lavori di sbavatura, satinatura e lucidatura.
K = kit di riduzione multiforo 25-20-16

Cod. Tec. GR69
Euro

D
mm

E
mm

S
mm

C
mm

F
mm

Filo
Velocità max

RPM
G4905100 20,22

100
20 19 28 16 Acciaio Ø 0,35

6.000

G4905100/0 23,00 12 25 - 12 Acciaio Ottonato 0,30

G4905150/1 15,49

150

20 32

38 K

Acciaio Ø 0,35G4905150 21,17

27

36
G4905150/2 23,73 32 Acciaio Ø 0,50

G4905150INOX 39,66 36 Inox Ø 0,30

G4905200 25,30

200

29
44 Acciaio Ø 0,35

4.500
G4905200/0 19,21 23
G4905200/1 28,52

29
47 Acciaio Ø 0,50

G4905200INOX 51,41 44 Inox Ø 0,30

G4905250 49,46 250 30 65 58 38+K Acciaio Ø 0,35 3.600

SPAZZOLE A DISCO CON FORO

ART. G4904
Spazzole a pennello con filo non ritorto. Idonee per la spazzolatura e la sbavatura leggera o per la
rimozione della ruggine. Durante la rotazione la divaricazione dei fili consente di raggiungere punti di
difficile accesso all'interno di fori e cavità.

Cod. Tec. GR69
Euro

D
mm

S
mm

B
mm

G
mm

Filo
Velocità max

RPM


G490410 3,78
10 20 10

6 x 21

Acciaio Ø 0,20
20.000

10

G490410IN 4,79 Inox Ø 0,20

G490415 3,87
15 22 16

Acciaio Ø 0,20

18.000
G490415IN 5,51 Inox Ø 0,20

G490420 4,01
20

25

22
Acciaio Ø 0,20

G490420IN 6,26 Inox Ø 0,20

G490430 6,97
30 29

Acciaio Ø 0,20
15.000G490430IN 9,38 Inox Ø 0,20

SPAZZOLE A PENNELLO CON GAMBO

ART. G4909
Eccezionale nella rimozione di materiali morbidi come le vernici antirombo o antivegetative. La
particolare geometria dei fili consente di ottenere superfici porose simili a quelle sabbiate. Grande
effetto di raffreddamento. Non si intasa. Utilizzo su smerigliatrici angolari o diritte.

Cod. Tec. GR69
Euro

D
mm

E
mm

S
mm

F
mm

Filo
Velocità max

RPM
G490910020 (43,34) 100 20 18 M14 x 2 Acciaio Ø 0,60 6.000

SPAZZOLE A DISCO CON FORO

ART. G4908
Spazzola aggressiva, ideale nella rimozione di bruciature e ruggine. Pulitura di cordoni di saldatura e
eliminazione di residui di collante.

Cod. Tec. GR69
Euro

D
mm

E
mm

S
mm

F
mm

Filo
Velocità max

RPM
G4908115 (12,79)

115
12

22
22,2

Acciaio 0,50
12.500G4908115IN (26,19) Inox 0,35

G4908125 (13,83)
125 28

Acciaio 0,50
11.000G4908125IN (29,58) Inox 0,35

SPAZZOLE A DISCO CON FORO E FILO RITORTO

G.26 Indivisible package   Suggested retail package - Unit price

ITEM: G4903
High resistant crimped wire. Designed for front operations with electrical or air tools.

Tech. Code D
mm

S
mm

B
mm

G
mm

Wire
Max speed

RPM
18 24 15

6 x 21 Steel ø 0.3
18.00022

27
20

25 25
35 30 30 15.000

END BRUSHES WITH SHANK

ITEM: G4905
High resistant crimped wire. For deburring, etching and polishing.
K = multihole reduction kit 25-20-16

Tech. Code D
mm

E
mm

S
mm

C
mm

F
mm

Wire
Max speed

RPM

100
20 19 28 16 Steel Ø 0.35

6.000

12 25 - 12 Brass-plated steel Ø 0.30

150

20 32

38 K

Steel Ø 0.35

27

36
32 Steel Ø 0.50

36 Stainless steel Ø 0.30

200

29
44 Steel Ø 0,35

4.500
23

29
47 Steel Ø 0.50

44 Stainless steel Ø 0.30

250 30 65 58 38+K Steel Ø 0,35 3.600

WHEEL BRUSHES

ITEM: G4904
End brushes with not crimped wire. Ideal for lightbrushing and deburring or removing rust. During the
rotation filament spread out permits to access even hard-to-reach locations into holes and cavities.

Tech. Code D
mm

S
mm

B
mm

G
mm

Wire
Max speed

RPM


10 20 10

6 x 21

Steel Ø 0.20
20.000

Stainless steel ø 0.20

15 22 16
Steel ø 0.20

18.000
Stainless steel ø 0.20

20

25

22
Steel ø 0.20

Stainless steel ø 0.20

30 29
Steel ø 0.20

15.000
Stainless steel ø 0.20

END BRUSHES WITH SHANK

ITEM: G4909
Exceptional removal of soft materials such as underseal or antidrumming compound. Particular
filament geometry provides porous surfaces similar to sanded ones. Cooling effect. It does not
obstruct. Used for angle or straight angles.

Tech. Code D
mm

E
mm

S
mm

F
mm

Wire
Max speed

RPM
100 20 18 M14 x 2 Steel Ø 0.60 6.000

DISC BRUSHES WITH HOLE

ITEM: G4908
Aggressive brush, suitable for removing burning and rust. Cleaning of fillet weld and elimination of
adhesive residues.

Tech. Code D
mm

E
mm

S
mm

F
mm

Wire
Max speed

RPM

115
12

22
22,2

Steel 0.50
12.500

Stainless steel 0.35

125 28
Steel 0.50

11.000
Stainless steel 0.35

WHEEL BRUSHES CRIMPED WIRE



G

G.27 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

SCOVOLI PER TUBAZIONE IN ACCIAIO

Cod. Tec. G492008 G492012 G492016 G492020
GR69 Euro 10,02 10,02 10,02 10,02
D mm 8 12 16 20
A mm 80
L mm 115
d1 M6

 10

ART. G4920
Indispensabili per la pulizia e finitura dell'interno di tubi e fori metallici.

ART. G4910
Filo ondulato ad alta resistenza. Utilizzo su smerigliatrici angolari o macchine fisse. Ideali per
preparare le superfici metalliche alla verniciatura.

Cod. Tec. GR69
Euro

D
mm

S
mm

F Filo
Velocità max

RPM
G491080 7,91 75

25 M14 Acciaio Ø 0,35
14.000

G4910100 16,04 100 8.500

SPAZZOLE A TAZZA

ART. G4915
Robuste, aggressive e con la massima sicurezza d'impiego. Montabili anche su macchinari fissi, ideali
per l'eliminazione di scorie, ruggine, vernici e forti incrostazioni.

Cod. Tec. GR69
Euro

D
mm

S
mm F

Z = numero dei
mazzetti

Filo
Velocità max

RPM
G491570 13,14

70 17 M14 18
Acciaio 0,35

14.000G491570INOX 23,67 Inox 0,50

SPAZZOLE A TAZZA CILINDRICHE A MAZZETTI RITORTI

ART. G4912
Spazzola aggressiva, Ideale per spazzolature pesanti, sbavo e rimozione della ruggine. La forma
conica agevola il raggiungimento di punti difficili come gli spigoli interni, le scanalature e le gole.

Cod. Tec. GR69
Euro

D
mm

S
mm

F
mm

Filo
Velocità max

RPM
G4912115 16,45

115 26 M14 x 2
Acciaio 0,50

15.000G4912115IN 24,56 Inox 0,35

SPAZZOLE CONICHE CON FORO FILETTATO E FILO RITORTO

mro

Perfect
ergonomics

G.27Indivisible package  Suggested retail package - Unit price

CLEANING RODS FOR TUBING

Tech. Code

D mm 8 12 16 20
A mm 80
L mm 115
d1 M6



ITEM: G4920
Essential when cleaning and finishing in the inner of the tubes and metal holes.

ITEM: G4910
Crimped, high-resistance wire. Used for angle grinders or fixed machines.
Ideal to prepare metal surfaces for the polishing process.

Tech. Code D
mm

S
mm

F Wire
Max speed

RPM
75

25 M14 Steel Ø 0.35
14.000

100 8.500

CUP BRUSHES

ITEM: G4915
Heavy-duty, tough performances high-standard safe operations. They can be fitted on fixed
machineries, designed for removing fillet weld scale, rust, old paint and tough corrosion.

Tech. Code D
mm

S
mm F Z = number of knots Wire

Max speed
RPM

70 17 M14 18
Steel Ø 0.35

14.000
Stainless steel Ø 0.50

TWISTED KNOT CYLINDRICAL CUP BRUSHES

ITEM: G4912
Aggressive brush. Excellent for heavy duty brushing, deburring e rust removal. The conical shape
facilitates reacing difficult areas such as inner corners, grooves and keyways.

Tech. Code D
mm

S
mm

F
mm

Wire
Max speed

RPM

115 26 M14 x 2
Steel Ø 0.50

15.000
Stainless steel Ø 0.35

THREADED BEVEL KNOTTED BRUSHES



G

G.28 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Utilizzabili su macchine CNC e su trapani a colonna.
Velocità ed uniformità per una migliore finitura superficiale.
Impiego in diversi settori:
- industria meccanica generale e di precisione
- industria automobilistica
- industria aeronautica
- industria navale

ART. G4930

Cod. Tec. GR69
Euro Modello

Ø foro
mm

Grana
Utile
mm

D
mm

l
mm

L
mm



G4930050SC120 (45,88)
BC5MM 5

120
4,75 - 5,00 5,5 38

203 1

G4930050SC180 (45,88) 180
G4930100SC120 (34,59)

BC10MM 10

120

9,50 - 10,0 11

57

G4930100SC180 (34,59) 180
G4930100SC240 (36,60) 240
G4930100SC320 (51,83) 320
G4930120SC120 (36,05)

BC12MM 12

120

11,0 - 12,0 13
G4930120SC180 (36,05) 180
G4930120SC240 (38,23) 240
G4930120SC320 (54,07) 320
G4930127SC120 (36,75)

BC1/2" 12,7

120

12,0 - 12,7 14,5

64

G4930127SC180 (36,75) 180
G4930127SC240 (38,90) 240
G4930127SC320 (55,01) 320
G4930140SC120 (36,93)

BC14MM 14

120

12,7 - 14,0 15,5
G4930140SC180 (36,93) 180
G4930140SC240 (39,14) 240
G4930140SC320 (55,38) 320
G4930160SC120 (39,02)

BC5/8" 16
120

14,0 - 16,0 18G4930160SC180 (39,02) 180
G4930160SC320 (58,50) 320
G4930180SC120 (40,05)

BC18MM 18

120

16,0 - 18,0 20
G4930180SC180 (40,05) 180
G4930180SC240 (42,42) 240
G4930180SC320 (60,05) 320
G4930190SC120 (41,09)

BC3/4" 19
120

18,0 - 19,0 21G4930190SC180 (41,09) 180
G4930190SC320 (61,60) 320
G4930200SC120 (41,27)

BC20MM 20
120

19,0 - 20,0 22G4930200SC180 (41,27) 180
G4930200SC320 (61,90) 320
G4930220SC120 (41,51)

BC7/8" 22
120

20,0 - 22,0 25

76

G4930220SC180 (41,51) 180
G4930220SC320 (62,24) 320
G4930254SC120 (44,32)

BC1" 25,4
120

23,8 - 25,4 28G4930254SC180 (44,32) 180
G4930254SC320 (66,39) 320
G4930290SC120 (46,58)

BC1"-1/8 29
120

25,4 - 29,0 32G4930290SC180 (46,58) 180
G4930290SC320 (69,94) 320
G4930318SC120 (50,22)

BC1"-1/4 31,8
120

29,0 - 31,8 35G4930318SC180 (50,22) 180
G4930318SC320 (75,47) 320
G4930350SC120 (51,56)

BC1"-3/8 35
120

31,8 - 35,0 38,5G4930350SC180 (51,56) 180
G4930350SC320 (77,50) 320
G4930380SC120 (55,41)

BC1"-1/2 38
120

35,0 - 38,0 41,5G4930380SC180 (55,41) 180
G4930380SC320 (82,99) 320
G4930410SC120 (55,44)

BC1"-5/8 41
120

38,0 - 41,0 44,5G4930410SC180 (55,44) 180
G4930410SC320 (83,17) 320
G4930510SC120 (59,99)

BC2" 51
120

47,6 - 51,0 54G4930510SC180 (59,99) 180
G4930510SC320 (90,09) 320
G4930570SC120 (65,00)

BC2"-1/4 57
120

54,0 - 57,0 60,5G4930570SC180 (65,00) 180
G4930570SC320 (97,47) 320

LEVIGATORI FLESSIBILI

P M K N S H
  

G.28 Indivisible package   Suggested retail package - Unit price

Usefull on CNC machines and drill presses
Speed and uniformity for a better finished surface
used in varius sectors:
- general precision mechanical engineering
- automotive industry
- aviation industry
- ship building industry.

ITEM: G4930

Tech. Code Model
ø hole

mm
Grit

Useful
mm

D
mm

l
mm

L
mm



BC5MM 5
120

4.75 - 5.00 5.5 38

203

180

BC10MM 10

120

9.50 - 10.0 11

57

180
240
320

BC12MM 12

120

11.0 - 12.0 13
180
240
320

BC1/2" 12.7

120

12.0 - 12.7 14.5

64

180
240
320

BC14MM 14

120

12.7 - 14.0 15.5
180
240
320

BC5/8" 16
120

14.0 - 16.0 18180
320

BC18MM 18

120

16.0 - 18.0 20
180
240
320

BC3/4" 19
120

18.0 - 19.0 21180
320

BC20MM 20
120

19.0 - 20.0 22180
320

BC7/8" 22
120

20.0 - 22.0 25

76

180
320

BC1" 25.4
120

23.8 - 25.4 28180
320

BC1"-1/8 29
120

25.4 - 29.0 32180
320

BC1"-1/4 31.8
120

29.0 - 31.8 35180
320

BC1"-3/8 35
120

31.8 - 35.0 38.5180
320

BC1"-1/2 38
120

35.0 - 38.0 41.5180
320

BC1"-5/8 41
120

38.0 - 41.0 44.5180
320

BC2" 51
120

47.6 - 51.0 54180
320

BC2"-1/4 57
120

54.0 - 57.0 60.5180
320

FLEXIBLE SMOOTHING POLISHERS

P M K N S H
  



G

G.29 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

MOLE ABRASIVE CON GAMBO

D

T

Cod. Tec. G540502053 G540503063 G540504083 G540505103 G540506133
GR69 Euro 2,38 2,09 2,10 2,20
D x T mm 2 x 5 3 x 6 4 x 8 5 x 10 6 x 13
Gambo mm 3
Specifica AR 100 O 5 V

 10

ART. ZY
Forma cilindrica, corindone rosa, elevata stabilità di spigoli e di forma, scarsa usura della mola per una lunga durata.
Adatte alla smerigliatura di pezzi meccanici, eliminazione di bave, smussi di preparazione alle saldature.

DCod. Tec. G5410053 G5410083 G5410103
GR69 Euro 2,38 2,53 2,59
D mm 5 8 10
Gambo mm 3
Specifica AR 100 O 5 V AR 80 O 5 V AR 46 O 5 V

 10

ART. KU
Forma sferica, corindone rosa, elevata stabilità di spigoli e di forma, scarsa usura della mola per una lunga durata.
Adatte alla smerigliatura di pezzi meccanici, eliminazione di bave, smussi di preparazione alle saldature.

D

T

Cod. Tec. G541508166 G541513206 G541520326
GR69 Euro 2,59 3,09 4,25
D x T mm 8 x 16 13 x 20 20 x 32
Gambo mm 6
Specifica AR 80 O 5 V AR 46 O 5 V AR 30 O 5 V

 10

ART. SP
Forma a ogiva, corindone rosa, elevata stabilità di spigoli e di forma, scarsa usura della mola per una lunga durata.
Adatte alla smerigliatura di pezzi meccanici, eliminazione di bave, smussi di preparazione alle saldature.

D

T

Cod. Tec. G542010256 G542016456 G542020326
GR69 Euro 3,92 4,89 3,92
D x T mm 10 x 25 16 x 45 20 x 32
Gambo mm 6
Specifica AR 46 O 5 V AR 30 O 5 V

 10

ART. KE
Forma conica raggiata, corindone rosa, elevata stabilità di spigoli e di forma, scarsa usura della mola per una lunga durata.
Adatte alla smerigliatura di pezzi meccanici, eliminazione di bave, smussi di preparazione alle saldature.

Cod. Tec. G540508103 G540510133 G540506136 G540508106 G540510136
GR69 Euro 2,10 2,15 2,20 2,10 2,15
D x T mm 8 x 10 10 x 13 6 x 13 8 x 10 10 x 13
Gambo mm 3 6
Specifica AR 80 O 5 V AR 46 O 5 V AR 100 O 5 V AR 80 O 5 V AR 46 O 5 V

 10

Cod. Tec. G540513136 G540516206 G540520206 G540525256 G540532326
GR69 Euro 2,15 2,61 2,78 3,37 4,01
D x T mm 13 x 13 16 x 20 20 x 20 25 x 25 32 x 32
Gambo mm 6
Specifica AR 46 O 5 V AR 30 O 5 V AR 24 O 5 V

 10

Cod. Tec. G5410106 G5410136 G5410166 G5410206
GR69 Euro 2,59 2,73 3,22 3,62
D mm 10 13 16 20
Gambo mm 6
Specifica AR 46 O 5 V AR 30 O 5 V

 10

G.29Indivisible package  Suggested retail package - Unit price

MOUNTED POINTS WITH PINK ALUMINUM OXIDE

D

T

Tech. Code

D x T mm 2 x 5 3 x 6 4 x 8 5 x 10 6 x 13
Shank mm 3
Specification AR 100 O 5 V



ITEM: ZY
Cylinder-shaped, pink corundum, high-stability edges and shape, low-wear and long-lasting grinding wheels.
Suitable for mechanical workpiece grinding, bur removal, chamfers for welding preparation.

DTech. Code

D mm 5 8 10
Shank mm 3
Specification AR 100 O 5 V AR 80 O 5 V AR 46 O 5 V



ITEM: KU
Sphere-shaped, pink corundum, high-stability edges and shape, low-wear and long-lasting grinding wheels.
Suitable for mechanical workpiece grinding, bur removal, chamfers for welding preparation.

D

T

Tech. Code

D x T mm 8 x 16 13 x 20 20 x 32
Shank mm 6
Specification AR 80 O 5 V AR 46 O 5 V AR 30 O 5 V



ITEM: SP
Ogive-shaped, pink corundum, high-stability edges and shape, low-wear and long-lasting grinding wheels.
Suitable for mechanical workpiece grinding, bur removal, chamfers for welding preparation.

D

T

Tech. Code

D x T mm 10 x 25 16 x 45 20 x 32
Shank mm 6
Specification AR 46 O 5 V AR 30 O 5 V



ITEM: KE
Radial cone-shaped, pink corundum, high-stability edges and shape, low-wear and long-lasting grinding wheels.
Suitable for mechanical workpiece grinding, bur removal, chamfers for welding preparation.

Tech. Code

D x T mm 8 x 10 10 x 13 6 x 13 8 x 10 10 x 13
Shank mm 3 6
Specification AR 80 O 5 V AR 46 O 5 V AR 100 O 5 V AR 80 O 5 V AR 46 O 5 V



Tech. Code

D x T mm 13 x 13 16 x 20 20 x 20 25 x 25 32 x 32
Shank mm 6
Specification AR 46 O 5 V AR 30 O 5 V AR 24 O 5 V



Tech. Code

D mm 10 13 16 20
Shank mm 6
Specification AR 46 O 5 V AR 30 O 5 V





G

G.30 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

D

Cod. Tec. G5411306080 G5411308080 G5411310060
GR68 Euro 2,09 2,12
D mm 6 8 10
Gambo mm 3 x 38
Specifica AR 80 P5V AR 60 P5V

 10

ART. KU
Forma sferica

D

T
Cod. Tec. G541661220060 G541662032046

GR68 Euro 3,09 4,89
D x T mm 12 x 20 20 x 32
Gambo mm 6 x 40
Specifica AR 60 P5V AR 46 P5V

 10 5

ART. SP
Forma a ogiva

D

T
Cod. Tec. G542161025060 G542162032046

GR68 Euro 2,61 3,31
D x T mm 10 x 25 20 x 32
Gambo mm 6 x 40
Specifica AR 60 P5V AR 46 P5V

 10 5

ART. KE
Forma conica raggiata

Cod. Tec. G5411610060 G5411612060 G5411615046 G5411620046
GR68 Euro 2,77 2,42 2,98
D mm 10 12 15 20
Gambo mm 6 x 40
Specifica AR 60 P5V AR 46 P5V

 10 5

MOLE ABRASIVE CORINDONE ROSA CON GAMBO

D

T

Cod. Tec. G540630206100 G540630306080 G540630408080 G540630510080 G540630612080 G540630812080
GR68 Euro 1,52 1,41 1,41 1,41 1,41 1,52
D x T mm 2 x 6 3 x 6 4 x 8 5 x 10 6 x 12 8 x 12
Gambo mm 3 x 38
Specifica AR 100 P5V AR 80 P5V

 10

ART. ZY

Forma cilindrica

Realizzate in corindone rosa e legante ceramico vetrificato, adatte ad un impiego universale su tutti i tipi di acciaio
e ghisa. Prodotte in Italia con elevati standard qualitativi, garantiscono buone capacità di asportazione e un'ottima
qualità della superficie lavorata.
Composizione dell'impasto: AR - Abrasivo (Corindone rosa), P - Durezza (Elevata), 5 - Struttura (Compatta),
V - Legante (Ceramico Vetrificato).

Cod. Tec. G540631012060 G540660610060 G540660612100 G540660810080 G540661015060
GR68 Euro 1,82 1,73 1,73 1,96 2,09
D x T mm 10 x 12 6 x 10 6 x 12 8 x 10 10 x 15
Gambo mm 3 x 38 6 x 40
Specifica AR 80 P5V AR 60 P5V AR 100 P5V AR 80 P5V AR 60 P5V

 10

Cod. Tec. G540661215060 G540661520046 G540662020046 G540662525046 G540663232036
GR68 Euro 2,12 2,37 2,45 2,74 3,80
D x T mm 12 x 15 15 x 20 20 x 20 25 x 25 32 x 32
Gambo mm 6 x 40
Specifica AR 60 P5V AR 46 P5V AR 36 P5V

 10 5

G.30 Indivisible package   Suggested retail package - Unit price

D

Tech. Code

D mm 6 8 10
Shank mm 3 x 38
Specification AR 80 P5V AR 60 P5V



ITEM: KU
Spherical shape

D

T
Tech. Code

D x T mm 12 x 20 20 x 32
Shank mm 6 x 40
Specification AR 60 P5V AR 46 P5V



ITEM: SP
Ogival shape

D

T
Tech. Code

D x T mm 10 x 25 20 x 32
Shank mm 6 x 40
Specification AR 60 P5V AR 46 P5V



ITEM: KE
Conical shape

Tech. Code

D mm 10 12 15 20
Shank mm 6 x 40
Specification AR 60 P5V AR 46 P5V



MOUNTED POINTS WITH PINK ALUMINUM OXIDE

D

T

Tech. Code

D x T mm 2 x 6 3 x 6 4 x 8 5 x 10 6 x 12 8 x 12
Shank mm 3 x 38
Specification AR 100 P5V AR 80 P5V



ITEM: ZY

Cylindrical shape

Made with pink aluminum oxide and vitrified bond. For universal use on all kind of steel and cast iron. Made in Italy
with high quality raw material in order to give a consistent cut rate and a good surface finish.
Specification of the mixture: AR - Abrasive (Pink corundum), P - Hardness (High), 5 - Structure (Close), V - Bond
(Vitrified ceramic).

Tech. Code

D x T mm 10 x 12 6 x 10 6 x 12 8 x 10 10 x 15
Shank mm 3 x 38 6 x 40
Specification AR 80 P5V AR 60 P5V AR 100 P5V AR 80 P5V AR 60 P5V



Tech. Code

D x T mm 12 x 15 15 x 20 20 x 20 25 x 25 32 x 32
Shank mm 6 x 40
Specification AR 60 P5V AR 46 P5V AR 36 P5V





G

G.31 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

D

T

Cod. Tec. G552004083 G552006103 G552008123 G552010153
GR69 Euro 4,30 4,50
D x T mm 4 x 8 6 x 10 8 x 12 10 x 15
Gambo mm 3
Specifica AW 120 LR

 10

ART. ZY
Forma cilindrica. corindone bianco e legante cuoio LR. Il legante duro LR garantisce una buona asportazione, lunga durata
dell’utensile, qualità di superficie fine. Adatte per la finitura di materiali in acciaio, acciaio inox, titanio.
Consigliate per la finitura nella costruzione di stampi e di utensili.

D

T

Cod. Tec. GR69
Euro

D x T
mm

Gambo
mm

Specifica 

G5610050060 15,73 5 x 6 3 x 40

D 107 5
G5610060070 17,53 6 x 7

6 x 70
G5610080090 22,44 8 x 9
G5610100100 26,54 10 x 10
G5610120100 30,31 12 x 10

Cod. Tec. GR69
Euro

D x T
mm

Gambo
mm

Specifica 

G5610010040 13,75 1 x 4

3 x 40 D 107 5

G5610015040 12,79 1,5 x 4
G5610020050 12,79 2 x 5
G5610025060 12,79 2,5 x 6
G5610030060 13,44 3 x 6
G5610040060 14,58 4 x 6

ART. G5610
Mole con diamante elettrodepositato EC per rettifica interna. Grande velocità di asportazoione e profilo costante.

MOLE DIAMANTATE CON GAMBO

MOLE ABRASIVE POLIFLEX CON GAMBO

D

T

Cod. Tec. G551004083 G551006103 G551008123 G551010153
GR69 Euro 4,30 4,50
D x T mm 4 x 8 6 x 10 8 x 12 10 x 15
Gambo mm 3
Specifica AR 120 GR

 10

ART. ZY
Forma cilindrica, corindone rosa e legante gomma GR. Il legante tenero e elastico GR garantisce una smerigliatura
morbida. Adatte per la finitura di materiali in acciaio, acciaio inox e metalli non ferrosi garantendo superfici fini e lucide.
Consigliate per la finitura di stampi a iniezione e a pressione.

Cod. Tec. G551010156 G551015156 G551020206 G551025256
GR69 Euro 4,50 5,17 5,42
D x T mm 10 x 15 15 x 15 20 x 20 25 x 25
Gambo mm 6
Specifica AR 120 GR

 10

Cod. Tec. G552010156 G552015156 G552020206 G552025256
GR69 Euro 4,50 5,18 5,42
D x T mm 10 x 15 15 x 15 20 x 20 25 x 25
Gambo mm 6
Specifica AW 120 LR

 10

G.31Indivisible package  Suggested retail package - Unit price

D

T

Tech. Code

D x T mm 4 x 8 6 x 10 8 x 12 10 x 15
Shank mm 3
Specification AW 120 LR



ITEM: ZY
Cylinder-shaped with corundum and LR leather bond. LR hard bond provides good removal, long tool life and fine surface
quality. Suitable for finishing steel, stainless steel and titanium material.
Recommended for mold manufacturing and tool finishing.

D

T

Tech. Code D x T
mm

Shank
mm

Specification 

5 x 6 3 x 40

D 107
6 x 7

6 x 70
8 x 9

10 x 10
12 x 10

Tech. Code D x T
mm

Shank
mm

Specification 

1 x 4

3 x 40 D 107

1.5 x 4
2 x 5

2.5 x 6
3 x 6
4 x 6

ITEM: G5610
EC-electroplated diamond for internal grinding. High speed removal, consistent profiling.

SHANK-MOUNTED DIAMOND GRINDERS

POLIFLEX SHANK-MOUNTED ABRASIVE GRINDERS

D

T

Tech. Code

D x T mm 4 x 8 6 x 10 8 x 12 10 x 15
Shank mm 3
Specification AR 120 GR



ITEM: ZY
Cylinder-shaped, pink corundum and GR rubber bond. GR bond, soft and elastic, allows delicate grinding.
Suitable for finishing steel, stainless steel and non-ferrous materials resulting in fine and shiny surfaces.
Recommended for injection and pressure mold finishing.

Tech. Code

D x T mm 10 x 15 15 x 15 20 x 20 25 x 25
Shank mm 6
Specification AR 120 GR



Tech. Code

D x T mm 10 x 15 15 x 15 20 x 20 25 x 25
Shank mm 6
Specification AW 120 LR





G

G.32 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

MOLETTE ABRASIVE GESSWEIN - PER MATERIALI DURI

Cod. Tec. G5650B44 G5652B52 G5654B53 G5656B55 G5658B96 G5660B97 G5680W176 G5682W215
GR69 Euro 3,57 3,75 3,75 2,86 2,86 3,57 2,86 3,57
Dimensioni mm 5,5 x 9,5 9,4 x 18,8 6,3 x 15,7 3,1 x 6,3 2,4 x 9,3 9,4 x 12,5 25,4 x 3,1
Gambo Ø mm 3
Grana 120

 10

Queste mole di altissima qualità sono realizzate in ossido di Alluminio legato da polvere di ceramica che consente di raggiungere l'elevata resistenza e rigidità necessarie
per asportazione e sgrossatura.
Il legante ceramico rilascia in maniera graduale i grani di abrasivo in modo tale che quando l'abrasivo inizia a perdere tagliente esso viene rimpiazzato da un nuovo grano
con taglienti acuminati.
Le mole blu tengono la forma in maniera eccezionale e sono indicate per l'uso su materiali duri temprati.
Tagliano bene e lasciano la superfice levigata. Velocità d'uso max 30 m/sec.

Durante le operazioni di molatura usare occhiali o visiera.

Cod. Tec. G5662B105 G5664B123 G5668B125 G5670W142 G5672W144 G5674W145 G5676W153 G5678W163
GR69 Euro 2,86 3,03 3,57 2,68 2,48 2,86 2,86 2,86
Dimensioni mm 6,3 x 6,3 4,7 6,3 2,4 x 6,3 3,1 x 6,3 3,1 x 9,4 4,7 x 9,4 6,3 x 12,5
Gambo Ø mm 3
Grana 120

 10

Prodotto disponibile nel CAP K

GUANTI ANTITAGLIO SPALMATI IN POLIURETANO

Cod. Tec. Taglia EU

K234007 7

K234008 8

K234009 9

K234010 10

Prodotti correlati

G.32 Indivisible package   Suggested retail package - Unit price

GESSWEIN ABRASIVE GRINDERS - FOR HARD MATERIALS

Tech. Code

Dimensions mm 5.5 x 9.5 9.4 x 18.8 6.3 x 15.7 3.1 x 6.3 2.4 x 9.3 9.4 x 12.5 25.4 x 3.1
Shank ø mm 3
Grit 120



These superior-quality grinders are made of aluminum oxide and cobalt alloyed by ceramic powder which provides the high resistance and rigidity required for removal and
roughing.
The ceramic binder releases the abrasive grains gradually so that when the abrasive starts to lose its cutting edge it is replaced by a new grain with sharp cutters.
The blue grinders keep their shape in a perfect way and are suitable for use on hard tempered materials.
They cut well and leave the surface smooth. Operating speed max 30 m/sec.

Use glasses or a visor during grinding operations.

Tech. Code

Dimensions mm 6.3 x 6.3 4.7 6.3 2.4 x 6.3 3.1 x 6.3 3.1 x 9.4 4.7 x 9.4 6.3 x 12.5
Shank ø mm 3
Grit 120



Product available in index K

CUT RESISTANCE POLYURETHAN COATED GLOVES

Tech. Code EU size

7

8

9

10

Related products



G

G.33 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

FELTRI CON GAMBO

D

T
Cod. Tec. G570506103 G570508103 G570510143 G570510146 G570515206 G570520256 G570525306

GR69 Euro 1,89 2,07 3,15 3,85 4,78
D x T mm 6 x 10 8 x 10 10 x 15 15 x 20 20 x 25 25 x 30
Gambo mm 3 6

 10

ART. FK ZYA
Forma cilindrica. Adatti per prelucidatura e lucidatura a specchio di forme meccaniche in genere.
Da utilizzare con paste diamantate e paste per lucidare.

D

T
Cod. Tec. G571508123 G571510183 G571515206 G571520256

GR69 Euro 1,92 2,14 2,62
D x T mm 8 x 12 10 x 18 15 x 20 20 x 25
Gambo mm 3 6

 10

ART. FK SPK
Forma conica appuntita, adatti per prelucidatura e lucidatura a specchio di forme meccaniche in genere.
Da utilizzare con paste diamantate e paste per lucidare.

D

T
Cod. Tec. G573015206 G573020256

GR69 Euro 2,11 3,95
D x T mm 15 x 20 20 x 25
Gambo mm 6

 10

ART. FK KEL
Forma conica raggiata, adatti per prelucidatura e lucidatura a specchio di forme meccaniche in genere.
Da utilizzare con paste diamantate e paste per lucidare.

FELTRI CON GAMBO

Cod. Tec. G580520X303MO G581015X253MO G581510X203MO G58206X153MO G58254X83MO
GR69 Euro 3,43 2,34 1,37 1,25 1,34
Dimensioni mm 20 x 30 15 x 25 10 x 20 6 x 15 4 x 8
Gambo Ø mm 3
Materiale Feltro morbido bianco

 10

ART. G5805
Gli utensili rotativi in feltro sono prodotti con lana 100% della migliore qualità australiana. Sono adatti all'uso con
pasta diamantata per produrre una finitura speculare su stampi per plastica, trafile, etc.
Gambo Ø 3x30 mm. Velocità consigliata 5-10m/sec. Tolleranza sulla lunghezza ±5%.

Cod. Tec. G580520X303RE G581015X253RE G581510X203RE G58206X153RE
GR69 Euro 3,97 2,61 1,51 1,51
Dimensioni mm 20 x 30 15 x 25 10 x 20 6 x 15
Gambo Ø mm 3

Materiale Feltro duro resinato

 10

ART. G5810

Cod. Tec. G5830D153MO G5835D103MO
GR69 Euro 1,51 1,37
Dimensioni mm 15 10
Gambo Ø mm 3
Materiale Feltro morbido bianco

 10

ART. G5830

G.33Indivisible package  Suggested retail package - Unit price

SHANK-MOUNTED FELT BOBS

D

T
Tech. Code

D x T mm 6 x 10 8 x 10 10 x 15 15 x 20 20 x 25 25 x 30
Shank mm 3 6



ITEM: FK ZYA
Cylinder-shaped. Suitable for pre-polishing and polishing mechanical forms in general.
To be used with diamond paste and polishing paste.

D

T
Tech. Code

D x T mm 8 x 12 10 x 18 15 x 20 20 x 25
Shank mm 3 6



ITEM: FK SPK
Cone-shaped, suitable for pre-polishing and polishing mechanical forms in general.
To be used with diamond paste and polishing paste.

D

T
Tech. Code

D x T mm 15 x 20 20 x 25
Shank mm 6



ITEM: FK KEL
Radial cone-shaped, suitable for pre-polishing and polishing mechanical forms in general.
To be used with diamond paste and polishing paste.

SHANK-MOUNTED FELT BOBS

Tech. Code

Dimensions mm 20 x 30 15 x 25 10 x 20 6 x 15 4 x 8
Shank ø mm 3
Material Soft white felt



ITEM: G5805
The felt rotary tools are produced with 100% best-quality Australian wool. They are suitable for use with diamond
paste to produce a full-gloss finish on molds for plastic, dies, etc.
Shank Ø 3x30 mm. Recommended speed 5-10m/sec. Length tolerance ±5%.

Tech. Code

Dimensions mm 20 x 30 15 x 25 10 x 20 6 x 15
Shank ø mm 3

Material Hard resin-treated felt



ITEM: G5810

Tech. Code

Dimensions mm 15 10
Shank ø mm 3
Material Soft white felt



ITEM: G5830



G

G.34 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

FELTRI CON GAMBO

Cod. Tec. G584020X303MO G584510X303MO G585013X203MO G58559X153MO
GR69 Euro 3,77 1,59 1,93 1,37
Dimensioni mm 20 x 30 10 x 30 12 x 20 9 x 15
Gambo Ø mm 3
Materiale Feltro morbido bianco

 10

ART. G5840
Gli utensili rotativi in feltro sono prodotti con lana 100% della migliore qualità australiana. Sono adatti all'uso con
pasta diamantata per produrre una finitura speculare su stampi per plastica, trafile, etc.
Gambo Ø 3x30 mm. Velocità consigliata 5-10m/sec. Tolleranza sulla lunghezza ±5%.

DISCHETTI IN FELTRO MORBIDO

Cod. Tec. G5875D212,35 G5875D252,35
GR69 Euro 1,14 1,44
Dimensioni Ø mm 21 25
Gambo Ø mm 2.35
Materiale Feltro morbido

 10

Dischetti in feltro con gambo.

LAPPATORI ROTATIVI IN FELTRO CON SUPPORTO IN MATERIALE SINTETICO

Cod. Tec. G5880D123 G5880D203 G5880D332 G5880D486
GR69 Euro 3,28 3,83 4,64 8,21
Descrizione Piastrella feltro
Dimensioni Ø mm 12 20 32 48
Gambo Ø mm 3 6

 10

Corpo in materiale flessibile, gambo in acciaio.

ANELLI IN FELTRO AUTOADESIVI

Cod. Tec. G588512X3 G588520X3 G588532X3 G588548X3
GR69 Euro 0,89 1,07 1,59 2,14
Descrizione Piastrella feltro
Dimensioni Ø mm 12 20 32 48

 10

Ricambio per i supporti rotativi.

DISCHETTI IN FILO DI COTONE MORBIDO

Cod. Tec. G5935D21G2,35M G5935D21G2,35D G5935D30G2,35D G5935D40G2,35D
GR69 Euro (4,49) (2,24) (2,85) (3,16)
Dimensioni mm 21 30 40
Gambo Ø mm 2,35

Materiale Cotone morbido Cotone doppio ritorto

 10

Dischetti in cotone di diverse dimensioni 21 mm, 30 mm e 40 mm, tutti con gambo Ø 2,35 mm.

G.34 Indivisible package   Suggested retail package - Unit price

SHANK-MOUNTED FELT BOBS

Tech. Code

Dimensions mm 20 x 30 10 x 30 12 x 20 9 x 15
Shank ø mm 3
Material Soft white felt



ITEM: G5840
The felt rotary tools are produced with 100% best-quality Australian wool. They are suitable for use with diamond
paste to produce a full-gloss finish on molds for plastic, dies, etc.
Shank Ø 3x30 mm. Recommend speed 5-10m/sec. Length tolerance ±5%.

SHANK MOUNTED SOFT FELTS

Tech. Code

Dimensions Ø mm 21 25
Shank ø mm 2.35
Material Soft felt



Small felt discs with shank.

ROTARY FELT LAPPING TOOLS WITH SYNTHETIC SUPPORT

Tech. Code

Description Felt pad
Dimensions Ø mm 12 20 32 48
Shank ø mm 3 6



Flexible body, steel shank.

SELF-ADHESIVE FELT RINGS

Tech. Code

Description Felt pad
Dimensions Ø mm 12 20 32 48



Replacement part for rotary supports.

SHANK MOUNTED FELTS

Tech. Code

Dimensions mm 21 30 40
Shank ø mm 2.35

Material Soft cotton Double-twisted cotton



Small cotton discs of different sizes 21 mm, 30 mm and 40 mm, all with shank Ø 2.35 mm.



G

G.35 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

P

H

S

K

M

N

FRESE ROTATIVE IN METALLO DURO WODEX - NOTE TECNICHE

TAGLIO 1 TAGLIO 2 TAGLIO 3 TAGLIO 4 TAGLIO 5 TAGLIO 6

< 500 N/mm² 350 - 600 400 - 500 350 - 500 350 - 600 300 - 500

< 850 N/mm² 200 - 450 200 - 450 250 - 350 250 - 300

< 1200 N/
mm²

200 - 350 200 - 350 250 - 300

< 600 N/mm² 500 - 650 450 - 650 300 - 500

< 850 N/mm² 250 - 350 200 - 450

DUPLEX 200 - 300 200 - 350

< 240 HB 200 - 350 200 - 450

< 300 HB 350 - 800 400 - 500 200 - 350 200 - 450

< 10% Si 800 - 1.000 650 - 800

> 10% Si 600 - 800 500 - 650

Ottone
Rame

500 - 650 500 - 650

Ti6Al4V max 2000giri max 2000giri

HTA 150 - 250 150 - 250

< 45 HRC 250 - 350 250 - 350 250 - 350

< 60 HRC 150 - 300 150 - 300 150 - 300

< 65 HRC 150 - 250 150 - 250 150 - 250

G.35Indivisible package  Suggested retail package - Unit price

P

H

S

K

M

N

CARBIDE ROTARY BURRS WODEX - TECHNICAL NOTES

CUT 1 CUT 2 CUT 3 CUT 4 CUT 5 CUT 6

< 500 N/mm² 350 - 600 400 - 500 350 - 500 350 - 600 300 - 500

< 850 N/mm² 200 - 450 200 - 450 250 - 350 250 - 300

< 1200 N/
mm²

200 - 350 200 - 350 250 - 300

< 600 N/mm² 500 - 650 450 - 650 300 - 500

< 850 N/mm² 250 - 350 200 - 450

Duplex 200 - 300 200 - 350

< 240 HB 200 - 350 200 - 450

< 300 HB 350 - 800 400 - 500 200 - 350 200 - 450

< 10% Si 800 - 1,000 650 - 800

> 10% Si 600 - 800 500 - 650

Brass
Copper

500 - 650 500 - 650

Ti6Al4V max. 2,000 rev. max. 2,000 rev.

HTA 150 - 250 150 - 250

< 45 HRC 250 - 350 250 - 350 250 - 350

< 60 HRC 150 - 300 150 - 300 150 - 300

< 65 HRC 150 - 250 150 - 250 150 - 250



G

G.36 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ART. G6010
Forma cilindrica con taglio sul perimetro e in testa. Adatte alla lavorazione di tutti i materiali nelle varie resistenze.
Ideali per lavori di sbavatura.

Cod. Tec. GR61
Euro

d1 x l2
mm

d2
mm

l1
mm

Taglio

G60101,5833 10,93 1,5 x 8

3

40

3
G601021032 10,44

2 x 10
2

G601021033 10,44 3
G601021034 12,59 4

G60102,51233 10,11 2,5 x 12 3
G601031332 8,79

3 x 13
2

G601031333 8,79 3
G601031334 10,44 4
G601041033 14,06

4 x 10 45
3

G601041034 16,81 4
G601041036 15,49 6
G601041361 19,86

4 x 13 6 50

1
G601041362 18,06 2
G601041363 18,06 3
G601041364 23,24 4
G601041366 19,86 6
G601051232 14,24

5 x 12

3

47

2
G601051233 14,95 3
G601051234 17,99 4
G601051236 16,39 6
G601061332 15,90

6 x 13 48

2
G601061333 15,90 3
G601061334 19,18 4
G601061336 17,50 6
G601061661 19,86

6 x 16 6 50
1

G601061662 18,06 2
G601061663 18,06 3

Cod. Tec. GR61
Euro

d1 x l2
mm

d2
mm

l1
mm

Taglio

G601061664 23,24
6 x 16

6

50
4

G601061666 19,86 6
G601082061 25,31

8 x 20

65

1
G601082062 23,03 2
G601082063 23,03 3
G601082064 26,29 4
G601082066 25,31 6
G6010102061 28,71

10 x 20

1
G6010102062 26,01 2
G6010102063 24,78 3
G6010102064 31,19 4
G6010102066 28,71 6
G6010122561 37,08

12 x 25

70

1
G6010122562 33,68 2
G6010122563 33,68 3
G6010122564 40,46 4
G6010122566 37,08 6
G6010162561 52,14

16 x 25

1
G6010162562 47,43 2
G6010162563 47,43 3
G6010162564 56,84 4
G6010162565 47,43 5
G6010162566 52,14 6
G6010202562 73,64

20 x 25

2
G6010202563 73,64 3
G6010202564 89,14 4
G6010202566 81,03 6

FRESE ROTATIVE IN METALLO DURO - FORMA ZYAS

FRESE ROTATIVE IN METALLO DURO - FORMA ZYAS - IN KIT

Cod. Tec. G6015BOX1
GR61 Euro 132,60
Descrizione Assortimento D 4 - 6 - 8 - 10 - 12
Pz. 5

ART. G6015
Assortimento di 5 frese G6010 gambo 6 mm taglio 6. Forma cilindrica con taglio sul perimetro e in testa.
Adatte alla lavorazione di tutti i materiali nelle varie resistenze, ideali per lavori di sbavatura.

G.36 Indivisible package   Suggested retail package - Unit price

ITEM: G6010
Cylinder-shaped with cutting on the perimeter and in the head. Suitable for machining all materials of various resistances.
Ideal for deburring work.

Tech. Code d1 x l2
mm

d2
mm

l1
mm

CUT

1.5 x 8

3

40

3

2 x 10
2
3
4

2.5 x 12 3

3 x 13
2
3
4

4 x 10 45
3
4
6

4 x 13 6 50

1
2
3
4
6

5 x 12

3

47

2
3
4
6

6 x 13 48

2
3
4
6

6 x 16 6 50
1
2
3

Tech. Code d1 x l2
mm

d2
mm

l1
mm

CUT

6 x 16

6

50
4
6

8 x 20

65

1
2
3
4
6

10 x 20

1
2
3
4
6

12 x 25

70

1
2
3
4
6

16 x 25

1
2
3
4
5
6

20 x 25

2
3
4
6

CARBIDE ROTARY BURRS - ZYAS TYPE

CARBIDE ROTARY BURRS - ZYAS TYPE - IN KIT

Tech. Code

Description Set of D 4 - 6 - 8 - 10 - 12
Pcs. 5

ITEM: G6015
Set of 5 rotary burrs, featuring G6010 6mm cut 6 shank. Cylinder-shaped with perimeter and head cutting
performance. Suitable for machining all materials of various resistances. Ideal for deburring operations



G

G.37 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ART. G6030
Forma a sfera. Adatte alla lavorazione di tutti i materiali nelle varie resistenze. Ideali per lavorazione di profili, sbavature
interne di fori e nella fresatura di prelavorazione nelle saldature di riporto.

Cod. Tec. GR61
Euro

d1 x l2
mm

d2
mm

l1
mm

Taglio

G60301,5132 12,12

1,5 x 1

3

40

2
G60301,5133 12,12 3
G60301,5134 14,55 4
G60301,5136 13,29 6
G603021,532 11,57

2 x 1,5

2
G603021,533 11,57 3
G603021,534 13,90 4
G603021,536 12,81 6
G60302,5232 11,14

2,5 x 2

2
G60302,5233 11,14 3
G60302,5234 13,29 4
G60302,5236 12,25 6
G603032,532 9,76

3 x 2,5

2
G603032,533 9,76 3
G603032,534 11,57 4
G603032,536 10,65 6
G603043,532 11,97

4 x 3,5

38,5

2
G603043,533 11,97 3
G603043,534 14,27 4
G603043,536 13,15 6
G603043,561 20,90

6 50

1
G603043,562 18,94 2
G603043,563 18,94 3
G603043,564 22,84 4
G603043,566 20,90 6
G60305432 12,31

5 x 4 3 39
2

G60305433 12,31 3

Cod. Tec. GR61
Euro

d1 x l2
mm

d2
mm

l1
mm

Taglio

G60305434 14,80
5 x 4

3

39
4

G60305436 13,64 6
G60306532 13,15

6 x 5

40

2
G60306533 13,15 3
G60306534 15,77 4
G60306536 14,46 6
G60306561 20,90

6

50

1
G60306562 18,94 2
G60306563 18,94 3
G60306564 22,84 4
G60306566 20,90 6
G60308762 17,91

8 x 7 52

2
G60308763 17,91 3
G60308764 21,38 4
G60308766 19,71 6
G603010962 21,09

10 x 9 54

2
G603010963 21,09 3
G603010964 25,31 4
G603010966 23,10 6
G6030121162 25,40

12 x 11 56

2
G6030121163 25,40 3
G6030121164 30,50 4
G6030121166 27,96 6
G6030161562 36,10

16 x 15 60

2
G6030161563 36,10 3
G6030161564 43,29 4
G6030161566 39,70 6

FRESE ROTATIVE IN METALLO DURO - FORMA KUD

Technology
Efficiency

Enduranceprecision tooling

G.37Indivisible package  Suggested retail package - Unit price

ITEM: G6030
Sphere-shaped. Suitable for machining all materials of various resistances. Ideal for machining profiles, deburring internal
holes and in pre-processing millworking on carryover welds.

Tech. Code d1 x l2
mm

d2
mm

l1
mm

CUT

1.5 x 1

3

40

2
3
4
6

2 x 1.5

2
3
4
6

2.5 x 2

2
3
4
6

3 x 2.5

2
3
4
6

4 x 3.5

38.5

2
3
4
6

6 50

1
2
3
4
6

5 x 4 3 39
2
3

Tech. Code d1 x l2
mm

d2
mm

l1
mm

CUT

5 x 4

3

39
4
6

6 x 5

40

2
3
4
6

6

50

1
2
3
4
6

8 x 7 52

2
3
4
6

10 x 9 54

2
3
4
6

12 x 11 56

2
3
4
6

16 x 15 60

2
3
4
6

CARBIDE ROTARY BURRS - KUD TYPE



G

G.38 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ART. G6050
Forma cilindrica con testa a sfera. Adatte alla lavorazione di tutti i materiali nelle varie resistenze.
Ideali per lavorare superfici, profili e nella fresatura di prelavorazione nelle saldature di riporto.

Cod. Tec. GR61
Euro

d1 x l2
mm

d2
mm

l1
mm

Taglio

G60501,5832 12,47

1,5 x 8

3

40

2
G60501,5833 12,47 3
G60501,5834 14,95 4
G60501,5836 13,70 6
G605021032 12,04

2 x 10

2
G605021033 12,04 3
G605021034 14,46 4
G605021036 13,22 6

G60502,51232 11,48

2,5 x 12

2
G60502,51233 11,48 3
G60502,51234 13,77 4
G60502,51236 12,66 6
G605031432 8,98

3 x 14

2
G605031433 10,05 3
G605031434 12,04 4
G605031436 11,08 6
G605041032 14,06

4 x 10 45

2
G605041033 14,06 3
G605041034 16,81 4
G605041036 15,49 6
G605041461 20,21

4 x 14 6 50

1
G605041462 18,40 2
G605041463 18,40 3
G605041464 22,02 4
G605041466 20,21 6
G605051232 14,66

5 x 12 3 47

2
G605051233 14,66 3
G605051234 17,50 4
G605051236 16,04 6

Cod. Tec. GR61
Euro

d1 x l2
mm

d2
mm

l1
mm

Taglio

G605061432 16,25
6 x 14 3 49

2
G605061433 16,25 3
G605061436 17,91 6
G605061861 20,21

6 x 18

6

50

1
G605061862 18,40 2
G605061863 18,40 3
G605061864 22,02 4
G605061866 20,21 6
G605082061 26,01

8 x 20

65

1
G605082062 23,57 2
G605082063 23,57 3
G605082064 28,29 4
G605082066 26,01 6

G6050102061 29,96

10 x 20

1
G6050102062 27,18 2
G6050102063 27,18 3
G6050102064 32,64 4
G6050102066 29,96 6
G6050122561 40,53

12 x 25

70

1
G6050122562 36,86 2
G6050122563 36,86 3
G6050122564 44,19 4
G6050122566 40,53 6
G6050162561 54,00

16 x 25

1
G6050162562 49,10 2
G6050162563 49,10 3
G6050162564 58,91 4
G6050162566 54,00 6

FRESE ROTATIVE IN METALLO DURO - FORMA WRC

FRESE ROTATIVE IN METALLO DURO - FORMA WRC - IN KIT

Cod. Tec. G6055BOX1
GR61 Euro 132,60
Descrizione Assortimento D 4 - 6 - 8 - 10 - 12
Pz. 5

ART. G6055
Assortimento di 5 frese G6050 gambo 6 mm taglio 6.
Forma cilindrica con testa a sfera. Adatte alla lavorazione di tutti i materiali nelle varie resistenze, ideali per
lavorare superfici, profili e nella fresatura di pre-lavorazione nelle saldature di riporto.

G.38 Indivisible package   Suggested retail package - Unit price

ITEM: G6050
Cylinder-shaped with spherical head. Suitable for machining all materials of various resistances.
Ideal for working surfaces, profiles and in pre-processing millworking on fillet weld.

Tech. Code d1 x l2
mm

d2
mm

l1
mm

CUT

1.5 x 8

3

40

2
3
4
6

2 x 10

2
3
4
6

2.5 x 12

2
3
4
6

3 x 14

2
3
4
6

4 x 10 45

2
3
4
6

4 x 14 6 50

1
2
3
4
6

5 x 12 3 47

2
3
4
6

Tech. Code d1 x l2
mm

d2
mm

l1
mm

CUT

6 x 14 3 49
2
3
6

6 x 18

6

50

1
2
3
4
6

8 x 20

65

1
2
3
4
6

10 x 20

1
2
3
4
6

12 x 25

70

1
2
3
4
6

16 x 25

1
2
3
4
6

CARBIDE ROTARY BURRS - WRC TYPE

CARBIDE ROTARY BURRS - WRC TYPE - IN KIT

Tech. Code

Description Set of D 4 - 6 - 8 - 10 - 12
Pcs. 5

ITEM: G6055
Set of 5 rotary burrs, featuring G6050 6mm cut 6 shank.
Cylinder-shaped with spherical head. Suitable for machining all materials of various resistances. Ideal for working
surfaces, profiles and in pre-processing millwork on carryover welds.



G

G.39 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ART. G6070
Forma ad albero. Adatte alla lavorazione di tutti i materiali nelle varie resistenze.
Ideali per lavorazione di profili stretti.

Cod. Tec. GR61
Euro

d1 x l2
mm

d2
mm

l1
mm

Taglio

G607031432 9,76

3 x 14

3

40

2
G607031433 9,76 3
G607031434 11,57 4
G607031436 10,65 6
G607041032 13,64

4 x 10 45

2
G607041033 13,64 3
G607041034 16,25 4
G607041036 14,95 6
G607041461 23,66

4 x 14 6 50

1
G607041462 21,38 2
G607041463 21,38 3
G607041464 25,59 4
G607041466 23,66 6
G607051232 14,87

5 x 12

3

47

2
G607051233 14,87 3
G607051234 17,79 4
G607051236 16,33 6
G607061432 15,49

6 x 14 49

2
G607061433 15,49 3
G607061434 18,54 4
G607061436 17,09 6
G607061861 23,66

6 x 18 6 50
1

G607061862 21,38 2

Cod. Tec. GR61
Euro

d1 x l2
mm

d2
mm

l1
mm

Taglio

G607061863 21,38
6 x 18

6

50
3

G607061864 25,59 4
G607061866 23,66 6
G607081661 25,25

8 x 16 61

1
G607081662 22,97 2
G607081663 22,97 3
G607081664 27,53 4
G607081666 25,25 6
G6070102061 29,18

10 x 20 65

1
G6070102062 26,56 2
G6070102063 26,56 3
G6070102064 31,81 4
G6070102066 29,18 6
G6070122561 35,27

12 x 25 70

1
G6070122562 32,09 2
G6070122563 32,09 3
G6070122564 38,52 4
G6070122566 35,27 6
G6070162861 50,42

16 x 28 73

1
G6070162862 45,85 2
G6070162863 45,85 3
G6070162864 54,97 4
G6070162866 50,42 6

FRESE ROTATIVE IN METALLO DURO - FORMA RBF

FRESE ROTATIVE IN METALLO DURO - FORMA RBF - IN KIT

Cod. Tec. G6075BOX1
GR61 Euro 132,60
Descrizione Assortimento D 4 - 6 - 8 - 10 - 12
Pz. 5

ART. G6075
Assortimento di 5 frese G6070 gambo 6 mm taglio 6. Forma ad albero, adatte alla lavorazione di tutti i materiali
nelle varie resistenze, ideali per la lavorazione di profili stretti.

G.39Indivisible package  Suggested retail package - Unit price

ITEM: G6070
Tree-shaped. Suitable for machining all materials of various resistances.
Ideal for machining narrow profiles.

Tech. Code d1 x l2
mm

d2
mm

l1
mm

CUT

3 x 14

3

40

2
3
4
6

4 x 10 45

2
3
4
6

4 x 14 6 50

1
2
3
4
6

5 x 12

3

47

2
3
4
6

6 x 14 49

2
3
4
6

6 x 18 6 50
1
2

Tech. Code d1 x l2
mm

d2
mm

l1
mm

CUT

6 x 18

6

50
3
4
6

8 x 16 61

1
2
3
4
6

10 x 20 65

1
2
3
4
6

12 x 25 70

1
2
3
4
6

16 x 28 73

1
2
3
4
6

CARBIDE ROTARY BURRS - RBF TYPE

CARBIDE ROTARY BURRS - RBF TYPE - IN KIT

Tech. Code

Description Set of D 4 - 6 - 8 - 10 - 12
Pcs. 5

ITEM: G6075
Set of 5 rotary burrs, featuring G6070 6mm cut 6 shank.
Tree-shaped. Suitable for machining all materials of various resistances.
Ideal for machining narrow profiles.



G

G.40 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ART. G6090
Forma ad ogiva. Adatte alla lavorazione di tutti i materiali nelle varie resistenze.
Ideali per lavorazione di profili stretti e di angoli acuti.

Cod. Tec. GR61
Euro

d1 x l2
mm

d2
mm

l1
mm

Taglio

G609031432 9,44

3 x 14

3

40

2
G609031433 9,42 3
G609031434 11,22 4
G609031436 10,31 6
G609041032 11,76

4 x 10 45

2
G609041033 11,76 3
G609041034 14,06 4
G609041036 12,95 6
G609041461 22,70

4 x 14 6 50

1
G609041462 20,69 2
G609041463 20,69 3
G609041464 24,77 4
G609041466 22,70 6
G609051232 13,56

5 x 12

3

47

2
G609051233 13,56 3
G609051234 16,25 4
G609051236 14,87 6
G609061432 14,06

6 x 14 49

2
G609061433 14,06 3
G609061434 16,81 4
G609061436 15,49 6
G609061861 22,70

6 x 18 6 50
1

G609061862 20,69 2

Cod. Tec. GR61
Euro

d1 x l2
mm

d2
mm

l1
mm

Taglio

G609061863 20,69
6 x 18

6

50
3

G609061864 24,77 4
G609061866 22,70 6
G609081661 23,10

8 x 16 61

1
G609081662 20,96 2
G609081663 21,00 3
G609081664 25,16 4
G609081666 23,10 6
G6090102061 28,71

10 x 20 65

1
G6090102062 26,07 2
G6090102063 26,07 3
G6090102064 31,32 4
G6090102066 28,71 6
G6090122561 33,89

12 x 25 70

1
G6090122562 30,79 2
G6090122563 30,79 3
G6090122564 36,91 4
G6090122566 33,89 6
G6090162861 49,38

16 x 28 73

1
G6090162862 44,93 2
G6090162863 44,93 3
G6090162864 53,89 4
G6090162866 49,38 6

FRESE ROTATIVE IN METALLO DURO - FORMA SPG

ART. G6110
Forma a cono appuntito. Adatte alla lavorazione di tutti i materiali nelle varie resistenze.
Ideali per lavorazione di profili stretti, angoli acuti e superfici.

Cod. Tec. GR61
Euro

d1 x l2
mm

d2
mm

l1
mm

Taglio

G611031432 9,76

3 x 14

3

40

2
G611031433 9,76 3
G611031434 11,57 4
G611031436 10,65 6
G611041032 11,76

4 x 10 45

2
G611041033 11,76 3
G611041034 14,06 4
G611041036 12,86 6
G611041261 18,94

4 x 12 6 50

1
G611041262 17,23 2
G611041263 17,23 3
G611041264 20,69 4
G611041266 18,94 6
G611051232 12,72

5 x 12

3

47

2
G611051233 12,72 3
G611051234 15,30 4
G611051236 13,97 6
G611061432 13,64

6 x 14 49

2
G611061433 13,64 3
G611061434 16,33 4
G611061435 13,64 5
G611061436 14,95 6
G611061861 18,94

6 x 18 6 50
1

G611061862 17,23 2
G611061863 17,23 3

Cod. Tec. GR61
Euro

d1 x l2
mm

d2
mm

l1
mm

Taglio

G611061864 20,69
6 x 18

6

50
4

G611061866 18,94 6
G611081561 17,91

8 x 15 60

1
G611081562 16,25 2
G611081563 16,25 3
G611081564 19,42 4
G611081565 16,25 5
G611081566 17,91 6
G6110101861 21,31

10 x 18 63

1
G6110101862 19,42 2
G6110101863 19,42 3
G6110101864 23,32 4
G6110101865 19,42 5
G6110101866 21,31 6
G6110122061 29,12

12 x 20 65

1
G6110122062 26,49 2
G6110122063 26,49 3
G6110122064 31,75 4
G6110122066 29,12 6
G6110162261 41,64

16 x 22 67

1
G6110162262 37,82 2
G6110162263 37,82 3
G6110162264 45,30 4
G6110162266 41,64 6

FRESE ROTATIVE IN METALLO DURO - FORMA SKM

G.40 Indivisible package   Suggested retail package - Unit price

ITEM: G6090
Ogive-shaped. Suitable for machining all materials of various resistances.
Ideal for machining narrow profiles and acute angles.

Tech. Code d1 x l2
mm

d2
mm

l1
mm

CUT

3 x 14

3

40

2
3
4
6

4 x 10 45

2
3
4
6

4 x 14 6 50

1
2
3
4
6

5 x 12

3

47

2
3
4
6

6 x 14 49

2
3
4
6

6 x 18 6 50
1
2

Tech. Code d1 x l2
mm

d2
mm

l1
mm

CUT

6 x 18

6

50
3
4
6

8 x 16 61

1
2
3
4
6

10 x 20 65

1
2
3
4
6

12 x 25 70

1
2
3
4
6

16 x 28 73

1
2
3
4
6

CARBIDE ROTARY BURRS - SPG TYPE

ITEM: G6110
Pointed cone shape. Suitable for machining all materials of various resistances.
Ideal for machining narrow profiles, acute angles and surfaces.

Tech. Code d1 x l2
mm

d2
mm

l1
mm

CUT

3 x 14

3

40

2
3
4
6

4 x 10 45

2
3
4
6

4 x 12 6 50

1
2
3
4
6

5 x 12

3

47

2
3
4
6

6 x 14 49

2
3
4
5
6

6 x 18 6 50
1
2
3

Tech. Code d1 x l2
mm

d2
mm

l1
mm

CUT

6 x 18

6

50
4
6

8 x 15 60

1
2
3
4
5
6

10 x 18 63

1
2
3
4
5
6

12 x 20 65

1
2
3
4
6

16 x 22 67

1
2
3
4
6

CARBIDE ROTARY BURRS - SKM TYPE



G

G.41 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ART. G6130
Forma a cono con punta arrotondata. Adatte alla lavorazione di tutti i materiali nelle varie resistenze.

Cod. Tec. GR61
Euro

d1 x l2
mm

d2
mm

l1
mm

Taglio

G613031432 9,76
3 x 14

3

40
2

G613031434 11,57 4
G613031436 10,65 6
G613041432 13,35

4 x 14

49

2
G613041433 13,35 3
G613041434 16,04 4
G613041436 14,73 6
G613041461 20,21

6 50

1
G613041462 18,40 2
G613041463 18,40 3
G613041464 24,21 4
G613041466 20,21 6
G613051632 14,95

5 x 16

3

51

2
G613051633 14,95 3
G613051634 17,99 4
G613051636 16,47 6
G613062032 16,69

6 x 20

55

2
G613062033 16,69 3
G613062034 20,05 4
G613062035 16,69 5
G613062036 18,40 6
G613062061 20,21

6 50
1

G613062062 18,40 2
G613062063 18,40 3

Cod. Tec. GR61
Euro

d1 x l2
mm

d2
mm

l1
mm

Taglio

G613062064 24,21
6 x 20

6

50
4

G613062065 18,40 5
G613062066 20,21 6
G613082461 28,71

8 x 20

65

1
G613082462 26,07 2
G613082463 26,07 3
G613082464 31,53 4
G613082465 26,07 5
G613082466 28,71 6

G6130102861 35,56

10 x 20

1
G6130102862 32,36 2
G6130102863 32,36 3
G6130102864 38,80 4
G6130102866 35,56 6
G6130123061 42,45

12 x 30

75

1
G6130123062 38,65 2
G6130123063 38,65 3
G6130123064 46,41 4
G6130123066 42,45 6
G6130163861 64,23

16 x 30

1
G6130163862 58,35 2
G6130163863 58,35 3
G6130163864 69,98 4
G6130163866 64,23 6

FRESE ROTATIVE IN METALLO DURO - FORMA KEL

ART. G6150
Forma a goccia, adatte alla lavorazione di tutti i materiali nelle varie resistenze.

Cod. Tec. GR61
Euro

d1 x l2
mm

d2
mm

l1
mm

Taglio

G61503532 9,76

3 x 5

3

40

2
G61503533 9,76 3
G61503534 11,57 4
G61503536 10,65 6
G61504632 12,04

4 x 6

41

2
G61504633 12,04 3
G61504634 14,46 4
G61504636 13,22 6
G61504661 21,50

6 50

1
G61504662 19,58 2
G61504663 19,58 3
G61504664 23,45 4
G61504666 21,50 6
G61505832 13,35

5 x 8

3

43

2
G61505833 13,35 3
G61505834 16,04 4
G61505836 14,73 6
G61506932 14,46

6 x 9
44

2
G61506933 14,46 3
G61506934 17,23 4
G61506936 15,77 6
G61506961 21,50

6 50
1

G61506962 19,58 2

Cod. Tec. GR61
Euro

d1 x l2
mm

d2
mm

l1
mm

Taglio

G61506963 19,58
6 x 9

6

50
3

G61506964 23,45 4
G61506966 21,50 6
G615081461 23,94

8 x 14 59

1
G615081462 21,79 2
G615081463 21,79 3
G615081464 26,07 4
G615081466 23,94 6

G6150101661 27,38

10 x 16 61

1
G6150101662 24,90 2
G6150101663 24,90 3
G6150101664 29,87 4
G6150101666 27,38 6
G6150122161 34,31

12 x 21 66

1
G6150122162 31,18 2
G6150122163 31,18 3
G6150122164 37,41 4
G6150122166 34,31 6
G6150162561 49,79

16 x 25 70

1
G6150162562 45,30 2
G6150162563 45,30 3
G6150162564 54,35 4
G6150162566 49,79 6

FRESE ROTATIVE IN METALLO DURO - FORMA TRE

G.41Indivisible package  Suggested retail package - Unit price

ITEM: G6130
Cone-shaped with rounded point. Suitable for machining all materials of various resistances.

Tech. Code d1 x l2
mm

d2
mm

l1
mm

CUT

3 x 14

3

40
2
4
6

4 x 14

49

2
3
4
6

6 50

1
2
3
4
6

5 x 16

3

51

2
3
4
6

6 x 20

55

2
3
4
5
6

6 50
1
2
3

Tech. Code d1 x l2
mm

d2
mm

l1
mm

CUT

6 x 20

6

50
4
5
6

8 x 20

65

1
2
3
4
5
6

10 x 20

1
2
3
4
6

12 x 30

75

1
2
3
4
6

16 x 30

1
2
3
4
6

CARBIDE ROTARY BURRS - KEL TYPE

ITEM: G6150
Drop-shaped, suitable for machining all materials of various resistances.

Tech. Code d1 x l2
mm

d2
mm

l1
mm

CUT

3 x 5

3

40

2
3
4
6

4 x 6

41

2
3
4
6

6 50

1
2
3
4
6

5 x 8

3

43

2
3
4
6

6 x 9
44

2
3
4
6

6 50
1
2

Tech. Code d1 x l2
mm

d2
mm

l1
mm

CUT

6 x 9

6

50
3
4
6

8 x 14 59

1
2
3
4
6

10 x 16 61

1
2
3
4
6

12 x 21 66

1
2
3
4
6

16 x 25 70

1
2
3
4
6

CARBIDE ROTARY BURRS - TRE TYPE



G

G.42 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ART. G6170
Forma cilindrica con taglio sul perimetro ed in testa.
Adatte alle lavorazioni di stampi e matrici.

Cod. Tec. GR61
Euro

d1 x l2
mm

d2
mm

l1
mm

Taglio

G617016506 16,86 1 x 6
3 50 6G61701,58506 15,18 1,5 x 8

Cod. Tec. GR61
Euro

d1 x l2
mm

d2
mm

l1
mm

Taglio

G6170210506 10,12
2 x 10 3

50
6G6170210656 11,24 65

FRESE ROTATIVE IN METALLO DURO PER STAMPI E MATRICI

ART. G6175
Forma cilindrica con taglio sul perimetro ed in testa.
Adatte alle lavorazioni di stampi e matrici.

Cod. Tec. GR61
Euro

d1 x l2
mm

d2
mm

l1
mm

Taglio

G61752,512506 9,78
2,5 x 12 3

50
6G61752,512656 11,13 65

Cod. Tec. GR61
Euro

d1 x l2
mm

d2
mm

l1
mm

Taglio

G6175314506 9,45
3 x 14 3

50
6G6175314656 10,79 65

ART. G6160
Forma cilindrica con taglio sul perimetro e in testa. Adatte alla lavorazione di tutti i materiali nelle varie resistenze.
Ideali per lavori di sbavatura.

Cod. Tec. GR61
Euro

d1 x l2
mm

d2
mm

l1
mm

Taglio

G616061863 23,34
6 x 18

6 150

3
G616061864 29,26 4
G616061866 26,65 6
G616081863 29,02

8 x 18
3

G616081864 35,96 4
G616081866 31,62 6

Cod. Tec. GR61
Euro

d1 x l2
mm

d2
mm

l1
mm

Taglio

G6160102063 34,86
10 x 20

6 150

3
G6160102064 41,08 4
G6160102066 38,11 6
G6160122563 45,26

12 x 25
3

G6160122564 50,87 4
G6160122566 46,99 6

FRESE ROTATIVE IN METALLO DURO CON GAMBO PROLUNGATO - FORMA ZYAS

ART. G6161
Forma cilindrica con testa a sfera. Adatte alla lavorazione di tutti i materiali nelle varie resistenze.
Ideali per lavorare superfici, profili e nella fresatura di prelavorazione nelle saldature di riporto.

Cod. Tec. GR61
Euro

d1 x l2
mm

d2
mm

l1
mm

Taglio

G616161863 23,74
6 x 18

6 150

3
G616161864 29,25 4
G616161866 25,79 6
G616181863 29,64

8 x 18
3

G616181864 35,04 4
G616181866 34,05 6

Cod. Tec. GR61
Euro

d1 x l2
mm

d2
mm

l1
mm

Taglio

G6161102063 36,26
10 x 20

6 150

3
G6161102064 42,80 4
G6161102066 39,58 6
G6161122563 46,76 12 x25 3
G6161122564 55,13

12 x 25
4

G6161122566 53,49 6

FRESE ROTATIVE IN METALLO DURO CON GAMBO PROLUNGATO - FORMA WRC

G.42 Indivisible package   Suggested retail package - Unit price

ITEM: G6170
Cylinder-shaped with cutting on the perimeter and in the head.
Suitable for machining dies and moulds.

Tech. Code d1 x l2
mm

d2
mm

l1
mm

CUT

1 x 6
3 50 6

1.5 x 8

Tech. Code d1 x l2
mm

d2
mm

l1
mm

CUT

2 x 10 3
50

6
65

CARBIDE ROTARY BURRS FOR DIES

ITEM: G6175
Cylinder-shaped with cutting on the perimeter and in the head.
Suitable for machining moulds and matrices.

Tech. Code d1 x l2
mm

d2
mm

l1
mm

CUT

2.5 x 12 3
50

6
65

Tech. Code d1 x l2
mm

d2
mm

l1
mm

CUT

3 x 14 3
50

6
65

ITEM: G6160
Cylinder-shaped with cutting on the perimeter and in the head.
Suitable for machining all materials of various resistances. Ideal for deburring work.

Tech. Code d1 x l2
mm

d2
mm

l1
mm

CUT

6 x 18

6 150

3
4
6

8 x 18
3
4
6

Tech. Code d1 x l2
mm

d2
mm

l1
mm

CUT

10 x 20

6 150

3
4
6

12 x 25
3
4
6

CARBIDE ROTARY BURRS WITH EXTENDED SHANK - ZYAS TYPE

ITEM: G6161
Cylinder-shaped with spherical head. Suitable for machining all materials of various resistances.
Ideal for working surfaces, profiles and in pre-processing millworking on carryover welds.

Tech. Code d1 x l2
mm

d2
mm

l1
mm

CUT

6 x 18

6 150

3
4
6

8 x 18
3
4
6

Tech. Code d1 x l2
mm

d2
mm

l1
mm

CUT

10 x 20

6 150

3
4
6

12 x25 3

12 x 25
4
6

CARBIDE ROTARY BURRS WITH EXTENDED SHANK - WRC TYPE



G

G.43 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Gruppi di materiali
Codice a colori Tipo di lavorazione Taglio Velocità di taglio

P

Acciai al carbonio e da costruzione.
Acciai per utensili, acciai non legati,

acciai cementati.
Fusioni di acciaio.

Fresatura grossolana = elevata asportazione di
materiale

3
450 - 600 m/min

3 PLUS

Fresatura fine ad es. sbavatura 3 500 - 600 m/min

Acciai per utensili, bonificati e legati con resistenza
meccanica !35HRC

Fresatura grossolana = elevata asportazione di
materiale

3

250 - 350 m/min3 PLUS

4

Fresatura fine ad es. sbavatura 5 300 - 400 m/min

M Acciai inossidabili austenitici e ferritici.

Fresatura grossolana = elevata asportazione di
materiale

3 PLUS
250 - 350 m/min

4

Fresatura fine ad es. sbavatura 5 350 - 450 m/min

N

Leghe di alluminio, Ottone, Rame, Zinco.

Fresatura grossolana = elevata asportazione di
materiale

Alu 600 - 900 m/min

Fresatura fine ad es. sbavatura Alu 800 - 900 m/min

Bronzo, Titanio e le sue leghe. Leghe di alluminio
molto dure. ( Si!12%)

Fresatura grossolana = elevata asportazione di
materiale

3
250 - 350 m/min

4

Fresatura fine ad es. sbavatura 3 350 - 450 m/min

Leghe a base Nichel. Leghe a base Cobalto.
Leghe esotiche in genere

Fresatura grossolana = elevata asportazione di
materiale

3 PLUS
300 - 450 m/min

4

Fresatura fine ad es. sbavatura 5 350 - 500 m/min

K Ghisa grigia, ghisa sferoidale

Fresatura grossolana = elevata asportazione di
materiale

3
450 - 600 m/min

3 PLUS

Fresatura fine ad es. sbavatura 3 500 - 600 m/min

H
Materiali sintetici rinforzati con fibre.

Materiali termoplastici.

Fresatura grossolana = elevata asportazione di
materiale

Alu
500 - 900 m/min

Fresatura fine ad es. sbavatura Alu

FRESE ROTATIVE IN METALLO DURO PFERD - NOTE TECNICHE

Alu

3

3 PLUS

4

5

Tipi di taglio

= materiali in acciaio e in fusioni di acciaio

= acciai inox

= metalli non ferrosi

= materiali in ghisa

= materiali sintetici / altri materiali

Tenero

Duro

Codice a colori per i materiali Legenda colori

Tipi di taglio, gruppi di materiali, tipo di lavorazione

G.43Indivisible package  Suggested retail package - Unit price

Materials groups
Colour code/code by colour Machining type Cutting Cutting speed

P

Carbon and construction steel.
Steel used for tools, non-alloy steel, casehardened

steel.
Steel casting.

Coarse milling= high material removal
3

450 - 600 m/min
3 PLUS

Fine milling for ex. deburring 3 500 - 600 m/min

Tool steel, hardened and tempered steel, alloy steel
with !35HRC mechanical resistance

Coarse milling= high material removal

3

250 - 350 m/min3 PLUS

4

Fine milling for ex. deburring 5 300 - 400 m/min

M Austenitic and ferritic stainless steel.
Coarse milling= high material removal

3 PLUS
250 - 350 m/min

4

Fine milling for ex. deburring 5 350 - 450 m/min

N

Aluminum, Brass, Copper, Zinc alloys.
Coarse milling= high material removal Alu 600 - 900 m/min

Fine milling for ex. deburring Alu 800 - 900 m/min

Bronze, Titanium and related alloys. Extremely hard
aluminum alloys ( Yes!12%).

Coarse milling= high material removal
3

250 - 350 m/min
4

Fine milling for ex. deburring 3 350 - 450 m/min

Nickel-based alloys. Cobalt-based alloys
Exotic material alloys in general.

Coarse milling= high material removal
3 PLUS

300 - 450 m/min
4

Fine milling for ex. deburring 5 350 - 500 m/min

K Gray cast iron. Spheroidal cast iron.
Coarse milling= high material removal

3
450 - 600 m/min

3 PLUS

Fine milling for ex. deburring 3 500 - 600 m/min

H
Fibre reinforced synthetic materials

Thermoplastic materials.

Coarse milling= high material removal Alu
500 - 900 m/min

Fine milling for ex. deburring Alu

CARBIDE ROTARY BURRS PFERD – TECHNICAL NOTES

= steel and steel casting

=  stainless steel

= non ferrous materials

=  cast iron

= plastic and others

Color code

Soft

Hard

Cut Color code of the work piece material

Cut selection and cutting speeds.



G

G.44 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ART. ZYAS
Forma cilindrica con taglio sul perimetro e in testa. Adatte alla lavorazione di tutti i materiali nelle varie resistenze.
Ideali per lavori di sbavatura.

Cod. Tec. GR69
Euro

d1 x l2
mm

d2
mm

l1
mm

Taglio

G6210021035 21,32 2 x 10

3

40 5
G6210031333P 17,57

3 x 13
43

3P
G6210031335 17,73 5

G6210061333P 31,16 6 x 13
3PG6210061663P 35,31

6 x 16

6

55G6210061664 37,19 4
G6210082063 45,80

8 x 20 60
3

G6210082063P 40,64 3P
G6210082064 44,25 4

Cod. Tec. GR69
Euro

d1 x l2
mm

d2
mm

l1
mm

Taglio

G6210102063 48,81
10 x 20

6

60
3

G6210102063P 48,81 3P
G6210102064 52,43 4

G621012256ALU 68,84

12 x 25
65

ALU
G6210122563 68,98 3

G6210122563P 68,98 3P
G6210122564 72,91 4

G6210162563P 77,29
16 x 25

3P
G6210162564 84,82 4

FRESE ROTATIVE IN METALLO DURO

ART. KUD
Forma a sfera. Adatte alla lavorazione di tutti i materiali nelle varie resistenze. Ideali per lavorazione di profili, sbavature
interne di fori e nella fresatura di prelavorazione nelle saldature di riporto.

Cod. Tec. GR69
Euro

d1 x l2
mm

d2
mm

l1
mm

Taglio

G6230030233P 18,94
3 x 2

3

33
3P

G6230030234 22,58 4
G6230030235 17,87 5

G6230040333P 29,82
4 x 3 34

3P
G6230040334 28,66 4
G6230040335 28,84 5

G6230060533P 25,20 6 x 5 35 3P
G6230080763 30,53 8 x 7 6 47 3

Cod. Tec. GR69
Euro

d1 x l2
mm

d2
mm

l1
mm

Taglio

G6230080763P 27,68
8 x 7

6

47
3P

G6230080764 28,96
4G6230100964 34,96 10 x 9 49

G6230121063P 40,11
12 x 10,8 50

3P
G6230121064 42,89 4

G6230161463P 56,89
16 x 14,3 54

3P
G6230161464 61,17 4

ART. WRC
Forma cilindrica con testa a sfera. Adatte alla lavorazione di tutti i materiali nelle varie resistenze.
Ideali per lavorare superfici, profili e nella fresatura di prelavorazione nelle saldature di riporto.

Cod. Tec. GR69
Euro

d1 x l2
mm

d2
mm

l1
mm

Taglio

G6240031333P 19,84
3 x 13

3 43

3P
G6240031334 23,72 4
G6240031335 17,73

5G6240061335 45,74 6 x 13
G6240061663P 34,14 6 x 16

6
55 3P

G6240082063 48,62
8 x 20 60

3
G6240082063P 38,42 3P

Cod. Tec. GR69
Euro

d1 x l2
mm

d2
mm

l1
mm

Taglio

G6240082064 42,43 8 x 20

6

60
4

G6240102063P 47,60
10 x 20

3P
G6240102064 57,19 4

G624012256ALU 71,81
12 x 25

65

ALU
G6240122563 61,60 3

G62401225363P 61,60
3PG6240162563P 87,33 16 x 25

ART. RBF
Forma ad albero. Adatte alla lavorazione di tutti i materiali nelle varie resistenze.
Ideali per lavorazione di profili stretti.

Cod. Tec. GR69
Euro

d1 x l2
mm

d2
mm

l1
mm

Taglio

G6250030735 21,32 3 x 7
3

37 5
G6250061333P 38,01

6 x 13 43
3P

G6250061335 36,82 5
G6250061863 39,53

6 x 18 6 55
3

G6250061863P 33,79 3P

Cod. Tec. GR69
Euro

d1 x l2
mm

d2
mm

l1
mm

Taglio

G6250082063P 47,40 8 x 20

6
60

3P
G6250102063 54,34

10 x 20
3

G6250102063P 54,34 3P
G6250122563 59,59

12 x 25 65
3

G6250122563P 59,59 3P

G.44 Indivisible package   Suggested retail package - Unit price

ITEM: ZYAS
Cylinder-shaped with cutting on the perimeter and in the head. Suitable for working all materials with different strengths.
Ideal for deburring work.

Tech. Code d1 x l2
mm

d2
mm

l1
mm

CUT

2 x 10

3

40 5

3 x 13
43

3P
5

6 x 13
3P

6 x 16

6

55
4

8 x 20 60
3

3P
4

Tech. Code d1 x l2
mm

d2
mm

l1
mm

CUT

10 x 20

6

60
3

3P
4

12 x 25
65

ALU
3

3P
4

16 x 25
3P
4

CARBIDE ROTARY BURRS

ITEM: KUD
Sphere-shaped. Suitable for working all materials with different strengths. Ideal for machining profiles, deburring internal
holes and in pre-processing millworking on fillet weld.

Tech. Code d1 x l2
mm

d2
mm

l1
mm

CUT

3 x 2

3

33
3P
4
5

4 x 3 34
3P
4
5

6 x 5 35 3P
8 x 7 6 47 3

Tech. Code d1 x l2
mm

d2
mm

l1
mm

CUT

8 x 7

6

47
3P

4
10 x 9 49

12 x 10.8 50
3P
4

16 x 14.3 54
3P
4

ITEM: WRC
Cylinder-shaped with spherical head. Suitable for working all materials with different strengths. Ideal for machining
surfaces, profiles, and in pre-processing millworking on fillet weld.

Tech. Code d1 x l2
mm

d2
mm

l1
mm

CUT

3 x 13
3 43

3P
4

5
6 x 13
6 x 16

6
55 3P

8 x 20 60
3

3P

Tech. Code d1 x l2
mm

d2
mm

l1
mm

CUT

8 x 20

6

60
4

10 x 20
3P
4

12 x 25
65

ALU
3

3P
16 x 25

ITEM: RBF
TREE shape. Suitable for working all materials with different strengths.
Ideal for working with narrow profiles.

Tech. Code d1 x l2
mm

d2
mm

l1
mm

CUT

3 x 7
3

37 5

6 x 13 43
3P
5

6 x 18 6 55
3

3P

Tech. Code d1 x l2
mm

d2
mm

l1
mm

CUT

8 x 20

6
60

3P

10 x 20
3

3P

12 x 25 65
3

3P



G

G.45 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ART. SPG
Forma ad ogiva. Adatte alla lavorazione di tutti i materiali nelle varie resistenze.
Ideali per lavorazione di profili stretti e di angoli acuti.

Cod. Tec. GR69
Euro

d1 x l2
mm

d2
mm

l1
mm

Taglio

G6260031335 21,73 3 x 13
3 43

5
G6260061334 26,14 6 x 13 4

G6260061863P 32,64
6 x 18

6
55

3P
G6260061864 34,14 4
G6260102063 46,82 10 x 20 60 3

Cod. Tec. GR69
Euro

d1 x l2
mm

d2
mm

l1
mm

Taglio

G6260102064 49,41 10 x 20

6

60 4
G6260122563 58,26

12 x 25 65
3

G6260122563P 58,26 3P
G6260122564 61,50 4

G6260163063P 83,32 16 x 30 70 3P

FRESE ROTATIVE IN METALLO DURO

ART. SKM
Forma a cono appuntito. Adatte alla lavorazione di tutti i materiali nelle varie resistenze.
Ideali per lavorazione di profili stretti, angoli acuti e superfici.

Cod. Tec. GR69
Euro

d1 x l2
mm

d2
mm

l1
mm

Taglio

G6270031134 23,72
3 x 11

3
41

4
G6270031135 24,24 5

G6270061333P 34,52
6 x 13 43

3P
G6270061335 33,18 5

Cod. Tec. GR69
Euro

d1 x l2
mm

d2
mm

l1
mm

Taglio

G6270061863P 38,31 6 x 18

6

55
3PG6270102063P 59,98 10 x 20

60G6270122563P 79,46
12 x 25G6270122564 84,13 4

Gruppi di materiali Tipo di lavorazione Taglio Velocità di taglio

P
Acciai da costruzione, acciai a carbonio, acciai per

utensili, acciai non legati, acciai cementati, fusioni di
acciaio

Fresatura grossolana = elevata asportazione di
materiale

3 60 - 80 m/min

Fresatura fine ad es. sbavatura 3 80 - 100 m/min

M Acciai inossidabili austenitici e ferritici

Fresatura grossolana = elevata asportazione di
materiale

3
60 - 80 m/min

Fresatura fine ad es. sbavatura 3

N Leghe di alluminio, ottone, rame, zinco
Fresatura grossolana = elevata asportazione di

materiale
Alu 200 - 300 m/min

K Ghisa grigia, ghisa sferoidale
Fresatura fine ad es. sbavatura 3 200 - 250 m/min

Fresatura grossolana = elevata asportazione di
materiale

3 60 - 80 m/min

H
Materiali sintetici termoplastici e duroplastici rinforzati

con fibre, gomma, legno

Fresatura fine ad es. sbavatura 3 80 - 100 m/min

Fresatura grossolana = elevata asportazione di
materiale

Alu 200 - 300 m/min

FRESE ROTATIVE IN HSS PFERD - NOTE TECNICHE

Alu

Tipi di taglio

= materiali in acciaio e in fusione di acciaio

= acciai inox

= metalli non ferrosi

= materiali in ghisa

= materiali sintetici / altri materiali

Codice a colori per i materiali Legenda colori

Taglio 3

Tipo di taglio, gruppi di materiali, tipo di lavorazione

G.45Indivisible package  Suggested retail package - Unit price

ITEM: SPG
Ogive-shaped. Suitable for working all materials with different strengths.
Ideal for working with narrow profiles and acute angles.

Tech. Code d1 x l2
mm

d2
mm

l1
mm

CUT

3 x 13
3 43

5
6 x 13 4

6 x 18
6

55
3P
4

10 x 20 60 3

Tech. Code d1 x l2
mm

d2
mm

l1
mm

CUT

10 x 20

6

60 4

12 x 25 65
3

3P
4

16 x 30 70 3P

CARBIDE ROTARY BURRS

ITEM: SKM
Pointed cone shape. Suitable for working all materials with different strengths.
Ideal for working with narrow profiles, acute angles and surfaces.

Tech. Code d1 x l2
mm

d2
mm

l1
mm

CUT

3 x 11
3

41
4
5

6 x 13 43
3P
5

Tech. Code d1 x l2
mm

d2
mm

l1
mm

CUT

6 x 18

6

55
3P10 x 20

60
12 x 25

4

Materials groups Machining types Cutting Cutting speed

P
Structural steels, carbon steels, tool steels, not alloy

steels, casehardened steels, steel castings

Coarse milling= high material removal 3 60 - 80 m/min

Fine milling for ex. deburring 3 80 - 100 m/min

M Austenitic and ferritic stainless steel.
Coarse milling= high material removal 3

60 - 80 m/min
Fine milling for ex. deburring 3

N Aluminum, Copper, Brass, Zinc alloys. Coarse milling= high material removal Alu 200 - 300 m/min

K Grey cast iron. Spheroidal cast iron.
Fine milling for ex. deburring 3 200 - 250 m/min

Coarse milling= high material removal 3 60 - 80 m/min

H
Thermoplastics and duroplastics fibre-reinforced,

rubber, wood synthetic materials

Fine milling for ex. deburring 3 80 - 100 m/min

Coarse milling= high material removal Alu 200 - 300 m/min

HSS ROTARY BURRS PFERD - TECHNICAL NOTES

Cut

= steel and steel casting

=  stainless steel

= non ferrous materials

=  cast iron

= plastic and others

Color code of the work piece material Color code

Cut 3

Cutting types, materials groups, machining types.



G

G.46 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. G6310061663 G6310082063 G6310102063 G6310122563 G6310162563
GR69 Euro 14,57 17,03 27,24 31,34 40,23
Dim d1 x l2 mm 6 x 16 8 x 20 10 x 20 12 x 25 16 x 25
Gambo d2 mm 6
Dim l1 mm 60 65
Taglio Z 3

 5

ART. A-ST
Forma cilindrica con taglio sul perimetro e in testa. Adatte alla lavorazione di materiali a bassa resistenza meccanica.
Ideali per lavori di sbavatura.

FRESE ROTATIVE IN HSS

Cod. Tec. G6320061663 G6320082063 G6320102063 G6320122563
GR69 Euro 14,57 17,03 27,36 31,34
Dim d1 x l2 mm 6 x 16 8 x 20 10 x 20 12 x 25
Gambo d2 mm 6
Dim l1 mm 60 65
Taglio Z 3

 5

ART. C
Forma cilindrica con testa a sfera. Adatte alla lavorazione di materiali a bassa resistenza meccanica.
Ideali per lavorare superfici, profili e nella fresatura di prelavorazione nelle saldature di riporto.

Cod. Tec. G6330060563 G6330080763 G6330100963 G6330121063 G6330161463
GR69 Euro 14,57 24,21 28,23 33,81 40,23
Dim d1 x l2 mm 6 x 5 8 x 7 10 x 9 12 x 10 16 x 14
Gambo d2 mm 6
Dim l1 mm 55 49 51 54
Taglio Z 3

 5

ART. F
Forma a sfera. Adatte alla lavorazione di materiali a bassa resistenza meccanica. Ideali per lavorazione di profili, sbavature
interne di fori e nella fresatura di prelavorazione nelle saldature di riporto.

Cod. Tec. G6340102063 G6340122563 G6340163063
GR69 Euro 26,63 29,74 40,23
Dim d1 x l2 mm 10 x 20 12 x 25 16 x 30
Gambo d2 mm 6
Dim l1 mm 60 65 70
Taglio Z 3

 5

ART. L
Forma a cono arrotondato. Adatte alla lavorazione di materiali a bassa resistenza meccanica.
Ideali per lavorazione di profili stretti.

Cod. Tec. G6350061863 G6350102063 G6350122563
GR69 Euro 14,57 24,21 31,34
Dim d1 x l2 mm 6 x 18 10 x 20 12 x 25
Gambo d2 mm 6
Dim l1 mm 60 65
Taglio Z 3

 5

ART. G
Forma a cono appuntito. Adatte alla lavorazione di materiali a bassa resistenza meccanica.
Ideali per lavorazione di profili stretti, angoli acuti e superfici.

Cod. Tec. G6360061863 G6360102063 G6360122563 G6360163063
GR69 Euro 14,57 28,23 30,02 40,23
Dim d1 x l2 mm 6 x 18 10 x 20 12 x 25 16 x 30
Gambo d2 mm 6
Dim l1 mm 60 65 70
Taglio Z 3

 5

ART. K
Forma ad ogiva. Adatte alla lavorazione di materiali a bassa resistenza meccanica.
Ideali per lavorazione di profili stretti e di angoli acuti.

G.46 Indivisible package   Suggested retail package - Unit price

Tech. Code

Dim d1 x l2 mm 6 x 16 8 x 20 10 x 20 12 x 25 16 x 25
Shank D2 mm 6
Dim l1 mm 60 65
CUT Z 3



ITEM: A-ST
Cylinder-shaped with cutting on the perimeter and in the head. Suitable for machining materials with low mechanical
strength. Ideal for deburring work.

HSS ROTARY BURRS

Tech. Code

Dim d1 x l2 mm 6 x 16 8 x 20 10 x 20 12 x 25
Shank D2 mm 6
Dim l1 mm 60 65
CUT Z 3



ITEM: C
Cylinder-shaped with spherical head. Suitable for machining materials with low mechanical strength. Ideal for machining
surfaces, profiles, and in pre-processing millworking on fillet weld.

Tech. Code

Dim d1 x l2 mm 6 x 5 8 x 7 10 x 9 12 x 10 16 x 14
Shank D2 mm 6
Dim l1 mm 55 49 51 54
CUT Z 3



ITEM: F
Sphere-shaped. Suitable for machining materials with low mechanical strength. Ideal for machining profiles, deburring
internal holes and in pre-processing millworking on fillet weld.

Tech. Code

Dim d1 x l2 mm 10 x 20 12 x 25 16 x 30
Shank D2 mm 6
Dim l1 mm 60 65 70
CUT Z 3



ITEM: L
Rounded cone shape. Suitable for machining materials with low mechanical strength. Ideal for working with narrow profiles.

Tech. Code

Dim d1 x l2 mm 6 x 18 10 x 20 12 x 25
Shank D2 mm 6
Dim l1 mm 60 65
CUT Z 3



ITEM: G
Pointed cone shape. Suitable for machining materials with low mechanical strength. Ideal for working with narrow profiles,
acute angles and surfaces.

Tech. Code

Dim d1 x l2 mm 6 x 18 10 x 20 12 x 25 16 x 30
Shank D2 mm 6
Dim l1 mm 60 65 70
CUT Z 3



ITEM: K
Ogive-shaped. Suitable for machining materials with low mechanical strength. Ideal for working with narrow profiles and
acute angles.



G

G.47 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

P M K N S H
    

Cod. Tec. G72051502020 G72051502520 G72052002020 G72052002520 G72052503232
GR69 Euro 30,77 35,55 45,00 54,35 82,05
D x T x H mm 150 x 20 x 20 150 x 25 x 20 200 x 20 x 20 200 x 25 x 20 250 x 32 x 32
Specifica 39C80-KVS

 4 2

ART. G7205
Carburo di silicio. Più duro e tagliente rispetto all'ossido di alluminio. Adatte alla lavorazione dei carburi metallici,
ottone e bronzo tenero, rame, alluminio e sue leghe e materiali non metallici.
Abrasivo 39C, colore verde.

P M K N S H
 

MOLE ABRASIVE A DISCO

Cod. Tec. G720015036 G720015060 G720020036 G720020060
GR68 Euro 28,98 28,98 46,49 46,49
D x T x H mm 150 x 20 x 20 200 x 25 x 20
Specifica 1A36-P5V 1A60-P5V 1A36-P5V 1A60-P5V

ART. G7200
Mole abrasive in corindone grigio per sgrossatura o per lavorazione di materiali ferrosi in genere.

P M K N S H
    

Cod. Tec. G7204150202080 G7204150252080 G7204200202080 G7204200252080
GR68 Euro 31,08 35,43 45,48 52,51
D x T x H mm 150 x 20 x 20 150 x 25 x 20 200 x 20 x 20 200 x 25 x 20
Specifica 2C80-K5V

ART. G7204
Mole abrasive in Carburo di silicio, più duro e tagliente rispetto all'ossido di alluminio. Adatte alla lavorazione dei
carburi metallici, ottone e bronzo tenero, rame, alluminio e sue leghe e materiali non metallici.

P M K N S H
   

Cod. Tec. G7208150202046 G7208150202060 G7208150252046 G7208150252060
GR68 Euro 32,06 32,06 37,05 37,05
D x T x H mm 150 x 20 x 20 150 x 25 x 20
Specifica 8A46-M5V 8A60-M5V 8A46-M5V 8A60-M5V

ART. G7208
Mole abrasive in Ossido d'alluminio (corindone bianco) adatte per lavorazione di acciai e acciai super rapidi,
materiali ferrosi in genere e bronzo duro.

Cod. Tec. G7208200202046 G7208200202060 G7208200252046 G7208200252060
GR68 Euro 42,39 42,39 48,36 48,36
D x T x H mm 200 x 20 x 20 200 x 25 x 20
Specifica 8A46-M5V 8A60-M5V 8A46-M5V 8A60-M5V

P M K N S H
   

MOLE ABRASIVE A DISCO

Cod. Tec. G72101502020B G72101502032 G72101502520 G72102002032
GR69 Euro 34,30 34,99 40,21 39,06
D x T x H mm 150 x 20 x 32 150 x 25 x 20 200 x 20 x 32
Specifica 38A46-MVS 38A60-NVS 38A60-MVS 38A60-NVS

 1 4

ART. G7210
Ossido d'alluminio. Adatte per la lavorazione di acciai e acciai super rapidi, materiali ferrosi in genere e bronzo duro.
Friabile. Azione di taglio fredda.
Abrasivo 38A, colore bianco.

Cod. Tec. G72102002532 G72102002520 G72102502532B G72102503232
GR69 Euro 57,24 57,24 74,45 85,84
D x T x H mm 200 x 25 x 32 200 x 25 x 20 250 x 25 x 32 250 x 32 x 32
Specifica 38A46-NVS 38A60-MVS 38A60-LVS 38A60-NVS

 4 1

G.47Indivisible package  Suggested retail package - Unit price

P M K N S H
    

Tech. Code

D x T x H mm 150 x 20 x 20 150 x 25 x 20 200 x 20 x 20 200 x 25 x 20 250 x 32 x 32
Specification 39C80-KVS



ITEM: G7205
Silicon carbide. Harder and sharped than aluminium oxide. Suitable for machining metal carbides, brass and soft
bronze, copper, aluminium and its alloys and non-metal materials.
Abrasive 39C, green colour.

P M K N S H
 

GRINDING WHEELS

Tech. Code

D x T x H mm 150 x 20 x 20 200 x 25 x 20
Specification 1A36-P5V 1A60-P5V 1A36-P5V 1A60-P5V

ITEM: G7200
Grinding wheels in grey aluminium oxide. Suitable machining steels, ferrous material in general.

P M K N S H
    

Tech. Code

D x T x H mm 150 x 20 x 20 150 x 25 x 20 200 x 20 x 20 200 x 25 x 20
Specification 2C80-K5V

ITEM: G7204
Grinding wheels in green Silicon carbide. Harder and sharped than aluminium oxide. Suitable for machining metal
carbides, brass and soft bronze, copper, aluminium and its alloys and non-metal materials.

P M K N S H
   

Tech. Code

D x T x H mm 150 x 20 x 20 150 x 25 x 20
Specification 8A46-M5V 8A60-M5V 8A46-M5V 8A60-M5V

ITEM: G7208
Grinding wheels in white Aluminium oxide. Suitable for machining steels and HSS steels, ferrous material in general
and hard bronze.

Tech. Code

D x T x H mm 200 x 20 x 20 200 x 25 x 20
Specification 8A46-M5V 8A60-M5V 8A46-M5V 8A60-M5V

P M K N S H
   

PRECISION GRINDING WHEELS

Tech. Code

D x T x H mm 150 x 20 x 32 150 x 25 x 20 200 x 20 x 32
Specification 38A46-MVS 38A60-NVS 38A60-MVS 38A60-NVS



ITEM: G7210
Aluminium oxide. Suitable for machining steels and HSS steels, ferrous material in general and hard bronze.
Friable. Cold cutting. Abrasive 38A, white colour.

Tech. Code

D x T x H mm 200 x 25 x 32 200 x 25 x 20 250 x 25 x 32 250 x 32 x 32
Specification 38A46-NVS 38A60-MVS 38A60-LVS 38A60-NVS





G

G.48 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

P M K N S H
 

MOLE ABRASIVE A TAZZA CILINDRICA

Cod. Tec. G7305180AA G7305200AA G7305200BB
GR69 Euro 82,05 113,51 113,51
D x T x H mm 180 x 76 x 78 200 x 82 x 78
Specifica 38A36-JVS 38A36-HVS3 38A46-HVS3

 2

ART. G7305
Ossido d'alluminio. Adatte alla lavorazione di acciai e acciai temprati. Utilizzo su macchine per rettifica in piano.
Abrasivo 38A, colore bianco.

P M K N S H
 

Cod. Tec. G7310100A60 G7310100A80
GR69 Euro 38,07 38,07
D x T x H mm 100 x 50 x 20
Specifica 38A60-MVS 38A80-LVS

 2

ART. G7310
Ossido d’alluminio. Adatte per lavorazione di acciai SR. Utilizzo su affilatrici universali.
Abrasivo 38A, colore bianco.

P M K N S H


Cod. Tec. G7315100CBO
GR69 Euro 41,86
D x T x H mm 100 x 50 x 20
Specifica 39C80-JVS

 2

ART. G7315
Carburo di silicio. Adatte per lavorazione di carburi metallici. Utilizzo su affilatrici universali.
Abrasivo 39C, colore verde.

P M K N S H
  

Cod. Tec. G72301801332 G72302002032
GR69 Euro 56,45 66,29
D x T x H mm 180 x 13 x 32 200 x 20 x 32
Specifica 2NQ46IVS3 2NQ60IVS3

 2

ART. G7230
Abrasivo ceramico di nuova generazione Quantum Norton con legante Vitrium. Minimo intasamento e ridotta
formazione di calore.
Straordinaria capacità di asportazione e durata vita superiore fino al 35%. Prodotto versatile.
Prima scelta nella sgrossatura e finitura degli acciai super rapidi.
Abrasivo 2NQ + VITRIUM 3, colore avorio.

P M K N S H
    

MOLE ABRASIVE A DISCO

Cod. Tec. G72201501032 G72201501632
GR69 Euro 44,72 51,50
D x T x H mm 150 x 10 x 32 150 x 16 x 32
Specifica 3SG60-LVX

 2

ART. G7220
Ossido di alluminio ceramico SG Norton in elevata concentrazione. Struttura microcristallina auto ravvivante.
Ottima capacità di taglio e vita prolungata. Ideale per acciai molto duri.
Abrasivo 35G, colore azzurro.

G.48 Indivisible package   Suggested retail package - Unit price

P M K N S H
 

CUP GRINDING WHEELS

Tech. Code

D x T x H mm 180 x 76 x 78 200 x 82 x 78
Specification 38A36-JVS 38A36-HVS3 38A46-HVS3



ITEM: G7305
Aluminum oxide. Suitable for machining steels and hardened steels. Machine use for surface grinding.
Abrasive 38A, white colour.

P M K N S H
 

Tech. Code

D x T x H mm 100 x 50 x 20
Specification 38A60-MVS 38A80-LVS



ITEM: G7310
Aluminum oxide. Suitable for machining SR steel. Use on universal sharpeners.
Abrasive 38A, white colour.

P M K N S H


Tech. Code

D x T x H mm 100 x 50 x 20
Specification 39C80-JVS



ITEM: G7315
Silicon carbide. Suitable for machining SR steel. Use on universal sharpeners.
Abrasive 39C, green colour.

P M K N S H
  

Tech. Code

D x T x H mm 180 x 13 x 32 200 x 20 x 32
Specifications 2NQ46IVS3 2NQ60IVS3



ITEM: G7230
Next generation Quanton Norton + Vitrium ceramic abrasive.
Minimum clogging and significantly reduced heat development.
Unmatched removal performances and long life service up to 35%.
Highly versatile product. First choice for roughing and finishing operations on HSS steels.
Abrasive 2NQ + VITRIUM 3, ivory colour.

P M K N S H
    

PRECISION GRINDING WHEELS

Tech. Code

D x T x H mm 150 x 10 x 32 150 x 16 x 32
Specifications 3SG60-LVX



ITEM: G7220
High concentration.SG Norton ceramic aluminum oxide.
Self-restoring microcrystalline structure.
Outstanding cutting performances and long service life.
Suitable for very hard steels.
Abrasive 35G, light blue colour.



G

G.49 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

P M K N S H
 

SEGMENTI ABRASIVI

Cod. Tec. G7405A46VS3
GR69 Euro 6,50
a x c x b mm 50 x 45 x 16
Lunghezza mm 90
Specifica 38A46HVS3

 4

ART. G7405
Ossido d'alluminio. Forma SE. Specifica idonea all'impiego su acciai temprati.
Utilizzo su macchine per rettifica in piano.
Abrasivo 38A, colore bianco.

P M K N S H
  

Cod. Tec. G7410NQ46VS3
GR69 Euro 9,26
a x c x b mm 50 x 45 x 16
Lunghezza mm 90
Specifica 2NQ46GVS3

 4

ART. G7410
Abrasivo ceramico ad alte prestazioni. Forma SE.
Adatti per lavorazione di acciai e acciai temprati a basso indice di molabilità. Utilizzo su macchine per rettifica in
piano.
Abrasivo 2NQ, colore avorio.

P M K N S H
    

MOLE DA RETTIFICA IN PIANO

Cod. Tec. G7440P205 G7440P255 G7440P305 G7440P357
GR69 Euro 321,43 470,25 470,25 657,51
D x T x H mm 355 x 50 x 127 406 x 50 x 127 406 x 76 x 127
Specifica GF54E12VXPM GF46F12VXPC GF46IVX GF46F12VXPC
Forma 05 07

ART. GLOBAL FORCE
G7440P205 - Struttura aperta, porosa. Per acciai duri, ottima finitura.
G7440P255 - Struttura aperta, porosa. Impiego universale per acciaio fino a 50-55 RockZell.
G7440P305 - Mola con struttura media non porosa. Idonea su acciai medio-teneri e in presenza di taglio interrotto.
G7440P357 - Struttura aperta, porosa. Impiego universale per acciao fino a 50-55 RockZell.

P M K N S H
    

MOLE DA RETTIFICA IN TONDO ESTERNA

Cod. Tec. G7450TE2020 G7450TE2520 G7450P3020 G7450P3540
GR69 Euro (186,07) (248,92) (334,75) (427,35)
D x T x H mm 300 x 40 x 127 355 x 40 x 127 406 x 40 x 127 406 x 50 x 127
Specifica GF60-MVX GF60-LVX GF60-KVX GF60-LVX
Forma 20

ART. GLOBAL FORCE
G7450TE2020 - Per acciai teneri
G7450TE2520 - Per acciai medi e duri fino a 50-55 RockZell
G7450P3020 - Universale, si adatta bene a molteplici materiali
G7450P3540 - Per acciai medi e duri fino a 50-55 RockZell

P M K N S H
    

MOLE SPECIFICHE PER LAVORAZIONI SU RETT. " JONES E SHIPMAN"

Cod. Tec. G7460JS2005 G7460JS2501
GR69 Euro 90,65 109,73
D x T x H mm 180 x 20 x 31,75 200 x 20 x 31,75
Specifica 3SG60JVS 3SG60GVSPF
Forma 05 01

 2

ART. GLOBAL FORCE
G7460-S2005 - Idonea su acciai teneri, struttura media, ottime finiture.
G7460-S2501 - Mola a porosità fine, ottima capacità di asportazione e buona finitura superficiale.

G.49Indivisible package  Suggested retail package - Unit price

P M K N S H
 

GRINDING SEGMENTS

Tech. Code

a x c x b mm 50 x 45 x 16
Length mm 90
Specification 38A46HVS3



ITEM: G7405
Aluminum oxide. SE shape. Suitable for working hardened steels.
Abrasive 38A, white colour.

P M K N S H
  

Tech. Code

a x c x b mm 50 x 45 x 16
Length mm 90
Specification 2NQ46GVS3



ITEM: G7410
High-performance ceramic oxide. SE shape. Suitable for machining steel and hardened steel . Machine use for
surface grinding.
Abrasive 2NQ, ivory colour.

P M K N S H
    

GRINDING WHEELS FOR FLAT SURFACE RECTIFYING PROCESSING

Tech. Code

D x T x H mm 355 x 50 x 127 406 x 50 x 127 406 x 76 x 127
Specification GF54E12VXPM GF46F12VXPC GF46IVX GF46F12VXPC
Shape 05 07

ITEM: GLOBAL FORCE
G7440P205 - Open, porous structure. For hard steel, superior finishing
G7440P255 - Open, porous structure. Universal use for steel up to 50-55 Rockwell
G7440P305 - Medium structure, non-porous grinding wheel.

Suitable for medium-mild steel and in the event of interrupted cutting
G7440P357 - Open, porous structure. Universal use for steel up to 50-55 Rockwell

P M K N S H
    

GRINDING WHEELS FOR EXTERNAL ROUND SURFACE RECTIFYING PROCESSING

Tech. Code

D x T x H mm 406 x 40 x 127 406 x 50 x 127 300 x 40 x 127 355 x 40 x 127
Specification GF60-VX GF60-LVX GF60-MVX GF60-LVX
Shape 20

ITEM: GLOBAL FORCE
G7450TE2020 - For mild steel
G7450TE2520 - For medium and hard steel up to 50-55 Rockwell
G7450P3020 - Universal version, fit for a wide range of materials
G7450P3540 - For medium and hard steel up to 50-55 Rockwell

P M K N S H
    

SPECIFIC GRINDING WHEELS FOR RECT. PROCESSING " JONES AND SHIPMAN"

Tech. Code

D x T x H mm 180 x 20 x 31,75 200 x 20 x 31,75
Specification 3SG60JVS 3SG60GVSPF
Shape 05 01



ITEM: GLOBAL FORCE
G7460JS2005 - Fit for mild steel, medium structure, superior finishing
G7460JS2501 - High-porosity fine grain grinding wheel, high removal capacity and good surface finishing



G

G.50 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

RAVVIVAMOLE A BASTONCINO IN CARBURO SILICIO

Cod. Tec. G761020200C30 G761025200C30
GR69 Euro 14,83 15,74
Forma 
D x L mm 20 x 200 25 x 200
Specifica 37C30-TV

 10

ART. 37C
Colore grigio scuro. Per mole convenzionali. Sezione tonda.

RAVVIVAMOLE DIAMANTATI

Cod. Tec. G76200508 G762003310 G762010010 G762005012
GR69 Euro 117,94 102,66 127,74 112,27
Kt 0.50 0.33 1.00 0.50
Gambo mm 8 10 12

ART. G7620
Diamante singolo. Adatti a tutti i tipi di abrasivi convenzionali.

RAVVIVAMOLE A ROTELLE

Cod. Tec. G771036 G771055 G7711R36 G7711R55
GR69 Euro 55,86 79,16 23,87 37,26
� rotella mm 36 55 36 55
Lunghezza mm 285 435 -
Rotelle dentate n° 3 4 3 4
Ricambio - Rotella �36 Rotella �55

ART. G7710
Per ravvivare ed affilare. Con robusta impugnatura in legno. Rotella in acciao.

RAVVIVATORE MULTIPUNTA DIAMANTATO

Cod. Tec. G7630258
GR69 Euro 201,00
Specifica Multiplo diamantato da 8 x 11 su stelo conico MK1

ART. G7630
Ravvivatore diamantato multipunta. Colore grigio scuro.

G.50 Indivisible package   Suggested retail package - Unit price

SILICON CARBIDE DRESSER STICKS

Tech. Code

Shape 
D x L mm 20 x 200 25 x 200
Specification 37C30-TV



ITEM: 37C
For conventional grinding wheels. Round section.
Dark grey colour.

DIAMOND DRESSERS

Tech. Code

Kt 0.50 0.33 1.00 0.50
Shank mm 8 10 12

ITEM: G7620
Single diamond. Suitable for all types of conventional abrasives.

GRINDING WHEEL DRESSERS

Tech. Code

Wheel ø mm 36 55 36 55
Length mm 285 435 -
Toothed wheels n° 3 4 3 4
Spare part - Wheel Ø36 Wheel Ø55

ITEM: G7710
For dressing and sharpening. With a sturdy wooden handle. Stainless steel rolls.

DIAMOND MULTI-TIPPED DRESSER

Tech. Code

Specification Multi tipred diamond, 8 x 11 conic shank MK1

ITEM: G7630
Multi-tipped diamond dresser.
Dark grey colour.



G

G.51 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

P M K N S H
   

PIETRE ABRASIVE AD OLIO TIPO INDIA

Cod. Tec. G750513FF46 G750516MF56 G750519FF66 G750519MF66
GR69 Euro 8,98 9,26 10,20 10,20
Forma ʝ
D x H x L mm 13 x 13 x 150 16 x 16 x 150 19 x 19 x 150
Specifica FF-46 MF-56 FF-66 MF-66

 5
FF = Grana fine colore mattone
MF = Grama media colore marrone

ART. G7505
Ossido d'alluminio. Procedimento di impregnazione con oli speciali.
Agglomerato omogeneo, uniformità di durezza, precisione dimensionale.
Adatte per tutte le operazioni di affilatura, ritocco e rimozione bave. Sezione quadra.

P M K N S H
   

Cod. Tec. G75202550IB6
GR69 Euro 20,37
Forma ʿ
D x H x L mm 25 X 50 X 150
Specifica 38A320-SV / 57A100-OV

 5
Grana combinata

ART. G7520
Ossido d'alluminio con azione di taglio dolce. Procedimento di impregnazione con oli speciali. Agglomerato
omogeneo, uniformità di durezza, precisione dimensionale. Adatte per tutte le operazioni di affilatura, ritocco ed
eliminazione di bave. Sezione rettangolare, grana combinata.

P M K N S H
   

Cod. Tec. G751010FF136 G751010MF136 G751013FF146 G751013MF146 G751016FF156 G751016MF156
GR69 Euro 9,26 9,26 9,69 9,69 10,20 10,20
Forma ʾ
D x H x L mm 10 x 10 x 150 13 x 13 x 150 16 x 16 x 150
Specifica FF-136 MF-136 FF-146 MF-146 FF-156 MF-156

 5
FF = Grana fine colore mattone
MF = Grana media colore marrone

ART. G7510
Ossido d'alluminio. Procedimento di impregnazione con oli speciali.
Agglomerato omogeneo, uniformità di durezza, precisione dimensionale.
Adatte per tutte le operazioni di affilatura, ritocco e rimozione bave. Sezione triangolare.

P M K N S H
   

Cod. Tec. G75150625FB14 G75150625MB14 G75151325FB24 G75151325MB24
GR69 Euro 8,89 8,71 9,63 9,63
Forma ʿ
D x H x L mm 6 x 25 x 100 13 x 25 x 100
Specifica FB-14 MB-14 FB-24 MB-24

 5

ART. G7515
Ossido d'alluminio. Procedimento di impregnazione con oli speciali.
Agglomerato omogeneo, uniformità di durezza, precisione dimensionale.
Adatte per tutte le operazioni di affilatura, ritocco e rimozione bave. Sezione rettangolare.

Cod. Tec. G75151338MB26 G75151650MB36 G75152550FB8 G75152550MB8
GR69 Euro 13,15 13,29 26,83 21,33
Forma ʿ
D x H x L mm 13 x 38 x 150 16 x 50 x 150 25 x 50 x 200
Specifica MB-26 MB-36 FB-8 MB-8

 5

FB = Grana fine colore mattone
MB = Grana media colore marrone

G.51Indivisible package  Suggested retail package - Unit price

P M K N S H
   

ALUMINUM OXIDE ABRASIVE STONES - INDIA

Tech. Code

Shape ʝ
D x H x L mm 13 x 13 x 150 16 x 16 x 150 19 x 19 x 150
Specification FF-46 MF-56 FF-66 MF-66


FF = Brick color fine grain
MF = Brown medium grain

ITEM: G7505
Impregnation procedure with special oils. Homogeneous agglomeration, uniform hardness, dimensional accuracy.
Suitable for sharpening and touch-up deburring works. Square section.

P M K N S H
   

Tech. Code

Shape ʿ
D x H x L mm 25 x 50 x 150
Specification 38A320-SV / 57A100-OV


Combined grain

ITEM: G7520
Impregnation procedure with special oils. Homogeneous agglomeration, uniform hardness, dimensional accuracy.
Suitable for sharpening and touch-up deburring works: Rectangular section.
Combined grain.

P M K N S H
   

Tech. Code

Shape ʾ
D x H x L mm 10 x 10 x 150 13 x 13 x 150 16 x 16 x 150
Specification FF-136 MF-136 FF-146 MF-146 FF-156 MF-156


FF = Brick color fine grain
MF = Brown medium grain

ITEM: G7510
Impregnation procedure with special oils. Homogeneous agglomeration, uniform hardness, dimensional accuracy.
Suitable for sharpening and touch-up deburring works. Triangular section.

P M K N S H
   

Tech. Code

Shape ʿ
D x H x L mm 6 x 25 x 100 13 x 25 x 100
Specification FB-14 MB-14 FB-24 MB-24



ITEM: G7515
Impregnation procedure with special oils. Homogeneous agglomeration, uniform hardness, dimensional accuracy.
Suitable for sharpening and touch-up deburring works: Rectangular section.

Tech. Code

Shape ʿ
D x H x L mm 13 x 38 x 150 16 x 50 x 150 25 x 50 x 200
Specification MB-26 MB-36 FB-8 MB-8



FB = Brick color fine grain
MB = Brown medium grain



G

G.52 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

PIETRE ABRASIVE GESSWEIN - DIEMAKER (DF)

Cod. Tec. G78006X3400 G78006X3600 G78006X3900
GR69 Euro 6,48 7,30 7,64
Dimensioni mm 6 x 3 x 150
Grana 400 600 900

 12

Pietre medio dure in ossido di alluminio.
Combinano le caratteristiche di taglio veloce con una moderata friabilità. Ideali per utilizzo generico su acciai duri e
morbidi e per pre-finitura sull'alluminio.

Cod. Tec. G780513X6150 G780513X6220 G780513X6320 G780513X6400
GR69 Euro 7,97 7,97 9,12 9,12
Dimensioni mm 13 x 6 x 150
Grana 150 220 320 400

 12

PIETRE ABRASIVE GESSWEIN - EDM

Cod. Tec. G78106X3120 G78106X3180 G78106X3220
GR69 Euro 6,01 6,13 6,13
Dimesioni mm 6 x 3 x 150
Grana 120 180 220

 12

Rimuovono il duro e tenace deposito prodotto nei processi di elettroerosione molto più velocemente di qualsiasi
altra pietra. Contengono ossiso di Alluminio Premium molto tagliente per una veloce azione di taglio. Uno speciale
legante a base di argilla consente alle pietre EDM di mantenere bene la loro forma durante la lavorazione di piccoli
dettagli ed angoli vivi.
Si sfaldano lentamente, tagliano velocemente e non si impastano.

Cod. Tec. G78106X3320 G78106X3400 G78106X3600
GR69 Euro 6,10 6,48 7,41
Dimesioni mm 6 x 3 x 150
Grana 320 400 600

 12

Cod. Tec. G781513X6120 G781513X6180 G781513X6220
GR69 Euro 8,32 8,32 8,32
Dimensioni mm 13 x 6 x 150
Grana 120 180 220

 12

Cod. Tec. G781513X6320 G781513X6400
GR69 Euro 9,30 7,90
Dimensioni mm 13 x 6 x 150
Grana 320 400

 12

LAPPATORI MANUALI IN CARBURO DI BORO SINTERIZZATO GRIT-BIT

Cod. Tec. G8710240 G8710320 G8710400 G8710600
GR69 Euro (63,86) (66,95) (66,95) (85,49)
Forma Piatto
Modello GB-240 GB-320 GB-400
Applicazione Sgrassare Levigare Lappare Ultra-fine
Grana 240 320 400 600

ART. GRIT-BIT
Grit-Bit è uno strumento di lunga durata efficiente ed economico. Nell'impugnatura è stata inserita una lente di
ingrandimento 2; che consente una migliore verifica del filo tagliente dell'utensile.

Caratteristiche:
Aiuta a prevenire la scheggiatura degli inserti in metallo duro, elimina perfettamente la bava e la rugosità che si
forma sul filo tagliente dopo l'affilatura.

G.52 Indivisible package   Suggested retail package - Unit price

GESSWEIN ABRASIVE STONES - DIE MAKER (DF)

Tech. Code

Dimensions mm 6 x 3 x 150
Grit 400 600 900



Medium-hard stones made of aluminum oxide.
They combine fast cutting and moderate friability. Ideal for general use on hard and soft steel such as 2344, 2311,
2083 and to pre-finish aluminum.

Tech. Code

Dimensions mm 13 x 6 x 150
Grit 150 220 320 400



GESSWEIN ABRASIVE STONES - EDM

Tech. Code

Dimensions mm 6 x 3 x 150
Grit 120 180 220



They remove the tough and tenacious deposits produced during electro-erosion processes much faster than any
other stone. They contain very sharp Premium aluminum oxide for fast cutting action. A special clay-based binder
allows EDM stones to keep their shape well during the machining of small details and live angles.
They crumble slowly, cut fast and do not paste up.

Tech. Code

Dimensions mm 6 x 3 x 150
Grit 320 400 600



Tech. Code

Dimensions mm 13 x 6 x 150
Grit 120 180 220



Tech. Code

Dimensions mm 13 x 6 x 150
Grit 320 400



SYNTHERIZED BORON CARBIDE HAND LAPPING, GRIT-BIT

Tech. Code

Shape Flat
Model GB-240 GB-320 GB-400
Application Degreasing Sanding Lapping Ultra-fine
Grit 240 320 400 600

ITEM: GRIT-BIT
Grit-Bit represents a long-service life, high-performance, cost-effective tool A 2X magnifier built in the handle allows
for an accurate check of the tool's cutting edge.

Main features:
It helps prevent chipping of hard metal inserts, burr and roughness that may develop on the cutting edge
subsequent to the sharpening process is completely avoided.



G

G.53 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

PIETRE ABRASIVE GESSWEIN - OIL TREATED (OT)

Cod. Tec. G78206X3120 G78206X3220 G78206X3320
GR69 Euro 6,65 6,65 6,88
Dimensioni mm 6 x 3 x 150
Grana 120 220 320

 12

Pietre medio dure con Ossido di Alluminio Bianco impregnato d'olio, possono essere utilizzate senza lubrificazione.
Eccellenti per superfici lavorate a macchina, taglio fine.
Mantengono bene la forma per lucidare i dettagli degli stampi, moderata frantumazione.

Cod. Tec. G78206X3400 G78206X3600 G78206X31200
GR69 Euro 6,91 7,73 9,12
Dimensioni mm 6 x 3 x 150
Grana 400 600 1200

 12

Cod. Tec. G782513X6120 G782513X6220 G782513X6320 G782513X6400
GR69 Euro 8,97 8,97 10,48 10,48
Dimensioni mm 13 x 6 x 150
Grana 120 220 320 400

 12

PIETRE IN FIBRA DI CERAMICA

Cod. Tec. G78501X4120 G78501X4180 G78501X4300 G78501X4400
GR69 Euro 14,34 14,34 14,34 14,34
Colore Verde Oro Marrone Arancione
Dimensioni mm 1 x 4 x 100
Grana 120 180 300 400

Le lunghe fibre di ceramica ed una speciale resina indurente rendono queste pietre flessibili e resistenti al calore;
ideali per la finitura in spazi ristretti.
Sono in primo luogo indicate per l'uso con apparecchi ad ultrasuoni ma hanno anche una buona resa con la
limatrice alternativa o a mano.

Cod. Tec. G78501X4600 G78501X4800 G78501X41000 G78501X41200
GR69 Euro 14,34 12,85 12,85 12,85
Colore Grigio Blu Bianco Rosso
Dimensioni mm 1 x 4 x 100
Grana 600 800 1000 1200

Cod. Tec. G78551X6120 G78551X6180 G78551X6300 G78551X6400
GR69 Euro 21,70 21,70 21,70 21,70
Colore Verde Oro Marrone Arancione
Dimensioni mm 1 x 6 x 100
Grana 120 180 300 400

Cod. Tec. G78551X6600 G78551X6800 G78551X61000 G78551X61200
GR69 Euro 21,70 19,60 19,60 19,60
Colore Grigio Blu Bianco Rosso
Dimensioni mm 1 x 6 x 100
Grana 600 800 1000 1200

Cod. Tec. G78651X10120 G78651X10180 G78651X10300 G78651X10400
GR69 Euro 28,46 28,46 28,46 28,46
Colore Verde Oro Marrone Aramcione
Dimensione mm 1 x 10 x 100
Grana 120 180 300 400

Cod. Tec. G78651X10600 G78651X10800 G78651X101000 G78651X101200
GR69 Euro 28,46 25,74 25,74 25,74
Colore Grigio Blu Bianco Rosso
Dimensione mm 1 x 10 x 100
Grana 600 800 1000 1200

G.53Indivisible package  Suggested retail package - Unit price

GESSWEIN ABRASIVE STONES - OIL TREATED (OT)

Tech. Code

Dimensions mm 6 x 3 x 150
Grit 120 220 320



Medium hard stones with White Aluminum Oxide impregnated with oil; can be used without lubrication.
Excellent for machined surfaces, fine cutting.
They maintain their form well to polish the details of the moulds, moderate crushing.

Tech. Code

Dimensions mm 6 x 3 x 150
Grit 400 600 1200



Tech. Code

Dimensions mm 13 x 6 x 150
Grit 120 220 320 400



CERAMIC FIBER STONES

Tech. Code

Colour Green Gold Brown Orange
Dimensions mm 1 x 4 x 100
Grit 120 180 300 400

The long ceramic fibers and a special hardening resin make these stones flexible and heat-resistant; ideal for
finishing in tight spaces.
They are primarily indicated for use with ultrasound equipment but also have a good yield with the DIPROFIL filing
machine or by hand.

Tech. Code

Colour Gray Blue White Red
Dimensions mm 1 x 4 x 100
Grit 600 800 1000 1200

Tech. Code

Colour Green Gold Brown Orange
Dimensions mm 1 x 6 x 100
Grit 120 180 300 400

Tech. Code

Colour Gray Blue White Red
Dimensions mm 1 x 6 x 100
Grit 600 800 1000 1200

Tech. Code

Colour Green Gold Brown Orange
Dimension mm 1 x 10 x 100
Grit 120 180 300 400

Tech. Code

Colour Gray Blue White Red
Dimension mm 1 x 10 x 100
Grit 600 800 1000 1200



G

G.54 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

PIETRE IN FIBRA DI CERAMICA

Cod. Tec. G7875D3120 G7875D3180 G7875D3300 G7875D3400
GR69 Euro 14,96 14,96 14,96 14,96
Colore Verde Oro Marrone Arancione
Dimensioni mm � 3 X 50
Grana 120 180 300 400

Le lunghe fibre di ceramica ed una speciale resina indurente rendono queste pietre flessibili e resistenti al calore;
ideali per la finitura in spazi ristretti.
Sono in primo luogo indicate per l'uso con apparecchi ad ultrasuoni ma hanno anche una buona resa con la
limatrice DIPROFIL o a mano.

Cod. Tec. G7875D3600 G7875D3800 G7875D31000 G7875D31200
GR69 Euro (14,96) 13,27 13,27 13,27
Colore Grigio Blu Bianco Rosso
Dimensioni mm � 3 X 50
Grana 600 800 1000 1200

Cod. Tec. G7880D3120 G7880D3180 G7880D3300 G7880D3400
GR69 Euro 29,11 29,11 29,11 29,11
Colore Verde Oro Marrone Arancione
Dimensioni mm � 3 x 100
Grana 120 180 300 400

Cod. Tec. G7880D3600 G7880D3800 G7880D31000 G7880D31200
GR69 Euro 29,11 26,36 26,36 26,36
Colore Grigio Blu Bianco Rosso
Dimensioni mm � 3 x 100
Grana 600 800 1000 1200

BARRETTE IN LEGNO PER LAPPATURA E LUCIDATURA

Cod. Tec. G79503X3D G79504,5X4,5D G79506,5X6,5D
GR69 Euro 1,59 1,79 2,48
Dimensioni mm 3 x 3 x 150 4,5 x 4,5 x 150 6,5 x 6,5 x 150

Materiale Legno duro = Faggio resinato

 10

Le barrette in legno sono l'ideale per l'utilizzo con le paste diamantate. Realizzate con liste di legno stratificate e
pressate con legante in resina.

Cod. Tec. G79553X7D G79558X12,5D
GR69 Euro 1,96 3,37
Dimensioni mm 3 x 7 x 150 8 x 12,5 x 150

Materiale Legno duro = Faggio resinato

 10

Cod. Tec. G7960D3D G7960D4,5D G7960D6,5D
GR69 Euro 1,59 2,48 3,03
Dimensioni mm � 3 x 150 � 4,5 x 150 � 6,5 x 150

Materiale Legno duro = Faggio resinato

 10

G.54 Indivisible package   Suggested retail package - Unit price

CERAMIC FIBER STONES

Tech. Code

Colour Green Gold Brown Orange
Dimensions mm Ø 3 x 50
Grit 120 180 300 400

The long ceramic fibers and a special hardening resin make these stones flexible and heat-resistant; ideal for
finishing in tight spaces.
They are primarily indicated for use with ultrasound equipment but also have a good yield with the DIPROFIL filing
machine or by hand.

Tech. Code

Colour Gray Blue White Red
Dimensions mm Ø 3 x 50
Grit 600 800 1000 1200

Tech. Code

Colour Green Gold Light Brown Orange
Dimensions mm Ø 3 x 100
Grit 120 180 300 400

Tech. Code

Colour Gray Blue White Red
Dimensions mm Ø 3 x 100
Grit 600 800 1000 1200

WOOD BARS FOR LAPPING AND POLISHING

Tech. Code

Dimensions mm 3 x 3 x 150 4.5 x 4.5 x 150 6.5 x 6.5 x 150

Material Hardwood = Resin-treated beechwood



The wooden bars are ideal for use with diamond paste. They are made with strips of wood that are laminated and
pressed with resin binder.

Tech. Code

Dimensions mm 3 x 7 x 150 8 x 12.5 x 150

Material Hardwood = Resin-treated beechwood



Tech. Code

Dimensions mm Ø 3 x 150 Ø 4.5 x 150 Ø 6.5 x 150

Material Hardwood = Resin-treated beechwood





G

G.55 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

PASTE ABRASIVE PER LUCIDARE

Cod. Tec. G7984100 G7984300 G7984400
GR69 Euro 14,84 10,39 11,84
Utilizzo Acciaio + acciaio inox Metalli non ferrosi Tutti i metalli
Colore Verde Marrone Rosa
Esecuzione Prelucidatura Lucidatura a specchio

ART. PP
Le paste abrasive per la lucidatura sono contraddistinte da colori diversi in base al tipo di utilizzo.
Vengono generalmente usate applicate ai dischi in feltro G1440. Peso indicativo ~ 1.000 ÷ 1.150 gr.

SOSTEGNI PER PIETRE ABRASIVE

Cod. Tec. G801066
GR69 Euro 18,27
Dim. supportate mm � 6,0 - 3 x 6 - 6x6

ART. G8010
Sostegno doppio per pietre abrasive. Supporta pietre tonde di Ø 6 mm e rettangolari spessore 3 mm e 6 mm di
larghezza 6 mm.

Cod. Tec. G801130
GR69 Euro 13,86
Dim. supportate mm � 3,0

ART. G8011
Sostegno per pietre abrasive tonde Ø 3 mm.

Cod. Tec. G801241 G801261 G8012101
GR69 Euro 8,40 8,40 8,40
Dim. supportate mm 4 x 1 6 x 1 10 x 1

ART. G8012
Sostegno per pietre ceramiche rettangolari.

Cod. Tec. G8013136
GR69 Euro 44,94
Dim. supportate mm 13 x 6

ART. G8013
Sostegno per pietre abrasive con serraggio a vite. Idoneo per pietre da 13x6 mm.

G.55Indivisible package  Suggested retail package - Unit price

POLISHING ABRASIVE PASTES

Tech. Code

Application Steel + Stainless Steel Non ferrous metals All metals
Colour Green Brown Pink
Execution Pre- polishing Mirror polishing

ITEM: PP
Polishing abrasive pastes are indicated by different colours, according to their specific use.
Usually applied on G1440 felt discs. Indicative weight - 1.000 + 1.150 gr.

SUPPORTS FOR ABRASIVE STONES

Tech. Code

Dim. supported mm Ø 6,0 - 3 x 6 - 6x6

ITEM: G8010
Double support for abrasive stones. Supports round stones of Ø 6 mm and rectangular 3 mm and 6 mm thickness
width 6 mm.

Tech. Code

Dim. supported mm Ø 3,0

ITEM: G8011
Supports for round abrasive stones Ø 3 mm.

Tech. Code

Dim. supported mm 4 x 1 6 x 1 10 x 1

ITEM: G8012
Supports for rectangular ceramic stones.

Tech. Code

Dim. supported mm 13 x 6

ITEM: G8013
Supports for abrasive stones with screw clamping. Suitable for stones 13x6 mm.
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G.56 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

PASTE DIAMANTATE - TIPO KD

Cod. Tec. G79791KDC25 G79793KDC45 G79796KDC35 G79798KDC45
GR69 Euro 29,86 56,44 59,22 89,95

Utilizzo

Finitura speculare
di acciaio, finitura

metallografica di carburo
di tungsteno.

Finitura speculare di
carburo di tungsteno,

zaffiro, rubino.

Lucidatura rapida,
eccellente, di acciaio,

zaffiro, rubino. Migliore
lucidatura per uso

generale.

Eliminazione di rigature e
lucidatura preliminare di

acciaio. Lucidatura media
di carburo di tungsteno,

zaffiro, rubino. Lappatura
di acciaio, carburo di

tungsteno.
Micron 1 3 6 8
Colore Azzurro Verde Giallo Rosso

ART. G7979
Una serie di paste diamantate per applicazioni specifiche che completano la gamma di prodotti per la lucidatura.
Tutte le paste sono realizzate secondo la normative ISO 9001. Le paste KD sono solubili sia in olio che in acqua.
Confezionate in siringhe tipo "Applikator" da 5 g.

Cod. Tec. G797914KDC35 G797925KDC35 G797945KDC35 G797960KDC25
GR69 Euro 89,95 89,95 89,95 111,66

Utilizzo

Asportazione rapida
di acciaio, lucidatura

preliminare di carburo di
tungsteno.

Asportazione rapida di
materiale con buona

finitura su acciaio. Buona
asportazione di materiale
da carburo di tungsteno.

Rapidissima asportazione
di materiale di acciaio

specialmente di rugosità
profonde, superfici

ondulate e crateri (intagli).
Rapida asportazione di
materiale da carburo di

tungsteno.

Sgrossatura di materiali
duri.

Micron 14 25 45 60
Colore Marrone Mogano Porpora Arancio

Polvere di diamante sintetico, selezionato perfettamente per dimensione, viene mixato in una pasta.
Quando utilizzata, dovrebbe essere diluita in acqua o alcohol, ottime per operazioni di lappatura manuale di una vasta
gamma di particolari.
Superfinitura di componenti elettronici, semiconduttori, testine magnetiche, dischi rigidi e vetro ottico.
Finitura di operazioni classiche, lappatura di preparazione, alta asportazione di materiale e sgrossatura.

ART. G7970

Cod. Tec. GR69
Euro Micron Colore

Contenuto
g



G7970AVORIO5 30,12 1 Avorio

5 1

G7970GIALLO5 37,70 3 Giallo
G7970ARANCIO5 40,93 6 Arancione

G7970VERDE5 45,23 9 Verde
G7970AZZURRO5 45,23 12 Azzurro

G7970BLU5 45,23 15 Blu
G7970MARRONE5 54,92 20 Marrone

G7970ROSSO5 54,92 30 Rosso
G7970NOCCIOLA5 54,92 45 Nocciola

PASTE DIAMANTATE PER LAPPATURA

LIQUIDO LUBRIFICANTE PER PASTE E LIQUIDI DIAMANTATI

Cod. Tec. G7985OS0,45 G7985OS5
GR69 Euro 27,38 115,10
Tipo OS
Confezione Bottiglia con nebulizzatore Fustino
Quantità l 0,45 5

ART. G7985
Liquido lubrificante Tipo OS, solubile in olio. Fluido a base oleosa con bassa viscosità. Indicato per l'utilizzo con le
paste di Tipo KD. Consigliato per la pulizia utensili e la lucidatura di stampi.

G.56 Indivisible package   Suggested retail package - Unit price

DIAMOND PASTES - TYPE KD

Tech. Code

Use
Full-gloss finish for steel,
metallographic polishing

of tungsten carbide.

Full-gloss finish for
tungsten carbide,

sapphire, ruby.

Superior rapid polishing
of steel, sapphire, ruby.
Improved polishing for

general use.

To eliminate streaks and
for preliminary polishing

of steel. Medium polishing
of tungsten carbide,

sapphire, ruby. Lapping of
steel, tungsten carbide.

Micron 1 3 6 8
Colour Sky Blue Green Yellow Red

ITEM: G7979
A series of diamond pastes for specific applications that complement the range of polishing products.
All pastes are made according to the ISO 9001 standard. The KD pastes are soluble in both oil and water.
Packaged in 5 g. "Applikator" type syringes.

Tech. Code

Use
Rapid removal of steel,
preliminary polishing of

tungsten carbide.

Rapid removal of material
with good finish on steel.
Good removal of material

from tungsten carbide.

Very rapid removal of
steel material, especially
rough depths, undulating

surfaces and craters
(notches). Rapid removal
of material from tungsten

carbide.

To roughen hard materials

Micron 14 25 45 60
Colour Brown Mahogany Crimson Orange

Synthetic diamond powder, perfectly selected by size, is mixed in a paste.
When used, it should be diluted in water or alcohol; excellent for manual lapping operations of a wide range of parts.
To give a super-finish to electronic components, semiconductors, magnetic heads, hard drives and optical glass.
Traditional finishing operations, preparatory lapping, high material removal and roughing.

ITEM: G7970

Tech. Code Micron Colour
Content

g


1 Ivory

5

3 Yellow
6 Orange
9 Green

12 Sky Blue
15 Blue
20 Brown
30 Red
45 Hazel

DIAMOND PASTES FOR LAPPING

LUBRICATING FLUID FOR PASTES AND DIAMOND FLUIDS

Tech. Code

Type OS
Package Bottle with nebulizer Little drum
ml/L l 0,45 5

ITEM: G7985
Liquid Lubricant Type OS, soluble in oil. Oil based fluid with low viscosity. Suitable for use with KD Type pastes.
Recommended for tool cleaning and mold polishing.
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G.57 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

INFORMAZIONI DI UTILIZZO
L¶estrema durezza del diamante lo rende valido nella lavorazione del metallo duro, del vetro, della grafite, dei metalli preziosi e di tutti
i materiali sintetici rinforzati con fibre. Essendo lo stesso composto di carbonio non q indicato per la lavorazione degli acciai. Il nitruro
di boro cubico (CBN) q invece particolarmente indicato per la lavorazione degli acciai temprati sopra i 50 RockZell e degli acciai
superrapidi (HSS).

DISCHI DIAMANTATI FORMA 1A1R

Cod. Tec. G77311251126
GR69 Euro 256,00
D mm 125
T mm 1
H mm 20

Specifica D126 C100 B

ART. 101000
Mola troncatrice ad alto rendimento per metallo duro. Utilizzabile con sistemi stazionari manuali o automatici di
troncatura, generalmente ad umido. Velocità massima di lavoro 50 m/s.

MOLE DIAMANTATE FORMA 1A1

Cod. Tec. G773610010126
GR69 Euro 229,00
D mm 100
T mm 10
H mm 20
X mm 3

Specifica 11 D126 C75 B52 AL

ART. 612860
Mola diamantata a legante resinoide per la lavorazione del metallo duro. Per rettifica in piano, in tondo e senza
centri. Consente di lavorare con un elevato grado di precisione. L'alto rendimento in asportazione unito alla ridotta
usura consente un considerevole vantaggio economico rispetto alle mole convenzionali in carburo di silicio.
Consigliata lubrificazione. Velocità max di lavoro 63 m/s.

MOLE DIAMANTATE FORMA 12A2D

Cod. Tec. G77461002564 G774610025126
GR69 Euro 172,00 172,00
D mm 100
T mm 25
H mm 20
W - X mm 6 x 2

Specifica 11 D64 C50 B52 AL 11 D126 C75 B52 AL

ART. 38012 - 28162
Mola a legante resinoide per l'affilatura e la rettifica, tipicamente a secco, degli utensili da taglio in metallo duro.
Rispetto alle mole tradizionali in carburo di silicio offrono una maggiore durata ed una maggiore precisione
dimensionale.

MOLE DIAMANTATE FORMA 11V9

Cod. Tec. G77511003564 G775110035126
GR69 Euro 160,00 160,00
D mm 100
T mm 35
H mm 20
W - X mm 3 x 10

Specifica 11 D64 C50 B DIAGO 11 D126 C75 B DIAGO

ART. 721303 - 675318
Mola a legante resinoide per l'affilatura e la rettifica, tipicamente a secco, degli utensili da taglio in metallo duro.
Rispetto alle mole tradizionali in carburo di silicio offrono una maggiore durata ed una maggiore precisione
dimensionale.

G.57Indivisible package  Suggested retail package - Unit price

USAGE INFORMATION
The extreme hardness of the diamond makes it valid in the processing of hard metal, glass, graphite, precious metals and all synthetic
materials reinforced with fibers. Being the same carbon compound it is not suitable for machining steel. Cubic boron nitride (CBN), on the
other hand, is particularly suitable for the machining of hardened steel above 50 Rockwell and superrapid steel (HSS).

DIAMOND WHEELS FORM 1A1R

Tech. Code

D mm 125
T mm 1
H mm 20

Specification D126 C100 B

ITEM: 101000
High efficiency cutting-off wheels for hard metal. Can be used with manual stationary or automatic parting systems,
generally wet. Maximum working speed 50 m/s.

DIAMOND WHEELS FORM 1A1

Tech. Code

D mm 100
T mm 10
H mm 20
X mm 3

Specification 11 D126 C75 B52 AL

ITEM: 612860
Resin bonded diamond grinding wheels for hard metal working. For grounded, rounded and centerless grinding.
Allows you to work with a high degree of precision. The high removal efficiency combined with reduced wear allows
a considerable economic advantage over conventional silicon carbide wheels. Recommended lubrication. Max
working speed 63 m/s

DIAMOND WHEELS FORM 12A2D

Tech. Code

D mm 100
T mm 25
H mm 20
W - X mm 6 x 2

Specification 11 D64 C50 B52 AL 11 D126 C75 B52 AL

ITEM: 38012 - 28162
Resin bonded grinding wheels for sharpening and grinding, typically dry, to carbide cutting tools. Compared to
traditional silicon carbide wheels, they offer greater durability and greater dimensional accuracy.

DIAMOND WHEELS FORM 11V9

Tech. Code

D mm 100
T mm 35
H mm 20
W - X mm 3 x 10

Specification 11 D64 C50 B DIAGO 11 D126 C75 B DIAGO

ITEM: 721303 - 675318
Resin bonded grinding wheels for sharpening and grinding, typically dry, to carbide cutting tools. Compared to
traditional silicon carbide wheels, they offer greater durability and greater dimensional accuracy.
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G.58 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

MOLE AL CBN FORMA 1A1

Cod. Tec. G776010010126
GR69 Euro 394,00
D mm 100
T mm 10
H mm 20
X mm 6

Specifica 51 B126 C50 B54 BA

ART. 620464
Mola al CBN a legante resinoide per la lavorazione di acciai altamente legati e superrapidi. Per rettifica in piano, in
tondo e senza centri. Consente di lavorare un elevato grado di precisione. L'alto rendimento in asportazione unito
alla ridotta usura consente un considerevole vantaggio economico rispetto alle mole convenzionali in carburo di
silicio. Consigliata lubrificazione. Velocità max di lavoro 63 m/s.

MOLE AL CBN FORMA 12A2D

Cod. Tec. G777010025126
GR69 Euro 199,00
D mm 100
T mm 25
H mm 20
W - X mm 6 x 2

Specifica 51 B126 C50 B54 AL

ART. 217976
Mola al CBN a legante resinoide per l'affilatura e la rettifica, tipicamente a secco, degli utensili da taglio in acciai
non legati e acciai superrapidi. Rispetto alle mole tradizionali in carburo di silicio offrono una maggiore durata ed
una maggiore precisione dimensionale.

MOLE AL CBN FORMA 11V9

Cod. Tec. G778010035126
GR69 Euro 173,00
D mm 100
T mm 35
H mm 20
W - X mm 3 x 10

Specifica 51 B126 C75 B

ART. 636398
Mola al CBN a legante resinoide per l'affilatura e la rettifica, tipicamente a secco, degli utensili da taglio in acciaio
non legato e a bassa lega, acciaio altamente legato e acciaio superrapido. Rispetto alle mole tradizionali in carburo
di silicio offrono una maggiore durata ed una maggiore precisione dimensionale.

G.58 Indivisible package   Suggested retail package - Unit price

WHEELS OF CBN FORM 1A1

Tech. Code

D mm 100
T mm 10
H mm 20
X mm 6

Specification 51 B126 C50 B54 BA

ITEM: 620464
Resin bonded CBN grinding wheels for machinining high-alloy and super-rapid steel. For grounded, rounded and
centerless grinding. Allows you to work a high degree of precision. The high removal efficiency combined with
reduced wear allows a considerable economic advantage over conventional silicon carbide wheels. Recommended
lubrication. Max working speed 63 m/s.

WHEELS OF CBN FORM 12A2D

Tech. Code

D mm 100
T mm 25
H mm 20
W - X mm 6 x 2

Specification 51 B126 C50 B54 AL

ITEM: 217976
CBN resin bonded grinding wheels for sharpening and grinding, typically dry, of cutting tools in non-alloy steels
and super-rapid steels. Compared to traditional silicon carbide wheels, they offer greater durability and greater
dimensional accuracy.

WHEELS OF CBN FORM 11V9

Tech. Code

D mm 100
T mm 35
H mm 20
W - X mm 3 x 10

Specification 51 B126 C75 B

ITEM: 636398
CBN resin bonded grinding wheels for sharpening and grinding, typically dry, of cutting tools in unalloyed and low
alloy steel, highly alloyed steel and super-rapid steel. Compared to traditional silicon carbide wheels, they offer
greater durability and greater dimensional accuracy.
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G.59

1 2 3
BASTARDO DOLCEMEZZO DOLCE

ART. G8305
DIN 7261 forma A PIATTE. Acciaio ad alto tenore di carbonio.
Ottima precisione dimensionale, uniformità di distribuzione e di profondità dei denti.

Cod. Tec. GR68
Euro Forma mm

Sezione
mm

Taglio 

G8305100T1 5,73

ʿ

100 12x2,5
1-B

12

G8305100T2 6,21 2-MD
G8305100T3 6,42 3-D
G8305150T1 6,32

150 16x4
1-B

G8305150T2 6,61 2-MD
G8305150T3 7,19 3-D
G8305200T1 7,57

200 20x5
1-B

G8305200T2 8,06 2-MD

Cod. Tec. GR68
Euro Forma mm

Sezione
mm

Taglio 

G8305200T3 8,45

ʿ

200 20x5 3-D

12
G8305250T1 10,00

250 25x6
1-B

G8305250T2 10,97 2-MD
G8305250T3 11,95 3-D
G8305300T1 13,50

300 30x6,5
1-B

6G8305300T2 14,57 2-MD
G8305300T3 15,94 3-D

LIME PER MECCANICA PIATTE

1 2 3
BASTARDO DOLCEMEZZO DOLCE

ART. G8315
DIN 7261 forma E MEZZETONDE. Acciaio ad alto tenore di carbonio.
Ottima precisione dimensionale, uniformità di distribuzione e di profondità dei denti.

Cod. Tec. GR68
Euro Forma mm

Sezione
mm

Taglio 

G8315100T1 7,86

ʦ

100 11x3
1-B

12

G8315100T2 8,47 2-MD
G8315100T3 9,22 3-D
G8315150T1 8,76

150 16x4,5
1-B

G8315150T2 9,31 2-MD
G8315150T3 9,84 3-D
G8315200T1 11,07

200 20x6
1-B

G8315200T2 11,66 2-MD

Cod. Tec. GR68
Euro Forma mm

Sezione
mm

Taglio 

G8315200T3 12,52

ʦ

200 20x6 3-D

12
G8315250T1 13,89

250 25x7
1-B

G8315250T2 14,79 2-MD
G8315250T3 15,94 3-D
G8315300T1 18,35

300 30x8,5
1-B

6G8315300T2 19,32 2-MD
G8315300T3 21,58 3-D

LIME PER MECCANICA MEZZETONDE

1 2 3
BASTARDO DOLCEMEZZO DOLCE

ART. G8325
DIN 7261 forma F TONDE. Acciaio ad alto tenore di carbonio.
Ottima precisione dimensionale, uniformità di distribuzione e di profondità dei denti.

Cod. Tec. GR68
Euro Forma mm

Sezione
mm

Taglio 

G8325100T1 5,73



100 � 4
1-B

12

G8325100T2 6,50 2-MD
G8325100T3 7,49 3-D
G8325150T1 6,21

150 Ø 6
1-B

G8325150T2 7,10 2-MD
G8325150T3 7,86 3-D
G8325200T1 7,10

200 Ø 8
1-B

G8325200T2 7,78 2-MD

Cod. Tec. GR68
Euro Forma mm

Sezione
mm

Taglio 

G8325200T3 8,64



200 Ø 8 3-D

12
G8325250T1 8,83

250 � 10
1-B

G8325250T2 9,92 2-MD
G8325250T3 10,89 3-D
G8325300T1 11,66

300 � 12
1-B

6G8325300T2 12,63 2-MD
G8325300T3 14,57 3-D

LIME PER MECCANICA TONDE

I TAGLI DELLE LIME

8 12 14 16 20 25 31 38 46

mm 100-125 1 2 3

mm 150-200 1 2 3

mm 250-350 1 2 3

mm 250-300 1 2

�� 0 1 2 3

Il numero di taglio nelle lime identifica la tipologia delle stesse e fa riferimento ad un numero di denti presenti in un centimetro di lima misurati
perpendicolarmente all’asse della stessa come da tabella sotto riportata.
A numero maggiore fanno riferimento un maggior numero di denti per cm, quindi al crescere del numero la lima sarà sempre più dolce.
Nelle lime per meccanica si definisce col taglio 1 la lima BASTARDA, col taglio 2 la MEZZODOLCE e col taglio 3 la DOLCE.

Denti per cm (tolleranza secondo ISO 234)Denti per cm (tolleranza secondo ISO 234)

Lime per meccanicaLime per meccanica

Lime per meccanicaLime per meccanica

Lime per meccanicaLime per meccanica

RaspeRaspe

Lime ad agoLime ad ago

G.59

COARSE
BASTARD

FINE
SMOOTH

MIDDLE
HALF SMOOTH

ITEM: G8305
DIN 7261 A FLAT shapes. High carbon steel.
Excellent dimensional accuracy, distribution and tooth-depth uniformity.

Tech. Code Shape mm
Section

mm
CUT 

ʿ

100 12x2.5
1-B

2-MD
3-D

150 16x4
1-B

2-MD
3-D

200 20x5
1-B

2-MD

Tech. Code Shape mm
Section

mm
CUT 

ʿ

200 20x5 3-D

250 25x6
1-B

2-MD
3-D

300 30x6.5
1-B

2-MD
3-D

ENGINEER'S FILES - FLAT

COARSE
BASTARD

FINE
SMOOTH

MIDDLE
HALF SMOOTH

ITEM: G8315
DIN 7261 E HALF-ROUND shapes. High carbon steel.
Excellent dimensional accuracy, distribution and tooth-depth uniformity.

Tech. Code Shape mm
Section

mm
CUT 

ʦ

100 11x3
1-B

2-MD
3-D

150 16x4.5
1-B

2-MD
3-D

200 20x6
1-B

2-MD

Tech. Code Shape mm
Section

mm
CUT 

ʦ

200 20x6 3-D

250 25x7
1-B

2-MD
3-D

300 30x8.5
1-B

2-MD
3-D

ENGINEER'S FILES - HALF-ROUND

COARSE
BASTARD

FINE
SMOOTH

MIDDLE
HALF SMOOTH

ITEM: G8325
DIN 7261 F ROUND shapes. High carbon steel.
Excellent dimensional accuracy, distribution and tooth-depth uniformity.

Tech. Code Shape mm
Section

mm
CUT 



100 Ø 4
1-B

2-MD
3-D

150 Ø 6
1-B

2-MD
3-D

200 Ø 8
1-B

2-MD

Tech. Code Shape mm
Section

mm
CUT 



200 Ø 8 3-D

250 Ø 10
1-B

2-MD
3-D

300 Ø 12
1-B

2-MD
3-D

ENGINEER'S FILES - ROUND

APPLICATION AREAS OF FILES

The coarseness of a file is marked by a cut number and refers the number of teeth per centimeter, in order determine the number of teeth of a file you have to
count the number of teeth parallel to the file axis, as shown in the chart hereafter. The higher the number, the greater amount of teeth per centimeter therefore
resulting in a smoother type of tool.
With reference to mechanical file tools, cut N° 1 = coarse / bastard, cut N° 2 = middle / half smooth, cut N° 3 = fine/smooth.

Teeth per cm (tolerance range as of ISO 234)

Mechanical file tools

Mechanical file tools

Mechanical file tools

Rasps

Needle files



G

G.60 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

1 2 3
BASTARDO DOLCEMEZZO DOLCE

ART. G8335
DIN 7261 forma D QUADRE. Acciaio ad alto tenore di carbonio.
Ottima precisione dimensionale, uniformità di distribuzione e di profondità dei denti.

Cod. Tec. GR68
Euro Forma mm

Sezione
mm

Taglio 

G8335100T1 6,21

ʝ

100 4x4
1-B

12

G8335100T2 7,10 2-MD
G8335100T3 8,08 3-D
G8335150T1 6,70

150 6x6
1-B

G8335150T2 7,57 2-MD
G8335150T3 8,64 3-D
G8335200T1 7,57

200 8x8
1-B

G8335200T2 8,47 2-MD

Cod. Tec. GR68
Euro Forma mm

Sezione
mm

Taglio 

G8335200T3 9,22

ʝ

200 8x8 3-D

12
G8335250T1 9,52

250 10x10
1-B

G8335250T2 10,69 2-MD
G8335250T3 11,76 3-D
G8335300T1 12,52

300 12x12
1-B

6G8335300T2 13,68 2-MD
G8335300T3 15,64 3-D

LIME PER MECCANICA QUADRE

1 2 3
BASTARDO DOLCEMEZZO DOLCE

ART. G8345
DIN 7261 forma C TRIANGOLARI. Acciaio ad alto tenore di carbonio.
Ottima precisione dimensionale, uniformità di distribuzione e di profondità dei denti.

Cod. Tec. GR68
Euro Forma mm

Sezione
mm

Taglio 

G8345100T1 7,10

ʾ

100 8
1-B

12

G8345100T2 7,78 2-MD
G8345100T3 8,47 3-D
G8345150T1 7,78

150 11
1-B

G8345150T2 8,47 2-MD
G8345150T3 9,31 3-D
G8345200T1 9,46

200 15
1-B

G8345200T2 10,19 2-MD

Cod. Tec. GR68
Euro Forma mm

Sezione
mm

Taglio 

G8345200T3 11,27

ʾ

200 15 3-D

12
G8345250T1 12,52

250 17,5
1-B

G8345250T2 13,59 2-MD
G8345250T3 14,79 3-D
G8345300T1 16,43

300 20
1-B

6G8345300T2 17,47 2-MD
G8345300T3 18,83 3-D

LIME PER MECCANICA TRIANGOLARI

RASPE PIATTE

1 2 3
BASTARDO DOLCEMEZZO DOLCE

Cod. Tec. G8500250T2
GR68 Euro 12,81
Forma ʿ
mm 250
Sezione mm 25x6
Taglio 2-MD

 12

ART. G8500
Utilizzabili in falegnameria per lavori generici su legno.

RASPE MEZZETONDE

1 2 3
BASTARDO DOLCEMEZZO DOLCE

Cod. Tec. G8501250T2
GR68 Euro 14,96
Forma ʦ
mm 250
Sezione mm 25x7
Taglio 2-MD

 12

ART. G8501
Utilizzabili in falegnameria per lavori generici su legno.

LIME PER MECCANICA IN SERIE

Cod. Tec. G8352200T2
GR68 Euro 49,70
mm 200
Taglio 2-MD

Composizione
1 lima piatta G8305 - 1 lima mezzatonda G8315 - 1 lima quadra G8335 - 1 lima triangolare G8345

1 lima tonda G8325 - 2 manici in legno 120 mm G8805 - 3 manici in legno 130 mm G8805

ART. G8352
Serie 5 lime per meccanica con manico di legno in scatola.

G.60 Indivisible package   Suggested retail package - Unit price

COARSE
BASTARD

FINE
SMOOTH

MIDDLE
HALF SMOOTH

ITEM: G8335
DIN 7261 D SQUARE shapes. High carbon steel.
Excellent dimensional accuracy, distribution and tooth-depth uniformity.

Tech. Code Shape mm
Section

mm
CUT 

ʝ

100 4x4
1-B

2-MD
3-D

150 6x6
1-B

2-MD
3-D

200 8x8
1-B

2-MD

Tech. Code Shape mm
Section

mm
CUT 

ʝ

200 8x8 3-D

250 10x10
1-B

2-MD
3-D

300 12x12
1-B

2-MD
3-D

ENGINEER'S FILES - SQUARE

COARSE
BASTARD

FINE
SMOOTH

MIDDLE
HALF SMOOTH

ITEM: G8345
DIN 7261 C TRIANGULAR shapes High carbon steel.
Excellent dimensional accuracy, distribution and tooth-depth uniformity.

Tech. Code Shape mm
Section

mm
CUT 

ʾ

100 8
1-B

2-MD
3-D

150 11
1-B

2-MD
3-D

200 15
1-B

2-MD

Tech. Code Shape mm
Section

mm
CUT 

ʾ

200 15 3-D

250 17.5
1-B

2-MD
3-D

300 20
1-B

2-MD
3-D

ENGINEER'S FILES - TRIANGULAR

FLAT RASPS

COARSE
BASTARD

FINE
SMOOTH

MIDDLE
HALF SMOOTH

Tech. Code

Shape ʿ
mm 250
Section mm 25x6
CUT 2-MD



ITEM: G8500
Suitable for carpentry generic use.

HALFROUND RASPS

COARSE
BASTARD

FINE
SMOOTH

MIDDLE
HALF SMOOTH

Tech. Code

Shape ʦ
mm 250
Section mm 25x7
CUT 2-MD



ITEM: G8501
Suitable for carpentry generic use.

ENGINEER'S FILES - IN SERIES

Tech. Code

mm 200
CUT 2-MD

Composition
1 flat file G8305 - 1 half round G8315 - 1 sTuare file G8335 - 1 triangular file G8345 - 1 round file G8325

2 wooden handles 120 mm G8805 - 3 wooden handles 130 mm G8805

ITEM: G8352
Series of 5 files for engineers with wooden handles in a box.



G

G.61 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

RASPE TONDE

1 2 3
BASTARDO DOLCEMEZZO DOLCE

Cod. Tec. G8502200T2
GR68 Euro 12,81
Forma 
mm 250
Sezione mm d10
Taglio 2-MD

 12

ART. G8502
Utilizzabili in falegnameria per lavori generici su legno.

LIME AD AGO PIATTE

Cod. Tec. G8550160T0 G8550160T1 G8550160T2 G8550180T0 G8550180T1
GR68 Euro 7,21 8,50
Forma ʿ
Lunghezza mm 160 180
Sezione mm 5,5 x 1,4 6 x 1,5
Taglio 0 1 2 0 1

 12

ART. G8550
Forma piatta parallela in acciaio ad alto tenore di carbonio. Ottima precisione dimensionale, uniformità di distribuzione e di
profondità dei denti.

LIME AD AGO MEZZETONDE

Cod. Tec. G8555160T0 G8555160T1 G8555160T2 G8555180T0 G8555180T1
GR68 Euro 9,96 11,34
Forma ʦ
Lunghezza mm 160 180
Sezione mm 5,6 x 1,8 6 x 2
Taglio 0 1 2 0 1

 12

ART. G8555
Forma mezzatonda in acciaio ad alto tenore di carbonio. Ottima precisione dimensionale, uniformità di distribuzione e di
profondità dei denti.

Cod. Tec. G8550180T2 G8550200T0 G8550200T1 G8550200T2
GR68 Euro 8,50 9,52
Forma ʿ
Lunghezza mm 180 200
Sezione mm 6 x 1,5 6,4 x 1,6
Taglio 2 0 1 2

 12

Cod. Tec. G8555180T2 G8555200T0 G8555200T1 G8555200T2
GR68 Euro 11,34 12,60
Forma ʦ
Lunghezza mm 180 200
Sezione mm 6 x 2 6,5 x 2
Taglio 2 0 1 2

 12

G.61Indivisible package  Suggested retail package - Unit price

ROUND RASPS

COARSE
BASTARD

FINE
SMOOTH

MIDDLE
HALF SMOOTH

Tech. Code

Shape 
mm 250
Section mm d10
CUT 2-MD



ITEM: G8502
Suitable for carpentry generic use.

FLAT NEEDLE FILES

Tech. Code

Shape ʿ
Length mm 160 180
Section mm 5.5 x 1.4 6 x 1.5
CUT 0 1 2 0 1



ITEM: G8550
Flat, parallel shape in high-carbon steel. Excellent dimensional accuracy, distribution and tooth-depth uniformity.

HALFROUND NEEDLE FILES

Tech. Code

Shape ʦ
Length mm 160 180
Section mm 5.6 x 1.8 6 x 2
CUT 0 1 2 0 1



ITEM: G8555
Half-round shape in high-carbon steel. Excellent dimensional accuracy, distribution and tooth-depth uniformity.

Tech. Code

Shape ʿ
Length mm 180 200
Section mm 6 x 1.5 6.4 x 1.6
CUT 2 0 1 2



Tech. Code

Shape ʦ
Length mm 180 200
Section mm 6 x 2 6.5 x 2
CUT 2 0 1 2





G

G.62 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

LIME AD AGO TONDE

Cod. Tec. G8560160T0 G8560160T1 G8560160T2 G8560180T0 G8560180T1
GR68 Euro 7,21 8,50
Forma 
Lunghezza mm 160 180
Sezione mm ¡ 3,25 ¡ 3,5
Taglio 0 1 2 0 1

 12

ART. G8560
Forma tonda in acciaio ad alto tenore di carbonio. Ottima precisione dimensionale, uniformità di distribuzione e di
profondità dei denti.

LIME AD AGO TRIANGOLARI

Cod. Tec. G8565160T0 G8565160T1 G8565160T2 G8565180T0 G8565180T1
GR68 Euro 8,49 9,61
Forma ʾ
Lunghezza mm 160 180
Sezione mm 3,7 4,1
Taglio 0 1 2 0 1

 12

ART. G8565
Forma triangolare in acciaio ad alto tenore di carbonio. Ottima precisione dimensionale, uniformità di distribuzione e di
profondità dei denti.

LIME AD AGO QUADRE

Cod. Tec. G8570160T0 G8570160T1 G8570160T2 G8570180T0 G8570180T1
GR68 Euro 8,49 9,61
Forma ʝ
Lunghezza mm 160 180
Sezione mm 2,5 2,7
Taglio 0 1 2 0 1

 12

ART. G8570
Forma quadra in acciaio ad alto tenore di carbonio. Ottima precisione dimensionale, uniformità di distribuzione e di
profondità dei denti.

LIME AD AGO IN SERIE

Cod. Tec. G8640160T0 G8640160T1 G8640160T2
GR68 Euro 54,87
Lunghezza mm 160
Taglio 0 1 2

ART. G8640
Serie di 6 lime ad ago in busta di plastica. Acciaio ad alto tenore di carbonio. Ottima precisione dimensionale, uniformità di
distribuzione e profondità dei denti.
Contenuto: 1 lima piatta parallela, 1 mezzatonda, 1 triangolare, 1 quadra, 1 tonda, 1 piatta a punta.

Cod. Tec. G8560180T2 G8560200T0 G8560200T1 G8560200T2
GR68 Euro 8,50 9,52
Forma 
Lunghezza mm 180 200
Sezione mm ¡ 3,5 ¡ 3,75
Taglio 2 0 1 2

 12

Cod. Tec. G8565180T2 G8565200T0 G8565200T1 G8565200T2
GR68 Euro 9,61 10,75
Forma ʾ
Lunghezza mm 180 200
Sezione mm 4,1 4,4
Taglio 2 0 1 2

 12

Cod. Tec. G8570180T2 G8570200T0 G8570200T1 G8570200T2
GR68 Euro 9,61 10,75
Forma ʝ
Lunghezza mm 180 200
Sezione mm 2,7 3
Taglio 2 0 1 2

 12

G.62 Indivisible package   Suggested retail package - Unit price

ROUND NEEDLE FILES

Tech. Code

Shape 
Length mm 160 180
Section mm ø 3.25 ø 3.5
CUT 0 1 2 0 1



ITEM: G8560
Round shape in high-carbon steel. Excellent dimensional accuracy, distribution and tooth-depth uniformity.

TRIANGULAR NEEDLE FILES

Tech. Code

Shape ʾ
Length mm 160 180
Section mm 3.7 4.1
CUT 0 1 2 0 1



ITEM: G8565
Triangular shape in high-carbon steel. Excellent dimensional accuracy, distribution and tooth-depth uniformity.

SQUARED NEEDLE FILES

Tech. Code

Shape ʝ
Length mm 160 180
Section mm 2.5 27
CUT 0 1 2 0 1



ITEM: G8570
Squared shape in high-carbon steel. Excellent dimensional accuracy, distribution and tooth-depth uniformity.

NEEDLE FILES IN SET

Tech. Code

Length mm 160
CUT 0 1 2

ITEM: G8640
6-needle file set, in plastic casing. High carbon steel. Excellent dimensional accuracy, distribution and tooth-depth
uniformity.
Content: 1 flat parallel file, 1 half round, 1 triangular, 1 squared, 1 round, 1 flat-head shaped file.

Tech. Code

Shape 
Length mm 180 200
Section mm ø 3.5 ø 3.75
CUT 2 0 1 2



Tech. Code

Shape ʾ
Length mm 180 200
Section mm 4.1 4.4
CUT 2 0 1 2



Tech. Code

Shape ʝ
Length mm 180 200
Section mm 2.7 3
CUT 2 0 1 2





G

G.63 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

LIME AD AGO DIAMANTATE IN SERIE

Cod. Tec. G87065L140 G87065L160
GR68 Euro 92,77 108,74
Lunghezza mm 140 160

ART. G8706

Contenuto: 5 lime per serie di kit della gamma G8705, 1 piatta, 1 mezzatonda, 1 tonda, 1 quadra, 1 triangolare.

Diamante elettrodepositato.
Adatta per carburi metallici, acciai temprati, ferrite, silicio, vetro, materiali ossiceramici e simili.

LIME AD AGO DIAMANTATE

Cod. Tec. G8705LH140 G8705LP140 G8705LQ140 G8705LR140 G8705LT140
GR68 Euro 18,59 18,59 18,59 18,59 18,59
Forma ʦ ʿ ʝ  ʾ
Sezione mm 5 x 2 5,5 x 1,5 3 x 3 3 4 x 4
Lunghezza mm 140
Specifica D126

ART. G8705
Diamante elettrodepositato.
Adatta per carburi metallici, acciai temprati, ferrite, silicio, vetro, materiali ossiceramici e simili.

Cod. Tec. G8705LH160 G8705LP160 G8705LQ160 G8705LR160 G8705LT160
GR68 Euro 21,75 21,75 21,75 21,75 21,75
Forma ʦ ʿ ʝ  ʾ
Sezione mm 6 x 2 6 x 1,5 3,5 x 3,5 3,5 4,5 x 4,5
Lunghezza mm 160
Specifica D126

Safety
High quality
Renewablelubricants

G.63Indivisible package  Suggested retail package - Unit price

SET OF DIAMOND NEEDLE FILES

Tech. Code

Length mm 140 160

ITEM: G8706

Composition: supplied with 5 needle files of G8705 range kit, 1 flat, 1 half-round, 1 round, 1 squared, 1 triangular.

Electroplated diamond.
Suitable for metal carbides, hardened steel, ferrite, silicon, glass, ceramic oxide materials and similar.

DIAMOND NEEDLE FILES

Tech. Code

Shape     
Section mm 5 x 2 5.5 x 1.5 3 x 3 3 4 x 4
Length mm 140
Specification D126

ITEM: G8705
Electroplated diamond.
Suitable for metal carbides, hardened steel, ferrite, silicon, glass, ceramic oxide materials and similar.

Tech. Code

Shape     
Section mm 6 x 2 6 x 1.5 3.5 x 3.5 3,5 4.5 x 4.5
Length mm 160
Specification D126



G

G.64 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

MANICI IN LEGNO PER LIME E RASPE

Cod. Tec. G88050080 G88051090 G88052100 G88053110 G88054120 G88055130 G88056140
GR68 Euro 1,01 1,05 1,29 1,29 1,45 1,68 1,68
Misura N° 0 1 2 3 4 5 6
Lunghezze mm 80 90 100 110 120 130 140
Per lime 4/6" 8/10" 10/12" 12/14"

ART. G8805
Manici in legno per lime meccanica e raspe per legno.

MANICI PLASTICA A SERRAGGIO RAPIDO PER LIME AD AGO

Cod. Tec. G8825001
GR69 Euro 5,78
Descrizione Per modello da 140 - 160 - 180 - 200 mm

 10

ART. 210-1
Manici in plastica a serraggio rapido per lime ad ago.

MANICI PLASTICA BICOMPONENTE PER LIME

Cod. Tec. G88350406A G88350810PH G88350810TQR G88351214PH G88351214TQR
GR69 Euro 3,28 4,18 4,18 4,87 4,87
Modello 3-10 4/1-10 4-10 5/1-10 5-10
Lime 4”-6” 8”-10” 12”-14”

Forma tutte piatta - mezzatonda
triang. - quad. -

tonda
piatta - mezzatonda

triang. - quad. -
tonda

 10

ART. FH

MANICI IN LEGNO CON MANDRINO IN OTTONE PER LIME AD AGO

Cod. Tec. G8820D3
GR68 Euro 6,15
Descrizione Per modello lunghezza 160 mm e 180 mm

ART. G8820
Manici in legno di faggio con mandrino e ghiera di regolazione in ottone per lime ad ago.

MANICI IN PLASTICA PER LIME

Cod. Tec. G8807100 G8807110 G8807120 G8807130
GR68 Euro 1,03 1,26 1,51 1,63
Misura N° 2 3 4 5
Lunghezze mm 100 110 120 130

 10

ART. G8807
Manici in resina termoplastica per lime.

G.64 Indivisible package   Suggested retail package - Unit price

WOODEN HANDLES FOR FILES

Tech. Code

Dimension N° 0 1 2 3 4 5 6
Length mm 80 90 100 110 120 130 140
Per lime 4/6" 8/10" 10/12" 12/14"

ITEM: G8805
Wooden handles for engineers' files and wood rasps.

QUICK-SNAP PLASTIC HANDLES FOR NEEDLE FILES

Tech. Code

Description For models 140 - 160 - 180 - 200 mm


ITEM: 210-1
Quick-clamping plastic handles for needle files.

DUAL-COMPONENT PLASTIC HANDLES FOR FILES

Tech. Code

Model 3-10 4/1-10 4-10 5/1-10 5-10
Lime 4´-6´ 8´-10´ 12´-14´

Shape All flat - half-round 3 sp - sTuare - round flat - half-round 3 sp - sTuare - round



ITEM: FH

WOODEN HANDLES WITH BRASS MANDREL FOR NEEDLE FILES

Tech. Code

Description For model length 160 mm e 180 mm

ITEM: G8820
Beech wood handles with brass mandrel and setting nut rod for needle files.

PLASTIC HANDLES FOR FILES

Tech. Code

Dimension N° 2 3 4 5
Length mm 100 110 120 130



ITEM: G8807
Handles in thermoplastic resin for files.



G

G.65 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

MICROSMERIGLIATRICE MANUALE ELETTRICA AD ALTA COPPIA
ART. ULTIMATE XL TORQUE
L’ULTIMATE XL TORQUE è dotato di un microprocessore ad alte prestazioni di nuova generazione che
mantiene un controllo graduale sia dell’avvio che dell’arresto. Funzione di autodiagnosi. Pannello displa\
digitale di facile consultazione. Segnale acustico di controllo funzionamento. La possibilità di utilizzo col
comando a pedale migliora l’efficienza ed il flusso di lavoro. Manipolo ad impugnatura ergonomica e con
sistema antipolvere incorporato per proteggere i cuscinetti a sfera. Leggero e compatto con rumore e
vibrazioni ridottissimi.
Il set comprende: Unità di controllo, micromotore, pedale e supporto per il manipolo.
Fornito con pinza standard da 2.35 mm.

Unità di controllo:
• Alimentazione: AC 230V 50/60 Hz
• Dimensioni: 167 x 247 x 77h mm
• Peso: 2,8 Kg.
• Colore: grigio

Manipolo:
• Velocità: 1.000 ÷ 50.000 rpm
• Torque max: 8,7 Ncm
• Dimensioni: 151 x 29Ø mm
• Peso: 219 g (senza cavo)
• Lunghezza cavo: 1,2 m

Cod. Tec. G941550
GR69 Euro 2030,00

MICROSMERIGLIATRICE MANUALE ELETTRICA
ART. VOLVERE I7
Il micromotore VOLVERE i7 nel nuovo design dall'ingombro ridotto può essere facilmente posizionato
ovunque sulle postazioni di lavoro. Dotato di un microprocessore ad alte prestazioni di nuova generazione
garantisce avvii ed arresti dolci e senza vibrazioni. Funzione di velocità costante programmabile. La
possibilità di utilizzo col comando a pedale migliora l'efficienza ed il flusso di lavoro.
Manipolo ad impugnatura ergonomica e con sistema antipolvere incorporato per proteggere i cuscinetti
a sfera. Leggero e compatto con rumore e vibrazioni ridottissimi.
Il set comprende: Unità di controllo, micromotore, pedale e supporto per il manipolo.
Fornito con pinza standard da 2.35 mm.

Unità di controllo:
• Alimentazione: AC 230V 50/60 Hz
• Dimensioni: 69 x 185 x 167h mm
• Peso: 930 g
• Colore: grigio

Manipolo:
• Velocità: 1.000 ÷ 35.000 rpm
• Torque max: 4,1 Ncm
• Dimensioni 145 x 24,5Ø mm
• Peso: 192 g (senza cavo)
• Lunghezza cavo: 1,2 m

Cod. Tec. G941235
GR69 Euro 1367,00

PINZE PER MICROSMERIGLIATRICI

Cod. Tec. G9420235 G9420300
GR69 Euro 52,00 52,00
Pinze mm 2,35 3,00

ART. G9420
Pinze di ricambio per microsmerigliatrici Volvere e Ultimate.

G.65Indivisible package  Suggested retail package - Unit price

MANUAL ELECTRIC GRINDER HIGH-TORQUE
ITEM: ULTIMATE XL TORQUE
The ULTIMATE XL TORQUE is equipped with a microprocessor of new generation with a high
performance which maintains a gradual control of start and stop. A gradual control of start and stop. Self
diagnosis function, digital panel, easy system. The possibility of processor usage foot control improves
efficiency and workflow. Handpiece with ergonomic handle and buil-In anti-dust system to protect the
bearings. Lightweight and compact with a very low noise and vibration level.
The set includes unit control, micro-moto, pedal and support for handpiece.
Supplied with standard clamp of 2.35 mm.

Control Unit:
- Power supply: AC 230V 50/60 Hz
- Dimension: 167 x 247 x 77h mm
- Weight: 2.8 Kg
- Colour: grey

Handle:
- Speed: 1000 + 50000 rpm
- Max torque: 8.7 Ncm
- Dimension 151 x 29 mm
- Weight; 219 g (without cable)
- Cable length 1.2 m

Tech. Code

MANUAL ELECTRIC GRINDER
ITEM: VOLVERE I7
The micromotor VOLVERE i7 a new small design can easily be placed anywhere on workstations.
Equipped with a microprocessor new generation performance. Guaranteed smooth start and stop
vibrations. Programmable constant speed.
The possibility of use with foot control improves efficiency and workflow. Ergonomic handle with built-In
dust protection to protect the ball bearings. Light and compact with reduced noise and vibration level.
The set includes control unit, micromotor, foot and handle support, supplied with clamp of 2.35 mm.

Control Unit:
- Power supply AC 230V 50/60 Hz
- Dimension 69 x 185 x 167h mm
- Weight: 930
- Colour: grey

Handle:
- Speed 1000 + 35000 rpm
- Torque max: 4.1 Ncm
- Dimension 145 x 24.5 mm
- Weight 192 g (without cable)

Tech. Code

COLLETS FOR MICRO-GRINDERS

Tech. Code

Collets mm 2.35 3.00

ITEM: G9420
Replacement collets for micro-grinders Volvere and Ultimate.



G

G.66 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ALBERI FLESSIBILI RINFORZATI

Cod. Tec. G9510ALB5X950
GR69 Euro 229,69

ART. G9510
L'albero flessibile è particolarmente robusto e maneggevole, grazie al giunto cardanico (brevettato) che serve
anche ad isolare il flessibile dal corpo motore, la rotazione risulta priva di vibrazioni.

Predisposto all'utilizzo con manipoli ad attacco "SLIP".

Dati Tecnici:
- Attacco ø 5 mm
- Lunghezza 950 mm

BRACCI PER SOSPENSIONE MOTORI

Cod. Tec. G9520BRACCIO
GR69 Euro (190,05)

ART. G9520
Completo di vite di fissaggio sopra il livello del tavolo da lavoro.
Verniciatura grigia con tubo di prolungamento cromato.

Dati Tecnici:
- Capacità di chiusura 0-60 mm
- Estensione min/max 610/930 mm

MANIPOLI DIRITTI ATTACCO "SLIP"

Cod. Tec. G9530MAN2,35 G9530MAN3,00
GR69 Euro (157,59) 157,59

Pinza � mm 2,35 3,00

ART. G9530
Il manipolo da laboratorio Faro è rotante su cuscinetti a sfere autoregistrabili, particolarmente adatto all'utilizzo con
mini frese, dischetti in cotone, feltri e legni con gambo per lucidatura.
Di costruzione solida, leggero e semplice all'uso.

Dati Tecnici:
- Velocità fino a 22000 giri/min.
- Attacco (all'albero flessibile) versione "SLIP"
- Pinza portautensili gambo Ø 2,35mm - Ø 3,00mm

MOTORI SOSPESI 230/240V COMPLETI DI REOSTATO CONTRONIC

Cod. Tec. G9500MOTORE
GR69 Euro (651,99)

ART. G9500
Il motore da laboratorio FARO offre la sicurezza assoluta del doppio isolamento, la durata in un motore
dimensionato per lavori assai più gravosi di quelli che potrete fare, la qualità di un prodotto realizzato con
tecnologie di avanguardia.

Dati Tecnici:
- Motore con doppio isolamento
- Coppia elevata anche a bassa velocità di rotazione
- Potenza 300 W
- Velocità 22.000 giri/min.
- Reostato elettronico per garantire un'ottima progressione della velocità di rotazione del motore
- Velocità reostato da 8.000 a 22.000 giri/min - versione "contronic" da 3.000 a 20.000 giri/min

Il braccio per sospensione, l'albero flessibile ed il manipolo non sono inclusi

G.66 Indivisible package   Suggested retail package - Unit price

REINFORCED FLEXIBLE SHAFTS

Tech. Code

ITEM: G9510
The flexible shaft is particularly robust and easy to handle, thanks to the universal joint (patented) that is also useful
to insulate the hose from the motor; the rotation is vibration-free.

Ready for use with SLIP-coupling handpieces.

Technical data:
- Coupling ø 5 mm
- Length 950 mm

SUSPENSION ARMS FOR MOTORS

Tech. Code

ITEM: G9520
Complete with fixing screw above the work table.
Grey paint with chrome extension hose.

Technical Data:
- Clamping capacity 0-60 mm
- Extension min/max 610/930 mm

STRAIGHT SLIP-COUPLING HANDPIECES

Tech. Code

Collet for shank Ø
mm

2,35 3,00

ITEM: G9530
The Faro laboratory handpiece rotates on auto-adjusting ball bearings; particularly suitable for use with mini-
cutters, cotton discs, felt and woods with shank for polishing.
Ruggedly built, lightweight and simple to use.

Technical Data:
- Speed up to 22000 rev/min.
- SLIP-type coupling (to flexible shaft)
- Collet Ø 2.35mm - Ø 3,00mm

SUSPENDED 230/240V MOTORS COMPLETE WITH CONTRONIC RHEOSTAT

Tech. Code

ITEM: G9500
The FARO laboratory motor offers the absolute security of double insulation, the durability of a motor
sized for work far in excess of your work load, the quality of a product made with cutting-edge technologies.

Technical Data:
- Motor with double insulation
- High torque also at low rotation speed
- Power 300 W
- Speed 22000 rev/min.
- Electronic rheostat to ensure good progression of the motor rotation speed
- Rheostat speed from 8000 to 22000 rev/min - "Contronics" version from 3000 to 20000 rev/min

The arm for suspension, the flexible shaft and the handpiece are not included.
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e accessori

21 - 23
H2

Oli interi

24 - 31
H3

Accessori per la
lubro-refrigerazione

32 - 36
H4
Disoleatori,

ossigenatori
e assorbenti

37 - 40
H5

Abbattitori di fumi

41 - 43
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Accessori

H.1

METALWORKING LUBRICANTS

Metalworking fluids

Cutting oils
and accessories

Slide way
and gear oils

Fluid for maintenance,
mixers and aircoolers

Skimmers
and tramp

oil separators

Air filters
for machine tool

Accessories



H.2

H

ASSISTENZA TECNICA EUROPEA

Grazie alla formazione continua dei suoi
tecnici, la Chemical Division può garantire
assistenza tecnica in tutta Europa.

FORMULAZIONE PRODOTTI CHIMICI

Grazie al personale altamente qualificato
all’interno del nostro laboratorio, la Chemical
Division effettua continua ricerca di nuove
materie prime ed è in grado di formulare
lubrificanti, lubrorefrigeranti e prodotti chimici.

CARATTERIZZAZIONE PRODOTTI CHIMICI

Grazie alla strumentazione all’avanguardia,
la Chemical Division può caratterizzare la
quasi totalità dei prodotti chimici e lubrificanti
presenti sul mercato.

ANALISI PRODOTTI IN USO

Grazie ai quarant’anni di esperienza
sul campo, la Chemical Division può
verificare econtrollare lo stato dei prodotti
di lavorazione in uso.

ANALISI CONTAMINANTI

Tramite metodiche specifiche, la Chemical
Division può verificare la presenza di
contaminanti nel prodotto fresco o in uso.

H.2

EUROPEAN TECHNICAL ASSISTANCE

Thanks to the continuous training of its
technicians, the Chemical Division can
guarantee technical assistance throughout
Europe.

CHEMISTRY FORMULATION

Thanks to the highly qualified staff inside our
laboratory, the Chemical Division carries out
continuous research of new raw materials and
is able to formulate lubricants. Coolants and
chemical products.

CHARACTERIZATION OF CHEMICAL
PRODUCTS

Thanks to the instrumentation of the latest
generation, the Chemical Division can
characterize almost all the chemical and
lubricating products on the market.

PRODUCT ANALYSIS IN USE

Thanks to the forty years of experience in
the field, the Chemical Division can verify
and check the status of the products in
use.

CONTAMINATING ANALYSIS

By means of specific methods, the Chemical
Division can check the presence of
contaminants in fresh or products in use
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H.3 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

FORMATI DISPONIBILI

Tanica

Fusto Cubo

UNITEC
2K

UNITEC
2K STRONG

UNITEC2K
CF AEROSPACE

UNITEC
GREEN COOLANT

UNITEC
HW 30

UNITEC
520

H0010 H0011 H0015 H0210 H0040 H0125

Pag. H. 7 6 8 5 9 10

RETTIFICA      

FRESATURA      

TORNITURA      

FORATURA      

ACQUE <25°f <50°f <25°f <45°f <50°f <25°f

DETERGENZA      

GHISA (K)      

ACCIAI INOX (M)      

ACCIAI LEGATI (P <1200 N/mm²)      

ACCIAI AL CARBONIO (P <850 N/mm²)      

ALLUMINIO (Al) - ERGAL - AVIONAL      

MAGNESIO (Mg)      

LEGHE GIALLE (Cu)      

TITANIO (Ti)      

PRESSIONE (Bar) <40 <45 <40 <30 <40 <40

FATTORE RIFRATTOMETRICO 1 1 1 1.5 1.1 2

○ = non adatto, ● adatto, ●● consigliato, ●●● ottimale

TABELLA DI SELEZIONE PER OLI EMULSIONABILI

Truciolo di grandi dimensioni Truciolo di piccole dimensioni

Legenda per i diagrammi a stella:

FR (Resistenza alla Schiuma): rappresenta la capacità del fluido emulgato di resistere alla
formazione di schiuma.
EP (Estreme Pressioni): rappresenta la capacità del fluido emulgato di fornire lubrificazione in
lavorazioni gravose.
DT (Detergenza): rappresenta la capacità del fluido emulgato di decantare lo sfrido risultante
dalla lavorazione.
BR (Resistenza Batterica): rappresenta la capacità del fluido emulgato di resistere all'attacco di
microorganismi.
DO (Drag Out): rappresenta la capacità del fluido emulgato di auto-concentrarsi.
WR (Compatibilità con le Acque): rappresenta la capacità del fluido emulgato di mantenere
stabilità a differenti concentrazioni calciche.
OP (Potere Protettivo): rappresenta la capacità del fluido emulgato di proteggere i pezzi dalla
corrosione.
BC (Biocompatibilità): rappresenta la capacità del prodotto di non causare o causare lieve
risposta biologica.
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H.3Indivisible package  Suggested retail package - Unit price

FORMATS

Can

Drum IBC

UNITEC
2K

UNITEC
2K STRONG

UNITEC2K
CF AEROSPACE

UNITEC
GREEN COOLANT

UNITEC
HW 30

UNITEC
520

Page. H 7 6 8 5 9 10

Grinding      

MILLING      

Turning      

DRILLING      

WATERS <25°f <50°f <25°f <45°f <50°f <25°f

DETERGENCY      

CAST IRON (K)      

STAINLESS STEEL (M)      

ALLOYED STEEL (p<1200 n/mm²)      

CARBON STEEL (P <850 n/mm²)      

ALUMINUM (al) ERGAL - AVIONAL      

MAGNESIUM (mg)      

COPPER ALLOY (Cu)      

TITANIUM (ti)      

PRESSURE (Bar) <40 <45 <40 <30 <40 <40

Refractometric
factor

1 1 1 1.5 1.1 2

 = not suited  suited  recommended  excellent

SELECTION OF LUBRICANT-COOLING OILS

Large chip Small chip

Flow charts:

FR (Resistance to Foam): it represents the capacity of the emulsified fluid to resist the
formation of foam.
EP (Extreme Pressures): it represents the capacity of the emulsified fluid to provide lubrication
in heavy workings.
DT (Detergency): it represents the capacity of the emulsified fluid to decant the waste resulting
from processing.
BR (Bacterial Resistance): it represents the capacity of the emulsified fluid to resist the attack
of micro-organisms.
DO (Drag Out): it represents the capacity of the emulsified fluid to self-concentrate.
WR (Water Compatibility): it represents the capacity of the emulsified fluid to be stable at
different water hardness.
OP (Protective Power): it represents the capacity of the emulsified fluid to protect the pieces
from corrosion.
BC (Biocompatibility): it represents the ability of the product not to cause or cause slight
biological response.
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H.4

H

≤40

BAR

≤70

BAR

≤30

BAR

Acque dolci

≤15°f

Rettifica

MAX
HP 270

Truciolo

Acque medie

≤30°f

Acque dure

~45°f

MAX
HP 250

MAX
HP 230

LEGENDA APPLICAZIONI

GRAFICI DI SELEZIONE PER OLI EMULSIONABILI

Questo grafico rappresenta la scelta del prodotto più adatto alla specifica tipologia di materiale lavorato.

2K CF 2K 2K STRONG GREEN COOLANT HW 30 520
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RETTIFICA FRESATURA TORNITURA FORATURA

PERFORMANCE LAVORAZIONE

Questo grafico rappresenta la scelta del prodotto più adatto alla specifica tipologia di lavorazione.

2K CF 2K 2K STRONG GREEN COOLANT HW 30 520
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COMPATIBILITÀ METALLI

GHISA (K) ACCIAI AL CARBONIO (P<850 N/mm2)

ACCIAI LEGATI (P<1200 N/mm2)

TITANIO (Ti) LEGHE GIALLE (Cu)

MAGNESIO (Mg)

ACCIAI INOX (M)

ALLUMINIO - ERGAL - AVIONAL (Al)

H.4

Soft water

≤15°f

Grinding

MAX
HP 270

Chip

Medium water

≤30°f

Hard water

~45°f

MAX
HP 250

MAX
HP 230

APPLICATIONS LEGEND

QUICK CHOICE OF PRODUCT

This graph represents the choice of the most suitable product for the specific type of processed material.

GRINDING MILLING TURNING DRILLING

PROCESSING PERFORMANCE

This graph represents the choice of the most suitable product for the spedific type of processing.

METAL COMPATIBILITY

CAST IRON (K) CARBON STEEL (P<850 N/mm2)

ALLOYED STEEL (P<1200 N/mm2)

TITANIUM COPPER ALLOY (Cu)

MAGNESIUM (Mg)

STAINLESS STEEL (M)

ALUMINUM - ERGAL - AVIONAL (Al)
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H.5 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

FLUIDI SINTETICI SENZA BORO E DONATORI DI FORMALDEIDE Unitec

Cod. Tec. GR73
Euro

Quantità
L

Aspetto concentrato Aspetto emulsione Fattore rifrattometrico
Densità DIN 52757

Kg/lt
pH (5%)

DIN 51369

Temperatura
di stoccaggio

°C

H021020 194,00 20
Giallo chiaro Traslucido 1,5 0,980 9,5 da 5 a 40

H0210200 1609,00 200

FR

EP

DT

BR

DO

WR

OP

BC

SCHEDE DI SICUREZZA ON-LINE

ART. UNITEC GREEN COOLANT

≤30

BAR

UNITEC GREEN COOLANT è un lubrorefrigerante emulsionabile a medio contenuto di oli di origine
rinnovabile e additivi EP, non contiene sostanze SVHC, né cloro, né boro né donatori di formaldeide.
L'olio emulsionabile UNITEC GREEN COOLANT è un prodotto innovativo e di nuova concezione, progettato
per avere la massima biocompatibilità con gli operatori.
UNITEC GREEN COOLANT ha ottime capacità lubrificanti grazie all'olio, su base estere, contenuto al suo
interno, questo riesce a garantire eccellenti doti lubrificanti rispetto ai prodotti emulsionabili tradizionali.
Quest'olio emulsionabile ha anche caratteristiche detergenti ottime confrontato con oli di vecchia concezione.

VANTAGGI:
- Ottima compatibilità con acqua da 10 a 45 °f
- Ottimo profilo sanitario e alta compatibilità con gli operatori
- Eccellente lubrificazione anche nelle operazioni più gravose
- Eccellente pulizia delle aree di lavoro
- Lunga durata delle emulsioni
- Schiumosità contenuta nell'intervallo di durezza delle acque consigliato

APPLICAZIONI K INOX P <850 P <1200 Al Mg Cu Ti Concentrazioni consigliate

Rettifica         5 %

Tornitura         5 - 8 %

Fresatura         5 - 10 %

Foratura, Alesatura         5 - 10 %

○ = non adatto  adatto,  consigliato,  ottimale
Le caratteristiche chimico fisiche riportate in tabella non costituiscono in alcun caso una specifica per il costruttore e produttore.

Note: prima di inserire UNITEC GREEN COOLANT in vasca è necessario effettuare un processo di pulizia della macchina utilizzando CLEAN BATT e CLEAN SUMP
seguendo la metodologia approvata dal Laboratorio chimico di LINK Gruppo S.p.A.

H.5Indivisible package  Suggested retail package - Unit price

BORON AND FORMALDEHYDE RELEASER-FREE SYNTHETIC FLUIDS

Tech. Code Quantity
L

Appearance
concentrated

Appearance
emulsion

Refractometric
factor

Density DIN 52757
Kg/lt

pH (5%)
DIN 51369

Storage
temperature

°C

20
Light yellow Translucent 1,5 0,980 9,5 from 5 to 40

200

SAFETY DATA SHEETS ON-LINE

ITEM: UNITEC GREEN COOLANT
UNITEC GREEN COOLANT is a emulsifiable coolant with a medium content of renewable origin base oils
and EP additives. It does not contain SVHC substances, chlorine, boro, formaldehyde. The emulsifiable
UNITEC GREEN COOLANT oil is an innovative and newly designed product designed to have the maximum
biocompatibilty with the operators. UNITEC GREEN COOLANT has excellent lubricating capacity thanks to
the oil on an ester base, contained within it. This can guarnatee excellent lubricating qualities compared to
traditional emulsifiable products. This oil also has excellent cleaning properties compared to old generation
oils.

ADVANTAGES:
- Excellent compatibility with water from 10 to 45 ° f
- Excellent health profile, compatibility with operator
- Excellent lubrification even in the most demanding operations
- Excellent cleaning of work area
- Long duration of the emulsions
- Foaming contained in the range of water hardness recommended

APPLICATIONS K INOX P <850 P <1200 AI Mg Cu Ti Recommended concentration

Grinding         5 %

Turning         5 - 8 %

Drilling         5 - 10 %

Drilling, boring         5 - 10 %

 = not suited  suited  recommended  excellent
The chemical-physical characteristics shown in the table do not constitute in any case an unsubscription for the manufacturer and producer.

Note: before inserting UNITEC GREEN COOLANT in the tank it is necessary to carry out a cleaning process of the machine using CLEAN BATT and CLEAN SUMP
following the methodology approved by the chemical Workshop of LINK Gruppo S.p.A.
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H.6 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

FLUIDI MINERALI SENZA BORO E DONATORI DI FORMALDEIDE Unitec

Cod. Tec. GR70
Euro

Quantità
L

Aspetto concentrato Aspetto emulsione
Densità DIN 52757

Kg/lt
pH (5%) DIN 51369

Temperatura
di stoccaggio

°C

H001120 165,00 20
Ambra Lattescente 0,950 9,35 da 5 a 40

H0011200 1450,00 200

FR

EP

DT

BR

DO

WR

OP

BC

ART. UNITEC 2K STRONG

≤40

BAR

UNITEC 2K STRONG è un lubrorefrigerante emulsionabile multimateriale ad alto contenuto di oli minerali,
esente da sostanze SVHC, boro e battericidi donatori di formaldeide. UNITEC 2K STRONG è un olio
emulsionabile nato per le esigenze dell'industria ove siano presenti acque con durezze elevate e necessità
di elevata lubrificazione. L'olio emulsionabile UNITEC 2K STRONG ha un'eccellente capacità lubrificante e
detergente, avendo nel contempo ottima resistenza all'attacco di microorganismi.

VANTAGGI:
- Ottima compatibilità con durezze di acqua da 10 a 50 °f
- Ottimo potere detergente della macchina utensile e dei pezzi
- Eccellente lubrificazione anche nelle operazioni più gravose
- Ottima azione anticorrosiva
- Eccellente pulizia delle aree di lavoro
- Lunga durata delle emulsioni ed eccellente resistenza alla prolificazione batterica
- Ottima capacità di resistenza alla schiuma

APPLICAZIONI K INOX P <850 P <1200 Al Mg Cu Ti Concentrazioni consigliate

Rettifica         /

Tornitura         5 - 8 %

Fresatura         5 - 10 %

Foratura, alesatura         5 - 10 %

○ = non adatto  adatto,  consigliato,  ottimale
Le caratteristiche chimico fisiche riportate in tabella non costituiscono in alcun caso una specifica per il costruttore e produttore.

Note: prima di inserire UNITEC 2K STRONG in vasca, è necessario effettuare un processo di pulizia della macchina, utilizzando CLEAN BATT e CLEAN SUMP,
seguendo la metodologia approvata dal Laboratorio chimico di LINK Gruppo S.p.A.

I prodotti sono disponibili nel CAP A

MASCHI RULLATORI - M

Cod. Tec. d x p
mm

L
mm

l
mm

A2360M6 6 x 1 80 10

A2360M8 8 x 1,25 90 14

A2360M10 10 x 1,5 100 16

A2360M12 12 x 1,75 110 18

Prodotti correlati

H.6 Indivisible package   Suggested retail package - Unit price

BORON AND FORMALDEHYDE RELEASER-FREE MINERAL FLUIDS

Tech. Code Quantity
L

Appearance
concentrated

Appearance
emulsion

Density DIN 52757
Kg/lt

pH (5%) DIN 51369
Storage

temperature
°C

20
Amber Milky 0,950 9,35 from 5 to 40

200

ITEM: UNITEC 2K STRONG
UNITEC 2K STRONG is a multi-material emulsifiable cooling lubricant with a high mineral oil content, free
from SVHC, boron and for formaldehyde donor bactercides. UNITEC 2K STRONG is an emulsifiable oil
created for the needs of industry where there is water with high hardness and the need for high lubrication.
UNITEC 2K STRONG emulsifiable oil has an excellent lubricating and detergent capacity while at the same
time having excellent resistance against micro-organisms.

ADVANTAGES:
- Excellent compatibility with water hardness from 10 to 50 °f
- Excellent cleaning power of the machine tool and the parts
- Excellent lubrication even in the most difficult operations
- Excellent anti-corrosive action
- Excellent cleaning of work areas
- Long duration of emulsions and excellent resistance to bacterial proliferation
- Excellent resistance to foam

APPLICATIONS K INOX P <850 P <1200 AI Mg Cu Ti Recommended concentration

Grinding         /

Turning         5 - 8 %

Drilling         5 - 10 %

Drilling, boring         5 - 10 %

 = not suited  suited  recommended  excellent
The chemical-physical characteristics shown in the table do not constitute in any case an unsubscription for the manufacturer and producer.

Note: before inserting UNITEC 2K STRONG in the tank it is necessary to carry out a cleaning process of the machine using CLEAN BATT and CLEAN SUMP following the
methodology approved by the chemical Workshop of LINK Gruppo S.p.A.

The products are available in chapter A

FORMING TAP FOR BLIND THROUGH HOLES - M

Tech. Code d x p
mm

L
mm

l
mm

6 x 1 80 10

8 x 1,25 90 14

10 x 1,5 100 16

12 x 1,75 110 18

Related products
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H.7 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

FLUIDI MINERALI SENZA BORO E DONATORI DI FORMALDEIDE Unitec

Cod. Tec. GR70
Euro

Quantità
L

Aspetto concentrato Aspetto emulsione Fattore rifrattometrico
Densità DIN 52757

Kg/lt
pH (5%) DIN 51369

Temperatura
di stoccaggio

°C

H00105 49,00 5

Verde smeraldo Lattescente 1,0 0,960 9,25 da 5 a 40H001020 169,00 20

H0010200 1358,00 200

FR

EP

DT

BR

DO

WR

OP

BC

SCHEDE DI SICUREZZA ON-LINE

ART. UNITEC 2K

≤40

BAR

UNITEC 2K è un lubrorefrigerante emulsionabile ad alto contenuto di oli minerali e additivi EP, non contiene
sostanze SVHC, né boro né battericidi donatori di formaldeide, formulato per la lavorazione di leghe ferrose
e non ferrose.
L'olio emulsionabile UNITEC 2K è stato studiato per dare le massime prestazioni con acque medio-dolci e
ha ottime capacità lubrificanti grazie agli additivi EP al suo interno.

VANTAGGI:
- Ottima compatibilità con acqua di durezza compresa tra 0 e 30 °f
- Ottimo potere detergente della macchina utensile e dei pezzi
- Eccellente profilo sanitario e ottima compatibilità con gli operatori
- Eccellente lubrificazione anche nelle operazioni più gravose
- Formidabile azione antiossidante e biodinamica
- Eccellente pulizia delle aree di lavoro
- Lunga durata delle emulsioni
- Schiumosità contenuta nell'intervallo di durezza delle acque consigliato

APPLICAZIONI K INOX P <850 P <1200 Al Mg Cu Ti Concentrazioni consigliate

Rettifica         /

Tornitura         5 - 8 %

Fresatura         5 - 10 %

Foratura, alesatura         5 - 10 %

○ = non adatto  adatto,  consigliato,  ottimale
Le caratteristiche chimico fisiche riportate in tabella non costituiscono in alcun caso una specifica per il costruttore e produttore.

Note: prima di inserire UNITEC 2K in vasca, è necessario effettuare un processo di pulizia della macchina, utilizzando CLEAN BATT e CLEAN SUMP, seguendo la
metodologia approvata dal Laboratorio chimico di LINK Gruppo S.p.A.

H.7Indivisible package  Suggested retail package - Unit price

BORON AND FORMALDEHYDE RELEASER-FREE MINERAL FLUIDS

Tech. Code Quantity
L

Appearance
concentrated

Appearance
emulsion

Refractometric
factor

Density DIN 52757
Kg/lt

pH (5%) DIN 51369
Storage

temperature
°C

5

Emerald Milky 1,0 0,960 9,25 from 5 to 4020

200

SAFETY DATA SHEETS ON-LINE

ITEM: UNITEC 2K
UNITEC 2K is a emulsifiable coolant with an high content of mineral oil and EP addictives, it does not
contain SVHC: substances neither boron nor formaldehyde donor bactercides,formulated for the processing
of Iron and non ferrous alloys.UNITEC 2K emulsfiable oil has been stuided to give maximum performance
with medium-soft water and has an excellent lubricant capacity, thanks to the EP additives.

ADVANTAGES:
- Excellent compatibility with water hardness from 0 to 30 °f
- Excellent cleaning power of the machine tool and parts
- Excellent health profile and excellent compatibilty with operators
- Excellent lubrication even in the most demanding operations
- Formidable antioxidant and bio-dynamic action
- Excellent cleaning of work areas
- Long duration of the emulsions
- Foaming contained in the range of water hardness recommended

APPLICATIONS K INOX P <850 P <1200 AI Mg Cu Ti Recommended concentration

Grinding         /

Turning         5 - 8 %

Drilling         5 - 10 %

Drilling, boring         5 - 10 %

 = not suited  suited  recommended  excellent
The chemical-physical characteristics shown in the table do not constitute in any case an unsubscription for the manufacturer and producer.

Note: before inserting UNITEC 2K in the tank it is necessary to carry out a cleaning process of the machine using CLEAN BATT and CLEAN SUMP following the
methodology approved by the chemical Workshop of LINK Gruppo S.p.A.



H

H.8 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

FLUIDI MINERALI SENZA BORO E DONATORI DI FORMALDEIDE Unitec

Cod. Tec. GR73
Euro

Quantità
L

Aspetto concentrato Aspetto emulsione Fattore rifrattometrico
Densità DIN 52757

Kg/lt
pH (5%)

DIN 51369

Temperatura
di stoccaggio

°C

H001520 178,00 20
Marrone Lattescente 1,0 0,960 9,25 da 5 a 40

H0015200 1443,00 200

FR

EP

DT

BR

DO

WR

OP

BC

SCHEDE DI SICUREZZA ON-LINE

ART. UNITEC 2K CF AEROSPACE

≤40

BAR

UNITEC 2K CF AEROSPACE è un lubrorefrigerante emulsionabile ad alto contenuto di oli minerali, non
contiene cloro, sostanze SVHC, né boro né battericidi donatori di formaldeide, adatto per la lavorazione di
leghe ferrose, non ferrose e leghe di titanio.
L'UNITEC 2K CF AEROSPACE è un olio emulsionabile nato per le esigenze nell'industria aereospaziale
per questo motivo all'interno di quest'olio non è presente cloroparaffina o alogenuri.
L'olio emulsionabile UNITEC 2K CF AEROSPACE è stato studiato per dare le massime prestazioni con
acque medio-dolci e ha ottime capacità lubrificanti grazie ad additivi EP al suo interno.

VANTAGGI:
- Ottima compatibilità con durezze di acqua da 0 a 30 °f
- Non contiene cloroparaffina
- Ottimo potere detergente della macchina utensile e dei pezzi
- Eccellente profilo sanitario e ottima compatibilità con gli operatori
- Eccellente lubrificazione anche nelle operazioni più gravose
- Formidabile azione antiossidante e biodinamica
- Eccellente pulizia delle aree di lavoro
- Lunga durata delle emulsioni
- Schiumosità contenuta nell'intervallo di durezza delle acque consigliato

APPLICAZIONI K INOX P <850 P <1200 Al Mg Cu Ti Concentrazioni consigliate

Rettifica         /

Tornitura         5 - 8 %

Fresatura         5 - 10 %

Foratura, alesatura         5 - 10 %

○ = non adatto  adatto,  consigliato,  ottimale
Le caratteristiche chimico fisiche riportate in tabella non costituiscono in alcun caso una specifica per il costruttore e produttore.

Note: Prima di inserire UNITEC 2 K CF in vasca è necessario effettuare un processo di pulizia della macchina utilizzando CLEAN BATT e CLEAN SUMP seguendo la
metodologia approvata dal Laboratorio chimico di LINK Gruppo S.p.A.

I prodotti disponibili nel CAP H

RIFRATTOMETRI OTTICI

Cod. Tec. Modello Divisioni %

H3631018 0 - 18% 0,1

H3631032 0 - 32% 0,2

H3631R1 Piastrina di ricambio -

Prodotti correlati

H.8 Indivisible package   Suggested retail package - Unit price

BORON-CHLORINE AND FORMALDEHYDE RELEASER-FREE MINERAL FLUIDS

Tech. Code Quantity
L

Appearance
concentrated

Appearance
emulsion

Refractometric
factor

Density DIN 52757
Kg/lt

pH (5%)
DIN 51369

Storage
temperature

°C

20
Brown Milky 1,0 0,960 9,25 from 5 to 40

200

SAFETY DATA SHEETS ON-LINE

ITEM: UNITEC 2K CF AEROSPACE
UNITEC 2K CF AEROSPACE is an emulsifiable coolant with an high content of mineral oil. It does not
contain chlorine, substances SVHC or boron or bactercides, suitable for machining ferrous alloys, non-
ferrous and titanium alloys. UNITEC 2K CF AEROSPACE is an emulsifiable oil created for the needs in
the aerospace Industry for this reason there is no chlorinated paraffin or halides in this oil. UNITEC 2K OF
AEROSPACE emulsifiable oil has been studied to give maximum performance with medium-soft water and
has excellent lubricating capacity thanks to EP additives.

ADVANTAGES:
- Excellent compactibility with water hardness from 0 to 30 °f
- It does not contain chloroparaffin
- Great cleaning power of the machine tool and of workpieces
- Excellent health profile and excellent compatibilty with operators
- Excellent lubrication even in the most demanding operations
- Formidable antioxidant and bio-dynamic
- Excellent cleaning of work areas
- Long duration of the emulsions
- Foaming contained in the range of water hardness recommended

APPLICATIONS K INOX P <850 P <1200 AI Mg Cu Ti Recommended concentration

Grinding         /

Turning         5 - 8 %

Drilling         5 - 10 %

Drilling, boring         5 - 10 %

 = not suited  suited  recommended  excellent
The chemical-physical characteristics shown in the table do not constitute in any case an unsubscription for the manufacturer and producer.

Note: before inserting UNITEC 2K CF in the tank it is necessary to carry out a cleaning process of the machine using CLEAN BATT and CLEAN SUMP following the
methodology approved by the chemical Workshop of LINK Gruppo S.p.A.

The products are available in chapter H

HAND HELD REFRACTOMETERS

Tech. Code Model Divisions %

0 - 18% 0.1

0 - 32% 0.2

Spare plate -

Related products



H

H.9 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

FLUIDI MINERALI SENZA BORO CLORO E DONATORI DI FORMALDEIDE Unitec

Cod. Tec. GR73
Euro

Quantità
L

Aspetto concentrato Aspetto emulsione Fattore rifrattometrico
Densità DIN 52757

Kg/lt
pH (5%)

DIN 51369

Temperatura
di stoccaggio

°C

H004020 183,00 20
Ambra Traslucido 1,1 0,980 9,80 da 5 a 40

H0040200 1536,00 200

FR

EP

DT

BR

DO

WR

OP

BC

SCHEDE DI SICUREZZA ON-LINE

ART. UNITEC HW 30

≤40

BAR

UNITEC HW 30 è un olio lubrorefrigerante emulsionabile semisintetico a medio contenuto di oli minerali,
non contiene sostanze SVHC, né boro né donatori di formaldeide.
Quest'olio emulsionabile ha una formidabile azione antiossidante ed un'elevatissima resistenza ai
microrganismi. UNITEC HW 30 è un olio emulsionabile privo di cloroparaffina e alogenuri.
UNITEC HW 30 è stato studiato e formulato per dare il massimo di prestazioni su acque dure e in condizioni
lavorative difficoltose.

VANTAGGI:
- Compatibilità con acqua da 20 a 45°f
- Ottimo profilo sanitario e buona compatibilità con gli operatori
- Eccellente detergenza della mola
- Eccellente pulizia delle aree di lavoro
- Lunga durata delle emulsioni
- Schiumosità contenuta nell'intervallo di durezza delle acque consigliato
- Eccellenti prestazioni nella lavorazione di ghisa

APPLICAZIONI K INOX P <850 P <1200 Al Mg Cu Ti Concentrazioni consigliate

Rettifica         2.5 - 5 %

Tornitura         5 - 8 %

Fresatura         5 - 10 %

Foratura, alesatura         5 - 10 %

○ = non adatto  adatto,  consigliato,  ottimale
Le caratteristiche chimico fisiche riportate in tabella non costituiscono in alcun caso una specifica per il costruttore e produttore.

Note: Prima di inserire UNITEC HW 30 in vasca è necessario effettuare un processo di pulizia della macchina utilizzando CLEAN BATT e CLEAN SUMP seguendo la
metodologia approvata dal Laboratorio chimico di LINK Gruppo S.p.A.

H.9Indivisible package  Suggested retail package - Unit price

BORON-CHLORINE AND FORMALDEHYDE RELEASER-FREE MINERAL FLUIDS

Tech. Code Quantity
L

Appearance
concentrated

Appearance
emulsion

Refractometric
factor

Density DIN 52757
Kg/lt

pH (5%)
DIN 51369

Storage
temperature

°C

20
Amber Translucent 1,1 0,980 9,80 from 5 to 40

200

SAFETY DATA SHEETS ON-LINE

ITEM: UNITEC HW 30
UNITEC HW 30 is a semi-synthetic emulsifiable coolant with a medium content of mineral oil. It does not
contain SVHC substances boron or formaldehyde. This emulsifiable oil has a formidable anti-oxidant action
and a very high resistance to micro-organisms. UNITEC HW 30 is an emulsifiable oil without chloroparaffin
and halides. UNITEC HW30 has been stuided and formulated to give maximum performance on hard water
and in difficult working conditions.

ADVANTAGES:
- Excellent compatibility with water from 20 to 45 ° f
- Excellent health profile, compatibility with operator
- Excellent detergency of the grinding wheel
- Excellent cleaning of work area
- Long duration of the emulsions
- Foaming contained in the range of water hardness recommended
- Excellent performance in machining cast iron

APPLICATIONS K INOX P <850 P <1200 AI Mg Cu Ti Recommended concentration

Grinding         2.5 - 5 %

Turning         5 - 8 %

Drilling         5 - 10 %

Drilling, boring         5 - 10 %

 = not suited  suited  recommended  excellent
The chemical-physical characteristics shown in the table do not constitute in any case an unsubscription for the manufacturer and producer.

Note: before inserting UNITEC HW 30 in the tank it is necessary to carry out a cleaning process of the machine using CLEAN BATT and CLEAN SUMP following the
methodology approved by the chemical Workshop of LINK Gruppo S.p.A.



H

H.10 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

FLUIDI SEMISINTETICI SENZA BORO CLORO E DONATORI DI FORMALDEIDE Unitec

Cod. Tec. GR70
Euro

Quantità
L

Aspetto concentrato Aspetto emulsione Fattore rifrattometrico
Densità DIN 52757

Kg/lt
pH (5%)

DIN 51369

Temperatura
di stoccaggio

°C

H01255 42,00 5

Ambra Traslucido 2,0 1,010 9,80
da 10 a 40

H012520 124,05 20

H0125200 1040,00 200 da 5 a 40

FR

EP

DT

BR

DO

WR

OP

BC

SCHEDE DI SICUREZZA ON-LINE

ART. UNITEC 520

≤40

BAR

UNITEC 520 è un lubrorefrigerante emulsionabile semisintetico a basso contenuto di oli minerali, non
contiene sostanze SVHC, né boro né donatori di formaldeide, ha un ottima azione antiossidante ed una
elevatissima resistenza ai microrganismi.
Il prodotto è stato studiato per avere le sue massime performance su ghisa, riuscendo però anche a lavorare
su materiali come acciaio, alluminio magnesio o leghe gialle.
UNITEC 520 è un olio emulsionabile privo di cloroparaffina e alogenuri.
L'olio emulsionabile UNITEC 520 è stato pensato per tutte quelle lavorazioni che hanno necessità di un
ottima capacità refrigerante senza perdere capacità lubrificante e di pulizia del pezzo.

VANTAGGI:
- Compatibilità con acqua da 0 a 30°f
- Ottimo profilo sanitario e buona compatibilità con gli operatori
- Buona detergenza della mola
- Eccellente pulizia delle aree di lavoro
- Lunga durata delle emulsioni
- Schiumosità contenuta nell'intervallo di durezza delle acque consigliato

APPLICAZIONI K INOX P <850 P <1200 Al Mg Cu Ti Concentrazioni consigliate

Rettifica         2.5 - 5 %

Tornitura         5 - 8 %

Fresatura         5 - 10 %

Foratura, alesatura         5 - 10 %

○ = non adatto  adatto,  consigliato,  ottimale
Le caratteristiche chimico fisiche riportate in tabella non costituiscono in alcun caso una specifica per il costruttore e produttore.

Note: prima di inserire UNITEC 520 in vasca è necessario effettuare un processo di pulizia della macchina utilizzando CLEAN BATT e CLEAN SUMP seguendo la
metodologia approvata dal Laboratorio chimico di LINK Gruppo S.p.A.

Prodotto disponibile nel CAP G

MOLE DA RETTIFICA IN PIANO

Cod. Tec. D x T x H
mm

Specifica Forma

G7440P205 355 x 50 x 127 GF54E12VXPM

05G7440P255
406 x 50 x 127

GF46F12VXPC

G7440P305 GF46IVX

Prodotti correlati

H.10 Indivisible package   Suggested retail package - Unit price

BORON-CHLORINE AND FORMALDEHYDE RELEASER-FREE SEMI-SYNTHETIC FLUIDS

Tech. Code Quantity
L

Appearance
concentrated

Appearance
emulsion

Refractometric
factor

Density DIN 52757
Kg/lt

pH (5%)
DIN 51369

Storage
temperature

°C

5

Amber Translucent 2,0 1,010 9,80
from 10 to 40

20

200 from 5 to 40

SAFETY DATA SHEETS ON-LINE

ITEM: UNITEC 520
UNITEC 520 is a semi-synthetic emulsifiable coolant with a low content of mineral oil.It does not contain
SVHC substances, or boro or formaldehyde donors, it has an excellent anti oxident action and a very high
resistance tomicro-organisms.The product has been studied to have its maximum performance on cast Iron,
but it is also able to work on materials such as steel, magnesium, aluminum or yellow alloys. UNITEC 520
emulsifiable oil has been designed for all those processes that need an excellent cooling capacity without
losing the lubricating and cleaning capacity of the piece.

ADVANTAGES:
- Excellent compatibility with water from 0 to 30 °f
- Excellent health profile, compatibility with operators
-Excellent detergency of the grinding wheel
- Excellent cleaning of work area
- Long duration of the emulsions
- Foaming contained in the range of water hardness recommended

APPLICATIONS K INOX P <850 P <1200 AI Mg Cu Ti Recommended concentration

Grinding         2.5 - 5 %

Turning         5 - 8 %

Drilling         5 - 10 %

Drilling, boring         5 - 10 %

 = not suited  suited  recommended  excellent

The chemical-physical characteristics shown in the table do not constitute in any case an unsubscription for the manufacturer and producer.

Note: before inserting UNITEC 520 in the tank it is necessary to carry out a cleaning process of the machine using CLEAN BATT and CLEAN SUMP following the
methodology approved by the chemical Workshop of LINK Gruppo S.p.A.

Product available in index G

GRINDING WHEELS FOR FLAT SURFACE RECTIFYING PROCESSING

Tech. Code D x T x H
mm

Specification Shape

355 x 50 x 127 GF54E12VXPM

05
406 x 50 x 127

GF46F12VXPC

GF46IVX

Related products



H

H.11 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ECOSYNTH
1-6

ECOSYNTH
2-10

ECOSYNTH
3-22

ECOSYNTH
4-42

ECOSYNTH
6-12 DD

H1160 H1162 H1164 H1166 H1170

Pag. H. 12 13 14 15 16

RETTIFICA     

FRESATURA     

TORNITURA     

FORATURA
    

ACCIAI INOX (M)     

ACCIAI LEGATI (P <1200 N/mm²)     

ACCIAI AL CARBONIO (P <850 N/mm²)     

ALLUMINIO - ERGAL - AVIONAL (Al)     

MAGNESIO (Mg)     

LEGHE GIALLE (Cu)     

TITANIO (Ti)     

HSS     

MDI     

PRESSIONE (Bar) < 70 < 70 < 70 < 70 < 70

○ = non adatto, ● adatto, ●● consigliato, ●●● ottimale

TABELLA DI SELEZIONE PER OLI INTERI

ECOSYNTH 1-6
0

4

2

6

8

10

ECOSYNTH 2-10 ECOSYNTH 3-22 ECOSYNTH 4-42 ECOSYNTH 6-12 DD

MDI

ACCIAI INOX (M) ACCIAI LEGATI (P<1200 N/mm2) ACCIAI AL CARBONIO
(P<850 N/mm2) ALLUMINIO (Al) - ERGAL - AVIONAL MAGNESIO (Mg)

LEGHE GIALLE (Cu) TITANIO (Ti) HSS

Questo grafico rappresenta la compatibilità con i metalli di ogni fluido intero da taglio.

Legenda per i diagrammi a stella:

HZ (Sicurezza): rappresenta il grado di sicurezza garantito dal fluido nelle condizioni di lavoro.
DT (Detergenza): rappresenta la capacità del fluido di decantare lo sfrido risultante dalla
lavorazione.
EP (Potere EP, Estreme Pressioni): rappresenta la capacità del fluido di fornire lubrificazione
in lavorazioni gravose.
ST (Stabilità): rappresenta la capacità del fluido di resistere alla degradazione termo-ossidativa
causata dalle condizioni di lavoro.
MT (Metalli): rappresenta la compatibilità del fluido con i metalli.
EC (Ecologia): rappresenta la rinnovabilità e la biodegradabilità del fluido.
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H.11Indivisible package  Suggested retail package - Unit price

ECOSYNTH
1-6

ECOSYNTH
2-10

ECOSYNTH
3-22

ECOSYNTH
4-42

ECOSYNTH
6-12 DD

Page. H 12 13 14 15 16

Grinding     

MILLING     

Turning     

DRILLING     

STAINLESS STEEL (M)     

ALLOYED STEEL (p<1200 n/mm²)     

CARBON STEEL (P <850 n/mm²)     

ALUMINUM - ERGAL - AVIONAL (al)     

MAGNESIUM (mg)     

COPPER ALLOY (Cu)     

TITANIUM (ti)     

HSS     

MDI     

PRESSURE (Bar) < 70 < 70 < 70 < 70 < 70

 = not suited  suited  recommended  excellent

SELECTION OF LUBRICANT-COOLING OILS

MDI

STAINLESS STEEL (M) ALLOYED STEEL (P<1200 N/mm2) CARBON STEEL (P<850 N/mm2) ALUMINUM (Al) - ERGAL - AVIONAL MAGNESIUM (Mg)

COPPER ALLOY (Cu) TITANIUM (Ti) HSS

This graph represents the compatibility of metals for each neat cutting fluid.

Flow chart:

HZ (Safety): it represents the degree of security guaranteed by the fluid in working conditions.
DT (Detergency): it represents the ability of the fluid to decant the waste resulting from the
processing.
EP (Power Extreme Pressure): it represents the ability of the fluid to provide lubrication in
heavy machining.
ST (Stability): it represents the ability of the fluid to resist thermo-oxidative degradation caused
by working conditions
MT (Metals): it represents the compatibility of fluids with metals.
EC (Ecology): it represents the renewal and the bio-degradability of the fluid.
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H.12 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

OLI INTERI DA TAGLIO PROVENIENTI DA BASI VEGETALI RINNOVABILI EcoSynth

Cod. Tec. GR73
Euro

Quantità
L

Aspetto
Viscosità a 40°C
ASTM D445 cSt

Densità DIN 52757
Kg/lt

Punto di
infiammabilità
ASTM D92 °C

Temperatura
di stoccaggio

°C


H116020 225,00 20
Giallo paglierino 6 0,890 >170° da 10 a 40 1

H1160200 1841,00 200

HZ

DT

EP

ST

MT

EC

SCHEDE DI SICUREZZA ON-LINE

ART. ECOSYNTH 1-6

≤70

BAR

ECOSYNTH 1-6 è un olio intero per lavorazioni meccaniche di ultimissima generazione formulato partendo
da basi vegetali rinnovabili adatto per rettifica e lappatura su acciai, acciai temprati, HSS e matallo duro
integrale.
L'olio intero per lavorazioni meccaniche ECOSYNTH 1-6 è stato studiato per tutte quelle lavorazioni di
rettifica e lappatura gravose; grazie alla sua base di origine vegetale, permette un'ottima biocompatibilità
con gli operatori.
ECOSYNTH 1-6 è stato formulato per tutti quei clienti che hanno necessità di un olio intero per lavorazioni
meccaniche con alte performances di lubrificazione e detergenza, tenendo sempre in considerazione il
profilo sanitario.

VANTAGGI:
- Ottima azione detergente su mole diamantate
- Facile eliminazione del microsfrido
- Consigliato per lavorazioni a velocità elevata
- Ottimo in caso di lavorazioni dove viene sviluppato elevato calore
- Formulato per lavorazioni gravose di rettifica su metallo duro
- Prima scelta per la lappatura

APPLICAZIONI INOX P <850 P <1200 Al Mg Cu Ti HSS MDI

Rettifica         

Lappatura         

Tornitura, fresatura         

Foratura         

Alesatura, filettatura         

○ = non adatto  adatto,  consigliato,  ottimo

Le caratteristiche chimico fisiche riportate in tabella non costituiscono in alcun caso una specifica per il costruttore e produttore.

Safety
High quality
Renewablelubricants

H.12 Indivisible package   Suggested retail package - Unit price

SYNTHETIC NEAT CUTTING OIL WITH RENEWABLE PLANT BASED

Tech. Code Quantity
L

Appearance
Viscosity at 40°C
ASTM D445 cSt

Density DIN 52757
Kg/lt

Flash point
ASTM D92 °C

Storage
temperature

°C


20
Straw yellow 6 0,890 >170° from 10 to 40 1

200

SAFETY DATA SHEETS ON-LINE

ITEM: ECOSYNTH 1-6
ECOSYNTH 1-6 is a product for cutting created from renewable vegetable bases suitable for grinding and
lapping, hardened steel, HSS and hard metal.
The ECOSYNTH 1-6 is a neat cutting oil for mechanical machining which has been studied for all heavy
grinding and lapping operations, thanks to its vegetable orgin, it allows an excellent biocompatability with
the operators.
ECOSYNTH 1-6 has been formulated for all those customers who need a neat oil for all mechanical
processing with high performances of lubrification and detergency, always taking into account for the health
profile.

ADVANTAGES:
- Excellent cleaning action on diamond wheels
- Easy removal of micro-scrap
- Recommended for manufacturing at high speeds
- Excellent when working where a level of high heat is developed
- Formulated for the processing of grinding of heavy metals
- First choice for lapping

APPLICATIONS INOX P <850 P <1200 Al Mg Cu Ti HSS MDI

Grinding         

Lapping         

Turning,milling         

Drilling         

Boring,threading         

 = not suited  suited  recommended  excellent

The characteristics chemical and physical listed in the chart are not a sales specification under any circumstances for the manufacturer or producer.
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H.13 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

OLI INTERI DA TAGLIO PROVENIENTI DA BASI VEGETALI RINNOVABILI EcoSynth

Cod. Tec. GR73
Euro

Quantità
L

Aspetto
Viscosità a 40°C
ASTM D445 cSt

Densità DIN 52757
Kg/lt

Punto di
infiammabilità
ASTM D92 °C

Temperatura
di stoccaggio

°C


H116220 230,00 20
Giallo paglierino 10 0,880 >190 da 10 a 40 1

H1162200 1814,00 200

HZ

DT

EP

ST

MT

EC

SCHEDE DI SICUREZZA ON-LINE

ART. ECOSYNTH 2-10

≤70

BAR

ECOSYNTH 2-10 è un olio intero per lavorazioni meccaniche di ultimissima generazione formulato partendo
da basi vegetali rinnovabili, adatto per lavorazioni di tornitura, fresatura, foratura, alesatura, filettatura su
metalli e studiato per dare ottime performances per la rettifica e lappatura di HSS e matallo duro integrale.
L'olio intero per lavorazioni ECOSYNTH 2-10 è un olio universale, adatto a lavorare tutte le tipologie
di metalli con ottime capacità di eliminazione del microsfrido e di detergenza; sviluppa le sue massime
performances su torni a fantina e affilatrici.
ECOSYNTH 2-10 è stato formulato per tutti quei clienti che hanno necessità di un olio intero per lavorazioni
meccaniche con alte performances di lubrificazione e detergenza, tenendo sempre in considerazione il
profilo sanitario.

VANTAGGI:
- Ottima azione detergente su mole diamantate
- Specifico per costruzione e affilatura di utensili in MDI e HSS
- Facile eliminazione del microsfrido
- Formulato adatto per lavorazioni di leghe metalliche su torni a fantina mobile

APPLICAZIONI INOX P <850 P <1200 Al Mg Cu Ti HSS MDI

Rettifica         

Lappatura         

Tornitura, fresatura         

Foratura         

Alesatura, filettatura         

○ = non adatto  adatto,  consigliato,  ottimo

Le caratteristiche chimico fisiche riportate in tabella non costituiscono in alcun caso una specifica per il costruttore e produttore.

H.13Indivisible package  Suggested retail package - Unit price

SYNTHETIC NEAT CUTTING OIL WITH RENEWABLE PLANT BASED

Tech. Code Quantity
L

Appearance
Viscosity at 40°C
ASTM D445 cSt

Density DIN 52757
Kg/lt

Flash point
ASTM D92 °C

Storage
temperature

°C


20
Straw yellow 10 0,880 >190 from 10 to 40 1

200

SAFETY DATA SHEETS ON-LINE

ITEM: ECOSYNTH 2-10
ECOSYNTH 2-10 is a neat oil for the maching of the latest generation created from renewable vegetable
bases, suitable for turning, milling, drilling, boring and tapping on metals and designed to give excellent
performances for the grinding and lapping of HSS and hard metal neat oil for ECOSYNTH 2-10 is a
multi-purpose oil suitable to work on all types of metals with excellent ability to eliminate microsfrido and
detergency developes its maximum performances on lathes and grinding. ECOSYNTH 2-10 has been
formulated for all those customers who need a neat oil for mechanical processing with high performances
of lubrification and detergency always taking in to account the health profile.

ADVANTAGES:
- Excellent cleaning action of diamond wheels
- Specific for construction and tool sharpening im MDI and HSS
- Simple removal of micro scrap
- Formulation suitable for the machining of metal alloys on headstocks

APPLICATIONS INOX P <850 P <1200 Al Mg Cu Ti HSS MDI

Grinding         

Lapping         

Turning,milling         

Drilling         

Boring,threading         

 = not suited  suited  recommended  excellent

The characteristics chemical and physical listed in the chart are not a sales specification under any circumstances for the manufacturer or producer.



H

H.14 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

OLI INTERI DA TAGLIO PROVENIENTI DA BASI VEGETALI RINNOVABILI EcoSynth

Cod. Tec. GR73
Euro

Quantità
L

Aspetto
Viscosità a 40°C
ASTM D445 cSt

Densità DIN 52757
Kg/lt

Punto di
infiammabilità
ASTM D92 °C

Temperatura
di stoccaggio

°C


H116420 160,00 20
Ambrato 22 0,895 >220 da 10 a 40 1

H1164200 1330,00 200

HZ

DT

EP

ST

MT

EC

SCHEDE DI SICUREZZA ON-LINE

ART. ECOSYNTH 3-22

≤70

BAR

ECOSYNTH 3-22 è un olio intero per lavorazioni meccaniche di ultimissima generazione formulato
partendo da basi vegetali rinnovabili, additivato con additivi EP per aumentarne le performances adatto
per lavorazioni di tornitura, fresatura, foratura, alesatura e filettatura su metalli e studiato per dare ottime
performances su tornitura e fresatura.
L'olio intero per lavorazioni ECOSYNTH 3-22 è un olio universale adatto a qualsiasi tipologia di lavorazione
su metalli, con eccellente capacità lubrificante ed elevato potere antisaldante, anche per lavorazioni gravose
come stampaggio o dentatura.
ECOSYNTH 3-22 è stato formulato per tutti quei clienti che hanno necessità di un olio intero per lavorazioni
meccaniche con alte performances di lubrificazione e detergenza, tenendo sempre in considerazione il
profilo sanitario.

VANTAGGI:
- Eccellente lubrificazione
- Prima scelta nella lavorazione su torni a fantina mobile
- Elevato potere antisaldante
- Fluido studiato per essere adatto a qualsiasi lavorazione
- Utilizzabile su qualsiasi materiale metallico
- Eccezionale nella rettifica dei denti degli ingranaggi

APPLICAZIONI INOX P <850 P <1200 Al Mg Cu Ti HSS MDI

Rettifica         

Tornitura, fresatura         

Foratura         

Alesatura, filettatura         

Brocciatura         

Tranciatura, stampaggio
        

        

○ = non adatto  adatto,  consigliato,  ottimo

Le caratteristiche chimico fisiche riportate in tabella non costituiscono in alcun caso una specifica per il costruttore e produttore.

Accuracy
Repeatability

Reliabilitymetrology

H.14 Indivisible package   Suggested retail package - Unit price

SYNTHETIC NEAT CUTTING OILS WITH RENEWABLE PLANT BASED

Tech. Code Quantity
L

Appearance
Viscosity at 40°C
ASTM D445 cSt

Density DIN 52757
Kg/lt

Flash point
ASTM D92 °C

Storage
temperature

°C


20
Amber 22 0,895 >220 from 10 to 40 1

200

SAFETY DATA SHEETS ON-LINE

ITEM: ECOSYNTH 3-22
ECOSYNTH 3-22 is a neat oil for mechanical processing of the latest generation created from renewable
vegetable bases with EP additives to Increase performance suitable for turning, milling, drilling, boring and
tapping on hard metals and designed to give excellent performances on turning and milling.
Neat oil for processing ECOSYNTH 3-22 is a multi-purpose oil suitable for any type of processing work on
metals with excellent lubricity even for heavy maching such as molding or toothing and high anti-sealing
power.
ECOSYNTH 3.22 has been formulated for all those customers who need neat oil for mechanical processing
with high performance on lubrification and detergency, always taking into account the health profile.

ADVANTAGES:
- Excellent lubrification
- First choice in the processing of sliding headstocks
- High anti-welding power
- Fluid designed to be suitable for any machining operation
- Usable on any metallic material
- Outstanding in the rectification of the toothed gears

APPLICATIONS INOX P <850 P <1200 Al Mg Cu Ti HSS MDI

Grinding         

Turning,milling         

Drilling         

Boring,threading         

Broaching         

Cutting, moulding
        

        

 = not suited  suited  recommended  excellent

The characteristics chemical and physical listed in the chart are not a sales specification under any circumstances for the manufacturer or producer.
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H.15 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

OLI INTERI DA TAGLIO PROVENIENTI DA BASI VEGETALI RINNOVABILI EcoSynth

Cod. Tec. GR73
Euro

Quantità
L

Aspetto
Viscosità a 40°C
ASTM D445 cSt

Densità DIN 52757
Kg/lt

Punto di
infiammabilità
ASTM D92 °C

Temperatura
di stoccaggio

°C


H116620 149,00 20
Ambrato 42 0,930 >220 da 10 a 40 1

H1166200 1233,00 200

HZ

DT

EP

ST

MT

EC

SCHEDE DI SICUREZZA ON-LINE

ART. ECOSYNTH 4-42

≤70

BAR

ECOSYNTH 4-42 è un olio intero per lavorazioni meccaniche di ultimissima generazione formulato
partendo da basi vegetali rinnovabili, additivato con additivi EP per aumentarne le performances. Adatto
per lavorazioni di tornitura, fresatura, foratura, alesatura e filettatura su metalli e studiato per dare ottime
performances su lavorazioni gravose.
L'olio intero per lavorazioni ECOSYNTH 4-42 è un olio universale adatto a qualsiasi tipologia di lavorazione
su metalli, con eccezionali performances di lubrificazione su lavorazioni estremamente gravose come
stampaggio o dentatura.
ECOSYNTH 4-42 è stato formulato per tutti quei clienti che hanno necessità di un olio intero per lavorazioni
meccaniche con alte performances di lubrificazione e detergenza, tenendo sempre in considerazione il
profilo sanitario.

VANTAGGI:
- Consigliato per lavorazioni gravose
- Straordinaria lubrificazione
- Elevato potere EP ad alta e bassa temperatura
- Formulato per riuscire a lavorare in condizioni gravose

APPLICAZIONI INOX P <850 P <1200 Al Mg Cu Ti HSS MDI

Rettifica         

Lappatura         

Tornitura, fresatura         

Foratura         

Alesatura, filettatura         

Brocciatura         

Tranciatura, stampaggio         

○ = non adatto  adatto,  consigliato,  ottimo

Le caratteristiche chimico fisiche riportate in tabella non costituiscono in alcun caso una specifica per il costruttore e produttore.

H.15Indivisible package  Suggested retail package - Unit price

SYNTHETIC NEAT CUTTING OIL WITH RENEWABLE PLANT BASED

Tech. Code Quantity
L

Appearance
Viscosity at 40°C
ASTM D445 cSt

Density DIN 52757
Kg/lt

Flash point
ASTM D92 °C

Storage
temperature

°C


20
Amber 42 0,930 >220 from 10 to 40 1

200

SAFETY DATA SHEETS ON-LINE

ITEM: ECOSYNTH 4-42
ECOSYNTH 4-42 is a neat oil for machine processing of the latest generation, created starting from
renewable vegetable bases with additives EP added to Increase the performance suitable for turning,
milling, drilling, boring and tapping on metals and designed to give an excellent performance on burdensome
machining.
The neat oil for ECOSYNTH 4-42 processing is a multi-purpose oil suitable for any type of processing work
on metals with exceptional performance of lubrication on extremely heavy workings such as molding or
toothing.
ECOSYNTH 4-42 has been formulated for all those customers who need neat oil for mechanical processing
with ihigh performance of lubrication and detergency, always taking in to account the health profile.

ADVANTAGES:
- Recommended for heavy machining
- Extraordinary lubrification
- High EP power at high and low temperatures
- Formulated to be able to work in diffilcult conditions

APPLICATIONS INOX P <850 P <1200 Al Mg Cu Ti HSS MDI

Grinding         

Lapping         

Turning,milling         

Drilling         

Boring,threading         

Broaching         

Cutting, moulding         

 = not suited  suited  recommended  excellent

The characteristics chemical and physical listed in the chart are not a sales specification under any circumstances for the manufacturer or producer.



H

H.16 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

OLI INTERI DA TAGLIO PROVENIENTI DA BASI VEGETALI RINNOVABILI EcoSynth

Cod. Tec. GR73
Euro

Quantità
L

Aspetto
Viscosità a 40°C
ASTM D445 cSt

Densità DIN 52757
Kg/lt

Punto di
infiammabilità
ASTM D92 °C

Temperatura
di stoccaggio

°C


H117020 175,00 20
Giallo oro 14 0,900 >200 da 10 a 40 1

H1170200 1438,00 200

HZ

DT

EP

ST

MT

EC

SCHEDE DI SICUREZZA ON-LINE

ART. ECOSYNTH 6-12 DD

≤70

BAR

ECOSYNTH 6-12 DD è un olio intero per lavorazioni meccaniche di ultimissima generazione formulato
partendo da basi vegetali rinnovabili, con additivi EP per aumentarne le performance su foratura profonda.
L'olio intero per lavorazioni ECOSYNTH 6-12 DD è studiato e formulato per dare la sua massima perforance
su applicazioni di foratura profonda senza però perdere in prestazioni quando si trova a lavorare in tornitura,
fresatura, foratura, alesatura, filettatura, brocciatura, tranciatura o stampaggio.
Quest'olio inoltre è adatto a lavorare su torni a fantina mobile plurimandrino.
ECOSYNTH 6-12 DD è stato formulato per tutti quei clienti che hanno necessità di un olio intero per
lavorazioni meccaniche con alte performances di lubrificazione e detergenza, tenendo sempre in
considerazione il profilo sanitario.

VANTAGGI:
- Formulato per lavorazioni di foratura profonda
- Elevato potere EP ad alta temperatura
- Ottimo per lavorazioni di alesatura e filettatura su acciai
- Adatto per torni a fantina mobile e plurimandrino

APPLICAZIONI INOX P <850 P <1200 Al Mg Cu Ti HSS MDI

Foratura profonda         

Tornitura, fresatura         

Foratura         

Alesatura, filettatura         

Brocciatura         

Tranciatura, stampaggio         

○ = non adatto  adatto,  consigliato,  ottimo

Le caratteristiche chimico fisiche riportate in tabella non costituiscono in alcun caso una specifica per il costruttore e produttore.

H.16 Indivisible package   Suggested retail package - Unit price

SYNTHETIC NEAT CUTTING OILS WITH RENEWABLE PLANT BASED

Tech. Code Quantity
L

Appearance
Viscosity at 40°C
ASTM D445 cSt

Density DIN 52757
Kg/lt

Flash point
ASTM D92 °C

Storage
temperature

°C


20
Gold yellow 14 0,900 >200 from 10 to 40 1

200

SAFETY DATA SHEETS ON-LINE

ITEM: ECOSYNTH 6-12 DD
ECOSYNTH 6-12 DD a neat oil for mechanical processing of the latest generation created from renewable
vegetable bases with additives EP added to Increase the performance on deep drilling.
The neat oil ECOSYNTH 6-12 DD is designed and formulated to give maximum performances in deep
drilling applications without losing performance when it is working in turning, milling, drilling, boring,
threading, broaching, blanking or molding.
This oil is also suitable for working on multi-spindle mobile headstocks.
ECOSYNTH 6-12 DD has been formulated for all those customers who need neat oil for mechanical
processing with high performance of lubrication and detergency, always taking in to account the health
profile.

ADVANTAGES:
- Formulated for deep drilling operations
- High EP power at high temperature
- Excellent for boring machining and threading of steel
- Suitable for sliding heads and multi-spindles

APPLICATIONS INOX P <850 P <1200 Al Mg Cu Ti HSS MDI

Deep drilling         

Turning,milling         

Drilling         

Boring,threading         

Broaching         

Cutting, moulding         

 = not suited  suited  recommended  excellent

The characteristics chemical and physical listed in the chart are not a sales specification under any circumstances for the manufacturer or producer.



H

H.17 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

OLI INTERI DA TAGLIO AD ELEVATE PRESTAZIONI Tap

Cod. Tec. GR70
Euro

Quantità
L

Aspetto
Viscosità a 40° C
ASTM D445 cSt

Densità DIN 52757
Kg/lt

Punto di
infiammabilità
ASTM D92 °C

Temperatura
di stoccaggio

°C

H13200,5 20,00 0,5
Ambra scuro >250 1,22 >150 da 10 a 40

H13205 120,00 5

Le caratteristiche chimico fisiche riportate in tabella non costituiscono in alcun caso una specifica per il costruttore e produttore.

SCHEDE DI SICUREZZA ON-LINE

ART. TAP MITIC
TAP MITIC è un olio da taglio prodotto da basi rinnovabili, adatto alla maschiatura, brocciatura, stozzatura,
foratura di qualsiasi tipologia di materiale difficile da lavorare.
L'olio da Taglio TAP MITIC è stato studiato e formulato per avere la massima semplicità di impiego e le più
alte caratteristiche di sicurezza, massimizzando al contempo le prestazioni del prodotto.
TAP MITIC, grazie alle sue eccezionali doti EP, aderisce alla superfice dell'utensile cosi da massimizzare le
capacità di taglio anche sotto sforzi elevati.

VANTAGGI:
- Altissimo grado di lubrificazione
- Straordinaria capacità di aderire all’utensile
- Ottima adesione al pezzo lavorato
- Eccezionali doti EP
- Protegge il tagliente dalla corrosione
- Impedisce la formazione del tagliente di riporto

PASTA PER MASCHIATURA

Cod. Tec. GR70
Euro

Peso
g

Aspetto
Viscosità a 40°C
ASTM D445 cSt

Densità DIN 52757
Kg/lt

VOC
g/lt

Temperatura
di stoccaggio

°C

H13260500 16,00 500 Bianco 2950 1,010 0 da 10 a 40

Le caratteristiche chimico fisiche riportate in tabella non costituiscono in alcun caso una specifica per il costruttore e produttore.

SCHEDE DI SICUREZZA ON-LINEART. HI-THREAD
La pasta HI-THREAD è appositamente studiata per essere utilizzata in maschiatura, filettatura e foratura di
qualsiasi tipologia di materiale, e grazie alle sue alte doti adesive, garantisce alta protezione dell'utensile.
L'alta capacità adesiva della pasta HI-THREAD permette una perfetta lubrificazione dell'utensile in qualsiasi
posizione di ingresso.
Il prodotto, additivato con componenti ad alto potere EP, garantisce la massima lubrificazione anche sotto
sforzi elevati e materiali di difficile lavorazione.

VANTAGGI:
- Non gocciola
- Aderisce tenacemente a tutte le leghe metalliche ferrosi e non ferrosi
- Film lubrificante ad elevata viscosità ottimo per lavorazioni estremamente gravose
- Consigliato per lavorazioni su titanio e sue leghe
- Riduzione dell’attrito dell’utensile tramite l’utilizzo del prodotto
- L’elevata viscosità permette un ottima manipolazione del prodotto
- Assenza di odori
- Ottima adesività del prodotto sull’utensile

il prodotto è disponibile nel CAP A

MASCHI IMBOCCO CORRETTO - M

Cod. Tec. d x p
mm

L
mm

l
mm

A2125M5 5 x 0,8 70 14

A2125M6 6 x 1,0 80 16

A2125M8 8 x 1,25 90 18

A2125M10 10 x 1,5 100 20

Prodotti correlati

H.17Indivisible package  Suggested retail package - Unit price

NEAT CUTTING FLUIDS-HIGH-PERFORMANCE E.P.

Tech. Code Quantity
L

Appearance
Viscosity at 40°C
ASTM D445 cSt

Density DIN 52757
Kg/lt

Flash point
ASTM D92 °C

Storage
temperature

°C

0,5
Dark amber >250 1,22 >150 from 10 to 40

5

The chemical-physical characteristics shown in the chart do not in any case constitute a specification for the manufacturer or producer.

SAFETY DATA SHEETS ON-LINE

ITEM: TAP MITIC
TAP MITIC is a cutting oil produced from renewable bases, suitable for tapping, broaching, slotting, drilling
of an type of material difficult to process.
TAP MITIC cutting oil has been stuidied and formulated to have maximum ease of use and the highest
safety features, while maximizinng product performance. Thanks to its exceptional EP qualities, TAP MITIC
adhere to the tools surface so as to maximize cutting capacity even under high stress.

Advantages:
- High degree of lubrification
- Extradinary ability to adhere to tools
. Excellent adhesion to the workpiece
- Exceptional EP qualities
- Protects the cutting corrosion
- Prevents formation of build up edges

PASTE TAPPING COMPOUND

Tech. Code Weight
g

Appearance
Viscosity at 40°C
ASTM D445 cSt

Density DIN 52757
Kg/lt

VOC
g/lt

Storage
temperature

°C

500 White 2950 1,010 0 from 10 to 40

The chemical-physical characteristics shown in the chart do not in any case constitute a specification for the manufacturer or producer..

SAFETY DATA SHEETS ON-LINEITEM: HI-THREAD
The HI-THREAD paste is specifically designed for use in tapping, threading and drilling of any type of
material and thanks to its high adhesive qualities allows the tool to be adhered to.The high adhesive
capacity of the HI-THREAD paste allows a perfect lubrication of the tool in any entry position.The product
with the addition of powerful EP products ensures maximum lubrication even under high stress and difficult-
to-machine materials.

Advantages:
- Does not drip
- Tenaciously it adheres to all ferrous metal alloys and non-ferrous
- High viscosity lubricant film excellent for extremely heavy machining operations
- Recommended for machining of titanium and its alloys
- Reduction of friction of the tool through the use of the product
- The high viscosity allows for excellent product handling
- Absence of odor
- Excellent adhesiveness of the product on tools

The products are available in chapter A

SPIRAL POINT TAP FOR THROUGH-HOLES - M

Tech. Code d x p
mm

L
mm

l
mm

5 x 0,8 70 14

6 x 1,0 80 16

8 x 1,25 90 18

10 x 1,5 100 20

Related products



H

H.18 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

FLUIDI DA TAGLIO Alu

Cod. Tec. GR70
Euro

Quantità
L

Aspetto
Densità DIN 52757

Kg/lt

Punto di
infiammabilità
ASTM D92 °C

Temperatura
di stoccaggio

°C

H13400,4 7,00 0,4
Ocra 0,870 >61 da 10 a 40

H13401 19,00 1

Le caratteristiche chimico fisiche riportate in tabella non costituiscono in alcun caso una specifica per il costruttore e produttore.

SCHEDE DI SICUREZZA ON-LINE

ART. ALU FLUID
ALU FLUID è un olio lubrificante per maschiatura e filettatura studiato e formulato per avere le massime
prestazioni su leghe di alluminio.
L'olio da taglio e maschiatura ALU FLUID, grazie alle sue caratteristiche uniche e ai composti petroliferi di
altissima raffinazione al suo interno, ottimizza la lubrificazione dell'utensile e lo scarico del truciolo.
L'olio da taglio ALU FLUID diminuisce il coefficiente di attrito, prevenendo l'usura degli utensili raffreddandoli
e riducendo la temperatura di esercizio.

VANTAGGI:
- Alto potere refrigerante e lubrificante
- Adatto a leghe di alluminio
- Non macchia le leghe gialle
- Esente da cloro
- Evita la formazione del tagliente di riporto

FLUIDI DA TAGLIO Tap

Cod. Tec. GR70
Euro

Quantità
L

Aspetto
Densità DIN 52757

Kg/lt

Punto di
infiammabilità
ASTM D92 °C

Temperatura
di stoccaggio

°C

H13500,4 7,00 0,4

Ocra 0,880 >61 da 10 a 40H13501 19,00 1

H13505 66,00 5

Le caratteristiche chimico fisiche riportate in tabella non costituiscono in alcun caso una specifica per il costruttore e produttore.

SCHEDE DI SICUREZZA ON-LINE

ART. TAP FLUID
TAP FLUID è un olio lubrificante per maschiatura e filettatura studiato e formulato per avere le massime
prestazioni su acciai legati e inossidabili.
Quest'olio per taglio e maschiatura, grazie alla sua formulazione innovativa, permette una lubrificazione
dell'utensile ottimale creando una sottilissima pellicola che garantisce la massima lubrificazione durante
l'uso.
L'olio per maschiatura TAP FLUID è un ottimo olio universale grazie alle sue caratteristiche di accoppiamento
meccanico tra tagliente e metallo; per questo motivo è indicato anche per asportazione truciolo con
strumenti da banco.

VANTAGGI:
- Alto potere refrigerante e lubrificante
- Alto potere antigrippaggio
- Indicato per la lubrificazione in accoppiamento meccanico
- Adatto alle operazioni di taglio

H.18 Indivisible package   Suggested retail package - Unit price

CUTTING FLUIDS FOR ALUMINUM

Tech. Code Quantity
L

Appearance
Density DIN 52757

Kg/lt
Flash point

ASTM D92 °C

Storage
temperature

°C

0,4
Ocher 0,870 >61 from 10 to 40

1

The chemical-physical characteristics shown in the chart do not in any case constitute a specification for the manufacturer or producer.

SAFETY DATA SHEETS ON-LINE

ITEM: ALU FLUID
ALU FLUID is a lubricating oil for tapping and threading studied and formulated to have the best performance
on aluminum alloys.
ALU FLUID cutting and tapping oil, thanks to its unique characteristics and the very high-refining petroleum
compounds inside it, optimizes tool lubrication and chip discharge.
ALU FLUID cutting oil decreases the friction coefficient, preventing tool wear by cooling and reducing the
operating temperature.

Advantages:
- High cooling and lubricating power
- Suitable for aluminum alloys
- It does not stain yellow metal
- Free from chlorine
- It prevents the formation of built-up edges

CUTTING FLUIDS FOR STEELS

Tech. Code Quantity
L

Appearance
Density DIN 52757

Kg/lt
Flash point

ASTM D92 °C

Storage
temperature

°C

0,4

Ocher 0,880 >61 from 10 to 401

5

The chemical-physical characteristics shown in the chart do not in any case constitute a specification for the manufacturer or producer.

SAFETY DATA SHEETS ON-LINE

ITEM: TAP FLUID
TAP FLUID is a lubricating oil for tapping and threading studied and formulated to have the maximum
performance on alloyed and stainless steel.
This oil for cutting and tapping, thanks to its innovative formulation, allows a lubrication of the optimal tool
creating a very thin film that guarantees maximum lubrication during use.
TAP FLUID tapping oil is an excellent universal oil thanks to its mechanical coupling between cutting edge
and metal; for this reason it is also suitable for chip removal with bench instruments.

Advantages:
- High cooling and lubricating power
- High anti-seize power
- Suitable for lubrication in mechanical couplings
- Suitable for cutting operations



H

H.19 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

FLUIDI DA TAGLIO A BASE SINTETICA Steel

Cod. Tec. GR70
Euro

Quantità
L

Aspetto
Viscosità a 40°C
ASTM D445 cSt

Densità DIN 52757
Kg/lt

Punto di
infiammabilità
ASTM D92 °C

Temperatura
di stoccaggio

°C

H142005 51,00 5

Giallo oro 36 0,925 >250 da 10 a 40H1420020 159,00 20

H1420200 1422,00 200

Le caratteristiche chimico fisiche riportate in tabella non costituiscono in alcun caso una specifica per il costruttore e produttore.

SCHEDE DI SICUREZZA ON-LINE

ART. FLUBE MINIMALCUT STEEL 46
FLUBE MINIMALCUT STEEL 46 è un prodotto composto da esteri sintetici studiato per la lubrificazione
minimale MQL.
L'olio da taglio integrale FLUBE MINIMALCUT STEEL 46 è stato studiato e formulato per mantenere la
massima lubrificazione con la minima fumosità del prodotto durante qualsiasi tipo di lavorazione su metalli
e non metalli.
Grazie alle sue caratteristiche e agli additivi EP contenuti al suo interno, l'olio da taglio integrale FLUBE
MINIMALCUT STEEL 46 permette una lubrificazione ottimale su qualsiasi tipologia di lavorazione in
asportazione truciolo; possiede anche eccezionali caratteristiche di lubrificazione per taglio con dischi o
nastri.

VANTAGGI:
- Adatto per lavorazione di leghe ferrose
- Adatto alla lavorazione di leghe non ferrose
- Adatto alla lavorazione di acciai temprati
- Utilizzabile in lavorazioni di taglio e deformazione plastiche

FLUIDI DA TAGLIO

Cod. Tec. GR70
Euro

Quantità
L

Aspetto
Densità DIN 52757

Kg/L
Viscosità a 40°C
ASTM D445 cSt

Punto di infiammabilità
ASTM D92°C



H13310,4 15,00 0,4

Ambrato 0,911 39

- 12

H13315 80,00 5
182 1

H133120 225,00 20

ART. TOP TOOL III
TOP TOOL III è un fluido intero da taglio universale per operazioni di maschiatura e filettatura di tutti
i materiali, compresi alluminio, acciai inossidabili, leghe, materiali compositi e polimeri. Formulato con
materie prime di derivazione naturale, interamente biodegradabile, TOP TOOL III possiede un'eccezionale
capacità lubrificante in grado di ridurre l'attrito tra utensile e pezzo lavorato, permettendo nel contempo una
rapida decantazione del truciolo.
TOP TOOL III si applica direttamente sull'utensile con un pennello, un oliatore e può essere erogato con
unità di lubrificazione minimale.

VANTAGGI
- Massimizza la lubrificazione
- Compatibilità multimetallo
- Eccellente su alluminio e acciaio Inox
- Adatto per leghe speciali
- Specifico per filettatura

H.19Indivisible package  Suggested retail package - Unit price

CUTTING FLUIDS SYNTHETIC-BASED FOR STEELS

Tech. Code Quantity
L

Appearance
Viscosity at 40°C
ASTM D445 cSt

Density DIN 52757
Kg/lt

Flash point
ASTM D92 °C

Storage
temperature

°C

5

Yellow gold 36 0,925 >250 from 10 to 4020

200

The chemical-physical characteristics shown in the chart do not in any case constitute a specification for the manufacturer or producer.

SAFETY DATA SHEETS ON-LINE

ITEM: FLUBE MINIMALCUT STEEL 46
FLUBE MINIMALCUT STEEL 46 is a product composed of synthetic esters designed for minimal MQL
lubrication. The FLUBE MINIMALCUT STEEL 46 cutting oil has been studied and formulated to maintain
maximum lubrication with the minimum product smoke during any type of processing on metals and non
metals. Thanks to its characteristics and to the EP additives contained within it, the FLUBE MINIMALCUT
STEEL 46 cutting oil allows an optimal lubrication on any type of machining from chip removal torectification;
also having exceptional lubrication characteristics for cutting with discs or strips.

Advantages:
- Suitable for processing of ferrous alloys
- Suitable for the processing of non-ferrous alloys
- Suitable for the processing of Hardened steel
- Suitalbe for cutting and deformation of plastic processing

CUTTING FLUIDS

Tech. Code Quantity
L

Appearance
Density DIN 52757

Kg/L
Viscosity at 40°C
ASTM D445 cSt

Flash point
ASTM D92°C



0,4

Amber 0,911 39

- 12

5
182 1

20

ITEM: TOP TOOL III
TOP TOOL III is a universal cutting fluid for all tapping and threading operations of all materials, including
aluminum, stainless steels, alloys composites and polymers. Formulated with raw materials of natural origin,
entirely biodegradable, TOP TOOL III possesses an exceptional lubricating capacity able to reduce the
friction between the tool and the worked piece, at the same time allowing rapid chip decanting.
TOP TOOL can be applied directly on the tool with a brush, an oil can and can also be dispensed with a
minimal lubrication unit.

ADVANTAGES
- Maximize lubrication
- Multimetal compatibility
- Excellent on aluminum and stainless steel
- Suitable for special alloys
- Specific for threading



H

H.20 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ATTENZIONE: Sono disponibili a richiesta
bobine con voltaggi differenti in CC o AC.

MANUALE
ON-LINE

ART. MICRO DROP
I sistemi di lubrificazione minimale LTEC sono stati progettati per sostituire la tradizionale lubrificazione ad
emulsione d'olio od olio intero nelle lavorazioni in asportazione di truciolo, stampaggio e deformazione a
freddo.
Queste centraline sono studiate per utilizzare fluidi provenienti da basi rinnovabili che sostituiscono i
tradizionali oli minerali eliminando l'obbilgo di registrazione e smaltimento dei liquidi esausti.
Le micro pompe pneumatiche dosano delle minime quantità di lubrificante che sono trasportate da un
flusso d'aria compressa verso il punto di contatto utensile/pezzo senza creare nebbia o inquinamento.
Il lubrificante è consumato solamente durante la fase di lavorazione. È possibile ottenere un immediato
incremento della produttività in quanto vengono eliminati i tempi derivati dalla pulizia della macchina, della
zona di lavoro e dei pezzi.
Un ulteriore vantaggio nella riduzione dei costi è derivato dall'incremento della durata dell'utensile che,
mantenuto ad una temperatura ambiente aumenta sensibilmente la sua vita e si eliminano inoltre i possibili
problemi di salute derivanti dal contatto con fluidi tradizionali.

MODELLO PER SEGATRICI A NASTRO
La centralina è costituita da un serbatoio da 1,2 litri con controllo di livello elettrico, generatore di frequenza,
rubinetto a spillo per regolare il flusso di aria compressa in uscita dall'ugello, micro pompa pneumatica mono
effetto, elettrovalvola per l'avvio e l'arresto della centralina, ugello per segatrice a nastro completo di 5 metri
di tubo coassiale.

Cod. Tec. GR71
Euro

Tensione
Volt

Per segatrici con nastro
mm

H145034 469,00 24 V-CC � 34

CENTRALINE DI LUBRIFICAZIONE MINIMALE PER SEGATRICI Micro

ATTENZIONE: Sono disponibili a richiesta
bobine con voltaggi differenti in CC o AC.

MANUALE
ON-LINE

ART. MICRO DROP
I sistemi di lubrificazione minimale LTEC sono stati progettati per sostituire la tradizionale lubrificazione ad
emulsione d'olio od olio intero nelle lavorazioni in asportazione di truciolo, stampaggio e deformazione a
freddo.
Queste centraline sono studiate per utilizzare fluidi provenienti da basi rinnovabili che sostituiscono i
tradizionali oli minerali eliminando l'obbilgo di registrazione e smaltimento dei liquidi esausti.
Le micro pompe pneumatiche dosano delle minime quantità di lubrificante che sono trasportate da un
flusso d'aria compressa verso il punto di contatto utensile/pezzo senza creare nebbia o inquinamento.
Il lubrificante è consumato solamente durante la fase di lavorazione. È possibile ottenere un immediato
incremento della produttività in quanto vengono eliminati i tempi derivati dalla pulizia della macchina, della
zona di lavoro e dei pezzi.
Un ulteriore vantaggio nella riduzione dei costi è derivato dall'incremento della durata dell'utensile che,
mantenuto ad una temperatura ambiente aumenta sensibilmente la sua vita e si eliminano inoltre i possibili
problemi di salute derivanti dal contatto con fluidi tradizionali.

MODELLO PER MACCHINE UTENSILI
La centralina è costituita da un serbatoio da 1,2 litri con controllo di livello elettrico, generatore di frequenza,
rubinetto a spillo per regolare il flusso di aria compressa in uscita dall'ugello, micro pompa pneumatica
mono effetto, elettrovalvola per l'avvio e l'arresto della centralina, ugello/i snodato/i completo di 5 metri di
tubo coassiale.

Cod. Tec. GR71
Euro

Ugelli
n°

Tensione
Volt

H14521 536,00 1
24 V-CCH14522 627,00 2

CENTRALINE DI LUBRIFICAZIONE MINIMALE PER MACCHINE UTENSILI Micro

H.20 Indivisible package   Suggested retail package - Unit price

WARNING: Available on request reel
with different voltage in CC or AC.

ON-LINE
MANUAL

ITEM: MICRO DROP
LTEC minimal lubricating systems have been designed to replace traditional lubrication with oil emulsion
or neat oil in machining with chip removal, molding and cold deformation. Uses lubricants from renewable
bases that replace conventional fluids, eliminating registration requirement and disposal of exhausted liquid.
The micro-pneumatic pumps dose the minimum amount of lubricant that is transported by a flow of
compressed air towards the tool/workpiece contact point without creating mist or pollution. The lubricant is
consumed only during the processing phase.
It is possible to obtain an immediate increase in productivity because machine, working area and piece
cleaning times are eliminated.
A further advantage in cost reduction is derived from the increase in tool life, which kept at room temperature
significantly increases its life; and also eliminates any possible health problems deriving from contact with
traditional fluids.

MODEL FOR BAND SAWS
The ECU consists of a 1.2-liter tank with electric level control, frequency generator, needle valve to regulate
the flow of compressed air coming out of the nozzel, micro-pump single-acting pneumatic pump, solenoid
valve to start and the stop of the control unit, nozzel for band sawing machine complete with 5 meters of
coaxial pipe.

Tech. Code Tension
Volt

For band saw blades
mm

24 V-CC � 34

MINIMAL LUBRICATING CONTROL UNIT FOR SAWING MACHINES

WARNING: Available on request reel
with different voltage in CC or AC.

ON-LINE
MANUAL

ITEM: MICRO DROP
LTEC'S minimal lubricating systems have been designed to replace the traditional lubrication with oil
emulsion or neat oil in machining with chip removal, molding and cold deformation. These units have been
designed to use fluids from renewable bases which replace conventional fluids eliminating the obligation of
registration and disposal of used liquids.
The micro pneumatic pumps dose the minimum amount of lubricant transported by a flow of compressed
air flow to the contact point tool/ workpiece without creating fog or pollution. The lubricant is consumed only
during the processing phase.
It is possible to obtain an instant increase in productivity as it helps eliminate cleaning times usually required
by the machine as well as it surrounding working area.
A further advantage in cost reduction is derived from the increase in tool life, which, kept at a room
temperature, significantly increases its life, it also eliminates the health problems derived from contact with
traditional fluids.

MODEL FOR MACHINE TOOLS
The ECU consists of a 1.2-liter tank with electric level control, frequency generator, needle valve to regulate
the flow of compressed air coming out of the nozzel, micro-pump single-acting pneumatic pump, solenoid
valve to start and stopping the control unit, articulated nozzel (s) with 5 meters of coaxial pipe.

Tech. Code Nozzles
n°

Tension
Volt

1
24 V-CC

2

MINIMAL LUBRICATING CONTROL UNIT FOR MACHINES



H

H.21 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

OLI DA GUIDE Waylube

Cod. Tec. GR70
Euro

Quantità
L Aspetto

Viscosità a 40°C
ASTM D445 cSt

Indice di
viscosità

Densità
DIN 52757

Kg/lt

Punto di
infiammabilità
ASTM D92 °C

Punto di
scorrimento

°C

Temperatura
di stoccaggio

°C

H201532B1 145,68 20

Giallo

32 100 0,870

>220

-20

da 10 a 40

H201568T 37,80 5

68

101

0,880 -21H201568B1 132,32 20

H201568F 1202,30 200

H2015220B1 148,08 20
220 0,895 >230 -10

H2015220F 1357,70 200

Le caratteristiche chimico fisiche riportate in tabella non costituiscono in alcun caso una specifica per il costruttore e produttore.

SCHEDE DI SICUREZZA ON-LINEART. WAYLUBE EP
L'olio da guide WAYLUBE EP è un prodotto costituito da oli selezionati ed additivi speciali privi di zinco
che conferiscono elevata adesività e dimensione del velo lubrificante così da aumentare le prestazioni del
prodotto.
L'olio da guide WAYLUBE EP grazie al suo ottimo potere adesivo ha la capacità di lubrificare in maniera
efficace sia guide orizzontali che verticali.
Gli additivi EP al suo interno garantiscono la lubrificazione del olio guide WAYLUBE anche sotto carichi
elevati e in lubrificazione a perdita o a circolazione.
Il WAYLUBE supera i test CINCINNATI MILACRON P47, P50 e P53.
Classificazione: ISO-L-HG

VANTAGGI E UTILIZZI:
- Elevata adesività del velo lubrificante
- Coefficiente di attrito di tipo idrodinamico
- Adatto alla lubrificazione di guide per macchine utensili
- Riesce a rimanere adeso a guide orizzontali e verticali
- Adatto per lubrificazione a perdita e a circolazione
- Sopporta elevati carichi
- Ottimo per cuscinetti lenti a rotolamento molto caricati

OLI IDRAULICI Hydro pro

Cod. Tec. GR70
Euro

Quantità
L Aspetto

Viscosità a 40°C
ASTM D445 cSt

Indice di
viscosità

Densità
DIN 52757

Kg/lt

Punto di
infiammabilità
ASTM D92 °C

Punto di
scorrimento

°C

Temperatura
di stoccaggio

°C

H202032B1 126,00 20

Giallo

32 100

0,867 >220

-30

da 10 a 40

H202032F 1014,30 200

H202046B1 33,60 5

46 101H202046B3 126,00 20

H202046F 1014,30 200

H202068B1 139,20 20
68 99 0,870 >230

H202068F 1289,40 200

H2020100B1 141,52 20
100 100 0,888 >235 -27

H2020100F (1310,40) 200

Le caratteristiche chimico fisiche riportate in tabella non costituiscono in alcun caso una specifica per il costruttore e produttore.

SCHEDE DI SICUREZZA ON-LINEART. HYDROPRO
HYDROPRO è un olio costituito da oli raffinati ed additivi specifici, che conferiscono a questo prodotto la
capacità di rispondere a molteplici esigenze.
L'olio idraulico HYDROPRO, grazie alla sua formulazione, ha una molteplicità di utilizzi: dai comandi
oleodinamici, fino agli spingibarra delle macchine utensili.
Gli oli idraulici della serie HYDROPRO soddisfano le specificahe DIN 51524 Part II, DENISON HF-0 e
superano le prove IP 281 su pompa VICKERS, FZG 12° STADIO, VICKERS CETOP RP67H.
Classificazione: ISO-L-HM

VANTAGGI E UTILIZZI:
- Molteplicità di utilizzi
- Utilizzabile in comandi oleodinamici di macchine utensili
- Utilizzato in spingi-barra per torni e presse idrauliche
- Utilizzabile in carrelli elevatori e laminatoi
- Usato in macchine per movimentazione terra e servocomandi idraulici

H.21Indivisible package  Suggested retail package - Unit price

LINEAR GUIDE OILS

Tech. Code Quantity
L Appearance

Viscosity at 40°C
ASTM D445 cSt

Viscosity Index
Density DIN 52757

Kg/lt
Flash point

ASTM D92 °C
Pour point

°C

Storage
temperature

°C

20

Yellow

32 100 0,870

>220

-20

from 10 to 40

5

68

101

0,880 -2120

200

20
220 0,895 >230 -10

200

The chemical-physical characteristics shown in the chart do not in any case constiture a spedification for the manufacturer and producer.

SAFETY DATA SHEETS ON-LINEITEM: WAYLUBE EP
WAYLUBE EP guide oil is a product made up of selected oils and special additives without zinc that give
high adhesiveness and size of the lubricating film so as to increase the performance of the product.
The WAYLUBE EP Linear guide oil thanks to its excellent adhesive power has the ability to lubricate in an
efficient manner both horizontal and vertical guides.
The EP additives inside it guarantee lubrication of the WAYLUBE guide oil even under high loads and in
lubrication at loss or circulation. WAYLUBE passes the CINCINNATI MILACRON P47, P50 and P53 tests.
Classification: ISO-L-HG

Advantages:
- Hydrodynamic type friction coefficient
- Suitable for lubricating machine tool guides
- Remains adherent both horizontal and vertical
- Suitable for loss lubrication and motion
- Withstands loads
- Excellent for slow and heavily loaded rolling bearings

HYDRAULIC OILS

Tech. Code Quantity
L Appearance

Viscosity at 40°C
ASTM D445 cSt

Viscosity Index
Density DIN 52757

Kg/lt
Flash point

ASTM D92 °C
Pour point

°C

Storage
temperature

°C

20

Yellow

32 100

0,867 >220

-30

from 10 to 40

200

5

46 10120

200

20
68 99 0,870 >230

200

20
100 100 0,888 >235 -27

200

The chemical-physical characteristics shown in the chart do not in any case constitute a specification for the manufacturer and producer.

SAFETY DATA SHEETS ON-LINEITEM: HYDROPRO
HYDROPRO is a neat oil made up of refined oils and specific additives, which gives this product the ability
to respond to multiple needs. HYDROPRO hydraulic oil thanks to its formulation has a multiplicity of uses:
from hydraulic controls to the bar pushes of the machine tools. Hydraulic oils of the hydropro series meet
the specifications DIN 51524 Part II DENISON HF-0 and pass the IP 281 test on vickers pump, FZG 12°
STAGE VICKERS CETOP RP67H.
Classification: ISO-L-HM

Advantages:
- High multiplicity of use
- Used in hydraulically controlled machine tools
- Used in push-bar for turning and hydraulic presses
- Used in elevators, laminators and trolleys
- Used in ground handling and servo hydraulic machines



H

H.22 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

OLI IDRAULICI Nebulis

Cod. Tec. GR70
Euro

Quantità
L

Viscosità a 40°C
ASTM D445 cSt

Indice di
viscosità

Densità DIN 52757
Kg/lt

Punto di
infiammabilità
ASTM D92 °C

Punto di
scorrimento

°C

Temperatura
di stoccaggio

°C

H2010B 10,50 1

32 100 0,875 220 -15 da 10 a 40H2010T1 44,10 5

H2010T3 156,40 20

Le caratteristiche chimico fisiche riportate in tabella non costituiscono in alcun caso una specifica per il costruttore e produttore.

SCHEDE DI SICUREZZA ON-LINEART. NEBULIS
NEBULIS è un olio minerale idraulico con elevato indice di viscosità naturale e opportunamente additivato
per esaltare le proprietà antiossidanti e anticorrosive.
Grazie alla sua formulazione l'olio idraulico NEBULIS è utilizzabile in turbine compressori e sistemi
oleodinamici.
NEBULIS grazie alle sue caratteristiche supera le prove AFNOR NFE 48603 e HL DIN 51524 Part 1 HL di
olio idraulico di elevata qualità è ottimo in filtri per aria industriale e cuscinetti.

VANTAGGI E UTILIZZI:
- Alte proprietà protettive
- Additivato con sostanze che evitano l’ossidazione e la corrosione in presenza di acqua
- Utilizzabile in turbine e compressori
- Utilizzato in pompe a vuoto e sistemi oleodinamici
- Ottimo per filtri d’aria industriale e macchine utensili
- Utilizzabile per cuscinetti piani e in macchine con carichi non elevati

OLI IDRAULICI MULTIFUNZIONALI Oleol

Cod. Tec. GR70
Euro

Quantità
L Aspetto

Viscosità a 40°C
ASTM D445 cSt

Indice di
viscosità

Densità
DIN 52757

Kg/lt

Punto di
infiammabilità
ASTM D92 °C

Punto di
scorrimento

°C

Temperatura
di stoccaggio

°C

H20451020 138,96

20 Giallo

10 100 0,825 >165 -32

da 10 a 40H20451520 135,12 15
101

0,850
>180 -30

H20452220 137,92 22 0,865

Le caratteristiche chimico fisiche riportate in tabella non costituiscono in alcun caso una specifica per il costruttore e produttore.

SCHEDE DI SICUREZZA ON-LINEART. OLEOL HM
Gli oli multifunzionali della serie OLEOL HM sono lubrificanti per circuiti idraulici formulati con basi minerali
paraffiniche additivate e opportuni additivi antiusura.
Grazie al loro ottimo indice di viscosità, gli oli multifunzionali OLEOL HM sono adatti a diverse tipologie di
applicazioni: dalle teste veloci, fino ai compressori frigoriferi.
Gli oli multifunzionali OLEOL HM, grazie alla loro formulazione innovativa, vengono classificati come L-HM
nella classificazione ISO; Superano le prove DIN 51524 PART II, DENISON HF-0, HF-1, HF-2 e AFNOR
E48-603; Superano le prove VICKERS CETOP RP67H, VICKERS I-286 S E M2950 S, FZG 12° STADIO,
CINCINNATI MACHINE USS-127, USS-136.

VANTAGGI E UTILIZZI:
- Additivazione antiusura
- Additivazione contro l'ossidazione
- Ottimo indice di viscosità
- Utilizzato principalmente su macchine ad elevata velocità
- Ottimo in scambiatori di calore e frigoriferi
- Ideale per centraline idrauliche

H.22 Indivisible package   Suggested retail package - Unit price

HYDRAULIC OILS

Tech. Code Quantity
L

Viscosity at 40°C
ASTM D445 cSt

Viscosity Index
Density DIN 52757

Kg/lt
Flash point

ASTM D92 °C
Pour point

°C

Storage
temperature

°C

1

32 100 0,875 220 -15 from 10 to 405

20

The chemical-physical characteristics shown in the chart do not in any case constitute a specification for the manufacturer or producer.

SAFETY DATA SHEETS ON-LINEITEM: NEBULIS
NEBULIS is a hydraulic mineral oil with a high natural viscosity index and appropriate additived to enhance
the antioxidant and anti-corrosive properties. Thanks to its formulation, NEBULIS hydraulic oil can be used
in compressor tubines and hydraulic systems.
NEBULIS, thanks to its characteristics, exceeds the tests AFNOR NFE 48603 and HL DIN 51524 Part 1 HL
of oil of high quality hydraulic and is excellent in industrial air filters and bearings.

Advantages and uses:
- Outstanding protective properties
- Incorporated additives which prevent rust and corrosion even if water is present
- Can be utilized in turbines and compressors
- Can be utilized in vacuum pumps, hydraulic systems
- Excellent for industrial air filters and tool machines
- Usable plain and rolling bearings light loads

MULTIFUNCTIONAL HYDRAULIC OILS

Tech. Code Quantity
L Appearance

Viscosity at 40°C
ASTM D445 cSt

Viscosity Index
Density DIN 52757

Kg/lt
Flash point

ASTM D92 °C
Pour point

°C

Storage
temperature

°C

20 Yellow

10 100 0,825 >165 -32

from 10 to 4015
101

0,850
>180 -30

22 0,865

The chemical-physical characteristics shown in the chart do not in any case constitute a specification for the manufacturer or producer.

SAFETY DATA SHEETS ON-LINEITEM: OLEOL HM
OLEOL HM multifunctional oil is a lubricant for hydraulic circuits formulated with paraffinic mineral
bases additives and appropriate anti-wear additives. Thanks to its excellent viscosity index, the OLEOL
HM multifunctional oil is suitable for various types of applications from fast heads to refrigerators. The
multifunctional oil OLEOL HM thanks to its innovative formulation is classified as L-HM in the ISO
classification exceeds DIN 51524 PART II, DENSION HF-0,HF-1, HF-2 AND AFNOR E48-603 tests;
SUPPORTS VICKERS CETOP TESTS RP67H, VICKERS I-286 S AND M2950 S, FZG 12TH STADIUM,
CINCINNATI MACHINE USS-127, USS-136.

Advantages and uses:
- Wear resistant
- Anti-corrosion additives
- Excellent viscosity
- Mainly used on high speed machines
- Excellent heat exchanges and refrigerators
- Ideal for hyhdraulic power units



H

H.23 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

OLI PER INGRANAGGI Oilgear

Cod. Tec. GR70
Euro

Quantità
L Aspetto

Viscosità a 40°C
ASTM D445 cSt

Indice di
viscosità

Densità
DIN 52757

Kg/lt

Punto di
infiammabilità
ASTM D92 °C

Punto di
scorrimento

°C

Temperatura
di stoccaggio

°C

H203068B1 140,64
20

Ambrato

68 101 0,885 >230 -20

da 10 a 40

H2030150B1 152,40
150 99 0,890

>235
-15

H2030150F 1375,50 200

H2030220B1 154,72
20

220 100

0,900

-10

H2030320B1 160,56
320 101 >240 -5

H2030320F 1329,30 200

Le caratteristiche chimico fisiche riportate in tabella non costituiscono in alcun caso una specifica per il costruttore e produttore.

SCHEDE DI SICUREZZA ON-LINEART. OILGEAR
L'olio per ingranaggi OILGEAR è un olio intero minerale studiato per lubrificazione di ingranaggi a bagno
d'olio è additivato per lavorare ad elevate pressioni.
Grazie alla sua formulazione l'olio per ingranaggi OILGEAR supera le prove DIN 51517 CLP, CINCINNATI
P59 e P63, US STEEL 224, FLENDER GEAR BOXES.
Gli additivi antiusura presenti nel olio per ingranaggi OILGEAR sono esenti da piombo e garantiscono un
effetto antiusura superiore rispetto a prodotti simili.

VANTAGGI E UTILIZZI:
- Utilizzabile in bagno d'olio e in lubrificazione a circolazione
- Utilizzato in lubrificazione a sbattimento e a spruzzo
- Utilizzabile all'interno degli ingranaggi per carter trasmissioni a catena, cuscinetti e riduttori
- Contiene additivi per elevate pressioni esenti da piombo
- Additivato con additivi antiusura superiore ai normali oli per riduttori

Tappo con rubinetto erogatore adatto per l'utilizzo sulle taniche di plastica.
ART. H2013

Cod. Tec. GR70
Euro Confezione

H2013CAP 5,00 1 pz.

TAPPI CON RUBINETTO PER TANICA 30 LT

ANTICONGELANTE CONCENTRATO AntiFreeze

Cod. Tec. GR70
Euro

Quantità
L

Peso specifico
kg/lt

pH
soluzione al 50%

v/v

Riserva alcalina
HCIN/10/10 ml

Punto di
ebollizione

°C

Punto di
infiammabilità

°C

Concentrazione
ANTIFREE=E PRO

%

H2O
%

Punto di
congelamento

°C

H20555 31,50 5

1.054 9.7 17 160 110

25% Vol.
33% Vol.
50% Vol.
60% Vol.

75% Vol.
67% Vol.
50% Vol.
40% Vol.

-10
-15
-32
-47H205520 109,40 20

Le caratteristiche chimico fisiche riportate in tabella non costituiscono in alcun caso una specifica per il costruttore e produttore.

SCHEDE DI SICUREZZA ON-LINEART. ANTIFREEZE PRO
Anticongelante per scambiatori di calore, di nuova concezione, formulato senza ammine e nitriti.
ANTIFREEZE PRO è un prodotto a base di glicole propilenico, meno inquinante rispetto ai prodotti
tradizionali.
Vista la sua formulazione, può essere impiegato nell'industria alimentare, sanitaria e nei pannelli solari.

VANTAGGI E UTILIZZI:
- Massima protezione dell’impianto dalla corrosione
- Massima capacità antischiuma
- Formulato per avere la massima stabilità durante l’utilizzo e in stoccaggio
- Nessun problema se diluito in acqua dura

H.23Indivisible package  Suggested retail package - Unit price

GEAR OILS

Tech. Code Quantity
L Appearance

Viscosity at 40°C
ASTM D445 cSt

Viscosity Index
Density DIN 52757

Kg/lt
Flash point

ASTM D92 °C
Pour point

°C

Storage
temperature

°C

20

Amber

68 101 0,885 >230 -20

from 10 to 40

150 99 0,890
>235

-15
200

20
220 100

0,900

-10

320 101 >240 -5
200

The chemical-physical characteristics shown in the chart do not in any case constitute a specification for the manufacturer or producer

SAFETY DATA SHEETS ON-LINEITEM: OILGEAR
OILGEAR is a mineral oil designed for lubrification of gears, oil bath with additives for working at extreme
pressures.Thanks to its formulation oil for gears OILGEAR passes the tests DIN51517 CLP, CINCINNATI
P59 and P63, US STEEL 224, FLENDER GEAR BOXES.
The Anti-wear additives in OILGEAR gear oil is lead-free and guarantees a superior wear effect resistance
compared to other products.

Advantages:
- Usable in oil baths and circulating lubrications
- Usable in lubrifications of splash and sparys
- Usable in enclosed gear groups, chain drives, bearings, reduction gears
- Contains EP (estreme pressure) lead-free additives
- Wear resistant additive more wear resistant than normal gear oils

Stopper with tap, perfect to use on plastic tanks.
ITEM: H2013

Tech. Code Package

1 piece

STOPPERS WITH TAP FOR 30 LT TANK

ANTIFREEZE CONCENTRATION

Tech. Code Quantity
L

Specific weight
Kg/lt

pH
Solution 50% v/v

Alkalinity
HCIN/10/10 ml

Boiling point
°C

Flash point
°C

Concentration
ANTIFREE=E PRO

%

H2O
%

Freezing point
°C

5

1.054 9.7 17 160 110

25% Vol.
33% Vol.
50% Vol.
60% Vol.

75% Vol.
67% Vol.
50% Vol.
40% Vol.

-10
-15
-32
-47

20

The chemical-physical characteristics shown in the chart do not in any case constitute a spedification for the manufacturer and producer.

SAFETY DATA SHEETS ON-LINEITEM: ANTIFREEZE PRO
Anti-freezing agent for heat exchangers, a new concept product formulated free of amines and nitrities.
ANTIFREEZE PRO is a product based on propylene glycol, less polluting than traditional products.
Given its formulation, it can be used in the food, sanitary and solar panel industries.

Advantages and use:
- Maximum protection system of corrosion
- Maximum capacity anti-foam
- Formulated to have the maximum stability during use and storage
- No problem if diluted in hard water



H

H.24 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ANTISCHIUMA SILICONICO Zero

Cod. Tec. GR70
Euro Quantità Aspetto concentrato

Densità DIN 52757
Kg/lt

pH (5%) DIN 51369 Solubilità
Temperatura
di stoccaggio

°C

H3540250 23,00 250 ml
Bianco 1,000 5 - 7

Solubile in acqua
Parzialmente in olio

da 10 a 40
H35405 115,00 5 Kg

Le caratteristiche chimico fisiche riportate in tabella non costituiscono in alcun caso una specifica per il costruttore e produttore.

SCHEDE DI SICUREZZA ON-LINEART. ZERO FOAM
ZERO FOAM è un prodotto antischiumogeno siliconico specifico per emulsioni e sistemi alcalini.
Grazie alla sua innovativa struttura, l'antischiuma per emulsioni ZERO FOAM ha la capacità di abbattere la
schiumosità del lubrorefrigerante nel lungo e nel breve periodo.
L'antischiuma ZERO FOAM è adatto sia all'industria meccanica che a quella elettronica.

VANTAGGI:
- Specifico per industria meccanica ed elettrotecnica
- Spruzzabile sulle schiume da abbattere
- Inseribile in vasca senza danneggiare l'emulsione
- Utile nell'evitare la formazione di schiuma

Concentrazioni consigliate: 0,1% - 0,2%

Cod. Tec. GR70
Euro Quantità Aspetto concentrato

Densità DIN 52757
Kg/lt

pH (5%) DIN 51369
Punto

di infiammabilità
ASTM D92 °C

Solubilità
Temperatura
di stoccaggio

°C

H3560250 26,00 250 ml
Ambrato 1,195 8,3 >100 Solubile in acqua da 10 a 40

H356010 91,00 5 Kg.

Le caratteristiche chimico fisiche riportate in tabella non costituiscono in alcun caso una specifica per il costruttore e produttore.

ART. DOUBLE ACTION
Il prodotto DOUBLE ACTION è uno stabilizzante delle emulsioni che ha il compito di riequilibrare il sistema
acqua olio dopo un utilizzo prolungato del lubrorefrigerante.
DOUBLE ACTION, grazie alla sua formulazione innovativa, riesce a proteggere le superfici delle macchine
dall'ossidazione.
Grazie ai componenti contenuti al suo interno, DOUBLE ACTION riesce ad avere un’azione detergente su
morchie e oli estranei.

VANTAGGI:
- Protegge dalla macchiatura le leghe non ferrose
- Migliora la stabilità dell'emulsione
- Solubilizza le morchie
- Azione detergente

Note: Versare il prodotto in vasca prima di preparare l'emulsione o durante la lavorazione concentrazione.
Concentrazioni consigliate:
- Prima di preparare l'emulsione 0,1 - 0,3%
- Nell'emulsione in esercizio 0,1 - 0,2%

SCHEDE DI SICUREZZA ON-LINE

ADDITIVO PER LA MANUTENZIONE DEI FLUIDI EMULSIONABILI Double

ADDITIVO BIOCIDA SENZA DONATORI DI FORMALDEIDE Clean

Cod. Tec. GR70
Euro Quantità Aspetto concentrato

Densità DIN 52757
Kg/lt pH (5%) DIN 51369

Punto di
infiammabilità
ASTM D92 °C

Solubilità
Temperatura
di stoccaggio

°C

H3515250 20,00 250 ml
Giallo 1,060 3,50 >100 Solubile in acqua da 10 a 40

H35155 129,00 5 Kg

Le caratteristiche chimico fisiche riportate in tabella non costituiscono in alcun caso una specifica per il costruttore e produttore.

SCHEDE DI SICUREZZA ON-LINEART. CLEAN BATT II
CLEAN BATT II è un prodotto battericida, fungicida e alghicida ad ampio spettro, utilizzabile su qualsiasi
tipologia di emulsione.
Il battericida CLEAN BATT II è un formulato specifico per contrastare i fenomeni di degrado che causano
cattivi odori in sistemi quali emulsioni e le acque di lavaggio.

VANTAGGI:
- Ampio spettro di azione
- Adatto ad eliminare qualsiasi microorganismo
- Facilità nell’utilizzo
- Elimina funghi, alghe e batteri

Concentrazioni consigliate: 0,1  100 ml ogni 100 litri

H.24 Indivisible package   Suggested retail package - Unit price

SILICON ANTIFOAM

Tech. Code Quantity
Appearance
concentrated

Density DIN 52757
Kg/lt

pH (5%) DIN 51369 Solubility
Storage

temperature
°C

250 ml
White 1,000 5 - 7

Soluble in water
Partially in oil

from 10 to 40
5 Kg

The chemical and physical characteristics indicated in the table do not in any way constiture a specification for the manufacturer or producer.

SAFETY DATA SHEETS ON-LINEITEM: ZERO FOAM
ZERO FOAM is a silicone anti-foaming product specific for emulsions and alkaline systems. Thanks to its
innovative structure, ZERO FOAM emulsion antifoam has the ability to break down the frothiness of the
cooling lubricant in the long and short term. The ZERO FOAM antifoam is suitable for both the mechanical
and electronic industries.

Advantages:
- Specifically for mechanical and electrical engineering Industries
- Sprayable on foam to be reduced
- Insertable in the tank without damaging the emulsion
- Usefull to avoid formation of foam

Concentration recommended: 0,1% - 02%

Tech. Code Quantity
Appearance
concentrated

Density DIN 52757
Kg/lt

pH (5%) DIN 51369
Flash point

ASTM D92 °C
Solubility

Storage
temperature

°C

250 ml
Amber 1,195 8,3 >100 Soluble in water from 10 to 40

5 Kg.

The chemical-physical characteristics shown in the chart do not in any case constitute a specification for the manufacturer or producer.

ITEM: DOUBLE ACTION
The DOUBLE ACTION product is an emulsion stabilizer that has the task of rebalancing the water system
oil after prolonged use of the cooling lubricant. Thanks to its innovative formulation, DOUBLE ACTION is
able to protect the machine surfaces of oxidation. Thanks to the components contained inside the DOUBLE
ACTION manages to have a clensing action on sludge and extraneous oils.

Advantages:
- It protects the staining of non-ferrous alloys
- It improves the stability of the emulsion
- Solubilization of sludge
- Cleansing action

Notes: Pour the product into the tank before preparing the emulsion or during processing concentration.
Recommended concentrations:
- Before preparing the emulsion 0,1 - 0.3%
- In the operating emulsion 0.1 - 0.2%

SAFETY DATA SHEETS ON-LINE

ADDITIVE FOR THE MAINTENANCE OF EMULSIFIABLE FLUIDS

BIOCIDE ADDITIVE FORMALDEHYDE FREE

Tech. Code Quantity
Appearance
concentrated

Density
DIN 52757

Kg/lt
pH (5%) DIN 51369

Flash point
ASTM D92 °C

Solubility
Storage

temperature
°C

250 ml
Yellow 1,060 3,50 >100 Soluble in water from 10 to 40

5 Kg

The chemical and physical characteristics indicated in the table do not in any way constiture a specification for the manufacturer or producer.

SAFETY DATA SHEETS ON-LINEITEM: CLEAN BATT II
CLEAN BATT II is a bactericidal, fungicidal and algaecide product with a wide spectrum, which can be used
on any type of emulsion.
The bactericide CLEAN BATT II is a specific formulation to counteract the degradation phenomena that
cause bad smells in systems such as emulsions and washing water.

Advantages:
- Broad-spectrum of action
- Suitable for eliminating any micro-organism
- Easy use
- Elimates fungi, algae and bacteria

Concentration recommended: 0,1  100 ml per 100 liter
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DETERGENTE SANIFICANTE PER MACCHINE UTENSILI Clean

Cod. Tec. GR70
Euro

Quantità
L

Aspetto concentrato
Densità DIN 52757

Kg/lt
pH (5%) DIN 51369

Punto di
infiammabilità
ASTM D92 °C

Solubilità
Temperatura
di stoccaggio

°C

H351010 53,00 10
Paglierino 1,065 12,5 >100

Solubile in acqua
Parzialmente in acetone

da 10 a 40
H351020 99,00 20

Note: aggiungere alla concentrazione del 2% per emulsioni inquinate, del 4% per emulsioni molto inquinate. Versare la percentuale adeguata di Clean Sump direttamente
nell’emulsione inquinata prima dello svuotamento della vasca, lasciare agire 48 ore in circolo nella macchina utensile così da pulire le pompe i filtri e gli organi in
movimento dopo di che svuotare la vasca.

Le caratteristiche chimico fisiche riportate in tabella non costituiscono in alcun caso una specifica per il costruttore e produttore.

SCHEDE DI SICUREZZA ON-LINEART. CLEAN SUMP
Il CLEAN SUMP è un prodotto detergente per la pulizia e la sanificazione delle macchine utensili prima della
sostituzione del lubrorefrigerante.
Grazie ai potenti additivi al suo interno ha un'ottima capacità di solubilizzazione delle morchie e di
degrassaggio delle superfici.
Tramite l'utilizzo del detergente per vasche CLEAN SUMP è possibile continuare a lavorare anche dopo
l'introduzione senza creare problemi alla stabilità del Lubrorefrigerante.

VANTAGGI E UTILIZZI:
- Ottima capacità di pulizia della vasca
- Ottima capacità di solubilizzare le morchie
- Ottima capacità di sanificare la macchina utensile
- Limita il volume di smaltimento di emulsioni esauste
- Si utilizza nell’emulsione prima dello smaltimento

ANTISCHIUMA NON SILICONICO

Cod. Tec. GR70
Euro Quantità Aspetto concentrato

Densità DIN 52757
Kg/lt

pH (5%) DIN 51369 Solubilità
Temperatura
di stoccaggio

°C

H35455 158,00 5 Kg Ambra 0,912 -
Solubile in acqua

Parzialmente in olio
da 10 a 40

Le caratteristiche chimico fisiche riportate in tabella non costituiscono in alcun caso una specifica per il costruttore e produttore.

SCHEDE DI SICUREZZA ON-LINEART. ANTI FOAM
ANTI FOAM è un prodotto antischiumogeno NON SILICONICO, che trova impiego nell'industria
metalmeccanica.
ANTI FOAM è un antischiuma ad alta efficacia formulato appositamente per sistemi con schiumosità stabile,
persistente difficile da abbattere.
L'antischiuma ANTI FOAM è un prodotto privo di ioni e, grazie alla sua formulazione, risulta stabile anche
nel lungo periodo.
Grazie alla sua formulazione innovativa, l'antischiuma ANTI FOAM non interferisce in nessun sistema
acquoso in cui viene immesso e, grazie ai componenti non siliconici contenuti all'interno non intasa i filtri.
ANTI FOAM riesce ad agire su schiume prodotte da tensioattivi, resine di rifinizione viniliche, acriliche e
miste, cere, derivati proteici, prodotti schiumogeni con qualsiasi carica.

VANTAGGI:
- Antischiuma non siliconico
- Non intasa i filtri
- Specifico per industria meccanica
- Spruzzabile sulle schiume da abbattere
- Inseribile in vasca senza danneggiare l'emulsione
- Abbattimento immediato della schiuma

Concentrazioni consigliate: 0,5% - 2,0%

Prodotto disponibile nel CAP N

ASPIRATORI/SEPARATORI INDUSTRIALI TWISTOIL 280

Cod. Tec. Capacità serbatoio
L

Contenitore solidi
L

N6008280 280 40

Prodotti correlati

H.25Indivisible package  Suggested retail package - Unit price

FLUIDS FOR MACHINE CLEANING

Tech. Code Quantity
L

Appearance
concentrated

Density DIN 52757
Kg/lt

pH (5%) DIN 51369
Flash point

ASTM D92 °C
Solubility

Storage
temperature

°C

10
Straw 1,065 12,5 >100

Soluble in water
Partially in acetone

from 10 to 40
20

Note: Use method of 2% for polluted emulsions and 4% for very polluted emulsions. Pour in the appropriate percentage of Clean Sump directly into the polluted emulsion
before emptying the tank leave 48 hours in circulation in the machine tool so as to clean the pumps and filters and moving parts after which empty in the tank.

The chemical and physical characteristics indicated in the table do not in any way constitute a specification for the manufacturer or producer.

SAFETY DATA SHEETS ON-LINEITEM: CLEAN SUMP
CLEAN SUMP is a cleaning product for cleaning and sanitizing machine tools before replacement of cooling
lubricant. Thanks to the powerful additives inside it has an excellent ability to solubilize the sludge and
degreasing of surfaces. Through the use of CLEAN SUMP detergent for tanks it is possible to continue
working even after the introduction without creating problems to the stability of the cooling lubricant.

Advantages:
- Excellent capacity of tank cleaning
- Excellent capacity of sludge solubilize
- Excellent capacity to sanitize the machine tools
- Limits the volume of disposal of polluted emulsions
- It is used in the emulsion prior to disposal

SILICON FREE DEFOAMER

Tech. Code Quantity
Appearance
concentrated

Density DIN 52757
Kg/lt

pH (5%) DIN 51369 Solubility
Storage

temperature
°C

5 Kg Amber 0,912 -
Soluble in water

Partially in oil
from 10 to 40

The chemical/physical characteristics shown in the table do not in any case constitute a specification for the manufacturer or producer.

SAFETY DATA SHEETS ON-LINEITEM: ANTI FOAM
ANTI FOAM is a 100% NON-SILICON anti-foaming product, which is used in the metal industry. ANTI
FOAM is a highly effective antifoam formulated specifically for systems with stable foaming,persistent
difficult to break down.The ANTI FOAM is a product free of ions within it thanks to its formulation it is stable
even in the long term.Thanks to its innovative formulation, ANTI FOAM does not interfere in any system of
water in which it is placed and thanks to the silicone products contained inside it does not clog the filters.
ANTI FOAM is able to act on foams produced by surfactants, vinyl finishing resins, acrylics and mixtures,
waxes, protein derivatives, foaming products in any kind of sistuation.

ADVANTAGES:
- Non-silione anti-foam
- Does not clog the filters
- Specific for the mechanical Industries
- Sprayable on foams to break down
- It can be inserted in the tank without damaging the emulsion
- Instant foam reduction

Product available in index N

INDUSTRIAL ASPIRATOR/SEPARATORS TWISTOIL 280

Tech. Code Tank capacity
L

Solids container
L

280 40

Related products
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Le cartine per il controllo del pH delle emulsioni consentono di verificare che il valore sia compreso tra 8,5 e
9,5. Un valore del pH troppo basso può generare processi di ossidazione, essere sintomo della formazione
di colonie di batteri e/o della presenza di elementi estranei, mentre un pH troppo elevato è tra le principali
cause di irritazione della pelle dell'operatore. Se ne consiglia l'uso quotidiano.

ART. H3609

Cod. Tec. GR70
Euro pH Confezione Pezzi

H3609714 28,50 7 - 14 Scatola 100

CARTINE PER IL CONTROLLO DEL PH

Le cartine per il controllo della durezza dell'acqua dell'emulsione consentono di verificare tale valore. Nel
caso il valore sia superiore a 50° francesi, l'emulsione rischia di separarsi, pertanto si consiglia di effettuare
rabbocchi con emulsione preparata con acqua demineralizzata.
La durezza dell'emulsione tende ad aumentare con l'utilizzo della stessa a causa dell'evaporazione
dell'acqua e della maggiore concentrazione dei minerali in essa disciolti, per cui si consiglia il controllo
settimanale di questo parametro.

ART. H3615

Cod. Tec. GR70
Euro Confezione Pezzi

H3615100 52,00 Barattolo 100

CARTINE PER IL CONTROLLO DELLA DUREZZA

MANUALE
ON-LINE

Il rifrattometro è uno strumento ottico che misura l'indice di rifrazione di un fluido per determinare la
percentuale di concentrazione delle emulsioni lubrorefrigeranti. Il suo utilizzo quotidiano consente di
verificare la corretta concentrazione dell'emulsione in vasca, al fine di evitare gli sprechi, proteggere le
macchine utensili e ridurre i costi totali di produzione.
ATTENZIONE Non immergere in emulsioni o in qualsiasi liquido.

ART. H3631

Cod. Tec. GR70
Euro Modello Divisioni %

H3631018 89,00 0 - 18% 0,1
H3631032 109,00 0 - 32% 0,2
H3631R1 7,00 Piastrina di ricambio -

RIFRATTOMETRI OTTICI

H.26 Indivisible package   Suggested retail package - Unit price

The emulsion pH-control papers are used to verify that the value lies between 8.5 and 9.5. A too low pH
value can generate oxidation processes, be a symptom of the formation of bacterial colonies and/or of the
presence of extraneous elements, while a too high pH value is among the main causes of operator skin
irritation; daily use is recommended.

ITEM: H3609

Tech. Code pH Package Pieces

7 - 14 Box 100

PH-CONTROL PAPERS

Papers for controlling the emulsion water hardness are used to verify this value. If the value is higher than
50° French, the emulsion may separate; it is advisable to top up with emulsion prepared with demineralised
water. The emulsion hardness tends to increase during use due to the evaporation of water and the high
concentration of minerals dissolved in it; so we recommend a weekly control of this parameter.

ITEM: H3615

Tech. Code Package Pieces

Jar 100

WATER HARDNESS CONTROL PAPERS

ON-LINE
MANUAL

The refractometer is an optical instrument that measures the refractive index of a fluid in order to determine
the concentration percentage of cooling lubricant emulsions. Its daily use allows verification of the correct
concentration of the emulsion in the tank in order to avoid waste, protect the machine tools and reduce the
total production costs.

CAUTION: Do not immerse in any liquid or emulsion.

ITEM: H3631

Tech. Code Model Divisions %

0 - 18% 0.1
0 - 32% 0.2

Spare plate -

HAND HELD REFRACTOMETERS
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MANUALE
ON-LINE

Il miscelatore volumetrico è uno strumento azionato dalla sola pressione dell'acqua che garantisce emulsioni
stabili alla concentrazione desiderata.
Tramite l'utilizzo di un miscelatore volumetrico è possibile ridurre i tempi di riempimento e rabbocco vasche
delle macchine utensili, abbattendo in questo modo i tempi e i costi. Utilizzando il miscelatore volumetrico è
anche possibile rabboccare definendo con facilità e precisione la concentrazione.
Il miscelatore volumetrico LTEC è costruito in Italia e tutti gli apparecchi sono collaudati uno ad uno prima
della vendita all'utilizzatore finale. Il miscelatore H361812 è completo di filtro, riduttore di pressione, tubo di
pescaggio, contenitore in acciaio inox ,per preservare il prodotto da urti accidentali e di 2 rubinetti così da
essere pronto per l'uso.

Range di concentrazione da 1 a 10 %

VANTAGGI
- Facilità di utilizzo
- Riduzione dei costi
- Prodotto testato prima della vendita
- Rapidità di rabbocco
- Precisione in rabbocco

ART. H3618

Cod. Tec. GR71
Euro Concentrazione

Flusso
lt/h

Pressione acTua
bar

Modello

H361810 990,00
1 - 10% 1600 da 0,7 a 8

Base
H361812 1377,00 Completo

MISCELATORE VOLUMETRICO

MANUALE
ON-LINE

Il miscelatore venturimetrico dà la possibilità ad ogni cliente di riempire e rabboccare velocemente le vasche
delle macchine utensile.
Si raccomanda di controllare periodicamente la concentrazione ini uscita dal miscelatore.
La semplicità del prodotto garantisce ad ogni operatore il suo utilizzo.

Range di concentrazione da 1 a 10 %

VANTAGGI
- Facilità di utilizzo
- Riduzione dei costi
- Rapidità di rabbocco

ART. H3619

Cod. Tec. GR71
Euro Concentrazione

Flusso
lt/h

Pressione acTua
bar

H3619V 363,00 0 - 10% 1000 min 2

MISCELATORE VENTURI

Prodotto disponibile nel CAP K

GUANTI IN PELLE FIORE BOVINA

Cod. Tec. Taglia Taglia EU

K21007 M 7

K21008 L 8

K21009 ;L 9

K210010 ;;L 10

Prodotti correlati

H.27Indivisible package  Suggested retail package - Unit price

ON-LINE
MANUAL

The volumetric mixer is an Instrument driven by water pressure alone which guarantees the formation
of stable emulsions at the desired concentration. Through the use of a volumetric mixer it is possible to
reduce the time for filling and topping the tanks of machine tools, this reducing time and costs. Using the
volumetric mixer it is also possible to top- up by defining the concentration with ease and precision.The
LTEC volumetric mixer is built in Italy and all the appliances are tested one by one before sale to the end
user. The mixer H361812 is complete with filter, pressure reducer, suction tube, stainless steel container, to
prevent the product from accidental impacts and 2 taps so as to be ready for use

Concentration range from 1 to 10 %

ADVANTAGES
- Easy to use
- Cost reduction
- Product tested before sale
- Rapid topping up
- Top-up precision

ITEM: H3618

Tech. Code Concentration
Flow
lt/h

Water pressure
bar

Model

1 - 10% 1600 from 0,7 to 8
Base

Complete

VOLUMETRIC MIXER

ON-LINE
MANUAL

The venturimetric mixer gives every customer the possibility to quickly fill and top-up the machine tool tanks.
It is recommended to perodically check the concentration at the outlet of the mixer. The simplicity of the
product guarantees each user its use.

Concentration range from 1 to 10 %

ADVANTAGES
- Easy to use
- Cost reduction
- Rapid topping up

ITEM: H3619

Tech. Code Concentration
Flow
lt/h

Water pressure
bar

0 - 10% 1000 min 2

VENTURI MIXER

Product available in index K

COWHIDE GRAIN LEATHER GLOVES

Tech. Code Size EU size

M 7

L 8

XL 9

XXL 10

Related products
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ART. DELTA 40
DELTA 40 è un dispositivo di raffreddamento ad aria compressa brevettato, che converte l'aria in due flussi:
uno di aria calda e uno di aria molto fredda. I getti e le temperature di aria calda o fredda sono regolabili
mediante una valvola che ne consente il controllo.
È leggero, compatto ed economico e si aziona facilmente. È realizzato con materiali resistenti alla
corrosione. Il supporto è in materiale plastico (nylon 6.6) che ne consente l'installazione tramite staffa
dedicata adattabile.
Non utilizza elettricità o prodotti chimici, non genera scintille o interferenze.
Riduce l'inquinamento e aumenta la velocità di lavorazione dell'utensile allargandone la durata.

Dotazione: DELTA 40 è fornito completo di un tubo snodato lungo 160mm, da 1/4"

Cod. Tec. GR71
Euro

Pressione
Bar

Temp. uscita*
°C

Aria
NL/min

Peso
g

H362210 165,00
1,5
3
4
5

-  8,0
-18,5
-21,5
-23,0

46
80

100
125

150

*Temperatura rilevata sull'ugello in uscita con una temperatura dell'aria in entrata di 20°C.

MANUALE
ON-LINE

RAFFREDDATORI AD ARIA Delta 40

ART. H3626
Supporto appositamente costruito per sostenere ed orientare secondo necessità il DELTA 40.
Si fissa saldamente sul corpo del DELTA 40 con le due viti a corredo.

Cod. Tec. GR71
Euro

Piattello
mm

Stelo
mm

H362610 23,00 23 x 30 Ø 8 x 25 h

SUPPORTI PER DELTA 40 SINGOLO Delta 40

ART. H3627
Supporto appositamente costruito per sostenere ed orientare secondo necessità il DELTA 40 TRIPLO.
Si fissa saldamente al magnete presente sul corpo del DELTA 40 TRIPLO.

Cod. Tec. GR71
Euro

Piattello
Ø mm

Stelo
mm

H362730 23,00 38 Ø 8 x 25 h

SUPPORTO PER DELTA 40 TRIPLO Delta 40

ART. DELTA 40 TRIPLO
DELTA 40 TRIPLO offre, oltre alla tradizionale refrigerazione dell'aria, un flusso tre volte superiore.
Questo consente, oltre al raffreddamento dei pezzi, trucioli e utensili anche il soffiaggio dei trucioli lontano
dall'area di lavoro.
Inoltre svilluppando un volume triplo di aria fredda può essere utilizzato su utensili di dimensioni maggiori.
La rotazione in senso orario o antiorario della vite di regolazione, consente la regolazione del flusso di aria
compressa.

Dotazione: DELTA 40 TRIPLO è fornito completo di un tubo snodato lungo 320mm,
da 1/2"

Cod. Tec. GR71
Euro

Pressione
Bar

Temperatura in uscita*
°C

Aria
NL/min

Peso
g

H36243 493,00
1,5
3
4
5

-  8,0
-18,5
-21,5
-23,0

138
240
300
375

760

*Temperatura rilevata all'ugello in uscita con una temperatura dell'aria in entrata di 20°C.

MANUALE
ON-LINE

RAFFREDDATORI AD ARIA Delta 40

H.28 Indivisible package   Suggested retail package - Unit price

ITEM: DELTA 40
DELTA 40 is a patented compressed air cooling device that converts the air into two flows: one of hot
air and one of very cold air. The jets and the hot or cold air temperatures are adjustable by means of a
valve that allows control. It is light, compact and economical and operates easily. It is made of corrosion
resistant materials. The support is made of plastic material (nylon 6.6) which allows it to be installed using
a dedicated, adaptable bracket. It does not use electricity or chemicals, it does not generate sparks or
interference. Reduces pollution and increases tool processing speed by extending its service life.

Equipment: DELTA 40 is provided with a 160mm - 1/4" articulated tube.

Tech. Code Pressure
bar

Outlet temperature*
°C

Air
NL/min

Weight
g

1,5
3
4
5

-  8,0
-18,5
-21,5
-23,0

46
80
100
125

150


Temperature detected on exit nozzle with an inlet air temperature of 20°C.

ON-LINE
MANUAL

AIR COOLERS

ITEM: H3626
Special support with a 8mm stem for holding DELTA 40 with a magnetic stand. It can be fix to body of the
DELTA 40 with 2 screws already included.

Tech. Code Plate
mm

Stem
mm

23 x 30 Ø 8 x 25 h

DELTA 40 SUPPORT-SINGLE

ITEM: H3627
A support rod specifically designed to orientate the DELTA 40 TRIPLE unit as desired. Firmly secured to
the magnet mounted onto the DELTA 40 TRIPLE main body.

Tech. Code Plate
Ø mm

Stem
mm

38 Ø 8 x 25 h

DELTA 40 SUPPORT-TRIPLE

ITEM: DELTA 40 TRIPLO
DELTA 40 TRIPLO offers, in addition to the traditional refrigeration of the air, a flow three times higher. This
allows, in addition to the cooling of the pieces, shaving and tools also the blowing of the chips away from the
work area. Furthermore, developing a triple voloume of cold air can be used on larger tools.
Turning the adjustment screw clockwise or counterclockwise allows adjustment of the compressed air flow.

Equipment: DELTA 40 TRIPLO is provided with a 320mm - 1/2" articulated tube.

Tech. Code Pressure
bar

Outlet. Temp*
°C

Air
NL/min

Weight
g

1,5
3
4
5

-  8,0
-18,5
-21,5
-23,0

138
240
300
375

760


Temperature detected on exit nozzle with an inlet air temperature of 20°C.

ON-LINE
MANUAL

AIR COOLING UNITS
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RAFFREDDATORI AD ARIA - KIT SEGHE A NASTRO Delta 40

Cod. Tec. GR71
Euro

Pressione
Bar

Temperatura in uscita*
°C

Aria
NL/min.

Peso
g

H362310 297,00
1,5
3
4
5

-  8,0
-18,5
-21,5
-23,0

92
160
200
250

280

ART. DELTA 40 SAW
DELTA 40 SAW è un dispositivo di raffreddamento ad aria, composto da due DELTA 40, due ugelli a 90°
ed un supporto di collegamento.

DELTA 40 SAW si applica sulle segatrici per raffreddare la lama e permettere un taglio a secco sia su
metalli che sui vari tipi di plastica.

Questo raffreddatore trova una valida applicazione anche su segatrici a nastro verticali per metalli,
legno, plastica, su segatrici a disco per il taglio del canale di colata degli stampati di alluminio e in tutte le
applicazioni di taglio materiali dove sia sconsigliato o impossibile l'utilizzo di lubrorefrigeranti.

*Temperatura rilevata agli ugelli in uscita con una temperatura dell'aria in entrata di 20°C.

RAFFREDDATORI PER QUADRI ELETTRICI Delta 40

Cod. Tec. GR71
Euro

Pres.
bar

Temp. in uscita*
°C

Port. flusso freddo
NL/min

Consumo aria
NL/min

Depressione
mbar

Portata in uscita
NL/min

H35301000 (1000,00)
5
6
7

-16
-17
-19

300
358
417

633
783
900

-58
-72
-87

1766
2000
2200

* Temperatura in uscita parte fredda, aria fredda regolata 50%.

ART. AIR COOLING CABINET
AIR COOLING CABINET è un sistema di raffreddamento quadri elettrici con innovativo sistema di estrazione
dell'aria calda dal quadro e soffiaggio aria fredda. È possibile indirizzare il getto direttamente sui componenti
critici.
Dotazione: AIR COOLING CABINET è fornito completo di un tubo snodato lungo 320mm, da 1/2"

RAFFREDDATORI AD ARIA Delta 40

Cod. Tec. GR71
Euro

Pressione
bar

Temperatura in uscita*
°C

Consumo aria
NL/min

Potenza raffreddamento
W - Kcal/h - BTU/h

H3629TURBO 671,00
5
6
7

-16
-17
-19

633
783
900

730
630
2500

* Temperatura in uscita parte fredda, aria fredda regolata 50%.

ART. DELTA 40 TURBO
DELTA 40 TURBO è un dispositivo di raffreddamento ad aria compressa brevettato. DELTA 40 TURBO
converte l'aria in due flussi: uno di aria calda e uno di aria molto fredda.
I getti e le temperature di aria calda o fredda sono regolabili mediante una valvola che ne consente il
controllo. È leggero, compatto, economico e si aziona facilmente. È realizzato con materiali resistenti alla
corrosione. Il supporto è in alluminio e consente l'installazione del DELTA 40 TURBO tramite due magneti.
Non utilizza elettricità o prodotti chimici, non genera scintille o interferenze.
Riduce l'inquinamento e aumenta la velocità di lavorazione dell'utensile allungandone la durata.

Dotazione: DELTA 40 TURBO è fornito completo di un tubo snodato lungo 320mm, da 1/2"

H.29Indivisible package  Suggested retail package - Unit price

AIR COOLER FOR SAWING MACHINES

Tech. Code Pressure
bar

Outlet temperature*
°C

Air
NL/min.

Weight
g

1.5
3
4
5

- 8.0°
-18.5°
-21.5°
-23.0°

92
160
200
250

280

ITEM: DELTA 40 SAW
DELTA 40 SAW is an air cooling device formed of two DELTA 40, two 90°nozzles and a connecting support.

DELTA 40 SAW is used on sawing machines to cool their blade and allow a clean cut on metals as well as
on a wide range of plastic materials.

Such cooling device is successfully applied also on vertical band saws for metals, wood, plastic and on
circular saws when cutting the pouring spout of aluminum moulds as well as for all other material cutting
applications where the use of metalworking fluids is either unadvisable or impossible.


Temperature detected on exit nozzle with an inlet air temperature of 20°C.

COOLERS FOR ELECTRIC PANELS

Tech. Code Pres.
bar

Outlet temperature*
°C

Flow rate
NL/min

Air consumption
NL/min

Depression
mbar

Exit rate
NL/min

5
6
7

-16
-17
-19

300
358
417

633
783
900

-58
-72
-87

1766
2000
2200


 Outlet temperature partly of cold air regulated about 50%.

ITEM: AIR COOLING CABINET
AIR COOLING CABINET is a cooling system for electrical panels with and innovative system for extracting
hot air from the panel and blowing cold air. It is possible to direct the ject directly on the critical components.

Equipment: AIR COOLING CABINET provided with a long,complete 320mm - 1/2" articulated tube.

COMPRESSED AIR COOLERS

Tech. Code Pressure
bar

Outlet temperature*
°C

Air consumption
NL/min

Cooling power
W - Kcal/h - BTU/h

5
6
7

-16
-17
-19

633
783
900

730
630

2500


 Outlet temperature partly of cold air regulated about 50%.

ITEM: DELTA 40 TURBO
DELTA 40 TURBO is a patented compressed air cooling device. DELTA 40 TURBO converts the air into two
flows: one of hot air and one of very cold air.
The jets of the hot and cold temperatures are adjustable by means of a valve that allows control.It is
Lightweight,compact and economical and operates easily, it is made of anti-corrosion resistant material.The
support is in Aluminum that allows the installation of the DELTA 40 TURBO through two magnets. Uses no
electricity or chemicals and it does not generate sparks or interference.
It reduces pollution and increases the speed of the tool machining by increasing the duration.

Equipment: provided with a 320mm - 1/2" articulated tube.
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66

205

39

246

165

30
°

30
°

ART. AIR BLADE
Le lame d'aria AIR BLADE producono un flusso rettilineo d'aria lungo da 1 metro ad 1,5 metri, a seconda
della pressione dell'aria di alimentazione.
Questo flusso non produce turbolenza, rimane costantemente rettilineo, consentendo così una molteplicità
di applicazioni.
Sfruttando l'effetto KOANDA, il flusso amplifica la propria portata aspirando l'aria circostante: l'effetto è una
massa d'aria superiore a quella fornita dall'impianto di aria compressa utilizzato per l'alimentazione.

APPLICAZIONI:
- Barriere di contenimento trucioli
- Barriere di contenimento fumi o nebbie oleose e pulizia vetri interni
- Pulizia pezzi lavorati da trucioli e/o lubrorefrigeranti
- Evacuazione trucioli, essiccamento particolari verniciati
- Raffreddamento particolari stampati

Cod. Tec. GR71
Euro

Pressione
bar

Consumo aria
NL/min

Forza di spinta*
g

H3625100 441,00

1
2
3
4
5
6
7

900
1150
1600
1850
2300
2800
3200

50
280
700
850
1300
1750
2250

* Forza di spinta (grammi) misurata alla distanza di 150/200 mm.

LAME D'ARIA Air Blade

ART. AIR BLADE MINI
Le lame d'aria AIR BLADE MINI producono un flusso d'aria rettilineo, senza turbolenza. Il flusso rimane
costantemente rettilineo, consentendo così una molteplicità di applicazioni.
Sfruttando l'effetto KOANDA, il flusso amplifica la propria portata aspirando l'aria circostante: l'effetto è una
massa d'aria superiore a quella fornita dall'impianto di aria compressa utilizzato per l'alimentazione.

APPLICAZIONI:
- Barriere di contenimento trucioli
- Barriere di contenimento fumi o nebbie oleose e pulizia vetri interni
- Pulizia pezzi lavorati da trucioli e/o lubrorefrigeranti
- Evacuazione trucioli, essiccamento particolari verniciati
- Raffreddamento particolari stampati

Cod. Tec. GR71
Euro

Pressione
bar

Consumo aria
NL/min

Forza di spinta*
g

H3635100 293,00

1
2
3
4
5
6
7

765
978
1360
1573
1955
2380
2663

42
238
595
722
1105
1490
1900

* Forza di spinta (grammi) misurata alla distanza di 150/200 mm.

LAME D'ARIA Air Blade

I prodotti sono disponibili nel CAP D

PORTACOMPARATORI MAGNETICI SNODATI

Cod. Tec. Bloccaggio
Base
mm

Forza magnetica
Kg

D2516MEC60
Meccanico

60 x 50 x 55

60

D2516MEC80
80

D2516R80 Solo base

Prodotti correlati

H.30 Indivisible package   Suggested retail package - Unit price

ITEM: H3625
AIR BLADE MINI air blades produces a straight air flow. The flow remains constantly rectilinear, thus
allowing a multiplicity of applications.
Taking advantage of the KOANDA effect, the flow amplifies its range aspirating surrounding air, the effect
consists of a mass air flow greater than the one provided by the compressed air installation used for the
feeding.

APPLICATIONS:
- Protection barrier for chips
- Protection barrier for fumes or oily mists cleaning interior windows
- Cleaning of pieces machined from shavings and/or cooling lubricants
- Chip evacuation, drying painted parts
- Cooling of molded parts

Tech. Code Pressure
bar

Air consumption
NL/min

Thrust force*
g

1
2
3
4
5
6
7

900
1150
1600
1850
2300
2800
3200

50
280
700
850
1300
1750
2250


 Thrust force (grams) measured at a distance of 150/200 mm.

AIR BLADES

ITEM: AIR BLADE MINI
AIR BLADE MINI Air blades produces a straight air flow. The flow remains constantly rectilinear, thus
allowing a multiplicity of applications.
Taking advantage of the KOANDA effect,the flow amplifies its range aspirating surrounding air; the effect
consists of a mass air flow greater than the one provided by the compressed air installation used for the
feeding.

APPLICATIONS:
- Protection barrier for chips
- Protection barrier for fumes or oily mists cleaning interior windows
- Cleaning workpieces from chips and lubricants
- Chips evacuation or coated pieces drying
- Molded parts cooling

Tech. Code Pressure
bar

Air consumption
NL/min

Thrust force*
g

1
2
3
4
5
6
7

765
978
1360
1573
1955
2380
2663

42
238
595
722
1105
1490
1900


 Thrust force (grammes) measured at the distance of 150/200 mm.

AIR BLADES

The products are available in chapter D

MAGNETIC DIAL INDICATOR STANDS

Tech. Code Locking
Base
mm

Magnetic force
Kg

Mechanical
60 x 50 x 55

60

80
Only base

Related products
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ART. OXI COOLER
OXI COOLER è un sistema di ossigenazione e raffreddamento delle emulsioni combinato con un
raffreddatore DELTA 40. Può essere montato anche in una disoleatrice TOS2.0 per accelerare il processo
di distacco dell'olio lubrificante dall'emulsione.

Il magnete in neodimio permette di assicurare OXI COOLER ad una parete metallica. Per azionare OXI
COOLER è sufficiente inserire il tubo gorgogliatore sul fondo della vasca e collegare il dispositivo all'aria
compressa.

Il rubinetto di flusso consente di ottimizzare il flusso di aria refrigerata in funzione dell'altezza del livello di
emulsione nella vasca.

VANTAGGI:
- Maggiore durata dell'emulsione senza aggiunta di sostanze chimiche
- Ottimizza le prestazioni degli utensili
- Eliminazione dei cattivi odori causati dal metabolismo dei microrganismi
- Mantenimento del pH ad un livello ottimale
- Elimina progressivamente la proliferazione batterica
- Salvaguarda le leghe ferrose dall'ossidazione
- Riduzione della produzione di fumi e nebbie
- Abbattimento dei costi di smaltimento

Cod. Tec. GR71
Euro

Pressione
Bar

Temperaura in uscita
°C

Aria
NL/min.

Peso
Kg

H3266OXI 261,00
1,5
3
4
5

-  8,0
-18,5
-21,5
-23,0

46
80
100
125

1,2

OSSIGENATORI PER EMULSIONI Oxi

H.31Indivisible package  Suggested retail package - Unit price

ITEM: OXI COOLER
OXI COOLER is a combined oxygenation and cooling system featuring a DELTA 40 cooling unit, which
can also be mounted onto a TOS 2.0 tramp oil separator so to accelerate separation of lubricant oil from
emulsion itself.

The neodymium magnet is designed to provide a safe and tight fastening of the OXI COOLER onto a steel
wall, simply by inserting its bubbler tube in the bottom of the tank and coupling it to the compressed air unit.

The flux valve is designed to optmise cooling air flux in relation to tank emulsion levels.

ADVANTAGES:
- Longer emulsion life without chemical supplement
- Enhanced tool performance
- Preventing unpleasant odours due to microbial metabolism
- Emulsion provide from oxygenation kept at optimum PH levels.
- Gradually ihibits bacterial growth
- Protecting ferrous alloys against oxidation
- Cooled down emulsion ensures reduced fume and fog
- Significantly reduced cost of disposal

Tech. Code Pressure
bar

Outlet. Temp
°C

Air
NL/min.

Weight
Kg

1,5
3
4
5

-  8,0
-18,5
-21,5
-23,0

46
80
100
125

1,2

EMULSION OXYGENATORS
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RASEN D.1 è un disoleatore ideale per macchine utensili, macchine lava pezzi, condense di compressori
e, in generale, dove si debba separare l'olio superficiale dal fluido sottostante.
È facilmente applicabile anche in spazi esigui, e permette un'efficace rimozione meccanica degli oli
inquinanti dalla superficie delle emulsioni lubrorefrigeranti.
È Affidabile in esercizio, ha una lunga durata nel tempo, non richiede manutenzione.

VANTAGGI D'IMPIEGO
La gamma dei disoleatori LTEC rappresenta oggi la migliore soluzione per rimuovere e risolvere i problemi
derivanti dalla presenza di oli inquinanti nelle emulsioni lubrorefrigeranti e nelle acque delle macchine lava
pezzi.
• Evita il degrado microbiologico del fluido in esercizio
• Migliora gli standard di produzione
• Inibisce la produzione di fumi e nebbie nocive
• Riduce l'imbrattamento della macchina utensile
• Elimina i fermi macchina dovuti agli interventi manuali di disoleazione
• Costruito e assemblato in Italia con prodotti nazionali di qualità industriale
• Motoriduttore industriale
• Interruttore luminoso
• Temporizzatore elettronico a 4 posizioni con cavalieri programmabili
• Chiave unica di montaggio e regolazione (E27005 WRK)
• Praticità e sicurezza d'uso grazie alla vaschetta raccogli olio con sensore di livello
• Dischi con dimensioni diverse dallo standard su richiesta

Caratteristiche:
• Disco in policarbonato
• Recupero di olio fino a 8 Kg/h, in funzione della viscosità

ART. RASEN D.1

Cod. Tec. GR71
Euro

ø Disco
mm

Motore monofase
V - Hz

Cavo di alimentazione
m

H4045D320 613,00 320
230 - 50/60 2 con spina 16A - IP65H4045D500 762,00 500

H4045DIS320 93,00 320
Dischi di ricambio -H4045DIS500 134,00 500

DISOLEATORI A DISCO Rasen

I disoleatori RASEN B.2 sono ideali per macchine utensili, macchine lava pezzi, condense di compressori
ed in generale dove si debba separare l'olio superficiale dal fluido sottostante.
Sono facilmente applicabili anche in spazi esigui, e permettono un'efficace rimozione meccanica degli oli
inquinanti dalla superficie delle emulsioni lubrorefrigeranti.

• Affidabile in esercizio
• Lunga durata nel tempo
• Non richiede manutenzione

VANTAGGI D'IMPIEGO
• Evita il degrado microbiologico del fluido in esercizio
• Migliora gli standard di produzione
• Inibisce la produzione di fumi e nebbie nocive
• Riduce l'imbrattamento della macchina utensile
• Elimina i fermi macchina dovuti agli interventi manuali di disoleazione
• Costruito e assemblato in Italia con prodotti nazionali di qualità industriale
• Motoriduttore industriale
• Interruttore luminoso
• Temporizzatore elettronico a 4 posizioni con cavalieri programmabili
• Chiave unica di montaggio e regolazione (E27005 WRK)
• Praticità e sicurezza d'uso grazie alla vaschetta raccogli olio con sensore di livello
• Su richiesta, nastri con dimensioni diverse dallo standard

Caratteristiche:
• Nastro in polimero poliuretanico
• Tensione del nastro autoregistrante
• Recupero di olio fino a 8 Kg/h, in funzione della viscosità

ART. RASEN B.2

Cod. Tec. GR71
Euro

Nastro
mm

Motore monofase
V - Hz

Cavo di alimentazione
m

H4040N400 623,00 400 x 50
230 - 50/60 2 con spina 16AH4040N700 741,00 700 x 50

H4040NAS400 93,00 400 x 50 Nastri di ricambio completi di
molle di tensionamento

Nastri di ricambio completi di
molle di tensionamentoH4040NAS700 146,00 700 x 50

DISOLEATORI A NASTRO Rasen

H.32 Indivisible package   Suggested retail package - Unit price

RASEN D.1 is Ideal for tools machines, washing pieces machines, condenser compressors and in general
where it is necessary to separate the superficial oil from the fluid below. Easily applicable even in restricted
spaces, the most advanced equipment for the mechanical removal of oils pollutants from the surface of the
emulsion coolants. The highest technical standards to provide: a long life, does not require maintenance.

ADVANTAGES
The LTEC range of oil separators today represents the best removal solution to solve the problems caused
by the presence of pollutants in oil emulsion cooling lubricants and of water in washing pieces machines.
• Avoid microbial degradation of the fluid in operating
• Improve standards of production
• Inhibiting the production of noxious fumes and mists
• Reduce contamination of the machine
• Eliminate downtime due to the need for manual oil removal
• Built and assembled in Italy from high quality industrial products
• Industrial ratio- motor
• Illuminated switch
• Electronic timer with 4 positions
• Single key for assembly and adjustment (E27005 WRK)
• Easy and safe to use thanks to the oil collection tank with level sensor
• Upon request, disc type may also be supplied in sizes other than standard ones

Features:
• Band polyurethane polymer
• Recovery of oil up to 8 kg/h as a function of viscosity

ITEM: RASEN D.1

Tech. Code ø Disc
mm

Mono- phase motor
V - Hz

Power cable
m

320
230 - 50/60 2 with plug 16A - IP65

500
320

Replacement disc -
500

DISC OIL SKIMMERS

Ideal for tool machines, washing machines for pieces, condenser compressors and, in general, when it is
necessary to separate the surface oil from the fluid below.
Easy to apply even in tight spaces, it is the most advanced equipment for the mechanical removal of oil
pollutants from the surface of coolant emulsions.
The highest technical standards to provide:

• reliable operation
• durability
• no maintenance

BENEFITS OF USE
• Prevents microbial degradation of fluid in operation
• Improves production standards
• Inhibits the production of noxious fumes and mists
• Reduces machine contamination
• Eliminates downtime caused by the need for manual oil removal
• Built and assembled with industrial-quality products in Italy
• Industrial ratio-motor
• Illuminated switch
• Electronic 4-position timer
• Single key for assembly and adjustment (E27005 WRK)
• Easy and safe to use thanks to the oil collection tank with level sensor
• Non-standard size bands available on request

Features:
• Polyurethane polymer band
• Self-adjusting band tension
• Recovers up to 8 kg/h of oil in relation to the viscosity

ITEM: RASEN B.2

Tech. Code Tape
mm

Mono- phase motor
V - Hz

Power cable
m

400 x 50
230 - 50/60 2 with plug 16A

700 x 50
400 x 50 Replacement belts complete

with tension springs
Replacement belts complete

with tension springs700 x 50

HEAVY DUTY BELT OIL SKIMMERS
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MANUALE
ON-LINEDisoleatrice adatta a separare dalle emulsioni in vasca sia oli estranei che morchie e schiuma. Può operare

anche con turbolenza in vasca e disoleare 24 ore su 24. Durante la fase di aspirazione si forma nell'emulsione un
moto superficiale grazie al quale tutto l'olio estraneo in galleggiamento viene lentamente aspirato e decantato;
l'emulsione pulita rientra in vasca per gravità. L'operazione crea anche un benefico effetto di ossigenazione.
Il pescante autolivellante a corredo permette una rapida messa in opera anche in spazi angusti garantendo
una funzionalità immediata. Il nuovo filtro a sacco, fornito di serie con TOS 2.0, ne aumenta l'affidabilità ed
è molto facile da pulire.
TOS 2.0 non ha materiali di consumo e funziona senza la presenza dell'operatore.

Tramite l'impiego della disoleatrice TOS 2.0 HOT, prodotto ideato e progettato per le esigenze specifiche
delle vasche e dei tunnel di lavaggio, è possibile disoleate tutti quei fluidi ad alta temperatura e aggressivi
per l'operatore o per i materiali. Durante la progettazione della disoleatrice TOS 2.0 HOT si è tenuto anche in
considerazione la sicurezza degli operatori che possono venire in contatto accidentale con la macchina, grazie
alla parete di divisione al suo interno, mantiene la lamiera esterna della macchina ad una temperatura inferiore
a quella del fluido che scorre al suo interno.

Caratteristiche:
- Quadro elettrico con PLC con display in 6 lingue:
inglese, italiano, francese, tedesco, spagnolo, russo

- Protezione quadro elettrico IP65
- Temperatura massima liquido aspirato: 90° C
- Temperatura di operatività: +5°C +40°C
- Potenza nominale motore: KW 0.25
- Raccordi di scarico con rubinetto per svuotamento e pulizia
- Interruttore di emergenza a fungo

Vantaggi:
- Diminuisce il tempo di mancata produzione causata dai fermi macchina
- Allunga l'intervallo tra uno smaltimento e l'altro
- Allunga la vita della emulsione e riduce il rischio chimico e biologico
- Riduce i cattivi odori migliorando l'ambiente di lavoro
- Ostacola il riprodursi di muffe e batteri preservando la salute degli operatori
- Riduce i fumi generati dagli oli

Dotazione:
- 1 pescante dinamico H4000P70

A richiesta:
- Innesto a camme per il tubo di scarico

ART. TOS 2.0

Cod. Tec. GR71
Euro

Capienza
vasca

l

Flusso
l/h

Potenza
kw

Tensione
V

Dimensioni
mm

Peso
a vuoto

kg

H4000TOS2.0 3850,00
105 250 0,29

230
a 50 Hz

570 x 550 x
980h

80
H4000TOS2.0H (7950,00)

DISOLEATRICI TOS 2.0 Tos

Cod. Tec. GR71
Euro Descrizione

Dimensione
mm

H4002P070 324,00
Pescante dinamico con magnete

h 70
H4002P250 345,00 h 250/500

H.33Indivisible package  Suggested retail package - Unit price

ON-LINE
MANUALTramp oil separator suitable for separating from the emulsions in the tank foreign oils, sludge and foam. You

can use tank turbulence and degrease on a 24 hour basis. During the aspiration phase a superficial motion is
formed in the emulsion thanks to this all the foreign oils floating are aspirated and decanted, the clean emulsion
is drained into the tank by gravity. The operation also creates a beneficial oxygenation effect.
The self leveling float allows for a swift installation even in tight spaces, immediate functionality. The new filter
sack supplied as standard with TOS 2.0, enhances its reliability and is very easy to clean.
TOS 2.0 does not have material consumption and works without the presence of an operator.

Through the use of the TOS 2.0 HOT oil separator, a product conceived and designed for the specific needs of
the washing tanks and tunnels, it is possible to de-oil all those fluids at high temperature and aggressive for the
operator or for the materials. During the design of the TOS 2.0 HOT oil separator, the safety of the operators
who may come into accidental contact with the machine has also been taken into consideration, thanks to the
partition wall inside it, keeping the external plate of the machine at a lower temperature than the fluid flowing
inside.

Features:
- Electrical panel with PLC with display in 6 languages:

English, Italian, French, German, Spanish, Russian
- Electrical panel protection IP65
- Maximum liquid temperature aspirated: 90° C
- Operating temperature: +5°C +40°C
- Rated motor power KW 0.25
- Funnels with tap for emptying and cleaning
- Emergency stop button

Advantages:
- Decreases the production failure time caused by machine stops
- Lengthens the interval between one disposal and the other
- Lengthens the life of the emulsion and reduces the chemical and biological risks
- Reduces bad smells by improving the working environment
- It blocks the reproduction of mold and bacteria while preserving the health of the operators
- Reduces the fumes generated by oil

Supplied with:
- 1 Dynamic float H400P70

On request:
- Cam attachment for exhaust pipe

ITEM: TOS 2.0

Tech. Code
Container
capacity

L

Flow
l/h

Power
kw

Tension
V

Dimensions
mm

Empty weight
kg

105 250 0,29
230

at 50 Hz
570 x 550 x

980h
80

TRAMP OIL SEPARATORS TOS 2.0

Tech. Code Description
Dimension

mm

Dynamic float with magnet
h 70

h 250/500
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Prodotto a base di ossido di alluminio per oli, emulsioni, grassi, catrame, solventi, vernici, idrocarburi in
genere. Assorbe rapidamente tutte le sostanze liquide senza lasciarne traccia sulle superfici; rimane stabile
fino a temperature di 1.500°, offre un'ottima aderenza al pavimento, anche quando è completamente
impregnato, rimane asciutto al tatto e non scivoloso, oltre a ciò non è tossico. Rapporto di assorbimento
da: 1:1 a 1:1,5

ART. H4150 SCHEDE DI SICUREZZA ON-LINE

Cod. Tec. GR70
Euro Confezione

Peso
Kg

H415010 59,00 Secchio 10

ASSORBENTI PER OLI ED EMULSIONI

Assorbente professionale a base di Sepiolite di alta purezza.
La Sepiolite ha dei canali interni detti "canali zeolitici" che attraversano tutta la struttura del materiale fino ad
arrivare alla superficie esterna formando dei pori di varie dimensioni; è quindi un minerale altamente poroso
e a basso peso specifico, ideale per assorbire liquidi di tutti i tipi (olio, benzina, acqua, ecc.).
È un prodotto essenziale per le fabbriche, le officine, i fondi stradali e le aree di lavoro in cui i liquidi
fuoriusciti possono provocare incidenti, fermentazioni, pericoli e odori indesiderati.
È un prodotto sicuro, poichè è di un materiale ignifugo.
Agisce anche come agente antisdrucciolo nella manutenzione delle strade in caso di fondo scivoloso per
la presenza di liquidi.

ART. H4155 SCHEDE DI SICUREZZA ON-LINE

Cod. Tec. GR70
Euro Grana Confezione

Peso
Kg

H415515/30 27,80 Media 15/30
Sacco 20H415530/60 26,80 Fine 30/60

ASSORBENTI PER OLI ED EMULSIONI Sepiolite

DRY GRAIN è un prodotto ecologico granulato a base di componenti naturali per l'assorbimento di oli,
grassi,idrocarburi e prodotti chimici presenti negli ambienti di lavoro. È inalterabile a contatto con l'umidità
e l'acqua, non crea impasti scivolosi e pericolosi. E' ininfiammabile, non rilascia nel tempo le sostanze
assorbite.
Se stoccato in luogo asciutto, DRY GRAIN non ha data di scadenza. Può essere smaltito come rifiuto
urbano tuttavia lo smaltimento deve seguire le norme indicate per la sostanza assorbita. DRY GRAIN fornito
in due granulometrie, la fine è l'ideale sulle patine di inquinante ed è di norma la più utilizzata in ambito
industriale; la granulometria grossa è più indicata in presenza di grosse quantità di inquinante dove una
composizione fine non è efficace. Assorbe circa il 130% del proprio peso.
Conforme alla Norma Eu CEN TS 15366:2010
Conforme alla Norma Fr NF P 98-190

ART. DRY GRAIN SCHEDE DI SICUREZZA ON-LINE

Cod. Tec. GR70
Euro Confezione

Granulometria
mm

Peso
Kg

H415145G 12,40
Sacco L 10

2,0 - 4,8 4,5
H415170F 15,50 0,8 - 2,0 7,0

GRANULI ASSORBENTI UNIVERSALI

SAFETY SAND è una miscela di sabbie di origine naturale specifica per liquidi acidi e in particolare per
l'acido solforico. È un prodotto ecocompatibile, privo di sostanze irritanti, nocive, tossiche o corrosive. Non
necessita di stoccaggio in contenitori particolari. Il prodotto ha scadenza di 7 anni. Alla scadenza del
prodotto, deve essere smaltito come Rifiuto Speciale (RS) non pericoloso.

Rapporto di assorbimento: Kg 0,54 per L 1 di acido solforico
Rapporto di neutralizzazione: Kg 0,54 per L 1 di acido solforico

Disponibili a richiesta i rapporti di prova eseguiti sulla base del Decreto n°20 del Ministero dell'Ambiente.

Modalità d'uso
Versare gradualmente il prodotto sullo sversamento. Dopo alcuni minuti al termine della reazione
effervescente si origina una malta di facile asportazione. Raccogliere e smaltire come rifiuto speciale non
pericoloso.

ART. SAFETY SAND SCHEDE DI SICUREZZA ON-LINE

Cod. Tec. GR70
Euro Confezione

Peso
Kg

H421010 (37,10) Secchio 10

NEUTRALIZZANTI SPECIFICI PER ACIDO DA BATTERIE Safety

H.34 Indivisible package   Suggested retail package - Unit price

Aluminium oxide-based product for oil, emulsion, grease, tar, solvent, paint and hydrocarbon in general;
rapidly absorbs all liquid substances from surfaces without leaving a trace. Remains stable up to
temperatures of 1500°, offers excellent adhesion to the floor, it remains dry to the touch, non-slippery and
non-toxic even when it is completely soaked. Absorption ratio from 1:1 to 1:1.5

ITEM: H4150 SAFETY DATA SHEETS ON-LINE

Tech. Code Package
Weight

Kg
Bucket 10

UNIVERSAL ABSORBENTS FOR OILS AND LIQUIDS

Professional high-purity Sepiolite-based absorbent. The Sepiolite has internal channels called "zeolitic
channels" that cross the entire structure of the material up to the outer surface forming pores of various
sizes. The result is a highly porous mineral with low specific weight, ideal for absorbing all types of liquids
(oil, petrol, water, etc.). It is an essential product for factories, workshops, roadbeds and work areas where
spilled liquids can cause accidents, fermentation, danger and unwanted odours. It is very safe because it is
a flame-retardant material. It also acts as a anti-slip agent in road maintenance in case of slippery bottoms
due to the presence of spilled liquids.

ITEM: H4155 SAFETY DATA SHEETS ON-LINE

Tech. Code Grain Package
Weight

Kg
Medium 15/30

Bag 20
Fine 30/60

UNIVERSAL ABSORBENTS FOR OILS AND LIQUIDS

DRY GRAIN is a granulated ecological product based on natural components for the absorption of oil,
grease, hydrocarbon and chemical products present in the workplace. It is unalterable when in contact
with moisture and water, it does not create slippery and dangerous mixtures. It is non-flammable, it does
not release the absorbed substances over time. If stored in a dry place, DRY GRAIN has no expiry date. It
can be disposed of as urban waste, however the disposal must follow the norms indicated for the absorbed
substance, supplied in two granulometries, the fine.grained is ideal for polluting films and is usually the
widely used in the Industrial field; the coarse grained is more suitable in the presence of large quantities of
pollutants where a fine composition is not effective. It absorbs around 130% of its weight.
Complies with the EU CEN standards TS 15366: 2010
Complies with the standard Fr NF P 98.190

ITEM: DRY GRAIN SAFETY DATA SHEETS ON-LINE

Tech. Code Package
Grain size

mm
Weight

Kg

Sack Lt. 10
2,0 - 4,8 4,5
0,8 - 2,0 7,0

UNIVERSAL ABSORBENT GRANULES FOR OILS

SAFETY SAND is a mixture of sand of natural origin. Especially recommended for use to neutralize acid
liquids and particular for sulphuric acid. Eco-friendly product, does not contain any irritant, toxic, corrosive
or hazardous substances. It does not require special storage containers. The product has a expiring date
of of 7 years. When the product expires, it must be disposed of as non-hazardous Special Rejection (RS)

Absorbance ratio: Kg 0,54 per Lt 1 of sulphuric acid
Acid base neutralization ratio: Kg 0,54 per Lt 1 of sulphuric acid

Test reports available upon request, in compliance with Decree n. 20 issued by the Ministry of Environment.

How to use
Gradually poor the product onto the spilled area. Wait a few minutes for the effervescent reaction to
be completed which generates a mortar-like, easily removable mix. Clean up and dispose of as a non-
hazardous special waste.

ITEM: SAFETY SAND SAFETY DATA SHEETS ON-LINE

Tech. Code Package
Weight

Kg
Bucket 10

BATTERY ACID NEUTRALIZER
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H.35 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

WHITE DRY è un assorbente idrorepellente e galleggiante, efficace per inquinanti sversati sia sul suolo che
sull'acqua come in caso di pioggia. È adatto a tutti gli idrocarburi e loro derivati, come oli, solventi, benzina
etc.
WHITE DRY è un assorbente idrofobo che non assorbe l'acqua. Si impregna rapidamente e assorbe fino
a 20 volte il suo peso. I fogli sono l'ideale per trattare perdite su macchinari, i manicotti sono indispensabili
per assorbire e arginare gli sversamenti.

ART. WHITE DRY SCHEDE DI SICUREZZA ON-LINE

Cod. Tec. GR70
Euro Descrizione

Dimensioni
cm

Assorbimento
L

H41315040F 122,00 Fogli conf. 200 pz. 50 x 40 145
H41318120 131,00 Manicotti conf. 24 pz. 8 x 120

168H41318240 131,00 Manicotti conf. 12 pz. 8 x 240

ASSORBENTI PER OLIO E IDROCARBURI

Kit di pronto intervento composto da:
- 30 fogli 50x40 cm
- 6 manicotti Ø 8 x 120 cm
- 6 manicotti Ø 8 x 60 cm
- 1 paio di guanti
- 1 mascherina
- 3 sacchi per gli scarti

Fornito in bauletto di plastica

ART. WHITE DRY KIT SCHEDE DI SICUREZZA ON-LINE

Cod. Tec. GR70
Euro Confezione

Dimensioni
cm

Assorbimento
L

H4132KIT75 167,00 Bauletto 60 x 40 x 32 h 75

KIT EMERGENZA ANTISVERSAMENTO OLI

GRAY DRY è un prodotto universale per arginare ed assorbire la maggior parte dei liquidi industriali, oli,
refrigeranti, solventi etc. Assorbe istantaneamente per metodo capillare fino a 19 volte il suo peso. Idoneo
anche per l'acqua.

ART. GRAY DRY SCHEDE DI SICUREZZA ON-LINE

Cod. Tec. GR70
Euro Descrizione

Dimensioni
cm

Assorbimento
L

H41335040F 127,00 Fogli conf. 100 pz. 50 x 40 105
H41338120 131,00 Manicotti conf. 24 pz. 8 x 120

144H41338240 131,00 Manicotti conf. 12 pz. 8 x 240

ASSORBENTI UNIVERSALI

Kit di pronto intervento composto da:
- 30 fogli 50 x 40
- 3 manicotti Ø 8 x 120
- 3 manicotti Ø 8 x 60
- 1 sacco di granuli assorbenti fini 10L
- 1 paio di guanti
- 1 mascherina
- 3 sacchi per gli scarti

Fornito in bauletto di plastica

ART. GRAY DRY KIT SCHEDE DI SICUREZZA ON-LINE

Cod. Tec. GR70
Euro Confezione

Dimensioni
cm

Assorbimento
L

H4134KIT65 166,00 Bauletto 60 x 40 x 32 h 65

KIT EMERGENZA ANTISVERSAMENTI UNIVERSALI

COVER DRAIN è un tappeto protettivo copritombino che impedisce l'infiltrazione di inquinanti negli scarichi
e nella rete idrica.

ART. COVER DRAIN SCHEDE DI SICUREZZA ON-LINE

Cod. Tec. GR70
Euro Descrizione

Dimensioni
cm

H413760 143,00 Tappeto 60 x 60

COPRITOMBINO

H.35Indivisible package  Suggested retail package - Unit price

WHITE DRY is a water repellent and floating absorbent, effective for spilled pollutants both on the ground
and on water as in the case of wet weather- It is suitable for all hydrocarbons and their derivatives, such as
oils, solvents, petrol etc.
WHITE DRY is a hydropobic absorbent that doen not absorb water, It rapidly impregnates and absorbs up
to 20 times its weight. The sheets are ideal for treating leaks on machinery, the sleeves are indispensable
for absorbing damaging spills.

ITEM: WHITE DRY SAFETY DATA SHEETS ON-LINE

Tech. Code Description
Dimensions

cm
Absorption

L
Sheets package 200 pcs 50 x 40 145
Tubes package 24 pcs 8 x 120

168
Tubes package 12 pcs 8 x 240

ABSORBENT FOR OILS AND HYDROCARBONS

Emergency Kit consisting of:
- 30 pads 50 x 40
- 6 socks Ø 8 x 120
- 6 socks Ø 8 x 60
- 1 pair of gloves
- 1 mask
- 3 disposal bags

Supplied in a plastic trunk

ITEM: WHITE DRY KIT SAFETY DATA SHEETS ON-LINE

Tech. Code Package
Dimensions

cm
Absorption

L
Plastic trunk 60 x 40 x 32 h 75

EMERGENCY KIT ANTI-OIL SPILL

GRAY DRY is a Universal product ideal for absorbing industrial liquids, oils, refrigerants, solvents etc.
Absorbs instantly by capillary method up to 19 times its weight. Also suitable for water.

ITEM: GRAY DRY SAFETY DATA SHEETS ON-LINE

Tech. Code Description
Dimensions

cm
Absorption

L
Sheets package 100 pcs 50 x 40 105
Tubes package 24 pcs 8 x 120

144
Tubes package 12 pcs 8 x 240

UNIVERSAL ABSORBENT PADS

Emergency Kit consisting of:
- 30 pads 50 x 40
- 3 socks Ø 8 x 120
- 3 socks Ø 8 x 60
- 1 bag of fine absorbent granules 10l
- 1 pair of gloves
- 1 mask
- 3 disposal bags

Supplied in a plastic trunk

ITEM: GRAY DRY KIT SAFETY DATA SHEETS ON-LINE

Tech. Code Package
Dimensions

cm
Absorption

L
Plastic trunk 60 x 40 x 32 h 65

UNIVERSAL EMERGENCY KIT ANTI-SPILL

COVER DRAIN is a Protective that prevents the infiltration of pollutants in the drains and in the water
supply.

ITEM: COVER DRAIN SAFETY DATA SHEETS ON-LINE

Tech. Code Description
Dimensions

cm
Carpet 60 x 60

COVER DRAIN PROTECTIVE MAT
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H.36 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

La viscosa offre una qualità di filtrazione maggiore in quanto su tutta la superficie la porosità è uniforme ed
è più adatta alla filtrazione delle emulsioni.

Il polipropilene offre una maggiore economicità unita però ad una minore uniformità dei pori. E' adatto alla
filtrazione delle emulsioni.

Il poliestere a base di polietilene ha la caratteristica di offrire una perfetta filtrazione per oli da taglio interi
su base minerale ed estere.

Il peso al metro quadro è direttamente proporzionale alla qualità della filtrazione, un peso elevato trattiene
il pulviscolo più fine mentre un peso leggero lascia passare il microsfrido.

ART. H4110 SCHEDE DI SICUREZZA ON-LINE

Cod. Tec. GR70
Euro Materiale

Lunghezza
m

Altezza
mm

Peso
g/m²

H4110Z25500 28,46

Viscosa 100

500

25
H4110Z30500 31,52 30
H4110Z35500 36,41 35
H4110Z50500 50,18 50
H4110Z25700 35,39

700

25
H4110Z30700 41,92 30
H4110Z35700 48,14 35
H4110Z50700 66,91 50
H4110Z251000 50,18

1000

25
H4110Z301000 56,10 30
H4110Z351000 69,87 35
H4110Z501000 101,29 50

TESSUTI NON TESSUTI PER FILTRI A TAPPETO

Cod. Tec. GR70
Euro Materiale

Lunghezza
m

Altezza
mm

Peso
g/m²

H4110K2500 18,67

Polipropilene 100

500
20

H4110K3500 25,19 35
H4110K2700 25,60

700

20
H4110K3700 32,44 30
H4110K5700 40,70 50
H4110K7700 72,52 70
H4110K21000 32,44

1000

20
H4110K31000 39,37 30
H4110K51000 48,96 50
H4110K71000 92,41 70

Cod. Tec. GR70
Euro Materiale

Lunghezza
m

Altezza
mm

Peso
g/m²

H4110P30700 35,90

Poliestere 100

700
30

H4110P45700 55,28 45
H4110P70700 81,40 70
H4110P301000 52,33

1000
30

H4110P451000 79,46 45
H4110P701000 97,92 70

H.36 Indivisible package   Suggested retail package - Unit price

Viscose BTZ offers higher filtration quality because porosity is uniform over the whole surface; it is more
suitable for filtering emulsions.

The polypropylene BTK is more economical, but offers lower pore uniformity; it is also suitable for filtering
neat oils.

The polyester is based of polyethylene which has the features to offer a perfect filtration for neat cutting oils
on mineral based and synthetic fluids.

The weight per square meter is directly proportional to the filtration quality; a higher weight retains the finer
dust, while a lighter weight allows the micro-scrap to pass through.

ITEM: H4110 SAFETY DATA SHEETS ON-LINE

Tech. Code Material
Length

m
Height

mm
Weight
g/m²

Viscose 100

500

25
30
35
50

700

25
30
35
50

1000

25
30
35
50

NON-WOVEN MATERIAL FOR FILTER MATS

Tech. Code Material
Length

m
Height

mm
Weight
g/m²

Polypropylene 100

500
20
35

700

20
30
50
70

1000

20
30
50
70

Tech. Code Material
Length

m
Height

mm
Weight
g/m²

Polyester 100

700
30
45
70

1000
30
45
70
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H.38 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Il ricambio è costituito da una cartuccia ad alto rendimento in classe F9.
Il Dispositivo Rilevazione Filtri Intasati, installato sull'abbattitore, avverte l'utilizzatore, lampeggiando, che rimane
un'operatività dei filtri del 15% si ha così il tempo necessario per ordinare il ricambio.
La sostituzione di questo ricambio si effettua in modo semplice smontando il corpo del post filtro, si accede al coperchio
del corpo base, si svitano le viti che fissano il coperchio e si estrae la cartuccia completa di calze filtranti.
Il montaggio della cartuccia nuova si effettua ripetendo l'operazione nel senso inverso.

ART. H5412

Cod. Tec. GR71
Euro Consigliata la sostituzione ogni

Compatibile con
Modello

H5412KIT1 26,00

2000 h

AFM 500
H5412KIT2 31,00 AFM 1000
H5412KIT3 41,00 AFM 2000
H5412KIT4 (54,00) AFM 3000

DISPONIBILITA’ LIMITATA AD ALCUNI PAESI

CARTUCCIA FILTRANTE INTERNA

Cod. Tec. GR71
Euro Modello

Sistema
abbattimento

Aspirazione
mñ/h

Potenza
kw

Ø aspiratore
mm

Rumorosità
dBA

Pressione statica
Pa

Peso
Kg

H5405500 (2579,00) AFM-P; 500

Centrifugo + Meccanico

530 0,37 125 62 740 50
H54051000 (2964,00) AFM-P; 1000 960 0,55 150 64 920 65
H54052000 (3483,00) AFM-P; 2000 1380 1,5 200 68 1200 80
H54053000 (3886,00) AFM-P; 3000 1750 2,2 250 72 1700 97

DISPONIBILITA’ LIMITATA AD ALCUNI PAESI

ART. H5405
Nuova soluzione di qualità superiore per eliminare nebbie d'olio, fumi e vapori generati da lavorazioni meccaniche con
l'utilizzo di emulsione.
Ha un innovativo sistema centrifugo "AUTOPULENTE" integrato, per un efficace abbattimento dell'inquinante direttamente
alla fonte, che incrementa notevolmente la vita dei filtri successivi.
I post filtri ad elevata superficie filtrante sono indicati per eliminare micronebbie, esalazioni nocive e garantiscono
un'efficienza di abbattimento delle emissioni fino al 99,98% (secondo norme EN 779 - EN1822 HEPA).
Inoltre la loro versatilità è in grado di risolvere a 360° qualsiasi esigenza del cliente.
I costi di manutenzione sono dimezzati grazie a sistemi di abbattimento innovativi e ambienti di lavoro più sani e puliti,
in conformità alle normative vigenti in materia di igiene e sicurezza negli ambienti di lavoro industriale (Dlgs 25/02 - Dlgs
81/2008). Tensione di alimentazione 400 V / 50 Hz trifase.
Completo di Dispositivo Rilevamento Intasamento Filtri.

LA MACCHINA VIENE FORNITA CON KIT DI INSTALLAZIONE UNIVERSALE

MANUALE
ON-LINE

ABBATTITORI DI NEBBIE OLEOSE PER EMULSIONI AFM

PER ORDINARE PARTI DI RICAMBI O ACCESSORI DEGLI ABBATTITORI E' NECESSARIO FORNIRE SEMPRE MODELLO E N° DI SERIE DELLA MACCHINA

H.38 Indivisible package   Suggested retail package - Unit price

The spare part consists of a high performance cartridge in class F9. The clogged Filter Detection Device, installed on
the blast chiller, warns the user, blinking, that 15% of the filters remain active, thus allowing the time required to order
the spare part. The replacement of this part is done simply by removing the body of the post filter, accessing the cover of
the base body, unscrewing the screws that fix the cover and extracting the cardridge complete with filter socks. The new
cartridge is assembled by repeating the operation in the opposite direction.

ITEM: H5412

Tech. Code Replacement recommended every
Compatible with

Model

2000 h

AFM 500
AFM 1000
AFM 2000
AFM 3000

LIMITED AVAILABILITY IN SOME COUNTRIES

INTERNAL FILTER CARTRIDGE

Tech. Code Model Suction system
Suction

mñ/h
Power

kw
ø Suction

mm
Noise level

dBA
Static pressure

Pa
Weight

Kg
AFM-PX 500

Centrifugal + Mechanical

530 0,37 125 62 740 50
AFM-PX 1000 960 0,55 150 64 920 65
AFM-PX 2000 1380 1,5 200 68 1200 80
AFM-PX 3000 1750 2,2 250 72 1700 97

LIMITED AVAILABILITY IN SOME COUNTRIES

ITEM: H5405
New solution of superior quality to eliminate oil mists, fumes and vapors generated by mechanical processing with the
use of emulsion.
It has an Innovative integrated "SELF-CLEANING" centrifugal system for effective removal of the polluting particles
directly at the source, which significantly increases the life of the subsequent filters.
The post filters with a high filtering surface are suitable for eliminating micro-organisms and harmful fumes and guarantee
an emission reduction efficiency up to 99.98% (according to EN 779 - EN1822 standards HEPA).
Moreover, their versatility is able to solve all customer needs at 360°.
Maintenance costs halved thanks to innovative abatement systems and healthier and cleaner working environments, in
compliance with current regulations on hygiene and safety in industrial work environments (Legislative Decree 25/02 -
Legislative Decree (81/2008). Supply voltage 400 V / 50 Hz three-phase.
&oPplete with filter clogging detection deYice�

THE MACHINE IS SUPPLIED WITH A UNIVERSAL INSTALLATION KIT

ON-LINE
MANUAL

OIL MIST COLLECTORS FOR MIST AND OIL SMOKE

TO ORDER SPARE PARTS OF BLAST CHILLER ACCESSORIES IT IS NECESSARY TO ALWAYS SUPPLY THE NUMBER AND SERIES OF THE MACHINE
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H.39 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Il ricambio è costituito da una coppia di filtri sintetici montati su telaio metallico, tranne che nei modelli 500 e 1000 dove è
presente un solo filtro sintetico. La durata del ricambio è superiore alle 3000 ore se utilizzato correttamente.
Il Dispositivo Rilevazione Filtri Intasati, installato sul quadro elettrico dell'abbattitore, avverte l'utilizzatore, lampeggiando,
che rimane un'operatività dei filtri del 15% si ha così il tempo necessario per ordinare il ricambio.
La sostituzione di questo ricambio si effettua aprendo lo sportello del Pre-Filtro e sfilando i filtri dai binari.
Il montaggio del ricambio nuovo si effettua ripetendo l'operazione nel senso inverso.

ART. H5422

Cod. Tec. GR71
Euro Consigliata la sostituzione ogni

Compatibile con
Modello

H5422RIC1 (22,00)

1500 h

AFM 500
H5422RIC2 (40,00) AFM 1000
H5422RIC3 (67,00) AFM 2000
H5422RIC4 (88,00) AFM 3000

DISPONIBILITA’ LIMITATA AD ALCUNI PAESI

CELLE SINTETICHE PREFILTRO PER ABBATTITORI DI NEBBIE

Il ricambio è costituito da una coppia di filtri tubolari posizionati sulla cartuccia filtrante a coalescenza.
La durata del ricambio è superiore alle 3000 ore se utilizzato correttamente.
Il Dispositivo Rilevazione Filtri Intasati, installato sul quadro elettrico dell'abbattitore, avverte l'utilizzatore, lampeggiando,
che rimane un'operatività dei filtri del 15% si ha così il tempo necessario per ordinare il ricambio.
La sostituzione di questo ricambio si effettua aprendo lo sportello del Post-Filtro e sfilando i filtri dai binari, si accede
al coperchio del corpo base, si svitano le viti che fissano il coperchio e si estrae la cartuccia metallica completa di filtri
tubolari sintetici, si sfilano entrambi i filtri tubolari dalla cartuccia metallica. Il montaggio della cartuccia nuova dei filtri
tubolari nuovi si effettua ripetendo l'operazione nel senso inverso.

ART. H5415

Cod. Tec. GR71
Euro Consigliata la sostituzione ogni

Compatibile con
Modello

H5415500 (122,00)

2000 h

AFM 500
H54151000 (142,00) AFM 1000
H54152000 (182,00) AFM 2000
H54153000 (213,00) AFM 3000

DISPONIBILITA’ LIMITATA AD ALCUNI PAESI

FILTRI SINTETICI CARTUCCIA INTERNA PER ABBATTITORI DI NEBBIE IN KIT AFM

Il ricambio è composto da un elemento filtrante di qualità superiore, in classe H10.
Il Dispositivo Rilevazione Filtri Intasati, installato sull'abbattitore, avverte l'utilizzatore, lampeggiando, che rimane
un'operatività dei filtri del 15% si ha così il tempo necessario per ordinare il ricambio.
La sostituzione di questo ricambio si effettua aprendo lo sportello del Post-Filtro e sfilando dai binari il filtro esausto.
Il montaggio del ricambio nuovo si effettua ripetendo l'operazione nel senso inverso.

ART. H5418

Cod. Tec. GR71
Euro Consigliata la sostituzione ogni

Compatibile con
Modello

H5418500 (182,00)

2000 h

AFM 500 - P; 500
H54181000 (203,00) AFM 1000 - P; 1000
H54182000 (233,00) AFM 2000 - P; 2000
H54183000 (340,00) AFM 3000 - P; 3000

DISPONIBILITA’ LIMITATA AD ALCUNI PAESI

CARTUCCIA FILTRANTE FINALE AFM

PER ORDINARE PARTI DI RICAMBI O ACCESSORI DEGLI ABBATTITORI E' NECESSARIO FORNIRE SEMPRE MODELLO E N° DI SERIE DELLA MACCHINA

H.39Indivisible package  Suggested retail package - Unit price

The spare part is composed of a pair of synthetic filters mounted on a metal frame, except for the 500 and 1000 models
which has only one filter. The spare part lasts more than 3000 hours when used correctly. The Clogged Filter Detection
Device installed on the electric panel of the aspirator flashes to alert the user that only 15% of filter operability is left
allowing ample time to order the spare part. To replace this part, open the door of the Pre-Filter and pull out the filters
from the rails. To install the new part, repeat the procedure in reverse order.

ITEM: H5422

Tech. Code Replacement recommended every
Compatible with

Model

1500 h

AFM 500
AFM 1000
AFM 2000
AFM 3000

LIMITED AVAILABILITY IN SOME COUNTRIES

PRE-FILTER SYNTHETIC CELLS FOR MIST ASPIRATORS

The spare part is composed of a pair of tubular filters placed on the filtering cartridge with coalescence. The spare part
lasts more than 3000 hours when used correctly. The Clogged Filter Detection Device installed on the electric panel of
the aspirator flashes to alert the user that only 15% of filter operability is left allowing ample time to order the spare part.
To replace this part, open the door of the Post-Filter and pull out the filters from the rails; next access the base body cap,
unscrew the screws that secure the cover and remove the metal cartridge together with the tubular synthetic filters and
lastly pull out both tubular filters from metal cartridge. To install the new cartridge and the new tubular filters, repeat the
procedure in reverse order.

ITEM: H5415

Tech. Code Recommended replacement every
Compatible with

Model

2000 h

AFM 500
AFM 1000
AFM 2000
AFM 3000

LIMITED AVAILABILITY IN SOME COUNTRIES

SYNTHETIC FILTER KIT FOR INTERNAL CARTRIDGE OF MIST ASPIRATORS

The spare part consists of a filter element of superior quality, in class H10. The clogged Filter Detection Device, installed
on the oil mist collector, warns the user, blinking that 15% of the filters remain active, thus giving the necessary time to
order the spare part. The replacement of this part is carried out by opening the Post-filter door and extracting the exhaust
filter from the tracks. The assembly of the new part is carried out by repeating the operation in the opposite direction.

ITEM: H5418

Tech. Code Recommended replacement every
Compatible with

Model

2000 h

AFM - PX 500
AFM - PX 1000
AFM - PX 2000
AFM - PX 3000

LIMITED AVAILABILITY IN SOME COUNTRIES

FINAL FILTER CARTRIDGE

TO ORDER SPARE PARTS OF BLAST CHILLER ACCESSORIES IT IS NECESSARY TO ALWAYS SUPPLY THE NUMBER AND SERIES OF THE MACHINE



H

H.40 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Il kit ricambio per celle filtranti è composto da due elementi: diffusore inferiore ed elemento filtrante superiore in classe
H13 HEPA. La durata del kit è superiore alle 1000 ore se utilizzato correttamente.
Il Dispositivo Rilevazione Filtri Intasati, installato sul quadro elettrico dell'abbattitore, avverte l'utilizzatore, lampeggiando,
che rimane un'operatività dei filtri del 15% si ha così il tempo necessario per ordinare il kit filtri di ricambio.
La sostituzione di questo kit si effettua aprendo lo sportello del Post-Filtro e sfilando dai binari i filtri esausti. Il montaggio
del kit nuovo si effettua ripetendo l'operazione nel senso inverso.

ART. H5457

Cod. Tec. GR71
Euro Consigliata la sostituzione ogni

Compatibile con
Modello

H5457KIT1 (376,00)

1000 h

AFM-PFH 500
H5457KIT2 (452,00) AFM-PFH 1000
H5457KIT3 (528,00) AFM-PFH 2000
H5457KIT4 (863,00) AFM-PFH 3000

DISPONIBILITA’ LIMITATA AD ALCUNI PAESI

CELLE SINTETICHE + CARTUCCE FILTRANTI PER ABBATTITORI DI NEBBIE DI OLI INTERI

Cod. Tec. GR71
Euro Modello Sistema abbattimento

Aspirazione
m³/h

Potenza
kw

Ø aspiratore
mm

Rumorosità
dBA

Pressione statica
mm/H2O

Peso
Kg

H5430500 (2895,00) AFM-PFH 500

Centrifugo + Meccanico

470 0,37 125 62 84 50
H54301000 (3390,00) AFM-PFH 1000 950 0,55 150 64 89 65
H54302000 (3940,00) AFM-PFH 2000 1920 1,1 200 68 96 80
H54303000 (4450,00) AFM-PFH 3000 2900 2,2 250 72 122 97

DISPONIBILITA’ LIMITATA AD ALCUNI PAESI

ART. H5430
Nuova soluzione di qualità superiore per eliminare nebbie d'olio, fumi e vapori generati da lavorazioni meccaniche con
l'utilizzo di oli interi.
Ha un innovativo sistema centrifugo "AUTOPULENTE" integrato, per un efficace abbattimento dell'inquinante direttamente
alla fonte, che incrementa notevolmente la vita dei filtri successivi.
I post filtri ad elevata superficie filtrante sono indicati per eliminare micronebbie, fumi di oli, esalazioni nocive e garantiscono
un'efficienza di abbattimento delle emissioni fino al 99,98% (secondo norme EN 779 - EN1822 HEPA).
Inoltre la loro versatilità è in grado di risolvere a 360° qualsiasi esigenza del cliente.
I costi di manutenzione sono dimezzati grazie a sistemi di abbattimento innovativi e ambienti di lavoro più sani e puliti,
in conformità alle normative vigenti in materia di igiene e sicurezza negli ambienti di lavoro industriale (Dlgs 25/02 - Dlgs
81/2008). Tensione di alimentazione 400 V / 50 Hz trifase.
Completo di Dispositivo Rilevamento Intasamento Filtri.

LA MACCHINA VIENE FORNITA CON KIT DI INSTALLAZIONE UNIVERSALE

MANUALE
ON-LINE

ABBATTITORI DI NEBBIE OLEOSE PER OLI INTERI AFM

Il kit piantana è costituito da una piantana alta 1 metro oppure 2 metri con 4 piedini antivibranti e di una tanica per la
raccolta della condensa. Questo kit permette di installare l'abbattitore anche in situazioni in cui non sia possibile montarlo
sulla macchina utensile.
Con il kit alto 1 metro l'abbattitore rimane ad un 'altezza in cui è possibile eseguire le operazioni di manutenzione da terra.

ART. H5466

Cod. Tec. GR71
Euro

Altezza piantana
m

H54661000 (395,00) 1
H54662000 (395,00) 2

DISPONIBILITA’ LIMITATA AD ALCUNI PAESI

KIT INSTALLAZIONE A PIANTANA PER ABBATTITORI AFM

PER ORDINARE PARTI DI RICAMBI O ACCESSORI DEGLI ABBATTITORI E' NECESSARIO FORNIRE SEMPRE MODELLO E N° DI SERIE DELLA MACCHINA

H.40 Indivisible package   Suggested retail package - Unit price

The post filter replacement kit is composed of two elements: internal diffuser and upper filtering element (Class H13
HEPA). The average change interval of the replacement kit is over 1000h, in case of correct use. The Clogged Filters
Detection Device, installed on the electric panel of the mist collector, with it's blinking, warns that the filter has only 15%
efficiency left, so there is enough time to order a new replacement kit and install it. To replace these post filter cells,
it's needed to open the post-filter door, remove the used filters from the slides and replacing them with the new ones,
repeating the operation in the opposite direction.

ITEM: H5457

Tech. Code Recommended replacement every
Compatible with

Model

1000 h

AFM - PFH 500
AFM - PFH 1000
AFM - PFH 2000
AFM - PFH 3000

LIMITED AVAILABILITY IN SOME COUNTRIES

SYNTHETIC CELLS AND CARTRIDGES FOR NEAT OIL MIST COLLECTORS

Tech. Code Model Suction system
Suction

m³/h
Power

kw
ø Suction

mm
Noise level

dBA
Static pressure

mm/H2O
Weight

Kg
AFM-PFH 500

Centrifugal + Mechanical

470 0,37 125 62 84 50
AFM-PFH 1000 950 0,55 150 64 89 65
AFM-PFH 2000 1920 1,1 200 68 96 80
AFM-PFH 3000 2900 2,2 250 72 122 97

LIMITED AVAILABILITY IN SOME COUNTRIES

ITEM: H5430
New solution of superior quality to eliminate oil mists, fumes and vapors generated by mechanical processing with the
use of neat oils.Innovative integrated "SELF-CLEANING" centrifugal system for effective removal of the polluting particles
directly at the source, which significantly increases the life of the subsequent filters.Moduler Post filters with a high filtering
surface, suitable for eliminating microbursts, oil fumes and harmful fumes, guarantee an emission reduction efficiency up
to 99.98% (according to EN 779 - EN1822 standards HEPA).
Moreover, their versatility is able to solve all customer needs at 360 °.Maintenance costs halved thanks to innovative
abatement systems and healthier and cleaner working environments, in compliance with current regulations on hygiene
and safety in industrial work environments (Legislative Decree 25/02 - Legislative Decree 626-94). Supply voltage 400 V
/ 50 Hz three-phase.
Complete with filter clogging detection device.

THE MACHINE IS SUPPLIED WITH A UNIVERSAL INSTALLATION KIT.

ON-LINE
MANUAL

OIL MIST COLLECTORS FOR NEAT OIL

The base stand kit consists of a 1 meter or 2 meter high base stand with 4 anti-vibration feet and a condensation tank.
This kit allows you to install the blast chiller even in situations where it is not possible to mount it on the machine tool.With
the 1 meter high kit the blast chiller remains at a height where it is possible to carry out ground maintenance operations.

ITEM: H5466

Tech. Code Base stand height
m
1
2

LIMITED AVAILABILITY IN SOME COUNTRIES

BASE STAND INSTALLATION KIT FOR MIST COLLECTORS

TO ORDER SPARE PARTS OF BLAST CHILLER ACCESSORIES IT IS NECESSARY TO ALWAYS SUPPLY THE NUMBER AND SERIES OF THE MACHINE



H

H.41 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR70
Euro Cod. Fornitore Descrizione

H606001 17,24 40413

Confezione standard 20 segmenti componibili
3 getti Ø 1,6 - 3,17 - 6,35;
2 raccordi 1/4” e 1/8”NPT.
Lunghezza totale mm. 330

H606002 0,65 41401/1 Segmento da 1/4”
H606003 2,24 41402/1 Getto Ø 1,6
H606004 2,24 41403/1 Getto Ø 3,17
H606005 2,24 41404/1 Getto Ø 6,35
H606006 6,53 41407/1 Getto piatto 24 x 0,8
H606007 6,53 41489/1 Getto piatto 25 x1,3 flusso diretto
H606008 9,59 41481/1 Getto piatto a 16 fori Ø 1
H606009 9,59 41482/1 Getto piatto a 16 fori Ø 1,5
H606010 3,37 41483/1 Getto piatto 11 x 1
H606011 3,37 41484/1 Getto piatto 11 x 1,5
H606012 3,37 41485/1 Getto piatto a 5 fori Ø 1,5
H606013 3,37 41486/1 Getto piatto a 7 fori Ø 1
H606014 2,24 41405/1 Raccordo 1/8” NPT
H606015 2,24 41406/1 Raccordo 1/4” NPT
H606016 6,53 41408/1 Attacco a Y mm. 6
H606017 2,65 41470/1 Getto a 90° Ø 1,6
H606018 33,56 41479 Confezione 15 getti radiali assemblati e 1 tappo
H606019 9,59 21191/1 Valvola da 1/4”
H606020 9,59 21192/1 Regolatore di flusso 1/4” NPT maschio
H606021 9,59 21193/1 Regolatore di flusso 1/4” NPT femmina
H606022 9,59 21194/1 Regolatore di flusso intermedio per tubo mm. 6
H606023 90,78 40400 Base magnetica a 4 uscite da 1/4”
H606024 23,36 78001 Pinza 1/4”
H607019 41,21 78003 Confezione due pinze 1/4” e 1/2”

ART. H6060

TUBI FLEXO COMPONIBILI 1/4”

Cod. Tec. GR70
Euro Cod. Fornitore Descrizione

H607001 19,79 50813

Confezione standard 12 segmenti componibili
3 getti Ø 6,35 - 9,3 - 12,7
2 raccordi 1/2” e 3/8” NPT.
Lunghezza totale mm. 330

H607002 1,33 51801/1 Segmento da 1/2”
H607003 2,55 51806/1 Getto Ø 6,35
H607004 2,55 51802/1 Getto Ø 9,3
H607005 2,55 51803/1 Getto Ø 12,7
H607006 6,94 51807/1 Getto piatto 32 x 4,5
H607007 7,45 51809/1 Getto piatto 60 x 3
H607008 2,55 51804/1 Raccordo 3/8”NPT
H607009 2,55 51805/1 Raccordo 1/2” NPT
H607010 6,94 51808/1 Attacco  a Y mm. 12
H607011 6,94 51822/1 Riduzione a Y da 1/2” a 1/4”
H607012 6,94 51821/1 Riduzione da 1/2” a 1/4”
H607014 11,42 32091/1 Valvola da 1/2”
H607015 11,42 32092/1 Regolatore di flusso 1/2” NPT maschio
H607016 11,42 32093/1 Regolatore di flusso 1/2” NPT femmina
H607017 11,42 32094/1 Regolatore di flusso intermedio per tubo da 1/2”
H607018 23,36 78002 Pinza 1/2”
H607019 41,21 78003 Confezione due pinze 1/4” e 1/2”

ART. H6070

TUBI FLEXO COMPONIBILI 1/2”

Cod. Tec. GR70
Euro Cod. Fornitore Descrizione

H608001 24,79 60513

Confezione standard 12 segmenti componibili
2 getti Ø 16 - 20

1 raccordo 3/4” NPT.
Lunghezza totale mm. 350

H608002 1,53 61501/1 Segmento da 3/4”
H608003 8,47 61507/1 Getto piatto 75 x 5
H608004 8,47 61511/1 Attacco a Y mm. 20

ART. H6080

TUBI FLEXO COMPONIBILI 3/4”

H.41Indivisible package  Suggested retail package - Unit price

Tech. Code Supplier code Description

40413

Standard pack of 20 modular segments
3 nozzles Ø 1.6 - 3.17 to 6.35

2 connections 1/4" and 1/8" NPT
Total length. 330 mm

41401/1 1/4" segment
41402/1 Nozzle ø 16
41403/1 Nozzle ø 3.17
41404/1 Nozzle ø 6.35
41407/1 Flat nozzle 24 x 0.8
41489/1 Flat direct flow nozzle 25 x 1.3
41481/1 16-hole flat nozzle ø 1
41482/1 16-hole flat nozzle ø 1.5
41483/1 Flat nozzle 11 x 1
41484/1 Flat nozzle 11 x 1.5
41485/1 5-hole flat nozzle ø 1.5
41486/1 7-hole flat nozzle ø 1
41405/1 Connection 1/8" NPT
41406/1 Connection 1/4" NPT
41408/1 6 mm Y-coupling
41470/1 90° nozzle ø 1.6
41479 15 assembled radial nozzles and 1 cap package

21191/1 1/4" valve
21192/1 Flow regulator 1/4" NPT male
21193/1 Flow regulator 1/4" NPT female
21194/1 Intermediate flow regulator for 6 mm hose
40400 Magnetic base with 4 1/4" outputs
78001 Pliers 1/4"
78003 2 pliers 1/4" and 1/2" package

ITEM: H6060

MODULAR FLEXO HOSE 1/4’’

Tech. Code Supplier code Description

50813

Standard pack of 12 modular segments
3 nozzles Ø 6.35 - 9.3 - 12.7

2 connections 1/2" and 3/8" NPT
Total length. 330 mm

51801/1 1/2" segment
51806/1 Nozzle ø 6.35
51802/1 Nozzle ø 9.3
51803/1 Nozzle ø 12.7
51807/1 Flat nozzle 32 x 4.5
51809/1 Flat nozzle 60 x 3
51804/1 Connection 3/8" NPT
51805/1 Connection 1/2" NPT
51808/1 12 mm Y-coupling
51822/1 Y-Reducer from 1/2" to 1/4"
51821/1 Reducer from 1/2" to 1/4"
32091/1 1/2" valve
32092/1 Flow regulator 1/2" NPT male
32093/1 Flow regulator 1/2" NPT female
32094/1 Intermediate flow regulator for 1/2" hose
78002 Pliers 1/2"
78003 2 pliers 1/4" and 1/2" package

ITEM: H6070

MODULAR FLEXO HOSE 1/2’’

Tech. Code Supplier code Description

60513

Standard pack of 12 modular segments
2 nozzles Ø 16 - 20

1 connection 3/4" NPT
Total length. 350 mm

61501/1 3/4" segment
61507/1 Flat nozzle 75 x 5
61511/1 20 mm Y-coupling

ITEM: H6080

MODULAR FLEXO HOSE 3/4’’



H

H.42 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR70
Euro Cod. Fornitore

Filetto
B

D
mm

A
mm

C
mm

H608510 22,34 SB 9510 M4 x 0,7 10 7 2
H608512 23,26 SB 9520 M5 x 0,8 12 8 2,5
H608514 25,91 SB 9530

M6 x 1
14 10

3H608515 25,91 SB 9540 15 6

Getti da inserire a pressione, basta forare ed alesare con tolleranza H9.
Getti con foro filettato da utilizzare con ugelli ST e tubo SBT-ET.

Corpo in resina acetalica - Sfera in Acciaio Inox - Temperatura max 70°

ART. H6085

D

A C

B

70°

GETTI PER TORNI SB - 10 BAR

Cod. Tec. GR70
Euro Cod. Fornitore

Diametro A
mm

D
mm

L
mm

H609312/4 30,50 BU 2310 12
4

28
H609314/4 30,50 BU 2320 14 30,5
H609315/4 30,50 BU 2330 15 31

Getti per torni CNC ideali da posizionare dove non è possibile utilizzare getti a sfera standard.

Corpo in resina acetalica - Sfera in Acciaio Inox - Temperatura max 70°

ART. H6093

D

L

A

70°

GETTI PER TORNI CNC - 10 BAR

Cod. Tec. GR70
Euro Cod. Fornitore

Diametro A
mm

D
mm

B
mm

C
mm

E
Gradi

H60948 20,60 JJ 0119 8 3,2 6,35 1,5
35°H609410 21,22 JJ 0113 10 4 8 2

Questi ugelli sono particolarmente adatti per applicazioni speciali su attrezzature e macchine utensili.
Basta forare per il passaggio del liquido, alesare il foro con una tolleranza di 0 + 0,05 e quindi
pressare l'ugello nella sede ottenuta.

Corpo in resina acetalica - Sfera in Acciaio Inox - Temperatura max 70°

ART. H6094

A

B

E (max)

C

D

GETTI PER TORNI JJ - 10 BAR

H.42 Indivisible package   Suggested retail package - Unit price

Tech. Code Supplier code
Thread

B
D

mm
A

mm
C

mm
SB 9510 M4 x 0.7 10 7 2
SB 9520 M5 x 0.8 12 8 2.5
SB 9530

M6 x 1
14 10

3
SB 9540 15 6

Nozzles to be pressed, just drill and ream with H9 tolerance.
Nozzles with threaded hole for use with SBT-ST ET nozzles and pipe.

Acetal resin body - Stainless steel sphere - Max. operating temperature 70°

ITEM: H6085

NOZZLE FOR SB LATHES – 10 BARS

Tech. Code Supplier code
Diameter A

mm
D

mm
L

mm
BU 2310 12

4
28

BU 2320 14 30.5
BU 2330 15 31

Nozzles for CNC lathes, ideal for employment when it is not possible to use standard nozzles with spheres.

Acetal resin body - Stainless steel sphere - Max. operating temperature 70°

ITEM: H6093

NOZZLE FOR CNC LATHES – 10 BARS

Tech. Code Supplier code
Diameter A

mm
D

mm
B

mm
C

mm
E

Degrees
JJ 0119 8 3.2 6.35 1.5

35°
JJ 0113 10 4 8 2

These nozzles are particularly suited for special applications on equipment and tool machines.
Just drill a passage for the liquid, ream the hole with a tolerance of 0 + 0.05 and then press the nozzle in the
seat obtained.

Acetal resin body - Stainless steel sphere - Max. operating temperature 70°

ITEM: H6094

NOZZLE FOR JJ LATHES – 10 BARS



H

H.43 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR70
Euro Cod. Fornitore Filetto E

D
mm

L
mm

F
gradi

H60988 (54,98) LJ 18260

1/4� NPT
4,0

12,7
33°H60989 (59,16) LJ 18265 31,7

H609810 (54,98) LJ 18270
5,6

12,7
27°H609811 (59,16) LJ 18275 31,7

Getti per macchine CNC ad alta pressione.

Corpo in Ottone - Sfera e prolunga in Acciaio Inox - Temperatura max 150°

ART. H6098

9/16” Hex

5/8” Hex

F

EE

L

31

D

1/4" NPT

GETTI PER TORNI - 100 BAR

Cod. Tec. GR70
Euro Cod. Fornitore Filetto E

D
mm

L
mm

F
gradi

H60973 (48,04) LJ 18130

1/8� NPT

2,2
6,35 33°

H60974 (53,86) LJ 18140 31,7 28°
H60975 (49,67) LJ 18150

3,0
12,7 33°

H60976 (53,86) LJ 18160 31,7

28°
H60977 (56,51) LJ 18165 152
H60978 (49,67) LJ 18170

4,0
12,7

H60979 (53,86) LJ 18180 31,7

Getti per macchine CNC ad alta pressione.

Corpo in Ottone - Sfera e prolunga in Acciaio Inox - Temperatura max 150°

ART. H6097

1/2” Hex

9/16” Hex

F

EE

L

28

D

1/8" NPT

GETTI PER TORNI - 100 BAR

Cod. Tec. GR70
Euro Cod. Fornitore

Diametro D
mm

d
mm

L
mm

Foro

H609510/4 (14,48) BB 1007 10

4

- Foro liscio diritto
H609512/4 (19,99) BB 1024 12
H609514/4 (20,09) BB 1037 14
H609515/4 (21,11) BB 1049 15

H609512/4A (27,13) BB 1021 12
9,15 Foro liscio ad angoloH609514/4A (28,87) BB 1034 14

H609515/4A (29,48) BB 1046 15
H609510M6 (16,73) BB 1001 10 M6 x 1 0

Foro filettato diritto
H609512M5 (21,62) BB 1018 12 M5 x 0,8 6
H609514M6 (23,66) BB 1031 14

M6 x 1 7,9H609515M6 (24,28) BB 1043 15
H609522M6 (28,15) BB 1065 22

Getti a sfera in ottone con foro liscio e filettato ideali per torni CNC.

Sfera in Ottone - Temperatura max 150°

ART. H6095

D d

L

30°

D

d

L

Foro liscio diritto

Foro liscio ad angolo

Foro filettato diritto

D

d

GETTI PER TORNI - 33 BAR

H.43Indivisible package  Suggested retail package - Unit price

Tech. Code Supplier code Thread E
D

mm
L

mm
F

Degrees
LJ 18260

1/4" NPT
3.0

12.7
33°

LJ 18265 31.7
LJ 18270

5.6
12.7

27°
LJ 18275 31.7

Nozzles for high-pressure CNC machines.

Brass body ± Stainless steel sphere and extension - Max. operating temperature 150°

ITEM: H6098

1/4" NPT

NOZZLE FOR LATHES – 100 BARS

Tech. Code Supplier code Thread E
D

mm
L

mm
F

Degrees
LJ 18130

1/8" NPT

2.2
6.35 33°

LJ 18140 31.7 28°
LJ 18150

3.0
12.7 33°

LJ 18160 31.7

28°
LJ 18165 152
LJ 18170

4.0
12.7

LJ 18180 31.7

Nozzles for high-pressure CNC machines.

Brass body ± Stainless steel sphere and extension - Max. operating temperature 150°

ITEM: H6097

1/8" NPT

NOZZLE FOR LATHES – 100 BARS

Tech. Code Supplier code
g

Diameter D
mm

d
mm

L
mm

Hole

BB 1007 10

4

- Plain straight hole
BB 1024 12
BB 1037 14
BB 1049 15
BB 1021 12

9.15 Plain angled holeBB 1034 14
BB 1046 15
BB 1001 10 M6 x 1 0

Straight threaded hole
BB 1018 12 M5 x 0.8 6
BB 1031 14

M6 x 1 7.9BB 1043 15
BB 1065 22

Nozzles with brass sphere and smooth threaded hole, ideal for CNC lathes.

Brass sphere ± Max operating temperature 150°

ITEM: H6095

Plain straight hole

Plain angled hole

Straight threaded hole

NOZZLE FOR LATHES – 33 BARS





J

J.1

CHIMICI, ADESIVI E SIGILLANTI J
2 - 10
J0

Adesivi ibridi,
istantanei,
epossidici
e siliconi

10 - 17
J1
Anaerobici

Formaguarnizioni
Frenafiletti

Colla spray

18 - 25
J2
Sbloccanti

e grassi

26 - 27
J3
Lubrificanti

28 - 41
J4

Protettivi
Detergenti

Accessori per grassi
Ingrassatori

60 - 63
J8

Riduttori di pressione,
dispositivi di sicurezza

per saldatura

53 - 59
J7

Accessori per saldatura

47 - 53
J6

Saldatrici, elettrodi e filo
per saldature

42 - 46
J5

Prodotti
per la pulizia

J.1

ADHESIVES CHEMICAL & WELDING

Instant and epoxy
adhesives, silicons

Anaerobic,
gasketing and
threadlockers

Lubricants
and greases

Lubrificants

Protectives,
detergents and

accessories
for greases

Pressure reducers,
safety device

for welding

Welding
accessories

Inverter welding
machine, electrodes,

wire for soldering

Cleaning products
and personal care



J

J.2 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ADESIVI IBRIDI

Cod. Tec. J000511
GR72 Euro 22,15
Confezione Doppia cartuccia
Quantità g 11

 12

ART. 4070
L'adesivo ibrido 4070 è un bicomponente con tempo di fissaggio estremamente rapido. Ha capacità di riempimento
giochi. Idoneo per metallo, plastica, gomma, legno, carta e pelle. Formulazione in gel, non cola. Buona resistenza
a umidità, temperatura, raggi UV e sostanze chimiche. Venduto in confezione con aghi e siringa. Idoneo in tutte le
operazioni di manutenzione e riparazione.

Cod. Tec. J000750
GR72 Euro 52,00
Confezione Doppia cartuccia
Quantità g 50

ART. 4090
L'adesivo ibrido 4090 è un bicomponente in gel. Indicato per la maggior parte dei substrati offre rapidità di fissaggio
e una elevata forza adesiva. Resiste termicamente fino a 150°C, ottima tenuta all'umidità e agli agenti chimici.
Resiste a urti e vibrazioni. Effetto alone molto limitato. Perfetto per tutte le esigenze in fase di progettazione.
Venduta in confezione con alcuni aghi miscelatori. Utilizzabile con la pistola J0175050.

INFO ADESIVI IBRIDI
Racchiudono in se le migliori caratteristiche sia degli adesivi istantanei che degli strutturali. Garantiscono una rapida polimerizzazione
anche in presenza di giochi. Sono adatti per incollare molteplici substrati e garantiscono un ottima durata strutturale e agli agenti atmosferici.
Sono sicuri da usare.

J.2 Indivisible package   Suggested retail package - Unit price

HYBRID ADHESIVES

Tech. Code

Package Double cartridge
Quantity g 11



ITEM: 4070
The 4070 hybrid adhesive is a bi-component with extremely fast fixing time. It has ability to fill any gaps. Suitable
for metal, plastic, rubber, wood, paper and leather. Formulation in gel not glue. Good resistance to humidity, heat,
UV rays and chemicals. Sold in packs with needles and syringes. Suitable for all maintenance and repairs.

Tech. Code

Package Double cartridge
Quantity g 50

ITEM: 4090
The 4090 hybrid adhesive is a two-component gel. Suitable for most substrates, it offers fast fixing and a high
adhesive force. It resists thermally up to 150° C, excellent resistance to humidity and chemical agents. It resists
shocks and vibrations. Very limited halo effect. Perfect for all needs in the design phase. Sold in pack with some
mixing needles. Can be used with the J0175050 pistol.

HYBRID ADHESIVES
They enclose the best characteristics of both instant and structural adhesives. They guarantee rapid polymerization even in the presence
of gaps. They are suitable for gluing multiple substrates and guarantee excellent structural durability and atmospheric agents. They are
safe to use.
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J.3 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ADESIVI CIANOACRILICI ISTANTANEI UNIVERSALI

Adesivo istantaneo a bassa viscosità, idoneo sulla maggior parte dei substrati, comprese le superfici acide.
Trasparente. Nuova formulazione resistente fino a 120°C.
Certificato NSF-P1 per ambiente alimentare.

ART. 401 SCHEDE DI SICUREZZA ON-LINE

Cod. Tec. GR72
Euro Confezione

Quantità
g



J0010005 5,25 Blister 5
12J0010020 18,40

Flacone
20

J0010050 39,10 50
J0010500 236,40 500 1

Adesivo istantaneo a bassa viscosità, specifico per incollare gomme e plastiche.
Per applicazioni su poliolefine PP, PE usare in abbinamento al primer Loctite 770.
Trasparente.

ART. 406 SCHEDE DI SICUREZZA ON-LINE

Cod. Tec. GR72
Euro Confezione

Quantità
g



J0020020 22,40
Flacone

20
12J0020050 47,55 50

ADESIVI CIANOACRILICI ISTANTANEI

Adesivo istantaneo multiuso a bassa viscosità. Caratterizzato da poco odore e poco effetto aloni. Molto
resistente all'umidità. Trasparente. Resiste a temperature fino a 100°C

ART. 460 SCHEDE DI SICUREZZA ON-LINE

Cod. Tec. GR72
Euro Confezione

Quantità
g



J0015020 22,20
Flacone

20 12
J0015500 253,95 500 1

INFO ADESIVI ISTANTANEI
Gli adesivi istantanei, o cianoacrilati, polimerizzano molto rapidamente quando vengono applicati tra le superfici. L’umidità superficiale dei
materiali attiva la reazione di polimerizzazione che si sviluppa dalle superfici dei materiali verso il centro dell’adesivo.
I cianoacrilati sono ideali per l’incollaggio rapido di parti piccole.
Non riempiendo bene i giochi, questi tipi di adesivi richiedono superfici praticamente combacianti.
Ottime le proprietà di adesione alla maggior parte dei materiali. Resistenza al taglio ed a rottura post-incollaggio risultano ottimi.
Non adatti a vetro e ceramiche smaltate, possono essere usati su plastica e vetroresina.

Per la scelta del corretto adesivo istantaneo vanno considerati i seguenti aspetti:
• Adesivi istantanei per incollare superfici porose o acide
Queste formulazioni sono specifiche per ottenere fissaggio e polimerizzazione rapidi su substrati porosi o acidi, per esempio carta o metalli
galvanizzati.
• Adesivi istantanei resistenti agli urti
Adesivi istantanei caricati con elastomeri che conferiscono al prodotto le proprietà di elevata resistenza agli urti e di una maggiore
resistenza alle alte temperature nell'incollaggio di metalli in ambienti umidi.
• Adesivi istantanei per alta temperatura
Questi adesivi istantanei resistono a temperature fino a 120 °C, per brevi periodi anche fino a 140 °C.
• Adesivi istantanei flessibili
Quando i componenti incollati sono sottoposti a carichi flessionali, gli adesivi istantanei flessibili riducono la concentrazione degli sforzi o
favoriscono una più omogenea deformazione.
• Adesivi istantanei con poco alone e poco odore
Gli adesivi istantanei con poco alone sono formulati specificatamente per applicazioni in cui l'aspetto estetico e importante, cosi come
l'odore.
• Adesivi istantanei bicomponenti
Un'innovativa tecnologia bicomponente garantisce una rapida polimerizzazione indipendentemente dal gioco. Questi prodotti sono indicati
specialmente per gli assemblaggi che non combaciano perfettamente o dove e necessario che sia presente un eccesso di adesivo.
• Adesivi istantanei UV
Le formulazioni a polimerizzazione UV sono raccomandate per incollaggi di substrati trasparenti con esigenze estetiche o per far
polimerizzare eccessi di prodotto.

J.3Indivisible package  Suggested retail package - Unit price

UNIVERSAL CYANOACRYLATE INSTANT ADHESIVES

Low viscosity instant adhesive, suitable for most substrates, also for acidic surfaces.
Transparent. New formulation resistant up to 120°C. NSF-P1
Certificate for foodstuffs environments.

ITEM: 401 SAFETY DATA SHEETS ON-LINE

Tech. Code Package
Quantity

g


Blister 5

Bottle
20
50

500

Low viscosity instant adhesive, specific for gluing plastic and rubber.Well-suited for PP, PE polyolefin in
combination with Loctite 770 primer. Transparent.

ITEM: 406 SAFETY DATA SHEETS ON-LINE

Tech. Code Package
Quantity

g


Bottle
20
50

CYANOACRYLATE INSTANT ADHESIVES

Multipurpose low viscosity instant adhesive. characterized by low odor and low halo effect. Highly moisture-
resistant. Transparent. New formulation resistant up to 100°C.

ITEM: 460 SAFETY DATA SHEETS ON-LINE

Tech. Code Package
Quantity

g


Bottle
20
500

INSTANT ADHESIVES - PRODUCT INFO
Instant or cyanoacrylate adhesives dry very rapidly when applied in-between surfaces. Surface humidity of materials activates polymerization
which develops from the materials surface towards the adhesive centre.
Cyanoacrylates are ideally suited for quick bonding application of small sized parts
This certain kind of adhesive does not feature excellent gap filling abilities therefore requiring nearly matching up surfaces.
Excellent adhesive results for most materials Superior after-gluing shear resistance and breaking resistance
Not suitable for glazed pottery, may be used on plastic and fibreglass.

To select the right instant adhesive the following aspects should be taken into account:
• Instant adhesives for porous or acid surfaces bonding
Such preparations are specifically formulated to obtain quick bonding and cure (polymerisation) on porous or acid substrates, as in the
case of paper or galvanised metals.
• Shock resistant instant adhesives
Elastomer fed instant adhesive gives the product high shock resistance along with an increased high temperature resistance when bonding
metals in moist environments.
• High temperature instant adhesives
Maintain their bond strength in operating temperatures as high as 120 °C, and up to 140 °C for short periods of time.
• Flexible instant adhesives
When bond components are faced with bending loads,flexible instant adhesives are formulated to reduce stress focus or favour a more
homogeneous deformation.
• Reduced halo and odor instant adhesive
Instant adhesive with only minor halo are specifically developed for those applications where appearance as well as smell are considered
important.
• Bicomponent instant adhesives
An innovative bicomponent technology ensure a a quick polymerisation regardless the gap. These products are specifically suitable for
those assembly works that cannot perfectly match up or when an extra amount of adhesive is required
• UV instant adhesives
UV polymerized preparations are recommended when bonding transparent substrates with specific aesthetic requirements or to
polymerizeany excess in products.
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J.4 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ADESIVI CIANOACRILICI ISTANTANEI METILICI

Specifico per incollaggi metallo con metallo. Ottima resistenza meccanica.
Media viscosità. Trasparente. Consente tempi di posizionamento più lunghi.

ART. 415 SCHEDE DI SICUREZZA ON-LINE

Cod. Tec. GR72
Euro Confezione

Quantità
g



J0030020 21,15
Flacone

20
12J0030050 44,35 50

J0030500 240,85 500 1

ADESIVI CIANOACRILICI ISTANTANEI UNIVERSALI IN GEL

Adesivo istantaneo in gel, idoneo per le superfici porose o "per appicazioni" in verticale. Nuova formulazione
resistente fino a 120°C.
Certificato alimentare P1 NSF.

ART. 454 SCHEDE DI SICUREZZA ON-LINE

Cod. Tec. GR72
Euro Confezione

Quantità
g



J0040020 21,90 Tubo 20 10

Adesivo metilico a media viscosità. Specifico per metalli. Trasparente.
Adatto anche per plastiche. Viscosità adatta alla maggior parte delle applicazioni, facile erogazione.

ART. 496 SCHEDE DI SICUREZZA ON-LINE

Cod. Tec. GR72
Euro Confezione

Quantità
g



J0060020 20,15
Flacone

20
12J0060050 41,80 50

J0060500 234,05 500 1

Adesivo istantaneo multiuso a bassa viscosità. Trasparente.
Idoneo sulla maggior parte dei substrati.

ART. 495 SCHEDE DI SICUREZZA ON-LINE

Cod. Tec. GR72
Euro Confezione

Quantità
g



J0070020 21,75
Flacone

20
12J0070050 43,90 50

J0070500 241,00 500 1

ADESIVI CIANOACRILICI ISTANTANEI

Adesivo istantaneo specifico per gomme EPDM e plastiche poliolefiniche (con primer Loctite 770).
Trasparente. A bassa viscosità. Resiste fino a 80°C

ART. 424 SCHEDE DI SICUREZZA ON-LINE

Cod. Tec. GR72
Euro Confezione

Quantità
g



J0025020 23,10
Flacone

20 12
J0025500 238,60 500 1

J.4 Indivisible package   Suggested retail package - Unit price

METHYLIC CYANOACRYLATE INSTANT ADHESIVES

Specific for bonding metal to metal. High mechanical resistance.
Medium viscosity. Transparent. It allows longer time for positioning.

ITEM: 415 SAFETY DATA SHEETS ON-LINE

Tech. Code Package
Quantity

g


Bottle
20
50

500

UNIVERSAL CYANOACRYLATE INSTANT GEL ADHESIVES

Instant gel adhesive, suitable for porous surfaces or vertical use. Non-dripping. New formulation resistant up
to 100°C. NSF-P1 Certificate for foodstuffs environments.

ITEM: 454 SAFETY DATA SHEETS ON-LINE

Tech. Code Package
Quantity

g


Tube 20

Methylic adhesive with medium viscosity. Specific for metal. Transparent.
Suitable also for plastic. Viscosity suitable to most of the application, easy use.

ITEM: 496 SAFETY DATA SHEETS ON-LINE

Tech. Code Package
Quantity

g


Bottle
20
50

500

Multipurpose low viscosity instant adhesive. Transparent. Suitable for most substrates.
ITEM: 495 SAFETY DATA SHEETS ON-LINE

Tech. Code Package
Quantity

g


Bottle
20
50

500

CYANOACRYLATE INSTANT ADHESIVES

Instant adhesive, specific for EPDM rubbers and plastic polyolefins (with Loctite 770 primer). Transparent,
with low viscosity. Resistant up to 80°C.

ITEM: 424 SAFETY DATA SHEETS ON-LINE

Tech. Code Package
Quantity

g


Bottle
20

500
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J.5 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ADESIVI CIANOACRILICI ISTANTANEI VISCOSI

Adesivo caricato con elastomeri, idoneo nell'incollaggio di gomme e metalli. Resistente ad impatti e pelatura.
Ottima resistenza all'umidità e a temperature fino a 100°C
Di colore nero.

ART. 480 SCHEDE DI SICUREZZA ON-LINE

Cod. Tec. GR72
Euro Confezione

Quantità
g



J0050020 26,45
Flacone

20 12
J0050500 269,60 500 1

PRIMER PER ADESIVI

Specifico per il pretrattamento di superfici plastiche difficilmente incollabili come le poliolefine PP e PE
ART. SF 770 SCHEDE DI SICUREZZA ON-LINE

Cod. Tec. GR72
Euro Confezione

Quantità
g



J0091010 33,49 Flacone 10 10

POST-ATTIVATORI PER ADESIVI CIANOACRILICI

Accelera il processo di polimerizzazione.
Viene usato come post-attivatore per indurire l'adesivo in eccesso.

ART. 7113 SCHEDE DI SICUREZZA ON-LINE

Cod. Tec. GR72
Euro Confezione

Quantità
ml



J0092150 31,72 Bomboletta Spray 150 12

ADESIVI CIANOACRILICI ISTANTANEI BICOMPONENTI

Adesivo istantaneo bicomponente in gel, idoneo per la maggior parte delle superfici. Colma giochi fino a 5
mm. Poco effetto alone. Trasparente. Studiato per la manutenzione generale.

ART. 3090 SCHEDE DI SICUREZZA ON-LINE

Cod. Tec. GR72
Euro Confezione

Quantità
g



J0118010 20,80 Doppia cartuccia 10 12

J.5Indivisible package  Suggested retail package - Unit price

VISCOUS CYANOACRYLATE INSTANT ADHESIVES

Adhesive charged with elastomers, ideal for gluing rubber and metal. Resistant to impacts and peeling.
Highly resistant to moisture and temperatures up to 100°C. Black color.

ITEM: 480 SAFETY DATA SHEETS ON-LINE

Tech. Code Package
Quantity

g


Bottle
20
500

ADHESIVE PRIMERS

Specific for pre-treating difficult to bond plastic surfaces such as PP and PE polyolefins.
ITEM: 770 SAFETY DATA SHEETS ON-LINE

Tech. Code Package
Quantity

g


Bottle 10

POST-ACTIVATOR FOR CYANOACRYLATE ADHESIVES

Accelerates the polymerization process. It is used as a post-activator to harden excess adhesive.
ITEM: 7113 SAFETY DATA SHEETS ON-LINE

Tech. Code Package
Quantity

ml


Spray can 150

TWO-COMPONENT INSTANT CYANOACRYLATE ADHESIVES

Two-component instant gel adhesive, ideal for most surfaces. Fills gaps up to 5 mm. Low halo effect.
Transparent. Designed for general maintenance

ITEM: 3090 SAFETY DATA SHEETS ON-LINE

Tech. Code Package
Quantity

g


Double cartridge 10
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J.6 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ADESIVI ACRILICI MULTIBOND

Adesivo strutturale per tutti i materiali (escluso gomma),
da utilizzare con attivatore SF 7388.
Ottima resistenza agli urti , colore ambrato, rapida polimerizzazione.
Certificato NSF-P1 per ambiente alimentare.

ART. AA 330 SCHEDE DI SICUREZZA ON-LINE

Cod. Tec. GR72
Euro Confezione

Quantità
ml



J0110315 60,45 Tubo 315 5

ATTIVATORI LIQUIDI PER ADESIVI MULTIBOND

Attivatore a base solvente specifico per adesivi acrilici.
ART. SF 7386 / SF 7388 SCHEDE DI SICUREZZA ON-LINE

Cod. Tec. GR72
Euro Confezione

Quantità
ml



J0111150 44,87 Bomboletta spray 150 12
J0111500 100,11 Flacone 500 1

INFO ADESIVI INCOLLAGGIO STRUTTURALE
Per incollaggio strutturale si intende un processo in cui due materiali simili o di diversa natura vengono assemblati in maniera solida e
permanente per mezzo di un adesivo, il quale costituisce un "ponte" fra le due superfici.

Nella progettazione di un giunto incollato bisogna tenere conto dei seguenti fattori:
• le superfici da incollare dovrebbero essere il più estese possibile per ottenere una sufficiente trasmissione di forze
• la distribuzione degli sforzi dovrebbe essere il più possibile uniforme

Tipi di giunzione idonei all'incollaggio strutturale: ovunque le parti siano principalmente sollecitate a taglio, trazione e compressione.
Tipi di giunzione non idonei all'incollaggio strutturale: giunti testa-testa, carichi di frattura e di pelatura.

Incollaggio rigido
Gli adesivi rigidi vengono utilizzati principalmente per la trasmissione di carichi elevati in sostituzione dei comuni metodi di giunzione
meccanica. Due parti incollate con questo tipo di adesivi possono considerarsi unite strutturalmente. Le caratteristiche meccaniche come
l'elevata resistenza, l'alto modulo e l'elevata adesione hanno dimostrato di essere efficaci in settori esigenti quali l'industria aerospaziale
e automobilistica.

L'incollaggio rigido offre dei vantaggi notevoli per gli utenti:
• Semplifica la costruzione aumentandone resistenza e rigidità, oltre a migliorare la capacita di trasferire forze
• Previene le rotture da fatica garantendo un'uniforme distribuzione delle tensioni e mantenendo l'integrità strutturale

(nessun indebolimento dovuto a saldatura o foratura)
• Riduce i costi di produzione eliminando i metodi di fissaggio convenzionali (viti, rivetti o saldature)
• Riduce il costo dei materiali e il peso, consentendo di utilizzare materiali più sottili senza intaccare le prestazioni del manufatto
• Permette di unire combinazioni di materiali come metallo con plastica, metallo con vetro, metallo con legno, ecc...

Tra le tecnologie possibili distinguiamo:
• Epossidici • Acrilici • Poliuretani • Siliconi • Polimeri Silano Modificati

LEGENDA SILICONI
Modulo elastico N/mm² DIN 52504 E N/mm²

Allungamento alla rottura % DIN 54455 εf %

Resistenza alla trazione N/mm² DIN 53504 δm N/mm²

J.6 Indivisible package   Suggested retail package - Unit price

MULTIBOND ACRYLATE ADHESIVES

Structural adhesive for all materials (except rubber), to be used with the activator 7388. Excellent shock
resistance, amber color, fast polymerization. NSF-P1 Certificate for foodstuffs environments.

ITEM: 330 SAFETY DATA SHEETS ON-LINE

Tech. Code Package
Quantity

ml


Tube 315

LIQUID ACTIVATORS FOR MULTIBOND ADHESIVES

Solvent-based activator, specific for acrylate adhesives.
ITEM: 7386 / 7388 SAFETY DATA SHEETS ON-LINE

Tech. Code Package
Quantity

ml


Spray can 150
Bottle 500

STRUCTURAL ADHESIVES - PRODUCT INFO
A structural bond joins strongly and permanently two similar or dissimilar materials by means of an adhesive and acts as a bridge between
surfaces.

When designing bonded joints the following factors should be considered:
• surfaces to be joined should have the greater extent possible so to transfer sufficient forces.
• Stresses should be uniformly distributed.

Type of joints fit for structural bond: wherever parts are subject to shear stress, traction and compression.
Type of joints which are not fit for structural bond: end to end connectors, breaking and peel loads.

Rigid bonding (curing)
Hard rigid curing adhesives are commonly employed to transmit high loads therefore replacing commonly used mechanical fastening
systems Two parts which bond by such kind of adhesives may be defined as structurally bond. It's mechanical properties such as high
resistance and modulus jointly with superior adhesive performance have proved to be effective in highly demanding sectors such as
aerospace and automotive industry.

Hard, rigid bonding offers users considerable benefits:
• An easier building process, better rigidity and higher resistance, an improved transmission of forces.
• It prevents stress failures while ensuring uniformly distributed tension stresses, preserving structural integrity.
(no weakening of the material due to the heat of welding or to drilling)
• Reduced production costs as no traditional fasteningmethods are used (screws, rivets or welding).
• Reduces costs of materials and related weight, allows to use thinner materials and does affect the product performance.
• It allows also to join a combination of materials such as metal and plastic, metal and glass, metal and wood, etc..

Among differing technologies we herewith define:
• Epoxy products
• Acrylics
• Polyurethanes
• Silicones
• Silane Modified Polymers

LTEC SILICON SEALANTS - TECHNICAL FEATURES
Elastic modulus N/mm² DIN 52504 E N/mm²

Elongation at break % DIN 54455 εf %

Tensile strength N/mm² DIN 53504 δm N/mm²
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J.7 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ADESIVI MULTIBOND + ATTIVATORE IN KIT

Kit composto da adesivo acrilico multibond AA 330 + attivatore SF 7388.
ART. 330 / 7388 SCHEDE DI SICUREZZA ON-LINE

Cod. Tec. GR72
Euro Confezione

Quantità
ml



J01155040 54,35 Tubo + Spray 50 + 40 10

ADESIVI EPOSSIDICI BICOMPONENTI TENACI AD ALTA VISCOSITÀ

Adesivo strutturale a lenta essiccazione adatto per l’incollaggio di ampie superfici.
Ideale per incollaggi verticali di metalli e plastiche rigide.

ART. EA 3425 SCHEDE DI SICUREZZA ON-LINE

Cod. Tec. GR72
Euro Confezione

Quantità
ml



J0120050 21,85 Doppia cartuccia 50 10

ADESIVI EPOSSIDICI BICOMPONENTI RAPIDI

Adesivo strutturale adatto per applicazioni dove è richiesta elevata trasparenza.
Ideale per incollare vetro.

ART. EA 3430 SCHEDE DI SICUREZZA ON-LINE

Cod. Tec. GR72
Euro Confezione

Quantità
ml



J0130024 15,45 Doppia siringa 24 12

ADESIVI EPOSSIDICI BICOMPONENTI RAPIDI CARICATI CON ACCIAIO

Adesivo strutturale adatto per la riparazione e il riempimento di giochi. Ideale per componenti metallici
danneggiati. Rapida polimerizzazione.

ART. EA 3450 SCHEDE DI SICUREZZA ON-LINE

Cod. Tec. GR72
Euro Confezione

Quantità
ml



J0140025 15,15 Doppia siringa 25 15

PISTOLE PER EPOSSIDICHE

Consente la miscelazione automatica e costante degli adesivi strutturali bicomponenti.
ART. 96001

Cod. Tec. GR72
Euro Per siringhe doppie 

J0175050 70,00 50 ml 1

ADESIVI MONOCOMPONENTI POLIMERI DI SILANI MODIFICATI

Adesivo monocomponente a base di silani modificati specifico per l'incollaggio e la sigillatura flessibile. A
basso modulo, di consistenza pastosa, tissotropico, assorbe gli urti.
Colore Bianco. Certificato MPA per la resistenza al fuoco.

ART. MS 930 BIANCO SCHEDE DI SICUREZZA ON-LINE

Cod. Tec. GR72
Euro Confezione

Quantità
ml



J0180300 11,85 Cartuccia 310 12

J.7Indivisible package  Suggested retail package - Unit price

MULTIBOND ADHESIVE + ACTIVATOR KIT

Kit composed of multiband acrylate adhesive AA 330 + activator SF 7388.
ITEM: 330 / 7388 SAFETY DATA SHEETS ON-LINE

Tech. Code Package
Quantity

ml


Tube + Spray 50 + 40

TWO-COMPONENT TOUGH EPOXY ADHESIVES WITH HIGH VISCOSITY

Slow-drying structural adhesive, suitable for bonding large surfaces. Ideal for vertical bonding of metal and
rigid plastic.

ITEM: 3425 SAFETY DATA SHEETS ON-LINE

Tech. Code Package
Quantity

ml


Double cartridge 50

TWO-COMPONENT EPOXY QUICK ADHESIVES

Structural adhesive, suitable for application where high transparency is required. Ideal for bonding glass.
ITEM: 3430 SAFETY DATA SHEETS ON-LINE

Tech. Code Package
Quantity

ml


Double syringe 24

TWO-COMPONENT EPOXY QUICK ADHESIVES CHARGED WITH STEEL

Structural adhesive, ideal for repairs and gap filling. Ideal for damaged metal components.
Fast polymerization.

ITEM: 3450 SAFETY DATA SHEETS ON-LINE

Tech. Code Package
Quantity

ml


Double syringe 25

EPOXY MANUAL DISPENSING APPLICATOR

Provides automatic and constant mixing of two-component structural adhesives.
ITEM: 96001

Tech. Code For double syringe 

50 ml

SILANE-MODIFIED POLYMERS BASED MONOCOMPONENT SEALANTS

Single-component modified silane adhesive, specific for flexible structural bonding. With low modulus, pasty
consistency, thixotropic, shock absorbent. White. MPA fire resistance certified.

ITEM: MS 930 WHITE SAFETY DATA SHEETS ON-LINE

Tech. Code Package
Quantity

ml


Cartridge 310
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J.8 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

SIGILLANTI SILICONICI ACETICI

Elevata resistenza alla muffa, ideale per sigillatura di materiali non porosi (vetro, ceramica), sanitari, lavelli.
ART. SILICON 5 SCHEDE DI SICUREZZA ON-LINE

Cod. Tec. GR72
Euro Colore Confezione

Quantità
ml



J0410280T 2,67 Trasparente
Cartuccia 280 25J0410280B 2,85 Bianco

SIGILLANTI SILICONICI ACETICI ALTE TEMPERATURE

Ideale per sigillare parti metalliche esposte ad alte temperature (250° in continuo), sostituzione di guarnizioni
di pompe, motori e macchine utensili e per incollare profili a cristalli per forni.

ART. SL 509 SCHEDE DI SICUREZZA ON-LINE

Cod. Tec. GR72
Euro Colore Confezione

Quantità
ml



J0440300R 9,14 Rosso Cartuccia 300 12

Ideale in serramentistica per isolamento termico, sigillatura di vetrate su legno o metallo preverniciato.
ART. SL 503 SCHEDE DI SICUREZZA ON-LINE

Cod. Tec. GR72
Euro Colore Confezione

Quantità
ml



J0450300T 4,11 Trasparente Cartuccia 300 25

SIGILLANTI SILICONICI NEUTRI

Non macchia e resiste a vibrazioni e deformazioni, ideale per l’incollaggio di specchi e di lastre di
policarbonato e per la sigillatura di materie plastiche (escluso PE, PP, PTFE).

ART. SL 618 SCHEDE DI SICUREZZA ON-LINE

Cod. Tec. GR72
Euro Colore Confezione

Quantità
ml



J0470300T 5,74 Trasparente Cartuccia 300 25

Elevata resistenza alle muffe, agli agenti atmosferici, agli acidì ed ai raggi UV, ideale per sigillature in edilizia
(serramentistica, lattoneria, impianti di condizionamento e di ventilazione).
Nuova formulazione Fusion senza ossime.

ART. SL 620 FUSION SCHEDE DI SICUREZZA ON-LINE

Cod. Tec. GR72
Euro Colore Confezione

Quantità
ml



J0480300T 4,85 Trasparente

Cartuccia 300
25J0480300B 5,03 Bianco

J0480300G 5,10 Grigio
12J0480300N 5,10 Nero

Elevata resistenza alla muffa, ideale per la sigillatura di materiale non poroso (alluminio, metallo), guarnizioni
metalliche per serramenti, grondaie, ecc..

ART. SL 500 SCHEDE DI SICUREZZA ON-LINE

Cod. Tec. GR72
Euro Colore Confezione

Quantità
ml



J0420300G 3,62 Grigio
Cartuccia 300 12J0420300N 3,62 Nero

SIGILLANTI SILICONICI ACETICI IN CARTUCCIA

Elevata resistenza alla muffa e agli agenti chimici, ideale per impiego in bagni e in ambienti umidi.
ART. SL 501 SCHEDE DI SICUREZZA ON-LINE

Cod. Tec. GR72
Euro Colore Confezione

Quantità
ml



J0430300T 3,86 Trasparente Cartuccia 300 25

SCHIUMA POLIURETANICA

Pattex PF 100 UNIVERSALE è una schiuma poliuretanica monocomponente universale con classe di
resistenza al fuoco B3, per applicazioni manuali.
E' particolarmente indicata per il montaggio di porte e finestre, per il riempimento delle cavità tra telaio e
controtelaio o tra telaio e muro.
Dopo l'indurimento, la schiuma, può essere tagliata, stuccata, forata e verniciata. Resiste agli agenti chimici,
muffe e microrganismi.

Aderisce su tutti i materiali da costruzione, legno, metalli e materie plastiche (tranne PE, PP, PTFE)

ART. PF 100 SCHEDE DI SICUREZZA ON-LINE

Cod. Tec. GR72
Euro Applicazione

Quantità
ml



J0500750 6,61 Manuale 750 12

J.8 Indivisible package   Suggested retail package - Unit price

ACETIC SILICONE SEALANTS

High mould resistance, ideal for sealing non-porous materials (glass, ceramic), sanitary ware, sinks.
ITEM: SILICON 5 SAFETY DATA SHEETS ON-LINE

Tech. Code Colour Package
Quantity

ml


Transparent
Cartridge 280

White

ACETIC SILICONE SEALANTS HEAT RESISTANT

Ideal for sealing metal parts exposed to high temperatures (250° in continuous), replacement seals for
pumps, motors and tool machines and paste crystal furnace profiles.

ITEM: SL 509 SAFETY DATA SHEETS ON-LINE

Tech. Code Colour Package
Quantity

ml


Red Cartridge 300

Ideal for thermal insulation of windows and door frames, sealing glass to wood or pre-painted metal.
ITEM: SL 503 SAFETY DATA SHEETS ON-LINE

Tech. Code Colour Package
Quantity

ml


Transparent Cartridge 300

NEUTRAL SILICONE SEALANTS

Does not stain and is resistant to vibration and deformation, ideal for bonding mirrors and polycarbonate
plates and for sealing plastic materials (except PE, PP, PTFE)

ITEM: SL 618 SAFETY DATA SHEETS ON-LINE

Tech. Code Colour Package
Quantity

ml


Transparent Cartridge 300

High resistance to mould, weathering, acids and UV rays, ideal for sealing in buildings (windows and door
frames, plumbing, air conditioning and ventilation).
New formula fusion without oximes.

ITEM: SL 620 FUSION SAFETY DATA SHEETS ON-LINE

Tech. Code Colour Package
Quantity

ml


Transparent

Cartridge 300
White
Grey
Black

High mould resistance, ideal for sealing non-porous materials (aluminum, metal), metal seals for windows
and door frames, gutters and so forth.

ITEM: SL 500 SAFETY DATA SHEETS ON-LINE

Tech. Code Colour Package
Quantity

ml


Grey
Cartridge 300

Black

ACETIC SILICON SEALANTS

High resistance to mold and chemicals, ideal in bathrooms and wet environments.
ITEM: SL 501 SAFETY DATA SHEETS ON-LINE

Tech. Code Colour Package
Quantity

ml


Transparent Cartridge 300

POLYURETHANE FOAM

Pattex PF 100 is a polyurethane mono-component full-range foam, for manual applications. Conforms to
class B3 Specifically formulated for doors and windows mounting operations. Fills perfectly secondary
frames' gaps or gaps between frames and walls. After hardening, the foam may be cut, filled-plastered,
perforated and painted. Mould, bacterial growth and chemical agents resistant.

It ensures good adhesion on construction materials wood, metal and plastic materials (PE,PP, PTFE
excepted)

ITEM: PF 100 SAFETY DATA SHEETS ON-LINE

Tech. Code Application
Quantity

ml


Manual 750
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J.9 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

PISTOLE INCOLLATRICI A CALDO

Adatta per stick di termocolla lunghezza max mm 200, avanzamento meccanico del dosaggio, capacità di
estrusione 20 g/min.

DOTAZIONE:
1 Stick di termocolla - 1 bocchetta extra lunga

ART. PKP18E

Cod. Tec. GR64
Euro

Potenza assorbita
W

J0301060 73,00 200

Adatta per stick di termocolla lunghezza max mm 200, avanzamento meccanico del dosaggio, regolazione
elettronica della temperature di lavoro, capacità di estrusione 30 g/min, cavo asportabile, fornita in valigetta
di plastica.

DOTAZIONE:
1 bocchetta universale, 1 bocchetta extra lunga,
1 bocchetta a fessura larga, 8 Stick termocolla

ART. GKP200CE

Cod. Tec. GR64
Euro

Potenza assorbita
W

J0302500 155,00 500

PISTOLE PER CARTUCCE SILICONE

Modello con guscio rotante, adatta per cartucce di silicone standard.
ART. KPM 2

Cod. Tec. GR74
Euro Tipo

J0510001 41,00 Professionale

PISTOLE PER CARTUCCE SILICONE

Adatta per cartucce di silicone standard.
ART. J0515

Cod. Tec. GR74
Euro Tipo

J0515001 7,00 Economico

PISTOLE PNEUMATICHE PER CARTUCCE SILICONE

Corpo in alluminio, tubo anodizzato, valvola di scarico rapido per arresto istantaneo erogazione prodotto.
ART. J0520

Cod. Tec. GR74
Euro Attacco

J0520001 62,00 Dado fresato 1/4”

J.9Indivisible package  Suggested retail package - Unit price

HOT GLUE GUNS

Suitable for hot glue sticks max. length mm 200, mechanical dosage feed, extrusion capacity 20 g/min.

EQUIPMENT:
1 hot glue stick - 1 extra-long nozzle

ITEM: PKP18E

Tech. Code Absorbed power
W

200

Suitable for hot glue sticks max. length mm 200, mechanical dosage feed, with electronically controlled
temperature, extrusion capacity 30 g/min, removable cable, supplied with plastic carrying case.

EQUIPMENT:
1 universal nozzle, 1 extra-long nozzle,
1 wide-slot nozzle, 8 hot glue sticks.

ITEM: GKP200CE

Tech. Code Absorbed power
W

500

SILICONE CARTRIDGE GUN

Model with rotating shell, suitable for standard silicone cartridges. Suitable for standard silicone cartridges.
ITEM: KPM 2

Tech. Code Type

Professional

SILICONE CARTRIDGE GUNS

Suitable for standard silicone cartridges.
ITEM: J0515

Tech. Code Type

Economic

SILICONE CARTRIDGE PNEUMATIC GUNS

Aluminum body, anodized tube, quick exhaust valve to allow instantaneous interruption of product delivery.
ITEM: J0520

Tech. Code Coupling

Milled nut 1/4"
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J.10 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

COLLE TERMOFUSIBILI TRASPARENTI
ART. J0300 SCHEDE DI SICUREZZA ON-LINE

Cod. Tec. GR74
Euro Barretta Confezione Pezzi

J03001 14,79
12 x 200

Sacchetto 1 Kg 50
J03005 70,38 Scatola 5 Kg 250

PASTE ANAEROBICHE TISSOTROPICHE NON METALLICHE

Adatta alla riparazione e al riempimento di parti coassiali usurate con gioco diametrale massimo
fino a 0.5 mm. Per giochi prossimi o superiori agli 0.4 mm è consigliato l'utilizzo con l'attivatore Loctite 7649.
Resiste fino a 150°C.
Certificato NSF-P1 per ambiente alimentare.

ART. QUICK METAL 660 SCHEDE DI SICUREZZA ON-LINE

Cod. Tec. GR72
Euro Confezione

Quantità
ml



J1110050 43,35 Flacone 50 12

STUCCHI EPOSSIDICI RAPIDI

Adatto per la riparazione d’emergenza di tubi e serbatoi danneggiati, resistente alla corrosione e agli agenti
chimici.
Aderisce su superfici umide, può essere lavorato e verniciato.

ART. EA 3463 METAL MAGIC STEEL SCHEDE DI SICUREZZA ON-LINE

Cod. Tec. GR72
Euro Confezione

Quantità
g



J1120114 14,50 Stick 114 24

MASTICI PER GUARNIZIONI

Adatto al posizionamento e fissaggio di ogni tipo di guarnizione tradizionale, resiste ai fluidi refrigeranti, oli,
benzina e alle pressioni.

ART. 0019 SCHEDE DI SICUREZZA ON-LINE

Cod. Tec. GR74
Euro Confezione

Quantità
ml



J1210200 17,58 Barattolo 200 24

FORMAGUARNIZIONI PLASTICA AL SOLVENTE

Adatta alla formazione di guarnizioni per accoppiamenti meccanici, resiste all’acqua, oli minerali, carburanti,
acidi diluiti e grassi.

ART. 0012 SCHEDE DI SICUREZZA ON-LINE

Cod. Tec. GR74
Euro Confezione

Quantità
ml



J1220065 11,46 Tubo 65 24

FORMAGUARNIZIONI AUTOLIVELLANTI SILICONICHE ROSSE

Adatta per assemblaggi e sigillature flessibili con gioco fino a 8 mm, resistente ad alte temperature (-55°C
+ 250°C).

ART. 596 SCHEDE DI SICUREZZA ON-LINE

Cod. Tec. GR72
Euro Confezione

Quantità
ml



J1230080 7,85 Tubo 80 12

J.10 Indivisible package   Suggested retail package - Unit price

TRANSPARENT HOT MELT GLUE STICKS
ITEM: J0300 SAFETY DATA SHEETS ON-LINE

Tech. Code Stick Package Pieces

12 x 200
1 Kg bag 50
5 Kg box 250

NON-METALLIC THIXOTROPIC ANAEROBIC PASTES

Suitable for repairing and filling worn coaxial parts with maximum diameter clearances up to 0.5 mm. We
recommended using it with the activator Loctite 7649 for clearances of or above 0.4 mm. Resistant up to
150°C. NSF-P1 Certificate for foodstuffs environments.

ITEM: QUICK METAL 660 SAFETY DATA SHEETS ON-LINE

Tech. Code Package
Quantity

ml


Bottle 50

QUICK EPOXY COMPOUNDS

Suitable for emergency repair of damaged pipes and tanks, resistant to corrosion and chemicals. Adheres
to wet surfaces, can be machined and painted.

ITEM: 3463 SAFETY DATA SHEETS ON-LINE

Tech. Code Package
Quantity

g


Stick 114

GASKET MASTICS

Suitable for positioning and fixing all types of traditional gaskets, resistant to coolant, oil, petrol and pressure.
ITEM: 0019 SAFETY DATA SHEETS ON-LINE

Tech. Code Package
Quantity

ml


Jar 200

LIQUID GASKET

Suitable for making gaskets for mechanical couplings, resistant to water, mineral oils, fuel, diluted acids and
fats.

ITEM: 0012 SAFETY DATA SHEETS ON-LINE

Tech. Code Package
Quantity

ml


Tube 65

RED SILICONE AUTO-LEVELING GASKETING

Suitable for flexible assembly and sealing with clearance up to 8 mm, resistant to high temperatures (-55°C
+250°C).

ITEM: 596 SAFETY DATA SHEETS ON-LINE

Tech. Code Package
Quantity

ml


Tube 80
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J.11 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

FORMAGUARNIZIONI AUTOLIVELLANTI SILICONICHE ROSSE

Adatta alla formazione di guarnizioni per accoppiamenti meccanici operanti in condizioni difficili, resistente ad
alte temperature -70°C +250°C con punte di 300°C. Vulcanizza a temperatura ambiente, ottima resistenza
all'acqua, all'umidità e agli oli.

ART. 0096 SCHEDE DI SICUREZZA ON-LINE

Cod. Tec. GR74
Euro Confezione

Quantità
g



J1240060 16,06 Tubo 60 24

FORMAGUARNIZIONI SILICONICO NERO

Idoneo per tutti gli impieghi motoristici e dovunque sia necessaria una guarnizione di tenuta. Polimerizzazione
acetica rapida. Resistente ad alte temperature, da -70°C a 250°C, con punte fino a 300°C.

ART. 0094 SCHEDE DI SICUREZZA ON-LINE

Cod. Tec. GR74
Euro Confezione

Quantità
g



J1260060 16,37 Tubo 60 1

FORMAGUARNIZIONI AUTOLIVELLANTI SILICONICHE ROSSE

Adatta alla formazione di guarnizioni per accoppiamenti meccanici operanti in condizioni difficili, resistente ad
alte temperature -70°C +250°C con punte di 300°C. Vulcanizza a temperatura ambiente, ottima resistenza
all'acqua, all'umidità e agli oli.

ART. RS01 SCHEDE DI SICUREZZA ON-LINE

Cod. Tec. GR74
Euro Confezione

Quantità
ml



J1242300R 57,01 Cartuccia 310 12

COLLA SPRAY MULTIUSO

Sprayglue è una colla spray multiuso non riposizionabile.
Ideale per molteplici tipi di incollaggio. Può resistere fino a 200°C
Adatta per l’incollaggio di carta, cartone, legno, tessuti, pelle, plastica, fibre di vetro, lana di roccia e materiali
assorbenti.

ART. SPRAYGLUE SCHEDE DI SICUREZZA ON-LINE

Cod. Tec. GR73
Euro Confezione

Quantità
ml



J1270400 5,15 Bomboletta spray 400 12

Safety
High quality
Renewablelubricants

J.11Indivisible package  Suggested retail package - Unit price

RED SILICONE AUTO-LEVELING GASKETING

Suitable for making gaskets for mechanical couplings that operate in difficult conditions, resistant to high
temperatures (-70°C +250°C). With 300°C tips. Vulcanizing at enviroment temperture, excellent resistance
to water, mmoisture and oil.

ITEM: 0096 SAFETY DATA SHEETS ON-LINE

Tech. Code Package
Quantity

g


Tube 60

BLACK SILICONE GASKETING

Suitable for all motoring works and anywhere you need a resistant gasket. Fast acetic polymerization.
Resistant to high temperatures from -70°C to 250°C, with peaks of up to 300°C.

ITEM: 0094 SAFETY DATA SHEETS ON-LINE

Tech. Code Package
Quantity

g


Tube 60

RED SILICONE AUTO-LEVELING GASKETING

Suitable for making gaskets for mechanical couplings that operate in difficult conditions, resistaant to high
temperatures (-70°C + 250°C).With 300°C tips. Vulcanizing at enviroment temperture, excellent resistance
to water,moisture and oil.

ITEM: RS01 SAFETY DATA SHEETS ON-LINE

Tech. Code Package
Quantity

ml


Cartridge 310

MULTI-PURPOSE SPRAY ADHESIVE

Spray glue is a non-reusable multi-purpose spray adhesive.
Ideal for many types of gluing, It can withstand up to 200°C
Suitable for bonding paper, cardboard, wood, fabrics, leather, plastic, glass, fibers, rock wool and absorbent
materials.

ITEM: SPRAYGLUE SAFETY DATA SHEETS ON-LINE

Tech. Code Package
Quantity

ml


Spray can 400
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J.12 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

FRENAFILETTI A BASSA RESISTENZA MECCANICA

Adesivo liquido adatto a tutti i tipi d’accoppiamenti filettati soggetti allo smontaggio frequente, ideale dove il
disassemblaggio delle parti accoppiate è a rischio di danneggiamento come viti in alluminio e ottone.
Resiste fino a 150°C
Certificato NSF-P1 per ambiente alimentare.

ART. 222 SCHEDE DI SICUREZZA ON-LINE

Cod. Tec. GR72
Euro Confezione

Quantità
ml



J1410250 133,30 Flacone 250 5

FRENAFILETTI A MEDIA RESISTENZA MECCANICA

Adesivo liquido specifico per tutti i tipi d’accoppiamenti filettati soggetti allo smontaggio, ideale in presenza
di parti soggette a vibrazioni. Olio tollerante.
Resiste fino a 180°C.
Certificato NSF-P1 per ambiente alimentare.

ART. 243 SCHEDE DI SICUREZZA ON-LINE

Cod. Tec. GR72
Euro Confezione

Quantità
ml



J1420010 11,85
Flacone

10
12J1420050 41,75 50

J1420250 139,90 250 5

Adesivo in stick per applicazioni verticali, adatto su tutti i tipi di accoppiamenti filettati metallici soggetti allo
smontaggio, ideale per applicazioni su componenti di difficile accesso.

ART. 248 SCHEDE DI SICUREZZA ON-LINE

Cod. Tec. GR72
Euro Confezione

Quantità
g



J1423019 23,70 Stick 19 15

INFO FRENAFILETTI
I frenafiletti impediscono l'allentamento e bloccano qualsiasi dispositivo di fissaggio filettato, contrastando l'azione svitante di vibrazioni ed
urti. Si tratta di liquidi ad alta fluidità che riempiono molto bene i giochi tra gli accoppiamenti filettati.
Hanno anche azione anti corrosione da sfregamento creando un corpo unico con i filetti.

Per la scelta del corretto frenafiletti vanno considerati i seguenti aspetti:
• Frenafiletti a Bassa resistenza:
È possibile rimuoverli con utensili manuali standard; ideali per viti di regolazione, viti di calibrazione, strumenti di misura, con una filettatura
dal diametro massimo pari a M80.
• Frenafiletti a Media resistenza:
È possibile rimuoverli con utensili manuali standard, lo smontaggio risulta più difficile; ideali per macchine utensili e presse, pompe e
compressori, bulloni di fissaggio, scatole di riduzione, con una filettatura dal diametro massimo pari a M80.
I frenafiletti sono disponibili in versioni dalla viscosità e dalla resistenza differenti e possono essere impiegati per un'ampia gamma di
applicazioni.
• Frenafiletti ad Alta resistenza:
Lo smontaggio risulta molto difficile con utensili manuali standard; la rimozione può richiedere il riscaldamento localizzato. Ideali per
accoppiamenti permanenti di attrezzatura pesante, prigionieri, supporti di motori e pompe, con una filettatura dal diametro massimo pari
a M80.
• Frenafiletti Penetranti:
Per bloccare dispositivi di fissaggio già serrati, come viti di regolazione di strumentazione o di carburatori. Lo smontaggio risulta molto
difficile con utensili manuali standard, la rimozione può richiedere il riscaldamento localizzato.
• Frenafiletti in Stick (semisolidi):
Possono essere impiegati con filettature dal diametro massimo pari a M50. Ideali per applicazioni in verticale o sottosopra.

J.12 Indivisible package   Suggested retail package - Unit price

THREADLOCKERS WITH LOW MECHANICAL RESISTANCE

Liquid adhesive suitable for all types of threaded couplings subject to frequent disassembly, ideal when the
disassembly of coupled parts risks damaging parts such as aluminum and brass screws.
Resistant up to 150°C.
NSF-P1 Certificate for foodstuffs environments.

ITEM: 222 SAFETY DATA SHEETS ON-LINE

Tech. Code Package
Quantity

ml


Bottle 250

THREADLOCKERS WITH MEDIUM MECHANICAL RESISTANCE

Liquid adhesive specific for all kinds of threaded couplings subject to disassembly, ideal where there are
parts subject to vibrations. Oil tolerant.
Resistant up to 180°C.
NSF-P1 Certificate for foodstuffs environments.

ITEM: 243 SAFETY DATA SHEETS ON-LINE

Tech. Code Package
Quantity

ml


Bottle
10
50

250

Stick adhesive for vertical application, suitable for all kinds of threaded couplings subject to disassembly,
ideal for application on hard-to-access components.

ITEM: 248 SAFETY DATA SHEETS ON-LINE

Tech. Code Package
Quantity

g


Stick 19

THREADLOCKERS - PRODUCT INFO
Designed to prevent loosening of any threaded fastener from shock and vibration high fluidity liquid, extremely effective when filling gaps
of threaded couplings is required.
Also featuring anti-corrosion and good rub resistance properties becoming one with the threads

To select the right threadlocker the following aspects should be taken into account:
• Low-Strength Threadlockers:
May be removed using standard hand tools, ideal for adjustment screws, calibration screws, meters, gauges, used on thread size uptoM80.
• Medium-Strength Threadlockers:
May be removed using standard hand tools,disassembling can be somewhat difficult, ideal for machine tools, presses,pumps and
compressors, mounting bolts, gear boxes, used on thread size up to M80.
Threadlockers versions may vary according to viscosity and strength properties, employed for a wide range of applications .
• High-Strength Threadlockers:
Extremely hard to disassemble with standard handtools, removal may require a spot heating procedure. Ideal for permanent coupling of
heavy duty equipment, stud bolts, motor and pump mounts, used onthread size up to M80.
• Penetrating Grade Threadlockers:
To secure preassembled fasteners already in place,such as mechanical devices or carburetor adjustment screws. Extremely hard to
disassemble with standard hand tools, removal may require a spot heating procedure.
• Stick Threadlockers (semi-solid):
May be used with thread size up to M50. Ideal for vertical or upsidedown applications.
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J.13 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

SCHEDA DI SICUREZZA SENZA FRASI DI RISCHIO

FRENAFILETTI A MEDIA RESISTENZA MECCANICA

Frenafiletti di media resistenza, adatto su tutti i tipi di accoppiamenti filettati, ideale per acciaio inox e
superfici passivate, nuova formulazione “verde” che migliora la sicurezza degli utilizzatori.

ART. 2400 SCHEDE DI SICUREZZA ON-LINE

Cod. Tec. GR72
Euro Confezione

Quantità
ml



J1428050 42,25
Flacone

50 12
J1428250 133,85 250 5

Adesivo in stick per applicazioni verticali, adatto su tutti i tipi d’accoppiamenti filettati metallici dove non è
richiesto uno smontaggio frequente, ideale per applicazioni su componenti di difficile accesso.

ART. 268 SCHEDE DI SICUREZZA ON-LINE

Cod. Tec. GR72
Euro Confezione

Quantità
g



J1433019 23,70 Stick 19 15

FRENAFILETTI AD ALTA RESISTENZA MECCANICA

Adesivo liquido per tutti i tipi d’accoppiamenti filettati dove non è richiesto uno smontaggio frequente, ideale
per prigionieri in genere anche in acciaio inossidabile. Resiste a 180°C.
Certificato NSF-P1 per ambiente alimentare.

ART. 270 SCHEDE DI SICUREZZA ON-LINE

Cod. Tec. GR72
Euro Confezione

Quantità
ml



J1430010 13,45
Flacone

10
12J1430050 40,95 50

J1430250 133,30 250 5

SCHEDA DI SICUREZZA SENZA FRASI DI RISCHIO

Adatto a tutti i tipi di accoppiamenti filettati dove non è richiesto uno smontaggio frequente. Nuova
formulazione “verde” che migliora la sicurezza degli utilizzatori.

ART. 2700 SCHEDE DI SICUREZZA ON-LINE

Cod. Tec. GR72
Euro Confezione

Quantità
ml



J1438050 42,25
Flacone

50 12
J1438250 133,85 250 5

Adatto a tutti i tipi di accoppiamenti filettati dove non è richiesto uno smontaggio frequente. Specifico per
superfici passivate, cromature, zincature e alluminio. Ideale per prigionieri anche in acciaio inossidabile.

ART. 2701 SCHEDE DI SICUREZZA ON-LINE

Cod. Tec. GR72
Euro Confezione

Quantità
ml



J1439250 136,55 Flacone 250 5

J.13Indivisible package  Suggested retail package - Unit price

SAFETY DATA SHEET WITHOUT RISK PHRASES

THREADLOCKERS WITH MEDIUM MECHANICAL RESISTANCE

Medium resistance threadlocker, suitable for all kinds of threaded couplings, ideal for stainless steel and
passivated surfaces, new “green” formulation that improves user safety.

ITEM: 2400 SAFETY DATA SHEETS ON-LINE

Tech. Code Package
Quantity

ml


Bottle
50

250

Stick adhesive for vertical application, suitable for all kinds of threaded couplings where no frequent
disassembly is required, ideal for application on hard-to-access components.

ITEM: 268 SAFETY DATA SHEETS ON-LINE

Tech. Code Package
Quantity

g


Stick 19

THREADLOCKERS WITH HIGH MECHANICAL RESISTANCE

Liquid adhesive for all kinds of threaded couplings where no frequent disassembly is required, ideal for studs
in general, also for stainless steel studs. Resistant up to 180°C.
NSF-P1 Certificate for foodstuffs environments.

ITEM: 270 SAFETY DATA SHEETS ON-LINE

Tech. Code Package
Quantity

ml


Bottle
10
50

250

SAFETY DATA SHEET WITHOUT RISK PHRASES

Suitable for all kinds of threaded couplings where no frequent disassembly is required. New “green”
formulation that improves user safety.

ITEM: 2700 SAFETY DATA SHEETS ON-LINE

Tech. Code Package
Quantity

ml


Bottle
50

250

Suitable for all kinds of threaded couplings where no frequent disassembly is required. Specific for passivated
surfaces, chromium and zinc plating and aluminum. Ideal for studs, also for stainless steel studs.

ITEM: 2701 SAFETY DATA SHEETS ON-LINE

Tech. Code Package
Quantity

ml


Bottle 250
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FRENAFILETTI PENETRANTI A MEDIO/ALTA RESISTENZA MECCANICA

Specifico per tutti i tipi d’accoppiamenti filettati già montati.
Penetra per capillarità.

ART. 290 SCHEDE DI SICUREZZA ON-LINE

Cod. Tec. GR72
Euro Confezione

Quantità
ml



J1440050 41,80 Flacone 50 12

SIGILLARACCORDI FILETTATI

Adatto per raccordi filettati precisi nel settore idraulico e pneumatico. Certificato DVGW per la sigillatura di
raccordi per gas.

ART. 542 SCHEDE DI SICUREZZA ON-LINE

Cod. Tec. GR72
Euro Confezione

Quantità
ml



J1510050 34,35
Flacone

50 12
J1510250 128,05 250 5

Adatto per raccordi filettati poco precisi dove occorre una lenta polimerizzazione.
ART. 572 SCHEDE DI SICUREZZA ON-LINE

Cod. Tec. GR72
Euro Confezione

Quantità
ml



J1520050 22,70
Tubo

50 12
J1520250 90,20 250 5

Adatto per raccordi filettati poco precisi e per impiego alle basse temperature. Formulazione migliorata con
prestazioni ancora superiori in presenza di substrati contaminati e su metalli passivi senza attivatore.
Certificato DVGW per la sigillatura di raccordi gas e WRAS per acqua potabile.
Certificato NSF-P1 per ambiente alimentare.

ART. 577 SCHEDE DI SICUREZZA ON-LINE

Cod. Tec. GR72
Euro Confezione

Quantità
ml



J1530050 23,00
Tubo

50 12
J1530250 92,45 250 5

INFO SIGILLARACCORDI
I sigillaraccordi son utilizzati per impedire le perdite di gas e fluidi, riempiendo lo spazio fra le parti filettate e fornendo una tenuta immediata.
Sono progettati per utilizzi sia a bassa che ad alta pressione.
Sono di gran lunga più performanti rispetto a tradizionali metodi quali i sigillanti a base solvente, le nastrature con elastomeri o la canapa
con paste sigillanti.

Per la scelta del corretto sigillaraccordi vanno considerati i seguenti aspetti:
Per la scelta di un sigillaraccordi, i materiali da sigillare costituiscono un fattore chiave. A seconda che le filettature siano in plastica, metallo
o una combinazione di entrambi si dovrà scegliere un sigillaraccordi adeguato.
• Sigillaraccordi Anaerobici:
Polimerizzano in assenza di aria e a contatto con i metalli, come nei casi di applicazioni all'interno delle filettature di raccordi per tubi.
Area di applicazione:
Qualsiasi tipo di raccordo in metallo.
• Sigillaraccordi Siliconici:
Polimerizzano a temperatura ambiente e reagiscono con l'umidita ambientale.
Area di applicazione:
Ideali per l'impiego su plastica filettata o su combinazioni di materiali quali plastica e metallo.
• Sigillaraccordi in filo:
Si tratta di un filo multifibra impregnato, che non indurisce. Sigilla tubazioni per acqua, gas da riscaldamento, ossigeno e la maggior parte
degli oli industriali. (Approvato per acqua potabile (KTW), gas (DVGW) e ossigeno (BAM))
Area di applicazione:
Consigliato per sigillare filettature coniche in plastica o metallo. Consente il riposizionamento per allineare le tubazioni.

J.14 Indivisible package   Suggested retail package - Unit price

PENETRATING THREADLOCKERS WITH MEDIUM/HIGH MECHANICAL RESISTANCE

Specific for all kinds of threaded couplings already assembled.
Penetrates by capillarity.

ITEM: 290 SAFETY DATA SHEETS ON-LINE

Tech. Code Package
Quantity

ml


Bottle 50

THREADED FITTING SEALANTS

Ideal for fine threads as used in the hydraulic and pneumatic industry. DVGW certificate for gas fitting
sealing.

ITEM: 542 SAFETY DATA SHEETS ON-LINE

Tech. Code Package
Quantity

ml


Bottle
50
250

Suitable for inaccurately threaded fittings where slow polymerization is needed.
ITEM: 572 SAFETY DATA SHEETS ON-LINE

Tech. Code Package
Quantity

ml


Tube
50
250

Suitable for inaccurately threaded fittings and use with low temperatures. Improved formulation with an even
higher performance in the presence of contaminated substrates and passive metals without activator.
DVGW certificate for gas fitting sealing and WRAS certificate for drinking water.
NSF-P1 Certificate for foodstuffs environments.

ITEM: 577 SAFETY DATA SHEETS ON-LINE

Tech. Code Package
Quantity

ml


Tube
50
250

THREAD SEALANTS - PRODUCT INFO
Thread sealants are used to prevent gas and liquid leakage by filling the gap between threaded parts therefore providing immediate sealing
Designed to be used both with high and low pressure
Ensuring much great seal properties when compared to traditional solvent based thread sealants, elastomer tape or hemp with sealing
paste.

To select the right thread sealant the following aspects should be taken into account:
The type of materials requiring sealing are key in order to select the right thread sealant. According to whether it is a plastic thread
application, or a metal one or again a combination of the two, choosing the right thread sealant is paramount.
• Anaerobic Thread Sealant:
Polymerizing under the absence of air and when theycome into contact with metals, as in pipe thread sealing applications.
• Applications:
Any type of metal coupling.
• Silicone Thread Sealants:
Polymerizing at ambient temperature and reacting with environmental moist.
• Applications:
Ideal for applications on threaded plastic or on a combination of materials such as plastic and metal.
• Thread Sealing Yarn:
A non-hardening coated multifilament yarn. For water,heating, oxygen pipes as well as for most industrial oils (Approved for drinking water
(KTW), gas (DVGW) and oxygen (BAM).
• Applications:
Recommended for cone plastic or metal threads. Allowsfor repositioning and pipe alignment .
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SIGILLARACCORDI FILETTATI

Adatto per raccordi filettati precisi. Bassa resistenza meccanica.
Certificato DVGW per la sigillatura di raccordi gas.

ART. 511 SCHEDE DI SICUREZZA ON-LINE

Cod. Tec. GR72
Euro Confezione

Quantità
ml



J1540050 25,50 Tubo 50 12

BLOCCANTI PER ACCOPPIAMENTI CILINDRICI

Adesivo a bassa viscosità. Oliocompatibile.
Adatto per bloccare parti cilindriche con accoppiamenti stretti (giochi diametrali fino a 0,1 mm).
Alta resistenza meccanica. Resiste a temperature fino a 150°C
Certificato NSF-P1 per ambiente alimentare.

ART. 603 SCHEDE DI SICUREZZA ON-LINE

Cod. Tec. GR72
Euro Confezione

Quantità
ml



J1610050 41,80
Flacone

50 12
J1610250 137,50 250 5

Adesivo ad alta resistenza meccanica. Adatto nei casi in cui si richiede una migliore resistenza ai carichi
dinamici, assiali e radiali. Idoneo per giochi diametrali fino a 0,25 mm.
Certificato DVGW per applicazioni gas, e NSF-P1 per ambiente alimentare.

ART. 638 SCHEDE DI SICUREZZA ON-LINE

Cod. Tec. GR72
Euro Confezione

Quantità
ml



J1620050 43,40
Flacone

50 12
J1620250 147,10 250 5

FILI SIGILLARACCORDI FILETTATI

Multifibra in nylon per la sigillatura istantanea di tubi e raccordi in metallo e plastica.
Approvato per l’uso con gas, acqua potabile anche calda (max 85°C), ossigeno e ambiente alimentare.
Non indurisce. Consente la regolazione dopo il montaggio.

ART. 55 SCHEDE DI SICUREZZA ON-LINE

Cod. Tec. GR72
Euro Confezione

Quantità
m



J1570150 19,57 Rotolo 160 48

INFO BLOCCAGGIO ACCOPPIAMENTI CILINDRICI
I bloccanti fissano cuscinetti, boccole e parti cilindriche su alloggiamenti ed alberi. Consentono la massima trasmissione del carico e la
distribuzione uniforme delle sollecitazioni, eliminando la corrosione da sfregamento.
Sono applicati allo stato liquido, riempiono gli interstizi, e permettono un contatto completo tra le superfici di accoppiamento metalliche.
Nella scelta vanno considerati alcuni aspetti cruciali:
• Il gioco tra le parti
Comunemente, i bloccanti a bassa viscosità (da 125 a 2.000 mPa·s) sono usati per giochi fino a 0,15 mm. Per giochi maggiori di 0,15 mm,
si dovrebbero usare bloccanti dalla viscosità più elevata (>2.000 mPa·s).
• Resistenza alla temperatura
La maggior parte dei bloccanti sono in grado di resistere a temperature fino a 150 °C. Per applicazioni che richiedono resistenza a
temperature superiori, sono stati formulati speciali prodotti che resistono fino a 230 °C.
• Resistenza dell'incollaggio
Per le applicazioni che richiedono un incollaggio permanente, si consiglia un bloccante dalla elevata resistenza. Se ai fini della manutenzione
occorre smontare le parti, e preferibile usare un prodotto di media resistenza caratterizzato da una resistenza al taglio inferiore.
• Velocità di polimerizzazione
Molte applicazioni richiedono bloccanti dalla rapida polimerizzazione per ottimizzare i tempi
di produzione. D'altro canto, alcune applicazioni richiedono una polimerizzazione più lenta per permettere aggiustamenti dopo il montaggio
delle parti.

J.15Indivisible package  Suggested retail package - Unit price

THREADED FITTING SEALANTS

Suitable for accurately threaded fittings. Low mechanical resistance. DVGW certificate for gas fitting sealing.
ITEM: 511 SAFETY DATA SHEETS ON-LINE

Tech. Code Package
Quantity

ml


Tube 50

RETAINERS FOR CYLINDRICAL COUPLINGS

Adhesive with low viscosity. Oil-compatible.
Suitable for retaining cylindrical fitting parts with narrow coupling (diameter clearances up to 0.1 mm).
High mechanical resistance. Withstands temperatures up to 150°C. NSF-P1 Certificate for foodstuffs
environments.

ITEM: 603 SAFETY DATA SHEETS ON-LINE

Tech. Code Package
Quantity

ml


Bottle
50
250

Adhesive with high mechanical resistance. Suitable if a higher resistance to loads dynamic, axial and radial,
is required. Suitable for diameter clearances up to 0.25 mm.
DVGW certificate for gas fitting sealing and NSF-P1 Certificate for foodstuffs environments.

ITEM: 638 SAFETY DATA SHEETS ON-LINE

Tech. Code Package
Quantity

ml


Bottle
50
250

THREADED FITTINGS SEALING CORD

Multi-fiber nylon for instantaneous sealing of metal and plastic pipes and fittings.
Approved for use with gas, drinking water, also hot water (max 85°C), oxygen and foodstuffs environments.
Does not harden. Allows regulation after the assembly.

ITEM: 55 SAFETY DATA SHEETS ON-LINE

Tech. Code Packaging
Quantity

m


Roll 160

RETAINING COMPOUND-CYLINDRICAL BONDING - PRODUCT INFO
Designed for bonding roller bearings, sockets and cylindrical fitting parts on casing and shafts. Allows max transmission of load and
uniformly distribution vibrations, preventing fretting corrosion.
Liquid is applied, filling gaps and allowing a complete contact between metal surface.
Some highly important aspects should be taken into account when choosing the product:
• Parts clearance
Traditionally, low-viscosity bonding or locking products (from 125 up to 2.000 mPa·s) are used for a clearance up to 0,15 mm. For a
clearance greater than 0,15 mm higher-viscosity bonding products should be selected instead (>2.000 mPa·s).
• Temperature resistance
Most locking products feature a temperature resistance up to150 °C. For applications requiring higher temperature resistance, specific
products have been formulated, with a temperature resistance up to 230 °C.
• Bonding resistance
For those applications requiring permanent bond, we recommend a high-resistance locking product. Should maintenance and disassembly
of parts be required, a medium-strength product should be preferred, featuring a lowering shear resistance.
• Polymerization speed
Many applications require a quick-polymerization product so to maximize production time . On the other hand, some applications requirea
slower polymerization so to permit readjustment of parts after assembly.



J

J.16 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

BLOCCANTI PER ACCOPPIAMENTI CILINDRICI

Adesivo a media resistenza meccanica.
Adatto per cuscinetti e per quelle parti che richiedono successivi smontaggi.
Per giochi diametrali fino a 0,1 mm

ART. 641 SCHEDE DI SICUREZZA ON-LINE

Cod. Tec. GR72
Euro Confezione

Quantità
ml



J1630050 42,75 Flacone 50 12

BLOCCANTI PER ACCOPPIAMENTI CILINDRICI

Adesivo ad alta resistenza meccanica, formula migliorata con resistenza fino a 180°C.
Adatto per il bloccaggio, con o senza interferenza, di parti che lavorano ad alte temperature.
Giochi diametrali fino a 0.15 mm

ART. 648 SCHEDE DI SICUREZZA ON-LINE

Cod. Tec. GR72
Euro Confezione

Quantità
ml



J1640050 43,40
Flacone

50 12
J1640250 140,15 250 5

SIGILLAFLANGE PER ALTE TEMPERATURE

Adesivo anaerobico in pasta per la sigillatura di flange rigide in presenza di temperature elevate (max
200°C). Ideale per l’applicazione su superfici verticali. Colore rosa.
Certificato NSF-P1 per ambiente alimentare.

ART. 510 SCHEDE DI SICUREZZA ON-LINE

Cod. Tec. GR72
Euro Confezione

Quantità
ml



J1710050 27,75
Tubo

50 12
J1710250 88,25 250 5

SIGILLAFLANGE A MEDIA RESISTENZA MECCANICA

Adesivo anaerobico in pasta per la sigillatura di parti rigide dove occorre una lenta polimerizzazione.
Temperatura massima 150°C. Colore verde.

ART. 573 SCHEDE DI SICUREZZA ON-LINE

Cod. Tec. GR72
Euro Confezione

Quantità
ml



J1720050 23,85
Tubo

50 12
J1720250 88,25 250 5

INFO SIGILLAFLANGE
I sigillaflange sono utilizzati per impedire perdite di fluidi o gas. Trattasi di guarnizioni liquide che forniscono una tenuta perfetta tra i
componenti, garantendo un’aderenza massima delle superfici a contatto ed eliminando la corrosione della flangia. La sigillatura a bassa
pressione è istantanea mentre la polimerizzazione completa avviene nell’arco delle 24ore.

Nella scelta del corretto sigillaflange si distinguono:
• Sigillaflange rigidi:
rimangono allo stato liquido se esposti all'aria, ma polimerizzano quando vengono serrati tra le superfici delle flange. I sigillanti anaerobici
sono ideali per accoppiamenti rigidi metallo-metallo in cui il gioco è piccolo o assente.
• Prodotti siliconici per flange flessibili:
i materiali sigillanti siliconici includono prodotti dalle proprietà specifiche, come ad esempio eccellente resistenza ai fluidi o a temperature
di esercizio elevate. Sono ideali per applicazioni con ampi giochi e accoppiamenti che prevedono il movimento delle flange.
• Guarnizioni liquide:
possono essere usate su quasi ogni tipo di flangia. Devono essere applicate sotto forma liquida su una delle superfici della flangia prima
di accoppiare le parti. Quindi, il sigillante si distribuisce e polimerizza tra le flange, riempiendo cavità, graffi e irregolarità della superficie e
fornendo una sigillatura duratura.

J.16 Indivisible package   Suggested retail package - Unit price

RETAINERS FOR CYLINDER COUPLINGS

Adhesive with medium mechanical resistance.
Suitable for bearings and parts that require subsequent disassembly.
For diameter clearances up to 0.1 mm.

ITEM: 641 SAFETY DATA SHEETS ON-LINE

Tech. Code Package
Quantity

ml


Bottle 50

RETAINERS FOR CYLINDER COUPLINGS

Adhesive with high mechanical resistance for high temperatures (up to 175°C). Suitable for retaining, with or
without interference, parts working at high temperatures. For diameter clearances up to 0.15 mm.

ITEM: 648 SAFETY DATA SHEETS ON-LINE

Tech. Code Package
Quantity

ml


Bottle
50

250

FLANGE SEALANTS FOR HIGH TEMPERATURES

Anaerobic adhesive paste for sealing rigid flanges at high temperatures (max. 200°C). Ideal for application
on vertical surfaces. Pink color. NSF-P1 Certificate for foodstuffs environments.

ITEM: 510 SAFETY DATA SHEETS ON-LINE

Tech. Code Package
Quantity

ml


Tube
50

250

FLANGE SEALANTS WITH MEDIUM MECHANICAL RESISTANCE

Anaerobic adhesive paste for sealing rigid parts where slow polymerization is required. Maximum
temperature 150°C. Green color.

ITEM: 573 SAFETY DATA SHEETS ON-LINE

Tech. Code Package
Quantity

ml


Tube
50

250

FLANGE SEALANT - PRODUCT INFO
Flange sealants are employed to prevent leakage of fluids or gases. It's a liquid gasket designed to ensure perfect sealing of the
components, for best adhesion between contact surfaces avoiding flange corrosion. An instant low-pressure sealing while polymerization
takes up to 24 hour to complete

When choosing the right flange sealant we define what follows:
• Rigid Flange Sealant:
Remain liquid when exposed to air, yet polymerize to a tough solid when filling the space between the flange surfaces. Anaerobic sealants
are ideal for rigid metal-metal joints with a very small to no clearance
• Silicone-based products for flexible flanges:
Silicone-based sealants comprise products with specific properties, such as, a superior fluid or high operating temperature resistance.
Ideal for large-clearance applications and for joints where flange movement is required
• Liquid Gaskets:
May be used for any type of flange. Must be applied liquid on a flange surface before proceeding to parts coupling. Then the sealant agent
distributes andpolymerizes in between flanges, filling gaps, scratches and uneven surfaces fora long-lasting sealing result.



J

J.17 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

SIGILLAFLANGE MULTIUSO

Adesivo anaerobico in pasta per la sigillatura di parti rigide e massicce a veloce polimerizzazione.
Temperatura massima 150°C. Colore arancione.

ART. 574 SCHEDE DI SICUREZZA ON-LINE

Cod. Tec. GR72
Euro Confezione

Quantità
ml



J1730050 26,50 Flacone 50 12

PISTOLE PERISTALTICHE MANUALI

Adatta per il dosaggio di precisione dei flaconi anaerobici, frenafiletti, sigillaraccordi e bloccanti.
ART. 98414 - 97001

Cod. Tec. GR72
Euro Per flaconi 

J1805002 (191,00) 50 ml
1J1805001 125,00 250 ml

ATTIVATORI PER ADESIVI ANAEROBICI

Attivatore base acetone specifico per tutti gli adesivi anaerobici. Aumenta la velocità di polimerizzazione e
aiuta la stessa con temperature inferiori ai 15°C
Indispensabile in presenza di ampi giochi.

ART. 7649 SCHEDE DI SICUREZZA ON-LINE

Cod. Tec. GR72
Euro Confezione

Quantità
ml



J1760500 59,74 Bomboletta spray 500 1

SIGILLAFLANGE AD ALTA RESISTENZA MECCANICA

Adesivo anaerobico in gel per la sigillatura di flange rigide di ghisa ed alluminio. Tissotropico. Colore rosso.
Resiste fino a 150°C. Formulazione migliorata con prestazioni ancora superiori in presenza di substrati
contaminati e su metalli passivi senza attivatore.
Certificato NSF-P1 per ambiente alimentare.

ART. 518 SCHEDE DI SICUREZZA ON-LINE

Cod. Tec. GR72
Euro Confezione

Quantità
ml



J1740050 29,40 Siringa 50 10
J1740300 121,35 Cartuccia 300 1

J.17Indivisible package  Suggested retail package - Unit price

MULTIPURPOSE FLANGE SEALANTS

Anaerobic adhesive paste for sealing rigid and bulky parts with fast polymerization. Maximum temperature
150°C. Orange color.

ITEM: 574 SAFETY DATA SHEETS ON-LINE

Tech. Code Package
Quantity

ml


Bottle 50

PERISTALTIC HAND PUMPS

Suitable for accurately dosing anaerobic bottles, threadlockers, fitting sealants and retainers.
ITEM: 98414 - 97001

Tech. Code For bottles 

50 ml
250 ml

ANAEROBIC ADHESIVE ACTIVATOR

Acetone-based activator specific for all anaerobic adhesives.
Increases the polymerization speed, particularly at temperatures lower than 15°C.
Very useful in case of large bond gaps.

ITEM: 7649 SAFETY DATA SHEETS ON-LINE

Tech. Code Package
Quantity

ml


Spray can 500

FLANGE SEALANTS WITH HIGH MECHANICAL RESISTANCE

Anaerobic gel adhesive for sealing rigid cast iron and aluminum flanges, Thixotropic. Red. Resists up to 150°
C. Improved formulation with even higher performance in the presence of contaminated substrates and on
passive metals without an activator.NSF-P1 Certificate for foodstuffs environments.

ITEM: 518 SAFETY DATA SHEETS ON-LINE

Tech. Code Package
Quantity

ml


Syringe 50
Cartridge 300
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SBLOCCANTI RAPIDI PENETRANTI CON AZIONE LUBRIFICANTE

BOLT SBLOC è un prodotto multiuso lubrificante, sbloccante e detergente con elevate capacità di azione;
contiene solventi altamente raffinati che garantiscono elevate performance del prodotto.
Il lubrificante sbloccante BOLT SBLOC, grazie alla sua formulazione, ha la capacità di sbloccare e nel
contempo lubrificare le parti meccaniche ossidate e corrose; questo grazie al suo elevato potere di
penetrazione.
Grazie al suo nuovo erogatore spray il BOLT SCLOC ha una tripla possibilità di utilizzo per una vaporizzazione
diretta, a corto e lungo raggio.
Il prodotto BOLT SBLOC grazie alla sua nuova confezione funziona anche capovolto.
La formulazione innovativa del prodotto ha permesso di eliminare solventi clorurati dal formulato mantenendo
comunque intatte le performance di lubrificazione ad un altissimo livello.
Il prodotto sbloccante BOLT SBLOC è interamente prodotto, controllato e impacchettato in Italia secondo i
più alti standard.
Il prodotto è raccomandato per la lubrificazione, la pulizia e la protezione delle parti meccaniche di macchine.
Il prodotto grazie alla sua formulazione ha un'altissima capacità idrorepellente e protettiva contro gli agenti
atmosferici.
Sblocca, lubrifica, pulisce, allontana l'umidità e previene la corrosione.

ART. BOLT SBLOC SCHEDE DI SICUREZZA ON-LINE

Cod. Tec. GR73
Euro Confezione

Quantità
ml



J2120400 6,32 Bomboletta spray 400 12

SBLOCCANTI - LUBRIFICANTI

Sbloccante 5 usi a base di olio minerale. Sblocca, lubrifica, pulisce, allontana l'umidità e previene la
corrosione. Ideale per la lubrificazione di metalli e plastiche. resiste fino a 120°C

ART. 8201 SCHEDE DI SICUREZZA ON-LINE

Cod. Tec. GR72
Euro Confezione

Quantità
ml



J2150400 6,86 Bomboletta spray 400 12

SBLOCCANTI - LUBRIFICANTI

Nel formato spray, nuovo erogatore a doppia azione che permette una vaporizzazione a largo raggio o
di precisione. Adatto a sbloccare, detergere, lubrificare, proteggere pezzi soggetti a ossidazione. È
idrorepellente, anticorrosivo, compatibile con superfici verniciate.

ART. WD 40 SCHEDE DI SICUREZZA ON-LINE

Cod. Tec. GR74
Euro Confezione

Quantità
L



J2160500 9,25 Bomboletta spray 0.5 6
J21605000 56,50

Fustino
5

1J216025000 199,00 25

SBLOCCANTI - LUBRIFICANTI

Nuovo erogatore spray a doppia azione che permette una vaporizzazione a largo raggio o di precisione.
Adatto a sbloccare, pezzi fortemente ossidati, protegge e previene la formazione della ruggine.

ART. SVITOL SCHEDE DI SICUREZZA ON-LINE

Cod. Tec. GR74
Euro Confezione

Quantità
ml



J2140200 9,44
Bomboletta spray

200
24J2140400 10,51 400

J.18 Indivisible package   Suggested retail package - Unit price

QUICK PENETRATING RELEASE AGENT WITH LUBRICATING ACTION

BOLT SBLOC is a multi-purpose lubricating, releasing and cleaning product with high capacity of action; it
contains highly refined solvents with high capacity action that guarantee high product performance.
The BOLT SBLOC releasing lubricant, thanks to its formulation, has the ability to release and at the same
time lubricate the oxidized corroded mechanical parts: this thanks to its high penetrating power.
Thanks to its new spray dispenser the BOLT SCLOC has a triple possibility of use for direct, short and long
range vaporization.
The BOLT SBLOC product, thanks to its new packaging also works upside down.
The innovative formulation of the product has made it posible to eliminate chlorinated solvents from the
formulation, maintaining the lubrication performances at a very high level intact.
The BOLT SBLOC release product is entirely produced, checked and package in Italy according to the
highest standards.
The product is recommended for lubrication, cleaning and protection of mechanical parts of machines.
Thanks to its formulation, the product has a high water repellent and protective capacity against atmospheric
agents.
It unlocks, lubricates, cleans, removes moisture and prevents corrosion.

ITEM: BOLT SBLOC SAFETY DATA SHEETS ON-LINE

Tech. Code Package
Quantity

ml


Spray can 400

MULTI-PURPOSE LUBRICANTS

Five-way mineral-based release agent. unlocks, lubricates, cleans, removes moisture and prevents
corrosion. Ideal for lubricating metal and plastic , resistant up to 120°C.

ITEM: 8201 SAFETY DATA SHEETS ON-LINE

Tech. Code Package
Quantity

ml


Spray can 400

MULTI-PURPOSE LUBRICANTS

In spray format, new double-action nozzle for targeted or wide-range vaporization. Suitable for releasing,
clean, lubricating and protecting parts subject to oxidation. It is waterproof, anti-corrosion, usable on painted
surfaces.

ITEM: WD 40 SAFETY DATA SHEETS ON-LINE

Tech. Code Package
Quantity

L


Spray can 0.5

Can
5

25

MULTI-PURPOSE LUBRICANTS

New double-action spray nozzle for targeted or wide-range vaporization. Suitable for releasing hard oxidized
pieces, protects and prevents rust formation.

ITEM: SVITOL SAFETY DATA SHEETS ON-LINE

Tech. Code Package
Quantity

ml


Spray can
200
400
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GRASSI UNIVERSALI POLIVALENTI

Adatto per cuscinetti e parti meccaniche in genere.
Temperatura di impiego -30°C +120°C. Classe NLGI 2.
Colore chiaro.

Utilizzabile con gli aeropulsometri J4160 disponibili a pag. J.40

ART. LGMT 2 SCHEDE DI SICUREZZA ON-LINE

Cod. Tec. GR74
Euro Confezione

Peso
Kg



J4060B 22,00 Barattolo 1
1J4060S 98,00 Secchiello 5

J4060F (244,00) Fusto 18

GRASSI MULTIFUNZIONALI

Il grasso multifunzionale LITIO GREASE EP è un prodotto lubrificante con elevata stabilità meccanica e la
capacità di non modificare la propria consistenza durante il periodo di utilizzo.
LITIO GREASE EP è un grasso lubrificante a base di oli minerali altamente raffinati e saponi di litio.
LITIO GREASE EP è un grasso multifunzionale formulato per resistere all'umidità e preservare le superfici
metalliche dall'usura grazie ad additivi specifici contenuti al suo interno.
Il grasso multifunzionale LITIO GREASE EP è consigliato per lubrificare piani di rotolamento di acciaierie e
cartiere, motori elettrici, compressori, pompe, macchine tessili, verricelli, nastri trasportatori, miscelatori di
bitume, escavatori, finitori, mulini a barre e cilindri, caricatori centrifughi, etc.
Il prodotto è studiato per essere utilizzato con gli aereopulsometri J4160, disponibili a pag J.40 fino al grado
di viscosità NLGI 2.

ART. LITIO GREASE EP SCHEDE DI SICUREZZA ON-LINE

Cod. Tec. GR70
Euro Consistenza NLGI Confezione

Peso
Kg

J4050EP00T1 190,80 00

Tanica 18,5
J4050EP0T1 201,20 0
J4050EP1T1 201,20 1
J4050EP2T1 201,20 2

GRASSI MULTIFUNZIONALI

HYDROGREASE AL2 è un grasso lubrificante a base di oli minerali altamente raffinati e complessi di
alluminio.
Il prodotto HYDROGREASE AL2 è indicato per l'ingrassaggio di organi che operano in condizioni ambientali
sfavorevoli per la presenza di acqua o umidità.
HYDROGREASE AL2 è un grasso lubrificante resistente al fango ed è consigliato per chassis, parti di
autovetture e veicoli industriali sottoposti all'azione dilavante dell'acqua o agenti atmosferici di qualsiasi
genere.

ART. HYDROGREASE AL2 SCHEDE DI SICUREZZA ON-LINE

Cod. Tec. GR73
Euro Consistenza NLGI Confezione

Peso
Kg

J4052B 53,90
2

Bidoncino 4,5
J4052T1 221,50 Tanica 18,5

GRASSI UNIVERSALI INFUSIBILI

DROPLESS è un grasso lubrificante polivalente infusibile in confezione spray con un alta capacità protettiva
contro l'ossidazione.
Grazie alla sua formulazione e agli additivi contenuti al suo interno, DROPLESS ha la capacità di lubrificare
superfici soggette a carichi elevati mantenendo questa caratteristica alle alte e basse velocità.
Il prodotto DROPLESS è infusibile.
Il grasso lubrificante polivalente DROPLESS è un ottimo lubrificante per cuscinetti a sfere, rulli , perni, cilindri
e particolari soggetti a notevoli sollecitazioni e ad attriti in genere.
DROPLESS può efficacemente lavorare nell'intervallo di temperatura compreso tra -10° C e +200 ° C.

ART. DROPLESS SCHEDE DI SICUREZZA ON-LINE

Cod. Tec. GR73
Euro Confezione

Quantità
ml



J4055400 7,34 Bomboletta spray 400 12

GRASSI POLIVALENTI AL LITIO IN CARTUCCIA

Impiego universale, punto goccia >180° C, consistenza NGLI 2, colore chiaro, da utilizzare con compressori
a leva J4120 e J4122.

ART. GLOBALGREASE

Cod. Tec. GR74
Euro

Per compressori
Volume

ø
mm

Peso
g



J4096600 8,50 1000 56 600
12J4096400 (6,80) 500 52 400

J.19Indivisible package  Suggested retail package - Unit price

UNIVERSAL GREASE

Suitable for bearings and mechanical parts in general.
Operating temperature -30°C +120°C. NLGI grade 2.
Light color.

Can be used with the J4160 air operated pumps available on page J.40

ITEM: LGMT 2 SAFETY DATA SHEETS ON-LINE

Tech. Code Package
Weight

Kg


Jar 1
Bucket 5
Drum 18

MULTI-PURPOSE GREASE

Multipurpose grease LITIO GREASE EP is a lubricating product with high mechanical stabililty and the ability
to not change its consistency during the use.
LITIO GREASE EP is a lubricating grease based on highly refined mineral oils and lithium soaps.
LITIO GREASE EP a multifunctional grease formulated to resist moisture and preserve metal surfaces from
corrosion thanks to specific additives contained in it.
LITIO GREASE EP is a multifunctional grease recommended to lubricate steel and paper mills, electric
motors, compressors, pumps, textile machines, winches, conveyor belts bitument mixers, excavators,
finishers, rod mills and cylinder mills, centrifugal loaders, etc. The product is designed to be used with J4160
aerodulsometer, available on page J.40 up to the viscosity grade NLGI2.

ITEM: LITIO GREASE EP SAFETY DATA SHEETS ON-LINE

Tech. Code NLGI Grade Package
Weight

Kg
00

Can 18,5
0
1
2

MULTI-PURPOSE GREASE

HYDROGREASE AL2 is a lubricating grease based on highly refined mineral oils and aluminum complexes.
The HYDROGREASE AL2 product is indicated for greasing of organs operating in unfavorable enviornmental
conditions due to the presence of water or humidity.
HYDROGREASE AL2 is a lubricating grease resistant to sludge and is recommended for chassis, parts of
cars and industrial vehicles subjected to the washing action of water or atmospheric agents of any kind.

ITEM: HYDROGREASE AL2 SAFETY DATA SHEETS ON-LINE

Tech. Code NLGI Grade Package
Weight

Kg

2
Little drum 4,5

Can 18,5

UNIVERSAL INFUSIBLE GREASE

DROPLESS is a polyvalent infusible lubricating grease in aerosol packaging with a high resistance to
oxidation.
Thanks to its formulation and to the additives contained inside it, DROPLESS has the ability to lubricate
surfaces subject to high loads, keeping this characteristic both loads and at high and low speeds.
The DROPLESS product is free from the drop point.
DROPLESS polyvalent lubricating grease is an excellent lubricant for ball bearings, rollers, pins, cylinders
and parts subject to considerable stress and friction in general
DROPLESS can effectively work in the temperature range between -10 ° C and +200 ° C

ITEM: DROPLESS SAFETY DATA SHEETS ON-LINE

Tech. Code Package
Quantity

ml


Spray can 400

MULTI-PURPOSE LITHIUM GREASE IN CARTRIDGE

Universal use, drop point> 180° C, NLGI class 2, light color, for use with compressor levers (see J4120 and
J4122).

ITEM: GLOBALGREASE

Tech. Code For compressors
g

ø
mm

Weight
g



1000 56 600
500 52 400



J

J.20 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

GRASSI PER CUSCINETTI

Il grasso per cuscinetti 402 è un prodotto ad elevate prestazioni per la lubrificazione di cuscinetti volventi.
Il grasso per cuscinetti 402 è un prodotto adatto e consigliato per la lubrificare di cuscinetti in condizioni di
normale carico di lavoro.
Il prodotto è consigliato per la lubrificazione di cuscinetti a frizione, a rotazione e oscillanti, alberi scanalati,
mandrini ad espulsione diretta e superfici di scorrimento di qualsiasi tipo.
Il grasso 402 previene la corrosione dei cuscinetti e resiste all'invecchiamento dovuto ad una normale
ossidazione del prodotto.

DIN 51502:K2K-30. -30°C/+120°C. NLGI 2.

ART. 402 SCHEDE DI SICUREZZA ON-LINE

Cod. Tec. GR74
Euro Confezione

Peso
Kg



J4062B 25,00 Barattolo 1 10

GRASSI BIANCHI PER CUSCINETTI

Il grasso universale bianco per alte prestazioni 470 è un prodotto indicato per la lubrificazione di cuscinetti;
il prodotto è approvato NSF H2.
Il grasso 470 garantisce una lubrificazione ottima e pulita in più riesce ad assicurare una maggiore sicurezza
grazie ai lubrificanti solidi contenuti all'interno. Il prodotto è adatto per il settore alimentare, tessile, della
carta e nella meccanica di precisione.

Temperatura di utilizzo -30°C/+120°C.
Tipologia di grasso NLGI 2.
Autorizzazione LGA di Norimberga. DIN 51502:KF2K-30.

ART. 470 SCHEDE DI SICUREZZA ON-LINE

Cod. Tec. GR74
Euro Confezione

Peso
Kg



J4064B 35,50 Barattolo 1 10

GRASSI SILICONICI

Il grasso al silicone 1110 è un prodotto multiuso, fisiologicamente sicuro. È un lubrificante siliconico e
sigillante per valvolame.
Può essere usato per lubrificare valvole di intercettazione e controllo della pressione, rubinetti, pressostati,
termostati. È un sigillante per sistemi sotto vuoto e sotto pressione, non si secca, non solidifica e non
gocciola in un ampio range termico.
Può inoltre essere usato per sigillare attrezzature open air, navi, parti soggette al lavaggio o esposte ad
ambienti aggressivi, come contatori e connettori elettrici; ha eccellenti proprietà adesive su tutti i materiali e
può essere usato come rivestimento contro prodotti chimici aggressivi e lubrificante per guarnizioni, tenute
e O-r in gomma e plastica.
Ha un'eccezionale resistenza alla maggior parte degli agenti chimici con vasto range termico operativo,
ridotta tensione di vapore, volatilità contenuta, resistenza all'acqua, resistenza chimica verso acetone,
etanolo, etilene, glicerina e metanolo.
Supera le norme:
DIN 51502: MSI3S-40. NLGI 3. -40°c/+200°c.
Autorizzazione LGA di Norimberga.
Autorizzazione DIN DVGW N. NG-516BL0482.
Autorizzazione KTW, raccomandato per il settore delle guarnizioni D2.

ART. 1110 SCHEDE DI SICUREZZA ON-LINE

Cod. Tec. GR74
Euro Confezione

Peso
g



J4065080 29,80 Tubetto 80 10
J4065500 99,80 Barattolo 500 1

GRASSI PER ALTE PRESTAZIONI

Il grasso lubrificante 475 è un prodotto per alte prestazioni completamente sintetico additivato con PTFE per
massimizzare la capacità lubrificante anche durante l'uso a basse temperature e ad alte velocità.
Il grasso 475 è adatto all'utilizzo nell'industria alimentare grazie alla certificazione NSF H2.
Il grasso 475 è adatto alla lubrificazione di cuscinetti piani, a rulli con basso gioco del cuscinetto e cuscinetti
a basso attrito, cuscinetti a rulli a corsa rapida, parti di rettificate come tappi conici, pistoni di dosaggio e
valvole.

Temperatura d'impiego -60°C a +120°C
Classe NLGI 2.

ART. 475 SCHEDE DI SICUREZZA ON-LINE

Cod. Tec. GR74
Euro Confezione

Peso
kg



J4066B 86,40 Barattolo 1 5

J.20 Indivisible package   Suggested retail package - Unit price

BEARINGS GREASE

Bearing grease 402 is a high performance product for the lubrication of rolling bearing. Bearing grease 402
is a suitable and recommended product fpr bearomgs lubrication under normal working load conditions.
The product is recommended for the lubricatin of friction, rotation and oscillating bearings, splined shafts,
direct expulsion spindles and sliding surfaces of any type.
The 402 product prevents bearing corrosion and is resistant to aging due to normal product oxidation.

DIN 51502: K2K-30. -30 ° C / + 120 ° C. NLGI 2.

ITEM: 402 SAFETY DATA SHEETS ON-LINE

Tech. Code Package
Weight

Kg


Jar 1

WHITE BEARINGS GREASE

The OKS 470 white high performance universal grease is a product recommended for bearings lubrication,
the product is NSF H2 approved. The OKS 470 product guarantees excellent, clean lubrication and can
guarantee greater safety thanks to the solid white lubricants contained inside. The product is suitable for the
food, textile, paper and precision mechanics sectors.

Operating temperature -30 ° C / + 120 ° C.
Type of grease NLGI 2.
LGA Authorization of Nuremberg. DIN 51502: KF2K-30.

ITEM: 470 SAFETY DATA SHEETS ON-LINE

Tech. Code Package
Weight

Kg


Jar 1

SILICONE GREASE

The 1110 silicone grease is a multipurpose, physiologically safe product. It is a silicone lubricant and sealant
for valves. It can be used to lubricate shut-off valves and pressure control; facets, pressure swithces,
thermostats. It is a sealant for vacuum and pressure systems, does not dry out, does not solidify and does
not drip in a wide thermal range.
It can also be used to seal open air equipment, ships, parts subject to washing or exposed to aggressive
environments, such as meters and electrical connectors; has excellent adhesive properties on all materials
and can be used as a coating against aggressive chemicals and lubricants for gaskets, seals and O-rs in
rubber and plastic.
Excellent resistance to most chemicals with a broad operating temperature range, reduced vapor pressure,
low volatility, water resistance, chemical resistance to acetone, ethanol, ethylene, glycerol and methanol.
Meets the following standards:
DIN 51502: MSI3S-40. NLGI 3. -40°C/+200°C.
LGA Nuernberg Authorization.
DIN DVGW N Authorization NG-516BL0482.
KTW approval, recommended for D2-type seals.

ITEM: 1110 SAFETY DATA SHEETS ON-LINE

Tech. Code Package
Weight

g


Tube 80
Jar 500

HIGH PERFORMANCE GREASE

The 475 lubricating grease is a fully synthetic high-performance product with a PTFE formulation to maximize
lubricating capacity even during use at low temperatures and at high speeds.
475 is suitable for use in the food industry thanks to the NSF H2 certification.
475 is suitable for the lubrication of flat bearings, low-bearing roller bearing and low-friction bearing, high
speed roller bearings, ground parts such as conical caps, metering pistons and valves.

Operating temperature -60 ° C to + 120 °C
NLGI Class 2.

ITEM: 475 SAFETY DATA SHEETS ON-LINE

Tech. Code Package
Weight

kg


Jar 1
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J.21 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

GRASSI MULTIUSO AL BISOLFURO DI MOLIBDENO

Il grasso 400 è un lubrificante al bisolfuro di molibdeno che assicura un'alta capacità di sopportare i carichi.
Il grasso 400 ha scarsi valori di attrito ed un elevata protezione dall'usura; è adatto alla lubrificazione di
sicurezza di cuscinetti, ingranaggi aperti, cremagliere, viti senza fine, snodi sferici, alberi scanalati e a
camme, guide di scorrimento e leverismi.

Temperatura d'impiego -10° C +160° C.
Classe NLGI 2.

ART. 400 SCHEDE DI SICUREZZA ON-LINE

Cod. Tec. GR74
Euro Confezione

Peso
Kg



J4080B 28,20 Barattolo 1 10

GRASSI AL BISOLFURO DI MOLIBDENO

MOLYLUBE è un composto formato da agenti lubrificanti ed antiadesivi specifici additivati con bisolfuro di
molibdeno, atti a prevenire il grippaggio tra le superfici a contatto sottoposte a condizioni di temperatura e
pressione elevate. MOLYLUBE è una valida alternativa alla grafite ed è esente da siliconi.
MOLYLUBE può essere utilizzato nell'industria meccanica e metalmeccanica in genere qualora vi sia
la necessità di un prodotto che debba soddisfare alle specifiche prestazioni di lubrificazione estrema ed
antiadesività.

ART. MOLYLUBE SCHEDE DI SICUREZZA ON-LINE

Cod. Tec. GR73
Euro Confezione

Quantità
ml



J4076400 11,12 Bomboletta spray 400 12

PISTOLE PER SPRAY

Cod. Tec. J4097GUN
GR73 Euro 2,65

ART. J4097
Pistola in materiale plastico per bombolette spray. Consente di erogare il prodotto con facilità estrema. Specifica
per i prodotti LTEC si adatta alla maggior parte delle bombolette in commercio.

GRASSI PER ALTI CARICHI PER L'INDUSTRIA ALIMENTARE

Il grasso speciale 480 è un complesso di calcio solfonato completamente sintetico, per alti carichi e pressioni.
Il grasso 480 è stato studiato e formulato per soddisfare i requisiti di sicurezza dell'industria alimentare
grazie alla sua certificazione NSF H1.
Questo prodotto è adatto alla lubrificazione dei cuscinetti volventi e antifrizione anche a temperature elevate
e adatto anche a lubrificare cuscinetti a contatto con detergenti o disinfettanti.
I campi di applicazione del grasso 480 sono molto vari: industria alimentare e delle bevande, industria
farmaceutica, industria dell'alimentazione animale, industria dell'imballaggio e industria metalmeccanica.
Oltre alla certificazione NSF H1, il grasso speciale 480 ha un'elevata stabilità al taglio, (che previene il
diradamento del grasso in caso di carichi meccanici estremi come durante le vibrazioni), un eccellente
protezione dall'usura e ottime proprietà ad alta pressione.
Grazie al sapone complesso al solfonato di calcio, il grasso 480 assicura un'eccellente resistenza all'acqua
e un'ottima protezione dalla corrosione.

Temperatura d'impiego -30°C a +160°C.
Classe NLGI 2.
Certificazione NSF H1.

ART. 480 SCHEDE DI SICUREZZA ON-LINE

Cod. Tec. GR74
Euro Confezione

Peso
kg



J4067B 76,80 Barattolo 1 10

J.21Indivisible package  Suggested retail package - Unit price

MOLYBDENUM BISULPHIDE MULTIPURPOSE GREASE

OKS 400 is a molybdenum disulfide lubricating grease that ensures a high capacity to withstand loads.
OKS 400 has low friction values and a high wear protection, suitable for the safety lubrication of bearings,
open gears, racks, worm screws, spherical plain bearings, splined and cam shafts, sliding guides and levers

Operating temperature -10 ° C + 160 ° C.
NLGI Class 2.

ITEM: 400 SAFETY DATA SHEETS ON-LINE

Tech. Code Package
Weight

Kg


Jar 1

MOLYBDENUM BISULPHIDE GREASE

MOLYLUBE is a compound made of lubricating agents and specific anti-adhesive admixed with bisulphide
molybdenum suitable for preventing seizure between surfaces in contact subject to conditions of elevated
temperature and pressure. MOLYLUBE is a valid alternative to graphite and is silicone-free.
MOLYLUBE can be used in mechanical and engineering industries whenever a product is required that must
comply with performance specifications of extreme lubrication and non-adhesiveness.

ITEM: MOLYLUBE SAFETY DATA SHEETS ON-LINE

Tech. Code Package
Quantity

ml


Spray can 400

GUNS FOR SPRAY

Tech. Code

ITEM: J4097
Plastic gun for spray bottles. Easy disbursement of the product. Specifically for LTec products, adaptable to majority
of bottles in commerce.

HIGH PRESSURE GREASE FOR FOOD INDUSTRIES

480 is a comple synthetic calcium sulphonate grease, for high loads and pressures.
480 has been disigned and formulated to meet the safety requirements of the food industry thanks to its
NSF H1 certification.
480 is suitable for the lubrication of rolling and anti-friction bearings even at high temperatures and also
suitable for lubricating bearings in contact with detergents or disinfectants. The fields of application of OKS
480 are very various some examples: food and beverage industry, pharmaceutical industry, animal feed
industry, packaging industry and metal industry. OKS 480 includes among its many features the NSF H1
certification,high cutting stability (which prevents the thinning of grease in case of extreme
mechanical loads such as during vibrations), excellent wear protection and excellent high pressure
properties. Thanks to the calcium sulphonate complex soap, OKS 480 ensures excellent water resistance
and excellent corrosion protection.

Operating temperature -30 ° C to + 160 ° C.
NLGI Class 2.
NSF H1 certification.

ITEM: 480 SAFETY DATA SHEETS ON-LINE

Tech. Code Package
Weight

kg


Jar 1
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J.22 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

GRASSI MULTIUSO PER ALTE TEMPERATURE

420 è un grasso lubrificante per alte temperature adatto alla lubrificazione di punti di appoggio con elevate
esigenze di lubrificazione.
Il grasso universale 420 è adatto a lubrificare punti di appoggio soggetti a forti carichi, cuscinetti ad alte
temperature, posizioni soggette all'influenza di vapore acqueo in ambienti corrosivi.
L'additivo MOX-ACTIVE contenuto nel 420, riveste istantaneamente le superfici metalliche riducendo
notevolmente attrito e usura. Per questi motivi il grasso 420 è adatto alla lubrificazione e insonorizzazione
di cuscinetti, ingranaggi chiusi, cremagliere, viti senza fine, snodi sferici, guide di scorrimento e sistemi di
guida lineari.

Temperatura d'impiego -10° C +160° C.
Classe NLGI1-2.

ART. 420 SCHEDE DI SICUREZZA ON-LINE

Cod. Tec. GR74
Euro Confezione

Peso
Kg



J4082B 69,30 Barattolo 1 10

GRASSI UNIVERSALI A LUNGA DURATA

422 è un grasso sintetico ad alte prestazioni per la lubrificazione a lungo termine di elementi della macchina
soggetti ad alte temperature, alte velocità e carichi elevati.
Il grasso 422 è adatto alla lubrificazione di rulli e cuscinetti a strisciamento nonché di mandrini filettati, ruote
dentate e cuscinetti del mandrino nelle macchine utensili.
Il grasso 422 ha un elevata resistenza alla corrosione e resiste all'acqua calda, fredda e al vapore.

Temperatura d'impiego -40°C a +180°C.
Classe NLGI 2.

ART. 422 SCHEDE DI SICUREZZA ON-LINE

Cod. Tec. GR74
Euro Confezione

Quantità
kg



J4083B 133,00 Barattolo 1 5

GRASSO SINTETICO PER ALTE PRESTAZIONI

424 è un grasso lubrificante sintetico per lubrificare oggetti soggetti a temperature estremamente elevate e
agenti atmosferici corrosivi.
Il grasso sintetico 424 è adatto alla lubrificazione di cuscinetti volventi e di attrito soggetti ad alte temperature,
corrosione o ambienti dannosi.
Il prodotto è adatto a lubrificare forni, sistemi di raffreddamento e di trasporto, motori e ventole ad aria calda
soggetti a sollecitazioni termiche, è adatto anche alla lubrificazione di ventilatori per gas di scarico.
424 ha i pregi di ridurre l'usura e l'attrito, proteggere dalla corrosione, ha un eccellente resistenza alla
temperatura; quando la temperatura operativa viene superata, forma solo residui minimi, buona compatibilità
di plastica ed elastomeri e buona resistenza all'influenza dell'acqua e ad influenze ambientali aggressive.

Temperatura d'impiego -30°C a +220°C.
Classe NLGI 1-2.

ART. 424 SCHEDE DI SICUREZZA ON-LINE

Cod. Tec. GR74
Euro Confezione

Peso
kg



J4084B 102,80 Barattolo 1 5

GRASSI PER CUSINETTI A TEMPERATURE ESTREME

4220 è un grasso lubrificante per temperature estreme a base di oli di polietereperfluorurati (PFPE), da
utilizzare nelle applicazioni alimentare e in industrie affini grazie alla certificazione NSF H1.
Il grasso 4220 è consigliato su cuscinetti volventi operanti ad alte temperature, su macchine da forno a
tunnel, forni di cottura, bruciatori ed essiccatori, gruppi di gas caldi, recipienti di reazione, impianti di caldaie,
rulli e rulli trasportatori in forni continui.
Grazie alle sue caratteristiche, il grasso 4220 può essere utilizzata nell'industria metalmeccanica, chimica,
alimentare e dell'imballaggio.
4220 resiste all'acqua e al vapore, ha una straordinaria resistenza agli agenti chimici (solventi benzene,
benzolo, acetone, tricloroetilene, acidi inorganici quali acido solforico, acido cloridrico e acido nitrico nonché
acidi stearici, alcoli e alogeni) infine ha un eccellente compatibilità con plastica ed elastomeri.
Il grasso speciale 4220 è adatto alla lubrificazione a lungo termine anche dove si raggiungono temperature
fino a 300 °C

Temperatura d'impiego -30°C +280°C.
Classe NLGI 2.

ART. 4220 SCHEDE DI SICUREZZA ON-LINE

Cod. Tec. GR74
Euro Confezione

Peso
kg



J4089500 562,40 Barattolo 0,500 1

J.22 Indivisible package   Suggested retail package - Unit price

MULTI-PURPOSE GREASE FOR HIGH TEMPERATURES

420 is a high temperature lubricating grease suitable for the lubrication of support points with high lubrication
requirements.
420 is suitable for lubricating support points suject to high demands, bearings at high temperatures,
positions subject to the influence of steam and water, in corrosive enviornments. The MOX-ACTIVE additive
is contained in 420 which instantaneously surfaces metal surfaces, greatly reducing friction and wear. For
theses reasons, the 420 is suitable for the lubrication and soundproofing of bearings, closed gears, racks,
worm screws, ball joints, sliding guides and linear guiding systems.

Operating temperature - 10 ° C + 160 ° C.
Class NLGI1-2.

ITEM: 420 SAFETY DATA SHEETS ON-LINE

Tech. Code Package
Weight

Kg


Jar 1

LONG-LASTING UNIVERSAL GREASE

422 is a high performance synthetic grease for long-term lubrication of machine parts subjected to high
temperatures, high speeds and high loads.
422 is suitable for the lubrication of rollers and plain bearings as well as threaded mandrels, gear wheels and
spindle bearings in machine tools.
422 has a high corrosion resistance and resists cold, vapour and hot water.

Operating temperature -40 ° C to + 180 ° C.
NLGI Class 2.

ITEM: 422 SAFETY DATA SHEETS ON-LINE

Tech. Code Package
Quantity

kg


Jar 1

SYNTHETIC GREASE FOR HIGH PERFORMANCE

424 is a synthetic lubricating grease to lubricate objects subject to extremely high temperatures and corrosive
atmospheric agents.
424 is suitable for the lubrication of rolling and friction bearings subject to high temperatures, corrosion or
harmful environments.
The product is suitable for lubricating furnaces, cooling and transport systems, hot air motors and fans
subjected to thermal stress, and is also suitable for the lubrication of exhaust gas fans.
424 has the advantages of reducing wear and friction, protecting against corrosion, has an excellent
resistance to temperature when the operating temperature is exceeded, forms only minimal residues,
good compatibility of plastic and elastomers and good resistance to the influence of water and aggressive
environmental influences.

Operating temperature -30 ° C to + 220 ° C.
NLGI Class 1-2.

ITEM: 424 SAFETY DATA SHEETS ON-LINE

Tech. Code Package
Weight

kg


Jar 1

GREASE FOR BEARINGS AT EXTREME TEMPERATURES

4220 is a lubricating grease for extreme temperatures based on polyurethane treated oils (PFPE) to be used
in food applications and in related industries thanks to NSF H1 certification. 4220 is recommened for rolling
bearings,operating at high temperatures, on tunnel kiln machines, cooking ovens, burners and dryers, hot
gas groups, reaction vessels, boiler plants, rollers and conveyors in continuous ovens.
Thanks to its characteristics the 4220 grease can be used in the metalworking, chemical, food and packaging
industries. 4220 resists water and vapor, an extraordinary resistance to chemical agents (solvents, benzene,
benzol, acetone, trichlorethylene and against inorganic acids, such as sulfuric acid, hydrochloric acid and
nitric acid as well as stearic acids, alcohols and halogens) finally has escellent compatibility with plastic and
elastomer.
4220 is suitable for long-term lubrication at high temperatures up to 300 ° C.

Operating temperature - 30 ° C + 280 ° C.
NLGI 2. Class 2.

ITEM: 4220 SAFETY DATA SHEETS ON-LINE

Tech. Code Package
Weight

kg


Jar 0,500



J

J.23 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

GRASSI LUBRIFICANTI AL P.T.F.E.

Grasso minerale a base di alluminio additivato con P.T.F.E., ottima idrorepellenza, elevato potere lubrificante,
ridotto coefficiente di attrito, ottima resistenza al carico e alla corrosione.
Temperatura di impiego -40°C + 170°C, colore giallo chiaro.

ART. SYSTEM TT163 SCHEDE DI SICUREZZA ON-LINE

Cod. Tec. GR74
Euro Confezione

Quantità
ml



J4090400 21,62 Bomboletta spray 400 12

LUBRIFICANTI AL P.T.F.E.

571 garantisce un rivestimento secco con P.T.F.E., incolore, pulito, con proprietà antiadesive in presenza di
alte pressioni e movimenti lenti. Adatto quando non è possibile o non si desidera una lubrificazione ad olio
e grasso. Si può utilizzare per tutti i metalli, materie plastiche, ceramica, legno. 571 può essere utilizzato
anche come pellicola separatrice in impianti di colata delle resine. Le superfici di contatto devono essere
pulite e sgrassate; l'applicazione si effettua come per le vernici. Spessore ottimale di rivestimento: circa 10
micron. Essicca dopo 5-8 minuti a +20°C. Temperature di impiego: -180°C/+260°C.

ART. 571 SCHEDE DI SICUREZZA ON-LINE

Cod. Tec. GR74
Euro Confezione

Quantità
ml



J4092400 20,70 Bomboletta spray 400 12

LUBRIFICANTE SECCO DI ALTA QUALITA' A BASE DI P.T.F.E.

DRYLUBE P.T.F.E. è un composto a base di politetrafluoroetilene, una sostanza chimica inerte e inodore,
il cui coefficiente d'attrito è tra i più bassi conosciuti. DRYLUBE P.T.F.E. è la soluzione ideale per una
lubrificazione di lunga durata resistente all'abrasione, all'azione dei liquidi come olio e acqua e alla polvere.
DRYLUBE P.T.F.E. mantiene le sue caratteristiche di lubrificazione da -70°C a +300°C. Non trattiene la
polvere e lo sporco. DRYLUBE P.T.F.E. non contiene né silicone né oli.
DRYLUBE P.T.F.E. è indicato per lubrificare a secco stampi, attrezzature di precisione, parti scorrevoli,
cerniere, cassetti, serrature e componenti di macchine per la lavorazione del legno, riducendo i tempi di
lavoro e aumentando la durata della lubrificazione dei particolari trattati. Rende le superfici antiadesive
scorrevoli senza ungerle e senza trattenere polvere e sporco.
È particolarmente indicato nello stampaggio tecnico di materie plastiche come distaccante inerte; è inoltre
raccomandato nel settore tessile, in quello tipografico, nelle falegnamerie e in tutte quelle applicazioni dove
è richiesta una lubrificazione pulita, secca, priva di odore, che non macchi e di lunga durata.

ART. DRYLUBE P.T.F.E. SCHEDE DI SICUREZZA ON-LINE

Cod. Tec. GR73
Euro Confezione

Quantità
ml



J4088400 8,47 Bomboletta spray 400 12

LUBRIFICANTE ADESIVO AL P.T.F.E.

3751 è un olio lubrificante completamente sintetico per elevate prestazioni additivato con P.T.F.E. per
aumentare la capacità adesiva e lubrificante del prodotto.
Il lubrificante 3751 è adatto alla lubrificazione di elementi della macchina molto carichi (anche quando
esposti all'acqua), e lubrificare catene, giunti e guide, cuscinetti volventi e scorrevoli, riduttori, accessori,
cerniere e serrature.
Il prodotto 3751 è adatto all'applicazione nell'industria alimentare grazie alla sua certificazione NSF H1.
3751 è resistente all'acqua fredda e calda, al vapore acqueo e ai disinfettanti e detergenti alcalini e acidi.

Temperatura d'impiego -35°C +135°C.

ART. 3751 SCHEDE DI SICUREZZA ON-LINE

Cod. Tec. GR74
Euro Confezione

Quantità
ml



J2224400 25,40 Bomboletta spray 400 12

J.23Indivisible package  Suggested retail package - Unit price

P.T.F.E. LUBRICANTS

Aluminum-based mineral oil with the addition of P.T.F.E., excellent water repellency, high lubrication, low
friction coefficient, excellent resistance to corrosion and load.
Operating temperature -40°C/+170°C, light yellow.

ITEM: TT163 SAFETY DATA SHEETS ON-LINE

Tech. Code Package
Quantity

ml


Spray can 400

P.T.F.E. LUBRICANTS

571 guarantees a dry coating with P.T.F.E., colourless, clean, with anti-adhesive properties at high pressure
and slow speed. Appropriate for use when lubrication with oil or grease is not desired or possible. It can
be used on all types of metal, plastic, ceramic and wood. It can also be used as a separating film in
resin casting plants. -180°C/+260°C. The contact surfaces must be clean and grease-free. Application is
the same as for paint. Optimum coating thickness: approx. 10 microns. Dries in 5 to 8 minutes at +20°C.
Operating temperatures:- 180 ° C/ + 260 °C.

ITEM: 571 SAFETY DATA SHEETS ON-LINE

Tech. Code Package
Quantity

ml


Spray can 400

HIGH-QUALITY P.T.F.E. DRY LUBRICANTS

DRYLUBE P.T.F.E. is a compound based on polytetrafluoroethylene, an inert and odourless chemical
substance, whose friction coefficient is among the lowest known. DRYLUBE P.T.F.E. is the ideal solution for
long-lasting lubrication that is resistant to abrasion and to the action of fluids, such as oil and water, and to
dust. DRYLUBE P.T.F.E. maintains its lubrication characteristics from -70°C up to +300°C. Does not retrain
dust and dirt.
DRYLUBE P.T.F.E. does not contain silicone or oil. DRYLUBE P.T.F.E. is indicated for lubricating dry moulds,
precision equipment, sliding parts, hinges, drawers, locks and components of wood working machines,
reducing work time and increasing the lubrication period of treated parts. For making anti-adhesive surfaces
smooth and sliding without trapping dust and dirt.
Particularly suited as an inert release agent in the technical moulding of plastic materials. Recommended for
textile and printing industries, carpentry and all those applications where a clean, dry, odourless, stain-free
and long-lasting lubrication is required.

ITEM: DRYLUBE P.T.F.E. SAFETY DATA SHEETS ON-LINE

Tech. Code Package
Quantity

ml


Spray can 400

P.T.F.E. ADHESIVE LUBRICANTS

3751 is a fully synthetic lubricating oil for high performance with P.T.F.E. added to increase the adhesive
and lubricating capacity of the product. 3751 is suitable for lubricating highly loaded machine parts (even
when exposed to water), lubricating chains, joints and guides, rolling and sliding bearings, gearboxes,
accessories, hinges and locks. The 3751 product is suitable for application in the food industry thanks to its
NSF H1 certification. 3751 is resistant to cold and hot water, water vapor and alkaline and acid disinfectants
and detergents.

Operating temperature -35 ° C + 135 ° C.

ITEM: 3751 SAFETY DATA SHEETS ON-LINE

Tech. Code Package
Quantity

ml


Spray can 400



J

J.24 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

GRASSI MULTIUSO PER IL SETTORE ALIMENTARE

476 è un grasso lubrificante multiuso certificato NSF H1 per il settore alimentare.
Grazie alla sua ottima formulazione, il grasso 476 resistente ai detergenti e disinfettanti è adatto alla
lubrificazione di cuscinetti, ingranaggi aperti, cremagliere, viti senza fine, snodi sferici, alberi scanalati, guide
di scorrimento, molle e leverismi.
476 è adatto alla lubrificazione di raccordi, guarnizioni, parti stampate ed elementi di materiali elastici in
gomma nel segmento acqua calda e acqua fredda.

Temperatura d'impiego -30°C a +110°C.
Classe NLGI 2.
NSF H1N.REG.137619

ART. 476 SCHEDE DI SICUREZZA ON-LINE

Cod. Tec. GR74
Euro Confezione

Peso
Kg



J4085B 52,90 Barattolo 1 10

GRASSI UNIVERSALI

471 è un grasso lubrificante universale adatto all'industria alimentare certificato NSF H2.
Grazie alla certificazione NSF H2, il grasso 471 è adatto per il settore alimentare, tessile, della carta e della
meccanica fine.
Il prodotto è adatto a lubrificare cuscinetti a frizione, a rotazione, a snodo a carico normale, mandrini e guide
alle macchine con parti in movimento, dispositivi meccanici di precisione e su elettrodomestici.

Temperatura d'impiego -30°C a +120°C.
Classe NLGI 2.

ART. 471 SCHEDE DI SICUREZZA ON-LINE

Cod. Tec. GR74
Euro Confezione

Quantità
ml



J4087400 19,50 Bomboletta spray 400 12

GRASSI DI VASELINA FU

WHITE GREASE FU lubrifica resistendo all'acqua, al vapore e ai fumi. WHITE GREASE FU è una miscela
di sostanze lubrificanti di elevata purezza, secondo gli standard della Farmacologia Ufficiale.
L'assenza di sostanze tossiche e l'elevata qualità del formulato fanno apprezzare il prodotto soprattutto nei
seguenti impieghi:
• in impianti alimentari, ove vi possa essere contatto accidentale con i cibi;
• in impianti farmaceutici e tessili, dove è necessaria una lubrificazione efficace e pulita;
• negli strumenti musicali, per la lubrificazione dei movimenti.

ART. WHITE GREASE FU SCHEDE DI SICUREZZA ON-LINE

Cod. Tec. GR73
Euro Confezione

Quantità
ml



J4086400 7,34 Bomboletta spray 400 12

PASTE BIANCHE ESENTI DA METALLO

250 è una pasta bianca per applicazioni ad alta temperatura su base ceramica per la lubrificazione di
superfici soggette a carichi elevati.
La pasta 250 è certificata NSF H2, è quindi adatta all'applicazione in industria alimentare.
La pasta 250 è adatta alla lubrificazione di superfici soggette a carichi elevati, specialmente a basse velocità
di slittamento o con movimenti oscillanti.
Il prodotto ha la capacità di separare la superficie delle connessioni filettate sottoposte a sollecitazioni
termiche.
La pasta 250 è anche adatta a proteggere dalla corrosione viti, perni, bulloni, flange, mandrini e prodotti
in acciaio inossidabile. Per massimizzare le performance di lubrificazione, la pasta 250 contiene additivi al
molibdeno.

Temperatura d'impiego -40°C +200°C.

ART. 250 SCHEDE DI SICUREZZA ON-LINE

Cod. Tec. GR74
Euro Confezione

Peso
kg



J2221B 99,50 Barattolo 1 5

J.24 Indivisible package   Suggested retail package - Unit price

MULTI-PURPOSE GREASE FOR FOOD INDUSTRY

476 is a multi-purpose lubricated grease NSF H1certified for the food industry.Thanks to its excellent
formulation the 476 grease is resistant to detergents and disinfectants and is suitable for the lubrication
of bearings, open gears, racks, worm screws, ball joints,splined shafts, sliding guides, springs and levers.
476 is suitable for the lubrication of fittings, gaskets, molded parts and elements of elastic rubber materials
in the hot water and cold water segments.

Operating temperature -30 °C to +110 °C.
NLGI Class 2.
NSF H1N.REG.137619

ITEM: 476 SAFETY DATA SHEETS ON-LINE

Tech. Code Package
Weight

Kg


Jar 1

UNIVERSAL GREASE

471 is a universal lubricating grease suitable for the food industry labeled NSF H2.
Thanks to the NSF H2 labeling 471 is suitable for the food, textile, paper and fine mechanics sectors.
The product is suitable for lubricating friction, rotation and joint bearings with normal load, spindles and
guides to machines with moving parts, precision mechanical devices and appliances.

Operating temperature -30 ° C to + 120 ° C.
NLGI Class 2.

ITEM: 471 SAFETY DATA SHEETS ON-LINE

Tech. Code Package
Quantity

ml


Spray can 400

VASELINE GREASE

WHITE GREASE FU lubricates by resisting to water, vapour and fumes. WHITE GREASE FU is a mixture of
lubricating substances with high purity according to the standards of Official Pharmacology.
The absence of toxic substances and the high quality of the formulation make the product appreciated
especially in the following uses:
• in food plants, where there may be accidental contact with food;
• in pharmaceuticals and textile plants, where clean and effective lubrication is required;
• in musical instruments, for lubricating moving parts.

ITEM: WHITE GREASE FU SAFETY DATA SHEETS ON-LINE

Tech. Code Package
Quantity

ml


Spray can 400

METAL FREE WHITE PASTE

250 is a white paste for high temperature applications on a ceramic base for the lubrication of surfaces
subject to high loads.
250 is NSF H2 certified so it is therefore suitable for use in the food industry.
250 is suitable for the lubrication of surfaces subject to high loads, especially at low slip speeds or with
oscillating movements.
The product has the ability to separate the surface of the threaded connection subjected to thermal stresses.
250 is also suitable for protecting screws, pins, bolts, flanges, mandrels and stainless steel products against
corrosion. To maximize lubrication performance, 250 contains molybdenum additives.

Operating temperature -40 °C +200 °C.

ITEM: 250 SAFETY DATA SHEETS ON-LINE

Tech. Code Package
Weight

kg


Jar 1



J

J.25 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ANTIGRIPPANTI AL RAME IN PASTA

240 è una pasta classica antigrippante con protezione a larga banda per l'intero range di temperature.
La pasta 240 è adatta al montaggio di connessioni filettate soggette a temperature elevate e ad agenti
corrosivi.
Grazie ad additivi di nuova concezione, la pasta 240 previene l'ossidazione e la corrosione.
240 è consigliata per connettere e avvitate camera di combustione e viti di fissaggio dei bruciatori a gas e
olio. La pasta 240 è consigliata per l'assemblaggio di connessioni filettate soggette a temperature elevate
e ad agenti corrosivi, la connessione di viti, raccordi e flange in linee vapore, sezioni calde o surriscaldate.

Il prodotto è conforme alle specifiche militari statunitensi MIL-A-907E. Attivo fino 1.100°C.
Temperatura di utilizzo -30°C a 200°C

ART. 240 SCHEDE DI SICUREZZA ON-LINE

Cod. Tec. GR74
Euro Confezione

Peso
Kg



J22201 97,20 Barattolo 1 10

PASTE ANTIGRIPPANTI AL RAME

241 è una pasta classica antigrippante con protezione a larga banda per l'intero range di temperature in
confezione aereosol.
La pasta 241 è adatta al montaggio di connessioni filettate soggette a temperature elevate e ad agenti
corrosivi; grazie alla sua confezione è di facile utilizzo.
Grazie ad additivi di nuova concezione, la pasta 241 previene l'ossidazione e la corrosione. Inolte, grazie
all'ottimale rapporto tra coppia di serraggio delle viti e pretensionamento, 241 è indicato per l'antigrippaggio
dei filetti.
La pasta 241 è consigliata per l'assemblaggio di connessioni filettate soggette a temperature elevate e ad
agenti corrosivi, connettere vite e raccordi, connettere flange e raccordi in linee vapore o sezioni calde o
surriscaldate.

Il prodotto è conforme alle specifiche militari statunitensi MIL-A-907E. Attivo fino 1.100°C.
Temperatura d'impiego -30° C +1100° C.

ART. 241 SCHEDE DI SICUREZZA ON-LINE

Cod. Tec. GR74
Euro Confezione

Quantità
ml



J4070400 37,20 Bomboletta spray 400 12

PASTE PER AUTOCENTRANTI, MANDRINI E ATTREZZI DI SERRAGGIO

265 è una pasta per mandrini, completamente sintetica, per la lubrificazione di attriti e punti di scorrimento
sotto carichi elevati e carichi d'urto.
La pasta 265 è adatta al contatto con lubrificanti, refrigeranti e lubrificazione dei meccanismi di controllo e
azionamento; può essere utilizzata nelle macchine di riempimento liquidi.
265 è adatta per l'industira metalmeccanica e metallurgica, nella produzione di utensili e nella manutenzione.
La pasta 265 è resistente all'acqua, al vapore e ai lubrificanti acquosi di raffreddamento previene
efficacemente la corrosione da attrito. 265 è altamente efficace grazie alla combinazione ottimale dei
lubrificanti solidi contenuti al suo interno.

Temperatura di utilizzo -45 °C a 110 °C

ART. 265 SCHEDE DI SICUREZZA ON-LINE

Cod. Tec. GR74
Euro Confezione

Quantità
ml / Kg



J4072400 29,40 Cartuccia 400
10J4072B 63,90 Barattolo 1

GRASSI AL RAME ANTIGRIPPANTI

Il grasso antigrippante CUPROLUBE è un lubrificante per applicazioni ad alte temperature grazie alla sua
temperatura di combustione di circa 1200°C.
Il grasso CUPROLUBE è formulato per resistere alle estreme pressioni di esercizio ed è resistente all'acqua
sia dolce che salata.
CUPROLUBE mostra le sue ottime capacità di lubrificazione nelle applicazione su perni di guida, stampi,
bussole, testate di estrusione, filetti ,prigionieri, valvole, spinotti, cavi e tiranti, giunti di dilatazione, alberi,
pulegge, chiavelle, bulloni di flange, accoppiamenti forzati alla pressa, guide esposte ad alte temperature.

ART. CUPROLUBE SCHEDE DI SICUREZZA ON-LINE

Cod. Tec. GR73
Euro Confezione

Quantità
ml



J4068400 11,12 Bomboletta spray 400 12

J.25Indivisible package  Suggested retail package - Unit price

COPPER ANTI-SEIZE PASTE

240 is a classic anti-seize paste with broadband protection for the entire temperature range. 240 is suitable
for mounting threaded connections subject to high temperatures and corrosive agents. Thanks to the newly
developed additives, 240 prevents oxidation and corrosion.
240 is recommended for connecting and screwing combustion chamber and fixing screws for gas and oil
burners. 240 is recommended for the assembly of threaded connections subject to high temperatures and
corrosive agents, to connect screws and fittings, to connect flanges and fittings in steam lines or hot or
overheated sections.

The product complies with US MIL-A-907E military specifications. Active up to 1,100° C.
Operating temperature -30° C to 200° C

ITEM: 240 SAFETY DATA SHEETS ON-LINE

Tech. Code Package
Weight

Kg


Jar 1

COPPER ANTI-SEIZE PASTE

241 is a classic anti-seize paste with broadband protection for the entire temperature range in aerosol
packaging.
241 is suitable for the assembly of threaded connections subject to high temperatures and corrosive agents
and thanks to its packaging it is easy to use.
Thanks to newly developed additives, 241 prevents oxidation and corrosion. Thanks to the optimal ration
between tightening torque of the screws and pretensioning, 241 is suitable for anti-seizing threads.
241 is recommended for the assembly of threaded connections subject to high temperatures and corrosive
agents, to connect screws and fittings, to connect flanges and fittings in steam lines or hot or overheated
sections.

The product comples with US MIL-A907E military specifications. Active up to 1.100 ° C.
Operating temperature -30° C + 1100°C

ITEM: 241 SAFETY DATA SHEETS ON-LINE

Tech. Code Package
Quantity

ml


Spray can 400

PASTE FOR SELF-CENTERING CHUCKS AND CLAMPING TOOLS

265 is a paste for spindles,a fully synthetic product for the lubrication of friction and sliding points under high
loads and shock loads. 265 is suitable for contact with refrigerant lubricants and lubrication of the control and
drive mechanims, it can be used in liquid filling machines.
265 is suitable for application in engineering and metallurgical industris, tool manufacturing, maintenance
and assistance.
265 resistant to water, steam and aqueous cooling lubricants effectively prevents friction corrosion. 265 is
hightly effective thanks to the optimal combination of the solid lubricant contained in it.

Operating temperature -45° C to 110° C

ITEM: 265 SAFETY DATA SHEETS ON-LINE

Tech. Code Package
Quantity
ml / Kg



Cartridge 400
Jar 1

COPPER ANTI-SEIZE GREASE

CUPROLUBE anti-seize grease is a lubrificant for high temperature applications thanks to its conbustion
temperature of about 1200°C.
CUPROLUBE is formulated to withstand extreme operating temperatures and is resistant to both fresh and
salt water.
CUPROLUBE shows its excellent lubrification capacity in application on guide pins, moulds, bushes,
extrusion heads, threads, studs, valves, pins, cables and rods, expansion joints, shafts, pulleys, keys, flange
bolts, forced joints at the press, guides exposed to high temperatures.

ITEM: CUPROLUBE SAFETY DATA SHEETS ON-LINE

Tech. Code Package
Quantity

ml


Spray can 400



J

J.26 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

LUBRIFICANTI PER CATENE

CHAIN OIL è un lubrificante adatto per qualsiasi tipo di catena e su ogni particolare meccanico. Ha un alto
potere adesivo; è una miscela formata da agenti ad alta viscosità e da lubrificanti specifici. L'alto potere
adesivo e l'effetto centripeto fanno in modo che il potere lubrificante sia mantenuto costante in un vasto
range di temperature e velocità rotazionali. È esente da solventi, può essere usato su qualsiasi tipo di
catena, su cuscinetti e su ogni particolare in cui la lubrificazione è resa difficoltosa dall'espulsione del
lubrificante normale, causata dall'elevata velocità centrifuga.
Temperatura d'impiego fino a 150°C.

ART. CHAIN OIL SCHEDE DI SICUREZZA ON-LINE

Cod. Tec. GR73
Euro Confezione

Quantità
ml



J2170400 8,47 Bomboletta spray 400 12

LUBRIFICANTI PER CATENE

Il lubrificante per catene 451 è un lubrificante trasparente adesivo per catene ed altri elementi meccanici
operativi ad alta velocità, sollecitati da alte pressioni e da corrosione.
Il prodotto 451, grazie alla sua elevata adesività, ha la capacità di resistere e rimanere stabile anche sotto
sollecitazione di forze inerziali.
451 ha ottime proprietà antiusura e ha la capacità di resistere all'acqua di mare e, grazie ad additivi
accuratamente selezionati, ha la capacità di attenuare il rumore.

Resistente all'acqua di mare e al sale stradale.
Temperatura d'impiego -30°C a +200°C.

ART. 451 SCHEDE DI SICUREZZA ON-LINE

Cod. Tec. GR74
Euro Confezione

Quantità
ml



J2175400 22,70 Bomboletta spray 400 12

OLI LUBRIFICANTI PER INDUSTRIE ALIMENTARI

L'olio 371 è un lubrificante universale per la tecnologia alimentare ad alta efficienza, per elementi meccanici
di precisione. Il prodotto 371 è insapore ed inodore con alte capacità lubrificanti e idrorepellenti.
Grazie alla sua formulazione 371 scioglie lo sporco e la ruggine; il prodotto è lavabile da tessuti e può essere
impiegato anche nell'industria tessile e degli imballaggi.
Approvazione LGA Norimberga. Conforme a DAB11 (Farmacopea Tedesca).

Temperatura di utilizzo da -10 °C a 180 °C.
Viscosità ISO VG 15.
DIN 51502 : C, CL.

ART. 371 SCHEDE DI SICUREZZA ON-LINE

Cod. Tec. GR74
Euro Confezione

Quantità
ml



J2168400 21,40 Bomboletta spray 400 12

Prodotto disponibile nel CAP K

GUANTI IN PELLE FIORE BOVINA

Cod. Tec. Taglia Taglia EU

K21007 M 7

K21008 L 8

K21009 XL 9

K210010 XXL 10

Prodotti correlati

J.26 Indivisible package   Suggested retail package - Unit price

CHAIN LUBRICANT

CHAIN OIL is a lubricant suitable for any type of chain and on any mechanical part. It has a high adhesive
power, it is a mixture formed by high viscosity agents and specific lubricants. The high adhesive power and
the centripetal effect ensures that the lubricating power is kept constant over a wide range of rotational
temperatures and speeds. It is solvent-free, it can be used on any type of chain, on bearings and on any
particular situations in which lubrication is made difficult by the explusion of the normal lubricant, caused by
the high centrifugal speed. Operating temperature up to 150°

ITEM: CHAIN OIL SAFETY DATA SHEETS ON-LINE

Tech. Code Package
Quantity

ml


Spray can 400

CHAIN LUBRICANT

451 chain lubricant is a transparent lubricant for adhesive chains and other high-speed machine elements
stressed by high pressure and corrosion. The 451 product, thanks to its high adhesiveness, has the ability
to resist and remain stable even under the stress of inertial forces.
451 has excellent anti-wear properties and has the ability to resist sea water and thanks to carefully sturdied
additives it has the ability to reduce nosie.

Resistant to sea water and road salt.
Operating temperature -30°C/+200°C

ITEM: 451 SAFETY DATA SHEETS ON-LINE

Tech. Code Package
Quantity

ml


Spray can 400

LUBRICANT OIL FOR FOOD INDUSTRIES

371 oil is a universal oil for high efficiency food technology for precision mechanical elements. The 371
product is tasteless and odorless with high lubricant and water repellent capacities.
Thanks to its Formulation 371 dissolves dirt and rust the product is washable from fabrics, also used in the
textiles and packagning industry. LGANuremberg approval. Complies with DAB11 (German Pharmacopoeia).

Operating temperature from - 10 ° to 180 ° C.
Viscosity ISO VG 15.
DIN 51502: C, CL.

ITEM: 371 SAFETY DATA SHEETS ON-LINE

Tech. Code Package
Quantity

ml


Spray can 400

Product available in index K

COWHIDE GRAIN LEATHER GLOVES

Tech. Code Size EU size

M 7

L 8

XL 9

XXL 10

Related products
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J.27 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

FILM SEMIOLEOSI ANTICORROSIVI ANTIOSSIDANTI A BASE SINTETICA

ANTI DAMP è un prodotto per la protezione dei metalli contro l'umidità atmosferica o agenti ossidanti
presenti nell'officina meccanica.
Il protettivo ANTI DAMP è ideale per difendere le superficidi strumenti di misura, blocchetti di riscontro,
utensili e armi da fuoco.
Il prodotto, grazie alla presenza di componenti altamente raffinate e di altissima qualità, riesce a prevenire
la corrosione data anche dalle impronte digitali.

ART. ANTI DAMP SCHEDE DI SICUREZZA ON-LINE

Cod. Tec. GR73
Euro Confezione

Quantità
ml



J2420400 6,83 Bomboletta spray 400 12
J24205000 49,06 Tanica 5000 1

LUCIDANTI DISTACCANTI PER STAMPAGGIO PLASTICA

Il lucidante distaccante siliconico DETACH è un prodotto studiato per proteggere e conservare i particolari
meccanici.
DETACH, grazie alla sua alta concentrazione di siliconi altamente raffinati, è un prodotto ideale per
distaccare stampi da matrici plastiche ed elastomeri.
Il lucidante distaccante DETACH è stato formulato con un alto tenore di silicone per massimizzare le
prestazioni del prodotto.
Il prodotto DETACH riesce efficacemente a distaccare superfici gommose da matrici metalliche non creando
problemi alle superfici di entrambi i materiali.

ART. DETACH SCHEDE DI SICUREZZA ON-LINE

Cod. Tec. GR73
Euro Confezione

Quantità
ml



J2430400 7,96 Bomboletta spray 400 12

LUBRIFICANTI DISTACCANTI AD ALTO TENORE DI SILICONE

HISIL è un lubrificante distaccante polivalente a base di polisiloxano; è un prodotto studiato e formulato
per rendere le superfici dove viene spruzzato scorrevoli e brillanti eliminando l'adesività di residui di colle,
inchiostri e vernici. È ideale per attrezzature grafiche, tessili e calzaturiere.

Il lubrificante distaccante polivalente a base di polisiloxano HISIL è consigliato per la lubrificazione di parti in
plastica e serramenti scorrevoli di utensili e strumenti.

Il prodotto HISIL ha un altissimo contenuto di siliconi.

ART. HISIL SCHEDE DI SICUREZZA ON-LINE

Cod. Tec. GR73
Euro Confezione

Quantità
ml



J2440400 6,83 Bomboletta spray 400 12

DISTACCANTI PER STAMPAGGIO PLASTICA

1631 è un efficace mezzo separatore e lubrificante con proprietà antistatiche, chimicamente neutro. È privo
di solventi ed è un agente distaccante nello stampaggio ad iniezione o nei processi di estrusione di materie
plastiche ed elastomeri. 1361 genera un film di scorrimento per accoppiamenti di materiali tipo plastica/
plastica e plastica/metallo ad esempio per facilitare l'inserimento di profili in gomma. Può essere usato come
agente distaccante per stampi, è impiegabile fino a+200°C. Permette ottima lubrificazione di filettature
su capsule di chiusura di bombole in acciaio per ossigeno sotto pressione, in presenza di temperature
d'esercizio fino ad un massimo di 60°C e 15 bar.

ART. 1361 SCHEDE DI SICUREZZA ON-LINE

Cod. Tec. GR74
Euro Confezione

Quantità
ml



J2435400 10,71 Bomboletta spray 400 12

SILICONE SPRAY

SILICONE SPRAY, grazie alla sua formulazione, ha molteplici utilizzi: come lubrificante solido per le sue alte
capacità scivolanti, come distaccante per la plastica lucidante per legno e plastica, protettivo per gomma,
antistatico.
SILICONE SPRAY ha ottime doti di idrorepellenza per massimizzare la protezione della superficie su cui
viene utilizzato; grazie alla sua formulazione innovativa non contiene solventi.

ART. J2432 SCHEDE DI SICUREZZA ON-LINE

Cod. Tec. GR73
Euro Confezione

Quantità
ml



J2432400 5,15 Bomboletta spray 500 12

J.27Indivisible package  Suggested retail package - Unit price

SEMI-OILY ANTI-CORROSIVE ANTI-OXIDANT FILM WITH SYNTHETIC BASE

ANTI DAMP is a product for the protection of metals against atmospheric humidty or oxodizing agents
present in the mechanical workshop.
The ANTI DAMP protector is ideal to protect the superficial measuing instruments, stop blocks, tools and
firearms.
The product, thanks to the presence of highly refined and high quality components, is able to prevent
corrosion also due to fingerprints.

ITEM: ANTI DAMP SAFETY DATA SHEETS ON-LINE

Tech. Code Package
Quantity

ml


Spray can 400
Can 5000

SILICONE POLISHING RELEASE AGENT FOR PLASTIC MOULDS

The DETACH silicone release agent is a product desingned to protect and preserve mechanical parts.
DETACH thanks to its high concentration of highly refined silicones is an ideal product for detaching moulds
from plastic matrices and elastomers. The DETACH release polishing agent has been formulated with a high
silicon content to maximize product performance. The DETACH product effectively succeeds in detaching
rubber surfaces from metal matrixes without creating problems to the surfaces of both materials.

ITEM: DETACH SAFETY DATA SHEETS ON-LINE

Tech. Code Package
Quantity

ml


Spray can 400

MULTIPURPOSE LUBRICATING RELEASE AGENT POLYSILOXANE

HISIL multipurpose release lubricant based on polysiloxane is a product designed and formulated to make
surfaces where it is sprayed smooth and bright, eliminating the adhesiveness of glue, inks and varnish
residues, ideal for graphic equipment, textile and footwear.

The multipurpose release lubricant based on polyisiloxane HISIL is recommended for the lubrication of
plastic parts and sliding frames and tools.

The release lubricating HSIL product has a very high content of silicones.

ITEM: HISIL SAFETY DATA SHEETS ON-LINE

Tech. Code Package
Quantity

ml


Spray can 400

PARTING AGENT FOR PLASTIC MOLDING

1361 is an effective separator and lubricating agent with anti-static properties. Chemically neutral and
solvent-free. Release agent for injection moulding or plastic and elastomer extrusion processes. Sliding
film for joining materials such as plastic/plastic and plastic/metal, for example to simplify insertion of rubber
profiles. It can be used as release agent for moulds up to +200°C. Lubrication of threads on closure caps
of steel cylinders for oxygen under pressure at temperatures up to a maximum of 60°C and up to 15 bars.

ITEM: 1361 SAFETY DATA SHEETS ON-LINE

Tech. Code Package
Quantity

ml


Spray can 400

SILICONE SPRAY

Thanks to its formulation, the SILICONE SPRAY has multiple capacity to be used as a solid lubricant thanks
to its sliding slippery capacity, as a parting agent for plastic a polishing agent for wood and plastic, protective
for rubber, antistatic.
The SILICONE SPRAY has excellent water-repellent qualities to maximize the protection of the surface on
which it is used; thanks to its innovative formulatin it does not contain solvents.

ITEM: J2432 SAFETY DATA SHEETS ON-LINE

Tech. Code Package
Quantity

ml


Spray can 500
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PROTETTIVI PER STAMPI

Il protettivo per stampi 2301 è un prodotto ideato per proteggere le superfici metalliche dalla corrosione
causata da agenti atmosferici.
2301 crea un film idrorepellente contro la corrosione, è visibile ad occhio nudo e non è appiccicoso.
Per un miglior controllo, il protettivo 2301 ha una caratterizzante colorazione verde, cosi da permettere
all'operatore un rapido controllo durante l'applicazione.
Il film creato da 2301 ha uno spessore 10 micron per singola applicazione.
Il prodotto viene rimosso facilmente utilizzando il pulitore 2611 (J3510500).

ART. 2301 SCHEDE DI SICUREZZA ON-LINE

Cod. Tec. GR74
Euro Confezione

Quantità
ml



J3350400 20,00 Bomboletta spray 400 12

PROTETTIVI PER METALLI

2101 è un protettivo per metalli certificato NSF H2; crea una pellicola protettiva a base di cera facilmente
rimovibile e resistente alla corrosione fino a due anni.
Il protettivo 2101 è adatto a conservare qualsiasi tipologia di superficie di metalli nudi che venga
immagazzinata per lunghi periodi e che possa essere soggetta agli effetti degli agenti atmosferici.
Il prodotto può essere utilizzato nell'industria metalmeccanica, navale e dei trasporti.
Grazie alla sua innovativa formulazione 2101 è altamente efficace e, grazie alle buone proprietà filmogene,
ha un eccezionale potere protettivo contro corrosione e ossidazione.

ART. 2101 SCHEDE DI SICUREZZA ON-LINE

Cod. Tec. GR74
Euro Confezione

Quantità
ml



J3355400 18,40 Bomboletta spray 400 12

Technology
Efficiency

Enduranceprecision tooling

J.28 Indivisible package   Suggested retail package - Unit price

MOULD PROTECTOR FLUID SPARY

The mold protector 2301 is a product designed to protect metal surfaces from corrosion caused by
atmospheric agents.
2301 creates a non-sticky water repellent film against corrosion visible to the naked eye.
For a better control the 2301 product has a characterizing green color so as to allow the operator a quick
control during the application.
The film created by 2301 has a thickness of 10 microns per single application.
The product is easily removed by using the 2611 cleaner. see code J3510500

ITEM: 2301 SAFETY DATA SHEETS ON-LINE

Tech. Code Package
Quantity

ml


Spray can 400

PROTECTIVE FILM SPRAY FOR METALS

2101 is an NSF H2 certified metal protective producet, which creates an easily removable and corrosion-
resistant protective wax film for up to two years.
2101 is suitable for storing any type of bare metal surfaces that are stored for long periods and which may
be subject to the effects of atmospheric agents.The product can be used in the metalworking, naval and
transport industries.
Thanks to its innovative formulation 2101 is highly effective, thanks to its good film-forming properties, it has
an exceptional protection against corrosion and oxidation.

ITEM: 2101 SAFETY DATA SHEETS ON-LINE

Tech. Code Package
Quantity

ml


Spray can 400
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PROTETTIVI ANTI OSSIDANTI

PROTEX DW è un fluido protettivo con azione "dewatering" pronto all'uso ed esente da solventi.
Il protettivo PROTEX DW è un prodotto molto fluido, per massimizzarne la facilità di utilizzo.
Il prodotto lascia una sottile pellicola oleosa sulle superfici trattate cosi da protegge dalla ruggine e agenti
atmosferici il manufatto.
Il prodotto PROTEX DW protegge le superfici dall'acqua.
PROTEX DW mantiene la sua capacità di protezione per 2 settimane in caso di stoccaggio all'interno.

ART. PROTEX DW SCHEDE DI SICUREZZA ON-LINE

Cod. Tec. GR70
Euro Confezione

Quantità
L

J304020 142,50 Tanica 20

CARATTERISTICHE
Viscosità a 40°C cSt 3
Punto di infiammabilità COC °C ~118
Punto di scorrimento °C -15
Peso Specifico a 15°C Kg/l 0,787

PROTETTIVI ANTI OSSIDANTI

Il prodotto PROTEX A è un protettivo formulato partendo da basi paraffiniche altamente raffinate con
viscosità medio-alta.
PROTEX A mantiene le sue capacità protettive grazie ad additivi antiruggine, anticorrosione, antiossidazione
ed adesivanti che creano un film coprente uniforme in grado di proteggere le superfici da qualsiasi attacco
ossidativo.
PROTEX A mantiene la sua capacità di protezione per 5 mesi in caso di stoccaggio all'interno mentre
all'esterno, allocando il materiale al coperto, riesce a mantenere le sue capacità protettive per 3 mesi.

ART. PROTEX A SCHEDE DI SICUREZZA ON-LINE

Cod. Tec. GR70
Euro Confezione

Quantità
L

J303820 155,90 Tanica 20

CARATTERISTICHE
Viscosità a 40°C cSt 160
Punto di infiammibilità COC °C 230
Punto di scorrimento °C -18
Peso specifico a 15°C Kg/l 0,900

PROTETTIVI ANTI OSSIDANTI

PROTEX NS 80H è un protettivo formulato partendo da basi petrolifere altamente raffinate ed additivi di
altissima qualità per garantire un prodotto con altissimi standard qualitativi.
Grazie all'impiego di particolari componenti antiossidanti il protettivo PROTEX NS 80H assicura un efficace
effetto protettivo su ferro e leghe ferrose, leghe gialle compresi gli ottoni da marina e sulla maggior parte
delle plastiche.
Grazie ad un'attenta formulazione ed un eccellente bilanciamento di detergenti e solventi PROTEX NS 80H
ha ottime proprietà sgrassanti ed effetto "dewatering".
PROTEX NS 80H può essere usato come protettivo dalla corrosione, sia su metalli ferrosi che su leghe
gialle, anche via mare grazie al superamento del ASTM B117 (test per la determinazione della resistenza
alle nebbie saline) con l'eccellente risultato di 90 ore di resistenza.
PROTEX NS 80H mantiene la sua capacità di protezione per 15 mesi in caso di staccoggio all'interno mentre
all'esterno, allocando il materiale al coperto, riesce a mantenere le sue capacità protettive per 9 mesi.

ART. PROTEX NS 80H

Cod. Tec. GR73
Euro Confezione

Quantità
L

J304520 149,00 Tanica 20

CARATTERISTICHE
Viscosità a 40°C cSt 1,8
Punto di infiammabilità COC °C 64
Punto di scorrimento °C -24
Peso specifico a 15°C Kg/l 0,820

J.29Indivisible package  Suggested retail package - Unit price

RUST PREVENTIVE OILS

PROTEX DW is a protective fluid with "dewatering" action ready to use and solvent-free.
The protective PROTEX DW is a very fluid product, to maximize its ease of use.
The product leaves a thin oily film on the treated surfaces so as to protect against rust and atmospheric
agents.
The PROTEX DW product protects surfaces from water.
PROTEX DW maintains its protection capability for 2 weeks in case of Internal storage.

ITEM: PROTEX DW SAFETY DATA SHEETS ON-LINE

Tech. Code Package
Quantity

L
Can 20

CHARACTERISTICS
Viscosity at 40° C cSt 3
Flash point COC °C ~118
Pour point °C -15
Specific weight at 15°C Kg/l 0.787

RUST PREVENTIVE OILS

The PROTEX A product is a protective product based on highly refined paraffinic bases with medium to high
viscosities.
PROTEX A maintains its protective capabilities thanks to anti-rust, anti-corrosion, anti-oxidation and
tackifying additives that create a uniform covering film able to protect surfaces from any oxidative attack.
PROTEX A maintains its protection capacity for 5 months in case of storage inside while outside allocating
the material it manages to maintain its protective capacity for 3 months.

ITEM: PROTEX A SAFETY DATA SHEETS ON-LINE

Tech. Code Package
Quantity

L
Can 20

CHARACTERISTICS
Viscosity at 40° C cSt 160
Flash point COC °C 230
Pour point °C -18
Specific weight at 15°C Kg/l 0.900

RUST PREVENTIVE OILS

ROTEX NS 80H is a protective product based on highly refined oil bases and high quality additives to
guarantee a product with high quality standards customers.
Thanks to the use of particular antioxidant components, the protective PROTEX NS 80H ensures an effective
protective effect on iron and ferrous alloys, yellow alloys including marine brass and on most plastics.
Thanks to a careful formulation and an excellent balance of detergents and solvents PROTEX NS 80H has
excellent degreasing properties and "dewatering" effect.
PROTEX NS 880H can be used as corrosion protection, both on ferrous metals and on yellow alloys, even
by sea thanks to the ASTM B117 (test for the determination of resistance to salt fog) with an excellent result
of 90 hours of resistance.
PROTEX NS 80H has a protection capacity for 15 months in the case of detachment inside while outside
allocating the material it manages to maintain its protective cababilities for 9 months.

ITEM: PROTEX NS 80H

Tech. Code Package
Quantity

L
Can 20

CHARACTERISTICS
Viscosity at 40°C cSt 1,8
Flash point COC °C 64
Pour Point °C -24
Specific weight at 15°C Kg/l 0,820
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ZINCANTI PROTETTIVI AD ALTO TENORE DI ZINCO

Il protettivo ad alto contenuto di zinco ULTRA ZINC II è un prodotto studiato e formulato per rivestire tutte le
superfici ferrose e ha il compito di migliorare la protezione delle superfici.
Contiene zinco con una purezza del 99% con il compito di massimizzare la protezione della superficie.
La superficie del prodotto dopo l'applicazione di ULTRA ZINC II prende l'aspetto di una zincatura brillante.

ART. ULTRA ZINC II SCHEDE DI SICUREZZA ON-LINE

Cod. Tec. GR73
Euro Confezione

Quantità
ml



J2450400 6,22 Bomboletta spray 400 12

ZINCANTI ANTICORROSIVI A FREDDO

L'anticorrosivo zincante a freddo ZINC SHIELD è un prodotto studiato per proteggere dalla corrosione tutte
le superfici ferrose.
ZINC SHIELD può essere utilizzato per ripristinare la zincatura compromessa dagli agenti atmosferici.
Contiene zinco micronizzato con una purezza del 99%

ART. ZINC SHIELD SCHEDE DI SICUREZZA ON-LINE

Cod. Tec. GR73
Euro Confezione

Quantità
ml



J2455400 7,57 Bomboletta spray 400 12

RIVESTIMENTI A BASE DI ACCIAIO INOSSIDABILE

INOX SHIELD è un rivestimento a base di acciaio inossidabile in bomboletta adatto al rivestimento dei
metalli ferrosi in genere.

Il rivestimento INOX SHIELD ha la capacità di ripristinare la patina inossidabile compromessa dalle
operazioni di saldatura.

Grazie alla sua formulazione innovativa INOX SHIELD resiste a temperature elevate, fino a 600 °C.

ART. INOX SHIELD SCHEDE DI SICUREZZA ON-LINE

Cod. Tec. GR73
Euro Confezione

Quantità
ml



J2460400 10,61 Bomboletta spray 400 12

LUCIDANTI

LUCIDANTE SHINOX è un prodotto lucidante per pezzi e superfici in acciaio ed è efficace anche sulle
cromature.
Grazie alla sua formulazione innovativa il LUCIDANTE SHINOX è efficace come lucidante e brillantante su
tutte le superfici in acciaio inossidabile e cromate garantendo una pulizia e lucentezza eccezionali.

ART. LUCIDANTE SHINOX SCHEDE DI SICUREZZA ON-LINE

Cod. Tec. GR73
Euro Confezione

Quantità
ml



J2465400 8,47 Bomboletta spray 400 12

J.30 Indivisible package   Suggested retail package - Unit price

PROTECTOR WITH HIGH ZINC CONTENT

The ULTRA ZINC II high zinc protective product is a product designed and formulated to cover all ferrous
surfaces and has the task of improving the protection of surfaces. Contains 99% purity zinc with the task of
maximizing surface protection. The surface of the product after the application of ULTRA ZINCE II takes on
the apperance of a bright zinc coating.

ITEM: ULTRA ZINC II SAFETY DATA SHEETS ON-LINE

Tech. Code Package
Quantity

ml


Spray can 400

COLD ZINC PROTECTOR

ZINC SHIELD cold zinc anticorrosive is a product designed to protect all ferrous surfaces from corrosion.
ZINC SHIELD can be used to restore galvanization affected by atmospheric agents.
Contains micronized zinc with a 99% purity.

ITEM: ZINC SHIELD SAFETY DATA SHEETS ON-LINE

Tech. Code Package
Quantity

ml


Spray can 400

STAINLESS STEEL COATING

INOX SHIELD is a coating based on stainless steel in a can suitable for the coating of ferrous metals in
general.

The SHIELD INOX coating has the ability to restore the stainless patina affected by welding operations.

Thanks to its innovative formula, INOX SHIELD withstands high temperatures up to 600 ° C.

ITEM: INOX SHIELD SAFETY DATA SHEETS ON-LINE

Tech. Code Package
Quantity

ml


Spray can 400

POLISH FOR STAINLESS STEEL

LUCIDANTE SHINOX is a polishing product for parts and surfaces in steel and is also effective on chrome-
plating. Thanks to its innovative formulation, the SHINOX polish is effective as a polishing and brightening
product on all stainless steel and chrome surfaces, guaranteeing exceptional cleanliness and shine.

ITEM: LUCIDANTE SHINOX SAFETY DATA SHEETS ON-LINE

Tech. Code Package
Quantity

ml


Spray can 400
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PULITORI SGRASSATORI

Pulitore multiuso biodegradabile. Adatto a rimuovere grasso, olio e sporco in genere. Deve essere diluito in
acqua. Privo di solventi. Atossico. Non infiammabile.

ART. SF 7840 SCHEDE DI SICUREZZA ON-LINE

Cod. Tec. GR72
Euro Confezione

Quantità
L



J3515FL 6,97 Flacone con nebulizzatore 0,75 12
J3515T 31,45 Tanica 5 4

OLI MOTORE
ART. J4030
URSUS TURBO 15W/40 è un olio multigrado, risultato di avanzate ricerche tecnologiche e severissime
prove di campo.

Vantaggi:
- Adatto alla lubrificazione di motori diesel
- Utilizzabile sia su mezzi pesanti che su mezzi agricoli
- Riduzione dei costi di manutenzione del motore
- Estensione dell'intervallo di cambio olio
- Riduzione dei consumi

Cod. Tec. GR73
Euro Confezione

Quantità
L

Aspetto
Viscosità

Cinematica
a 40°C cSt

Viscosità
Cinematica
a 100°C cSt

Densità DIN 52757
Kg/lt

Punto di
infiammabilità
ASTM D92 °C

Punto di
scorrimento

ASTM D97 °C


J40301 (13,50) Barattolo 1

Ambrato 116 15,5 0,887 >190 -30

24

J40305 (36,50)
Tanica

5
1

J403020 128,40 20

OLI PER CAMBI E DIFFERENZIALI
ART. J4040
SUPER GEAR BOX EP 80W/90 è un olio speciale per la lubrificazione di cambi e differenziali, scatole sterzi
e giunti cardanici di automezzi.

Vantaggi:
- Olio di primissima qualità
- Alta resistenza all'ossidazione
- Alto indice di viscosità
- Eccellenti proprietà antischiuma
- Alte capacità EP
- Consigliato nei differenziali autobloccanti
- Raccomandato per ingranaggi conici con dentatura ipoide

Cod. Tec. GR73
Euro Confezione

Quantità
L

Aspetto
Viscosità ASTM

D445 a 40°C cSt
Densità DIN 52757

Kg/lt

Punto di
infiammabilità
ASTM D92 °C

Temperatura
minima di utilizzo

°C

Temperatura
di stoccaggio

°C


J40401 14,70 Barattolo 1

Ambrato 150 0,888 200 -26 da 10 a 40 1J40405 38,00
Tanica

5

J404020 135,90 20

J.31Indivisible package  Suggested retail package - Unit price

CLEANER - DEGREASER

Multipurpose biodegradable cleaner. Suitable for removing grease, oil and dirt in general. Must be diluted in
water. Solvent-free. Non-flammable.

ITEM: 7840 SAFETY DATA SHEETS ON-LINE

Tech. Code Package
Quantity

L


Bottle with sprayer 0.75
Can 5

ENGINE OIL
ITEM: J4030
URSUS TURBO 15W / 40 is a multigrade oil, the result of advanced technological multigradersearch and
stringent filed tests.

Advantages:
- Suitable for lubrication of diesel engines
- Can be used both on heavy vehicles and agricultural vehicles
- Reduction of engine maintenance cost
- Extension of oil change interval
- Reduction of consuption

Tech. Code Package
Quantity

L
Appearance

Kinematic viscosity
a 40°C cSt

Kinematic viscosity
a 100°C cSt

Density DIN 52757
Kg/lt

Flash point
ASTM D92 °C

Pour point
ASTM D97 °C



Jar 1

Amber 116 15,5 0,887 >190 -30
Can

5

20

OIL FOR GHEARS AND DIFFERENTIALS
ITEM: J4040
SUPER GEAR BOX EP 80W / 90 is a special oil for the lubrication of gearboxes and differentials, steering
boxes and universal cardan joints of vehicles.

Advantages:
- Oil of the highest quality
- High resistance to oxidation
- High index of viscosity
- Excellent defoamers
- High capacity EP
- Recommended for limited slip differentials
- Recommended for hypoid bevel gears with teeth

Tech. Code Package
Quantity

L
Appearance

Viscosity ASTM
D445 a 40°C cSt

Density DIN 52757
Kg/lt

Flash point
ASTM D92 °C

Temperature minimum use
°C

Storage
temperature

°C


Jar 1

Amber 150 0,888 200 -26 from 10 to 40
Can

5

20
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DETERGENTI DI SICUREZZA CONCENTRATI

Il detergente concentrato DEGREASE è un prodotto ad alta efficienza formulato per rimuovere lo sporco più
tenace dalle superfici.
DEGREASE rimuove velocemente ed efficacemente unto, oli e grassi da metallo e plastica.
Il prodotto è specifico per il lavaggio manuale di pezzi meccanici.
Concentrazione media d'impiego: 5%.

ART. DEGREASE SCHEDE DI SICUREZZA ON-LINE

Cod. Tec. GR73
Euro Confezione

Quantità
L



J3530T1 30,09
Tanica

5
1J3530T3 92,92 20

PULITORI SGRASSATORI

Pulitore adatto a rimuovere velocemente ogni tipo di sporco, non abrasivo, non tossico, esente da
ammoniaca, fosfati e coloranti; può essere usato puro o diluito in funzione dello sporco. Non è infiammabile.

ART. FULCRON SCHEDE DI SICUREZZA ON-LINE

Cod. Tec. GR74
Euro Confezione

Quantità
L



J3520FL 7,53 Flacone con nebulizzatore 0,5 24
J3520T 40,56 Tanica 5 4
J3520F 172,62 Fusto 30 1

DETERGENTE NEUTRO

FULNET è un detergente liquido di colore acquamarina a pH neutro, utilizzabile sia diluito che puro. FULNET
è un prodotto poco schiumogeno che richiede basse operazioni di risciacquo.
Grazie al suo pH neutro, FULNET è indicato anche per la rimozione di oli interi ed emulsionabili da qualsiasi
superfice.
Dopo l'applicazione del detergente FULNET, attendere qualche secondo affinchè il prodotto esplichi
pienamente la sua azione disgregante sullo sporco.
APPLICAZIONI
Superfici dure in genere, plastiche e verniciate, superfici sintetiche. Macchine utensili, tessili e da stampa.
Interni auto e automezzi industriali. Porcellana, Marmo, Alluminio, Vinilpelle, Linoleum e pavimentazioni
industriali in genere.

ART. FULNET SCHEDE DI SICUREZZA ON-LINE

Cod. Tec. GR73
Euro Confezione

Quantità
L



J35181 5,81 Flacone con nebulizzatore 1 12

PULITORE VETRI

VETRI PLUS è un prodotto innovativo che, grazie alla sua formulazione innovativa, permette un'ottima
pulizia del vetro e, grazie ad una formulazione che contiene tensioattivi rapidamente biodegradabili,
salvaguarda l'ambiente.
La nuova formulazione di VETRI PLUS garantisce un ottima azione antistatica per eliminare ed evitare
l'accumulo di pulviscolo sulla superficie.
Il pulitore VETRI PLUS pulisce le superfici senza lasciare sgradevoli aloni.
È ideale per la pulizia di vetri, specchi, superfici laccate, superfici in acciaio di macchine o strumenti di
misura, superfici cromate e piastrelle.
Utilizzare il prodotto spruzzandolo direttamente sulla superficie da detergere e passare con un panno pulito.
Il prodotto non ha bisogno di risciacquo.

ART. VETRI PLUS SCHEDE DI SICUREZZA ON-LINE

Cod. Tec. GR73
Euro Confezione

Quantità
L



J35251 3,77 Flacone con nebulizzatore 1 12

J.32 Indivisible package   Suggested retail package - Unit price

CONCENTRATED SAFETY CLEANER

DEGREASE concentrated detergent is a high efficiency product formulated to remove stubborn dirt from
surfaces.
DEGREASE quickly and efficiently removes grease, oils and greases from metal and plastic.
The product is specific for manual washing of mechanical parts.
Average concentration of use: 5%.

ITEM: DEGREASE SAFETY DATA SHEETS ON-LINE

Tech. Code Package
Quantity

kg


Can
5
20

CLEANER - DEGREASER

Cleaner suitable for removing any type of dirt, non-abrasive, non-toxic, free from ammonia, phosphates and
dyes, it can be used pure or diluted in relation to the dirt, it is not flammable.

ITEM: FULCRON SAFETY DATA SHEETS ON-LINE

Tech. Code Package
Quantity

L


Bottle with sprayer 0.5
Can 5

Drum 30

NEUTRAL DETERGENT

FULNET is a liquid detergent of acquamarine colour with netral pH, usable both diluted and pure. FULNET is
a low-foaming product that requires low rinsing operations. Thanks to it neutral pH, FULNET is also
indicated for the removal of neat and emulsifiable oils from surface. After applying the FULNET detergent,
wait a few seconds for the product to fully express its disintegrating action on the dirt.
APPLICATIONS
Hard surfaces in general, plastics and varnishes, synthetic surfaces. Machine tools, textiles and printing
machines. Car interiors and industrial vehicles. Porcelain, Marble, Aluminum, Vinyl,
Linoleum and industrial flooring in general.

ITEM: FULNET SAFETY DATA SHEETS ON-LINE

Tech. Code Package
Quantity

L


Bottle with sprayer 1

GLASS CLEANING

VETRI PLUS is an innovative product that thanks to its innovative formulation allows an excellent cleaning
of glass thanks to a formulation that contains biodegradable surfactants that safeguards the environment.
The new formulation VETRI PLUS guarnatees an excellent anti-static action to eliminate and avoid the
accumulation of dust on the surface.
VETRI PLUS glass cleaner cleans surfaces without leaving upleasant smears. Ideal for cleaning glass,
mirrors, lacquered surfaces, steel surfaces of machine or measuring instruments, chrome surfaces and tiles.
Use the product by spraying it directly on the surface to be cleaned and wipe the product with a clean cloth.
The product does not need to be rinsed.

ITEM: GLASS PLUS SAFETY DATA SHEETS ON-LINE

Tech. Code Package
Quantity

L


Bottle with sprayer 1
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J.33 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

DETERGENTI UNIVERSALI

Il detergente BLU WASHER è un prodotto composto da un equilibrata miscela di alcali, agenti bagnanti e
detergenti.
BLUE WASHER è formulato per essere un detergente a rapida azione, salvaguardando il materiale dalla
corrosione superficiali sia di matrici naturali e sintetiche. Grazie alla sua equilibrata formulazione, BLUE
WASHER deterge e fornisce una leggera protezione antiruggine sulle superfici metalliche sgrassate.

Il prodotto va utilizzato diluito in acqua al 4% - 8%.

ART. BLU WASHER SCHEDE DI SICUREZZA ON-LINE

Cod. Tec. GR73
Euro Confezione

Peso
Kg

J3545T2 220,83 Tanica 20

DETERGENTI PER IDROPULITRICI

MRN BLU è uno sgrassante universale da utilizzare in macchine idropulitrici.
Il detergente per idropulitrici MRN BLU rimuove efficacemente oli, grassi, residui di oli minerali o sintetici
dalle superfici, fornendo nel contempo un efficace effetto protettivo.

ART. MRN BLU SCHEDE DI SICUREZZA ON-LINE

Cod. Tec. GR74
Euro Confezione

Peso
Kg

J3560T 95,00 Tanica 25

DETERGENTI CONCENTRATI PER LAVAPAVIMENTI

FAST CLEAN è un detergente liquido per il lavaggio di pavimenti con macchine lavasciuga. Non è
schiumogeno. Indicato per la pulizia di pavimenti in cemento, clinker, pietre naturali e artificiali (non legno),
FAST CLEAN è adatto alla pulizia di locali molto sporchi, officine, magazzini, pavimenti industriali e impianti
sportivi. È dotato di un forte potere sgrassante ed elimina qualsiasi tipo di sporco. Diluire al 2,5 - 4% con
acqua, secondo il grado di sporco della superficie da trattare. Versare direttamente il prodotto nel serbatoio
della macchina. Avvertenze: prima di applicarlo, verificare la tenuta del colore del pavimento.

ART. FAST CLEAN SCHEDE DI SICUREZZA ON-LINE

Cod. Tec. GR74
Euro Confezione

Peso
Kg

J3565T 102,00 Tanica 25

DETERGENTI PER IMPIANTI A CALDO

MC CLEAN è un detergente a caldo per macchine lavametalli appositamente formulato per detergere a
spruzzo, flottaggio, immersione e con ultrasuoni tutti i metalli e le leghe gialle, ovviando agli inconvenienti
dei formulati fortemente alcalini.
Può essere impiegato nell'industria meccanica, metalmeccanica, per lo sgrassaggio di particolari meccanici,
di minuteria, parti motore, per rimuovere facilmente oli interi ed emulsioni, morchie, sfridi di lavorazione.
Il prodotto ha un'efficace azione azione detergente ed antiossidante; la concentrazione d'impiego può
variare tra lo 1% e il 3% per particolari in acciaio, con una temperatura di esercizio tra 40°C e 60°C.
I tempi di contatto sono in funzione della tenacità dello sporco. Il massimo potere detergente si ottiene a
partire dal 2%.

ART. MC CLEAN SCHEDE DI SICUREZZA ON-LINE

Cod. Tec. GR73
Euro Confezione

Quantità
L

J3552T2 139,03 Tanica 20

ACQUA DEMINERALIZZATA

Per uso industriale.
Prodotta con la tecnologia dell'osmosi inversa.
Conducibilità elettrica: max 17 μs.

ART. AQUAPUR SCHEDE DI SICUREZZA ON-LINE

Cod. Tec. GR73
Euro Confezione

Quantità
L

J26155 4,79
Tanica

5
J261520 17,75 20

J26151000 596,70 Cubo 1000

J.33Indivisible package  Suggested retail package - Unit price

UNIVERSAL DETERGENT

BLU WASHER detergent is a product composed of a balanced mixture of alkalis, wetting agents and
detergents. BLUE WASHER is formulated to be a fast acting detergent safeguarding the material from
surface corrosion of both natural and synthetic matrices.Thanks to the balancedformulation BLUE WASHER
cleans and provides a slight anti- rust protection on the degreased metal surfaces.

The product should be used diluted in water at (4% - 8%).

ITEM: BLU WASHER SAFETY DATA SHEETS ON-LINE

Tech. Code Package
Weight

Kg
Can 20

DETERGENTS FOR HYDRO CLEANERS

MRN BLU is a universal degreaser for use in high-pressure washers.
The MRN BLU cleaner for water cleaners effectively removes oils, greases, mineral or synthetic oils residues
from surfaces, while providing an effective protective effect.

ITEM: MRN BLU SAFETY DATA SHEETS ON-LINE

Tech. Code Package
Weight

Kg
Can 25

CONCENTRATED DETERGENT FOR FLOOR CLEANING MACHINES

FAST CLEAN is a liquid detergent for washing floors with washer-dryer machines, It is not foaming. Suitable
for cleaning floors in cement, clinker, natural and artifical stones. (not wood). FAST CLEAN is suitable for
cleaning very dirty rooms, workshops, warehouses, industrial floors and sports facilities. It has a strong
degreasing power and eliminates any kind of dirt, Dilute to 2.5 - 4 % with water, depending of the degree of
dirt on the surface to be treated. Pour the product directly into the machine tank. Warnings: before applying
it, check the colour of the floor.

ITEM: FAST CLEAN SAFETY DATA SHEETS ON-LINE

Tech. Code Package
Weight

kg
Can 25

DETERGENT FOR HOT CLEANING SYSTEM

MC CLEAN is a hot detergent for washing machines specially formulated to cleanse all metals and yellow
alloys by spraying, flotation, immersion and ultrasound, obviating the drawbacks of strongly alkaline
formulations. It can be used in the mechanical industry, engineering, for the degreasing of mechanical parts,
small parts, engine parts, to easily revove neat oils and emulsions, sludge, scraps. The product has an
effective detergent and antioxidant action; the concentration of use can vary between 1% and 3 % for
steel parts, with an operating temperature between 40 ° C and 60 ° C. Contact times are based on the dirt
toughness. The maximum detergent power is obtained starting from 2%.

ITEM: MC CLEAN SAFETY DATA SHEETS ON-LINE

Tech. Code Package
Quantity

kg
Can 20

DE-MINERALISED WATER

For industrial use.
Produced with reverse osmosis technology.
Electrical conductivity: max 17 μs.

ITEM: AQUAPUR SAFETY DATA SHEETS ON-LINE

Tech. Code Package
Quantity

L

Can
5
20

IBC 1000
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J.34 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

PULITORI PER DISPOSITIVI ELETTRICI ED ELETTRONICI

ELECLEAN è un pulitore per quadri elettrici formulato per dissolvere i depositi di grasso e unto dalle
apparecchiature elettriche ed elettroniche, specifico per superfici delicate.
ELECLEAN ha un'altissima capacità di penetrazione al fine di disciogliere lo sporco anche nelle posizioni
più difficili da raggiungere.
Il pulitore ELECLEAN, grazie alla sua formulazione innovativa, ha un'altissima velocità di asciugatura.
Il pulitore ELECLEAN è anche ideale per sgrassare particolari meccanici di precisione.
Il prodotto è raccomandato per la pulizia di contatti elettrici, circuiti stampati, parti meccaniche ed elettriche
di stampanti e fotocopiatrici.

ART. ELECLEAN SCHEDE DI SICUREZZA ON-LINE

Cod. Tec. GR73
Euro Confezione

Quantità
ml



J3620400 6,83 Bomboletta spray 400 12

PULITORI SGRASSATORI

Pulitore generico multiuso. Adatto a preparare i componenti per l’applicazione di un adesivo o di un sigillante,
compatibile con metallo, vetro, gomma e la maggior parte delle plastiche e delle superfici verniciate. Non
lascia residui.

ART. SF 7063 SCHEDE DI SICUREZZA ON-LINE

Cod. Tec. GR72
Euro Confezione

Quantità
L



J3680400 28,10 Bomboletta spray 0,4 12
J3680010 199,92 Tanica 10 1

SOLVENTI UNIVERSALI DI SICUREZZA

Il solvente inodore a bassa volatilità UNISOLV è un prodotto formulato per massimizzare le caratteristiche
di pulizia e solubilizzazione dello sporco.
UNISOLV è un solvente adatto a rimuovere grassi, oli e protettivi da particolari meccanici ed è ideale per la
preparazione delle superfici da verniciare e incollare.
Il prodotto è stato studiato per sostituire solventi più pericolosi nelle officine meccaniche, mantenendo il
potere detergente molto elevato.

ART. UNISOLV SCHEDE DI SICUREZZA ON-LINE

Cod. Tec. GR73
Euro Confezione

Quantità
L

J3540T1 40,24
Tanica

5
J3540T2 143,51 20

PULITORI SGRASSATORI UNIVERSALI

2611 è un pulitore universale ad elevato potere detergente.
Grazie alla sua formulazione, evapora rapidamente senza lasciare residui e ha la capacità di proteggere il
materiale da contatto accidentale con agenti corrosivi, grazie agli additivi VCI contenuti all'interno.
Il prodotto 2611 ha la capacità di sgrassare tutte le superfici, anche quelle con alto valore d'attrito come freni
e frizioni, superfici che devono essere verniciate o adesivizzate.
Il prodotto ha la capacità di rimuovere residui di olio e grasso, liquidi freni, siliconi, materiali d'incollaggio e
tenuta.
Il prodotto non genera alcun raffreddamento rapido, per cui evita la formazione di condensa sulla superficie.
È inoltre privo di idrocarburi clorurati ed è esente da benzina.

ART. 2611 SCHEDE DI SICUREZZA ON-LINE

Cod. Tec. GR74
Euro Confezione

Quantità
ml



J3510500 15,50 Bomboletta spray 500 12

J.34 Indivisible package   Suggested retail package - Unit price

CLEANERS FOR ELECTRIC AND ELECTRONIC DEVICES

ELECLEAN is a cleaner for eletrical panels formulated to dissolve the deposits of grease and oil from
electrical and electronic equipment specific for delicate surfaces.
ELECLEAN has a very high penetration capacity so as to dissolve dirt even in the most difficult to reach
positions. The ELECLEAN cleaner thanks to its innovative formulation has a very high drying speed.
ELECLEAN cleaner is also ideal for degreasing precision mechanical parts. The product is recommended
for cleaning electrial contacts, printed circuits, mechanical and electrical parts of printers and photocopiers.

ITEM: ELECLEAN SAFETY DATA SHEETS ON-LINE

Tech. Code Package
Quantity

ml


Spray can 400

CLEANER - DEGREASER

Multipurpose cleaner. Suitable for preparing components for the application of an adhesive or a sealant, can
be used with metal, glass, rubber and most plastic and painted surfaces. Leaves no residue.

ITEM: SF 7063 SAFETY DATA SHEETS ON-LINE

Tech. Code Package
Quantity

L


Spray can 0.4
Can 10

UNIVERSAL SAFETY SOLVENT

The UNISOLV Low-volatility odourless solvent is a product formulated to maximize the cleaning and
solubilization of dirt.
UNISOLV is a solvent suitable for removing greases and oils and protective for mechanical parts and ideal
for preparing surfaces to be painted and glued.
The product has been studied and formulated to replace the most dangerous solvents in mechanical
workshops, maintaining a very high detergent power.

ITEM: UNISOLV SAFETY DATA SHEETS ON-LINE

Tech. Code Package
Quantity

L

Can
5
20

UNIVERSAL CLEANER - DEGREASER

2611 is a universal cleaner with high cleaning power.
Thanks to its formulation it evaporates quickly without leaving residues and has the ability to protect the
material from accidental contact with corrosive agents thanks to the VCI additives contained inside.
2611 has the ability to degrease all surfaces even those with high friction value such as brakes and clutches,
surfaces where paint and adhesives are to be applied. The product has the ability to remove oil and grease
residues, silicon brake fluids, bonding and sealing materials.
The product has no rapid cooling, so no condensation on the surface is also free of chlorinated hydrocarbons
and is free of petrol vapours.

ITEM: 2611 SAFETY DATA SHEETS ON-LINE

Tech. Code Package
Quantity

ml


Spray can 500
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J.35 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

PULITORI ANTISTATICI IN SPRAY

PULISCREEN è un prodotto per la pulizia e la manutenzione di monitor, tastiere e apparecchiature per
ufficio in genere.
Pulisce e lucida senza lasciare aloni, lasciando un velo protettivo invisibile sulle superfici.
Rimuove e previene l'accumulo di elettricità statica.
È indicato per tutti i tipi di superficie, PVC, gomma-plastica, legno, acciaio vetro, ceramica.
Settori d'impiego: schermi lcd, plasma, computer, cristalli, specchi, vetri, arredi legno e metallo, motociclette,
auto, nautica.

ART. PULISCREEN SCHEDE DI SICUREZZA ON-LINE

Cod. Tec. GR73
Euro Confezione

Quantità
ml



J3640400 6,83 Bomboletta spray 400 12

SOFFIATORI DI ARIA COMPRESSA

AIR JET è un soffiatore di aria compressa privo di CFC, adatto alla manutenzione giornaliera di
apparecchiature ottiche e elettroniche. È ideale per la pulizia di schede elettroniche e di circuiti integrati.

ART. AIR JET SCHEDE DI SICUREZZA ON-LINE

Cod. Tec. GR73
Euro Confezione

Quantità
ml



J3650400 5,00 Bomboletta spray 400 12

SMALTI ACRILICI IN SPRAY

Rapida essicazione, elevato potere di aggrappaggio su tutte le superfici anche su materiali difficili come
plastiche ed infissi.
Non ingiallisce e rimane inalterato nel tempo, sovraverniciabile, con valvola autopulente.

ART. J2510 SCHEDE DI SICUREZZA ON-LINE

Cod. Tec. GR74
Euro Confezione

Quantità
ml

Colore RAL 

J2510NEOP 7,03

Bomboletta spray 400

Nero opaco -

6

J25109005 7,03 Nero lucido 9005
J25109010 7,03 Bianco lucido 9010
J25101021 7,03 Giallo cadmio lucido 1021
J25102004 7,03 Arancio puro lucido 2004
J25103020 7,03 Rosso traffico lucido 3020
J25106011 7,03 Verde reseda Lucido 6011
J25105012 7,03 Blu chiaro 5012
J25105015 7,03 Blu cielo lucido 5015
J25107001 7,03 Grigio argento lucido 7001
J25107035 7,03 Grigio chiaro lucido 7035
J2510TRLU 7,03 Trasparente lucido -

Prodotto disponibile nel CAP P

ARMADI DI SICUREZZA PER VERNICI E SOLVENTI

Cod. Tec. Piani
Dimensioni

mm

P31801 2 1039 x 555 x 1008h

P31803 4 1039 x 555 x 2008h

Prodotti correlati

J.35Indivisible package  Suggested retail package - Unit price

ANTISTATIC CLEANER

PULISCREEN is a product for cleaning and maintenance of monitors, keyboards and office equipment in
general.
Cleans and polishes without marks, leaving behind an invisible protective film on the surfaces.
Removes and prevents the accumalation of static electricity. It is suitable for all types of surfaces, PVC,
rubber-plastic, wood, steel, glass, ceramic.
Application areas: LCD and plasma screens, computers, crystals, mirrors, glass, wood and metal furniture,
motorcycles, cars, boats.

ITEM: PULISCREEN SAFETY DATA SHEETS ON-LINE

Tech. Code Package
Quantity

ml


Spray can 400

COMPRESSED AIR SPRAY

AIR JET is a CFC-free air blower suitable for daily maintenance of optical and electronic equipment. It is
ideal for cleaning electronic boards and integrated circuits.

ITEM: AIR JET SAFETY DATA SHEETS ON-LINE

Tech. Code Package
Quantity

ml


Spray can 400

ACRYLIC ENAMEL SPRAYS

Fast-drying, high-grip power on all surfaces, even on difficult material such as plastic and standing finishes.
It does not yellow and remains unchanged over time, re-paintable, with self-cleaning valve.

ITEM: J2510 SAFETY DATA SHEETS ON-LINE

Tech. Code Package
Quantity

ml
Colour RAL 

Spray can 400

Opaque black -
Polished black 9005
Polished white 9010

Polished cadmium yellow 1021
Polished pure orange 2004

Polished traffic red 3020
Polished reseda green 6011

Light blue 5012
Polished sky blue 5015

Polished silver grey 7001
Polished light grey 7035

Polished transparent -

Product available in index P

SAFETY CABINETS FOR PAINTS AND SOLVENTS

Tech. Code Shelves
Dimensions

mm

2 1039 x 555 x 1008h

4 1039 x 555 x 2008h

Related products
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J.36 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

SIRINGHE A PRESSIONE PER GRASSO

Corpo in acciaio verniciato nero, puntale tipo "Zerk" per ingrassatori a testa convessa.
ART. J4110

Cod. Tec. GR74
Euro

Capacità
g

Ø corpo
mm

Lunghezza
mm

J4110C 8,87 200 45 320

Corpo in acciaio verniciato nero, puntale tipo "Lub" per ingrassatori a testa concava.
ART. J4111

Cod. Tec. GR74
Euro

Capacità
g

Ø corpo
mm

Lunghezza
mm

J4111P 8,87 200 45 320

COMPRESSORI A LEVA PER GRASSO

Corpo in acciaio zincato nero. Idoneo anche per il caricamento manuale di grasso sfuso.
ART. J4120

Cod. Tec. GR74
Euro

Per cartucce
g

Per cartucce Ø
mm

Capacità
g

J4120250 15,52 - Solo grasso sfuso 300
J4120500 19,96 400 52 500

J41201000 23,28 600 56 1000

TUBI FLESSIBILI PER COMPRESSORI GRASSO

I tubi di nylon hanno una pressione di esercizio di 200 Bar e resistono a una pressione max di 800 Bar.
I tubi di gomma hanno una pressione di esercizio di 400 Bar e resistono a una pressione max di 1000 Bar.

ART. J4125

Cod. Tec. GR74
Euro

L
mm

Ø tubo
mm

Tipo Attacco filettato

J4125300 3,33 300
4 x 8,4 Nylon

M 10 x 1

J4125400 3,33 400
J4125500 4,43 500

J4125300G 3,39 300
4 x 11 GommaJ4125400G 4,02 400

J4125500G 4,40 500

COMPRESSORE A LEVA PROFESSIONALE

Kit d'ingrassaggio professionale composto da un compressore a leva ad alta prestazione completo di tubo
in gomma da 300 mm e testina d'ingrassaggio a 4 griffe. Adatto per cartuccia universale standard o per
grasso sfuso.

ART. J4122

Cod. Tec. GR74
Euro

Per cartucce
g

Per cartucce Ø
mm

Capacità
g

J41220500 36,53 400 52 500

J.36 Indivisible package   Suggested retail package - Unit price

GREASE GUNS

Black painted steel body, "Zerk" tip type for lubricators with convex head.
ITEM: J4110

Tech. Code Capacity
g

ø body
mm

Length
mm

200 45 320

Black painted steel body, "Lub" tip type for lubricators with concave head.
ITEM: J4111

Tech. Code Capacity
g

ø body
mm

Length
mm

200 45 320

GREASE LEVER COMPRESSORS

Black galvanized steel body suitable also for bulk grease charging.
ITEM: J4120

Tech. Code For cartridges
g

For cartridges ø
mm

Capacity
g

- Unpackaged grease only 300
400 52 500
600 56 1000

FLEXIBLE NYLON HOSE FOR GREASE COMPRESSORS

Nylon tubing feature a working pressure of 200 Bar and are tested to max pressure of 800 Bar.
Rubber hoses feature a working pressure of 400 Bar and are tested to a max pressure of 1000 Bar.

ITEM: J4125

Tech. Code L
mm

Hose ø
mm

Type Threaded coupling

300
4 x 8,4 Nylon

M 10 x 1

400
500
300

4 x 11 Rubber400
500

PROFESSIONAL HAND OPERATED GRASE PUMPS

Professional greasing kit in box including a professional hand operated grease pump, complete with 300
mm rubber hose and 4-chuck jaw grease coupler Suitable for general-purpose standard cartridges or bulk
grease.

ITEM: J4122

Tech. Code For cartridges
g

For cartridges ø
mm

Capacity
g

400 52 500
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J.37

Grazie all'alto livello di competenza nei servizi di consulenza ed
assistenza, Link e Lista offrono soluzioni complete e su misura
per un ambiente di lavoro funzionale ed in linea con la tua
identità aziendale. Contatta il ns. customer service per fissare
un appuntamento con i nostri tecnici e sviluppare la soluzione
personalizzata più adatta alle tue esigenze. A prescindere che si
tratti di dimensioni, tipologia di chiusura, colore o suddivisione
dei cassetti ciascun elemento può essere ottimizzato e
configurato nei minimi dettagli in base alle tue necessità.

Ci occuperemo di tutto il processo, dalla progettazione
all'installazione.

J.37

Thanks to the high level of expertise in consulting and assistance
services, Link and Lista offer complete made to measure
solution for a functional work environment which is in line
with your corporate identity. Contact our customer Service to
make an appointment with our technicians and develop the
customized solution that best suits your needs. Regardless of
the size, type of closure, color or division of the drawers each
element can be optimized and configured in detail according to
your needs.

We will take care of the whole process, from design to
installation.
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TESTINE PER INGRASSATORI

Modello a tre griffe.
Adatte per ingrassatori a testa sferica tipo “Hydraulic”.

ART. J4130

Cod. Tec. GR74
Euro Attacco filettato

J41301 2,22 M 10 x 1

Modello a quattro griffe.
Adatte per ingrassatori a testa sferica tipo “Hydraulic”.

ART. J4131

Cod. Tec. GR74
Euro Attacco filettato

J41312 12,20 M 10 x 1

Adatte per ingrassatori a testa esagonale 15 mm.
ART. J4132

Cod. Tec. GR74
Euro Attacco filettato

J41323 3,33 M 10 x 1

INGRASSATORI IDRAULICI DIRITTI

Ingrassatori idraulici diritti a Norma UNI 7663-A e con filettatura conica 1:16
Forniti come standard in acciaio AVP con zincatura bianca.

Il prezzo è riferito ad un blister da 10 pz. Confezione di vendita.

ART. J4134

Cod. Tec. GR74
Euro

Filetto
mm

A
mm

B
mm

C
mm

J41340761Z 1,55 M 6 x 1 13,5 5 7
J41340981Z 2,16 M 8 x 1

17
6 9J4134098125Z 2,16 M 8 x 1,25

J41341161Z 3,43 M 6 x 1 5,2

11

J41341181Z 3,43 M 8 x 1

17,5

5,7J4134118125Z 3,43 M 8 x 1,25
J413411101Z 2,77 M 10 x 1

7,2J4134111015Z 2,77 M 10 x 1,50
J4134111/8Z 2,77 R 1/8
J4134141/4Z 4,94 R 1/4 18,5 6,8 14

A richiesta è possibile fornirli in acciaio inox e a Norma DIN

INGRASSATORI IDRAULICI A 45°

Ingrassatori idraulici a 45° a Norma UNI 7663-B con filettatura conica 1:16
Forniti come standard in acciaio AVP con zincatura bianca.

Il prezzo è riferito ad un blister da 10 pz. Confezione di vendita.

ART. J4135

Cod. Tec. GR74
Euro

Filetto
mm

A
mm

B
mm

C
mm

D
mm

J41351161Z 4,99 M 6 x 1

25,5

5,5

11 16,2

J41351181Z 4,99 M 8 x 1

6,7

J4135118125Z 4,99 M 8 x 1,25
J413511101Z 4,99 M 10 x 1

J4135111015Z 4,99 M 10 x 1,50
J4135111/8Z 4,99 R 1/8
J4135141/4Z 7,32 R 1/4 14 17,5

A richiesta è possibile fornirli in acciaio inox e a norma DIN

INGRASSATORI IDRAULICI A 90°

Ingrasstori idraulici a 90° a Norma UNI 7663-C con filettatura conica 1:16
Forniti come standard in acciaio AVP con zincatura bianca.

Il prezzo è riferito ad un blister da 10 pz. Confezione minima di vendita.

ART. J4136

Cod. Tec. GR74
Euro

Filetto
mm

A
mm

B
mm

C
mm

D
mm

J41361161Z 4,99 M 6 x 1

20,3

5,5

11 18
J41361181Z 4,99 M 8 x 1

6,7
J413611101Z 4,99 M 10 x 1

J4136111015Z 4,99 M 10 x 1,50
J4136111/8Z 4,99 R 1/8
J4136141/4Z 7,32 R 1/4 14 19,5

A richiesta è possibile fornirli in acciaio inox e a norma DIN

J.38 Indivisible package   Suggested retail package - Unit price

LUBRICATOR HEADS

Three-jaw model.
Suitable for lubricators with "Hydraulic" spherical head type.

ITEM: J4130

Tech. Code Threaded coupling

M 10 x 1

Four-jaw model.
Suitable for lubricators with "Hydraulic" spherical head type.

ITEM: J4131

Tech. Code Threaded coupling

M 10 x 1

Suitable for lubricators with 15 mm hexagonal head.
ITEM: J4132

Tech. Code Threaded coupling

M 10 x 1

HYDRAULIC GREASE NIPPLES-STRAIGHT

UNI 7663-A Standard compliant hydraulic straight nipples-1:16 conical threading
AVP steel, white zinc plated as standard supply.

Price refers to 10 pcs blister packaging. Retail packaging.

ITEM: J4134

Tech. Code Thread
mm

A
mm

B
mm

C
mm

M 6 x 1 13,5 5 7
M 8 x 1

17
6 9

M 8 x 1,25
M 6 x 1 5,2

11

M 8 x 1

17,5

5,7
M 8 x 1,25
M 10 x 1

7,2M 10 x 1,50
R 1/8
R 1/4 18,5 6,8 14

Stainless steel, DIN standard compliant version also available upon request.

HYDRAULIC GREASE NIPPLES - 45 DEGREES

UNI 7663-B Standard compliant hydraulic 45°- nipples-1:16 conical threading
AVP steel, white zinc plated as standard supply.

Price refers to 10 pcs blister packaging. Retail packaging.

ITEM: J4135

Tech. Code Thread
mm

A
mm

B
mm

C
mm

D
mm

M 6 x 1

25,5

5,5

11 16,2

M 8 x 1

6,7

M 8 x 1,25
M 10 x 1

M 10 x 1,50
R 1/8
R 1/4 14 17,5

Stainless steel, DIN standard compliant version also available upon request.

HYDRAULIC GREASE NIPPLES - 90 DEGREES

UNI 7663-C Standard compliant hydraulic 90°- nipples-1:16 conical threading
AVP steel, white inc plated as standard supply.

Price refers to 10 pcs blister packaging. Retail minimum order packaging.

ITEM: J4136

Tech. Code Thread
mm

A
mm

B
mm

C
mm

D
mm

M 6 x 1

20,3

5,5

11 18
M 8 x 1

6,7
M 10 x 1

M 10 x 1,50
R 1/8
R 1/4 14 19,5

Stainless steel, DIN standard compliant version also available upon request.
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SIRINGHE PER OLIO

Corpo in ottone, canna rigida.
ART. J4140

Cod. Tec. GR74
Euro

Capacità
g

Ø corpo
mm

Lunghezza
mm

J4140500 (34,35) 500
50

290
J41401000 (45,44) 1000 490

TAPPO DI PROTEZIONE PER INGRASSATORI

Tappo di protezione per ingrassatori idraulici in PVC rosso.

Il prezzo è riferito ad un blister da 10 pz. Confezione minima di vendita.

ART. J4137

Cod. Tec. GR74
Euro Descrizione

J4137R10 1,11 Tappo di protezione

INGRASSATORI A TESTA PIANA A ESAGONO SEMPLICE

Ingrassatori a testa piana ed esagono semplice a norma UNI 7662-A con filettatura cilindrica.
Forniti come standard in acciao AVP con zincatura bianca.

Il prezzo è riferito ad un blister da 10 pz. Confezione minima di vendita.

ART. J4138

Cod. Tec. GR74
Euro

Filetto
mm

J41381561Z 5,27 M 6 x 1
J41381581Z 5,27 M 8 x 1

J4138158125Z 5,27 M 8 x 1,25
J413815101Z 4,60 M 10 x 1
J4138151015Z 4,60 M 10 x 1,5
J4138151/8Z 4,60 G 1/8
J4138151/4Z 4,60 G 1/4

A richiesta fornibili in acciao inox e a norma DIN

INGRASSATORI A TESTA PIANA A DOPPIO ESAGONO

Ingrassatori a testa piana e doppio esagono a Norma UNI 7662-B con filettatura cilindrica.
Forniti come standard in acciaio AVP con zincatura bianca.

Il prezzo è riferito ad un blister da 10 pz. Confezione minima di vendita.

ART. J4139

Cod. Tec. GR74
Euro

Filetto
mm

J41391561Z 5,54 M 6 x 1
J41391581Z 5,54 M 8 x 1

J4139158125Z 5,54 M 8 x 1,25
J413915101Z 4,88 M 10 x 1
J4139151015Z 4,88 M 10 x 1,5
J4139151/8Z 4,88 G 1/8
J4139151/4Z 4,88 G 1/4

A richiesta fornibili in acciaio inox e a norma DIN

CONTENITORI DI SICUREZZA CON STANTUFFO E PIATTO DI IMPREGNO

Contenitori di sicurezza in acciaio verniciato a polveri per inumidire stracci e spugne, il liquido residuo
rifluisce nel contenitore.

ART. J4145

Cod. Tec. GR74
Euro

Capacità
L

Dimensioni
mm

J41451L 99,80 1 180 x 200h

J.39Indivisible package  Suggested retail package - Unit price

OIL BRASS SYRINGES

Brass body, rigid tube.
ITEM: J4140

Tech. Code Capacity
g

Ø body
mm

Length
mm

500
50

290
1000 490

GREASE NIPPLE COVERS

PVC red coloured covers for hydraulic grease nipples.

Price refers to 10 pcs blister packaging. Retail minimum order packaging.

ITEM: J4137

Tech. Code Description

Grease nipple cover

BUTTON-HEAD HEX TAT HEAD GREASE NIPPLES

UNI 7662-A Standard compliant button-head hex tat head grease nipples featuring cylindrical threading.
AVP steel, white zinc plated as standard supply.

Price refers to 10 pcs blister packaging. Retail minimum order packaging.

ITEM: J4138

Tech. Code Thread
mm

M 6 x 1
M 8 x 1

M 8 x 1,25
M 10 x 1

M 10 x 1,5
G 1/8
G 1/4

Stainless steel, DIN standard compliant version also available upon request.

BUTTON-HEAD DOUBLE HEX TAT HEAD GREASE NIPPLES

UNI 7662-A Standard compliant button-head double hex tat head grease nipples featuring cylindrical
threading. AVP steel, white zinc plated as standard supply.

Price refers to 10 pcs blister packaging. Retail minimum order packaging.

ITEM: J4139

Tech. Code Thread
mm

M 6 x 1
M 8 x 1

M 8 x 1,25
M 10 x 1

M 10 x 1,5
G 1/8
G 1/4

Stainless steel, DIN standard compliant version also available upon request.

SAFETY CONTAINERS WITH PLUNGER AND PLATE IMPREGNATED

Safety containers in painted powder steel to moisten cloths and sponges. The residual liquid flows back in
to the container.

ITEM: J4145

Tech. Code Capacity
L

Dimensions
mm

1 180 x 200h
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CARRELLI PORTAFUSTI PER AEROPULSOMETRI

Carrello portafusti per aeropulsometri. Il fusto non è compreso.
ART. J4161

Cod. Tec. GR74
Euro

Per fusti
Kg

J4161A30 36,80 20 - 30
J4161A60 (55,00) 50 - 60

J4161A200 (197,00) 180 - 200

POMPE A LEVA PER DISTRIBUZIONE GRASSO

Tubo di erogazione in nylon 1,5m, terminale di erogazione rigido 150mm con testina a tre griffe.
ART. J4150

Cod. Tec. GR74
Euro

Serbatoio
Kg

J41508 104,21 8

NB. FORNITO SENZA CARRELLO

AEROPULSOMETRI PER GRASSO IN KIT

Completo di: coperchio, molla, piastra premigrasso con membrana, 3m tubo alta pressione con pistola di
erogazione. Carrello non compreso. Pressione esercizio 8 Atm / 120 Psi. Rapporto di compressione 50:1
portata 2 Kg/min. I grassi utilizzabili sono disponibili a pagina J.19

ART. J4160

Cod. Tec. GR74
Euro

Per fusti
Kg

J41602030 404,00 20 - 30
J41605060 (399,00) 50 - 60

J4160180200 (482,00) 180 - 200

CONTENITORI DI SICUREZZA CON SPRUZZATORE

Contenitori di sicurezza in acciaio verniciato a polveri dotato di spruzzatore e prolunga avvitabile.
ART. J4146

Cod. Tec. GR74
Euro

Capacità
L

Dimensioni
mm

J41461L (84,00) 1 165 x 300h

J.40 Indivisible package   Suggested retail package - Unit price

DRUM TROLLEY FOR AIR PULSOMETER

Drum trolley for air pulsometer. Drum not included.
ITEM: J4161

Tech. Code For drums
kg

20 - 30
50 - 60

180 - 200

LEVER PUMP GREASER

Nylon delivery tube 1.5 m, rigid delivery terminal with 150 mm three-jaw head.
ITEM: J4150

Tech. Code Tank
kg
8

NOTE: SUPPLIED WITHOUT TROLLEY

GREASE AIR PULSOMETER KIT

Supplied with cover, spring, grease follower membrane plate, 3 m high-pressure hose with pump delivery
nozzle. Trolley not included. Psi. Compression ratio 50: 1 flow rate 2 Kg / min. The employable greases are
available on pages J.19

ITEM: J4160

Tech. Code For drums
kg

20 - 30
50 - 60

180 - 200

SAFETY CONTAINERS WITH SPRAYER

Safety containers in powder coated steel with sprayer extension.
ITEM: J4146

Tech. Code Capacity
L

Dimensions
mm

1 165 x 300h
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POMPE A STANTUFFO PER TRAVASO LIQUIDI

Corpo in alluminio, adatte per carburanti e lubrificanti a basse e medie viscosità, non utilizzare con liquidi
corrosivi e solventi.

ART. J4170

Cod. Tec. GR74
Euro

Portata
L/min

Pescante
cm

J417025 64,37 25 75
J417060 73,15 60 80

Corpo in acciaio, adatta per carburanti e lubrificanti a basse e medie viscosità, non utilizzare con liquidi
corrosivi e solventi.

ART. J4180

Cod. Tec. GR74
Euro

Portata
L/min

Pescante
cm

J418075 73,15 75 110

Smart
Simplicity

Affordability

J.41Indivisible package  Suggested retail package - Unit price

LEVER ACTION BARREL PUMPS

Aluminum body, suitable for petrols and lubricants with low and medium viscosity, do not use with corrosive
liquids and solvents.

ITEM: J4170

Tech. Code Capacity
L/min

Suction tube
cm

25 75
60 80

Aluminum body, suitable for petrols and lubricants with low and medium viscosity, do not use with corrosive
liquids and solvents.

ITEM: J4180

Tech. Code Capacity
L/min

Suction tube
cm

75 110
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DISINFETTANTI

Disinfettante multiuso atossico. Elimina batteri, muffe e funghi dalle superfici, dagli oggetti contaminati e
dagli impianti di climatizzazione. Presidio Medico Chirurgico. Neutralizza ogni odore sgradevole causato
da microorganismi, agendo specificatamente sui substrati responsabili e lasciando un gradevole profumo
all'eucalipto e mentolo.

ART. SF 7080 HYGIEN SPRAY PROFESSIONAL SCHEDE DI SICUREZZA ON-LINE

Cod. Tec. GR72
Euro Confezione

Quantità
ml



J5110150 10,42 Bomboletta spray 150 24

LAVAMANI IN GEL

DETGREEN HANDYGEL è un gel lavamani senza solventi. È efficacissimo per rimuovere sporchi industriali
in genere senza aggredire la pelle. Utilizza tensioattivi di origine vegetale.

ART. DETGREEN HANDYGEL SCHEDE DI SICUREZZA ON-LINE

Cod. Tec. GR73
Euro Confezione

Quantità
L



J52203 22,80
Fustino con dispenser

3 6
J52205 32,40 5 4

J5220B3 17,30 Ricarica in busta per dispenser HANDYGEL 3 6

DETGREEN IGIENE
La linea DETGREEN LTEC offre una serie completa di prodotti per l'igiene nell'industria.

Tutti i prodotti sono formulati nel pieno rispetto dell'ambiente.
Come la maggior parte dei detergenti sono maggiormente efficaci se utilizzati a secco con successivo risciacquo.

LAVAMANI LIQUIDI

DETGREEN HANDYSOAP è un detergente liquido a pH isoepidermico, la cui formulazione delicata ed
efficace, ne consente un utilizzo frequente senza alterare l'equilibrio idrolipidico della cute. Il prodotto è
formulato usando tensioattivi di origine vegetale provenienti da fonti rinnovabili.

ART. DETGREEN HANDYSOAP SCHEDE DI SICUREZZA ON-LINE

Cod. Tec. GR73
Euro Confezione

Quantità
L



J5415500 4,30 Barattolo con dispenser 0,5 12
J541510 29,90 Ricarica 10 1

J.42 Indivisible package   Suggested retail package - Unit price

DISINFECTANT - DEODORANT SPRAY

Non-toxic multi-purpose disinfectant. Eliminates bacterial, molds and fungi froms surfaces, contaminated
objects and air conditioning systems. Medical Surgery Presidium. It neutralizes any unpleasant odor caused
by microrganisms, acting specifically on the responsible subtrates and leaving a pleasant fragrance of
eucalyptus and menthol.

ITEM: SF 7080 HYGIEN SPRAY PROFESSIONAL SAFETY DATA SHEETS ON-LINE

Tech. Code Package
Quantity

ml


Spray can 150

HAND-WASHING GEL

DETGREEN HANDYGEL is a solvent-free handwash gel. It is very effective for removing industrial dirt in
general without attacking the skin. Use surfactants of vegetable origin.

ITEM: DETGREEN HANDYGEL SAFETY DATA SHEETS ON-LINE

Tech. Code Package
Quantity

L


Little drum with dispenser
3
5

Refill envelope for dispenser HANDYGEL 3

DETGREEN HYGIENE
The LTEC DETGREEN line offers a complete series of products for hygiene in industrial environments.

All products are formulated to respect the environment.
Like most detergents, they are most effective when used dry with subsequent rinsing.

HANDWASH LIQUID

DETGREEN HANDYSOAP is a liquid detergent with isoepidermic pH, whose delicate and effective
formulation allows frequent use without altering the hydrolipidic balance of the skin. The product is formulated
using surfactants of natural plant origin from renewable sources.

ITEM: DETGREEN HANDYSOAP SAFETY DATA SHEETS ON-LINE

Tech. Code Package
Quantity

L


Jar with Dispenser 0.5
Refill 10
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LAVAMANI IN PASTA

DETGREEN PASTE è una pasta lavamani ecologica e utilizza tensioattivi e saponi di origine naturale,
esente da sabbia. È ideale per rimuovere sporchi ostinati ed intensi.

ART. DETGREEN PASTE SCHEDE DI SICUREZZA ON-LINE

Cod. Tec. GR73
Euro Confezione

Quantità
L



J52401 2,90 Barattolo 1 12
J52405 7,00 Secchiello 5 4

DERMOPROTETTIVI PER MANI IN CREMA

Guanto fluido dermoprotettivo, crea una barriera invisibile contro lo sporco e le sostanze irritanti. Facilita la
pulizia delle mani.

ART. HANDYSAVE SPRAY SCHEDE DI SICUREZZA ON-LINE

Cod. Tec. GR73
Euro Confezione

Quantità
ml

J5310400 7,34 Bomboletta spray 400

LAVAMANI IN CREMA

DETGREEN HANDYCREAM è un detergente cremoso, delicato e a pH neutro; è indicato per i lavaggi
frequenti e viene prodotto con componenti di origine naturale.

ART. DETGREEN HANDYCREAM SCHEDE DI SICUREZZA ON-LINE

Cod. Tec. GR73
Euro Confezione

Quantità
L



J52253 22,10
Fustino con dispenser

3 6
J52255 29,30 5 4

J5225B3 16,80 Ricarica in busta per dispenser HANDYCREAM 3 6

DOSATORI DA MURO

Dispenser con capacità di 3 L.
Utilizza le buste di ricambio di Handygel e Handycream.

ART. DETGREEN J5229

Cod. Tec. GR73
Euro Descrizione Dimensioni 

J52293 31,90 Dispenser lavamani 340h x 200l x 100p 1
J5220B3 17,30 Ricarica in busta per dispenser HANDYGEL

3 6J5225B3 16,80 Ricarica in busta per dispenser HANDYCREAM

SUPPORTI DA MURO PER FUSTINI CON DISPENSER

In metallo cromato per i fustini da 3 e da 5 L.
Forniti completi di tasselli e viti per un corretto fissaggio.

ART. DETGREEN J5231

Cod. Tec. GR73
Euro Confezione

Peso
g

J52313 (21,10) Supporto per fusto 3 L 400
J52315 (24,00) Supporto per fusto 5 L 510

J.43Indivisible package  Suggested retail package - Unit price

HAND-WASHING PASTE

DETGREEN PASTE is an ecological handwash paste and uses surfactants and soaps of natural origin, sand
free. It is ideal for removing stubborn and intense dirt.

ITEM: DETGREEN PASTE SAFETY DATA SHEETS ON-LINE

Tech. Code Package
Quantity

L


Jar 1
Bucket 5

DERMA-PROTECTIVE CREAM FOR HANDS

Derma-protective fluid, it creates an invisible barrier against dirt and irritating substances. Makes hand
cleaning easy.

ITEM: HANDYSAVE SPRAY SAFETY DATA SHEETS ON-LINE

Tech. Code Package
Quantity

ml
Spray can 400

HAND-WASHING CREAM

DETGREEN HANDYCREAM is a creamy, mild and pH-neutral detergent; It is indicated for frequent washing
and is produced with natural components.

ITEM: DETGREEN HANDYCREAM SAFETY DATA SHEETS ON-LINE

Tech. Code Package
Quantity

L


Little drum with dispenser
3
5

Refill envelope for dispenser HANDYCREAM 3

WALL DISPENSER

3 L dispenser. Use Handygel and Handycream refill bags.
ITEM: DETGREEN J5229

Tech. Code Description Dimensions 

Hand-washing product dispenser 340h x 200l x 100p
Refill envelope for dispenser HANDYGEL

3
Refill envelope for dispenser HANDYCREAM

WALL HOLDER FOR DRUMS WITH DISPENSER

Chromed metal for 3 L and 5 L drums. Supplied with dowels and screws for perfect mounting.
ITEM: DETGREEN J5231

Tech. Code Package
Weight

g
Holder for 3 L drum 400
Holder for 5 L drum 510
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LAVAMANI IN CREMA

Agli estratti naturali di agrumi, adatto a rimuovere in profondità lo sporco proteggendo la pelle. Contiene
emollienti di elevata qualità per la pelle. Utilizzabile con o senza acqua. Biodegradabile.

ART. SF 7850 SCHEDE DI SICUREZZA ON-LINE

Cod. Tec. GR72
Euro Confezione

Quantità
L



J52103 26,74 Fustino con dispenser 3 4

CARTA IN BOBINA

Havana: 80% fibra di cellulosa + 20% riciclato - 3 veli - peso: 3.2 Kg
Strong: 100% cellulosa - 3 veli - peso: 3,2 Kg

ART. J5420

Cod. Tec. GR74
Euro Descrizione

Strappi
n°

Dim. strappi
cm

Lunghezza
m



J5420HAVANA 12,40 Havana goffrato 568
26 x 28

216
2J5420STRONG 15,50 Strong goffrato bianco 510 194

SUPPORTI PORTABOBINE A PAVIMENTO

Struttura in acciaio, tubolare verniciato.
ART. J5421

Cod. Tec. GR74
Euro Descrizione

J5421A2 38,80 Senza ruote

SUPPORTI PORTABOBINE A MURO

Struttura in acciaio, tubolare verniciato.
ART. J5422

Cod. Tec. GR74
Euro Descrizione

J5422A1 38,80 Struttura bianca

PANNO PULITORE TESSUTO NON TESSUTO

Panno monovelo antisiliconico in tessuto non tessuto. 100% fibra senza leganti chimici. Assorbe in pochi
secondi fino a 35 volte il proprio peso. Notevole resistenza meccanica ed ai solventi. Non si sfalda e non
lascia peli.
Indicato per qualsiasi pulizia nell'industria, nella carrozzeria e nelle arti grafiche. Colore azzurro chiaro. Peso
del rotolo 1,6 kg.

ART. J5425

Cod. Tec. GR74
Euro

Strappo
cm

Strappi
n°

Tipo
confezione



J5425005 47,30
25 x 38 236

Scatola 1
J5425010 27,00 Rotolo 2

J.44 Indivisible package   Suggested retail package - Unit price

HAND-WASHING CREAM

Natural citrus fruit extracts, suitable for removing deep-seated dirt while protecting the skin. Biodegradable.
ITEM: 7850 SAFETY DATA SHEETS ON-LINE

Tech. Code Package
Quantity

L


Can with dispenser 3

PAPER ROLL BOBIN

Havana: 80% cellulose fiber + 20% recycled - 3 layers - weight-3.2 kg
Strong: 100% cellulose - 3 layers - weight 3.2kg

ITEM: J5420

Tech. Code Description
Tear off

cm
Dim. tear off

cm
Coil height

m


Havana embossed 568
26 x 28

216
Strong embossed white 510 194

FLOOR ROLL HOLDER

Painted tubular steel structure.
ITEM: J5421

Tech. Code Description

Without wheel

WALL ROLL HOLDER

Painted tubular steel structure.
ITEM: J5422

Tech. Code Description

White structure

CLEANING CLOTH FORM NON-WOVEN MATERIAL

Anti-silicone single-ply cloth of non-woven material. 100% fiber without chemical binders. Absorbs up to 35
times its own weight in a few seconds. High mechanical strength and solvent resistance.
It does not flake nor leave lint.
Suitable for all cleaning operations in industrial, body shop and graphic arts environments.
Light blue. The roll weighs 1.6 kg.

ITEM: J5425

Tech. Code Tear off
cm

Tear off
n°

Package 

25 x 38 236
Box
Roll
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J.45 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

STRACCI INDUSTRIALI BIANCHI
ART. J5430
Stracci bianchi disinfettati ed igienizzati composti da tessuti misti di seconda scelta in pratica confezione
da 10 Kg.

Cod. Tec. GR74
Euro

Confezione
Kg

Dimensioni
cm

J543010 30,50 10 40 x 40 x 20

STRACCI INDUSTRIALI COLORATI
ART. J5435
Stracci colorati disinfettati ed igienizzati composti da tessuti misti di seconda scelta in pratica confezione
da 10 Kg.

Cod. Tec. GR74
Euro

Confezione
Kg

Dimensioni
cm

J543510 20,00 10 40 x 40 x 20

STRACCI DI TESSUTO FINE BIANCHI
ART. J5440
Stracci bianchi disinfettati ed igienizzati composti da lenzuola di prima scelta in pratica confezione da 10 Kg.

Cod. Tec. GR74
Euro

Confezione
Kg

Dimensioni
cm

J544010 60,00 10 40 x 40 x 20

STRACCI DI MAGLIETTA COLORATI
ART. J5445
Stracci colorati disinfettati ed igienizzati composti da magliette di prima scelta in pratica confezione da 10Kg.

Cod. Tec. GR74
Euro

Confezione
Kg

Dimensioni
cm

J544510 27,00 10 40 x 40 x 20

STRACCI DI SPUGNA COLORATI
ART. J5450
Stracci colorati disinfettati ed igienizzati composti da asciugamani di prima scelta in pratica confezione da
10Kg.

Cod. Tec. GR74
Euro

Confezione
Kg

Dimensioni
cm

J545010 30,50 10 40 x 40 x 20

J.45Indivisible package  Suggested retail package - Unit price

WHITE INDUSTRIAL CLEANING RAGS
ITEM: J5430
Sanitized, mixed -fabric seconds white rags. Supplied in a 10kg convenience packaging.

Tech. Code Package
Kg

Dimensions
cm

10 40 x 40 x 20

COLOURED INDUSTRIAL CLEANING RAGS
ITEM: J5435
Sanitized, mixed -fabric seconds coloured rags. Supplied in a 10kg convenience packaging.

Tech. Code Package
Kg

Dimensions
cm

10 40 x 40 x h20

WHITE FINE FABRIC CLEANING RAGS
ITEM: J5440
Sanitized, mixed -fabric seconds white sheet rags. Supplied in a 10kg convenience packaging.

Tech. Code Package
Kg

Dimensions
cm

10 40 x 40 x h20

COLOURED T-SHIRT CLEANING RAGS
ITEM: J5445
Sanitized, first-choice t-shirt coloured rags. Supplied in a 10kg best value, convenience packaging.

Tech. Code Package
Kg

Dimensions
cm

10 40 x 40 x h20

COLOURED TERRY TOWELLING RAGS
ITEM: J5450
Sanitized, first-choice coloured, terry towelling rags. Supplied in a 10kg best value, convenience packaging.

Tech. Code Package
Kg

Dimensions
cm

10 40 x 40 x h20
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SACCHI SPAZZATURA

Cod. Tec. J550010 J550020
GR74 Euro 6,63 4,40
Dimensioni mm 720 x 1100 800 x 1100
Peso g 60/65 70/75
Quantità rotolo pz. 20 10

ART. J5500
Sacchi industriali neri in rotolo.

TRESPOLI PORTASACCHI

Cod. Tec. J552001
GR74 Euro 26,00
Dimensioni mm 580 x 880

ART. J5520
In polipropilene completo di coperchio.

ART. J5490
Armadi in plastica a 2 ante per la raccolta differenziata. Forniti da assemblare.
Dimensioni imballo: 800 x 400 x 275 mm.

Cod. Tec. J549002
GR74 Euro (83,00)
Dimensioni mm 680 x 390 x 887
Capacità L 2 x 110

ARMADI PER RACCOLTA DIFFERENZIATA

ART. J5491
Armadi in plastica a 3 ante per la raccolta differenziata. Forniti da assemblare.
Dimensioni imballo: 1140 x 435 x 242 mm.

Cod. Tec. J549103
GR74 Euro (92,00)
Dimensioni mm 1020 x 390 x 887
Capacità L 3 x 110

SACCHI PER RACCOLTA DIFFERENZIATA

Cod. Tec. J5495BI J5495VI J5495GI J5495AZ
GR74 Euro 6,12 6,12 6,12 6,12
Dimensioni mm 700 x 1100
Peso g 45/50
Quantità rotolo pz. 20
Colore Bianco Viola Giallo Azzurro

ART. J5495
Sacchi colorati e profumati capacità 110 litri indicati per la raccolta differenziata.

J.46 Indivisible package   Suggested retail package - Unit price

RUBBISH BIN BAGS

Tech. Code

Dimensions mm 720 x 1100 800 x 1100
Weight g 60/65 70/75
Quantity rolls pcs 20 10

ITEM: J5500
Industrial sacks in black rolls.

DUSTBIN HOLDERS

Tech. Code

Dimensions mm 580 x 880

ITEM: J5520
In polypropylene complete with lid.

ITEM: J5490
Cabinets in plastic, 2 doors for the differentiated items. Supplied un-assembled.
Packaging dimension: 800 x 400 x 275 mm.

Tech. Code

Dimensions mm 680 x 390 x 887
Capacity L 2 x 110

RE-CYCLING CABINETS

ITEM: J5491
Cabinets in plastic, 3 doors for the differentiated items. Supplied un-assembled.
Packaging dimension: 1140 x 435 x 242 mm.

Tech. Code

Dimensions mm 1020 x 390 x 887
Capacity L 3 x 110

DUST-BIN BAGS FOR RE-CYCLING

Tech. Code

Dimensions mm 700 x 1100
Weight g 45/50
Quantity rolls pcs 20
Colour White Purple Yellow Light blue

ITEM: J5495
Coloured, perfumed bags with a capacity of 110 liters indicated for re-cycling.



J

J.47

Puoi acquistare qualsiasi prodotto del catalogo KNIPEX contattando il nostro
ufficio commerciale. I tempi di consegna dipendono dalla disponibilità del
fornitore, riceverai una conferma d'ordine con le date dettagliate di consegna.

I prodotti KNIPEX inseriti nel catalogo LINK19
sono disponibili a magazzino e spediti in 24 ore.

info@linkspa.it - www.linkspa.it

CATALOGO GENERALE

J.47

To buy any products of this KNIPEX catalogue contact our commercial office.
Delivery time depends on the availability of our supplier, you will receive a
confirmation of your order with the details of the delivery date.

The KNIPEX items included in our LINK19 catalogue,
are ready to be delivered in 24 h.

info@linkspa.it - www.linkspa.it/en

GENERAL CATALOGUE
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J.48 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

SALDATRICI A INVERTER

Cod. Tec. J611132
GR75 Euro 402,70

Consumo max Kw 4,8

Tensione a vuoto V 69

Reg. corrente A 10 - 150
Rap. intermittenza A 150 (10 %) - 70 (60 %) - 55 (100 %)
Elettrodi max mm 3,25
Dimensioni mm 220 x 120 x 320
Peso Kg 3,5

ART. SAXO 3.2
Alimentazione 230 Volt 1Ph-50/60 Hz, adatta all'utilizzo di elettrodi rivestiti rutili, basici e inossidabili. Funzioni Arc
Force, Hot Start e Antincollaggio, compatibile con motogeneratore e se opportunamente accessoriata può essere
utilizzata per la saldatura TIG con innesco a striscio. Utilizzabile su utenza elettrica domestica. Fornita in valigetta
in plastica completa di tutti gli accessori.

Cod. Tec. J6114160
GR75 Euro 511,10

Consumo max Kw 4,6

Tensione a vuoto V 85

Reg. corrente A 5 - 150
Rap. intermittenza A 150 (35 %) - 120 (60 %) - 100 (100 %)
Elettrodi max mm 3,25
Dimensioni mm 145 x 230 x 365
Peso Kg 7

ART. PRESTO 160
Alimentazione 230 V 1ph - 50/60 Hz, inverter per la saldatura con elettrodi rivestiti, particolarmente semplice da
utilizzare grazie a funzioni quali Hot start, Arc force e Anti incollaggio. Salda elettrodi rutili, basici, inossidabili ed
elettrodi speciali fino a Ø 3,25 mm. Salda anche in TIG a striscio.

Cod. Tec. J6116165F
GR75 Euro 613,60

Consumo max Kw 4,8

Tensione a vuoto V 48,4

Reg. corrente A 10 - 160
Rap intermittenza A 160 (30 %) - 120 (100 %)
Elettrodi max mm 4
Dimensioni mm 170 x 320 x 395
Peso Kg 6,6

ART. PRESTO 165 FORCE
Alimentazione 230 V 1Ph - 50/60 Hz, adatta all’utilizzo di tutti i tipi di elettrodi rivestiti escluso il cellulosico.
Dispositivo PFC che riduce i disturbi introdotti nella rete di alimentazione, aumenta la compatibilità a
motogeneratore e riduce il consumo di energia. Il generatore può saldare anche in tig lift, il controllo mediante
microcontrollore garantisce performance eccezionali. Funzioni Arc Force, Hot Start e Antincollaggio automatici.

J.48 Indivisible package   Suggested retail package - Unit price

INVERTER WELDING MACHINE

Tech. Code

Max. consumpt. Kw 4.8

Vacuum tension V 69

Power reg. A 10 - 150
Rep. intermittence A 150 (10 %) - 70 (60 %) - 55 (100 %)
Max. electrodes mm 3.25
Dimensions mm 220 x 120 x 320
Weight kg 3.5

ITEM: SAXO 3.2
Power supply 230 V 1HP-50/60 Hz, suitable for use with rutile-coated, basic and non-oxidising electrodes.
Arc Force, Hot Start and Anti-Bonding functions, compatible with motor generators and, if properly equipped, it can
be used for TIG welding with scratch-striking. For use with all domestic electrical networks.
Supplied in a plastic case with all its accessories.

Tech. Code

Max. consumpt. Kw 4.6

Vacuum tension V 85

Power reg. A 5 - 150
Rep. intermittence A 150 (35 %) - 120 (60 %) - 100 (100 %)
Max. electrodes mm 3.25
Dimensions mm 145 x 230 x 365
Weight Kg 7

ITEM: PRESTO 160
Power supply 230 V 1HP - 50/60 Hz, inverter for welding with coated electrodes, particularly easy to use thanks to
functions such as Hot Start, Arc Force and Anti Bonding. Welds rutile, basic, non-oxidising and special electrodes
up to Ø 3.25 mm. TIG welding with scratch-striking.

Tech. Code

Max. consumpt. Kw 4.8

Vacuum tension V 48.4

Power reg. A 10 - 160
Rep. intermittence A 160 (30 %) - 120 (100 %)
Max. electrodes mm 4
Dimensions mm 170 x 320 x 395
Weight kg 6.6

ITEM: PRESTO 165 FORCE
Power supply 230 V 1HP - 50/60 Hz, suitable for use with all types of coated electrodes except for cellulose.
The PFC device reduces interferences in the power network, increases compatibility with the motor generator
and reduces energy consumption. The generator can also weld in TIG Lift, the control through micro-controller
guarantees exceptional performance. Automatic functions: Arc Force, Hot Start and Anti Bonding.
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Cod. Tec. GR75
Euro

Sezione cavi
mm²

J615016 81,90 16
J615025 115,70 25

ART. J6150
Composizione:
- pinza portaelettrodi con cavo assemblato da 3m
- morsetto di massa con cavo assemblato da 3m
- connettori
- schermo completo di vetri
- martellina
- spazzola

KIT PER SALDATURA

STAGNO IN LEGA AL 50% IN VERGHE
ART. J6320

Cod. Tec. GR75
Euro

Verga
mm

Peso
g

J6320200 33,00 400 200 c.a

SALDATORI GAS A CARTUCCIA

Accensione piezoelettrica, preriscaldatore del gas per saldare anche a testa in giù. Fornito senza cartuccia.
ART. J6270 SCHEDE DI SICUREZZA ON-LINE

Cod. Tec. GR75
Euro Descrizione

J62701 69,00 Saldatore -
J6270R1 12,50 Cartuccia Propano/Butano

STAGNO PREPARATO IN LEGA AL 50% IN FILO
ART. J6310

Cod. Tec. GR75
Euro

Filo Ø
mm

Rocchetto
g

J63101 25,00 1
500J63101,5 25,00 1,5

POMPETTE DISSALDANTI
ART. J6250

Cod. Tec. GR75
Euro

Lunghezza totale
mm

J625000 23,00 215

J.49Indivisible package  Suggested retail package - Unit price

Tech. Code Cables section
mm²
16
25

ITEM: J6150
Composed of:
- Holder pliers with 3 m cable assembly
- Ground clamp with 3 m cable assembly
- Connectors
- Full screen glass
- Hammer
- Brush

WELDING KITS

TIN ALLOY AT 50% IN RODS
ITEM: J6320

Tech. Code Rods
mm

Weight
g

400 approx. 200

CARTRIDGE GAS WELDER

Piezoelectric ignition, gas preheating to weld even upside down. Supplied without cartridge.
ITEM: J6270 SAFETY DATA SHEETS ON-LINE

Tech. Code Description

Welder -
Cartridge Propane/butane

TIN ALLOY AT 50% IN WIRE COILS
ITEM: J6310

Tech. Code Wire ø
mm

Reel
g

1
500

1,5

DISSOLDERING PIPES
ITEM: J6250

Tech. Code Total length
mm
215
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ELETTRODI RUTILI PER ACCIAI AL CARBONIO

Ottima accensione, finitura pregevole. Indicati per carpenterie leggere e lavorazioni su serbatoi.
ART. BLUCORD SCHEDE DI SICUREZZA ON-LINE

Cod. Tec. GR75
Euro

Ø
mm

Lunghezza
mm

Confezione
Pezzi

J64102 34,20 2
300

161
J64102,5 48,80 2,5 215
J64103,2 76,00 3,2 450 130

Ottima saldabilità ed estetica, scoria facilmente asportabile, bassa fumosità, adatti per carpenterie leggere.
ART. FRO GREEN SCHEDE DI SICUREZZA ON-LINE

Cod. Tec. GR75
Euro

Ø
mm

Lunghezza
mm

Confezione
Pezzi

J64152 90,00 2
300

340
J64152,5 64,40 2,5 210

ELETTRODI BASICI PER ACCIAI AL CARBONIO

Impiego universale, pronta accensione, adatti per caldareria e costruzioni navali. Imballo sottovuoto.
ART. BASICORD A SCHEDE DI SICUREZZA ON-LINE

Cod. Tec. GR75
Euro

Ø
mm

Lunghezza
mm

Confezione
Pezzi

J64202,5 33,90 2,5 300 90
J64203,2 43,40 3,2 400 55

ELETTRODI PER ACCIAI INOSSIDABILI

Scorrevoli a basso contenuto di carbonio, adatti per la saldatura di acciai inossidabili austenitici
al 18Cr-8Ni (AISI 304-304L).

ART. SAFINOX R308L SCHEDE DI SICUREZZA ON-LINE

Cod. Tec. GR75
Euro

Ø
mm

Lunghezza
mm

Confezione
Pezzi

J64302C 164,60 2
300

310
J64302,5C 136,00 2,5 190
J64303,2C 145,60 3,2 350 120

Scorrevoli a basso contenuto di carbonio, adatti per la saldatura di acciai inossidabili austenitici
al 18Cr-8Ni-3Mo (AISI 316-304).

ART. SAFINOX R316L SCHEDE DI SICUREZZA ON-LINE

Cod. Tec. GR75
Euro

Ø
mm

Lunghezza
mm

Confezione
Pezzi

J64352C 202,90 2
300

310
J64352,5C 174,40 2,5 190

J.50 Indivisible package   Suggested retail package - Unit price

RUTILE ELECTRODES FOR CARBON STEEL

Good ignition, fine finish. Suitable for light carpentry work and tank manufacturing.
ITEM: BLUCORD SAFETY DATA SHEETS ON-LINE

Tech. Code Ø
mm

Length
mm

Package
pcs

2
300

161
2.5 215
3.2 450 130

Excellent welding capacity and aesthetics, easily removable slag, low smoke production, suitable for light
carpentry.

ITEM: FRO GREEN SAFETY DATA SHEETS ON-LINE

Tech. Code Ø
mm

Length
mm

Package
pcs

2
300

340
2.5 210

BASIC ELECTRODES FOR CARBON STEEL

Universal application, good ignition, suitable for boiler making and shipbuilding. Vacuum packed.
ITEM: BASICORD A SAFETY DATA SHEETS ON-LINE

Tech. Code Ø
mm

Length
mm

Package
pcs

2.5 300 90
3.2 400 55

ELECTRODES FOR STAINLESS STEEL

Sliding with low carbon content, suitable for welding austenitic stainless steel to 18Cr-8Ni (AISI 304-304L).
ITEM: SAFINOX 308L SAFETY DATA SHEETS ON-LINE

Tech. Code Ø
mm

Length
mm

Package
pcs

2
300

310
2,5 190
3,2 350 120

Sliding with low carbon content, suitable for welding austenitic stainless steel to 18Cr-8Ni-3Mo (AISI 316-
304).

ITEM: SAFINOX 316L SAFETY DATA SHEETS ON-LINE

Tech. Code Ø
mm

Length
mm

Package
pcs

2
300

310
2,5 190
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ELETTRODI IN TUNGSTENO AL LANTANIO

Estremità blu, Lantanio al 2% . Si possono usare sia in corrente continua (DC) per l'acciaio inox, che
in corrente alternata (AC) per le leghe leggere. Facilità di innesco, grande stabilità dell'arco e durata di
vita prolungata. Sostituiscono gli elettrodi toriati in quanto molto più performanti e perchè non rilasciano
radioattività.

ART. WL 20 SCHEDE DI SICUREZZA ON-LINE

Cod. Tec. GR75
Euro

Ø
mm

Lunghezza
mm

Confezione
Pezzi

J64501,6 41,10 1,6

175 10
J64502,0 66,80 2,0
J64502,4 91,50 2,4
J64503,2 148,80 3.2

FILI PIENI PER ACCIAI AL CARBONIO

Spira su spira (S/S) garantisce lo sbobinamento senza interruzioni causate dall’accavallamento del filo,
adatti per caldareria, produzione mobili metallici, rotabili ferroviarie e per lavori di carpenteria in genere.
Fornito in cestello metallico 300 mm con foro 180 mm.

ART. FILCORD C S/S SCHEDE DI SICUREZZA ON-LINE

Cod. Tec. GR75
Euro

Filo Ø
mm

Peso
Kg

J65150,8 84,20 0,8
16J65151 75,20 1,0

J65151,2 73,20 1,2

FILI PIENI PER ACCIAI INOSSIDABILI

Basso contenuto di carbonio, adatti per la saldatura di acciai inossidabili austenitici AISI 304-308 e simili.
Fornito in cestello metallico 300 mm con foro 52 mm.

ART. FILINOX 308 L SI SCHEDE DI SICUREZZA ON-LINE

Cod. Tec. GR75
Euro

Filo Ø
mm

Peso
Kg

J65300,8 (237,10) 0,8
15J65301 217,30 1,0

ELETTRODI IN TUNGSTENO PURO

Estremità verde. Tungsteno puro senza aggiunta di ossidi. Ottima stabilità dell'arco elettrico nelle saldature
a corrente alternata (AC). Particolarmente adatto alla saldatura di alluminio, leghe leggere e magnesio.

ART. WP

Cod. Tec. GR75
Euro

Ø
mm

Lunghezza
mm

Confezione
Pezzi

J64391,6 29,10 1,6

175 10
J64392,0 46,20 2,0
J64392,4 61,90 2,4
J64393,2 102,00 3,2

FILI PIENI PER ACCIAI AL CARBONIO

Filo con eccellente scorrimento, ottime prestazioni di saldatura, alta produttività, ottima saldabilità, arco
stabile e basso livello di spruzzi.
Applicazioni Tipiche: Automotive, Costruzioni, Cantieristica Navale, Fabbricazioni generiche.
Posizioni di Saldatura: Tutte, escluso verticale discendente.
Gas di protezione: M21: Miscela gas Ar+ (>15-25%) CO2 - C1: Gas attivo 100% CO2.
Classificazione: AWS A5.18/A5.18M - ER70S-6 - EN ISO 14341-A - G 46 4 M 3Si1 / G 42 3 C 3Si1.

ART. ULTRAMAG AWS: ER70S-6

Cod. Tec. GR75
Euro

Filo Ø
mm

Peso
Kg

J65200,8 50,50 0,8
15J65201 50,50 1

J65201,2 47,40 1,2

J.51Indivisible package  Suggested retail package - Unit price

TUNGSTEN ELECTRODES IN LANTHANUM

Blue end, Lanthanum 2%. For use with both DC, for stainless steel, and AC current, for light alloys. Suitable
for welding steel and light alloys, good ignition, durability and heat resistance. Effectively replace Thoriated
tungsten electrodes contain thorium, a radioactive material.

ITEM: WL 20 SAFETY DATA SHEETS ON-LINE

Tech. Code Ø
mm

Length
mm

Package
pcs

1.6

175 10
2,0
2.4
3.2

SOLID WIRE FOR CARBON STEEL

Ensures continuous unwinding without the interruptions caused by wire overlap, suitable for boilermaking,
metal furniture manufacturing, railway rolling stock and carpentry in general.
Supplied in 300 mm a metal basket with 180 mm hole.

ITEM: FILCORD C S/S SAFETY DATA SHEETS ON-LINE

Tech. Code Wire ø
mm

Weight
Kg

0.8
161.0

1.2

SOLID WIRE FOR STAINLESS STEEL

Low carbon content, suitable for welding austenitic stainless steels AISI 304-308 and similar.
Supplied in a 300 mm metal basket with a 52 mm hole.

ITEM: FILINOX 308 L SI SAFETY DATA SHEETS ON-LINE

Tech. Code Wire ø
mm

Weight
Kg

0.8
15

1.0

PURE TUNGSTEN ELECTRODES

Green tip Pure tungsten no oxides added. Excellent arc stability on alternating current (AC) welding.
Suitable for welding aluminum, light alloys and magnesium.

ITEM: WP

Tech. Code Ø
mm

Length
mm

Package
pcs

1.6

175 10
2.0
2.4
3.2

SOLID WIRE FOR CARBON STEEL

Wire with excellent flow, excellent welding performance and productivity. Excellent weldability, stable arc,
low spatter.
Typical application: Auto motive, ship building, construction, general fabrication. position of welding: All
except vertical down.
Gas shielding: M21: Gas mixture Ar+ (>15-25%) CO2 - C1: Attive gas 100% CO2.
Classification: AWS A5.18/A5.18M - ER70S-6 - EN ISO 14341-A - G 46 4 M 3Si1 / G 42 3 C 3Si1.

ITEM: ULTRAMAG AWS: ER70S-6

Tech. Code Wire ø
mm

Weight
Kg

0.8
151

1.2
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SALDATORI A PISTOLA 100 WATT

Saldatori a pistola Expert con illuminazione del giunto di saldatura integrata e punta saldante in rame.
Pistola multiuso in grado di eseguire saldatura, taglio, sigillatura e pirografia con calore istantaneo mediante
punte intercambiabili, questa pistola viene attivata con la punta delle dita ed è pronta per la saldatura in 7
secondi. Dotazione standard: 1 punta per saldare
Conformi alle norme di sicurezza europee.

ART. 8100

Cod. Tec. GR75
Euro Potenza Volt

J670000 58,40 100 W 230
J6700PS 5,80 Punte per saldare (2 pezzi)
J6700PT 12,50 Punte per saldare (1 pezzo)

SALDATORI A STILO 40 WATT

Saldatori professionali provvisti di led per l'illuminazione della zona di saldatura, l'impugnatura ergonomica
in materiale bicomponente garantisce un'ottima presa e controllo della punta, ideali nel settore elettronico.
Dotazione standard: 1 punta per saldare.
Conformi alle norme di sicurezza europee.

ART. SP40N

Cod. Tec. GR75
Euro Potenza Volt Temperatura

J670500 36,00 40 W 230 460 °C
J6705PS 10,60 Punte per saldare mm 6,3 (3 pezzi)

SALDATORI A STILO 80 WATT

Saldatori professionali provvisti di led per l'illuminazione della zona di saldatura, l'impugnatura ergonomica
in materiale bicomponente garantisce un'ottima presa e controllo della punta, ideali nel settore elettronico.
Dotazione standard: 1 punta per saldare.
Conformi alle norme di sicurezza europee.

ART. SP80N

Cod. Tec. GR75
Euro Potenza Volt Temperatura

J671000 43,40 80 W 230 482 °C
J6710PS 12,00 Punte per saldare mm 9,5 (1 pezzo)

SALDATORI A STILO 120 WATT

Saldatori a stilo per impieghi pesanti ideali per utilizzatori professionisti, dotati di punta curva mm 12,5.
Conformi alle norme di sicurezza europee.

ART. SI120

Cod. Tec. GR75
Euro Potenza Volt

J671200 77,80 120 W 230
J6712PS 20,70 Punte curve per saldare mm 12,5

STAZIONI SALDANTI ANALOGICHE E DIGITALI

Stazioni di saldatura analogiche e digitali con controllo della temperatura di saldatura, Il range di regolazione
della temperatura è compreso tra 200°C e 450°C per la versione analogica, mentre la versione digitale
opera tra i 150°C e 450°C.
Le stazioni sono composte da una unità di alimentazione, uno stilo saldante, un supporto ed una punta da 2
mm (punta longlife per la versione digitale).
La stazione digitale indicata per operazioni di saldatura delicate, è provvista di display per il monitoraggio
della temperatura.

ART. WHS40 - WHS40D

Cod. Tec. GR75
Euro Modello

Potenza
Watt

Volt Temperatura

J6715AN 130,40 Analogico
40 230

220-450 °C
J6715DG 185,90 Digitale 150-450 °C
J6715PS2 3,80 Punte per saldare mm 2 (1 pezzo)

J6715PS3,5 12,00 Punte per saldare mm 3,5 (3 pezzi)

J.52 Indivisible package   Suggested retail package - Unit price

SOLDERING GUNS 100 W

Expert Soldering Gun with built-in illumination of the solder-.joint and copper soldering tip. All purpose gun,
that tackles soldering, cutting, sealing and pyrograph with instant heat trough interchangeable tips,
this gun is activated with the fingertips and is ready for welding in 7 seconds. Standard equipment: 1
soldering tip.
Complies with the European Safety standards.

ITEM: 8100

Tech. Code Power Volt

100 W 230
Welding tips (2 pieces)
Welding tips (1 piece)

SOLDERING IRON 40 W

Professional welders equipped with LEDs for lighting the welding area, ergonomic handle in two-component
material which ensures excellent grip and tip control, ideal in the electronics industry.
Standard equipment: 1 soldering tip.Complies with European safety standards.

ITEM: SP40N

Tech. Code Power Volt Temperature

40 W 230 460 °C
Welding tips mm 6,3 (3 pieces)

SOLDERING IRON 80 W

Professional welders equipped with LEDs for lighting the welding area, the ergonomic handle in two-
component material ensures excellent grip and tip control, ideal in the electronics industry.
Standard equipment: 1 soldering tip.Comply with European safety standards.

ITEM: SP80N

Tech. Code Power Volt Temperature

80 W 230 482 °C
Welding tips mm 9,5 (1 piece)

SOLDERING IRON 120 W

Soldering irons for demanding jobs ideal for professional use, with bent tip,12, 5 mm
Complies with the European Safety standards.

ITEM: SI120

Tech. Code Power Volt

120 W 230
Welding curved tips mm 12,5

ANALOGIC AND DIGITAL SOLDERING STATIONS

Analogical and digital soldering with welding temperature control. Temperature range is between 200°C and
450°C for analogic version, and between 150°C and 450°C for digital version.
These stations are composed by one feed unit, one soldering tip, one support and 2mm tip (longlife tip for
digital version).
Digital station is suitable for fragile soldering and has a display to control the temperature.

ITEM: WHS40 - WHS40D

Tech. Code Model
Power
Watt

Volt Temperature

Analogic
40 230

220-450 °C
Digital 150-450 °C

Welding tips mm 2 (1 piece)
Welding tips mm 3,5 (3 pieces)
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CONTROLLO QUALITATIVO DEI GIUNTI SALDATI

Cleaner pulitore per la rimozione di olio, sporcìzia, vernici, ossido, umidità e residui vari.
Per la rilevazione dei difetti è fondamentale un'ottima pulizia preventiva in modo da consentire poi al
penetrante di insinuarsi senza ostacoli anche nella spaccatura più microscopica.

ART. 1 - FLUXO S190 SOLVENTE SCHEDE DI SICUREZZA ON-LINE

Cod. Tec. GR75
Euro Confezione

Quantità
ml



J7120400 16,00 Bomboletta spray 500 12

CONTROLLO QUALITATIVO DEI GIUNTI SALDATI

Prodotto penetrante da applicare sulle superfici da ispezionare.
Applicato sulle superfici bagnate si insinua nelle discontinuità per effetto capillare.

ART. 2 - FLUXO P125 PENETRANTE SCHEDE DI SICUREZZA ON-LINE

Cod. Tec. GR75
Euro Confezione

Quantità
ml



J7122400 16,00 Bomboletta spray 500 12

Lo sviluppatore assorbe ed attira verso la superficie il penetrante rimasto nelle discontinuità, consentendo la
visibilità delle indicazioni rosse in contrasto col sottofondo bianco.

ART. 3 - FLUXO R175 RIVELANTE SCHEDE DI SICUREZZA ON-LINE

Cod. Tec. GR75
Euro Confezione

Quantità
ml



J7124400 16,00 Bomboletta spray 500 12

Saldatore a batteria M12 SI-201C con tempo di riscaldamento estremamente rapido, pronto per l'uso in 20
- 30 secondi. 3 posizioni di bloccaggio della testa per lavorare comodamente in più posizioni (0°, 45°, 90°).
Punte sostituibili senza attrezzi. Il LED a due colori si illumina in modo differente: lampeggiante verde quando
l'utensile si sta riscaldando, verde fisso quando l'utensile è pronto per l'utilizzo e rosso fisso quando l'utensile è
spento ma la punta è ancora calda (non toccare finche il LED rosso non si è spento).
Funziona con tutte le batterie Milwaukee® M12™.

Dotazione:
- 1 batteria 12V da 2,0 Ah
- 1 caricabatterie
- valigetta

ART. M12 SI-201C

Cod. Tec. J681012
GR64 Euro (216,00)
Capacità batteria Ah 2
Peso con batteria Kg 1,2
Potenza riscaldante W 90
Range di temperatura °C 400
Tempo di ricarica batteria min 40
Tipo batteria Li-ion
Voltaggio V 12

SALDATORI A BATTERIA 12V

J.53Indivisible package  Suggested retail package - Unit price

QUALITY CONTROL OF WELDED JOINTS

Cleaner for removing oil, dirt, paint, rust, moisture, and miscellaneous residues.
An optimal preventive cleaning in order to allow the penetrating agent to seep in without obstacles, even in
the most microscopic crack, is essential for detecting defects.

ITEM: 1 - FLUXO S190 SOLVENT SAFETY DATA SHEETS ON-LINE

Tech. Code Package
Quantity

ml


Spray can 500

QUALITY CONTROL OF WELDED JOINTS

Penetrating product for application on surfaces to be inspected. Applied on wet surfaces, it seeps into gaps
by capillary action.

ITEM: 2 - FLUXO P125 PENETRANT SAFETY DATA SHEETS ON-LINE

Tech. Code Package
Quantity

ml


Spray can 500

The developer absorbs and draws the penetrating agent left over in the gap to the surface, allowing the red
colorations to be seen in contrast with the white background.

ITEM: 3 - FLUXO R175 DEVELOPER SAFETY DATA SHEETS ON-LINE

Tech. Code Package
Quantity

ml


Spray can 500

M12 SI-201C battery-powered soldering iron with extremely fast heating time, ready for use in 20 to 30 seconds.
3 head locking positions to work confortably in multiple positions (0°, 45°, 90°). Replaceable tips without tools.
The two-colour LED lights up differently: blinking green when the tool is heating up, fixed green when the tool
is ready for use and fixed red when the tool is off but the tip is still hot (do not touch until red LED has gone
out). Works with all Milwaukee® M12™ batteries.

Supplied with:
- 1 battery 12V da 2,0 Ah
- 1 battery charger
- carrying case

ITEM: M12 SI-201C

Tech. Code

Battery capacity Ah 2
Weight with battery Kg 1,2
Heating power W 90
Temperature range °C 400
Battery charging time min 40
Battery type Li-ion
Voltage V 12

12V BATTERY WELDERS
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PROTETTIVI CERAMICI PER SALDATURA

Protettivo ceramico senza silicone a lunga durata (fino a 8 ore prima di essere riapplicato), asciutto al tatto in
pochi secondi. Impedisce l'adesione degli schizzi di metallo fuso sul guidafilo e il bocchello delle torce e sui
pezzi da saldare. Efficacissimo sui bocchelli del taglio laser e al plasma, annulla con un notevole risparmio
i tempi morti di pulizia negli impianti di saldatura automatici.

ART. SF 7900 SCHEDE DI SICUREZZA ON-LINE

Cod. Tec. GR72
Euro Confezione

Quantità
ml



J3310400 36,26 Bomboletta spray 400 12

PROTETTIVI ANTIADESIVI PER SALDATURA

Protegge le torce e i pezzi in saldatura, evita l’adesione delle particelle metalliche in presenza di alte
temperature. Ecologico esente da silicone e diclorometano, ininfiammabile.

ART. SPRAYMIG H20 SCHEDE DI SICUREZZA ON-LINE

Cod. Tec. GR75
Euro Confezione

Quantità
ml



J3320400 5,00 Bomboletta spray 400 12

ANTISPATTER POLIVALENTI AL BISOLFURO DI MOLIBDENO

L'antispattern CLEAN WELD è un prodotto studiato per evitare il grippaggio tra superfici a contatto in
presenza di alte temperature.
CLEAN WELD antispattern è ideale per prevenire l'adesione delle particelle metalliche alla torcia delle
saldatrici a filo e sulle superfici limitrofe alla saldatura.
CLEAN WELD grazie ai suoi additivi di ultima generazione è una valida alternativa alla grafite ed essendo
esente da siliconi è un ottimo prodotto per la lubrificazione di catenarie per forni fino a 800 °C.

ART. CLEAN WELD SCHEDE DI SICUREZZA ON-LINE

Cod. Tec. GR73
Euro Confezione

Quantità
ml



J3330400 7,96 Bomboletta spray 400 12

ANTISPATTER POLIVALENTI

Antispattern polivalente SLICK SPRAY è un prodotto che trova impiego in tutti i processi di saldatura a filo
continuo e di lavorazione dei metalli in cui ci siano delle emissioni di scorie incandescenti.
SLICK SPRAY garantisce una sicurezza superiore grazie alla particolare base totalmente sintetica e
l'assenza di solventi.
La formulazione innovativa di SLIK SPRAY ne permette l'impiego anche in condizioni di elevata formazione
di scorie metalliche da parte della lavorazione.
La scoria ad alta temperatura quanto viene a contatto con il prodotto non sviluppa gas nocivi ed inquinanti,
salvaguardando così la salute dell'operatore.

ART. SLICK SPRAY SCHEDE DI SICUREZZA ON-LINE

Cod. Tec. GR73
Euro Confezione

Quantità
ml



J3335400 4,69 Bomboletta spray 400 12

J.54 Indivisible package   Suggested retail package - Unit price

PROTECTIVE CERAMIC FOR WELDING

Ceramic protector without silicon, long-lasting (up to 8 hours before re-application), dry to the touch in
seconds. Prevents adhesion of molten metal splashes on threaded guides, torch nozzles and parts to be
welded. Very effective on laser and plasma nozzles, eliminates cleaning downtime in automated welding
systems with considerable time-savings.

ITEM: SF 7900 SAFETY DATA SHEETS ON-LINE

Tech. Code Package
Quantity

ml


Spray can 400

ANTI-ADHESIVE PROTECTIVE FOR WELDING

Protects torches and welding pieces, prevents adhesion to metallic parts at high temperatures. Ecological
silicone-free and dichloromethane, non-flammable.

ITEM: SPRAYMIG H2O SAFETY DATA SHEETS ON-LINE

Tech. Code Package
Quantity

ml


Spray can 400

MOLYBDENUM BISULPHIDE MULTIPURPOSE ANTI-SPATTER

The antispatter CLEAN WELD is a product designed to avoid the seizure between surfaces in contact in the
presesence of high temperatures.
CLEAN WELD antispatter is ideal for preventing the adhesion of metal particles to the torch of the wire
welders and the surfaces adjacent ot the weld.
CLEAN WELD thanks to its latest generation additives is a valid alternative to graphite and being free from
silicones is an excellent product for the lubrication of catenaries for furnaces up to 800 ° C.

ITEM: CLEAN WELD SAFETY DATA SHEETS ON-LINE

Tech. Code Package
Quantity

ml


Spray can 400

MULTIPURPOSE ANTI-SPATTER

Multi-purpose antispattern SLICK SPRAY is a product that is used in all continuous wire welding and metal
working processes in which there are incandescent waste emissions.
SLICK SPRAY guarantees superior safety thanks to the particular totally synthetic base and the absence
of solvents.
The innovative formulation of SLIK SPRAY allows its use even in conditions of high metal slag formation by
processing.
The slag at high temperature when it comes into contact with the product does not develop harmful and
polluting gases, thus safeguarding the health of the operator.

ITEM: SLICK SPRAY SAFETY DATA SHEETS ON-LINE

Tech. Code Package
Quantity

ml


Spray can 400
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PINZE PORTAELETTRODI

Tipo diritto con ganasce portaelettrodi, corpo e leva in ottone forgiato completamente isolati. Gli elettrodi si
possono bloccare in qualsiasi direzione, consigliate per impiego leggero.

ART. CAIMY

Cod. Tec. GR75
Euro

Rapp. interm.
35%

Elettrodo max
mm

Cavo
Ø mm²

J7210200425 19,20 200 A 3,2 25

Tipo diritto con ganasce portaelettrodi, corpo e leva in ottone pressofuso con rivestimenti isolanti in materiale
termoindurente. Gli elettrodi si possono bloccare in qualsiasi direzione.

ART. CAIMAN

Cod. Tec. GR75
Euro

Rapp. interm.
35%

Elettrodo max
mm

Cavo
Ø mm²

J7215200425 19,20 200 A 3,2 25
J7215300550 25,20 300 A 5 50

Tipo diritto con foro portaelettrodi, corpo e leva in ottone pressofuso, rivestimenti isolanti in materiale
termoindurente.

ART. SEGURA

Cod. Tec. GR75
Euro

Rapp. interm.
35%

Elettrodo max
mm

Cavo
Ø mm²

J7220300425 31,10
300 A

4 35
J7220300550 36,70 5 50
J7220400670 38,20 400 A 6,3 70

ANTISPATTER POLIVALENTI

Fluido pronto all'uso, economico ed ecologico. SLICK RTU è un distaccante per saldatura completamente
sintetico, trasparente e privo di solventi. Il prodotto è Silicon free. Applicato sulle zone attigue alle zone da
saldare, impedisce alle scorie e agli spruzzi di fusione di aderire facilitando le successive fasi di pulizia.
SLICK RTU trova impiego in tutti i processi di saldatura a filo continuo, taglio laser e di lavorazione dei
metalli in cui ci siano emissioni di scorie incandescenti. La particolare base totalmente sintetica e l'assenza
di solventi, permette l'impiego di SLICK RTU anche nei casi in cui ci sia un'elevata formazione di scorie,
a contatto con le quali SLICK RTU non sviluppa gas nocivi ed inquinanti, salvaguardando la salute
dell'operatore e dell'ambiente.
MODALITA' D'USO
SLICK RTU si usa tal quale utilizzando delle normali spruzzette.
SLICK RTU si spruzza nella torcia per saldatura a filo continuo e sulle superfici interessate al taglio laser.

ART. ANTISPATTER SLICK RTU SCHEDE DI SICUREZZA ON-LINE

Cod. Tec. GR73
Euro Confezione

Quantità
L

J3338T1 70,48 Tanica 20

J.55Indivisible package  Suggested retail package - Unit price

ELECTRODE HOLDERS

Straight-type with electrode-holder jaws, body and lever in fully isolated forged brass. The electrodes can be
locked in any direction; recommended for light duty.

ITEM: CAIMY

Tech. Code Rep. int. 35%
Max. electrodes

mm
Cable
Ø mm²

200 A 3,2 25

Straight-type with electrode-holder jaws, body and lever in cast brass, insulating coating with thermosetting
material. The electrodes can be locked in any direction.

ITEM: CAIMAN

Tech. Code Rep. int. 35%
Max. electrodes

mm
Cable
Ø mm²

200 A 3,2 25
300 A 5 50

Straight-type with electrode-holder hole, body and lever in cast brass, insulating coating with thermosetting
material.

ITEM: SEGURA

Tech. Code Rep. int. 35%
Max. electrodes

mm
Cable
Ø mm²

300 A
4 35
5 50

400 A 6,3 70

POLYVALENT ANTISPATTERS

Fluid ready to use, economical and ecological. SLICK RTU is a completely synthetic, transparent and
solvent-free soldering agent. The product is Silicon free. Applied to areas adjacent to the areas to be welded,
it prevents slag and fusion sprays from adhering, facilitating subsequent cleaning steps. SLICK RTU is used
in all continuous wire welding, laser cutting and metalworking processes where there are incandescent
waste emissions. The particular totally synthetic base and the absence of solvents, allows the use of SLICK
RTU even in cases where there is a high formation of slag, in contact with which SLICK RTU does not
develop harmful and polluting gases, safeguarding health operator and environment.
METHOD OF USE
SLICK RTU is used as it is using normal sprays.
SLICK RTU is sprayed in the welding torch and on the surfaces involved in laser cutting.

ITEM: ANTISPATTER SLICK RTU SAFETY DATA SHEETS ON-LINE

Tech. Code Package
Quantity

L
Can 20
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MORSETTI DI MASSA

Corpo in lamiera d’acciaio trattato, morsetto in ottone, collegamento contatti con treccia in rame.
ART. J7310

Cod. Tec. GR75
Euro

Rapp. interm.
35%

Cavo
Ø mm²

J7310250 10,40 250 A 25 - 35
J7310300 14,00 400 A 50 - 70
J7310500 23,90 500 A 70 - 95

MORSETTI DI MASSA A VITE

Corpo in ottone, contatto basculante, adatto per postazioni fisse.
ART. J7315

Cod. Tec. GR75
Euro

Rapp. interm.
35%

Cavo
Ø mm²

J7315400 31,10 400 35 - 50
J7315600 29,40 600 70 - 95

MARTELLINE BATTISCORIE

Testa in acciaio, manico in ferro e impugnatura rivestita in plastica.
ART. J7320

Cod. Tec. GR75
Euro

Lunghezza
mm

Peso
g

J73201 6,20 315 250

TORCE PER SALDATURA MIG-MAG

Torce per la saldatura a filo semiautomatica, raffreddate ad aria, lunghezza cavo 4 m. Parti di usura
compatibili con lo standard più diffuso in Europa. Classe di tensione L 113-1.

ART. WMT2-ARIA

Cod. Tec. GR75
Euro Modello

Rapporto intermittenza 60%
CO²

Rapporto intermittenza 60%
Ar + CO²

Ø Fili
mm

J722515A 105,10 WTM2-15A 180 A 150 A 0,6 - 1,0
J722525A 129,00 WTM2-25A 230 A 200 A 0,8 - 1,2
J722536A 173,10 WTM2-35A 300 A 270 A 0,8 - 1,6

Torce per la saldatura a filo semiautomatica, raffreddate ad acqua, lunghezza cavo 4 m. Parti di usura
compatibili con lo standard più diffuso in Europa. Classe di tensione L 113-1.

ART. WMT2-ACQUA

Cod. Tec. GR75
Euro Modello

Rapporto intermittenza 100%
CO²

Rapporto intermittenza 100%
Ar + CO²

Ø Fili
mm

J7226500W 320,50 WTM2-500W 500 A 450 A 0,8 - 2,4

J.56 Indivisible package   Suggested retail package - Unit price

WELDING GROUND CLAMPS

Treated sheet steel body, brass clamp, link contacts with copper braid.
ITEM: J7310

Tech. Code Rep. int. 35%
Cable
Ø mm²

250 A 25 - 35
400 A 50 - 70
500 A 70 - 95

WELDING SCREW GROUND CLAMPS

Brass body, swinging contact, suitable for fixed positioning.
ITEM: J7315

Tech. Code Rep. int. 35%
Cable
Ø mm²

400 35 - 50
600 70 - 95

SLAG-STRIKING HAMMERS

Steel head, iron handle and plastic-coated handle.
ITEM: J7320

Tech. Code Length
mm

Weight
g

315 250

MIG/MAG WELDING TORCHES

WMT2 is a complete range of MIG/MAG torches, easy to handle and economic, air cooled, Cable length 4
m. Wear parts compatible with the most common standard in Europe. Protection class L-113-1.

ITEM: WMT2-ARIA

Tech. Code Model
Report intermittence 60%

CO²
Report intermittence 60%

Ar + CO²
ø Wires

mm
WTM2-15A 180 A 150 A 0,6 - 1,0
WTM2-25A 230 A 200 A 0,8 - 1,2
WTM2-35A 300 A 270 A 0,8 - 1,6

WMT2 is a complete range of MIG/MAG torches, easy to handle and economic, Water cooled, Cable length
4 m. Wear parts compatible with the most common standard in Europe. Protection class L-113-1.

ITEM: WMT2-ACQUA

Tech. Code Model
Report intermittence 100%

CO²
Report intermittence 100%

Ar + CO²
ø Wires

mm
WTM2-500W 500 A 450 A 0,8 - 2,4
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CAPICORDA PER CAVI DI SALDATURA

Capicorda per cavi di saldatura in ottone nichelato con 2 viti a testa esagonale.
ART. J7420

Cod. Tec. GR75
Euro

Cavo
Ø mm²

Foro
mm

Viti di serraggio
n°

J742016 2,30 16
10

2
J742025 3,20 25
J742035 3,20 35

14J742050 4,10 50
J742070 4,10 70 16 4

CONNETTORI MASCHIO PER CAVI DI SALDATURA

Connettori maschio a spina per giunzione cavi di saldatura. Rivestimento isolante.
ART. J7430

Cod. Tec. GR75
Euro

Rapp. interm.
60%

Cavo
Ø mm²

J7430200 5,20 200 A 10 - 25
J7430250 4,80 250 A 35
J7430300 7,70 315 A 50
J7430400 10,00 400 A 70

CONNETTORI FEMMINA PER CAVI DI SALDATURA

Corpo in ottone rivestito con materiale ad alto isolamento.
ART. J7435

Cod. Tec. GR75
Euro

Rapp. interm.
60%

Cavo
Ø mm²

J7435200 5,20 200 A 10 - 25
J7435250 5,00 250 A 35
J7435300 7,70 315 A 50
J7435400 10,00 400 A 70

I prodotti sono disponibili nel CAP K

GUANTI ANTICALORE IN FIBRA ARAMIDICA

Cod. Tec. Taglia Taglia EU
Lunghezza

cm

K211310 XXL 10 17

Prodotti correlati

J.57Indivisible package  Suggested retail package - Unit price

CABLE TERMINAL FOR WELDING CABLES

Cable terminal for welding cables nickel-plated brass with 2 hexagonal head screws.
ITEM: J7420

Tech. Code Cable
Ø mm²

Capacity
mm

Tightening screws
n°

16
10

2
25
35

14
50
70 16 4

MALE CONNECTORS FOR WELDING CABLES

Male connectors, welding cable junction plug. Insulating coating.
ITEM: J7430

Tech. Code Rep. int. 60%
Cable
Ø mm²

200 A 10 - 25
250 A 35
315 A 50
400 A 70

FEMALE CONNECTOR FOR WELDING CABLES

Brass body coated with highly insulating material.
ITEM: J7435

Tech. Code Rep. int. 60%
Cable
Ø mm²

200 A 10 - 25
250 A 35
315 A 50
400 A 70

The products are available in chapter K

ARAMIC FIBER THERMAL PROTECTION GLOVES

Tech. Code Size EU size
Length

cm

XXL 10 17

Related products
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SCHERMI A MANO PER SALDATURA

Materiale fibra di cellulosa con trattamento antiriflesso, rinforzo interno, colore nero.
Normativa UE di riferimento - EN 175

ART. J7510

Cod. Tec. GR75
Euro

Dimensioni vetro
mm

Peso
g

J75101 14,50 75 x 98 320

Materiale termoindurente fibre glass ininfiammabile, colore nero.
Normativa UE di riferimento - EN 175

ART. J7515

Cod. Tec. GR75
Euro

Dimensioni vetro
mm

Peso
g

J75151 22,20 75 x 98 520

MASCHERE A CASCO PER SALDATURA

Maschere a casco per saldatura in polipropilene, colore rosso.
Fornite senza vetro.
Normativa UE di riferimento - EN 175

ART. J7520

Cod. Tec. GR75
Euro

Dimensioni vetro
mm

Peso
g

J75201 14,40 75 x 98 317

MASCHERE A CASCO PER SALDATURA CON PORTAVETRO RIBALTABILE

Maschere a casco per saldatura in polipropilene con portavetro ribaltabile, colore rosso.
Fornita senza vetro.
Normativa UE di riferimento - EN 175

ART. J7530

Cod. Tec. GR75
Euro

Dimensione vetro
mm

Peso
g

J75301 29,90 75 x 98 397

LEGENDA NORMATIVA VISIERE SCHERMI E FILTRI PER SALDATURA
EN 166 Specifiche di costruzione e prestazionali dei protettori dell'occhio
EN 169 Filtri per la saldatura e tecniche connesse
EN 170 Filtri ultravioletti
EN 171 Filtri infrarossi
EN 172 Filtri solari per uso industriale
EN 175 Equipaggiamento di protezione degli occhi e del viso durante la saldatura e i procedimenti connessi
EN 379 Filtri automatici per saldatura
EN 1731 Protettori degli occhi e del viso a rete

J.58 Indivisible package   Suggested retail package - Unit price

FACE SHIELDS FOR WELDING

Cellulose fiber material with anti-reflective treatment, internal reinforcement, black.
EU standard reference - EN 175.

ITEM: J7510

Tech. Code Glass dimensions
mm

Weight
g

75 x 98 320

Thermosetting material, non-flammable fiberglass, black.
EU standard reference - EN 175.

ITEM: J7515

Tech. Code Glass dimensions
mm

Weight
g

75 x 98 520

HELMET MASKS FOR WELDING

Helmet mask for welding in polypropylene, colour red.
Supplied without glass.
EU standard reference - EN 175.

ITEM: J7520

Tech. Code Glass dimensions
mm

Weight
g

75 x 98 317

HELMET MASKS FOR WELDING WITH TILTING GLASS-HOLDER

Helmet mask for welding in polypropylene with tilting glass-holder colour red.
Supplied without glass.
EU standard reference - EN 175.

ITEM: J7530

Tech. Code Glass dimension
mm

Weight
g

75 x 98 397

FACE SHIELDS, SHIELDS AND FILTERS FOR WELDING STANDARD TABLE
EN 166 Specification for construction and performance of eye-protectors
EN 169 Filters for welding and related techniques
EN 170 Ultraviolet filters
EN 171 Infrared filters
EN 172 Solar filters for industrial use
EN 175 Protective Equipment for eyes and face protection during welding and related processes
EN 379 Automatic welding filters
EN 1731 Eyes and face protectors with net
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J.59 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

LASTRINE PIANE INCOLORE IN VETRO MINERALE

Adatte alla protezione dei vetri inattinici nelle maschere di saldatura.
Normativa UE di riferimento - EN 166

ART. J7540

Cod. Tec. GR75
Euro

Dimensioni
mm



J75401 0,60 75 x 98 100

VETRI INATTINICI A SPECCHIO

Superficie specchiata colore oro, adatti per maschere di saldatura per argon e CO2.
Normativa UE di riferimento - EN 169

ART. J7550

Cod. Tec. GR75
Euro Grado

Dimensioni
mm

J7550DIN10 4,20 DIN 10 Verde chiaro
75 x 98J7550DIN11 6,59 DIN 11 Verde medio

J7550DIN12 4,20 DIN 12 Verde scuro

VETRI INATTINICI

Adatti per maschere di saldatura.

Normativa UE di riferimento - EN 169

ART. J7560

Cod. Tec. GR75
Euro Grado

Dimensioni
mm

J7560DIN9 2,25 DIN 9 verde chiaro

75 x 98
J7560DIN10 2,60 DIN 10 verde chiaro
J7560DIN11 2,65 DIN 11 verde medio
J7560DIN12 2,70 DIN 12 verde scuro

CROCIERA PER MASCHERE

Crociera in materiale termoplastico, con banda antisudore in spugna sostituibile, regolazione della
circonferenza con cremagliera, regolazione in altezza con bottoni, completa di fermo di posizionamento e
blocco in alzata.

ART. J7531

Cod. Tec. GR75
Euro Descrizione

J75311 9,30 Crociera di ricambio per maschere - per J7520 / J7530
J75312 5,80 Fascia antisudore per crociera cf. 5pz - per J7520 / J7530

J.59Indivisible package  Suggested retail package - Unit price

COLOURLESS MINERAL-GLASS FLAT PLATE

Suitable for protecting adiactinic glass in welding masks.
EU standard reference - EN 166.

ITEM: J7540

Tech. Code Dimensions
mm



75 x 98

ADIACTINIC MIRROR GLASS

Mirrored gold-colored surface, suitable for welding masks used with argon and CO2.
EU standard reference - EN 169.

ITEM: J7550

Tech. Code Degree
Dimensions

mm
DIN 10 Light green

75 x 98DIN 11 Medium green
DIN 12 Dark green

ADIACTINIC GLASS

Suitable for welding masks.

EU standard reference - EN 169.

ITEM: J7560

Tech. Code Degree
Dimensions

mm
DIN 9 Light green

75 x 98
DIN 10 Light green

DIN 11 Medium green
DIN 12 Dark green

HEADGEAR MASKS

Headgear in thermoplastic material with replaceable sponge sweatband. Special rack and pin system for
adjusting the circumference.

ITEM: J7531

Tech. Code Description

Replacement headgear for masks - for J7520 / J7530
Sweat band for headgear pkg. 5 pcs - for J7520 / J7530



J

J.60 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

RIDUTTORI DI PRESSIONE PER OSSIGENO

Norma EN ISO 2503. Calotta di protezione manometri integrale in ABS antiurto, portagomma smontabile per
tubo Ø 8 mm con dado G 3/8 DX.

ART. EUROFRO

Cod. Tec. GR75
Euro

Scala entrata
bar

Scala uscita
bar

Press. max
bar

J81101 144,70 0 – 300/315 0 – 15/16 10

RIDUTTORI DI PRESSIONE PER ACETILENE

Norma EN ISO 2503. Calotta di protezione manometri integrale in ABS antiurto, portagomma smontabile per
tubo Ø 8 mm con dado G 3/8 SX.

ART. EUROFRO

Cod. Tec. GR75
Euro

Scala entrata
bar

Scala uscita
bar

Press. max
bar

J81201 156,50 0 – 40 0 – 2,5 1,5

MASCHERE ELETTRONICHE PER SALDATURA

La maschera auto-oscurante Linc Screen® II è progettata per combinare la sicurezza ad una varietà di
funzioni necessarie per ogni procedimento di saldatura: Elettrodo, TIG, MIG, Taglio Plasma.
Un comodo comando presente sulla parte esterna della maschera permette una facile regolazione del grado
di oscuramento da 9 a 13 DIN.
Equipaggiata con due sensori d'arco indipendenti. Alimentazione a celle solari, non richiede batterie. Filtro
auto-oscurante. Design innovativo associato ad un filtro ottico ed elettronica ad alta tecnologia assicurano
saldature di elevata qualità. Regolazione distanza dal viso e morbida banda anti sudore.
Processi: GMAW GTAW > 10A MMAW SMAW FCAW Taglio Plasma, Scriccatura.
Buona sensibilità per saldatura TIG, Corrente minima: 10 A Conforme alle normative CE EN379 EN175
EN166.

Campo visivo LCD: 97 x 44 mm
Protezione UV/IR: DIN 16 (costante)
Interrvallo oscuramento: da DIN 9 a DIN 13
Accensione / Spegnimento: Automatico
Tempo di oscuramento: 0,0001 sec (1/10,000 sec)
Peso totale: 496 g

ART. J7590

Cod. Tec. GR75
Euro Alimentazione Vetro

J759001 149,40 Celle solari -
J7590RV 9,30 - Esterno/interno (2+2)

MASCHERE ELETTRONICHE PER SALDATURA

Maschere elettroniche per saldatura ad alte prestazioni, adatte a tutti i processi di saldatura.
Dotate di sistema True Color che garantisce una visione a colori reali.
Regolazione del filtro DIN 5÷9 / 9÷13
Regolazione esterna di comando e sensibilità del filtro
4 sensori di oscuramento,peso 510 g
Tempo di oscuramento 0,08 ms
Normative UE di riferimento EN175 EN379

ART. TIGER TOP

Cod. Tec. GR75
Euro Alimentazione Ricambi

J78001 193,80 Celle solari -
J780020 4,20

-
Vetro protezione interna (5pz)

J780030 14,70 Vetri protezione esterna (10pz)
J780040 23,00 Crociera per maschera

J.60 Indivisible package   Suggested retail package - Unit price

OXYGEN PRESSURE REDUCERS

EN ISO 2503. Full-protection covered gauges, ABS shockproof, detachable hose connection for Ø 8 mm
pipe with G 3/8 DX nut.

ITEM: EUROFRO

Tech. Code Entry scale
bar

Exit scale
bar

Max. press.
bar

0 – 300/315 0 – 15/16 10

ACETYLENE PRESSURE REDUCERS

EN ISO 2503. Full-protection covered gauges, ABS shockproof, detachable hose connection for Ø 8 mm
pipe with G 3/8 DX nut.

ITEM: EUROFRO

Tech. Code Entry scale
bar

Exit scale
bar

Max. press.
bar

0 – 40 +39 0 2.5 1,5

ELECTRONIC WELDING MASKS

Light and Smart. Be secure with comfortable protection and perfect vision. The Auto-darkening Linc Screen®
II helmet is designed to combine safety with a variety of features ideal for Stick, TIG, MIG welding as well
as plasma cutting. A large control located on the exterior of the helmet allows easy adjustment of the shade
from 9 to 13 DIN.
It is equipped with two independent arc sensors. and solar cells. Automatic Shade Cartridge improve
efficiency and precision with the highest level of safety. User-Friendly Design combined with precision optics
and high-tech electronics enables you to perform top quality welding. Adjustable Settings For maximum
personal comfort in all working conditions. Adjustment regulator for distance from face. Soft absorbent sweat
band. Processes: GMAW GTAW > 10A MMAW SMAW FCAW plasma cutting, crack.
Good sensivity for TIG welding. Minimum current: 10 Complying with the regulation standards CE EN379
EN175 EN166

View Window Size LCD: 97 x 44 mm
UV/IR Protection: Up to Shade DIN 16 at all times
Variable Welding Shades: DIN 9 to 13 with Grind
Power On/Off: Fully automatic
Light to Dark Switching Time: 0.0001 sec. (1/10000 sec.)
Weight: 496 g

ITEM: J7590

Tech. Code Power supply Glass

Solar cells -
- External/internal (2+2)

ELECTRONIC WELDING MASKS

Electronic masks for high performance welding, suitable for all welding processes. Equipped with a True
Colour system that guarantees a true colour vision.
Adjustment of the DIN 5 9/9 13 filter
External control regulation and filter sensitivity
4 dimming sensor, weight 510 g
Dimming time 0.08 ms
EU reference standards EN175 EN379

ITEM: TIGER TOP

Tech. Code Power supply Spare parts

Solar cells -

-
Internal glass protection (5pcs)

External glass protection (10pcs)
Headgear for mask
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J.61 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

RIDUTTORI DI PRESSIONE PER PROPANO

Norma EN ISO 2503. Calotta di protezione manometro in gomma, portagomma smontabile per tubo Ø 8
mm con dado G 3/8 SX.

ART. EUROFRO

Cod. Tec. GR75
Euro

Scala
bar

Press. max
bar

J81301 133,90 0 – 6 4

RIDUTTORI DI PRESSIONE CON FLUSSOMETRO PER ARGON

Norma EN 13918, doppia regolazione per una maggiore stabilità del flusso, possibilità di chiusura del gas
senza modifica della regolazione. Calotta di protezione manometro in gomma, portagomma smontabile per
tubo Ø 6 mm con dado G 1/4 SX.

ART. EUROFRO

Cod. Tec. GR75
Euro

Scala Manometro
bar

Scala Flussometro
L/min

J81401 225,10 0 – 300/315 0 - 20

TUBI IN GOMMA PER ACETILENE

Norma ISO 3821 - Pressione d'esercizio max 20 bar. Colore rosso.
ART. J8210

Cod. Tec. GR75
Euro

Dimensioni
mm

Lunghezza
m

J8210815A 28,40

8 x 15

10
J8210815B 70,90 25
J8210815C 141,90 50
J8210815D 252,10 100

TUBI IN GOMMA PER OSSIGENO

Norma ISO 3821 - Pressione d'esercizio max 20 bar. Colore azzurro.
ART. J8220

Cod. Tec. GR75
Euro

Dimensioni
mm

Lunghezza
m

J8220815A 28,40

8 x 15

10
J8220815B 70,90 25
J8220815C 141,90 50
J8220815D 252,10 100

TUBI BINATI IN GOMMA PER OSSIGENO/ACETILENE

Norma ISO 3821 - Pressione d'esercizio max 20 bar. Colore azzurro/rosso.
ART. J8230

Cod. Tec. GR75
Euro

Dimensioni
mm

Lunghezza
m

J8230815A 50,40

8 x 15

10
J8230815B 126,10 25
J8230815C 252,10 50
J8230815D 412,90 100

J.61Indivisible package  Suggested retail package - Unit price

PROPANE PRESSURE REDUCERS

EN ISO 2503. Full-protection covered gauges, ABS shockproof, detachable hose connection for Ø 8 mm
pipe with G 3/8 DX nut.

ITEM: EUROFRO

Tech. Code Scale
bar

Max. press.
bar

0 – 6 4

ARGON PRESSURE REDUCERS WITH FLOW METER

EN 13918, double regulation for greater flow stability, with the option of closing the gas without changing the
settings. Protection cover, rubber gauge, detachable hose connection for Ø 6 mm pipe with G 1/4 SX nut.

ITEM: EUROFRO

Tech. Code Manometer scale
bar

Flowmeter scale
L/min

0 – 300/315 0 - 20

RUBBER HOSE FOR ACETYLENE

ISO 3821 - Maximum operating pressure 20 bars. Red colour.
ITEM: J8210

Tech. Code Dimensions
mm

Length
m

8 x 15

10
25
50

100

RUBBER HOSE FOR OXYGEN

ISO 3821 - Maximum operating pressure 20 bars. Light blue colour.
ITEM: J8220

Tech. Code Dimensions
mm

Length
m

8 x 15

10
25
50

100

DOUBLE RUBBER HOSE FOR OXY/ACETYLENE

ISO 3821 - Maximum operating pressure 20 bars. Light blue/red colour.
ITEM: J8230

Tech. Code Dimensions
mm

Length
m

8 x 15

10
25
50

100
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J.62 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

* acetilene, propano, metano

DISPOSITIVI DI SICUREZZA PER CANNELLI

Norma ISO 5175 classe 1- EN 730-1. Ottone stampato, arrestano i ritorni di fiamma e di gas.
ART. SECURTOP 662 TF

Cod. Tec. GR75
Euro Uso per

Attacco
filettato

Portagomma Ø
mm

J8310OSS 44,50 ossigeno G 3/8 DX
8 - 6,3J8310GAS 44,50 * gas comb. G 3/8 SX

* acetilene, propano, metano

DISPOSITIVI DI SICUREZZA PER TUBI

Norma ISO 5175 classe 1- EN 730-1. Ottone stampato, arrestano i ritorni di fiamma e di gas.
ART. SECURTOP 662 TT

Cod. Tec. GR75
Euro Uso per

Portagomma Ø
mm

J8320OSS 38,40 ossigeno
8 - 6,3J8320GAS 38,40 * gas comb.

* acetilene, propano, metano

DISPOSITIVI DI SICUREZZA PER RIDUTTORI

Norma EN 730-1. Ottone stampato, arrestano i ritorni di fiamma e di gas, dispositivo inox sinterizzato per
arresto fiamma, dispositivo antiritorno gas ad alta sensibilità.

ART. SECURTOP 665

Cod. Tec. GR75
Euro Uso per

Attacco
filettato

J8330OSS 56,70 ossigeno G 3/8 DX
J8330GAS 54,70 * gas comb. G 3/8 SX

ACCENDIGAS A MOLLA

Adatto all’accensione dei cannelli ossigas.
ART. J8410

Cod. Tec. GR75
Euro Dotazione

J84101 14,00 5 pietrine

RIVELATORI DI FUGHE DI GAS

Specifico per individuare rapidamente eventuali perdite di gas, azoto, ossigeno, anidride carbonica, aria
compressa.

ART. LEAK VIEWER SCHEDE DI SICUREZZA ON-LINE

Cod. Tec. GR73
Euro Confezione

Quantità
ml



J3670400 8,98 Bomboletta spray 400 12

J.62 Indivisible package   Suggested retail package - Unit price

* acetylene, propane, methane

SAFETY DEVICE FOR TORCHES

ISO 5175 Class 1 - EN 730-1. Pressed brass, stops flashbacks and gas.
ITEM: SECURTOP 662 TF

Tech. Code Use for Threaded coupling
Hose connection ø

mm
Oxygen G 3/8 DX

8 - 6.3
*comb. gas G 3/8 SX

* acetylene, propane, methane

SAFETY DEVICE FOR HOSES

ISO 5175 Class 1 - EN 730-1. Pressed brass, stops flashbacks and gas.
ITEM: SECURTOP 662 TT

Tech. Code Use for
Hose connection ø

mm
Oxygen

8 - 6.3
*comb. gas

* acetylene, propane, methane

SAFETY DEVICE FOR REDUCERS

EN 730-1. Pressed brass, stops flashbacks and gas, sintered stainless device to stop gas flames, high-
sensitivity backstop device.

ITEM: SECURTOP 665

Tech. Code Use for Threaded coupling

Oxygen G 3/8 DX
*comb. gas G 3/8 SX

SPRING GAS LIGHTERS

Suitable for igniting oxy-gas torches.
ITEM: J8410

Tech. Code Equipment

5 flints

GAS LEAK DETECTORS

Specific to quickly detect gas, nitrogen, oxygen, carbon dioxide, compressed air leakage.
ITEM: LEAK VIEWER SAFETY DATA SHEETS ON-LINE

Tech. Code Package
Quantity

ml


Spray can 400
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KIT PER SALDATURA E TAGLIO OSSI/ACETILENE

Composizione:
- 1 impugnatura FROVER ottone
- 1 lancia da taglio a rubinetto H1F
- 2 punte da taglio H1F mm 25, H1F mm 50
- 2 dispositivi SECURTOP 662TF (ossigeno e acetilene)
- 4 lance a saldare 80 L/h, 160 L/h, 315 L/h, 500 L/h
- 1 lancia a saldare curvabile 315 L/h

ART. FROVERKIT 1

Cod. Tec. GR75
Euro Confezione

J8510KIT1 (824,00) Valigetta in metallo

Composizione:
- 1 impugnatura FROVER ottone
- 1 lancia da taglio a rubinetto H1F
- 2 punte da taglio H1F mm 25, H1F mm 50
- 2 dispositivi SECURTOP 662TF (ossigeno e acetilene)
- 4 lance a saldare 80 L/h, 160 L/h, 315 L/h, 500 L/h
- 1 lancia a saldare curvabile 315 L/h
- 2 dispositivi SECURTOP 665 (per rid. ossigeno e acetilene)
- 2 riduttori di pressione EUROFRO (ossigeno e acetilene)

ART. FROVERKIT 2

Cod. Tec. GR75
Euro Confezione

J8515KIT2 (1291,80) Valigetta in metallo

J.63Indivisible package  Suggested retail package - Unit price

OXY/ACETYLENE WELDING AND CUTTING KIT

Composed of:
- 1 Frover brass handle
- 1 Faucet cutting lance H1F
- 2 Cutting tips H1F 25 mm, 50 mm H1F
- 2 Devices SECURTOP 662TF (oxygen and acetylene)
- 4 Welding lances 80 l/h, 160 l/h 315 l/h, 500 l/h
- 1 Flexible welding lance 315 l/h

ITEM: FROVERKIT 1

Tech. Code Package

Metallic case

Composed of:
- 1 Frover brass handle
- 1 Faucet cutting lance H1F
- 2 Cutting tips H1F 25 mm, 50 mm H1F
- 2 Devices SECURTOP 662TF (oxygen and acetylene)
- 4 Welding lances 80 l/h, 160 l/h 315 l/h, 500 l/h
- 1 Flexible welding lance 315 l/h
- 2 Devices SECURTOP 665 (for red oxygen and acetylene)
- 2 Pressure reducers EUROFRO (oxygen and acetylene)

ITEM: FROVERKIT 2

Tech. Code Package

Metallic case
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K.1

ATTREZZATURA ANTINFORTUNISTICA K
2 - 6

K0
Abbigliamento

7 - 13
K1

Calzature

50 - 51
K7

Pronto soccorso

47 - 50
K6
Imbracature,

dispositivi anticaduta

42 - 46
K5

Protezioni
vie respiratorie

34 - 41
K4

Protezioni occhi,
capo ed udito

31 - 33
K3

Grembiuli in crosta
e pvc, tute

14 - 30
K2

Guanti

K.1

SAFETY EQUIPMENT

Clothing wear

Safety shoes

First aid kits

Safety harnesses

Safety masks

Safety glasses,
helmets and headphones

Safety overalls and aprons

Safety gloves
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K.2 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

T-SHIRT

Cod. Tec. K0700S K0700M K0700L K0700XL K0700XXL
GR67 Euro 6,59 6,59 6,59 6,59 6,59
Taglia S M L XL XXL
Taglia EU 44/46 48/50 52 54/56 58/60

ART. K0700
Colore Nero. Tessuto cotone 100%. Peso 145 g/m².

POLO MANICA CORTA

Cod. Tec. K0750S K0750M K0750L K0750XL K0750XXL
GR67 Euro 14,42 14,42 14,42 14,42 14,42
Taglia S M L XL XXL
Taglia EU 44/46 48/50 52 54/56 58/60

ART. K0750
Colore Blu. Tessuto cotone cardato 100%. Peso 190g/m².

T-SHIRT POWER

Cod. Tec. K0680M K0680L K0680XL K0680XXL
GR67 Euro 11,00 11,00 11,00 11,00
Taglia M L XL XXL
Taglia EU 48/50 52 54/56 58/60

ART. K0680
Colore Grigio Convoy con inserti a contrasto Rosso/Bianco. Tessuto jersey 100% cotone pettinato. Peso 150 g/m².

POLO MANICA CORTA POWER

Cod. Tec. K0840S K0840M K0840L K0840XL K0840XXL
GR67 Euro 32,00 32,00 32,00 32,00 32,00
Taglia S M L XL XXL
Taglia EU 44/46 48/50 52 54/56 58/60

ART. K0840
Colore grigio Convoy con inserti a contrasto rosso/bianco. Tessuto piquet 100% cotone pettinato. Peso 180 g/m².

K.2 Indivisible package   Suggested retail package - Unit price

T-SHIRT

Tech. Code

Size S M L XL XXL
Size EU 44/46 48/50 52 54/56 58/60

ITEM: K0700
Black colour 100% cotton fabric.
Weight 145 g/m².

SHORT SLEEVE POLO SHIRT

Tech. Code

Size S M L XL XXL
Size EU 44/46 48/50 52 54/56 58/60

ITEM: K0750
Blue colour. 100% carded cotton fabric.
Weight 190 g/m².

POWER T-SHIRT

Tech. Code

Size M L XL XXL
Size EU 48/50 52 54/56 58/60

ITEM: K0680
Convoy grey colour with contrasting red/white inserts. Jersey fabric 100% brushed cotton.
Weight 150 g/m².

POWER SHORT SLEEVE POLO SHIRT

Tech. Code

Size S M L XL XXL
Size EU 44/46 48/50 52 54/56 58/60

ITEM: K0840
Convoy grey colour with contrasting red/white inserts. Piquet fabric 100% carded cotton.
Weight 180 g/m².
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K.3 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

FELPE POWER

Cod. Tec. K0480S K0480M K0480L K0480XL K0480XXL
GR67 Euro 61,00 61,00 61,00 61,00 61,00
Taglia S M L XL XXL
Taglia EU 44/46 48/50 52 54/56 58/60

ART. K0480
Colore Grigio Convoy con inserti a contrasto Rosso/Bianco. Tessuto felpa non garzata 100% cotone.
Peso 300 g/m².

PANTALONI POWER

Cod. Tec. K0550S K0550M K0550L K0550XL K0550XXL
GR67 Euro 52,00 52,00 52,00 52,00 52,00
Taglia S M L XL XXL
Taglia EU 44/46 48/50 52 54/56 58/60

ART. K0550
Colore grigio Convoy con inserti a contrasto rossi. Tessuto gabardine 65% cotone 35% con fodera interna in rete.
Peso 240 g/m².

BOMBER POWER

Cod. Tec. K0910S K0910M K0910L K0910XL K0910XXL
GR67 Euro 101,00 101,00 101,00 101,00 101,00
Taglia S M L XL XXL
Taglia EU 44/46 48/50 52 54/56 58/60

ART. K0910
Colore Grigio Convoy con inserti a contrasto Rosso/Bianco. Scaldamani e taschino interno. Tessuto texlon 92%
poliammide 8%. Imbottitura con ovatta 100% poliestere. Peso 140 g/m² (esclusa imbottitura).

K.3Indivisible package  Suggested retail package - Unit price

POWER SWEATSHIRT

Tech. Code

Size S M L XL XXL
Size EU 44/46 48/50 52 54/56 58/60

ITEM: K0480
Convoy grey colour with contrasting red/white inserts. Unbrushed pile/fleece fabric 100% cotton.
Weight 300 g/m².

POWER TROUSERS

Tech. Code

Size S M L XL XXL
Size EU 44/46 48/50 52 54/56 58/60

ITEM: K0550
Convoy grey colour with contrasting red inserts. Fabric 65% gabardine 35% cotton with inner net lining.
Weight 240 g/m².

POWER JACKETS

Tech. Code

Size S M L XL XXL
Size EU 44/46 48/50 52 54/56 58/60

ITEM: K0910
Convoy grey colour with contrasting red/white inserts. Hand warmer and inner pocket.
Fabric 92% texlon 8% polyamide. Padded with 100% polyester wadding.
Weight 140 g/m² (excluding padding).
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K.4 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

GILET INVERNALI POWER

Cod. Tec. K0890M K0890L K0890XL K0890XXL
GR67 Euro 69,00 69,00 69,00 69,00
Taglia M L XL XXL
Taglia EU 48/50 52 54/56 58/60

ART. K0890
Colore grigio Convoy con inserti a contrasto rosso/bianco. Scaldamani e taschino interno. Tessuto texlon 92%
poliammide 8%. Imbottitura con ovatta 100% poliestere. Peso 520 g/m².

GILET ESTIVI POWER

Cod. Tec. K0880S K0880M K0880L K0880XL K0880XXL
GR67 Euro 56,00 56,00 56,00 56,00 56,00
Taglia S M L XL XXL
Taglia EU 44/46 48/50 52 54/56 58/60

ART. K0880
Colore Grigio Convoy con inserti a contrasto Rosso/Bianco. Tessuto gabardine 65% poliestere 35%.
Fodera interna in rete forata 100% poliestere. Peso 240 g/m².

GILET AD ALTA VISIBILITA’ ARANCIO IN POLIESTERE

Cod. Tec. K0595AR
GR67 Euro 3,92
Taglia Unica

ART. K0595
Gilet ad alta visibilità 100% poliestere.
Apertura frontale regolabile con chiusura a velcro, 2 bande retro riflettenti orizzontali che avvolgono completamente
l'addome, bande rifrangenti EN 471, taglia unica.
Colore arancio.

TUTE DA LAVORO BLU IN COTONE SANFORIZZATO

Cod. Tec. K060048 K060050 K060052 K060054 K060056
GR67 Euro 29,47 29,47 29,47 29,47 29,47
Taglia 48 50 52 54 56

ART. K0600
Tuta da lavoro realizzata con tessuto 100% cotone sanforizzato. Peso 270 g/m², percentuale di restringimento:
+/- 2%, 2 tasche al torace con patta e bottone, 2 tasche applicate in vita, 1 tasca porta metro sul laterale posteriore
della gamba DX, 1 tasca posteriore applicata sul lato DX, con asola e bottone, elastico di regolazione in vita nella
parte posteriore, collo a camicia, chiusura con cerniera ricoperta da patta, colore blu.

Cod. Tec. K060058 K060060 K060062 K060064
GR67 Euro 29,47 29,47 29,47 29,47
Taglia 58 60 62 64

K.4 Indivisible package   Suggested retail package - Unit price

POWER WINTER VESTS

Tech. Code

Size M L XL XXL
Size EU 48/50 52 54/56 58/60

ITEM: K0890
Convoy grey colour with contrasting red/white inserts. Hand warmer and inner pocket.
Fabric 92% texlon 8% polyamide. Padded with 100% polyester wadding.Weight 520 g/m².

POWER SUMMER VESTS

Tech. Code

Size S M L XL XXL
Size EU 44/46 48/50 52 54/56 58/60

ITEM: K0880
Convoy grey colour with contrasting red/white inserts. Fabric 65% gabardine 35% polyester.
Inner lining with net 100% polyester.
Weight 240 g/m².

HIGH VISIBILITY ORANGE VEST - 100% POLYESTER

Tech. Code

Size One size fits all

ITEM: K0595
100% Polyester high-visibility vest Adjustable front opening, velcro closure, 2 EN 471-compliant waist level
horizontal reflective stripes extending entirely around the back. One size fits all-Orange colour.

OVERALL WORKWEAR - 100% SANFORIZED COTTON

Tech. Code

Size 48 50 52 54 56

ITEM: K0600
100% Sanforized cotton overall work wear Weight 270 g/m², Shrinkage percentage: +/- 2%, 2 pockets on the chest
with flap and buttons, 2 patch pockets on the waist, 1 rule pocket on right leg side, 1 back patch pocket on the right
side with button-hole and button, Elastic band at waist all along the back, shirt-collar, fastener with zipper, blue
colour.

Tech. Code

Size 58 60 62 64
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PANTALONI DA LAVORO BLU CON PETTORINA IN COTONE SANFORIZZATO

Cod. Tec. K061046 K061048 K061050 K061052 K061054
GR67 Euro 20,09 20,49 20,09 20,50 20,50
Taglia 46 48 50 52 54

ART. K0610
Pantaloni con pettorina realizzati con tessuto 100% cotone sanforizzato. Peso 270 g/m², percentuale di
restringimento +/- 2%, bretelle regolabili e chiusura con fibbie di metallo, 1 tasca applicata su pettorina con
chiusura a cerniera, 2 tasche applicate in vita, 1 tasca posteriore applicata sul lato DX, 1 tasca porta metro sul
laterale posteriore della gamba DX, elastico di regolazione in vita nella parte posteriore, apertura laterale con
bottoni, apertura frontale con bottoni ricoperti da patta, colore blu.

Cod. Tec. K061056 K061058 K061060 K061062 K061064
GR67 Euro 20,50 20,50 20,50 20,09 20,50
Taglia 56 58 60 62 64

PANTALONI DA LAVORO BLU IN COTONE MASSAUA SANFORIZZATO

Cod. Tec. K061546 K061548 K061550 K061552 K061554
GR67 Euro 15,97 15,97 15,97 15,97 15,97
Taglia 46 48 50 52 54

ART. K0615
Pantaloni multitasche, 100% cotone massaua, peso 250 g/m² sanforizzato, colore reattivo, chiusura della patta con
bottoni, due tasche anteriori, una tasca posteriore applicata, tasche portattrezzi sulla gamba destra, elastico in vita,
colore blu.

GIACCHE DA LAVORO BLU IN COTONE MASSAUA SANFORIZZATO

Cod. Tec. K061846 K061848 K061850 K061852 K061854
GR67 Euro 17,41 17,41 17,41 17,41 17,41
Taglia 46 48 50 52 54

ART. K0618
Giacche in cotone Massaua 100%, peso 250 g/m² sanforizzato, colore reattivo, chiusura centrale con bottoni
coperti, collo aperto, 2 tasche e 1 taschino applicati, elastico ai polsi, colore blu.

Cod. Tec. K061556 K061558 K061560 K061562 K061564
GR67 Euro 15,97 15,97 15,97 15,97 15,79
Taglia 56 58 60 62 64

Cod. Tec. K061856 K061858 K061860 K061862 K061864
GR67 Euro 17,41 17,41 17,41 17,41 17,41
Taglia 56 58 60 62 64

K.5Indivisible package  Suggested retail package - Unit price

WORKWEAR DUNGAREES - 100% SANFORIZED COTTON

Tech. Code

Size 46 48 50 52 54

ITEM: K0610
100% Sanforized cotton working dungarees. 100% sanforized cotton dungarees. Weight 270 g/m², shrinkage
percentage +/- 2%, suspenders with front adjustment and closing with metal buckles, 1 patch-pocket on bib with
zipper closing, 2 patch pockets on the waist, 1 back patch pocket on the right side, 1 rule pocket on right leg side,
adjustable elastic waist band, side opening with button closing, front opening with button flap, blue colour.

Tech. Code

Size 56 58 60 62 64

WORKWEAR TROUSERS - 100% SANFORIZED MASSAUA COTTON

Tech. Code

Size 46 48 50 52 54

ITEM: K0615
100% massaua cotton multi-pockets trousers, weight 250 g/m², sanforized, reagent color, flap closing with buttons,
two front pockets, a rear stitched pocket, tools pocket on the right leg, elastic on the waist, blue colour.

WORKWEAR JACKETS - 100% SANFORIZED MASSAUA COTTON

Tech. Code

Size 46 48 50 52 54

ITEM: K0618
100% massaua cotton jacket, 250 g/m², sanforized, reagent color, middle closing with covered buttons, opened
collar, 2 stitched pockets and 1 stitched breast pocket, elastic on the wrists, blue colour.

Tech. Code

Size 56 58 60 62 64

Tech. Code

Size 56 58 60 62 64
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CAMICI DA LAVORO BLU IN COTONE SANFORIZZATO

Cod. Tec. K062046 K062048 K062050 K062052 K062054
GR67 Euro 22,15 22,15 22,15 22,15 22,15
Taglia 46 48 50 52 54

ART. K0620
Camice da lavoro realizzato con tessuto 100% cotone sanforizzato. Peso 270 g/m², percentuale di restringimento
+/- 2%, 1 taschino applicato al petto, 2 tasche applicate in vita, collo con bavero in doppio tessuto, chiusura con
bottoni ricoperti da patta, maniche a giro, colore blu.

Cod. Tec. K062056 K062058 K062060 K062062 K062064
GR67 Euro 22,66 22,15 22,15 22,15 22,15
Taglia 56 58 60 62 64

CAMICI IN POLIESTERE E COTONE BLU - BIANCHI - NERI

Cod. Tec. K062146BLU K062148BLU K062150BLU K062152BLU K062154BLU
GR67 Euro 24,45 24,45 24,45 24,45 24,45
Colore Blu
Taglia 46 48 50 52 54

ART. K0621
Camici in poliestere/cotone uomo, peso 145 g/m², chiusura centrale con bottoni coperti, collo aperto, due tasche e
1 taschino applicati, elastico ai polsi, colori blu, bianco, nero.

Cod. Tec. K062146N K062148N K062150N K062152N K062154N
GR67 Euro 24,45 24,45 24,45 24,45 24,45
Colore Neri
Taglia 26 48 50 52 54

Cod. Tec. K062156BI K062158BI K062160BI K062162BI
GR67 Euro 24,45 24,45 24,45 24,45
Colore Bianchi
Taglia 56 58 60 62

Cod. Tec. K062156N K062158N K062160N K062162N
GR67 Euro 24,45 24,45 24,45 24,45
Colore Neri
Taglia 56 58 60 62

Cod. Tec. K062156BLU K062158BLU K062160BLU K062162BLU
GR67 Euro 24,45 24,45 24,45 24,45
Colore Blu
Taglia 56 58 60 62

Cod. Tec. K062146BI K062148BI K062150BI K062152BI K062154BI
GR67 Euro 24,45 24,45 24,45 24,45 24,45
Colore Bianchi
Taglia 46 48 50 52 54

K.6 Indivisible package   Suggested retail package - Unit price

WORKWEAR OVERALL COAT - 100% SANFORIZED COTTON

Tech. Code

Size 46 48 50 52 54

ITEM: K0620
100% sanforized cotton working long coat Weight 270 g/m², shrinkage percentage +/- 2%, 1 small pocket on the
chest, 2 patch pockets on the waist, coat collar in double fabric, fastener with buttons and button flap, radial arm
construction sleeve, blue colour.

Tech. Code

Size 56 58 60 62 64

POLYESTER AND COTTON OVERALL COATS BLUE - WHITE - BLACK

Tech. Code

Colour Blue
Size 46 48 50 52 54

ITEM: K0621
Polyester/cotton coats, 145 g/m², middle closing with covered buttons, opened collar, two stitched pockets and a
stitched breast pocket, elastic on the wrists, blue, white, black colour.

Tech. Code

Colour Black
Size 26 48 50 52 54

Tech. Code

Colour White
Size 56 58 60 62

Tech. Code

Colour Black
Size 56 58 60 62

Tech. Code

Colour Blue
Size 56 58 60 62

Tech. Code

Colour White
Size 46 48 50 52 54
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LEGENDA NORMATIVA CALZATURE ANTINFORTUNISTICHE
EN ISO 20344*
EN 344

Metodi di prova per calzature

EN ISO 20345 Calzature di sicurezza con puntale che resiste ad urti con forza fino a 200 J e
compressioni fino a 15 kN (CATEGORIA S)

EN ISO 20347*
EN 347

Calzature da lavoro senza puntale (CATEGORIA 0)

EN ISO 17249 Calzature di sicurezza con resistenza al taglio da sega a catena

EN ISO 13287 Metodo di prova per la resistenza allo scivolamento

* DPI certificati a partire dal 2006

Simbolo Condizioni di prova Modalità Requisiti minimi

SRA Fondo: ceramica
Lubrificante: soluzione detergente

Tacco
Piano

0,28
0,32

SRB Fondo: acciaio
Lubrificante: glicerina

Tacco
Piano

0,13
0,18

SRC SRA + SRB - -

CLASSIFICAZIONE

REQUISITI PRESTAZIONALI
TIPO I

o
TIPO II

TIPO I
Cuoio e altri materiali

TIPO II
Interamente
di gomma
o polimeri

CA
TE

GO
RI

E

Calzature di sicurezza SB S1P S1 S2 S3 S4 S5

Calzature da lavoro OB 01P 01 02 03 04 05

Requisiti base X X X X X X X

Resistenza allo scivolamento SR A/B/C* X X X X X X X

Antistaticità A 0 X X X X X X

Assorbimento di energia nella zona del tallone E 0 X X X X X X

Penetrazione e assorbimento acqua nella tomaia WRU
(applicabile solo alle calzature di tipo I)

0 0 0 X X - -

Resistenza perforazione P 0 X 0 0 X 0 X

Conduttività C 0 0 0 0 0 0 0

Isolamento dal calore HI 0 0 0 0 0 0 0

Isolamento dal freddo CI 0 0 0 0 0 0 0

Resistenza al calore per contatto della suola HRO 0 0 0 0 0 0 0

Tenuta all’acqua WR
(applicabile solo alle calzature di tipo I)

0 0 0 0 0 - -

Protezione della caviglia AN 0 0 0 0 0 0 0

Resistenza al taglio CR 0 0 0 0 0 0 0

Protezione del metatarso M
(applicabile solo alle calzature di sicurezza)

0 0 0 0 0 0 0

Resistenza della suola agli idrocarburi FO
(opzionale per tutte le categorie di calzature da
lavoro e per la categoria SB, di base per tutte le altre
categorie di calzature di sicurezza)

0 X X X X X X

* DPI certificati a partire dal 2006                   X: requisito obbligatorio     0: requisito opzionale

DESCRIZIONE DEI REQUISITI DELLE CALZATURE

Requisiti di base (SB) comprendono tra gli altri:
resistenza allo strappo, all’abrasione, permeabilità al vapore acqueo, resistenza al distacci
tomaia/suola.

Requisiti di base (OB) comprendono tra gli altri:
resistenza allo strappo, all’abrasione, permeabilità al vapore acqueo, resistenza al distacci
tomaia/suola.

Resistenza allo scivolamento
viene verificato il coefficiente di attrito della scarpa su diversi tipi di superfici scivolose, testate sul
tacco e sulla suola.

REQUISITI OPZIONALI

I seguenti requisiti non sono obligatori per la certificazione delle calzature, ma sono requisiti
supplementari necessari per alcune applicazioni speciali delle calzature decise dal fabbricante.

Antistaticità
Queste calzature riducono al minimo l’accumulo di cariche elettrostatiche dissipandole, riducendo
così il rischio di incendio o esplosione nel caso di lavoro in ambienti con presenza di sostanze
infiammabili. Se esiste un rischio di scosse elettriche è essenziale ricorrere a misure aggiuntive.
La resistenza elettrica di questo tipo di calzatura può essere modificata in misura significativa,
dalla flessione, dalla contaminazione o dall’umidità. Durante l’uso delle calzature antistatiche,
la resistenza del suolo deve essere tale da non annullare la protezione fornita dalle calzature,
e non deve essere introdotto alcun elemento isolante tra il sottopiede della calzatura e il piede
del portatore. Qualora sia introdotta una soletta tra il sottopiede e il piede, occorre verificare le
proprietà elettriche della combinazione calzatura/soletta.

Assorbimento di energia nella zona del tallone
Serve per ridurre l’energia trasmessa dagli urti al tallone che possono comportare alla lunga
effetti nocivi.

Penetrazione e assorbimento acqua nel tomaio
Si utilizza in attività a frequente contatto con acqua, fango, o esposte agli agenti atmosferici.
Qualora il contatto con l’acqua sia continuo, occorrerà orientare la scelta verso calzature di tipo II.

Resistenza alla perforazione
Le calzature vengono dotate di soletta antiperforazione inserita all’interno della suola stessa e di
dimensioni tali da poter garantire la protezione di tutta la pianta del piede.

Conduttività
Sono utilizzate quando è necessario ridurre al minimo l’accumulo di cariche elettrostatiche
dissipandole nel minor tempo possibile. Non possono essere utilizzate se è presente il rischio
di scosse elettriche. Durante l’uso delle calzature conduttive, la resistenza del suolo deve essere
tale da non annullare la protezione fornita dalle calzature e non deve essere introdotto alcun
elemento isolante tra il sottopiede delle calzature e il piede del portatore.

Isolamento dal calore
Hanno lo scopo di proteggere il pede dall’effetto del calore esterno. Esse devono garantire per
almeno 30 minuti temperature al massimo di circa 22°C al piede, quando la calzatura sia a
contatto con suolo caldo fino a 150°C.

Isolamento dal freddo
Sono indicate per lavori eseguiti all’aperto esposti agli agenti atmosferici, ad esempio sulla strada
o nei boschi.

Resistenza al calore per contatto della suola
Sono idonee a quelle mansioni su fondi caldi poiché dotate di idonea suola con rilievi esercitante
una efficace azione coibente protettiva. Si deve comunque considerare che la resistenza di prova
al calore per contatto si limita a 300°C per 1 minuto.

Protezione della caviglia
Hanno lo scopo di proteggere la caviglia dell’indossatore dagli urti.

Resistenza al taglio
La parte inferiore della scarpa, per una altezza di 3 cm a partire dalla suola è dotata di protezione
al taglio. Il livello di protezione è paragonabile a quello dei guanti di protezione con resistenza al
taglio 2.

Protezione del metatarso
Fornisce una protezione aggiuntiva alla zona del metatarso.

K.7Indivisible package  Suggested retail package - Unit price

STANDARDS FOR SAFETY FOOTWEAR
EN ISO 20344*
EN 344

Footwear testing

EN ISO 20345 Safety shoes with toe cap impact resistance up to 200 J and compression
resistance 15 kN (CATEGORY S)

EN ISO 20347*
EN 347

Heavy duty footwear, without protective toe cap (CATEGORY 0)

EN ISO 17249 Cut-resistant chainsaw safety shoes

EN ISO 13287 Slip-resistance testing methods

* DPI certified starting from 2006

Symbol Test conditions Methods Standard
requirements

SRA Surface: ceramic
Lubricant: detergent solution

Heel
Flat

0,28
0,32

SRB Surface: steel
Lubricant: glycerin

Heel
Flat

0,13
0,18

SRC SRA + SRB - -

CLASSIFICATION

PERFORMANCE REQUIREMENTS
TYPE I

o
TYPE II

TYPE I
Leather

and other materials

TYPE II
All-rubber or
all-polymeric

CA
TE

GO
RI

ES Safety shoes SB S1P S1 S2 S3 S4 S5

Work shoes OB 01P 01 02 03 04 05

Basic requirements X X X X X X X

Slip resistance SR A/B/C* X X X X X X X

Antistatic quality A 0 X X X X X X

Heel energy absorption E 0 X X X X X X

Upper: water penetration and water absorption WRU
(applicable only for type I shoes)

0 0 0 X X - -

Perforation resistance P 0 X 0 0 X 0 X

Conductive protection C 0 0 0 0 0 0 0

Heat insulation HI 0 0 0 0 0 0 0

Cold insulation CI 0 0 0 0 0 0 0

Contact heat resistance HRO 0 0 0 0 0 0 0

Water resistant WR (applicable only for type I shoes) 0 0 0 0 0 - -

Ankle protection AN 0 0 0 0 0 0 0

Cut resistance CR 0 0 0 0 0 0 0

Metatarsal protection M
(applicable only for safety shoes)

0 0 0 0 0 0 0

Chemical resistance FO (optional for all work shoes
category and for SB category, standard for all other
safety shoes categories)

0 X X X X X X

* DPI certified starting from 2006 X: mandatory requirement 0: optional requirement

DEFINITION OF FOOTWEAR REQUIREMENTS

Standard requirements (SB) comprise amongst others:
tear-off, abrasion resistance, water vapour permeability, upper surface and sole resistance
to detachment.

Standard requirements (OB) comprise amongst others:
tear-off, abrasion resistance, water vapour permeability, upper surface and sole resistance
to detachment.

Slip resistance
the degree of slip resistance is determined by the coefficient of friction on different types
of slippery surfaces, tested on both heel and sole.

OPTIONAL REQUIREMENTS

The following requirements are not mandatory for the purpose of footwear certification, yet these
are additional necessary requirements for some special footwear applications defined by the
manufacturer.

Antistatic property
Capable of dissipating electrostatic charge in a controlled manner therefore reducing the hazard
of fire or explosion in workplaces with inflammable and explosive substances. Should some work
environments pose the risk of electric shock, additional requirements are paramount. Electric
shock resistance properties in footwear may be significantly modified, by flexion, contamination
or moisture. While wearing antistatic footwear, soil resistance must be suited to avoid any shoe
protection failure and no other insulating element should be added between insole and foot.
Should a footbed be added between insole and foot itself, the combination of footwear/footbed
and their electric properties must be further tested.

Heel energy absorption
It absorbs impact energy applied to the heel so to reduce risk of long-term negative effects.

Upper shoe: water penetration and absorption
Used in the event of long or repeated contact with water, mud or when exposed to weather
conditions.
Should contact with water be prolonged and continuous a type II footwear is recommended
instead.

Perforation resistance
An anti-perforation insole is added within the sole itself, its size being such as to ensure full
protection to the foot.

Conductivity
Used when electric charge needs to be significantly reduced and dissipated as quickly as possible.
Shall not be used in the event of electric shock hazard While wearing conductive footwear, soil
resistance must be suited to avoid any shoe protection failure and no other insulating element
should be added between insole and foot.

Heat insulation
Designed to offer foot protection and insulation against external heat. They must guarantee that
the foot remains at a maximum temperature of 22°C for at least 30 minutes when the shoe is in
contact with hot ground up to 150°C.

Cold insulation
Indicated when working outdoor and for workers who are exposed to extreme weather conditions,
along roadways or in the woods.

Contact heat resistance
They can manage hot surface contact being provided with a specific waffle-pattern outsole for
effective protection and insulation results. Nevertheless, tested contact heat resistance is limited
to 300°C for 1 minute.

Ankle protection
Designed to protect the worker’s ankle against shocks and trauma.

Cut resistance
The bottom of the shoes from sole to a height of 3 cm offer protection against cutting.
Their protection level may be compared to that of level 2 cut resistant gloves.

Metatarsal protection
Providing an additional protection to the metatarsal region.
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LEGENDA ICONE CALZATURE

Puntale 200 joule Calzatura antistatica

Assorbimento di energia nel tallone Resistenza agli idrocarburi

Impermeabilità dinamica della tomaia Resistenza al calore per contatto

Pelle tomaia traspirante

Lamina antiforo

ART. JUMP 700 L49678 50J
Colore grigio. Tomaia in nubuck, idrorepellente, fodera Air Mesh con antiscalzante in microfibra, sottopiede in polietilene
anatomico + EVA, suola in poliuretano bidensità, suoletta antiperforazione zero ad alta flessibilità (tessuto), puntale in
ALcap (alluminio).

Cod. Tec. GR67
Euro Misura EU Misura US

K112038 89,00 38 5,5
K112039 89,00 39 6
K112040 89,00 40 7
K112041 89,00 41 8,5
K112042 89,00 42 9

Cod. Tec. GR67
Euro Misura EU Misura US

K112043 89,00 43 10
K112044 89,00 44 10,5
K112045 89,00 45 11
K112046 89,00 46 11,5
K112047 89,00 47 12

ART. RACE 200 L5983 OXH
Colore Asphalt - Green Acacia. Tomaia in pelle Action Nubuck resistente all'acqua, fodera in Tessuto mesh traspirante,
puntale in metal free con protezione all'urto 200 Joule, sottopiede antintrusione in tessuto anti-perforazione, assorbente,
resistente all'abrasione, suola in poliuretano, battistrada SCR antiscivolo, intersuola confortevole. Utilizzo consigliato per
ambienti industriali, edilizia, artigianato,logistica e agricoltura.

Cod. Tec. GR67
Euro Misura EU Misura US

K120036 75,00 36 4,5
K120037 75,00 37 5
K120038 75,00 38 5,5
K120039 75,00 39 6
K120040 75,00 40 7
K120041 75,00 41 8,5

Cod. Tec. GR67
Euro Misura EU Misura US

K120042 75,00 42 9
K120043 75,00 43 10
K120044 75,00 44 10,5
K120045 75,00 45 11
K120046 75,00 46 11,5
K120047 75,00 47 12

SCARPE ANTINFORTUNISTICHE
ART. RACE 200 MID L59833 OXH
Colore Asphalt - Green Acacia. Tomaia in pelle Action Nubuck resistente all'acqua, fodera in Tessuto mesh traspirante,
puntale in metal free con protezione all'urto 200 Joule, sottopiede antintrusione in tessuto anti-perforazione, assorbente,
resistente all'abrasione, suola in poliuretano, battistrada SCR antiscivolo, intersuola confortevole. Utilizzo consigliato per
ambienti industriali, edilizia, artigianato,logistica e agricoltura.

Cod. Tec. GR67
Euro Misura EU Misura US

K120138 79,00 38 5,5
K120139 79,00 39 6
K120140 79,00 40 7
K120141 79,00 41 8,5
K120142 79,00 42 9

Cod. Tec. GR67
Euro Misura EU Misura US

K120143 79,00 43 10
K120144 79,00 44 10,5
K120145 79,00 45 11
K120146 79,00 46 11,5
K120147 79,00 47 12

K.8 Indivisible package   Suggested retail package - Unit price

FOOTWEAR ICONS LEGEND

200 joule toe cap Antistatic footwear

Energy absorbing heel Oil resistant sole

Dynamic impermeability of the uppers Heat resistant outsole

Breathable leather upper

Steel midsol

ITEM: JUMP 700 L49678 50J
Grey colour. Waterproof Nubuck uppers, Air Mesh lining, with microfibre anti-slip lining,anatomical polyethylene + EVA,
dual-density polyurethane sole, high-flexibility antiperforation "zero" (fabric) midsole, ALcap (aluminium) toe.

Tech. Code EU size US size

38 5.5
39 6
40 7
41 8.5
42 9

Tech. Code EU size US size

43 10
44 10.5
45 11
46 11.5
47 12

ITEM: RACE 200 L5983 OXH
Asphalt colour - Green Acacia. Water-resistant Action Nubuck leather uppers, breathable mesh fabric lining, metal-free
toe cap with 200 Joule impact protection, anti-perforation fabric anti-perforation insole, absorbent, abrasion resistant,
polyurethane sole, non-slip SCR tread, confortable midsole. Recommended use for industrial environments, construction,
craftmanship, logistics and agriculture.

Tech. Code EU size US size

36 4,5
37 5
38 5,5
39 6
40 7
41 8,5

Tech. Code EU size US size

42 9
43 10
44 10,5
45 11
46 11,5
47 12

SAFETY SHOES
ITEM: RACE 200 MID L59833 OXH
Asphalt colour - Green Acacia. Water-resistant Action Nubuck leather uppers, breathable mesh fabric lining, metal-free
toe cap with 200 Joule impact protection, anti-perforation fabric anti-perforation insole, absorbent, abrasion resistant,
polyurethane sole, non-slip SCR tread, confortable midsole. Recommended use for industrial environments, construction,
craftmanship, logistics and agriculture.

Tech. Code EU size US size

38 5,5
39 6
40 7
41 8,5
42 9

Tech. Code EU size US size

43 10
44 10,5
45 11
46 11,5
47 12
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SCARPE ANTINFORTUNISTICHE
ART. RACE 250 L59834 OXH
Colore Asphalt - Green Acacia. Tomaia in pelle Suede antigraffio e traspirante, fodera in Tessuto mesh traspirante, puntale
in metal free con protezione all'urto 200 Joule, sottopiede antintrusione in tessuto anti-perforazione,assorbente,resisten
te all'abrasione, suola in poliuretano, battistrada SCR antiscivolo, intersuola confortevole. Utilizzo consigliato per ambienti
industriali, edilizia, artigianato,logistica e agricoltura.

Cod. Tec. GR67
Euro Misura EU Misura US

K120236 72,00 36 4,5
K120237 72,00 37 5
K120238 72,00 38 5,5
K120239 72,00 39 6
K120240 72,00 40 7
K120241 72,00 41 8,5

Cod. Tec. GR67
Euro Misura EU Misura US

K120242 72,00 42 9
K120243 72,00 43 10
K120244 72,00 44 10,5
K120245 72,00 45 11
K120246 72,00 46 11,5
K120247 72,00 47 12

ART. RACE 401 L59837 2BL
Colore Asphalt - Grey Glace. Tomaia in pelle Suede antigraffio e traspirante, fodera in Tessuto mesh traspirante, puntale
in metal free con protezione all'urto 200 Joule, sottopiede antintrusione in tessuto anti-perforazione,assorbente,resisten
te all'abrasione, suola in poliuretano, battistrada SCR antiscivolo, intersuola confortevole. Utilizzo consigliato per ambienti
industriali, edilizia, artigianato,logistica e agricoltura.

Cod. Tec. GR67
Euro Misura EU Misura US

K120336 72,00 36 4,5
K120337 72,00 37 5
K120338 72,00 38 5,5
K120339 72,00 39 6
K120340 72,00 40 7
K120341 72,00 41 8,5

Cod. Tec. GR67
Euro Misura EU Misura US

K120342 72,00 42 9
K120343 72,00 43 10
K120344 72,00 44 10,5
K120345 72,00 45 11
K120346 72,00 46 11,5
K120347 72,00 47 12

ART. RACE 900 S3 L59839 2AZ
Colore Black - Asphalt. Tomaia in pelle pigmentata resistente all'acqua, fodera in Tessuto mesh traspirante, puntale in
metal free con protezione all'urto 200 Joule, sottopiede antintrusione in tessuto anti-perforazione,assorbente,resistente
all'abrasione, suola in poliuretano, battistrada SCR antiscivolo, intersuola confortevole. Utilizzo consigliato per ambienti
industriali, edilizia, artigianato,logistica e agricoltura.

Cod. Tec. GR67
Euro Misura EU Misura US

K120436 59,00 36 4,5
K120437 59,00 37 5
K120438 59,00 38 5,5
K120439 59,00 39 6
K120440 59,00 40 7
K120441 59,00 41 8,5

Cod. Tec. GR67
Euro Misura EU Misura US

K120442 59,00 42 9
K120443 59,00 43 10
K120444 59,00 44 10,5
K120445 59,00 45 11
K120446 59,00 46 11,5
K120447 59,00 47 12

ART. RACE 900 S3 MID L59840 2AZ
Colore Black - Asphalt. Tomaia in pelle pigmentata resistente all'acqua, fodera in Tessuto mesh traspirante, puntale in
metal free con protezione all'urto 200 Joule, sottopiede antintrusione in tessuto anti-perforazione,assorbente,resistente
all'abrasione, suola in poliuretano, battistrada SCR antiscivolo, intersuola confortevole. Utilizzo consigliato per ambienti
industriali, edilizia, artigianato,logistica e agricoltura.

Cod. Tec. GR67
Euro Misura EU Misura US

K120538 64,00 38 5,5
K120539 64,00 39 6
K120540 64,00 40 7
K120541 64,00 41 8,5
K120542 64,00 42 9

Cod. Tec. GR67
Euro Misura EU Misura US

K120543 64,00 43 10
K120544 64,00 44 10,5
K120545 64,00 45 11
K120546 64,00 46 11,5
K120547 64,00 47 12

K.9Indivisible package  Suggested retail package - Unit price

SAFETY SHOES
ITEM: RACE 250 L59834 OXH
Asphalt colour - Green Acacia. In anti-scratch and breathable Suede leather uppers, breathable mesh fabric lining, matal
free toe cap with 200 Joule impact protection, anti-perforation anti.perforation fabric insole, absorbent, abrasion resistant,
polyurethane sole, non-slip SCR tread, midsole comfortable. Recommended use for industrial environments, construction,
craftmanship, logistics and agriculture.

Tech. Code EU size US size

36 4,5
37 5
38 5,5
39 6
40 7
41 8,5

Tech. Code EU size US size

42 9
43 10
44 10,5
45 11
46 11,5
47 12

ITEM: RACE 401 L59837 2BL
Asphalt colour. Grey Glace. In anti-scratch and breathable Suede leather uppers, breathable mesh fabric lining, metal
free toe cap with 200 Joule impact protection, anti-perforation anti-perforation fabric insole, absorbent, abrasion resistant,
polyurethane sole, non-slip SCR tread, midsole comfortable. Recommended use for industrial environments, construction,
craftmanship, logistics and agriculture.

Tech. Code EU size US size

36 4,5
37 5
38 5,5
39 6
40 7
41 8,5

Tech. Code EU size US size

42 9
43 10
44 10,5
45 11
46 11,5
47 12

ITEM: RACE 900 S3 L59839 2AZ
Colour Black - Asphalt, in water-resistant pigmented leather uppers, lining in breathable mesh fabric, metal-free toe cap
with 200 joule impact protection, anti-intrusion insole in anti-perforation fabric, absorbent, abrasion resistant, polyurethane
sole, non-slip SCR tread, comfortable midsole. Recommended use for industrial environments, construction, craftmanship,
logistics and agriculture.

Tech. Code EU size US size

36 4,5
37 5
38 5,5
39 6
40 7
41 8,5

Tech. Code EU size US size

42 9
43 10
44 10,5
45 11
46 11,5
47 12

ITEM: RACE 900 S3 MID L59840 2AZ
Colour Black - Asphalt. In water-resistant pigmented leather uppers, lining in breathable mesh fabric, metal-free toe cap
with 200 Joule impact protection, anti-intrusion insole in anti-perforation fabric, absorbent, abrasion resistant, polyurethane
sole, non-slip SCR tread, comfortable midsole, Recommended use for industrial environments, construction, craftmanship,
logistics and agriculture.

Tech. Code EU size US size

38 5,5
39 6
40 7
41 8,5
42 9

Tech. Code EU size US size

43 10
44 10,5
45 11
46 11,5
47 12



K

K.10 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ART. SKATE T4297
Colore grigio. Tomaia in pelle scamosciata traspirante e antigraffio, fodera in tessuto Mesh traspirante. Calzatura bassa
dotata di tessuto antiperforazione. Puntale FLYcap in composito, sottopiede amovibile, antibatterico, anatomico e lavabile,
suola EVA ad elevato effetto ammortizzante.

Cod. Tec. GR67
Euro Misura EU Misura US

K161538 95,00 38 5,5
K161539 95,00 39 6
K161540 95,00 40 7
K161541 95,00 41 8,5
K161542 95,00 42 9

Cod. Tec. GR67
Euro Misura EU Misura US

K161543 95,00 43 10
K161544 95,00 44 10,5
K161545 95,00 45 11
K161546 95,00 46 11,5
K161547 95,00 47 12

SCARPE ANTINFORTUNISTICHE
ART. HIT 200 ESD 211871 5AK
Colore Asphalt. Tomaia in pelle Nubuk resistente all'acqua e allo strappo, punta in microfibra tecnica ad alta resistenza
a graffi e lacerazione con fodera in Tessuto mesh traspirante. Puntale in alluminio con ampio spazio interno per miglior
comfort delle dita del piede, protezione urto e alla compressione. Sottopiede antintrusione in tessuto anti-perforazione,
assorbente, resistente all'abrasione, suola in poliuretano antistatico bidensità con capacità di dissipazione delle cariche
elettrostatiche, battistrada SCR antiscivolo, intersuola confortevole e antishock. Utilizzo consigliato per ambienti industriali,
edilizia, artigianato, logistica.

Cod. Tec. GR67
Euro Misura EU Misura US

K120636 94,00 36 4,5
K120637 94,00 37 5
K120638 94,00 38 5,5
K120639 94,00 39 6
K120640 94,00 40 7
K120641 94,00 41 8,5

Cod. Tec. GR67
Euro Misura EU Misura US

K120642 94,00 42 9
K120643 94,00 43 10
K120644 94,00 44 10,5
K120645 94,00 45 11
K120646 94,00 46 11,5
K120647 94,00 47 12

ART. HIT 400 ESD 211870 5AK
Colore Asphalt. Tomaia in tessuto Ripstop traspirante e resistente allo strappo, punta in microfibra tecnica ad alta
resistenza a graffi e lacerazione con fodera in tessuto mesh traspirante. Puntale in alluminio con ampio spazio interno
per miglior comfort delle dita del piede, protezione urto e alla compressione. Sottopiede antintrusione in tessuto anti-
perforazione, assorbente, resistente all'abrasione, suola in poliuretano antistatico bidensità con capacità di dissipazione
delle cariche elettrostatiche, battistrada SCR antiscivolo, intersuola confortevole e antishock. Utilizzo consigliato per
ambienti industriali, edilizia, artigianato, logistica.

Cod. Tec. GR67
Euro Misura EU Misura US

K120736 89,00 36 4,5
K120737 89,00 37 5
K120738 89,00 38 5,5
K120739 89,00 39 6
K120740 89,00 40 7
K120741 89,00 41 8,5

Cod. Tec. GR67
Euro Misura EU Misura US

K120742 89,00 42 9
K120743 89,00 43 10
K120744 89,00 44 10,5
K120745 89,00 45 11
K120746 89,00 46 11,5
K120747 89,00 47 12

ART. HIT 400 ESD 211779 5AI
Colore Acacia Green. Tomaia in tessuto Ripstop traspirante e resistente allo strappo, punta in microfibra tecnica ad alta
resistenza a graffi e lacerazione con fodera in tessuto mesh traspirante. Puntale in alluminio con ampio spazio interno
per miglior comfort delle dita del piede, protezione urto e alla compressione. Sottopiede antintrusione in tessuto anti-
perforazione, assorbente, resistente all'abrasione, suola in poliuretano antistatico bidensità con capacità di dissipazione
delle cariche elettrostatiche, battistrada SCR antiscivolo, intersuola confortevole e antishock. Utilizzo consigliato per
ambienti industriali, edilizia, artigianato, logistica.

Cod. Tec. GR67
Euro Misura EU Misura US

K120836 87,00 36 4,5
K120837 87,00 37 5
K120838 87,00 38 5,5
K120839 87,00 39 6
K120840 87,00 40 7
K120841 87,00 41 8,5

Cod. Tec. GR67
Euro Misura EU Misura US

K120842 87,00 42 9
K120843 87,00 43 10
K120844 87,00 44 10,5
K120845 87,00 45 11
K120846 87,00 46 11,5
K120847 87,00 47 12

K.10 Indivisible package   Suggested retail package - Unit price

ITEM: SKATE T4297
Grey colour. Suede uppers transpiration and anti-sctratch fabric, transpiration mesh lining. Low sole antiperforation.
Composite FLYcap toe, removable antibacterial insole, anatomical washable EVA sole, highly cushioned impact effect.

Tech. Code EU size US size

38 5.5
39 6
40 7
41 8.5
42 9

Tech. Code EU size US size

43 10
44 10.5
45 11
46 11.5
47 12

SAFETY SHOES
ITEM: HIT 200 ESD 211871 5AK
Asphalt colour. in water-resistant and tear resistant Nubuk leather uppers, tip in high-tech microfibre with high resistance
to scratches and laceration with breathable mesh fabric lining. Aluminium tip with ample internal space for better toe
comfort, impact protection and compression. Anti-perforation fabric insole, absorbent, abrasion-resistant, dual-density anti-
static polyurethane sole with electrostatic dissipation capacity, anti-slip SCR tread, comfortable midsole and anti-shock.
Recommended use for industrial environments, construction, craftmanship, logistics.

Tech. Code EU size US size

36 4,5
37 5
38 5,5
39 6
40 7
41 8,5

Tech. Code EU size US size

42 9
43 10
44 10,5
45 11
46 11,5
47 12

ITEM: HIT 400 ESD 211870 5AK
Asphalt colour. Upper breathable tear-resistant Ripstop fabric, tip in high-tech microfibre with high resistance to scratches
and laceration with breathable mesh fabric lining. Aluminum tip with ample internal space for better toe comfor, impact
protection and compression. Anti-perforation fabric insole, absorbent, abrasion-resistant, dual-density anti-static
polyurethane sole with electrostatic dissipation capacity, anti-slip SCR tread, comfortable midsole and anti-shock.
Recommended use for industrial environments, construction, craftmanship, logistics.

Tech. Code EU size US size

36 4,5
37 5
38 5,5
39 6
40 7
41 8,5

Tech. Code EU size US size

42 9
43 10
44 10,5
45 11
46 11,5
47 12

ITEM: HIT 400 ESD 211779 5AI
Acacia Green colour. Breathable uppers tear-resistant Ripstop fabric, tip in high-tech microfiber with high resistance to
scratches and laceration with breathable mesh fabric lining. Aluminum tip with ample internal space for better toe comfort,
impact protection and compression. Anti-perforation fabric insole, absorbent, abrasion-resistant, dual-density anti-
static polyurethane sole with electrostatic dissipation capacity, anti-slip SCR tread, comfortable midsole and anti-shock.
Recommended use for industrial environments, construction, craftmanship, logistics.

Tech. Code EU size US size

36 4,5
37 5
38 5,5
39 6
40 7
41 8,5

Tech. Code EU size US size

42 9
43 10
44 10,5
45 11
46 11,5
47 12



K

K.11 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

SCARPE ANTINFORTUNISTICHE
ART. JUMP 500
Colore Avio/Giallo. Tomaia in Nubuck e tessuto traspirante, fodera air mesh antiscalzante in microfibra, sottopiede in
polietilene anatomico + EVA, suola in poliuretano bidensità, suoletta antiperforazione zero in tessuto ad alta flessibilità,
puntale in alluminio ALcap.

Cod. Tec. GR67
Euro Misura EU Misura US

K162039 88,00 39 6
K162040 88,00 40 7
K162041 88,00 41 8,5
K162042 88,00 42 9
K162043 88,00 43 10

Cod. Tec. GR67
Euro Misura EU Misura US

K162044 88,00 44 10,5
K162045 88,00 45 11
K162046 88,00 46 11,5
K162047 88,00 47 12

SCARPE ANTINFORTUNISTICHE
ART. AGILITY
Tomaia in vitello scamosciato, fodera altamente performante (Solidbreath®) realizzata in uno speciale tessuto a poro
aperto che elimina l'aria viziata e l'umidità durante la camminata lasciando i piedi freschi ed asciutti. Suola in PU compatto,
intersuola in PU espanso, puntale ultra leggero in fusione d'alluminio (Aluforce®), suoletta antiperforazione resistente e
flessibile ad alta densità (Highsafe-tex®), plantare EVA anatomico estraibile.
                   
Made in Italy

Cod. Tec. GR67
Euro Misura EU Misura US

K168038 61,00 38 5
K168039 61,00 39 6
K168040 61,00 40 7
K168041 61,00 41 8
K168042 61,00 42 8,5

Cod. Tec. GR67
Euro Misura EU Misura US

K168043 61,00 43 9
K168044 61,00 44 10
K168045 61,00 45 11
K168046 61,00 46 11,5
K168047 61,00 47 12

ART. STREET
Colore grigio/giallo. Tomaia in pelle scamosciata e materiale sintetico, fodera in tessuto traspirante e con antiscalzante
in microfibra. Sottopiede in PU espanso + EVA. Suola in gomma/EVA e suoletta in tessuto antiperforazione zero ad alta
flessibilità. Puntale in materiale composito FLYcap.

Cod. Tec. GR67
Euro Misura EU Misura US

K164038 89,00 38 5,5
K164039 89,00 39 6
K164040 89,00 40 7
K164041 89,00 41 8,5
K164042 89,00 42 9

Cod. Tec. GR67
Euro Misura EU Misura US

K164043 89,00 43 10
K164044 89,00 44 10,5
K164045 89,00 45 11
K164046 89,00 46 11,5
K164047 89,00 47 12

COPRISCARPA CON PUNTALE DI SICUREZZA INTEGRATO
ART. K1645
Copriscarpa con puntale di sicurezza integrato in gomma/PVC. Puntale in acciaio, cinturino posteriore regolabile.
Confezionato al paio in pratico sacchetto.
Misura S: dalla taglia 34 alla taglia 38 con puntale verde.
Misura M: dalla taglia 39 alla taglia 43 con puntale giallo.
Misura L: dalla taglia 44 alla taglia 50 con puntale rosso.

Cod. Tec. GR67
Euro Misura EU Misura US

K1645S 47,63 34 - 38 2,5 - 5
K1645M 47,63 39 - 43 6 - 9

Cod. Tec. GR67
Euro Misura EU Misura US

K1645L 47,63 44 - 50 10 - 15

K.11Indivisible package  Suggested retail package - Unit price

SAFETY SHOES
ITEM: JUMP 500
Avio/yellow colour. Nubuck and transpiration upper fabrics, anti-slip micro-fibre Air Mesh lining, anatomic polyethylene
insole + EVA, dual density polyurethane sole, zero anti-perforation midsole fabric with high flexibility, aluminium toe cap.

Tech. Code EU size US size

39 6
40 7
41 8.5
42 9
43 10

Tech. Code EU size US size

44 10.5
45 11
46 11.5
47 12

SAFETY SHOES
ITEM: AGILITY
Suede leather uppers, high-performance lining (Solidbreath®), made in open-pore fabric to vent stuffy air and humidity while
walking for dry, healthier feet. Compact PU sole, midsole in expanded PU, ultralight cast aluminum toe cap (Aluforce®),
anti-perforation insole, highly resistant and flexible (Highsafe-tex®), high-density, EVA anatomically shaped, removable
footbed.

Made in Italy

Tech. Code EU size US size

38 5
39 6
40 7
41 8
42 8.5

Tech. Code EU size US size

43 9
44 10
45 11
46 11.5
47 12

ITEM: STREET
Grey/yellow colour. Leather uppers in suede and synthetic material, highly breathable fabric combined with anti-slip micro
fabric lining. Insole in PU expanded + EVA. Rubber/EVA sole and high-flexibility zero perforation midsole. Composite
FLYcap toe.

Tech. Code EU size US size

38 5.5
39 6
40 7
41 8.5
42 9

Tech. Code EU size US size

43 10
44 10.5
45 11
46 11.5
47 12

OVERSHOE WITH INTERGRATED SAFETY TIP
ITEM: K1645
Overshoe with Intergrated safety in PVC/rubber.Tip in steel, adjustable rear strap. Packaging in pairs in a practical bag.
Measurement S: from 34 to 38 with green tip.
Measurement M: from 39 to 43 with yellow tip.
Measurement L: from 44 to 50 with red tip..

Tech. Code EU size US size

34 - 38 2,5 - 5
39 - 43 6 - 9

Tech. Code EU size US size

44 - 50 10 - 15



K

K.12 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ART. RAVING 26016/804
Tomaia in vitello scamosciato bottalato, fodera altamente (Solidbreath®) performante realizzata in uno speciale tessuto
a poro aperto che elimina l'aria viziata e l'umidità durante la camminata lasciando i piedi freschi ed asciutti. Suola in PU
compatto, intersuola in PU espanso, puntale ultra leggero in fusione d'alluminio (Aluforce®), suoletta antiperforazione
resistente e flessibile ad alta densità (Highsafe-tex®), plantare EVA anatomico estraibile.
                   
Made in Italy

Cod. Tec. GR67
Euro Misura EU Misura US

K171538 83,00 38 5
K171539 83,00 39 6
K171540 83,00 40 7
K171541 83,00 41 8
K171542 83,00 42 8,5

Cod. Tec. GR67
Euro Misura EU Misura US

K171543 83,00 43 9
K171544 83,00 44 10
K171545 83,00 45 11
K171546 83,00 46 11,5
K171547 83,00 47 12

ART. LADY D.
Tomaia in vitello scamosciato bottalato, fodera altamente performante (Solidbreath®) realizzata in uno speciale tessuto
a poro aperto che elimina l'aria viziata e l'umidità durante la camminata lasciando i piedi freschi ed asciutti. Suola in PU
compatto, intersuola in PU espanso, puntale ultra leggero in fusione d'alluminio (Aluforce®), suoletta anti-perforazione
resistente e flessibile ad alta densità (Highsafe-tex®), plantare EVA anatomico estraibile.
                   
Made in Italy

Cod. Tec. GR67
Euro Misura EU Misura US

K172036 74,00 36 4
K172037 74,00 37 4,5
K172038 74,00 38 5
K172039 74,00 39 6

Cod. Tec. GR67
Euro Misura EU Misura US

K172040 74,00 40 7
K172041 74,00 41 8
K172042 74,00 42 8,5

SCARPE ANTINFORTUNISTICHE
ART. BRAVE BREEZE
Tomaia in vitello scamosciato bottalato, tessuto trattato vintage, fodera altamente performante (Solidbreath®) realizzata in
uno speciale tessuto a poro aperto che elimina l'aria viziata e l'umidità durante la camminata lasciando i piedi freschi ed
asciutti. Suola in PU compatto, intersuola in PU espanso, puntale ultra leggero in fusione d'alluminio (Aluforce®), suoletta
antiperforazione resistente e flessibile ad alta densità (Highsafe-tex®), plantare PU DK 350 estraibile.

Made in Italy

Cod. Tec. GR67
Euro Misura EU Misura US

K170138 76,00 38 5
K170139 76,00 39 6
K170140 76,00 40 7
K170141 76,00 41 8
K170142 76,00 42 8,5

Cod. Tec. GR67
Euro Misura EU Misura US

K170143 76,00 43 9
K170144 76,00 44 10
K170145 76,00 45 11
K170146 76,00 46 11,5
K170147 76,00 47 12

ART. PRIMATO PREMIUM SRC
Tomaia nappa pieno fiore bottalato nuvolato, suola PU compatto semi-trasparente. Intersuola Special MIX PU con puntale
in fibra di carbonio 100% e dotata di suoletta antiperforazione HighSafe-Tex in fibra aramidica, spessore 3mm, peso 40 g.
Plantare OBC, massaggiante, antibatterico, antimuffa, lavabile, antistatico e riciclabile. Colore Carta da Zucchero.
NORME EN ISO 20345.

Cod. Tec. GR67
Euro MIsura EU Misura US

K170638 110,00 38 5
K170639 110,00 39 6
K170640 110,00 40 7
K170641 110,00 41 8
K170642 110,00 42 8,5

Cod. Tec. GR67
Euro MIsura EU Misura US

K170643 110,00 43 9
K170644 110,00 44 10
K170645 110,00 45 11
K170646 110,00 46 11,5
K170647 110,00 47 12

K.12 Indivisible package   Suggested retail package - Unit price

ITEM: RAVING 26016/804
Drummed suede calf leather uppers, high-performance lining (Solidbreath®), made in open-pore fabric to vent stuffy air
and humidity while walking for dry, healthier feet. Compact PU sole, midsole in expanded PU, ultralight cast aluminum toe
cap (Aluforce®), anti-perforation highly resistant and flexible (Highsafe-tex®), high-density insole, EVA anatomically shaped,
removable footbed.

Made in Italy

Tech. Code EU size US size

38 5
39 6
40 7
41 8
42 8.5

Tech. Code EU size US size

43 9
44 10
45 11
46 11.5
47 12

ITEM: LADY D.
Drummed suede calf leather uppers, high-performance lining (Solidbreath®), made in open-pore fabric to vent stuffy air
and humidity while walking for dry, healthier feet. Compact PU sole, midsole in expanded PU, ultralight cast aluminum toe
cap (Aluforce®), anti-perforation highly resistant and flexible (Highsafe-tex®), high-density insole, EVA anatomically shaped,
removable footbed.

Made in Italy

Tech. Code EU size US size

36 4
37 4.5
38 5
39 6

Tech. Code EU size US size

40 7
41 8
42 8.5

SAFETY SHOES
ITEM: BRAVE BREEZE
Drummed suede calf leather uppers, high-performance lining (Solidbreath®), made in open-pore fabric to vent stuffy air
and humidity while walking for dry, healthier feet. Compact PU sole, midsole in expanded PU, ultralight cast aluminum toe
cap (Aluforce®), anti-perforation insole, highly resistant and flexible (Highsafe-tex®), high-density, PU DK 350 removable
footbed.

Made in Italy

Tech. Code EU size US size

38 5
39 6
40 7
41 8
42 8,5

Tech. Code EU size US size

43 9
44 10
45 11
46 11,5
47 12

ITEM: PRIMATO PREMIUM SRC
Full soft grain tumbled nappa leather uppers, semi-transparent compact PU sole. Special MIX PU midsole with 100%
carbon fiber toe cap and fitted with High Safe-Tex anti-perforation insole made of aramid fiber, thickness 3mm, weight 40g.
OBC footbed, massaging, antibacterial, anti-mold, washable, anti-static and recyclable, Sugar Paper Colour.
STANDARD EN ISO 20345

Tech. Code EU size US size

38 5
39 6
40 7
41 8
42 8,5

Tech. Code EU size US size

43 9
44 10
45 11
46 11,5
47 12



K

K.13 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

SCARPE ANTINFORTUNISTICHE S3 PER SALDATORI
ART. K1730
Scarpe alte per saldatori con tomaia in pelle idrorepellente con collarino in alfaliscio, fodera traspirante, puntale composito,
lamina in tessuto antiperforazione kevlar zero. Sottopiede estraibile antistatico, suola in poliuretano PU/PU bidensità
antistatica, SRC Resistente allo scivolamento, resistente agli oli ed agli idrocarburi, con assorbimento di energia nella zona
del tallone.

Cod. Tec. GR67
Euro Misura EU MIsura US

K173041 63,28 41 8
K173042 63,28 42 8,5
K173043 63,28 43 9

Cod. Tec. GR67
Euro Misura EU MIsura US

K173044 63,28 44 10
K173045 63,28 45 11
K173046 63,28 46 11,5

K.13Indivisible package  Suggested retail package - Unit price

SAFETY SHOES S3 FOR WELDERS
ITEM: K1730
High shoes for welders with waterproof leather upper with flap in Alfaliscio, transpiration lining, composite toe cap, foil
fabric midsole kevlar. Removable antistatic insole, PU/PU polyurethane sole antistatic dual density SRC, slipping resistant,
oils and hydrocarbons resistant, with energy absorption in heel area.

Tech. Code EU size US size

41 8
42 8,5
43 9

Tech. Code EU size US size

44 10
45 11
46 11,5



K

K.14 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

LEGENDA NORMATIVA GUANTI

EN 1082-1 - GUANTI E MANICOTTI CONTRIO I TAGLI CAUSATI DA
COLTELLI A MANO

Impiegati particolarmente nel caso di utilizzo di coltelli a mano in
industrie di lavorazione della carne, ristorazione su vasta scala e
disossamento manuale della carne.
Adeguati a coloro che lavorano con coltelli a mano nell’ industria.

abcdef

EN 407 - RISCHI TERMICI

Guanti di protezione contro una o più delle seguenti forme: fuoco, calore
da contatto,calore convettivo calore radiante, piccoli spruzzi o grandi
proiezioni di metallo fuso.
a Comportamento al fuoco (livello da 0 a 4)
b Calore da contatto (livello da 0 a 4)
c Calore convettivo (livello da 0 a 4)
d Calore radiante (livello da 0 a 4)
e Piccoli spruzzi di metallo fuso (livello da 0 a 4)
f Grandi proiezioni di metallo fuso (livello da 0 a 4)

0: il guanto non ha superato il test specifico
X: il guanto non è stato sottoposto alla prova

EN 388 - RISCHI MECCANICI

Guanti di protezione contro rischi meccanici, da abrasione,
taglio da lama, lacerazione e perforazione.

a Resistenza all’abrasione (livello da 0 a 4)
b Resistenza al taglio da lama (livello da 0 a 5)
c Resistenza alla lacerazione (livello da 0 a 4)
d Resistenza alla perforazione (livello da 0 a 4)

0: il guanto non ha superato il test specifico
X: il guanto non è stato sottoposto alla prova

abcd

EN 374 - RISCHI CHIMICI E MICRORGANISMI

Guanti di protezione contro prodotti chimici e/o microrganismi.

EN 374-1 Terminologia e requisiti prestazionali
EN 374-2 Resistenza alla penetrazione
EN 374-3 Resistenza alla permeazione

GUANTI IMPERMEABILI ALL'ACQUA E A BASSA PROTEZIONE
CHIMICA

Guanti testati solo per la resistenza alla penetrazione, da usarsi con
prodotti chimici non pericolosi.

GUANTI PROTETTIVI CONTRO AGENTI CHIMICI

Il tempo che intercorre tra l’applicazione iniziale di un prodotto chimico
di prova sulla superficie esterna del materiale del guanto e la sua
succesiva comparsa sull’altro lato rappresenta il tempo di passaggio.

Indice di permeazione Tempo di passaggio (min)
1 >10
2 >30
3 >60
4 >120
5 >240
6 >480

A K L

PRODOTTI CHIMICI DI PROVA
Prodotto       Classe

A Metanolo Alcol primario
B Acetone Chetone
C Acetonitrile Composto di nitrile
D Diclorometano Paraffina clorata
E Dissolfuro di carbonio Zolfo contenente composto organico
F Toluene Idrocarburo aromatico
G Dietilamina Amina
H Tetraidrofurano Composto di elettrociclico e di etere
I Acetato d'etile Estere
J n-eptano Idrocarburo saturo
K Idrossido di sodio 40% Base inorganica
L Acido solforico 96% Acido minerale inorganico

GUANTI PROTETTIVI CONTRO MICORGANISMI

Guanti che resistono alla penetrazione,quando sottoposti a prova in
conformità alla EN 374-3, costituiscono un’efficace barriera contro
funghi e batteri, non virus.

LEGENDA ICONE GUANTI
CONSIGLIATI PER LAVORAZIONI
CHIMICHE

CONSIGLIATI PER LAVORAZIONI
GENERICHE

CONSIGLIATI PER LAVORAZIONI
IN AMBIENTE ALIMENTARE

CONSIGLIATI PER LAVORAZIONI CON
ASSEMBLAGGI DI PRECISIONE

CONSIGLIATI PER LAVORAZIONI DI
MANUTENZIONE E EDILIZIA

CONSIGLIATI PER LAVORAZIONI DI
SALDATURA

K.14 Indivisible package   Suggested retail package - Unit price

GLOVES STANDARD LEGEND

EN 1082-1 - GLOVES AND ARM GUARDS PROTECTING AGAINST
CUTS AND STABS BY HAND KNIVES

Employed especially in case of use of hand knives in the meat
processing industries, catering on a large scale and manual boning
of the meat. Appropriate to those who work with hand knives in the
industry.

abcdef

EN 407- THERMAL HAZARDS

Protective gloves against one or more of the following forms: fire,
contact heat, convective heat, radiant heat, large or small splashes of
molten metal projections.
a. Resistance to flammability (performance level 0 - 4)
b. Contact heat resistance (performance level 0 - 4)
c. Convective heat resistance (performance level 0 - 4)
d. Radiant heat resistance (performance level 0 - 4)
e. Resistance to small splashes of molten metal (perform. level 0 - 4)
f. Resistance to large splashes of molten metal (perform. level 0 - 4)

0: The glove did not pass the specific test
X: the glove was not subjected to the test

EN 388 – MECHANICAL HAZARDS

Protective gloves against mechanical hazards by abrasion, blade cut,
tear and perforation.

a - Resistance to abrasion (0 to 4)
b - Blade cut resistance (0 to 5)
c - Tear resistance (0 to 4)
d - Perforation resistance (0 to 4)

0: The glove did not pass the specific test
X: the glove was not subjected to the test

abcd

EN 374 - CHEMICALS AND MICRO-ORGANISMS HAZARDS

Protective gloves against chemicals and micro-organisms

EN 374-1 Terminology and performance requirements
EN 374-2 Resistance to penetration
EN 374-3 Resistance to permeation

WATERPROOF AND LOW CHEMICAL PROTECTION GLOVES

Gloves only tested for resistance to penetration, to be used with non-
hazardous chemicals.

PROTECTIVE GLOVES AGAINST CHEMICAL AGENTS
The time between the initial application of a probationary chemical
product on the external surface of the glove material and its next
appearance on the other side represents the time of passage.

Permeation Index Breakthrough time (min)
1 >10
2 >30
3 >60
4 >120
5 >240
6 >480

A K L

CHEMICAL TEST
Product Class

A Methanol Primary alcohol
B Acetone Ketone
C Acetonitrile Compound of nitrile
D Dichloromethane Chlorinated paraffin
E Carbon disulfur Sulfur containing organic compound
F Toluene Aromatic hydrocarbons
G Diethylamine Amina
H Tetrahydrofuran Compound of electro- cyclic and ether
I Ethyl acetate Ester
J n-heptane Saturated hydrocarbon
K Sodium hydroxide 40% Inorganic base
L Sulfuric acid 96% Inorganic mineral acid

PROTECTIVE GLOVES AGAINST MICRO-ORGANISMS

Gloves resistant to penetration when tested in accordance with EN 374-
3, provide an effective barrier against fungi and bacteria, not viruses.

GLOVES ICONS LEGEND
RECOMMENDED FOR CHEMICAL RECOMMENDED FOR GENERAL MACHINING

RECOMMENDED FOR FOOD ENVIRONMENT MACHINING RECOMMENDED FOR PRECISION ASSEMBLIES MACHINING

RECOMMENDED FOR MAINTENANCE AND CONSTRUCTION RECOMMENDED FOR WELDING
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K.15 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

GUANTI IN PELLE FIORE BOVINA

Cod. Tec. K21007 K21008 K21009 K210010 K210011
GR67 Euro 4,95 4,95 4,95 4,95 4,95
Taglia M L XL XXL XXXL
Taglia EU 7 8 9 10 11

 12

ART. K2100
Orlati, elastico stringipolso interno. Colore: bianco.

2132

GUANTI IN PELLE FIORE BOVINA E CROSTA

Cod. Tec. K21107 K21108 K21109 K211010 K211011
GR67 Euro 4,27 4,27 4,27 4,27 5,10
Taglia M L XL XXL XXXL
Taglia EU 7 8 9 10 11

 12

ART. K2110
Orlati, palmo fiore, dorso crosta, elastico stringipolso interno. Colore bianco.

2132

INFO GUANTI CUCITI
Trattasi di guanti realizzati partendo dalla lavorazione di un materiale di base (pelle, cotone,
tessuti sintetici e/o rivestiti) che viene prima tagliato e poi cucito. Ne esistono delle più svariate
tipologie ed impieghi, sottili o più spessi, esternamente lisci o rinforzati, con o senza fodera
interna. Distinguiamo le seguenti tipologie:
- GUANTI IN PELLE FIORE BOVINA
Vengono realizzati con la parte più nobile del derma dell'animale, molto elastica ed estremamente
resistente. Sebbene la pelle sia il più antico materiale impiegato nella preparazione di guanti
e sia stato affiancato da svariate fibre sintetiche molto performanti, questa tipologia di guanti
risultano ancora tra i migliori come bilancio comfort/protezione in tutte le tipologie di applicazioni
non specifiche. Gli spessori di pelle utilizzati per la lavorazione sono di solito compresi tra
0,9mm e 1,3mm.

- GUANTI IN PELLE CROSTA BOVINA
La crosta bovina è la parte più interna dell'epidermide ed è materiale di scarto dalla lavorazione
del fiore, avendo caratteristiche di maggiore durezza e spessore.
Fra le tipologie di crosta bovina si distingue il groppone o dorso, che conferisce al guanto
una maggiore morbidezza e flessibilità. I guanti realizzati con questo materiale hanno buone
caratteristiche meccaniche, ottima resistenza al calore e all'abrasione. Gli spessori di pelle
utilizzati per la lavorazione sono di solito compresi tra 1,2 mm e 1,5mm.

GUANTI IN CROSTA

Cod. Tec. K212009 K212010
GR67 Euro 3,80 3,80
Taglia XL XXL
Taglia EU 9 10

 12

ART. K2120
Guanti in crosta bovina semplice con elastico stringipolso e polso orlato.
Colore grigio

4133

K.15Indivisible package  Suggested retail package - Unit price

COWHIDE GRAIN LEATHER GLOVES

Tech. Code

Size M L XL XXL XXXL
EU size 7 8 9 10 11



ITEM: K2100
Hemmed, inner elastic wrist wrap.
White colour.

2132

COWHIDE GRAIN SPLIT LEATHER GLOVES

Tech. Code

Size M L XL XXL XXXL
EU size 7 8 9 10 11



ITEM: K2110
Hemmed, hand-breadth grain, inner elastic wrist wrap.
White colour.

2132

SEWN GLOVES - PRODUCT INFO
Manufactured starting from the very base material (leather, cotton, synthetic fabric and/or
coated) which is first cut and then sewn A wide selection according to type and use required,
either thin or thicker, externally smooth or reinforced, with or without internal lining. Types may
be defined as follows:
- FULL GRAIN COW LEATHER GLOVES
Made from the finest hides, extremely flexible and highly resistant. Though leather represents
the first and oldest material used to manufacture gloves and a wide range of other high-
performance synthetic fabrics have recently made available on the market, this specific type
of gloves is still reckoned as having a superior comfort/protection balance for all non-specific
applications. Leather thickness typically ranges from 0,9mm to 1,3mm.

- SPLIT COW LEATHER GLOVES
Made from the outer part of the hide left once the top grain of the rawhide has been separated
from the hide, featuring greater toughness and thickness.
Among the different kinds of cow crust we find the back ridge of the animal which gives the
glove softer and more flexible features.
Gloves manufactured from said material feature good mechanical properties, great heat and
abrasion resistance
Leather thickness typically ranges from 1,2 mm to 1,5mm.

RUMP SPLIT GLOVES

Tech. Code

Size XL XXL
EU size 9 10



ITEM: K2120
Simple cowhide rump split gloves, elastic wrist wrap and hemmed wrist.
Grey colour.

4133



K

K.16 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

GUANTI IN CROSTA GROPPONE

Cod. Tec. K21301014
GR67 Euro 5,28
Taglia XXL
Taglia EU 10
Manichetta cm 14

 12

ART. K2130
Guanti in crosta con palmo e pollice rinforzati, manichetta 14 cm. Colore grigio.

2133

GUANTI IN CROSTA PER SALDATORI

Cod. Tec. K214010
GR67 Euro 6,91
Taglia XXL
Taglia EU 10

 12

ART. K2140
Guanti interamente foderati con supporto interno in tessuto ignifugo, filetti salvacuciture e manichetta 14 cm.
Colore rosso.
Conforme alla norma EN 12477 - Tipo A

4143 423X4X

GUANTI IN PELLE FIORE BOVINA E TELA

Cod. Tec. K217010
GR67 Euro 7,21
Taglia XXL
Taglia EU 10

 12

ART. K2170
Palmo fiore, palmo interno foderato tela di cotone, dorso tela, manichetta di sicurezza in tela di cotone.
Colore bianco/giallo.

2132

GUANTI IN CROSTA

Cod. Tec. K212510
GR67 Euro 4,88
Taglia XXL
Taglia EU 10
Manichetta cm 7

 12

ART. K2125
Guanti in crosta con palmo e pollice rinforzati, manichetta 7 cm.
Colore grigio.

2133

K.16 Indivisible package   Suggested retail package - Unit price

RUMP SPLIT GLOVES

Tech. Code

Size XXL
EU size 10
Arm guard cm 14



ITEM: K2130
Hand-breadth and thumb reinforced, split cuff.
Grey colour.

2133

RUMP GLOVES FOR WELDERS

Tech. Code

Size XXL
EU size 10



ITEM: K2140
Suitable for welders. Totally lined, internal support in fireproof fabric, protection-sewing fillets, cuff 14 cm.
Red colour.
Compiles with STANDARD EN 12477 -Type A

4143 423X4X

GRAIN COWHIDE LEATHER AND CANVAS GLOVES

Tech. Code

Size XXL
EU size 10



ITEM: K2170
Grain leather palm, canvas-lined internal cotton palm, canvas back, cotton fabric safety cuff.
White/yellow colour.

2132

RUMP SPLIT GLOVES

Tech. Code

Size XXL
EU size 10
Arm guard cm 7



ITEM: K2125
Hand-breadth and thumb reinforced, rump split cuff. Arm guard length 7cm.
Grey color.

2133
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K.17 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

GUANTI ANTICALORE CRUSADER FLEX®

Cod. Tec. K21501024 K21501033
GR67 Euro 22,77 26,06
Taglia XXL
Taglia EU 10
Lunghezza cm 24 33

 12

ART. 42-445 42-474
Guanti progettati per la manipolazione intermittente di oggetti caldi fino a 180°C, migliorano la presa sulle superfici asciutte
ed oleose, interno in feltro non tessuto per assorbire il sudore.
Colore grigio.

2441 X2XXXX

INFO GUANTI IN FIBRA ARAMIDICA
Si tratta di una fibra sintetica leggera che offre una straordinaria resistenza al taglio, alla
lacerazione ed un'eccellente protezione dai rischi termici (fuoco/calore). Ideale per la
manipolazione di materiali taglienti e caldi (Metallo fuso 350°).

GUANTI ANTICALORE IN FIBRA ARAMIDICA

Cod. Tec. K211310
GR67 Euro 34,40
Taglia XXL
Taglia EU 10
Lunghezza cm 17

 10

ART. K2113
Guanti in fibra aramidica con fodera interna in TNT ignifugo, garantiscono ottima protezione (per tempi limitati)da fiamme
vive, piccoli spruzzi di metallo fuso e calore di contatto (max.350°C). Ottima resistenza al taglio ed allo strappo.

2443 43XX4X

K.17Indivisible package  Suggested retail package - Unit price

ANTI-HEAT THERMAL INSULATING GLOVES CRUSADER FLEX®

Tech. Code

Size XXL
EU size 10
Length cm 24 33



ITEM: 42-445 42-474
Non-woven felt insulation and full-length heat barrier designed for intermittent handling of objects up to 180°C, provides
excellent grip when handling dry or oily surface.
Grey colour.

2441 X2XXXX

ARAMID FIBER THERMAL PROTECTION GLOVES - PRODUCT INFO
A light synthetic fibre offering excellent cut, laceration resistance along with superior thermal
risk protection (fire/heat).
Ideal to handle sharp and hot material (molten metal 350° C).

ARAMIC FIBER THERMAL PROTECTION GLOVES

Tech. Code

Size XXL
EU size 10
Length cm 17



ITEM: K2113
Aramid fiber glove TNT fire resistant internal lining. Ensures an excellent protection against (for a limited period of time)
flames ignition, minor molten steel splashes and heat by contact (max 350°C). Extremely resistant to cuts and tear-offs

2443 43XX4X



K

K.18 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. K22159 K221510
GR67 Euro 5,75 5,75
Taglia L XL
Taglia EU 9 10

 12

ART. K2215
Guanti in cotone spalmati in NBR, interamente ricoperti con manichetta, resistenti all'abrasione.
Colore blu.

4111

INFO GUANTI IN TESSUTO IMPREGNATI IN NBR
La base di questi guanti è il comunissimo cotone, che, attraverso la lavorazione rende il
prodotto leggermente felpato all'interno, conferendo così buone capacità di assorbire il sudore
e ottimizzando il comfort di calzata.
La spalmatura in NBR, gomma sintetica priva di silicone, resiste a solventi, idrocarburi e
derivati; conferisce un'ottima resistenza all'abrasione.

GUANTI IN TESSUTO IMPREGNATI IN NBR

Cod. Tec. K221110
GR67 Euro 6,13
Taglia XXL
Taglia EU 10

 12

ART. K2211
Guanti in cotone a doppia spalmatura in NBR, dorso areato con manichetta, resistenti al taglio, alla perforazione ed allo
strappo. Colore blu.

4221

Cod. Tec. K221610
GR67 Euro 6,51
Taglia XXL
Taglia EU 10

 12

ART. K2216
Guanti in cotone a doppia spalmatura in NBR, interamente ricoperti con manichetta, resistenti al taglio, alla perforazione ed
allo strappo. Colore blu.

4221

K.18 Indivisible package   Suggested retail package - Unit price

Tech. Code

Size L XL
EU size 9 10



ITEM: K2215
Cotton cuff, completely coated, exceptional mechanical resistance to cutting, puncture and tearing.
SANITIZED treatment for use in the food industry. Blue colour.

4111

NBR COATED GLOVES - PRODUCT INFO
Made from a very common material, cotton, yet their knit pattern offers internal fleece comfort
for enhanced sweat absorption and great fitting.
NBR coating, silicone-free synthetic rubber, offers solvents, chemical and chemical by-products
resistance for excellent anti-abrasion performance.

NBR COATED GLOVES

Tech. Code

Size XXL
EU size 10



ITEM: K2211
Cotton cuff, double layer coating. Exceptional mechanical resistance to cutting, puncture and tearing.
Blue color.

4221

Tech. Code

Size XXL
EU size 10



ITEM: K2216
Cotton cuff, completed double layer coating. Exceptional mechanical resistance to cutting, puncture and tearing.
Blue color.

4221



K

K.19 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

GUANTI IN COTONE E NITRILE NITROTOUGH™

Cod. Tec. K223007 K223008 K223009 K223010
GR67 Euro 5,14 5,14 5,14 5,14
Taglia EU 7 8 9 10

 12

ART. N230Y
Guanti a filo continuo con polso elasticizzato lavorato a maglia, palmo rivestito in nitrile di colore giallo e dorso ereato.
Consigliati nelle operazioni di assemblaggio e manipolazione di parti metalliche leggere.

4111

GUANTI IN TESSUTO IMPREGNATI IN NBR GIALLO

Cod. Tec. K222807 K222808 K222809 K222810
GR67 Euro 1,63 1,63 1,63 1,63
Taglia EU 7 8 9 10

 12

ART. K2228
Guanti in cotone spalmati in NBR, dorso areato con polsino.
Colore giallo.

3111

GUANTI A FILO CONTINUO NBR

Cod. Tec. K221208 K221209 K221210
GR67 Euro 2,50 2,50 2,50
Taglia M L XL
Taglia EU 8 9 10

ART. K2212
Guanti a palmo ricoperto in nitrile con finitura rugosa, ottima presa ed elevata flessibilità e destrezza. Polso elasticizzato e
dorso aerato per favorire traspirazione ed ottima resistenza all'abrasione. Colore blu/nero.

4121

GUANTI A FILO CONTINUO TOTAL GRIP NBR

Cod. Tec. K221308 K221309 K221310
GR67 Euro 3,00 3,00 3,00
Taglia M L XL
Taglia EU 8 9 10

ART. K2213
Guanto a filo continuo calibro 13 completamente ricoperto in nitrile con spalmatura antiscivolo e grip superiore anche in
presenza di oli e/o grassi. Ottima resistenza all'abrasione con polso elasticizzato. Colore nero/giallo.

4121

K.19Indivisible package  Suggested retail package - Unit price

NITRILE COATED COTTON GLOVES - NITROTOUGH™

Tech. Code

EU size 7 8 9 10


ITEM: N230Y
Interlock 100% cotton liner gloves, elastic knitwrist. Nitrile coated palm and light back. Suitable for assembly and finishing,
light metal fabrication and handling.

4111

YELLOW NBR COATED GLOVES

Tech. Code

EU size 7 8 9 10


ITEM: K2228
Cotton cuff, ventilated back with cuff. Exceptional mechanical resistance to cutting, puncture and tearing. Elastic knit wrist.
Yellow color.

3111

CONTINUOUS WIRE GLOVES NBR

Tech. Code

Size M L XL
EU size 8 9 10

ITEM: K2212
Palm gloves coated in nitrile with a rough finish, excellent grip and high flexibility and dexterity. Elasticated wrist and
aerated back to promote breathability and excellent resistance to abrasion. Colour Blue/Black.

4121

CONTINUOUS WIRE GLOVES TOTAL GRIP NBR

Tech. Code

Size M L XL
EU size 8 9 10

ITEM: K2213
13 gauge continuous filament gloves completely covered in nitrile with non-slip coating and superior grip even in the
presence of oils or greases. Excellent abrasion resistance with eleaticated wrist. Colour Black/yellow

4121
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K.20 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

GUANTI IN POLIESTERE SPALMATI IN POLIURETANO

Cod. Tec. K23106 K23107 K23108 K23109 K231010
GR67 Euro 1,66 1,66 1,66 1,66 1,66
Taglia S M L XL XXL
Taglia EU 6 7 8 9 10

 12

ART. K2310
Guanti in poliestere spalmati in poliuretano, dorso areato, polso elasticizzato. Consigliati nelle operazioni di precisione
dove si richiede elevata sensibilità. Colore nero.

4131

Cod. Tec. K23116 K23117 K23118 K23119 K231110
GR67 Euro 1,66 1,66 1,66 1,66 1,66
Taglia S M L XL XXL
Taglia EU 6 7 8 9 10

 12

ART. K2311
Guanti in poliestere spalmati in poliuretano, dorso areato, polso elasticizzato. Consigliati nelle operazioni di precisione
dove si richiede elevata sensibilità. Colore bianco

4131

INFO GUANTI SINTETICI IMPREGNATI
Questa tipologia di guanti partono da una base di filo continuo di filato sintetico (nylon, cotone/
poliestere o acrilico/poliestere), offrendo un comfort analogo al guanto di cotone ma con
maggiori resistenze meccaniche. La lavorazione a filo continuo garantisce un'ottima aderenza
alla mano e ne favorisce la traspirazione. Attraverso l'aggiunta di puntinature o finiture in PVC
è possibile migliorane le proprietà di presa.

Nei filati di base distinguono:
- GUANTI IN POLIAMMIDE (NYLON)
Realizzati con una fibra leggera e resistente non rilasciano pelucchi o fibre. La particolare
lavorazione della fibra conferisce buona resistenza all'abrasione, allo strappo e all'usura. La
mano gode di un ottimo comfort ed una sensibilità al tatto eccezionale.
- GUANTI IN POLIESTERE
Realizzati con una fibra economica e prestazionale, garantiscono buone performance con costi
contenuti.

Tra le spalmature più comuni ricordiamo:
- GUANTI SPALMATI IN POLIURETANO
Ricoperti con un film sottile (qualche centesimo di mm) di questo polimero, i guanti presentano
ottime caratteristiche meccaniche, buona elasticità, comfort e sensibilità al tatto.
Sono traspiranti, permeabili, non lasciano pelucchi e non macchiano il prodotto in lavorazione.
Hanno ottima resistenza all'abrasione e presa salda sia su superfici asciutte che bagnate.
- GUANTI SPALMATI IN NITRILE
La spalmatura in nitrile rappresenta un ottimo compromesso tra comfort e protezione.
Lo spessore risulta leggermente superiore rispetto al poliuretano, mantenendo comunque
ottima flessibilità. Il nitrile resiste ottimamente a sostanze chimiche, oleose ed aggressive
mentre non è consigliato in presenza di chetoni e acidi ossidanti.
- GUANTI SPALMATI IN NITRILE SCHIUMATO
Attraverso uno speciale processo di produzione, la spalmatura in nitrile viene miscelata con
il poliuretano. Ciò genera un effetto schiumato, contribuendo a rendere il guanto morbido,
leggero e traspirante. Ne deriva un guanto che abbina alle caratteristiche di comfort tipiche
della spalmatura in poliuretano, quelle meccaniche e protettive del nitrile.
- GUANTI SPALMATI IN LATTICE
Trattasi della spalmatura di prima generazione, garantisce ottime proprietà di flessibilità,
comfort, grip, resistenza all'abrasione ed alla lacerazione. Resiste a sostanze chimiche a base
acquosa mentre non è assolutamente adatto in presenza di idrocarburi, oli, grassi e lubrificanti.
Ha lo svantaggio di poter causare allergie/irritazioni alla pelle.

K.20 Indivisible package   Suggested retail package - Unit price

GLOVES IN CONTINUOUS POLYESTER WIRE POLYURETHANE COATED

Tech. Code

Size S M L XL XXL
EU size 6 7 8 9 10



ITEM: K2310
Polyurethane coated palm, stretch knit wrist, ventilated back, recommended for precision tasks where high sensitivity is
required. Black color.

4131

Tech. Code

Size S M L XL XXL
EU size 6 7 8 9 10



ITEM: K2311
Polyurethane coated palm, stretch knit wrist, ventilated back, recommended for precision tasks where high sensitivity is
required. White color.

4131

COATED SYNTHETIC GLOVES - PRODUCT INFO
These woven continuous thread synthetic gloves (nylon, cotton/polyester or acrylic/polyester)
offer comfort levels similar to cotton gloves, yet with increased mechanical resistance properties
Continuous threading ensures great hand grip for an improved perspiration. PVC dotting or
finishing may provide better grip results

Base yarn comprise:
- POLUAMMIDE (NYLON) GLOVES
Made from light, sturdy fibre, pilling and fibre residues free A specific fibre processing
guarantees good abrasion, tear-off and wear resistance properties Excellent hand comfort and
tactile sensitivity
- POLYESTER GLOVES
Made from cost-effective and performance fibre, ensure good performance at affordable costs

Most commonly used coatings include:
- POLYURETHANE COATED GLOVES
Coated by a thin film (only a few hundredths of a millimeter)) of this polymer, these gloves offer
great mechanical properties, good flexibility, comfort and tactile sensitivity.
Breathable and transpiring, pilling-free, leave no stains on the processed product. Ensuring
excellent abrasion resistance and a firm grip both on dry and wet surfaces.
- NITRILE GLOVES
Nitrile coating represent an excellent compromise between comfort and protection.
A slightly enhanced thickness compared to polyurethane materials, yet great elasticity Nitrile
shows excellent resistance to chemical, oil-based and aggressive substances, while it is not
recommended with ketons and oxidising agents.
- FOAMED NITRILE COATED GLOVES
By means of a special manufacturing process, nitrile coating is added with polyurethane. This
translates into a foam-like effect, therefore contributing to the gloves soft, light and breathing
features This specific type of glove provides the comfort typically given by polyurethane coating,
while mechanical and protection features are typically given by nitrile material.
- LATEX COATED GLOVES
A first generation coating, designed to offer superior flexibility, comfort, grip, resistance to
abrasion and lacerations. Resistant to water-based chemical substances while absolutely not
fit in case of hydrocarbons, oil, grease and lubricants.
It may trigger allergies/skin irritation.



K

K.21 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. K23156 K23157 K23158 K23159 K231510
GR67 Euro 4,32 4,32 4,32 4,32 4,32
Taglia XS S M L XL
Taglia EU 6 7 8 9 10

 12 10

ART. K2315
Guanti in nylon spalmati in poliuretano High performance, dorso areato, polso elasticizzato. Ottima resistenza meccanica
all'abrasione e allo strappo. Consigliati nelle operazioni di precisione dove si richiede elevata sensibilità.
Colore grigio.

1132

GUANTI NYLON SPALMATI IN POLIURETANO

Cod. Tec. K231306 K231307 K231308 K231309 K231310
GR67 Euro 2,16 2,16 2,16 2,16 2,16
Taglia S M L XL XXL
Taglia EU 6 7 8 9 10

 12

ART. K2313
Guanti in nylon spalmati in poliuretano, dorso areato, polso elasticizzato. Ottima resistenza meccanica all'abrasione e allo
strappo. Consigliati nelle operazioni di precisione dove si richiede elevata sensibilità.
Colore nero

4131

GUANTI NYLON SPALMATI IN POLIURETANO

Cod. Tec. K231406 K231407 K231408 K231409 K231410
GR67 Euro 1,80 1,80 1,80 1,80 1,80
Taglia S M L XL XXL
Taglia EU 6 7 8 9 10

 12

ART. K2314
Guanti in nylon spalmati in poliuretano, dorso areato, polso elasticizzato. Ottima resistenza meccanica all'abrasione e allo
strappo. Consigliati nelle operazioni di precisione dove si richiede elevata sensibilità.
Colore bianco.

4131

Cod. Tec. K231606 K231607 K231608 K231609 K231610
GR67 Euro 2,64 2,64 2,64 2,64 2,64
Taglia EU 6 7 8 9 10

 12

ART. K2316
Guanti in nylon spalmati in poliuretano High performance, dorso areato, polso elasticizzato. Ottima resistenza meccanica
all'abrasione e allo strappo. Consigliati nelle operazioni di precisione dove si richiede elevata sensibilità.
Colore bianco

1132

K.21Indivisible package  Suggested retail package - Unit price

Tech. Code

Size XS S M L XL
EU size 6 7 8 9 10



ITEM: K2315
High performance Polyurethane coated palm, stretch knit wrist, ventilated back, recommended for precision tasks where
high sensitivity is required. Grey color.

1132

GLOVES IN CONTINUOUS NYLON WIRE POLYURETHANE COATED

Tech. Code

Size S M L XL XXL
EU size 6 7 8 9 10



ITEM: K2313
Polyurethane coated palm, stretch knit wrist, ventilated back, recommended for precision tasks where high sensitivity is
required. Black color.

4131

GLOVES IN CONTINUOUS NYLON WIRE POLYURETHANE COATED

Tech. Code

Size S M L XL XXL
EU size 6 7 8 9 10



ITEM: K2314
Polyurethane coated palm, stretch knit wrist, ventilated back, recommended for precision tasks where high sensitivity is
required. White color.

4131

Tech. Code

EU size 6 7 8 9 10


ITEM: K2316
High performance Polyurethane coated palm, strecth knit wrist, ventilated back, recommended for precision tasks where
high sensitivity is required. White color.

1132



K

K.22 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

GUANTI NYLON SPALMATI IN NITRILE

Cod. Tec. K23007 K23008 K23009 K230010
GR67 Euro 3,61 3,61 3,61 3,61
Taglia EU 7 8 9 10

 12

ART. K2300
Guanti in nylon spalmati in nitrile, dorso areato, polso elasticizzato. Ottima resistenza meccanica all'abrasione e allo
strappo. Consigliati nelle operazioni di precisione dove si richiede elevata sensibilità.
Colore grigio

4121

GUANTI NYLON SPALMATI IN POLIURETANO

Cod. Tec. K23177 K23178 K23179 K231710
GR67 Euro 6,91 6,91 6,91 6,91
Taglia EU 7 8 9 10

 12

ART. K2317
Palmo ricoperto con una speciale mescola in poliuretano. Polso elasticizzato, super leggero, super elastico, super
sensibile. Ideale per operazioni dove è richiesta la massima precisione.
Colore blu/nero

3120

GUANTI IN NYLON SPALMATI IN NITRILE MICROPOROSO

Cod. Tec. K222508 K222509 K222510
GR67 Euro 4,95 4,95 4,95
Taglia EU 8 9 10

 12

ART. K2225
Guanti in nylon completamente ricoperto di nitrile, palmo con spalmatura aggiuntiva di nitrile microporoso. Ottima
resistenza all'abrasione, eccellente grip in presenza di oli e grassi.
Colore blu/nero

3121

GUANTI IN NYLON LEGGERO SPALMATI IN POLIURETANO

Cod. Tec. K232106 K232107 K232108 K232109 K232110
GR67 Euro 2,77 2,77 2,77 2,77 2,77
Taglia S M L XL XXL
Taglia EU 6 7 8 9 10

 12

ART. K2321
Guanti in Lycra con spalmatura in fine strato di poliuretano. Estrema elasticità e finezza abbinate ad un ottima durata.
Adatto per lavori di minuteria, occhialeria, meccanica fine, elettronica, manutenzione e magazzinaggio. Trattamento
Sanitized che assicura una efficace azione contro acari e batteri, contrasta attivamente lo sviluppo di allergie e degli odori
dovuti alla sudorazione. Colore nero-blu.

2131

K.22 Indivisible package   Suggested retail package - Unit price

GLOVES IN CONTINUOUS NYLON WIRE NITRILE COATED

Tech. Code

EU size 7 8 9 10


ITEM: K2300
Nitrile coated nylon gloves, ventilated back, stretch knitwrist. Excellent mechanical resistance to abrasion and tearing.
Recommended in precision operations where high sensitivity is required.
Colour grey.

4121

GLOVES IN CONTINUOUS NYLON WIRE POLYURETHANE COATED

Tech. Code

EU size 7 8 9 10


ITEM: K2317
Palm coated with a special compound of polyurethane. Stretch knitwrist ventilated back, super light, super stretch, super
sensitive.
Ideal for operations that require the utmost precision. Blue/black color.

3120

NYLON AND NITRILE GLOVES

Tech. Code

EU size 8 9 10


ITEM: K2225
Fully nitrile coated support, additional micro-porous nitrile coated palm. Excellent abrasion resistance, superior grip in the
event of oil and grease. Anti-pilling. Stretch knitwrist.
Blu/black color.

3121

GLOVES NYLON LIGHT WEIGHT POLYURETHANE COATED

Tech. Code

Size S M L XL XXL
EU size 6 7 8 9 10



ITEM: K2321
Gloves in lycra with a fine layer of polyurethane. Extreme flexibility, Combined fineness with an excellent duration. Suitable
for use of small devices, optical, fine machining, electronics, maintenance and storage. Sanitized treatment that ensures
effective action against mites and bacteria, contrasts allergies or smells due to perspiration. Colour black - blue.

2131



K

K.23 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

GUANTI IN FILO CONTINUO DI NYLON RIVESTITI IN NITRILE PUNTINATO

Cod. Tec. K23358 K23359 K233510
GR67 Euro 6,44 6,44 6,44
Taglia EU 8 9 10

 12

ART. K2335
Guanti in nylon con rivestimento in nitrile schiumato che rende il guanto morbido e traspirante, polso elasticizzato, palmo
puntinato.
Colore grigio

4121

GUANTI IN NYLON/SPANDEX CON SPALMATURA 2/4 IN NITRILE FOAM SANITIZED

Cod. Tec. K232406 K232407 K232408 K232409 K232410
GR67 Euro 3,91 3,91 3,91 3,91 3,91
Taglia S M L XL XXL
Taglia EU 6 7 8 9 10

 12

ART. K2324
Guanti in Nylon alta qualità, spalmato su palmo e dita in nitrile schiumato con finitura rugosa, che aumenta
esponenzialmente la superfice di contatto, per consolidare la presa anche in presenza di acqua e olio. Traspirante
ed elastico. Adatto per lavori di meccanica, edilizia, magazzinaggio e in presenza di pezzi unti o bagnati. Trattamento
SANITIZED che assicura una efficace azione contro acari e batteri, contrasta attivamente lo sviluppo di allergie e degli
odori dovuti alla sudorazione. Colore nero-rosso.

4121

GUANTI IN NYLON/SPANDEX CON SPALMATURA 3/4 IN NITRILE FOAM SANITIZED

Cod. Tec. K232706 K232707 K232708 K232709 K232710
GR67 Euro 4,58 4,58 4,58 4,58 4,58
Taglia S M L XL XXL
Taglia EU 6 7 8 9 10

 12

ART. K2327
Guanti in Nylon alta qualità, spalmato su palmo e parte del dorso in nitrile schiumato con finitura rugosa, che aumenta
esponenzialmente la superfice di contatto, per consolidare la presa anche in presenza di acqua e olio. Traspirante
ed elastico. Adatto per lavori di meccanica, edilizia, magazzinaggio e in presenza di pezzi unti o bagnati. Trattamento
SANITIZED che assicura una efficace azione contro acari e batteri, contrasta attivamente lo sviluppo di allergie e degli
odori dovuti alla sudorazione. Colore nero-rosso.

4121

GUANTI IN NYLON/SPANDEX CON SPALMATURA 4/4 IN NITRILE FOAM SANITIZED

Cod. Tec. K232806 K232807 K232808 K232809 K232810
GR67 Euro 5,07 5,07 5,07 5,07 5,07
Taglia S M L XL XXL
Taglia EU 6 7 8 9 10

 12

ART. K2328
Guanti in Nylon alta qualità, spalmato interamente in nitrile (palmo e dorso) schiumato con finitura rugosa, che aumenta
esponenzialmente la superfice di contatto, per consolidare la presa anche in presenza di acqua e olio. Traspirante
ed elastico. Adatto per lavori di meccanica, edilizia, magazzinaggio e in presenza di pezzi unti o bagnati. Trattamento
SANITIZED che assicura una efficace azione contro acari e batteri, contrasta attivamente lo sviluppo di allergie e degli
odori dovuti alla sudorazione. Colore nero-rosso.

4121

K.23Indivisible package  Suggested retail package - Unit price

GLOVES IN CONTINUOUS NYLON WIRE COATED WITH FOAMED NITRILE

Tech. Code

EU size 8 9 10


ITEM: K2335
Palm coated with foamed nitrile that makes the glove extremely soft and breathable, stretch knitwrist, dotted palm,
ventilated back. Grey colour.

4121

GLOVES IN NYLON/SPANDEX WITH 2/4 IN NITRIL FOAM SANITIZED

Tech. Code

Size S M L XL XXL
EU size 6 7 8 9 10



ITEM: K2324
Gloves high quality nylon, coating on palm and fingers with nitril, rough finish that increases exponentially of the area in
contact for consolidating the grip even in the presence of oil and water. Transpiring elastic material suitable for mechanical
engineering, construction, storage and wet oily pieces. SANITIZED treatment that ensures an effective action against mites
and bacteria, contrasts allergies or smells due to perspiration. Colour black-red.

4121

GLOVES IN NYLON/SPANDEX 3/4 IN NITRIL FOAM SANITIZED

Tech. Code

Size S M L XL XXL
EU size 6 7 8 9 10



ITEM: K2327
High quality nylon, coating on palm and fingers with nitril, rough finish that increases exponentially of the area in contact
for consolidating the grip even in the presence of oil and water. Transpiring elastic material suitable for mechanical
engineering, construction, storage and wet oily pieces. SANITIZED treatment that ensures an effective action against mites
and bacteria, contrasts allergies or smells due to perspiration. Colour black-red.

4121

GLOVES IN NYLON/SPANDEX WITH 4/4 IN NITRIL FOAM SANITIZED COATING

Tech. Code

Size S M L XL XXL
EU size 6 7 8 9 10



ITEM: K2328
Gloves in high quality nylon, entirely coated in nitril (back and front) rough finish that increases exponentially of the area in
contact for consolidating the grip even in the presence of oil and water. Transpiring elastic material suitable for mechanical
engineering, construction, storage and wet oily pieces. SANITIZED treatment that ensures an effective action against mites
and bacteria, contrasts allergies or smells due to perspiration. Colour black-red.

4121



K

K.24 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

GUANTI IN FILO CONTINUO DI NYLON RIVESTITI IN NITRILE SCHIUMATO

Cod. Tec. K232507 K23258 K23259 K232510 K232511
GR67 Euro 5,61 5,61 5,61 5,61 5,61
Taglia EU 7 8 9 10 11

 12

ART. 11-800
Guanti in nylon con rivestimento in nitrile schiumato che rende il guanto morbido e traspirante, polso elasticizzato.
Colore grigio

3131

GUANTI POLIESTERE SPALMATI IN NITRILE

Cod. Tec. K232308 K232309 K232310
GR67 Euro 2,16 2,16 2,16
Taglia EU 8 9 10

 12

ART. K2323
Guanti in poliestere spalmati in nitrile, dorso areato, polso elasticizzato. Ottima resistenza meccanica all'abrasione e allo
strappo.Consigliati nelle operazioni di precisione dove si richiede elevata sensibilità.
Colore grigio/bianco

4121

Smart
Simplicity

Affordability

K.24 Indivisible package   Suggested retail package - Unit price

GLOVES IN CONTINUOUS NYLON WIRE COATED WITH FOAMED NITRILE

Tech. Code

EU size 7 8 9 10 11


ITEM: 11-800
Palm coated with foamed nitrile that makes the glove extremely soft and breathable, stretch knitwrist, maximum comfort
and precision during the working. Grey color.

3131

GLOVES IN CONTINUOUS POLYESTER WIRE NITRILE COATED

Tech. Code

EU size 8 9 10


ITEM: K2323
Nitrile coated palm, stretch knit wrist, ventilated back, recommended for precision tasks where high sensitivity is required.
Grey/white color.

4121



K

K.25 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

GUANTI IN FILO CONTINUO DYNEEMA® RIVESITI IN POLIURETANO

Cod. Tec. K23207 K23208 K23209 K232010 K232011
GR67 Euro 14,94 14,94 14,94 14,94 14,94
Taglia S M L XL XXL
Taglia EU 7 8 9 10 11

 12

ART. K2320
Palmo ricoperto in poliuretano, polso elasticizzato, massimo confort e protezione al taglio nelle lavorazioni dove è richiesta
precisione. Estremamente traspiranti, conferiscono alla mano maggiore sensazione riducendo l'affaticamento.

4343

INFO GUANTI IN TESSUTO DYNEEMA ®
Questo speciale filato, il più resistente al mondo, garantisce resistenze al taglio eccellenti
rispetto alle altre fibre sintetiche e naturali (resistenza al taglio 3/4 per la EN388).
In composizione con fibre di vetro o acciaio si possono raggiungere resistenze al taglio fino al 5.
Di ultimissima generazione si sottolinea il filato DYNEEMA DIAMOND® che raggiunge
resistenza al taglio non inferiori al 4 ed una leggerezza fino ad un 40% inferiore rispetto ai
materiali di precedente generazione.Come per le altre fibre tessili sono possibili le tradizionali
spalmature in poliuretano o nitrile che garantiscono eccellenti proprietà di comfort e protezione.

GUANTI ANTITAGLIO SPALMATI IN POLIURETANO

Cod. Tec. K233007 K233008 K233009 K233010
GR67 Euro 5,09 5,09 5,09 5,09
Taglia EU 7 8 9 10

 12

ART. K2330
Guanti in fibra antitaglio con palmo ricoperto in poliuretano grigio conformi alla norma EN388 con resistenza al taglio da
lama CATEGORIA 3.
Colore grigio.

4342

GUANTI ANTITAGLIO SPALMATI IN POLIURETANO

Cod. Tec. K234007 K234008 K234009 K234010
GR67 Euro 6,91 6,91 6,91 6,91
Taglia EU 7 8 9 10

 12

ART. K2340
Guanti in fibra antitaglio con palmo ricoperto in poliuretano grigio conformi alla norma EN388 con resistenza al taglio da
lama CATEGORIA 5.
Colore grigio.

4542

K.25Indivisible package  Suggested retail package - Unit price

GLOVES IN CONTINUOUS DYNEEMA WIRE COATED WITH POLYURETHANE

Tech. Code

Size S M L XL XXL
EU size 7 8 9 10 11



ITEM: K2320
Polyurethane-coated palm, stretch knitwrist, maximum comfort and protection against cutting in manufacturing operations
where precision is required. Highly breathable, provide greater sensitivity to the hand reducing fatigue.

4343

DYNEEMA FIBRE GLOVES - PRODUCT INFO
This special yarn, the toughest in the world, ensures premium cut resistance compared to other
synthetic and natural fibres (cut resistance 3/4 - as of EN 388 standard).
Together with fibreglass or steel, cut-resistance levels may get up to 5.
DYNEEMA DIAMOND® represents the next-generation technology knit, offering cut-resistance
as high as lev 4, up to 40% lighter than other materials. As in the case of other textile fabrics,
it's also available with traditional polyurethane or nitrile coating, ensuring premium comfort and
protection.

CUT RESISTANCE POLYURETHAN COATED GLOVES

Tech. Code

EU size 7 8 9 10


ITEM: K2330
Polyurethan coated palm, stretch knitwrist, EN 388 category 3 cut resistance.
Grey color.

4342

CUT RESISTANCE POLYURETHAN COATED GLOVES

Tech. Code

EU size 7 8 9 10


ITEM: K2340
Polyurethan coated palm, stretch knitwrist, EN 388 category 5 cut resistance.
Grey color.

4542



K

K.26 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

GUANTI IN MESCOLA DI NITRILE SPECIALE SANITIZED

Cod. Tec. K240007 K24008 K24009 K240010 K240011
GR67 Euro 3,29 3,29 3,29 3,29 3,29
Taglia S M L XL XXL
Taglia EU 7 8 9 10 11
Lunghezza cm 33

 12

ART. 37-675
Sabbiati su palmo e dita, buona combinazione di resistenza meccanica ed agli agenti chimici. Trattamento SANITIZED per
utilizzo nel settore alimentare. Colore verde.

4101 JKL

INFO GUANTI NON SUPPORTATI
Privi di tessuti interni di supporto, questi guanti sono realizzati immergendo la forma su cui
viene costruito il guanto direttamente nel materiale base. Completamente impermeabili
rappresentano la soluzione ideale nei casi di operazioni a completo contatto con i liquidi.
Distinguiamo:
·GUANTI IN NEOPRENE
Estramamente flessibili e confortevoli anche a basse temperature, sono idonei per operazioni
di media gravosità in ambienti chimici. Sono meno resistenti dei guanti in nitrile ma mantengono
una discreta resistenza all'abrasione. Ottimi per comfort e sensibilità.
·GUANTI IN NITRILE
Meno flessibili dei guanti in neoprene, sono idonei per operazioni di media gravosità in ambienti
chimici (idrocarburi, grassi, etc.), sconsigliati in ambienti freddi e a contatto con acidi forti e
chetoni.

GUANTI IN NEOPRENE

Cod. Tec. K240207 K240208 K240209 K240210
GR67 Euro 5,77 5,77 5,77 5,77
Taglia S M L XL
Taglia EU 7 - 7,5 8 - 8,5 9 - 9,5 10 - 10,5

 10

ART. K2402
Guanto in neoprene. Floccatura interna in cotone. Zigrinatura esterna antiscivolo, trattamento esterno al silicone. Spessore
0,75mm. Modello lungo, 30 cm circa. Colore nero.

3121 AJKL

GUANTI IN LATTICE PARAZIGRINATO

Cod. Tec. K240409 K240410
GR67 Euro 19,89 19,89
Taglia L XL
Taglia EU 9 10

 1

ART. K2404
Guanto in lattice 100%. Buona resistenza all’ abrasione e ottimo grip. Palmo e dorso zigrinati, interno liscio e bordino salva
goccia. Lunghezza 60 cm.

2121

K.26 Indivisible package   Suggested retail package - Unit price

GLOVES WITH SPECIAL BLEND NITRILE

Tech. Code

Size S M L XL XXL
EU size 7 8 9 10 11
Length cm 33



ITEM: 37-675
Sandblasted palm and fingers, good combination of mechanical and chemical agents resistance. Green colour.

4101 JKL

UNSUPPORTED WORK GLOVES - PRODUCT INFO
Unsupported with internal fabrics, these gloves are created and receive their glove shape by
dipping process, directly into the base material. Completely waterproof, ideal for applications
involving full liquid contact.
We herewith define:

- NEOPRENE GLOVES
Extreme flexibility and comfort also at low temperature, fit for medium duty operations in
chemical environments. Featuring lowering resistance than nitrile gloves, yet they still offer a
fairly good abrasion resistance. Great comfort and tactile sensitivity.

- NITRILE GLOVES
Though not as flexible as neoprene gloves, they are suitable for medium duty operations in
chemical environments (hydrocarbons, grease, etc), not recommended in cold environments
and with ketons and oxidising agents.

NEOPRENE GLOVES

Tech. Code

Size S M L XL
EU size 7 - 7.5 8 - 8.5 9 - 9.5 10 - 10.5



ITEM: K2402
Neoprene gloves. Flocklined with cotton Anti-slip outer knurling, silicone treated external surface. Thickness: 0,75mm Long
version, approx 30 cm. Black colour.

3121 AJKL

CRINKLED LATEX GLOVES

Tech. Code

Size L XL
EU size 9 10



ITEM: K2404
Latex gloves 100%. Good abrasion resistance and excellent grip. Crinkle finish on palm and back for superior grip, smooth
inside rolled cuff for easy use. Length 60 cm.

2121



K

K.27 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

GUANTI SPALMATI IN PVC SPECIALE SANITZED

Cod. Tec. K2280927 K2280935
GR67 Euro 3,92 4,43
Taglia L/XL
Taglia EU 9.5
Lunghezza cm 27 35

 12

ART. K2280
Supporto interno in cotone, trattamento antibatterico SANITIZED, ottima resistenza meccanica all’abrasione e allo strappo.
Efficace protezione dai prodotti chimici. Colore rosso.

4121 AKL

GUANTI IN JERSEY FELPATI RIVESTITI IN PVC

Cod. Tec. K241010
GR67 Euro 14,94
Taglia XL
Taglia EU 10
Lunghezza cm 35

 12

ART. K2410
Finitura ruvida per un’ottima presa, robusto e flessibile è eccezionale nel trattamento di acidi, sostanze caustiche e grassi.
Colore verde scuro.

3121 AKL

INFO GUANTI SUPPORTATI IN PVC
Il filato di base è in tessuto (cotone, jersey, poliammide), che viene rivestito nella parte esterna
per aumentarne la protezione meccanica.
La spalmatura in PVC offre un'ottima barriera agli acidi, alle basi, agli oli da taglio, ai petroli
ed un'ottima resistenza all'abrasione. E' un guanto ideale dove si richieda buona resistenza
meccanica e chimica in ambiente molto umido.
Questo tipo di rivestimento garantisce una elevata vita utile del guanto, mantenedo inalterate
le sue caratteristiche protettive.

K.27Indivisible package  Suggested retail package - Unit price

SPECIALLY SANITIZED PVC-COATED GLOVES

Tech. Code

Size L/XL
EU size 9.5
Length cm 27 35



ITEM: K2280
Internal cotton, SANITIZED antibacterial treatment, excellent resistance to abrasion and tearing.
Effective protection from chemicals. Red colour.

4121 AKL

NAPPED JERSEY GLOVES COATED IN PVC

Tech. Code

Size XL
EU size 10
Length cm 35



ITEM: K2410
Rough finish for a good grip, strong and flexible, exceptional for handling acids and caustic agents. Dark green colour.

3121 AKL

SUPPORTED PVC GLOVES - PRODUCT INFO
It's base textile yarn is fabric (cotton, jersey, polyamide), provided with an outer coating to offer
an increased mechanical protection.
PVC coating represents a very effective barrier against acids, bases, cutting fluids, oils,
premium abrasion resistance. Ideal when good mechanical and chemical resistance is required,
in extremely humid environments.
Such coating can also guarantee a long service life for the gloves, while their protective
properties remain unaltered over time.



K

K.28 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

GUANTI MONOUSO IN LATTICE NATURALE

Cod. Tec. K25007 K25008 K25009 K250010
GR67 Euro 8,34 8,34 8,34 8,34
Taglia S M L XL
Taglia EU 7 8 9 10

ART. K2500
Ambidestri, leggeri ed elastici, utilizzo previsto con temperature d’esercizio non superiori ai 40 °C.
Spessore 0,07 mm. Clorinati. Colore naturale. Scatola da 100 pz.

INFO GUANTI MONOUSO LATTICE
Idonei per operazioni delicate, di precisione e di breve durata, nelle situazioni in cui è
necessario sostituire di frequente il guanto. Ambidestri, estremamente flessibili ed elastici si
adattano perfettamente ad entrambe le mani.
Per facilitarne la calzata vengono trattati con polveri lubrificanti o clorinatura al fine di limitare il
più possibile i rischi di allergie a contatto con la pelle.

GUANTI IN LATTICE SENZA POLVERE

Cod. Tec. K250207 K250208 K250209 K250210
GR67 Euro 17,30 17,30 17,30 17,30
Taglia S M L XL
Taglia EU 7 8 9 10

ART. K2502
Ambidestri, leggeri ed elastici. Utilizzo previsto con temperature di esercizio non superiori ai 40° C.
Spessore maggiorato 0,28 mm. Modello lungo, 30 cm circa. Clorinati. Colore blu. Scatola da 50 pz.

FJK

K.28 Indivisible package   Suggested retail package - Unit price

NATURAL LATEX DISPOSABLE GLOVES

Tech. Code

Size S M L XL
EU size 7 8 9 10

ITEM: K2500
Ambidextrous, light and elastic, exterior smooth finish, intended for use at operating temperatures not exceeding 40°C.
With powder chlorinated.
Natural colour. Box of 100 pcs.

DISPOSABLE LATEX GLOVES - PRODUCT INFO
Recommended for delicate and precision operations to be carried out over a short period of
time, and when removal and replacement of gloves is frequently required. Ambidextrous, highly
flexible and elastic gloves, they offer a perfect fit to both hands.
To facilitate easy wearing of glove, lubricant powder and a chlorine solution treatment are used
so to minimize skin allergies and irritation.

DUSTFREE LATEX DISPOSABLE GLOVES

Tech. Code

Size S M L XL
EU size 7 8 9 10

ITEM: K2502
Ambidextrous use, light and flexible exterior grained finish. Used in the event of operating temperatures non exceeding
40°C. Enhanced thickness 0.28 mm. Long version, approx 30 cm Chlorinated. Blue colour 50-pc box.

FJK



K

K.29 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

INFO GUANTI MONOUSO NITRILE
Sfruttando le peculiarità di questo polimero, si ottengono guanti più protettivi e resistenti rispetto
al vinile ma con elasticità e comfort non dissimili dal lattice.
Garantiscono resistenza chimica leggera, flessibilità e adattabilità alle mani a rischio allergie.
Sono consigliati nelle operazioni di contatto con sostanze chimiche oleose, solventi e grassi
animali.

GUANTI MONOUSO IN NITRILE

Cod. Tec. K251207 K251208 K251209 K251210
GR67 Euro 11,73 11,73 11,73 11,73
Taglia S M L XL
Taglia EU 7 8 9 10

ART. K2512
Ambidestri, leggeri ed elastici. Utilizzo previsto con temperature di esercizio non superiori ai 40° C. Spessore maggiorato
0,12 mm. Modello lungo, 30 cm circa. Clorinati. Colore viola. Scatola da 50 pz.

FJK

GUANTI MONOUSO IN NITRILE

Cod. Tec. K25157 K25158 K25159 K251510
GR67 Euro 11,00 11,00 11,00 11,00
Taglia S M L XL
Taglia EU 7 8 9 10

ART. K2515
Ambidestri leggeri ed elastici. Utilizzo previsto con temperature d’esercizio non superiore ai 40° C.
Spessore 0,12 mm. Peso 4,9 g. Colore blu. Scatola da 100 pz.

GUANTI MONOUSO IN NITRILE GOFFRATO

Cod. Tec. K25138 K25139 K251310
GR67 Euro 11,00 11,00 11,00
Taglia M L XL
Taglia EU 8 9 10

ART. K2513
Guanti monouso in nitrile, di protezione con spessore maggiorato 0,18mm in latex free. Goffrato di color arancione,
ambidestri con polsino rinforzato salvastrappo. Grazie allo spessore maggiorato e sono ideali per lavori dove è richiesta
maggior protezione e resistenza. Peso 445g. Scatola da 50 pz.

374-3 374-2 388

K.29Indivisible package  Suggested retail package - Unit price

DISPOSABLE NITRILE GLOVES - PRODUCT INFO
By making the most of this polymer, the advantage offered is more protective and resistant
gloves when compared to vinyl ones, yet still not so different in elasticity and comfort from latex.
Ensuring a mild chemical resistance, flexibility and good fit for allergy prone skin.
Recommended for applications involving oil-based chemical substances, solvents and animal
fats.

DISPOSABLE NITRILE GLOVES

Tech. Code

Size S M L XL
EU size 7 8 9 10

ITEM: K2512
Ambidextrous use, light and flexible Used in the event of operating temperatures non exceeding 40°C. Enhanced thickness
0,12mm. Long version, approx 30 cm. Chlorinated powder free. Purple colour 50-pc box.

FJK

DISPOSABLE NITRILE GLOVES

Tech. Code

Size S M L XL
EU size 7 8 9 10

ITEM: K2515
Ambidextrous, light and elastic. Intended for use of temperatures which are not above 40° C.
Thickness 0,12 mm. Weight 4,9 g. Colour blue. Box of 100 pcs.

DISPOSABLE EMBEDDED NITRILE GLOVES

Tech. Code

Size M L XL
EU size 8 9 10

ITEM: K2513
Disposable gloves in nitrile, with protection thickness of 0.18mm latex free. Embossed in orange, ambidextrous with
reinforced safety cuffs. Thanks to the increased thickness they are ideal for jobs where greater protection and resistance is
required. Weight 445g. Box of 50 pcs.

374-3 374-2 388
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K.30 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

GUANTI MONOUSO IN VINILE

Cod. Tec. K25207 K25208 K25209 K252010
GR67 Euro 6,59 6,59 6,59 6,59
Taglia S M L XL
Taglia EU 7 8 9 10

ART. K2520
Ambidestri, trattati con polvere. Utilizzo previsto con temperature d'esercizio non superiori ai 40 °C.
Colore trasparente. Scatola da 100 pezzi.

FJK

GUANTI IN FILO CONTINUO COTONE

Cod. Tec. K26107 K26109
GR67 Euro 0,72 0,72
Taglia S L
Taglia EU 7 9

 12

ART. K2610
Filo continuo (3 fili). Polso maglia. Colore grezzo.

INFO GUANTI IN COTONE
Il cotone è una fibra naturale che conferisce elevate proprietà di traspirabilità e morbidezza.
Garantisce un buon isolamento termico, comfort e lascia all'operatore buone capacità di
manipolazione degli oggetti.
Distinguiamo due principali tipologie:
·GUANTI IN MAGLIA COTONE
Sottili e delicati, garantiscono all'operatore una estrema sensibilità. Durata e resistenza ne
sono di conseguenza penalizzate.
Sono consigliabili nel caso ci sia un ricambio frequente del guanto ed una richiesta di protezione
della mano da sporco e polvere.
·GUANTI IN FILO CONTINUO COTONE
Rispetto ai tradizionali guanti in maglia cotone, la lavorazione a filo continuo conferisce una
maggiore resistenza, una notevole elasticità e quasi completa assenza di cuciture.
Vengono spesso utilizzati come sottoguanto o per piccole operazioni di manutenzione.

INFO GUANTI MONOUSO VINILE
Sono l'alternativa economica ai guanti monouso in lattice. Risultano altresì meno flessibili e
meno elastici, ma hanno il vantaggio di non provocare allergie.

K.30 Indivisible package   Suggested retail package - Unit price

DISPOSABLE VINYL GLOVES

Tech. Code

Size S M L XL
EU size 7 8 9 10

ITEM: K2520
Ambidextrous, treated with powder. Intended for use at operating temperatures not exceeding 40°C. Exterior smooth finish.
Transparent colour. Box of 100 pcs.

FJK

CONTINUOUS COTTON WIRE GLOVES

Tech. Code

Size S L
EU size 7 9



ITEM: K2610
Continuous wire (3 wires). Stretch knitwist. Raw colour.

COTTON GLOVES- PRODUCT INFO
Cotton, being a natural fibre, ensures excellent breathability and softness to the product.
It also guarantees good heat insulation, comfort while proving effective when handling objects
We herewith define two main type:

- COTTON KNIT GLOVES
Thin and delicate, ensuring to the operator extreme tactile sensitivity. As a consequence,
durability and resistance are not the product key feature. Recommended in case of frequent
removal and replacing of the glove, when dust and dirt protection is required.

- CONTINUOUS THREAD COTTON GLOVES
Compared to traditional cotton knit gloves, continuous threading ensures greater resistance,
premium elasticity for a nearly seamless type of glove. Often used as an underglove or to carry
out minor maintenance operations.

DISPOSABLE VYNIL GLOVES - PRODUCT INFO
An affordable alternative to disposable latex gloves.
Though not as flexible and elastic, they do not cause allergies.
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K.31 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

GREMBIULI IN CROSTA PER SALDATORI

Cod. Tec. K31006090
GR67 Euro 13,19
Dimensioni cm 60 x 90

ART. K3100
Adatti nelle operazioni di saldatura, efficace contro piccoli spruzzi di metallo fuso e brevi tempi di contatto con fiamme.
Colore grigio.

CLASSE 2
A1 + A2

LEGENDA NORMATIVA GREMBIULI E TUTE

CLASSE...

EN 1073-2
INDUMENTI DI PROTEZIONE  PER USO CONTRO LA
CONTAMINAZIONE RADIOATTIVA

Requisiti e metodi di prova per indumenti di protezione non ventilati
contro la contaminazione radioattiva sotto forma di particelle.
L’indumento deve essere progettato in modo da essere semplice
da indossare e da togliere e da ridurre al minimo il rischio di
contaminazione.
Può essere costituito da una o più parti da indossare assieme e può
incorporare in modo permanente accessori fissati (es.: cappuccio,
guanti, galosce, protezione delle vie respiratorie)

CLASSE...

EN ISO 11611
INDUMENTI DI PROTEZIONE UTILIZZATI PER LA SALDATURA E I
PROCEDIMENTI CONNESSI

Specifica i requisiti fondamentali minimi di sicurezza per indumenti di
protezione, compresi cappucci, grembiuli, maniche e ghette, che sono
progettati per proteggere il corpo, la testa e i piedi dell’utilizzatore e che
sono destinati ad essere indossati durante la saldatura e i procedimenti
che presentano rischi comparabili.
Gli indumenti di protezioni certificati secondo questa norma sono quindi
destinati a proteggere il portatore contro piccoli spruzzi di metallo fuso,
brevi contatti con la fiamma e calore radiante.

CLASSE X AY
Classe del protettore (x)
Gli indumenti sono classificati in base ai risultati ottenuti durante i test in
2 classi :
Classe 1- protezione contro tecniche di saldatura e condizioni ambientali
meno pericolose (che causano livelli inferiori di spruzzi e calore
radiante)
Classe 2- protezione contro tecniche di saldatura e condizioni ambientali
più pericolose (che causano livelli superiori di spruzzi e calore radiante)
Propagazione limitata della fiamma (Y)
Il test della misurazione delle proprietà di propagazione limitata della
fiamma sul capo può essere effettuato con due procedimenti diversi:
Procedimento A - Accensione superficiale (in marcatura A1)
Procedimento B - Accensione dal bordo inferiore (in marcatura A2)
I due procedimenti possono essere applicati anche insieme (in
marcatura A1+A2).

TIPO ...

EN 1149-1
INDUMENTI DI PROTEZIONE PER USO CONTRO I RISCHI DI
SCARICHE ELETTROSTATICHE

La norma EN 1149-1:1997 specifica i requisiti elettrostatici e i metodi
di prova per gli indumenti di protezione che dissipano cariche
elettrostatiche, per evitare scariche che possano innescare incendi.
La norma EN 1149-2:1997 definisce i metodi di prova per la misurazione
della resistenza elettrica attraverso un materiale (resistenza verticale).
La norma EN 1149-3:2005 definisce i metodi di prova per la misurazione
dell’attenuazione della carica.

TIPO ...

EN ISO 13982-1
INDUMENTI DI PROTEZIONE PER USO CONTRO PARTICOLARI
SOLIDI

TIPO ...

EN 13034
INDUMENTI DI PROTEZIONE PER USO CONTRO AGENTI CHIMICI
LIQUIDI

Requisiti prestazionali per indumenti di protezione chimica che
provvedono alla protezione dell´intero corpo contro particolari solidi
sospesi nell´aria (Tipo 5).

TIPO ...

EN 14126
INDUMENTI DI PROTEZIONE PER USO CONTRO IL RISCHIO
BIOLOGICO

TIPO ...

EN 374

GREMBIULI IN CROSTA

Cod. Tec. K31026090
GR67 Euro 12,88
Dimensioni cm 60 x 90

ART. K3102
Grembiuli in crosta con lacci in tessuto per la chiusura al collo ad alla vita.

K.31Indivisible package  Suggested retail package - Unit price

SPLIT APRONS FOR WELDING APPLICATIONS

Tech. Code

Dimensions cm 60 x 90

ITEM: K3100
Suitable for welding operations, effective against small splashes of molten metal and incidental flame contact.
Grey colour.

Class 2
A1 + A2

APRONS AND TRACKSUITS STANDARD LEGEND

CLASS

EN 1073-2
PROTECTIVE CLOTHING FOR USE AGAINST RADIOACTIVE
CONTAMINATION

Requirements and test methods for non-ventilated protective clothing
against radioactive contamination in form of particles.
The garment must be designed so as to be easy to wear and take off,
and to minimize the risk of contamination. Can be constituted by one
or more parts to wear together and can incorporate permanently fixed
accessories (eg.: hood, gloves, galoshes, respiratory protection)

CLASS

EN ISO 11611
PROTECTIVE CLOTHING FOR USE IN WELDING AND ALLIED
PROCESSES

Specifies the minimum safety key requirements for protective clothing
including hoods, aprons, sleeves and gaiters, which are designed to
protect the body, the head and feet of the user and which are intended
to be worn during welding and procedures that have comparable risks.
Clothing protectors certified to this standard are therefore designed to
protect the wearer against small splashes of molten metal, short-term
contact with the flame and radiant heat.

CLASS X AY
Class Protector (x)
Garments are classified according to the results obtained during tests in
2 classes:
Class 1 - Protection against welding techniques and environmental
conditions less dangerous (causing lower levels of spatter and radiant
heat)
Class 2 - protection against welding techniques and the most dangerous
environmental conditions (causing higher levels of spatter and radiant
heat)
Limited flame spread (Y)
The test of the measurement of the properties of limited flame spread on
the head can be carried out with two different procedures:
Procedure A - Ignition surface (in marking A1)
Procedure B - Ignition from the bottom edge (in marking A2)
The two procedures can also be applied together (in marking A1 + A2).

TYPE ...

EN 1149-1
PROTECTIVE CLOTHING FOR USE AGAINST THE RISK OF
ELECTROSTATIC DISCHARGES

Standard EN 1149-1:1997 specifies electrostatic requirements and test
methods for protective clothing dissipating electrostatic charges, to
prevent discharges that can ignite fires.
Standard EN 1149-2:1997 defines test methods for measuring the
electrical resistance through a material (vertical resistance).
Standard EN 1149-3:2005 defines test methods for measurement of
charge attenuation.

TYPE ...

EN ISO 13982-1
PROTECTIVE CLOTHING FOR USE AGAINST SPECIAL SOLID

TYPE ...

EN 13034
PROTECTIVE CLOTHING FOR USE AGAINST CHEMICAL LIQUIDS

Performance requirements for chemical protective clothing which
provide for special protection of the entire body against suspended in
the air solid (Type 5).

TYPE ...

EN 14126
PROTECTIVE CLOTHING FOR USE AGAINST THE BIOHAZARD

TYPE ...

EN 374

SPLIT APRONS

Tech. Code

Dimensions cm 60 x 90

ITEM: K3102
Split aprons with neck and waist regulation laces.
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K.32 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

GREMBIULI IN PVC

Cod. Tec. K311075110 K311090120
GR67 Euro 2,78 2,99
Dimensioni cm 75 x 110 90 x 120
Spessore mm 0,35

 20

ART. K3110
Adatti alla protezione dagli acidi, solventi, petroli e derivati. Colore verde.

GREMBIULI IN CROSTA RINFORZATI

Cod. Tec. K31036090
GR67 Euro 14,42
Dimensioni cm 60 x 90

ART. K3103
Grembiuli rinforzati in crosta con lacci in tessuto per la chiusura al collo ad alla vita.

mro

Perfect
ergonomics

K.32 Indivisible package   Suggested retail package - Unit price

PVC APRONS

Tech. Code

Dimensions cm 75 x 110 90 x 120
Thickness mm 0.35



ITEM: K3110
Suitable for protection against acids, solvents, oils and derivatives.
Green colour.

REINFORCED SPLIT APRONS

Tech. Code

Dimensions cm 60 x 90

ITEM: K3103
Reinforced Aprons with neck and waist regulation laces.
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K.33 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

TUTE INTERE CON CAPPUCCIO MONOUSO

Cod. Tec. K3200L K3200XL K3200XXL
GR67 Euro 1,86 1,86 1,86
Taglia L XL XXL

ART. K3200
POLIPROPILENE COLORE BIANCO
Saldate con chiusura a cerniera, elastici stringipolso/caviglia, prodotto corrispondente alle normative CE. Adatta alla
protezione dalle polveri e sporco non pericoloso.

Cod. Tec. K3205L K3205XL K3205XXL
GR67 Euro 11,64 11,64 11,64
Taglia L XL XXL

 20

ART. K3205
TYVEK DUPONT COLORE BIANCO
Cucite con chiusura a cerniera, elastico stringipolso/caviglia/vita, prodotto rispondente alle normative CE tipo 4-5-6. Adatta
al settore farmaceutico, alimentare e nelle camere bianche.

TIPO 5 TIPO 6 TIPO 6

Cod. Tec. K3202M K3202L K3202XL K3202XXL
GR67 Euro 6,59 6,59 6,59 6,59
Taglia M L XL XXL

ART. K3202
PROKEM COLORE BIANCO
Chiusura con cerniera a 2 cursori ricoperta da patta con adesivo, elastici stringopolso/caviglia, prodotto corrispondente alla
normativa CE tipo 5-6. Adatta al settore farmaceutico, alimentare e nelle camere bianche.

CLASSE A TIPO 5-B
TIPO 6-B

K.33Indivisible package  Suggested retail package - Unit price

DISPOSABLE FULL OVERALLS WITH HOOD

Tech. Code

Size L XL XXL

ITEM: K3200
POLYPROPYLENE WHITE COLOUR.
Welded with zipper closure, elastic wrist/ankle squeezers.
Product complying with EC standards. Suitable for protection against dust and non-hazardous dirt.

Tech. Code

Size L XL XXL


ITEM: K3205
DUPONT TYVEK WHITE COLOUR.
Sewn with zipper closure, elastic wrist/ankle/waist squeezers, product complying with EC type 4-5-6. Suitable for
pharmaceutical, food and clean room environments.

TYPE 5 TYPE 6 TYPE 6

Tech. Code

Size M L XL XXL

ITEM: K3202
PROKEM WHITE COLOUR.
Zip closure with 2 sliders covered with adhesive flap, elastic wrist/ankle squeezers.
Product complying with EC type 5-6, suitable for pharmaceutical, food and clean room environments.

CLASS A TYPE 5-B
TYPE 6-B
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K.34 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

LEGENDA NORMATIVA PROTETTORI DELL'OCCHIO E DEL VISO
EN 166 Specifiche di costruzione e prestazionali dei protettori dell'occhio
EN 169 Filtri per la saldatura e tecniche connesse
EN 170 Filtri ultravioletti
EN 171 Filtri infrarossi
EN 172 Filtri solari per uso industriale
EN 175 Equipaggiamento di protezione degli occhi e del viso durante la saldatura e i procedimenti connessi
EN 379 Filtri automatici per saldatura
EN 1731 Protettori degli occhi e del viso a rete

OCCHIALI PROTETTIVI CON LENTE SOLARE

Cod. Tec. K400510
GR67 Euro 14,90
Filtro 2C - Filtro UV plus
Gradazione 5 - 3.1 (Filtro solare)
Classe ottica Classe 1
Protezione VS impact F(T) - Impatto bassa energia ed a temperature estreme
Requisiti opzionali N - Antiappannamento K - Antigraffio

 10

ART. K4005
Montatura avvolgente in policarbonato nero lucido, ponte nasale anallergico. La lente solare molto rilassante garantisce un
perfetto riconoscimento dei colori. Applicazioni: Lavori all'esterno, cantieri edili, lavori stradali e guida di automezzi.

EN 166 / EN 170 / EN 172

OCCHIALI PROTETTIVI

Cod. Tec. K400610
GR67 Euro 13,90
Filtro 2C - Filtro UV plus
Gradazione 1.2 - Lente chiara
Classe ottica Classe 1
Protezione VS impact F(T) - Impatto bassa energia ed a temperature estreme
Requisiti opzionali N - Antiappannamento K - Antigraffio

 10

ART. K4006
Estrema cura dei dettagli ed eccellente ergonomia per un occhiale ricco di fascino e comfort, ponte nasale anallergico a
sella continua, il design avvolgente delle lenti consente un'ottima protezione laterale, l'esclusivo frame verniciato conferisce
eleganza e stile. Montatura rosso lucido e lente neutra. Protezione da impatti e raggi UV.

EN 166, EN 170

OCCHIALI PROTETTIVI IN VETRO

Cod. Tec. K410201 K410201R
GR67 Euro 11,30 6,20
Tipo Occhiali completi Ricambio lente
Filtro -
Gradazione -
Classe ottica Classe 1
Protezione VS impact S - Robustezza incrementata
Requisiti opzionali -

 10 20

ART. K4102
Montatura in plastica semirigida nera, lenti in vetro trasparente.
Occhiale bilente con protezioni laterali aerate basculanti.
Disponibilità lenti intercambiabili. Buona protezione da graffi, eccellente protezione agenti chimici.

EN 166
K.34 Indivisible package   Suggested retail package - Unit price

EYE PROTECTION STANDARD LEGEND
EN 166 Specification for construction and performance of eye protectors
EN 169 Filters for welding and related techniques
EN 170 Ultraviolet filters
EN 171 Infrared filters
EN 172 Solar filters for industrial use
EN 175 Protective equipment of eyes and face protection during welding and allied processes
EN 379 Automatic welding filters
EN 1731 Eye and face net protectors

PROTECTIVE EYEWEAR WITH SUN LENSES

Tech. Code

Filter 2C - UV plus filter
Grade 5 - 3.1 (Sun filter)
Optical Class Class 1
Protection VS Impact F(T) - Low impact energy and high temperature exposure
Optional req. N - Anti-fog K - Scratch resistant



ITEM: K4005
Polycarbonate full rim glossy black frame, anallergic bridge nose. High-comfort shades providing true colour recognition.
Applications: Outdoor work, building sites, road works and vehicle driving.

EN 166 / EN 170 / EN 172

PROTECTIVE EYEWEAR

Tech. Code

Lens 2C - UV plus filter
Grade 1.2 – Clear lens
Optical Class Class 1
Protection VS Impact F(T) - Low impact energy and high temperature exposure
Optional req. N - Anti-fog K - Scratch resistant



ITEM: K4006
Utmost care given to details and excellent ergonomic design, great comfort, trendy eyewear. Featuring anallergic, non-slip
nose pad. Its wraparound lens design provides extra side coverage, the exclusive painted frame confers elegance and
style. Shiny red frame, clear lens. Shock-proof, UV protection.

EN 166, EN 170

PROTECTIVE EYEWEAR

Tech. Code

Type Complete pair Lens replacement
Filter -
Grade -
Optical Class Class 1
Protection VS Impact S - Enhanced resilience
Optional req. -



ITEM: K4102
Semi-rigid black plastic frame, clear glass lenses. Two-lens eyewear complete with tilted vented side shields.
Interchangeable lenses also available. Scratch resistance and chemical agent protection.

EN 166
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K.35 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

OCCHIALI PROTETTIVI

Cod. Tec. K410505 K4109R05
GR67 Euro 15,20 8,90
Tipo Occhiali completi Ricambio lente
Filtro 5 - Per saldatura

Gradazione Verde scuro 5 - Per saldatura

Classe ottica Classe 1
Protezione VS impact S - Robustezza incrementata
Requisiti opzionali -

 20 25

ART. K4105
Per saldatura, montatura in plastica semirigida nera, ripari laterali, lenti bombate.

EN 166, EN 169, EN 175

OCCHIALI PROTETTIVI IN POLICARBONATO

Cod. Tec. K410301 K410301R
GR67 Euro 7,20 2,60
Tipo Occhiali completi Ricambio lente
Filtro 2C - Filtro UV plus

Gradazione 1.2 - Lente chiara

Classe ottica Classe 1
Protezione VS impact F(T) - Impatto bassa energia ed a temperature estreme
Requisiti opzionali -

 10 20

ART. K4103
Montatura in plastica semirigida nera, lenti in policarbonato trasparente.
Occhiale bilente con protezioni laterali aerate basculanti.
Disponibilità lenti intercambiabili.

EN 166, EN 170

OCCHIALI PROTETTIVI ANTIAPPANNAMENTO

Cod. Tec. K410403
GR67 Euro 7,20
Filtro 2C - Filtro UV plus
Gradazione 1.2 - Lente chiara
Classe ottica Classe 1
Protezione VS impact F(T) - Impatto bassa energia ed a temperature estreme
Requisiti opzionali -

 10

ART. K4104
Occhiali in policarbonato trasparenti, antiappannamento, con astine regolabili in lunghezza.
Protezione contro particelle ad alta velocita' a temperature estreme, protezione laterale integrate, resistenza contro
l'appannamento degli oculari.

EN 166, EN 170

MASCHERE PROTETTIVE

Cod. Tec. K4108100
GR67 Euro 13,40
Filtro 2C - Filtro UV plus
Gradazione 1.2 - Lente chiara
Classe ottica Classe 1
Protezione VS impact B - Impatto media energia
Requisiti opzionali N - Antiappannamento  K - Resistenza abrasione
Campi di impiego 3 - Protez. spruzzi liquidi  4 - Protez. polveri grosse  9 - Protez. metalli fusi e solidi caldi

 5

ART. K4108
Maschera in policarbonato trasparente, antigraffio e antiappannamento, ventilazione indiretta, protezione laterale.
Protezione contro gocce e spruzzi di liquidi, contro particelle a media energia, contro metalli fusi e solidi caldi.
Sovrapponibile ai comuni occhiali da vista. DPI 3° categoria.

EN 166, EN 170

K.35Indivisible package  Suggested retail package - Unit price

PROTECTIVE EYEWEAR

Tech. Code

Type Complete pair Lens replacement
Filter 5 – For welding

Grade Dark green 5 – For welding

Optical Class Class 1
Protection VS Impact S - Enhanced resilience
Optional req. -



ITEM: K4105
Semi-rigid black plastic frame, side shields, convex lenses.

EN 166, EN 169, EN 175

PROTECTIVE POLYCARBONATE EYEWEAR

Tech. Code

Type Complete pair Lens replacement
Filter 2C - UV plus filter

Grade 1.2 -Clear lens

Optical Class Class 1
Protection VS Impact F(T) - Low impact energy and high tempt exposure
Optional req. -



ITEM: K4103
Semi-rigid black frame, polycarbonate clear glass lenses. Two-lens eyewear complete with tilted vented side shields.
Interchangeable lenses also available.

EN 166, EN 170

PROTECTIVE POLYCARBONATE EYEWEAR

Tech. Code

Filter 2C - UV plus FIlter
Grade 1.2 – Clear lens
Optical Class Class 1
Protection VS Impact F(T) - Low impact energy and high tempt exposure
Optional req. -



ITEM: K4104
Polycarbonate clear frame, anti-fog eyewear, ratcheting/adjustable temples for a custom fit. Protection against high-speed
particles and high temperature exposure. Integrated side shields. Anti-fogging.

EN 166, EN 170

SAFETY GOGGLES

Tech. Code

Filter 2C - UV plus Filter
Grade 1.2 - Clear lens
Optical Class Class 1
Protection VS Impact B – Medium energy impact
Optional req. N - Anti-fog K - Scratch resistant
Use 3 – Liquid splashes protection  4 – Coarse powder protection    9 – Molten metals and hot solids protection



ITEM: K4108
Polycarbonate clear goggles, scratch resistant, anti-fog, indirect ventilation. Side shielding. Chemical protection against
liquid droplets or splashes, resisting medium energy impact. Guarantees protection against molten metals or hot solids.
Fits over prescription glasses. DPI 3

EN 166, EN 170



K

K.36 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

OCCHIALI PROTETTIVI

Cod. Tec. K4120100
GR67 Euro 4,10
Filtro 2C - Filtro UV plus
Gradazione 1.2 - Lente chiara
Classe ottica Classe 1
Protezione VS impact F(T) - Impatto bassa energia ed a temperature estreme
Requisiti opzionali -

 10

ART. K4120
Montatura in policarbonato blu con stanghette regolabili, monolente incolore antiappannante, protezioni laterali integrate.

EN 166, EN 170

Cod. Tec. K4122100
GR67 Euro 10,80
Filtro 2C - Filtro UV plus
Gradazione 1.2 - Lente chiara
Classe ottica Classe 1
Protezione VS impact F(T) - Impatto bassa energia ed a temperature estreme
Requisiti opzionali K - Resistenza abrasione

 10

ART. K4122
Montatura in policarbonato verde e nera. Montatura studiata per ammortizzare i punti di contatto sul viso. Lenti incolore
con trattamento antigraffio.

EN 166, EN 170

Cod. Tec. K4125100
GR67 Euro 2,68
Filtro 2 - Filtro UV plus
Gradazione 1.2 - Lente chiara
Classe ottica Classe 1
Protezione VS impact F(T) - Impatto bassa energia ed a temperature estreme
Requisiti opzionali -

 12

ART. K4125
Montatura in policarbonato trasparente, ripari laterali, monolente incolore antiappannante.
Adatti ad essere indossati sopra agli occhiali da vista.

EN 166, EN 170

Cod. Tec. K4121100
GR67 Euro 6,70
Filtro 2C - Filtro UV plus
Gradazione 1.2 - Lente chiara
Classe ottica Classe 1
Protezione VS impact F(T) - Impatto bassa energia ed a temperature estreme
Requisiti opzionali -

 10

ART. K4121
Occhiale in policarbonato trasparente antigraffio, protezione laterale. Estremamente leggero e avvolgente, struttura
elastica molto flessibile e resistente. Cordino incluso nella confezione.

EN 166, EN 170

K.36 Indivisible package   Suggested retail package - Unit price

PROTECTIVE EYEWEAR

Tech. Code

Filter 2C - UV plus FIlter
Grade 1.2 – Clear lens
Optical Class Class 1
Protection VS Impact F(T) - Low impact energy and high tempt exposure
Optional req. -



ITEM: K4120
Blue polycarbonate frame with adjustable temples, clear anti-fogging single lens.

EN 166, EN 170

Tech. Code

Filter 2C - UV plus FIlter
Grade 1.2 - Clear lens
Optical Class Class 1
Protection VS Impact F(T) - Low impact energy and high tempt exposure
Optional req. K - Scratch resistant



ITEM: K4122
Blue polycarbonate frame with adjustable temples, clear single lens with OPTIDUR 3000 UV-treatment.

EN 166, EN 170

Tech. Code

Filter 2 - UV plus Filter
Grade 1.2 - Clear lens
Optical Class Class 1
Protection VS Impact F(T) - Medium impact energy and high tempt exposure
Optional req. -



ITEM: K4125
Transparent polycarbonate frame, side shields, clear anti-fogging single lens. Fit for wearing over eyeglasses

EN 166, EN 170

Tech. Code

Filter 2C - UV plus FIlter
Grade 1.2 -  Clear lens
Optical Class Class 1
Protection VS Impact F(T) - Low impact energy and high tempt exposure
Optional req. -



ITEM: K4121
Polycarbonate clear frame eyewear. scratch resistant, side shields Comfortable, ultralight weight, extremely flexible, heavy
duty wrap around frame. Neck strap included in the packaging

EN 166, EN 170



K

K.37 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

MASCHERINE PROTETTIVE

Cod. Tec. K4130100
GR67 Euro 11,10
Filtro -
Gradazione -
Classe ottica 1
Protezione VS impact B - Impatto media energia
Requisiti opzionali N - Antiappannamento

 10

ART. K4130
Montatura in plastica morbida con elastico regolabile, monolente piana incolore antiappannante.

EN 166

Cod. Tec. K4132100
GR67 Euro 13,10
Filtro -
Gradazione -
Classe ottica 1
Protezione VS impact B - Impatto media energia
Requisiti opzionali N - Antiappannamento

 10

ART. K4132
Montatura in plastica morbida con elastico regolabile, areazione a sifone.
Monolente piana incolore antiappannante sostituibile.

EN 166

MONOLENTI DI RICAMBIO PER OCCHIALI PROTETTIVI

Cod. Tec. K4139A100
GR67 Euro 6,80

 5

ART. K4139
Monolente di ricambio per mascherina protettiva K4132100.

Cod. Tec. K4107100
GR67 Euro 25,80
Filtro 2C - Filtro UV plus
Gradazione 1.2 - Lente chiara
Classe ottica Classe 1
Protezione VS impact F(T) - Impatto Bassa Energia ed a temperature estreme
Requisiti opzionali N - Antiappannamento K - Antigraffio
Campi di impiego -

 5

ART. K4107
Montatura in policarbonato grigia. Monolente panoramica incolore antiappannante e antigraffio, ventilazione indiretta.

EN 166, EN 170

K.37Indivisible package  Suggested retail package - Unit price

PROTECTIVE GOGGLES

Tech. Code

Filter -
Grade -
Optical Class 1
Protection VS Impact B - Medium energy impact
Optional req. N - Anti-fog



ITEM: K4130
Soft plastic frame with adjustable elastic fabric headband, flat clear anti-fogging single lens.

EN 166

Tech. Code

Filter -
Grade -
Optical Class 1
Protection VS Impact B - Medium energy impact
Optional req. N - Anti-fog



ITEM: K4132
Soft plastic frame with adjustable elastic fabric headband, siphon ventilation. Flat clear anti-fogging replaceable single lens.

EN 166

REPLACEMENT LENS FOR PROTECTIVE GOGGLES

Tech. Code



ITEM: K4139
Replacement lens for protective masks K4132100.

Tech. Code

Filter 2C - UV plus Filter
Grade 1.2 - Clear lens
Optical Class Class 1
Protection VS Impact F(T) - Low impact energy and high tempt exposure
Optional req. N - Anti-fog K - Scratch resistant
Use -



ITEM: K4107
Grey polycarbonate frame. Single, clear antifog, scratch resistant lens

EN 166, EN 170



K

K.38 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. K4160100 K4160R100
GR67 Euro 33,60 17,90
Filtro 2C - Filtro UV plus -
Gradazione 1.2 - Lente chiara -
Classe ottica Classe 1 -
Protezione VS impact B (T) - Impatto media energia e temperature estreme -
Requisiti opzionali -
Campi di impiego 3 - Protez. spruzzi liquidi -
Ricambio Visiera

ART. K4160
Visiera con calotta di sostegno per la protezione della fronte, testa, occhi, mentoniera e parte del collo.
Parte ottica in policarbonato resistente agli urti e al calore.

EN 166

VISIERE PROTETTIVE

Cod. Tec. K4155100 K4155R100
GR67 Euro 14,40 7,20
Filtro 2C - Filtro UV plus -
Gradazione 1.2 - Lente chiara -
Classe ottica Classe 1 -
Protezione VS impact B - Impatto media energia -
Requisiti opzionali -
Campi di impiego 3 - Protez. spruzzi liquidi -
Ricambio - Visiera

ART. K4155
Calotta completa di schermo e mentoniera, fascia frontale in spugna tergisudore intercambiabile.
Schermo in policarbonato spessore 1mm ribaltabile di 90°.
Puo' essere indossata sopra ad occhiali protettivi e respiratori.
Mentoniera in policarbonato sostituibile.

EN 166, EN 170

SCHERMI PROTETTIVI

Cod. Tec. K4156100
GR67 Euro 5,70
Filtro -
Gradazione -
Classe ottica Classe 1
Protezione VS impact B - Impatto media energia
Requisiti opzionali -

ART. K4156
Schermo in policarbonato trasparente.
Protezione contro particelle a media energia.

EN 166

RACCORDI UNIVERSALI

Cod. Tec. K4157100
GR67 Euro 7,70
Filtro -
Gradazione -
Classe ottica -
Protezione VS impact A (T) - Impatto alta energia e temperature estreme
Requisiti opzionali -
Campi di impiego 3 - Protez. spruzzi liquidi

ART. K4157
Anello universale per elmetto, utilizzare con visiera di protezione K4156.
Protezione contro gocce e spruzzi di liquidi, contro particelle ad alta velocità a temperature estreme.

K.38 Indivisible package   Suggested retail package - Unit price

Tech. Code

Filter 2C - UV plus filter -
Grade 1.2 - Clear lens -
Optical Class Class 1 -
Protection VS Impact B (T) - Medium energy impact and high tempt exposure -
Optional req. -
Use 3 - Liquid splashes protection -
Spare part - Visor

ITEM: K4160
Support cap for protecting forehead, head, chin and part of neck. Impact and heat resistant polycarbonate optical part.

EN 166

SAFETY FACE SHIELDS

Tech. Code

Filter 2C -UV plus filter -
Grade 1.2 - Clear lens -
Optical Class Class 1 -
Protection VS Impact B - Medium energy impact -
Optional req. -
Applications 3 - Liquid splashes protection -
Spare part - Visor

ITEM: K4155
Crown complete with face shield and chin rest, anti-sweat interchangeable head band.
1mm, 90° flip-up polycarbonate face shield
Can be worn over protection eyewear and respirators.
Replaceable polycarbonate chin rest

EN 166, EN 170

PROTECTION FACE SHIELDS

Tech. Code

Filter -
Grade -
Optical Class Class 1
Protection VS Impact B - Medium energy impact
Optional req. -

ITEM: K4156
Clear polycarbonate visor
Protection against medium-speed particles

EN 166

REPLACEMENT FACE SHIELD BRACKETS

Tech. Code

Filter -
Grade -
Optical Class -
Protection VS Impact A (T) - High energy impact and high tempt exposure
Optional req. -
Applications 3 - Liquid splashes protection

ITEM: K4157
Universal brackets for crowns, to be paired with K4156-model safety face shields
Guarantees protection against liquid droplets or splashes, resisting high-speed particles and high temperature exposure.



K

K.39 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ELMETTI

Cod. Tec. K4200G K4200B K4200A1
GR67 Euro 5,05 5,05 3,19
Colore Giallo Bianco -
Peso g 380 -

Ricambio - Sottogola

ART. K4200
Materiale politene, bordatura regolabile con sei punti di ancoraggio, isolamento elettrico fino a 440 volt.

EN 397

CUFFIE AURICOLARI

Cod. Tec. K4300100
GR67 Euro 23,50
Frequenza Hz H - M - L - SNR
Attenuazione dB 30 - 24 - 15 - 27

 20

ART. OPTIME I
Cuscinetti ampi e comodi imbottiti con una combinazione di liquido e schiuma per una tenuta ottimale e una pressione
ridotta e ben distribuita. Archetto a 2 punti di attacco in acciaio armonico per una migliore distribuzione della pressione
costante nel tempo. Adatta per ambienti con rumori moderati.

EN 352-1

LEGENDA NORMATIVA ELMETTI
EN 397 Elmetti di protezione per l'industria

Elementi della marcatura

a Nome o marchio di identificazione del fabbricante
b Tipo di elmetto (designazione del fabbricante)
c Anno e trimestre di fabbricazione
d Taglia o gamma di taglie (in centimetri)
e Numero della norma di riferimento (EN 397)
f Abbreviazione del materiale della calotta (ABS, PC, ...)
g Marcatura CE
h Requisiti facoltativi

EN 50365 Elmetti isolanti elettricamente per utilizzo su impianti a basso voltaggio.

LEGENDA NORMATIVA OTOPROTETTORI
EN 352-1 Cuffie
EN 352-2 Inserti
EN 352-3 Cuffie montate su un elemetto di protezione per l'industria
EN 352-4 Cuffie con risposta in funzione del livello sonoro
EN 352-5 Cuffie con controllo attivo della riduzione del rumore
EN 352-6 Cuffie con comunicazione audio
EN 352-7 Inserti con attenuazione in funzione del livello sonoro

ATTENUAZIONE SONORA: è la differenza fra l'intensità del rumore a cui è sottoposto l'opertatore e quella effettivamente trasmesso all'orecchio.
Si misura in due modi:
HML: attenuazione in base alla frequenza (H-alta, M-media, L-bassa)
SNR: attenuazione tramite un'unico parametro

ELMETTI

Cod. Tec. K4206G K4206A1
GR67 Euro 9,00 2,50
Colore Giallo -
Peso g 333 -

Ricambio - Sottogola

ART. K4206
Elmetto in ABS, bardatura con regolazione rapida in nylon, fascia antisudore con sottogola imbottito, regolabile e con
sgancio rapido.

EN 397

K.39Indivisible package  Suggested retail package - Unit price

SAFETY HELMETS

Tech. Code

Colour Yellow White -
Weight g 380 -

Spare part - Chinstrap

ITEM: K4200
Polythene material, adjustable straps with six anchor points, electrical insulation up to 440 volts.

EN 397

EARMUFFS

Tech. Code

Frequency Hz H - M - L - SNR
Attenuation dB 30 - 24 - 15 - 27



ITEM: OPTIME I
Large, comfortable sealing rings filled with a combination of liquid and foam for optimum sealing and a reduced and well-
distributed pressure. Headband with two attachment points in harmonic steel for better pressure distribution over time.
Suitable for moderate noise environments.

EN 352-1

HELMETS STANDARD LEGEND
EN 397 Protective helmets for industry

Elements of marking

a Name or identifying mark of the manufacturer
b Type of helmet (name of manufacturer)
c Year and trimester of manufacture
d Size or range of sizes (in centimeters)
e Number of the reference standard (EN 397)
f Abbreviation of the material of the cap (ABS, PC, ...)
g CE Marking
h Optional Requirements

EN 50365 Electrically insulating helmets for use on low voltage installations

EAR PROTECTION STANDARD LEGEND
EN 352-1 Earmuffs
EN 352-2 Earplug inserts
EN 352-3 Earmuffs mounted on a protective helmet for the industry
EN 352-4 Earmuffs with response as a function of the sound level
EN 352-5 Earmuffs with active control of noise reduction
EN 352-6 Earmuffs with audio communication
EN 352-7 Earplug inserts with attenuation in function of the sound level

NOISE REDUCTION: the difference between the reduction in operator's perceived noise and the noise intensity level actually transmitted to the ear.
It can be measured scientifically in two ways:
HML: frequency based attenuation (H-high, M-medium, L- low)
SNR: signal to noise ratio

SAFETY HELMETS

Tech. Code

Colour Yellow -
Weight g 333 -

Spare part - Chin strap

ITEM: K4206
ABS safety helment, harness with quick adjustment in nylon, sweatband with adjustable padded chin strap and quick
release fasterner.

EN 397



K

K.40 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. K4305100
GR67 Euro 30,78
Frequenza Hz H - M - L - SNR
Attenuazione dB 34 - 29 - 20 - 31

ART. OPTIME II
Cuscinetti ampi e comodi imbottiti con una combinazione di liquido e schiuma per una tenuta ottimale e una pressione
ridotta e ben distribuita. Archetto a 2 punti di attacco in acciaio armonico per una migliore distribuzione della pressione
costante nel tempo. Adatta per ambienti particolarmente rumorosi.

EN 352-1

INSERTI AURICOLARI MONOUSO

Cod. Tec. K4320200
GR67 Euro 0,22
Frequenza Hz H - M - L - SNR
Attenuazione dB 37 - 34 - 31 - 37

 200

ART. 1100
In schiuma poliuretanica morbida e ipoallergica.
Confezionato a coppie.

EN 352-2

INSERTI AURICOLARI MONOUSO

Cod. Tec. K4325250
GR67 Euro 0,27
Frequenza Hz H - M - L - SNR
Attenuazione dB 30 - 24 - 22 - 28

 250

ART. PP-01-002
In PVC a lenta espansione.
Confezionato a coppie.

EN 352-2

CUFFIE AURICOLARI

Cod. Tec. K4301100
GR67 Euro 10,50
Frequenza Hz H-M-L-SNR
Attenuazione dB 29-23-17-26

ART. K4301
Cuffie antirumore ad archetto in ABS ruotabile in tre posizioni (sopra, dietro il capo e sotto il mento). Regolazione
dell'altezza a scatto abbinabile a elmetti, visiere e maschere.
Peso 189g, colore argento.

EN 352-1

CUFFIE AURICOLARI

Cod. Tec. K4306100
GR67 Euro 15,50
Frequenza Hz H-M-L-SNR
Attenuazione dB 33-30-23-32

ART. K4306
Cuffie antirumore ad archetto con morbida imbottitura per miglior confort. Regolazione dell'altezza rapida e stabile, coppe
in ABS pieghevoli con morbidi cuscinetti imbottiti. Abbinabile con visiere e maschere.
Peso 268g, colore nero/metallizzato.

EN 352-1

K.40 Indivisible package   Suggested retail package - Unit price

Tech. Code

Frequency Hz H - M - L - SNR
Attenuation dB 34 - 29 - 20 - 31

ITEM: OPTIME II
Large, comfortable sealing rings filled with a combination of liquid and foam for optimum sealing and a reduced and well-
distributed pressure. Headband with two attachment points in harmonic steel for better pressure distribution over time.
Suitable for very noisy environments.

EN 352-1

DISPOSABLE EARPLUGS

Tech. Code

Frequency Hz H - M - L - SNR
Attenuation dB 37 - 34 - 31 - 37



ITEM: 1100
Soft and hypoallergenic polyurethane foam. Packaged in pairs.

EN 352-2

DISPOSABLE EARPLUGS

Tech. Code

Frequency Hz H - M - L - SNR
Attenuation dB 30 - 24 - 22 - 28



ITEM: PP-01-002
PVC slow expansion. Packaged in pairs.

EN 352-2

EARMUFFS

Tech. Code

Frequency Hz H-M-L-SNR
Attenuation dB 29-23-17-26

ITEM: K4301
Earmuffs with ABS head that can be rotated in three positions (above, behind the head and under the chin). Adjustment of
the snap height which can be combined with helmets, visors and masks.
Weight 189g, colour silver.

EN 352-1

EARMUFFS

Tech. Code

Frequency Hz H-M-L-SNR
Attenuation dB 33-30-23-32

ITEM: K4306
Earmuffs with soft padded headband for better comfort. Quick and stable height adjustment, folding ABS cups with soft
padded pads. They can be easily combined with visors and masks.
Weight 268g Colour black/metallic.

EN 352-1



K

K.41 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

INSERTI AURICOLARI MONOUSO CON CORDINO

Cod. Tec. K4330100
GR67 Euro 0,51
Frequenza Hz H - M - L - SNR
Attenuazione dB 37 - 34 - 31 - 37

 100

ART. 1110
In schiuma poliuretanica morbida e ipoallergica.

EN 352-2

INSERTI AURICOLARI CON ARCHETTO

Cod. Tec. K4340100 K4340R100
GR67 Euro 8,26 2,57
Frequenza Hz H - M - L - SNR
Attenuazione dB 30 - 22 - 19 - 26

Descrizione Archetto completo Ricambio

 1 20

ART. 1310
Archetto in ABS, tamponi in schiuma poliuretanica morbida e ipoallergica.

EN 352-2

INSERTI AURICOLARI CON ARCHETTO

Cod. Tec. K4345100 K4345R100
GR67 Euro 5,83 2,87
Frequenza Hz H - M - L - SNR
Attenuazione dB 27 - 19 - 17 - 23

Descrizione Archetto completo Ricambi

 1 10

ART. EC-01-000
Archetto in ABS, tamponi in schiuma poliuretanica morbida e ipoallergica.

EN 352-2

INSERTI AURICOLARI CON ARCHETTO

Cod. Tec. K434610 K434610R
GR67 Euro 2,71 9,87
Frequenza Hz SNR
Attenuazione dB 20

Descrizione Archetto completo Confezione 10 paia di ricambi

ART. K4346
Inserti auricolari in schiuma con archetto molto pratici per esposizioni a rumori intermittenti, posizionabili sulla nuca oppure
sotto il mento.

EN 352-2

K.41Indivisible package  Suggested retail package - Unit price

DISPOSABLE EARPLUGS WITH STRING

Tech. Code

Frequency Hz H - M - L - SNR
Attenuation dB 37 - 34 - 31 - 37



ITEM: 1110
Soft and hypoallergenic polyurethane foam.

EN 352-2

HEADBAND EARPLUGS

Tech. Code

Frequency Hz H - M - L - SNR
Attenuation dB 30 - 22 - 19 - 26

Description Complete headband Pair of ear tips



ITEM: 1310
ABS headband, soft and hypoallergenic polyurethane foam buffers.

EN 352-2

HEADBAND EARPLUGS

Tech. Code

Frequency Hz H - M - L - SNR
Attenuation dB 27 - 19 - 17 - 23

Description Complete headband Pair of ear tips



ITEM: EC-01-000
ABS headband, soft and hypoallergenic polyurethane foam buffers.

EN 352-2

HEADBAND EARPLUGS

Tech. Code

Frequency Hz SNR
Attenuation dB 20

Description Complete headband 10 Changeable ear tips

ITEM: K4346
ABS headband, soft hypoallergenic polyurethane FOAM buffers.

EN 352-2



K

K.42 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

LEGENDA NORMATIVA DISPOSITIVI DI PROTEZIONE VIE RESPIRATORIE
EN 149 Facciali filtranti antipolvere
EN 140 Semimaschera e quarti di maschera
EN 136 Maschere intere
EN 405 Semimaschere filtranti antigas e/o antipolvere dotate di valvole
EN 143 Filtri antipolvere
EN 14387 Filtri antigas combinati

La tabella e tutti i riferimenti sull'utilizzo dei dispositivi associati hanno un valore puramente indicativo. L'utilizzo dei respiratori prevede la
conoscenza delle normative applicate nei vari paesi. La scelta va effettuata da personale competente e può variare in considerazione delle
condizioni ambientali e di lavoro.

NR Non riutilizzabile. Di norma si intende che la maschera va utilizzata per un solo turno di lavoro. (8 h)
R Riutilizzabile. Il limite del riutilizzo dipende dai fattori di esposizione, ma indicativamente non supera mai i 5 turni di lavoro (40 h)
TLV Rappresenta il valore di concentrazione ambientale di sostanze aerodisperse al di sotto del quale non vi è pericolo per la salute.
D Indica che il filtro antipolvere ha superato in laboratorio i test con polvere di Dolomite
FFP1 Specifica la filtrazione dell'80% di particelle solide e liquide. Hanno un valore di protezione generalmente pari a 4 TLV.

Vengono in prevalenza utilizzate nell'edilizia e nella carpenteria leggera.
FFP2 Specifica la filtrazione del 94% di particelle solide e liquide. Hanno un valore di protezione generalmente compreso tra 10 e 12 TLV.

Utlizzo prevalente nelle lavorazioni di legno, acciaio, gesso. Per la verniciatura, i fumi di saldatura e in presenza di muffe e batteri.
FFP3 Specifica la filtrazione del 99% di particelle solide e liquide. Hanno un valore di protezione che può arrivare a 50 TLV. Indicate in

prevalenza nelle lavorazioni con acciaio inox, nichel, piombo, legni duri quali il faggio il castagno e la quercia. Lavorazione di fibre.

LEGENDA NORMATIVA DISPOSITIVI DI PROTEZIONE VIE RESPIRATORIE

K520720 K520020 K520520 K521020 K530010 K522520 K522610 K521520 K522020 K532010 K531010 K534010 K53355 K535010 K533620

K5207 8710 9310 9913 9312 K5225 K5226 8810 9320 8822 9322 9925 K5335 9332 K5336

FFP1 FFP2 FFP3

NR NR NR NR NR NR NR NR NR NR NR NR NR NR NR

4 4 4 4 4 12 12 12 12 12 12 10 50 50 50

●

● ● ● ●

● ● ● ●

● ● ● ● ● ● ● ●

● ● ● ● ● ● ● ● ●

● ● ●

● ● ● ● ● ● ● ● ● ● ● ● ●

●

● ● ● ● ● ●

● ● ●

● ● ● ● ● ●

● ● ●

● ● ● ● ● ●

RESPIRATORI PER POLVERI, FUMI E NEBBIE
Cod. Tec.

Art.

Classe

Valvola

NR/R

Limite TLV

Pulizie, Verniciatura a Pennello, Odori

Lubrificante Nebulizzato

Fibre di Vetro o Minerali

Ruggine, Ferro

Levigatura
Taglio

Saldatura

Manutenzione

Contatto

Carteggiatura
Taglio

Pietra, Calcestruzzo

Acciaio, Acciaio Inox, Zinco

Cemento, Gesso

Legni Dolci

Pitture, Vernici

Legni Duri

Acciaio, Inox, Nichel, Piombo

Oli, Grassi

Muffe, Spore, Batteri

NO NO NO NO NO NO NOSI SI SI SI SI SI SI SI

K.42 Indivisible package   Suggested retail package - Unit price

RESPIRATORY SYSTEM PROTECTION STANDARD LEGEND
EN 149 Facial dust filtering
EN 140 Semi- mask and quarter masks
EN 136 Face masks
EN 405 Semi- masks filtering gas and/or dust with valve
EN 143 Dust filters
EN 14387 Combined gas filters

The chart along with all reference info concerning the use of related equipment have a merely indicative value. Use of respirators implies the user's
knowledge of the reference regulations implemented in each Country. Such equipment should be selected by knowledgeable and trained personnel
and may vary according to environmental and work conditions.

NR Non reusable. Respiratory protection masks are intended for single shift use only. (8 hrs)
R Reusable. Reuse restrictions may vary according to exposure factors, though typically these should never exceed 5 shifts (40hrs)
TLV the term for airborne concentration of a substance below which all workers are believed to be protected.
D This marking indicates that the anti-dust filter has passed the test with Dolomite dust
FFP1 Specifies 80% standard filtering of solid and liquid particles. Featuring a protection level usually equal to 4 TLV.

Typically used in construction works and light carpentry machining.
FFP2 Specifies 94% standard filtering of solid and liquid particles. Featuring a protection level usually ranging between 10 and 12 TLV.

Mainly used in wood, steel and plaster works For varnishing, welding fumes, and in case of mould and bacteria.
FFP3 Specifies 99% standard filtering of solid and liquid particles. Featuring a protection level that may get as high as 50 TLV.

Mainly recommended for stainless steel, nickel, lead, hardwood, especially beech wood, chestnut and oak wood works.
Fibre processing.

RESPIRATORY SYSTEM PROTECTION STANDARD LEGEND

RESPIRATORS DESIGNED TO PROTECT FROM DUST, FUME AND FOG
Tech. Code

Art.

Class

Valve

NR/R

TLV Limit

Cleaning, Brush varnishing, Odour emissions

Nebulized spray lubricant

Glass or mineral fibres

Rust, Iron

Grinding
Cutting

Welding

Maintenance

Contact

Primer sanding-
cutting

Stone, Concrete

Steel, Stainless Steel, Zinc

Concrete, Plaster

Softwood

Paint, Varnishing

Hardwood

Steel, Stainless Steel, Nickel, Lead

Oils, Grease

Mould, Spores, Bacteria

NO NO NO NO NO NO NOYES YES YES YES YES YES YES YES



K

K.43 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. K520020
GR67 Euro 1,32

 20

ART. 8710
Doppio elastico e stringinaso per una migliore indossabilità. Monouso. Applicazioni principali: lavorazioni marmo, gesso,
cemento e in carpenteria leggera.

EN 149 FFP1 NR D

Cod. Tec. K520520
GR67 Euro 2,01

 20

ART. 9310
Doppio elastico e stringinaso per una migliore indossabilità. Monouso. Pieghevoli, ideali per uso con occhiali. Imbustati
singolarmente per una totale garanzia di igiene. Applicazioni principali: lavorazioni marmo, gesso, cemento e in carpenteria
leggera.

EN 149 FFP1 NR D

Cod. Tec. K521020
GR67 Euro 5,73

 20

ART. 9913
Doppio elastico e stringinaso per una migliore indossabilità. Monouso.
Dotato di uno strato di carbone attivo che protegge da basse concentrazioni di vapori organici e dai cattivi odori.
Applicazioni principali: verniciatura a pennello, bagni galvanici, disinfestazioni, pulizie industriali.

EN 149 FFP1 NR D

RESPIRATORI FILTRANTI CON VALVOLA FFP1

Cod. Tec. K530010
GR67 Euro 3,60

 10

ART. 9312
Doppio elastico e stringinaso per una migliore indossabilità. Monouso. Valvola brevettata per un eccellente confort di
respirazione. Pieghevoli, ideali per uso con occhiali. Imbustati singolarmente per una totale garanzia di igiene. Applicazioni
principali: lavorazioni marmo, gesso, cemento e in carpenteria leggera.

EN 149 FFP1 NR D

RESPIRATORI FILTRANTI FFP1

Cod. Tec. K520720
GR67 Euro 1,26

 20

ART. K5207
Mascherina in tessuto non tessuto. Monouso.
Per polveri a bassa nocività di impiego generale inclusi aerosol a base acquosa in concentrazioni fino a 4,5 x TLV.
Morbida guarnizione di tenuta in corrispondenza del naso.

EN 149 FFP1 NR D

RESPIRATORI FILTRANTI FFP2

Cod. Tec. K522520
GR67 Euro 2,10

ART. K5225
Mascherina in tessuto non tessuto. Monouso.
Protezione da aerosol solidi o liquidi senza tossicità specifica, in concentrazione fino a 12 x limite di esposizione. Utilizzo
principale in edilizia, lavorazione legno, carpenterie. Nebulizzazione oli.

EN 149 FFP2 NR D

K.43Indivisible package  Suggested retail package - Unit price

Tech. Code



ITEM: 8710
Double elastic and nose clip for better fit disposable. Main applications: machining of marble, plaster, cement, and light
carpentry.

EN 149 FFP1 NR D

Tech. Code



ITEM: 9310
Double elastic and nose clip for better fit disposable. Foldable, ideal for use with eyeglasses. Individually packaged for total
hygiene guarantee. Main applications: machining of marble, plaster, cement, and light carpentry.

EN 149 FFP1 NR D

Tech. Code



ITEM: 9913
Activated carbon layer, provides relief from nuisance levels of organic vapours and against low level of fine dust and visit.
Double elastic and nose clip for better fit disposable. Main applications: paint brush, galvanic baths, pest control, industrial
cleaning.

EN 149 FFP1 NR D

FILTERING RESPIRATORS WITH VALVE FFP1

Tech. Code



ITEM: 9312
Cool-Flow patent valve for excellent breathing comfort, double elastic and nose clip for better fit disposable. Foldable, ideal
for use with eyeglasses. Individually packaged for total hygiene guarantee. Main applications: machining of marble, plaster,
cement, and light carpentry.

EN 149 FFP1 NR D

FILTERING RESPIRATORS FFP1

Tech. Code



ITEM: K5207
Non-woven fabric mask .For dust with low nuisance, for general use including water-based aerosoles in concentrations up
to 4.5 x TLV. Soft sealing gasket in the toe area.

EN 149 FFP1 NR D

FILTERING RESPIRATORS FFP2

Tech. Code

ITEM: K5225
Non-woven fabric mask. Protection against solid aerosols or liquids without specific toxicity and low toxicity in a
concentration up to 12 x exposure limit. Main application: building, wood working, carpentery, spraying oils.

EN 149 FFP2 NR D



K

K.44 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

RESPIRATORI FILTRANTI FFP2

Cod. Tec. K521520
GR67 Euro 2,70

 20

ART. 8810
Doppio elastico e stringinaso per una migliore indossabilità. Monouso. Applicazioni principali: carteggiatura, polveri sottili,
vernici e nebulizzazione oli.

EN 149 FFP2 NR D

RESPIRATORI FILTRANTI FFP2

Cod. Tec. K522020
GR67 Euro 3,55

 20

ART. 9320
Doppio elastico e stringinaso per una migliore indossabilità. Monouso. Struttura suddivisa in tre parti per il massimo confort
di indossamento. Imbustati singolarmente per una totale garanzia di igiene.
Applicazioni principali: carteggiatura, polvere sottili, vernici, e nebulizzazione oli.

EN 149 FFP2 NR D

Cod. Tec. K531010
GR67 Euro 5,05

 10

ART. 9322
Valvola brevettata 3M di espirazione per un eccellente confort, doppio elastico e stringinaso per una migliore indossabilità.
Monouso. Struttura suddivisa in tre parti per il massimo confort di indossamento. Imbustati singolarmente per una totale
garanzia di igiene. Applicazioni principali: carteggiatura, polvere di legno, vernici e nebulizzazione oli.

EN 149 FFP2 NR D

RESPIRATORI FILTRANTI CON VALVOLA FFP2

Cod. Tec. K532010
GR67 Euro 4,24

 10

ART. 8822
Valvola brevettata 3M di espirazione per un eccellente confort, doppio elastico e stringinaso per una migliore indossabilità.
Monouso. Applicazioni principali: carteggiatura, polvere di legno, vernici, nebulizzazione oli.

EN 149 FFP2 NR D

Cod. Tec. K534010
GR67 Euro 12,37

 10

ART. 9925
La valvola di esalazione brevettata 3M riduce il calore interno. Strato di carboni attivi, doppio elastico regolabile, bordo
antisudore. Monouso. Struttura ideata per il massimo confort di indossamento e comunicazione. Applicazioni principali:
saldatura, cantieri navali, industria metalli pesanti.

EN 149 FFP2 NR D

RESPIRATORI FILTRANTI CON VALVOLA FFP2

Cod. Tec. K522610
GR67 Euro 3,10

 10

ART. K5226
Mascherina in tessuto non tessuto con valvola di espirazione. Protezione da aerosol solidi o liquidi senza tossicità
specifica.
Colore bianco.

EN 149 FFP2 NR D

K.44 Indivisible package   Suggested retail package - Unit price

FILTERING RESPIRATORS FFP2

Tech. Code



ITEM: 8810
Double elastic and nose clip for better fit disposable. Main applications: sanding, wood dust, paint, fiberglass and oil
sprays.

EN 149 FFP2 NR D

FILTERING RESPIRATORS FFP2

Tech. Code



ITEM: 9320
Double elastic and nose clip for better fit, structure divided into three parts for maximum fit and communication comfort
disposable. Individually packaged for total hygiene guarantee.
Main applications: sanding, wood dust, paint, fiberglass and oil sprays.

EN 149 FFP2 NR D

Tech. Code



ITEM: 9322
Cool-Flow patent valve for excellent breathing comfort, double elastic and nose clip for better fit disposable. Structure
divided into three parts for maximum fit and communication comfort. Individually packaged for total hygiene guarantee.
Main applications: sanding, wood dust, paint, fiberglass and oil sprays.

EN 149 FFP2 NR D

FILTERING RESPIRATORS WITH VALVE FFP2

Tech. Code



ITEM: 8822
Cool-Flow patent valve for excellent breathing comfort, double elastic and nose clip for better fit disposable.
Main applications: sanding, wood dust, paint, fiberglass and oil sprays.

EN 149 FFP2 NR D

Tech. Code



ITEM: 9925
The Cool-Flow patent exhalation valve reduces heat build-up. Layer of active carbon, adjustable double elastic, anti-sweat
edge. Structure designed for maximum fit and communication comfort. Main applications: welding, disposable shipbuilding,
heavy industry.

EN 149 FFP2 NR D

FILTERING RESPIRATORS WITH VALVE FFP2

Tech. Code



ITEM: K5226
Non-woven mask with exhalation valve. Protection from solid or liquid aerosol without specific toxicity.
Colour white.

EN 149 FFP2 NR D



K

K.45 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

RESPIRATORI FILTRANTI CON VALVOLA FFP3

Cod. Tec. K535010
GR67 Euro 10,90

 10

ART. 9332
Morbido bordo di tenuta in schiuma assorbi - umidità. Monouso.
Valvola di esalazione brevettata 3M per ridurre il calore interno, doppi elastici e stringinaso per una migliore indossabilità.
Imbustati singolarmente per una totale garanzia di igiene. Applicazioni principali: lavorazione acciaio inox, metalli pesanti,
cromo, nichel, piombo, fibre di amianto (fino a cinque fibre/cc), manipolazione di principi attivi nel campo farmaceutico.

EN 149 FFP3 NR D

RESPIRATORI FILTRANTI CON VALVOLA FFP3

Cod. Tec. K53355
GR67 Euro 5,46

 5

ART. K5335
Mascherina in tessuto non tessuto. Monouso.
Protezione da aerosol solidi o liquidi senza tossicità specifica, e a bassa tossicità in concentrazione fino a 50 x limite di
esposizione.
Con valvola di espirazione, guarnizione di tenuta lungo tutto il bordo facciale.
Applicazioni principali: lavorazione acciaio inox, metalli pesanti, legni duri, fibre di vetro o minerali.

EN 149 FFP3 NR D

RESPIRATORI FILTRANTI CON VALVOLA FFP3

Cod. Tec. K533620
GR67 Euro 3,50

 20

ART. K5336
Mascherina pieghevole in tessuto non tessuto. Protezione da aerosol solidi o liquidi senza tossicità specifica, a bassa
tossicità e ad alta tossicità in concetrazione fino a 50 x limite di esposizione. Mascherina con valvola di espirazione ed
morbido ponte nasale.
Colore bianco.

EN 149 FFP3 NR D

K.45Indivisible package  Suggested retail package - Unit price

FILTERING RESPIRATORS WITH VALVE FFP3

Tech. Code



ITEM: 9332
Smooth inner cover-web. Exhalation patent valve for reducing heat build-up, double elastic and nose clip for better fit.
Individually packaged for total hygiene guarantee. Main applications: heavy metals, chrome, nickel, lead, asbestos fibres
(up to five fibres/cc), handling of active ingredients in the pharmaceutical field.

EN 149 FFP3 NR D

FILTERING RESPIRATORS WITH VALVE FFP3

Tech. Code



ITEM: K5335
Non-woven fabric disposable mask. Protection against solid or liquid aerosols without specific toxicity, low toxicity and high
toxicity, in concentrations up to 50 x exposure limit. With exhalation valve, sealing gasket along the edge of the face. Main
application: stainless machining, fiberglass, hardwoods.

EN 149 FFP3 NR D

FILTERING RESPIRATORS WITH VALVE FFP3

Tech. Code



ITEM: K5336
Folding mask in non-woven fabric. Protection against solid or liquid aerosols without specific toxicity, low toxicity and high
toxicity in concentration up to 50 x exposure limit. Mask with exhalation valve and soft nasal bridge.
Colour white.

EN 149 FFP3 NR D



K

K.46 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

SEMIMASCHERE PER GAS E VAPORI

Cod. Tec. K5380100 K5380R100
GR67 Euro 34,03 9,59
Descrizione Respiratore completo Prefiltro di protezione per verniciatura (conf. 10 pz.)

ART. 4251 / 400
Valvola di esalazione per ridurre il calore interno, valvola di espirazione parabolica per ridurre il surriscaldamento.
Confortevole bordatura in materiale ipoallergenico. Esente da manutenzione. Offre protezione dalla presenza congiunta di
numerosi gas, vapori e polveri pericolose. Applicazioni principali: verniciatura a spruzzo, bagni galvanici e lavorazioni con
solventi e resine.
Il prefiltro di protezione consente di prolungare la durata di vita dei filtri principali.

FFA1 P2 R D

SEMIMASCHERE A DUE FILTRI PER GAS E VAPORI

Cod. Tec. K5400100 K5400200 K5400300
GR67 Euro 24,66 24,66 24,66
Taglia S M L
ART. 6100 6200 6300

ART. 6100 - 6200 - 6300
Semimaschera di protezione dotata di filtri con innesto a baionetta. Leggera e confortevole. Disponibile in tre taglie.
La maschera è fornita senza filtri.

EN 140

FILTRI PER SEMIMASCHERE A DUE FILTRI

K5401RA1 K5401RABEK1

Cod. Tec. K5401RA1 K5401RABEK1
GR67 Euro 17,73 21,80
Classe A1 ABEK1
ART. 6051 6059

Descrizione Adatti per gas e vapori organici
Adatti per gas e vapori organici, vapori inorganici,

gas acidi e ammoniaca/metilammina

ART. 6051 - 6059
Filtri con innesto a baionetta per semimaschere di protezione.

EN 140

K.46 Indivisible package   Suggested retail package - Unit price

FREE GAS/VAPOR AND PARTICULATE RESPIRATORS WITH VALVE

Tech. Code

Description Total respirator Pre-filter for painting protection (package 10 pcs.)

ITEM: 4251 / 400
Exhalation valve to reduce heat build-up, parabolic exhalation valve to reduce overheating, activated carbon filters for
protection against gases and vapours. Comfortable soft non allergenic edge for a secure grip at the head. No maintenance.
Over-spray guard increases the filter lifetime during, spray application. Main applications: spray painting, galvanizing baths
and work with solvents and resins.

FFA1 P2 R D

HALF-MASK WITH TWO FILTERS FOR GAS AND VAPOR

Tech. Code

Size S M L
Item: 6100 6200 6300

ITEM: 6100 - 6200 - 6300
Half-mask with protective filters with bayonet fixing system, the mask is supplied without filters. Avilable in 3 sizes.
Supplied without filters.

EN 140

GAS AND VAPOR FILTERS FOR HALF MASK

K5401RA1 K5401RABEK1

Tech. Code

Class A1 ABEK1
Item: 6051 6059

Description Suitable for organic gases and vapours.
Suitable for organic gasses and vapours, inorganic vapours

acid gasses and ammonia/methylammine

ITEM: 6051 - 6059
Filters with bayonet fixing system for half mask.

EN 140



K

K.47 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

IMBRACATURE

Cod. Tec. K6130M K6130XL
GR67 Euro 94,00 97,00
Taglia M XL

ART. K6130
Imbracatura con cosciali.
Ancoraggio dorsale e sternale a “D” in acciaio. EN 361

Cinque punti di regolazione.

Cod. Tec. K61350S/L K61350XL
GR67 Euro 109,00 113,00
Taglia S / L XL

ART. K6135
Ancoraggio dorsale e sternale a “D” in acciaio.
Equipaggiata con cintura di posizionamento con due ancoraggi laterali. EN 361

Sei punti di regolazione.

CORDINI

Cod. Tec. K613601
GR67 Euro 49,00

ART. K6136
Corda in poliammide. Lunghezza 2 m con riduttore + 2M10 (EN 358/2000) Ø 12 mm.

DISSIPATORI D’ENERGIA

Cod. Tec. K61370
GR67 Euro 95,00

ART. K6137
Nastro doppio in poliestere 27 mm, Lunghezza 2 m (connettori M10 e 2M53). EN 355

K.47Indivisible package  Suggested retail package - Unit price

HARNESSES

Tech. Code

Size M XL

ITEM: K6130
Harnesses with leg loops.
Back attachment (forged De') EN 361

Five adjustment points.

Tech. Code

Size S / L XL

ITEM: K6135
Back attachment (forged De').
Equipped with positioning belt with two lateral hitch D rings. EN 361

Six adjustment points..

SAFETY ROPES

Tech. Code

ITEM: K6136
Polyamide rope. Length 2 m with a reducer + 2M10 (EN 358/2000) Ø 12 mm.

ENERGY ABSORBING SYSTEM

Tech. Code

ITEM: K6137
Double polyester straps 27 mm, Length 2 m (connector M10 e 2M53). EN 355



K

K.48 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

DISPOSITIVI ANTICADUTA

Cod. Tec. K62006
GR67 Euro 262,00
Largh. nastro mm 17
Lungh. nastro m 6
Distanza min. uso m 0,6
Portata Kg 150 max

ART. BLOCFOR 6 SM47-10
Nastro tessile a riavvolgimento automatico con assorbitore di energia.
Carter protettivo in plastica e moschettone automatico girevole.
Uso verticale.

EN 360

Cod. Tec. K621010
GR67 Euro 407,00
ø Fune mm 4,7
Lungh. fune m 10
Distanza min uso m 0,7
Portata Kg 150 max

ART. BLOCFOR 10 M46-10
Fune metallica a riavvolgimento automatico con assorbitore di energia.
Carcassa in ABS e moschettone automatico girevole con segnalatore di intervento.
Uso verticale.

EN 360

LEGENDA NORMATIVA DISPOSITIVI DI PROTEZIONE CONTRO LE CADUTE DALL'ALTO
EN 341 Dispositivi di dicesa
EN 353-1 Dispositivi anticaduta di tipo guidato su una linea di ancoraggio rigida
EN 353-2 Dispositivi anticaduta di tipo guidato su una linea di ancoraggio flessibile
EN 354 Cordini
EN 355 Assorbitori di energia
EN 360 Dispositivi anticaduta di tipo retrattile
EN 361 Imbracature per il corpo
EN 362 Connettori
EN 363 Sistemi di arresto caduta
EN 364 Metodi di prova
EN 365 Requisiti generali per le istruzioni per l'uso e la marcatura
EN 795 Dispositivi di ancoraggio - Requisiti e prove

ELMETTI DI PROTEZIONE

Cod. Tec. K613801
GR67 Euro 32,00
Taglia cm min. 51 - max. 63
Peso g 375

ART. K6138
Elmetto di protezione particolarmente adatto per lavori in quota, con cinghie sottogola in poliammide ad attacco rapido con
quattro fori di fissaggio. Struttura interna con sei punti di fissaggio, fascia antisudore, calotta con feritoia di aerazione in
ABS stampata ad iniezione, ad elevata resistenza all’ urto e alla compressione. Calotta posteriore di colore arancio, che
favorisce maggiore visibilità in condizioni di illuminazione ridotta, e protegge la parte superiore del collo.
Protezione contro corrente elettrica a 1000 V AC, 1500 V DC (EN 50365).

K.48 Indivisible package   Suggested retail package - Unit price

FALL ARRESTING DEVICES

Tech. Code

Tape width mm 17
Tape length m. 6
Min. use distance m 0.6
Capacity kg 150 max

ITEM: BLOCFOR 6 SM47-10
Auto-retracting textile tape with energy absorber, plastic protective casing and automatic
swivel carabiner. Vertical use.

EN 360

Tech. Code

ø cable mm 4.7
Cable length m 10
Min. use distance m 0.7
Capacity kg 150 max

ITEM: BLOCFOR 10 M46-10
Auto-retracting metal cable with energy absorber, ABS casing and automatic swivel carabiner
with fall indicator. Vertical use.

EN 360

FALLS FROM HEIGHT PROTECTION STANDARD LEGEND
EN 341 Descent devices
EN 353-1 Guided type fall arresters on a rigid anchorage line
EN 353-2 Guided type fall arresters on a flexible anchorage line
EN 354 Lanyards
EN 355 Energy absorbers
EN 360 Retractable type fall arresters
EN 361 Full body harnesses
EN 362 Connectors
EN 363 Fall arrest systems
EN 364 Test Method
EN 365 General requirements for instructions for use and for marking
EN 795 Anchor devices - Requirements and testing

PROTECTIVE HELMETS

Tech. Code

Size cm min. 51 - max. 63
Weight g 375

ITEM: K6138
Protective helmets particularly suitable for working at altitudes, polyamide fastening strap with a four hole fastening
position. Internal structure with six fastening positions, anti-sweat strap, shell of helmet with air ventilation in ABS injection
molded, with high impact and compression resistance. Back cover colour orange that gives greater visibility in low light
conditions and protects the upper part of the neck .
Protection against electrical current of 1000 V AC, 1500 V DC (EN 50365).



K

K.49 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

KIT PONTEGGIO

Cod. Tec. K6115100
GR67 Euro 371,00

ART. K6115
Contenuto:
1 Elmetto H5
1 Imbracatura NT03
1 Arrotolatore Stop
2 Connettori CML03
1 Cordino Safe Bi-Flex
1 Zaino incluso

KIT TETTO BASIC

Cod. Tec. K6116100
GR67 Euro 180,00

ART. K6116
Kit anticaduta basico per tetto.

Contenuto:
1 imbracatura anticaduta con punto di attacco dorsale e sternale Basic
1 dispositivo anticaduta di tipo guidato su linea ancoraggio flessibile Fune di sicurezza "Kernmantel" in poliammide

Ø 12 mm (lunghezza 15 mm)
2 connettori in acciaio zincato a chiusura automatica con Carico di rottura: F ≥ 25 kN
1 fettuccia di ancoraggio in nastro tessile cucito. Dimensioni: Lunghezza 80 cm, Larghezza 2 cm
1 sacca inclusa

K.49Indivisible package  Suggested retail package - Unit price

SCAFFOLDING ANTI-FALL KIT

Tech. Code

ITEM: K6115
Content:
1 Safety helmet H5
1 Harness NT03
1 Stop Winder
2 Connectors CML03
1 Lanyard Safe Bi-Flex
1 Backpack included

BASIC ROOF KIT

Tech. Code

ITEM: K6116
Basic anti-fall kit for roof.

Content:
1 fall arrest harness with a dorsal and sternal attachment point
1 guided fall arrester on flexible anchor line "Kernmantel" polyamide safety rope Ø 12 mm (length 15 mm)
2 self-closing galvanized steel connectors with breaking load: F ≥ kN
1 anchoring tape in sewn textile tape. Dimensions: Length 80 cm, Width 2 cm
1 bag included



K

K.50 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR67
Euro Colore

Altezza
mm

Lunghezza
m



K7200BR 4,10 Bianco/rosso
70 200 1K7200NG 4,17 Giallo/nero

ART. K7200
Nastro di avvertimento per l'identificazione dei montanti, impalcature, pali, parti sporgenti, ecc.
Colori: bianco/rosso e giallo/nero.

NASTRI SEGNALETICI IN POLIETILENE

CATENE SEGNALETICHE IN PLASTICA

Cod. Tec. K6000D3 K6000D6
GR67 Euro 55,00 36,72
Ø mm 3 6
Lunghezza m 25

ART. K6000
Catena bianco/rossa in plastica realizzata ad iniezione continua senza saldature. Leggera, lavabile, galleggiante.
Resistente alle intemperie.

GANCI GIUNZIONE PER CATENA IN PLASTICA

Cod. Tec. K60100
GR67 Euro 6,12
Ø mm 8
Confezione pz. 30

ART. K6010
Ganci giunzione a "S" in plastica.

COLONNINE PER DELIMITAZIONI IN PLASTICA

Cod. Tec. K61002
GR67 Euro 11,22
Altezza mm 900

ART. K6100
Completa di base in cemento ricoperta in plastica antiurto nera, ottima efficacia segnaletica.
Colore: bianco/rosso.

K.50 Indivisible package   Suggested retail package - Unit price

Tech. Code Colour
Height

mm
Length

m


Red/white
70 200 1

Black/yellow

ITEM: K7200
Warning signal tape for the identification of posts, scaffolding, poles, protruding parts etc.
Colour: red/white and black/yellow.

POLYETHYLENE SIGNAGE TAPE

PLASTIC SIGN CHAINS

Tech. Code

Ø mm 3 6
Length m 25

ITEM: K6000
Red/white plastic chains, Injection made, seamless, lightweight, washable, floating, resistant to bad weather.

HOOKS FOR JOINING PLASTIC CHAINS

Tech. Code

Ø mm 8
Package pcs 30

ITEM: K6010
Plastic "S" shaped hook junctions.

PLASTIC CHAIN STANCHIONS FOR DELIMITATIONS

Tech. Code

Height mm 900

ITEM: K6100
Complete with a concrete base, coated in black plastic, shock-proof. Highly efficient signal effect.
Colour: red/white.



K

K.51 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR67
Euro Colore

Dimensioni
mm

Peso pieno-vuoto
Kg

K7000PS2 45,00 Arancione 310 x 210 x 120 2.4 - 1.1
Solo per il mercato italiano.

ART. MED P3
Valigetta per il primo soccorso in ABS, con supporto a muro di facile estrazione.

All. 2 maggiorato a norma D.M. 388 del 15/07/03 - D.L. 81/08

PRONTO SOCCORSO IN VALIGETTA

Cod. Tec. GR67
Euro Colore

Dimensioni
mm

Peso pieno-vuoto
Kg

K7005PS2 28,00 Bianco 380 x 230 x 120 2,15 - 0,7
Solo per il mercato italiano.

ART. MED F1
Armadietto a muro per un primo soccorso in polipropilene.
Un'anta, chiusura a scatto e un ripiano interno.

All. 2 base a norma D.M. 388 del 15/07/03 - D.L. 81/08

PRONTO SOCCORSO IN ARMADIETTO

Cod. Tec. GR67
Euro Colore

Dimensioni
mm

Peso pieno-vuoto
Kg

K7006PS1 100,00 Bianco 450 x 370 x 130 6,9 - 2,7
Solo per il mercato italiano.

ART. MED F2
Armadietto a muro per un primo soccorso in polipropilene.
Due ante, chiusura a scatto e due ripiani interni.

All. 1 base a norma D.M. 388 del 15/07/03 - D.L. 81/08

NORMATIVE PRONTO SOCCORSO
Tipologia attività Lavoratori Gruppo Contenuto presidio

Aziende o unità produttive con attività industriali certificate a rischio di  incidenti rilevanti, centrali termoelettriche, impianti e laboratori nucleari,
aziende estrattive ed altre attività minerarie, lavori in sotterraneo, aziende per la fabbricazione di esplosivi, polveri e munizioni.

1 o più

A

Cassetta di Pronto
Soccorso (all. 1 )

Aziende o unità produttive del comparto dell'agricoltura.
6 o più a tempo

determinato

Aziende o unità produttive con attività diverse.

6 o più

B

da 3 a 5

1 - 2 C
Pacchetto di

Medicazione (all. 2 )
Aziende che hanno lavoratori che presentano la propria attività in luoghi isolati, diversi dalla sede aziendale o unità produttive. Qualsiasi

ART. MED P4
Valigetta per primo soccorso in ABS estraibile e con supporto a muro.
All.1 base a norma D.M. 388 del 15/07/03 - D. Lgs. 81/08.

Cod. Tec. GR67
Euro Colore

Dimensioni
mm

Peso pieno-vuoto
Kg

K7002PS1 105,00 Arancione 410x310x100 7,4 - 2,6

PRONTO SOCCORSO IN VALIGETTA

K.51Indivisible package  Suggested retail package - Unit price

Tech. Code Colour
Dimensions

mm
Weight full - empty

Kg
Orange 310 x 210 x 120 2.4 - 1.1

Only for the Italian market.

ITEM: MED P3
ABS case for first aid, with wall bracket for easy extraction.

Annex 2 up-rated in compliance with the Ministerial Decree of 388 15/07/03 - Decree Law 81/08

FIRST AID KIT IN CASE

Tech. Code Colour
Dimensions

mm
Weight full - empty

Kg
White 380 x 230 x 120 2.15 - 0.7

Only for the Italian market.

ITEM: MED F1
Polypropylene wall cabinet for first aid.
Door, snap closure and an internal shelf.

Annex 2 basic in compliance with the Ministerial Decree of 388 15/07/03 - Decree Law 81/08

FIRST AID KIT IN CABINET

Tech. Code Colour
Dimensions

mm
Weight full - empty

Kg
White 450 x 370 x 130 6.9 - 2.7

Only for the Italian market.

ITEM: MED F2
Polypropylene wall cabinet for first aid.
Two doors, snap closure and two internal shelves.

Annex 1 basic in compliance with the Ministerial Decree of 388 15/07/03 - Decree Law 81/08

STANDARD FIRST AID
Type of activity Workers Group Presidium content

Companies or business units with certified industrial major accident hazard, thermal power plants,
nuclear installations and laboratories, mining companies and other mining operations,

underground works, explosive manufacturing sector, gunpower and ammunition.
1 or more

A

First Aid Box (Annex 1)

Companies or business units in agriculture sector. 6 or more fixed-term

Companies or business units with different activities

6 or more

B

3 to 5

1 - 2 C
Medication package

(Annex 2)Companies that have employees carrying out their activities in isolated places,
different from the corporate headquarters or business units.

Any

ITEM: MED P4
First aid case in extractable ABS and with wall support.
All. 1 based on D.M. 388 of 15/07/03 - Legislative Decree 81/08.

Tech. Code Colour
Dimensions

mm
Weight full - empty

Kg
Orange 410x310x100 7,4 - 2,6

FIRST AID KIT IN CASE
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L.1

PNEUMATICA L
2 - 5

L0
Avvitatori reversibili,
cacciaviti reversibili

5 - 13
L1

Trapani, penne per
incidere, smerigliatrici,

carteggiatrici

13 - 15
L2
Bilanciatori

16 - 20
L3

Pistole di soffiaggio,
pistole di gonfiaggio,

aerografi

21 - 22
L4

Regolatori di pressione,
filtri, gruppi, manometri

23 - 38
L5

Tubi, attacchi, raccordi
innesti, rubinetti,

rotoli teflon

39
L6

Compressori coassiali

L.1

PNEUMATICS

Air impactools,
air ratches

Air drills,
engraving pens,

die grinders,
sanders

Spring balancers

Blow and inÀating guns,
paint spray guns

Pressure regulators, filters, groups,
manometers

Hoses, couplers, fittings,
connections, valve,

teÀon rolls

Air compressors
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L.2 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

AVVITATORI PNEUMATICI AD IMPULSI

18
5

m
m

190 mm

Cod. Tec. L001012
GR63 Euro 243,00
Attacco bussole 1/2"
Ø viti max M16
Campo di coppia Nm 690
Giri vuoto rpm 8500
Rumorosità dbA 97,5
Attacco ingresso aria - consumo 1/4� - 133 l/min
Peso Kg 1,94

ART. L0010
Modello a doppia massa battente meccanica (Double Hammer) con corpo in materiale composito/acciaio, scarico
posteriore e rivestimento impugnatura in gomma NBR.

116 mm

Cod. Tec. L001112
GR63 Euro 211,00
Attacco bussole 1/2"
Ø viti max M16
Campo di coppia Nm 678
Giri vuoto rpm 7000
Rumorosità dBA 85
Livello vibrazioni (ISO 28927-2) 6,6 m/sec²
Attacco ingresso aria - consumo 1/4� - 136 l/min
Peso Kg 1,16

ART. L0011
Avvitatore ad impulsi compatto in materiale composito. Doppia massa battente meccanica, impugnatura ergonomica ed
inversione azionabile con una sola mano.

185 mm
Cod. Tec. L005112

GR63 Euro 178,00
Attacco quadro 1/2"
Campo di coppia Nm 34 - 407
Coppia max Nm 610
Rpm max 8.000
Colpi minuto 1200
Attacco ingresso aria - consumo 1/4� - 2-10,3 L/S
Tubo ingresso aria Ø 10
Rumorosità dBA 91,5
Vibrazioni* m/s2/K 6,3 / 2,1
Peso Kg 2,63

ART. 231GXP
Il prodotto più apprezzato da chi si occupa di manutenzione poiché offre una maggiore durata e caratteristiche quali il
funzionamento più silenzioso e l'impugnatura rivestita in gomma per un maggior comfort. Il modello 231GXP è un MUST
per tutti i professionisti addetti alla manutenzione. Coppia inversa massima di 610 Nm, l'impugnatura di scarico allontana
l'aria dall'operatore e dall'area di lavoro, controllo di potenza variabile.

* ISO28927 - misurazione su 3 assi: livello di vibrazione/incertezza della misurazione.

AVVITATORI PNEUMATICI AD IMPULSI

151 mm

Cod. Tec. L005038
GR63 Euro 449,00
Attacco quadro 3/8�
Campo di coppia Nm 34 - 312
Coppia max Nm 407
Rpm max 15.000
Colpi minuto 1500
Attacco ingresso aria - consumo 1/4� - 8 L/S
Tubo ingresso aria Ø 10 mm
Rumorosità dBA 93,2
Vibrazioni* m/s2/K 7,5 / 1,8
Peso Kg 1,13

ART. 2115QTIMAX
Gli utensili della Serie 2100MAX si distinguono per la compattezza e la qualità eccellente, mirata alle applicazioni più
impegnative, il nuovo design assicura un comfort elevato. Il meccanismo ad impulsi Twin Hammer Ingersoll Rand è il
meccanismo più robusto, resistente ed affidabile del settore. Controllo a pulsante ultrasensibile, gamma molto vasta di
impostazioni di regolazione della potenza in avvitamento e al massimo in svitamento. Cassa del martello in Titanio e
alloggiamento in materiale composito che protegge dall’aria fredda e garantisce la comodità dell’operatore. Il brevetto
Quiet Tool, riduce i livelli di rumorosità provocati dall’aria.

* ISO28927 - misurazione su 3 assi: livello di vibrazione/incertezza della misurazione.

L.2 Indivisible package   Suggested retail package - Unit price

AIR IMPACT WRENCHES

Tech. Code

Bush coupling 1/2"
Max screws ¡ M16
Ultimate Torque Nm 690
Vacuum speed rate rpm 8500
Noise level dbA 97.5
Air inlet thread coupling - consumption 1/4� - 133 l/min
Weight Kg 1.94

ITEM: L0010
State-of-the-art model with dual-mass (Double Hammer) swing mechanism featuring a composite housing with back
loader, MBC rubber coated handle.

Tech. Code

Bush coupling 1/2"
Ø max screw M16
Ultimate Torque Nm 678
Vacuum speed rate/min rpm 7000
Noise level dBA 85
Vibration level (ISO 28927-2) 6.6 m/sec²
Air inlet thread coupling - consumption 1/4� - 136 l/min
Weight Kg 1.16

ITEM: L0011
Impact wrenches composite material (double hammer) double mechanical blowback ergonomic grip reversible operated
can be used with only one hand.

Tech. Code

Square drive 1/2"
Couple range Nm 34 - 407
Torque max Nm 610
Rpm max 8000
Bpm 1200
Air entry coupling - consumption 1/4� - 2-10.3 L/S
Air Inlet tube Ø 10
Noise level dBA 91.5
Vibration m/s2/K 6.3 / 2.1
Weight Kg 2,63

ITEM: 231GXP
This is the product more appreciated by those who deal with maintenance because it offers greater durability and
features such as silient operations. The handle is covered with rubber for comfort. The 231GXP is a MUST model for all
professionals involved in maintenance. Maximum reverse torque of 610 Nm, the air exhaust handle keeps away air from
the operator and area of work, variable power control.

* ISO28927 - Measurement on 3 axes: vibration level/Imprecision of the measurement.

AIR IMPACT WRENCHES

Tech. Code

Square drive 3/8�
Couple range Nm 34 - 312
Torque max Nm 407
Rpm max 15.000
Bpm 1500
Air entry coupling - consumption 1/4� - 8 L/S
Air Inlet tube Ø 10 mm
Noise level dBA 93.2
Vibration m/s2/K 7.5 / 1.8
Weight Kg 1.13

ITEM: 2115QTIMAX
Tool series 2100MAX is outstanding for its excellent compact quality, designed for the most demanding applications. This
new design Twin Hammer Ingersoll Rand ensures great comfort and the impulse mechanism is the most robust, durable
and reliable in the Industry. It has a very senitive control button, a very wide range of power control settings, screw and
unscrew. Hammer case in titanium and composite housing that protects it from cold air and guarantees convenience for the
operator. The paten "quiet tool" reduces the level of noise caused by the air.

* ISO28927 - Measurement on 3 axes: vibration level/Imprecision of the measurement.
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L.3 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

AVVITATORI PNEUMATICI AD IMPULSI

187 mm

Cod. Tec. L005212
GR63 Euro 297,00
Attacco quadro 1/2"
Campo di coppia Nm 67/746
Coppia max Nm 1057
Rpm max 9.800
Colpi minuto 1250
Attacco ingresso aria - consumo 1/4� - 10,8 L/S
Tubo ingresso aria Ø 10
Rumorosità dBA 90,7
Vibrazioni* m/s2/K 13,3 / 4,6
Peso Kg 1,8

ART. 2135QXPA
La serie 2135QXPA Ingersoll Rand è nata dalla serie 2135QTiMAX, Il risultato è un avvitatore leggero, silenzioso e
potente con incredibili prestazioni ad un costo contenuto. Progettato con precisione il 2135QXPA è l’avvitatore ideale per
i lavori più difficili, la coppia di spicco di 1490 Nm e di svitamento di 1057 Nm sono generate dal meccanismo ad impulsi
Twin Hammer. La tecnologia silenziosa di Ingersoll Rand riduce il livello di rumorosità dell’avvitatore senza rinunciare
minimamente alla potenza.

* ISO28927 - misurazione su 3 assi: livello di vibrazione/incertezza della misurazione.

193 mm

Cod. Tec. L005312
GR63 Euro 467,00
Attacco quadro 1/2"
Campo di coppia Nm 106 - 965
Coppia max Nm 1220
Rpm max 8.500
Colpi minuto 1220
Attacco ingresso aria - consumo 1/4� - 11,3 L/S
Tubo ingresso aria Ø 10
Rumorosità dBA 91,9
Vibrazioni* m/s2/K 9,0 / 2,8
Peso Kg 2,1

ART. 2235QTIMAX
Gli utensili della Serie 2200MAX si distinguono per la qualità eccellente, mirata alle applicazioni più impegnative, sono
progettati con funzioni speciali che assicurano potenza, controllo e affidabilità senza pari. Il nuovo design assicura un
comfort elevato. Il meccanismo ad impulsi Twin Hammer Ingersoll Rand è il meccanismo più robusto, resistente ed
affidabile del settore. Massima potenza, coppia massima in svitatura di 1.220 Nm e coppia di spicco di 1.760 Nm. Massima
affidabilità e durata con cassa del martello in titanio e carcassa in composito.

* ISO28927 - misurazione su 3 assi: livello di vibrazione/incertezza della misurazione.

175 mm
Cod. Tec. L005412

GR63 Euro 649,00
Attacco quadro 1/2"
Campo di coppia Nm 54 - 475
Coppia max Nm 678
Rpm max 5.000
Colpi minuto 1200
Attacco ingresso aria - consumo 1/4� - 19�12 L/S
Tubo ingresso aria Ø 10
Rumorosità dBA 83,7
Vibrazioni* m/s2/K 7,2 / 0,8
Peso Kg 2,72

ART. 2906P1
La Serie 2900 è progettata per durare a lungo, le palette, le masse battenti e gli alberi sono disegnati per un uso intensivo
dell’avvitatore nella manutenzione e nella produzione industriale. Il regolatore di potenza a 5 posizioni contribuisce ad
adattare la potenza all’applicazione. Meccanismo ad impulsi Twin Hammer Ingersoll Rand, lubrificazione dei meccanismi
alimentata a pressione, silenziatore integrato che riduce l’affaticamento dell’operatore.

* ISO28927 - misurazione su 3 assi: livello di vibrazione/incertezza della misurazione.

L.3Indivisible package  Suggested retail package - Unit price

AIR IMPACT WRENCHES

Tech. Code

Square drive 1/2"
Couple range Nm 67/746
Torque max Nm 1057
Rpm max 9800
Bpm 1250
Air entry coupling - consumption 1/4� - 10,8 L/S
Air Inlet tube Ø 10
Noise level dBA 90.7
Vibration m/s2/K 13.3 / 4.6
Weight Kg 1.8

ITEM: 2135QXPA
The 2135QXPA Ingersoll Rand series was designed from 2135QTiMAX. The result being light weighted, silent and powerful
with an incredible performance at a low cost. Designed with accuracy the 2135QXPA is an ideal tool for diffilcult work, It
has a maximum torque power of 1490 Nm and unscrewing of 1057 Nm which are generated from the impulse mechanism
Twin Hammer. The silent technology of Ingersoll Rand reduces the noise level without taking away the power.

* ISO28927 - Measurement on 3 axes: vibration level/Imprecision of the measurement.

Tech. Code

Square drive 1/2"
Couple range Nm 106 - 965
Torque max Nm 1220
Rpm max 8500
Bpm 1220
Air entry coupling - consumption 1/4� - 11.3 L/S
Air Inlet tube Ø 10
Noise level dBA 91.9
Vibration m/s2/K 9.0 / 2.8
Weight Kg 2.1

ITEM: 2235QTIMAX
The tool series 2200MAX is of an outstanding excellent quality, designed for the most demanding applications aimed at
special feactures that ensures power, control and reliability. This new design Twin Hammer Ingersoll Rand ensures great
comfort, a mechanism of durability also its robust and reliability are the best in the Industry. Maximum power in unscrewing
of 1220 Nm and torque power of 1760 Nm. Maximum reliability and durability. Titanium hammer case and composite
housing.

* ISO28927 - Measurement on 3 axes: vibration level/Imprecision of the measurement.

Tech. Code

Square drive 1/2"
Couple range Nm 54 - 475
Torque max Nm 678
Rpm max 5000
Bpm 1200
Air entry coupling - consumption 1/4� - 19�12 L/S
Air Inlet tube Ø 10
Noise level dBA 83.7
Vibration m/s2/K 7.2 / 0.8
Weight Kg 2.72

ITEM: 2906P1
The series 2900 is designed for long life and intensive use in maintenance and industrial products. The power regulator
has 5 positions to adapt to the requested power of Twin Hammer Ingersoll Rand Impulse mechanism. The lubrication of the
mechanism is power pressured, also an intergrated silencer that reduces fatigue of the operator.

* ISO28927 - Measurement on 3 axes: vibration level/Imprecision of the measurement.
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L.4 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

AVVITATORI PNEUMATICI A CRICCHETTO REVERSIBILI

293 mm

Cod. Tec. L001512
GR63 Euro 176,00
Attacco bussole 1/2"
Ø viti max M12
Campo di coppia Nm 95
Giri vuoto rpm 160
Rumorosità dBA 91,6
Attacco ingresso aria - consumo 1/4� - 74 l/min
Peso Kg 1,26

ART. L0015
Corpo in materiale composito/acciaio, adatto a lavorare in posizioni scomode.

AVVITATORI PNEUMATICI AD IMPULSI

217 mm

Cod. Tec. L005534
GR63 Euro 769,00
Attacco quadro 3/4�
Campo di coppia Nm 270 - 1220
Coppia max Nm 1830
Rpm max 6.300
Colpi minuto 1150
Attacco ingresso aria - consumo 3/8� - 15,1 L/S
Tubo ingresso aria Ø 13
Rumorosità dBA 96,3
Vibrazioni* m/s2/K 8,7 / 2,7
Peso Kg 3,35

ART. 2145QIMAX
Gli utensili della Serie 2100MAX si distinguono per la qualità eccellente, mirata alle applicazioni più impegnative, sono
progettati con funzioni speciali che assicurano potenza, controllo e affidabilità senza pari. Il nuovo design include controlli
potenziati che assicurano un comfort e una comodità ancora maggiori. Il meccanismo ad impulsi Twin Hammer Ingersoll
Rand è il meccanismo più robusto, resistente ed affidabile del settore. Controllo a pulsante ultrasensibile, gamma molto
vasta di impostazioni di regolazione della potenza in avvitamento e al massimo in svitamento.
L’alloggiamento in materiale composito è leggero, protegge dall’aria fredda e garantisce la comodità dell’operatore. Il
brevetto Quiet Tool, riduce i livelli di rumorosità provocati dall’aria.

* ISO28927 - misurazione su 3 assi: livello di vibrazione/incertezza della misurazione.

AVVITATORI PNEUMATICI A CRICCHETTO REVERSIBILI

276 mm

Cod. Tec. L007038
GR63 Euro 165,00
Attacco quadro 3/8�
Campo di coppia Nm 14 - 61
Coppia max Nm 73
Rpm max 160
Attacco ingresso aria - consumo 1/4� - 1,9-8,8 L/S
Tubo ingresso aria Ø 10
Rumorosità dBA 94,4
Vibrazioni* m/s2/K �2,5
Peso Kg 1,24

ART. 107XPA
Avvitatore a cricchetto con attacco da 3/8" di provata affidabilità tra i più venduti al mondo, il 107XPA offre maggior
durata con un disegno della testa avanzato. 73 Nm di coppia massima, lo scarico regolabile a 360° dirige l'aria lontano
dall'operatore, leva a velocità variabile.

* ISO28927 - misurazione su 3 assi: livello di vibrazione/incertezza della misurazione.

AVVITATORI PNEUMATICI A CRICCHETTO REVERSIBILI

276 mm

Cod. Tec. L007212
GR63 Euro 163,00
Attacco quadro 1/2"
Campo di coppia Nm 14 - 61
Coppia max Nm 73
Rpm max 160
Attacco ingresso aria - consumo 1/4� - 1,9-8,8L/S
Tubo ingresso aria Ø 10
Rumorosità dBA 94,4
Vibrazioni* m/s2/K �2,5
Peso Kg 1,25

ART. 1077XPA
Avvitatore a cricchetto con attacco da 1/2" di provata affidabilità tra i più venduti al mondo, il 1077XPA offre maggior
durata con un disegno della testa avanzato. 73 Nm di coppia massima, lo scarico regolabile a 360° dirige l'aria lontano
dall'operatore, leva a velocità variabile.

* ISO28927 - misurazione su 3 assi: livello di vibrazione/incertezza della misurazione.

L.4 Indivisible package   Suggested retail package - Unit price

REVERSIBLE AIR RATCHET WRENCHES

Tech. Code

Bush coupling 1/2"
Ø max screws M12
Ultimate Torque Nm 95
Vacuum speed rate/min rpm 160
Noise level dBA 91.6
Air entry coupling - consumption 1/4� - 74 l/min
Weight kg 1.26

ITEM: L0015
Steel and composite housing, fit to operate even in awkward positions.

AIR IMPACT WRENCHES

Tech. Code

Square drive 3/4�
Couple range Nm 270 - 1220
Torque max Nm 1830
Rpm max 6300
Bpm 1150
Air entry coupling - consumption 3/8� - 15.1 L/S
Air Inlet tube Ø 13
Noise level dBA 96.3
Vibration m/s2/K 8.7 / 2.7
Weight Kg 3.35

ITEM: 2145QIMAX
The series 2100MAX is distinguished by an excellent quality aimed at the most demanding applications, it is designed
with special features that ensure power, control and reliability. This new design ensures great comfort and even more
convenience. The Twin Hammer Ingersoll Rand impulse mechanism is the most robust, resistant and reliable in the
Industry. A very sensitive control button, controls a very wide range of power regulation settings, screw and unscrew. The
housing is a light weighted composite material which protects it from cold air and guarantees convenience for the operator.
The patent "Quiet Tool" reduces the level of noise caused by the air.

* ISO28927 - Measurement on 3 axes: vibration level/Imprecision of the measurement.

REVERSIBLE AIR RATCHET WRENCHES

Tech. Code

Square drive 3/8�
Couple range Nm 14 - 61
Torque max Nm 73
Rpm max 160
Air entry coupling - consumption 1/4� - 1.9-8.8 L/S
Air Inlet tube Ø 10
Noise level dBA 94.4
Vibration m/s2/K <2.5
Weight Kg 1.24

ITEM: 107XPA
Ratchet wrenches with 3/8" attatchment and proven reliability of the most sold in the world. The 107XPA offers a longer
duration with a drawing of the advanced head, 73 Nm maximum torque, an adjustable 360° discharge of air that directs the
air away from the operator. Adjustable speed lever.

* ISO28927 - Measurement on 3 axes: vibration level/Imprecision of the measurement.

REVERSIBLE AIR RATCHET WRENCHES

Tech. Code

Square drive 1/2"
Couple range Nm 14 - 61
Torque max Nm 73
Rpm max 160
Air entry coupling - consumption 1/4� - 1.9-8.8L/S
Air Inlet tube Ø 10
Noise level dBA 94.4
Vibration m/s2/K <2.5
Weight Kg 1.25

ITEM: 1077XPA
Ratchet wrenches with an 1/2" attatchment and a proven reliability of the most sold in the world. The 1077XPA offers a
longer duration with a drawing of the advanced head. 73 Nm maximum torque, an adjustable 360° discharge of air that
directs the air away from the operator, adjustable speed lever.

* ISO28927 - Measurement on 3 axes: vibration level/Imprecision of the measurement.
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L.5 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.
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202 mm

Cod. Tec. L101010
GR63 Euro 201,00
Cap. mandrino mm 10
Attacco mandrino 3/8� UNF
Potenza KZ 0,68
Giri vuoto rpm 1800
Rumorosità dBA 83
Attacco ingresso aria - consumo 1/4� - 74 l/min
Peso Kg 1,1

ART. L1010
Trapano reversibile per impiego con trazione DX/SX.
Materiale d'impugnatura composito/acciaio e mandrino autoserrante.

TRAPANI PNEUMATICI REVERSIBILI

148 mm

Cod. Tec. L100606
GR63 Euro 187,00
Cap. mandrino mm 6
Attacco mandrino 3/8� UNF
Potenza KZ 0,23
Giri vuoto rpm 2600
Rumorosità dBA 84
Livello vibrazioni 0,4 m/sec²
Attacco ingresso aria - consumo 1/4� - 113 l/min
Peso Kg 0,6

ART. L1006
Trapano reversibile per l'impiego con trazione DX/SX.
Materiale d'impugnatura composito/acciaio e mandrino autoserrante.

218 mm

Cod. Tec. L101313
GR63 Euro 245,00
Cap. mandrino mm 13
Attacco mandrino 3/8� UNF
Potenza KZ 0,33
Giri vuoto rpm 800
Rumorosità dBA 83
Livello vibrazioni 0,5 m/sec²
Attacco ingresso aria - consumo 1/4� - 113 l/min
Peso Kg 1,36

ART. L1013
Trapano reversibile per l'impiego con trazione DX/SX. Materiale d'impugnatura composito/acciaio, mandrino autoserrante
ed impugnatura supplementare rimovibile.

AVVITATORI PNEUMATICI ATTACCO 1/4" ESAGONALE

260 mm

Cod. Tec. L008014
GR63 Euro 299,00
Attacco esagono 1/4"
Campo di coppia Nm 13
Potenza KZ 0,25
Rpm max 1.800
Attacco ingresso aria - consumo 1/4� - 1,4-8 L/S
Tubo ingresso aria Ø 10
Rumorosità dBA 109,1
Vibrazioni* m/s2/K �2,5
Peso Kg 1,1

ART. LA413-EU
Avvitatore pneumatico dritto, reversibile, con frizione regolabile, il giusto compromesso per assemblaggi diversificati.
Interruttore avvita/svita azionabile con una sola mano.

* ISO28927 - misurazione su 3 assi: livello di vibrazione/incertezza della misurazione.

L.5Indivisible package  Suggested retail package - Unit price

Tech. Code

Chuck capacity mm 10
Chuck fitting 3/8� UNF
Power Kw 0.5HP
Vacuum speed rate/min rpm 1800
Noise level dBA 83
Air inlet thread coupling - consumption 1/4� - 74 l/min
Weight Kg 1.1

ITEM: L1010
Right/left traction reversible drill machine.
Composite material pistol-grip design with keyless chuck.

REVERSIBLE AIR DRILLS

Tech. Code

Chuck capacity mm 6
Chuck fitting 3/8� UNF
Power Kw 0,23
Vacume speed rate/min rpm 2600
Noise level dBA 84
Vibration level 0.4 m/sec²
Air inlet thread coupling - consumption 1/4� - 113 l/min
Weight Kg 0.6

ITEM: L1006
Reversible drills right/left traction Pistol-grip design stainless steel/composite material with keyless chuck.

Tech. Code

Chuck capacity mm 13
Chuck fitting 3/8� UNF
Power Kw 0,33
Vacuum speed rate/min rpm 800
Noise level dBA 83
Vibration level 0.5 m/sec²
Air inlet thread coupling - consumption 1/4� - 113 l/min
Weight Kg 1.36

ITEM: L1013
Reversible drills for stainless composite material right\left traction Pistol-grip design stainless steel/composite material with
keyless chuck, removable auxiliary handle.

AIR SCREWDRIVER 1/4" HEXAGONAL ATTATCHMENT

Tech. Code

Hexagonal coupling 1/4"
Couple range Nm 13
Power Kw 0,25
Rpm/min max 1.800
Air entry coupling - consumption 1/4� - 1,4-8 L/S
Air Inlet tube Ø 10
Noise level dBA 109,1
Vibration m/s2/K �2,5
Weight Kg 1,1

ITEM: LA413-EU
Straight air screwdriver, reversible with clutch regulator. The right compromise for diversified assembly. Screw and unscrew
switch, used by only one hand.

* ISO28927 - Measurement on 3 axes: vibration level/Imprecision of the measurement.
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L.6 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

MASCHIATRICI PNEUMATICHE CON INVERSIONE A TRAZIONE PUSH-PULL
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245 mm

Cod. Tec. L116012
GR63 Euro 717,00
Attacco mandrino B10
Cap. maschiatura M12
Campo di coppia Nm 28
Potenza Watt 300
Giri a vuoto/min 360 destra - 720 sinistra
Rumorosità  (ISO 15744) dBA 75
Attacco ingresso aria - consumo 1/4" - 650 NI/min
Tubo ingresso aria Ø 8 mm
Peso Kg 1,47

ART. ERGOMAS120
I prodotti di questa linea, di avanzata concezione ergonomica, sono molto apprezzati per l'elevata affidabilità, velocità e
precisione.
L'inversione del senso di rotazione del mandrino è rapida e agevole ed avviene automaticamente (push-pull).
Dotazione standard: Mandrino a cambio rapido per chiavi giramaschi L1166.

SVASATORI PNEUMATICI

228 mm

Cod. Tec. L119025
GR63 Euro (534,00)
Pinza mm ER16 - 10
Potenza Watt 100
Giri vuoto/min 500
Corpo Ø mm 30,5
Svasatura fori su acciaio Ø mm 2 - 24
Attacco ingresso aria - consumo 1/4" - 200 NI/min
Peso Kg 0,55

ART. USV66
Utensili studiati per la svasatura e/o sbavatura di fori mediante l'uso di frese coniche a gambo DIN 334 - 335 o similari.
La partenza a spinta semplifica l'azione dell'operatore e consente anche una certa regolazione dello sforzo di lavoro in
funzione della spinta esercitata sull'utensile.

TRAPANI PNEUMATICI REVERSIBILI

175 mm

Cod. Tec. L102010
GR63 Euro 175,00
Ø Foratura mm 10
Campo di coppia Nm 7
Potenza Kw 0,37
Rpm max 2.000
Attacco ingresso aria - consumo 1/4" - 1,9-12,3 L/S
Tubo ingresso aria Ø 10
Rumorosità dBA 83
Vibrazioni* m/s2/K 2,8 / 0,7
Peso Kg 1,36

ART. 7802RAKC
Trapano pneumatico reversibile con mandrino autoserrante da 10 mm. Compatto, potente, Ottimo prodotto dal peso
contenuto (1,3 Kg). Incredibilmente maneggevole e con caratteristiche innovative della prestigiosa INGERSOLL RAND
leader mondiale del settore.

* ISO28927 - misurazione su 3 assi: livello di vibrazione/incertezza della misurazione.

195 mm

Cod. Tec. L102213
GR63 Euro 278,00
Ø Foratura mm 13
Campo di coppia Nm 28
Potenza Kw 0,37
Rpm max 500
Attacco ingresso aria - consumo 1/4" - 1,9-12,7 L/S
Tubo ingresso aria Ø 10
Rumorosità dBA 83
Vibrazioni* m/s2/K <2,5
Peso Kg 1,64

ART. 7803RA
Trapano pneumatico reversibile con mandrino a cremagliera da 13 mm. Compatto, potente, ottimo prodotto dal peso
contenuto (1,6 Kg). Incredibilmente maneggevole e con caratteristiche innovative della prestigiosa INGERSOLL RAND
leader mondiale del settore.

* ISO28927 - misurazione su 3 assi: livello di vibrazione/incertezza della misurazione.

L.6 Indivisible package   Suggested retail package - Unit price

AIR TAPPER - PUSH-PULL

Tech. Code

Chuck coupling B10
Tapping capacity M12
Ultimate Torque Nm 28
Power Watt 300
Free speed rpm/min 360 right hand - 720 left hand
Noise (ISO 15744) dBA 75
Air inlet thread-Avg Consumption 1/4� - 650 NI/min
Air inlet Ø 8 mm
Weight Kg 1.47

ITEM: ERGOMAS120
A wide range of products featuring state-of-the-art ergonomics, for highly dependable, speed and precision operations. A
fast and smooth instant reversing speed reduction chuck (push-pull). Standard equipment: quick-release chuck for L1166
tap wrenches. Reversing of the direction of rotation is quick and easy. Some models have automatic push-pull reversing.
Standard equipment: quick-release chuck.

COUNTERSINK

Tech. Code

Collet mm ER16 - 10
Power Watt 100
Rpm 500
Body Ø mm 30.5
Hole countersinking on steel Ø mm 2 - 24
Air inlet thread-Avg Consumption 1/4� - 200 NI/min
Weight Kg 0.55

ITEM: USV66
Specifically designed for countersinking and/or deburring holes using DIN 334 -335 (or similar) chamfer bits with straight
shank. The push start makes the operator work easier and allows the work effort to be adjusted according to the push
performed on the tool.

REVERSIBLE AIR DRILLS

Tech. Code

Ø Drilling mm 10
Couple range Nm 7
Power Kw 0.37
Rpm max 2000
Air entry coupling - consumption 1/4� - 1.9-12.3 L/S
Air Inlet tube Ø 10
Noise level dBA 83
Vibration m/s2/K 2.8 / 0.7
Weight Kg 1.36

ITEM: 7802RAKC
Reversible air drill, keyless chuck 10 mm. Compact, powerful, light weighted (1,3 Kg). Incredibly handy, innovative
prestgious of INGERSOLL RAND a global leader of this Industry.

* ISO28927 - Measurement on 3 axes: vibration level/Imprecision of the measurement.

Tech. Code

ØDrilling mm 13
Couple range Nm 28
Power Kw 0.37
Rpm max 500
Air entry coupling - consumption 1/4� - 1.9-12.7 L/S
Air Inlet tube Ø 10
Noise level dBA 83
Vibration m/s2/K <2.5
Weight Kg 1.64

ITEM: 7803RA
Reversible air drill with 13 mm key chuck. Compact, powerful, light weighted (1.6 Kg). Incredibly handy, Innovative
prestgious of INGERSOLL RAND a global leader of the Industry.

* ISO28927 - Measurement on 3 axes: vibration level/Imprecision of the measurement.



L

L.7 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

MASCHIATRICI PNEUMATICHE CON INVERSIONE A PULSANTE
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190,5 mm

Cod. Tec. L116516
GR63 Euro (901,00)
Attacco mandrino B12
Cap. maschiatura M16
Campo di coppia Nm 40
Potenza Watt 440
Giri a vuoto/min 260
Rumorosità (ISO 15744) dBA 80
Attacco ingresso aria - Consumo 1/4� - 700 NI/min
Tubo ingresso aria Ø 12 mm
Peso Kg 1,63

ART. SUPERGOMAS16
I prodotti di questa linea, di avanzata concezione ergonomica, sono molto apprezzati per l'elevata affidabilità, velocità e
precisione.
L'inversione del senso di rotazione del mandrino è rapida e agevole ed avviene premendo un comodo pulsante.
Dotazione standard: Mandrino a cambio rapido per chiavi giramaschi L1166.

CHIAVI GIRAMASCHI PER MANDRINI A CAMBIO RAPIDO

Cod. Tec. L1166036 L1166045 L1166060 L1166070 L1166080
GR63 Euro 16,00 16,00 16,00 16,00 16,00
Ø mm 3,6 4,5 6,0 7,0 8,0
4uadro mm 2,8 3,5 5,0 5,5 6,4

Per maschi DIN 371 M3 M4 M5 - M6 - M8

Per maschi DIN 376 M5 M6 M8 M10 -

Attacco Esagonale 12 mm

Cod. Tec. L1166090 L1166100 L1166110 L1166120
GR63 Euro 16,00 16,00 16,00 16,00
Ø mm 9,0 10,0 11,0 12,0
4uadro mm 7,0 8,0 9,0

Per maschi DIN 371 - M10 -

Per maschi DIN 376 M12 - M14 M16

Attacco Esagonale 12 mm

I prodotti sono disponibili nel CAP A

MASCHI TAGLIENTI DIRITTI - M

Cod. Tec. d x p
mm

L
mm

l
mm

A2010M10 10 x 1,5 100 20

A2010M12 12 x 1,75

110

24

A2010M14 14 x 2 26

A2010M16 16 x 2 28

Prodotti correlati

I prodotti sono disponibili nel CAP A

MASCHI TAGLIENTI ELICOIDALI 40° - M

Cod. Tec. d x p
mm

L
mm

l
mm

A2040M10 10 x 1,5 100 17,5

A2040M12 12 x 1,75

110

18

A2040M14 14 x 2
20,5

A2040M16 16 x 2

Prodotti correlati

L.7Indivisible package  Suggested retail package - Unit price

PUSH-BUTTON CONTROLLED REVERSING TAPPER

Tech. Code

Chuck coupling B12
Tapping capacity M16
Ultimate Torque Nm 40
Power Watt 440
Rpm 260
Noise (ISO 15744) dBA 80
Air inlet thread-Avg Consumption 1/4� - 700 NI/min
Air inlet Ø 12 mm
Weight Kg 1.63

ITEM: SUPERGOMAS16
A wide range of products featuring state-of-the-art ergonomics, for highly dependable, speed and precision operations.
A push-button allows for fast and smooth reverse chuck rotation Standard equipment: quick-release chuck for L1166 tap
wrenches.
Reversing of the direction of rotation is quick and easy. Some models have button controlled reversing.
Standard equipment: quick-release chuck.

TAP KEYS FOR QUICK RELEASE CHUCKS
Block of the tap with grains.

Tech. Code

Ø mm 3.6 4.5 6.0 7.0 8.0
Square capacity mm 2.8 3.5 5.0 5.5 6.4

For Taps DIN 371 M3 M4 M5 - M6 - M8

For Taps DIN 376 M5 M6 M8 M10 -

Coupling/Thread Hexagonal 12 mm

Tech. Code

Ø mm 9.0 10.0 11.0 12.0
Square capacity mm 7.0 8.0 9.0

For Taps DIN 371 - M10 -

For Taps DIN 376 M12 - M14 M16

Coupling/Thread Hexagonal 12 mm

The products are available in chapter A

STRAIGHT FLUTE TAP FOR BLIND AND THROUGH-HOLES - M

Tech. Code d x p
mm

L
mm

l
mm

10 x 1.5 100 20

12 x 1.75

110

24

14 x 2 26

16 x 2 28

Related products

The products are available in chapter A

SPIRAL FLUTE 40° TAP FOR BLIND HOLES - M

Tech. Code d x p
mm

L
mm

l
mm

10 x 1.5 100 17.5

12 x 1.75

110

18

14 x 2
20.5

16 x 2

Related products
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L.8 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

SMERIGLIATRICI PNEUMATICHE

165 mm

Cod. Tec. L125006
GR63 Euro 167,00
Pinza mm 6
Potenza Watt 0,315
Giri vuoto rpm 20000
Rumorosità dBA 86,3
Attacco ingresso aria - consumo 1/4� - 113 l/min
Peso Kg 0,55

ART. L1250
Smerigliatrice con corpo utensile rivestito, avviamento a leva con dispositivo di sicurezza e con una potenza di 0,43 Hp.

PENNE PER INCIDERE PNEUMATICHE

150 mm

Cod. Tec. L1202150
GR63 Euro 330,00
Colpi al sec Hz 500
Corpo utensile Ø mm 17
Attacco ingresso aria - consumo 1/8"
Peso Kg 0,15

ART. L1202
Penna pneumatica a vibrazione adatta per la marcatura dei più svariati materiali come metallo, vetro, pietrame, etc. Punta
in metallo duro in dotazione (L1204).

Cod. Tec. L1203RIC
GR63 Euro 81,00

ART. L1203
Punta media di ricambio per penna L1202.

Cod. Tec. L1204RIC
GR63 Euro 81,00

ART. L1204
Punta sottile di ricambio per penna L1202.

D

T

I prodotti sono disponibili nel CAP G

MOLE ABRASIVE CORINDONE ROSA CON GAMBO

Cod. Tec. D x T
mm

Gambo
mm

Specifica

G540630206100 2 x 6

3 x 38

AR 100 P5V

G540630306080 3 x 6

AR 80 P5VG540630408080 4 x 8

G540630510080 5 x 10

Prodotti correlati

I prodotti sono disponibili nel CAP G

RULLI A LAMELLE ABRASIVE CON GAMBO

Cod. Tec. D x H
mm

Gambo
mm

Grana

G41051010060 10 x 10
3 x 40 60

G41051515060 15 x 15

Prodotti correlati

L.8 Indivisible package   Suggested retail package - Unit price

STRAIGHT DIE GRINDERS

Tech. Code

Collet mm 6
Power Watt 0.43HP
Free speed rate rpm 20000
Noise level dBA 86.3
Air inlet thread coupling - consumption 1/4� - 113 l/min
Weight Kg 0.55

ITEM: L1250
Coated housing sander, start lever, safety device 0.43 Hp power.

PNEUMATIC ENGRAVING PENS

Tech. Code

Speed rate hits a second Hz 500
Holder Ø mm 17
Air inlet thread coupling - consumption 1/8"
Weight Kg 0.15

ITEM: L1202
Pnuematic vibrational pen ideal for engraving and marking many materials such as metal, glass, stone, etc. HM tip
included (L1204).

Tech. Code

ITEM: L1203
Medium spare tips for pens L1202.

Tech. Code

ITEM: L1204
Fine spare tips for pens L1202.

D

T

The products are available in chapter G

MOUNTED POINTS WITH PINK ALUMINUM OXIDE

Tech. Code D x T
mm

Shank
mm

Specification

2 x 6

3 x 38

AR 100 P5V

3 x 6

AR 80 P5V4 x 8

5 x 10

Related products

The products are available in chapter G

FLAP WHEELS WITH SHANK

Tech. Code D x H
mm

Shank
mm

Grit

10 x 10
3 x 40 60

15 x 15

Related products
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L.9 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

SMERIGLIATRICI PNEUMATICHE

172 mm

Cod. Tec. L130106
GR63 Euro 142,00
Ø Pinza mm 6
Potenza KZ 0,3
Rpm max 25.000
Attacco ingresso aria - consumo 1/4� - 11,8 L/S
Tubo ingresso aria Ø 10
Rumorosità dBA 83,3
Vibrazioni* m/s2/K 1,8 / 0,8
Peso Kg 0,46

ART. 5108MAX
Le smerigliatrici pneumatiche Serie MAX sono economiche e durevoli, Compatte e leggere, facili da maneggiare, dotate di
cuscinetti a sfera per garantire una maggiore affidabilità.
Progettate per funzionare senza lubrificante, evitano di contaminare l’ambiente lavorativo.
Design dell’impugnatura migliorato con leva di comando a basso profilo, per un funzionamento prolungato senza
affaticamento.

* ISO28927 - misurazione su 3 assi: livello di vibrazione/incertezza della misurazione.

166 mm

Cod. Tec. L130206
GR63 Euro 358,00
Ø Pinza mm 6
Potenza KZ 0,3
Rpm max 25.000
Attacco ingresso aria - consumo 1/4� - 3,8-15,1 L/S
Tubo ingresso aria Ø 10
Rumorosità dBA 78,6
Vibrazioni* m/s2/K 2,6 / 1,1
Peso Kg 0,40

ART. 325SC4A
Smerigliatrici diritte ideali per la manutenzione, motore potente da 0,4 cv (0,3 kW). La coppia e la potenza fornite
sono adatte a una vasta gamma di applicazioni, dal settore auto fino al montaggio. Con un peso inferiore a 0,45 kg, le
smerigliatrici diritte per stampi della serie Revolution richiedono all'operatore uno sforzo minimo e offrono il massimo
comfort.

* ISO28927 - misurazione su 3 assi: livello di vibrazione/incertezza della misurazione.

213 mm

Cod. Tec. L130306
GR63 Euro 836,00
Ø Pinza mm 6
Potenza KZ 0,75
Rpm max 18.000
Attacco ingresso aria - consumo 3/8� - 19,8 L/S
Tubo ingresso aria Ø 10
Rumorosità dBA 84,7
Vibrazioni* m/s2/K 4,2 / 1,6
Peso Kg 0,77

ART. M2H180RG4
Smerigliatrici dritte per applicazioni heavy-duty di smerigliatura, pulitura e lucidatura.
Potente motore pneumatico lube-free da 0,75 kW (1 cv).
Il regolatore interno del motore mantiene la velocità della smerigliatrice e gestisce il flusso dell’aria per un uso efficiente
dell’energia.

*ISO28927 - misurazione su 3 assi: livello di vibrazione/incertezza della misurazione.

230 mmCod. Tec. L130406
GR63 Euro 950,00
Ø Pinza mm 6
Potenza KZ 1
Rpm max 18.000
Attacco ingresso aria - consumo 3/8� - 26 L/S
Tubo ingresso aria Ø 13
Rumorosità dBA 83,5
Vibrazioni* m/s2/K �2,5
Peso Kg 1,05

ART. G3H180PG4M
Smerigliatrici dritte heavy-duty consigliate per l'utilizzo intensivo, ideali nei lavori più difficili quali rimozione di materiale
duro con frese, mole e abrasivi rivestiti. Il regolatore dell’aria interno privo di contaminazioni contribuisce a mantenere la
velocità dell’utensile indipendentemente dal carico. Motore pneumatico da 1 kW (1,35 cv) a coppia elevata.
Il regolatore interno del motore massimizza la velocità sotto carico, incrementando il tasso di rimozione del materiale.

* ISO28927 - misurazione su 3 assi: livello di vibrazione/incertezza della misurazione.

L.9Indivisible package  Suggested retail package - Unit price

STRAIGHT DIE GRINDERS

Tech. Code

Ø Collet mm 6
Power Kw 0.3
Rpm max 25000
Air entry coupling - consumption 1/4� - 11.8 L/S
Air Inlet tube Ø 10
Noise level dBA 83.3
Vibration m/s2/K 1.8 / 0.8
Weight Kg 0.46

ITEM: 5108MAX
Air straight grinders MAX series are economical and durable, compact and light weighted, easy to manage. Equipped with
ball bearings for greater reliability.
Designed to function without lubricants and to avoid contaminating the enviroment. Improved handle design with lever
control at a low profile for a prolonged operation without fatigue.

* ISO28927 - Measurement on 3 axes: vibration level/Imprecision of the measurement..

Tech. Code

Ø Collet mm 6
Power Kw 0.3
Rpm max 25000
Air entry coupling - consumption 1/4� - 3.8-15.1 L/S
Air Inlet tube Ø 10
Noise level dBA 78.6
Vibration m/s2/K 2.6 / 1.1
Weight Kg 0.40

ITEM: 325SC4A
Straight grinders are ideal for maintenance, powerful engine 0.4 cv (0,3 kW). The torque power given is suitable for a wide
range of applications from automotive to assembly with 0.45 kg, less weight. The straight grinders series revolution only
needs minimum effort of the operator and offers maximum comfort.

* ISO28927 - Measurement on 3 axes: vibration level/Imprecision of the measurement..

Tech. Code

Ø Collet mm 6
Power Kw 0.75
Rpm max 18000
Air entry coupling - consumption 3/8� - 19.8 L/S
Air Inlet tube Ø 10
Noise level dBA 84.7
Vibration m/s2/K 4.2 / 1.6
Weight Kg 0.77

ITEM: M2H180RG4
Straight grinders for heavy-duty grinding, cleaning and polishing.
Powerful motor pneumatic lube-free of 0.75 kW (1 cv).
The internal regulator of the motor maintains the speed of the grinder and operates the air flow for efficient use of energy.

* ISO28927 - Measurement on 3 axes: vibration level/Imprecision of the measurement..

Tech. Code

Ø Collet mm 6
Power Kw 1
Rpm max 18000
Air entry coupling - consumption 3/8� - 26 L/S
Air Inlet tube Ø 13
Noise level dBA 83.5
Vibration m/s2/K <2.5
Weight Kg 1.05

ITEM: G3H180PG4M
Heavy-duty straight grinders, recommended for intensive use. Ideal for the most difficult jobs such as the removal of hard
material with burrs, grinding wheels and coated abrasives. The internal air regulator frees it from contamination which helps
it to maintain the speed, regardless of the load, pneumatic motor of 1 kW (1.35 cv) High torque. The internal regulator
maximizes the speed under load, increasing the removal rate of the material.

* ISO28927 - Measurement on 3 axes: vibration level/Imprecision of the measurement..
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L.10 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

SMERIGLIATRICI PNEUMATICHE PROLUNGATE

250 mm

Cod. Tec. L132036
GR63 Euro 284,00
Pinza mm 3 - 6
Potenza Watt 200
Giri vuoto/min 22.000
Corpo Ø mm 39
Rumorosità (ISO 15744) dBA 81
Attacco ingresso aria - consumo 1/4� - 300 NI/min
Peso Kg 0,5

ART. SM1
Compatta,robusta e affidabile, ideale per smerigliare, sbavare e limare stampi e pezzi meccanici in genere, avviamento a
leva con dispositivo di sicurezza.

SMERIGLIATRICI PNEUMATICHE PROLUNGATE

244 mm

Cod. Tec. L130506
GR63 Euro 467,00
Ø Pinza mm 6
Potenza KZ 0,3
Rpm max 25.000
Attacco ingresso aria - consumo 1/4� - 3,8-15,6 L/S
Tubo ingresso aria Ø 10
Rumorosità dBA 78,6
Vibrazioni* m/s2/K �2,5
Peso Kg 0,62

ART. 325XC4A
Smerigliatrici dritte prolungate ideali per la manutenzione, motore potente da 0,4 CV (0,3 kW). La coppia e la potenza
fornite sono adatte a una vasta gamma di applicazioni, dal settore auto fino al montaggio. Con un peso inferiore a 0,65
kg, le smerigliatrici diritte per stampi della serie Revolution richiedono all'operatore uno sforzo minimo e offrono il massimo
comfort.

* ISO28927 - misurazione su 3 assi: livello di vibrazione/incertezza della misurazione.

332 mm

Cod. Tec. L130706
GR63 Euro 1025,00
Ø Pinza mm 6
Potenza KZ 0,75
Rpm max 18.000
Attacco ingresso aria - consumo 3/8� - 19,8 L/S
Tubo ingresso aria Ø 10
Rumorosità dBa 88,8
Vibrazioni* m/s2/K 2,8 / 0,9
Peso Kg 1,22

ART. M2X180RG4
Smerigliatrici dritte prolungate per applicazioni heavy-duty di smerigliatura, pulitura e lucidatura.
Potente motore pneumatico lube-free da 0,75 kW (1 cv).
Il regolatore interno del motore mantiene la velocità della smerigliatrice e gestisce il flusso dell’aria per un uso efficiente
dell’energia.

* ISO28927 - misurazione su 3 assi: livello di vibrazione/incertezza della misurazione.

359 mmCod. Tec. L130906
GR63 Euro 1194,00
Ø Pinza mm 6
Potenza KZ 1
Rpm max 18.000
Attacco ingresso aria - consumo 3/8� - 26 L/S
Tubo ingresso aria Ø 13
Rumorosità dBA 86,4
Vibrazioni* m/s2/K �2,5
Peso Kg 1,7

ART. G3X180PG4M
Smerigliatrici dritte prolungate heavy-duty consigliate per l'utilizzo intensivo, ideali nei lavori più difficili quali rimozione
di materiale duro con frese, mole e abrasivi rivestiti. Il regolatore dell’aria interno privo di contaminazioni contribuisce a
mantenere la velocità dell’utensile indipendentemente dal carico. Motore pneumatico da 1 kW (1,35 cv) a coppia elevata.
Il regolatore interno del motore massimizza la velocità sotto carico, incrementando il tasso di rimozione del materiale.

* ISO28927 - misurazione su 3 assi: livello di vibrazione/incertezza della misurazione.

L.10 Indivisible package   Suggested retail package - Unit price

STRAIGHT EXTENDED DIE GRINDERS

Tech. Code

Collet mm 3 - 6
Power Watt 200
Free Speed /min rpm 22.000
Body Ø mm 39
Noise level (ISO 15744) dBA 81
Air inlet thread coupling - consumption 1/4� - 300 NI/min
Weight Kg 0.5

ITEM: SM1
Compact, sturdy and reliable, ideal for grinding, deburring and filing molds and mechanical parts in general, start lever with
safety device.

STRAIGHT EXTENDED DIE GRINDERS

Tech. Code

Ø Collet mm 6
Power Kw 0.3
Rpm max 25000
Air entry coupling - consumption 1/4� - 3.8-15.6 L/S
Air Inlet tube Ø 10
Noise level dBA 78.6
Vibration m/s2/K <2.5
Weight Kg 0.62

ITEM: 325XC4A
Straight grinders which are ideal for maintenance, powerful engine from 0.4 CV (0.3 kW). The torque and power supply
are suitable for a wide range of applications from automotive to assembly, light weighted 0,65 kg. The straight grinders
series revolution only needs mimimum effort of the operator and offers maximum comfort.

* ISO28927 - Measurement on 3 axes: vibration level/Imprecision of the measurement..

Tech. Code

Ø Collet mm 6
Power Kw 0.75
Rpm max 18000
Air entry coupling - consumption 3/8� - 19.8 L/S
Air Inlet tube Ø 10
Noise level dBa 88.8
Vibration m/s2/K 2.8 / 0.9
Weight Kg 1.22

ITEM: M2X180RG4
Straight grinders for Heavy-Duty grinding, cleaning and polishing. Powerful pneumatic engine lube-free of 0.75 kW (1 CV).
The internal regulator maintains the speed and managers the air flow for an efficient use of energy.

* ISO28927 - Measurement on 3 axes: vibration level/Imprecision of the measurement..

Tech. Code

Ø Collet mm 6
Power Kw 1
Rpm max 18000
Air entry coupling - consumption 3/8� - 26 L/S
Air Inlet tube Ø 13
Noise level dBA 86.4
Vibration m/s2/K <2.5
Weight Kg 1.7

ITEM: G3X180PG4M
Straight grinders for heavy duty grinding recommended for intensive use, ideal in the most difficult tasks of removal of hard
metal with cutters, grinding wheels and coated abrasives. The air regulator, free of contamination contributes to maintain
the speed of the tool independent from the load. Pneumatic motor of 1 kW (1.35 CV) high torque. The internal regulator
maximes the speed under load, increasing the removal rate of materials.

* ISO28927 - Measurement on 3 axes: vibration level/Imprecision of the measurement.
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L.11 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

SMERIGLIATRICI PNEUMATICHE PROLUNGATE

300 mm

Cod. Tec. L13256
GR63 Euro 320,00
Pinza mm 6
Potenza Watt 330
Giri vuoto/min 12.000
Corpo Ø mm 50
Rumorosità (ISO 15744) dBA 83
Attacco ingresso aria - consumo 1/4� - 450 NI/min
Peso Kg 1,0

ART. SM2
Compatta, robusta e affidabile, ideale per smerigliare, sbavare e limare stampi e pezzi meccanici in genere, avviamento a
leva con dispositivo di sicurezza.

SMERIGLIATRICI PNEUMATICHE ANGOLARI

245 mm

Cod. Tec. L1410125
GR63 Euro 456,00
Ø Disco mm 125
Filetto M14
Potenza KZ 0,66
Rpm max 12.000
Attacco ingresso aria - consumo 1/4� - 4,9-19,3 L/S
Tubo ingresso aria Ø 10
Rumorosità dBA 79,6
Vibrazioni* m/s2/K 7,9 / 0,7
Peso Kg 1,56

ART. 345MAX-M
La smerigliatrice 345MAX-M è la scelta ideale per un'efficace rimozione dei materiali. Questa smerigliatrice pneumatica
angolare da 125 mm abbina un regolatore interno unico (che impedisce l'aumento eccessivo della velocità) a un potente
motore da 0,66 kW, per fornirvi il miglior rapporto potenza-peso della categoria, ottimizzando così la velocità di rimozione
dei materiali.

* ISO28927 - misurazione su 3 assi: livello di vibrazione/incertezza della misurazione.

SMERIGLIATRICI PNEUMATICHE A NASTRO

273 mm

Cod. Tec. L1502305
GR63 Euro (1243,00)
Nastro mm 305x12,7/13
Potenza KZ 0,3
Rpm max 20.000
Attacco ingresso aria - consumo 1/4� - 11,8 L/S
Tubo ingresso aria Ø 8
Rumorosità** dBA 83,6
Vibrazioni* m/s2/K 2,6 / 0,7
Peso Kg 0,54

ART. G1A200PS812
Smerigliatrice a nastro da 0,4 cv (0,3 kW) in un'unità di piccole dimensioni, ideale per la rimozione di materiali leggeri, la
pulizia di pezzi di fusione grezzi, la sbavatura di componenti, la pulizia di cordoni di saldatura e altre operazioni di finitura.
La serie G1 offre bassa rumorosità e vibrazioni ridotte e un accesso diretto a tutte le operazioni di manutenzione del
motore.

* ISO28927 - misurazione su 3 assi: livello di vibrazione/incertezza della misurazione.
** Pressione sonora senza tubo di scarico (fino a 6 dBA in meno con tubo di scarico).

SMERIGLIATRICI A NASTRO PNEUMATICHE

Cod. Tec. L1504330
GR63 Euro (390,00)
Nastro mm 10 x 330
Potenza KZ / HP 0,25 / 0,33
Rpm max 18.000

Attacco ingresso aria - consumo 1/4� - 57 LPM

Rumorosità dBA 84
Vibrazioni m/s2 � 2,5
Peso Kg 1

ART. L1504
Smerigliatrice a nastro senza coppia conica, con variatore di velocità e display digitale. Testa rotante a 360°. Nella
confezione sono inclusi 30 nastri ceramici, divisi nelle grane 40, 60, 80 della gamma G3555.

L.11Indivisible package  Suggested retail package - Unit price

STRAIGHT EXTENDED DIE GRINDERS

Tech. Code

Collet mm 6
Power Watt 330
Free Speed/min rpm 12.000
Body Ø mm 50
Noise  level (ISO 15744) dBA 83
Air inlet thread coupling - consumption 1/4� - 450 NI/min
Weight Kg 1.0

ITEM: SM2
Compact, sturdy and reliable, ideal for grinding, deburring and filing molds and mechanical parts in general, start lever with
safety device.

ANGLE DIE GRINDERS

Tech. Code

¡ Disc mm 125
Thread M14
Power Kw 0.66
Rpm max 12000
Air entry coupling - consumption 1/4� - 4.9-19.3 L/S
Air Inlet tube Ø 10
Noise level dBA 79.6
Vibration m/s2/K 7.9 / 0.7
Weight Kg 1.56

ITEM: 345MAX-M
The pneumatic angle grinder 345MAX-M is an Ideal choice for an effective removal of materials. This pneumatic angle
grinder of 125 mm has an internal regulator (which prevents excessive increase of speed) of a powerful engine of 0.66
kW, to give the best combination of power and weight, otimizing the rate of removal of the material.

* ISO28927 - Measurement on 3 axes: vibration level/Imprecision of the measurement..

AIR BELT SANDERS

Tech. Code

Belt mm 305 x 12.7/13
Power Kw 0.3
Rpm max 20000
Air entry coupling - consumption 1/4� - 11.8 L/S
Air Inlet tube Ø 8
Noise level dBA 83.6
Vibration m/s2/K 2.6 / 0.7
Weight Kg 0.54

ITEM: G1A200PS812
Belt sanders 0.4 cv (0.3 kW) a unit of small dimensions, Ideal for the removal of light material, cleaning of melting raw
materials, smears of components, cleaning of welding and finishing operations. A low noise level, reduced vibration and
direct acess to all the maintenance of the motor.

* ISO28927 - Measurement on 3 axes: vibration level/Imprecision of the measurement..
** Pressure sound without exhaust pipe (up to 6 dBA less with exhaust pipe).

PNEUMATIC BELT GRINDERS

Tech. Code

Belt mm 10 x 330
Power Kw / HP 0,25 / 0,33
Rpm max 18.000

Air entry coupling - consumption 1/4� - 57 LPM

Noise level dBA 84
Vibration m/s2 � 2,5
Weight Kg 1

ITEM: L1504
Belt grinder withou bevel gear, with speed variator and digital display. 360° rotating head, The package includes 30 ceramic
belts, divided into 40, 60 and 80 grits from the G3555 range.
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L.12 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

SMERIGLIATRICI PNEUMATICHE ROTO-ORBITALI

1
0
9
 m

mCod. Tec. L1551150
GR63 Euro 262,00
Platorello** mm 150
Ø Orbita mm 5
Potenza KZ 0,15
Rpm max 12.000

Attacco ingresso aria - consumo 1/4� - 7,5 L/S

Tubo ingresso aria Ø 8
Rumorosità dBA 81,6
Vibrazioni* m/s2/K 7,5/1,6
Peso Kg 0,86

ART. 4151-HL
Modello a vibrazioni ridotte predisposto per l'aspirazione, produce una finitura di altissima qualità e si collega a sistemi a
vuoto centrali o portatili. La levigatrice 4151-HL estrae polvere e particelle attraverso e intorno al platorello, mantenendo
i corpi estranei lontano dal motore, in questo modo tutta la polvere viene immediatamente allontanata dall'area di lavoro.
Utilizzabile con dischi velcrati a 6 fori.

Cod. Tec. L1551PR
GR63 Euro 50,00
Ricambio Platorello Ø150 mm (filetto maschio 5/16�-24) velcrato a 6 fori 49835 IR

* ISO28927 - misurazione su 3 assi: livello di vibrazione/incertezza della misurazione.
** Platorello con sistema di aggancio Hook & Loop per dischi velcrati.

P M K N S H
ʽ ʽ ʦ ʽ

NASTRI ABRASIVI CERAMICI PER MACCHINE PORTATILI

Cod. Tec. G3550040305 G3550060305 G3550080305 G3550100305 G3550120305
GR69 Euro (0,91) (0,83) (0,83) (0,79) (0,79)
Dimensioni mm 13 x 305
Grana 40 60 80 100 120

 50

ART. G3550
Abrasivo in ossido di zirconio ceramico raffreddato con supporto in tela poliestere peso Y resistente all'acqua.
Nastri abrasivi con giunzione testa/testa ad alte prestazioni per sgrossatura e finitura di acciai in genere e
inossidabili, utilizzabili con levigatrici a nastro portatili elettriche o pneumatiche.

P M K N S H
ʽ ʽ ʦ ʽ

NASTRI ABRASIVI PER MACCHINE PORTATILI

Cod. Tec. G3555040 G3555060 G3555080 G3555120
GR69 Euro 1,43 1,40 1,32 1,32
Dimensioni mm 10 x 330
Grana 40 60 80 120

 10

ART. XK850X
Nastrini abrasivi ceramici con additivo raffreddante e supporto in poliestere. Ideali per la lavorazione di acciaio,
acciaio Inox, alluminio, titanio, bronzo. Utilizzabili con smerigliatrici portatili elettriche o pneumatiche.

SMERIGLIATRICI A DISCO PALMARI

Cod. Tec. L155050 L155075
GR63 Euro 290,00 (290,00)
Platorello mm 50 75
Potenza KZ / HP 0,25 / 0,33
Rpm max 20.000

Attacco ingresso aria - consumo 1/4� - 67 L/M

Rumorosità dBA 79
Vibrazioni m/s2 � 2,5
Peso Kg 0,5

ART. L1550
Smerigliatrice angolare a disco di piccole dimensioni. Senza coppia conica. Disponibile per dischetti Ø 50 e 75 mm.
Caratterizzata dal peso leggero e dall'ergonomia che la rende utilizzabile col palmo della mano si presta a molteplici
lavorazioni. Monta dischetti con attacco rapido di tipo R delle gamme G2410 - G2420 - G2430.

L.12 Indivisible package  Suggested retail package - Unit price

RANDOM ORBITAL SANDERS

Tech. Code

Pad** mm 150
ø orbiter mm 5
Power Kw 0.15
Rpm max 12000

Air entry coupling - consumption 1/4" - 7.5 L/S

Air Inlet tube Ø 8
Noise level dBA 81.6
Vibration m/s2/K 7.5/1.6
Weight Kg 0.86

ITEM: 4151-HL
Reduced vibration model predisposed for extraction, produces a very high quality finish and it connects to a central
vacuum system for portable. The 4151-HL sander extracts dust particles through and around the pad in this way, keeping it
away from the working area. Used with velcro discs 6 holes.

Tech. Code

Spare part Pad Ø150 mm (male thread 5/16"-24) velcro a 6 hole 49835 IR

* ISO28927 - Measurement on 3 axes: vibration level/Imprecision of the measurement..
** Pad with hook and loop fastening system for velcro discs.

P M K N S H
   

CERAMIC ABRASIVE BELTS FOR POWER TOOLS

Tech. Code

Dimensions mm 13 x 305
Grit 40 60 80 100 120



ITEM: G3550
Oxide sirconia cooled ceramic abrasive with a polyester canvas support, weight Y, waterproof. Abrasive belts with
spliced joint with high performance for roughing and finishing, in general for steel and stainless steel, used with
electrical or pneumatic belt sanders.

P M K N S H
   

ABRASIVE BELTS FOR PORTABLE MACHINES

Tech. Code

Dimensions mm 10 x 330
Grit 40 60 80 120



ITEM: XK850X
Ceramic abrasive belts with cooling additive and polyester support. Ideal for processing steel, stainless steel,
aluminum, titanium, bronze. Can be used with portable electric or pneumatic grinders.

HANDHELD DISC GRINDERS

Tech. Code

Pad mm 50 75
Power Kw / HP 0,25 / 0,33
Rpm max 20.000

Air entry coupling - consumption 1/4" - 67 L/M

Noise level dBA 79
Vibration m/s2 < 2,5
Weight Kg 0,5

ITEM: L1550
Small angle disc grinders. Without bevel gear. Available for Ø 50 and 75 mm discs. Characterised by light weight and
ergonomics that makes it usable with the palm of the hand lends itself to multiple processes. Mount discs with R type
quickcoupling of the G2410 - G2420 - G2430 ranges.
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L.13 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

BILANCIATORI FLEX SERIE LEGGERA

Cod. Tec. L2100005015 L2100010020 L2100020035 L2100030060 L2100050085 L2100080110
GR63 Euro 47,00 47,00 47,00 81,00 81,00 81,00

Portata Kg 0,5-1,5 1-2 2-3,5 3-6 5-8,5 8-11

Lungh. Fune m 2,30

Fune N\lon intrecciato Acciao rivestito

Peso Kg 0,60 0,65 1,65 1,70 1,75

* A richiesta si possono fornire con cavo in acciaio

ART. FLEX TYPE B
Corpo in lamiera d’acciaio. Molla con carico regolabile. Corsa della fune regolabile. Dispositivo di sicurezza contro
la rottura della molla. Adatti per la sospensione bilanciata di utensili e strutture.

BILANCIATORI MATIC CON TUBO PER ARIA COMPRESSA

Cod. Tec. L2105005015 L2105015030 L2105030050
GR63 Euro (137,00) 137,00 (137,00)

Portata Kg 0,5-1,5 1,5-3 3-5

Lungh. Tubo m 1,60
Raccordo ¼” M
Peso Kg 1,6 1,7 1,8

ART. MATIC
Corpo in materiale composito. Molla con carico regolabile. Corsa del tubo regolabile. Adatti specificatamente per
utensili pneumatici, il tubo di alimentazione è anche cavo di sostegno degli utensili.

LIMATRICI PNEUMATICHE

Cod. Tec. L160009
GR63 Euro 571,00
Corsa mm 9
Colpi al minuto 3700
Attacco per lime Ø Max 6,3 mm
Peso Kg 1,1
Lunghezza mm 177
Attacco aria Ø 1/8"
Consumo aria l/min 240
Rumorosità dBA 82

ART. SH-100A
La limatrice pneumatica SH-100A Nitto è estremamente leggera, di dimensioni ridotte e quindi maneggevole.
Il particolare sistema a doppio pistone la rende silenziosa e a basso livello di vibrazioni, ma allo stesso tempo veloce e
potente.

Kit di lime in dotazione con attacco diametro 5mm e lunghezza 105mm:
- 1 lima tonda Ø 2,5mm
- 1 lima triangolare 2,5mm
- 1 lima mezza tonda 3mm
- 1 lima rettangolare 7x3mm

LAPPATRICI PNEUMATICHE

Cod. Tec. L170010
GR63 Euro 270,00
Corse vuoto spm 45,000
Lunghezza corsa mm 5
Dimensioni mm Ø23 x 185
Peso Kg 0,22
Rumorosità (ISO 15744) dBA 80

ART. L1700
Lappatore pneumatico adatto a piccole lavorazioni e manutenzioni che necessitano di utensili con movimento alternativo.
Attacco standard diam. 3mm.

* Pietre disponibili alla sezione G.7 del catalogo

L.13Indivisible package  Suggested retail package - Unit price

SPRING BALANCERS FLEX LIGHT SERIES

Tech. Code

Load capacity kg 0.5-1.5 1-2 2-3.5 3-6 5-8.5 8-11

Cable length m 2.30

Cable Braided nylon Coated steel

Weight kg 0.60 0.65 1.65 1.70 1.75

*Steel cables may be supplied upon request.

ITEM: FLEX TYPE B
Sheet steel housing. Spring with adjustable load. Adjustable cable run. Safety device against spring break. Suitable
for the balanced suspension of tools and frames.

SPRING BALANCERS MATIC WITH COMPRESSED AIR HOSE

Tech. Code

Load capacity kg 0.5-1.5 1.5-3 3-5

Pipe length m 1,60
Fitting ¼” M
Weight kg 1.6 1.7 1.8

ITEM: MATIC
Composite material housing. Spring with adjustable load. Adjustable hose run. Specifically designed for pneumatic
tools, the feeding hose is also the tool supporting cable.

AIR SHAPER

Tech. Code

Run mm 9
Blade stroke/min 3700
File coupling Ø Max 6.3 mm
Weight Kg 1.1
Length mm 177
Air coupling Ø 1/8"
Air consumption l/min 240
Noise level dBA 82

ITEM: SH-100A
Nitto SH-100A is ultra-small, ultra-lightweight air tool, therefore incredibly user-friendly. Its double-acting piston system
ensures low-vibration levels, yet a high-performance, powerful tool. 5mm coupling, 105mm-long blade set as standard
equipment. It also handles scores of big jobs with speed and ease.

Standard accessories files Kit diameter 5mm length 105mm:
- 1 round file Ø 2.5mm
- 1 triangular taper 2.5mm
- 1 half rounded file 3mm
- 1 rectangular file 7x3mm

PNEUMATIC LAPPING MACHINES

Tech. Code

Max. Speed at no load spm 45.000
Length run mm 5
Dimension mm Ø23 x 185
Weight Kg 0.22
Noise level (ISO 15744) dBA 80

ITEM: L1700
Pneumatic lapping machine suitable for small workings and maintenances that need alternative movement tooling.
Standard slot diam 3mm.

* Stones available on chapter G.7 of this catalogue
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L.14 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

BILANCIATORI SERIE LEGGERA CORSA 1600

Cod. Tec. L2200004010 L2200010020 L2200020030
GR63 Euro 32,00 34,00 37,00
Portata Kg 0,4 ÷ 1 1 ÷ 2 2 ÷ 3

Peso Kg 0,6 0,7
Corsa mm 1600
Fune Inox
Calotta Alluminio

ART. 9311 - 9312 - 9313
Caratteristiche:
- Adatto alle linee di montaggio
- Indicato all’uso di piccoli utensili elettrici e pneumatici

Vantaggi:
- Annulla la fatica dell’operatore
- Riduce i tempi di lavorazione
- Migliora la qualità del lavoro
- Limita l’usura ed eventuali danni agli utensili e alle persone

BILANCIATORI SERIE LEGGERA CORSA 2000

8Cod. Tec. L2210010025 L2210020040 L2210040060 L2210060080
GR63 Euro 72,00 80,00 94,00 106,00
Portata Kg 1 ÷ 2,5 2 ÷ 4 4 ÷ 6 6 ÷ 8

Peso Kg 2 2,3 2,5
Corsa mm 2000
Fune Inox
Calotta Alluminio

ART. 9320 - 9321 - 9322 - 9323
Caratteristiche:
- Adatto alle linee di montaggio.
- Indicato all’uso di utensili elettrici e pneumatici

Vantaggi:
- Annulla la fatica dell’operatore.
- Riduce i tempi di lavorazione.
- Migliora la qualità del lavoro.
- Limita l’usura ed eventuali danni agli utensili e alle persone.

BILANCIATORI SERIE LEGGERA CORSA 2500

9

10Cod. Tec. L2220020040 L2220040060 L2220060080 L2220080100 L2220100140
GR63 Euro 101,00 108,00 111,00 126,00 141,00
Portata Kg 2 ÷ 4 4 ÷ 6 6 ÷ 8 8 ÷ 10 10 ÷ 14

Peso Kg 2,9 3,2 3,5 3,7 4
Corsa mm 2500
Fune Inox
Calotta Alluminio

ART. 9336 - 9337 - 9338 - 9339 - 9340
Caratteristiche:
- Adatto alle linee di montaggio.
- Indicato all’uso di utensili elettrici e pneumatici e alla movimentazione di carichi medi.

Vantaggi:
- Annulla la fatica dell’operatore.
- Riduce i tempi di lavorazione.
- Migliora la qualità del lavoro.
- Limita l’usura ed eventuali danni agli utensili e alle persone.

L.14 Indivisible package   Suggested retail package - Unit price

SPRING BALANCERS - LIGHT SERIE RUN 1600

Tech. Code

Load capacity Kg 0.4 ÷ 1 1 ÷ 2 2 ÷ 3

Weight Kg 0.6 0.7
Run mm 1600
Cable Stainless steel
Cap Aluminum

ITEM: 9311 - 9312 - 9313
Structural characteristics:
- Suitable for the assembly lines
- Indicated for the use of electrical and pheumatic tools

Advantages:
- Reduces the operator’s labour
- Reduces the working time
- Improves the quality of work
- Limits the damage to tools and risks to people

SPRING BALANCERS - LIGHT SERIE RUN 2000

Tech. Code

Load capacity Kg 1 ÷ 2.5 2 ÷ 4 4 ÷ 6 6 ÷ 8

Weight Kg 2 2.3 2.5
Run mm 2000
Cable Stainless steel
Cap Aluminum

ITEM: 9320 - 9321 - 9322 - 9323
Structural characteristics:
- Suitable for the assembly lines
- Indicated for the use of electrical and pheumatic tools

Advantages:
- Reduces the operator’s labour
- Reduces the working time
- Improves the quality of work
- Limits the damage to tools and risks to people

SPRING BALANCERS - LIGHT SERIE RUN 2500

Tech. Code

Load capacity Kg 2 ÷ 4 4 ÷ 6 6 ÷ 8 8 ÷ 10 10 ÷ 14

Weight Kg 2.9 3.2 3.5 3.7 4
Run mm 2500
Cable Stainless steel
Cap Aluminum

ITEM: 9336 - 9337 - 9338 - 9339 - 9340
Structural characteristics:
- Suitable for the assembly lines
- Indicated for the use of electrical and pheumatic tools and handling of medium loads

Advantages:
- Reduces the operator’s labour
- Reduces the working time
- Improves the quality of work
- Limits the damage to tools and risks to people
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L.15 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

BILANCIATORI SERIE MEDIA CORSA 2000

0
Cod. Tec. L2230100140 L2230140180 L2230180220 L2230220250

GR63 Euro 259,00 259,00 275,00 275,00
Portata Kg 10 ÷ 14 14 ÷ 18 18 ÷ 22 22 ÷ 25

Peso Kg 5,5 6,5 6 6,6
Corsa mm 2000
Fune Inox
Calotta Alluminio

ART. 9356 - 9357 - 9358 - 9359
Caratteristiche:
- Adatto alle linee di montaggio.
- Indicato all’uso di utensili elettrici e pneumatici e alla movimentazione di carichi medi, saldatrici portatili ed
avvitatori multipli.

Vantaggi:
- Annulla la fatica dell’operatore.
- Riduce i tempi di lavorazione.
- Migliora la qualità del lavoro.
- Limita l’usura ed eventuali danni agli utensili e alle persone.

BILANCIATORI SERIE PESANTE CORSA 2000

240 215 - 250

Ø
12

,5

63
0

67
0

2
Ø1

>25

22

8
Ø1

Cod. Tec. L2240200250 L2240250300 L2240300350 L2240350450
GR63 Euro (441,00) (453,00) (486,00) (531,00)
Portata Kg 20 ÷ 25 25 ÷ 30 30 ÷ 35 35 ÷ 45

Peso Kg 11,2 11,5 11,8 12,4
Corsa mm 2000
Fune Inox
Calotta Alluminio

ART. 9363 - 9364 - 9365 - 9366
Caratteristiche:
- Adatto alle linee di montaggio.
- Indicato all’uso di alla movimentazione di pezzi pesanti, saldatrici portatili ed avvitatori multipli.

Vantaggi:
- Annulla la fatica dell’operatore.
- Riduce i tempi di lavorazione.
- Migliora la qualità del lavoro.
- Limita l’usura ed eventuali danni agli utensili e alle persone.

mro

Perfect
ergonomics

L.15Indivisible package  Suggested retail package - Unit price

SPRING BALANCERS - MEDIUM SERIE RUN 2000

Tech. Code

Load capacity Kg 10 ÷ 14 14 ÷ 18 18 ÷ 22 22 ÷ 25

Weight Kg 5.5 6.5 6 6.6
Run mm 2000
Cable Stainless steel
Cap Aluminum

ITEM: 9356 - 9357 - 9358 - 9359
Structural characteristics:
- Suitable for the assembly lines
- Indicated for the use of electrical and pheumatic tools and handling of medium loads,
portable welders and multiple screw drivers

Advantages:
- Reduces the operator’s labour
- Reduces the working time
- Improves the quality of work
- Limits the damage to tools and risks to people

SPRING BALANCERS - HEAVY SERIE RUN 2000

Tech. Code

Load capacity Kg 20 ÷ 25 25 ÷ 30 30 ÷ 35 35 ÷ 45

Weight Kg 11.2 11.5 11.8 12.4
Run mm 2000
Cable Stainless steel
Cap Aluminum

ITEM: 9363 - 9364 - 9365 - 9366
Structural characteristics:
- Suitable for the assembly lines
- Indicated for the handling of heavy pieces, portable welders and mutiple screwdrivers

Advantages:
- Reduces the operator’s labour
- Reduces the working time
- Improves the quality of work
- Limits the damage to tools and risks to people
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L.16 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

PISTOLE SOFFIAGGIO CON UGELLO ANTIRUMORE

Cod. Tec. L3110100
GR62 Euro 18,55
Attacco Dado fresato 1/4´

 1

ART. 25/AR
Pistole di soffiaggio professionali con valvola ad apertura progressiva ed ugello antirumore in ottone. Rumorosità
max 78 dBA). Corpo in alluminio e leva in acciaio nichelato. Filetto 1/4"F + raccordo con dado fresato.

Cod. Tec. L3115100
GR62 Euro 12,33
Attacco Dado fresato 1/4´

 1

ART. 25/AN
Pistole di soffiaggio professionali con valvola ad apertura progressiva ed ugello in ottone antinfortunistico. Corpo in
alluminio e leva in acciaio nichelato. Filetto 1/4"F + raccordo con dado fresato.

PISTOLE SOFFIAGGIO

Cod. Tec. L3100100
GR62 Euro 8,15
Attacco Dado fresato 1/4´

 1

ART. 25/B1
Pistole di soffiaggio professionali con valvola ad apertura progressiva. Corpo in alluminio e leva in acciaio
nichelato. Filetto 1/4"F + raccordo con dado fresato.

Cod. Tec. L3101101
GR62 Euro 9,80
Attacco Dado fresato 1/4´

 1

ART. 25/B1-RB
Pistole di soffiaggio professionali con impugnatura in gomma e valvola ad apertura progressiva. Corpo in alluminio
e leva in acciaio nichelato. Filetto 1/4"F + raccordo con dado fresato.

PISTOLE SOFFIAGGIO IN NYLON PA6

Cod. Tec. L3105101
GR62 Euro 13,52
Attacco 1/4´ F

 1

ART. AP/1
Pistole di soffiaggio professionali in Nylon PA6 con valvola ad apertura progressiva, design ergonomico, ugello in
ottone nichelato. Corpo, leva e valvola in Nylon PA6. Filetto 1/4"F.

L.16 Indivisible package   Suggested retail package - Unit price

BLOW GUNS WITH SILENT NOZZEL

Tech. Code

Fitting 1/4� milled nut


ITEM: 25/AR
Professional blow guns with progressive air valve and silent nozzel in brass. Noise level max 78 dBA. Aluminum
body and nickel-plated lever. Threaded 1/4"F + fitting with milled nut.

Tech. Code

Fitting 1/4� milled nut


ITEM: 25/AN
Professional blow guns with progressive air valve and antinfortunistic nozzel in brass. Aluminum body and nickel-
plated lever. Threaded 1/4"F + fitting with milled nut.

BLOW GUNS

Tech. Code

Fitting 1/4� milled nut


ITEM: 25/B1
Professional blow guns with progressive air valve. Aluminum body and nickel- plated steel lever. Threaded 1/4"F +
fitting with milled nut.

Tech. Code

Fitting 1/4� milled nut


ITEM: 25/B1-RB
Professional blow guns with rubber protection and progressive air valve. Aluminum body and nickel-plated lever.
Threaded 1/4"F + fitting with milled nut.

BLOW GUNS IN NYLON PA6

Tech. Code

Fitting 1/4´ F


ITEM: AP/1
Professional blow guns in nylon PA6 with progressive air valve, ergonomic design,brass plated nozzel. Body,lever
and valve in nylon PA6. Threaded 1/4"F.
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L.17 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

PISTOLE SOFFIAGGIO LUNGHE

Cod. Tec. L3150100
GR62 Euro 10,52
Attacco Dado fresato 1/4´

 1

ART. 25/B2
Pistole di soffiaggio professionali con valvola ad apertura progressiva e canna lunga. Canna in alluminio lunghezza
180 mm. Corpo in alluminio e leva in acciaio nichelato. Filetto 1/4"F + raccordo con dado fresato.

Cod. Tec. L3151100
GR62 Euro 12,09
Attacco Dado fresato 1/4´

 1

ART. 25/B2-RB
Pistole di soffiaggio professionali con canna lunga e impugnatura in gomma, valvola ad apertura progressiva.
Canna in alluminio lunghezza 180 mm. Corpo in alluminio e leva in acciaio nichelato. Filetto 1/4"F + raccordo con
dado fresato.

PISTOLE SOFFIAGGIO IN NYLON PA6 A CANNA PIEGATA

Cod. Tec. L3155101 L3155102
GR62 Euro 12,76 11,39
Attacco Dado fresato 1/4´ 1/4´ F

 1

ART. AP/3
Pistole di soffiaggio professionali in Nylon PA6 con valvola ed apertura progressiva, design ergonomico, ugello in
ottone nichelato e canna piegata L=100 mm. Corpo, leva e valvola in Nylon PA6. Filetto 1/4"F.

PISTOLE SOFFIAGGIO REGOLABILI MULTIFLOW

Cod. Tec. L3120100
GR62 Euro 56,40
Flusso aria Regolabile 200 l/min - 1200 l/min
Connessione Femmina 1/4�BSPT

Rumorosità dB 79 - 101

Peso g 205

ART. 11-210-0450
La pistola MultiFLOW CEJN pulisce in modo efficace le superfici con aria o fluidi con una forza di soffiaggio
ineguagliabile. E' possibile ottenere un flusso definito grazie alle impostazioni di regolazione. L'ugello può essere
regolato con un flusso dal getto sottile fino ad uno di più ampio raggio. MultiFLOW è conforme agli standard di
sicurezza OSHA in caso di punta ostruita.

ACCESSORI PER PISTOLE SOFFIAGGIO A CANNA PIEGATA

Cod. Tec. L3156S L3156G L3156R
GR62 Euro 2,55 2,21 5,25

Accessorio Schermo antischeggie Ugello antigraffio Ugello silenziato

 1

ART. S - G - AR
Accessori per pistole di soffiaggio professionali in Nylon PA6 a canna piegata:

- Schermo antischegge
- Ugello antigraffio
- Ugello silenziato

L.17Indivisible package  Suggested retail package - Unit price

BLOW GUNS - EXTENDEND REACH SPOUT

Tech. Code

Fitting 1/4� milled nut


ITEM: 25/B2
Professional blow guns with progressive air valve, with extend reach spout. Spout in aluminum, length 180 mm.
Aliminum body and nickel-plated lever. Threaded 1/4"F + fitting with milled nut.

Tech. Code

Fitting 1/4� milled nut


ITEM: 25/B2-RB
Professional blow guns with extended spout and rubber protection, progressive air valve, spout in aluminum, length
180 mm. Aluminum body and nickel-plated lever. Threaded 1/4"F + fitting with milled nut.

BLOW GUNS - IN NYLON PA6 WITH BENT SPOUT

Tech. Code

Fitting 1/4� milled nut 1/4´ F


ITEM: AP/3
Professional blow guns in nylon PA6 with progressive air valve, ergonomic design, brass plated nozzel, bent nozzel
spout L=100 MM. Body, lever and valve in nylon PA6 - Threaded 1/4"F.

BLOW GUNS AJUSTABLE MULTIFLOW

Tech. Code

Air Àow Ajustable 200 l/min - 1200 l/min
Coupling Female 1/4�BSPT

Noise level dB 79 - 101

Weight g 205

ITEM: 11-210-0450
The mutiflow blow gun CEJN effectively cleans surfaces by air or fluid with a strong blowing inequality jet force. It is
possible to obtain a defined flow thanks to the position of the settings. The nozzle can be regolated from a thin jet
stream to a wide ranging stream. Multiflow complies with all safety standards OSHA in cases of obstructive tips.

ACCESSORIES FOR BLOW GUNS - BENT SPOUT

Tech. Code

Accessory Anti-splinter shield Anti-scratch nozzle Nozzle silencer



ITEM: S - G - AR
Accessories for professional blow guns in nylon PA6 bent spout:

Anti-splinter shield
Anti-scratch
Nozzel silencer
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L.18 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

PISTOLE SOFFIAGGIO CON BECCUCCIO IN GOMMA

Cod. Tec. L3160100
GR62 Euro 8,32
Attacco Dado fresato 1/4´

 1

ART. L3160
Pistole soffiaggio con corpo flessibile in gomma, spillo acciaio inox, raccordo e valvola in ottone. Funzionante con
aria in pressione max 10 bar.

PISTOLE SOFFIAGGIO IN PLASTICA A CANNA PIEGATA

Cod. Tec. L3152100
GR62 Euro 11,30
Attacco 1/4´ F

 1

ART. L3152
Pistole di soffiaggio in plastica con canna piegata L=100 mm, filetto 1/4"F.

PISTOLE SOFFIAGGIO SILENZIATE STAR-TIP

Cod. Tec. L3165208
GR62 Euro 20,90
Peso g 96
Rumorosità dB 79

Portata l / min 190

Pressione Bar 16 max
Tubo Rimovibile L  90 mm
Connessione R 1/4"

ART. 11-208-3200
Le pistole di soffiaggio CEJN sono resistenti all’usura e facili da utilizzare per tutte le applicazioni di pulizia.
Il corpo in plastica garantisce flessibilità d’uso sia per utenti destrorsi che sinistrorsi e l’isolamento dal freddo;
inoltre riduce il rischio di graffiare la superficie di lavoro.
La pistola di soffiaggio offre eccellenti proprietà di erogazione progressiva, che garantiscono una regolazione
semplice del flusso dell’aria.

KIT PUNTALI IN GOMMA

Cod. Tec. L3166KIT
GR62 Euro 27,80
Ø mm 14, 25, 35

ART. 11-208-9960
Si inserisce direttamente nel tubo.
Da utilizzare con superfici delicate. Adatto per pressurizzazione, per le perdite o la prova del cilindro.
Il kit comprende ugelli in tre dimensioni.

SCHERMO TRASPARENTE

Cod. Tec. L316710
GR62 Euro 7,00
Ø mm 100

ART. 11-208-9955
Si inserisce direttamente nel tubo.
Protegge gli operatori dai detriti volanti. Può essere posizionato in qualsiasi posizione sul tubo.
Boccole in nitrile per un facile montaggio, schermo trasparente.

PISTOLE SOFFIAGGIO IN RESINA ACETALICA A CANNA PIEGATA

Cod. Tec. L3162100
GR62 Euro 19,00
Attacco 1/4� M girevole

 1

ART. L3162
Pistole di soffiaggio professionali con valvola di erogazione progressiva e molla in acciaio inox. Attacco girevole
con filetto 1/4"M removibile, corpo in hostaform C e canna in acciaio cromato L=110 mm.

L.18 Indivisible package   Suggested retail package - Unit price

BLOW GUNS WITH RUBBER SPOUT

Tech. Code

Fitting 1/4� milled nut


ITEM: L3160
Blow guns with flexible rubber body, stainless steel pin, fitting and valve in brass. Max. working pressure 10 bar.

BLOW GUNS IN PLASTIC - EXTENDEND REACH BENT SPOUT

Tech. Code

Fitting 1/4´ F


ITEM: L3152
Blow guns in plastic with bent spout L = 100 mm. Threaded 1/4"F

SILENCED BLOW GUN STAR-TIP

Tech. Code

Weight g 96
Noise level dB 79

Flow l/min 190

Pressure bar 16 max
Pipe Removable L  90 mm
Connection R 1/4"

ITEM: 11-208-3200
CEJN blow guns feature wear resistance properties, are user friendly and suited for all cleaning applications.
Its plastic body ensures great flexibility for both right-hand and left-hand users while its insulation against cold
reduces the risk of surface scratches.
The blow guns ensure outstanding progressive flow rate performance along with a simple air stream adjustment.

RUBBER TIP SET FOR SILENCED BLOW GUN

Tech. Code

Ø mm 14, 25, 35

ITEM: 11-208-9960
Pipe push-in fitting.
To use on sensitive surfaces. Fit for pressurization, leakage and cylinder testing.
Nozzles are available in three sizes.

TRANSPARENT SCREEN FOR SILENCED BLOW GUNS

Tech. Code

Ø mm 100

ITEM: 11-208-9955
Pipe push-in fitting.
Protects operators from flying debris. Fits any positioning along the pipe.
Easy to fit nitrile sockets, transparent screen.

BLOW GUNS IN ACETALIC RESIN - BENT SPOUT

Tech. Code

Fitting 1/4�  M swivel


ITEM: L3162
Professional blow guns with progressive air valve and spring in stainless steel. Rotating attachment with thread
1/4"M removable. Body in hostform C and spout in chromed steel L=110 mm.
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L.19 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

PISTOLE DI GONFIAGGIO

Cod. Tec. L3200100
GR62 Euro 20,91
Scala BAR 0 - 12
Attacco Dado fresato 1/4´

 1

ART. 25/D
Pistole di gonfiaggio con manometro radiale Ø 60 mm classe di precisione 1,6. Corpo in alluminio nichelato e tubi
in PVC 6,5 x 12 mm, L=400 mm. Testina di gonfiaggio 25/W per pneumatici con valvola Schrader Ø 8 mm.

PISTOLE DI GONFIAGGIO PROFESSIONALI

Cod. Tec. L3205100
GR62 Euro 51,71
Scala BAR 0 - 12
Attacco Dado fresato 1/4´

 1

ART. 25/G-60
Pistole di gonfiaggio professionali con manometro posteriore Ø 60 mm classe di precisione 2,5. Corpo in alluminio
nichelato e tubo in PVC 6,5 x 12 mm, L=400 mm. Testina di gonfiaggio 25/W per pneumatici con valvola Schrader
ø 8 mm.

PISTOLE PER COMPRESSORI IN KIT

Cod. Tec. L3210100
GR62 Euro 66,91
Pezzi 9

 1

ART. F1/E
Pistole per compressori in kit, contenuto pack:

- 1 Aerografo F1/E Ø 1,5 mm
- 1 Pistola nafta 26/E
- 1 Pistola gonfiaggio 25/DE
- 1 Pistola soffiaggio 25/B1-E
- 1 Tubo spirale NYLON 8 x 6 - 4 m
- 4 Raccordi 1/A

PISTOLE PER EROGAZIONE LIQUIDI

Cod. Tec. L3220100
GR62 Euro 17,79
Attacco 3/8´ F BSP

 1

ART. 26/CR-G
Pistole per erogazione di liquidi non aggressivi con regolazione della rosa e del getto. Tubo di erogazione in ottone
nichelato e ugello regolabile Ø 2,5 mm.

UGELLO SILENZIATORE

Cod. Tec. L316810
GR62 Euro 2,70

ART. 11-208-9965
Si inserisce direttamente nella filettatura della pistola.
Utilizzo in ambienti in cui si necessita l’abbattimento del rumore.

TUBO PROLUNGA STAR-TIP

Cod. Tec. L3169300
GR62 Euro 23,22
Lunghezza mm 300

ART. 11-208-3219
Si inserisce direttamente nella filettatura della pistola.
Facilita l’accesso di aree difficilmente raggiungibili.

L.19Indivisible package  Suggested retail package - Unit price

TYRE INFLATORS

Tech. Code

Fitting BAR 0 - 12
Coupling Milled nut 1/4�



ITEM: 25/D
Tyre inflators with manometer 60 mm diameter precision class 1.6. Aluminium plated body, rubber hose 6,5 x 12
L=400 mm. Inflating head 25/W for tyres with schrader valve 8 mm diameter.

TYRE INFLATORS - PROFESSIONAL

Tech. Code

Fitting BAR 0 - 12
Coupling Milled nut 1/4�



ITEM: L3205
Professional tyte inflators with rear manometer 60 mm diameter, precision class 2,5. Aluminium plated body, rubber
hose 6,5 x 12L=400 mm. Inflating head 25/W with schrader valve 8 mm diameter.

COMPRESSOR GUN IN KIT

Tech. Code

Pieces 9


ITEM: F1/E
Compressor gun in kit, pack contents:

- 1 Air brush F1/E Ø 1,5 mm
- 1 Oil pistol 26/E
- 1 Inflatable gun 25/DE
- 1 Blowing gun 25/B1-E
- 1 Spiral tube NYLON 8 x 6 - 4 m
- 4 Fittings 1/A

JET GUNS FOR LIQUID DISTRIBUTION

Tech. Code

Fitting 3/8´ F BSP


ITEM: 26/CR-G
Jet guns for the distribution of non aggressive liquids with jet regulating valve. Regulating nozzel 2,5 mm diameter.

NOZZLE SILENCERS

Tech. Code

ITEM: 11-208-9965
Push-on connection.
For locations where noise abatement procedures are required.

STAR TIP EXTENSION PIPES

Tech. Code

Length mm 300

ITEM: 11-208-3219
Push-on connection.
Facilitates access to hard-to-reach areas.
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L.20 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

PISTOLE PER LAVAGGIO CON NAFTA

Cod. Tec. L3230100
GR62 Euro 30,38
Serbatoio L 1
Attacco Dado fresato 1/4´

 1

ART. 26/B
Pistole per lavaggio con Nafta. Serbatoio in alluminio con attacco a baionetta e tubo erogazione interno ed esterno
in metallo.

AEROGRAFI PER VERNICIATURA CON TAZZA SUPERIORE

Cod. Tec. L330015 L330017 L330019
GR62 Euro 84,61 84,61 84,61
Ø Ugello mm 1,5 1,7 1,9
Serbatoio ml 500
Attacco Dado fresato 1/4´

 1

ART. AT/S
Gli aerografi AT con tazza superiore, si propongono come attrezzature per un utilizzo intensivo, ergonomici, leggeri
e comodi da manipolare. Corpo in alluminio pressofuso sabbiato con trattamento protettivo in Nichel elettrolitico.
Cappello di polverizzazione in ottone stampato e nichelato lavorato CNC. Ugello in ottone ricavato da barra con
lavorazione CNC, spillo Ø 4 mm in acciaio inox AISI 303.

AEROGRAFI PER VERNICIATURA PROFESSIOANLE CON TAZZA SUPERIORE

Cod. Tec. L330517 L330519
GR62 Euro 258,67 258,67
Ø Ugello mm 1,7 1,9
Serbatoio ml 600
Attacco Dado fresato 1/4´

 1

ART. AT LUX/S
Aerografi ad elevata tecnologia di produzione con doppio trattamento di protezione anticorrosivo e componentistica
prodotta con materiali di prima scelta. Corpo in lega di alluminio pressofuso con trattamento protettivo in Nichel
chimico interno ed elettrolitico esterno, adatto all'utilizzo di vernici a base di acqua. Tazza in Nylon con dispositivo
salvagoccia, ugello e spillo in acciaio inox AISI 303. Cappello di polverizzazione ad elevata atomizzazione in
ottone nichelato. Regolatore di pressione e portata di aria, regolatore del getto da tondo a ventaglio e regolatore
della quantità di vernice. Leva in acciaio nichelato; particolari interni in ottone e alluminio. Molle in acciaio inox e
guarnizioni interne in PTFE senza manutenzione.

AEROGRAFI PER VERNICIATURA CON TAZZA INFERIORE

Cod. Tec. L333015 L333017 L333019 L333022
GR62 Euro 95,68 95,68 95,68 95,68
Ø Ugello mm 1,5 1,7 1,9 2,2
Serbatoio ml 1000

Attacco Dado fresato 1/4´

 1

ART. AT/I
Gli aerografi AT con tazza inferiore, si propongono come attrezzature per un utilizzo intensivo, ergonomici, leggeri
e comodi da manipolare. Corpo in alluminio pressofuso sabbiato con trattamento protettivo in nichel elettrolitico.
Cappello di polverizzazione in ottone stampato e nichelato lavorato CNC. Ugello in ottone ricavato da barra con
lavorazione CNC, spillo Ø 4 mm in acciaio inox AISI 303.

L.20 Indivisible package   Suggested retail package - Unit price

PARAFFIN SPRAY GUNS

Tech. Code

Tank L 1
Fitting 1/4� milled nut



ITEM: L3230
Paraffin spray guns. Aluminum bayonet tank, internal and external distributing tube in metal.

PAINT SPRAY GUNS WITH UPPER TANK

Tech. Code

Nozzel mm 1,5 1,7 1,9
Tank ml 500
Fitting 1/4� milled nut



ITEM: AT/S
Paint spray guns with upper tank is proposed as equipment for intensive use, ergonomic, lightweight and
comfortable to handle. Made of diecast aluminum, sand blasted with elecroytic nickel protection. Spray nozzel cap
in brass stamped nickel plated CNC processing. Brass nozzel made from CNC processing, pin 4 mm diameter in
stainless steel AISI 303.

PAINT SPRAY GUNS WITH UPPER TANK

Tech. Code

Nozzel mm 1,7 1,9
Tank ml 600
Fitting 1/4� milled nut



ITEM: L3305
High technology spray guns with double anti-corrosive protection treatment and components produced with first
choice materials. Body in die-cast aluminum alloy with protective treatment in internal chemical nickel and external
electrolytic, suitable for the use of water-based paints. Nylon cup with drip device, nozzle and needle in stainless
steel AISI 303. High atomizing spray cap in nickel-plated brass. Air pressure and flow regulator, round fan regulator
and paint quantity regulator. Nickel-plated steel lever; internal details in brass and aluminum. Stainless steel
springs and internal PTFE seals without maintenance.

PAINT SPRAY GUNS WITH BOTTOM TANK

Tech. Code

Nozzel mm 1,5 1,7 1,9 2,2
Tank ml 1000

Fitting 1/4� milled nut



ITEM: AT/I
Paint spray guns with bottom tank is proposed as equipment for intensive use, ergonomic, lightweight and
comfortable to handle. Made of diecast aluminum, sand blasted with elecroytic nickel protection. Spray nozzel cap
in brass stamped nickel plated CNC processing. Brass nozzel made from CNC processing, pin 4 mm diameter in
stainless steel AISI 303.
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REGOLATORI DI PRESSIONE

Cod. Tec. L420014 L420038 L420012
GR62 Euro 18,00 27,40 (36,10)
Attacco G 1/4” G 3/8´ G 1/2”
Campo reg. BAR 0 - 8

Press. ing. BAR 16,0 max 12,5 max

ART. L4200
Modello ad alte prestazioni, grande stabilità e basse perdite di carico, membrana a rotolamento. Scarico rapido
della sovrapressione. Pomello con dispositivo di bloccaggio della regolazione. Possibilità di fissaggio a parete
mediante i fori predisposti o su staffa. Attacco manometro G 1/8”.

FILTRI REGOLATORI

Cod. Tec. L420514 L420538 L420512
GR62 Euro (28,40) (39,30) 51,40
Attacco G 1/4” G 3/8´ G 1/2”
Campo reg. BAR 0 - 8

Press. ing BAR 16,0 max 12,5 max

ART. L4205
Modello ad alte prestazioni, grande stabilità e basse perdite di carico. Membrana a rotolamento. Dispositivo di
drenaggio della condensa manuale e semiautomatico. Tazza in poliammide con protezione esterna (Mod. 3/8”
e 1/2” tazza ad aggancio rapido con meccanismo di sicurezza antiespulsione). Possibilità di fissaggio a parete
mediante i fori predisposti o su staffa (non compresa). Quantità di condensa raccolta (1/4” e 3/8” 42cc - 1/2” 100
cc). Attacco manometro G 1/8”.

GRUPPI FR+L

Cod. Tec. L421014 L421038 L421012
GR62 Euro 50,30 67,80 88,10
Attacco G 1/4” G 3/8´ G 1/2”
Campo reg. BAR 0 - 8

Press ing. BAR 16,0 max 12,5 max

Olio per utensili NEBULIS H2010 è disponibile a pag H.20

ART. L4210
Caratteristiche tecniche, gruppo filtro riduttore e lubrificatore con dispositivo di drenaggio. Tazze in poliammide.

MANOMETRI
ART. L4250

Cod. Tec. L4250040 L4250050
GR62 Euro 7,80 7,80
Attacco G 1/4”
Scala BAR 0 - 12
Scala PSI 0 - 175
Ø mm 40 50

L.21Indivisible package  Suggested retail package - Unit price

PRESSURE REGULATORS

Tech. Code

Fitting G 1/4” G 3/8´ G 1/2”
Pressure BAR 0 - 8

Inlet press. BAR 16.0 max 12.5 max

ITEM: L4200
High-performance model with high stability and low pressure drop. Rolling membrane. Rapid discharge of
overpressure. Knob with an adjustment locking device. Can be fixed to the wall using holes or brackets. G 1/8"
pressure manometer coupling.

COMBINATION UNITS FILTER / REGULATOR

Tech. Code

Fitting G 1/4” G 3/8´ G 1/2”
Pressure BAR 0 - 8

Inlet press. BAR 16.0 max 12.5 max

ITEM: L4205
High-performance model with high stability and low pressure drop. Rolling membrane. Device for manual and
semiautomatic condensation drainage. Polyamide bowl with external protection (Mod. 3/8"and 1/2" cup quick-
coupling with anti-release safety mechanism). Can be fixed to the wall using holes or brackets (not included).
Collected quantity of condensate (1/4" and 3/8" 42cc-1/2" 100 cc). G 1/8" pressure manometer coupling.

FR+L GROUPS

Tech. Code

Fitting G 1/4” G 3/8´ G 1/2”
Pressure BAR 0 - 8

Inlet press. BAR 16.0 max 12.5 max

Oil for tools NEBULIS H2010 is available on page H.20.

ITEM: L4210
Technical characteristics, filter regulator and lubricator group with a drainage device. Cups in polyamide.

MANOMETERS
ITEM: L4250

Tech. Code

Fitting G 1/4”
Unit of meas. BAR 0 - 12
Unit of meas. PSI 0 - 175
Ø mm 40 50
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MANOMETRI A SECCO CON CASSA IN ABS - ATTACCO RADIALE
ART. L4251
Manometri a secco con cassa in ABS e interni ottone.

Norme di riferimento:
EN 837-1 - classe di precisione 2,5%

Cod. Tec. L4251040002,5 L4251040004 L4251040006 L4251040010 L4251040012
GR62 Euro 7,89 7,89 7,89 7,89 7,89
Ø mm 40
Filetto 1/8� BSPT
Pressione Bar 0 - 2,5 0 - 4 0 - 6 0 - 10 0 - 12

MANOMETRI A SECCO CON CASSA IN ABS - ATTACCO POSTERIORE
ART. L4253
Manometri a secco con cassa in ABS e interni ottone.

Norme di riferimento:
EN 837-1 - classe di precisione 2,5%

Cod. Tec. L4253040001 L4253040002,5 L4253040004 L4253040006 L4253040010 L4253040012
GR62 Euro 8,59 7,89 7,89 7,89 7,89 7,89
Ø mm 40
Filetto 1/8� BSPT
Pressione Bar 0 - 1 0 - 2,5 0 - 4 0 - 6 0 - 10 0 - 12

MANOMETRI CON CASSA INOX IN BAGNO DI GLICERINA - ATTACCO RADIALE
ART. L4255
Manometri a molla bourdon in bagno di glicerina, cassa e anello in acciaio inox AISI 304,
interni e attacco in ottone OT 58.

Norme di riferimento:
EN 837-1 - classe di precisione 1.6%
Grado di protezione IP67

Cod. Tec. L4255063-1/0 L4255063001 L4255063006 L4255063010
GR62 Euro 21,73 18,17 18,17 18,17
Ø mm 63
Filetto 1/4´ BSPT
Pressione Bar -1 + 0 0 - 1 0 - 6 0 - 10

MANOMETRI CON CASSA INOX IN BAGNO DI GLICERINA - ATTACCO POSTERIORE
ART. L4258
Manometri a molla bourdon in bagno di glicerina, cassa e anello in acciaio inox AISI 304,
interni e attacco in ottone OT 58.

Norme di riferimento:
EN 837-1 - classe di precisione 1.6%
Grado di protezione IP67

Cod. Tec. L4258063010 L4258063025 L4258063040 L4258063060 L4258063100 L4258063250
GR62 Euro 20,70 20,70 20,70 20,70 20,70 20,70
Ø mm 63
Filetto 1/4´ BSPT
Pressione Bar 0 - 10 0 - 25 0 - 40 0 - 60 0 - 100 0 - 250

Cod. Tec. L4251063002,5 L4251063004 L4251063006 L4251063025
GR62 Euro 10,39 9,52 9,52 9,52
Ø mm 63
Filetto 1/4� BSPT
Pressione Bar 0 - 2,5 0 - 4 0 - 6 0 - 25

Cod. Tec. L4253050004 L4253050006 L4253050010 L4253050012 L4253063004 L4253063012
GR62 Euro 8,47 8,47 8,47 8,47 9,52 9,52
Ø mm 50 63
Filetto 1/8� BSPT 1/4� BSPT
Pressione Bar 0 - 4 0 - 6 0 - 10 0 - 12 0 - 4 0 - 12

Cod. Tec. L4255063025 L4255063040 L4255063060 L4255063100
GR62 Euro 18,17 18,17 18,17 18,17
Ø mm 63
Filetto 1/4´ BSPT
Pressione Bar 0 - 25 0 - 40 0 - 60 0 - 100

Cod. Tec. L4255063160 L4255063250 L4255063300 L4255063400 L4255063600
GR62 Euro 18,17 18,17 18,17 18,17 23,48
Ø mm 63
Filetto 1/4´ BSPT
Pressione Bar 0 - 160 0 - 250 0 - 300 0 - 400 0 - 600

L.22 Indivisible package   Suggested retail package - Unit price

DRY PRESSURE MANOMETERS - BOTTOM CONNECTION - ABS CASE
ITEM: L4251
Dry pressure guages with ABS case,brass interiors.

Standard reference:
EN 837-1 - precision class 2,5%

Tech. Code

Ø mm 40
Thread 1/8�  BSPT
Pressure Bar 0 - 2.5 0 - 4 0 - 6 0 - 10 0 - 12

DRY PRESSURE MANOMETERS - REAR CONNECTION - ABS CASE
ITEM: L4253
Dry pressure guages with ABS case, brass interiors

Standard reference:
EN 837-1-class precision 2.5%

Tech. Code

Ø mm 40
Thread 1/8�  BSPT
Pressure Bar 0 - 1 0 - 2.5 0 - 4 0 - 6 0 - 10 0 - 12

PRESSURE MANOMETERS - BOTTOM CONNECTION - STEEL CASE WITH GLYCERINE
ITEM: L4255
Bourdon spring guages with glycerine , stainless steel case AISI 304,
Interior brass attack OT 58.

Standard reference:
EN 837-1 - class precision  1.6%
Protection grade IP67

Tech. Code

Ø mm 63
Thread 1/4´ BSPT
Pressure Bar -1 + 0 0 - 1 0 - 6 0 - 10

PRESSURE MANOMETERS - REAR CONNECTION - STEEL CASE WITH GLYCERINE
ITEM: L4258
Bourdon spring guages with glycerine, stailess steel case AISI 304,
interior brass attack OT 58.

Standard reference:
EN 837-1 - class precision 1.6%
protection grade IP67

Tech. Code

Ø mm 63
Thread 1/4´ BSPT
Pressure Bar 0 - 10 0 - 25 0 - 40 0 - 60 0 - 100 0 - 250

Tech. Code

Ø mm 63
Thread 1/4�  BSPT
Pressure Bar 0 - 2.5 0 - 4 0 - 6 0 - 25

Tech. Code

Ø mm 50 63
Thread 1/8�  BSPT 1/4� BSPT
Pressure Bar 0 - 4 0 - 6 0 - 10 0 - 12 0 - 4 0 - 12

Tech. Code

Ø mm 63
Thread 1/4´ BSPT
Pressure Bar 0 - 25 0 - 40 0 - 60 0 - 100

Tech. Code

Ø mm 63
Thread 1/4´ BSPT
Pressure Bar 0 - 160 0 - 250 0 - 300 0 - 400 0 - 600
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TUBI IN POLIURETANO

Cod. Tec. L51030402 L51030604 L51030806 L51031008
GR62 Euro 11,14 16,75 24,57 32,13
Dimensioni mm 4 x 2 6 x 4 8 x 6 10 x 8

Press. a 23°C Bar 22 13 10 7

Rotolo m 25

Per i colori a richiesta ordine minimo di 4 confezioni da 25 m

ART. L5103
PU SH A 98, colore azzurro. Confezione da 25 mt.
Ottima elasticità e raggi di curvatura ridotti.
Altri colori a richiesta: neutro, nero, grigio, rosso, giallo, verde.

TUBI IN POLIAMMIDE

Cod. Tec. L51160402 L51160604 L51160806 L51161008 L51161210
GR62 Euro 50,38 76,12 108,02 142,45 170,72
Dimensioni mm 4 x 2 6 x 4 8 x 6 10 x 8 12 x 10

Press. a 23°C Bar 44 27 19 15 12

Rotolo m 100

ART. L5116
PA 10.12, colore neutro.
Altri colori a richiesta: nero, azzurro, blu, rosso, giallo, arancio.

Cod. Tec. L51140402 L51140604 L51140806 L51141008 L51141210
GR62 Euro 13,09 19,58 27,06 35,09 42,02
Dimensioni mm 4 x 2 6 x 4 8 x 6 10 x 8 12 x 10

Press. a 23°C Bar 44 27 19 15 12

Rotolo m 25

Per i colori a richiesta ordine minimo di 4 confezioni da 25 m

ART. L5114
PA 10.12, colore neutro. Confezione da 25 mt.
Altri colori a richiesta: nero, azzurro, blu, rosso, giallo, arancio.

TAGLIATUBI PER TUBI IN PLASTICA

Cod. Tec. F357012-25 F35703-15 F3570R6 F3570R7
GR60 Euro 27,06 18,04 5,62 8,81

Tubo Ø mm 12-25 3-15
Lama di ricambio per tubi Ø

3-15 mm
Lama di ricambio per tubi Ø

12-25 mm
Lunghezza mm 185 130 -

ART. F3570
Per il taglio di tubi in PVC - Nylon - PE, corpo in metallo nichelato, coltello in acciaio temprato molato.

TUBI IN GOMMA PER ARIA COMPRESSA

Cod. Tec. L5301614A L5301614B L5301614C L5301614D
GR62 Euro 24,80 62,10 124,20 176,90
Dimensioni mm 6 x 14
Lunghezza mt 10 25 50 100

ART. L5301
Pressione d’esercizio max 20 bar. Colore nero.

Cod. Tec. L5301817A L5301817B L5301817C L5301817D
GR62 Euro 27,50 68,60 137,20 236,30
Dimensioni mm 8 x 17
Lunghezza mt 10 25 50 100

L.23Indivisible package  Suggested retail package - Unit price

POLYURETHANE HOSES

Tech. Code

Dimensions mm 4 x 2 6 x 4 8 x 6 10 x 8

Press. at 23° C BAR 22 13 10 7

Roll m 25

For the colors requested minimum order of 4 packs of 25 m

ITEM: L5103
PUSH A 98, blue. 25 mt pack.
Excellent flexibility and small bending radii.
Other colours available on request:

POLYAMIDE HOSES

Tech. Code

Dimensions mm 4 x 2 6 x 4 8 x 6 10 x 8 12 x 10

Press. at 23° C BAR 44 27 19 15 12

Roll m 100

ITEM: L5116
PA 10.12, neutral colour.
Other colours available: black, blue, red, yellow, orange.

Tech. Code

Dimensions mm 4 x 2 6 x 4 8 x 6 10 x 8 12 x 10

Press. at 23° C BAR 44 27 19 15 12

Roll m 25

For the colors requested minimum order of 4 packs of 25 m

ITEM: L5114
PA 10.12, neutral colour. 25 m pack.
Other colours available: black, blue, red, yellow, orange.

PIPE CUTTERS FOR PLASTIC PIPES

Tech. Code

Tube ¡ mm 12-25 3-15
Spare blade for  3-15 mm

¡ tubes
Spare blade for  12-25 mm

¡ tubes
Length mm 185 130 -

ITEM: F3570
PVC - Nylon - PE cutting, nickel plated body, hardened ground steel knife.

AIR RUBBER HOSES

Tech. Code

Dimensions mm 6 x 14
Length mt 10 25 50 100

ITEM: L5301
Max. working pressure 20 bar. Colour black.

Tech. Code

Dimensions mm 8 x 17
Length mt 10 25 50 100
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TUBI DRITTI IN POLIURETANO INTRECCIATO EXTRA FLESSIBILE

Cod. Tec. L51180625 L51180650 L51180825 L51180850 L51181125 L51181150
GR62 Euro 95,79 189,82 128,52 257,04 (257,04) (514,08)
Tubo Ø 6,5 x 10 8 x 12 11 x 16
Aspo SI NO SI NO SI NO
Lunghezza m 25 50 25 50 25 50

ART. 10-958-1
Il tubo diritto intrecciato CEJN è un'ottima scelta per le applicazioni che richiedono una pressione di esercizio
massima fino a 16 bar (232 PSI). Offre una vasta gamma di temperature di utilizzo e notevole resistenza agli urti e
all'usura. Il tubo si riavvolge facilmente nella forma originale e ha una notevole resistenza alle abrasioni.

TUBI DRITTI DI SICUREZZA HI-VISIBILITY IN POLIURETANO INTRECCIATO EXTRA FLESSIBILE

Cod. Tec. L511908100 L511909100 L511913050 L511911050
GR62 Euro (390,00) (570,00) (470,00) (390,00)
Tubo Ø 8 x 12 9,5 x 13,5 13 x 18 11 x 16
Aspo SI
Lunghezza m 100 50

ART. 19-958-1
Adatto per aree di lavoro affollate, in cui la sicurezza è fondamentale. Grazie al colore "neon" ed altamente visibile,
il tubo può essere utilizzato in sicurezza su strade e corridoi.

TUBI LINEARI CON ATTACCHI RAPIDI SERIE 320 DN7.6

Cod. Tec. L51210810MT L51210610MT
GR62 Euro 86,01 71,69
Tubo Ø 8 x 12 6,5 x 10
Lunghezza m 10
Raccordi Rapidi eSafe 320 Maschio/Femmina
Flusso aria 2250 l/min (79.4 CFM)
Pressione Max 16 bar (232 PSI)
Standard Originale CE-N Serie 320 DN7.6 - Eurostandard 7.4 mm

ART. 19-958-9
Tubi lineari in poliuretano estremamente flessibile (PUR) pre-assemblati con attacchi rapidi ad alta portata serie
320 DN7.6 completi di valvola di sicurezza che previene l'effetto frusta.

TUBI LINEARI DI SICUREZZA HI-VISIBILITY CON ATTACCHI RAPIDI SERIE 320 DN7.6

Cod. Tec. L512210MT L512215MT
GR62 Euro (69,00) (88,00)
Tubo Ø 8 x 12
Lunghezza m 10 15
Raccordi Rapidi eSafe 320 Maschio/Femmina
Flusso aria 2250 l/min (79.4 CFM)
Pressione max. 16 bar (232 PSI)

Standard Originale CE-N Serie 320 DN7.6 - Eurostandard 7.4 mm

ART. 19-958-924
Adatto per aree di lavoro affollate, in cui la sicurezza è fondamentale. Grazie al colore "neon" altamente visibile, il
tubo può essere utilizzato in sicurezza su strade e corridoi.

L.24 Indivisible package   Suggested retail package - Unit price

STRAIGHT HOSES POLYURETHENE WOVEN EXTRA FLEXIBLE

Tech. Code

Tube Ø 6.5 x 10 8 x 12 11 x 16
With spool YES NO YES NO YES NO
Length m 25 50 25 50 25 50

ITEM: 10-958-1
CEJN Straight braided hoses are an excellent choice for applications that require a pressure of (232 PSI) maximun
competance of use up to 16 bar. They offer a vast range of different temperatures that can be used. The hoses are
easily rewinded to their original state and has a remarkable resistance to abrasion.

STRAIGHT SAFETY HOSES OF HI-VISIBILITY IN BRAIDED POLYURETHANE EXTRA FLEXIBLE

Tech. Code

Tube Ø 8 x 12 9,5 x 13,5 13 x 18 11 x 16
Reel SI
Length m 100 50

ITEM: 19-958-1
Suitable for crowded work areas, where safety is essential. Thanks to the "neon" and highly visible colour, the tube
can be used safely on roads and corridors.

PRE-ASSEMBLED LINEAR HOSE KIT SERIES 320 DN7.6

Tech. Code

Tube Ø 8 x 12 6.5 x 10
Length m 10
Connection Rapid eSafe 320 Male?Female
Air Àow 2250 l/min (79.4 CFM)
Max pressure 16 bar (232 PSI)
Standard Original CEJN Series 320 DN7.6 - Eurostandard 7.4 mm

ITEM: 19-958-9
Polyurethane straight braided hoses extremely flexible pre-assembled with quick connection at an high working
pressure 320 DN7.6 complete with security valve that prevents the whip effect.

LINEAR SAFETY HOSES HI-VISIBILITY WITH FAST CONNECTIONS SERIES 320 DN7.6

Tech. Code

Tube Ø 8 x 12
Length m 10 15
Fittings Quick and safe 320 Male/Female
Air Àow 2250 l/min (79.4 CFM)
Pressione max. 16 bar (232 PSI)

Standard Original CEJN series 320 dn7.6 - eurostandard 7,4 mm

ITEM: 19-958-924
Suitable for crowded work areas, where safety is essential. Thanks to the highly visible "neon" colour, the tube can
be used safely on roads and corridors.
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AVVOLGITUBO PER ARIA COMPRESSA

Cod. Tec. L51320810 L51320817 L51320914
GR62 Euro (302,00) (356,00) (378,00)
Tubo Ø 8 x 12 9,5 x 13,5
Connessione maschio 1/4� BSPT
Lunghezza m 10 + 1,5 17 + 1,5 14 + 1,5
Ø mm 313 409
Peso kg 4,9 6,0

ART. 19-911
Gli arrotolatori CEJN garantiscono la massima produttività degli utensili e la massima sicurezza negli ambienti di
lavoro grazie al loro involucro, al lento riavvolgimento e ad una sfera di arresto morbida. Gli arrotolatori sono di
facile utilizzo, offrono una libertà di movimento di 180 gradi ed una posizione di non utilizzo. Sono facili da installare
sia a parete che a soffitto e, se necessario, possono essere scollegati dalla staffa a muro. Gli arrotolatori chiusi
brevettati sono studiati e prodotti in Svezia.

AVVOLGITUBO PER ARIA COMPRESSA CON TUBO DI SICUREZZA HI-VISIBILITY

Cod. Tec. L51330810 L51330914
GR62 Euro (270,00) (330,00)
Tubo Ø 8 x 12 9,5 x 13,5
Connessione maschio 1/4� BSPT maschio 3/8� BSPT
Lunghezza m 10 + 1,5 14 + 1,5
Ø mm 313 409
Peso Kg 4,9 6,0

ART. 19-911-2
Adatto per aree di lavoro affollate, in cui la sicurezza è fondamentale. Grazie al colore "neon" altamente visibile, il
tubo può essere utilizzato in sicurezza su strade e corridoi.

AVVOLGITUBI PER ARIA COMPRESSA

Cod. Tec. L513401 L513402
GR76 Euro 225,00 225,00

Tubo interno ¡ mm 8 10

Tubo m 9 + 1 7 + 1
Tubo ingresso m 1,5
Raccordo Uscita 1/4" M 3/8� M
Raccordo Entrata NO

ART. 804/8 - 804/10
Avvolgitubo per aria compressa, norma EN 12100-1 en 12100-2, conforme alla legge 81/08. Adatti anche per
acqua fredda, massima pressione 15 bar, corpo in materiale plastico antiurto, dispositivo automatico di arresto del
tubo alla lunghezza desiderata facilmente disinseribile qualora serva costantemente in trazione, staffa di fissaggio
in lamiera di acciaio orientabile, tubo in poliuretano.

L.25Indivisible package  Suggested retail package - Unit price

HOSE REELS FOR COMPRESSED AIR

Tech. Code

Tube Ø 8 x 12 9,5 x 13,5
Connection male 1/4� BSPT
Length m 10 + 1,5 17 + 1,5 14 + 1,5
Ø mm 313 409
Weight kg 4,9 6,0

ITEM: 19-911
The CEJN hose reels guarantee maximum productivity of the tools and maximum safety in the working
environment thanks to their casing, the slow rewinding and a soft stop ball. The hose reels are easy to use that
offer a freedon of movement of 180 degrees and a position of non-use. They are easy to Install both on the wall
and on the ceiling and if necessary they can be disconnected from the wall bracket. The patented hose reels are
study and produced in Sweden.

HOSE REEL FOR COMPRESSED AIR WITH HI-VISIBILITY SAFETY TUBE

Tech. Code

Tube Ø 8 x 12 9,5 x 13,5
Connection Male 1/4� BSPT Male 3/8� BSPT
Length m 10 + 1,5 14 + 1,5
Ø mm 313 409
Weight Kg 4,9 6,0

ITEM: 19-911-2
Suitable for crowded work areas, where safety is essential. Thanks to the highly visible "neon" colour, the tube can
be used safely on roads and corridors.

COMPRESSED AIR HOSE REELS

Tech. Code

Internal hose ¡ mm 8 10

Hose m 9 + 1 7 + 1
Inlet hose m 1.5
Outlet connection 1/4" M 3/8� M
Inlet connection NO

ITEM: N7120
EN 12100-1 EN 12100-2 Standards, complies with 626 Standard. Also suitable for cold water, maximum pressure
15 bars, impact-resistant plastic body, automatic hose-stopping device at the desired length, easily removable if
constant traction is needed, adjustable sheet steel fixing brackets, polyurethane hose.
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TUBI A SPIRALE IN PU RACCORDATI PER ARIA COMPRESSA

Cod. Tec. L51090805B
GR62 Euro 31,79
Per tubi Ø mm 5 x 8
Colore Blu
Sviluppo m 9
Raccordi 1/4" M

ART. L5109
Spirali in poliuretano (PU) complete di raccordi filettati maschio 1/4". Grazie alla grande morbidezza e flessibilità
del poliuretano le spirali offrono la massima maneggevolezza e una buona resistenza all'abrasione e all'urto.

TUBI A SPIRALE PER ARIA COMPRESSA IN PA

Cod. Tec. L51400806A L51400806B L51401008A L51401008B
GR62 Euro 37,73 37,73 50,82 50,82
Per tubi Ø mm 6 x 8 8 x 10
Colore Arancio Blu Arancio Blu
Sviluppo m 30

ART. L5140
Le spirali in poliammide (PA) sono ottime per quanto concerne la memoria elastica e le loro prestazioni
meccaniche. Questa tipologia di prodotto trova come principale applicazione l’automazione pneumatica industriale.

TUBI A SPIRALE RACCORDATI 1/4" IN POLIURETANO EXTRA FLESSIBILE

Cod. Tec. L51110602 L51110604 L51110606 L51110608
GR62 Euro 22,04 27,66 35,29 44,40
Tubo Ø 6,5 x 10
Raccordi 1/4� BSP
Lunghezza m 2 4 6 8

ART. 19-958-946
Tubi a spirale in poliuretano estremamente flessibile (PUR) pre-assemblati con attacchi maschio 1/4" completi di
molla.

TUBI A SPIRALE CON ATTACCHI RAPIDI SERIE 320 DN7.6

Cod. Tec. L51170804MT L51170604MT
GR62 Euro 60,36 50,76
Tubo Ø 8 x 12 6,5 x 10
Lunghezza m 4
Raccordi Rapidi eSafe 320 Maschio/Femmina
Flusso aria 2250 l/min (79.4 CFM)
Pressione Max 16 bar (232 PSI)
Standard Originale CE-N Serie 320 DN7.6 - Eurostandard 7.4 mm

ART. 19-958-976
Tubi a spirale in poliuretano estremamente flessibile (PUR) pre-assemblati con attacchi rapidi ad alta portata serie
320 DN7.6 completi di valvola di sicurezza che previene l'effetto frusta.

Cod. Tec. L51110802 L51110804 L51110806 L51110808
GR62 Euro 33,99 40,60 48,55 60,72
Tubo Ø 8 x 12
Raccordi 1/4� BSP
Lunghezza m 2 4 6 8

TUBI A SPIRALE IN PA CON CODOLI PER ARIA COMPRESSA

Cod. Tec. L51360806A L51360806B
GR62 Euro 13,75 13,75
Per tubi Ø mm 6 x 8
Colore Arancio Blu
Sviluppo m 7,5

ART. L5136
Le spirali in poliammide (PA) sono ottime per quanto concerne la memoria elastica e le loro prestazioni
meccaniche.Questa tipologia di prodotto trova come principale applicazione l’automazione pneumatica industriale.

L.26 Indivisible package   Suggested retail package - Unit price

SPIRAL TUBES IN PU CONNECTIONS FOR COMPRESSED AIR

Tech. Code

For tubes ¡ mm 5 x 8
Colour Blue
Length m 9
Fittings 1/4" M

ITEM: L5109
Polyurethane (PU) spiral tubes complete with threaded male fittings of 1/4". Thanks to the great softness and
flexibility of the polyurethane the spirals offer maximum maneuvability and good resistance to abrasion and Impact.

SPIRAL TUBES FOR COMPRESSED AIR IN PA

Tech. Code

For tubes ¡ mm 6 x 8 8 x 10
Colour Orange Blue Orange Blue
Length m 30

ITEM: L5140
Polyamide spirals (PA) are excellent for their elastic memory and their mechanical presentations. This type of
product is a principal application for the pneumatic Industrial automation.

PRE-ASSEMBLED 1/4" SPIRAL HOSE KIT

Tech. Code

Tube Ø 6.5 x 10
Fitting 1/4� BSP
Length m 2 4 6 8

ITEM: 19-958-946
Polyurethane spiral hoses extremely flexible, Pre-assembled with thread connections 1/4" complete with spring.

PRE-ASSEMBLED SPIRAL HOSE KIT SERIES 320 DN7.6

Tech. Code

Tube Ø 8 x 12 6.5 x 10
Length m 4
Connection Rapid eSafe 320 Male?Female
Air Àow 2250 l/min (79.4 CFM)
Max pressure 16 bar (232 PSI)
Standard Original CEJN Series 320 DN7.6 - Eurostandard 7.4 mm

ITEM: 19-958-976
Polyurethane spiral hoses extremely flexible pre-assembled with quick connection an high working pressure 320
DN7.6 complete with security valve that prevents the whip effect.

Tech. Code

Tube Ø 8 x 12
Fitting 1/4� BSP
Length m 2 4 6 8

SPIRAL TUBES IN PA WITH COMPRESSED AIR HOSES

Tech. Code

For tubes ¡ mm 6 x 8
Colour Orange Blue
Length m 7,5

ITEM: L5136
Polyamide spirals (PA) are excellent for their elastic memory and their mechanical presentations. This type of
product is a principal application for the pneumatic Industrial automation.
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KIT TUBO A SPIRALE CON PISTOLA E ATTACCHI RAPIDI SERIE 320 DN7.6

Cod. Tec. L5124KIT
GR62 Euro 81,98
Pistola 208 Star-Tip con attacco rapido maschio su pistola - Tubo rimovibile
Tubo Ø 6,5 x 10
Lunghezza m 4
Raccordi Rapidi eSafe 320 Maschio/Femmina
Flusso aria 2250 l/min (79.4 CFM)
Pressione Max 16 bar (232 PSI)
Standard Originale CE-N Serie 320 DN7.6 - Eurostandard 7.4 mm

ART. 19-958-9328
Kit composto da tubo flessibile a spirale 6,5x10 - 4 m completo di attacchi rapidi di sicurezza eSafe 320 e pistola
STAR-TIP. Le pistole di soffiaggio CEJN sono resistenti all'usura e facili da utilizzare per tutte le applicazioni di
pulizia. Il corpo in plastica garantisce flessibilità d'uso sia per utenti destrorsi che sinistrorsi e l'isolamento dal
freddo, inoltre riduce il rischio di graffiare la superficie di lavoro. La pistola di soffiaggio offre eccellenti proprietà di
erogazione progressiva, che garantiscono una regolazione semplice del flusso dell'aria.

ATTACCHI RAPIDI MASCHI CON MOLLA - PROFILO ITALIA

Cod. Tec. L52080608 L52080810
GR62 Euro 2,23 2,48
Per tubi Ø mm 6 x 8 8 x 10

 10

ART. 63/MF
Innesti rapidi profilo Italia con molla per tubi a spirale.
Corpo in ottone nichelato e molla in acciaio zincato.

ATTACCHI A BAIONETTA CON MOLLA

Cod. Tec. L52150608 L52150608G L52150810 L52150810G
GR62 Euro 2,11 3,29 2,25 3,67
Per tubi Ø mm 6 x 8 8 x 10
Specifica Fisso Girevole Fisso Girevole

 10

ART. 60/MF - 60/MG
Attacchi a baionetta con molla per tubi a spirale.
Corpo in ottone nichelato e molla in acciaio zincato.

RACCORDI ATTACCO MASCHIO CON MOLLA

Cod. Tec. L52250608 L52250608G L52250810 L52250810G
GR62 Euro 2,08 3,11 2,30 3,21
Per tubi Ø mm 6 x 8 8 x 10
Specifica Fisso Girevole Fisso Girevole

 10

ART. 61/MF - 61/MG
Raccordi filettati maschio cilindrico ISO228 e molla per tubi a spirale.
Corpo in ottone nichelato e molla in acciaio zincato.

ATTACCHI RAPIDI CON FILETTO MASCHIO - PROFILO ITALIA

Cod. Tec. L541114 L541138
GR62 Euro 1,01 1,62
Filetto 1/4” 3/8´

 10

ART. 15/A-M
Innesti rapidi con profilo Italia e filetto maschio cilindrico ISO 228.
Corpo in acciaio carbonitrurato zincato.

ATTACCHI RAPIDI CON FILETTO FEMMINA - PROFILO ITALIA

Cod. Tec. L541514 L541538
GR62 Euro 1,13 1,67
Filetto 1/4” 3/8´

 10

ART. 15/A-F
Innesti rapidi con profilo Italia e filetto femmina cilindrico ISO 228.
Corpo in acciaio carbonitrurato zincato.

L.27Indivisible package  Suggested retail package - Unit price

SPIRAL HOSE SET WITH 1/4" BSP BLOW GUNS SERIES 320 DN7.6

Tech. Code

Gun 208 Star-Tip with rapid male coupler on the gun - Removable hose
Tube Ø 6.5 x 10
Length m 4
Connection Rapid and safe 320 Male?Female
Air Àow 2250 l/min (79.4 CFM)
Maximum pressure 16 bar (232 PSI)
Standard Original CEJN Series 320 DN7.6 - Eurostandard 7.4 mm

ITEM: 19-958-9328
Kit of 4 m spiral hose 6,5x10 kit with 1/4” STAR-TIP gun included.
CEJN blow guns feature wear resistance properties, user friendly, suit all cleaning applications.
Its plastic body ensures great flexibility for both right-hand and left-hand users while its insulation against cold
reduces the risk of surface scratches.
This blow gun ensures outstanding progressive flow rate performance along with a simple air stream adjustment.

QUICK COUPLINGS MALE THREADED WITH SPRING

Tech. Code

For tubes ¡ mm 6 x 8 8 x 10


ITEM: 63/MF
Quick coulings with spring for spiral tubes.
Nickel-plated brass body, nickel-plated steel spring.

BAYONET COUPLINGS WITH SPRING

Tech. Code

For tubes ¡ mm 6 x 8 8 x 10
Specification Fixed Swivel Fixed Swivel



ITEM: 60/MF - 60/MG
Bayonet couplings with spring for spiral tubes.
Nickel-plated brass body, nickel-plated steel spring.

COUPLING FITTINGS MALE THREADED WITH SPRING

Tech. Code

For tubes ¡ mm 6 x 8 8 x 10
Thread Fixed Swivel Fixed Swivel



ITEM: 61/MF - 61/MG
Male Threaded fittings cylindrical ISO228 with spring for spiral tubes.
Nickel-plated brass body, nickel-plated steel spring.

QUICK COUPLINGS MALE THREADED

Tech. Code

Thread 1/4” 3/8´


ITEM: 15/A-M
Quick couplings with male threaded cylindrical ISO 228.
Galvanized carbonitrided steel body.

QUICK COUPLINGS FEMALE THREADED

Tech. Code

Thread 1/4” 3/8´


ITEM: 15/A-F
Quick couplings female threaded cylindrical ISO 228.
Galvanized carbonitrided steel body.
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ATTACCHI RAPIDI FEMMINA CON MOLLA - PROFILO ITALIA

Cod. Tec. L52500608 L52500810
GR62 Euro 7,51 7,88
Per tubi Ø mm 6 x 8 8 x 10

 10

ART. 64/MF
Rubinetti rapidi a sfere profilo Italia con molla per tubi a spirale.
Corpo in ottone nichelato, molla in acciaio zincato e ghiera di sgancio in nylon antiurto.

ATTACCHI RAPIDI MASCHI CON PORTAGOMMA - PROFILO ITALIA

Cod. Tec. L54200614 L54200817
GR62 Euro 2,79 3,04
Per tubi Ø mm 6 x 14 8 x 17

 10

ART. 14/A - 14/B
Innesti rapidi con profilo Italia e mascherina portagomma.
Corpo in ottone nichelato.

ATTACCHI A BAIONETTA CON PORTAGOMMA

Cod. Tec. L54250614 L54250817
GR62 Euro 2,43 2,70
Per tubi Ø mm 6 x 14 8 x 17

 10

ART. 10/A - 10/B
Innesti a baionetta e mascherina portagomma.
Corpo in ottone nichelato.

ATTACCHI RAPIDI FEMMINA CON PORTAGOMMA - PROFILO ITALIA

Cod. Tec. L54300614 L54300817
GR62 Euro 8,15 8,43
Per tubi Ø mm 6 x 14 8 x 17

 20

ART. 16/A - 16/B
Rubinetti rapidi a sfera profilo Italia e mascherina portagomma.
Corpo in ottone nichelato, molla in acciaio zincato e ghiera di sgancio in nylon antiurto.

ATTACCHI RAPIDI CON FILETTO MASCHIO - PROFILO ITALIA

Cod. Tec. L543512 L543514 L543538
GR62 Euro 6,58 6,25 6,33
Filetto 1/2” 1/4” 3/8´

 20

ART. 17/A - 17/B
Rubinetti rapidi a sfere profilo Italia e filetto maschio ISO 228.
Corpo in ottone nichelato e ghiera di sgancio in nylon antiurto.

ATTACCHI RAPIDI CON FILETTO FEMMINA - PROFILO ITALIA

Cod. Tec. L544014 L544038
GR62 Euro 6,76 6,76
Filetto 1/4” 3/8´

 20

ART. 17/C - 17/D
Rubinetti rapidi a sfere profilo Italia e filetto femmina ISO 228.
Corpo in ottone nichelato e ghiera di sgancio in nylon antiurto.

RACCORDI MASCHIO CON DADO FRESATO

Cod. Tec. L544514 L544538
GR62 Euro 1,79 2,12
Filetto 1/4” 3/8´

 10

ART. 11/A - 11/B
Raccordi con dado fresato e filetto maschio ISO 228.
Corpo in ottone nichelato e dado fresato in zama.

L.28 Indivisible package   Suggested retail package - Unit price

QUICK COUPLINGS FEMALE THREADED WITH SPRING

Tech. Code

For tubes ¡ mm 6 x 8 8 x 10


ITEM: 64/MF
Quick couplings sphere with spring for spiral tubes.
Nickel-plated brass body, nickel-plated steel spring. Nylon release shockproof ring.

QUICK COUPLINGS MALE THREADED WITH CONNECTING SLEEVE

Tech. Code

For tubes ¡ mm 6 x 14 8 x 17


ITEM: 14/A - 14/B
Quick couplings with hose end connector sleeve.
Nicke-plated brass.

BAYONET PLUGS WITH HOSE CONNECTION SLEEVE

Tech. Code

For tubes ¡ mm 6 x 14 8 x 17


ITEM: 10/A - 10/B
Bayonet plugs with hose end connector sleeve.
Nickel-plated brass body.

QUICK COUPLINGS FEMALE THREADED WITH CONNECTING SLEEVE

Tech. Code

For tubes ¡ mm 6 x 14 8 x 17


ITEM: 16/A - 16/B
Quick couplings sphere with hose end connector sleeve.
Nickel-plated brass body, nickel plated steel spring. Nylon release shockproof ring.

QUICK COUPLINGS MALE THREADED

Tech. Code

Thread 1/2” 1/4” 3/8´


ITEM: 17/A - 17/B
Quick couplings sphere male threaded ISO 228.
Nickel-plated brass body,nickel.plated steel spring. Nylon release shockproof ring.

QUICK COUPLINGS FEMALE THREADED

Tech. Code

Thread 1/4” 3/8´


ITEM: 17/C - 17/D
Quick couplings sphere female threaded ISO 228.
Nickel-plated brass body. Nylon release shockproof ring.

MALE THREADED FITTINGS WITH MILLED NUT

Tech. Code

Thread 1/4” 3/8´


ITEM: 11/A - 11/B
Fittings with milled nut male threaded ISO 228.
Brass/zinc alloy nickel-plated and milled nut in zama.



L

L.29 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

NIPPLI CON FILETTO CONICO

Cod. Tec. L510012 L510014 L510018 L510034 L510038
GR62 Euro 1,53 0,65 0,42 2,72 0,89
A 1/2” 1/4” 1/8” 3/4´ 3/8´
B mm 14 11 7,5 16,5 11,5
L mm 33,5 27 19,5 40 28
CH mm 22 14 12 27 17

 10

ART. 2000
Nippli con filetto conico in ottone OT UNI EN 12164/5 CW 614/7N con trattamento di nichelatura.

NIPPLI DI RIDUZIONE CON FILETTO CONICO

Cod. Tec. L51051234 L51051412 L51051438 L51051814 L51051838 L51053812
GR62 Euro 2,59 1,44 0,87 0,65 0,81 1,46
A A1 1/2´ - 3/4´ 1/4´ - 1/2´ 1/4´ - 3/8´ 1/8´ - 1/4´ 1/8´ - 3/8´ 3/8´ - 1/2´
B mm 14 11 7,5 11,5
C mm 16,5 14 11,5 11 11,5 14
L mm 37,5 30,5 27,5 23,5 24 31
CH mm 27 22 17 14 17 22

 10

ART. 2020
Nippli di riduzione con filetto conico in ottone OT UNI EN 12164/5 CW 614/7N con trattamento di nichelatura.

RIDUZIONI CON FILETTO CONICO

Cod. Tec. L51101818 L51101814 L51101838 L51101414 L51101438
GR62 Euro 0,56 0,70 1,34 0,84 1,26
A A1 1/8´ - 1/8´ 1/8´ - 1/4´ 1/8´ - 3/8´ 1/4´ - 1/4´ 1/4´ - 3/8´
B mm 7,5 11
L mm 20 22 23 26 27
CH mm 14 17 22 17 22

 10

ART. 2040
Riduzioni maschio-femmina con filetto conico in ottone OT UNI EN 12164/5 CW 614/7N con trattamento di
nichelatura.

Cod. Tec. L51101412 L51103838 L51103812 L51101234 L51101212
GR62 Euro (1,91) 1,44 2,04 (3,31) (2,18)
A A1 1/4´ - 1/2´ 3/8´ - 3/8´ 3/8´ - 1/2´ 1/2´ - 3/4´ 1/2´ - 1/2´
B mm 11 11,5 14
L mm 30 27,5 30,5 35 33
CH mm 26 22 26 32 26

 10

Cod. Tec. L51151418 L51153818 L51153814 L51151214 L51151238 L51153412
GR62 Euro 0,51 0,70 0,65 1,20 1,01 1,84
A A1 1/4´ - 1/8´ 3/8´ - 1/8´ 3/8´ - 1/4´ 1/2´ - 1/4´ 1/2´ - 3/8´ 3/4´ - 1/2´
B mm 11 11,5 14 16,5
L mm 16 16,5 19,5 23,5
CH mm 14 17 22 27

 10

ART. 2080
Riduzioni corte maschio-femmina con filetto conico in ottone OT UNI EN 12164/5 CW 614/7N con trattamento di
nichelatura.

MANICOTTI CON FILETTO CILINDRICO

Cod. Tec. L512018 L512014 L512038 L512034 L512012
GR62 Euro 0,62 0,81 1,26 3,75 2,15
A 1/8” 1/4” 3/8´ 3/4´ 1/2”
L mm 15 22 24 32 30
CH mm 14 17 22 32 26

 10

ART. 3000
Manicotti con filetto femmina cilindrico in ottone OT UNI EN 12164/5 CW 614/7N con trattamento di nichelatura.

L.29Indivisible package  Suggested retail package - Unit price

TAPER THREADED NIPPLES

Tech. Code

A 1/2" 1/4" 1/8" 3/4� 3/8�
B mm 14 11 7.5 16.5 11.5
L mm 33.5 27 19.5 40 28
CH mm 22 14 12 27 17



ITEM: 2000
Nipples with conical thread in brass OT UNI EN 12164/5 CW 614 / 7N with nickel-plated treatment.

TAPER THREADED REDUCTION NIPPLES

Tech. Code

A A1 1/2´ - 3/4´ 1/4´ - 1/2´ 1/4´ - 3/8´ 1/8´ - 1/4´ 1/8´ - 3/8´ 3/8´ - 1/2´
B mm 14 11 7.5 11.5
C mm 16.5 14 11.5 11 11,5 14
L mm 37.5 30.5 27.5 23.5 24 31
CH mm 27 22 17 14 17 22



ITEM: 2020
Reducing nipples with tapered brass thread OT UNI EN 12164/5 CW 614 / 7N with nickel-plating treatment.

TAPER THREADED REDUCTIONS

Tech. Code

A A1 1/8´ - 1/8´ 1/8´ - 1/4´ 1/8´ - 3/8´ 1/4´ - 1/4´ 1/4´ - 3/8´
B mm 7.5 11
L mm 20 22 23 26 27
CH mm 14 17 22 17 22



ITEM: 2040
Male-female reductions with brass conical thread OT UNI EN 12164/5 CW 614 / 7N with nickel-plated treatment.

Tech. Code

A A1 1/4´ - 1/2´ 3/8´ - 3/8´ 3/8´ - 1/2´ 1/2´ - 3/4´ 1/2´ - 1/2´
B mm 11 11.5 14
L mm 30 27.5 30.5 35 33
CH mm 26 22 26 32 26



Tech. Code

A A1 1/4´ - 1/8´ 3/8´ - 1/8´ 3/8´ - 1/4´ 1/2´ - 1/4´ 1/2´ - 3/8´ 3/4´ - 1/2´
B mm 11 11.5 14 16.5
L mm 16 16.5 19.5 23.5
CH mm 14 17 22 27



ITEM: 2080
Short male-female reductions with brass conical thread OT UNI EN 12164/5 CW 614 / 7N with nickel-plated
treatment.

TAPER THREADED SLEEVES

Tech. Code

A 1/8" 1/4" 3/8� 3/4� 1/2"
L mm 15 22 24 32 30
CH mm 14 17 22 32 26



ITEM: 3000
Sleeves with brass-plated female thread OT UNI EN 12164/5 CW 614 / 7N with nickel-plated treatment.
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NASTRO IN TEFLON

Cod. Tec. L550112
GR62 Euro 0,68
Altezza 1/2”
Lunghezza m 12

ART. L5501

TAPPI CON FILETTO MASCHIO CILINDRICO

Cod. Tec. L512518 L512538 L512514 L512512
GR62 Euro 0,42 0,75 0,60 (1,29)
A 1/8” 3/8´ 1/4” 1/2”
B mm 6,5 9,5 9 10
L mm 10 13,5 13 14,5
CH mm 14 19 17 24

 10

ART. 3020
Tappi con testa esagonale e filetto maschio cilindrico in ottone OT UNI EN 12164/5 CW 614/7N con trattamento di
nichelatura.

TAPPI CON FILETTO MASCHIO CONICO

Cod. Tec. L513018 L513038 L513014 L513012
GR62 Euro 0,40 0,60 0,48 0,93
A 1/8” 3/8´ 1/4” 1/2”
B mm 7,5 11 10 13
H mm 5 7 8
CH mm 5 8 6 10

 10

ART. 3025
Tappi con esagono incassato e filetto maschio conico in ottone OT UNI EN 12164/5 CW 614/7N con trattamento di
nichelatura.

L.30 Indivisible package   Suggested retail package - Unit price

TEFLON TAPES

Tech. Code

Width 1/2”
Length m 12

ITEM: L5501

CYLINDRICAL MALE THREADED PLUGS

Tech. Code

A 1/8" 3/8� 1/4" 1/2"
B mm 6.5 9.5 9 10
L mm 10 13.5 13 14.5
CH mm 14 19 17 24



ITEM: 3020
Plugs with hexagonal head and cylindrical male thread in brass OT UNI EN 12164/5 CW 614 / 7N with nickel-
plated treatment.

TAPER MALE THREADED PLUGS

Tech. Code

A 1/8" 3/8� 1/4" 1/2"
B mm 7.5 11 10 13
H mm 5 7 8
CH mm 5 8 6 10



ITEM: 3025
Plugs with hexagon socket and tapered male thread in brass OT UNI EN 12164/5 CW 614 / 7N with nickel-plated
treatment.
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ATTACCHI RAPIDI DI SICUREZZA AD ALTA PORTATA SERIE 320 DN7.6

Cod. Tec. L515006 L515008 L515010
GR62 Euro 21,52 21,52 21,52
Per tubi Ø 6,3 mm - 1/4� 8 mm - 5/16� 10 mm - 3/8�
Flusso aria 2250 l/min (79.4 CFM)
Pressione Max 16 bar (232 PSI)

Standard Originale CE-N Serie 320 DN7.6 - Eurostandard 7.4 mm

ART. 10-320-200

Attacco rapido femmina con valvola di sicurezza e connessione per tubo.

ESafe Serie 320 è costituita da attacchi rapidi facili da maneggiare, dalle elevate prestazioni e resistenti. eSafe
è un attacco rapido di sicurezza collegabile con una sola mano che scarica l'aria prima dello scollegamento,
eliminando il rischio dell'effetto frusta. La filettatura maschio sugli attacchi femmina e maschio prevede un sigillante
pre-applicato sul filetto. Gli attacchi femmina hanno un diametro esterno inferiore rispetto a prodotti simili. Il
funzionamento completamente automatico assicura la massima maneggevolezza. eSafe è conforme alle norme
standard di sicurezza ISO 4414 ed EN 983. Intercambiabile con: Parker Rectus 25/26 e Tema 1600/1625, Prevost
ESC07/ERC07/ESI07/ISC08, Oetiker SC C, Hansen Auto-Flo 24.

Cod. Tec. L515214 L515238 L515212
GR62 Euro 21,52 21,52 21,52
Filetto maschio 1/4� BSPT 3/8� BSPT 1/2� BSPT
Flusso aria 2250 l/min (79.4 CFM)
Pressione Max 16 bar (232 PSI)

Standard Originale CE-N Serie 320 DN7.6 - Eurostandard 7.4 mm

ART. 10-320-215
Attacco rapido femmina con valvola di sicurezza e filetto maschio.

Cod. Tec. L515414 L515438 L515412
GR62 Euro 21,01 21,52 21,10
Filetto femmina 1/4� BSP 3/8� BSP 1/2� BSP
Flusso aria 2250 l/min (79.4 CFM)
Pressione Max 16 bar (232 PSI)

Standard Originale CE-N Serie 320 DN7.6 - Eurostandard 7.4 mm

ART. 10-320-220
Attacco rapido femmina con valvola di sicurezza e filetto femmina.

Cod. Tec. L515606 L515608 L515611
GR62 Euro 24,48 24,48 26,93
Per tubi Ø 6,5 x 10 8 x 12 11 x 16
Flusso aria 2250 l/min (79.4 CFM)
Pressione Max 16 bar (232 PSI)

Standard Originale CE-N Serie 320 DN7.6 - Eurostandard 7.4 mm

ART. 10-320-206
Attacco rapido femmina con valvola di sicurezza e connessione Stream Line per tubo.

Cod. Tec. L515806 L515808 L515810
GR62 Euro 3,67 3,67 3,67
Per tubi Ø 6,3 mm - 1/4� 8 mm - 5/16� 10 mm - 3/8�
Flusso aria 2250 l/min (79.4 CFM)
Pressione Max 16 bar (232 PSI)

Standard Originale CE-N Serie 320 DN7.6 - Eurostandard 7.4 mm

ART. 10-320-500
Attacco rapido maschio in acciaio temprato con valvola di sicurezza e connessione per tubo.

Cod. Tec. L516014 L516038 L516012
GR62 Euro 3,67 3,88 6,63
Filetto maschio 1/4� BSPT 3/8� BSPT 1/2� BSPT
Flusso aria 2250 l/min (79.4 CFM)
Pressione Max 16 bar (232 PSI)

Standard Originale CE-N Serie 320 DN7.6 - Eurostandard 7.4 mm

ART. 10-320-515
Attacco rapido maschio in acciaio temprato con filetto maschio.

L.31Indivisible package  Suggested retail package - Unit price

SAFETY COUPLINGS & NIPPLES - SERIES 320 ESAFE, DN 7.6

Tech. Code

For tubes Ø 6.3 mm - 1/4� 8 mm - 5/16� 10 mm - 3/8�
Air Àow 2250 l/min (79.4 CFM)
Maximum pressure 16 bar (232 PSI)

Standard Original CEJN Series 320 DN7.6 - Eurostandard 7.4 mm

ITEM: 10-320-200

Coupling - hose connection.

ESafe Series 320 coupling is an easy-to-handle high performing coupling with a long service life. eSafe is a one
hand operated safety coupling that drains out air before disconnection eliminating the risk of hose whip. Male
threads on the couplings and nipples feature pre-applied thread sealant. The couplings have a smaller outside
dimension than comparable designs. Full automatic operation ensures easy handling. eSafe complies with ISO
Standard 4414 and EN 983. Interchangeable with: Parker Rectus 25/26, Parker Tema 1600/1625, Prevost ESC07/
ERC07/ESI07/ISC08, Oetiker SC C, Hansen Auto-Flo 24.

Tech. Code

Male thread 1/4� BSPT 3/8� BSPT 1/2� BSPT
Air Àow 2250 l/min (79.4 CFM)
Maximum  pressure 16 bar (232 PSI)

Standard Original CEJN series 320 DN7 6 -Eurostandard 7.4 mm

ITEM: 10-320-215
Coupling - Male thread.

Tech. Code

Female thread 1/4� BSP 3/8� BSP 1/2� BSP
Air Àow 2250 l/min (79.4 CFM)
Maximum pressure 16 bar (232 PSI)

Standard Original CEJN Series 320 DN7.6 - Eurostandard 7.4 mm

ITEM: 10-320-220
Coupling - Female thread.

Tech. Code

For tubes Ø 6.5 x 10 8 x 12 11 x 16
Air Àow 2250 l/min (79.4 CFM)
Maximum pressure 16 bar (232 PSI)

Standard Original CEJN Series 320 DN7.6 - Eurostandard 7.4 mm

ITEM: 10-320-206
Coupling - Stream Line hose connection.

Tech. Code

For tubes Ø 6.3 mm - 1/4� 8 mm - 5/16� 10 mm - 3/8�
Air Àow 2250 l/min (79.4 CFM)
Maximum pressure 16 bar (232 PSI)

Standard Original CEJN Series 320 DN7.6 - Eurostandard 7.4 mm

ITEM: 10-320-500
Hardened steel nipples - Hose connection.

Tech. Code

Male thread 1/4� BSPT 3/8� BSPT 1/2� BSPT
Air Àow 2250 l/min (79.4 CFM)
Maximum pressure 16 bar (232 PSI)

Standard Original CEJN Series 320 DN7.6 - Eurostandard 7.4 mm

ITEM: 10-320-515
Nipples - Male thread.



L

L.32 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ATTACCHI RAPIDI DI SICUREZZA AD ALTA PORTATA SERIE 320 DN7.6

Cod. Tec. L516214 L516238 L516212
GR62 Euro 3,88 4,69 8,47
Filetto femmina 1/4� BSP 3/8� BSP 1/2� BSP
Flusso aria 2250 l/min (79.4 CFM)
Pressione Max 16 bar (232 PSI)

Standard Originale CE-N Serie 320 DN7.6 - Eurostandard 7.4 mm

ART. 10-320-520
Attacco rapido maschio in acciaio temprato con filetto femmina.

ATTACCHI RAPIDI DI SICUREZZA AD ALTA PORTATA SERIE 320 DN7.6

Cod. Tec. L516406 L516408 L516411
GR62 Euro 8,47 9,79 14,48
Per tubi Ø 6,5 x 10 8 x 12 11 x 16
Flusso aria 2250 l/min (79.4 CFM)
Pressione Max 16 bar (232 PSI)

Standard Originale CE-N Serie 320 DN7.6 - Eurostandard 7.4 mm

ART. 10-320-506
Attacco rapido maschio in acciaio temprato con attacco Stream Line per tubo.

USCITE MODULARI DI SICUREZZA MULTIPLE SERIE 320 DN7.6

Cod. Tec. L517002 L517003
GR62 Euro 100,37 127,30
Uscite 2 3
Filetto femmina 1/2� BSP
Flusso aria 2250 l/min (79.4 CFM)
Pressione Max 16 bar (232 PSI)
Standard Originale CE-N Serie 320 DN7.6 - Eurostandard 7.4 mm

ART. 10-902-920
Grazie alle uscite multiple, la Serie 320 eSafe Multi-Link offre versatilità e alte prestazioni. Equipaggiato con
attacchi di Sicurezza collegabili con una sola mano che scaricano l'aria in pressione prima dello scollegamento.
Multi-Link è conforme alle norme ISO 4414 ed EN 983.

RACCORDI A T FEMMINA CON FILETTO CILINDRICO

Cod. Tec. L520018 L520014 L520038 L520012 L520034
GR62 Euro 1,37 1,95 3,10 5,08 6,96
A 1/8” 1/4” 3/8´ 1/2” 3/4´
B mm 8,5 11 12 15 16,5
C mm 19,5 24,5 27 32 36,5
L mm 39 49 54 64 73
CH mm 12 13 16 20 27

 10

ART. 4000
Raccordi a T femmina-femmina-femmina con filetto cilindrico in ottone OT UNI EN 12164/5 CW 614/7N con
trattamento di nichelatura.

RACCORDI A L FEMMINA-FEMMINA CON FILETTO CILINDRICO

Cod. Tec. L521018 L521014 L521038 L521012 L521034
GR62 Euro 1,17 1,64 2,27 3,66 4,98
A 1/8” 1/4” 3/8´ 1/2” 3/4´
B mm 8,5 11 11,5 15 16,5
L mm 21 25,5 28 32 36,5
CH mm 11 13 17 20 27

 10

ART. 5010
Raccordi a L femmina-femmina con filetto cilindrico in ottone OT UNI EN 12164/5 CW 614/7N con trattamento di
nichelatura.

L.32 Indivisible package   Suggested retail package - Unit price

SAFETY COUPLINGS & NIPPLES - SERIES 320 ESAFE, DN 7.6

Tech. Code

Female thread 1/4� BSP 3/8� BSP 1/2� BSP
Air Àow 2250 l/min (79.4 CFM)
Maximum pressure 16 bar (232 PSI)

Standard Original CEJN Series 320 DN7.6 - Eurostandard 7.4 mm

ITEM: 10-320-520
Nipples - Female thread.

SAFETY COUPLINGS & NIPPLES - SERIES 320 ESAFE, DN 7.6

Tech. Code

For tubes Ø 6.5 x 10 8 x 12 11 x 16
Air Àow 2250 l/min (79.4 CFM)
Maximum pressure 16 bar (232 PSI)

Standard Original CEJN Series 320 DN7.6 - Eurostandard 7.4 mm

ITEM: 10-320-506
Nipples - Stream Line hose connection.

COMPACT MULTIPLE VENTED SAFETY OUTLETS - SERIES 320 ESAFE MULTI-LINK

Tech. Code

Connection 2 3
Female thread 1/2� BSP
Air Àow 2250 l/min (79.4 CFM)
Maximum pressure 16 bar (232 PSI)
Standard Original CEJN Series 320 DN7.6 - Eurostandard 7.4 mm

ITEM: 10-902-920
With multiple outlets Series 320 eSafe Multi-Link offers both flexibility and high performance. eSafe complies with
ISO Standard 4414 and EN 983 and it offers standard features; one-hand operated, high flow and long service life.

CYLINDRICAL FEMALE THREADED T - FITTINGS

Tech. Code

A 1/8" 1/4" 3/8� 1/2" 3/4�
B mm 8.5 11 12 15 16.5
C mm 19.5 24.5 27 32 36.5
L mm 39 49 54 64 73
CH mm 12 13 16 20 27



ITEM: 4000
Female-female-female T-connectors with brass cylindrical thread OT UNI EN 12164/5 CW 614 / 7N with nickel-
plated treatment.

CYLINDRICAL FEMALE THREADED L - FITTINGS

Tech. Code

A 1/8" 1/4" 3/8� 1/2" 3/4�
B mm 8.5 11 11.5 15 16.5
L mm 21 25.5 28 32 36.5
CH mm 11 13 17 20 27



ITEM: 5010
Female-female L fittings with cylindrical thread in brass OT UNI EN 12164/5 CW 614 / 7N with nickel-plated
treatment.



L

L.33 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

RACCORDI A L MASCHIO-FEMMINA CON FILETTO CILINDRICO

Cod. Tec. L522018 L522014 L522038 L522012 L522034
GR62 Euro 1,13 1,53 2,27 3,66 5,19
A 1/8” 1/4” 3/8´ 1/2” 3/4´
B mm 7,5 11 11,5 14 14,5
B1 mm 8,5 11 12 15 16,5
C mm 21 25,5 28 32 36,5
L mm 18,5 24 27 29,5 32
CH mm 11 13 17 20 27

 10

ART. 5020
Raccordi a L maschio-femmina con filetto cilindrico in ottone OT UNI EN 12164/5 CW 614/7N con trattamento di
nichelatura.

RACCORDI A Y 90° MASCHIO-FEMMINA-FEMMINA FILETTO CILINDRICO

Cod. Tec. L523018 L523014 L523038 L523012
GR62 Euro 1,79 2,15 3,73 5,76
A 1/8” 1/4” 3/8´ 1/2”
B mm 8 11 11,5 14
B1 mm 9 11 12,5 16,5
L mm 33 37 46 58
CH mm 14 17 22 26

 10

ART. 6000
Raccordi a Y 90° con filetto maschio-femmina-femmina in ottone OT UNI EN 12164/5 CW 614/7N con trattamento
di nichelatura.

Cod. Tec. GR62
Euro A1

A
mm

B
mm

C
mm



L52601806 0,65 1/8” 6

19,5

7,5

10
L52601407 0,70 1/4” 7 11
L52601808 0,68 1/8”

8
7,5

L52601408 0,75
1/4” 11L52601410 0,75 10

Cod. Tec. GR62
Euro A1

A
mm

B
mm

C
mm



L52603810 1,13 3/8´
10

19,5

11,5

10
L52601210 1,55 1/2” 14
L52601412 0,79 1/4”

12
11

L52603812 1,13 3/8´ 11,5
L52601212 1,64 1/2” 14

Portagomme a resca con filetto maschio conico in ottone OT UNI EN 12164/5 CW 614/7N con trattamento di nichelatura.
ART. 3040

PORTAGOMMA A RESCA CON FILETTO MASCHIO CONICO

VALVOLE A SFERA CON FILETTO FEMMINA-FEMMINA

Cod. Tec. L530018 L530014 L530038 L530012 L530034
GR62 Euro 4,83 4,83 4,98 7,15 10,26
A  B 1/8” 1/4” 3/8´ 1/2” 3/4´
ES mm 14-15 18-19 22-23 28-30
F mm 7 8 9 10 12
M mm 7 8 9 10 12
L mm 35 37 42 49 58
G mm 19 26
H mm 21 22 30,5 33

 10 5

ART. 6400
Valvole a sfera con filetto femmina-femmina G ISO 228 in ottone cromato, guarnizioni in NBR e maniglia in PA66
caricato a vetro.

VALVOLE A SFERA CON FILETTO MASCHIO-FEMMINA

Cod. Tec. L531018 L531014 L531038 L531012 L531034
GR62 Euro 4,63 4,66 4,91 7,47 8,47
A  B 1/8” 1/4” 3/8´ 1/2” 3/4´
ES mm 14-15 18-19 22-23 28-30
F mm 7 8 9 10 12
M mm 7 8 9 10 12
L mm 34 35 39 45 52
G mm 19 26
H mm 21 22 30,5 33

 10 5

ART. 6410
Valvole a sfera con filetto maschio cilindrico GA ISO 228 - femmina G ISO 228 in ottone cromato, guarnizioni in
NBR e maniglia in PA66 caricato a vetro.

L.33Indivisible package  Suggested retail package - Unit price

CYLINDRICAL MALE/FEMALE THREADED L - FITTINGS

Tech. Code

A 1/8" 1/4" 3/8� 1/2" 3/4�
B mm 7.5 11 11.5 14 14.5
B1 mm 8.5 11 12 15 16.5
C mm 21 25.5 28 32 36.5
L mm 18.5 24 27 29.5 32
CH mm 11 13 17 20 27



ITEM: 5020
Male-female L fittings with brass cylindrical thread OT UNI EN 12164/5 CW 614 / 7N with nickel-plated treatment.

90° MALE Y-FITTINGS WITH CYLINDRICAL THREAD

Tech. Code

A 1/8" 1/4" 3/8� 1/2"
B mm 8 11 11.5 14
B1 mm 9 11 12.5 16.5
L mm 33 37 46 58
CH mm 14 17 22 26



ITEM: 6000
90 ° Y fittings with male-female-female thread in brass OT UNI EN 12164/5 CW 614 / 7N with nickel-plated
treatment.

Tech. Code A1
A

mm
B

mm
C

mm


1/8" 6

19.5

7.5
1/4" 7 11
1/8"

8
7.5

1/4" 11
10

Tech. Code A1
A

mm
B

mm
C

mm


3/8�
10

19.5

11.5
1/2" 14
1/4"

12
11

3/8� 11.5
1/2" 14

Male hose connections with tapered thread OT UNI EN 12164/5 CW 614 / 7N with nickel-plated treatment.
ITEM: 3040

MALE HOSE CONNECTIONS WITH TAPERED THREAD

FEMALE CYLINDRICAL THREAD BALL VALVES

Tech. Code

A   B 1/8" 1/4" 3/8� 1/2" 3/4�
ES mm 14-15 18-19 22-23 28-30
F mm 7 8 9 10 12
M mm 7 8 9 10 12
L mm 35 37 42 49 58
G mm 19 26
H mm 21 22 30.5 33



ITEM: 6400
Ball valves with female-female thread G ISO 228 in chrome-plated brass, seals in NBR and PA66 glass-reinforced
handle.

MALE/ FEMALE CYLINDRICAL THREAD BALL VALVES

Tech. Code

A   B 1/8" 1/4" 3/8� 1/2" 3/4�
ES mm 14-15 18-19 22-23 28-30
F mm 7 8 9 10 12
M mm 7 8 9 10 12
L mm 34 35 39 45 52
G mm 19 26
H mm 21 22 30.5 33



ITEM: 6410
Ball valves with female-female thread G ISO 228 in chrome-plated brass, seals in NBR and PA66 glass-reinforced
handle.
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L.34 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

SILENZIATORI IN BRONZO

Cod. Tec. L540018 L540014 L540038 L540012 L540034
GR62 Euro 1,62 2,04 3,92 5,33 9,96
A 1/8” 1/4” 3/8” 1/2” 3/4”
F mm 6 8 10 13
B mm 12 15 19 23 30
H mm 21 25 36 43 53
∆ dB 42,6 44 27,3 19 16

 10

ART. 7000
Silenziatori in bronzo per utensili pneumatici.

Cod. Tec. L541018 L541014 L541038 L541012
GR62 Euro 1,20 1,62 2,89 4,08
A 1/8” 1/4” 3/8” 1/2”
F mm 6 8 9 11
H mm 13 16 18 20
CH mm 13 16 19 24
∆ dB 30,6 33 35 23

 10

ART. 7010
Silenziatori in ottone per utensili pneumatici.

Cod. Tec. GR62
Euro

Tubo
mm

A
B

mm
C

mm


L55000418 1,24
4

1/8” 6 13

10
L550004M5 1,29 M5 4 8
L55000614 1,37

6
1/4” 8 16

L55000618 1,26 1/8” 6 13
L55000814 1,49 8 1/4” 8 16

Cod. Tec. GR62
Euro

Tubo
mm

A
B

mm
C

mm


L55000818 1,37 8 1/8” 6 13

10
L55001014 1,84

10
1/4” 8 16

L55001038 1,90 3/8” 9 20
L55001212 2,45

12
1/2” 10 25

L55001238 2,29 3/8” 9 20

Raccordi automatici diritti in ottone nichelato con filetto maschio cilindrico. Corpo in ottone nichelato, spintore sgancio del
tubo in resina acetalica, pinza d'aggraffaggio in AISI 301 e guarnizioni in NBR. Pressioni di utilizzo min 0,99 Bar / max 20
Bar.

ART. 50020

RACCORDI AUTOMATICI DRITTI IN OTTONE NICHELATO

Cod. Tec. GR62
Euro

Tubo
mm

A
B

mm
C

mm


L560004M5 1,24
4

M5 4 8

10
L56000418 1,20 1/8” 6 13
L56000614 1,29

6
1/4” 8 16

L56000618 1,26 1/8” 6 13
L56000814 1,49 8 1/4” 8 16

Cod. Tec. GR62
Euro

Tubo
mm

A
B

mm
C

mm


L56000818 1,37 8 1/8” 6 13

10
L56001014 1,79

10
1/4” 8 16

L56001038 1,90 3/8” 9 20
L56001212 2,39

12
1/2” 10 25

L56001238 2,29 3/8” 9 20

Raccordi automatici diritti in tecnopolimero ed ottone nichelato con filetto maschio cilindrico. Corpo in tecnopolimero con
parti filettate in ottone nichelato, spintore sgancio del tubo in resina acetalica, pinza d'aggraffaggio in AISI 301 e guarnizioni
in NBR. Pressioni di utilizzo min 0,99 Bar / max 20 Bar.

ART. 50020N

RACCORDI AUTOMATICI INTERMEDI DRITTI IN OTTONE NICHELATO

Cod. Tec. L550504 L550506 L550508 L550510 L550512
GR62 Euro 2,04 2,07 2,33 2,92 3,39
Tubo mm 4 6 8 10 12
L mm 30,5 34 36 42 47
B mm 10,5 12,5 14,5 17,5 20,5

 10

ART. 50040
Raccordi automatici intermedi in ottone nichelato per raccordare 2 tubi dello stesso diametro. Corpo in ottone
nichelato, spintore sgancio del tubo in resina acetalica, pinza d'aggraffaggio in AISI 301 e guarnizioni in NBR.
Pressioni di utilizzo min 0,99 Bar / max 20 Bar.

L.34 Indivisible package   Suggested retail package - Unit price

SILENCERS

Tech. Code

A 1/8" 1/4" 3/8� 1/2" 3/4�
F mm 6 8 10 13
B mm 12 15 19 23 30
H mm 21 25 36 43 53
¨ dB 42.6 44 27.3 19 16



ITEM: 7000
Bronze silencers for pneumatic tools.

Tech. Code

A 1/8" 1/4" 3/8� 1/2"
F mm 6 8 9 11
H mm 13 16 18 20
CH mm 13 16 19 24
¨ dB 30.6 33 35 23



ITEM: 7010
Brass silencers for pneumatic tools.

Tech. Code Pipe
mm

A
B

mm
C

mm


4
1/8" 6 13
M5 4 8

6
1/4" 8 16
1/8" 6 13

8 1/4" 8 16

Tech. Code Pipe
mm

A
B

mm
C

mm


8 1/8" 6 13

10
1/4" 8 16
3/8� 9 20

12
1/2" 10 25
3/8� 9 20

Nickel-plated brass body. Pipe release pusher in acetalic resin. Clamping washer pliers in AISI 304. NBR seals. Working
pressure -0.99 bar min/20 bar max.

ITEM: 50020

MALE STRAIGHT FITTINGS WITH CYLINDRICAL THREAD

Tech. Code Pipe
mm

A
B

mm
C

mm


4
M5 4 8
1/8" 6 13

6
1/4" 8 16
1/8" 6 13

8 1/4" 8 16

Tech. Code Pipe
mm

A
B

mm
C

mm


8 1/8" 6 13

10
1/4" 8 16
3/8� 9 20

12
1/2" 10 25
3/8� 9 20

Nickel-plated brass body. Pipe release pusher in acetalic resin. Clamping washer pliers in AISI 304. NBR seals. Working
pressure -0.99 bar min/20 bar max.

ITEM: 50020N

STRAIGHT CONNECTORS

Tech. Code

Pipe mm 4 6 8 10 12
L mm 30.5 34 36 42 47
B mm 10.5 12.5 14.5 17.5 20.5



ITEM: 50040
Nickel-plated brass body. Pipe release pusher in acetalic resin. Clamping washer in AISI 304. NBR seals.
Working pressure -0.99 bar min/20 bar max.
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L.35 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

RACCORDI AUTOMATICI INTERMEDI DRITTI IN TECNOPOLIMERO

Cod. Tec. L560504 L560506 L560508 L560510 L560512
GR62 Euro 1,84 1,89 2,07 2,39 3,08
Tubo mm 4 6 8 10 12
L mm 31 35 37 45 49
B mm 10 12,5 14 17 20

 10

ART. 55040
Raccordi automatici intermedi in tecnopolimero per raccordare 2 tubi dello stesso diametro. Corpo in
tecnopolimero, spintore sgancio del tubo in resina acetalica, pinza d'aggraffaggio in AISI 301 e guarnizioni in NBR.
Pressioni di utilizzo min 0,99 Bar / max 20 Bar.

Cod. Tec. GR62
Euro

Tubo
mm

A
B

mm
L1
mm



L551004M5 2,21
4

M5 3,6
18

10
L55100418 2,24 1/8” 5,4
L55100614 2,45

6
1/4” 7,1

21L55100618 2,27 1/8” 5,4
L55100814 2,72 8 1/4” 7,1 22,5

Cod. Tec. GR62
Euro

Tubo
mm

A
B

mm
L1
mm



L55100818 2,63 8 1/8” 5,4 22,5

10
L55101014 3,43

10
1/4” 7,1

26,5L55101038 3,79 3/8´ 8,1
L55101212 4,94

12
1/2” 9,6

31,3L55101238 4,38 3/8´ 8,1

Raccordi automatici a L orientabili in ottone nichelato con filetto maschio cilindrico. Corpo in ottone nichelato, spintore
sgancio del tubo in resina acetalica, pinza d'aggraffaggio in AISI 301 e guarnizioni in NBR. Pressioni di utilizzo min 0,99
Bar / max 20 Bar.

ART. 50116

RACCORDI AUTOMATICI A L ORIENTABILI IN OTTONE NICHELATO

Cod. Tec. GR62
Euro

Tubo
mm

A
B

mm
L1
mm



L561004M5 1,90
4

M5 3,6
16,5

10
L56100418 1,90 1/8” 5,4
L56100614 2,15

6
1/4” 7,1

20,5L56100618 1,90 1/8” 5,4
L56100814 2,33 8 1/4” 7,1 22

Cod. Tec. GR62
Euro

Tubo
mm

A
B

mm
L1
mm



L56100818 2,24 8 1/8” 5,4 22

10
L56101014 3,10

10
1/4” 7,1

26,5L56101038 3,43 3/8´ 8,1
L56101212 4,34

12
1/2” 9,6

30L56101238 3,84 3/8´ 8,1

Raccordi automatici a L orientabili in tecnopolimero con parti filettate in ottone nichelato con filetto maschio cilindrico.
Corpo in tecnopolimero con parti filettate in ottone nichelato, spintore sgancio del tubo in resina acetalica, pinza
d'aggraffaggio in AISI 301 e guarnizioni in NBR. Pressioni di utilizzo min 0,99 Bar / max 20 Bar.

ART. 55116

RACCORDI AUTOMATICI A L ORIENTABILI IN TECNOPOLIMERO

RACCORDI AUTOMATICI A L ORIENTABILI IN TECNOPOLIMERO

Cod. Tec. L551504 L551506 L551508 L551510 L551512
GR62 Euro 2,27 2,29 2,68 3,33 4,34
Tubo mm 4 6 8 10 12
L mm 17 21 22,5 26,5 30,5
CH mm 9 11 13 16 19
D mm 10 12,5 14 17 21,5

 10

ART. 50130
Raccordi automatici intermedi a L in ottone nichelato per raccordare 2 tubi dello stesso diametro. Corpo in ottone
nichelato, spintore sgancio del tubo in resina acetalica, pinza d'aggraffaggio in AISI 301 e guarnizioni in NBR.
Pressioni di utilizzo min 0,99 Bar / max 20 Bar.

Cod. Tec. L561504 L561506 L561508 L561510 L561512
GR62 Euro 1,88 1,98 2,33 3,01 3,92
Tubo mm 4 6 8 10 12
L mm 16,5 20,5 22 26,5 30
CH mm 9 11 13 16 19
D mm 10 12 14 17 20

 10

ART. 55130
Raccordi automatici intermedi a L in tecnopolimero per raccordare 2 tubi dello stesso diametro. Corpo in
tecnopolimero, spintore sgancio del tubo in resina acetalica, pinza d'aggraffaggio in AISI 301 e guarnizioni in NBR.
Pressioni di utilizzo min 0,99 Bar / max 20 Bar.

L.35Indivisible package  Suggested retail package - Unit price

STRAIGHT CONNECTORS

Tech. Code

Pipe mm 4 6 8 10 12
L mm 31 35 37 45 49
B mm 10 12.5 14 17 20



ITEM: 55040
Technopolymer body. Pipe release pusher in acetalic resin ISOFORM. Nickel-plated brass capsule. Clamping
washer in AISI 304. NBR seals.
Working pressure -0.99 bar min/20 bar max.

Tech. Code Pipe
mm

A
B

mm
L1
mm



4
M5 3.6

18
1/8" 5.4

6
1/4" 7.1

21
1/8" 5.4

8 1/4" 7.1 22.5

Tech. Code Pipe
mm

A
B

mm
L1
mm



8 1/8" 5.4 22.5

10
1/4" 7.1

26.5
3/8� 8.1

12
1/2" 9.6

31.3
3/8� 8.1

Nickel-plated brass body. Pipe release pusher in acetalic resin. Clamping washer in AISI 304. NBR seals.
Working pressure -0.99 bar min/20 bar max.

ITEM: 50116

ADJUSTABLE MALE PUSH-TO-CONNECT L-FITTINGS WITH CYLINDRICAL THREAD

Tech. Code Pipe
mm

A
B

mm
L1
mm



4
M5 3.6

16.5
1/8" 5.4

6
1/4" 7.1

20.5
1/8" 5.4

8 1/4" 7.1 22

Tech. Code Pipe
mm

A
B

mm
L1
mm



8 1/8" 5.4 22

10
1/4" 7.1

26.5
3/8� 8.1

12
1/2" 9.6

30
3/8� 8.1

Technopolymer body. Pipe release pusher in acetalic resin ISOFORM. Nickel-plated brass capsule.
Clamping washer in AISI 304. NBR seals. Working pressure -0.99 bar min/20 bar max.

ITEM: 55116

ADJUSTABLE MALE PUSH-TO-CONNECT L-FITTINGS WITH CYLINDRICAL THREAD

INTERMEDIATE PUSH-TO-CONNECT L-FITTINGS

Tech. Code

Pipe mm 4 6 8 10 12
L mm 17 21 22.5 26.5 30.5
CH mm 9 11 13 16 19
D mm 10 12.5 14 17 21.5



ITEM: 50130
Nickel-plated brass body. Pipe release pusher in acetalic resin. Clamping washer in AISI 304. NBR seals.
Working pressure -0.99 bar min/20 bar max.

Tech. Code

Pipe mm 4 6 8 10 12
L mm 16.5 20.5 22 26.5 30
CH mm 9 11 13 16 19
D mm 10 12 14 17 20



ITEM: 55130
Technopolymer body. Pipe release pusher in acetalic resin ISOFORM. Nickel-plated brass capsule. Clamping
washer in AISI 304. NBR seals.
Working pressure -0.99 bar min/20 bar max.



L

L.36 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR62
Euro

Tubo
mm

A
mm

B
mm

L1
mm



L552004M5 3,57
4

M5 3,6
34

10
L55200418 3,13 1/8” 5,4
L55200614 3,37

6
1/4” 7,1

42L55200618 3,17 1/8” 5,4
L55200814 3,94 8 1/4” 7,1 45

Cod. Tec. GR62
Euro

Tubo
mm

A
mm

B
mm

L1
mm



L55200818 3,84 8 1/8” 5,4 45

10
L55201014 5,12

10
1/4” 7,1

53L55201038 5,31 3/8´ 8,1
L55201212 6,60

12
1/2” 9,6

62,6L55201238 5,93 3/8´ 8,1

Raccordi automatici a T orientabili con filetto maschio cilindrico in ottone nichelato per raccordare 2 tubi dello stesso
diametro ed un terzo punto filettato. Corpo in ottone nichelato, spintore sgancio del tubo in resina acetalica, pinza
d'aggraffaggio in AISI 301 e guarnizioni in NBR. Pressioni di utilizzo min 0,99 Bar / max 20 Bar.

ART. 50216

RACCORDI AUTOMATICI A T ORIENTABILI IN OTTONE NICHELATO

Cod. Tec. GR62
Euro

Tubo
mm

A
B

mm
L1
mm



L562004M5 2,92
4

M5 3,6
33

10
L56200418 2,72 1/8” 5,4
L56200614 2,92

6
1/4” 7,1

41L56200618 2,72 1/8” 5,4

Cod. Tec. GR62
Euro

Tubo
mm

A
B

mm
L1
mm



L56200814 3,37
8

1/4” 7,1
44

10
L56200818 3,33 1/8” 5,4
L56201014 4,63

10
1/4” 7,1

53L56201038 4,83 3/8´ 8,1

Raccordi automatici a T orientabili con filetto maschio cilindrico in tecnopolimero con parti filettate in ottone nichelato per
raccordare 2 tubi dello stesso diametro ed un terzo punto filettato. Corpo in ottone nichelato, spintore sgancio del tubo in
resina acetalica, pinza d'aggraffaggio in AISI 301 e guarnizioni in NBR. Pressioni di utilizzo min 0,99 Bar / max 20 Bar.

ART. 55216

RACCORDI AUTOMATICI A T INTERMEDI IN OTTONE NICHELATO

Cod. Tec. L552504 L552506 L552508 L552510 L552512
GR62 Euro 3,08 3,30 3,79 4,94 6,15
Tubo mm 4 6 8 10 12
L1 mm 34 42 45 53 61
L2 mm 17 21 22,5 26,5 30,5
CH mm 9 11 13 16 19
D mm 10 12,5 14 17 21,5

 10

ART. 50230
Raccordi automatici a T intermedi in ottone nichelato per raccordare 3 tubi dello stesso diametro. Corpo in ottone
nichelato, spintore sgancio del tubo in resina acetalica, pinza d'aggraffaggio in AISI 301. Pressioni di utilizzo min
0,99 Bar / max 20 Bar.

RACCORDI AUTOMATICI A T INTERMEDI IN TECNOPOLIMERO

Cod. Tec. L562504 L562506 L562508 L562510 L562512
GR62 Euro 2,56 2,79 3,10 4,49 5,57
Tubo mm 4 6 8 10 12
L1 mm 33 41 44 53 61,5
L2 mm 16,5 20,5 22 26,5 30
CH mm 9 11 13 16 19
D mm 10 12 14 17 20

 10

ART. 55230
Raccordi automatici a T intermedi in tecnopolimero per raccordare 3 tubi dello stesso diametro. Corpo in
tecnopolimero, spintore sgancio del tubo in resina acetalica, pinza d'aggraffaggio in AISI 301. Pressioni di utilizzo
min 0,99 Bar / max 20 Bar.

REGOLATORI UNIDIREZIONALI ORIENTABILI IN OTTONE NICHELATO PER CILINDRI

Cod. Tec. L55300418 L553004M5 L55300614 L55300618 L55300814 L55300818
GR62 Euro 9,62 12,08 10,43 9,62 10,43 9,62
Tubo mm 4 6 8
A 1/8” M5 1/4” 1/8” 1/4” 1/8”
B mm 5,5 4 7 5,5 7 5,5
L1 mm 21 19 25 22,5 26 24
L2 mm 31 29,5 36,5 31 36,5 31
CH mm 14 8 17 14 17 14
D mm 10 12,5 14

 10

NB. La filettatura conica Short consente l’accoppiamento con diverse filettature standard sia cilindriche che coniche come
ISO 228 BSP - ISO 7 BSPP/BSPT

ART. 50901
Raccordi a funzione unidirezionali per cilindri con filetto maschio Universal Short in ottone nichelato.Corpo in
ottone nichelato, spintore sgancio del tubo in resina acetalica, pinza d'aggraffaggio in AISI 301. Pressioni di utilizzo
min 0,99 Bar / max 20 Bar.
Regolazione con giravite.

L.36 Indivisible package   Suggested retail package - Unit price

Tech. Code Pipe
mm

A
mm

B
mm

L1
mm



4
M5 3.6

34
1/8" 5.4

6
1/4" 7.1

42
1/8" 5.4

8 1/4" 7.1 45

Tech. Code Pipe
mm

A
mm

B
mm

L1
mm



8 1/8" 5.4 45

10
1/4" 7.1

53
3/8� 8.1

12
1/2" 9.6

62.6
3/8� 8.1

Nickel-plated brass body. Pipe release pusher in acetalic resin. Clamping washer in AISI 304. NBR seals. Working
pressure -0.99 bar min/20 bar max.

ITEM: 50216

MALE ADJUSTABLE PUSH-TO-CONNECT T-FITTINGS WITH CYLINDRICAL THREAD

Tech. Code Pipe
mm

A
B

mm
L1
mm



4
M5 3.6

33
1/8" 5.4

6
1/4" 7.1

41
1/8" 5.4

Tech. Code Pipe
mm

A
B

mm
L1
mm



8
1/4" 7.1

44
1/8" 5.4

10
1/4" 7.1

53
3/8� 8.1

Technopolymer body. Pipe release pusher in acetalic resin ISOFORM. Nickel-plated brass capsule. Clamping washer in
AISI 304. NBR seals. Working pressure -0.99 bar min/20 bar max.

ITEM: 55216

INTERMEDIATE PUSH-TO-CONNECT-FITTINGS

Tech. Code

Pipe mm 4 6 8 10 12
L1 mm 34 42 45 53 61
L2 mm 17 21 22.5 26.5 30.5
CH mm 9 11 13 16 19
D mm 10 12.5 14 17 21.5



ITEM: 50230
Nickel-plated brass body. Pipe release pusher in acetalic resin. Clamping washer in AISI 304. NBR seals.
Working pressure -0.99 bar min/20 bar max.

INTERMEDIATE PUSH-TO-CONNECT-FITTINGS

Tech. Code

Pipe mm 4 6 8 10 12
L1 mm 33 41 44 53 61.5
L2 mm 16.5 20.5 22 26.5 30
CH mm 9 11 13 16 19
D mm 10 12 14 17 20



ITEM: 55230
Technopolymer body. Pipe release pusher in acetalic resin ISOFORM. Nickel-plated brass capsule.
Clamping washer in AISI 304. NBR seals. Working pressure -0.99 bar min/20 bar max.

ORIENTING FLOW REGULATORS FOR CYLINDERS WITH TAPER THREAD - SHORT

Tech. Code

Pipe mm 4 6 8
A 1/8" M5 1/4" 1/8" 1/4" 1/8"
B mm 5.5 4 7 5.5 7 5,5
L1 mm 21 19 25 22.5 26 24
L2 mm 31 29.5 36.5 31 36.5 31
CH mm 14 8 17 14 17 14
D mm 10 12.5 14



Please note: Short tapered thread allows coupling with different standard threads both cylindrical and conical, as BSP ISO
228 - ISO 7 BSPP/BSPT

ITEM: 50901
Screwdriver adjustment. Nickel-plated brass body. Pipe release pusher in acetalic resin.
Clamping washer in AISI 304. NBR seals. Working pressure 1 bar min/20 bar max.



L

L.37 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

REGOLATORI UNIDIREZIONALI ORIENTABILI IN TECNOPOLIMERO PER CILINDRI

Cod. Tec. L56300618 L56300614 L56300814 L56301038
GR62 Euro 9,22 10,00 10,00 (15,23)
Tubo mm 6 8 10
A 1/8” 1/4” 3/8´
B mm 5,5 7 8,5
L1 mm 23 25,5 26 30,5
L2 mm 31 36,5 42,5
CH mm 14 17 20

 10

NB. La filettatura conica Short consente l’accoppiamento con diverse filettature standard sia cilindriche che coniche come
ISO 228 BSP - ISO 7 BSPP/BSPT

ART. 55900
Raccordi a funzione unidirezionali per cilindri con filetto maschio Universal Short in tecnopolimero con parti filettate
in ottone nichelato.Corpo in ottone nichelato, spintore sgancio del tubo in resina acetalica, pinza d'aggraffaggio in
AISI 301. Pressioni di utilizzo min 0,99 Bar / max 20 Bar.
Regolazione con giravite.

RIDUZIONI RAPIDE IN OTTONE NICHELATO E RESINA ACETALICA

Cod. Tec. L553506 L553508 L553510 L553512
GR62 Euro 1,24 1,34 1,46 1,53
Tubo A mm 6 8 10 12
Tubo B mm 4 6 8
L mm 30 34,5 38 39
D mm 10,5 12,5 14,5

 10

ART. 50700
Riduzioni rapide in ottone nichelato.Corpo in ottone nichelato, spintore sgancio del tubo in resina acetalica, pinza
d'aggraffaggio in AISI 301. Pressioni di utilizzo min 0,99 Bar / max 20 Bar.

Cod. Tec. L563504 L563506 L563508 L563510 L563512
GR62 Euro 2,45 1,24 1,34 1,46 1,53
Tubo A mm 4 6 8 10 12
Tubo B mm 3 4 6 8
L mm 27 30 34 38 39
D mm 10 12,5 14 17 21,5

 10

NB. COMPATIBILE CON I RACCORDI IN TECNOPOLIMERO

ART. 50700N
Riduzioni rapide in ottone nichelato.Corpo in ottone nichelato, spintore sgancio del tubo in resina acetalica Isoform,
pinza d'aggraffaggio in AISI 301. Pressioni di utilizzo min 0,99 Bar / max 20 Bar.

TAPPI IN POLIAMMIDE PER TUBI

Cod. Tec. L557004 L557006 L557008 L557010 L557012
GR62 Euro 0,25 0,25 0,28 0,34 0,36
Tubo mm 4 6 8 10 12
L mm 23,5 24,5 26 28,5

 10

ART. 8610
Tappi in poliammide per tubi ideali per qualunque utilizzo.

L.37Indivisible package  Suggested retail package - Unit price

ORIENTING FLOW REGULATORS FOR CYLINDERS WITH TAPER THREAD - SHORT

Tech. Code

Pipe mm 6 8 10
A 1/8" 1/4" 3/8�
B mm 5.5 7 8.5
L1 mm 23 25.5 26 30.5
L2 mm 31 36.5 42.5
CH mm 14 17 20



Please note: Short tapered thread allows coupling with different standard threads both cylindrical and conical, as BSP ISO
228 - ISO 7 BSPP/BSPT

ITEM: 55900
Screwdriver adjustment. Technopolymer and nickel-plated brass body. Pipe release pusher in acetalic resin
ISOFORM. Nickel-plated brass capsule. Clamping washer in AISI 304. NBR seals.
Working pressure 1 bar min/20 bar max.

QUICK REDUCTIONS PUSH-TO-CONNECT-FITTINGS

Tech. Code

Pipe A mm 6 8 10 12
Pipe B mm 4 6 8
L mm 30 34.5 38 39
D mm 10.5 12.5 14.5



ITEM: 50700
Nickel-plated brass body. Pipe release pusher in acetalic resin. Clamping washer in AISI 304. NBR seals.
Working pressure - 0.99 bar min/20 bar max.

Tech. Code

Pipe A mm 4 6 8 10 12
Pipe B mm 3 4 6 8
L mm 27 30 34 38 39
D mm 10 12.5 14 17 21.5



Note: COMPATIBLE WITH THE TECHNOPOLYMER FITTINGS

ITEM: 50700N
Nickel-plated brass body. Pipe release pusher in acetalic resin ISOFORM. Nickel-plated brass capsule.
Clamping washer in AISI 304. NBR seals. Working pressure - 0.99 bar min/20 bar max.

POLYAMIDE PLUG

Tech. Code

Pipe mm 4 6 8 10 12
L mm 23.5 24.5 26 28.5



ITEM: 8610
Polyamide plugs for tubes ideal for all types of use.



L

L.38 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

REGOLATORI DI FLUSSO UNIDIREZIONALI

Cod. Tec. L571018 L571014 L571038 L571012
GR62 Euro 7,91 10,50 21,32 23,42
A 1/8” 1/4” 3/8´ 1/2”
B mm 35 46 50 60
C mm 22 30 40
H mm 18 20 25
D mm 24,7 35 44
F mm 4,5 6,5
L mm 27-34 32-43

 10

ART. 8850
Regolatori di flusso unidirezionali. Corpo in alluminio anodizzato, gruppo di regolazione in ottone, guarnizioni in
NBR. Pressioni di utilizzo min 1 Bar / max 10 Bar.

Prodotto disponibile nel CAP H

OLI IDRAULICI

Cod. Tec. 4uantità
L

Viscosità a 40°C
ASTM D445 cSt

Indice di
viscosità

H2010B 1

32 100H2010T1 5

H2010T2 25

Prodotti correlati

Prodotto disponibile nel CAP K

GUANTI ANTITAGLIO SPALMATI IN POLIURETANO

Cod. Tec. Taglia EU

K234007 7

K234008 8

K234009 9

K234010 10

Prodotti correlati

L.38 Indivisible package   Suggested retail package - Unit price

ONE-WAY FLOW CONTROLLERS

Tech. Code

A 1/8” 1/4” 3/8´ 1/2”
B mm 35 46 50 60
C mm 22 30 40
H mm 18 20 25
D mm 24.7 35 44
F mm 4.5 6.5
L mm 27-34 32-43



ITEM: 8850
Anodized aluminum body. Brass adjustment group. NBR O-Ring.
Working pressure 1 bar min/10 bar max.

Product available in index H

HYDRAULIC OILS

Tech. Code Quantity
L

Viscosity at 40°C
ASTM D445 cSt

Viscosity Index

1

32 1005

25

Related products

Product available in index K

CUT RESISTANCE POLYURETHAN COATED GLOVES

Tech. Code EU size

7

8

9

10

Related products



L

L.39 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

COMPRESSORI MONOSTADIO COASSIALI LUBRIFICATI

Cod. Tec. L630024
GR63 Euro 160,00
Serbatoio L 24
Potenza HP/KW 2/1,5
Giri minuto 2850
Aria aspirata l/min 220
Alim. Volt 230
Press. max Bar 8
Dimensioni mm 570 x 255 x 590
Peso Kg 25

ART. POLE POSITION L20
Compatti dal peso e dalle dimensioni ridotte grazie al gruppo pompante montato direttamente sull'albero rotante del motore
elettrico, il sistema di lubrificazione degli organi meccanici in movimento evita il surriscaldamento e ne aumenta la durata.

Cod. Tec. L630550
GR63 Euro 215,00
Serbatoio L 50
Potenza HP/KW 2/1,5
Giri minuto 2850
Aria aspirata l/min 220
Alim. Volt 230
Press. max Bar 8
Dimensioni mm 770 x 310 x 645
Peso Kg 33

ART. MONTECARLO L20
Compatti dal peso e dalle dimensioni ridotte grazie al gruppo pompante montato direttamente sull'albero rotante del motore
elettrico, il sistema di lubrificazione degli organi meccanici in movimento evita il surriscaldamento e ne aumenta la durata.

COMPRESSORI MONOSTADIO CON TRASMISSIONE A CINGHIA

Cod. Tec. L633050
GR63 Euro 498,00
Serbatoio L 50
Potenza HP/KW 2/1,5
Giri minuto 1075
Aria aspirata l/min 255
Alim. Volt 230
Press. max Bar 10
Dimensioni mm 870 x 370 x 780
Peso Kg 49

ART. A29/50 CM2
Robusti e affidabili, il motore elettrico tramite cinghie trasmette il moto al volano del gruppo pompante, garantendo
maggiore silenziosità e rendimento. I componenti meccanici di qualità e l'adeguata lubrificazione li rendono idonei per
piccole attività industriali e per gli hobbisti esigenti.

Cod. Tec. L6335100
GR63 Euro 539,00
Serbatoio L 100
Potenza HP/KW 2/1,5
Giri minuto 1075
Aria aspirata l/min 255
Alim. Volt 230
Press. max Bar 10
Dimensioni mm 1010 x 415 x 900
Peso Kg 56

ART. A29/100 CM2
Robusti e affidabili, il motore elettrico tramite cinghie trasmette il moto al volano del gruppo pompante, garantendo
maggiore silenziosità e rendimento. I componenti meccanici di qualità e l'adeguata lubrificazione li rendono idonei per
piccole attività industriali e per gli hobbisti esigenti.

L.39Indivisible package  Suggested retail package - Unit price

AIR COMPRESSORS - CO-AXIAL LUBRICATED SINGLE-STAGE

Tech. Code

Tank L 24
Power HP/KW 2 - 1.5
Rpm 2850
Air inlet l/min 220
Power Volt 230
Max pressure bar 8
Dimension mm 570 x 255 x 590
Weight kg 25

ITEM: POLE POSITION L20
Compact and lightweight, thanks to the pumping unit mounted directly on the rotating shaft of the electric motor, the
lubrication system of the moving mechanical parts prevents overheating and increases durability.

Tech. Code

Tank L 50
Power HP/KW 2 - 1.5
Rpm 2850
Air inlet l/min 220
Power Volt 230
Max pressure bar 8
Dimension mm 770 x 310 x 645
Weight kg 33

ITEM: MONTECARLO L20
Compact and lightweight, thanks to the pumping unit mounted directly on the rotating shaft of the electric motor, the
lubrication system of the moving mechanical parts prevents overheating and increases durability.

AIR COMPRESSORS WITH BELT DRIVE - SINGLE-STAGE

Tech. Code

Tank L 50
Power HP/KW 2 - 1.5
Rpm 1075
Air inlet l/min 255
Power Volt 230
Max pressure bar 10
Dimension mm 870 x 370 x 780
Weight kg 49

ITEM: A29/50 CM2
Sturdy and reliable, the electric motor with belts transmits motion to the flywheel of the pump unit, ensuring quiet operation
and performance. The high-quality mechanical components and the adequate lubrication make them suitable for small
industrial activities and for ambitious hobbyists.

Tech. Code

Tank L 100
Power HP-KW 2 - 1.5
Rpm 1075
Air inlet l/min 255
Power Volt 230
Max pressure bar 10
Dimension mm 1010 x 415 x 900
Weight kg 56

ITEM: A29/100 CM2
Sturdy and reliable, the electric motor with belts transmits motion to the flywheel of the pump unit, ensuring quiet operation
and performance. The high-quality mechanical components and the adequate lubrication make them suitable for small
industrial activities and for ambitious hobbyists.
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M.1

2 - 7
M0

Paranchi elettrici
a catena

SOLLEVAMENTO M

8 - 35
M1

Gru a bandiera

36 - 37
M2

Sistemi modulari per
monorotaie e carriponte

38 - 41
M3

Sollevatori a depressione

42 - 43
M4

Paranchi e bilanciatori
pneumatici

48
M6

Paranchi manuali
a catena

44 - 47
M5
Manipolatori

49 - 65
M7

Accessori di sollevamento

66 - 75
M8

Sollevatori magnetici e
bilancini di sollevamento

76 - 91
M9

Transpallet e sollevatori
idraulici

M.1

Electric chain hoists

LIFTING AND HANDLING SYSTEMS

Jib cranes

Modular system for monorails and bridge
cranes

Vacuum lifters

Pneumatic chain hoists
and balancers

Manual chain hoists

Manipulators

Lifting equipment

Lifting magnets and lifting sling bars

Pallet trucks and hydraulic lifters



M.2

M

FINO AL 60% DI PORTATA IN PIU'

CONNESSIONI POLIGONALI

PROTEZIONE IP65

NUOVO PARANCO GIS

GP 250/1 fino a 400 kg
GP 250/2 fino a 630 kg
GP 500/1 fino a 800 kg
GP 500/2 fino a 1250 kg
GP 1000/1 fino a 1600 kg
GP 1000/2 fino a 2500 kg

M.2

UP TO 60% MORE OF CAPACITY

POLYGONAL CONNECTIONS

IP65 PROTECTION

NEW GIS HOIST

GP 250/1 up to 400 kg
GP 250/2 up to 630 kg
GP 500/1 up to 800 kg
GP 500/2 up to 1250 kg
GP 1000/1 up to 1600 kg
GP 1000/2 up to 2500 kg



M

M.3 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR66
Euro

PO
R

TA
TA

kg

M
O

D
EL

LO

C
LA

SS
E

FE
M

(IS
O

)

VE
LO

C
IT

A’
m

/m
in

N
R

.T
R

AT
TI

C
AT

EN
A

N
°

C
O

R
SA

G
AN

C
IO

m

PO
TE

N
ZA

kW

IN
TE

N
SI

TÀ
A

PE
SO kg

M0005801NF (1807,00) 80 GPM250/1SF
3m (M6)

16/4

1

3

0,37 / 0,1 2,0 / 1,2 17M00051251NF (1687,00)
125

GPM250/1NF
8/2M00051251NF2 (1807,00) GP250/1NF 4m (M7)

0,72 / 0,18 2,8 / 1,7

24M00051251SF2 (2065,00) GP250/1SF 2m (M5) 16/4
M00052001NF2 (1807,00)

200
GP250/1NF

3m (M6)
8/2

M00052001SF (2406,00) GP500/1SF 16/4 26
M00052501NF2 (1789,00)

250

GP250/1NF 2m (M5)
8/2

24
M00052501NF3 (2762,00) GP500/1NF

4m (M7)
26

M00052502NF (2199,00) GP250/2NF 4/1 2 25
M00052501SF (2406,00) GP500/1SF

2m (M5)

16/4 1 26
M00055002NF (2231,00)

500

GP250/2NF 4/1 2 25
M00055001NF (2762,00) GP500/1NF 8/2

1
26

M00055001SF (3298,00) GP1000/1SF 16/4 2,3 / 0,68 5,7 / 4,1 62
M00055002NF2 (2554,00)

GP500/2NF
4m (M7)

4/1 2 0,72 / 0,18 2,8 / 1,7 28M000510002NF (2554,00)
1000 2m (M5)M000510001NF (3174,00)

GP1000/1NF 8/2 1

2,3 / 0,68 5,7 / 4,1

62M000516001NF (3174,00)
1600

1Bm (M3)
M000516002NF (3427,00)

GP1000/2NF
3m (M6)

4/1 2 66M000520002NF (3427,00) 2000 2m (M5)
M000525002NF (3427,00) 2500 1Am (M4)

ART. M0005
Paranco elettrico a catena di alta qualità, grazie alla classe FEM elevata.

Caratteristiche:
- Azionamento elettromeccanico
- Catena con fattore di sicurezza "8"
- Struttura in pressofusione di alluminio e ruota ad impronte in acciaio temperato
- Albero motore poligonale con accoppiamento trilobato
- Comandi in pulsantiera in bassa tensione (42V)
- Freno esente da regolazioni e limitatore di carico a frizione di serie
- Alimentazione trifase 380V 50 Hz

Vantaggi:
- Adatto ad un numero elevato di operazioni
- Indicato per impieghi in ambienti esterni, protezione IP65
- Utilizzabile fra -15° e +50° C

Dotazione:
- Raccogli catene
- Manuale di uso e manutenzione

MANUALE
ON-LINE

PARANCHI ELETTRICI A CATENA GP

M.3Indivisible package  Suggested retail package - Unit price

Tech. Code
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80 GPM250/1SF
3m (M6)

16/4

1

3

0,37 / 0,1 2,0 / 1,2 17

125
GPM250/1NF

8/2
GP250/1NF 4m (M7)

0,72 / 0,18 2,8 / 1,7

24GP250/1SF 2m (M5) 16/4

200
GP250/1NF

3m (M6)
8/2

GP500/1SF 16/4 26

250

GP250/1NF 2m (M5)
8/2

24
GP500/1NF

4m (M7)
26

GP250/2NF 4/1 2 25
GP500/1SF

2m (M5)

16/4 1 26

500

GP250/2NF 4/1 2 25
GP500/1NF 8/2

1
26

GP1000/1SF 16/4 2,3 / 0,68 5,7 / 4,1 62

GP500/2NF
4m (M7)

4/1 2 0,72 / 0,18 2,8 / 1,7 28
1000 2m (M5)

GP1000/1NF 8/2 1

2,3 / 0,68 5,7 / 4,1

62
1600

1Bm (M3)

GP1000/2NF
3m (M6)

4/1 2 662000 2m (M5)
2500 1Am (M4)

ITEM: M0005
High performance electric chain hoist with an high quality chain
thanks to the high FEM class.

Features:
- Electromechancal drive
- Chain with safety factor "8"
- Die cast aluminum structure and tempered steel wheel
- Polygonal motor shaft coupling with Trefoil
- Low voltage commands (42V)
- The brake does not require adjustment, emergency overload device included
- Three-phase feed 380V 50Hz

Advantages:
- Suitable for an high number of operations
- Indicated for external enviorments IP65 protection
- Usuable between -15° and + 50°

Supplied with:
- Chain bucket
- Instruction manual of use and maintenance

ON-LINE
MANUAL

ELECTRIC CHAIN HOISTS - GP



M

M.4 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

PARANCHI ELETTRICI A CATENA - SPECIALI

Paranco INOX
per il mercato alimentare

Paranco GPHT con stelo telescopico
e pulsantiera solidale al gancio

Paranco GPK per altezze ridotte

Paranco GPS per il
sollevamento sincronizzato

Paranco ATEX
per ambienti antideflagranti

Cod. Tec. GR66
Euro
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M00120801 (3641,00) 80 GPMH250/1SF
3m (M6)

16/4

1

3 0,37 / 0,10 2,0 / 1,2 19M00121251 (3458,00)
125

GPMH250/1NF 8/2
M00121252 (3863,00) GPH500/1SF 4m (M7) 16/4 4 0,72 / 0,18 2,8 / 1,7 25
M00122001 (3559,00)

200
GPMH250/1NF

3m (M6)
8/2 3 0,37 / 0,10 2,0 / 1,2 19

M00122002 (3863,00) GPH500/1SF 16/4

4 0,72 / 0,18 2,8 / 1,7 25
M00122501 (3807,00)

250
GPH500/1NF 4m (M7) 8/2

M00122502 (3863,00) GPH500/1SF
2m (M5)

16/4
M00125001 (3863,00) 500 GPH500/1NF 8/2

ART. M0012
Paranco elettrico a catena di alta qualità, grazie alla classe FEM elevata.
Dotato di pulsantiera ergonomica solidale al gancio di carico.

Caratteristiche:
- Azionamento elettromeccanico
- Catena con fattore di sicurezza "8"
- Struttura in pressofusione di alluminio e ruota ad impronte in acciaio temperato
- Albero motore poligonale con accoppiamento trilobato
- Comandi in pulsantiera in bassa tensione (42V)
- Freno esente da regolazioni e limitatore di carico a frizione di serie
- Alimentazione trifase 380V 50 Hz

Vantaggi:
- Adatto ad un numero elevato di operazioni
- Indicato per impieghi in ambienti esterni, protrzione IP65
- Utilizzabile fre -15° e +50° C

Dotazione:
- Raccogli catena
- Manuale di uso e manutenzione

MANUALE
ON-LINE

PARANCHI ELETTRICI A CATENA HANDY

M.4 Indivisible package   Suggested retail package - Unit price

SPECIAL ELECTRIC CHAIN HOISTS

Stainless steel hoist
for food markets

GPHT hoist with telescopic stand
and control panel on the hook

GPK hoist for low headroom installations

GPS hoist for
synchronous lift

ATEX hoist
for explosion proof enviroments

Tech. Code
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80 GPMH250/1SF
3m (M6)

16/4

1

3 0,37 / 0,10 2,0 / 1,2 19
125

GPMH250/1NF 8/2
GPH500/1SF 4m (M7) 16/4 4 0,72 / 0,18 2,8 / 1,7 25

200
GPMH250/1NF

3m (M6)
8/2 3 0,37 / 0,10 2,0 / 1,2 19

GPH500/1SF 16/4

4 0,72 / 0,18 2,8 / 1,7 25250
GPH500/1NF 4m (M7) 8/2
GPH500/1SF

2m (M5)
16/4

500 GPH500/1NF 8/2

ITEM: M0012
High performance electric chain hoist thanks to the high FEM class.
Equipped with an ergonomic command on the loading hook.

Features:
- Electromechanical drive
- Chain with safety factor "8"
- Die cast aluminum structure and tempered steel wheel
- Polygonal motor shaft coupling with trefoil
- Low voltage commands (42V)
- The brake does not require adjustment, emergency overload included
- Three-phase feed 380V 50 Hz

Advantages:
- Suitable for an high number of operations
- Indicated for external enviorments IP65 protection
- Usable between 15° and + 50°

Supplied with:
- Chain bucket
- Instruction manual of use and maintenance

ON-LINE
MANUAL

ELECTRIC CHAIN HOISTS - HANDY
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M.5 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR66
Euro
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M001501251 (1683,00) 125 BMH125/1NF
3m (M6)

8/2 1
3

0,37 / 0,10 2,0 / 1,2 17M001502001 (1683,00) 200 BMH200/1NF
M001502501 (1683,00) 250 BMH250/1NF

2m (M5)
M001505001 (2001,00)

500
BMH500/1NF

0,72 / 0,18 2,8 / 1,7
26

M001505002 (1852,00) BMH500/2NF
4/1 2

25
M001510002 (2203,00) 1000 BMH1000/2NF 28

ART. M0015
Paranco elettrico a catena di alta qualità, grazie alla classe FEM elevata.

Caratteristiche:
- Azionamento elettromeccanico
- Catena con fattore di sicurezza "8"
- Struttura in pressofusione di alluminio e ruota ad impronte in acciaio temperato
- Albero motore poligonale con accoppiamento trilobato
- Comandi in pulsantiera in bassa tensione (42V)
- Freno esente da regolazioni e limitatore di carico a frizione di serie
- Alimentazione trifase 380V 50 Hz

Vantaggi:
- Adatto ad un numero elevato di operazioni
- Indicato per impieghi in ambienti esterni, protezione IP65
- Utilizzabile fra -15° e +50° C

Dotazione:
- Raccogli catena
- Manuale di uso e manutenzione

MANUALE
ON-LINE

PARANCHI ELETTRICI A CATENA BMH

Il prodotto è disponibile nel CAP K

SCARPE ANTINFORTUNISTICHE

Cod. Tec. Misura EU Misura US

K120042 42 9

K120043 43 10

K120044 44 10,5

K120045 45 11

Prodotti correlati

M.5Indivisible package  Suggested retail package - Unit price
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125 BMH125/1NF
3m (M6)

8/2 1
3

0.37 / 0.10 2.0 / 1.2 17200 BMH200/1NF
250 BMH250/1NF

2m (M5)500
BMH500/1NF

0.72 / 0.18 2.8 / 1.7
26

BMH500/2NF
4/1 2

25
1000 BMH1000/2NF 28

ITEM: M0015
High performance electric chain hoist thanks to the high FEM class.

Features:
- Electromechanical chain drive
- Chain with safety factor "8"
- Die cast aluminum structured and tempered steel wheel
- Polygonal motor shaft coupling with trefoil
- Low voltage commands (42V)
- The brake does not require adjustment, emergency overload device included
- Three-phase feed 380V 50 Hz

Advantages:
- Suitable for an high number of operations
- Indicated for external environments, IP65 protection
- Usable between -15° and + 50°

Supplied with:
- Chain bucket
- Instruction manual of use and maintenance

ON-LINE
MANUAL

ELECTRIC CHAIN HOISTS - BMH

The products are available in chapter K

SAFETY SHOES

Tech. Code EU size US size

42 9

43 10

44 10,5

45 11

Related products
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M.6 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

CARRELLI DI TRASLAZIONE A SPINTA PER TRAVE
ART. M1450
Carrello di traslazione a spinta per trave.

Caratteristiche:
- Per paranchi GP, GPM e BMH con sospensione ad anello
- Quattro ruote d’acciaio montate su cuscinetti a sfere
- Gusci in ghisa
- Dotati di protezione antiurto e anticaduta per deragliamento

Vantaggi:
- Adatto ad un numero elevato di operazioni, grazie all'elevata classe FEM
- Utilizzabile fra -15° e +50° C

Dotazione:
- Perno per l'accoppiamento con il paranco
- Manuale di uso e manutenzione

Cod. Tec. GR66
Euro

Portata
kg

Modello
Ala Z
mm

Peso
kg

M1450500/1 (146,00)

fino a 500 GHF500K

50 - 99

3
M1450500/2 (166,00) 100 - 149
M1450500/3 (173,00) 150 - 199
M1450500/4 (180,00) 200 - 240

M14501000/4 (222,00)

fino a 1000 EHF50

50 - 99

8
M14501000/1 (320,00) 100 - 149
M14501000/2 (329,00) 150 - 199
M14501000/3 (346,00) 200 - 240
M14502000/1 (351,00)

fino a 2000 EHF150

76 - 139

14
M14502000/2 (491,00) 140 - 199
M14502000/3 (517,00) 200 - 259
M14502000/4 (532,00) 260 - 320

MANUALE
ON-LINE

Modelli motorizzati disponibili a richiesta.

M.6 Indivisible package   Suggested retail package - Unit price

MANUAL TROLLEYS FOR BEAMS
ITEM: M1450
Manual trolleys for beams.

Features:
- For Gis ring hoist GP, GPM and BMH hoists with ring suspension
- Four steel wheels set mounted on ball bearings
- Cast iron casing
- Equipped with anti-impact and anti-derailment safety system

Advantages:
- Suitable for a high number of operations thanks to the high FEM class
- Useable between - 15° and + 50°

Supplied with:
- Pin for Gis hoist pairing
- Instruction manual of use and mainteance

Tech. Code Load Capacity
Kg

Model
Width Z

mm
Weight

kg

up to 500 GHF500K

50 - 99

3
100 - 149
150 - 199
200 - 240

up to 1000 EHF50

50 - 99

8
100 - 149
150 - 199
200 - 240

up to 2000 EHF150

76 - 139

14
140 - 199
200 - 259
260 - 320

ON-LINE
MANUAL

Motorized models available on request.
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M.7 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

PULSANTIERE PER PARANCHI
ART. M0910
Pulsantiera a due velocità per paranchi elettrici.

- Fungo di emergenza
- Protezione IP65
- Anello salva strappo

Cod. Tec. GR66
Euro Modello

Tasti
n°

Adatta per paranco

M09102/1 98,00 GHP03 2 + 1 GCH - GP

ART. M0920
Pulsantiera a due velocità per paranchi elettrici.

- Fungo di emergenza
- Protezione IP65
- Anello salva strappo

Cod. Tec. GR66
Euro Modello

Tasti
n°

Adatta per paranco

M09202/1 102,00 510/FE 2 + 1 BMH

ART. M0930
Pulsantiera a due velocità per paranchi elettrici.

- Fungo di emergenza
- Protezione IP65
- Anello salva strappo

Cod. Tec. GR66
Euro Modello

Tasti
n°

Adatta per paranco

M09302/1 115,00 BXP03 2 + 1 GCH - GP - BMH

ART. M0950
Pulsantiera a due velocità per paranchi elettrici.

- Fungo di emergenza
- Protezione IP65
- Anello salva strappo

Cod. Tec. GR66
Euro Modello

Tasti
n°

Adatta per paranco

M09504/1 361,00 515/FE 4 + 1 GCH - GP - EMFE

ART. M0960
Pulsantiera radio a due velocità per paranchi elettrici.

- Fungo di emergenza
- Protezione IP65
- Ricevente radio

Cod. Tec. GR66
Euro Modello

Tasti
n°

Adatta per paranco

M0960RADIO 1020,00 RADIO 6 + 1 GCH - GP

Il prodotto è disponibile nel CAP K

ELMETTI

Cod. Tec. Colore
Peso

gr
Ricambio

K4205G Giallo
333 -

K4205B Bianco

K4205A1 - - Sottogola

Prodotti correlati

M.7Indivisible package  Suggested retail package - Unit price

HOIST PUSH-BUTTON SWITCHES
ITEM: M0910
Two speed push button for electric hoists

- Emergency stop button
- Protection IP65
- Cable anti-tearing protection

Tech. Code Model
Number

of buttons
Suitable for hoist

GHP03 2 + 1 GCH - GP

ITEM: M0920
Two speed push button for electric hoists.

- Emergency stop button
- Protection IP65
- Cable anti-tearing protection

Tech. Code Model
Number

of buttons
Suitable for hoist

510/FE 2 + 1 BMH

ITEM: M0930
Two speed bush button for electric hoists.

- Emergency stop button
- Protection IP65
- Cable anti-tearing protection

Tech. Code Model
Number

of buttons
Suitable for hoist

BXP03 2 + 1 GCH - GP - BMH

ITEM: M0950
Two speed push button for electric hoists.

- Emergency stop button
- Protection IP65
- Cable anti-tearing protection

Tech. Code Model
Number

of buttons
Suitable for hoist

515/FE 4 + 1 GCH - GP - EMFE

ITEM: M0960
Two speed radio push button for electric hoists.

- Emergency stop button
- Protection IP65
- Receiving device

Tech. Code Model
Number

of buttons
Suitable for hoist

RADIO 6 + 1 GCH - GP

The products are available in chapter K

SAFETY HELMETS

Tech. Code Colour
Weight

g
Spare part

Yellow
333 -

White

- - Chinstrap

Related products
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GRU A BANDIERA A COLONNA

SC TER 200/4000 - Anno 2013
G.B. RICAMBI - Nonantola (MO)

M.8

COLUMN-MOUNTED JIB CRANES

SC TER 200/4000 - Year 2013
G.B. RICAMBI - Nonantola (MO)
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M.9 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR66
Euro
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M125002003000 (1521,00)
200

SC200/3000 TER 3000 2855

300

3385

4000

560 560 330

6

1A

1440

4

310
M125002004000 (1668,00) SC200/4000 TER 4000 3855 3382 7 1920 330
M125002005000 (1697,00) SC200/5000 TER 5000 4855

3385
8 2400 345

M125002503000 (1521,00)
250

SC250/3000 TER 3000 2855 7 1440 310
M125002504000 (1668,00) SC250/4000 TER 4000 3855 200 3382

8
1920 330

M125002505000 (1697,00) SC250/5000 TER 5000 4855 300 3385 2400 345
M125005004000 (2220,00)

500
SC500/4000 TER 4000 3720

350 3140 740 620 400

12

2

2130

8

465
M125005005000 (2299,00) SC500/5000 TER 5000 4720 13 2660 490
M125010004000 (2739,00)

1000
SC1000/4000 TER 4000 3720 17 3960 580

M125010005000 (2895,00) SC1000/5000 TER 5000 4720 18 4950 610

ART. M1250
Gru a colonna, modello TER, con braccio in profilo GIS System .B.

Caratteristiche:
- Profilo rullato a freddo, non piegato e privo di saldature
- Freno a tazza esente da usura
- Finitura con una mano di antiruggine e due di vernice idrosolubile non adatta
ad ambienti esterni o particolarmente umidi

Vantaggi:
- Massima scorrevolezza garantita dalla qualità del profilo
- Massima rigidità garantita dalla geometria della colonna
- Rotazione del braccio fino a 270°

Dotazione:
- Carrello porta paranco
- Impianto di alimentazione elettrica in cavo piatto a festoni e carrelli porta cavo
- Manuale di uso e manutenzione

MANUALE
ON-LINE

GRU A BANDIERA A COLONNA TONDA CON BRACCIO IN PROFILATO GIS SYSTEM KB

** Per dimensioni fondazioni e gabbie relative, vedere a pag. M.22

M.9Indivisible package  Suggested retail package - Unit price
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200
SC200/3000 TER 3000 2855

300

3385

4000

560 560 330

6

1A

1440

4

310
SC200/4000 TER 4000 3855 3382 7 1920 330
SC200/5000 TER 5000 4855

3385
8 2400 345

250
SC200/3000 TER 3000 2855 7 1440 310
SC200/4000 TER 4000 3855 200 3382

8
1920 330

SC200/5000 TER 5000 4855 300 3385 2400 345

500
SC500/4000 TER 4000 3720

350 3140 740 620 400

12

2

2130

8

465
SC500/5000 TER 5000 4720 13 2660 490

1000
SC1000/4000 TER 4000 3720 17 3960 580
SC1000/5000 TER 5000 4720 18 4950 610

ITEM: M1250
Column mounted Mib cranes, TER model, with GIS KB system profile arm.

Features:
- Profile cold-rolled not bent without welds
- Brakes operated by cap springs, wear resistant
- Finishing coat with anti-rust, two coats of water-soluble paint,
not suitable for external or particular humid environments

Advantages:
- Maximum smoothness guaranteed by the quality of the profile
- Maximum rigidity garanteed by the geometry of the column
- Arm rotation up to 270°

Supplied with:
- Hoist trolley
- Power supply system with flat cable and cable trolleys
- Instruction manual for assembly, use and maintenance

ON-LINE
MANUAL

ROUND COLUMN MOUNTED JIB CRANES WITH GIS KB ARM

** For foundation and relative cages dimensions, look at page M.22



M.10

M

GRU A BANDIERA A COLONNA CON BRACCIO IN PROFILATO GIS SYSTEM KB

GRU SC - Portata 500 Kg
BISI Maurizio - Cassina de Pecchi �MI� Diversi modelli con portate variabili da 250 a 500 Kg

DANA Italia SpA - Montalto Lucino �CO�

M.10

COLUMN-MOUNTED JIB CRANES WITH GIS SYSTEM KB PROFILE ARM

SC 500 Kg load capacity
BISI Maurizio - Cassina de Pecchi �MI� Different versions with load capacities from 250 to 500 Kg

DANA Italia SpA - Montalto Lucino �CO�
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M.11 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

** Per dimensioni fondazioni e gabbie relative, vedere a pag. M.22

* Possono essere fornite gru con altezza inferiore a quella standard. Dal modello SC 125/4000 in poi il solaio deve essere di 150 mm più alto della quota G.
NOTA: A richiesta disponibili anche versioni con portate e dimensioni diverse.
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M1010802000 (1006,00)

80

SC 80/2000 2020 1855

200 2530 3020

405

400
2045

1

1

3 530 180
M1010803000 (1309,00) SC 80/3000 3020 2855 2 4 800 190
M1010804000 (1636,00) SC 80/4000 4020 3855 415 3 5 1070 200
M1010805000 (1433,00) SC 80/5000 5020 4855 425 4 6 1300 210

M10101252000 (1210,00)

125

SC 125/2000 2020 1855
405 1975

3 4 850 180
M10101253000 (1299,00) SC 125/3000 3020 2855 4 6 1210 190

M10101254000B (1384,00) SC 125/4000 Bis
4030 3865

260 2430 3025
570

560

1875
5

1A
3 720

220
M10101254000 (1778,00) SC 125/4000

305
3430

4025
2875

280
M10101255000 (1910,00) SC 125/5000 5030 4865 655 6 4 890 300
M10101256000 (2094,00) SC 125/6000 6030 5850 3425 680 2865 7 5 1060 320
M10101257000 (2830,00) SC 125/7000 7035 6855

320 3495 4320
765

620 2935 10 2
4 700 330

M10101258000 (2961,00) SC 125/8000 8035 7855 850 5 800 340
M10102003000 (1583,00)

200

SC 200/3000 3030 2865

305
3430

4025

485

560
2875

6

1A

4 840 275
M10102004000 (1883,00) SC 200/4000 4030 3865 570 7 5 1100 285
M10102005000 (2061,00) SC 200/5000 5030 4850

3425
670

2865 8
6 1360 320

M10102006000 (2435,00) SC 200/6000 6030 5850 680
7

1620 330
M10102007000 (3262,00) SC 200/7000 7035 6830

320 3460 4320
805

620 2880 11 2
1120 415

M10102008000 (3752,00) SC 200/8000 8035 7830 890 8 1280 450
M10102503000B (1583,00)

250

SC 250/3000 Bis 3030 2865
305 3430 4025

485
560 2875

7
1A 3

1060 250
M10102504000B (1883,00) SC 250/4000 Bis 4030 3865 570 8 1400 280
M10102505000 (2568,00) SC 250/5000 5035 4855

320

3495

4320

685

620

2935
10

2

6 1000 340
M10102506000 (2700,00) SC 250/6000 6035 5855 11 7 1200 370
M10102507000 (3226,00) SC 250/7000 7035 6830

3460
805

2880 12
9 1400 415

M10102508000 (3752,00) SC 250/8000 8035 7830 890 10 1570 450
M10105003000 (2568,00)

500

SC 500/3000 3035 2735
3495

670
2910

10 7 1170 330
M10105004000 (2764,00) SC 500/4000 4035 3855 600 12 10 1550 380
M10105005000 (2961,00) SC 500/5000 5045 4840

3445

730

2845

13 12 1910 530
M10105006000 (3488,00) SC 500/6000 6045 5840 14 14 2290 550
M10105007000 (3816,00) SC 500/7000 7045 6840 815 15 16 2660 585
M10105008000 (4673,00) SC 500/8000 8045 7840 880 17 19 3050 640

M101010003000 (3238,00)

1000

SC1000/3000 3045 2720 680 16 15 2360 460
M101010004000 (3671,00) SC1000/4000 4045 3720 765 17 19 3100 500
M101010005000 (3921,00) SC1000/5000 5045 4720 850 18 24 3850 630
M101010006000 (4.522,00) SC1000/6000 6045 5720 950 19 28 4600 680

ART. M1010
Gru a colonna, modello SC, con braccio in profilo GIS System .B.

Caratteristiche:
- Profilo rullato a freddo, non piegato e privo di saldature
- Freno a tazza esente da usura
- Colonna troncopiramidale, nostro brevetto
- Finitura con una mano di antiruggine e due di vernice idrosolubile non adatta
ad ambienti esterni o particolarmente umidi

Vantaggi:
- Massima scorrevolezza garantita dalla qualità del profilo
- Massima rigidità garantita dalla geometria della colonna
- Rotazione del braccio fino a 270°

Dotazione:
- Carrello porta paranco
- Impianto di alimentazione elettrica in cavo piatto a festoni e carrelli porta cavo
- Interruttore di linea tripolare
- Manuale di uso e manutenzione
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Accessories upon request: 500, 1000, 1500 mm extensionsAccessori a richiesta: zoccoli di rialzo di mm 500, 1000 o 1500MANUALE
ON-LINE

GRU A BANDIERA A COLONNA CON BRACCIO IN PROFILATO GIS SYSTEM KB

M.11Indivisible package  Suggested retail package - Unit price

** For foundation and relative cages dimensions, look at page M.22

* Cranes may be supplied featuring lower height from the standard. From the model SC 125/4000 onwards the ceiling must be 150 mm taller than the G quote.
NOTE: Upon request versions featuring different load capacity may be supplied.
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80

SC 80/2000 2020 1855

200 2530 3020

405

400
2045

1

1

3 530 180
SC 80/3000 3020 2855 2 4 800 190
SC 80/4000 4020 3855 415 3 5 1070 200
SC 80/5000 5020 4855 425 4 6 1300 210

125

SC 125/2000 2020 1855
405 1975

3 4 850 180
SC 125/3000 ʧ 3020 2855 4 6 1210 190
SC 125/4000 Bis

4030 3865
260 2430 3025

570
560

1875
5

1A
3 720

220
SC 125/4000 ʧ

305
3430

4025
2875

280
SC 125/5000 ʧ 5030 4865 655 6 4 890 300

SC 125/6000 6030 5850 3425 680 2865 7 5 1060 320
SC 125/7000 7035 6855

320 3495 4320
765

620 2935 10 2
4 700 330

SC 125/8000 8035 7855 850 5 800 340

200

SC 200/3000 ʧ 3030 2865

305
3430

4025

485

560
2875

6

1A

4 840 275
SC 200/4000 ʧ 4030 3865 570 7 5 1100 285
SC 200/5000 ʧ 5030 4850

3425
670

2865 8
6 1360 320

SC 200/6000 6030 5850 680
7

1620 330
SC 200/7000 7035 6830

320 3460 4320
805

620 2880 11 2
1120 415

SC 200/8000 8035 7830 890 8 1280 450

250

SC 250/3000 Bis 3030 2865
305 3430 4025

485
560 2875

7
1A 3

1060 250
SC 250/4000 Bis 4030 3865 570 8 1400 280

SC 250/5000 5035 4855

320

3495

4320

685

620

2935
10

2

6 1000 340
SC 250/6000 6035 5855 11 7 1200 370
SC 250/7000 7035 6830

3460
805

2880 12
9 1400 415

SC 250/8000 8035 7830 890 10 1570 450

500

SC 500/3000 3035 2735
3495

670
2910

10 7 1170 330
SC 500/4000 4035 3855 600 12 10 1550 380
SC 500/5000 5045 4840

3445

730

2845

13 12 1910 530
SC 500/6000 6045 5840 14 14 2290 550
SC 500/7000 7045 6840 815 15 16 2660 585
SC 500/8000 8045 7840 880 17 19 3050 640

1000

SC1000/3000 3045 2720 680 16 15 2360 460
SC1000/4000 4045 3720 765 17 19 3100 500
SC1000/5000 5045 4720 850 18 24 3850 630
SC1000/6000 6045 5720 950 19 28 4600 680

ITEM: M1010
Column mounted jib cranes SC model
with GIS KB system profile arm.

Features:
- Profile cold-rolled not bent without welds
- Brakes operated by cap springs, wear resistant
- Tronco-pyramidal column, our patent
- Finishing coat with anti-rust, two coats of water-soluble paint,
not suitable for external or particular humid environments

Advantages:
- Maximum smoothness guaranteed by the quality of the profile
- Maximum rigidity garanteed by the geometry of the column
- Arm rotation up to 270°

Supplied with:
- Hoist trolley
- Power supply system with flat cable and cable trolleys
- Three pole circuit breaker switch
- Instruction manual for assembly, use and maintenance

Accessories upon request: 500, 1000, 1500 mm extensionsON-LINE
MANUAL

COLUMN-MOUNTED JIB CRANES WITH GIS SYSTEM KB PROFILE ARM
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GRU A BANDIERA SC SU BASAMENTO PALLETTIZZATO

Gru a colonna su basamento SCP 125/4000 - Anno 2013

M.12

MOVABLE SC JIB CRANES

Base ¿tted Mib crane SCP 125/4000 - Year 2013
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M.13 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

- Paranco escluso

Cod. Tec. GR66
Euro
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M10151253000 (2593,00)
125

SCP125/3000 3000 200 2855 3820 700
3330

3020

100

1000 2555
2775

2000
M10151254000 (2817,00) SCP125/4000 4000 260 3865 3925 800

3025
1100

3620 2750
M10151255000 (3368,00) SCP125/5000 5000

305

4865 4075 950 3480 4620 2925 3300
M10152003000 (3013,00)

200
SCP200/3000 3000 2865 3925 800 3330 2620 2775 2750

M10152004000 (3325,00) SCP200/4000 4000 3865 4075 950 3480 3620 2925 3300
M10152005000 (3514,00) SCP200/5000 5000 4850 4125 1000 3525 1200 4555 2965 4000

ART. M1015
Gru a colonna con basamento pallettizzato, modello SCP,
con braccio in profilo GIS System .B.

Caratteristiche:
- Profilo rullato a freddo, non piegato e privo di saldature
- Freno a tazza esente da usura
- Finitura con una mano di antiruggine e due di vernice
  idrosolubile non adatta ad ambienti esterni o particolarmente umidi
- Il basamento pallettizzato è una struttura di ferro che va riempita di cemento
da parte dell’utilizzatore

Vantaggi:
- Massima scorrevolezza garantita dalla qualità del profilo
- Massima rigidità garantita dalla geometria della colonna
- Grazie al basamento pallettizzato la gru può essere spostata con facilità
- Rotazione del braccio fino a 270°

Dotazione:
- Carrello porta paranco
- Impianto di alimentazione elettrica in cavo piatto a festoni e carrelli porta cavo
- Interruttore di linea tripolare
- Manuale di uso e manutenzione
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MANUALE
ON-LINE

GRU A BANDIERA SC SU BASAMENTO PALLETTIZZATO

Smart
Simplicity

Affordability

M.13Indivisible package  Suggested retail package - Unit price

- Hoist excluded
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125
SCP125/3000 3000 200 2855 3820 700

3330
3020

100

1000 2555
2775

2000
SCP125/4000 4000 260 3865 3925 800

3025
1100

3620 2750
SCP125/5000 5000

305

4865 4075 950 3480 4620 2925 3300

200
SCP200/3000 3000 2865 3925 800 3330 2620 2775 2750
SCP200/4000 4000 3865 4075 950 3480 3620 2925 3300
SCP200/5000 5000 4850 4125 1000 3525 1200 4555 2965 4000

ITEM: M1015
Movable jib cranes with palletized base, model SCP
with GIS KB System profile arm.

Features:
- Profile cold-rolled not bent without welds
- Brakes operated by cap springs, wear resistant
- Finishing coat with anti-rust, two coats of water-soluble paint,
not suitable for external or particular humid environments

-The palletized base is an iron structure which has to be filled
with cement by the user

Advantages:
- Maximum smoothness guaranteed by the quality of the profile
- Maximum rigidity garanteed by the geometry of the column
- Thanks to the palletized base the crane can be easily moved
- Rotation of the arm up to 270°

Supplied with:
- Hoist trolley
- Power supply system with flat cable and cable box trolley
- Three pole circuit breaker switch
- Instruction manual for assembly, use and maintenance

ON-LINE
MANUAL

MOVABLE SC JIB CRANES
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GRU A BANDIERA A COLONNA CON BRACCIO IN TRAVE E TIRANTI

Gru a colonna TC 1500/4500 - Anno 2013
Zanetti Magneti - Barbariga �BS�

M.14

COLUMN-MOUNTED JIB CRANES WITH BEAM ARM

Jib crane TC 1500/4500 - Year 2013
=ANETTI MAGNETI - Barbariga �BS�
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M.15 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

* Possono essere fornite gru con altezza inferiore a quella standard.
Il solaio deve essere di 150 mm più alto della quota G.
A richiesta si forniscono gru per portate inferiori.

Cod. Tec. GR66
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M10202503000 (2066,00)

250

TC 250/3000 3040 2800

320

3451

4320

477

620

2885

120 265

9

2

4 610 360
M10202504000 (2193,00) TC 250/4000 4040 3800

10
5 800 405

M10202505000 (2706,00) TC 250/5000 5040 4800 6 1000 425
M10202506000 (2796,00) TC 250/6000 6040 5800 11 7 1200 445
M10202507000 (3032,00) TC 250/7000 7040 6800

12
9 1400 465

M10202508000 (3163,00) TC 250/8000 8040 7800 10 1570 485
M10205003000 (2310,00)

500

TC 500/3000 3040 2800
480 2860

10 7 1170 385
M10205004000 (2460,00) TC 500/4000 4040 3800 12 10 1550 405
M10205005000 (2700,00) TC 500/5000 5051 4810

3491
491

2900
13 12 1910 595

M10205006000 (3113,00) TC 500/6000 6051 5810 14 14 2290 615
M10205007000 (3214,00) TC 500/7000 7051 6810 3472 140 260 15 16 2660 670
M10205008000 (3937,00) TC 500/8000 8051 7810 3453 2860 160 255 17 19 3050 740

M102010003000 (2836,00)

1000

TC 1000/3000 3051 2810
3491

558

2900 120 265
16 15 2360 515

M102010004000 (3147,00) TC 1000/4000 4051 3810 17 19 3100 680
M102010005000 (3288,00) TC 1000/5000 5051 4810 18 24 3850 700
M102010006000 (3805,00) TC 1000/6000 6051 5810

3472
2880

140 260 19
28 4600 750

M102015004000 (2966,00)
1500

TC 1500/4000 4051 3820
2800

26 4250 700
M102015004500 (3077,00) TC 1500/4500 4451 4210 33 5350 710

ART. M1020
Gru a colonna, modello TC, con braccio in trave.

Caratteristiche:
- Colonna troncopiramidale, nostro brevetto
- Freno a tazza esente da usura
- Finitura con una mano di antiruggine e due di vernice idrosolubile non adatta
ad ambienti esterni o particolarmente umidi

Vantaggi:
- Massima rigidità garantita dalla geometria della colonna
- Rotazione del braccio fino a 270°

Dotazione:
- Impianto di alimentazione elettrica su canalina esterna d’acciaio e carrelli
  porta cavo
- Interruttore di linea tripolare
- Manuale di uso e manutenzione
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Accessori a richiesta: zoccoli di rialzo di mm 500, 1000 o 1500

z

Accessori a richiesta: zoccoli di rialzo di mm 500, 1000 o 1500

MANUALE
ON-LINE

GRU A BANDIERA A COLONNA CON BRACCIO IN TRAVE E TIRANTI

** Per dimensioni fondazioni e gabbie relative, vedere a pag. M.22

M.15Indivisible package  Suggested retail package - Unit price

* Cranes may be supplied featuring lower height from the standard.
The ceiling must be 150 mm taller than the G quote.
On request we supply the cranes with the lower features.
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250

TC 250/3000 3040 2800

320

3451

4320

477

620

2885

120 265

9

2

4 610 360
TC 250/4000 4040 3800

10
5 800 405

TC 250/5000 5040 4800 6 1000 425
TC 250/6000 6040 5800 11 7 1200 445
TC 250/7000 7040 6800

12
9 1400 465

TC 250/8000 8040 7800 10 1570 485

500

TC 500/3000 3040 2800
480 2860

10 7 1170 385
TC 500/4000 4040 3800 12 10 1550 405
TC 500/5000 5051 4810

3491
491

2900
13 12 1910 595

TC 500/6000 6051 5810 14 14 2290 615
TC 500/7000 7051 6810 3472 140 260 15 16 2660 670
TC 500/8000 8051 7810 3453 2860 160 255 17 19 3050 740

1000

TC 1000/3000 3051 2810
3491

558

2900 120 265
16 15 2360 515

TC 1000/4000 4051 3810 17 19 3100 680
TC 1000/5000 5051 4810 18 24 3850 700
TC 1000/6000 6051 5810

3472
2880

140 260 19
28 4600 750

1500
TC 1500/4000 4051 3820

2800
26 4250 700

TC 1500/4500 4451 4210 33 5350 710

ITEM: M1020
Colum mounted jib cranes, TC model, with a beam arm.

Features:
- Tronco-pyramidal column, our patent
- Brakes operated by cap springs, wear resistant
- Finishing coat with anti-rust, two coats of water-soluble paint,
not suitable for external or particularly humid enviroments

Advantages:
- Maximum rigidity guaranteed by the geometry of the column
- Arm rotation up to 270°

Supplied with:
- Power supply system with flat cable and cable trolleys
- Three pole circuit breaker switch
- Instruction manual for assembly, use and maintenance

Accessories upon request: 500, 1000, 1500 mm extensions

ON-LINE
MANUAL

COLUMN MOUNTED JIB CRANES WITH BEAM ARM

** For foundation and relative cages dimensions, look at page M.22



M.16

M

GRU A BANDIERA A COLONNA CON BRACCIO RIALZATO IN TRAVE

Gru a colonna ribassata braccio rialzato RC 500/3000
parzialmente separata dal laboratorio.
CRM Srl - Torre De' Roveri �BG�

Gru a colonna con zoccolo e
braccio rialzato RC 1500/4500
FHP Roncello �MB�

M.16

COLUMN-MOUNTED JIB CRANES WITH OVERHEAD BEAM ARM

Jib crane with raised boom RC 500/3000
partly separated from lab
CRM srl - Torre De
 Roveri �BG�

Jib crane with pedestal
and raised boom RC 1500/4500
FHP Roncello �MB�
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M.17 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

* Possono essere fornite gru con altezza inferiore a quella standard. Il solaio deve essere di 150 mm più alto della quota G.
*** Quota rilevata con carico applicato.
A richiesta si forniscono gru per portate inferiori.
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M10302503000 (2175,00)

250

RC  250/3000 3000 2840

320

4070

4320

587

620 4280

3510 90

270

9

2

4 610 350
M10302504000 (2236,00) RC 250/4000 4000 3840 4050 3485 100

10
5 800 380

M10302505000 (2440,00) RC 250/5000 5000 4840 4030 3465 110 6 1000 420
M10302506000 (2894,00) RC 250/6000 6000 5840 4098 3530 160 11 7 1200 480
M10302507000 (2988,00) RC 250/7000 7000 6840 4079 3510 180 265

12
9 1400 540

M10302508000 (3668,00) RC 250/8000 8000 7840 4060 3495 200 260 10 1570 640
M10305003000 (2236,00)

500

RC 500/3000 3000 2840 4050

590

3460 100
270

10 7 1170 360
M10305004000 (2526,00) RC 500/4000 4000 3840 4030 3440 110 12 10 1550 400
M10305005000 (3148,00) RC 500/5000 5000 4840

4079 3490 180 265
13 12 1910 610

M10305006000 (3411,00) RC 500/6000 6000 5840 14 14 2290 645
M10305007000 (3486,00) RC 500/7000 7000 6840 4060 3470 200 240 15 16 2660 730
M10305008000 (4653,00) RC 500/8000 8000 7840 4040 3450 220 250 17 19 3050 840
M103010003000 (2631,00)

1000

RC 1000/3000 3000 2830 4098

657

3505 160 270 16 15 2360 520
M103010004000 (3298,00) RC 1000/4000 4000 3830 4079 3485 180 265 17 19 3100 680
M103010005000 (3773,00) RC 1000/5000 5000 4830 4060 3465 200 260 18 24 3850 750
M103010006000 (3921,00) RC 1000/6000 6000 5830

4040
3445

220 250 19
28 4600 845

M103015004000 (3341,00)
1500

RC 1500/4000 4000 3830
3365

26 4250 740
M103015004500 (3395,00) RC 1500/4500 4400 4230 240 245 20 33 5350 845

ART. M1030
Gru a colonna, modello RC, con braccio in trave rialzata.

Caratteristiche:
- Colonna troncopiramidale, nostro brevetto
- Freno a tazza esente da usura
- Finitura con una mano di antiruggine e due di vernice
  idrosolubile non adatta ad ambienti esterni o particolarmente umidi

Vantaggi:
- Il braccio in trave rialzata permette di recuperare spazio in altezza aumentando
  la corsa gancio
- Massima rigidità garantita dalla geometria della colonna
- Rotazione del braccio fino a 270°

Dotazione:
- Impianto di alimentazione elettrica su canalina esterna d’acciaio e carrelli
  porta cavo
- Interruttore di linea tripolare
- Manuale di uso e manutenzione
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Accessori a richiesta: zoccoli di rialzo di mm 500, 1000 o 1500

z

Accessori a richiesta: zoccoli di rialzo di mm 500, 1000 o 1500MANUALE
ON-LINE

GRU A BANDIERA A COLONNA CON BRACCIO RIALZATO IN TRAVE

** Per dimensioni fondazioni e gabbie relative, vedere a pag. M.22

M.17Indivisible package  Suggested retail package - Unit price

* Cranes may be supplied featuring lower height from the standard.The ceiling must be 150 mm taller than the G quote.
*** Measured with applied load.
On request we supply the cranes with the lower features.
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250

RC 250/3000 3000 2840

320

4070

4320

587

620 4280

3510 90

270

9

2

4 610 350
RC 250/4000 4000 3840 4050 3485 100

10
5 800 380

RC 250/5000 5000 4840 4030 3465 110 6 1000 420
RC 250/6000 6000 5840 4098 3530 160 11 7 1200 480
RC 250/7000 7000 6840 4079 3510 180 265

12
9 1400 540

RC 250/8000 8000 7840 4060 3495 200 260 10 1570 640

500

RC 500/3000 3000 2840 4050

590

3460 100
270

10 7 1170 360
RC 500/4000 4000 3840 4030 3440 110 12 10 1550 400
RC 500/5000 5000 4840

4079 3490 180 265
13 12 1910 610

RC 500/6000 6000 5840 14 14 2290 645
RC 500/7000 7000 6840 4060 3470 200 240 15 16 2660 730
RC 500/8000 8000 7840 4040 3450 220 250 17 19 3050 840

1000

RC 1000/3000 3000 2830 4098

657

3505 160 270 16 15 2360 520
RC 1000/4000 4000 3830 4079 3485 180 265 17 19 3100 680
RC 1000/5000 5000 4830 4060 3465 200 260 18 24 3850 750
RC 1000/6000 6000 5830

4040
3445

220 250 19
28 4600 845

1500
RC 1500/4000 4000 3830

3365
26 4250 740

RC 1500/4500 4400 4230 240 245 20 33 5350 845

ITEM: M1030
Column mounted jib cranes, RC model, with overhead beam.

Features:
- Tronco-pyramidal column, our patent
- Brakes operated by cap springs, wear resistant
- Finishing coat with anti-rust, two coats of water-soluble paint,
not suitable for external or particularly humid enviroments humid

Advantages:
- The overhead beam are allows you to recover height space increasing

the hook run
- Maximum rigidity guaranteed by the geometry of the column
- Arm rotation up to 270°

Supplied with:
- Power supply system with flat cable and cable trolleys
- Three pole circuit breaker switch
- Instruction manual for assembly, use and maintenance

Accessories upon request: 500, 1000, 1500 mm extensionsON-LINE
MANUAL

COLUMN MOUNTED JIB CRANES WITH OVERHEAD BEAM ARM

** For foundation and relative cages dimensions, look at page M.22



M.18

M

GRU A BANDIERA A COLONNA CON BRACCIO ARTICOLATO

Gru a colonna con braccio articolato ACP 125/4000
Anno 2013 - BALTUR - Cento �FE�

M.18

COLUMN-MOUNTED JIB CRANES WITH ARTICULATED ARM

Column-mounted Mib cranes
with articulated arm ACP 125/4000
Year 2013 - BALTUR - Cento �FE�
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M.19 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

NOTA: Sono fornibili a richiesta modelli con dimensioni diverse.

Cod. Tec. GR66
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M1040P802600 (2451,00)
80

ACP 80/2600 2650 2600

305

2630 3025 3180
230

560

3055

5
1A

2
370 205

M1040P804000 (2630,00) ACP 80/4000 4050 4000 350 490 238
M1040P1252600 (2499,00)

125
ACP 125/2600 2650 2600 230

3
560 205

M1040P1254000 (2881,00) ACP 125/4000 4050 4000
3735 4025 4230

350
4080

720 297
M1040P2002600 (2894,00)

200
ACP 200/2600 2650 2600 230 4 840 292

M1040P2004000 (3530,00) ACP 200/4000 4050 4000 350 3 1100 319
M1040H802600 (2182,00)

80
ACH 80/2600 2650 2600

2630 3025 3180
230

3050
2

370 204
M1040H804000 (2386,00) ACH 80/4000 4050 4000 350 490 239
M1040H1252600 (2467,00)

125
ACH 125/2600 2650 2600 230

3
560 204

M1040H1254000 (2881,00) ACH 125/4000 4050 4000
3735 4025 4230

350
4075

720 296
M1040H2002600 (2894,00)

200
ACH 200/2600 2650 2600 230

6
4 840 291

M1040H2004000 (3370,00) ACH 200/4000 4050 4000 350 3 1100 316

ART. M1040
Gru a colonna, modello ACP - ACH, con braccio articolato
Mod. ACP con attacco a golfare, è adatto per ogni tipo di paranco con sospensione
Mod. ACH con attacco rigido a manicotto, si utilizza con sollevatori a depressione
VACU-B o paranchi GIS modello Teleskop

Caratteristiche:
- Freno a tazza esente da usura
- Snodo del braccio rotante su cuscinetti a sfera di alta qualità
- Finitura con una mano di antiruggine e due di vernice
  idrosolubile non adatta ad ambienti esterni o particolarmente umidi

Vantaggi:
- Massima rigidità garantita dalla geometria della colonna
- Massima copertura dell'area adiacente alla colonna
- Possibilità di superare ostacoli grazie all'articolazione del braccio

Dotazione:
- Impianto di alimentazione elettrica interno, solo modello ACP
- Interruttore di linea tripolare, solo modello ACP
- Manuale di uso e manutenzione
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MANUALE
ON-LINE

GRU A BANDIERA A COLONNA CON BRACCIO ARTICOLATO

** Per dimensioni fondazioni e gabbie relative, vedere a pag. M.22

M.19Indivisible package  Suggested retail package - Unit price

NOTE: Upon request different version sizes may also be supplied.
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80
ACP 80/2600 2650 2600

305

2630 3025 3180
230

560

3055

5
1A

2
370 205

ACP 80/4000 4050 4000 350 490 238

125
ACP 125/2600 2650 2600 230

3
560 205

ACP 125/4000 4050 4000
3735 4025 4230

350
4080

720 297

200
ACP 200/2600 2650 2600 230 4 840 292
ACP 200/4000 4050 4000 350 3 1100 319

80
ACH 80/2600 2650 2600

2630 3025 3180
230

3050
2

370 204
ACH 80/4000 4050 4000 350 490 239

125
ACH 125/2600 2650 2600 230

3
560 204

ACH 125/4000 4050 4000
3735 4025 4230

350
4075

720 296

200
ACH 200/2600 2650 2600 230

6
4 840 291

ACH 200/4000 4050 4000 350 3 1100 316

ITEM: M1040
Column mounted jib cranes ACP - ACH model with articulated arm
Mod. ACP with eyebolt suspension, suitable for hoists with hook suspension
Mod. ACH with rigid sleeve attachment, can be used with VACU-B system or GIS
hoists teleskop models.

Features:
- Brake operated by cap springs, wear resistant
- Arm joint rotating on high quality ball bearings
- Finishing coat with anti-rust, two coats of water-soluble paint,
not suitable for external or particularly humid environments

Advantages:
- Maximum rigidity guaranteed by the geometry of the colum
- Maximum coverage of the area ajacent to the columns
- Ability to overcome obstacles thanks to the arm articulation

Supplied with:
- External power supply system with flat cable
- Three pole circuit breaker switch, only for ACP model
- Instruction manual for assembly, use and maintenance

ON-LINE
MANUAL

COLUMN MOUNTED JIB CRANES WITH ARTICULATED ARM

** For foundation and relative cages dimensions, look at page M.22



M.20

M

GRU A BRACCIO ARTICOLATO SU BASAMENTO PALLETTIZZATO

Gru ACH su basamento pallettizzato 80/2600
CLARIANT - Pogliano M.se �MI� - Anno 2012

M.20

MOVABLE JIB CRANES WITH ARTICULATED ARM

ACH movable crane 80/2600
CLARIANT Pogliano M.se �MI� - Year 2012
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M.21 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR66
Euro MODELLO

Altezza
m

Peso
kg

M121011 (359,00)
Tipo 1

0,5 52
M121012 (435,00) 1,0 88
M121013 (575,00) 1,5 147
M121021 (685,00)

Tipo 1A
0,5 72

M121022 (725,00) 1,0 124
M121023 (756,00) 1,5 216
M121031 (776,00)

Tipo 2
0,5 90

M121032 (1081,00) 1,0 161
M121033 (1261,00) 1,5 285

ART. M1210
Zoccoli di rialzo necessari per aumentare l'altezza delle gru a colonna.

Caratteristiche:
- Progettate per l'abbinamento alle gru a colonna modello SC, SC TER, TC, RC, ACP e
 ACH

Vantaggi:
- Massima rigidità garantita dalle nervature presenti su ogni spigolo

Dotazione: Corredati dei bulloni di fissaggio alla colonna

ZOCCOLI DI RIALZO PER GRU A COLONNA

Cod. Tec. GR66
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M1045P1252600 (3691,00)
125

ACPP125/2600 2650 2600
260

4080
800

3530

3025 100 1100

230 3955
2750M1045P1254000 (4235,00) ACPP125/4000 4050 4000

4130 3635
350

3980M1045P2002600 (4247,00)
200

ACPP200/2600 2650 2600
305

230
M1045P2004000 (4707,00) ACPP200/4000 4050 4000 4280 950 3785 350 4130 3300
M1045H1252600 (3691,00)

125
ACHP125/2600 2650 2600

260
4080

800
3530 230 3950

2750M1045H1254000 (4235,00) ACHP125/4000 4050 4000
4130 3635

350
3975M1045H2002600 (4247,00)

200
ACHP200/2600 2650 2600

305
230

M1045H2004000 (4707,00) ACHP200/4000 4050 4000 4280 950 3785 350 4125 3300

ART. M1045
Gru a colonna con basamento pallettizzato, modello ACPP - ACHP,
con braccio articolato.
Mod. ACPP con attacco a golfare, è adatto per ogni tipo di paranco con sospensione.
Mod. ACHP con attacco rigido a manicotto, si utilizza con sollevatori a depressione
VACU-B o paranchi GIS modello Teleskop.

Caratteristiche:
- Freno a tazza esente da usura
- Snodo del braccio rotante su cuscinetti a sfera di alta qualità
- Finitura con una mano di antiruggine e due di vernice idrosolubile non adatta

ad ambienti esterni o particolarmente umidi
- Il basamento pallettizzato è una struttura di ferro che va

riempita di cemento da parte dell'utilizzatore

Vantaggi:
- Massima rigidità garantita dalla geometria della colonna
- Massima copertura dell'area adiacente alla colonna
- Possibilità di superare ostacoli grazie all'articolazione del braccio
- Grazie al basamento pallettizzato la gru può essere spostata con facilità

Dotazione:
- Impianto di alimentazione elettrica interno, solo modello ACPP
- Interruttore di linea tripolare, solo modello ACPP
- Manuale di uso e manutenzione
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GRU A BRACCIO ARTICOLATO SU BASAMENTO PALLETTIZZATO

M.21Indivisible package  Suggested retail package - Unit price

Tech. Code Model
Height

m
Weight

kg

Type 1
0.5 52
1.0 88
1,5 147

Type 1a
0.5 72
1.0 124
1,5 216

Type 2
0.5 90
1.0 161
1.5 285

ITEM: M1210
Extensions needed to increase the height of the crane column.
Features:
- Designed to match the crane column models SC, SC TER, TC, RC, ACP, e ACH
Advantages:

- Maximum rigidity guaranteed by the pressure of reinforcements on every corner
Suppled with : column coupling bolts

EXTENSIONS FOR COLUMN MOUNTED CRANES
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125
ACPP125/2600 2650 2600

260
4080

800
3530

3025 100 1100

230 3955
2750ACPP125/4000 4050 4000

4130 3635
350

3980
200

ACPP200/2600 2650 2600
305

230
ACPP200/4000 4050 4000 4280 950 3785 350 4130 3300

125
ACHP125/2600 2650 2600

260
4080

800
3530 230 3950

2750ACHP125/4000 4050 4000
4130 3635

350
3975

200
ACHP200/2600 2650 2600

305
230

ACHP200/4000 4050 4000 4280 950 3785 350 4125 3300

ITEM: M1045
Column mounted jib cranes with palletized base, ACPP - ACHP model, with articulated
arm.
Mod. ACPP with eyebolt suspension, suitable for hoists with suspension.
Mod. ACHP with rigid sleeved attatchment, can be used with VACU - B system or Gis
hoists teleskop models.

Features:
- Brake operated by cap springs, wear resistant
- Arm joint rotating on high quality ball bearings
- Finishing coat with anti-rust, two coats of water-soluble paint,

not suitable for external or particularly humid environments
- The palletized base is an Iron structure which has to be filled with cement by the user

Advantages:
- Maximum rigidity guaranteed by the geometry of the colum
- Maximum coverage of the area ajacent to the column
- Ability to overcome obstacles thanks to the arm articulation
- Thanks to the palletized base, the crane can be easily moved

Supplied with:
- Internal power supply system, only for ACPP model
- Three pole circuit breaker switch, only for ACPP model
- Instruction manual for assembly, use and maintenance

ON-LINE
MANUAL

MOVABLE JIB CRANES WITH ARTICULATED ARM



M

M.22 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Tipo fondazione:
1 - L mm 700 - L1 mm 560 8 - L mm 1300 - L1 mm 1040 15 - L mm 1800 - L1 mm 1440
2 - L mm 800 - L1 mm 640 9 - L mm 1200 - L1 mm 960 16 - L mm 1600 - L1 mm 1280
3 - L mm 900 - L1 mm 720 10 - L mm 1300 - L1 mm 1040 17 - L mm 1800 - L1 mm 1440
4 - L mm 1000 - L1 mm 800 11 - L mm 1400 - L1 mm 1120 18 - L mm 1900 - L1 mm 1520
5 - L mm 1000 - L1 mm 800 12 - L mm 1500 - L1 mm 1200 19 - L mm 2000 - L1 mm 1600
6 - L mm 1100 - L1 mm 880 13 - L mm 1600 - L1 mm 1280 20 - L mm 2200 - L1 mm 1760
7 - L mm 1200 - L1 mm 960 14 - L mm 1700 - L1 mm 1360

*Le gru con fondazione tipo 1-2-3-4 hanno la foratura doppia della piastra di base atta a poter orientare la colonna nel senso voluto.
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M1220A380 (222,00) 1 ÷ 4
A

380 400 330 240 500 700 ÷ 1000 560 ÷ 800 M24 25
M1220A580 (244,00) 5 ÷ 8 580 560 480 480 700 1000 ÷ 1300 800 ÷ 1040

M27
45

M1220B880 (281,00) 9 ÷ 20 B 880 620 540 540 1200 1200 ÷ 2200 960 ÷ 1760 75

ART. M1220
Gabbie di fondazione per l’ancoraggio delle gru a colonna.

Caratteristiche:
- Fornite interamente assemblate e saldate

Vantaggi:
- Pronte per essere annegate nel plinto

Dotazione:
- Corredate dei dadi e controdadi necessari all'accoppiamento con la gru a colonna

I plinti di fondazione sono calcolati per terreno con pressione media ammissibile
di 1,1 Kg/cm². In presenza di terreno con pressione ammissibile media inferiore a
questi valori le dimensioni del plinto dovranno essere opportunamente ricalcolate.
Il nostro ufficio tecnico è a Vostra disposizione per questo servizio.

Malta ad espansione

Calcestruzzo
RbK = 300 kg/cm2

Dosaggio 300 kg/m3

** Nelle fondazioni con H = 1200 ed in tutti i casi in cui L/H 1,5
armare il plinto di fondazione con rete elettrosaldata
200 x 200 Ø 5 mm.

SCHEMA DI PLINTO IN FONDAZIONE Tipo A

Tipo B

Rete
elettrosaldata**

MANUALE
ON-LINE

PLINTI E GABBIE DI FONDAZIONE PER GRU A COLONNA

mro

Perfect
ergonomics

M.22 Indivisible package  Suggested retail package - Unit price

Foundation type:
1 - L mm 700 - L1 mm 560 8 - L mm 1300 - L1 mm 1040 15 - L mm 1800 - L1 mm 1440
2 - L mm 800 - L1 mm 640 9 - L mm 1200 - L1 mm 960 16 - L mm 1600 - L1 mm 1280
3 - L mm 900 - L1 mm 720 10 - L mm 1300 - L1 mm 1040 17 - L mm 1800 - L1 mm 1440
4 - L mm 1000 - L1 mm 800 11 - L mm 1400 - L1 mm 1120 18 - L mm 1900 - L1 mm 1520
5 - L mm 1000 - L1 mm 800 12 - L mm 1500 - L1 mm 1200 19 - L mm 2000 - L1 mm 1600
6 - L mm 1100 - L1 mm 880 13 - L mm 1600 - L1 mm 1280 20 - L mm 2200 - L1 mm 1760
7 - L mm 1200 - L1 mm 960 14 - L mm 1700 - L1 mm 1360

* Cranes featuring 1-2-3-4 foundation type have a double-hole base plate, thus allowing to choose column positioning.
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9 · 20 B 880 620 540 540 1200 1200 · 2200 960 · 1760 75

ITEM: M1220
Cages for column cranes anchorage.

Features:
- Supplied fully assembled and welded

Advantages:
- Ready to be sunk in the plinth

Supplied with:
- The necessary nuts and lock nuts matching the column

The foundation plinths are calculated for an average ground pressure of 1.1kg/cm².
In the presence of ground with an average allowable pressure below these values,
the dimension of the plinth will have to be recalculated properly.
Our technical department is available for this service.

Expanding mortar

Concrete
RbK = 300 kg/cm2

Batching 300 kg/m3

** In foundation with H=1200 and in all cases where L/H = 1,5
reinforce the foundation plinth with an electric welde net
200 x 200 Ø 5 mm.

PLINTH IN FOUNDATION DRAFT Type A

Type B

Electric
welded net**

ON-LINE
MANUAL

FOUNDATION PLINTHS AND CAGES FOR COLUMN CRANES
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M.23 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR66
Euro Modello gru a bandiera D vite Ø

F profondità foratura
mm

P foro Ø
mm

M1230KIT1 (70,00)

SC/80/2000

M16 130 18

SC/80/3000
SC/80/4000
SC/80/5000

SC/125/2000
SC/125/3000
SC/125/4000

SC/125/4000/BIS
SC/125/5000
SC/125/6000

M1230KIT2 (135,00) SC/125/7000
SC/125/8000

M1230KIT1 (70,00)

SC/200/3000
SC/200/3000 TER

SC/200/4000
SC/200/4000 TER

SC/200/5000
SC/200/5000 TER

M1230KIT3 (82,00) SC/200/6000
M20 170 25M1230KIT4 (161,00) SC/200/7000

SC/200/8000
M1230KIT2 (135,00) SC/250/3000

M16 130 18
M1230KIT1 (70,00) SC/250/3000BIS

SC/250/3000 TER
M1230KIT2 (135,00) SC/250/4000

M1230KIT1 (70,00) SC/250/4000BIS
SC/250/4000 TER

M1230KIT4 (161,00) SC/250/5000

M20 170 25

M1230KIT3 (82,00) SC/250/5000 TER

M1230KIT4 (161,00)

SC/250/6000
SC/250/7000
SC/250/8000
SC/500/3000
SC/500/4000

SC/500/4000 TER

M1230KIT5 (275,00)
SC/500/5000

M24 210 28SC/500/5000 TER
SC/500/6000

M1230KIT1 (70,00)

ACP/80/2600

M16 130 18

ACP/80/4000
ACP/125/2600
ACP/125/4000
ACP/200/2600
ACP/200/4000

ART. M1230
.it composto da viti e fiale chimiche per l’ancoraggio delle
gru a colonna alla pavimentazione industriale in cemento
armato (resistenza minima 250 daN cm³).
La verifica di idoneità della pavimentazione è a carico
dell’utilizzatore.

MANUALE
ON-LINE

ANCORAGGI CON VITI E FIALE CHIMICHE PER GRU A COLONNA

M.23Indivisible package  Suggested retail package - Unit price

Tech. Code Column Mib crane model D screw �
F drilling depth

mm
P hole �

mm

SC/80/2000

M16 130 18

SC/80/3000
SC/80/4000
SC/80/5000
SC/125/2000
SC/125/3000
SC/125/4000

SC/125/4000/BIS
SC/125/5000
SC/125/6000
SC/125/7000
SC/125/8000
SC/200/3000

SC/200/3000 TER
SC/200/4000

SC/200/4000 TER
SC/200/5000

SC/200/5000 TER
SC/200/6000

M20 170 25SC/200/7000
SC/200/8000
SC/250/3000

M16 130 18

SC/250/3000BIS
SC/250/3000 TER

SC/250/4000
SC/250/4000BIS

SC/250/4000 TER
SC/250/5000

M20 170 25

SC/250/5000 TER
SC/250/6000
SC/250/7000
SC/250/8000
SC/500/3000
SC/500/4000

SC/500/4000 TER
SC/500/5000

M24 210 28SC/500/5000 TER
SC/500/6000
ACP/80/2600

M16 130 18

ACP/80/4000
ACP/125/2600
ACP/125/4000
ACP/200/2600
ACP/200/4000

ITEM: M1230
Kit consisting of screws and chemical fixing for mounting
column cranes to the reinforced concrete industrial
pavment
(minimum resistance 250 daN cm³).
The verfication of eligibiliy is on the user.

ON-LINE
MANUAL

SCREWS AND CHEMICAL FIXING FOR COLUMN MOUNTED JIB CRANES
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GRU A PORTALE IN PROFILATO GIS SYSTEM KB

Gru a portale - Portata 200 kg
LINK GRUPPO - Bentivoglio �BO� - Anno 2017

M.24

PORTAL CRANES WITH GIS SYSTEM PROFILE

Portal crane 200 kg
LINK GRUPPO - Bentivoglio �BO� - Anno 2017



M

M.25 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

NOTA: A richiesta disponibili anche versioni con portate e dimensioni diverse.

Cod. Tec. GR66
Euro

PO
R

TA
TA

kg

M
O

D
EL

LO

A m
m B m
m C m
m E m
m F m
m H m
m I m
m W m
m Y m
m

M16101253000 (2780,00)
125

GP 125/3000 3780

1560

4280 3200 2700 3090 81 3000 2534
M16101254000 (3010,00) GP 125/4000 4780 5280

3300
3700

3076 83

4000

2518
M16101254500 (3068,00) GP 125/4500 5280 5780 4200 4500
M16102503000 (3114,00)

250
GP 250/3000 3780 4280

3350

2700 3000
M16102504000 (3139,00) GP 250/4000 4780 5280 3700 4000
M16102504500 (3198,00) GP 250/4500 5280 5780 4200

3036 102

4500 2459
M16105003000 (3234,00)

500
GP 500/3000 3780 4280 2700 3000

2437

M16105004000 (3259,00) GP 500/4000 4780 5280 3700 4000
M16105004500 (3419,00) GP 500/4500 5280 5780 4200 4500
M16107503000 (3782,00)

750
GP 750/3000 3780 4280 2700 3000

M16107504000 (3781,00) GP 750/4000 4780 5280 3700 4000
M161010003000 (3146,00) 1000 GP 1000/3000 3780 4280 2700 3000

ART. M1610
Gru a portale, modello GP, in profilo GIS System .B.

Caratteristiche:
- Profilo rullato a freddo, non piegato e privo di saldature
- Finitura con una mano di antiruggine e due di vernice idrosolubile non adatta

ad ambienti esterni o particolarmente umidi

Vantaggi:
- Massima scorrevolezza garantita dalla qualità del profilo
- Grazie alle 4 ruote pivottanti di grande diametro, rivestite in adiprene, la gru può
essere spostata con facilità

Dotazione:
- Carrello porta paranco
- Impianto di alimentazione elettrica in cavo piatto a festoni e carrelli porta cavo
- Interruttore di linea tripolare
- Manuale di uso e manutenzione
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MANUALE
ON-LINE

GRU A PORTALE IN PROFILATO GIS SYSTEM KB

M.25Indivisible package  Suggested retail package - Unit price

NOTE: Upon request versions featuring different load capacity may be supplied.

Tech. Code

LO
AD

C
AP

AC
IT

Y
kg

M
O

D
EL

A m
m B m
m C m
m E m
m F m
m H m
m I m
m W m
m Y m
m

125
GP 125/3000 3780

1560

4280 3200 2700 3090 81 3000 2534
GP 125/4000 4780 5280

3300
3700

3076 83

4000

2518
GP 125/4500 5280 5780 4200 4500

250
GP 250/3000 3780 4280

3350

2700 3000
GP 250/4000 4780 5280 3700 4000
GP 250/4500 5280 5780 4200

3036 102

4500 2459

500
GP 500/3000 3780 4280 2700 3000

2437

GP 500/4000 4780 5280 3700 4000
GP 500/4500 5280 5780 4200 4500

750
GP 750/3000 3780 4280 2700 3000
GP 750/4000 4780 5280 3700 4000

1000 GP 1000/3000 3780 4280 2700 3000

ITEM: M1610
Portal cranes, GP model, with GIS KB system profile.

Features:
- Profile cold rolled not bent without welds
- Finishing a coat of anti-rust, two coats of water-soluble paint,

not suitable for external or particularly humid enviroments

Advantages:
- Maximum smoothness guaranteed by the quality of the profile
- Thanks to the 4 wide diameters wheels coated in neoprene,

the crane can be easily moved

Supplied with:
- Hoist trolley
- Power supply system with flat cable and cable trolleys
- Three pole circuit breaker switch
- Instruction manual for assembly, use and maintenance

ON-LINE
MANUAL

PORTAL CRANES WITH GIS SYSTEM PROFILE
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M

GRU A BANDIERA A MENSOLA CON BRACCIO IN PROFILATO GIS SYSTEM KB

SM 500/6000
EMMEGI Cassano d'Adda �MI�

SM 200/7000 con radiocomando
EMMEGI - Cassano d'Adda �MI�

M.26

WALL MOUNTED JIB CRANES WITH GIS KB ARM

SM 500/6000
EMMEGI Cassano d
Adda �MI�

SM 200/7000 radio controlled crane
EMMEGI Cassano d
Adda �MI�



M

M.27 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

** Per dimensioni gruppo staffe e tiranti di ancoraggio, vedere a pag. M.34

NOTA: A richiesta disponibili anche versioni con portate diverse.

Cod. Tec. GR66
Euro

PO
R
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TA

kg

M
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m
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R
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m

PE
SO kg

M13100802000 (715,00)

80

SM 80/2000 2020 1855

135

405

180 77 80 620 750 1

2 180 247 70
M13100803000 (772,00) SM 80/3000 3020 2855

3
270 370 80

M13100804000 (884,00) SM 80/4000 4020 3855 415 360 494 90
M13100805000 (1108,00) SM 80/5000 5020 4855 425 4 450 617 100
M13101252000 (861,00)

125

SM 125/2000 2020 1855
405

3 270 370 70
M13101253000 (987,00) SM 125/3000 3020 2855 4 400 548 80
M13101254000 (1119,00) SM 125/4000 4030 3865

185

570

240

93

150

760 880

2

3 450 738 85
M13101255000 (1251,00) SM 125/5000 5030 4865 655 4 550 902 100
M13101256000 (1384,00) SM 125/6000 6030 5850 680 86

5
660 1083 130

M13101257000 (1623,00) SM 125/7000 7035 6855 805
124 1010 1130

550 1177 140
M13101258000 (1968,00) SM 125/8000 8035 7855 890 6 620 1327 150
M13102003000 (1041,00)

200

SM 200/3000 3030 2865 485
93

760 880

4 510 837 80
M13102004000 (1226,00) SM 200/4000 4030 3865 570 5 680 1115 90
M13102005000 (1384,00) SM 200/5000 5030 4850 670

86

6 840 1378 125
M13102006000 (1646,00) SM 200/6000 6030 5850 680 7 1000 1640 130
M13102007000 (2333,00) SM 200/7000 7035 6830 805

1010 1130
6 880 1883 200

M13102008000 (2440,00) SM 200/8000 8035 7830 890 7 1000 2140 240
M13102503000B (1041,00)

250

SM 250/3000 Bis 3030 2865 485
93 760 880

4 610 1006 90
M13102504000B (1226,00) SM 250/4000 Bis 4030 3865 570

5
820 1348 120

M13102505000 (1554,00) SM 250/5000 5035 4855
685 124

1010 1130

780 1670 130
M13102506000 (1709,00) SM 250/6000 6035 5855 6 930 1990 160
M13102507000 (2058,00) SM 250/7000 7035 6830 805

86
7 1100 2354 210

M13102508000 (2314,00) SM 250/8000 8035 7830 890 8 1250 2675 250
M13105003000 (1482,00)

500

SM 500/3000 3035 2735 670
124

6 900 1926 130
M13105004000 (1639,00) SM 500/4000 4035 3855 600 8 1200 2568 180
M13105005000 (1841,00) SM 500/5000 5045 4840

730

88 1012 1132 3

10 1500 3210 235
M13105006000 (2099,00) SM 500/6000 6045 5840 12 1800 3852 255
M13105007000 (2664,00) SM 500/7000 7045 6840 815 14 2100 4494 275
M13105008000 (2975,00) SM 500/8000 8045 7840 880 16 2400 5136 330
M131010003000 (1835,00)

1000

SM1000/3000 3045 2720 680 12 1810 3874 150
M131010004000 (2046,00) SM1000/4000 4045 3720 765 16 2410 5158 190
M131010005000 (2192,00) SM1000/5000 5045 4720

850
20 3000 6420 230

M131010006000 (2631,00) SM1000/6000 6045 5720 23 3600 7704 280

ART. M1310
Gru a mensola, modello SM,
con braccio in profilo GIS System .B.

Caratteristiche:
- Profilo rullato a freddo, non piegato e privo di saldature
- Freno a tazza esente usura
- Finitura con una mano di antiruggine e due di vernice idrosolubile non adatta

ad ambienti esterni o particolarmente umidi

Vantaggi:
- Massima scorrevolezza garantita dalla qualità del profilo
- Rotazione del braccio fino a 270°

Dotazione:
- Carrello porta paranco
- Impianto di alimentazione elettrica in cavo piatto a festoni e carrelli porta cavo
- Manuale di uso e manutenzione
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* L’ampiezza della rotazione può essere limitata
dall’ interferenza con il pilastro a cui è ancorata la mensola.

* L’ampiezza della rotazione può essere limitata
dall’interferenza con il pilastro a cui è ancorata la mensola.

MANUALE
ON-LINE

GRU A BANDIERA A MENSOLA CON BRACCIO IN PROFILATO GIS SYSTEM KB

M.27Indivisible package  Suggested retail package - Unit price

** For brackets and staybolts unit dimensions, look at page M.34

NOTE: Upon request cranes with different load capacities may be supplied.

Tech. Code
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N
D

AT
IO

N
kg

/c
m

ð

AN
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W
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80

SM 80/2000 2020 1855

135

405

180 77 80 620 750 1

2 180 247 70
SM 80/3000 3020 2855

3
270 370 80

SM 80/4000 4020 3855 415 360 494 90
SM 80/5000 5020 4855 425 4 450 617 100

125

SM 125/2000 2020 1855
405

3 270 370 70
SM 125/3000 3020 2855 4 400 548 80
SM 125/4000 4030 3865

185

570

240

93

150

760 880

2

3 450 738 85
SM 125/5000 5030 4865 655 4 550 902 100
SM 125/6000 6030 5850 680 86

5
660 1083 130

SM 125/7000 7035 6855 805
124 1010 1130

550 1177 140
SM 125/8000 8035 7855 890 6 620 1327 150

200

SM 200/3000 3030 2865 485
93

760 880

4 510 837 80
SM 200/4000 4030 3865 570 5 680 1115 90
SM 200/5000 5030 4850 670

86

6 840 1378 125
SM 200/6000 6030 5850 680 7 1000 1640 130
SM 200/7000 7035 6830 805

1010 1130
6 880 1883 200

SM 200/8000 8035 7830 890 7 1000 2140 240

250

SM 250/3000 Bis 3030 2865 485
93 760 880

4 610 1006 90
SM 250/4000 Bis 4030 3865 570

5
820 1348 120

SM 250/5000 5035 4855
685 124

1010 1130

780 1670 130
SM 250/6000 6035 5855 6 930 1990 160
SM 250/7000 7035 6830 805

86
7 1100 2354 210

SM 250/8000 8035 7830 890 8 1250 2675 250

500

SM 500/3000 3035 2735 670
124

6 900 1926 130
SM 500/4000 4035 3855 600 8 1200 2568 180
SM 500/5000 5045 4840

730

88 1012 1132 3

10 1500 3210 235
SM 500/6000 6045 5840 12 1800 3852 255
SM 500/7000 7045 6840 815 14 2100 4494 275
SM 500/8000 8045 7840 880 16 2400 5136 330

1000

SM1000/3000 3045 2720 680 12 1810 3874 150
SM1000/4000 4045 3720 765 16 2410 5158 190
SM1000/5000 5045 4720

850
20 3000 6420 230

SM1000/6000 6045 5720 23 3600 7704 280

ITEM: M1310
Wall mounted jib crane, SM model
with GIS KB system profile arm.

Features:
- Profile cold-rolled not bent without welds
- Brakes operated by cap springs, wear resistant
- Finishing a coat of anti-rust, two coats of water-soluble paint,

not suitable for external or particular humid enviroments

Advantages:
- Maximum smoothness guaranteed by the quality of the profile
- Arm rotation up to 270°

Supplied with:
- Hoist trolley
- Power supply system with flat cable and cable trolleys
- Instruction manual for assembly, use and maintenance

* The amplitude of the rotation can be limited by the
interference with the pillar to which it is anchored the bracket.

ON-LINE
MANUAL

WALL MOUNTED JIB CRANES WITH GIS KB ARM
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GRU A BANDIERA A MENSOLA CON BRACCIO IN TRAVE E TIRANTI

M.28

WALL MOUNTED JIB CRANES WITH BEAM ARM
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M.29 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

NOTA: A richiesta disponibili anche versioni con portate diverse.

Cod. Tec. GR66
Euro

PO
R

TA
TA

kg

M
O

D
EL

LO

SB
R

AC
C

IO
C m
m

PO
SI

ZI
O

N
E

ES
TR

EM
A

D
EL

G
AN

C
IO

B
m

m A m
m Q m
m S m
m T m
m U m
m V m
m W m
m

Al
a 

Z
m

m Į°

TI
PO

 G
R

U
PP

O
 S

TA
FF

E
E

TI
R

AN
TI

**

PR
ES

SI
O

N
E

TR
A

M
EN

SO
LA

 P
IL

AS
TR

O
kg

/c
m

ð

TR
AZ

IO
N

E 
PE

R
TI

R
AN

TE
D

IA
N

C
O

R
AG

G
IO

kg

M
O

M
EN

TO
FL

ET
TE

N
TE

SU
L 

PI
LA

ST
R

O
kg

m

PE
SO kg

M13202503000 (1301,00)

250

TM 250/3000 3040 2800

185

477

240

86

150

1010 1130
120 255

2

3 470 1006 160
M13202504000 (1428,00) TM 250/4000 4040 3800 4 630 1348 205
M13202505000 (1546,00) TM 250/5000 5040 4800 5 780 1670 225
M13202506000 (1683,00) TM 250/6000 6040 5800 6 930 1990 245
M13202507000 (1862,00) TM 250/7000 7040 6800 7 1100 2354 265
M13202508000 (2137,00) TM 250/8000 8040 7800 8 1250 2675 285
M13205003000 (1301,00)

500

TM 500/3000 3040 2800
480

6 900 1926 185
M13205004000 (1447,00) TM 500/4000 4040 3800 8 1200 2568 205
M13205005000 (1541,00) TM 500/5000 5051 4810

491
126

1012 1132 3

10 1500 3210 275
M13205006000 (1868,00) TM 500/6000 6051 5810 12 1800 3852 295
M13205007000 (1997,00) TM 500/7000 7051 6810 107 140 250 14 2100 4494 350
M13205008000 (2095,00) TM 500/8000 8051 7810 88

160

245 16 2400 5136 420
M132010003000 (1319,00)

1000

TM 1000/3000 3051 2810

558
126 255

12 1810 3874 195
M132010004000 (1617,00) TM 1000/4000 4051 3810 16 2410 5158 255
M132010005000 (1784,00) TM 1000/5000 5051 4810 20 3000 6420 275
M132010006000 (1875,00) TM 1000/6000 6051 5810

107 140 250
23 3600 7704 325

M132015004000 (1623,00)
1500

TM 1500/4000 4051 3810
568

21 3300 7062 275
M132015004500 (1673,00) TM 1500/4500 4451 4210 27 4200 8988 285

ART. M1320
Gru a mensola, modello TM, con braccio in trave.

Caratteristiche:
- Freno a tazza esente usura
- Finitura con una mano di antiruggine e due di vernice idrosolubile non adatta

ad ambienti esterni o particolarmente umidi

Vantaggi:
- Rotazione del braccio fino a 270°

Dotazione:
- Impianto di alimentazione elettrica su canalina esterna d'acciaio
e carrelli porta cavo

- Manuale di uso e manutenzione
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MANUALE
ON-LINE

GRU A BANDIERA A MENSOLA CON BRACCIO IN TRAVE E TIRANTI

M.29Indivisible package  Suggested retail package - Unit price

NOTE: Upon request cranes with different load capacities may be supplied.

Tech. Code
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250

TM 250/3000 3040 2800

185

477

240

86

150

1010 1130
120 255

2

3 470 1006 160
TM 250/4000 4040 3800 4 630 1348 205
TM 250/5000 5040 4800 5 780 1670 225
TM 250/6000 6040 5800 6 930 1990 245
TM 250/7000 7040 6800 7 1100 2354 265
TM 250/8000 8040 7800 8 1250 2675 285

500

TM 500/3000 3040 2800
480

6 900 1926 185
TM 500/4000 4040 3800 8 1200 2568 205
TM 500/5000 5051 4810

491
126

1012 1132 3

10 1500 3210 275
TM 500/6000 6051 5810 12 1800 3852 295
TM 500/7000 7051 6810 107 140 250 14 2100 4494 350
TM 500/8000 8051 7810 88

160

245 16 2400 5136 420

1000

TM 1000/3000 3051 2810

558
126 255

12 1810 3874 195
TM 1000/4000 4051 3810 16 2410 5158 255
TM 1000/5000 5051 4810 20 3000 6420 275
TM 1000/6000 6051 5810

107 140 250
23 3600 7704 325

1500
TM 1500/4000 4051 3810

568
21 3300 7062 275

TM 1500/4500 4451 4210 27 4200 8988 285

ITEM: M1320
Wall mounted jib, TM model, with beam arm.

Features:
- Brakes operated by cap springs, wear resistant
- Finishing a coat of anti-rust, two coats of water-soluble paint,

not suitable for external or particular humid enviroments

Advantages:
- Arm rotation up to 270°

Supplied with:
- Power supply system with flat cable and cable trolleys
- Instruction manual for assembly, use and maintenance

ON-LINE
MANUAL

WALL MOUNTED JIB CRANES WITH BEAM ARM
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GRU A BANDIERA A MENSOLA CON BRACCIO RIALZATO IN TRAVE

Gru mensola braccio rialzato RM 500/6000
CRM Srl - Torre De' Roveri �BG� - Anno 2013

M.30

WALL MOUNTED OVERHEAD BEAM JIB CRANES

RM 500/6000 - Wall-mounted Mib crane with raised boom
Year 2013 - CRM srl - Torre De
 Roveri �BG�
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M.31 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

** Per dimensioni gruppo staffe e tiranti di ancoraggio, vedere a pag. M.34

* L’ampiezza della rotazione può essere limitata dall’interferenza con il pilastro a cui è ancorata la mensola.
*** Quota rilevata con carico applicato.
A richiesta si forniscono gru per portate diverse.
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M13302503000 (1110,00)

250

RM 250/3000 3000 2840

185

587

240

705

150

1010 1130

90 265

2

3 470 1006 140
M13302504000 (1398,00) RM 250/4000 4000 3840 685 100

260
4 630 1348 170

M13302505000 (1411,00) RM 250/5000 5000 4840 665 110 5 780 1670 210
M13302506000 (1670,00) RM 250/6000 6000 5840 733 160 245 6 930 1990 270
M13302507000 (1961,00) RM 250/7000 7000 6840 714 180 240 7 1100 2354 335
M13302508000 (2312,00) RM 250/8000 8000 7840 695 200 235 8 1250 2675 425
M13305003000 (1175,00)

500

RM 500/3000 3000 2840

590

685 100
260

6 900 1926 150
M13305004000 (1457,00) RM 500/4000 4000 3840 665 110 8 1200 2568 185
M13305005000 (1842,00) RM 500/5000 5000 4840

714

1012 1132

180 240

3

10 1500 3210 280
M13305006000 (1880,00) RM 500/6000 6000 5840 12 1800 3852 315
M13305007000 (2201,00) RM 500/7000 7000 6840 695 200 235 14 2100 4494 400
M13305008000 (2661,00) RM 500/8000 8000 7840 675 220 225 16 2400 5136 510

M133010003000 (1494,00)

1000

RM 1000/3000 3000 2830

657

733 160 245 12 1810 3874 195
M133010004000 (1798,00) RM 1000/4000 4000 3830 714 180 240 16 2410 5158 245
M133010005000 (2410,00) RM 1000/5000 5000 4830 695 200 235 20 3000 6420 315
M133010006000 (2190,00) RM 1000/6000 6000 5830

675
220 225

23 3600 7704 410
M133015004000 (2093,00)

1500
RM 1500/4000 4000 3830

21
3300 7062 310

M133015005000 (2121,00) RM 1500/5000 4800 4630 240 220 4200 8988 410

ART. M1330
Gru a mensola, modello RM, con braccio in trave rialzata.

Caratteristiche:
- Freno a tazza esente usura
- Finitura con una mano di antiruggine e due di vernice
  idrosolubile non adatta ad ambienti esterni o particolarmente umidi

Vantaggi:
- Il braccio in trave rialzata permette di recuperare spazio in altezza aumentando
  la corsa gancio
- Rotazione del braccio fino a 270°

Dotazione:
- Impianto di alimentazione elettrica su canalina esterna d’acciaio e carrelli
  porta cavo
- Manuale di uso e manutenzione
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GRU A BANDIERA A MENSOLA CON BRACCIO RIALZATO IN TRAVE

M.31Indivisible package  Suggested retail package - Unit price

** For brackets and staybolts unit dimensions, look at page M.34

* The rotation radius can be limited by the pillar itself to which is anchored the bracket. Height assessed when loaded. Upon request cranes with different load capacities
may be supplied.
*** Height measured with applied load.
Different load capacities may be supplied upon request.
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250

RM 250/3000 3000 2840

185

587

240

705

150

1010 1130

90 265

2

3 470 1006 140
RM 250/4000 4000 3840 685 100

260
4 630 1348 170

RM 250/5000 5000 4840 665 110 5 780 1670 210
RM 250/6000 6000 5840 733 160 245 6 930 1990 270
RM 250/7000 7000 6840 714 180 240 7 1100 2354 335
RM 250/8000 8000 7840 695 200 235 8 1250 2675 425

500

RM 500/3000 3000 2840

590

685 100
260

6 900 1926 150
RM 500/4000 4000 3840 665 110 8 1200 2568 185
RM 500/5000 5000 4840

714

1012 1132

180 240

3

10 1500 3210 280
RM 500/6000 6000 5840 12 1800 3852 315
RM 500/7000 7000 6840 695 200 235 14 2100 4494 400
RM 500/8000 8000 7840 675 220 225 16 2400 5136 510

1000

RM 1000/3000 3000 2830

657

733 160 245 12 1810 3874 195
RM 1000/4000 4000 3830 714 180 240 16 2410 5158 245
RM 1000/5000 5000 4830 695 200 235 20 3000 6420 315
RM 1000/6000 6000 5830

675
220 225

23 3600 7704 410

1500
RM 1500/4000 4000 3830

21
3300 7062 310

RM 1500/5000 4800 4630 240 220 4200 8988 410

ITEM: M1330
Wall mounted jib, RC model, with overhead beam arm.

Features:
- Brakes operated by cap springs, wear resistant
- Finishing a coat of anti-rust, two coats of water-soluble paint,
not suitable for external or particular humid enviroments

Advantages:
- The raised beam allows you to save height, increasing the hook run
- Arm rotation up to 270°

Supplied with:
- External power supply system on a steel profile with cable trolleys
- Instruction manual of assembly, use and maintenance

ON-LINE
MANUAL

WALL MOUNTED OVERHEAD BEAM JIB CRANES
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M

GRU A BANDIERA A MENSOLA CON BRACCIO ARTICOLATO

Gru a mensola AMH 80/4000
complete di sollevatori Vacuhandling
CLARIANT - Pogliano M.se �MI� - Anno 2008

M.32

WALL MOUNTED JIB CRANES WITH ARTICULATED ARM

AMH 80/4000 Wall-mounted Jib Crane
Complete with Vacuhandling lifting system
CLARIANT Pogliano M.se �MI� - Year 2008
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M.33 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR66
Euro
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M1340P802600 (1753,00)
80

AMP 80/2600 2650 2600

185

460 840 735
230

760 880 2

2 210 336 118
M1340P804000 (1938,00) AMP 80/4000 4050 4000 350 3 300 480 141

M1340P1252600 (1882,00)
125

AMP 125/2600 2650 2600 230 4 340 540 118
M1340P1254000 (2243,00) AMP 125/4000 4050 4000

410 890 785
350 3 450 738 142

M1340P2002600 (2114,00)
200

AMP 200/2600 2650 2600 230 4 510 837 137
M1340P2004000 (2793,00) AMP 200/4000 4050 4000 350 5 680 1115 164
M1340H0802600 (1745,00)

80
AMH 80/2600 2650 2600

460 840 685
230 2 210 336 117

M1340H0804000 (1938,00) AMH 80/4000 4050 4000 350 3 300 480 142
M1340H1252600 (1882,00)

125
AMH 125/2600 2650 2600 230 4 340 540 117

M1340H1254000 (2243,00) AMH 125/4000 4050 4000
410 890 735

350 3 450 738 141
M1340H2002600 (2114,00)

200
AMH 200/2600 2650 2600 230 4 510 837 136

M1340H2004000 (2891,00) AMH 200/4000 4050 4000 350 5 680 1115 161

ART. M1340
Gru a mensola, modello AMP - AMH, con braccio articolato.
Mod. AMP con attacco a golfare, è adatto per ogni tipo di paranco con sospensione.
Mod. AMH con attacco rigido a manicotto, si utilizza con sollevatori a depressione
VACU-B o paranchi GIS modello Teleskop.

Caratteristiche:
- Freno a tazza esente da usura
- Snodo del braccio rotante su cuscinetti a sfera di alta qualità
- Finitura con una mano di antiruggine e due di vernice idrosolubile non adatta
ad ambienti esterni o particolarmente umidi

Vantaggi:
- Massima copertura dell'area adiacente alla colonna
- Possibilità di superare ostacoli grazie all'articolazione del braccio

Dotazione:
- Impianto di alimentazione elettrica interno, solo modello AMP
- Manuale di uso e manutenzione
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MANUALE
ON-LINE

GRU A BANDIERA A MENSOLA CON BRACCIO ARTICOLATO

** Per dimensioni gruppo staffe e tiranti di ancoraggio, vedere a pag. M.34

M.33Indivisible package  Suggested retail package - Unit price
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80
AMP 80/2600 2650 2600

185

460 840 735
230

760 880 2

2 210 336 118
AMP 80/4000 4050 4000 350 3 300 480 141

125
AMP 125/2600 2650 2600 230 4 340 540 118
AMP 125/4000 4050 4000

410 890 785
350 3 450 738 142

200
AMP 200/2600 2650 2600 230 4 510 837 137
AMP 200/4000 4050 4000 350 5 680 1115 164

80
AMH 80/2600 2650 2600

460 840 685
230 2 210 336 117

AMH 80/4000 4050 4000 350 3 300 480 142

125
AMH 125/2600 2650 2600 230 4 340 540 117
AMH 125/4000 4050 4000

410 890 735
350 3 450 738 141

200
AMH 200/2600 2650 2600 230 4 510 837 136
AMH 200/4000 4050 4000 350 5 680 1115 161

ITEM: M1340
Wall mounted jib crane, AMP - AMH model, with articulated arm.
Mod. AMP with eye bolt suspension, suitable for with suspension.
Mod. AMH with rigid sleeved attachment, can be used with VACU-B systems or GIS
hoists teleskop models.

Features:
- Brake operated by cap springs, wear resistant
- Arm joint rotating on high quality ball bearings
- Finishing coat with anti-rust, two coats of water-soluble
paint,not suitable for external or particularly humid environments

Avantages:
- Maximum coverage of the area adjacent to the column
- Ability to overcome obstacles thanks to the arm articulation

Supplied with:
- Internal power supply system, only for AMP model
- Instruction manual for assembly, use and maintenance

ON-LINE
MANUAL

WALL MOUNTED ARTICULATING JIB CRANES

** For brackets and staybolts unit dimensions, look at page M.34
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M.34 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

GRUPPO STAFFE E TIRANTI PER ANCORAGGIO DI GRU A MENSOLA
ART. M1410
Gruppo staffe e tiranti per l'ancoraggio delle gru a mensola.

Cratteristiche:
- Progettati su misura per ancorare le gru a mensola modello SM, TM, RM, AMP e AMH

Vantaggi:
- Assicurano un fissaggio sicuro e stabile nel tempo

Dotazione:
- Corredati dalla bulloneria necessaria all'accoppiamento con la gru a mensola

Cod. Tec. GR66
Euro

TIPO GRUPPO STAFFE
E TIRANTI

Larghezza pilastro �A�
mm

Peso
kg

M1410250KIT1 (463,00) 1
da mm 250 a 450

54
M1410250KIT2 (507,00) 2 62
M1410250KIT3 (610,00) 3 73
M1410450KIT1 (492,00) 1

da mm 451 a 650
64

M1410450KIT2 (518,00) 2 76
M1410450KIT3 (691,00) 3 88
M1410650KIT1 (421,00) 1

da mm 651 a 850
74

M1410650KIT2 (561,00) 2 87
M1410650KIT3 (601,00) 3 105

ATTACCHI SPECIALI PER GRU

- Ancoraggio per gru su colonna circolare in C.A.- Staffa speciale con fissaggio chimico laterale su C.A.

M.34 Indivisible package  Suggested retail package - Unit price

ANCHORING BRACKET SYSTEM KIT FOR WALL-MOUNTED CRANES
ITEM: M1410
Anchoring brackets system kit, complete with bolts for wall mounting.

Features:
- Designed to anchor cranes models SM, TM, RM, AMP, AMH

Advantages:
- Ensures a stable secure fixing system over time

Supplied with:
- The necessary couplings and bolts for the crane mounting

Tech. Code ANCHORING SYSTEM
Pillard width �A�

mm
Weight

kg
1

from  250 up to 450 mm
54

2 62
3 73
1

from  451 up to 650 mm
64

2 76
3 88
1

from 651 a 850 mm
74

2 87
3 105

SPECIAL CRANES ANCHORINGS

- Crane anchoring system on round pillar in R.C.- Special lateral chemical fastening-on R.C.
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M.35

SOLUZIONI PER LA SICUREZZA DEI LAVORI IN QUOTA NELLE INDUSTRIE

RISCHIO DI CADUTA IN AMBIENTE INDUSTRIALE INTERNO

PROTEZIONE CONTRO LE CADUTE IN AMBIENTE INDUSTRIALE INTERNO

Contattaci per consulenza
M.35

SOLUTIONS FOR THE SAFETY OF WORK AT HEIGHT IN INDUSTRIES

FALLING RISK IN INTERNAL INDUSTRIAL ENVIRONMENTS

PROTECTION AGAINST FALLS IN INTERNAL INDUSTRIAL ENVIORNMENTS

Contact us for advice
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M.36 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ART. M1600
Sistemi modulari di monorotaie e carriponte in profilo Gis System .B per la
movimentazione sicura ed affidabile di carichi sospesi.

Caratteristiche:
- Profilo rullato a freddo, non piegato e privo di saldature
- Finitura con una mano di antiruggine e due di vernice
  idrosolubile non adatta ad ambienti esterni o particolarmente
  umidi

Dotazione:
- Carrello porta paranco
- Impianto di alimentazione elettrica in cavo piatto a festoni e

carrelli porta cavo
- Manuale di uso e manutenzione

Vantaggi:
- Massima scorrevolezza garantita dalla qualità del profilo
- L’ottimo rapporto fra il peso proprio del profilo .B e la sua portata rendono il
sistema molto leggero e robusto al tempo stesso e quindi molto agevole da

  movimentare
- Facilità di montaggio grazie alla modularità del sistema
- Minimo rumore garantito dal rivestimento in teflon delle ruote di scorrimento dei
  carrelli

SISTEMI MODULARI DI MONOROTAIE E CARRIPONTE IN PROFILATO SYSTEM KB

Portata fino a 500 kgPortata fino a 500 kg

• MASSIMA SCORREVOLEZZA
• MASSIMA SICUREZZA
• FACILITÀ DI MONTAGGIO
• MINIMO RUMORE

A RICHIESTA SONO DISPONIBILI
PROFILI PER PORTATE SUPERIORI

KB IIKB II

Portata fino 1500 kgPortata fino 1500 kg

CARROPONTE SOSPESO MONOTRAVE

Perfetto per movimentare carichi
fino a 1000 kg in tutta l’area
in cui bisogna lavorare
in modo rapido e sicuro.

Fornibile in versione
con ponte rigido o
oscillante.

Per ulteriori informazioni contattate
il nostro ufficio tecnico lifting@linkspa.it

MONOROTAIA CON CURVE

La modularità della struttura è
particolarmente indicata qualora il
percorso che devono seguire i carichi da
movimentare preveda anche curve e/o
scambi.

A RICHIESTA DISPONIBILI ANCHE
VERSIONI CON PROFILO IN ALLUMINIO

M.36 Indivisible package  Suggested retail package - Unit price

ITEM: M1600
Modular system fo KB profile system monorails and travelling cranes for the safe and
reliable handling of suspended loads.

Features:
- Profile cold rolled not bent without welds
- Finishing coat with anti-rust, two coats of water soluble paint,

not suitable for external or particular humid environments

Supplied with:
- Hoist trolley
- Power supply system with flat cable and cable trolleys
- Instruction manual for assembly, use and maintenance

Advantages:
- Maximum smoothness guaranteed by the quality of the profile
- The outstanding profile weight/capacity ratio light and rigid at the same time and

very easy to handle
- Easy to mount thanks to the modularity of the system
- Minimum noise level guaranteed by a reflon coating on the trolleys wheels

MODULAR SYSTEM FOR KB PROFILE SYSTEM MONORAILS AND TRAVELLING CRANES

Load capacity up to 500 kg

• MAXIMUM SMOOTHNESS
• MAXIMUM SAFETY
• EASY TO ASSEMBLE
• MINIMUM NOISE

HIGHER CAPACITIES PROFILE
AVALAIBLE ON REQUEST

KB II

Load capacity up to 1500 kg

SINGLE BEAM SUSPENDED
BRIDGE CRANE

Perfect to move loads up to
1000 Kg quickly and safely
through the working area.

Suplied with rigid or
floating birdge.

For more information please contact
our technical office lifting@linkspa.it

RAIL WITH CURVES

The modularity of the structure is
particularly suitable whenever the load
must follow curves or cross-sections.

ALUMINUM PROFILE VERSIONS
ALSO AVAILABLE ON REQUEST
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M.37 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

CARRIPONTE GIS KB I

Impianto a carroponte, comprensivo di struttura di sostegno, realizzato con elementi modulari e profili scatolati in acciaio di qualità, rullati a freddo che consentono una
scorrevolezza eccezionale. Esecuzione assolutamente rigida e in grado di ridurre al minimo gli sforzi legati alla traslazione sia del ponte che del carrello porta paranco.
Portate disponibili kg 200 e 500.

Vie di corsa:
- 2 barre lunghezza mm 6000
- Scartamento mm 4000
- Profilo Gis System .B I
- Alimentazione elettrica a festoni con carrelli interni al profilo e scatola di
  derivazione in testa, lungo le vie di corsa
- Finitura con una mano di antiruggine e due di vernice idrosolubile non adatta ad

ambienti esterni o particolarmente umidi

Sospensioni:
- n. 6 di tipo dirette per travi con ala da mm. 65 a mm. 200
- Interasse max mm 3000

Ponte sospeso:
- Tipo mono trave
- Larghezza max mm 4500
- Profilo GIS System .B I
- Rinforzo IPE 120
- Altezza da terra mm 3300
- Alimentazione elettrica a festoni con carrelli interni al profilo lungo il ponte
- Traslazione manuale del ponte lungo le vie di corsa
- Traslazione manuale del carrello porta paranco lungo il ponte
- Finitura con una mano di antiruggine e due di vernice idrosolubile non adatta ad

ambienti esterni o particolarmente umidi

Struttura portante:
- Solida carpenteria d’acciaio realizzata con profilati commerciali
- Piastre di base forate per ancoraggio a terra mediante sistema chimico
 con fiale e tiranti
- Sistema di montaggio tramite giunzioni bullonate
- Ingombro massimo in altezza mm 4100
- Ingombro massimo in larghezza mm 5900
- Ingombro massimo in lunghezza mm 6000
- Finitura con una mano di antiruggine e due di vernice idrosolubile non adatta ad

ambienti esterni o particolarmente umidi

Paranco elettrico a catena GIS GP250:
- Costruzione robusta con carcassa e coperchi in fusione di alluminio
- Nuovo sistema frenante per un arresto immediato e preciso del carico
- Finecorsa elettrici in salita e discesa regolabili
- Corsa gancio mm 2700
- Pulsantiera di comando in bassa tensione 42V
- Alimentazione 380V, 3Ph, 50 Hz

ART. M2000

Cod. Tec. GR66
Euro

Portata
kg

Area di lavoro
mm

Paranco
Velocità

m/s
Peso

kg

M20002006X4 (12334,00) 200
6000 x 4000

GP250
1NF

8/2 1900

M20005006X4 (15094,00) 500
GP250

2NF
4/1 1950

MANUALE
ON-LINE

M.37Indivisible package  Suggested retail package - Unit price

KB TRAVELLING CRANES

Modular crane system with supporting structure, realized with modular elements and high quality steel profiles, cold rolled allowing an outstanding smooth running.
Rigid and stable construction to minimize the efforts related to both bridge and of hoist trolley movements. Available load capacities: 200 and 500 Kg.

Runways:
- 2 Bars length 6000 mm
- Gauge 4000 mm
- GIS system KB I profile
- Power supply cable ,profile built-in trolleys , front connection box units positioned
along the runways

- Finishing with 1 coat of anti-rust and 2 coats of water soluble paint which is not
suitable for external or particulary humid environments

Suspensions:
- 6 direct suspensions for beams with a flange from 65 mm up to 200 mm
- Maxximum interaxis 3000 mm

Bridge:
- Single beam
- Maximum width 4500 mm
- GIS system KB I profile
- Reinforcement IPE 120
- Height from ground 3300 mm
- Power supply cable and profile built-in trolleys positioned along the bridge
- Manual translation of the bridge along the runways
- Manual hoist movement along the bridge
- Finishing with 1 coat of anti-rust and 2 coats of water soluble paint which is not

suitable for external or particulary humid environments

Structure:
- Solid steel structure built with commercial profiles
- Perforated base plates for ground anchoring by chemical vials and tie rods
- Maximum height 4100 mm
- Maximum width 5900 mm
- Maximum length 6000 mm
- Finishing with 1 coat of anti-rust and 2 coats of water soluble paint which is not

suitable for external or particulary humid environments

Electric chain hoist GIS GP250:
- Sturdy construction with cast aluminium housing and covers
- New braking system for an immediate and precise stop of the load
- Adjustable up and down electric limit switch- Hook run 2700 mm
- Control panel low voltage 42 V
- Supply 380 V, 3 Ph, 50 Hz

ITEM: M2000

Tech. Code Load capacity
Kg

Operation area
mm

Hoist
Speed

m/s
Weight

kg

200
6000 x 4000

GP250
1NF

8/2 1900

500
GP250

2NF
4/1 1950

ON-LINE
MANUAL
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M.38 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ART. M3010
Sollevatori a depressione con vuoto prodotto da pompa elettrica per sollevare vari tipi di materiale.

M301030PS - Modello con piastra singola rettangolare
M301030PD - Modello con doppia piastra rettangolare su traversa di 500mm
M301030PO - Modello con piastra ovale
M301035PTI - Modello con piastra circolare con supporto in alluminio e guarnizione in silicone,

  impugnatura di comando in acciaio INOX AISI 304
M301060PD - Modello con doppia piastra rettangolare su traversa di 500mm
M301060PO - Modello con piastra ovale
M3010100PQ - Modello con piastra quadrupla rettangolare. Le distanze fra le singole ventose sono

regolabili su 2 barre da 600mm montate su una traversa da 1800mm

Caratteristiche:
- Pompa trifase 380V 50Hz
- Soffietto pneumatico di sollevamento
- Filtro a protezione della pompa
- 13m di tubo di aspirazione
- Velocità di alzata/discesa con regolazione continua da 0 a 30 m/min
- Corsa verticale utile 1700mm
- Testa di sospensione rotante 360° in continuo

Vantaggi:
- Movimentazione precisa e veloce di carichi
- Regolazione del livello di vuoto mediante comode manopole posizionate sul gruppo di comando
- Il sistema, pur in caso di interruzione di corrente, trattiene il carico sollevato facendolo scendere a terra,
  in maniera facilmente controllabile

Dotazione:
- Manuale di uso e manutenzione

MANUALE
ON-LINE

Gru a braccio articolato tipo ACH (a colonna)

co
rs
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ut

ile
co

rs
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ile

Gru a braccio articolato tipo AMH (a mensola)

Cod. Tec. GR66
Euro

Portata
kg

Peso
kg

Adatto per
Piastra

mm
Descrizione Piastra

M301030PS (9239,00)

30

20

Scatole

200 x 290 Piastra singola rettangolare

M301030PD (9682,00)

25

120 x 315 Doppia piastra rettangolare

M301030PO (9641,00) Sacchi in carta
o PVC

210 x 370 Piastra ovale

M301035PTI (10712,00) 35 20 Prodottialimentari  250 Piastra circolare

M301060PD (10573,00)

60 26

Scatole 120 x 315 Doppia piastra rettangolare

M301060PO (10542,00) Sacchi in carta
o PVC

210 x 370 Piastra ovale

M3010100PQ (14626,00) 100 30 Pannelli 120 x 315 Piastra quadrupla rettangolare

SOLLEVATORI A DEPRESSIONE VACU-B

M.38 Indivisible package  Suggested retail package - Unit price

ITEM: M3010
Vacuum lifters guided by an electric vacuum pump for lifting various types of material.

M301030PS -Model with single pad rectangular
M301030PD -Model with double rectangular pad on 500 mm bar
M301030PO -Model with oval pad
M301035PTI -Model with round plate support in aluminum and gasket in silicone,

control handles in stainless steel AISI 304
M301060PD -Model with double rectangular pad on 500 mm bar
M301060PO -Model with oval pad
M3010100PQ -Model with quadruple rectangular pad. The distance between the individual

suction cups are adjustable on 2 bars of 600 mm mounted on a bar of 1800 mm.

Features:
- 3 Phase pump 380V 50HZ
- Bellows air lift
- Filter protection for the pump
- 13m vacuum tube
- Lifting speed with continuous regulation from 0 to 30/min
- Usefull vertical run 1700mm
- 360 ° Roating suspension head 360° incontinuous

Advantages:
- Loads fast and accurate moving
- Vacume level regulation through a comfortable handle positioned on the control group
- The system holds the load even in case of a power cut, slowly taking it down to the ground in an easy

controlled manner

Supplied with:
- Instruction manual of use and maintenance

ON-LINE
MANUAL

Jib crane with articled arm model ACH (column mounted)

Jib crane with articled arm model AMH (wall mounted)
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Tech. Code Load capacity
kg

Weight
Kg

Suitable for
Pad
mm

Description Pad

30

20

Boxes

200 x 290 Single rectangular pad

25

120 x 315 Double rectangular pad

Paper bags
or PVC

210 x 370 Oval pad

35 20 Food product ʩ 250 Round plate

60 26

Boxes 120 x 315 Double rectangular pad

Paper bags
or PVC

210 x 370 Oval pad

100 30 Panels 120 x 315 4uadruple rectangular pad

VACUUM LIFTERS VACU-B
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M.39 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

SOLLEVATORI A DEPRESSIONE VACU-B
Sala prove a disposizione del cliente presso la nostra sede, e presso alcune delle nostre filiali, troverete un’esposizione permanente che Vi consentirà di fare le prove di
movimentazione con i Vostri carichi.

MOVIMENTAZIONE
TESTATE ASPIRATORI

MOVIMENTAZIONE PANNELLI SOLARI

MOVIMENTAZIONE
PANNELLI IN LEGNO

MOVIMENTAZIONE
FORME DI FORMAGGIO

MOVIMENTAZIONE SACCHI MOVIMENTAZIONE DI SCATOLE

MOVIMENTAZIONE
FUSTI

M.39Indivisible package  Suggested retail package - Unit price

VACUUM LIFTERS VACU-B
Testing rooms are made available at our premises, and branch offices, provided with an on-going exhibition for handling and load tests.

ASPIRATOR
HEADS HANDLING

SOLAR PANELS HANDLING

WOOD PANELS
HANDLING

FORM OF CHEESE
HANDLING

BAGS HANDLING BOX HANDLING

DRUM
HANDLING
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M.40 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

MANUALE
ON-LINE

SOLLEVATORI A DEPRESSIONE VACUJET ELETTRICI

Cod. Tec. M3015GH125 M3015GH200 M3015GH320 M3015GH500 M3015GH1000

GR66 Euro (8165,00) (8359,00) (9982,00) (10781,00) (11458,00)
Portata max. kg 125 200 320 500 1.000

N° ventose 2 4 8

Ø ventose mm 180 270 180 270

Peso kg 65 67 70 90 130

ART. VACUJET GH
Sollevatori a depressione modello GH ad altissima capacità di aspirazione con generazione continua
del vuoto.

Caratteristiche:
- Piastre di aspirazione adatte per carichi costanti e con superficie non traspirante in metallo, vetro,
  plexiglass e marmo
- Funzionamento elettrico mediante pompa trifase 380V 50Hz
- Traverse su misura per permettere la variazione del posizionamento dei punti di aspirazione

Vantaggi:
- Movimentazione precisa e sicura dei carichi
- Possibilità di movimentare particolari geometricamente diversi entro ampi margini dimensionali
- Il sistema, pur in caso di interruzione di alimentazione, trattiene il carico sollevato grazie al serbatoio
  del vuoto

Dotazione:
- Sistema di sicurezza acustico e luminoso contro la caduta in caso di posizionamento errato delle
ventose sul particolare da sollevare

- Rubinetti di esclusione su ogni punto di aspirazione
- Manuale di uso e manutenzione

NOTA: A richiesta disponibili anche versioni con basculamento elettrico.

MANUALE
ON-LINE

Cod. Tec. M3025GN320 M3025GN400 M3025GN500

GR66 Euro (10044,00) (10183,00) (10645,00)
Portata max. kg 320 400 500

N° ventose 2 1 2

Dimensioni ventose mm 490 x 490 800 x 460 1020 x 300

Peso kg 115 90 120

ART. VACUJET GN
Sollevatori a depressione modello GN ad altissima capacità di aspirazione con generazione continua
del vuoto.

Caratteristiche:
- Piastre di aspirazione adatte per carichi costanti e con superficie traspirante in legno, MDF e

truciolare
- Funzionamento elettrico mediante pompa trifase 380V 50Hz
- Traverse su misura per permettere la variazione del posizionamento dei punti di aspirazione

Vantaggi:
- Movimentazione precisa e sicura dei carichi
- Possibilità di movimentare particolari geometricamente diversi entro ampi margini dimensionali
- Il sistema, pur in caso di interruzione di alimentazione, trattiene il carico sollevato grazie al serbatoio
  del vuoto

Dotazione:
- Sistema di sicurezza acustico e luminoso contro la caduta in caso di posizionamento errato delle
ventose sul particolare da sollevare

- Rubinetti di esclusione su ogni punto di aspirazione
- Manuale di uso e manutenzione

NOTA: A richiesta disponibili anche versioni con basculamento elettrico.

M.40 Indivisible package  Suggested retail package - Unit price

ON-LINE
MANUAL

VACUJET VACUUM LIFTING SYSTEMS

Tech. Code

Max capacity kg 125 200 320 500 1.000

N° of vacuum pads 2 4 8

� vacuum pats mm 180 270 180 270

Weight kg 65 67 70 90 130

ITEM: VACUJET GH
A continuous vacuum generation system featuring a superior suction capacity GH model.

Features:
- Suction plates suitable for constant loads, with a non traspiring surface in metal, glass, plexiglass

and marmo
- Electrically operated by three-phase pump 380V 50HZ
- Cross bars designed to allow variations of the suction points positioning

Advantages:
- Precise and safe handling of the loads
- Possibility of handling geometrically different details within wide dimensional margins
- Even in case of a power cut it holds the load being lifted thanks to the vacuum tank

Supplied with:
- Acoustic and luminous lighting safety system, In case of a misplaced sucker positioning on the load

to be lifted

- Deactivation valve for single suction surface
- Instruction manual of use and maintenance

NOTE: Electric tilting versions available on request

ON-LINE
MANUAL

Tech. Code

Max capacity kg 320 400 500

N° of vacuum pads 2 1 2

Vacuum pads mm 490 x 490 800 x 460 1020 x 300

Weight kg 115 90 120

ITEM: VACUJET GN
A continuous vacuum generation system featuring a superior suction capacity GN model.

Features:
- Suction plates suitable for constant loads, with traspiring surface in wood, MDF and chipboard
- Electrically operated by three-phase pump 380V 50HZ
- Cross bars designed to allow variations in the suction points positioning

Advantages:
- Precise and safe handling of the loads
- Possibility of handling geometrically different details within wide dimensional margins
- Even in case of a power cut it holds the load being lifted thanks to the vacuum tank

Supplied with:
- Acoustic and luminous lighting safety system, In case of a misplaced sucker positioning on the load

to be lifted
- Deactivation valve for single suction surface
- Instruction manual of use and maintenance

NOTE: Electric tilting versions available on request.
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M.41 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

MANUALE
ON-LINE

SOLLEVATORI A DEPRESSIONE VACUJET PNEUMATICI

Cod. Tec. M3020GHGE80 M3020GHGE200 M3020GHGE320

GR66 Euro (3881,00) (4087,00) (4622,00)
Portata max. kg 80 200 320

N° ventose 2

Ø ventose mm 180 270 320

Peso kg 25 27 28

ART. VACUJET GHGE
Sollevatori a depressione modello GHGE ad altissima capacità di aspirazione con generazione
continua del vuoto.

Caratteristiche:
- Piastre di aspirazione adatte per carichi costanti e con superficie non traspirante in metallo, vetro,
  plexiglass e marmo
- Funzionamento ad aria compressa
- Traverse su misura per permettere la variazione del posizionamento dei punti di aspirazione

Vantaggi:
- Movimentazione precisa e sicura dei carichi
- Possibilità di movimentare particolari geometricamente diversi entro ampi margini dimensionali
- Il sistema, pur in caso di interruzione di alimentazione, trattiene il carico sollevato grazie al serbatoio
  del vuoto

Dotazione:
- Sistema di sicurezza acustico e luminoso contro la caduta in caso di posizionamento errato delle
ventose sul particolare da sollevare

- Rubinetti di esclusione su ogni punto di aspirazione
- Manuale di uso e manutenzione

NOTA: A richiesta disponibili anche versioni con basculamento pneumatico.

MANUALE
ON-LINE

SOLLEVATORI A DEPRESSIONE VACUJET SENZA ALIMENTAZIONE

Cod. Tec. M3030SDSA0125 M3030SDSA0250 M3030SDSA0500 M3030SDSA1000

GR66 Euro (2925,00) (4840,00) (6600,00) (9750,00)
Portata max. kg 125 250 500 1000

N° ventose 1 2 4 8

Ventose mm 300

Peso kg 50 80 110 150

ART. VACUJET SDSA
Sollevatori a depressione modello SDSA ad altissima capacità di aspirazione che non necessitano di
alcun tipo di alimentazione esterna.

Caratteristiche:
- Piastre di aspirazione adatte per carichi costanti e con superficie non traspirante in metallo, vetro,
  plexiglass e marmo
- Funzionamento a pistone, senza alimentazione esterna
- Traverse su misura per permettere la variazione del posizionamento dei punti di aspirazione

Vantaggi:
- Movimentazione precisa e sicura dei carichi
- Possibilità di movimentare particolari geometricamente diversi entro ampi margini dimensionali
- Flessibilità di impiego grazie all'indipendenza energetica

Dotazione:
- Sistema di sicurezza contro la caduta in caso di posizionamento errato delle
ventose sul particolare da sollevare

- Rubinetti di esclusione su ogni punto di aspirazione
- Manuale di uso e manutenzione

M.41Indivisible package  Suggested retail package - Unit price

ON-LINE
MANUAL

VACUJET VACUUM LIFTING SYSTEMS

Tech. Code

Max capacity kg 80 200 320

N° of vacuum pads 2

Ø vacuum pats mm 180 270 320

Weight kg 25 27 28

ITEM: VACUJET GHGE
A continuous vacuum generation system featuring a superior suction capacity GHGE model.

Features:
- Suction plates suitable for constant loads,with non traspiring surface in metal, glass, plexiglass

and marble
- Compressed air system
- Cross bars designed to allow variations in the suction points positioning

Advantages:
- Precise and safe handling of the loads
- Possibility of handling geometrically different details within wide dimensional margins
- Even in case of a power cut it holds the load being lifted thanks to the vacuum tank

Supplied with:
- Acoustic and luminous lighting safety system, In case of a misplaced sucker positioning on the load

to be lifted

- Deactivation valve for single suction surface
- Instruction manual of use and maintenance

NOTE: Pneumatic tilting version available on request.

ON-LINE
MANUAL

VACUJET VACUUM LIFTING SYSTEMS WITHOUT POWER SUPPLY

Tech. Code

Max capacity kg 125 250 500 1000

N° of vacuum pads 1 2 4 8

Vacuum pads mm 300

Weight kg 50 80 110 150

ITEM: VACUJET SDSA
A continuous vacuum generation system featuring a superior suction capacity that does not require
any external power supply SDSA model.

Features:
- Suction plates suitable for constant loads,with non transpiring surface in metal, glass, plexiglass

and marble.
- Feed by a piston, there is no need of an external supply
- Cross bars designed to allow for variations in the suction points positioning

Advantages:
- Precise and safe handling of the loads
- Possibility of handling geometrically different details within wide dimensional margins
- Suitable for a wide range of applications, thanks to its capacity to work without power supply

Supplied with:
- Safety system, In case of a misplaced sucker positioning on the load to be lifted
- Deactivation valve for single suction surface
- Instruction manual of use and maintenance
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M.42 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.
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M4070125 (2266,00) CL125K 125 13,1
1

3
75 15

292
160 325 20

15,4M4070250 (2328,00) CL250K 250 9,8
M4070500 (2869,00) CL500K 500 4,6

2
324 17,2

M40701000 (5541,00) ML1000K 1000 9 89 35 457 248 343 28 28

Aria

ART. M4070
Paranco pneumatico a catena di alta qualità, certificato in classe ATEX 3GD cll B
135°CX.

Caratteristiche:
- Pulsantiera 2 leve di comando (alzata e discesa)
- Tubo di comando 2m
- Struttura in pressofusione di alluminio
- Limitatori di corsa di serie

Vantaggi:
- Ideale per applicazioni in ambienti deflagranti, dove scintille o la presenza di gas e

vapori rendono l’ambiente di lavoro particolarmente gravoso
- Consumo d’aria ridotto
- Bassa rumorosità

Dotazione:
- Sospensione a gancio
- Raccogli catena
- Manuale di uso e manutenzione

MANUALE
ON-LINE

PARANCHI PNEUMATICI A CATENA ATEX

Cod. Tec. GR66
Euro
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M4080500M (201,00) 500 67 - 203
0,92

254 53 8,9
M40801000M (211,00) 1000 76 - 203 330 70 13,9
M40802000 (283,00) 2000 90 - 203 1,22 380 108 27,4

ART. M4080
Carrello di traslazione a spinta per trave, certificato in classe ATEX 3GD cll B 135°CX.

Caratteristiche:
- Per paranchi CLK e MLK con sospensione a gancio
- Quattro ruote d’acciaio montate su cuscinetti a sfere
- Gusci in ghisa
- Dotati di protezione antiurto e anticaduta per deragliamento

Vantaggi:
- Ideale per applicazioni in ambienti deflagranti, dove scintille o la presenza di gas e

vapori rendono l’ambiente di lavoro particolarmente gravoso
- Bassa rumorosità

Dotazione:
- Manuale di uso e manutenzione

CARRELLI A MANO ATEX

M.42 Indivisible package  Suggested retail package - Unit price
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ML1000K 1000 9 89 35 457 248 343 28 28

Air

ITEM: M4070
High quality performance pneumatic chain hoist, certification class ATE; 3GD cll B
135° C;.

Features:
- 2 Push button (lift and descent) control levers
- Control hose 2m
- Die casting aluminum structure
- Overloading protection device

Advantages:
- Ideal for lifting operations within hazardous environments where sparkles, high
tempeatures, fumes and vapours may cause serious risks to the working environment
- Reduced air consumption
- Low noise level

Supplied with:
- Suspension hook
- Chain bucket
- Instruction manual of use and maintenance

ON-LINE
MANUAL

PNEUMATIC CHAIN HOISTS - ATEX
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254 53 8,9
1000 76 - 203 330 70 13,9
2000 90 - 203 1,22 380 108 27,4

ITEM: M4080
Manual hoist trolley for beams, certification class ATE; 3GD cll B 135° C;.

Features:
- For CLK and MLK hoists with hook suspension
- 4 steel wheels mounted on ball bearings
- Cast Iron case
- Shockproof anti-derailment and anti-tilt device

Advantages:
- Ideal for lifting operations within hazardous enviroments where sparkes, high
temperatures, fumes and vapours may cause serious risk to the working environment

- Low noise level

Supplied with:
- Instruction manual of use and maintenance

HAND OPERATED TROLLEYS - ATEX
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M.43 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.
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M4520Z050 (8310,00) ZG50 50

7
3

165

Manuale

26
M4520Z080 (8518,00) ZG80 80

254
30M4520Z125 (8708,00) ZG125 125

2M4520Z200 (8975,00) ZG200 200 55

ART. M4520
Bilanciatore pneumatico con sistema di controllo elettrico Zero Gravity.

Caratteristiche:
- Protezione per il sovraccarico integrata
- Sistema di avvolgimento adatto ad un numero elevato di operazioni
- Freno automatico per il rientro in sicurezza del cavo
- Alimentazione pneumatica ed elettrica 230V - 50 Hz

Vantaggi:
- Posizionamento preciso e senza sforzi
- Bilanciamento automatico del carico variabile
- Controllo automatico della velocità di sollevamento
- Consumo d'aria ridotto

Dotazione:
- Sospensione a gancio
- Gancio di carico
- Manuale di uso e manutenzione

MANUALE
ON-LINE

BILANCIATORI CON SISTEMA ELETTRICO ZERO GRAVITY
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M4510B020 (1965,00) BW20 20
6

1,5 260 510
Manuale

9
M4510B050 (3472,00) BW50

50 2 165 470 23M4510Z050 (4106,00) ZA50 7 Pulsantiera
M4510B080 (5234,00) BW80

80
6

3 254 530

Manuale

28
M4510Z080 (4988,00) ZA80 7 Pulsantiera
M4510B125 (5422,00) BW125

125
6 Manuale

M4510Z125 (5176,00) ZA125 7 Pulsantiera
M4510B200 (6558,00) BW200

200
6 Manuale

50M4510Z200 (6310,00) ZA200 7 Pulsantiera

A

B

ART. M4510
Bilanciatore pneumatico con sistema di annullamento del peso.

Caratteristiche:
- Protezione per il sovraccarico integrata
- Sistema di avvolgimento adatto ad un numero elevato di operazioni
- Freno automatico per il rientro in sicurezza del cavo

Vantaggi:
- Posizionamento preciso e senza sforzi
- Semplicità di regolazione
- Consumo d'aria ridotto
- Funzionamento pulito, non lubrificato

Dotazione:
- Sospensione a gancio
- Gancio di carico
- Manuale di uso e manutenzione

MANUALE
ON-LINE

BILANCIATORI PNEUMATICI

M.43Indivisible package  Suggested retail package - Unit price
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ITEM: M4520
Pneumatic balancer with Zero Gravity electrical control system.

Features:
- Integrated overload protection
- Wiring system suitable for a large number of operations
- Automatic brake for safe return of the cable
- Pneumatic and electric (230V - 50 Hz) power supply

Advantages:
- Accurate and effortless positioning
- Automatic variable load balancing
- Automatic control of the lifting speed
- Reduced air consumption

Supplied with:
- Hook suspension
- Load hook
- Use and maintenance manual

ON-LINE
MANUAL

BALANCERS WITH ZERO GRAVITY ELECTRICAL CONTROL SYSTEM
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1,5 260 510
Manual

9
BW50

50 2 165 470 23
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Manual
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=A80 7 Push-Button

BW125
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6 Manual
=A125 7 Push-Button
BW200

200
6 Manual

50
=A200 7 Push-Button

ITEM: M4510
Pneumatic balancer with weight voiding system.

Features:
- Integrated overload protection
- Wiring system suitable for a large number of operations
- Automatic brake for safe return of the cable

Advantages:
- Accurate and effortless positioning
- Simplicity of regulation
- Reduced air consumption
- Clean, non-lubricated operation

Supplied with:
- Hook suspension
- Load hook
- Use and maintenance manual

ON-LINE
MANUAL

PNEUMATIC BALANCER
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M.44 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ART. M5005
Bilanciatore pneumatico a fune con sistema di controllo della velocità di sollevamento del carico, mediante
comando analogico a leve.

Caratteristiche:
- Impugnatura dotata di leve per la regolazione della velocità di sollevamento
- Alimentazione 7 bar

Vantaggi:         
- Funzionamento pneumatico tramite leve
- Posizionamento preciso e senza sforzi
- Possibilità di sollevare carichi di diverso peso fino al massimo della portata indicata
- Funzionamento pulito, non lubrificato

Dotazione:          
- Attrezzo di presa specifico al lavoro da svolgere
- Manuale di uso e manutenzione

MANUALE
ON-LINE

Cod. Tec. GR66
Euro

Portata
kg

Peso
kg

Adatto per
Corsa

m
Posizionamento Descrizione Attrezzo

M500575GO (5348,00)

75

55

Generico

2

Orizzontale

Gancio

M500575GV (5348,00) Verticale

M500560FO (6041,00)

60 Fustini

Orizzontale

Gancio per fustini

M500560FV (6041,00) Verticale

M500560FOA (9427,00) Orizzontale

Gancio per fustini - zona ATEX

M500560FVA (9427,00) Verticale

M500550MO (10949,00)

50 67 Generico

Orizzontale

Magnete

M500550MV (10949,00) Verticale

M500560VO (11253,00)

60 65 Sup. piane

Orizzontale

Ventosa

M500560VV (11253,00) Verticale

M500550SO (11710,00)

50 72 Sacchi

Orizzontale

Ventosa per sacchi

M500550SV (11710,00) Verticale

M500550SOA (15096,00) Orizzontale

Ventosa per sacchi - zona ATEX

M500550SVA (15096,00) Verticale

BILANCIATORI PNEUMATICI A FUNE SENZA STRUTTURA PORTANTE

M.44 Indivisible package  Suggested retail package - Unit price

ITEM: M5005
Pneumatic rope balancer with load lifting speed control system, by analogue lever control.

Features:
- Handle equipped with levers for adjusting the lifting speed
- 7 bar power supply

Advantages:
- Pneumatic operation by means of levers
- Accurate and effortless positioning
- Possibility to lift loads of different weight up to the maximum of the indicated flow rate
- Clean, non-lubricated operation

Supplied with:
- Specific gripping tool for the Mob to be done
- Use and maintenance manual

 

ON-LINE
MANUAL

Tech. Code Load capacity
kg

Weight
kg

SUITABLE FOR
Excursion

m
Positioning Description Tool

75

55

Generic

2

Horizontal

Hook

Vertical

60 Drums

Horizontal

Hook for drums

Vertical

Horizontal

Hook for drums-area atex

Vertical

50 67 Generic

Horizontal

Magnet

Vertical

60 65 Flat face

Horizontal

Sucker

Vertical

50 72 Bags

Horizontal

Sucker for bags

Vertical

Horizontal

Sucker for bags-area atex

Vertical

PNEUMATIC ROPE BALANCERS WITHOUT SUPPORTING STRUCTURE



M

M.45 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ART. M5008
Bilanciatore pneumatico a fune con sistema di controllo della velocità di sollevamento del carico, mediante
comando analogico a leve.

Caratteristiche:
- Impugnatura dotata di leve per la regolazione della velocità di sollevamento
- Freni su tutti gli assi di rotazione
- Rotazione continua su tutti gli assi di rotazione
- Alimentazione 7 bar

Vantaggi:
- Funzionamento pneumatico tramite leve
- Posizionamento preciso e senza sforzi
- Possibilità di sollevare carichi di diverso peso fino al massimo della portata indicata
- Funzionamento pulito, non lubrificato

Dotazione:
- Struttura portante a colonna
- Attrezzo di presa specifico al lavoro da svolgere
- Manuale di uso e manutenzione

MANUALE
ON-LINE

Cod. Tec. GR66
Euro

Portata
kg

Peso
kg

Adatto per
Corsa

m
Altezza

m
Sbraccio

m
Descrizione Attrezzo

M5008075G (8155,00) 75

180

Generico

2 2,5

3

Gancio

M5008150G (10623,00) 150 4

M5008060F (8375,00)

60 Fustini

3

Gancio per fustini

M5008060FA (11519,00) Gancio per fustini - zona ATEX

M5008050M (13369,00) 50

192 Generico Magnete

M5008120M (16247,00) 120 4

M5008060V (13380,00) 60 190 Sup. piane

3

Ventosa

M5008050S (11710,00)

50 197 Sacchi

Ventosa per sacchi

M5008050SA (15096,00) Ventosa per sacchi - zona
ATEX

M5008040C (10441,00) 40

195

Cassette

Movimentazione cassette

M5008110C (13041,00) 110

M5008040CS (10949,00) 40

198 Svuotamento cassette

M5008110CS (13827,00) 110

BILANCIATORI PNEUMATICI A FUNE CON STRUTTURA PORTANTE

M.45Indivisible package  Suggested retail package - Unit price

ITEM: M5008
Pneumatic rope balancer with load lifting speed control system, by analogue lever control.

Features:
- Handle equipped with levers for adjusting the lifting speed
- Brakes on all rotation axes
- Continuous rotation on all rotation axes
- 7 bar power supply

- Advantages:
- Pneumatic operation by means of levers
- Accurate and efforless positioning
- Possibility to lift loads of different weight up to the maximum of the indicated flow rate
- Clean, non-lubricated operation

Supplied with:
- Column supporting structure
- Specific gripping tool for the Mob to be done
- Use and maintenance manual

ON-LINE
MANUAL

Tech. Code Load capacity
kg

Weight
kg

SUITABLE FOR
Excursion

m
Height

m

Arm
extension

m
Description Tool

75

180

Generic

2 2,5

3

Hook

150 4

60 Drums

3

Hook for drums

Hook for drums-area atex

50

192 Generic Magnet

120 4

60 190 Flat face

3

Sucker

50 197 Bags

Sucker for bags

Sucker for bags-area atex

40

195

Crates

Crates handling

110

40

198 Crates emptying

110

PNEUMATIC ROPE BALANCERS WITH LOADING STRUCTURE
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M.46 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR66
Euro M
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M50100553000 (7490,00) MP 55/3000 55
3000 100 - 1700 2700 2400 600 x 600 200 x 200

130
M50100803000 (9165,00) MP 80/3000 80 145
M50101303000 (10725,00) MP 130/3000 130 170

ART. M5010
Manipolatori pneumatici a doppia fune con sistema di annullamento del peso.

Caratteristiche:
- Impugnatura sensibile
- Freni su tutti gli assi di rotazione
- Rotazione continua sull'asse colonna
- Sistema di regolazione del carico applicato

Vantaggi:
- Funzionamento pneumatico automatico con carico costante
- Posizionamento preciso senza sforzi
- Utilizzo in sicurezza grazie alla doppia fune
- Funzionamento pulito, non lubrificato

Dotazione:
- Struttura portante a colonna
- Gancio di carico
- Manuale d'uso e manutenzione

MANUALE
ON-LINE

MANIPOLATORI PNEUMATICI A DOPPIA FUNE

Cod. Tec. GR66
Euro M
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M50201003000 (12480,00) MP 100/3000
100

3000

100 - 1700 3700 2750 600 x 600 200 x 200

230
M50201004000 (13260,00) MP 100/4000 4000 280
M50202003000 (13650,00) MP 200/3000

200
3000 250

M50202004000 (14625,00) MP 200/4000 4000 295
M50203003000 (14625,00) MP 300/3000

300
3000 290

M50203004000 (17650,00) MP 300/4000 4000 330

ART. M5020
Manipolatori pneumatici a bracci rigidi con sistema di annullamento del peso.

Caratteristiche:
- Plancia comandi ergonomica
- Freni su tutti gli assi di rotazione
- Rotazione continua sull'asse colonna
- Sistema di regolazione del carico applicato

Vantaggi:
- Funzionamento pneumatico automatico con carico costante
- Posizionamento preciso senza sforzi
- Bracci snodati a funzionamento pneumatico per seguire i movimenti dell'operatore
- Funzionamento pulito, non lubrificato

Dotazione:
- Struttura portante a colonna
- Gancio di carico
- Manuale di uso e manutenzione

MANUALE
ON-LINE

MANIPOLATORI PNEUMATICI A BRACCI RIGIDI

M.46 Indivisible package  Suggested retail package - Unit price

Tech. Code
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MP 55/3000 55
3000 100 - 1700 2700 2400 600 x 600 200 x 200

130
MP 80/3000 80 145

MP 130/3000 130 170

ITEM: M5010
Pneumatic double-cable crane manipulators with weight voiding system.

Features:
- Sensitive grip
- Brakes on all rotation axes
- Continuous rotation on the column axes
- Applied load regulation system

Advantages:
- Automatic pneumatic operation with constant load
- Precise positioning without efforts
- Safe use thanks to the double cable
- Clean, non-lubricated operation

Composition:
- Column supporting structure
- Load hook
- User and maintenance manual

ON-LINE
MANUAL

PNEUMATIC MANIPULATORS WITH DOUBLE CABLE

Tech. Code
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MP 100/3000
100

3000

100 - 1700 3700 2750 600 x 600 200 x 200

230
MP 100/4000 4000 280
MP 200/3000

200
3000 250

MP 200/4000 4000 295
MP 300/3000

300
3000 290

MP 300/4000 4000 330

ITEM: M5020
Pneumatic manipulators with rigid arms with weight voiding system.

Features:

- Ergonomic control panel
- Brakes on all rotation axis
- Continuous rotation of the column axes
- Applied load regulation system

Advantages:
- Automatic pneumatic operation with constant load
- Precise positioning without efforts
- Articulated arms with pneumatic functioning to follow the operator's movements
- Clean, non-lubricated operation

Composition:
- Column supporting structure
- Load hook
- Use and maintenance manual

ON-LINE
MANUAL

PNEUMATIC MANIPULATORS WITH RIGID ARMS
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M.47 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR66
Euro M
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M55100603000 (20425,00) ME 60/3000
60

3000

0 - 2000 3200

2960
600 x 600 245

0.75

220

370
M55100604000 (22800,00) ME 60/4000 4000

1.5

420
M55101253000 (22610,00) ME 125/3000

125
3000

2890
450

M55101254000 (25175,00) ME 125/4000 4000 500
M55102503000 (30210,00) ME 250/3000

250
3000

2820
800 x 800 300

550
M55102504000 (33440,00) ME 250/4000 4000 600
M55103503000 (34675,00) ME 350/3000

350
3000

2790
650

M55103504000 (38380,00) ME 350/4000 4000 700

ART. M5510
Manipolatori elettrici a fune con sistema elettronico di annullamento del peso.

Caratteristiche:
- Impugnatura sensibile
- Freni sui due assi di rotazione
- Rotazione di 335° sull'asse colonna

Vantaggi:
- Bilanciamento elettronico automatico, nessuna regolazione richiesta
- Posizionamento preciso e senza sforzi
- Maniglia con diversi punti di presa per movimentazioni ad altezza costante
- Possibilità di rallentare la discesa inserendo una marcia lenta

Dotazione:
- Struttura portante colonna
- Gancio di carico
- Manuale di uso e manutenzione

MANUALE
ON-LINE

MANIPOLATORI ELETTRICI A FUNE

M.47Indivisible package  Suggested retail package - Unit price
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ME 60/3000
60

3000

0 - 2000 3200

2960
600 x 600 245

0.75

220

370
ME 60/4000 4000

1.5

420
ME 125/3000

125
3000

2890
450

ME 125/4000 4000 500
ME 250/3000

250
3000

2820
800 x 800 300

550
ME 250/4000 4000 600
ME 350/3000

350
3000

2790
650

ME 350/4000 4000 700

ITEM: M5510
Electric manipulators with cable with electronic weight voiding system.

Features:
- Sensitive grip
- Brakes on the two rotation axes
- 335 ° rotation on the column axis

Advantages:
- Automatic electronic balancing, no regulation required
- Accurate and effortless positioning
- Handle with different grip points for constant height movements
- Possibility to slow down the descent by inserting a slow gear

Composition:
- Column supporting structure
- Loading hook
- Use and maintenance manual

ON-LINE
MANUAL

ELECTRIC MANIPULATORS WITH CABLE
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M.48 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

RACCOGLICATENA A SACCO PER PARANCHI MANUALI

Cod. Tec. M6015A1
GR66 Euro 67,00
Per paranco kg 500 - 1000
Capacità catena m da 3 a 10

ART. M6015
Sacco raccogli catena in tela.

Paranco manuale a catena.

Caratteristiche:
- Design robusto.
- Gancio girevole con fermo di sicurezza.
- Freno automatico con doppio saltarello.

Vantaggi:
- Superleggeri.

Dotazione:
- Manuale di uso e manutenzione

ART. M6010

Cod. Tec. M6010250 M6010500 M60101000 M60101500 M60102000
GR66 Euro 130,00 180,00 210,00 320,00 415,00
Portata kg 250 500 1.000 1.500 2.000
Corsa gancio m 3
Tratti catena carico 1 2
Catena manovra m 3
H mm 230 340 390 470 530
A mm 100 132 156 196 156
B mm 100 112 134 150 134
C mm 18 23 27 31 35
Peso kg 3,5 9 12 19 18

PARANCHI MANUALI A CATENA

MANUALE
ON-LINE

Carrello di traslazione a spinta per trave.

Caratteristiche:
- Per paranchi manuali con sospensione a gancio.
- Ruote di scorrimento su cuscinetti a sfere.
- Dotati di dispositivi anti-deragliamento e anti-basculamento.

Vantaggi:
- Altezza perduta minima.
- Facilmente adattabili a differenti tipi di trave.

Dotazione:
- Manuale di uso e manutenzione

ART. M6020

Cod. Tec. M6020250 M6020500 M60201000 M60202000
GR66 Euro 107,00 158,00 190,00 330,00
Portata kg 250 500 1.000 1.500 - 2.000
F mm 45 - 145 50 - 220 58 - 220 66 - 220
Raggio curvatura mm 700 900 1000 1200
a mm 175 225 252 300
b mm 220 324 334 342
e mm 22 25 30 40
f mm 78 88 103 127
Peso kg 3,5 8,5 10,5 18

CARRELLI DI TRASLAZIONE A SPINTA PER PARANCHI MANUALI

M.48 Indivisible package  Suggested retail package - Unit price

BUCKETS FOR MANUAL CHAIN HOISTS

Tech. Code

Referred to hoist kg 500 - 1000
Chain capacity m from 3 up to 10

ITEM: M6015
Chain hoist boxes in cloth

Manual chain hoists.

Features:
- Strong, sturdy device
- Swivel hook with safety block catch
- Automatic brake with double ratchet

Advantages:
- Extra light

Supplied with:
- Instruction manual for use and maintenance

ITEM: M6010

Tech. Code

Load capacity kg 250 500 1.000 1.500 2.000
Hook run m 3
Load chain falls 1 2
Control chain lenght m 3
H mm 230 340 390 470 530
A mm 100 132 156 196 156
B mm 100 112 134 150 134
C mm 18 23 27 31 35
Weight kg 3.5 9.0 12.0 19.0 18.0

MANUAL CHAIN HOISTS

ON-LINE
MANUAL

Manual hoist trolleys for beams

Features:
- For manual hoists with hook suspension
- Steel ball bearing wheels
- Shock-proof anti- derailment and anti-tilt device

Advantages:
- Minimum height loss
- Easily adaptable to different beams

Supplied with:
- Instruction manual for use and maintenance

ITEM: M6020

Tech. Code

Load capacity kg 250 500 1.000 1.500 - 2.000
F mm 45 - 145 50 - 220 58 - 220 66 - 220
Bending radius mm 700 900 1000 1200
a mm 175 225 252 300
b mm 220 324 334 342
e mm 22 25 30 40
F mm 78 88 103 127
Weight kg 3.5 8.5 10.5 18

TROLLEYS FOR MANUAL CHAIN HOISTS
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M.49 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Pinze di sollevamento per la movimentazione di lamiere di metallo.

Caratteristiche:
- Corpo e componenti in acciaio di alta qualità
- Portata e spessore presa incise sul corpo
- Peso minimo sollevabile >10% della portata massima
- Adatte per il sollevamento e il trasporto verticale di lamiere e strutture di acciaio

Vantaggi:
- Meccanismo di sicurezza che assicura il non rilascio del carico durante il sollevamento e il trasporto

Dotazione:
- Manuale di uso e manutenzione

ART. M7010

Cod. Tec. M7010750 M70101000 M70102000 M70103000 M70104500
GR65 Euro 250,00 307,00 345,00 396,00 474,00
Modello 0.75 TS 1 TSE 2 TSE 3 TSE 4.5 TSE
Portata kg 750 1.000 2.000 3.000 4.500
Apertura R mm 0 - 13 0 - 25 0 - 35 0 - 45
S mm 47 56 78 85
T mm 30 45 64 70
U mm 202 263 336 425
V mm 100 141 183 228
W mm 37 56 60
X mm 37 47 56 78
Y mm 10 15 16 20
Peso kg 1,7 3,5 7 16

PINZE A SOLLEVAMENTO VERTICALE

MANUALE
ON-LINE

Pinze di sollevamento snodate per la movimentazione di lamiere di metallo.

Caratteristiche:
- Corpo e componenti in acciaio di alta qualità
- Portata e spessore presa incise sul corpo
- Peso minimo sollevabile >10% della portata massima
- Adatte per il sollevamento e il trasporto di lamiere e strutture di acciaio in tre differenti modi di presa/sollevamento

Vantaggi:
- Meccanismo di sicurezza che assicura il non rilascio del carico durante il sollevamento e il trasporto

Dotazione:
- Manuale di uso e manutenzione

ART. M7015

Cod. Tec. M7015750 M70151000 M70152000 M70153000 M70154500
GR65 Euro 319,00 390,00 439,00 497,00 652,00
Modello 0.75 TSMP 1 TSEMP 2 TSEMP 3 TSEMP 4.5 TSEMP
Portata kg 750 1.000 2.000 3.000 4.500
Apertura R mm 0 - 13 0 - 25 0 - 35 0 - 45
S mm 47 56 78 85
T mm 30 45 64 70
U mm 307 403 516 650
V mm 100 141 183 228
W mm 37 56 60
X mm 37 47 56 78
Y mm 10 15 16 20
Peso kg 2 4,5 8 19

Y

V

S

50% 50%
90˚90˚

45˚ 45˚

0˚

100%

X

U

MANUALE
ON-LINE

M.49Indivisible package  Suggested retail package - Unit price

Lifting clamps for handling sheet metal.

Features:
- Body and components made of high quality steel
- The extent and thickness of the lifting capacity and jaw openings engraved on the body
- Minimum lifting weight > 10% of the maximum capacity
- Suitable for vertical lifting and transport of sheet metal and steel structures

Advantages:
- The security mechanism ensures that it never releases the load when lifting or during transportation

Supplied with:
- Instruction manual for use and maintenance

ITEM: M7010

Tech. Code

Model 0.75 TS 1 TSE 2 TSE 3 TSE 4.5 TSE
Load capacity kg 750 1,000 2,000 3.000 4,500
R opening mm 0 - 13 0 - 25 0 - 35 0 - 45
S mm 47 56 78 85
T mm 30 45 64 70
U mm 202 263 336 425
V mm 100 141 183 228
W mm 37 56 60
X mm 37 47 56 78
Y mm 10 15 16 20
Weight kg 1.5 3.6 6.5 15.9

VERTICAL LIFTING CLAMPS

ON-LINE
MANUAL

Lifting clamps for handling sheet metal.

Features:
- Body and components made of high quality steel
- The extent and thickness of the lifting capacity and jaw openings engraved on the body
- Minimum lifting weight > 10% of the maximum capacity
- Suitable for vertical lifting and transport of sheet metal and steel structures in three different ways of handling/lifting

Advantages:
- The security mechanism ensures that it never releases the load when lifting or during transportation

Supplied with:
- Instruction manual for use and maintenance

ITEM: M7015

Tech. Code

Model 0.75 TSMP 1 TSEMP 2 TSEMP 3 TSEMP 4.5 TSEMP
Load capacity kg 750 1,000 2,000 3.000 4.500
R opening mm 0 - 13 0 - 25 0 - 35 0 - 45
S mm 47 56 78 85
T mm 30 45 64 70
U mm 307 403 516 650
V mm 100 141 183 228
W mm 37 56 60
X mm 37 47 56 78
Y mm 10 15 16 20
Weight kg 2 4.5 7.7 19

ON-LINE
MANUAL
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M.50 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Pinze di sollevamento orientabili per la movimentazione di lamiere di metallo.

Caratteristiche:
- Braccio di sollevamento snodato con articolazione
- Corpo e componenti in acciaio di alta qualità
- Portata e spessore presa incise sul corpo
- Peso minimo sollevabile >10% della portata massima
- Adatte per il sollevamento e il trasporto di lamiere e strutture di acciaio in tutte le posizioni

Vantaggi:
- Meccanismo di sicurezza che assicura il non rilascio del carico durante il sollevamento e il trasporto

Dotazione:
- Manuale di uso e manutenzione

ART. M7020

Cod. Tec. M7020750 M70201000 M70202000 M70203000 M70204500
GR65 Euro 317,00 421,00 492,00 533,00 695,00
Modello 0.75 TSU 1 TSU 2 TSEU 3 TSEU 4.5 TSEU
Portata kg 750 1.000 2.000 3.000 4.500
Apertura mm 0 - 13 0 - 25 0 - 35 0 - 45
S mm 47 56 78 85
T mm 30 50 70
U mm 203 292 372 431
V mm 100 141 183 228
W mm 37 56 60
X mm 37 47 56 78
Y mm 10 15 16 20
Peso kg 1,8 3,8 8 16,5

PINZE A SOLLEVAMENTO VERTICALE
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ON-LINE

Pinze di sollevamento orientabili in acciaio inox per la movimentazione di lamiere di metallo.

Caratteristiche:
- Braccio di sollevamento snodato con articolazione
- Componenti in acciaio inox
- Portata e spessore presa incise sul corpo
- Peso minimo sollevabile >10% della portata massima
- Adatte per il sollevamento e il trasporto di lamiere e strutture di acciaio in ambiente corrosivo o alimentare

Vantaggi:
- Meccanismo di sicurezza che assicura il non rilascio del carico durante il sollevamento e il trasporto

Dotazione:
- Manuale di uso e manutenzione

ART. M7022

Cod. Tec. M70220750 M70221000 M70222000 M70223000 M70224500
GR65 Euro 398,00 538,00 709,00 710,00 1084,00
Modello 0.75 TSU-R 1 TSEU-R 2 TSEU-R 3 TSEU-R 4.5 TSEU-R
Portata kg 750 1.000 2.000 3.000 4.500
Apertura mm 0 - 13 0 - 25 0 - 35 0 - 45
S mm 47 56 78 85
T mm 30 50 70
U mm 203 292 372 431
V mm 100 141 183 228
W mm 37 56 60
X mm 37 47 56 78
Y mm 10 15 16 20
Peso kg 1,8 3,8 8 16,5
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100%MANUALE
ON-LINE

M.50 Indivisible package  Suggested retail package - Unit price

Lifting clamps for handling sheet metal.

Features:
- Joint lifting arm with articulation
- Body and components made of high quality steel
- The extent and thickness of the lifting capacity and jaw openings engraved on the body
- Minimum lifting weight > 10% of the maximum capacity
- Suitable for vertical ifting and transport of sheet metal and steel structures in all horizontal, vertical and lateral postitions

Advantages:
- The security mechanism ensures that it never releases the load when lifting or during transportation

Supplied with:
- Instruction manual for use and maintenance

ITEM: M7020

Tech. Code

Model 0.75 TSU 1 TSU 2 TSEU 3 TSEU 4.5 TSEU
Load capacity kg 750 1.000 2,000 3,000 4.500
Opening mm 0 - 13 0 - 25 0 - 35 0 - 45
S mm 47 56 78 85
T mm 30 50 70
U mm 203 292 372 431
V mm 100 141 183 228
W mm 37 56 60
X mm 37 47 56 78
Y mm 10 15 16 20
Weight kg 1.7 3,8 7.3 16,5

VERTICAL LIFTING CLAMPS

ON-LINE
MANUAL

Lifting clamps for handling stainless steel sheet metal

Features
- Joint lifting arm with articulation
- Components made of stainless steel
- The extent and thickness of the lifting capacity and jaw openings engraved on the body
- Minimum lifting weight > 10% of the maximum capacitiy
- Suitable for vertical lifting and transport of sheet metal and steel structures in corrosive environments

Advantages:
- The security mechanism ensures that it never releases the load when lifting or during transportation

Supplied with:
- Instruction manual for use and maintenance

ITEM: M7022

Tech. Code

Model 0.75 TSU-R 1 TSEU-R 2 TSEU-R 3 TSEU-R 4.5 TSEU-R
Load capacity kg 750 1.000 2.000 3.000 4.500
Opening mm 0 - 13 0 - 25 0 - 35 0 - 45
S mm 47 56 78 85
T mm 30 50 70
U mm 203 292 372 431
V mm 100 141 183 228
W mm 37 56 60
X mm 37 47 56 78
Y mm 10 15 16 20
Weight kg 1,8 3,8 8 16,5

ON-LINE
MANUAL



M

M.51 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Pinze di sollevamento in coppia per la movimentazione orizzontale di superfici piane.

Caratteristiche:
- Corpo e componenti in acciaio di alta qualità
- Portata e spessore presa incise sul corpo
- Adatte per il sollevamento e il trasporto orizzontale di lamiere di acciaio

Vantaggi:
- La pinza è bloccata in posizione di chiusura e di apertura
- Possono essere utilizzate più coppie di pinze

Dotazione:
- Manuale di uso e manutenzione

ART. M7045

Cod. Tec. M7045100035 M7045200060 M70452000100 M70453000100 M70454000100
GR65 Euro 296,00 367,00 459,00 542,00 608,00
Modello 1 FH-X 2 FH-X 2 FHS-X 3 FHS-X 4 FHS-X
Portata per coppia kg 2 x 500 2 x 1.000 2 x 1.500 2 x 2.000
Apertura mm 0 - 35 0 - 60 0 - 100
A mm 188 287 383 387 414
B mm 140 180 220
C mm 65 90 105
D mm 10 15 20 25
E mm 99 118 120 145
F mm 25 30.5 30,5
Peso kg/pz 2,6 7 9,2 10 15

PINZE A SOLLEVAMENTO ORIZZONTALE IN COPPIA

MANUALE
ON-LINE

Pinze di sollevamento in coppia per la movimentazione orizzontale di tubi di acciaio.

Caratteristiche:
- Corpo e componenti in acciaio di alta qualità
- Portata e spessore presa incise sul corpo
- Adatte per il sollevamento e il trasporto orizzontale di tubi di acciaio

Vantaggi:
- La pinza è rivestita con materiale plastico ad alta resistenza
- Devono essere utilizzate in coppia

Dotazione:
- Manuale di uso e manutenzione

ART. M7047

Cod. Tec. M70471500 M70473000 M70474000
GR65 Euro 270,00 305,00 387,00
Modello 1,5 TPH 3 TPH 4 TPH
Portata per coppia kg 2 x 750 2 x 1.500 2 x 2.000
Apertura R mm 40 50
A mm 120 140
B mm 70
C mm 50 58
D mm 185 204
E mm 16 26
F mm 41
G mm 25
Peso kg/pz 2 3

MANUALE
ON-LINE

M.51Indivisible package  Suggested retail package - Unit price

Lifting clamps in pairs for the handling of flat surfaces.

Features:
- Body and components made of high quality steel
- The extent and thickness of the lifting capacity and jaw openings engraved on the body
- Suitable for horizontal lifting and transport of sheet metal

Advantages:
- The clamp is blocked in close and open positions
- More pairs of clamps can be used

Supplied with:
- Instruction manual for use and maintenance

ITEM: M7045

Tech. Code

Model 1 FH-X 2 FH-X 2 FHS-X 3 FHS-X 4 FHS-X
Pair capacity kg 2 x 500 2 x 1.000 2 x 1.500 2 x 2.000
Opening mm 0 - 35 0 - 60 0 - 100
A mm 188 287 383 387 414
B mm 140 180 220
C mm 65 90 105
D mm 10 15 20 25
E mm 99 118 120 145
F mm 25 30.5 30,5
Weight kg/pz 2.6 7.7 9,2 10 15

HORIZONTAL (SETS OF PAIRS) LIFTING CLAMPS

ON-LINE
MANUAL

Lifting clamps in pairs for the handling of steel pipes.

Features:
- Body and components made of high quality steel
- The extent and thickness of the lifting capacity and jaw openings engraved on the body
- Suitable for horizontal and transport of steel pipes

Advantages:
- The clamp is blocked in close and open positions
- More pairs of clamps can be used

Supplied with:
- Instruction manual for use and maintenance

ITEM: M7047

Tech. Code

Model 1,5 TPH 3 TPH 4 TPH
Pair capacity kg 2 x 750 2 x 1.500 2 x 2.000
Opening R mm 40 50
A mm 120 140
B mm 70
C mm 50 58
D mm 185 204
E mm 16 26
F mm 41
G mm 25
Weight kg/pz 2 3

ON-LINE
MANUAL



M

M.52 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Pinze di sollevamento con tamponi per la movimentazione verticale di laminati con superfici danneggiabili.

Caratteristiche:
- Tamponi di presa in materiale plastico per salvaguardare l'integrità della superficie di presa
- Corpo e componenti in acciaio di alta qualità
- Portata e spessore presa incise sul corpo
- Adatte per il sollevamento e il trasporto verticale di tutti quei materiali a rischio di danneggiamento: acciaio inox, alluminio,
  plastica, legno, marmo

Vantaggi:
- Meccanismo di sicurezza che assicura il non rilascio del carico durante il sollevamento e il trasporto

Dotazione:
- Manuale di uso e manutenzione

ART. M7025

Cod. Tec. M7025500 M70251000 M70252000 M70253000
GR65 Euro 629,00 784,00 1099,00 1488,00
Modello 0.5 TNMK 1 TNMK 2 TNMK 3 TNMK
Portata kg 500 1.000 2.000 3.000
Apertura mm 0 - 20 0 - 30 0 - 50 0 - 60
H mm 205 232 362
T mm 40 50
S mm 102 105 124
U mm 462 470 704
V mm 224 282 408
W mm 48 46 63
X mm 80
Y mm 14 18
Peso kg 6 6,5 15 15,5

PINZE DI SOLLEVAMENTO CON TAMPONI ANTIDANNEGGIAMENTO

PINZE DI SOLLEVAMENTO ORIZZONTALE IN COPPIA

••
• •MANUALE

ON-LINE

Pinze di sollevamento con tamponi per la movimentazione orizzontale di laminati con superfici danneggiabili.

Caratteristiche:
- Tamponi di presa in materiale plastico per salvaguardare l'integrità della superficie di presa
- Corpo e componenti in acciaio di alta qualità
- Portata e spessore presa incise sul corpo
- Adatte per il sollevamento e il trasporto orizzontale di tutti quei materiali a rischio di danneggiamento: acciaio inox,
alluminio, plastica legno, marmo

Vantaggi:
- Meccanismo di sicurezza che assicura il non rilascio del carico durante il sollevamento e il trasporto

Dotazione:
- Manuale di uso e manutenzione

ART. M7028

Cod. Tec. M70281000 M70282000 M70283000 M70284000
GR65 Euro 661,00 878,00 1050,00 1327,00
Modello 1 TNMH 2 TNMH 3 TNMH 4 TNMH
Portata per coppia kg 2 x 500 2 x 1.000 2 x 1.500 2 x 2.000
Apertura mm 0 - 25 0 - 45 0 - 50
H mm 10 15 17,5
T mm 20 30,5
S mm 94 151 161
U mm 155 267 271 300
V mm 140 225 250
W mm 15 23 20
X mm 65 90 115
Y mm 15 30
Peso kg/pz 2,4 7,5 8,3 13

MANUALE
ON-LINE

M.52 Indivisible package  Suggested retail package - Unit price

Lifting clamps for vertical handling of sheet metal with damageable surfaces.

Features:
- Pads in plastic material to secure the integrity of the gripped surfaces
- Body and components made of high quality steel
- The extent and thickness of the lifting capacity and jaw openings engraved on the body
- Suitable for vertical lifting and transport of all those types of materials at risk of damage: steel, aluminium,
plastic, wood and marble

Advantages:
- The security mechanism ensures that it never releases the load when lifting or during transportation

Supplied with:
- Instruction manual for use and maintenance

ITEM: M7025

Tech. Code

Model 0.5 TNMK 1 TNMK 2 TNMK 3 TNMK
Load capacity kg 500 1,000 2.000 3.000
Opening mm 0 - 20 0 - 30 0 - 50 0 - 60
H mm 205 232 362
T mm 40 50
S mm 102 105 124
U mm 462 470 704
V mm 224 282 408
W mm 48 46 63
X mm 80
Y mm 5.5 18
Weight kg 6 6,5 15 15,5

LIFTING CLAMPS WITH ANTI-DAMAGING PADS

ON-LINE
MANUAL

Lifting clamps for horizontal handling of sheet metal with damageable surfaces.

Features:
- Pads in plastic material to secure the integrity of the gripped surfaces
- Body and components made of high quality steel
- The extent and thickness of the lifting capacity and jaw openings engraved on the body
- Suitable for horizontal lifting and transport of all those types of materials at risk of damage: steel, aluminium,
plastic, wood and marble

Advantages:
- The security mechanism ensures that it never releases the load when lifting or during transportation

Supplied with:
- Instruction manual for use and maintenance

ITEM: M7028

Tech. Code

Model 1 TNMH 2 TNMH 3 TNMH 4 TNMH
Pair capacity kg 2 x 500 2 x 1.000 2 x 1.500 2 x 2.000
Opening mm 0 - 25 0 - 45 0 - 50
H mm 10 15 17,5
T mm 20 30,5
S mm 94 151 161
U mm 155 267 271 300
V mm 140 225 250
W mm 15 23 20
X mm 65 90 115
Y mm 15 30
Weight kg/pz 2,4 7,5 8,3 13

ON-LINE
MANUAL

HORIZONTAL (SETS OF PAIRS) LIFTING CLAMPS



M

M.53 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Pinze di sollevamento per la movimentazione di superfici tonde.

Caratteristiche:
- Corpo e componenti in acciaio di alta qualità
- Leva di chiusura con apertura automatica quando il carico viene depositato
- Portata e spessore presa incise sul corpo
- Adatte per il sollevamento e il trasporto orizzontale di tubi singoli, in fasci e strutture di forma rotonda

Vantaggi:
- Meccanismo di sicurezza che assicura il non rilascio del carico durante il sollevamento e il trasporto

Dotazione:
- Manuale di uso e manutenzione

ART. M7040

Cod. Tec. M7040500 M70401000 M70402000 M70403000
GR65 Euro 351,00 484,00 956,00 1622,00
Modello 0.5 TTL 1 TTL 2 TTL 3 TTL
Portata kg 500 1.000 2.000 3.000
Apertura R mm 48,3 - 114,3 114,3 - 219,1 219,1 - 368 368 - 508
B max mm 207 345 610 710
U max mm 400 615 955 1165
Y mm 15 16
D mm 47 56
G mm 45 64
Peso kg 4,5 9 31 39

PINZE DI SOLLEVAMENTO A PANTOGRAFO

Y

MANUALE
ON-LINE

Pinze di sollevamento per la movimentazione di particolari con superfici parallele.

Caratteristiche:
- Corpo e componenti in acciaio di alta qualità
- Leva di chiusura con apertura automatica quando il carico viene depositato
- Portata e spessore presa incise sul corpo
- Adatte per il sollevamento e il trasporto orizzontale di tubolari quadri e strutture con superfici parallele
- Tamponi di presa in materiale plastico per salvaguardare l'integrità della superficie di presa

Vantaggi:
- Meccanismo di sicurezza che assicura il non rilascio del carico durante il sollevamento e il trasporto

Dotazione:
- Manuale di uso e manutenzione

ART. M7042

Cod. Tec. M70420500 M70421000 M70422000 M70423000
GR65 Euro 951,00 1005,00 1234,00 1257,00
Modello 0.5 TLBC 1 TLBC 2 TLBC 3 TLBC
Portata kg 500 1.000 2.000 3.000
Apertura R mm 30 - 110 100 - 230 220 - 360 350 - 500
B max mm 325 530 675 835
U max mm 460 655 735 900
Y mm 15 16
D mm 80 100
G mm 45 64
Peso kg 7 12,3 18 33

MANUALE
ON-LINE

M.53Indivisible package  Suggested retail package - Unit price

Lifting clamps for handling of pipes, tubes and solid round materials.

Features:
- Body and components made of high quality steel
- Closing lever with an automatic opening when the load is deposited
- The extent and thickness of the lifting capacity and jaw openings engraved on the body
- Suitable for horizontal lifting and transport of individual pipes, in bundles and round structures

Advantages:
- The security mechanism ensures that it never releases the load when lifting or during transportation

Supplied with:
- Instruction manual for use and maintenance

ITEM: M7040

Tech. Code

Model 0.5 TTL 1 TTL 2 TTL 3 TTL
Load capacity kg 500 1,000 2,000 3.000
R opening mm 48.3 - 114.3 114.3 - 219.1 219.1 - 368 368 - 508
B max mm 207 345 610 710
U max mm 400 615 955 1165
Y mm 15 16
D mm 47 56
G mm 45 64
Weight kg 4,5 9 31 39

LIFTING CLAMPS FOR ROUND MATERIALS

ON-LINE
MANUAL

Lifting clamps for handling parts with parallel surfaces.

Features:
- Body and components made of high quality steel
- Closing lever with an automatic opening when the load is deposited
- The extent and thickness of the lifting capacity and jaw openings engraved on the body
- Suitable for horizontal lifting and transport of square tubes and structures with parallel surfaces
- Plastic grip pads to protect the integrity of the gripped surface

Advantages:
- The security mechanism ensures that it never releases the load when lifting or during transportation

Supplied with:
- Instruction manual for use and maintenance

ITEM: M7042

Tech. Code

Model 0.5 TLBC 1 TLBC 2 TLBC 3 TLBC
Load capacity kg 500 1.000 2.000 3.000
R opening mm 30 - 110 100 - 230 220 - 360 350 - 500
B max mm 325 530 675 835
U max mm 460 655 735 900
Y mm 15 16
D mm 80 100
G mm 45 64
Weight kg 7 12,3 18 33

ON-LINE
MANUAL



M

M.54 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Pinze di sollevamento per la movimentazione di profilati di varie dimensioni.

Caratteristiche:
- Corpo e componenti in acciaio di alta qualità
- Perno filettato con terminale oscillante
- Portata e spessore presa incise sul corpo
- Peso minimo sollevabile >10% della portata massima
- Adatte per il sollevamento e il trasporto verticale di qualsiasi struttura di acciaio

Dotazione:
- Manuale di uso e manutenzione

ART. M7030

Cod. Tec. M7030500 M70301500 M70303000
GR65 Euro 297,00 483,00 699,00
Modello 0.5 TSCC 1.5 TSCC 3 TSCC
Portata kg 500 1.500 3.000
Apertura mm 0 - 35 0 - 40 0 - 60
A mm 158 220 280
B mm 211 232 278
W mm 26 40 46
V mm 108 150 190
D mm 27,5 42 50
E mm 82 140 184
F mm 27 46 60
G mm 25 46 50
Peso kg 1 3,5 7,8

PINZE DI SOLLEVAMENTO CON PERNO FILETTATO

MANUALE
ON-LINE

Pinze di sollevamento per la movimentazione di barre profilate.

Caratteristiche:
- Corpo e componenti in acciaio di alta qualità
- Ganasce simmetriche a chiusura concentrica
- Portata e spessore presa incise sul corpo
- Peso minimo sollevabile >10% della portata massima
- Adatte per il sollevamento e il trasporto di barre profilate a caldo tipo IPE, INP, HEA e strutture metalliche

Dotazione:
- Manuale di uso e manutenzione

ART. M7035

Cod. Tec. M70351000 M70353000
GR65 Euro 259,00 383,00
Modello 1 FSV 3 FSV
Portata kg 1.000 3.000
Apertura mm 75 - 190
B mm 30
C-max mm 357
D-max mm 345
E mm 73,5
F mm 120
Peso kg 5

max. 15°

MANUALE
ON-LINE

M.54 Indivisible package  Suggested retail package - Unit price

Lifting clamps for handling sheet metal profiles of various sizes.

Features:
- Body and components made of high quality steel
-Threaded pin with oscillating terminal
- The extent and thickness of the lifting capacity and jaw openings engraved on the body
- Minimum lifting weight > 10% of the maximum flow rate
- Suitable for vertical lifting and transport of sheet metal and steel structures

Supplied with:
- Instruction manual for use and maintenance

ITEM: M7030

Tech. Code

Model 0.5 TSCC 1.5 TSCC 3 TSCC
Load capacity kg 500 1.500 3.000
Opening mm 0 - 35 0 - 40 0 - 60
A mm 158 220 280
B mm 211 232 278
W mm 26 40 46
V mm 108 150 190
D mm 27.5 42 50
E mm 82 140 184
F mm 0.8 46 60
G mm 25 46 50
Weight kg 1 3.5 7.8

LIFTING SCREW CLAMPS

ON-LINE
MANUAL

Lifting clamps for handling profiled bars.

Features:
- Body and components made of high quality steel
- Symmetrical jaws concentric closure
- The extent and thickness of the lifting capacity and jaw openings engraved on the body
- Minimum lifting weight > 10% of the maximum capacity
- Suitable for vertical lifting and transport of profiled bars, IPE, INP, HEA and metal structures

Supplied with:
- Instruction manual for use and maintenance

ITEM: M7035

Tech. Code

Model 1 FSV 3 FSV
Load capacity kg 1.000 3.000
Opening mm 75 - 190
B mm 30
C-max mm 357
D-max mm 345
E mm 73.5
F mm 120
Weight Kg 5

ON-LINE
MANUAL



M

M.55 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Pinze di sollevamento per la movimentazione di fusti.

Caratteristiche:
- Corpo e componenti in acciaio di alta qualità
- Portata e spessore presa incise sul corpo
- Peso minimo sollevabile >10% della portata massima
- Adatte per il sollevamento e il trasporto verticale in tutta sicurezza di fusti anche pieni

Vantaggi:
- Meccanismo automatico di serraggio

Dotazione:
- Manuale di uso e manutenzione

ART. M7050

Cod. Tec. M7050500
GR65 Euro 175,00
Modello TVK
Portata kg 500
Apertura mm 0-17
U mm 121
V mm 96
X mm 28
T mm 12
Peso kg 1,3

PINZE DI SOLLEVAMENTO PER FUSTI

MANUALE
ON-LINE

Pinze di sollevamento per la movimentazione di fusti.

Caratteristiche:
- Corpo e componenti in acciaio di alta qualità
- Portata e spessore presa incise sul corpo
- Peso minimo sollevabile >10% della portata massima
- Adatte per il sollevamento e il trasporto verticale in tutta sicurezza di fusti anche pieni

Dotazione:
- Manuale di uso e manutenzione

ART. M7055

Cod. Tec. M7055600
GR65 Euro 247,00
Modello TVKH
Portata kg 600
Apertura mm 0 - 25
A mm 305
B mm 434
C-max mm 331
D mm 100
E mm 50
F mm 10
Peso kg 7

MANUALE
ON-LINE

M.55Indivisible package  Suggested retail package - Unit price

Drum lifting clamps for transportation of the drums.

Features:
- Body and components made of high quality steel
- The extent, thickness of the lifting capacity and the jaw opening is engraved on the body
- Minimum lifting weight > 10% of the maximum capacity
- Suitable for vertical lifting and transport in complete safety of even full drums

Advantages:
- Automatic clamping mechanism

Supplied with:
- Instruction manual for use and maintenance

ITEM: M7050

Tech. Code

Model TVK
Load capacity kg 500
Opening mm 0-17
U mm 1.6
V mm 96
X mm 28
T mm 12
Weight kg 1,3

DRUMS LIFTING CLAMPS

ON-LINE
MANUAL

Drum lifting clamps for transportation of the drums.

Features:
- Body and components made of high quality steel
- The extent, thickness of the lifting capacity and the jaw opening is engraved on the body
- Minimum lifting weight > 10% of the maximum capacity
- Suitable for vertical lifting and transport in complete safety of even full drums

Supplied with:
- Instruction manual for use and maintenance

ITEM: M7055

Tech. Code

Model TVKH
Load capacity kg 600
Opening mm 0 - 25
A mm 305
B mm 434
C-max mm 331
D mm 100
E mm 50
F mm 10
Weight kg 7

ON-LINE
MANUAL



M

M.56 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ART. M7210
Dinamometri elettronici digitali progettati per la pesatura di carichi sospesi,
serie leggera.

Caratteristiche:
- Celle di carico a trazione in acciaio inox con custodia per l'elettronica in ABS
- Indicatore digitale del peso su display a 5 cifre
- Telecomando ad infrarossi per accensione ed azzeramento
- Carico di sicurezza ammesso: 200% della portata nominale
- Coefficiente di sicurezza a rottura: >5
- Protezione: IP65
- Temperatura di lavoro: -5°C +55°C
- Precisione di misura: ±0,1% della portata nominale

Vantaggi:
- Azzeramento della tara e calibrazione del peso da tastiera
- Filtri digitali di stabilizzazione del peso selezionabili
- Spegnimento automatico selezionabile da tastiera
- Memorizzazione del picco (peak) e del peso visualizzato (hold)
- Unità di misura selezionabile da tastiera (kg - N - kN - lb)
- Alimentazione: tre batterie 1,5V

Dotazione:
- Manuale di uso e manutenzione
- Uniball di sospensione
- Valigetta in plastica

MANUALE
ON-LINE

DINAMOMETRI ELETTRONICI

Cod. Tec. GR66
Euro

Portata
kg

Divisione
kg

A
mm

B
mm

C
mm

Peso
kg

M72100050 (650,00) 50 0,02
158 12 16 1,30M72100100 (650,00) 100 0,05

M72100300 (650,00) 300 0,1
M72100600 (750,00) 600 0,2

170 16 21 2,30M72101000 (800,00) 1000 0,50

ART. M7220
Dinamometri elettronici digitali progettati per la pesatura di carichi sospesi,
serie pesante.

Caratteristiche:
- Celle di carico a trazione in acciaio inox con custodia per l'elettronica in ABS
- Indicatore digitale del peso su display a 5 cifre
- Telecomando ad infrarossi per accensione ed azzeramento
- Carico di sicurezza ammesso: 200% della portata nominale
- Coefficiente di sicurezza a rottura: >5
- Protezione: IP65
- Temperatura di lavoro: -5°C +55°C
- Precisione di misura: ±0,1% della portata nominale

Vantaggi:
- Azzeramento della tara e calibrazione del peso da tastiera
- Filtri digitali di stabilizzazione del peso selezionabili
- Spegnimento automatico selezionabile da tastiera
- Memorizzazione del picco (peak) e del peso visualizzato (hold)
- Unità di misura selezionabile da tastiera (kg - N - kN - lb)
- Alimentazione: tre batterie 1,5V

Dotazione:
- Manuale di uso e manutenzione
- Grilli di sospensione
- Valigetta in plastica

MANUALE
ON-LINE

Cod. Tec. GR66
Euro

Portata
kg

Divisione
kg

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

G
mm

H
mm

I
mm

Peso
kg

M72203200 (890,00) 3200 1 199
69

130 25 269 20
188 182 86

4,2
M72206300 (950,00) 6300 2 213 144 39 348 26 6,5
M722010000 (1390,00) 10000 5 265 100 181 50 455 36 9.6

* Per portata Kg 10000 grilli di sospensione (non inclusi).

ATTENZIONE
Per Dinamometri con portate inferiori vedere a pagina D.103

M.56 Indivisible package  Suggested retail package - Unit price

ITEM: M7210
Digital electronic dynamometers, designed for weighing overhead loads - light series.

Features:
- Stainless steel load cells with ABS electronic casing
- 5 number digital weight display
- Infrared on/reset remote control
- Maximum Safety load: 200% of its nominal capacity
- Safety braking: >5
- Protection: IP65
- Operating temperature: -5°C +55°C
- Measuring accuracy: ± 0,1% referred to nominal capacity

Advantages:
- Tare reset and weight calibration from keyboard
- Selectable digital filters for weight stabilization
- Automatic shut-off from keyboard
- Peak storing and weight monitorization functions
- Measurement units selectable from keyboard (Kg - N - kN - lb)
- Power supply: three batteries 1,5 V

Supplied complete with:
- Instruction manual for use and maintenance
- Uniball suspension
- Plastic casing

ON-LINE
MANUAL

ELECTRONIC DYNAMOMETERS

Tech. Code Load capacity
kg

Resolution step
kg

A
mm

B
mm

C
mm

Weight
kg

50 0,02
158 12 16 1,30100 0,05

300 0,1
600 0,2

170 16 21 2,30
1000 0.50

ITEM: M7220
Digital electronic dynamometers designed for weighing overhead loads - heavy series

Features:
- Stainless steel load cells with ABS electronic casing
- 5 number digital weight display
- Infrared on/reset remote control
- Maximum Safety load: 200% of its nominal capacity
- Safety braking: >5
- Protection: IP65
- Operating temperature: -5°C +55°C
- Measuring accuracy: ± 0,1% referred to nominal capacity

Advantages:
- Tare reset and weight calibration from keyboard
- Selectable digital filters for weight stabilization
- Automatic shut-off from key board
- Peak storing and weight monitorization functions
- Measurement units selectable from keyboard (Kg - N - kN - lb)
- Power supply: three batteries 1,5 V

Supplied complete with:
- Instruction manual for use and maintenance
- Shackles suspension
- Plastic casing

ON-LINE
MANUAL

Tech. Code Load capacity
kg

Resolution step
kg

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

G
mm

H
mm

I
mm

Weight
kg

3200 1 199
69

130 25 269 20
188 182 86

4.2
6300 2 213 144 39 348 26 6.5
10000 5 265 100 181 50 455 36 9.6

* For 1000 Kg capacity suspension shackles (not included)

IMPORTANT NOTE
Dynamometers with lower capacity listed at page D.103



M

M.57 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR66
Euro

Portata
kg

Divisione
g

Peso
kg

M722510T (2050,00) 10000 1000 53

ART. M7225
Dinamometro in acciaio con modulo radio integrato

Caratteristiche:
- Modulo radio integrato che consente all’utilizzatore di leggere comodamente
sull’apparecchio indicatore i dati di pesata anche a grande distanza dalla bilancia

 da gru
- Apparecchio indicatore separato con grande display LCD retroilluminato,
altezza cifre 22 mm

- Dimensioni L 175 x p 135 x h 39 mm, inclusa antenna L 240 x p 135 x h 55 mm
- Gancio con fermo di sicurezza girevole
- Temperatura di lavoro: 0°C +40°C
- Precisione di misura: 0,2% della portata nominale

Vantaggi:
- Apparecchio professionale per condizioni operative severe in produzione, controllo
qualità e logistica

- Raggio d'azione telecomando fino a 100 m
- L’interfaccia dati RS-232 integrata consente il collegamento alla stampante, al PC o
alla rete

- Funzione Data Hold, con valore di pesata stabilizzato il peso visualizzato viene
automaticamente ³congelato´, fino a quando viene premuto il tasto Hold

Dotazione:
- Manuale di uso e manutenzione

DINAMOMETRO PER GRU CON LETTURA A DISTANZA
MANUALE
ON-LINE

Cod. Tec. GR66
Euro

Portata
kg

Divisione
g

Peso
kg

M7223600 (428,00) 150/300/600 50/100/200 8,16

ART. HFD 600K-1
La bilancia è conforme con la certificazione di prova ThV alla norma EN 13155
(Attrezzature amovibili di presa del carico) e EN 61010-1 (Sicurezza elettrica). Grazie
alla solida struttura e all'esecuzione robusta è ideale per l'impiego continuativo in
ambiente industriale.
Massima mobilità grazie all'alimentazione ad accumulatore, struttura piatta e compatta,
adatta per l'uso in luoghi diversi. Funzione Hold, con valore di pesata stabilizzato il
peso visualizzato viene automaticamente ''congelato'' fino a quando viene premuto il
tasto HOLD.
Raggio d'azione telecomando fino a 20 m
L×P×A 48x10x95 mm, Batterie tipo AAA (2x 1,5 V) comprese.

DINAMOMETRI ELETTRONICI
MANUALE
ON-LINE

M.57Indivisible package  Suggested retail package - Unit price

Tech. Code Load capacity
kg

Resolution step
g

Weight
kg

10000 1000 53

ITEM: M7225
-Steel dynamometer with integrated radio module

Features:
- With integrated radio module, so the weighing data can easily be read off the display
by the user, even if the user is away from the crane

- Separate device with large backlit LCD display, digit height 22mm
- Dimensions L 175 x p 135 x h 39 mm, with antenna L 240 x p 135 x h 55 mm
- Swivel hook with safety device
- Operating temperature 0 °C / 40 °C
- Precision 0,2% of [Max]

Advantages:
- Professional device for severe operating condictions in production, quality and
logistics

- Antonomy up to 100m
- It's integrated RS-232 data interface allows connection to a printer, PC or network
- Data hold function: when the weighing value remains unchanged, the weight
indicated on the display is automatically "frozen" until HOLD key is pressed

Supplied with:
- Instruction manual for use and maintenance

DYNAMOMETERS FOR CRANES WITH REMOTE READING
ON-LINE
MANUAL

Tech. Code Load capacity
kg

Resolution step
g

Weight
kg

150/300/600 50/100/200 8,16

ITEM: HFD 600K-1
The scale complies with theThV test certification to EN 13155 (Removable load-bearing
equipment) and EN 61010-1 (Electrical safety).Thanks to its solid structure and robust
construction, it is ideal for continuous use in an industrial environment.
Maximum mobility thanks to the accumulator power supply, flat and compact structure,
suitable for use in different places. Hold function, with a stabilized weighing value, the
displayed weight is automatically '' frozen '' until the HOLD key is pressed.
Autonomy 20 m approximately. L î P î A 48x10x95 mm, Batteries type AAA (2x1.5 V)
included.

ELECTRONIC DYNAMOMETERS
ON-LINE
MANUAL
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M.58 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR65
Euro Colore

L
m

A TIRO
DIRETTO

A CAPPIO
A CANESTRO
PARALLELO

DOPPIO
� � 45°

DOPPIO
� � 60°

SEMPLICE
� � 45°

SEMPLICE
� � 60°

M73101000X1 8,70

VI
O

LA

1,0

1000 800 2000 1400 1000 700 500

M73101000X1,5 11,40 1,5
M73101000X2 14,90 2,0

M73101000X2,5 18,70 2,5
M73101000X3 20,60 3,0
M73101000X4 26,50 4,0
M73101000X5 32,40 5,0
M73102000X1 12,30

VE
R

D
E

1,0

2000 1600 4000 2800 2000 1400 1000

M73102000X1,5 21,00 1,5
M73102000X2 24,40 2,0

M73102000X2,5 27,70 2,5
M73102000X3 29,40 3,0
M73102000X4 38,50 4,0
M73102000X5 50,10 5,0
M73103000X1 16,50

G
IA

LL
O

1,0

3000 2400 6000 4200 3000 2100 1500

M73103000X1,5 24,10 1,5
M73103000X2 28,50 2,0

M73103000X2,5 34,20 2,5
M73103000X3 45,30 3,0
M73103000X4 56,90 4,0
M73103000X5 66,90 5,0
M73103000X6 77,50 6,0
M73104000X1 21,70

G
R

IG
IO

1,0

4000 3200 8000 5600 4000 2800 2000

M73104000X1,5 30,50 1,5
M73104000X2 37,10 2,0

M73104000X2,5 46,10 2,5
M73104000X3 52,40 3,0
M73104000X4 69,00 4,0
M73104000X5 86,00 5,0
M73104000X6 102,90 6,0

La portata a tiro diretto è facilmente individuabile: 1000 kg ogni riga nera longitudinale

ART. M7310
Funi di sollevamento ad anello in poliestere.

Caratteristiche:
- Struttura in matassa ad alta tenacità inguainata in una calza sempre in poliestere
- Allungamento massimo 7% interamente recuperato a riposo
- Colorate come da tabella secondo le norme in vigore

Vantaggi:
- Ottima proprietà elastica
- Inalterabili al calore e ai raggi UVA

FATTORE DI SICUREZZA 7�1

PORTATA kg

FUNI DI SOLLEVAMENTO TONDE AD ANELLO

M.58 Indivisible package   Suggested retail package - Unit price

Tech. Code COLOUR
L
m

DIRECT PULL LOOP TYPE
PARALLEL
BASKET

DOUBLE
ȕ � 45°

DOUBLE
ȕ � 60°

SINGLE
ȕ � 45°

SINGLE
ȕ � 60°

PU
R

PL
E

1.0

1000 800 2000 1400 1000 700 500

1.5
2.0
2.5
3.0
4.0
5.0

G
R

EE
N

1.0

2000 1600 4000 2800 2000 1400 1000

1.5
2.0
2.5
3.0
4.0
5.0

YE
LL

O
W

1.0

3000 2400 6000 4200 3000 2100 1500

1.5
2.0
2.5
3.0
4.0
5.0
6.0

G
R

EY

1.0

4000 3200 8000 5600 4000 2800 2000

1.5
2.0
2.5
3.0
4.0
5.0
6.0

Single (direct) pull lifting power can be easily identified 1000 Kg per black longitudinal line.

ITEM: M7310
Round lifting slings in polyester.

Features:
- Polyester coiled, high fibre density, sleeved in a polyester protective braiding, featuring outstanding elasticity
- Maximum stretching 7% fully resumed at rest
- Colouring as in the chart according to the standard regulations

Advantages:
- Excellent elastic properties
- Unalterable with heat and UVA rays

SAFET< FACTOR 7�1

LOAD CAPACITY kg

ROUND LIFTING SLINGS



M

M.59 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

La portata a tiro diretto è facilmente individuabile, 1000kg ogni 30 mm di larghezza del nastro o ogni riga nera longitudinale.

Cod. Tec. GR65
Euro

S
mm

L
m

A TIRO DIRETTO A CAPPIO
A CANESTRO
PARALLELO

A CANESTRO
� � 45°

A CANESTRO
� � 60°

M73201000X1 10,90

50

1,0

1000 800 2000 1400 1000

M73201000X1,5 12,30 1,5
M73201000X2 15,50 2,0

M73201000X2,5 17,90 2,5
M73201000X3 18,60 3,0
M73201000X4 24,30 4,0
M73201000X5 28,70 5,0
M73201000X6 33,00 6,0
M73202000X1 17,50

60

1,0

2000 1600 4000 2800 2000

M73202000X1,5 19,10 1,5
M73202000X2 20,80 2,0

M73202000X2,5 25,00 2,5
M73202000X3 28,50 3,0
M73202000X4 37,30 4,0
M73202000X5 43,90 5,0
M73202000X6 52,90 6,0
M73203000X1 27,50

90

1,0

3000 2400 6000 4200 3000

M73203000X1,5 35,40 1,5
M73203000X2 36,80 2,0

M73203000X2,5 44,60 2,5
M73203000X3 45,80 3,0
M73203000X4 58,50 4,0
M73203000X5 71,40 5,0
M73203000X6 83,50 6,0
M73203000X8 120,80 8,0
M73204000X2 57,70

120

2,0

4000 3200 8000 5600 4000

M73204000X3 75,80 3,0
M73204000X4 94,10 4,0
M73204000X5 112,10 5,0
M73204000X6 130,30 6,0
M73204000X8 166,60 8,0
M73205000X2 75,70

150

2,0

5000 4000 10000 7000 5000

M73205000X3 98,40 3,0
M73205000X4 120,80 4,0
M73205000X5 143,80 5,0
M73205000X6 166,80 6,0
M73205000X8 211,40 8,0
M73206000X2 90,80

180

2,0

6000 4800 12000 8400 6000

M73206000X3 120,80 3,0
M73206000X4 151,50 4,0
M73206000X5 181,70 5,0
M73206000X6 211,90 6,0
M73206000X8 272,50 8,0
M73208000X4 235,00

240
4,0

8000 6400 16000 11200 8000M73208000X5 279,70 5,0
M73208000X6 350,30 6,0

ART. M7320
Nastri di sollevamento in poliestere.

Caratteristiche:
- Poliestere in matassa ad alta tenacità, con occhielli morbidi con protezione in tessuto
- Allungamento massimo 7% interamente recuperato a riposo
- Colorate come da tabella secondo le norme in vigore

Vantaggi:
- Ottima proprietà elastica
- Inalterabili al calore e ai raggi UVA

FATTORE DI SICUREZZA 7�1

PORTATA kg

NASTRI DI SOLLEVAMENTO

M.59Indivisible package  Suggested retail package - Unit price

Single (direct) pull lifting power can be easily identified 1000 Kg per 30 mm of sling/tape width and per black longitudinal line.

Tech. Code S
mm

L
m

DIRECT PULL LOOP TYPE PARALLEL BASKET
BASKET
ȕ � 45°

BASKET
ȕ � 60°

50

1.0

1000 800 2000 1400 1000

1.5
2.0
2.5
3.0
4.0
5.0
6.0

60

1.0

2000 1600 4000 2800 2000

1.5
2.0
2.5
3.0
4.0
5.0
6.0

90

1.0

3000 2400 6000 4200 3000

1.5
2.0
2.5
3.0
4.0
5.0
6.0
8.0

120

2.0

4000 3200 8000 5600 4000

3.0
4.0
5.0
6.0
8.0

150

2.0

5000 4000 10000 7000 5000

3.0
4.0
5.0
6.0
8.0

180

2.0

6000 4800 12000 8400 6000

3.0
4.0
5.0
6.0
8.0

240
4.0

8000 6400 16000 11200 80005.0
6.0

ITEM: M7320
Polyester lifting slings with eyelets

Features:
- Polyester coiled, high fibre density with eyelets with soft protection fabric
- Outstanding elasticity, maximum stretching 7% fully resumed at rest
- Colouring as in the chart according to the standard regulations

Advantages:
- Outstanding elasticity
- With heat and UVA rays

SAFET< FACTOR 7�1

LOAD CAPACITY kg

WEB LIFTING SLINGS WITH EYELETS



M

M.60 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR65
Euro

Portata
Nastro

kg

L
mm

H
mm

L1
mm

H1
mm

S
mm

M73252000 53,70 2000 450 100 60 30 4

ART. M7325
Guaine di protezione in poliuretano per nastri di sollevamento.
Adatte per proteggere un solo lato del nastro da bordi taglienti, spigoli e asperità varie.

GUAINE DI PROTEZIONE PER NASTRI DI SOLLEVAMENTO

Confezione minima 2 pezzi.

Cod. Tec. GR65
Euro

Larghezza
Nastro

mm

Lunghezza
Nastro

m

Capacità di ancoraggio
daN

M73303 10,90 25 2,5 250

ART. M7330
Nastri in poliestere con tensionatore a fibbia.
Adatte per legare e immobilizzare in modo pratico e sicuro oggetti e strutture di
svariate tipologie.
Da utilizzare solo per ancorare.

NASTRI CON TENSIONATORE A FIBBIA

Confezione minima 2 pezzi.

Cod. Tec. GR65
Euro

Larghezza
Nastro

mm

Lunghezza
Nastro

m

Capacità di ancoraggio
daN

M73354 20,20 35 4 250

ART. M7335
Nastri in poliestere con tensionatore a fibbia.
Adatte per legare e immobilizzare in modo pratico e sicuro oggetti e strutture di
svariate tipologie.
Da utilizzare solo per ancorare.

M.60 Indivisible package   Suggested retail package - Unit price

Tech. Code Tape capacity
kg

L
mm

H
mm

L1
mm

H1
mm

S
mm

2000 450 100 60 30 4

ITEM: M7325
Protective sleeving in polyurethane for lifing slings.
Suitable to protect only one side of the strap from sharp edges, corners and several
types of roughness.

PROTECTIVE SLEEVING FOR LIFTING SLINGS

Sales packaging minimum 2 pieces.

Tech. Code Tape width
mm

Tape length
m

Anchoring capacity
daN

25 2,5 250

ITEM: M7330
Straps in polyester with locking buckle.
Suitable for holding tightly together in a practical and safe way various objects and
structures.
To be used only for anchoring needs.

LADDER LOCK CLOSURE STRAPS

Sales packaging minimum 2 pieces.

Tech. Code Tape width
mm

Tape length
m

Anchoring capacity
daN

35 4 250

ITEM: M7335
Straps in polyester with locking buckle.
Suitable for holding tightly together in a practicl and safe way various objects and
structures.
To be used only for anchoring needs



M

M.61 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR65
Euro

Larghezza
Nastro

mm

Lunghezza
Nastro

m

Capacità di ancoraggio
daN

M73404 20,80 35 4 250

ART. M7340
Nastri in poliestere con tensionatore a fibbia e terminale a gancio.
Adatte per legare e immobilizzare in modo pratico e sicuro oggetti e strutture di
svariate tipologie.
Da utilizzare solo per ancorare.

NASTRI CON TENSIONATORE A FIBBIA E TERMINALI A GANCIO

Cod. Tec. GR65
Euro

Larghezza
Nastro

mm

Lunghezza
Nastro

m

Capacità di ancoraggio
daN

M73505 17,50 25 5 1000

ART. M7350
Nastri in poliestere con tensionatore a cricchetto.
Adatte per legare e immobilizzare in modo pratico e sicuro oggetti e strutture di
svariate tipologie.
Da utilizzare solo per ancorare.

NASTRI CON TENSIONATORE A CRICCHETTO

Cod. Tec. GR65
Euro

Larghezza
Nastro

mm

Lunghezza
Nastro

m

Capacità di ancoraggio
daN

M73558,5 57,90 50 8,0 4000

ART. M7355
Nastri in poliestere con tensionatore a cricchetto.
Adatte per legare e immobilizzare in modo pratico e sicuro oggetti e strutture di
svariate tipologie.
Da utilizzare solo per ancorare.

M.61Indivisible package  Suggested retail package - Unit price

Tech. Code Tape width
mm

Tape length
m

Anchoring capacity
daN

35 4 250

ITEM: M7340
Polyester straps ladder lock closure, hook ended.
Suitable for holding tightly together in a practical and safe way various objects and
structures.
To be used only for anchoring needs.

LADDER LOCK CLOSURE, HOOK-ENDED STRAPS

Tech. Code Tape width
mm

Tape length
m

Anchoring capacity
daN

25 5 1000

ITEM: M7350
Polyester straps with ratchet tensioner.
Suitable for holding tightly together in a practical and safe way various objects and
structures.
To be used only for anchoring needs.

RATCHET TENSIONER STRAPS

Tech. Code Tape width
mm

Tape length
m

Anchoring capacity
daN

50 8.0 4000

ITEM: M7355
Polyester straps with ratchet tensioner.
Suitable for holding tightly together in a practical and safe way various objects and
structures.
To be used only for anchoring needs.



M

M.62 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR65
Euro

Larghezza
Nastro

mm

Lunghezza prima e dopo il
cricchetto

m

Capacità di ancoraggio
daN

M73604,5 22,40 25 4,5 + 0,5 1000

ART. M7360
Nastri in poliestere con tensionatore a cricchetto e terminali a gancio.
Adatte per legare e immobilizzare in modo pratico e sicuro oggetti e strutture di
svariate tipologie.
Da utilizzare solo per ancorare.

NASTRI CON TENSIONATORE A CRICCHETTO E TERMINALI A GANCIO

Cod. Tec. GR65
Euro

Larghezza
Nastro

mm

Lunghezza prima e dopo il
cricchetto

m

Capacità di ancoraggio
daN

M73658 41,30 50 8,5 + 0,5 4000

ART. M7365
Nastri in poliestere con tensionatore a cricchetto e terminali a gancio.
Adatte per legare e immobilizzare in modo pratico e sicuro oggetti e strutture di
svariate tipologie.
Da utilizzare solo per ancorare.

Cod. Tec. GR65
Euro

Dimensioni
mm

Contenuto confezione
pz

M737025X3 46,70 25 x 3 m
2M737050X3 73,10 50 x 3 m

ART. M7370
L'ancoraggio AUTO-AVVOLGIBILE consente al nastro di essere sempre controllato
durante l'avvolgimento e l'estensione grazie ad un meccanismo frenanate.
E' semplicissimo da utilizzare.
Il nastro che non viene usato rimane avvolto nel proprio alloggiamento senza penzolare
in modo disordinato e pericoloso.
Inoltre il nastro rimane sempre pulito e lontano da olio e sporcizia varia.

ISTRUZIONI

1. FISSAGGIO DEL CARICO
Mettere la leva in posizione di rilascio, semplicemente tirando il nastro tramite
il gancio a S. Fissare il gancio al punto di ancoraggio del carico.

2. TENSIONAMENTO
Premere il bottone rosso per avvolgere il nastro allentato fino a tenderlo.
Quindi premere nuovamente il bottone rosso e portare in basso la leva e
azionarla caricando manualmente.
Attenzione a non caricare troppo.

3. BLOCCAGGIO
Per assicurare il carico, verificare che la leva sia nella posizione di blocco.

4. RILASCIO E RIAVVOLGIMENTO
Premere il pulsante rosso insieme alla leva portandola dalla posizione
di blocco alla posizione di rilascio.
Rimuovere il gancio dal punto di ancoraggio e riavvolgere gradualmente
il nastro premendo il pulsante rosso.

ANCORAGGI AUTO-AVVOLGIBILI

FISSAGGIO TENSIONAMENTO BLOCCAGGIO RILASCIO

M.62 Indivisible package   Suggested retail package - Unit price

Tech. Code Tape width
mm

Length before and after
ratchet

m

Anchoring capacity
daN

25 4,5 + 0,5 1000

ITEM: M7360
Polyester straps with ratchet tensioner, hook ended.
Suitable for holding tightly together in a practical and safe way various objects and
structures.
To be used only for anchoring needs.

RATCHET TENSIONER, HOOK-ENDED STRAPS

Tech. Code Tape width
mm

Length before and after
ratchet

m

Anchoring capacity
daN

50 8,5 + 0,5 4000

ITEM: M7365
Polyester straps with ratchet tensioner, hook ended.
Suitable for holding tightly together in a practical and safe way various objects and
structures.
To be used only for anchoring needs.

Tech. Code Dimensions
mm

Set content
pcs

25 x 3 m
2

50 x 3 m

ITEM: M7370
SELF ROLLUP anchoring featuring a brake interlock system, allows for a constant
monitoring of both rollup and extension process.
Extremely easy to use.
When not in use, the tape is safely kept in its casing so to avoid any cluttered and
potentially dangerous dangling.
More to that, the tape/belt is kept clean, grease and dust free.

GUIDELINES

1. LOAD ANCHORING SYSTEM
Position lever in release position, simply use S-shaped hook to
pull the tape. Fix hood to the load anchoring point

2. TENSIONING PROCEDURE
Push red button and lever together, the latter to be positioned
Push the red button again, push lever downward
o manually activate it
Do not overload

3. LOCKING PROCEDURE
In order to safely anchor load, make sure the lever is in its lock position

4. WINDING AND RELEASE
Push red button and lever together, the latter to be positioned
from lock to release position
remove hook from anchoring point and proceed to gradual tape winding
by pushing the red button

SELF-ROLLUP ANCHORING SYSTEMS

FIXING PULLING LOCKING RELEASE



M

M.63 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

PENDENTI CON FUNI IN FIBRA
ART. M7410
Pendente a fune singola.

Caratteristiche:
- Fune in poliestere in matassa ad alta tenacità inguainata in una calza sempre in poliestere
- Allungamento massimo 7% interamente recuperato a riposo
- Fattore di sicurezza funi 7:1
- Fattore di sicurezza componenti metallici 4:1

Vantaggi:
- Ottima proprietà elastica
- Inalterabili al calore e ai raggi UVA

Dotazione:
- Completo di campanella, grilli e ganci di carico

Cod. Tec. GR65
Euro Colore

L
m

Portata
kg ʰ

M74101000X0,5 42,20
VIOLA

0,5
1.000

M74101000X1 46,40
1,0

M74102000X1 54,20
VERDE 2.000M74102000X1,5 60,30 1,5

M74102000X2 65,60 2,0
M74103000X1 86,70

GIALLO
1,0

3.000
M74103000X1,5 93,90 1,5

L

ART. M7415
Pendente a fune a due bracci.

Caratteristiche:
- Fune in poliestere in matassa ad alta tenacità inguainata in una calza sempre in poliestere
- Allungamento massimo 7% interamente recuperato a riposo
- Fattore di sicurezza funi 7:1
- Fattore di sicurezza componenti metallici 4:1

Vantaggi:
- Ottima proprietà elastica.
- Inalterabili al calore e ai raggi UVA

Dotazione:
- Completo di campanella, grilli e ganci di carico

Cod. Tec. GR65
Euro Colore

L
m

Portata
kg ʱ

M74151400X0,5 75,90
VIOLA

0,5
1.400

M74151400X1 84,30 1,0
M74152800X0,5 90,90

VERDE

0,5

2.800
M74152800X1 100,00 1,0

M74152800X1,5 112,00 1,5
M74152800X2 123,50 2,0

M74153800X0,5 151,20

GIALLO

0,5

3.800
M74153800X1 163,20 1,0

M74153800X1,5 178,30 1,5
M74153800X2 194,50 2,0

ART. M7420
Pendente a fune a quattro bracci.

Caratteristiche:
- Fune in poliestere in matassa ad alta tenacità inguainata in una calza sempre in poliestere
- Allungamento massimo 7% interamente recuperato a riposo
- Fattore di sicurezza funi 7:1
- Fattore di sicurezza componenti metallici 4:1

Vantaggi:
- Ottima proprietà elastica
- Inalterabili al calore e ai raggi UVA

Dotazione:
- Completo di campanella, grilli e ganci di carico

Cod. Tec. GR65
Euro Colore

L
m

Portata
kg ʱ

M74202100X1 187,90
VIOLA

1,0
2.100

M74202100X1,5 206,60 1,5
M74204200X1 210,70

VERDE
1,0

4.200
M74204200X1,5 234,90 1,5
M74206300X1 331,80

GIALLO
1,0

6.300M74206300X1,5 361,90 1,5
M74206300X2 394,40 2,0

M.63Indivisible package  Suggested retail package - Unit price

LIFTING FIBER SLINGS
ITEM: M7410
Single lifting sling

Features:
- Polyester coiled, high density fibre, sleeved in a polyester protective braiding
- Excellent elasticity-Maximum stretching 7% fully resumed at rest
- Rope safety factor 7:1
- Metal components safety factor 4:1

Advantages:
- Excellent elasticity
- Unaltered by heat and UVA rays

Supplied with:
Ring, Hook and eye

Tech. Code Colour
L
m

Load capacity
kg ʰ

PURPLE
0.5

1.000
1.0

GREEN 2.0001.5
2.0

YELLOW
1.0

3.000
1.5

ITEM: M7415
Double lifting slings

Features:
- Polyester coiled, high density fibre, sleeved in a polyester protective braiding
- Excellent elasticity-Maximum stretching 7% fully resumed at rest
- Rope safety factor 7:1
- Metal components safety factor 4:1

Advantages:
- Excellent elasticity
- Unaltered by heat and UVA rays

Supplied with:
Ring, Hook and eye

Tech. Code Colour
L
m

Load capacity
Kg ʱ

PURPLE
0.5

1.400
1.0

GREEN

0.5

2.800
1.0
1.5
2.0

YELLOW

0.5

3.800
1.0
1.5
2.0

ITEM: M7420
Quadruple lifting slings

Features:
- Polyester coiled, high density fibre, sleeved in a polyester protective braiding
- Excellent elasticity-Maximum stretching 7% fully resumed at rest
- Rope safety factor 7:1
- Metal components safety factor 4:1

Advantages:
- Excellent elasticity
- Unaltered by heat and UVA rays

Supplied with:
Ring, Hook and eye

Tech. Code Colour
L
m

Load capacity
Kg ʱ

PURPLE
1.0

2.100
1.5

GREEN
1.0

4.200
1.5

YELLOW
1.0

6.3001.5
2.0



M

M.64 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

PENDENTI CON CATENA
ART. M7440
Pendente a catena singola.

Caratteristiche:
- Catena, campanella, maglia di giunzione e gancio in acciaio legato grado 80
- Fattore di sicurezza 4:1

Dotazione:
- Completo di campanella, grilli e gancio di carico

Cod. Tec. GR65
Euro

Catena Ø
mm

L
m

Portata
kg ʰ

M74401000X0,5 54,20
6

0,5
1.000

M74401000X1 61,50 1,0
M74402000X0,5 64,40

8
0,5

2.000
M74402000X1 74,70

1,0
M74403100X1 98,80

10 3.100
M74403100X1,5 113,80 1,5

ART. M7445
Pendente a catena a due bracci.

Caratteristiche:
- Catena, campanella, maglia di giunzione e gancio in acciaio legato grado 80
- Fattore di sicurezza 4:1

Dotazione:
- Completo di campanella, grilli e ganci di carico

Cod. Tec. GR65
Euro

Catena Ø
mm

L
m

Portata
kg ʱ

M74451400X0,5 92,10
6

0,5
1.400M74451400X1 106,50 1,0

M74451400X1,5 120,40 1,5
M74452800X0,5 114,40

8

0,5

2.800
M74452800X1 134,90 1,0

M74452800X1,5 155,40 1,5
M74452800X2 175,90 2,0
M74454300X1 183,10

10
1,0

4.300M74454300X1,5 212,50 1,5
M74454300X2 242,70 2,0
M74457000X1 286,10

13
1,0

7.000
M74457000X2 379,90 2,0

ART. M7450
Pendente a catena a quattro bracci.

Caratteristiche:
- Catena, campanella, maglia di giunzione e gancio in acciaio legato grado 80
- Fattore di sicurezza 4:1

Dotazione:
- Completo di campanella, grilli e ganci di carico

Cod. Tec. GR65
Euro

Catena Ø
mm

L
m

Portata
kg ʱ

M74502100X1 222,20
6

1,0
2.100

M74502100X1,5 251,10 1,5
M74504200X1 281,20

8
1,0

4.200
M74504200X1,5 322,20 1,5
M74506500X1 375,80 10

1,0
6.500

M745011000X1 607,60
13 11.000

M745011000X2 797,30 2,0

MAGLIE DI GIUNZIONE PER PENDENTI CON CATENA
ART. M7460
Maglie di giunzione in acciaio legato grado 80, per pendenti a catena.
Fattore di sicurezza 4:1.

Cod. Tec. GR65
Euro

Portata
kg

A
mm

B
mm

C
mm

D
mm

E
mm

M74601000 12,60 1000 6,8 43 18 16 16
M74602000 15,10 2000 9 70 26 25 22,7
M74603000 18,00 3000 11 77 32 27 25
M74605000 26,50 5000 15,5 85 35 32 30

M.64 Indivisible package   Suggested retail package - Unit price

LIFTING CHAIN SLINGS
ITEM: M7440
Single lifting chain slings.

Features:
- Chain, cap, chain hammerlock, grade 80 alloy steel hook
- Safety factor 4: 1

Supplied with:
- Cap, eye and hook

Tech. Code Chain ø
mm

L
m

Load capacity
kg ʰ

6
0.5

1.000
1.0

8
0.5

2.000
1.0

10 3.100
1.5

ITEM: M7445
Double lifting chain slings.

Features:
- Chain, cap, chain hammerlock, grade 80 alloy steel hook
- Safety factor 4: 1

Supplied with:
- Cap, eye and hook

Tech. Code Chain ø
mm

L
m

Load capacity
Kg ʱ

6
0.5

1.4001.0
1.5

8

0.5

2.800
1.0
1.5
2.0

10
1.0

4.3001.5
2.0

13
1.0

7.000
2.0

ITEM: M7450
Quadruple lifting chain slings quadruple.

Features:
- Chain, cap, chain hammerlock, grade 80 alloy steel hook
- Safety factor 4: 1

Supplied with:
- Cap, eye and hook

Tech. Code Chain ø
mm

L
m

Load capacity
Kg ʱ

6
1.0

2.100
1.5

8
1.0

4.200
1.5

10
1.0

6.500

13 11.000
2.0

CHAIN HAMMERLOCKS FOR LIFITING CHAIN SLINGS
ITEM: M7460
Grade 80 alloy steel hammerlock for lifting chain slings.
Safety factor 4:1.

Tech. Code Load capacity
kg

A
mm

B
mm

C
mm

D
mm

E
mm

1000 6.8 43 18 16 16
2000 9 70 26 25 22.7
3000 11 77 32 27 25
5000 15.5 85 35 32 30



M

M.65 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

GANCI ACCORCIATORI PER PENDENTI CON CATENA
ART. M7470
Ganci accorciatori in acciaio legato grado 80, per pendenti a catena.
Adatto per regolare la lunghezza dei tratti di catena per un utilizzo ottimale.
Fattore di sicurezza 4:1

Cod. Tec. GR65
Euro

Catena Ø
mm

M74706 7,20 6
M74708 8,40 7/8

M747010 15,10 10
M747013 26,50 13

GANCI CON LINGUETTA DI SICUREZZA PER PENDENTI CON CATENA

Adatto al montaggio su pendenti con catena

ART. M7475
Ganci con linguetta di sicurezza in acciaio legato grado 80, per pendenti a catena.
Fattore di sicurezza 4:1.

Cod. Tec. GR65
Euro

Portata
kg

A
mm

D
mm

G
mm

H
mm

O
mm

R
mm

M74751000 13,90 1000 25 8,5 14,5 20 20,5 80,5
M74752000 19,20 2000 25,5 11 19 27 25 95,5
M74753000 27,80 3000 30,5 14 23,5 33 34 120,5
M74755000 48,80 5.000 41 17,5 29 40 42,5 150

Adatto al montaggio su pendenti con catena

ART. M7480
Ganci con linguetta di sicurezza in acciaio legato grado 80, per pendenti a catena.
Fattore di sicurezza 4:1.

Cod. Tec. GR65
Euro

Portata
kg

A
mm

B
mm

C
mm

G
mm

H
mm

P
mm

R
mm

M74801000 17,80 1000 24,5 6,7 8,5 14,5 20 7 73
M74802000 21,10 2000 25,5 8,7 9,8 19 27 9 86,3
M74803000 30,20 3000 30,5 12,2 13,5 23,5 33 13 105
M74805000 49,50 5000 41 15,3 17 28,5 40 16 128,5

Cod. Tec. GR65
Euro

Portata
kg

A
mm

B
mm

D
mm

E
mm

G
mm

H
mm

I
mm

L
mm

M74851000 13,90 1000 23 12 32 82 23 93 17,5 125
M74852000 25,30 2000 30 16 38 105 24 117 22 165
M74853200 44,50 3200 38 19 46 125 26,5 145 28,5 204

ART. M7485
Ganci con linguetta di sicurezza in acciaio al carbonio, per pendenti.
Fattore di sicurezza 4:1.

GANCI CON LINGUETTA DI SICUREZZA PER PENDENTI

Cod. Tec. GR65
Euro

Portata
kg

d
mm

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

G
mm

H
mm

I
mm

L
mm

L1
mm

M74901000 24,20 1000 M16 38 13 34 82 34 81 27 16 86 170 135,5
M74901600 36,10 1600 M18 46 16 42 99 38 92 29 19 94 197,5 156
M74902000 39,80 2000 M20 50 18 47 110 48 104 32 21,5 106 219,5 173
M74903000 69,90 3000 M16 48 19 43 117 39 123 34 33 141 222 185
M74905000 138,60 5000 M27 68 26 59 146 60 166 48 35 167 315 243

ART. M7490
Ganci girevoli con linguetta di sicurezza in acciaio al carbonio, per
pendenti.
Fattore di sicurezza 4:1.

GANCI GIREVOLI CON LINGUETTA DI SICUREZZA

M.65Indivisible package  Suggested retail package - Unit price

GRAP HOOKS FOR LIFTING CHAINS
ITEM: M7470
Grap hooks in alloy steel-grade 80 for lifting chains.
Suitable for an optimal chain length adjustment.
Safety factor 4:1.

Tech. Code Chain ø
mm
6

7/8
10
13

HOOKS WITH SAFETY LATCH (FOR LIFTING CHAINS)

Suitable to be used for chain lifting slings

ITEM: M7475
Hooks with safety latch in alloy steel-grade 80.
Safety factor 4:1.

Tech. Code Load capacity
kg

A
mm

D
mm

G
mm

H
mm

O
mm

R
mm

1000 25 8.5 14.5 20 20.5 80.5
2000 25.5 11 19 27 25 95.5
3000 30.5 14 23.5 33 34 120.5
5.000 41 17.5 29 40 42.5 150

Suitable to be used for chain lifting slings

ITEM: M7480
Hooks with safety latch in alloy steel-grade 80
Safety factor 4:1.

Tech. Code Load capacity
kg

A
mm

B
mm

C
mm

G
mm

H
mm

P
mm

R
mm

1000 24.5 6.7 8.5 14.5 20 7 73
2000 25.5 8.7 9.8 19 27 9 86.3
3000 30.5 12.2 13.5 23.5 33 13 105
5000 41 15.3 17 28.5 40 16 128.5

Tech. Code Load capacity
kg

A
mm

B
mm

D
mm

E
mm

G
mm

H
mm

I
mm

L
mm

1000 23 12 32 82 23 93 17.5 125
2000 30 16 38 105 24 117 22 165
3200 38 19 46 125 26.5 145 28.5 204

ITEM: M7485
Hooks with safety latch in carbon steel for lifting chains.
Safety factor 4: 1

HOOKS WITH SAFETY LATCH (FOR LIFTING)

Tech. Code Load capacity
kg

d
mm

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

G
mm

H
mm

I
mm

L
mm

L1
mm

1000 M16 38 13 34 82 34 81 27 16 86 170 135.5
1600 M18 46 16 42 99 38 92 29 19 94 197.5 156
2000 M20 50 18 47 110 48 104 32 21.5 106 219.5 173
3000 M16 48 19 43 117 39 123 34 33 141 222 185
5000 M27 68 26 59 146 60 166 48 35 167 315 243

ITEM: M7490
Swivel hooks with safety latch in carbon steel for lifting chains.
Safety factor 4:1

SWIVEL HOOKS WITH SAFETY LATCH
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M.66 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

A richiesta fornibili anche in versione HOT per la movimentazione di superfici ad alta temperatura (fino a 180°C).

Cod. Tec. GR66
Euro M

od
el

lo

Po
rta

ta
su

p.
pi

at
te

kg

Po
rta

ta
su

p.
to

nd
e

kg

Ø
m

in
so

lle
va

bi
le

m
m

Ø
m

ax
so

lle
va

bi
le

m
m

Al
te

zz
a

oc
ch

ie
llo

m
m

Lu
ng

he
zz

a
x

la
rg

he
zz

a
m

m

Pe
so kg

M8020125 441,00 NEO 125 125 40 50 100 110 93 x 60 3
M8020250 628,00 NEO 250 250 125 60 200

164
152 x 100 10

M8020500 935,00 NEO 500 500 250 65 270 246 x 120 20
M80201000 1649,00 NEO 1000 1000 500 100 300 216 305 x 140 40
M80202000 2730,00 NEO 2000 2000 1000 150 350 251 480 x 165 90

ART. NEO-B
Sollevatori magneti permanenti serie NEO.

Caratteristiche:
- Utilizzano neodimio, materiale con una potenza di tre volte
superiore al ferromagnete

- La piastra magnetica a V li rende adatti alla movimentazione
sia di pezzi piatti (lastre e barre, anche dal profilo stretto) che
di sagome arrotondate (tubi e barre tonde)

- Blocco di arresto trattato con rivestimento di manganese
fosfato

- Capacità testata di sollevamento tre volte superiore a quella
nominale

- La leva che aziona il magnete permanente ha un dispositivo di
sicurezza che impedisce il disinserimento errato o accidentale

Vantaggi:
- Molto leggeri, design compatto e semplici da utilizzare
- La potenza magnetica resta assolutamente inalterata nel tempo
- Eliminazione del rischio di danneggiare il carico con catene o altre imbracature
- Un solo operatore spesso è sufficiente per sollevare e movimentare carichi anche
molto ingombranti e pesanti

- Minori tempi di sollevamento e movimentazione, grazie all’immediata “presa” del
carico da parte del magnete

Dotazione:
- Manuale di uso e manutenzione
- Certificato di collaudo

MANUALE
ON-LINE

SOLLEVATORI MAGNETICI - NEO

M.66 Indivisible package   Suggested retail package - Unit price

Hot versions available on request, to handle very hot surfaces, up to 180° C.

Tech. Code

M
od

el

Li
fti

ng
po

w.
pl

at
e

su
rf.

kg

Li
fti

ng
po

w.
ro

un
d

su
rf.

kg

ø 
m

in
lif

t
m

m

ø 
m

ax
lif

t
m

m

Ey
eb

ol
t

he
ig

ht
m

m

Le
ng

th
x

w
id

th
m

m

W
ei

gh
t

kg

NEO-B 125 125 40 50 100 110 93 x 60 3
NEO-B 250 250 125 60 200

164
152 x 100 10

NEO-B 500 500 250 65 270 246 x 120 20
NEO-B 1000 1000 500 100 300 216 305 x 140 40
NEO-B 2000 2000 1000 150 350 251 480 x 165 90

ITEM: NEO-B
Permanent lifting magnets NEO series.

Features:
- They use neodymium a material
three times better than ferromagnet

- The V-Shaped plate make them fit to handle both flat (also narrow
profile plates and bars) and round shape items (tubes and rods)

- Stop block treated with manganese phosphate coating
- Tested capacity of lifting 3 times more than nominal
- Actuation lever of the magnetic field with safety device to
prevent improper or accidental disconnections

Advantages:
- Very light, compact and easy to use
- The magnetic power remains absolutely unchanged overtime
- Elimination of the risk of damaging the load with other chains or slings
- Often a single operator is sufficient to lift and move heavy or bulky loads
- Lower lifting and handling times thanks to the immediate seizure of the cargo by
the magnet

Included:
- Instruction manual
- Test certificate

ON-LINE
MANUAL

LIFTING MAGNETS - NEO
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M.67

PORTATA MASSIMA IN FUNZIONE DEL TIPO DI SUPERFICIE E DIMENSIONI DEL PEZZO

M8020125

M8020500

M8020250

M80201000

M80202000

Spessore
piastra (S)

(mm)

Superficie liscia e pulita
∆ < 0,1 mm

Superficie laminata a caldo o arrugginita
∆ = 0,1÷0,3 mm

Superficie irregolare o ruvida
∆ = 0,3÷0,5 mm

Portata nominale:
- superfici piatte (kg)
- superfici tonde (kg)
Ø min/max (mm)
Portata di collaudo (kg)*
Peso magnete (kg)
Lunghezza (mm)
Larghezza (mm)
Altezza all’occhiello (mm)

125
40
50/100
400
3
93
60
110

L max x W
max (mm)

Portata
max (kg)

L max x W
max (mm)

Portata
max (kg)

L max x W
max (mm)

Portata
max (kg)

≥25 - 125 - 75 - 60

15 1900 x 500 115 1100 x 500 70 900 x 500 55

10 2300 x 500 110 1500 x 500 65 1200 x 500 50

4 2500 x 500 45 2300 x 500 40 1700 x 500 30

2 1500 x 500 15 1300 x 500 13 1200 x 500 12

*Collaudato con piatto di acciaio dolce, rettificato, 50mm Tubi Ø (mm) 50-100 2500 40 1700 28 1500 24

NB: L e W delle piastre da sollevare devono essere almeno 200 x 200 mm

Spessore
piastra (S)

(mm)

Superficie liscia e pulita
∆ < 0,1 mm

Superficie laminata a caldo o arrugginita
∆ = 0,1÷0,3 mm

Superficie irregolare o ruvida
∆ = 0,3÷0,5 mm

Portata nominale:
- superfici piatte (kg)
- superfici tonde (kg)
Ø min/max (mm)
Portata di collaudo (kg)*
Peso magnete (kg)
Lunghezza (mm)
Larghezza (mm)
Altezza all’occhiello (mm)

2000
1000
150/350
6000
90
480
165
251

L max x W
max (mm)

Portata
max (kg)

L max x W
max (mm)

Portata
max (kg)

L max x W
max (mm)

Portata
max (kg)

≥80 - 2000 - 1650 - 1300

50 3250 x 1500 1950 2500 x 1500 1600 2000 x 1500 1250

30 3500 x 1500 1350 3000 x 1500 1150 2000 x 1500 1000

20 3500 x 2000 1100 3000 x 2000 1000 2000 x 2000 900

15 3000 x 1500 650 3000 x 1500 600 2000 x 1500 550

*Collaudato con piatto di acciaio dolce, rettificato, 50mm Tubi Ø (mm) 150-350 5000 1000 4500 900 4000 800

NB: L e W delle piastre da sollevare devono essere almeno 800 x 800 mm

Spessore
piastra (S)

(mm)

Superficie liscia e pulita
∆ < 0,1 mm

Superficie laminata a caldo o arrugginita
∆ = 0,1÷0,3 mm

Superficie irregolare o ruvida
∆ = 0,3÷0,5 mm

Portata nominale:
- superfici piatte (kg)
- superfici tonde (kg)
Ø min/max (mm)
Portata di collaudo (kg)*
Peso magnete (kg)
Lunghezza (mm)
Larghezza (mm)
Altezza all’occhiello (mm)

500
250
65/270
1600
20
246
120
164

L max x W
max (mm)

Portata
max (kg)

L max x W
max (mm)

Portata
max (kg)

L max x W
max (mm)

Portata
max (kg)

≥40 - 500 - 380 - 225

20 1800 x 1500 425 1650 x 1250 320 1400 x 1000 220

15 2250 x 1500 400 2050 x 1250 300 1750 x 1000 205

10 2500 x 1500 270 2350 x 1250 200 2150 x 1000 165

8 2300 x 1500 195 2250 x 1250 160 2150 x 1000 125

6 2000 x 1500 125 2000 x 1250 100 2000 x 1000 80

*Collaudato con piatto di acciaio dolce, rettificato, 50mm Tubi Ø (mm) 65-270 4000 250 3500 200 3000 150

NB: L e W delle piastre da sollevare devono essere almeno 400 x 400 mm

Spessore
piastra (S)

(mm)

Superficie liscia e pulita
∆ < 0,1 mm

Superficie laminata a caldo o arrugginita
∆ = 0,1÷0,3 mm

Superficie irregolare o ruvida
∆ = 0,3÷0,5 mm

Portata nominale:
- superfici piatte (kg)
- superfici tonde (kg)
Ø min/max (mm)
Portata di collaudo (kg)*
Peso magnete (kg)
Lunghezza (mm)
Larghezza (mm)
Altezza all’occhiello (mm)

1000
500
100/300
3200
40
305
140
216

L max x W
max (mm)

Portata
max (kg)

L max x W
max (mm)

Portata
max (kg)

L max x W
max (mm)

Portata
max (kg)

≥60 - 1000 - 845 - 650

50 2450 x 1500 860 2000 x 1500 730 1900 x 1250 565

30 2850 x 1500 830 2400 x 1500 705 2250 x 1250 550

20 3200 x 1500 745 2750 x 1500 640 2600 x 1250 510

15 3300 x 1500 500 2900 x 1500 445 2800 x 1250 380

10 2750 x 1500 265 2550 x 1500 240 2650 x 1250 200

*Collaudato con piatto di acciaio dolce, rettificato, 50mm Tubi Ø (mm) 100-300 4500 500 4000 400 3500 300

NB: L e W delle piastre da sollevare devono essere almeno 500 x 500 mm

Spessore
piastra (S)

(mm)

Superficie liscia e pulita
∆ < 0,1 mm

Superficie laminata a caldo o arrugginita
∆ = 0,1÷0,3 mm

Superficie irregolare o ruvida
∆ = 0,3÷0,5 mm

Portata nominale:
- superfici piatte (kg)
- superfici tonde (kg)
Ø min/max (mm)
Portata di collaudo (kg)*
Peso magnete (kg)
Lunghezza (mm)
Larghezza (mm)
Altezza all’occhiello (mm)

250
125
60/200
800
10
152
100
164

L max x W
max (mm)

Portata
max (kg)

L max x W
max (mm)

Portata
max (kg)

L max x W
max (mm)

Portata
max (kg)

≥30 - 250 - 170 - 105

15 1750 x 1000 205 1250 x 1000 150 1000 x 800 90

10 2200 x 1000 170 1650 x1000 130 1100 x 1000 85

6 2100 x 1000 100 1650 x 1000 80 1300 x 1000 60

4 1600 x 1000 50 1400 x 1000 45 1150 x 1000 36

*Collaudato con piatto di acciaio dolce, rettificato, 50mm Tubi Ø (mm) 60-200 3500 125 3000 100 2500 70

NB: L e W delle piastre da sollevare devono essere almeno 300 x 300 mm

M.67

MAX LOAD CAPACITY ACCORDING TO TYPE OF SURFACE AND SINGLE PIECE DIMENSIONS

Plate
Thickness (S)

(mm)

Clean and Smooth plane surface
∆ < 0,1 mm

Rusty and hot rolled surface
∆ = 0,1÷0,3 mm

Irregular and rough surface
∆ = 0,3÷0,5 mm

Nominal workload:
- for plates (kg)
- for round (kg)
Ø min/max (mm)
Testload (kg)*
Weight (kg)
Length (mm)
Width (mm)
Crown height (mm)

125
40
50/100
400
3
93
60
110

L x W max
(mm)

Workload
max (kg)

L x W max
(mm)

Workload
max (kg)

L x W max
(mm)

Workload
max (kg)

≥25 - 125 - 75 - 60

15 1900 x 500 115 1100 x 500 70 900 x 500 55

10 2300 x 500 110 1500 x 500 65 1200 x 500 50

4 2500 x 500 45 2300 x 500 40 1700 x 500 30

2 1500 x 500 15 1300 x 500 13 1200 x 500 12

*Tested with a mild steel plate, rectified, 50mm Tubi Ø (mm) 50-100 2500 40 1700 28 1500 24

NB: Plates L and W must be at least 200 x 200 mm

Plate
Thickness (S)

(mm)

Clean and Smooth plane surface
∆ < 0,1 mm

Rusty and hot rolled surface
∆ = 0,1÷0,3 mm

Irregular and rough surface
∆ = 0,3÷0,5 mm

Nominal workload:
- for plates (kg)
- for round (kg)
Ø min/max (mm)
Testload (kg)*
Weight (kg)
Length (mm)
Width (mm)
Crown height (mm)

2000
1000
150/350
6000
90
480
165
251

L x W max
(mm)

Workload
max (kg)

L x W max
(mm)

Workload
max (kg)

L x W max
(mm)

Workload
max (kg)

≥80 - 2000 - 1650 - 1300

50 3250 x 1500 1950 2500 x 1500 1600 2000 x 1500 1250

30 3500 x 1500 1350 3000 x 1500 1150 2000 x 1500 1000

20 3500 x 2000 1100 3000 x 2000 1000 2000 x 2000 900

15 3000 x 1500 650 3000 x 1500 600 2000 x 1500 550

*Tested with a mild steel plate, rectified, 50mm Tubes Ø (mm) 150-350 5000 1000 4500 900 4000 800

NB: Plates L and W must be at least 800 x 800 mm

Plate
Thickness (S)

(mm)

Clean and Smooth plane surface
∆ < 0,1 mm

Rusty and hot rolled surface
∆ = 0,1÷0,3 mm

Irregular and rough surface
∆ = 0,3÷0,5 mm

Nominal workload:
- for plates (kg)
- for round (kg)
Ø min/max (mm)
Testload (kg)*
Weight (kg)
Length (mm)
Width (mm)
Crown height (mm)

500
250
65/270
1600
20
246
120
164

L x W max
(mm)

Workload
max (kg)

L x W max
(mm)

Workload
max (kg)

L x W max
(mm)

Workload
max (kg)

≥40 - 500 - 380 - 225

20 1800 x 1500 425 1650 x 1250 320 1400 x 1000 220

15 2250 x 1500 400 2050 x 1250 300 1750 x 1000 205

10 2500 x 1500 270 2350 x 1250 200 2150 x 1000 165

8 2300 x 1500 195 2250 x 1250 160 2150 x 1000 125

6 2000 x 1500 125 2000 x 1250 100 2000 x 1000 80

*Tested with a mild steel plate, rectified, 50mm Tubes Ø (mm) 65-270 4000 250 3500 200 3000 150

NB: Plates L and W must be at least 400 x 400 mm

Plate
Thickness (S)

(mm)

Clean and Smooth plane surface
∆ < 0,1 mm

Rusty and hot rolled surface
∆ = 0,1÷0,3 mm

Irregular and rough surface
∆ = 0,3÷0,5 mm

Nominal workload:
- for plates (kg)
- for round (kg)
Ø min/max (mm)
Testload (kg)*
Weight (kg)
Length (mm)
Width (mm)
Crown height (mm)

1000
500
100/300
3200
40
305
140
216

L x W max
(mm)

Workload
max (kg)

L x W max
(mm)

Workload
max (kg)

L x W max
(mm)

Workload
max (kg)

≥60 - 1000 - 845 - 650

50 2450 x 1500 860 2000 x 1500 730 1900 x 1250 565

30 2850 x 1500 830 2400 x 1500 705 2250 x 1250 550

20 3200 x 1500 745 2750 x 1500 640 2600 x 1250 510

15 3300 x 1500 500 2900 x 1500 445 2800 x 1250 380

10 2750 x 1500 265 2550 x 1500 240 2650 x 1250 200

*Tested with a mild steel plate, rectified, 50mm Tubes Ø (mm) 100-300 4500 500 4000 400 3500 300

NB: Plates L and W must be at least 500 x 500 mm

Plate
Thickness (S)

(mm)

Clean and Smooth plane surface
∆ < 0,1 mm

Rusty and hot rolled surface
∆ = 0,1÷0,3 mm

Irregular and rough surface
∆ = 0,3÷0,5 mm

Nominal workload:
- for plates (kg)
- for round (kg)
Ø min/max (mm)
Testload (kg)*
Weight (kg)
Length (mm)
Width (mm)
Crown height (mm)

250
125
60/200
800
10
152
100
164

L x W max
(mm)

Workload
max (kg)

L x W max
(mm)

Workload
max (kg)

L x W max
(mm)

Workload
max (kg)

≥30 - 250 - 170 - 105

15 1750 x 1000 205 1250 x 1000 150 1000 x 800 90

10 2200 x 1000 170 1650 x1000 130 1100 x 1000 85

6 2100 x 1000 100 1650 x 1000 80 1300 x 1000 60

4 1600 x 1000 50 1400 x 1000 45 1150 x 1000 36

*Tested with a mild steel plate, rectified, 50mm Tubes Ø (mm) 60-200 3500 125 3000 100 2500 70

NB: Plates L and W must be at least 300 x 300 mm
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*Testato su acciaio St37, superfice rettificata, spessore 25 mm
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M8030250 929,00 288 x 200 x 40 440 315 1100 250 80 9,75

ART. M8030
Sollevatore magnetico permanente modello FLAT250 per movimentare fogli e lastre di
metallo sia in posizione orizzontale che verticale.

Caratteristiche:
- Spessore minimo sollevabile 3 mm
- Elevato fattore di sicurezza 1:4
- Anello di sollevamento bloccabile per facilitare la movimentazione orizzontale e
  verticale
- Leva di sblocco per la sicurezza dell’operatore

Vantaggi:
- Leggero e dal design compatto
- Solleva singolarmente (uno alla volta) fogli di lamiere impilati, se di spessore minimo
 4 mm
- La potenza magnetica resta assolutamente inalterata nel tempo
- Eliminazione del rischio di danneggiare il carico con catene o altre imbracature
- Un solo operatore spesso è sufficiente per sollevare e movimentare carichi anche
molto ingombranti e pesanti

- Minori tempi di sollevamento e movimentazione, grazie all’immediata “presa” del
carico da parte del magnete

Dotazione:
- Manuale di uso e manutenzione
- Certificato di collaudo

MANUALE
ON-LINE

SOLLEVATORI MAGNETICI PER FOGLI DI LAMIERA

∆ = < 0,1 mm ∆ = < 0,1 - 0,3 mm ∆ = 0,5 mm

L

W
S

Δ

s
(mm)

> 20 1600 x 1000 250 1000 x 700 115 500 x 500 45

12 2000 x 1000 195 1500 x 800 110 1000 x 500 45

10 1700 x 1000 140 1200 x 800 75 1200 x 500 45

8 1100 x 1000 95 1200 x 800 60 1200 x 500 38

5 1500 x 1000 60 1000 x 800 33 1200 x 500 23

3 1700 x 1000 40 1300 x 800 25 1500 x 500 19

∆ = < 0,1 mm ∆ = < 0,1 - 0,3 mm ∆ = 0,5 mm

W

L

(mm)

> 20 1000 x 500 80 500 x 400 30 400 x 300 12

12 1200 x 500 60 600 x 500 28 400 x 300 11

10 1200 x 500 46 500 x 500 20 400 x 300 10

8 1000 x 500 30 500 x 500 15 400 x 300 8

5 1000 x 500 18 500 x 500 8 500 x 300 6

3 1000 x 500 13 500 x 500 6 500 x 300 5

LIMITE DEL CARICO DI USO PER PIASTRE (per S 235 JR [ST 37])

L = Lunghezza (mm), W = Altezza (mm)

VerticaleVerticale

OrizzontaleOrizzontale

L max. x W max.
(mm)

L max. x W max.
(mm)

L max. x W max.
(mm)

L max. x W max.
(mm)

L max. x W max.
(mm)

L max. x W max.
(mm)

M max.
(kg)

M max.
(kg)

M max.
(kg)

M max.
(kg)

M max.
(kg)

M max.
(kg)

M.68 Indivisible package   Suggested retail package - Unit price

*Tested on St37 steel, ground surface, 25 mm thick
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288 x 200 x 40 440 315 1100 250 80 9,75

ITEM: M8030
Permanent lifting magnets model FLAT 250 for handling sheet metal and steel plates
in horizontal and vertical position.

Features:
- Lifting minimum thickness 3 mm
- High level safety factor 1: 4
- lifting eye hook lockable to allow turning from horizontal to vertical position
- Release lever for operator safety

Advantages:
- Very light, compact and easy to use
- From 4 mm thick, only 1 sheet is lifted from the stack
- The magnetic power remains absolutely unchanged overtime
- Elimination of the risk of damaging the load with other chains or slings
- Often a single operator is sufficient to lift and move heavy or bulky loads
-Lower lifting and handling times thanks to the immediate seizure of the cargo from
the magnet

Included:
- Instruction manual
- Test certificate

ON-LINE
MANUAL

LIFTING MAGNETS FOR SHEET METAL

WORK LOAD LIMIT FOR PLATES (for S 235 JR [ST 37])

L = Lenght (mm), W = Width (mm)

Vertical

Horizontal

L max. x W max.
(mm)

L max. x W max.
(mm)

L max. x W max.
(mm)

L max. x W max.
(mm)

L max. x W max.
(mm)

L max. x W max.
(mm)

M max.
(kg)

M max.
(kg)

M max.
(kg)

M max.
(kg)

M max.
(kg)

M max.
(kg)
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M80400250 (1153,00) HV250
210

958
244

250 750 300 - 800 27
M80400500 (1405,00) HV500 1158 500 1.500

300 - 1.000
38

M80401000 (1592,00) HV1000 1211 257 1.000 3.000 59

ART. M8040
Dispositivo NEO HV che consente la rotazione di 90° di fogli di lamiera.

Caratteristiche:
- Capacità testata di sollevamento tre volte superiore a quella nominale
- Adatti all'abbinamento con magneti di sollevamento della serie NEO

Vantaggi:
- Leggero e dal design compatto
- Possibilità di prendere un carico posizionato orizzontalmente per poi rilasciarlo in posizione verticale e viceversa
- La potenza magnetica resta assolutamente inalterata nel tempo
- Eliminazione del rischio di danneggiare il carico con catene o altre imbracature
- Un solo operatore spesso è sufficiente per sollevare e movimentare carichi anche molto ingombranti e pesanti
- Minori tempi di sollevamento e movimentazione, grazie all’immediata “presa” del

carico da parte del magnete

Dotazione:
- Manuale di uso e manutenzione
- Certificato di collaudo

MANUALE
ON-LINE

SOLLEVATORI MAGNETICI PER FOGLI DI LAMIERA

M80400250

M80400500

M80401000

Spessore
piastra (S)

(mm)

Superficie liscia e pulita
∆ < 0,1 mm

Superficie laminata a caldo o arrugginita
∆ = 0,1÷0,3 mm

Superficie irregolare o ruvida
∆ = 0,3÷0,5 mm

Portata nominale:
- superfici piatte (kg)
dimensione min/max del pezzo (mm)
Portata di collaudo (kg)*
Peso (kg)
Lunghezza (mm)
Larghezza (mm)
Altezza all’occhiello (mm)

250
300 - 800
750
27
958
210
244

L x W max
(mm)

Portata
max (kg)

L x W max
(mm)

Portata
max (kg)

L x W max
(mm)

Portata
max (kg)

≥30 - 250 - 170 - 105

15 1750 x 800 205 1250 x 800 150 1000 x 800 90

10 2200 x 800 170 1650 x 800 130 1100 x 800 85

6 2100 x 800 100 1650 x 800 80 1300 x 800 60

*Collaudato con piatto di acciaio dolce, rettificato, spessore 50mm 4 1600 x 800 50 1400 x 800 45 1150 x 800 36

NB: L e W delle piastre da sollevare devono essere almeno pari alla superificie del magnete

Spessore
piastra (S)

(mm)

Superficie liscia e pulita
∆ < 0,1 mm

Superficie laminata a caldo o arrugginita
∆ = 0,1÷0,3 mm

Superficie irregolare o ruvida
∆ = 0,3÷0,5 mm

Portata nominale:
- superfici piatte (kg)
dimensioni min/max del pezzo (mm)
Portata di collaudo (kg)*
Peso (kg)
Lunghezza (mm)
Larghezza (mm)
Altezza all’occhiello (mm)

500
300 - 1000
1500
38
1158
210
244

L x W max
(mm)

Portata
max (kg)

L x W max
(mm)

Portata
max (kg)

L x W max
(mm)

Portata
max (kg)

≥40 - 500 - 380 - 225

20 1800 x 1000 425 1650 x 1000 320 1400 x 1000 220

15 2250 x 1000 400 2050 x 1000 300 1750 x 1000 205

10 2500 x 1000 270 2350 x 1000 200 2150 x 1000 165

8 2300 x 1000 195 2250 x 1000 160 2150 x 1000 125

*Collaudato con piatto di acciaio dolce, rettificato, spessore 50mm 6 2000 x 1000 125 2000 x 1000 100 2000 x 1000 80

NB: L e W delle piastre da sollevare devono essere almeno pari alla superificie del magnete

Spessore
piastra (S)

(mm)

Superficie liscia e pulita
∆ < 0,1 mm

Superficie laminata a caldo o arrugginita
∆ = 0,1÷0,3 mm

Superficie irregolare o ruvida
∆ = 0,3÷0,5 mm

Portata nominale:
- superfici piatte (kg)
dimensioni min/max del pezzo (mm)
Portata di collaudo (kg)*
Peso (kg)
Lunghezza (mm)
Larghezza (mm)
Altezza all’occhiello (mm)

1000
300 - 1000
3000
59
1211
210
297

L x W max
(mm)

Portata
max (kg)

L x W max
(mm)

Portata
max (kg)

L x W max
(mm)

Portata
max (kg)

≥60 - 1000 - 845 - 650

50 2450 x 1500 860 2000 x 1500 730 1900 x 1250 565

30 2850 x 1500 830 2400 x 1500 705 2250 x 1250 550

20 3200 x 2000 745 2750 x 2000 640 2600 x 1250 510

15 3300 x 1500 500 2900 x 1500 445 2800 x 1250 380

*Collaudato con piatto di acciaio dolce, rettificato, spessore 50mm 10 2750 x 1500 265 2550 x 1500 240 2650 x 1250 200

NB: L e W delle piastre da sollevare devono essere almeno pari alla superificie del magnete

M.69Indivisible package  Suggested retail package - Unit price
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HV250
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244

250 750 300 - 800 27
HV500 1158 500 1.500

300 - 1.000
38

HV1000 1211 257 1.000 3.000 59

ITEM: M8040
NEO HV device that allows 90° rotation of metal sheets.

Features:
- Tested lifting capacity which is three times higher than the noninal one
- Suitable for lifting magnets of NEO series

Advantages:
- Lightweight and compact design
- Possibility to take a load horizontally positioned and then release it in a vertical postion
  and vice versa
- The magnetic power remains absolutely unchanged over time
- Elimination of the risk of damaging the load with chains or other slings
- One operator is often sufficient to lift and handle bulky and heavy loads
- Lower lifting and handling times, thanks to the immediate "grip" of the load by

the magnet

Composition:
- Use and maintenance manual
- Test certificate

ON-LINE
MANUAL

LIFTING MAGNETS FOR SHEET METAL

Plate
Thickness (S)

(mm)

Clean and Smooth plane surface
∆ < 0,1 mm

Rusty and hot rolled surface
∆ = 0,1÷0,3 mm

Irregular and rough surface
∆ = 0,3÷0,5 mm

Nominal workload:
- flat surfaces (kg)
min/max dimension of component (mm)
Workload of the test (kg)*
Weight (kg)
Length (mm)
Width (mm)
Height of eyelet (mm)

250
300 - 800
750
27
958
210
244

L x W max
(mm)

Workload
max (kg)

L x W max
(mm)

Workload
max (kg)

L x W max
(mm)

Workload
max (kg)

≥30 - 250 - 170 - 105

15 1750 x 800 205 1250 x 800 150 1000 x 800 90

10 2200 x 800 170 1650 x 800 130 1100 x 800 85

6 2100 x 800 100 1650 x 800 80 1300 x 800 60

*Tested with a plate of mild steel, rectified, thickness 50mm 4 1600 x 800 50 1400 x 800 45 1150 x 800 36

NOTE: L and W of the plate to be lifted have to be at least the same as the surface of the magnet

Plate
Thickness (S)

(mm)

Clean and Smooth plane surface
∆ < 0,1 mm

Rusty and hot rolled surface
∆ = 0,1÷0,3 mm

Irregular and rough surface
∆ = 0,3÷0,5 mm

Nominal workload:
- flat surfaces (kg)
min/max dimension of component (mm)
Workload of the test (kg)*
Weight (kg)
Length (mm)
Width (mm)
Height of eyelet (mm)

500
300 - 1000
1500
38
1158
210
244

L x W max
(mm)

Workload
max (kg)

L x W max
(mm)

Workload
max (kg)

L x W max
(mm)

Workload
max (kg)

≥40 - 500 - 380 - 225

20 1800 x 1000 425 1650 x 1000 320 1400 x 1000 220

15 2250 x 1000 400 2050 x 1000 300 1750 x 1000 205

10 2500 x 1000 270 2350 x 1000 200 2150 x 1000 165

8 2300 x 1000 195 2250 x 1000 160 2150 x 1000 125

*Tested with a plate of mild steel, rectified, thickness 50mm 6 2000 x 1000 125 2000 x 1000 100 2000 x 1000 80

NOTE: L and W of the plate to be lifted have to be at least the same as the surface of the magnet

Plate
Thickness (S)

(mm)

Clean and Smooth plane surface
∆ < 0,1 mm

Rusty and hot rolled surface
∆ = 0,1÷0,3 mm

Irregular and rough surface
∆ = 0,3÷0,5 mm

Nominal workload:
- flat surfaces (kg)
min/max dimension of component (mm)
Workload of the test (kg)*
Weight (kg)
Length (mm)
Width (mm)
Height of eyelet (mm)

1000
300 - 1000
3000
59
1211
210
297

L x W max
(mm)

Workload
max (kg)

L x W max
(mm)

Workload
max (kg)

L x W max
(mm)

Workload
max (kg)

≥60 - 1000 - 845 - 650

50 2450 x 1500 860 2000 x 1500 730 1900 x 1250 565

30 2850 x 1500 830 2400 x 1500 705 2250 x 1250 550

20 3200 x 2000 745 2750 x 2000 640 2600 x 1250 510

15 3300 x 1500 500 2900 x 1500 445 2800 x 1250 380

*Tested with a plate of mild steel, rectified, thickness 50mm 10 2750 x 1500 265 2550 x 1500 240 2650 x 1250 200

NOTE: L and W of the plate to be lifted have to be at least the same as the surface of the magnet
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M80500300 (2958,00) NEO EP 300 300 164 164 420 166 x 166 23
M80500600 (3855,00) NEO EP 600 600 420 95 450 372 x 52 44
M80501000 (4305,00) NEO EP 1000 1.000 228 228 295 172 x 172 77

ART. M8050
Sollevatori magnetici ad azionamento elettrico, serie NEO EP.

Caratteristiche:
- Utilizzano neodimio, materiale con una potenza di tre volte
superiore al ferromagnete

- Costruzione robusta progettata per azionamenti continui
- Sistema di attivazione a pulsante
- Capacità testata di sollevamento tre volte superiore a quella nominale
- Il campo magnetico permanente sostiene il pezzo pure in caso di interruzione

di corrente
- Alimentazione trifase 380V - 50 Hz

Vantaggi:
- Molto leggeri, design compatto e semplici da utilizzare
- La potenza magnetica resta assolutamente inalterata nel tempo
- Eliminazione del rischio di danneggiare il carico con catene o altre imbracature
- Un solo operatore spesso è sufficiente per sollevare e movimentare carichi anche

molto ingombranti e pesanti
- Minori tempi di sollevamento e movimentazione, grazie all’immediata “presa” del

carico da parte del magnete
- L'attivazione elettrica permette la presa del carico senza il minimo sforzo

dell'operatore

Dotazione:
- Manuale di uso e manutenzione
- Certificato di collaudo

MANUALE
ON-LINE

SOLLEVATORI MAGNETICI AD AZIONAMENTO ELETTRICO

M80500300 M80500600 M80501000

Spessore
piastra (S)

(mm)

L x W max
(mm)

Portata max
(kg)

≥15 2000 x 1500 300

10 2000 x 1500 280

8 2000 x 1500 200

6 2000 x 1500 140

4 1800 x 1500 70

Spessore
piastra (S)

(mm)

L x W max
(mm)

Portata max
(kg)

≥15 4000 x 1000 600

10 3000 x 1000 350

8 2500 x 1000 300

6 2500 x 1000 200

4 2000 x 1000 100

Spessore
piastra (S)

(mm)

L x W max
(mm)

Portata max
(kg)

≥25 2000 x 1500 1000

15 2000 x 1500 600

10 2000 x 1500 300

8 2000 x 1500 200

M.70 Indivisible package   Suggested retail package - Unit price
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NEO EP 300 300 164 164 420 166 x 166 23
NEO EP 600 600 420 95 450 372 x 52 44
NEO EP 1000 1.000 228 228 295 172 x 172 77

ITEM: M8050
Electrically operated lifting magnets, NEO EP series.

Features:
- They use neodymium, a material with a power of three times

superior to the ferromagnet
- Sturdy construction designed for continuous activations
- Push button activation system
- Lifting capacity three times higher than the nominal one
- The permanent magnetic field supports the piece even in case of interruption
  of current
- 380V - 50 Hz three-phase power supply

Advantages:
- Very light, easy to use compact design
- The magnetic power remains absolutely unchanged over time
- Elimination of the risk of damaging the load with chains or other slings
- One operator is often sufficient to lift and handle bulky and heavy loads
- Lower lifting and handling times, thanks to the immediate "grip" of the load by

the magnet
- The electric activation allows taking the load without any effort from the operator

Supplied with:
- Use and maintenance manual
- Test certificate

ON-LINE
MANUAL

ELECTRICALLY POWERED LIFTING MAGNETS

Plate
Thickness (S)

(mm)

L x W max
(mm)

Max workload
(kg)

≥15 2000 x 1500 300

10 2000 x 1500 280

8 2000 x 1500 200

6 2000 x 1500 140

4 1800 x 1500 70

Plate
Thickness (S)

(mm)

L x W max
(mm)

Max workload
(kg)

≥15 4000 x 1000 600

10 3000 x 1000 350

8 2500 x 1000 300

6 2500 x 1000 200

4 2000 x 1000 100

Plate
Thickness (S)

(mm)

L x W max
(mm)

Max workload
(kg)

≥25 2000 x 1500 1000

15 2000 x 1500 600

10 2000 x 1500 300

8 2000 x 1500 200
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M.71 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR66
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M80601350 (4605,00) BM 1350 1.350 2.700 12/35

460

272 x 242 60
M80602500 (5360,00) BM 2500 2.500 5.000

12/75
400 x 242 72

M80603600 (6125,00) BM 3600 3.600 7.200 1050 x 240 180
M80605000 (6980,00) BM 5000 5.000 10.000 1200 x 300 203

ART. M8060
Sollevatori magneti a batteria serie BM.

Caratteristiche:
- Costruzione robusta per carichi pesanti e di grandi dimensioni
- Adatti per il sollevamento di pezzi con superfici piatte
- Capacità testata di sollevamento tre volte superiore a quella nominale
Vantaggi:
- Design compatto e semplici da utilizzare
- La potenza magnetica resta assolutamente inalterata nel tempo
- Eliminazione del rischio di danneggiare il carico con catene o altre imbracature
- Un solo operatore spesso è sufficiente per sollevare e movimentare carichi anche molto ingombranti e pesanti
- Minori tempi di sollevamento e movimentazione, grazie all'immediata "presa" del carico da parte del magnete
Dotazione:
- Manuale di uso e manutenzione - Certificato di collaudo - Carica batteria - Telecomando

MANUALE
ON-LINE

SOLLEVATORI MAGNETICI A BATTERIA BM

M80601350

M80602500

M80603600

M80605000

Spessore
piastra (S)

(mm)

Superficie liscia e pulita
∆ < 0,1 mm

Superficie laminata a caldo o arrugginita
∆ = 0,1÷0,3 mm

Superficie irregolare o ruvida
∆ = 0,3÷0,5 mm

L x W max
(mm)

Portata
max (kg)

L x W max
(mm)

Portata
max (kg)

L x W max
(mm)

Portata
max (kg)

≥38

2130 x 2130

1350 1900 x 1900 1160 1700 x 1700 900

25 950

1830 x 1830

890
1830 x 1520

770

19 660 580 500

13 370 340
1520 x 1520

290

PORTATA MASSIMA IN FUNZIONE DEL TIPO DI SUPERFICIE
E DELLE DIMENSIONI DEL PEZZO DA SOLLEVARE

10 1830 x 1520 180 1520 x 1520 160 150

6 1220 x 1220 90 1220 x 1220 86 1220 x 1220 80

Spessore
piastra (S)

(mm)

Superficie liscia e pulita
∆ < 0,1 mm

Superficie laminata a caldo o arrugginita
∆ = 0,1÷0,3 mm

Superficie irregolare o ruvida
∆ = 0,3÷0,5 mm

L x W max
(mm)

Portata
max (kg)

L x W max
(mm)

Portata
max (kg)

L x W max
(mm)

Portata
max (kg)

≥50

2400 x 2400

2500

2400 x 2100

2100

2100 x 2100

1750

38 1850 1620 1350

25 1200 1130 950

19 2400 x 2100 800 2100 x 2100 700 2100 x 1800 610

13 1800 x 1800 370 1800 x 1800 360 1800 x 1800 330

PORTATA MASSIMA IN FUNZIONE DEL TIPO DI SUPERFICIE
E DELLE DIMENSIONI DEL PEZZO DA SOLLEVARE

10 1800 x 1500 250 1800 x 1500 200 1800 x 1500 180

6 1500 x 1200 110 1500 x 1200 100 1500 x 1200 90

Spessore
piastra (S)

(mm)

Superficie liscia e pulita
∆ < 0,1 mm

Superficie laminata a caldo o arrugginita
∆ = 0,1÷0,3 mm

Superficie irregolare o ruvida
∆ = 0,3÷0,5 mm

L x W max
(mm)

Portata
max (kg)

L x W max
(mm)

Portata
max (kg)

L x W max
(mm)

Portata
max (kg)

≥25 6000 x 3000 3600 6000 x 2700 3270 4500 x 3000 2730

19 6600 x 2400 2430 6000 x 2400 2230
4500 x 2400

1960

13 5100 x 2400 1250 4800 x 2400 1180 1090

10 3900 x 2400 720 3600 x 2400 660 3300 x 2400 610

PORTATA MASSIMA IN FUNZIONE DEL TIPO DI SUPERFICIE
E DELLE DIMENSIONI DEL PEZZO DA SOLLEVARE

6 3600 x 1800 340 1800 x 3300 300 3300 x 1500 270

3 2400 x 1800 110 1800 x 2100 100 1800 x 1800 90

Spessore
piastra (S)

(mm)

Superficie liscia e pulita
∆ < 0,1 mm

Superficie laminata a caldo o arrugginita
∆ = 0,1÷0,3 mm

Superficie irregolare o ruvida
∆ = 0,3÷0,5 mm

L x W max
(mm)

Portata
max (kg)

L x W max
(mm)

Portata
max (kg)

L x W max
(mm)

Portata
max (kg)

≥50 3600 x 3300 5000

3300 x 3000

4200

3000 x 2700

3500

38
3300 x 3300

3700 3240 2700

25 2400 2260 1900

19 3000 x 2700 1600 3000 x 2700 1400 2700 x 2700 1200

13 2700 x 2400 740 2700 x 2400 720 2700 x 2400 660

PORTATA MASSIMA IN FUNZIONE DEL TIPO DI SUPERFICIE
E DELLE DIMENSIONI DEL PEZZO DA SOLLEVARE

10 2100 x 2100 500 2100 x 2100 400 2100 x 2100 360

6 1800 x 1800 220 1800 x 1800 200 1800 x 1800 280

M.71Indivisible package  Suggested retail package - Unit price
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BM 1350 1.350 2.700 12/35

460

272 x 242 60
BM 2500 2.500 5.000

12/75
400 x 242 72

BM 3600 3.600 7.200 1050 x 240 180
BM 5000 5.000 10.000 1200 x 300 203

ITEM: M8060
BM series battery lifting magnets.

Features:
- Sturdy construction for heavy and large loads
- Suitable for lifting pieces with flat surfaces
- Lifting capacity three times higher than the nominal one
Advantages:
- Compact design and easy to use
- The magnetic power remains absolutely unchanged over time
- Elimination of the risk of damaging the load with chains or other slings
- One operator is often sufficient to lift and handle loads that are also very bulky and heavy
- Lower lifting and handling times, thanks to the immediate "grip" of the load by the magnet
Supplied with:
- Use and maintenance manual -Test certificate - Battery charger - Remote control

ON-LINE
MANUAL

 BATTERY LIFTING MAGNETS BM

Plate
Thickness (S)

(mm)

Clean and Smooth plane surface
∆ < 0,1 mm

Rusty and hot rolled surface
∆ = 0,1÷0,3 mm

Irregular and rough surface
∆ = 0,3÷0,5 mm

L x W max
(mm)

Workload
max (kg)

L x W max
(mm)

Workload
max (kg)

L x W max
(mm)

Workload
max (kg)

≥38

2130 x 2130

1350 1900 x 1900 1160 1700 x 1700 900

25 950

1830 x 1830

890
1830 x 1520

770

19 660 580 500

13 370 340
1520 x 1520

290

MAXIMUM CAPACITY OF THE SURFACE REGARDING
THE DIMENSION OF THE COMPONENT TO BE LIFTED

10 1830 x 1520 180 1520 x 1520 160 150

6 1220 x 1220 90 1220 x 1220 86 1220 x 1220 80

Plate
Thickness (S)

(mm)

Clean and Smooth plane surface
∆ < 0,1 mm

Rusty and hot rolled surface
∆ = 0,1÷0,3 mm

Irregular and rough surface
∆ = 0,3÷0,5 mm

L x W max
(mm)

Workload
max (kg)

L x W max
(mm)

Workload
max (kg)

L x W max
(mm)

Workload
max (kg)

≥50

2400 x 2400

2500

2400 x 2100

2100

2100 x 2100

1750

38 1850 1620 1350

25 1200 1130 950

19 2400 x 2100 800 2100 x 2100 700 2100 x 1800 610

13 1800 x 1800 370 1800 x 1800 360 1800 x 1800 330

MAXIMUM CAPACITY OF THE SURFACE REGARDING
THE DIMENSION OF THE COMPONENT TO BE LIFTED

10 1800 x 1500 250 1800 x 1500 200 1800 x 1500 180

6 1500 x 1200 110 1500 x 1200 100 1500 x 1200 90

Plate
Thickness (S)

(mm)

Clean and Smooth plane surface
∆ < 0,1 mm

Rusty and hot rolled surface
∆ = 0,1÷0,3 mm

Irregular and rough surface
∆ = 0,3÷0,5 mm

L x W max
(mm)

Workload
max (kg)

L x W max
(mm)

Workload
max (kg)

L x W max
(mm)

Workload
max (kg)

≥25 6000 x 3000 3600 6000 x 2700 3270 4500 x 3000 2730

19 6600 x 2400 2430 6000 x 2400 2230
4500 x 2400

1960

13 5100 x 2400 1250 4800 x 2400 1180 1090

10 3900 x 2400 720 3600 x 2400 660 3300 x 2400 610

MAXIMUM CAPACITY OF THE SURFACE REGARDING
THE DIMENSION OF THE COMPONENT TO BE LIFTED

6 3600 x 1800 340 1800 x 3300 300 3300 x 1500 270

3 2400 x 1800 110 1800 x 2100 100 1800 x 1800 90

Plate
Thickness (S)

(mm)

Clean and Smooth plane surface
∆ < 0,1 mm

Rusty and hot rolled surface
∆ = 0,1÷0,3 mm

Irregular and rough surface
∆ = 0,3÷0,5 mm

L x W max
(mm)

Workload
max (kg)

L x W max
(mm)

Workload
max (kg)

L x W max
(mm)

Workload
max (kg)

≥50 3600 x 3300 5000

3300 x 3000

4200

3000 x 2700

3500

38
3300 x 3300

3700 3240 2700

25 2400 2260 1900

19 3000 x 2700 1600 3000 x 2700 1400 2700 x 2700 1200

13 2700 x 2400 740 2700 x 2400 720 2700 x 2400 660

MAXIMUM CAPACITY OF THE SURFACE REGARDING
THE DIMENSION OF THE COMPONENT TO BE LIFTED

10 2100 x 2100 500 2100 x 2100 400 2100 x 2100 360

6 1800 x 1800 220 1800 x 1800 200 1800 x 1800 280
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M.72 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.
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M80651800 (5640,00) BMP 1800 1.800 1.100 3.600
610

470 x 242
12/75

167
M80653600 (6800,00) BMP 3600 3.600 2.200 7.200 760 x 262 420

ART. M8065
Sollevatori magneti a batteria serie BMP.

Caratteristiche:
- Costruzione robusta per carichi pesanti e di grandi dimensioni
- La piastra magnetica a V li rende adatti alla movimentazione sia di pezzi piatti
(lastre e barre) che di sagome arrotondate (tubi e barre tonde)

- Capacità testata di sollevamento tre volte superiore a quella
nominale

Vantaggi:
- Design compatto e semplici da utilizzare
- La potenza magnetica resta assolutamente inalterata nel tempo
- Eliminazione del rischio di danneggiare il carico con catene o altre imbracature
- Un solo operatore spesso è sufficiente per sollevare e movimentare carichi anche

molto ingombranti e pesanti
- Minori tempi di sollevamento e movimentazione, grazie all'immediata "presa" del

carico da parte del magnete

Dotazione:
- Manuale di uso e manutenzione - Certificato di collaudo - Carica batteria
- Telecomando

MANUALE
ON-LINE

SOLLEVATORI MAGNETICI A BATTERIA BMP

M80651800

M80653600

M80651800 - M80653600

Spessore
piastra (S)

(mm)

Superficie liscia e pulita
∆ < 0,1 mm

Superficie laminata a caldo o arrugginita
∆ = 0,1÷0,3 mm

Superficie irregolare o ruvida
∆ = 0,3÷0,5 mm

L x W max
(mm)

Portata
max (kg)

L x W max
(mm)

Portata
max (kg)

L x W max
(mm)

Portata
max (kg)

50 2000 x 2000 1800 1700 x 1500 1030 1500 x 1500 930

38 1900 x 1900 1130 1800 x 1500 930 1800 x 1500 850

25 2100 x 2100 1020
2100 x 1800

840

2100 x 1800

760

19
2400 x 2100

800 660 590

13 570 2100 x 2100 470 420

10 2100 x 2100 390 2100 x 1800 310 2100 x 1500 270

6 2000 x 2000 250 2000 x 1500 200 1800 x 1500 150

Spessore
piastra (S)

(mm)

Superficie liscia e pulita
∆ < 0,1 mm

Superficie laminata a caldo o arrugginita
∆ = 0,1÷0,3 mm

Superficie irregolare o ruvida
∆ = 0,3÷0,5 mm

L x W max
(mm)

Portata
max (kg)

L x W max
(mm)

Portata
max (kg)

L x W max
(mm)

Portata
max (kg)

70 - 3600 - 3400 - 3200

40 2700 x 2700 2270 2400 x 2400 2440 2400 x 2100 2320

30

3000 x 3000

1730

2700 x 2700

1570

2700 x 2400

1420

20 1250 1140 1050

15 920 840 780

10 2700 x 2700 610 2700 x 2400 580 2400 x 2400 520

6 3000 x 2700 370 2700 x 2400 350 2700 x 2400 320

Tipo di carico
Spessore ala/

diametro (mm)

Portata max (kg) Lunghezza max
(mm)M80651800 M80653600

Travi commerciali
sollevate dalle ali

25 840 1500

6000
20 680 1250

10 310 600

6 200 370

Barra piena
Ø 25 - 150
Ø 150 - 300

-
1130

-
1800

6000
-

Tubi Ø 25 - 300 1130 1800 6000

M.72 Indivisible package   Suggested retail package - Unit price
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BMP 1800 1.800 1.100 3.600
610

470 x 242
12/75

167
BMP 3600 3.600 2.200 7.200 760 x 262 420

ITEM: NEO-B
Battery powered magnets BMP series.

Features:
- Sturdy construction for heavy and bulky loads
- The V-shaped magnetic plate makes them suitable for handling both flat parts

(sheets and bars) and rounded shapes (tubes and round bars)
- Lifting capacity three times higher than the nominal

Advantages:
- Compact design and easy to use
- The magnetic power remains absolutely unchanged over time
- Elimination of the risk of damaging the load with chains or other slings
- One operator is often sufficient to lift and handle bulky and heavy loads
- Lower lifting and handling times, thanks to the immediate "grip" of the load by the

magnet

Supplied with:
- Use and maintenance manual - Test certificate - Battery charger
- Remote controller

ON-LINE
MANUAL

BATTERY LIFTING MAGNETS BMP

Load type
Web thickness
diameter (mm)

Workload max (kg) Max. leght
(mm)M80651800 M80653600

I-beams lift
by web

25 840 1500

6000
20 680 1250

10 310 600

6 200 370

solid bar
Ø 25 - 150
Ø 150 - 300

-
1130

-
1800

6000
-

tubes / pipes Ø 25 - 300 1130 1800 6000

Plate
Thickness (S)

(mm)

Clean and Smooth plane surface
∆ < 0,1 mm

Rusty and hot rolled surface
∆ = 0,1÷0,3 mm

Irregular and rough surface
∆ = 0,3÷0,5 mm

L x W max
(mm)

Workload
max (kg)

L x W max
(mm)

Workload
max (kg)

L x W max
(mm)

Workload
max (kg)

50 2000 x 2000 1800 1700 x 1500 1030 1500 x 1500 930

38 1900 x 1900 1130 1800 x 1500 930 1800 x 1500 850

25 2100 x 2100 1020
2100 x 1800

840

2100 x 1800

760

19
2400 x 2100

800 660 590

13 570 2100 x 2100 470 420

10 2100 x 2100 390 2100 x 1800 310 2100 x 1500 270

6 2000 x 2000 250 2000 x 1500 200 1800 x 1500 150

Plate
Thickness (S)

(mm)

Clean and Smooth plane surface
∆ < 0,1 mm

Rusty and hot rolled surface
∆ = 0,1÷0,3 mm

Irregular and rough surface
∆ = 0,3÷0,5 mm

L x W max
(mm)

Workload
max (kg)

L x W max
(mm)

Workload
max (kg)

L x W max
(mm)

Workload
max (kg)

70 - 3600 - 3400 - 3200

40 2700 x 2700 2270 2400 x 2400 2440 2400 x 2100 2320

30

3000 x 3000

1730

2700 x 2700

1570

2700 x 2400

1420

20 1250 1140 1050

15 920 840 780

10 2700 x 2700 610 2700 x 2400 580 2400 x 2400 520

6 3000 x 2700 370 2700 x 2400 350 2700 x 2400 320
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M.73 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR66
Euro M
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M81101000A (535,00) PBFA1-A

1.000

1.025 1.000 468 26
M81101000D (705,00) PBFA1-D 2.025 2.000

497
43

M81101000G (860,00) PBFA1-G 3.025 3.000 59
M81101000J (1055,00) PBFA1-J 4.025 4.000 535 93
M81102000A (702,00) PBFB2-A

2.000

1.025 1.000 518 26
M81102000D (747,00) PBFB2-D 2.025 2.000

556
53

M81102000G (1080,00) PBFB2-G 3.025 3.000 106
M81102000J (1375,00) PBFB2-J 4.025 4.000 589 137
M81103000A (608,00) PBFC3-A

3.000

1.025 1.000
596

33
M81103000D (859,00) PBFC3-D 2.025 2.000 83
M81103000G (1400,00) PBFC3-G 3.025 3.000 629 113
M81103000J (1443,00) PBFC3-J 4.025 4.000 661 162
M81104000A (877,00) PBFD4-A

4.000

1.025 1.000
649

52
M81104000D (1038,00) PBFD4-D 2.025 2.000 83
M81104000G (1443,00) PBFD4-G 3.025 3.000 682 140
M81104000J (1763,00) PBFD4-J 4.025 4.000 738 197
M81105000A (1012,00) PBFE5-A

5.000
1.025 1.000

711
68

M81105000D (1130,00) PBFE5-D 2.025 2.000 104
M81105000G (1552,00) PBFE5-G 3.025 3.000 768 165

ART. M8110
Bilancini di sollevamento a ganci fissi, senza saldature.

Caratteristiche:
- Anello di sospensione centrale e ganci inferiori fissi alle estremità.

Dotazione:
- Manuale di uso e manutenzione

MANUALE
ON-LINE

BILANCINI DI SOLLEVAMENTO - TIPO MONOTRAVE FISSO

M.73Indivisible package  Suggested retail package - Unit price
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PBFA1-A

1.000

1,000 1.000 468 26
PBFA1-D 2,000 2.000

497
43

PBFA1-G 3.025 3.000 59
PBFA1-J 4.025 4.000 535 93
PBFB2-A

2.000

1.025 1.000 518 26
PBFB2-D 2,000 2.000

556
53

PBFB2-G 3,000 3.000 106
PBFB2-J 4.025 4.000 589 137
PBFC3-A

3.000

1.025 1.000
596

33
PBFC3-D 2.025 2.000 83
PBFC3-G 3.025 3.000 629 113
PBFC3-J 4.025 4.000 661 162
PBFD4-A

4.000

1.025 1.000
649

52
PBFD4-D 2.025 2.000 83
PBFD4-G 3.025 3.000 682 140
PBFD4-J 4.025 4.000 738 197
PBFE5-A

5.000
1.025 1.000

711
68

PBFE5-D 2.025 2.000 104
PBFE5-G 3.025 3.000 768 165

ITEM: M8110
Lifting bars with fixed hooks without welds

Features:
Central ring suspension and load hooks fixed on the edges

Supplied with:
Instruction manual for use and maintenance

ON-LINE
MANUAL

FIXED LIFTING MONOBEAMS WITH HOOKS
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M.74 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Con ganci posizionabili ogni 100 mm.

Cod. Tec. GR66
Euro M
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M81201000A (1015,00) PBMA1-A

1.000

1.025 600 - 1.000 468 26
M81201000D (1100,00) PBMA1-D 2.025 1.000 - 2.000

497
43

M81201000G (1329,00) PBMA1-G 3.025 2.000 - 3.000 59
M81201000J (1695,00) PBMA1-J 4.025 3.000 - 4.000 535 93
M81202000A (1206,00) PBMB2-A

2.000

1.025 600 - 1.000 518 26
M81202000D (1236,00) PBMB2-D 2.025 1.000 - 2.000

556
53

M81202000G (1792,00) PBMB2-G 3.025 2.000 - 3.000 106
M81202000J (2227,00) PBMB3-J 4.025 3.000 - 4.000 598 137
M81203000A (869,00) PBMC3-A

3.000

1.025 600 - 1.000
596

33
M81203000D (1496,00) PBMC3-D 2.025 1.000 - 2.000 83
M81203000G (1830,00) PBMC3-G 3.025 2.000 - 3.000 629 113
M81203000J (2319,00) PBMC3-J 4.025 3.000 - 4.000 661 162
M81204000A (1704,00) PBMD4-A

4.000

1.025 600 - 1.000
649

52
M81204000D (1484,00) PBMD4-D 2.025 1.000 - 2.000 83
M81204000G (2244,00) PBMD4-G 3.025 2.000 - 3.000 682 140
M81204000J (2513,00) PBMD4-J 4.025 3.000 - 4.000 738 197
M81205000A (1966,00) PBME5-A

5.000
1.025 600 - 1.000

711
68

M81205000D (1704,00) PBME5-D 2.025 1.000 - 2.000 104
M81205000G (2292,00) PBME5-G 3.025 2.000 - 3.000 768 165

ART. M8120
Bilancini di sollevamento regolabili, senza saldature.

Caratteristiche:
- Anello di sospensione centrale e ganci di carico girevoli regolabili ogni 100 mm lungo

la trave

Dotazione:
- Manuale di uso e manutenzione

MANUALE
ON-LINE

BILANCINI DI SOLLEVAMENTO - TIPO MONOTRAVE REGOLABILE

M.74 Indivisible package   Suggested retail package - Unit price

Hooks can be positioned every 100 mm.

Tech. Code

M
od

el

M
ax

w
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k
lo

ad
kg

To
ta

ll
en

gt
h

m
m

U
se

fu
ll

en
gt

h 
L

m
m

H
ei

gh
t

m
m

W
ei

gh
t

w
ith

ou
th

oo
k

kg

PBMA1-A

1,000

600 - 1,000 600 - 1.000 468 26
PBMA1-D 1,000 - 2,000 1.000 - 2.000

497
43

PBMA1-G 2,000 - 3,000 2.000 - 3.000 59
PBMA1-J 4.025 3.000 - 4.000 535 93
PBMB2-A

2.000

1.025 600 - 1.000 518 26
PBMB2-D 1,000 - 2,000 1.000 - 2.000

556
53

PBMB2-G 2,000 - 3,000 2.000 - 3.000 106
PBMB3-J 4.025 3.000 - 4.000 598 137
PBMC3-A

3.000

1.025 600 - 1.000
596

33
PBMC3-D 1,000 - 2,000 1.000 - 2.000 83
PBMC3-G 3.025 2.000 - 3.000 629 113
PBMC3-J 4.025 3.000 - 4.000 661 162
PBMD4-A

4.000

1.025 600 - 1.000
649

52
PBMD4-D 2.025 1.000 - 2.000 83
PBMD4-G 2,000 - 3,000 2.000 - 3.000 682 140
PBMD4-J 4.025 3.000 - 4.000 738 197
PBME5-A

5.000
1.025 600 - 1.000

711
68

PBME5-D 2.025 1.000 - 2.000 104
PBME5-G 2,000 - 3,000 2.000 - 3.000 768 165

ITEM: M8120
Adjustable lifting beam without welds

Features:
- Central ring suspension and load hooks adjustable every 100 mm along the beam.

Supplied with:
- Instruction manual for operating use and maintenance.

ON-LINE
MANUAL

ADJUSTABLE LIFTING MONOBEAMS



M

M.75 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR66
Euro M

od
el

lo

Po
rta

ta
kg

In
te

ra
ss

e
ga

nc
iL

1
m

m

In
te

ra
ss

e
ga

nc
iL

2
m

m

Pe
so kg

M81301000A (762,00) BCA1-A
1.000

1.000 707 55
M81301000C (927,00) BCA1-C 1.500 1.060 65
M81302000A (850,00) BCA2-A

2.000
1.000 707 70

M81302000C (999,00) BCA2-C 1.500 1.060 90
M81303000A (958,00) BCA3-A

3.000
1.000 707 95

M81303000C (1085,00) BCA3-C 1.500 1.060 115
M81304000A (1158,00) BCA4-A

4.000
1.000 707 110

M81304000C (1312,00) BCA4-C 1.500 1.060 140

ART. M8130
Bilancini di sollevamento a croce

Caratteristiche:
- Anello di sospensione centrale e ganci di carico a saldare, alle estremità dei bracci.

Dotazione:
- Manuale di uso e manutenzione

MANUALE
ON-LINE

BILANCINI DI SOLLEVAMENTO – TIPO A CROCE PER BIG BAGS

BIG BAG

Cod. Tec. P701201 P701202 P7012U2
GR80 Euro (29,00) (31,50) (36,00)
A mm 900
B mm 900
C mm 1200
Capacità L 1000
Portata kg 1250 1500 1200

Specifiche a caramella fondo chiuso a caramella fondo con valvola di scarico fondo chiuso

Omologazione - UN 13H3<

ART. P7012
Big Bag standard ed omologati UN 13H3Y con quattro cinghie di sollevamento.

M.75Indivisible package  Suggested retail package - Unit price

Tech. Code

M
od

el

Lo
ad

ca
pa

ci
ty

kg

H
oo

k
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ra

xi
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L1
m

m

H
oo

k
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te
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s

L2
m

m

W
ei

gh
t

kg

BCA1-A
1.000

1.000 707 55
BCA1-C 1.500 1.060 65
BCA2-A

2.000
1.000 707 70

BCA2-C 1.500 1.060 90
BCA3-A

3.000
1.000 707 95

BCA3-C 1.500 1.060 115
BCA4-A

4.000
1.000 707 110

BCA4-C 1.500 1.060 140

ITEM: M8130
Cross type lifting monobeams

Features:
- Central ring sospension, load hooks welded on the edges

Supplied with:
- Instruction manual for use and maintenance

ON-LINE
MANUAL

LIFTING CROSS MONOBEAMS FOR BIG BAGS

BIG BAGS

Tech. Code

A mm 900
B mm 900
C mm 1200
Capacity L 1000
Load capacity kg 1250 1500 1200

Form Skirt and closed bottom Skirt and lower discarge spout Closed bottom

Type approvat - UN 13H3<

ITEM: P7012
Standard and homologated Big Bag with four lifting straps.



M

M.76 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

SOLLEVATORI A BATTERIA

Cod. Tec. M9005150
GR66 Euro (2084,00)
Modello CB 150
Portata kg 150
Sollevamento min/max mm 130 - 1550
Dimensioni ingombro mm 815 x 480 x 1910
Luce interna forche mm 330/520
Piattaforma mm 460 x 520
Peso kg 58

ART. M9005
Sollevatore a batteria modello CB 150

Caratteristiche:
- 4 ruote pivotanti, di cui le anteriori ø 100 mm con freno e le posteriori ø 75 mm
- Quadro di controllo con comandi salita/discesa, pulsante di accensione/spegnimento e attacco caricatore
- Velocità di salita: senza carico 83 mm/s - con pieno carico 70 mm/s
- Velocità di discesa: senza carico 83 mm/s - con pieno carico 101 mm/s
- Batteria 24V / 16Ah

Vantaggi:
- Le dimensioni di ingombro ridotte permettono di utilizzarlo in spazi angusti difficilmente raggiungibili
- Molto comodo e leggero può essere usato facilmente su qualunque pavimentazione industriale

Dotazione:
- Manuale di uso e manutenzione

MANUALE
ON-LINE

Cod. Tec. M9006400
GR66 Euro (2678,00)
Modello CB 400
Portata kg 400
Sollevamento min/max mm 85 - 1200
Dimensioni ingombro mm 1100 x 600 x 1425
Dimensioni singola forca mm 650 x 110 x 50
Luce interna forche mm 320
Piattaforma mm 650 x 550
Peso kg 125

ART. M9006
Sollevatore a batteria modello CB 400

Caratteristiche:
- Il sollevamento e la discesa delle forche avviene tramite una comoda pulsantiera situata in prossimità del maniglione di

traslazione.
- La velocità di sollevamento c/carico è di ben 80 mm/sec
- 2 ruote pivotanti, freno di stazionamento e rulli anteriori
- Comodi maniglioni laterali integrati nell'ingombro ridotto della struttura e maniglione centrale
- Pianale asportabile sopra le forche per facilitare le operazioni di picking.

Vantaggi:
- Le dimensioni di ingombro ridotte permettono di utilizzarlo in spazi angusti difficilmente raggiungibili
- Sollevatore leggero e al contempo robusto, con un'eccezionale manovrabilità e flessibilità di utilizzo

Dotazione:
- Manuale di uso e manutenzione

MANUALE
ON-LINE

Prodotto disponibile nel CAP K

GUANTI IN PELLE FIORE BOVINA

Cod. Tec. Taglia Taglia EU

K21007 M 7

K21008 L 8

K21009 XL 9

K210010 XXL 10

Prodotti correlati

M.76 Indivisible package   Suggested retail package - Unit price

BATTERY-POWERED LIFTERS

Tech. Code

Model CB 150
Load capacity kg 150
min/max leverage mm 130 - 1550
Overall dimension mm 815 x 480 x 1910
Distance between forks mm 330/520
Platform mm 460 x 520
Weight kg 58

ITEM: M9005
Battery powered lifters CB 150 model

Features:
- 4 Pivoting wheels, the front ones featuring ø 100 mm with breaks and rear ones ø 75 mm
- Control panel with UP/DOWN commands ON/OFF button and charger attachment
- Lifting speed: UP without loads 83mm/s with lifting speed at full load 70mm/s
- Lowering speed DOWN without load 83mm/s lowering speed at full load 101mm/s
- Battery 24V / 16Ah

Advantages:
- The small size allows it to be used in confined spaces which are diffilcult to reach

Very comfortable and light can be used easily anywhere on any type of Industrial flooring

Supplied with:
 - Use and maintenance Instruction manual

ON-LINE
MANUAL

Tech. Code

Model CB 400
Load capacity kg 400
min/max leverage mm 85 - 1200
Overall dimension mm 1100 x 600 x 1425
Dimension single fork mm 650 x 110 x 50
Distance between forks mm 320
Platform mm 650 x 550
Weight kg 125

ITEM: M9006
Battery powered lifters CB 400 model

Features:
- The lifting and lowering of the forks is done by means of a handy-push button panel located near the transit handle
- The lifting speed with full load is 80 mm / sec
- 2 pivot wheels, parking brake and front rollers
- Comfortable side handles integrated in the reduced size of the structure and central handle
- Removable platform above the forks to ease picking up operations

Advantages:
- The reduced overall dimensions allow it to be used in tight spaces that are difficult to reach
- Lightweight yet sturdy lift, with exceptional maneuverability and flexibility of use

Supplied with:
- Use and maintenance manual

ON-LINE
MANUAL

Product available in index K

COWHIDE GRAIN LEATHER GLOVES

Tech. Code Size EU size

M 7

L 8

XL 9

XXL 10

Related products



M

M.77 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

SOLLEVATORI MANUALI

Cod. Tec. M90021200 M90021500
GR66 Euro (1103,00) (1313,00)
Modello CM 1200 CM 1500
Portata kg 400
Sollevamento min/max mm 85 - 1200 85 - 1500
Dimensioni ingombro mm 1035 x 600 x 1425 1035 x 600 x 1625
Dimensioni singola forca mm 650 x 110 x 50
Luce interna forche mm 320
Piattaforma mm 650 x 550
Peso kg 81 90

ART. M9002
Sollevatore manuale modello CM.

Caratteristiche:
- Il sollevamento delle forche avviene tramite pompa manuale a pedale e la discesa è regolata da apposita leva
- 2 ruote pivotanti, freno di stazionamento e rulli anteriori
- Comodi maniglioni laterali integrati nell'ingombro ridotto della struttura e maniglione centrale
- Pianale asportabile sopra le forche per facilitare le operazioni di picking.

Vantaggi:
- Le dimensioni di ingombro ridotte permettono di utilizzarlo in spazi angusti difficilmente raggiungibili
- Sollevatore leggero e al contempo robusto, con un'eccezionale manovrabilità e flessibilità di utilizzo

Dotazione:
- Manuale di uso e manutenzione

MANUALE
ON-LINE

ELEVATORI MANUALI A FORCHE FISSE

Cod. Tec. M900705001600 M900710001600 M900710003000
GR66 Euro (1208,00) (1460,00) (2342,00)
Modello EM 500/1600 EM 1000/1600 EM 1000/3000
Portata kg 500 1000
Sollevamento min/max mm 90 - 1600 85 - 3000
Dimensioni ingombro mm 1560 x 700 x 2000 1668 x 740 x 2060
Dimensioni singola forca mm 1050 x 150 x 50 1140 x 160 x 55
Luce interna forche mm 350
Peso kg 145 230 310

ART. M9007
Elevatore manuale a forche fisse modello EM

Caratteristiche:
- Il sollevamento delle forche avviene tramite pompa manuale, mentre la discesa è regolata dalla leva posta sul timone
- Telaio rinforzato per assicurare la massima sicurezza anche nell'utilizzo a pieno carico
- 2 ruote pivotanti, freno di stazionamento e rulli anteriori in poliuretano

Vantaggi:
- Grande facilità di manovra e posizionamento del carrello grazie ai comodi maniglioni laterali
- Leggero e al contempo robusto, con un'eccezionale manovrabilità e flessibilità di utilizzo

Dotazione:
- Manuale di uso e manutenzione

MANUALE
ON-LINE

ELEVATORI A BATTERIA A FORCHE FISSE

Cod. Tec. M900910001600 M900910003000
GR66 Euro (4326,00) (4673,00)
Modello EB 1000/1600 EB 1000/3000
Portata kg 1000
Sollevamento min/max mm 85 - 1600 85 - 3000
Dimensioni ingombro mm 1750 x 800 x 2020 1750 x 800 x 2080
Dimensioni singola forca mm 1140 x 180 x 55
Luce interna forche mm 350
Peso kg 300 466

ART. M9009
Elevatore a batteria modello EB

Caratteristiche:
- Il sollevamento avviene tramite i comandi di salita e discesa posizionati sulla plancia, dove è presente anche il pulsante di

emergenza
- Telaio rinforzato per assicurare la massima sicurezza anche nell'utilizzo a pieno carico
- 2 ruote pivotanti, freno di stazionamento e rulli anteriori in poliuretano

Vantaggi:
- Grande facilità di manovra e posizionamento del carrello grazie all'ergonomico timone e ai comodi maniglioni laterali
- Leggero e al contempo robusto, con un'eccezionale manovrabilità e flessibilità di utilizzo

Dotazione:
- Manuale di uso e manutenzione

MANUALE
ON-LINE

M.77Indivisible package  Suggested retail package - Unit price

MANUAL LIFTERS

Tech. Code

Model CM 1200 CM 1500
Load capacity kg 400
min/max leverage mm 85 - 1200 85 - 1500
Overall dimension mm 1035 x 600 x 1425 1035 x 600 x 1625
Dimension single fork mm 650 x 110 x 50
Distance between forks mm 320
Platform mm 650 x 550
Weight kg 81 90

ITEM: M9002
Manual lifters CM model.

Features:
- The lifting of the forks is done by a manual foot pump and the descent is regulated by a special lever
- 2 pivoting wheels, parking brake and front rollers
- Comfortable side handles integrated in the reduced size of the structure and central handle
- Removable platform above the forks to ease picking operations

Advantages:
- The reduced overall dimensions allow it to be used in tight spaces that are difficult to reach
- Lightweight yet sturdy lift, with exceptional maneuverability and flexibility of use

Supplied with:
- Use and maintenance manual

ON-LINE
MANUAL

MANUAL LIFTERS WITH FIXED FORKS

Tech. Code

Model EM 500/1600 EM 1000/1600 EM 1000/3000
Load capacity kg 500 1000
min/max leverage mm 90 - 1600 85 - 3000
Overall dimension mm 1560 x 700 x 2000 1668 x 740 x 2060
Dimension single fork mm 1050 x 150 x 50 1140 x 160 x 55
Distance between forks mm 350
Weight kg 145 230 310

ITEM: M9007
Manual lifters with fixed forks EM model

Features:
- The lifting of the forks is done by a manual pump, while the descent is regulated by the lever on the rudder
- Reinforced frame to ensure maximum safety even when used at full load
- 2 pivoting wheels, parking brake and polyurethane front rollers

Advantages:
- Great ease of maneuvering and positioning of the trolley thanks to the comfortable side handles
- Light yet sturdy, with exceptional maneuverability and flexibility of use

Supplied with:
- Use and maintenance manual

ON-LINE
MANUAL

BATTERY-POWERED LIFTERS WITH FIXED FORKS

Tech. Code

Model EB 1000/1600 EB 1000/3000
Load capacity kg 1000
min/max leverage mm 85 - 1600 85 - 3000
Overall dimension mm 1750 x 800 x 2020 1750 x 800 x 2080
Dimension single fork mm 1140 x 180 x 55
Distance between forks mm 350
Weight kg 300 466

ITEM: M9009

Battery powered lifters EB model

Features:
- Lifting takes place via the up and down commands located on the dashboard, where there is also the emergency button
- Reinforced frame to ensure maximum safety even when used at full load
- 2 pivoting wheels, parking brake and polyurethane front rollers

Advantages:
- Great ease of maneuvering and positioning of the trolley thanks to the ergonomic rudder and the comfortable side
handles
- Light and at the same time robust, with exceptional maneuverability and flexibility of use

Supplied with:
- Use and maintenance manual

ON-LINE
MANUAL



M

M.78 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

GRU GIREVOLI A 360° ZAVORRATE CON SFILO MANUALE
ART. M9310
Caratteristiche:
- Sollevamento con pompa manuale a doppia mandata che consente un sollevamento veloce
- Ruote pivotanti ad alta portata ad elevata scorrevolezza con supporti paracolpi e freni di stazionamento
- Girevole a 360°
- Braccio di sollevamento estensibile in 4 diverse posizioni
- Discesa del carico regolata mediante volantino incorporato nella pompa

Vantaggi:
- Adatta per il carico frontale direttamente nella bocca di
carico del centro di lavoro

- Riduce lo sforzo dell’operatore grazie al cilindro idraulico
della pompa di dimensione maggiorata

- Estremamente versatile grazie alle dimensioni ridotte che le
permettono di raggiungere anche spazi angusti

Dotazione:
- Manuale di uso e manutenzione
- Zavorra in cemento
- Braccio supplementare di prolunga su richiesta

MANUALE
ON-LINE

Cod. Tec. M9310200 M9310600 M9325PRL
GR66 Euro (3587,00) (3213,00) (294,00)
Portata Kg 200 - 170 - 150 - 130 500 - 420 - 370 - 320 Prolunga
Sbalzo mm 455 - 590 - 725 - 860 -
A max mm 2517 -
Portata con prolunga Kg 92 - 85 - 78 - 71 220 - 200 - 180 - 160 -
Sbalzo con prolunga mm 955 - 1090 - 1225 - 1360 -
A max con prolunga mm 2804 -
Peso con zavorra Kg 390 608 -

M9320200 Attrezzatura non soggetta a
visite periodiche da Enti certificatori per
certificazione stato d'uso e manutenzione.

* Installabile solo in fase di ordine.

GRU GIREVOLI ELETTRICHE A 360° ZAVORRATE CON SFILO MANUALE
ART. M9320
Caratteristiche:
- Sollevamento elettrico tramite pulsantiera che manovra la salita e la discesa del braccio
- Ruote pivotanti ad alta portata ad elevata scorrevolezza con supporti paracolpi e freni di stazionamento
- Girevole a 360°
- Braccio di sollevamento estensibile in 4 diverse posizioni
- Discesa del carico regolata mediante volantino incorporato nella pompa

Vantaggi:
- Adatta per il carico frontale direttamente nella bocca di
carico del centro di lavoro

- Estremamente versatile grazie alle dimensioni ridotte che le
permettono di raggiungere anche spazi angusti

Dotazione:
- Manuale di uso e manutenzione
- Batteria 12V e carica batteria ad alta frequenza
- Zavorra in cemento
- Braccio supplementare di prolunga su richiesta

MANUALE
ON-LINE

Cod. Tec. M9320200 M9320600 M9320DIS M9320BAT M9325PRL
GR66 Euro (5045,00) (5156,00) (945,00) (247,00) (294,00)
Portata Kg 200 - 170 - 150 - 130 500 - 420 - 370 - 320 Discesa progressiva
 Batteria Prolunga
Sbalzo mm 455 - 590 - 725 - 860 -
A max mm 2517 -
Portata con prolunga Kg 92 - 85 - 78 - 71 220 - 200 - 180 - 160 -
Sbalzo con prolunga mm 955 - 1090 - 1225 - 1360 -
A max con prolunga mm 2804 -
Peso con zavorra Kg 430 650 -

M.78 Indivisible package   Suggested retail package - Unit price

MANUAL PIVOTING CRANES 360° WITH BALLAST
ITEM: M9310
Features:
- Lifting with manual dual delivery pump that provides quick lifting
- Pivoting wheels high flow control valves with high smoothness with bumper supports and parking brakes
- Revolving at 360°
- Revolving jib extendible in 4 positions
- Load down regulated by handwheel built into the pump

Advantages:
- Suitable for front loading and direct feed
- It reduces operator labour thanks to the increased

pump size
- Extremely versatile thanks to its reduced size that
  permits it to reach tight spaces

Supplied with:
- Instruction manual
- Ballast in concrete
- Additional arm extensions on request

ON-LINE
MANUAL

Tech. Code

Capacity Kg 200 - 170 - 150 - 130 500 - 420 - 370 - 320 Optional extension
Cantilever mm 455 - 590 - 725 - 860 -
A max mm 2517 -
Capacity with extension Kg 92 - 85 - 78 - 71 220 - 200 - 180 - 160 -
Cantilever with extension mm 955 - 1090 - 1225 - 1360 -
A max with extension mm 2804 -
Weight with ballast Kg 390 608 -

M9320200 Equipment in not subject to perodic
visits by certifying bodies for certification of
use and maintenance.

*Installable only when ordering.

ELECTRIC PIVOTING CRANES 360° WITH BALLAST WITH MANUAL JIB EXTENSION
ITEM: M9320
Features:
- Electrical lifting through a key pad maneuvering the ascent and descent of the arm
- Pivoting wheels high flow control valves with high smoothness with bumper supports and parking brakes
- Revolving at 360°
- Revolving jib extendible in 4 positions
- Load down regulated by handwheel built into the pump

Advantages:
- Suitable for front loading and direct feed
- Extremely versatile thanks to its reduced size that
  permits it to reach tight spaces

Supplied with:
- Instruction manual of use and maintenance
- 12V battery and battery charger of high frequency
- Ballast in concrete
- Additional arm extension on request

ON-LINE
MANUAL

Tech. Code

Load capacity Kg 200 - 170 - 150 - 130 500 - 420 - 370 - 320 Progressive descent Battery Optional extension
Cantilever mm 455 - 590 - 725 - 860 -
A max mm 2517 -
Capacity with extension Kg 92 - 85 - 78 - 71 220 - 200 - 180 - 160 -
Cantilever with extension mm 955 - 1090 - 1225 - 1360 -
A max with extension mm 2804 -
Weight with ballast Kg 430 650 -



M

M.79 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

GRU GIREVOLI ZAVORRATE CON SOLLEVAMENTO E SFILO ELETTRICO
ART. M9321
Caratteristiche:
- Sollevamento e sfilo elettrico tramite comodo Moystick che manovra la salita,
la discesa e lo sfilo del braccio

- Ruote pivotanti ad alta portata ad elevata scorrevolezza con supporti paracolpi e freni di stazionamento
- Girevole a 360°
- Braccio di sollevamento estensibile in maniera continua su tutta la lunghezza
- Discesa del carico regolata mediante volantino incorporato nella pompa
Vantaggi:
- Adatta per il carico frontale direttamente nella bocca di
carico del centro di lavoro

- Estremamente versatile grazie alle dimensioni ridotte che le
permettono di raggiungere anche spazi angusti

Dotazione:
- Manuale di uso e manutenzione
- Batteria 12V e carica batteria ad alta frequenza
- Zavorra in cemento
- Braccio supplementare di prolunga su richiesta

MANUALE
ON-LINE

Cod. Tec. M9321200 M9321500 M9320BAT M9325PRL
GR66 Euro (7151,00) (7256,00) (247,00) (294,00)
Portata Kg 200 - 130 500 - 320 Batteria Prolunga
Sbalzo mm 485 - 885 -
A max mm 2554 -
Portata con prolunga Kg 92 - 71 220 - 160 -
Sbalzo con prolunga mm 930 - 1330 -
A max con prolunga mm 2800 -
Peso con zavorra Kg 440 660 -

Il prodotto è disponibile nel CAP K

SCARPE ANTINFORTUNISTICHE

Cod. Tec. Misura EU Misura US

K120042 42 9

K120043 43 10

K120044 44 10,5

K120045 45 11

Prodotti correlati

M.79Indivisible package  Suggested retail package - Unit price

ELECTRIC PIVOTING CRANES 360° WITH ELECTRIC JIB EXTENSION
ITEM: M9321
Features:
- Lifting and electrical extension through convenient joystick maneuvering the ascent,
the descent and the extension of the arm

- High flow castor wheels with high smoothness with bumper supports and parking brakes
- Revolving at 360°
- Extendable lifting arm in a continous manner over the entire length
- Load down regulated by handwheel built into the pump
Advantages:
- Suitable for front loading and direct feed
- Extremely versatile thanks to its compact dimension
that permits it to reach tight spaces

Supplied with:
- Instruction manual of use and maintenance
- 12 V battery high frequency battery charger
- Ballast in concrete
- An additional extension jib is available on request

ON-LINE
MANUAL

Tech. Code

Load capacity Kg 200 - 130 500 - 320 Battery Optional extension
Cantilever mm 485 - 885 -
A max mm 2554 -
Capacity with extension Kg 92 - 71 220 - 160 -
Cantilever with extension mm 930 - 1330 -
A max with extension mm 2800 -
Weight with ballast Kg 440 660 -

The products are available in chapter K

SAFETY SHOES

Tech. Code EU size US size

42 9

43 10

44 10,5

45 11

Related products



M

M.80 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

GRU A SBALZO ZAVORRATE CON SFILO MANUALE
ART. M9312
Caratteristiche:
- Sollevamento con pompa manuale a doppia mandata che consente un sollevamento veloce
- Dotata di due ruote fisse e due ruote sterzanti a pieno carico collegate al timone di guida, per consentire un’estrema
manovrabilità anche a pieno carico

- Braccio di sollevamento estensibile in 4 diverse posizioni
- Discesa del carico regolata mediante volantino incorporato nella pompa

Vantaggi:
- Adatta per il carico frontale direttamente nella bocca di
carico del centro di lavoro

- Riduce lo sforzo dell’operatore grazie al cilindro idraulico
della pompa di dimensione maggiorata

- Estremamente versatile grazie alle dimensioni ridotte che le
permettono di raggiungere anche spazi angusti

Dotazione:
- Manuale di uso e manutenzione
- Zavorra in cemento
- Braccio supplementare di prolunga su richiesta

MANUALE
ON-LINE

Cod. Tec. M93121000 M9312PRL
GR66 Euro (4883,00) (389,00)
Portata Kg 1000 - 835 - 670 - 500 Prolunga
Sbalzo mm 650 - 850 - 1050 - 1250 -
A max mm 2681 -
Portata con prolunga Kg 450 - 390 - 325 - 275 -
Sbalzo con prolunga mm 1400 - 1600 - 1800 - 2000 -
A max com prolunga mm 3119 -
Peso con zavorra Kg 1200 -

* Installabile solo in fase di ordine.

GRU A SBALZO ELETTRICHE ZAVORRATE CON SFILO MANUALE
ART. M9322
Caratteristiche:
- Sollevamento elettrico tramite pulsantiera che manovra la salita e la discesa del braccio
- Dotata di due ruote fisse e due ruote sterzanti a pieno carico collegate al timone di guida, per consentire un'estrema
manovrabilità anche a pieno carico

- Braccio di sollevamento estensibile in 4 diverse posizioni
- Discesa del carico regolata mediante volantino incorporato nella pompa

Vantaggi:
- Adatta per il carico frontale direttamente nella bocca di
carico del centro di lavoro

- Estremamente versatile grazie alle dimensioni ridotte che le
permettono di raggiungere anche spazi angusti

Dotazione:
- Manuale di uso e manutenzione
- Batteria 12V e carica batteria ad alta frequenza
- Zavorra in cemento
- Braccio supplementare di prolunga su richiesta

MANUALE
ON-LINE

Cod. Tec. M93221000 M9320DIS M9320BAT M9312PRL
GR66 Euro (6353,00) (945,00) (247,00) (389,00)
Portata Kg 1000 - 835 - 670 - 500 Discesa progressiva
 Batteria Prolunga
Sbalzo mm 650 - 850 - 1050 - 1250 -
A max mm 2681 -
Portata con prolunga Kg 450 - 390 - 325 - 275 -
Sbalzo con prolunga mm 1400 - 1600 - 1800 - 2000 -
A max con prolunga mm 3119 -
Peso con zavorra Kg 1250 -

M.80 Indivisible package   Suggested retail package - Unit price

MANUAL CANTILEVER CRANES WITH BALLAST
ITEM: M9312
Features:
- Double acting lifting pump which enables quick lifting
- The base crane is equipped with 2 fixed wheels and 2 steering wheels connected to the steering wheel position, to allow
extreme maneuerability

- 4 way extendable jib
- Load down regulator built into the pump

Advantages:
- Suitable for front loading and direct feed
- It reduces operator labour thanks to the increased
pump size

- Extremely versatile thanks to its reduced size that
  permits it to reach tight spaces

Supplied with:
- Instruction manual of use and maintenance
- Ballast in concrete
- Arm extension supplement on request

ON-LINE
MANUAL

Tech. Code

Capacity Kg 1000 - 835 - 670 - 500 Extension
Cantilever mm 650 - 850 - 1050 - 1250 -
A max mm 2681 -
Capacity with extension Kg 450 - 390 - 325 - 275 -
Cantilever with extension mm 1400 - 1600 - 1800 - 2000 -
A max with extension mm 3119 -
Weight with ballast Kg 1200 -

* Installable only when ordering.

ELECTRIC CANTILEVER CRANES WITH BALLAST
ITEM: M9322
Features:
- Electrical lifting through push button maneuvering command for ascent and descent of the arm
- Equipped with 2 fixed wheels and 2 steering wheels which allow an extreme maneuvability even at full load
- 4 way extendable jib

Advantages:
- Suitable for front loading and direct feed
- Extremeley versatile thanks to its compact dimension that
  permits it to reach tight spaces

Supplied with:
- Instruction manual of use and mainenance
- 12 V battery - high frequency battery charger
- Ballast in concrete
- Arm extension supplement on request

ON-LINE
MANUAL

Tech. Code

Load capacity Kg 1000 - 835 - 670 - 500 Progressive descent Battery Extension
Cantilever mm 650 - 850 - 1050 - 1250 -
A max mm 2681 -
Capacity with extension Kg 450 - 390 - 325 - 275 -
Cantilever with extension mm 1400 - 1600 - 1800 - 2000 -
A max with extension mm 3119 -
Weight with ballast Kg 1250 -



M

M.81 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

GRU A SBALZO CON SOLLEVAMENTO E SFILO ELETTRICO
ART. M9323
Caratteristiche:
- Sollevamento e sfilo elettrico tramite comando Moystick che manovra la salita,
la discesa e lo sfilo del braccio

- Dotata di due ruote fisse e due ruote sterzanti a pieno carico collegate al timone di guida, per consentire un’estrema
manovrabilità anche a pieno carico

- Braccio di sollevamento estensibile in maniera continua su tutta la lunghezza
- Discesa del carico regolata mediante volantino incorporato nella pompa
Vantaggi:
- Adatta per il carico frontale direttamente nella bocca di
carico del centro di lavoro

- Estremamente versatile grazie alle dimensioni ridotte che le
permettono di raggiungere anche spazi angusti

Dotazione:
- Manuale di uso e manutenzione
- Batteria 12V e carica batteria ad alta frequenza
- Zavorra in cemento
- Braccio supplementare di prolunga su richiesta

MANUALE
ON-LINE

Cod. Tec. M93231000 M9320BAT M9312PRL
GR66 Euro (9293,00) (247,00) (389,00)
Portata Kg 1000 - 500 Batteria Prolunga
Sbalzo mm 650 - 1250 -
A max mm 2681 -
Portata con prolunga Kg 450 - 275 -
Sbalzo con prolunga mm 1400 - 2000 -
A max con prolunga mm 3119 -
Peso con zavorra Kg 1250 -

Il prodotto è disponibile nel CAP K

GUANTI IN POLIESTERE SPALMATI IN POLIURETANO

Cod. Tec. Taglia Taglia EU

K23107 M 7

K23108 L 8

K23109 XL 9

Prodotti correlati

M.81Indivisible package  Suggested retail package - Unit price

ELECTRIC CANTILEVER CRANES WITH BALLAST WITH ELECTRIC JIB EXTENSION
ITEM: M9323
Features:
- Electrical lifting through push button maneuvering command for ascent and descent of the arm
- Equipped with 2 fixed wheels and 2 steering wheels which allow an extreme maneuvability even at full load
- Extendable lifting arm in a continous manner over the entire length

Advantages:
- Suitable for front loading and direct feed
- Extremeley versatile thanks to its compact dimension that
  permits it to reach tight spaces

Supplied with:
- Instruction manual of use and mainenance
- 12 V battery - high frequency battery charger
- Ballast in concrete
- Arm extension supplement on request

ON-LINE
MANUAL

Tech. Code

Load capacity Kg 1000 - 500 Battery Extension
Cantilever mm 650 - 1250 -
A max mm 2681 -
Capacity with extension Kg 450 - 275 -
Cantilever with extension mm 1400 - 2000 -
A max with extension mm 3119 -
Weight with ballast Kg 1250 -

The products are available in chapter K

GLOVES IN CONTINUOUS POLYESTER WIRE POLYURETHANE COATED

Tech. Code Size EU size

M 7

L 8

XL 9

Related products



M

M.82 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

TAVOLE MOBILI CON SOLLEVAMENTO A FORBICE

Cod. Tec. M9210500 M9210500L M92101000 M92101000L
GR66 Euro (630,00) (998,00) (1036,00) (1748,00)
Portata Kg 500 1000
Tavola mm 815 x 500 1600 x 810 1016 x 510 2035 x 750
Altezza min-max mm 290 - 870 286 - 915 380 - 990 350 - 1360
Peso Kg 84 154 122 198

ART. M9210
Caratteristiche:
- Solida struttura in acciaio verniciata
- Pompa a pedale con pompante e stelo del cilindro con riporto di cromo duro
- Due ruote fisse e due girevoli con freno
- Comando di discesa del tipo a uomo presente

Dotazione:
- Manuale di uso e manutenzione

MANUALE
ON-LINE

TAVOLE MOBILI CON SOLLEVAMENTO A DOPPIA FORBICE

Cod. Tec. M9220350 M9225700
GR66 Euro (698,00) (1365,00)
Portata Kg 350 700
Tavola mm 905 x 512 1220 x 610
Altezza min-max mm 370 - 1300 445 - 1500
Peso Kg 113 195

ART. M9220
Caratteristiche:
- Solida struttura in acciaio verniciata
- Pompa a pedale con pompante e stelo del cilindro con riporto di cromo duro
- Due ruote fisse e due girevoli con freno
- Comando di discesa del tipo a uomo presente

Dotazione:
- Manuale di uso e manutenzione

MANUALE
ON-LINE

TAVOLE MOBILI CON SOLLEVAMENTO A FORBICE CON RULLIERA

Cod. Tec. M92500500 M92500750
GR66 Euro (1071,00) (1733,00)
Portata Kg 500 750
Tavola mm 815 x 500 1100 x 510
Altezza min-max mm 350 - 930 480 - 1050
Peso Kg 100 139

ART. M9250
Caratteristiche:
- Solida struttura in acciaio verniciata
- Pompa a pedale con pompante e stelo del cilindro con riporto di cromo duro
- Due ruote fisse e due girevoli con freno
- Comando di discesa del tipo a uomo presente
- Rulliera con fermi meccanici ai lati per muovere facilmente il peso in senso longitudinale alla tavola

Dotazione:
- Manuale di uso e manutenzione

MANUALE
ON-LINE

TAVOLE MOBILI CON SOLLEVAMENTO A DOPPIA FORBICE CON RULLIERA

Cod. Tec. M9255350 M9255700
GR66 Euro (1097,00) (1943,00)
Portata Kg 350 700
Tavola mm 905 x 512 1220 x 610
Altezza min-max mm 420 - 1350 495 - 1550
Peso Kg 127 205

ART. M9255
Caratteristiche:
- Solida struttura in acciaio verniciata
- Pompa a pedale con pompante e stelo del cilindro con riporto di cromo duro
- Due ruote fisse e due girevoli con freno
- Comando di discesa del tipo a uomo presente
- Rulliera con fermi meccanici ai lati per muovere facilmente il peso in senso longitudinale alla tavola

Dotazione:
- Manuale di uso e manutenzione

MANUALE
ON-LINE

M.82 Indivisible package   Suggested retail package - Unit price

MOBILE ELEVATING PLATFORMS

Tech. Code

Load capacity Kg 500 1000
Platform mm 815 x 500 1600 x 810 1.016 x 510 2035 x 750
Min- Max height mm 290 - 870 286 - 915 380 - 990 350 - 1360
Weight Kg 84 154 122 198

ITEM: M9210
Features:
- Solid steel painted structure
- Foot pump with pump cylinder and piston rod of hard chrome
- 2 fixed wheels - 2 swivel wheels with brake
- Manual lowering lever control

Supplied with:
- Instruction manual of use and maintenance

ON-LINE
MANUAL

MOBILE ELEVATING PLATFORMS

Tech. Code

Load capacity Kg 350 700
Platform mm 905 x 512 1220 x 610
Min- Max height mm 370 - 1300 445 - 1500
Weight Kg 113 195

ITEM: M9220
Features:
- Solid steel painted structure
- Foot pump with pump and cylinder and piston rod of hard chrome
- 2 fixed wheels - 2 swivel wheels with brake
- Manual lowering lever control

Supplied with:
- Instruction manual of use and maintenance

ON-LINE
MANUAL

MOBILE ELEVATING PLATFORMS WITH ROLLERS

Tech. Code

Load capacity Kg 500 750
Platform mm 815 x 500 1100 x 510
Min- Max height mm 350 - 930 480 - 1050
Weight Kg 100 139

ITEM: M9250
Features:
- Solid steel painted structure
- Foot pump with pump cylinder and piston rod of hard chrome
- 2 fixed wheels - 2 swivel wheels with brake
- Manual lowering lever control
- Roller with mechanical stops on both ends to move loads easily along the table

Supplied with:
- Instruction manual of use and maintenance

ON-LINE
MANUAL

MOBILE ELEVATING PLATFORMS WITH ROLLERS

Tech. Code

Capacity Kg 350 700
Platform mm 905 x 512 1220 x 610
Min-max height mm 420 - 1350 495 - 1550
Weight Kg 127 205

ITEM: M9255
Features:
- Solid steel painted structure
- Foot pump with pump cylinder and piston rod of hard chrome
- 2 fixed wheels - 2 swivel wheels with brake
- Manual lowering lever control
- Roller with mechanical stops on both ends to move loads easily along the table

Supplied with:
- Instruction manual of use and maintenance

ON-LINE
MANUAL



M

M.83 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

PIATTAFORME ELETTRICHE

Cod. Tec. M92300500 M92301000 M92302000 M92303000
GR66 Euro (2226,00) (2520,00) (2861,00) (3329,00)
Portata Kg 500 1000 2000 3000
Tempo di salita sec. 15 25 40 26
Velocità salita con peso mm/s 55 40 22 30
Velocità discesa con peso mm/s 40 35 33 40
Motore kW 0,75 trifase
Dimensioni mm 800 x 1300
Altezza min - max mm 190 - 1010 220 - 1020
Peso Kg 160 220 280 320

ART. M9230
Caratteristiche:
- Solida struttura in acciaio verniciata
- Operazioni di salita e discesa attivate attraverso i relativi pulsanti
- Una valvola limitatrice di flusso controlla la velocità di discesa a carico differenziato

Dotazione:
- Manuale di uso e manutenzione
- Protezione perimetrale posta sotto la piattaforma di sollevamento; qualora in fase di discesa vi fossero impedimenti, la

tavola si blocca automaticamente

MANUALE
ON-LINE

Cod. Tec. M92351000
GR66 Euro (2783,00)
Portata Kg 1000
Tempo di salita sec. 18
Velocità salita con peso mm/s 42
Velocità discesa con peso mm/s 48
Motore kW 0,75
Dimensioni mm 1140 x 1450
Altezza min - max mm 80 - 840
Peso Kg 250

ART. M9235
Caratteristiche:
- Solida struttura in acciaio verniciata
- Operazioni di salita e discesa attivate attraverso i relativi pulsanti
- Una valvola limitatrice di flusso controlla la velocità di discesa a carico differenziato

Dotazione:
- Manuale di uso e manutenzione
- Protezione perimetrale posta sotto la piattaforma di sollevamento; qualora in fase di discesa vi fossero impedimenti, la

tavola si blocca automaticamente

MANUALE
ON-LINE

TAVOLE MOBILI CON SOLLEVAMENTO ELETTRICO A FORBICE

Cod. Tec. M92400500
GR66 Euro (2709,00)
Portata Kg 500
Tavola mm 1010 x 520
Altezza min/max mm 440 - 1025
Peso Kg 157

ART. M9240
Caratteristiche:
- Solida struttura in acciaio verniciata
- Salite e discesa elettrica comandata da pulsantiera posizionata sul maniglione di movimentazione
- Due ruote fisse e due girevoli con freno

Dotazione:
- Manuale di uso e manutenzione + caricabatterie

A richiesta disponibili anche versioni con rulliera.

MANUALE
ON-LINE

TAVOLE MOBILI CON SOLLEVAMENTO ELETTRICO A DOPPIA FORBICE

Cod. Tec. M92450350
GR66 Euro (2751,00)
Portata Kg 350
Tavola mm 910 x 500
Altezza min/max mm 370 - 1300
Peso Kg 142

ART. M9245
Caratteristiche:
- Solida struttura in acciaio verniciata
- Salite e discesa elettrica comandata da pulsantiera posizionata sul maniglione di movimentazione
- Due ruote fisse e due girevoli con freno

Dotazione:
- Manuale di uso e manutenzione + caricabatterie

A richiesta disponibili anche versioni con rulliera.

MANUALE
ON-LINE

M.83Indivisible package  Suggested retail package - Unit price

ELECTRIC ELEVATING PLATFORMS

Tech. Code

Load capacity Kg 500 1000 2000 3000
Lifting time sec. 15 25 40 26
Load upward speed mm/s 55 40 22 30
Load downward speed mm/s 40 35 33 40
Electric motor kW 0,75 three - phase
Dimensions mm 800 x 1.300
Min- Max height mm 190 - 1010 220 - 1020
Weight Kg 160 220 280 320

ITEM: M9230
Features:
- Solid steel painted structure
- Operations of up and down are activated through the relevant buttons
- An excess flow valve controls the speed of descent of different loads

Supplied with:
- Instruction manual of use and maintenance
- Perimeter protection placed under the lifting platform, if during descent there are impediments the table is stopped

ON-LINE
MANUAL

Tech. Code

Load capacity kg 1000
Lifting time sec. 18
Load upward speed mm/s 42
Load downward speed mm/s 48
Electric motor kW 0,75
Dimensions mm 1140 x 1450
Min- Max height mm 80 - 840
Weight Kg 250

ITEM: M9235
Features:
- Solid steel painted structure
- Operations of up and down are activated through the relevant buttons
- An excess flow valve controls the speed of descent of different loads

Supplied with:
- Instruction manual of use and maintenance
- Perimeter protection placed under the lifting platform, if during descent there are impediments the table is stopped

ON-LINE
MANUAL

MOBILE ELECTRIC ELEVATING PLATFORMS

Tech. Code

Load capacity kg 500
Lifting time mm 1010 x 520
Min - Max height mm 440 - 1025
Weight kg 157

ITEM: M9240
Features:
- Solid steel painted structure
- Operations of up and down are activated through the relevant buttons
- An excess flow valve controls the speed of descent of different loads

Supplied with:
- Instruction manual of use and maintenance

Versions with rollers available on request.

ON-LINE
MANUAL

MOBILE ELECTRIC ELEVATING PLATFORMS

Tech. Code

Load capacity kg 350
Lifting time mm 910 x 500
Min - Max height mm 370 - 1300
Weight kg 142

ITEM: M9245
Features:
- Solid steel painted structure
- Operations of up and down are activated through the relevant buttons
- An excess flow valve controls the speed of descent of different loads

Supplied with:
- Instruction manual of use and maintenance

Versions with rollers available on request.

ON-LINE
MANUAL



M

M.84 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. M90102500
GR66 Euro 395,00
Portata Kg 2500
Forche mm 1150 x 540
Lunghezza totale mm 1550
Elevazione h mm 85 - 200
Angolo di sterzata 220°
Altezza totale mm 1230
Dimensione rulli mm 82 x 70 doppio
Peso Kg 72

ART. M9010
Caratteristiche:
- Solida struttura in acciaio verniciata
- Leva di comando a 3 posizioni (salita – folle – discesa) posizionata sul timone per un comodo utilizzo
- Ruote in ghisa e copertura in polimero termoplastico

Dotazione:
- Manuale di uso e manutenzione
- Fornito con timone smontato

MANUALE
ON-LINE

TRANSPALLET PESATORI

Cod. Tec. M91142000
GR66 Euro (1512,00)
Portata Kg 2000
Precisione Kg +/- 4
Forche mm 1150 x 550
Elevazione h mm 83 - 200
Dimensione rulli mm 74 x 70 doppio
Peso Kg 127

ART. M9114
Caratteristiche:
- Solida struttura in acciaio verniciata a forno
- Leva di comando a 3 posizioni (salita – folle – discesa) posizionata sul timone per un comodo utilizzo
- Ruote di guida e doppie ruote di carico in poliuretano
- 4 celle di carico tipo shear-beam, in alluminio
- Indicatore di peso con display LCD retro illuminato a 6 cifre da 25 mm, visibile anche in condizione di scarsa luminosità
- Tastiera impermeabile funzionale a 5 tasti semplice e intuitiva
- Configurazione, calibrazione e diagnostica da tastiera
- Alimentazione tramite 4 batterie stilo tipo AA, anche ricaricabili
- Autonomia 40 ore circa di funzionamento continuato
- Spegnimento automatico programmabile, indicatore di livello batteria
- Visualizzazione ad alta risoluzione x 10
- Funzione di azzeramento, tara, netto/lordo, conversione lb/kg, totalizzazione pesi, formulazione controllo +/- pesata

percentuale e conta pezzi

Dotazione:
- Manuale di uso e manutenzione

MANUALE
ON-LINE

TRANSPALLET MANUALI

Cod. Tec. M9008250080 M90082000200
GR66 Euro (488,00) (751,00)
Portata Kg 2500 2000
Forche mm 800 x 520 2000 x 540
Lunghezza totale mm 1200 2400
Elevazione h mm 85 - 200
Angolo di sterzata 220°
Altezza totale mm 1230
Dimensione rulli mm 82 x 99 singolo
Peso Kg 62 120

ART. M9008
Caratteristiche:
- Solida struttura in acciaio verniciata.
- Leva di comando a 3 posizioni (salita – folle – discesa) posizionata sul timone per un comodo utilizzo.
- Ruote in ghisa e copertura in polimero termoplastico

Dotazione:
- Manuale di uso e manutenzione
- Fornito con timone smontato.

MANUALE
ON-LINE

M.84 Indivisible package   Suggested retail package - Unit price

Tech. Code

Load capacity Kg 2500
Forks mm 1.150 x 520
Total length mm 1550
Lift H mm 85 - 200
Steering angle 220°
Total height mm 1230
Rolls dimensions mm 82 x 70 double
Weight Kg 72

ITEM: M9010
Features:
- Sturdy painted steel structure
- Switch lever featuring good ergonomic grip for easy operation. 3-position control: down - neutral - up.
- Cast iron wheels, thermoplastic polymer coating.

Supplied with:
- Instruction manual of use and maintenance
-Handlebar is delivered as not assembled.

ON-LINE
MANUAL

SCALE PALLET TRUCKS

Tech. Code

Capacity Kg 2000
Precision Kg +/- 4
Fork Dimension mm 1150 x 550
Lift H mm 83 - 200
Rolls dimensions mm 74 x 70 double
Weight Kg 127

ITEM: M9114
Features:
- Stainless steel, oven-fire painted structure
- Switch level featuring good ergnomic grip for easy operation, 3 position control: down - neutral - up
- steering wheels and double loading polyurethane rollers.
- 4 shear-beam aluminum-based load cells
- 25 mm, backlit LCD display, 6 high-contrast digits which are clearly visible even in poor lighting conditions
- Waterproof membrane keyboard with 5 functional, easy to use and intuitive keys
- Configuration, calibration and diagnostics from keyboard
- Power supply through 4 AA-type battery set, also rechargeable
- Operating time is of 40 hours of continuous use
- Programmable auto switch-off function, battery level indication
- High resolution weighing x 10
- Function of zeroing, tare, net/gross, lb/kg conversion, accumulation, formulation +/- checkweighing, counting. High
resolution weighing. Net/gross or lb/kg conversion. Multiple weights total function. Percentage weighing. Pieces counting.

Supplied with:

- Instruction manual of use and maintenance

ON-LINE
MANUAL

HAND PALLET TRUCKS

Tech. Code

Load capacity Kg 2500 2000
Fork Dimension mm 800 x 520 2000 x 540
Total length mm 1200 2400
Lift H mm 85 - 200
Steering angle 220°
Total height mm 1230
Rolls dimensions mm 82 x 99 single
Weight Kg 62 120

ITEM: M9008
Features:
- Sturdy painted steel structure
- Switch lever featuring good ergonomic grip for easy operation. 3-position control: down - neutral - up.
- Cast iron wheels, thermoplastic polymer coating.

Supplied with:
- Instruction manual of use and maintenance
- Handlebar is delivered as not assembled.

ON-LINE
MANUAL



M

M.85 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

TRANSPALLET PESATORI CON STAMPANTE

Cod. Tec. M91152000
GR66 Euro (2651,00)
Portata Kg 2000
Precisione Kg +/- 2
Forche mm 1150 x 550
Elevazione h mm 85 - 200
Dimensioni rulli mm 74 x 70 doppio
Peso Kg 127

ART. M9115
Caratteristiche:
- Solida struttura in acciaio verniciata a forno
- Leva di comando a 3 posizioni (salita – folle – discesa) posizionata sul timone per un comodo utilizzo
- Ruote di guida e doppie ruote di carico in poliuretano
- 4 celle di carico tipo shear-beam con protezione IP67
- Indicatore di peso con involucro impermeabile in ACCIAIO INOX IP65 resistente in ambienti gravosi e corrosivi
- Display LCD da 25 mm retro illuminato chiaramente visibile anche in condizione di scarsa luminosità
- Tastiera impermeabile numerico-funzionale a 17 tasti
- Configurazione, calibrazione e diagnostica da tastiera
- Alimentazione tramite batteria estraibile ricaricabile
- Autonomia 80 ore circa di funzionamento continuato, oppure un mese per uso tipico non continuativo grazie alla funzione

di autospegnimento programmabile
- Funzione di azzeramento, tara, netto/lordo, conversione lb/kg, totalizzazione pesi, formulazione controllo +/- pesata

percentuale e conta pezzi
- Risoluzione max di conteggio 1.500.000 divisioni

Dotazione:
- Manuale di uso e manutenzione
- Caricabatterie 230V/50Hz incluso (tempo di ricarica 8 ore ca)
- Porta bidirezionale RS23332/C configurabile per collegamento a stampante, PC, modem radio o terminale portatile
- Stampante termica con ingresso IR per gestione telecomando
- Su richiesta è disponibile l’omologazione CE-M per la pesatura ad uso legale

MANUALE
ON-LINE

TRANSPALLET SOLLEVATORI A FORBICE MANUALI

Cod. Tec. M91251000
GR66 Euro (945,00)
Portata Kg 1000
Forche mm 1140 x 520
Elevazione H mm 800
Altezza min - libera mm 80 - 250
Lunghezza totale mm 1540
Dimensione rulli mm 78 x 60
Peso Kg 127

ART. M9125
Caratteristiche:
- Solida struttura in acciaio verniciata
- Leva di comando a 3 posizioni (salita - folle - discesa) posizionata sul timone per un comodo utilizzo
- Pompa a due velocità automatiche, in rapido 20 pompate per alzare a 800 mm (max 200 kg), in lento 55 pompate per
  alzare a 800 mm
- Studiato per aumentare la produttività grazie alla possibilità di movimentare il peso fino ad un'altezza di 250 mm
- Adatto per alimentare presse, taglierine, convogliatori, linee di assemblaggio, ecc

Dotazione:
- Manuale di uso e manutenzione

MANUALE
ON-LINE

TRANSPALLET SOLLEVATORI A FORBICE ELETTRICI

Cod. Tec. M91351000
GR66 Euro (2730,00)
Portata Kg 1000
Forche mm 1170 x 570
Elevazione h mm 800
Altezza min - libera mm 85 - 250
Lunghezza totale mm 1570
Motore 0,58KW - 12V
Batteria 12V - 52Ah
Dimensione rulli mm 78 x 60
Peso Kg 127

ART. M9135
Caratteristiche:
- Solida struttura in acciaio verniciata
- Leva di comando a 3 posizioni (salita – folle – discesa) posizionata sul timone per un comodo utilizzo
- Studiato per aumentare la produttività grazie alla possibilità di movimentare il peso fino ad un’altezza di 250 mm
- Adatto per alimentare presse, taglierine, convogliatori, linee di assemblaggio, ecc

Dotazione:
- Manuale di uso e manutenzione
- Batteria a 12V e carica batteria

MANUALE
ON-LINE

M.85Indivisible package  Suggested retail package - Unit price

SCALE PALLET TRUCKS WITH PRINTER

Tech. Code

Capacity Kg 2000
Precision Kg +/- 2
Fork Dimension mm 1150 x 550
Lift H mm 85 - 200
Rolls dimensions mm 74 x 70 double
Weight Kg 127

ITEM: M9115
Features:
- Solid structure in steel and oven-fire painted mechanics
- Switch lever feauturing good ergnomic grip, for easy operation, 3 position control down - neutral - up
- Steering wheels and double loading polyurethane rollers.
- 4 shear-beam, IP67-protection load cells
- Weight indicator in IP65 stainless steel water proof case, resistant to harsh and corrosive environments.
- 25 mm, backlit LCD display, clearly visible even in poor lighting conditions.
- Waterproof membrane keyboard with 17 functional, easy to use and intuitive keys
- Configuration, calibration and diagnostics from keyboard
- Power supply through extractable rechargeable battery
- Operating time is of about 80 hours of continuous use or one month with the typical non continuous use thanks

to its programmable auto switch-off function
- Function of zeroing, tare, net/gross, lb/kg conversion, accumulation, percentage weighing, counting
- Max resolution of 1.500.000 divisions

Supplied with:
- Instruction manual of use and maintenance
- Equipped with 20V/50Hz battery charger (recharging time is about 8 hours).
- Configurable RS23332/C port for connection to a printer. PC, modem radio or portable terminal.
- Fitted with thermal printer with IR input for remote control management
- On request CE-M approval for weighing for leagal use

ON-LINE
MANUAL

MANUAL LIFT PALLET TRUCKS

Tech. Code

Capacity Kg 1000
Fork Dimension mm 1140 x 520
Lift H mm 800
Min clearance from ground mm 80 - 250
Total length mm 1540
Rolls dimensions mm 78 x 60
Weight Kg 127

ITEM: M9125
Features:
- Solid steel painted structure
- Switch lever 3 position control up- neutral - down for easy operations
- Equipped with a pump with 2 automatic speeds
- Fast mode: lifts up to 200 Kg loads 800 mm from ground level in 20 cycles.

Slow mode: lifts 800 mm from ground level in 55 cycles
- Designed to increase the productivity thanks to the possibility of moving the weight up to a height of 250 mm
- Suitable for upload presses, cutters, conveyor assembly lines etc.

Supplied with:
- Instruction manual of use and maintenance

ON-LINE
MANUAL

ELECTRIC LIFT PALLET TRUCKS

Tech. Code

Capacity Kg 1000
Fork Dimension mm 1170 x 570
Lift H mm 800
Min clearance from ground mm 85 - 250
Total length mm 1570
Motor 0,58KW - 12V
Battery 12V - 52Ah
Rolls dimensions mm 78 x 60
Weight Kg 127

ITEM: M9135
Features:
- Solid steel painted structure
- Switch lever 3 position control up- neutral - down for easy operations
- Designed to increase the productivity thanks to the possibility of moving the weight up to a height of 250 mm
- Suitable for upload presses, cutters, conveyor assembly lines etc.

Supplied with:
- Instruction manual of use and maintenance
- 12 V battery and standard battery charger

ON-LINE
MANUAL
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M.86 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

GRU IDRAULICHE A CARRELLO SERIE LEGGERA

Cod. Tec. M9352500 M93521000 M93521500 M93522000
GR66 Euro (814,00) (1124,00) (1901,00) (2111,00)
Portata MAX Kg 500 1000 1500 2000
Portata variabile Kg 500 - 400 / 350 - 250 1000 - 800 / 600 - 300 1500 - 1200 / 800 - 500 2000 - 1500 / 1200 - 700
A mm 1040 - 1350 1210 - 1510 1370 - 1820 1470 - 1920
B mm 2160 - 2360 2100 - 2250 2750 - 3100 2800 - 3145
C mm 885 1060 1050 1200
D mm 665 750 1000 1150
E mm 1260 1520 1800 2000
Peso Kg 77 95 171 211

ART. M9352
Caratteristiche:
- Pompa a doppio effetto
- Tiranti laterali
- Valvola limitatrice di carico
- Braccio con gancio allungabile in quattro posizioni
- Ruote anteriori fisse e posteriori pivotanti

Dotazione:
- Manuale di uso e manutenzione

MANUALE
ON-LINE

GRU IDRAULICHE A CARRELLO PIEGHEVOLI

Cod. Tec. M9362500 M93621000
GR66 Euro (872,00) (1208,00)
Portata MAX Kg 500 1000
Portata variabile Kg 500 - 400 - 300 -250 1000 - 800 - 600 - 300
A mm 1010 - 1320 1000 - 1300
B mm 2040 - 2190 2240 - 2420
C mm 860 1000
Peso Kg 83 99

ART. M9362
Caratteristiche:
- Telaio in acciaio ad elementi pieghevoli
- Pompa a doppio effetto
- Valvola limitatrice di carico
- Braccio con gancio allungabile in quattro posizioni
- Ruote anteriori fisse e posteriori pivotanti

Dotazione:
- Manuale di uso e manutenzione

MANUALE
ON-LINE

M.86 Indivisible package   Suggested retail package - Unit price

HYDRAULIC CRANES-LIGHT SERIES

Tech. Code

Max capacity Kg 500 1000 1500 2000
Variable capacity Kg 500 - 400 / 350 - 250 1000 - 800 / 600 - 300 1500 - 1200 / 800 - 500 2000 - 1500 / 1200 - 700
A mm 1040 - 1350 1210 - 1510 1370 - 1820 1470 - 1920
B mm 2160 - 2360 2100 - 2250 2750 - 3100 2800 - 3145
C mm 885 1060 1050 1200
D mm 665 750 1000 1150
E mm 1260 1520 1800 2000
Weight Kg 77 95 171 211

ITEM: M9352
Features:
- Two speed hydraulic pump
- Lateral tie rods
- Overload valve
- Extentable arm in 4 working positions
- Fixed front wheels, pivoting rear wheels

Supplied with:
- Instruction manual for use and maintenance

ON-LINE
MANUAL

FOLDABLE HYDRAULIC CRANES

Tech. Code

Max capacity Kg 500 1000
Variable capacity Kg 500 - 400 - 300 -250 1000 - 800 - 600 - 300
A mm 1010 - 1320 1000 - 1300
B mm 2040 - 2190 2240 - 2420
C mm 860 1000
Weight Kg 83 99

ITEM: M9362
Features:
- Steel frame-Fold-away elements
- Two speed hydraulic pump
- Overload valve
- Extenable arm in 4 working positons
- four wheels-two fixed, two pivoting rear wheels

Supplied with:
- Instruction manual of use and maintenance

ON-LINE
MANUAL
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M.87 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

GRU IDRAULICHE A CARRELLO PIEGHEVOLI RIBASSATE

Cod. Tec. M9363500
GR66 Euro (1029,00)
Portata MAX Kg 500
Portata variabile Kg 500 - 400 - 350 - 250
Modello ribassato mm 80
A mm 1010 - 1320
B mm 1990 - 2140
C mm 860
Peso Kg 87

ART. M9363
Caratteristiche:
- Telaio in acciaio ad elementi pieghevoli
- Pompa a doppio effetto
- Tiranti laterali
- Valvola limitatrice di carico
- Braccio con gancio allungabile in quattro posizioni
- Ruote anteriori fisse e posteriori pivotanti

Dotazione:
- Manuale di uso e manutenzione

MANUALE
ON-LINE

Il prodotto è disponibile nel CAP K

BOMBER POWER

Cod. Tec. Taglia Taglia EU

K0910M M 48/50

K0910L L 52

K0910XL XL 54/56

Prodotti correlati

M.87Indivisible package  Suggested retail package - Unit price

FOLDABLE HYDRAULIC CRANES WITH LOW PROFILE LEGS

Tech. Code

Max capacity Kg 500
Variable capacity Kg 500 - 400 - 350 - 250
Lowered model mm 80
A mm 1010 - 1320
B mm 1990 - 2140
C mm 860
Weight Kg 87

ITEM: M9363
Features:
- Steel frame-Fold-away elements
-Two speed hydraulic pump
- Lateral tie rods
- Overload valve
- Extenable are with 4 working positions
- four wheels-two fixed, two pivoting rear wheels

Supplied with:
- Instruction manual of use and maintenance

ON-LINE
MANUAL

The products are available in chapter K

POWER JACKETS

Tech. Code Size Size EU

M 48/50

L 52

XL 54/56

Related products
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M.88 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

CAVALLETTI OMOLOGATI
ART. M8100
Cavalletti in acciaio per la sospensione statica dei prodotti in lavorazione.
Strumento sicuro e affidabile indicato per i reparti produttivi delle industrie.

Dotazione:
- Corredati di omologazione e dichiarazione di portata

Cod. Tec. GR66
Euro

Portata
kg

Lunghezza A
mm

Larghezza C
mm

Altezza B
mm

Peso
kg

M8100200 (364,00) 200 1100

600

830 21,5
M8100500 (411,00) 500 1200 850 28
M81001000 (536,00) 1000

1500 900
59

M81002000 (676,00) 2000 65

DISPOSITIVI FERMABARRA PER CAVALLETTI

Venduti singolarmente.

ART. M8104
Dispositivo ferma barra per pezzi tondi per cavalletti.

Cod. Tec. GR66
Euro

Per cavalletti con portata
kg

M81041000 (65,00) 1000
M81042000 (65,00) 2000

SOLLEVATORI IDRAULICI A BOTTIGLIA

Cod. Tec. M93653 M93655 M936510 M936520 M936530
GR66 Euro 72,00 83,00 111,00 205,00 295,00
Portata kg 3000 5000 10000 20000 30000
A mm 325 485 515 575 585
B mm 200 220 240 285 295
C mm 125 140 150 165
D mm - 125
E mm 120 x 120 140 x 140 170 x 170 225 x 183
F mm 40 50 60 65

ART. M9365
Caratteristiche:
- Struttura in acciaio ad alta resistenza
- Base d'appoggio ad alta stabilità
- Valvola di protezione contro i sovraccarichi

Dotazione:
- Manuale di uso e manutenzione

M.88 Indivisible package   Suggested retail package - Unit price

APPROVED TRESTLES
ITEM: M8100
To further comply with the strict and specific workplace safety rules, we introduce our trestle
equipment range in steel designed for static suspended product handling.
A safe and highly reliable tool for the industry production sectors.

Supplied with:
- Related approval and loading capacity certification.

Tech. Code Load capacity
kg

Length A
mm

Width C
mm

Height B
mm

Weight
kg

200 1100

600

830 21,5
500 1200 850 28

1000
1500 900

59
2000 65

STOPBAR DEVICE FOR TRESTLES

Individually sold.

ITEM: M8104
Stopbar device for round pieces, for trestles.

Tech. Code For trestles with load capacities of
kg

1000
2000

HYDRAULIC BOTTLE JACKS

Tech. Code

Load capacity kg 3000 5000 10000 20000 30000
A mm 325 485 515 575 585
B mm 200 220 240 285 295
C mm 125 140 150 165
D mm - 125
E mm 120 x 120 140 x 140 170 x 170 225 x 183
F mm 40 50 60 65

ITEM: M9365
Features:
- Steel structure - strong resistance
- High stability support base
- Overload protection valve

Supplied with:
Instruction manual for use and maintenance
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M.89 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

BINDE A CREMAGLIERA PER LA MOVIMENTAZIONE INDUSTRIALE

Cod. Tec. M93751 M93753 M93755 M937510 M937516 M937520
GR66 Euro (246,00) (345,00) (495,00) (720,00) (1370,00) (1840,00)
Portata sulla testa t 1,5 3 5 10 16 20

Portata sul piede t 1,5 3 5 10 11,2 14

Sforzo max daN 30 35 40 58 73 80
Altezza min mm 70 80 100 160 150
Alzata mm 300 355 345 390 320 300
A mm 81 83 108 124 135
B mm 100 130 140 200 240
C min mm 600 735 800 900 960
D min mm 70 80 100 160 150
E mm 55 60 71 86 75 80
F mm 46 45 68 76 85
G mm 110 138 170 230 270
H mm 225 249 300 400
K mm 147 168 190 250 270 300
R mm 119 129 146 168 220 240
T mm 113 130 239 280
Peso Kg 18 20 28 46 65 90

ART. M9375
Binde a cremagliera
 
Caratteristiche:
- Carter in lamiera d'acciaio, pignoni ed ingranaggi fucinati e stampati
- La dentatura della cremagliera è fresata

Vantaggi:
- La manovella, con dispositivo di bloccaggio a frizione e doppio saltarello a molla, consente di trattenere il carico

a qualsiasi distanza dal suolo

Dotazione:
- Manuale di uso e manutenzione

BINDE IDRAULICHE PER LA MOVIMENTAZIONE INDUSTRIALE

Cod. Tec. M93765 M937610 M937625
GR66 Euro (900,00) (1125,00) (3570,00)
Portata t 5 10 25
Sforzo max daN 38 40
Altezza min mm 20 28 58
Alzata mm 205 230 215
a mm 368 420 505
b mm 740 745 1305
c x d mm 140 x 213 170 x 205 210 x 420
e mm 93 x 93 103 x 103 155 x 155
f mm 25 30 58
g mm 205 230 215
Peso Kg 20 28 109

ART. M9376
Binde idrauliche

Caratteristiche:
- Carter in lamiera d'acciaio
- Maniglia estensibile per facilitare il trasporto
   
Vantaggi:
- Carico uniformemente ripartito sia sulla testa che sul piede
- Possibilità di ruotare di 360° sull'asse

Dotazione:
- Manuale di uso e manutenzione

M.89Indivisible package  Suggested retail package - Unit price

MECHANICAL RACK AND PINION JACK FOR INDUSTRIAL HANDLING

Tech. Code

Head flow rate t 1,5 3 5 10 16 20

Foot flow rate t 1,5 3 5 10 11,2 14

Max.force daN 30 35 40 58 73 80
Min height mm 70 80 100 160 150
Raised positon mm 300 355 345 390 320 300
A mm 81 83 108 124 135
B mm 100 130 140 200 240
C min mm 600 735 800 900 960
D min mm 70 80 100 160 150
E mm 55 60 71 86 75 80
F mm 46 45 68 76 85
G mm 110 138 170 230 270
H mm 225 249 300 400
K mm 147 168 190 250 270 300
R mm 119 129 146 168 220 240
T mm 113 130 239 280
Weight Kg 18 20 28 46 65 90

ITEM: M9375
Mechanical rack and pinion jack

Features:
- Casing made of sheet steel, pinions and forged and molded gears
- The toothing of the rack is milled

Advantages:
- The crank, with friction locking device and double spring catcher, allows to hold the load at any distance from the ground
Supplied with:

- Use and maintenance manual
    

HYDRAULIC JACK FOR INDUSTRIAL HANDLING

Tech. Code

Load capacity t 5 10 25
Max.force daN 38 40
Min height mm 20 28 58
Raised positon mm 205 230 215
a mm 368 420 505
b mm 740 745 1305
c x d mm 140 x 213 170 x 205 210 x 420
e mm 93 x 93 103 x 103 155 x 155
F mm 25 30 58
g mm 205 230 215
Weight Kg 20 28 109

ITEM: M9376
Hydraulic Jack

Features:
- Sheet steel casing
- Extendable handle to facilitate transport

Advantages:
- Load evenly distributed both on the head and on the foot
- Possibility to rotate 360° on the axis

Supplied with:
- Use and maintenance manual
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M.90 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ART. M9377
Pattini con ruote in poliuretano

Caratteristiche:
- Progettati per movimentare carichi pesanti e rigidi manualmente
- Guida sterzante con piastra girevole su cuscinetti a sfere

Vantaggi:
- Maggior resistenza agli urti e alle microasperità del terreno
- Componenti modulari e componibili in base alle esigenze

Dotazione:
- Manuale di uso e manutenzione

PATTINI CON RUOTE IN POLIURETANO

Cod. Tec. GR66
Euro Modello

Portata
t

Altezza
mm

Dimensioni esterne
mm

Dimensioni appoggio
mm

Peso
kg

M9377G4 (295,00) Guida sterzante 4 ruote 4

110

230 x 297 145 x 180 14
M9377G8 (865,00) Guida sterzante 8 ruote 8 530 x 640 400 x 220 50
M9377P2 (136,00) Pattino 2 ruote 2 106 x 308 270 x 106 5
M9377P4 (275,00) Pattino 4 ruote 4 232 x 308 270 x 232 11
M9377P6 (395,00) Pattino 6 ruote 6 348 x 308 270 x 348 25

ART. M9378
Pattini con ruote in nylon

Caratteristiche:
- Progettati per movimentare carichi pesanti e rigidi manualmente
- Guida sterzante con piastra girevole su cuscinetti a sfere

Vantaggi:
- Maggior scorrevolezza, adatti a pavimenti lisci e puliti
- Componenti modulari e componibili in base alle esigenze

Dotazione:
- Manuale di uso e manutenzione

PATTINI CON RUOTE IN NYLON

Cod. Tec. GR66
Euro Modello

Portata
t

Altezza
mm

Dimensioni esterne
mm

Dimensioni appoggio
mm

Peso
kg

M9378G4 (265,00) Guida sterzante 4 ruote 4

110

230 x 297 145 x 180 14
M9378G8 (755,00) Guida sterzante 8 ruote 6 530 x 640 400 x 220 50
M9378P2 (118,00) Pattino 2 ruote 2 106 x 308 270 x 106 5
M9378P4 (240,00) Pattino 4 ruote 4 232 x 308 270 x 232 11
M9378P6 (320,00) Pattino 6 ruote 6 348 x 308 270 x 348 25

Portata
T

Guida sterzante
T

Pattino
n° x T

8 4 2 x 2

12 4 2 X 4

14 6 2 x 4

18 6 2 x 6

20 8 2 x 6

ESEMPI DI COMBINAZIONE

M.90 Indivisible package   Suggested retail package - Unit price

ITEM: M9377
Brake pads with polyurethane wheels

Features:
- Designed to handle heavy and rigid loads manuall
- Steering guide with swivel plate on ball bearings

Advantages:
- Increased resistance to impact and micro-roughness of the ground
- Modular elements based on needs

Supplied with:
Use and maintenance manual

     

BRAKE PADS WITH POLYURETHANE WHEELS

Tech. Code Model
Load capacity

t
Height

mm
External dimension

mm
Support dimension

mm
Weight

kg

4-wheel steering guide 4

110

230 x 297 145 x 180 14
8-wheel steering guide 8 530 x 640 400 x 220 50

2-wheel brake pad 2 106 x 308 270 x 106 5
4-wheel brake pad 4 232 x 308 270 x 232 11
6- wheel brake pad 6 348 x 308 270 x 348 25

ITEM: M9378
Brake pads with nylon wheels

Features:
- Designed to handle heavy and rigid loads manually- Steering guide with swivel plate
on ball bearings

Advantages:
- Greater smoothness, suitable for smooth and clean floors
- Modular elements based on needs

Supplied with:
- Use and maintenance manual

BRAKE PADS WITH NYLON WHEELS

Tech. Code Model
Load capacity

t
Height

mm
External dimension

mm
Support dimension

mm
Weight

kg

4-wheel steering guide 4

110

230 x 297 145 x 180 14
8-wheel steering guide 6 530 x 640 400 x 220 50

2-wheel brake pad 2 106 x 308 270 x 106 5
4-wheel brake pad 4 232 x 308 270 x 232 11
6- wheel brake pad 6 348 x 308 270 x 348 25

Load capacity
T

Steering guide
T

Roller wheels
n° x T

8 4 2 x 2

12 4 2 x 4

14 6 2 x 4

18 6 2 x 6

20 8 2 x 6

COMBINATION EXAMPLES
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MACCHINE, ATTREZZI E COMPONENTISTICA N
2 - 5

N0
Trapani a colonna

6 - 8
N1

Torni
Protezioni per macchine

Piedi antivibranti

9 - 13
N2

Segatrici a disco
Segatrici a nastro

14 - 18
N3
Smerigliatrici

Pulitrici
Levigatrici a nastro

19 - 48
N4

Elettroutensili
Utensili a batteria

49 - 65
N5

Accessori
per elettroutensili

Aspiratori

66 - 78
N6

Aspiratori industriali

79 - 86
N7

Presse idrauliche
Morse, torce, lampade

Avvolgicavi, avvolgitubi

87 - 123
N8

Supporti antivibranti
Magneti, bloccaggi rapidi, pressori,

bussole, filetti riportati, volantini

124 - 133
N9

Accessori
per imballaggio

N.1

WORKSHOP EQUIPMENT

Drilling machines

Lathes safety shields,
anti vibration mounts

Band saw machines
circular mitre saw

Mitre saw bench grinders
polishing machines

belt sanders

Power tools

Drill accessories,
vacuum cleaners

Fumes aspirators,
industrial aspirators

Hydraulic presses, vices, torches, lamps,
cable reels, air hoses

Anti vibration mounts, magnets,
quickclamps,

spring plungers, brushes,
thread inserts

Packaging equipment
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N.2 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

VARIANTI

Variatore elettronico
Speedtronic con lettura
digitale dei giri mandrino

ART. PECK18
Trapani a colonna precisi, silenziosi ed
affidabili, costruiti in conformità alle norme
antinfortunistiche.

Caratteristiche:
- Colonna in acciaio
- Base in ghisa
- Piano girevole rettificato e morsa
- Discesa manuale con fermo di profondità
- Motori trifase a 400 Volt
- Protezione antinfortunistica

Varianti:
- Motore a 2 velocità
(10 velocità di rotazione mandrino tramite
pulegge a gradini)

- Motore con variatore elettronico
Speedtronic e display digitale

TRAPANI A COLONNA PECK 18

A

BC

D

E

MANUALE
ON-LINE

Cod. Tec. GR78
Euro

Foratura
mm

Attacco
Corsa
mm

Tavola
mm

Ø colonna
mm

Distanza
cono/tavola

mm

Kw
HP

A
mm

B
mm

C
mm

D
mm

E
mm

Peso
Kg

Varianti

N038018 (3135,00)
1 - 18/20 CM2 90 240 x 240 80 50 - 630

0,56
0,75

1625 490 660 200 1160 140
Motore 2 velocità

N038018VE (4550,00) Variatore elettronico

Safety
High quality
Renewablelubricants

N.2 Indivisible package   Suggested retail package - Unit price

VARIANTS

Electronic variator
speedtronic with digital
reading of RPM of the
spindle

ITEM: PECK18
- Drills to specific column, silent and reliable
made in compliance with safety standards.

Features:
- Steel column
- Cast Iron
- Adjustable swivel base and vice
- Manual descent with depth block
- Three-phase motor - 400V
- Safety protection

Variants:
- 2 Speed motor
(10 Speed spindle through stepped pulleys)

- Motor with electronic variable speedtronic
and digital display

DRILLING MACHINE PECK 18
ON-LINE
MANUAL

Tech. Code Drilling
mm

Spindle
attachment

Excursion
mm

Table
mm

Ø column
mm

Distance
spindle to table

mm

Kw
HP

A
mm

B
mm

C
mm

D
mm

E
mm

Weight
Kg

VARIANTS

1 - 18/20 CM2 90 240 x 240 80 50 - 630
0,56
0,75

1625 490 660 200 1160 140
2 speed motor

Electronic drive
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N.3 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

VARIANTI

Variatore elettronico
Speedtronic con lettura
digitale dei giri mandrino

ART. PECK25
Trapani a colonna precisi, silenziosi ed
affidabili, costruiti in conformità alle norme
antinfortunistiche.

Caratteristiche:
- Colonna in acciaio
- Base in ghisa
- Piano girevole rettificato e morsa
- Discesa manuale con fermo di profondità
- Motori trifase a 400 Volt
- Protezione antinfortunistica

Varianti:
- Motore a 2 velocità
(10 velocità di rotazione mandrino tramite
pulegge a gradini)

- Motore con variatore elettronico
Speedtronic e display digitale

TRAPANI A COLONNA PECK 25

A

BC

D

E

MANUALE
ON-LINE

Cod. Tec. GR78
Euro

Foratura
mm

Attacco
Corsa
mm

Tavola
mm

Ø colonna
mm

Distanza
cono/tavola

mm

Kw
HP

A
mm

B
mm

C
mm

D
mm

E
mm

Peso
Kg

Varianti

N043825 (3651,00)
1 - 25/28 CM3 110 300 x 300 100 50 - 620

0,75
1

1710 580 830 250 1185 230
Motore 2 velocità

N043825VE (5168,00) Variatore elettronico

Prodotto disponibile nel CAP K

GUANTI IN PELLE FIORE BOVINA

Cod. Tec. Taglia Taglia EU

K21007 M 7

K21008 L 8

K21009 XL 9

K210010 XXL 10

Prodotti correlati

N.3Indivisible package  Suggested retail package - Unit price

VARIANTS

Electronic variator
speedtronic with digital
reading of RPM of the
spindle

ITEM: PECK25
Drills to specific column, silent and reliable,
made in compliance with safety standards.

Features:
- Steel column
- Cast Iron
- Adjustable swivel base and vice
- Manual descent with depth block
- Three-phase motor 400V
- Safety protection

Variants:
- 2 Speed motor
(10 Speed spindle through stepped pulleys)

- Motor with electronic variable speedtronic
and digital display

DRILLING MACHINE PECK 25
ON-LINE
MANUAL

Tech. Code Drilling
mm

Spindle
attachment

Excursion
mm

Table
mm

Ø column
mm

Distance
spindle to table

mm

Kw
HP

A
mm

B
mm

C
mm

D
mm

E
mm

Weight
Kg

VARIANTS

1 - 25/28 CM3 110 300 x 300 100 50 - 620
0,75

1
1710 580 830 250 1185 230

2 speed motor

Electronic drive

Product available in index K

COWHIDE GRAIN LEATHER GLOVES

Tech. Code Size EU size

M 7

L 8

XL 9

XXL 10

Related products



N

N.4 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Trapano sensitivo da banco della massima precisione, montato su cuscinetti a sfere ad alta velocità delle migliori marche.
La bussola porta puleggia e l’albero porta mandrino sono in acciaio rettificato, così pure la colonna in ghisa meccanica,
ad alta resistenza. Caratteristiche che assicurano alla macchina una lunga durata.
Trapano a 6 velocità (1500 - 3000 - 4000 - 5500 - 7000 - 10.000).
Attacco mandrino B10, motore trifase 2 poli - giri 2800 da 0.25 HP.
Viene fornito completo di riflettore, mandrino a cremagliera, misuratore micrometrico di profondità del foro.

ART. N0360

Cod. Tec. GR78
Euro

Capacità foratura
mm

Distanza
mandrino / tavola

mm

Corsa
mm

Ø Colonna
mm

Distanza
colonna / centro mandr.

mm
N0360-B10 (1815,00) 6 max  200 max 45 - 50 60 115

TRAPANI DA BANCO SENSITIVI A 6 VELOCITÀ

VARIANTI

Variatore elettronico
Speedtronic con lettura
digitale dei giri mandrino

Impianto di maschiatura
con teleinversione

Impianto di refrigerazione
dell'utensile

ART. PECK30
Trapani a colonna precisi, silenziosi ed
affidabili, costruiti in conformità alle norme
antinfortunistiche.

Caratteristiche:
- Colonna in acciaio
- Base in ghisa
- Piano girevole rettificato e morsa
- Discesa manuale con fermo di profondità
- Motori trifase a 400 Volt
- Protezione antinfortunistica

Varianti:
- Motore a 2 velocità
(14 velocità di rotazione mandrino tramite
pulegge a gradini)

- Motore con variatore elettronico
Speedtronic e display digitale

- Impianto di maschiatura e impianto di
refrigerazione

TRAPANI A COLONNA PECK 30

A

BC

D

E

MANUALE
ON-LINE

Cod. Tec. GR78
Euro

Foratura
mm

Attacco
Corsa
mm

Tavola
mm

Ø colonna
mm

Distanza
cono/tavola

mm

Kw
HP

A
mm

B
mm

C
mm

D
mm

E
mm

Peso
Kg

Varianti

N044230 (4696,00)

1 - 30/32 CM3 110 350 x 350 110 50 - 630
1,1
1,5

1800 580 880 280 1210 290

Motore 2 velocità

N044230VE (6325,00) Variatore elettronico

N044230MR (6404,00) Maschiatura refrigerazione

N.4 Indivisible package   Suggested retail package - Unit price

Sensitive drilling machine with the highest accuracy, mounted on high-speed ball bearings of the best brands. The
ground steel bush pulley holder and spindle shaft holder as also the mechanic cast iron column are highly resistant.
These features ensure long machine life. 6-speed drill (1500 - 3000 - 4000 - 5500 - 7000 - 10000). B10 spindle coupling,
three-phase 2-pole motor - 2800 rpm, 0.25 HP. It is supplied with reflector, rack chuck, hole depth micrometer measuring.

ITEM: N0360

Tech. Code Drilling capacity (force)
mm

Distance chuck/table
mm

Excursion
mm

Ø column
mm

Distance col. /chuck centre
mm

6 max. 200 max. 45 - 50 60 115

DRILLING MACHINE WITH 6 SPEEDS

VARIANTS

Electronic variator
speedtronic with digital
reading of RPM of the
spindle

Tapping system with
teleinversion

Cooling system of tools

ITEM: PECK30
Drills to specific column, silent and reliable,
made in compliance with safety standards.

Features;
- Steel column
- Cast Iron
- Adjustable swivel base and vice
- Manual descent with depth block
- Three-phase motor- 400V
- Safety protection

Variants:
- 2 Speed motor
(14 Speed spindle through stepped pulleys)

- Motor with electronic variable speedtronic
and digital display

- Tapping system and cooling system

DRILLING MACHINE PECK 30
ON-LINE
MANUAL

Tech. Code Drilling
mm

Spindle
attachment

Excursion
mm

Table
mm

Ø column
mm

Distance
spindle to table

mm

Kw
HP

A
mm

B
mm

C
mm

D
mm

E
mm

Weight
Kg

VARIANTS

1 - 30/32 CM3 110 350 x 350 110 50 - 630
1,1
1,5

1800 580 880 280 1210 290

2 speed motor

Electronic variable

Tapping cooling
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N.5 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Trapano KBE 35 con base magnetica per punte a corona a 1 velocità, piccolo e con una corsa molto ampia,
con funzionalità base per forature con punte a corona ed elicoidali in cantiere. Motore ad alte prestazioni FEIN.
Durata e velocità di lavorazione senza compromessi con un eccellente rapporto qualità-prezzo. Serbatoio
refrigerante integrato. Elevata forza di tenuta magnetica. Ottimo rapporto peso/potenza. Supporto a esagono
interno integrato.

Dotazione:
1 serbatoio del

lubrorefrigerante
1 cinghia di fissaggio
1 perno di centraggio

da 100 mm
1 griglia di protezione
2 chiavi a testa esagonale

da 5 e 6 mm

ART. KBE 35

Cod. Tec. N0510850
GR78 Euro (861,00)
Potenza nominale assorbita W 850
Potenza resa W 450
Velocità sotto carico Rpm 460
Rpm 620
Punta ad elica Ø max. mm 13
Profondità di foratura max. con corona mm 35
Fresa a corona HSS Ø max. mm 35
Attacco fresa a corona - Weldon 3/4" (19)
Corsa mm 135
Corsa complessiva mm 260
Forza di tenuta magnetica N 12000
Dimensioni base magnetica mm 195 x 90
Peso kg 11,8

TRAPANI CON BASE MAGNETICA

Trapano universale KBM 50 U con cambio a 2 velocità e massima funzionalità per interventi flessibili in officina
e in cantiere. Compatta con elevata funzionalità per l'impiego universale in cantiere e in officina. Ideale per
l'impiego di utensili di foratura di grandi dimensioni grazie alla guida doppia del motore. Rotazione destra/
sinistra. Regolazione elettronica del numero di giri. Motore ad alte prestazioni FEIN con numero di giri stabile.
Elevata forza di tenuta magnetica. Serbatoio refrigerante integrato.

Dotazione:
1 valigetta
1 serbatoio

del lubrorefrigerante
1 cinghia di fissaggio
1 gancio per trucioli
1 perni di centraggio
1 griglia di protezione
1 cuneo di estrazione

ART. KBM 50 U

Cod. Tec. N05201200
GR78 Euro (1844,00)
Potenza nominale assorbita W 1200
Potenza resa W 610
Velocità sotto carico 1a marcia Rpm 130 - 260
Velocità sotto carico 2a marcia Rpm 260 - 520
Maschiatura M 16
Svasatura Ø max. mm 50
Alesatura Ø max. mm 23
Punta a corona Ø max. mm 50
Punta ad elica Ø max. mm 23
Profondità di foratura max. con corona mm 50
Fresa a corona HSS Ø max. mm 40
Attacco fresa a corona QUICK IN
Corsa mm 145
Corsa complessiva mm 315
Forza di tenuta magnetica N 12500
Dimensioni base magnetica mm 195 x 90

Trapano universale KBU 35 Q con punta a corona e base magnetica a 1 velocità, dalle dimensioni ridotte e
con una corsa molto ampia, con rotazione a sinistra e a destra e la massima funzionalità per lavorare in modo
flessibile in cantiere. Elevata capacità di carico grazie alla struttura solida della macchina con guaina copricavo
del motore orientabile. Sistema di cambio rapido della punta a corona senza chiavi di servizio. Regolazione
elettronica del numero dei giri. Elevata forza di tenuta magnetica. Manopola di avanzamento montabile sui due
lati. Sensore antiribaltamento.

Dotazione:
1 valigetta
1 serbatoio

del lubrorefrigerante
1 cinghia di fissaggio
1 gancio per trucioli
1 perni di centraggio
1 griglia di protezione
1 cuneo di estrazione

ART. KBU 35 Q

Cod. Tec. N05301100
GR78 Euro (1146,00)
Potenza nominale assorbita W 1100
Potenza resa W 550
Maschiatura M 14
Svasatura Ø max. mm 31
Alesatura Ø max mm 16
Punta a corona Ø max. mm 35
Fresa a corona HSS Ø max. mm 35
Attacco fresa a corona QUICK IN
Corsa mm 135
Corsa complessiva mm 260
Forza di tenuta magnetica N 10000
Dimensioni base magnetica mm 175 x 80
Peso kg 10,6

N.5Indivisible package  Suggested retail package - Unit price

KBE 35 drill with magnetic base for 1-speed crown drills, small with a very wide stroke with basic functionality
for drilling with crown and helical drill bits on site. FEIN high-performance engine. Durability and speed of
processing without compromise with an excellent quality-price ratio. Integrated refrigerant tank. High magnetic
holding force. Excellent weight/power ratio. Integrated internal hexagon support.

Supplied with:
1 Tank of cooling lubricant
1 Fixing strap
1 Centering pin

of 100 mm
1 Protection grid
2 Hexagonal head keys

of 5 and 6 mm

ITEM: KBE 35

Tech. Code

Rated power consumption W 850
Rendered power W 450
Speed under load Rpm 460
Rpm 620
Propeller tip ø max. mm 13
Depth of drilling max. with crown mm 35
HSS crown cutter ø max. mm 35
Weldon - Hole cutters coupling 3/4" (19)
Excursion mm 135
Overall excurtion mm 260
Magnetic holding force N 12000
Dimension of magnetic base mm 195 x 90
Weight kg 11,8

DRILLS WITH MAGNETIC BASE

KBM 50 U universal drill with 2 -speed gearbox and maximum functionality for flexible work in the workshop
and on site. Compact with high functionality for universal use on site and in the workshop. Ideal for using
large drilling tools thanks to the dual motor drive. Right / left rotation. Electronic speed regulation. FEIN high-
performance motor with stable speed. High magnetic holding force. Integrated refrigerant tank.

Supplied with:
1 Case
1 Tank of cooling lubricant
1 fixing strap
1 Chip hook
1 Centering pin
1 Protection grid
1 Extraction wedge

ITEM: KBM 50 U

Tech. Code

Rated power consumption W 1200
Rendered power W 610
Speed under load 1st gear Rpm 130 - 260
Speed under load 2nd gear Rpm 260 - 520
Tapping M 16
Countersink ø max. mm 50
Boring ø max. mm 23
Crown tip ø max. mm 50
Propeller tip ø max. mm 23
Depth of drilling max. with crown mm 50
HSS crown cutter ø max. mm 40
Hole cutters coupling QUICK IN
Excursion mm 145
Overall excurtion mm 315
Magnetic holding force N 12500
Dimension of magnetic base mm 195 x 90

KBU 35 Q universal drill with crown tip and 1-speed magnetic base, with reduced dimensions and a very wide
stroke, with left and right rotation and maximum functionality to work flexibly on site. High load capacity thanks
to the solid structure of the machine with the sheathing of the swiveling motor. Quick change of the crown tip
without service keys. Electronic regulation of the number of revolutins. High magnetic holding force. Feeding
knob mountable on both sides. Anti-tipping sensor.

Supplied with :
1 Case
1 Tank

of cooling lubricant
1 Fixing strap
1 Chip hook
1 Centering pin
1 Protection grid
1 Extraction wedge

ITEM: KBU 35 Q

Tech. Code

Rated power consumption W 1100
Rendered power W 550
Tapping M 14
Countersink ø max. mm 31
Boring ø max. mm 16
Crown tip ø max. mm 35
HSS crown cutter ø max. mm 35
Hole cutters coupling QUICK IN
Excursion mm 135
Overall excurtion mm 260
Magnetic holding force N 10000
Dimension of magnetic base mm 175 x 80
Weight kg 10,6
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N.6 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ATTACCHI PER SCHERMI ANTINFORTUNISTICI

Cod. Tec. N1010200500 N10105501000
GR76 Euro 36,60 82,10

Per schermi ø mm 200-500 550-1000

ART. N1010
Attacco laterale cromato, con foro portalampade.

Cod. Tec. N1015200500 N10155501000
GR76 Euro 133,50 153,30

Per schermi ø mm 200-500 550-1000

ART. N1015
Con microinterruttore. Attacco universale cromato.

SCHERMI ANTINFORTUNISTICI PER TORNI

Cod. Tec. N1020300 N1020350 N1020400 N1020450
GR76 Euro 41,10 47,00 52,00 57,50
ø mm 300 350 400 450
Fascia mm 150 180 190

ART. N1020
Materiale plastico trasparente antiurto.

SCHERMI ANTINFORTUNISTICI PER MOLE

Cod. Tec. N1035115110
GR76 Euro 99,20
Schermo mm 115 x 110

ART. N1035
Staffa asolata per montaggio rapido su qualsiasi mola, snodo a frizione per un perfetto posizionamento.
Schermo con parte ottica in materiale plastico antiurto e in vetro sostituibili.

SCHERMI ANTINFORTUNISTICI PER TRAPANI

Cod. Tec. N1040200 N1040200M N1040300 N1040300M
GR76 Euro 112,50 195,20 118,00 205,10
ø mm 200 300
Fascia mm 130
Tipo - Con microinterruttore - Con microinterruttore

ART. N1040
Schermo in materiale plastico trasparente antiurto. Attacco cromato.

Cod. Tec. N1025300 N1025400
GR76 Euro 152,10 156,60
ø mm 300 400
Fascia mm 240

ART. N1025
Schermo in policarbonato, struttura in acciaio con foro Ø 30mm per attacchi al tornio.

Cod. Tec. N1020500 N1020550 N1020650 N1020800
GR76 Euro 64,90 113,60 155,50 200,70
ø mm 500 550 650 800
Fascia mm 200 240 265 300

Cod. Tec. N1025300 N1025400
GR76 Euro 152,10 156,60
ø mm 300 400
Fascia mm 240

N.6 Indivisible package   Suggested retail package - Unit price

ATTACHMENTS FOR SAFETY SHIELDS

Tech. Code

For shields ø mm 200-500 550-1000

ITEM: N1010
Chrome-plated side attachment with lamp holder hole.

Tech. Code

For shields ø mm 200-500 550-1000

ITEM: N1015
With micro-switch. Chrome-plated universal attachment.

SAFETY SHIELDS FOR LATHES

Tech. Code

ø mm 300 350 400 450
Band mm 150 180 190

ITEM: N1020
Impact-proof transparent plastic.

SAFETY SHIELDS FOR GRINDING WHEELS

Tech. Code

Shield mm 115 x 110

ITEM: N1035
Slotted bracket for quick mounting on any grinding wheel, friction joint for perfect positioning. Shield with the optical
area made of replaceable impact-proof plastic and of glass.

SAFETY SHIELDS FOR DRILLS

Tech. Code

ø mm 200 300
Band mm 130
Type - With micro-switch - With micro-switch

ITEM: N1040
Impact-proof transparent plastic shield. Chrome-plated attachment.

Tech. Code

ø mm 300 400
Band mm 240

ITEM: N1025
Polycarbonate shield, steel structure with 30 mm Ø hole for attachment to the lathe.

Tech. Code

ø mm 500 550 650 800
Band mm 200 240 265 300

Tech. Code

ø mm 300 400
Band mm 240
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N.7 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. N14901500
GR78 Euro (20950,00)
Modello SJ 460 x 1500 Distanza punte 1500 mm

MANUALE
ON-LINE

TORNIO PARALLELO ECOCA
CARATTERISTICHE TECNICHE

- Altezza punte: 230 mm
- Diametro tornibile sul banco: 460 mm max
- Diametro tornibile sul carro trasversale: 258 mm max
- Diametro tornibile sull'incavo: 670 mm max
- Larghezza del bancale: 300 mm
- Diametro passaggio barra: 58 mm
- Attacco CAM-LOCK 6"
- Attacco conico canotto mandrino CM6
- Numero di velocità 12, gamma di velocità 20-2000 giri/min.
- Corsa carro trasversale 247 mm, corsa carrino 132 mm
- Avanzamenti longitudinali 0,05-0,82 mm
- Avanzamenti trasversali 0,02-0,4 mm
- Filettatura in pollici 4-56 T.P.I
- Filettatura metrica P.0,5-P.7
- Motore mandrino 7,5 HP, pompa di raffreddamento 0,125 HP
- Corsa canotto contropunta: 127 mm
- Attacco canotto contropunta CM4
- Dimensioni di ingombro cm: L2700 x P 810 x H 1230
- Peso 2.000 Kg

ACCESSORI IN DOTAZIONE

- Autocentrante ø 230mm 3+3 morsetti reversibili e griffe tenere
- Plateau 4 griffe indipendenti ø 320mm
- Disco menabrida ø 400mm
- Lunetta fissa, lunetta mobile
- Impianto refrigerante
- Luce alogena, carenatura posteriore, contropunta fissa
- Riparo anti-infortunistico su mandrino e torretta
- Scatola attrezzi. Piedini per installazione.
- Completo di torretta portautensili Algra tipo B
- Manuale d'uso e manutenzione e certificato CE

VISUALIZZATORE

- Configurazione 1/2-3 Assi (n.2 display)
- Display numerici e alfanumerici verdi altezza 14mm
- Risoluzione: 0,01 - 0,005 - 0,002 - 0,001 - 0,0005
selezionabili da tastiera

- Conversione raggio/diametro
- Conteggio bidirezionale
- Impostazione quote tramite tastiera
- Azzeramento assi indipendente
- Ricerca automatica indice di zero
- Standby test accensione
- N° 200 Abs lettura assoluta
- Magazzino 200 utensili protetto
- Lettura incrementale
- Salvataggio automatico dati fine lavoro
- Salvataggio dati durante mancanza alimentazione
- Somma algebrica fra assi (solo versione a 3 assi)
- Conversione mm/pollici
- Compensazione errori lineari
- Calcolo conicità
- Alimentazione: 230V - 50/60 Hz

Cod. Tec. N1490VISU
GR78 Euro (2100,00)
Modello Visualizzazione 3 assi completa di montaggio

ART. H202032B ART. H2030220B ART. H201568B
Hydro pro WaylubeOilgear

Consigliato per Consigliato per Consigliato per

TESTE TORNIO SCATOLE INGRANAGGI E VITI GUIDE

N.7Indivisible package  Suggested retail package - Unit price

Tech. Code

Model SJ 460 x 1500Tips clearance 1500 mm

ON-LINE
MANUAL

LATHE ECOCA
TECHNICAL CHARACTERISTICS

- Height of centres: 230 mm
- Swing over bed: 460 mm
- Swing over cross slide: 258 mm
- Swing over gap: 670 mm
- Width of bed: 300 mm
- Spindle bore: 58 mm
- CAM-LOCK 6"
- Taper of spindle bore: MT6
- N° of speed 12, range of single speed 20-2000 rpm
- Cross slide travel 247 mm
- Upper slide travel 132 m
- Longitudinal feed range 0,05-0,82 mm
- Cross feed range 0,02-0,4 mm
- Inch threads 4-56 TPI
- Metric threads P.0,5-P.7
- Main motor power 7,5 HP
- Cooling system motor power 0,125 HP
- Quill travel 127 mm
- Quill taper CM4
- Overall dimension cm (LxWxH): L2700 x W810 x H1230
- Weight 2000 Kg

ACCESSORIES (included)

- Simple guide self-centering chuck ø 230mm (3+3 jaws for internal/
external)
- Plateau 4 indipendent jaws (diam. 320 mm)
- Drive plate diam 400
- Fix rest and removable rest
- Cooling system
- Alogen Lamp
- Lathe carriage safety guard
- Tools box. Positioning stands.
- ALGRA tool post (B)
- Instruction manual and CE certification

DIGITAL READOUT

- Layout 1/2 - 3 axis (n.2 display)
- Green Numeric and Alphanumeric display height 14 mm
- Resolution: 0,01 - 0,005 - 0,002 - 0,001 - 0,0005 selectable from
keyboard

- Beam/diameter conversion - bidirectional counting
- Dimensions setting through keyboard
- Separate axis reset - Automatic research index pulse
- Standby ignition test - N.200 Abs absolute reading
- Protected warehouse 200 tools - Incremental reading
- Data end work automatic rescue
- Data automatic rescue during power failure
- Algebraic sum between axis (only 3-axis)
- Mm/inch conversion
- Linear error compensation - Calculation taper
- Power supply: 230V - 50/60 Hz

Tech. Code

Model 3-axis display complete with assembly

Recommended for Recommended for Recommended for

LATHES GEAR GROUPS MACHINE TOOL GUIDE
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N.8 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ART. N1300
Base in acciaio zincato, suola antivibrante in mescola di gomma antiolio e antiscivolo, gambo filettato
estraibile completo di due dadi esagonali e due rondelle in acciaio zincato.
Preservano le macchine utensili da usure accumulabili nel tempo e aumentano sensibilmente lo
smorzamento dei rumori, adatti al posizionamento e al livellamento semplice, veloce e preciso di
macchine utensili.

Cod. Tec. GR76
Euro

D
mm

d
mm

H
mm

h
mm

Carico dinam.
Kg max

Carico statico
Kg max

N130080 30,29 80 M12 80 27 320 900

N1300110 34,07 110 M14 125 32 550 1500

N1300140 37,43 140 M16 130 39 750 2000

N1300200 75,68 200 M20 175 62 1450 3600

PIEDI ANTIVIBRANTI PER MACCHINE UTENSILI

ART. N1310
Base in acciaio zincato, suola antivibrante in mescola di gomma antiolio e antiscivolo a due stadi di
differente densità separati da un rinforzo metallico.

Cod. Tec. GR76
Euro

D
mm

d
mm

H
mm

h
mm

Carico dinam.
Kg max

Carico statico
Kg max

N131080R 41,21 80 M12 80 27 400 1200

N1310110R 47,43 110 M14 125 32 650 1900

N1310140R 58,55 140 M16 130 39 900 2850

PIEDI ANTIVIBRANTI PER MACCHINE UTENSILI RINFORZATI

ART. N1315
Piedi antivibranti autolivellanti e regolabili in altezza per macchine utensili ed impianti. Struttura in
acciaio Zincato con suola in NBR 80 Shore, Barra filettata fresata in testa, corredati di 1 Dado e 1
Rondella. Stelo e Base forniti smontati.

Cod. Tec. GR76
Euro

D
mm

H
mm

M/MF
mm

Stelo
mm

Carico statico
Kg max



N1315080 (43,10) 80

45

12 x 1,25 100 700

4
N1315120 (55,70) 120 16 x 1,5 120 1000

N1315160 (69,30) 160 20 x 1,5 150 1500

N1315200 (147,00) 200 55 20 x 2,5 160 4000

PIEDI ANTIVIBRANTI PER MACCHINE UTENSILI

I prodotti sono disponibili nel CAP E

CHIAVI COMBINATE IN FOAM

Cod. Tec. Dimensioni
mm

Pezzi

E000712 400 x 223,5 - 1/3 Posizione orizzontale 12

E000716 400 x 447 - 2/3 Posizione verticale 16

Prodotti correlati

N.8 Indivisible package   Suggested retail package - Unit price

ITEM: N1300
Zinc plated steel base, anti-vibration sole in anti-oil and anti-slip rubber compound, removable
threaded shank complete with two hexagonal nuts and two galvanised steel washers, preserves
machine tools from wear that can be accumulated over time and significantly increases noise
damping, suitable for simple, fast and accurate positioning and levelling of machine tools.

Tech. Code D
mm

d
mm

H
mm

h
mm

Dynamic load
Kg max

Static load
Kg max

80 M12 80 27 max. 320 max. 900

110 M14 125 32 max. 550 max. 1500

140 M16 130 39 max. 750 max. 2000

200 M20 175 62 max. 1450 max. 3600

ANTI-VIBRATION STANDS

ITEM: N1310
Zinc-plated steel base, anti-vibration sole in anti-oil and anti-slip rubber compound, with two stages of
different density separated by a metal reinforcement.

Tech. Code D
mm

d
mm

H
mm

h
mm

Dynamic load
Kg max

Static load
Kg max

80 M12 80 27 400 1200

110 M14 125 32 650 1900

140 M16 130 39 900 2850

ANTI-VIBRATION STANDS

ITEM: N1315
Self levelling and adjustable for height vibration-control mounts for machine tools and machineries.
Zinc plated steel structure with lower surface in NBR 80 Shore, fine threaded square headed bolt, 1
nut and 1 washer. Base and spindle not assembled.

Tech. Code D
mm

H
mm

Thread
mm

Shaft
mm

Stat. load
Kg max



80

45

12 x 1,25 100 700

120 16 x 1,5 120 1000

160 20 x 1,5 150 1500

200 55 20 x 2,5 160 4000

ANTI-VIBRATION STANDS

The products are available in chapter E

COMBINATION WRENCHES IN FOAM

Tech. Code Dimensions
mm

Pieces

400 x 223,5 - 1/3 Horizontal position 12

400 x 447 - 2/3 Vertical position 16

Related products
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N.9 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ART. SNIP 130
Struttura in alluminio, 1010 Watt, angolo di taglio registrabile da 0° a 45° dx, variazione continua della velocità
di taglio, dispositivo di blocco dell’arco per un pratico trasporto, morsa bloccapezzo sovradimensionata in
ghisa ed alluminio con riporti in acciaio, pulegge in ghisa e base con piedini di appoggio antigraffio.

Utilizzabile per tagli a secco oppure con lubrorefrigeranti spray.

Cod. Tec. GR78
Euro Volt

Sviluppo lama
mm

Capacità di taglio   
Peso
Kg

N22901335 426,00 230 1335 x 13 x 0,65
0°
45°

105
70

105
60

102 x 105
60 x 70

20

MANUALE
ON-LINE

SEGATRICI A NASTRO INVERTER PORTATILI - SNIP 130

ART. SNIP 140
Struttura in alluminio, 1010 Watt, angolo di taglio registrabile da 0° a 60° dx, variazione continua della
velocità di taglio, dispositivo di blocco dell'arco per un pratico trasporto, morsa bloccapezzo in ghisa ed
alluminio con riporti in acciaio, pulegge in ghisa e base con piedini di appoggio antigraffio.

Utilizzabile per tagli a secco oppure con lubrorefrigeranti spray.

Cod. Tec. GR78
Euro Volt

Sviluppo lama
mm

Capacità di taglio   
Peso
Kg

N22921440 550,00 230 1440 x 13 x 0,65
0°
45°
60°

125
85
50

120
80
50

125 x 120
80 x 110
50 x 90

21,5

MANUALE
ON-LINE

SEGATRICI A NASTRO INVERTER PORTATILI - SNIP 140

ART. SNIP 170
Struttura in alluminio, 2000 Watt, angolo di taglio registrabile da 0° a 60° dx, variazione continua della
velocità di taglio, dispositivo di blocco dell'arco per un pratico trasporto, morsa bloccapezzo in ghisa ed
alluminio con riporti in acciaio, pulegge in ghisa e base con piedini di appoggio antigraffio.

Utilizzabile per tagli a secco oppure con lubrorefrigeranti spray.

Cod. Tec. GR78
Euro Volt

Sviluppo lama
mm

Capacità di taglio   
Peso
Kg

N22941735 740,00 230 1735 x 13 x 0,90
0°
45°
60°

150
100
70

140
100
60

140 x 150
100 x 140

60 x 75
35

MANUALE
ON-LINE

SEGATRICI A NASTRO INVERTER PORTATILI - SNIP 170

Lama altezza mm 13 x 0,65

Sviluppi
mm

GR12
Euro

Dentature
6/10

Dentature
8/12

Dentature
10/14



1335 (18,00) A70121335610 A70121335812 A701213351014 10

ART. A7012

Lama altezza mm 13 x 0,65

Sviluppi
mm

GR12
Euro

Dentature
6/10

Dentature
8/12

Dentature
10/14



1440 (19,05) A70121440610 A70121440812 A701214401014 10

ART. A7012

Lama altezza mm 13 x 0,9

Sviluppi
mm

GR12
Euro

Dentature
6/10

Dentature
8/12

Dentature
14



1735 (22,00) A70131735610 A70131735812 A7013173514 10

ART. A7013

N.9Indivisible package  Suggested retail package - Unit price

ITEM: SNIP 130
Aluminium structure, 1010 Watt, adjustable cutting angle ranging from 0° to 45° right, continuous cutting
speed change, arc-shaped body frame locking device making the structure easy to transport. Over
dimensioned piece locking vice made from cast iron and aluminium, with steel inserts, Base with non-
scratch feet.

Usable for dry cuts or with lubricant sprays.

Tech. Code Volt
Blades length

mm
Cutting capacity   

Weight
Kg

230 1335 x 13 x 0,65
0°
45°

105
70

105
60

102 x 105
60 x 70

20

ON-LINE
MANUAL

INVERTER BANDS SAWS MACHINE EASY CUT - SNIP 130

ITEM: SNIP 140
Aluminium structure, 1010 Watt, adjustable cutting angle ranging from 0° to 60° right, continuous cutting
speed change, arc-shaped body frame locking device making the structure easy to transport. Piece locking
vice made from cast iron and aluminium, with steel inserts, base with non-scratch feet.

Usable for dry cuts or with lubricant sprays.

Tech. Code Volt
Blades length

mm
Cutting capacity   

Weight
Kg

230 1440 x 13 x 0.65
0°
45°
60°

125
85
50

120
80
50

125 x 120
80 x 110
50 x 90

21.5

ON-LINE
MANUAL

INVERTER BANDS SAWS MACHINE EASY CUT - SNIP 140

ITEM: SNIP 170
Aluminium structure, 2000 Watt, adjustable cutting angle ranging from 0° to 60° right, continuous cutting
speed change, arc-shaped body frame locking device making the structure easy to transport. Piece locking
vice made from cast iron and aluminium, with steel inserts, base with non-scratch feet.

Usable for dry cuts or with lubricant sprays.

Tech. Code Volt
Blades length

mm
Cutting capacity   

Weight
Kg

230 1735 x 13 x 0.90
0°

45°
60°

150
100
70

140
100
60

140 x 150
100 x 140

60 x 75
35

ON-LINE
MANUAL

INVERTER BANDS SAWS MACHINE EASY CUT - SNIP 170

Blade width 13 x 0.65 mm

Length
mm

Tooth pitch
6/10

Tooth pitch
8/12

Tooth pitch
10/14



1335

ITEM: A7012

Blade width 13 x 0.65 mm

Length
mm

Tooth pitch
6/10

Tooth pitch
8/12

Tooth pitch
10/14



1440

ITEM: A7012

Blade width 13 x 0.9 mm

Length
mm

Tooth pitch
6/10

Tooth pitch
8/12

Tooth pitch
14



1735

ITEM: A7013



N

N.10 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ART. DIAMANTE ABZ
Particolarmente adatta per tagliare spine, punzoni, colonne e boccole guida, barrette in acciaio al cobalto,
profilati speciali in acciaio inox, alluminio, ottone, rame, nylon, ecc... Non lascia bave e non altera il
trattamento di tempra, motore 1HP/0.75kW, alimentazione trifase 400V, a richiesta anche alimentazione
monofase 230V. Disco abrasivo per alte velocità Ø 150 x 1-1,6 mm con foro 20 mm, velocità di rotazione
6000 giri circa, morsa girevole graduata per tagli fino a 45°. Comando di avviamento nell'impugnatura
mediante microinterruttore a bassa tensione, carter avvolgente per protezione totale disco abrasivo.

Cod. Tec. GR78
Euro Alimentazione Motore

Ø Disco
mm

Velocità di rotazione
rpm

N2310150 860,00 trifase 400V 1HP/0.75kW 150 x 1-1,6 x 20 6000

TRONCATRICI PER PUNZONI

Prodotto disponibile nel CAP G

MOLE DA TAGLIO NON RINFORZATE
Prodotti correlati

Cod. Tec. ø
mm

Specifica

G04051501020 150 x 1,0 x 20 23A80-PB25

G04051501620 150 x 1,6 x 20 23A60-NB25

ART. N2299
Robusta struttura regolabile su tre altezze, dotata di ruote pivottanti con freno per un comodo trasporto. Il
piano di lavoro è predisposto per il fissaggio della macchina e grazie ad un fermo di sicurezza, permette
di lavorare anche con carichi pesanti.

Cod. Tec. GR78
Euro

Portata
Kg

Peso
Kg

N229900 (131,00) 50 10

SUPPORTI PER SEGATRICI SNIP 130 - 140 - 170

ART. N2295
Colonne in acciaio stampato per SNIP 170.

Cod. Tec. GR78
Euro

Dimensioni
mm

Peso
Kg

N229500 (152,00) 365 x 480 x 710 15

COLONNE PER SEGATRICI SNIP 170

N.10 Indivisible package   Suggested retail package - Unit price

ITEM: ABZ DIAMOND
Particularly suited for cutting pins, punches, columns and guide bushings, cobalt steel bars, special profiles
of stainless steel, aluminium, brass, copper, nylon, etc. It leaves no burrs and does not alter the hardening
treatment, 1HP/0.75 kW motor, three-phase supply voltage 400 V, on request available also with single-
phase supply voltage 230 V for hobbyists. 150 x 1-1.5 mm Ø abrasive disc for high speeds, approximate
rotation speed of 6000 rpm, swivel graduated vice for cuts up to 45°. Low-voltage start micro-switch in the
handle, wraparound casing for total protection of the abrasive disc.

Tech. Code Power supply Electric motor
ø Disc

mm
Rotating speed

rpm
400V three-phase 1HP/0.75kW 150 x 1-1,6 x 20 6000

CUT-OFF BENCH SAWS FOR PUNCHES

Product available in index G

NON-REINFORCED CUTTING DISCS
Related products

Tech. Code ø
mm

Specification

150 x 1.0 x 20 23A80-PB25

150 x 1.6 x 20 23A60-NB25

ITEM: N2299
Foldable moving stand for portable band saw machines, can be positioned in three different heights. Can
be used as a trolley, thanks to the two rubber wheels. A safety locking system fix the stand to prevent
injuries to the operator. Wheels are equipped with brake, for maximum stability.

Tech. Code Load capacity
Kg

Weight
Kg

50 10

STAND FOR INVERTER BANDS SAWS MACHINE SNIP 130 - 140 - 170

ITEM: N2295
Column in pressed steel fitter for SNIP 170.

Tech. Code Dimensions
mm

Weight
Kg

365 x 480 x 710 15

COLUMN FOR BANDS SAWS MACHINE SNIP 170



N

N.11 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

TRONCATRICE A DISCO LP 275

Cod. Tec. N2315275
GR78 Euro (1705,00)
Potenza motore Kw 1,1 - 1,5
Lama Ø mm 275
Dimensioni mm 830 x 900 x 1025h
Peso Kg 98

ART. N2315
- Testa girevole 45° destra e sinistra
- Riduttore in bagno d'olio
- Pompa refrigerante a membrana e filtro
- Lama da ordinare separatamente
- Morsa con dispositivo antibava apertura max = 105 mm
- Fermo barra
- Chiavi di servizio e libretto di istruzioni per uso e ricambi
- Impianto di comando a bassa tensione 24 V con impugnatura
comando testa di sicurezza "uomo presente"

- Basamento in acciaio
- Tensione di alimentazione: 400V

MANUALE
ON-LINE

SEGATRICE A NASTRO SNIP 215

Cod. Tec. N2325215
GR78 Euro (1890,00)
Potenza motore Kw 0,6 - 0,8
Sviluppo nastro mm 2060 x 20 x 0,9
Dimensioni mm 1000 x 1155 x 1600h
Peso Kg 160

ART. N2325
- Rotazione verticale su perno con cuscinetti conici registrabili
privi di gioco

- Comando del nastro con motore a due velocità e riduttore
  (m/1' = 39 - 77)
- Volani dimensionati e guide nastro robuste realizzate con
cuscinetti di invito stagni

- Morsa con dispositivo di serraggio rapido apertura max = 215 mm
- Dispositivo antinfortunistico sul carter copri volani, sulla manopola
di comando e sulla lama

- Campo di taglio 0 - 45° destra
- Fermo regolabile per tagli della stessa misura
- Impianto di comando a bassa tensione 24 V
- Elettropompa 0,06 kW per la refrigerazione nastro
- Tensione di alimentazione: 400V

Capacità di taglio mm

 0° / sx - dx 45° 45 / 40

 0° / sx - dx 45° 80 / 80

 0° / sx - dx 45° 80 / 70

 0° / sx - dx 45° 70 x 100 / 70 x 80

Capacità di taglio mm

 0° / 45° 150 / 120

 0° / 45° 150 / 110

 0° / 45° 120 x 200 / 90 x 130

VAPORIZZATE

Prodotto disponibile nel CAP A

DISCHI CIRCOLARI HSS DMO5 (M2)
Prodotti correlati

Cod. Tec. Ø
mm

Spessore lama
mm

Ø foro
mm

Z

A721027525140V
275 2,5 32

140

A721027525220V 220

N.11Indivisible package  Suggested retail package - Unit price

MITRE DISC SAW MACHINE LP 275

Tech. Code

Power Kw 1,1 - 1,5
Disc dimension mm 275
Dimensions mm 830 x 900 x 1025h
Weight Kg 98

ITEM: N2315
- Swivel head 45° right and left
- Reduction unit in oil bath
- Membrane pump for coolant and filter
- Blades to be ordered seperately
- Vice complete with anti-burr device
- Bar stop
- Service tools, Instruction manual for operation use and spare parts
- 24 V low voltage installation with hold-to-run head control knob
head security comand " man present"

- Steel base
- Voltage supply 400 V

ON-LINE
MANUAL

BAND SAW MACHINE SNIP 215

Tech. Code

Power Kw 0.6 - 0.8
Band dimension mm 2060 x 20 x 0.9
Dimensions mm 1000 x 1155 x 1600h
Weight Kg 160

ITEM: N2325
- Vertical rotation on bolt with adjustable tapered bearings without
backlash

- High-capacity band control by two-speed motor and special
 reducer (m/1' = 39 - 77)
- Appropriately dimensioned flywheels
- Strong band guides with tight stress-raiser bearings
- Vice with a device for quick lock max opening = 215mm
- Safety devices on the flywheel casing, on the control handle
- Cutting range 0° - 45° right
- Adjustable stop for cuts of the same size
- 24 V low tension plant
- 0,06 kW power-driven pump for band coolin

Cutting capacity mm

 0° / left-right 45° 45 / 40

 0° / left-right 45° 80 / 80

 0° / left-right 45° 80 / 70

 0° / left-right 45° 70 x 100 / 70 x 80

Cutting capacity mm

 0° / 45° 150 / 120

 0° / 45° 150 / 110

 0° / 45° 120 x 200 / 90 x 130

VAPORIZED

Product available in index A

HSS DMO5 (M2) CIRCULAR SAW BLADES
Related products

Tech. Code Ø
mm

Blade thickness
mm

ø hole
mm

Z

275 2.5 32
140

220
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N.12 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

MANUALE
ON-LINE

SEGATRICE A NASTRO SNIP 280

Cod. Tec. N2335280
GR78 Euro (2478,00)
Potenza motore Kw 0,75 - 1,1
Sviluppo nastro mm 2450 x 27 x 0,9
Dimensioni mm 920 x 1570 x 1745h
Peso Kg 220

ART. N2335
- Rotazione verticale su perno con cuscinetti conici
registrabili privi di gioco

- Comando del nastro con motore a due velocità
e riduttore (m/1' = 32 - 66)

- Volani dimensionati e guide nastro robuste realizzate
con cuscinetti di invito stagni

- Morsa con dispositivo di serraggio rapido apertura max = 250 mm
- Dispositivo antinfortunistico sul carter copri volani,
sulla manopola di comando

- Campo di taglio 0 - 60° destra
- Spessore taglio 1,2 mm
- Fermo regolabile per tagli della stessa misura
- Impianto di comando a bassa tensione 24 V
- Elettropompa 0,06 kW per la refrigerazione nastro
- Tensione di alimentazione: 400V

MANUALE
ON-LINE

SEGATRICE A NASTRO SNIP 280 ID

Cod. Tec. N2345280
GR78 Euro (2825,00)
Potenza motore Kw 0,75 - 1,1
Sviluppo nastro mm 2450 x 27 x 0,9
Dimensioni mm 920 x 1570 x 1745h
Peso Kg 230

ART. N2345
- Discesa arco regolata da circuito idraulico, alimentazione barra e
chiusura morsa manuale, ritorno testa manuale

- Rotazione verticale su perno con cuscinetti conici registrabili
privi di gioco

- Comando del nastro con motore a due velocità
e riduttore (m/1' = 32 - 66)

- Volani dimensionati e guide nastro robuste realizzate con
cuscinetti di invito stagni

- Morsa con dispositivo di serraggio rapido apertura max 250 mm
- Dispositivo antinfortunistico sul carter copri volani,
sulla manopola di comando e sulla lama

- Campo di taglio 0 - 60° destra
- Spessore taglio 1,2 mm
- Fermo regolabile per tagli della stessa misura
- Impianto di comando a bassa tensione 24 V
- Elettropompa 0,06 Kw per la refrigerazione nastro
- Tensione di alimentazione: 400V

Capacità di taglio mm

 0° / 45° / 60° 220 / 160 / 100

 0° / 45° / 60° 215 / 150 / 85

 0° / 45° / 60° 155 x 250 / 110 x 160 / 80 x 95

Capacità di taglio mm

 0° / 45° / 60° 220 / 160 / 100

 0° 215

 45° 150

 60° 85

 0° 155 x 250

 45° 110 x 160

 60° 80 x 95

N.12 Indivisible package   Suggested retail package - Unit price

ON-LINE
MANUAL

BAND SAW MACHINE SNIP 280

Tech. Code

Power Kw 0.75 - 1.1
Band dimension mm 2450 x 27 x 0.9
Dimensions mm 920 x 1570 x 1745h
Weight Kg 220

ITEM: N2335
- Vertical rotation on bolt with adjustable tapered bearings without
backlash

- High-capacity band control by two-speed motor and special
reducer (m/1' = 32 - 66)

- Appropriately dimensioned flywheels
- Strong band guides with tight stress-raiser bearings and
adjustable widia tips.

- Vice with a device for swift locking max opening = 250 mm
- Safety devices on the flywheel casing, on the control handle,
and on the blade

- Cutting thickness 1,2 mm
- Cutting range 0° to 60° right
- Adjustable stop for cuts of the same size
- 24 V low tension plant
- 0,06 kW power-driven pump for band cooling
- Supply voltage 400V

ON-LINE
MANUAL

BAND SAW MACHINE SNIP 280 ID

Tech. Code

Power Kw 0,75 - 1,1
Band dimension mm 2450 x 27 x 0,9
Dimensions mm 920 x 1570 x 1745h
Weight Kg 230

ITEM: N2345
- Sawing machine with bow falling controlled by a hydraulic circuit
upon cutting, bar feeding and vice closure manually operated,
manual head return

- Vertical rotation on bolt with adjustable tapered
bearings without backlash

- High-capacity band control by two-speed motor and special
reducer (m/1' = 32 - 66)

- Strong band guides with tight stress-raiser bearings and adjustable
wida tips

- Vice with a device for swift locking max opening = 250 mm
- Safety devices on the flywheel casing, on the control
handle, and on the blade

- Cutting range 0 to 60° right
- Cutting thickness 1,2 mm
- Adjustable stop for cuts of the same size
- 24 V low tension plant
- 0,06 kW power-driver pump for band cooling
- Supply voltage 400V

Cutting capacity mm

 0° / 45° / 60° 220 / 160 / 100

 0° / 45° / 60° 215 / 150 / 85

 0° / 45° / 60° 155 x 250 / 110 x 160 / 80 x 95

Cutting capacity mm

 0° / 45° / 60° 220 / 160 / 100

 0° 215

 45° 150

 60° 85

 0° 155 x 250

 45° 110 x 160

 60° 80 x 95
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N.13 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

MANUALE
ON-LINE

SEGATRICE A NASTRO SNIP 330 ID

Cod. Tec. N2355330
GR78 Euro (4784,00)
Potenza motore Kw 0,75 - 1,1
Sviluppo nastro mm 3010 x 27 x 0,9
Dimensioni mm 1265 x 1760 x 1985h
Peso Kg 365

ART. N2355
- Discesa arco regolata da circuito idraulico, alimentazione barra e
chiusura morsa manuale, ritorno testa manuale

- Rotazione verticale su perno con cuscinetti conici
registrabili privi di gioco

- Comando del nastro con motore a due velocità
e riduttore (m/1'  38 - 78)

- Volani dimensionati e guide nastro robuste
realizzate con cuscinetti di invito stagni

- Morsa con dispositivo di serraggio rapido apertura max  330 mm
- Piano girevole per appoggio materiale
- Dispositivo antinfortunistico sul carter copri volani,
  sulla manopola di comando e sulla lama
- Campo di taglio 0 - 60° destra, 45° sinistra
- Spessore taglio 1,2 mm
- Fermo regolabile per tagli della stessa misura
- Impianto di comando a bassa tensione 24 V
- Elettropompa 0,06 kW per la refrigerazione nastro
- Tensione di alimentazione: 400V

Capacità di taglio mm

 sx - dx 45° 225 - 215

 0° / dx 60° 260 / 130

ʞ sx - dx 45° 210 - 200

ʞ 0° / dx 60° 250 / 130

ʨ sx - dx 45° 160 x 225 - 160 x 210

ʨ 0° / dx 60° 220 x 330 / 130 x 140

N.13Indivisible package  Suggested retail package - Unit price

ON-LINE
MANUAL

BAND SAW MACHINE SNIP 330 ID

Tech. Code

Power Kw 0,75 - 1,1
Band dimension mm 3010 x 27 x 0,9
Dimensions mm 1265 x 1760 x 1985h
Weight Kg 365

ITEM: N2355
- Sawing machine with bow falling controlled by a hydraulic circuit
upon cutting, bar feeding and vice closure manually operated,
manual head return

- Vertical rotation on bolt with adjustable tapered bearings without
backlash

- High-capacity band control by two-speed motor and special
reducer (m/1
  38 - 78)

- Strong band guides with tight stress-raiser bearings and
adjustable widia tips

- Vice with a device for swift locking max opening  330 mm
- Wide rotating material support table
- Safety devices on the flywheel casing, on the control
handle, and on the blade

- Cutting thickness 1,2 mm
- Cutting range 45° left 60° right
- Adjustable stop for cuts of the same size
- 24 V low tension plant
- Supply voltage 400V

Cutting capacity mm

 left - right 45° 225 - 215

 0° / right 60° 260 / 130

ʞ left - right 45° 210 - 200

ʞ 0° / right 60° 250 / 130

ʨ left - right 45° 160 x 225 - 160 x 210

ʨ 0° / right 60° 220 x 330 / 130 x 140
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N.14 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Smerigliatrici industriali Made in Italy, motore ad induzione con protezione termica bimetallica che lo preserva da eventuali
sovraccarichi garantendo una vita pressoché illimitata della smerigliatrice.

Mole abrasive da ordinare separatamente.

ART. N3102

Cod. Tec. GR78
Euro

Mole
mm

Motore RPM HP Watt
Peso
Kg

Modello colonna

N3102150 160,00 150 x 20 x 20
Monofase 230 Volt 2800

0,5 375 8 -
N3102200 232,00 200 x 25 x 20 0,9 675 16 A1

MANUALE
ON-LINE

SMERIGLIATRICI DA BANCO 230 VOLT

Smerigliatrici industriali Made in Italy, motore ad induzione con protezione termica bimetallica che lo preserva da eventuali
sovraccarichi garantendo una vita pressoché illimitata della smerigliatrice.

Mole abrasive da ordinare separatamente.

ART. N3104

Cod. Tec. GR78
Euro

Mole
mm

Motore RPM HP Watt
Peso
Kg

Modello colonna

N3104150 265,00 150 x 20 x 16
Trifase 400 Volt 2800

0,5 375 11 A1
N3104200 345,00 200 x 25 x 20 1 750 17 A2

MANUALE
ON-LINE

SMERIGLIATRICI DA BANCO 400 VOLT

Smerigliatrici combinate industriali (mola + spazzola) Made in Italy, motore ad induzione con protezione termica
bimetallica che lo preserva da eventuali sovraccarichi garantendo una vita pressoché illimitata della smerigliatrice.

Mole abrasive e spazzole da ordinare separatamente.

ART. N3106

Cod. Tec. GR78
Euro

Mole
Spazzole

mm
Motore RPM HP Watt

Peso
Kg

Modello colonna

N3106150 209,00 150 x 20 x 20
100 x 12 x 12

Monofase 230 Volt 2800 0,5 375 7,5 -

MANUALE
ON-LINE

SMERIGLIATRICI COMBINATE 230 VOLT

Smerigliatrici combinate industriali (mola + spazzola) Made in Italy, motore ad induzione con protezione termica
bimetallica che lo preserva da eventuali sovraccarichi garantendo una vita pressoché illimitata della smerigliatrice.

Mole abrasive e spazzole da ordinare separatamente.

ART. N3108

Cod. Tec. GR78
Euro

Mole
Spazzole

mm
Motore RPM HP Watt

Peso
Kg

Modello colonna

N3108150 321,00 150 x 20 x 16
Trifase 400 Volt 2800

0,5 375 12,1 A1
N3108200 427,00 200 x 25 x 20 1 750 18,8 A2

MANUALE
ON-LINE

SMERIGLIATRICI COMBINATE 400 VOLT

Pulitrici industriali Made in Italy, motore ad induzione con protezione termica bimetallica che lo preserva da eventuali
sovraccarichi garantendo una vita pressoché illimitata della smerigliatrice.

Spazzole da ordinare separatamente.

ART. N3109

Cod. Tec. GR78
Euro

Spazzole
mm

Motore RPM HP Watt
Peso
Kg

Modello colonna

N3109150 349,00 150 x 20 x 16 Monofase 230 Volt
2800

0,9 675 15,5 A1
N3109200 513,00 200 x 25 x 20 Trifase 400 Volt 1 750 20 A2

MANUALE
ON-LINE

PULITRICI DA BANCO

N.14 Indivisible package   Suggested retail package - Unit price

Industrial bench grinder Made in Italy, induction motor with thermal bimetallic protection that protects against overloads
ensuring a virtually unlimited life of the grinder.
Grinding wheel to be ordered separately.

ITEM: N3102

Tech. Code Grinding wheels
mm

Electric motor RPM HP Watt
Weight

Kg
Model column

150 x 20 x 20
Single-phase 230V 2800

0,5 375 8 -
200 x 25 x 20 0,9 675 16 A1

ON-LINE
MANUAL

BENCH GRINDERS 230V

Industrial bench grinder Made in Italy, induction motor with thermal bimetallic protection that protects against overloads
ensuring a virtually unlimited life of the grinder.
Grinding wheel to be ordered separately.

ITEM: N3104

Tech. Code Grinding wheels
mm

Electric motor RPM HP Watt
Weight

Kg
Model column

150 x 20 x 16
Three-phase 400V 2800

0,5 375 11 A1
200 x 25 x 20 1 750 17 A2

ON-LINE
MANUAL

BENCH GRINDERS 400V

Industrial combined bench grinder (GRINDING WHEEL/BRUSH) Made in Italy, induction motor with thermal bimetallic
protection that protects against overloads ensuring a virtually unlimited life of the grinder.
Grinding wheel and brushes to be ordered separately.

ITEM: N3106

Tech. Code
Grinding wheels

Brushes
mm

Electric motor RPM HP Watt
Weight

Kg
Model column

150 x 20 x 20
100 x 12 x 12

Single-phase 230V 2800 0,5 375 7,5 -

ON-LINE
MANUAL

COMBINED BENCH GRINDERS 230V

Industrial combined bench grinder (GRINDING WHEEL/BRUSH) Made in Italy, induction motor with thermal bimetallic
protection that protects against overloads ensuring a virtually unlimited life of the grinder.
Grinding wheel and brushes to be ordered separately.

ITEM: N3108

Tech. Code
Grinding wheels

Brushes
mm

Electric motor RPM HP Watt
Weight

Kg
Model column

150 x 20 x 16
Three-phase 400V 2800

0,5 375 12,1 A1
200 x 25 x 20 1 750 18,8 A2

ON-LINE
MANUAL

COMBINED BENCH GRINDERS 400V

Industrial polishing machines Made in Italy, induction motor with thermal bimetallic protection that protects against
overloads ensuring a virtually unlimited life of the grinder.

Brushes to be ordered separately.

ITEM: N3109

Tech. Code Brushes
mm

Electric motor RPM HP Watt
Weight

Kg
Model column

150 x 20 x 16 Single phase 230 Volt
2800

0,9 675 15,5 A1
200 x 25 x 20 400V three-fase 1 750 20 A2

ON-LINE
MANUAL

POLISHING MACHINES
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Robuste colonne in acciaio stampato con vaschetta rimovibile per l'acqua di raffreddamento dell'utensile.
ART. N3110

Cod. Tec. GR78
Euro Modello

Dimensioni
mm

Peso
Kg

N3110A1 147,00 A1 370 x 360 x 790h 26
N3110A2 183,00 A2 400 x 370 x 760h 33
N3110VR 11,00 Vaschette per acqua di ricambio - -

COLONNE PER SMERIGLIATRICI

Smerigliatrici industriali Made in Italy concepite nel totale rispetto delle norme di sicurezza e salubrità dell'ambiente di
lavoro, complete di aspiratore integrato nella colonna.

Mole abrasive da ordinare separatamente.

ART. N3116

Cod. Tec. GR78
Euro

Mole
mm

Motore RPM HP Watt
Peso
Kg

N3116200 1080,00 200 x 25 x 20 Trifase 400 Volt 2800 1 750 57

MANUALE
ON-LINE

SMERIGLIATRICI ECOLOGICHE 400 VOLT

Smerigliatrici industriali combinate (mola + spazzola) Made in Italy concepite nel totale rispetto delle norme di sicurezza
e salubrità dell'ambiente di lavoro, complete di aspiratore integrato nella colonna.
Mole abrasive e spazzole da ordinare separatamente.

ART. N3118

Cod. Tec. GR78
Euro

Mole
Spazzole

mm
Motore RPM HP Watt

Peso
Kg

N3118200 1162,00 200 x 25 x 20 Trifase 400 Volt 2800 1 750 59,2

MANUALE
ON-LINE

SMERIGLIATRICI COMBINATE ECOLOGICHE 400 VOLT

Pulitrici industriali Made in Italy concepite nel totale rispetto delle norme di sicurezza e salubrità dell'ambiente di lavoro,
complete di aspiratore integrato nella colonna.

Spazzole da ordinare separatamente.

ART. N3120

Cod. Tec. GR78
Euro

Spazzole
mm

Motore RPM HP Watt
Peso
Kg

N3120200 1234,00 200 x 25 x 20 Trifase 400 Volt 2800 1 750 60,2

A richiesta possiamo fornire macchine con motore fino a 6 Kw per spazzole fino a diametro 300 mm e
centralina con comandi a bassa tensione 24 Volt.

MANUALE
ON-LINE

PULITRICI ECOLOGICHE 400 VOLT

N.15Indivisible package  Suggested retail package - Unit price

Sturdy column in pressed steel fitter with removable water reservoir for tool cooling.
ITEM: N3110

Tech. Code Model
Dimensions

mm
Weight

Kg
A1 370 x 360 x 790h 26
A2 400 x 370 x 760h 33

Cooling tray - -

COLUMN FOR BENCH GRINDERS

Industrial bench grinder Made in Italy designed with a view to fully comply with workplace health and safety regulations,
complete with column and integrated vacuum system.

Grinding wheels to be ordered separately.

ITEM: N3116

Tech. Code Grinding wheels
mm

Electric motor RPM HP Watt
Weight

Kg
200 x 25 x 20 Three-phase 400V 2800 1 750 57

ON-LINE
MANUAL

ECOLOGICAL BENCH GRINDERS 400V

Industrial combined bench grinder (GRINDING WHEEL/BRUSH) Made in Italy designed with a view to fully comply with
workplace health and safety regulations, complete with column and integrated vacuum system.
Grinding wheel and brushes to be ordered separately.

ITEM: N3118

Tech. Code
Grinding wheels

Brushes
mm

Electric motor RPM HP Watt
Weight

Kg

200 x 25 x 20 Three-phase 400V 2800 1 750 59,2

ON-LINE
MANUAL

COMBINED ECOLOGICAL BENCH GRINDERS 400V

Industrial polishing machines Made in Italy, designed with a view to fully comply with workplace health and safety
regulations, complete with column and integrated vacuum system.

Brushes to be ordered separately.

ITEM: N3120

Tech. Code Brushes
mm

Electric motor RPM HP Watt
Weight

Kg
200 x 25 x 20 400V three-fase 2800 1 750 60,2

On request we can supply machines with engines up to 6 kw for brush units up to 300 mm diameter
and control units with low voltage controls. 24 Volts.

ON-LINE
MANUAL

ECOLOGICAL POLISHING MACHINES
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P M K N S H
 

MOLE ABRASIVE A DISCO

Cod. Tec. G720015036 G720015060 G720020036 G720020060
GR68 Euro 28,98 28,98 46,49 46,49
D x T x H mm 150 x 20 x 20 200 x 25 x 20
Specifica 1A36-P5V 1A60-P5V 1A36-P5V 1A60-P5V

ART. G7200
Mole abrasive in corindone grigio per sgrossatura o per lavorazione di materiali ferrosi in genere.

ART. G4905
Filo ondulato ad alta resistenza. Adatte per lavori di sbavatura, satinatura e lucidatura.
K  kit di riduzione multiforo 25-20-16

Cod. Tec. GR69
Euro

D
mm

E
mm

S
mm

C
mm

F
mm

Filo
Velocità max

RPM

G4905100/0 23,00 100 12 25 - 12 Acciaio Ottonato 0,30
6.000

G4905150/1 15,49 150 20 32
38 K Acciaio Ø 0,35G4905200/0 19,21 200 23 44 4.500

SPAZZOLE A DISCO CON FORO

RIDUZIONI PER MOLE ABRASIVE

Cod. Tec. N31212012 N31212013 N31212016
GR76 Euro 0,50 0,50 0,50
D x F mm 20 x 12 20 x 13 20 x 16

ART. N3121
Riduzioni in plastica per i fori delle mole abrasive.

Cod. Tec. N31212520 N31213220 N31213225
GR76 Euro 0,50 0,50 0,50
D x F mm 25 x 20 32 x 20 32 x 25

P M K N S H
   

Cod. Tec. G7208150202046 G7208150202060 G7208150252046 G7208150252060
GR68 Euro 32,06 32,06 37,05 37,05
D x T x H mm 150 x 20 x 20 150 x 25 x 20
Specifica 8A46-M5V 8A60-M5V 8A46-M5V 8A60-M5V

ART. G7208
Mole abrasive in Ossido d'alluminio (corindone bianco) adatte per lavorazione di acciai e acciai super rapidi,
materiali ferrosi in genere e bronzo duro.

Cod. Tec. G7208200202046 G7208200202060 G7208200252046 G7208200252060
GR68 Euro 42,39 42,39 48,36 48,36
D x T x H mm 200 x 20 x 20 200 x 25 x 20
Specifica 8A46-M5V 8A60-M5V 8A46-M5V 8A60-M5V

N.16 Indivisible package   Suggested retail package - Unit price

P M K N S H
 

GRINDING WHEELS

Tech. Code

D x T x H mm 150 x 20 x 20 200 x 25 x 20
Specification 1A36-P5V 1A60-P5V 1A36-P5V 1A60-P5V

ITEM: G7200
Grinding wheels in grey aluminium oxide. Suitable machining steels, ferrous material in general.

ITEM: G4905
High resistant crimped wire. For deburring, etching and polishing.
K  multihole reduction kit 25-20-16

Tech. Code D
mm

E
mm

S
mm

C
mm

F
mm

Wire
Max speed

RPM

100 12 25 - 12 Brass-plated steel Ø 0.30
6.000

150 20 32
38 K Steel Ø 0.35

200 23 44 4.500

WHEEL BRUSHES

BUSH FOR GRINDING WHEELS

Tech. Code

D x F mm 20 x 12 20 x 13 20 x 16

ITEM: N3121
Plastic bush for grinding wheel bore.

Tech. Code

D x F mm 25 x 20 32 x 20 32 x 25

P M K N S H
   

Tech. Code

D x T x H mm 150 x 20 x 20 150 x 25 x 20
Specification 8A46-M5V 8A60-M5V 8A46-M5V 8A60-M5V

ITEM: G7208
Grinding wheels in white Aluminium oxide. Suitable for machining steels and HSS steels, ferrous material in general
and hard bronze.

Tech. Code

D x T x H mm 200 x 20 x 20 200 x 25 x 20
Specification 8A46-M5V 8A60-M5V 8A46-M5V 8A60-M5V
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MANUALE
ON-LINE

Nastri abrasivi da ordinare separatamente.

Levigatrici a nastro industriali Made in Italy, motore ad induzione con protezione termica bimetallica che lo preserva da
eventuali sovraccarichi garantendo una vita pressochè illimitata della levigatrice. Sostituzione rapida del nastro abrasivo.

ART. N3200

Cod. Tec. GR78
Euro

Nastro
mm

Motore HP Kw RPM m/s
Peso
Kg

N320003 941,00 100 x 1000 Trifase 400 Volt 1,5 1,1 2800 19 38

LEVIGATRICI A NASTRO DA BANCO

MANUALE
ON-LINE

Nastri abrasivi da ordinare separatamente.

Levigatrici a nastro industriali made in Italy, motore ad induzione a doppia velocità (solo N320503BT), braccio orientabile
da 0° a 360°, puleggia di trascinamento gommata, complete di centralina con comandi a bassa tensione (solo N320503BT)
e pulsante a fungo di emergenza. Sostituzione rapida del nastro abrasivo.

ART. N3205

Cod. Tec. GR78
Euro

Nastro
mm

Motore HP Kw RPM m/s
Peso
Kg

N320503 (1529,00)
120 x 1500 Trifase 400 Volt

1,1 0,8 2800 14 87
N320503BT (1845,00) 0,8 - 1,1 0,6 - 0,8 1400 - 2800 14 - 28 88

LEVIGATRICI ORIENTABILI A NASTRO

N.17Indivisible package  Suggested retail package - Unit price

ON-LINE
MANUAL

Belts to be ordered separately.

Industrial bench belt sanders. Made in Italy. Engine induction with thermal protection bimetallica which protects from any
overloading ensuring an almost unlimited process of the sander. Quick substitution of the abrasive belt.

ITEM: N3200

Tech. Code Belt
mm

Electric motor HP Kw RPM m/s
Weight

Kg
100 x 1000 400V three-fase 1,5 1,1 2800 19 38

BENCH BELT SANDERS

ON-LINE
MANUAL

Belts to be ordered seperately

Industrial belt sanders. Made in Italy, double speed engine induction ( N320503BT), arm orientated 0° a 360°, pulley drive
loader, complete with a low voltage control unit of 24 volts ( N320503BT) Emergency stop button. Quick substitution of
the abrasive belt.

ITEM: N3205

Tech. Code Belt
mm

Motor HP Kw RPM m/s
Weight

Kg

120 x 1500 400V three-fase
1,1 0,8 2800 14 87

0,8 - 1,1 0,6 - 0,8 1400 - 2800 14 - 28 88

TILTING BELT SANDERS
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MANUALE
ON-LINE

Nastri abrasivi da ordinare separatamente.

Levigatrici a nastro industriali Made in Italy, concepite nel totale rispetto delle norme di sicurezza e salubrità dell'ambiente
di lavoro, complete di aspiratore integrato nella colonna. Doppia velocità, braccio orientabile da 0° a 360°, puleggia di
trascinamento gommata, complete di centralina con comandi a bassa tensione a 24 Volt e pulsante a fungo di emergenza.
Sostituzione rapida del nastro abrasivo.

ART. N3210

Cod. Tec. GR78
Euro

Nastro
mm

Motore HP Kw RPM m/s
Peso
Kg

N321003BT (2690,00) 120 x 1500 Trifase 400 Volt 0,8 - 1,1 0,6 - 0,8 1400 - 2800 14 - 28 38

LEVIGATRICI ECOLOGICHE ORIENTABILI A NASTRO

P M K N S H
    

TELE ABRASIVE AL CORINDONE IN NASTRI

Cod. Tec. G34800401000 G34800601000 G34800801000 G34801001000 G34801201000
GR68 Euro 4,85 4,45 4,34 4,08 4,08
Dimensioni mm 100 x 1000
Grana 40 60 80 100 120

 10

ART. G3480
Ossido d'alluminio. Adatti per sgrossatura e finitura di metalli ferrosi e non ferrosi, legno e materiali diversi.

Cod. Tec. G34800401500 G34800601500 G34800801500 G34801001500 G34801201500
GR68 Euro 7,69 7,00 6,77 6,31 6,31
Dimensioni mm 120 x 1500
Grana 40 60 80 100 120

 10

P M K N S H
    

TELE ABRASIVE ALLO ZIRCONIO IN NASTRI

Cod. Tec. G34900401000 G34900601000 G34900801000 G34901001000 G34901201000
GR68 Euro 6,65 5,65 5,37 4,98 4,98
Dimensioni mm 100 x 1000
Grana 40 60 80 100 120

 10

ART. G3490
Ossido di zirconio. Nastri per alte prestazioni adatti per sgrossatura e finitura di acciai in genere e inossidabili,
metalli ferrosi e non ferrosi, legno e materiali diversi.

Cod. Tec. G34900401500 G34900601500 G34900801500 G34901001500 G34901201500
GR68 Euro 10,97 9,14 8,62 7,95 7,95
Dimensioni mm 120 x 1500
Grana 40 60 80 100 120

 10

N.18 Indivisible package   Suggested retail package - Unit price

ON-LINE
MANUAL

Belts to be ordered seperately.

Industrial belt sanders. Made in Italy. Designed in the total respect of Health and Safety regulations of the working
envioronment. Intergrated with a complete vacume cleaner. Adjustable double speed drive 0° a 360°, pulley wheel, full
control of commands with a low voltage control unit of 24 volts. Emergency stop button. Quick substitution of the abrasive
belt.

ITEM: N3210

Tech. Code Belt
mm

Electric motor HP Kw RPM m/s
Weight

Kg
120 x 1500 400V three-fase 0,8 - 1,1 0,6 - 0,8 1400 - 2800 14 - 28 38

INDUSTRIAL BELT SANDERS

P M K N S H
    

ALUMINUM OXIDE ABRASIVE CLOTH BELTS

Tech. Code

Dimensions mm 100 x 1000
Grit 40 60 80 100 120



ITEM: G3480
Aluminum oxide. Suitable for roughing and finishing ferrous and non-ferrous metals, wood and other materials.

Tech. Code

Dimensions mm 120 x 1500
Grit 40 60 80 100 120



P M K N S H
    

ZIRCONIA ABRASIVE CLOTH BELTS

Tech. Code

Dimensions mm 100 x 1000
Grit 40 60 80 100 120



ITEM: G3490
Zirconium oxide for superior performance. Suitable for roughing and finishing stainless steel, ferrous and non-ferrous
metals, wood and other materials.

Tech. Code

Dimensions mm 120 x 1500
Grit 40 60 80 100 120


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LEGENDA ICONE BOSCH

Attacco SDS Attacco SDS max Attacco SDS plus Anti rotation Espulsione trucioliSDS
max

SDS
plus

12
V

Potenza 12 V 14.4
V

Potenza 14,4 V 18
V

Potenza 18 V

COOLPACK

AUTO-LOCK Oscillazione lama

Li-Ion Technology
CONSTANT

SPEED

Velocità costante Frizione meccanica
di sicurezza

AUTOLOCK

Coolpack Cuffia di protezione
antirotazione

CHARGE LEVEL
INDICATOR

Indicatore livello
di carica VARIABLE

SPEED

Velocità variabile Reversibile
LED LIGHT

Luce a LED Binario di guida

ELECTRONIC CELL
PROTECTION

Protezione elettronica
della batteria ELECTRONIC

MOTOR PROTECTION

Protezione elettronica
del motore FLEXICLICK

SYSTEM

Flexiclick system Fissaggio a strappo Raffreddamento diretto

EASY
FIT

EAS<-FIT
SOFT START

Limitatore di spunto
in partenza MICROFILTER

Microfiltro
1.0–13mm

Mandrino autoserrante
1 - 13 mm Aspirazione della polvere

KICK
BACK
STOP

KICKBACK
CONTROL

TURBO-POWER

HEAV< DUT<

Spegnimento immediato

Kickback control

2–GEAR

2 Velocità

RESTART
PROTECTION

Restart protection

BRUSHLESS
MOTOR

EC Motore BRUSHLESS

Dynamic series

Simply connected

Sistema aspirazione

ELECTRONIC
PRECISION CONTROL

Controllo elettronico
di precisione

Light series

VIBRATION
CONTROL

Vibrazioni ridotte
(EN60745) Protezione al riavvio

Oscillazione orbitale
Ø 1.6mm

Torque control

Robust series

Precision control

L-Boxx

N.19Indivisible package  Suggested retail package - Unit price

MEASUREMENT INSTRUMENTATION ICONS

Tool coupling SDS Tool coupling SDS max Tool coupling SDS plus Anti rotation Chip explusion

Power volts 12 V Power volts 14,4 V Power volts 18 V AUTO-LOCK Fluctuation blade

Li-Ion Technology Constant speed Mechanical safety clutch Coolpack Anti-rotation
protection cap

Charging level Indicator Variable speed Reversible Led light Guide rail

Electronic battery
protection

Electronic motor protection Flexiclick system Velcro strap Direct cooling

EASY-FIT Speed limiter
on start Microfilter Quick clamping chuck

1 - 13 mm Dust suction

TURBO-POWER

HEAV< DUT<

Kickback stop

Kickback control

2 Speed

Restart protection

Brushless motor

Dynamic series

Simply connected

Suction system

Precision electronic control

Light series

Reduced vibration
(EM60745) Restart protection

Orbital fluctuation
ø 1.6mm

Torque control

Robust series

Precision control

L-Boxx
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2–GEAR

Con i suoi soli 169 mm, ha la forma più compatta della sua categoria.
Gli ingranaggi a 2 velocità garantiscono una potente coppia di 30 Nm nella foratura (fino a 19mm) e
nell'avvitamento (fino a 7 mm). La tecnologia al litio Premium Bosch garantisce una durata delle batterie
superiore del 400%. Electronic Cell Protection (ECP)Bosch per proteggere la batteria dal sovraccarico, dal
surriscaldamento e dallo scaricamento completo. Hyper Charge Bosch: con la ricarica rapida, già dopo metà
tempo di ricarica le batterie sono caricate al 75%. Nessun effetto memoria: la batteria può essere ricaricata
in qualsiasi momento, indipendentemente dal livello di carica, senza rischiare di danneggiare le celle. Freno
motore per avvitamenti in serie veloci e precisi.

Dotazione:
2 batterie al Litio 2 Ah
Caricabatteria AL 1130 CV
Inserto per L-BOXX
Valigetta L-BOXX

ART. GSR 12V-15 PROFESSIONAL

Dimensioni: 169 x 178h mm

Cod. Tec. N402012
GR64 Euro 225,00
Tensione batteria Volt 12
Giri a vuoto (1°/2° Vel.) Rpm 0-350/1.300
Campo di serraggio mandrino, min. / max. mm 1/10
Ø viti max mm 7
Ø Foratura max - Acciaio mm 10
Ø Foratura max - Legno mm 19
Coppia di serraggio per accopp. duro/elastico max Nm 30/13
Posizioni di reg. coppia di serraggio 20 + 1
Peso (con batteria) Kg 0,95

BRUSHLESS
MOTOR

EC

Avvitatore reversibile GSR 12V-20 HX super pratico, semplice trasporto dello strumento e dei bit grazie a clip di
aggancio alla cintura e portabit� clip colorate sostituibili per riconoscere facilmente l'utensile.
Migliore rapporto peso/prestazioni, con coppia fino a 18 Nm (avvitamento in materiale elastico) per avvitare con
forza viti fino a 7 mm, con una lunghezza della testa di soli 135 mm e un peso di soli 0,7 kg.
Maggiore durata grazie al motore EC brushless dotato di ©Electronic Motor Protectionª (EMP).
Pratico indicatore del livello di carica della batteria dotato di 3 LED.
LED integrato con funzione After-Glow, per una buona visibilità della zona di lavoro anche in punti poco
illuminati.

Dotazione:
2 batterie GBA 12V 3 Ah
Caricabatteria rapido GAL
1230 CV
Valigetta L-BOXX
1 clip aggancio alla cintura
1 portabit
4 clip colorate

ART. GSR 12V-20 HX PROFESSIONAL

Cod. Tec. N401112
GR64 Euro 279,00
Tensione batteria Volt 12
Capacità batteria Ah 3
Tipo batteria Litio
Giri a vuoto (1°/2° vel.) Rpm 0-400/1300
Ø viti max mm 7
Ø Foratura max - legno mm 30
Ø Foratura max - Acciaio mm 10
Coppia di serraggio per accopp. duro/elastico max Nm 20/18
Peso (con batteria) Kg 0,7

AVVITATORI REVERSIBILI A BATTERIA 12V

Trapano avvitatore GSR 12V-15 FC versatile, compatto e potente.
Cinque diverse opzioni - trapano-avvitatore con portabit magnetico, portabit bloccabile, mandrino, testa
ad angolo e portabit con attacco decentrato. Ideale per i punti difficilmente accessibili, grazie alla struttura
estremamente compatta.
Prestazioni elevate, grazie alla coppia di serraggio da 30 Nm.

Dotazione:
2 batterie GBA 12V 2 Ah
Caricabatteria rapido GAL
1230 CV
Valigetta L-BOXX
Mandrino autoserrante GFA
12-B
Portabit gfa 12-X
Portabit con attacco disassato
GFA 12-E
Testa ad angolo GFA 12-W

ART. GSR 12V-15 FC PROFESSIONAL

Cod. Tec. N401312
GR64 Euro 325,00
Tensione batteria Volt 12
Capacità batteria Ah 2
Tipo batteria Litio
Giri a vuoto (1°/2° vel.) Rpm 0-400/1300
Ø viti max mm 7
Ø Foratura max - Legno mm 30
Ø Foratura max - Acciaio mm 10
Coppia di serraggio per accopp. duro/elastico max Nm 30/15
Peso (con batteria) Kg 0,8

TRAPANI AVVITATORI A BATTERIA 12V

N.20 Indivisible package   Suggested retail package - Unit price

With its mere 169 mm, it has the most compact design in its class. The 2-speed gears ensures a powerful
torque of 30 Nm for drilling (up to 19 mm) and for driving (up to 7 mm). Bosch Premium Lithium technology
provides an 400%.longer battery life Bosch Electronic Cell Protection (ECP) protects the battery against
overload, overheating and total discharge. Bosch Hyper Charge: thanks to rapid charging, the batteries are
charged to 75% after only half of the total charging time. No memory effect: the battery can be recharged at
any time regardless of the charge level without damaging the cells. Motor brake for fast and accurate screwing.

Equipment:
2 Lithium Batteries 2 Ah
Charger AL 1130 CV
Insert for L-BOXX
Case L-BOXX

ITEM: GSR 12V-15 PROFESSIONAL

Dimensions: 169 x 178 h mm

Tech. Code

Battery tension Volt 12
No-load speed Rpm 0-350/1.300
Chuck clamping range min/max mm 1/10
max screws ø mm 7
Ø Max. drilling  - Steel mm 10
Ø Max. drilling  - Wood mm 19
Tightening torque for hard/elas. coupling max Nm 30/13
Tightening torque adM. positions 20 + 1
Weight (with battery) Kg 0,95

Reversible screwdriver GSR 12V-20 HX super practical, easy transport of the instrument and bits thanks to
clips to hook the belt and portabit� replaceable colored clips to easily recognize the tool.
Better weight / performance ratio, with torque up to 18 Nm (screwed in elastic material) to forcefully tighten
screws up to 7 mm, with a head length of only 135 mm and a weight of only 0.7 kg.
Longer life thanks to the EC brushless motor equipped with ©Electronic Motor Protectionª (EMP).Practical
battery level indicator with 3 LEDs Integrated LED with After-Glow function, for a good visibility of the work area
even in poorly lit spots.

Supplied with:
2 batteries GBA 12V 3 Ah
Rapid battery charger GAL
1230 CV
Case L-BOXX
1 clip hook to the belt
1 portabit
4 clips colored

ITEM: GSR 12V-20 HX PROFESSIONAL

Tech. Code

Battery tension Volt 12
Battery capacity Ah 3
Battery type Lithium
No-load speed Rpm 0-400/1300
Ø max screws mm 7
Ø Max. drilling  - Wood mm 30
Ø Max. drilling  - Steel mm 10
Tightening torque for hard/elas. coupling max Nm 20/18
Weight (with battery) Kg 0,7

CORDLESS REVERSIBLE SCREWDRIVERS BATTERY OPERATED 12V

Screwdriver drill GSR 12V-15 FC versatile, compact and powerful.
Five different options- drill-screwdriver with magnetic holder, portable bit-holder, spindle, angled head and bit-
holder with off-center attachment. Ideal for difficult to access points, thanks to tis extremely compact structure.
High performance thanks to its torque of 30 Nm.

Supplied with:
2 batteries GBA 12V 2 Ah
Rapid battery charger GAL
1230 CV
CaseL-BOXX
Spindle GFA 12-B
Bit-holder gfa 12-X
Off-set bit-holder GFA 12-E
Angled head GFA 12-W

ITEM: GSR 12V-15 FC PROFESSIONAL

Tech. Code

Battery tension Volt 12
Battery capacity Ah 2
Battery type Lithium
No-load speed Rpm 0-400/1300
Ø max screws mm 7
Ø Max. drilling  - Wood mm 30
Ø Max. drilling  - Steel mm 10
Tightening torque for hard/elas. coupling max Nm 30/15
Weight (with battery) Kg 0,8

CORDLESS SCREWDRIVER DRILLS BATTERY OPERATED 12V



N

N.21 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

1.0–13mm

Trapano avvitatore GSB 12V-15 robusto, con i suoi soli 189 mm, ha la forma più compatta della sua categoria,
per una maneggevolezza ottimale soprattutto nei lavori di foratura e avvitamento sopra testa e in luoghi stretti.
Ingranaggi planetari a 2 velocità di nuova concezione, per applicazioni di avvitamento e foratura potenti nel
legno e nel metallo e per forare con percussione nella muratura. Robusto mandrino autoserrante da 10 mm.
Il pratico LED di indicazione del livello di carica della batteria segnala in ogni momento lo stato di carica
disponibile. Electronic Cell Protection (ECP) Bosch: protegge la batteria dal sovraccarico, dal surriscaldamento
e dallo scaricamento completo.
LED integrato per l'illuminazione dell'area di lavoro, anche in punti poco illuminati.

Dotazione:
2 batterie GBA 12V 2 Ah
Caricabatteria rapido GAL
1230 CV
Valigetta L-BOXX
Fondina

ART. GSB 12V-15 PROFESSIONAL

Cod. Tec. N402112
GR64 Euro 239,00
Tensione batteria Volt 12
Capacità batteria Ah 2
Tipo batteria Litio
Giri a vuoto (1°/2° Vel.) Rpm 0-380/1300
Ø viti max mm 7
Ø Foratura max - Legno mm 19
Ø Foratura max - Acciaio mm 10
Ø Foratura max - Muratura mm 10
Coppia di serraggio per accopp. duro/elastico max Nm 30/15
Peso (con batteria) Kg 1

TRAPANI AVVITATORI CON PERCUSSIONE A BATTERIA 12V

Trapano avvitatore M12 FDD-202X con motore brushless POWERSTATE�, progettato e costruito da
Milwaukee�, in grado di erogare una maggiore potenza rimanendo estremamente compatto. Il sistema
intelligente REDLINK PLUS� fornisce una protezione digitale avanzata al sovraccarico per utensili e batterie, e
migliora in modo eccezionale le prestazioni dell'utensile sotto carico. La batteria REDLITHIUM-ION� offre una
costruzione del pacco batteria di qualità superiore, elettronica e prestazioni costanti per offrire più autonomia e
più efficacia durante la vita della batteria.
Mandrino in metallo 13 mm. Indicatore stato di carica della batteria.
Funziona con tutte le batterie Milwaukee� M12�.

Dotazione:
2 batterie 12V da 2,0 Ah
Caricabatterie
Valigetta Heavy Duty

ART. M12 FDD-202X

Cod. Tec. N402612
GR64 Euro 325,00
Voltaggio V 12
Capacità batteria Ah 2
Tipo batteria Li-ion
Tempo di ricarica batteria min 40
Ø Foratura max - Legno mm 35
Ø Foratura max - Acciaio mm 13
Coppia max. Nm 37
Mandrino autoserrante mm 13
Impostazione di velocità 2
Velocità 1 Rpm 0 - 450
Velocità 2 Rpm 0 - 1700
Peso (con batteria) Kg 1,2

TRAPANI AVVITATORI A BATTERIA 12V

Il prodotto è disponibile nel CAP K

GUANTI IN POLIESTERE SPALMATI IN POLIURETANO

Cod. Tec. Taglia Taglia EU

K23106 S 6

K23107 M 7

K23108 L 8

K23109 XL 9

Prodotti correlati

N.21Indivisible package  Suggested retail package - Unit price

Screwdriver drill GSB 12V-15 robust, with its only 189 mm, has the most compact shape in its class, for optimal
handling especially in drilling and screwing work over head and in tight places. Newly developed 2-speed
planetary gears for powerful screwing and drilling applications in wood and metal and for drilling with a hammer
in to the wall. Sturdy 10 mm keyless chuck. The practical LED indicationg the battery charge level which
indicates at any time the available charge status. Electronic Cell Protection (ECP) Bosch protects the battery
against overload, overheating and complete discharge Intergrated LED for illuminating the work area, even in
poorly lit areas.

Supplied with:
2 batteries GBA 12V 2 Ah
Rapid battery charger GAL
1230 CV
Case L-BOXX
Holster

ITEM: GSB 12V-15 PROFESSIONAL

Tech. Code

Battery tension Volt 12
Battery capacity Ah 2
Battery type Lithium
No-load speed Rpm 0-380/1300
Ø max screws mm 7
Ø Max. drilling  - Wood mm 19
Ø Max. drilling  - Steel mm 10
Ø Max. drilling  - Masonry mm 10
Tightening torque for hard/elas. coupling max Nm 30/15
Weight (with battery) Kg 1

CORDLESS SCREWDRIVER DRILLS WITH BATTERY PERCUSSION 12V

Screwdriver drill M12 FDD-202X with POWERSTATE� bushless motor, designed and built by Milwaukee�,
capable of delivering more power while remaining intrepidly compact. The intelligent REDLINK PLUS� system
provides advanced digital overload protection for tools and batteries and improves the performance of the
tools under load. The REDLITHIUM-ION�battery offers superior battery pack construction, electronics and
consistent performance to provide more autonomy and more work during battery life. Metal spindle 13 mm.
Battery charge indicator.Works with all Milwaukee� M12�batteries.

Supplied with:
2 Batteries 12V da 2,0 Ah
Battery charger
Heavy Duty carrying case

ITEM: M12 FDD-202X

Tech. Code

Voltage V 12
Battery capacity Ah 2
Battery type Li-ion
Battery charging time min 40
Ø Max. drilling  - Wood mm 35
Ø Max. drilling  - Steel mm 13
Torque max. Nm 37
4uick clamping chuck mm 13
Speed settings 2
Speed 1 Rpm 0 - 450
Speed 2 Rpm 0 - 1700
Weight (with battery) Kg 1,2

CORDLESS SCREWDRIVER DRILLS 12V

The products are available in chapter K

GLOVES IN CONTINUOUS POLYESTER WIRE POLYURETHANE COATED

Tech. Code Size EU size

S 6

M 7

L 8

XL 9

Related products
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N.22 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

BRUSHLESS
MOTOR

EC
1.0–13mm

Trapano avvitatore con percussione GSB 18V-60 C efficiente, durevole ed ergonomico.
Risultati eccellenti, grazie all'elevata potenza e alle impostazioni personalizzate dell'utensile nell'App Toolbox.
Compatibile con ©TrackMyToolsª, il sistema di gestione intelligente del tuo parco utensili Bosch. Il sistema
KickBack Control offre una migliore protezione dell'utilizzatore, l'elettroutensile si spegne in caso di improvvisa
rotazione attorno agli assi di foratura. Progettato per gli impieghi gravosi, grazie al motore EC brushless e
al robusto mandrino completamente in metallo. Funzione di foratura con percussione integrata, per forature
nella muratura fino a 13 mm. Perfetta manegevolezza, grazie alla testa di lunghezza ridotta e al nuovo design
dell'impugnatura.

Dotazione:
2 batterie GBA 18V 5 Ah
Caricabatteria rapido GAL
1880 CV
Valigetta L-BOXX
GC< 30-4 Prof.
Modulo Bluetooth
Low Energy

ART. GSB 18V-60 C PROFESSIONAL

Cod. Tec. N405518
GR64 Euro 669,00
Tensione batteria Volt 18
Capacità batteria Ah 5
Tipo batteria Litio
Giri a vuoto (1°/2° vel.) Rpm 0-600/1900
Ø viti max mm 10
Ø Foratura max - Legno mm 38
Ø Foratura max - Acciaio mm 13
Ø Foratura max - Muratura mm 13
Coppia di serraggio per accopp. duro/elastico max Nm 60/31
Peso (con batteria) Kg 1,9

TRAPANI AVVITATORI CON PERCUSSIONE A BATTERIA 18V

1.0–13mm

Trapano avvitatore GSR 18V-28 potente e robusto, durevole grazie alla tecnologia Electronic Motor Protection,
che protegge il motore in caso di sovraccarico e surriscaldamento.
Electronic Cell ProtectionBosch, che protegge la batteria da sovraccarico, surriscaldamento e scaricamento.
Design ergonomico e comfortevole da impugnare e manovrare, mandrino completamente in metallo da 13 mm.
20 +1 impostazioni di regolazione della frizione.

Dotazione:
2 batterie GBA 18V 5 Ah
Caricabatteria rapido GAL
1860 CV
Valigetta L-BOXX

ART. GSR 18V-28 PROFESSIONAL

Cod. Tec. N405418
GR64 Euro 459,00
Tensione batteria Volt 18
Capacità batteria Ah 5
Tipo batteria Litio
Giri a vuoto (1°/2° vel.) Rpm 0-500/1900
Ø viti max mm 8
Ø Foratura max - Legno mm 38
Ø Foratura max - Acciaio mm 13
Coppia di serraggio per accopp. duro/elastico max Nm 63/28
Peso (con batteria) Kg 1,49

TRAPANI AVVITATORI A BATTERIA 18V

Trapano avvitatore M18 CBLPD-402C con 165 mm di lunghezza per un facile accesso anche negli spazi stretti.
Mandrino Heavy Duty da 13 mm di metallo per il cambio rapido e una migliore trattenuta del bit. L'elettronica
REDLINK� offre una costruzione del pacco batteria di qualità superiore, elettronica e prestazioni costanti
per offrire più autonomia e più efficacia durante la vita della batteria. 60 Nm di coppia - massime prestazioni,
massima compattezza. Funziona con tutte le batterie Milwaukee� M18�.

Dotazione:2 batterie 18V 4 Ah
Caricabatteria
Valigetta

ART. M18 CBLPD-402C

Cod. Tec. N405718
GR64 Euro (482,00)
Voltaggio V 18
Capacità batteria Ah 4
Tipo batteria Li-ion
Tempo di ricarica batteria min 80
Ø Foratura max - Legno mm 52
Ø Foratura max - Acciaio mm 13
Ø Foratura max - Muratura mm 16
Coppia max. Nm 60
Mandrino autoserrante mm 13
Impostazioni di velocità 2
Velocità 1 Rpm 0 - 500
Velocità 2 Rpm 0 - 1800
Peso (con batteria) Kg 1,8

TRAPANI AVVITATORI A BATTERIA 18 V

N.22 Indivisible package   Suggested retail package - Unit price

Cordless screwdriver drills with percussion GSB 18V-60 C efficient, durable and ergonomic.Excellent results,
thanks to the high power and customized tool settings in the App Toolbox. Compatible with ©TrackMyToolsª,
the intelligent management system of your Bosch tool park. The Kick-Back Control system offers better user
protection, the power tool shuts off in case of sudden rotation around the drilling axes. Designed for heavy
duty use, thanks to the EC brushless motor and the sturdy all-metal spindle. Drilling function with integrated
percussion, for holes in masonry up to 13 mm. Perfect handling thanks to the reduced length of the head and
the new design of the handle.

Supplied with:
2 batteries GBA 18V 5 Ah
Rapid battery charger GAL
1880 CV
Case L-BOXX
GC< 30-4 Prof.
Module Bluetooth
Low Energy

ITEM: GSB 18V-60 C PROFESSIONAL

Tech. Code

Battery tension Volt 18
Battery capacity Ah 5
Battery type Lithium
No-load speed Rpm 0-600/1900
Ø max screws mm 10
Ø Max. drilling  - Wood mm 38
Ø Max. drilling  - Steel mm 13
Ø Max. drilling  - Masonry mm 13
Tightening torque for hard/elas. coupling max Nm 60/31
Weight (with battery) Kg 1,9

CORDLESS SCREWDRIVER DRILLS WITH BATTERY PERCUSSION 18V

Powerful and robust GSR 18V-28 drill screwdriver,durable thanks to the Electronic Motor Protection technology,
which protects the motor in case of overload and overheating.Electronic Cell ProtectioBosch, which protects
the battery from overload, overheating and discharge.Ergonomic and comfortable design to be gripped and
maneuvered, 13 mm metal spindle.20 +1 clutch adjustment settings.

Supplied with:
2 batteries GBA 18V 5 Ah
Rapid battery charger GAL
1860 CV
Case L-BOXX

ITEM: GSR 18V-28 PROFESSIONAL

Tech. Code

Battery tension Volt 18
Battery capacity Ah 5
Battery type Lithium
No-load speed Rpm 0-500/1900
Ø max screws mm 8
Ø Max. drilling  - Wood mm 38
Ø Max. drilling  - Steel mm 13
Tightening torque for hard/elas. coupling max Nm 63/28
Weight (with battery) Kg 1,49

CORDLESS DRILL SCREWDRIVERS BATTERY OPERATED 18V

Cordless screwdriver drills M18 CBLPD-402C with 165 mm length for easy access even in tight spaces. 13
mm Heavy Duty metal spindle for quick changeover and better bit retention. The REDLINK� electronics offers
superior battery pack construction, electronics and consistent performance to provide more battery life and
work during battery life. 60 Nm of torque - maximum performance, maximum compactness. Works with all
Milwaukee� M18� batteries.

Supplied with:
2 Batteries 18V 4 Ah
Battery charger
Case

ITEM: M18 CBLPD-402C

Tech. Code

Voltage V 18
Battery capacity Ah 4
Battery type Li-ion
Battery charging time min 80
Ø Max. drilling  - Wood mm 52
Ø Max. drilling  - Steel mm 13
Ø Max. drilling  - Masonry mm 16
Torque max. Nm 60
4uick clamping chuck mm 13
Speed settings 2
Speed 1 Rpm 0 - 500
Speed 2 Rpm 0 - 1800
Weight (with battery) Kg 1,8

CORDLESS SCREWDRIVER DRILLS 18 V
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N.23 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Avvitatore ad Impulsi da 1/2" con coppia massima di 500 Nm e coppia di spicco di 750 Nm.
Il sistema di controllo della potenza della serie IQV include 4 modalità:
Potenza massima, Media potenza, Serraggio a chiave e Serraggio manuale.
Tecnologia IQV a motore brushless e illuminazione senza ombre.

Dotazione:
Avvitatore Impactool da 1/2"
Caricabatterie da 12/20 V
Batterie agli ioni di litio:
BL2012 (2,5 Ah)
BL2022 (5,0 Ah)
Borsa

ART. W5152-K22-EU

Cod. Tec. N409620
GR64 Euro 699,00
Tensione batteria Volt 20
Capacità batteria Ah 2,5 e 5,0
Tipo batteria Litio
Coppia max Nm 500
Giri a vuoto/min. Rpm 2100
Attacco quadro pollice 1/2
Colpi/min. Bpm 3300
Lunghezza mm 170
Sonoro Db(A) 90
Vibrazioni m/s2/K 11,3/2,6
Peso (con batteria BL 2022) Kg 2,3
Peso (con batteria BL 2012) Kg 2,1

AVVITATORI AD IMPULSI A BATTERIA 20V

Trapano avvitatore con percussione M18 FPD2-502X ancora più efficace sotto sforzo coppia massima senza
pari di 135 Nm.
Estremamente compatto: lunghezza di 175 mm per lavorare in spazi stretti. Nuovo mandrino Heavy Duty
garantisce una maggiore ritenuta degli inserti. Il motore senza spazzole brushless POWERSTATE�,
progettato e costruito da Milwaukee�, per applicazioni gravose. il sistema intelligente REDLINK PLUS�
fornisce una protezione digitale avanzata al sovraccarico per utensili e batterie, e migliora in modo eccezionale
le prestazioni dell'utensile sotto carico.
Funziona con tutte le batterie Milwaukee� M18�.

Dotazione:
2 batterie 18V 5,0 Ah
Caricabatterie
Valigetta Heavy Duty

ART. M18 FPD2-502X

Cod. Tec. N405918
GR64 Euro 731,00
Voltaggio V 18
Capacità batteria Ah 5
Tipo batteria Li-ion
Tempo di ricarica batteria min 59
Ø Foratura max - Legno mm 89
Ø Foratura max - Acciaio mm 16
Ø Foratura max - Muratura mm 16
Coppia max. Nm 135
Mandrino autoserrante mm 13
Impostazioni di velocità 2
Velocità 1 Rpm 0 - 550
Velocità 2 Rpm 0 - 2000
Peso (con batteria) Kg 2,2

TRAPANI AVVITATORI CON PERCUSSIONE A BATTERIA 18V

Avvitatore ad impulsi M18 FID2-502X ancora più efficace sotto sforzo, coppia massima senza pari di 226 Nm.
Attacco esagonale da ó" per un veloce e semplice cambio di inserti. La più alta velocità in avvitatura - fino a
3600 giri/min e 4300 colpi al minuto. Estrema compattezza: solo 117 mm di lunghezza per un facile accesso
anche negli spazi stretti. Il sistema intelligente REDLINK PLUS� fornisce una protezione digitale avanzata
al sovraccarico per utensili e batterie, e migliora in modo eccezionale le prestazioni dell'utensile sotto carico.
La batteria REDLITHIUM-ION� offre una costruzione del pacco batteria di qualità superiore, elettronica e
prestazioni costanti per offrire più autonomia e più lavoro durante la vita della batteria.
Funziona con tutte le batterie Milwaukee� M18�.

Dotazione:
2 batterie 18V da 5,0 Ah
1 caricabatterie
Valigetta Heavy Duty

ART. M18 FID2-502X

Cod. Tec. N406318
GR64 Euro 731,00
Voltaggio V 18
Capacità batteria Ah 5
Tipo batteria Li-ion
tempo di ricarica batteria min 59
Coppia di serraggio max. Nm 226
Ø max. bullone M16
Frequenza del colpo Bpm 0 - 4300
Velocità a vuoto Rpm 0 - 3600
Peso (con batteria) Kg 1,7

AVVITATORI AD IMPULSI A BATTERIA 18V

N.23Indivisible package  Suggested retail package - Unit price

Drill screwdrivers 1/2" Impact wrench with a maximum torque of 500 Nm and a torque of 750 Nm.
The IQV series power control system includes 4 modes:
Maximum power, Medium power, Key lock and Manual tightening.
IQV technology with brushless motor and lighting without shadows.

Supplied with:
Impactool screwdriver of 1/2"
Battery charger of 12/20 V
Lithium-ion batteries
BL2012 (2,5 Ah)
BL2022 (5,0 Ah)
Bag

ITEM: W5152-K22-EU

Tech. Code

Battery tension Volt 20
Battery capacity Ah 2,5 e 5,0
Battery type Lithium
Torque max Nm 500
No-load speed/min. Rpm 2100
Square drive Inch 1/2
Strokes/min. Bpm 3300
Length mm 170
Noise level Db(A) 90
Vibration m/s2/K 11,3/2,6
Weight (with battery BL 2022) Kg 2,3
Weight (with battery BL 2012) Kg 2,1

CORDLESS REVERSIBLE SCREWDRIVERS BATTERY OPERATED 20V

Cordless drill screwdriver with M18 FPD2-502X percussion even more effective under stress - unmatched
maximum torque of 135 Nm. Extremely compact: 175 mm in length for working in tight spaces. New Heavy
Duty spindle ensures greater retention of the insertsThe POWERSTATE�brushless motor, designed and built
by Milwaukee� , for heavyduty applications. The intelligent REDLINK PLUS� system provides advanced digital
overload protection for tools and batteries, and improves the performance of the tool under load. Works with
all Milwaukee� M18�batteries.

Supplied with:
2 Batteries 18V 5,0 Ah
Battery charger
Heavy Duty carrying case

ITEM: M18 FPD2-502X

Tech. Code

Voltage V 18
Battery capacity Ah 5
Battery type Li-ion
Battery charging time min 59
Ø Max. drilling  - Wood mm 89
Ø Max. drilling  - Steel mm 16
Ø Max. drilling  - Masonry mm 16
Torque max. Nm 135
4uick clamping chuck mm 13
Speed settings 2
Speed 1 Rpm 0 - 550
Speed 2 Rpm 0 - 2000
Weight (with battery) Kg 2,2

CORDLESS SCREWDRIVER DRILLS WITH 18V PERCUSSION

Impulse screwdrivers M18 FID2-502X even more effective under unequaled maximum torque force of 226
Nm. 1/4 " hexagonal connection for quick and easy insertion changes. The highest screwdring speed - up to
3600 rpm and 4300 strokes per minute. Extremely compact: only 117 mm in length for easy access even in
rough spaces. The intelligent REDLINK PLUS � system provides advanced digital overload protection for tools
and batteries and dramatically improves tool performance under load The REDLITHIUM-ION� battery offers
superior quality battery pack construction, electronics and consistent performance for offering more autonomy
and more work during the life of the battery. Works with all Milwaukee� M18 � batteries.

Supplied with:
2 Batteries 18V to 5,0 Ah
1 Battery charger
Heavy Duty carrying case

ITEM: M18 FID2-502X

Tech. Code

Voltage V 18
Battery capacity Ah 5
Battery type Li-ion
Battery charging time min 59
Tightening torque coupling max. Nm 226
Ø max. bolt M16
Impact rate Strokes/min 0 - 4300
No-load speed Rpm 0 - 3600
Weight (with battery) Kg 1,7

IMPULSE SCREWDRIVERS 18V
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N.24 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

La forma più compatta della sua classe (lunghezza complessiva di soli 278 mm, incl. attacco SDS-plus)
anche per applicazioni di avvitamento e foratura da piccole a medie nel legno e nel metallo. Massa battente
pneumatica, ottimizzata per fori da 4 a 8 mm. Avvitamenti: viti fino a 6 mm di diametro nel legno. Tecnologia
al litio Premium Bosch: unica al mondo, per una durata delle batterie superiore del 400% e una potenza
delle batterie imbattibile. Electronic Cell Protection (ECP) Bosch: protegge la batteria dal sovraccarico, dal
surriscaldamento e dallo scaricamento completo. Hyper Charge Bosch: con la ricarica rapida, già dopo metà
tempo di ricarica le batterie sono caricate al 75%. Nessun effetto memoria: la batteria può essere ricaricata in
qualsiasi momento, indipendentemente dal livello di carica, senza rischiare di danneggiare le celle.

Dotazione:
2 batterie al Litio da 2 Ah
Caricabatteria AL 1860CV
L-BOXX

ART. GBH 18 V-LI COMPACT PROFESSIONAL

Dimensioni: 285 x 218h mm

Cod. Tec. N406018
GR64 Euro 549,00
Tensione batteria Volt 18
Potenza colpo - 1
Numero colpi per numero di giri nominali/min. 0 - 4950
Giri nominali Rpm 0 - 1050
Attacco utensile SDS-plus
Ø foro in calcestruzzo con punte per martelli mm 4 - 12
Campo d'applicaz. calcestruzzo con punte per martelli mm 4 - 8
Ø Foratura max - Acciaio mm 8
Ø Foratura max - Legno mm 16
Peso (con batteria) Kg 1,9

MARTELLI PERFORATORI A BATTERIA 18V

Avvitatore ad Impulsi da 1/2" con coppia massima di 1.360 Nm e coppia di spicco di 2033 Nm.
Il sistema di controllo della potenza della serie IQV include 4 modalità:
potenza massima, media potenza, serraggio a chiave e serraggio manuale.
Tecnologia IQV a motore brushless e illuminazione senza ombre.
Anello luminoso a LED con 4 regolazioni di intensità.

Dotazione:
Avvitatore Impactool da 1/2"
caricabatterie da 12/20 V
2 batterie agli ioni di litio
BL2022 (5,0 Ah)
Borsa

ART. W7152EU-K22

Cod. Tec. N410120
GR64 Euro 775,00
Tensione batteria Volt 20
Capacità batteria Ah 5
Tipo batteria Litio
Coppia max Nm 1360
Giri a vuoto/minuto Rpm 1900
Attacco quadro pollice 1/2
Colpi/minuto Bpm 2450
Lunghezza mm 207
Sonoro Db(A) 95
Vibrazioni m/s2/K 17/3,7
Peso (con batteria) Kg 3,4

AVVITATORI AD IMPULSI A BATTERIA 20V

N.24 Indivisible package   Suggested retail package - Unit price

The most compact in its class (total length of only 278 mm, incl. SDS Plus) for small to medium screw-driving
and drilling operations on wood and metal. Pneumatic hammer mechanism, optimised for holes from 4 to 8 mm.
Screwing: screws up to 6 mm diameter in wood. Bosch Premium Lithium technology: the only one if its kind
ensuring as much as 400% longer battery life and unbeatable battery power. Bosch Electronic Cell Protection
(ECP): protects the battery against overload, overheating and total discharge. Bosch Hyper Charge: thanks to
rapid charging, the batteries are charged to 75% after only half of the total charging time. No memory effect: the
battery can be recharged at any time regardless of the charge level without damaging the cells.

Equipment:
2 x 2 Ah Lithium
Charger AL 1820 CV
Case L-BOXX

ITEM: GBH 18 V-LI COMPACT PROFESSIONAL

Dimensions: 285 x 218 h mm

Tech. Code

Battery tension Volt 18
Stroke power J 1
Impact frequency at no-load/min. 0 - 4950
Rated speed Rpm 0 - 1050
Tool coupling SDS-plus
Ø concrete hole with hammer drills mm 4 - 12
Application range concrete with hammers drills mm 4 - 8
Ø Max. drilling  - Steel mm 8
Ø Max. drilling  - Wood mm 16
Weight (with battery) Kg 1,9

CORDLESS ROTARY HAMMERS 18V BATTERY

Drill screwdrivers 1/2" Impact wrench with a maximum torque of 1.360 Nm and a torque of 2033 Nm. The
IQV series power control system includes 4 modes: Maximum power, Medium power, Key lock and Manual
tightening. IQV technology with brushless motor and lighting without shadows.
LED light ring with 4 intensity settings.

Supplied with:
Impactool screwdriver of 1/2"
Battery charger of 12/20 V
2 Lithium-ion batteries
BL2022 (5,0 Ah)
Bag

ITEM: W7152EU-K22

Tech. Code

Battery tension Volt 20
Battery capacity Ah 5
Battery type Lithium
Torque max Nm 1360
No-load speed/min Rpm 1900
Square drive Inch 1/2
Strokes/min. Bpm 2450
Length mm 207
Noise level Db(A) 95
Vibration m/s2/K 17/3,7
Weight (with battery) Kg 3,4

CORDLESS REVERSIBLE SCREWDRIVERS BATTERY OPERATED 20V



N

N.25 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Smerigliatrice angolare GWS 18-25 V-LI con elevata capacità di asportazione e di taglio nella sua categoria per
ciascuna ricarica della batteria, batterie con tecnologia ©CoolPackª: assicurano una dissipazione ottimale del
calore, prolungando quindi la durata della batteria fino al 100% (confronto con batterie al litio senza tecnologia
©CoolPackª). Impugnatura impiegabile a sinistra e a destra. Il pratico LED di indicazione del livello di carica
della batteria informa in ogni momento sullo stato di carica disponibile, nessun effetto memoria: la batteria può
essere ricaricata in qualsiasi momento, indipendentemente dal livello di carica, senza rischiare di danneggiare
le celle.
Electronic Cell Protection(ECP) Bosch per proteggere la batteria dal sovraccarico, dal surriscaldamento e dallo
scaricamento completo.

Dotazione:
2 batterie GBA 18V 5 Ah
Caricabatteria rapido
GAL 1880 CV
Valigetta L-BOXX
Chiave a due fori
Cuffia di protezione
Dado di serraggio
Flangia di serraggio
Impugnatura supplementare

ART. GWS 18-125 V-LI PROFESSIONAL

Cod. Tec. N406418
GR64 Euro 635,00
Tensione batteria Volt 18
Capacità batteria Ah 5
Tipo batteria Litio
Giri a vuoto/min. Rpm 10.000
Ø mola mm 125
Ø platorello mm 125
Attacco alberino filettato M 14
Peso (con batteria) Kg 2,3

SMERIGLIATRICI ANGOLARI A BATTERIA 18V

BRUSHLESS
MOTOR

EC

Smerigliatrice angolare a batteria GWS 18V-125 SC con potenza pari a quella di una smerigliatrice a filo da
1000 W, grazie al motore EC brushless e alla batteria con tecnologia ProCORE18V. Prima smerigliatrice
angolare al mondo con funzione Drop Control, che spegne immediatamente l'utensile in caso di caduta sul
pavimento, per una superiore protezione dell'utilizzatore. Il display di comando fornisce informazioni attive
sull'utensile e consente di selezionare il numero di giri, per la massima praticità. Connettività Bluetooth, per
ottenere informazioni dettagliate sull'utensile ed impostarlo tramite dispositivo mobile.

Dotazione:
2 batterie GBA 18V 5 Ah
Caricabatteria rapido
GAL 1880 CV
Valigetta L-BOXX
Chiave a due fori
Cuffia di protezione
Dado di serraggio
Flangia di serraggio
Impugnatura Vibration Control
Connettività Bluetooth
integrata

ART. GWS 18-125 SC PROFESSIONAL

Cod. Tec. N406618
GR64 Euro 855,00
Tensione batteria Volt 18
Capacità batteria Ah 6,3
Tipo batteria mm Litio
Giri a vuoto/min. Rpm 4500 - 9000
Ø mola mm 125
Ø platorello mm 125
Attacco alberino filettato M 14
Peso (con batteria) Kg 2,8

Smerigliatrice angolare M18 CAG115X-502X con rotore senza spazzole Milwaukee� POWERSTATE�
presenta una durata 10 volte superiore e fino al 25% di autonomia in più rispetto ai motori tradizionali. Indicatore
stato di carica della batteria. Il sistema intelligente REDLINK PLUS� fornisce una protezione digitale avanzata
al sovraccarico per utensili e batterie, migliora in modo eccezionale le prestazioni dell'utensile sotto carico.
La batteria REDLITHIUM-ION� offre una costruzione del pacco batteria di qualità superiore, elettronica e
prestazioni costanti per offrire più autonomia e più efficacia durante la vita della batteria. Regolazione della
calotta di protezione senza attrezzi. Funziona con tutte le batterie Miwaukee� M18�.

Dotazione:
2 batterie 18V da 5,0 Ah
1 valigetta Heavy Duty
Calotta di protezione
Impugnatura AVS
Flangia
2 griglie di protezione

ART. M18 CAG115X-502X

Cod. Tec. N406518
GR64 Euro 719,00
Profondità di taglio max. mm 28
Giri a vuoto/min. Rpm 8500
Blocco riavvio accidentale Si
Ø disco mm 115
Filettatura albero M14
Voltaggio V 18
Tipo batteria Li-ion
Capacità batteria Ah 5
Tempo di ricarica batteria min 59
Peso (con batteria) Kg 2,5

SMERIGLIATRICI ANGOLARI A BATTERIA 18V

N.25Indivisible package  Suggested retail package - Unit price

GWS 18-25 V-LI angle grinder with high cutting capacity in its category for each battery recharge, batteries with
"CoolPack" technology: ensure optimal heat dissipation, thus prolonging battery life up to 100% (comparison
with lithium batteries without "CoolPack" technology). Hand grip on the left and on the right. The practical
battery charge indication LED informs you at all times about the available charge status, no memory effect: the
battery can be recharged at any time, regardless of the charge level, without risking damage to the cells. Bosch
Electronic Cell Protection (ECP) to protect the battery from overload, overheating and complete discharge.

Supplied with :
2 batteries GBA 18V 5 Ah
Rapid battery charger GAL
1880 CV
Case L-BOXX
Two hole wrench
Protection cap
Clamping nut
Clamping flange
Extra handle

ITEM: GWS 18-125 V-LI PROFESSIONAL

Tech. Code

Battery tension Volt 18
Battery capacity Ah 5
Battery type Lithium
No-load speed/min. Rpm 10.000
Ø grinding wheels mm 125
Ø pad mm 125
Threaded shaft coupling M 14
Weight (with battery) Kg 2,3

CORDLESS ANGLE GRINDER BATTERY OPERATED 18V

Cordless battery operated angle grinder GWS 18V-125 SC with the same power equal to that of wire grinder
1000 W. Thanks to the EC burshless motor and the battery with ProCORE18V technology. The first angle
grinder in the world with drop control function, which Immediately turns off the tool in case of a fall on the floor
for superior user protection. The command display provides active Information about the tool and allows you to
select the number of laps, for maximum convenience. Bluetoooth connectivity to get detailed information of the
tool and set in via a mobile device.

Supplied with:
2 batteries GBA 18V 5 Ah
Rapid battery charger GAL
1880 CV
Case L-BOXX
2 Hole wrench
Clamping nut

Clamping flange
Vibration Control handle
Intergrated Bluetooth
Connectivity

ITEM: GWS 18-125 SC PROFESSIONAL

Tech. Code

Battery tension Volt 18
Battery capacity Ah 6,3
Battery type mm Lithium
No-load speed/min. Rpm 4500 - 9000
Ø grinding wheels mm 125
Ø pad mm 125
Threaded shaft coupling M 14
Weight (with battery) Kg 2,8

M18 CAG115X-502 X angle grinder with brushless rotor Milwaukee� POWERSTATE� has a service life
of 10 times longer and up to 25% longer than conventional motors. Battery charge indicator. The intelligent
REDLINK PLUS� system provides advanced digital overload protection for tools and batteries, improves
the performance of the tool under load. The REDLITHIUM-ION� battery offers superior quality battery pack
construction electronics and consistent performance to provide more autonomy and more work during battery
life. Adjustment of the protective cover without tools. Works with all Miwaukee� M18 batteries.

Supplied with:
2 Batteries 18V da 5,0 Ah
1 Heavy Duty carrying case
Protection cap
AVS handle
Flange
2 Protection grids

ITEM: M18 CAG115X-502X

Tech. Code

Cutting depth max. mm 28
No-load speed/min. Rpm 8500
Accidental restart lock Si
ø Disc mm 115
Threaded shaft coupling M14
Voltage V 18
Battery type Li-ion
Battery capacity Ah 5
Battery charging time min 59
Weight (with battery) Kg 2,5

CORDLESS ANGLE GRINDER BATTERY OPERATED 18V
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N.26 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR64
Euro Volt Art. Fornitore

N409518 89,00 12 - 14,4 - 18 GA; 18V-30

CARICABATTERIE CELLE LITIO

Cod. Tec. GR64
Euro Volt Ah

N409012 80,00 12 2
N409014,4/4 160,00 14,4

4N409018/4 199,00 18

BATTERIE AL LITIO

Cod. Tec. GR64
Euro Volt Ah

N409418 139,00 18 2

BATTERIA WIRELESS 18V

Cod. Tec. GR64
Euro Volt Ah

N4080122 84,50
12

2
N4080124 119,00

4N4080184 187,00
18N4080185 222,30 5

BATTERIE AL LITIO

Cod. Tec. GR64
Euro Volt Art. Fornitore

N408112/18 110,70 12 - 18 4932352959

CARICABATTERIE

N.26 Indivisible package   Suggested retail package - Unit price

Tech. Code Volt Supplier item

12 - 14,4 - 18 GAX 18V-30

LITHIUM CELL BATTERY CHARGERS

Tech. Code Volt Ah

12 2
14.4

4
18

LITHIUM BATTERIES

Tech. Code Volt Ah

18 2

WIRELESS BATTERIES 18V

Tech. Code Volt Ah

12
2

4
18

5

LITHIUM BATTERIES

Tech. Code Volt Supplier art.

12 - 18 4932352959

BATTERY CHARGER
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N.27 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Il modello BL2022, 5,0Ah ha lo stesso peso e le stesse dimensioni del suo predecessore da 3,0Ah, ma
garantisce un tempo di funzionamento più lungo del 68%.
Ergonomia: design con pulsante su due lati in attesa di brevetto per un'installazione più semplice della batteria.
Durabilità: il sistema di gestione intelligente (BMS) consente alla batteria di comunicare con l'utensile ed il
caricabatterie per fornire una tripla protezione della batteria, evitare i sovraccarichi e controllare lo stato di
carica/scarica eccessiva per garantire una vita utile più lunga dell'utensile e della batteria.

ART. BL2022

Cod. Tec. N409820
GR64 Euro 215,00
Tensione batteria Volt 20
Capacità batteria Ah 5
Peso Kg 0,72

BATTERIE 20V

Versatilità: un caricabatterie per tutte le batterie Ingersoll Rand, compatibile con tutte le batterie IR da 20 V e da
12 V esistenti è in grado di caricare dispositivi mobili USB. Durabilità: l'alloggiamento in composito è resistente
all'usura, alle abrasioni e alle cadute e può essere fissato con viti a una parete o a una cassetta degli attrezzi.

ART. BC1121-EU

Cod. Tec. N409920
GR64 Euro 112,00
Tensione batteria Volt 12/20

CARICABATTERIE 20V

N.27Indivisible package  Suggested retail package - Unit price

The BL2022, 5.0Ah has the same weight and the same dimensions as its 3.0Ah predecessor,but guarantees
a longer operating time of 68%.
Ergonomics: patent-pending two-sided button designed for easier battery installation. Durability: The Intelegent
management system BMS) allows the battery to communicate with the tool and the charger to provide triple
battery protection, to avoid overloads and to check the charge / discharge status to ensure a longer useful life
of the tool and battery.

ITEM: BL2022

Tech. Code

Battery tension Volt 20
Battery capacity Ah 5
Weight Kg 0,72

BATTERY 20V

Versatility: A charger for all Ingersoll Rand batteries, compatible with all existing 20 V and 12 V IR batteries,
can charge USB mobile devices. Durability: The composite housing is hard wearing, resistant to abrasion and
falls, it can also be fixed with screws to walls or tool boxes.

ITEM: BC1121-EU

Tech. Code

Battery tension Volt 12/20

BATTERY CHARGER 20V



N

N.28 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Tensione di alimentazione 230 volt, potente e compatto, elettronica di controllo per una fase d'inizio della
foratura precisa. Mandrino autoserrante in metallo per la massima precisione e una lunga durata, con vite di
sicurezza antiallentamento nella rotazione sinistrorsa, impugnatura con rivestimento Softgrip per una presa
sicura e confortevole, pratico fermaglio per attacco alla cintura, collare Ø 43 mm per impiego anche su supporto
a colonna.

ART. GBM 10 RE PROFESSIONAL

Dimensioni: 249x194h mmCod. Tec. N4100600/1
GR64 Euro 199,00
Potenza Watt 600
Giri a vuoto Rpm 0-2600
Attacco alberino filettato 1/2 UNF
Mandrino mm 10
Ø Foratura max - Acciaio mm 10
Ø Foratura max - Alluminio mm 10
Ø Foratura max - Legno mm 25
Peso Kg 1,7

TRAPANI REVERSIBILI

Tensione di alimentazione 230 volt, corpo cilindrico slanciato, misura angolare ridotta (solo 23 mm) e altezza
molto contenuta grazie al mandrino incassato. Preselezione del numero di giri con rotellina di regolazione,
mandrino a cremagliera.

ART. GWB 10 RE PROFESSIONAL

Dimensioni: 298x76h mmCod. Tec. N4109400ANG
GR64 Euro 455,00
Potenza Watt 400
Giri a vuoto Rpm 0-1100
Mandrino mm 10
Ø Foratura max - Acciaio mm 10
Ø Foratura max - Alluminio mm 10
Ø Foratura max - Legno mm 22
Peso Kg 1,7

TRAPANI AD ANGOLO REVERSIBILI

AUTOLOCK

Tensione di alimentazione 230 Volt, compatto e maneggevole con robusta carcassa ingranaggi in metallo,
preselezione del numero di giri con rotellina di regolazione. Mandrino autoserrante in metallo con Auto-Lock
per un rapido cambio utensile con una sola mano, impugnatura con rivestimento Softgrip per una presa sicura
e confortevole, attacco sferico del cavo per evitarne la rottura e migliorare l'operatività, collare Ø 43 mm per
impiego anche su supporto a colonna.

Dotazione:
Impugnatura supplementare
Asta di profondità 210 mm
Valigetta in plastica

ART. GSB 16 RE PROFESSIONAL

Dimensioni: 285x214h mm

Cod. Tec. N4110750P/1
GR64 Euro 199,00
Potenza Watt 750
Giri a vuoto Rpm 0-2800
Numero di colpi per numero di giri a vuoto/min. 0-47600
Attacco alberino filettato 1/2 UNF
Mandrino 13
Ø Foratura max - Calcestuzzo mm 16
Ø Foratura max - Muratura mm 18
Ø Foratura max - Acciaio mm 13
Ø Foratura max - Legno mm 30
Peso Kg 2,2

TRAPANI A PERCUSSIONE REVERSIBILI

Tensione di alimentazione 230 volt, potente e preciso completamente munito di cuscinetti a sfera e a rulli per
una lunga durata e un lavoro accurato, preselezione del numero di giri con rotellina di regolazione. Mandrino
autoserrante in metallo per la massima precisione e una lunga durata con vite di sicurezza antiallentamento
nella rotazione sinistrorsa, collare Ø 43 mm per impiego anche su supporto a colonna.

Dotazione;
Impugnatura supplementare
Asta di profondità 210 mm

ART. GBM 13-2 RE PROFESSIONAL

Dimensioni: 332x208h mm

Cod. Tec. N4103750/1
GR64 Euro 345,00
Potenza Watt 750
Giri a vuoto Rpm 0-1000/3000
Attacco alberino filettato 1/2 UNF
Mandrino mm 13
Ø Foratura max - Acciaio mm 13/8
Ø Foratura max - Alluminio mm 20/12
Ø Foratura max - Legno mm 32/20
Peso Kg 2,4

N.28 Indivisible package   Suggested retail package - Unit price

Supply voltage 230 Volt, powerful and compact, electronic control for a precise initial drilling phase. Auto-
locking metal chuck for high precision and long service life, with anti-loosening safety screw during left-hand
rotation, handle with Softgrip coating for a secure and comfortable grip, practical belt clip attachment, 43 mm
collar Ø for use on a column support.

ITEM: GBM 10 RE PROFESSIONAL

Dimensions: 249 x 194 h mmTech. Code

Power Watt 600
No-load speed Rpm 0-2600
Threaded shaft coupling 1/2 UNF
Chuck mm 10
Ø Max. drilling  - Steel mm 10
Ø Max. drilling - Aluminium mm 10
Ø Max. drilling  - Wood mm 25
Weight Kg 1,7

ELECTRIC REVERSIBLE DRILLS

Supply voltage 230 Volt, slender cylindrical body, small angular size (only 23 mm) and very low height thanks
to the cashed chuck. Pre-set number of revolutions with speed setting wheel, chuck rack.

ITEM: GWB 10 RE PROFESSIONAL

Dimensions: 298 x 76 h mmTech. Code

Power Watt 400
No-load speed Rpm 0-1100
Chuck mm 10
Ø Max. drilling  - Steel mm 10
Ø Max. drilling - Aluminium mm 10
Ø Max. drilling  - Wood mm 22
Weight Kg 1,7

ELECTRIC REVERSIBLE ANGLED DRILLS

Supply voltage 230 Volt, compact and handy with sturdy metal gear housing, pre-set number of revolutions with
setting wheel. Auto-locking metal chuck with Auto-Lock for quick one-handed tool changes, handle with Softgrip
coating for a secure and comfortable grip, ball coupling of the cable to prevent breakage and improve operation,
43 mm collar Ø for use also on a column support.

Equipment:
Auxiliary handle
Depth stop 210 mm
Plastic case

ITEM: GSB 16 RE PROFESSIONAL

Dimensions: 285 x 214 h mm

Tech. Code

Power Watt 750
No-load speed Rpm 0-2800
Impact frequency at no-load/min. 0-47600
Threaded shaft coupling 1/2 UNF
Chuck 13
Ø Max. drilling  - Concrete mm 16
Ø Max. drilling  - Masonry mm 18
Ø Max. drilling  - Steel mm 13
Ø Max. drilling  - Wood mm 30
Weight Kg 2,2

ELECTRIC REVERSIBLE IMPACT DRILLS

Supply voltage 230 Volt, powerful and accurate, fully equipped with ball and roller bearings for long service life
and precise work, pre-set number of revolutions with setting wheel. Auto-locking metal chuck for high precision
and long service life,with anti-loosening safety screw during left-hand rotation, 43 mm collar Ø for use on a
column support.

Equipment:
Auxiliary handle
Depth stop 210 mm

ITEM: GBM 13-2 RE PROFESSIONAL

Dimensions: 332 x 208 h mm

Tech. Code

Power Watt 750
No-load speed Rpm 0-1000/3000
Threaded shaft coupling 1/2 UNF
Chuck mm 13
Ø Max. drilling  - Steel mm 13/8
Ø Max. drilling - Aluminium mm 20/12
Ø Max. drilling  - Wood mm 32/20
Weight Kg 2,4
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N.29 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

AUTOLOCK

Tensione di alimentazione 230 Volt, potente e versatile con robusta carcassa ingranaggi in metallo,
preselezione del numero dei giri con rotellina di regolazione, frizione meccanica antirotazione e di sicurezza
contro il sovraccarico. Mandrino autoserrante in metallo con Auto-Lock per un rapido cambio utensile con una
sola mano, impugnatura con rivestimento Softgrip per una presa sicura e confortevole, attacco sferico del cavo
per evitarne la rottura e migliorare l'operatività, collare Ø 43 mm per impiego anche su supporto a colonna.

Dotazione:
Impugnatura supplementare
Asta di profondità 210 mm
Valigetta in plastica

ART. GSB 19-2 RE PROFESSIONAL

Dimensioni: 336x214h mm

Cod. Tec. N4120850P/1
GR64 Euro 239,00
Potenza Watt 850
Giri a vuoto 0-1000/3000
Numero di colpi per numero di giri a vuoto/min. (1°/2° vel.) 0-17000 0-51000
Attacco alberino filettato 1/2 UNF
Mandrino mm 13
Ø Foratura max (1°/2° vel.) - Calcestuzzo mm 18/13
Ø Foratura max (1°/2° vel.) - Muratura mm 20/15
Ø Foratura max (1°/2° vel.) - Acciaio mm 13/8
Ø Foratura max (1°/2° vel.) - Legno mm 40/25
Peso Kg 2,6

AUTOLOCK

Tensione di alimentazione 230 Volt, potente e adatto per le applicazioni più impegnative, Constant Electronic
per un numero di giri costante anche sotto carico, Torque Control per la preselezione della potenza di rotazione,
frizione meccanica antirotazione e di sicurezza contro il sovraccarico. Mandrino autoserrante in metallo con
Auto-Lock per un rapido cambio utensile con una sola mano, impugnatura con rivestimento Softgrip per una
presa sicura e confortevole, attacco sferico del cavo per evitare rotture e impedimenti, collare Ø 43 mm per
impiego anche su supporto a colonna.

Dotazione:
Impugnatura supplementare
Asta di profondità 210 mm
Valigetta in plastica

ART. GSB 21-2 RCT PROFESSIONAL

Dimensioni: 355x220h mm

Cod. Tec. N41221300P/1
GR64 Euro 339,00
Potenza Watt 1300
Giri a vuoto 0-900/3000
Numero di colpi per numero di giri a vuoto/min. (1°/2° vel.) 0-15300 0-51000
Attacco alberino filettato 1/2 UNF
Mandrino mm 13
Ø Foratura max (1°/2° vel.) - Calcestuzzo mm 22/13
Ø Foratura max (1°/2° vel.) - Muratura mm 24/16
Ø Foratura max (1°/2° vel.) - Acciaio mm 16/10
Ø Foratura max (1°/2° vel.) - Legno mm 40/25
Peso Kg 2,9

Trapano a percussione GSB 13 RE estremamente maneggevole e leggero solo 1,8 Kg. Softgrip per una presa
più sicura e confortevole, robusto mandrino autoserrante a due bussole in metallo per un cambio utensile
rapido. Preselezione del numero di giri con rotellina di regolazione, rotazione destrorsa e sinistrorsa.

Dotazione:
Impugnatura supplementare
Limitatore di profondità 210
mm
Mandrino autoserrante 13 mm

ART. GSB 13 RE PROFESSIONAL

Dimensioni: 266x180h mm

Cod. Tec. N4111600P/1
GR64 Euro 109,00
Potenza Watt 600
Giri a vuoto Rpm 0 - 2800
Numero di colpi per numero di giri a vuoto/min. 0 - 44800
Attacco alberino filettato 1/2 UNF
Mandrino mm 13
Ø Foratura max - Calcestruzzo mm 13
Ø Foratura max - Muratura mm 15
Ø Foratura max - Acciaio mm 10
Ø Foratura max - Legno mm 25
Peso Kg 1,8

TRAPANI A PERCUSSIONE REVERSIBILI

N.29Indivisible package  Suggested retail package - Unit price

Supply voltage 230 Volt, compact and handy with sturdy metal gear housing, pre-set number of revolutions with
setting wheel, mechanical anti-rotation and anti-overload-clutch. Auto-locking metal chuck with Auto-Lock for
quick one-handed tool changes, handle with Softgrip coating for a secure and comfortable grip, ball coupling
of the cable to prevent breakage and improve operation, 43 mm collar Ø for use also on a column support.

Equipment:
Auxiliary handle
Depth stop 210 mm
Plastic case

ITEM: GSB 19-2 RE PROFESSIONAL

Dimensions: 336 x 214 h mm

Tech. Code

Power Watt 850
No-load speed 0-1000/3000
Impact frequency at no-load/min. (1°/ 2° speed) 0-17000 0-51000
Threaded shaft coupling 1/2 UNF
Chuck mm 13
Ø Max. drilling (1°/2° speed) - Concrete mm 18/13
Ø Max. drilling (1°/2° speed) - Brickwork mm 20/15
Ø Max. drilling (1°/2° speed) - Steel mm 13/8
Ø Max. drilling (1°/2° speed) - Wood mm 40/25
Weight Kg 2,6

Supply voltage 230 Volt, powerful and suitable for the most demanding applications, Constant Electronic for
constant rpm even when under load, Torque Control for rotation power pre-selection, mechanical anti-rotation
and anti-overload clutch. Auto-locking metal chuck with Auto-Lock for quick one-handed tool changes, handle
with Softgrip coating for a secure and comfortable grip, ball coupling of the cable to prevent breakage and
improve operation, 43 mm collar Ø for use also on a column support.

Equipment:
Auxiliary handle
Depth stop 210 mm
Plastic case

ITEM: GSB 21-2 RCT PROFESSIONAL

Dimensions: 355 x 220 h mm

Tech. Code

Power Watt 1300
No-load speed 0-900/3000
Impact frequency at no-load/min. (1°/ 2° speed) 0-15300 0-51000
Threaded shaft coupling 1/2 UNF
Chuck mm 13
Ø Max. drilling (1°/2° speed) - Concrete mm 22/13
Ø Max. drilling (1°/2° speed) - Brickwork mm 24/16
Ø Max. drilling (1°/2° speed) - Steel mm 16/10
Ø Max. drilling (1°/2° speed) - Wood mm 40/25
Weight Kg 2,9

Percussion drill GSB 13 RE extremely easy to handle and only 1,8 Kg heavy. Softgrip for a safer grip and more
comfortable, robust, self-locking chuck with two metal bushes for a quick tool change. Preselection of the speed
with adjustment wheel, clock-wise and anti-clock wise.

Equipment:
Extra handle
Depth limiter 210 mm
Keyless chuck 13 mm

ITEM: GSB 13 RE PROFESSIONAL

Dimension: 266x180h mm

Tech. Code

Power Watt 600
No-load speed Rpm 0 - 2800
Impact frequency at no-load/min. 0 - 44800
Threaded shaft coupling 1/2 UNF
Chuck mm 13
Ø Max. drilling  - Concrete mm 13
Ø Max. drilling  - Masonry mm 15
Ø Max. drilling  - Steel mm 10
Ø Max. drilling  - Wood mm 25
Weight Kg 1,8

ELECTRIC REVERSIBLE IMPACT DRILLS
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SDS
plus

Tensione di alimentazione 230 Volt, robusto e compatto con grande versatilità di utilizzo grazie alla funzione di
scalpellatura, regolazione continua del numero di giri per un inizio di foratura più sensibile. Frizione di sicurezza
contro il sovraccarico a protezione dell’utensile e dell’utilizzatore, arresto della percussione per forare acciaio
e legno, Variolock per posizionare lo scalpello nella posizione desiderata, impugnatura confortevole con
rivestimento Softgrip.

Dotazione:
Impugnatura supplementare
Asta di profondità 210 mm
Valigetta in plastica

ART. GBH 2-20 D PROFESSIONAL

Dimensioni: 325x212h mm

Cod. Tec. N4131650M/1
GR64 Euro 209,00
Potenza Watt 650
Giri nominali Rpm 0-1300
Potenza colpo max - 1,7
Numero di colpi per numero di giri a vuoto/min. 0-4980
Mandrino attacco utensile SDS plus
Ø Foratura max - Calcestruzzo con punte SDS mm 20

Ø Foratura max - Muratura con corone cave mm 68

Ø Foratura max - Acciaio mm 13
Ø Foratura max - Legno mm 30
Peso Kg 2,3

SDS
plusVIBRATION

CONTROL

Tensione di alimentazione 230 Volt, compatto e bilanciato grazie alla sua forma a "L". Regolazione continua
del numero di giri per un inizio di foratura più sensibile, arresto della percussione per forare su acciaio e legno
e della rotazione per scalpellare. Frizione di sicurezza contro il sovraccarico, Vibration Control per un'efficace
riduzione delle vibrazioni, impugnatura con rivestimento Softgrip per una presa sicura e confortevole, attacco
sferico del cavo per evitare rotture e impedimenti.

Dotazione:
Mandrino SDS plus 13 mm
Impugnatura supplementare
Asta di profondità 210 mm
Valigetta in plastica

ART. GBH 2-26 PROFESSIONAL

Dimensioni: 354x233h mm

Cod. Tec. N4133790M/1
GR64 Euro 256,00
Potenza Watt 830
Giri nominali Rpm 0 - 1300
Potenza colpo max - 0 - 2,7
Numero di colpi per numero di giri a vuoto/min. 0-4700
Mandrino attacco utensile SDS plus
Ø Foratura - Calcestruzzo con punte SDS mm 4 - 24
Ø Foratura max - Acciaio mm 1,5 - 13
Ø Foratura max - Legno mm 3 - 30
Corone a forare cave in muratura mm 40 - 68
Peso Kg 2,9

SDS
plus VIBRATION

CONTROL

Massimo avanzamento della foratura e prestazioni di scalpellatura della sua categoria. Durata maggiore del
25% rispetto ad altri martelli perforatori della sua categoria, per una maggiore convenienza. Vibrazioni ridotte
del 27% rispetto al modello precedente, grazie all'ammortizzazione attiva delle vibrazioni. Mandrino sostituibile
per passare rapidamente dalla foratura con percussione nel calcestruzzo alla foratura senza percussione
nel legno e nel metallo. Porta spazzole orientabile per avere la stessa potenza nella rotazione destrorsa
e sinistrorsa. Frizione di sicurezza per la protezione dell’utilizzatore e dell’utensile. Reversibilità (rotazione
destrorsa e sinistrorsa) per liberare le punte bloccate.

Dotazione:
Valigetta
Impugnatura supplementare
Asta di profondità 210 mm
Mandrino SDS-plus
Mandrino autoserrante 13 mm

ART. GBH 2-28 F PROFESSIONAL

Dimensioni: 402x216h mm

Cod. Tec. N4130800M/1
GR64 Euro 399,00
Potenza Watt 880
Potenza colpo - 3,2
Numero di colpi per numero di giri a vuoto/min. 0 - 4000
Giri nominali Rpm 0 - 900
Attacco utensile SDS-plus
Ø Foratura - Calcestruzzo con punte per martelli mm 4 - 28

Ø Foratura max - Muratura con corone a forare cave mm 68

Ø Foratura max - Acciaio mm 13
Ø Foratura max - Legno mm 30
Peso Kg 3,1

MARTELLI PERFORATORI REVERSIBILI SDS-PLUS

N.30 Indivisible package   Suggested retail package - Unit price

Supply voltage 230 Volts, sturdy and compact with great versatility thanks to the chisel function, stepless
adjustment of the number of revolutions for a more sensitive drilling start. Safety clutch against overload and
for tool and user protection, impact stop for drilling steel and wood, Variolock for positioning the chisel at the
desired location, comfortable handle with Softgrip coating.

Equipment:
Auxiliary handle
Depth rod 210 mm
Plastic case

ITEM: GBH 2-20 D PROFESSIONAL

Dimensions: 325 x 212 h mm

Tech. Code

Power Watt 650
Rated speed Rpm 0-1300
Max stroke power J 1,7
Impact frequency at no-load/min. 0-4980
Chuck tool coupling SDS plus
Ø Max. drilling - Concrete with SDS drills mm 20

Ø Max. drilling - Brickwork with hollow crowns mm 68

Ø Max. drilling  - Steel mm 13
Ø Max. drilling  - Wood mm 30
Weight Kg 2,3

Supply voltage 230 Volts, compact and balanced thanks to its "L" shape, system for quick replacement of
the SDS Plus coupling with auto-locking chuck. Stepless adjustment of the number of revolutions for a more
sensitive drilling start, impact stop for drilling steel and wood and rotation stop for chiselling. Safety clutch
against overload, Vibration Control for effective vibration reduction, handle with Softgrip coating for a secure
and comfortable grip, ball coupling of the cable to prevent breakage and impediments.

Equipment:
Auto-locking chuck
Quick-change 13mm
Auxiliary handle
Depth stop 210 mm
Plastic case

ITEM: GBH 2-26 PROFESSIONAL

Dimensions: 354 x 233 h mm

Tech. Code

Power Watt 830
Rated speed Rpm 0 - 1300
Max stroke power J 0 - 2,7
Impact frequency at no-load/min. 0-4700
Chuck tool coupling SDS plus
Ø Max. drilling - Concrete with SDS drills mm 4 - 24
Ø Max. drilling  - Steel mm 1,5 - 13
Ø Max. drilling  - Wood mm 3 - 30
Hollow crowns for drilling masonry mm 40 - 68
Weight Kg 2,9

Maximum drilling progress and chiselling performance in its class. Operation increased as much as 25%
compared to other rotary hammers in its class, provides greater convenience. 27% vibration reduction compared
to the previous model thanks to the active cushioning of vibrations. Replaceable chuck for quick passage from
impact drilling in concrete to drilling without impact in wood and metal. Adjustable brush holder to guarantee the
same power in right and left-hand rotation. Safety clutch for user and tool protection. Reversibility (right and-left
hand rotation) for freeing blocked bits.

Equipment:
Case
Auxiliary handle
Depth stop 210 mm
Chuck SDS Plus
Auto-locking chuck 13 mm

ITEM: GBH 2-28 F PROFESSIONAL

Dimensions: 402 x 216 h mm

Tech. Code

Power Watt 880
Stroke power J 3,2
Impact frequency at no-load/min. 0 - 4000
Rated speed Rpm 0 - 900
Tool coupling SDS-plus
Ø Drilling - Concrete with hammerrs drills mm 4 - 28

Ø Max. drilling - Brickwork with hollows crowns for drilling mm 68

Ø Max. drilling  - Steel mm 13
Ø Max. drilling  - Wood mm 30
Weight Kg 3,1

ELECTRIC SDS PLUS REVERSIBLE ROTARY HAMMERS



N

N.31 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

SDS
plusVIBRATION

CONTROL

Tensione di alimentazione 230 Volt, compatto e bilanciato grazie alla sua forma a "L", sistema rapido di
sostituzione dell'attacco SDS plus con mandrino autoserrante. Regolazione continua del numero di giri per
un inizio di foratura più sensibile, arresto della percussione per forare su acciaio e legno e della rotazione
per scalpellare. Frizione di sicurezza contro il sovraccarico, Vibration Control per un'efficace riduzione delle
vibrazioni, impugnatura con rivestimento Softgrip per una presa sicura e confortevole, attacco sferico del cavo
per evitare rotture e impedimenti.

Dotazione:
Mandrino autoserrante
a cambio rapido 13 mm
Impugnatura supplementare
Asta di profondità 210 mm
Valigetta in plastica

ART. GBH 3-28 DFR PROFESSIONAL

Dimensioni: 354x233h mm

Cod. Tec. N4140800M/2
GR64 Euro 489,00
Potenza Watt 800
Giri nominali Rpm 0-900
Potenza colpo max - 3,1
Numero di colpi per numero di giri a vuoto/min. 0-4000
Mandrino attacco utensile SDS plus
Ø Foratura max - Calcestruzzo con punte SDS mm 28

Ø Foratura max - Muratura con corone cave mm 82

Ø Foratura max - Acciaio mm 13
Ø Foratura max - Legno mm 30
Peso Kg 3,6

MARTELLI PERFORATORI REVERSIBILI SDS-PLUS

SDS
maxVIBRATION

CONTROL

Tensione di alimentazione 230 Volt, potente multiuso, regolazione variabile del numero di giri e di colpi per
una potenza ottimale, CONSTANT ELECTRONIC per un numero di giri costante anche sotto carico. TURBO
POWER a inserimento automatico per un incremento di potenza ed una elevata asportazione di materiale,
frizione di sicurezza contro il sovraccarico, VIBRATION CONTROL per un'efficace riduzione delle vibrazioni.
Interruttore di avviamento con blocco per lavorare senza fatica nella scalpellatura, impugnatura con rivestimento
softgrip per una presa sicura e confortevole, attacco sferico del cavo per evitare rotture e impedimenti.

Dotazione:
Impugnatura supplementare
Tubetto grasso
Panno
Valigetta in plastica

ART. GBH 5-40 DCE PROFESSIONAL

Dimensioni: 485x260h mm

Cod. Tec. N41431150M/1
GR64 Euro 909,00
Potenza Watt 1150
Giri nominali Rpm 170-340
Potenza colpo max - 8,8
Numero di colpi per numero di giri a vuoto/min. 1500-3050
Mandrino attacco utensile SDS max
Ø Foratura max - Calcestruzzo con punte SDS mm 40
Ø Foratura max - Calcestruzzo con corone cave mm 90
Peso Kg 6,8

MARTELLI PERFORATORI SDS-MAX

mro

Perfect
ergonomics

N.31Indivisible package  Suggested retail package - Unit price

Supply voltage 230 Volt, compact and balanced thanks to its "L" shape, system for quick replacement of
the SDS Plus coupling with auto-locking chuck. Stepless adjustment of the number of revolutions for a more
sensitive drilling start, impact stop for drilling steel and wood and rotation stop for chiselling. Safety clutch
against overload, Vibration Control for effective vibration reduction, handle with Softgrip coating for a secure
and comfortable grip, ball coupling of the cable to prevent breakage and impediments.

Equipment:
Auto-locking chuck
Quick-change 13mm
Auxiliary handle
Depth stop 210 mm
Plastic case

ITEM: GBH 3-28 DFR PROFESSIONAL

Dimensions: 354 x 233 h mm

Tech. Code

Power Watt 800
Rated speed Rpm 0-900
Max stroke power J 3,1
Impact frequency at no-load/min. 0-4000
Chuck tool coupling SDS plus
Ø Max. drilling - Concrete with SDS drills mm 28

Ø Max. drilling - Brickwork with hollow crowns mm 82

Ø Max. drilling  - Steel mm 13
Ø Max. drilling  - Wood mm 30
Weight Kg 3,6

ELECTRIC SDS PLUS REVERSIBLE ROTARY HAMMERS

Supply voltage 230 Volt, powerful multi-purpose, variable adjustment of number of revolutions and strokes
for optimum power, CONSTANT ELECTRONIC for constant rpm even under load. TURBO POWER with
automatic insertion for increased power and high material removal, safety clutch against overload, VIBRATION
CONTROL for effective vibration reduction. Start switch with lock for effortless chipping work, Vibration Control
for effective vibration reduction, handle with Softgrip coating for a secure and comfortable grip, ball coupling of
the cable to prevent breakage and impediments.

Equipment:
Auxiliary handle
Grease tube
Cloth
Plastic case

ITEM: GBH 5-40 DCE PROFESSIONAL

Dimensions: 485 x 260 h mm

Tech. Code

Power Watt 1150
Rated speed Rpm 170-340
Max stroke power J 8,8
Impact frequency at no-load/min. 1500-3050
Chuck tool coupling SDS max
Ø Max. drilling - Concrete with SDS drills mm 40
Ø Max. drilling - Concrete with hollow crowns mm 90
Weight Kg 6,8

ELECTRIC SDS MAX ROTARY HAMMERS



N

N.32 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Tensione di alimentazione 230 Volt, leggera e maneggevole, bloccaggio dell'alberino per una semplice
sostituzione della mola, interruttore di sicurezza contro le accensioni accidentali. Testata ingranaggi ruotabili
a passi di 90°, cuffia coprimola orientabile con sicura assiale e impugnatura supplementare applicabile sia a
destra che a sinistra. Dotate di RESTART PROTECTION, protezione contro il riavvio accidentale in caso di
interruzione di corrente.

Dotazione:
Flangia di montaggio
Cuffia di protezione
Dado di serraggio
Chiave a due fori

ART. GWS 750 PROFESSIONAL

Dimensioni: 263x104h mm

Cod. Tec. N4205660/1
GR64 Euro 105,00
Potenza Watt 660
Giri a vuoto Rpm 11000
Ø mola mm 115
Ø platorello mm 115
Ø spazzole a tazza max mm 70
Attacco alberino filettato M 14
Peso Kg 1,4

SMERIGLIATRICI ANGOLARI

VIBRATION
CONTROL

Smerigliatrice angolare GWS 9-115/125 S potente ed ergonomica. Lunga durata, grazie ai motori con
raffreddamento diretto, protezione contro il sovraccarico e lunga durata delle spazzole. Adatta alla lavorazione
di tutti i materiali grazie alla velocità regolabile. Controllo perfetto grazie al peso ottimizzato, solo 1,9 Kg e
all'impugnatura più piccola della sua categoria (187 mm).

Dotazione:
Chiave a due fori
Cuffia di protezione
Dado di serraggio
Flangia di serraggio
Impugnatura Vibration Control

ART. GWS 9-115/125 S PROFESSIONAL

Dimensioni: 284 x 102h mm

Cod. Tec. N4210125
GR64 Euro 149,00
Potenza Watt 900
Giri a vuoto Rpm 2800 - 11000
Ø mola mm 115/125
Ø platorello mm 115/125
Ø spazzole a tazza mm 70
Attacco alberino filettato M14
Peso Kg 1,9

Cod. Tec. GR76
Euro Ricambi

N4200RIC 13,65 Spazzole (coppia)

Cod. Tec. GR76
Euro Ricambi

N4200RIC1 19,41 Spazzole (coppia)

Smerigliatrice AG 10-125 EK, potente motore da 1000 W per elevate prestazioni. Design compatto: solo 276
mm di lunghezza e 2,1 Kg di peso per una maggiore maneggevolezza. Protezione contro il riavvio accidentale
(LLO). Resistente calotta di protezione regolabile senza attrezzi, interruttore a slitta, cavo 4 metri.

Dotazione:
Impugnatura laterale
Flangia
Chiave per flangia
Calotta di protezione
regolabile senza attrezzi

ART. AG 10-125 EK

Cod. Tec. N4208125
GR64 Euro 140,00
Potenza W 1000
Giri a vuoto Rpm 11000
Velocità variabile No
AVS (Anti-Vibration-System) No
Blocco riavvio accidentale Si
Ø disco mm 125
Filettatura albero M14
Peso Kg 2,1

SMERIGLIATRICI ANGOLARI

N.32 Indivisible package   Suggested retail package - Unit price

Supply voltage 230 Volt, lightweight and easy to handle, chuck lock for easy wheel change, safety switch to
prevent accidental starting. Gear head rotatable in steps of 90°, adjustable grinding wheel guard with axial
safety lock and extra handle for both right and left-hand use. Equiped with the RESTART PROTECTION,
protection against the restarting in case of power interruption.

Equipment:
Mounting flange
Protection cap
Clamping nut
Dual hole wrench

ITEM: GWS 750 PROFESSIONAL

Dimensions: 263 x 104 h mm

Tech. Code

Power Watt 660
No-load speed Rpm 11000
Ø grinding wheels mm 115
Ø pad mm 115
Ø hole brushes max mm 70
Threaded shaft coupling M 14
Weight Kg 1,4

ELECTRIC ANGLE GRINDERS

GWS 9-115 / 125 S Angle grinders powerful and ergonomic. Long life, thanks to the motors with direct cooling,
protection against overload and long life of the brushes. Suitable for processing all materials thanks to the
adjustable speed. Perfect control thanks to the optimized weight, only 1.9 kg and the smallest handle in its
class (187 mm).

Equipment:
Mounting flange
Protection cap
Clamping nut
Vibration Control handle
Dual hole wrench

ITEM: GWS 9-115/125 PROFESSIONAL

Dimensions: 284 x 102 h mm

Tech. Code

Power Watt 900
No-load speed Rpm 2800 - 11000
Ø grinding wheels mm 115/125
Ø pad mm 115/125
Ø hole brushes mm 70
Threaded shaft coupling M14
Weight Kg 1,9

Tech. Code Spare parts

Brushes (pair)

Tech. Code Spare parts

Brushes (pair)

AG 10-125 EK grinder, powerful 1000 W motor for high performance. Compact design: only 276 mm in
length and 2.1 kg in weight for greater maneuverability. Protection against accidental restart (LLO). Resistant
adjustable protective cover without tools, slide switch, 4 meter cable.

Equipment:
Side handle
Flange
Flange wrench
Adjustable protection cover
without tools

ITEM: AG 10-125 EK

Tech. Code

Power W 1000
No-load speed Rpm 11000
Variable speed No
AVS (Anti-Vibration-System) No
Accidental restart lock Si
Ø Disc mm 125
Threading shaft coupling M14
Weight Kg 2,1

ANGLE GRINDERS



N

N.33 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

VIBRATION
CONTROL

Tensione di alimentazione 230 Volt, potente e compatta, raffreddamento diretto per una elevata resistenza
al sovraccarico e una lunga durata. Bloccaggio dell'alberino per una semplice sostituzione della mola,
interruttore di sicurezza contro le accensioni accidentali, testata ingranaggi ruotabile a passi di 90°, cuffia
coprimola antirotazione a posizionamento rapido e impugnatura supplementare Vibration Control applicabile
sia a destra che a sinistra. Dotate di RESTART PROTECTION, protezione contro il riavvio accidentale in caso
di interruzione  di corrente.

Dotazione:
Flangia di montaggio
Cuffia di protezione
Dado di serraggio
Impugnatura Vibration Control
Chiave a due fori

ART. GWS 11-125 PROFESSIONAL

Dimensioni: 336,8x102,3h mm

Cod. Tec. N4212125/1
GR64 Euro 189,00
Potenza Watt 1100
Giri a vuoto Rpm 11000
Ø mola mm 125
Ø platorello mm 125
Ø spazzole a tazza max mm 70
Attacco alberino filettato M 14
Peso Kg 2,3

SMERIGLIATRICI ANGOLARI

SOFT START
VIBRATION
CONTROL

KICKBACK
CONTROL

Tensione di alimentazione 230 Volt, potente, compatta tecnologicamente avanzata, limitatore di spunto alla
partenza per un avvio dolce e sicuro e Costant Electronic per un numero di giri costante anche sotto carico. Kick
Back Stop per interrompere l'alimentazione in caso di blocco della mola, protezione contro il riavvio accidentale,
raffreddamento diretto per una elevata resistenza al sovraccarico e una lunga durata. Bloccaggio dell'alberino
per una semplice sostituzione della mola, interruttore di sicurezza contro le accensioni accidentali, testata
ingranaggi ruotabile a passi di 90°, cuffia coprimola antirotazione a posizionamento rapido senza attrezzi,
impugnatura supplementare Vibration Control applicabile sia a destra che a sinistra.

Dotazione:
Flangia di montaggio
Cuffia di protezione
Dado di serraggio
Impugnatura Vibration Control
Chiave a due fori

ART. GWS 13-125 CI PROFESSIONAL

Dimensioni: 297x103h mm

Cod. Tec. N4215125/2
GR64 Euro 209,00
Potenza Watt 1300
Giri a vuoto Rpm 11500
Ø mola mm 125
Ø platorello mm 125
Ø spazzole a tazza max mm 75
Attacco alberino filettato M 14
Peso Kg 2,3

SOFT START
KICKBACK
CONTROL

Tensione di alimentazione 230 Volt, potente, compatta tecnologicamente avanzata, limitatore di spunto alla
partenza per un avvio dolce e sicuro e Costant Electronic per un numero di giri costante anche sotto carico. Kick
Back Stop per interrompere l'alimentazione in caso di blocco della mola, protezione contro il riavvio accidentale,
raffreddamento diretto per una elevata resistenza al sovraccarico e una lunga durata. Bloccaggio dell'alberino
per una semplice sostituzione della mola, interruttore di sicurezza contro le accensioni accidentali, testata
ingranaggi ruotabile a passi di 90°, cuffia coprimola antirotazione a posizionamento rapido senza attrezzi.

Dotazione:
Flangia di montaggio
Cuffia di protezione
Dado di serraggio
Impugnatura
Chiave a due fori

ART. GWS 1400 PROFESSIONAL

Dimensioni: 297x103h mm

Cod. Tec. N4217125/1
GR64 Euro 189,00
Potenza Watt 1400
Giri a vuoto Rpm 11000
Ø mola mm 125
Ø platorello mm 125
Ø spazzole a tazza max mm 70
Attacco alberino filettato M14
Peso Kg 2,2

Cod. Tec. GR76
Euro Ricambi

N4200RIC1 19,41 Spazzole (coppia)

Cod. Tec. GR76
Euro Ricambi

N4200RIC2 21,97 Spazzole (coppia)

Cod. Tec. GR76
Euro Ricambi

N4200RIC4 21,97 Spazzole (coppia)

N.33Indivisible package  Suggested retail package - Unit price

Supply voltage 230 Volt, powerful and compact, direct cooling for overload, high resistance and long service
life. Chuck lock for easy wheel change, safety switch to prevent accidental starting. Gear head rotatable in
steps of 90°, anti-rotating quick positioning guard for grinding wheel, extra Vibration Control handle for both
right and left-hand use. Equiped with the RESTART PROTECTION, protection against the restarting in case
of power interruption.

Equipment:
Mounting flange
Protection cap
Clamping nut
Vibration Control handle
Dual hole wrench

ITEM: GWS 11-125 PROFESSIONAL

Dimensions: 336 x 102 h mm

Tech. Code

Power Watt 1100
No-load speed Rpm 11000
Ø grinding wheels mm 125
Ø pad mm 125
Ø hole brushes max mm 70
Threaded shaft coupling M 14
Weight Kg 2,3

ELECTRIC ANGLE GRINDERS

Supply voltage 230 Volt, powerful, compact, technologically advanced, starting current limiter for a smooth and
safe start and Constant Electronic for constant rpm even under load. Kick-Back-Stop for power turn-off in case
of wheel lock, protection against accidental restarting, direct cooling for overload, high resistance and long
service life. Chuck lock for easy wheel change, safety switch to prevent accidental starting. Gear head rotatable
in steps of 90°, anti-rotating quick positioning guard for grinding wheel, extra Vibration Control handle for both
right and left-hand use.

Equipment:
Mounting flange
Protection cap
Clamping nut
Vibration Control handle
Dual hole wrench

ITEM: GWS 13-125 CI PROFESSIONAL

Dimensions: 297x103h mm

Tech. Code

Power Watt 1300
No-load speed Rpm 11500
Ø grinding wheels mm 125
Ø pad mm 125
Ø hole brushes max mm 75
Threaded shaft coupling M 14
Weight Kg 2,3

Supply voltage 230 Volt, powerful, compact, technologically advanced, starting current limiter for a smooth and
safe start and Constant Electronic for constant rpm even under load. Kick-Back-Stop for power turn-off in case
of wheel lock, protection against accidental restarting, direct cooling for overload, high resistance and long
service life. Chuck lock for easy wheel change, safety switch to prevent accidental starting. Gear head rotatable
in steps of 90°, anti-rotating quick positioning guard for grinding wheel.

Equipment:
Mounting flange
Protection cap
Clamping nut
handle
Dual hole wrench

ITEM: GWS 1400 PROFESSIONAL

Dimensions: 297x103h mm

Tech. Code

Power Watt 1400
No-load speed Rpm 11000
Ø grinding wheels mm 125
Ø pad mm 125
Ø hole brushes max mm 70
Threaded shaft coupling M14
Weight Kg 2,2

Tech. Code Spare parts

Brushes (pair)

Tech. Code Spare parts

Brushes (pair)

Tech. Code Spare parts

Brushes (pair)



N

N.34 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

SOFT START
VIBRATION
CONTROL

KICKBACK
CONTROL

Tensione di alimentazione 230 Volt, l'ultra potente tecnologicamente avanzata, limitatore di spunto alla partenza
per un avvio dolce e sicuro e Constant Electronic per un numero di giri costante anche sotto carico. Kick Back
Stop per interrompere l'alimentazione in caso di blocco della mola, protezione contro il riavvio accidentale,
raffreddamento diretto per una elevata resistenza al sovraccarico e una lunga durata. Bloccaggio dell'alberino
per una semplice sostituzione della mola, interruttore di sicurezza contro le accensioni accidentali, testata
ingranaggi ruotabile a passi di 90°, cuffia coprimola antirotazione a posizionamento rapido senza attrezzi,
impugnatura supplementare Vibration Control applicabile sia a destra che a sinistra.

Dotazione:
Flangia di montaggio
Cuffia di protezione
Dado di serraggio
Impugnatura Vibration Control
Chiave a due fori

ART. GWS 17-125 CI PROFESSIONAL

Dimensioni: 311x103h mm

Cod. Tec. N4218125/3
GR64 Euro 275,00
Potenza Watt 1700
Giri a vuoto Rpm 11500
Ø mola mm 125
Ø platorello mm 125
Ø spazzole a tazza max mm 75
Attacco alberino filettato M 14
Peso Kg 2,4

SMERAGLIATRICI ANGOLARI

KICKBACK
CONTROLSOFT START

VIBRATION
CONTROL

Tensione di alimentazione 230 Volt, la specialista per la finitura dell'acciaio Inox, limitatore di spunto alla
partenza per un avvio dolce e sicuro, preselezione del numero di giri su sei posizioni. Constant Electronic
per un numero di giri costante anche sotto carico, Kick Back Stop per interrompere l'alimentazione in caso di
blocco della mola, protezione contro il riavvio accidentale, raffreddamento diretto per una elevata resistenza al
sovraccarico e una lunga durata. Bloccaggio dell'alberino per una semplice sostituzione della mola, interruttore
di sicurezza contro le accensioni accidentali, testata ingranaggi ruotabile a passi di 90°, cuffia coprimola
antirotazione a posizionamento rapido, impugnatura supplementare Vibration Control applicabile sia a destra
che a sinistra. Valigetta in plastica.

Dotazione:
Flangia di montaggio
Cuffia di protezione
Dado di serraggio
Impugnatura Vibration Control
Chiave a due fori

ART. GWS 17-125 INOX

Dimensioni: 311x103 mm

Cod. Tec. N42201700/2
GR64 Euro 350,00
Potenza assoluta Watt 1700
Giri a vuoto Rpm 2200-7500
Ø mola mm 125
Ø platorello mm 125
Ø max spazzole a tazza mm 75
Attacco alberino filettato M14
Peso Kg 2,4

Cod. Tec. GR76
Euro Ricambi

N4200RIC2 21,97 Spazzole (coppia)

Cod. Tec. GR76
Euro Ricambi

N4200RIC2 21,97 Spazzole (coppia)

Smerigliatrice angolare WSG 17-70 con numero di giri variabile per la lavorazione dell'acciaio inox. Maggiore
durata dei carboncini del 30% e maggiore asportazione fino al 30% di materiale in più rispetto a smerigliatrici
angolari dello stesso tipo. Il numero di giri regolabile consente l'utilizzo di utensili per diverse operazioni,
dalla satinatura alla smerigliatura, su acciaio inox. POWERtronic per un'enorme potenza, numero di giri
particolarmente costante sotto carico. Il più leggero e corto della sua categoria. Controllo antibloccaggio.
Sicurezza contro gli avviamenti accidentali. Avviamento soft.

Dotazione:
Cuffia di protezione
Coppia di flange
Impugnatura antivibrazione
Chiave

ART. WSG 17-70 INOX

Cod. Tec. N42211700
GR78 Euro (290,00)
Potenza nominale assorbita W 1700
Potenza resa W 1000
Giri a vuoto Rpm 2700 / 8500
Ø disco mm 125
Filettatura albero M 14
Peso kg 2,4

SMERIGLIATRICI ANGOLARI

N.34 Indivisible package   Suggested retail package - Unit price

Supply voltage 230 Volt, extra-powerful, compact, technologically advanced, starting current limiter for a smooth
and safe start and Constant Electronic for constant rpm even under load. Kick-Back-Stop for power turn-off in
case of wheel lock, protection against accidental restarting, direct cooling for overload, high resistance and long
service life. Chuck lock for easy wheel change, safety switch to prevent accidental starting. Gear head rotatable
in steps of 90°, anti-rotating quick positioning guard for grinding wheel, extra Vibration Control handle for both
right and left-hand use.

Equipment:
Mounting flange
Protection cap
Clamping nut
Vibration Control handle
Dual hole wrench

ITEM: GWS 17-125 CI PROFESSIONAL

Dimensions: 311x103h mm

Tech. Code

Power Watt 1700
No-load speed Rpm 11500
Ø grinding wheels mm 125
Ø pad mm 125
Ø hole brushes max mm 75
Threaded shaft coupling M 14
Weight Kg 2,4

ANGLE GRINDERS

Voltage 230 Volt, the specialist at high performance for finishing stainless steel, starting current limiter for a
smooth start and safe, preset speed of six positions. Constant Electronic for constant speed under load, Kick
Back Stop to stop the power in case of blocking of the grinding wheel, protection against unexpected restart,
direct cooling and dust protection for a high resistance, overload protection for a long lifespan. Large spindle
lock button for easy replacement of the grinding wheel, safety switch against accidental switch, head gear
rotated by 90°, headphone wheel cover with quick positioning positioning, auxiliary handle Vibration Control
applicable both right and left. Plastic casing.

Equipment:
Mounting flange
Protection cap
Clamping nut
Vibration Control handle
Dual hole wrench

ITEM: GWS 17-125 INOX

Dimensions: 311x103 mm

Tech. Code

Absolute power Watt 1700
No-load speed Rpm 2200-7500
Ø grinding wheels mm 125
Ø pad mm 125
Ø Max. hole brushes mm 75
Threaded shaft coupling M14
Weight Kg 2,4

Tech. Code Spare parts

Brushes (pair)

Tech. Code Spare parts

Brushes (pair)

Angle grinder WSG 17-70 with variable rotational speed for machining stainless steel. Longer life of the
charcoals by 30% and greater removal of up to 30% more material compared to angle grinders of the same
type. The adjustable number of revolutions allows the use of tools for different operations, from satin finishing
to grinding on stainless steel. POWERtronic for enormous power, particularly constant speed under load, The
lightest and shortest in its category. Anti-lock control. Security against accidental start-ups. Soft start.

Supplied with:
1 Protection cap
1 Pair of flanges
1 Anti-vibration handle
1 Key

ITEM: WSG 17-70 INOX

Tech. Code

Rated power consumption W 1700
Rendered power W 1000
No-load speed Rpm 2700 / 8500
Ø Disc mm 125
Threaded shaft coupling M 14
Weight Kg 2,4

ANGLE GRINDERS
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N.35 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

SOFT START

Tensione di alimentazione 230 Volt, potente dal peso ridotto, limitatore di spunto alla partenza per un avvio
dolce e sicuro e protezione contro il riavvio accidentale. Bloccaggio dell'alberino per una semplice sostituzione
della mola, interruttore di sicurezza tricontrol, cuffia coprimola antirotazione.

Dotazione:
Flangia di montaggio
Cuffia di protezione
Dado di serraggio
Chiave a due fori
Impugnatura supplementare

ART. GWS 22-230 JH PROFESSIONAL

Dimensioni: 515x140h mm

Cod. Tec. N42302200/1
GR64 Euro 185,00
Potenza Watt 2200
Giri a vuoto Rpm 6500
Ø mola mm 230
Attacco alberino filettato M 14
Peso Kg 5,2

Cod. Tec. GR76
Euro Ricambi

N4200RIC4 21,97 Spazzole (coppia)

KICKBACK
CONTROL

Smerigliatrice angolare GWS 19-125 CIE ad elevate prestazioni, grazie al potente motore da 1.900 Watt con
sistema Constant Electronic. Lunga durata, grazie ai motori con raffreddamento diretto, protezione contro il
sovraccarico e lunga durata delle spazzole. Sicurezza per l'utilizzatore grazie al dispositivo KickBack Control,
alla protezione contro il riavvio accidentale, alla cuffia di protezione antirotazione e alle vibrazioni ridotte.
Buona maneggevolezza, grazie al sottile design della carcassa con rivestimento Softgrip per una presa sicura.
Conduzione dell'aria ottimizzata e migliore protezione contro la polvere. Preselezione del numero di giri in 6
stadi, in funzione dei diversi materiali.

Dotazione:
Chiave a due fori
Cuffia di protezione
Dado di serraggio
Flangia di serraggio
Impugnatura Vibration Control

ART. GWS 19-125 CIE PROFESSIONAL

Dimensioni: 311x103h mm

Cod. Tec. N42241900
GR64 Euro 315,00
Potenza Watt 1900
Potenza erogata Watt 1220
Giri a vuoto Rpm 2800 - 11500
Ø mola mm 125
Ø platorello mm 125
Ø spazzole a tazza mm 75
Attacco alberino filettato M 14
Peso kg 2,4

SMERIGLIATRICI ANGOLARI

Cod. Tec. GR76
Euro Ricambi

N4200RIC2 21,97 Spazzole (coppia)

I prodotti sono disponibili nel CAP G

DISCHI DA TAGLIO PIANI

Cod. Tec. Ø
mm

G020711510 115 x 1,0 x 22,2

G020711516 115 x 1,6 x 22,2

G020712510 125 x 1,0 x 22,2

G020712516 125 x 1,6 x 22,2

Prodotti correlati

N.35Indivisible package  Suggested retail package - Unit price

Supply voltage 230 Volt, powerful and low-weight, starting current limiter for a smooth and safe start, protection
lock against accidental restarting. Chuck lock for easy wheel change, three-control safety switch, anti-rotating
quick positioning guard for grinding wheel, auxiliary Vibration Control handle for both right and left-hand use.

Equipment:
Mounting flange
Protection cap
Clamping nut
Dual hole wrench
Additional handle

ITEM: GWS 22-230 JH PROFESSIONAL

Dimensions: 515 x 140 h mm

Tech. Code

Power Watt 2200
No-load speed Rpm 6500
Ø grinding wheels mm 230
Threaded shaft coupling M 14
Weight Kg 5,2

Tech. Code Spare parts

Brushes (pair)

GWS 19-125 CIE angle grinder high performance, thanks to the powerful 1.900 engine Watts with Constant
Electronic system. Long life, thanks to the engines with direct cooling, protection against the overload and long
life of the brushes. Safety for the user thanks to the Kick-Back device Control, to protect against accidental
reboot, to the anti-rotation protection cuff and to reduced vibrations.
Good handling thanks to the slim casing design with Soft grip lining for a secure grip. Optimized air conduction
and better protection against dust. Preselection of the number of laps in 6 stages, depending on the different
materials.

Equipment:
Two-hole key
Protection cap
Clamping nut
Clamping flange
Vibration control handle

ITEM: GWS 19-125 CIE PROFESSIONAL

Dimension: 311x103h mm

Tech. Code

Power Watt 1900
Delivered power Watt 1220
No-load speed Rpm 2800 - 11500
Ø grinding wheels mm 125
Ø pad mm 125
Ø hole brushes mm 75
Threaded shaft coupling M 14
Weight Kg 2,4

ANGLE GRINDER

Tech. Code Spare parts

Brushes (pair)

The products are available in chapter G

FLAT CUTTING DISCS

Tech. Code Ø
mm

115 x 1,0 x 22,2

115 x 1,6 x 22,2

125 x 1,0 x 22,2

125 x 1,6 x 22,2

Related products
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N.36 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

SOFT START
VIBRATION
CONTROL

KICKBACK
CONTROL

Tensione di alimentazione 230 Volt, potente, maneggevole e con tanta tecnologia, limitatore di spunto alla
partenza per un avvio dolce e sicuro, Kick Back Stop per l'immediato spegnimento della macchina in caso di
blocco della mola, protezione contro il riavvio accidentale. Bloccaggio dell'alberino per una semplice sostituzione
della mola, interruttore di sicurezza tricontrol, cuffia coprimola di protezione antirotazione a posizionamento
rapido, impugnatura principale Vibration Control e supplementare Vibration Control applicabile sia a destra
che a sinistra.

Dotazione:
Flangia di montaggio
Valigetta
Cuffia di protezione
Dado di serraggio
Impugnatura Vibration Control
Chiave a due fori

ART. GWS 22-230 LVI PROFESSIONAL

Dimensioni: 500x130h mm

Cod. Tec. N42322200/2
GR64 Euro 309,00
Potenza Watt 2200
Giri a vuoto Rpm 6500
Ø mola mm 230
Attacco alberino filettato M 14
Peso Kg 5,4

SMERIGLIATRICI ANGOLARI

Cod. Tec. GR76
Euro

ø
mm

N505011520 19,67 115 x 2,0 x 22,2

Cod. Tec. GR76
Euro

ø
mm

N505023024 96,31 230 x 2,4 x 22,2

Ideale per tutti i materiali da costruzione, come calcestruzzo, cemento armato, laterizio, arenaria, calcarea.

DISCHI DIAMANTATI

Cod. Tec. GR76
Euro Ricambi

N4200RIC4 21,97 Spazzole (coppia)

VIBRATION
CONTROL

KICKBACK
CONTROL

Smerigliatrice angolare GWS 24-180 -H potente e dal peso ridotto.
Potente motore Champion da 2.400 Watt per un rapido avanzamento del lavoro. Struttura compatta, per
una buona maneggevolezza e un buon controllo dell'utensile, cuscinetto a sfera con doppia guarnizione e
ingranaggi particolarmente robusti, per un'eccellente durata. Cuffia di protezione antirotazione-protegge in
modo affidabile l'utilizzatore in caso di rottura del disco. Gli avvolgimenti rinforzati proteggono il motore dalla
polvere di levigatura, garantendo una lunga durata. La protezione contro il riavvio accidentale impedisce un
riavvio automatico dell'utensile dopo un'interruzione della corrente.

Dotazione:
Chiave a due fori
Cuffia di protezione
Dado di serraggio
Flangia di serraggio
Impugnatura Vibration Control

ART. GWS 24-180 JH PROFESSIONAL

Dimensioni: 311x103h mm

Cod. Tec. N42362400/1
GR64 Euro 249,00
Potenza Watt 2400
Giri a vuoto Rpm 8500
Ø mola mm 180
Ø platorello mm 180
Attacco alberino filettato M 14
Peso Kg 5,2

Cod. Tec. GR76
Euro Ricambi

N4200RIC4 21,97 Spazzole (coppia)

N.36 Indivisible package   Suggested retail package - Unit price

Supply voltage 230 Volt, powerful, easy to handle and technologically advanced, starting current limiter for a
safe and smooth start. Kick-Back-Stop: turns off the machine immediately if there is a grinding wheel block.
Chuck lock for easy wheel change, three-control safety switch, anti-rotating quick positioning guard for grinding
wheel, primary Vibration Control handle and auxiliary Vibration Control handle for both right and left-hand use.

Equipment:
Mounting flange
Casing
Protection cap
Clamping nut
Vibration Control handle
Dual hole wrench

ITEM: GWS 22-230 LVI PROFESSIONAL

Dimensions: 500 x 130 h mm

Tech. Code

Power Watt 2200
No-load speed Rpm 6500
Ø grinding wheels mm 230
Threaded shaft coupling M 14
Weight Kg 5,4

ELECTRIC ANGLE GRINDERS

Tech. Code ø
mm

115 x 2.0 x 22.2

Tech. Code ø
mm

230 x 2.4 x 22.2

Ideal for all construction materials, such as concrete, reinforced concrete, brick, sandstone, limestone.

DIAMOND CUTTING DISCS

Tech. Code Spare parts

Brushes (pair)

GWS 24-180 -H angle grinders powerful and low weight. Powerful 2.4oo Watt championda engine for fast work
progress. Compact design for good handling and good control, ball bearing with double seal and particularly
robust gears for excellent durability. Anti-rotation protection headset-reliably protects the user in the event of a
broken disc. Reinforced windings protect the motor from sanding dust, ensuring long life. The protection against
accidental restart prevents an automatic restart of the tool after a power failure.

Equipment:
Two hole wrench
Protection cap
Clamping nut
Clamping flange
Vibration control handle

ITEM: GWS 24-180 JH PROFESSIONAL

Dimensions: 311x103h mm

Tech. Code

Power Watt 2400
No-load speed Rpm 8500
Ø grinding wheels mm 180
Ø pad mm 180
Threaded shaft coupling M 14
Weight Kg 5,2

Tech. Code Spare parts

Brushes (pair)
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N.37 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

KICKBACK
CONTROL

Tensione di alimentazione 230 Volt, compatta ergonomica estremamente maneggevole, constant electronic
per un numero di giri costante anche sotto carica, Kick Back Stop per lo spegnimento immediato dell'utensile
se rileva un blocco, cuscinetto a sfere a doppia chiusura ermetica applicato su gomma per ridurre al minimo le
vibrazioni, spazzole a distacco automatico per la massima protezione del motore, nuovo sistema di fissaggio
diretto delle mole, efficace raffreddamento, collare ø 43mm per impiego anche stazionario.

Dotazione:
2 Chiavi fisse 19 mm
Pinza di serraggio 8 mm

ART. GGS 28 C PROFESSIONAL

Dimensioni: 291x75h mm

Cod. Tec. N4240600/1A
GR64 Euro 259,00
Potenza Watt 600
Giri a vuoto Rpm 30000
Pinza di serraggio mm 8
Peso Kg 1,4

SMERIGLIATRICI ASSIALI

SOFT START
KICKBACK
CONTROL

Tensione di alimentazione 230 Volt, forte e molto resistente adatta ai lavori di smerigliatura e fresatura
più impegnativi, gestione ottimale del numero di giri per ogni specifica esigenza e Constant Electronic per
un numero di giri costante anche sotto carico. Robusta carcassa ingranaggi, interruttore protetto contro
un'accensione incontrollata, prese d'aria ottimamente posizionate per un'elevata resistenza al sovraccarico e
una lunga durata.

Dotazione:
2 Chiavi fisse 17 mm
Pinza di serraggio 6 mm

ART. GGS 8 CE PROFESSIONAL

Dimensioni: 332x82h mm

Cod. Tec. N4243650
GR64 Euro 529,00
Potenza Watt 750
Giri a vuoto Rpm 2500 - 8000
Ø corpo levigante mm 50
Ø collare alberino mm 43
Pinza di serraggio mm 8
Superficie chiave dado di serraggio mm² 19
Superficie chiave mandrino di levigatura mm² 13
Peso Kg 1,70

KICKBACK
CONTROL SOFT START

Potente motore da 650 Watt con avviamento dolce, per un rapido avanzamento del lavoro. Mandrino di
levigatura lungo e slanciato particolarmente adatto per l'impiego in luoghi di difficile accesso. KickBack Stop:
se rileva un blocco della mola, l'utensile si spegne immediatamente per un'elevata protezione dell'utilizzatore.
Sistema Constant Electronic, per un numero di giri costante anche sotto carico elevato. Forma compatta ed
ergonomica, per lavori di levigatura versatili. Spazzola di disinserimento, per un’elevata protezione del motore.
Manutenzione ridotta, grazie all’ottimizzazione della durata utile delle spazzole.

Dotazione:
Chiave fissa 13 mm
Chiave fissa 19 mm

ART. GGS 28 LC PROFESSIONAL

Dimensioni: 375x75h mm

Cod. Tec. N4241650
GR64 Euro 395,00
Potenza Watt 650
Giri a vuoto Rpm 30000
Ø corpo levigante max mm 50
Ø collare alberino mm 43
Pinza di serraggio mm 8
Superficie chiave dado di serraggio mm² 19
Superficie chiave mandrino di levigatura mm² 13
Peso Kg 1,6

KICKBACK
CONTROL SOFT START

Potente motore da 650 Watt con avviamento dolce, per un rapido avanzamento del lavoro.
Mandrino di levigatura lungo e slanciato particolarmente adatto per l'impiego in luoghi di difficile accesso.
KickBack Stop: se rileva un blocco della mola, l'utensile si spegne immediatamente per un'elevata protezione
dell'utilizzatore. Sistema Constant Electronic, per un numero di giri costante anche sotto carico elevato. Forma
compatta ed ergonomica, per lavori di levigatura versatili. Spazzola di disinserimento, per un’elevata protezione
del motore. Manutenzione ridotta, grazie all’ottimizzazione della durata utile delle spazzole.

Dotazione:
Chiave fissa 13 mm
Chiave fissa 19 mm

ART. GGS 28 LCE PROFESSIONAL

Dimensioni: 375x75h mm

Cod. Tec. N4242650
GR64 Euro 509,00
Potenza Watt 650
Giri a vuoto Rpm 10000-30000
Pinza di serraggio mm 8
Ø corpo levigante max mm 50
Ø collare alberino mm 43
Superficie chiave dado di serraggio mm² 19
Superficie chiave mandrino di levigatura mm² 13
Peso Kg 1,6

N.37Indivisible package  Suggested retail package - Unit price

Supply voltage 230 Volt, compact, ergonomic and extremely easy to handle, Constant Electronic for constant
rpm even under load, Kick-Back Stop device for immediate shut-down if the tool detects a block, ball bearing
with double hermetic seal applied on rubber to minimise vibrations, brushes with automatic release for
maximum motor protection, new direct fixing system for grinding wheels, efficient cooling, 43 mm collar ø also
for stationary use.

Equipment:
2 19 mm fixed wrenches
6 mm collect chuck

ITEM: GGS 28 C PROFESSIONAL

Dimensions: 291 x 75 h mm

Tech. Code

Power Watt 600
No-load speed Rpm 30000
Colet chuck mm 8
Weight Kg 1,4

ELECTRIC AXIAL GRINDERS

Supply voltage 230 Volt, strong and very resistant, suitable for more challenging milling and grinding work,
optimal management of the number of revolutions for every specific need and Constant Electronic for constant
rpm under load. Robust gear housing, protection switch against accidental starting, optimally positioned air
intakes for high resistance to overloads and long service life.

Equipment:
2 17 mm fixed wrenches
6 mm collect chuck

ITEM: GGS 8 CE PROFESSIONAL

Dimensions: 332 x 82 h mm

Tech. Code

Power Watt 750
No-load speed Rpm 2500 - 8000
Ø sanding body mm 50
Ø shaft collar mm 43
Colet chuck mm 8
Surface clamping nut wrench mm² 19
Surface sanding spindle wrench mm² 13
Weight Kg 1,70

Powerful 650-Watt motor with soft start for fast work progress. Long and slender sanding spindle - particularly
suited for use in hard-to-reach areas. Kick-Back-Stop: immediate tool shut-down when a block of the grinding
wheel is detected - for superior user protection. Constant Electronic System for constant rpm even under load.
Compact and ergonomic shape for versatile sanding. Brush disengagement for high motor protection. Reduced
maintenance thanks to an optimised useful life of the brushes.

Equipment:
13 mm fixed wrench
19 mm fixed wrench

ITEM: GGS 28 LC PROFESSIONAL

Dimensions: 375 x 75 h mm

Tech. Code

Power Watt 650
No-load speed Rpm 30000
Ø sanding body max mm 50
Ø shaft collar mm 43
Colet chuck mm 8
Surface clamping nut wrench mm² 19
Surface sanding spindle wrench mm² 13
Weight Kg 1,6

Powerful 650-Watt motor with soft start for fast work progress. Long and slender sanding spindle - particularly
suited for use in hard-to-reach areas. Kick-Back-Stop: immediate tool shut-down when a block of the grinding
wheel is detected - for superior user protection. Constant Electronic System for constant rpm even under high
load. Compact and ergonomic shape for versatile sanding. Brush disengagement for high motor protection.
Reduced maintenance thanks to an optimised useful life of the brushes.

Equipment
13 mm fixed wrenches
19 mm fixed wrenches

ITEM: GGS 28 LCE PROFESSIONAL

Dimensions: 375 x 75 h mm

Tech. Code

Power Watt 650
No-load speed Rpm 10000-30000
Colet chuck mm 8
Ø sanding body max mm 50
Ø shaft collar mm 43
Surface clamping nut wrench mm² 19
Surface sanding spindle wrench mm² 13
Weight Kg 1,6
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N.38 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

MICROFILTER

Levigatrici con sistema di fissaggio intelligente, stabile e robusto, semplice da usare e da sostituire. Resistente
panno in feltro con lamiera metallica per una durata maggiore, meno vibrazioni e una semplice sostituzione,
impugnatura ergonomica per lavorare senza sforzi, robusto piedino oscillante, sistema di supporto per lavori
di levigatura che durano ore, interruttore protetto dalla polvere per una maggiore durata dell’elettroutensile,
contenitore trasparente per la polvere con microfiltro ottimizzato da Bosch, per una visione migliore e una
pulizia più semplice.

Dotazione:
Piastra di base da 113 x 101
mm con piastra di levigatura
Piastra foracarta
Contenitore per la polvere
Carta abrasiva 120 K
1 foglio abrasivo C470

ART. GSS 140-1 A

Dimensioni: 250 x 110 x 143h mm

Cod. Tec. N4251180/1
GR64 Euro 145,00
Potenza Watt 180
Giri a vuoto Rpm 12000
Oscillazioni a vuoto/minuto 24000
Ø oscillazioni mm 1,6
Valore di emissione oscillazioni ah m/s² 5
Incertezza della misura K m/s² 1,5
Piastra levigatrice mm 113 x 101
Fiss. a strappo - Foglio abrasivo mm 115 x 107
Fiss. a staffa - Foglio abrasivo mm 115 x 140
Peso Kg 1,2

LEVIGATRICI ORBITALI

EASY
FIT

Tensione di alimentazione 230 Volt, leggera e maneggevole con regolazione elettronica dei giri e delle
oscillazioni per lavorare nel modo più idoneo ogni tipo di materiale, sistema Easy-Fit con tensionamento
automatico per una tenuta perfetta della carta abrasiva a rotoli o a velcro. Box raccoglipolvere Microfilter per
una perfetta aspirazione, impugnatura ergonomica con rivestimento Softgrip per il massimo confort di lavoro.

Dotazione:
Piastra foracarta
2 fogli carta abrasiva
Valigetta in plastica

ART. GSS 23 AE PROFESSIONAL

Dimensioni: 317x158h mm

Cod. Tec. N4252190/1
GR64 Euro 209,00
Potenza Watt 190
Giri a vuoto Rpm 7000 -12000
Oscillazioni a vuoto/minuto 14000-24000
Piastra levigatrice mm 92 x 182
Fiss. a strappo - Foglio abrasivo mm 93 x 185
Fiss. a staffa - Foglio abrasivo mm 93 x 230
Peso Kg 1,7

Tensione di alimentazione 230 Volt, potente ed affidabile con regolazione elettronica dei giri e delle oscillazioni
per lavorare in modo idoneo ogni tipo di materiale, piastra di levigatura innovativa per una straordinaria durata e
per la massima qualità delle superfici. Fissaggio della carta abrasiva a rotoli o a velcro, attacco per una perfetta
aspirazione, impugnatura con posizione palmare e impugnatura frontale asportabile per levigare a filo senza
ostacoli.

Dotazione:
Chiave esagonale 5 mm
2 fogli carta abrasiva

ART. GSS 280 AE

Dimensioni: 400 x 191 mm

Cod. Tec. N4253330/1
GR64 Euro 379,00
Potenza Watt 330
Giri a vuoto Rpm 5500-11000
Oscillazioni a vuoto/minuto 11000-22000
Piastra levigatrice mm 114 x 226
Fiss. a staffa - Foglio abrasivo mm 115 x 280
Fiss. a strappo - Foglio abrasivo mm 115 x 230
Peso Kg 2,6

N.38 Indivisible package   Suggested retail package - Unit price

Sanders with an intelligent mounting system, robust and stable, easy to use and replace, resistant felt cloth
with sheet metal for a greater duration, less vibrations and a simple replacement. Ergonomic handle to work
without effort, strong leg swing support system for grinding work that lasts hours, switch protected from dust for
a greater duration of the power tool, transparent container for dust with microfilter enhanced by Bosch. A vision
for a better and easier cleaning.

Equipment:
Plate base 113 x 101 mm
with grinding plate
Plate punching
Dust container
Sand paper 120 K
1 sheet of sand paper C470

ITEM: GSS 140-1 A

Dimensions: 249 x 147 h mm

Tech. Code

Power Watt 180
No-load speed Rpm 12000
Oscillation/min 24000
Ø fluctuations mm 1,6
Fluctuation emission value ah m/s² 5
Uncertainty of measurement k m/s² 1,5
Sanding plate mm 113 x 101
Strap fit - Abrasive paper mm 115 x 107
Bracket fit - Abrasive paper mm 115 x 140
Weight Kg 1,2

ELECTRIC ORBITAL SANDERS

Supply voltage 230 Volt, lightweight and manoeuvrable with electronic revolution and oscillation adjustment
to work each type of material in the most appropriate way, Easy-Fit system with automatic tensioning for a
perfect fit of the sandpaper roll or Velcro. Micro-filter dust collector box for perfect suction, palm handle with two
gripping positions and Softgrip coating for maximum working comfort.

Equipment:
Plate punching
2 paper sandpaper sheets
Plastic case

ITEM: GSS 23 AE PROFESSIONAL

Dimensions: 317 x 158 h mm

Tech. Code

Power Watt 190
No-load speed Rpm 7000 -12000
Oscillation/min 14000-24000
Sanding plate mm 92 x 182
Strap fit - Abrasive paper mm 93 x 185
Bracket fit - Abrasive paper mm 93 x 230
Weight Kg 1,7

Supply voltage 230 Volt, lightweight and manoeuvrable with electronic revolution and oscillation adjustment to
work each type of material in the most appropriate way, sanding pad for innovative and outstanding durability
and for optimal surface quality. Sandpaper roll or Velcro connector for perfect suction, handle with palm position
and removable front handle for wire sanding without obstacles.

Equipment:
5 mm L wrench key
2 sandpaper sheets

ITEM: GSS 280 AE

Dimensions: 350 x 195 h mm

Tech. Code

Power Watt 330
No-load speed Rpm 5500-11000
Oscillation/min 11000-22000
Sanding plate mm 114 x 226
Abrasive sheet for fitting/fastening mm 115 x 280
Strap fitting abrasive sheet mm 115 x 230
Weight Kg 2,6



N

N.39 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Tensione di alimentazione 230 Volt, modello ad elevata asportazione con regolazione e preselezione del
numero dei giri e delle oscillazioni per un lavoro idoneo per ogni applicazione. Costant Electronic per un
numero di giri costante anche sotto carico, freno del platorello per diminuirne l'usura e per impedire rigature e
danneggiamenti del pezzo. Platorello con fissaggio del disco abrasivo a velcro, box raccogli polvere Microfilter
per una perfetta aspirazione, impugnatura con posizione palmare e impugnatura frontale asportabile per
levigare a filo senza ostacoli.

Dotazione:
Chiave esagonale 5 mm
Carta abrasiva grana 80

ART. GEX 150 AC PROFESSIONAL

Dimensioni: 315x190h mm

Cod. Tec. N4260340/1
GR64 Euro 329,00
Potenza Watt 340
Giri a vuoto Rpm 4500-12000
Oscillazioni a vuoto/minuto 9000-24000
Ø Platorello/disco abrasivo a strappo mm 150
Peso Kg 2,1

LEVIGATRICI ROTOORBITALI

Tensione di alimentazione 230 Volt, potente e super professionale, semplice e rapido sistema di passaggio
dalla levigatura fine a quella grezza o alla lucidatura. Constant Electronic per un numero di giri costante anche
sotto carico, potente turbo per una asportazione cinque volte superiore (levigatura grezza), freno del platorello
per diminuirne l'usura e per impedire rigature e danneggiamenti del pezzo. Platorello a lunga durata con
fissaggio dei dischi abrasivi a velcro, impugnatura con posizione palmare e canalina di aspirazione integrata
per il collegamento diretto all'aspiratore.

Dotazione:
Chiave esagonale 5 mm
Disco abrasivo grana 120
Valigetta in plastica

ART. GEX 150 TURBO PROFESSIONAL

Dimensioni: 310x147h mm

Cod. Tec. N4261600/4
GR64 Euro 569,00
Potenza Watt 600
Giri a vuoto Rpm 3100-6650
Oscillazioni a vuoto/minuto 6200-13300
Ø Platorello/disco abrasivo a strappo mm 150
Peso Kg 2,4

I prodotti sono disponibili nel CAP G

DISCHI ABRASIVI VELCRATI FORATI

Cod. Tec. Ø
mm

Grana

G2300150040

150

40

G2300150060 60

G2300150080 80

G2300150100 100

Prodotti correlati

N.39Indivisible package  Suggested retail package - Unit price

Supply voltage 230 Volt, high removal model with revolution and oscillation adjustment and pre-setting for
appropriate work in all types of applications. Constant Electronic for constant rpm even under load, pad brake
to decrease wear and to avoid scratches and damage to the workpiece. Pad with Velcro abrasive disc fixing,
micro-filter dust collector box for perfect suction, handle with palm position and removable front handle for wire
sanding without obstacles.

Equipment:
5 mm hexagonal L wrench
120 grain abrasive disc

ITEM: GEX 150 AC PROFESSIONAL

Dimensions: 315 x 190 h mm

Tech. Code

Power Watt 340
No-load speed Rpm 4500-12000
Oscillation/min 9000-24000
Ø pad/ strap abrasive disc mm 150
Weight Kg 2,1

ELECTRIC ROTO-ORBITAL SANDERS

Supply voltage 230 Volts, powerful and super professional, quick and easy transition system from fine sanding
to raw sanding or to polishing. Constant Electronic for constant rpm even under load providing powerful turbo
for a five times higher removal rate (coarse sanding), pad brake to decrease wear and to avoid scratches and
damage to the workpiece. Long-lasting pad with Velcro abrasive disc fixing, handle with palm position and
integrated suction duct for direct connection to the aspirator.

Equipment:
5 mm hexagonal L wrench
120 grain abrasive disc
Plastic case

ITEM: GEX 150 TURBO PROFESSIONAL

Dimensions: 310 x 147 h mm

Tech. Code

Power Watt 600
No-load speed Rpm 3100-6650
Oscillation/min 6200-13300
Ø pad/ strap abrasive disc mm 150
Weight Kg 2,4

The products are available in chapter G

VELCRO COATED ABRASIVE DISCS

Tech. Code Ø
mm

Grit

150

40

60

80

100

Related products



N

N.40 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Tensione di alimentazione 230 Volt, robusta ed estremamente maneggevole con preselezione del numero di
giri per un lavoro adatto al materiale, robusta cinghia dentata e relative ruote dentate in metallo per una lunga
durata. Piastra di levigatura con rivestimento in grafite, rulli in alluminio, micro regolazione del rullo guida per un
esatto scorrimento del nastro e leva di tensionamento rapido/stabile per un semplice cambio del nastro. Attacco
per aspirazione diretta all'aspiratore o sacco raccoglipolvere, impugnatura frontale asportabile per lavorare a
filo senza ostacoli.

Dotazione:
Nastro abrasivo
Sacco raccoglipolvere

ART. GBS 75 AE PROFESSIONAL

Dimensioni: 440x130h mm

Cod. Tec. N4265750/1
GR64 Euro 359,00
Potenza Watt 750
Velocità rotazione nastro m/min 200-330
Nastro abrasivo mm 533 x 75
Peso Kg 3,4

LEVIGATRICI A NASTRO

Utensile multifunzione GOP 30-28 categoria StarlockPlus per un maggiore avanzamento del lavoro, interfaccia
magnetica per un semplice cambio utensile, interfaccia 3D per un trasferimento della potenza dall'utensile
all'accessorio con perdite minime.

Dotazione:
Lama BIM Starlock AIZ 32
APB
Lama HCS Starlock AIZ 32
BSPC
Raschietto HCS Starlock ATZ
52 SC
Valigetta L-BOXX

ART. GOP 30-28 PROFESSIONAL

Cod. Tec. N4303300
GR64 Euro (269,00)
Potenza Watt 300
Numero di oscillazioni a vuoto/min. 8000 - 20000
Angolo di oscillazione a destra e a sinistra 1,4°
Peso Kg 1,5

UTENSILI MULTIFUNZIONE

Levigatrice a nastro BF 10-280 E potente per levigare angoli e bordi nella lavorazione dell'acciaio inox. Motore
ad alte prestazioni FEIN per la massima capacità di asportazione e numero di giri costante anche in caso di
sollecitazioni elevate. Velocità nastro ottimali per l'impiego efficace di nastri abrasivi, nastri in feltro e nastri di
lucidatura diversi.
Massima facilità d'uso. Braccetto di levigatura ruotabile di 180° senza chiavi di servizio, montaggio e regolazione
del nastro senza chiavi di servizio. Larghezze nastro da 3 a 20 mm. Numero giri regolabile in continuo, ottimale
per proteggere superfici delicate.

ART. BF 10-280 E

Cod. Tec. N4270800
GR78 Euro (583,00)
Potenza nominale assorbita W 800
Potenza resa W 550
Giri a vuoto Rpm 10000 / 28000
Velocità nastro m/sec 12-32
Cavo con spina m 4
Dimensioni nastro mm 520 x 3 / 6 / 20
Peso Kg 2,1

LEVIGATRICI A NASTRO

N.40 Indivisible package   Suggested retail package - Unit price

Supply voltage 230 Volts, sturdy and extremely easy to handle with pre-selection of the number of revolutions
for work suited to the material, sturdy toothed belt and related toothed metal wheels for long service life. Sanding
pad with graphite coating, aluminium rollers, micro-adjustment of the guide roller for proper belt running and
fast/stable tensioning lever for simple belt change. Direct suction connection to the aspirator or to the dust bag,
removable front handle for wire sanding without obstacles.

Equipment:
Abrasive belt
Dust bag

ITEM: GBS 75 AE PROFESSIONAL

Dimensions: 440 x 130 h mm

Tech. Code

Power Watt 750
Rotating speed abrasive sheet mt/min m/min 200-330
Abrasive tape mm 533 x 75
Weight Kg 3,4

ELECTRIC BELT SANDERS

GOP 30-28 multi-purpose tool category starlock plus for Increased work progress, magnetic Interface for a
simple tool change, 3 D Interface for a transfer of power from tool to accessory with minimal losses.

Equipment:
BIM Starlock blade AIZ 32 APB
HCS Starlock blade AIZ 32
BSPC
HCS Starlock scraper ATZ
52 SC
Case L-BOXX

ITEM: GOP 30-28 PROFESSIONAL

Tech. Code

Power Watt 300
Number of oscillations at no-load/min 8000 - 20000
Oscillation angle on the right and on the left 1,4°
Weight Kg 1,5

MULTI-FUNCTION TOOLS

BF 10-280 E belt sanders powerful for sanding corners and edges when machining stainless steel. FEIN high-
performance motor for maximum revoval capacity and constant speed even in case of high stresses. Optimal
belt speeds for the effective use of abrasive belts, felt belts and different polishing belts.Maximum ease of use
- 180 ° rotatable sanding arm without service keys, assembly and adjustment of the belt without service keys.
Belt widths from 3 to 20 mm. Continuously adjustable number of revolutions, optimal for protecting delicate
surfaces.

ITEM: BF 10-280 E

Tech. Code

Rated power consumption W 800
Rendered power W 550
No-load speed Rpm 10000 / 28000
Belt speed m/sec 12-32
Cable with plug m 4
Belt dimension mm 520 x 3 / 6 / 20
Weight Kg 2,1

ELECTRIC BELT SANDERS



N

N.41 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Tensione di alimentazione 230 Volt, modello standard con tanto confort, interruttore con funzione di
accelerazione per un inizio di taglio dolce in tutti i materiali. Sistema SDS per la sostituzione della lama
senza attrezzi, oscillazione della lama regolabile su quattro posizioni, canalina di aspirazione integrata per
collegamento diretto all'aspiratore, dispositivo soffiatrucioli disattivabile, impugnatura con punti di presa rivestiti
Softgrip per il massimo confort di lavoro.

Dotazione:
Lama
Chiave esagonale 5 mm
Valigetta in plastica

ART. GST 90 BE PROFESSIONAL

Dimensioni: 393x330h mm

Cod. Tec. N4305650/1
GR64 Euro 199,00
Potenza Watt 650
Corse a vuoto/minuto 500-3100
Altezza corsa mm 26
Profondità di taglio max - Legno mm 90
Profondità di taglio max - Alluminio mm 20
Profondità di taglio max - Acciaio non legato mm 10
Peso Kg 2,6

SEGHETTI ALTERNATIVI

La guida estremamente precisa, grazie al doppio rullo, impedisce alla lama di piegarsi – per un'eccellente
precisione di taglio. La struttura compatta e leggera, con ridotto ingombro dell'impugnatura, consente un
controllo ottimale durante il taglio. Il sistema di sostituzione della lama (SDS), senza attrezzi e senza gioco,
impedisce alla lama di vibrare, per la massima qualità della superficie. Vibrazioni molto contenute, grazie al
sistema di compensazione delle masse, per un'eccellente uniformità di rotazione. Il LED ad alte prestazioni
garantisce un'illuminazione particolarmente intensa della zona di taglio. Il potente motore da 800 watt con
Constant Electronic offre riserve di potenza per i tagli profondi, anche nei materiali più duri. Precisione in
un'ottica di sistema: compatibile con il nuovo binario di guida e con le lame ©Extra Clean for Woodª, per tagli
esenti da schegge. Compatibile con tutti gli aspiratori Bosch, per un impiego pulito. Robusto basamento in
magnesio con possibilità di regolazione senza l'uso di attrezzi.

Dotazione:
1 lama T 144 DP
1 lama T 244 D
2 lame T 308 B
1/1 inserto per valigetta
L-BOXX per utensile
Adattatore di aspirazione
Protezione antischegge
Valigetta L-BOXX 136

ART. GST 160 CE

Dimensioni: 251x183h mm

Cod. Tec. N4307800/1
GR64 Euro 370,00
Potenza Watt 800
Corse a vuoto/min. 800-3000
Altezza corsa mm 26
Profondità di taglio max - legno mm 160
Profondità di taglio max - alluminio mm 20
Profondità di taglio max - acciaio non legato mm 10
Peso Kg 2,2

La guida estremamente precisa, grazie al doppio rullo brevettato, impedisce alla lama di piegarsi per
un'eccellente precisione di taglio. Il sistema di sostituzione della lama (SDS), senza attrezzi e senza
gioco,impedisce alla lama di vibrare, per la massima qualità della superficie. Vibrazioni molto contenute, grazie
al sistema di compensazione delle masse, per un'eccellente uniformità di rotazione. Il LED ad alte prestazioni
garantisce un'illuminazione particolarmente intensa della zona di taglio. Il potente motore da 800 watt con
Constant Electronic offre riserve di potenza per i tagli profondi, anche nei materiali più duri. Robusto basamento
in magnesio con possibilità di regolazione senza l'uso di attrezzi.

Dotazione:
1 lama T 144 DP
1 lama T 244 D
2 lame T 308 B
1/1 inserto per valigetta
L-BOXX per utensile
Adattatore di aspirazione
Protezione antischegge
Valigetta L-BOXX 136

ART. GST 160 BCE

Dimensioni: 251x183h mm

Cod. Tec. N4308800
GR64 Euro 370,00
Potenza Watt 800
Corse a vuoto/min. 800-3000
Altezza corsa mm 26
Profondità di taglio max - legno mm 160
Profondità di taglio max - alluminio mm 20
Profondità di taglio max - acciaio non legato mm 10
Peso Kg 2,3

N.41Indivisible package  Suggested retail package - Unit price

Supply voltage 230 Volt, standard model with high comfort, switch with acceleration function for soft-start
cutting with all materials. SDS system for tool-free blade change, four-position adjustable blade oscillation,
integrated suction duct for direct connection to the aspirator, sawdust blower device that can be switched off,
handle with Softgrip-coated grip points for maximum working comfort.

Equipment:
Blade
5 mm hexagonal L wrench
Plastic case

ITEM: GST 90 BE PROFESSIONAL

Dimensions: 393 x 330 h mm

Tech. Code

Power Watt 650
Idle runs/min 500-3100
Run height mm 26
Max cutting depth - Wood mm 90
Max cutting depth - Aluminum mm 20
Max cutting depth - Non-alloyed steel mm 10
Weight Kg 2,6

ELECTRIC JIG SAWS

Thanks to its double roller, the extremely precise guide prevents the blade from bending, providing excellent
cutting precision. Compact and light structure, reduced handle size, for a maximised cutting control. Its blade
replacement system (SDS), which does not require any tools while ensuring no gap, prevents blade vibration
therefore also ensuring superior surface quality. A mass compensation system designed to attenuate vibrations,
providing excellent rotational uniformity. High-performance LED ensures intense lighting of the cutting area. A
powerful 800 watt motor complete with Constant Electronic system, represents a great power source for deep
cutting also in case of hard materials Accuracy with a systematic approach: compatible with the new guide rail
and with our “Extra Clean for Wood” blades for splinter-free cutting. Compatible with all Bosch dust aspirator for
clean work operations. Sturdy magnesium crankcase and tool-free adjustment.

Equipment:
1 T 144 DP blade
1 T 244 D blade
2 T 308 B blades
1/1 insert for casing
L-BOXX for tool
Suction adapter
Splinter protection
L-BOXX 136 casing

ITEM: GST 160 CE

Dimensions 251x183h mm

Tech. Code

Power Watt 800
Idle runs/min 800-3000
Run height mm 26
Max cutting depth - Wood mm 160
Max cutting depth - Aluminum mm 20
Max cutting depth - Non-alloyed steel mm 10
Weight Kg 2,2

Thanks to its patented double roller, the extremely precise guide prevents the blade from bending, providing
excellent cutting precision. Its blade replacement system (SDS), which does not require any tools while ensuring
no gap, prevents blade vibration therefore also ensuring superior surface quality. A mass compensation system
designed to attenuate vibrations, providing excellent rotational uniformity. High-performance LED ensures
intense lighting of the cutting area. A powerful 800 watt motor complete with Constant Electronic system,
represents a great power source for deep cutting also in case of hard materials Sturdy magnesium crankcase
and tool-free adjustment.

Equipment:
1 T 144 DP blade
1 T 244 D blade
2 T 308 B blades
1/1 insert for casing
L-BOXX for tool
Suction adapter
Splinter protection
L-BOXX 136 casing

ITEM: GST 160 BCE

Dimensions 251x183h mm

Tech. Code

Power Watt 800
Idle runs/min 800-3000
Run height mm 26
Max cutting depth - Wood mm 160
Max cutting depth - Aluminum mm 20
Max cutting depth - Non-alloyed steel mm 10
Weight Kg 2,3



N

N.42 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Corpo in acciaio speciale con scanalatura di dilatazione per impedire la deformazione, adatta per tagli veloci e
precisi su legno tenero e duro, pressato e compensato, paniforte e truciolato.

B1: Larghezza di taglio
B2: Spessore del corpo della lamaCod. Tec. N505536

GR76 Euro 51,50
ø mm 190
Foro mm 30
Z 36
B1 x B2 mm 2,6 / 1,6

LAME CIRCOLARI CON DENTI IN HM OPTILINE WOOD

Tensione di alimentazione 230 Volt, corta, maneggevole, con un'ottima visuale sulla linea di taglio, stretto
raggio di curvatura, interruttore a cursore di sicurezza protetto.

Dotazione:
Lama superiore/inferiore
Chiave esagonale 3 mm

ART. GSC 75-16 PROFESSIONAL

Dimensioni: 232 x 115h mm

Cod. Tec. N4501500/2
GR64 Euro 565,00
Potenza Watt 750
Corse a vuoto/minuto 5000
Spessore taglio max - Acciaio 400N/mm² mm 1,6
Spessore taglio max - Acciaio 600N/mm² mm 1,2
Spessore taglio max - Acciaio 800N/mm² mm 0,7
Spessore taglio max - Alluminio 200N/mm² mm 2,2
Peso Kg 1,8

CESOIE

Precisa interazione con il nuovo sistema di guide FSN Bosch e con binari di guida di altri fornitori. Possibilità di
tagli inclinati con la guida senza necessità di alcun adattatore. Elevato avanzamento del taglio grazie al potente
motore da 1.800 Watt e al sistema Constant Electronic. Base in ghisa d'alluminio con scanalatura fresata in
modo preciso per le guide.

Dotazione:
Adattatore di aspirazione
Lama in MD Ø 190 mm
L-BOXX
Chiave esagonale da 5

ART. GKS 65 GCE PROFESSIONAL

Dimensioni: 320x270h mm

Cod. Tec. N44011800
GR64 Euro 449,00
Potenza Watt 1800
Giri a vuoto Rpm 5900
Ø foro lama mm 30
Ø lama mm 190
Profondità di taglio max a 90° mm 65
Profondità di taglio max a 45° mm 48
Peso Kg 5,2

SEGHE CIRCOLARI

Cod. Tec. GR76
Euro

N4501LR/1 31,42 Lama di ricambio

Sega universale GSA 1100 E con potente motore da 1.100 W per un rapido avanzamento del taglio, LED
integrato per una visibilità ottimale del pezzo in lavorazione. Gancio in metallo per appendere l'utensile durante
le pause di lavoro. Sistema «SDS» per una sostituzione della lama comoda e rapida, carcassa ingranaggi con
rivestimento in gomma per una presa sicura e confortevole.

Dotazione:
Lama per legno S 2345 X
Lama per metallo S 123 XF
Valigetta

ART. GSA 1100 E PROFESSIONAL

Cod. Tec. N43101100
GR64 Euro 219,00
Potenza Watt 1100
Corse a vuoto/min. 0 - 2700
Profondità di taglio max - Legno mm 230
Sega, lunghezza della corsa mm 28
Peso Kg 3,6

SEGHE UNIVERSALI

N.42 Indivisible package   Suggested retail package - Unit price

Special steel body with expansion groove to prevent deformation, suitable for fast and accurate cutting of soft
and hard wood, pressed and plywood, laminboard and chipboard.

B1: Cutting width B2: Blade
body thicknessTech. Code

ø mm 190
Hole mm 30
Z 36
B1 x B2 mm 2.6 / 1.6

CIRCULAR BLADES WITH TEETH FOR WOOD HM OPTILINE

Supply voltage 230 Volt, short, easy to handle, with an excellent view of the cutting line, tight curving radius,
protected safety slide switch.

Equipment:
Upper/lower blade
3 mm hexagon L wrench

ITEM: GSC 75-16 PROFESSIONAL

Dimensions: 232 x 115 h mm

Tech. Code

Power Watt 750
Idle runs/min 5000
Max. cutting thickness - Steel 400 N/mm² mm 1,6
Max. cutting thickness - Steel 600 N/mm² mm 1,2
Max. cutting thickness - Steel 800 N/mm² mm 0,7
Max. cutting thickness - Aluminium 200 N/mm² mm 2,2
Weight Kg 1,8

ELECTRIC SHEARS

Precise interaction with the new Bosch FSN guide system and with guide rails of other suppliers. Execution of
angled cuts with the guide without any adapter. High cutting progress thanks to the powerful 1,800-Watt motor
and the Constant Electronic system. Base in cast aluminium with a precisely milled groove for the guides.

Equipment:
Suction adapter
MD blade 190 mm Ø
L-BOXX
5 mm hexagon L wrench

ITEM: GKS 65 GCE PROFESSIONAL

Dimensions: 320 x 270 h mm

Tech. Code

Power Watt 1800
No-load speed Rpm 5900
Ø blade hole mm 30
Ø blade mm 190
Cutting depth max 90° mm 65
Cutting depth max 45° mm 48
Weight Kg 5,2

ELECTRIC CIRCULAR SAW BLADES

Tech. Code

Spare blade

GSA 1100 E universal saw with a powerful 1,100 W motor for fast cutting progress, integrated LED for optimal
workpiece visibility. Metal hook to hang the tool during work breaks. ©SDSª system for a quick and convenient
blade replacement, gear casing with rubber coating for a secure and comfortable grip.

Equipment:
Blade for wood S 2345 X
Blade for metal S 123 XF
Case

ITEM: GSA 1100 E PROFESSIONAL

Tech. Code

Power Watt 1100
Indle runs/min. 0 - 2700
Max cutting depth - wood mm 230
Saw stroke length mm 28
Weight Kg 3,6

ELECTRIC UNIVERSAL SAWS



N

N.43 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Tensione di alimentazione 230 Volt, corpo sottile e compatto di grande maneggevolezza, matrice orientabile
per una migliore accessibilità negli angoli con possibilità di bloccarla per i tagli diritti. Interruttore a cursore di
sicurezza protetto. Lavoro senza problemi con dime di tracciato e tagli dal pieno.

Dotazione:
Punzone per taglio curvo
Matrice
Chiave esagonale 2,5 mm

ART. GNA 2.0 PROFESSIONAL

Dimensioni: 275x127h mm

Cod. Tec. N4520500/4
GR64 Euro 749,00
Potenza Watt 500
Corse a vuoto/minuto 2400
Spessore di taglio max - Acciaio 400N/mm² mm 2
Spessore di taglio max - Acciaio 600N/mm² mm 1,4
Spessore di taglio max - Acciaio 800N/mm² mm 1
Spessore di taglio max - Alluminio 200N/mm² mm 2,5
Raggio minimo mm 3
Larghezza traccia mm 6
Preforatura  per tagli dal pieno mm 16
Peso Kg 2

RODITRICI

Tensione di alimentazione 230 Volt, modello universale adatto per riscaldare, sverniciare e per lavori di
saldatura per stagnare. Regolazione della temperatura con rotellina, flusso d'aria a due livelli, protezione
termica asportabile per lavori in spazi ristretti, stabile superficie d'appoggio per il funzionamento stazionario.

ART. GHG 600 CE PROFESSIONAL

Dimensioni: 340x105h mmCod. Tec. N46012000/1
GR64 Euro 229,00
Potenza Watt 2000
Temperatura di lavoro °C 100-600
Flusso aria litri/minuto 350-550
Peso Kg 0,6

TERMOSOFFIATORI

N.43Indivisible package  Suggested retail package - Unit price

Supply voltage 230 Volt, slim and compact body with high manoeuvrability, adjustable matrix for better access
to corners with locking option for straight cuts. Protected safety slide switch. Work without problems thanks to
track templates and cuts from solid.

Equipment:
Punch for curve cut
Matrix
2.5 mm allen key

ITEM: GNA 2.0 PROFESSIONAL

Dimensions: 275 x 127 h mm

Tech. Code

Power Watt Nibbler
Idle runs/min 2400
Max. cutting thickness - Steel 400 N/mm² mm 2
Max. cutting thickness - Steel 600 N/mm² mm 1,4
Max. cutting thickness - Steel 800 N/mm² mm 1
Max. cutting thickness - Aluminium 200 N/mm² mm 2,5
Minimum radius mm 3
Track width mm 6
Pre-drilling for cuts from solid mm 16
Weight Kg 2

ELECTRIC NIBBLERS

Supply voltage 230 Volt, universal model suitable for heating, removing paint and welding operations for coating
with tin. Temperature control with scroll wheel, two-level air flow, removable thermal protection for working in
confined spaces, stable surface for stationary operation.

ITEM: GHG 600 CE PROFESSIONAL

Dimensions: 340 x 105 h mmTech. Code

Power Watt 2000
Working temperature °C 100-600
Air flow Litres/min 350-550
Weight Kg 0,6

ELECTRIC HEAT GUNS
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N.44 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

LAME PER SEGHETTI ALTERNATIVI PER LEGNO

Cod. Tec. GR76
Euro

Lunghezza totale
mm

Passo denti
mm

Contenuto confezione 

N510111 5,50 100 3 5 lame 1

ART. T 111 C
Materiale HCS, stradata, fresata, per legno tenero (4-50 mm), pannelli in truciolato, paniforte, pannelli in fibra, per il
taglio veloce.

Cod. Tec. GR76
Euro

Lunghezza totale
mm

Passo denti
mm

Contenuto confezione 

N510213 8,20 100 4 - 5,2 5 lame 1

ART. T 144 D
Materiale HCS, stradata, rettificata, per legno tenero (5-50 mm), pannelli in truciolato, paniforte, pannelli in fibra.

Cod. Tec. GR76
Euro

Lunghezza totale
mm

Passo denti
mm

Contenuto confezione 

N510315 9,40 100 4 - 5,2 5 lame 1

ART. T 244 D
Materiale HCS, stradata, fresata, per legno tenero (5-50 mm), pannelli in truciolato, paniforte, pannelli in fibra, speciale
per tagli curvi.

Cod. Tec. GR76
Euro

Lunghezza totale
mm

Passo denti
mm

Contenuto confezione 

N510417 16,50 152 4 3 lame 1

ART. T 344 D
Materiale HCS, stradata, rettificata, per legno da costruzione spesso, legno tenero (5-100 mm), pannelli in truciolato,
paniforte, pannelli in fibra.

Cod. Tec. GR76
Euro

Lunghezza totale
mm

Passo denti
mm

Contenuto confezione 

N510519 8,20 100 2,7 5 lame 1

ART. T 101 B
Materiale HCS, con denti diritti e rettificati, per legno tenero, pannelli in truciolato, paniforte, pannelli in fibra (3-30 mm).

Cod. Tec. GR76
Euro

Lunghezza totale
mm

Passo denti
mm

Contenuto confezione 

N510723 21,50 117 3 5 lame 1

ART. T 301 CD
Materiale HCS, con denti diritti e rettificati, per legno tenero, pannelli in truciolato, paniforte, pannelli in fibra ( 10-65 mm).

LAME PER SEGHETTI ALTERNATIVI PER LEGNO CON METALLO

Cod. Tec. GR76
Euro

Lunghezza totale
mm

Passo denti
mm

Contenuto confezione 

N510825 37,50 132 2,4 - 5 5 lame 1

ART. T 345 XF
Materiale BIM, stradata, fresata, per legno da costruzione con chiodi (<65 mm), materiali legnosi, materiali plastici,
lamiere, tubi/profilati, incluso alluminio (Ø 3-10 mm).

LAME PER SEGHETTI ALTERNATIVI PER METALLO

Cod. Tec. GR76
Euro

Lunghezza totale
mm

Passo denti
mm

Contenuto confezione 

N512027 19,00 92 1,1 - 1,5 5 lame 1

ART. T 118 AF
Materiale BIM, ondulata, fresata, per lamiere sottili, lamiere forate (1-3 mm).

Cod. Tec. GR76
Euro

Lunghezza totale
mm

Passo denti
mm

Contenuto confezione 

N512129 17,00 92 1,9 - 2,3 5 lame 1

ART. T 118 BF
Materiale BIM, ondulata, fresata, per lamiere di medio spessore, lamiere forate (2,5-6 mm).

Cod. Tec. GR76
Euro

Lunghezza totale
mm

Passo denti
mm

Contenuto confezione 

N510621 8,60 100 4 - 5,2 5 lame 1

ART. T 101 D
Materiale HCS, con denti diritti e rettificati, per legno tenero, pannelli in truciolato, paniforte, pannelli in fibra (10-45 mm).

N.44 Indivisible package   Suggested retail package - Unit price

JIG SAW BLADES FOR WOOD

Tech. Code Total length
mm

Tooth pitch
mm

Package content 

100 3 5 blades

ITEM: T 111 C
HCS, set, milled, softwood, chipboard panels, laminboard, fibre boards, for fast cut.

Tech. Code Total length
mm

Tooth pitch
mm

Package content 

100 4 - 5,2 5 blades

ITEM: T 144 D
HCS, set, rectified, softwood, chipboard panels, laminboard, fibre boards.

Tech. Code Total length
mm

Tooth pitch
mm

Package content 

100 4 - 5,2 5 blades

ITEM: T 244 D
HCS set, rectified,softwood (5 - 50 mm), chipboard panels, laminboard, fibre boards, ideal for curved cuts.

Tech. Code Total length
mm

Tooth pitch
mm

Package content 

152 4 3 blades

ITEM: T 344 D
HCS, set, milled, thick wood, softwood (5 - 100 mm), chipboard panels, laminboard, fibre boards.

Tech. Code Total length
mm

Tooth pitch
mm

Package content 

100 2,7 5 blades

ITEM: T 101 B
HCS, straight, rectified and straight teeth, softwood, chipboard panels, laminboard, fibre boards (3 - 30 mm).

Tech. Code Total length
mm

Tooth pitch
mm

Package content 

117 3 5 blades

ITEM: T 301 CD
HCS, straight, rectified and straight teeth, softwood, chipboard panels, laminboard, fibre boards (10 - 65 mm).

JIG SAW BLADES FOR WOOD WITH METAL

Tech. Code Total length
mm

Tooth pitch
mm

Package content 

132 2,4 - 5 5 blades

ITEM: T 345 XF
Two-metal, set, milled, wood for construction with nails (< 65 mm), wooden materials, plastic, sheet metal, pipes/profiles,
including aluminum (3 - 10 mm).

JIG SAW BLADES FOR METAL

Tech. Code Total length
mm

Tooth pitch
mm

Package content 

92 1,1 - 1,5 5 blades

ITEM: T 118 AF
Two-metal, wavy corrugated, milled, thin sheet metal (1 - 3 mm).

Tech. Code Total length
mm

Tooth pitch
mm

Package content 

92 1,9 - 2,3 5 blades

ITEM: T 118 BF
Two-metal, wavy corrugated, milled, medium-thick sheet metal (1 - 3 mm).

Tech. Code Total length
mm

Tooth pitch
mm

Package content 

100 4 - 5,2 5 blades

ITEM: T 101 D
HCS, straight, rectified and straight teeth, softwood, chipboard panels, laminboard, fibre boards (10 - 45 mm).
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N.45 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

LAME PER SEGHETTI ALTERNATIVI PER METALLO

Cod. Tec. GR76
Euro

Lunghezza totale
mm

Passo denti
mm

Contenuto confezione 

N512231 7,70 92 0,7 5 lame 1

ART. T 118 G
Materiale HSS, ondulata, fresata, per lamiere molto sottili (0,5 - 1,5 mm).

Cod. Tec. GR76
Euro

Lunghezza totale
mm

Passo denti
mm

Contenuto confezione 

N512333 7,70 92 1,1 - 1,5 5 lame 1

ART. T 118 A
Materiale HSS, ondulata, fresata, per lamiere sottili (1 - 3 mm).

Cod. Tec. GR76
Euro

Lunghezza totale
mm

Passo denti
mm

Contenuto confezione 

N512435 8,60 92 1,1 - 1,5 5 lame 1

ART. T 218 A
Materiale HSS, ondulata, fresata, per lamiere sottili (1 - 3 mm). Speciale per tagli curvi.

Cod. Tec. GR76
Euro

Lunghezza totale
mm

Passo denti
mm

Contenuto confezione 

N512537 16,80 132 1,2 5 lame 1

ART. T 318 A
Materiale HSS, ondulata, fresata, per lamiere sottili (1 - 3 mm), tubi e profilati, incluso alluminio (Ø <65 mm).

Cod. Tec. GR76
Euro

Lunghezza totale
mm

Passo denti
mm

Contenuto confezione 

N512639 7,70 92 1,9 - 2,3 5 lame 1

ART. T 118 B
Materiale HSS, ondulata, fresata, lamiere di medio spessore (2,5 - 6 mm).

LAME PER SEGHETTI ALTERNATIVI PER ALLUMINIO E METALLI NON FERROSI

Cod. Tec. GR76
Euro

Lunghezza totale
mm

Passo denti
mm

Contenuto confezione 

N513041 16,80 132 2 5 lame 1

ART. T 318 B
Materiale HSS, ondulata, fresata, per lamiere di medio spessore (2,5 - 6 mm), tubi e profilati, incluso l'alluminio
(Ø <65 mm). Tagli angolati precisi.

Cod. Tec. GR76
Euro

Lunghezza totale
mm

Passo denti
mm

Contenuto confezione 

N513143 8,90 100 3 5 lame 1

ART. T 127 D
Materiale HSS, stradata, fresata, per lamiere di alluminio da sottili a spesse (3 - 15 mm), tubi e profilati (Ø <30 mm).

Cod. Tec. GR76
Euro

Lunghezza totale
mm

Passo denti
mm

Contenuto confezione 

N513245 8,90 100 3 5 lame 1

ART. T 227 D
Materiale HSS, stradata, fresata, per lamiere di alluminio da sottili a spesse (3 - 15 mm), tubi e profilati (Ø <30 mm),
speciale per tagli curvi.

LAME PER SEGHETTI ALTERNATIVI PER ACCIAIO INOX

Cod. Tec. GR76
Euro

Lunghezza totale
mm

Passo denti
mm

Contenuto confezione 

N514047 53,00 83 1,1 3 lame 1

ART. T 118 AHM
Materiale HSS, con inserto in HM, rettificata, per lamiere sottili in acciaio inossidabile (1,5 - 3 mm).

Cod. Tec. GR76
Euro

Lunghezza totale
mm

Passo denti
mm

Contenuto confezione 

N514149 53,00 83 1,4 3 lame 1

ART. T 118 EHM
Materiale HCS, con inserto in HM, rettificata, per lamiere di medio spessore in acciaio inossidabile (2 - 5 mm).

N.45Indivisible package  Suggested retail package - Unit price

JIG SAW BLADES FOR METAL

Tech. Code Total length
mm

Tooth pitch
mm

Package content 

92 0,7 5 blades

ITEM: T 118 G
HCS, wavy corrugated, milled, very thin sheet metal (0.5 - 1.5 mm).

Tech. Code Total length
mm

Tooth pitch
mm

Package content 

92 1,1 - 1,5 5 blades

ITEM: T 118 A
HSS, wavy corrugated, milled, thin sheet metal (1 - 3 mm).

Tech. Code Total length
mm

Tooth pitch
mm

Package content 

92 1,1 - 1,5 5 blades

ITEM: T 218 A
HSS, wavy corrugated, milled, thin sheet metal (1 - 3 mm). Ideal for cutting curved

Tech. Code Total length
mm

Tooth pitch
mm

Package content 

132 1,2 5 blades

ITEM: T 318 A
HCS, wavy corrugated, milled, thin sheet metal (1 - 3 mm), pipes/profiles, including aluminium (< 65 mm).

Tech. Code Total length
mm

Tooth pitch
mm

Package content 

92 1,9 - 2,3 5 blades

ITEM: T 118 B
HSS, wavy corrugated, milled, medium-thick sheet metal (2.5 - 6 mm).

JIG SAW BLADES FOR ALUMINIUM AND NON-FERROUS METALS

Tech. Code Total length
mm

Tooth pitch
mm

Package content 

132 2 5 blades

ITEM: T 318 B
HCS, wavy corrugated, milled, medium-thick sheet metal (2.5 - 6 mm), pipes/profiles, including aluminium (< 65 mm).
Angle and precise cuts.

Tech. Code Total length
mm

Tooth pitch
mm

Package content 

100 3 5 blades

ITEM: T 127 D
HSS, set, milled, thin and thick sheet metal (3 - 15 mm), pipes/profiles (< 30 mm).

Tech. Code Total length
mm

Tooth pitch
mm

Package content 

100 3 5 blades

ITEM: T 227 D
HSS, set, milled, thin and thick sheet metal (3 - 15 mm), pipes/profiles (< 30 mm). Ideal for cutting curved.

JIG SAW BLADES FOR STAINLESS STEEL

Tech. Code Total length
mm

Tooth pitch
mm

Package content 

83 1,1 3 blades

ITEM: T 118 AHM
With HM insert (edge), ground, thin stainless steel sheet (1.5 - 3 mm).

Tech. Code Total length
mm

Tooth pitch
mm

Package content 

83 1,4 3 blades

ITEM: T 118 EHM
With HM insert (edge), ground, medium-thick stainless steel sheet (2 - 5 mm).
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N.46 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

LAME PER SEGHETTI ALTERNATIVI PER MATERIALE ACRILICO

Cod. Tec. GR76
Euro

Lunghezza totale
mm

Passo denti
mm

Contenuto confezione 

N515052 15,10 92 1,8 5 lame 1

ART. T 102 BF
Materiale BIM, stradata, con denti rettificati sui fianchi, tagli puliti nei pannelli in PMMA.

LAME PER SEGHETTI ALTERNATIVI PER MATERIALE IN FIBRA DI CEMENTO

Cod. Tec. GR76
Euro

Lunghezza totale
mm

Passo denti
mm

Contenuto confezione 

N516053 47,00 100 4,3 3 lame 1

ART. T 141 HM
Materiale HSS, con inserto in HM, stradata, per vetroresina e resine epossidiche (5 - 20 mm), cartongesso, pannelli in
fibrocemento (5 - 50 mm).

Cod. Tec. GR76
Euro

Lunghezza totale
mm

Passo denti
mm

Contenuto confezione 

N516155 85,00 132 4,3 3 lame 1

ART. T 341 HM
Materiale HSS, con inserto in HM, stradata, per vetroresina e resine epossidiche (5 - 50 mm), cartongesso, pannelli in
fibrocemento (<80 mm).

LAME PER SEGHETTI ALTERNATIVI PER MATERIALE CERAMICO

Cod. Tec. GR76
Euro

Lunghezza totale
mm

Passo denti
mm

Contenuto confezione 

N517057 23,50 83 - 3 lame 1

ART. T 130 RIFF
Materiale HSS, rivestita in HM con grana 30, per piastrelle in ceramica tenera, ghisa (5 - 15 mm). Tagli grezzi.

LAME PER SEGHE UNIVERSALI PER LEGNO

Cod. Tec. GR76
Euro

Lunghezza totale
mm

Passo denti
mm/TPI

Contenuto confezione 

N5180A 18,95 200 2,5-4,3 - 6/10 2 lame 1

ART. S 2345 X
Materiale HCS, stradata, rettificata, per legno da costruzione (<150 mm), truciolato, MDF (6 - 60 mm), compensato,
materiale plastico (<150 mm), pareti in legno (<150 mm). Taglio fine e senza sforzo.

Cod. Tec. GR76
Euro

Lunghezza totale
mm

Passo denti
mm/TPI

Contenuto confezione 

N5181B 14,21 225 8,5 - 3 2 lame 1

ART. S 1111 K
Materiale HCS, stradata, fresata, per legno grezzo senza chiodi (<175 mm), legna da ardere (Ø <175 mm).

LAME PER SEGHE UNIVERSALI PER LEGNO CON CHIODI

Cod. Tec. GR76
Euro

Lunghezza totale
mm

Passo denti
mm/TPI

Contenuto confezione 

N5190C 28,84 150 2,5 - 10 5 lame 1

ART. S 922 HF
Materiale BIM, stradata, fresata, per la riparazione di pallet, per legno con chiodi (<100 mm), lamiere metalliche, tubi,
profilati in alluminio (3 - 12 mm).

Cod. Tec. GR76
Euro

Lunghezza totale
mm

Passo denti
mm/TPI

Contenuto confezione 

N5191D 41,72 200 2,1-4,3 - 6-12 5 lame 1

ART. S 3456 XF
Materiale BIM, stradata, fresata, per legno con chiodi, pannelli in truciolato (<150 mm), lamiere metalliche, profilati in
alluminio (3 - 18 mm), vetroresina e resine epossidiche (<150 mm).

N.46 Indivisible package   Suggested retail package - Unit price

JIG SAW BLADES FOR ACRYLIC MATERIAL

Tech. Code Total length
mm

Tooth pitch
mm

Package content 

92 1,8 5 blades

ITEM: T 102 BF
HSS, straight, ground teeth, clear cuts on PMMA panels.

JIG SAW BLADES FOR FIBRE/CEMENT MATERIALS

Tech. Code Total length
mm

Tooth pitch
mm

Package content 

100 4,3 3 blades

ITEM: T 141 HM
With HM insert, set, fibreglass/epoxy resin (5 - 20 mm), plasterboard, fibre cement panels (5 - 50 mm).

Tech. Code Total length
mm

Tooth pitch
mm

Package content 

132 4,3 3 blades

ITEM: T 341 HM
With HM insert, set, fibreglass/epoxy resin (5 - 50 mm), plasterboard, fibre cement panels (< 80 mm).

JIG SAW BLADES FOR CERAMIC MATERIALS

Tech. Code Total length
mm

Tooth pitch
mm

Package content 

83 - 3 blades

ITEM: T 130 RIFF
HM-coated with 30 grain, soft ceramic tiles, fibreglass, cast iron (5 - 15 mm). Rough cuts.

BLADES FOR UNIVERSAL SAWS - BLADES FOR WOOD

Tech. Code Total length
mm

Tooth pitch
mm/TPI

Package content 

200 2,5-4,3 - 6/10 2 blades

ITEM: S 2345 X
HCS, set, ground, wood for construction (< 150 mm), chipboard, MDF (6 - 60 mm), plywood, plastic material (< 150 mm),
wooden walls (< 150 mm). Fine cut and effortlessly.

Tech. Code Total length
mm

Tooth pitch
mm/TPI

Package content 

225 8,5 - 3 2 blades

ITEM: S 1111 K
HCS, set, milled, raw wood without nails (< 175 mm), firewood (< 175 mm).

BLADES FOR UNIVERSAL SAWS - BLADES FOR WOOD WITH NAILS/METAL

Tech. Code Total length
mm

Tooth pitch
mm/TPI

Package content 

150 2,5 - 10 5 blades

ITEM: S 922 HF
Two-metal, set, milled, for repairing pallets, wood with nails/metal (< 100 mm), sheet metal, pipes, aluminium profiles
(3 - 12 mm).

Tech. Code Total length
mm

Tooth pitch
mm/TPI

Package content 

200 2,1-4,3 - 6-12 5 blades

ITEM: S 3456 XF
Two-metal, set, milled, wood with nails/metal, chipboard panels (< 150 mm), sheet metals, aluminium profiles (3 - 18
mm), fibreglass/epoxy resin (< 150 mm).
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N.47 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

LAME PER SEGHE UNIVERSALI PER METALLO

Cod. Tec. GR76
Euro

Lunghezza totale
mm

Passo denti
mm/TPI

Contenuto confezione 

N5111G 28,84 150 1,4 - 18 5 lame 1

ART. S 922 EF
Materiale BIM, stradata, fresata, per lamiere sottili (1,5 - 4 mm), tubi e profilati (Ø <100 mm).

Cod. Tec. GR76
Euro

Lunghezza totale
mm

Passo denti
mm/TPI

Contenuto confezione 

N5112F 28,84 150 1,8 - 14 5 lame 1

ART. S 922 BF
Materiale BIM, stradata, fresata, per lamiere spesse, (3 - 8 mm), tubi e profilati massicci (Ø <100 mm). Tagli veloci.

Cod. Tec. GR76
Euro

Lunghezza totale
mm

Passo denti
mm/TPI

Contenuto confezione 

N5113E 30,90 225 1,4 - 18 5 lame 5

ART. S 1122 EF
Materiale BIM, stradata, fresata, per lamiere sottili, (1,5 - 4 mm), tubi e profilati (Ø<175 mm). Tagli a filo.

Cod. Tec. GR76
Euro

Lunghezza totale
mm

Passo denti
mm/TPI

Contenuto confezione 

N5114H 30,90 225 1,8 - 14 5 lame 1

ART. S 1122 BF
Materiale BIM, stradata, fresata, per lamiere spesse, (3 - 8 mm), tubi e profilati massicci (Ø <175 mm). Tagli a filo e tagli
veloci.

LEGENDA ICONE LAME PER SEGHETTI

Taglio veloce Taglio circolare, preciso Barra grana 30

Particolare per tagli dal pieno Taglio pulito Denti rettificati affilati

Taglio dritto, preciso Lunga durata
(bimetalliche/metallo duro) Taglio fine e senza sforzo

Taglio dritto, grezzo Con rivestimento in metallo duro Taglio potente e grezzo

Taglio circolare, grezzo Con inserto in metallo duro Lama flessibile per tagli a filo

Materiale sottile e spesso

N.47Indivisible package  Suggested retail package - Unit price

UNIVERSAL SAW BLADES FOR METAL

Tech. Code Total length
mm

Tooth pitch
mm/TPI

Package content 

150 1,4 - 18 5 blades

ITEM: S 922 EF
Two-metal, set, milled, thin sheet metal (1.5 - 4 mm), tubes/profiles (< 100 mm).

Tech. Code Total length
mm

Tooth pitch
mm/TPI

Package content 

150 1,8 - 14 5 blades

ITEM: S 922 BF
Two-metal, set, milled, thick plates (3 - 8 mm), massive pipes/profiles (< 100 mm). Fast cuts.

Tech. Code Total length
mm

Tooth pitch
mm/TPI

Package content 

225 1,4 - 18 5 blades

ITEM: S 1122 EF
Two-metal, set, milled, thin sheet metal (1.5 - 4 mm), tubes/profiles (< 175 mm). Flush cutting.

Tech. Code Total length
mm

Tooth pitch
mm/TPI

Package content 

225 1,8 - 14 5 blades

ITEM: S 1122 BF
Two-metal, set, milled, thick plates (3 - 8 mm), massive pipes/profiles (< 175 mm). Flush and fast cuts.

JIG SAW BLADES ICONS LEGEND

Fast cut Circular cut, precise Bar grain 30

Particular cutting from solid Clean cut Rectified sharpened teeth

Straight cut, accurate Long life service
(Bimetallic / HM) Fine and effortless cutting

Straight cut, rough With HM coating Powerful and rough cutting

Circular cut, rough With HM insert Flexible blade for wire cutting

Thin and thick materials
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N.49 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Forza di serraggio costante anche nelle più severe condizioni di utilizzo.
Versione S consigliata per trapani portatili.

* Cono B18 accorciato di 7 mm.

ART. SUPRA

Cod. Tec. GR76
Euro Grandezza

Apertura
mm

Attacco
ø Esterno

mm
N520110 86,50 10S 0,5 - 10 3/8" - 24 35,8
N520111 111,20 10 0 - 10 B16

40,2N520112 94,80 13S
1 - 13

1/2" - 20
N520113 119,50 13

B16
46

N520114 127,70
16 3 - 16 51N520115 127,70 B18*

MANDRINI AUTOSERRANTI

DISPOSITIVO DI SICUREZZA

Dispositivo di sicurezza del serraggio per la massima affidabilità anche in caso di forti
vibrazioni e inversione di rotazione, protezione antipolvere e fori di scarico laterali ad
espulsione centrifuga per un'eventuale intrusione della stessa.

ART. SUPRA SK

Cod. Tec. GR76
Euro Grandezza

Apertura
mm

Attacco
ø Esterno

mm
N520220 103,00 SK 13S 1 - 13 1/2" - 20 42,8

Esecuzione di precisione, calotta smussata e concentricità 0,05mm.
Consigliato su trapani ad alta velocità, alesatrici e unità di foratura speciali.

ART. SPIRO

Cod. Tec. GR76
Euro Grandezza

Apertura
mm

Attacco
ø Esterno

mm
N520313 201,90 13 1 - 13

B16
50

N520316 215,30 16 3 - 16 55

Calotta in metallo, forma ergonomica ed elevata concentricità, bloccaggio radiale ed esagono per montaggio e
smontaggio. Adatti per tutti i tipi di trapani fino a 1100 watt. Griffe con riporto in HM.

a* - senza anello di fermo
b* - con anello di fermo

ART. EXTRA RV

Cod. Tec. GR76
Euro Grandezza

Apertura
mm

Attacco Esecuzione
ø Esterno

mm
N520440 44,30

10 1 - 10
1/2" - 20

a*
42,7N520441 44,30 3/8" - 24

N520442 52,50 13 1,5 - 13 1/2" - 20 b*

N.49Indivisible package  Suggested retail package - Unit price

Reliable clamping force even under the most severe operating conditions. S-version recommended for portable drills.
* B18 cone shortened by 7 mm.

ITEM: SUPRA

Tech. Code Width
Opening

mm
Coupling

External ø
mm

10S 0.5 - 10 3/8" - 24 35.8
10 0 - 10 B16

40.2
13S

1 - 13
1/2" - 20

13
B16

46

16 3 - 16 51
B18*

KEYLESS DRILL CHUCKS

SAFETY DEVICE

Safety clamping device for maximum reliability even with strong vibrations and reverse
rotation, protection against dust and side drain holes with ejecting centrifuge in case
of dust intrusion.

ITEM: SUPRA SK

Tech. Code Width
Opening

mm
Coupling

External ø
mm

SK 13S 1 - 13 1/2" - 20 42.8

Accurate execution, chamfered cap and 0.05 mm concentricity. Recommended for high-speed drills, boring machines
and special drilling units.

ITEM: SPIRO

Tech. Code Width
Opening

mm
Coupling

External ø
mm

13 1 - 13
B16

50
16 3 - 16 55

Metal cap, ergonomic shape and high concentricity, radial locking and hexagon for assembly and disassembly. Suitable
for all types of drills up to 1100 Watts. Carbide jaws.

a* - without retaining ring
b* - with retaining ring

ITEM: EXTRA RV

Tech. Code Width
Opening

mm
Coupling Execution

External ø
mm

10 1 - 10
1/2" - 20

a*
42.73/8" - 24

13 1.5 - 13 1/2" - 20 b*
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N.50 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR76
Euro CM

Lunghezza
mm

N52161-3 70,00 1-3 330

ART. N5216
Acciaio speciale temprato brunito, impugnatura in termoplastica.

ESTRATTORI SEMIAUTOMATICI PER CONI MORSE

ART. N5211
Esecuzione di precisione DIN 2185.
Completamente temprate e rettificate all'interno e all'esterno.

Cod. Tec. GR76
Euro CM

Lunghezza
mm

N5211CM4/3 17,90 4 / 3 140
N5211CM5/2 42,50 5 / 2

156N5211CM5/3 37,00 5 / 3
N5211CM5/4 37,00 5 / 4 171

Cod. Tec. GR76
Euro CM

Lunghezza
mm

N5211CM2/1 10,10 2 / 1 92
N5211CM3/1 23,50 3 / 1 99
N5211CM3/2 14,00 3 / 2 112
N5211CM4/1 29,10 4 / 1

124N5211CM4/2 17,90 4 / 2

BUSSOLE DI RIDUZIONE PER TRAPANI

ART. N5210
Codolo conico con tenone DIN 228 B completamente temprato e rettificato.

Cod. Tec. GR76
Euro CM Attacco

L
mm

C
mm

G
mm

N5210CM3B16 9,30

3

B16 134

23,82

15,73
N5210CM3B18 9,30 B18 141 17,78
N5210CM3B22 9,30 B22 147 21,79
N5210CM3B24 10,00 B24 157 23,82
N5210CM4B16 20,00

4
B16 159

31,26
15,73

N5210CM4B18 23,30 B18 168 17,78
N5210CM4B22 20,00 B22 176 21,79
N5210CM5B16 40,20

5
B16 196

44,39
15,73

N5210CM5B18 40,20 B18 204,5 17,78

Cod. Tec. GR76
Euro CM Attacco

L
mm

C
mm

G
mm

N5210CM1B10 6,70

1

B10 86

12,06

10,09
N5210CM1B12 6,70 B12 89 12,06
N5210CM1B16 6,70 B16 97 15,73
N5210CM1B18 6,70 B18 107 17,78
N5210CM2B10 7,00

2

B10 103,5

17,78

10,09
N5210CM2B12 7,00 B12 106,5 12,06
N5210CM2B16 7,00 B16 110,5 15,73
N5210CM2B18 7,20 B18 117,5 17,78
N5210CM2B22 8,20 B22 130 21,79
N5210CM3B12 9,30 3 B12 124 23,82 12,06

ATTACCHI CONICI PER MANDRINI DA TRAPANO

ART. N5215
Acciaio al cromo vanadio.

Cod. Tec. GR76
Euro CM

Lunghezza
mm

N521504 8,80 4 225
N521505-6 23,90 5-6 265

Cod. Tec. GR76
Euro CM

Lunghezza
mm

N521501-2 5,60 1-2 140
N521503 7,30 3 190

ESTRATTORI PER CONI MORSE

N.50 Indivisible package   Suggested retail package - Unit price

Tech. Code Conical morse/taper
Length

mm
1-3 330

ITEM: N5216
Special hardened burnished steel, thermoplastic handle.

SEMI AUTOMATIC DRILL DRIFTS

ITEM: N5211
Accurate execution DIN 2185. Fully hardened and ground internally and externally.

Tech. Code CM
Length

mm
4 / 3 140
5 / 2

156
5 / 3
5 / 4 171

Tech. Code CM
Length

mm
2 / 1 92
3 / 1 99
3 / 2 112
4 / 1

124
4 / 2

REDUCTION BUSH FOR DRILLS

ITEM: N5210
Taper shank with tang DIN 228 B. Completely hardened and ground.

Tech. Code CM Coupling
L

mm
C

mm
G

mm

3

B16 134

23,82

15.73
B18 141 17.78
B22 147 21.79
B24 157 23.82

4
B16 159

31,26
15.73

B18 168 17.78
B22 176 21.79

5
B16 196

44,39
15.73

B18 204,5 17.78

Tech. Code CM Coupling
L

mm
C

mm
G

mm

1

B10 86

12,06

10.09
B12 89 12.06
B16 97 15.73
B18 107 17.78

2

B10 103,5

17,78

10.09
B12 106,5 12.06
B16 110,5 15.73
B18 117,5 17.78
B22 130 21.79

3 B12 124 23,82 12.06

TAPER COUPLINGS FOR DRILL SPINDLES

ITEM: N5215
Vanadium chrome steel.

Tech. Code Conical morse/taper
Length

mm
4 225

5-6 265

Tech. Code Conical morse/taper
Length

mm
1-2 140
3 190

EXTRACTORS/PULLERS FOR MORSE CONES



N

N.51 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Fornito in robusta cassetta di plastica rigida.

Composizione:
- Pz 21 Maschi M3-M4-M5-M6-M8-M10-M12 3pz cad.
- Pz  1 Giramaschi

Cod. Tec. GR76
Euro

N5220M3M12 141,00

ART. N5220

SET PER FILETTATURA METRICA M3-M12 - 22 PZ

Fornito in robusta cassetta di plastica rigida.

Composizione:
- Pz 21 Maschi M3-M4-M5-M6-M8-M10-M12 3 cad.
- Pz 7 Filiere M3-M4-M5-M6-M8-M10-M12
- Pz 7 Punte elicoidali DIN 338 (2,5-10,2 mm)
- Pz 5 Girafiliere
- Pz  2 Giramaschi
- Pz 1 Calibro contafiletti

Cod. Tec. GR76
Euro

N5223SET43 304,00

ART. N5223

SET PER FILETTATURA METRICA M3-M12 - 43 PZ

FRESE CONICHE A GRADINO

Cod. Tec. N52300412 N52300420 N52300630 N52300936 N52301220 N52302030
GR76 Euro 24,30 30,60 50,70 82,40 40,20 69,70
ø min/max mm 4-12 4-20 6-30 9-36 12-20 20-30

ø intermedi mm
5-6-7-8-9

10-11
6-8-10-12
14-16-18

8-10-12-14-16-18
20-22-24-26-28

12-15-18-21-24
27-30-33

13-14-15-16
17-18-19

21-22-23-24-25
26-27-28-29

ø gambo mm 6 8 10 12 9 12
Lung. totale mm 80 67 98 86 76 88

ART. N5230
Acciaio HSS, adatte per metalli ferrosi, non ferrosi e plastiche.

FRESE CONICHE A GRADINO IN KIT

Cod. Tec. N5231SET3/1
GR76 Euro 141,50
Serie Pz 3

Frese D4-12 D12-20 D20-30

ART. N5231
serie 3 frese a gradino in box di platica.

Fornito in comodo vassoio di materiale espanso contenuto in cassetta di plastica rigida.

Composizione:
- Pz 7 Maschi M3-M4-M5-M6-M8-M10-M12
- Pz 1 Giramaschi regolabili gr. 1, 1/2
- Pz 7 Filiere d.25 mm M3-M4-M5-M6-M8-M10-M12
- Pz 1 Girafiliere 25 x 9mm

Cod. Tec. GR76
Euro

N5221M3M12 151,20

ART. N5221

SET PER FILETTATURA METRICA M3-M12 - 16 PZ

N.51Indivisible package  Suggested retail package - Unit price

Supplied in its sturdy rigid plastic box

Set:
- 21 pcs hand taps M3-M4-M5-M6-M8-M10-M12 3 pieces each
- 1 pcs tap wrenches

Tech. Code

ITEM: N5220

METRIC THREADING SET M3-M12 - 22 PCS

Supplied in its sturdy rigid plastic box

Set:
- 21 pcs hand taps M3-M4-M5-M6-M8-M10-M12 3 pieces each
- Dies 7 pcs M3-M4-M5-M6-M8-M10-M12
- Drills 7 pcs DIN 338 (2,5-10,2 mm)
- Die holder 5 pcs
- Tap wrenches 2 pcs
- Screw pitch gauge caliper 1 pcs

Tech. Code

ITEM: N5223

METRIC THREADING SET M3-M12 - 43 PCS

CONICAL STEP DRILLS

Tech. Code

Ø min/max mm 4-12 4-20 6-30 9-36 12-20 20-30

Ø intermediate mm
5-6-7-8-9

10-11
6-8-10-12
14-16-18

8-10-12-14-16-18
20-22-24-26-28

12-15-18-21-24
27-30-33

13-14-15-16
17-18-19

21-22-23-24-25
26-27-28-29

Ø shank mm 6 8 10 12 9 12
Total len. mm 80 67 98 86 76 88

ITEM: N5230
HSS steel, suitable for ferrous and non-ferrous metal and plastic.

CONICAL STEP DRILL BIT SET

Tech. Code

Series pcs 3

Milling cutters D4-12 D12-20 D20-30

ITEM: N5231
Step drill bit set in rigid plastic box.

Provided in foam covered comfortable tray contained in rigid plastic box.

Set:
- 7 pcs taps M3-M4-M5-M6-M8-M10-M12
- 1 pcs adjustable tap wrench gr. 1, 1/2
- Dies 7 pcs d.25 mm M3-M4-M5-M6-M8-M10-M12
- 1 pcs die wrench 25 x 9mm

Tech. Code

ITEM: N5221

METRIC THREADING SET M3-M12 - 16 PCS



N

N.52 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

FRESE CONICHE PER LAMIERE

Cod. Tec. N52333-14 N52336-20 N523316-30,5 N523324-40 N523336-50 N523340-61
GR76 Euro 26,40 35,90 68,60 139,40 209,10 255,50
Fresa n° 1 2 3 4 5 6
Ø mm 3-14 6-20 16-30,5 24-40 36-50 40-61
Ø shank mm 6 8 9 10 12 13
Lung. totale mm 58 71 76 89 97 102

ART. N5233
Acciaio HSS-E, adatte per metalli ferrosi, non ferrosi e plastiche.

FRESE CONICHE PER LAMIERE IN KIT

Cod. Tec. N5234SET3/1
GR76 Euro 163,60
Serie Pz 3
Frese n° 1 - 2 - 3

ART. N5234
Serie punte coniche in cassetta di metallo.

< 500 < 850 < 1200 < 600 < 850 DUPLEX < 240 < 300
< 10%

Si
> 10%

Si
Ottone
Rame

Bronzo
>700

Ti6Al4V HTA < 45 < 60

    

Geometria Elica normale tipo N/R, taglio destro
Angolo al vertice 118°
Tratt. superficiale Vaporizzata
Applicazione Per impieghi generici

Esecuzione rullata.

ART. N5240

PUNTE PER METALLI SERIE NORMALE

N5240 Cod. Tec. GR76
Euro

D H8
mm

l
mm

L
mm

d
mm



EL
IC

A 
N

/R

N524002,5 1,00 2,5 30 57 2,5

10

N524003 1,00 3 33 61 3
N524003,5 1,00 3,5 39 70 3,5
N524004 1,00 4

43 75
4

N524004,25 1,00 4,25 4,25
N524004,5 1,00 4,5 47 80 4,5
N524005 1,00 5 52 86 5
N524005,5 1,00 5,5

57 93
5,5

N524006 1,00 6 6
N524006,5 2,00 6,5 63 101 6,5
N524007 2,00 7

69 109
7

N524007,5 2,00 7,5 7,5

N5240 Cod. Tec. GR76
Euro

D H8
mm

l
mm

L
mm

d
mm



EL
IC

A 
N

/R

N524008 2,00 8
75 117

8

10

N524008,5 2,00 8,5 8,5
N524009 3,00 9

81 125
9

N524009,5 3,00 9,5 9,5
N524010 3,00 10

87 133
10

N524010,5 4,00 10,5 10,5
N524011 4,00 11

94 142
11

5
N524011,5 4,00 11,5 11,5
N524012 5,00 12

101 151
12

N524012,5 7,00 12,5 12,5
N524013 8,00 13 13

PUNTA DIN 338

N.52 Indivisible package   Suggested retail package - Unit price

CONICAL DRILLS FOR SHEET METAL

Tech. Code

Drill bit n° 1 2 3 4 5 6
Ø mm 3-14 6-20 16-30.5 24-40 36-50 40-61
Shank ø mm 6 8 9 10 12 13
Total length mm 58 71 76 89 97 102

ITEM: N5233
HSS-E steel, suitable for ferrous and non-ferrous metal and plastic.

CONICAL DRILL BIT SET FOR SHEET METAL

Tech. Code

Pieces in set 3
Drill bits n° 1 - 2 - 3

ITEM: N5234
Conical drill bit set in metal case.

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300
< 10%

Si
> 10%

Si
Brass

Copper
Bronze
>700

Ti6Al4V HTA < 45 < 60

    

Geometry Right hand N/R type normal flute
Point angle 118°
Surface treatment Vaporized
Application General application

Roll forged execution

ITEM: N5240

JOBBER DRILLS FOR SMALL PRODUCTION SERIES

N5240 Tech. Code D H8
mm

l
mm

L
mm

d
mm



H
EL

IX
N

/R

2,5 30 57 2,5
3 33 61 3

3,5 39 70 3,5
4

43 75
4

4,25 4,25
4,5 47 80 4,5
5 52 86 5

5,5
57 93

5,5
6 6

6,5 63 101 6,5
7

69 109
7

7,5 7,5

N5240 Tech. Code D H8
mm

l
mm

L
mm

d
mm



H
EL

IX
N

/R

8
75 117

8
8,5 8,5
9

81 125
9

9,5 9,5
10

87 133
10

10,5 10,5
11

94 142
11

11,5 11,5
12

101 151
12

12,5 12,5
13 13

DRILL DIN 338



N

N.53 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

< 500 < 850 < 1200 < 600 < 850 DUPLEX < 240 < 300
< 10%

Si
> 10%

Si
Ottone
Rame

Bronzo
>700

Ti6Al4V HTA < 45 < 60

    

Geometria Elica normale, taglio destro
Angolo al vertice 118°
Tratt. superficiale Vaporizzata
Applicazione Impieghi generici.

Esecuzione fresata.

ART. N5242

PUNTE PER METALLI SERIE EXTRA CORTA

N5242 Cod. Tec. GR76
Euro

D H8
mm

l
mm

L
mm



EL
IC

A 
N

/R

N524203 1,00 3
14 37

10

N524203,1 1,00 3,1
N524203,2 1,00 3,2
N524203,25 1,00 3,25

16

40N524203,3 1,00 3,3
N524203,4 1,00 3,4
N524203,5 1,00 3,5

42

N524203,6 1,00 3,6
N524203,7 1,00 3,7
N524203,75 1,00 3,75
N524203,8 1,00 3,8
N524204 1,00 4
N524204,1 1,00 4,1 18 44

N5242 Cod. Tec. GR76
Euro

D H8
mm

l
mm

L
mm



EL
IC

A 
N

/R

N524204,2 2,00 4,2 18 44

10

N524204,5 2,00 4,5
20 48N524204,8 2,00 4,8

N524204,9 2,00 4,9
22 50N524205 2,00 5

N524205,1 2,00 5,1

24 52
N524205,2 2,00 5,2
N524205,3 2,00 5,3
N524205,5 2,00 5,5
N524205,6 2,00 5,6

26 55
N524205,7 2,00 5,7
N524205,8 2,00 5,8
N524206 2,00 6

PUNTA DIN 1897

< 500 < 850 < 1200 < 600 < 850 DUPLEX < 240 < 300
< 10%

Si
> 10%

Si
Ottone
Rame

Bronzo
>700

Ti6Al4V HTA < 45 < 60

    

Geometria Elica normale tipo N/R, taglio destro
Angolo al vertice 118°
Tratt. superficiale Vaporizzata
Applicazione Per impieghi generici

Esecuzione rullata.

ART. N5241

PUNTE PER METALLI CON CODOLO RIDOTTO

N5241 Cod. Tec. GR76
Euro

D
mm

l
mm

L
mm

d
mm



EL
IC

A 
N

/R

N524110,5 4,00 10,5 87 133

10

1

N524111 4,00 11
94 142N524111,5 4,00 11,5

N524112 5,00 12
101 151N524112,5 5,00 12,5

N524113 5,00 13
N524113,5 6,00 13,5

108 160
13

N524114 6,00 14
N524114,5 7,00 14,5

114 169N524115 7,00 15

N5241 Cod. Tec. GR76
Euro

D
mm

l
mm

L
mm

d
mm



EL
IC

A 
N

/R

N524115,5 8,00 15,5
120 178

13 1

N524116 8,00 16
N524116,5 9,00 16,5

125 184N524117 9,00 17
N524117,5 10,00 17,5

130 191N524118 10,00 18
N524118,5 11,00 18,5

135 198N524119 12,00 19
N524119,5 12,00 19,5

140 205N524120 13,00 20

PUNTA DIN 338 - CODOLO RIDOTTO

N.53Indivisible package  Suggested retail package - Unit price

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300
< 10%

Si
> 10%

Si
Brass

Copper
Bronze
>700

Ti6Al4V HTA < 45 < 60

    

Geometry Standard helix, right hand cutting
Point angle 118°
Surface treatment Vaporized
Application General use

Ground execution

ITEM: N5242

STUB DRILLS FOR SMALL PRODUCTION SERIES

N5242 Tech. Code D H8
mm

l
mm

L
mm



H
EL

IX
N

/R

3
14 373,1

3,2
3,25

16

403,3
3,4
3,5

42

3,6
3,7

3,75
3,8
4

4,1 18 44

N5242 Tech. Code D H8
mm

l
mm

L
mm



H
EL

IX
N

/R

4,2 18 44
4,5

20 48
4,8
4,9

22 50
5

5,1

24 52
5,2
5,3
5,5
5,6

26 55
5,7
5,8
6

DRILL DIN 1897

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300
< 10%

Si
> 10%

Si
Brass

Copper
Bronze
>700

Ti6Al4V HTA < 45 < 60

    

Geometry Right hand N/R type normal flute
Point angle 118°
Surface treatment Vaporized
Application General application

Roll forged execution.

ITEM: N5241

DRILLS WITH REDUCED SHANK

N5241 Tech. Code D
mm

l
mm

L
mm

d
mm



H
EL

IX
N

/R

10,5 87 133

10

11
94 142

11,5
12

101 15112,5
13

13,5
108 160

13
14

14,5
114 169

15

N5241 Tech. Code D
mm

l
mm

L
mm

d
mm



H
EL

IX
N

/R

15,5
120 178

13

16
16,5

125 184
17

17,5
130 191

18
18,5

135 198
19

19,5
140 205

20

DRILL DIN 338 - REDUCED SHANK



N

N.54 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Geometria Elica normale tipo N/R, taglio destro
Angolo al vertice 118°
Tratt. superficiale Vaporizzata
Applicazione Per impieghi generici

Esecuzione rullata.

ART. N5245

N5245 Cod. Tec. GR76
Euro Descrizione Pezzi

N5245SET19 25,00 Assortimento punte art. N5240 da 1,00 a 10,00 x 0,50 19

N5245SET25 40,00 Assortimento punte art. N5240 da 1,00 a 13,00 x 0,50 25

PUNTE PER METALLI SERIE NORMALE IN KIT

MASCHI A MANO IN SERIE DI 3 PEZZI - M

Filettatura ISO passo grosso - DIN 13
Tolleranza ISO 6H
Finitura superficiale Lucido
Tipo foro Cieco e passante
Esecuzione C 2/3
Applicazione Acciai e materiali non ferrosi con R ≤ 750/mm²

ART. N5247

< 500 < 850 < 1200 < 600 < 850 DUPLEX < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Bronzo
>700

Ti6Al4V HTA < 45 < 60

    

DIN 352

DIN 352

MASCHIO DIN 352

N5247 Cod. Tec. GR76
Euro

d x p
mm

L
mm

l
mm

d3
mm

S
mm

Preforo
mm

M
AN

O

N5247M3 6,00 3 x 0,5 40 10 3,5 2,7 2,5
N5247M4 6,00 4 x 0,7 45 12 4,5 3,4 3,3
N5247M5 7,00 5 x 0,8 50 14 6 4,9 4,2

N5247 Cod. Tec. GR76
Euro

d x p
mm

L
mm

l
mm

d3
mm

S
mm

Preforo
mm

M
AN

O N5247M6 8,00 6 x 1
50

16
6 4,9

5
N5247M7 11,00 7 x 1 18 6

MASCHIO DIN 352

N5247 Cod. Tec. GR76
Euro

d x p
mm

L
mm

l
mm

d3
mm

S
mm

Preforo
mm

M
AN

O

N5247M8 11,00 8 x 1,25 63 22 6 4,9 6,8
N5247M10 13,00 10 x 1,5 70 24 7 5,5 8,5
N5247M12 17,00 12 x 1,75 75 29 9 7 10,2
N5247M14 29,00 14 x 2

80
30 11

9
12

N5247M16 33,00 16 x 2 32 12 14

N5247 Cod. Tec. GR76
Euro

d x p
mm

L
mm

l
mm

d3
mm

S
mm

Preforo
mm

M
AN

O

N5247M18 43,00 18 x 2,5
95

40
14 11 15,5

N5247M20 53,00 20 x 2,5 16 12 17,5
N5247M22 59,00 22 x 2,5

100 18 14,5
19,5

N5247M24 69,00 24 x 3 50 21

N.54 Indivisible package   Suggested retail package - Unit price

Geometry Right hand N/R type normal helix
Point angle 118°
Surface treatment Steam tempering
Application General application

Roll forget

ITEM: N5245

N5245 Tech. Code Description Pieces

Assorted drill art. N5240 da 1,00 a 10,00 x 0,50 19

Assorted drill art. N5240  da 1,00 a 13,00 x 0,50 25

JOBBER DRILL KITS

HAND TAP SETS FOR REPAIR

ISO thread DIN 13 coarse pitch
Tolerance ISO 6H
Surface finish Bright
Hole type Blind and through
Execution C 2/3
Application Steel and non ferrous materials with R ≤ 750/mm²

ITEM: N5247

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Bronze
>700

Ti6Al4V HTA < 45 < 60

    

DIN 352

DIN 352

TAP DIN 352

N5247 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

S
mm

Tapping hole
mm

H
AN

D
U

SE 3 x 0,5 40 10 3,5 2,7 2,5
4 x 0,7 45 12 4,5 3,4 3,3
5 x 0,8 50 14 6 4,9 4,2

N5247 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

S
mm

Tapping hole
mm

H
AN

D
U

SE

6 x 1
50

16
6 4,9

5
7 x 1 18 6

TAP DIN 352

N5247 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

S
mm

Tapping hole
mm

H
AN

D
U

SE

8 x 1,25 63 22 6 4,9 6,8
10 x 1,5 70 24 7 5,5 8,5

12 x 1,75 75 29 9 7 10,2
14 x 2

80
30 11

9
12

16 x 2 32 12 14

N5247 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

S
mm

Tapping hole
mm

H
AN

D
U

SE

18 x 2,5
95

40
14 11 15,5

20 x 2,5 16 12 17,5
22 x 2,5

100 18 14,5
19,5

24 x 3 50 21



N

N.55 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

MASCHI PER FORI PASSANTI - M

Filettatura ISO passo grosso DIN 13
Tolleranza 6H ISO 2
Tratt. superficiale Lucido
Prof. Filetto < 2XD
Tipo foro Passante
Applicazione Impieghi generici su acciai basso legati

ART. N5250

< 500 < 850 < 1200 < 600 < 850 DUPLEX < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Bronzo
>700

Ti6Al4V HTA < 45 < 60

   

DIN 371 DIN 376

MASCHIO DIN 371 - DIN 376

N5250 Cod. Tec. GR76
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

DIN

FP

N5250M8 10,20 8 x 1,25 90 18 8 6,2 6,8
371N5250M10 11,80 10 x 1,5 100 20 10 8 8,5

N5250M12 16,70 12 x 1,75 110 25 9 7 10,2 376

N5250 Cod. Tec. GR76
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

DIN

FP

N5250M3 8,20 3 x 0,5 56 10 3,5 2,7 2,5

371
N5250M4 8,20 4 x 0,7 63 12 4,5 3,4 3,3
N5250M5 8,30 5 x 0,8 70 14

6 4,9
4,2

N5250M6 8,40 6 x 1 80 16 5

Geometria Autocentrante
Tratt. superficiale Lucida
Applicazione Per punti di saldatura

ART. N5249

PUNTE PER PUNTI DI SALDATURA

N5249 Cod. Tec. GR76
Euro

D
mm

L
mm

d
mm



N524906 6,00 6 66 6
1N524908 8,00 8 79 8

N5249 Cod. Tec. GR76
Euro

D
mm

L
mm

d
mm



N524910 13,00 10 89 10 1

PUNTA DIN 1897

MASCHI A MANO 3° DELLA SERIE - FINITORE - M

Filettatura ISO passo grosso - DIN 13
Tolleranza ISO 6H
Finitura superficiale Lucido
Tipo foro Cieco e passante
Esecuzione C 2/3
Applicazione Acciai e materiali non ferrosi con R ≤ 750/mm²

ART. N5248

< 500 < 850 < 1200 < 600 < 850 DUPLEX < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Bronzo
>700

Ti6Al4V HTA < 45 < 60

    

DIN 352

MASCHIO DIN 352

N5248 Cod. Tec. GR76
Euro

d x p
mm

L
mm

l
mm

d3
mm

S
mm

Preforo
mm

M
AN

O

N5248M12 6,00 12 x 1,75 75 29 9 7 10,2
N5248M14 10,00 14 x 2

80
30 11

9
12

N5248M16 11,00 16 x 2 32 12 14
N5248M18 15,00 18 x 2,5

95
40

14 11 15,5
N5248M20 18,00 20 x 2,5 16 12 17,5
N5248M22 20,00 22 x 2,5

100 18 14,5
19,5

N5248M24 23,00 24 x 3 50 21

N5248 Cod. Tec. GR76
Euro

d x p
mm

L
mm

l
mm

d3
mm

S
mm

Preforo
mm

M
AN

O

N5248M3 2,00 3 x 0,5 40 10 3,5 2,7 2,5
N5248M4 2,00 4 x 0,7 45 12 4,5 3,4 3,3
N5248M5 2,00 5 x 0,8

50
14

6 4,9

4,2
N5248M6 3,00 6 x 1 16 5
N5248M7 4,00 7 x 1 18 6
N5248M8 4,00 8 x 1,25 63 22 6,8
N5248M10 5,00 10 x 1,5 70 24 7 5,5 8,5

N.55Indivisible package  Suggested retail package - Unit price

STRAIGHT FLUTE TAPS FOR THROUGH HOLES

ISO coarse thread DIN 13
Tolerance 6H ISO 2
Surface treatment Bright
Threaded profile < 2XD
Hole type Through
Application General use on low-alloyed steel

ITEM: N5250

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Bronze
>700

Ti6Al4V HTA < 45 < 60

   

DIN 371 DIN 376

TAP DIN 371 - 376

N5250 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

DIN

TH

8 x 1,25 90 18 8 6,2 6,8
371

10 x 1,5 100 20 10 8 8,5
12 x 1,75 110 25 9 7 10,2 376

N5250 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

DIN

TH

3 x 0,5 56 10 3,5 2,7 2,5

371
4 x 0,7 63 12 4,5 3,4 3,3
5 x 0,8 70 14

6 4,9
4,2

6 x 1 80 16 5

Geometry Self centering
Surface treatment Bright
Application For welding points

ITEM: N5249

DRILLS FOR WELDING POINTS

N5249 Tech. Code D
mm

L
mm

d
mm



6 66 6
8 79 8

N5249 Tech. Code D
mm

L
mm

d
mm



10 89 10

DRILL DIN 1897

HAND TAP FINISHING SINGLE TAP

ISO thread DIN 13 coarse pitch
Tolerance ISO 6H
Surface finish Bright
Hole type Blind and through
Execution C 2/3
Application Steel and non ferrous materials with R ≤ 750/mm²

ITEM: N5248

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Bronze
>700

Ti6Al4V HTA < 45 < 60

    

DIN 352

TAP DIN 352

N5248 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

S
mm

Tapping hole
mm

H
AN

D
U

SE

12 x 1,75 75 29 9 7 10,2
14 x 2

80
30 11

9
12

16 x 2 32 12 14
18 x 2,5

95
40

14 11 15,5
20 x 2,5 16 12 17,5
22 x 2,5

100 18 14,5
19,5

24 x 3 50 21

N5248 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

S
mm

Tapping hole
mm

H
AN

D
U

SE

3 x 0,5 40 10 3,5 2,7 2,5
4 x 0,7 45 12 4,5 3,4 3,3
5 x 0,8

50
14

6 4,9

4,2
6 x 1 16 5
7 x 1 18 6

8 x 1,25 63 22 6,8
10 x 1,5 70 24 7 5,5 8,5



N

N.56 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

MASCHI PER FORI CIECHI - M

Filettatura ISO passo grosso DIN 13
Tolleranza 6H ISO 2
Tratt. superficiale Lucido
Prof. filetto < 2,5XD
Tipo foro Cieco
Applicazione Impieghi generici su acciai basso legati

ART. N5252

< 500 < 850 < 1200 < 600 < 850 DUPLEX < 240 < 300 < 10% Si > 10% Si
Ottone
Rame

Bronzo
>700

Ti6Al4V HTA < 45 < 60

   

DIN 376DIN 371

MASCHIO DIN 371 - 376

N5252 Cod. Tec. GR76
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

DIN

FC

N5252M8 11,00 8 x 1,25 90 15 8 6,2 6,8
371N5252M10 12,20 10 x 1,5 100 17,5 10 8 8,5

N5252M12 17,00 12 x 1,75 110 18 9 7 10,2 376

N5252 Cod. Tec. GR76
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

DIN

FC

N5252M3 9,00 3 x 0,5 56 7 3,5 2,7 2,5

371
N5252M4 9,00 4 x 0,7 63 8,5 4,5 3,4 3,3
N5252M5 9,00 5 x 0,8 70 10

6 4,9
4,2

N5252M6 9,00 6 x 1 80 12 5

Cod. Tec. GR76
Euro

D1
mm

Filettatura
mm

Spessori max
mm

L1
mm

D2
mm

RPM

N5260370 (80,00) 3,7 M4 x 0,7 <0,7 3 6 5300
N5260460 (84,00) 4,6 M5 x 0,8

<1,0
4,5

8
4100

N5260540 (91,00) 5,4 M6 x 1,0 5 3500
N5260730 (111,00) 7,3 M8 x 1,25 <1,5 6 3300
N5260920 (132,00) 9,2 M10 x 1,5 - 1/8" Gas

<2,0
7,5

12
2750

N52601240 (180,00) 12,4 1/4" Gas 6,3 2000

Il processo di foratura a flusso termico DRABUS Frictiondrill consente la realizzazione di fori rinforzati su tubi, lamiere e
profilati a spessore sottile, senza l'utilizzo di materiale aggiuntivo.
La punta resistente alle alte temperature, viene montata su un mandrino autoventilante e ruotando ad altissime velocità
crea (per deformazione) una boccola pronta per essere filettata con maschi a rullare (consigliati).
L'operazione ha una durata di pochissimi secondi. Fornibili a richiesta altri modelli, altri diametri ed accessori.

ART. N5260

PUNTE PER FORATURA A FLUSSO TERMICO DRABUS

Filettatura ISO passo grosso DIN 13
Tolleranza 6H ISO 2
Finitura superficiale Lucido
Prof. Filetto ≤ 2XD
Tipo foro Passante
Esecuzione B 18/20
Applicazione Maschiatura dadi

ART. N5253 DIN 357

MASCHI PER FORI PASSANTI GAMBO PASSANTE

MASCHIO DIN 357

N5253 Cod. Tec. GR76
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FP

N5253M3 10,00 3 x 0,5 70 22 2,2 - 2,5
N5253M4 10,00 4 x 0,7 90 25 2,8 2,1 3,3
N5253M5 12,00 5 x 0,8 100 28 3,5 2,7 4,2
N5253M6 14,00 6 x 1 110 32 4,5 3,4 5

N5253 Cod. Tec. GR76
Euro

d x p
mm

L
mm

l
mm

d3
mm

s
mm

Preforo
mm

FP

N5253M8 16,00 8x1,25 125 40 6 4,9 6,8
N5253M10 20,00 10 x 1,5 140 45 7 5,5 8,5
N5253M12 32,00 12 x 1,75 180 50 9 7 10,2

N.56 Indivisible package   Suggested retail package - Unit price

SPIRAL FLUTE TAPS FOR BLIND HOLES

ISO Threading coarse pitch thread DIN 13
Tolerance 6H ISO 2
Surface treatment Bright
Thread profile < 2,5XD
Hole type Blind
Application Generic use on low-alloyed steel

ITEM: N5252

< 500 < 850 < 1200 < 600 < 850 Duplex < 240 < 300 < 10% Si > 10% Si
Brass

Copper
Bronze
>700

Ti6Al4V HTA < 45 < 60

   

DIN 376DIN 371

TAP DIN 371 - 376

N5252 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

DIN

BH

8 x 1,25 90 15 8 6,2 6,8
371

10 x 1,5 100 17,5 10 8 8,5
12 x 1,75 110 18 9 7 10,2 376

N5252 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

DIN

BH

3 x 0,5 56 7 3,5 2,7 2,5

371
4 x 0,7 63 8,5 4,5 3,4 3,3
5 x 0,8 70 10

6 4,9
4,2

6 x 1 80 12 5

Tech. Code D1
mm

Threading
mm

Max thickness
mm

L1
mm

D2
mm

RPM

3,7 M4 x 0,7 <0,7 3 6 5300
4,6 M5 x 0,8

<1,0
4,5

8
4100

5,4 M6 x 1,0 5 3500
7,3 M8 x 1,25 <1,5 6 3300
9,2 M10 x 1,5 - 1/8" Gas

<2,0
7,5

12
2750

12,4 1/4" Gas 6,3 2000

The DRABUS friction drilling process creates the possibility of making holes in thin metal sheets and thin-walled tubes
in just a few seconds without chips, while forming a bushing at the same time. This bushing can be used as a soldering
or welding connection or as a bearing bushing. By tapping a screw-thread it can also be used as screw connection. The
DRABUS friction drilling process replaces and eliminates the use of rivet or welding nuts as well as steel insert bushings.
It accordingly saves time, work and material.

ITEM: N5260

THERMAL FRICTION DRILLS

ISO thread DIN 13 coarse pitch
Tolerance 6H ISO 2
Surface finish Bright
Thread depth ≤ 2XD
Hole type Through
Execution B 18/20
Application Nut tapping

ITEM: N5253 DIN 357

TAP FOR NUTS

TAP DIN 357

N5253 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

TH

3 x 0,5 70 22 2,2 - 2,5
4 x 0,7 90 25 2,8 2,1 3,3
5 x 0,8 100 28 3,5 2,7 4,2
6 x 1 110 32 4,5 3,4 5

N5253 Tech. Code d x p
mm

L
mm

l
mm

d3
mm

s
mm

Tapping hole
mm

TH

8x1,25 125 40 6 4,9 6,8
10 x 1,5 140 45 7 5,5 8,5

12 x 1,75 180 50 9 7 10,2



N

N.57 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR76
Euro

ø
mm

N527014 6,40 14
N527016 6,40 16
N527017 6,40 17
N527019 6,40 19
N527020 6,40 20
N527021 6,40 21
N527022 6,50 22
N527024 6,80 24
N527025 6,90 25
N527027 7,40 27
N527029 7,60 29
N527030 7,80 30
N527032 8,10 32
N527033 8,50 33
N527035 8,70 35
N527037 9,00 37
N527038 9,10 38
N527040 9,60 40

Cod. Tec. GR76
Euro

ø
mm

N527041 9,70 41
N527043 10,20 43
N527044 10,20 44
N527046 10,60 46
N527048 10,80 48
N527051 11,10 51
N527052 11,20 52
N527054 11,40 54
N527057 12,50 57
N527059 12,60 59
N527060 13,00 60
N527064 13,10 64
N527065 13,50 65
N527067 14,10 67
N527068 14,50 68
N527070 14,30 70
N527073 15,00 73
N527076 15,50 76

Cod. Tec. GR76
Euro

ø
mm

N527079 15,90 79
N527083 17,60 83
N527086 17,90 86
N527089 18,00 89
N527092 18,50 92
N527095 20,20 95
N527098 22,10 98
N5270102 23,40 102
N5270105 24,80 105
N5270108 25,00 108
N5270111 26,40 111
N5270114 25,00 114
N5270121 30,90 121
N5270127 32,50 127
N5270140 38,30 140
N5270152 42,00 152

ART. N5270
Anello di sega bimetallico con tagliente in HSS M42 (8% Co), robusto corpo di acciaio da costruzione, durezza media 63
HRC, adatte per acciaio, alluminio, rame, bronzo, ecc. Profondità di taglio 35mm max.

SEGHE A TAZZA BIMETALLICHE

DENTE SHARK

Cod. Tec. GR76
Euro

ø
mm

N527214 7,50 14
N527216 8,00 16
N527217 8,20 17
N527219 8,20 19
N527220 8,50 20
N527221 9,00 21
N527222 8,50 22
N527224 9,90 24
N527225 10,20 25
N527227 11,00 27
N527229 11,70 29
N527230 12,00 30
N527232 12,90 32
N527233 13,80 33
N527235 14,00 35
N527237 14,80 37
N527238 15,00 38
N527240 15,10 40
N527241 15,40 41
N527243 15,80 43

Cod. Tec. GR76
Euro

ø
mm

N527244 16,20 44
N527245 16,70 45
N527246 17,00 46
N527248 17,80 48
N527250 18,40 50
N527251 18,70 51
N527252 19,30 52
N527254 19,90 54
N527255 20,50 55
N527257 20,90 57
N527259 21,70 59
N527260 22,00 60
N527264 23,40 64
N527265 23,70 65
N527267 24,10 67
N527268 25,70 68
N527270 26,60 70
N527273 27,60 73
N527275 27,90 75
N527276 28,60 76

Cod. Tec. GR76
Euro

ø
mm

N527279 29,50 79
N527283 31,20 83
N527286 32,30 86
N527289 33,10 89
N527292 34,20 92
N527295 35,70 95
N527298 36,80 98
N5272100 38,60 100
N5272102 39,20 102
N5272105 42,40 105
N5272108 43,40 108
N5272111 44,50 111
N5272114 46,80 114
N5272121 49,60 121
N5272127 54,00 127
N5272140 59,60 140
N5272146 62,00 146
N5272152 63,70 152

ART. N5272
Anello di sega bimetallico SHARK HIGH SPEED con tagliente in HSS M42 (8% Co), dentatura variabile progressiva 4/6
che migliora la durata, la sicurezza e i tempi di taglio. Per forare acciai, inox, ghise, metalli non ferrosi, plastiche, legno,
ecc. Profondità utile di taglio 48 mm.

SEGHE A TAZZA BIMETALLICHE SHARK

N.57Indivisible package  Suggested retail package - Unit price

Tech. Code Ø
mm
14
16
17
19
20
21
22
24
25
27
29
30
32
33
35
37
38
40

Tech. Code Ø
mm
41
43
44
46
48
51
52
54
57
59
60
64
65
67
68
70
73
76

Tech. Code Ø
mm
79
83
86
89
92
95
98
102
105
108
111
114
121
127
140
152

ITEM: N5270
Bi-metal saw ring with HSS M42 (8% Co) cutting edge, sturdy steel body construction, medium hardness 63 HRC, suitable
for steel, aluminium, copper, bronze, etc., max. cutting depth 35 mm.

BI-METAL HOLE SAWS

SHARK TOOTH

Tech. Code Ø
mm
14
16
17
19
20
21
22
24
25
27
29
30
32
33
35
37
38
40
41
43

Tech. Code Ø
mm
44
45
46
48
50
51
52
54
55
57
59
60
64
65
67
68
70
73
75
76

Tech. Code Ø
mm
79
83
86
89
92
95
98
100
102
105
108
111
114
121
127
140
146
152

ITEM: N5272
Cutting edge made of Bi-metal HSS 8% Cobalt (M42). Progressive variable toothing 4/6 suitable for Steel, Stainless Steel,
Aluminium, Copper, Bronze, etc. Maximum cutting depth 48mm.

BI-METAL HOLE SAWS - SHARK



N

N.58 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ART. N5273
Completi di punta pilota regolabile tramite la vite posta sul fianco del mandrino.

Cod. Tec. GR76
Euro

Per seghe Ø
mm

Gambo
mm

Punta pilota
mm

N52731 13,40  14-30 6,5

6,35
N52732 13,40

 14-30
9,50

N52733 15,80
11,00N52734 25,90  32-152

ATTACCHI PER SEGHE A TAZZA BIMETALLICHE

PUNTE PILOTA PER SEGHE A TAZZA BIMETALLICHE

Cod. Tec. N52746 N52747
GR76 Euro 8,40 8,40
Per attacco N5273 1 N5273 2-3-4-5

 2

SEGHE A TAZZA BIMETALLICHE IN VALIGETTA

Kit di 6 seghe a tazza bimetalliche per forature di precisione con profondità di taglio 35 mm max.
Consigliato per il taglio di acciaio, ghisa, alluminio, rame, legno e plastica.

ART. N5276

Cod. Tec. GR76
Euro Assortimento

N5276SET6 113,20
1 Sega a tazza Ø 22-29-35-44-51-64

1 Attacco 14-30
1 Attacco 32-152

1 Riduzione

SEGHE A TAZZA BIMETALLICHE SHARK IN VALIGETTA

Kit di 9 seghe a tazza SHARK HIGH SPEED con dentatura variabile 4/6, comprensivo di 2 attacchi e una
riduzione.

ART. N5277

Cod. Tec. GR76
Euro Assortimento

N5277SET9 133,40
1 Sega a tazza Ø 19-22-29-35-38-44-51-57-64

1 Attacco 14-30
1 Attacco 32-152

1 Riduzione

N.58 Indivisible package   Suggested retail package - Unit price

ITEM: N5273
Complete with pilot drill bit adjustable through the screw on the side of the chuck.

Tech. Code For saw Ø
mm

Shank
mm

Pilot drill bit
mm

 14-30 6.5

6.35 14-30
9.50

11.00
 32-152

COUPLING FOR BI-METAL HOLE SAWS

DRILL BITS FOR BI-METAL HOLE SAWS

Tech. Code

Chuck drill bits N5273 1 N5273 2-3-4-5


BI-METAL HOLE SAWS IN CASE

Set of 6 bimetallic hole saws for precision drilling with cutting depth of 35 mm max. Recommended for
cutting steel, cast Iron, aluminum, copper, wood and plastic.

ITEM: N5276

Tech. Code Assortment

1 Hole saws Ø 22-29-35-44-51-64
1 Attack 14-30
1 Attack 32-152

1 Reduction

BI-METAL HOLE SAWS IN CASE - SHARK

Kit 9 pcs bi-metal hole saws SHARK HIGH SPEED with progressive variable toothing 4/6, including two
attacks and a reduction.

ITEM: N5277

Tech. Code Assortment

1 Hole saws Ø 19-22-29-35-38-44-51-57-64
1 Attack 14-30
1 Attack 32-152

1 Reduction



N

N.59 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ART. N5280
Complete di gambo, punta e molla di estrazione, adatte per acciaio, ghisa, alluminio, ecc. profondità di taglio 5 mm max.

Cod. Tec. GR76
Euro

ø
mm

d
mm

D
mm

h
mm

N528012 15,82 12

5

7

20

N528013 17,44 13
N528014 17,71 14

8

N528015 18,88 15
N528016 19,18 16
N528017 20,03 17
N528018 20,34 18
N528019 21,64 19
N528020 22,51 20
N528021 23,38 21
N528022 24,25 22
N528023 25,42 23

6 9

N528024 26,28 24
N528025 27,47 25
N528026 28,45 26
N528027 29,19 27
N528028 30,52 28
N528029 31,39 29
N528030 32,41 30
N528031 33,41 31

22N528032 34,58 32
N528033 35,60 33

Cod. Tec. GR76
Euro

ø
mm

d
mm

D
mm

h
mm

N528034 36,61 34

6

9

22

N528035 37,62 35
N528036 38,63 36
N528037 39,65 37
N528038 40,67 38
N528040 42,73 40
N528041 46,20 41

10

N528042 46,94 42
N528043 47,81 43
N528044 48,82 44
N528045 49,98 45
N528046 51,00 46
N528047 52,16 47
N528048 52,88 48
N528049 54,04 49
N528050 54,91 50
N528052 78,32 52

24

N528054 81,06 54
N528055 82,83 55
N528060 90,09 60
N528065 118,86 65

8 12N528070 127,88 70

FRESE A TAZZA IN HSS CON ROMPITRUCIOLO

ART. WX7500
Frese a tazza PREMIUM QUALITY in HSSE con affilatura speciale rettificata per l'evacuazione immediata del truciolo ed
un maggior rendimento del taglio. Complete di mandrino, punta e molla per l'espulsione dello sfrido.
Applicazioni:
Esecuzione di fori passanti su acciaio, acciaio inox, leghe leggere e plastiche dure con profontità fino a 10 mm.
E' consigliato l'utilizzo di olii da taglio.

Ricambi Wodex fornibili a richiesta: Punte WX7501 - Mandrini WX7503

Cod. Tec. GR76
Euro

Ø
mm

d
mm

D
mm

h
mm

N527814 24,45 14

5 8

21
N527815 25,13 15
N527816 25,66 16
N527817 26,08 17
N527818 26,75 18

22N527819 27,99 19
N527820 29,23 20

23
N527821 30,71 21
N527822 32,49 22
N527823 33,58 23

6 9

N527824 34,69 24

25

N527825 36,05 25
N527826 37,41 26
N527827 39,04 27
N527828 40,28 28
N527829 41,64 29
N527830 43,00 30
N527831 44,09 31

27
N527832 45,60 32
N527833 46,96 33
N527834 48,46 34
N527835 50,10 35

Cod. Tec. GR76
Euro

Ø
mm

d
mm

D
mm

h
mm

N527836 51,19 36

6 10
27

N527837 52,69 37
N527838 54,48 38
N527839 57,89 39
N527840 58,70 40
N527841 59,79 41
N527842 61,15 42
N527843 62,53 43
N527844 63,61 44
N527845 65,40 45
N527846 66,49 46
N527847 68,13 47
N527848 69,35 48
N527849 70,34 49
N527850 71,95 50

8 12

N527852 107,03 52
N527855 113,30 55

28N527860 122,99 60
N527862 149,88 62
N527865 156,85 65

29N527870 168,31 70

FRESE A TAZZA IN HSSE PER ACCIAIO E ACCIAIO INOX

N.59Indivisible package  Suggested retail package - Unit price

ITEM: N5280
Complete with shank drill bit and extraction spring, suitable for steel, cast iron, aluminium, etc., max. cutting depth 5 mm.

Tech. Code Ø
mm

d
mm

D
mm

h
mm

12

5

7

20

13
14

8

15
16
17
18
19
20
21
22
23

6 9

24
25
26
27
28
29
30
31

2232
33

Tech. Code Ø
mm

d
mm

D
mm

h
mm

34

6

9

22

35
36
37
38
40
41

10

42
43
44
45
46
47
48
49
50
52

24

54
55
60
65

8 12
70

HSS STEEL HOLE CUTTERS WITH CHIP BREAKER

ITEM: WX7500
PREMIUM QUALITY cutters in HSSE with special ground grinding for immediate chip evacuation and greater cutting
efficiency. Completed with spindle, tip and spring for the expulsion of waste.
Applications:
Execution of through holes on steel, stainless steel, light alloys and hard plastic with a profundity up to 10 mm.
The use of cutting oils is recommended.

Wodex spare parts available on request: WX7501 drill bits - WX7503

Tech. Code Ø
mm

d
mm

D
mm

h
mm

14

5 8

21
15
16
17
18

22
19
20

23
21
22
23

6 9

24

25

25
26
27
28
29
30
31

27
32
33
34
35

Tech. Code Ø
mm

d
mm

D
mm

h
mm

36

6 10
27

37
38
39
40
41
42
43
44
45
46
47
48
49
50

8 12

52
55

2860
62
65

29
70

HSSE HOLE CUTTERS FOR STEEL AND STAINLESS STEEL



N

N.60 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ART. N5285
Frese a tazza TCT ad albero mobile, punta intercambiabile completa di molla di estrazione, per forare lamiere, tubi,
profilati in acciaio inox, alluminio con elevata percentuale di silicio, acciai duri trattati, plastiche caricate, PVC, fibra di vetro
e materiali abrasivi in genere. Profondità di taglio 4 mm.

Cod. Tec. GR76
Euro

ø
mm

d
mm

D
mm

h
mm

N528516 39,70 16

6 10 12

N528517 39,30 17
N528518 39,70 18
N528519 39,70 19
N528520 43,80 20
N528521 43,80 21
N528522 43,80 22
N528523 43,80 23
N528524 43,80 24
N528525 43,80 25
N528526 51,00 26
N528527 51,00 27
N528528 51,00 28

Cod. Tec. GR76
Euro

ø
mm

d
mm

D
mm

h
mm

N528529 51,00 29

6
10

12

N528530 51,00 30
N528532 59,50 32
N528533 59,50 33
N528535 59,50 35
N528536 67,60 36
N528538 69,40 38
N528540 69,40 40
N528542 79,90 42
N528545 79,90 45
N528548 91,10 48
N528550 91,10 50
N528560 116,00 60 13

FRESE A TAZZA CON DENTI IN METALLO DURO

Cod. Tec. N5291M6M12
GR76 Euro 125,50
Composizione M6 - M8 - M10 - M12

ART. N5291
Il corpo dell'utensile è realizzato con acciaio per utensili di altissima qualità e sottoposto a vari trattamenti termici
fino a raggiungere una durezza pari a 64 della scala Rockwell. Ciò conferisce all'utensile la capacità di forare
viti di qualità 8.8 e di acciaio inossidabile. La caratteristica davvero unica è il tagliente sinistro. Il trapano deve
essere infatti azionato per tutta l'operazione in senso antiorario. In questo modo, molto spesso, la vite viene
allentata ed estratta persino durante la foratura. La punta autocentrante dell'utensile è studiata appositamente
per forare superfici ruvide. La profondità di foratura necessaria per l'estrazione è molto bassa, questo significa un
tempo di foratura più breve e meno probabilità che l'operatore trapani fuori centro e vada a rovinare la filettatura.
Sull'anello estrattore sono realizzate sette scanalature elicoidali. Queste distribuiscono ottimamente le tensioni nel
foro realizzato senza causare l'espansione della vite rotta, motivo principale degli insuccessi che si riscontrano
utilizzando i comuni estrattori.

ART. N5293
Estrattori di maschi rotti, la soluzione più semplice e veloce al problema della rottura dei maschi. Prodotti
in materiale di elevatissima qualità, le parti di maggior usura sono sostituibili. Sono utilizzabili su maschi
con scanalature diritte sia di uso manuale che macchina.

Modello a 3 aste da infilare nelle scanalature del maschio rotto.

Altre dimensioni fornibili a richiesta.

Cod. Tec. GR76
Euro MA UM

N529303 43,80 M3 #4
N529304 43,80 M4 #8
N529305 43,80 M5 #10
N529306 45,20 M6 1/4"
N529308 47,30 M8 - M7 5/16"
N529310 47,30 M10 - M9 3/8"
N529312 52,70 M12 1/2"

ESTRATTORI PER MASCHI ROTTI

ESTRATTORI PER VITI IN KIT

Cod. Tec. N5290M3M6
GR76 Euro 89,80
Composizione M3 - M4 - M5 - M6

ART. N5290
Il corpo dell'utensile è realizzato con acciaio per utensili di altissima qualità e sottoposto a vari trattamenti termici
fino a raggiungere una durezza pari a 64 della scala Rockwell. Ciò conferisce all'utensile la capacità di forare
viti di qualità 8.8 e di acciaio inossidabile. La caratteristica davvero unica è il tagliente sinistro. Il trapano deve
essere infatti azionato per tutta l'operazione in senso antiorario. In questo modo, molto spesso, la vite viene
allentata ed estratta persino durante la foratura. La punta autocentrante dell'utensile è studiata appositamente
per forare superfici ruvide. La profondità di foratura necessaria per l'estrazione è molto bassa, questo significa un
tempo di foratura più breve e meno probabilità che l'operatore trapani fuori centro e vada a rovinare la filettatura.
Sull'anello estrattore sono realizzate sette scanalature elicoidali. Queste distribuiscono ottimamente le tensioni nel
foro realizzato senza causare l'espansione della vite rotta, motivo principale degli insuccessi che si riscontrano
utilizzando i comuni estrattori.

N.60 Indivisible package   Suggested retail package - Unit price

ITEM: N5285
Tungsten carbide tipped hole saws, interchangeable drill bit with spring extraction, suitable for stainless steel, aluminium
with a high percentage of silicon, filled plastic, PVC, fibreglass and abrasive materials in general, cutting depth 4 mm.

Tech. Code Ø
mm

d
mm

D
mm

h
mm

16

6 10 12

17
18
19
20
21
22
23
24
25
26
27
28

Tech. Code Ø
mm

d
mm

D
mm

h
mm

29

6
10

12

30
32
33
35
36
38
40
42
45
48
50
60 13

HOLE CUTTERS WITH CARBIDE TIPS

Tech. Code

Composition M6 - M8 - M10 - M12

ITEM: N5291
The tool body is made of tool steel of the highest quality and subjected to various heat treatments to reach a
hardness of 64 Rockwell. In this way the tool has the ability to pierce screws with quality 8.8 or stainless steel.
The unique feature is the left hand cutting edge. The reversible power drill must in fact be operated for the entire
operation in a anti-clockwise direction. In this way, very often, the screw is loosened and removed even during
drilling. The self-centering drill point is specifically designed for drilling rough surfaces. The drilling depth needed for
the extraction is very low, this means a drilling time shorter and less odds that the operator drills offset and going
to damage the thread. The release ring is made of seven helical grooves. These optimally distribute the tensions
in the hole without causing the expansion of the broken screw, main reason of failures that occur using standard
extractors.

ITEM: N5293
Remove broken taps and save the threads. Walton Tap Extractors let you remove broken taps without
drilling, lasers, damaged threads, scrapped parts or repair inserts.

Model with 3 beam to put into the groove of a broken taps.

Available on request others dimensions.

Tech. Code MA UM

M3 #4
M4 #8
M5 #10
M6 1/4"

M8 - M7 5/16"
M10 - M9 3/8"

M12 1/2"

TAP EXTRACTORS FOR BROKEN TAPS

SCREW EXTRACTORS KIT

Tech. Code

Composition M3 - M4 - M5 - M6

ITEM: N5290
The tool body is made of tool steel of the highest quality and subjected to various heat treatments to reach a
hardness of 64 Rockwell. In this way the tool has the ability to pierce screws with quality 8.8 or stainless steel.
The unique feature is the left hand cutting edge. The reversible power drill must in fact be operated for the entire
operation in a anti-clockwise direction. In this way, very often, the screw is loosened and removed even during
drilling. The self-centering drill point is specifically designed for drilling rough surfaces. The drilling depth needed for
the extraction is very low, this means a drilling time shorter and less odds that the operator drills offset and going
to damage the thread. The release ring is made of seven helical grooves. These optimally distribute the tensions
in the hole without causing the expansion of the broken screw, main reason of failures that occur using standard
extractors.



N

N.61 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ART. SILVER PERCUSSION
Testa con speciale geometria per un elevato avanzamento, tagliente in HM rinforzato e rastremato per
impedire la rottura della punta e corpo in acciaio con spirale fresata a �U�. Adatte per forare muratura,
calcestruzzo, pietre naturali e artificiali.

Cod. Tec. GR76
Euro

D
mm

L1
mm

L2
mm

d
mm



N53013X70 2,73 3
40

70 2,8

5

N53014X75 2,88 4 75 3,3
N53015X85 2,99 5 50 85 4,5
N53016X100 3,09 6 60 100 5,5
N53018X120 3,61

8
80 120

7,5N53018X200 7,31 150 200
N53018X400 10,40 350 400 1
N530110X120 5,15

10
80 120

9
5N530110X200 8,76 150 200

N530110X400 13,91 350 400 1
N530112X150 7,73

12
90 150

10

5N530112X200 10,92 150 200
N530112X400 13,29 350 400

1
N530114X150 10,09

14
90 150

N530114X400 15,86 350 400
N530116X160 12,98

16
100 160

12,3N530116X400 18,95 350 400

PUNTE PER MURO/CALCESTRUZZO

PUNTE PER MURO/CALCESTRUZZO IN SERIE

Cod. Tec. N5302SET5/1 N5302SET7/1
GR76 Euro 12,77 19,26
Ø x lunghezza mm 4x75 - 5x85 - 6x100 (pz. 2) - 8x120 4x75 - 5x85 - 6x100 (pz. 2) - 7x100 - 8x120 - 10x120
Pezzi 5 7

 4

Serie di punte in cassetta di plastica.

N.61Indivisible package  Suggested retail package - Unit price

ITEM: SILVER PERCUSSION
Head with special geometry for high feed, wide HM cutting edge discharged at the bottom to avoid drill bit
breakage and hard steel body with ³U´ spiral groove. Suitable for drilling masonry, concrete, natural and
artificial stone.

Tech. Code D
mm

L1
mm

L2
mm

d
mm



3
40

70 2.8
4 75 3.3
5 50 85 4.5
6 60 100 5.5

8
80 120

7.5150 200
350 400

10
80 120

9150 200
350 400

12
90 150

10
150 200
350 400

14
90 150
350 400

16
100 160

12.3
350 400

TWIST DRILLS FOR MASONRY/CONCRETE

DRILL BIT SET FOR MASONRY/CONCRETE

Tech. Code

Ø for length mm 4x75 - 5x85 - 6x100 �2 pcs.� - 8x120 4x75 - 5x85 - 6x100 �2 pcs.� - 7x100 - 8x120 - 10x120
Pieces 5 7



'rill bit set in plastic case



N

N.62 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ART. N5305
Testa con taglienti in HM e geometria ottimizzata per una massima trasmissione di energia per forature
veloci, spirale innovativa quadrupla per un rapido trasporto della polvere di foratura, riduzione delle
vibrazioni e per una maggiore stabilità e durata della punta.
Adatte per forare muro, calcestruzzo armato, pietre naturali e artificiali.

Cod. Tec. GR76
Euro

D
mm

L1
mm

L2
mm



N53054X110 5,36 4
50 110

5

N53055X110 4,22
5N53055X160 5,10 100 160

N53056X110 4,22
6

50 110
N53056X160 4,58 100 160
N53056X210 7,83 150 210
N53058X110 5,36

8

50 110
N53058X160 5,46 100 160
N53058X210 6,49 150 210
N53058X260 8,34 200 260
N53058X460 19,06 400 460 1

N530510X160 6,39

10

100 160
5N530510X210 7,73 150 210

N530510X260 9,89 200 260
N530510X460 16,38 400 460 1
N530512X160 7,52

12

100 160
5N530512X210 8,76 150 210

N530512X260 11,23 200 260
N530512X460 19,47 400 460 1
N530514X160 11,12

14

100 160
5N530514X210 12,67 150 210

N530514X260 13,91 200 260
N530514X460 23,69 400 460 1
N530516X210 16,07

16
150 210

5N530516X310 18,75 250 310
N530516X450 31,42 400 450

1

N530518X300 33,99
18

250 300
N530518X450 35,54 400 450
N530520X300 38,11

20
250 300

N530520X450 40,17
400 450N530522X450 63,86 22

N530525X450 75,19 25

PUNTE PER MURO/CALCESTRUZZO A QUATTRO SPIRALI SDS - PLUS

PUNTE PER MURO/CALCESTRUZZO A QUATTRO SPIRALI SDS - PLUS IN SERIE

Cod. Tec. N5306SET5/2
GR76 Euro 28,84
 x lunghezza mm 5 x 110 - 6 x 110 - 6 x 160 - 8 x 160 - 10 x 160
Pezzi 5

 1

ART. N5306
Serie di punte in cassetta di plastica.

N.62 Indivisible package   Suggested retail package - Unit price

ITEM: N5305
Head with HM cutting edges and geometry optimised for maximum energy transfer for fast drilling,
innovative quadruple spiral for rapid removal of drilling dust and vibration reduction and for increased bit
stability and durability. Suitable for drilling masonry, concrete, natural and artificial stone.

Tech. Code D
mm

L1
mm

L2
mm



4
50 110

5
100 160

6
50 110
100 160
150 210

8

50 110
100 160
150 210
200 260
400 460

10

100 160
150 210
200 260
400 460

12

100 160
150 210
200 260
400 460

14

100 160
150 210
200 260
400 460

16
150 210
250 310
400 450

18
250 300
400 450

20
250 300

400 45022
25

SDS PLUS DRILL BITS FOR MASONRY/CONCRETE WITH FOUR SPIRALS

DRILL BITS FOR MASONRY/CONCRETE WITH FOUR SPIRAL SDS PLUS

Tech. Code

 x length mm 5 x 110 - 6 x 110 - 6 x 160 - 8 x 160 - 10 x 160
Pieces 5



ITEM: N5306
'rill bit set in plastic case



N

N.63 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

SCALPELLI A PUNTA PER MARTELLI PERFORATORI/DEMOLITORI

Cod. Tec. N5350250
GR76 Euro 20,39
Lunghezza mm 250

ART. N5350
Attacco SDS - plus.

SCALPELLI PIATTI PER MARTELLI PERFORATORI/DEMOLITORI

Cod. Tec. N5351250
GR76 Euro 20,39
Tagliente mm 20
Lunghezza mm 250

ART. N5351
Attacco SDS - plus.

SCALPELLI A PUNTA PER MARTELLI PERFORATORI/DEMOLITORI

Cod. Tec. N5352400
GR76 Euro 25,24
Lunghezza mm 400

ART. N5352
Attacco SDS - max.

SCALPELLI PIATTI PER MARTELLI PERFORATORI/DEMOLITORI

Cod. Tec. N5353400
GR76 Euro 25,24
Tagliente mm 25
Lunghezza mm 400

ART. N5353
Attacco SDS - max.

I prodotti sono disponibili nel CAP E

CARRELLI PORTAUTENSILI CON PIANO IN PLASTICA E PARASPIGOLI

Cod. Tec. Dimensioni
mm

Cassetti
n�

E8230P6
892 x 653 x 927 h

6

E8230P8 8

Prodotti correlati

N.63Indivisible package  Suggested retail package - Unit price

SDS - PLUS POINTED CHISELS FOR ROTARY AND DEMOLITION HAMMERS

Tech. Code

Length mm 250

ITEM: N5350
Coupling S'S Plus

SDS - PLUS FLAT CHISELS FOR ROTARY AND DEMOLITION HAMMERS

Tech. Code

Cutting edge mm 20
Length mm 250

ITEM: N5351
Coupling S'S Plus

SDS - MAX POINTED CHISELS FOR ROTARY AND DEMOLITION HAMMERS

Tech. Code

Length mm 400

ITEM: N5352
Coupling S'S Max

SDS - MAX FLAT CHISELS FOR ROTARY AND DEMOLITION HAMMERS

Tech. Code

Cutting edge mm 25
Length mm 400

ITEM: N5353
Coupling S'S Max

The products are available in chapter E

TOOL CABINETS WITH PLASTIC TOP AND PROTECTIVE EDGES

Tech. Code Dimensions
mm

Drawers
n�

892 x 653 x 927 h
6

8

Related products



N

N.64 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Aspirapolveri e liquidi dalle piccole dimensioni affidabili pratici e versatili con motore biturbina 1300 :att, fusto in
polipropilene, filtro in poliestere lavabile 2300 cm², bocchettone ermetico a scatto e carrello con porta accessori.
Pratici e robusti ganci di chiusura, testata antiurto, interruttore antispruzzo e 4 ruote � 50 mm scorrevoli ed antitraccia.
Attacco rapido per tubo � 36 mm, accessori � 36 mm Kit A incluso.

Made in Italy

ART. N5900

Cod. Tec. GR78
Euro

Serbatoio
Lt

Motori
N�

Tensione
Volt

Depressione
mm/HGO

Portata aria
mñ/h

Dimensioni
cm

Peso
Kg

N590001 200,00 25 1 230 2200 180 34 x 34 x 64h 6

MANUALE
ON-LINE

ASPIRAPOLVERI/LIQUIDI BREEZY 25 Breezy

Aspirapolveri e liquidi professionali per grandi prestazioni, affidabili pratici e versatili, ideali per tutti gli ambienti di lavoro.
Motore biturbina 1300 :att con fusto in acciaio e carrello in metallo, 4 ruote � 80 mm scorrevoli e antitraccia, filtro in
poliestere lavabile 2300 cm² e testata antiurto. Attacco rapido per tubo � 40 mm, accessori � 40 mm Kit B incluso.

Made in Italy

ART. N5910

Cod. Tec. GR78
Euro

Serbatoio
Lt

Motori
N�

Tensione
Volt

Depressione
mm/HGO

Portata aria
mñ/h

Dimensioni
cm

Peso
Kg

N591001 257,00 35 1 230 2200 180 40 x 40 x 77h 10

MANUALE
ON-LINE

ASPIRAPOLVERI/LIQUIDI BREEZY 35 Breezy

Aspirapolveri e liquidi professionali per grandi prestazioni, affidabili pratici e versatili, ideali per tutti gli ambienti di lavoro,
dotati di fusto basculante per lo svuotamento facilitato. Motore biturbina da 1300 :att, fusto in acciaio, carrello in metallo,
2 ruote � 80 mm + 2 ruote � 200 mm antitraccia, filtro in poliestere lavabile 6900 cm² e testata antiurto. Attacco rapido
per tubo � 40 mm, accessori � 40 mm Kit B incluso.

Made in Italy

ART. N5920

Cod. Tec. GR78
Euro

Serbatoio
Lt

Motori
N�

Tensione
Volt

Depressione
mm/HGO

Portata aria
mñ/h

Dimensioni
cm

Peso
Kg

N592001 294,00 50 1 230 2400 220 47 x 47 x 93 20

MANUALE
ON-LINE

ASPIRAPOLVERI/LIQUIDI BREEZY 50 Breezy

Aspirapolveri e liquidi professionali per grandi prestazioni, affidabili pratici e versatili, ideali per tutti gli ambienti di lavoro,
dotati di fusto basculante per lo svuotamento facilitato. Due motori biturbina da 1300 :att, fusto in acciaio, carrello in
metallo, 2 ruote � 80 mm + 2 ruote � 200 mm antitraccia, filtro in poliestere lavabile 6900 cm² e testata antiurto.
Attacco rapido per tubo � 40 mm, accessori � 40 mm Kit C incluso.

Made in Italy

ART. N5930

Cod. Tec. GR78
Euro

Serbatoio
Lt

Motori
N�

Tensione
Volt

Depressione
mm/HGO

Portata aria
mñ/h

Dimensioni
cm

Peso
Kg

N593001 557,00 70 2 230 2200 360 60 x 59 x 105h 22

MANUALE
ON-LINE

ASPIRAPOLVERI/LIQUIDI BREEZY 70 Breezy

N.6� Indivisible package   Suggested retail package - Unit price

Liquid vacuum cleaners, small, reliable, practical and versatile with a twin engine 1300 Watt, barrel polpropylene filter,
washable filter 2300 cmð, sealed snap and cart with door accessories.
Strong and practical closing hook system. Anti-shock head splash with and � sliding wheels � 50 mm quick hose kit, �
36 mm kit accessories � 36 mm included .

Made in Italy

ITEM: N5900

Tech. Code Tank
Lt

Electric motors
N�

Tension
Volt

Depression
mm/HGO

Air capacit\
mñ/h

Dimensions
cm

Weight
Kg

25 1 230 2200 180 34 x 34 x 64h 6

ON-LINE
MANUAL

LIQUID VACUUM CLEANERS BREEZY 25

Professional liquid vacuum cleaners for high performance,reliable, versatile,practical, ideal for all types of workplaces.
Motor twin engine 1300 Watt with a steel barrel and trolley im metal, � sliding wheels � 80 mm, washable polyester filter
2300 cmð tested Anti-shock head. 4uick hose kit accessories � �0 mm, kit accessoriesi � �0 mm included.

Made in Italy

ITEM: N5910

Tech. Code Tank
Lt

Electric motors
N�

Tension
Volt

Depression
mm/HGO

Air capacit\
mñ/h

Dimensions
cm

Weight
Kg

35 1 230 2200 180 40 x 40 x 77h 10

ON-LINE
MANUAL

LIQUID VACUUM CLEANERS BREEZY 35

Professional liquid vacuum cleaners for high performance, reliable, versitile, practical, ideal for all types of workplaces.
Equipped with a overhead door frame for easier emptying. Motor twin engine 1300 Watt, steel barrel and trolley in metal,
2 sliding wheels � 80 mm � 2 sliding wheels � 200 mm, washable polyester filter 6900 cmð tested Anti-shock head. 4uick
hose kit � �0 mm, accessories � �0 mm included.

Made in Italy

ITEM: N5920

Tech. Code Tank
Lt

Electric motors
N�

Tension
Volt

Depression
mm/HGO

Air capacit\
mñ/h

Dimensions
cm

Weight
Kg

50 1 230 2400 220 47 x 47 x 93 20

ON-LINE
MANUAL

LIQUID VACUUM CLEANERS BREEZY 50

Professional liquid vacuum cleaners for high performance, reliable, versitile, proctical,ideal for all types of workplaces.
Equipped with overhead door frame for easier emptying Motor twin engine 1300 Watt, steel barrel and trolley in metal, 2
sliding wheels � 80 mm � 2 sliding wheels � 200 mm, washable polyester filter 6900 cmð Anti-shock tested. 4uick hose
kit accessories � �0 mm, accessori � �0 mm included.

Made in Italy

ITEM: N5930

Tech. Code Tank
Lt

Electric motors
N�

Tension
Volt

Depression
mm/HGO

Air capacit\
mñ/h

Dimensions
cm

Weight
Kg

70 2 230 2200 360 60 x 59 x 105h 22

ON-LINE
MANUAL

LIQUID VACUUM CLEANERS BREEZY 70



N

N.65 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ASPIRAPOLVERI/LIQUIDI - ACCESSORI E RICAMBI Ø 36MM Breezy
ART. N5980
Accessori per aspirapolveri con attacco rapido per tubo � 36mm.

Cod. Tec. GR78
Euro Tipo Descrizione

Kit A
Pezzi

N598001 20,40 A Tubo Àessibile completo di raccordi - 2 m
1N598002 13,30 B Spazzola per liTuidi 32cm

N598003 6,10 C Spazzola per auto 14cm
N598004 8,20 D Prolunga cromata 50cm 2
N598005 10,20 E Spazzola per polveri 32cm

1N598006 3,10 F Spazzola circolare Ø 75mm
N598007 3,10 G Lancia piatta 20cm

ASPIRAPOLVERI/LIQUIDI - ACCESSORI E RICAMBI Ø 40MM Breezy
ART. N5990
Accessori per aspirapolveri con attacco rapido per tubo � 40mm.

Cod. Tec. GR78
Euro Tipo Descrizione

Kit B
Pezzi

Kit C
Pezzi

N599001 22,40 A Tubo Àessibile completo di raccordi - 2,5 m

1

1
N599002 11,20 B Porta spazzole solo corpo 40cm

-N599003 10,20 C Spazzola per polveri 40cm
N599004 10,20 D Spazzola per liTuidi 40cm
N599005 22,40 E Prolunghe cromate 1 dritta � 1 inclinata 1 � 1 1 � 1
N599006 6,10 F Lancia piatta 25cm 1

1
N599007 4,10 G Prolunga in PVC 50cm 2
N599008 8,20 H Spazzola circolare Ø 75mm 1
N599009 55,00 J Spazzola PROF< 46cm per polveri e liTuidi -

Kit Filtro in polipropilene per aspirapolveri/liquidi.
ART. N5995

Cod. Tec. GR78
Euro Per modelli

N5995300 19,40 N590001
N5995330 21,40 N591001
N5995400 28,00 N592001 - N593001

ASPIRAPOLVERI/LIQUIDI - ACCESSORI E RICAMBI KIT FILTRO Breezy

Motore biturbina b\-pass 1300 :att.
ART. N5997

Cod. Tec. GR78
Euro Per modelli

N59971300W (109,00) N590001 - N591001 - N592001 - N593001

ASPIRAPOLVERI/LIQUIDI - ACCESSORI E RICAMBI MOTORE Breezy

N.65Indivisible package  Suggested retail package - Unit price

LIQUID VACUUM CLEANERS - ACCESSORIES AND SPARE PARTS Ø 36MM
ITEM: N5980
Accessories for vacuum cleaners with quick tube attachment � 36mm.

Tech. Code T\pe Description
Kit A

Pieces
A Hose fitting - complete with outlet - 2m

1B Brush for liTuids 32cm
C Car brushes 14cm
D Chrome extension 50cm 2
E Dust brushes 32cm

1F Circle brushes Ø 75mm
G Flat brushes 20cm

LIQUID VACUUM CLEANER - ACCESSORIES AND SPARE PARTS Ø 40MM
ITEM: N5990
Accessories for vacuum cleaners with quick tube attachment � �0mm.

Tech. Code T\pe Description
Kit B

Pieces
Kit C

Pieces
A Flexible tube - complete with outlet - 2,5m

1

1
B Brush holder 40cm

-C Dust brush 40cm
D Brush for liTuids 40cm
E Chrome extension 1 starboard � 1 inclined 1 � 1 1 � 1
F Flat launches 25cm 1

1
G PVC extension 50cm 2
H Circle brushes Ø 75mm 1
J PROFY brushes -

Polproplene filter kits for liquid vacuum cleaners.
ITEM: N5995

Tech. Code For models

N590001
N591001

N592001 - N593001

VACUUM CLEANERS - ACCESSORIES AND SPARE PARTS FILTER KITS

Twin motor by-pass 1300 Watt.
ITEM: N5997

Tech. Code For models

N590001 - N591001 - N592001 - N593001

VACUUM CLEANERS - ACCESSORIES AND SPARE MOTOR PARTS



N

N.66 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

MANUALE
ON-LINE

ART. N6005

Dotazione standard:
- 1 Filtro lavabile in N\lon cod. N004820
- 1 Tubo flessibile PUR ¡ 50 x 3 m cod. N00285003
- 1 Manicotto in gomma ¡ 50 mm cod. N002750
- 1 Tubo di scarico ¡ 35 x 3 m cod. N00313503
- 1 Valvola a sfera da 1� - 1/4 cod. N003210
- 1 Lancia piatta L 400 mm in metallo cod. N003350
- 1 Lancia conica in gomma antiolio cod. N003550

Aspiratore industriale monofase idoneo alla separazione
di liquidi misti ai solidi. Lo svuotamento dei liquidi avviene
tramite l'inversione di flusso dell'aria generata dalla turbina
eliminando qualsiasi problema di eventuale blocco delle
pompe di travaso.

Caratteristiche:
- Turbina con motore monofase
- Tempo di aspirazione liquidi L/sec 130/30
- Tempo di scarico liquidi L/sec 130/50
- Cestello in acciaio zincato microforato
- Sonda di livello con sistema di blocco automatico
- Bocca aspirante ¡ 50 mm
- Recupero immediato dei fluidi lubrorefrigeranti con
reimmissione direttamente in vasca tramite tubo di scarico

 con valvola a sfera
- Telaio con vano porta accessori

2 Comandi ON/OFF

4 Camera del filtro

6 Bocchettone di innesto tubo aspirazione

8 Ruote

10 Tubo di aspirazione

12 Cavo elettrico

1 Impugnatura per la movimentazione

3 Coperchio

5 Contenitore per i liTuidi aspirati

7 Bocchettone di innesto tubo scarico ruote

9 Alloggiamento accessori in dotazione

11 Tubo di scarico

Cod. Tec. GR78
Euro

Capacità serbatoio
L

Contenitore solidi
L

Alimentazione
V - +z

Potenza motore
KZ - +P

Depressione
max
mBar

Portata aria max
L/min

Livello sonoro
dB(A)

Dimensioni
mm

Peso
Kg

N6005131 3199,00 130 40 230 - 50/60 2,4 - 3 230 5500 70
700 x 1180 x

1320 h
95

Conforme alle normative EN 60204 - IEC 204/I - CEI 44/5 - 2006/42/CE - 2006/95/CE - 2004/108/CE

ASPIRATORI/SEPARATORI INDUSTRIALI TWISTOIL Twist Oil

MANUALE
ON-LINE

ART. N6008

Dotazione standard:
- 1 Filtro lavabile in N\lon cod. N004820
- 1 Tubo flessibile PUR ¡ 50mm x 3 m cod. N00285003
- 1 Manicotto in gomma ¡ 50mm cod. N002750
- 1 Tubo di scarico ¡ 50mm x 3 m cod. N00285003
- 1 Valvola a sfera da 2� cod. N003220
- 1 Lancia piatta L 400 mm in metallo cod. N003350
- 1 Lancia conica in gomma antiolio cod. N003550

Aspiratore industriale T:ISTOIL 280 trifase per uso
continuativo, idoneo alla separazione di liquidi misti
ai solidi. Lo svuotamento dei liquidi avviene tramite
l'inversione di flusso dell'aria generata dalla turbina
eliminando qualsiasi problema di eventuale blocco delle
pompe di travaso.

Caratteristiche:
- Turbina con motore trifase
- Tempo di aspirazione liquidi L/sec. 280/40
- Tempo di scarico liquidi L/sec. 280/50
- Cestello in acciaio zincato microforato
- Sonda di livello con sistema di blocco automatico
- Bocca aspirante ¡ 50mm
- Serbatoio con capienza di L 280 che funge anche da
 robusta struttura portante
- Recupero immediato dei fluidi lubrorefrigeranti con
re-immissione direttamente in vasca tramite tubo
di scarico con valvola a sfera

- Supporti per l'appoggio degli accessori

2 Comandi ON/OFF

4 Camera filtro

6 Bocchettone innesto tubo di aspirazione

8 Ruote girevoli

1 Impugnatura per la movimentazione

3 Calotta protezione turbina

5 Contenitore liTuidi aspirati

7 Bocchettone innesto tubo di scarico

9 Ruote fisse

Cod. Tec. GR78
Euro

Capacità serbatoio
L

Contenitore solidi
L

Alimentazione
V - +z

Potenza
KZ - +P

Depressione
max
mBar

Portata aria max
L/min

Livello sonoro
dB(A)

Dimensioni
mm

Peso
Kg

N6008280 (4810,00) 280 40 400 - 50/60 2,5 - 3 330 5100 72
700 x 1450 x

1400 h
220

Conforme alle normative EN 60204 - IEC 204/I - CEI 44/5 - 2006/42/CE - 2006/95/CE - 2004/108/CE

ASPIRATORI/SEPARATORI INDUSTRIALI TWISTOIL 280 Twist Oil

N.66 Indivisible package   Suggested retail package - Unit price

ON-LINE
MANUAL

ITEM: N6005

Standard equipment:
- 1 Nylon washable filter code N00�820
- 1 Flexible tube PUR ¡ 50mm x 3 m code N00285003
- 1 Anti-static rubber sleeve 50mm ¡ code N002�50
- 1 Exhaust hose 35mm x 3 m ¡ code N00285003
- 1 Sphere valve 1� - 1/� code N003210
- 1 Flat nozzle L �00 mm in metal code N003350
- 1 Conical nozzle in rubber anti-oil code N003550

Single-phase Industrial aspirator/separator suitable for
separating liquids and mixed solids. The liquidation of the
liquids occurs by the inversion of the air flow generated by
the turbine, eliminating any problems of possible blockage
of the transfer pumps.

Features:
- Turbine with single-phase motor
- Liquid suction time L/sec 130/30
- Liquid dis-charge L/130/50
- Container made of galvanized steel
- Level probe with automatic locking system
- Suction mouth 50 mm ¡
- Immediate recovery of lubricated fluids with re-immersion
directly into the tank through the drainage hose with a
sphere valve

- Accessories port

2 Control On/Off

4 Filter housing

6 Pipe union for suction hose

8 Wheels

10 Aspiration hose

12 Electric cable

1 Carr\ing handle

3 Cover

5 Container for aspirated liTuids

7 Drainage outlet

9 Accessories port

11 Drainage hose

Tech. Code Tank capacit\
L

Solids container
L

Power suppl\
V - Hz

Engine power
Kw - HP

Max.
depression

mBar

Max capacit\
L/min

Sound level
dB�A�

Dimensions
mm

Weight
Kg

130 40 230 - 50/60 2,4 - 3 230 5500 70
700 x 1180 x

1320 h
95

Conformity with the standard regulations EN 6020� - IEC 20�/I - CEI ��/5 - 2006/�2/CE - 2006/95/CE - 200�/108/CE

INDUSTRIAL ASPIRATORS/SEPARATORS TWISTOIL

ON-LINE
MANUAL

ITEM: N6008

Standard equipment:
- 1 Nylon washable filter code N00�820
- 1 Flexible tube PUR ¡ 50mm x 3 m code N00285003
- 1 Anti-static rubber sleeve 50mm ¡ code N002�50
- 1 Exhaust hose 50mm x 3 m ¡ code N00285003
- 1 Sphere valve 2� code N003220
- 1 Flat nozzle L �00 mm in metal code N003350
- 1 Conical nozzle in rubber anti-oil code N003550

Industrial aspirator TWISTOIL 280 three-phase continuous
use suitable for separating liquids and mixed solids. The
liquidation of the liquids occurs by the inversion of the air
flow generated by the turbine. Eliminating any problem of
possible blockage of the transfer pumps.

Features:
- Turbine with three-phase motor
- Liquid suction time L/sec. 280/�0
- Liquid discharge time L/sec. 280/50
- Container made of galvanized steel
- Level probe with automatic locking system
- Suction mouth 50mm ¡
- Tank with capacity of 280 L which also acts as a
sturdy supporting structure

- Immediate recovery of lubricated fluids with
re-immersion directly into the tank through the
drainage hose with a sphere valve

- Accessories port

2 Control on/off

4 Filter housing

6 Suction pipe connection

8 Rotating wheels

1 Carr\ing handle

3 Cover

5 Container for aspirated liTuids

7 Drainage outlet

9 Fixed wheels

Tech. Code Tank capacit\
L

Solids container
L

Power suppl\
V - Hz

Power
Kw - HP

Max. depression
mBar

Max capacit\
L/min

Sound level
dB�A�

Dimensions
mm

Weight
Kg

280 40 400 - 50/60 2,5 - 3 330 5100 72
700 x 1450 x

1400 h
220

Conformity with the standard regulations EN 6020� - IEC 20�/I - CEI ��/5 - 2006/�2/CE - 2006/95/CE - 200�/108/CE

INDUSTRIAL ASPIRATOR/SEPARATORS TWISTOIL 280



N

N.67 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

MANUALE
ON-LINE

ART. N6010

Dotazione standard:
- 1 Filtro in poliestere classe M cod. N004510
- 1 Terminale di riduzione ¡ 70/50 mm cod. N00267050
- 1 Tubo flessibile PUR ¡ 50 x 3 m cod. N00285003
- 2 Manicotti in gomma ¡ 50 mm cod. N002750
- 1 Lancia piatta L 400 mm in metallo cod. N003350

Aspiratore industriale MINI STORM monofase extra
compatto.
Pratico ed affidabile, con telaio molto robusto.

Caratteristiche:
- 2 Motori indipendenti B\-Pass
- Scuoti filtro meccanico manuale
- Spia presenza di tensione
- Spia intasamento del filtro
- Bocca aspirante ¡ 70 mm con terminale di riduzione
a sgancio rapido per tubo ¡ 50 mm

- Vano porta accessori
- Contenitore per il materiale aspirato, carrellato
a sgancio rapido

2 Comandi

4 Camera filtro

6 Bocchettone innesto tubo di aspirazione

8 Leva per sgancio contenitore

1 Impugnatura per la movimentazione

3 Calotta protezione motori

5 Contenitore detriti aspirati

7 Leva per svuotamento filtro

Cod. Tec. GR78
Euro

Capacità serbatoio
L

Alimentazione
V - +z

Potenza
KZ - +P

Depressione max
mBar

Portata aria max
L/min

Media filtrante
IFA/BGIA

Livello sonoro
dB(A)

Dimensioni
mm

Peso
Kg

N601035 1646,00 45 230 - 50/60 2,4 - 3 250 6330 �M� CLASS 72 510 x 640 x 1240 45

Conforme alle normative EN 60204 - IEC 204/I - CEI 44/5 - 2006/42/CE - 2006/95/CE - 2004/108/CE

ASPIRATORI UNIVERSALI MINI STORM Storm

ART. N0051
Kit troppo pieno per l'interruzione automatica dell'aspirazione quando il serbatoio è pieno, preservando il
filtro.

Dotazione:
- 1 contenitore :et 	 Dr\
- 1 galleggiante

Cod. Tec. GR78
Euro Per modello

N005110 419,20 Ministorm

ACCESSORI PER ASPIRATORI INDUSTRIALI

Prodotto disponibile nel CAP K

GUANTI IN PELLE FIORE BOVINA

Cod. Tec. Taglia Taglia EU

K21007 M 7

K21008 L 8

K21009 XL 9

K210010 XXL 10

Prodotti correlati

N.6�Indivisible package  Suggested retail package - Unit price

ON-LINE
MANUAL

ITEM: N6010

Standard equipment:
- 1 Polyester filter class M code N00�510
- 1 Reduction terminal �0/50 mm ¡ code N0026�050
- 1 Flexible tube PUR 50 x 3 m ¡ code N00285003
- 2 Antistatic rubber sleeve/nozzle 50 mm ¡ code N002�50
- 1 Flat lance L �00 mm in metal code N003350

Industrial mobile single-phase extra compact aspirators.
Practical and reliable with a very sturdy frame.

Features:
- 2 Independent motor By-passes
- Manual mechanical filter shaker
- 9oltage indicator
- Filter clogging indicator
- Suction Inlet �0 mm ¡ with reduction terminal quick
release hose 50 mm ¡

- Accessories port
- Wheeled container for the aspirated material quick
release hook

2 Contact on/off

4 Filter housing

6 Pipe union for suction hose

8 Container removal lever

1 Carr\ing handle

3 Engine cover

5 Container for aspirated debris

7 Filter shaker

Tech. Code Tank capacit\
L

Power suppl\
V - Hz

Power
Kw - HP

Max. depression
mBar

Max capacit\
L/min

Medium filter
IFA/BGIA

Sound level
dB�A�

Dimensions
mm

Weight
Kg

45 230 - 50/60 2.4 - 3 250 6330 �M� CLASS 72 510 x 640 x 1240 45

Conformity with the standard regulations EN 6020� - IEC 20�/I - CEI ��/5 - 2006/�2/CE - 2006/95/CE - 200�/108/CE

UNIVERSAL ASPIRATORS MINI STORM

ITEM: N0051
.it too full for automatic interrupting of the suction when the tank is full, preserving the filter.

Included:
- 1 Wet 	 'ry container
- 1 Floating valve

Tech. Code For model

Ministorm

ACCESSORIES FOR INDUSTRIAL ASPIRATORS

Product available in index .

COWHIDE GRAIN LEATHER GLOVES

Tech. Code Size EU size

M 7

L 8

XL 9

XXL 10

Related products



N

N.68 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

MANUALE
ON-LINE

ART. N6015

Dotazione standard:
- 1 Filtro in poliestere classe M cod. N004520
- 1 Terminale di riduzione ¡ 80/50 mm cod. N00267050
- 1 Tubo flessibile PUR ¡ 50 x 3 m cod. N00285003
- 2 Manicotti in gomma ¡ 50 mm cod. N002750
- 1 Lancia conica antiolio cod. N003550

Aspiratore industriale monofase, mobile, versatile e
compatto. Affidabilità e potenza ai vertici della categoria.

Caratteristiche:
- 3 Motori indipendenti B\-Pass
- Ciclone con ingresso tangenziale del materiale
- Scuoti filtro meccanico manuale
- Spia presenza di tensione
- Spia intasamento del filtro
- Vuotometro
- Valvola di compensazione
- Interruttore magnetotermico
- Bocca aspirante ¡ 80 mm con terminale di riduzione
a sgancio rapido per tubo ¡ 50 mm

- Vano porta accessori
- Contenitore per il materiale aspirato carrellato
a sgancio rapido

2 Comandi

4 Volantino scuoti filtro

6 Contenitore detriti aspirati

8 Bocchettone innesto tubo di aspirazione

10 Interruttore 1� motore MARCIA/ARRESTO

12 Interruttore 3� motore MARCIA/ARRESTO

14 Spia bianca PRESENZA TENSIONE

1 Impugnatura per la movimentazione

3 Calotta protezione motori/gruppo Venturi

5 Camera filtro

7 Leva blocco/sblocco contenitore detriti

9 Vuotometro

11 Interruttore 2� motore MARCIA/ARRESTO

13 Spia luminosa rossa INTASAMENTO DEL FILTRO

Cod. Tec. GR78
Euro

Capacità serbatoio
L

Alimentazione
V - +z

Potenza
KZ - +P

Depressione max
mBar

Portata aria max
L/min

Media filtrante
IFA/BGIA

Livello sonoro
dB(A)

Dimensioni
mm

Peso
Kg

N6015100 1953,00 100 230 - 50/60 3,6 - 4,5 250 9000 M 72 820 x 650 x 1640 71

Conforme alle normative EN 60204 - IEC 204/I - CEI 44/5 - 2006/42/CE - 2006/95/CE - 2004/108/CE

ASPIRATORI INDUSTRIALI STORM 3600 Storm

ART. N0052
Kit troppo pieno per l'interruzione dell'aspirazione quando il serbatoio è pieno, preservando il filtro.

Dotazione:
- 1 valvola galleggiante per liquidi
- Rubinetto di scarico da applicare al serbatoio inferiore per agevolarne
lo svuotamento (l'applicazione del rubinetto da 3/4� richiede la foratura
del serbatoio inferiore)

Cod. Tec. GR78
Euro Per modelli

N005210 201,70 Storm 3600 - Storm 4800 - +urricane 55

ACCESSORI PER ASPIRATORI INDUSTRIALI

I prodotti sono disponibili nel CAP H

OSSIGENATORI PER EMULSIONI

Cod. Tec. Pressione
Bar

Temperaura in uscita
�C

Aria
NL/min.

H3266OXI
1,5
3
4
5

-  8,0
-18,5
-21,5
-23,0

46
80

100
125

Prodotti correlati

N.68 Indivisible package   Suggested retail package - Unit price

ON-LINE
MANUAL

ITEM: N6015

Standard equipment:
- 1 Polyester filter class M code N00�520
- 1 Reduction terminal hose ¡ 80/50 mm code N0026�050
- 1 Flexible hose PUR ¡ 50 x 3 m code N00285003
- 2 Antistatic rubber sleeve/nozzle ¡ 50mm code N002�50
- 1 Conical lance anti-oil code N003550

Single phase industrial aspirator, mobile, versatile and
compact. Reliable and maximum power of category.

Features:
- 3 By-pass independent motors
- Cyclone and tangential inlet of the material
- Manual mechanical filter shaker
- 9oltage indicator
- Filter clogging indicator
- 9acuum gauge
- Compensation valve
- Magnetothermic switch
- Suction mouth ¡ 80 mm with reduction terminals
for ¡ 50 mm hose

- Accessory compartment
- Container for quick-dislodged aspirated material

2 Controls

4 Cleaning filter lever

6 Container for aspirated debris

8 Suction pipe connection

10 1st engine control on/off

12 3rd engine control on/off

14 White light LED voltage presence

1 Carr\ing handle

3 Cover

5 Filter housing

7 Release container debris lever

9 Vacuum gauge

11 2nd engine control on/off

13 Red light LED clogged filter

Tech. Code Tank capacit\
L

Power suppl\
V - Hz

Power
Kw - HP

Max. depression
mBar

Max capacit\
L/min

Medium filter
IFA/BGIA

Sound level
dB�A�

Dimensions
mm

Weight
Kg

100 230 - 50/60 3.6 - 4.5 250 9000 M 72 820 x 650 x 1640 71

Conformity with the standard regulations EN 6020� - IEC 20�/I - CEI ��/5 - 2006/�2/CE - 2006/95/CE - 200�/108/CE

INDUSTRIAL ASPIRATORS STORM 3600

ITEM: N0052
.it too full for interrupting the suction when the tank is full, preserving the filter.

Included:
- 1 Floating valve for liquids
- 'rainage tap to be applied to the lower tank to make emptying easy
(tap application 3/�� requires an hole at the bottom of the tank)

Tech. Code For models

Storm 3600 - Storm 4800 - Hurricane 55

ACCESSORIES FOR INDUSTRIAL ASPIRATORS

The products are available in chapter H

EMULSION OXYGENATORS

Tech. Code Pressure
bar

Outlet. Temp
�C

Air
NL/min.

1,5
3
4
5

-  8,0
-18,5
-21,5
-23,0

46
80

100
125

Related products



N

N.69 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

MANUALE
ON-LINE

ART. N6018

Dotazione standard:
- 1 filtro in poliestere classe M cod. N004520
- 1 terminale di riduzione ¡ 80/50 mm cod. N00267050
- 1 tubo flessibile PUR ¡ 50 x 3 m cod. N00285003
- 2 manicotti in gomma ¡ 50 mm cod. N002750
- 1 lancia conica antiolio cod. N003550
- 1 lancia piatta L 400 mm in metallo cod. N003350

Aspiratore industriale trifase, mobile e versatile. Gli
standard qualitativi elevati, la potenza e l'affidabilità,
consentono l'uso continuativo della macchina.

Caratteristiche:
- Turbina a canale laterale con motore trifase
- Ciclone con ingresso tangenziale del materiale
- Scuoti filtro meccanico manuale
- Spia presenza di tensione
- Spia intasamento del filtro
- Vuotometro
- Valvola di compensazione
- Interruttore magnetotermico
- Bocca aspirante ¡ 80 mm con terminale di riduzione
a sgancio rapido per tubo ¡ 50 mm

- Vano porta accessori
- Contenitore per il materiale aspirato carrellato
e con sgancio rapido

2 Comandi

4 Camera filtro

6 Leva blocco/sblocco contenitore detriti

1 Impugnatura per la movimentazione

3 Calotta protezione turbina

5 Contenitore detriti aspirati

7 Bocchettone innesto tubo di aspirazione

Cod. Tec. GR78
Euro

Capacità serbatoio
L

Alimentazione
V - +z

Potenza
KZ - +P

Depressione max
mBar

Portata aria max
L/min

Media filtrante
IFA/BGIA

Livello sonoro
dB(A)

Dimensioni
mm

Peso
Kg

N6018100 (3005,00) 100 400 - 50/60 3 - 4 300 5330 M 72 820 x 650 x 1640 100

Conforme alle normative EN 60204 - IEC 204/I - CEI 44/5 - 2006/42/CE - 2006/95/CE - 2004/108/CE

ASPIRATORI INDUSTRIALI STORM 4800 Storm

ART. N0052
Kit troppo pieno per l'interruzione dell'aspirazione quando il serbatoio è pieno, preservando il filtro.

Dotazione:
- 1 valvola galleggiante per liquidi
- Rubinetto di scarico da applicare al serbatoio inferiore per agevolarne
lo svuotamento (l'applicazione del rubinetto da 3/4� richiede la foratura
del serbatoio inferiore)

Cod. Tec. GR78
Euro Per modelli

N005210 201,70 Storm 3600 - Storm 4800 - +urricane 55

ACCESSORI PER ASPIRATORI INDUSTRIALI

N.69Indivisible package  Suggested retail package - Unit price

ON-LINE
MANUAL

ITEM: N6018

Standard equipment:
- 1 Polyester filter class M code N00�520
- 1 Reduction terminal 80/50 mm ¡ code N00268050
- 1 Flexible hose PUR 50 x 3 m ¡ code N00285003
- 2 Anti-static rubber sleeve/nozzle 50 mm ¡
code N002�50

- 1 Conical lance anti-oil code N003550
- 1 Flat lance L �00 mm in metal code N003350

Industrial mobile three-phase versatile aspirator.
High quality standard, the power and reliability allow
continuous operation of the machine.

Features:
- Turbine with three-phase motor by-pass
- Cyclone with tangential input of the material
- Manual mechanical filter shaker
- 9oltage indicator
- Filter clogging indicator
- 9acuum gauge
- Compensation valve
- Magnethermic switch
- Suction inlet 80 mm ¡ with reduction terminal
with quick release hose 50 mm ¡

- Accessories port
- Wheeled container for the aspirated material
with quick release hook

2 Control on/off

4 Filter housing

6 Release container debris lever

1 Carr\ing handle

3 Cover

5 Container for aspirated debris

7 Suction pipe connection

Tech. Code Tank capacit\
L

Power suppl\
V - Hz

Power
Kw - HP

Max. depression
mBar

Max capacit\
L/min

Medium filter
IFA/BGIA

Sound level
dB�A�

Dimensions
mm

Weight
Kg

100 400 - 50/60 3 - 4 300 5330 M 72 820 x 650 x 1640 100

Conformity of standard regulations EN 6020� - IEC 20�/I - CEI ��/5 - 2006/�2/CE - 2006/95/CE - 200�/108/CE

INDUSTRIAL ASPIRATOR STORM 4800

ITEM: N0052
.it too full for interrupting the suction when the tank is full, preserving the filter.

Included:
- 1 Floating valve for liquids
- 'rainage tap to be applied to the lower tank to make emptying easy
(tap application 3/�� requires an hole at the bottom of the tank)

Tech. Code For models

Storm 3600 - Storm 4800 - Hurricane 55

ACCESSORIES FOR INDUSTRIAL ASPIRATORS



N

N.70 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

MANUALE
ON-LINE

ART. N6020

Dotazione standard:
- 1 Filtro in poliestere classe M cod. N004520
- 1 Terminale di riduzione ¡ 80/50 mm cod. N00268050
- 1 Tubo flessibile PUR ¡ 50 x 3 m cod. N00285003
- 2 Manicotti in gomma ¡ 50 mm cod. N002750
- 1 Lancia conica antiolio cod. N003550
- 1 Lancia piatta L 400 mm in metallo cod. N003350

Aspiratore industriale trifase mobile, robusto ed efficiente,
per un utilizzo costante e continuativo.

Caratteristiche:
- 1 Turbina e canale laterale con motore trifase
- Ciclone con ingresso tangenziale del materiale
- Scuoti filtro meccanico manuale
- Spia di tensione
- Spia intasamento del filtro
- Vuotometro
- Valvola di compensazione
- Bocca aspirante ¡ 80 mm con terminale di riduzione
a sgancio rapido per tubo ¡ 50 mm

- Contenitore per il materiale aspirato carrellato
e con sgancio rapido

- Vano porta accessori

2 Calotta protezione motore

4 Camera filtro

6 Leva blocco/sblocco contenitore detriti

8 Impugnatura per la movimentazione

10 Ruote girevoli con freno

12 4uadro elettrico

1 Comandi ON/OFF

3 Volantino scuoti filtro

5 Contenitore detriti aspirati

7 Bocchettone innesto tubo di aspirazione

9 Ruote fisse

11 Contenitore accessori

Cod. Tec. GR78
Euro

Capacità serbatoio
L

Alimentazione
V - +z

Potenza
KZ - +P

Depressione max
mBar

Portata aria max
L/min

Media filtrante
IFA/BGIA

Livello sonoro
dB(A)

Dimensioni
mm

Peso
Kg

N6020100 (3907,00) 100 400 - 50/60 4 - 5,5 300 8666 �M� CLASS 76 1250 x 650 x 1520 155

Conforme alle normative EN 60204 - IEC 204/I - CEI 44/5 - 2006/42/CE - 2006/95/CE - 2004/108/CE

ASPIRATORI INDUSTRIALI HURRICANE 55 Hurricane

ART. N0052
Kit troppo pieno per l'interruzione dell'aspirazione quando il serbatoio è pieno, preservando il filtro.

Dotazione:
- 1 valvola galleggiante per liquidi
- Rubinetto di scarico da applicare al serbatoio inferiore per agevolarne
lo svuotamento (l'applicazione del rubinetto da 3/4� richiede la foratura
del serbatoio inferiore)

Cod. Tec. GR78
Euro Per modelli

N005210 201,70 Storm 3600 - Storm 4800 - +urricane 55

ACCESSORI PER ASPIRATORI INDUSTRIALI

I prodotti sono disponibili nel CAP H

ABBATTITORI DI NEBBIE OLEOSE PER OLI INTERI

Cod. Tec. Modello Sistema abbattimento

H5430500 AFM-PF+ 500

Centrifugo � Meccanico
H54301000 AFM-PF+ 1000

H54302000 AFM-PF+ 2000

H54303000 AFM-PF+ 3000

Prodotti correlati

N.�0 Indivisible package   Suggested retail package - Unit price

ON-LINE
MANUAL

ITEM: N6020

Standard equipment:
- 1 polyester filter class M code N00�520
- 1 reduction terminal 80/50 mm ¡ code N00268050
- 1 flexible hose PUR 50 x 3 m ¡ code N00285003
- 2 Anti-static rubber sleeve/nozzle 50 mm ¡

code N002�50
- 1 Conical lance anti-oil code N003550
- 1 flat lance L �00 mm in metal code. N003350

Industrial mobile three-phase aspirator, reliable with a very
sturdy frame, for constant and continuous use.

Features:
- 1 Turbine with three-phase motor by-pass
- Cyclone with tangential input of the material
- Manual mechanical filter shaker
- 9oltage indicator
- Filter clogging indicator
- 9acuum gauge
- Compensation valve
- Suction inlet 80 mm ¡ with reduction terminal
with quick release hose 50 mm ¡

- Wheeled container for the aspirated material
with quick release hook

- Accessories port

2 Engine cover

4 Filter housing

6 Release container debris lever

8 Carr\ing handle

10 Rotating wheels with brake

12 Electric panel

1 Control on/off

3 Filter shaker

5 Container for aspirated debris

7 Suction pipe connection

9 Fixed wheels

11 Accessories port

Tech. Code Tank capacit\
L

Power suppl\
V - Hz

Power
Kw - HP

Max. depression
mBar

Max capacit\
L/min

Medium filter
IFA/BGIA

Sound level
dB�A�

Dimensions
mm

Weight
Kg

100 400 - 50/60 4 - 5,5 300 8666 �M� CLASS 76 1250 x 650 x 1520 155

Conformity with standard regulations EN 6020� - IEC 20�/I - CEI ��/5 - 2006/�2/CE - 2006/95/CE - 200�/108/CE

INDUSTRIAL ASPIRATOR HURRICANE 55

ITEM: N0052
.it too full for interrupting the suction when the tank is full, preserving the filter.

Included:
- 1 Floating valve for liquids
- 'rainage tap to be applied to the lower tank to make emptying easy
(tap application 3/�� requires an hole at the bottom of the tank)

Tech. Code For models

Storm 3600 - Storm 4800 - Hurricane 55

ACCESSORIES FOR INDUSTRIAL ASPIRATORS

The products are available in chapter H

OIL MIST COLLECTORS FOR NEAT OIL

Tech. Code Model Suction s\stem

AFM-PFH 500

Centrifugal � Mechanical
AFM-PFH 1000

AFM-PFH 2000

AFM-PFH 3000

Related products
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N.71 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ACCESSORI PER ASPIRATORI INDUSTRIALI
ART. N0026
Terminale metallico di riduzione e collegamento tra aspiratore e manicotto in
gomma oppure direttamente al tubo flessibile.

Cod. Tec. N00267050 N00268050
GR78 Euro 28,00 28,00
¡ Aspiratore mm 70 80

¡ Tubo / manicotto mm 50

ART. N0027
Manicotto in gomma per il collegamento del terminale metallico al tubo flessibile.

Cod. Tec. N002750
GR78 Euro 24,30
¡ Terminali mm 50
¡ Tubo mm 50

ART. N0028
Tubo flessibile PUR armato, resistente all'olio minerale e all'abrasione, antifiamma.
Temperatura di utilizzo max 90°C.

Cod. Tec. N00285003 N00285005 N00285010
GR78 Euro 57,00 95,00 189,90
¡ Tubo mm 50
Lunghezza m 3 5 10

ART. N0031
Tubi scarico olio per aspiratori TZistoil.

Cod. Tec. N00313503
GR78 Euro (148,60)
¡ Tubo mm 1� - 1/4
Lunghezza m 3

ART. N0033
Lancia piatta in metallo.

Cod. Tec. N003350
GR78 Euro 26,10
¡ Attacco mm 50
Lunghezza mm 400

ART. N0035
Lancia in gomma antiolio.

Cod. Tec. N003550
GR78 Euro 30,90
¡ Attacco mm 50
Lunghezza mm 280

ART. N0036
Tubo metallico ad �S� con attacco rapido.

Cod. Tec. N003650
GR78 Euro 64,40
¡ Attacco mm 50
Lunghezza mm 1250

ACCESSORI PER ASPIRATORI INDUSTRIALI
ART. N0038
Spazzole con setole artificiali e regolatore di aderenza.

Cod. Tec. N003850400 N003850500
GR78 Euro 101,90 103,00
¡ Attacco mm 50
Lunghezza mm 400 500

ART. N0039
Spazzole a ventosa con strips in gomma e regolatore di aderenza.

Cod. Tec. N003950400 N003950500
GR78 Euro 92,50 94,60
¡ Attacco mm 50
Lunghezza mm 400 500

ART. N0042
Bocchetta in gomma antistatica.

Cod. Tec. N004250
GR78 Euro 48,80
¡ Attacco mm 50
Lunghezza mm 250

ART. N0043
Raschiatore metallico zincato.

Cod. Tec. N004350
GR78 Euro 74,60
¡ Attacco mm 50
Lunghezza mm 1000

ART. N0045
Filtri stellari IFA/BGIA classe �M�.

Cod. Tec. N004510 N004520
GR78 Euro 116,10 152,90

Per modelli Ministorm
Storm 3600 - Storm
4800 - +urricane 55

ART. N0046
Filtri stellari teflonati IFA/BGIA classe �M�.

Cod. Tec. N004610 N004620
GR78 Euro 190,10 326,70

Per modelli Ministorm
Storm 3600 - Storm
4800 - +urricane 55

ART. N0048
Filtri TNT e N\lon per aspiratori TZistoil e TZistoil 280.

Cod. Tec. N004810 N004820
GR78 Euro 58,80 9,00

Materiale TNT
N\lon

(lavabile)

N.71Indivisible package  Suggested retail package - Unit price

ACCESSORIES FOR INDUSTRIAL ASPIRATORS
ITEM: N0026
Metal reduction terminal and connection between aspirator and rubber sleeve or
directly to the flexible hose.

Tech. Code

ø Aspirator mm 70 80

ø Tube/rubber sleeve mm 50

ITEM: N0027
Rubber sleeve for metallic terminal connection to flexible hose pipe.

Tech. Code

ø Terminal mm 50
ø Hose pipe mm 50

ITEM: N0028
Flexible hose pipe PUR armed, resistant to mineral oil and abrasion, fire-proof.
Maximum temperture usage 90�C.

Tech. Code

ø Hose pipe mm 50
Length m 3 5 10

ITEM: N0031
'rainage hose pipe for Twistoil aspirators.

Tech. Code

ø Hose pipe mm 1� - 1/4
Length m 3

ITEM: N0033
Flat nozzel in metal.

Tech. Code

ø Attachment mm 50
Length mm 400

ITEM: N0035
Flat nozzel anti-oil.

Tech. Code

ø Attachment mm 50
Length mm 280

ITEM: N0036
Metal tube - �S� shape with rapid coupling.

Tech. Code

ø Joint mm 50
Length mm 1250

ACCESSORIES FOR INDUSTRIAL ASPIRATORS
ITEM: N0038
Brushes with artificial bristles and regulating grip.

Tech. Code

ø Attachment mm 50
Length mm 400 500

ITEM: N0039
Suction cup brushes with rubber strips and grip regulator.

Tech. Code

ø Attachment mm 50
Length mm 400 500

ITEM: N0042
Rubber nozzle - anti-static.

Tech. Code

ø Attachment mm 50
Length mm 250

ITEM: N0043
Scraper galvanized metal.

Tech. Code

ø Attachment mm 50
Length mm 1000

ITEM: N0045
Star filters IFA/BGIA class �M�.

Tech. Code

For models Ministorm
Storm 3600 - Storm
4800 - Hurricane 55

ITEM: N0046
Telflon star filters IFA/BGIA class �M�.

Tech. Code

For models Ministorm
Storm 3600 - Storm
4800 - Hurricane 55

ITEM: N0048
Filter TNT and Nylon for Twistoil aspirator 	 Twistoil 280.

Tech. Code

Material TNT
N\lon

�washable�
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N.72 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR78
Euro

Alimentazione
V - +z

Potenza
k:

Portata alla cappa
m3/h

Media filtrante
IFA/BGIA

Efficienza filtrazione
Rumorosità

dB(A)
Dimensioni

mm
Peso

kg
N6057ASP (3185,00) 400 - 50 1,1 1500 M CEL 99% 77 * 750 x 960 x 1150+ 154

(*) Dimensioni max dell'aspiratore senza il braccio autoportante No Smoke

ART. CLEANING DF-2
Gli aspiratori carrellati per fumi di saldatura CLEANING DF rappresentano per le loro ridotte dimensioni, la praticità di
utilizzo e l’efficienza di funzionamento, la soluzione ideale a problemi d’aspirazione, filtrazione e deodorazione dei fumi
di saldatura. Questo aspiratore carrellato si distingue per l’elevata silenziosità d’esercizio e stabilità dovuta alle ruote
pivottanti con freno. La manutenzione della macchina si limita alla sostituzione delle 2 cartucce filtranti in cellulosa,
operazione che richiede tempi brevissimi grazie all'accesso frontale facilitato.

Dotazione standard:
- 1 Camera di decantazione delle polveri grossolane
- 1 Braccio autoportante Evolution No Smoke ¡ 150 mm lunghezza 3m
- 2 Cartucce in cellulosa ad alto rendimento IFA/BGIA M-CEL Codice 1165233
- 1 Interruttore magnetotermico ON/OFF
- 1 Dispositivo conta ore

Optional:
- Cartuccia con 2,5 kg di carbone attivo Codice 1161611
- Plenum in espulsione con filtrazione a norma DIN EN 1822 HEPA H13
efficienza di filtrazione 99,95% Codice 1165232

ASPIRATORI CARRELLATI PER FUMI DI SALDATURA CLEANING DF-2

Cod. Tec. GR78
Euro

Alimentazione
V - +z

Potenza
k:

Portata alla cappa
m3/h

Media filtrante
IFA/BGIA

Efficenza filtrazione
Rumorosità

dB(A)
Dimensioni

mm
Peso

kg
N6055ASP 1900,00 400 - 50 1,1 1400 M CEL 99% 72 * 756 x 702 x 916+ 89

(*) Dimensioni max dell'aspiratore senza il braccio autoportante No Smoke

ART. CLEANGO
Gli aspiratori carrellati per fumi di saldatura CLEANGO rappresentano per le loro ridotte dimensioni, la praticità di utilizzo
e l’efficienza di funzionamento, la soluzione più economica a problemi d’aspirazione, filtrazione e deodorazione dei
fumi di saldatura. Questo aspiratore carrellato si distingue per l’elevata silenziosità d’esercizio e stabilità dovuta alle
ruote pivottanti con freno. La manutenzione della macchina si limita alla sostituzione della cartuccia filtrante in cellulosa,
operazione che richiede tempi brevi e personale non specializzato.

Dotazione standard:
- 1 Braccio autoportante Evolution No Smoke ¡ 150 mm lunghezza 3m
- 1 Cartuccia in cellulosa ad alto rendimento IFA/BGIA M-CEL Codice 1110670
- 1 Interruttore magnetotermico ON/OFF
- 1 Dispositivo conta ore

Optional:
- Cartuccia con 2,5 Kg di carbone attivo Codice 1161611

ASPIRATORI CARRELLATI PER FUMI DI SALDATURA CLEANGO

N.�2 Indivisible package   Suggested retail package - Unit price

Tech. Code Power suppl\
V - Hz

Power
kW

Brake capacit\
m3/h

Medium filter
IFA/BGIA

Filter efficienc\
Noise level

dB�A�
Dimensions

mm
Weight

kg
400 - 50 1.1 1500 M CEL 99% 77 
 750 x 960 x 1150H 154

(*) Max dimension of the aspirator without a self supporting arm No Smoke

ITEM: CLEANING DF-2
The welding fumes aspirators cleaning 'F are represented for their small size, easy use and operating efficiency. The
ideal solution for aspiration problems, filtration and deodorization of welding fumes. These welding fumes aspirators
are distinguished by their high silent operation established due to pivoting wheels with brakes. The maintenance of the
machine is restricted to the installation of 2 cellulose filter cartridges, an operation which requires a very short time thanks
to an easy front access.

Standard equipment:
- 1 Purification chamber of coarse dust
- 1 Self-supporting arm evolution No smoke � 150 mm length 3m
- 2 Cellulose filters of high performance FA/BGIA M-CEL Code 1165233
- 1 Manetermic switch ON/OFF
- 1 Hour counting device

Optional:
- Cartride with 2,5 .g of active carbon code 1161611
- Full expulsion with filtration 'IN EN 1822 HEPAH13 filtration efficency 99.95� code Art 1165232

DF-2 CLEANING WELDING FUMES ASPIRATORS

Tech. Code Power suppl\
V - Hz

Power
kW

Brake capacit\
m3/h

Medium filter
IFA/BGIA

Filter efficienc\
Noise level

dB�A�
Dimensions

mm
Weight

kg
400 - 50 1,1 1400 M CEL 99% 72 756 x 702 x 916H 89

(*) Max dimension of the aspirator without the self supporting arm No Smoke

ITEM: CLEAN GO
The CLEANGO welding fumes aspirators are represented for their small size, easy use and operating effciency, the most
economical solution to aspiration problems, filtration and deodorization of welding fumes. These welding fumes aspirators
are distinguished by their high silent operation established due to pivoting wheels with brakes. The maintenance of
the machine is restricted to the installation of the cellulose filter cartridge, which only requires short time and unskilled
personnel.

Standard equipment:
- Self-supporting arm evolution no smoke � 150 mm length 3 m
- Cellulose filter of high performance IFA/BGIA M-CEL Code 11106�0
- 1 Manetermic switch ON/OFF
- 1 Hour counting device

Opitonal:
- Cartridge with 2,5 kg of ative carbon Code 1161611

CLEAN GO WELDING FUMES ASPIRATORS
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N.73 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

RISCALDATORI A RAGGI INFRAROSSI

Cod. Tec. N6060120 N6060240
GR78 Euro (444,00) (878,00)
Modello Singolo Doppio
Potenza :att 2000 4000 (2 x 2000)
Area riscaldata m² 28 43
Dimensioni mm 470 x 230 x 130 1040 x 230 x 130
Peso kg 3,8 6,9

Il posizionamento ideale è a parete oppure a soffitto con inclinazione di 45°

ART. EHT
Riscaldatori a infrarossi estremamente funzionali e versatili per riscaldare le zone di lavoro. Utilizzano le radiazioni
a onda corta per riscaldare oggetti e persone, ma non l'aria circostante. Non inquinano e non emettono sostanze
nocive. Gli speciali riflettori, di cui sono dotati, fanno di HELIOS RADIANT TITAN dei riscaldatori molto potenti.
I riscaldatori HELIOS RADIANT TITAN permettono risparmi di oltre il 60% rispetto ai sistemi di riscaldamento
tradizionali perchè riscaldano solo le zone di interesse senza dispersioni. Possono essere accessoriati con timer,
termostati e rilevatori di presenza. Trovano impiego anche in molti processi industriali. Protezione IP25, colore
bianco. A richiesta sono disponibili molteplici modelli.

ACCESSORI PER RISCALDATORI A INFRAROSSI

Cod. Tec. N60650010 N60650015
GR78 Euro (87,00) (90,00)
Articolo Supporto a pavimento Bulbo ricambio 2000 Zatt
Altezza mm da 1070 a 2000 -
Peso kg 9 -

ART. N6065
- Supporto telescopico universale adatto per il modello singolo
- Bulbo di ricambio per modelli EHT da 2000 Zatt

Il prodotto è disponibile nel CAP K

SCARPE ANTINFORTUNISTICHE

Cod. Tec. Misura EU Misura US

K120042 42 9

K120043 43 10

K120044 44 10,5

K120045 45 11

Prodotti correlati

N.73Indivisible package  Suggested retail package - Unit price

INFRARED RADIATOR HEATERS

Tech. Code

Model Single Double
Power Watt 2000 4000 �2 x 2000�
Heated area m² 28 43
Dimensions mm 470 x 230 x 130 1040 x 230 x 130
Weight kg 3,8 6,9

The ideal positioning is on the wall or on the ceiling with an inclination of �5�

ITEM: EHT
Extremely functional and versatile infrared heaters for heating work areas. They use shortwave radation to heat
objects and people, but not the surrounding air. They do not pollute and do not emit harmful substances. The
special reflectors, of which they are equipped make HELIOS RA'IANT TITAN very powerful heaters. The HELIOS
RA'IANT TITAN heaters allow savings of over 60� compared to traditional heating systems because they only
heat areas of interest without dispersion. They can be equipped with timers, thermostats and presence detectors.
They are also used in many industrial processes. IP25 protection, white colour. Multiple models are available on
request.

ACCESSORIES FOR INFRARED HEATERS

Tech. Code

Article Floor support Replacement bult 2000 watt
Height mm da 1070 a 2000 -
Weight kg 9 -

ITEM: N6065
- Universal telescopic support suitable for the single model
- Replacement bulb for 2000 watt EHT models

The products are available in chapter .

SAFETY SHOES

Tech. Code EU size US size

42 9

43 10

44 10,5

45 11

Related products
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N.74 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

MORSE DA BANCO IN GHISA

Cod. Tec. N6800100 N6800125 N6800150
GR78 Euro 184,00 229,00 379,00
Larghezza mm 100 125 150
Apertura mm 130 180 215
Peso Kg 12 24 41

ART. WX7800
Morse da banco PREMIUM QUALITY in ghisa di alta qualità con ganasce sostituibili in acciaio temperato
ad induzione e rettificate. Progettate per garantire un'elevata longevità anche se sottoposte a sforzi notevoli.
Movimento delle parti superiori ed inferiori prive di gioco grazie alle guide a coda di rondine, la parte superiore è
regolabile con precisione tramite una vite. Fissaggio a 3 punti, 2 frontali ed uno superiore. Verniciatura di colore
grigio con finitura martellata.

GANASCE PER MORSE WX7800

Cod. Tec. N6801100 N6801125 N6801150
GR78 Euro (41,00) (50,00) (56,00)

Per morse mm 100 125 150

ART. WX7801
Coppia ganasce di ricambio per morse :X7800.

BASI GIREVOLI PER MORSE WX7800

Cod. Tec. N6802100 N6802125 N6802150
GR78 Euro 118,00 125,00 174,00

Per morse mm 100 125 150

Peso Kg 6 8 12

ART. WX7802
Basi girevoli in ghisa per morse :X7800. Verniciatura di colore grigio con finitura martellata.

MORSE DA BANCO IN GHISA

Cod. Tec. N6810080 N6810100 N6810120 N6810150
GR78 Euro 84,00 120,00 144,00 215,00
Larghezza mm 80 100 120 150
Apertura mm 110 140 185 220
Peso Kg 6 11 18 25

ART. WX7810
Morse da banco PREMIUM QUALITY in ghisa di alta qualità con ganasce sostituibili in acciaio temperato ad
induzione e rettificate. Movimento della parte superiore ed inferiore priva di gioco grazie alle guide di precisione a
coda di rondine. Fissaggio a 3 punti, 2 frontali ed uno superiore. Verniciatura di colore grigio con finitura martellata.

BASI GIREVOLI PER MORSE WX7810

Cod. Tec. N6812080 N6812100 N6812120 N6812150
GR78 Euro 43,00 59,00 70,00 104,00

Per morse mm 80 100 120 150

Peso Kg 2,5 4 5,5 8

ART. WX7812
Basi girevoli in ghisa per morse :X7810. Verniciatura di colore grigio con finitura martellata.

GANASCE PER MORSE WX7810 - WX7860 - WX7870

Cod. Tec. N6811080 N6811085 N6811100 N6811120 N6811150
GR78 Euro (18,00) (18,00) (23,00) (26,00) (33,00)

Per morse mm 80 85 100 120 150

ART. WX7811
Coppia ganasce di ricambio per morse :X7810 - :X7860 - :X7870.

N.74 Indivisible package   Suggested retail package - Unit price

BENCH VICES IN CAST IRON

Tech. Code

Width mm 100 125 150
Opening mm 130 180 215
Weight Kg 12 24 41

ITEM: WX7800
PREMIUM QUALITY high quality cast iron bench vices with replaceable induction hardened and grounded jaws.
'esigned to guarantee a high longevity even if subjected to considerable efforts. Movement of the upper and lover
parts without play thanks to the dovetail guides, the upper part is adjustable with precision through a screw. Fixing
with 3 points, 2 front and one upper. Gray painted colour with hammered finish.

JAWS FOR VICES WX7800

Tech. Code

For vices mm 100 125 150

ITEM: WX7801
Pair of replacement jaws for WX�800 vices.

ROTATING BASES FOR VICES WX7800

Tech. Code

For vices mm 100 125 150

Weight Kg 6 8 12

ITEM: WX7802
Cast iron rotating bases for WX�800 vices. Gray painted colour with hammered finished.

BENCH VICES IN CAST IRON

Tech. Code

Width mm 80 100 120 150
Opening mm 110 140 185 220
Weight Kg 6 11 18 25

ITEM: WX7810
Bench vices PREMIUM QUALITY made of high quality cast iron with replaceable jaws in induction hardened and
grounded steel. Movement of the upper and lower part free of play thanks to the precision dovetail guides. Fixing
with 3 points, 2 front and one upper. Gray painted colour with hammered finished.

ROTATING BASES FOR VICES WX7810

Tech. Code

For vices mm 80 100 120 150

Weight Kg 2,5 4 5,5 8

ITEM: WX7812
Cast iron rotating bases for WX�810 vices. Gray painted colour with hammered finish.

JAWS FOR VICES WX7810 - WX7860 - WX7870

Tech. Code

For vices mm 80 85 100 120 150

ITEM: WX7811
Pair of replacement jaws for vices WX�810 - WX�860 - WX�8�0.
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MORSE DA BANCO IN ACCIAIO

Cod. Tec. N6850100 N6850120 N6850140 N6850160
GR78 Euro 124,00 146,00 190,00 275,00
Larghezza mm 100 120 140 160
Apertura mm 100 120 180 210
Per tubi Ø mm 16 - 40 20 - 55 20 - 80 25 - 100
Peso Kg 6 11 19 27

ART. WX7830
Morse PREMIUM QUALITY in acciaio forgiato di alta qualità con apertura anteriore, ganasce superiori e ganasce
stringitubo non removibili. Doppia guida prismatica regolabile, asta filettata protetta da polveri e residui di
lavorazione. Fissaggio superiore a 4 punti. Verniciatura di colore grigio con finitura martellata.

MORSE DA BANCO IN ACCIAIO

Cod. Tec. N6860100 N6860125 N6860150 N6860175
GR78 Euro 112,00 134,00 184,00 261,00
Larghezza mm 100 125 150 175
Apertura mm 125 150 200 220
Peso Kg 7 11 17 26

ART. WX7840
Morse PREMIUM QUALITY in acciaio forgiato di alta qualità con apertura anteriore, ganasce non removibili
temprate a induzione e rettificate. Tutte le parti di scorrimento sono temprate e registrabili. Fissaggio superiore a 2
punti. Verniciatura di colore grigio con finitura martellata.

Accessori opzionali:
Ganasce stringitubo removibili.

GANASCE STRINGITUBO PER MORSE WX7840

Cod. Tec. N6861100 N6861125 N6861150 N6861175
GR78 Euro 20,00 21,00 30,00 36,00

Per morse mm 100 125 150 175

Per tubi Ø mm 12 - 125 12 - 145 15 - 165 15 - 190

ART. WX7841
Coppia di ganasce stringitubo in acciaio temperato.

BASI GIREVOLI PER MORSE WX7840

Cod. Tec. N6862100 N6862125 N6862150 N6862175
GR78 Euro 31,00 37,00 50,00 64,00

Per morse mm 100 125 150 175

Peso mm 1,4 2 2,8 4

ART. WX7842
Basi girevoli in acciaio per morse :X7840. Verniciatura di colore grigio con finitura martellata.

MORSE DA BANCO IN ACCIAIO

Cod. Tec. N6870100 N6870120 N6870150
GR78 Euro 227,00 283,00 434,00
Larghezza mm 100 120 150
Apertura mm 130 160 175
Peso Kg 11 16 24

ART. WX7860
Morse PREMIUM QUALITY in acciaio fuso di alta qualità con apertura posteriore, ganasce sostituibili in acciaio
temperato ad induzione e rettificate. Movimento delle parti superiore ed inferiore prive di gioco grazie alle guide di
precisione a coda di rondine. Fissaggio superiore a 3 punti. Verniciatura di colore grigio con finitura martellata.

BASI GIREVOLI PER MORSE WX7830

Cod. Tec. N6851100 N6851120 N6851140 N6851160
GR78 Euro 42,00 48,00 59,00 75,00

Per morse mm 100 120 140 160

Peso Kg 1,5 2 3 4

ART. WX7831
Basi girevoli in acciaio per morse :X7830. Verniciatura di colore grigio con finitura martellata.

N.75Indivisible package  Suggested retail package - Unit price

BENCH VICES IN STEEL

Tech. Code

Width mm 100 120 140 160
Opening mm 100 120 180 210
For tubes ø mm 16 - 40 20 - 55 20 - 80 25 - 100
Weight Kg 6 11 19 27

ITEM: WX7830
Vices PREMIUM QUALITY in high quality forged steel with front opening, upper jaws and non-removable pipe
wrench jaws. 'ouble adjustable prismatic guide, threaded rod protected from dust and processing residues. Fixing
more than � points. Gray painted colour with hammered finish.

BENCH VICES IN STEEL

Tech. Code

Width mm 100 125 150 175
Opening mm 125 150 200 220
Weight Kg 7 11 17 26

ITEM: WX7840
Vices PREMIUM QUALITY in high quality forged steel with front opening, and hardened and grounded non-
removable jaws. All sliding parts are hardened and adjustable. Fixing more than 2 points. Gray painted colour with
hammered finishing.

Optional accessories:
Removable pipe jaws.

PIPE WRENCH JAWS FOR VICES WX7840

Tech. Code

For vices mm 100 125 150 175

For tubes ø mm 12 - 125 12 - 145 15 - 165 15 - 190

ITEM: WX7841
Pair of replacement pipe wrench jaws in hardened steel.

ROTATING BASES FOR VICES WX7840

Tech. Code

For vices mm 100 125 150 175

Weight mm 1,4 2 2,8 4

ITEM: WX7842
Rotating bases for WX�8�0 vices. Gray painted colour with hammered finish.

BENCH VICES IN STEEL

Tech. Code

Width mm 100 120 150
Opening mm 130 160 175
Weight Kg 11 16 24

ITEM: WX7860
Bench vices PREMIUM QUALITY in high quality cast steel with rear opening, replaceable jaws in induction
hardened and ground steel. Movement of the upper and lower parts without play thanks to the precision dovetail
guides. Fixing more than 3 points. Gray painted colour with hammered finish.

ROTATING BASES FOR VICES WX7830

Tech. Code

For vices mm 100 120 140 160

Weight Kg 1,5 2 3 4

ITEM: WX7831
Steel rotating bases for WX�830 grips. Gray painted with hammered finish.
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MORSE DA BANCO IN ACCIAIO

Cod. Tec. N6880085 N6880100 N6880120 N6880150
GR78 Euro 160,00 166,00 194,00 319,00
Larghezza mm 85 100 120 150
Apertura mm 170 200 230
Peso Kg 10 10,5 16,5 27

ART. WX7870
Morse PREMIUM QUALITY in acciaio forgiato di alta qualità con apertura posteriore, ganasce sostituibili in acciaio
temperato ad induzione e rettificate. Movimento delle parti superiore ed inferiore prive di gioco grazie alle guide di
precisione a coda di rondine. Fissaggio a 3 punti, 2 frontali ed uno superiore.
Verniciatura di colore grigio con finitura martellata.

SOLLEVATORI PER MORSE DA BANCO

Cod. Tec. N690000
GR78 Euro (213,00)
Campo regol. mm 215
Rotazione 360�
Peso Kg 9

Specificare modello e misura della morsa da applicare.
Consegna 25/30 giorni data ordine.

ART. WX7895
Dispositivi pratici e robusti per la regolazione dell'altezza della morsa. Permettono all'operatore di mantenere una
posizione di lavoro corretta ed in sicurezza. I sollevatori posso supportare tutte le morse da banco :ODEX perchp
al momento dell'ordine verranno completati con una base di fissaggio specifica per il modello e la misura della
morsa richiesta.
Il sollevatore deve essere fissato sulla parte inferiore del banco di lavoro.

MORSE PER TRAPANI A COLONNA

Cod. Tec. N6910060 N6910080 N6910100 N6910120 N6910150
GR78 Euro 67,00 80,00 136,00 178,00 237,00
Larghezza mm 60 80 100 120 150
Apertura mm 70 80 110 150 180
Altezza ganasce mm 25 30 40 45
Peso Kg 2,5 4 9 16 24

ART. WX7900
Morse per trapani a colonna PREMIUM QUALITY in ghisa di alta qualità con ganasce sostituibili in acciaio
temperato ad induzione e rettificate. Le ganasce prismatiche consentono bloccaggio di pezzi piatti e tondi, mentre
le guide di scorrimento per la ganascia mobile fungono da base di appoggio per la chiusura precisa dei pezzi.
Fissaggio superiore a 2 punti. Verniciatura di colore grigio con finitura martellata.

GANASCE PER MORSE WX7900

Cod. Tec. N6911060 N6911080 N6911100 N6911120 N6911150
GR78 Euro (15,00) (20,00) (28,00) (34,00) (53,00)

Per morse mm 60 80 100 120 150

ART. WX7901
Coppia ganasce di ricambio per morse :X7900.

BASI GIREVOLI PER MORSE WX7900

Cod. Tec. N6912060 N6912080 N6912100 N6912120 N6912150
GR78 Euro 38,00 44,00 51,00 54,00 71,00

Per morse mm 60 80 100 120 150

Peso Kg 1 1,8 2,7 4 6,5

ART. WX7902
Basi girevoli in ghisa per morse :X7900. Verniciatura di colore grigio con finitura martellata.

N.�6 Indivisible package   Suggested retail package - Unit price

BENCH VICES IN STEEL

Tech. Code

Width mm 85 100 120 150
Opening mm 170 200 230
Weight Kg 10 10,5 16,5 27

ITEM: WX7870
Vices in PREMIUM QUALITY in high quality forged steel with rear opening, replaceable jaws in induction hardened
and grounded steel. Movement of the upper and lower parts without play thanks to the precision dovetail guides.
Fixing with 3 points, 2 front and one upper. Gray painted with hammered finish.

BENCH LIFTERS FOR VICES

Tech. Code

Regulator\ mm 215
Rotation 360�
Weight Kg 9

Specify model and measurement of the vice to be applied.
'elivery 25/30 days from order date.

ITEM: WX7895
Practical and robust devices for vice height adjustment. They allow the operator to maintain a correct and safe
working position. The bench lifters can support all WO'EX bench vices because when they are ordered they will
be completed with a specific fixing base for the model and the required vice size.
The bench lifter must be fixed on the lower part of the work bench.

VICES FOR COLUMN DRILLS

Tech. Code

Width mm 60 80 100 120 150
Opening mm 70 80 110 150 180
Jaws height mm 25 30 40 45
Weight Kg 2,5 4 9 16 24

ITEM: WX7900
9ices for column drill PREMIUM QUALITY in high quality cast iron with replaceable jaws in induction hardened and
grounded steel. The prismatic jaws allow blocking of flat and round pieces, while the sliding guides for the mobile
jaw serve as a support base for the precise closure of the pieces. Fixing more than 2 points. Gray painted with
hammered finish.

JAWS FOR VICES WX7900

Tech. Code

For vices mm 60 80 100 120 150

ITEM: WX7901
Pair of replacement jaws for WX�900 vices.

ROTATING BASES FOR VICES WX7900

Tech. Code

For vices mm 60 80 100 120 150

Weight Kg 1 1,8 2,7 4 6,5

ITEM: WX7902
Rotating bases in cast iron for WX�900 vices. Gray painted colour with hammered finish.
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MORSE PER TRAPANI A COLONNA

Cod. Tec. N6920110 N6920135 N6920160
GR78 Euro 219,00 269,00 398,00
Larghezza mm 110 135 160
Apertura mm 130 160 220
Altezza ganasce mm 32 40 50
Peso Kg 9,5 14 25,5

ART. WX7910
Morse per trapani a colonna PREMIUM QUALITY in ghisa di alta qualità con ganasce sostituibili in acciaio
temperato ad induzione e rettifica. Le ganasce prismatiche sono reversibili, un lato ha la superficie zigrinata e l'altro
è liscio con profilo prismatico per il bloccaggio di pezzi piatti e tondi. Le guide di scorrimento per la ganascia mobile
fungono da base di appoggio per la chiusura precisa dei pezzi. Fissaggio superiore a 4 punti.
Verniciatura di colore grigio con finitura martellata.

GANASCE PER MORSE WX7910

Cod. Tec. N6921110 N6921135 N6921160
GR78 Euro (72,00) (92,00) (117,00)

Per morse mm 110 135 160

ART. WX7911
Coppia di ganasce di ricambio per morse :X7910.

MORSE ORIENTABILI

Cod. Tec. N6950050 N6950075
GR78 Euro 116,00 239,00
Larghezza mm 50 75
Apertura mm 75 110

Ganasce incluse Plastica Acciaio

Peso Kg 2,5 3,7

ART. WX7950
Morse orientabili in lega di alluminio per stampisti e modellisti, dotate di giunto sferico che può essere bloccato in
qualsiasi posizione mediante leva rapida posta alla base. Grazie a questa soluzione l'operatore potrà mantenere
una posizione di lavoro corretta ed in sicurezza. Indicate per lavori di finitura o lucidatura di particolari meccanici
delicati di piccole e medie dimensioni.
Fissaggio superiore a 4 punti.

MORSE ORIENTABILI CON STAFFA

Cod. Tec. N6953050 N6953075
GR78 Euro 120,00 245,00
Larghezza mm 50 75
Apertura mm 75 110

Ganasce incluse Plastica Acciaio

Apertura staffa mm 80 max

Peso Kg 2,6 3,8

ART. WX7955
Morse orientabili in lega di alluminio per stampisti e modellisti, dotate di giunto sferico che può essere bloccato in
qualsiasi posizione mediante leva rapida posta alla base. Grazie a questa soluzione l'operatore potrà mantenere
una posizione di lavoro corretta ed in sicurezza. Indicate per lavori di finitura o lucidatura di particolari meccanici
delicati di piccole e medie dimensioni.
Fissaggio inferiore a staffa con vite.

GANASCE PER MORSE ORIENTABILI

Cod. Tec. N6955050AL N6955050PL N6955075AC N6955075AL N6955075PL
GR78 Euro (7,00) (7,00) (19,00) (19,00) (19,00)

Per morse mm 50 75

Materiale Alluminio Plastica Acciaio Alluminio Plastica

ART. WX7957 - WX7958 - WX7959
Coppia di ganasce in alluminio, metallo oppure plastica per morse :X7950 e :X7955.

N.77Indivisible package  Suggested retail package - Unit price

VICES FOR COLUMN DRILLS

Tech. Code

Width mm 110 135 160
Opening mm 130 160 220
Jaws height mm 32 40 50
Weight Kg 9,5 14 25,5

ITEM: WX7910
9ices for column drills PREMIUM QUALITY made of high quality cast iron with replaceable jaws in induction and
grinding hardened steel. The prismatic jaws are reversible, one side has a knurled surface and the other is smooth
with a prismatic profile for clamping flat and round pieces. The sliding guides for the mobile jib act as a support
base for the precise closure of the pieces. Fixing more than � points. Gray painted with hammered finish.

JAWS FOR VICES WX7910

Tech. Code

For vices mm 110 135 160

ITEM: WX7911
Pair of replacement jaws for WX�910 vices.

MORSE ORIENTABILI

Tech. Code

Width mm 50 75
Opening mm 75 110

Jaws included Plastic Steel

Weight Kg 2,5 3,7

ITEM: WX7950
Adjustable aluminum alloy vices for mold makers and modellers, equipped with spherical joint that can be locked
in any position by means of a quick lever at the base. Thanks to this solution, the operator can maintain a correct
and safe working position. Suitable for finishing or polishing work on delicate, small and medium-sized mechanical
parts. Fixing more than � points.

ADJUSTABLE VICES WITH BRACKET

Tech. Code

Width mm 50 75
Opening mm 75 110

Jaws included Plastic Steel

Opening bracket mm 80 max

Weight Kg 2,6 3,8

ITEM: WX7955
Adjustable aluminum alloy vices for mold makers and modellers, equipped with spherical joint that can be locked
in any position by means of a quick lever at the base. Thanks to this solution, the operator can maintain a correct
and safe working position. Suitable for finishing or polishing work on delicate, small and medium-sized mechanical
parts. Fixation lower than bracket with screw.

JAWS FOR ROTATING VICES

Tech. Code

For vices mm 50 75

Material Aluminum Plastic Steel Aluminum Plastic

ITEM: WX7957 - WX7958 - WX7959
Pair of aluminum, metal or plastic jaws for WX�950 and WX�955 vices.
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MORSE ORIENTABILI CON GRIFFE

Cod. Tec. N6960050
GR78 Euro 130,00
Larghezza mm 50
Apertura mm 75

Griffe incluse Alluminio

Apertura staffa mm 80 max

Peso Kg 2,4

ART. WX7965
Morse orientabili in lega di alluminio per stampisti e modellisti, dotate di giunto sferico che può essere bloccato in
qualsiasi posizione mediante leva rapida posta alla base. Grazie a questa soluzione l'operatore potrà mantenere
una posizione di lavoro corretta ed in sicurezza. Indicate per lavori di finitura o lucidatura di particolari meccanici
delicati di piccole e medie dimensioni. Dotate di griffe girevoli per il serraggio di pezzi irregolari.
Fissaggio inferiore a staffa con vite.

GRIFFE PER MORSE ORIENTABILI WX7965

Cod. Tec. N6962050AL N6962050PL
GR78 Euro (24,00) (24,00)

Per morse mm 50

Materiale Alluminio Plastica

ART. WX7967 - WX7968
Coppia di griffe in alluminio oppure in plastica per morse :X7965.

BASE CON PERNO ORIENTABILE

Cod. Tec. N697000
GR78 Euro (112,00)
Oscillazione 90�
Peso Kg 0,9

ART. WX7975
Sistema di fissaggio con giunto sferico girevole ed orientabile. La base in lega di alluminio può essere fissata ad
un banco di lavoro, mentre il perno dispone di una filettatura interna ed esterna per l'applicazione di dispositivi
di serraggio speciali realizzati dall'utilizzatore. Il giunto sferico può essere bloccato nella posizione desiderata
mediante l'azionamento della leva a bloccaggio rapido. Base con fissaggio superiore a 4 punti.
Perno mobile con filetto esterno MF 18 x 1,5 e foro con filetto M 10 x 1,5.

N.78 Indivisible package   Suggested retail package - Unit price

ROTATING VICES WITH JAWS

Tech. Code

Width mm 50
Opening mm 75

Jaws included Aluminum

Opening bracket mm 80 max

Weight Kg 2,4

ITEM: WX7965
Adjustable aluminum alloy vices for mold makers and modellers, equipped with spherical joint that can be locked
in any position by means of a quick lever at the base. Thanks to this solution, the operator can maintain a correct
and safe working position. Suitable for finishing or polishing work on delicate, small and medium-sized mechanical
parts. Equipped with rotating jaws for clamping irregular pieces. Fixation lower than bracket with screw.

GRIPS FOR ADJUSTABLE VICES WX7965

Tech. Code

For vices mm 50

Material Aluminum Plastic

ITEM: WX7967 - WX7968
Pair of aluminum or plastic jaws for WX�965 vices.

BASE WITH ADJUSTABLE PIN

Tech. Code

Flutuation 90�
Weight Kg 0,9

ITEM: WX7975
Fixing system with swivel and adjustable spherical joint. The aluminum alloy base can be fixed to a workbench,
while the pin has an internal and external thread for the application of special clamping devices made by the user.
The ball joint can be locked into the desired position by operating the quick lock lever. Base with fixing above �
points. Mobile pin with external thread MF 18 x 1.5 and hole with thread M 10 x 1.5.
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GANASCE MAGNETICHE PER MORSE

Cod. Tec. N7045100 N7045120 N7045125 N7045140 N7045150 N7045160
GR78 Euro 28,00 36,00 37,00 40,00 42,00 45,00
Ganasce mm 100 120 125 140 150 160

Prezzo riferito alla coppia

ART. N7045
Adatte per il serraggio di pezzi con superfici delicate.
Costruite in alluminio con profilo neutro.

Cod. Tec. N7046100 N7046120 N7046125 N7046140 N7046150 N7046160
GR78 Euro 31,00 40,00 41,00 45,00 47,00 50,00
Ganasce mm 100 120 125 140 150 160

Prezzo riferito alla coppia

ART. N7046
Costruite in alluminio ricoperto di fibra.

Cod. Tec. N7047100 N7047120 N7047125 N7047140 N7047150 N7047160
GR78 Euro 31,00 40,00 41,00 44,00 45,00 49,00
Ganasce mm 100 120 125 140 150 160

Prezzo riferito alla coppia

ART. N7047
Costruite in alluminio con profilo prismatico.

ART. N7052
Modello professionale con morsa ribaltabile in acciaio forgiato, ganasce fresate e temprate.

Cod. Tec. GR78
Euro

Per tubi
Ø pollici

Peso
Kg

N705202 196,00 2� 20,5
N705203 280,00 3� 24,5
N705204 491,00 4� 40

CAVALLETTI PORTATILI PER IDRAULICI

CURVATUBI A CRICCO

Cod. Tec. N705000
GR78 Euro 477,00
Per tubi Ø pollici 1/4� - 3/8� - 1/2� - 3/4� - 1�

ART. ATLAS
Il curvatubi è dotato di 5 matrici per tubi da 1/4� - 3/8� - 1/2� - 3/4� - 1� e di un robusto
cricco.
Curva a freddo tubi gas e acqua senza riempimento e senza saldatura. UNI
EN10255 (BS1387 - UNI3824).

N.79Indivisible package  Suggested retail package - Unit price

MAGNETIC JAWS FOR VICES

Tech. Code

Jaws mm 100 120 125 140 150 160

Price refers to a pair

ITEM: N7045
Suitable for clamping workpieces with delicate surfaces.
Made in aluminum with neutral profile.

Tech. Code

Jaws mm 100 120 125 140 150 160

Price refers to a pair

ITEM: N7046
Made in Fibre-coated aluminum.

Tech. Code

Jaws mm 100 120 125 140 150 160

Price refers to a pair

ITEM: N7047
Made in aluminum with prismatic profile.

ITEM: N7052
Professional version with tilting clamp in forged steel, milled and tempered jaws.

Tech. Code For hoses
Ø inches

Weight
Kg

2� 20,5
3� 24,5
4� 40

PORTABLE TRESTLES FOR HYDRAULIC MAINTENANCE

JACK PIPE BENDING MACHINE

Tech. Code

For hoses Ø inches 1/4� - 3/8� - 1/2� - 3/4� - 1�

ITEM: ATLAS
The article is equipped with 5 formers for pipes of 1/�� - 3/8� - 1/2� - 3/�� - 1� and
with a sturdy jack. It coldbends gas and water pipes, without welding. UNI EN10255
(BS138� - UNI382�).
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PRESSE IDRAULICHE

Cod. Tec. N7010120 N7010200
GR78 Euro (1530,00) (1826,00)
a mm 1900
b mm 530 590
c mm 850 950
d mm 510
e mm 1050
f mm 80
Peso Kg 100 110
Portata T 12 20
Azionamento Pneumatico

ART. N7010
Pressa idraulica di alte prestazioni e robustezza. Interamente tagliata al laser, permette un'alta precisione
esecutiva. La pompa è dotata di due velocità, una per l'avvicinamento rapido a bassa pressione ed una per
le alte pressioni. Il cilindro è completo di ritorno a molla ed ha montato di serie un manometro.

Cod. Tec. N7010300 N7010500
GR78 Euro (2142,00) (2907,00)
a mm 1970 2000
b mm 700 800
c mm 1250 1350
d mm 710 805
e mm 1120 1060
f mm 130 160
Peso Kg 250 400
Portata T 30 50
Azionamento Manuale

PRESSE IDRAULICHE MOTORIZZATE

Cod. Tec. N7011120 N7011200
GR78 Euro (3060,00) (3468,00)
a mm 1900
b mm 530 590
c mm 1100 1150
d mm 510
e mm 1050
f mm 80
Peso Kg 170 190
Portata T 12 20
Avanz. veloce m/min 1,4 1,7
Vel. lavoro m/min 0,3 0,25

ART. N7011
Presse idrauliche motorizzate di alte prestazioni e robustezza. Interamente tagliate al laser, permette un'alta
precisione esecutiva. La pompa è dotata di due velocità, una per l'avvicinamento rapido a bassa pressione
ed una per le alte pressioni. Il cilindro è completo di ritorno a molla ed ha montato di serie un manometro.

Cod. Tec. N7011300 N7011500
GR78 Euro (4182,00) (5202,00)
a mm 1970 2000
b mm 700 800
c mm 1350
d mm 710 805
e mm 1120 1060
f mm 130 160
Peso Kg 350 500
Portata T 30 50
Avanz. veloce m/min 1,4 1,6
Vel. lavoro m/min 0,3

N.80 Indivisible package   Suggested retail package - Unit price

HYDRAULIC PRESSES

Tech. Code

a mm 1900
b mm 530 590
c mm 850 950
d mm 510
e mm 1050
F mm 80
Weight kg 100 110
Capacit\ T 12 20
Activation Pneumatic

ITEM: N7010
High performance, sturdy hydraulic press Entirely cut by laser, provides high precision during execution. A
twospeed pump, one for rapid approach at low pressure, one for high pressure. The cylinder includes spring
return and a manometer mounted off the-rack.

Tech. Code

a mm 1970 2000
b mm 700 800
c mm 1250 1350
d mm 710 805
e mm 1120 1060
F mm 130 160
Weight kg 250 400
Capacit\ T 30 50
Activation Manual

MOTORIZED HYDRAULIC PRESSES

Tech. Code

a mm 1900
b mm 530 590
c mm 1100 1150
d mm 510
e mm 1050
F mm 80
Weight Kg 170 190
Load capacit\ T 12 20
Fast-forward m/min 1,4 1,7
Working speed m/min 0,3 0,25

ITEM: N7011
High performance, sturdy motorized hydraulic presses. Entirely cut by laser, provides high precision during
execution. A twospeed pump, one for rapid approach at low pressure, one for high pressure. the cylinder
includes spring return and a manometer mounted off the-rack.

Tech. Code

a mm 1970 2000
b mm 700 800
c mm 1350
d mm 710 805
e mm 1120 1060
F mm 130 160
Weight Kg 350 500
Load capacit\ T 30 50
Fast-forward m/min 1,4 1,6
Working speed m/min 0,3
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PENNE ELETTRICHE PER MARCARE

Cod. Tec. N7060PEN N7060CR N7060PR
GR78 Euro 320,30 71,40 16,20
Descrizione Penna Cavo con pennino di ricambio Pennino di ricambio
Peso Kg 7 -

ART. N7060
Tensione di alimentazione 220 Volt 50 Hz, corpo in lamiera di acciaio verniciata a forno, adatta per incidere su tutti i
metalli conduttori di elettricità, ideale per scrivere e contrassegnare pezzi meccanici.

PENNE ELETTRICHE PER MARCARE

Cod. Tec. N70657200 N7065PR
GR78 Euro 76,40 12,70
Descrizione Penna Punta di ricambio
Vibrazioni minuto 7200 -
Potenza :att 12 -

ART. N7065
Tensione di alimentazione 220 Volt 50 Hz, corpo in materiale plastico antiurto e regolatore di frequenza delle
vibrazioni. Adatta per incidere su tutti i metalli ferrosi e non, vetro, ceramica, pietre, plastica e legno. Ideale per
scrivere e contrassegnare anche su particolari già posizionati.

DEMAGNETIZZATORI DA BANCO

Cod. Tec. N7070200 N7070400
GR78 Euro (256,20) (362,30)
Piastra mm 200 x 160 x 90h 400 x 160 x 90h
Peso Kg 4,5 8

ART. N7070
Tensione di alimentazione 220 Volt 50 Hz, corpo in lamiera di acciaio verniciata a forno, adatti alla decalamitazione
di pezzi meccanici che a contatto con i piani magnetici hanno conservato una parte di magnetismo residuo.

N.81Indivisible package  Suggested retail package - Unit price

ELECTRIC MARKING PENS

Tech. Code

Description Pen Cable with spare pen Spare pen
Weight Kg 7 -

ITEM: N7060
Supply voltage 220 9olt / 50Hz, painted sheet steel body, suitable for engraving all metal electricity conductors,
ideal for writing on and marking machine parts.

ELECTRIC MARKING PENS

Tech. Code

Description Pen Spare tip
Vibrations per minute 7200 -
Power Watt 12 -

ITEM: N7065
Supply voltage 220 9olt / 50 Hz, impact-proof with vibration frequency controller, plastic body. Suitable for
engraving all ferrous and non-ferrous materials, glass, ceramic, stone, plastic and wood. Ideal for writing on and
marking parts already in place.

BENCH DEMAGNETISERS

Tech. Code

Pad mm 200 x 160 x 90 h 400 x 160 x 90 h
Weight kg 4.5 8

ITEM: N7070
Supply voltage 220 9olt / 50Hz, painted sheet steel body, suitable for de-magnetising mechanical parts in contact
with magnetic surfaces that have retained residual magnetism.
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Potente luminosità e luce estremamente chiara con led da 1Zatt. Tutti i vantaggi della tecnologia al litio,
impugnatura con rivestimento Softgrip e pratica clip per aggancio, utilizza le batterie al litio Bosch da 12 Volt,
batteria e caricabatteria non inclusi.

ART. GLI 12V-LI

Dimensioni: 158 x 52h mmCod. Tec. N708812
GR64 Euro 55,00
Tensione Volt 12
Operatività min. 450
Peso inclusa batt. Kg 0,3

TORCE A BATTERIA 12V

ART. WX6600
Torce a led XPG-R5 compatte ed ergonomiche ad alte prestazioni.
Struttura in alluminio resistente agli urti, fascio luminoso regolabile tramite l'anello verde girevole in 4
modalità di funzionamento: 100% - 75% - 50% - flash. Tempo di funzionamento circa 2 ore.

Dotazione standard:
- Custodia - 3 batterie AAA

Cod. Tec. GR76
Euro 4uantità LED

Emissione
luminosa

Lm

Distanza fascio
luminoso

m

Dimensioni
Ø x L
mm

Peso con
batterie

g
N707901 39,90 1 180 80 40 x 145 200

TORCE DI ISPEZIONE A LED

ART. WX6610
Torce a led extra compatte ad alte prestazioni con testa orientabile e magnete per il posizionamento in
verticale, struttura in alluminio resistente agli urti con clip, protezione contro gli spruzzi d'acqua IPX4.

Fascio luminoso regolabile nelle seguenti modalità:
- High 150 Lm - LoZ 60 Lm - Strobe 150 Lm - SOS 150 Lm

Tempo di funzionamento:
- 60 Lm 8 ore - 150 Lm 2,5 ore

Dotazione standard:
- Custodia - 2 batterie AAA

Cod. Tec. GR76
Euro 4uantità LED

Emissione
luminosa

Lm

Distanza fascio
luminoso

m

Dimensioni
Ø x L
mm

Peso con
batterie

g
N706901 24,90 1 150 50 17,5 x 150 50

TORCE DI ISPEZIONE MAGNETICHE ED ORIENTABILI A LED

ART. WX6620
Torce modulari ad alte prestazioni con batteria ricaricabile e magnete per il posizionamento su pareti
metalliche. Struttura in alluminio resistente agli urti con sistema a cambio rapido dei componenti e presa
USB per la ricarica anche durante l'utilizzo. Pulsante ON-OFF con funzione ECO 30% e FULL 100%
Tempo di funzionamento max 5 ore.
Composizione:
- Impugnatura con magnete � 35x140 mm
- Bulbo flessibile � 20x400 mm XPG 180 Lumen con funzione =oom
- Bulbo fisso � 35x50 mm XPG 250 Lumen con funzione =oom
- Bulbo orientabile Multiled 20x190 mm COB 350 Lumen
- Batteria ricaricabile 18650 3,7 V 2600 mAh
- Caricabatterie USB - 230V
- Custodia con supporto EVA-Tra\

Cod. Tec. GR76
Euro

Emissione luminosa
Lm

Tipo di batteria

N708001 77,00 180 - 250 - 350 18650

TORCE MODULARI E RICARICABILI A LED

N.82 Indivisible package   Suggested retail package - Unit price

Powerful and bright 1-Watt LE's with extremely clear light. All the advantages of lithium technology, handle
with Softgrip coating and practical clip for hooking, uses Bosch 12 9olts lithium batteries, batteries and charger
not included.

ITEM: GLI 12V-LI

'imensions: 158 x 52 h mmTech. Code

Voltage Volt 12
Min. operation 450
Weight �with batter\� kg 0.3

BATTERY FLASHLIGHT 12V

ITEM: WX6600
Led Inspection torches XPG-R5 Compact and ergonomic of high performance.
Aluminum frame structure shock-resistant, adjustable beam by means of the revolving green ring in �
operating ways:100� - �5� - 50� - flash. Operating time about 2 hours.

Standard supply:
- Case - 3 AAA batteries

Tech. Code Number LED
s
Light output

Lm
Beam distance

m

Dimensions
Ø x L
mm

Weight with
batteries

g
1 180 80 40 x 145 200

LED INSPECTION TORCHES

ITEM: WX6610
Extra high performance led torches with adjustable head and magnet for vertical positioning.
Impact resistant aluminum structure with clip, IPX� water protection.

Adjustable light beam in the following ways:
- High 150 Lm - Low 60 Lm - Strobe 150 Lm - SOS 150 Lm

Operating time:
- 60 Lm 8 hours -150 Lm 2,5 hours

Supplied with standard:
- Case - 2 AAA batterie

Tech. Code Number LED
s
Light output

Lm
Beam distance

m

Dimensions
Ø x L
mm

Weight with
batteries

g
1 150 50 17,5 x 150 50

INSPECTION TORCHES MAGNETIC AND ADJUSTABLE LED

ITEM: WX6620
High performance modular torches with rechargeable battery and magnet for positioning on metal walls.
Impact resistant aluminum construction with a quick-change component system and USB socket for
charging even during use. ON-OFF button with ECO 30� and 100� FULL function Operating time max
5 hours.
Composition:
- Handle with magnet � 35x1�0 mm
- Flexible bulb � 20x�00 mm XPG 180 Lumen with Zoom function
- Fixed bulb � 35x50 mm XPG 250 Lumens with Zoom function
- Multiled adjustable bulb 20x190 mm COB 350 Lumens
- Rechargeable 18650 3.�9 2600 mAh battery
- USB charger - 2309- Case with E9A-Tray support

Tech. Code Light output
Lm

Batter\ t\pe

180 - 250 - 350 18650

MODULAR LED RECHARGEABLE TORCHES
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LAMPADE A PANTOGRAFO

Cod. Tec. N708520
GR76 Euro 115,00
Sviluppo bracci mm 900
Cavo alim. m 1,70
Spina 10 A 2P � T
Grado protez. IP 20

* a richiesta disponibile anche nei colori nero, bianco.

ART. N7085
Norma EN 60598-1 EN 60204-1.
Conforme alla legge 81/08, tensione di alimentazione 250 Volt, fissaggio a morsetto apertura max 58 mm, struttura
in profilato di acciaio quadro, riflettore con parte superiore in n\lon caricato in fibra di vetro e inferiore in acciaio
tornito ¡160 mm, doppia verniciatura a forno, doppia frizione per il movimento verticale e orizzontale dei bracci,
snodi compensati a molle, lampadina 60 Zatt attacco E27 (non inclusa), colore grigio*.

SUPPORTI PORTALAMPADE
ART. N7086
Adatti per lampade a pantografo.

Cod. Tec. N7086FP N7086FB
GR76 Euro 15,00 15,00
Attacco Per fissaggio a parete Per fissaggio al banco

Lampade portatili con tubo fluorescente 11:, gancio orientabile a scomparsa, calotta trasparente sostituibile,
fornita con 10 m di cavo.

ART. AM8/10 230V - AM8/10 24V

Cod. Tec. GR76
Euro

Grado protezione
IP

Tensione alimentazione
V

N708455 90,00
55

230
N708456 90,00 24

LAMPADE PORTATILI

Lampade portatili con sorgente luminosa 8 SMD LED, gancio orientabile a scomparsa, calotta trasparente sostituibile,
fornita con 10 m di cavo.

ART. AM9/10 230V - AM9/10 24V

Cod. Tec. GR76
Euro

Grado protezione
IP

Tensione alimentazione
V

N708223 113,00
55

230
N708224 113,00 24

LAMPADE PORTATILI LED

TORCE A LED MAGNETICHE ED ORIENTABILI
ART. WX6630
Torce portatili ad alte prestazioni adatte per l'illuminazione di postazioni di lavoro ed ispezioni in genere.
La struttura è rivestita in gomma antiurto (1,5 meters Impact resistant) ed è resistente agli spruzzi d'acqua
(Protezione IPX-4).

La dotazione standard include il gancio girevole, la base magnetica orientabile fino a 180°, la batteria
ricaricabile agli ioni di litio (li-ion) da 3,7V 2200mAh ed il caricabatterie con presa USB.

Modalità di funzionamento:
- Luce principale - COB LED HIGH 240 Lm - autonomia max 3 ore
- Luce principale - COB LED LO: 70 Lm - autonomia max 10 ore
- Luce superiore - SMD LED 30 Lm - autonomia max 13 ore

Tempo di ricarica 4 ore

Cod. Tec. GR76
Euro

Emissione luminosa
Lm

Distanza fascio luminoso
m

Dimensioni
mm

Peso
g

N708101 39,80 240 - 70 - 30 20 - 10 - 24 52 x 30 x 164 197

N.83Indivisible package  Suggested retail package - Unit price

C-CLAMP MODEL BALLAST LAMPS

Tech. Code

Boom length mm 900
Power cable m 1.70
Plug 10 A 2P � T
IP Protection rating 20

* on request available also in black or white.

ITEM: N7085
EN 60598-1 EN 6020�-1.Complies with the 81/08 standard, supply voltage 250 9olt, maximum fixing clamp
opening 58 mm, steel profile structure, upper part of the reflector made of nylon charged in fibreglass and
lower part made of refined steel 160 mm ¡, double-oven painting, double-clutch for vertical and horizontal arm
movement, compensated joints with springs, 60-Watt light bulb with coupling E2� (not included), grey*.

LAMP STANDS
ITEM: N7086
Suitable for pantograph lamps

Tech. Code

Coupling For fixing to wall For fixing to bench

Portable lamps with fluorescent tube 11 W, adjustable retractable hook, replaceable transparent cover, supplied with 10
m of cable.

ITEM: AM8/10

Tech. Code Protection grade
IP

Suppl\ voltage
V

55
230
24

PORTABLE LAMPS

Portable led lamps with 8 SM' LE' light source, adjustable retractable hook, replaceable transparent cover, supplied
with 10 m of cable.

ITEM: AM9/10 230V - AM9/10 24V

Tech. Code Protection grade
IP

Suppl\ voltage
V

55
230
24

PORTABLE LED LAMPS

ADJUSTABLE MAGNETIC LED TORCHES
ITEM: WX6630
High performance portable torches suitable for lighting workstations and inspections in general. The
structure is covered in shock-resistant rubber (1.5 meters Impact resistant) and is also resistant to
splashing water (IPX-� protection)

The standard equipment includes the swivel hook, the adjustable magnetic base up to 180 �, the
rechargeable Li-ion battery (3.�9 2200mAh) and the charger with USB socket.

Operating mode:
- Main light - COB LE' HIGH 2�0 Lm- autonomy max 3 hours
- Main light- COB LE' LOW �0 Lm - autonomy max 10 hours
- Upper light - SM' LE' 30 Lm- autonomy max 13 hours

Charging time � hours

Tech. Code Light output
Lm

Beam distance
m

Dimensions
mm

Weight
g

240 - 70 - 30 20 - 10 - 24 52 x 30 x 164 197
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LAMPADE A PANTOGRAFO CON LENTE DI INGRANDIMENTO

Cod. Tec. N7090900SB
GR76 Euro 260,00
Lente Ø mm 120
Diotrie 3
Ingrandimento x 0,75
Sviluppo bracci mm 900
Cavo alim. m 1,70
Spina 10 A 2P � T
Grado protezione IP 20

ART. N7090
Norma EN 60598-1 EN 60204-1.
Conforme alla legge 81/08, tensione di alimentazione 230 Volt, fissaggio a morsetto apertura max 58 mm, struttura
in profilato di acciaio quadro, riflettore in alluminio diametro 230 mm con schermo di protezione in plexiglasss e
interruttore bipolare, doppia verniciatura a forno, posizionamento e inclinazione rapida con una sola mano, snodi
compensati a molle, lampadina a LED 9,5 :, colore grigio.

LAMPADE LED CON LENTE DI INGRANDIMENTO

Cod. Tec. N709295
GR76 Euro 126,00
Lente Ø mm 95
Ingrandimento x 1,75
Altezza max mm 350
Cavo alim. m 1,3
Alimentazione 220 Volt

ART. N7092
Lampade led con lente e supporto orientabile.

Cod. Tec. GR78
Euro 4uantità LED

Flusso luminoso
Lm

Illuminamento
Lx

Tensione di lavoro
Vdc

Potenza
:att

Temperatura d'esercizio
Peso

g
N709418S 390,00 120 3500 1100 24 25 -20�C �55�C 1200

ART. L18
Lampade per macchine utensili con LED ad alta luminosità, di lunga durata e
basso consumo energetico.

Caratteristiche:
- Telaio orientabile in alluminio anodizzato
- Vetro temprato spessore 5 mm
- Guarnizioni in NBR
- Colore della luce bianco naturale
- Grado di protezione da polveri e liquidi IP68
- Classe di resistenza all'urto IK07
- Classe di isolamento elettrico III
- Funzionamento a bassa tensione
- Distanza minima dagli oggetti illuminati 100 mm

Made in Ital\

300

320

3
0

270 20,3

3
2

,5

8
0

9
0

7
5

50

3
1
,6

LAMPADE A LED PER MACCHINE UTENSILI

N.84 Indivisible package   Suggested retail package - Unit price

C-CLAMP MODEL BALLAST LAMPS WITH MAGNIFYING GLASS

Tech. Code

Lens Ø mm 120
Dioptres 3
Magnification X 0.75
Boom length mm 900
Power cable m 1.70
Plug 10 A 2P � T
IP Protection rating 20

ITEM: N7090
EN 60598-1 EN 6020�-1.
Complies with the 626Standard, supply voltage 230 9olt, maximum fixing clamp opening 58 mm, steel profile
structure, aluminium reflector with 230 mm diameter with Plexiglas protection screen and bi-polar switch, double-
oven painting, one-handed quick positioning and bending, compensated joints with springs, LE' bulb 9.5 W, grey.

LED LAMP MAGNIFIER

Tech. Code

Lens Ø mm 95
Magnification x 1,75
Max height mm 350
Pow. cab. m 1,3
Power suppl\ 220 Volt

ITEM: N7092
Led lamp magnifier with an adjustable support.

Tech. Code Number LED
s
Luminous Àux

Lm
Illuminance

Lx
Work voltage

Vdc
Power
Watt

Operating temperature
Weight

g
120 3500 1100 24 25 -20�C �55�C 1200

ITEM: L18
Lamps for machine tools with high brightness LE's, long life and low
power consumption.

Features:
- Adjustable anodized aluminum frame
- Tempered glass 5 mm thick
- Gaskets in NBR
- Natural white light colour
- IP68 protection degree against dust and liquid
- Impact resistance class I.0�
- Electrical isolation class III
- Low voltage operation
- Mininum distance from iluminated object 100 mm

Made in Italy

LED LAMPS FOR MACHINE TOOLS
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ART. 3501 - 3508 - 3510 - 3512 - 3513 - 3514 - 3517 - 3520 - 3521
Avvolgicavi manuali, norma IEC 1242, cavalletto in tubolare di acciaio verniciato a fuoco, flange in lamiera
zincata, corpo interno in materiale plastico, freno bloccaggio bobina e pomello avvolgicavo, disgiuntore
termico di sicurezza (escluso art. N710023001). Tensione di alimentazione 230 volt.

Cod. Tec. GR76
Euro Sez. Cavo

Cavo
m

:att Prese Spina

N710023001 65,00 -
No

cavo
- Senza prese -

N710023008 171,00 3 x 1,5

25

1400
4-10/16A 2P

�
T SHUKO

16 A 2P�T

N710023010 212,00 3 x 2,5 2100

N710023012 86,00 -
No

cavo
-

2-10/16A 2P
�

T SHUKO
1-CEE 16A

CEE 16 A 2P�T

N710023013 176,00

3 x 1,5

25 1400

N710023014 216,00 40 1200

N710023017 95,00 -
No

cavo
-

2 CEE 16AN710023020 216,00

3 x 2,5

25 2100

N710023021 310,00 40 1800

AVVOLGICAVI MANUALI

ART. 3522 - 3525
Avvolgicavi manuali, norma IEC 1242, cavalletto in tubolare di acciaio verniciato a fuoco, flange in lamiera
zincata, corpo interno in materiale plastico, freno bloccaggio bobina e pomello avvolgicavo, disgiuntore
termico di sicurezza (escluso art. N710338022). Tensione di alimentazione 380 volt.

Cod. Tec. GR76
Euro Sez. Cavo

Cavo
m

:att Prese Spina

N710338022 96,00 - No cavo -

2 CEE 16A 3P�T CEE 16A 3P�T

N710338025 338,00 4 x 2,5 30 2500

I prodotti sono disponibili nel CAP E

GIRAVITI VDE 1000 VOLT PER VITI A TAGLIO E CROCE PZ IN FOAM

Cod. Tec. Pezzi

E617007 7

Prodotti correlati

N.85Indivisible package  Suggested retail package - Unit price

ITEM: 3501 - 3508 - 3510 - 3512 - 3513 -3514 - 3517 - 3520 - 3521
Cable reels manual Standard IEC 12�2, tubular stand of fire-painted steel, galvanised steel flanges, plastic
internal body, coil locking brake and cable reel knob, safety thermal cut-out.
(excluding art. N�10023001). Supply voltage 230 9olts

Tech. Code Cable sect.
Cable

m
Watt Socket Plug

- No cable - Without cable -

3 x 1.5

25

1400
4-10/16A 2P

�
T SHUKO

16 A 2P � T

3 x 2,5 2100

- No cable -

2-10/16A 2P
�

T SHUKO
1-CEE 16A

CEE 16 A
2P�T

3 x 1.5

25 1400

40 1200

- No cable -

2 CEE 16A

3 x 2,5

25 2100

40 1800

CABLE REELS MANUAL

ITEM: 3522 - 3525
Cable wheels manual standard IEC 12�2, tubular stand of fire painted steel, galvanised steel flanges,
Internal plastic body, coil locking brake and cable reel knob (excluding art. N �10338022). Supply voltage
380 9olts.

Tech. Code Cable sect.
Cable

m
Watts Socket Plug

- No cable -

2 CEE 16A
3P�T

CEE 16A
3P�T

4 x 2.5 30 2500

The products are available in chapter E

SCREWDRIVERS INSULATED SERIES FOR SLOTTED AND POZIDRIV® SCREWS IN FOAM

Tech. Code Pieces

7

Related products
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AVVOLGICAVI INDUSTRIALI A MOLLA

Cod. Tec. N71154M N71155M
GR76 Euro 234,00 230,00

Sezione cavo 3 x 1,5 3 x 2,5

Cavo m 14 � 1 9 � 1
Portata ʡ : 1200 1900
Portata ʢ : 1800 2500
Volt Max 500

Grado protezione IP 42

ART. N7115
Norma EN 61242 EN 60335-1, conforme alla legge 81/08. Tensione di alimentazione 230 Volt, corpo in materiale
plastico antiurto, bocca guidacavo a rulli, dispositivo di arresto del cavo inseribile ogni 50 cm e facilmente
disinseribile qualora il cavo serva costantemente in trazione, protettore termico, doppio contatto di terra, molla di
recupero del cavo ad alta resistenza, staffa di fissaggio in lamiera di acciaio orientabile, cavo tipo H05 ::-F � 8,5.

Cod. Tec. N71167M
GR76 Euro 257,00
Sezione cavo 3 x 1,5
Cavo m 14 � 1

Portata ʡ : 1200

Portata ʢ : 1800

Volt Max 500
Presa e spina Schuko
Grado protezione IP 42

ART. 4315/GS
Norma EN 61242 EN 60335-1, conforme a legge 81/08. Tensione di alimentazione 230 Volt, struttura esterna
in materiale plastico, bocca guidacavo a rulli, dispositivo di arresto del cavo a cremagliera inseribile ogni 50cm,
protettore termico, doppio contatto di terra, molla di recupero del cavo ad alta resistenza, staffa di fissaggio in
lamiera di acciaio orientabile, cavo tipo H05 ::-F ¡8,5.

AVVOLGITUBI PER ARIA COMPRESSA "MINI"
ART. 9100/6
Norma EN 12100-1 en 12100-2, conforme alla legge 81/08. Adatti anche per acqua fredda, massima pressione 12 bar,
corpo in materiale plastico antiurto, dispositivo automatico dell'arresto del tubo alla lunghezza desiderata facilmente
disinseribile qualora il tubo serva costantemente in trazione, staffa di fissaggio in lamiera di acciaio orientabile, tubo in
poliuretano.

Cod. Tec. N71235,5
GR76 Euro 130,00
Tubo int. ¡ mm 5,5
Tubo m 5,5 � 1
Tubo ingresso m NO
Raccordo Uscita 1/4� M
Raccordo Entrata x tubo ¡ 8 x 6

N.86 Indivisible package   Suggested retail package - Unit price

INDUSTRIAL CABLE REELS WITH SPRING

Tech. Code

Cable sect. 3 x 1.5 3 x 2.5

Cable m 14 � 1 9 � 1
Capacit\ ʡ W 1200 1900
Capacit\ ʢ W 1800 2500
Max. Volts 500

IP Protection rating 42

ITEM: N7115
EN 612�2 EN 60335-1, complies with 626 Standard. Supply voltage 230 9olt, impact-resistant plastic body, cable
roll guide mouth, cable rack stopping device that can be inserted at 50-cm intervals and easily removed when
constant cable traction is needed, thermal cut-out, double ground contact, high-resistance cable recoil spring,
adjustable sheet steel fixing bracket, cable type H05 WW-F � 8.5.

Tech. Code

Cable section 3 x 1.5
Cable m 14 � 1

Capacit\ ʡ W 1200

Capacit\ ʢ W 1800

Max. Volts 500
Socket and plug Schuko
IP Protection rating 42

ITEM: 4315/GS
EN 612�2 EN 60335-1, complies with 626 Standard. Supply voltage 230 9olt, plastic external structure, cable roll
guide mouth, cable rack stopping device that can be inserted at 50-cm intervals, thermal cut-out, double ground
contact, high-resistance cable recoil spring, adjustable sheet steel fixing bracket, cable type H05 WW-F � 8.5.

COMPRESSED AIR HOSE REELS "MINI"
ITEM: N7123
EN 12100-1 EN 12100-2 Standards, complies with 626 Standard. Also suitable for cold water, maximum pressure 12 bars,
impact-resistant plastic body, automatic hose-stopping device at the desired length, easily removable if constant traction is
needed, adjustable sheet steel fixing bracket, polyurethane hose.

Tech. Code

Int. hose ø mm 5.5
Hose m 5.5 � 1
Inlet hose m NO
Outlet connection 1/4� M
Inlet connection for tube 8 x 6 ø
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ART. N8011
Gli antivibranti sono ampiamente utilizzati in applicazioni industriali, in particolare in sospensioni
elastiche, e per l'assorbimento delle vibrazioni delle macchine e delle diverse strutture meccaniche.
Questi antivibranti sono prodotti a partire da gomma stampata tra due lastre metalliche parallele.
Parti metalliche zincate bianche.

Versione M/F con un filetto maschio ed una boccola filettata cieca.

Cod. Tec. GR76
Euro

D
mm

H
mm

d
mm

h
mm

Materiale Durezza

N80111515M4 2,00 15 15 M4 10

Mescola a base di
gomma SBR

55� shore A (�5)

N80112020M6 2,20 20
20

M6 18N80112520M6 2,20
25

N80112530M6 2,40 30

N80113020M8 2,70
30

20

M8 23
N80113030M8 2,90 30

N80114020M8 3,80
40

20

N80114030M8 3,90
30

N80115030M10 (6,90)
50 M10 28

N80115040M10 (5,90)
40

N80116040M12 (8,90) 60 M12 37

SUPPORTI ANTIVIBRANTI IN GOMMA - VERSIONE M/F

ART. N8010
Gli antivibranti sono ampiamente utilizzati in applicazioni industriali, in particolare in sospensioni
elastiche, e per l'assorbimento delle vibrazioni delle macchine e delle diverse strutture meccaniche.
Questi antivibranti sono prodotti a partire da gomma stampata tra due lastre metalliche parallele.
Parti metalliche zincate bianche.

Versione M/M con doppio filetto maschio

Cod. Tec. GR76
Euro

D
mm

H
mm

d
mm

h
mm

Materiale Durezza

N80101515M4 1,80
15 15

M4
10

Mescola a base di
gomma SBR

55� shore A (�5)

N80101515M5 2,00 M5

N80102020M6 2,20 20

20
M6 18

N80102520M6 2,40

25N80102520M8 2,20 M8 20

N80102530M6 2,30 30 M6 18

N80103020M8 2,60
30

20

M8 23
N80103030M8 2,80

30
N80104030M8 3,80

40
N80104040M8 4,40 40

N80105030M10 (5,70)
50

30
M10 28

N80105040M10 (5,90) 40

N80106050M12 (9,20) 60
50 M12 37

N80107550M12 (13,90) 75

N801010060M16 (28,40) 100 60 M16 41

SUPPORTI ANTIVIBRANTI IN GOMMA - VERSIONE M/M

N.87Indivisible package  Suggested retail package - Unit price

ITEM: N8011
Wide application for industrial use, for elastic suspensions and for absorbing machines and
mechanical structures vibrations. Those vibration-control mounts are composed by molded rubber
inside two parallel metallic plates. White metallic galvanized plates.

M/F version with single threaded pin and threaded blind hole

Tech. Code D
mm

H
mm

d
mm

h
mm

Material Hardness

15 15 M4 10

SBR Rubber compound 55� shore A ��5�

20
20

M6 18
25

30

30
20

M8 23
30

40
20

30

50 M10 28

40
60 M12 37

VIBRATION-CONTROL RUBBER MOUNTS WITH 1 THREADED HOLE AND 1 THREADED PIN

ITEM: N8010
Wide application for industrial use, for elastic suspensions and for absorbing machines and
mechanical structures vibrations. Those vibration-control mounts are composed by molded rubber
inside two parallel metallic plates. White Metallic Galvanized plates.

M/M version with double threaded pin

Tech. Code D
mm

H
mm

d
mm

h
mm

Material Hardness

15 15
M4

10

SBR Rubber compound 55� shore A ��5�

M5

20

20
M6 18

25 M8 20

30 M6 18

30
20

M8 2330

40
40

50
30

M10 28
40

60
50 M12 37

75

100 60 M16 41

VIBRATION-CONTROL RUBBER MOUNTS WITH 2 THREADED PINS
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ART. N8012
Gli antivibranti sono ampiamente utilizzati in applicazioni industriali, in particolare in sospensioni
elastiche, e per l'assorbimento delle vibrazioni delle macchine e delle diverse strutture meccaniche.
Questi antivibranti sono prodotti a partire da gomma stampata tra due lastre metalliche parallele. Parti
metalliche zincate bianche.

Versione P/M con un filetto maschio

Cod. Tec. GR76
Euro

D
mm

H
mm

d
mm

h
mm

Materiale Durezza

N80121515M4 1,80 15 15 M4 10

Mescola a base di
gomma SBR

55� shore A (�5)

N80121610M5 1,30 16 20 M5 12

N8012208M6 0,90

20

8

M6

10

N80122010M6 1,90 10

18

N80122015M6 2,20 15

N80122025M6 2,40 25

N80122515M6 2,10
25

15

N80122520M6 2,40
20

N80123020M8 3,10
30

M8 23N80123030M8 3,90

30N80124030M8 4,20
40

N80124030M10 3,90

M10 28
N80125020M10 (4,20)

50

20

N80125030M10 (5,50) 30

N80125040M10 (5,60) 40

N80126050M12 (7,90) 60 50

M12 37N80127540M12 (12,40)
75

40

N80127550M12 (13,10)
50

N801210050M16 (22,10) 100 M16 41

SUPPORTI ANTIVIBRANTI IN GOMMA - VERSIONE P/M

I prodotti sono disponibili nel CAP E

CHIAVI A FORCHETTA DOPPIE IN KIT

Cod. Tec. Confezione Pezzi

E026108

Chiavi fornite con busta portautensili avvolgibile

8

E026110 10

E026112 12

Prodotti correlati

Tech. Code D
mm

H
mm

d
mm

h
mm

Material Hardness

15 15 M4 10

SBR Rubber compound 55° shore A (±5)

16 20 M5 12

20

8

M6

10

10

18

15

25

25
15

20

30
M8 23

30
40

M10 28
50

20

30

40

60 50

M12 37
75

40

50
100 M16 41

N.88 Indivisible package   Suggested retail package - Unit price

ITEM: N8012
Wide application for industrial use, for elastic suspensions and for absorbing machines and
mechanical structures vibrations. Those vibration-control mounts are composed by molded rubber
inside two parallel metallic plates. White Metallic Galvanized plates.

P/M version with single threaded pin

VIBRATION-CONTROL RUBBER MOUNTS WITH SINGLE THREADED PIN

The products are available in chapter E

DOUBLE OPEN ENDED WRENCHES IN SET

Tech. Code Package Pieces

Wrenches supplied with folding tool carrier bag

8

10

12

Related products



N

N.89 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

LEGENDA RUOTE

Diametro ruota Diametro foro Larghezza ruota Larghezza mozzo

Diametro sede Profondità sede Altezza totale Dimensioni
esterne piastra

Interasse
fori di fissaggio

Diametro fori
piastra Disassamento Raggio di

ingombro freno

Diametro
codolo filettato

Lunghezza
codolo filettato Diametro piastra Supporto fisso

Supporto rotante
freno anteriore

Supporto rotante
piastra Ruota con perno Ruota con perno

freno anteriore

Portata Carico statico Scorrevolezza Peso

Temperatura Movimentazione
manuale

Pavimento
ad asfalto

Pavimento a
cemento-resine

Pavimento
sterrato

Pavimento
grigliato

Pavimento
a trucioli

Pavimento
a piastrelle

Mozzo con foro
a boccola

Mozzo con cuscinetto
a sfera

N.89Indivisible package  Suggested retail package - Unit price

WHEELS TABLE/CHART

Wheel diameter Hub bore diameter Wheel width Hub length

Ball bearing
seat diameter

Ball bearing
seat lenght Overall height Top-plate

outer dimensions

Hole spacing Hole width Offset Brake swept
radius

Threaded
stem diameter

Threaded
stem lenght Plate diameter Fixed castor

Swivel castor
with front lock

Swivel castor
with top-plate Wheel with pin Wheel with pin

front lock

Capacity Static load Smoothness Weight

Temperature Manual
handling Asphalt floor Resin cement

floor

Not paved
floor Grid floor Floor with

chips Tile floor

Hub with
plain bore

Hub with
ball bearing



N

N.90 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Le quote sono espresse in mm

Cod. Tec. GR77
Euro Supporto

N803050G 5,47 Rotante 50 20 0,20 67 55x55 40x40

6

24 76 35

N803060G 8,66 Rotante 60 24 0,28 83 60x60 45x45 21 84 50

N803050F 4,97 Fisso 50 20 0,20 67 55x55 40x40 24 76 35

N803060F 6,48 Fisso 60 24 0,26 83 60x60 45x45 21 84 50

N803050GFR 9,33 Rotante e freno 50 20 0,24 67 55x55 40x40 24 76 35

N803060GFR 12,52 Rotante e freno 60 24 0,40 83 60x60 45x45 21 84 50

ART. N8030
Anello ruota in gomma grigia, nucleo in polipropilene con parafili, supporti zincati elettroliticamente.

RUOTE IN GOMMA GRIGIA - NUCLEO IN POLIPROPILENE

0° +40°

Le quote sono espresse in mm

Cod. Tec. GR77
Euro Supporto

N803250P 5,59 Rotante 50 20 0,18 66 8 M 15 35 24 76 35

N803260P 8,78 Rotante 60 24 0,29 83 12 M 25 41 21 84 50

N803250PFR 9,45 Rotante e freno 50 20 0,21 66 8 M 15 35 24 76 35

N803260PFR 12,63 Rotante e freno 60 24 0,36 83 12 M 25 41 21 84 50

ART. N8032
Anello ruota in gomma grigia, nucleo in polipropilene con parafili, supporti zincati elettroliticamente.
Codolo filettato in acciaio zincato.

IDONEE
All'utilizzo in ambienti umidi e in presenza di sostanze chimiche di media aggressività.
SCONSIGLIATE
All'utilizzo in ambiente con presenza di solventi organici, clorurati, idrocarburi ed oli minerali. 0° +40°

N.90 Indivisible package   Suggested retail package - Unit price

'imensions expressed in mm

Tech. Code Support

Rotating 50 20 0.20 67 55 x 55 40 x 40

6

24 76 35

Rotating 60 24 0.28 83 60 x 60 45 x 45 21 84 50

Fixed 50 20 0.20 67 55 x 55 40 x 40 24 76 35

Fixed 60 24 0.26 83 60 x 60 45 x 45 21 84 50

Rotating and brake 50 20 0.24 67 55 x 55 40 x 40 24 76 35

Rotating and brake 60 24 0.40 83 60 x 60 45 x 45 21 84 50

ITEM: N8030
Grey rubber wheel ring, polyamide core with thread-guards, electrolytically galvanized supports.

GREY RUBBER WHEELS - POLYAMIDE CORE

0� ��0�

'imensions expressed in mm

Tech. Code Support

Rotating 50 20 0.18 66 8 M 15 35 24 76 35

Rotating 60 24 0.29 83 12 M 25 41 21 84 50

Rotating and brake 50 20 0.21 66 8 M 15 35 24 76 35

Rotating and brake 60 24 0.36 83 12 M 25 41 21 84 50

ITEM: N8032
Grey rubber wheel ring, polyamide core with thread guards, electrolytically galvanized supports.
Threaded shank in galvanized steel.

SUITABLE
For use in wet environments and with medium corrosive chemicals.
NOT RECOMMENDED
For use in environments with organic solvents, chlorinated substances, hydrocarbons and mineral oils. 0� ��0�



N

N.91 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Le quote sono espresse in mm

Cod. Tec. GR77
Euro

N803580R 2,34 80 25 0,17
12

39 260 60 65

N8035100R 2,83 100 30 0,28

44

300 75 80

N8035125R 3,84 125 37,5 0,51
15

330 85 130

N8035150R 5,74 150 40 0,73 350 100 170

N8035200R 9,82 200 50 1,75 20 58 410 140 230

ART. N8035
Anello in gomma nera, dischi in lamiera di acciaio zincata elettroliticamente.

RUOTE IN GOMMA NERA - DISCO IN LAMIERA

Le quote sono espresse in mm

Cod. Tec. GR77
Euro Supporto

N804080G 8,39 Rotante 80 25 0,69 107

100x85 80x60 9

39

120

65

N8040100G 8,89 Rotante 100 30 0,82 128 37 80

N8040125G 12,61 Rotante 125 37,5 1,18 156 39 130

N8040150G 14,46 Rotante 150 40 1,42 182 37 170

N8040200G 26,16 Rotante 200 50 3,25 240 140x110 105x80 11 56 156 230

N804080F 6,04 Fisso 80 25 0,49 107

100x85 80x60 9

39

120

65

N8040100F 6,53 Fisso 100 30 0,62 128 37 80

N8040125F 8,71 Fisso 125 37,5 0,92 156 39 130

N8040150F 10,58 Fisso 150 40 1,04 182 37 170

N8040200F 20,43 Fisso 200 50 2,89 240 140x110 105x80 11 56 156 230

N804080GFR 15,00 Rotante e freno 80 25 0,87 107

100x85 80x60 9

39

120

65

N8040100GFR 15,49 Rotante e freno 100 30 1,00 128 37 80

N8040125GFR 19,22 Rotante e freno 125 37,5 1,30 156 39 130

N8040150GFR 21,03 Rotante e freno 150 40 1,57 182 37 170

N8040200GFR 36,17 Rotante e freno 200 50 3,39 240 140x110 105x80 11 56 156 230

ART. N8040
Anello in gomma nera, dischi in lamiera di acciaio zincata elettroliticamente, supporti leggeri di lamiera di acciaio zincata elettroliticamente,
organi di rotazione in doppia corona di sfere lubrificate a grasso, anello parapolvere in polietilene arancione.

RUOTE IN GOMMA NERA CON SUPPORTO - DISCO IN LAMIERA

IDONEE
All'utilizzo in ambienti umidi e in presenza di sostanze chimiche di media aggressività.
SCONSIGLIATE
All'utilizzo in ambiente con presenza di solventi organici, clourati, idrocarburi ed oli minerali. -20°+60°

N.91Indivisible package  Suggested retail package - Unit price

'imensions expressed in mm

Tech. Code

80 25 0.17
12

39 260 60 65

100 30 0.28

44

300 75 80

125 37.5 0.51
15

330 85 130

150 40 0.73 350 100 170

200 50 1.75 20 58 410 140 230

ITEM: N8035
Black rubber ring, electrolytically galvanised sheet steel discs.

BLACK RUBBER WHEELS – SHEET METAL DISC

'imensions expressed in mm

Tech. Code Support

Rotating 80 25 0.69 107

100 x 85 80 x 60 9

39

120

65

Rotating 100 30 0.82 128 37 80

Rotating 125 37.5 1.18 156 39 130

Rotating 150 40 1.42 182 37 170

Rotating 200 50 3.25 240 140 x 110 105 x 80 11 56 156 230

Fixed 80 25 0.49 107

100 x 85 80 x 60 9

39

120

65

Fixed 100 30 0.62 128 37 80

Fixed 125 37.5 0.92 156 39 130

Fixed 150 40 1.04 182 37 170

Fixed 200 50 2.89 240 140 x 110 105 x 80 11 56 156 230

Rotating and brake 80 25 0.87 107

100 x 85 80 x 60 9

39

120

65

Rotating and brake 100 30 1.00 128 37 80

Rotating and brake 125 37.5 1.30 156 39 130

Rotating and brake 150 40 1.57 182 37 170

Rotating and brake 200 50 3.39 240 140 x 110 105 x 80 11 56 156 230

ITEM: N8040
Black rubber ring, electrolytically galvanised sheet steel discs, electrolytically galvanised sheet steel light supports, rotating parts with
double ball bearings lubricated by grease, orange polyethylene dust guard ring.

BLACK RUBBER WHEELS – SHEET METAL DISC

SUITABLE
For use in wet environments and with medium corrosive chemicals.
NOT RECOMMENDED
For use in environments with organic solvents, chlorinated substances, hydrocarbons and mineral oils. -20��60�



N

N.92 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Le quote sono espresse in mm

Cod. Tec. GR77
Euro

N804580R 3,24 80
30

0,11
12

39 220 120 120

N8045100R 4,06 100 0,15
44

300 170 170

N8045125R 6,89 125 35 0,25 15 350 230 230

N8045150R 9,79 150 45 0,47
20 59

500 280 350

N8045200R 18,55 200 50 0,82 700 380 450

ART. N8045
Anello in poliuretano iniettato, nucleo in poliammide 6.

RUOTE IN POLIURETANO - NUCLEO IN POLIAMMIDE

Le quote sono espresse in mm

Cod. Tec. GR77
Euro Supporto

N805080G 9,30 Rotante 80
30

0,62 107

100x85 80x60 9

39

120

120

N8050100G 10,12 Rotante 100 0,74 128 37 170

N8050125G 15,66 Rotante 125 35 0,91 156 39 220

N8050150G 25,19 Rotante 150 45 1,83 194
140x110 105x80 11 56 156 300

N8050200G 34,90 Rotante 200 50 2,23 240

N805080F 6,94 Fisso 80
30

0,38 107

100x85 80x60 9

39

120

120

N8050100F 7,77 Fisso 100 0,43 128 37 170

N8050125F 11,76 Fisso 125 35 0,66 156 39 220

N8050150F 19,87 Fisso 150 45 1,46 194
140x110 105x80 11 56 156 300

N8050200F 29,16 Fisso 200 50 2,01 240

N805080GFR 15,90 Rotante e freno 80
30

0,81 107

100x85 80x60 9

39

120

120

N8050100GFR 16,73 Rotante e freno 100 0,89 128 37 170

N8050125GFR 22,26 Rotante e freno 125 35 1,05 156 39 220

N8050150GFR 35,20 Rotante e freno 150 45 2,11 194
140x110 105x80 11 56 156 300

N8050200GFR 44,91 Rotante e freno 200 50 2,49 240

ART. N8050
Anello in poliuretano iniettato, nucleo in poliammide 6, supporti leggeri di lamiera di acciaio zincata elettroliticamente, organi di rotazione
in doppia corona di sfere lubrificate a grasso, anello parapolvere in polietilene arancione.

RUOTE IN POLIURETANO CON SUPPORTO - NUCLEO IN POLIAMMIDE

IDONEE
All'utilizzo in ambienti con presenza di agenti atmosferici, alcol e glicoli, acidi deboli organici e minerali,
acqua e vapore saturo.

N.B.: la serie 60 può essere fornita con supporti inox particolarmente consigliati in ambienti medicali,
alimentari e in presenza di sostanze particolarmente aggressive.

-15°+80°

N.92 Indivisible package   Suggested retail package - Unit price

'imensions expressed in mm

Tech. Code

80
30

0.11
12

39 220 120 120

100 0.15
44

300 170 170

125 35 0.25 15 350 230 230

150 45 0.47
20 59

500 280 350

200 50 0.82 700 380 450

ITEM: N8045
Injected polyurethane ring, polyamide 6 centre.

POLYURETHANE WHEELS - POLYAMIDE CENTRE

'imensions expressed in mm

Tech. Code Support

Rotating 80
30

0.62 107

100 x 85 80 x 60 9

39

120

120

Rotating 100 0.74 128 37 170

Rotating 125 35 0.91 156 39 220

Rotating 150 45 1.83 194
140 x 110 105 x 80 11 56 156 300

Rotating 200 50 2.23 240

Fixed 80
30

0.38 107

100 x 85 80 x 60 9

39

120

120

Fixed 100 0.43 128 37 170

Fixed 125 35 0.66 156 39 220

Fixed 150 45 1.46 194
140 x 110 105 x 80 11 56 156 300

Fixed 200 50 2.01 240

Rotating and brake 80
30

0.81 107

100 x 85 80 x 60 9

39

120

120

Rotating and brake 100 0.89 128 37 170

Rotating and brake 125 35 1.05 156 39 220

Rotating and brake 150 45 2.11 194
140 x 110 105 x 80 11 56 156 300

Rotating and brake 200 50 2.49 240

ITEM: N8050
Injected polyurethane ring, polyamide 6 centre, electrolytically galvanised sheet steel light supports, rotating parts with double ball bearings
lubricated by grease, orange polyethylene dust guard ring.

POLYURETHANE WHEELS - POLYAMIDE CENTRE

SUITABLE
For use in environments with weathering agents, alcohol and glycol, organic acids and minerals, water
and saturated steam.

Note: the 60 series can be supplied with stainless steel supports, particularly recommended for medical
and foodstuff environments and for particularly strong substances.

-15��80�



N

N.93 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Le quote sono espresse in mm

Cod. Tec. GR77
Euro

N805580R 2,64 80
30

0,08
12

39 200 150 180

N8055100R 3,51 100 0,13
44

350 175 300

N8055125R 6,04 125 40 0,23 15 450 200 400

N8055150R 8,96 150 45 0,34
20 59

600 250 500

N8055200R 17,63 200 50 0,64 800 315 730

ART. N8055
Ruota monolitica in poliammide 6.

RUOTE IN POLIAMMIDE

Le quote sono espresse in mm

Cod. Tec. GR77
Euro Supporto

N806080G 8,52 Rotante 80
30

0,58 107

100x85 80x60 9

39

120

180

N8060100G 9,40 Rotante 100 0,65 128 37 200

N8060125G 14,38 Rotante 125 40 0,89 156 39 220

N8060150G 23,90 Rotante 150 45 1,77 194
140x110 105x80 11 56 156 300

N8060200G 33,49 Rotante 200 50 2,14 240

N806080F 6,16 Fisso 80
30

0,39 107

100x85 80x60 9

39

120

180

N8060100F 7,05 Fisso 100 0,46 128 37 200

N8060125F 10,72 Fisso 125 40 0,64 156 39 220

N8060150F 18,79 Fisso 150 45 1,45 194
140x110 105x80 11 56 156 300

N8060200F 27,97 Fisso 200 50 1,92 240

N806080GFR 14,48 Rotante e freno 80
30

0,78 107

100x85 80x60 9

39

120

180

N8060100GFR 15,35 Rotante e freno 100 0,85 128 37 200

N8060125GFR 20,34 Rotante e freno 125 40 1,04 156 39 220

N8060150GFR 32,74 Rotante e freno 150 45 1,99 194
140x110 105x80 11 56 156 300

N8060200GFR 42,32 Rotante e freno 200 50 2,33 240

ART. N8060
Ruota monolitica in poliammide 6, supporti leggeri di lamiera di acciaio zincata elettroliticamente, organi di rotazione in doppia corona di
sfere lubrificate a grasso, anello parapolvere in polietilene arancione.

RUOTE IN POLIAMMIDE CON SUPPORTO

IDONEE
All'utilizzo in ambienti umidi e in presenza di sostanze chimiche di elevata aggressività.
SCONSIGLIATE
All'utilizzo in ambienti con presenza acidi organici forti e minerali concentrati.

N.B.: la serie 68 può essere fornita con supporti inox particolarmente consigliati in ambienti medicali,
alimentari e in presenza di sostanze particolarmente aggressive.

-30°
+80°

N.93Indivisible package  Suggested retail package - Unit price

'imensions expressed in mm

Tech. Code

80
30

0.08
12

39 200 150 180

100 0.13
44

350 175 300

125 40 0.23 15 450 200 400

150 45 0.34
20 59

600 250 500

200 50 0.64 800 315 730

ITEM: N8055
Solid polyamide 6 wheels.

POLYAMIDE WHEELS

'imensions expressed in mm

Tech. Code Support

Rotating 80
30

0.58 107

100 x 85 80 x 60 9

39

120

180

Rotating 100 0.65 128 37 200

Rotating 125 40 0.89 156 39 220

Rotating 150 45 1.77 194
140 x 110 105 x 80 11 56 156 300

Rotating 200 50 2.14 240

Fixed 80
30

0.39 107

100 x 85 80 x 60 9

39

120

180

Fixed 100 0.46 128 37 200

Fixed 125 40 0.64 156 39 220

Fixed 150 45 1.45 194
140 x 110 105 x 80 11 56 156 300

Fixed 200 50 1.92 240

Rotating and brake 80
30

0.78 107

100 x 85 80 x 60 9

39

120

180

Rotating and brake 100 0.85 128 37 200

Rotating and brake 125 40 1.04 156 39 220

Rotating and brake 150 45 1.99 194
140 x 110 105 x 80 11 56 156 300

Rotating and brake 200 50 2.33 240

ITEM: N8060
Solid polyamide 6 centre, electrolytically galvanised sheet steel light supports, rotating parts with double ball bearings lubricated by
grease, orange polyethylene dust guard ring.

POLYAMIDE WHEELS

SUITABLE
For use in wet environments and with highly aggressive chemicals.
NOT RECOMMENDED
For use in environments with strong organic acids and mineral concentrates.

Note: the 68 series can be supplied with stainless steel supports, particularly recommended for medical
and foodstuff environments and for particularly strong substances.

-30�
�80�



N

N.94 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Le quote sono espresse in mm

* dimensioni per transpallet

Cod. Tec. GR77
Euro

N806580R 14,31 80 25 0,20

12

30 28 8 280 150 220

N8065100R 21,22 100 30 0,34
40 32 10

350 225 250

N8065125R 22,77 125 35 0,50 500 280 400

N8065150R 30,74 150 40 0,91
20

50 47 14 850 330 600

N8065200R/A* 48,95
200 50

1,47
55 52 15 1000

360
850

N8065200R/B* 49,15 1,45 25 500

ART. N8065
Anello in poliuretano TR, nucleo in alluminio.

RUOTE IN POLIURETANO - NUCLEO IN ALLUMINIO

Le quote sono espresse in mm

Cod. Tec. GR77
Euro Supporto

N807080G 20,07 Rotante 80 25 0,72 107

100x85 80x60 9

39

120
200

N8070100G 26,99 Rotante 100 30 0,94 128 37

N8070125G 30,97 Rotante 125 35 1,14 156 39 220

N8070150G 45,42 Rotante 150 40 2,34 194
140x110 105x80 11 56 156 300

N8070200G 64,71 Rotante 200 50 3,05 240

N807080F 17,77 Fisso 80 25 0,52 107

100x85 80x60 9

39

120
200

N8070100F 24,68 Fisso 100 30 0,69 128 37

N8070125F 27,37 Fisso 125 35 0,89 156 39 220

N8070150F 40,39 Fisso 150 40 2,04 194
140x110 105x80 11 56 156 300

N8070200F 59,30 Fisso 200 50 2,76 240

N807080GFR 25,91 Rotante e freno 80 25 0,91 107

100x85 80x60 9

39

120
200

N8070100GFR 32,83 Rotante e freno 100 30 1,08 128 37

N8070125GFR 36,81 Rotante e freno 125 35 1,28 156 39 220

N8070150GFR 54,09 Rotante e freno 150 40 2,63 194
140x110 105x80 11 56 156 300

N8070200GFR 73,38 Rotante e freno 200 50 3,25 240

ART. N8070
Anello in poliuretano TR, nucleo in alluminio, supporti leggeri di lamiera di acciaio zincata elettroliticamente, organi di rotazione in doppia
corona di sfere lubrificate a grasso, anello parapolvere in polietilene arancione.

RUOTE IN POLIURETANO CON SUPPORTO - NUCLEO IN ALLUMINIO

IDONEE
All'utilizzo in ambienti con presenza di agenti atmosferici, alcoli e glicoli.
SCONSIGLIATE
All'utilizzo in ambienti con presenza di acidi organici e minerali, soluzioni basiche e vapore saturo. -20°+80°

N.94 Indivisible package   Suggested retail package - Unit price

'imensions expressed in mm

*dimensions for pallet trucks

Tech. Code

80 25 0.20

12

30 28 8 280 150 220

100 30 0.34
40 32 10

350 225 250

125 35 0.50 500 280 400

150 40 0.91
20

50 47 14 850 330 600

200 50
1.47

55 52 15 1000
360

850
1.45 25 500

ITEM: N8065
TR polyurethane ring, aluminium centre.

POLYURETHANE WHEELS - ALUMINIUM CENTRE

'imensions expressed in mm

Tech. Code Support

Rotating 80 25 0.72 107

100 x 85 80 x 60 9

39

120
200

Rotating 100 30 0.94 128 37

Rotating 125 35 1.14 156 39 220

Rotating 150 40 2.34 194
140 x 110 105 x 80 11 56 156 300

Rotating 200 50 3.05 240

Fixed 80 25 0.52 107

100 x 85 80 x 60 9

39

120
200

Fixed 100 30 0.69 128 37

Fixed 125 35 0.89 156 39 220

Fixed 150 40 2.04 194
140 x 110 105 x 80 11 56 156 300

Fixed 200 50 2.76 240

Rotating and brake 80 25 0.91 107

100 x 85 80 x 60 9

39

120
200

Rotating and brake 100 30 1.08 128 37

Rotating and brake 125 35 1.28 156 39 220

Rotating and brake 150 40 2.63 194
140 x 110 105 x 80 11 56 156 300

Rotating and brake 200 50 3.25 240

ITEM: N8070
TR polyurethane ring, aluminium centre, electrolytically galvanised sheet steel light supports, rotating parts with double ball bearings
lubricated by grease, orange polyethylene dust guard ring.

POLYURETHANE WHEELS - ALUMINIUM CENTRE

SUITABLE
For use in environments with weathering agents, alcohol and glycol.
NOT RECOMMENDED
For use in environments with mineral and organic acids, base solutions and saturated steam. -20��80�



N

N.95 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Le quote sono espresse in mm

Cod. Tec. GR77
Euro

N8075100R 24,39 100
38

1,02
15 40 35 11

500 220 380

N8075125R 31,29 125 1,45 600 240 450

N8075150R 41,47 150
50

2,50
20 55 47 14

910 290 700

N8075200R 64,06 200 3,65 1500 380 1000

ART. N8075
Anello in poliuretano TR, nucleo in ghisa meccanica.

RUOTE IN POLIURETANO - NUCLEO IN GHISA

Le quote sono espresse in mm

Cod. Tec. GR77
Euro Supporto

N8080100G 42,95 Rotante 100
38

1,93 138
100x85 80x60 9

46
120 350

N8080125G 50,21 Rotante 125 2,37 161 48

N8080150G 71,73 Rotante 150
50

4,81 200
140x110 105x80 11 70 126

700

N8080200G 98,75 Rotante 200 6,06 250 750

N8080100F 33,08 Fisso 100
38

1,52 138
100x85 80x60 9

46
120 350

N8080125F 40,15 Fisso 125 2,04 161 48

N8080150F 54,48 Fisso 150
50

3,55 200
140x110 105x80 11 70 126

700

N8080200F 79,14 Fisso 200 5,15 250 750

N8080100GFR 50,17 Rotante e freno 100
38

2,06 138
100x85 80x60 9

46
120 350

N8080125GFR 56,81 Rotante e freno 125 2,5 161 48

N8080150GFR 87,17 Rotante e freno 150
50

5,33 200
140x110 105x80 11 70 126

700

N8080200GFR 114,20 Rotante e freno 200 6,66 250 750

ART. N8080
Anello in poliuretano TR, nucleo in ghisa meccanica, supporti pesanti di lamiera di acciaio zincata giallo coloniale, organi di rotazione in
doppia corona di sfere lubrificate a grasso, anello parapolvere in poliammide 6 rosso.

RUOTE IN POLIURETANO CON SUPPORTO - NUCLEO IN GHISA

IDONEE
All'utilizzo in ambienti con presenza di agenti atmosferici, alcoli e glicoli.
SCONSIGLIATE
All'utilizzo in ambienti con presenza di acidi organici e minerali, soluzioni basiche e vapore saturo. -20°+80°

N.95Indivisible package  Suggested retail package - Unit price

Dimensions expressed in mm

Tech. Code

100
38

1.02
15 40 35 11

500 220 380

125 1.45 600 240 450

150
50

2.50
20 55 47 14

910 290 700

200 3.65 1500 380 1000

ITEM: N8075
TR polyurethane ring, mechanical cast iron centre.

POLYURETHANE WHEELS - CAST IRON CENTRE

Dimensions expressed in mm

Tech. Code Support

Rotating 100
38

1.93 138
100 x 85 80 x 60 9

46
120 350

Rotating 125 2.37 161 48

Rotating 150
50

4.81 200
140 x 110 105 x 80 11 70 126

700

Rotating 200 6.06 250 750

Fixed 100
38

1.52 138
100 x 85 80 x 60 9

46
120 350

Fixed 125 2.04 161 48

Fixed 150
50

3.55 200
140 x 110 105 x 80 11 70 126

700

Fixed 200 5.15 250 750

Rotating and brake 100
38

2.06 138
100 x 85 80 x 60 9

46
120 350

Rotating and brake 125 2.5 161 48

Rotating and brake 150
50

5.33 200
140 x 110 105 x 80 11 70 126

700

Rotating and brake 200 6.66 250 750

ITEM: N8080
TR polyurethane ring, mechanical cast iron centre, galvanised colonial yellow sheet steel heavy supports, rotating parts with double ball
bearings lubricated by grease, red polyamide 6 dust guard ring.

POLYURETHANE WHEELS - CAST IRON CENTRE

SUITABLE
For use in environments with weathering agents, alcohol and glycol.
NOT RECOMMENDED
For use in environments with mineral and organic acids, base solutions and saturated steam. -20°+80°



N

N.96 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Le quote sono espresse in mm

* dimensioni per transpallet

IDONEE
All'utilizzo in ambienti umidi e in presenza di sostanze chimiche
di media aggressività.
SCONSIGLIATE
All'utilizzo in ambienti con presenza di solventi organici,
aromatici, clorurati e idrocarburi.

Cod. Tec. GR77
Euro

N8082200R20* 36,95
200 50 2,00

20
60 52 17,5 1000 335 500

N8082200R25* 37,14 25

-20°+70°

ART. N8082
Anello in gomma "SIGMA ELASTIC", nucleo in alluminio.

RUOTE IN GOMMA SIGMA ELASTIC - NUCLEO IN ALLUMINIO

Le quote sono espresse in mm

IDONEE
All'impiego in ambienti industriali per il trasporto di carichi
medio-pesanti, anche con impiego misto esterno-interno.

Cod. Tec. GR77
Euro

N8085100R-NC 26,23 100 40 0,39 15 40 32 10 400 300 300

N8085160R-NC 44,56 160
50

1,00
20 60 47 14,5

800 400 550

N8085200R-NC 57,36 200 1,60 1000 500 700

ART. N8085
Durezza 75 Shore A

RUOTE IN POLIURETANO TR-ROLL - NUCLEO IN ALLUMINIO PRESSOFUSO

N.96 Indivisible package   Suggested retail package - Unit price

Dimensions expressed in mm

*dimensions for pallet trucks

SUITABLE
For use in wet environments and with medium corrosive
chemicals.
NOT RECOMMENDED
For use in environments with organic solvents, aromatic
substances, chlorinated substances, hydrocarbons.

Tech. Code

200 50 2.00
20

60 52 17.5 1000 335 500
25

-20°+70°

ITEM: N8082
“SIGMA ELASTIC” rubber ring, aluminium centre.

SIGMA ELASTIC RUBBER WHEELS – ALUMINIUM CENTRE

Dimensions expressed in mm

SUITABLE
Suitable for use in industrial environments for transport of
medium-heavy loads, also for mixed external-internal use.

Tech. Code

100 40 0.39 15 40 32 10 400 300 300

160
50

1.00
20 60 47 14.5

800 400 550

200 1.60 1000 500 700

ITEM: N8085
Hardness 75 Shore A.
Suitable for use in industrial environments for transport of medium-heavy loads, also
for mixed external-internal use.

TR-ROLL POLYURETHANE WHEELS – CAST ALUMINIUM CENTRE



N

N.97 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Le quote sono espresse in mm

Cod. Tec. GR77
Euro Supporto

N8090100G 50,37 Rotante 100
40

0,85 138 100x85 80x60 9 46 123 300

N8090125G 71,02 Rotante 125 2,33 170

140x110 105x80 11 70 126

350

N8090160G 80,70 Rotante 160
50

3,60 205 550

N8090200G 99,97 Rotante 200 4,31 250 700

N8090100F 40,50 Fisso 100
40

1,35 138 100x85 80x60 9 46 123 300

N8090125F 55,96 Fisso 125 1,69 170

140x110 105x80 11 70 126

350

N8090160F 63,44 Fisso 160
50

2,11 205 550

N8090200F 80,36 Fisso 200 2,85 250 700

N8090100GFR 56,97 Rotante e freno 100
40

1,52 138 100x85 80x60 9 46 123 300

N8090125GFR 86,54 Rotante e freno 125 1,86 170

140x110 105x80 11 70 126

350

N8090160GFR 96,13 Rotante e freno 160
50

4,17 205 550

N8090200GFR 115,40 Rotante e freno 200 4,91 250 700

ART. N8090
Consentono una significativa riduzione della rumorosità dei carrelli, hanno eccellenti caratteristiche di scorrevolezza.

RUOTE IN POLIURETANO TR-ROLL CON SUPPORTO - NUCLEO IN ALLUMINIO PRESSOFUSO

IDONEE
All'impiego a velocità fino a 16 km/h e sono pertanto indicate in caso di movimentazione meccanica o
mista manuale-meccanica.

-20°
+70°

I prodotti sono disponibili nel CAP E

CHIAVI A BUSSOLA ESAGONALE CON IMPUGNATURA

Cod. Tec. 
mm

a
mm

L
mm

E145006 6

125 235
E145007 7

E145008 8

E145009 9

Prodotti correlati

N.97Indivisible package  Suggested retail package - Unit price

Dimensions expressed in mm

Tech. Code Support

Rotating 100
40

0.85 138 100 x 85 80 x 60 9 46 123 300

Rotating 125 2.33 170

140 x 110 105 x 80 11 70 126

350

Rotating 160
50

3.60 205 550

Rotating 200 4.31 250 700

Fixed 100
40

1.35 138 100 x 85 80 x 60 9 46 123 300

Fixed 125 1.69 170

140 x 110 105 x 80 11 70 126

350

Fixed 160
50

2.11 205 550

Fixed 200 2.85 250 700

Rotating and brake 100
40

1.52 138 100 x 85 80 x 60 9 46 123 300

Rotating and brake 125 1.86 170

140 x 110 105 x 80 11 70 126

350

Rotating and brake 160
50

4.17 205 550

Rotating and brake 200 4.91 250 700

ITEM: N8090
Provide significant noise reduction of the trolleys and superior smoothness.

TR-POLYURETHANE ROLLERS – CAST ALUMINIUM CENTRE

SUITABLE
For use at speeds up to 16 km/h and are, therefore, indicated for mechanical and mixed mechanical-
manual handling.

-20°
+70°

The products are available in chapter E

HEXAGONAL NUTDRIVERS WITH HANDLE

Tech. Code 
mm

a
mm

L
mm

6

125 235
7

8

9

Related products



N

N.98 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR76
Euro

A
mm

B
mm

C
mm

Forza magnetica
Kg

N810219 5,76 19 8 M4 2,5
N810228,6 7,18 28,6 9,5

M6
5,5

N810238 11,41 38 11,1 10

ART. N8102
Magneti permanenti in Alnico schermati con anello in ottone, la
schermatura garantisce una maggiore coercitività magnetica,
permettendo a questo prodotto di mantenere inalterate le sue
caratteristiche anche se inserito in componenti ferrosi, la protezione
esterna dona resistenza agli urti. Resistenza al calore fino a 450°.

Cod. Tec. GR76
Euro

A
mm

B
mm

C
mm

Forza magnetica
Kg

N810319 6,08 19 12,7
4,8

1,9
N810325,4 10,76 25,4 15,9 3

ART. N8103
Magneti permanenti in Alnico schermati con anello in ottone, la
schermatura garantisce una maggiore coercitività magnetica,
permettendo a questo prodotto di mantenere inalterate le sue
caratteristiche anche se inserito in componenti ferrosi, la protezione
esterna dona resistenza agli urti. Resistenza al calore fino a 450°.

Cod. Tec. GR76
Euro

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

Forza magnetica
Kg

N810419 12,07 19 30 20
-

4,5 14,5 5
N810425 20,77 25 40 25 5 19 9
N810444 64,35 44 59 35 35 7,5 29 24

ART. N8104
Magneti permanenti in Alnico schermati con anello in ottone, la
schermatura garantisce una maggiore coercitività magnetica,
permettendo a questo prodotto di mantenere inalterate le sue
caratteristiche anche se inserito in componenti ferrosi, la protezione
esterna dona resistenza agli urti. Resistenza al calore fino a 450°.

MAGNETI PERMANENTI IN LEGA ALNICO

Cod. Tec. GR76
Euro

A
mm

B
mm

C
mm

Forza magnetica
Kg

N81019,5 5,00 9,5 15 M3 1,5
N810112,7 4,67 12,7

15,8
M4 2

N810117,5 5,11 17,5

M6

4
N810120,6 6,08 20,6 19 5,5
N810127 9,79 27 25,4 10

N81013520 17,39
35

20 12
N81013530 20,11

30
18

N810145 30,55 45
M8

40
N810150 42,72 50 40 50
N810155 15,54 55 14 10

ART. N8101
Magneti permanenti in Alnico schermati con anello in ottone, la
schermatura garantisce una maggiore coercitività magnetica,
permettendo a questo prodotto di mantenere inalterate le sue
caratteristiche anche se inserito in componenti ferrosi, la protezione
esterna dona resistenza agli urti. Resistenza al calore fino a 450°.

N.98 Indivisible package   Suggested retail package - Unit price

Tech. Code A
mm

B
mm

C
mm

Magnetic force
kg

19 8 M4 2.5
28.6 9.5

M6
5.5

38 11.1 10

ITEM: N8102
Alnico permanent magnets shielded with a brass ring, the shielding
ensures increased magnetic coercivity allowing this product to
maintain its shape even when inserted in ferrous components, the
outer protection provides impact resistance. Heat-resistant up to
450°.

Tech. Code A
mm

B
mm

C
mm

Magnetic force
kg

19 12.7
4.8

1.9
25.4 15.9 3

ITEM: N8103
Alnico permanent magnets shielded with a brass ring, the shielding
ensures increased magnetic coercivity allowing this product to
maintain its shape even when inserted in ferrous components, the
outer protection provides impact resistance. Heat-resistant up to
450°.

Tech. Code A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

Magnetic force
kg

19 30 20
-

4.5 14.5 5
25 40 25 5 19 9
44 59 35 35 7.5 29 24

ITEM: N8104
Alnico permanent magnets shielded with a brass ring, the shielding
ensures increased magnetic coercivity allowing this product to
maintain its shape even when inserted in ferrous components, the
outer protection provides impact resistance. Heat-resistant up to
450°.

ALNICO ALLOY PERMANENT MAGNETS

Tech. Code A
mm

B
mm

C
mm

Magnetic force
kg

9.5 15 M3 1.5
12.7

15.8
M4 2

17.5

M6

4
20.6 19 5.5
27 25.4 10

35
20 12

30
18

45
M8

40
50 40 50
55 14 10

ITEM: N8101
Alnico permanent magnets shielded with a brass ring, the shielding
ensures increased magnetic coercivity allowing this product to
maintain its shape even when inserted in ferrous components, the
outer protection provides impact resistance. Heat-resistant up to
450°.



N

N.99 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

MAGNETI PERMANENTI IN LEGA ALNICO

Cod. Tec. GR76
Euro

A
mm

B
mm

N81056 1,73 6 20
N81058 2,72 8 25
N810510 4,03 10 30

ART. N8105

MAGNETI PERMANENTI IN NEODIMIO

Cod. Tec. GR76
Euro

A
mm

B
mm

C
mm

M
mm

Forza magnetica
Kg

N8110A 15,87 7,5 19 - - 6
N8110B 20,77 6

22
16 M5 5

N8110D 29,24 12 - - 12

ART. N8110
Costituiti da un involucro in ferro e da un magnete interno al neodimio,
con piccole dimensioni forniscono una forza molto elevata.
Molto utilizzati nel posizionamento di pezzi su macchine per
elettroerosione.

MAGNETI IN PLASTOFERRITE

Cod. Tec. GR76
Euro

A
mm

B
mm

C
mm

D
mm

N811170X20 2,07 20 70 3
-N8111120X30 5,00 30 120 6

N811120 0,55 - - 3 20

ART. N8111
La plastoferrite è una composizione di gomma magnetica molto
malleabile e modificabile nelle sue dimensioni, non gode di grande
forza magnetica ma se opportunatamente applicata è in grado di
risolvere grossi problemi di adesione a pareti e strutture in ferro con
facile applicazione.

I prodotti sono disponibili nel CAP E

CHIAVI COMBINATE A CRICCHETTO 72T

Cod. Tec. 
mm

a
mm

L
mm

E019010 10 5,5 160

E019013 13 6,0 180

E019014 14 7,0 193

E019015 15 7,5 200

Prodotti correlati

N.99Indivisible package  Suggested retail package - Unit price

ALNICO ALLOY PERMANENT MAGNETS

Tech. Code A
mm

B
mm

6 20
8 25
10 30

ITEM: N8105

NEODYMIUM PERMANENT MAGNETS

Tech. Code A
mm

B
mm

C
mm

M
mm

Magnetic force
kg

7.5 19 - - 6
6

22
16 M5 5

12 - - 12

ITEM: N8110
Composed of an iron casing and a neodymium internal magnet,
very strong despite the small dimensions. Widely used in positioning
pieces of electric discharging machines.

FERRITE RUBBER PERMANENT MAGNETS

Tech. Code A
mm

B
mm

C
mm

D
mm

20 70 3
-

30 120 6
- - 3 20

ITEM: N8111
Magnetic rubber is a very malleable compound that is easily shaped,
it does not feature a strong magnetic force, but if suitably applied it
can solve major adhesion problems on walls and iron structures, it is
easily applied.

The products are available in chapter E

COMBINATION RATCHET WRENCHES 72T

Tech. Code 
mm

a
mm

L
mm

10 5,5 160

13 6,0 180

14 7,0 193

15 7,5 200

Related products



N

N.100 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

BLOCCAGGI RAPIDI VERTICALI

Cod. Tec. GR76
Euro Modello

A
mm

A1
mm

A3
mm

A6
mm

B
mm

B1
mm

C
mm

C1
mm

D
mm

F
mm

H
mm

L
mm

L1
mm

L2
mm

L3
mm

M
mm

N8350201U 24,50 201-U 16
25,4

4,8 - 23,9 34 16 7,9 4,3 5,3 78,2 51,8 26,2 3,3 18,5 M5
N8350202U 27,30 202-U 12,4 6,6 2,8 26,7 39,1 23,4 9,7 5,6 6,6 110 69,6 43,9 13 24,9 M6
N8350207U 34,20 207-U 19,1 35,1

7,9
3,8 31,5 43,9 31,8 16 7,1 8,4 176 94,5 54,4 14,2 33 M8

N8350210U 48,50 210-U 31,8 48,5 10,7 45,2 64,3 42,4 20,1 8,4 10,2 207 140,7 92,2 23,9 61 M10

ART. N8350
Bloccaggi rapidi verticali completi di vite di pressione, ideali nelle
operazioni di foratura, assemblaggio ed incollaggio. Rivetti in acciao
inox, impugnatura ergonomica e resistente agli oli. Apertura

BLOCCAGGI RAPIDI ORRIZZONTALI

Cod. Tec. GR76
Euro Modello

A
mm

A1
mm

A3
mm

A4
mm

B
mm

B1
mm

B3
mm

C
mm

C1
mm

C2
mm

H
mm

L
mm

L1
mm

M
mm

N8355205S 21,80 205-S 13,5 23,9 6,4 2,3 15,7 24,1 4,3 9,1 3 1,5 17 71,1 22,4 M4

ART. N8355
Bloccaggi rapidi orrizzontali completi di vite di pressione, ideali nelle
operazioni di foratura, assemblaggio ed incollaggio. Rivetti in acciao
inox, impugnatura ergonomica e resistente agli oli.

Cod. Tec. GR76
Euro Modello

A
mm

A1
mm

A3
mm

B
mm

B1
mm

C
mm

C1
mm

C2
mm

D
mm

F
mm

H
mm

L
mm

L1
mm

L2
mm

L3
mm

M
mm

N8358305U 31,70 305-U 13,5 25,9 6,4 16 25,4 12,2 7,9 2 4,6 5,3 36,3 56,1 30,2 13 12,7 M5

ART. N8358
Bloccaggi rapidi orrizzontali completi di vite di pressione, ideali nelle
operazioni di foratura, assemblaggio ed incollaggio. Rivetti in acciao
inox, impugnatura ergonomica e resistente agli oli.

A3

L2

L
L1

L3

F B1

A1
A
øD

B

Apertura

N.100 Indivisible package   Suggested retail package - Unit price

QUICK VERTICAL CLAMPS

Tech. Code Model
A

mm
A1
mm

A3
mm

A6
mm

B
mm

B1
mm

C
mm

C1
mm

D
mm

F
mm

H
mm

L
mm

L1
mm

L2
mm

L3
mm

M
mm

201-U 16
25,4

4,8 - 23,9 34 16 7,9 4,3 5,3 78,2 51,8 26,2 3,3 18,5 M5
202-U 12,4 6,6 2,8 26,7 39,1 23,4 9,7 5,6 6,6 110 69,6 43,9 13 24,9 M6
207-U 19,1 35,1

7,9
3,8 31,5 43,9 31,8 16 7,1 8,4 176 94,5 54,4 14,2 33 M8

210-U 31,8 48,5 10,7 45,2 64,3 42,4 20,1 8,4 10,2 207 140,7 92,2 23,9 61 M10

ITEM: N8350
Quick vertical clamps complete with pressure screw locks, ideal
for drilling operations assembling and bonding. Stainless steel
rivets,ergonomic grip, resistant to oils. Opening

QUICK HORIZONTAL CLAMPS

Tech. Code Model
A

mm
A1
mm

A3
mm

A4
mm

B
mm

B1
mm

B3
mm

C
mm

C1
mm

C2
mm

H
mm

L
mm

L1
mm

M
mm

205-S 13,5 23,9 6,4 2,3 15,7 24,1 4,3 9,1 3 1,5 17 71,1 22,4 M4

ITEM: N8355
Quick horizontal clamps complete with pressure screw locks, ideal
for drilling operations, assembling and bonding. Stainless steel
rivets, ergonomic grip, resistant to oils.

Tech. Code Model
A

mm
A1
mm

A3
mm

B
mm

B1
mm

C
mm

C1
mm

C2
mm

D
mm

F
mm

H
mm

L
mm

L1
mm

L2
mm

L3
mm

M
mm

305-U 13,5 25,9 6,4 16 25,4 12,2 7,9 2 4,6 5,3 36,3 56,1 30,2 13 12,7 M5

ITEM: N8358
Quick horizontal clamps complete with pressure screw locks, ideal
for drilling operations, assembling and bonding. Stainless steel
rivets, argonomic grip, resistant to oil.

Opening



N

N.101 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

BLOCCAGGI RAPIDI ORRIZZONTALI

Cod. Tec. GR76
Euro Modello

A
mm

A1
mm

A2
mm

A3
mm

A5
mm

B
mm

B1
mm

C
mm

C1
mm

F
mm

H
mm

L
mm

L1
mm

L2
mm

L3
mm

M
mm

N8360205U 17,90 205-U 11,4 23,9
6,6

4,1 5,8 15,7 24,1 8,1 6,4 4,6 17,8 67,3 18,8 5,6 9,4 M4
N8360215U 31,40 215-U 25,4 36,3 4,8 8,1 22,1 35,1 25,4 12,7 7,1 38,9 139,7 57,4 19,8 32 M6

ART. N8360
Bloccaggi rapidi orrizzontali completi di vite di pressione, ideali nelle
operazioni di foratura, assemblaggio ed incollaggio. Rivetti in acciao
inox, impugnatura ergonomica e resistente agli oli.

Apertura

Cod. Tec. GR76
Euro Modello

A
mm

A1
mm

A2
mm

A3
mm

A5
mm

B
mm

B1
mm

C
mm

C1
mm

F
mm

H
mm

L
mm

L1
mm

L2
mm

L3
mm

M
mm

N8365213U 26,70 213-U 13,5 25,4 4,3 5,8 5,6 19,1 26,9 16,5 9,4 5,3 35,6 103,1 35,6 9,7 21,6 M5
N8365217U 35,50 217-U 26,2 37,1 5,6 5,3 7,6 28,4 39,4 23,4 12,4 6,4 49,5 177,8 58,7 14,2

39,1
M6

N8365227U 40,50 227-U 25,9 39,9 6,6 7,1 3,6 31,5 44,2 31,8 14,2 8,4 61 190,5 67,3 21,1 M8

ART. N8365
Bloccaggi rapidi orrizzontali completi di vite di pressione, ideali nelle
operazioni di foratura, assemblaggio ed incollaggio. Rivetti in acciao
inox, impugnatura ergonomica e resistente agli oli.

Apertura

BLOCCAGGI RAPIDI AD ASTA DI SPINTA

Cod. Tec. GR76
Euro Modello

A
mm

A1
mm

A3
mm

B
mm

B1
mm

C1
mm

C2
mm

C3
mm

D
mm

D1
mm

D3
mm

H
mm

L
mm

L2
mm

L3
mm

N8368601M 34,30 601-M 16 33,8 8,1 16 26,7 12,7 2,3 19,8 4,3 M4 11,2 32,3 66,3 32,5 12,7

ART. N8368
Bloccaggi rapidi ad asta di spinta filettata internamente, ideali nelle
operazioni di foratura, assemblaggio ed incollaggio. Rivetti in acciao
inox, impugnatura ergonomica e resistente agli oli.

(filettatura esterna)

N.101Indivisible package  Suggested retail package - Unit price

QUICK HORIZONTAL CLAMPS

Tech. Code Model
A

mm
A1
mm

A2
mm

A3
mm

A5
mm

B
mm

B1
mm

C
mm

C1
mm

F
mm

H
mm

L
mm

L1
mm

L2
mm

L3
mm

M
mm

205-U 11,4 23,9
6,6

4,1 5,8 15,7 24,1 8,1 6,4 4,6 17,8 67,3 18,8 5,6 9,4 M4
215-U 25,4 36,3 4,8 8,1 22,1 35,1 25,4 12,7 7,1 38,9 139,7 57,4 19,8 32 M6

ITEM: N8360
Quick horizontal clamps complete with pressure screw locks, ideal
for drilling operations, assembling and bonding. Stainless steel
rivets, ergonomic grip, resistant to oils.

Opening

Tech. Code Model
A

mm
A1
mm

A2
mm

A3
mm

A5
mm

B
mm

B1
mm

C
mm

C1
mm

F
mm

H
mm

L
mm

L1
mm

L2
mm

L3
mm

M
mm

213-U 13,5 25,4 4,3 5,8 5,6 19,1 26,9 16,5 9,4 5,3 35,6 103,1 35,6 9,7 21,6 M5
217-U 26,2 37,1 5,6 5,3 7,6 28,4 39,4 23,4 12,4 6,4 49,5 177,8 58,7 14,2

39,1
M6

227-U 25,9 39,9 6,6 7,1 3,6 31,5 44,2 31,8 14,2 8,4 61 190,5 67,3 21,1 M8

ITEM: N8365
Quick horizontal clamps complete with pressure screw locks, ideal
for drilling operations, assembling and bonding. Stainless steel
rivets, ergonomic grip, resistant to oils.

Opening

QUICK PUSH ROD CLAMPS

Tech. Code Model
A

mm
A1
mm

A3
mm

B
mm

B1
mm

C1
mm

C2
mm

C3
mm

D
mm

D1
mm

D3
mm

H
mm

L
mm

L2
mm

L3
mm

601-M 16 33,8 8,1 16 26,7 12,7 2,3 19,8 4,3 M4 11,2 32,3 66,3 32,5 12,7

ITEM: N8368
Quick push rod clamps threaded internally, ideal for drilling
operations,assembling and bonding. Stainless steel rivets,ergononic
grip,resistant to oils.

(external thread)



N

N.102 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

BLOCCAGGI RAPIDI VERTICALI

Cod. Tec. GR76
Euro

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

G
mm

H
mm

L
mm

M
mm

N
mm

O
mm

P
mm

Q
mm

FH1
DaN

FH2
DaN

N840067 18,00 66,5 98 20,5 37,5 34 29 24 15÷16 5,2 11 2 20 M5 4,5 75 160
N840085 21,20 85 142 28 50 42 35 27÷29 12,5÷19 6,2 16 2,5 28 M6 5,6 105 175

N8400110,5 24,20 110,5 168 33,5 67,5 45 43 32 19÷20 8,5 18 3 40 M8 6,7 200 320
N8400129 34,70 129 195 43 79

65
50 45÷46 29÷32 10,5 22 3,5 43 M10

8,5
240 400

N8400164 54,80 164 247 55,5 106 58 45 32
12,5

26 4 64
M12

280 500
N8400223 68,40 223 303 84,5 143 95 80 70 50÷51 32 7 90 12,5 450 875

ART. N8400
TIPO VERTICALE

Lamiera di acciaio da cementazione zincata, leva di serraggio
rivestita in materiale plastico, forniti senza puntale.

BLOCCAGGI RAPIDI ORIZZONTALI

Cod. Tec. GR76
Euro

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

G
mm

H
mm

L
mm

M
mm

N
mm

O
mm

P
mm

Q
mm

FH1
daN

FH2
daN

N841068 11,40 68 23 12 19 24,5 24 16 15 4,2 7 1,2 10 M4 4,3 40 -
N8410118 17,30 118 37 20 40 26 28 17 13,5 5,5 11 2 20 M5 4,5 90 135
N8410170 18,70 170 51 29 56 40 36 26

26
6,5 14 2,5 32 M6 5,5 100 200

N8410195 22,50 195 61,5 36,5 65 42 44 28,5 8,5 18 3 37 M8 6,5 170 330
N8410269 33,60 269 83 50 100 56 60 41 41 10 22 3,5 58 M10

8,5
180 400

N8410308 48,50 308 98,5 60 115 65 70 41,5 41,5 12,4 26 4 65 M12 320 620

ART. N8410
TIPO ORIZZONTALE

Lamiera di acciaio da cementazione zincata, leva di serraggio
rivestita in materiale plastico, forniti senza puntale.

BLOCCAGGI RAPIDI ORIZZONTALI CON LEVA ANTI SGANCIO

Cod. Tec. GR76
Euro

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

G
mm

H
mm

L
mm

M
mm

N
mm

O
mm

P
mm

Q
mm

FH1
daN

FH2
daN

N8412118 22,50 118 37 20 39 26 28 16÷19 13,5 5,3 11 2 20 M5 4,5 90 135
N8412171 23,90 171 51 30,5 56,5 40 36 22,4÷28,4

26
6,3 16 2,5 32 M6 5,6 100 200

N8412196 27,70 196 61,5 36,5 65 44 44 26÷31,5 8,5 18 3 37 M8 6,6 170 330

ART. N8412
TIPO ORIZZONTALE

Lamiera di acciaio da cementazione zincata, leve di serraggio
rivestite in materiale plastico, forniti senza puntale.
La principale caratteristica di questa serie è la speciale leva anti
sgancio avente lo scopo di prevenire eventuali aperture accidentali
causate da vibrazioni; questi attrezzi sono stati progettati per evitare
che le dita dell'operatore possano essere schiacciate dalle leve
durante l'apertura.

N.102 Indivisible package   Suggested retail package - Unit price

QUICK CLAMPS

Tech. Code A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

G
mm

H
mm

L
mm

M
mm

N
mm

O.
mm

P
mm

Q
mm

FH1
DaN

FH2
DaN

67 97 19 38 34 29 24 15 5.5 11 2 20 5 4.5 90 145
85 142 28 50 42 35 29 19 6.5 14 2.5 28 6 5.5 160 300

110.5 162 32 67.5 45 43 32 20 8.5 18 3 40 8 6.5 220 350
129 195 42 79

65
50 46 29 10.5 20 3 42 10

8.5
270 450

164 247 55,5 106 58 45 32
12,5

26 4 64
M12

280 500
223 303 84,5 143 95 80 70 50÷51 32 7 90 12,5 450 875

ITEM: N8400
VERTICAL SERIES

Galvanised hardened sheet steel clamping lever with plastic cover,
supplied without spindle.

QUICK CLAMPS

Tech. Code A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

G
mm

H
mm

L
mm

M
mm

N
mm

O.
mm

P
mm

Q
mm

FH1
daN

FH2
daN

68 23 12 19 24,5 24 16 15 4,2 7 1,2 10 M4 4,3 40 -
118 37 20 40 26 28 17 13.5 5.5 11 2 20 5 4.5 90 135
170 51 29 56 40 36 26

26
6.5 14 2.5 32 6 5.5 100 200

195 61.5 36.5 65 42 44 28.5 8.5 18 3 37 8 6.5 170 260
269 83 50 100 56 60 41 41 10 22 3,5 58 M10

8,5
180 400

308 98,5 60 115 65 70 41,5 41,5 12,4 26 4 65 M12 320 620

ITEM: N8410
HORIZONTAL SERIES

Galvanised hardened sheet steel clamping lever with plastic cover,
supplied without spindle.

HORIZONTAL QUICK CLAMPS WITH ANTI-REALEASE LEVER

Tech. Code A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

G
mm

H
mm

L
mm

M
mm

N
mm

O
mm

P
mm

Q
mm

FH1
daN

FH2
daN

118 37 20 39 26 28 16÷19 13,5 5,3 11 2 20 M5 4,5 90 135
171 51 30,5 56,5 40 36 22,4÷28,4

26
6,3 16 2,5 32 M6 5,6 100 200

196 61,5 36,5 65 44 44 26÷31,5 8,5 18 3 37 M8 6,6 170 330

ITEM: N8412
HORIZONTAL SERIES

Some sizes of this series are also made of stainless steel and are
shown in red.
The main feature of this series is the special anti-release lever
with the purpose of avoiding any accidental openings caused by
vibrations; these tools are designed to prevent the operator's fingers
from being crushed by the levers when opening.



N

N.103 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

BLOCCAGGI RAPIDI CON ASTA DI SPINTA

Cod. Tec. GR76
Euro

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

G
mm

H
mm

I
mm

L
mm

M
mm

N
mm

P
mm

Q
mm

R
mm

*
mm

FH
daN

N842086 32,30 86 42,5 12 22 36 64 26 13 26
-

M6 12
8.5 4,3 6 20 120

N8420116 38,60 116 56 15 31 46 85
33,5

11,5
36,5

11
5,5

7
30 280

N8420122* 52,70 122
75

25 32 45,9 90 30
M8

15 12 32 560
N8420165 69,10 164,5 18 42 55 122,5

41 15 35 41
16 14 7 42 800

N8420182 80,00 182 95 25 49 57 133 M10 18 16 8,5 8 50 1600

ART. N8420
TIPO A SPINTA

Lamiera di acciaio da cementazione zincata, leva di serraggio
rivestita in materiale plastico, corpo base in ottone verniciato, *corpo
in acciaio forgiato verniciato, forniti senza puntale.

Cod. Tec. GR76
Euro

A
mm

D
mm

F
mm

N8430M5 2,70 45 M5 10
N8430M6 3,10 55 M6 13
N8430M8 3,70 68 M8 16
N8430M10 4,10 80 M10 20

ART. N8430
Vite in acciaio zincata completa di due dadi.

PUNTALI CON TESTA RICOPERTA IN NEOPRENE

BLOCCAGGI RAPIDI A TIRANTE DOPPIO

Cod. Tec. GR76
Euro

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

G
mm

H
mm

I
mm

L
mm

M
mm

N
mm

Q
mm

S
mm

T
mm

FH
daN

N843598 19,10 98 25 12 35÷44 28 20 19 10 16 26 14 18 4,3 25 M4 160
N8435220 25,10 152 30 16 54÷63 44 28 32 14,3 19 40 22 25 6,5 48 M6 320
N8435221 42,20 220 42 24 70÷90 54 38 38 19 41,5 60 26 36 8,5 58 M8 750

ART. N8435
Sistema di serraggio in cui il movimento circolare della leva di
comando è trasformato in movimento lineare del tirante, questa
serie viene per lo più utilizzata nella chiusura di coperchi a cerniera
e per contenitori.
Base d'appoggio parallela alla retta d'azione della forza, In
posizione chiusa la leva di comando è parallela alla base
d'appoggio.
Parti in lamiera d'acciaio da cementazione UNI 5867 E gancio di
trazione in acciaio UNI 7230-73. Forza di serraggio Fh 320 daN.
Finitura zincato. Peso 320gr.

N.103Indivisible package  Suggested retail package - Unit price

QUICK CLAMPS

Tech. Code A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

G
mm

H
mm

I
mm

L
mm

M
mm

O.
mm

P
mm

Q
mm

R
mm

*
mm

FH
daN

86 42.5 12 22 36 64 26 13 26
-

M6 12
8.5 4.3 6 20 120

116 56 15 31 46 85
33.5

36.5
36,5

11
5.2

7
30 280

122
75

25 32 45.9 90 36.5
M8

15 12 32 560
164,5 18 42 55 122,5

41 15 35 41
16 14 7 42 800

182 95 25 49 57 133 M10 18 16 8,5 8 50 1600

ITEM: N8420
STRAIGHT-LINE ACTION SERIES
Galvanised hardened sheet steel clamping lever with plastic cover,
base body of lacquered brass, * painted forged steel body, supplied
without spindle.

Tech. Code A
mm

D
mm

F
mm

45 M5 10
55 M6 13
68 M8 16
80 M10 20

ITEM: N8430
Galvanised steel screw with two nuts.

SPINDLE WITH NEOPRENE THRUST

CLAMPING SYSTEM

Tech. Code A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

G
mm

H
mm

I
mm

L
mm

M
mm

N
mm

Q
mm

S
mm

T
mm

FH
daN

98 25 12 35÷44 28 20 19 10 16 26 14 18 4,3 25 M4 160
152 30 16 54÷63 44 28 32 14,3 19 40 22 25 6,5 48 M6 320
220 42 24 70÷90 54 38 38 19 41,5 60 26 36 8,5 58 M8 750

ITEM: N8435
The circular movement of the handle is transformed in linear action
of the latch. These clamps are mostly used to fasten hinged lids
and for containers. Holding capacities from 160 to 700 daN, and
from 1700 to 4000 daNfor heavy series.
The hook can be set within the adjustment range (D). The main
feature of different models are as follow: The bearing surface is
parallel as to the line of action to the force. Clamping force Fh
320 daN. When closed, the control lever is parallel to the bearing
surface.

Galvanized finish. Weight 320gr.



N

N.104 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

PRESSORI IN ACCIAIO BRUNITO A MOLLA STANDARD CON SFERA ED IMPRONTA AD INTAGLIO

Cod. Tec. GR76
Euro

D
mm

D1
mm

L
mm

H
mm

N
mm

Spinta della molla
iniziale F1 ca. N

Spinta della molla
iniziale F2 ca. N



N844003 1,96 M3 1,5 7 0,5 0,4 1,5 3

50
N844004 1,55 M4 2,5 9 0,8 0,6 4 10
N844005 1,55 M5 3 12 0,9 0,8 6 11
N844006 1,55 M6 3,5 14 1 1 9 13
N844008 1,96 M8 5 16 1,5 1,2 15 30
N844010 1,96 M10 6 19 2 1,6 20 35

10N844012 3,09 M12 8 22 2,5 2 30 55

ART. N8440
Pressori a molla con sfera ed intaglio per giravite. Corpo in acciao
brunito classe di resistenza 5.8, molla e sfere in acciaio.

PRESSORI IN ACCIAIO INOX A MOLLA STANDARD CON SFERA ED IMPRONTA AD INTAGLIO

Cod. Tec. GR76
Euro

D
mm

D1
mm

L
mm

H
mm

N
mm

Spinta della molla
iniziale F1 ca. N

Spinta della molla
iniziale F2 ca. N



N844103 4,84 M3 1,5 7 0,5 0,4 1,5 3

50
N844104 4,12 M4 2,5 9 0,8 0,6 4 10
N844105 4,12 M5 3 12 0,9 0,8 6 11
N844106 4,12 M6 3,5 14 1 1 9 13
N844108 5,46 M8 5 16 1,5 1,2 15 30
N844110 6,28 M10 6 19 2 1,6 20 35

10N844112 7,83 M12 8 22 2,5 2 30 55

ART. N8441
Pressori a molla con sfera ed intaglio per giravite.
Corpo in acciaio inox 1.4305, molla 1.4310 e sfera 1.4034.

PRESSORI IN ACCIAIO BRUNITO A MOLLA STANDARD CON PERNO ED ESAGONO INCASSATO

Cod. Tec. GR76
Euro

D
mm

D1
mm

L
mm

H
mm

T
mm

T1
mm

N
mm

S
mm

Pressione F1 Pressione F2 

N844503 4,43 M3 1 10
1,5

1,5 1 0,4 0,7 0,5 3

10

N844504 3,50 M4 1,5 15
2

0,6 0,6 1,3 5 16
N844505 3,40 M5 2,4 18 2,3 0,8 0,8 1,5 6

20N844506 3,50 M6 2,7 20 2,5 2,5 1 1 2 7
N844508 4,02 M8 3,5

22 3
3

1,4 1,4
2,5

9 35N844510 4,43 M10 4 3,5 3
N844512 5,77 M12 6 28 4 5 2 2 4 10 55

ART. N8445
Pressori a molla con perno ed esagono incassato.
Corpo in acciaio brunito classe di resistenza 5.8, molla in acciaio e
perno in acciaio temprato.

esagono riportato e fissato
con collante

N.104 Indivisible package   Suggested retail package - Unit price

SPRING PLUNGERS WITH SLOT AND BALL, STEEL

Tech. Code D
mm

D1
mm

L
mm

H
mm

N
mm

F1 pressure
N

F2 pressure
N



M3 1,5 7 0,5 0,4 1,5 3

50
M4 2,5 9 0,8 0,6 4 10
M5 3 12 0,9 0,8 6 11
M6 3,5 14 1 1 9 13
M8 5 16 1,5 1,2 15 30
M10 6 19 2 1,6 20 35

10
M12 8 22 2,5 2 30 55

ITEM: N8440
Spring plungers with ball and slot for screwdrivers. Burnished steel
body 5.8 resistance class, spring and steel ball.

SPRING PLUNGERS WITH SLOT AND BALL, STAINLESS STEEL

Tech. Code D
mm

D1
mm

L
mm

H
mm

N
mm

F1 pressure
N

F2 pressure
N



M3 1,5 7 0,5 0,4 1,5 3

50
M4 2,5 9 0,8 0,6 4 10
M5 3 12 0,9 0,8 6 11
M6 3,5 14 1 1 9 13
M8 5 16 1,5 1,2 15 30

M10 6 19 2 1,6 20 35
10

M12 8 22 2,5 2 30 55

ITEM: N8441
Spring plungers with ball and slot for screwdrivers. Body in stainless
steel 1.4305, spring 1.4310 and sphere 1.4034.

SPRING PLUNGERS WITH HEXAGON SOCKET AND THRUST PIN, STEEL

Tech. Code D
mm

D1
mm

L
mm

H
mm

T
mm

T1
mm

N
mm

S
mm

F1 pressure F2 pressure 

M3 1 10
1,5

1,5 1 0,4 0,7 0,5 3

10

M4 1,5 15
2

0,6 0,6 1,3 5 16
M5 2,4 18 2,3 0,8 0,8 1,5 6

20
M6 2,7 20 2,5 2,5 1 1 2 7
M8 3,5

22 3
3

1,4 1,4
2,5

9 35
M10 4 3,5 3
M12 6 28 4 5 2 2 4 10 55

ITEM: N8445
Spring plungers with pin and hexagon socket. Burnished steel body
5.8 class resistance, steel spring and hardened steel thrust pin.

The hexagon added is fixed
with glue



N

N.105 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Smusso per
introduzione

ART. 179/C

Cod. Tec. GR76
Euro

Ø Foro d1
mm

l1
mm

Ø est. d2
mm

N850010 2,23 10
12

15
N850010,5 2,51 10,5

18N850012 2,51 12
N850014 2,73 14

16

22
N850016 3,21 16

26N850017 3,21 17
N850018 3,21 18
N850020 4,35 20

20
30

N850030 6,23 30 42

Cod. Tec. GR76
Euro

Ø Foro d1
mm

l1
mm

Ø est. d2
mm

N85002 1,54 2 6 5
N85003 1,60 3

8
6

N85004 1,66 4
8N85005 1,66 5

N85005,5 1,75 5,5

10

10N85006 1,75 6
N85006,1 1,93 6,1

12
N85006,25 1,93 6,25
N85006,5 1,93 6,5
N85008 1,93 8

Materiale 16 Cr Ni 4
Tolleranze di rettifica d1=F7 e d2=n6
Trattamento termico Cementazione + tempra
Durezza 60 - 62 HRc

BUSSOLE DIN 179 - SERIE CORTA

Smusso per
introduzione

ART. 179/L

Cod. Tec. GR76
Euro

Ø Foro d1
mm

l1
mm

Ø est. d2
mm

N852011 2,91 11
20 18N852012 2,91 12

N852014 3,54 14
28

22
N852018 4,35 18 26
N852020 5,29 20

36

30N852022 5,29 22
N852025 6,32 25

35N852026 6,32 26
N852030 7,67 30 42

Cod. Tec. GR76
Euro

Ø Foro d1
mm

l1
mm

Ø est. d2
mm

N85202 1,66 2 9 5
N85203 1,66 3

12

6N85203,2 1,66 3,2
N85203,5 1,66 3,5

7N85204 1,66 4
N85205 1,85 5 8
N85206 2,10 6

16
10

N85208 2,23 8 12
N85209 2,51 9

20 15N852010 2,51 10

Materiale 16 Cr Ni 4
Tolleranze di rettifica d1=F7 e d2=n6
Trattamento termico Cementazione + tempra
Durezza 60 - 62 HRc

BUSSOLE DIN 179 - SERIE LUNGA

Smusso per
introduzione

ART. 172/C

Cod. Tec. GR76
Euro

Ø Foro
d1 mm

l1
mm

l2
mm

Ø est.
d2 mm

Ø d3
mm

N85108 2,63 8 10
3

12 15
N85109 2,91 9

12

15 18N851010 2,91 10
N851010,5 3,21 10,5

4

18 22N851011 3,21 11
N851012 3,21 12
N851014 3,71 14

16
22 26N851015 3,71 15

N851016 4,40 16 26 30
N851020 5,77 20

20
5

30 34N851022 5,77 22
N851025 7,30 25 35 39
N851030 7,59 30 42 46
N851040 16,62 40 25 55 59

Cod. Tec. GR76
Euro

Ø Foro
d1 mm

l1
mm

l2
mm

Ø est.
d2 mm

Ø d3
mm

N85102,2 2,33 2,2

6 2 5 8
N85102,3 2,33 2,3
N85102,4 2,33 2,4
N85102,5 2,33 2,5
N85103,3 2,33 3,3

8 2,5

6 9
N85103,5 2,15 3,5

7 10N85104 2,15 4
N85105 2,23 5 8 11

N85105,1 2,33 5,1

10 3

10 13N85105,5 2,33 5,5
N85106 2,33 6

N85106,5 2,63 6,5
12 15N85106,8 2,63 6,8

N85107 2,63 7

Materiale 16 Cr Ni 4
Tolleranze di rettifica d1=F7 e d2=n6
Trattamento termico Cementazione + tempra
Durezza 60 - 62 HRc

BUSSOLE DIN 172 - SERIE CORTA

N.105Indivisible package  Suggested retail package - Unit price

chamfer for
introduction

ITEM: 179/C

Tech. Code D1 hole ø
mm

l1
mm

D2 ext. ø
mm

10
12

15
10.5

18
12
14

16

22
16

2617
18
20

20
30

30 42

Tech. Code D1 hole ø
mm

l1
mm

D2 ext. ø
mm

2 6 5
3

8
6

4
8

5
5.5

10

10
6

6.1

12
6.25
6.5
8

Material 16 Cr Ni 4
Grinding tolerances d1 = F7 and d2 = n6
Heat Treatment Cementing + hardening
Hardness 60 - 62 HRc

DRILL BUSHES DIN 179 – SHORT SERIES

chamfer for
introduction

ITEM: 179/L

Tech. Code D1 hole ø
mm

l1
mm

Ext. ø D2
mm

11
20 18

12
14

28
22

18 26
20

36

30
22
25

35
26
30 42

Tech. Code D1 hole ø
mm

l1
mm

Ext. ø D2
mm

2 9 5
3

12

6
3.2
3.5

7
4
5 8
6

16
10

8 12
9

20 15
10

Material 16 Cr Ni 4
Grinding tolerances d1 = F7 and d2 = n6
Heat Treatment Cementing + hardening
Hardness 60 - 62 HRc

DRILL BUSHES DIN 179 – LONG SERIES

chamfer for
introduction

ITEM: 172/C

Tech. Code Hole ø
d1 mm

l1
mm

l2
mm

Ext. ø
d2 mm

d3 Ø
mm

8 10
3

12 15
9

12

15 18
10

10.5

4

18 2211
12
14

16
22 26

15
16 26 30
20

20
5

30 34
22
25 35 39
30 42 46
40 25 55 59

Tech. Code Hole ø
d1 mm

l1
mm

l2
mm

Ext. ø
d2 mm

d3 Ø
mm

2.2

6 2 5 8
2.3
2.4
2.5
3.3

8 2.5

6 9
3.5

7 10
4
5 8 11

5.1

10 3

10 135.5
6

6.5
12 156.8

7

Material 16 Cr Ni 4
Grinding tolerances d1 = F7 and d2 = n6
Heat Treatment Cementing + hardening
Hardness 60 - 62 HRc

DRILL BUSHES DIN 172 – SHORT SERIES



N

N.106 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Smusso per
introduzione

ART. 172/L

Cod. Tec. GR76
Euro

Ø Foro
d1 mm

l1
mm

l2
mm

Ø est.
d2 mm

Ø d3
mm

N853010 3,21 10
20

3 15 18
N853012 3,54 12

4

18 22
N853013 4,81 13

28
22 26N853014 4,81 14

N853016 5,77 16 26 30
N853020 7,72 20

36 5
30 34

N853025 9,14 25 35 39
N853030 9,02 30 42 46

Cod. Tec. GR76
Euro

Ø Foro
d1 mm

l1
mm

l2
mm

Ø est.
d2 mm

Ø d3
mm

N85303 2,51 3
12 2,5

6 9
N85304,5 2,51 4,5

8 11N85305 2,51 5
N85306 2,56 6

16
3

10 13
N85306,5 2,91 6,5

12 15N85307 2,91 7
N85308 2,91 8

N85308,5 3,21 8,5 20 15 18

Materiale 16 Cr Ni 4
Tolleranze di rettifica d1=F7 e d2=n6
Trattamento termico Cementazione + tempra
Durezza 60 - 62 HRc

BUSSOLE DIN 172 - SERIE LUNGA

Accuracy
Repeatability

Reliabilitymetrology

N.106 Indivisible package   Suggested retail package - Unit price

chamfer for
introduction

ITEM: 172/L

Tech. Code Hole ø
d1 mm

l1
mm

l2
mm

Ext. ø
d2 mm

d3 Ø
mm

10
20

3 15 18
12

4

18 22
13

28
22 26

14
16 26 30
20

36 5
30 34

25 35 39
30 42 46

Tech. Code Hole ø
d1 mm

l1
mm

l2
mm

Ext. ø
d2 mm

d3 Ø
mm

3
12 2.5

6 9
4.5

8 11
5
6

16
3

10 13
6.5

12 157
8

8.5 20 15 18

Material 16 Cr Ni 4
Grinding tolerances d1 = F7 and d2 = n6
Heat Treatment Cementing + hardening
Hardness 60 - 62 HRc

DRILL BUSHES DIN 172 – LONG SERIES



N

N.107 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

BUSSOLE AUTOMASCHIANTI IN ACCIAIO ZINCATO

Installatore manuale: N8602Mxx
Installatore a macchina: N8603Mxx

Cod. Tec. GR76
Euro

D1
mm

D2 x P
mm

L
mm

Diametro foratura
mm

Profondità foratura
mm



N860003 26,40 M3 MF5 x 0,5 6 4,6 - 4,8 8

100

N860004 30,90 M4 MF6,5 x 0,75 8 5,9 - 6,2 10
N860005 43,90 M5 MF8 x 1 10 7,2 - 7,6 13
N860006 50,40 M6 MF10 x 1,5 14 8,8 - 9,4 17
N860008 60,80 M8 MF12 x 1,5 15 10,8 - 11,4 18
N860010 88,70 M10 MF14 x 1,5 18 12,8 - 13,4 22
N860012 140,80 M12 MF16 x 1,5

22
14,8 - 15,4 26

N860016 234,60 M16 MF20 x 1,5 18,8 - 19,4 27 50

ART. N8600
Bussole metalliche automaschianti con filettatura interna ed
esterna in acciaio cementato e zincato ideali per la creazione
di collegamenti a vite metrica capaci di sostenere forti carichi,
resistenti all'usura e alle vibrazioni indicate per materiali con scarsa
resistenza al taglio, come le leghe di alluminio, l'ottone, il bronzo, la
ghisa e le resine duroplastiche e termoplastiche.
Le bussole filettate si accoppiano conicamente per la forma
nell'estremità inferiore e possiedono una fessura a taglio mediante
la quale si autofilettano avvitandosi in un foro, ciò garantisce un
fissaggio assolutamente stabile e sicuro.

BUSSOLE AUTOMASCHIANTI IN ACCIAIO INOX

Installatore manuale: N8602Mxx
Installatore a macchina: N8603Mxx

Cod. Tec. GR76
Euro

D1
mm

D2 x P
mm

L
mm

Diametro foratura
mm

Profondità foratura
mm



N860103 253,00 M3 MF5 x 0,5 6 4,6 - 4,8 8

50

N860104 171,00 M4 MF6,5 x 0,75 8 5,9 - 6,2 10
N860105 225,00 M5 MF8 x 1 10 7,2 - 7,6 13
N860106 270,00 M6 MF10 x 1,5 14 8,8 - 9,4 17
N860108 315,00 M8 MF12 x 1,5 15 10,8 - 11,4 18
N860110 333,00 M10 MF14 x 1,5 18 12,8 - 13,4 22
N860112 486,00 M12 MF16 x 1,5 22 14,8 - 15,4 26 20

ART. N8601
Bussole metalliche automaschianti con filettatura interna ed esterna
in acciaio inox ideali per la creazione di collegamenti a vite metrica
capaci di sostenere forti carichi, resistenti all'usura e alle vibrazioni
indicate per materiali con scarsa resistenza al taglio, come le leghe
di alluminio, l'ottone, il bronzo, la ghisa e le resine duroplastiche e
termoplastiche.
Le bussole filettate si accoppiano conicamente per la forma
nell'estremità inferiore e possiedono una fessura a taglio mediante
la quale si autofilettano avvitandosi in un foro, ciò garantisce un
fissaggio assolutamente stabile e sicuro.

N.107Indivisible package  Suggested retail package - Unit price

THREADED INSERTS SELF-TAPPING WITH CUTTING SLOT

Manual fitter: N8602Mxx
Machine fitter: N8603Mxx

Tech. Code D1
mm

D2 x P
mm

L
mm

Drilling diameter
mm

Drilling depth
mm



M3 MF5 x 0,5 6 4,6 - 4,8 8

100

M4 MF6,5 x 0,75 8 5,9 - 6,2 10
M5 MF8 x 1 10 7,2 - 7,6 13
M6 MF10 x 1,5 14 8,8 - 9,4 17
M8 MF12 x 1,5 15 10,8 - 11,4 18

M10 MF14 x 1,5 18 12,8 - 13,4 22
M12 MF16 x 1,5

22
14,8 - 15,4 26

M16 MF20 x 1,5 18,8 - 19,4 27 50

ITEM: N8600
Material: Steel
Version: Steel, case-hardened, galvanized.

Note:
Self-tapping threaded inserts for making high-strength, wear-free,
vibration resistant screw connections in materials with low shear
strength such as aluminium and aluminium alloys, brass, bronze,
cast iron, duro and thermoplastics.
The threaded inserts are tapered at the bottom and have a cutting
slot. By screwing in they cut their own threads inside a receiver
hole. This guarantees a completely secure and firm anchoring in the
host material. Internal thread D1 acc. to ISO 6H.
The threaded inserts with cutting slot spring slightly inwards in the
slot region in some materials. This results in a screw locking effect.
If this is not desired, we recommend the threaded inserts with a
cutting bore.

THREADED INSERTS SELF-TAPPING WITH CUTTING SLOT

Manual fitter: N8602Mxx
Machine fitter: N8603Mxx

Tech. Code D1
mm

D2 x P
mm

L
mm

Drilling diameter
mm

Drilling depth
mm



M3 MF5 x 0,5 6 4,6 - 4,8 8

50

M4 MF6,5 x 0,75 8 5,9 - 6,2 10
M5 MF8 x 1 10 7,2 - 7,6 13
M6 MF10 x 1,5 14 8,8 - 9,4 17
M8 MF12 x 1,5 15 10,8 - 11,4 18

M10 MF14 x 1,5 18 12,8 - 13,4 22
M12 MF16 x 1,5 22 14,8 - 15,4 26 20

ITEM: N8601
Material: Stainless Steel
Version: Stainless steel bright.

Note:
Self-tapping threaded inserts for making high-strength, wear-free,
vibration resistant screw connections in materials with low shear
strength such as aluminium and aluminium alloys, brass, bronze,
cast iron, duro and thermoplastics.
The threaded inserts are tapered at the bottom and have a cutting
slot. By screwing in they cut their own threads inside a receiver
hole. This guarantees a completely secure and firm anchoring in the
host material. Internal thread D1 acc. to ISO 6H.
The threaded inserts with cutting slot spring slightly inwards in the
slot region in some materials. This results in a screw locking effect.
If this is not desired, we recommend the threaded inserts with a
cutting bore.



N

N.108 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ART. N8630
Maschi finitori per impiego a mano e a macchina.

Cod. Tec. GR76
Euro Per filetti

N8630M3X0,5 15,20 M3
N8630M4X0,7 15,20 M4
N8630M5X0,8 15,50 M5
N8630M6X1,0 15,50 M6
N8630M8X1,0 27,00 MF8 x 1
N8630M8X1,25 17,70 M8
N8630M10X1,0 31,20 MF10 x 1
N8630M10X1,25 34,30 MF10 x 1,25

Cod. Tec. GR76
Euro Per filetti

N8630M10X1,50 20,80 M10
N8630M12X1,25 38,50 MF12 x 1,25
N8630M12X1,75 31,00 M12
N8630M14X1,25 51,80 MF14 x 1,25
N8630M14X2,0 44,00 M14
N8630M16X2,0 52,40 M16
N8630M18X2,5 82,80 M18
N8630M20X2,5 104,70 M20

MASCHI FINITORI PER FILETTI RIPORTATI

Posizione finale:
filetto 1/4 2 1/2 spira sotto il piano

Codolo di trascinamento

ART. N8610
Filetti riportati a spirale in acciaio inossidabile con resistenza meccanica molto elevata (145 kg/mm² circa).
Nella loro tipica conformazione a molla essi formano due filettature perfettamente concentriche, una
esterna e l’altra interna. Quella esterna consente l’inserimento del filetto riportato in un foro filettato con
un maschio specifico, mentre quella interna permette di accogliere una vite con la massima precisione.

Il codolo di trascinamento, indispensabile per l’operazione di inserimento del filetto nel foro, viene
facilmente tolto dopo il montaggio con l’aiuto di un semplice attrezzo chiamato troncatore. I filetti riportati
allo stato libero hanno il diametro esterno di dimensione maggiore rispetto a quello del foro dove sarà
alloggiato, La deformazione elastica che subisce entrando nel foro dà luogo ad una forza che tiene
saldamente ancorato il filetto alle pareti, impedendone la fuoriuscita.

I prezzi riportati sono per 100 pezzi.

Cod. Tec. GR76
Euro

Dimensioni
mm

A
mm

B
mm

C
mm

Foratura




N8610M30515D 37,70 M3 x 0,5 x 4,5d 4,00 4,50 6,50
3,20

100

N8610M3051D 36,20 M3 x 0,5 x 3d 2,50 3,00 5,00
N8610M3052D 41,70 M3 x 0,5 x 6d 5,50 6,00 8,00

N8610M04071D 30,60 M4 x 0,7 x 1d 3,30 4,00 6,80
4,20N8610M040715D 33,60 M4 x 0,7 x 1,5d 5,30 6,00 8,80

N8610M04072D 36,80 M4 x 0,7 x 2d 7,30 8,00 10,80
N8610M05081D 36,50 M5 x 0,80 x 1d 4,20 5,00 8,20

5,20N8610M050815D 34,70 M5 x 0,80 x 1,5d 6,70 7,50 10,70
N8610M05082D 38,30 M5 x 0,80 x 2d 9,20 10,00 13,20
N8610M0611D 37,50 M6 x 1 x 1d 5,00 6,00 10,00

6,30N8610M06115D 37,50 M6 x 1 x 1,5d 8,00 9,00 13,00
N8610M0612D 42,50 M6 x 1 x 2d 11,00 12,00 16,00

N8610M081251D 40,40 M8 x 1,25 x 1d 6,80 8,00 13,00

8,40
N8610M0812515D 44,50 M8 x 1,25 x 1,5d 10,80 12,00 17,00
N8610M081252D 51,50 M8 x 1,25 x 2d 14,80 16,00 21,00
N8610M0812525D 71,30 M8 x 1,25 x 2,5d 18,8 20,00 25,00
N8610M101251D 60,70 M10 x 1,25 x 1d 8,80 10,00 15,00

10,40N8610M1012515D 89,90 M10 x 1,25 x 1,5d 13,80 15,00 20,00
N8610M101252D 107,10 M10 x 1,25 x 2d 18,80 20,00 25,00
N8610M101501D 48,00 M10 x 1,50 x 1d 8,50 10,00 16,00

10,50N8610M1015015D 54,40 M10 x 1,50 x 1,5d 13,50 15,00 21,00
N8610M101502D 62,30 M10 x 1,50 x 2d 18,50 20,00 26,00
N8610M121251D 86,30 M12 x 1,25 x 1d 10,80 12,00 17,00

12,35N8610M1212515D 132,30 M12 x 1,25 x 1,5d 16,80 18,00 23,00

50

N8610M121252D 177,50 M12 x 1,25 x 2d 22,80 24,00 29,00
N8610M121751D 72,00 M12 x 1,75 x 1d 10,30 12,00 19,00

12,50N8610M1217515D 86,00 M12 x 1,75 x 1,5d 16,30 18,00 25,00
N8610M121752D 110,10 M12 x 1,75 x 2d 22,30 24,00 31,00
N8610M141251D 86,30 M14 x 1,25 x 1d 12,80 14,00 20,00

14,40N8610M1412515D 132,30 M14 x 1,25 x 1,5d 19,80 21,00 27,00
N8610M141252D 177,50 M14 x 1,25 x 2d 26,80 28,00 34,00
N8610M142001D 149,20 M14 x 2 x 1d 12,00 14,00 22,00

14,50N8610M1420015D 158,80 M14 x 2 x1,5d 19,00 21,00 29,00
N8610M142002D 220,00 M14 x 2 x 2d 26,00 28,00 36,00
N8610M162001D 128,60 M16 x 2 x 1d 14,00 16,00 24,00

16,50 25N8610M1620015D 160,80 M16 x 2 x 1,5d 22,00 24,00 32,00
N8610M162002D (194,10) M16 x 2 x 2d 30,00 32,00 40,00
N8610M182501D (388,30) M18 x 2,50 x 1d 15,50 18,00 28,00

18,75

20

N8610M1825015D (465,90) M18 x 2,50 x 1,5d 24,50 27,00 37,00
N8610M182502D (516,50) M18 x 2,50 x 2d 33,50 36,00 46,00
N8610M202501D (261,30) M20 x 2,50 x 1d 17,50 20,00 30,00

20,75N8610M2025015D 348,40 M20 x 2,50 x 1,5d 27,50 30,00 40,00
N8610M202502D (513,70) M20 x 2,50 x 2d 37,50 40,00 50,00

FILETTI RIPORTATI IN ACCIAIO INOX

N.108 Indivisible package   Suggested retail package - Unit price

ITEM: N8630
Taps for hand or machine use.

Tech. Code For threads

M3
M4 x 0.70
M5 x 0.80
M6 x 1.00
MF8 x 1

M8 x 1.25
MF10 x 1

M10 x 1.25

Tech. Code For threads

M10 x 1.50
M12 x 1.25
M12 x 1.75
M14 x 1.25
M14 x 2.00
M16 x 2.00
M18 x 2.50
M20 x 2.50

TAPS FOR WIRE THREAD INSERTS

Final position:
thread 1/4 2 1/2 wap under the surface

positioning tang

ITEM: N8610
Spiral wire thread Inserts in stainless steel with high mechanical resistance (145kg/mm² about).
They form two perfectly threaded threads in their typical spring shape, one external and the other Internal.
The external allows the Insertion of the thread in a threaded hole, with a specific tap, while the Internal
allows to receive a screw with the upmost precision.

The drive tang is essential for the thread Insertion operation into the hole, easily removed
after mounting with the help of a simple tool called trimmer. The wire thread Inserts
have an external diameter larger than the hole where it is housed. The elastic deformation
that undergoes entering into the hole gives a firm holding force to the walls of the thread, preventing
it to come out.

The brought prices are for 100 pieces.

Tech. Code Dimensions
mm

A
mm

B
mm

C
mm

Hole




M3 x 0,5 x 4,5d 4,00 4,50 6,50
3.20M3 x 0,5 x 3d 2,50 3,00 5,00

M3 x 0,5 x 6d 5,50 6,00 8,00
M4 x 0.7 x 1 d 3.30 4.00 6.80

4.20M4 x 0.7 x 1.5 d 5.30 6.00 8.80
M4 x 0.7 x 2 d 7.30 8.00 10.80

M5 x 0.80 x 1 d 4.20 5.00 8.20
5.20M5 x 0.80 x 1.5 d 6.70 7.50 10.70

M5 x 0.80 x 2 d 9.20 10.00 13.20
M6 x 1 x 1 d 5.00 6.00 10.00

6.30M6 x 1 x 1.5 d 8.00 9.00 13.00
M6 x 1 x 2 d 11.00 12.00 16.00

M8 x 1.25 x 1 d 6.80 8.00 13.00

8.40
M8 x 1.25 x 1.5 d 10.80 12.00 17.00
M8 x 1.25 x 2 d 14.80 16.00 21.00

M8 x 1,25 x 2,5d 18,8 20,00 25,00
M10 x 1.25 x 1 d 8.80 10.00 15.00

10.40M10 x 1.25 x 1.5 d 13.80 15.00 20.00
M10 x 1.25 x 2 d 18.80 20.00 25.00
M10 x 1.50 x 1 d 8.50 10.00 16.00

10.50M10 x 1.50 x 1.5 d 13.50 15.00 21.00
M10 x 1.50 x 2 d 18.50 20.00 26.00
M12 x 1.25 x 1 d 10.80 12.00 17.00

12.35M12 x 1.25 x 1.5 d 16.80 18.00 23.00
M12 x 1.25 x 2 d 22.80 24.00 29.00
M12 x 1.75 x 1 d 10.30 12.00 19.00

12.50M12 x 1.75 x 1.5 d 16.30 18.00 25.00
M12 x 1.75 x 2 d 22.30 24.00 31.00
M14 x 1.25 x 1 d 12.80 14.00 20.00

14.40M14 x 1.25 x 1.5 d 19.80 21.00 27.00
M14 x 1.25 x 2 d 26.80 28.00 34.00

M14 x 2 x 1 d 12.00 14.00 22.00
14.50M14 x 2 x 1.5 d 19.00 21.00 29.00

M14 x 2 x 2 d 26.00 28.00 36.00
M16 x 2 x 1 d 14.00 16.00 24.00

16.50M16 x 2 x 1.5 d 22.00 24.00 32.00
M16 x 2 x 2 d 30.00 32.00 40.00

M18 x 2.50 x 1 d 15.50 18.00 28.00
18.75M18 x 2.50 x 1.5 d 24.50 27.00 37.00

M18 x 2.50 x 2 d 33.50 36.00 46.00
M20 x 2.50 x 1 d 17.50 20.00 30.00

20.75M20 x 2.50 x 1.5 d 27.50 30.00 40.00
M20 x 2.50 x 2 d 37.50 40.00 50.00

WIRE THREAD INSERTS IN STAINLESS STEEL



N

N.109 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

ART. N8690
Kit di riparazione multidimensione per filetti riportati studiati per soddisfare le necessità dei tecnici addetti
alla manutenzione, pratici e funzionali.

Composizione del kit:
- 4 Attrezzi di posa per filetti M6 - M8 - M10 - M12
- 4 Maschi finitori per filetti M6 - M8 - M10 - M12
- 4 Troncatori per filetti M6 - M8 - M10 - M12
- 15 Filetti riportati 1,5xD per ogni dimensione M6x1 - M8x1,25 - M10x1,5 - M12x1,75

Cod. Tec. GR76
Euro Per filetti Pezzi

N8690KITMULTI 369,80 M6 - M8 - M10 - M12 72

KIT RIPARAZIONE PER FILETTI RIPORTATI MULTIDIMENSIONE

ART. N8670
Kit di riparazione per filetti riportati studiati per soddisfare le necessità dei tecnici addetti alla manutenzione, pratici e
funzionali.

Composizione del kit:
- 1 attrezzo di posa
- 1 maschio finitore
- 5/6 filetti riportati 1,5xD

Cod. Tec. GR76
Euro Per filetti

N8670M03X0,5 96,40 M3
N8670M04X0,7 80,00 M4
N8670M05X0,8 80,00 M5
N8670M06X1,0 80,00 M6
N8670M08X1,0 90,00 MF8 x 1
N8670M08X1,25 80,80 M8
N8670M10X1,0 110,30 MF10 x 1

Cod. Tec. GR76
Euro Per filetti

N8670M10X1,25 103,10 MF10 x 1,25
N8670M10X1,5 90,60 M10

N8670M12X1,25 110,40 MF12 x 1,25
N8670M12X1,75 104,60 M12
N8670M14X2,0 179,80 M14
N8670M16X2,0 190,30 M16

KIT RIPARAZIONE PER FILETTI RIPORTATI

ART. N8650
Attrezzi di posa monodimensionali per filetti riportati.
Versione con asta di inserimento libera.

Cod. Tec. GR76
Euro Per filetti

N8650M3X0,5 64,30 M3
N8650M4X0,7 52,00 M4
N8650M5X0,8 49,00 M5
N8650M6X1,0 49,00 M6
N8650M8X1,0 49,00 MF8 x 1
N8650M8X1,25 49,00 M8
N8650M10X1,0 54,70 MF10 x 1
N8650M10X1,25 54,70 MF10 x 1,25

Cod. Tec. GR76
Euro Per filetti

N8650M10X1,5 51,30 M10
N8650M12X1,25 54,70 MF12 x 1,25
N8650M12X1,75 51,30 M12
N8650M14X1,25 96,40 MF14 x 1,25
N8650M14X2,0 95,90 M14
N8650M16X2,0 95,90 M16
N8650M18X2,5 130,50 M18
N8650M20X2,5 131,90 M20

ATTREZZI DI POSA PER FILETTI RIPORTATI

N.109Indivisible package  Suggested retail package - Unit price

ITEM: N8690
Thread Inserts repair kits multidimension studied to satisfy the needs of the technicians
of the maintenance, pratical and functional.

Composition:
- 4 Laying tools for thread inserts M6 - M8 - M10 - M12
- 4 Taps for thread inserts M6 - M8 - M10 - M12
- 4 Cut-offs for thread inserts M6 - M8 - M10 - M12
- 15 Thread inserts 1.5xD for each dimension M6x1 - M8x1.25 - M10x1.5 - M12x1.7

Tech. Code For threads Pieces

M6 - M8 - M10 - M12 72

THREAD INSERTS REPAIR KITS MULTIDIMENSION

ITEM: N8670
Thread Inserts repair kits studied to satisfy the needs of the technicians of the maintenance, practical and functional.

Composition of kit:
-1 laying tool
-1 finishing tap
- 5/6 thread Inserts 1,5xD

Tech. Code For threads

M3
M4
M5
M6

MF8 x 1
M8

MF10 x 1

Tech. Code For threads

M10 x 1.25
M10

M12 x 1.25
M12
M14
M16

THREAD INSERTS REPAIR KITS

ITEM: N8650
Mandrels for wire thread Inserts mono dimensional.
Version with free rod insertion movement.

Tech. Code For threads

M3
M4 x 0.70
M5 x 0.80
M6 x 1.00
MF8 x 1

M8 x 1.25
MF10 x 1

MF10 x 1,25

Tech. Code For threads

M10 x 1.50
MF12 x 1,25
M12 x 1.75

MF14 x 1,25
M14 x 2.00
M16 x 2.00
M18 x 2.50
M20 x 2.50

MANDRELS FOR WIRE THREAD INSERTS
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Puoi acquistare qualsiasi prodotto del catalogo STAHLWILLE contattando il
nostro ufficio commerciale. I tempi di consegna dipendono dalla disponibilità
del fornitoreً riceverai una conferma dٔordine con le date dettagliate di
consegna.

I prodotti STAHLWILLE inseriti nel catalogo LINK19
sono disponibili a magazzino e spediti in .ore גא

info@linkspa.it - www.linkspa.it

CATALOGO GENERALE

N.110

To buy any products of this STAHLWILLE catalogue contact our commercial
office. (elivery time depends on the availability of our supplierً you will receive a
confirmation of your order with the details of the delivery date.

The ³T�RnáInnE items included in our nINKח׏ catalogueً
are ready to be delivered in .h גא

info@linkspa.it - www.linkspa.it/en

GENERAL CATALOGUE



N

N.111ˀ CRQIHzLRQH LQGLYLVLELlH     ˀ CRQIHzLRQH GL YHQGLWD VXJJHULWD � , SUHzzL VRQR HVSUHVVL Dll
XQLWj�

Cod. Tec. GR76
Euro $UW� )RUQ�

do
mm

h1
mm

l
mm

W ¿[
mm

9LWH   GV [ l
mm

ˀ

N820505 13,40 6;5[256 5 35 25 5 4,0 [ 30
100N820506 14,24 6;6[306 6 40 30

10
4,5 [ 40

N820508 21,01 6;8[406 8 50 40 5,0 [ 50 50
N820510 50,62 6;10[506 10 70 50 � 6,0 [ 60 25

L'espansione a 4 settori garantisce un'ottima distribuzione delle forze nel materiale, con elevati valori di tenuta in materiali
solidi e cavi.
,O coOOare deO tasseOOo non ad espansione impedisce O
accXmXOo di Ior]e di espansione sXOOa sXperficie deO materiaOe
quando si stringe la vite, in questo modo si evitano danni a piastrelle ed intonaco.
,O coOOarino impedisce aO tasseOOo di penetrare neO Ioro con conseJXente maJJiore ÀessiEiOitj di instaOOa]ione.
/
importante proIonditj di ancoraJJio di 6; siJnifica cKe iO tasseOOo q adatto per fissaJJio in materiaOi caYi� caOcestrX]]o
alleggerito ed intonaco.

Materiali di supporto
Calcestruzzo,mattoni perforati verticalmente, blocco in calcestruzzo alleggerito, solette in mattoni o calcestruzzo, pietra
naturale con struttura densa e mattoni pieni.

TASSELLI IN NYLON SX-S CON VITE A TESTA SVASATA PIANA POZIDRIV

Importante: almeno 1 x diametro della vite

Cod. Tec. GR76
Euro $UW� )RUQ�

do
mm

h1
mm

l
mm

9LWH   GV [ l
mm

W ¿[
mm

ˀ

N82070635 25,28 )86[359
6

45 35 3,5 [ 45
10

100N82070645 28,89 )86[459 55 45 3,5 [ 55
N820708 34,32 )88[509 8 60 50 4,5 [ 60 50
N820710 56,90 )810[609 10 70 60 6,0 [ 80 20 25

,O fissaJJio XniYersaOe )8 e adatto a instaOOa]ioni passanti e non passanti.
1ei materiaOi da costrX]ione pieni O
aYYitamento proYoca Xn
espansione compOeta deO fissaJJio contro Oa parete deO Ioro�
nei materiaOi da costrX]ione Iorati iO corpo deO fissaJJio si espande per sottosTXadro dentro Oa caYitj.

Materiali di supporto
Calcestruzzo, calcestruzzo cellulare, blocco pieno in calcestruzzo alleggerito, blocco forato in calcestruzzo alleggerito,
solai cavi in latero - calcestruzzo, pietra naturale, mattone pieno in laterizio e in silicato di calcio, mattone semipieno in
Oateri]io e in siOicato di caOcio �Iorato YerticaOmente�� cartonJesso e panneOOi di fiEra di Jesso.

TASSELLI NYLON FU CON VITE TESTA SVASATA PIANA IMPRONTA POZIDRIV

SX5x25S SX6x30S SX8x40S SX10x50S

Ø mm 4 5 6 8

Cmin mm - 35 40 50

≥ C20/25 kN 0,30 0,65 0,70 1,20

≥ Mz 12 kN 0,25 0,30 0,60 0,65

≥ .6 12 kN 0,30 0,50 0,60 1,20

≥ 3%2, 332 �*2� kN 0,03 0,03 0,04 0,09

≥ 3%4, 334 �*4� kN 0,09 0,09 0,14 0,30

≥ Hlz 12 �ȡ ≥ 1�0 NJ/Gmñ� kN 0,07 0,07 0,17 0,17

≥ .6/ 12 kN 0,17 0,30 0,35 0,30

kN - - 0,26 0,37

1) Comprende il fattore di sicurezza 7. 2) Valido per azioni di trazione, di taglio e oblique con qualsiasi inclinazione.

TABELLA CARICHI PER TASSELLI MOD. SX

Carichi raccomandati1) per un ancorante singolo.
I valori di carico riportati sono validi per viti da legno con diametro specificato.

Diametro viteDiametro vite

Minima distanza dal bordo nel calcestruzzoMinima distanza dal bordo nel calcestruzzo

Carichi raccomandati per il corrispondente materiale di supporto FCarichi raccomandati per il corrispondente materiale di supporto Frr
2)2)

CalcestruzzoCalcestruzzo

Mattone pieno di laterizioMattone pieno di laterizio

Mattone pieno in silicato di calcioMattone pieno in silicato di calcio

Calcestruzzo aerato autoclavato (cellulare)Calcestruzzo aerato autoclavato (cellulare)

Calcestruzzo aerato autoclavato (cellulare)Calcestruzzo aerato autoclavato (cellulare)

Mattone semipieno in laterizio (perforato verticalmente)Mattone semipieno in laterizio (perforato verticalmente)

Mattone semipieno in silicato di calcio (perforato verticalmente)Mattone semipieno in silicato di calcio (perforato verticalmente)

IntonacoIntonaco

FU 6 V FU 8 V FU 10 V

≥ C20/25 kN 0,14 0,28 0,36

≥ Mz 12 kN 0,08 0,20 0,24

≥ Hlz 12 kN 0,13 0,16 0,21

10 mm kN 0,06 0,06 0,06

1) Comprende il fattore di sicurezza 7. 2) Valido per azioni di trazione, di taglio e oblique con qualsiasi inclinazione.

TABELLA CARICHI PER TASSELLI MOD. FU

Carichi raccomandati1) per un ancorante singolo.

TIPOTIPO

Carichi raccomandati per il corrispondente materiale di supporto FCarichi raccomandati per il corrispondente materiale di supporto Fraccracc
2)2)

CalcestruzzoCalcestruzzo

Mattone pienoMattone pieno

Mattone perforatoMattone perforato

Lastra di cartongessoLastra di cartongesso

N.111Indivisible package  Suggested retail package - Unit price

Tech. Code Supplier code
do

mm
h1

mm
l

mm
t fix
mm

Screw = ds x l
mm



SX5x25S 5 35 25 5 4,0 x 30
SX6x30S 6 40 30

10
4,5 x 40

SX8x40S 8 50 40 5,0 x 50
SX10x50S 10 70 50 - 6,0 x 60

The 4-way expansion provides the optimum force distribution in the material, and offers high load-bearing capacities in
solid and hollow building materials.
The expansion-free plug neck prevents the creation of expansion forces on the material surface whilst screwing in
the screw. This helps to prevent damage to tiles and plaster.
The pronounced rim prevents the plug from slipping into the drill hole, thus allowing for a simple installation.
The greater anchorage depth of the SX means that the plug is especially suited to fixings in hollow building materials,
aerated concrete and to bridge plaster

Building materials
Concrete, vertically perforated brick, hollow block made from lightweight concrete, cavity floor slabs made of brick,
concrete, perforated sand-lime brick, solid sand-lime brick, natural stone with dense structure, aerated concrete, solid
panel made from gypsum, solid brick made from lightweight concrete, solid brick.

NYLON ANCHOR SX MODEL, WITH RIM AND SCREW

Notable: at least 1 x screw diameter

Tech. Code Supplier code
do

mm
h1

mm
l

mm
Screw = ds x l

mm
t fix
mm



FU6x35V
6

45 35 3,5 x 45
10FU6x45V 55 45 3,5 x 55

FU8x50V 8 60 50 4,5 x 60
FU10x60V 10 70 60 6,0 x 80 20

The universal operating principle (knotting or expanding) allows for use in all solid, hollow and board building materials.
Thus the FU is the correct choice for unknown base materials.
The FU's angled connection ridges allow for optimum screw guidance.
Serrated anti-rotation locks prevent rotation in the drill hole.
This guarantees the greatest possible installation safety.
Fixing sets with screws, eye screws and hooks provide the right solution for all applications.

Building materials
Concrete, gypsum plasterboard and gypsum fibre boards, vertically perforated brick, hollow block made from lightweight
concrete, cavity floor slabs made of brick, concrete, perforated sand-lime brick, solid sand-lime brick, aerated concrete.

UNIVERSAL PLUG FU WITH RIM AND SCREW

1) Includes the safety factor 7. 2) Valid for tensile load, shear load and oblique load under any angle.

LOADS TABLE OF ANCHORS SX MODEL

Highest recommended loads1) for a single anchor.
The given loads are valid for wood screws with the specified diameter.

Screw diameter

Min. edge distance in concrete

Recommended loads in the respective base material Fr
2)

Concrete

Solid brick

Solid and lime stone

Aerated concrete

Aerated concrete

Vertically perforated bricks

Perforated sand-lime brick

Plaster wall

1) Includes the safety factor 7. 2) Valid for tensile load, shear load and oblique load under any angle.

LOADS TABLE OF ANCHORS FU MODEL

Highest recommended loads1) for a single anchor.

TYPE

Recommended loads in the respective base material Frec
2)

Concrete

Solid brick

Perforated brick

Plaster wall
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N.112 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR76
Euro Art. Forn.

do
mm

h1
mm

l
mm

M
S

mm


N821006 0,39 PO M 6 8 30 24 M 6 24

100
N821008 0,49 PO M 8 10 40 30 M 8 30
N821010 0,77 PO M 10 12 45 35 M 10 35
N821012 1,49 PO M 12 15 50 40 M 12 40

Tassello con corpo zigrinato per un'ottima aderenza sulle pareti del foro, ridotta profondità di posa, semplice per
l'impiantistica leggera e le condotte d'aria, filettatura metrica, si possono montare barre filettate, viti e tutti gli accessori
filettati.

Materiali di supporto
Calcestruzzo e pietra naturale compatta.

TASSELLI IN OTTONE PO

Cod. Tec. GR76
Euro Art. Forn.

do
mm

h1
mm

l
mm

t fix
mm

Vite = d0 x l
mm



N821506 1,22 TA M6 S 10 65 49
10

M 6 x 60
50N821508 1,55 TA M8 S 12 70 56 M 8 x 65

N821510 2,44 TA M10 S 15 90 69 20 M 10 x 90 25
N821512 3,44 TA M12 S 18 105 86 25 M 12 x 110 20

Tasselli meccanici versatili con ottima distribuzione delle tensioni nel foro grazie ai 3 settori espandenti. Bugnature di
aggrappo per un'ottima aderenza al foro, tappo antipolvere. Ancorante adatto per installazioni non passanti, applicando
la coppia di serraggio prevista, il cono espande il corpo del tassello contro le pareti del foro.

Materiali di supporto
Approvato per calcestruzzo non fessurato con classe di resistenza da C20/25 a C50/60. Adatto anche per calcestruzzo
non fessurato con classe di resistenza C12/15 e C16/20 e pietra naturale compatta.

TASSELLI PER CARICHI MEDIO PESANTI MOD. TA M-S CON VITE TE 8.8 ZINCATA

M 6 M 8 M 10 M 12

mm M 6 M 8 M 10 M 12

� &����� kN ���� 2,00 2,80 3,40

1) È considerato il coefficiente di sicurezza pari a 5.
2) , valori indicati sono riferiti a viti in classe �.�.

3) 9alido per azioni di trazione, di taglio e oblique con qualsiasi inclinazione.

TABELLA CARICHI PER ANCORANTE IN OTTONE MOD. PO

Carichi raccomandati1) per un ancorante singolo.
, valori di carico riportati sono validi per viti con filettatura metrica specificata.

TIPOTIPO

Filettatura metricaFilettatura metrica

Carichi raccomandati nei rispettivi materiale di base FCarichi raccomandati nei rispettivi materiale di base Fraccracc
2) 3)2) 3)

CalcestruzzoCalcestruzzo

TA M6 S 40
100

10,0 3,6 3,3 80 50
TA M8 S 45 20,0 5,7 6,7 90 60
TA M10 S 55 110 40,0 9,5 11,0 110 70
TA M12 S 70 140 75,0 11,9 17,0 160 120

1) Nel calcolo del carico ammissibile sono stati considerati i coefficienti parziali di sicurezza per la resistenza dei materiali, come indicato nel benestare, e il coefficiente
parziale di sicurezza per le azioni γL = 1,4. Un ancorante è considerato singolo quando l‘interasse s ≥ 3 x hef e la distanza dal bordo c ≥ 1,5 x hef.
Per maggiori dettagli consultare il benestare.

2) È possibile utilizzare interassi e distanze dal bordo minimi solo riducendo il carico ammissibile.

3) Per combinazioni di azioni di trazione, di taglio e momenti flettenti, così come per interassi e/o distanze dal bordo ridotti (ancoranti in gruppo) consultare il benestare.

4) Per calcestruzzi di classe superiore (fino a C50/60) è possibile incrementare i carichi ammissibili.

TABELLA CARICHI PER TASSELLI MOD. TA

Ancoranti per carichi pesanti TA M-S/TA M (vite in classe 8.8)
Carichi ammissibili per un ancorante singolo1) in calcestruzzo C20/254)

Per la progettazione deve essere consultato il Benestare Tecnico Europeo ETA 04/0003

TIPOTIPO

Profondità di
ancoraggio efficace

hef

mm

Spessore minimo
supporto

hmin

mm

Coppia di
serraggio

Tinst

nm

Carico ammissibile
a trazione

Namm
3)

kN

Carico ammissibile
a taglio
Vamm

3)

kN

Interasse
minimo

smin
2)

mm

Distanza dal
bordo minima

cmin
2)

mm

CarichiCarichi Calcestruzzo non fessuratoCalcestruzzo non fessurato

N.112 Indivisible package   Suggested retail package - Unit price

Tech. Code Supplier code
do

mm
h1

mm
l

mm
M

S
mm



PO M 6 8 30 24 M 6 24
PO M 8 10 40 30 M 8 30

PO M 10 12 45 35 M 10 35
PO M 12 15 50 40 M 12 40

The compact design of the brass fixing reduces the amount of drilling required, helping to ensure a fast installation.
The special surface structure of the PO prevents the fixing from rotating in the drill hole. This provides increased
installation safety.
The internal thread allows for the use of standard metric screws or threaded rods, and for surface flush removal and reuse
of the fixing point. This provides great flexibility.

Building materials
Concrete and natural stone with dense structure.

BRASS FIXING PO

Tech. Code Supplier code
do

mm
h1

mm
l

mm
t fix
mm

Screw = d0 x l
mm



TA M6 S 10 65 49
10

M 6 x 60
TA M8 S 12 70 56 M 8 x 65

TA M10 S 15 90 69 20 M 10 x 90
TA M12 S 18 105 86 25 M 12 x 110

The optimized geometry minimise setting energy and allows for use in extremely narrow spaces. This allows for user-
friendly installation. The three-part expansion sleeve creates even load distribution, thus allowing small edge and axial
spacing. Thus the TA M is extremely flexible.
The metric internal thread allows to use standard screws or threaded rods for the ideal adaptation to suit the intended
use. The red plastic cap protects against soiling and thus ensures free-running of the thread. Versions zinc-plated steel.

Building materials
Approved for concrete C20/25 to C50/60, noncracked, also suitable for concrete C12/15 natural stone with dense
structure.

HEAVY-DUTY ANCHOR TA M-S MODEL WITH TE SCREW

1) Based on safety factor 5.
2) Loads refer to 8.8 class screws.

3) Valid for tensile load, shear load and oblique load under any angle.

LOADS TABLE OF ANCHORS PO MODEL

Highest recommended loads1) for a single anchor.
The given loads are valid for machine screws with the specified thread si]e.

TYPE

Thread size

Reccomended loads in the respective base material Frec
2) 3)

Concrete

1) The partial safety factors for material resistance as regulated in the approval as well as a partial safety factor for load actions of γL = 1,4. As an single anchor counts e.g.
an anchor counts with a spacing s ≥ 3 x hef and an edge distance c ≥ 1,5 x hef. Accurate data see approval.

2) Minimum possible axial spacings resp. edge distance while reducing the permissible load.

3) For combinations of tensile loads, shear loads, bending moments as well as reduced edge distances or spacings (anchor groups) see approval.

4) For higher concrete strength classes up to C50/60 higher permissible loads may be possible.

LOADS TABLE OF ANCHORS TA MODEL

Heavy-duty anchor TA M-S/TA M (screw with grade 8.8)
Highest permissible loads for a single anchor1) in concrete C20/254)

For the design the complete approval ETA 04/0003 has to be considered

TYPE

Effective
anchorage depth

hef

mm

Min. member thickness
hmin

mm

Installation
torque

Tinst

nm

Permissible
tensile load

Nperm
3)

kN

Permissible
shear load

Vperm
3)

kN

Min.
spacing

smin
2)

mm

Min.
edge distance

cmin
2)

mm

Loads Non-cracked concrete
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N.113 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR76
Euro Art. Forn.

do
mm

h1
mm

l
mm

t fix
mm

Vite = d0 x l
mm



N822006 1,44 SL M 6 S vite TE 12 60 45
10

M 6 x 50
50N822008 1,82 SL M 8 S vite TE 14 65 50 M 8 x 60

N822010 3,11 SL M 10 S vite TE 16 80 60
20

M 10 x 80 25
N822012 4,60 SL M 12 S vite TE 20 95 75 M 12 x 90 20

Tasselli in acciaio con doppio guscio e alette anti rotazione.
Ottimo anche su calcestruzzi con bassa resistenza alla compressione, solette di scarsa qualità e pietra o materiali
compatti, grazie alla sua ampia espansione e all'aggrappaggio nel foro.
Boccola rossa di centraggio per garantire la migliore funzionalità dell'ancorante. Tappo antipolvere per proteggere il filetto
nel foro in fase di serraggio.

Versione zincata con vite TE in acciaio 8.8.

Materiali di supporto
Adatto per calcestruzzo non fessurato con classe di resistenza da C12/15 a C50/60, pietra naturale compatta e mattone
pieno.

TASSELLI PER CALCESTRUZZO NON FESSURATO MOD. SLM CON VITE TE 8.8 ZINCATA

45
100

10,0 3,0 64 56
50 25,0 3,8 72 63
60 45,0 4,9 88 77
75 120 75,0 7,3 112 98

1) Nel calcolo del carico ammissibile sono stati considerati i coefficienti parziali di sicurezza per la resistenza dei materiali, come indicato nel benestare, e il coefficiente
parziale di sicurezza per le azioni γL = 1,4. Un ancorante è considerato singolo quando l‘interasse s ≥ 3 x hef e la distanza dal bordo c ≥ 1,5 x hef.
Per maggiori dettagli consultare il benestare.

2) È possibile utilizzare interassi e distanze dal bordo minimi solo riducendo il carico ammissibile.

3) Per combinazioni di azioni di trazione, di taglio e momenti flettenti, così come per interassi e/o distanze dal bordo ridotti (ancoranti in gruppo) consultare il benestare.

4) Per calcestruzzi di classe superiore (fino a C50/60) è possibile incrementare i carichi ammissibili.

TABELLA CARICHI PER TASSELLI MOD. TE

Ancoranti SL M-S/SL M-B
Carichi raccomandati per ancorante singolo1) in calcestruzzo C20/254)

TIPOTIPO

Profondità di
ancoraggio efficace

hef

mm

Spessore minimo
supporto

hmin

mm

Coppia di
serraggio

Tinst

nm

Carico
raccomandato

Fracc
3)

kN

Interasse
minimo

smin
2)

mm

Distanza dal
bordo minima

cmin
2)

mm

CarichiCarichi Calcestruzzo non fessuratoCalcestruzzo non fessurato

SL M 6 S vite TESL M 6 S vite TE
SL M 8 S vite TESL M 8 S vite TE

SL M 10 S vite TESL M 10 S vite TE
SL M 12 S vite TESL M 12 S vite TE

Technology
Efficiency

Enduranceprecision tooling

N.113Indivisible package  Suggested retail package - Unit price

Tech. Code Supplier code
do

mm
h1

mm
l

mm
t fix
mm

Screw = d0 x l
mm



SL M 6 S vite TE 12 60 45
10

M 6 x 50
SL M 8 S vite TE 14 65 50 M 8 x 60
SL M 10 S vite TE 16 80 60

20
M 10 x 80

SL M 12 S vite TE 20 95 75 M 12 x 90

The optimized geometry minimizes setting energy and allows for use in extremely narrow spaces. This allows for user-
friendly installation.
The three-part expansion sleeve creates even load distribution, thus allowing small edge and axial spacing.
Thus the SLM is extremely flexible.
The metric internal thread allows to use standard screws or threaded rods for the ideal adaptation to suit the intended use.
The red plastic cap protects against soiling and thus ensures free-running of the thread.

Zinc version with TE screw in steel 8.8.

Building materials
Approved for, concrete C20/25 to C50/60, non-cracked.
Also suitable for, concrete C12/15 natural stone with dense structure.

HEAVY-DUTY ANCHOR SLM WITH SCREW TE 8.8

1) The partial safety factors for material resistance as regulated in the approval as well as a partial safety factor for load actions of γL = 1,4. As an single anchor counts e.g.
an anchor counts with a spacing s ≥ 3 x hef and an edge distance c ≥ 1,5 x hef. Accurate data see approval.

2) Minimum possible axial spacings resp. edge distance while reducing the permissible load.

3) For combinations of tensile loads, shear loads, bending moments as well as reduced edge distances or spacings (anchor groups) see approval.

4) For higher concrete strength classes up to C50/60 higher permissible loads may be possible.

LOADS TABLE OF ANCHORS TE MODEL

Heavy-duty anchor SL M-S/SL M-B
Highest permissible loads for a single anchor1) in concrete C20/254)

TYPE

Effective
anchorage depth

hef

mm

Min. member
hickness

hmin

mm

Installation
torque

Tinst

nm

Recommended
load
Frec

3)

kN

Min.
spacing

smin
2)

mm

Min.
edge distance

cmin
2)

mm

Loads Non-cracked concrete

SL M 6 S screw TE
SL M 8 S screw TE

SL M 10 S screw TE
SL M 12 S screw TE
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N.114 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR76
Euro Art. Forn.

do
mm

h2
mm

l
mm

t fix
mm

M
Ø x mm



N822508005 0,63 FBN II 8/5

8

61 66 5/15 M 8 x 34

50

N822508010 0,63 FBN II 8/10 66 71 10/20 M 8 x 39
N822508020 0,69 FBN II 8/20 76 81 20/30 M 8 x 49
N822508030 0,77 FBN II 8/30 86 91 30/40 M 8 x 59
N822508050 0,77 FBN II 8/50 106 111 50/60 M 8 x 79
N822510010 0,88 FBN II 10/10

10

78 86 10/20 M 10 x 46
N822510020 1,05 FBN II 10/20 88 96 20/30 M 10 x 56
N822510030 1,02 FBN II 10/30 98 106 30/40 M 10 x 66
N822510050 1,05 FBN II 10/50 118 126 50/60 M 10 x 86

20
N822510070 1,69 FBN II 10/70 138 146 70/80 M 10 x 106
N822510100 2,11 FBN II 10/100 168 176 100/110 M 10 x 136
N822512010 1,34 FBN II 12/10

12

95 106 10/25 M 12 x 59
N822512020 1,46 FBN II 12/20 105 116 20/35 M 12 x 69 10
N822512030 1,61 FBN II 12/30 115 126 30/45 M 12 x 79

20N822512050 1,69 FBN II 12/50 135 146 50/65 M 12 x 99
N822516025 2,49 FBN II 16/25

16

129 145 25/40 M 16 x 89

10

N822516050 3,73 FBN II 16/50 154 170 50/65 M 16 x 105
N822516080 5,00 FBN II 16/80 184 200 80/95 M 16 x 144
N822516100 5,89 FBN II 16/100 204 220 110/115 M 16 x 164
N822520030 6,98 FBN II 20/30

20
165 187 30/55

M 20 x 90N822520060 8,10 FBN II 20/60 195 217 60/85
N822520080 8,93 FBN II 20/80 215 237 80/105

Tassello meccanico con elevatissimi carichi, fascetta e cono di espansione innovativi, progettati per lavorare anche
vicino ai bordi e con interassi ridotti, Filetto extra-lungo ideale per ogni tipo di applicazione in carpenteria, impiantistica
ed edilizia. Alta duttilità dell'acciaio con possibili aggiustamenti in fase di montaggio, minimo sforzo per inserire e serrare
il tassello in acciaio con pochi colpi di martello e qualche giro di chiave. Ogni tassello può essere applicato con due
differenti profondità di posa certificate. Adatto per fissaggi distanziati.

Materiali di supporto
Approvato per calcestruzzo non fessurato con classe di resistenza da C20/25 a C50/60.
Adatto anche per calcestruzzo non fessurato con classe di resistenza C12/15 e pietra naturale compatta.

TASSELLI IN ACCIAIO ZINCATO PER CALCESTRUZZO NON FESSURATO MOD. FBN II

FBN II 85) 30
100 15

2,9 7,1
40 40

40 6,1 7,6

FBN II 10 40
100 30

6,1
12,0 50

80
50 8,5 50

FBN II 12 50 100
50

8,5
17,9 70

100
65 120 12,6 70

FBN II 16 65 120
100

12,6 29,0
90

120
80 160 17,2 31,5 90

FBN II 20 80 160
200

17,2
38,3 120 120

105 200 25,9

1) Nel calcolo del carico ammissibile sono stati considerati i coefficienti parziali di sicurezza per la resistenza dei materiali, come indicato nel benestare, e il coefficiente
parziale di sicurezza per le azioni γL = 1,4. Un ancorante è considerato singolo quando l‘interasse s ≥ 3 x hef e la distanza dal bordo c ≥ 1,5 x hef.
Per maggiori dettagli consultare il benestare.

2) È possibile utilizzare interassi e distanze dal bordo minimi solo riducendo il carico ammissibile.

3) Per combinazioni di azioni di trazione, di taglio e momenti flettenti, così come per interassi e/o distanze dal bordo ridotti (ancoranti in gruppo) consultare il benestare.

4) Per calcestruzzi di classe superiore (fino a C50/60) è possibile incrementare i carichi ammissibili.

5) Profonditj di ancoraggio inferiori a 40 mm sono consentite solo per applicazioni ridondanti non strutturali.

TABELLA CARICHI PER TASSELLI MOD. FBN II

Ancorante a espansione FBN II
Carichi ammissibili per un ancorante singolo1) in calcestruzzo C20/254)

Per la progettazione deve essere consultato il Benestare Tecnico Europeo ETA 0�/0211

Profondità di
ancoraggio min

hef - min

mm

Profondità di
ancoraggio max

hef - max

mm

Spessore minimo
supporto

hmin

mm

Coppia di
serraggio

Tinst

nm

Carico ammissibile
a trazione

Namm
3)

kN

Carico ammissibile
a taglio
Vamm

3)

kN

Interasse
minimo

smin
2)

mm

Distanza dal
bordo minima

cmin
2)

mm

Calcestruzzo non fessuratoCalcestruzzo non fessuratoCarichiCarichi

N.114 Indivisible package   Suggested retail package - Unit price

Tech. Code Supplier code
do

mm
h2

mm
l

mm
t fix
mm

M
Ø x mm



FBN II 8/5

8

61 66 5/15 M 8 x 34
FBN II 8/10 66 71 10/20 M 8 x 39
FBN II 8/20 76 81 20/30 M 8 x 49
FBN II 8/30 86 91 30/40 M 8 x 59
FBN II 8/50 106 111 50/60 M 8 x 79

FBN II 10/10

10

78 86 10/20 M 10 x 46
FBN II 10/20 88 96 20/30 M 10 x 56
FBN II 10/30 98 106 30/40 M 10 x 66
FBN II 10/50 118 126 50/60 M 10 x 86
FBN II 10/70 138 146 70/80 M 10 x 106

FBN II 10/100 168 176 100/110 M 10 x 136
FBN II 12/10

12

95 106 10/25 M 12 x 59
FBN II 12/20 105 116 20/35 M 12 x 69
FBN II 12/30 115 126 30/45 M 12 x 79
FBN II 12/50 135 146 50/65 M 12 x 99
FBN II 16/25

16

129 145 25/40 M 16 x 89
FBN II 16/50 154 170 50/65 M 16 x 105
FBN II 16/80 184 200 80/95 M 16 x 144

FBN II 16/100 204 220 110/115 M 16 x 164
FBN II 20/30

20
165 187 30/55

M 20 x 90FBN II 20/60 195 217 60/85
FBN II 20/80 215 237 80/105

The standard anchorage depth achieves the maximum load-bearing capacities. Thus fewer fixing points and smaller
anchor plates are required.
The reduced anchorage depth reduces the drill hole depth. This minimizes the amount of time needed for installation
whilst increasing flexibility.
The long thread balances component tolerances and allows for stand-off installations, thus increasing flexibility.
Few hammer blows and the minimal torque slippage allow for a noticeably simpler installation. The drive-in pin protects
the thread from damage, and thus ensures a faster installation and dismantling of the attachment.

Building materials
Approved for concrete C20/25 to C50/60, non cracked
Also suitable for concrete C12/15 and natural stone with dense structure

BOLT ANCHOR ZINC-PLATED STEEL

FBN II 85)

FBN II 10

FBN II 12

FBN II 16

FBN II 20

1) The partial safety factors for material resistance as regulated in the approval as well as a partial safety factor for load actions of γL = 1,4. As an single anchor counts e.g.
an anchor counts with a spacing s ≥ 3 x hef and an edge distance c ≥ 1,5 x hef. Accurate data see approval.

2) Minimum possible axial spacings resp. edge distance while reducing the permissible load.

3) For combinations of tensile loads, shear loads, bending moments as well as reduced edge distances or spacings (anchor groups) see approval.

4) For higher concrete strength classes up to C50/60 higher permissible loads may be possible.

5) The anchorage depths smaller than 40 mm are only allowed for multiple use for non-structural applications.

LOADS TABLE OF ANCHORS FBN II MODEL

Bolt anchor FBN II
Highest permissible loads for a single anchor1) in concrete C20/254)

For the design the complete approval ETA - 0�/0211 has to be considered.

TYPE

Min. effective
anchorage depth

hef - min

mm

Max. effective
anchorage depth

hef - max

mm

Min. member
thickness

hmin

mm

Installation
torque

Tinst

nm

Permissible
tensile load

Nperm
3)

kN

Permissible
shear load

Vperm
3)

kN

Min.
spacing

smin
2)

mm

Min.
edge distance

cmin
2)

mm

Non-cracked concreteLoads



N

N.115 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. GR76
Euro Art. Forn.

do
mm

h2 (*)
mm

l
mm

t fix
mm

Filettatura
mm



N823008010 1,05 FAZ II 8/10 (1)
8

65 75 10/- M 8 x 38
50N823008050 1,57 FAZ II 8/50 (1) 105 115 50/- M 8 x 78

N823010010 1,49 FAZ II 10/10 (1)
10

85 95 10/30 M 10 x 53
N823010050 2,11 FAZ II 10/50 (1) 125 135 50/70 M 10 x 93

20
N823012010 2,00 FAZ II 12/10 (1)

12

100 110 10/30 M 12 x 61
N823012020 2,28 FAZ II 12/20 (1) 110 120 20/40 M 12 x 71
N823012030 2,66 FAZ II 12/30 (1) 120 130 30/50 M 12 x 81
N823012050 3,21 FAZ II 12/50 (1) 140 150 50/70 M 12 x 101
N823016025 4,78 FAZ II 16/25 (1)

16
135 148 25/45 M 16 x 84

10N823016050 5,82 FAZ II 16/50 (1) 160 173 50/70 M 16 x 109
N823016100 7,16 FAZ II 16/100 (1) 210 223 100/120 M 16 x 159

*) Per installazioni passanti
1) Solo con profondità di ancoraggio standard

L'innovativa fascetta di espansione assicura una distribuzione uniforme del carico e garantisce elevatissimi standard
prestazionali.
Massima sicurezza e migliori prestazioni garantite dalle certificazioni internazionali, ridotte distanze dai bordi e fra gli
ancoranti grazie alla geometria del bullone, installazione semplice e veloce con pochi colpi di martello e ridotti giri di
avvitamento. Doppia profondità di inserimento certificata. Ancoraggio sismico certificato secondo la normativa europea
(categoria di prestazione sismica C1) e secondo normativa americana (zone di progettazione sismica A/F).
Certificato agli urti.

Materiali di supporto
Approvato per calcestruzzo con classe di resistenza da C20/25 a C50/60, fessurato e non fessurato. Adatto anche per
calcestruzzo fessurato e non fessurato con classe di resistenza C12/15, pietra naturale compatta.

TASSELLI PER CALCESTRUZZO FESSURATO E PER APPLICAZIONI SISMICHE MOD. FAZ II

FAZ II 8 45 100 20 2,4 6,9 35 40 4,3 6,9 40 40

FAZ II 10 40 80
45 4,3

8,7
40 45

6,1
11,4 40 45

60 120 11,4 7,6

FAZ II 12 50 100
60

6,1 13,9
50 55

8,5
16,9 50 55

70 140 7,6 16,9 11,9

FAZ II 16 65 140
110

9,0 20,7
65 65

12,6 29,0
65 65

85 170 13,4 31,4 18,8 31,4

1) Nel calcolo del carico ammissibile sono stati considerati i coefficienti parziali di sicurezza per la resistenza dei materiali, come indicato nel benestare, e il coefficiente
parziale di sicurezza per le azioni γL = 1,4. Un ancorante è considerato singolo quando l‘interasse s ≥ 3 x hef e la distanza dal bordo c ≥ 1,5 x hef.
Per maggiori dettagli consultare il benestare.

2) È possibile utilizzare interassi e distanze dal bordo minimi con lo spessore minimo del supporto (hmin ≥ 2 x hef) solo riducendo il carico ammissibile. La combinazione
dei valori minimi di distanza dal bordo e interasse non è possibile. Uno di essi deve essere incrementato in accordo al benestare.

3) Per combinazioni di azioni di trazione, di taglio e momenti flettenti, così come per interassi e/o distanze dal bordo ridotti (ancoranti in gruppo) consultare il benestare.

4) Per calcestruzzi di classe superiore (fino a C50/60) è possibile incrementare i carichi ammissibili.

5) Secondo il benestare lo spessore minimo del supporto (hmin ≥ 2 x h ef) può essere ridotto sotto specifiche condizioni.

TABELLA CARICHI PER TASSELLI MOD. FAZ II

Ancorante a espansione FAZ II
Carichi ammissibili per un ancorante singolo1) in calcestruzzo C20/254)

Per la progettazione deve essere consultato il Benestare Tecnico Europeo ETA 05/0069

TIPOTIPO

Profondità di
ancoraggio

min
hef - min

mm

Profondità di
ancoraggio

max
hef - max

mm

Spessore
minimo

supporto5)

hmin

mm

Coppia di
serraggio

Tinst

nm

Carico
ammissibile a

trazione
Namm

3)

kN

Carico
ammissibile a

taglio
Vamm

3)

kN

Interasse
minimo

smin
2)

mm

Distanza dal
bordo minima

cmin
2)

mm

Carico
ammissibile a

trazione
Namm

3)

kN

Carico
ammissibile a

taglio
Vamm

3)

kN

Interasse
minimo

smin
2)

mm

Calcestruzzo non fessuratoCalcestruzzo non fessuratoCalcestruzzo fessuratoCalcestruzzo fessuratoCarichiCarichi

Distanza dal
bordo minima

cmin
2)

mm

N.115Indivisible package  Suggested retail package - Unit price

Tech. Code Supplier code
do

mm
h2 (*)
mm

l
mm

t fix
mm

Threading
mm



FAZ II 8/10 (1)
8

65 75 10/- M 8 x 38
FAZ II 8/50 (1) 105 115 50/- M 8 x 78

FAZ II 10/10 (1)
10

85 95 10/30 M 10 x 53
FAZ II 10/50 (1) 125 135 50/70 M 10 x 93
FAZ II 12/10 (1)

12

100 110 10/30 M 12 x 61
FAZ II 12/20 (1) 110 120 20/40 M 12 x 71
FAZ II 12/30 (1) 120 130 30/50 M 12 x 81
FAZ II 12/50 (1) 140 150 50/70 M 12 x 101
FAZ II 16/25 (1)

16
135 148 25/45 M 16 x 84

FAZ II 16/50 (1) 160 173 50/70 M 16 x 109
FAZ II 16/100 (1) 210 223 100/120 M 16 x 159

*) For through fixings
1) Approved for sismicperformance category C1 according to ETA-05/0069

The FAZ ll tried and tested expansion clip enables the highest load bearing capacity. Thus fewer fixing points and smaller
anchor plates are required.
The reduced anchorage depth allows for significantly reduced drill hole depths and reduces the number of reinforcement
hits. This allows for a noticeably quicker installation.
Fewer hammer blows when hammering in the anchor, together with the low torque slippage, ensure a noticeably
simple and comfortable setting process.
The international approvals guarantee maximum safety and the best performance. These approvals even cover use in
earthquake zones (sismic).

Building materials
Approved for concrete C20/25 to C50/60, cracked. Concrete C20/25 to C50/60, non-cracked. Also suitable for concrete
C12/15, natural stone with dense structure.

BOLT ANCHOR FAZ II MODEL

FAZ II 8

FAZ II 10

FAZ II 12

FAZ II 16

1) The partial safety factors for material resistance as regulated in the approval as well as a partial safety factor for load actions of γL = 1,4. As an single anchor counts e.g.
an anchor counts with a spacing s ≥ 3 x hef and an edge distance c ≥ 1,5 x hef. Accurate data see approval.

2) Minimum possible axial spacings resp. edge distance while reducing the permissible load for the minimum member thickness (hmin ≥ 2 x hef).
The combination of the given min. spacing and min. edge distance is not possible. One of them has to be increased according approval.

3) For combination of tensile loads, shear loads, bending moments as well as reduced edge distances or spacings (anchor groups) see approval.

4) For higher concrete strength classes up to C50/60 higher permissible loads may be possible.

5) According approval the minimum member thickness (hmin ≥ 2 x hef) can be reduced under specific conditions.

LOADS TABLE OF BOLT ANCHORS FAZ II MODEL

Bolt anchor FAZ II
Highest permissible loads for a single anchor1) in concrete C20/254)

For the design the complete approval ETA - 05/0069 has to be considered.

TYPE

Min. effective
anchorage

depth
hef - min

mm

Max.effective
anchorage

depth
hef - max

mm

Min. member
thickness5)

hmin

mm

Installation
torque

Tinst

nm

Permissible
tensile load

Nperm
3)

kN

Permissible
shear load

Vperm
3)

kN

Min.
spacing

smin
2)

mm

Min.
edge distance

cmin
2)

mm

Permissible
tensile load

Nperm
3)

kN

Permissible
shear load

Vperm
3)

kN

Min.
spacing

smin
2)

mm

Non-cracked concreteCracked concreteLoads

Min.
edge

distance
cmin

2)

mm



N

N.116 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

VOLANTINI A 6 LOBI IN DUROPLASTO - FILETTO MASCHIO

Cod. Tec. GR76
Euro

A
mm

D
mm

L
mm

B
mm

C
mm

F
mm

G
mm

Peso
g



N8701200520 1,43 20 M5 20 13 15 7 8 8

10

N8701300610 1,70

30

M6

10

17 24 11 13

16
N8701300615 1,70 15 18
N8701300620 1,72 20 20
N8701300630 1,73 30 22
N8701300640 1,77 40 24
N8701300815 1,80

M8

15 23
N8701300820 1,82 20 25
N8701300825 1,83 25 26
N8701300830 1,83 30 27
N8701400815 2,13

40

15

21 28 13 15

36
N8701400825 2,25 25 39
N8701400830 2,27 30 40
N8701400840 2,31 40 44
N8701400850 2,34 50 46
N8701401030 2,53

M10
30 50

N8701401050 2,53 50 60
N8701500830 2,64

50
M8

30

25 33
15

18

56
N8701500840 2,64 40 60
N8701501030 2,75

M10
30 65

N8701501040 2,94 40 70
N8701601220 3,71

60 M12
20

28 35 20
101

N8701601230 3,77 30 107

ART. N8701
Volantini in duroplasto di colore nero con finitura lucida, resistenti a
solventi oli e grassi, vite in acciaio zincato.

VOLANTINI A 8 LOBI IN TECNOPOLIMERO - FILETTO MASCHIO

Cod. Tec. GR76
Euro

A
mm

D
mm

L
mm

B
mm

C
mm

F
mm

G
mm

Peso
g



N8704250510 0,80

25
M5

10

13 17
8

9

7

10

N8704250515 0,80
15

8
N8704250615 0,84

M6
10

N8704250620 0,84
20

11
N8704350820 1,05 35 M8 18 20 12 26
N8704451030 1,47 45 M10 30 22 26 12 14 51

ART. N8704
Volantini in tecnopolimero di colore nero con finitura opaca, vite in
acciaio zincato.

N.116 Indivisible package   Suggested retail package - Unit price

LOBE KNOBS 6 LOBES IN DUROPLAST - MALE THREAD

Tech. Code A
mm

D
mm

L
mm

B
mm

C
mm

F
mm

G
mm

Weight
g



20 M5 20 13 15 7 8 8

10

30

M6

10

17 24 11 13

16
15 18
20 20
30 22
40 24

M8

15 23
20 25
25 26
30 27

40

15

21 28 13 15

36
25 39
30 40
40 44
50 46

M10
30 50
50 60

50
M8

30

25 33
15

18

56
40 60

M10
30 65
40 70

60 M12
20

28 35 20
101

30 107

ITEM: N8701
Lobe knobs in duroplast, black colour with glossy finish. Resistant to
solvents, oils and greases, zinc plated steel stud.

LOBE KNOBS 8 LOBES IN TECHNOPOLYMER - MALE THREAD

Tech. Code A
mm

D
mm

L
mm

B
mm

C
mm

F
mm

G
mm

Weight
g



25
M5

10

13 17
8

9

7

10
15

8

M6
10

20
11

35 M8 18 20 12 26
45 M10 30 22 26 12 14 51

ITEM: N8704
Lobe knobs in technopolymer black in colour with matt finish, zinc
plated steel stud.



N

N.117 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

VOLANTINI A 6 LOBI IN DUROPLASTO - FILETTO FEMMINA

Cod. Tec. GR76
Euro

A
mm

D
mm

B
mm

C
mm

E
mm

F
mm

G
mm

Peso
g



N87113005 1,79
30

M5
17 24 9 11 13

14

10

N87113006 1,88
M6

15
N87114006 2,31

40 21 28
13

13 15
26

N87114008 2,34
M8 15

30
N87115008 2,86

50 25 33

15

18
48

N87115010 2,86 M10
16

49
N87116008 3,52

60
M8

28 35 20
67

N87116010 3,56 M10 68
N87116012 3,75 M12 18 70

ART. N8711
Volantini in duroplasto di colore nero con finitura lucida, resistenti a
solventi oli e grassi, bussola in ottone con foro cieco filettato.

VOLANTINI A 8 LOBI IN TECNOPOLIMERO - FILETTO FEMMINA

Cod. Tec. GR76
Euro

A
mm

D
mm

B
mm

C
mm

E
mm

F
mm

G
mm

Peso
g



N87142505 0,93 25 M5 13 17 9
8

9 7

10
N87143506 1,00

35
M6

18 20
13

12
16

N87143508 1,14 M8 17
N87144510 1,44 45 M10 22 26 12 14 29

ART. N8714
Volantini in tecnopolimero di colore nero con finitura opaca, bussola
in ottone con foro cieco filettato.

GALLETTI IN TECNOPOLIMERO - VITE ZINCATA

Cod. Tec. GR76
Euro

A
mm

D
mm

L
mm

B
mm

C
mm

F
mm

Peso
g



N87190420 0,73
30

M4 20
13 19 5

5,4
10N87190640 0,77 M6 40 12,2

ART. N8719
Galletti in tecnopolimero di colore nero con finitura opaca, vite in
acciaio zincato.

VOLANTINI ZIGRINATI IN TECNOPOLIMERO - VITE ZINCATA

Cod. Tec. GR76
Euro

A
mm

D
mm

L
mm

B
mm

C
mm

F
mm

Peso
g



N8718220510 0,53 22 M5 10 15 14 6 7 10

ART. N8718
Volantini zigrinati in tecnopolimero di colore nero con finitura opaca,
vite in acciaio zincato.

N.117Indivisible package  Suggested retail package - Unit price

LOBE KNOBS 6 LOBES IN DUROPLAST - FEMALE THREAD

Tech. Code A
mm

D
mm

B
mm

C
mm

E
mm

F
mm

G
mm

Weight
g



30
M5

17 24 9 11 13
14

10

M6
15

40 21 28
13

13 15
26

M8 15
30

50 25 33

15

18
48

M10
16

49

60
M8

28 35 20
67

M10 68
M12 18 70

ITEM: N8711
Lobe knobs in duroplast black in colour with glossy finish. Resistant
to solvents, oils and greases, brass bush with threaded blind hole.

LOBE KNOBS 8 LOBES IN TECHNOPOLYMER - FEMALE THREAD

Tech. Code A
mm

D
mm

B
mm

C
mm

E
mm

F
mm

G
mm

Weight
g



25 M5 13 17 9
8

9 7

1035
M6

18 20
13

12
16

M8 17
45 M10 22 26 12 14 29

ITEM: N8714
Lobe knobs in technopolymer black colour with matt finish, brass
bush with threaded blind hole.

WING NUTS IN TECHNOPOLYMER - ZINC PLATED STUD

Tech. Code A
mm

D
mm

L
mm

B
mm

C
mm

F
mm

Weight
g



30
M4 20

13 19 5
5,4

10
M6 40 12,2

ITEM: N8719
Wing nuts in technopolymer black colour with matt finish, zinc plated
steel stud.

KNURLED LOBE KNOBS IN TECHNOPOLYMER - ZINC PLATED STUD

Tech. Code A
mm

D
mm

L
mm

B
mm

C
mm

F
mm

Weight
g



22 M5 10 15 14 6 7 10

ITEM: N8718
Lobe knobs in technopolymer colour black with matt finish, zinc
plated steel stud.



N

N.118 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

IMPUGNATURE CILINDRICHE GIREVOLI IN DUROPLASTO - FILETTO MASCHIO

Cod. Tec. GR76
Euro

A
mm

L
mm

D
mm

E
mm

G
mm

Peso
g



N87314006 3,23 17 40 M6 13 3 26
10N87316508 4,10 25 65 M8 15 4 73

N87318510 4,62 28 85 M10 17 5 110

ART. N8731
Impugnature cilindriche in duroplasto di colore nero con finitura
lucida, resistenti a solventi oli e grassi, vite in acciaio zincato con
cava esagonale incassata per agevolarne il bloccaggio.

IMPUGNATURE CILINDRICHE GIREVOLI IN DUROPLASTO - FILETTO MASCHIO

Cod. Tec. GR76
Euro

A
mm

L
mm

D
mm

E
mm

B
mm

Peso
g



N87324008 3,72 17 45
M8

8 12 22

5
N87325508 4,25 23 61 10 16 55
N87326510 4,62 25 71

M10 13
18 88

N87328510 5,37 28 92 20 122

ART. N8732
Impugnature cilindriche in duroplasto di colore nero con finitura
lucida, resistenti a solventi oli e grassi, vite in acciaio zincato con
predisposizione per il bloccaggio mediante l'utilizzo di chiavi a
forchetta.

IMPUGNATURE IN TECNOPOLIMERO GIREVOLI E RIBALTABILI

Cod. Tec. GR76
Euro

A
mm

B
mm

S
mm

D
mm

N
mm

M
mm

d
mm

G
mm

F
mm

E
mm

H
mm

L
mm

Peso
g



N87346506 18,35 25 65 21
8

8
M6 2,5 7,5 4

17 86 82 85
1N87348506 21,74 28 85 24 10 20 108 105 132

ART. N8734
Impugnature cilindriche in duroplasto di colore nero con finitura
lucida, resistenti a solventi oli e grassi, vite in acciaio zincato con
predisposizione per il bloccaggio mediante l'utilizzo di chiavi a
forchetta.

IMPUGNATURE CILINDRICHE FISSE IN DUROPLASTO - FILETTO FEMMINA

Cod. Tec. GR76
Euro

A
mm

L
mm

D
mm

E
mm

Peso
g



N872205008 1,40 21 50 M8 25 19

10
N872206510 1,62 25 65 M10 30 35
N872211508 3,53

29 115
M8

40
88

N872211510 3,53 M10 87
N872211512 3,53 M12 86

ART. N8722
Impugnature cilindriche in duroplasto di colore nero con finitura
lucida, resistenti a solventi oli e grassi, foro cieco filettato.

N.118 Indivisible package   Suggested retail package - Unit price

CYLINDRICAL REVOLVING HANDLES IN DUROPLAST - MALE THREAD

Tech. Code A
mm

L
mm

D
mm

E
mm

G
mm

Weight
g



17 40 M6 13 3 26
1025 65 M8 15 4 73

28 85 M10 17 5 110

ITEM: N8731
Cylindrical handles duroplast black colour with glossy finish. Resistant
to oils and greases, zinc plated steel stud with hexagon socket built to
facilitate the locking process.

CYLINDRICAL REVOLVING HANDLES IN DUROPLAST - MALE THREAD

Tech. Code A
mm

L
mm

D
mm

E
mm

B
mm

Weight
g



17 45
M8

8 12 22

5
23 61 10 16 55
25 71

M10 13
18 88

28 92 20 122

ITEM: N8732
Cylindrical handles in duroplast black colour with glossy finish.
Resistant to solvents, oils and greases, zinc plated steel studs with
provision for locking through the use of spanners.

HANDLES IN TECHNOPOLYMER REVOLVING AND FLIPPABLE

Tech. Code A
mm

B
mm

S
mm

D
mm

N
mm

M
mm

d
mm

G
mm

F
mm

E
mm

H
mm

L
mm

Weight
g



25 65 21
8

8
M6 2,5 7,5 4

17 86 82 85
1

28 85 24 10 20 108 105 132

ITEM: N8734
Cylindrical handles in duroplast black colour with glossy finish.
Resistant to solvents, oils and greases, zinc plated steel stud with
provision for locking through the spanners.

CYLINDRICAL HANDLES FIXED IN DUROPLAST - FEMALE THREAD

Tech. Code A
mm

L
mm

D
mm

E
mm

Weight
g



21 50 M8 25 19

10
25 65 M10 30 35

29 115
M8

40
88

M10 87
M12 86

ITEM: N8722
Cylindrical handles in duroplast black colour with glossy finish,
resistant to solvents, oils and greases, threaded blind hole.



N

N.119 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

IMPUGNATURE FISSE IN DUROPLASTO - FILETTO FEMMINA

Cod. Tec. GR76
Euro

A
mm

L
mm

D
mm

E
mm

Peso
g



N87514006 1,35
22 40

M6
25

18
10N87514008 1,35 M8 17

ART. N8751
Impugnature coniche con estremità arrotondata in duroplasto di
colore nero e finitura lucida, resistenti a solventi oli e grassi, foro
cieco filettato.

MANIGLIE IN TECNOPOLIMERO - FORO PASSANTE

Cod. Tec. GR76
Euro

B
mm

A
mm

E
mm

F
mm

C
mm

G
mm

H
mm

D
mm

d
mm

Peso
g



N875611785 2,16 117 139 26 41 34 6 9 13 8,5 40 10

ART. N8756
Maniglie in tecnopolimero di colore nero rinforzato con fibre di vetro,
finitura opaca, foro passante per il fissaggio con viti TCEI UNI5931
M8.

MANIGLIE IN TECNOPOLIMERO - FORO CIECO FILETTATO

Cod. Tec. GR76
Euro

B
mm

A
mm

E
mm

F
mm

C
mm

H
mm

D
mm

Peso
g



N875709306 3,02 93,5 112 21 36 30

9

M6 33

10
N875711808 3,20 117 139 26 41 34

M8
49

N875713208 3,58 132 156 27 45 37 64
N875717908 4,92 179 204 28 50 42 82

ART. N8757
Maniglie in tecnopolimero di colore nero rinforzato con fibre di vetro,
finitura opaca, bussole in ottone con foro cieco filettato.

IMPUGNATURE A SFERA IN DUROPLASTO NERO - FILETTO FEMMINA

Cod. Tec. GR76
Euro

D
mm

B
mm

A
mm

Peso
g



N87462506 0,98 25
M6

17 11

10

N87463206 1,06
32

20

23
N87463208 1,06

M8
22

N87464108 1,39
41

48
N87464110 1,39

M10
46

N87464710 1,88
47 23

70
N87464716 1,88 M16 65
N87466010 5,40 60 M10 25 153

ART. N8746
Impugnature a sfera con canalino centrale in duroplasto di colore
nero e finitura lucida, resistenti a solventi oli e grassi, foro cieco
filettato.

N.119Indivisible package  Suggested retail package - Unit price

FIXED HANDLES IN DUROPLAST - FEMALE THREAD

Tech. Code A
mm

L
mm

D
mm

E
mm

Weight
g



22 40
M6

25
18

10
M8 17

ITEM: N8751
Conical handles with ends rounded in duroplast black colour with
glossy finish. Resistant to solvents, oils and greases, threaded blind
hole.

HANDLES IN TECHNOPOLYMER - THROUGH HOLE

Tech. Code B
mm

A
mm

E
mm

F
mm

C
mm

G
mm

H
mm

D
mm

d
mm

Weight
g



117 139 26 41 34 6 9 13 8,5 40 10

ITEM: N8756
Handles technopolymer black colour re-enforced with glass fibres,
matt finish, through hole for fixing with screws TCEI UNI5931 M8.

HANDLES IN TECHNOPOLYMER - THREADED BLIND HOLE

Tech. Code B
mm

A
mm

E
mm

F
mm

C
mm

H
mm

D
mm

Weight
g



93,5 112 21 36 30

9

M6 33

10
117 139 26 41 34

M8
49

132 156 27 45 37 64
179 204 28 50 42 82

ITEM: N8757
Handles in technopolymeer black colour re-enforced with glass
fibers, matt finish, brass bush with threaded blind hole.

KNOB HANDLES IN DUROPLAST - FEMALE THREAD

Tech. Code D
mm

B
mm

A
mm

Weight
g



25
M6

17 11

10

32
20

23

M8
22

41
48

M10
46

47 23
70

M16 65
60 M10 25 153

ITEM: N8746
Knob handles with a central groove in duroplast black colour with
glossy finish. Resistant to solvents, oils and greases, threaded blind
hole.



N

N.120 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

MANIGLIE IN DUROPLASTO - FORO CIECO FILETTATO

Cod. Tec. GR76
Euro

B
mm

A
mm

C
mm

E
mm

F
mm

H
mm

D
mm

Peso
g



N875811708 5,20 117 140 30 30 48 15 M8 125 10

ART. N8758
Maniglie in duroplasto di colore nero con finitura lucida, resistenti a
solventi oli e grassi, bussole in ottone con foro cieco filettato.

MANIGLIE IN TECNOPOLIMERO - FORO CIECO FILETTATO

Cod. Tec. GR76
Euro

B
mm

A
mm

E
mm

F
mm

C
mm

H
mm

D
mm

Peso
g



N875911708 2,95 117 133 26 40 32 9 M8 61 10

ART. N8759
Maniglie in tecnopolimero di colore nero, bussole in ottone con foro
cieco filettato.

VOLANTINI A 3 RAZZE IN DUROPLASTO RINFORZATO

Cod. Tec. GR76
Euro

D
mm

H
mm

A
mm

d
mm

F
mm

E
mm

C
mm

Peso
g



N8761100 10,90 100 40
24

4 34 11 15 162

1

N8761125 11,00 125 46

6

37
13

17 260
N8761150 17,32 150 49 32 38 20 385
N8761175 23,45 175 56

40
42

16
22 611

N8761200 24,63 200 61 45 24 761
N8761250 36,72 250 72 48

8
50 17 28 1210

N8761300 56,81 300 78 58 56 18 34 2015

ART. N8761
Corpo in duroplasto rinforzato ad alta resistenza di colore nero con
finitura lucida, resistente a solventi oli e grassi, mozzo sporgente in
acciao zincato con foro cieco di invito che può essere allargato alla
misura desiderata.

VOLANTINI A 3 RAZZE IN DUROPLASTO RINFORZATO CON IMPUGNATURA

Cod. Tec. GR76
Euro

D
mm

H
mm

L
mm

C
mm

A
mm

d
mm

E
mm

F
mm

n
mm

Peso
g

Impugnatura di ricambio 

N8771100 16,60 100 40 85 15
24

4 11 34
M8

191 N87324008

1

N8771125 17,69 125 46 107 17

6
13

37 309 N87325508
N8771150 23,60 150 49 120 20 32 38

M10

484
N87326510N8771175 33,10 175 56 127 22

40 16
42 694

N8771200 34,18 200 61 153 24 45 897
N87328510N8771250 45,30 250 72 164 28 48

8
17 50 1367

N8771300 69,46 300 78 170 34 58 18 56 2130

ART. N8771
Corpo in duroplasto rinforzato ad alta resistenza di colore nero con
finitura lucida, resistente a solventi oli e grassi, mozzo sporgente in
acciao zincato con foro cieco di invito che può essere allargato alla
misura desiderata. Impugnatura girevole su perno in acciaio.

N.120 Indivisible package   Suggested retail package - Unit price

HANDLES IN DUROPLAST - THREADED BLIND HOLE

Tech. Code B
mm

A
mm

C
mm

E
mm

F
mm

H
mm

D
mm

Weight
g



117 140 30 30 48 15 M8 125 10

ITEM: N8758
Handles in duroplast black colour with glossy finish. Resistant to
solvents, oils and greases, brass bush with threaded blind hole.

HANDLES IN TECHNOPOLYMER - THREADED BLIND HOLE

Tech. Code B
mm

A
mm

E
mm

F
mm

C
mm

H
mm

D
mm

Weight
g



117 133 26 40 32 9 M8 61 10

ITEM: N8759
Handles in technopolymer black colour, brass bush with threaded
blind hole.

SPOKED HANDWHEELS IN RE-ENFORCED DUROPLAST

Tech. Code D
mm

H
mm

A
mm

d
mm

F
mm

E
mm

C
mm

Weight
g



100 40
24

4 34 11 15 162

1

125 46

6

37
13

17 260
150 49 32 38 20 385
175 56

40
42

16
22 611

200 61 45 24 761
250 72 48

8
50 17 28 1210

300 78 58 56 18 34 2015

ITEM: N8761
Black re-enforced highly resistant duroplast body with glossy finish.
Resistant to solvents, oils and greases, protruding hub zinc plated
with blind hole which can be expanded to the measurement required.

SPOKED HANDWHEELS IN RE-ENFORCED DUROPLAST WITH HANDLE

Tech. Code D
mm

H
mm

L
mm

C
mm

A
mm

d
mm

E
mm

F
mm

n
mm

Weight
g

Handles spare part 

100 40 85 15
24

4 11 34
M8

191 N87324008

1

125 46 107 17

6
13

37 309 N87325508
150 49 120 20 32 38

M10

484
N87326510

175 56 127 22
40 16

42 694
200 61 153 24 45 897

N87328510250 72 164 28 48
8

17 50 1367
300 78 170 34 58 18 56 2130

ITEM: N8771
Black re-enforced highly resistant body with glossy finish. Resistant
to solvents, oils and greases, protruding hub zinc plated with blind
hole which can be expanded to the measurement required. Revolving
handle made of steel stud.



N

N.121 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

VOLANTINI A 3 RAZZE IN DUROPLASTO RINFORZATO CON IMPUGNATURA RIBALTABILE

Cod. Tec. GR76
Euro

D
mm

H
mm

L
mm

L1
mm

C
mm

A
mm

d
mm

E
mm

F
mm

n
mm

Peso
g

Impugnatura di ricambio 

N8772150 49,40 150 49 131 70 20 32
6

13 38

M6

490
N87346506

1
N8772175 55,40 175 56 138 77 22

40 16
42 700

N8772200 57,96 200 61 166 85 24 45 912
N87348506N8772250 72,66 250 72 177 96 28 48

8
17 50 1380

N8772300 93,86 300 78 183 102 34 58 18 56 2142

ART. N8772
Corpo in duroplasto rinforzato ad alta resistenza di colore nero con
finitura lucida, resistente a solventi oli e grassi, mozzo sporgente
in acciao zincato con foro cieco di invito che può essere allargato
alla misura desiderata. Impugnatura girevole e ribaltabile a scatto
consigliata per l'ingombro ridotto e per la sicurezza dell'operatore.

MANIGLIE A RIPRESA - FILETTO MASCHIO

Cod. Tec. GR76
Euro

L
mm

d
mm

L1
mm

H
mm

A
mm

B
mm

H1
mm

F
mm

D
mm

h
mm

Peso
g



N8781420520 2,43

42

M5 20

29 19 50 32 17 12 3

13

10

N8781420615 2,45

M6

15 14
N8781420620 2,45 20 15
N8781420630 2,61 30 16
N8781630620 2,86

63

20

39 25 73 43 21 15 4

28
N8781630630 2,95 30 30
N8781630640 3,00 40 31
N8781630820 2,87

M8

20 33
N8781630825 2,90 25 34
N8781630830 2,98 30 36
N8781630840 3,01 40 38
N8781630850 3,08 50 39
N8781801030 3,79

80
M10

30

48 30 92 54 27 19 6

61
N8781801040 3,88 40 66
N8781801050 4,02 50 71
N8781801060 4,18 60 78
N8781801250 4,64

M12
50

95
N87811001250 6,80

100 58 36 115 66 30 25 8
126

N87811001260 7,15 60 138

ART. N8781
Maniglie a ripresa in tecnopolimero rinforzato con fibre di vetro di
colore nero con finitura opaca, filetto maschio in acciaio zincato.

N.121Indivisible package  Suggested retail package - Unit price

SPOKED HANDWHEELS IN RE-ENFORCED DUROPLAST WITH HANDLE

Tech. Code D
mm

H
mm

L
mm

L1
mm

C
mm

A
mm

d
mm

E
mm

F
mm

n
mm

Weight
g

Handles spare part 

150 49 131 70 20 32
6

13 38

M6

490
N87346506

1
175 56 138 77 22

40 16
42 700

200 61 166 85 24 45 912
N87348506250 72 177 96 28 48

8
17 50 1380

300 78 183 102 34 58 18 56 2142

ITEM: N8772
Black re-enforced highly resistant body with glossy finish. Resistant
to solvents, oils and greases, protruding hub zinc plated with blind
hole which can be expanded to the measurement required. Handle
rotatable and foldable for reduced dimensions and operators safety.

CLAMP LEVERS - MALE THREAD

Tech. Code L
mm

d
mm

L1
mm

H
mm

A
mm

B
mm

H1
mm

F
mm

D
mm

h
mm

Weight
g



42

M5 20

29 19 50 32 17 12 3

13

10

M6

15 14
20 15
30 16

63

20

39 25 73 43 21 15 4

28
30 30
40 31

M8

20 33
25 34
30 36
40 38
50 39

80
M10

30

48 30 92 54 27 19 6

61
40 66
50 71
60 78

M12
50

95

100 58 36 115 66 30 25 8
126

60 138

ITEM: N8781
Clamp levers in technopolymer in fiber glass, black colour with matt
finish, male thread zinc plated.



N

N.122 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

MANIGLIE A RIPRESA - FILETTO FEMMINA

Cod. Tec. GR76
Euro

L
mm

d
mm

H
mm

A
mm

B
mm

H1
mm

F
mm

D
mm

h
mm

E
mm

Peso
g



N87854206 2,39 42
M6

29 19 50 32 17 12 3 9 11

10
N87856306 2,73

63 39 25 73 43 21 15 4 13
23

N87856308 2,73 M8 24
N87858010 3,55 80 M10 48 30 92 54 27 19 6 16 44
N878510012 5,84 100 M12 58 36 115 66 30 25 8 18 83

ART. N8785
Maniglie a ripresa in tecnopolimero rinforzato con fibre di vetro di
colore nero con finitura opaca, bussola in ottone con foro cieco
filettato.

MANIGLIE A RIPRESA IN METALLO - FILETTO MASCHIO

Cod. Tec. GR76
Euro

L
mm

d
mm

L1
mm

D
mm

H1
mm

H
mm

h
mm

F
mm

B
mm

Peso
g



N8783440530 4,87
44

M5 30
9,5 36 23 5 21 52

40

10

N8783440620 4,62
M6

20
N8783440630 4,87

30
41

N8783650630 6,58
65 11,5 47 33 10 28 75

80
N8783650830 6,73

M8
84

N8783650840 6,87
40

87
N8783801040 10,60

80 M10 19 62 41
12

37 94
198

N8783801050 10,88
50

204
N8783941250 15,47 94 M12 23 67 48 44 109 298

ART. N8783
Maniglie a ripresa con leva in lega di zinco verniciata arancione e
corpo dentato in acciaio brunito, filetto maschio in acciaio brunito.

MANIGLIE A RIPRESA IN METALLO - FILETTO FEMMINA

Cod. Tec. GR76
Euro

L
mm

d
mm

E
mm

D
mm

H1
mm

H
mm

h
mm

F
mm

B
mm

Peso
g



N87874406 4,01 44 M6 8 9,5 36 23 5 21 52 34

10
N87876508 5,73 65 M8 11 11,5 47 33 10 28 75 70
N87878010 8,88

80
M10

18 19 62 41 12 37 94
167

N87878012 8,88 M12 161

ART. N8787
Maniglie a ripresa con leva in lega di zinco verniciata arancione e
corpo dentato in acciaio brunito, foro filettato.

N.122 Indivisible package   Suggested retail package - Unit price

LEVER CLAMPS - FEMALE THREAD

Tech. Code L
mm

d
mm

H
mm

A
mm

B
mm

H1
mm

F
mm

D
mm

h
mm

E
mm

Weight
g



42
M6

29 19 50 32 17 12 3 9 11

10
63 39 25 73 43 21 15 4 13

23
M8 24

80 M10 48 30 92 54 27 19 6 16 44
100 M12 58 36 115 66 30 25 8 18 83

ITEM: N8785
Lever clamp in technopolymer re-enforced with fiber glass black
colour with matt finish, brass bush with threaded blind hole.

METAL CLAMP LEVERS - MALE THREAD

Tech. Code L
mm

d
mm

L1
mm

D
mm

H1
mm

H
mm

h
mm

F
mm

B
mm

Weight
g



44
M5 30

9,5 36 23 5 21 52
40

10

M6
20

30
41

65 11,5 47 33 10 28 75
80

M8
84

40
87

80 M10 19 62 41
12

37 94
198

50
204

94 M12 23 67 48 44 109 298

ITEM: N8783
Clamp levers with zinc alloy lever painted orange with toothed
threaded body in burnish steel, male thread in burnish steel.

METAL LEVER CLAMPS - FEMALE THREAD

Tech. Code L
mm

d
mm

E
mm

D
mm

H1
mm

H
mm

h
mm

F
mm

B
mm

Weight
g



44 M6 8 9,5 36 23 5 21 52 34

10
65 M8 11 11,5 47 33 10 28 75 70

80
M10

18 19 62 41 12 37 94
167

M12 161

ITEM: N8787
Lever clamp with zinc alloy lever painted orange, toothed threaded
body in burnished steel, female thread.



N

N.123 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

TAPPI COPRIFORO QUADRI IN POLIETILENE NERO

Prezzo per 100 pezzi

Cod. Tec. GR76
Euro

Dimensioni esterne del tubo
mm

Spessore del tubo
mm

H
mm



N88500201 10,88 20 x 20 1 - 3 11
100N88500301 15,34 30 x 30 1 - 2,5 11,5

N88500401 40,49 40 x 40 1 - 3 14

ART. N8850
Tappi copriforo in polietilene nero con lamelle, modello per tubi
quadri. Fornibili a richiesta altre dimensioni in confezione minima da
100 pezzi.

TAPPI COPRIFORO TONDI IN POLIETILENE NERO

Prezzo per 100 pezzi

Cod. Tec. GR76
Euro

Diametro esterno del tubo
mm

Spessore del tubo
mm

H
mm



N88550201 11,24 20
1 - 2

11,4

100
N88550221 12,56 22

11,5N88550231 13,87 23 1 - 2,5
N88550251 14,32 25 1 - 3
N88550301 20,19 30 1 - 2 11,6

ART. N8855
Tappi copriforo in polietilene nero con lamelle, modello per tubi tondi.
Fornibili a richiesta altre dimensioni in confezione minima da 100
pezzi.

TAPPI COPRIFORO RETTANGOLARI IN POLIETILENE NERO

Prezzo per 100 pezzi

Cod. Tec. GR76
Euro

Dimensioni esterne del tubo
mm

Spessore del tubo
mm

H
mm



N88600400201 23,60 40 x 20 1 - 2 12
100N88600400251 31,50 40 x 25 1 - 3 11,5

N886005002515 35,43 50 x 25 1,5 - 2,5 14,5

ART. N8860
Tappi copriforo in polietilene nero con lamelle, modello per tubi
rettangolari. Fornibili a richiesta altre dimensioni in confezione
minima da 100 pezzi.

COPRIDADI IN POLIETILENE NERO

Prezzo per 100 pezzi

Cod. Tec. GR76
Euro

Esagono
mm

Per dadi
mm

C
mm

d
mm

h1
mm

h2
mm

h3
mm



N887013 9,45 13 M8 12,8 16,8 14 15
9 100N887017 12,31 17 M10 16,7 21,3 18,5 19,5

ART. N8870
Copridadi con calotta semisferica in polietilene nero.
Fornibili a richiesta altre dimensioni in confezione da 1000 pezzi.

N.123Indivisible package  Suggested retail package - Unit price

HOLE COVER PLUGS SQUARE SHAPE IN BLACK POLYETHYLENE

Price for 100 pieces

Tech. Code External dimension of the tube
mm

Thickness of the tube
mm

H
mm



20 x 20 1 - 3 11
10030 x 30 1 - 2,5 11,5

40 x 40 1 - 3 14

ITEM: N8850
Hole cover plugs in black polyethylene with a thin layer, model
for square tubes. Other dimensions supplied on request minimum
package 100 pieces.

HOLE COVER PLUGS - ROUND SHAPE IN BLACK POLYETHYLENE

Price for 100 pieces

Tech. Code External diameter of the tube
mm

Thickness of the tube
mm

H
mm



20
1 - 2

11,4

100
22

11,523 1 - 2,5
25 1 - 3
30 1 - 2 11,6

ITEM: N8855
Hole cover plugs in black polythylene with a thin layer, model for
round tubes. Other dimensions supplied on request. Minimum
package of 100 pieces.

HOLE COVER PLUGS RECTANGULAR SHAPE IN BLACK POLYETHYLENE

Price for 100 pieces

Tech. Code External dimension of the tube
mm

Thickness of the tube
mm

H
mm



40 x 20 1 - 2 12
10040 x 25 1 - 3 11,5

50 x 25 1,5 - 2,5 14,5

ITEM: N8860
Hole cover plugs in black polyethylene with a thin layer, model for
rectangular tubes. Other dimensions supplied on request. Minimum
package of 100 pieces.

NUT COVERS IN BLACK POLYETHYLENE

Price for 100 pieces

Tech. Code Exagonal
mm

For nut
mm

C
mm

d
mm

h1
mm

h2
mm

h3
mm



13 M8 12,8 16,8 14 15
9 100

17 M10 16,7 21,3 18,5 19,5

ITEM: N8870
Nut covers with a hemispherical cap in black polyethylene. Other
dimensions supplied on request. Package of 1000 pieces.



N

N.124 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

REGGE IN FERRO LUCIDE

Cod. Tec. N910013 N910016 N910019
GR76 Euro 3,40 3,40 3,40
Dimensione mm 13 x 0.5 16 x 0.5 19 x 0.6
Rotoli collo 2

Peso collo c.a Kg 32 40 44

Prezzo esposto al Kg

ART. N9100
Carico di rottura 70/75 Kg/mmð, bordi arrotondati, superficie oliata, rotoli incartati singolarmente.

REGGE IN FERRO BLUATE AD ALTA RESISTENZA

Cod. Tec. N911516 N911519
GR76 Euro 4,50 4,53
Dimensione mm 16 x 0.5 19 x 0.6

Peso rotolo c.a Kg 24 27

Prezzo esposto al Kg

ART. N9115
Carico di rottura 80/85 Kg/mmð, bordi arrotondati, superficie cerata.

Cod. Tec. GR76
Euro

Lunghezza
mm

Lama
mm

Per reggia
mm

Peso
g

N913520 22,00 270 30 20 425

ART. N9135
Cesoie in acciaio forgiato a caldo e temprato con manici rivestiti in PVC, ideali per tagliare la
reggia acciaiosa.
Made in Italy

CESOIE PER TAGLIO REGGIA METALLICA

Cod. Tec. GR76
Euro

Lunghezza
mm

Lama
mm

Per reggia
mm

Peso
g

N913625 26,00 250 35 25 410

ART. N9136
Cesoie in acciaio forgiato a caldo e temprato con manici rivestiti in PVC, ideali per tagliare la
reggia acciaiosa. Provvista di molla di richiamo e laccio di chiusura.
Made in Italy

REGGE IN POLIPROPILENE PP NERO ZIGRINATE

Cod. Tec. N914212060 N914212080 N914215060 N914215080
GR76 Euro 61,10 67,52 68,54 64,26
Dimensione mm 12 x 0,60 12 x 0,80 15 x 0,60 15 x 0,80
Ø esterno mm 560
Larghezza mm 160
Foro rotolo mm 400

Carico rottura Kg 151 230 218 299

Bobina m 2500 2000 1500

ART. N9142

SIGILLI PER REGGE METALLICHE

Cod. Tec. N913113 N913116 N913120
GR76 Euro 48,80 51,10 63,30
Dimensione mm 13 x 27 16 x 27 20 x 27
Reggia mm 13 16 19/20
Scatola pz. 2000

ART. N9131
Sigilli di sicurezza in acciaio lucido. Utilizzabili con tendireggia N9200.

N.124 Indivisible package   Suggested retail package - Unit price

POLISHED IRON STRAPS

Tech. Code

Dimensions mm 13 x 0.5 16 x 0.5 19 x 0.6
Rolls in package 2

Package weight ab. kg 32 40 44

Advertised price is per kg.

ITEM: N9100
Breaking load 70/75 Kg/mm², rounded edges, oiled surface, individually wrapped roll.

HIGH-RESISTANCE BLUE IRON STRAPS

Tech. Code

Dimensions mm 16 x 0.5 19 x 0.6

Roll weight ba. Kg 24 27

Advertised price is per kg.

ITEM: N9115
Breaking load 80/85 Kg/mm², rounded edges, waxed surface.

Tech. Code Length
mm

Blade
mm

Metal straps
mm

Weight
g

270 30 20 425

ITEM: N9135
Steel shears not-drop forged blades temperate with handles coated in PVC, Ideal for cutting
metal straps. Made in Italy.

SHEARS FOR CUTTING METAL STRAPS

Tech. Code Length
mm

Blade
mm

Metal straps
mm

Weight
g

250 35 25 410

ITEM: N9136
Steel shears hot drop-forged blades temperate with handles coated in PVC, ideal for cutting
metal straps. Made with spring action handles and locking device.
Made in Italy

PLASTIC STRAPS IN POLYROPYLENE PP BLACK KNURLED

Tech. Code

Dimension mm 12 x 0,60 12 x 0,80 15 x 0,60 15 x 0,80
ø External mm 560
Width mm 160
Roll hole mm 400

Breaking load Kg 151 230 218 299

Coil m 2500 2000 1500

ITEM: N9142

METAL SECURITY SEALS

Tech. Code

Dimension mm 13 x 27 16 x 27 20 x 27
Strap mm 13 16 19/20
Box pcs 2000

ITEM: N9131
Security seals in metal. Used with strapping tools N9200.



N

N.125 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

REGGE TERMOSALDANTI IN POLIESTERE PET VERDE ZIGRINATE

Cod. Tec. N918012070 N918015060 N918015070 N918015080 N918016088 N918019100
GR76 Euro 83,54 83,54 89,96 86,80 91,09 99,65
Dimensione mm 12 x 0,70 15 x 0,60 15 x 0,70 15 x 0,80 16 x 0,88 19 x 1,00
Ø esterno mm  570
Larghezza mm 160
Foro rotolo mm 405

Carico rottura Kg 290 310 330 430 520 800

Rotolo m 2200 2000 1750 1500 1220 1000

ART. N9180
Reggia con caratteristiche di elevata tenacità e percentuali di allungamento contenute, si pone quale valida
alternativa alla reggia in ferro. Inalterabile in condizioni di sbalzi di temperatura ed insensibile ai raggi ultravioletti.
Utilizzabile con tendireggia manuali, elettrici, a batteria, pneumatici e con impianti di reggiatura automatici.
Riciclabile al 100%

- Peso specifico: 1,38 g/cmñ
- Carico rottura: 40 - 50 Kg/mmð
- Allungamento: 10 - 15%
- Temperatura di esercizio: da -20° a +120°C
- Tolleranza sui dati enunciati: +- 5

REGGE IN POLIPROPILENE PP NERO ZIGRINATE

Cod. Tec. N914012060 N914015060
GR76 Euro 27,85 20,40
Dimensione mm 12 x 0,60 15 x 0,60
Ø esterno mm 270
Larghezza mm 160
Foro rotolo mm 62

Carico rottura Kg 151 218

Bobina m 1000 600
 4

ART. N9140
La reggia in polipropilene isostatico PP per le sue caratteristiche di economicità e praticità nell’utilizzo, si pone
quale soluzione di imballo ideale per i pi� svariati settori dell’industria, riciclabile al 100%, consente inoltre
un’assoluta facilità nello smaltimento. Utilizzabile con tendireggia manuali, elettrici, a batteria e pneumatici.
Chiusura con sigillo metallico oppure mediante termosaldatura.

- Peso specifico: 0,91 g/cmñ
- Resistenza: 28 - 32 kg/mmð
- Allungamento: 15 - 35%
- Temperatura di esercizio: da -40° a +100°C
- Tolleranza sui dati enunciati: +/- 5%

SIGILLI PER REGGE IN POLIPROPILENE

Cod. Tec. N915913 N915916
GR76 Euro 27,50 31,83
Dimensione mm 13 x 26 16 x 26
Reggia mm 12 15
Scatola pz. 2000

ART. N9159
In acciaio zincato bulinato.

I prodotti sono disponibili nel CAP F

FLESSOMETRI PROFI-LINE 5M

Cod. Tec. Lunghezza nastro
m

Larghezza nastro
mm

Dimensioni
mm

F912205 5 19 79 x 72 x 34

Prodotti correlati

N.125Indivisible package  Suggested retail package - Unit price

HEAT SEALABLE PLASTIC STRAPS IN POLYROYLENE PET GREEN KNURLED

Tech. Code

Dimension mm 12 x 0,70 15 x 0,60 15 x 0,70 15 x 0,80 16 x 0,88 19 x 1,00
ø External mm  570
Width mm 160
Roll hole mm 405

Breaking load Kg 290 310 330 430 520 800

Roll m 2200 2000 1750 1500 1220 1000

ITEM: N9180
Plastic straps with an high durability of strength and a percentage of elongation, recommended as a valid
alternative to steel strapping unalterable in conditions of temperature changes and insensitive to ultraviolet rays.
Used for manual tensioning devices, electric, battery, pneumatic and automatic strapping systems.
100% recyclable

- Specif weight: 1,38 g/cm3
- Breaking load point: 40 - 50 Kg/mm²
- Elongation: 10 - 15%
- Temperture process usage: da -20° a +120°C
- Tolerance on listed data +- 5

PLASTIC STRAPS IN POLYROPYLENE PP BLACK KNURLED

Tech. Code

Dimension mm 12 x 0,60 15 x 0,60
ø External mm 270
Width mm 160
Roll hole mm 62

Breaking load Kg 151 218

Coil m 1000 600


ITEM: N9140
Plastic straps in polyropylene isostatic PP. Its econoical and practical features of usage makes it an ideal packaging
solution for most varied sectors of industry. 100 % recyclable. Used with manual strapping equipment, electrical,
pneumatic and battery operated. Closure by metal seals or thermo-welding.

- Specific weight: 0,91 g/cm3
- Resistance: 28 - 32 kg/mm²
- Elongation: 15 - 35%
- Temperature usage process: da -40° a +100°C
- Tolerance on listed data: +/- 5%

SEALS FOR PLASTIC STRAPS IN POLYROPYLENE

Tech. Code

Dimension mm 13 x 26 16 x 26
Strap mm 12 15
Box pcs 2000

ITEM: N9159
In tooled galvanized finish.

The products are available in chapter F

POCKET TAPE MEASURES 5M - PROFI-LINE

Tech. Code Tape length
m

Tape width
mm

Dimensions
mm

5 19 79 x 72 x 34

Related products



N

N.126 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

REGGE COMPOSITE IN POLIESTERE

Cod. Tec. N928516 N928519 N928525 N928532
GR76 Euro 185,30 146,80 169,20 169,20
Dimensione mm 16 19 25 32
Ø esterno mm 400
Larghezza mm 190
Foro rotolo mm 200

Carico rottura Kg 425 625 925 1500

CRNF Kg 690 1000 1480 2400
Bobina m 850 500 450 300

 2

CRNF  Carico di Rottura dell'assieme Nastro + gancio

ART. N9285
Reggia a fili ritorti di fibra poliestere ad alta tenacità tessuti e protetti da uno strato di speciale resina. Grazie alla
struttura compatta si infila facilmente sotto i pallet e dentro i ganci dei container, ha una buona resistenza al taglio
sugli spigoli anche senza l'utilizzo degli angolari, conserva la forma e la tensione anche in presenza di condizioni
ambientali estreme, assorbe gli shock durante il trasporto, resiste agli agenti chimici ai raggi UV ed all'acqua, non
arrugginisce nè marcisce con l'umidità, la temperatura di utilizzo varia da -40 a +100°C e si adatta perfettamente
alla forma del carico senza graffiarne o danneggiarne la superficie.

Nessun pericolo per l'operatore quando rimuove il fissaggio: è sufficiente un paio di forbici. La reggia tessuta in
poliestere, con i ganci in filo di acciaio, è idonea a fissare i carichi nei container, sui camion e sui vagoni merci.

Ê accettata da tutte le ferrovie statali europee (BN 918 090).

REGGE TESSILI CON RIVESTIMENTO HOT MELT IN POLIESTERE

Cod. Tec. N928413 N928416 N928419
GR76 Euro 48,20 93,20 81,40
Dimensione mm 13 16 19
Ø esterno mm 290
Larghezza mm 140
Foro rotolo mm 76

Carico rottura Kg 400 475 570

Res. di sistema
 Kg 570 650 800
Bobina m 500 850 600

 2


 Resistenza di sistema  Resistenza dell'assieme Nastro + gancio

ART. N9284
La reggetta in poliestere tessile grazie alle proprie caratteristiche di allungamento, elevata capacità di assorbimento
degli urti ed elevata resistenza, è adatta al fissaggio di carichi pesanti (legnami, vetro, marmo, macchinari, carichi
completi su vagoni ferroviari, etc.) I fili ritorti in poliestere sono tenuti insieme da una speciale colla a caldo che
aumenta la resistenza alle abrasioni ma non compromette la flessibilità e maneggevolezza. In caso di carichi con
bordi taglienti è consigliato l’uso di angolari protettivi.

GANCI IN ACCIAIO ZINCATO PER REGGE TESSILI E COMPOSITE

Cod. Tec. N928613 N928616 N928619 N928625 N928632
GR76 Euro 61,10 78,20 94,20 124,20 121,10
Dimensione mm 13 x 3,3 16 x 3,5 19 x 4 25 x 6 32 x 7
Scatola pz. 1000 400 250

ART. N9286
Ganci in acciaio zincato utilizzabili con le regge tessili Hot Melt e con le regge composite in poliestere.

N.126 Indivisible package   Suggested retail package - Unit price

COMPOSITE POLYESTER STRAPS

Tech. Code

Dimension mm 16 19 25 32
ø External mm 400
Width mm 190
Roll hole mm 200

Breaking load Kg 425 625 925 1500

CRNF Kg 690 1000 1480 2400
Coil m 850 500 450 300



CRNF = Breaking load of strap + hook

ITEM: N9285
Polyester straps, fiber twisted threads protected by a special resin coating, high tenacity. Thanks to the compact
structure it easily slips under pallets and the inside of container hooks. It has a good resistance to being cut by
sharp edges and does not need the use of protected corners. It retains it shape and tension even in extreme
enviorment conditions, shock absorbent during transport, resistant to chemical agents, UV light, waterproof. It
does not rust or rot with humidity. The temperture of use ranges from -40 to +100°C. It can perfectly adapt to the
shape of the load without damaging or scratching the surfaces.

No danger to the operator when removing or fixing, you only need a pair of scissors. The straps are made of
threaded polyester with steel wire hooks. Suitable for fixing loads in containers, on trucks and vans.

Accepted by all European State railways (BN 918 090).

STRAPPING TEXTILES COATED WITH HOT MELT IN POLYESTER

Tech. Code

Dimension mm 13 16 19
ø External mm 290
Width mm 140
Roll hole mm 76

Breaking load Kg 400 475 570

CRNF Kg 570 650 800
Coil m 500 850 600



CRNF = Breaking load of strap + hook

ITEM: N9284
Thanks to their elongation charateristics the polyester strapping has an high capacity of resistance and shock
absorption, suitable for the fixing of heavy loads like (timber, glass, marble, machinery, full loads on rails, trucks
etc.) The polyester threads are held together by a special hot melt adhesive that increases the resistance to the
abrasion but does not compromise the flexibility of handling. In case of loads of sharp edges, the use of protective
corners is recommended.

HOOKS MADE OF GALVANIZED STEEL FOR HOLDING STRAPPING TEXTILES AND COMPOSITES

Tech. Code

Dimension mm 13 x 3,3 16 x 3,5 19 x 4 25 x 6 32 x 7
Box pcs 1000 400 250

ITEM: N9286
Hooks made of galvanized steel. Used for hot melt strapping textiles and polyester composite straps.



N

N.127 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

TENDIREGGIA PER REGGIA IN PLASTICA CON SIGILLO

Cod. Tec. N92201215
GR76 Euro 158,11
Reggia mm 13

ART. N9220
Leve lunghe per uno sforzo di chiusura ridotto.

TENDIREGGIA PER REGGIA IN PLASTICA CON SIGILLO

Cod. Tec. N923015
GR76 Euro 215,06
Reggia mm 16

ART. N9230
Leve lunghe in acciaio stampato e impugnature anatomiche, sforzo di chiusura ridotto e ottimo confort di presa.

TENDIREGGIA PER REGGIA METALLICA SENZA SIGILLO

Cod. Tec. N921013161920
GR76 Euro (1049,00)
Reggia mm 13-16-19-20
Spessore reggia mm max 0,6

ART. N9210
Sistema di chiusura ad incastro e taglio della reggia, facile regolazione della misura desiderata, la resistenza della chiusura
senza sigillo risulta pi� alta di quella con sigillo e riduce notevolmente il tempo di esecuzione.

TENDIREGGIA A BATTERIA PER REGGIA IN PLASTICA

Cod. Tec. N92881216 N92881619
GR78 Euro 1884,80 2586,00
Batteria 14.8V-2 A/h LI-PO 14.8V-3 A/h LI-PO
Reggia PP-PET mm 12-16 x 0,5-1,05 16 x 0,5-1,05
Reggia PET mm 12-16 x 0,5-1,05 19 x 0,5-1,05
Tensione max N 2200 3500

Velocità tens. mt/m 12

Dimensioni mm 290 x 140 x 165 315 x 140 x 183
Peso kg 3,6 3,8

ART. N9288
Tendireggia a batteria per reggia in plastica e saldatura a vibrazione.
Utilizzabili con reggia in poliestere goffrata o liscia e reggia in polipropilene.

Resistenza chiusura:
80% del carico di rottura della reggia (variabile in funzione del tipo di reggia)

Dotazione standard:
1 batteria
1 caricabatterie

N.127Indivisible package  Suggested retail package - Unit price

STRAP STRETCHERS FOR PLASTIC STRAPS WITH SEAL

Tech. Code

Strap mm 13

ITEM: N9220
Long lever for reduced closing effort.

STRAP STRETCHER FOR PLASTIC STRAPS WITH SEAL

Tech. Code

Strap mm 16

ITEM: N9230
Long lever of pressed steel and with anatomic handles, reduced closing effort and excellent grip comfort.

STRAP STRETCHERS FOR METALLIC STRAPS WITHOUT SEALS

Tech. Code

Strap mm 13-16-19-20
Strap thickness mm max. 0.6

ITEM: N9210
Interlocking closing system and strap cutting, easy adjustment to the desired size, the resistance of the closure without
seal is higher than the one with seal and greatly reduces the execution time.

BATTERY STRAPPING TOOL

Tech. Code

Max tension force 14.8V-2 A/h LI-PO 14.8V-3 A/h LI-PO
Tensioning speed mm 12-16 x 0,5-1,05 16 x 0,5-1,05
Joint strength mm 12-16 x 0,5-1,05 19 x 0,5-1,05
Max tension N 2200 3500

Tension speed mt/m 12

Dimensions mm 290 x 140 x 165 315 x 140 x 183
Weight kg 3,6 3,8

ITEM: N9288
Battery strapping tool for plastic strapping and welding vibratory.
Used for strap embossed polyester or smooth polypropylene.

Closing resistance:
80% of the load of breakages (variations depending of the type of strapping)

Standard adaption:
1 battery
1 battery charger



N

N.128 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

CARRELLI PORTAREGGIA PER REGGE IN PLASTICA

Cod. Tec. N9270F400
GR76 Euro 177,80
Ø foro bobine mm 400/406

ART. N9270
Struttura in profilato d'acciaio verniciata con vaschetta porta tendireggia e sigilli.

TENSIONATORI MANUALI PER REGGIA IN POLIESTERE

Cod. Tec. N9295T25
GR76 Euro 264,60
Reggia mm 13 - 16 - 19 - 25

ART. N9295
I tensionatori manuali sono idonei per tendere nastri e regge in poliestere.

TENSIONATORI MANUALI PER REGGIA IN POLIESTERE

Cod. Tec. N9296T50
GR76 Euro (764,70)
Reggia mm 19 - 25 - 32 - 35 - 40 - 50

ART. N9296
I tensionatori manuali sono idonei per tendere nastri e regge in poliestere.

CARRELLI PORTAREGGIA PER REGGE METALLICHE

Cod. Tec. N92561332
GR76 Euro 172,94

Larghezza regge mm 13 - 32

ART. N9256
Struttura in profilato d'acciaio verniciata con vaschetta porta tendireggia e sigilli.

N.128 Indivisible package   Suggested retail package - Unit price

TROLLEY STRAP HOLDERS FOR PLASTIC STRAPS

Tech. Code

Ø Coil size mm 400/406

ITEM: N9270
Steel painted profile structure with strap holder and tray for straps and seals.

MANUAL POLYESTER STRAP TENSIONER

Tech. Code

Strap mm 13 - 16 - 19 - 25

ITEM: N9295
Manualtensioners allow operators to bring polyester strap to desired tension.

MANUAL POLYESTER STRAP TENSIONER

Tech. Code

Strap mm 19 - 25 - 32 - 35 - 40 - 50

ITEM: N9296
Manualtensioners allow operators to bring polyester strap to desired tension.

TROLLEY STRAP HOLDERS FOR METAL STRAPS

Tech. Code

Width of straps mm 13 - 32

ITEM: N9256
Steel painted profile structure with strap holder. Tray for straps and seals.



N

N.129 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

CARRELLI PORTAREGGIA PER REGGE IN PLASTICA

Cod. Tec. N9280F62
GR76 Euro 60,90

ART. N9280
Struttura in profilato d'acciaio verniciata, adatto per bobine con foro 62 mm.

CARRELLI PORTAREGGIA PER REGGE IN PLASTICA

Cod. Tec. N929000
GR76 Euro 307,40
Ø foro bobine mm 200

ART. N9290
Carrelli con telaio molto robusto per resistere a lungo, ruote di ampio diametro per trainare il dispenser anche su
terreni non battuti o ghiaiosi. Freno con frizione per svolgere correttamente il rotolo, pratica e capiente vaschetta
porta attrezzi e ganci.

FORBICI TAGLIA REGGIA IN POLIESTERE

Cod. Tec. N929100
GR76 Euro 16,10

ART. N9291
Forbici taglia nastro a due lame con design antinfortunistico ed ergonomico, 2 lame (Iiscia e seghettata) per un
taglio ultra preciso senza sfilacciamenti. Impugnatura comoda per una presa sicura anche con i guanti.
Fulcro avanzato per massimizzare la forza di taglio.

Cod. Tec. N9281F060
GR76 Euro 82,30
Ø foro bobine mm 60/62

ART. N9281
Struttura in profilato d'acciaio verniciata.

N.129Indivisible package  Suggested retail package - Unit price

STRAP HOLDERS FOR PLASTIC STRAPS

Tech. Code

ITEM: N9280
Painted steel profile structure, suitable for coils with a 62 mm hole.

TROLLEY STRAP HOLDERS FOR PLASTIC STRAPS

Tech. Code

Ø coil size mm 200

ITEM: N9290
Trolleys with very strong frames, hardwearing-extra sturdy, large diameter wheels for easy pulling also on
gravvelled or icy grounds. Brake, clutch for handy-use of the rewinding coil system.

POLYESTER STRAP SHEARS

Tech. Code

ITEM: N9291
Dual-blade, ergonomically designed, safety strap shears, 2 blades (smooth and serrated), ultra precise, fray free
cuts. Comfortable, secure fit for your hand also with gloves.
Advanced fulcrum for greater cutting force.

Tech. Code

Ø Coil size mm 60/62

ITEM: N9281
Steel painted profile structure.



N

N.130 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

Cod. Tec. N9310100/30
GR76 Euro 109,20
Spessore micron 23
Altezza bobina mm 100
Lunghezza m 200

ART. N9310
Confezione da trenta bobine e un distributore in plastica con manico in gomma frizionabile.

Cod. Tec. N9320500/6
GR76 Euro 51,50
Spessore micron 23
Altezza bobina mm 500
Foro bobina mm 50
Peso bobina Kg 2,5
Confezione 6 Bobine

ART. N9320
Elevata proprietà elastica e di resistenza alla perforazione, adatto per l'imballaggio con innumerevoli possibilità d'impiego.

FILM ESTENSIBILI COLORATI

Cod. Tec. N9350BIANCO N9350NERO
GR76 Euro 102,90 102,90
Colore Bianco Nero
Spessore micron 30
Altezza bobina mm 500
Foro bobina mm 75
Peso bobina kg 4
Confezione 4 Bobine

ART. N9350
Elevata proprietà elastica e di resistenza alla perforazione, adatto per l'imballaggio con innumerevoli possibilità
d'impiego.

MANIGLIE PER FILM ESTENSIBILE

Cod. Tec. N9340MAN
GR76 Euro 8,00

ART. N9340
Per bobine con foro 50 mm.

FILM ESTENSIBILI TRASPARENTI

Cod. Tec. N9300100/4
GR76 Euro 34,30
Spessore micron 23
Altezza bobina mm 100
Lunghezza m 200

ART. N9300
Confezione da quattro bobine dotate ognuna di un distributore in plastica con manico in gomma frizionabile.
Elevata proprietà elastica e di resistenza alla perforazione, adatto per assemblare profili, pannelli, cornici e superfici
limitate in genere, atossico e riciclabile.

FILM ESTENSIBILI TRASPARENTI

Cod. Tec. N937023500 N937030500 N937035500
GR76 Euro 23,00 23,00 23,00
Spessore micron 23 30 35
Altezza bobina mm 500

Foro bobina mm 75

Peso bobina kg 5

ART. N9370
Bobina singola.

N.130 Indivisible package   Suggested retail package - Unit price

Tech. Code

Thickness Microns 23
Reel height mm 100
Length m 200

ITEM: N9310
Thirty-reel pack with one plastic distributor and a rubber holding handle.

Tech. Code

Thickness Microns 23
Reel height mm 500
Reel hole mm 50
Reel weight kg 2.5
Package 6 Reels

ITEM: N9320
High elastic properties and puncture resistance, suitable for a broad range of packaging needs.

COLOURED STRETCH FILMS

Tech. Code

Colour White Black
Thickness Microns 30
Reel height mm 500
Reel hole mm 75
Reel weight kg 4
Package 4 Reels

ITEM: N9350
High elastic properties and puncture resistance, suitable for a broad range of packaging needs.

HANDLES FOR STRETCH FILMS

Tech. Code

ITEM: N9340
For reels with a 50 mm hole.

TRANSPARENT STRETCH FILMS

Tech. Code

Thickness Microns 23
Reel height mm 100
Length m 200

ITEM: N9300
Four-reel pack each equipped with a plastic distributor and a rubber holding handle. High elastic properties and puncture
resistance, suitable for assembling profiles, panels, cornices and limited surfaces in general, non-toxic and recyclable.

TRANSPARENT STRETCH FILMS

Tech. Code

Thickness Microns 23 30 35
Reel height mm 500

Reel hole mm 75

Reel weight kg 5

ITEM: N9370
Single reel.



N

N.131 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

DISTRIBUTORI PER BOBINE DI FILM ESTENSIBILE

Cod. Tec. N9360DIST
GR76 Euro 82,00

ART. N9360
Professionale in acciaio, dotato di frizione regolabile che assicura una tensione costante e regolare del film, adatto
per bobine altezza mm 500 con foro mm 38-50-75.

NASTRI ADESIVI MASCHERA
ART. N9410
Nastri in carta, adatti per coprire e delimitare parti nelle operazioni di verniciatura.

Cod. Tec. N941019 N941025 N941030 N941038 N941050
GR76 Euro 2,24 3,06 3,67 4,49 5,30
Altezza mm 19 25 30 38 50
Lunghezza m 50

NASTRI ADESIVI ISOLANTI

Cod. Tec. N942015N N942019N
GR76 Euro 2,94 3,98
Colore Nero
Larghezza mm 15 19
Spessore mm 0,15
Lunghezza m 25

 10

ART. N9420
Nastro isolante adesivo ad uso generico in PVC autoestinguente. La sua affidabilità consente di risolvere problemi di
isolamento elettrico e protezione in genere.

Caratteristiche:
- Allungamento alla rottura: 170%
- Resistenza all'isolamento: Ƿ/cm 1011!106 MǷ
- Rigidità elettrica: 40 KV/mm
- Temperatura di esercizio: 0 / +90°C

Conforme alle normative CEI 15-15/VI1980 VDE-340

NASTRI ADESIVI PER IMBALLO

Cod. Tec. N9400AV N9400TRASP N9400BIANCO
GR76 Euro 1,84 1,84 1,84
Colore Avana Trasparente Bianco
Altezza mm 50
Lunghezza m 66

ART. N9400
Nastri in polipropilene silenzioso, adatti per tutti gli usi nel campo dell'imballaggio e del confezionamento.

Cod. Tec. N9400132AV N9400132TRASP N9400132BIANCO
GR76 Euro 3,57 3,57 3,57
Colore Avana Trasparente Bianco
Altezza mm 50
Lunghezza m 132

NASTRI ADESIVI ISOLANTI

Cod. Tec. N942215N N942219N N942219B N942219R N942225N N942225B
GR76 Euro 0,74 2,09 2,01 2,01 2,65 3,08
Colore Nero Bianco Rosso Nero Bianco
Larghezza mm 15 19 25
Spessore mm 0,13 0,15
Lunghezza m 10 25

 10 8

Conforme alle normative CEI EN 60454-3-1 e BS 3924 VDE nr. 40039640

ART. N9422
Nastro adesivo isolante in PVC autoestinguente con un elevato grado di isolamento elettrico (600 V) e di
protezione meccanica, per qualsiasi applicazione nell’impiantistica civile ed industriale.

Caratteristiche:
- Allungamento alla rottura: 200%
- Rigidità dielettrica: 40 kV/mm
- Temperatura di esercizio: -18 / +90°C

N.131Indivisible package  Suggested retail package - Unit price

DISTRIBUTORS FOR STRETCH FILM COILS

Tech. Code

ITEM: N9360
Made of steel for professional use, equipped with an adjustable clutch that provides constant film tension, suitable
for reels of 500 mm height and with 38 - 50 - 75 mm hole.

ADHESIVE MASKING TAPES
ITEM: N9410
Paper, suitable for covering and marking out areas for painting operations.

Tech. Code

Height mm 19 25 30 38 50
Length m 50

ADHESIVE INSULATING TAPES

Tech. Code

Colour Black
Width mm 15 19
Thickness mm 0,15
Length m 25



ITEM: N9420
Adhesive Insulating tape for general use in PVC self-extinguishing. It's reliability allows to solve problems of electrical
isolation and protection in general.

Features:
- Stretching at breaking point: 170%
- Isolation resistance: Ƿ/cm 1011>106 MǷ
- Electric rigidity: 40 KV/mm
- Operating temperature: 0 / +90°C

Conformity with the standard regulations CEI 15-15/VI1980 VDE-340

BOX SEALING TAPES

Tech. Code

Colour Tobacco Transparent White
Height mm 50
Length m 66

ITEM: N9400
Silent polypropylene suitable for all packing and packaging needs.

Tech. Code

Colour Tobacco Transparent White
Height mm 50
Length m 132

INSULATING ADHESIVE TAPES

Tech. Code

Colour Black White Red Black White
Width mm 15 19 25
Thickness mm 0,13 0,15
Length m 10 25



Conformity with the standard regulations CEI EN 60454-3-1 e BS 3924 VDE nr. 40039640

ITEM: N9422
Insulating adhesive tapes in PVC self-extinguishing with a high degree of electrical isolation (600 V) and
mechanical protection for any applications in civil and industrial plants.

Features:
- Stretching at breaking point: 200%
- Electric rigidity: 40 kV/mm
- Operating temperture: -18 / +90°C
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NASTRI ADESIVI TELATI

Cod. Tec. N943050/25
GR76 Euro 3,67
Altezza mm 50
Lunghezza m 25

ART. N9430
Rinforzato, molto aderente, impermeabile, adatto per imballare, riparare, unire e proteggere innumerevoli tipologie di
materiali. Colore argento.

NASTRI ADESIVI TELATI

Cod. Tec. N944050/50
GR76 Euro 23,00
Altezza mm 50
Lunghezza m 50

ART. 5080
Triplo strato tenace antistrappo e impermeabile fino a quattro atmosfere, resistente a temperature da -10°C a +70°C,
adatto ovunque sia necessaria una riparazione d'emergenza ad alta tenuta. Colore argento.

STENDINASTRI

Cod. Tec. N9450S50
GR76 Euro 12,60

ART. N9450
Corpo in materiale plastico, frizione regolabile, adatto per nastri adesivi con altezza fino a 50 mm.

Cod. Tec. N9501007 N9501010 N9501020 N9501020SM N9501040
GR76 Euro 101,80 101,80 101,80 169,20 146,80
Campo utilizzo mm 7 - 15 10 - 30 20 - 50 40 - 60
Colore Arancio Viola Neutro Blu Giallo

Spessore Standard Maggiorato Standard

Rotolo m 500 300

ART. N9501
La rete tubolare in polietilene è specifica per la protezione di prodotti in metallo, legno, vetro e
particolari verniciati o rettificati. Eµ una rete molto versatile e si adatta perfettamente a qualsiasi profilo.
Resistente ad acidi e solventi.

RETI TUBOLARI PROTETTIVE ANTIURTO

Cod. Tec. N9501050 N9501070 N9501090 N9501090SM N9501100
GR76 Euro 144,60 168,20 129,60 175,60
Campo utilizzo mm 50 - 80 70 - 100 90 - 160 100 - 200
Colore Marrone Rosso Azzurro Arancio Verde
Spessore Standard Maggiorato Standard
Rotolo m 250 100 250

N.132 Indivisible package   Suggested retail package - Unit price

ADHESIVE FABRIC-REINFORCED TAPES

Tech. Code

Height mm 50
Length m 25

ITEM: N9430
Reinforced, high adherence, waterproof, suitable for packing, repairing, joining and protecting a wide range of materials.
Silver.

ADHESIVE FABRIC-REINFORCED TAPES

Tech. Code

Height mm 50
Length m 50

ITEM: 5080
Triple-layer highly tear resistant and waterproof up to four atmospheres, temperature resistant from -10°C to +70°C,
suitable for high-sealing emergency repair. Silver.

TAPE STRETCHERS

Tech. Code

ITEM: N9450
Plastic body, adjustable clutch, suitable for tapes with a height of up to 50 mm.

Tech. Code

Using range mm 7 - 15 10 - 30 20 - 50 40 - 60
Colour Orange Purple Neutral Blue Yellow

Thickness Standard Over dimension Standard

Roll m 500 300

ITEM: N9501
The polyethylene tubular net is specific for the protection of products in metal, wood, glass, particularly
paint or rectified. It is very versatile and perfectly adaptable to any types of profile. Resistant to acids
and solvents.

PROTECTIVE TUBULAR NETS SHOCK-PROOF

Tech. Code

Using range mm 50 - 80 70 - 100 90 - 160 100 - 200
Colour Brown Red Blue Orange Green
Thickness Standard Over dimension Standard
Roll m 250 100 250
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POLITENE A BOLLE D'ARIA IN ROTOLI
ART. N9520
Elevata proprietà ammortizzante, di resistenza agli urti e alla lacerazione.
Adatto ad avvolgere e proteggere oggetti di qualsiasi forma e dimensione.
Inodore, chimicamente neutro e riciclabile al 100%

Cod. Tec. N95201000 N95201250
GR76 Euro 184,00 241,00
Altezza rotolo m 1.0 1.25
Lunghezza rotolo m 200
Peso al m² g 115
Rotolo kg 23 28,75

SCATOLE DI CARTONE

Cod. Tec. N9560230 N9560280 N9560330
GR76 Euro 1,10 2,00 2,10
Dimensione mm 230 x 155 x 145 280 x 180 x 200 330 x 245 x 220

ART. N9560
Doppia onda.

PALLET IN TRUCIOLARE DI LEGNO

Cod. Tec. N9575600 N9575800
GR76 Euro 7,10 10,50
Dimensione mm 600 x 400 800 x 600

ART. N9575

Cod. Tec. N9560425 N9560600 N9560800
GR76 Euro 2,30 9,10 15,90
Dimensione mm 425 x 230 x 185 600 x 400 x 350* 800 x 600 x 440*
* dimensionalmente compatibili con i pallets truciolari

Smart
Simplicity

Affordability

N.133Indivisible package  Suggested retail package - Unit price

POLYTHENE AIR BUBBLE ROLLS
ITEM: N9520
High shock-absorbing quality, resistant to impacts and tearing, suitable for wrapping and protecting objects of any shape
and size, odour-free, chemically neutral and 100% recyclable.

Tech. Code

Roll height m 1.0 1.25
Roll length m 200
Weight per m² g 115
Roll kg 23 28,75

CARDBOARD SHIPPING BOXES

Tech. Code

Dimensions mm 230 x 155 x 145 280 x 180 x 200 330 x 245 x 220

ITEM: N9560
Double wave.

WOODEN CHIPBOARD PALLETS

Tech. Code

Dimensions mm 600 x 400 800 x 600

ITEM: N9575

Tech. Code

Dimensions mm 425 x 230 x 185 600 x 400 x 350* 800 x 600 x 440*
* compatible in size with the chipboard pallet
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P.1

WORKSTATION AND STORAGE

Workbenches

Toolholders cabinets

Drawers cabinets

Cabinets and clothing lockers

Containers cabinets, plastic cabinets,
scrap holders

Roller cabinets

Bolt and hooks shelves, pallets racks,
cantilever, tank stands for drums

Shelves and ladders
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Cod. Tec. P0011A1000 P0011A1500 P0011A2000
GR80 Euro (70,00) (105,60) (128,80)

Per banchi mm 1031 x 705 1507 x 705 2007 x 705

Peso kg 5,54 8,35 10,90

ART. P0011
Copertura in acciaio rivestite in gomma antiolio, adatte per banchi con piano in acciaio.

BANCHI CON PIANO IN ACCIAIO

Cod. Tec. P00151000 P00151500 P00152000
GR80 Euro 187,50 239,00 289,40
Dimensioni mm 1031 x 705 x 855h 1507 x 705 x 855h 2007 x 705 x 855h
Portata Kg 1000
Peso Kg 40 60 110

ART. P0015
Piano in lamiera con tre bordi perimetrali con premontaggio (pronto per alloggiare cassetti e cassettiere), struttura
imbullonata colore blu Ral 5012, forniti smontati.

P.2 Indivisible package   Suggested retail package - Unit price

Tech. Code

For workbenches mm 1031 x 705 1507 x 705 2007 x 705

Weight kg 5,54 8,35 10,90

ITEM: P0011
Steel cover coated with oil-resistant rubber, suitable for workbenches with steel worktop.

STEEL TOP WORKBENCHES

Tech. Code

Dimensions mm 1031 x 705 x 855h 1507 x 705 x 855h 2007 x 705 x 855h
Load capacity Kg 1000
Weight Kg 40 60 110

ITEM: P0015
Sheet steel top, pre-assembly three perimeter edges (designed to accommodate drawers and drawer cabinets),
Ral 5012 bolted blue structure, workbenches are supplied disassembled.
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CASSETTI PER BANCHI

Cod. Tec. P00301C
GR80 Euro (74,80)
Dimensione mm 500 x 607 x 210h
Peso Kg 8,90

ART. P0030
Specifiche per banchi P0015 e P0025.
Estrazione semplice con scorrimento su cuscinetti in nylon, chiusura con chiave, completi di materiale di fissaggio
ai banchi, colore blu Ral 5012.

Cod. Tec. P00403C P0040CP
GR80 Euro (219,40) (152,00)
Dimensione mm 500 x 607 x 570h
Tipo tre cassetti cassetto e porta
Peso Kg 24,30 15,20

ART. P0040
Specifiche per banchi P0015 e P0025.
Estrazione semplice con scorrimento su cuscinetti in nylon, chiusura con chiave sui singoli cassetti e
sulla porta, completi di materiale di fissaggio ai banchi, colore blu Ral 5012.

ARMADIETTI PER BANCHI

COPERTURE PER BANCHI IN ACCIAIO RIVESTITE IN GOMMA ANTIOLIO

Cod. Tec. P0021A1000 P0021A1500 P0021A2000
GR80 Euro 65,90 94,80 120,50

Per banchi mm 1024 x 750 1500 x 750 2000 x 750

Peso Kg 6,17 9,31 12,31

ART. P0021
Copertura in acciaio rivestite in gomma antiolio, adatte per banchi con piano in legno.

BANCHI CON PIANO IN LEGNO

Cod. Tec. P00251000 P00251500 P00252000
GR80 Euro 206,00 250,70 303,60
Dimensioni mm 1024 x 750 x 880h 1500 x 750 x 880h 2000 x 750 x 880h
Portata Kg 1000
Peso Kg 45 65 115

ART. P0025
Piano in legno multiplex spessore 30 mm con premontaggio (pronto per alloggiare cassetti e cassettiere), struttura
imbullonata, colore blu Ral 5012, forniti smontati.

CASSETTIERE A QUATTRO CASSETTI PER BANCHI

Cod. Tec. P0035BS
GR80 Euro (503,00)
Dimensione mm 564 x 600 x 600

ART. P0035
Specifiche per banchi P0015 e P0025.
Estrazione semplice con scorrimento su cuscinetti a sfere in acciaio, chiusura con chiave, colore blu RAL 5012.
Fornite con materiale di fissaggio ai banchi.

Cassetti: n° 3 h 100 mm
n° 1 h 200 mm

ART. P0087
Banchi serie confort con 2 mensole, 4 pannelli forati ed un piano di lavoro.
Colore grigio Ral 7035 + Ral 7000.

Cod. Tec. P008701 P008702 P008703
GR80 Euro (850,80) (393,50) (9,30)
Dimensioni mm 2052 x 820 x 1285h 1920 -
Accessori - Canaletta elettrica Supporti canaletta

BANCHI COMPONIBILI

P.3Indivisible package  Suggested retail package - Unit price

DRAWERS FOR WORKBENCHES

Tech. Code

Dimension mm 500 x 607 x 210h
Weight Kg 8,90

ITEM: P0030
Specifically designed to fit P0015 and P0025 workbenches.
Simple extension sliding on nylon bearings, key locking, completed with fixing materials to workbenches, blue RAL
5012.

Tech. Code

Dimension mm 500 x 607 x 570h
Type three drawers drawer and door
Weight Kg 24,30 15,20

ITEM: P0040
Specifically designed to fit P0015 and P0025 workbenches.
Simple extension sliding on nylon bearings, key locking, completed with fixing materials to
workbenches, blue RAL 5012.

CABINETS FOR WORKBENCHES

STEEL COVER COATED WITH OIL-RESISTANT RUBBER FOR WOODEN WORKTOP

Tech. Code

For workbenches mm 1024 x 750 1500 x 750 2000 x 750

Weight kg 6,17 9,31 12,31

ITEM: P0021
Steel cover coated with oil-resistant rubber, suitable for workbenches with wooden worktop.

WOOD TOP WORKBENCHES

Tech. Code

Dimensions mm 1024 x 750 x 880h 1500 x 750 x 880h 2000 x 750 x 880h
Load capacity Kg 1000
Weight Kg 45 65 115

ITEM: P0025
Multiplex, 30mm- thick wood top, pre-assembly three perimeter edges (designed to accommodate drawers and
drawer cabinets), Ral 5012 bolted blue structure, workbenches are supplied disassembled.

FOUR-DRAWER CABINETS FOR WORKBENCHES

Tech. Code

Dimension mm 564 x 600 x 600

ITEM: P0035
Specifically designed to fit P0015 and P0025 workbenches.
Steel ball bearing slides provide exceptionally smooth rolling, keyed cam lock, RAL 5012 RAL, colour blue.
Supplied with fastening tools and accessories for an easy assembly to the workbench.

Drawers
n° 3 h 100mm
n° 1 h 200mm

ITEM: P0087
Comfort series work benches with 2 shelves, 4 perforated panels and table.
Ral 7035 + Ral 7000, grey colour.

Tech. Code

Dimensions mm 2052 x 820 x 1285h 1920 -
Accessories - Cable compartment Cable compartment supports

SECTIONAL WORKBENCHES



P.4P

Grazie all'alto livello di competenza nei servizi di consulenza ed
assistenza, Link e Lista offrono soluzioni complete e su misura
per un ambiente di lavoro funzionale ed in linea con la tua
identità aziendale. Contatta il nostro customer service per fissare
un appuntamento con i nostri tecnici e sviluppare la soluzione
personalizzata più adatta alle tue esigenze. A prescindere che si
tratti di dimensioni, tipologia di chiusura, colore o suddivisione
dei cassetti ciascun elemento può essere ottimizzato e
configurato nei minimi dettagli in base alle tue necessità.

Ci occuperemo di tutto il processo, dalla progettazione
all'installazione.

P.4

Thanks to the high level of expertise in consulting and assistance
services, Link and Lista offer complete made to measure
solution for a functional work environment which is in line
with your corporate identity. Contact our customer Service to
make an appointment with our technicians and develop the
customized solution that best suits your needs. Regardless of
the size, type of closure, color or division of the drawers each
element can be optimized and configured in detail according to
your needs.

We will take care of the whole process, from design to
installation.
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BANCHI CON PIANO IN LEGNO

Cod. Tec. P0026A01 P0026B01
GR79 Euro (333,70) (395,90)
Dimensioni mm 1500 x 750 x 840 2000 x 750 x 840
Colore RAL 5012
Portata kg 600 360

ART. 40.961 - 40.963
Banchi con piano in legno multistrato. Spessore da 40 mm di faggio impregnato a vapore, resistente all’ acqua,
angoli smussati, superficie levigata e trattata con olio e cera. Il piano è resistente agli spruzzi d’ acqua, antisporco e
completamente inattaccabile da oli e grassi.

BANCHI DA LAVORO CON CASSETTI SOSPESI 27 X 36 E

Cod. Tec. P0028A01 P0028B01
GR79 Euro (777,50) (834,00)
Dimensioni mm 1500 x 750 x 840 2000 x 750 x 840
Cassetti n° 3
Dim. cassetti mm 1x50 / 1x100 / 1x150
Colore RAL 5012 RAL5012
Portata kg 600 360

ART. 59.005 - 59.007
Banchi da lavoro con piano in legno multistrato e cassetti sospesi. Chiave con chiusura centralizzata. Spessore da 40 mm
di faggio impregnato a vapore, resistente all’acqua, angoli smussati, superficie levigata e trattata con olio e cera. Il piano è
resistente agli spruzzi d’acqua, antisporco e completamente inattaccabile da oli e grassi.

BANCHI DA LAVORO CON CASSETTIERA 27 X 36 E

Cod. Tec. P0031A01 P0031B01 P0031C01 P0031D01
GR79 Euro (922,50) (978,10) (984,40) (1040,90)
Dimensioni mm 1500 x 750 x 840 2000 x 750 x 840 1500 x 750 x 840 2000 x 750 x 840
Cassetti n° 4 5
Dim. cassetti mm 2x100 / 1x200 / 1x300 1x50 / 2x100 / 1x150 / 1x300
Colore RAL 5012
Portata kg 1500 800 1500 800

ART. 59.039 - 59.041 - 40.970 - 40.972
Banchi da lavoro con piano in legno multistrato e cassettiera. Chiave con chiusura centralizzata e cassetti facilmente
estraibili grazie allo scorrimento su cuscinetti a sfera in acciaio. Spessore da 40 mm di faggio impregnato a vapore,
resistente all’acqua, angoli smussati, superficie levigata e trattata con olio e cera. Il piano è resistente agli spruzzi d’acqua,
antisporco e completamente inattaccabile da oli e grassi.

SOSTEGNI REGOLABILI PER BANCHI DA LAVORO

Cod. Tec. P003601 P003602
GR79 Euro (75,60) (75,60)
Colore RAL 5012 RAL 7035
Portata kg 400

ART. 43.231
Sostegni regolabili per banchi da lavoro da 700mm a 1050mm (regolabile in altezza con passo di 25mm).
Stabile struttura in lamiera d’acciaio, realizzata con profilati estrusi e saldati, dotata di fori per il fissaggio dei piani.
Il fissaggio è reso possibile da un foro nella piastra di livellamento.

P.....01 P.....02

P.....01 P.....02

P.....03 P.....04

P.....02P.....01

P.....01 P.....02

P.....03 P.....04

P.5Indivisible package  Suggested retail package - Unit price

WORKBENCHES WITH WOODEN WORKTOPS

Tech. Code

Dimensions mm 1500 x 750 x 840 2000 x 750 x 840
Colour RAL 5012
Load capacity kg 600 360

ITEM: 40.961 - 40.963
Benches with multilayer wooden top. 40 mm thick steam impregnated beech,water resistant, rounded corners, polished
surface and treated with oil and was. The top is resistant to splashes of water, dirt and completely unaffected by oils and
greases.

WORKBENCHES WITH SUSPENDED DRAWERS 27 X 36 E

Tech. Code

Dimensions mm 1500 x 750 x 840 2000 x 750 x 840
Drawers n° 3
Dim. drawers mm 1x50 / 1x100 / 1x150
Colour RAL 5012 RAL5012
Load capacity kg 600 360

ITEM: 59.005 - 59.007
Workbenches with multi-layered wooden tops and suspended drawers. Key with central locking. 40 mm thick steam
impregnated beech, water resistant, rounded corners, polished surface and treated with oil and wax. The top is resistant to
splashes of water, dirt and completely unaffected by oils and greases.

WORKBENCHES WITH DRAWERS 27 X 36 E

Tech. Code

Dimensions mm 1500 x 750 x 840 2000 x 750 x 840 1500 x 750 x 840 2000 x 750 x 840
Drawers n° 4 5
Dim. drawers mm 2x100 / 1x200 / 1x300 1x50 / 2x100 / 1x150 / 1x300
Colour RAL 5012
Load capacity kg 1500 800 1500 800

ITEM: 59.039 - 59.041 - 40.970 - 40.972
Workbenches with multilayer wooden top and drawers. Key with central locking and easily removalble drawers thanks to
sliding on steel ball bearings. 40 mm thick steam impregnated beech, water resistant, rounded corners, polished surface
and treated with oil and was. The top is resistant to splashes of water, dirt and completely unaffected by oils and greases.

ADJUSTABLE WORKBENCH LEGS FOR WORK BENCHES

Tech. Code

Colour RAL 5012 RAL 7035
Load capacity kg 400

ITEM: 43.231
Adustable workbench legs for workbenches from 700mm to 1050mm (adjustable in height with 25mm pitch). Stable
structure in sheet steel, made of extruded and welded profiles, equipped with holes for fixing the shelves. Floor anchoring
is made possible through holes in the base plate.



P P.6 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

PIANI IN LEGNO

Cod. Tec. P0034W1 P0034W2
GR79 Euro (213,60) (275,70)
Dimensioni mm 1500 X 750 X 40h 2000 X 750 X 40h

ART. 42.213.000 - 42.214.000
Piani in legno (faggio multistrato incollato e impregnato a vapore) per banchi.
Resistenti all'acqua, angoli smussati, superficie levigata, trattata con olio e cera. Il piano è resistente agli spruzzi
d'acqua, antisporco e completamente inattaccabile ad oli e grassi.
Inclusi materiali di fissaggio.

PIANI IN FAGGIO

Cod. Tec. P0042W3 P0042W4
GR79 Euro (317,70) (395,00)
Dimensioni mm 1500 x 750 x 50h 2000 x 750 x 50h

ART. 42.322.000 - 42.323.000
Piani in faggio impiallacciato, impregnato a vapore, resistente all’acqua e con angoli smussati.
Superfice levigata, trattata con olio e cera.
Estremamente solito, resistente agli spruzzi d’acqua, antisporco e completamente inattaccabile da oli e grassi.

PIANI IN URPHENE

Cod. Tec. P0043U1 P0043U2
GR79 Euro (390,10) (489,50)
Dimensioni mm 1500 x 750 x 50h 2000 x 750 x 50h

ART. 42.467.900 - 42.468.900
Piani in urphene, resistente alla pressione e durevole, con verniciatura UV antigraffio e resistente ai prodotti
chimici.
Robusto, resistente agli spruzzi d’acqua, antisporco e inattaccabile da oli e grassi.

PIANI IN NITRILE

Cod. Tec. P0044N1 P0044N2
GR79 Euro (498,80) (621,00)
Dimensioni mm 1500 x 750 x 50h 2000 x 750 x 50h

ART. 42.937.000 - 42.938.000
Piani in nitrile con rivestimento in gomma di 4 mm di spessore.
Semiduro, antiscivolo, antiurto e resistente agli oli e ai combustibili. Può essere utilizzato a temperature comprese
tra -10 e +70°C

PIANI IN MULTIPLEX METALLICI

Cod. Tec. P0045M1 P0045M2
GR79 Euro (580,30) (661,70)
Dimensioni mm 1500 x 750 x 50h 2000 x 750 x 50h

ART. 42.247.000 - 42.248.000
Piani con rivestimento metallico per esigenze elevate. Facilissimi da pulire e versatili.
Massima resitenza.

P.6 Indivisible package   Suggested retail package - Unit price

WORKTOPS IN WOOD

Tech. Code

Dimensions mm 1500 X 750 X 40h 2000 X 750 X 40h

ITEM: 42.213.000 - 42.214.000
Wooden tops (glued multilayer beech wood and steam impregnated) for counters.
Water resistant, rounded corners, polished surface, treated with oil and wax.
The top is resistant to water splashes, dirt and completely unaffected by oils and greases.
Including fixing materials.

WORKTOPS IN BEECHWOOD

Tech. Code

Dimensions mm 1500 x 750 x 50h 2000 x 750 x 50h

ITEM: 42.322.000 - 42.323.000
Varnished, steam impregnated, water-resistant beech worktops with rounded corners.Smooth surface, treated with
oil and wax.Extremely usual, resistant to water splashes, dirt and completely unaffected by oils and greases.

WORKTOPS IN URPHENE

Tech. Code

Dimensions mm 1500 x 750 x 50h 2000 x 750 x 50h

ITEM: 42.467.900 - 42.468.900
Worktops in urphene, resistant to pressure and durable, with anti-scratch UV coating and resistant to chemicals.
Sturdy, resistant to splashes of water, dirt and unaffected by oils and greases.

WORKTOPS IN NITRILE

Tech. Code

Dimensions mm 1500 x 750 x 50h 2000 x 750 x 50h

ITEM: 42.937.000 - 42.938.000
Nitrile Worktops with 4 mm thick rubber coating.Semi-hard, anti-slip, shockproof and resistant to oils and fuels. It
can be used at temperatures between -10 and + 70 ° C

WORKTOPS METALLIC MULTIPLEX

Tech. Code

Dimensions mm 1500 x 750 x 50h 2000 x 750 x 50h

ITEM: 42.247.000 - 42.248.000
Worktops with metal coating for high demands. Extremely easy to clean and versatile. Maximum resistance.
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BANCHI DA LAVORO COMPATTI

Cod. Tec. P0038A01 P0038B01 P0038C01
GR79 Euro (1124,30) (1347,30) (1162,00)
Dimensioni mm 1500 x 700 x 840 2000 x 700 x 840

Cassetti n° 4 2

Dim. cassetti 2x75 / 1x150 / 1x200 3x150 / 1x200 2x150

Ripiani n° 2 3 2
Scomparti n° 1 2
Colore RAL 5012

Portata ripiano kg 50

ART. 64.115 - 64.124 - 64.130
Banchi da lavoro compatti offrono un posto da lavoro versatile e moderno per la produzione. La struttura stabile e i
materiali pregiati offrono un sistema assolutamente solido. In questo modo riescono a resistere senza problemi anche a
condizioni di utilizzo gravose, mentre le sottostrutture variabili assicurano un sufficiente spazio di stoccaggio.
Piano in legno multistrato, spessore da 40 mm di faggio impregnato a vapore, resistente all’ acqua, angoli smussati,
superficie levigata e trattata con olio e cera. Il piano è resistente agli spruzzi d’ acqua, antisporco e completamente
inattaccabile da oli e grassi.

BANCHI DA LAVORO SU RUOTE

Cod. Tec. P0041A02 P0041B02
GR79 Euro (1237,00) (1391,30)
Dimensioni mm 1116 x 700 x 877
Cassetti n° 2 6
Dim. Cassetti mm 2x150 2x75 / 1x100 / 1x150 / 1x200
Ripiani 2
Scomparti 2 1
Colore RAL 7035
Portata kg 400

ART. 41.506 - 41.769
Banchi da lavoro su ruote con maniglia, offrono una soluzione stabile per realizzare posti di lavoro in officina e in
produzione. Immagazzinamento visibile e con ottimizzazione degli spazi. Piano in legno multistrato, spessore da 40
mm di faggio impregnato a vapore, resistente all’acqua, angoli smussati, superficie levigata e trattata con olio e cera. Il
piano è resistente agli spruzzi d’acqua, antisporco e completamente inattaccabile da oli e grassi. Piani di lavoro robusti e
resistenti.

Mobilità assoluta nella versione con ruote in gomma per lo spostamento in diversi posti del lavoro.
Chiave con sistema di chiusura centralizzata contro accessi indesiderati.

RAL 7035+7016P.....04RAL 7035+5005P.....03

RAL 7035P.....02RAL 5012P.....01

LEGENDA VARIABILI DI COLORE

P.....01 P.....02

P.....03 P.....04

P.....02 P.....03

P.....04

P.7Indivisible package  Suggested retail package - Unit price

COMPACT WORKBENCHES

Tech. Code

Dimensions mm 1500 x 700 x 840 2000 x 700 x 840

Drawers n° 4 2

Dim. drawers 2x75 / 1x150 / 1x200 3x150 / 1x200 2x150

Shelves n° 2 3 2
Compartments n° 1 2
Colour RAL 5012

Shelf load capacity kg 50

ITEM: 64.115 - 64.124 - 64.130
Compact work benches offer a versatile and modest workplace for production in the workshop. Its stable structure and fine
materials offer an absolutely solid system. In this way they are able to withstand even harsh conditions without problems,
while the variable structures ensure sufficient storage space. Plywood top, 40 mm thick steam impregnated beech wood,
water resistant, rounded corners, polished surface and treated with oil and wax. The top is resistant to splashes of water,
dirt and completely unaffected by oils and greases.

WORKBENCHES ON WHEELS

Tech. Code

Dimensions mm 1116 x 700 x 877
Drawers n° 2 6
Dim. drawers mm 2x150 2x75 / 1x100 / 1x150 / 1x200
Shelves 2
Compartments 2 1
Colour RAL 7035
Load capacity kg 400

ITEM: 41.506 - 41.769
Wheeled workbenches with handle offer a stable solution to achieve jobs in the workshop and in production. Visible
storage and optimization of spaces. Plywood top, 40 mm thick steam impregnated beech wood, water resistant, rounded
corner suface, polished and treated with oil and wax. The top is resistant to splashes of water, dirt and completely
unaffected by oils and greases. Sturdy and resistant worktops.

Absolute mobility in the version with rubber wheels for moving in different places of work. Key with central locking system
with unwanted access.

LEGEND OF VARIABLE COLOURS
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Cod. Tec. P03101 P03102
GR80 Euro (132,90) (172,00)
Regolazione mm 445 ÷  625 510 ÷ 760
Peso Kg 10,00 10,90

ART. P0310
Struttura in acciaio verniciato, seduta e schienale in faggio, base a cinque razze con piedini
antivibranti, poggiapiedi cromato (cod. P03102).

SEDIE GIREVOLI CON REGOLAZIONE A POMPA

Cod. Tec. P03152
GR80 Euro (224,50)
Regolazione mm 535 ÷ 785
Peso Kg 13,00

ART. P0315
Struttura in acciaio verniciato, seduta e schienale in poliuretano, base a cinque razze con piedini
antivibranti, poggiapiedi cromato.

Cod. Tec. P03201 P03202
GR80 Euro (132,90) (186,40)
Regolazione mm 470 ÷ 645 495 ÷ 670
Finitura Faggio Poliuretano
Peso Kg 11,10 12,40

ART. P0320
Struttura in acciaio verniciato, base a cinque razze con ruote autobloccanti.

Cod. Tec. P03251 P03252
GR80 Euro (132,00) (160,00)
Regolazione mm 460 ÷ 550 600 ÷ 700

ART. P0325
Struttura in acciaio cromato, elevazione a gas con fermo, seduta e schienale in faggio, base a cinque
razze con piedini antivibranti, poggiapiedi (cod. P03252).

SEDIE GIREVOLI CON REGOLAZIONE A POMPA

Cod. Tec. P03301 P03302
GR80 Euro (119,00) (141,00)
Regolazione mm 460 ÷ 550 680 ÷ 780

ART. P0330
Struttura in acciaio cromato, elevazione a gas con fermo, seduta e schienale in finta pelle, base a a
cinque razze con piedini antivibranti, poggiapiedi (cod. P03302).

P.8 Indivisible package   Suggested retail package - Unit price

Tech. Code

Adjustment mm 445 ÷ 625 510 ÷ 760
Weight Kg 10,00 10,90

ITEM: P0310
Painted steel structure, beech seat and back, five star base with vibration-damping feet, chrome-
plated footrest (cod. P03102).

SWIVEL CHAIRS WITH LIFT ADJUSTMENT

Tech. Code

Adjustment mm 535 ÷ 785
Weight Kg 13,00

ITEM: P0315
Painted steel structure, polyurethane seat and back, five-star base with vibration-damping feet,
chrome-plated footrest.

Tech. Code

Adjustment mm 470 ÷ 645 495 ÷ 670
Finish Beech Polyurethane
Weight Kg 11,10 12,40

ITEM: P0320
Painted steel structure, five-star base with self-locking wheels.

Tech. Code

Adjustment mm 460 ÷ 550 600 ÷ 700

ITEM: P0325
Chrome-plated steel structure, screw elevation with lock, beech seat and back, five-star base with
vibration-damping feet, footrest (cod. P03252).

SWIVEL CHAIR WITH SCREW ADJUSTMENT

Tech. Code

Adjustment mm 460 ÷ 550 680 ÷ 780

ITEM: P0330
Chrome-plated steel structure, screw elevation with lock, synthetic leather seat and back, five-star
base with vibration-damping feet, footrest (cod. P03302).
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ARMADI NC CON TAPPARELLE 54 X 27 E

Cod. Tec. P1045A01 P1045B01 P1045C01 P1045D01
GR79 Euro (2461,80) (2282,60) (2409,00) (1969,00)
Dimensioni mm 1038 x 691 x 1950
Supporti 112 ISO-SK 40 64 ISO-SK 50 80 HSK 63 -
Colore RAL 5012
Portata kg 1200

ART. 15.635 - 15.636 - 18.395
Armadi NC con tapparelle dotati di otto telai portautensili intercambiabili ed inseribili in armadi, cassetti e carrelli per
trasporto, otto coppie portatelaio. Chiave con chiusura centralizzata.

P.....01 P.....02

CARRELLI PER TRASPORTO NC 36 X 27 E

Cod. Tec. P1046A01 P1046B01 P1046C01 P1046D01
GR79 Euro (911,90) (858,40) (900,90) (735,90)
Dimensioni mm 1077 x 514 x 932
Supporti 40 ISO - SK 40 25 ISO - SK 50 30 HSK 63 -
Colore RAL 5012
Portata kg 540

ART. 18.364 - 18.365 - 18.368 - 15.419
Carrelli per trasporto NC per un immagazzinamento sicuro, pulito e visibile in alloggiamenti di alta qualità, realizzati in
materiale ABS resistente alla rottura, gli urti e agli oli, in grado di accogliere perfettamente gli utensili per la rimozione dei
trucioli. Allestimento individuale e semplice, trasporto sicuro e massima comodità d’utilizzo ed ergonomia. Un ripiano a
mensola laterale, incluso tappetino millerighe in PVC, un telaio da alloggiamento in cassetti con coppia portatelaio, due
telai intercambiabile per utensili con coppia portatelaio inclinato, diametro delle ruote in gomma Ø 160 mm.

P.....01 P.....02

SUPPORTO DA TAVOLO NC 36 X 27 E

Cod. Tec. P1049A01 P1049B01 P1049C01 P1049D01
GR79 Euro (220,70) (188,60) (214,10) (115,10)
Dimensioni mm 588 x 413 x 345
Supporti 24 ISO-SK 40 15 ISO-SK 50 18 HSK 63 -
Colore RAL 5012

ART. 15.431 - 15.432 - 18.353 - 12.959
Supporto da tavolo NC con telaio da alloggiamento in cassetti per 3 binari. In lamiera d’acciaio.

P.....01 P.....02

SET SUPPORTI PORTAUTENSILI 36 X 36 E

Cod. Tec. P105500 P105501 P105502
GR79 Euro (213,30) (170,50) (204,50)
Dimensioni mm 588 x 596 x 82 - 162 h
Supporti 32 ISO - SK 40 20 ISO - SK 50 24 HSK 63 A+C+E/80 B+D+F

ART. 80.829.000 - 80.830.000 - 80.833.000
Set supporti portautensili utilizzati in cassetti. Inclusi un telaio di alloggiamento, una coppia portatelaio.
Colore rosso.

P.9Indivisible package  Suggested retail package - Unit price

NC CABINETS WITH SHUTTERS 54 X 27 E

Tech. Code

Dimensions mm 1038 x 691 x 1950
Supports 112 ISO-SK 40 64 ISO-SK 50 80 HSK 63 -
Colour RAL 5012
Load capacity kg 1200

ITEM: 15.635 - 15.636 - 18.395
NC cabinets with shutters equipped with eight interchangeable tool frames which are insertable into the cabinets, drawers
and trolley for transportation eight pairs of frame holders. Key with central locking.

NC TROLLEYS FOR TRANSPORT 36 X 27 E

Tech. Code

Dimensions mm 1077 x 514 x 932
Supports 40 ISO - SK 40 25 ISO - SK 50 30 HSK 63 -
Colour RAL 5012
Load capacity kg 540

ITEM: 18.364 - 18.365 - 18.368 - 15.419
NC transport trolleys for safe, clean and visible storage in high-quality housings, made of break-resistant, shock-resistant
and oil-resistant ABS material, which perfectly suitable for tools for removing chips. Individual and simple equipment, safe
transport and maximum comfort of use and ergonomics. A shelf with side brackets, including PVC ribbed mat, a frame for
housing in drawers with a frame holder, two interchangeable frames for tools with an inclined frame holder, diameter of the
rubber wheels Ø 160 mm.

NC TABLE SUPPORT NC 36 X 27 E

Tech. Code

Dimensions mm 588 x 413 x 345
Supports 24 ISO-SK 40 15 ISO-SK 50 18 HSK 63 -
Colour RAL 5012

ITEM: 15.431 - 15.432 - 18.353 - 12.959
NC table support with frame for housing in drawers for 3 tracks. Made of sheet steel.

TOOL HOLDER IN SET 36 X 36 E

Tech. Code

Dimensions mm 588 x 596 x 82 - 162 h
Supports 32 ISO - SK 40 20 ISO - SK 50 24 HSK 63 A+C+E/80 B+D+F

ITEM: 80.829.000 - 80.830.000 - 80.833.000
Tool holder set used in drawers. Including a housing frame, a frame holder
Colour red.
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SUPPORTO PORTAUTENSILI ISO-SK

Cod. Tec. P105000 P105001 P105002 P105003
GR79 Euro (3,90) (4,40) (4,90) (4,90)
Dimensioni mm 65,6 x h 49 x Ø 31,8 65,6 x h 60,5 x Ø 44,5 105 x h 75 Ø57,2 105 x h 90 x Ø 69,9
Tipo supporto ISO - SK30 ISO - SK40 ISO - SK45 ISO - SK50

ART. 12.880.000 - 12.062.000 - 12.877.000 - 12.875.000
Supporti portautensili ISO -SK. Vengono avvitati oppure fissati mediante chiusura a scatto. Colore rosso.

SUPPORTI PORTAUTENSILI HSK

Cod. Tec. P105100 P105101 P105102
GR79 Euro (4,40) (4,90) (4,90)
Dimensioni mm 58 x h 31 x Ø 24 58 x h 31 x Ø 30 65,6 x h 31 x Ø 38
Tipo supporto HSK32 HSK40 HSK50

ART. 15.314.000 - 15.318.000 - 15.319.000 - 15.320.000 - 15.330.000 - 15.336.000
Supporti portautensili HSK. Vengono avvitati oppure fissati mediante chiusura a scatto. Colore rosso.

SUPPORTI PORTAUTENSILI VDI

Cod. Tec. P105200 P105201 P105202
GR79 Euro (15,30) (15,90) (4,40)
Dimensioni mm 58 x h 20 x Ø 20,5 58 x h 20 x Ø 55,4 65,6 x h 69,5 x Ø 30,5
Tipo supporto VDI20 VDI25 VDI30

ART. 15.329.000 - 12.866.000 - 12.887.000 - 12.886.000 - 12.885.000 - 12.884.000
Supporti portautensili VDI. Vengono avvitati oppure fissati mediante chiusura a scatto. Colore rosso.

SUPPORTI PORTAUTENSILI CAPTO

Cod. Tec. P105300 P105301 P105302
GR79 Euro (6,00) (6,50) (7,50)
Dimensioni mm 58 x h 31,5 x Ø 22 58 x h 31,5 x Ø 28 65,6 x h 31,5 x Ø 35
Tipo supporto C3 C4 C5

ART. 12.650.000 - 12.651.000 - 12.652.000 - 12.653.000 - 12.654.000 - 12.655.000
Supporti portautensili Capto. Vengono avvitati oppure fissati mediante chiusura a scatto. Colore rosso.

SUPPORTI PORTAUTENSILI DA FORARE AUTONOMAMENTE

Cod. Tec. P105400 P105401
GR79 Euro (10,00) (44,80)
Dimensioni mm 58 x 138 x 20 535 x 138 x 20

ART. 12.832.000 - 12.838.000
Supporti portautensili da forare autonomamente per un numero di utensili a piacere.
Numero di utensili per supporto a piacere.

Cod. Tec. P105203 P105204 P105205
GR79 Euro (4,90) (6,10) (6,70)
Dimensioni mm 87,5 x h 77,5 x Ø 40,5 87,5 x h 93,5 x Ø 50 105 x h 108,5 x Ø 60,5
Tipo supporto VDI40 VDI50 VDI60

Cod. Tec. P105303 P105304 P105305
GR79 Euro (8,00) (9,10) (10,30)
Dimensioni mm 87,5 x h 34 x Ø 44 105 x h 42 x Ø 55 120 x h 52 x Ø 72
Tipo supporto C6 C8 C10

Cod. Tec. P105103 P105104 P105105
GR79 Euro (5,50) (6,10) (6,10)
Dimensioni mm 87,5 x h 34 x Ø 48 105 x h 42 x Ø 60 120 x h 52 x Ø 75
Tipo supporto HSK63 HSK80 HSK100

P.10 Indivisible package   Suggested retail package - Unit price

TOOL HOLDER SUPPORTS ISO-SK

Tech. Code

Dimensions mm 65,6 x h 49 x Ø 31,8 65,6 x h 60,5 x Ø 44,5 105 x h 75 Ø57,2 105 x h 90 x Ø 69,9
Support type ISO - SK30 ISO - SK40 ISO - SK45 ISO - SK50

ITEM: 12.880.000 - 12.062.000 - 12.877.000 - 12.875.000
Tool holder supports ISO -SK. They are screwed or fixed by click-closure, red colour.

TOOL HOLDER SUPPORTS HSK

Tech. Code

Dimensions mm 58 x h 31 x Ø 24 58 x h 31 x Ø 30 65,6 x h 31 x Ø 38
Support type HSK32 HSK40 HSK50

ITEM: 15.314.000 - 15.318.000 - 15.319.000 - 15.320.000 - 15.330.000 - 15.336.000
Tool holder supports HSK. They are screwed or fixed by click-closure, red colour.

TOOL HOLDER SUPPORTS VDI

Tech. Code

Dimensions mm 58 x h 20 x Ø 20,5 58 x h 20 x Ø 55,4 65,6 x h 69,5 x Ø 30,5
Support type VDI20 VDI25 VDI30

ITEM: 15.329.000 - 12.866.000 - 12.887.000 - 12.886.000 - 12.885.000 - 12.884.000
Tool holder supports VDI. They are screwed or fixed by click-closure, red colour.

TOOL HOLDER SUPPORTS CAPTO

Tech. Code

Dimensions mm 58 x h 31,5 x Ø 22 58 x h 31,5 x Ø 28 65,6 x h 31,5 x Ø 35
Support type C3 C4 C5

ITEM: 12.650.000 - 12.651.000 - 12.652.000 - 12.653.000 - 12.654.000 - 12.655.000
Tool holder supports Capto. They are screwed or fixed by click-closure, red colour.

TOOL HOLDER SUPPORTS TO BE DRILLED INDEPENDENTLY

Tech. Code

Dimensions mm 58 x 138 x 20 535 x 138 x 20

ITEM: 12.832.000 - 12.838.000
Tool holder supports to be drilled indepently for a number of tools as desired.

Tech. Code

Dimensions mm 87,5 x h 77,5 x Ø 40,5 87,5 x h 93,5 x Ø 50 105 x h 108,5 x Ø 60,5
Support type VDI40 VDI50 VDI60

Tech. Code

Dimensions mm 87,5 x h 34 x Ø 44 105 x h 42 x Ø 55 120 x h 52 x Ø 72
Support type C6 C8 C10

Tech. Code

Dimensions mm 87,5 x h 34 x Ø 48 105 x h 42 x Ø 60 120 x h 52 x Ø 75
Support type HSK63 HSK80 HSK100
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ETICHETTA LISTA- SCRIPT

Cod. Tec. P229500
GR79 Euro 4,20

ART. 80.325.000
Etichetta Lista- Script "Confezione universale". Il software di etichettatura può essere scaricato dal sito Web Lista
alla pagina www.lista.com/script

2 fogli listello maniglia, 76 etichette 47x12 mm, 52 etichette 47x18 mm, 133 etichette 27x12 mm

SOLUZIONI DI CHIUSURA ARMADI E CASSETTIERE

KEY LOCK

• Apertura/Chiusura manuale tramite chiavi
• Chiusura con numerazione uguale per più prodotti, anche diversi, con
una sola chiave oppure a numerazione diversa selezionabile con più
chiavi

CODE LOCK

• Apertura/Chiusura manuale tramite codice numerico
• Lettura e programmazione della serratura tramite il LISTA Access
Software (opzionale)

RFID LOCK

• Apertura/Chiusura manuale tramite badge RFID o codice numerico
• Può essere utilizzata la maggior parte dei badge RFID standard, schede
ed etichette
• Lettura e programmazione della serratura tramite il LISTA Access
Software (opzionale)

AUTO LOCK

• Apertura/Chiusura automatica tramite badge RFID o codice numerico
• Può essere utilizzata la maggior parte dei badge RFID standard, schede
ed etichette
• Si chiude automaticamente dopo un periodo di tempo prestabilito o
premendo il pulsante
• Lettura e programmazione della serratura tramite il LISTA Access
Software (opzionale)

P.11

LABEL LIST- SCRIPT

Tech. Code

ITEM: 80.325.000
Label list-script "Universal packaging". The labeling software can be downloaded from the List website at www.
lista.com/script

2 sheets of handle strips, 76 labels 47 x 12 mm, 52 labels 47 x 18 mm 133 labels, 27 x 12 mm

GENERAL CATALOGUE

KEY LOCK

• manual opening / closing by means of keys
• closing with an equal numbering for several products, even different,
with only one key or with different numbers selectable with several keys

CODE LOCK

• manual opening / closing by numeric code
• reading and programming of the lock via the access list (optional)

RFID LOCK

• automatic opening / closing via RFID badge or numerical code
• most standard RFID badges, cards and labels can be used
• Reading and programming the lock using the access list software
(optional)

AUTO LOCK

• automatic opening / closing via RFID badge or numerical code
• most standard RFID badges, cards and labels can be used
• it closes automatically after a pre-set period of time or by pressing the
button
• Reading and programming the lock using the access list software
(optional)
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CASSETTIERE 27 X 36 E

Cod. Tec. P2115A01 P2115B01 P2115C01 P2115D01
GR79 Euro (517,30) (682,40) (745,10) (833,40)
Dimensioni mm 564 x 725 x383h 564 x 725 x 800h 564 x 725 x 850h
Cassetti n° 3 4 5 6
Dim. cassetti mm 1x50 / 1x100 / 1x150 2x200 / 1x200 / 1x300 1x50 / 2x100 / 1x150 / 1x300 1x50 / 2x100 / 2x150 / 1x200
Colore RAL 5012
Portata cassetti kg 75

ART. 14.437 - 14.371 - 14.368 - 14.407
Cassettiere con estrazione totale dei cassetti e con dispositivo antiribaltamento. Comprende sistema di etichettatura Lista
script. Chiusura con chiave centralizzata.

P.....01 P.....02 P.....03 P.....04

CASSETTIERE CON RUOTE 27 X 36 E

Cod. Tec. P2118A01 P2118B01
GR79 Euro (787,70) (944,20)
Dimensioni mm 564 x 725 x723h 564 x 725 x 990h
Cassetti n° 4 5
Dim. cassetti mm 1x50 / 2x100 / 1x200 1x50 / 2x100 / 1x150 / 1x300
Colore RAL 5012
Portata cassetti kg 75

ART. 14.281 - 14.374
Cassettiere con estrazione totale dei cassetti e con dispositivo antiribaltamento. Comprende sistema di etichettatura Lista
script. Chiusura con chiave centralizzata.
Cassettiera con ruote ø 100 mm, copertura con bordo rialzato su 4 lati incluso tappetino millerighe, 1 maniglione di spinta,
chiusura con chiave centralizzata.
Cricchetto singolo destro per cassetti, portata 400 kg

P.....01 P.....02 P.....03 P.....04

CASSETTIERE 36 X 36 E

Cod. Tec. P2122A01 P2122B01 P2122C01 P2122D01
GR79 Euro (982,50) (954,80) (1052,70) (1111,20)
Dimensioni mm 717 x 725 x 850h 717 x 725 x 1000h
Cassetti n° 7 6 7 8

Dim. cassetti mm 2x75 / 3x100 / 2x150 1x100 / 4x150 / 1x200
1x50 / 2x75 / 2x100 / 1x200

/ 1x300
1x50 / 2x75 / 2x100 / 2x150

/ 1x200
Colore RAL 5012
Portata cassetti kg 75

ART. 14.409 - 14.415 - 14.416 - 14.414
Cassettiere con estrazione totale dei cassetti e con dispositivo antiribaltamento. Comprende sistema di etichettatura Lista
script. Chiusura con chiave centralizzata.

P.....01 P.....02 P.....03 P.....04

CASSETTIERE 54 X 36 E

Cod. Tec. P2125A01 P2125B01 P2125C01
GR79 Euro (1414,70) (1541,40) (2015,10)
Dimensioni mm 1023 x 725 x 1000h 1023 x 725 x 1000h 1023 x 725 x 1450h
Cassetti n° 6 7 9
Dim. cassetti 1x100 / 4x150 / 1x200 1x50 / 2x75 / 2x200 / 1x200 / 1x300 3x100 / 5x150 / 1x300
Colore RAL 5012
Portata cassetti kg 200

ART. 14.515 - 14.516 - 14.518
Cassettiere con estrazione totale dei cassetti e con dispositivo antiribaltamento. Comprende sistema di etichettatura Lista
script. Chiusura con chiave centralizzata.

P.....01 P.....02 P.....03 P.....04

P.12 Indivisible package   Suggested retail package - Unit price

CABINET DRAWERS 27 X 36 E

Tech. Code

Dimensions mm 564 x 725 x383h 564 x 725 x 800h 564 x 725 x 850h
Drawers n° 3 4 5 6
Dim. drawers mm 1x50 / 1x100 / 1x150 2x200 / 1x200 / 1x300 1x50 / 2x100 / 1x150 / 1x300 1x50 / 2x100 / 2x150 / 1x200
Colour RAL 5012
Drawers capacity kg 75

ITEM: 14.437 - 14.371 - 14.368 - 14.407
Drawers with total drawers extraction and with anti-tilt device. Includes script list labeling system with central key lock.

CABINET DRAWERS WITH WHEELS 27 X 36 E

Tech. Code

Dimensions mm 564 x 725 x723h 564 x 725 x 990h
Drawers n° 4 5
Dim. drawers mm 1x50 / 2x100 / 1x200 1x50 / 2x100 / 1x150 / 1x300
Colour RAL 5012
Drawers capacity kg 75

ITEM: 14.281 - 14.374
Drawers with total drawers extraction and with anti-tip device. Includes script list labeling system with central key lock.
Chest of drawers with 100 mm ø, cover with raised edge on 4 sides including millerighe mat. 1 push handle, central key
lock. Right single ratchet for drawers, capacity 400 kg.

CABINET DRAWERS 36 X 36 E

Tech. Code

Dimensions mm 717 x 725 x 850h 717 x 725 x 1000h
Drawers n° 7 6 7 8

Dim. drawers mm 2x75 / 3x100 / 2x150 1x100 / 4x150 / 1x200
1x50 / 2x75 / 2x100 / 1x200

/ 1x300
1x50 / 2x75 / 2x100 / 2x150

/ 1x200
Colour RAL 5012
Drawers capacity kg 75

ITEM: 14.409 - 14.415 - 14.416 - 14.414
Drawers with total drawers extraction and with anti-tip device. Includes script list labeling system with central key lock.

CABINET DRAWERS 54 X 36 E

Tech. Code

Dimensions mm 1023 x 725 x 1000h 1023 x 725 x 1000h 1023 x 725 x 1450h
Drawers n° 6 7 9
Dim. drawers 1x100 / 4x150 / 1x200 1x50 / 2x75 / 2x200 / 1x200 / 1x300 3x100 / 5x150 / 1x300
Colour RAL 5012
Drawers capacity kg 200

ITEM: 14.515 - 14.516 - 14.518
Drawers with total drawers extraction and with anti-tip device. Includes script list labeling with central key lock.



PP.13 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

KIT DI MATERIALE DI SUDDIVISIONE IN CONCHE 27 X 36 E

Cod. Tec. P226100
GR79 Euro 50,50

Altezza cassetto mm 50

ART. 100.283.000
Materiale di suddivisione per cassetti assicurano sistematicamente ordine in ogni settore e per qualsiasi esigenza.
Massima compatibilità con l'intera gamma grazie ad una misura unica. Montaggio rapido e semplice grazie alla
fessurazione perimetrale dei cassetti e al fondo forato degli stessi, per l'alloggiamento e il fissaggio di pareti
fessurate, lamine divisorie, portafrese e perni di fissaggio.
Superfice utile dei cassetti L X P: 459 x 612 mm

- 12 conche in 4 parti, Ø 33 mm
- 50 separatori conche in 4 parti, Ø 33 mm

KIT DI MATERIALE DI SUDDIVISIONE IN CONCHE 36 X 36 E

Cod. Tec. P227000
GR79 Euro 68,10

Altezza cassetto mm 50

ART. 100.317.000
Materiale di suddivisione per cassetti assicurano sistematicamente ordine in ogni settore e per qualsiasi esigenza.
Massima compatibilità con l’intera gamma grazie ad una misura unica.
Superfice utile dei cassetti L X P: 612 x 612 mm

- 16 conche in 4 parti, Ø 33 mm
- 70 separatori conche in 4 parti, Ø 33 mm

CONCHE 9 E

Cod. Tec. P227700 P227701 P227702
GR79 Euro 3,10 2,90 2,40
Dimensioni mm 153 x Ø33 x 27h 153 x Ø45 x 27h 153 x Ø70 x 27h

Conche n° 4 3 2

ART. 100.158.000 - 100.157.000 - 100.156.000
Materiale di suddivisione a forma di conche che possono essere assemblati in un numero a piacere tramite camme
laterali. Fessurate a passi di 14 mm, per la suddivisione con separatori. Materiale rosso in plastica ABS.

KIT DI MATERIALE DI SUDDIVISIONE IN CONCHE 54 X 36 E

Cod. Tec. P227100
GR79 Euro 76,70

Altezza cassetto mm 50

ART. 80.388.000
Materiale di suddivisione per cassetti, assicurano sistematicamente ordine in ogni settore e per qualsiasi esigenza.
Massima compatibilità con l'intera gamma grazie a un a misura unica.
Superficie utile dei cassetti L x P: 918 x 612 mm

- 8 elementi conca: in 4 parti di Ø 33 mm
- 20 separatori: in 4 parti di Ø 33 mm
- 8 elementi conca: in 3 parti di Ø 45 mm
- 10 separatori: in 3 parti di Ø 45 mm
- 8 elementi conca: in 2 parti di Ø 70 mm
- 10 separatori in 2 parti di Ø 70 mm

KIT DI MATERIALE DI SUDDIVISIONE IN CONCHE 36 X 27 E

Cod. Tec. P227300
GR79 Euro 50,50

Altezza cassetto mm 50

ART. 100.283.000
Materiale di suddivisione per cassetti, assicurano sistematicamente ordine in ogni settore e per qualsiasi esigenza.
Massima compatibilità con l'intera gamma grazie a un a misura unica.
Superficie utile dei cassetti L x P: 612 x 459 mm

- 12 elementi conca in 4 parti di Ø 33 mm
- 50 separatori in 4 parti di Ø 33 mm

P.13Indivisible package  Suggested retail package - Unit price

TROUGHS SUBDIVISION MATERIAL IN KIT 27 X 36 E

Tech. Code

Drawer height mm 50

ITEM: 100.283.000
Subdivision material for drawers systematically ensure order in every sector and for any requirements. Maximum
compatibility with the entire range thanks to a unique measurement. Quick and easy assembly thanks to the
perimeter spacing of the drawers and to the perfortated bottom of the same, for the housing and fixing of slotted
walls, dividing sheets, mill holders and fixing pins. Useful surface of drawers L x P: 459 x 612 mm.
- 12 troughs in 4 parts, Ø 33 mm
- 50 troughs seperators in 4 parts, Ø 33 mm

TROUGHS SUBDIVISION MATERIAL IN KIT 36 X 36 E

Tech. Code

Drawer height mm 50

ITEM: 100.317.000
Subdivision material for drawers systematically ensure order in every sector and for any requirements.
Maximum compatibility with the entire range thanks to a unique measurement.
Useful surface of drawers L x P: 612 x 612 mm.

- 16 troughs in 4 parts, Ø 33 mm
- 70 troughs separators in 4 parts, Ø 33 mm

TROUGHS 9 E

Tech. Code

Dimensions mm 153 x Ø33 x 27h 153 x Ø45 x 27h 153 x Ø70 x 27h

Troughs n° 4 3 2

ITEM: 100.158.000 - 100.157.000 - 100.156.000
Subdivision material in the form of troughs that can be assembled in any number by means of lateral cams.
Slotted in 14 mm increments, for splitting with separator. Red ABS plastic material.

TROUGHS SUBDIVISION MATERIAL IN KIT 54 X 36 E

Tech. Code

Drawer height mm 50

ITEM: 80.388.000
Subdivision material for drawers systematically ensure order in every sector and for any requirements.
Maximum compatibility with the entire range thanks to a unique measurement.
Useful surface of drawers L x P: 918 x 612 mm.

- 8 troughs elements: in 4 parts of Ø 33 mm
- 20 separators: in 4 parts of Ø 33 mm
- 8 troughs elements: in 3 parts of Ø 45 mm
- 10 separators: in 3 parts of Ø 45 mm
- troughs elements: in 2 parts of Ø 70 mm
- 10 separators in 2 part of Ø 70 mm

TROUGHS SUBDIVISION MATERIAL IN KIT 36 X 27 E

Tech. Code

Drawer height mm 50

ITEM: 100.283.000
Subdivision material for drawers systematically ensure order in every sector and for any requirements.
Maximum compatibility with the entire range thanks to a unique measurement.
Useful surface of drawers L x P: 612 x 459 mm.

- 12 troughs elements in 4 parts of Ø 33 mm
- 50 separators in 4 parts of Ø 33 mm



P P.14 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

KIT DI MATERIALE DI SUDDIVISIONE IN VASCHETTE 27 X 36 E

Cod. Tec. P226200 P226201 P226202
GR79 Euro 29,80 37,80 59,70

Altezza cassetto mm 50 75 100 - 125

ART. 100.292.000 - 100.293.000 - 100.294.000
Materiale di suddivisione per cassetti assicurano sistematicamente ordine in ogni settore e per qualsiasi esigenza.
Massima compatibilità con l’intera gamma grazie ad una misura unica. Montaggio rapido e semplice grazie alla
fessurazione perimetrale dei cassetti e al fondo forato degli stessi, per l’alloggiamento e il fissaggio di pareti
fessurate, lamine divisorie, portafrese e perni di fissaggio.
Superfice utile dei cassetti L X P: 459 x 612 mm

- 12 vaschette 150 x75 mm
- 6 vaschette 150 x 150 mm

SEPARATORI PER CONCHE

Cod. Tec. P228800 P228801 P228802
GR79 Euro 3,60 3,60 3,60
Dimensione mm Ø 33 Ø 45 Ø 70

ART. 134.044.000 - 134.040.000 - 134.020.000
Separatori per conche in confezione da 10 pezzi.
Colore rosso.

KIT DI MATERIALE DI SUDDIVISIONE IN VASCHETTE 36 X 27 E

Cod. Tec. P229000 P229001 P229002
GR79 Euro 29,80 37,80 59,70

Altezza cassetto mm 50 75 100 - 125

ART. 100.291.000 - 100.293.000 - 100.294.000
Materiale di suddivisione per cassetti, assicurano sistematicamente ordine in ogni settore e per qualsiasi esigenza.
Massima compatibilità con l'intera gamma grazie a un a misura unica.
Superficie utile dei cassetti L x P: 612 x 459 mm

- 12 vaschette 150 x 75 mm
- 6 vaschette 150 x 150 mm

KIT DI MATERIALE DI SUDDIVISIONE IN VASCHETTE 36 X 36 E

Cod. Tec. P229100 P229101 P229102
GR79 Euro 39,30 51,00 78,80

Altezza cassetto mm 50 75 100 - 125

ART. 100.389.000 - 100.390.000 - 100.391.000
Materiale di suddivisione per cassetti, assicurano sistematicamente ordine in ogni settore e per qualsiasi esigenza.
Massima compatibilità con l'intera gamma grazie a un a misura unica.
Superficie utile dei cassetti L x P: 612 x 612 mm

- 16 vaschette 150 x 75 mm
- 8 vaschette 150 x 150 mm

KIT DI MATERIALE DI SUDDIVISIONE IN VASCHETTE 54 X 36 E

Cod. Tec. P229200 P229201 P229202
GR79 Euro 57,40 70,20 102,20

Altezza cassetto mm 50 75 100 - 125

ART. 80.449.000 - 80.405.000 - 80.406.000
Materiale di suddivisione per cassetti, assicurano sistematicamente ordine in ogni settore e per qualsiasi esigenza.
Massima compatibilità con l'intera gamma grazie a un a misura unica.
Superficie utile dei cassetti L x P: 918 x 612 mm

- 12 vaschette 150 x 75 mm
- 18 vaschette 150 x 150 mm

P.14 Indivisible package   Suggested retail package - Unit price

SUBDIVISION MATERIAL IN PLASTIC BOXES IN KIT 27 X 36 E

Tech. Code

Drawer height mm 50 75 100 - 125

ITEM: 100.292.000 - 100.293.000 - 100.294.000
Subdivision material for drawers systematically ensure order in every sector and for any requirement. Maximum
compatibility with the entire range thanks to a unique measurement. Quick and easy assembly thanks to the
perimeter spacing of the drawers and to the perforated bottom of the same, for the housing and fixing of slotted
walls,dividing sheets, mill holders and fixing pins. Useful surface of drawers L x P: 459 X 612 mm.

- 12 boxes 150 x 75 mm
- 6 boxes 150 x 150 mm

SEPARATORS FOR TROUGHS

Tech. Code

Dimension mm Ø 33 Ø 45 Ø 70

ITEM: 134.044.000 - 134.040.000 - 134.020.000
Separators for troughs in packs fo 10 pieces.
Colour red.

SUBDIVISION MATERIAL IN PLASTIC BOXES IN KIT 36 X 27 E

Tech. Code

Drawer height mm 50 75 100 - 125

ITEM: 100.291.000 - 100.293.000 - 100.294.000
Subdivision material for drawers, systematically ensure order in every sector for any needs. Maximum compatibility
with the entire range thanks to a unique size. Useful surface of drawers L x P: 612 x 459 mm.

- 12 boxes 150 x 75 mm
- 6 boxes 150 x 150 mm

SUBDIVISION MATERIAL IN PLASTIC BOXES IN KIT 36 X 36 E

Tech. Code

Drawer height mm 50 75 100 - 125

ITEM: 100.389.000 - 100.390.000 - 100.391.000
Subdivision material for drawers, systematically ensure order in every sector for any needs. Maximum compatibility
with the entire range thanks to a unique size. Useful surface of drawers L x P: 612 x 612 mm.

- 16 boxes 150 x 75 mm
- 8 boxes 150 x 150 mm

SUBDIVISION MATERIAL IN PLASTIC BOXES IN KIT 54 X 36 E

Tech. Code

Drawer height mm 50 75 100 - 125

ITEM: 80.449.000 - 80.405.000 - 80.406.000
Subdivision material for drawers, systematically ensure order in every sector for any needs. Maximum compatibility
with the entire range thanks to a unique size. Useful surface of drawers L x P: 918 x 612 mm.

- 12 boxes 150 x 75 mm
- 18 boxes 150 x 150 mm



PP.15 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

KIT PARETI FESSURATE E LAMINE DIVISORIE 27 X 36 E

Cod. Tec. P226500 P226501 P226502 P226503 P226504
GR79 Euro 12,70 16,50 19,70 22,90 27,60

Altezza cassetto mm 75 100 - 125 150 200 250

ART. 100.275.000 - 100.276.000 - 100.277.000 - 100.278.000 - 80.692.000
Materiale di suddivisione per cassetti, assicurano sistematicamente ordine in ogni settore e per qualsiasi esigenza.
Massima compatibilità con l'intera gamma grazie a un a misura unica.
Superficie utile dei cassetti L x P: 459 x 612 mm

- 2 pareti fessurate 36 E
- 3 lamine divisorie 9 E

KIT PARETI FESSURATE E LAMINE DIVISORIE 36 X 36 E

Cod. Tec. P227400 P227401 P227402 P227403
GR79 Euro 29,80 37,80 44,20 53,30

Altezza cassetto mm 75 100 - 125 150 200

ART. 100.343.000 - 100.344.000 - 100.345.000 - 100.346.000
Materiale di suddivisione per cassetti, assicurano sistematicamente ordine in ogni settore e per qualsiasi esigenza.
Massima compatibilità con l'intera gamma grazie a un a misura unica.
Superfice utile dei cassetti L X P: 612 x 612 mm

- 3 pareti fessurate 36 E
- 15 lamine divisorie 9 E

KIT PARETI FESSURATE E LAMINE DIVISORIE 54 X 36 E

Cod. Tec. P227800 P227801 P227802 P227803 P227804 P227805
GR79 Euro 31,50 35,10 46,70 55,40 64,90 93,70

Altezza cassetto mm 50 75 100 - 125 150 200 300

ART. 80.479.000 - 80.395.000 - 80.396.000 - 80.397.000 - 80.398.000 - 80.400.000
Materiale di suddivisione per cassetti, assicurano sistematicamente ordine in ogni settore e per qualsiasi esigenza.
Massima compatibilità con l'intera gamma grazie a un a misura unica.
Superficie utile dei cassetti L x P: 918 x 612 mm

- 5 pareti fessurate 36 E
- 12 lamine divisorie 9 E

VASCHETTE

Cod. Tec. P228900 P228901 P228902 P228903
GR79 Euro 1,20 1,40 2,30 1,40
Dimensione mm 75 x 75 x 26 150 x 75 x 26 150 x 150 x 26 75 x 75 x 46

ART. 100.077.000 - 100.079.000 - 100.075.000 - 100.076.000 - 100.078.000 - 100.074.000 - 100.081.000 - 100.080.000
Materiale di suddivisione in vaschette. Inserimento modulare in cassetti di qualsiasi dimensione.
Colore rosso.

Cod. Tec. P228904 P228905 P228906 P228907
GR79 Euro 1,80 2,90 3,50 3,90
Dimensione mm 150 x 75 x 46 150 x 150 x 46 150 x 75 x 71 150 x 150 x 71

KIT PARETI FESSURATE E LAMINE DIVISORIE 36 X 27 E

Cod. Tec. P229300 P229301 P229302 P229303 P229304
GR79 Euro 19,10 21,80 28,20 33,00 41,60

Altezza cassetto mm 50 75 100 - 125 150 200

ART. 80.649.000 - 100.314.000 - 80.651.000 - 80.652.000 – 80.653.000
Materiale di suddivisione per cassetti, assicurano sistematicamente ordine in ogni settore e per qualsiasi esigenza.
Massima compatibilità con l'intera gamma grazie a un a misura unica.
Superficie utile dei cassetti L x P: 612 x 459 mm

- 3 pareti fessurate 27 E
- 8 lamine divisorie 9 E

P.15Indivisible package  Suggested retail package - Unit price

SLOTTED PARTITIONS AND METAL DIVIDERS IN KIT 27 X 36 E

Tech. Code

Drawer height mm 75 100 - 125 150 200 250

ITEM: 100.275.000 - 100.276.000 - 100.277.000 - 100.278.000 - 80.692.000
Subdivision material for drawers, systematically ensure order in every sector and for any need. Maximum
compatibility with the entire range thanks to a unique size.
Useful surface of drawers L x P: 459 x 612 mm.

- 2 slotted partitions 36 E
- 3 metal dividers 9 E

SLOTTED PARTITIONS AND METAL DIVICERS IN KIT 36 X 36 E

Tech. Code

Drawer height mm 75 100 - 125 150 200

ITEM: 100.343.000 - 100.344.000 - 100.345.000 - 100.346.000
Subdivision material for drawers, systematically ensure order in every sector and for any need. Maximum
compatibility with the entire range thanks to a unique size.
Useful surface of drawers L X P: 612 x 612 mm.

- 3 slotted partitions 36 E
- 15 metal dividers 9 E

SLOTTED PARTITIONS AND METAL DIVIDERS IN KIT 54 X 36 E

Tech. Code

Drawer height mm 50 75 100 - 125 150 200 300

ITEM: 80.479.000 - 80.395.000 - 80.396.000 - 80.397.000 - 80.398.000 - 80.400.000
Subdivision material for drawers, systematically ensure order in every sector and for any need. Maximum
compatibility with the entire range thanks to a unique size.
Useful surface of drawers L x P: 918 x 612 mm.

- 5 slotted partitions 36 E
- 12 metal dividers 9 E

PLASTIC BOXES

Tech. Code

Dimension mm 75 x 75 x 26 150 x 75 x 26 150 x 150 x 26 75 x 75 x 46

ITEM: 100.077.000 - 100.079.000 - 100.075.000 - 100.076.000 - 100.078.000 - 100.074.000 - 100.081.000 - 100.080.000
Subdivision material in boxes. Modular insertion in drawers of any size.
Colour red.

Tech. Code

Dimension mm 150 x 75 x 46 150 x 150 x 46 150 x 75 x 71 150 x 150 x 71

SLOTTED PARTITIONS AND METAL DIVIDERS IN KIT 36 X 27 E

Tech. Code

Drawer height mm 50 75 100 - 125 150 200

ITEM: 80.649.000 - 100.314.000 - 80.651.000 - 80.652.000 – 80.653.000
Subdivision material for drawers, systematically ensure order in every sector and for any need. Maximum
compatibility with the entire range thanks to a unique size.
Useful surface of drawers L x P: 612 x 459 mm.

- 3 slotted partitions 27 E
- 8 metal dividers 9 E



P P.16 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

LAMINE DIVISORIE 6 E

Cod. Tec. P228400 P228401 P228402 P228403
GR79 Euro 0,90 1,00 1,10 1,20
Dimensione mm 98 x 27 98 x 50 98 x 75 98 x 125

Altezza cassetto mm 50 75 100 - 125 150

ART. 100.840.000 - 100.851.000 - 100.862.000 - 100.870.000
Lamine divisorie che permettono, insieme alle pareti fessurate, una suddivisione ancora più precisa dei cassetti.
Il campo di etichettatura è a tutta lunghezza e serve per accogliere cavalierini o supporti per codici a barre.
La piegatura inferiore in avanti permette un avvitamento delle lamine divisorie al fondo forato dei cassetti.
Su ogni lamina divisoria sono state stampate le dimensioni. Materiale: alluminio.

LAMINE DIVISORIE 9 E

Cod. Tec. P228500 P228501 P228502 P228503
GR79 Euro 1,00 1,20 1,40 1,40
Dimensione mm 149 x 27 149 x 50 149 x 27 149 x 125

Altezza cassetto mm 50 75 100 - 125 150

ART. 100.843.000 - 100.854.000 - 100.865.000 - 100.873.000 - 100.879.000 - 123.448.000 - 100884.000
Lamine divisorie che permettono, insieme alle pareti fessurate, una suddivisione ancora più precisa dei cassetti.
Il campo di etichettatura è a tutta lunghezza e serve per accogliere cavalierini o supporti per codici a barre. La
piegatura inferiore in avanti permette un avvitamento delle lamine divisorie al fondo forato dei cassetti. Su ogni
lamina divisoria sono state stampate le dimensioni. Materiale: alluminio.

LAMINE DIVISORIE 12 E

Cod. Tec. P228600 P228601 P228602 P228603
GR79 Euro 1,20 1,40 1,40 1,70
Dimensione mm 201 x 27 201 x 50 201 x 75 201 x 125

Altezza cassetto mm 50 75 100 - 125 150

ART. 100.845.000 - 100.856.000 - 100.867.000 - 100.875.000 - 100.881.000 - 123.451.000 - 100.886.000
Lamine divisorie che permettono, insieme alle pareti fessurate, una suddivisione ancora più precisa dei cassetti.
Il campo di etichettatura è a tutta lunghezza e serve per accogliere cavalierini o supporti per codici a barre. La
piegatura inferiore in avanti permette un avvitamento delle lamine divisorie al fondo forato dei cassetti. Su ogni
lamina divisoria sono state stampate le dimensioni. Materiale: alluminio.

LAMINE DIVISORIE 18 E

Cod. Tec. P228700 P228701 P228702 P228703
GR79 Euro 1,40 1,50 1,60 2,30
Dimensione mm 303 x 27 303 x 50 303 x 75 303 x 125

Altezza cassetto mm 50 75 100 - 125 150

ART. 100.847.000 - 100.858.000 - 100.869.000 - 100.877.000 - 100.883.000 - 123.457.000 - 100.888.000
Lamine divisorie che permettono, insieme alle pareti fessurate, una suddivisione ancora più precisa dei cassetti.
Il campo di etichettatura è a tutta lunghezza e serve per accogliere cavalierini o supporti per codici a barre. La
piegatura inferiore in avanti permette un avvitamento delle lamine divisorie al fondo forato dei cassetti. Su ogni
lamina divisoria sono state stampate le dimensioni. Materiale: alluminio.

Cod. Tec. P228504 P228505 P228506
GR79 Euro 1,80 2,10 3,10
Dimensione mm 149 x 175 149 x 225 149 x 275

Altezza cassetto mm 200 220 300

Cod. Tec. P228604 P228605 P228606
GR79 Euro 2,40 3,60 4,00
Dimensione mm 201 x 175 201 x 225 201 x 275

Altezza cassetto mm 200 250 300

Cod. Tec. P228704 P228705 P228706
GR79 Euro 3,60 4,20 4,80
Dimensione mm 303 x 175 303 x 225 303 x 275

Altezza cassetto mm 200 250 300

P.16 Indivisible package   Suggested retail package - Unit price

METAL DIVIDERS 6 E

Tech. Code

Dimension mm 98 x 27 98 x 50 98 x 75 98 x 125

Drawer height mm 50 75 100 - 125 150

ITEM: 100.840.000 - 100.851.000 - 100.862.000 - 100.870.000
Metal dividers that allow, together with the slotted partitions, an even more precise division of the drawers.The
labeling part is full-length and is used to accommodate the tabs to support the bar code holders.The lower bended
part allows a screwing of the dividing partition to the perforated bottom of the drawers.The dimensions are stamped
on each partition. Material: aluminum.

METAL DIVIDERS 9 E

Tech. Code

Dimension mm 149 x 27 149 x 50 149 x 27 149 x 125

Drawer height mm 50 75 100 - 125 150

ITEM: 100.843.000 - 100.854.000 - 100.865.000 - 100.873.000 - 100.879.000 - 123.448.000 - 100884.000
Metal dividers that allow, together with the slotted partitions, an even more precise division of the drawers.The
labeling part is full-length and is used to accommodate the tabs to support the bar code holders.The lower bended
part allows a screwing of the dividing partition to the perforated bottom of the drawers.The dimensions are stamped
on each partition. Material: aluminum.

METAL DIVIDERS 12 E

Tech. Code

Dimension mm 201 x 27 201 x 50 201 x 75 201 x 125

Drawer height mm 50 75 100 - 125 150

ITEM: 100.845.000 - 100.856.000 - 100.867.000 - 100.875.000 - 100.881.000 - 123.451.000 - 100.886.000
Metal dividers that allow, together with the slotted partitions, an even more precise division of the drawers.The
labeling part is full-length and is used to accommodate the tabs to support the bar code holders.The lower bended
part allows a screwing of the dividing partition to the perforated bottom of the drawers.The dimensions are stamped
on each partition. Material: aluminum.

METAL DIVIDERS 18 E

Tech. Code

Dimension mm 303 x 27 303 x 50 303 x 75 303 x 125

Drawer height mm 50 75 100 - 125 150

ITEM: 100.847.000 - 100.858.000 - 100.869.000 - 100.877.000 - 100.883.000 - 123.457.000 - 100.888.000
Metal dividers that allow, together with the slotted partitions, an even more precise division of the drawers.The
labeling part is full-length and is used to accommodate the tabs to support the bar code holders.The lower bended
part allows a screwing of the dividing partition to the perforated bottom of the drawers.The dimensions are stamped
on each partition. Material: aluminum.

Tech. Code

Dimension mm 149 x 175 149 x 225 149 x 275

Drawer height mm 200 220 300

Tech. Code

Dimension mm 201 x 175 201 x 225 201 x 275

Drawer height mm 200 250 300

Tech. Code

Dimension mm 303 x 175 303 x 225 303 x 275

Drawer height mm 200 250 300



PP.17 Confezione indivisibile  Confezione di vendita suggerita - I prezzi sono espressi all'unità.

TAPPETINI ANTISCIVOLO PER CASSETTI

Cod. Tec. P227900 P227901 P227902
GR79 Euro 7,00 9,30 12,70
Dim. cassetto mm 450 x 600 x 3 600 x 600 x 3 900 x 600 x 3

ART. 100.396.000 - 100.394.000 - 130.745.000
Tappetini antiscivolo per cassetti per l’immagazzinamento in sicurezza di articoli delicati. Da inserire sul fondo del
cassetto.

Tappetini a rete di PVC/nylon. Colore antracite.

INSERTI MODELLABILI IN MATERIALE ESPANSO

Cod. Tec. P228000 P228001 P228002
GR79 Euro 22,90 30,40 37,80
Dimensioni mm 447 x 600 x 22h 600 x 600 x 22h 906 x 447 x 22h
Colore Nero

ART. 80.917.000 - 90.918.000 - 80.919.000
Inserti modellabili in materiale espanso utilissimi per l’immagazzinamento di articoli molto delicati oppure di forma
non determinata. Con i coltelli di incisione (gamma P2282) è possibile ottenere un sostegno preciso.
Materiale: polietilene-plastica

SUPPORTI PER INSERTI MODELLABILI IN MATERIALE ESPANSO

Cod. Tec. P228100 P228101 P228102
GR79 Euro 15,40 20,30 22,90
Dimensioni mm 447 x 600 x 3h 600 x 600 x 3h 906 x 447 x 3h
Colore Blu

ART. 80.906.000 - 80.907.000 - 80.908.000
Supporto per inserti modellabili in materiale espanso (gamma P2280).
Il colore blu, differente dal colore nero degli inserti modellabili, da maggiore visibilità ai sostegni vuoti.
Materiale: polietilene-plastica

COLTELLI PER INSERTI MODELLABILI IN MATERIALE ESPANSO

Cod. Tec. P228200 P228201 P228202
GR79 Euro 4,30 7,30 14,40
Dimensioni mm 20 x 80 50 x 80 20 x 20 forma "U"

ART. 80.920.000 - 80.921.000 - 80.922.000
Coltelli per inserti modellabili in materiale espanso (gamma P2280). Con i coltelli per incisione è possibile ottenere
un sostegno preciso, per un perfetto immagazzinamento di articoli molto delicati oppure di forma non determinata.

PARETI FESSURATE 36 E

Cod. Tec. P228300 P228301 P228302 P228303
GR79 Euro 4,30 4,60 6,20 7,80
Dimensioni mm 610 x 50 610 x 75 610 x 125

Altezza cassetto mm 50 75 100 - 125 150

ART. 80.088.000 - 80.091.000 - 80.097.000 - 80.103.000 - 80.108.000 - 80.221.000 - 80.112.000
Pareti fessurate, su entrambi i lati, per la suddivisione longitudinale e trasversale dei cassetti. Passo delle fessure
come per le pareti dei cassetti in unità di 17 mm. La piegatura inferiore permette un avvitamento delle pareti
fessurate al fondo forato dei cassetti. In lamiera d’acciaio. Incluso materiale di fissaggio.

Cod. Tec. P228304 P228305 P228306
GR79 Euro 9,10 11,20 12,70
Dimensioni mm 610 x 175 610 x 225 610 x 275

Altezza cassetto mm 200 250 300

P.17Indivisible package  Suggested retail package - Unit price

ANTI-SLIP MATS FOR DRAWERS

Tech. Code

Dim. drawer mm 450 x 600 x 3 600 x 600 x 3 900 x 600 x 3

ITEM: 100.396.000 - 100.394.000 - 130.745.000
Anti-slip mats for drawers for the safe storage of delicate items. To be inserted on the bottom of the drawer.PVC /
nylon mesh mats. Anthracite color.

FOAM INSERTS

Tech. Code

Dimensions mm 447 x 600 x 22h 600 x 600 x 22h 906 x 447 x 22h
Colour Black

ITEM: 80.917.000 - 90.918.000 - 80.919.000
Modular inserts in expanded foam material very useful for the storage of very delicate items or of irregular shaped
parts. Precision smug fit can be achieved with plunge cutters (range P2282). Material: polyethylene-plastic.

UNDERLAY FOR FOAM INSERTS

Tech. Code

Dimensions mm 447 x 600 x 3h 600 x 600 x 3h 906 x 447 x 3h
Colour Blue

ITEM: 80.906.000 - 80.907.000 - 80.908.000
Underlay for foam inserts in expanded material (range P2280).
The blue colour is different from the black colour of the foam inserts, gives greater visibility to the empty foam
inserts.
Material: polyethylene-plastic

PLUNGE CUTTER FOR FOAM INSERTS

Tech. Code

Dimensions mm 20 x 80 50 x 80 20 x 20 forma "U"

ITEM: 80.920.000 - 80.921.000 - 80.922.000
Plung cutter for foam inserts in expanded material (range P2280). With plunge cutters it is possible to obtain a
precise fit for a perfect storage of very delicate articles or of irregular shaped parts.

SLOTTED PARTITIONS 36 E

Tech. Code

Dimensions mm 610 x 50 610 x 75 610 x 125

Drawer height mm 50 75 100 - 125 150

ITEM: 80.088.000 - 80.091.000 - 80.097.000 - 80.103.000 - 80.108.000 - 80.221.000 - 80.112.000
Slotted partitions on both sides, for the longitudinal and transversal division of the drawers. Slots as for the drawer
dividers in 17 mm units. The lower bend allows a screwing of the partition to the perforated bottom of the drawers.
Made of sheet steel. Fixing material included.

Tech. Code

Dimensions mm 610 x 175 610 x 225 610 x 275

Drawer height mm 200 250 300
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ARMADI CON ANTE IN LAMIERA

Cod. Tec. P3053A01 P3053B01
GR79 Euro (489,10) (504,20)
Dimensioni mm 1000 x 400 x 1950h 1000 x 500 x 1950h
Ripiani 4 x 60kg
Colore RAL 5012
Portata kg 500

ART. 60.418 - 60.419
Armadi con due ante in lamiera. Le ante si chiudono a filo con il corpo dell'armadio con un apertura di circa 115 gradi.
Massima stabilità e portata elevata dei ripiani. Straordinarie caratteristiche di protezione contro lo sporco, i liquidi e le
sollecitazioni meccaniche, grazie al corpo armadio chiuso, con superfici antiurto e resistenti all' usura. Dotati di serratura
con chiave.

P.....01 P.....02 P.....03 P.....04

ARMADI CON ANTE CON RIQUADRO TRASPARENTE

Cod. Tec. P3055A01 P3055B01
GR79 Euro (637,10) (652,20)
Dimensioni mm 1000 x 400 x 1950 1000 x 500 x 1950
Ripiani 4 x 60kg
Colore RAL 5012
Portata kg 500

ART. 60.201 - 60.202
Armadi con due ante con riquadro trasparente che danno una perfetta visione d’ insieme grazie al riquadro trasparente,
in vetro acrilico, infrangibile, resistente ai raggi UV. Le ante si chiudono a filo con il corpo dell’ armadio con un apertura di
circa 115 gradi. Massima stabilità e portata elevata dei ripiani. Straordinarie caratteristiche di protezione contro lo sporco, i
liquidi e le sollecitazioni meccaniche, grazie al corpo armadio chiuso, con superfici antiurto e resistenti all’ usura. Dotati di
serratura con chiave.

P.....01 P.....02 P.....03 P.....04

ARMADI GUARDAROBA

Cod. Tec. P3059A02 P3059B02 P3059C02
GR79 Euro (511,40) (629,20) (366,20)
Dimensioni mm 900 x 500 x 1800h 1200 x 500 x 1800h 600 x 500 x 1800h
Colore RAL 5012
Scomparti 3 4 2

ART. 94.429 - 94.432 - 94.426
Armadi guardaroba. Massima stabilità grazie ai perni applicati, anta a battente con battuta a destra rinforzata per una
maggiore sicurezza contro le effrazioni. Sistema di areazione studiato nel minimo dettaglio, con feritoie di areazione sul
coperchio e sul fondo del corpo per un igiene ottimale. Protezione da sporco e corrosione grazie alla sottostruttura zincata
con zoccolo do 100 mm, per prevenire l’ accesso di sporcizia sotto l’ armadio oppure quale sostegno per le aree umide.

Possiede un’anta a battente in lamiera, un ripiano porta cappello, un appendiabiti con 3 ganci scorrevoli ciascuno, un
porta asciugamani. Dotati di serratura con chiave.

P.....02 P.....03 P.....04

RIPIANI SPOSTABILI FESSURATI

Cod. Tec. P3057A P3057B P3057C P3057D
GR79 Euro (19,70) (20,80) (25,60) (26,60)
Dimensioni mm 1000 x 400 100 x 500 1000 x 400 1000 x 500

Portata kg 60 100

ART. 58.106.000 - 58.107.000 - 60.487.000 - 60.407.000
Ripiani in lamiera spostabili con quattro ganci di fissaggio. Smussati sulla lunghezza di 4 x 90 gradi. 30 mm di
spessore.

P.18 Indivisible package   Suggested retail package - Unit price

CABINETS WITH SHEET METAL DOORS

Tech. Code

Dimensions mm 1000 x 400 x 1950h 1000 x 500 x 1950h
Shelves 4 x 60kg
Colour RAL 5012
Load capacity kg 500

ITEM: 60.418 - 60.419
Cabinets with two doors in sheet metal. The doors close flush with the structure of the cabinet with an opening of about
115 degrees. Maximum stability and high capacity of shelves. Extraordinary characteristics of protection against dirt,
liquids and mechanical stress, thanks to the closed cabinet structure, with impact-resistant and wear-resistant surfaces.
Equipped with key lock.

CABINETS WITH TRANSPARENT WINDOW DOORS

Tech. Code

Dimensions mm 1000 x 400 x 1950 1000 x 500 x 1950
Shelves 4 x 60kg
Colour RAL 5012
Load capacity kg 500

ITEM: 60.201 - 60.202
Cabinets with two transparent doors that give a perfect overview thanks to the transparent window, made of acrylic glass,
unbreakable, resistant to UV rays. resistand and wear -resistant surfaces. Equipped with key lock. The doors close flush
with the structure of the cabinet with an opening of about 115 degrees. Maximum stability and high capacity of shelves.
Extraordinary characteristics of protection against dirt, liquids and mechanical stress, thanks to the closed cabinet
structure, with impact-resistant and wear-resistant surfaces. Equipped with key lock.

CLOTHES LOCKERS

Tech. Code

Dimensions mm 900 x 500 x 1800h 1200 x 500 x 1800h 600 x 500 x 1800h
Colour RAL 5012
Compartments 3 4 2

ITEM: 94.429 - 94.432 - 94.426
Clothes lockers. Maximum stability thanks to the applied pins, hinged door with reinforced right-hand door for greater
security against break-Ins. Ventilation system studied in the greatest detail, with ventilation slots on the lid and on the
bottom of the body for optimal hygiene. Protection against dirt and corrosion thanks to the galvanized substructure with
100 mm plinth, to prevent access of dirt under the cabinet or as a support for wet areas.

It has a hinged leaf door, a hat shelf, a coat rack with 3 sliding hooks each, a towel rack. Equipped with key lock.

ADJUSTABLE SHELVES

Tech. Code

Dimensions mm 1000 x 400 100 x 500 1000 x 400 1000 x 500

Load capacity kg 60 100

ITEM: 58.106.000 - 58.107.000 - 60.487.000 - 60.407.000
Adjustable metal shelves with four fixing hooks. Beveled on the length of 4 x 90 degrees 30 mm thick.
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ARMADI GUARDAROBA CON SOSTEGNI

Cod. Tec. P3064A02 P3064B02 P3064C02
GR79 Euro (496,60) (614,10) (349,20)
Dimensioni mm 900 x 500 x 1850h 1200 x 500 x 1850h 600 x 500 x 1850h
Colore RAL 5012
Scomparti 3 4 2

ART. 94.450 - 94.453 - 94.447
Armadi guardaroba. Massima stabilità grazie ai perni applicati, anta a battente con battuta a destra rinforzata per una
maggiore sicurezza contro le effrazioni. Sistema di areazione studiato nel minimo dettaglio, con feritoie di areazione sul
coperchio e sul fondo del corpo per un igiene ottimale.

Sostegni alti 150 mm per prevenire l’accesso di sporcizia.

Possiede un’anta a battente in lamiera, un ripiano porta cappello, un appendiabiti con 3 ganci scorrevoli ciascuno, un
porta asciugamani. Dotati di serratura con chiave.

P.....02 P.....03 P.....04

ARMADI PER COMPUTER 36 X 36 E

Cod. Tec. P306501 P306502
GR79 Euro (1388,70) (1388,70)
Dimensioni mm 717 x 725 x 1700h
Colore RAL 5012 RAL 7035

ART. 17.612
Armadi per computer offrono una soluzione sicura e collaudata. Il computer e i relativi hardware e software, in ambito
produttivo, devono essere protetti da polvere, sporcizia e accessi non autorizzati. Gli armadi sono allestiti con un vano
monitor con anta a battente con serratura a cilindro, un ripiano spostabile liscio nel vano monitori, un cassetto per tastiera
completamente estraibile da 75 mm ed arrestabile in posizione aperta, un armadio per hardware con ante a battente e
serratura inclusa, composto da una ciabatta da 4 prese (230 V) con interruttore con spia luminosa. Ventilatore integrato.
Cavo di alimentazione lungo 5 m. Apertura nella parete posteriore con copertura rimovibile.

P.....01 P.....02

ARMADI PER COMPUTER CON RUOTE 36 X36 E

Cod. Tec. P306601 P306602
GR79 Euro (1540,20) (1540,20)
Dimensioni mm 717 x 725 x 1837h
Colore RAL 5012 RAL 7035

ART. 17.617
Armadi per computer con ruote in nylon Ø 100 mm. Muniti di maniglione per facilitare gli eventuali spostamenti. Gli armadi
offrono una soluzione sicura e collaudata. Il computer e i relativi hardware e software, in ambito produttivo, devono essere
protetti da polvere, sporcizia e accessi non autorizzati. Gli armadi sono allestiti con un vano monitor con anta a battente
con serratura a cilindro, un ripiano spostabile liscio nel vano monitori, un cassetto per tastiera completamente estraibile da
75 mm ed arrestabile in posizione aperta, un armadio per hardware con ante a battente e serratura inclusa, composto da
una ciabatta da 4 prese (230 V) con interruttore con spia luminosa. Ventilatore integrato. Cavo di alimentazione lungo 5 m.
Apertura nella parete posteriore con copertura rimovibile.

P.....01 P.....02
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CLOTHES LOCKERS WITH SUPPORTED LEGS

Tech. Code

Dimensions mm 900 x 500 x 1850h 1200 x 500 x 1850h 600 x 500 x 1850h
Colour RAL 5012
Compartments 3 4 2

ITEM: 94.450 - 94.453 - 94.447

Clothes lockers. Maximum stability thanks to the applied pins, hinged door with reinforced right-hand door for greater
security against break-ins. Ventilation system studied in the greatest detail, with ventilation slots on the lid and on the
bottom of the body for optimal hygiene.

150 mm high supports to prevent dirt from entering.

It has a hinged leaf door, a hat shelf, a coat rack with 3 sliding hooks each, a towel rack. Equipped with key lock.

CABINETS FOR COMPUTERS 36 X 36 E

Tech. Code

Dimensions mm 717 x 725 x 1700h
Colour RAL 5012 RAL 7035

ITEM: 17.612
Computer cabinets which offer a safe and proven solution. Computer and related hardware and software in the production
field must be protected from dust, dirt and unauthorized access. The cabinets are equipped with a monitor compartment
with hinged doors with a cylinder lock, a smooth moveable shelf in the monitor compartment, completely removable draws
from 75 mm and stoppable in open positions, a cabinet for hardware with doors and lock included, consisting of a 4 socket
power connection (230 V) with a switch with a indicator light. Integrated fan. Power cable of 5 m long. Opening in the back
part with removable cover.

CABINETS FOR COMPUTERS WITH WHEELS 36 X 36 E

Tech. Code

Dimensions mm 717 x 725 x 1837h
Colour RAL 5012 RAL 7035

ITEM: 17.617
Computer cabinets with nylon wheel Ø 100 mm. Equipped with a handle to facilitate any movement.The computer
cabinets offer a safe and proven solution. Computer and related hardware and software in the production field must be
protected from dust, dirt and unauthorized access. The cabinets are equipped with a monitor compartment with hinged
doors with a cylinder lock, a smooth moveable shelf in the monitor compartment, completely removable draws from 75
mm and stoppable in open positions, a cabinet for hardware with doors and lock included, consisting of a 4 socket power
connection (230 V) with a switch with a indicator light. Integrated fan. Power cable of 5 m long. Opening in the back part
with removable cover.
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ARMADI SPOGLIATOIO SPORCO/PULITO

Cod. Tec. P33101 P33102
GR80 Euro 162,00 289,00
Posti 1 2
Dimensioni mm 500 x 400 x 1800h 990 x 400 x 1800h

ART. P3310
Separazione interna per abbigliamento pulito e da lavoro, piano porta oggetti, appendiabiti, portaombrelli con sgocciolatoio,
chiusura con chiave, colore grigio Ral 7035.

ARMADI SPOGLIATOIO

Cod. Tec. P33201 P33202 P33203
GR80 Euro 121,00 177,00 224,00
Posti 1 2 3
Dimensioni mm 360 x 330 x 1800h 690 x 330 x 1800h 1010 x 330 x 1800h

ART. P3320
Piano portaoggetti, appendiabiti, portaombrelli con sgocciolatoio, chiusura con chiave, colore grigio Ral 7035.

ARMADI SPOGLIATOIO TOP LINE

Cod. Tec. P332502 P332503
GR80 Euro 193,00 276,00
Posti 2 3
Dimensioni mm 680 x 330 x 1800h 1000 x 330 x 1800h

ART. P3325
Piano portaoggetti, appendiabiti, portaombrelli con sgocciolatoio, chiusura con chiave, colore grigio Ral 7001. Spessore
lamiera 8/10.

Il prodotto è disponibile nel CAP K

SCARPE ANTINFORTUNISTICHE

Cod. Tec. Misura EU Misura US

K120042 42 9

K120043 43 10

K120044 44 10,5

K120045 45 11

Prodotti correlati

P.20 Indivisible package   Suggested retail package - Unit price

GARMENT LOCKER DIRTY/CLEAN

Tech. Code

Spaces 1 2
Dimensions mm 500 x 400 x 1800h 990 x 400 x 1800h

ITEM: P3310
Internal separation for clean and work clothing, storage shelf, clothes hanger, umbrella stand with drip, key locking, grey
RAL 7035.

GARMENT LOCKERS

Tech. Code

Spaces 1 2 3
Dimensions mm 360 x 330 x 1800h 690 x 330 x 1800h 1010 x 330 x 1800h

ITEM: P3320
Storage shelf, clothes hanger, umbrella stand with drip, key locking, grey RAL 7035.

GARMENT LOCKERS

Tech. Code

Spaces 2 3
Dimensions mm 680 x 330 x 1800h 1000 x 330 x 1800h

ITEM: P3325
Storage shelf, clothes hanger, umbrella stand with drip, key locking, grey RAL 7001. 8/10 thick sheet metal.

The products are available in chapter K

SAFETY SHOES

Tech. Code EU size US size

42 9

43 10

44 10,5

45 11

Related products
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ARMADI PER MERCI PESANTI

Cod. Tec. P3068A01 P3068B01
GR79 Euro (1363,40) (2093,70)
Dimensioni mm 1146 x 690 x 1950
Ripiani spostabili 4 2
Ripiani estraibili - 2
Colore RAL 5012

ART. 59.541 - 59.543
Armadi per merci pesanti con ante a scomparsa, dotati di ripiani spostabili zincati, altezza 33mm,ripiani estraibili e cassetti
verniciati solitamente in grigio, NCS 4502-B. Ante a scomparsa smussate da una parte, a scelta in lamiera piena oppure
con riquadri trasparenti. Dotate di staffa per cerniera, angolo di rotazione 90 gradi. Ante in apertura sporgono di 85mm.
Dispositivo antiribaltamento grazie al cricchetto singolo.

P.....01 P.....02 P.....03 P.....04

ARMADI CARICABATTERIE CON ANTE A BATTENTE

Cod. Tec. P3069A01
GR79 Euro (1172,70)
Dimensioni mm 1000 x 580 x 1950

Listelli multipresa N 2 x 5 - prese (230V)

Ripiani spostabili 4
Colore RAL 5012
Portata kg 500

ART. 62.955
Armadio caricabatterie con ante a battente e ripiani spostabili zincati, altezza 30mm, portata 60kg. Cassetti verniciati,
grigio antracite RAL 7016, portata 50 kg. Listelli multipresa con interruttore On/Off e 4-5 prese da 230 V. Gestione perfetta
dei cavi grazie ad apposite aperture per passaggio protetto e ordinati dei cavi, sicurezza assoluta grazie a conformità CE.

P.....01 P.....02

ARMADI CARICABATTERIE CON SCOMPARTI

Cod. Tec. P3070A01 P3070B01
GR79 Euro (1407,80) (3602,30)
Dimensioni mm 810 x 585 x 1789 1205 x 585 x 1789
Scomparti 8 12
Modulo 2 x 230V 1 x 230V - 2 x USB
Colore RAL 5012

ART. 98.409 - 98.416
Armadi caricabatterie con scomparti, collegamento alla rete elettrica per consentire caricamento batterie mentre i
dispositivi sono nell'armadio permettendo utilizzo immediato. Sistema di aerazione per ottimale circolazione dell'aria
grazie ai fori di aerazione posti sulla parte anteriore e posteriore, sicurezza assoluta grazie a conformità CE. Dimensione
scomparti 400x400 con moduli per 230V ed USB. Armadio con serratura a cilindro et, modulo energia con doppia presa
tipo Schuko. Cablaggio completo CEE7/7.

P.....01 P.....02
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CABINETS FOR HEAVY GOODS

Tech. Code

Dimensions mm 1146 x 690 x 1950
Movable shelves 4 2
Extractable shelves - 2
Colour RAL 5012

ITEM: 59.541 - 59.543
Heavy goods cabinets with concealed doors, equipped with adjustable galvanized shelves, 33mm thickness, extractable
shelves and drawers usually painted in gray, NCS 4502-B. Concealed doors with bevelled sides on one side, either in solid
sheet or with transparent panels. Equipped with hinge bracket, 90 degree rotation angle. Opening doors protrude 85mm.
Anti-tipping device thanks to the single ratchet.

BATTERY CHARGER CABINETS WITH SWING DOORS

Tech. Code

Dimensions mm 1000 x 580 x 1950
Multi-socket adaptors

N
2 x 5 - sockets (230V)

Movable shelves 4
Colour RAL 5012
Load capacity kg 500

ITEM: 62.955
Battery Charger cabinet with hinged doors and galvanized adjustable shelves. Thickness 30mm, capacity 60kg. Painted
drawers, anthracite gray RAL 7016, capacity 50 kg. Multi-socket strips with On/Off switch and 4.5 230 V sockets. Perfect
cable management thanks to special opening for protected and orderly passage of cable, absolute safety thanks to CE
conformity.

BATTERY CHARGER CABINETS WITH COMPARTMENTS

Tech. Code

Dimensions mm 810 x 585 x 1789 1205 x 585 x 1789
Compartments 8 12
Module 2 x 230V 1 x 230V - 2 x USB
Colour RAL 5012

ITEM: 98.409 - 98.416
Battery cabinets with compartments, connection to the mains to allow charging batteries while the devices are in the
cabinet allowing immediate use. Aeration system for optimal air circulation thanks to the ventilation holes on the front and
rear, absolute safety thanks to CE conformity. Compartment size 400x400 with modules for 230V and USB. Cabinet with
cylinder lock and energy module with double socket type Schuko. Complete wiring CEE7/7.
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Cod. Tec. P31801 P31803
GR80 Euro (422,30) (535,60)
Piani 2 4
Dimensioni mm 1039 x 555 x 1008h 1039 x 555 x 2008h
Peso Kg 80 98,30

ART. P3180
Armadio metallico per lo stoccaggio di sostanze quali vernici e solventi. Dotato di ampie feritoie sui
fianchi e piastre frangifiamma. Ripiani regolabili. Vasca di raccolta sul fondo della capacità di 47 litri
con rubinetto di scarico. Dispositivo di messa a terra. Serratura a chiave. Completo di segnaletica
adesiva esterna a norma di legge. E' prevista la possibilità di fissaggio a terra e a parete. Colore giallo
RAL 1004

ARMADI DI SICUREZZA PER VERNICI E SOLVENTI

Cod. Tec. P31851
GR80 Euro (679,80)
Dimensioni mm 1023 x 555 x 2000
Peso Kg 85

ART. P3185
Armadio metallico di sicurezza per i dispositivi di protezione individuali e le attrezzature antincendio.
Con porte trasparenti frangibili "safe crash" e 4 ripiani zincati regolabili. Colore rosso RAL 3020

ARMADI DI SICUREZZA PER DPI

ARMADI DI SICUREZZA PER PRODOTTI INFIAMMABILI

Cod. Tec. P319001 P319002
GR80 Euro (2330,00) (3498,00)
Esterno mm 595 x 600 x 1950 1200 x 600 x 1950
Interno mm 493 x 446 x 1625 1095 x 446 x 1625
Capacità 80/100 bottiglie da 1 Lt 160/200 bottiglie da 1 Lt
Peso Kg 210 350

ART. P3190
Gli armadi di sicurezza per prodotti infiammabili della serie TYPE 90 sono certificati secondo la norma EN 14470-1.
Chiusura automatica delle porte con temperatura ambiente > 50°C.
Con 3 ripiani in acciaio inox e vasca di raccolta con griglia verniciata.
Colore grigio RAL 7035

P.22 Indivisible package   Suggested retail package - Unit price

Tech. Code

Shelves 2 4
Dimensions mm 1039 x 555 x 1008h 1039 x 555 x 2008h
Weight Kg 80 98,30

ITEM: P3180
Metallic cabinet for storage of substances such as paints and solvents. Equipped with wide side slots
and flame-break plates. Adjustable shelves. Bottom collecting tank with 47 L capacity and drain cock.
Earthing device, key locking. Completed with external adhesive labels according to applicable law.
Ground or wall fixing. Yellow RAL 1004

SAFETY CABINETS FOR PAINTS AND SOLVENTS

Tech. Code

Dimensions mm 1023 x 555 x 2000
Weight Kg 85

ITEM: P3185
Metallic safety cabinet for personal protective and fire-fighting equipment. "Safe crash" breakable
transparent doors and galvanized adjustable shelves. Red RAL 3020

PPE SAFETY CABINETS

SAFETY CUPBOARDS FOR HAZARDOUS SUBSTANCES

Tech. Code

External mm 595 x 600 x 1950 1200 x 600 x 1950
Internal mm 493 x 446 x 1625 1095 x 446 x 1625
Capacity 80/100 1 Lt bottles 160/200 1 Lt bottles
Weight Kg 210 350

ITEM: P3190
CERTIFIED FIRE RESISTANCE 90 minutes, Type 90 safety cabinets for hazardous substances are certified
according to EN 14470-1.
Automatic closing system when ambient T° > 50°C.
With 3 rack stainless steel and tray with grid in varnished steel.
Standard colour: Grey RAL 7035
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CARRELLI CON CASSETTIERE

Cod. Tec. P424001
GR80 Euro (671,60)
Dimensioni mm 725 x 613 x 1430h

Ruote Ø mm 125

Portata Kg 300 - 150 per lato

Peso Kg 57,70

ART. P4240
Carrelli completi di cassettiere in ABS con cassetti in polistirolo trasparente ad alta resisitenza.
FORNITI SMONTATI

Composizione:
- Struttura verniciata colore blu RAL 5010 ed in parte zincata, contenitori trasparenti con supporto grigio
- 4 cassettiere a 9 cassetti P42109
- 6 cassettiere a 6 cassetti P42156
- 4 cassettiere a 5 cassetti P42205
- 2 cassettiere a 4 cassetti P42254
- 2 cassettiere a 3 cassetti P42303
- 2 ruote fisse e 2 girevoli con freno

CARRELLI CON CONTENITORI

Cod. Tec. P431501
GR80 Euro (611,80)
Dimensioni mm 1023 x 613 x 1430h

Ruote Ø mm 125

Portata Kg 300 - 150 per lato

Peso Kg 84,25

ART. P4315
Struttura verniciata colore blu RAL 5010 ed in parte zincata, contenitori in plastica colore grigio.
FORNITI SMONTATI

Composizione:
- 90 contenitori in plastica P43111
- 48 contenitori P43112
- 2 ruote fisse e 2 girevoli con freno

SCAFFALE DA PARETE PER CASSETTIERE

Cod. Tec. P431601 P431602
GR80 Euro (30,90) (24,79)
Dimensioni mm 600 x 41 x 1500 h 600 x 41 x 1950 h
Colore RAL 7000

ART. P4316
Scaffale vuoto da parete per cassettiere Practibox, realizzato in lamiera d'acciaio verniciata.

P.23Indivisible package  Suggested retail package - Unit price

DRAWER ROLLER CABINETS

Tech. Code

Dimensions mm 725 x 613 x 1430h

Wheels Ø mm 125

Load capacity Kg 300 - 150 for single side

Weight Kg 57,70

ITEM: P4240
Roller ABS cabinets with high-resistance, transparent drawers made from polystyrene.
PRODUCT SUPPLIED DISASSEMBLED

Set comprises:
- RAL 5010 blue painted housing, partly made of sheet steel, drawers made
of transparent polystyrene with grey support

- 4 drawer cabinets with 9 type-P42109 drawers
- 6 drawer cabinets with 6 type-P42156 drawers
- 4 drawer cabinets with 6 type-P42205 drawers
- 2 drawer cabinets with 4 type-P42254 drawers
- 2 drawer cabinets with 3 type-P42303 drawers
- 2 fixed and 2 swiveling rubber wheels with brake

CONTAINER ROLLER CABINETS

Tech. Code

Dimensions mm 1023 x 613 x 1430h

Wheels Ø mm 125

Load capacity Kg 300 - 150 for single side

Weight Kg 84,25

ITEM: P4315
RAL 5010 blue painted housing, partly made of sheet steel, grey plastic containers.
PRODUCT SUPPLIED DISASSEMBLED

Set comprises:
- 90 type-P43111 plastic containers
- 48 type-P43112 containers
- 2 fixed and 2 swiveling rubber wheels with brake

WALL SHELVING FOR DRAWERS

Tech. Code

Dimensions mm 600 x 41 x 1500 h 600 x 41 x 1950 h
Colour RAL 7000

ITEM: P4316
Empty wall shelf for Practibox drawer units, made of painted sheet steel.
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CASSETTIERE IN PLASTICA

Cod. Tec. P42109
GR80 Euro 9,18
Cassetti 9
Dimensioni mm 600 x 69 x 77h

ART. P4210
Struttura in ABS, cassetti in polistirolo trasparente ad alta resistenza meccanica,
comoda apertura frontale, struttura colore grigio Ral 7000.

49
65

59
44

Cod. Tec. P42156
GR80 Euro 13,40
Cassetti 6
Dimensioni mm 600 x 98 x 112h

ART. P4215
Struttura in ABS, cassetti in polistirolo trasparente ad alta resistenza meccanica,
comoda apertura frontale, struttura colore grigio Ral 7000.

72
100

87
66

Cod. Tec. P42205
GR80 Euro 20,60
Cassetti 5
Dimensioni mm 600 x 141 x 164h

ART. P4220
Struttura in ABS, cassetti in polistirolo trasparente ad alta resistenza meccanica,
comoda apertura frontale, struttura colore grigio Ral 7000.

110
150

100
113

CASSETTIERE PRACTIBOX

Cod. Tec. P42254
GR80 Euro 28,00
Cassetti 4
Dimensioni mm 600 x 174 x 206h

ART. P4225
Struttura in ABS, cassetti in polistirolo trasparente ad alta resistenza meccanica,
comoda apertura frontale, struttura colore grigio Ral 7000.

135
194

130
142

Cod. Tec. P42303
GR80 Euro 33,00
Cassetti 3
Dimensioni mm 600 x 209 x 240h

ART. P4230
Struttura in ABS, cassetti in polistirolo trasparente ad alta resistenza meccanica,
comoda apertura frontale, struttura colore grigio Ral 7000.

164
225

146
190

Cod. Tec. GR80
Euro

Dimensioni
mm

P4330CAS16 21,10 279 x 150 x 195h

ART. POKER  16
Cassettiera sovrapponibile ad incastro a sedici cassetti e dieci divisori mobili, maniglia per
trasporto, Involucro colore grigio cassetti trasparenti, larghezza cassetto 57 mm.

CASSETTIERE

Cod. Tec. GR80
Euro

Dimensioni
mm

P4340CAS25 33,10 405 x 150 x 240h

ART. POKER  25
Cassettiera sovrapponibile ad incastro a venticinque cassetti e venti divisori mobili, maniglia per
trasporto, involucro colore grigio cassetti trasparenti, venti cassetti larghezza 57 mm, cinque
cassetti 121 mm.

P.24 Indivisible package   Suggested retail package - Unit price

PLASTIC STORAGE CABINETS

Tech. Code

Drawers 9
Dimensions mm 600 x 69 x 77h

ITEM: P4210
ABS structure, transparent polystyrene drawers with high mechanical resistance,
convenient front opening, grey RAL 7000 structure.

Tech. Code

Drawers 6
Dimensions mm 600 x 98 x 112h

ITEM: P4215
ABS structure, transparent polystyrene drawers with high mechanical resistance,
convenient front opening, grey RAL 7000 structure.

Tech. Code

Drawers 5
Dimensions mm 600 x 141 x 164h

ITEM: P4220
ABS structure, transparent polystyrene drawers with high mechanical resistance,
convenient front opening, grey RAL 7000 structure.

PRACTIBOX STORAGE CABINETS

Tech. Code

Drawers 4
Dimensions mm 600 x 174 x 206h

ITEM: P4225
ABS structure, transparent polystyrene drawers with high mechanical resistance,
convenient front opening, grey RAL 7000 structure.

Tech. Code

Drawers 3
Dimensions mm 600 x 209 x 240h

ITEM: P4230
ABS structure, transparent polystyrene drawers with high mechanical resistance,
convenient front opening, grey RAL 7000 structure.

Tech. Code Dimensions
mm

279 x 150 x 195h

ITEM: POKER 16
Stackable dovetail modular drawer with 16 drawers and 10 movable sections, handles for
transport, grey casing, transparent drawers, drawers width 57mm.

MODULAR DRAWERS

Tech. Code Dimensions
mm

405 x 150 x 240h

ITEM: POKER 25
Stackable dovetail modular drawer with 25 drawers and 20 repositionable sections, handle for
transport, grey casing, transparent drawers, 20 drawers width 57 mm and 5 width 121 mm.
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Cod. Tec. P411054V P4110114V P4110AS
GR80 Euro (490,00) (916,00) (1,00)
Dimensioni mm 900 x 355 x 1000h 900 x 355 x 2000h Separatori
Contenitori n° 54 114 -
Modello A vista -

ART. P4110
Struttura in lamiera, contenitori in polistirolo antiurto (mm 130 x 300 x 70h), colore grigio Ral 7001.
I contenitori possono essere richiesti nei colori: blu, verde, rosso, giallo, grigio o misti.

ARMADI PORTACONTENITORI

Cod. Tec. GR80
Euro

Dimensioni
mm

P4350SC7 6,90 268 x 180 x 53h

ART. TERRYMIX T2
Organizer a sette scomparti fissi, colore bianco trasparente.

PORTAMINUTERIE

Cod. Tec. GR80
Euro

Dimensioni
mm

P4355SC9 4,70 245 x 143 x 38h

ART. TERRYMIX T9
Organizer a nove scomparti fissi, colore bianco trasparente.

Cod. Tec. GR80
Euro

Dimensioni
mm

P4360SC16/1 6,10 243 x 186 x 38h

ART. TERRYMIX F1
Organizer a sedici scomparti fissi, contenitore colore blu coperchio trasparente.

Cod. Tec. GR80
Euro

Dimensioni
mm

P4365SC10 6,10 243 x 186 x 38h

ART. TERRYMIX F2
Organizer a dieci scomparti fissi, contenitore colore blu coperchio trasparente.

Cod. Tec. GR80
Euro

Dimensioni
mm

P4368SC12 11,50 345 x 252 x 55h

ART. TERRYMIX F3
Organizer a dodici scomparti fissi, contenitore colore blu coperchio trasparente.

Cod. Tec. GR80
Euro

Dimensioni
mm

P4370SC16/2 15,50 395 x 305 x 60h

ART. PRO ORGANIZER 16
Organizer a cinque scomparti dotato di dodici divisori mobili, robusta ed ergonomica maniglia
integrata, contenitore colore nero e coperchio trasparente a doppia chiusura.

Cod. Tec. GR80
Euro

Dimensioni
mm

P4375SC24 24,20 510 x 330 x 60h

ART. PRO ORGANIZER 24
Organizer a cinque scomparti dotato di dodici divisori mobili, robusta ed ergonomica maniglia
integrata, contenitore colore nero e coperchio trasparente a doppia chiusura.

P.25Indivisible package  Suggested retail package - Unit price

Tech. Code

Dimensions mm 900 x 355 x 1000h 900 x 355 x 2000h Dividers
Containers n° 54 114 -
Model Exposed -

ITEM: P4110
Sheet metal structure, shock-resistant polystyrene containers (mm 130 x 300 x 70h), gray RAL 7001.
Containers can be supplied in different colours: blue, green, red, yellow, grey or a combination thereof.

CONTAINER HOLDER CABINETS

Tech. Code Dimensions
mm

268 x 180 x 53h

ITEM: TERRYMIX T2
Transparent organizer with 7 fixed compartments.

SMALL PARTS ORGANIZERS

Tech. Code Dimensions
mm

245 x 143 x 38h

ITEM: TERRYMIX T9
Transparent organizer with 9 fixed compartments.

Tech. Code Dimensions
mm

243 x 186 x 38h

ITEM: TERRYMIX F1
Organizer with 16 fixed compartments, blue case and transparent cover.

Tech. Code Dimensions
mm

243 x 186 x 38h

ITEM: TERRYMIX F2
Organizer with 10 fixed compartments, blue case and transparent cover.

Tech. Code Dimensions
mm

345 x 252 x 55h

ITEM: TERRYMIX F3
Organizer with 12 fixed compartments, blue case and transparent cover.

Tech. Code Dimensions
mm

395 x 305 x 60h

ITEM: PRO ORGANIZER 16
Organizer with 5 fixed compartments and 12 repositionable dividers, integrated strong and
ergonomic handle, black case and transparent cover with double lock.

Tech. Code Dimensions
mm

510 x 330 x 60h

ITEM: PRO ORGANIZER 24
Organizer with 5 compartments and 12 repositionable dividers, integrated strong and ergonomic
handle, black case and transparent cover with double lock.
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Cod. Tec. P412024 P412030 P412075 P412095
GR80 Euro (76,00) (79,00) (196,00) (208,00)
Dimensioni mm 600 x 120 x 600h 600 x 120 x 1800h
Vani 24 30 75 95
Vani per fila 4 5

ART. P4120
Colore grigio Ral 7001.

ARMADI PORTAMINUTERIE PENSILI

CASSETTIERE VISION

Cod. Tec. P42701 P42702 P42703
GR80 Euro 31,50 27,30 23,10
Tipo 12 13 14
Cassetti 16 8 4
Dimensioni mm 208 x 132 x 208h

ART. P4270
Struttura in plastica con incastri per la giunzione di più cassettiere, cassetti
trasparenti con portaetichetta frontale, colore grigio scuro/trasparente.

Cod. Tec. P42751 P42752 P42753
GR80 Euro 44,10 44,10 39,90
Tipo 15 16 17
Cassetti 8 4
Dimensioni mm 208 x 222 x 208h

ART. P4275
Struttura in plastica con incastri per la giunzione di più cassettiere, cassetti
trasparenti con portaetichetta frontale, colore grigio scuro/trasparente.

Cod. Tec. P42801 P42802
GR80 Euro 68,30 86,10
Tipo 19 19/2
Cassetti 2 4
Dimensioni mm 249 x 366 x 250h

ART. P4280
Struttura in plastica con incastri per la giunzione di più cassettiere, cassetti
trasparenti con porta etichetta frontale, colore grigio scuro/trasparente.

Cod. Tec. P42851
GR80 Euro 89,30
Tipo 21
Cassetti 3
Dimensioni mm 249 x 310 x 375 h

ART. P4285
Struttura in plastica con incastri per la giunzione di più cassettiere, cassetti
trasparenti con porta etichetta frontale, colore grigio scuro/trasparente.

P.26 Indivisible package   Suggested retail package - Unit price

Tech. Code

Dimensions mm 600 x 120 x 600h 600 x 120 x 1800h
Compartments 24 30 75 95
Comp. for row 4 5

ITEM: P4120
Grey RAL 7001

HANGING CABINETS FOR SMALL PARTS

VISION STORAGE CABINETS

Tech. Code

Type 12 13 14
Drawers 16 8 4
Dimensions mm 208 x 132 x 208h

ITEM: P4270
Plastic structure with joints for more cabinets, transparent drawers with front label
holder, dark grey casing.

Tech. Code

Type 15 16 17
Drawers 8 4
Dimensions mm 208 x 222 x 208h

ITEM: P4275
Plastic structure with joints for more cabinets, transparent drawers with front label
holder, dark grey casing.

Tech. Code

Type 19 19/2
Drawers 2 4
Dimensions mm 249 x 366 x 250h

ITEM: P4280
Plastic structure with joints to assemble more adjacent cabinets, transparent drawer
units with front label holder, dark grey/transparent.

Tech. Code

Type 21
Drawers 3
Dimensions mm 249 x 310 x 375 h

ITEM: P4285
Plastic structure with joints to assemble more adjacent cabinets, transparent drawer
units with front label holder, dark grey/transparent.
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CONTENITORI IN PLASTICA UNIONBOX

Cod. Tec. P4320A P4320B P4320C P4320D P4320E P4320F
GR80 Euro 1,90 4,70 6,20 8,80 16,40 34,30
Misura A B C D E F
Dimensioni mm 104 x 165 x 76h 147 x 234 x 129h 218 x 234 x 129h 210 x 341 x 167h 307 x 500 x 190h 388 x 610 x 250h

ART. P4320
Alta resistenza meccanica, svrapponibili e agganciabili tra loro con incastri su tre lati, cornice portaetichetta, colore
verde.

CONTENITORI IN METALLO

Cod. Tec. P4410140 P4410200 P4410300 P4410450
GR80 Euro 7,20 12,40 15,50 31,90
Dimensioni mm 140 x 230 x 130h 200 x 350 x 200h 300 x 500 x 200h 450 x 700 x 300h
Peso Kg 1,90 2,10 3,40 9,42

ART. P4410
Lamiera d’acciaio verniciata, traversino di sollevamento, maniglia a blocco perpendicolare, cornice portaetichetta,
colore grigio Ral 7000.

Cod. Tec. P4420300
GR80 Euro 17,50
Dimensioni mm 300 x 450 x 200h
Peso Kg 4,05

 6

ART. P4420
Lamiera d’acciaio verniciata,doppia maniglia a blocco perpendicolare, cornice portaetichetta, colore grigio Ral
7000.

Cod. Tec. P43111 P43112 P43113A2 P43113 P43114
GR80 Euro 1,10 2,00 5,20 6,20 11,30
Misura 1 2 3A2 3 4
Dimensioni mm 95 x 160 x 75h 140 x 230 x 130h 200 x 350 x 145h 200 x 350 x 200h 300 x 500 x 200h

 54 21 15 10

ART. P4311
Contenitori realizzati in materiale plastico con ottima resistenza agli urti, robusto bordo per la sovrapposizione e
cornice portaetichetta. Colore grigio.
Compatibili con modelli P4310

CONTENITORI IN PLASTICA

Cod. Tec. P43101N P43102N P43103A2N P43103N P43104N
GR80 Euro 0,80 1,63 3,70 4,46 8,36
Misura 1 2 3A2 3 4
Dimensioni mm 95 x 160 x 75h 140 x 230 x 130h 200 x 350 x 145h 200 x 350 x 200h 300 x 500 x 200h

 50 54 21 15 10

ART. P4310
Ottima resistenza agli urti, robusto bordo per la sovrapposizione, cornice portaetichetta, colore verde brillante.

P.27Indivisible package  Suggested retail package - Unit price

UNIONBOX PLASTIC CONTAINERS

Tech. Code

Dimensions A B C D E F
Dimensions mm 104 x 165 x 76h 147 x 234 x 129h 218 x 234 x 129h 210 x 341 x 167h 307 x 500 x 190h 388 x 610 x 250h

ITEM: P4320
High mechanical resistance, superimposable and hookable together by joints on three sides, label holder frame,
green.

METAL CONTAINERS

Tech. Code

Dimensions mm 140 x 230 x 130h 200 x 350 x 200h 300 x 500 x 200h 450 x 700 x 24
Weight Kg 1,90 2,10 3,40 9,42

ITEM: P4410
Painted metal sheet, lifting stud, perpendicular block handle, label holder frame, grey RAL 7000.

Tech. Code

Dimensions mm 300 x 450 x 200h
Weight Kg 4,05



ITEM: P4420
Painted metal sheet, double perpendicular block handle, label holder frame, grey RAL 7000.

Tech. Code

Measurement 1 2 3A2 3 4
Dimension mm 95 x 160 x 75h 140 x 230 x 130h 200 x 350 x 145h 200 x 350 x 200h 300 x 500 x 200h



ITEM: P4311
Containers made of plastic material, fully shock resistant. Sturdy edge and frame for overlap label holder. Grey
colour.
Compatible with model P4310

PLASTIC CONTAINERS

Tech. Code

Dimensions 1 2 3A2 3 4
Dimensions mm 95 x 160 x 75h 140 x 230 x 130h 200 x 350 x 145h 200 x 350 x 200h 300 x 500 x 200h



ITEM: P4310
High shock resistance, sturdy edge allowing for overlapping, label holder frame, green.
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ART. P4515
Contenitore ribaltabile in polietilene ecologico ad alta densità ideale per il trasporto di particolari
tipologie di sfridi e rottami. Contenitore a tenuta stagna dotato di dispositivo di sgancio e ribaltamento
con corda per effettuare le operazioni di scarico senza lasciare il posto guida del carrello elevatore,
equipaggiato con due ammortizzatori a gas e dispositivo meccanico di fine corsa per garantire
un ribaltamento controllato e graduale che previene eventuali danneggiamenti durante le fasi di
svuotamento. Maneggevole e leggero con scatole d'inforcazione e base di supporto in lamiera
d'acciaio per garantire la massima resistenza. Dotato di 2 ruote fisse e 2 girevoli con freno.

Cod. Tec. P45151000
GR80 Euro (1784,00)
A mm 1650
B mm 1190
C mm 1075
E mm 955
Capacità L 1000
Portata Kg 1000

CONTENITORI PORTAROTTAMI RIBALTABILI IN POLIETILENE

CONTENITORI PORTAROTTAMI RIBALTABILI

Cod. Tec. P4511280
GR80 Euro 683,00
Modello lt - 280
Portata kg 600
Peso Kg 80
A x B x C mm 970 x 750 x 890
D mm 700
E mm 790
Inclinazione ° 25,1

ART. WX9900
Contenitori portarottami ribaltabili inforcabili con carrello
elevatore, semplice e sicuro svuotamento automatico del
contenitore mediante una leva di ribaltamento senza scendere
dal carrello, vasca di raccolta a tenuta stagna con filtro in
lamiera per la separazione delle sostanze liquide da quelle
solide e rubinetto di scarico a sfera. Prodotto conforme alle
normative europee, colore RAL 5004.

DIMENSIONI FORCHE

MANUALE
ON-LINE

Cod. Tec. P4511300
GR80 Euro 746,00
Modello lt - 300
Portata kg 600
Peso Kg 102
A x B x C mm 1350 x 820 x 650
D mm 490
E mm 520
Inclinazione ° 63,5

Cod. Tec. P4511500
GR80 Euro 882,00
Modello lt - 500
Portata kg 1000
Peso Kg 130
A x B x C mm 1350 x 920 x 910
D mm 700
E mm 740
Inclinazione ° 57,6

Cod. Tec. P4511750
GR80 Euro 987,00
Modello lt - 750
Portata kg 1350
Peso Kg 152
A x B x C mm 1350 x 1070 x 1040
D mm 825
E mm 800
Inclinazione ° 49,6

Cod. Tec. P45111000
GR80 Euro 1103,00
Modello lt - 1000
Portata kg 1700
Peso Kg 181
A x B x C mm 1550 x 1070 x 1210
D mm 970
E mm 920
Inclinazione ° 54

P.28 Indivisible package   Suggested retail package - Unit price

ITEM: P4515
High density polyethylene scrap holder suitable to transport particular types of waste and scrap,
Watertight. Equipped with a release and tilting mechanism with ropes that ensures the unloading
process without leaving the forklift truck.
Fitted with two gas-charged shock absorber and a steel "end-stop" mechanism to ensure a controlled
and gradual tilting to prevent damages during the emptying phases. Sturdy construction and easy
to handle, Forklift jackets and bucket support base made of sheet steel metal for high resistance,
Equipped with 2 fixed & 2 swivel castors with brakes.

Tech. Code

A mm 1650
B mm 1190
C mm 1075
E mm 955
Capacity L 1000
Load capacity Kg 1000

POLYETHILENE SCRAP HOLDERS

SELF-TILTING SCRAP HOLDERS

Tech. Code

Model lt - 280
Capacity kg 600
Weight kg 80
A x B x C mm 970 x 750 x 890
D mm 700
E mm 790
Inclination ° 25,1

ITEM: WX9900
Fork mounted structure with fork lift; simple and safe automatic
emptying of the container through the tilting lever without
leaving the forklift truck; watertight collection tank with sheet
metal filter for the separation of liquids and solids and ball drain
cock. Compliant with European standards, blue RAL 5004.

FORK DIMENSION

ON-LINE
MANUAL

Tech. Code

Model lt - 300
Capacity kg 600
Weight kg 102
A x B x C mm 1350 x 820 x 650
D mm 490
E mm 520
Inclination ° 63,5

Tech. Code

Model lt - 500
Capacity kg 1000
Weight kg 130
A x B x C mm 1350 x 920 x 910
D mm 700
E mm 740
Inclination ° 57,6

Tech. Code

Model lt - 750
Capacity kg 1350
Weight kg 152
A x B x C mm 1350 x 1070 x 1040
D mm 825
E mm 800
Inclination ° 49,6

Tech. Code

Model lt - 1000
Capacity kg 1700
Weight kg 181
A x B x C mm 1550 x 1070 x 1210
D mm 970
E mm 920
Inclination ° 54
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ART. P4520
Contenitori a fondo apribile espressamente studiati per raccogliere e scaricare sfridi e rottami in modo
facile e sicuro. Lo svuotamento automatico viene effettuato direttamente dal carrello elevatore agendo
su una semplice leva. Apertura standard di scarico a fondelli aperti mm 420. Colori di serie: blu Ral
5010 - verde Ral 6011 - grigio Ral 7001 - arancio Ral 2004 - celeste Ral 5012.

Cod. Tec. P45201B P45202B P45203B
GR80 Euro (591,00) (705,00) (780,00)
A mm 1000
B mm 800
C mm 650 1000 1300
D mm 110
E mm 110
Portata Kg 2000
Colore Blu RAL 5010

CONTENITORI A FONDO APRIBILE

CARRELLI VERTICALI

Cod. Tec. P54201 P54202
GR80 Euro (69,00) (98,00)
Dimensioni mm 450 x 1000h 450 x 1200h
Ruote Ø mm 150 200
Portata Kg 100 150

ART. P5420
Struttura in tubo d’acciaio, piano con sponda, ruote in gomma, colore grigio Ral 7001.

CARRELLI PORTABOMBOLE PICCOLI

CARRELLI PORTABOMBOLE

Cod. Tec. P54301
GR80 Euro (107,00)
Dimensioni mm 600 x 1000h
Portata Kg 150

ART. P5430
Struttura in tubo d’acciaio, cassetta portattrezzi, ruote Ø 200 mm in gomma, colore grigio Ral 7001, adatto per bombole di
dimensione standard da 14 L.

Cod. Tec. P54401
GR80 Euro (123,00)
Dimensioni mm 660 x 1200h
Portata Kg 150

ART. P5440
Struttura in tubo d’acciaio, cassetta portattrezzi, ruote Ø 250 mm in gomma, colore grigio Ral 7001, adatto per bombole di
dimensione standard da 27 - 40 - 50 L.

P.29Indivisible package  Suggested retail package - Unit price

ITEM: P4520
The best solution to facilitate the collection and unloading of waste and scrap. Simple and safe
automatic emptying, Lifted by forklift truck; easy unload by the operator using a lever to empty the
entire content without getting off the forklift truck. Standard unloading opening dimensions with open
bottom mm 420. Standard colours: dark blue Ral 5010 - green Ral 6011 - grey Ral 7001 - orange Ral
2004 - light blue Ral 5012.

Tech. Code

A mm 1000
B mm 800
C mm 650 1000 1300
D mm 110
E mm 110
Load capacity Kg 2000
Colour Blu RAL 5010

CONTAINERS WITH OPENABLE BOTTOM

BARROW TROLLEYS

Tech. Code

Dimensions mm 450 x 1000h 450 x 1200h
Wheels ø mm 150 200
Capacity kg 100 150

ITEM: P5420
Tubular steel structure, top with edge, gray RAL 7001.

GAS CYLINDER TROLLEYS

Tech. Code

Dimensions mm 600 x 1000h
Capacity kg 150

ITEM: P5430
Tubular steel structure, toolbox, Ø 200mm rubber wheels, gray RAL 7001, suitable for standard 14 L cylinders.

GAS CYLINDER TROLLEYS

Tech. Code

Dimensions mm 660 x 1200h
Capacity kg 150

ITEM: P5440
Tubular steel structure, toolbox, Ø 250mm rubber wheels, gray RAL 7001, suitable for standard 27 - 40 - 50 L cylinders.
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CARRELLI SERIE MINI A DUE VASCHE

Cod. Tec. P513501
GR80 Euro (143,00)
Dimensioni mm 555 x 445 x 845h

Ruote Ø mm 100

Portata Kg 150
Peso kg 11

ART. P5135
Carrelli serie mini con struttura tubolare saldata, 4 ruote girevoli senza freno, colore blu RAL 5012.

CARRELLI A TRE VASCHE CON CASSETTO SMONTABILE

Cod. Tec. P51413020
GR80 Euro 144,00
Dimensioni mm 677 x 434 x 825

Ruote Ø mm 100

Montanti mm 1,5
Piani mm 1
Portata per vasca kg 30
Portata cassetto kg 3
Portata kg 100 max

ART. P5141
Carrello a tre vasche con cassetto smontabile. Fornito da assemblare, con pratico cassetto, maniglia e ruote.
Cassetto con guida telescopica e sistema di ancoraggio automatico, previsto per l’ inserimento dei moduli
portautensili.
Colore rosso Ral 3020.

CARRELLO A 3 VASCHE SMONTABILE

Cod. Tec. P5137S P5137M P5137L P5137XL
GR80 Euro 116,00 152,00 198,00 219,00
Dimensioni mm 615 x 400 x 780 800 x 440 x 810 800 x 500 x 870 940 x 600 x 870
Ruote Ø mm 60 80 150

Montanti mm 2,0

Piani mm 1,2 1,5 2,0
Portata kg 75 max 90 max 240 max

ART. P5137
Carrello smontabile fornito da assemblare, con angoli rinforzati, senza maniglia e ruote già saldate al fondo.
Colore RAL 7001.

MANIGLIA PER CARRELLO 3 VASCHE

Cod. Tec. P5142MAN
GR80 Euro 17,00

Base forata mm 310 x 35

Utile mm 92 per inserimento mani

ART. P5142
Accessorio compatibile con i carrelli a tre vasche P5137.
Con questa maniglia rendete più maneggevoli i vostri carrelli.
Colore RAL 7001

P.30 Indivisible package   Suggested retail package - Unit price

MINI SERIES TROLLEYS WITH 2 TRAYS

Tech. Code

Dimensions mm 555 x 445 x 845h

Castor wheels Ø mm 100

Load capacity Kg 150
Weight kg 11

ITEM: P5135
Mini series trolleys with welded tubular structure, 4 pivoting castor wheels without brake, RAL 5012 blue colour.

TROLLEYS WITH 3 TRAY LEVELS DISASSEMBLED DRAW TRAYS

Tech. Code

Dimensions mm 677 x 434 x 825

Castor wheels Ø mm 100

Uprights mm 1,5
Tray thickness mm 1
Tray capacity kg 30
Drawer capacity kg 3
Load capacity kg 100 max

ITEM: P5141
Disassemble trolley supplied to be assembled with practical draw, round handle. Draw with telescopic guide and
automatic hooking system. Designed for the insertion of the tool holder modules.
Red colour Ral 3020.

TROLLEYS WITH 3 TRAYS

Tech. Code

Dimensions mm 615 x 400 x 780 800 x 440 x 810 800 x 500 x 870 940 x 600 x 870
Castor wheels Ø mm 60 80 150

Uprights mm 2,0

Trays mm 1,2 1,5 2,0
Capacity kg 75 max 90 max 240 max

ITEM: P5137
A disassembled trolley, to be assembled, with reinforced corners, without handle, castor wheels already welded to
the bottom.
Gray RAL 7001.

HANDLE FOR TROLLEY WITH 3 TRAYS

Tech. Code

Perforated base mm 310 x 35

Useful length mm 92 for hand positioning

ITEM: P5142
Accessory compatible with three-tray trolleys LINK BUGGY P5137.
This handle make it easier to handle your trolleys.
Gray RAL 7001.
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CARRELLI A TRE VASCHE

Cod. Tec. P53151 P53152
GR80 Euro (218,00) (238,00)
Dimensioni mm 904 x 515 x 820h 1024 x 615 x 847h

Ruote Ø mm 100 125

Portata per vasca Kg 70 100

Peso Kg 21,50 29,32

ART. P5315
Completamente smontabile, maniglie in tubo di ferro, due ruote fisse e due girevoli (di cui una con freno) in
gomma, colore blu Ral 5012, forniti assemblati.

CARRELLI A DUE VASCHE

Cod. Tec. P53311
GR80 Euro 174,00
Dimensioni mm 940 x 600 x 870h

Portata per vasca Kg 100

ART. P5331
Struttura elettrosaldata, maniglia mobile, due ruote fisse e due girevoli Ø 150 mm in gomma, colore blu Ral 5010.

CARRELLI CON PIANO IN LEGNO

Cod. Tec. P53401
GR80 Euro 274,00
Dimensioni mm 1000 x 750 x 810h
Portata Kg 250

ART. P5340
Piano in legno massiccio, struttura elettrosaldata, due ruote fisse e due girevoli Ø 150 mm in gomma, colore blu
Ral 5010.

CARRELLI A PIANALE

Cod. Tec. P54101
GR80 Euro (166,90)
Dimensioni mm 1135 x 700 x 915h
Portata Kg 250
Peso Kg 22,96

ART. P5410
Due ruote fisse e due girevoli Ø 125 mm in gomma, colore blu Ral 5012.

P.31Indivisible package  Suggested retail package - Unit price

TROLLEYS WITH 3 TRAYS

Tech. Code

Dimensions mm 904 x 515 x 820h 1024 x 615 x 847h

Castor wheels ø mm 100 125

Tray capacity kg 70 100

Weight Kg 21,50 29,32

ITEM: P5315
Completely dismountable, handle in Iron tube, two fixed and two swivel rubber castor wheels (one with brake),
Ø 100mm, blue RAL 5012, supplied assembled.

TROLLEYS WITH 2 TRAYS

Tech. Code

Dimensions mm 940 x 600 x 870h

Tray capacity kg 100

ITEM: P5331
Electrowelded structure, movable handle, two fixed and two swivel rubber castor wheels, Ø 150 mm,
blue RAL 5010.

TROLLEYS WITH WOODEN WORKTOP

Tech. Code

Dimensions mm 1000 x 750 x 810h
Capacity kg 250

ITEM: P5340
Hard wooden worktop, electrowelded structure, two fixed and two swivel rubber wheels, Ø 150 mm,
blue RAL 5010.

PLATFORM TROLLEYS

Tech. Code

Dimensions mm 1135 x 700 x 915h
Capacity kg 250
Weight Kg 22,96

ITEM: P5410
Two fixed and two swivel rubber wheels, Ø 125mm, blue RAL 5012.
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Esclusi dalla fornitura il pc per installazione software e mezzi di sollevamento per il montaggio.

Cod. Tec. GR80
Euro

Dimensoni
mm

Peso macchina vuoto
Kg

Cassetti
n°

Dimensioni cassetti
mm

Portata cassetti
Kg

Cassetti/ora
a pieno carico

n°

Tempo max di
accesso al cassetto

P61105INT - 5.000 x 2.050 2.394 32
1.700 x 654 x 56 200

109 16"

P61107INT - 7.100 x 2.050 3.302 51 100 19"

Magazzino verticale controllato da computer potente e compatto, progettato per lavorare in
ambienti industriali.
Ideale per fornire una completa gestione del magazzino.
Consolle di comando con schermo LCD grafico touch screen a colori con sistema operativo
WINDOWS CE.
Gestione variabile delle altezze di carico, completo di barriere sicurezza.

Software base incluso, interfacciabile con differenti sistemi gestionali (opzionale).

MAGAZZINO VERTICALE - BAIA INTERNA

P.32 Indivisible package   Suggested retail package - Unit price

Not included computer for software installation and handling equipments for assembly.

Tech. Code Dimensions
mm

Weight machine
Kg

Trays
n°

Tray size
mm

Tray capacity
Kg

Throughput of tray/hours
n°

Max time of access to tray

5.000 x 2.050 2.394 32
1.700 x 654 x 56 200

109 16"

7.100 x 2.050 3.302 51 100 19"

Vertical storage controlled by powerful and compact computer, designed to work in industrial
environments.
Ideal for warehouse complete management.
Control console with LCD graphic colour touch screen and WINDOWS CE operative system.
Tray storage adjustability, safety barriers included.

Base software included, interconnectable with different management systems (optional).

AUTOMATIC VERTICAL STORAGE - INTERNAL BAY
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Esclusi dalla fornitura il pc per installazione software e mezzi di sollevamento per il montaggio.

Cod. Tec. GR80
Euro

Dimensoni
mm

Peso macchina vuoto
Kg

Cassetti
n°

Dimensioni cassetti
mm

Portata cassetti
Kg

Cassetti/ora
a pieno carico

n°

Tempo max di
accesso al cassetto

P61155EST - 5.000 x 2.050 2.394 33
1.700 x 654 x 56 200

93 20"

P61157EST - 7.100 x 2.050 3.302 53 87 23"

Magazzino verticale controllato da computer potente e compatto, progettato per lavorare in
ambienti industriali.
Ideale per fornire una completa gestione del magazzino.
Consolle di comando con schermo LCD grafico touch screen a colori con sistema operativo
WINDOWS CE.
Gestione variabile delle altezze di carico, completo di barriere sicurezza.

Software base incluso, interfacciabile con differenti sistemi gestionali (opzionale).

MAGAZZINO VERTICALE - BAIA ESTERNA

P.33Indivisible package  Suggested retail package - Unit price

Not included computer for software installation and handling equipments for assembly.

Tech. Code Dimensions
mm

Weight machine
Kg

Trays
n°

Tray size
mm

Tray capacity
Kg

Throughput of tray/hours
n°

Max time of access to tray

5.000 x 2.050 2.394 33
1.700 x 654 x 56 200

93 20"

7.100 x 2.050 3.302 53 87 23"

Vertical storage controlled by powerful and compact computer, designed to work in industrial
environments.
Ideal for warehouse complete management.
Control console with LCD graphic colour touch screen and WINDOWS CE operative system.
Tray storage adjustability, safety barriers included.

Base software included, interconnectable with different management systems (optional).

AUTOMATIC VERTICAL STORAGE - EXTERNAL BAY
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SCAFFALI UNIVERSALI L1006

Cod. Tec. P630800 P6308A00
GR79 Euro (174,60) (121,30)
Dimensioni mm 1000 x 400 x 2000
Ripiani n° 5 x 160 Kg
Descrizione Scaffale universale Campata aggiuntiva
Portata Kg 2800

ART. 45.400.222 - 45.401.222
Scaffale universale in versione zincata. Montaggio rapido e semplice con sistema ad incastro per tutti gli elementi e
ripiani, senza l’ uso di viti.
Sempre adeguabile ai nuovi articoli da immagazzinare grazie alla flessibilità di installazione e di modifica di ripiani,
cassetti ed elementi singoli con passo da 25 mm.
Altezza degli spigoli dei ripiani di soli 25 mm per sfruttare gli scaffali al massimo.

SCAFFALI UNIVERSALI L1006 CON PARETE LATERALE PIENA

Cod. Tec. P630900 P6309A00
GR79 Euro (170,30) (119,20)
Dimensioni mm 1000 x 400 x 2000
Ripiani n° 5 x 160 Kg
Descrizione Scaffale universale Campata aggiuntiva
Portata Kg 1000

ART. 45.402.222 - 45.403.222
Scaffale universale in versione zincata con parete laterale in lamiera piena. Montaggio rapido e semplice con
sistema ad incastro per tutti gli elementi e ripiani, senza l’ uso di viti.
Sempre adeguabile ai nuovi articoli da immagazzinare grazie alla flessibilità di installazione e di modifica di ripiani,
cassetti ed elementi singoli con passo da 25 mm.
Altezza degli spigoli dei ripiani di soli 25 mm per sfruttare gli scaffali al massimo.

RIPIANI LISCI

Cod. Tec. P6311A P6311B
GR79 Euro (18,90) (21,40)
Dimensioni mm 1000 x 400
Portata kg 160 220

ART. 50.054.222; 50.055.222
Ripiani lisci zincati. Con ganci di fissaggio inclusi. Spessore ripiano 25 mm in lamina d’acciaio.

P.35Indivisible package  Suggested retail package - Unit price

UNIVERSAL SHELVING L1006

Tech. Code

Dimensions mm 1000 x 400 x 2000
Shelves n° 5 x 160 Kg
Description Universal shelving Additional span
Load capacity Kg 2800

ITEM: 45.400.222 - 45.401.222
Universal shelving in galvanized version. Quick and easy to assembly with an interlocking system for all the
elements and shelves, without the use of screws. Always adapatable to new items to be stored thanks to the
flexibility of installation and modification of the shelves, drawers and individual elements with a 25 mm pitch.
Height of shelves edges of only 25 mm to make the most of the shelves.

UNIVERSAL SHELVING L1006 WITH FULL SIDED WALL PANELS

Tech. Code

Dimensions mm 1000 x 400 x 2000
Shelves n° 5 x 160 Kg
Description Universal shelving Additional span
Load capacity Kg 1000

ITEM: 45.402.222 - 45.403.222
Universal shelves galvanized version with solid sheet sided panels. Quick and easy to assembly with an
interlocking system for all the elements and shelves, without the use of screws. Always adapatable to new items
to be stored thanks to the flexibility of installation and modification of the shelves, drawers and individual elements
with a 25 mm pitch. Height of shelves edges of only 25 mm to make the most of the shelves. .

PLAIN ADJUSTABLE SHELVES

Tech. Code

Dimensions mm 1000 x 400
Load capacity kg 160 220

ITEM: 50.054.222; 50.055.222
Plain galvanized shelves. With fixing hooks included. 25 mm shelf thickness in sheet steel.
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SCAFFALI A BULLONE

Cod. Tec. P6310SC P6310SC1
GR80 Euro (389,00) (107,00)
Descrizione Scaffale da 2000 x 400 x 2000 mm Modulo aggiuntivo da 1000 mm con 6 piani

ART. P6310
Scaffale “a bullone” composto da 8 angolari mm 35 x 35 x 2000h, 12 piani zincati da mm 1000 x 400 con un rinforzo, 5
spondine anteriori e 5 posteriori, 25 divisori zincati, completo di piedini in pvc e di tutta la viteria occorrente al montaggio,
portata per piano 150 Kg.

SCAFFALI A GANCIO

Cod. Tec. P6320SC P6320SC1
GR80 Euro (221,00) (101,00)
Descrizione Scaffale da 2000 x 300 x 2500 mm Modulo aggiuntivo da 1000 mm con 5 piani

ART. P6320
Scaffale a gancio robusto e di facile assemblaggio composto da 3 fiancate con traversini mm 2500h x 320, 10 piani zincati
da mm 1000 x 300 con un rinforzo, completo di tappi e piedini per i montanti e di ganci per il montaggio dei piani, portata
per piano 130 Kg.

PORTAPALLET LEGGERI

Cod. Tec. P6410SC P6410SC1
GR80 Euro (550,00) (463,00)
Descrizione Scaffale Modulo aggiuntivo

ART. P6410
Scaffale per piccoli palletts e prodotti sfusi, composto da 2 spalle da mm 2500h x 800, 4 piani da mm 1500 x 800 formati
da 2 traversine verniciate di colore giallo e pianetti zincati, portata per piano 600 Kg.

P.36 Indivisible package   Suggested retail package - Unit price

BOLTED SHELF RACKS

Tech. Code

Description 2000 x 400 x 2000 mm shelf 1000 mm add-on module with 6 shelves

ITEM: P6310
Bolted shelf composed of 8 35 x 35 x 2000h angle bars, 12 1000 x 400mm galvanized shelves with reinforcement, 5 front
and 5 rear edges, 25 galvanized dividers, completed with PVC

BOLTLESS SHELF RACKS

Tech. Code

Description 2000 x 300 x 2500 mm shelf 1000 mm add-on module with 5 shelves

ITEM: P6320
Sturdy and easy to assemble hook shelves composed of 3 sides with studs 2500h x 320 mm, 10 1000 x 300 mm
galvanized shelves with reinforcement, completed with caps and feet for the uprights and hooks for assembling, shelves
capacity 130 Kg.

LIGHT PALLET RACKS

Tech. Code

Description Rack Extension rack

ITEM: P6410
Shelves for little pallets and bulk products, composed of 2 sides with 2500h x 800 mm studs, 4 1500 x 800 mm shelves
composed of 2 yellow painted studs and galvanized rear shelf, shelf capacity 600 Kg.
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PORTAPALLET PESANTI

Cod. Tec. P6620SC P6620SC1
GR80 Euro (372,00) (248,00)
Descrizione Scaffale Modulo aggiuntivo

ART. P6620
Scaffale di alta portata per prodotti su bancale, composto da 2 spalle in acciaio zincato da mm 2000h x 1000, 4 correnti da
mm 1800 x 120 x 50 zincate, portata per piano 3910 Kg.

SCAFFALI CON RIPIANI ESTRAIBILI PER MERCI PESANTI

Cod. Tec. P6400A01 P6400AC01 P6400B01 P6400BC01
GR79 Euro (1719,50) (1423,40) (1894,90) (1594,00)
Dimensioni mm 890 x 860 x 2000 1290 x 860 x 2000
Telaio fisso 1
Telaio estraibile 2
Colore RAL 5012
Descrizione Scaffale completo Campata aggiuntiva Scaffale completo Campata aggiuntiva

Portata telaio kg 1000

Portata kg 9000

ART. 71.530 - 71.534 - 71.532 - 71.536 - 71.531 - 71.535 - 71.533 - 71.537
Scaffali con ripiani estraibili per merci pesanti, con 2 telai estraibili (fino al 65%) e un telaio fisso come ripiano superiore,
ciascuno comprensivo di inserti in truciolato pressato, spessore 40 mm. Attrezzabili a piacere con pareti laterali, ulteriori
telai estraibili e fissi, coperture, ante scorrevoli, tapparelle e paraurti per montante. Campata base inclusi una coppia
diagonali per la stabilizzazione longitudinale, 2 telai di sostegno, ancoraggio al suolo e set di piastre di livellamento.
Campata aggiuntiva inclusi un telaio di sostegno, ancoraggio al suolo e set di piastre di livellamento. Passo fori nei
montanti ogni 100 mm. In lamiera d’ acciaio.

Cod. Tec. P6400C01 P6400CC01 P6400D01 P6400DC01
GR79 Euro (2080,60) (1744,10) (2269,50) (1941,00)
Dimensioni mm 1260 x 890 x 2000 1290 x 1260 x 2000
Telaio fisso 1
Telaio estraibile 2
Colore RAL 5012
Descrizione Scaffale completo Campata aggiuntiva Scaffale completo Campata aggiuntiva

Portata telaio kg 800

Portata kg 9000

P.....02P.....01

mro

Perfect
ergonomics
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HEAVY PALLET RACKS

Tech. Code

Description Rack Extension rack

ITEM: P6620
High capacity shelf for palletized products composed of 2 galvanized steel sides of 2000h x 1000 mm, 4 yellow painted
studs of 1800 x 120 x 50 mm, shelf capacity 3910 Kg.

SHELVING WITH EXTRACTABLE SHELVES FOR HEAVY GOODS

Tech. Code

Dimensions mm 890 x 860 x 2000 1290 x 860 x 2000
Fixed frame 1
Removable frame 2
Colour RAL 5012
Description Complete rack Additional span Complete rack Additional span

Frame capacity kg 1000

Load capacity kg 9000

ITEM: 71.530 - 71.534 - 71.532 - 71.536 - 71.531 - 71.535 - 71.533 - 71.537
Shelves with pull-out shelves for heavy goods, with 2 pull-out frames (up to 65%) and a fixed frame as top shelf, each
including pressed chipboard inserts, 40 mm thick. Possible tools with sided panels, additional removable and fixed frames,
covers, sliding doors, shutters and bumpers for uprights. Base span including a diagonal pair for longitudinal stabilization,
2 support frames, ground anchorage and leveling plate set. Additional span including a support frame, ground anchor and
leveling plate set. Drill holes in the uprights every 100 mm. Made of sheet steel.

Tech. Code

Dimensions mm 1260 x 890 x 2000 1290 x 1260 x 2000
Fixed frame 1
Removable frame 2
Colour RAL 5012
Description Complete rack Additional span Complete rack Additional span

Frame capacity kg 800

Load capacity kg 9000
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CANTILEVER “P” IN IPE SERIE PESANTE

Cod. Tec. P6710MONO
GR80 Euro (1418,00)

Dimensioni mm 1640 x 1000 x 3000

Portata Kg Mensola IPE 100 - 972 max
Livelli di carico 3 + base

ART. P6710
Monofronte composizione:
- 2 Colonne monofronte 1000 x 3000h mm p240 colore azzurro
- 6 Mensole ipe100 1000 mm portata 972 Kg colore giallo ral 1033
- 12 Rondblok TE M16 x 60 (vite + dado alto + piastrina + rondella)
- 2 Traversi crociera P con schiacciatura centrale mm 1367 x Ø40 x 2 zincato
- 1 Diagonale crociera P con schiacciatura centrale mm 2044 x Ø40 x 2 zincato
- 4 Attacchi crociera P  160 x 80 x 115 mm
- 12 Bulloni TE M12 x 45 zincato ISO4017
- 12 Bulloni di fissaggio TE M12 x 45 zincato (vite + dado + rondella)
- 1 Tabella pvc 210 x 594 mm per impianto cantilever da esporre (norma EN15635)
- 1 Supporto metallico per tabella pvc a3 180 x 510 per impianto Cantilever S

Cod. Tec. P6715BIFR
GR80 Euro (2046,00)

Dimensioni mm 1640 x 2000 x 3000

Portata Kg Mensola IPE 100 - 972 max
Livelli di carico 3 + 3 + base

ART. P6715
Bifronte composizione:
- 2 Colonne bifronte 1000+1000 x 3000h mm p240 colore azzurro
- 12 Mensole ipe100 1000 mm portata 972 Kg colore giallo ral 1033
- 48 Rondblok TE M16 x 60 (vite + dado alto + piastrina + rondella)
- 2 Traversi crociera P con schiacciatura centrale mm 1367 x Ø40 x 2 zincato
- 1 Diagonale crociera P con schiacciatura centrale mm 2044 x Ø40 x 2 zincato
- 4 Attacchi crociera P 160 x 80 x 115 mm
- 12 Bulloni TE M12 x 45 zincato ISO4017
- 12 Bulloni di fissaggio TE M12 x 45 zincato (vite + dado + rondella)
- 1 Tabella pvc 210 x 594 mm per impianto cantilever da esporre (norma EN15635)
- 1 Supporto metallico per tabella pvc a3 180 x 510 per impianto Cantilever S

Cod. Tec. P6735BIFR
GR80 Euro (822,00)

Dimensioni mm 1620 x 600 x 3000

Portata Kg Mensola 185 max
Livelli di carico 3 + 3 + base

ART. P6735
Bifronte composizione:
- 2 Colonne bifronte 600 x 3000h s180 zincata
- 12 Mensole S 600 mm portata 185 Kg colore giallo ral 1033 c/perno bloccante + tappo
- 1 Cociera S 1500 x 2800h zincata asse colonna
- 1 Tabella pvc 210 x 594 mm per impianto cantilever da esporre (norma EN15635)
- 1 Supporto metallico per tabella pvc a3 180 x 510 per impianto Cantilever S

CANTILEVER “S” SERIE LEGGERA

Cod. Tec. P6730MONO
GR80 Euro (649,00)

Dimensioni mm 1620 x 600 x 3000

Portata Kg Mensola 185 max
Livelli di carico 3 + base

ART. P6730
Monofronte composizione:
- 2 Colonne monofronte 600 x 3000h s180 zincata
- 6 Mensole S 600 mm portata 185 Kg colore giallo ral 1033 c/perno bloccante + tappo
- 1 Crociera S 1500 x 2800h zincata asse colonna
- 1 Tabella pvc 210 x 594 mm per impianto Cantilever da esporre (norma EN15635)
- 1 Supporto metallico per tabella pvc a3 180 x 510 per impianto Cantilever S

P.38 Indivisible package   Suggested retail package - Unit price

IPE CANTILEVERS “P” - HEAVY SERIE

Tech. Code

Dimensions mm 1640 x 1000 x 3000

Capacity kg Shelf IPE 100 - 972 max.
Load levels 3 + base

ITEM: P6710
Single-faced composition:
- 2 Single-faced columns, 1000 x 3000h mm p240, light blue colour
- 6 Brackets ipe100 1000 mm, 972kg capacity, yellow RAL 1033
- 12 Rondblok te m16 x 60 (screw + high nut + plate + washer)
- 2 Cross beams P with central crushing mm 1367 x Ø40 x 2 galvanized
- 1 Diagonal cross beam P with central crushing mm 2044 xØ40 x 2 galvanized
- 4 Beam connections P 160 x 80 x 115 mm
- 12 Bolts TE M12 x 45 galvanized ISO4017
- 12 Fixing bolts TE M12 x 45 galvanized(screw + high nut + washer)
- 1 PVC table 210 x 594 for Cantilever to show (EN15635)
- 1 Metallic stand for PVC table a3 180 x 510 for Cantilever S

Tech. Code

Dimensions mm 1640 x 2000 x 3000

Capacity kg Shelf IPE 100 - 972 max.
Load levels 3 + 3 + base

ITEM: P6715
Double-faced composition:
- 2 double-faced columns, 1000+1000 x 3000h mm p240, light blue colour
- 12 brackets ipe100 1000 mm, 972kg capacity, yellow RAL 1033
- 48 Rondblok te m16 x 60 (screw + high nut + plate + washer)
- 2 Cross beams P with central crushing mm 1367 x Ø40 x 2 galvanized
- 1 Diagonal cross beam P with central crushing mm 2044 x Ø40 x 2 galvanized
- 4 Beam connections P 160 x 80 x 115 mm
- 12 Bolts TE M12 x 45 galvanized ISO4017
- 12 Fixing bolts TE M12 x 45 galvanized (screw + high nut + washer)
- 1 PVC table 210 x 594 for Cantilever to show (EN15635)
- 1 Metallic stand for PVC table a3 180 x 510 for Cantilever S

Tech. Code

Dimensions mm 1620 x 600 x 3000

Capacity kg Shelf max. 185
Load levels 3 + 3 + base

ITEM: P6735
Double-faced composition:
- 2 double-faced galvanized columns 600 x 3000h s180
- 12 brackets s 600 mm, 185kg capacity, yellow RAL 1033 w/locking pin + cap
- 1 cross s 1500 x 2800h galvanized axle column
- 1 PVC table 210 x 594 mm for cantilever to show (EN15635)
- 1 metallic stand for PVC table a3 180 x 510

CANTILEVERS "S" - LIGHT SERIE

Tech. Code

Dimensions mm 1620 x 600 x 3000

Capacity kg Shelf max. 185
Load levels 3 + base

ITEM: P6730
Single-faced composition:
- 2 single-faced galvanized columns 600 x 3000h s180
- 6 brackets s 600 mm, 185kg capacity, yellow RAL 1033 w/locking pin + cap
- 1 cross s 1500 x 2800h galvanized axle column
- 1 PVC table 210 x 594 mm for cantilever to show (EN15635)
- 1 metallic stand for PVC table a3 180 x 510
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SUPPORTI E STAZIONI DI TRAVASO

Cod. Tec. P6810VASCA P6810F2
GR80 Euro (243,00) (251,00)
Descrizione VASCA MONTANTI
A mm 1390 1500
B mm 1160 550
C mm 170 850

Capacità stoccaggio - 2 fusti da 200 L

Volume di raccolta L 270 -

ART. P6810
Supporto di travaso per nr. 2 fusti, impilabile. Vasca di raccolta
in acciaio zincato.

CARRELLO PORTAFUSTI

Cod. Tec. P6813F1 P6813F2
GR80 Euro (367,00) (450,00)
A mm 860 1340
B mm 860 850
C mm 1170
D mm 220 330
E mm 190
Capacità 1 fusto verticale 2 fusti verticali o 1 fusto orizzontale

ART. P6813
Concepito appositamente per la movimentazione all'interno dell'azienda, il carrello portafusti consente lo
stoccaggio in verticale ed in orizzontale, con l'impiego di appositi opzionali, di 1 o 2 fusti. RAL 5010

E' dotato di un maniglione di spinta, due ruote fisse e due pirottanti con freno.

SUPPORTI PER STOCCAGGIO FUSTI

Cod. Tec. P6811F1 P6811F2
GR80 Euro (98,00) (145,00)
A mm 600 1180
B mm 600
C mm 380
Capacità 1 fusto 200 L 2 fusti 200 L

ART. P6811
Supporti per lo stoccaggio dei fusti in orrizzontale colore blu Ral 5010.

BASE CIRCOLARE PER LA MOVIMENTAZIONE DEI FUSTI

Cod. Tec. P681200
GR80 Euro (159,00)
Portata 1 fusto da 200 L

ART. P6812
Base circolare per la movimentazione di fusti da 200 litri con 4 ruote pivottanti Ø 100 mm.

P.39Indivisible package  Suggested retail package - Unit price

SUPPORTS AND DISPENSING STATIONS FOR DRUMS

Tech. Code

Description TANK UPRIGHTS
A mm 1390 1500
B mm 1160 550
C mm 170 850

Storage capacity - 2x200 L drums

Collection volume L 270 -

ITEM: P6810
Pouring stand for n°2 drums, stackable. Stainless steel
collecting tank.

SPILL SUMP TROLLEY FOR DRUMS

Tech. Code

A mm 1340 860
B mm 850 860
C mm 1170
D mm 220 330
E mm 190
Capacity 1 vertical drum 2 vertical drums or 1 horizontal

ITEM: P6813
Specifically designed for on-site handling, the drum trolley features upright or horizontal storage of 1 or 2 drums
when supplied with dedicated optionals. Complete with push handle, two fixed wheels and two swivel wheel with
locking brake.

SUPPORTS TO STORE DRUMS

Tech. Code

A mm 600 1180
B mm 600
C mm 380
Capacity 1x200-L drums 2x200-L drums

ITEM: P6811
Supports to store drums horizontally colour: blue RAL 5010.

ROUND BASE FOR DRUM HANDLING

Tech. Code

Load capacity 1x200 L drum

ITEM: P6812
Round base for 200 l drum handling with four Ø 100 mm castors.
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VASCHE IN ACCIAIO PER FUSTI
VASCHE DOTATE
DI PANNELLI
MONITORI

Cod. Tec. P6815F1
GR80 Euro (413,00)
A mm 860
B mm 860
C mm 430
Capacità 1 fusto 200 L

ART. P6815
Vasche di raccolta in acciaio per lo stoccaggio di fusti da 200
litri, posizionati direttamente su grigliato zincato.
Colore blu RAL 5010.

Cod. Tec. P6815F4
GR80 Euro (690,00)
A mm 2660
B mm 850
C mm 330
Capacità 4 fusti 200 L

VASCHE IN ACCIAIO PER CISTERNE

Cod. Tec. P6820C1 P6820C2 P6820C3
GR80 Euro (665,00) (1420,00) (1649,00)
A mm 1340 2720 3280
B mm 1650 1315
C mm 620 420
Capacità 1 cisterna da 1000 L 2 cisterne da 1000 L 3 cisterne da 1000 L

Volume di raccolta Lt 1000 1200

ART. P6820
Vasca di raccolta in acciaio per lo stoccaggio di cisternette da 1000 litri, posizionate direttamente su grigliato
zincato. Colore blu RAL 5010.

Cod. Tec. P6815F4SQ
GR80 Euro (530,00)
A mm 1340
B mm 1250
C mm 300
Capacità 4 fusti 200 L

Cod. Tec. P6815F2
GR80 Euro (466,00)
A mm 1340
B mm 850
C mm 330
Capacità 2 fusti 200 L

Cod. Tec. P6815F8
GR80 Euro (840,00)
A mm 2720
B mm 1250
C mm 300
Capacità 8 fusti 200 L

VASCHE IN POLIETILENE PER FUSTI

Cod. Tec. P6818F2 P6818F4
GR80 Euro (444,00) (605,00)
A mm 1418
B mm 1018 1418
C mm 515
Capacità 2 fusti da 200 L 4 fusti da 200 L

Volume di raccolta Lt 370 590

Portata Kg 665 1000

ART. P6818
Vasche movimentabili con carrello elevatore o transpallet grazie agli appositi alloggiamenti per le forche ricavati
dalla sagomatura del fondo, realizzazione in polietilene per una protezione totale contro la corrosione.
Ampia superficie d'appoggio, ideale per deporre due o quattro fusti da 200 litri. Queste vasche di raccolta,
realizzate in polietilene ecologico, sono ideali per lo stoccaggio di acidi, soluzioni alcaline, oli, sostanze chimiche
non infiammabili e di molte altre sostanze compatibili con il polietilene.

P.40 Indivisible package   Suggested retail package - Unit price

STEEL SPILL PALLETS FOR DRUMS
TANK EQUIPPED
WITH WARNING
SIGN

Tech. Code

A mm 860
B mm 860
C mm 430
Capacity 1x200-L drums

ITEM: P6815
Made of carbon steel, for the safety storage of 200 lt drums,
positioned directly on a removable hot galvanized grid.
Standard finishing: Painted BLUE RAL 5010.

Tech. Code

A mm 2660
B mm 850
C mm 330
Capacity 4x200-L drums

STEEL SPILL PALLETS FOR IBC'S

Tech. Code

A mm 1340 2720 3280
B mm 1650 1315
C mm 620 420
Capacity 1x1000 L tank 2x1000 L tanks 3x1000 L tanks

Collection volume L 1000 1200

ITEM: P6820
Steel sumps for the storage of IBCs. Strong steel construction. Colour blue RAL 5010.

Tech. Code

A mm 1340
B mm 1250
C mm 300
Capacity 4x200-L drums

Tech. Code

A mm 1340
B mm 850
C mm 330
Capacity 2x200-L drums

Tech. Code

A mm 2720
B mm 1250
C mm 300
Capacity 8x200-L drums

POLYETHYLENE SPILL PALLETS FOR DRUMS

Tech. Code

A mm 1418
B mm 1018 1418
C mm 515
Capacity 2x200 L drums 4x200 L drums

Collection volume L 370 590

Load capacity Kg 665 1000

ITEM: P6818
Can be handled either by a fork-lift truck or transpallet using the spaces made for the forks at the bottom,
Polyethylene provides absolute protection against corrosion, Large supporting surface, ideal for depositing two or
four drums. These collection tanks, made of ecological polyethylene, are ideal for storing various acids, alkaline
solutions, oils, non-infl ammable chemical substances and many other substances compatible with polyethylene.
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VASCHE IN POLIETILENE PER CISTERNE

Cod. Tec. P6900C1 P6900C2
GR80 Euro (954,00) (1264,00)
A mm 1418 2380
B mm 1418
C mm 985 748
Capacità 1 cisterna da 1000 L 2 cisterne da 1000 L

Volume di raccolta L 1150 1400

Portata Kg 1500 2500

ART. P6900
Vasche movimentabili con carrello elevatore o transpallet grazie agli appositi alloggiamenti per le forche ricavati
dalla sagomatura del fondo, realizzazione in polietilene per una protezione totale contro la corrosione.
Ampia superficie d'appoggio, ideale per deporre una o due cisternette da 1000 litri.
Queste vasche di raccolta, realizzate in polietilene ecologico, sono ideali per lo stoccaggio di acidi, soluzioni
alcaline, oli, sostanze chimiche non infiammabili e di molte altre sostanze compatibili con il polietilene.

VASCHE IN ACCIAIO CON SUPPORTO INCLINATO PER CISTERNE

Cod. Tec. P6825C1S
GR80 Euro (898,00)
A mm 1340
B mm 1650
C mm 1110
Capacità 1 cisterna da 1000 L

Volume di raccolta Lt 1000

ART. P6825
Vasca di raccolta completa di supporto inclinato in acciaio per lo stoccaggio di una cisternetta da 1000 litri. Colore
blu RAL 5010.

DEPOSITI PER ESTERNI

Cod. Tec. P6829F2 P6829F4
GR80 Euro (1393,00) (1554,00)
A mm 1350
B mm 860 1260
C mm 1570 1540
Capacità 2 fusti da 200 L 4 fusti da 200 L

ART. P6829
Deposito con vasca di raccolta. Per facili operazioni di carico e scarico il coperchio del contenitore è sostenuto da
ammortizzatori a gas. La robustezza del coperchio e delle porte (possibilità di chiusura con lucchetto) protegge il
contenuto dalle persone non autorizzate. Dotato di griglie di aerazione. Colore blu RAL 5010.

VASCHE SOVRAPPONIBILI IN ACCIAIO PER FUSTI

Cod. Tec. P6910F2 P6910F4
GR80 Euro (941,00) (1030,00)
A mm 1350
B mm 860 1260
C mm 1460 1430
Capacità 2 fusti da 200 L 4 fusti da 200 L

ART. P6910
Vasche di raccolta sovrapponibili in acciaio per lo stoccaggio di fusti da 200 litri, posizionati direttamente su
grigliato zincato. Colore blu RAL 5010.

P.41Indivisible package  Suggested retail package - Unit price

IBC'S SPILL PALLETS

Tech. Code

A mm 1418 2380
B mm 1418
C mm 985 748
Capacity 1x1000 L tank 2x1000 L tanks

Collection volume L 1150 1400

Load capacity Kg 1500 2500

ITEM: P6900
Can be handled either by a fork-lift truck or transpallet using the spaces made for the forks at the bottom,
Polyethylene provides absolute protection against corrosion, Large supporting surface, ideal for depositing one
or two IBC. These collection tanks, made of ecological polyethylene, are ideal for storing various acids, alkaline
solutions, oils, non-infl ammable chemical substances and many other substances compatible with polyethylene.

STEEL SPILL PALLETS WITH INCLINED SUPPORT FOR IBC'S

Tech. Code

A mm 1340
B mm 1650
C mm 1110
Capacity 1x1000 L tank

Collection volume L 1000

ITEM: P6825
Steel sumps for the storage of IBC's. Strong steel construction and galvanized removable grid.
Colour blue RAL 5010.

OUTDOOR STORAGE DEPOSITS

Tech. Code

A mm 1350
B mm 860 1260
C mm 1570 1540
Capacity 2x200 L drums 4x200 L drums

ITEM: P6829
To facilitate loading and unloading operations the cover of the container is supported by gas shock-absorbers.
The sturdiness of the cover and doors (can be padlocked) protects the contents from unauthorised persons.
Fitted with an aeration grille. Colour blue RAL 5010.

STACKABLE SUMP PALLET

Tech. Code

A mm 1350
B mm 860 1260
C mm 1460 1430
Capacity 2x200 L drums 4x200 L drums

ITEM: P6910
Stackable sump pallet made of carbon steel, for the safety storage of 200 ltr drums, positioned directly galvanized
grid. Standard finishing: Painted blue RAL 5010.
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PIATTAFORME DI CONTENIMENTO AD INCASTRO

Cod. Tec. P6920F2
GR80 Euro (209,00)
Dimensioni mm 1320 x 660 x 150
Capacità L 80
Portata Kg 1136

ART. P6920
Piattaforma di contenimento in plastica rinforzata ad incastro con grigliato ad alta portata. Incastro antigoccia sul
lato lungo e su quello corto che permette una velocissima modularità. Capacità di contenimento 80 lt.

Cod. Tec. P6955C1
GR80 Euro (2484,00)
Dimensioni mm 1540 x 1600 x 2350
Capacità 1 cisterna da 1000 L

Volume di raccolta L 1080

ART. P6955

CONTAINER PER LO STOCCAGGIO DI SOSTANZE INQUINANTI ED INFIAMMABILI

Cod. Tec. P696001Z P696002Z P6960GR P6960SC P6960RA
GR80 Euro (2777,00) (5259,00) (590,00) (804,00) (302,00)
A est/int mm 2350/2140 3150/2940 -
B est/int mm 1150/940 2350/2140 -
C est/int mm 2365/2000 -

Volume di raccolta L 300 1000 -

Area di stoccaggio 2 m² 6 m² -

Optional - Griglia di ventilazione Scaffalature interne Rampa di accesso

ART. P6960
I container sono la giusta soluzione per lo stoccaggio di sostanze inquinanti ed infiammabili. Sono idonei per lo
stoccaggio di sostanze pericolose anche in piccoli contenitori se ampliati con le scaffalature opzionali, volume di
raccolta 300/1000 litri.
Accessori optional:
GR - Griglia di ventilazione per stoccaggio di prodotti infiammabili.
SC - Scaffalature interne composte da 3 ripiani L=2000 mm x P=500 mm per lo stoccaggio di piccoli contenitori.
RA - Rampa di accesso con carrelli manuali.
A richiesta altri modelli ed accessori.

DEPOSITI DI STOCCAGGIO IN POLIETILENE

Cod. Tec. P6950F2 P6950F4
GR80 Euro (2142,00) (4285,00)
Dimensioni mm 1550 x 1000 x 1940 1540 x 1600 x 2000
Capacità 2 fusti da 200 L 4 fusti da 200 L

Volume di raccolta L 240 470

ART. P6950
Realizzati in polietilene ecologico media densità LLDPE attraverso stampaggio rotazionale.
Resistenti alla corrosione da parte di numerosi acidi, alcali, oli. Stoccaggio di fusti da 200 litri o cisterne da 1000
litri. Dotati di griglie di aereazione stampate su porte, per evitare accumuli di gas all'interno del box. Struttura
monolitica senza saldature, apertura delle porte a 180°, possibilità di ancoraggio al suolo tramite cavi fissati
ad occhielli opzionali imbullonati in appositi fori. I box sono forniti di maniglie per l'apertura e di chiusura a leva
lucchettabile. Movimentabili (da vuoti) tramite carrello elevatore. Appoggio diretto del bancale nel contenitori, pallet
non fornito.

P.42 Indivisible package   Suggested retail package - Unit price

INTERLOCKING CONTAINMENT STAND

Tech. Code

Dimensions mm 1320 x 660 x 150
Capacity L 80
Load capacity Kg 1136

ITEM: P6920
Interlocking containment stand in reinforced plastic. Grid with a high bearing capacity. Drip proof interlocking
system on the long and short sides for high speed modularity. 80 l capacity.

Tech. Code

Dimensions mm 1540 x 1600 x 2350
Capacity 1x1000 L tank

Collection volume L 1080

ITEM: P6955

CONTAINERS FOR POLLUTING AND FLAMMABLE SUBSTANCES

Tech. Code

A est/int mm 2350/2140 3150/2940 -
B est/int mm 1150/940 2350/2140 -
C est/int mm 2365/2000 -

Collection volume L 300 1000 -

Storage area 2 sm 6 sm -

Optional - Ventilation grill Internal shelving Access ramp

ITEM: P6960
Containers are the right solution for storage of polluting and flammable substances. Suitable for the storage of
dangerous substances even in small containers if expanded with optional, shelving collection volume 300/1000 lt.
Optional accessories:
GR - Ventilation grid for storage of flammable products.
SC - Internal shelving composed of 3 shelves W=2000mm x D=500mm for storing small containers.
RA - Access ramps with manual trolleys.
On request other models and accessories.

POLYETHYLENE STORAGE DEPOSITS

Tech. Code

Dimensions mm 1550 x 1000 x 1940 1540 x 1600 x 2000
Capacity 2x200 L drums 4x200 L drums

Collection volume L 240 470

ITEM: P6950
Made of ecological medium density polyethylene LLDPE through rotational molding
procedure. Resistant to corrosion against acids, alkalis, oils. 200 lt drums or 1000 lt ibc's storage.
Equipped with aeration grids printed on doors, to avoid gas saturation into the box.
Monolithic structure - no welding, solid construction, low shape for an easy access during loading and picking
operations, doors opening at 180°, possibility to fix the box on the ground by specifics cables and hooks (optional).
The deposit must be moved only empty, doors equipped with handles for opening and closing with lever padlock.
Can be moved using a forklift truck due to the particular shaping of the bottom, direct pallet positioning into the
deposit, pallet not include.
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MANUALE
ON-LINE

NAVETTE PER MANUTENZIONE AEREA

Cod. Tec. P700701 P700701R
GR80 Euro (905,00) (996,00)
A mm 1000
B mm 1001
C mm 1100 / 2110
Capacità Kg 400
Versione Standard Con Ruote (2 fisse + 2 gir/freno)

ART. P7007
Completa di:
- Sponda in rete tech a protezione dell'operatore dotata di un cilindro a gas che ne facilita l'apertura e la chiusura,
semplificando anche le operazioni di stivaggio del prodotto quando non è in uso

- Porta di accesso richiudibile automaticamente a battuta antivibrante, apribile solo verso l'interno e dotata
di chiusura di sicurezza

- Piano in gomma di sicurezza antiscivolo e antistatico
- Vaschetta porta attrezzi in polistirene antiurto
- Dispositivo di sicurezza antisfilamento accidentale delle forche
- Attacchi per utilizzo di cinture di sicurezza

Corredata di:
- Manuale d'uso e manutenzione e relative istruzioni di start-up in osservanza a quanto richiesto
da D.Lgs. 9 Aprile 2008 n. 81, punto 3.1.4 allegato VI

- Pannelli monitori a prevenzione dei rischi maggiori
- Targhetta metallica identificativa riportante i dati tecnici dell'attrezzatura

CISTERNE DA 1000 LITRI RICICLATE

Cod. Tec. P6965PL P6965MT P6965LG
GR80 Euro (214,00) (209,00) (177,00)
Capacità L 1050
Valvola 2"
Pallet In plastica In metallo In legno

ART. P6965
Cisterne rigenerate di prima scelta in plastica, coperchio a vite, colore neutro.

INTERASSE

PALA DEL
CARRELLO

PALA DEL
CARRELLO

SPINA DI
SICUREZZA

PIASTRA DI
SICUREZZAVerificare che lo spessore delle pale permetta

l’inserimento della spina di sicurezza

QUOTE UTILI INTERNE

P.43Indivisible package  Suggested retail package - Unit price

ON-LINE
MANUAL

SHUTTLES FOR OVERHEAD MAINTENANCE

Tech. Code

A mm 1000
B mm 1001
C mm 1100 / 2110
Capacity Kg 400
Version Standard Whith wheels (2 fixed and 2 castor with brake)

ITEM: P7007
Complete with:
- Tech net side to protect the operator, equipped with a gas cylinder which facilitates opening and closing, simplifying also
the product storage when not in use

- Automatically lockable access door with anti-vibrating stop, opening only inwards and equipped with safety lock
- Rubber anti-slip and anti-static rubber shelf
- Polyester tool holder anti-crush tank
- Safety device to avoid accidental slippage of the forks
- Coupling for safety belt use

Equipped with
- Maintenance and user manual with start-up instruction in accordance with D.Lgs. 9 April 2008 n. 81,
point 3.1.4 attachment VI

- Advertising panels to prevent major hazards
- Metal plate reporting equipment technical data

RECYCLED 1000L CISTERNS

Tech. Code

Capacity Lt 1050
Valve 2"
Pallet Plastic Metal Wood

ITEM: P6965
Recycled cisterns of first choice of plastics, screwed cover, neutral colour.

WHEELBASE

FORK
SLEEVES

FORK
SLEEVES

SAFETY
PIN

SAFETY
PLATEVerify than the thickness of the fork sleeves

allows the insertion of safety pin

INTERNAL USABLE DIMENSIONS
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CONTENITORE IN RETE PER BOMBOLE

Cod. Tec. P70191170 P7019RA
GR80 Euro (847,00) (262,00)
A mm 1130 -
B mm 960 -
C mm 2100 -
Capacità 9 - 12 bombole Rampa

ART. P7019
Contenitore porta bombole con capacità di 9/12 pz, serratura con chiavistello chiudibile con lucchetto.

CONTENITORE PORTA BIG BAG

Cod. Tec. P70101070 P70101070Z
GR80 Euro (286,00) (354,00)
A mm 1070
B mm 1070
C mm 1350
Capacità 1 Big Bag da 1000 L
Finitura Blu RAL 5010 Zincato a caldo

ART. P7010
Il porta Big Bag è una struttura metallica studiata per ottimizzare il riempimento di un saccone. Grazie al contenitore porta
Big Bag, infatti, il saccone rimane sempre ben aperto, per facilitare lo scarico e il deposito dei rifiuti. E' indispensabile per
definire al meglio, all'interno di un magazzino, un'area predisposta alla gestione dei rifiuti. La struttura è movimetabile con
carrello grazie alle staffe poste nella parte inferiore.
I montanti sono sfilabili e possono essere posti all'interno della struttura per diminuire l'ingombro e favorirne la
movimentazione.

BIG BAG

Cod. Tec. P701201 P701202 P7012U2
GR80 Euro (29,00) (31,50) (36,00)
A mm 900
B mm 900
C mm 1200
Capacità L 1000
Portata kg 1250 1500 1200

Specifiche a caramella fondo chiuso a caramella fondo con valvola di scarico fondo chiuso

Omologazione - UN 13H3Y

ART. P7012
Big Bag standard ed omologati UN 13H3Y con quattro cinghie di sollevamento.

P.44 Indivisible package   Suggested retail package - Unit price

NET-SIDED GAS CYLINDER PALLET CONTAINERS

Tech. Code

A mm 1130 -
B mm 960 -
C mm 2100 -
Capacity 9 - 12 cylinder tanks Ramp

ITEM: P7019
Gas cylinder tanks container designed to store 9/12 items, padlockable

BIG BAG HOLDER

Tech. Code

A mm 1070
B mm 1070
C mm 1350
Capacity 1 Big Bag 1000 Lt
Finishing Blue RAL 5010 hot-galvanised

ITEM: P7010
Big Bag is a metallic structure designed to maximise bag filling processes. Big Bag holders while keeping the bulk bags
well open and stretched over its entire length, they're structured to facilitate waste discharge and storage operations
Essential in order to define a waste handling area within the warehouse premises. They can be easily and safely handled
with a fork lift thanks to their convenient fastening clamps.
Struts can be taken off and stored inside the unit so to reduce dimensions and facilitate handling.

BIG BAGS

Tech. Code

A mm 900
B mm 900
C mm 1200
Capacity L 1000
Load capacity kg 1250 1500 1200

Form Skirt and closed bottom Skirt and lower discarge spout Closed bottom

Type approvat - UN 13H3Y

ITEM: P7012
Standard and homologated Big Bag with four lifting straps.
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CONTENITORI IN LAMIERA

Cod. Tec. P70301B
GR80 Euro (156,00)
A mm 1000
B mm 800
C mm 500
D mm 130
E mm 65
Portata Kg 1000
Colore Blu RAL 5010

ART. P7030
I contenitori vengono garantiti privi di bave, con angoli smussati e raggiati onde evitare infortuni in fase d'impiego.
Trattamento superficiale: Verniciatura con polvere poliestere per esterno a forno 190°.
Colori di serie: Blu RAL 5010 - verde RAL 6011 - grigio RAL 7001 - arancio RAL 2004 - celeste RAL 5012.

PALLETS IN LAMIERA

Cod. Tec. P70401B
GR80 Euro (190,00)
A mm 1000
B mm 800
C mm 600
D mm 120
E mm 60
Portata Kg 1500
Colore Blu RAL 5010

ART. P7040
I pallets vengono garantiti privi di bave, con angoli smussati e raggiati onde evitare infortuni in fase d'impiego.
Trattamento superficiale: Verniciatura con polvere poliestere per esterno a forno 190°.
Colori di serie: Blu RAL 5010 - verde RAL 6011 - grigio RAL 7001 - arancio RAL 2004 - celeste RAL 5012.

Il prodotto è disponibile nel CAP K

GUANTI IN POLIESTERE SPALMATI IN POLIURETANO

Cod. Tec. Taglia Taglia EU

K23106 S 6

K23107 M 7

K23108 L 8

K23109 XL 9

Prodotti correlati
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METAL PALLET CONTAINERS

Tech. Code

A mm 1000
B mm 800
C mm 500
D mm 130
E mm 65
Load capacity Kg 1000
Colour Blue RAL 5010

ITEM: P7030
The containers are guaranteed free from burrs, with chamfered and rounded corners to avoid injury during use.
Surface treatment: Painting with polyester powder for outdoors baked at 190°C.
Standard colours: blue RAL 5010 - green RAL 6011 - grey RAL 7001 - orange RAL 2004 - light blue RAL 5012.

METAL PALLETS STACKING RACK

Tech. Code

A mm 1000
B mm 800
C mm 600
D mm 120
E mm 60
Load capacity Kg 1500
Colour Blue RAL 5010

ITEM: P7040
The pallets are guaranteed free from burrs, with chamfered and rounded corners to avoid injury during use.
Surface treatment: Painting with polyester powder for outdoors baked at 190°C.
Standard colours: blue RAL 5010 - green RAL 6011 - grey RAL 7001 - orange RAL 2004 - light blue RAL 5012.

The products are available in chapter K

GLOVES IN CONTINUOUS POLYESTER WIRE POLYURETHANE COATED

Tech. Code Size EU size

S 6

M 7

L 8

XL 9

Related products
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SCALE DOPPIE IN ALLUMINIO

Cod. Tec. P71103 P71104 P71105 P71106 P71107
GR80 Euro (79,00) (98,00) (107,00) (128,00) (143,00)
Gradini n° 3 4 5 6 7
H Chiusa m 1,45 1,75 2,00 2,30 2,60
H Piano m 0,70 0,95 1,20 1,45 1,70
Apertura m 0,80 1,00 1,20 1,40 1,60
Larghezza mm 450 480 510 540 570
Peso Kg 4,30 5,30 6,30 7,30 8,30

ART. P7110
Modello professionale per uso intensivo, struttura elettrosaldata, gradini piani antisdrucciolo, piattaforma a blocco
automatico con gancio di sicurezza, parapetto con vaschetta portattrezzi e gancio per secchio, tacchi antisdrucciolo e
cinghie di sicurezza antiapertura maggiorata. Portata 150 kg.

Conforme alla norma UNI EN 131 D.Lgs 81/2008 Art.113 e al D.Lgs 206/2005 Art.2-consumatori

SGABELLI IN ALLUMINIO

Cod. Tec. P71203 P71204
GR80 Euro (167,00) (205,00)
Gradini n° 3 4
H Chiuso m 1,12 1,43
H Piano m 0,69 0,92
Apertura m 0,75 1.00
Larghezza mm 497 515
Peso Kg 6,50 8

ART. P7120
Robusto e versatile per uso professionale, struttura in alluminio anodizzato, gradini piani con doppio profilo rinforzato
antisdrucciolo (320 x 230 mm), piedini antisdrucciolo. Portata 150 kg.

Conforme alla norma UNI EN 14183 D.Lgs 81/2008 Art.113 e al D.Lgs 206/2005 Art.2-consumatori

SCALE A SFILO IN ALLUMINIO

Cod. Tec. P711508 P711509 P711510 P711512
GR80 Euro (194,00) (214,00) (247,00) (279,00)
Gradini n° 4+4 4+5 5+5 6+6
H Chiusa m 1,30 1,55 1,83

H max ap. dopppia m 2,00 2,30 2,55 3,10

H max estensione m 4,15 4,70 5,25 6,40
Larghezza mm 564 637 710
Peso Kg 12,50 13,50 14,70 17,00

ART. P7115
Scala in alluminio telescopica. Utilizzabile come scala da appoggio doppia o zoppa. Pioli zigrinati antisdrucciolo, base
allargata con piedini maggiorati in PVC per la massima aderenza al suolo. Cerniere a posizionamento rapido.
Portata 150 Kg.

Conforme alla norma UNI EN 131 D.Lgs 81/2008 Art.113 e al D.Lgs 206/2005 Art.2-consumatori

P.46 Indivisible package   Suggested retail package - Unit price

ALUMINIUM LADDERS

Tech. Code

No. of steps 3 4 5 6 7
H Closed m 1,45 1,75 2,00 2,30 2,60
H platform m 0,70 0,95 1,20 1,45 1,70
Opening m 0,80 1,00 1,20 1,40 1,60
Width mm 450 480 510 540 570
Weight Kg 4,30 5,30 6,30 7,30 8,30

ITEM: P7110
Professional model for intensive use, electrowelded structure, non-slip flat steps, automatic locking platform with safety
hook, parapet with tool holder tank and bucket hook, anti-slip chocks and oversize anti-opening safety belt.
Capacity 150 kg.

Complies with UNI EN 14183 Legislative Decree 81/2008 Art. 113 and Legislative Decree 206/2005 Art 2-consumers.

ALUMINIUM STOOLS

Tech. Code

No. of steps 3 4
H Closed m 1,12 1,43
H platform m 0,69 0,92
Opening m 0,75 1.00
Width mm 497 515
Weight kg 6,50 8

ITEM: P7120
Sturdy and versatile stool for professional use, anodized aluminium structure, flat steps with anti-slip reinforced double
profile (320 x 230 mm), anti-slip feet. Capacity 150 kg.

Complies with UNI EN 14183 Legislative Decree 81/2008 Art. 113 and Legislative Decree 206/2005 Art 2-consumers

ALUMINIUM MULTI-POSITION LADDERS

Tech. Code

No. of steps 4+4 4+5 5+5 6+6
H Closed m 1,30 1,55 1,83

Max. H double use m 2,00 2,30 2,55 3,10

Max. H extension m 4,15 4,70 5,25 6,40
Width mm 564 637 710
Weight kg 12,50 13,50 14,70 17,00

ITEM: P7115
Telescopic aluminium ladders. It can be use as an extended, variable level position, and double ladder. Anti-slip knurled
rung, wide base with oversize PVC feet for maximum grip. Quick-positioning hinges. Capacity 150 kg.

Complies with UNI EN 14183 Legislative Decree 81/2008 Art. 113 and Legislative Decree 206/2005 Art 2-consumers



PP.47 Confezione indivisibile      Confezione di vendita suggerita - I prezzi sono espressi all'unità.

SCALE A PALCHETTO

Cod. Tec. P7130150
GR80 Euro (589,20)
Gradini n° 6
H Totale m 2,45
H Piattaforma m 1,40
Profondità m 1,20
Larghezza m 0,94
Portata max Kg 150
Peso Kg 53,69

ART. P7130
Realizzata in acciaio con gradini in alluminio. Ruote in gomma girevoli.
La piattaforma è ad altezza 1,40 metri. Dotata di sistema autofrenante a pressione. Salendo sul primo gradino la scala
scende in posizione di bloccaggio, e premendo il pedale di sblocco torna pronta per essere movimentata.

Conforme alla norma UNI EN 131/1

SCALE A PALCHETTO PIEGHEVOLI

Cod. Tec. P712506 P712508 P712510 P712512
GR80 Euro (638,00) (778,00) (898,00) (1045,00)
Gradini n° 6 8 10 12
H Chiusa m 2,80 3,35 3,90 4,50
H Piattaforma m 1,45 1,95 2,40 2,90
Apertura m 1,72 2,02 2,32 2,62
Larghezza m 1,00 1,20
Peso Kg 37,50 41,00 44,50 51,50

ART. P7125
Scala a palchetto in alluminio elettrosaldato. Pieghevole per agevolarne il trasporto e lo stoccaggio. Gradini piani
antisdrucciolo. Piattaforma da mm 760x440 con parapetto di 1 metro e vaschetta portaoggetti. Dotata di corrimano e
maniglie per il sollevamento, con due ruote da 175 mm di diametro. Tacchi frenanti quando la scala è in posizione di
lavoro. Portata 150 Kg.

Conforme al D.Lgs 81/2008 Art.113 e al D.Lgs 206/2005 Art.2-consumatori

Smart
Simplicity

Affordability

P.47Indivisible package  Suggested retail package - Unit price

STEP LADDERS WITH WHEELS

Tech. Code

No. of steps 6
H total m 2,45
H platform m 1,40
Depth m 1,20
Width m 0,94
Max. capacity kg 150
Weight Kg 53,69

ITEM: P7130
Made of steel with aluminium steps. Swivel rubber wheels. 1.40 meter height platform. Equipped with pressure auto-
braking system. When climbing on the first step, the ladder takes the locking position, then, pressing the release pedal,
returns ready to be moved.

Complies with Standard UNI EN 131/1

PLIABLE STEP LADDERS WITH WHEELS

Tech. Code

No. of steps 6 8 10 12
H Closed m 2,80 3,35 3,90 4,50
H platform m 1,45 1,95 2,40 2,90
Opening m 1,72 2,02 2,32 2,62
Width m 1,00 1,20
Weight kg 37,50 41,00 44,50 51,50

ITEM: P7125
Electrowelded aluminium platform ladders. Pliable to facilitate transport and storage. Anti-slip flat steps. 760x440 mm
platform with 1 meter parapet and tool holder tank. Equipped with handrail and handles for lifting, with two 175 mm
diameter wheels. Brake system is automatically activated when staircase is on working position. Capacity 150 Kg.

Complies with Legislative Decree 81/2008 Art. 113 and Legislative Decree 206/2005 Art.2-consumers.
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PEDANE COMPONIBILI

Cod. Tec. P7220G68
GR80 Euro 15,20
Dimensioni mm 500 x 500
Spessore mm 6,8
Peso Kg/m² 8,4
Colore Grigio

ART. P7220
La piastrella in pvc autoposante più resistente. Si applicano ad incastro senza bisogno di colle o raccordi. Perfetta
per l'applicazione industrale.

APPLICAZIONI: Industrie, garage, depositi, sale polivalenti, magazzini, sale espositive, stazione metropolitane,
aeroporti, imbarcazioni, sale polisportive, laboratori, tipografie, luoghi pubblici, piattaforme ecc.
Finitura granulare in 10 colori con possibilità di grafica personalizzabile - Resistente - Ignifugo - Antiscivolo -
Antigraffio - Fonoassorbente - Lavabile - Carrellabile - Antistatico - Resistenza oli e acidi comuni.

RAMPE - DISCESE

Cod. Tec. P7225G68G P7225G68N
GR80 Euro 13,30 14,00
Dimensione mm 500 x 160
Peso Kg 0,7
Colore Giallo Nero

ART. P7225
Finitura terminale a discesa per le pedane P722Ø

ANGOLI D'ACCESSO

Cod. Tec. P7230G68G P7230G68N
GR80 Euro 9,00 9,00
Dimensioni mm 160 x 160
Peso Kg 0,2
Colore Giallo Nero

ART. P7230
Finiture angolari a discesa per le pedane P722Ø

PEDANE COMPONIBILI

Cod. Tec. P7320G50
GR80 Euro 15,00
Dimensioni mm 500 x 500
Spessore mm 5.0
Peso Kg/mq 6,4
Colore Grigio

ART. P7320
La piastrella in pvc resistente e funzionale, ideale per zone con grandi flussi di trafficio pedonale e per
l'applicazione nelle location indoor.
Si assemblano ad incastro senza bisogno di colle o raccordi.
Fornito standard di colore grigio, fornibile in altri colori.

APPLICAZIONI: Spazi commerciali, uffici, show room, sale polivalenti, sale espositive, sale polisportive, laboratori,
luoghi pubblici. Adatta anche in ambito industriale.
Finitura granulare in 10 colori con possibilità di grafica personalizzabile - Ignifuga - Antiscivolo - Antigraffio -
Fonoassorbente - Lavabile - Antistatica - Resistente a oli e acidi comuni.

ANGOLI D'ACCESSO

Cod. Tec. P7330G50G P7330G50N
GR80 Euro 9,00 9,00
Dimensioni mm 160 x 160
Peso Kg 0,2
Colore Giallo Nero

ART. P7330
Finiture angolari a discesa per le pedane P732Ø

RAMPE - DISCESE

Cod. Tec. P7325G50G P7325G50N
GR80 Euro 14,00 14,00
Dimensione mm 500 x 160
Peso Kg 0,7
Colore Giallo Nero

ART. P7325
Finitura terminale a discesa per le pedane P732Ø

P.48 Indivisible package   Suggested retail package - Unit price

MODULAR PADS

Tech. Code

Dimensions mm 500 x 500
Thickness mm 6,8
Weight Kg/m² 8,4
Colour Gray

ITEM: P7220
The most resistant auto-laying PVC tile. Interlocking laying without the use of glues or fittings. Ideal for industrial
application.

APPLICATIONS: Industries, garages, depots, multi-purpose halls, exhibition halls, underground railway stations,
airports, ships, sport clubs, laboratories, typographies; public places, platforms, etc.
Granular finish, available in 10 colours with customisable graphics - Resistant - Fire-proof - Anti-slip - Anti-scratch -
Phono-absorbent - Washable - Carriageable - Antistatic - Resistant to oil and acids.

RAMPS - DESCENTS

Tech. Code

Dimensions mm 500 x 160
Weight kg 0,7
Colour Yellow Black

ITEM: P7225
Descendant terminal finish for P722Ø platforms.

ANGULAR ELEMENTS

Tech. Code

Dimensions mm 160 x 160
Weight kg 0,2
Colour Yellow Black

ITEM: P7230
Descendant angle finish for P722Ø platforms.

MODULAR PADS

Tech. Code

Dimensions mm 500 x 500
Thickness mm 5.0
Weight kg/m² 6,4
Colour Gray

ITEM: P7320
Resistant and functional PVC tile, ideal for high pedestrian traffic areas and indoor locations.
Interlocking assembly without the use of glues or fittings.

APPLICATIONS: Commercial places, offices, showrooms, multi-purpose halls, exhibition halls, sport clubs,
laboratories, public places. Suitable also for industrial places.
Granular finish available in 10 colours with customisable graphics - Fire-proof - Anti-slip - Anti-scratch - Phono-
absorbent - Washable - Antistatic - Resistant to common oils and acids.

ANGULAR ELEMENTS

Tech. Code

Dimensions mm 160 x 160
Weight kg 0,2
Colour Yellow Black

ITEM: P7330
Descendant angle finish for P732Ø platforms.

RAMPS - DESCENTS

Tech. Code

Dimensions mm 500 x 160
Weight kg 0,7
Colour Yellow Black

ITEM: P7325
Descendant terminal finish for P732Ø platforms.
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PEDANE COMPONIBILI

Cod. Tec. P7420ULT
GR80 Euro 12,00
Dimensioni mm 470 x 470
Spessore mm 14
Peso Kg/m² 6,8
Colore Nero

ART. P7420
La piastrella antiscivolo per eccellenza. La struttura cellulare garantisce resistenza e durata eccellenti, assorbe gli
urti e il rumore.
Si applica ad incastro senza il bisogno di colle o raccordi.

APPLICAZIONI: Pavimenti industriali e commerciali. Adatta alle soluzioni di copertura anche in temperature
estreme.
Finitura mandorlato in 2 colori - Resistente - Ignifuga - Antiscivolo - Antigraffio - Lavabile - Defaticante -
Fonoassorbente.

RAMPE - DISCESE

Cod. Tec. P7425ULTG P7425ULTN
GR80 Euro 14,00 14,00
Dimensione mm 470 x 160
Colore Giallo Nero
Incastro Maschio

ART. P7425
Finitura terminale a discesa per le pedane Ultragrip. Questo tipo di pedana non necessita degli angoli d'accesso, i
quali vengono derivati dalle stesse rampe.

PEDANE MODULARI

Cod. Tec. P750060X60 P7500ANG P7500LAT
GR80 Euro 52,00 16,80 28,00
Modulo Pedana Scivolo angolare Scivolo laterale
Dimensioni mm 600 x 600 x 50 200 x 200 x 50 600 x 200 x 50
Portata kg/dm² 500

ART. P7500
- Polietilene bassa densità
- Isolanti e resistenti ad acidi solventi e grassi
- Antiscivolo con effetto ammortizzante
- Agganciabili nei due sensi
- Colore grigio
- Adatte a coprire qualsiasi superficie e attrezzature zone di lavoro sia interne che esterne

PEDANE MODULARI IN POLIETILENE

Cod. Tec. P751050X50GR
GR80 Euro 14,60
Tipo di superficie Grigliata
Materiale - colore Polietilene verde
Dimensione mm 500 x 500 x 25h
Carico al m² 210-280 KN

 10

ART. P7510
Le pedane grigliate componibili sono realizzate in polietilene isolante di facile messa in opera grazie al sistema di
aggancio tra i vari elementi. Permettono di realizzare pavimentazioni antisdrucciolevoli di qualsiasi dimensione.
Testate per una tensione di lavoro fino a 3 kV, hanno una tensione di scarica di 20 kV, un carico di snervamento
di 840 kN per mq. Il carico di lavoro è di 210-280 kN per mq. Sono fornibili con rampe laterali ed angolari per
pavimentazioni ancora più funzionali.

- Colore standard: Verde
- Colori a richiesta: nero, neutro, rosso, blu e marrone chiaro (confezione minima 10 pezzi)
- Rampe ed angolari: Polietilene di colore nero

Cod. Tec. P7425ULTGF P7425ULTNF
GR80 Euro 14,00 14,00
Dimensione mm 470 x 160
Colore Giallo Nero
Incastro Femmina

P.49Indivisible package  Suggested retail package - Unit price

MODULAR PADS

Tech. Code

Dimensions mm 470 x 470
Thickness mm 14
Weight Kg/m² 6,8
Colour Black

ITEM: P7420
The best anti-slip tile. The cellular structure ensures optimum resistance and duration; it absorbs shocks and noise.
Interlocking laying without the use of glues or fittings.

APPLICATIONS: Industrial and commercial floors. Suitable for cover solutions, also with extreme temperatures.
Almond finish, available in 2 colours - Resistant - Fire-proof - Anti-slip - Anti-scratch - Washable - Wearying- Phono-
absorbent.

RAMPS - DESCENTS

Tech. Code

Dimensions mm 470 x 160
Colour Yellow Black
Joint Male

ITEM: P7425
Descendant terminal finish for Ultragrip platforms. This kind of platform does not need access angles, which are
included in the ramps themselves.

MODULAR PADS

Tech. Code

Module Platform Angle slide Side slide
Dimensions mm 600 x 600 x 50 200 x 200 x 50 600 x 200 x 50
Capacity kg/dm² 500

ITEM: P7500
- Low density polyethylene
- Insulating and resistant to solvents, acids and fats
- Slip and shock absorption
- Docking in both directions
- Colour: gray
- Suitable to cover any surfaces and work areas both internal and external

MODULAR PADS IN POLYETHYLENE

Tech. Code

Surface type Grilled
Material - colour Green Polyethylene
Dimension mm 500 x 500 x 25h
Capacity m² 210-280 KN



ITEM: P7510
The modular pads are made of insulating polyethylene, easy to put in place thanks to the hooking system between
the various elements. They allow to create non-slip floors of any size. Tested for a working voltage up to 3 kV, have
a discharge voltage of 20 kV, a yield strength of 840 kN per square meter. The workload is 210-280 kN per square
meter. They can be supplied with lateral and angular ramps for even more functional floors.

- Standard color: Green
- Colors on request: black, neutral, red, blue and light brown (minimum pack of 10 pieces)
- Ramps and angles: Black polyethylene

Tech. Code

Dimensions mm 470 x 160
Colour Yellow Black
Joint Female
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PEDANE MODULARI IN POLIPROPILENE

Cod. Tec. P751550X50P
GR80 Euro 21,60
Tipo di superficie Piena
Materiale - colore Polipropilene verde
Dimensione mm 500 x 500 x 25h
Carico al m² 180-240 KN

ART. P7515
Pedane componibili a superficie intera, garantiscono la perfetta aderenza alle superfici. Hanno una tensione
di lavoro di 3 kV e una tensione di scarica di 76 kV, il carico di snervamento è circa 710 kN per mq ed il carico
di lavoro di 180-240 kN per mq. Disponibili a richiesta anche nelle versioni autoestinguente e conduttiva. Sono
fornibili con rampe laterali ed angolari per pavimentazioni ancora più funzionali.

- Colore standard: Verde
- Colore a richiesta: marronechiaro (confezione minima 10 pezzi)
- Rampe ed angolari: Polipropilene di colore nero

Cod. Tec. P751613AN P751650FE P751650MS
GR80 Euro 4,20 6,70 (6,70)

Accessorio Angolare Rampa

Tipo di aggancio Maschio / femmina Femmina Maschio
Materiale - colore Polipropilene nero
Tipo di superfice Piena
Dimensioni mm 130 x 130 x 0/25h 500 x 130 x 0/25h
Carico al m² 210-240 KN

ART. P7516
Accessori per pedane in polipropilene P7515

PEDANE MODULARI IN POLIETILENE - ACCESSORI

Cod. Tec. P751113AN P751150FE P751150MS
GR80 Euro 4,20 6,70 6,70

Accessorio Angolare Rampa

Tipo di aggancio Maschio / femmina Femmina Maschio
Materiale - colore Polietilene nero
Tipo di superfice Piena
Dimensioni mm 130 x 130 x 0/25h 500 x 130 x 0/25h
Carico al m² 210-280 KN

ART. P7511
Accessori per pedane in polietilene P7510.

Prodotto disponibile nel CAP K

GUANTI ANTITAGLIO SPALMATI IN POLIURETANO

Cod. Tec. Taglia EU

K234007 7

K234008 8

K234009 9

K234010 10

Prodotti correlati

P.50 Indivisible package   Suggested retail package - Unit price

MODULAR RAMP IN POLYPROPYLENE

Tech. Code

Surface type Full
Material - colour Green polypropylene
Dimension mm 500 x 500 x 25h
Capacity m² 180-240 KN

ITEM: P7515
A full modular floor system that guarantees perfect adherence to the surface. Also available in self-extinguishing
and conductive versions. It features a working voltage of 3 KV max. It has a yield load of approximately 710 kN
per sq.m and a work load of 180-240 kN per sq.m. It comes complete with a side and corner joint for even more
functional floor paving.

- Standard colour: Green
- Colour on request: light brown (minimum packaging 10 pieces)
- Angle ramp: Polypropylene colour black

Tech. Code

Accessory Angle Ramp

Type of Incastro Male/Female Female Tap
Material - colour Black polypropylene
Surface type Full
Dimensions mm 130 x 130 x 0/25h 500 x 130 x 0/25h
Capacity m² 210-240 KN

ITEM: P7516
Accessories for pads in Polypropylene P7515

ACCESSORIES FOR PADS IN POLYETHYLENE P7510

Tech. Code

Accessory Angle Ramp

Type of Incastro Male/Female Female Tap
Material - colour Black polyethylene
Surface type Full
Dimensions mm 130 x 130 x 0/25h 500 x 130 x 0/25h
Capacity m² 210-280 KN

ITEM: P7511
Accessories for pads in polyethylene P7510.

Product available in index K

CUT RESISTANCE POLYURETHAN COATED GLOVES

Tech. Code EU size

7

8

9

10

Related products
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Espanso bicolore con strato superficiale di colore scuro
e fondo chiaro, facilita il controllo della completezza del
vostro set e assicura di non aver dimenticato nessun
utensile.
Ideale per la razionalizzazione delle attrezzature in
officina nelle logiche della Lean Production.

Ora è possibile creare dei moduli ESCLUSIVI dedicati ai
tuoi utensili professionali per proteggerli, averli sempre
in ordine e a portata di mano. Realizzati in espanso, si
possono personalizzare con sagome tridimensionali di
utensili già catalogati oppure inviando il proprio utensile
specifico per la scansione.

Razionalizzazione degli spazi per una produzione snella e in sicurezza!

info@linkspa.it - www.linkspa.it

Una fornitissima banca dati
permette di selezionare i layout
di utensili manuali delle più
importanti case costruttrici.

Con il servizio My Foam è
possibile realizzare dei moduli
in espanso completamente
personalizzati, questo grazie
ad un editor di grafica in 3D e a
macchinari all'avanguardia.

Necessiti di un supporto per un
utensile speciale?

Invia il tuo prodotto al team My
Foam e realizza il tuo supporto
esclusivo!

FOAM ESCLUSIVI
CONTROLLO FACILE

P.51

Bi-color foam with a dark colored surface layer
and a light background, it facilitates checking the
completeness of the vistro set and ensures that you
have not forgotten any tools.Ideal for the rationalization
of equipment in the workshop in the logic of Lean
Production.

Now you can create EXCLUSIVE modules dedicated
to your professional tools to protect them, keep them
always tidy and handy. Made of foam, they can be
customized with three-dimensional shapes of already
cataloged tools or by sending their own specific tool for
scanning.

Rationalization of spaces for a lean and safe production!

info@linkspa.it - www.linkspa.it/en

A well-stocked data base
allows you to select the layout
of manual tools of the most
important manufacturer.

With My Foam service it
is possible to create fully
customized foam modules
thanks to a 3D graphics editor
and advanced machinery.

Do you need a support for a
special tool?

Send your product to My Foam
and realize your exclusive
support !

EXCLUSIVE FOAM
EASY CONTROL
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ABBATTITORI DI NEBBIE OLEOSE PER EMULSIONI H.38

ABBATTITORI DI NEBBIE OLEOSE PER OLI INTERI H.40, N.70

ACCENDIGAS A MOLLA J.62

ACCESSORI PER ALTIMETRI - KIT 16 PEZZI D.62

ACCESSORI PER ALTIMETRI - KIT 20 PEZZI D.62

ACCESSORI PER ALTIMETRI - KIT 7 PEZZI D.62

ACCESSORI PER ASPIRATORI INDUSTRIALI N.67-N.71

ACCESSORI PER PISTOLE SOFFIAGGIO A CANNA PIEGATA L.17

ACCESSORI PER RISCALDATORI A INFRAROSSI N.73

ACQUA DEMINERALIZZATA J.33

ADATTATORI PER FRESE CON GAMBO FILETTATO C.55

ADATTATORI PORTABUSSOLE 870/4 E.96

ADATTATORI PORTABUSSOLE PER AVVITATORI E.96

ADATTATORI USB CAVO CON CONNETTORE JACK E SOFTWARE E.84

ADATTATORI WELDON PER FRESE CON GAMBO FILETTATO C.56

ADDITIVO BIOCIDA SENZA DONATORI DI FORMALDEIDE H.24

ADDITIVO PER LA MANUTENZIONE DEI FLUIDI EMULSIONABILI H.24

ADESIVI ACRILICI MULTIBOND J.6

ADESIVI CIANOACRILICI ISTANTANEI J.3

ADESIVI CIANOACRILICI ISTANTANEI J.3-J.4

ADESIVI CIANOACRILICI ISTANTANEI METILICI J.4

ADESIVI CIANOACRILICI ISTANTANEI BICOMPONENTI J.5

ADESIVI CIANOACRILICI ISTANTANEI METILICI J.4

ADESIVI CIANOACRILICI ISTANTANEI UNIVERSALI J.3

ADESIVI CIANOACRILICI ISTANTANEI UNIVERSALI IN GEL J.4

ADESIVI CIANOACRILICI ISTANTANEI VISCOSI J.5

ADESIVI EPOSSIDICI BICOMPONENTI RAPIDI J.7

ADESIVI EPOSSIDICI BICOMPONENTI RAPIDI CARICATI CON ACCIAIO J.7

ADESIVI EPOSSIDICI BICOMPONENTI TENACI AD ALTA VISCOSITÀ J.7

ADESIVI IBRIDI J.2

ADESIVI MONOCOMPONENTI POLIMERI DI SILANI MODIFICATI J.7

ADESIVI MULTIBOND + ATTIVATORE IN KIT J.7

AEROGRAFI PER VERNICIATURA CON TAZZA INFERIORE L.20

AEROGRAFI PER VERNICIATURA CON TAZZA SUPERIORE L.20

AEROGRAFI PER VERNICIATURA PROFESSIOANLE CON TAZZA SUPERIORE L.20

AEROPULSOMETRI PER GRASSO IN KIT J.40

ALBERI FLESSIBILI RINFORZATI G.66

ALESAMETRI D.39

ALESAMETRI CON CONTATTI IN ACCIAIO D.38

ALESAMETRI CON CONTATTI IN METALLO DURO D.38

ALESAMETRI IN KIT - IP65 D.30

ALESAMETRI IN SET D.39

ALESAMETRI MILLESIMALI 18 - 150 MM D.37

ALESAMETRI MILLESIMALI 6 - 18 MM D.38

ALESAMETRI PER FORI CIECHI D.38

ALESATORI A MACCHINA A.209, A.211-A.212

ALESATORI A MACCHINA CENTESIMALI A.212

ALESATORI A MACCHINA CONO MORSE A.215

ALESATORI A MACCHINA ECOSPEED A.213

ALESATORI A MACCHINA PER FORI DI SPINE CONICHE A.215

ALESATORI A MANO A.209

ALESATORI A MANO PER FORI DI SPINE CONICHE A.215

ALESATORI CENTESIMALI A MACCHINA A.210

ALESATORI CENTESIMALI A MACCHINA HP - VARIABILE A.214

ALTIMETRI CON ELETTRONICA 2D D.63

ALTIMETRI IP67 D.61

ANCORAGGI AUTO-AVVOLGIBILI M.62

ANCORAGGI CON VITI E FIALE CHIMICHE PER GRU A COLONNA M.23

ANELLI ABRASIVI AL CORINDONE G.22

ANELLI ABRASIVI ALLO ZIRCONIO G.22

ANELLI ABRASIVI CERAMICI G.22

ANELLI DI AZZERAMENTO PER MICROMETRI ED ALESAMETRI D.71

ANELLI DI TRASCINAMENTO DIN 6366/1 PER MANDRINI C.74

ANELLI IN FELTRO AUTOADESIVI G.34

ANELLI IN GOMMA PER CHIAVI A BUSSOLA IMPACT E.60

ANELLI PER TORNITURA DELLE GRIFFE C.110

ANEMOMETRI D.114

ANGOLI D’ACCESSO P.48

ANTICONGELANTE CONCENTRATO H.23

ANTIGRIPPANTI AL RAME IN PASTA J.25

ANTISCHIUMA NON SILICONICO H.25

ANTISCHIUMA SILICONICO H.24

ANTISPATTER POLIVALENTI J.54-J.55

ANTISPATTER POLIVALENTI AL BISOLFURO DI MOLIBDENO J.54

APPOGGI A VITE C.121

APPOGGI A VITE ATLAS C.122

APPOGGI A VITE CON BASE MAGNETICA C.121

APPOGGI A VITE TIPO PESANTE C.122

APPOGGI DENTATI C.121

APPOGGI DENTATI IN SERIE C.121

ARMADI CARICABATTERIE CON ANTE A BATTENTE P.21

ARMADI CARICABATTERIE CON SCOMPARTI P.21

ARMADI CON ANTE CON RIQUADRO TRASPARENTE P.18

ARMADI CON ANTE IN LAMIERA P.18

ARMADI DI SICUREZZA PER DPI P.22

ARMADI DI SICUREZZA PER PRODOTTI INFIAMMABILI P.22

ARMADI DI SICUREZZA PER VERNICI E SOLVENTI J.35, P.22

ARMADI GUARDAROBA P.18

ARMADI GUARDAROBA CON SOSTEGNI P.19

ARMADI NC CON TAPPARELLE 54 X 27 E P.9

ARMADI PER COMPUTER 36 X 36 E P.19

ARMADI PER COMPUTER CON RUOTE 36 X36 E P.19

ARMADI PER MERCI PESANTI P.21

ARMADI PER RACCOLTA DIFFERENZIATA J.46

ARMADI PORTACONTENITORI P.25

ARMADI PORTAMINUTERIE PENSILI P.26
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“V” GROOVE CAPS C.122

12V BATTERY WELDERS J.53

180° COUNTERBORES Z3 FOR CYLINDRICAL HEAD SCREWS A.221

180° COUNTERBORES Z4 FOR CYLINDRICAL HEAD SCREWS A.222

2 IN 1 THREADED GAUGES - GO/NO GO D.75

2-POINTS DIGITAL GAUGES FOR SMALL BORES SET - IP65 D.30

3 POINTS ANALOGUE INTERNAL MICROMETERS D.30

3 POINTS ANALOGUE INTERNAL MICROMETERS SET D.31

45° BENT JAW PIPE WRENCHES - 111 F.52

45° BENT JAW X-GRIP PIPE WRENCHES - 115 F.51

45° BENT SHAPED JAW PIPE WRENCHES - 100 F.51

45° BENT SLIM-LINE JAW SWEDISH MODEL PIPE WRENCHES F.52

45° BENT THIN JAW SWEDISH MODEL PIPE WRENCHES F.52

5-AXIS CLAMPING SYSTEM C.112

90° BENT JAW SWEDISH MODEL PIPE WRENCHES F.51

90° BENT NOSE PLIERS FOR EXTERNAL CIRCLIPS F.14

90° BENT NOSE PLIERS FOR EXTERNAL CIRCLIPS IN FOAM E.116, F.14

90° BENT NOSE PLIERS FOR INTERNAL CIRCLIPS F.12

90° BENT NOSE PLIERS FOR INTERNAL CIRCLIPS IN FOAM E.116, F.12

90° COUNTERBORES FOR HEAD SCREWS A.221

90° HELIX SHOULDERING END MILLS B.63

90° MALE Y-FITTINGS WITH CYLINDRICAL THREAD L.33

90° SHOULDERING FLUTED MILLS B.66

90° SHOULDERING MILLS - SCREW-ON SHANK B.63

90° SHOULDERING MILLS SHANK WELDON B.62

90° SHOULDERING MILLS WELDON SHANK B.65

90° SHOULDERING SHELL MILLS - ABORE COUPLING B.62

90° SHOULDERING SHELL MILLS - ARBOR COUPLING B.65

90° STAINLESS STEEL SQUARES WITH BASE F.110

ABRASIVE BELTS FOR PORTABLE MACHINES G.20, L.12

ABRASIVE CLEAN & FINISH PADS G.17

ABRASIVE CLEAN & FINISH ROLLS G.18

ABRASIVE DISCS G.12

ABRASIVE DISCS CUBITRON II G.12

ABRASIVE FLAP WHEELS FOR SATINEX MACHINES G.23

ABRASIVE FLAP WHEELS WITH HOLE G.24

ABRASIVE SPIRAL BANDS - ALUMINIUM OXIDE G.22

ABRASIVE SPIRAL BANDS - CERAMIC G.22

ABRASIVE SPIRAL BANDS - ZIRCONIA ALUMINA G.22

ABRASIVE SPUNGES ON 4 SIDES G.17

ABSORBENT FOR OILS AND HYDROCARBONS H.35

ACCESSORIES FOR BLOW GUNS - BENT SPOUT L.17

ACCESSORIES FOR HEIGHT GAUGES - KIT 16 PIECES D.62

ACCESSORIES FOR HEIGHT GAUGES - KIT 20 PIECES D.62

ACCESSORIES FOR HEIGHT GAUGES - KIT 7 PIECES D.62

ACCESSORIES FOR INDUSTRIAL ASPIRATORS N.68-N.71

ACCESSORIES FOR INFRARED HEATERS N.73

ACCESSORIES FOR PADS IN POLYETHYLENE P7510 P.50

ACETIC SILICONE SEALANTS J.8

ACETIC SILICONE SEALANTS HEAT RESISTANT J.8

ACETYLENE PRESSURE REDUCERS J.60

ACRYLIC ENAMEL SPRAYS J.35

ACTIROX FIBER DISCS G.11

ADAPATOR WITH WELDON SHANKS FOR SCREW-ON END MILLS C.56

ADAPTER FITTINGS FOR IMPACT SOCKETS E.59

ADAPTER JOINTS FOR SOCKETS E.49

ADAPTER JOINTS WITH TRANSVERSE HOLE E.49

ADAPTOR WITH QUICK-RELEASE CHUCK 784 A/1 E.96

ADAPTORS FOR SCREW-ON END MILLS C.55

ADAPTORS FOR SOCKET BITS E.96

ADAPTORS FOR SOCKET BITS 870/4 E.96

ADAPTORS ISO / ISO CHUCKS DIN 2080 C.53

ADDITIONAL SHELVES FOR WX9455 TROLLEYS E.106

ADDITIVE COATED CERAMIC FIBER DISCS G.11

ADDITIVE FOR THE MAINTENANCE OF EMULSIFIABLE FLUIDS H.24

ADDUCTION COOLING TUBES DIN 69893 C.48, C.73

ADHESIVE FABRIC-REINFORCED TAPES N.132

ADHESIVE INSULATING TAPES N.131

ADHESIVE MASKING TAPES N.131

ADHESIVE PRIMERS J.5

ADIACTINIC GLASS J.59

ADIACTINIC MIRROR GLASS J.59

ADJUSTABLE CALIPER PIN WRENCHES E.11

ADJUSTABLE CLAMPS WITH SQUARE THREAD SCREW C.124

ADJUSTABLE FOCUS MAGNIFYING GLASSES D.91

ADJUSTABLE FORM KNURLING HOLDERS FOR CONVENTIONAL LATHES B.50

ADJUSTABLE HOOK WRENCHES E.11

ADJUSTABLE HOOK WRENCHES WITH ROUND NOSES E.11

ADJUSTABLE HOOK WRENCHES WITH SQUARE NOSES E.11

ADJUSTABLE LIFTING MONOBEAMS M.74

ADJUSTABLE MAGNETIC LED TORCHES N.83

ADJUSTABLE MALE PUSH-TO-CONNECT L-FITTINGS WITH CYLINDRICAL THREAD L.35

ADJUSTABLE MILLS FOR CHAMFERING AND COUNTERBORING B.97

ADJUSTABLE PLIERS F.18

ADJUSTABLE PLIERS - RAPTOR® F.18

ADJUSTABLE PLIERS FOR TUBES - ALLIGATOR MODEL IN SET F.16

ADJUSTABLE PLIERS FOR TUBES AND NUTS F.16-F.17

ADJUSTABLE PLIERS FOR TUBES AND NUTS - ALLIGATOR MODEL F.16

ADJUSTABLE PLIERS FOR TUBES AND NUTS - COBRA® F.17

ADJUSTABLE PLIERS FOR TUBES AND NUTS - COBRA® - IN SET F.17

ADJUSTABLE PLIERS TAPERED FOR TUBES - COBRA® ES F.18

ADJUSTABLE SELF-LOCKING GRIP PLIERS WITH CONCAVE JAWS F.20

ADJUSTABLE SELF-LOCKING GRIP PLIERS WITH FORK-TYPE JAWS F.20

ADJUSTABLE SELF-LOCKING GRIP PLIERS WITH STRAIGHT JAWS F.20

ADJUSTABLE SELF-LOCKING PLIERS WITH SWAN COLLAR JAWS F.20

ADJUSTABLE SHELVES P.18

ADJUSTABLE STOP BARR DEVICES C.110

ADJUSTABLE TAP WRENCHES LIGHT ALLOY BODY F.97
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ARMADI SPOGLIATOIO P.20

ARMADI SPOGLIATOIO SPORCO/PULITO P.20

ARMADI SPOGLIATOIO TOP LINE P.20

ARMADIETTI PER BANCHI P.3

ARTIGLI PRENDIVITI FLESSIBILI E.102

ASPIRAPOLVERI/LIQUIDI - ACCESSORI E RICAMBI KIT FILTRO N.65

ASPIRAPOLVERI/LIQUIDI - ACCESSORI E RICAMBI MOTORE N.65

ASPIRAPOLVERI/LIQUIDI - ACCESSORI E RICAMBI Ø 36MM N.65

ASPIRAPOLVERI/LIQUIDI - ACCESSORI E RICAMBI Ø 40MM N.65

ASPIRAPOLVERI/LIQUIDI BREEZY 25 N.64

ASPIRAPOLVERI/LIQUIDI BREEZY 35 N.64

ASPIRAPOLVERI/LIQUIDI BREEZY 50 N.64

ASPIRAPOLVERI/LIQUIDI BREEZY 70 N.64

ASPIRATORI CARRELLATI PER FUMI DI SALDATURA CLEANGO N.72

ASPIRATORI CARRELLATI PER FUMI DI SALDATURA CLEANING DF-2 N.72

ASPIRATORI INDUSTRIALI HURRICANE 55 N.70

ASPIRATORI INDUSTRIALI STORM 3600 N.68

ASPIRATORI INDUSTRIALI STORM 4800 N.69

ASPIRATORI UNIVERSALI MINI STORM N.67

ASPIRATORI/SEPARATORI INDUSTRIALI TWISTOIL N.66

ASPIRATORI/SEPARATORI INDUSTRIALI TWISTOIL 280 H.25, N.66

ASSORBENTI PER OLI ED EMULSIONI H.34

ASSORBENTI PER OLIO E IDROCARBURI H.35

ASSORBENTI UNIVERSALI H.35

ASSORTIMENTI DI LAMATORI A 180° A.222

ASSORTIMENTI DI STRISCE CALIBRATE IN ACCIAIO AL CARBONIO D.80

ASSORTIMENTO KIT ELETTRICISTI - 112 UTENSILI E.118

ASSORTIMENTO KIT MECCANICI - 118 UTENSILI E.119

ASSORTIMENTO KIT MECCANICI - 164 UTENSILI E.120

ASSORTIMENTO KIT MECCANICI - 173 UTENSILI E.121

ASSORTIMENTO KIT MECCANICI - 48 UTENSILI E.118

ASSORTIMENTO UTENSILI F.19

ATTACCHI A BAIONETTA CON MOLLA L.27

ATTACCHI A BAIONETTA CON PORTAGOMMA L.28

ATTACCHI CILINDRICI PORTAPINZE ER DIN 1835A C.57

ATTACCHI CILINDRICI PORTAPINZE ER MINI DIN 1835A C.56

ATTACCHI CONICI PER MANDRINI DA TRAPANO N.50

ATTACCHI FILETTATI IN METALLO DURO CON GAMBO CILINDRICO C.56

ATTACCHI PER MANDRINI PORTAPUNTE DIN 2080 C.52

ATTACCHI PER SCHERMI ANTINFORTUNISTICI N.6

ATTACCHI PER SEGHE A TAZZA BIMETALLICHE N.58

ATTACCHI RAPIDI CON FILETTO FEMMINA - PROFILO ITALIA L.27-L.28

ATTACCHI RAPIDI CON FILETTO MASCHIO - PROFILO ITALIA L.27-L.28

ATTACCHI RAPIDI DI SICUREZZA AD ALTA PORTATA SERIE 320 DN7.6 L.31-L.32

ATTACCHI RAPIDI FEMMINA CON MOLLA - PROFILO ITALIA L.28

ATTACCHI RAPIDI FEMMINA CON PORTAGOMMA - PROFILO ITALIA L.28

ATTACCHI RAPIDI MASCHI CON MOLLA - PROFILO ITALIA L.27

ATTACCHI RAPIDI MASCHI CON PORTAGOMMA - PROFILO ITALIA L.28

ATTIVATORI LIQUIDI PER ADESIVI MULTIBOND J.6

ATTIVATORI PER ADESIVI ANAEROBICI J.17

ATTREZZI DI POSA PER FILETTI RIPORTATI N.109

AUTOMATIC POSITIONING SYSTEM C.132

AUTOMATIC POSITIONING SYSTEM - ZERO POINT (APS) C.133

AVVITATORI AD IMPULSI A BATTERIA 18V N.23

AVVITATORI AD IMPULSI A BATTERIA 20V N.23-N.24

AVVITATORI PNEUMATICI A CRICCHETTO REVERSIBILI L.4

AVVITATORI PNEUMATICI AD IMPULSI L.2-L.4

AVVITATORI PNEUMATICI ATTACCO 1/4” ESAGONALE L.5

AVVITATORI REVERSIBILI A BATTERIA 12V N.20

AVVOLGICAVI INDUSTRIALI A MOLLA N.86

AVVOLGICAVI MANUALI N.85

AVVOLGITUBI PER ARIA COMPRESSA L.25

AVVOLGITUBI PER ARIA COMPRESSA “MINI” N.86

AVVOLGITUBO PER ARIA COMPRESSA L.25

AVVOLGITUBO PER ARIA COMPRESSA CON TUBO DI SICUREZZA HI-VISIBILITY L.25

AZZERATORI LUMINOSI D.57

AZZERATORI MECCANICI D.57

BACHECA CON SERRATURA PER CARRELLI E.105

BANCHI COMPONIBILI P.3

BANCHI CON PIANO IN ACCIAIO P.2

BANCHI CON PIANO IN LEGNO P.3, P.5

BANCHI DA LAVORO COMPATTI P.7

BANCHI DA LAVORO CON CASSETTI SOSPESI 27 X 36 E P.5

BANCHI DA LAVORO CON CASSETTIERA 27 X 36 E P.5

BANCHI DA LAVORO SU RUOTE P.7

BANCO DI AZZERAMENTO E TARATURA D.98-D.99

BANCO DI AZZERAMENTO TARATURA E MISURA D.99

BARRE FILETTATE RULLATE C.127

BARRETTE IN LEGNO PER LAPPATURA E LUCIDATURA G.54

BARRETTE QUADRE RETTIFICATE IN HSS-CO 12% B.55

BARRETTE RETTANGOLARI RETTIFICATE IN HSS-CO 12% B.55

BARRETTE TONDE RETTIFICATE IN HM B.55

BARRETTE TONDE RETTIFICATE IN HSS-CO 12% B.55

BASE CIRCOLARE PER LA MOVIMENTAZIONE DEI FUSTI P.39

BASE CON PERNO ORIENTABILE N.78

BASI DI PROFONDITÀ PER COMPARATORI D.50

BASI GIREVOLI PER MORSE WX7800 N.74

BASI GIREVOLI PER MORSE WX7810 N.74

BASI GIREVOLI PER MORSE WX7830 N.75

BASI GIREVOLI PER MORSE WX7840 N.75

BASI GIREVOLI PER MORSE WX7900 N.76

BASI PORTAMICROMETRI D.26

BATTENTI IN NYLON 100 SH PER MAZZUOLE F.77

BATTERIA WIRELESS 18V N.26

BATTERIE 20V N.27

BATTERIE AL LITIO N.26

BATTERIE PER STRUMENTI DIGITALI D.116

BAULETTI PORTA UTENSILI BASIC F.94

BAULETTI PORTAUTENSILI F.95

BAULETTI PORTAUTENSILI BASIC F.94

BAULETTI PORTAUTENSILI IN POLIPROPILENE F.94-F.95

BAULI PORTAUTENSILI F.88

BIG BAG M.75, P.44

BILANCE DIGITALI TASCABILI D.104

BILANCE A PIATTAFORMA D.105

BILANCE CONTAPEZZI DIGITALI D.105-D.106

BILANCE DA LABORATORIO D.104

BILANCE DIGITALI D.104

BILANCIA A PAVIMENTO D.107

BILANCIA PER PALLET D.105

BILANCIATORI CON SISTEMA ELETTRICO ZERO GRAVITY M.43

BILANCIATORI FLEX SERIE LEGGERA L.13

ITEM PAG. ITEM PAG.

II

ADJUSTABLE TAP WRENCHES STEEL BODY A.107, F.97

ADJUSTABLE TORQUE SCREWDRIVERS 7400 E.80

ADJUSTABLE VICES WITH BRACKET N.77

ADJUSTABLE WORKBENCH LEGS FOR WORK BENCHES P.5

ADJUSTABLE WRENCH PLIERS F.19

ADJUSTABLE WRENCHES F.54

AGGLOMERATED FIBER DISC G.11

AGGLOMERATED VELCRATED DISC G.13

AIR BELT SANDERS L.11

AIR BLADES H.30

AIR COMPRESSORS - CO-AXIAL LUBRICATED SINGLE-STAGE L.39

AIR COMPRESSORS WITH BELT DRIVE - SINGLE-STAGE L.39

AIR COOLER FOR SAWING MACHINES H.29

AIR COOLERS H.28

AIR COOLING UNIT FOR ISG1000 C.76

AIR COOLING UNITS H.28

AIR IMPACT WRENCHES L.2-L.4

AIR RATCHET WRENCHES L.4

AIR RUBBER HOSES L.23

AIR SCREWDRIVER 1/4” HEXAGONAL ATTATCHMENT L.5

AIR SHAPER L.13

AIR TAPPER - PUSH-PULL L.6

AJUSTABLE OIL FILTER WRENCHES F.53

ALNICO ALLOY PERMANENT MAGNETS N.98-N.99

ALUMINIUM LADDERS P.46

ALUMINIUM MULTI-POSITION LADDERS P.46

ALUMINIUM STOOLS P.46

ALUMINUM ALLOY RIVETS F.101

ALUMINUM BRIDGE BARS AND ACCESSORIES- - D86 - D320 B.123

ALUMINUM MALLETS WITH NYLON HEADS 100 SH E.38, F.77

ALUMINUM OXIDE ABRASIVE CLOTH BELTS G.19, N.18

ALUMINUM OXIDE ABRASIVE FIBER DISCS G.10

ALUMINUM OXIDE ABRASIVE SHOP ROLLS G.17-G.18

ALUMINUM OXIDE ABRASIVE STONES - INDIA G.51

ALUMINUM OXIDE CLOTH SHEETS G.16

ALUMINUM OXIDE COMBI-DISCS G.15

ALUMINUM OXIDE FLEX ABRASIVE CLOTH ROLLS G.17

ALUMINUM OXIDE FLEX ABRASIVE CLOTHS ROLLS G.18

ALUMINUM OXIDE QUICK CHANGE DISCS G.14

ALVELOLAR UNITS FOR AIR-COOLING ISG MACHINES C.77

AMERICAN STYLE ALUMINIUM PIPE WRENCHES F.51

AMERICAN STYLE PIPE WRENCHES F.51

ANAEROBIC ADHESIVE ACTIVATOR J.17

ANALOG 3D DIAL TASTERS D.55

ANALOG 3D DIAL TASTERS IP67 D.55

ANALOG 3D TASTERS IP67 D.55

ANALOG FORCE GAUGES D.103

ANALOG PRECISION DIAL INDICATORS D.47

ANALOGIC AND DIGITAL SOLDERING STATIONS J.52

ANCHORING BRACKET SYSTEM KIT FOR WALL-MOUNTED CRANES M.34

ANEMOMETERS D.114

ANGLE DIE GRINDERS L.11

ANGLE GRINDERS N.32, N.34-N.35

ANGLE HEADS WITH ADJUSTABLE ANGLES FROM 0° TO 90° C.79

ANGULAR ELEMENTS P.48

ANGULAR EXTENSIONS FOR SOCKETS E.48

ANTI-ADHESIVE PROTECTIVE FOR WELDING J.54

ANTI-HEAT THERMAL INSULATING GLOVES CRUSADER FLEX® K.17

ANTI-SLIP MATS FOR DRAWERS P.17

ANTI-VIBRATION STANDS N.8

ANTIFREEZE CONCENTRATION H.23

ANTISTATIC CLEANER J.35

ANVIL SHIM FOR THREADING INSERTS B.48

APPROVED TRESTLES M.88

ARAMIC FIBER THERMAL PROTECTION GLOVES J.57, K.17

ARC PUNCHES DIN 7200 A F.28

ARC PUNCHES DIN 7200 A IN SETS F.29

ARGON PRESSURE REDUCERS WITH FLOW METER J.61

ASSORTED TOOLS IN FOAM E.117, F.76

ASSORTMENT KIT FOR ELECTRICIANS - 112 TOOLS E.118

ASSORTMENT KIT FOR MECHANICS - 118 TOOLS E.119

ASSORTMENT KIT FOR MECHANICS - 164 TOOLS E.120

ASSORTMENT KIT FOR MECHANICS - 173 TOOLS E.121

ASSORTMENT KIT FOR MECHANICS - 48 TOOLS E.118

ASSORTMENT OF 100 CHARACTERS IN CASING F.119

ASSORTMENT OF 100 CHARACTERS IN CASING AND CHARACTER HOLDER F.119

ATTACHMENTS FOR SAFETY SHIELDS N.6

AUTOCENTERING MECHANICAL PULLERS 3 JAW F.83

AUTOMATIC CENTRE PUNCH WITH BI-COMPONENT HANDGUARD F.73

AUTOMATIC CENTRE PUNCHES F.73

AUTOMATIC CENTRE PUNCHES, MICRO SERIES F.73, F.118

AUTOMATIC POSITIONING SYSTEM C.132

AUTOMATIC POSITIONING SYSTEM - ZERO POINT (APS) C.133

AUTOMATIC SELF-ADJUSTING FRONT INSULATION STRIPPER PLIERS F.26

AUTOMATIC SELF-ADJUSTING MULTISTRIP 10 INSULATION STRIPPER PLIERS F.26

AUTOMATIC SHRINKING MACHINE C.76

AUTOMATIC VERTICAL STORAGE - EXTERNAL BAY P.33

AUTOMATIC VERTICAL STORAGE - INTERNAL BAY P.32

AUTOMATIC WIRE STRIPPERS F.28

AUTOMATICALLY ADJUSTABLE PLIERS - SMARTGRIP® F.18

AXIAL TOOLHOLDERS VDI DIN 69880 C.91

AXIAL TOOLHOLDERS VDI FOR BORING BAR DIN 69880 C.92

AXIAL TOOLHOLDERS VDI FOR DRILLING DIN 69880 C.91

BA SINGLE CONE COLLETS WITH RIBBED BORE C.93

BA SINGLE CONE COLLETS WITH SMOOTH BORE C.93

BACK-UP PADS FOR FIBER DISCS G.12

BACK-UP PADS HARD CAMBERED FOR FIBER DISCS G.12

BACK-UP PADS MEDIUM/HARD FOR FIBER DISCS G.12

BACKING PAD FOR CUBITRON II FIBER DISCS G.13

BACKING PADS FOR QUICK CHANGE DISCS TYPE R G.14

BACKSPOT FACING AND REAMING CUTTERS B.112

BALANCED STANDARD NUTS FOR ER COLLETS DIN6499 C.68

BALANCERS WITH ZERO GRAVITY ELECTRICAL CONTROL SYSTEM M.43

BALL NOSE END MILLS FOR ALUMINUM ALLOYS Z3 A.180

BALL NOSE END MILLS FOR ALUMINUM Z2 A.181

BALL NOSE END MILLS VARIABLE PITCH Z4 A.179

BALL NOSE END MILLS Z2 A.176-A.177, A.182, A.195

BALL NOSE END MILLS Z2 A.178

BALL NOSE MICRO END MILLS Z2 A.184

BALL NOSE MICRO END MILLS Z2 A.183, A.189

BAND SAW MACHINE SNIP 215 N.11

BAND SAW MACHINE SNIP 280 N.12
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BILANCIATORI MATIC CON TUBO PER ARIA COMPRESSA L.13

BILANCIATORI PNEUMATICI M.43

BILANCIATORI PNEUMATICI A FUNE CON STRUTTURA PORTANTE M.45

BILANCIATORI PNEUMATICI A FUNE SENZA STRUTTURA PORTANTE M.44

BILANCIATORI SERIE LEGGERA CORSA 1600 L.14

BILANCIATORI SERIE LEGGERA CORSA 2000 L.14

BILANCIATORI SERIE LEGGERA CORSA 2500 L.14

BILANCIATORI SERIE MEDIA CORSA 2000 L.15

BILANCIATORI SERIE PESANTE CORSA 2000 L.15

BILANCINI DI SOLLEVAMENTO - TIPO MONOTRAVE FISSO M.73

BILANCINI DI SOLLEVAMENTO - TIPO MONOTRAVE REGOLABILE M.74

BILANCINI DI SOLLEVAMENTO – TIPO A CROCE PER BIG BAGS M.75

BINDE A CREMAGLIERA PER LA MOVIMENTAZIONE INDUSTRIALE M.89

BINDE IDRAULICHE PER LA MOVIMENTAZIONE INDUSTRIALE M.89

BLOCCAGGI RAPIDI A TIRANTE DOPPIO N.103

BLOCCAGGI RAPIDI AD ASTA DI SPINTA N.101

BLOCCAGGI RAPIDI CON ASTA DI SPINTA N.103

BLOCCAGGI RAPIDI ORIZZONTALI N.102

BLOCCAGGI RAPIDI ORIZZONTALI CON LEVA ANTI SGANCIO N.102

BLOCCAGGI RAPIDI ORRIZZONTALI N.100-N.101

BLOCCAGGI RAPIDI VERTICALI N.100, N.102

BLOCCANTI PER ACCOPPIAMENTI CILINDRICI J.15-J.16

BLOCCHETTI CERAMICI IN SET D.76

BLOCCHETTI DI RISCONTRO IN SERIE D.76

BOMBER POWER K.3, M.87

BORSA PORTA UTENSILI F.96

BORSA PORTA UTENSILI CON PANNELLI REMOVIBILI F.96

BORSE PORTAUTENSILI F.94

BORSE PORTAUTENSILI IN CUOIO F.89

BRACCI PER SOSPENSIONE MOTORI G.66

BRIDE AUTOMATICHE IN ACCIAIO C.110

BROCCE PER CAVE ESAGONALI - ATTACCO 12 B.125

BROCCE PER CAVE ESAGONALI - ATTACCO 16 B.125

BROCCIATORI PER CAVE POLIGONALI E PROFILI ESTERNI B.125

BULINI F.73

BULINI AUTOMATICI F.73

BULINI AUTOMATICI CON IMPUGNATURA BICOMPONENTE F.73

BULINI AUTOMATICI SERIE MICRO F.73-F.118

BUSSOLE AUTOMASCHIANTI IN ACCIAIO INOX N.107

BUSSOLE AUTOMASCHIANTI IN ACCIAIO ZINCATO N.107

BUSSOLE DI RIDUZIONE CON BATTUTA C.93

BUSSOLE DI RIDUZIONE PER TRAPANI N.50

BUSSOLE DI RIDUZIONE SENZA BATTUTA C.93

BUSSOLE DIN 172 - SERIE CORTA N.105

BUSSOLE DIN 172 - SERIE LUNGA N.106

BUSSOLE DIN 179 - SERIE CORTA N.105

BUSSOLE DIN 179 - SERIE LUNGA N.105

BUSSOLE PER MASCHIARE CON FRIZIONE C.69

BUSSOLE PER MASCHIARE SENZA FRIZIONE C.70

BUSSOLE PORTAINSERTI E.96

BUSSOLE PORTAINSERTI A CAMBIO RAPIDO 784 A/1 E.96

CACCIASPINE F.72

CACCIASPINE IN KIT F.73

CALIBRI A COMPARAZIONE INTERNO/ESTERNO IP54 D.14

CALIBRI A CORSOIO F.110

CALIBRI A CORSOIO CON OROLOGIO D.15

CALIBRI A CORSOIO DIGITALE PER MISURE DI GOLE E CANALINI IP67 D.12

CALIBRI A CORSOIO DIGITALI D.6, D.8, F.110

CALIBRI A CORSOIO DIGITALI CON FUNZIONE ABSOLUTE D.6

CALIBRI A CORSOIO DIGITALI CON PRESET D.6

CALIBRI A CORSOIO DIGITALI CON PUNTALINI INTERCAMBIABILI D.12, D.14

CALIBRI A CORSOIO DIGITALI CON PUNTE LUNGHE PER INTERNI ED ESTERNI D.14

CALIBRI A CORSOIO DIGITALI IN FIBRA DI CARBONIO D.8

CALIBRI A CORSOIO DIGITALI INOX IP66 D.9

CALIBRI A CORSOIO DIGITALI IP54 CON FUNZIONE ABSOLUTE D.5

CALIBRI A CORSOIO DIGITALI IP67 D.4-D.5, D.7

CALIBRI A CORSOIO DIGITALI IP67 CON PRESET D.4

CALIBRI A CORSOIO DIGITALI PER GOLE INTERNE D.12

CALIBRI A CORSOIO MONOBLOCCO D.16-D.18

CALIBRI A TAMPONE LISCI P/NP D.70

CALIBRI A TAMPONE LISCI P/NP IN SERIE D.70

CALIBRI DI PROFONDITÀ D.19

CALIBRI DI PROFONDITÀ CON DOPPIO GANCIO D.19

CALIBRI DIGITALI DI PROFONDITÀ A CORSOIO IP67 D.9

CALIBRI DIGITALI DI PROFONDITÀ A PONTE MOBILE IP67 D.10

CALIBRI DIGITALI DI PROFONDITÀ CON DOPPIO PIEDINO ED ELETTRONICA IP54 D.11

CALIBRI DIGITALI DI PROFONDITÀ CON ELETTRONICA IP54 D.11

CALIBRI DIGITALI DI PROFONDITÀ CON PUNTALE A SPINTA IP67 D.9

CALIBRI DIGITALI DI PROFONDITÀ CON PUNTALINO ED ELETTRONICA IP54 D.11

CALIBRI DIGITALI DI PROFONDITÀ PER PICCOLI FORI IP67 D.10

CALIBRI DIGITALI PER GOLE INTERNE/ESTERNE IP54 D.13

CALIBRI DIGITALI PER GOLE INTERNE/ESTERNE IP67 D.13

CALIBRI DIGITALI PER INGRANAGGI D.20

CALIBRI FILETTATI GAS CILINDRICO ISO 228 D.74

CALIBRI FILETTATI METRICI PASSO FINE D.72

CALIBRI FILETTATI METRICI PASSO GROSSO D.71

CALIBRI FILETTATI NPT CON TRE PIANI DI RIFERIMENTO D.74

CALIBRI FILETTATI UNC D.73

CALIBRI FILETTATI UNF D.73-D.74

CALIBRI MONOBLOCCO PER TRACCIATURA F.108

CALIBRI PER FORI D.78

CALIBRI PER GOLE INTERNE D.18

CALIBRI PER INGRANAGGI D.20

CALIBRI PER SALDATURE D.20, D.77

CALIBRI PER SALDATURE 7 LAME D.77

CALIBRO A CORSOIO MONOBLOCCO D.16

CAMICI DA LAVORO BLU IN COTONE SANFORIZZATO K.6

CAMICI IN POLIESTERE E COTONE BLU - BIANCHI - NERI K.6

CAMPIONI DI RUGOSITA’ D.86

CANTILEVER “P” IN IPE SERIE PESANTE P.38

CANTILEVER “S” SERIE LEGGERA P.38

CAPICORDA PER CAVI DI SALDATURA J.57

CAPRUGGINI DI RICAMBIO IN SET D.33

CARAFFE PER OLIO GRADUATE F.123

CARAFFE TONDE GRADUATE F.123

CARICABATTERIE N.26

CARICABATTERIE 20V N.27

CARICABATTERIE CELLE LITIO N.26

CARRELLI A DUE VASCHE P.31

CARRELLI A MANO ATEX M.42

CARRELLI A PIANALE P.31

CARRELLI A TRE VASCHE P.31

ITEM PAG. ITEM PAG.
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BAND SAW MACHINE SNIP 280 ID N.12

BAND SAW MACHINE SNIP 330 ID N.13

BARROW TROLLEYS P.29

BASE FOR ARNOLD SC VICES C.118

BASE STAND INSTALLATION KIT FOR MIST COLLECTORS H.40

BASE WITH ADJUSTABLE PIN N.78

BASIC ELECTRODES FOR CARBON STEEL J.50

BASIC PLUS M51 UNIFLEX BAND SAW BLADES A.242

BASIC ROOF KIT K.49

BASIC TOOL BOXES F.94

BATTERIE PER STRUMENTI DIGITALI D.116

BATTERIES D.116

BATTERY 20V N.27

BATTERY ACID NEUTRALIZER H.34

BATTERY CHARGER N.26

BATTERY CHARGER 20V N.27

BATTERY CHARGER CABINETS WITH COMPARTMENTS P.21

BATTERY CHARGER CABINETS WITH SWING DOORS P.21

BATTERY FLASHLIGHT 12V N.82

BATTERY LIFTING MAGNETS BM M.71

BATTERY LIFTING MAGNETS BMP M.72

BATTERY RIVETERS F.100

BATTERY STRAPPING TOOL N.127

BATTERY-POWERED LIFTERS M.76

BATTERY-POWERED LIFTERS M.76

BATTERY-POWERED LIFTERS WITH FIXED FORKS M.77

BAYONET COUPLINGS WITH SPRING L.27

BAYONET PLUGS WITH HOSE CONNECTION SLEEVE L.28

BEARINGS GREASE J.20

BELTS FOR FILES G.20

BENCH BELT SANDERS N.17

BENCH DEMAGNETISERS N.81

BENCH GRINDERS 230V N.14

BENCH GRINDERS 400V N.14

BENCH LIFTERS FOR VICES N.76

BENCH TYPE IMPACT MANUAL MACHINES F.118

BENCH VICES IN CAST IRON N.74

BENCH VICES IN STEEL N.75-N.76

BENT TIP TWEEZERS WITH CENTERING PIN F.30

BEVEL PROTRACTORS D.60

BEVEL PROTRACTORS WITH MAGNIFIER D.60

BEVELED EDGE SQUARES 90° D.66

BEVELED STRAIGHT EDGES D.67

BI-METAL HOLE SAWS N.57

BI-METAL HOLE SAWS - SHARK N.57

BI-METAL HOLE SAWS IN CASE N.58

BI-METAL HOLE SAWS IN CASE - SHARK N.58

BIG BAG HOLDER P.44

BIG BAGS M.75, P.44

BIOCIDE ADDITIVE FORMALDEHYDE FREE H.24

BIT HOLDER RATCHET SCREWDRIVERS 816 RA E.97

BIT HOLDER SCREDRIVER HANDLES 811/1 E.96

BIT HOLDER SCREWDRIVERS 816 R E.97

BIT HOLDER SCREWDRIVERS WITH MAGNET 821/1 E.97

BIT HOLDER SCREWDRIVERS WITH QUICK CHANGE E.97

BIT HOLDER SCREWDRIVERS WITH RETAINING RING 810/1 E.97

BIT HOLDER SCREWDRIVERS WITH TELESCOPIC BLADE 817 R E.97

BIT HOLDER T-HANDLES 489 R E.97

BIT HOLDERS SCREWDRIVERS STUBBY WITH INSERT SET E.96

BIT-HOLDER SCREWDRIVERS WITH SWIVELLING HEAD E.74

BITS AND HOLDERS BIT-CHECK SET 10 BITORSION 1 E.100

BITS AND HOLDERS BIT-CHECK SET 10 BITORSION 2 E.100

BITS AND HOLDERS BIT-CHECK SET 10 IMPAKTOR 2 E.101

BITS AND HOLDERS BIT-CHECK SET 10 TX UNIVERSAL 1 E.99

BITS AND HOLDERS BIT-CHECK SET 10 UNIVERSAL 1 E.99

BITS AND HOLDERS BIT-CHECK SET 10 UNIVERSAL 4 E.99

BITS AND HOLDERS BIT-CHECK SET 12 BITORSION 1 E.100

BITS AND HOLDERS BIT-CHECK SET 12 STAINLESS 1 E.101

BITS AND HOLDERS BIT-CHECK SET 30 BITORSION 1 E.100

BITS AND HOLDERS BIT-CHECK SET 30 DIAMOND 1 E.101

BITS AND HOLDERS BIT-CHECK SET 30 METAL 1 E.99

BITS AND HOLDERS BIT-CHECK SET 30 TX UNIVERSAL 1 E.100

BITS AND HOLDERS BIT-CHECK SET 30 UNIVERSAL 1 E.99

BITS AND HOLDERS BIT-CHECK SET 6 IMPAKTOR 1 E.101

BITS AND HOLDERS BIT-CHECK SET 7 DIAMOND 1 E.101

BITS AND HOLDERS IN SET E.102

BITS AND HOLDERS SET KRAFTFORM KOMPAKT 50 E.102

BITS FOR HEXAGONAL SOCKET HEAD SCREWS 840/1 IMP DC E.93

BITS FOR HEXAGONAL SOCKET HEAD SCREWS 840/1 Z E.93

BITS FOR HEXAGONAL SOCKET HEAD SCREWS 840/4 Z E.93

BITS FOR PHILLIPS® SCREWS 851/1 BDC E.90

BITS FOR PHILLIPS® SCREWS 851/1 BTZ E.90

BITS FOR PHILLIPS® SCREWS 851/1 IMP DC E.91

BITS FOR PHILLIPS® SCREWS 851/1 Z E.90

BITS FOR PHILLIPS® SCREWS 851/4 BTH E.91

BITS FOR PHILLIPS® SCREWS 851/4 BTZ E.91

BITS FOR PHILLIPS® SCREWS 851/4 J E.91

BITS FOR PHILLIPS® SCREWS 851/4 TZ E.91

BITS FOR PHILLIPS® SCREWS 851/4 Z E.91

BITS FOR POZIDRIV® SCREWS 855/1 BDC E.92

BITS FOR POZIDRIV® SCREWS 855/1 IMP DC E.92

BITS FOR POZIDRIV® SCREWS 855/1 Z E.91

BITS FOR POZIDRIV® SCREWS 855/4 BTZ E.92

BITS FOR POZIDRIV® SCREWS 855/4 TZ E.92

BITS FOR POZIDRIV® SCREWS 855/4 Z E.92

BITS FOR SLOTTED SCREWS 800/1 Z E.90

BITS FOR SLOTTED SCREWS 800/4 Z E.90

BITS FOR TORX® SCREWS 867/1 E.93

BITS FOR TORX® SCREWS 867/1 BDC E.94

BITS FOR TORX® SCREWS 867/1 BTZ E.94

BITS FOR TORX® SCREWS 867/1 IMP DC E.94

BITS FOR TORX® SCREWS 867/4 IMP DC E.94

BITS FOR TORX® SCREWS 867/4 Z E.94

BITS FOR TORX® SCREWS AND PIN 867/1 Z BO E.95

BITS INOX FOR PHILLIPS® SCREWS 3851/1 TS E.90

BITS INOX FOR POZIDRIV® SCREWS 3855/1 TS E.92

BITS WITH SPHERICAL HEAD FOR SOCKET HEAD SCREWS 842/1 Z E.93

BLACK GRANITE INSPECTION PLATES WITH STAND D.58

BLACK RUBBER MONOLITHIC MALLETS F.80

BLACK RUBBER WHEELS – SHEET METAL DISC N.91

BLACK SILICONE GASKETING J.11

BLADES 32.50 FOR SAFETY CUTTERS F.66
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CARRELLI A TRE VASCHE CON CASSETTO SMONTABILE P.30

CARRELLI CON CASSETTIERE P.23

CARRELLI CON CONTENITORI P.23

CARRELLI CON PIANO IN LEGNO P.31

CARRELLI DI TRASLAZIONE A SPINTA PER PARANCHI MANUALI M.48

CARRELLI DI TRASLAZIONE A SPINTA PER TRAVE M.6

CARRELLI PER TRASPORTO NC 36 X 27 E P.9

CARRELLI PORTABOMBOLE P.29

CARRELLI PORTABOMBOLE PICCOLI P.29

CARRELLI PORTAFUSTI PER AEROPULSOMETRI J.40

CARRELLI PORTAREGGIA PER REGGE IN PLASTICA N.128-N.129

CARRELLI PORTAREGGIA PER REGGE METALLICHE N.128

CARRELLI PORTAUTENSILI A 6 CASSETTI 95VA/6 E.108

CARRELLI PORTAUTENSILI A 6 CASSETTI 98VA/6 E.108

CARRELLI PORTAUTENSILI CON PIANO IN ACCIAIO E.106

CARRELLI PORTAUTENSILI CON PIANO IN LEGNO E.103

CARRELLI PORTAUTENSILI CON PIANO IN PLASTICA E.103

CARRELLI PORTAUTENSILI CON PIANO IN PLASTICA E PARASPIGOLI E.104, F.58, N.63

CARRELLI PORTAUTENSILI NEW GRAND PRIX E.108

CARRELLI SERIE MINI A DUE VASCHE P.30

CARRELLI VERTICALI P.29

CARRELLO A 3 VASCHE SMONTABILE P.30

CARRELLO PORTAFUSTI P.39

CARRIPONTE GIS KB I M.37

CARTA IN BOBINA J.44

CARTE IMPERMEABILI AL CARBURO DI SILICIO IN FOGLI G.16

CARTINE PER IL CONTROLLO DEL PH H.26

CARTINE PER IL CONTROLLO DELLA DUREZZA H.26

CARTUCCIA FILTRANTE FINALE H.39

CARTUCCIA FILTRANTE INTERNA H.38

CASSETTE PORTAMINUTERIA F.89, F.93

CASSETTE PORTAUTENSILI F.93

CASSETTE PORTAUTENSILI F.88

CASSETTE PORTAUTENSILI A 3 SCOMPARTI F.88

CASSETTE PORTAUTENSILI A 5 SCOMPARTI F.88

CASSETTE PORTAUTENSILI PRO TOOL CHEST F.96

CASSETTI PER BANCHI P.3

CASSETTIERE P.24

CASSETTIERE 27 X 36 E P.12

CASSETTIERE 36 X 36 E P.12

CASSETTIERE 54 X 36 E P.12

CASSETTIERE A QUATTRO CASSETTI PER BANCHI P.3

CASSETTIERE CON RUOTE 27 X 36 E P.12

CASSETTIERE IN PLASTICA P.24

CASSETTIERE PRACTIBOX P.24

CASSETTIERE VISION P.26

CATENE SEGNALETICHE IN PLASTICA K.50

CAVALLETTI OMOLOGATI M.88

CAVALLETTI PORTATILI PER IDRAULICI N.79

CELLE SINTETICHE + CARTUCCE FILTRANTI PER ABBATTITORI DI NEBBIE DI OLI INTERI H.40

CELLE SINTETICHE PREFILTRO PER ABBATTITORI DI NEBBIE H.39

CENTRALINE DI LUBRIFICAZIONE MINIMALE PER MACCHINE UTENSILI H.20

CENTRALINE DI LUBRIFICAZIONE MINIMALE PER SEGATRICI H.20

CENTRATORI ELETTRONICI LUMINOSI E SONORI D.56

CENTRATORI MECCANICI D.56

CENTRATORI MECCANICI HIGH ACCURACY D.56

CESOIE N.42

CESOIE A CREMAGLIERA PER CAVI IN RAME E ALLUMINIO Ø 32 MM F.25

CESOIE A CREMAGLIERA PER CAVI IN RAME E ALLUMINIO Ø 52 MM F.25

CESOIE A CREMAGLIERA PER CAVI IN RAME E ALLUMINIO Ø 60 MM F.26

CESOIE A DOPPIA LEVA PER LAMIERE F.47

CESOIE A DOPPIA LEVA PER LAMIERE - TOP QUALITY F.48

CESOIE MULTIUSO INOX F.48

CESOIE PER CAVI F.42-F.43

CESOIE PER CAVI VDE ISOLATE 1000 VOLT F.43

CESOIE PER FUNI E CAVI F.43

CESOIE PER LAMIERE MODELLO AMERICANO - TOP QUALITY F.47

CESOIE PER TAGLIO REGGIA METALLICA N.124

CESOIE RODITRICI F.47

CHIAVI A BANDIERA PER VITI CON IMPRONTA TORX® B.31, E.32

CHIAVI A BOCCA CON INNESTO 14X18 MM PER CHIAVI DINAMOMETRICHE E.87

CHIAVI A BOCCA CON INNESTO 22X28 MM PER CHIAVI DINAMOMETRICHE E.88

CHIAVI A BOCCA CON INNESTO 9X12 MM PER CHIAVI DINAMOMETRICHE E.86-E.87

CHIAVI A BUSSOLA 1” CON BOCCA ESAGONALE E.44

CHIAVI A BUSSOLA 1” CON BOCCA POLIGONALE E.44

CHIAVI A BUSSOLA 1/2” - KIT 36 UTENSILI E.55, E.113

CHIAVI A BUSSOLA 1/2” CON BOCCA ESAGONALE E.39

CHIAVI A BUSSOLA 1/2” CON BOCCA POLIGONALE E.39

CHIAVI A BUSSOLA 1/2” CON IMPRONTA A CROCE PHILLIPS® E.42

CHIAVI A BUSSOLA 1/2” LUNGHE CON BOCCA POLIGONALE E.40

CHIAVI A BUSSOLA 1/2” LUNGHE PER VITI CON ESAGONO INCASSATO E.41

CHIAVI A BUSSOLA 1/2” LUNGHE PER VITI CON ESAGONO INCASSATO E.41

CHIAVI A BUSSOLA 1/2” LUNGHE PER VITI CON IMPRONTA TORX® E.42

CHIAVI A BUSSOLA 1/2” PER CANDELE E.40

CHIAVI A BUSSOLA 1/2” PER VITI CON CAVA POLIGONALE XZN® E.42

CHIAVI A BUSSOLA 1/2” PER VITI CON ESAGONO INCASSATO E.40

CHIAVI A BUSSOLA 1/2” PER VITI CON ESAGONO INCASSATO - TESTA SFERICA E.41

CHIAVI A BUSSOLA 1/2” PER VITI CON ESAGONO INCASSATO E GUIDA E.41

CHIAVI A BUSSOLA 1/2” PER VITI CON IMPRONTA TORX® E.41

CHIAVI A BUSSOLA 1/2” PER VITI CON PROFILO ESTERNO TORX® E.40

CHIAVI A BUSSOLA 1/2” LUNGHE CON BOCCA ESAGONALE E.40

CHIAVI A BUSSOLA 1/4” - 1/2” KIT 59 PEZZI IN VALIGETTA METALLICA E.54

CHIAVI A BUSSOLA 1/4” - KIT 13 PEZZI CON CUSTODIA E.52

CHIAVI A BUSSOLA 1/4” - KIT 42 PEZZI CON CUSTODIA E.53

CHIAVI A BUSSOLA 1/4” - KIT 44 UTENSILI E.51, E.111

CHIAVI A BUSSOLA 1/4” - KIT 55 UTENSILI E.51, E.112

CHIAVI A BUSSOLA 1/4” CON BOCCA ESAGONALE E.33

CHIAVI A BUSSOLA 1/4” CON BOCCA POLIGONALE E.33

CHIAVI A BUSSOLA 1/4” CON IMPRONTA A CROCE PHILLIPS® E.35

CHIAVI A BUSSOLA 1/4” E 1/2” - KIT 66 UTENSILI E.53, E.113

CHIAVI A BUSSOLA 1/4” KIT 33 PEZZI IN VALIGETTA METALLICA E.53

CHIAVI A BUSSOLA 1/4” LUNGHE CON BOCCA ESAGONALE E.33

CHIAVI A BUSSOLA 1/4” LUNGHE PER VITI CON ESAGONO INCASSATO E.34

CHIAVI A BUSSOLA 1/4” PER VITI A TAGLIO E.35

CHIAVI A BUSSOLA 1/4” PER VITI CON ESAGONO INCASSATO E.34

CHIAVI A BUSSOLA 1/4” PER VITI CON IMPRONTA A CROCE PHILLIPS® E.35

CHIAVI A BUSSOLA 1/4” PER VITI CON IMPRONTA TORX® E.34

CHIAVI A BUSSOLA 1/4” PER VITI CON PROFILO ESTERNO TORX® E.34

CHIAVI A BUSSOLA 3/4” CON BOCCA ESAGONALE E.43

CHIAVI A BUSSOLA 3/4” LUNGHE CON BOCCA ESAGONALE E.43

CHIAVI A BUSSOLA 3/4” PER VITI CON ESAGONO INCASSATO E.43

CHIAVI A BUSSOLA 3/4” PER VITI CON IMPRONTA TORX® E.43
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BLADES 37040 FOR SAFETY CUTTERS F.63

BLADES 45.60 FOR SAFETY CUTTERS F.65

BLADES 5232 FOR SAFETY CUTTERS F.66

BLADES 60099 SAFETY CUTTERS F.64

BLADES 79.60 FOR SAFETY CUTTERS F.65

BLADES 7940 FOR SAFETY CUTTERS F.65

BLADES 92.66 FOR SAFETY CUTTERS F.64

BLADES 99.70 FOR SAFETY CUTTERS F.64-F.65

BLADES FOR DEBURRING TOOLS F.70

BLADES FOR SAFETY CUTTERS F.61

BLADES FOR SECUMAX 350 SAFETY CUTTERS F.62

BLADES FOR UNIVERSAL SAWS - BLADES FOR METAL N.47

BLADES FOR UNIVERSAL SAWS - BLADES FOR WOOD N.46

BLADES FOR UNIVERSAL SAWS - BLADES FOR WOOD WITH NAILS/METAL N.46

BLANK T-NUTS C.129

BLOW GUNS L.16

BLOW GUNS - EXTENDEND REACH SPOUT L.17

BLOW GUNS - IN NYLON PA6 WITH BENT SPOUT L.17

BLOW GUNS AJUSTABLE MULTIFLOW L.17

BLOW GUNS IN ACETALIC RESIN - BENT SPOUT L.18

BLOW GUNS IN NYLON PA6 L.16

BLOW GUNS IN PLASTIC - EXTENDEND REACH BENT SPOUT L.18

BLOW GUNS WITH RUBBER PROTECTION L.16

BLOW GUNS WITH RUBBER SPOUT L.18

BLOW GUNS WITH SILENT NOZZEL L.16

BOLT ANCHOR FAZ II MODEL N.115

BOLT ANCHOR ZINC-PLATED STEEL N.114

BOLT CUTTERS F.45-F.46

BOLT CUTTERS - WITH SEMI FLUSH CUTTING EDGE F.46

BOLT CUTTERS COMBICUT® 433 F.43

BOLT CUTTERS UNIBOLT® 430 F.44

BOLT CUTTERS WAGGONIT® 980 F.44

BOLT CUTTERS WITH INCLINED BLADES FLUSH-CUT 437 F.45

BOLT END CUTTING NIPPERS FOR MECHANICS F.35

BOLTED SHELF RACKS P.36

BOLTLESS SHELF RACKS P.36

BORE GAUGES FOR BLIND HOLES D.38

BORE GAUGES RANGE 18 - 150 MM 0.001 RESOLUTION D.37

BORE GAUGES RANGE 6-18 MM 0.001 RESOLUTION D.38

BORE GAUGES SET D.39

BORE GAUGES WITH CARBIDE CONTACTS D.38

BORE GAUGES WITH STEEL CONTACTS D.38

BORING BARS - D,75 - D53,10 B.124

BORING BARS - D29,75 - D88,10 B.124

BORON AND FORMALDEHYDE RELEASER-FREE MINERAL FLUIDS H.6-H.7

BORON AND FORMALDEHYDE RELEASER-FREE SYNTHETIC FLUIDS H.5

BORON-CHLORINE AND FORMALDEHYDE RELEASER-FREE MINERAL FLUIDS H.8-H.9

BORON-CHLORINE AND FORMALDEHYDE RELEASER-FREE SEMI-SYNTHETIC FLUIDS H.10

BOX SEALING TAPES N.131

BOXES FOR JOBBER DRILLS SET - EMPTY A.59

BRAKE PADS WITH NYLON WHEELS M.90

BRAKE PADS WITH POLYURETHANE WHEELS M.90

BRASS FIXING PO N.112

BRASS SHIM ROLLS MS 63 D.79

BRIGHT STEEL STRAIGHT EDGES F.112

BRISTLE BRUSH ON SHAFT BB-ZS G.25

BROACHES FOR HEXAGONAL HOLES - SHANK 12 B.125

BROACHES FOR HEXAGONAL HOLES - SHANK 16 B.125

BROACHING HEADS FOR POLYGONAL HOLES AND SURFACE PROFILES B.125

BROAD WASHERS C.130

BUCKETS FOR MANUAL CHAIN HOISTS M.48

BULLDOG BAND SAW BLADES A.234

BUSH FOR GRINDING WHEELS N.16

BUSH WITH CLUTCH FOR TAPPING C.69

BUSH WITHOUT CLUTCH FOR TAPPING C.70

BUTTON-HEAD DOUBLE HEX TAT HEAD GREASE NIPPLES J.39

BUTTON-HEAD HEX TAT HEAD GREASE NIPPLES J.39

C-CLAMP MODEL BALLAST LAMPS N.83

C-CLAMP MODEL BALLAST LAMPS WITH MAGNIFYING GLASS N.84

CABINET DRAWERS 27 X 36 E P.12

CABINET DRAWERS 36 X 36 E P.12

CABINET DRAWERS 54 X 36 E P.12

CABINET DRAWERS WITH WHEELS 27 X 36 E P.12

CABINETS FOR COMPUTERS 36 X 36 E P.19

CABINETS FOR COMPUTERS WITH WHEELS 36 X 36 E P.19

CABINETS FOR HEAVY GOODS P.21

CABINETS FOR WORKBENCHES P.3

CABINETS WITH SHEET METAL DOORS P.18

CABINETS WITH TRANSPARENT WINDOW DOORS P.18

CABLE REELS MANUAL N.85

CABLE SHEARS F.42-F.43

CABLE SHEARS F.42

CABLE SHEARS FOR INSULATED CABLES 1000 VOLTS F.43

CABLE SHEARS FOR ROPES AND STEEL WIRE F.43

CABLE SHEARS FOR VDE INSULATED CABLES 1000 VOLTS F.43

CABLE STRIPPERS F.28

CABLE TERMINAL FOR WELDING CABLES J.57

CABLE TIES FOR STANDARD CABLING IN POLYAMIDE 6.6 F.104

CABLE TIES PLIERS F.104

CALIBRATED CARBON STEEL STRIPES KIT D.80

CALIBRATED CARBON STEEL TAPES D.80

CALIBRATED STAINLESS STEEL STRIPES D.80

CALIBRATED STAINLESS STEEL TAPES D.80

CALIBRATION MASTER FOR ULTRASONIC THICKNESS GAUGES D.111

CANTILEVERS “S” - LIGHT SERIE P.38

CARBIDE ROTARY BURRS G.44-G.45

CARBIDE ROTARY BURRS - KEL TYPE G.41

CARBIDE ROTARY BURRS - KUD TYPE G.37

CARBIDE ROTARY BURRS - RBF TYPE G.39

CARBIDE ROTARY BURRS - RBF TYPE - IN KIT G.39

CARBIDE ROTARY BURRS - SKM TYPE G.40

CARBIDE ROTARY BURRS - SPG TYPE G.40

CARBIDE ROTARY BURRS - TRE TYPE G.41

CARBIDE ROTARY BURRS - WRC TYPE G.38

CARBIDE ROTARY BURRS - WRC TYPE - IN KIT G.38

CARBIDE ROTARY BURRS - ZYAS TYPE G.36

CARBIDE ROTARY BURRS - ZYAS TYPE - IN KIT G.36

CARBIDE ROTARY BURRS FOR DIES G.42

CARBIDE ROTARY BURRS WITH EXTENDED SHANK - WRC TYPE G.42

CARBIDE ROTARY BURRS WITH EXTENDED SHANK - ZYAS TYPE G.42

CARBIDE SCRIBERS F.74

CARBIDE SCRIBERS WITH CARBIDE TIP - TOP QUALITY F.74



GAMMA PAG. GAMMA PAG.

V

CHIAVI A BUSSOLA 3/8” - KIT 39 UTENSILI E.54, E.112

CHIAVI A BUSSOLA 3/8” CON BOCCA ESAGONALE E.36

CHIAVI A BUSSOLA 3/8” CON BOCCA POLIGONALE E.36

CHIAVI A BUSSOLA 3/8” LUNGHE CON BOCCA ESAGONALE E.37

CHIAVI A BUSSOLA 3/8” LUNGHE CON BOCCA POLIGONALE E.36

CHIAVI A BUSSOLA 3/8” LUNGHE PER VITI CON ESAGONO INCASSATO E.37

CHIAVI A BUSSOLA 3/8” PER CANDELE E.37

CHIAVI A BUSSOLA 3/8” PER VITI CON ESAGONO INCASSATO E.37

CHIAVI A BUSSOLA 3/8” PER VITI CON IMPRONTA TORX® E.38

CHIAVI A BUSSOLA 3/8” PER VITI CON PROFILO ESTERNO TORX® E.37

CHIAVI A BUSSOLA 3/8” VDE - KIT 17 PEZZI CON CUSTODIA E.55

CHIAVI A BUSSOLA ESAGONALE 1” KIT 14 PEZZI IN VALIGETTA METALLICA E.57

CHIAVI A BUSSOLA ESAGONALE 1/2” KIT 22 PEZZI IN CASSETTA ABS E.56

CHIAVI A BUSSOLA ESAGONALE 1/2” KIT 24 PEZZI IN VALIGETTA METALLICA E.57

CHIAVI A BUSSOLA ESAGONALE 1/4” KIT 19 PEZZI IN CASSETTA ABS E.52

CHIAVI A BUSSOLA ESAGONALE 1/4” KIT 22 PEZZI IN CASSETTA ABS E.52

CHIAVI A BUSSOLA ESAGONALE 1/4” KIT 29 PEZZI IN CASSETTA ABS E.52

CHIAVI A BUSSOLA ESAGONALE 3/4” KIT 14 PEZZI IN VALIGETTA METALLICA E.57

CHIAVI A BUSSOLA ESAGONALE 3/8” KIT 19 PEZZI IN CASSETTA ABS E.55

CHIAVI A BUSSOLA ESAGONALE 3/8” KIT 22 PEZZI IN VALIGETTA METALLICA E.55

CHIAVI A BUSSOLA ESAGONALE CON IMPUGNATURA E.13-E.14, N.97

CHIAVI A BUSSOLA ESAGONALE CON IMPUGNATURA 395 HO E.14

CHIAVI A BUSSOLA ESAGONALE CON IMPUGNATURA IN FOAM E.13, E.110

CHIAVI A BUSSOLA ESAGONALE CON IMPUGNATURA ISOLATE 1000 V 190 I VDE E.14

CHIAVI A BUSSOLA ESAGONALE CON IMPUGNATURA KIT 395 HO/7 SM E.14

CHIAVI A BUSSOLA ESAGONALE IMPACT 1/2” E.58

CHIAVI A BUSSOLA ESAGONALE IMPACT 1/2” LUNGHE E.58

CHIAVI A BUSSOLA ESAGONALE IMPACT 1/2” LUNGHE E RIDOTTE E.58

CHIAVI A BUSSOLA ESAGONALE IMPACT 3/4” E.58

CHIAVI A BUSSOLA ESAGONALE IMPACT 3/4” LUNGHE E.59

CHIAVI A BUSSOLA IN ACCIAIO INOX PER AVVITATORI E.98

CHIAVI A BUSSOLA MAGNETICHE PER AVVITATORI E.98

CHIAVI A BUSSOLA PER AVVITATORI E.98

CHIAVI A BUSSOLA PER GHIERE AUTOBLOCCANTI GU - DENTI ESTERNI E.62

CHIAVI A BUSSOLA PER GHIERE AUTOBLOCCANTI GU - DENTI INTERNI E.62

CHIAVI A BUSSOLA PER GHIERE NORMALI KM - DENTI ESTERNI E.61

CHIAVI A BUSSOLA PER GHIERE NORMALI KM - DENTI INTERNI E.61

CHIAVI A BUSSOLA POLIGONALE 1/2” KIT 22 PEZZI IN CASSETTA ABS E.56

CHIAVI A BUSSOLA POLIGONALE 1/2” KIT 24 PEZZI IN VALIGETTA METALLICA E.56

CHIAVI A BUSSOLA POLIGONALE 1/2” KIT 31 PEZZI IN CASSETTA ABS E.56

CHIAVI A BUSSOLA POLIGONALE 3/8” KIT 19 PEZZI IN CASSETTA ABS E.54

CHIAVI A COMPASSO CON NASELLO TONDO E.11

CHIAVI A CRICCHETTO REVERSIBILE 4 IN 1 E.6, E.79

CHIAVI A FORCHETTA DOPPIE E.7

CHIAVI A FORCHETTA DOPPIE IN FOAM E.109

CHIAVI A FORCHETTA DOPPIE IN KIT E.8, E.61, N.88

CHIAVI A FORCHETTA DOPPIE MISURE IN POLLICI E.9

CHIAVI A FORCHETTA SEMPLICI E.10

CHIAVI A MASCHIO ESAGONALE EXTRA LUNGHE CON TESTA SFERICA E MAGNETE E.18

CHIAVI A MASCHIO ESAGONALE LUNGHE CON TESTA SFERICA E MAGNETE E.17

CHIAVI A MASCHIO ESAGONALE LUNGHE CON TESTA SFERICA E MAGNETE IN KIT E.17

CHIAVI A NASTRO PER FILTRI OLIO F.53

CHIAVI A PERCUSSIONE A FORCHETTA E.13

CHIAVI A PERCUSSIONE POLIGONALI E.13

CHIAVI A PIPA PASSANTE DOPPIE E.12

CHIAVI A PIPA PASSANTE IN KIT E.12

CHIAVI A RIPRESA CON ACCESSO FRONTALE E.7

CHIAVI A SETTORE CON NASELLO QUADRO E.11

CHIAVI A SETTORE REGOLABILI E.11

CHIAVI A SETTORE SNODATE CON NASELLO QUADRO E.11

CHIAVI A SETTORE SNODATE CON NASELLO TONDO E.11

CHIAVI A T CON ASTA SCORREVOLE PER VITI CON IMPRONTA TORX® E.31

CHIAVI A T CON ASTA SCORREVOLE PER VITI CON IMPRONTA TORX® IN KIT E.32

CHIAVI A T CON BOCCA ESAGONALE E.25

CHIAVI A T MASCHIO ESAGONALE CON ASTA FISSA E.24

CHIAVI A T MASCHIO ESAGONALE CON ASTA FISSA IN KIT E.24

CHIAVI A T MASCHIO ESAGONALE CON ASTA SCORREVOLE E.23

CHIAVI A T MASCHIO ESAGONALE CON ASTA SCORREVOLE IN KIT E.24

CHIAVI A T SNODATE CON ATTACCO QUADRO E.50

CHIAVI A T SNODATE CON BOCCA ESAGONALE E.26

CHIAVI A T SNODATE CON BOCCA ESAGONALE IN KIT E.26

CHIAVI A T SNODATE CON MASCHIO ESAGONALE E.25

CHIAVI A T SNODATE CON MASCHIO ESAGONALE IN KIT E.25

CHIAVI A T SNODATE PER VITI CON IMPRONTA TORX® E.32

CHIAVI A T SNODATE PER VITI CON IMPRONTA TORX® IN KIT E.32

CHIAVI A TUBO DOPPIE E.12

CHIAVI A TUBO DOPPIE IN KIT E.12

CHIAVI A TUBO DOPPIE MODELLO LEGGERO E.12

CHIAVI AD ANELLO CON INNESTO 9X12 MM PER CHIAVI DINAMOMETRICHE E.87

CHIAVI AD ANELLO APERTO CON INNESTO 9X12 MM PER CHIAVI DINAMOMETRICHE E.88

CHIAVI AD ANELLO CON INNESTO 14X18 MM PER CHIAVI DINAMOMETRICHE E.88

CHIAVI AD ANELLO CON INNESTO 22X28 MM PER CHIAVI DINAMOMETRICHE E.88

CHIAVI COMBINATE E.2

CHIAVI COMBINATE A CRICCHETTO 144T E.5

CHIAVI COMBINATE A CRICCHETTO 144T IN KIT E.5, E.64

CHIAVI COMBINATE A CRICCHETTO 72T E.4, N.99

CHIAVI COMBINATE A CRICCHETTO 72T IN FOAM E.5, E.109

CHIAVI COMBINATE A CRICCHETTO 72T IN KIT E.4

CHIAVI COMBINATE A CRICCHETTO JOKER SWITCH E.6

CHIAVI COMBINATE A CRICCHETTO JOKER SWITCH IN KIT E.6

CHIAVI COMBINATE A CRICCHETTO REVERSIBILE E.5-E.6, E.80

CHIAVI COMBINATE A CRICCHETTO REVERSIBILE IN FOAM E.6, E.109

CHIAVI COMBINATE A CRICCHETTO REVERSIBILE IN KIT E.5

CHIAVI COMBINATE A CRICCHETTO SNODATE E.7

CHIAVI COMBINATE IN FOAM E.3, E.62, E.109, N.8

CHIAVI COMBINATE IN KIT E.2-E.3

CHIAVI COMBINATE LUNGHE E.4

CHIAVI COMBINATE MISURE IN POLLICI E.4

CHIAVI COMBINATE OPEN-BOX IN KIT E.3

CHIAVI DI ASSEMBLAGGIO PER TUBETTI REFRIGERANTI C.48, C.73

CHIAVI DI SICUREZZA PER CUTTER EASYSAFE F.63

CHIAVI DINAMOMETRICHE A INDICAZIONE CON ANGOLO DI ROTAZIONE E.84

CHIAVI DINAMOMETRICHE A INDICAZIONE E A SCATTO CON ANGOLO DI ROTAZIONE E.83

CHIAVI DINAMOMETRICHE A SCATTO CON ATTACCO AD INNESTO E.82

CHIAVI DINAMOMETRICHE A SCATTO CON CRICCO E.82

CHIAVI DINAMOMETRICHE A SCATTO PER UTENSILI AD INNESTO E.81

CHIAVI DINAMOMETRICHE A SLITTAMENTO E.81

CHIAVI DINAMOMETRICHE CON CRICCO REVERSIBILE E.81

CHIAVI DINAMOMETRICHE ELETTROMECCANICHE CON ATTACCO AD INNESTO E.84

CHIAVI DINAMOMETRICHE ELETTROMECCANICHE CON ATTACCO AD INNESTO E CRICCO E.83

CHIAVI DINAMOMETRICHE ELETTRONICHE E.82

CHIAVI ESAGONALI E GIRAVITE STUBBY IN FOAM E.17, E.110

ITEM PAG. ITEM PAG.

V

CARBON FIBER DIGITAL CALIPERS D.8

CARBON STEEL TAPES D.79

CARDAN JOINTS FOR DRIVE SOCKETS E.48

CARDAN JOINTS FOR DRIVE SOCKETS WITH SECURITY LOCK E.48

CARDBOARD SHIPPING BOXES N.133

CARPENTER SCREW CLAMPS F.87

CARPENTER SET F.108

CARTRIDGE GAS WELDER J.49

CARTRIDGE ROLLS G.23

CAST IRON SCREW CLAMPS F.87

CENTESIMAL MACHINE REAMERS A.210

CENTESIMAL MACHINE REAMERS A.212

CENTRE DRILLS TYPE A A.51-A.52

CENTRE DRILLS TYPE A - LONG SERIES A.52

CENTRE DRILLS TYPE B A.53

CENTRE DRILLS TYPE R A.52

CENTRE PUNCHES F.73

CENTRE SPOTTING DRILLS 120° A.54-A.56

CENTRE SPOTTING DRILLS 142° A.56

CENTRE SPOTTING DRILLS 142° A.56

CENTRE SPOTTING DRILLS 90° A.53, A.55

CENTRE SPOTTING DRILLS 90° A.55

CENTRE SPOTTING DRILLS 90° - LONG SERIES A.54

CERAMIC ABRASIVE BELTS FOR POWER TOOLS G.20, L.12

CERAMIC FIBER STONES G.53-G.54

CERAMIC GAUGE BLOCK SETS D.76

CERAMIC QUICK CHANGE DISCS G.14

CHAIN HAMMERLOCKS FOR LIFITING CHAIN SLINGS M.64

CHAIN LUBRICANT J.26

CHALK LINE REEL F.116

CHAMFER END MILLS Z4 - 90° A.187

CHISELS FOR METAL F.71-F.72

CHISELS WITH HAND PROTECTION GUARD FOR METAL F.71

CHISELS, DRIFT AND CENTRE PUNCHES IN SET F.72

CIRCLIP PLIERS IN SET F.14

CIRCULAR BLADES WITH TEETH FOR WOOD HM OPTILINE N.42

CIRCUMFERENCE TAPES F.112

CLAK QUICK CHANGE MODULAR FLAT PARALLELS C.114-C.115

CLAK QUICK CHANGE MODULAR FLAT PARALLELS - SET OF 10 PAIRS C.114

CLAK QUICK CHANGE MODULAR FLAT PARALLELS - SET OF 6 PAIRS C.114

CLAMP GRIP PLIERS F.20

CLAMP LEVERS - MALE THREAD N.121

CLAMP SET T-SLOT 16MM C.126

CLAMPING OPTIONS C.117

CLAMPING PINS APS-140 C.135

CLAMPING SCREWS FOR SHELL MILL HOLDERS C.74

CLAMPING SCREWS FOR WELDON CHUCKS C.73

CLAMPING SYSTEM N.103

CLAMPING VICE C.111

CLAMPING VICE LC C.112

CLEAN GO WELDING FUMES ASPIRATORS N.72

CLEANER - DEGREASER J.31-J.32, J.34

CLEANERS FOR ELECTRIC AND ELECTRONIC DEVICES J.34

CLEANING CLOTH FORM NON-WOVEN MATERIAL J.44

CLEANING RODS FOR TUBING G.27

CLOTH BELTS G.20

CLOTH QUICK CHANGE DISCS G.14

CLOTHES LOCKERS P.18

CLOTHES LOCKERS WITH SUPPORTED LEGS P.19

COARSE PITCH THREADED GAUGES D.71

COLD ZINC PROTECTOR J.30

COLLETS FOR MICRO-GRINDERS G.65

COLORIMETER D.111

COLOURED INDUSTRIAL CLEANING RAGS J.45

COLOURED STRETCH FILMS N.130

COLOURED T-SHIRT CLEANING RAGS J.45

COLOURED TERRY TOWELLING RAGS J.45

COLOURLESS MINERAL-GLASS FLAT PLATE J.59

COLUMN FOR BANDS SAWS MACHINE SNIP 170 N.10

COLUMN FOR BENCH GRINDERS N.15

COLUMN MOUNTED JIB CRANES WITH ARTICULATED ARM M.19

COLUMN MOUNTED JIB CRANES WITH BEAM ARM M.15

COLUMN MOUNTED JIB CRANES WITH OVERHEAD BEAM ARM M.17

COLUMN-MOUNTED JIB CRANES WITH GIS SYSTEM KB PROFILE ARM M.11

COMBI SHELL MILL HOLDER CHUCKS DIN 69893 HSK A C.47

COMBI-DISC BACKING PADS G.15

COMBI-DRIVE SHELL MILL HOLDER CHUCKS DIN 69871 SK AD+B C.16-C.17

COMBINATION DRILL TAP - M A.109

COMBINATION FACE MILL ADAPTORS DIN 2080 C.52

COMBINATION PLIERS FOR ELECTRIANS AND CABLING F.27

COMBINATION RATCHET WRENCHES 144T E.5

COMBINATION RATCHET WRENCHES 144T IN SET E.5, E.64

COMBINATION RATCHET WRENCHES 72T E.4, N.99

COMBINATION RATCHET WRENCHES 72T IN FOAM E.5, E.109

COMBINATION RATCHET WRENCHES 72T IN SET E.4

COMBINATION RATCHET WRENCHES JOKER SWITCH E.6

COMBINATION RATCHET WRENCHES JOKER SWITCH IN SET E.6

COMBINATION RATCHET WRENCHES WITH SWIVEL HEAD E.7

COMBINATION UNITS FILTER / REGULATOR L.21

COMBINATION WRENCHES E.2

COMBINATION WRENCHES IN FOAM E.3, E.62, E.109, N.8

COMBINATION WRENCHES IN SET E.2-E.3

COMBINATION WRENCHES INCH E.4

COMBINATION WRENCHES WITH REVERSIBLE RATCHET E.5-E.6, E.80

COMBINATION WRENCHES WITH REVERSIBLE RATCHET IN FOAM E.6, E.109

COMBINATION WRENCHES WITH REVERSIBLE RATCHET IN SET E.5

COMBINED BENCH GRINDERS 230V N.14

COMBINED BENCH GRINDERS 400V N.14

COMBINED ECOLOGICAL BENCH GRINDERS 400V N.15

COMBINED SHELL MILL HOLDER CHUCKS MAS 403 BT AD C.34

COMBINED SHELL MILL HOLDER CHUCKS MAS 403 BT AD+B C.34

COMPACT MULTIPLE VENTED SAFETY OUTLETS - SERIES 320 ESAFE MULTI-LINK L.32

COMPACT WORKBENCHES P.7

COMPOSITE POLYESTER STRAPS N.126

COMPRESSED AIR COOLERS H.29

COMPRESSED AIR HOSE REELS L.25

COMPRESSED AIR HOSE REELS “MINI” N.86

COMPRESSED AIR SPRAY J.35

COMPRESSOR GUN IN KIT L.19

CONCENTRATED DETERGENT FOR FLOOR CLEANING MACHINES J.33

CONCENTRATED SAFETY CLEANER J.32

CONCENTRIC VICES RKZ-M C.117



GAMMA PAG. GAMMA PAG.

VI

CHIAVI ESAGONALI EXTRA LUNGHE CON MAGNETE IN KIT E.19

CHIAVI GIRAMASCHI PER MANDRINI A CAMBIO RAPIDO L.7

CHIAVI IMPACT A BUSSOLA ESAGONALE 1/2” KIT 8 PEZZI IN CASSETTA ABS E.60

CHIAVI LUNGHE CON RITEGNO PER VITI CON IMPRONTA TORX® - KIT 967 SL/9 HF E.28

CHIAVI LUNGHE PER VITI CON IMPRONTA TORX® E PERNO - KIT 967 SPKL/9 BO E.29

CHIAVI MASCHIO ESAGONALE E.16

CHIAVI MASCHIO ESAGONALE CON IMPUGNATURA E.22-E.23

CHIAVI MASCHIO ESAGONALE CON IMPUGNATURA IN FOAM E.23, E.111

CHIAVI MASCHIO ESAGONALE CON IMPUGNATURA IN KIT E.23

CHIAVI MASCHIO ESAGONALE CON LATO EXTRA CORTO - KIT 950 PKLS/9 SM E.20

CHIAVI MASCHIO ESAGONALE EXTRA LUNGHE CON TESTA SFERICA E.19

CHIAVI MASCHIO ESAGONALE EXTRA LUNGHE CON TESTA SFERICA IN KIT E.19

CHIAVI MASCHIO ESAGONALE IN KIT E.16

CHIAVI MASCHIO ESAGONALE KIT 950/9 SM N E.16

CHIAVI MASCHIO ESAGONALE LUNGHE CON IMPUGNATURA ERGONOMICA E.22

CHIAVI MASCHIO ESAGONALE LUNGHE CON RITEGNO KIT 950 SPKL/9 SM HF E.19

CHIAVI MASCHIO ESAGONALE LUNGHE CON TESTA SFERICA E.17-E.18

CHIAVI MASCHIO ESAGONALE LUNGHE CON TESTA SFERICA IN KIT E.18

CHIAVI MASCHIO ESAGONALE LUNGHE CON TESTA SFERICA KIT 950 PKL/9 BM N E.18

CHIAVI MASCHIO ESAGONALE LUNGHE CON TESTA SFERICA KIT 950 SPKL/9 SM N E.19

CHIAVI MASCHIO ESAGONALE LUNGHE CON TESTA SFERICA MISURE IN POLLICI E.20

CHIAVI MASCHIO ESAGONALE LUNGHE IN ACCIAIO INOX KIT 3950 PKL/9 E.19

CHIAVI MASCHIO ESAGONALE LUNGHE IN ACCIAIO INOX KIT 3950 SPKL/9 SM E.20

CHIAVI MASCHIO ESAGONALE LUNGHE KIT 950 PKL/9 SM N E.18

CHIAVI MASCHIO ESAGONALE LUNGHE MISURE IN POLLICI KIT 950 PKL/13 SZ N E.20

CHIAVI MASCHIO ESAGONALE LUNGHE MISURE IN POLLICI KIT 950 PKL/9 SZ N E.20

CHIAVI MASCHIO ESAGONALE PER DOTAZIONI E.16

CHIAVI MASCHIO ESAGONALE PIEGATE CON TESTA SFERICA KIT 950 PKS/9 SM N E.17

CHIAVI MULTIFUNZIONE TWINKEY® E.32

CHIAVI PER ESTRAZIONE CUSPIDI C.106

CHIAVI PER FILTRI OLIO F.53

CHIAVI PER FORTE SERRAGGIO C.74

CHIAVI PER GHIERE MINI C.74

CHIAVI PER GHIERE STANDARD E BILANCIATE C.74

CHIAVI PER MANDRINI AUTOCENTRANTI C.103

CHIAVI PER VITI CON IMPRONTA TORX® LUNGHE CON TESTA SFERICA E.28

CHIAVI PER VITI CON IMPRONTA TORX® LUNGHE CON TESTA SFERICA KIT 967 PKL/9 E.28

CHIAVI PICCOLE A DUE BOCCHE E.9

CHIAVI PIEGATE PER VITI CON IMPRONTA TORX® E.28

CHIAVI PIEGATE PER VITI CON IMPRONTA TORX® IN KIT E.28

CHIAVI POLIGONALI DOPPIE E.9

CHIAVI POLIGONALI DOPPIE IN KIT E.9

CHIAVI REGOLABILI A RULLINO F.54

CISTERNE DA 1000 LITRI RICICLATE P.43

CODOLI PER PORTACARATTERI F.119

COFANETTI CON 100 CARATTERI ASSORTITI F.119

COFANETTI CON 100 CARATTERI ASSORTITI E PORTACARATTERI F.119

COLLA SPRAY MULTIUSO J.11

COLLARI A BULLONE W2 IN ACCIAIO AISI 430 F.107

COLLE TERMOFUSIBILI TRASPARENTI J.10

COLONNE PER SEGATRICI SNIP 170 N.10

COLONNE PER SMERIGLIATRICI N.15

COLONNINE PER DELIMITAZIONI IN PLASTICA K.50

COLORIMETRO D.111

COLTELLI PER ELETTRICISTI F.50

COLTELLI PER ELETTRICISTI ISOLATI 1000 VOLT VDE F.25

COLTELLI PER INSERTI MODELLABILI IN MATERIALE ESPANSO P.17

COLTELLI SPELACAVI ISOLATI 1000 VOLT VDE F.25

COMPARATORI BIMILLESIMALI Ø 58 D.45

COMPARATORI CENTESIMALI D.47

COMPARATORI CENTESIMALI Ø 40 D.45-D.46

COMPARATORI CENTESIMALI Ø 57 D.46

COMPARATORI CENTESIMALI Ø 58 D.46

COMPARATORI CENTESIMALI Ø 60 D.46

COMPARATORI CENTESIMALI Ø 80 D.47

COMPARATORI CENTESIMALI Ø 88 D.47

COMPARATORI DI PRECISONE A ZERO CENTRALE D.45

COMPARATORI DIGITALI D.42-D.44

COMPARATORI DIGITALI IP67 D.41

COMPARATORI DIGITALI MULTIFUNCTION D.42

COMPARATORI MILLESIMALI Ø 56 D.44

COMPARATORI MILLESIMALI Ø 58 D.44-D.45

COMPASSI AD APERTURA RAPIDA F.109

COMPASSI CON ARCO F.109

COMPASSI CON CERNIERA SEMPLICE F.109

COMPONENTI PER TORRETTA PORTAUTENSILI STATICA C.94

COMPRESSORE A LEVA PROFESSIONALE J.36

COMPRESSORI A LEVA PER GRASSO J.36

COMPRESSORI MONOSTADIO COASSIALI LUBRIFICATI L.39

COMPRESSORI MONOSTADIO CON TRASMISSIONE A CINGHIA L.39

CONCHE 9 E P.13

CONNETTORI FEMMINA PER CAVI DI SALDATURA J.57

CONNETTORI MASCHIO PER CAVI DI SALDATURA J.57

CONTAFILETTI D.77

CONTAINER PER LO STOCCAGGIO DI SOSTANZE INQUINANTI ED INFIAMMABILI P.42

CONTENITORE DOCUMENTI PER CARRELLI WX9455 E.107

CONTENITORE IN RETE PER BOMBOLE P.44

CONTENITORE PORTA BIG BAG P.44

CONTENITORE RIFIUTI PER CARRELLI WX9455 E.106

CONTENITORI A FONDO APRIBILE P.29

CONTENITORI DI SICUREZZA CON SPRUZZATORE J.40

CONTENITORI DI SICUREZZA CON STANTUFFO E PIATTO DI IMPREGNO J.39

CONTENITORI IN LAMIERA P.45

CONTENITORI IN METALLO P.27

CONTENITORI IN PLASTICA P.27

CONTENITORI IN PLASTICA UNIONBOX P.27

CONTENITORI PER RIFIUTI PER CARRELLI E.104

CONTENITORI PORTAROTTAMI RIBALTABILI P.28

CONTENITORI PORTAROTTAMI RIBALTABILI IN POLIETILENE P.28

CONTROLLO QUALITATIVO DEI GIUNTI SALDATI J.53

CONTROPUNTE FISSE C.108

CONTROPUNTE ROTANTI CON CUSPIDI INTERCAMBIABILI IN KIT C.105

CONTROPUNTE ROTANTI PER LAVORAZIONI CON CARICO LEGGERO C.104

CONTROPUNTE ROTANTI PER LAVORAZIONI CON CARICO MEDIO C.105

COPERTURE PER BANCHI IN ACCIAIO RIVESTITE IN GOMMA ANTIOLIO P.2-P.3

COPRIDADI IN POLIETILENE NERO N.123

COPRISCARPA CON PUNTALE DI SICUREZZA INTEGRATO K.11

COPRITOMBINO H.35

CORDINI K.47

CRICCHETTI REVERSIBILI E.38, E.45-E.46, E.89

CRICCHETTI REVERSIBILI A TESTA ORIENTABILE E.47

CRICCHETTI REVERSIBILI STUBBY E.47
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CONCENTRIC VICES RZM C.116

CONICAL DRILL BIT SET FOR SHEET METAL N.52

CONICAL DRILLS FOR SHEET METAL N.52

CONICAL PULLERS FOR SCREWS AND STUD BOLTS F.84

CONICAL PULLERS FOR SCREWS AND STUD BOLTS IN SET F.84

CONICAL STEP DRILL BIT SET N.51

CONICAL STEP DRILLS N.51

CONTACT DIGITAL TACHOMETERS D.93

CONTAINER HOLDER CABINETS P.25

CONTAINER ROLLER CABINETS P.23

CONTAINERS FOR POLLUTING AND FLAMMABLE SUBSTANCES P.42

CONTAINERS WITH OPENABLE BOTTOM P.29

CONTINUOUS COTTON WIRE GLOVES K.30

CONTINUOUS WIRE GLOVES NBR K.19

CONTINUOUS WIRE GLOVES TOTAL GRIP NBR K.19

CONVEX CAPS C.122

COOLERS FOR ELECTRIC PANELS H.29

COPPER ANTI-SEIZE GREASE J.25

COPPER ANTI-SEIZE PASTE J.25

COPPER HAMMERS F.79

COPPER SLEDGE HAMMERS F.81

CORDLESS ANGLE GRINDER BATTERY OPERATED 18V N.25

CORDLESS DRILL SCREWDRIVERS BATTERY OPERATED 18V N.22

CORDLESS DRILL/DRIVERS 12V BATTERY N.20

CORDLESS REVERSIBLE SCREWDRIVERS BATTERY OPERATED 12V N.20

CORDLESS REVERSIBLE SCREWDRIVERS BATTERY OPERATED 20V N.23-N.24

CORDLESS ROTARY HAMMERS 18V BATTERY N.24

CORDLESS SCREWDRIVER DRILLS 12V N.21

CORDLESS SCREWDRIVER DRILLS 18 V N.22

CORDLESS SCREWDRIVER DRILLS BATTERY OPERATED 12V N.20

CORDLESS SCREWDRIVER DRILLS WITH 18V PERCUSSION N.23

CORDLESS SCREWDRIVER DRILLS WITH BATTERY PERCUSSION 12V N.21

CORDLESS SCREWDRIVER DRILLS WITH BATTERY PERCUSSION 18V N.22

CORNER - ROUNDING END MILLS A.186

CORNER RADIUS END MILLS FOR ALUMINUM ALLOYS Z3 A.171

CORNER RADIUS END MILLS WITH VARIABLE PITCH Z4 A.168

CORNER RADIUS END MILLS Z4 A.169, A.172

CORNER RADIUS MICRO END MILLS Z2 A.173, A.190

COUNTERBORES 180° KIT A.222

COUNTERSINK L.6

COUNTERSINK FOR PIPES F.56

COUNTERSINKS 90° Z3 A.216-A.220

COUNTERSINKS 90° Z3 IN SET A.220

COUNTERSINKS 90° Z3 KIT A.216

COUNTERSINKS 90° Z3 WITH LONG CYLINDRICAL SHANK A.219

COUNTERSINKS 90° Z3 WITH MORSE TAPER SHANK A.218

COUNTERSINKS VARIALBE PITCH A 90° Z3 A.220

COUPLING FITTINGS MALE THREADED WITH SPRING L.27

COUPLING FLUIDS D.111

COUPLING FOR BI-METAL HOLE SAWS N.58

COUPLINGS EXTENSION FOR IMPACT SOCKETS E.59

COVER DRAIN PROTECTIVE MAT H.35

COWHIDE GRAIN LEATHER GLOVES H.27, J.26, K.15

COWHIDE GRAIN LEATHER GLOVES M.76, N.3, N.67

COWHIDE GRAIN SPLIT LEATHER GLOVES K.15

CRANKED CLAMPS C.125

CRIMPING PILERS FOR END SLEEVES 97 53 18 F.24

CRIMPING PLIERS F.21

CRIMPING PLIERS FOR END SLEEVES (FERRULES) F.24

CRIMPING PLIERS FOR END SLEEVES (FERRULES) 1000 VOLTS VDE F.24-F.25

CRIMPING PLIERS FOR END SLEEVES (FERRULES) WITH BI-COMPONENT HANDLES F.25

CRIMPING PLIERS FOR END SLEEVES 97 53 04 F.23

CRIMPING PLIERS FOR END SLEEVES 97 53 08 F.23

CRIMPING PLIERS FOR END SLEEVES 97 53 09 F.23

CRIMPING PLIERS FOR END SLEEVES 97 53 14 F.23

CRINKLED LATEX GLOVES K.26

CROSS CUTTING END MILLS Z2 A.159

CROSS HATCH ADHESION TESTERS D.112

CROWBARS F.81

CUBITRON II ABRASIVE CLOTH BELTS G.20

CUP BRUSHES G.27

CUP GRINDING WHEELS G.48

CUT OFF INSERTS B.92

CUT RESISTANCE POLYURETHAN COATED GLOVES G.32, K.25, K.38, P.50

CUT-OFF BENCH SAWS FOR PUNCHES N.10

CUTTER CON LAME A SETTORI 9 MM F.59

CUTTERS POLYCUT SECUMAX F.62

CUTTERS FOR WELDED WIRE-MESH WAGGONIT® 985 F.45

CUTTERS WITH SNAP-OFF BLADES 18 MM F.59-F.60

CUTTERS WITH SNAP-OFF BLADES 25 MM - FATMAX F.62

CUTTERS WITH SNAP-OFF BLADES 9 MM F.59

CUTTERS WITH SNAP-OFF BLADES 9MM F.59

CUTTERS WITH SNAP-OFF BLADES-INTERLOCK F.61

CUTTING FLUIDS H.19

CUTTING FLUIDS FOR ALUMINUM H.18

CUTTING FLUIDS FOR STEELS H.18

CUTTING FLUIDS SYNTHETIC-BASED FOR STEELS H.19

CUTTING NIPPERS FOR ELECTRONICS AND FINE MECHANICS F.35-F.37

CUTTING NIPPERS FOR ELECTRONICS SUPER KNIPS® F.39-F.40

CUTTING NIPPERS FOR ELECTRONICS SUPER KNIPS® XL F.39

CUTTING NIPPERS FOR ELECTRONICS SUPER KNIPS®XL F.40

CUTTING TOOLS AND ILLUMINATION IN FOAM E.117, F.49

CYANOACRYLATE INSTANT ADHESIVES J.3-J.4

CYLINDRICAL CUP WHEELS G.48

CYLINDRICAL FEMALE THREADED L - FITTINGS L.32

CYLINDRICAL FEMALE THREADED T - FITTINGS L.32

CYLINDRICAL HANDLES FIXED IN DUROPLAST - FEMALE THREAD N.118

CYLINDRICAL MALE THREADED PLUGS L.30

CYLINDRICAL MALE/FEMALE THREADED L - FITTINGS L.33

CYLINDRICAL REVOLVING HANDLES IN DUROPLAST - MALE THREAD N.118

DE-MINERALISED WATER J.33

DEAD CENTRES C.108

DEBURRING TOOLS SET TYPE E ERGOBURR F.69

DEBURRING TOOLS TYPE 1 IN SET F.68

DEBURRING TOOLS TYPE B IN SET F.68

DEBURRING TOOLS TYPE BURR BI IN SET F.68

DEBURRING TOOLS TYPE C IN SET F.68

DEBURRING TOOLS TYPE D IN SET F.68

DEBURRING TOOLS TYPE E IN SET F.68

DEBURRING TOOLS TYPE F IN SET F.68

DEBURRING TOOLS TYPE FR ID IN SET F.69

DEBURRING TOOLS TYPE FR OD IN SET F.69
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CRICCHETTI RIVERSIBILI 1/2” LUNGHI E.46

CRICCHI AD INNESTO 9X12 MM PER CHIAVI DINAMOMETRICHE E.85

CRICCHI AD INNESTO CON BLOCCO DI SICUREZZA E.86

CRICCHI AD INNESTO CON DENTATURA FINE E.86

CRICCHI AD INNESTO CON QUADRO PASSANTE E.86

CROCIERA PER MASCHERE J.59

CRONOMETRI DIGITALI D.95

CUFFIE AURICOLARI K.39-K.40

CURVATUBI A CRICCO N.79

CURVATUBI IDRAULICHE PORTATILI F.56

CURVATUBI MECCANICHE PORTATILI F.56

CUSPIDI INTERCAMBIABILI PER CONTROPUNTE C.106-C.107

CUTTER CON LAME A SETTORI 18 MM F.59-F.60

CUTTER CON LAME A SETTORI 9 MM F.59

CUTTER DI SICUREZZA F.61

CUTTER DI SICUREZZA CON LAME A TRAPEZIO F.61

CUTTER DI SICUREZZA SECUMAX 145 F.62

CUTTER DI SICUREZZA SECUMAX 150 F.62

CUTTER DI SICUREZZA SECUMAX 350 F.62

CUTTER DI SICUREZZA SECUMAX COMBI F.63

CUTTER DI SICUREZZA SECUMAX EASYSAFE F.63

CUTTER DI SICUREZZA SECUMAX RUCK-ZUCK SOS F.63

CUTTER DI SICUREZZA SECUNORM 175 F.65

CUTTER DI SICUREZZA SECUNORM 380 F.65

CUTTER DI SICUREZZA SECUNORM PROFI-L F.66

CUTTER DI SICUREZZA SECUNORM PROFI-R F.66

CUTTER DI SICUREZZA SECUNORM PROFI25 F.65

CUTTER DI SICUREZZA SECUNORM PROFI40 F.65

CUTTER DI SICUREZZA SECUPRO 625 F.64

CUTTER DI SICUREZZA SECUPRO MARTEGO F.64

CUTTER DI SICUREZZA SECUPRO MAXISAFE F.64

CUTTER DI SICUREZZA SECUPRO MERAK F.64

CUTTER FATMAX CON LAMA 25 MM F.62

CUTTER GRAFIX PICCOLO F.66

CUTTER INTERLOCK F.61

CUTTER SECUMAX POLYCUT F.62

DADI ALTI TORNITI C.128

DADI BASSI TORNITI C.127

DADI CON RONDELLA C.128

DADI PROLUNGAMENTO C.128

DEMAGNETIZZATORI DA BANCO N.81

DEPOSITI DI STOCCAGGIO IN POLIETILENE P.42

DEPOSITI PER ESTERNI P.41

DERMOPROTETTIVI PER MANI IN CREMA J.43

DETERGENTE NEUTRO J.32

DETERGENTE PER SUPERFICI LAPPATE D.59

DETERGENTE SANIFICANTE PER MACCHINE UTENSILI H.25

DETERGENTI CONCENTRATI PER LAVAPAVIMENTI J.33

DETERGENTI DI SICUREZZA CONCENTRATI J.32

DETERGENTI PER IDROPULITRICI J.33

DETERGENTI PER IMPIANTI A CALDO J.33

DETERGENTI UNIVERSALI J.33

DIAMETROMETRO F.112

DINAMOMETRI ANALOGICI D.103

DINAMOMETRI DIGITALI D.103

DINAMOMETRI ELETTRONICI M.56-M.57

DINAMOMETRI ELETTRONICI DIGITALI D.103

DINAMOMETRO PER GRU CON LETTURA A DISTANZA M.57

DISCHETTI IN FELTRO MORBIDO G.34

DISCHETTI IN FILO DI COTONE MORBIDO G.34

DISCHI ABRASIVI COMBIDISC G.15

DISCHI ABRASIVI VELCRATI G.13

DISCHI ABRASIVI VELCRATI FORATI G.13, N.39

DISCHI ATTACCO RAPIDO AL CORINDONE G.14

DISCHI ATTACCO RAPIDO CERAMICI G.14

DISCHI ATTACCO RAPIDO IN TESSUTO G.14

DISCHI CIRCOLARI HSS DMO5 (M2) A.243, N.11

DISCHI DA TAGLIO A CENTRO DEPRESSO G.3

DISCHI DA TAGLIO PIANI G.2, G.4, N.35

DISCHI DA TAGLIO PIANI CUBITRON II G.2

DISCHI DIAMANTATI N.36

DISCHI DIAMANTATI FORMA 1A1R G.57

DISCHI FIBRATI ACTIROX G.11

DISCHI FIBRATI CUBITRON II G.12

DISCHI IN FIBRA AL CORINDONE G.10

DISCHI IN FIBRA ALLO ZIRCONIO G.11

DISCHI IN FIBRA CERAMICI ADDITIVATI G.11

DISCHI LAMELLARI AD ALTE PRESTAZIONI G.7-G.8

DISCHI LAMELLARI CONICI CUBITRON II G.9

DISCHI LAMELLARI IN FELTRO G.10

DISCHI LAMELLARI MORBIDI G.9

DISCHI LAMELLARI PIANI CUBITRON II G.8

DISCHI LAMELLARI TELA CARBURO DI SILICIO G.7

DISCHI LAMELLARI TELA OSSIDO DI ALLUMINIO G.6

DISCHI LAMELLARI TELA ZIRCONIO G.5-G.6

DISCHI PER TRATTAMENTO SUPERFICI G.10

DISCO FIBRATO AGGLOMERATO G.11

DISCO IBRIDO PER TAGLIO E SBAVATURA CUBITRON II G.4

DISCO VELCRATO AGGLOMERATO G.13

DISINFETTANTI J.42

DISOLEATORI A DISCO H.32

DISOLEATORI A NASTRO H.32

DISOLEATRICI TOS 2.0 H.33

DISPOSITIVI ANTICADUTA K.48

DISPOSITIVI DI SICUREZZA PER CANNELLI J.62

DISPOSITIVI DI SICUREZZA PER RIDUTTORI J.62

DISPOSITIVI DI SICUREZZA PER TUBI J.62

DISPOSITIVI FERMABARRA PER CAVALLETTI M.88

DISPOSITIVI PER LA TORNITURA DEI MORSETTI TENERI OUTLOCK C.110

DISPOSITIVI STOPBARR REGOLABILI C.110

DISSIPATORI D’ENERGIA K.47

DISTACCANTI PER STAMPAGGIO PLASTICA J.27

DISTRIBUTORI PER BOBINE DI FILM ESTENSIBILE N.131

DOPPI METRI PIEGHEVOLI IN FIBRA F.113

DOPPI METRI PIEGHEVOLI IN LEGNO F.113

DOSATORI DA MURO J.43

DUROMETRI DA BANCO ROCKWELL ANALOGICI D.82

DUROMETRI DA BANCO ROCKWELL DIGITALI MANUALI D.83

DUROMETRI DA BANCO UNIVERSALI ANALOGICI D.83

DUROMETRI LEEB A RIMBALZO D.84

DUROMETRI LEEB COMPATTI A RIMBALZO D.84

DUROMETRI PORTATILI “TOUCH SCREEN” CON STAMPANTE D.84
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DEEP GROOVING AND PARTING BLADES - SINGLE SIDE B.45

DELTA 40 SUPPORT-SINGLE H.28

DELTA 40 SUPPORT-TRIPLE H.28

DEPRESSED CENTRE CUTTING DISCS G.3

DEPRESSED CENTRE GRINDING WHEELS G.3

DEPRESSED CENTRE GRINDING WHEELS, CUBITRON II G.3

DEPTH VERNIER CALIPERS D.19

DERMA-PROTECTIVE CREAM FOR HANDS J.43

DETERGENT FOR HOT CLEANING SYSTEM J.33

DETERGENT FOR LAPPED SURFACES D.59

DETERGENTS FOR HYDRO CLEANERS J.33

DEVICES FOR THE TURNING OF SOFT JAWS OUTLOCK C.110

DF-2 CLEANING WELDING FUMES ASPIRATORS N.72

DIAGONAL CUTTING NIPPERS F.31, F.34

DIAGONAL CUTTING NIPPERS F.31

DIAGONAL CUTTING NIPPERS FOR PLASTIC MATERIALS F.35

DIAGONAL CUTTING NIPPERS TWINFORCE® F.33

DIAGONAL CUTTING NIPPERS VDE INSULATED 1000 VOLTS F.32

DIAL BORE GAUGES D.39

DIAL CALIPERS D.15

DIAL GAUGES FOR EXTERNAL MEASUREMENTS D.37

DIAL GAUGES FOR INTERNAL MEASUREMENTS D.37

DIAL HEIGHT GAUGES D.65

DIAL INDICATOR Ø 56 D.44

DIAL INDICATOR Ø 58 D.44

DIAL INDICATORS Ø 40 D.45-D.46

DIAL INDICATORS Ø 57 D.46

DIAL INDICATORS Ø 58 D.45-D.46

DIAL INDICATORS Ø 60 D.46

DIAL INDICATORS Ø 80 D.47

DIAL INDICATORS Ø 88 D.47

DIAL TEST ACCESSORIES D.47

DIAMOND CUTTING DISCS N.36

DIAMOND DRESSERS G.50

DIAMOND MULTI-TIPPED DRESSER G.50

DIAMOND NEEDLE FILES G.63

DIAMOND PASTES - TYPE KD G.56

DIAMOND PASTES FOR LAPPING G.56

DIAMOND WHEELS FORM 11V9 G.57

DIAMOND WHEELS FORM 12A2D G.57

DIAMOND WHEELS FORM 1A1 G.57

DIAMOND WHEELS FORM 1A1R G.57

DIGITAL AMPEROMETRIC PLIERS D.107

DIGITAL CALIPERS D.6, D.8

DIGITAL CALIPERS IP54 WITH ABSOLUTE FUNCTION D.5

DIGITAL CALIPERS IP66 D.9

DIGITAL CALIPERS IP67 D.4-D.5, D.7

DIGITAL CALIPERS IP67 WITH PRESET D.4

DIGITAL CALIPERS WITH ABSOLUTE FUNCTION D.6

DIGITAL CALIPERS WITH INTERCHANGEABLE TIPS D.12

DIGITAL CALIPERS WITH PRESET D.6

DIGITAL CALIPERS WORK SERIES F.110

DIGITAL CHRONOMETERS D.95

DIGITAL COATING THICKNESS GAUGES D.108-D.109

DIGITAL COUNTING SCALES D.105-D.106

DIGITAL COUNTING SYSTEMS D.106

DIGITAL DEPTH CALIPERS IP54 D.11

DIGITAL DEPTH CALIPERS IP67 D.9

DIGITAL DEPTH CALIPERS WITH MOBILE BRIDGE IP67 D.10

DIGITAL DEPTH CALIPERS WITH PUSH ROD IP67 D.9

DIGITAL DIAL INDICATORS D.42-D.44

DIGITAL DISK MICROMETERS FOR GEARS IP65 D.34

DIGITAL HANGING SCALES D.103

DIGITAL HEIGHT GAUGES D.64

DIGITAL HEIGHT GAUGES WITH CHROMED STEEL CASING D.65

DIGITAL INDICATORS IP67 D.41

DIGITAL MANUAL ROCKWELL HARDNESS TESTERS D.83

DIGITAL MICROMETERS D.23

DIGITAL MICROMETERS IP65 D.22-D.23

DIGITAL MICROMETERS IP67 D.22

DIGITAL MICROSCOPES COMPLETE WITH STAND D.87

DIGITAL POCKET SCALES D.104

DIGITAL PROTACTOR/ INCLINOMETERS D.69

DIGITAL PROTACTOR/INCLINOMETERS D.69

DIGITAL SHORE HARDNESS TESTERS D.81

DIGITAL UNIVERSAL PROTRACTORS WITH SPIRIT LEVEL D.60

DIN 69871 A/D AND MAS403 BT MODULAR MASTER SHANKS B.121

DIRECT MOUNTING INDEPENDENT CHUCKS C.102

DISC BRUSHES WITH HOLE G.26

DISC OIL SKIMMERS H.32

DISHED WASHERS C.131

DISINFECTANT - DEODORANT SPRAY J.42

DISK END MILLS FOR THIN-LAYER CUTTING B.92

DISK MICROMETERS FOR GEARS D.34

DISPOSABLE EARPLUGS K.40

DISPOSABLE EARPLUGS WITH STRING K.41

DISPOSABLE EMBEDDED NITRILE GLOVES K.29

DISPOSABLE FULL OVERALLS WITH HOOD K.33

DISPOSABLE NITRILE GLOVES K.29

DISPOSABLE VINYL GLOVES K.30

DISSOLDERING PIPES J.49

DISTRIBUTORS FOR STRETCH FILM COILS N.131

DIVIDERS F.109

DIVIDERS WITH SETTING WING F.109

DOCUMENT CONTAINERS FOR WX9455 TROLLEYS E.107

DOUBLE COLUMN DIGITAL HEIGHT GAUGES D.63-D.64

DOUBLE ENDED OFFSET RING WRENCHES E.9

DOUBLE ENDED OFFSET RING WRENCHES IN SET E.9

DOUBLE FORM KNURLING HOLDERS FOR CONVENTIONAL LATHES B.50

DOUBLE GUIDED SELF-CENTERING CHUCKS 3 JAWS C.97

DOUBLE GUIDED SELF-CENTERING CHUCKS 3 JAWS AND 3 CLAMPS C.98

DOUBLE GUIDED SELF-CENTERING CHUCKS 4 JAWS C.98

DOUBLE HEADED SOCKET WRENCHES E.12

DOUBLE HEADED SOCKET WRENCHES IN SET E.12

DOUBLE HOOK DEPTH VERNIER CALIPERS D.19

DOUBLE HOOK DIGITAL DEPTH CALIPERS IP54 D.11

DOUBLE LEVER ACTION CUTTING NIPPERS COBOLT® F.34

DOUBLE LEVER ACTION CUTTING NIPPERS COBOLT® F.34

DOUBLE LEVER ACTION CUTTING NIPPERS WITH BENT HEAD COBOLT® F.34

DOUBLE LEVER ACTION CUTTING NIPPERS WITH SPRING COBOLT® F.34

DOUBLE LIFTING CHAIN SLINGS M.64

DOUBLE MAGNIFYING GLASSES D.90
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DUROMETRI SHORE ANALOGICI D.81

DUROMETRI SHORE DIGITALI D.81

ELETTRODI BASICI PER ACCIAI AL CARBONIO J.50

ELETTRODI IN TUNGSTENO AL LANTANIO J.51

ELETTRODI IN TUNGSTENO PURO J.51

ELETTRODI PER ACCIAI INOSSIDABILI J.50

ELETTRODI RUTILI PER ACCIAI AL CARBONIO J.50

ELEVATORI A BATTERIA A FORCHE FISSE M.77

ELEVATORI MANUALI A FORCHE FISSE M.77

ELMETTI K.39, M.7

ELMETTI DI PROTEZIONE K.48

ESTRATTORI A 2 GRIFFE F.82

ESTRATTORI A 2 GRIFFE REGOLABILI IN ALTEZZA F.82

ESTRATTORI A 3 GRIFFE AUTOCENTRANTI F.83

ESTRATTORI A 3 GRIFFE REGOLABILI IN ALTEZZA F.83

ESTRATTORI A 3 GRIFFE REVERSIBILI F.83

ESTRATTORI CONICI PER VITI E PRIGIONIERI F.84

ESTRATTORI CONICI PER VITI E PRIGIONIERI IN KIT F.84

ESTRATTORI PER CONI MORSE N.50

ESTRATTORI PER MASCHI ROTTI N.60

ESTRATTORI PER VITI IN KIT N.60

ESTRATTORI SEMIAUTOMATICI PER CONI MORSE N.50

ESTRATTORI-SEPARATORI F.84

ETICHETTA LISTA- SCRIPT P.11

FASCETTE PER CABLAGGIO STANDARD IN POLIAMMIDE 6.6 F.104

FASCETTE STRINGITUBO MM 12 W2B AISI 430 IN ROTOLO F.105

FASCETTE STRINGITUBO MM 14 W2B AISI 430 IN KIT F.105

FASCETTE STRINGITUBO MM 9 W2B AISI 430 IN KIT F.105

FASCETTE STRINGITUBO W2B IN ACCIAIO AISI 430 DIN 3017 F.106

FASCETTE STRINGITUBO W4 ACCIAIO INOX AISI 304 DIN 3017 F.107

FELPE POWER K.3

FELTRI CON GAMBO G.33-G.34

FILETTI RIPORTATI IN ACCIAIO INOX N.108

FILI PIENI PER ACCIAI AL CARBONIO J.51

FILI PIENI PER ACCIAI INOSSIDABILI J.51

FILI SIGILLARACCORDI FILETTATI J.15

FILIERE FISSE TAGLIO DESTRO - BSPT A.114

FILIERE FISSE TAGLIO DESTRO - BSW A.114

FILIERE FISSE TAGLIO DESTRO - GAS A.113

FILIERE FISSE TAGLIO DESTRO - M A.109, A.111

FILIERE FISSE TAGLIO DESTRO - MF A.110

FILIERE FISSE TAGLIO DESTRO - NPT A.115

FILIERE FISSE TAGLIO DESTRO - PG A.114

FILIERE FISSE TAGLIO DESTRO - TIN - M A.112

FILIERE FISSE TAGLIO DESTRO - TIN - MF A.112

FILIERE FISSE TAGLIO DESTRO - UNC A.113

FILIERE FISSE TAGLIO DESTRO - UNF A.113

FILIERE FISSE TAGLIO SINISTRO - M A.110

FILIERE FISSE TAGLIO SINISTRO - MF A.111

FILIERE MANUALI PER IDRAULICI F.58

FILIERE MANUALI PER IDRAULICI - TESTINE DI RICAMBIO F.58

FILM ESTENSIBILI COLORATI N.130

FILM ESTENSIBILI TRASPARENTI N.130

FILM SEMIOLEOSI ANTICORROSIVI ANTIOSSIDANTI A BASE SINTETICA J.27

FILTRI PER SEMIMASCHERE A DUE FILTRI K.46

FILTRI REGOLATORI L.21

FILTRI SINTETICI CARTUCCIA INTERNA PER ABBATTITORI DI NEBBIE IN KIT H.39

FLANGE DI RIDUZIONE PER RUOTE ABRASIVE G.24

FLESSOMETRI F.114-F.115

FLESSOMETRI DUAL STOP F.113

FLESSOMETRI PROFI-LINE 5M E.38, F.113, N.125

FLUIDI DA TAGLIO H.18-H.19

FLUIDI DA TAGLIO A BASE SINTETICA H.19

FLUIDI DI ACCOPPIAMENTO D.111

FLUIDI MINERALI SENZA BORO CLORO E DONATORI DI FORMALDEIDE H.9

FLUIDI MINERALI SENZA BORO E DONATORI DI FORMALDEIDE H.6-H.8

FLUIDI SEMISINTETICI SENZA BORO CLORO E DONATORI DI FORMALDEIDE H.10

FLUIDI SINTETICI SENZA BORO E DONATORI DI FORMALDEIDE H.5

FORBICI DA UFFICIO F.50

FORBICI MULTIUSO SECUMAX 565 F.50

FORBICI PER ELETTRICISTA F.50

FORBICI PER ELETTRICISTA INOX F.49

FORBICI PER ELETTRICISTA MICRODENTATE F.49

FORBICI PROFESSIONALI MULTIUSO F.50

FORBICI TAGLIA REGGIA IN POLIESTERE N.129

FORMAGUARNIZIONI AUTOLIVELLANTI SILICONICHE ROSSE J.10-J.11

FORMAGUARNIZIONI PLASTICA AL SOLVENTE J.10

FORMAGUARNIZIONI SILICONICO NERO J.11

FRENAFILETTI A BASSA RESISTENZA MECCANICA J.12

FRENAFILETTI A MEDIA RESISTENZA MECCANICA J.12-J.13

FRENAFILETTI PENETRANTI A MEDIO/ALTA RESISTENZA MECCANICA J.14

FRESA A DISCO PER TAGLI SOTTILI B.92

FRESA AD ELICA PER SMUSSATURE PESANTI B.64

FRESA CON PASSO VARIABILE Z4 A.137

FRESE A DISCO A TRE TAGLIENTI A.202

FRESE A DISCO A TRE TAGLIENTI PER SPESSORI SOTTILI A.203

FRESE A FILETTARE PER INTERPOLAZIONE - NPT A.117

FRESE A FILETTARE PER INTERPOLAZIONE 2XD - GAS A.116

FRESE A FILETTARE PER INTERPOLAZIONE 2XD - M-MF A.116

FRESE A FILETTARE PER INTERPOLAZIONE 2XD - UN A.117

FRESE A LAMARE MODULARI GRANDEZZA 1 B.115

FRESE A SMUSSARE IN SPINTA E TRAZIONE A 45° A.185

FRESE A SVASARE MODULARI GRANDEZZA 1 B.116

FRESE A TAGLIENTI INCROCIATI Z2 A.159

FRESE A TAZZA CON DENTI IN METALLO DURO N.60

FRESE A TAZZA IN HSS CON ROMPITRUCIOLO N.59

FRESE A TAZZA IN HSSE PER ACCIAIO E ACCIAIO INOX N.59

FRESE AD ANGOLO CONVERGENTE A.201

FRESE AD ANGOLO DIVERGENTE A.200

FRESE AD ELICA PER SMUSSATURE PESANTI B.67

FRESE AD ELICA PER SPALLAMENTO RETTO 90° B.63, B.66

FRESE AD INSERTI MONOLATERALI B.72-B.73

FRESE AD INSERTI PER FINITURE B.86

FRESE AD INSERTI PER SPALLAMENTO RETTO B.75

FRESE CON PASSO ED ELICA VARIABILE Z3 A.132

FRESE CON PASSO VARIABILE Z4 A.138

FRESE CON PASSO VARIABILE Z5 A.144

FRESE CON TAGLIENTE LUNGO Z3 A.133

FRESE CON TAGLIENTE LUNGO Z4 A.140

FRESE CONICHE A GRADINO N.51

FRESE CONICHE A GRADINO IN KIT N.51

FRESE CONICHE PER LAMIERE N.52

ITEM PAG. ITEM PAG.

VIII

DOUBLE OPEN ENDED WRENCHES E.7

DOUBLE OPEN ENDED WRENCHES IN FOAM E.8, E.109

DOUBLE OPEN ENDED WRENCHES IN SET E.8, E.61, N.88

DOUBLE OPEN ENDED WRENCHES INCH E.9

DOUBLE RUBBER HOSE FOR OXY/ACETYLENE J.61

DOUBLE SIDE HEXAGONAL INSERTS SHELL MILLS B.61

DOUBLE SIDE INSERTS TOROIDAL SHELL MILLS FOR ADVANCE FEED B.79

DOUBLE-SIDE INSERTS HIGH FEED END MILLS B.77

DOUBLE-SIDE INSERTS TOROIDAL END MILLS FOR ADVANCE FEED B.78

DOVETAIL CUTTERS A.200

DRAWER ROLLER CABINETS P.23

DRAWERS FOR WORKBENCHES P.3

DRILL BIT SET FOR MASONRY/CONCRETE N.61

DRILL BITS FOR BI-METAL HOLE SAWS N.58

DRILL BITS FOR MASONRY/CONCRETE WITH FOUR SPIRAL SDS PLUS N.62

DRILL BUSHES DIN 172 – LONG SERIES N.106

DRILL BUSHES DIN 172 – SHORT SERIES N.105

DRILL BUSHES DIN 179 – LONG SERIES N.105

DRILL BUSHES DIN 179 – SHORT SERIES N.105

DRILL CHUCKS ARBOR DIN 2080 C.52

DRILLING MACHINE PECK 18 N.2

DRILLING MACHINE PECK 25 N.3

DRILLING MACHINE PECK 30 N.4

DRILLING MACHINE WITH 6 SPEEDS N.4

DRILLS - EXTRA-LONG SERIES A.46-A.47

DRILLS - LONG SERIES A.44-A.46

DRILLS DOUBLE LAND 5XD - COOLANT HOLES A.17

DRILLS FOR WELDING POINTS N.55

DRILLS MORSE TAPER SHANK A.48-A.49

DRILLS MORSE TAPER SHANK - EXTRA-LONG SERIES A.50

DRILLS MORSE TAPER SHANK - LONG SERIES A.49

DRILLS REAMERS 3XD - COOLANT HOLES A.19

DRILLS REAMERS 5XD - COOLANT HOLES A.20

DRILLS REINFORCED SHANK 12XD - COOLANT HOLES A.16

DRILLS REINFORCED SHANK 20XD - COOLANT HOLES A.16

DRILLS REINFORCED SHANK 3XD A.9, A.11

DRILLS REINFORCED SHANK 3XD - COOLANT HOLES A.12, A.18

DRILLS REINFORCED SHANK 5XD A.13

DRILLS REINFORCED SHANK 5XD - COOLANT HOLES A.10, A.14, A.19

DRILLS REINFORCED SHANK 7XD - COOLANT HOLES A.15

DRILLS WITH INTERCHANGABLE HEAD - 3XD WELDON SHANK B.98

DRILLS WITH INTERCHANGEABLE HEAD - 5XD WELDON SHANK B.99

DRILLS WITH INTERCHANGEABLE HEAD - 8XD WELDON SHANK B.100

DRILLS WITH MAGNETIC BASE N.5

DRILLS WITH REDUCED SHANK N.53

DRILLS WITH REINFORCED SHANK - COOLANT HOLES A.22

DRILLS WITH REINFORCED SHANK 180° 3XD - COOLANT HOLES A.21

DRIVEN TOOL HOLDERS KIT BMT 65 C.85

DRIVEN TOOL HOLDERS BMT55 C.84

DRIVEN TOOL HOLDERS MZ1 C.88

DRIVEN TOOL HOLDERS MZ2 C.88

DRIVEN TOOL HOLDERS N44 C.86

DRIVEN TOOL HOLDERS N55 C.87

DRIVEN TOOL HOLDERS NL C.82

DRIVEN TOOL HOLDERS NZ C.83

DRIVEN TOOL HOLDERS S68 C.89

DRIVEN TOOL HOLDERS VDI30 DIN5480 C.81

DRIVEN TOOL HOLDERS VDI40 DIN5480 C.81

DRIVEN TOOLHOLDERS FOR CNC LATHES C.80

DRIVING RING DIN 6366/1 FOR COMBI SHELL MILL HOLDERS C.74

DRUM TROLLEY FOR AIR PULSOMETER J.40

DRUMS LIFTING CLAMPS M.55

DRY PRESSURE MANOMETERS - BOTTOM CONNECTION - ABS CASE L.22

DRY PRESSURE MANOMETERS - REAR CONNECTION - ABS CASE L.22

DUAL STOP POCKET TAPE MEASURES F.113

DUAL-COMPONENT PLASTIC HANDLES FOR FILES G.64

DUST-BIN BAGS FOR RE-CYCLING J.46

DUSTBIN HOLDERS J.46

DUSTFREE LATEX DISPOSABLE GLOVES K.28

DYNAMOMETERS FOR CRANES WITH REMOTE READING M.57

EARMUFFS K.39-K.40

ECOLOGICAL BENCH GRINDERS 400V N.15

ECOLOGICAL POLISHING MACHINES N.15

ELECTRIC ANGLE GRINDERS N.32-N.36

ELECTRIC AXIAL GRINDERS N.37

ELECTRIC BELT SANDERS N.40

ELECTRIC CANTILEVER CRANES WITH BALLAST M.80

ELECTRIC CANTILEVER CRANES WITH BALLAST WITH ELECTRIC JIB EXTENSION M.81

ELECTRIC CHAIN HOISTS - BMH M.5

ELECTRIC CHAIN HOISTS - GP M.3

ELECTRIC CHAIN HOISTS - HANDY M.4

ELECTRIC CIRCULAR SAW BLADES N.42

ELECTRIC ELEVATING PLATFORMS M.83

ELECTRIC HEAT GUNS N.43

ELECTRIC JIG SAWS N.41

ELECTRIC LIFT PALLET TRUCKS M.85

ELECTRIC MANIPULATORS WITH CABLE M.47

ELECTRIC MARKING PENS N.81

ELECTRIC NIBBLERS N.43

ELECTRIC ORBITAL SANDERS N.38

ELECTRIC PIVOTING CRANES 360° WITH BALLAST WITH MANUAL JIB EXTENSION M.78

ELECTRIC PIVOTING CRANES 360° WITH ELECTRIC JIB EXTENSION M.79

ELECTRIC REVERSIBLE ANGLED DRILLS N.28

ELECTRIC REVERSIBLE DRILLS N.28

ELECTRIC REVERSIBLE IMPACT DRILLS N.28-N.29

ELECTRIC ROTO-ORBITAL SANDERS N.39

ELECTRIC SDS MAX ROTARY HAMMERS N.31

ELECTRIC SDS PLUS REVERSIBLE ROTARY HAMMERS N.30-N.31

ELECTRIC SHEARS N.42

ELECTRIC UNIVERSAL SAWS N.42

ELECTRICALLY POWERED LIFTING MAGNETS M.70

ELECTRICIAN’S KNIFE INSULATED 1000 VOLTS VDE F.25

ELECTRICIAN’S SCISSORS - STAINLESS STEEL BLADES F.49

ELECTRODE HOLDER PLIERS J.55

ELECTRODE HOLDERS J.55

ELECTRODES FOR STAINLESS STEEL J.50

ELECTRONIC DYNAMOMETERS M.56-M.57

ELECTRONIC EDGE FINDERS D.56

ELECTRONIC MEASURING GAUGES FOR EXTERNAL MEASUREMENT D.35

ELECTRONIC MEASURING GAUGES FOR INTERNAL MEASUREMENT D.35

ELECTRONIC MEASURING GAUGES FOR SEEGER D.36

ELECTRONIC TORQUE WRENCHES E.82
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FRESE CONICHE PER LAMIERE IN KIT N.52

FRESE FINITRICI Z6 A.158

FRESE HIGH FEED Z2 - Z3 A.174

FRESE MULTIFUNZIONALI 90° Z2 A.188

FRESE MULTIFUNZIONALI AD INSERTO TONDO B.82-B.83

FRESE PASSO VARIABILE SERIE EXTRA LUNGA Z4 A.143

FRESE PASSO VARIABILE SERIE LUNGA Z4 A.143

FRESE PASSO VARIABILE SERIE LUNGA Z5 A.146

FRESE PASSO VARIABILE SERIE LUNGA Z7 A.147

FRESE PASSO VARIABILE Z4 A.142

FRESE PASSO VARIABILE Z5 A.145

FRESE PER CAVE A “ T “ A.199

FRESE PER CAVE Z2 A.123, A.192-A.194

FRESE PER CAVE Z2 TAGLIENTE AL CENTRO A.124-A.125

FRESE PER CAVE Z3 A.128, A.193-A.194

FRESE PER CAVE Z4 A.136, A.193-A.194

FRESE PER ELEVATI AVANZAMENTI Z6 A.175

FRESE PER ELEVATO AVANZAMENTO AD INSERTI BILATERALI B.76-B.77

FRESE PER ELEVATO AVANZAMENTO AD INSERTI MONOLATERALI B.80-B.81

FRESE PER FINITURA AD INSERTI B.84

FRESE PER LAMATURA ED ALESATURA AD INSERTI - BITAGLIENTE B.110

FRESE PER LAMATURA ED ALESATURA AD INSERTI - MONOTAGLIENTE B.108

FRESE PER LAMATURA ED ALESATURA IN TRAZIONE AD INSERTI B.112

FRESE PER LEGHE DI ALLUMINIO Z3 A.153

FRESE PER LEGHE LEGGERE ELICA SINISTRA Z1 A.149

FRESE PER LEGHE LEGGERE Z1 A.148

FRESE PER LEGHE LEGGERE Z2 A.150

FRESE PER LEGHE LEGGERE Z3 A.151-A.152

FRESE PER RAGGI CONCAVI A.186

FRESE PER SCANALATURE E TAGLI B.90-B.91

FRESE PER SCANALATURE ESTERNE ED INTERNE B.93

FRESE PER SEDI DI CHIAVETTA WOODRUFF A.198

FRESE PER SMUSSATURA 90° Z4 A.187

FRESE PER SMUSSATURE AD INSERTI B.97

FRESE PER SMUSSI AD INSERTI B.96

FRESE PER SMUSSI E CENTRATURA B.95

FRESE PER SMUSSI E SVASATURE REGOLABILI B.97

FRESE PER SPALLAMENTO RETTO 90° ATTACCO A MANICOTTO B.62, B.65

FRESE PER SPALLAMENTO RETTO 90° ATTACCO A VITE B.63

FRESE PER SPALLAMENTO RETTO 90° ATTACCO WELDON B.62, B.65

FRESE PER SPALLAMENTO RETTO AD INSERTI MONOLATERALI B.68-B.71, B.74

FRESE PER SPIANATURA AD INSERTI ESAGONALI BILATERALI B.61

FRESE PER SPIANATURA AD INSERTI QUADRI MONOLATERALI B.60

FRESE PER SUPERFINITURE MULTITAGLIO CON TAGLIENTE AL CENTRO A.154-A.155

FRESE ROTATIVE IN HSS G.46

FRESE ROTATIVE IN METALLO DURO G.44-G.45

FRESE ROTATIVE IN METALLO DURO - FORMA KEL G.41

FRESE ROTATIVE IN METALLO DURO - FORMA KUD G.37

FRESE ROTATIVE IN METALLO DURO - FORMA RBF G.39

FRESE ROTATIVE IN METALLO DURO - FORMA RBF - IN KIT G.39

FRESE ROTATIVE IN METALLO DURO - FORMA SKM G.40

FRESE ROTATIVE IN METALLO DURO - FORMA SPG G.40

FRESE ROTATIVE IN METALLO DURO - FORMA TRE G.41

FRESE ROTATIVE IN METALLO DURO - FORMA WRC G.38

FRESE ROTATIVE IN METALLO DURO - FORMA WRC - IN KIT G.38

FRESE ROTATIVE IN METALLO DURO - FORMA ZYAS G.36

FRESE ROTATIVE IN METALLO DURO - FORMA ZYAS - IN KIT G.36

FRESE ROTATIVE IN METALLO DURO CON GAMBO PROLUNGATO - FORMA WRC G.42

FRESE ROTATIVE IN METALLO DURO CON GAMBO PROLUNGATO - FORMA ZYAS G.42

FRESE ROTATIVE IN METALLO DURO PER STAMPI E MATRICI G.42

FRESE SEMISFERICHE PASSO VARIABILE Z4 A.179

FRESE SEMISFERICHE PER ALLUMINIO Z2 A.181

FRESE SEMISFERICHE PER LEGHE LEGGERE Z3 A.180

FRESE SEMISFERICHE Z2 A.176-A.178, A.182, A.195

FRESE SERIE LUNGA Z3 A.196

FRESE SGROSSATRICI MULTITAGLIENTE A.163, A.197

FRESE SGROSSATRICI MULTITAGLIENTE - ELICA VARIABILE A.164

FRESE SGROSSATRICI MULTITAGLIENTI A.165

FRESE SGROSSATRICI PER LEGHE LEGGERE Z3 A.166-A.167

FRESE SGROSSATRICI Z4 A.162

FRESE SUPERFINITRICI MULTITAGLIENTI A.157

FRESE SUPERFINITRICI SENZA TAGLIENTE AL CENTRO Z6 A.156

FRESE TOROIDALI CON PASSO VARIABILE Z4 A.168

FRESE TOROIDALI E PER ELEVATO AVANZAMENTO AD INSERTI BILATERALI B.78-B.79

FRESE TOROIDALI E PER ELEVATO AVANZAMENTO

AD INSERTI BILATERALI - FISSAGGIO A VITE B.78

FRESE TOROIDALI PER LEGHE LEGGERE Z3 A.171

FRESE TOROIDALI Z4 A.169-A.170, A.172

FRESE Z2 A.122

FRESE Z3 A.126-A.127, A.129-A.131

FRESE Z4 A.134-A.135, A.139, A.141

FUNI DI SOLLEVAMENTO TONDE AD ANELLO M.58

FUSTELLE A CAVALLOTTO DIN 7200 A F.28

FUSTELLE A CAVALLOTTO DIN 7200 A IN SERIE F.29

FUSTELLE INTERCAMBIABILI F.29

FUSTELLE INTERCAMBIABILI CON IMPUGNATURA - KIT 16 PEZZI F.29

FUSTELLE INTERCAMBIABILI CON IMPUGNATURA - KIT 32 PEZZI F.29

FUSTI A BOCCA LARGA F.124

GALLETTI IN TECNOPOLIMERO - VITE ZINCATA N.117

GANASCE MAGNETICHE PER MORSE N.79

GANASCE PER MORSE ORIENTABILI N.77

GANASCE PER MORSE WX7800 N.74

GANASCE PER MORSE WX7810 - WX7860 - WX7870 N.74

GANASCE PER MORSE WX7900 N.76

GANASCE PER MORSE WX7910 N.77

GANASCE STRINGITUBO PER MORSE WX7840 N.75

GANCI ACCORCIATORI PER PENDENTI CON CATENA M.65

GANCI CON LINGUETTA DI SICUREZZA PER PENDENTI M.65

GANCI CON LINGUETTA DI SICUREZZA PER PENDENTI CON CATENA M.65

GANCI GIREVOLI CON LINGUETTA DI SICUREZZA M.65

GANCI GIUNZIONE PER CATENA IN PLASTICA K.50

GANCI IN ACCIAIO ZINCATO PER REGGE TESSILI E COMPOSITE N.126

GESSETTI BIANCHI QUADRATI F.117

GETTI PER TORNI - 100 BAR H.43

GETTI PER TORNI - 33 BAR H.43

GETTI PER TORNI CNC - 10 BAR H.42

GETTI PER TORNI JJ - 10 BAR H.42

GETTI PER TORNI SB - 10 BAR H.42

GHIERE ESAGONALI PER PINZE ER DIN6499 C.68

GHIERE MINI PER PINZE ER DIN6499 C.68

GHIERE STANDARD BILANCIATE PER PINZE ER DIN6499 C.68

GIACCHE DA LAVORO BLU IN COTONE MASSAUA SANFORIZZATO K.5

ITEM PAG. ITEM PAG.

IX

ELECTRONIC WELDING MASKS J.60

EMERGENCY KIT ANTI-OIL SPILL H.35

EMULSION OXYGENATORS H.31, N.68

END BRUSHES WITH SHANK G.26

END BRUSHES WITH SHANK G.26

END CUTTING NIPPERS FOR MECHANICS F.35

END MILLS FOR ALUMINUM ALLOYS LEFT HELIX Z1 A.149

END MILLS FOR ALUMINUM ALLOYS Z1 A.148

END MILLS FOR ALUMINUM ALLOYS Z2 A.150

END MILLS FOR ALUMINUM ALLOYS Z3 A.151-A.153

END MILLS FOR SLOTTING Z2 A.123

END MILLS FOR SLOTTING Z2 CENTER CUTTING A.124

END MILLS FOR SLOTTING Z2 CENTRAL CUTTING A.125

END MILLS FOR SLOTTING Z3 A.128

END MILLS FOR SLOTTING Z4 A.136

END MILLS LONG SERIES Z3 A.133

END MILLS LONG SERIES Z4 A.140

END MILLS VARIABLE PITCH LONG SERIES Z4 A.143

END MILLS VARIABLE PITCH LONG SERIES Z5 A.146

END MILLS VARIABLE PITCH LONG SERIES Z7 A.147

END MILLS VARIABLE PITCH SERIES EXTRA LONG Z4 A.143

END MILLS VARIABLE PITCH Z4 A.142

END MILLS VARIABLE PITCH Z5 A.145

END MILLS WITH VARIABLE PITCH Z3 A.132

END MILLS WITH VARIABLE PITCH Z4 A.137

END MILLS WITH VARIABLE PITCH Z4 - CENTRE CUTTING A.138

END MILLS WITH VARIABLE PITCH Z5 A.144

END MILLS Z2 A.122, A.192-A.194

END MILLS Z3 A.126-A.127, A.129-A.131, A.193-A.194

END MILLS Z4 A.134-A.135, A.139, A.141, A.194

END-CUTTING BOLT CUTTERS COMBICUT® 433V F.44

ENERGY ABSORBING SYSTEM K.47

ENGINE OIL J.31

ENGINEER’S BLUE D.59

ENGINEER’S FILES - FLAT G.59

ENGINEER’S FILES - HALF-ROUND G.59

ENGINEER’S FILES - IN SERIES G.60

ENGINEER’S FILES - ROUND G.59

ENGINEER’S FILES - SQUARE G.60

ENGINEER’S FILES - TRIANGULAR G.60

EPOXY MANUAL DISPENSING APPLICATOR J.7

ER COLLECT CHUCKS MAS 403 BT AD+B C.24-C.25

ER COLLET CHUCKS CYLINDRICAL SHANK DIN 1835A C.57

ER COLLET CHUCKS DIN 2080 C.51

ER COLLET CHUCKS DIN 69871 SK AD+B C.4-C.5

ER COLLET CHUCKS DIN 69893 HSK A C.39

ER COLLET CHUCKS DIN69871 SK AD+B C.3

ER COLLET CHUCKS FLAT CYLINDRICAL SHANK DIN 1835A C.57

ER COLLET CHUCKS MAS 403 BT AD+B C.25-C.26

ER MINI COLLET CHUCKS CYLINDRICAL SHANK DIN 1835A C.56

ER MINI COLLET CHUCKS DIN 69871 SK AD+B C.5

ER MINI COLLET CHUCKS DIN 69893 HSK A C.40

ER MINI COLLET CHUCKS MAS 403 BT AD+B C.26

ER TAPPING ATTACHMENTS C.65

ER/EX COLLET CHUCKS VDI DIN 6499/B C.92

ER11 SPRING COLLETS - EXTRA-PRECISE C.59

ER11 SPRING COLLETS - STANDARD C.59

ER11 SPRING COLLETS SET C.59

ER16 SPRING COLLETS - EXTRA-PRECISE C.59-C.60

ER16 SPRING COLLETS - STANDARD C.60

ER16 SPRING COLLETS FOR RIGID TAPPING C.65

ER16 SPRING COLLETS SET C.60

ER20 SPRING COLLETS - EXTRA-PRECISE C.60

ER20 SPRING COLLETS - STANDARD C.61

ER20 SPRING COLLETS SET C.61

ER25 SPRING COLLETS - SEALED C.62

ER25 SPRING COLLETS - EXTRA-PRECISE C.61

ER25 SPRING COLLETS - STANDARD C.62

ER25 SPRING COLLETS FOR RIGID TAPPING C.66

ER25 SPRING COLLETS SET C.62

ER32 SPRING COLLETS - SEALED C.63

ER32 SPRING COLLETS - SEALED JET C.63

ER32 SPRING COLLETS - EXTRA-PRECISE C.62

ER32 SPRING COLLETS - EXTRA-PRECISE C.63

ER32 SPRING COLLETS - STANDARD C.63

ER32 SPRING COLLETS FOR RIGID TAPPING C.66

ER32 SPRING COLLETS SET C.64

ER40 SPRING COLLETS - EXTRA-PRECISE C.64

ER40 SPRING COLLETS - STANDARD C.64

ER40 SPRING COLLETS SET C.65

ER8 SPRING COLLETS - STANDARD C.59

ERGONOMIC HANDLES F.68

EVA TRAY MODULES A 2 EMPTY TRAYS E.51, E.113

EVOCAM VIDEO-MICROSCOPES II D.101

EXTENDED MAGNETIC DIAL INDICATOR STANDS D.52

EXTENDED NUTS FOR T-SLOTS C.129

EXTENSION BRIDGES AND ACCESSORIES - D86 - D320 B.123

EXTENSION NUTS C.128

EXTENSION SOCKET SUPPORTS TYPE D FOR TOOL CABINETS E.105

EXTENSIONS FOR COLUMN MOUNTED CRANES M.21

EXTENSIONS FOR SOCKETS E.48

EXTENSIONS WITH SAFETY LOCK FOR SOCKETS E.47

EXTERNAL COUNTERSINKS 90° Z3 A.221

EXTERNAL GROOVING ISO 7 BRAZED TOOLS B.54

EXTERNAL GROOVING TOOLHOLDERS TRIANGOLAR INSERTS B.49

EXTERNAL MICROMETERS D.24-D.26

EXTERNAL MICROMETERS IN SET D.25

EXTERNAL MICROMETERS SET D.25

EXTERNAL MICROMETERS WITH DIAL INDICATOR D.24

EXTERNAL THREADS DIGITAL MICROMETERS IP65 D.33

EXTERNAL THREADS MICROMETERS D.34

EXTERNAL TURNING ISO 2 BRAZED TOOLS B.53

EXTERNAL TURNING ISO 6 BRAZED TOOLS B.53

EXTERNAL TURNING TOOL HOLDERS FOR POSITIVE INSERTS - R SHAPE B.14

EXTERNAL TURNING TOOLHOLDERS - NEGATIVE INSERTS - C SHAPE B.4

EXTERNAL TURNING TOOLHOLDERS - NEGATIVE INSERTS - D SHAPE B.5

EXTERNAL TURNING TOOLHOLDERS - NEGATIVE INSERTS - S SHAPE B.6

EXTERNAL TURNING TOOLHOLDERS - NEGATIVE INSERTS - T SHAPE B.7

EXTERNAL TURNING TOOLHOLDERS - NEGATIVE INSERTS - W SHAPE B.9

EXTERNAL TURNING TOOLHOLDERS - POSITIVE INSERTS - C SHAPE B.10

EXTERNAL TURNING TOOLHOLDERS - POSITIVE INSERTS - D SHAPE B.12

EXTERNAL TURNING TOOLHOLDERS - POSITIVE INSERTS - K SHAPE B.13
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GILET AD ALTA VISIBILITA’ ARANCIO IN POLIESTERE K.4

GILET ESTIVI POWER K.4

GILET INVERNALI POWER K.4

GIRAFILIERE A TUBO F.98

GIRAFILIERE IN ACCIAIO A.115, F.98

GIRAFILIERE IN PRESSOFUSIONE F.98

GIRAMASCHI A CRICCHETTO F.97

GIRAMASCHI A T CON MANDRINO A QUATTRO GRIFFE F.97

GIRAMASCHI REGOLABILI IN ACCIAIO STAMPATO A.107, F.97

GIRAMASCHI REGOLABILI IN PRESSOFUSIONE F.97

GIRATUBI A CATENA REVERSIBILE F.52

GIRATUBI A CATENA REVERSIBILI F.52

GIRATUBI CON GANASCE A 45° - 111 F.52

GIRATUBI CON GANASCE A 45° SAGOMATE - 100 F.51

GIRATUBI MODELLO AMERICANO F.51

GIRATUBI MODELLO AMERICANO CON CORPO IN ALLUMINIO F.51

GIRATUBI MODELLO SVEDESE CON GANASCE A 45° SOTTILI F.52

GIRATUBI MODELLO SVEDESE CON GANASCE A 45° SOTTILI SAGOMATE F.52

GIRATUBI MODELLO SVEDESE CON GANASCE A 90° F.51

GIRATUBI X-GRIP CON GANASCE A 45° - 115 F.51

GIRAVITI A MASCHIO ESAGONALE CON TESTA SFERICA E.21

GIRAVITI A MASCHIO ESAGONALE CON TESTA SFERICA IN FOAM E.22, E.110

GIRAVITI CERCAFASE PER CAVI UNIPOLARI 150-250 VOLT E.65

GIRAVITI CERCAFASE UNIPOLARI 220-250 VOLT E5900 E.65

GIRAVITI CERCAFASE UNIPOLARI A NORMA VDE E.65

GIRAVITI CON IMPUGNATURA ERGONOMICA KIT E6091 E.77

GIRAVITI CON IMPUGNATURA ERGONOMICA KIT E6092 E.77

GIRAVITI CON RITEGNO PER VITI CON IMPRONTA TORX® 367 HF E.31

GIRAVITI DINAMOMETRICI A SCATTO E.80

GIRAVITI DINAMOMETRICI REGOLABILI 7400 E.80

GIRAVITI INOX PER VITI A TAGLIO 3334 E.64

GIRAVITI INOX PER VITI A TAGLIO 3335 E.64

GIRAVITI INOX PER VITI CON IMPRONTA A CROCE PHILLIPS® 3350 PH E.67

GIRAVITI INOX PER VITI CON IMPRONTA A CROCE POZIDRIV® 3355 PZ E.69

GIRAVITI INOX PER VITI CON IMPRONTA TORX® 3367 E.31

GIRAVITI ISOLATI 1000 VOLT KRAFTFORM PLUS - KIT 160 I/165 I/7 VDE E.79

GIRAVITI ISOLATI 1000 VOLT KRAFTFORM PLUS - KIT 160 I/6 VDE E.79

GIRAVITI ISOLATI 1000 VOLT KRAFTFORM PLUS - KIT 160 I/7 VDE E.79

GIRAVITI ISOLATI 1000 VOLT PER VITI A TAGLIO 160I VDE E.65

GIRAVITI ISOLATI 1000 VOLT PER VITI CON IMPRONTA A CROCE PHILLIPS® 162I PH VDE E.67

GIRAVITI ISOLATI 1000 VOLT PER VITI CON IMPRONTA A CROCE POZIDRIV® 165I PZ VDE E.69

GIRAVITI KRAFTFORM MICRO - KIT 12 ELECTRONICS 1 CON CUSTODIA E.75

GIRAVITI KRAFTFORM MICRO - KIT 2035/6 A E.73

GIRAVITI KRAFTFORM MICRO - KIT 2052/6 E.73

GIRAVITI KRAFTFORM MICRO - KIT 2067/6 TORX® BO E.74

GIRAVITI KRAFTFORM MICRO - KIT ESD 1578 A/6 E.74

GIRAVITI KRAFTFORM PLUS - KIT 3334/3350/3355/6 E.78

GIRAVITI KRAFTFORM PLUS - KIT 3334/6 E.78

GIRAVITI KRAFTFORM PLUS - KIT 334 SK/6 E.76

GIRAVITI KRAFTFORM PLUS - KIT 334/355/6 E.76

GIRAVITI KRAFTFORM PLUS - KIT 334/6 E.76

GIRAVITI KRAFTFORM PLUS - KIT 335/350/355/6 E.76

GIRAVITI KRAFTFORM PLUS - KIT 367/6 TORX® E.30

GIRAVITI KRAFTFORM PLUS - KIT 367/6 TORX® HF E.31

GIRAVITI KRAFTFORM PLUS - KIT 932 S/6 E.77

GIRAVITI KRAFTFORM PLUS - KIT 932/6 E.77

GIRAVITI KRAFTFORM PLUS - KIT 932/918/6 E.77

GIRAVITI MASCHIO ESAGONALE E.20-E.21

GIRAVITI MASCHIO ESAGONALE CON TESTA SFERICA E.22

GIRAVITI MICRO A TAGLIO E CROCE PH/PZ IN FOAM E.72, E.114

GIRAVITI MICRO CON BUSSOLA ESAGONALE E.15, E.70

GIRAVITI MICRO CON BUSSOLA ESAGONALE 2069 E.15, E.71

GIRAVITI MICRO CON BUSSOLA ESAGONALE IN FOAM E.15, E.110

GIRAVITI MICRO MASCHIO ESAGONALE E.21, E.70

GIRAVITI MICRO MASCHIO ESAGONALE CON TESTA SFERICA 2052 E.71

GIRAVITI MICRO MASCHIO ESAGONALE IN FOAM E.21, E.110

GIRAVITI MICRO MASCHIO ESAGONALE IN KIT E.21, E.73

GIRAVITI MICRO PER VITI A TAGLIO E.70

GIRAVITI MICRO PER VITI A TAGLIO 1578 A ESD E.72

GIRAVITI MICRO PER VITI A TAGLIO 2035 E.71

GIRAVITI MICRO PER VITI A TAGLIO E CROCE PHILLIPS® IN KIT E.72, F.50

GIRAVITI MICRO PER VITI CON IMPRONTA A CROCE PHILLIPS® E.70

GIRAVITI MICRO PER VITI CON IMPRONTA A CROCE PHILLIPS® 1550PH ESD E.72

GIRAVITI MICRO PER VITI CON IMPRONTA A CROCE PHILLIPS® 2050 PH E.71

GIRAVITI MICRO PER VITI CON IMPRONTA A CROCE POZIDRIV® E.70

GIRAVITI MICRO PER VITI CON IMPRONTA A CROCE POZIDRIV® 2055 PZ E.71

GIRAVITI MICRO PER VITI CON IMPRONTA TORX® E.30, E.70

GIRAVITI MICRO PER VITI CON IMPRONTA TORX® 1567 ESD E.72

GIRAVITI MICRO PER VITI CON IMPRONTA TORX® 2067 E.71

GIRAVITI MICRO PER VITI CON IMPRONTA TORX® E PERNO 2067 BO E.71

GIRAVITI MICRO PER VITI CON IMPRONTA TORX® IN FOAM E.30, E.111

GIRAVITI MICRO PER VITI CON IMPRONTA TORX® IN KIT E.30, E.73

GIRAVITI PER CHIAVI A BUSSOLA DA 1/4” E.50

GIRAVITI PER CHIAVI A BUSSOLA DA 1/4” E.50

GIRAVITI PER VITI A TAGLIO E.63

GIRAVITI PER VITI A TAGLIO 334 SK E.63

GIRAVITI PER VITI A TAGLIO 335 E.63

GIRAVITI PER VITI A TAGLIO E CROCE PH/PZ IN FOAM E.75, E.114

GIRAVITI PER VITI A TAGLIO E CROCE PZ IN FOAM E.76, E.114

GIRAVITI PER VITI A TAGLIO IN FOAM E.75, E.114

GIRAVITI PER VITI CON IMPRONTA A CROCE 3 IN 1 E.67

GIRAVITI PER VITI CON IMPRONTA A CROCE PHILLIPS® E.66

GIRAVITI PER VITI CON IMPRONTA A CROCE PHILLIPS® 350 PH E.66

GIRAVITI PER VITI CON IMPRONTA A CROCE PHILLIPS® 350 SK PH E.66

GIRAVITI PER VITI CON IMPRONTA A CROCE POZIDRIV® E.68

GIRAVITI PER VITI CON IMPRONTA A CROCE POZIDRIV® 355 PZ E.68

GIRAVITI PER VITI CON IMPRONTA A CROCE POZIDRIV® 355 SK PZ E.68

GIRAVITI PER VITI CON IMPRONTA POZIDRIV® E.68

GIRAVITI PER VITI CON IMPRONTA TORX PLUS® 367 IP E.31

GIRAVITI PER VITI CON IMPRONTA TORX® E.29-E.30

GIRAVITI PER VITI CON IMPRONTA TORX® 367 E.29

GIRAVITI PER VITI CON IMPRONTA TORX® E TESTA SFERICA 367K E.31

GIRAVITI PER VITI CON IMPRONTA TORX® IN FOAM E.29, E.111

GIRAVITI PORTABUSSOLE FLESSIBILI CON ATTACCO 1/4” E.50

GIRAVITI PORTAINSERTI A CAMBIO RAPIDO E.97

GIRAVITI PORTAINSERTI CON TESTA GIREVOLE E.74

GIRAVITI PORTAINSERTI STUBBY CON KIT DI INSERTI E.96

GIRAVITI RINFORZATI PER VITI A TAGLIO 932 A E.64

GIRAVITI RINFORZATI PER VITI CON IMPRONTA A CROCE PHILLIPS® 917 SPH E.66

GIRAVITI RINFORZATI PER VITI CON IMPRONTA A CROCE POZIDRIV® 918 SPZ E.68

GIRAVITI SERIE LEGNO PER VITI A TAGLIO 930 A E.63

GIRAVITI SERIE LEGNO PER VITI CON IMPRONTA A CROCE PHILLIPS® 935 SPH E.66
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EXTERNAL TURNING TOOLHOLDERS - POSITIVE INSERTS - S SHAPE B.14

EXTERNAL TURNING TOOLHOLDERS - POSITIVE INSERTS - T SHAPE B.15

EXTERNAL TURNING TOOLHOLDERS - POSITIVE INSERTS - V SHAPE B.16

EXTERNAL TURNING TOOLHOLDERS FOR NEGATIVE INSERTS - V SHAPE B.8

EXTERNAL TURNING TOOLHOLDERS FOR POSITIVE INSERTS - R SHAPE B.14

EXTRA FLAT CHISELS F.72

EXTRA FLAT CHISELS WITH HAND PROTECTION GUARD F.72

EXTRA LONG HEXAGONAL L KEYS WITH BALL END AND MAGNET E.18

EXTRA LONG HEXAGONAL L KEYS WITH BALL END AND MAGNET IN SET E.19

EXTRA LONG HEXAGONAL L KEYS WITH BALL POINT END E.19

EXTRA LONG HEXAGONAL L KEYS WITH BALL POINT END IN SET E.19

EXTRACTION WRENCH FOR TIPS C.106

EXTRACTORS/PULLERS FOR MORSE CONES N.50

FACE DRIVERS C.109

FACE MILLS FOR SINGLE-SIDE SQUARE INSERTS B.60

FACE SHIELDS FOR WELDING J.58

FALL ARRESTING DEVICES K.48

FAST INTERNAL DIAL SNAP GAUGES D.36

FELT FLAP DISCS G.10

FEMALE CONNECTOR FOR WELDING CABLES J.57

FEMALE CYLINDRICAL THREAD BALL VALVES L.33

FERRITE RUBBER PERMANENT MAGNETS N.99

FIBER FOLDING RULERS F.113

FILLET WELD GAUGES 7 BLADES D.77

FILTERING RESPIRATORS FFP1 K.43

FILTERING RESPIRATORS FFP2 K.43-K.44

FILTERING RESPIRATORS WITH VALVE FFP1 K.43

FILTERING RESPIRATORS WITH VALVE FFP2 K.44

FILTERING RESPIRATORS WITH VALVE FFP3 K.45

FINAL FILTER CARTRIDGE H.39

FINE PITCH THREADED GAUGES D.72

FINISHING END MILLS Z6 A.158

FINISHING INDEXABLE END MILLS B.84, B.86

FIRST AID KIT IN CABINET K.51

FIRST AID KIT IN CASE K.51

FIXED HANDLES IN DUROPLAST - FEMALE THREAD N.119

FIXED LIFTING MONOBEAMS WITH HOOKS M.73

FIXED T-HANDLE HEXAGONAL WRENCHES E.24

FIXED T-HANDLE HEXAGONAL WRENCHES IN SET E.24

FIXED-DRIVE SHELL MILL HOLDER CHUCKS DIN 69871 SK 40 AD+B C.14

FIXED-DRIVE SHELL MILL HOLDER CHUCKS DIN 69871 SK 50 AD+B C.14

FIXED-DRIVE SHELL MILL HOLDER CHUCKS DIN 69893 HSK A C.46

FIXED-DRIVE SHELL MILL HOLDER CHUCKS MAS 403 BT AD C.33

FIXED-DRIVE SHELL MILL HOLDER LONG SERIES CHUCKS DIN 69871 SK 50 AD+B C.15

FLAG WRENCHES FOR TORX® SCREWS B.31, E.32

FLANGE SEALANTS FOR HIGH TEMPERATURES J.16

FLANGE SEALANTS WITH HIGH MECHANICAL RESISTANCE J.17

FLANGE SEALANTS WITH MEDIUM MECHANICAL RESISTANCE J.16

FLAP DISCS ALUMINIUM OXIDE G.6

FLAP DISCS CARBIDE SILICON G.7

FLAP DISCS CONICA CUBITRON II G.9

FLAP DISCS ZIRCONIUM G.5

FLAP GRINDING DISCS G.6

FLAP GRINDING DISCS G.6

FLAP WHEELS REDUCER FLANGES G.24

FLAP WHEELS WITH SHANK G.21, L.8

FLAT BRUSHES F.120

FLAT CUTTING DISCS G.2, G.4, N.35

FLAT CUTTING DISCS CUBITRON II G.2

FLAT FLAP DISCS CUBITRON II G.8

FLAT MICRO END MILLS Z2 A.161

FLAT MICRO END MILLS Z2 A.160

FLAT NEEDLE FILES G.61

FLAT NOSE PLIERS F.3-F.4

FLAT NOSE PLIERS FOR MECHANICS F.8

FLAT NOSE PLIERS VDE INSULATED 1000 VOLTS F.4

FLAT RASPS G.60

FLAT SCRAPERS F.71

FLAT WASHERS C.130

FLEXIBLE MAGNETIC DIAL INDICATOR STANDS D.51

FLEXIBLE MAGNETIC PICK UP TOOLS E.102

FLEXIBLE MAGNETIC PICK-UP TOOLS E.102

FLEXIBLE METAL FUNNELS WITH FILTER F.124

FLEXIBLE NYLON HOSE FOR GREASE COMPRESSORS J.36

FLEXIBLE SCREWDRIVERS FOR SOCKETS 1/4” E.50

FLEXIBLE SMOOTHING POLISHERS G.28

FLEXIBLE SPRING PREHENSILE CLAWS E.102

FLOOR ROLL HOLDER J.44

FLOOR SCALES D.107

FLUIDS FOR MACHINE CLEANING H.25

FOAM INSERTS P.17

FOLDABLE HYDRAULIC CRANES M.86

FOLDABLE HYDRAULIC CRANES WITH LOW PROFILE LEGS M.87

FOLDING MAGNIFIER D.90

FOLDING MAGNIFIERS D.90

FORKED CLAMPS WITH BEVEL C.125

FORM KNURLING WHEELS - AA TYPE B.51

FORM KNURLING WHEELS - BL TYPE B.51

FORM KNURLING WHEELS - BR TYPE B.51

FORM KNURLING WHEELS - GE TYPE B.52

FORM KNURLING WHEELS - GV TYPE B.52

FORMING TAP FOR BLIND AND THROUGH HOLES - BSP A.104

FORMING TAP FOR BLIND AND THROUGH HOLES - M A.92-A.93

FORMING TAP FOR BLIND THROUGH HOLES - M A.94, H.6

FORMING TAP FOR BLIND THROUGH HOLES - MF A.99

FORWARD AND BACKWARD CHAMFER END MILLS - 45° A.185

FOUNDATION PLINTHS AND CAGES FOR COLUMN CRANES M.22

FOUR FLUTE CORNER RADIUS END MILLS - CENTRE CUTTING A.170

FOUR-DRAWER CABINETS FOR WORKBENCHES P.3

FR+L GROUPS L.21

FREE GAS/VAPOR AND PARTICULATE RESPIRATORS WITH VALVE K.46

FRONT AND BACK DEBURRING TOOLS A.223

FRONT CUTTING NIPPERS 15° FOR ELECTRONICS AND FINE MECHANICS F.38

FRONT CUTTING NIPPERS 20° FOR ELECTRONICS AND FINE MECHANICS F.38

FRONT CUTTING NIPPERS 27° FOR ELECTRONICS AND FINE MECHANICS F.38

FRONT CUTTING NIPPERS 65° FOR ELECTRONICS AND FINE MECHANICS F.38

FRONT CUTTING NIPPERS 90° FOR ELECTRONICS AND FINE MECHANICS F.39

GARMENT LOCKER DIRTY/CLEAN P.20

GARMENT LOCKERS P.20

GAS AND VAPOR FILTERS FOR HALF MASK K.46

GAS CYLINDER TROLLEYS P.29

GAS ISO 228 THREADED GAUGES D.74
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GIRAVITI TIPO CORTO PER VITI A TAGLIO E.64

GIRAVITI TIPO CORTO PER VITI CON IMPRONTA A CROCE PHILLIPS® E.67

GIRAVITI VDE 1000 VOLT PER VITI A TAGLIO E CROCE PH/PZ IN FOAM E.78, E.115

GIRAVITI VDE 1000 VOLT PER VITI A TAGLIO E CROCE PZ IN FOAM E.78, E.115, N.85

GIRAVITI VDE ISOLATI 1000 VOLT PER VITI A TAGLIO E.65

GIRAVITI VDE ISOLATI 1000 VOLT PER VITI CON IMPRONTA A CROCE PHILLIPS® E.67

GIRAVITI VDE ISOLATI 1000 VOLT PER VITI CON IMPRONTA CROCE POZIDRIV® E.69

GLOSSMETRO D.112

GODRONI PER DEFORMAZIONE - TIPO AA B.51

GODRONI PER DEFORMAZIONE - TIPO BL B.51

GODRONI PER DEFORMAZIONE - TIPO BR B.51

GODRONI PER DEFORMAZIONE - TIPO GE B.52

GODRONI PER DEFORMAZIONE - TIPO GV B.52

GONIOMETRI AD ASTA SCORREVOLE F.108

GONIOMETRI SEMPLICI F.108

GONIOMETRI UNIVERSALI DIGITALI D.60

GRANI DI FISSAGGIO PER MANDRINI WELDON C.73

GRANULI ASSORBENTI UNIVERSALI H.34

GRASSI AL BISOLFURO DI MOLIBDENO J.21

GRASSI AL RAME ANTIGRIPPANTI J.25

GRASSI BIANCHI PER CUSCINETTI J.20

GRASSI DI VASELINA FU J.24

GRASSI LUBRIFICANTI AL P.T.F.E. J.23

GRASSI MULTIFUNZIONALI J.19

GRASSI MULTIUSO AL BISOLFURO DI MOLIBDENO J.21

GRASSI MULTIUSO PER ALTE TEMPERATURE J.22

GRASSI MULTIUSO PER IL SETTORE ALIMENTARE J.24

GRASSI PER ALTE PRESTAZIONI J.20

GRASSI PER ALTI CARICHI PER L’INDUSTRIA ALIMENTARE J.21

GRASSI PER CUSCINETTI J.20

GRASSI PER CUSINETTI A TEMPERATURE ESTREME J.22

GRASSI POLIVALENTI AL LITIO IN CARTUCCIA J.19

GRASSI SILICONICI J.20

GRASSI UNIVERSALI J.24

GRASSI UNIVERSALI A LUNGA DURATA J.22

GRASSI UNIVERSALI INFUSIBILI J.19

GRASSI UNIVERSALI POLIVALENTI J.19

GRASSO SINTETICO PER ALTE PRESTAZIONI J.22

GREMBIULI IN CROSTA K.31

GREMBIULI IN CROSTA PER SALDATORI K.31

GREMBIULI IN CROSTA RINFORZATI K.32

GREMBIULI IN PVC K.32

GRIFFE PER MORSE ORIENTABILI WX7965 N.78

GRU A BANDIERA A COLONNA CON BRACCIO ARTICOLATO M.19

GRU A BANDIERA A COLONNA CON BRACCIO IN PROFILATO GIS SYSTEM KB M.11

GRU A BANDIERA A COLONNA CON BRACCIO IN TRAVE E TIRANTI M.15

GRU A BANDIERA A COLONNA CON BRACCIO RIALZATO IN TRAVE M.17

GRU A BANDIERA A COLONNA TONDA CON BRACCIO IN PROFILATO GIS SYSTEM KB M.9

GRU A BANDIERA A MENSOLA CON BRACCIO ARTICOLATO M.33

GRU A BANDIERA A MENSOLA CON BRACCIO IN PROFILATO GIS SYSTEM KB M.27

GRU A BANDIERA A MENSOLA CON BRACCIO IN TRAVE E TIRANTI M.29

GRU A BANDIERA A MENSOLA CON BRACCIO RIALZATO IN TRAVE M.31

GRU A BANDIERA SC SU BASAMENTO PALLETTIZZATO M.13

GRU A BRACCIO ARTICOLATO SU BASAMENTO PALLETTIZZATO M.21

GRU A PORTALE IN PROFILATO GIS SYSTEM KB M.25

GRU A SBALZO CON SOLLEVAMENTO E SFILO ELETTRICO M.81

GRU A SBALZO ELETTRICHE ZAVORRATE CON SFILO MANUALE M.80

GRU A SBALZO ZAVORRATE CON SFILO MANUALE M.80

GRU GIREVOLI A 360° ZAVORRATE CON SFILO MANUALE M.78

GRU GIREVOLI ELETTRICHE A 360° ZAVORRATE CON SFILO MANUALE M.78

GRU GIREVOLI ZAVORRATE CON SOLLEVAMENTO E SFILO ELETTRICO M.79

GRU IDRAULICHE A CARRELLO PIEGHEVOLI M.86

GRU IDRAULICHE A CARRELLO PIEGHEVOLI RIBASSATE M.87

GRU IDRAULICHE A CARRELLO SERIE LEGGERA M.86

GRUPPI FR+L L.21

GRUPPO STAFFE E TIRANTI PER ANCORAGGIO DI GRU A MENSOLA M.34

GUAINE DI PROTEZIONE PER NASTRI DI SOLLEVAMENTO M.60

GUANTI A FILO CONTINUO NBR K.19

GUANTI A FILO CONTINUO TOTAL GRIP NBR K.19

GUANTI ANTICALORE CRUSADER FLEX® K.17

GUANTI ANTICALORE IN FIBRA ARAMIDICA J.57, K.17

GUANTI ANTITAGLIO SPALMATI IN POLIURETANO G.32, K.25, K.38, P.50

GUANTI IN COTONE E NITRILE NITROTOUGH™ K.19

GUANTI IN COTONE RIVESTITI IN NITRILE SPECIALE K.18

GUANTI IN CROSTA K.16

GUANTI IN CROSTA K.15

GUANTI IN CROSTA GROPPONE K.16

GUANTI IN CROSTA PER SALDATORI K.16

GUANTI IN FILO CONTINUO COTONE K.30

GUANTI IN FILO CONTINUO DI NYLON RIVESTITI IN NITRILE PUNTINATO K.23

GUANTI IN FILO CONTINUO DI NYLON RIVESTITI IN NITRILE SCHIUMATO K.24

GUANTI IN FILO CONTINUO DYNEEMA® RIVESITI IN POLIURETANO F.66, K.25

GUANTI IN JERSEY FELPATI RIVESTITI IN PVC K.27

GUANTI IN LATTICE PARAZIGRINATO K.26

GUANTI IN LATTICE SENZA POLVERE K.28

GUANTI IN MESCOLA DI NITRILE SPECIALE SANITIZED K.26

GUANTI IN NEOPRENE K.26

GUANTI IN NYLON LEGGERO SPALMATI IN POLIURETANO K.22

GUANTI IN NYLON SPALMATI IN NITRILE MICROPOROSO K.22

GUANTI IN NYLON/SPANDEX CON SPALMATURA 2/4 IN NITRILE FOAM SANITIZED K.23

GUANTI IN NYLON/SPANDEX CON SPALMATURA 3/4 IN NITRILE FOAM SANITIZED K.23

GUANTI IN NYLON/SPANDEX CON SPALMATURA 4/4 IN NITRILE FOAM SANITIZED C.89, F.46, F.60,

K.23

GUANTI IN PELLE FIORE BOVINA H.27, J.26, K.15, M76, N.3, N.67

GUANTI IN PELLE FIORE BOVINA E CROSTA K.15

GUANTI IN PELLE FIORE BOVINA E TELA K.16

GUANTI IN POLIESTERE SPALMATI IN POLIURETANO A.99, C.67, E.107, E.119

GUANTI IN POLIESTERE SPALMATI IN POLIURETANO K.20, M.81, N.21, P.45

GUANTI IN TESSUTO IMPREGNATI IN NBR K.18

GUANTI IN TESSUTO IMPREGNATI IN NBR GIALLO K.19

GUANTI MONOUSO IN LATTICE NATURALE K.28

GUANTI MONOUSO IN NITRILE K.29

GUANTI MONOUSO IN NITRILE GOFFRATO K.29

GUANTI MONOUSO IN VINILE K.30

GUANTI NYLON SPALMATI IN NITRILE K.22

GUANTI NYLON SPALMATI IN POLIURETANO K.21-K.22

GUANTI POLIESTERE SPALMATI IN NITRILE K.24

GUANTI SPALMATI IN PVC SPECIALE SANITZED K.27

GUARDAPIANI IN ACCIAIO INOX D.67

IGROMETRI PER MATERIALI D.113

IGROMETRI PER MATERIALI - SONDE D.113

ILLUMINATORI PER LENTI TASCABILI D.92

ITEM PAG. ITEM PAG.

XI

GAS LEAK DETECTORS J.62

GASKET MASTICS J.10

GAUGE BLOCK SETS D.76

GEAR OILS H.23

GEAR TOOTH DIGITAL CALIPERS D.20

GEAR TOOTH VERNIER CALIPERS D.20

GERMAN TYPE HAMMERS WITH PROTECTIVE SAFETY COLLAR F.75

GERMAN TYPE HAMMERS WITH THREE-COMPONENT HANDLE F.75

GESSWEIN ABRASIVE GRINDERS - FOR HARD MATERIALS G.32

GESSWEIN ABRASIVE STONES - DIE MAKER (DF) G.52

GESSWEIN ABRASIVE STONES - EDM G.52

GESSWEIN ABRASIVE STONES - OIL TREATED (OT) G.53

GLASS CLEANING J.32

GLOSSMETER D.112

GLOVES IN CONTINUOUS DYNEEMA WIRE COATED WITH POLYURETHANE F.66, K.25

GLOVES IN CONTINUOUS NYLON WIRE COATED WITH FOAMED NITRILE K.23-K.24

GLOVES IN CONTINUOUS NYLON WIRE NITRILE COATED K.22

GLOVES IN CONTINUOUS NYLON WIRE POLYURETHANE COATED E.107, K.20-K.22

GLOVES IN CONTINUOUS POLYESTER WIRE NITRILE COATED K.24

GLOVES IN CONTINUOUS POLYESTER WIRE POLYURETHANE COATED A.99, C.67, E.119

GLOVES IN CONTINUOUS POLYESTER WIRE POLYURETHANE COATED K.20, M.81, N.21, P.45

GLOVES IN NYLON/SPANDEX 3/4 IN NITRIL FOAM SANITIZED K.23

GLOVES IN NYLON/SPANDEX WITH 2/4 IN NITRIL FOAM SANITIZED K.23

GLOVES IN NYLON/SPANDEX WITH 4/4 IN NITRIL FOAM

SANITIZED COATING C.89, F.46, F.60, K.23

GLOVES NYLON LIGHT WEIGHT POLYURETHANE COATED K.22

GLOVES WITH SPECIAL BLEND NITRILE K.26

GLUE SCRAPERS F.122

GO/ NO GO PLUG GAUGES D.70

GO/ NO GO PLUG GAUGES SETS D.70

GRADUATED JUGS FOR OIL F.123

GRADUATED ROUND JUGS F.123

GRAIN COWHIDE LEATHER AND CANVAS GLOVES K.16

GRANITE INSPECTION PLATES D.58

GRAP HOOKS FOR LIFTING CHAINS M.65

GREASE AIR PULSOMETER KIT J.40

GREASE FOR BEARINGS AT EXTREME TEMPERATURES J.22

GREASE GUNS J.36

GREASE LEVER COMPRESSORS J.36

GREASE NIPPLE COVERS J.39

GREASE PRESSURE SYRINGE J.36

GREY RUBBER WHEELS - POLYAMIDE CORE N.90

GRINDING CARRIERS IN STEEL C.110

GRINDING SEGMENTS G.49

GRINDING WHEEL DRESSERS G.50

GRINDING WHEELS G.47, N.16

GRINDING WHEELS FOR EXTERNAL ROUND SURFACE

RECTIFYING PROCESSING G.49

GRINDING WHEELS FOR FLAT SURFACE RECTIFYING PROCESSING G.49, H.10

GRIPS FOR ADJUSTABLE VICES WX7965 N.78

GROOVING AND SLOTTING CUTTERS B.90-B.91

GROOVING INSERTS - SG16 B.49

GROOVING INSERTS SG16 SET B.49

GUNS FOR SPRAY J.21

HACKSAWS F.67

HALF ROUND BENT NOSE PLIERS F.5-F.6

HALF ROUND BENT NOSE PLIERS VDE INSULATED 1000 V E.44, F.7

HALF ROUND BENT NOSE PLIERS VDE INSULATED 1000 VOLTS F.7

HALF ROUND BENT NOSE PLIERS VDE INSULATED1000 VOLTS F.7

HALF ROUND LONG BENT NOSE PLIERS F.6

HALF ROUND NOSE BENT PLIERS F.6

HALF ROUND NOSE FOR MECHANICS F.9

HALF ROUND NOSE PILERS FOR MECHANICS F.8

HALF ROUND NOSE PLIERS F.4-F.5

HALF ROUND NOSE PLIERS VDE INSULATED 1000 VOLTS F.5, F.30

HALF-MASK WITH TWO FILTERS FOR GAS AND VAPOR K.46

HALF-ROUND BENT NOSE PLIERS FOR MECHANICS F.9-F.10

HALF-ROUND NOSE PLIERS FOR MECHANICS F.8-F.9

HALFROUND NEEDLE FILES G.61

HALFROUND RASPS G.60

HAMERS WITH TWO FLAT HEADS F.81

HAMMERHEAD BOLTS C.126

HAMMERS - GERMAN TYPE F.76

HAMMERS AND MALLETS IN FOAM E.117, F.75

HAMMERS FOR CARPENTERS F.77

HAND HELD REFRACTOMETERS H.8, H.26

HAND OPERATED TROLLEYS - ATEX M.42

HAND PALLET TRUCKS M.84

HAND REAMERS A.209

HAND RIVETERS FOR BLIND RIVETS F.99

HAND RIVETERS FOR THREADED INSERTS F.101

HAND RIVETING TOOLS FOR BLIND RIVETS F.99

HAND TAP 2-PIECE SET - GAS A.108

HAND TAP 3-PIECE SET - M A.107

HAND TAP 3-PIECE SET FOR HARDENED - M A.108

HAND TAP FINISHING SINGLE TAP N.55

HAND TAP SETS FOR REPAIR N.54

HAND-WASHING CREAM J.43-J.44

HAND-WASHING GEL J.42

HAND-WASHING PASTE J.43

HANDHELD DISC GRINDERS L.12

HANDLE FOR TROLLEY WITH 3 TRAYS P.30

HANDLES FOR HAMMERS AND MALLETS F.75, F.77, F.79

HANDLES FOR STRETCH FILMS N.130

HANDLES IN DUROPLAST - THREADED BLIND HOLE N.120

HANDLES IN TECHNOPOLYMER - THREADED BLIND HOLE N.119-N.120

HANDLES IN TECHNOPOLYMER - THROUGH HOLE N.119

HANDLES IN TECHNOPOLYMER REVOLVING AND FLIPPABLE N.118

HANDWASH LIQUID J.42

HANGING CABINETS FOR SMALL PARTS P.26

HARDENED PROTECTION FOR PULLERS F.83

HARDENED STAINLESS STEEL FLAT SQUARES WITH TWO BEVELLED EDGES F.110

HARDENED STEEL 90° FLAT SQUARES F.109

HARDNESS SHORE TEST BLOCKS D.81

HARNESSES K.47

HEADBAND EARPLUGS K.41

HEADED REDUCTION SLEEVES C.93

HEADGEAR MASKS J.59

HEAT SEALABLE PLASTIC STRAPS IN POLYROYLENE PET GREEN KNURLED N.125

HEAVY DUTY BELT OIL SKIMMERS H.32

HEAVY DUTY BUCKET WITH GRADUATION AND POURING LIP F.123

HEAVY DUTY PINCERS F.42
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IMBRACATURE K.47

IMBUTI IN METALLO CON FILTRO F.124

IMBUTI IN METALLO CON FILTRO E FLESSIBILE F.124

IMBUTI IN PLASTICA CON FILTRO F.124

IMPUGNATURE A SFERA IN DUROPLASTO NERO - FILETTO FEMMINA N.119

IMPUGNATURE CILINDRICHE FISSE IN DUROPLASTO - FILETTO FEMMINA N.118

IMPUGNATURE CILINDRICHE GIREVOLI IN DUROPLASTO - FILETTO MASCHIO N.118

IMPUGNATURE ERGONOMICHE F.68

IMPUGNATURE FISSE IN DUROPLASTO - FILETTO FEMMINA N.119

IMPUGNATURE IN TECNOPOLIMERO GIREVOLI E RIBALTABILI N.118

IMPUGNATURE PORTAINSERTI 489 R E.97

IMPUGNATURE PORTAINSERTI 811/1 E.96

IMPUGNATURE PORTAINSERTI 816 R E.97

IMPUGNATURE PORTAINSERTI A CRICCHETTO 816 RA E.97

IMPUGNATURE PORTAINSERTI CON ANELLO DI RITEGNO 810/1 E.97

IMPUGNATURE PORTAINSERTI CON LAMA TELESCOPICA 817 R E.97

IMPUGNATURE PORTAINSERTI CON MAGNETE 812/1 E.97

INDICATORI DI COPPIA PREIMPOSTATI PER VITI TORX PLUS® 300 IP E.80

INDICATORI DI COPPIA PREIMPOSTATI PER VITI TORX® 300 TX E.80

INGRASSATORI A TESTA PIANA A DOPPIO ESAGONO J.39

INGRASSATORI A TESTA PIANA A ESAGONO SEMPLICE J.39

INGRASSATORI IDRAULICI A 45° J.38

INGRASSATORI IDRAULICI A 90° J.38

INGRASSATORI IDRAULICI DIRITTI J.38

INSERTI AURICOLARI CON ARCHETTO K.41

INSERTI AURICOLARI MONOUSO K.40

INSERTI AURICOLARI MONOUSO CON CORDINO K.41

INSERTI CON TESTA SFERICA PER VITI CON ESAGONO INCASSATO 842/1 Z E.93

INSERTI DI SCANALATURA SG16 B.49

INSERTI DI SCANALATURA SG16 IN KIT B.49

INSERTI DI TORNITURA NEGATIVI - FORMA C B.24-B.25

INSERTI DI TORNITURA NEGATIVI - FORMA D B.26-B.27

INSERTI DI TORNITURA NEGATIVI - FORMA S B.28

INSERTI DI TORNITURA NEGATIVI - FORMA T B.29

INSERTI DI TORNITURA NEGATIVI - FORMA V B.30

INSERTI DI TORNITURA NEGATIVI - FORMA W B.31-B.32

INSERTI DI TORNITURA POSITIVI - FORMA C B.33-B.34, B.109, B.111, B.113

INSERTI DI TORNITURA POSITIVI - FORMA D B.35-B.36

INSERTI DI TORNITURA POSITIVI - FORMA K B.36

INSERTI DI TORNITURA POSITIVI - FORMA R B.37

INSERTI DI TORNITURA POSITIVI - FORMA S B.37

INSERTI DI TORNITURA POSITIVI - FORMA T B.38

INSERTI DI TORNITURA POSITIVI - FORMA V B.39-B.40

INSERTI E PORTA INSERTI - KIT BIT-CHECK 10 BITORSION 1 E.100

INSERTI E PORTA INSERTI - KIT BIT-CHECK 10 UNIVERSAL 4 E.99

INSERTI E PORTAINSERTI - KIT BIT-CHECK 10 BITORSION 2 E.100

INSERTI E PORTAINSERTI - KIT BIT-CHECK 10 IMPAKTOR 2 E.101

INSERTI E PORTAINSERTI - KIT BIT-CHECK 10 TX UNIVERSAL 1 E.99

INSERTI E PORTAINSERTI - KIT BIT-CHECK 10 UNIVERSAL 1 E.99

INSERTI E PORTAINSERTI - KIT BIT-CHECK 12 BITORSION 1 E.100

INSERTI E PORTAINSERTI - KIT BIT-CHECK 12 STAINLESS 1 E.101

INSERTI E PORTAINSERTI - KIT BIT-CHECK 30 BITORSION 1 E.100

INSERTI E PORTAINSERTI - KIT BIT-CHECK 30 DIAMOND 1 E.101

INSERTI E PORTAINSERTI - KIT BIT-CHECK 30 METAL 1 E.99

INSERTI E PORTAINSERTI - KIT BIT-CHECK 30 TX UNIVERSAL 1 E.100

INSERTI E PORTAINSERTI - KIT BIT-CHECK 30 UNIVERSAL 1 E.99

INSERTI E PORTAINSERTI - KIT BIT-CHECK 6 IMPAKTOR 1 E.101

INSERTI E PORTAINSERTI - KIT BIT-CHECK 7 DIAMOND 1 E.101

INSERTI E PORTAINSERTI - KIT KRAFTFORM KOMPAKT 50 E.102

INSERTI E PORTAINSERTI PER AVVITATORI IN KIT E.102

INSERTI FILETTATI CON TESTA TONDA IN ACCIAIO ZINCATO F.102

INSERTI INOX PER VITI CON IMPRONTA A CROCE PHILLIPS® 3851/1 TS E.90

INSERTI INOX PER VITI CON IMPRONTA POZIDRIV® 3855/1 TS E.92

INSERTI MODELLABILI IN MATERIALE ESPANSO P.17

INSERTI PER FILETTATURA ESTERNA B.48

INSERTI PER FILETTATURA INTERNA B.48

INSERTI PER GIRAVITI CON TESTA GIREVOLE E.74

INSERTI PER TAGLIO E SCANALATURA - MONOLATERALE B.44

INSERTI PER TRONCATURA B.92

INSERTI PER VITI A TAGLIO 800/1 Z E.90

INSERTI PER VITI A TAGLIO 800/4 Z E.90

INSERTI PER VITI CON ESAGONO INCASSATO 840/1 IMP DC E.93

INSERTI PER VITI CON ESAGONO INCASSATO 840/1 Z E.93

INSERTI PER VITI CON ESAGONO INCASSATO 840/4 Z E.93

INSERTI PER VITI CON IMPRONT POZIDRIV® 855/1 Z E.91

INSERTI PER VITI CON IMPRONTA A CROCE PHILLIPS® 851/1 BDC E.90

INSERTI PER VITI CON IMPRONTA A CROCE PHILLIPS® 851/1 BTZ E.90

INSERTI PER VITI CON IMPRONTA A CROCE PHILLIPS® 851/1 IMP DC E.91

INSERTI PER VITI CON IMPRONTA A CROCE PHILLIPS® 851/1 Z E.90

INSERTI PER VITI CON IMPRONTA A CROCE PHILLIPS® 851/4 BTH E.91

INSERTI PER VITI CON IMPRONTA A CROCE PHILLIPS® 851/4 BTZ E.91

INSERTI PER VITI CON IMPRONTA A CROCE PHILLIPS® 851/4 J E.91

INSERTI PER VITI CON IMPRONTA A CROCE PHILLIPS® 851/4 Z E.91

INSERTI PER VITI CON IMPRONTA PHILLIPS® 851/4 TZ E.91

INSERTI PER VITI CON IMPRONTA POZIDRIV® 855/1 BDC E.92

INSERTI PER VITI CON IMPRONTA POZIDRIV® 855/1 IMP DC E.92

INSERTI PER VITI CON IMPRONTA POZIDRIV® 855/4 BTZ E.92

INSERTI PER VITI CON IMPRONTA POZIDRIV® 855/4 TZ E.92

INSERTI PER VITI CON IMPRONTA POZIDRIV® 855/4 Z E.92

INSERTI PER VITI CON IMPRONTA TORX® 867/1 E.93

INSERTI PER VITI CON IMPRONTA TORX® 867/1 BDC E.94

INSERTI PER VITI CON IMPRONTA TORX® 867/1 BTZ E.94

INSERTI PER VITI CON IMPRONTA TORX® 867/1 IMP DC E.94

INSERTI PER VITI CON IMPRONTA TORX® 867/4 IMP DC E.94

INSERTI PER VITI CON IMPRONTA TORX® 867/4 Z E.94

INSERTI PER VITI CON IMPRONTA TORX® E PERNO 867/1 Z BO E.95

INSERTI SINTERGRIP C.113

KIT DI MATERIALE DI SUDDIVISIONE IN CONCHE 27 X 36 E P.13

KIT DI MATERIALE DI SUDDIVISIONE IN CONCHE 36 X 27 E P.13

KIT DI MATERIALE DI SUDDIVISIONE IN CONCHE 36 X 36 E P.13

KIT DI MATERIALE DI SUDDIVISIONE IN CONCHE 54 X 36 E P.13

KIT DI MATERIALE DI SUDDIVISIONE IN VASCHETTE 27 X 36 E P.14

KIT DI MATERIALE DI SUDDIVISIONE IN VASCHETTE 36 X 27 E P.14

KIT DI MATERIALE DI SUDDIVISIONE IN VASCHETTE 36 X 36 E P.14

KIT DI MATERIALE DI SUDDIVISIONE IN VASCHETTE 54 X 36 E P.14

KIT EMERGENZA ANTISVERSAMENTI UNIVERSALI H.35

KIT EMERGENZA ANTISVERSAMENTO OLI H.35

KIT INSTALLAZIONE A PIANTANA PER ABBATTITORI H.40

KIT MICROMETRICI DI ALESATURA B.120

KIT MICROMETRICI DI ALESATURA D9,75 - D164 B.120

KIT MICROMETRICI DI ALESATURA D9,75 - D88,10 B.120

KIT PARETI FESSURATE E LAMINE DIVISORIE 27 X 36 E P.15
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HEAVY PALLET RACKS P.37

HEAVY-DUTY ANCHOR SLM WITH SCREW TE 8.8 N.113

HEAVY-DUTY ANCHOR TA M-S MODEL WITH TE SCREW N.112

HEAVY-DUTY CUTTING NIPPERS F.33

HEAVY-DUTY CUTTING NIPPERS VDE INSULATED 1000 VOLTS E.44, F.33

HEAVY-DUTY DIAGONAL CUTTING NIPPERS F.32

HEAVY-DUTY DIAGONAL CUTTING NIPPERS F.33

HEAVY-DUTY DIAGONAL CUTTING NIPPERS VDE INSULATED 1000 VOLTS F.33

HEIGHT GAUGES D.65

HEIGHT GAUGES IP67 D.61

HEIGHT GAUGES WITH 2D ELECTRONIC D.63

HELICAL MILLS FOR HEAVY-DUTY CHAMFERING B.64, B.67

HELMET MASKS FOR WELDING J.58

HELMET MASKS FOR WELDING WITH TILTING GLASS-HOLDER J.58

HEXAGONAL IMPACT SOCKET WRENCHES 1/2” - SET 8 PIECES IN ABS CASE E.60

HEXAGONAL IMPACT SOCKETS 1/2” E.58

HEXAGONAL IMPACT SOCKETS 1/2” LONG AND REDUCED VERSION E.58

HEXAGONAL IMPACT SOCKETS 1/2” LONG VERSION E.58

HEXAGONAL IMPACT SOCKETS 3/4” E.58

HEXAGONAL IMPACT SOCKETS 3/4” LONG VERSION E.59

HEXAGONAL KEYS AND STUBBY SCREWDRIVER IN KIT E.17, E.110

HEXAGONAL L KEYS E.16

HEXAGONAL L KEYS FOR EQUIPMENT E.16

HEXAGONAL L KEYS IN SET E.16

HEXAGONAL L KEYS IN SET 950/9 SM N E.16

HEXAGONAL L KEYS WITH BALL POINT END IN SET 950 PKS/9 SM N E.17

HEXAGONAL L KEYS WITH EXTRA SHORT SIDE IN SET 950 PKLS/9 SM E.20

HEXAGONAL NUTDRIVERS WITH HANDLE E.13-E.14, N.97

HEXAGONAL NUTDRIVERS WITH HANDLE 395 HO/7 SM IN SET E.14

HEXAGONAL NUTDRIVERS WITH HANDLE 395 HO E.14

HEXAGONAL NUTDRIVERS WITH HANDLES IN FOAM E.13, E.110

HEXAGONAL NUTS FOR ER COLLETS DIN6499 C.68

HEXAGONAL SCREWDRIVERS E.20-E.21

HEXAGONAL SCREWDRIVERS WITH BALL HEAD E.22

HEXAGONAL SCREWDRIVES WITH BALL HEAD E.21

HEXAGONAL SCREWDRIVES WITH BALL HEAD IN FOAM E.22, E.110

HEXAGONAL SOCKET 3/8” IN A METAL BOX - SET OF 22 E.55

HEXAGONAL SOCKETS 1” E.44

HEXAGONAL SOCKETS 1” IN METAL CASE - SET OF 14 E.57

HEXAGONAL SOCKETS 1/2” E.39

HEXAGONAL SOCKETS 1/2” IN METAL CASE - SET OF 24 E.57

HEXAGONAL SOCKETS 1/2” SET 22 PIECES IN ABS CASE E.56

HEXAGONAL SOCKETS 1/4” E.33

HEXAGONAL SOCKETS 1/4” IN METAL CASE - SET OF 33 E.53

HEXAGONAL SOCKETS 1/4” SET 19 PIECES IN ABS CASE E.52

HEXAGONAL SOCKETS 1/4” SET 22 PIECES IN ABS CASE E.52

HEXAGONAL SOCKETS 1/4” SET 29 PIECES IN ABS CASE E.52

HEXAGONAL SOCKETS 3/4” E.43

HEXAGONAL SOCKETS 3/4” IN METAL CASE - SET OF 14 E.57

HEXAGONAL SOCKETS 3/8” E.36

HEXAGONAL SOCKETS 3/8” SET 19 PIECES IN ABS CASE E.55

HEXAGONAL WRENCHES WITH T-HANDLES E.22-E.23

HEXAGONAL WRENCHES WITH T-HANDLES IN FOAM E.23, E.111

HEXAGONAL WRENCHES WITH T-HANDLES IN SET E.23

HIGH ACCURACY MECHANICAL EDGE FINDERS D.56

HIGH FEED END MILLS - COOLANT HOLE Z6 A.175

HIGH FEED END MILLS - Z2 A.174

HIGH FEED END MILLS - Z3 A.174

HIGH PERFORMANCE FLAP DISCS G.8

HIGH PERFORMANCE GREASE J.20

HIGH PERFORMANCES FLAP DISCS G.7

HIGH PERFORMANCES ROUGHNESS TESTERS D.86

HIGH PRECISION BORING HEADS - D3 - D8,10 B.123

HIGH PRECISION BORING HEADS - D9,75 - D320 B.123

HIGH PRECISION FAST INTERNAL DIAL SNAP GAUGES D.36

HIGH PRESSURE GREASE FOR FOOD INDUSTRIES J.21

HIGH RESISTANCE IP67 WHEELED SERVICE CASES F.92

HIGH RESISTANCE IP67 WHEELED SERVICES CASES F.92

HIGH VISIBILITY ORANGE VEST - 100% POLYESTER K.4

HIGH-PRECISION BORING TOOL KIT D9,75 - D164 B.120

HIGH-PRECISION BORING TOOL KIT D9,75 - D88,10 B.120

HIGH-PRECISION REAMING TOOL KIT B.120

HIGH-PRESSURE MANUAL VICES C.117

HIGH-PRESSURE MANUAL VICES FOR 5-AXES MACHING CENTER -

SELF-CENTERING SC C.118

HIGH-QUALITY P.T.F.E. DRY LUBRICANTS J.23

HIGH-RESISTANCE BLUE IRON STRAPS N.124

HM ROUND GROUND TOOL BITS B.55

HOIST PUSH-BUTTON SWITCHES M.7

HOLDERS FOR DEBURRING BLADES F.70

HOLDERS FOR ISG WITH LIQUID COOLING C.77

HOLE COVER PLUGS - ROUND SHAPE IN BLACK POLYETHYLENE N.123

HOLE COVER PLUGS RECTANGULAR SHAPE IN BLACK POLYETHYLENE N.123

HOLE COVER PLUGS SQUARE SHAPE IN BLACK POLYETHYLENE N.123

HOLE CUTTERS WITH CARBIDE TIPS N.60

HOOK WRENCHES WITH SQUARE NOSES E.11

HOOKS FOR JOINING PLASTIC CHAINS K.50

HOOKS MADE OF GALVANIZED STEEL FOR HOLDING STRAPPING

TEXTILES AND COMPOSITES N.126

HOOKS WITH SAFETY LATCH (FOR LIFTING CHAINS) M.65

HOOKS WITH SAFETY LATCH (FOR LIFTING) M.65

HORIZONTAL (SETS OF PAIRS) LIFTING CLAMPS M.51

HORIZONTAL PROFILE PROJECTOR D.102

HORIZONTAL QUICK CLAMPS WITH ANTI-REALEASE LEVER N.102

HORIZONTAL SPIRIT LEVELS D.67-D.68

HORIZONTAL SPIRIT LEVELS GRINDED D.68

HOSE CLAMPS MM 12 W2B AISI 430 IN ROLLS F.105

HOSE CLAMPS MM 14 W2B AISI 430 IN KIT F.105

HOSE CLAMPS MM 9 W2B AISI 430 IN KIT F.105

HOSE CLAMPS STAINLESS STEEL BAND WITH TRUNNION W2 AISI 430 F.107

HOSE CLAMPS STAINLESS STEEL W2B AISI 430 DIN 3017 F.106

HOSE CLAMPS STAINLESS STEEL W4 AISI 304 DIN 3017 F.107

HOSE REEL FOR COMPRESSED AIR WITH HI-VISIBILITY SAFETY TUBE L.25

HOSE REELS FOR COMPRESSED AIR L.25

HOT GLUE GUNS J.9

HP MACHINE REAMERS - VARIABLE FLUTES A.214

HSS BI-METAL HACK SAW BLADES A.244, F.67

HSS DMO5 (M2) CIRCULAR SAW BLADES A.243, N.11

HSS HACK SAW BLADES A.244, F.67

HSS ROTARY BURRS G.46

HSS STEEL HOLE CUTTERS WITH CHIP BREAKER N.59

HSS-CO 12% RECTANGULAR GROUND TOOL BITS B.55
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KIT PARETI FESSURATE E LAMINE DIVISORIE 36 X 27 E P.15

KIT PARETI FESSURATE E LAMINE DIVISORIE 36 X 36 E P.15

KIT PARETI FESSURATE E LAMINE DIVISORIE 54 X 36 E P.15

KIT PER SALDATURA J.49

KIT PER SALDATURA E TAGLIO OSSI/ACETILENE J.63

KIT PONTEGGIO K.49

KIT PUNTALI IN GOMMA L.18

KIT RIPARAZIONE PER FILETTI RIPORTATI N.109

KIT RIPARAZIONE PER FILETTI RIPORTATI MULTIDIMENSIONE N.109

KIT TETTO BASIC K.49

KIT TUBO A SPIRALE CON PISTOLA E ATTACCHI RAPIDI SERIE 320 DN7.6 L.27

KRAFTFORM KOMPAKT MICRO - KIT 11 ELECTRONICS 1 CON CUSTODIA E.75

LAMATORI A 180° Z3 PER SEDI VITI TESTA CILINDRICA A.221

LAMATORI A 180° Z4 PER SEDI VITI TESTA CILINDRICA A.222

LAMATORI A 90° PER SEDI VITI TESTA SVASATA A.221

LAME 32.50 PER CUTTER DI SICUREZZA F.66

LAME 37040 PER CUTTER DI SICUREZZA F.63

LAME 45.60 PER CUTTER DI SICUREZZA F.65

LAME 5232 PER CUTTER DI SICUREZZA F.66

LAME 60099 PER CUTTER DI SICUREZZA F.64

LAME 79.60 PER CUTTER DI SICUREZZA F.65

LAME 7940 PER CUTTER DI SICUREZZA F.65

LAME 92.66 PER CUTTER DI SICUREZZA F.64

LAME 99.70 PER CUTTER DI SICUREZZA F.64-F.65

LAME A SETTORI 18 MM F.59

LAME A SETTORI 25MM F.62

LAME A SETTORI 9MM F.59

LAME A TRAPEZIO PER CUTTER DI SICUREZZA F.61

LAME A TRAPEZIO PER CUTTER DI SICUREZZA F.61

LAME ALTERNATIVE KING - HSS A.244

LAME BASIC PLUS M51 UNIFLEX A.242

LAME BULLDOG A.234

LAME CIRCOLARI CON DENTI IN HM OPTILINE WOOD N.42

LAME CIRCOLARI TCT PER METALLI FERROSI DRY-CUT A.243

LAME CIRCOLARI TCT SILENZIATE PER IL TAGLIO DI LEGHE LEGGERE A.243

LAME D’ARIA H.30

LAME DI RICAMBIO PER TAGLIABULLONI F.46

LAME DI RICAMBIO PER TAGLIABULLONI 437 F.45

LAME DI RICAMBIO PER TAGLIABULLONI UNIBOLT® 430 F.45

LAME DI RICAMBIO PER TAGLIABULLONI WAGGONIT® 980 F.44

LAME DI RICAMBIO PER TRONCAFILI WAGGONIT® 985 F.45

LAME KING M42 SUPERIOR - BASIC PERFORMANCE A.239

LAME KING M42 SUPERIOR - BASIC PLUS PERFORMANCE A.237

LAME KING M42 SUPERIOR - BASIC PLUS PERFORMANCE A.238

LAME LION M42 A.230

LAME PER CUTTER DI SICUREZZA SECUMAX 350 F.62

LAME PER SBAVATORI F.70

LAME PER SBAVATORI TIPO B POSITIVE A.223

LAME PER SBAVATORI TIPO B STANDARD A.223

LAME PER SEGHE UNIVERSALI PER LEGNO N.46

LAME PER SEGHE UNIVERSALI PER LEGNO CON CHIODI N.46

LAME PER SEGHE UNIVERSALI PER METALLO N.47

LAME PER SEGHETTI ALTERNATIVI PER ACCIAIO INOX N.45

LAME PER SEGHETTI ALTERNATIVI PER ALLUMINIO E METALLI NON FERROSI N.45

LAME PER SEGHETTI ALTERNATIVI PER LEGNO N.44

LAME PER SEGHETTI ALTERNATIVI PER LEGNO CON METALLO N.44

LAME PER SEGHETTI ALTERNATIVI PER MATERIALE ACRILICO N.46

LAME PER SEGHETTI ALTERNATIVI PER MATERIALE CERAMICO N.46

LAME PER SEGHETTI ALTERNATIVI PER MATERIALE IN FIBRA DI CEMENTO N.46

LAME PER SEGHETTI ALTERNATIVI PER METALLO N.44-N.45

LAME PER SEGHETTI MINI F.67

LAME PER SEGHETTO HSS A.244, F.67

LAME PER SEGHETTO HSS BIMETALLICA A.244, F.67

LAME PER TAGLIABULLONI COMBICUT® 433 F.44

LAME PER TAGLIABULLONI COMBICUT® 433V F.44

LAME PORTAINSERTI PER SCANALATURA PROFONDA E TAGLIO - MONOLATERALE B.45

LAME POWERFLEX M42 - BASIC PLUS UNIFLEX A.227-A.228, A.231

LAME POWERFLEX M42 - BASIC UNIFLEX A.232

LAME POWERFLEX M42 (BPU) A.231

LAME POWERFLEX M42 BPU A.232, N.9

LAME PREDATOR TIN A.240

LAME PROFILE M42 A.235

LAME PROFILE SUPERIOR A.236

LAME T-REX M81 A.241

LAMINE DIVISORIE 12 E P.16

LAMINE DIVISORIE 18 E P.16

LAMINE DIVISORIE 6 E P.16

LAMINE DIVISORIE 9 E P.16

LAMPADE A LED PER MACCHINE UTENSILI N.84

LAMPADE A PANTOGRAFO N.83

LAMPADE A PANTOGRAFO CON LENTE DI INGRANDIMENTO N.84

LAMPADE LED CON LENTE DI INGRANDIMENTO N.84

LAMPADE PORTATILI N.83

LAMPADE PORTATILI LED N.83

LAPPATORI MANUALI IN CARBURO DI BORO SINTERIZZATO GRIT-BIT G.52

LAPPATORI ROTATIVI IN FELTRO CON SUPPORTO IN MATERIALE SINTETICO G.34

LAPPATRICI PNEUMATICHE L.13

LASTRINE PIANE INCOLORE IN VETRO MINERALE J.59

LAVAMANI IN CREMA J.43-J.44

LAVAMANI IN GEL J.42

LAVAMANI IN PASTA J.43

LAVAMANI LIQUIDI J.42

LENTI A DOPPIO INGRANDIMENTO D.90

LENTI D’INGRANDIMENTO D.90-D.91

LENTI D’INGRANDIMENTO CON ILLUMINATORE D.91

LENTI D’INGRANDIMENTO CON ILLUMINAZIONE A LED D.91

LENTI D’INGRANDIMENTO CON REGOLAZIONE FOCALE D.91

LENTI D’INGRANDIMENTO CON RETICOLI IN KIT D.92

LENTI D’INGRANDIMENTO PIEGHEVOLI D.90

LENTI D’INGRANDIMENTO MAGNETICHE D.89

LENTI DI INGRANDIMENTO A FLUORESCENZA D.88

LENTI DI INGRANDIMENTO A LED D.88-D.89

LEVE F.81

LEVE A T CON QUADRO SCORREVOLE E.47

LEVE A T CON QUADRO SCORREVOLE E BLOCCO DI SICUREZZA E.47

LEVE DI SOLLEVAMENTO PER CARPENTIERI F.82

LEVE PER TESTE A CRICCO E TESTE SCORREVOLI E.46

LEVERINI PER CARPENTIERI F.82

LEVIGATORI FLESSIBILI G.28

LEVIGATRICI A NASTRO N.40

LEVIGATRICI A NASTRO DA BANCO N.17

LEVIGATRICI ECOLOGICHE ORIENTABILI A NASTRO N.18
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HSS-CO 12% ROUND GROUND TOOL BITS B.55

HSS-CO 12% SQUARE GROUND TOOL BITS B.55

HSSE HOLE CUTTERS FOR STEEL AND STAINLESS STEEL N.59

HYBRID ADHESIVE J.2

HYBRID ADHESIVES J.2

HYBRID CUTTING AND GRINDING DISCS G.4

HYDRAULIC ADAPTORS DIN 1835A C.55

HYDRAULIC BOTTLE JACKS M.88

HYDRAULIC CHUCKS DIN 69871 SK AD+B A.17, C.7

HYDRAULIC CHUCKS DIN 69893 HSK A C.41

HYDRAULIC CHUCKS MAS 403 BT AD+B C.28

HYDRAULIC CHUCKS STRONG LOCKING DIN 69871 SK AD+B C.7

HYDRAULIC CHUCKS STRONG LOCKING DIN 69893 HSK A C.41

HYDRAULIC CHUCKS STRONG LOCKING MAS 403 BT AD+B C.28

HYDRAULIC CRANES-LIGHT SERIES M.86

HYDRAULIC GREASE NIPPLES - 45 DEGREES J.38

HYDRAULIC GREASE NIPPLES - 90 DEGREES J.38

HYDRAULIC GREASE NIPPLES-STRAIGHT J.38

HYDRAULIC JACK FOR INDUSTRIAL HANDLING M.89

HYDRAULIC OILS H.21-H.22, H.38

HYDRAULIC PRESSES N.80

HYGRO METERS FOR MATERIALS D.113

HYGROMETERS FOR MATERIALS - PROBES D.113

IBC’S SPILL PALLETS P.41

ILLUMINATED MAGNIFIERS D.88

ILLUMINATION FOR POCKET MAGNIFYING LENSES D.92

IMPULSE SCREWDRIVERS 18V N.23

INCLINED 45° CUTTING NIPPERS FOR PLASTIC MATERIALS F.35

INCLINED 85° CUTTING NIPPERS FOR PLASTIC MATERIALS F.35

INDEXABLE CHAMFERING MILLS B.97

INDEXABLE DRILLS 3XD WELDON SHANK B.106

INDEXABLE DRILLS 3XD WELDON SHANK - SCREW FIXING B.104

INDEXABLE MILLS FOR CHAMFERING B.96

INDEXABLE MILLS FOR CHAMFERING AND CENTERING B.95

INDUSTRIAL ASPIRATOR HURRICANE 55 N.70

INDUSTRIAL ASPIRATOR STORM 4800 N.69

INDUSTRIAL ASPIRATOR/SEPARATORS TWISTOIL 280 H.25, N.66

INDUSTRIAL ASPIRATORS STORM 3600 N.68

INDUSTRIAL ASPIRATORS/SEPARATORS TWISTOIL N.66

INDUSTRIAL BELT SANDERS N.18

INDUSTRIAL CABLE REELS WITH SPRING N.86

INFRARED RADIATOR HEATERS N.73

INFRARED THERMOMETERS D.95, D.97

INSERT HOLDERS E.96

INSERTS FOR EXTERNAL THREADING B.48

INSERTS FOR GROOVING AND PARTING - SINGLE SIDE B.44

INSERTS FOR INTERNAL THREADING B.48

INSERTS FOR LIVE CENTRES C.106-C.107

INSERTS FOR SWIVELLING HEAD SCREWDRIVERS E.74

INSIDE GROOVES DIGITAL CALIPERS D.12

INSIDE GROOVES DIGITAL CALIPERS IP67 D.12

INSIDE GROOVES DIGITAL CALIPERS WITH INTERCHANGEABLE TIPS D.14

INSIDE GROOVES VERNIER CALIPERS D.18

INSIDE MICROMETERS WITH MODULARS EXTENSION RODS D.33

INSIDE/OUTSIDE DIGITAL CALIPERS WITH LONG POINTS D.14

INSIDE/OUTSIDE GROOVES DIGITAL CALIPERS IP54 D.13

INSIDE/OUTSIDE GROOVES DIGITAL CALIPERS IP67 D.13

INSPECTION TORCHES MAGNETIC AND ADJUSTABLE LED N.82

INSULATED NUTDRIVERS 1000 VOLTS HEXAGONAL SOCKETS WITH HANDLE 190 I VDE E.14

INSULATING ADHESIVE TAPES N.131

INSULATION AND CUTTING STRIPPER PLIERS STRIPAX F.26

INSULATION AND CUTTING STRIPPER PLIERS STRIPAX ULTIMATE F.26

INTEGRAL ANGLE HEADS C.78

INTERCHANGEABLE MEASUREMENT TIPS D.49

INTERCHANGEABLE PUNCH DIES F.29

INTERCHANGEABLE PUNCH DIES WITH HANDLE-KIT 16 PIECES F.29

INTERCHANGEABLE PUNCH DIES WITH HANDLE-KIT 32 PIECES F.29

INTERFACE PLATES FOR APS-140 CON TCT 150 C.136

INTERLOCKING CONTAINMENT STAND P.42

INTERMEDIATE PUSH-TO-CONNECT L-FITTINGS L.35

INTERMEDIATE PUSH-TO-CONNECT-FITTINGS L.36

INTERNAL FILTER CARTRIDGE H.38

INTERNAL GROOVING ISO 354R BRAZED TOOLS B.54

INTERNAL GROOVING TOOLHOLDERS TRIANGOLAR INSERTS B.49

INTERNAL TURNING TOOLHOLDERS FOR POSITIVE INSERTS - T SHAPE B.15

INTERNAL TURNING ISO 9 BRAZED TOOLS B.54

INTERNAL TURNING TOOLHOLDERS - NEGATIVE INSERTS - C SHAPE B.4

INTERNAL TURNING TOOLHOLDERS - NEGATIVE INSERTS - D SHAPE B.5

INTERNAL TURNING TOOLHOLDERS - NEGATIVE INSERTS - T SHAPE B.7

INTERNAL TURNING TOOLHOLDERS - NEGATIVE INSERTS - W SHAPE B.9

INTERNAL TURNING TOOLHOLDERS - POSITIVE INSERTS - C SHAPE B.10, B.11

INTERNAL TURNING TOOLHOLDERS - POSITIVE INSERTS - D SHAPE B.12, B.13

INTERNAL TURNING TOOLHOLDERS - POSITIVE INSERTS - T SHAPE B.15

INTERNAL TURNING TOOLHOLDERS - POSITIVE INSERTS - V SHAPE B.16, B.17

INTERNAL TURNING TOOLHOLDERS FOR POSITIVE INSERTS - C SHAPE B.11

INTERNAL TURNING TOOLHOLDERS FOR POSITIVE INSERTS - D SHAPE B.13

INTERNAL TURNING TOOLHOLDERS FOR POSITIVE INSERTS - V SHAPE B.17

INVERTED DOVETAIL CUTTERS A.201

INVERTER BANDS SAWS MACHINE EASY CUT - SNIP 130 N.9

INVERTER BANDS SAWS MACHINE EASY CUT - SNIP 140 N.9

INVERTER BANDS SAWS MACHINE EASY CUT - SNIP 170 N.9

INVERTER WELDING MACHINE J.48

IPE CANTILEVERS “P” - HEAVY SERIE P.38

IRON STANDS FOR INSPECTION PLATES D.58

JACK PIPE BENDING MACHINE N.79

JAWS FOR ROTATING VICES N.77

JAWS FOR VICES WX7800 N.74

JAWS FOR VICES WX7810 - WX7860 - WX7870 N.74

JAWS FOR VICES WX7900 N.76

JAWS FOR VICES WX7910 N.77

JET GAUGES WITH STEEL PINS D.78

JET GUNS FOR LIQUID DISTRIBUTION L.19

JIG SAW BLADES FOR ACRYLIC MATERIAL N.46

JIG SAW BLADES FOR ALUMINIUM AND NON-FERROUS METALS N.45

JIG SAW BLADES FOR CERAMIC MATERIALS N.46

JIG SAW BLADES FOR FIBRE/CEMENT MATERIALS N.46

JIG SAW BLADES FOR METAL N.44-N.45

JIG SAW BLADES FOR STAINLESS STEEL N.45

JIG SAW BLADES FOR WOOD N.44

JIG SAW BLADES FOR WOOD WITH METAL N.44

JIG SAWS N.41

JOBBER DRILL KITS N.54
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LEVIGATRICI ORBITALI N.38

LEVIGATRICI ORBITALI PROFESSIONAL N.38

LEVIGATRICI ORIENTABILI A NASTRO N.17

LEVIGATRICI ROTOORBITALI N.39

LIMATRICI PNEUMATICHE L.13

LIME A NASTRO G.20

LIME AD AGO DIAMANTATE G.63

LIME AD AGO DIAMANTATE IN SERIE G.63

LIME AD AGO IN SERIE G.62

LIME AD AGO MEZZETONDE G.61

LIME AD AGO PIATTE G.61

LIME AD AGO QUADRE G.62

LIME AD AGO TONDE G.62

LIME AD AGO TRIANGOLARI G.62

LIME PER MECCANICA IN SERIE G.60

LIME PER MECCANICA MEZZETONDE G.59

LIME PER MECCANICA PIATTE G.59

LIME PER MECCANICA QUADRE G.60

LIME PER MECCANICA TONDE G.59

LIME PER MECCANICA TRIANGOLARI G.60

LIQUIDO LUBRIFICANTE PER PASTE E LIQUIDI DIAMANTATI G.56

LIVELLE DI PRECISIONE LINEARE D.68

LIVELLE DI PRECISIONE QUADRA D.69

LIVELLE DIGITALI/INCLINOMETRO D.69

LIVELLE LINEARI DI PRECISIONE D.67

LIVELLE LINEARI DI PRECISIONE RETTIFICATE D.68

LIVELLE LINEARI RASCHIETTATE D.67

LIVELLE MAGNETICHE F.111

LIVELLE MAGNETICHE DI PRECISIONE D.70

LIVELLE MAGNETICHE IN ALLUMINIO F.111

LIVELLE QUADRE DI PRECISIONE D.68

LIVELLE QUADRE RASCHIETTATE D.68

LUBRIFICANTE ADESIVO AL P.T.F.E. J.23

LUBRIFICANTE SECCO DI ALTA QUALITA’ A BASE DI P.T.F.E. J.23

LUBRIFICANTI AL P.T.F.E. J.23

LUBRIFICANTI DISTACCANTI AD ALTO TENORE DI SILICONE J.27

LUBRIFICANTI PER CATENE J.26

LUCCHETTI A COMBINAZIONE OMOLOGATI TSA F.93

LUCCHETTI CON ARCO LUNGO F.95

LUCCHETTI STANDARD F.95

LUCIDANTI J.30

LUCIDANTI DISTACCANTI PER STAMPAGGIO PLASTICA J.27

LUXMETRI D.115

MACCHINA CALETTATRICE AUTOMATICA C.76

MACCHINA CALETTATRICE MANUALE C.76

MACCHINA DI MISURA OTTICA D.98, D.101

MACCHINE DA BANCO A BATTUTA MANUALI F.118

MAGAZZINO VERTICALE - BAIA ESTERNA P.33

MAGAZZINO VERTICALE - BAIA INTERNA P.32

MAGLIE DI GIUNZIONE PER PENDENTI CON CATENA M.64

MAGNETI IN PLASTOFERRITE N.99

MAGNETI PERMANENTI IN LEGA ALNICO N.98-N.99

MAGNETI PERMANENTI IN NEODIMIO N.99

MAGNETIZZATORE PER UTENSILI E.95

MANDRINI A CALETTAMENTO TERMICO DIN 69871 SK FORMA AD+B C.11-C.12

MANDRINI A CALETTAMENTO TERMICO DIN 69893 HSK A C.44-C.45

MANDRINI A CALETTAMENTO TERMICO MAS 403 BT FORMA AD+B C.31-C.32

MANDRINI A CALETTAMENTO TERMICO SLIM DIN 69871 SK FORMA AD+B C.13

MANDRINI A FORTE SERRAGGIO DIN 69871 SK FORMA AD+B C.6

MANDRINI A FORTE SERRAGGIO DIN 69893 HSK A C.40

MANDRINI A FORTE SERRAGGIO MAS 403 BT FORMA AD+B C.27

MANDRINI AUTOCENTRANTI A DOPPIA GUIDA A QUATTRO GRIFFE C.98

MANDRINI AUTOCENTRANTI A DOPPIA GUIDA A TRE GRIFFE C.97

MANDRINI AUTOCENTRANTI A DOPPIA GUIDA A TRE GRIFFE PIÙ TRE MORSETTI C.98

MANDRINI AUTOCENTRANTI A GUIDA SEMPLICE C.100-C.101

MANDRINI AUTOCENTRANTI A GUIDA SEMPLICE A QUATTRO GRIFFE C.97, C.100

MANDRINI AUTOCENTRANTI A GUIDA SEMPLICE A TRE GRIFFE C.97, C.99

MANDRINI AUTOSERRANTI N.49

MANDRINI AUTOSERRANTI DIN 69871 SK FORMA A C.19-C.20

MANDRINI AUTOSERRANTI DIN 69871 SK FORMA AD+B C.19

MANDRINI AUTOSERRANTI MAS 403 BT FORMA A C.36

MANDRINI AUTOSERRANTI MAS 403 BT FORMA AD+B C.36

MANDRINI IDRAULICI A FORTE SERRAGGIO DIN 69871 SK FORMA AD+B C.7

MANDRINI IDRAULICI A FORTE SERRAGGIO DIN 69893 HSK A C.41

MANDRINI IDRAULICI A FORTE SERRAGGIO MAS 403 BT FORMA AD+B C.28

MANDRINI IDRAULICI DIN 69871 SK FORMA AD+B A.17M C.7

MANDRINI IDRAULICI DIN 69893 HSK A C.41

MANDRINI IDRAULICI MAS 403 BT FORMA AD+B C.28

MANDRINI MASCHIATORI COMPENSATI DIN 2080 C.53

MANDRINI MASCHIATORI COMPENSATI MAS 403 BT FORMA A C.37

MANDRINI MASCHIATORI NON COMPENSATI HSK DIN 69893A C.48

MANDRINI MASCHIATORI NON COMPENSATI MAS 403 BT FORMA A C.37

MANDRINI MODULARI GRANDEZZA 1 B.115

MANDRINI MODULARI PSC ISO 26623-1 E HSK A DIN 69893 B.121

MANDRINI MODULARI SK DIN 69871 A/D E MAS403 BT B.121

MANDRINI PER ATTACCHI FILETTATI DIN 69871 SK FORMA AD+B C.13

MANDRINI PER ATTACCHI FILETTATI DIN 69893 HSK A C.46

MANDRINI PER ATTACCHI FILETTATI MAS 403 BT FORMA AD+B C.32

MANDRINI PER SEGHE CIRCOLARI DIN 1837-A E DIN 1838-B A.205, C.57

MANDRINI PORTAFRESE COMBINATI DIN 2080 C.52

MANDRINI PORTAFRESE COMBINATI DIN 69893 HSK A C.47

MANDRINI PORTAPINZE ER DIN 6499 DIN 2080 C.51

MANDRINI PORTAPINZE ER DIN 69871 SK FORMA AD+B C.4-C.5

MANDRINI PORTAPINZE ER DIN 69893 HSK A C.39

MANDRINI PORTAPINZE ER DIN69871 SK FORMA AD+B C.3

MANDRINI PORTAPINZE ER MAS 403 BT FORMA AD+B C.24-C.26

MANDRINI PORTAPINZE ER MINI DIN 69871 SK FORMA AD+B C.5

MANDRINI PORTAPINZE ER MINI DIN 69893 HSK A C.40

MANDRINI PORTAPINZE ER MINI MAS 403 BT FORMA AD+B C.26

MANDRINI WELDON DIN 2080 C.51

MANDRINI WELDON DIN 69871 SK FORMA AD+B C.8-C.10

MANDRINI WELDON DIN 69893 HSK A C.42-C.43

MANDRINI WELDON MAS 403 BT FORMA AD+B C.29-C.30

MANDRINO CON ATTACCO RAPIDO G.9

MANICI IN LEGNO CON MANDRINO IN OTTONE PER LIME AD AGO G.64

MANICI IN LEGNO PER LIME E RASPE G.64

MANICI IN LEGNO PER MAZZE F.81

MANICI IN PLASTICA PER LIME G.64

MANICI IN PLASTICA PER MARTELLI CON ASOLA DIN1041 F.76

MANICI IN PLASTICA PER MAZZETTE CON ASOLA DIN6475 F.80

MANICI PER MARTELLI E MAZZUOLE F.75, F.77, F.79

MANICI PLASTICA A SERRAGGIO RAPIDO PER LIME AD AGO G.64
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JOBBER DRILLS A.30 A.32-A.41

JOBBER DRILLS CARBIDE-TIPPED A.43

JOBBER DRILLS FOR SMALL PRODUCTION SERIES N.52

JOBBER DRILLS KIT A.60

KB TRAVELLING CRANES M.37

KEYLESS DRILL CHUCKS N.49

KING HSS POWER JIGSAW BLADES A.244

KING M42 SUPERIOR BAND SAW BLADES A.237-A.239, A.242

KNIVES FOR ELECTRICIANS F.50

KNOB HANDLES IN DUROPLAST - FEMALE THREAD N.119

KNURLED LOBE KNOBS IN TECHNOPOLYMER - ZINC PLATED STUD N.117

KRAFTFORM MICRO SCREWDRIVERS - KIT 12 FOR ELECTRONICS WITH POUCH E.75

KRAFTFORM MICRO SCREWDRIVERS - KIT 12 ELECTRONICS WITH POUCH E.75

L KEYS FOR TORX® SCREWS E.28

L KEYS FOR TORX® SCREWS IN SET E.28

L KEYS MULTICOLOUR HF1 WITH HOLDING FUNCTION

FOR TORX® SCREWS IN SET 967 SL/9 TX E.28

L-KEYS HEX-PLUS MULITCOLOUR HF 1, METRIC, BLACKLASER,

WITH HOLDING FUNCTION IN SET 950/9 E.19

LABEL LIST- SCRIPT P.11

LABORATORY SCALES D.104

LADDER LOCK CLOSURE STRAPS M.60

LADDER LOCK CLOSURE, HOOK-ENDED STRAPS M.61

LAME T-REX M81 A.241

LAMP STANDS N.83

LARGE EXTERNAL MICROMETERS D.26-D.27

LARGE EXTERNAL MICROMETERS WITH INTERCHANGEABLE ANVILS D.27

LASER DISTANCES DETECTOR F.115

LATHE ECOCA N.7

LEATHER TOOL BAGS F.89

LED ILLUMINATED MAGNIFIERS D.88-D.89

LED INSPECTION TORCHES E.10, N.82

LED LAMP MAGNIFIER N.84

LED LAMPS FOR MACHINE TOOLS N.84

LED MAGNIFIERS D.91

LEEB IMPACT HARDNESS TESTERS D.84

LEFT-HAND FIXED DIE - M A.110

LEFT-HAND FIXED DIE - MF A.111

LETTER PUNCHES IN SET F.117

LEVER ACTION BARREE PUMPS J.41

LEVER ACTION BARREL PUMPS J.41

LEVER CLAMPS F.87

LEVER CLAMPS - FEMALE THREAD N.122

LEVER PUMP GREASER J.40

LEVER TEST INDICATORS D.41, D.48

LEVERS FOR CARPENTERS F.82

LEVERS FOR RATCHET HEADS AND SLIDING HEADS E.46

LIFTING CHAIN SLINGS M.64

LIFTING CLAMPS FOR MATERIALS WITH PARALLEL SIDES M.53

LIFTING CLAMPS FOR ROUND MATERIALS M.53

LIFTING CLAMPS WITH ANTI-DAMAGING PADS M.52

LIFTING CROSS MONOBEAMS FOR BIG BAGS M.75

LIFTING FIBER SLINGS M.63

LIFTING LEVERS FOR CARPENTERS F.82

LIFTING MAGNETS - NEO M.66

LIFTING MAGNETS FOR SHEET METAL M.68-M.69

LIFTING SCREW CLAMPS M.54

LIGHT ALLOY DIES STOCKS F.98

LIGHT MAGNIFIERS 10X D.91

LIGHT PALLET RACKS P.36

LINEAR CHARACTER HOLDERS F.119

LINEAR GUIDE OILS H.21

LINEAR SAFETY HOSES HI-VISIBILITY WITH FAST CONNECTIONS SERIES 320 DN7.6 L.24

LION M42 BAND SAW BLADES A.230

LIQUID ACTIVATORS FOR MULTIBOND ADHESIVES J.6

LIQUID GASKET J.10

LIQUID PAINT MARKERS F.116

LIQUID VACUUM CLEANER - ACCESSORIES AND SPARE PARTS Ø 40MM N.65

LIQUID VACUUM CLEANERS - ACCESSORIES AND SPARE PARTS Ø 36MM N.65

LIQUID VACUUM CLEANERS BREEZY 25 N.64

LIQUID VACUUM CLEANERS BREEZY 35 N.64

LIQUID VACUUM CLEANERS BREEZY 50 N.64

LIQUID VACUUM CLEANERS BREEZY 70 N.64

LITHIUM BATTERIES N.26

LITHIUM CELL BATTERY CHARGERS N.26

LIVE CENTRES FOR LIGHT LOAD OPERATIONS C.104

LIVE CENTRES FOR MEDIUM LOAD C.105

LIVE CENTRES FOR MEDIUM LOADS C.105

LIVE CENTRES IN WOODEN BOX WITH INTERCHANGEABLE TIPS KIT C.105

LOBE KNOBS 6 LOBES IN DUROPLAST - FEMALE THREAD N.117

LOBE KNOBS 6 LOBES IN DUROPLAST - MALE THREAD N.116

LOBE KNOBS 8 LOBES IN TECHNOPOLYMER - FEMALE THREAD N.117

LOBE KNOBS 8 LOBES IN TECHNOPOLYMER - MALE THREAD N.116

LONG COMBINATION WRENCHES E.4

LONG HEXAGONAL L KEYS WITH BALL END IN SET 950/PKL/9 SM N E.18

LONG HEXAGONAL L KEYS IN SET 950 SPKL/9 SM N E.19

LONG HEXAGONAL L KEYS IN STAINLESS STEEL IN SET 3950 PKL/9 E.19

LONG HEXAGONAL L KEYS IN STAINLESS STEEL IN SET 3950 SPK/9 SM E.20

LONG HEXAGONAL L KEYS MEASUREMENT IN INCHES IN SET 950 PKL/13 SZ N E.20

LONG HEXAGONAL L KEYS MEASUREMENT IN INCHES IN SET 950PKL/9 SZ N E.20

LONG HEXAGONAL L KEYS WITH BALL END E.18

LONG HEXAGONAL L KEYS WITH BALL END IN SET E.18

LONG HEXAGONAL L KEYS WITH BALL END MEASUREMENT IN INCHES E.20

LONG HEXAGONAL L KEYS WITH BALL POINT END E.17-E.18

LONG HEXAGONAL L KEYS WITH BALL POINT END AND MAGNET E.17

LONG HEXAGONAL L KEYS WITH BALL POINT END IN SET 950 PKL//9 BM N E.18

LONG HEXAGONAL L KEYS WITH BALLPOINT END AND MAGNET IN SET E.17

LONG HEXAGONAL SOCKETS 1/2” E.40

LONG HEXAGONAL SOCKETS 1/4” E.33

LONG HEXAGONAL SOCKETS 3/4” E.43

LONG HEXAGONAL SOCKETS 3/8” E.37

LONG HEXAGONAL WRENCHES WITH ERGONOMIC HANDLES E.22

LONG L KEYS FOR TORX® SCREW WITH BALL POINT END IN SET 967 PKL/9 E.28

LONG L KEYS FOR TORX® SCREWS WITH BALL POINT END E.28

LONG L KEYS FOR TORX® TAMPER SCREWS IN SET 967 SPKL/9 BO E.29

LONG MEASURING TAPES F.112-F.113

LONG POLYGONAL SOCKETS 1/2” E.40

LONG POLYGONAL SOCKETS 3/8” E.36

LONG REVERSIBLE RATCHETS 1/2” E.46

LONG SERIES END MILLS CENTER CUTTING Z3 A.196

LONG-LASTING UNIVERSAL GREASE J.22

LUBRICANT OIL FOR FOOD INDUSTRIES J.26
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MANICI PLASTICA BICOMPONENTE PER LIME G.64

MANICI RICAMBIO PER MARTELLI F.76

MANICI RICAMBIO PER MAZZETTE F.80

MANICOTTI CON FILETTO CILINDRICO L.29

MANIGLIA PER CARRELLO 3 VASCHE P.30

MANIGLIE A RIPRESA - FILETTO FEMMINA N.122

MANIGLIE A RIPRESA - FILETTO MASCHIO N.121

MANIGLIE A RIPRESA IN METALLO - FILETTO FEMMINA N.122

MANIGLIE A RIPRESA IN METALLO - FILETTO MASCHIO N.122

MANIGLIE IN DUROPLASTO - FORO CIECO FILETTATO N.120

MANIGLIE IN TECNOPOLIMERO - FORO CIECO FILETTATO N.119-N.120

MANIGLIE IN TECNOPOLIMERO - FORO PASSANTE N.119

MANIGLIE PER FILM ESTENSIBILE N.130

MANIPOLATORI ELETTRICI A FUNE M.47

MANIPOLATORI PNEUMATICI A BRACCI RIGIDI M.46

MANIPOLATORI PNEUMATICI A DOPPIA FUNE M.46

MANIPOLI DIRITTI ATTACCO “SLIP” G.66

MANOMETRI L.21

MANOMETRI A SECCO CON CASSA IN ABS - ATTACCO POSTERIORE L.22

MANOMETRI A SECCO CON CASSA IN ABS - ATTACCO RADIALE L.22

MANOMETRI CON CASSA INOX IN BAGNO DI GLICERINA - ATTACCO POSTERIORE L.22

MANOMETRI CON CASSA INOX IN BAGNO DI GLICERINA - ATTACCO RADIALE L.22

MARCATORI A VERNICE LIQUIDA F.116

MARCATORI A VERNICE OPACA F.116

MARCATORI AD INCHIOSTRO PERMANENTE F.117

MARSUPIO PORTA UTENSILI F.96

MARTELLI E MAZZUOLE IN FOAM E.117, F.75

MARTELLI PER CARPENTIERE F.77

MARTELLI PERFORATORI A BATTERIA 18V N.24

MARTELLI PERFORATORI REVERSIBILI SDS PLUS N.30

MARTELLI PERFORATORI REVERSIBILI SDS-PLUS N.30-N.31

MARTELLI PERFORATORI SDS-MAX N.31

MARTELLI TIPO TEDESCO F.76

MARTELLI TIPO TEDESCO CON COLLARE SALVAMANICO F.75

MARTELLI TIPO TEDESCO CON MANICO TRI-COMPONENTE F.75

MARTELLINE BATTISCORIE J.56

MASCHERE A CASCO PER SALDATURA J.58

MASCHERE A CASCO PER SALDATURA CON PORTAVETRO RIBALTABILE J.58

MASCHERE ELETTRONICHE PER SALDATURA J.60

MASCHERE PROTETTIVE K.35, K.37

MASCHERINE PROTETTIVE K.37

MASCHI A MANO 3° DELLA SERIE - FINITORE - M N.55

MASCHI A MANO IN SERIE DI 2 PEZZI - GAS A.108

MASCHI A MANO IN SERIE DI 3 PEZZI - M A.107, N.54

MASCHI A MANO IN SERIE DI 3 PEZZI PER TEMPRATI - M A.108

MASCHI FINITORI PER FILETTI RIPORTATI N.108

MASCHI FORATI TAGLIENTI ELICOIDALI 20° - M A.80

MASCHI IMBOCCO CORRETTO - GAS A.102-A.103

MASCHI IMBOCCO CORRETTO - M A.67, A.69, A.73-A.79, A.81

MASCHI IMBOCCO CORRETTO - M A.83-A.87, A.90, H.17

MASCHI IMBOCCO CORRETTO - M - MAGGIORATI A.70

MASCHI IMBOCCO CORRETTO - MF A.95-A.98

MASCHI IMBOCCO CORRETTO - UNC A.100

MASCHI IMBOCCO CORRETTO - UNF A.101

MASCHI IMBOCCO CORRETTO GAMBO EXTRALUNGO - M A.72

MASCHI PER DADI FORI PASSANTI - M A.71

MASCHI PER FORI CIECHI - M N.56

MASCHI PER FORI PASSANTI - M N.55

MASCHI PER FORI PASSANTI GAMBO PASSANTE N.56

MASCHI RULLATORI - GAS A.104

MASCHI RULLATORI - M A.92-A.94, H.6

MASCHI RULLATORI - MF A.99

MASCHI TAGLIENTE ELICOIDALE 40° FORMA E - M A.82

MASCHI TAGLIENTI DIRITTI - M A.67, A.89, A.91, L.7

MASCHI TAGLIENTI DIRITTI - NPT A.105

MASCHI TAGLIENTI DIRITTI - PG A.105

MASCHI TAGLIENTI DIRITTI FILETTATURA SINISTRA - M A.71

MASCHI TAGLIENTI DIRITTI FILETTATURA SINISTRA - MF A.96

MASCHI TAGLIENTI ELICOIDALI 15° - GAS A.102

MASCHI TAGLIENTI ELICOIDALI 15° - M A.68

MASCHI TAGLIENTI ELICOIDALI 25° - M A.83, A.88

MASCHI TAGLIENTI ELICOIDALI 40° - GAS A.103-A.104

MASCHI TAGLIENTI ELICOIDALI 40° - M A.68-A.69, A.73-A.79, A.81

MASCHI TAGLIENTI ELICOIDALI 40° - M A.84-A.85, A.87, A.89-A.90, L.7

MASCHI TAGLIENTI ELICOIDALI 40° - M - MAGGIORATI A.70

MASCHI TAGLIENTI ELICOIDALI 40° - MF A.95-A.98

MASCHI TAGLIENTI ELICOIDALI 40° - UNC A.100

MASCHI TAGLIENTI ELICOIDALI 40° - UNF A.101

MASCHI TAGLIENTI ELICOIDALI 40° GAMBO EXTRALUNGO - M A.72

MASCHI TAGLIENTI ELICOIDALI 40° PER FILETTI RIPORTATI - EG - M A.106

MASCHI TAGLIENTI ELICOIDALI 48° - M A.86

MASCHI TAGLIENTI ELICOIDALI ELICA SINISTRA 15° - M A.88

MASCHIATORI COMPENSATI SK DIN 69871 FORMA A C.21

MASCHIATORI NON COMPENSATI SK DIN 69871 FORMA A C.20

MASCHIATRICI PNEUMATICHE CON INVERSIONE A PULSANTE L.7

MASCHIATRICI PNEUMATICHE CON INVERSIONE A TRAZIONE PUSH-PULL L.6

MASTER DI CALIBRAZIONE PER SPESSIMETRI AD ULTRASUONI D.111

MASTICI PER GUARNIZIONI J.10

MAZZE A DUE TESTE PIANE F.81

MAZZE IN RAME F.81

MAZZETTE A DUE TESTE PIANE F.80

MAZZETTE IN RAME F.79

MAZZETTE IN RAME TRAFILATO 80 BRINELL F.79

MAZZETTE IN RAME TRAFILATO CON MANICO TRI-COMPONENTE F.79

MAZZUOLE ANTIRIMBALZO CON TESTINE IN POLIURETANO F.78

MAZZUOLE ANTIRIMBALZO CON TESTINE IN RILSAN F.78

MAZZUOLE ANTIRIMBALZO RIVESTITE IN POLIURETANO F.79

MAZZUOLE CON BATTENTE IN POLIAMMIDE F.78

MAZZUOLE IN ACCIAIO CON TESTE IN NYLON 100 SH F.77

MAZZUOLE IN ALLUMINIO CON TESTE IN NYLON 100 SH E.38, F.77

MAZZUOLE IN GOMMA BIANCA F.80

MAZZUOLE IN GOMMA NERA F.80

MAZZUOLE MONOLITICHE IN GOMMA NERA F.80

MICROFRESE PIANE Z2 A.160-A.161

MICROFRESE SEMISFERICHE Z2 A.183-A.184, A.189

MICROFRESE TOROIDALI Z2 A.173, A.190

MICROMETRI DIGITALI IP65 D.23

MICROMETRI A DISCO PER INGRANAGGI D.34

MICROMETRI DIGITALI D.23

MICROMETRI DIGITALI A DISCO PER INGRANAGGI IP65 D.34

MICROMETRI DIGITALI A TRE PUNTE IN KIT - BLUETOOTH - IP67 D.28-D.29

MICROMETRI DIGITALI A TRE PUNTI - BLUETOOTH - IP67 D.28

ITEM PAG. ITEM PAG.
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LUBRICATING FLUID FOR PASTES AND DIAMOND FLUIDS G.56

LUBRICATOR HEADS J.38

LUXMETERS D.115

M42 PROFILE BLADES A.235

MACHINE REAMERS A.209, A.211-212

MACHINE REAMERS ECOSPEED A.213

MACHINE REAMERS WITH MORSE TAPER SHANK A.215

MAGNETIC “V” PRISMS C.131

MAGNETIC ALUMINIUM LEVELS F.111

MAGNETIC BIT HOLDERS 893/4/1 K E.95

MAGNETIC BIT HOLDERS QUICK RELEASE E.95

MAGNETIC BIT HOLDERS WITH RETAINING RING 899/4/1 E.96

MAGNETIC DIAL GAUGE STANDS D.53

MAGNETIC DIAL INDICATOR STANDS D.52, H.30

MAGNETIC DIAL INDICATOR STANDS MB-B D.50

MAGNETIC DIAL INDICATOR STANDS MB-BV D.50

MAGNETIC DIAL INDICATOR STANDS MB-F2 D.51

MAGNETIC IMPAKTOR BIT HOLDERS 897/4 IMP R E.95

MAGNETIC JAWS FOR VICES N.79

MAGNETIC LEVELS F.111

MAGNETIC MAGNIFIERS 5X D.89

MAGNETIC PLATES C.120

MAGNETIC RAPIDAPTOR BIT HOLDERS 889/4/1 E.95

MAGNETIC RAPIDAPTOR BIT HOLDERS 897/4 R E.95

MAGNETIC SPIRIT LEVELS D.70

MAGNETIC TELESCOPIC PICK UP TOOLS E.102

MAGNETIZER FOR TOOLS E.95

MAGNIFYING GLASSES D.90-D.91

MAGNIFYING GLASSES D.90

MALE ADJUSTABLE PUSH-TO-CONNECT T-FITTINGS WITH CYLINDRICAL THREAD L.36

MALE CONNECTORS FOR WELDING CABLES J.57

MALE HOSE CONNECTIONS WITH TAPERED THREAD L.33

MALE STRAIGHT FITTINGS WITH CYLINDRICAL THREAD L.34

MALE THREADED FITTINGS WITH MILLED NUT L.28

MALE/ FEMALE CYLINDRICAL THREAD BALL VALVES L.33

MALLETS IN DRAWN COPPER 80 BRINELL F.79

MALLETS IN DRAWN COPPER WITH THREE-COMPONENT HANDLE F.79

MALLETS WITH NYLON HEADS F.78

MALLETS WITH POLYURETHANE HEADS F.78

MALLETS WITH RYLSAN HEADS F.78

MANDRELS FOR WIRE THREAD INSERTS N.109

MANOMETERS L.21

MANTIS COMPACT STEREO VIEWERS D.100

MANTIS ELITE STEREO VIEWERS D.100

MANUAL CANTILEVER CRANES WITH BALLAST M.80

MANUAL CHAIN HOISTS M.48

MANUAL ELECTRIC GRINDER G.65

MANUAL ELECTRIC GRINDER HIGH-TORQUE G.65

MANUAL LIFT PALLET TRUCKS M.85

MANUAL LIFTERS M.77

MANUAL LIFTERS WITH FIXED FORKS M.77

MANUAL PIVOTING CRANES 360° WITH BALLAST M.78

MANUAL POLYESTER STRAP TENSIONER N.128

MANUAL SHRINKING MACHINES C.76

MANUAL STANDS FOR SHORE ANALOG HARDNESS TESTERS D.82

MANUAL THREADERS FOR HYDRAULIC MAINTENANCE F.58

MANUAL TROLLEYS FOR BEAMS M.6

MARKING POWDER F.116

MASTER JAWS DOUBLE GUIDED SERIES C.99

MASTER JAWS SERIES C.100

MEASURING STANDS D.53

MEASURING STANDS COLUMN TYPE D.54

MEASURING STANDS WITH GRANITE TABLE D.53

MECHANICAL EDGE FINDERS D.56

MECHANICAL RACK AND PINION JACK FOR INDUSTRIAL HANDLING M.89

METAL 3-TRAY TOOL BOXES F.88

METAL 5-TRAY TOOL BOXES F.88

METAL CLAMP LEVERS - MALE THREAD N.122

METAL CONTAINERS P.27

METAL DIVIDERS 12 E P.16

METAL DIVIDERS 18 E P.16

METAL DIVIDERS 6 E P.16

METAL DIVIDERS 9 E P.16

METAL FREE WHITE PASTE J.24

METAL FUNNELS WITH FILTER F.124

METAL LEVER CLAMPS - FEMALE THREAD N.122

METAL OILERS F.122

METAL PALLET CONTAINERS P.45

METAL PALLETS STACKING RACK P.45

METAL SECURITY SEALS N.124

METAL TOOL BOXES F.88

METHYLIC CYANOACRYLATE INSTANT ADHESIVES J.4

METRIC TAPES F.112

METRIC THREADING SET M3-M12 - 16 PCS N.51

METRIC THREADING SET M3-M12 - 22 PCS N.51

METRIC THREADING SET M3-M12 - 43 PCS N.51

MICRO DRILLS REINFORCED SHANK A.8

MICRO HEXAGONAL SCREWDRIVERS E.21, E.70

MICRO HEXAGONAL SCREWDRIVERS IN SET E.21, E.73

MICRO HEXAGONAL SCREWDRIVERS IN FOAM E.21, E.110

MICRO HEXAGONAL SCREWDRIVERS WITH BALL END 2052 E.71

MICRO SCREWDRIVERS FOR PHILLIPS® SCREWS E.70

MICRO SCREWDRIVERS FOR PHILLIPS® SCREWS 1550PH ESD E.72

MICRO SCREWDRIVERS FOR PHILLIPS® SCREWS 2050 PH E.71

MICRO SCREWDRIVERS FOR POZIDRIV® SCREWS E.70

MICRO SCREWDRIVERS FOR POZIDRIV® SCREWS 2055 PZ E.71

MICRO SCREWDRIVERS FOR SLOTTED AND PHILLIPS® SCREWS IN SET E.72, F.50

MICRO SCREWDRIVERS FOR SLOTTED SCREWS E.70

MICRO SCREWDRIVERS FOR SLOTTED SCREWS 1578 A ESD E.72

MICRO SCREWDRIVERS FOR SLOTTED SCREWS 2035 E.71

MICRO SCREWDRIVERS FOR TORX® SCREWS E.30, E.70

MICRO SCREWDRIVERS FOR TORX® SCREWS 1567 ESD E.72

MICRO SCREWDRIVERS FOR TORX® SCREWS 2067 E.71

MICRO SCREWDRIVERS FOR TORX® SCREWS AND PIN 2067 BO E.71

MICRO SCREWDRIVERS FOR TORX® SCREWS IN FOAM E.30, E.111

MICRO SCREWDRIVERS FOR TORX® SCREWS IN SET E.30, E.73

MICRO SCREWDRIVERS KRAFTFORM - SET 2052/6 E.73

MICRO SCREWDRIVERS KRAFTFORM - SET 2067/6 TORX® BO E.74

MICRO SCREWDRIVERS KRAFTFORM - SET ESD 1578 A/6 E.74

MICRO SCREWDRIVERS KRAFTFORM-SET 2035/6 A E.73

MICRO SCREWDRIVERS SLOTTED AND PHILIPS PH/PZ IN FOAM E.72, E.114

MICRO SCREWDRIVERS WITH HEXAGONAL SOCKET E.70
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MICROMETRI DIGITALI A TRE PUNTI BLUETOOTH IP67 D.29

MICROMETRI DIGITALI IP65 D.22-D.23

MICROMETRI DIGITALI IP67 D.22

MICROMETRI DIGITALI PER FILETTATURE ESTERNE IP65 D.33

MICROMETRI PER ESTERNI D.24-D.27

MICROMETRI PER ESTERNI AD ASTE INTERCAMBIABILI D.27

MICROMETRI PER ESTERNI CON COMPARATORE D.24

MICROMETRI PER ESTERNI IN SET D.25

MICROMETRI PER FILETTATURE ESTERNE D.34

MICROMETRI PER INTERNI A 3 PUNTE D.30

MICROMETRI PER INTERNI A TRE PUNTE IN KIT D.31

MICROMETRI PER INTERNI A TRE PUNTI D.32

MICROMETRI PER INTERNI A TRE PUNTI IN SET D.32

MICROMETRI PER INTERNI CON PROLUNGHE COMPONIBILI D.33

MICROPUNTE CODOLO RINFORZATO A.8

MICROSCOPI CON SUPPORTO D.87

MICROSCOPI TASCABILI D.92

MICROSMERIGLIATRICE MANUALE ELETTRICA G.65

MICROSMERIGLIATRICE MANUALE ELETTRICA AD ALTA COPPIA G.65

MINILIVELLE DIGITALI QUADRE CON FISSAGGIO MAGNETICO D.69

MISCELATORE VENTURI H.27

MISCELATORE VOLUMETRICO H.27

MISURATORI DI RIPORTI D.108

MISURATORI DI VERNICI E RIPORTI D.108

MISURATORI RAPIDI DI ALTA PRECISIONE PER GOLE INTERNE D.36

MISURATORI RAPIDI PER ESTERNI D.37

MISURATORI RAPIDI PER INTERNI D.36-D.37

MODULI APS-140 E - PREMIUM C.134

MODULI APS-140 E - PREMIUM LIGHT C.134

MODULI APS-140 E BASIC C.135

MODULI EVA TRAY A 2 VASCHE VUOTE E.51, E.113

MODULI PER ANGOLO DI ROTAZIONE PER LA CHIAVE 730D E.85

MOLE ABRASIVE A DISCO G.47-G.48, N.16

MOLE ABRASIVE A DISCO N.16

MOLE ABRASIVE A TAZZA CILINDRICA G.48

MOLE ABRASIVE CON GAMBO G.29

MOLE ABRASIVE CORINDONE ROSA CON GAMBO G.30, L.8

MOLE ABRASIVE POLIFLEX CON GAMBO G.31

MOLE AL CBN FORMA 11V9 G.58

MOLE AL CBN FORMA 12A2D G.58

MOLE AL CBN FORMA 1A1 G.58

MOLE DA RETTIFICA IN PIANO G.49, H.10

MOLE DA RETTIFICA IN TONDO ESTERNA G.49

MOLE DA TAGLIO NON RINFORZATE G.4, N.10

MOLE DIAMANTATE CON GAMBO G.31

MOLE DIAMANTATE FORMA 11V9 G.57

MOLE DIAMANTATE FORMA 12A2D G.57

MOLE DIAMANTATE FORMA 1A1 G.57

MOLE PER SBAVATURA A CENTRO DEPRESSO G.3

MOLE PER SBAVATURA A CENTRO DEPRESSO CUBITRON II G.3

MOLE SPECIFICHE PER LAVORAZIONI SU RETT. “ JONES E SHIPMAN” G.49

MOLETTE ABRASIVE GESSWEIN - PER MATERIALI DURI G.32

MOLTIPLICATORI DI FORZA E.89

MOLTIPLICATORI DI GIRI C.79

MONOLENTI DI RICAMBIO PER OCCHIALI PROTETTIVI K.37

MORSE CONCENTRICHE RKZ-M C.117

MORSE CONCENTRICHE RZM C.116

MORSE DA BANCO IN ACCIAIO N.75-N.76

MORSE DA BANCO IN GHISA N.74

MORSE DI BLOCCAGGIO C.111

MORSE DI BLOCCAGGIO LC C.112

MORSE DI PRECISIONE TCT C.111

MORSE GENIUS C.112

MORSE IN ACCIAIO DI PRECISIONE C.119

MORSE MANUALI AD ALTA PRESSIONE C.117

MORSE MANUALI AD ALTA PRESSIONE PER CENTRI A 5 ASSI - AUTOCENTRANTE SC C.118

MORSE ORIENTABILI N.77

MORSE ORIENTABILI CON GRIFFE N.78

MORSE ORIENTABILI CON STAFFA N.77

MORSE PER TRAPANI A COLONNA N.76-N.77

MORSE RKE C.116

MORSETTI A BARRA DENTATA HEAVY DUTY 115 MM F.86

MORSETTI A BARRA DENTATA MEDIUM DUTY 200 MM F.85

MORSETTI A BARRA DENTATA MEDIUM DUTY 90 MM F.85

MORSETTI A BARRA DENTATA STANDARD DUTY 120 MM F.85

MORSETTI A BARRA DENTATA STANDARD DUTY 60 MM F.85

MORSETTI A VITE CORPO IN ACCIAIO F.87

MORSETTI A VITE CORPO IN GHISA F.87

MORSETTI DI MASSA J.56

MORSETTI DI MASSA A VITE J.56

MORSETTI TENERI C.101-C.102

MORSETTI TENERI - 1,5 X 60° C.101

MOTORI SOSPESI 230/240V COMPLETI DI REOSTATO CONTRONIC G.66

NASTRI ABRASIVI CERAMICI PER MACCHINE PORTATILI G.20, L.12

NASTRI ABRASIVI PER MACCHINE PORTATILI G.20, L.12

NASTRI ADESIVI ISOLANTI N.131

NASTRI ADESIVI MASCHERA N.131

NASTRI ADESIVI PER IMBALLO N.131

NASTRI ADESIVI TELATI N.132

NASTRI CALIBRATI IN ACCIAIO AL CARBONIO D.80

NASTRI CALIBRATI IN ACCIAIO INOX D.80

NASTRI CON TENSIONATORE A CRICCHETTO M.61

NASTRI CON TENSIONATORE A CRICCHETTO E TERMINALI A GANCIO M.62

NASTRI CON TENSIONATORE A FIBBIA M.60

NASTRI CON TENSIONATORE A FIBBIA E TERMINALI A GANCIO M.61

NASTRI DI SOLLEVAMENTO M.59

NASTRI IN ACCIAIO AL CARBONIO D.79

NASTRI PER LIME G.20

NASTRI SEGNALETICI IN POLIETILENE K.50

NASTRO IN TEFLON L.30

NAVETTE PER MANUTENZIONE AEREA P.43

NEUTRALIZZANTI SPECIFICI PER ACIDO DA BATTERIE H.34

NIPPLI CON FILETTO CONICO L.29

NIPPLI DI RIDUZIONE CON FILETTO CONICO L.29

NOTE TECNICHE PER FILETTI RIPORTATI A.106

NUMERATORI MB5 F.118

OCCHIALI PROTETTIVI K.34-K.36

OCCHIALI PROTETTIVI ANTIAPPANNAMENTO G.7, K.35

OCCHIALI PROTETTIVI CON LENTE SOLARE K.34

OCCHIALI PROTETTIVI IN POLICARBONATO K.35

OCCHIALI PROTETTIVI IN VETRO K.34

OLI DA GUIDE H.21

ITEM PAG. ITEM PAG.
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MICRO SCREWDRIVERS WITH HEXAGONAL SOCKET 2069 E.15, E.71

MICRO SCREWDRIVERS WITH HEXAGONAL SOCKETS IN FOAM E.15, E.110

MICROMETER HOLDER BASE D.26

MIG/MAG WELDING TORCHES J.56

MILLING TOOL FOR INTERNAL AND EXTERNAL GROOVING B.93

MINI DIGITAL INCLINOMETERS WITH MAGNETIC FIXING SYSTEM D.69

MINI HACKSAW BLADES F.67

MINI HACKSAWS F.67

MINI NUTS FOR ER COLLETS DIN6499 C.68

MINI SERIES TROLLEYS WITH 2 TRAYS P.30

MINIMAL LUBRICATING CONTROL UNIT FOR MACHINES H.20

MINIMAL LUBRICATING CONTROL UNIT FOR SAWING MACHINES H.20

MIST SPRAYERS F.123

MITRE DISC SAW MACHINE LP 275 N.11

MOBILE ELECTRIC ELEVATING PLATFORMS M.83

MOBILE ELEVATING PLATFORMS M.82

MOBILE ELEVATING PLATFORMS WITH ROLLERS M.82

MODULAR DRAWERS P.24

MODULAR FLEXO HOSE 1/2’’ H.41

MODULAR FLEXO HOSE 1/4’’ H.41

MODULAR FLEXO HOSE 3/4’’ H.41

MODULAR LED RECHARGEABLE TORCHES N.82

MODULAR PADS P.49

MODULAR PADS IN POLYETHYLENE P.49

MODULAR RAMP IN POLYETHYLENE P.50

MODULAR REDUCTION AND EXTENSION ADAPTERS B.122

MODULAR SYSTEM FOR KB PROFILE SYSTEM MONORAILS

AND TRAVELLING CRANES M.36

MODULES APS-140 E - PREMIUM C.134

MODULES APS-140 E - PREMIUM LIGHT C.134

MODULES APS-140 E BASIC C.135

MODULES FOR ROTATION ANGLE FOR 730D WRENCHES E.85

MOLYBDENUM BISULPHIDE GREASE J.21

MOLYBDENUM BISULPHIDE MULTIPURPOSE ANTI-SPATTER J.54

MOLYBDENUM BISULPHIDE MULTIPURPOSE GREASE J.21

MONOBLOCK DRAWING VERNIER CALIPERS F.108

MONOBLOCK VERNIER CALIPERS D.16-D.18

MORSE ORIENTABILI N.77

MORSE TAPER ADAPTORS FOR DRILLS DIN 69871 SK AD C.18

MORSE TAPER ADAPTORS FOR DRILLS MAS 403 BT AD C.35

MORSE TAPER ADAPTORS FOR END MILLS DIN 69871 SK AD C.18

MORSE TAPER ADAPTORS FOR END MILLS MAS 403 BT AD C.35

MOTORIZED HYDRAULIC PRESSES N.80

MOULD PROTECTOR FLUID SPARY J.28

MOUNTED POINTS WITH PINK ALUMINUM OXIDE G.29-G.30, L.8

MOVABLE BRIDGES D.10

MOVABLE JIB CRANES WITH ARTICULATED ARM M.21

MOVABLE SC JIB CRANES M.13

MULTI FLUTE SUPER FINISHING END MILLS - CENTRE CUTTING A.154-A.155

MULTI-FUNCTION 90° END MILLS Z2 A.188

MULTI-FUNCTION TOOLS N.40

MULTI-PURPOSE GREASE J.19

MULTI-PURPOSE GREASE FOR FOOD INDUSTRY J.24

MULTI-PURPOSE GREASE FOR HIGH TEMPERATURES J.22

MULTI-PURPOSE LITHIUM GREASE IN CARTRIDGE J.19

MULTI-PURPOSE LUBRICANTS J.18

MULTI-PURPOSE SPRAY ADHESIVE J.11

MULTI-TASKING TWINKEY® WRENCHES E.32

MULTI-USE SCISSORS F.50

MULTI-USE SCISSORS - SECUMAX 565 F.50

MULTIBOND ACRYLATE ADHESIVES J.6

MULTIBOND ADHESIVE + ACTIVATOR KIT J.7

MULTICRIMP® CRIMPING PLIERS WITH CHANGER MAGAZINE F.22

MULTIFUNCTION DIGITAL INDICATORS D.42

MULTIFUNCTIONAL END MILLS FOR ROUND INSERTS B.83

MULTIFUNCTIONAL END MILLS ROUND INSERTS B.82

MULTIFUNCTIONAL HYDRAULIC OILS H.22

MULTIFUNCTIONAL MILLING TOOL WITH INTERCHANGEABLE HEADS -

SCREW ON COUPLING B.88

MULTIPLE FORM KNURLING HOLDERS FOR CONVENTIONAL LATHES B.50

MULTIPURPOSE ANTI-SPATTER J.54

MULTIPURPOSE FLANGE SEALANTS J.17

MULTIPURPOSE LUBRICATING RELEASE AGENT POLYSILOXANE J.27

MULTIPURPOSE STAINLESS STEEL SHEARS F.48

NAPPED JERSEY GLOVES COATED IN PVC K.27

NATURAL LATEX DISPOSABLE GLOVES K.28

NBR COATED GLOVES K.18

NC CABINETS WITH SHUTTERS 54 X 27 E P.9

NC TABLE SUPPORT NC 36 X 27 E P.9

NC TROLLEYS FOR TRANSPORT 36 X 27 E P.9

NEAT CUTTING FLUIDS-HIGH-PERFORMANCE E.P. H.17

NEEDLE FILES IN SET G.62

NEODYMIUM PERMANENT MAGNETS N.99

NEOPRENE GLOVES K.26

NET-SIDED GAS CYLINDER PALLET CONTAINERS P.44

NEUTRAL DETERGENT J.32

NEUTRAL SILICONE SEALANTS J.8

NEW GRAND PRIX TOOL CABINETS E.108

NIPPERS FOR BLACKSMITHS AND CONCRETERS F.41

NIPPERS FOR BLACKSMITHS AND CONCRETERS F.40

NIPPERS FOR BLACKSMITHS AND CONCRETERS WITH COATED HANDLES F.41

NITRILE COATED COTTON GLOVES - NITROTOUGH™ K.19

NON-METALLIC THIXOTROPIC ANAEROBIC PASTES J.10

NON-REINFORCED CUTTING DISCS G.4, N.10

NON-WOVEN FABRIC CLOTH WHEELS WITH HOLE G.24

NON-WOVEN MATERIAL FOR FILTER MATS H.36

NON-WOVEN MIXED FLAP WHEELS FOR HAND-HELD GLAZING MACHINES G.23

NON-WOVEN WHEELS FOR SATINEX MACHINES G.24

NON-WOVEN WHEELS WITH SHANK G.21

NOTICE BOARD WITH LOCK FOR TOOL CABINETS E.105

NOZZLE FOR CNC LATHES – 10 BARS H.42

NOZZLE FOR JJ LATHES – 10 BARS H.42

NOZZLE FOR LATHES – 100 BARS H.43

NOZZLE FOR LATHES – 33 BARS H.43

NOZZLE FOR SB LATHES – 10 BARS H.42

NOZZLE SILENCERS L.19

NPT THREADED GAUGES D.74

NUMBER PUNCHES IN SET F.117

NUMERATORS MB5 F.118

NUT COVERS IN BLACK POLYETHYLENE N.123

NUTS FOR T-SLOTS C.129

NUTS WITH WASHER C.128
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OLI IDRAULICI H.21-H.22, H.38

OLI IDRAULICI MULTIFUNZIONALI H.22

OLI INTERI DA TAGLIO AD ELEVATE PRESTAZIONI H.17

OLI INTERI DA TAGLIO PROVENIENTI DA BASI VEGETALI RINNOVABILI H.12-H.16

OLI LUBRIFICANTI PER INDUSTRIE ALIMENTARI J.26

OLI MOTORE J.31

OLI PER CAMBI E DIFFERENZIALI J.31

OLI PER INGRANAGGI H.23

OLIATORI F.122-F.123

OLIATORI IN METALLO F.122

OLIO PER LUCIDATURA GRANITO D.59

OSSIGENATORI PER EMULSIONI H.31, N.68

PALLET ACCIAIO APS-140 C.137

PALLET IN TRUCIOLARE DI LEGNO N.133

PALLETS IN LAMIERA P.45

PANNO PULITORE TESSUTO NON TESSUTO J.44

PANTALONI DA LAVORO BLU CON PETTORINA IN COTONE SANFORIZZATO K.5

PANTALONI DA LAVORO BLU IN COTONE MASSAUA SANFORIZZATO K.5

PANTALONI POWER K.3

PARALLELE DI PRECISIONE C.119

PARALLELE MODULARI A CAMBIO RAPIDO PIANE CLAK C.114-C.115

PARALLELE MODULARI A CAMBIO RAPIDO PIANE CLAK IN SET 10 COPPIE C.114

PARALLELE MODULARI A CAMBIO RAPIDO PIANE CLAK IN SET 6 COPPIE C.114

PARALLELE V CROCE IN COPPIA D.66

PARANCHI ELETTRICI A CATENA BMH M.5

PARANCHI ELETTRICI A CATENA GP M.3

PARANCHI ELETTRICI A CATENA HANDY M.4

PARANCHI MANUALI A CATENA M.48

PARANCHI PNEUMATICI A CATENA ATEX M.42

PARETE POSTERIORE FORATA PER CARRELLI E.105

PARETI FESSURATE 36 E P.17

PASTA DI RISCONTRO BLU PRUSSIA D.59

PASTA PER MASCHIATURA H.17

PASTE ABRASIVE PER LUCIDARE G.55

PASTE ANAEROBICHE TISSOTROPICHE NON METALLICHE J.10

PASTE ANTIGRIPPANTI AL RAME J.25

PASTE BIANCHE ESENTI DA METALLO J.24

PASTE DIAMANTATE - TIPO KD G.56

PASTE DIAMANTATE PER LAPPATURA G.56

PASTE PER AUTOCENTRANTI, MANDRINI E ATTREZZI DI SERRAGGIO J.25

PATTINI CON RUOTE IN NYLON M.90

PATTINI CON RUOTE IN POLIURETANO M.90

PEDANE COMPONIBILI P.48-P.49

PEDANE MODULARI P.49

PEDANE MODULARI IN POLIETILENE P.49

PEDANE MODULARI IN POLIETILENE - ACCESSORI P.50

PEDANE MODULARI IN POLIPROPILENE P.50

PENDENTI CON CATENA M.64

PENDENTI CON FUNI IN FIBRA M.63

PENNARELLI INDELEBILI A VERNICE F.116

PENNE A TRACCIARE CON PUNTA IN CARBURO F.74

PENNE A TRACCIARE CON PUNTA IN CARBURO DI TUNGSTENO F.74

PENNE ELETTRICHE PER MARCARE N.81

PENNE PER INCIDERE PNEUMATICHE L.8

PENNELLI OVALINI F.120

PENNELLI PER RADIATORI F.120

PENNELLI PIATTI F.120

PENNELLI TONDI STROZZATI F.120

PERNI DI BLOCCAGGIO APS-140 C.135

PERNO PER RULLINI ABRASIVI AVVOLTI G.23

PIANI DI RISCONTRO IN GRANITO NERO D.58

PIANI DI RISCONTRO IN GRANITO NERO CON SUPPORTO D.58

PIANI IN FAGGIO P.6

PIANI IN LEGNO P.6

PIANI IN MULTIPLEX METALLICI P.6

PIANI IN NITRILE P.6

PIANI IN URPHENE P.6

PIANI MAGNETICI C.120

PIASTRA D’INTERFACCIA PER APS-140 CON TCT 150 C.136

PIASTRE A 2 MODULI APS-140 E C.135

PIASTRE A 4 MODULI APS-140 E C.136

PIATTAFORMA A 4 GRIFFE INDIPENDENTI C.102

PIATTAFORME DI CONTENIMENTO AD INCASTRO P.42

PIATTAFORME ELETTRICHE M.83

PIEDI ANTIVIBRANTI PER MACCHINE UTENSILI N.8

PIEDI ANTIVIBRANTI PER MACCHINE UTENSILI RINFORZATI N.8

PIETRE ABRASIVE AD OLIO TIPO INDIA G.51

PIETRE ABRASIVE GESSWEIN - DIEMAKER (DF) G.52

PIETRE ABRASIVE GESSWEIN - EDM G.52

PIETRE ABRASIVE GESSWEIN - OIL TREATED (OT) G.53

PIETRE IN FIBRA DI CERAMICA G.53-G.54

PINZE A BECCHI DRITTI PER ANELLI ELASTICI ESTERNI F.13

PINZE A BECCHI DRITTI PER ANELLI ELASTICI ESTERNI IN FOAM E.116, F.13

PINZE A BECCHI DRITTI PER ANELLI ELASTICI INTERNI F.12

PINZE A BECCHI DRITTI PER ANELLI ELASTICI INTERNI F.11

PINZE A BECCHI DRITTI PER ANELLI ELASTICI INTERNI IN FOAM E.116, F.12

PINZE A BECCHI MEZZOTONDI F.4-F.5

PINZE A BECCHI MEZZOTONDI PIEGATI F.5-F.6

PINZE A BECCHI MEZZOTONDI PIEGATI VDE ISOLATE 1000 VOLT E.44, F.7

PINZE A BECCHI MEZZOTONDI VDE ISOLATE 1000 VOLT F.5-F.30

PINZE A BECCHI PIATTI F.3-F.4

PINZE A BECCHI PIATTI VDE ISOLATE 1000 VOLT F.4

PINZE A BECCHI PIEGATI A 90° PER ANELLI ELASTICI ESTERNI F.14

PINZE A BECCHI PIEGATI A 90° PER ANELLI ELASTICI ESTERNI F.14

PINZE A BECCHI PIEGATI A 90° PER ANELLI ELASTICI ESTERNI IN FOAM E.116, F.14

PINZE A BECCHI PIEGATI A 90° PER ANELLI ELASTICI INTERNI F.12

PINZE A BECCHI PIEGATI A 90° PER ANELLI ELASTICI INTERNI F.12

PINZE A BECCHI PIEGATI A 90° PER ANELLI ELASTICI INTERNI IN FOAM E.116, F.12

PINZE A BECCHI TONDI F.10

PINZE A BECCHI TONDI F.10

PINZE A BECCHI TONDI VDE ISOLATE 1000 VOLT F.11

PINZE A BECCHI-MEZZOTONDI F.9

PINZE A CHIAVE REGOLABILI F.18-F.19

PINZE A CHIAVE REGOLABILI F.19

PINZE A CHIAVE REGOLABILI RAPTOR® F.18

PINZE A FUSTELLA F.28

PINZE A SEMPLICE CONO TIPO BA CON FORO LISCIO C.93

PINZE A SEMPLICE CONO TIPO BA CON FORO RIGATO C.93

PINZE A SOLLEVAMENTO ORIZZONTALE IN COPPIA M.51

PINZE A SOLLEVAMENTO VERTICALE M.49-M.50

PINZE AMPEROMETRICHE DIGITALI D.107

PINZE AUTOBLOCCANTI CON DOPPIA REGOLAZIONE F.20
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NUTSETTERS E.98

NUTSETTERS IN STAINLESS STEEL E.98

NUTSETTERS MAGNETIC DESIGN E.98

NYLON ANCHOR SX MODEL, WITH RIM AND SCREW N.111

NYLON AND NITRILE GLOVES K.22

NYLON TIPS SPARE PARTS 100 SH FOR MALLETS F.77

OFFICE SCISSORS F.50

OIL BRASS SYRINGES J.39

OIL FOR GHEARS AND DIFFERENTIALS J.31

OIL MIST COLLECTORS FOR MIST AND OIL SMOKE H.38

OIL MIST COLLECTORS FOR NEAT OIL H.40, N.70

OILERS F.122-F.123

OLEO-PNEUMATIC RIVETERS FOR BLIND RIVETS F.100

OLEO-PNEUMATIC RIVETERS FOR THREADED INSERTS F.102

ONE-WAY FLOW CONTROLLERS L.38

OPAQUE PAINT MARKERS F.116

OPEN ENDED SLOGGING WRENCHES E.13

OPTICAL AND CONTACT DIGITAL TACHOMETERS D.93

OPTICAL MEASURING SYSTEM D.101

ORIENTING FLOW REGULATORS FOR CYLINDERS

WITH TAPER THREAD - SHORT L.36-L.37

OUTDOOR STORAGE DEPOSITS P.41

OVAL BRUSHES F.120

OVERALL WORKWEAR - 100% SANFORIZED COTTON K.4

OVERSHOE WITH INTERGRATED SAFETY TIP K.11

OXY/ACETYLENE WELDING AND CUTTING KIT J.63

OXYGEN PRESSURE REDUCERS J.60

P.T.F.E. ADHESIVE LUBRICANTS J.23

P.T.F.E. LUBRICANTS J.23

PADLOCKS F.95

PAINT PERMANENT MARKERS F.116

PAINT SPRAY GUNS WITH BOTTOM TANK L.20

PAINT SPRAY GUNS WITH UPPER TANK L.20

PAIRS OF PARALLEL V-BLOCKS D.66

PAIRS OF PARALLEL X-BLOCKS D.66

PAPER ROLL BOBIN J.44

PAPER ROLL HOLDERS FOR WX9455 TROLLEYS E.107

PARAFFIN SPRAY GUNS L.20

PARTING AGENT FOR PLASTIC MOLDING J.27

PASTE FOR SELF-CENTERING CHUCKS AND CLAMPING TOOLS J.25

PASTE TAPPING COMPOUND H.17

PEN MICROSCOPES D.92

PENETRATING THREADLOCKERS WITH MEDIUM/HIGH MECHANICAL RESISTANCE J.14

PERFORATED REAR BACK PANELS FOR TOOL CABINETS E.105

PERISTALTIC HAND PUMPS J.17

PERMANENT INK MARKERS F.117

PERMANENT INK MARKERS F.117

PERMANENT MAGNETIC SQUARES C.131

PH-CONTROL PAPERS H.26

PIN FOR ABRASIVE WRAPPED ROLLS G.23

PIN GAUGE SETS D.75

PIN TYPE DIGITAL DEPTH CALIPERS IP54 D.11

PINPUNCHES F.72

PINPUNCHES IN SET F.73

PIPE CUTTERS FOR COPPER F.54-F.55

PIPE CUTTERS FOR COPPER AND LIGHT ALLOY PIPES F.54

PIPE CUTTERS FOR FLEXIBLE PIPES F.55

PIPE CUTTERS FOR PLASTIC PIPES F.23, F.55

PIPE WRENCH JAWS FOR VICES WX7840 N.75

PLAIN ADJUSTABLE SHELVES P.35

PLASTIC BOXES P.15

PLASTIC CHAIN STANCHIONS FOR DELIMITATIONS K.50

PLASTIC CONTAINERS P.27

PLASTIC FUNNELS WITH FILTER F.124

PLASTIC HANDLES FOR FILES G.64

PLASTIC HANDLES FOR HAMMERS WITH SLOT DIN1041 F.76

PLASTIC HANDLES FOR HAMMERS WITH SLOT DIN6475 F.80

PLASTIC SIGN CHAINS K.50

PLASTIC STORAGE CABINETS P.24

PLASTIC STRAPS IN POLYROPYLENE PP BLACK KNURLED N.124-N.125

PLASTIC TOOL BOXES F.94-F.95

PLATES A 2 MODULES APS-140 E C.135

PLATES A 4 MODULES APS-140 E C.136

PLATFORM SCALE D.105

PLATFORM TROLLEYS P.31

PLIABLE STEP LADDERS WITH WHEELS P.47

PLIERS AND CUTTING NIPPERS IN FOAM E.115, F.11

PLIERS AND CUTTING NIPPERS VDE INSULATED 1000 VOLTS IN FOAM E.115, F.11

PLIERS FOR MECHANICS WITH HALF-ROUND ARCHING NOSE F.7

PLIERS FOR METAL CLAMPS WITH EARS F.28

PLIERS FOR PLASTIC PIPES AND SIPHONS 81 01 250 F.19

PLIERS FOR PLASTIC PIPES AND SIPHONS 81 11 250 F.19

PLIERS IN SET F.19

PLIERS WITH POINTED HEAD VDE INSULATED 1000 VOLTS F.3

PLUG-IN OPEN ENDED RING WRENCHES 9X12 MM FOR TORQUE WRENCHES E.88

PLUG-IN OPEN ENDED WRENCHES 14X18 MM FOR TORQUE WRENCHES E.87

PLUG-IN OPEN ENDED WRENCHES 22X28 MM FOR TORQUE WRENCHES E.88

PLUG-IN OPEN ENDED WRENCHES 9X12 MM FOR TORQUE WRENCHES E.86-E.87

PLUG-IN RING WRENCHES 14X18 MM FOR TORQUE WRENCHES E.88

PLUG-IN RING WRENCHES 22X28 MM FOR TORQUE WRENCHES E.88

PLUG-IN RING WRENCHES 9X12 MM FOR TORQUE WRENCHES E.87

PLUNGE CUTTER FOR FOAM INSERTS P.17

PNEUMATIC BALANCER M.43

PNEUMATIC BELT GRINDERS L.11

PNEUMATIC CHAIN HOISTS - ATEX M.42

PNEUMATIC ENGRAVING PENS L.8

PNEUMATIC LAPPING MACHINES L.13

PNEUMATIC MANIPULATORS WITH DOUBLE CABLE M.46

PNEUMATIC MANIPULATORS WITH RIGID ARMS M.46

PNEUMATIC RIVETERS FOR BLIND RIVETS F.100

PNEUMATIC ROPE BALANCERS WITH LOADING STRUCTURE M.45

PNEUMATIC ROPE BALANCERS WITHOUT SUPPORTING STRUCTURE M.44

POCKET TAPE MEASURES F.114-F.115

POCKET TAPE MEASURES 5M - PROFI-LINE E.38, F.113, N.125

POLIFLEX SHANK-MOUNTED ABRASIVE GRINDERS G.31

POLISH FOR STAINLESS STEEL J.30

POLISHED IRON STRAPS N.124

POLISHING ABRASIVE PASTES G.55

POLISHING BRUSHES FOR BAND SAW MACHINES A.244

POLISHING MACHINES N.14

POLISHING OIL FOR GRANITE D.59

POLYAMIDE HOSES L.23
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PINZE AUTOBLOCCANTI CON GANASCE CONCAVE REGOLABILI F.20

PINZE AUTOBLOCCANTI CON GANASCE REGOLABILI A COLLO DI CIGNO F.20

PINZE CILINDRICHE A TENUTA STAGNA PER MANDRINI FORTE SERRAGGIO Ø20 C.66

PINZE CILINDRICHE A TENUTA STAGNA PER MANDRINI FORTE SERRAGGIO Ø32 C.66

PINZE COMBINATE PER ELETTRICISTI E CABLATORI F.27

PINZE CON TESTA A PUNTA VDE ISOLATE 1000 VOLT F.3

PINZE DI PRECISIONE PER ANELLI DI SICUREZZA IN KIT F.14

PINZE DI SOLLEVAMENTO A PANTOGRAFO M.53

PINZE DI SOLLEVAMENTO CON PERNO FILETTATO M.54

PINZE DI SOLLEVAMENTO CON TAMPONI ANTIDANNEGGIAMENTO M.52

PINZE DI SOLLEVAMENTO PER FUSTI M.55

PINZE E TRONCHESI IN FOAM E.115, F.11

PINZE E TRONCHESI VDE ISOLATI 1000 VOLT IN FOAM E.115, F.11

PINZE ELASTICHE A TENUTA STAGNA ER25 C.62

PINZE ELASTICHE A TENUTA STAGNA ER32 C.63

PINZE ELASTICHE A TENUTA STAGNA ER32 JET C.63

PINZE ELASTICHE A TENUTA STAGNA ER32 SEAL C.63

PINZE ELASTICHE ER11 EXTRA PRECISE C.59

PINZE ELASTICHE ER11 STANDARD C.59

PINZE ELASTICHE ER16 EXTRA PRECISE C.59-C.60

PINZE ELASTICHE ER16 STANDARD C.60

PINZE ELASTICHE ER20 EXTRA PRECISE C.60

PINZE ELASTICHE ER20 STANDARD C.61

PINZE ELASTICHE ER25 EXTRA PRECISE C.61

PINZE ELASTICHE ER25 STANDARD C.62

PINZE ELASTICHE ER32 EXTRA PRECISE C.62-C.63

PINZE ELASTICHE ER32 STANDARD C.63

PINZE ELASTICHE ER40 EXTRA PRECISE C.64

PINZE ELASTICHE ER40 STANDARD C.64

PINZE ELASTICHE ER8 STANDARD C.59

PINZE ELASTICHE PER MASCHIATURA RIGIDA ER16 C.65

PINZE ELASTICHE PER MASCHIATURA RIGIDA ER25 C.66

PINZE ELASTICHE PER MASCHIATURA RIGIDA ER32 C.66

PINZE IN BOX ER11 C.59

PINZE IN BOX ER16 C.60

PINZE IN BOX ER20 C.61

PINZE IN BOX ER25 C.62

PINZE IN BOX ER32 C.64

PINZE IN BOX ER40 C.65

PINZE PER CAPICORDA F.21

PINZE PER CAPICORDA PRECIFORCE® 97 52 30 F.21

PINZE PER CAPICORDA PRECIFORCE® 97 52 33 F.22

PINZE PER CAPICORDA PRECIFORCE® 97 52 34 F.22

PINZE PER CAPICORDA PRECIFORCE® 97 52 35 F.22

PINZE PER CAPICORDA PRECIFORCE® 97 52 36 F.21

PINZE PER CAPICORDA PRECIFORCE® 97 52 38 F.22

PINZE PER CRIMPAGGIO DI TERMINALI A BUSSOLA 97 53 04 F.23

PINZE PER CRIMPAGGIO DI TERMINALI A BUSSOLA 97 53 08 F.23

PINZE PER CRIMPAGGIO DI TERMINALI A BUSSOLA 97 53 09 F.23

PINZE PER CRIMPAGGIO DI TERMINALI A BUSSOLA 97 53 14 F.23

PINZE PER CRIMPAGGIO DI TERMINALI A BUSSOLA 97 53 18 F.24

PINZE PER CRIMPAGGIO MULTICRIMP® CON CARICATORE F.22

PINZE PER FASCETTE CABLAGGIO F.104

PINZE PER FASCETTE METALLICHE CON ORECCHIE F.28

PINZE PER MASCHIATURA CON COMPENSAZIONE C.65

PINZE PER MECCANICA A BECCHI MEZZOTONDI F.8-F.9

PINZE PER MECCANICA A BECCHI MEZZOTONDI PIEGATI F.9-F.10

PINZE PER MECCANICA A BECCHI PIATTI F.8

PINZE PER MECCANICA CON BECCHI MEZZOTONDI ARCUATI F.7

PINZE PER MICROSMERIGLIATRICI G.65

PINZE PER TERMINALI A BUSSOLA F.24-F.25

PINZE PER TERMINALI A BUSSOLA ISOLATE 1000 VOLT VDE F.24-F.25

PINZE PER TUBI DI PLASTICA E SIFONI 81 01 250 F.19

PINZE PER TUBI DI PLASTICA E SIFONI 81 11 250 F.19

PINZE PORTAELETTRODI J.55

PINZE REGOLABILI A BECCHI DRITTI PER ANELLI ELASTICI ESTERNI F.13

PINZE REGOLABILI A MORSETTO F.20

PINZE REGOLABILI AFFUSOLATE PER TUBI COBRA® ES F.18

PINZE REGOLABILI AUTOBLOCCANTI CON GANASCE A FORCELLA F.20

PINZE REGOLABILI AUTOBLOCCANTI CON GANASCE DRITTE F.20

PINZE REGOLABILI AUTOMATICHE SMARTGRIP® F.18

PINZE REGOLABILI PER TUBI E DADI F.16-F.17

PINZE REGOLABILI PER TUBI E DADI F.16

PINZE REGOLABILI PER TUBI E DADI ALLIGATOR® F.16

PINZE REGOLABILI PER TUBI E DADI ALLIGATOR® IN KIT F.16

PINZE REGOLABILI PER TUBI E DADI COBRA® F.17

PINZE REGOLABILI PER TUBI E DADI COBRA® F.17

PINZE REGOLABILI PER TUBI E DADI COBRA® IN KIT F.17

PINZE SPELACAVI A REGOLAZIONE AUTOMATICA MULTISTRIP 10 F.26

PINZE SPELACAVI E DA TAGLIO STRIPAX F.26

PINZE SPELACAVI E DA TAGLIO STRIPAX ULTIMATE F.26

PINZE SPELACAVI FRONTALI A REGOLAZIONE AUTOMATICA F.26

PINZE SPELAFILI F.26-F.27

PINZE SPELAFILI AUTOMATICHE F.28

PINZE SPELAFILI VDE ISOLATE 1000 VOLT F.27

PINZE UNIVERSALI COMBINATE F.2

PINZE UNIVERSALI COMBINATE TIPO FORTE F.2

PINZE UNIVERSALI COMBINATE VDE ISOLATE 1000 VOLT F.2-F.3

PINZE UNIVERSALI TIPO FORTE VDE ISOLATE 1000 VOLT F.3

PINZETTE A MOLLA CON PUNTE FINI RIGIDE F.30

PINZETTE A MOLLA CON PUNTE FINISSIME F.30

PINZETTE A MOLLA CON PUNTE FINISSIME ANGOLATE F.30

PINZETTE A MOLLA CON PUNTE FORTI RIGIDE F.30

PINZETTE A MOLLA CON PUNTE SOTTILI DRITTE E PERNO DI GUIDA F.30

PINZETTE A MOLLA CON PUNTE SOTTILI PIEGATE E PERNO DI GUIDA F.30

PISTOLE DI GONFIAGGIO L.19

PISTOLE DI GONFIAGGIO PROFESSIONALI L.19

PISTOLE INCOLLATRICI A CALDO J.9

PISTOLE PER CARTUCCE SILICONE J.9

PISTOLE PER COMPRESSORI IN KIT L.19

PISTOLE PER EPOSSIDICHE J.7

PISTOLE PER EROGAZIONE LIQUIDI L.19

PISTOLE PER LAVAGGIO CON NAFTA L.20

PISTOLE PER SPRAY J.21

PISTOLE PERISTALTICHE MANUALI J.17

PISTOLE PNEUMATICHE PER CARTUCCE SILICONE J.9

PISTOLE SOFFIAGGIO L.16

PISTOLE SOFFIAGGIO CON BECCUCCIO IN GOMMA L.18

PISTOLE SOFFIAGGIO CON UGELLO ANTIRUMORE L.16

PISTOLE SOFFIAGGIO IN NYLON PA6 L.16

PISTOLE SOFFIAGGIO IN NYLON PA6 A CANNA PIEGATA L.17

PISTOLE SOFFIAGGIO IN PLASTICA A CANNA PIEGATA L.18
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POLYAMIDE PLUG L.37

POLYAMIDE WHEELS N.93

POLYESTER AND COTTON OVERALL COATS BLUE - WHITE - BLACK K.6

POLYESTER STRAP SHEARS N.129

POLYETHILENE SCRAP HOLDERS P.28

POLYETHYLENE SIGNAGE TAPE K.50

POLYETHYLENE SPILL PALLETS FOR DRUMS P.40

POLYETHYLENE STORAGE DEPOSITS P.42

POLYGONAL SOCKETS 1” E.44

POLYGONAL SOCKETS 1/2” E.39

POLYGONAL SOCKETS 1/2” IN METAL CASE - SET OF 24 E.56

POLYGONAL SOCKETS 1/2” SET 22 PIECES IN ABS CASE E.56

POLYGONAL SOCKETS 1/2” SET 31 PIECES IN ABS CASE E.56

POLYGONAL SOCKETS 1/4” E.33

POLYGONAL SOCKETS 3/8” E.36

POLYGONAL SOCKETS 3/8” SET OF 19 PIECES IN ABS CASE E.54

POLYTHENE AIR BUBBLE ROLLS N.133

POLYURETHANE COATED HAMMERS NO-REBOUND F.79

POLYURETHANE FOAM J.8

POLYURETHANE HOSES L.23

POLYURETHANE SPARE HEADS FOR NO-REBOUND MALLETS F.78

POLYURETHANE WHEELS - ALUMINIUM CENTRE N.94

POLYURETHANE WHEELS - CAST IRON CENTRE N.95

POLYURETHANE WHEELS - POLYAMIDE CENTRE N.92

POLYVALENT ANTISPATTERS J.55

PORTABLE HYDRAULIC PIPE BENDER F.56

PORTABLE LAMPS N.83

PORTABLE LED LAMPS N.83

PORTABLE MAGNIFIERS - CAM-SS D.100

PORTABLE MANUAL PIPE BENDER F.56

PORTABLE ROUGHNESS TESTERS D.85

PORTABLE ROUGHNESS/SURFACE PROFILER TESTERS D.87

PORTABLE TRESTLES FOR HYDRAULIC MAINTENANCE N.79

PORTAL CRANES WITH GIS SYSTEM PROFILE M.25

POSITIVE BLADES FOR DEBURRING TOOLS TYPE B A.223

POST-ACTIVATOR FOR CYANOACRYLATE ADHESIVES J.5

POWER CHUCKS DIN 69871 SK AD+B C.6

POWER CHUCKS DIN 69871 SK FORMA AD+B C.6

POWER CHUCKS DIN 69893 HSK A C.40

POWER CHUCKS MAS 403 BT AD+B C.27

POWER CHUCKS MAS 403 BT FORM AD+B C.27

POWER JACKETS K.3, M.87

POWER MULTIPLIERS E.89

POWER SHORT SLEEVE POLO SHIRT K.2

POWER SUMMER VESTS K.4

POWER SWEATSHIRT K.3

POWER T-SHIRT K.2

POWER TROUSERS K.3

POWER WINTER VESTS K.4

POWERFLEX M42 BAND SAW BLADES A.227-A.228, A.231-A.232, N.9

PPE SAFETY CABINETS P.22

PRACTIBOX STORAGE CABINETS P.24

PRE-ASSEMBLED 1/4” SPIRAL HOSE KIT L.26

PRE-ASSEMBLED LINEAR HOSE KIT SERIES 320 DN7.6 L.24

PRE-ASSEMBLED SPIRAL HOSE KIT SERIES 320 DN7.6 L.26

PRE-FILTER SYNTHETIC CELLS FOR MIST ASPIRATORS H.39

PRECIFORCE CRIMPING PLIERS® 97 52 34 F.22

PRECIFORCE® CRIMPING PLIERS 97 52 30 F.21

PRECIFORCE® CRIMPING PLIERS 97 52 33 F.22

PRECIFORCE® CRIMPING PLIERS 97 52 35 F.22

PRECIFORCE® CRIMPING PLIERS 97 52 36 F.21

PRECIFORCE® CRIMPING PLIERS 97 52 38 F.22

PRECISION DIGITAL SCALES D.104

PRECISION GRINDING WHEELS G.47-G.48

PRECISION LEVER TEST INDICATORS D.48

PRECISION PARALLELS C.119

PRECISION SPRING DIVIDERS F.109

PRECISION VICE C.119

PRECISION VICE TCT C.111

PREDATOR TIN BAND SAW BLADES A.240

PRESETTING EYE TRIM WITH INTERCHANGEABLE ROTATING SPINDLE-HOLDER C.78

PRESSURE MANOMETERS - BOTTOM CONNECTION -

STEEL CASE WITH GLYCERINE L.22

PRESSURE MANOMETERS - REAR CONNECTION -

STEEL CASE WITH GLYCERINE L.22

PRESSURE REGULATORS L.21

PRESSURE SPRAYERS F.123

PRO TOOL CHEST TOOL BOXES F.96

PROBE HOLDER EXTENSIONS D.61

PROBE TIPS - SPARE PARTS D.56

PROBE TIPS SPARE PARTS D.55

PROBES FOR K-TYPE DIGITAL THERMOMETERS D.96

PROBES FOR DIGITAL THERMOMETERS D.96

PROBES FOR ULTRASONIC THICKNESS GAUGES D.110

PROBES WITH HM SPHERE D.61

PROBES WITH RUBY SPHERE D.61

PROFESSIONAL HAND OPERATED GRASE PUMPS J.36

PROFESSIONAL LABORATORY STEREOMICROSCOPES D.101

PROFILE M42 BAND SAW BLADES A.235

PROFILE SUPERIOR BAND SAW BLADES A.236

PROPANE PRESSURE REDUCERS J.61

PROTECTION FACE SHIELDS K.38

PROTECTIVE CERAMIC FOR WELDING J.54

PROTECTIVE EYEWEAR K.34-K.36

PROTECTIVE EYEWEAR WITH SUN LENSES K.34

PROTECTIVE FACE SHIELDS K.38

PROTECTIVE FILM SPRAY FOR METALS J.28

PROTECTIVE GOGGLES K.37

PROTECTIVE HELMETS K.48

PROTECTIVE POLYCARBONATE EYEWEAR G.7, K.35

PROTECTIVE SLEEVING FOR LIFTING SLINGS M.60

PROTECTIVE TUBULAR NETS SHOCK-PROOF N.132

PROTECTOR WITH HIGH ZINC CONTENT J.30

PROTRACTORS F.108

PROTRACTORS WITH SLIDING ROD F.108

PSC ISO 26623-1 AND HSK A DIN 69893 MODULAR MASTER SHANKS B.121

PULL STUDS C.71-C.73

PULLERS ADJUSTABLE IN HEIGHT 2 JAW F.82

PULLERS ADJUSTABLE IN HEIGHT 3 JAW F.83

PULLERS WITH 2 JAW F.82

PULLERS WITH 2 JAWS F.82

PUNCH PLIERS F.28
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PISTOLE SOFFIAGGIO IN RESINA ACETALICA A CANNA PIEGATA L.18

PISTOLE SOFFIAGGIO LUNGHE L.17

PISTOLE SOFFIAGGIO REGOLABILI MULTIFLOW L.17

PISTOLE SOFFIAGGIO SILENZIATE STAR-TIP L.18

PLATORELLI COMBIDISC G.15

PLATORELLI HARD BOMBATI PER DISCHI IN FIBRA G.12

PLATORELLI HARD PER DISCHI IN FIBRA G.12

PLATORELLI MEDIUM/HARD PER DISCHI IN FIBRA G.12

PLATORELLI PER DISCHI ATTACCO RAPIDO TIPO R G.14

PLATORELLO PER DISCHI FIBRATI CUBITRON II G.13

PLATORELLO PER DISCHI VELCRATI G.13

PLINTI E GABBIE DI FONDAZIONE PER GRU A COLONNA M.22

POLITENE A BOLLE D’ARIA IN ROTOLI N.133

POLO MANICA CORTA K.2

POLO MANICA CORTA POWER K.2

POLVERE PER TRACCIARE F.116

POMPE A LEVA PER DISTRIBUZIONE GRASSO J.40

POMPE A STANTUFFO PER TRAVASO LIQUIDI J.41

POMPE ROTATIVE PER TRAVASO LIQUIDI J.41

POMPETTE DISSALDANTI J.49

PONTI DI BARENATURA IN ALLUMINIO E ACCESSORI - D86 - D320 B.123

PONTI MOBILI D.10

PORTACARATTERI LINEARI F.119

PORTACOMPARATORI A CHIAVETTA D.52

PORTACOMPARATORI A COLONNA D.53-D.54

PORTACOMPARATORI A COLONNA CON PIANO IN GRANITO D.53

PORTACOMPARATORI MAGNETICI D.51

PORTACOMPARATORI MAGNETICI MB-B D.50

PORTACOMPARATORI MAGNETICI MB-BV D.50

PORTACOMPARATORI MAGNETICI SNODATI D.51-D.53, H.30

PORTAFRESE COMBINATI DIN 69871 SK FORMA AD+B C.16-C.17

PORTAFRESE COMBINATI DIN 69893 HSK A C.47

PORTAFRESE COMBINATI MAS 403 BT FORMA AD C.34

PORTAFRESE COMBINATI MAS 403 BT FORMA AD+B C.34

PORTAFRESE TRASCINAMENTO FISSO DIN 69871 SK 40 FORMA AD+B C.14

PORTAFRESE TRASCINAMENTO FISSO DIN 69871 SK 50 FORMA AD+B C.14

PORTAFRESE TRASCINAMENTO FISSO DIN 69893 HSK A C.46

PORTAFRESE TRASCINAMENTO FISSO EXTRA LUNGO DIN 69871 SK 50 FORMA AD+B C.15

PORTAFRESE TRASCINAMENTO FISSO MAS 403 BT FORMA AD C.33

PORTAGODRONI DOPPI A RICALCO PER TORNI CONVENZIONALI B.50

PORTAGODRONI MULTIPLI A RICALCO PER TORNI CONVENZIONALI B.50

PORTAGODRONI REGOLABILI A RICALCO PER TORNI CONVENZIONALI B.50

PORTAGODRONI SINGOLI A RICALCO PER TORNI CONVENZIONALI B.50

PORTAGOMMA A RESCA CON FILETTO MASCHIO CONICO L.33

PORTAINSERTI DI BARENATURA FORATI - D29,75 - D88,10 B.124

PORTAINSERTI DI BARENATURA FORATI - D9,75 - D53,10 B.124

PORTAINSERTI DI SCANALATURA ESTERNA PER INSERTI TRIANGOLARI B.49

PORTAINSERTI DI SCANALATURA INTERNA PER INSERTI TRIANGOLARI B.49

PORTAINSERTI DI TORNITURA ESTERNA PER INSERTI NEGATIVI - FORMA C B.4

PORTAINSERTI DI TORNITURA ESTERNA PER INSERTI NEGATIVI - FORMA D B.5

PORTAINSERTI DI TORNITURA ESTERNA PER INSERTI NEGATIVI - FORMA S B.6

PORTAINSERTI DI TORNITURA ESTERNA PER INSERTI NEGATIVI - FORMA T B.7

PORTAINSERTI DI TORNITURA ESTERNA PER INSERTI NEGATIVI - FORMA V B.8

PORTAINSERTI DI TORNITURA ESTERNA PER INSERTI NEGATIVI - FORMA W B.9

PORTAINSERTI DI TORNITURA ESTERNA PER INSERTI POSITIVI - FORMA C B.10

PORTAINSERTI DI TORNITURA ESTERNA PER INSERTI POSITIVI - FORMA D B.12

PORTAINSERTI DI TORNITURA ESTERNA PER INSERTI POSITIVI - FORMA K B.13

PORTAINSERTI DI TORNITURA ESTERNA PER INSERTI POSITIVI - FORMA R B.14

PORTAINSERTI DI TORNITURA ESTERNA PER INSERTI POSITIVI - FORMA S B.14

PORTAINSERTI DI TORNITURA ESTERNA PER INSERTI POSITIVI - FORMA T B.15

PORTAINSERTI DI TORNITURA ESTERNA PER INSERTI POSITIVI - FORMA V B.16

PORTAINSERTI DI TORNITURA INTERNA PER INSERTI NEGATIVI - FORMA C B.4

PORTAINSERTI DI TORNITURA INTERNA PER INSERTI NEGATIVI - FORMA D B.5

PORTAINSERTI DI TORNITURA INTERNA PER INSERTI NEGATIVI - FORMA T B.7

PORTAINSERTI DI TORNITURA INTERNA PER INSERTI NEGATIVI - FORMA W B.9

PORTAINSERTI DI TORNITURA INTERNA PER INSERTI POSITIVI - FORMA C B.10-B.11

PORTAINSERTI DI TORNITURA INTERNA PER INSERTI POSITIVI - FORMA D B.12-B.13

PORTAINSERTI DI TORNITURA INTERNA PER INSERTI POSITIVI - FORMA T B.15

PORTAINSERTI DI TORNITURA INTERNA PER INSERTI POSITIVI - FORMA V B.16-B.17

PORTAINSERTI MAGNETICI 893/4/1 K E.95

PORTAINSERTI MAGNETICI CON ANELLO 899/4/1 E.96

PORTAINSERTI MAGNETICI IMPAKTOR 897/4 IMP R E.95

PORTAINSERTI MAGNETICI QUICK RELEASE E.95

PORTAINSERTI MAGNETICI RAPIDAPTOR 889/4/1 E.95

PORTAINSERTI MAGNETICI RAPIDAPTOR 897/4 R E.95

PORTAINSERTI PER SCANALATURA TAGLIO E TORNITURA B.43, B.45

PORTAINSERTI PER SCANALATURE E TAGLIO B.42

PORTAINSERTI PER TAGLIO E SCANALATURA B.44

PORTALAME PER SBAVATORI F.70

PORTAMINUTERIE P.25

PORTAPALLET LEGGERI P.36

PORTAPALLET PESANTI P.37

PORTAPINZE VDI PER PINZE DIN 6499/B TIPO ER/EX C.92

PORTAUTENSILI ROTANTI BMT55 C.84

PORTAUTENSILI ROTANTI KIT BMT 65 C.85

PORTAUTENSILI ROTANTI MOTORIZZATI C.80

PORTAUTENSILI ROTANTI MZ1 C.88

PORTAUTENSILI ROTANTI MZ2 C.88

PORTAUTENSILI ROTANTI N44 C.86

PORTAUTENSILI ROTANTI N55 C.87

PORTAUTENSILI ROTANTI NL C.82

PORTAUTENSILI ROTANTI NZ C.83

PORTAUTENSILI ROTANTI S68 C.89

PORTAUTENSILI ROTANTI VDI30 – DIN5480 C.81

PORTAUTENSILI ROTANTI VDI40 – DIN5480 C.81

PORTAUTENSILI STATICI BMT55 C.84

PORTAUTENSILI STATICI BMT65 C.85

PORTAUTENSILI STATICI N44 C.86

PORTAUTENSILI STATICI N55 C.87

PORTAUTENSILI STATICI NL C.82

PORTAUTENSILI STATICI NZ C.83

PORTAUTENSILI VDI ASSIALI DIN 69880 C.91

PORTAUTENSILI VDI ASSIALI PER BARENI DIN 69880 C.92

PORTAUTENSILI VDI ASSIALI PER FORARE DIN 69880 C.91

PORTAUTENSILI VDI RADIALI DIN 69880 C.90

PORTAUTENSILI VDI RADIALI ROVESCIATI DIN 69880 C.90

POSSIBILITA’ DI SERRAGGIO C.117

POST-ATTIVATORI PER ADESIVI CIANOACRILICI J.5

PRESETTING EYE TRIM CON PORTAMANDRINO INTERCAMBIABILE C.78

PRESSE IDRAULICHE N.80
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PURE TUNGSTEN ELECTRODES J.51

PUSH-BUTTON CONTROLLED REVERSING TAPPER L.7

PVC APRONS K.32

QUADRUPLE LIFTING CHAIN SLINGS M.64

QUADRUPLE LIFTING SLINGS M.63

QUALITY CONTROL OF WELDED JOINTS J.53

QUICK CHANGE STATIC TOOL HOLDER TURRETS C.95

QUICK CLAMPS N.102-N.103

QUICK COUPLING ARBORS G.9

QUICK COUPLINGS FEMALE THREADED L.27-L.28

QUICK COUPLINGS FEMALE THREADED WITH CONNECTING SLEEVE L.28

QUICK COUPLINGS FEMALE THREADED WITH SPRING L.28

QUICK COUPLINGS MALE THREADED L.27-L.28

QUICK COUPLINGS MALE THREADED WITH CONNECTING SLEEVE L.28

QUICK COUPLINGS MALE THREADED WITH SPRING L.27

QUICK EPOXY COMPOUNDS J.10

QUICK FEED DIGITAL MICROMETERS IP65 D.22

QUICK HORIZONTAL CLAMPS N.100-N.101

QUICK PENETRATING RELEASE AGENT WITH LUBRICATING ACTION J.18

QUICK PUSH ROD CLAMPS N.101

QUICK REDUCTIONS PUSH-TO-CONNECT-FITTINGS L.37

QUICK VERTICAL CLAMPS N.100

QUICK-CLAMPING DRILL CHUCKS DIN 69871 SK A C.19-C.20

QUICK-CLAMPING DRILL CHUCKS DIN 69871 SK FORM AD+B C.19

QUICK-CLAMPING DRILL CHUCKS MAS 403 BT A C.36

QUICK-CLAMPING DRILL CHUCKS MAS 403 BT AD+B C.36

QUICK-SNAP PLASTIC HANDLES FOR NEEDLE FILES G.64

RACK CLAMPS - HEAVY- DUTY 115 MM F.86

RACK CLAMPS - MEDIUM- DUTY 90 MM F.85

RACK CLAMPS - MEDIUM-DUTY SERIES 200 MM F.85

RACK CLAMPS - STANDARD DUTY SERIES 120 MM F.85

RACK CLAMPS - STANDARD DUTY SERIES 60 MM F.85

RADIAL TOOLHOLDERS VDI DIN 69880 C.90

RADIATOR BRUSHES F.120

RADIUS GAUGES FOR CONCAVE AND CONVEX MEASUREMENTS D.77

RAMPS - DESCENTS P.48-P.49

RANDOM ORBITAL SANDERS L.12

RATCHET ACTION CABLE CUTTERS FOR COPPER AND ALUMINUM CABLES Ø 32 MM F.25

RATCHET ACTION CABLE CUTTERS FOR COPPER AND ALUMINUM CABLES Ø 52 MM F.25

RATCHET ACTION CABLE CUTTERS FOR COPPER AND ALUMINUM Ø 60 MM F.26

RATCHET CUTTERS FOR PLASTIC PIPES F.55-F.56

RATCHET HEADS WITH SAFETY LOCK E.46

RATCHET INSERTS WITH PUSH THROUGH SQUARE DRIVE E.86

RATCHET INSERTS 9X12 MM FOR TORQUE WRENCHES E.85

RATCHET INSERTS WITH FINE TOOTH DENTURE E.86

RATCHET INSERTS WITH SAFETY LOCK E.86

RATCHET TAP WRENCHES F.97

RATCHET TENSIONER STRAPS M.61

RATCHET TENSIONER, HOOK-ENDED STRAPS M.62

RATCHET WRENCHES WITH FRONTAL ACCESS E.7

RE-CYCLING CABINETS J.46

REAMING HEADS DOUBLE-FLUTE ROUGHING END MILLS - D23.50 - D87.50 B.122

RECOMMENDED HEADS AND DATA - TUNGMEISTER B.89

RECOMMENDED TOOL GEOMETRY AND CUTTING CONDITIONS B.116

RECYCLED 1000L CISTERNS P.43

RED SILICONE AUTO-LEVELING GASKETING J.10-J.11

REDUCER JOINTS FOR SOCKETS E.49

REDUCER JOINTS WITH TRANSVERSE HOLE E.49

REDUCTION BUSH FOR DRILLS N.50

REDUCTION MORSE TAPER SHANK FOR DRILLS DIN 2080 C.52

REDUCTION SLEEVES FOR HYDRAULIC CHUCKS C.67

REDUCTION SLEEVES FOR POWER CHUCKS Ø20 - SEALED C.66

REDUCTION SLEEVES FOR POWER CHUCKS Ø32 - SEALED C.66

REDUCTIONS FOR CIRCULAR BLADES A.243

REINFORCED FLEXIBLE SHAFTS G.66

REINFORCED NIPPERS FOR BLACKSMITHS AND CONCRETERS F.41

REINFORCED SCREWDRIVER FOR POZIDRIV® SCREWS 918 SPZ E.68

REINFORCED SCREWDRIVERS FOR SLOTTED SCREWS 932 A E.64

REINFORCED SPLIT APRONS K.32

REPLACEMENT FACE SHIELD BRACKETS K.38

REPLACEMENT LENS FOR PROTECTIVE GOGGLES K.37

RETAINERS FOR CYLINDER COUPLINGS J.15-J.16

RETAINERS FOR CYLINDRICAL COUPLINGS J.15

REVERSIBLE AIR DRILLS L.5-L.6

REVERSIBLE AIR RATCHET WRENCHES L.4

REVERSIBLE CHAIN PIPE WRENCHES F.52

REVERSIBLE PULLERS 3 JAW F.83

REVERSIBLE RATCHET WRENCHES 4 IN 1 E.6, E.79

REVERSIBLE RATCHETS E.38, E.46-E.47, E.89

REVERSIBLE RATCHETS 3/8 “VDE - 17 PIECES WITH BELT POUCH IN SET E.55

REVERSIBLE RATCHETS - 13 PIECES WITH POUCH IN SET E.52

REVERSIBLE SOCKETS 1/4 “ - 42 PIECES WITH POUCH IN SET E.53

RHOMBOIDAL NUTS FOR T-SLOTS C.130

RIBBED CHISELS F.71

RIGHT-HAND FIXED DIE - BSP A.113

RIGHT-HAND FIXED DIE - BSPT A.114

RIGHT-HAND FIXED DIE - BSW A.114

RIGHT-HAND FIXED DIE - M A.109, A.111

RIGHT-HAND FIXED DIE - MF A.110

RIGHT-HAND FIXED DIE - NPT A.115

RIGHT-HAND FIXED DIE - PG A.114

RIGHT-HAND FIXED DIE - TIN - M A.112

RIGHT-HAND FIXED DIE - TIN - MF A.112

RIGHT-HAND FIXED DIE - UNC A.113

RIGHT-HAND FIXED DIE - UNF A.113

RING ENDED SLOGGING WRENCHES E.13

RINGS FOR TURNING JAWS C.110

ROCKWELL HARDNESS TESTERS D.82

ROLL HOLDER SUPPORTS FOR TOOL CABINETS E.104

ROTARY FELT LAPPING TOOLS WITH SYNTHETIC SUPPORT G.34

ROTATING BASES FOR VICES WX7800 N.74

ROTATING BASES FOR VICES WX7810 N.74

ROTATING BASES FOR VICES WX7830 N.75

ROTATING BASES FOR VICES WX7840 N.75

ROTATING BASES FOR VICES WX7900 N.76

ROTATING VICES WITH JAWS N.78

ROUGHING END MILLS FOR ALUMINUM ALLOYS Z3 A.167

ROUGHING END MILLS FOR ALUMINUM ALLOYS Z3 A.166

ROUGHING END MILLS MULTI-CUTTING A.163, A.165, A.197

ROUGHING END MILLS MULTI-CUTTING-VARIABLE HELIX A.164

ROUGHING END MILLS Z4 A.162

ROUGHNESS SPECIMENS KIT D.86
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PRESSE IDRAULICHE MOTORIZZATE N.80

PRESSORI IN ACCIAIO BRUNITO A MOLLA STANDARD CON PERNO

ED ESAGONO INCASSATO N.104

PRESSORI IN ACCIAIO BRUNITO A MOLLA STANDARD CON SFERA

ED IMPRONTA AD INTAGLIO N.104

PRESSORI IN ACCIAIO INOX A MOLLA STANDARD CON SFERA

ED IMPRONTA AD INTAGLIO N.104

PRIGIONIERI RULLATI C.127

PRIMER PER ADESIVI J.5

PRISMI AD ANGOLO RETTO IN COPPIA D.66

PRISMI MAGNETICI SINGOLI C.131

PROGRAMMA DI FRESATURA A TESTINE INTERCAMBIABILI -

ACCOPPIAMENTO FILETTATO B.88

PROIETTORE DI PROFILI ORIZZONTALE D.102

PROIETTORE DI PROFILI VERTICALE D.102

PROLUNGA PORTA TASTATORI D.61

PROLUNGHE A CALETTAMENTO DIN 1835A C.54

PROLUNGHE ANGOLARI PER CHIAVI A BUSSOLA E.48

PROLUNGHE CON BLOCCO DI SICUREZZA PER CHIAVI A BUSSOLA E.47

PROLUNGHE IDRAULICHE DIN 1835A C.55

PROLUNGHE PER CHIAVI A BUSSOLA E.48

PROLUNGHE PER CHIAVI A BUSSOLA IMPACT E.59

PRONTO SOCCORSO IN ARMADIETTO K.51

PRONTO SOCCORSO IN ARMADIETTO K.51

PRONTO SOCCORSO IN VALIGETTA K.51

PRONTO SOCCORSO IN VALIGETTA K.51

PROTETTIVI ANTI OSSIDANTI J.29

PROTETTIVI ANTIADESIVI PER SALDATURA J.54

PROTETTIVI CERAMICI PER SALDATURA J.54

PROTETTIVI PER METALLI J.28

PROTETTIVI PER STAMPI J.28

PROTEZIONI TEMPRATE PER ESTRATTORI F.83

PROVINI DI DUREZZA D.81

PULITORE VETRI J.32

PULITORI ANTISTATICI IN SPRAY J.35

PULITORI PER DISPOSITIVI ELETTRICI ED ELETTRONICI J.34

PULITORI SGRASSATORI J.31-J.32, J.34

PULITORI SGRASSATORI UNIVERSALI J.34

PULITRICI DA BANCO N.14

PULITRICI ECOLOGICHE 400 VOLT N.15

PULSANTIERE PER PARANCHI M.7

PUNTALI BOMBATI C.122

PUNTALI CON TESTA RICOPERTA IN NEOPRENE N.103

PUNTALI PRISMATICI C.122

PUNTALINI DI MISURA D.49

PUNTE A CODOLO RINFORZATO A 180° 3XD CON FORI A.21

PUNTE A DOPPIO PATTINO 5XD CON FORI A.17

PUNTE A GRADINO 180° A.57

PUNTE A GRADINO 180° CORTA A.58

PUNTE A GRADINO 90° A.57

PUNTE A GRADINO 90° CORTA A.58-A.59

PUNTE A MASCHIARE - M A.109

PUNTE A TRACCIARE F.74

PUNTE AD INSERTI CON ATTACCO WELDON 3XD B.106

PUNTE AD INSERTI CON ATTACCO WELDON 3XD - FISSAGGIO A VITE B.104

PUNTE ALESATRICI 3XD CON FORI A.19

PUNTE ALESATRICI 5XD CON FORI A.20

PUNTE CODOLO CONICO A.48-A.49

PUNTE CODOLO CONICO SERIE EXTRA LUNGA A.50

PUNTE CODOLO CONICO SERIE LUNGA A.49

PUNTE CODOLO RINFORZATO 12XD CON FORI A.16

PUNTE CODOLO RINFORZATO 20XD CON FORI A.16

PUNTE CODOLO RINFORZATO 3XD A.9, A.11

PUNTE CODOLO RINFORZATO 3XD CON FORI A.12

PUNTE CODOLO RINFORZATO 5XD A.13

PUNTE CODOLO RINFORZATO 5XD CON FORI A.10, A.14

PUNTE CODOLO RINFORZATO 7XD CON FORI A.15

PUNTE CODOLO RINFORZATO CON FORI A.22

PUNTE DA CENTRO 120° PER NC A.54-A.55

PUNTE DA CENTRO 142° RIVESTITE PER NC A.56

PUNTE DA CENTRO 90° PER NC A.53, A.55

PUNTE DA CENTRO 90° PER NC SERIE LUNGA A.54

PUNTE DA CENTRO 90° RIVESTITE PER NC A.55

PUNTE DA CENTRO A 120° RIVESTITE PER NC A.56

PUNTE DA CENTRO A 142° PER NC A.56

PUNTE DA CENTRO TIPO A A.51-A.52

PUNTE DA CENTRO TIPO A SERIE LUNGA A.52

PUNTE DA CENTRO TIPO B A.53

PUNTE DA CENTRO TIPO R A.52

PUNTE DISTRUGGI MASCHI A.61

PUNTE DISTRUGGI MASCHI IN KIT A.61

PUNTE E GUIDE MODULARI GRANDEZZA 1 B.117

PUNTE GAMBO RINFORZATO 3XD CON FORI A.18

PUNTE GAMBO RINFORZATO 5XD CON FORI A.19

PUNTE IN WIDIA MEDIO RICAMBIO PENNE/PV L.8

PUNTE IN WIDIA SOTTILE RICAMBIO PENNE/PV L.8

PUNTE MODULARI CON CUSPIDE INTERCAMBIABILE - ATTACCO WELDON 3XD B.98

PUNTE MODULARI CON CUSPIDE INTERCAMBIABILE - ATTACCO WELDON 5XD B.99

PUNTE MODULARI CON CUSPIDE INTERCAMBIABILE - ATTACCO WELDON 8XD B.100

PUNTE PER FORATURA A FLUSSO TERMICO DRABUS N.56

PUNTE PER METALLI CON CODOLO RIDOTTO N.53

PUNTE PER METALLI SERIE EXTRA CORTA N.53

PUNTE PER METALLI SERIE NORMALE N.52

PUNTE PER METALLI SERIE NORMALE IN KIT N.54

PUNTE PER MURO/CALCESTRUZZO N.61

PUNTE PER MURO/CALCESTRUZZO A QUATTRO SPIRALI SDS - PLUS N.62

PUNTE PER MURO/CALCESTRUZZO A QUATTRO SPIRALI SDS - PLUS IN SERIE N.62

PUNTE PER MURO/CALCESTRUZZO IN SERIE N.61

PUNTE PER PUNTI DI SALDATURA N.55

PUNTE PILOTA PER SEGHE A TAZZA BIMETALLICHE N.58

PUNTE SERIE CORTA A.30, A.32-A.42

PUNTE SERIE CORTA CON PLACCHETTA RIPORTATA A.43

PUNTE SERIE CORTA IN SET A.60

PUNTE SERIE EXTRA CORTA A.23-A.28

PUNTE SERIE EXTRA CORTA CON PLACCHETTA RIPORTATA A.29

PUNTE SERIE EXTRA LUNGA A.46-A.47

PUNTE SERIE LUNGA A.44-A.46

PUNZONI LETTERE IN SERIE F.117

PUNZONI NUMERI IN SERIE F.117

QUADRETTATORI / ADESIMETRI D.112

RACCOGLICATENA A SACCO PER PARANCHI MANUALI M.48

RACCORDI A L FEMMINA-FEMMINA CON FILETTO CILINDRICO L.32

ITEM PAG. ITEM PAG.

XX

ROUGHNESS TESTERS SJ-210 D.85

ROUND BASE FOR DRUM HANDLING P.39

ROUND COLUMN MOUNTED JIB CRANES WITH GIS KB ARM M.9

ROUND LIFTING SLINGS M.58

ROUND NEEDLE FILES G.62

ROUND NOSE PILERS F.10

ROUND NOSE PLIERS F.10

ROUND NOSE PLIERS VDE INSULATED 1000 VOLTS F.11

ROUND RASPS G.61

RUBBER DRUM HOLDERS FOR SPIRAL BANDS G.23

RUBBER HOSE FOR ACETYLENE J.61

RUBBER HOSE FOR OXYGEN J.61

RUBBER MALLETS F.80

RUBBER RINGS FOR IMPACT SOCKETS E.60

RUBBER TIP SET FOR SILENCED BLOW GUN L.18

RUBBISH BIN BAGS J.46

RUMP GLOVES FOR WELDERS K.16

RUMP SPLIT GLOVES K.16

RUMP SPLIT GLOVES K.15-K.16

RUST PREVENTIVE OILS J.29

RUTILE ELECTRODES FOR CARBON STEEL J.50

SAFETY CABINETS FOR PAINTS AND SOLVENTS J.35, P.22

SAFETY CONTAINERS WITH PLUNGER AND PLATE IMPREGNATED J.39

SAFETY CONTAINERS WITH SPRAYER J.40

SAFETY COUPLINGS & NIPPLES - SERIES 320 ESAFE, DN 7.6 L.31-L.32

SAFETY CUPBOARDS FOR HAZARDOUS SUBSTANCES P.22

SAFETY CUTTER SECUMAX 350 F.62

SAFETY CUTTERS FOR SECUMAX RUCK-ZUCK SOS F.63

SAFETY CUTTERS SECUMAX 145 F.62

SAFETY CUTTERS SECUMAX 150 F.62

SAFETY CUTTERS SECUMAX COMBI F.63

SAFETY CUTTERS SECUMAX EASYSAFE F.63

SAFETY CUTTERS SECUNORM 175 F.65

SAFETY CUTTERS SECUNORM 380 F.65

SAFETY CUTTERS SECUNORM PROFI-L F.66

SAFETY CUTTERS SECUNORM PROFI-R F.66

SAFETY CUTTERS SECUNORM PROFI25 F.65

SAFETY CUTTERS SECUNORM PROFI40 F.65

SAFETY CUTTERS SECUPRO 625 F.64

SAFETY CUTTERS SECUPRO MARTEGO F.64

SAFETY CUTTERS SECUPRO MAXISAFE F.64

SAFETY CUTTERS SECUPRO MERAK F.64

SAFETY CUTTERS WITH BLADES F.61

SAFETY DEVICE FOR HOSES J.62

SAFETY DEVICE FOR REDUCERS J.62

SAFETY DEVICE FOR TORCHES J.62

SAFETY FACE SHIELDS G.4, K.38

SAFETY GOGGLES K.35

SAFETY HELMETS K.39, M.7

SAFETY KEYS FOR EASYSAFE CUTTERS F.63

SAFETY ROPES K.47

SAFETY SHIELDS FOR DRILLS N.6

SAFETY SHIELDS FOR GRINDING WHEELS N.6

SAFETY SHIELDS FOR LATHES N.6

SAFETY SHOES K.8-K.12, M.5, M.79, N.73, P.20

SAFETY SHOES S3 FOR WELDERS K.13

SCAFFOLDING ANTI-FALL KIT K.49

SCALE MAGNIFIER KIT 10X D.92

SCALE PALLET TRUCKS M.84

SCALE PALLET TRUCKS WITH PRINTER M.85

SCALES FOR PALLETS D.105

SCISSORS FOR ELECTRICIAN’S F.50

SCISSORS FOR ELECTRICIAN’S - STAINLESS STEEL BLADES F.49

SCREW CLAMPS F.86

SCREW CLAMPS REINFORCED MODEL F.86

SCREW CLAMPS REINFORCED MODEL WITH LARGE THROAT DEPTH F.86

SCREW CLAMPS WITH WOODEN HANDLE F.86

SCREW EXTRACTORS KIT N.60

SCREW SUPPORTS C.121

SCREW SUPPORTS - “ATLAS” TYPE C.122

SCREW SUPPORTS HEAVY TYPE C.122

SCREW SUPPORTS WITH MAGNETIC BASE C.121

SCREW-ON CHUCKS DIN 69871 SK AD+B C.13

SCREW-ON CHUCKS DIN 69893 HSK A C.46

SCREW-ON CHUCKS MAS 403 BT AD+B C.32

SCREWDRIVER FOR TORX® SCREWS E.29

SCREWDRIVERS FOR TORX® SCREWS AND SPHERICAL HEAD 367K E.31

SCREWDRIVERS FOR PHILLIPS® SCREWS E.66-E.67

SCREWDRIVERS FOR PHILLIPS® SCREWS 350 PH E.66

SCREWDRIVERS FOR PHILLIPS® SCREWS 350 SK PH E.66

SCREWDRIVERS FOR POZIDRIV® SCREWS E.68

SCREWDRIVERS FOR POZIDRIV® SCREWS 355 PZ E.68

SCREWDRIVERS FOR POZIDRIV® SCREWS 355 SK PZ E.68

SCREWDRIVERS FOR SLOTTED AND PH-PZ SCREWS IN FOAM E.75, E.114

SCREWDRIVERS FOR SLOTTED SCREWS E.63

SCREWDRIVERS FOR SLOTTED SCREWS 334 SK E.63

SCREWDRIVERS FOR SLOTTED SCREWS 335 E.63

SCREWDRIVERS FOR SLOTTED SCREWS AND PHILLIPS PZ IN FOAM E.76, E.114

SCREWDRIVERS FOR SLOTTED SCREWS IN FOAM E.75, E.114

SCREWDRIVERS FOR SOCKETS 1/4” E.50

SCREWDRIVERS FOR SOCKETS 1/4” E.50

SCREWDRIVERS FOR TORX® PLUS SCREWS 367 IP E.31

SCREWDRIVERS FOR TORX® SCREWS E.30

SCREWDRIVERS FOR TORX® SCREWS 367 E.29

SCREWDRIVERS FOR TORX® SCREWS IN FOAM E.29, E.111

SCREWDRIVERS INSULATED SERIES - SET 160 I/6 VDE E.79

SCREWDRIVERS INSULATED SERIES - SET 160 I/7 VDE E.79

SCREWDRIVERS INSULATED SERIES FOR PHILLIPS® SCREWS E.67

SCREWDRIVERS INSULATED SERIES FOR PHILLIPS® SCREWS 162I PH VDE E.67

SCREWDRIVERS INSULATED SERIES FOR POZIDRIV® SCREWS E.69

SCREWDRIVERS INSULATED SERIES FOR POZIDRIV® SCREWS 165I PZ VDE E.69

SCREWDRIVERS INSULATED SERIES FOR SLOTTED

AND PH-PZ SCREWS IN FOAM E.78, E.115

SCREWDRIVERS INSULATED SERIES FOR SLOTTED

AND POZIDRIV® SCREWS IN FOAM E.78, E.115, N.85

SCREWDRIVERS INSULATED SERIES FOR SLOTTED SCREWS E.65

SCREWDRIVERS INSULATED SERIES FOR SLOTTED SCREWS 160I VDE E.65

SCREWDRIVERS INSULATED SERIES-SET 160 I/165 I/7 VDE E.79

SCREWDRIVERS KRAFTFORM PLUS - SET 334/355/6 E.76

SCREWDRIVERS KRAFTFORM PLUS 367/6 TORX® HF IN SET E.31

SCREWDRIVERS KRAFTFORM PLUS - SET 3334/3350/3355/6 E.78

SCREWDRIVERS KRAFTFORM PLUS - SET 3334/6 E.78
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RACCORDI A L MASCHIO-FEMMINA CON FILETTO CILINDRICO L.33

RACCORDI A T FEMMINA CON FILETTO CILINDRICO L.32

RACCORDI A Y 90° MASCHIO-FEMMINA-FEMMINA FILETTO CILINDRICO L.33

RACCORDI ATTACCO MASCHIO CON MOLLA L.27

RACCORDI AUMENTATORI CON FORO TRASVERSALE E.49

RACCORDI AUMENTATORI PER CHIAVI A BUSSOLA E.49

RACCORDI AUTOMATICI A L ORIENTABILI IN OTTONE NICHELATO L.35

RACCORDI AUTOMATICI A L ORIENTABILI IN TECNOPOLIMERO L.35

RACCORDI AUTOMATICI A T INTERMEDI IN OTTONE NICHELATO L.36

RACCORDI AUTOMATICI A T INTERMEDI IN TECNOPOLIMERO L.36

RACCORDI AUTOMATICI A T ORIENTABILI IN OTTONE NICHELATO L.36

RACCORDI AUTOMATICI A T ORIENTABILI IN TECNOPOLIMERO L.36

RACCORDI AUTOMATICI DRITTI IN OTTONE NICHELATO L.34

RACCORDI AUTOMATICI DRITTI IN TECNOPOLIMERO L.34

RACCORDI AUTOMATICI INTERMEDI A L IN TECNOPOLIMERO L.35

RACCORDI AUTOMATICI INTERMEDI DRITTI IN OTTONE NICHELATO L.34

RACCORDI AUTOMATICI INTERMEDI DRITTI IN TECNOPOLIMERO L.35

RACCORDI MASCHIO CON DADO FRESATO L.28

RACCORDI PER CHIAVI A BUSSOLA IMPACT E.59

RACCORDI RIDUTTORI CON FORO TRASVERSALE E.49

RACCORDI RIDUTTORI PER CHIAVI A BUSSOLA E.49

RACCORDI RIDUTTORI PER CHIAVI A BUSSOLA IMPACT E.59

RACCORDI UNIVERSALI K.38

RAFFREDDATORI AD ARIA H.28-H.29

RAFFREDDATORI AD ARIA - KIT SEGHE A NASTRO H.29

RAFFREDDATORI PER QUADRI ELETTRICI H.29

RAGGIMETRI PER PROFILI CONCAVI-CONVESSI D.77

RAMPE - DISCESE P.48-P.49

RAPPORTATORI D’ANGOLO D.60

RAPPORTATORI D’ANGOLO CON LENTE D.60

RAPPORTATORI D’ANGOLO DIGITALI D.60

RASCHIETTI A TRE TAGLIENTI F.71

RASCHIETTI PIATTI F.71

RASPE MEZZETONDE G.60

RASPE PIATTE G.60

RASPE TONDE G.61

RAVVIVAFILETTI F.98

RAVVIVAMOLE A BASTONCINO IN CARBURO SILICIO G.50

RAVVIVAMOLE A ROTELLE G.50

RAVVIVAMOLE DIAMANTATI G.50

RAVVIVATORE MULTIPUNTA DIAMANTATO G.50

REGGE COMPOSITE IN POLIESTERE N.126

REGGE IN FERRO BLUATE AD ALTA RESISTENZA N.124

REGGE IN FERRO LUCIDE N.124

REGGE IN POLIPROPILENE PP NERO ZIGRINATE N.124-N.125

REGGE TERMOSALDANTI IN POLIESTERE PET VERDE ZIGRINATE N.125

REGGE TESSILI CON RIVESTIMENTO HOT MELT IN POLIESTERE N.126

REGOLATORI DI FLUSSO UNIDIREZIONALI L.38

REGOLATORI DI PRESSIONE L.21

REGOLATORI UNIDIREZIONALI ORIENTABILI IN OTTONE NICHELATO PER CILINDRI L.36

REGOLATORI UNIDIREZIONALI ORIENTABILI IN TECNOPOLIMERO PER CILINDRI L.37

RESPIRATORI FILTRANTI CON VALVOLA FFP1 K.43

RESPIRATORI FILTRANTI CON VALVOLA FFP2 K.44

RESPIRATORI FILTRANTI CON VALVOLA FFP3 K.45

RESPIRATORI FILTRANTI FFP1 K.43

RESPIRATORI FILTRANTI FFP2 K.43-K.44

RETI TUBOLARI PROTETTIVE ANTIURTO N.132

RICAMBI PER AUTOCENTRANTI DOPPIA GUIDA C.99

RIDUTTORI DI PRESSIONE CON FLUSSOMETRO PER ARGON J.61

RIDUTTORI DI PRESSIONE PER ACETILENE J.60

RIDUTTORI DI PRESSIONE PER OSSIGENO J.60

RIDUTTORI DI PRESSIONE PER PROPANO J.61

RIDUZIONI CM PER FRESE DIN 69871 SK FORMA AD C.18

RIDUZIONI CM PER FRESE MAS 403 BT FORMA AD C.35

RIDUZIONI CM PER PUNTE DIN 69871 SK FORMA AD C.18

RIDUZIONI CM PER PUNTE MAS 403 BT FORMA AD C.35

RIDUZIONI CON FILETTO CONICO L.29

RIDUZIONI CONO MORSE PER PUNTE DIN 2080 C.52

RIDUZIONI CORTE CON FILETTO CONICO L.29

RIDUZIONI E PROLUNGHE MODULARI B.122

RIDUZIONI ISO / ISO DIN 2080 C.53

RIDUZIONI PER LAME CIRCOLARI A.243

RIDUZIONI PER MANDRINI IDRAULICI A TENUTA STAGNA C.67

RIDUZIONI PER MOLE ABRASIVE N.16

RIDUZIONI RAPIDE IN OTTONE NICHELATO E RESINA ACETALICA L.37

RIDUZIONI RAPIDE IN OTTONE NICHELATO E RESINA ACETALICA ISOFORM L.37

RIFRATTOMETRI OTTICI H.8, H.26

RIGHE DI CONTROLLO IN ACCIAIO INDEFORMABILE F.112

RIGHE FLESSIBILI IN ACCIAIO INOX F.111

RIGHE MILLIMETRATE IN ACCIAIO INOX CON SMUSSO F.111

RIGHE MILLIMETRATE IN ACCIAIO INOX SENZA SMUSSO F.111

RIGHE SEMIRIGIDE IN ACCIAIO INOX F.111

RILEVATORI DI DISTANZE LASER F.115

RIPIANI LISCI P.35

RIPIANI SPOSTABILI FESSURATI P.18

RIPIANI SUPPLEMENTARI PER CARRELLI E.104

RIPIANI SUPPLEMENTARI PER CARRELLI WX9455 E.106

RISCALDATORI A RAGGI INFRAROSSI N.73

RIVELATORI DI FUGHE DI GAS J.62

RIVESTIMENTI A BASE DI ACCIAIO INOSSIDABILE J.30

RIVETTATRICI A BATTERIA F.100

RIVETTATRICI MANUALI PER INSERTI FILETTATI F.101

RIVETTATRICI OLEOPNEUMATICHE PER INSERTI FILETTATI F.102

RIVETTATRICI OLEOPNEUMATICHE PER RIVETTI F.100

RIVETTATRICI PER RIVETTI A STRAPPO F.99

RIVETTATRICI PER RIVETTI A STRAPPO PNEUMATICHE F.100

RIVETTATRICI PNEUMATICHE PER RIVETTI F.100

RIVETTI IN LEGA DI ALLUMINIO F.101

RODITRICI N.43

RONDELLE ALTE TORNITE C.130

RONDELLE CONCAVE C.131

RONDELLE CONVESSE C.131

RONDELLE LARGHE TORNITE C.130

RONDELLE PIANE TORNITE C.130

ROTELLE DI RICAMBIO PER TAGLIATUBI F.54

ROTELLE METRICHE F.112-F.113

RUGOPROFILOMETRO PORTATILE D.87

RUGOSIMETRI AD ALTE PRESTAZIONI D.86

RUGOSIMETRI PORTATILI D.85

RUGOSIMETRI SJ-210 D.85

RULLI A LAMELLE ABRASIVE CON GAMBO G.21, L.8

RULLI A LAMELLE ABRASIVE PER SATINATRICI PORTATILI G.23

ITEM PAG. ITEM PAG.
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SCREWDRIVERS KRAFTFORM PLUS - SET 334 SK/6 E.76

SCREWDRIVERS KRAFTFORM PLUS - SET 932 S/6 E.77

SCREWDRIVERS KRAFTFORM PLUS - SET 932/6 E.77

SCREWDRIVERS KRAFTFORM PLUS - SET 932/918/6 E.77

SCREWDRIVERS KRAFTFORM PLUS 367/6 TORX® IN SET E.30

SCREWDRIVERS KRAFTFORM PLUS SET 334/6 E.76

SCREWDRIVERS KRAFTFROM PLUS - SET 335/350/355/6 E.76

SCREWDRIVERS REINFORCED SERIES FOR PHILLIPS® SCREWS 917 SPH E.66

SCREWDRIVERS STAINLESS STEEL FOR PHILLIPS® SCREWS 3350 PH E.67

SCREWDRIVERS STAINLESS STEEL FOR POZIDRIV® SCREWS 3355 PZ E.69

SCREWDRIVERS STAINLESS STEEL FOR SLOTTED SCREWS 3334 E.64

SCREWDRIVERS STAINLESS STEEL FOR SLOTTED SCREWS 3335 E.64

SCREWDRIVERS STAINLESS STEEL FOR TORX® SCREWS 3367 E.31

SCREWDRIVERS STUBBY FOR SLOTTED SCREWS E.64

SCREWDRIVERS STUBBY SERIES FOR PHILLIPS® SCREWS E.67

SCREWDRIVERS WITH ERGONOMIC GRIP HANDLES SET E6091 E.77

SCREWDRIVERS WITH ERGONOMIC GRIP HANDLES SET E6092 E.77

SCREWDRIVERS WITH HOLDING FUNCTION FOR TORX® SCREWS 367 HF E.31

SCREWDRIVERS WOODEN SERIES FOR PHILLIPS® SCREWS 935 SPH E.66

SCREWDRIVERS WOODEN SERIES FOR SLOTTED SCREWS 930 A E.63

SCREWS AND CHEMICAL FIXING FOR COLUMN MOUNTED JIB CRANES M.23

SCRIBERS F.74

SCRIBERS WITH CARBIDE COATED TIP F.74

SDS - MAX FLAT CHISELS FOR ROTARY AND DEMOLITION HAMMERS N.63

SDS - MAX POINTED CHISELS FOR ROTARY AND DEMOLITION HAMMERS N.63

SDS - PLUS FLAT CHISELS FOR ROTARY AND DEMOLITION HAMMERS N.63

SDS - PLUS POINTED CHISELS FOR ROTARY AND DEMOLITION HAMMERS N.63

SDS PLUS DRILL BITS FOR MASONRY/CONCRETE WITH FOUR SPIRALS N.62

SDS PLUS REVERSIBLE ROTARY HAMMERS N.30

SEALED SAFETY GOGGLES WITH TEMPLES ARMS AND ELASTIC BAND K.37

SEALS FOR PLASTIC STRAPS IN POLYROPYLENE N.125

SECTIONAL WORKBENCHES P.3

SECURITY PINS FOR IMPACT SOCKETS E.60

SELF-ADHESIVE FELT RINGS G.34

SELF-CENTERING CHUCK KEYS C.103

SELF-CENTERING CHUCKS 3 JAWS C.97, C.99

SELF-CENTERING CHUCKS 4 JAWS C.97, C.100

SELF-LOCKING PLIERS WITH DOUBLE ADJUSTMENT F.20

SELF-ROLLUP ANCHORING SYSTEMS M.62

SELF-TILTING SCRAP HOLDERS P.28

SELFCENTERING CHUCK KEYS C.103

SEMI AUTOMATIC DRILL DRIFTS N.50

SEMI-OILY ANTI-CORROSIVE ANTI-OXIDANT FILM WITH SYNTHETIC BASE J.27

SEPARATOR-PULLERS F.84

SEPARATORS FOR TROUGHS P.14

SERVICE TOOL CASE F.92

SET OF DEPTH EXTENSIONS AND BASE FOR DIAL INDICATORS D.50

SET OF DIAMOND NEEDLE FILES G.63

SETTING AND CALIBRATION BENCH D.98-D.99

SETTING CALIBRATION AND MEASURING BENCH D.99

SETTING RINGS FOR BORE GUAGES AND MICROMETERS D.71

SHANK MOUNTED FELTS G.34

SHANK MOUNTED SOFT FELTS G.34

SHANK-MOUNTED ABRASIVE GRINDERS G.29

SHANK-MOUNTED DIAMOND GRINDERS G.31

SHANK-MOUNTED FELT BOBS G.33-G.34

SHAPED STANDARD CLAMPS C.123

SHEARS FOR CUTIING METAL STRAPS N.124

SHEARS FOR CUTTING METAL STRAPS N.124

SHEARS FOR SHEET STEEL F.47

SHEARS FOR SHEET STEEL - TOP QUALITY F.47-F.48

SHELVING WITH EXTRACTABLE SHELVES FOR HEAVY GOODS P.37

SHORE HARDNESS TESTERS D.81

SHORT SLEEVE POLO SHIRT K.2

SHRINK FIT CHUCKS DIN 69871 SK AD+B C.11-C.12

SHRINK FIT CHUCKS DIN 69893 HSK A C.44-C.45

SHRINK FIT CHUCKS MAS 403 BT AD+B C.31-C.32

SHRINK FIT EXTENSIONS DIN 1835A C.54

SHUTTLES FOR OVERHEAD MAINTENANCE P.43

SIDE AND FACE CUTTERS A.202

SIDE-CUTTER PLIERS WITH STRIPPER VDE INSULATED 1000 VOLTS F.27

SIGMA ELASTIC RUBBER WHEELS – ALUMINIUM CENTRE N.96

SILANE-MODIFIED POLYMERS BASED MONOCOMPONENT SEALANTS J.7

SILENCED BLOW GUN STAR-TIP L.18

SILENCERS L.34

SILENT-TYPE CIRCULAR BLADES WITH HARD METAL TEETH

FOR CUTTING ALLUMINIUM A.243

SILICON ANTIFOAM H.24

SILICON CARBIDE DRESSER STICKS G.50

SILICON FREE DEFOAMER H.25

SILICONE CARTRIDGE GUN J.9

SILICONE CARTRIDGE GUNS J.9

SILICONE CARTRIDGE PNEUMATIC GUNS J.9

SILICONE GREASE J.20

SILICONE POLISHING RELEASE AGENT FOR PLASTIC MOULDS J.27

SILICONE SPRAY J.27

SIMPLE GUIDE SELF-CENTERING CHUCKS C.100-C.101

SINGLE FORM KNURLING HOLDERS FOR CONVENTIONAL LATHES B.50

SINGLE OPEN ENDED WRENCHES E.10

SINGLE SIDE SQUARE SHOULDERING END MILLS B.70, B.72-B.74

SINGLE SIDE SQUARE SHOULDERING SHELL MILLS B.71

SINGLE STUDS C.127

SINGLE-POLE VOLTAGE TESTERS E.65

SINGLE-POLE VOLTAGE TESTERS STANDARD VDE E.65

SINGLE-SIDE INSERTS SQUARE SHOULDERING END MILLS B.81

SINGLE-SIDE SQUARE SHOULDERING END MILLS B.68, B.80

SINGLE-SIDE SQUARE SHOULDERING SHELL MILLS B.69

SINTERGRIP INSERTS C.113

SINTERGRIP LOCKING SYSTEM C.113

SIZE 1 HSS MODULAR COUNTERSINKING MILLING CUTTERS B.116

SIZE 1 MODULAR INSERT DRILLS AND PILOTS B.117

SIZE 1 MODULAR SPOT-FACING END MILLS B.115

SIZE 1 MODULAR TOOL HOLDER B.115

SLAG-STRIKING HAMMERS J.56

SLEDGE HAMMERS WITH TWO FLAT HEADS F.80

SLIDING HEADS FOR SOCKETS E.46

SLIDING T-HANDLE HEXAGONAL WRENCHES E.23

SLIDING T-HANDLE HEXAGONAL WRENCHES IN SET E.24

SLIDING T-HANDLE SWIVEL HEAD HEXAGONAL WRENCHES E.25

SLIDING T-HANDLE SWIVEL HEXAGONAL HEAD WRENCHES IN SET E.25

SLIDING T-HANDLE WRENCHES FOR TORX® SCREWS IN SET E.32

SLIDING T-HANDLE WRENCHES TORX® SCREWS E.31
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RULLI ABRASIVI IN TESSUTO NON TESSUTO CON GAMBO G.21

RULLI IN TESSUTO NON TESSUTO PER SATINATRICI PORTATILI G.24

RULLI MISTI LAMELLE E TESSUTO NON TESSUTO PER SATINATRICI PORTATILI G.23

RULLI PER ANELLI ABRASIVI G.23

RULLINI ABRASIVI AVVOLTI G.23

RUOTE A LAMELLE ABRASIVE CON FORO G.24

RUOTE IN GOMMA GRIGIA - NUCLEO IN POLIPROPILENE N.90

RUOTE IN GOMMA NERA - DISCO IN LAMIERA N.91

RUOTE IN GOMMA NERA CON SUPPORTO - DISCO IN LAMIERA N.91

RUOTE IN GOMMA SIGMA ELASTIC - NUCLEO IN ALLUMINIO N.96

RUOTE IN POLIAMMIDE N.93

RUOTE IN POLIAMMIDE CON SUPPORTO N.93

RUOTE IN POLIURETANO - NUCLEO IN ALLUMINIO N.94

RUOTE IN POLIURETANO - NUCLEO IN GHISA N.95

RUOTE IN POLIURETANO - NUCLEO IN POLIAMMIDE N.92

RUOTE IN POLIURETANO CON SUPPORTO - NUCLEO IN ALLUMINIO N.94

RUOTE IN POLIURETANO CON SUPPORTO - NUCLEO IN GHISA N.95

RUOTE IN POLIURETANO CON SUPPORTO - NUCLEO IN POLIAMMIDE N.92

RUOTE IN POLIURETANO TR-ROLL - NUCLEO IN ALLUMINIO PRESSOFUSO N.96

RUOTE IN POLIURETANO TR-ROLL CON SUPPORTO -

NUCLEO IN ALLUMINIO PRESSOFUSO N.97

RUOTE TESSUTO NON TESSUTO CON FORO G.24

SACCHI PER RACCOLTA DIFFERENZIATA J.46

SACCHI SPAZZATURA J.46

SALDATORI A BATTERIA 12V J.53

SALDATORI A PISTOLA 100 WATT J.52

SALDATORI A STILO 120 WATT J.52

SALDATORI A STILO 40 WATT J.52

SALDATORI A STILO 80 WATT J.52

SALDATORI GAS A CARTUCCIA J.49

SALDATRICI A INVERTER J.48

SBAVATORI IN SPINTA E IN TRAZIONE A.223

SBAVATORI SET ERGOBURR TIPO E F.69

SBAVATORI TIPO 1 IN SET F.68

SBAVATORI TIPO B IN SET F.68

SBAVATORI TIPO BURR-BI IN SET F.68

SBAVATORI TIPO C IN SET F.68

SBAVATORI TIPO D IN SET F.68

SBAVATORI TIPO E IN SET F.68

SBAVATORI TIPO F IN SET F.68

SBAVATORI TIPO FR - ID IN SET F.69

SBAVATORI TIPO FR - OD IN SET F.69

SBAVATORI TIPO G F.69

SBAVATORI UNIBURR F.69

SBLOCCANTI - LUBRIFICANTI J.18

SBLOCCANTI RAPIDI PENETRANTI CON AZIONE LUBRIFICANTE J.18

SCAFFALE DA PARETE PER CASSETTIERE P.23

SCAFFALI A BULLONE P.36

SCAFFALI A GANCIO P.36

SCAFFALI CON RIPIANI ESTRAIBILI PER MERCI PESANTI P.37

SCAFFALI UNIVERSALI L1006 P.35

SCAFFALI UNIVERSALI L1006 CON PARETE LATERALE PIENA P.35

SCALE A PALCHETTO P.47

SCALE A PALCHETTO PIEGHEVOLI P.47

SCALE A SFILO IN ALLUMINIO P.46

SCALE DOPPIE IN ALLUMINIO P.46

SCALPELLI - PUNZONI E BULINI IN SET F.72

SCALPELLI A PUNTA PER MARTELLI PERFORATORI/DEMOLITORI N.63

SCALPELLI EXTRA PIATTI F.72

SCALPELLI EXTRA PIATTI CON PARAMANO F.72

SCALPELLI NERVATI F.71

SCALPELLI PER METALLI F.71-F.72

SCALPELLI PER METALLI CON PARAMANO F.71

SCALPELLI PIATTI PER MARTELLI PERFORATORI/DEMOLITORI N.63

SCARPE ANTINFORTUNISTICHE K.8-K.12, M.5, M.79, N.73, P.20

SCARPE ANTINFORTUNISTICHE S3 PER SALDATORI K.13

SCATOLE DI CARTONE N.133

SCATOLE VUOTE PER PUNTE IN SET A.59

SCHERMI A MANO PER SALDATURA J.58

SCHERMI ANTINFORTUNISTICI PER MOLE N.6

SCHERMI ANTINFORTUNISTICI PER TORNI N.6

SCHERMI ANTINFORTUNISTICI PER TRAPANI N.6

SCHERMI PROTETTIVI K.38

SCHERMO TRASPARENTE L.18

SCHIUMA POLIURETANICA J.8

SCOVOLI PER TUBAZIONE IN ACCIAIO G.27

SECCHI PESANTI GRADUATI CON BECCO PER TRAVASO F.123

SEDIE GIREVOLI CON REGOLAZIONE A POMPA P.8

SEGATRICE A NASTRO SNIP 215 N.11

SEGATRICE A NASTRO SNIP 280 N.12

SEGATRICE A NASTRO SNIP 280 ID N.12

SEGATRICE A NASTRO SNIP 330 ID N.13

SEGATRICI A NASTRO INVERTER PORTATILI - SNIP 130 N.9

SEGATRICI A NASTRO INVERTER PORTATILI - SNIP 140 N.9

SEGATRICI A NASTRO INVERTER PORTATILI - SNIP 170 N.9

SEGHE A TAZZA BIMETALLICHE N.57

SEGHE A TAZZA BIMETALLICHE IN VALIGETTA N.58

SEGHE A TAZZA BIMETALLICHE SHARK N.57

SEGHE A TAZZA BIMETALLICHE SHARK IN VALIGETTA N.58

SEGHE CIRCOLARI N.42

SEGHE CIRCOLARI HM DIN 1837-A DENTATURA FINE A.191

SEGHE CIRCOLARI HM DIN 1838-B DENTATURA GROSSA A.191

SEGHE CIRCOLARI HSS DIN 1837-A DENTATURA FINE A.204

SEGHE CIRCOLARI HSS DIN 1838-B DENTATURA GROSSA A.205

SEGHE UNIVERSALI N.42

SEGHETTI F.67

SEGHETTI ALTERNATIVI N.41

SEGHETTI MINI F.67

SEGMENTI ABRASIVI G.49

SEMIMASCHERE A DUE FILTRI PER GAS E VAPORI K.46

SEMIMASCHERE PER GAS E VAPORI K.46

SEPARATORI PER CONCHE P.14

SERIE GRIFFE BASE DOPPIA GUIDA C.99

SERIE GRIFFE BASE GUIDA SEMPLICE C.100

SERIE MORSETTI TENERI C.98

SET PER FILETTATURA METRICA M3-M12 - 16 PZ N.51

SET PER FILETTATURA METRICA M3-M12 - 22 PZ N.51

SET PER FILETTATURA METRICA M3-M12 - 43 PZ N.51

SET SUPPORTI PORTAUTENSILI 36 X 36 E P.9

SGABELLI IN ALLUMINIO P.46

SGUAINACAVI F.28

SIGILLAFLANGE A MEDIA RESISTENZA MECCANICA J.16
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SLIM HAND BRUSHES F.121

SLIM SHRINK FIT CHUCKS DIN 69871 SK AD+B C.13

SLIM TIP TWEEZERS WITH CENTERING PIN F.30

SLITTING CUTTERS A.203

SLITTING SAW BLADES - COARSE TOOTHING A.205

SLITTING SAW BLADES FINE TOOTHING A.204

SLITTING SAW HOLDERS DIN 1837-A AND DIN 1838-B A.205, C.57

SLITTING SAWS COARSE TOOTHING A.191

SLITTING SAWS FINE TOOTHING A.191

SLOTTED PARTITIONS 36 E P.17

SLOTTED PARTITIONS AND METAL DIVICERS IN KIT 36 X 36 E P.15

SLOTTED PARTITIONS AND METAL DIVIDERS IN KIT 27 X 36 E P.15

SLOTTED PARTITIONS AND METAL DIVIDERS IN KIT 36 X 27 E P.15

SLOTTED PARTITIONS AND METAL DIVIDERS IN KIT 54 X 36 E P.15

SMALL DOUBLE OPEN ENDED WRENCHES E.9

SMALL GRAFIX CUTTERS F.66

SMALL HOLES DEPTH DIGITAL CALIPERS IP67 D.10

SMALL METAL PARTS BOX F.89

SMALL METAL TOOL BOXES F.89

SMALL PARTS ORGANIZERS P.25

SMALL PARTS TOOLBOX F.93

SNAP-OFF BLADES 25 MM F.62

SNAP-OFF BLADES 9MM F.59

SNAPP-OFF BLADES 18 MM F.59

SOCKET DRIVERS 1/2” FOR HEXAGONAL SOCKET HEAD SCREWS E.40-E.41

SOCKET DRIVERS 1/2” FOR HEXAGONAL SOCKET HEAD SCREWS

WITH CENTRAL HOLE E.41

SOCKET DRIVERS 1/2” FOR PHILLIPS® SCREWS E.42

SOCKET DRIVERS 1/2” FOR SCREWS WITH XZN® PROFILE E.42

SOCKET DRIVERS 1/2” FOR TORX® SCREWS E.41-E.42

SOCKET DRIVERS 1/4” FOR HEXAGONAL SOCKET HEAD SCREWS E.34

SOCKET DRIVERS 1/4” FOR PHILLIPS® SCREWS E.35

SOCKET DRIVERS 1/4” FOR SLOTTED HEAD SCREWS E.35

SOCKET DRIVERS 1/4” FOR TORX® SCREWS E.34

SOCKET DRIVERS 3/4” FOR HEXAGONAL SOCKET HEAD SCREWS E.43

SOCKET DRIVERS 3/4” FOR TORX® SCREWS E.43

SOCKET DRIVERS 3/8” FOR HEXAGONAL SOCKET HEAD SCREWS E.37

SOCKET DRIVERS 3/8” FOR TORX® SCREWS E.38

SOCKETS 1/2” - SET 36 TOOLS E.55, E.113

SOCKETS 1/2” FOR SCREWS WITH EXTERNAL TORX® PROFILE E.40

SOCKETS 1/2” FOR SPARK-PLUGS E.40

SOCKETS 1/4” - 1/2” IN METAL BOX - SET OF 59 E.54

SOCKETS 1/4” - SET 44 TOOLS E.51, E.111

SOCKETS 1/4” - SET 55 TOOLS E.51, E.112

SOCKETS 1/4” AND 1/2” - SET 66 TOOLS E.53, E.113

SOCKETS 1/4” FOR SCREWS WITH EXTERNAL PROFILE TORX® E.34

SOCKETS 3/8” - SET 39 TOOLS E.54, E.112

SOCKETS 3/8” FOR SCREWS WITH EXTERNAL PROFILE TORX® E.37

SOCKETS 3/8” FOR SPARK-PLUGS E.37

SOCKETS DRIVERS 1/2” FOR HEXAGONAL SOCKET HEAD SCREWS -

SPHERICAL HEAD E.41

SOCKETS FOR NUTS KM STANDARD - EXTERNAL TEETH E.61

SOCKETS FOR NUTS KM STANDARD - INTERNAL TEETH E.61

SOCKETS FOR SELF-LOCKING NUTS - EXTERNAL TEETH E.62

SOCKETS FOR SELF-LOCKING NUTS - INTERNAL TEETH E.62

SOFT FLAP DISCS G.9

SOFT JAWS C.101-C.102

SOFT JAWS - 1,5 X 60° C.101

SOFT TOP JAWS SERIES C.98

SOLDERING GUNS 100 W J.52

SOLDERING IRON 120 W J.52

SOLDERING IRON 40 W J.52

SOLDERING IRON 80 W J.52

SOLID CARBIDE DRILLS A.42

SOLID CARBIDE STUB DRILLS A.28

SOLID PAINT STICKS F.117

SOLID WIRE FOR CARBON STEEL J.51

SOLID WIRE FOR STAINLESS STEEL J.51

SPARE ANVILS SET D.33

SPARE BLADES FOR BOLT CUTTERS F.46

SPARE CARBIDE TIPS FOR PENS/PV L.8

SPARE CUTTER HEADS COMBICUT® 433V F.44

SPARE CUTTER HEADS FOR BOLT CUTTERS 437 F.45

SPARE CUTTER HEADS FOR BOLT CUTTERS COMBICUT® 433 F.44

SPARE CUTTER HEADS FOR BOLT CUTTERS UNIBOLT® 430 F.45

SPARE CUTTER HEADS FOR BOLT CUTTERS WAGGONIT® 980 F.44

SPARE CUTTER HEADS FOR WELDED WIRE-MESH WAGGONIT® 985 F.45

SPARE CUTTING HEADS FOR HAND THREADERS F.58

SPARE NYLON HEADS FOR MALLETS F.78

SPARE PARTS FOR DOUBLE GUIDED SELF-CENTERING CHUCKS C.99

SPARE RYLSAN HEADS FOR MALLETS F.78

SPARE SCREWS FOR ADJUSTABLE CLAMPS C.124

SPARE WHEEL PARTS FOR CUTTERS F.54

SPARE WHEEL PARTS FOR TUBE CUTTERS F.54

SPATULAS F.121

SPATULAS IN STAINLESS STEEL F.122

SPECIALLY SANITIZED PVC-COATED GLOVES K.27

SPECIFIC GRINDING WHEELS FOR RECT. PROCESSING “ JONES AND SHIPMAN” G.49

SPHERICAL SEAT WASHERS C.131

SPILL SUMP TROLLEY FOR DRUMS P.39

SPINDLE SPEEDERS C.79

SPINDLE WITH NEOPRENE THRUST N.103

SPIRAL FLUTE 15° LEFT-HAND TAP FOR THROUGH HOLES - M A.88

SPIRAL FLUTE 15° TAP FOR BLIND HOLES - BSP A.102

SPIRAL FLUTE 15° TAP FOR BLIND HOLES - M A.68

SPIRAL FLUTE 20° TAP FOR BLIND HOLES - COOLANT HOLES - M A.80

SPIRAL FLUTE 25° RIGHT-HAND TAP FOR BLIND HOLES - M A.88

SPIRAL FLUTE 25° TAP FOR BLIND HOLES - M A.83

SPIRAL FLUTE 40° TAP FOR BLIND HOLES - BSP A.103-A.104

SPIRAL FLUTE 40° TAP FOR BLIND HOLES - M A.68-A.69, A.73-A.79, A.81

SPIRAL FLUTE 40° TAP FOR BLIND HOLES - M A.84-A.85, A.87, A.89-A.90, L.7

SPIRAL FLUTE 40° TAP FOR BLIND HOLES - M - OVERSIZED A.70

SPIRAL FLUTE 40° TAP FOR BLIND HOLES - MF A.95-A.98

SPIRAL FLUTE 40° TAP FOR BLIND HOLES - UNC A.100

SPIRAL FLUTE 40° TAP FOR BLIND HOLES - UNF A.101

SPIRAL FLUTE 40° TAP FOR BLIND HOLES E - M A.82

SPIRAL FLUTE 40° TAP FOR BLIND HOLES EXTRA-LONG SHANK - M A.72

SPIRAL FLUTE 40° TAP FOR THREAD INSERTS - EG - M A.106

SPIRAL FLUTE 48° TAP FOR BLIND HOLES - M A.86

SPIRAL FLUTE TAPS FOR BLIND HOLES N.56

SPIRAL HOSE SET WITH 1/4” BSP BLOW GUNS SERIES 320 DN7.6 L.27

SPIRAL POINT TAP FOR THROUGH HOLES - BSP A.102-A.103
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SIGILLAFLANGE AD ALTA RESISTENZA MECCANICA J.17

SIGILLAFLANGE MULTIUSO J.17

SIGILLAFLANGE PER ALTE TEMPERATURE J.16

SIGILLANTI SILICONICI ACETICI J.8

SIGILLANTI SILICONICI ACETICI ALTE TEMPERATURE J.8

SIGILLANTI SILICONICI ACETICI IN CARTUCCIA J.8

SIGILLANTI SILICONICI NEUTRI J.8

SIGILLANTI SILICONICI NEUTRI IN CARTUCCIA J.8

SIGILLARACCORDI FILETTATI J.14-J.15

SIGILLI PER REGGE IN POLIPROPILENE N.125

SIGILLI PER REGGE METALLICHE N.124

SILENZIATORI IN BRONZO L.34

SILENZIATORI IN OTTONE L.34

SILICONE SPRAY J.27

SIRINGHE A PRESSIONE PER GRASSO J.36

SIRINGHE PER OLIO J.39

SISTEMA DI BLOCCAGGIO SINTERGRIP C.113

SISTEMI DI CONTEGGIO D.106

SISTEMI MODULARI DI MONOROTAIE E CARRIPONTE IN PROFILATO SYSTEM KB M.36

SMALTI ACRILICI IN SPRAY J.35

SMERAGLIATRICI ANGOLARI N.34

SMERIGLIATRICI A DISCO PALMARI L.12

SMERIGLIATRICI A NASTRO PNEUMATICHE L.11

SMERIGLIATRICI ANGOLARI N.32-N.36

SMERIGLIATRICI ANGOLARI A BATTERIA 18V N.25

SMERIGLIATRICI ASSIALI N.37

SMERIGLIATRICI COMBINATE 230 VOLT N.14

SMERIGLIATRICI COMBINATE 400 VOLT N.14

SMERIGLIATRICI COMBINATE ECOLOGICHE 400 VOLT N.15

SMERIGLIATRICI DA BANCO 230 VOLT N.14

SMERIGLIATRICI DA BANCO 400 VOLT N.14

SMERIGLIATRICI ECOLOGICHE 400 VOLT N.15

SMERIGLIATRICI PNEUMATICHE L.9

SMERIGLIATRICI PNEUMATICHE L.8

SMERIGLIATRICI PNEUMATICHE A NASTRO L.11

SMERIGLIATRICI PNEUMATICHE ANGOLARI L.11

SMERIGLIATRICI PNEUMATICHE PROLUNGATE L.10-L.11

SMERIGLIATRICI PNEUMATICHE ROTO-ORBITALI L.12

SMONTACONI DA BANCO C.75

SNODI CARDANICI CON BLOCCO DI SICUREZZA PER CHIAVI A BUSSOLA E.48

SNODI CARDANICI PER CHIAVI A BUSSOLA E.48

SNODI CARDANICI PER CHIAVI A BUSSOLA IMPACT E.59

SOFFIATORI DI ARIA COMPRESSA J.35

SOLLEVATORE A BATTERIA M.76

SOLLEVATORI A BATTERIA M.76

SOLLEVATORI A DEPRESSIONE VACU-B M.38

SOLLEVATORI A DEPRESSIONE VACUJET ELETTRICI M.40

SOLLEVATORI A DEPRESSIONE VACUJET PNEUMATICI M.41

SOLLEVATORI A DEPRESSIONE VACUJET SENZA ALIMENTAZIONE M.41

SOLLEVATORI IDRAULICI A BOTTIGLIA M.88

SOLLEVATORI MAGNETICI - NEO M.66

SOLLEVATORI MAGNETICI A BATTERIA BM M.71

SOLLEVATORI MAGNETICI A BATTERIA BMP M.72

SOLLEVATORI MAGNETICI AD AZIONAMENTO ELETTRICO M.70

SOLLEVATORI MAGNETICI PER FOGLI DI LAMIERA M.68, M.69

SOLLEVATORI MANUALI M.77

SOLLEVATORI PER MORSE DA BANCO N.76

SOLVENTI UNIVERSALI DI SICUREZZA J.34

SONDE A TERMOCOPPIA PER TERMOMETRO A SONDA D.97

SONDE PER SPESSIMETRI AD ULTRASUONI D.110

SONDE PER TERMOMETRI DIGITALI D.96

SONDE PER TERMOMETRI DIGITALI TIPO K D.96

SOSTEGNI PER PIETRE ABRASIVE G.55

SOSTEGNI REGOLABILI PER BANCHI DA LAVORO P.5

SPATOLE F.121

SPATOLE DENTATE PER COLLA F.122

SPATOLE IN ACCIAIO INOX F.122

SPAZZOLE A DISCO CON FORO G.26, N.16

SPAZZOLE A DISCO CON FORO E FILO RITORTO G.26

SPAZZOLE A DISCO CON GAMBO G.25

SPAZZOLE A MANO F.121

SPAZZOLE A MANO SLIM F.121

SPAZZOLE A PENNELLO CON GAMBO G.26

SPAZZOLE A TAZZA G.27

SPAZZOLE A TAZZA CILINDRICHE A MAZZETTI RITORTI G.27

SPAZZOLE BB-ZS BRISTLE G.25

SPAZZOLE CONICHE CON FORO FILETTATO E FILO RITORTO G.27

SPAZZOLE PULISCILAMA PER SEGATRICI A NASTRO A.244

SPECCHIETTI TELESCOPICI F.57

SPECCHIETTI TELESCOPICI CON LUCE A LED F.57

SPECCHIETTI TELESCOPICI IN ACCIAIO INOX F.57

SPESSIMETRI D.78

SPESSIMETRI AD ULTRASUONI D.109

SPESSIMETRI DIGITALI PER RIVESTIMENTI D.108-D.109

SPESSORI METALLICI IN ACCIAIO INOX D.79

SPESSORI METALLICI IN OTTONE MS 63 D.79

SPINE CALIBRATE IN SERIE D.75

SPINE DI SICUREZZA PER CHIAVI A BUSSOLA IMPACT E.60

SPRUZZATORI A PRESSIONE F.123

SPRUZZATORI CON VAPORIZZATORE F.123

SPRUZZATORI PER ACIDI MODERATAMENTE AGRESSIVI F.123

SPUGNE ABRASIVE SU 4 LATI G.17

SQUADRE A CAPPELLO 90° D.67

SQUADRE A CAPPELLO A 90° INOX F.110

SQUADRE BISELLATE 90° D.66

SQUADRE MAGNETICHE PERMANENTI C.131

SQUADRE SEMPLICI 90° D.66

SQUADRE SEMPLICI BISELLATE IN ACCIAIO INOX TEMPRATO F.110

SQUADRE SEMPLICI IN ACCIAIO INOX TEMPRATO F.109

STAFFAGGIO CAVA 16 IN CASSETTA C.126

STAFFE A FORCELLA CON SMUSSO C.125

STAFFE A GOMITO C.125

STAFFE DENTATE C.124

STAFFE REGOLABILI CON VITE PASSO QUADRO C.124

STAFFE SEMPLICI C.123

STAFFE SEMPLICI RIDOTTE C.123

STAGNO IN LEGA AL 50% IN VERGHE J.49

STAGNO PREPARATO IN LEGA AL 50% IN FILO J.49

STATIVI MANUALI PER DUROMETRI ANALOGICI SHORE D.82

STATIVO PER RUGOSIMETRI D.86

STAZIONI SALDANTI ANALOGICHE E DIGITALI J.52

STENDINASTRI N.132
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SPIRAL POINT TAP FOR THROUGH HOLES - M A.73-A.79, A.81, A.83-A.87, A.90

SPIRAL POINT TAP FOR THROUGH HOLES - M - OVERSIZED A.70

SPIRAL POINT TAP FOR THROUGH HOLES - MF A.95-A.97

SPIRAL POINT TAP FOR THROUGH HOLES - UNC A.100

SPIRAL POINT TAP FOR THROUGH HOLES - UNF A.101

SPIRAL POINT TAP FOR THROUGH HOLES- MF A.98

SPIRAL POINT TAP FOR THROUGH-HOLES - M A.67, A.69, H.17

SPIRAL POINT TAP FOR THROUGH-HOLES EXTRA-LONG SHANK - M A.72

SPIRAL TUBES FOR COMPRESSED AIR IN PA L.26

SPIRAL TUBES IN PA WITH COMPRESSED AIR HOSES L.26

SPIRAL TUBES IN PU CONNECTIONS FOR COMPRESSED AIR L.26

SPLIT APRONS K.31

SPLIT APRONS FOR WELDING APPLICATIONS K.31

SPOKED HANDWHEELS IN RE-ENFORCED DUROPLAST N.120

SPOKED HANDWHEELS IN RE-ENFORCED DUROPLAST WITH HANDLE N.120-N.121

SPOT FACING AND REAMING CUTTERS - 1 CUTTING EDGE B.108

SPOT FACING AND REAMING CUTTERS - 2 CUTTING EDGE B.110

SPRAY CAN HOLDERS FOR WX9455 TROLLEYS E.106

SPRAYERS WITH VAPORIZER F.123

SPRING BALANCERS - HEAVY SERIE RUN 2000 L.15

SPRING BALANCERS - LIGHT SERIE RUN 1600 L.14

SPRING BALANCERS - LIGHT SERIE RUN 2000 L.14

SPRING BALANCERS - LIGHT SERIE RUN 2500 L.14

SPRING BALANCERS - MEDIUM SERIE RUN 2000 L.15

SPRING BALANCERS FLEX LIGHT SERIES L.13

SPRING BALANCERS MATIC WITH COMPRESSED AIR HOSE L.13

SPRING GAS LIGHTERS J.62

SPRING PLUNGERS WITH HEXAGON SOCKET AND THRUST PIN, STEEL N.104

SPRING PLUNGERS WITH SLOT AND BALL, STAINLESS STEEL N.104

SPRING PLUNGERS WITH SLOT AND BALL, STEEL N.104

SQUARE SHOULDERING SHELL MILLS B.75

SQUARE SPIRIT LEVELS D.68-D.69

SQUARE SPIRIT LEVELS GRINDED D.68

SQUARED NEEDLE FILES G.62

SQUARED WHITE CHALKS F.117

STACKABLE SUMP PALLET P.41

STAINLESS STEEL COATING J.30

STAINLESS STEEL FLAT EDGE SQUARES 90° D.66

STAINLESS STEEL FLEXIBLE RULERS F.111

STAINLESS STEEL RULERS WITH BEVEL F.111

STAINLESS STEEL RULERS WITH MILLIMETER GRADUATION WITHOUT BEVEL F.111

STAINLESS STEEL SEMIRIGID RULERS F.111

STAINLESS STEEL SHIM ROLLS 18CR 9 NI D.79

STAINLESS STEEL SQUARES WITH BASE D.67

STAND FOR INVERTER BANDS SAWS MACHINE SNIP 130 - 140 - 170 N.10

STANDARD BLADES FOR DEBURRING TOOLS TYPE B A.223

STANDARD CLAMPS C.123

STANDING MAGNIFIERS 10X D.91

STANDS FOR ROUGHNESS TESTERS D.86

STAR TIP EXTENSION PIPES L.19

STATIC TOOL HOLDER TURRET COMPONENTS C.94

STATIC TOOL HOLDERS BMT55 C.84

STATIC TOOL HOLDERS BMT65 C.85

STATIC TOOL HOLDERS N44 C.86

STATIC TOOL HOLDERS N55 C.87

STATIC TOOL HOLDERS NL C.82

STATIC TOOL HOLDERS NZ C.83

STEEL COVER COATED WITH OIL-RESISTANT RUBBER P.2

STEEL COVER COATED WITH OIL-RESISTANT RUBBER FOR WOODEN WORKTOP P.3

STEEL DIES STOCKS A.115, F.98

STEEL MALLETS WITH NYLON HEAD 100 SH F.77

STEEL PALLETS APS-140 C.137

STEEL SCREW CLAMPS F.87

STEEL SPILL PALLETS FOR DRUMS P.40

STEEL SPILL PALLETS FOR IBC’S P.40

STEEL SPILL PALLETS WITH INCLINED SUPPORT FOR IBC’S P.41

STEEL TOP WORKBENCHES P.2

STEP LADDERS WITH WHEELS P.47

STOPBAR DEVICE FOR TRESTLES M.88

STOPPERS WITH TAP FOR 30 LT TANK H.23

STRAIGHT CONNECTORS L.34-L.35

STRAIGHT DIE GRINDERS L.8-L.9

STRAIGHT EXTENDED DIE GRINDERS L.10-L.11

STRAIGHT FLUTE TAP FOR BLIND AND THROUGH HOLES - NPT A.105

STRAIGHT FLUTE TAP FOR BLIND AND THROUGH HOLES - PG A.105

STRAIGHT FLUTE TAP FOR BLIND AND THROUGH-HOLES - M A.67, L.7

STRAIGHT FLUTE TAP FOR BLIND HOLES - M A.91

STRAIGHT FLUTE TAP FOR BLIND HOLES LEFT-HAND THREAD - MF A.96

STRAIGHT FLUTE TAP FOR THROUGH HOLES - M A.89

STRAIGHT FLUTE TAP FOR THROUGH-HOLES REDUCED SHANK - M A.71

STRAIGHT FLUTE TAP LEFT-HANDED THREAD - M A.71

STRAIGHT FLUTE TAPS FOR THROUGH HOLES N.55

STRAIGHT HOSES POLYURETHENE WOVEN EXTRA FLEXIBLE L.24

STRAIGHT NOSE PILERS FOR INTERNAL CIRCLIPS IN FOAM E.116, F.12

STRAIGHT NOSE PLIERS FOR EXTERNAL CIRCLIPS F.13

STRAIGHT NOSE PLIERS FOR EXTERNAL CIRCLIPS IN FOAM E.116, F.13

STRAIGHT NOSE PLIERS FOR INTERNAL CIRCLIPS F.11-F.12

STRAIGHT SAFETY HOSES OF HI-VISIBILITY IN BRAIDED

POLYURETHANE EXTRA FLEXIBLE L.24

STRAIGHT SLIP-COUPLING HANDPIECES G.66

STRAP HOLDERS FOR PLASTIC STRAPS N.129

STRAP STRETCHER FOR PLASTIC STRAPS WITH SEAL N.127

STRAP STRETCHERS FOR METALLIC STRAPS WITHOUT SEALS N.127

STRAP STRETCHERS FOR PLASTIC STRAPS WITH SEAL N.127

STRAP WRENCHES FOR OIL FILTERS F.53

STRAPPING TEXTILES COATED WITH HOT MELT IN POLYESTER N.126

STRIPPING KNIVES INSULATED 1000 VOLTS VDE F.25

STUB DRILLS A.23-A.27

STUB DRILLS CARBIDE-TIPPED A.29

STUB DRILLS FOR SMALL PRODUCTION SERIES N.53

STUBBY REVERSIBLE RATCHETS E.47

SUBDIVISION MATERIAL IN PLASTIC BOXES IN KIT 27 X 36 E P.14

SUBDIVISION MATERIAL IN PLASTIC BOXES IN KIT 36 X 27 E P.14

SUBDIVISION MATERIAL IN PLASTIC BOXES IN KIT 36 X 36 E P.14

SUBDIVISION MATERIAL IN PLASTIC BOXES IN KIT 54 X 36 E P.14

SUBLAND TWIST DRILLS 180° A.57

SUBLAND TWIST DRILLS 180° - SHORT SERIES A.58

SUBLAND TWIST DRILLS 90° A.57

SUBLAND TWIST DRILLS 90° - SHORT SERIES A.58-A.59

SUPER FINISHING END MILL WITHOUT CENTRE CUTTING Z6 A.156

SUPER FINISHING END MILLS A.157

SUPPLEMENTARY SHELVES FOR TOOL CABINETS E.104
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STEREOMICROSCOPIO DA LABORATORIO D.101

STICK A VERNICE SOLIDA PER SUPERFICI FREDDE F.117

STRACCI DI MAGLIETTA COLORATI J.45

STRACCI DI SPUGNA COLORATI J.45

STRACCI DI TESSUTO FINE BIANCHI J.45

STRACCI INDUSTRIALI BIANCHI J.45

STRACCI INDUSTRIALI COLORATI J.45

STRETTOI A LEVA F.87

STRETTOI A VITE F.86-F.87

STRETTOI A VITE CON MANICO IN LEGNO F.86

STRETTOI A VITE SERIE RINFORZATA F.86

STRETTOI A VITE SERIE RINFORZATA CON PROFONDITA’ MAGGIORATA F.86

STRISCE CALIBRATE IN ACCIAIO AL CARBONIO D.80

STRUMENTI DI CONTROLLO DINAMOMETRICO E.85

STRUMENTI DIGITALI PER MISURAZIONI ESTERNE D.35

STRUMENTI DIGITALI PER MISURAZIONI ESTERNE DI SEEGER D.36

STRUMENTI DIGITALI PER MISURAZIONI INTERNE DI FORI E PARETI D.35

STRUMENTI DIGITALI PER MISURE INTERNE DI SEEGER CON BECCHE DISASSATE D.35

STUCCHI EPOSSIDICI RAPIDI J.10

SUPPORTI ANTIVIBRANTI IN GOMMA - VERSIONE M/F N.87

SUPPORTI ANTIVIBRANTI IN GOMMA - VERSIONE M/M N.87

SUPPORTI ANTIVIBRANTI IN GOMMA - VERSIONE P/M N.88

SUPPORTI ANVIL PER INSERTI FILETTATURA B.48

SUPPORTI DA MURO PER FUSTINI CON DISPENSER J.43

SUPPORTI E STAZIONI DI TRAVASO P.39

SUPPORTI PER DELTA 40 SINGOLO H.28

SUPPORTI PER INSERTI MODELLABILI IN MATERIALE ESPANSO P.17

SUPPORTI PER LAME PORTAINSERTI DI TRONCATURA B.46

SUPPORTI PER PIANI DI RISCONTRO D.58

SUPPORTI PER SEGATRICI SNIP 130 - 140 - 170 N.10

SUPPORTI PER STOCCAGGIO FUSTI P.39

SUPPORTI PORTABOBINE A MURO J.44

SUPPORTI PORTABOBINE A PAVIMENTO J.44

SUPPORTI PORTALAMPADE N.83

SUPPORTI PORTAMANDRINI PER MACCHINE ISG CON RAFFREDDAMENTO A LIQUIDO C.77

SUPPORTI PORTAMANDRINI PER MACCHINE ISG CON RAFFREDDAMENTO AD ARIA C.77

SUPPORTI PORTAUTENSILI CAPTO P.10

SUPPORTI PORTAUTENSILI DA FORARE AUTONOMAMENTE P.10

SUPPORTI PORTAUTENSILI HSK P.10

SUPPORTI PORTAUTENSILI VDI P.10

SUPPORTO DA TAVOLO NC 36 X 27 E P.9

SUPPORTO PER DELTA 40 TRIPLO H.28

SUPPORTO PORTA BOMBOLETTE SPRAY PER CARRELLI E.105

SUPPORTO PORTA BOMBOLETTE SPRAY PER CARRELLI WX9455 E.106

SUPPORTO PORTA GIRAVITI PER CARRELLI WX9455 E.107

SUPPORTO PORTA ROTOLO PER CARRELLI E.104

SUPPORTO PORTAROTOLO PER CARRELLI WX9455 E.107

SUPPORTO PORTAUTENSILI ISO-SK P.10

SUPPORTO PRESA TIPO D PER CARRELLI E.105

SVASATORI A 90° Z3 A.216-A.220

SVASATORI A 90° Z3 IN KIT A.216

SVASATORI A PASSO VARIABILE A 90° Z3 A.220

SVASATORI A PASSO VARIABILE A 90° Z3 IN KIT A.220

SVASATORI CODOLO LUNGO A 90° Z3 A.219

SVASATORI CONO MORSE A 90° Z3 A.218

SVASATORI PER ESTERNI A 90° Z3 A.221

SVASATORI PNEUMATICI L.6

SVASATORI-SBAVATORI PER TUBI F.56

T-SHIRT K.2

T-SHIRT POWER K.2

TACHIMETRI DIGITALI A CONTATTO D.93

TACHIMETRI DIGITALI OTTICI E A CONTATTO D.93

TAGLIABULLONI F.45-F.46

TAGLIABULLONI A TAGLIENTE SEMIRASO F.46

TAGLIABULLONI COMBICUT® 433 F.43

TAGLIABULLONI CON LAME INCLINATE FLUSH-CUT 437 F.45

TAGLIABULLONI FRONTALI COMBICUT® 433V F.44

TAGLIABULLONI UNIBOLT® 430 F.44

TAGLIABULLONI WAGGONIT® 980 F.44

TAGLIATUBI A CRICCHETTO PER TUBI IN PLASTICA F.55-F.56

TAGLIATUBI PER TUBI FLESSIBILI F.55

TAGLIATUBI PER TUBI IN PLASTICA F.23, F.55

TAGLIATUBI PER TUBI IN RAME E LEGA LEGGERA F.54-F.55

TAGLIATUBI TELESCOPICI PER PLASTICA F.55

TAMPONI ABRASIVI IN TESSUTO NON TESSUTO SCOTCH-BRITE G.17

TAMPONI FILETTATI PASSA NON PASSA 2 IN 1 D.75

TAPPETINI ANTISCIVOLO PER CASSETTI P.17

TAPPI CON FILETTO MASCHIO CILINDRICO L.30

TAPPI CON FILETTO MASCHIO CONICO L.30

TAPPI CON RUBINETTO PER TANICA 30 LT H.23

TAPPI COPRIFORO QUADRI IN POLIETILENE NERO N.123

TAPPI COPRIFORO RETTANGOLARI IN POLIETILENE NERO N.123

TAPPI COPRIFORO TONDI IN POLIETILENE NERO N.123

TAPPI IN POLIAMMIDE PER TUBI L.37

TAPPO DI PROTEZIONE PER INGRASSATORI J.39

TASSELLI IN ACCIAIO ZINCATO PER CALCESTRUZZO

NON FESSURATO MOD. FBN II N.114

TASSELLI IN NYLON SX-S CON VITE A TESTA SVASATA PIANA POZIDRIV N.111

TASSELLI IN OTTONE PO N.112

TASSELLI NYLON FU CON VITE TESTA SVASATA PIANA IMPRONTA POZIDRIV N.111

TASSELLI PER CALCESTRUZZO FESSURATO

E PER APPLICAZIONI SISMICHE MOD. FAZ II N.115

TASSELLI PER CALCESTRUZZO NON FESSURATO

MOD. SLM CON VITE TE 8.8 ZINCATA N.113

TASSELLI PER CARICHI MEDIO PESANTI MOD. TA M-S

CON VITE TE 8.8 ZINCATA N.112

TASSELLI PER CAVE A “T” C.129

TASSELLI PER CAVE A “T” LUNGHI C.129

TASSELLI PER CAVE A “T” SENZA FORO C.129

TASSELLI PER CAVE ROMBOIDALI C.130

TASTATORI - ACCESSORI D.47

TASTATORI 3D ANALOGICI D.55

TASTATORI 3D ANALOGICI IP67 D.55

TASTATORI CON SFERA IN METALLO DURO D.61

TASTATORI CON SFERA IN RUBINO D.61

TASTATORI HAIMER STELI DI RICAMBIO D.55

TASTATORI MECCANICI A LEVA D.41, D.48

TASTATORI MECCANICI A LEVA VERTICALI D.41

TASTATORI TSCHORN 3D ANALOGICI - RICAMBI D.56

TAVOLE MOBILI CON SOLLEVAMENTO A DOPPIA FORBICE M.82

TAVOLE MOBILI CON SOLLEVAMENTO A DOPPIA FORBICE CON RULLIERA M.82

TAVOLE MOBILI CON SOLLEVAMENTO A FORBICE M.82
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SUPPORT FOR SCREWDRIVERS FOR WX9455 TROLLEYS E.107

SUPPORT FOR SPRAY CANS FOR TOOL CABINETS E.105

SUPPORTS AND DISPENSING STATIONS FOR DRUMS P.39

SUPPORTS FOR ABRASIVE STONES G.55

SUPPORTS TO STORE DRUMS P.39

SURFACE TREATMENT DISCS G.10

SUSPENDED 230/240V MOTORS COMPLETE WITH CONTRONIC RHEOSTAT G.66

SUSPENSION ARMS FOR MOTORS G.66

SWIVEL CHAIR WITH SCREW ADJUSTMENT P.8

SWIVEL CHAIRS WITH LIFT ADJUSTMENT P.8

SWIVEL HOOKS WITH SAFETY LATCH M.65

SYNTHERIZED BORON CARBIDE HAND LAPPING, GRIT-BIT G.52

SYNTHETIC CELLS AND CARTRIDGES FOR NEAT OIL MIST COLLECTORS H.40

SYNTHETIC FILTER KIT FOR INTERNAL CARTRIDGE OF MIST ASPIRATORS H.39

SYNTHETIC GREASE FOR HIGH PERFORMANCE J.22

SYNTHETIC NEAT CUTTING OIL WITH RENEWABLE PLANT BASED H.12-H.16

T-HANDLE DIES STOCKS F.98

T-HANDLE LEVERS WITH SLIDING SQUARE DIRVE AND SAFETY LOCK E.47

T-HANDLE LEVERS WITH SLIDING SQUARE DRIVE E.47

T-HANDLE SWIVEL FOR TORX® SCREWS E.32

T-HANDLE SWIVEL FOR TORX® SCREWS IN SET E.32

T-HANDLE SWIVEL HEXAGONAL SOCKET WRENCHES E.26

T-HANDLE SWIVEL HEXAGONAL SOCKET WRENCHES IN SET E.26

T-HANDLE SWIVEL HXAGONAL SOCKET WRENCHES E.26

T-HANDLE SWIVEL SQUARE DRIVE HEAD WRENCHES E.50

T-HANDLE TAP WRENCHES F.97

T-HANDLE WRENCHES WITH HEXAGONAL SOCKET E.25

T-REX M81 BAND SAW BLADES A.241

T-SHIRT K.2

T-SLOT CUTTERS A.199

TAP EXTRACTORS FOR BROKEN TAPS N.60

TAP FOR NUTS N.56

TAP KEYS FOR QUICK RELEASE CHUCKS L.7

TAPE STRETCHERS N.132

TAPER COUPLINGS FOR DRILL SPINDLES N.50

TAPER MALE THREADED PLUGS L.30

TAPER PIN HAND REAMERS A.215

TAPER PIN MACHINE REAMERS A.215

TAPER THREADED NIPPLES L.29

TAPER THREADED REDUCTION NIPPLES L.29

TAPER THREADED REDUCTIONS L.29

TAPER THREADED SLEEVES L.29

TAPERS FOR CHARACTER HOLDERS F.119

TAPPING CHUCKS AXIAL COMPENSATION DIN 2080 C.53

TAPPING CHUCKS WITH AXIAL COMPENSATION DIN 69871 SK A C.21

TAPPING CHUCKS WITH AXIAL COMPENSATION MAS 403 BT A C.37

TAPPING CHUCKS WITHOUT AXIAL COMPENSATION DIN 69871 SK A C.20

TAPPING CHUCKS WITHOUT AXIAL COMPENSATION HSK DIN 69893A C.48

TAPPING CHUCKS WITHOUT AXIAL COMPENSATION MAS 403 BT A C.37

TAPS DRILL-OUT KIT A.61

TAPS DRILL-OUT TOOLS A.61

TAPS FOR WIRE THREAD INSERTS N.108

TCT CIRCULAR SAW BLADES FOR FERROUS DRY-CUT METALS A.243

TECHNICAL NOTES FOR THREAD INSERTS A.106

TEFLON TAPES L.30

TELESCOPIC MIRRORS F.57

TELESCOPIC MIRRORS IN STAINLESS STEEL F.57

TELESCOPIC MIRRORS WITH LED LIGHT F.57

TEST AND CONTROL INSTRUMENTS FOR TORQUE WRENCHES E.85

THERMAL FRICTION DRILLS N.56

THERMO HYGROMETERS FOR ENVIRONMENTS WITH INTERNAL SENSOR D.114

THERMOCOUPLE PROBES FOR PROBE THERMOMETERS D.97

THERMOMETERS BY PROBE D.97

THICK WASHERS C.130

THICKNESS GAUGES D.78

THREAD INSERTS REPAIR KITS N.109

THREAD INSERTS REPAIR KITS MULTIDIMENSION N.109

THREAD MILLING CUTTER - NPT A.117

THREAD MILLING CUTTER 2XD - BSP A.116

THREAD MILLING CUTTER 2XD - M-MF A.116

THREAD MILLING CUTTER 2XD - UN A.117

THREAD PITCH GAUGES D.77

THREAD REPAIR FILES F.98

THREADED BARS C.127

THREADED BEVEL KNOTTED BRUSHES G.27

THREADED COUPLING CARBIDE CHUCKS WITH STRAIGHT SHANK C.56

THREADED FITTING SEALANTS J.14-J.15

THREADED FITTINGS SEALING CORD J.15

THREADED INSERTS SELF-TAPPING WITH CUTTING SLOT N.107

THREADED INSERTS WITH ROUND HEAD IN GALVANIZED STEEL F.102

THREADLOCKERS WITH HIGH MECHANICAL RESISTANCE J.13

THREADLOCKERS WITH LOW MECHANICAL RESISTANCE J.12

THREADLOCKERS WITH MEDIUM MECHANICAL RESISTANCE J.12-J.13

THREE POINTS INTERNAL MICROMETERS D.32

THREE POINTS INTERNAL MICROMETERS - BLUETOOTH - IP67 D.28-D.29

THREE POINTS INTERNAL MICROMETERS SET D.32

THREE POINTS INTERNAL MICROMETERS SET - BLUETOOTH - IP67 D.28-D.29

THREE-POINTS INTERNAL MICROMETERS D.32

THROTTLE BODY ROUND BRUSHES F.120

TILTING BELT SANDERS N.17

TIN ALLOY AT 50% IN RODS J.49

TIN ALLOY AT 50% IN WIRE COILS J.49

TOOL BAGS WITH REMOVABLE PANELS F.96

TOOL BLOCK FOR PARTING BLADES B.46

TOOL BOXES F.95

TOOL CABINETS WITH 6 DRAWERS 95VA/6 E.108

TOOL CABINETS WITH 6 DRAWERS 98VA/6 E.108

TOOL CABINETS WITH PLASTIC TOP E.103

TOOL CABINETS WITH PLASTIC TOP AND PROTECTIVE EDGES E.104, F.58, N.63

TOOL CABINETS WITH WOODEN TOP E.103

TOOL CLAMP C.75

TOOL HOLDER BAGS F.94, F.96

TOOL HOLDER BELT BAGS F.96

TOOL HOLDER IN SET 36 X 36 E P.9

TOOL HOLDER SUPPORTS CAPTO P.10

TOOL HOLDER SUPPORTS HSK P.10

TOOL HOLDER SUPPORTS ISO-SK P.10

TOOL HOLDER SUPPORTS TO BE DRILLED INDEPENDENTLY P.10

TOOL HOLDER SUPPORTS VDI P.10

TOOL HOLDER TROLLEYS AND 15” NOTEBOOK F.96

TOOL HOLDERS FOR ISG MACHINES WITH AIR COOLING SYSTEM C.77

TOOL TROLLEY CABINETS WITH STEEL TOP E.106
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TAVOLE MOBILI CON SOLLEVAMENTO A FORBICE CON RULLIERA M.82

TAVOLE MOBILI CON SOLLEVAMENTO ELETTRICO A DOPPIA FORBICE M.83

TAVOLE MOBILI CON SOLLEVAMENTO ELETTRICO A FORBICE M.83

TELA ABRASIVE IN ROTOLI ANTISPRECO G.17

TELE ABRASIVE  IN ROTOLI ANTISPRECO G.17

TELE ABRASIVE AL CORINDONE IN FOGLI G.16

TELE ABRASIVE AL CORINDONE IN NASTRI N.18

TELE ABRASIVE ALLO ZIRCONIO IN NASTRI G.19, N.18

TELE ABRASIVE CUBITRON II IN NASTRI G.20

TELE ABRASIVE EXTRA FLESSIBILI IN ROTOLI ANTISPRECO G.18

TELE ABRASIVE IN ROTOLI ANTISPRECO G.17-G.18

TENAGLIE PER FERRAIOLI E CEMENTISTI F.40-F.41

TENAGLIE PER FERRAIOLI E CEMENTISTI CON MANICI RIVESTITI F.41

TENAGLIE PER FERRAIOLI E CEMENTISTI RINFORZATE F.41

TENAGLIE PER FERRAIOLI E CEMENTISTI RINFORZATE CON MANICI RIVESTITI F.41

TENAGLIE PER LAVORAZIONI GRAVOSE F.42

TENDIREGGIA A BATTERIA PER REGGIA IN PLASTICA N.127

TENDIREGGIA PER REGGIA IN PLASTICA CON SIGILLO N.127

TENDIREGGIA PER REGGIA IN PLASTICA CON SIGILLO N.127

TENDIREGGIA PER REGGIA METALLICA SENZA SIGILLO N.127

TENSIONATORI MANUALI PER REGGIA IN POLIESTERE N.128

TERMOIGROMETRI PER AMBIENTI CON SENSORE INTERNO D.114

TERMOMETRI A RAGGI INFRAROSSI D.95

TERMOMETRI A SONDA D.97

TERMOMETRI AD INFRAROSSI D.97

TERMOMETRI DIGITALI TIPO K D.95

TERMOSOFFIATORI N.43

TESSUTI NON TESSUTI PER FILTRI A TAPPETO H.36

TESSUTO NON TESSUTO IN ROTOLI ANTISPRECO G.18

TESTE A CRICCO CON BLOCCO DI SICUREZZA E.46

TESTE ANGOLARI CON ANGOLAZIONE REGOLABILE DA 0° A 90° C.79

TESTE ANGOLARI INTEGRALI C.78

TESTE DI ALESATURA SGROSSATRICI BITAGLIENTI D23,50 - D87,50 B.122

TESTE MICROMETRICHE DI ALESATURA MONOTAGLIENTI - D3 - D88,10 B.123

TESTE MICROMETRICHE DI ALESATURA MONOTAGLIENTI - D9,75 - D320 B.123

TESTE SCORREVOLI PER CHIAVI A BUSSOLA E.46

TESTINE DI CHIUSURA PER FASCETTE STRINGITUBO MM12 F.105

TESTINE DI RICAMBIO IN POLIURETANO PER MAZZUOLE ANTIRIMBALZO F.78

TESTINE E CONDIZIONI CONSIGLIATE - TUNGMEISTER B.89

TESTINE PER INGRASSATORI J.38

TESTINE RICAMBIO PER MAZZUOLE IN POLIAMMIDE F.78

TESTINE RICAMBIO PER MAZZUOLE IN RILSAN F.78

TIRANTI C.71-C.73

TORCE A BATTERIA 12V N.82

TORCE A LED MAGNETICHE ED ORIENTABILI N.83

TORCE DI ISPEZIONE A LED E.10, N.82

TORCE DI ISPEZIONE MAGNETICHE ED ORIENTABILI A LED N.82

TORCE MODULARI E RICARICABILI A LED N.82

TORCE PER SALDATURA MIG-MAG J.56

TORNIO PARALLELO ECOCA N.7

TORRETTE PORTAUTENSILI STATICHE A CAMBIO RAPIDO C.95

TRACCIATORI A FILO F.116

TRACCIATORI PER CARPENTERIA IN SET F.108

TRACCIATORI PER MECCANICI F.108

TRANSPALLET MANUALI M.84

TRANSPALLET PESATORI M.84

TRANSPALLET PESATORI CON STAMPANTE M.85

TRANSPALLET SOLLEVATORI A FORBICE ELETTRICI M.85

TRANSPALLET SOLLEVATORI A FORBICE MANUALI M.85

TRAPANI A COLONNA PECK 18 N.2

TRAPANI A COLONNA PECK 25 N.3

TRAPANI A COLONNA PECK 30 N.4

TRAPANI A PERCUSSIONE REVERSIBILI N.28-N.29

TRAPANI AD ANGOLO REVERSIBILI N.28

TRAPANI AVVITATORI A BATTERIA 12V N.20-N.21

TRAPANI AVVITATORI A BATTERIA 18 V N.22

TRAPANI AVVITATORI CON PERCUSSIONE A BATTERIA 12V N.21

TRAPANI AVVITATORI CON PERCUSSIONE A BATTERIA 18V N.22-N.23

TRAPANI CON BASE MAGNETICA N.5

TRAPANI DA BANCO SENSITIVI A 6 VELOCITÀ N.4

TRAPANI PNEUMATICI REVERSIBILI L.5-L.6

TRAPANI REVERSIBILI N.28

TRASCINATORI FRONTALI CLAW C.109

TRESPOLI PORTASACCHI J.46

TROLLEY PORTA UTENSILI E NOTEBOOK 15” F.96

TRONCAFILI IN ACCIAIO WAGGONIT® 985 F.45

TRONCATRICE A DISCO LP 275 N.11

TRONCATRICI PER PUNZONI N.10

TRONCHESI A DOPPIA LEVA COBOLT® F.34

TRONCHESI A DOPPIA LEVA COBOLT® CON MOLLA F.34

TRONCHESI A DOPPIA LEVA COBOLT® CON TESTA PIEGATA F.34

TRONCHESI A TAGLIENTE DIAGONALE F.31, F.34

TRONCHESI A TAGLIENTE DIAGONALE HEAVY DUTY F.32

TRONCHESI A TAGLIENTE DIAGONALE TIPO FORTE F.32-F.33

TRONCHESI A TAGLIENTE DIAGONALE TWINFORCE® F.33

TRONCHESI A TAGLIENTE DIAGONALE VDE ISOLATI 1000 VOLT F.32

TRONCHESI A TAGLIENTE DIAGONALE VDE ISOLATI 1000 VOLT F.32

TRONCHESI DIAGONALI PER MATERIALI PLASTICI F.35

TRONCHESI FRONTALI A 15° PER ELETTRONICA E MECCANICA FINE F.38

TRONCHESI FRONTALI A 20° PER ELETTRONICA E MECCANICA FINE F.38

TRONCHESI FRONTALI A 27° PER ELETTRONICA E MECCANICA FINE F.38

TRONCHESI FRONTALI A 65° PER ELETTRONICA E MECCANICA FINE F.38

TRONCHESI FRONTALI A 90° PER ELETTRONICA E MECCANICA FINE F.39

TRONCHESI FRONTALI PER MECCANICA F.35

TRONCHESI HEAVY DUTY VDE ISOLATI 1000 VOLT E.44, F.33

TRONCHESI INCLINATI A 45° PER MATERIALI PLASTICI F.35

TRONCHESI INCLINATI A 85° PER MATERIALI PLASTICI F.35

TRONCHESI LATERALI CON SPELACAVI VDE ISOLATI 1000 VOLT F.27

TRONCHESI PER ELETTRONICA E MECCANICA FINE F.35-F.37

TRONCHESI PER ELETTRONICA SUPER KNIPS® F.39-F.40

TRONCHESI PER ELETTRONICA SUPER KNIPS® XL F.39-F.40

TRONCHESI TIPO FORTE VDE ISOLATI 1000 VOLT F.33

TRUSCHINI DIGITALI D.64

TRUSCHINI DIGITALI A DOPPIA COLONNA D.64

TRUSCHINI DIGITALI A DOPPIA COLONNA D.63

TRUSCHINI DIGITALI CON CASSA IN ACCIAIO D.65

TRUSCHINI MECCANICI D.65

TRUSCHINI MECCANICI CON OROLOGIO D.65

TUBETTI ADDUZIONE REFRIGERANTE DIN 69893 C.48, C.73

TUBI A SPIRALE CON ATTACCHI RAPIDI SERIE 320 DN7.6 L.26

TUBI A SPIRALE IN PA CON CODOLI PER ARIA COMPRESSA L.26

TUBI A SPIRALE IN PU RACCORDATI PER ARIA COMPRESSA L.26
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TOOLBOX F.93

TOOLHOLDERS FOR GROOVING AND CUTTING B.42

TOOLHOLDERS FOR PARTING, GROOVING AND CUTTING SINGLE SIDE B.44

TOOLHOLDERS FOR PARTING, GROOVING AND TURNING B.43

TOOLHOLDERS FOR PARTING,GROOVING AND TURNING B.45

TOOTHED CLAMPS C.124

TOOTHED SUPPORT SET C.121

TOOTHED SUPPORTS C.121

TORQUE INDICATOR SCREWDRIVERS PRE-SET FOR TORX PLUS® 300 IP E.80

TORQUE INDICATOR SCREWDRIVERS PRE-SET FOR TORX® SCREWS 300 TX E.80

TORQUE SCREWDRIVERS E.80

TORQUE WRENCHES E.81

TORQUE WRENCHES ELECTROMECHANICAL WITH MOUNT FOR INSERTS E.84

TORQUE WRENCHES ELECTROMECHANICAL WITH RATCHET INSERT TOOL E.83

TORQUE WRENCHES FOR INSERT TOOLS E.81-E.82

TORQUE WRENCHES INDICATING AND CLICK-TYPE ANGLE-CONTROLLED E.83-E.84

TORQUE WRENCHES WITH RATCHET E.82

TORQUE WRENCHES WITH REVERSIBLE RATCHET E.81

TOUCH SCREEN PORTABLE HARDNESS TESTERS - WITH PRINTER D.84

TR-POLYURETHANE ROLLERS – CAST ALUMINIUM CENTRE N.97

TR-ROLL POLYURETHANE WHEELS – CAST ALUMINIUM CENTRE N.96

TRAMMELS FOR TRACING F.108

TRAMP OIL SEPARATORS TOS 2.0 H.33

TRANSPARENT HOT MELT GLUE STICKS J.10

TRANSPARENT SCREEN FOR SILENCED BLOW GUNS L.18

TRANSPARENT STRETCH FILMS N.130

TRIANGULAR NEEDLE FILES G.62

TRIANGULAR SCRAPERS F.71

TROLLEY STRAP HOLDERS FOR METAL STRAPS N.128

TROLLEY STRAP HOLDERS FOR PLASTIC STRAPS N.128-N.129

TROLLEYS FOR MANUAL CHAIN HOISTS M.48

TROLLEYS WITH 2 TRAYS P.31

TROLLEYS WITH 3 TRAY LEVELS DISASSEMBLED DRAW TRAYS P.30

TROLLEYS WITH 3 TRAYS P.30-P.31

TROLLEYS WITH WOODEN WORKTOP P.31

TROUGHS 9 E P.13

TROUGHS SUBDIVISION MATERIAL IN KIT 27 X 36 E P.13

TROUGHS SUBDIVISION MATERIAL IN KIT 36 X 27 E P.13

TROUGHS SUBDIVISION MATERIAL IN KIT 36 X 36 E P.13

TROUGHS SUBDIVISION MATERIAL IN KIT 54 X 36 E P.13

TRUNNION OF CLOSURE FOR HOSE CLAMPS MM12 F.105

TSA APPROVED COMBINATION PADLOCKS F.93

TUNGSTEN ELECTRODES IN LANTHANUM J.51

TURNED SHORT NUTS C.127

TURNED TALL NUTS C.128

TURNING NEGATIVE INSERTS - C SHAPE B.24-B.25

TURNING NEGATIVE INSERTS - D SHAPE B.26-B.27

TURNING NEGATIVE INSERTS - S SHAPE B.28

TURNING NEGATIVE INSERTS - T SHAPE B.29

TURNING NEGATIVE INSERTS - V SHAPE B.30

TURNING NEGATIVE INSERTS - W SHAPE B.31-B.32

TURNING NEGATIVE INSERTS -T SHAPE B.29

TURNING POSITIVE INSERTS - C SHAPE B.33-B.34, B.109, B.11, B.113

TURNING POSITIVE INSERTS - D SHAPE B.35-B.36

TURNING POSITIVE INSERTS - K SHAPE B.36

TURNING POSITIVE INSERTS - R SHAPE B.37

TURNING POSITIVE INSERTS - S SHAPE B.37

TURNING POSITIVE INSERTS - T SHAPE B.38

TURNING POSITIVE INSERTS - V SHAPE B.39-B.40

TWEEZERS WITH EXTRA FINE ANGLED TIPS F.30

TWEEZERS WITH EXTRA FINE TIPS F.30

TWEEZERS WITH FINE RIGID TIPS F.30

TWEEZERS WITH STRONG RIGID TIPS F.30

TWIST DRILLS FOR MASONRY/CONCRETE N.61

TWISTED KNOT CYLINDRICAL CUP BRUSHES G.27

TWO-COMPONENT EPOXY QUICK ADHESIVES J.7

TWO-COMPONENT EPOXY QUICK ADHESIVES CHARGED WITH STEEL J.7

TWO-COMPONENT INSTANT CYANOACRYLATE ADHESIVES J.5

TWO-COMPONENT TOUGH EPOXY ADHESIVES WITH HIGH VISCOSITY J.7

TWO-SIDE INSERTS HIGH FEED END MILLS B.76

TWO-SIDE INSERTS TOROIDAL END MILLS FOR ADVANCE FEED B.78

TWO-SIDE, SCREW-ON INSERT HIGH-FEED ADVANCE END MILLS B.76

TYPE G DEBURRING TOOL F.69

TYPE-K DIGITAL THERMOMETERS D.95

TYRE INFLATORS L.19

TYRE INFLATORS - PROFESSIONAL L.19

ULTRASONIC THICKNESS GAUGES D.109

UNC THREADED GAUGES D.73

UNDERLAY FOR FOAM INSERTS P.17

UNF THREADED GAUGES D.73-D.74

UNIBURR DEBURRING TOOLS F.69

UNIONBOX PLASTIC CONTAINERS P.27

UNIVERSAL ABSORBENT GRANULES FOR OILS H.34

UNIVERSAL ABSORBENT PADS H.35

UNIVERSAL ABSORBENTS FOR OILS AND LIQUIDS H.34

UNIVERSAL ANALOGIC HARDNESS TESTERS D.83

UNIVERSAL ASPIRATORS MINI STORM N.67

UNIVERSAL CLEANER - DEGREASER J.34

UNIVERSAL COMBINATION PLIERS F.2

UNIVERSAL COMBINATION PLIERS STRONG TYPE F.2

UNIVERSAL COMBINATION PLIERS VDE INSULATED 1000 VOLTS F.2, F.3

UNIVERSAL CYANOACRYLATE INSTANT ADHESIVES J.3

UNIVERSAL CYANOACRYLATE INSTANT GEL ADHESIVES J.4

UNIVERSAL DETERGENT J.33

UNIVERSAL DIGITAL BEVEL PROTRACTORS D.60

UNIVERSAL DIGITAL CALIPERS WITH DIAL INDICATOR IP54 D.14

UNIVERSAL DISMANTLING STRIPPER TOOL-ERGOSTRIP® F.27

UNIVERSAL EMERGENCY KIT ANTI-SPILL H.35

UNIVERSAL GREASE J.19, J.24

UNIVERSAL INFUSIBLE GREASE J.19

UNIVERSAL JOINTS FOR IMPACT SOCKETS E.59

UNIVERSAL PLIERS HIGH LEVERAGE VDE INSULATED TYPE 1000 VOLTS F.3

UNIVERSAL PLUG FU WITH RIM AND SCREW N.111

UNIVERSAL REDUCTION SLEEVES C.93

UNIVERSAL SAFETY SOLVENT J.34

UNIVERSAL SAW BLADES FOR METAL N.47

UNIVERSAL SHELVING L1006 P.35

UNIVERSAL SHELVING L1006 WITH FULL SIDED WALL PANELS P.35

UPSIDE DOWN RADIAL TOOLHOLDERS VDI DIN 69880 C.90

USB CABLE ADAPTER WITH JACK CONNECTOR AND SOFTWARE E.84

VACUJET VACUUM LIFT SYSTEMS M.40

VACUJET VACUUM LIFTING SYSTEMS M.40
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TUBI A SPIRALE PER ARIA COMPRESSA IN PA L.26

TUBI A SPIRALE RACCORDATI 1/4” IN POLIURETANO EXTRA FLESSIBILE L.26

TUBI BINATI IN GOMMA PER OSSIGENO/ACETILENE J.61

TUBI DRITTI DI SICUREZZA HI-VISIBILITY IN POLIURETANO

INTRECCIATO EXTRA FLESSIBILE L.24

TUBI DRITTI IN POLIURETANO INTRECCIATO EXTRA FLESSIBILE L.24

TUBI FLESSIBILI PER COMPRESSORI GRASSO J.36

TUBI FLEXO COMPONIBILI 1/2” H.41

TUBI FLEXO COMPONIBILI 1/4” H.41

TUBI FLEXO COMPONIBILI 3/4” H.41

TUBI IN GOMMA PER ACETILENE J.61

TUBI IN GOMMA PER ARIA COMPRESSA L.23

TUBI IN GOMMA PER OSSIGENO J.61

TUBI IN POLIAMMIDE L.23

TUBI IN POLIURETANO L.23

TUBI LINEARI CON ATTACCHI RAPIDI SERIE 320 DN7.6 L.24

TUBI LINEARI DI SICUREZZA HI-VISIBILITY CON ATTACCHI RAPIDI SERIE 320 DN7.6 L.24

TUBO PROLUNGA STAR-TIP L.19

TUTE DA LAVORO BLU IN COTONE SANFORIZZATO K.4

TUTE INTERE CON CAPPUCCIO MONOUSO K.33

UGELLO SILENZIATORE L.19

UNITA RAFFREDDAMENTO AD ARIA PER ISG1000 C.76

UNITA’ ALVEOLARI PER MACCHINE ISG CON RAFFREDDAMENTO AD ARIA C.77

USCITE MODULARI DI SICUREZZA MULTIPLE SERIE 320 DN7.6 L.32

UTENSILE SPELACAVI UNIVERSALE ERGOSTRIP® F.27

UTENSILI ASSORTITI IN FOAM E.117, F.76

UTENSILI BRASATI PER SCANALATURA ESTERNA ISO 7 B.54

UTENSILI BRASATI PER SCANALATURA INTERNA ISO 354R B.54

UTENSILI BRASATI PER TORNITURA ESTERNA ISO 2 B.53

UTENSILI BRASATI PER TORNITURA ESTERNA ISO 6 B.53

UTENSILI BRASATI PER TORNITURA INTERNA ISO 9 B.54

UTENSILI DA TAGLIO ED ILLUMINAZIONE IN FOAM E.117, F.49

UTENSILI MULTIFUNZIONE N.40

UTENSILI PRENDITUTTO MAGNETICI FLESSIBILI E.102

UTENSILI PRENDITUTTO MAGNETICI TELESCOPICI E.102

VALIGIE PER ASSISTENZA TECNICA F.92

VALIGIE TROLLEY IP67 AD ALTA RESISTENZA F.92

VALIGIE TROLLEY PORTAUTENSILI F.91-F.93

VALIGIE TROLLEY PORTAUTENSILI OMOLOGATE TSA F.91

VALIGIE TROLLEY PORTAUTENSILI OMOLOGATE TSA - VUOTE E.60, F.90

VALIGIE TROLLEY TSA CON KIT ELETTRICISTI - 45 UTENSILI F.91

VALIGIE TROLLEY TSA CON KIT MECCANICI - 51 UTENSILI F.90

VALVOLE A SFERA CON FILETTO FEMMINA-FEMMINA L.33

VALVOLE A SFERA CON FILETTO MASCHIO-FEMMINA L.33

VASCHE IN ACCIAIO CON SUPPORTO INCLINATO PER CISTERNE P.41

VASCHE IN ACCIAIO PER CISTERNE P.40

VASCHE IN ACCIAIO PER FUSTI P.40

VASCHE IN POLIETILENE PER CISTERNE P.41

VASCHE IN POLIETILENE PER FUSTI P.40

VASCHE SOVRAPPONIBILI IN ACCIAIO PER FUSTI P.41

VASCHETTE P.15

VETRI INATTINICI J.59

VETRI INATTINICI A SPECCHIO J.59

VIBROMETRI D.113

VIDEO-MICROSCOPIO EVOCAM II D.101

VIDEOENDOSCOPI D.94

VIDEOENDOSCOPI - SONDE D.94

VISIERE PROTETTIVE G.4, K.38

VISORI PORTATILI - CAM-SS D.100

VISORI STEREO MANTIS COMPACT D.100

VISORI STEREO MANTIS ELITE D.100

VITI DI RICAMBIO PER STAFFE REGOLABILI C.124

VITI DI SERRAGGIO C.74

VITI TESTA MARTELLO C.126

VOLANTINI A 3 RAZZE IN DUROPLASTO RINFORZATO N.120

VOLANTINI A 3 RAZZE IN DUROPLASTO RINFORZATO CON IMPUGNATURA N.120

VOLANTINI A 3 RAZZE IN DUROPLASTO RINFORZATO

CON IMPUGNATURA RIBALTABILE N.121

VOLANTINI A 6 LOBI IN DUROPLASTO - FILETTO FEMMINA N.117

VOLANTINI A 6 LOBI IN DUROPLASTO - FILETTO MASCHIO N.116

VOLANTINI A 8 LOBI IN TECNOPOLIMERO - FILETTO FEMMINA N.117

VOLANTINI A 8 LOBI IN TECNOPOLIMERO - FILETTO MASCHIO N.116

VOLANTINI ZIGRINATI IN TECNOPOLIMERO - VITE ZINCATA N.117

ZINCANTI ANTICORROSIVI A FREDDO J.30

ZINCANTI PROTETTIVI AD ALTO TENORE DI ZINCO J.30

ZOCCOLI DI RIALZO PER GRU A COLONNA M.21

ZOCCOLO MORSE ARNOLD SC C.118
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VACUJET VACUUM LIFTING SYSTEMS WITHOUT POWER SUPPLY M.41

VACUUM CLEANERS - ACCESSORIES AND SPARE MOTOR PARTS N.65

VACUUM CLEANERS - ACCESSORIES AND SPARE PARTS FILTER KITS N.65

VACUUM LIFTERS VACU-B M.38

VASELINE GREASE J.24

VELCRO ALUMINUM OXIDE ABRASIVE DISCS G.13

VELCRO COATED ABRASIVE DISCS G.13, N.39

VENTURI MIXER H.27

VERNIER CALIPERS D.16-D.17, F.110

VERTICAL LEVER TEST INDICATORS D.41

VERTICAL LIFTING CLAMPS M.49-M.50

VERTICAL PROFILE PROJECTOR D.102

VIBRATION METERS D.113

VIBRATION-CONTROL RUBBER MOUNTS WITH 1 THREADED HOLE

AND 1 THREADED PIN N.87

VIBRATION-CONTROL RUBBER MOUNTS WITH 2 THREADED PINS N.87

VIBRATION-CONTROL RUBBER MOUNTS WITH SINGLE THREADED PIN N.88

VICES FOR COLUMN DRILLS N.76-N.77

VICES RKE C.116

VIDEOENDOSCOPES D.94

VIDEOENDOSCOPES PROBES D.94

VISCOUS CYANOACRYLATE INSTANT ADHESIVES J.5

VISION STORAGE CABINETS P.26

VISION STORAGE DRAWER CABINETS P.26

VISION SYSTEM 3D D.98

VOLUMETRIC MIXER H.27

WAFFLE BACKING FOR VELCRO-COATED DISCS G.13

WALL DISPENSER J.43

WALL HOLDER FOR DRUMS WITH DISPENSER J.43

WALL MOUNTED ARTICULATING JIB CRANES M.33

WALL MOUNTED JIB CRANES WITH BEAM ARM M.29

WALL MOUNTED JIB CRANES WITH GIS KB ARM M.27

WALL MOUNTED OVERHEAD BEAM JIB CRANES M.31

WALL ROLL HOLDER J.44

WALL SHELVING FOR DRAWERS P.23

WASTE CONTAINERS FOR TOOL CABINETS E.104

WASTE CONTAINERS FOR WX9455 TROLLEYS E.106

WASTE REDUCING ABRASIVE CLOTH ROLLS G.17-G.18

WATER HARDNESS CONTROL PAPERS H.26

WATERPROOF SILICON CARBIDE SHEETS G.16

WEB LIFTING SLINGS WITH EYELETS M.59

WELD SEAM CALIPERS D.20, D.77

WELDING GROUND CLAMPS J.56

WELDING KITS J.49

WELDING SCREW GROUND CLAMPS J.56

WELDON CHUCKS DIN 2080 C.51

WELDON CHUCKS DIN 69871 SK AD+B C.8-C.10

WELDON CHUCKS DIN 69893 HSK A C.42-C.43

WELDON CHUCKS MAS 403 BT AD+B C.29-C.30

WHEEL BRUSHES G.26, N.16

WHEEL BRUSHES CRIMPED WIRE G.26

WHEEL BRUSHES WITH SHANK G.25

WHEELED SERVICE TOOL CASE F.91-F.93

WHEELED SERVICE TOOL CASE - TSA APPROVED F.91

WHEELED SERVICE TOOL CASE TSA APPROVED - EMPTY E.60, F.90

WHEELED SERVICE TOOL CASES TSA APPROVED WITH ELECTRICIAN KIT - 45 TOOLS F.91

WHEELED SERVICE TOOL CASES TSA APPROVED

WITH MECHANICAL KIT - 51 TOOLS F.90

WHEELS OF CBN FORM 11V9 G.58

WHEELS OF CBN FORM 12A2D G.58

WHEELS OF CBN FORM 1A1 G.58

WHITE BEARINGS GREASE J.20

WHITE FINE FABRIC CLEANING RAGS J.45

WHITE INDUSTRIAL CLEANING RAGS J.45

WIDE MOUTH DRUMS F.124

WING NUTS IN TECHNOPOLYMER - ZINC PLATED STUD N.117

WIRE HAND BRUSHES F.121

WIRE STRIPPERS F.26-F.27

WIRE STRIPPERS INSULATED 1000 VOLTS F.27

WIRE STRIPPERS VDE INSULATED 1000 VOLTS F.27

WIRE THREAD INSERTS IN STAINLESS STEEL N.108

WIRELESS BATTERIES 18V N.26

WOOD BARS FOR LAPPING AND POLISHING G.54

WOOD TOP WORKBENCHES P.3

WOODEN CHIPBOARD PALLETS N.133

WOODEN FOLDING RULERS F.113

WOODEN HANDLES FOR FILES G.64

WOODEN HANDLES FOR HAMMERS F.76, F.81

WOODEN HANDLES FOR SLEDGE HAMMERS F.80

WOODEN HANDLES WITH BRASS MANDREL FOR NEEDLE FILES G.64

WOODRUFF KEYSEATS CUTTERS A.198

WORKBENCHES ON WHEELS P.7

WORKBENCHES WITH DRAWERS 27 X 36 E P.5

WORKBENCHES WITH SUSPENDED DRAWERS 27 X 36 E P.5

WORKBENCHES WITH WOODEN WORKTOPS P.5

WORKTOPS IN BEECHWOOD P.6

WORKTOPS IN NITRILE P.6

WORKTOPS IN URPHENE P.6

WORKTOPS IN WOOD P.6

WORKTOPS METALLIC MULTIPLEX P.6

WORKWEAR DUNGAREES - 100% SANFORIZED COTTON K.5

WORKWEAR JACKETS - 100% SANFORIZED MASSAUA COTTON K.5

WORKWEAR OVERALL COAT - 100% SANFORIZED COTTON K.6

WORKWEAR TROUSERS - 100% SANFORIZED MASSAUA COTTON K.5

WRENCHES FOR HIGH CLAMPING CHUCKS C.74

WRENCHES FOR HSK COOLING TUBES C.48, C.73

WRENCHES FOR MINI NUTS C.74

WRENCHES FOR STANDARD AND BALANCED RING NUTS C.74

WRENCHES FOR STRONG TIGHTENING C.74

YELLOW NBR COATED GLOVES K.19

ZERO SETTERS D.57

ZERO SETTERS WITH LED D.57

ZERO-CENTRAL DIAL INDICATORS 0.001 D.45

ZIRCONIA ABRASIVE CLOTH BELTS G.19, N.18

ZIRCONIA ABRASIVE FIBER DISCS G.11
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A0003 A.8

A0005 A.9

A0007 A.10

A0010 A.11

A0020 A.12

A0030 A.13

A0040 A.14

A0050 A.15

A0060 A.16

A0070 A.16

A0072 A.17

A0085 A.18

A0088 A.19

A0090 A.19

A0095 A.20

A0096 A.20

A0100 A.21

A0500 A.22

A1010 A.23

A1030 A.24

A1040 A.25

A1050 A.26

A1060 A.27

A1080 A.28

A1090 A.29

A1110 A.30

A1111 A.60

A1120 A.32

A1125 A.33

A1130 A.34

A1135 A.35

A1140 A.36

A1141 A.60

A1145 A.37

A1180 A.38

A1181 A.60

A1190 A.39

A1200 A.40

A1220 A.41

A1230 A.42

A1240 A.43

A1310 A.44

A1320 A.45

A1330 A.46

A1340 A.46

A1350 A.47

A1360 A.47

A1510 A.48

A1512 A.49

A1518 A.49

A1520 A.50

A1610 A.51

A1611 A.51

A1612 A.51

A1615 A.52

A1620 A.52

A1630 A.53

A1640 A.52

A1650 A.53

A1655 A.53

A1656 A.54

A1660 A.54

A1665 A.54

A1670 A.55

A1675 A.55

A1680 A.55

A1685 A.56

A1690 A.56

A1695 A.56

A1710 A.57

A1720 A.57

A1730 A.57

A1740 A.58

A1750 A.58

A1760 A.58

A1780 A.59

A1790 A.59

A1810 A.61

A1811 A.61

A2010 A.67, L.7

A2020 A.67

A2022 A.70

A2030 A.68

A2040 A.68, L.7

A2042 A.70

A2060 A.71

A2070 A.71

A2080 A.72

A2085 A.72

A2102 A.73

A2103 A.73

A2104 A.74

A2105 A.74

A2110 A.75

A2120 A.75

A2125 A.69, H.17

A2128 A.69

A2130 A.76

A2135 A.76

A2152 A.77

A2157 A.77

A2160 A.78

A2161 A.79

A2165 A.78

A2166 A.79

A2170 A.80

A2175 A.81

A2180 A.81

A2182 A.82

A2190 A.83

A2195 A.83

A2210 A.84

A2215 A.84

A2220 A.85

A2225 A.85

A2226 A.86

A2227 A.86

A2230 A.87

A2235 A.87

A2245 A.88

A2246 A.88

A2250 A.89

A2255 A.89

A2260 A.90

A2265 A.90

A2310 A.91

A2320 A.91

A2350 A.92

A2351 A.93

A2358 A.93

A2360 A.94, H.6

A2410 A.95

A2415 A.95

A2420 A.96

A2425 A.96

A2430 A.97

A2432 A.96

A2435 A.97

A2445 A.97

A2450 A.98

A2455 A.98

A2457 A.99

A2510 A.100

A2515 A.100

A2520 A.100

A2550 A.101

A2555 A.101

A2560 A.101

A2610 A.102

A2611 A.103

A2615 A.102

A2616 A.103

A2620 A.103

A2625 A.104

A2640 A.104

A2650 A.105

A2660 A.105

A2671 A.106

A2672 A.106

A2814 A.107

A2818 A.108

A2825 A.108

A2840 A.109

A2910 A.109

A2911 A.110

A2912 A.111

A2913 A.112

A2914 A.112

A2915 A.110

A2916 A.111

A2920 A.113

A2925 A.113

A2927 A.113

A2930 A.114

A2935 A.114

A2940 A.114

A2945 A.115

A3013 A.116

A3016 A.116

A3021 A.117

A3024 A.117

A4005 A.124

A4006 A.125

A4012 A.123

A4015 A.122

A4032 A.126

A4033 A.127

A4034 A.128

A4035 A.129-A.130

A4036 A.131

A4038 A.133

A4039 A.132

A4042 A.136

A4045 A.134-A.135

A4046 A.137

A4047 A.138

A4048 A.140

A4049 A.142

A4050 A.141

A4051 A.143

A4052 A.143

A4055 A.139

A4057 A.144

A4058 A.145

A4060 A.146
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A4062 A.147

A4111 A.168

A4113 A.172

A4126 A.169

A4131 A.170

A4138 A.175

A4140 A.174
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A5410 A.198

A5415 A.199
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B3P10 B.61

B4E12 B.68-B.69

B4F11 B.66-B.67

B4F20 B.64

B4F25 B.68

B4F29 B.69

B4F30 B.62

B4F33 B.63

B4F34 B.62

B4F35 B.63

B4F37 B.65

B4F40 B.65

B4F41 B.66

B4F43 B.67

B4F50 B.70

B4F52 B.71

B4F55 B.72

B4F56 B.73

B4F57 B.74

B4F58 B.75

B4T07 B.70-B.71

B4X05 B.74-B.75

B5A21 B.77

B5A35 B.79

B5F01 B.76

B5F03 B.76

B5F04 B.77

B5F07 B.78

B5F08 B.78

B5F09 B.79

B5F10 B.81

B5F12 B.80

B5T10 B.81

B6A22 B.82-B.83

B6C05 B.85, B.87

B6F15 B.82

B6F20 B.83

B6F30 B.84

B6F31 B.86

B6F40 B.88

B6V05 B.89

B7A21 B.91

B7B10 B.94

B7F10 B.90

B7F11 B.91

B7F13 B.92

B7F15 B.93

B7F30 B.95

B8A21 B.107

B8A25 B.105

B8A28 B.101

B8F01 B.108

B8F02 B.110

B8F05 B.112

B8F20 B.96

B8F21 B.97

B8F40 B.97

B8G00 B.115

B8G10 B.115

B8G25 B.116

B8G35 B.117

B8P10 B.106

B8P20 B.104

B8P25 B.98

B8P27 B.99

B8P30 B.100

B8T01 B.116

B9B05 B.121

B9B15 B.121

B9B25 B.122

B9B35 B.122

B9B45 B.123

B9B50 B.123

B9B55 B.124

B9B60 B.124

B9B70 B.123

B9B75 B.123

B9B80 B.120

B9B90 B.120

B9KIT B.120

B9P10 B.125

B9P60 B.125

B9P65 B.125

C0010 C.5

C0013 C.4

C0014 C.4

C0015 C.5

C0016 C.3

C0022 C.6

C0026 C.6

C0031 A.17, C.7

C0032 C.7

C0041 C.9

C0045 C.10

C0046 C.8

C0063 C.11

C0064 C.11

C0066 C.12

C0067 C.13

C0081 C.14

C0082 C.14

C0083 C.15

C0091 C.17

C0096 C.16

C0101 C.13

C0121 C.18

C0131 C.18

C0141 C.19

C0142 C.20

C0146 C.19

C0150 C.20

C0160 C.21

C1010 C.26

C1013 C.25

C1014 C.25

C1015 C.26

C1016 C.24

C1022 C.27

C1026 C.27

C1031 C.28

C1032 C.28

C1041 C.30

C1045 C.30

C1046 C.29

C1063 C.31

C1064 C.31

C1066 C.32

C1081 C.33

C1082 C.33

C1091 C.34

C1096 C.34

C1101 C.32

C1121 C.35

C1131 C.35

C1141 C.36

C1142 C.36

C1146 C.36

C1150 C.37

C1160 C.37

C2013 C.39

C2015 C.40

C2016 C.39

C2026 C.40

C2031 C.41

C2032 C.41

C2041 C.42

C2045 C.43

C2046 C.42

C2063 C.44

C2064 C.45

C2066 C.45

C2081 C.46

C2091 C.47

C2096 C.47

C2101 C.46

C2150 C.48

C3010 C.51

C3040 C.51

C3090 C.52

C3130 C.52

C3140 C.52

C3150 C.53

C3160 C.53

C3170 C.54

C3171 C.54

C3175 C.55

C3176 C.55

C3177 C.56

C3184 C.56

C3191 C.56

C3192 C.57

C3193 C.57

C3230 A.205, C.57

C4010 C.59

C4020 C.59

C4021 C.59

C4023 C.59

C4030 C.60

C4031 C.59

C4033 C.60

C4040 C.61

C4041 C.60

C4043 C.60

C4050 C.62

C4051 C.61

C4053 C.61

C4060 C.63

C4061 C.62

C4063 C.63

C4070 C.64

C4071 C.64

C4080 C.62

C4090 C.63

C4094 C.63

C4096 C.63

C4100 C.65

C4105 C.65

C4110 C.66

C4111 C.60

C4112 C.61

C4113 C.62

C4114 C.64

C4115 C.65

C4120 C.66

C4125 C.59

C4210 C.66

C4220 C.66

C4233 C.67

C4310 C.68

C4320 C.68

C4325 C.68

C4350 C.69

C4352 C.69

C4354 C.69

C4356 C.70

C4357 C.70

C4358 C.70

C4410 C.71

C4415 C.71

C4420 C.71

C4425 C.71

C4430 C.71

C4435 C.72

C4440 C.72

C4445 C.72

C4450 C.72

C4455 C.73

C4480 C.48, C.73

C4481 C.48, C.73

C4485 C.73
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C4496 C.74

C4501 C.74

C4502 C.74

C4525 C.75

C4605 C.76

C4610 C.77

C4620 C.76

C4621 C.76

C4625 C.77

C4628 C.77

C4710 C.78

C4900 C.78

C4901 C.79

C4910 C.79

C5010 C.90

C5011 C.90

C5020 C.90

C5030 C.91

C5031 C.91

C5060 C.91

C5070 C.92

C5080 C.92

C5084 C.93

C5085 C.93

C5110 C.93

C5115 C.93

C5210 C.95

C5220 C.94

C5510 C.85

C5512 C.85

C5515 C.81

C5520 C.81

C5525 C.82

C5527 C.82

C5530 C.83

C5532 C.83

C5535 C.84

C5537 C.84

C5540 C.86

C5542 C.86

C5545 C.87

C5547 C.87

C5550 C.89

C5552 C.88

C5554 C.88

C6230 C.97

C6231 C.97

C6232 C.97

C6233 C.98

C6234 C.98

C6235 C.98

C6236 C.99

C6237 C.99

C6238 C.99

C6239 C.100

C6243 C.100

C6244 C.101

C6248 C.103

C6249 C.103

C6251 C.104

C6252 C.104

C6253 C.105

C6254 C.105

C6255 C.106

C6256 C.106

C6257 C.106

C6258 C.106

C6259 C.107

C6260 C.107

C6261 C.107

C6262 C.107

C6263 C.108

C6264 C.108

C6265 C.108

C6266 C.108

C6268 C.106

C6269 C.105

C6270 C.101

C6275 C.101

C6280 C.102

C6281 C.100

C6282 C.100

C6283 C.102

C6285 C.102

C6287 C.110

C6288 C.110

C6290 C.110

C6292 C.110

C6295 C.109

C6301 C.111

C6310 C.111

C6325 C.112

C6331 C.112

C6335 C.113

C6336 C.113

C6340 C.114

C6345 C.114

C6375 C.114

C6380 C.115

C6396 C.119

C6397 C.119

C6398 C.119

C6500 C.120

C6510 C.120

C6520 C.120

C6530 C.120

C6550 C.117

C6605 C.116

C6610 C.116

C6615 C.117

C6700 C.118

C6725 C.118

C6SER C.117

C7009 C.80

C7200 C.121

C7210 C.121

C7250 C.121

C7260 C.121

C7270 C.122

C7280 C.122

C7300 C.122

C7310 C.122

C7400 C.123

C7415 C.123

C7424 C.124

C7430 C.124

C7440 C.124

C7460 C.125

C7470 C.125

C7490 C.126

C7510 C.126

C7520 C.127

C7525 C.127

C7530 C.127

C7535 C.128

C7540 C.128

C7545 C.128

C7550 C.129

C7555 C.129

C7560 C.129

C7565 C.130

C7570 C.130

C7575 C.130

C7580 C.130

C7585 C.131

C7590 C.131

C7595 C.131

C7600 C.131

C7602 C.131

C8010 C.134

C8015 C.134

C8020 C.135

C8030 C.135

C8040 C.135

C8045 C.136

C8050 C.136

C8060 C.137

CAPS1 C.132

CAPS2 C.133

D0007 D.5

D0009 D.5

D0012 D.5

D0014 D.4

D0015 D.4

D0020 D.6

D0021 D.11

D0022 D.11

D0023 D.11

D0026 D.6

D0034 D.6

D0050 D.8

D0051 D.7

D0052 D.9

D0054 D.8

D0057 D.7

D0060 D.14

D0105 D.9

D0107 D.9

D0108 D.10

D0109 D.10

D0112 D.10

D0145 D.12

D0150 D.14

D0155 D.12

D0160 D.12

D0180 D.13

D0181 D.13

D0205 D.16

D0206 D.16

D0210 D.15

D0213 D.15

D0216 D.15

D0225 D.16

D0227 D.17

D0228 D.17

D0235 D.17

D0240 D.18

D0250 D.18

D0270 D.18

D0310 D.19

D0320 D.19

D0325 D.14

D0330 D.20

D0331 D.20

D0335 D.20

D1105 D.22

D1107 D.22

D1109 D.23

D1110 D.23

D1111 D.22

D1112 D.23

D1120 D.24

D1122 D.24

D1123 D.26

D1124 D.27

D1140 D.26

D1160 D.24

D1165 D.25

D1175 D.25

D1177 D.25

D1210 D.27

D1250 D.26

D1269 D.28

D1276 D.29

D1277 D.28

D1286 D.29

D1288 D.30
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C4490 C.74

C4492 C.74

C4494 C.74

C4496 C.74

C4501 C.74

C4502 C.74

C4525 C.75

C4605 C.76

C4610 C.77

C4620 C.76

C4621 C.76

C4625 C.77

C4628 C.77

C4710 C.78

C4900 C.78

C4901 C.79

C4910 C.79

C5010 C.90

C5011 C.90

C5020 C.90

C5030 C.91

C5031 C.91

C5060 C.91

C5070 C.92

C5080 C.92

C5084 C.93

C5085 C.93

C5110 C.93

C5115 C.93

C5210 C.95

C5220 C.94

C5510 C.85

C5512 C.85

C5515 C.81

C5520 C.81

C5525 C.82

C5527 C.82

C5530 C.83

C5532 C.83

C5535 C.84

C5537 C.84

C5540 C.86

C5542 C.86

C5545 C.87

C5547 C.87

C5550 C.89

C5552 C.88

C5554 C.88

C6230 C.97

C6231 C.97

C6232 C.97

C6233 C.98

C6234 C.98

C6235 C.98

C6236 C.99

C6237 C.99

C6238 C.99

C6239 C.100

C6243 C.100

C6244 C.101

C6248 C.103

C6249 C.103

C6251 C.104

C6252 C.104

C6253 C.105

C6254 C.105

C6255 C.106

C6256 C.106

C6257 C.106

C6258 C.106

C6259 C.107

C6260 C.107

C6261 C.107

C6262 C.107

C6263 C.108

C6264 C.108

C6265 C.108

C6266 C.108

C6268 C.106

C6269 C.105

C6270 C.101

C6275 C.101

C6280 C.102

C6281 C.100

C6282 C.100

C6283 C.102

C6285 C.102

C6287 C.110

C6288 C.110

C6290 C.110

C6292 C.110

C6295 C.109

C6301 C.111

C6310 C.111

C6325 C.112

C6331 C.112

C6335 C.113

C6336 C.113

C6340 C.114

C6345 C.114

C6375 C.114

C6380 C.115

C6396 C.119

C6397 C.119

C6398 C.119

C6500 C.120

C6510 C.120

C6520 C.120

C6530 C.120

C6550 C.117

C6605 C.116

C6610 C.116

C6615 C.117

C6700 C.118

C6725 C.118

C6SER C.117

C7009 C.80

C7200 C.121

C7210 C.121

C7250 C.121

C7260 C.121

C7270 C.122

C7280 C.122

C7300 C.122

C7310 C.122

C7400 C.123

C7415 C.123

C7424 C.124

C7430 C.124

C7440 C.124

C7460 C.125

C7470 C.125

C7490 C.126

C7510 C.126

C7520 C.127

C7525 C.127

C7530 C.127

C7535 C.128

C7540 C.128

C7545 C.128

C7550 C.129

C7555 C.129

C7560 C.129

C7565 C.130

C7570 C.130

C7575 C.130

C7580 C.130

C7585 C.131

C7590 C.131

C7595 C.131

C7600 C.131

C7602 C.131

C8010 C.134

C8015 C.134

C8020 C.135

C8030 C.135

C8040 C.135

C8045 C.136

C8050 C.136

C8060 C.137

CAPS1 C.132

CAPS2 C.133

D0007 D.5

D0009 D.5

D0012 D.5

D0014 D.4

D0015 D.4

D0020 D.6

D0021 D.11

D0022 D.11

D0023 D.11

D0026 D.6

D0034 D.6

D0050 D.8

D0051 D.7

D0052 D.9

D0054 D.8

D0057 D.7

D0060 D.14

D0105 D.9

D0107 D.9

D0108 D.10

D0109 D.10

D0112 D.10

D0145 D.12

D0150 D.14

D0155 D.12

D0160 D.12

D0180 D.13

D0181 D.13

D0205 D.16

D0206 D.16

D0210 D.15

D0213 D.15

D0216 D.15

D0225 D.16

D0227 D.17

D0228 D.17

D0235 D.17

D0240 D.18

D0250 D.18

D0270 D.18

D0310 D.19

D0320 D.19

D0325 D.14

D0330 D.20

D0331 D.20

D0335 D.20

D1105 D.22

D1107 D.22

D1109 D.23

D1110 D.23

D1111 D.22

D1112 D.23

D1120 D.24

D1122 D.24

D1123 D.26

D1124 D.27

D1140 D.26

D1160 D.24

D1165 D.25

D1175 D.25

D1177 D.25

D1210 D.27

D1250 D.26

D1269 D.28

D1276 D.29

D1277 D.28

D1286 D.29

D1288 D.30
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D1290 D.30

D1295 D.31

D1310 D.32

D1311 D.32

D1315 D.32

D1340 D.33

D1345 D.34

D1350 D.33

D1365 D.34

D1370 D.34

D1375 D.33

D2100 D.35

D2101 D.35

D2104 D.35

D2107 D.36

D2110 D.37

D2115 D.36

D2116 D.36

D2120 D.37

D2210 D.39

D2215 D.39

D2221 D.38

D2222 D.37

D2224 D.38

D2225 D.38

D2226 D.38

D2229 D.43

D2290 D.48

D2312 D.47

D2315 D.48

D2316 D.48

D2320 D.41

D2325 D.41

D2329 D.41

D2330 D.42

D2331 D.42

D2349 D.44

D2351 D.46

D2352 D.45

D2353 D.47

D2354 D.43

D2355 D.45

D2356 D.43

D2357 D.47

D2358 D.45

D2359 D.45

D2361 D.44

D2362 D.46

D2363 D.44

D2364 D.46

D2365 D.46

D2370 D.47

D2388 D.49

D2390 D.50

D2505 D.50

D2506 D.50

D2507 D.51

D2512 D.51

D2513 D.51

D2516 D.52, H.30

D2520 D.53

D2522 D.52

D2523 D.52

D2530 D.53

D2535 D.53

D2537 D.54

D3006 D.55

D3016 D.55

D3017 D.55

D3018 D.55

D3019 D.56

D3020 D.56

D3021 D.56

D3025 D.56

D3030 D.57

D3135 D.57

D3200 D.58

D3205 D.58

D3210 D.58

D3250 D.59

D3252 D.59

D3257 D.59

D4110 D.60

D4115 D.60

D4120 D.60

D4130 D.60

D4200 D.61

D4202 D.61

D4203 D.61

D4204 D.62

D4205 D.63

D4206 D.61

D4207 D.62

D4208 D.62

D4209 D.64

D4210 D.64

D4215 D.63

D4220 D.65

D4230 D.65

D4240 D.65

D4510 D.66

D4520 D.66

D4611 D.66

D4613 D.66

D4616 D.67

D4620 D.67

D4700 D.67

D4701 D.67

D4702 D.68

D4703 D.68

D4705 D.68

D4706 D.68

D4707 D.69

D4710 D.69

D4713 D.69

D4715 D.69

D4720 D.70

D5510 D.70

D5515 D.70

D5517 D.71

D5520 D.71

D5525 D.73

D5526 D.73

D5527 D.73

D5528 D.73

D5529 D.73

D5530 D.72

D5531 D.74

D5535 D.74

D5536 D.74

D5540 D.74

D5550 D.75

D5610 D.75

D5690 D.76

D5710 D.76

D5715 D.76

D6150 D.77

D6160 D.77

D6165 D.77

D6167 D.77

D6170 D.78

D6180 D.78

D6210 D.79

D6215 D.79

D6220 D.79

D6226 D.80

D6230 D.80

D6236 D.80

D6245 D.80

D7110 D.81

D7120 D.81

D7130 D.81

D7140 D.82

D7215 D.84

D7216 D.84

D7217 D.84

D7220 D.82

D7221 D.83

D7222 D.83

D7233 D.85

D7241 D.85

D7243 D.86

D7244 D.86

D7245 D.86

D7246 D.87

D7247 D.88

D7248 D.88

D7249 D.89

D7255 D.87

D7260 D.89

D7262 D.90

D7265 D.90

D7266 D.90

D7267 D.90

D7268 D.90

D7269 D.90

D7270 D.91

D7271 D.91

D7272 D.91

D7273 D.91

D7275 D.91

D7277 D.92

D7278 D.92

D7279 D.92

D7280 D.92

D7290 D.94

D7295 D.94

D7310 D.93

D7325 D.93

D7510 D.95

D7610 D.95

D7630 D.95

D7631 D.96

D7632 D.96

D7633 D.96

D7634 D.96

D7635 D.96

D7640 D.97

D7650 D.97

D7652 D.97

D7654 D.97

D7656 D.97

D7700 D.99

D7710 D.99

D7801 D.100

D7830 D.100

D7850 D.100

D7881 D.101

D7890 D.101

D7905 D.101

D7952 D.102

D7954 D.102

D8510 D.103

D8520 D.103

D8550 D.103

D8610 D.104

D8620 D.104

D8625 D.104

D8630 D.105

D8650 D.106

D8655 D.106

D8660 D.105

D8680 D.105

D8690 D.107

D9216 D.107

D9217 D.107

D9305 D.108

D9320 D.108

D9325 D.108

D9330 D.109
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D1290 D.30

D1295 D.31

D1310 D.32

D1311 D.32

D1315 D.32

D1340 D.33

D1345 D.34

D1350 D.33

D1365 D.34

D1370 D.34

D1375 D.33

D2100 D.35

D2101 D.35

D2104 D.35

D2107 D.36

D2110 D.37

D2115 D.36

D2116 D.36

D2120 D.37

D2210 D.39

D2215 D.39

D2221 D.38

D2222 D.37

D2224 D.38

D2225 D.38

D2226 D.38

D2229 D.43

D2290 D.48

D2312 D.47

D2315 D.48

D2316 D.48

D2320 D.41

D2325 D.41

D2329 D.41

D2330 D.42

D2331 D.42

D2349 D.44

D2351 D.46

D2352 D.45

D2353 D.47

D2354 D.43

D2355 D.45

D2356 D.43

D2357 D.47

D2358 D.45

D2359 D.45

D2361 D.44

D2362 D.46

D2363 D.44

D2364 D.46

D2365 D.46

D2370 D.47

D2388 D.49

D2390 D.50

D2505 D.50

D2506 D.50

D2507 D.51

D2512 D.51

D2513 D.51

D2516 D.52, H.30

D2520 D.53

D2522 D.52

D2523 D.52

D2530 D.53

D2535 D.53

D2537 D.54

D3006 D.55

D3016 D.55

D3017 D.55

D3018 D.55

D3019 D.56

D3020 D.56

D3021 D.56

D3025 D.56

D3030 D.57

D3135 D.57

D3200 D.58

D3205 D.58

D3210 D.58

D3250 D.59

D3252 D.59

D3257 D.59

D4110 D.60

D4115 D.60

D4120 D.60

D4130 D.60

D4200 D.61

D4202 D.61

D4203 D.61

D4204 D.62

D4205 D.63

D4206 D.61

D4207 D.62

D4208 D.62

D4209 D.64

D4210 D.64

D4215 D.63

D4220 D.65

D4230 D.65

D4240 D.65

D4510 D.66

D4520 D.66

D4611 D.66

D4613 D.66

D4616 D.67

D4620 D.67

D4700 D.67

D4701 D.67

D4702 D.68

D4703 D.68

D4705 D.68

D4706 D.68

D4707 D.69

D4710 D.69

D4713 D.69

D4715 D.69

D4720 D.70

D5510 D.70

D5515 D.70

D5517 D.71

D5520 D.71

D5525 D.73

D5526 D.73

D5527 D.73

D5528 D.73

D5529 D.73

D5530 D.72

D5531 D.74

D5535 D.74

D5536 D.74

D5540 D.74

D5550 D.75

D5610 D.75

D5690 D.76

D5710 D.76

D5715 D.76

D6150 D.77

D6160 D.77

D6165 D.77

D6167 D.77

D6170 D.78

D6180 D.78

D6210 D.79

D6215 D.79

D6220 D.79

D6226 D.80

D6230 D.80

D6236 D.80

D6245 D.80

D7110 D.81

D7120 D.81

D7130 D.81

D7140 D.82

D7215 D.84

D7216 D.84

D7217 D.84

D7220 D.82

D7221 D.83

D7222 D.83

D7233 D.85

D7241 D.85

D7243 D.86

D7244 D.86

D7245 D.86

D7246 D.87

D7247 D.88

D7248 D.88

D7249 D.89

D7255 D.87

D7260 D.89

D7262 D.90

D7265 D.90

D7266 D.90

D7267 D.90

D7268 D.90

D7269 D.90

D7270 D.91

D7271 D.91

D7272 D.91

D7273 D.91

D7275 D.91

D7277 D.92

D7278 D.92

D7279 D.92

D7280 D.92

D7290 D.94

D7295 D.94

D7310 D.93

D7325 D.93

D7510 D.95

D7610 D.95

D7630 D.95

D7631 D.96

D7632 D.96

D7633 D.96

D7634 D.96

D7635 D.96

D7640 D.97

D7650 D.97

D7652 D.97

D7654 D.97

D7656 D.97

D7700 D.99

D7710 D.99

D7801 D.100

D7830 D.100

D7850 D.100

D7881 D.101

D7890 D.101

D7905 D.101

D7952 D.102

D7954 D.102

D8510 D.103

D8520 D.103

D8550 D.103

D8610 D.104

D8620 D.104

D8625 D.104

D8630 D.105

D8650 D.106

D8655 D.106

D8660 D.105

D8680 D.105

D8690 D.107

D9216 D.107

D9217 D.107

D9305 D.108

D9320 D.108

D9325 D.108

D9330 D.109
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D9338 D.109

D9340 D.110

D9341 D.110

D9342 D.110

D9343 D.110

D9344 D.110

D9345 D.111

D9347 D.111

D9410 D.111

D9450 D.112

D9510 D.112

D9610 D.113

D9710 D.113

D9720 D.113

D9755 D.114

D9770 D.114

D9810 D.115

D9820 D.115

D9905 D.116

D9911 D.116

D9913 D.116

D9915 D.116

D9920 D.116

D9925 D.116

D9930 D.116

D9935 D.116

D9936 D.116

DSCOPE D.98

DSCOPEAP D.98

E0005 E.2

E0006 E.2

E0007 E.3, E.62, E.109, N.8

E0010 E.2

E0011 E.3

E0013 E.4

E0140 E.2

E0150 E.3

E0172 E.4

E0177 E.6

E0190 E.4, N.99

E0191 E.4

E0192 E.5, E.109

E0195 E.5

E0196 E.5, E.64

E0200 E.5, E.80

E0201 E.5

E0202 E.6, E.109

E0214 E.6, E.79

E0215 E.7

E0218 E.6

E0219 E.6

E0222 E.7

E0260 E.7

E0261 E.8, E.61, N.88

E0262 E.8, E.109

E0270 E.7

E0273 E.7

E0274 E.8

E0280 E.8

E0285 E.9

E0293 E.9

E0295 E.10

E0299 E.10

E0351 E.9

E0352 E.9

E1230 E.11

E1239 E.11

E1251 E.11

E1261 E.11

E1279 E.11

E1350 E.12

E1360 E.12

E1370 E.12

E1420 E.12

E1430 E.12

E1440 E.13

E1442 E.13

E1450 E.13, N.97

E1451 E.13, E.110

E1455 E.14

E1458 E.14

E1460 E.14

E1465 E.14

E1480 E.15, E.70

E1481 E.15, E.110

E2200 E.16

E2220 E.16

E2225 E.17

E2250 E.17

E2251 E.18

E2260 E.18

E2261 E.19

E2262 E.19

E2263 E.18

E2264 E.19

E2265 E.20

E2267 E.20

E2269 E.20

E2270 E.20

E2271 E.20

E2283 E.18

E2284 E.18

E2285 E.19

E2290 E.19

E2300 E.17

E2301 E.17

E2302 E.17, E.110

E2310 E.18

E2311 E.19

E2395 E.16

E2396 E.16

E2400 E.16

E2490 E.21

E2500 E.20

E2519 E.21

E2520 E.22

E2521 E.22, E.110

E2550 E.21, E.70

E2555 E.21, E.73

E2556 E.21, E.110

E2560 E.23

E2561 E.23, E.111

E2568 E.22

E2569 E.22

E2570 E.23

E2575 E.23

E2598 E.25

E2629 E.24

E2631 E.26

E2632 E.24

E2639 E.24

E2668 E.25

E2670 E.25

E2671 E.25

E2680 E.26

E2681 E.26

E2700 E.23

E2710 E.24

E3350 E.28

E3355 E.28

E3363 E.28

E3365 E.28

E3366 E.28

E3367 E.29

E3368 E.29

E3369 E.29, E.111

E3370 E.30

E3400 E.29

E3401 E.31

E3402 E.31

E3405 E.31

E3414 E.30, E.70

E3415 E.30

E3419 E.30, E.73

E3420 E.31

E3421 E.30, E.111

E3430 E.31

E3500 E.31

E3501 E.32

E3515 E.32

E3516 E.32

E3550 B.31, E.32

E3580 E.32

E4170 E.33

E4171 E.33

E4172 E.33

E4174 E.33

E4175 E.33

E4177 E.33

E4178 E.35

E4179 E.35

E4180 E.36

E4190 E.36

E4192 E.36

E4194 E.36

E4200 E.37

E4230 E.40

E4240 E.39

E4260 E.40

E4261 E.39

E4262 E.39

E4264 E.39

E4270 E.40

E4302 E.43

E4305 E.43

E4325 E.43

E4359 E.36

E4365 E.37

E4367 E.36

E4415 E.39

E4450 E.44

E4452 E.44

E4454 E.44

E4500 E.34

E4505 E.34

E4506 E.34

E4507 E.35

E4508 E.38

E4509 E.34

E4510 E.37

E4511 E.34

E4512 E.34

E4513 E.34

E4514 E.37

E4515 E.37

E4516 E.38

E4517 E.41

E4518 E.41

E4519 E.40

E4520 E.43

E4521 E.40

E4522 E.41

E4524 E.43

E4525 E.37

E4527 E.37

E4542 E.40

E4543 E.41

E4545 E.41

E4550 E.42

E4607 E.41

E4608 E.41

E4609 E.42

E4610 E.40

E4615 E.42

E4701 E.45

E4702 E.46

E4703 E.46

E4710 E.38, E.45, E.89

E4711 E.47

E4712 E.45
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D9338 D.109

D9340 D.110

D9341 D.110

D9342 D.110

D9343 D.110

D9344 D.110

D9345 D.111

D9347 D.111

D9410 D.111

D9450 D.112

D9510 D.112

D9610 D.113

D9710 D.113

D9720 D.113

D9755 D.114

D9770 D.114

D9810 D.115

D9820 D.115

D9905 D.116

D9911 D.116

D9913 D.116

D9915 D.116

D9920 D.116

D9925 D.116

D9930 D.116

D9935 D.116

D9936 D.116

DSCOPE D.98

DSCOPEAP D.98

E0005 E.2

E0006 E.2

E0007 E.3, E.62, E.109, N.8

E0010 E.2

E0011 E.3

E0013 E.4

E0140 E.2

E0150 E.3

E0172 E.4

E0177 E.6

E0190 E.4, N.99

E0191 E.4

E0192 E.5, E.109

E0195 E.5

E0196 E.5, E.64

E0200 E.5, E.80

E0201 E.5

E0202 E.6, E.109

E0214 E.6, E.79

E0215 E.7

E0218 E.6

E0219 E.6

E0222 E.7

E0260 E.7

E0261 E.8, E.61, N.88

E0262 E.8, E.109

E0270 E.7

E0273 E.7

E0274 E.8

E0280 E.8

E0285 E.9

E0293 E.9

E0295 E.10

E0299 E.10

E0351 E.9

E0352 E.9

E1230 E.11

E1239 E.11

E1251 E.11

E1261 E.11

E1279 E.11

E1350 E.12

E1360 E.12

E1370 E.12

E1420 E.12

E1430 E.12

E1440 E.13

E1442 E.13

E1450 E.13, N.97

E1451 E.13, E.110

E1455 E.14

E1458 E.14

E1460 E.14

E1465 E.14

E1480 E.15, E.70

E1481 E.15, E.110

E2200 E.16

E2220 E.16

E2225 E.17

E2250 E.17

E2251 E.18

E2260 E.18

E2261 E.19

E2262 E.19

E2263 E.18

E2264 E.19

E2265 E.20

E2267 E.20

E2269 E.20

E2270 E.20

E2271 E.20

E2283 E.18

E2284 E.18

E2285 E.19

E2290 E.19

E2300 E.17

E2301 E.17

E2302 E.17, E.110

E2310 E.18

E2311 E.19

E2395 E.16

E2396 E.16

E2400 E.16

E2490 E.21

E2500 E.20

E2519 E.21

E2520 E.22

E2521 E.22, E.110

E2550 E.21, E.70

E2555 E.21, E.73

E2556 E.21, E.110

E2560 E.23

E2561 E.23, E.111

E2568 E.22

E2569 E.22

E2570 E.23

E2575 E.23

E2598 E.25

E2629 E.24

E2631 E.26

E2632 E.24

E2639 E.24

E2668 E.25

E2670 E.25

E2671 E.25

E2680 E.26

E2681 E.26

E2700 E.23

E2710 E.24

E3350 E.28

E3355 E.28

E3363 E.28

E3365 E.28

E3366 E.28

E3367 E.29

E3368 E.29

E3369 E.29, E.111

E3370 E.30

E3400 E.29

E3401 E.31

E3402 E.31

E3405 E.31

E3414 E.30, E.70

E3415 E.30

E3419 E.30, E.73

E3420 E.31

E3421 E.30, E.111

E3430 E.31

E3500 E.31

E3501 E.32

E3515 E.32

E3516 E.32

E3550 B.31, E.32

E3580 E.32

E4170 E.33

E4171 E.33

E4172 E.33

E4174 E.33

E4175 E.33

E4177 E.33

E4178 E.35

E4179 E.35

E4180 E.36

E4190 E.36

E4192 E.36

E4194 E.36

E4200 E.37

E4230 E.40

E4240 E.39

E4260 E.40

E4261 E.39

E4262 E.39

E4264 E.39

E4270 E.40

E4302 E.43

E4305 E.43

E4325 E.43

E4359 E.36

E4365 E.37

E4367 E.36

E4415 E.39

E4450 E.44

E4452 E.44

E4454 E.44

E4500 E.34

E4505 E.34

E4506 E.34

E4507 E.35

E4508 E.38

E4509 E.34

E4510 E.37

E4511 E.34

E4512 E.34

E4513 E.34

E4514 E.37

E4515 E.37

E4516 E.38

E4517 E.41

E4518 E.41

E4519 E.40

E4520 E.43

E4521 E.40

E4522 E.41

E4524 E.43

E4525 E.37

E4527 E.37

E4542 E.40

E4543 E.41

E4545 E.41

E4550 E.42

E4607 E.41

E4608 E.41

E4609 E.42

E4610 E.40

E4615 E.42

E4701 E.45

E4702 E.46

E4703 E.46

E4710 E.38, E.45, E.89

E4711 E.47

E4712 E.45
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E4713 E.45

E4714 E.45

E4717 E.46

E4718 E.46

E4719 E.46

E4720 E.47

E4746 E.46

E4748 E.47

E4749 E.47

E4752 E.47

E4766 E.47

E4767 E.48

E4768 E.48

E4769 E.48

E4793 E.48

E4796 E.48

E4799 E.48

E4816 E.49

E4817 E.49

E4819 E.49

E4845 E.49

E4847 E.49

E4849 E.49

E4860 E.50

E4868 E.50

E4871 E.50

E4880 E.51, E.113

E4890 E.51, E.111

E4892 E.51, E.112

E4894 E.53, E.113

E4903 E.52

E4904 E.53

E4905 E.52

E4906 E.52

E4907 E.52

E4908 E.53

E4909 E.54, E.112 E4912

E.55

E4913 E.54

E4914 E.55

E4918 E.55

E4920 E.55, E.113

E4924 E.56

E4925 E.56

E4926 E.57

E4928 E.56

E4929 E.54

E4931 E.56

E4955 E.50

E4990 E.57

E4995 E.57

E5000 E.58

E5020 E.58

E5100 E.58

E5120 E.59

E5300 E.59

E5320 E.59

E5340 E.59

E5400 E.58

E5410 E.60

E5420 E.58

E5430 E.58

E5460 E.59

E5470 E.59

E5475 E.59

E5476 E.60

E5477 E.60

E5480 E.58

E5485 E.59

E5500 E.61

E5502 E.61

E5505 E.62

E5507 E.62

E5560 E.63

E5565 E.63

E5567 E.64

E5569 E.63

E5571 E.64

E5572 E.64

E5630 E.63

E5640 E.63

E5645 E.65

E5650 E.65

E5690 E.66

E5700 E.66

E5730 E.64

E5750 E.67

E5760 E.68

E5765 E.68

E5770 E.69

E5777 E.68

E5779 E.68

E5781 E.69

E5783 E.68

E5785 E.69

E5810 E.66

E5812 E.66

E5813 E.66

E5814 E.66

E5815 E.67

E5818 E.67

E5820 E.67

E5845 E.70

E5846 E.70

E5847 E.70

E5848 E.72, E.114

E5850 E.71

E5851 E.71

E5852 E.71

E5855 E.71

E5857 E.71

E5858 E.71

E5860 E.15, E.71

E5863 E.67

E5870 E.72

E5872 E.72

E5874 E.72

E5880 E.74

E5881 E.74

E5889 E.72, F.50

E5890 E.73

E5894 E.73

E5896 E.74

E5897 E.65

E5898 E.65

E5900 E.65

E5905 E.74

E5910 E.75

E5912 E.75

E6080 E.75, E.114

E6082 E.75, E.114

E6084 E.76, E.114

E6091 E.77

E6092 E.77

E6100 E.76

E6105 E.76

E6115 E.76

E6135 E.76

E6140 E.77

E6145 E.77

E6150 E.77

E6160 E.78

E6165 E.78

E6170 E.78, E.115, N.85

E6175 E.78, E.115

E6180 E.79

E6185 E.79

E6190 E.79

E6630 E.80

E6660 E.80

E6690 E.80

E6695 E.80

E6696 E.81

E6697 E.81

E6698 E.81

E6705 E.84

E6706 E.84

E6707 E.85

E6708 E.82

E6709 E.83

E6710 E.82

E6712 E.83

E6713 E.82

E6714 E.84

E6715 E.82

E6716 E.85

E6717 E.86

E6718 E.86

E6719 E.86

E6720 E.86

E6721 E.87

E6722 E.87

E6723 E.87

E6724 E.88

E6725 E.88

E6726 E.88

E6728 E.88

E6730 E.85

E6735 E.89

E7245 E.95

E7248 E.91

E7250 E.91

E7260 E.91

E7270 E.91

E7275 E.91

E7280 E.92

E7290 E.92

E7295 E.92

E7316 E.94

E7318 E.94

E7320 E.93

E7330 E.90

E7338 E.90

E7340 E.90

E7352 E.90

E7354 E.91

E7356 E.90

E7361 E.91

E7364 E.92

E7365 E.92

E7367 E.92

E7380 E.93

E7381 E.94

E7382 E.94

E7383 E.94

E7385 E.95

E7390 E.93

E7395 E.93

E7398 E.93

E7399 E.90

E7401 E.95

E7408 E.95

E7410 E.95

E7412 E.95

E7418 E.95

E7420 E.96

E7424 E.96

E7425 E.96

E7429 E.96

E7430 E.96

E7490 E.96

E7495 E.96

E7498 E.97

E7500 E.97

E7514 E.97

E7515 E.97

E7516 E.97

E7518 E.97

E7520 E.97

E7521 E.98
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E4713 E.45

E4714 E.45

E4717 E.46

E4718 E.46

E4719 E.46

E4720 E.47

E4746 E.46

E4748 E.47

E4749 E.47

E4752 E.47

E4766 E.47

E4767 E.48

E4768 E.48

E4769 E.48

E4793 E.48

E4796 E.48

E4799 E.48

E4816 E.49

E4817 E.49

E4819 E.49

E4845 E.49

E4847 E.49

E4849 E.49

E4860 E.50

E4868 E.50

E4871 E.50

E4880 E.51, E.113

E4890 E.51, E.111

E4892 E.51, E.112

E4894 E.53, E.113

E4903 E.52

E4904 E.53

E4905 E.52

E4906 E.52

E4907 E.52

E4908 E.53

E4909 E.54, E.112 E4912

E.55

E4913 E.54

E4914 E.55

E4918 E.55

E4920 E.55, E.113

E4924 E.56

E4925 E.56

E4926 E.57

E4928 E.56

E4929 E.54

E4931 E.56

E4955 E.50

E4990 E.57

E4995 E.57

E5000 E.58

E5020 E.58

E5100 E.58

E5120 E.59

E5300 E.59

E5320 E.59

E5340 E.59

E5400 E.58

E5410 E.60

E5420 E.58

E5430 E.58

E5460 E.59

E5470 E.59

E5475 E.59

E5476 E.60

E5477 E.60

E5480 E.58

E5485 E.59

E5500 E.61

E5502 E.61

E5505 E.62

E5507 E.62

E5560 E.63

E5565 E.63

E5567 E.64

E5569 E.63

E5571 E.64

E5572 E.64

E5630 E.63

E5640 E.63

E5645 E.65

E5650 E.65

E5690 E.66

E5700 E.66

E5730 E.64

E5750 E.67

E5760 E.68

E5765 E.68

E5770 E.69

E5777 E.68

E5779 E.68

E5781 E.69

E5783 E.68

E5785 E.69

E5810 E.66

E5812 E.66

E5813 E.66

E5814 E.66

E5815 E.67

E5818 E.67

E5820 E.67

E5845 E.70

E5846 E.70

E5847 E.70

E5848 E.72, E.114

E5850 E.71

E5851 E.71

E5852 E.71

E5855 E.71

E5857 E.71

E5858 E.71

E5860 E.15, E.71

E5863 E.67

E5870 E.72

E5872 E.72

E5874 E.72

E5880 E.74

E5881 E.74

E5889 E.72, F.50

E5890 E.73

E5894 E.73

E5896 E.74

E5897 E.65

E5898 E.65

E5900 E.65

E5905 E.74

E5910 E.75

E5912 E.75

E6080 E.75, E.114

E6082 E.75, E.114

E6084 E.76, E.114

E6091 E.77

E6092 E.77

E6100 E.76

E6105 E.76

E6115 E.76

E6135 E.76

E6140 E.77

E6145 E.77

E6150 E.77

E6160 E.78

E6165 E.78

E6170 E.78, E.115, N.85

E6175 E.78, E.115

E6180 E.79

E6185 E.79

E6190 E.79

E6630 E.80

E6660 E.80

E6690 E.80

E6695 E.80

E6696 E.81

E6697 E.81

E6698 E.81

E6705 E.84

E6706 E.84

E6707 E.85

E6708 E.82

E6709 E.83

E6710 E.82

E6712 E.83

E6713 E.82

E6714 E.84

E6715 E.82

E6716 E.85

E6717 E.86

E6718 E.86

E6719 E.86

E6720 E.86

E6721 E.87

E6722 E.87

E6723 E.87

E6724 E.88

E6725 E.88

E6726 E.88

E6728 E.88

E6730 E.85

E6735 E.89

E7245 E.95

E7248 E.91

E7250 E.91

E7260 E.91

E7270 E.91

E7275 E.91

E7280 E.92

E7290 E.92

E7295 E.92

E7316 E.94

E7318 E.94

E7320 E.93

E7330 E.90

E7338 E.90

E7340 E.90

E7352 E.90

E7354 E.91

E7356 E.90

E7361 E.91

E7364 E.92

E7365 E.92

E7367 E.92

E7380 E.93

E7381 E.94

E7382 E.94

E7383 E.94

E7385 E.95

E7390 E.93

E7395 E.93

E7398 E.93

E7399 E.90

E7401 E.95

E7408 E.95

E7410 E.95

E7412 E.95

E7418 E.95

E7420 E.96

E7424 E.96

E7425 E.96

E7429 E.96

E7430 E.96

E7490 E.96

E7495 E.96

E7498 E.97

E7500 E.97

E7514 E.97

E7515 E.97

E7516 E.97

E7518 E.97

E7520 E.97

E7521 E.98
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E7522 E.98

E7523 E.98

E7525 E.102

E7536 E.99

E7538 E.99

E7540 E.99

E7560 E.99

E7570 E.99

E7575 E.100

E7580 E.100

E7582 E.100

E7584 E.100

E7586 E.100

E7590 E.101

E7592 E.101

E7594 E.101

E7596 E.101

E7600 E.101

E7630 E.102

E7700 E.102

E7709 E.102

E7710 E.102

E7722 E.102

E8220 E.103

E8225 E.103

E8230 E.104, F.58, N.63

E8235 E.104

E8237 E.104

E8239 E.104

E8241 E.105

E8243 E.105

E8245 E.105

E8247 E.105

E8250 E.108

E8255 E.108

E8315 E.106

E8320 E.106

E8322 E.106

E8324 E.106

E8326 E.107

E8328 E.107

E8330 E.107

E8400 E.108

E8520 E.118

E8522 E.118

E8530 E.119

E8540 E.120

E8550 E.121

F0090 F.2

F0101 F.2

F0110 F.2

F0115 F.3

F0116 F.3

F0117 F.3

F0140 F.2

F0142 F.2

F0205 F.3

F0218 F.6

F0219 F.6

F0230 F.4

F0235 F.8

F0236 F.9

F0237 F.4

F0238 F.4

F0239 F.4

F0245 F.5, F.30

F0247 F.5

F0248 F.5

F0255 F.5

F0275 F.5

F0276 F.6

F0278 E.44, F.7

F0279 F.7

F0281 F.7

F0282 F.6

F0283 F.6

F0285 F.6

F0290 F.7

F0300 E.115, F.11

F0310 E.115, F.11

F0347 F.8

F0351 F.8

F0355 F.4

F0360 F.8

F0362 F.3

F0364 F.3

F0365 F.4

F0367 F.8

F0371 F.9

F0372 F.9

F0375 F.8

F0385 F.9

F0390 F.10

F0394 F.9

F0395 F.9

F0401 F.10

F0402 F.10

F0405 F.10

F0406 F.10

F0410 F.11

F0411 F.11

F0415 F.11

F0416 E.116, F.12

F0428 F.12

F0430 F.12

F0431 E.116, F.12

F0448 F.12

F0455 F.13

F0456 E.116, F.13

F0468 F.13

F0470 F.13

F0475 F.14

F0476 E.116, F.14

F0488 F.14

F0490 F.14

F0510 F.16

F0526 F.18

F0540 F.17

F0547 F.16

F0548 F.17

F0549 F.17

F0551 F.16

F0552 F.16

F0555 F.16

F0564 F.18

F0565 F.18

F0575 F.18

F0577 F.18

F0578 F.17

F0580 F.19

F0581 F.19

F0597 F.19

F0598 F.19

F0600 F.17

F0601 F.19

F0603 F.16

F0625 F.20

F0671 F.20

F0675 F.20

F0690 F.20

F0701 F.20

F0711 F.20

F1010 F.21

F1011 F.21

F1012 F.21

F1013 F.21

F1015 F.21

F1016 F.21

F1017 F.22

F1018 F.22

F1019 F.22

F1020 F.22

F1025 F.22

F1030 F.23

F1031 F.23

F1035 F.23

F1036 F.23

F1038 F.24

F1040 F.24

F1041 F.24

F1042 F.24

F1050 F.24

F1051 F.25

F1052 F.25

F1070 F.25

F1075 F.25

F1080 F.25

F1082 F.25

F1084 F.26

F1190 F.26

F1195 F.26

F1197 F.26

F1198 F.26

F1209 F.26

F1211 F.27

F1215 F.27

F1216 F.27

F1217 F.27

F1218 F.27

F1220 F.28

F1225 F.27

F1268 F.28

F1290 F.28

F1299 F.28

F1300 F.28

F1310 F.29

F1312 F.29

F1315 F.29

F1320 F.29

F1400 F.30

F1410 F.30

F1420 F.30

F1440 F.30

F1458 F.30

F1468 F.30

F1601 F.36

F1605 F.36

F1608 F.35

F1609 F.36

F1610 F.36

F1612 F.31

F1613 F.37

F1614 F.36

F1615 F.37

F1616 F.37

F1617 F.37

F1618 F.37

F1619 F.39

F1620 F.39

F1622 F.39

F1624 F.40

F1626 F.40

F1630 F.40

F1632 F.40

F1640 F.39

F1645 F.38

F1648 F.38

F1650 F.39

F1652 F.38

F1654 F.38

F1656 F.38

F1690 F.31

F1705 F.31

F1708 F.32

F1735 F.32

F1736 F.32

F1737 F.33

F1738 F.33

F1739 F.33

F1745 E.44, F.33
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E7522 E.98

E7523 E.98

E7525 E.102

E7536 E.99

E7538 E.99

E7540 E.99

E7560 E.99

E7570 E.99

E7575 E.100

E7580 E.100

E7582 E.100

E7584 E.100

E7586 E.100

E7590 E.101

E7592 E.101

E7594 E.101

E7596 E.101

E7600 E.101

E7630 E.102

E7700 E.102

E7709 E.102

E7710 E.102

E7722 E.102

E8220 E.103

E8225 E.103

E8230 E.104, F.58, N.63

E8235 E.104

E8237 E.104

E8239 E.104

E8241 E.105

E8243 E.105

E8245 E.105

E8247 E.105

E8250 E.108

E8255 E.108

E8315 E.106

E8320 E.106

E8322 E.106

E8324 E.106

E8326 E.107

E8328 E.107

E8330 E.107

E8400 E.108

E8520 E.118

E8522 E.118

E8530 E.119

E8540 E.120

E8550 E.121

F0090 F.2

F0101 F.2

F0110 F.2

F0115 F.3

F0116 F.3

F0117 F.3

F0140 F.2

F0142 F.2

F0205 F.3

F0218 F.6

F0219 F.6

F0230 F.4

F0235 F.8

F0236 F.9

F0237 F.4

F0238 F.4

F0239 F.4

F0245 F.5, F.30

F0247 F.5

F0248 F.5

F0255 F.5

F0275 F.5

F0276 F.6

F0278 E.44, F.7

F0279 F.7

F0281 F.7

F0282 F.6

F0283 F.6

F0285 F.6

F0290 F.7

F0300 E.115, F.11

F0310 E.115, F.11

F0347 F.8

F0351 F.8

F0355 F.4

F0360 F.8

F0362 F.3

F0364 F.3

F0365 F.4

F0367 F.8

F0371 F.9

F0372 F.9

F0375 F.8

F0385 F.9

F0390 F.10

F0394 F.9

F0395 F.9

F0401 F.10

F0402 F.10

F0405 F.10

F0406 F.10

F0410 F.11

F0411 F.11

F0415 F.11

F0416 E.116, F.12

F0428 F.12

F0430 F.12

F0431 E.116, F.12

F0448 F.12

F0455 F.13

F0456 E.116, F.13

F0468 F.13

F0470 F.13

F0475 F.14

F0476 E.116, F.14

F0488 F.14

F0490 F.14

F0510 F.16

F0526 F.18

F0540 F.17

F0547 F.16

F0548 F.17

F0549 F.17

F0551 F.16

F0552 F.16

F0555 F.16

F0564 F.18

F0565 F.18

F0575 F.18

F0577 F.18

F0578 F.17

F0580 F.19

F0581 F.19

F0597 F.19

F0598 F.19

F0600 F.17

F0601 F.19

F0603 F.16

F0625 F.20

F0671 F.20

F0675 F.20

F0690 F.20

F0701 F.20

F0711 F.20

F1010 F.21

F1011 F.21

F1012 F.21

F1013 F.21

F1015 F.21

F1016 F.21

F1017 F.22

F1018 F.22

F1019 F.22

F1020 F.22

F1025 F.22

F1030 F.23

F1031 F.23

F1035 F.23

F1036 F.23

F1038 F.24

F1040 F.24

F1041 F.24

F1042 F.24

F1050 F.24

F1051 F.25

F1052 F.25

F1070 F.25

F1075 F.25

F1080 F.25

F1082 F.25

F1084 F.26

F1190 F.26

F1195 F.26

F1197 F.26

F1198 F.26

F1209 F.26

F1211 F.27

F1215 F.27

F1216 F.27

F1217 F.27

F1218 F.27

F1220 F.28

F1225 F.27

F1268 F.28

F1290 F.28

F1299 F.28

F1300 F.28

F1310 F.29

F1312 F.29

F1315 F.29

F1320 F.29

F1400 F.30

F1410 F.30

F1420 F.30

F1440 F.30

F1458 F.30

F1468 F.30

F1601 F.36

F1605 F.36

F1608 F.35

F1609 F.36

F1610 F.36

F1612 F.31

F1613 F.37

F1614 F.36

F1615 F.37

F1616 F.37

F1617 F.37

F1618 F.37

F1619 F.39

F1620 F.39

F1622 F.39

F1624 F.40

F1626 F.40

F1630 F.40

F1632 F.40

F1640 F.39

F1645 F.38

F1648 F.38

F1650 F.39

F1652 F.38

F1654 F.38

F1656 F.38

F1690 F.31

F1705 F.31

F1708 F.32

F1735 F.32

F1736 F.32

F1737 F.33

F1738 F.33

F1739 F.33

F1745 E.44, F.33
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F1746 F.34

F1747 F.34

F1748 F.33

F1749 F.34

F1750 F.31

F1751 F.34

F1752 F.31

F1753 F.32

F1758 F.35

F1760 F.35

F1761 F.35

F1770 F.34

F1795 F.35

F1798 F.35

F1838 F.40

F1840 F.41

F1842 F.41

F1844 F.41

F1846 F.41

F1848 F.41

F1860 F.42

F2197 F.42

F2198 F.42

F2199 F.43

F2200 F.43

F2201 F.43

F2202 F.43

F2205 F.42

F2210 F.42

F2300 F.43

F2301 F.44

F2302 F.44

F2303 F.44

F2310 F.44

F2311 F.44

F2318 F.45

F2320 F.44

F2321 F.45

F2322 F.45

F2323 F.45

F2324 F.45

F2325 F.45

F2340 F.46

F2350 F.46

F2365 F.46

F2381 F.47

F2400 F.47

F2450 F.47

F2460 F.47

F2470 F.47

F2480 F.47

F2490 F.47

F2492 F.48

F2493 F.48

F2497 F.48

F2500 F.48

F2504 F.49

F2505 F.49

F2510 F.49

F2600 F.50

F2620 F.50

F2625 F.49

F2630 F.49

F2660 F.50

F2670 F.50

F2675 E.117, F.49

F2680 F.50

F2699 F.50

F3250 F.51

F3265 F.51

F3280 F.52

F3281 F.52

F3283 F.53

F3285 F.53

F3290 F.51

F3300 F.51

F3315 F.51

F3319 F.52

F3325 F.52

F3328 F.52

F3420 F.54

F3421 F.54

F3515 F.54

F3516 F.54

F3520 F.54

F3525 F.54

F3526 F.54

F3530 F.55

F3540 F.55

F3555 F.55

F3558 F.55

F3570 F.55, F.23

F3572 F.55

F3573 F.55

F3574 F.56

F3575 F.56

F3595 F.56

F3597 F.56

F3600 F.56

F3601 F.57

F3602 F.57

F3603 F.57

F3610 F.57

F3620 F.57

F3630 F.57

F3651 F.58

F3652 F.58

F3660 F.59

F3679 F.59

F3680 F.59

F3699 F.59

F3700 F.59

F3710 F.59

F3715 F.59

F3720 F.60

F3725 F.60

F3730 F.60

F3740 F.60

F3745 F.61

F3748 F.61

F3770 F.61

F3780 F.61

F3785 F.62

F3800 F.61

F3860 F.61

F3895 F.62

F3898 F.62

F3900 F.62

F3910 F.62

F3920 F.62

F3925 F.62

F3930 F.63

F3935 F.63

F3940 F.63

F3945 F.63

F3950 F.63

F3960 F.64

F3965 F.64

F3970 F.64

F3975 F.64

F3980 F.64

F3990 F.64

F3995 F.64-F.65

F4000 F.65

F4005 F.65

F4010 F.65

F4015 F.65

F4020 F.65

F4030 F.65

F4035 F.65

F4040 F.66

F4041 F.66

F4045 F.66

F4050 F.66

F4055 F.66

F4100 F.67

F4130 F.67

F4140 F.67

F4160 F.67

F4170 F.67

F4200 F.69

F4201 F.69

F4205 F.68

F4210 F.68

F4220 F.68

F4230 F.68

F4240 F.68

F4250 F.68

F4260 F.68

F4270 F.68

F4280 F.69

F4290 F.69

F4291 F.69

F4292 F.69

F4295 F.69

F4300 F.70

F4310 F.70

F4409 F.71

F4419 F.71

F4445 F.71

F4449 F.71

F4451 F.71

F4479 F.72

F4488 F.72

F4489 F.72

F4499 F.72

F4516 F.72

F4519 F.73

F4549 F.73

F4561 F.73

F4562 F.73

F4565 F.74

F4570 F.74

F4575 F.74

F4580 F.74

F4585 F.74

F4590 F.74

F5100 F.75

F5110 F.75

F5200 F.76

F5210 F.76

F5230 F.76

F5250 F.77

F5290 E.117, F.75

F5292 E.117, F.76

F5295 F.77

F5300 E.38, F.77

F5301 F.77

F5330 F.78

F5335 F.78

F5349 F.78

F5351 F.78

F5352 F.80

F5355 F.79

F5370 F.78

F5375 F.78

F5378 F.79

F5380 F.79

F5390 F.75, F.77, F.79

F5400 F.79

F5430 F.80

F5431 F.80

F5450 F.80

F5460 F.80

F5465 F.80

F5475 F.81

F5476 F.81

F5481 F.81

F5599 F.81

F5609 F.81
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F1746 F.34

F1747 F.34

F1748 F.33

F1749 F.34

F1750 F.31

F1751 F.34

F1752 F.31

F1753 F.32

F1758 F.35

F1760 F.35

F1761 F.35

F1770 F.34

F1795 F.35

F1798 F.35

F1838 F.40

F1840 F.41

F1842 F.41

F1844 F.41

F1846 F.41

F1848 F.41

F1860 F.42

F2197 F.42

F2198 F.42

F2199 F.43

F2200 F.43

F2201 F.43

F2202 F.43

F2205 F.42

F2210 F.42

F2300 F.43

F2301 F.44

F2302 F.44

F2303 F.44

F2310 F.44

F2311 F.44

F2318 F.45

F2320 F.44

F2321 F.45

F2322 F.45

F2323 F.45

F2324 F.45

F2325 F.45

F2340 F.46

F2350 F.46

F2365 F.46

F2381 F.47

F2400 F.47

F2450 F.47

F2460 F.47

F2470 F.47

F2480 F.47

F2490 F.47

F2492 F.48

F2493 F.48

F2497 F.48

F2500 F.48

F2504 F.49

F2505 F.49

F2510 F.49

F2600 F.50

F2620 F.50

F2625 F.49

F2630 F.49

F2660 F.50

F2670 F.50

F2675 E.117, F.49

F2680 F.50

F2699 F.50

F3250 F.51

F3265 F.51

F3280 F.52

F3281 F.52

F3283 F.53

F3285 F.53

F3290 F.51

F3300 F.51

F3315 F.51

F3319 F.52

F3325 F.52

F3328 F.52

F3420 F.54

F3421 F.54

F3515 F.54

F3516 F.54

F3520 F.54

F3525 F.54

F3526 F.54

F3530 F.55

F3540 F.55

F3555 F.55

F3558 F.55

F3570 F.55, F.23

F3572 F.55

F3573 F.55

F3574 F.56

F3575 F.56

F3595 F.56

F3597 F.56

F3600 F.56

F3601 F.57

F3602 F.57

F3603 F.57

F3610 F.57

F3620 F.57

F3630 F.57

F3651 F.58

F3652 F.58

F3660 F.59

F3679 F.59

F3680 F.59

F3699 F.59

F3700 F.59

F3710 F.59

F3715 F.59

F3720 F.60

F3725 F.60

F3730 F.60

F3740 F.60

F3745 F.61

F3748 F.61

F3770 F.61

F3780 F.61

F3785 F.62

F3800 F.61

F3860 F.61

F3895 F.62

F3898 F.62

F3900 F.62

F3910 F.62

F3920 F.62

F3925 F.62

F3930 F.63

F3935 F.63

F3940 F.63

F3945 F.63

F3950 F.63

F3960 F.64

F3965 F.64

F3970 F.64

F3975 F.64

F3980 F.64

F3990 F.64

F3995 F.64-F.65

F4000 F.65

F4005 F.65

F4010 F.65

F4015 F.65

F4020 F.65

F4030 F.65

F4035 F.65

F4040 F.66

F4041 F.66

F4045 F.66

F4050 F.66

F4055 F.66

F4100 F.67

F4130 F.67

F4140 F.67

F4160 F.67

F4170 F.67

F4200 F.69

F4201 F.69

F4205 F.68

F4210 F.68

F4220 F.68

F4230 F.68

F4240 F.68

F4250 F.68

F4260 F.68

F4270 F.68

F4280 F.69

F4290 F.69

F4291 F.69

F4292 F.69

F4295 F.69

F4300 F.70

F4310 F.70

F4409 F.71

F4419 F.71

F4445 F.71

F4449 F.71

F4451 F.71

F4479 F.72

F4488 F.72

F4489 F.72

F4499 F.72

F4516 F.72

F4519 F.73

F4549 F.73

F4561 F.73

F4562 F.73

F4565 F.74

F4570 F.74

F4575 F.74

F4580 F.74

F4585 F.74

F4590 F.74

F5100 F.75

F5110 F.75

F5200 F.76

F5210 F.76

F5230 F.76

F5250 F.77

F5290 E.117, F.75

F5292 E.117, F.76

F5295 F.77

F5300 E.38, F.77

F5301 F.77

F5330 F.78

F5335 F.78

F5349 F.78

F5351 F.78

F5352 F.80

F5355 F.79

F5370 F.78

F5375 F.78

F5378 F.79

F5380 F.79

F5390 F.75, F.77, F.79

F5400 F.79

F5430 F.80

F5431 F.80

F5450 F.80

F5460 F.80

F5465 F.80

F5475 F.81

F5476 F.81

F5481 F.81

F5599 F.81

F5609 F.81
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F5621 F.81

F5630 F.82

F5650 F.82

F6235 F.82

F6237 F.82

F6239 F.82

F6240 F.83

F6242 F.83

F6250 F.83

F6259 F.83

F6260 F.84

F6262 F.84

F6299 F.84

F6309 F.84

F6500 F.85

F6510 F.85

F6520 F.85

F6530 F.85

F6540 F.86

F6600 F.87

F6611 F.86

F6615 F.86

F6620 F.86

F6623 F.86

F6633 F.87

F6644 F.87

F6645 F.87

F6650 F.87

F7000 F.88

F7005 F.88

F7010 F.88

F7020 F.89

F7021 F.89

F7150 F.88

F7155 E.60, F.90

F7157 F.90

F7159 F.91

F7160 F.91

F7162 F.91

F7165 F.92

F7170 F.92

F7175 F.92

F7180 F.92

F7184 F.93

F7185 F.93

F7186 F.93

F7187 F.93

F7188 F.93

F7189 F.93

F7190 F.94

F7220 F.89

F7230 F.96

F7232 F.96

F7234 F.96

F7236 F.96

F7290 F.94

F7291 F.94

F7292 F.94

F7300 F.95

F7310 F.95

F7320 F.95

F7321 F.96

F8000 F.95

F8005 F.95

F8201 F.97

F8212 A.107, F.97

F8230 F.98

F8239 F.97

F8240 F.97

F8245 F.97

F8265 F.98

F8270 A.115, F.98

F8280 F.98

F8298 F.99

F8299 F.99

F8300 F.99

F8309 F.99

F8310 F.99

F8319 F.99

F8320 F.99

F8340 F.100

F8350 F.100

F8360 F.100

F8380 F.100

F8387 F.101

F8398 F.101

F8399 F.101

F8400 F.101

F8409 F.101

F8450 F.102

F8460 F.102

F8480 F.102

F8701 F.104

F8709 F.104

F8805 F.105

F8806 F.105

F8807 F.105

F8808 F.105

F8812 F.106

F8813 F.106

F8827 F.107

F8828 F.107

F8830 F.107

F9001 F.108

F9003 F.108

F9005 F.108

F9007 F.108

F9009 F.108

F9013 F.109

F9017 F.109

F9021 F.109

F9031 F.109

F9032 F.110

F9034 F.110

F9040 F.110

F9045 F.110

F9050 F.111

F9052 F.111

F9053 F.111

F9055 F.111

F9057 F.111

F9070 F.111

F9071 F.111

F9072 F.112

F9075 F.112

F9100 F.112

F9105 F.112

F9110 F.112

F9115 F.113

F9116 F.112

F9119 F.113

F9120 F.113

F9122 E.38, F.113, N.125

F9125 F.115

F9126 F.115

F9133 F.113

F9135 F.114

F9140 F.114

F9142 F.114

F9146 F.114

F9147 F.114

F9148 F.114

F9154 F.115

F9155 F.115

F9160 F.116

F9161 F.116

F9200 F.116

F9210 F.116

F9211 F.116

F9220 F.117

F9230 F.117

F9235 F.117

F9250 F.117

F9300 F.117

F9305 F.118

F9310 F.117

F9315 F.73, F.118

F9330 F.118

F9331 F.119

F9335 F.119

F9340 F.119

F9341 F.119

F9400 F.120

F9405 F.120

F9409 F.120

F9410 F.120

F9420 F.120

F9500 F.121

F9501 F.121

F9502 F.121

F9503 F.121

F9505 F.121

F9506 F.121

F9515 F.121

F9520 F.121

F9610 F.121

F9612 F.122

F9630 F.122

F9708 F.122

F9709 F.122

F9718 F.122

F9719 F.122

F9730 F.123

F9740 F.123

F9745 F.123

F9747 F.123

F9800 F.123

F9813 F.123

F9820 F.123

F9830 F.124

F9850 F.124

F9860 F.124

F9870 F.124

G0207 G.2, N.35

G0215 G.2

G0220 G.2

G0307 G.3

G0312 G.3

G0317 G.3

G0325 G.3

G0330 G.3

G0335 G.4

G0350 G.4

G0405 G.4, N.10

G1205 G.7

G1214 G.5

G1215 G.6

G1218 G.5

G1219 G.6

G1224 G.6

G1230 G.6

G1235 G.7

G1240 G.7

G1245 G.8

G1250 G.8

G1251 G.8

G1300 G.8

G1310 G.9

G1410 G.9

G1415 G.9

G1416 G.9

G1421 G.10

G1426 G.10

G1431 G.10

G1441 G.10

G2000 G.10

G2100 G.11

G2120 G.11

G2125 G.11

G2130 G.11

ITEM PAG.ITEM PAG. ITEM PAG. ITEM PAG. ITEM PAG.
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F5621 F.81

F5630 F.82

F5650 F.82

F6235 F.82

F6237 F.82

F6239 F.82

F6240 F.83

F6242 F.83

F6250 F.83

F6259 F.83

F6260 F.84

F6262 F.84

F6299 F.84

F6309 F.84

F6500 F.85

F6510 F.85

F6520 F.85

F6530 F.85

F6540 F.86

F6600 F.87

F6611 F.86

F6615 F.86

F6620 F.86

F6623 F.86

F6633 F.87

F6644 F.87

F6645 F.87

F6650 F.87

F7000 F.88

F7005 F.88

F7010 F.88

F7020 F.89

F7021 F.89

F7150 F.88

F7155 E.60, F.90

F7157 F.90

F7159 F.91

F7160 F.91

F7162 F.91

F7165 F.92

F7170 F.92

F7175 F.92

F7180 F.92

F7184 F.93

F7185 F.93

F7186 F.93

F7187 F.93

F7188 F.93

F7189 F.93

F7190 F.94

F7220 F.89

F7230 F.96

F7232 F.96

F7234 F.96

F7236 F.96

F7290 F.94

F7291 F.94

F7292 F.94

F7300 F.95

F7310 F.95

F7320 F.95

F7321 F.96

F8000 F.95

F8005 F.95

F8201 F.97

F8212 A.107, F.97

F8230 F.98

F8239 F.97

F8240 F.97

F8245 F.97

F8265 F.98

F8270 A.115, F.98

F8280 F.98

F8298 F.99

F8299 F.99

F8300 F.99

F8309 F.99

F8310 F.99

F8319 F.99

F8320 F.99

F8340 F.100

F8350 F.100

F8360 F.100

F8380 F.100

F8387 F.101

F8398 F.101

F8399 F.101

F8400 F.101

F8409 F.101

F8450 F.102

F8460 F.102

F8480 F.102

F8701 F.104

F8709 F.104

F8805 F.105

F8806 F.105

F8807 F.105

F8808 F.105

F8812 F.106

F8813 F.106

F8827 F.107

F8828 F.107

F8830 F.107

F9001 F.108

F9003 F.108

F9005 F.108

F9007 F.108

F9009 F.108

F9013 F.109

F9017 F.109

F9021 F.109

F9031 F.109

F9032 F.110

F9034 F.110

F9040 F.110

F9045 F.110

F9050 F.111

F9052 F.111

F9053 F.111

F9055 F.111

F9057 F.111

F9070 F.111

F9071 F.111

F9072 F.112

F9075 F.112

F9100 F.112

F9105 F.112

F9110 F.112

F9115 F.113

F9116 F.112

F9119 F.113

F9120 F.113

F9122 E.38, F.113, N.125

F9125 F.115

F9126 F.115

F9133 F.113

F9135 F.114

F9140 F.114

F9142 F.114

F9146 F.114

F9147 F.114

F9148 F.114

F9154 F.115

F9155 F.115

F9160 F.116

F9161 F.116

F9200 F.116

F9210 F.116

F9211 F.116

F9220 F.117

F9230 F.117

F9235 F.117

F9250 F.117

F9300 F.117

F9305 F.118

F9310 F.117

F9315 F.73, F.118

F9330 F.118

F9331 F.119

F9335 F.119

F9340 F.119

F9341 F.119

F9400 F.120

F9405 F.120

F9409 F.120

F9410 F.120

F9420 F.120

F9500 F.121

F9501 F.121

F9502 F.121

F9503 F.121

F9505 F.121

F9506 F.121

F9515 F.121

F9520 F.121

F9610 F.121

F9612 F.122

F9630 F.122

F9708 F.122

F9709 F.122

F9718 F.122

F9719 F.122

F9730 F.123

F9740 F.123

F9745 F.123

F9747 F.123

F9800 F.123

F9813 F.123

F9820 F.123

F9830 F.124

F9850 F.124

F9860 F.124

F9870 F.124

G0207 G.2, N.35

G0215 G.2

G0220 G.2

G0307 G.3

G0312 G.3

G0317 G.3

G0325 G.3

G0330 G.3

G0335 G.4

G0350 G.4

G0405 G.4, N.10

G1205 G.7

G1214 G.5

G1215 G.6

G1218 G.5

G1219 G.6

G1224 G.6

G1230 G.6

G1235 G.7

G1240 G.7

G1245 G.8

G1250 G.8

G1251 G.8

G1300 G.8

G1310 G.9

G1410 G.9

G1415 G.9

G1416 G.9

G1421 G.10

G1426 G.10

G1431 G.10

G1441 G.10

G2000 G.10

G2100 G.11

G2120 G.11

G2125 G.11

G2130 G.11



GAMMA PAG.GAMMA PAG. GAMMA PAG. GAMMA PAG. GAMMA PAG.
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G2149 G.12

G2150 G.12

G2151 G.12

G2180 G.12

G2185 G.12

G2190 G.13

G2250 G.13

G2300 G.13, N.39

G2320 G.13

G2350 G.13

G2410 G.14

G2420 G.14

G2430 G.14

G2440 G.14

G2450 G.15

G2455 G.15

G2460 G.15

G3205 G.16

G3250 G.16

G3300 G.17

G3302 G.17

G3305 G.17

G3350 G.18

G3351 G.18

G3355 G.18

G3380 G.16

G3405 G.16

G3415 G.17

G3480 G.19, N.18

G3490 G.19, N.18

G3505 G.19

G3525 G.19

G3535 G.20

G3550 G.20, L.12

G3555 G.20, L.12

G3620 G.20

G3625 G.20

G3630 G.18

G3720 G.17

G4105 G.21, L.8

G4310 G.21

G4400 G.22

G4402 G.22

G4407 G.22

G4409 G.23

G4430 G.23

G4431 G.23

G4520 G.23

G4540 G.23

G4605 G.24

G4705 G.24

G4805 G.24

G4850 G.24

G4890 G.25

G4901 G.25

G4902 G.25

G4903 G.26

G4904 G.26

G4905 G.26, N.16

G4908 G.26

G4909 G.26

G4910 G.27

G4912 G.27

G4915 G.27

G4920 G.27

G4930 G.28

G5405 G.29

G5406 G.30, L.8

G5410 G.29

G5411 G.30

G5415 G.29

G5416 G.30

G5420 G.29

G5421 G.30

G5510 G.31

G5520 G.31

G5610 G.31

G5650 G.32

G5705 G.33

G5715 G.33

G5730 G.33

G5805 G.33

G5810 G.33

G5830 G.33

G5840 G.34

G5875 G.34

G5880 G.34

G5885 G.34

G5935 G.34

G6010 G.36

G6015 G.36

G6030 G.37

G6050 G.38

G6055 G.38

G6070 G.39

G6075 G.39

G6090 G.40

G6110 G.40

G6130 G.41

G6150 G.41

G6160 G.42

G6161 G.42

G6170 G.42

G6175 G.42

G6210 G.44

G6230 G.44

G6240 G.44

G6250 G.44

G6260 G.45

G6270 G.45

G6310 G.46

G6320 G.46

G6330 G.46

G6340 G.46

G6350 G.46

G6360 G.46

G7200 G.47, N.16

G7204 G.47

G7205 G.47

G7208 G.47, N.16

G7210 G.47

G7220 G.48

G7230 G.48

G7305 G.48

G7310 G.48

G7315 G.48

G7405 G.49

G7410 G.49

G7440 G.49, H.10

G7450 G.49

G7460 G.49

G7505 G.51

G7510 G.51

G7515 G.51

G7520 G.51

G7610 G.50

G7620 G.50

G7630 G.50

G7710 G.50

G7731 G.57

G7736 G.57

G7746 G.57

G7751 G.57

G7760 G.58

G7770 G.58

G7780 G.58

G7800 G.52

G7805 G.52

G7810 G.52

G7815 G.52

G7820 G.53

G7825 G.53

G7850 G.53

G7855 G.53

G7865 G.53

G7875 G.54

G7880 G.54

G7950 G.54

G7955 G.54

G7960 G.54

G7970 G.56

G7979 G.56

G7984 G.55

G7985 G.56

G8010 G.55

G8011 G.55

G8012 G.55

G8013 G.55

G8305 G.59

G8315 G.59

G8325 G.59

G8335 G.60

G8345 G.60

G8352 G.60

G8500 G.60

G8501 G.60

G8502 G.61

G8550 G.61

G8555 G.61

G8560 G.62

G8565 G.62

G8570 G.62

G8640 G.62

G8705 G.63

G8706 G.63

G8710 G.52

G8805 G.64

G8807 G.64

G8820 G.64

G8825 G.64

G8835 G.64

G9412 G.65

G9415 G.65

G9420 G.65

G9500 G.66

G9510 G.66

G9520 G.66

G9530 G.66

H0010 H.7

H0011 H.6

H0015 H.8

H0040 H.9

H0125 H.10

H0210 H.5

H1160 H.12

H1162 H.13

H1164 H.14

H1166 H.15

H1170 H.16

H1320 H.17

H1326 H.17

H1331 H.19

H1340 H.18

H1350 H.18

H1420 H.19

H1450 H.20

H1452 H.20

H2010 H.22, H.38

H2013 H.23

H2015 H.21

H2020 H.21

H2030 H.23

H2045 H.22

H2055 H.23

H3266 H.31, N.68

H3510 H.25

H3515 H.24

H3530 H.29

H3540 H.24

H3545 H.25

ITEM PAG.ITEM PAG. ITEM PAG. ITEM PAG. ITEM PAG.

XXXVII

G2149 G.12

G2150 G.12

G2151 G.12

G2180 G.12

G2185 G.12

G2190 G.13

G2250 G.13

G2300 G.13, N.39

G2320 G.13

G2350 G.13

G2410 G.14

G2420 G.14

G2430 G.14

G2440 G.14

G2450 G.15

G2455 G.15

G2460 G.15

G3205 G.16

G3250 G.16

G3300 G.17

G3302 G.17

G3305 G.17

G3350 G.18

G3351 G.18

G3355 G.18

G3380 G.16

G3405 G.16

G3415 G.17

G3480 G.19, N.18

G3490 G.19, N.18

G3505 G.19

G3525 G.19

G3535 G.20

G3550 G.20, L.12

G3555 G.20, L.12

G3620 G.20

G3625 G.20

G3630 G.18

G3720 G.17

G4105 G.21, L.8

G4310 G.21

G4400 G.22

G4402 G.22

G4407 G.22

G4409 G.23

G4430 G.23

G4431 G.23

G4520 G.23

G4540 G.23

G4605 G.24

G4705 G.24

G4805 G.24

G4850 G.24

G4890 G.25

G4901 G.25

G4902 G.25

G4903 G.26

G4904 G.26

G4905 G.26, N.16

G4908 G.26

G4909 G.26

G4910 G.27

G4912 G.27

G4915 G.27

G4920 G.27

G4930 G.28

G5405 G.29

G5406 G.30, L.8

G5410 G.29

G5411 G.30

G5415 G.29

G5416 G.30

G5420 G.29

G5421 G.30

G5510 G.31

G5520 G.31

G5610 G.31

G5650 G.32

G5705 G.33

G5715 G.33

G5730 G.33

G5805 G.33

G5810 G.33

G5830 G.33

G5840 G.34

G5875 G.34

G5880 G.34

G5885 G.34

G5935 G.34

G6010 G.36

G6015 G.36

G6030 G.37

G6050 G.38

G6055 G.38

G6070 G.39

G6075 G.39

G6090 G.40

G6110 G.40

G6130 G.41

G6150 G.41

G6160 G.42

G6161 G.42

G6170 G.42

G6175 G.42

G6210 G.44

G6230 G.44

G6240 G.44

G6250 G.44

G6260 G.45

G6270 G.45

G6310 G.46

G6320 G.46

G6330 G.46

G6340 G.46

G6350 G.46

G6360 G.46

G7200 G.47, N.16

G7204 G.47

G7205 G.47

G7208 G.47, N.16

G7210 G.47

G7220 G.48

G7230 G.48

G7305 G.48

G7310 G.48

G7315 G.48

G7405 G.49

G7410 G.49

G7440 G.49, H.10

G7450 G.49

G7460 G.49

G7505 G.51

G7510 G.51

G7515 G.51

G7520 G.51

G7610 G.50

G7620 G.50

G7630 G.50

G7710 G.50

G7731 G.57

G7736 G.57

G7746 G.57

G7751 G.57

G7760 G.58

G7770 G.58

G7780 G.58

G7800 G.52

G7805 G.52

G7810 G.52

G7815 G.52

G7820 G.53

G7825 G.53

G7850 G.53

G7855 G.53

G7865 G.53

G7875 G.54

G7880 G.54

G7950 G.54

G7955 G.54

G7960 G.54

G7970 G.56

G7979 G.56

G7984 G.55

G7985 G.56

G8010 G.55

G8011 G.55

G8012 G.55

G8013 G.55

G8305 G.59

G8315 G.59

G8325 G.59

G8335 G.60

G8345 G.60

G8352 G.60

G8500 G.60

G8501 G.60

G8502 G.61

G8550 G.61

G8555 G.61

G8560 G.62

G8565 G.62

G8570 G.62

G8640 G.62

G8705 G.63

G8706 G.63

G8710 G.52

G8805 G.64

G8807 G.64

G8820 G.64

G8825 G.64

G8835 G.64

G9412 G.65

G9415 G.65

G9420 G.65

G9500 G.66

G9510 G.66

G9520 G.66

G9530 G.66

H0010 H.7

H0011 H.6

H0015 H.8

H0040 H.9

H0125 H.10

H0210 H.5

H1160 H.12

H1162 H.13

H1164 H.14

H1166 H.15

H1170 H.16

H1320 H.17

H1326 H.17

H1331 H.19

H1340 H.18

H1350 H.18

H1420 H.19

H1450 H.20

H1452 H.20

H2010 H.22, H.38

H2013 H.23

H2015 H.21

H2020 H.21

H2030 H.23

H2045 H.22

H2055 H.23

H3266 H.31, N.68

H3510 H.25

H3515 H.24

H3530 H.29

H3540 H.24

H3545 H.25
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H3560 H.24

H3609 H.26

H3615 H.26

H3618 H.27

H3619 H.27

H3622 H.28

H3623 H.29

H3624 H.28

H3625 H.30

H3626 H.28

H3627 H.28

H3629 H.29

H3631 H.8, H.26

H3635 H.30

H4000 H.33

H4040 H.32

H4045 H.32

H4110 H.36

H4131 H.35

H4132 H.35

H4133 H.35

H4134 H.35

H4137 H.35

H4150 H.34

H4151 H.34

H4155 H.34

H4210 H.34

H5405 H.38

H5412 H.38

H5415 H.39

H5418 H.39

H5422 H.39

H5430 H.40, N.70

H5457 H.40

H5466 H.40

H6060 H.41

H6070 H.41

H6080 H.41

H6085 H.42

H6093 H.42

H6094 H.42

H6095 H.43

H6097 H.43

H6098 H.43

J0005 J.2

J0007 J.2

J0010 J.3

J0015 J.3

J0020 J.3

J0025 J.4

J0030 J.4

J0040 J.4

J0050 J.5

J0060 J.4

J0070 J.4

J0091 J.5

J0092 J.5

J0110 J.6

J0111 J.6

J0115 J.7

J0118 J.5

J0120 J.7

J0130 J.7

J0140 J.7

J0175 J.7

J0180 J.7

J0300 J.10

J0301 J.9

J0302 J.9

J0410 J.8

J0420 J.8

J0430 J.8

J0440 J.8

J0450 J.8

J0470 J.8

J0480 J.8

J0500 J.8

J0510 J.9

J0515 J.9

J0520 J.9

J1110 J.10

J1120 J.10

J1210 J.10

J1220 J.10

J1230 J.10

J1240 J.11

J1242 J.11

J1260 J.11

J1270 J.11

J1410 J.12

J1420 J.12

J1423 J.12

J1428 J.13

J1430 J.13

J1433 J.13

J1438 J.13

J1439 J.13

J1440 J.14

J1510 J.14

J1520 J.14

J1530 J.14

J1540 J.15

J1570 J.15

J1610 J.15

J1620 J.15

J1630 J.16

J1640 J.16

J1710 J.16

J1720 J.16

J1730 J.17

J1740 J.17

J1760 J.17

J1805 J.17

J2120 J.18

J2140 J.18

J2150 J.18

J2160 J.18

J2168 J.26

J2170 J.26

J2175 J.26

J2220 J.25

J2221 J.24

J2224 J.23

J2420 J.27

J2430 J.27

J2432 J.27

J2435 J.27

J2440 J.27

J2450 J.30

J2455 J.30

J2460 J.30

J2465 J.30

J2510 J.35

J2615 J.33

J3038 J.29

J3040 J.29

J3045 J.29

J3310 J.54

J3320 J.54

J3330 J.54

J3335 J.54

J3338 J.55

J3350 J.28

J3355 J.28

J3510 J.34

J3515 J.31

J3518 J.32

J3520 J.32

J3525 J.32

J3530 J.32

J3540 J.34

J3545 J.33

J3552 J.33

J3560 J.33

J3565 J.33

J3620 J.34

J3640 J.35

J3650 J.35

J3670 J.62

J3680 J.34

J4030 J.31

J4040 J.31

J4050 J.19

J4052 J.19

J4055 J.19

J4060 J.19

J4062 J.20

J4064 J.20

J4065 J.20

J4066 J.20

J4067 J.21

J4068 J.25

J4070 J.25

J4072 J.25

J4076 J.21

J4080 J.21

J4082 J.22

J4083 J.22

J4084 J.22

J4085 J.24

J4086 J.24

J4087 J.24

J4088 J.23

J4089 J.22

J4090 J.23

J4092 J.23

J4096 J.19

J4097 J.21

J4110 J.36

J4111 J.36

J4120 J.36

J4122 J.36

J4125 J.36

J4130 J.38

J4131 J.38

J4132 J.38

J4134 J.38

J4135 J.38

J4136 J.38

J4137 J.39

J4138 J.39

J4139 J.39

J4140 J.39

J4145 J.39

J4146 J.40

J4150 J.40

J4160 J.40

J4161 J.40

J4170 J.41

J4180 J.41

J5110 J.42

J5210 J.44

J5220 J.42

J5225 J.43

J5229 J.43

J5231 J.43

J5240 J.43

J5310 J.43

J5415 J.42

J5420 J.44

J5421 J.44

J5422 J.44

J5425 J.44

J5430 J.45

J5435 J.45

J5440 J.45

J5445 J.45

J5450 J.45

J5490 J.46

J5491 J.46
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H3560 H.24

H3609 H.26

H3615 H.26

H3618 H.27

H3619 H.27

H3622 H.28

H3623 H.29

H3624 H.28

H3625 H.30

H3626 H.28

H3627 H.28

H3629 H.29

H3631 H.8, H.26

H3635 H.30

H4000 H.33

H4040 H.32

H4045 H.32

H4110 H.36

H4131 H.35

H4132 H.35

H4133 H.35

H4134 H.35

H4137 H.35

H4150 H.34

H4151 H.34

H4155 H.34

H4210 H.34

H5405 H.38

H5412 H.38

H5415 H.39

H5418 H.39

H5422 H.39

H5430 H.40, N.70

H5457 H.40

H5466 H.40

H6060 H.41

H6070 H.41

H6080 H.41

H6085 H.42

H6093 H.42

H6094 H.42

H6095 H.43

H6097 H.43

H6098 H.43

J0005 J.2

J0007 J.2

J0010 J.3

J0015 J.3

J0020 J.3

J0025 J.4

J0030 J.4

J0040 J.4

J0050 J.5

J0060 J.4

J0070 J.4

J0091 J.5

J0092 J.5

J0110 J.6

J0111 J.6

J0115 J.7

J0118 J.5

J0120 J.7

J0130 J.7

J0140 J.7

J0175 J.7

J0180 J.7

J0300 J.10

J0301 J.9

J0302 J.9

J0410 J.8

J0420 J.8

J0430 J.8

J0440 J.8

J0450 J.8

J0470 J.8

J0480 J.8

J0500 J.8

J0510 J.9

J0515 J.9

J0520 J.9

J1110 J.10

J1120 J.10

J1210 J.10

J1220 J.10

J1230 J.10

J1240 J.11

J1242 J.11

J1260 J.11

J1270 J.11

J1410 J.12

J1420 J.12

J1423 J.12

J1428 J.13

J1430 J.13

J1433 J.13

J1438 J.13

J1439 J.13

J1440 J.14

J1510 J.14

J1520 J.14

J1530 J.14

J1540 J.15

J1570 J.15

J1610 J.15

J1620 J.15

J1630 J.16

J1640 J.16

J1710 J.16

J1720 J.16

J1730 J.17

J1740 J.17

J1760 J.17

J1805 J.17

J2120 J.18

J2140 J.18

J2150 J.18

J2160 J.18

J2168 J.26

J2170 J.26

J2175 J.26

J2220 J.25

J2221 J.24

J2224 J.23

J2420 J.27

J2430 J.27

J2432 J.27

J2435 J.27

J2440 J.27

J2450 J.30

J2455 J.30

J2460 J.30

J2465 J.30

J2510 J.35

J2615 J.33

J3038 J.29

J3040 J.29

J3045 J.29

J3310 J.54

J3320 J.54

J3330 J.54

J3335 J.54

J3338 J.55

J3350 J.28

J3355 J.28

J3510 J.34

J3515 J.31

J3518 J.32

J3520 J.32

J3525 J.32

J3530 J.32

J3540 J.34

J3545 J.33

J3552 J.33

J3560 J.33

J3565 J.33

J3620 J.34

J3640 J.35

J3650 J.35

J3670 J.62

J3680 J.34

J4030 J.31

J4040 J.31

J4050 J.19

J4052 J.19

J4055 J.19

J4060 J.19

J4062 J.20

J4064 J.20

J4065 J.20

J4066 J.20

J4067 J.21

J4068 J.25

J4070 J.25

J4072 J.25

J4076 J.21

J4080 J.21

J4082 J.22

J4083 J.22

J4084 J.22

J4085 J.24

J4086 J.24

J4087 J.24

J4088 J.23

J4089 J.22

J4090 J.23

J4092 J.23

J4096 J.19

J4097 J.21

J4110 J.36

J4111 J.36

J4120 J.36

J4122 J.36

J4125 J.36

J4130 J.38

J4131 J.38

J4132 J.38

J4134 J.38

J4135 J.38

J4136 J.38

J4137 J.39

J4138 J.39

J4139 J.39

J4140 J.39

J4145 J.39

J4146 J.40

J4150 J.40

J4160 J.40

J4161 J.40

J4170 J.41

J4180 J.41

J5110 J.42

J5210 J.44

J5220 J.42

J5225 J.43

J5229 J.43

J5231 J.43

J5240 J.43

J5310 J.43

J5415 J.42

J5420 J.44

J5421 J.44

J5422 J.44

J5425 J.44

J5430 J.45

J5435 J.45

J5440 J.45

J5445 J.45

J5450 J.45

J5490 J.46

J5491 J.46
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J5495 J.46

J5500 J.46

J5520 J.46

J6111 J.48

J6114 J.48

J6116 J.48

J6150 J.49

J6250 J.49

J6270 J.49

J6310 J.49

J6320 J.49

J6410 J.50

J6415 J.50

J6420 J.50

J6430 J.50

J6435 J.50

J6439 J.51

J6450 J.51

J6515 J.51

J6520 J.51

J6530 J.51

J6700 J.52

J6705 J.52

J6710 J.52

J6712 J.52

J6715 J.52

J6810 J.53

J7120 J.53

J7122 J.53

J7124 J.53

J7210 J.55

J7215 J.55

J7220 J.55

J7225 J.56

J7226 J.56

J7310 J.56

J7315 J.56

J7320 J.56

J7420 J.57

J7430 J.57

J7435 J.57

J7510 J.58

J7515 J.58

J7520 J.58

J7530 J.58

J7531 J.59

J7540 J.59

J7550 J.59

J7560 J.59

J7590 J.60

J7800 J.60

J8110 J.60

J8120 J.60

J8130 J.61

J8140 J.61

J8210 J.61

J8220 J.61

J8230 J.61

J8310 J.62

J8320 J.62

J8330 J.62

J8410 J.62

J8510 J.63

J8515 J.63

K0480 K.3

K0550 K.3

K0595 K.4

K0600 K.4

K0610 K.5

K0615 K.5

K0618 K.5

K0620 K.6

K0621 K.6

K0680 K.2

K0700 K.2

K0750 K.2

K0840 K.2

K0880 K.4

K0890 K.4

K0910 K.3, M.87

K1120 K.8

K1200 K.8, M.5, M.79, N.73, P.20

K1201 K.8

K1202 K.9

K1203 K.9

K1204 K.9

K1205 K.9

K1206 K.10

K1207 K.10

K1208 K.10

K1615 K.10

K1620 K.11

K1640 K.11

K1645 K.11

K1680 K.11

K1701 K.12

K1706 K.12

K1715 K.12

K1720 K.12

K1730 K.13

K2100 H.27, J.26, K.15

K2100 M.76, N.3, N.67

K2110 K.15

K2113 J.57, K.17

K2120 K.15

K2125 K.16

K2130 K.16

K2140 K.16

K2150 K.17

K2170 K.16

K2211 K.18

K2212 K.19

K2213 K.19

K2215 K.18

K2216 K.18

K2225 K.22

K2228 K.19

K2230 K.19

K2280 K.27

K2300 K.22

K2310 A.99, C.67, E.119

K2310 K.20, M.81, N.21, P.45

K2311 E.107, K.20

K2313 K.21

K2314 K.21

K2315 K.21

K2316 K.21

K2317 K.22

K2320 F.66, K.25

K2321 K.22

K2323 K.24

K2324 K.23

K2325 K.24

K2327 K.23

K2328 C.89, F.46, F.60, K.23

K2330 K.25

K2335 K.23

K2340 G.32, K.25, K.38, P.50

K2400 K.26

K2402 K.26

K2404 K.26

K2410 K.27

K2500 K.28

K2502 K.28

K2512 K.29

K2513 K.29

K2515 K.29

K2520 K.30

K2610 K.30

K3100 K.31

K3102 K.31

K3103 K.32

K3110 K.32

K3200 K.33

K3202 K.33

K3205 K.33

K4005 K.34

K4006 K.34

K4102 K.34

K4103 K.35

K4104 G.7, K.35

K4105 K.35

K4107 K.37

K4108 K.35

K4120 K.36

K4121 K.36

K4122 K.36

K4125 K.36

K4130 K.37

K4132 K.37

K4139 K.37

K4155 G.4, K.38

K4156 K.38

K4157 K.38

K4160 K.38

K4200 K.39

K4205 M.7

K4206 K.39

K4300 K.39

K4301 K.40

K4305 K.40

K4306 K.40

K4320 K.40

K4325 K.40

K4330 K.41

K4340 K.41

K4345 K.41

K4346 K.41

K5200 K.43

K5205 K.43

K5207 K.43

K5210 K.43

K5215 K.44

K5220 K.44

K5225 K.43

K5226 K.44

K5300 K.43

K5310 K.44

K5320 K.44

K5335 K.45

K5336 K.45

K5340 K.44

K5350 K.45

K5380 K.46

K5400 K.46

K5401 K.46

K6000 K.50

K6010 K.50

K6100 K.50

K6115 K.49

K6116 K.49

K6130 K.47

K6135 K.47

K6136 K.47

K6137 K.47

K6138 K.48

K6200 K.48

K6210 K.48

K7000 K.51

K7002 K.51

K7005 K.51

K7006 K.51

K7200 K.50

L0010 L.2

L0011 L.2

L0015 L.4

L0050 L.2

L0051 L.2

L0052 L.3

L0053 L.3

ITEM PAG.ITEM PAG. ITEM PAG. ITEM PAG. ITEM PAG.

XXXIX

J5495 J.46

J5500 J.46

J5520 J.46

J6111 J.48

J6114 J.48

J6116 J.48

J6150 J.49

J6250 J.49

J6270 J.49

J6310 J.49

J6320 J.49

J6410 J.50

J6415 J.50

J6420 J.50

J6430 J.50

J6435 J.50

J6439 J.51

J6450 J.51

J6515 J.51

J6520 J.51

J6530 J.51

J6700 J.52

J6705 J.52

J6710 J.52

J6712 J.52

J6715 J.52

J6810 J.53

J7120 J.53

J7122 J.53

J7124 J.53

J7210 J.55

J7215 J.55

J7220 J.55

J7225 J.56

J7226 J.56

J7310 J.56

J7315 J.56

J7320 J.56

J7420 J.57

J7430 J.57

J7435 J.57

J7510 J.58

J7515 J.58

J7520 J.58

J7530 J.58

J7531 J.59

J7540 J.59

J7550 J.59

J7560 J.59

J7590 J.60

J7800 J.60

J8110 J.60

J8120 J.60

J8130 J.61

J8140 J.61

J8210 J.61

J8220 J.61

J8230 J.61

J8310 J.62

J8320 J.62

J8330 J.62

J8410 J.62

J8510 J.63

J8515 J.63

K0480 K.3

K0550 K.3

K0595 K.4

K0600 K.4

K0610 K.5

K0615 K.5

K0618 K.5

K0620 K.6

K0621 K.6

K0680 K.2

K0700 K.2

K0750 K.2

K0840 K.2

K0880 K.4

K0890 K.4

K0910 K.3, M.87

K1120 K.8

K1200 K.8, M.5, M.79, N.73, P.20

K1201 K.8

K1202 K.9

K1203 K.9

K1204 K.9

K1205 K.9

K1206 K.10

K1207 K.10

K1208 K.10

K1615 K.10

K1620 K.11

K1640 K.11

K1645 K.11

K1680 K.11

K1701 K.12

K1706 K.12

K1715 K.12

K1720 K.12

K1730 K.13

K2100 H.27, J.26, K.15

K2100 M.76, N.3, N.67

K2110 K.15

K2113 J.57, K.17

K2120 K.15

K2125 K.16

K2130 K.16

K2140 K.16

K2150 K.17

K2170 K.16

K2211 K.18

K2212 K.19

K2213 K.19

K2215 K.18

K2216 K.18

K2225 K.22

K2228 K.19

K2230 K.19

K2280 K.27

K2300 K.22

K2310 A.99, C.67, E.119

K2310 K.20, M.81, N.21, P.45

K2311 E.107, K.20

K2313 K.21

K2314 K.21

K2315 K.21

K2316 K.21

K2317 K.22

K2320 F.66, K.25

K2321 K.22

K2323 K.24

K2324 K.23

K2325 K.24

K2327 K.23

K2328 C.89, F.46, F.60, K.23

K2330 K.25

K2335 K.23

K2340 G.32, K.25, K.38, P.50

K2400 K.26

K2402 K.26

K2404 K.26

K2410 K.27

K2500 K.28

K2502 K.28

K2512 K.29

K2513 K.29

K2515 K.29

K2520 K.30

K2610 K.30

K3100 K.31

K3102 K.31

K3103 K.32

K3110 K.32

K3200 K.33

K3202 K.33

K3205 K.33

K4005 K.34

K4006 K.34

K4102 K.34

K4103 K.35

K4104 G.7, K.35

K4105 K.35

K4107 K.37

K4108 K.35

K4120 K.36

K4121 K.36

K4122 K.36

K4125 K.36

K4130 K.37

K4132 K.37

K4139 K.37

K4155 G.4, K.38

K4156 K.38

K4157 K.38

K4160 K.38

K4200 K.39

K4205 M.7

K4206 K.39

K4300 K.39

K4301 K.40

K4305 K.40

K4306 K.40

K4320 K.40

K4325 K.40

K4330 K.41

K4340 K.41

K4345 K.41

K4346 K.41

K5200 K.43

K5205 K.43

K5207 K.43

K5210 K.43

K5215 K.44

K5220 K.44

K5225 K.43

K5226 K.44

K5300 K.43

K5310 K.44

K5320 K.44

K5335 K.45

K5336 K.45

K5340 K.44

K5350 K.45

K5380 K.46

K5400 K.46

K5401 K.46

K6000 K.50

K6010 K.50

K6100 K.50

K6115 K.49

K6116 K.49

K6130 K.47

K6135 K.47

K6136 K.47

K6137 K.47

K6138 K.48

K6200 K.48

K6210 K.48

K7000 K.51

K7002 K.51

K7005 K.51

K7006 K.51

K7200 K.50

L0010 L.2

L0011 L.2

L0015 L.4

L0050 L.2

L0051 L.2

L0052 L.3

L0053 L.3
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L0054 L.3

L0055 L.4

L0070 L.4

L0072 L.4

L0080 L.5

L1006 L.5

L1010 L.5

L1013 L.5

L1020 L.6

L1022 L.6

L1160 L.6

L1165 L.7

L1166 L.7

L1190 L.6

L1202 L.8

L1203 L.8

L1204 L.8

L1250 L.8

L1301 L.9

L1302 L.9

L1303 L.9

L1304 L.9

L1305 L.10

L1307 L.10

L1309 L.10

L1320 L.10

L1325 L.11

L1410 L.11

L1502 L.11

L1504 L.11

L1550 L.12

L1551 L.12

L1600 L.13

L1700 L.13

L2100 L.13

L2105 L.13

L2200 L.14

L2210 L.14

L2216 L.25

L2220 L.14

L2230 L.15

L2240 L.15

L3100 L.16

L3101 L.16

L3105 L.16

L3110 L.16

L3115 L.16

L3120 L.17

L3150 L.17

L3151 L.17

L3152 L.18

L3155 L.17

L3156 L.17

L3160 L.18

L3162 L.18

L3165 L.18

L3166 L.18

L3167 L.18

L3168 L.19

L3169 L.19

L3200 L.19

L3205 L.19

L3210 L.19

L3220 L.19

L3230 L.20

L3300 L.20

L3305 L.20

L3330 L.20

L4200 L.21

L4205 L.21

L4210 L.21

L4250 L.21

L4251 L.22

L4253 L.22

L4255 L.22

L4258 L.22

L5100 L.29

L5103 L.23

L5105 L.29

L5109 L.26

L5110 L.29

L5111 L.26

L5114 L.23

L5115 L.29

L5116 L.23

L5117 L.26

L5118 L.24

L5119 L.24

L5120 L.29

L5121 L.24

L5122 L.24

L5124 L.27

L5125 L.30

L5130 L.30

L5132 L.25

L5133 L.25

L5136 L.26

L5140 L.26

L5150 L.31

L5152 L.31

L5154 L.31

L5156 L.31

L5158 L.31

L5160 L.31

L5162 L.32

L5164 L.32

L5170 L.32

L5200 L.32

L5208 L.27

L5210 L.32

L5215 L.27

L5220 L.33

L5225 L.27

L5230 L.33

L5250 L.28

L5260 L.33

L5300 L.33

L5301 L.23

L5310 L.33

L5400 L.34

L5410 L.34

L5411 L.27

L5415 L.27

L5420 L.28

L5425 L.28

L5430 L.28

L5435 L.28

L5440 L.28

L5445 L.28

L5500 L.34

L5501 L.30

L5505 L.34

L5510 L.35

L5515 L.35

L5520 L.36

L5525 L.36

L5530 L.36

L5535 L.37

L5570 L.37

L5600 L.34

L5605 L.35

L5610 L.35

L5615 L.35

L5620 L.36

L5625 L.36

L5630 L.37

L5635 L.37

L5710 L.38

L6300 L.39

L6305 L.39

L6330 L.39

L6335 L.39

M0005 M.3

M0012 M.4

M0015 M.5

M0910 M.7

M0920 M.7

M0930 M.7

M0950 M.7

M0960 M.7

M1010 M.11

M1015 M.13

M1020 M.15

M1030 M.17

M1040 M.19

M1045 M.21

M1210 M.21

M1220 M.22

M1230 M.23

M1250 M.9

M1310 M.27

M1320 M.29

M1330 M.31

M1340 M.33

M1410 M.34

M1450 M.6

M1600 M.36

M1610 M.25

M2000 M.37

M3010 M.38

M3015 M.40

M3020 M.41

M3025 M.40

M3030 M.41

M4070 M.42

M4080 M.42

M4510 M.43

M4520 M.43

M5005 M.44

M5008 M.45

M5010 M.46

M5020 M.46

M5510 M.47

M6010 M.48

M6015 M.48

M6020 M.48

M7010 M.49

M7015 M.49

M7020 M.50

M7022 M.50

M7025 M.52

M7028 M.52

M7030 M.54

M7035 M.54

M7040 M.53

M7042 M.53

M7045 M.51

M7047 M.51

M7050 M.55

M7055 M.55

M7210 M.56

M7220 M.56

M7223 M.57

M7225 M.57

M7310 M.58

M7320 M.59

M7325 M.60

M7330 M.60

M7335 M.60

M7340 M.61

M7350 M.61

M7355 M.61

M7360 M.62

M7365 M.62

M7370 M.62

ITEM PAG.ITEM PAG. ITEM PAG. ITEM PAG. ITEM PAG.

XL

L0054 L.3

L0055 L.4

L0070 L.4

L0072 L.4

L0080 L.5

L1006 L.5

L1010 L.5

L1013 L.5

L1020 L.6

L1022 L.6

L1160 L.6

L1165 L.7

L1166 L.7

L1190 L.6

L1202 L.8

L1203 L.8

L1204 L.8

L1250 L.8

L1301 L.9

L1302 L.9

L1303 L.9

L1304 L.9

L1305 L.10

L1307 L.10

L1309 L.10

L1320 L.10

L1325 L.11

L1410 L.11

L1502 L.11

L1504 L.11

L1550 L.12

L1551 L.12

L1600 L.13

L1700 L.13

L2100 L.13

L2105 L.13

L2200 L.14

L2210 L.14

L2216 L.25

L2220 L.14

L2230 L.15

L2240 L.15

L3100 L.16

L3101 L.16

L3105 L.16

L3110 L.16

L3115 L.16

L3120 L.17

L3150 L.17

L3151 L.17

L3152 L.18

L3155 L.17

L3156 L.17

L3160 L.18

L3162 L.18

L3165 L.18

L3166 L.18

L3167 L.18

L3168 L.19

L3169 L.19

L3200 L.19

L3205 L.19

L3210 L.19

L3220 L.19

L3230 L.20

L3300 L.20

L3305 L.20

L3330 L.20

L4200 L.21

L4205 L.21

L4210 L.21

L4250 L.21

L4251 L.22

L4253 L.22

L4255 L.22

L4258 L.22

L5100 L.29

L5103 L.23

L5105 L.29

L5109 L.26

L5110 L.29

L5111 L.26

L5114 L.23

L5115 L.29

L5116 L.23

L5117 L.26

L5118 L.24

L5119 L.24

L5120 L.29

L5121 L.24

L5122 L.24

L5124 L.27

L5125 L.30

L5130 L.30

L5132 L.25

L5133 L.25

L5136 L.26

L5140 L.26

L5150 L.31

L5152 L.31

L5154 L.31

L5156 L.31

L5158 L.31

L5160 L.31

L5162 L.32

L5164 L.32

L5170 L.32

L5200 L.32

L5208 L.27

L5210 L.32

L5215 L.27

L5220 L.33

L5225 L.27

L5230 L.33

L5250 L.28

L5260 L.33

L5300 L.33

L5301 L.23

L5310 L.33

L5400 L.34

L5410 L.34

L5411 L.27

L5415 L.27

L5420 L.28

L5425 L.28

L5430 L.28

L5435 L.28

L5440 L.28

L5445 L.28

L5500 L.34

L5501 L.30

L5505 L.34

L5510 L.35

L5515 L.35

L5520 L.36

L5525 L.36

L5530 L.36

L5535 L.37

L5570 L.37

L5600 L.34

L5605 L.35

L5610 L.35

L5615 L.35

L5620 L.36

L5625 L.36

L5630 L.37

L5635 L.37

L5710 L.38

L6300 L.39

L6305 L.39

L6330 L.39

L6335 L.39

M0005 M.3

M0012 M.4

M0015 M.5

M0910 M.7

M0920 M.7

M0930 M.7

M0950 M.7

M0960 M.7

M1010 M.11

M1015 M.13

M1020 M.15

M1030 M.17

M1040 M.19

M1045 M.21

M1210 M.21

M1220 M.22

M1230 M.23

M1250 M.9

M1310 M.27

M1320 M.29

M1330 M.31

M1340 M.33

M1410 M.34

M1450 M.6

M1600 M.36

M1610 M.25

M2000 M.37

M3010 M.38

M3015 M.40

M3020 M.41

M3025 M.40

M3030 M.41

M4070 M.42

M4080 M.42

M4510 M.43

M4520 M.43

M5005 M.44

M5008 M.45

M5010 M.46

M5020 M.46

M5510 M.47

M6010 M.48

M6015 M.48

M6020 M.48

M7010 M.49

M7015 M.49

M7020 M.50

M7022 M.50

M7025 M.52

M7028 M.52

M7030 M.54

M7035 M.54

M7040 M.53

M7042 M.53

M7045 M.51

M7047 M.51

M7050 M.55

M7055 M.55

M7210 M.56

M7220 M.56

M7223 M.57

M7225 M.57

M7310 M.58

M7320 M.59

M7325 M.60

M7330 M.60

M7335 M.60

M7340 M.61

M7350 M.61

M7355 M.61

M7360 M.62

M7365 M.62

M7370 M.62



GAMMA PAG.GAMMA PAG. GAMMA PAG. GAMMA PAG. GAMMA PAG.

XLI

M7410 M.63

M7415 M.63

M7420 M.63

M7440 M.64

M7445 M.64

M7450 M.64

M7460 M.64

M7470 M.65

M7475 M.65

M7480 M.65

M7485 M.65

M7490 M.65

M8020 M.66

M8030 M.68

M8040 M.69

M8050 M.70

M8060 M.71

M8065 M.72

M8100 M.88

M8104 M.88

M8110 M.73

M8120 M.74

M8130 M.75

M9002 M.77

M9005 M.76

M9006 M.76

M9007 M.77

M9008 M.84

M9009 M.77

M9010 M.84

M9114 M.84

M9115 M.85

M9125 M.85

M9135 M.85

M9210 M.82

M9220 M.82

M9230 M.83

M9235 M.83

M9240 M.83

M9245 M.83

M9250 M.82

M9255 M.82

M9310 M.78

M9312 M.80

M9320 M.78

M9321 M.79

M9322 M.80

M9323 M.81

M9352 M.86

M9362 M.86

M9363 M.87

M9365 M.88

M9375 M.89

M9376 M.89

M9377 M.90

M9378 M.90

N0026 N.71

N0027 N.71

N0028 N.71

N0031 N.71

N0033 N.71

N0035 N.71

N0036 N.71

N0038 N.71

N0039 N.71

N0042 N.71

N0043 N.71

N0045 N.71

N0046 N.71

N0048 N.71

N0051 N.67

N0052 N.68-N.70

N0360 N.4

N0380 N.2

N0438 N.3

N0442 N.4

N0510 N.5

N0520 N.5

N0530 N.5

N1010 N.6

N1015 N.6

N1020 N.6

N1025 N.6

N1035 N.6

N1040 N.6

N1300 N.8

N1310 N.8

N1315 N.8

N1490 N.7

N2290 N.9

N2292 N.9

N2294 N.9

N2295 N.10

N2299 N.10

N2310 N.10

N2315 N.11

N2325 N.11

N2335 N.12

N2345 N.12

N2355 N.13

N3102 N.14

N3104 N.14

N3106 N.14

N3108 N.14

N3109 N.14

N3110 N.15

N3116 N.15

N3118 N.15

N3120 N.15

N3121 N.16

N3200 N.17

N3205 N.17

N3210 N.18

N4011 N.20

N4013 N.20

N4020 N.20

N4021 N.21

N4026 N.21

N4054 N.22

N4055 N.22

N4057 N.22

N4059 N.23

N4060 N.24

N4063 N.23

N4064 N.25

N4065 N.25

N4066 N.25

N4080 N.26

N4081 N.26

N4090 N.26

N4094 N.26

N4095 N.26

N4096 N.23

N4098 N.27

N4099 N.27

N4100 N.28

N4101 N.24

N4103 N.28

N4109 N.28

N4110 N.28

N4111 N.29

N4120 N.29

N4122 N.29

N4130 N.30

N4131 N.30

N4133 N.30

N4140 N.31

N4143 N.31

N4205 N.32

N4208 N.32

N4210 N.32

N4212 N.33

N4215 N.33

N4217 N.33

N4218 N.34

N4220 N.34

N4221 N.34

N4224 N.35

N4230 N.35

N4232 N.36

N4236 N.36

N4240 N.37

N4241 N.37

N4242 N.37

N4243 N.37

N4251 N.38

N4252 N.38

N4253 N.38

N4260 N.39

N4261 N.39

N4265 N.40

N4270 N.40

N4303 N.40

N4305 N.41

N4307 N.41

N4308 N.41

N4310 N.42

N4401 N.42

N4501 N.42

N4520 N.43

N4601 N.43

N5050 N.36

N5055 N.42

N5101 N.44

N5102 N.44

N5103 N.44

N5104 N.44

N5105 N.44

N5106 N.44

N5107 N.44

N5108 N.44

N5111 N.47

N5112 N.47

N5113 N.47

N5114 N.47

N5120 N.44

N5121 N.44

N5122 N.45

N5123 N.45

N5124 N.45

N5125 N.45

N5126 N.45

N5130 N.45

N5131 N.45

N5132 N.45

N5140 N.45

N5141 N.45

N5150 N.46

N5160 N.46

N5161 N.46

N5170 N.46

N5180 N.46

N5181 N.46

N5190 N.46

N5191 N.46

N5201 N.49

N5202 N.49

N5203 N.49

N5204 N.49

N5210 N.50

N5211 N.50

N5215 N.50

N5216 N.50

N5220 N.51

N5221 N.51

N5223 N.51

N5230 N.51

N5231 N.51

N5233 N.52

N5234 N.52

ITEM PAG.ITEM PAG. ITEM PAG. ITEM PAG. ITEM PAG.

XLI

M7410 M.63

M7415 M.63

M7420 M.63

M7440 M.64

M7445 M.64

M7450 M.64

M7460 M.64

M7470 M.65

M7475 M.65

M7480 M.65

M7485 M.65

M7490 M.65

M8020 M.66

M8030 M.68

M8040 M.69

M8050 M.70

M8060 M.71

M8065 M.72

M8100 M.88

M8104 M.88

M8110 M.73

M8120 M.74

M8130 M.75

M9002 M.77

M9005 M.76

M9006 M.76

M9007 M.77

M9008 M.84

M9009 M.77

M9010 M.84

M9114 M.84

M9115 M.85

M9125 M.85

M9135 M.85

M9210 M.82

M9220 M.82

M9230 M.83

M9235 M.83

M9240 M.83

M9245 M.83

M9250 M.82

M9255 M.82

M9310 M.78

M9312 M.80

M9320 M.78

M9321 M.79

M9322 M.80

M9323 M.81

M9352 M.86

M9362 M.86

M9363 M.87

M9365 M.88

M9375 M.89

M9376 M.89

M9377 M.90

M9378 M.90

N0026 N.71

N0027 N.71

N0028 N.71

N0031 N.71

N0033 N.71

N0035 N.71

N0036 N.71

N0038 N.71

N0039 N.71

N0042 N.71

N0043 N.71

N0045 N.71

N0046 N.71

N0048 N.71

N0051 N.67

N0052 N.68-N.70

N0360 N.4

N0380 N.2

N0438 N.3

N0442 N.4

N0510 N.5

N0520 N.5

N0530 N.5

N1010 N.6

N1015 N.6

N1020 N.6

N1025 N.6

N1035 N.6

N1040 N.6

N1300 N.8

N1310 N.8

N1315 N.8

N1490 N.7

N2290 N.9

N2292 N.9

N2294 N.9

N2295 N.10

N2299 N.10

N2310 N.10

N2315 N.11

N2325 N.11

N2335 N.12

N2345 N.12

N2355 N.13

N3102 N.14

N3104 N.14

N3106 N.14

N3108 N.14

N3109 N.14

N3110 N.15

N3116 N.15

N3118 N.15

N3120 N.15

N3121 N.16

N3200 N.17

N3205 N.17

N3210 N.18

N4011 N.20

N4013 N.20

N4020 N.20

N4021 N.21

N4026 N.21

N4054 N.22

N4055 N.22

N4057 N.22

N4059 N.23

N4060 N.24

N4063 N.23

N4064 N.25

N4065 N.25

N4066 N.25

N4080 N.26

N4081 N.26

N4090 N.26

N4094 N.26

N4095 N.26

N4096 N.23

N4098 N.27

N4099 N.27

N4100 N.28

N4101 N.24

N4103 N.28

N4109 N.28

N4110 N.28

N4111 N.29

N4120 N.29

N4122 N.29

N4130 N.30

N4131 N.30

N4133 N.30

N4140 N.31

N4143 N.31

N4205 N.32

N4208 N.32

N4210 N.32

N4212 N.33

N4215 N.33

N4217 N.33

N4218 N.34

N4220 N.34

N4221 N.34

N4224 N.35

N4230 N.35

N4232 N.36

N4236 N.36

N4240 N.37

N4241 N.37

N4242 N.37

N4243 N.37

N4251 N.38

N4252 N.38

N4253 N.38

N4260 N.39

N4261 N.39

N4265 N.40

N4270 N.40

N4303 N.40

N4305 N.41

N4307 N.41

N4308 N.41

N4310 N.42

N4401 N.42

N4501 N.42

N4520 N.43

N4601 N.43

N5050 N.36

N5055 N.42

N5101 N.44

N5102 N.44

N5103 N.44

N5104 N.44

N5105 N.44

N5106 N.44

N5107 N.44

N5108 N.44

N5111 N.47

N5112 N.47

N5113 N.47

N5114 N.47

N5120 N.44

N5121 N.44

N5122 N.45

N5123 N.45

N5124 N.45

N5125 N.45

N5126 N.45

N5130 N.45

N5131 N.45

N5132 N.45

N5140 N.45

N5141 N.45

N5150 N.46

N5160 N.46

N5161 N.46

N5170 N.46

N5180 N.46

N5181 N.46

N5190 N.46

N5191 N.46

N5201 N.49

N5202 N.49

N5203 N.49

N5204 N.49

N5210 N.50

N5211 N.50

N5215 N.50

N5216 N.50

N5220 N.51

N5221 N.51

N5223 N.51

N5230 N.51

N5231 N.51

N5233 N.52

N5234 N.52



GAMMA PAG.GAMMA PAG. GAMMA PAG. GAMMA PAG. GAMMA PAG.

XLII

N5240 N.52

N5241 N.53

N5242 N.53

N5245 N.54

N5247 N.54

N5248 N.55

N5249 N.55

N5250 N.55

N5252 N.56

N5253 N.56

N5260 N.56

N5270 N.57

N5272 N.57

N5273 N.58

N5274 N.58

N5276 N.58

N5277 N.58

N5278 N.59

N5280 N.59

N5285 N.60

N5290 N.60

N5291 N.60

N5293 N.60

N5301 N.61

N5302 N.61

N5305 N.62

N5306 N.62

N5350 N.63

N5351 N.63

N5352 N.63

N5353 N.63

N5900 N.64

N5910 N.64

N5920 N.64

N5930 N.64

N5980 N.65

N5990 N.65

N5995 N.65

N5997 N.65

N6005 N.66

N6008 H.25, N.66

N6010 N.67

N6015 N.68

N6018 N.69

N6020 N.70

N6055 N.72

N6057 N.72

N6060 N.73

N6065 N.73

N6800 N.74

N6801 N.74

N6802 N.74

N6810 N.74

N6811 N.74

N6812 N.74

N6850 N.75

N6851 N.75

N6860 N.75

N6861 N.75

N6862 N.75

N6870 N.75

N6880 N.76

N6900 N.76

N6910 N.76

N6911 N.76

N6912 N.76

N6920 N.77

N6921 N.77

N6950 N.77

N6953 N.77

N6955 N.77

N6960 N.78

N6962 N.78

N6970 N.78

N7010 N.80

N7011 N.80

N7045 N.79

N7046 N.79

N7047 N.79

N7050 N.79

N7052 N.79

N7060 N.81

N7065 N.81

N7069 N.82

N7070 N.81

N7079 E.10, N.82

N7080 N.82

N7081 N.83

N7082 N.83

N7084 N.83

N7085 N.83

N7086 N.83

N7088 N.82

N7090 N.84

N7092 N.84

N7094 N.84

N7100 N.85

N7103 N.85

N7115 N.86

N7116 N.86

N7123 N.86

N8010 N.87

N8011 N.87

N8012 N.88

N8030 N.90

N8032 N.90

N8035 N.91

N8040 N.91

N8045 N.92

N8050 N.92

N8055 N.93

N8060 N.93

N8065 N.94

N8070 N.94

N8075 N.95

N8080 N.95

N8082 N.96

N8085 N.96

N8090 N.97

N8101 N.98

N8102 N.98

N8103 N.98

N8104 N.98

N8105 N.99

N8110 N.99

N8111 N.99

N8205 N.111

N8207 N.111

N8210 N.112

N8215 N.112

N8220 N.113

N8225 N.114

N8230 N.115

N8350 N.100

N8355 N.100

N8358 N.100

N8360 N.101

N8365 N.101

N8368 N.101

N8400 N.102

N8410 N.102

N8412 N.102

N8420 N.103

N8430 N.103

N8435 N.103

N8440 N.104

N8441 N.104

N8445 N.104

N8500 N.105

N8510 N.105

N8520 N.105

N8530 N.106

N8600 N.107

N8601 N.107

N8610 N.108

N8630 N.108

N8650 N.109

N8670 N.109

N8690 N.109

N8701 N.116

N8704 N.116

N8711 N.117

N8714 N.117

N8718 N.117

N8719 N.117

N8722 N.118

N8731 N.118

N8732 N.118

N8734 N.118

N8746 N.119

N8751 N.119

N8756 N.119

N8757 N.119

N8758 N.120

N8759 N.120

N8761 N.120

N8771 N.120

N8772 N.121

N8781 N.121

N8783 N.122

N8785 N.122

N8787 N.122

N8850 N.123

N8855 N.123

N8860 N.123

N8870 N.123

N9100 N.124

N9115 N.124

N9131 N.124

N9135 N.124

N9136 N.124

N9140 N.125

N9142 N.124

N9159 N.125

N9180 N.125

N9210 N.127

N9220 N.127

N9230 N.127

N9256 N.128

N9270 N.128

N9280 N.129

N9281 N.129

N9284 N.126

N9285 N.126

N9286 N.126

N9288 N.127

N9290 N.129

N9291 N.129

N9295 N.128

N9296 N.128

N9300 N.130

N9310 N.130

N9320 N.130

N9340 N.130

N9350 N.130

N9360 N.131

N9370 N.130

N9400 N.131

N9410 N.131

N9420 N.131

N9422 N.131

N9430 N.132

N9440 N.132

N9450 N.132

N9501 N.132

N9520 N.133

N9560 N.133

N9575 N.133

P0011 P.2

P0015 P.2

ITEM PAG.ITEM PAG. ITEM PAG. ITEM PAG. ITEM PAG.

XLII

N5240 N.52

N5241 N.53

N5242 N.53

N5245 N.54

N5247 N.54

N5248 N.55

N5249 N.55

N5250 N.55

N5252 N.56

N5253 N.56

N5260 N.56

N5270 N.57

N5272 N.57

N5273 N.58

N5274 N.58

N5276 N.58

N5277 N.58

N5278 N.59

N5280 N.59

N5285 N.60

N5290 N.60

N5291 N.60

N5293 N.60

N5301 N.61

N5302 N.61

N5305 N.62

N5306 N.62

N5350 N.63

N5351 N.63

N5352 N.63

N5353 N.63

N5900 N.64

N5910 N.64

N5920 N.64

N5930 N.64

N5980 N.65

N5990 N.65

N5995 N.65

N5997 N.65

N6005 N.66

N6008 H.25, N.66

N6010 N.67

N6015 N.68

N6018 N.69

N6020 N.70

N6055 N.72

N6057 N.72

N6060 N.73

N6065 N.73

N6800 N.74

N6801 N.74

N6802 N.74

N6810 N.74

N6811 N.74

N6812 N.74

N6850 N.75

N6851 N.75

N6860 N.75

N6861 N.75

N6862 N.75

N6870 N.75

N6880 N.76

N6900 N.76

N6910 N.76

N6911 N.76

N6912 N.76

N6920 N.77

N6921 N.77

N6950 N.77

N6953 N.77

N6955 N.77

N6960 N.78

N6962 N.78

N6970 N.78

N7010 N.80

N7011 N.80

N7045 N.79

N7046 N.79

N7047 N.79

N7050 N.79

N7052 N.79

N7060 N.81

N7065 N.81

N7069 N.82

N7070 N.81

N7079 E.10, N.82

N7080 N.82

N7081 N.83

N7082 N.83

N7084 N.83

N7085 N.83

N7086 N.83

N7088 N.82

N7090 N.84

N7092 N.84

N7094 N.84

N7100 N.85

N7103 N.85

N7115 N.86

N7116 N.86

N7123 N.86

N8010 N.87

N8011 N.87

N8012 N.88

N8030 N.90

N8032 N.90

N8035 N.91

N8040 N.91

N8045 N.92

N8050 N.92

N8055 N.93

N8060 N.93

N8065 N.94

N8070 N.94

N8075 N.95

N8080 N.95

N8082 N.96

N8085 N.96

N8090 N.97

N8101 N.98

N8102 N.98

N8103 N.98

N8104 N.98

N8105 N.99

N8110 N.99

N8111 N.99

N8205 N.111

N8207 N.111

N8210 N.112

N8215 N.112

N8220 N.113

N8225 N.114

N8230 N.115

N8350 N.100

N8355 N.100

N8358 N.100

N8360 N.101

N8365 N.101

N8368 N.101

N8400 N.102

N8410 N.102

N8412 N.102

N8420 N.103

N8430 N.103

N8435 N.103

N8440 N.104

N8441 N.104

N8445 N.104

N8500 N.105

N8510 N.105

N8520 N.105

N8530 N.106

N8600 N.107

N8601 N.107

N8610 N.108

N8630 N.108

N8650 N.109

N8670 N.109

N8690 N.109

N8701 N.116

N8704 N.116

N8711 N.117

N8714 N.117

N8718 N.117

N8719 N.117

N8722 N.118

N8731 N.118

N8732 N.118

N8734 N.118

N8746 N.119

N8751 N.119

N8756 N.119

N8757 N.119

N8758 N.120

N8759 N.120

N8761 N.120

N8771 N.120

N8772 N.121

N8781 N.121

N8783 N.122

N8785 N.122

N8787 N.122

N8850 N.123

N8855 N.123

N8860 N.123

N8870 N.123

N9100 N.124

N9115 N.124

N9131 N.124

N9135 N.124

N9136 N.124

N9140 N.125

N9142 N.124

N9159 N.125

N9180 N.125

N9210 N.127

N9220 N.127

N9230 N.127

N9256 N.128

N9270 N.128

N9280 N.129

N9281 N.129

N9284 N.126

N9285 N.126

N9286 N.126

N9288 N.127

N9290 N.129

N9291 N.129

N9295 N.128

N9296 N.128

N9300 N.130

N9310 N.130

N9320 N.130

N9340 N.130

N9350 N.130

N9360 N.131

N9370 N.130

N9400 N.131

N9410 N.131

N9420 N.131

N9422 N.131

N9430 N.132

N9440 N.132

N9450 N.132

N9501 N.132

N9520 N.133

N9560 N.133

N9575 N.133

P0011 P.2

P0015 P.2



GAMMA PAG.GAMMA PAG. GAMMA PAG. GAMMA PAG. GAMMA PAG.

XLIII

P0021 P.3

P0025 P.3

P0026 P.5

P0028 P.5

P0030 P.3

P0031 P.5

P0034 P.6

P0035 P.3

P0036 P.5

P0038 P.7

P0040 P.3

P0041 P.7

P0042 P.6

P0043 P.6

P0044 P.6

P0045 P.6

P0087 P.3

P0310 P.8

P0315 P.8

P0320 P.8

P0325 P.8

P0330 P.8

P1045 P.9

P1046 P.9

P1049 P.9

P1050 P.10

P1051 P.10

P1052 P.10

P1053 P.10

P1054 P.10

P1055 P.9

P2115 P.12

P2118 P.12

P2122 P.12

P2125 P.12

P2261 P.13

P2262 P.14

P2265 P.15

P2270 P.13

P2271 P.13

P2273 P.13

P2274 P.15

P2277 P.13

P2278 P.15

P2279 P.17

P2280 P.17

P2281 P.17

P2282 P.17

P2283 P.17

P2284 P.16

P2285 P.16

P2286 P.16

P2287 P.16

P2288 P.14

P2289 P.15

P2290 P.14

P2291 P.14

P2292 P.14

P2293 P.15

P2295 P.11

P3053 P.18

P3055 P.18

P3057 P.18

P3059 P.18

P3064 P.19

P3065 P.19

P3066 P.19

P3068 P.21

P3069 P.21

P3070 P.21

P3180 J.35, P.22

P3185 P.22

P3190 P.22

P3310 P.20

P3320 P.20

P3325 P.20

P4110 P.25

P4120 P.26

P4210 P.24

P4215 P.24

P4220 P.24

P4225 P.24

P4230 P.24

P4240 P.23

P4270 P.26

P4275 P.26

P4280 P.26

P4285 P.26

P4310 P.27

P4311 P.27

P4315 P.23

P4316 P.23

P4320 P.27

P4330 P.24

P4340 P.24

P4350 P.25

P4355 P.25

P4360 P.25

P4365 P.25

P4368 P.25

P4370 P.25

P4375 P.25

P4410 P.27

P4420 P.27

P4511 P.28

P4515 P.28

P4520 P.29

P5135 P.30

P5137 P.30

P5141 P.30

P5142 P.30

P5315 P.31

P5331 P.31

P5340 P.31

P5410 P.31

P5420 P.29

P5430 P.29

P5440 P.29

P6110 P.32

P6115 P.33

P6308 P.35

P6309 P.35

P6310 P.36

P6311 P.35

P6320 P.36

P6400 P.37

P6410 P.36

P6620 P.37

P6710 P.38

P6715 P.38

P6730 P.38

P6735 P.38

P6810 P.39

P6811 P.39

P6812 P.39

P6813 P.39

P6815 P.40

P6818 P.40

P6820 P.40

P6825 P.41

P6829 P.41

P6900 P.41

P6910 P.41

P6920 P.42

P6950 P.42

P6955 P.42

P6960 P.42

P6965 P.43

P7007 P.43

P7010 P.44

P7012 M.75, P.44

P7019 P.44

P7030 P.45

P7040 P.45

P7110 P.46

P7115 P.46

P7120 P.46

P7125 P.47

P7130 P.47

P7220 P.48

P7225 P.48

P7230 P.48

P7320 P.48

P7325 P.48

P7330 P.48

P7420 P.49

P7425 P.49

P7500 P.49

P7510 P.49

P7511 P.50

P7515 P.50

P7516 P.50
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P2283 P.17

P2284 P.16

P2285 P.16

P2286 P.16

P2287 P.16

P2288 P.14

P2289 P.15

P2290 P.14

P2291 P.14

P2292 P.14

P2293 P.15

P2295 P.11

P3053 P.18

P3055 P.18

P3057 P.18

P3059 P.18

P3064 P.19
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P3068 P.21
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P4285 P.26
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20096, Pioltello (MI) Italy
tel. +39 02 927371

LOGISTIC CENTER
Via G.Mazzini, 6
40010, Bentivoglio (Bo), Italy
tel. +39 051891911

info@linkspa.it

LINK GERMANY TOOLS GMBH
Frankenstraße 150B
90461 Nürnberg
tel. +49 911146914-00
info@link-tools.de

LINK IBÉRICA TOOLS S.L.
Ronda dels Països Catalans, 43
08304 Mataró, Barcelona - ES 
tel. +34 930160044
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ul. Strachowskiego 7A lok. 3-I
52-210 Wrocław - PL
tel. +48 509484577
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6902 KE Zevenaar Nederland
tel. +31 (0)850471271
info@link-tools.nl

PEGAS TIC LLC
Khalitov str., 8A
420088, Russia, Kazan
tel. +7 (843) 278-38-38 - fax +7 (843) 278-36-36
info@pegas-kazan.ru

0 1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 19 20

P
R

O
D

U
C

T 
C

A
TA

LO
G

U
E

2 000012 109324
L19_EN

HEADQUARTERS
Via 1° Maggio, 17
20096, Pioltello (MI) Italy
tel. +39 02 927371

LOGISTIC CENTER
Via G.Mazzini, 6
40010, Bentivoglio (Bo), Italy
tel. +39 051891911

info@linkspa.it

LINK GERMANY TOOLS GMBH
Frankenstraße 150B
90461 Nürnberg
tel. +49 911146914-00
info@link-tools.de

LINK IBÉRICA TOOLS S.L.
Ronda dels Països Catalans, 43
08304 Mataró, Barcelona - ES 
tel. +34 930160044
info@linkspa.es

LINK TOOLS POLSKA SP. Z O.O.
ul. Strachowskiego 7A lok. 3-I
52-210 Wrocław - PL
tel. +48 509484577
info@linkspa.pl

LINK TOOLS NEDERLAND B.V.
Zepto 2
6902 KE Zevenaar Nederland
tel. +31 (0)850471271
info@link-tools.nl

PEGAS TIC LLC
Khalitov str., 8A
420088, Russia, Kazan
tel. +7 (843) 278-38-38 - fax +7 (843) 278-36-36
info@pegas-kazan.ru

0 1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 19 20

PRODUCT CATALOGUE
2019 - 2020

from 01.05.2019

Cutting tools

Clamping systems

Metrology

Oils and cooling lubricants

Hand tools
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